




























































































































































































































































































































































































































































































































































































ViRGE/VX Integrated 3D Accelerator 

S3 Incorporated 

Primary Stream Control (MM8180) 

Read/Write Address: S1S0H 
Power-on Default: OOOOOOOOH 

15 14 13 12 11 10 9 8 7 

R R R R R R R R R 
31 30 29 28 27 26 25 24 23 

R PSFC R PSIDF R 

Bits 23-0 Reserved 

Bits 26-24 PSIDF - Primary Stream Input Data Format 
000 = RGB-S (CLUT) 
001 = Reserved 
010 = Reserved 
011 = Reserved 
100 = Reserved 
101 = RGB-16 (5.6.5) 
110 = RGB-24 (S.S.S) 
111 = XRGB-32 (X.S.S.S) 

Bit 27 Reserved 

Bits 30-28 PSFC - Primary Stream Filter Characteristics 
000 = Primary stream 

6 

R 
22 

R 

001 = Primary stream for 2X stretch (replication) 

5 4 

R R 
21 20 

R R 

010 = Primary stream, bi-linear for 2X stretch (interpolation) 
Other values reserved 

Bit 31 Reserved 

20-2 STREAMS PROCESSOR REGISTER DESCRIPTIONS 
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S3 Incorporated 

Color/Chroma Key Control (MM8184) 

Read/Write Adds: 8184H 
Power-on Default: OOOOOOOOH 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 7 I 6 I 5 I 4 I 3 I 2 I 1 I 
G/U/Cb KEY (LOW) BN/Cr KEY (LOW) 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 23 I 22 I 21 I 20 I 19 I 18 I 17 I 
R I R I RIcKE I R I RGBCC R/Y KEY (LOW) 

Bits 7-0 BN/Cr key value (lower bound for chroma) 

Bits 15-8 G/U/Cb key value (lower bound for chroma) 

Bits 23-16 R/Y key value (lower bound for chroma) 

Bits 26-24 RGB CC - RGB Color Comparison Precision 
000 = Compare bit 7 of RGB (compare red bit 7's, green bit 7's and blue bit 7's) 
001 = Compare bits 7-6 of RGB 
010 = Compare bits 7-5 of RGB 
011 = Compare bits 7-4 of RGB 
100 = Compare bits 7-3 of RGB 
101 = Compare bits 7-2 of RGB 
110 = Compare bits 7-1 of RGB 
111 = Compare bits 7-0 of RGB 

Bit 27 Reserved 

Bit 28 CKE - Color Key Enable 
o = Disable color or chroma keying 
1 = Enable color or chroma keying 

Bits 31-29 Reserved 

0 

16 
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S3 Incorporated 

Secondary Stream Control (MM8190) 

Read/Write Address: 8190H 
Power-on Default: OOOOOOOOH 

15 14 13 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
R R R DDA HORIZONTAL ACCUMULATOR 

31 30 29 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
R SFC I R I SDIF I R I R I R I R I R I R I R I R 

Bits 12-0 DDA Horizontal Accumulator Initial Value 

Value = 2 (WO-1) - (W1-1), where WO is the line width in pixels before scaling and W1 
is the line width in pixels after scaling. This is a signed value. 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 23-13 Reserved 

Bits 26-24 SDIF - Secondary Stream Input Data Format 
000 = Reserved 
001 = YCbCr-16 (4.2.2), 16-240 input range 
010 = YUV-16 (4.2.2), 0-255 input range 
011 = Reserved 
100 = YUV (2.1.1) 
101 = RGB-16 (5.6.5) 
110 = RGB-24 (8.8.8) 
111 = XRGB-32 (X.8.8.8 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bit 27 Reserved 

Bits 30-28 SFC - Secondary Stream Filter Characteristics 
000 = Secondary stream 
001 = Secondary stream, linear, 0-2-4-2-0, for X stretch 
010 = Secondary stream, bi-linear, for 2X to 4X stretch 
011 = Secondary stream, linear, 1-2-2-2-1, for 4X stretch 
Other values reserved 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bit 31 Reserved 
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Chroma Key Upper Bound (MM8194) 

ReadNVrite Address: 8194H 
Power-on Default: OOOOOOOOH 

15 1 14 1 13 1 12 1 11 1 10 1 9 1 8 7 1 6 1 5 1 4 1 3 1 2 1 1 1 
UICb KEY (UPPER) VICr KEY (UPPER) 

31 1 30 1 29.1 28 1 27 1 26 1 25 1 24 23 1 22 1 21 1 20 1 19 1 18 1 17 1 
R 1 R 1 R 1 R IR 1 R 1 R 1 R Y KEY (UPPER) 

Bits 7-0 VICr key value (upper bound) 

Bits 15-8 UICb key value (upper bound) 

Bits 23-16 Y key value (upper bound) 

Bits 31-24 Reserved 

Secondary Stream Stretch/Filter Constants (MM8198) 

ReadNVrite Address: 8198H 
Power-on Default: OOOOOOOOH 

15 14 13 12 11 1 10 1 9 1 8 1 7 1 6 1 5 1 4 1 3 1 2 1 1 1 
R R R R K2 HORIZONTAL SCALE FACTOR 

31 30 29 28 27 1 26 1 25 1 24 1 23 1 22 1 21 J 20 I 19 I 18 1 17 1 
R R R R Kl HORIZONTAL SCALE FACTOR 

Bits 11-0 K1 Horizontal Scale Factor 

Value = WO-1, where WO is the width in pixels of the initial output window (before 
scaling) 

0 

16 

0 

16 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 15-12 Reserved 

Bits 27-16 K2 Horizontal Scale Factor 

Value = WO-W1, where WO is the initial (unsealed) window width in pixels and W1 is 
the final output window width in pixels. This is a signed value and will always be 
negative. 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 31-28 Reserved 
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S3 Incorporated 

Blend Control (MM81AO) 

Read/Write Address: 81AOH 
Power-on Default: OOOOOOOOH 

15 14 13 12 I 11 I 10 9 8 7 6 5 4 I 3 I 2 1 0 
R R R KP R R R R R KS R R 

31 30 29 28 I 27 I 26 25 24 23 22 21 20 I 19 I 18 17 16 
R R R R J R I CaMP MODE R R R R -' R J R R R 

Bits 1-0 Reserved 

Bits4-2 Ks 

Value = secondary stream blend coefficient 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 9-5 Reserved 

Bits 12-10 Kp 

Value = primary stream blend coefficient 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 23-13 Reserved 

Bits 26-24 Compose Mode 
000 = Secondary stream opaque overlay on primary stream 
001 = Primary stream opaque overlay on secondary stream 
010 = Dissolve, [Pp x Kp + Ps x (8 - Kp)1/8, ignore Ks 
011 = Fade, [Pp x Kp + Ps x Ks1/8, where Kp + Ks must be :0; 8 
100 = Reserved 
101 = Color key on primary stream (secondary stream overlay on primary stream) 
110 = Color or chroma key on secondary stream (primary stream overlay on 

secondary stream) 
111 = Reserved 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 31-27 Reserved 
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S3 Incorporated 

Primary Stream Frame Buffer Address 0 (MM81CO) 

ReadIWrite Address: 81COH 
Power-on Default: Undefined 

If a primary stream is enabled, this register specifies the starting address in the frame buffer. 

15 I 14 I 13 I 12 J 11 1 10 1 9 1 8 1 7 1 6 1 5 1 4 1 3 j 2 1 11 0 

PRIMARY BUFFER ADDRESS 0 

31 1 30 1 29 1 28 1 27 1 26 1 25 1 24 1 23 1 22 1 21 1 20 1 19 1 18 1 17 1 16 

R 1 R 1 R I R 1 R 1 R 1 R 1 R 1 R 1 R 1 PRIMARY BUFFER ADDRESS 0 

Bits 21-0 Value = Primary stream frame buffer starting address 0 

This value must be quadword aligned. 

Bits 31-22 Reserved 

Primary Stream Frame Buffer Address 1 (MM81C4) 

ReadIWrite Address: 81C4H 
Power-on Default: Undefined 

Ifthe primary stream is double buffered, this register specifies the starting address in the frame buffer 
for the second buffer. 

15 1 14 1 13 1 12 1 11 1 10 1 9 1 8 1 7 1 6 1 5 1 4 1 3 1 2 1 1 1 0 
PRIMARY BUFFER ADDRESS 1 

31 1 30 1 29 1 28 1 27 1 26 1 25 1 24 1 23 1 22 1 21 1 20 1 19 1 18 1 17 1 16 

R 1 R 1 R 1 R 1 R 1 R 1 R 1 R 1 R 1 R 1 PRIMARY BUFFER ADDRESS 1 

Bits 21-0 Value = Primary stream frame buffer starting address 1 

This value must be quadword aligned. 

Bits 31-22 Reserved 
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Primary Stream Stride (MM81C8) 

Read/Write Address: 81C8H 
Power-on Default: Undefined 

15 14 13 12 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 
R R R R PRIMARY STREAM STRIDE 

31 30 29 28 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 

R R R R R I R I R I R I R I R I R I R I R I R I R I 

Bits 11-0 Primary stream stride 

Value = byte offset of vertically adjacent pixels in the primary stream buffer(s) 

If double buffering is used, the stride must be the same for both buffers. 

Bits 31-12 Reserved 

Double Buffer/LPB Support (MM81CC) 

Read/Write Address: 81CCH 
Power-on Default: xxxxxxOOH 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 I 1 

R R R R R R R R R LST LSL LIS R SBS 

31 30 29 28 27 26 25 24 23 22 21 20 19 18 I 17 
R R R R R R R R R R R R R R I R 

Bit 0 PBS - Primary Stream Buffer Select 
0= Primary frame buffer starting address 0 (MM81CO_21-0) used for the primary 

stream 
1 = Primary frame buffer starting address 1 (MM81C4_21-0) used for the primary 

stream 
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Bits 2·1 SBS - Secondary Stream Buffer Select 
00 = Secondary frame buffer starting address 0 (MM81DO_21-0) used for the 

secondary stream 
01 = Secondary frame buffer starting address 1 (MM81D4_21-0) used for the 

secondary stream 
10 = Secondary frame buffer starting address 0 (MM81 DO_21-0) used for the 

secondary stream and LPB frame buffer starting address 0 (MMFFOC_21-0) used 
for the LPB input stream OR secondary frame buffer starting address 1 
(MM81D4_21-0) used for the secondary stream and LPB frame buffer starting 
address 1 (MMFF10_21-0) used for the LPB input stream. Which alternative 
applies is determined by LPB starting address register selected by bit 4 of this 
register 

11 = Secondary frame buffer starting address 0 (MM81D0_21-0) used for the 
secondary stream and LPB frame buffer starting address 1 (MMFF10_21-0) used 
for the LPB input stream OR secondary frame buffer starting address 1 
(MM81 D4_21-0) used for the secondary stream and LPB frame buffer starting 
address 0 (MMFFOC_21-0) used for the LPB input stream. Which alternative 
applies is determined by the LPB starting address register selected by bit 4 of this 
register 

Bit 3 Reserved 

Bit 4 LIS - LPB Input Buffer Select 
0= LPB frame buffer starting address 0 (MMFFOC_21-0) used for the LPB input 
1 = LPB frame buffer starting address 1 (MMFF10_21-0) used for the LPB input 

This bit selects the starting address for writing LPB data into the frame buffer. When 
the value programmed to this bit takes effect is determined by the setting of bit 5 of 
this register. This bit can be toggled at the completion of writing all the data for a 
frame to the frame buffer via bit 6 of this register 

Bit 5 LSL - LPB Input Buffer Select Loading 
o = The value programmed into bit 4 of this register takes effect immediately 
1 = The value programmed into bit 4 of this register takes effect at the next end of 

frame (completion of writing all the data for a frame into the frame buffer) 

Bit 6 LST - LPB Input Buffer Select Toggle 
o = End of frame (completion of writing all the data for a frame into the frame buffer) 

has no effect on the setting of bit 4 of this register 
1 = End of frame causes the setting of bit 4 of this register to toggle 

Bits 31·7 Reserved 
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Secondary Stream Frame Buffer Address 0 (MM81DO) 

ReadJWrite Address: 81DOH 
Power-on Default: Undefined 

If a secondary stream is enabled, this register specifies the starting address in the frame buffer 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 

SECONDARY BUFFER ADDRESS 0 

31 I 30 I 29 I 28 I 27l 26 J 25 l 24 J 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

R I R I R I R I R I R I R I R I R I R I SECONDARY BUFFER ADDRESS 0 

Bits 21-0 Value = Secondary stream frame buffer starting address 0 

This value must be quadword aligned. 

Bits 31-22 Reserved 

Secondary Stream Frame Buffer Address 1 (MM81D4) 

ReadJWrite Address: 81D4H 
Power-on Default: Undefined 

If the secondary stream is double buffered, this register specifies the starting address in the frame 
buffer for the second buffer. 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 

SECONDARY BUFFER ADDRESS 1 

31 J 30 1 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 -' 20 l 19 -' 18 l 17 J 16 
R I R I R I R I R I R I R I R I R I R I SECONDARY BUFFER ADDRESS 1 

Bits 21-0 Value = Secondary stream frame buffer starting address 1 

This value must be quadword aligned. 

Bits 31-22 Reserved 
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Secondary Stream Stride (MM81 08) 

Read/Write Address: 8108H 
Power-on Default: Undefined 

15 14 13 12 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 

R R R R SECONDARY STREAM STRIDE 

31 30 29 28 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

R R R R R I R I R I R I R I R I R I R I R I R I R I R 

Bits 11-0 Secondary stream stride 

Value = byte offset of vertically adjacent pixels in the secondary stream buffer(s) 

If double buffering is used, the stride must be the same for both buffers. 

Bits 31-12 Reserved 

Opaque Overlay Control (MM81 DC) 

Read/Write Address: 810CH 
Power-on Default: Undefined except bits 31-30 are OOb. 

When an opaque overlay mode is being used (bits 26-24 of MM81AO = OOOb or 001b), the fields in this 
register can be programmed to eliminate the fetching of the pixels for the rectangular area under the 
top (opaque) window. This reduces the memory bandwidth requirements. The bottom window should 
be full-screen when this feature is enabled. None of the fields in this register have an effect unless bit 
31 is set to 1. Note that only horizontal coordinates must be specified. The vertical coordinates are 
handled automatically by the hardware. 

15 14 13 12 1 11 I 10 I 9 J 8 I 7 J 6 J 5 I 4 I 3 2 1 0 

R R R PIXEL STOP FETCH R R R 

31 30 29 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 18 17 16 

OOC TSS R PIXEL RESUME FETCH R R R 

Bits 2-0 Reserved 

Bits 12-3 Pixel Stop Fetch 

Value = [Offset in quadwords from the background starting pixel horizontal position 
to the first pixel of the line not to be fetched from memory (hidden background)] + 1 
quadword 

If the primary stream is the background, MM81FO_26-16 define the starting position 
for each line in the background window (XO) and MM81F8_26-16 define the first pixel 
position for each line in the top window (X1). The latter is the first background pixel 
that does not need to be fetched. The value programmed in this field is then [(X1 -
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XO) X bytes per pixel/B] + 1. If the result is a fraction, it is rounded up the next highest 
integer. This gives the required quadword offset (0) for this field. This value is also 
used in the calculation for the field value of bits 2B-19 of this register. 

If the secondary stream is the background, the value is [(XO - Xl) X bytes per pixel/B] 
+ 1. 

Bits 18-13 Reserved 

Bits 28-19 Pixel Resume Fetch 

Value = {Offset in quadwords from the background starting pixel horizontal position 
to the line position of the resumption of pixel fetching from memory (Le., visible back­
ground)} - 1 quadword 

The value is determined by adding the Pixel Stop Fetch field value (0) above (bits 12-
3) to the width in quadwords of the top window (W). The width of the top window in 
pixels (P) is found in MMB1F4_26-16 if the primary stream is on top and in 
MMB1FC_26-16 if the secondary stream is on top. W in quadwords = P x bytes per 
pixel/B. If this is a fraction, the result is truncated to the next lowest integer. The value 
in this field is then [W + 0]- 1. 

Bit 29 Reserved 

Bit 30 TSS - Top Stream Select 
o = Secondary stream on top 
1 = Primary stream on top 

Bit 31 OOC - Opaque Overlay Control Enable 
o = Opaque overlay control disabled 
1 = Opaque overlay control enabled 

K1 Vertical Scale Factor (MM81EO) 

Read/Write Address: B1EOH 
Power-on Default: OOOOOOOOH 

15 14 13 12 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
R R R R Kl VERTICAL SCALE FACTOR 

31 30 29 28 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
R R R R R I R I R I R I R I R I R I R I R I R I R I R 

Bits 11-0 Kl Vertical Scale Factor 

Value = [height (in lines) of the initial output window (before scaling)] - 1 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 31-12 Reserved 
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K2 Vertical Scale Factor (MM81E4) 

Read/Write Address: 81E4H 
Power-on Default: OOOOOOOOH 

15 14 13 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
R R R K2 VERTICAL SCALE FACTOR 

31 30 29 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16. 
R R R R I R I R I R I R I R I R I R I R I R I R I R I R 

Bits 12-0 K2 Vertical Scale Factor 

Value = [height (in lines) of the initial output window (before scaling)l- [height (in 
lines) of the final output window (after scaling)] 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 31-13 Reserved 

DDA Vertical Accumulator Initial Value (MM81E8) 

Read/Write Address: 81E8H 
Power-on Default: OOOOOOOOH 

15 14 13 12 I 11 1 10 1 9 J 8 l 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 

EVF R R DDA VERTICAL ACCUMULATOR 

31 30 29 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

R R R R I R I R I R I R I R I R I R I R I R I R I R I R 

Bits 12-0 DDA Vertical Accumulator Initial Value 

Value = 2's complement of [height (in lines) of the output window after scaling] - 1 

When this field is programmed, the value does not take effect until the next VSYNC. 

Bits 14-13 Reserved 

Bit 15 EVF - Enable Vertical Filtering 
o = Line replication used 
1 = Vertical filtering (interpolation) enabled 

Vertical filtering is only available when CR67 _3-2 = 11b. 

Bits 31-12 Reserved 
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Streams FIFO Control (MM81EC) 

ReadIWrite Address: 81ECH 
Power-on Default: OOOOOOOOH 

15 14 13 12 11 10 9 8 7 6 5 4 3 

R R R R R R R R R R R R R 
31 30 29 28 27 26 25 24 23 22 21 20 19 
R R R R R R R R R R R R T5M 

Bits 17-0 Reserved 

Bit 18 EWS - EDO Memory Wait State Control (LPB Memory Cycles Only) 
o = Standard 2-cycle memory operation 
1 = 1-cycle EDO memory operation 

Bit 19 TSM - Tri-state Memory Data Lines 
0= Tri-state PD[63:16) during ROM cycles 
1 = Do not tri-state PD[63:16) during ROM cycles 

2 1 0 

R R R 

18 17 16 
EW5 R RP 

PD[15:0) are driven with the ROM address. This bit should normally be left at its de­
fault value of O. 

Bits 31-20 Reserved 
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Primary Stream Window Start Coordinates (MM81 FO) 

Read/Write Address: 81FOH 
Power-on Default: Undefined 

15 14 13 12 11 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
R R R R R PRIMARY STREAM Y-START 

31 30 29 28 27 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
R R R R R PRIMARY STREAM X-START 

Bits 10-0 Primary Stream V-Start 

Value = Screen line number + 1 of the first line of the primary stream window 

Bits 15-11 Reserved 

Bits 26-16 Primary Stream X-Start 

Value = Screen pixel number + 1 of the first pixel of the primary stream window 

Bits 31-27 Reserved 

Primary Stream Window Size (MM81F4) 

Read/Write Address: 81F4H 
Power-on Default: Undefined 

15 14 13 12 11 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 1 2 J 1 .I 0 

R R R R R PRIMARY STREAM HEIGHT 

31 30 29 28 27 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

R R R R R PRIMARY STREAM WIDTH 

Bits 10-0 Primary Stream Height 

Value = Number of lines displayed in the primary stream window 

Bits 15-11 Reserved 

Bits 26-16 Primary Stream Width 

Value = Number of pixels -1 displayed in each line in the primary stream window 

Bits 31-27 Reserved 
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Secondary Stream Window Start Coordinates (MM81F8) 

Read/Write Address: 81F8H 
Power-on Default: Undefined 

15 14 13 12 11 10 1 9 I 8 I 7 I 6 j 51 4 I 3 l 2 I 1 I 0 
R R R R R SECONDARY STREAM Y-START 

31 30 29 28 27 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
R R R R R SECONDARY STREAM X-START 

Bits 10-0 Secondary Stream Y-Start 

Value = Screen line number + 1 of the first line of the secondary stream window 

Bits 15-11 Reserved 

Bits 26-16 Secondary Stream X-Start 

Value = Screen pixel number + 1 of the first pixel of the secondary stream window 

Bits 31-27 Reserved 

Secondary Stream Window Size (MM81FC) 

Read/Write Address: 81FCH 
Power-on Default: Undefined 

15 14 13 12 11 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
R R R R R SECONDARY STREAM HEIGHT 

31 30 29 28 27 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
R R R R R SECONDARY STREAM WIDTH 

Bits 10-0 Secondary Stream Height 

Value = Number of lines displayed in the secondary stream window 

Bits 15-11 Reserved 

Bits 26-16 Secondary Stream Width 

Value = Number of pixels -1 displayed in each line in the primary stream window 

Bits 31-27 Reserved 
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Section 21: Memory Port Controller 
Register Descriptions 

This section describes the Memory Port Controller (MPC) Registers for ViRGENX. These registers are 
used to adjust memory control signals and control the video data FIFOs. 

In all register bit descriptions, the letter "R" identifies reserved bits (a reserved bit's read value is 
undefined unless noted, and you may write only zero to a reserved bit). 

FIFO Control (MM8200) 

Read/Write Offset:8200H 
Power-On Default: 00010400H 

15 I 14 I 13 I 12 11 10 I 9 I 8 I 7 I 6 5 4 I 3 I 2 I 1 I 

PS THRESHOLD R SS THRESHOLD R PIS BOUNDARY 

31 I 30 I 29 I 28 27 26 I 25 I 24 J 23 1 22 21 20 I 19 I 18 I 17 I 

R I R I R I R R R I R I R I R I R R R I R I R I R I 

Bits 4-0 PIS BOUNDARY - Primary/Secondary Stream FIFO Boundary 
00000 = Primary Stream = 24 slots; Secondary stream = 0 slots 
01000 = Primary Stream = 16 slots; Secondary stream = 8 slots 
01100 = Primary Stream = 12 slots; Secondary stream = 12 slots 
10000 = Primary Stream = 8 slots; Secondary stream = 16 slots 
11000 = Primary Stream = 0 slots; Secondary stream = 24 slots 

0 

16 

PS 

All other values are reserved and must not be programmed. Each slot holds 1 quad­
word. 

Note: The above definition strictly applies only for CR67 _3-2 = 01 b (secondary stream 
over a VGA primary stream). For full streams operation (CR67 _3-2 = 11 b) and vertical 
filtering disabled, this field should be programmed to 11000b to allot 24 slots to the 
secondary stream. For full streams operation and vertical filtering enabled 
(MM81E8_15 = 1), this field should be programmed to 01100b to allot 12 slots to each 
stream. 

Bit 5 Reserved 
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Bits 10-6 SS THRESHOLD - Secondary Stream Threshold 

Value = Number of secondary stream FIFO slots 

When the secondary stream FIFO empties down to this value, an internal signal is 
generated requesting refilling of the secondary stream FIFO. This value must be ~ the 
secondary stream FIFO size specified in bits 4-0 of this register. 

Bit 11 Reserved 

Bits 16-12 PS THRESHOLD - Primary Stream Threshold 

Value = Number of primary stream FIFO slots 

When the primary stream FIFO empties down to this value, an internal signal is gener­
ated requesting refilling of the primary stream FIFO. This value must be ~ the primary 
stream FIFO size specified in bits 4-0 of this register. 

Bits 31-17 Reserved 

MIU Control Register (MM8204) 

ReadNVrite Offset: 8204H 
Power-On Default: Undefined 

15 
R 

31 
R 

14 13 12 11 10 9 8 7 6 5 4 
R R R R R R R R R R R 

30 29 28 27 26 25 24 23 22 21 20 

R R R R R R R R R R R 

Bit 0 RI -RAS Inactive 
o = RAS stays low until the start of the next memory cycle 
1 = RAS goes high at the end of the memory cycle 

Bit 1 RP - RAS Pre-charge Control 
o = RAS pre-charge specified by CR68_3 (2.5 or 3.5 MCLKs) 
1 = RAS pre-charge = 1.5 MCLKs 

Bit 2 RL - RAS Low 
o = RAS low specified by CR68_2 (3.5 or 4.5 MCLKs) 
1 = RAS low = 2.5 MCLKs 

Bits 6-3 Reserved 

Bit 7 COA - CAS/OE Adjust 
0= CAS/OE active trailing edge delay specified by CR68_1-0 
1 = CAS/OE active pulse delay specified by CR68_1-0 

21-2 MEMORY PORT CONTROLLER REGISTER DESCRIPTIONS 
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Bit 8 WED - WE Delay 
0= WE active trailing edge delay specified by CR6F _4-3 
1 = WE active pulse delay specified by CR6F _4-3 

Bit 9 LPR - Low Priority Request Control 
o = A low priority primary or secondary stream memory request is service when an 

S3d Engine request goes inactive 
1 = A low priority primary or secondary stream memory request is serviced only after 

an S3d Engine request has been inactive for more than 3 MCLKs. 

Bit 10 DRR - Delay RAS Rising Edge 
o = No delay of RAS rising edge 
1 = Delay RAS rising edge by 1/2 MCLK 

Bits 31-11 Reserved 

Streams Timeout Register (MM8208) 

Read/Write Offset: 8208H 
Power-On Default: 00000808H 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 7 161 5 I 4 I 3 I 2 I 1 I 0 

31 

R 

PS TIMEOUT SS TIMEOUT 

I 30 I 29 I 28 I 27 I 26 I 25 I 24 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

I R I R I R I R I R I R I R R I R I R I R I R I R I R I PST 

Bits 7-0 SS TIMEOUT - Secondary Stream Timeout 

Value = number of MCLKs that the secondary stream is given read access to video 
memory before its grant is withdrawn 

Bits 15-8 PS TIMEOUT - Primary Stream Timeout 

Value = number of MCLKs that the primary stream is given read access to video mem­
ory before its grant is withdrawn 

Bit 16 PST - Primary/Secondary Tiebreaker 
o = Primary wins in case of a tie 
1 = Secondary wins in case of a tie 

This bit is effective when the primary and secondary streams have simultaneous re­
quests for video memory access pending. 

Bits 31-17 Reserved 
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Miscellaneous Timeout Register (MM820C) 

Read/Write Offset: 820CH 
Power-On Default: 08080810H 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 7 I 6 I 5 141 3 121 1 I 0 
S3D ENGINE TIMEOUT CPU TIMEOUT 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
EXT TIMEOUT LPB TIMEOUT 

Bits 7-0 CPU TIMEOUT 

Value = number of MCLKs that the CPU is given access to video memory before its 
grant is withdrawn 

Bits 15-8 S3D ENGINE TIMEOUT 

Value = number of MCLKs that the S3D Engine is given access to video memory be­
fore its grant is withdrawn 

Bits 23-16 LPB TIMEOUT 

Value = number of MCLKs that the LPB is given write access to video memory before 
its grant is withdrawn 

Bits 31-24 EXT TIMEOUT 

Value = number of MCLKs that another memory master is given access to video mem­
ory before its grant is withdrawn 
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DMA Read Base Address Register (MM8220) 

Read/Write Offset: 8220H 
Power-On Default: Undefined 

This register is used when the CPU is doing DMA transfers from video memory as specified by clear­
ing bit 1 of MM8580 to 0 (read) and setting bit 0 of MM8588 to 1 (video DMA enable). 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 2 1 0 

DMA READ BASE ADDRESS a a a 
31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 18 17 16 

RIRIRIRIRlRIRIRIRI DMA READ BASE ADDRESS 

Bits 2-0 Reserved = 0 

Bits 22-3 DMA READ BASE ADDRESS 

Value = Starting address in video memory for data to be DMAed to system memory 
(quadword aligned) 

Bits 31-23 Reserved 

DMA Read Stride/Width Register (MM8224) 

Read/Write Offset: 8224H 
Power-On Default: Undefined 

This register is used when the CPU is doing DMA transfers from video memory as specified by clear­
ing bit 1 of MM8580 to 0 (read) and setting bit 0 of MM8588 to 1 (video DMA enable). 

15 

R 

31 

R 

14 13 12 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 2 1 0 

R R R DMA READ STRIDE a a a 
30 29 28 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 18 17 16 
R R R DMA READ WIDTH a a a 

Bits 1-0 ATC - Address Tiling Control 
00 = CPU address lines 14-8 are sequential (linear addressing) 
01 = CPU address lines 14-8 are rearranged to 14,9,8, 13, 12, 11, 10 
10 = CPU address lines 14-8 are rearranged to 10,9,8,14,13,12,11 
11 = CPU address lines 14-8 are sequential (linear addressing) 

The rearranged settings provide a narrower and deeper memory page size to mini­
mize page breaks when drawing is limited to a small area of the screen. The 10 set­
ting provides the narrowest page size. 
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Bit 2 Reserved = 0 

Bits 11·3 DMA READ STRIDE 

Value = Number of quadwords to add to the address at the end of a line to generate 
the address for the next line to be transferred 

A DMA transfer from video memory to system memory starts at the address speci­
fied in MM8220_22_3 and proceeds for the number of quadwords defined by the 
value in bits 27-19 of this register. The stride value is then added to end of line ad­
dress to get the address for the start of the next line to be transferred. 

Bits 15·12 Reserved 

Bits 18·16 Reserved = 0 

Bits 27·19 DMA READ WIDTH 

Value = [Number of quadwords per line to transfer to system memory) - 1 

Bits 31·28 Reserved 
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Section 22: Miscellaneous Register Descriptions 

In all register bit descriptions, the letter "R" identifies reserved bits (a reserved bit's read value is 
undefined unless noted, and you may write only zero to a reserved bit). 

Subsystem Status Register (MM8504) 

Read Only Offset: 8504H 
Power-On Default: Undefined 

This read-only register provides information on interrupt status, monitor 1.0. and the number of bits 
per pixel. See the Subsystem Control (MM8504, Write Only) register for details on enabling and clearing 
interrupts. 

15 

R 

31 

R 

14 13 12 I 11 I 10 I 9 I 8 7 6 
S3d LPB 3DF 

R ENG S3D FIFO SLOTS FREE INT FIFO 

30 29 28 I 27 I 26 I 25 I 24 23 
R R R I R I R I R I R R 

Bit 0 VSY INT - Vertical Sync Interrupt Status 
o = No interrupt 
1 = Interrupt generated 

Bit 1 3D DON - S3d Engine Done Interrupt Status 
o = No interrupt 
1 = Interrupt generated 

22 
R 

5 

CD 
DON 

21 
R 

Bit 2 FIFO OVF - Command FIFO Overflow Interrupt Status 
o = No interrupt 
1 = Interrupt generated 

Bit 3 FIFO EMP - Command FIFO Empty Interrupt Status 
0= No interrupt 
1 = Interrupt generated 

4 3 2 1 0 

HD FIFO FIFO 3D VSY 
DON EMP OVF DON INT 

20 19 18 17 16 

R R R R R 
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Bit 4 HD DON - Host DMA Done Interrupt Status 
0= No interrupt 
1 = Interrupt generated 

Bit 5 CD DON - Command DMA Done Interrupt Status 
o = No interrupt 
1 = Interrupt generated 

Bit 6 3DF FIF - S3d FIFO Empty Status 
o = No interrupt 
1 = Interrupt generated 

Bit 7 LPB INT - LPB Interrupt Status 
o = No interrupt 
1 = Interrupt generated 

Bits 12·8 S3d FIFO SLOTS FREE 
00000 = 0 slots free 

10000 = 16 slots free (S3d FIFO is 16 slots deep) 

Bit 13 S3d ENG - S3d Engine Status 
o = S3d Engine busy 
1 = S3d Engine idle 

Bits 31-14 Reserved 

Subsystem Control Register (MM8504) 

Write Only Offset: 8504H 
Power-On Default: Undefined 

This register allows each of several interrupt sources to be enabled or disabled. Interrupt status (Subsystem 
Status (MM8504, Read Only) can be cleared. This register also controls the software reset of the graphics 
engine. 

15 L 14 13 12 11 I 10 9 8 7 6 
S3d RST 3DF CDD FIFO ENB 3DD VSY HDD 3DF 
1 0 ENS ENS EMP OVF ENS ENS ENS CLR 

31 I 30 29 28 27 I 26 25 24 23 22 
R I R R R R I R R R R R 

Bit 0 VSY CLR - Clear Vertical Sync Interrupt Status 
0= No change 
1 = Clear 
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Bit 1 300 CLR - Clear S3d Engine Done Interrupt Status 
0= No change 
1 = Clear 

Bit 2 FIFO CLO - Clear Command FIFO Overflow Interrupt Status 
0= No change 
1 = Clear 

Bit 3 FIFO CLE - Clear Command FIFO Empty Interrupt Status 
0= No change 
1 = Clear 

Bit 4 HOD CLR - Clear Host DMA Done Interrupt Status 
0= No change 
1 = Clear 

Bit 5 COD CLR - Clear Command DMA Done Interrupt Status 
0= No change 
1 = Clear 

Bit 6 3DF CLR - Clear S3d FIFO Empty Interrupt Status 
0= No change 
1 = Clear 

Bit 7 HOD ENB - Host DMA Done Interrupt Enable 
0= Disable 
1 = Enable interrupt when a host DMA transfer is complete and CR323 = 1 

Bit 8 VSY ENB - Vertical Sync Interrupt Enable 
0= Disable 
1 = Enable interrupt when VSYNC goes active and CR323 = 1 

Bit 9 300 ENB- S3d Engine Done Interrupt Enable 
0= Disable 
1 = Enable interrupt when the S3D Engine completes its current task and becomes 

idle and CR32_4 = 1 

Bit 10 FIFO ENB OVF - Command FIFO Overflow Interrupt Enable 
0= Disable 
1 = Enable interrupt when the command FIFO overflows and CR32_ 4 = 1 

Bit 11 FIFO ENB EMP - Command FIFO Empty Interrupt Enable 
0= Disable 
1 = Enable interrupt when the command FIFO becomes empty and CR323 = 1 

Bit 12 COD ENB - Command DMA Done Interrupt Enable 
0= Disable 
1 = Enable interrupt when a command DMA transfer is complete and CR32_ 4 = 1 

Bit 13 3DF ENB - S3d FIFO Empty Interrupt Enable 
0= Disable 
1 = Enable interrupt when the S3d FIFO becomes empty and CR32_ 4 = 1 
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Bits 15-14 S3d RST - S3d Engine Software Reset 
00 = No change 
01 = S3d Engine enabled 
10 = Reset 
11 = Reserved 

Setting CR66_1 to 1 is equivalent to setting these bits to 10b. 

Bits 31-16 Reserved 

Advanced Function Control Register (MM850C) 

Read/Write Offset: 850CH 
Power-On Default: Undefined 

15 14 13 12 11 10 9 8 7 6 5 4 
LA 

R R R R R R R R R R R ENB 
31 30 29 28 27 26 25 24 23 22 21 20 
R R R R R R R R R R R R 

Bit 0 ENB EHFC - Enable Enhanced Functions 
o = Enable VGA and VESA planar (4 bits/pixel) modes 
1 = Enable all other modes (Enhanced and VESA non-planar) 

This bit is ORed with bit 0 of CR66 and is equivalent to it. 

Bit 1 RST DM - Reset Read DMA (Read/Write) 
0= No effect 
1 = Reset read DMA pointers 

3 2 1 0 
RST ENB 

R R DM EHFC 
19 18 17 I 16 
R R R I R 

This bit should be toggled (program a 1 and then a 0) by software immediately after 
the completion of each read DMA operation. 

Bits 3-2 Reserved 

Bit 4 LA ENB- Linear Addressing Enable 
o = Disable linear addressing 
1 = Enable linear addressing 

This bit is ORed with bit 4 of CR58 and is equivalent to it. 

Bits 31-5 Reserved 
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Section 23: DMA Register Descriptions 

This section describes the Direct Memory Access (DMA) registers for ViRGENX. These registers are 
used to control the two DMA channels when ViRGENX operates as a PCI bus master. The video/graph­
ics data transfer channel handles: 

• Compressed video data transfers from system memory to an MPEG-1 decoder via the LPB 

• Decompressed video data (software MPEG) transfers to the frame buffer via the LPB 

• Frame buffer data transfers to system memory 

For the latter case, the video memory read data location and structure are specified in MM8220 and 
MM8224. These are described in the Memory Port Controller section. 

The command data channel handles transfers of command and drawing parameter data from system 
memory to the S3D Engine. 

These two channels can operate independently. 

In all register bit descriptions, the letter "R" identifies reserved bits (a reserved bit's read value is 
undefined unless noted, and you may write only zero to a reserved bit). 

DMA REGISTER DESCRIPTIONS 23-1 
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23.1 VIDEO/GRAPHICS DATA TRANSFER CHANNEL 

Video DMA Starting System Memory Address Register (MM8580) 

Read/Write Offset: 8580H 
Power-On Default: Undefined 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 

31 

STARTING MEMORY ADDRESS 

I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 
STARTING MEMORY ADDRESS 

Bit 0 Reserved 

Bit 1 R/W - Video/Graphics DMA Read/Write 
o = Video DMA write (system memory to the LPB output FIFO) 
1 = Video DMA read (video memory to system memory) 

2 1 

R/W 

18 17 

Data written to the LPB output FIFO can be directed to an MPEG decoder (com­
pressed data) or to video memory with optional decimation. 

Bits 31-2 STARTING MEMORY ADDRESS 

0 
R 

16 

Value = Starting memory address when performing a DMA transfer from video mem­
ory to system memory or from system memory to the LPB output FIFO 
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Video DMA Transfer Length Register (MM8584) 

Read/Write Offset: 8584H 
Power-On Default: Undefined 

15 l 14 I 13 J 121 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 J 2 

DMA TRANSFER LENGTH 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 

R I R I R I R I R I R I R I R I DMA TRANSFER LENGTH 

Bits 1-0 Reserved 

Bits 23-2 DMA TRANSFER LENGTH 

Value = (Number of double words to transfer) - 1. 

Bits 31-24 Reserved 

Video DMA Transfer Enable Register (MM8588) 

Read/Write Offset: 8588H 
Power-On Default: Undefined 

15 14 13 12 11 10 9 8 

R R R R R R R R 

31 30 29 28 27 26 25 24 
R R R R R R R R 

Bit 0 VDE - Video/Graphics DMA Enable 
o = Disable video/graphics DMA 
, = Enable video graphics DMA 

7 6 

R R 

23 22 
R R 

5 4 3 2 

R R R R 

21 20 19 18 

R R R R 

1 0 
R R 

17 16 

1 0 
R VDE 

17 16 

R R 

This bit is reset to 0 by the DMA controller at the completion of a video/graphics DMA 
transfer. 

Bits 31-1 Reserved 
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23.2 COMMAND TRANSFER CHANNEL 

Command DMA Base Address Register (MM8590) 

Read/Write Offset: 8590H 
Power-On Default: Undefined 

15 I 14 I 13 J 12 11 10 9 8 7 

BASE ADDRESS R R R R R 

31 I 30 I 29 I 28 27 26 25 24 23 
BASE ADDRESS 

Bit 0 Reserved 

Bit 1 BS - Command DMA Buffer Size 
o = 4 KByte buffer size 
1 = 64 KByte buffer size 

Bits 11-2 Reserved 

Bits 31-12 BASE ADDRESS 

6 

R 

22 

Value = Command DMA buffer base address 

5 4 

R R 

21 20 

Bits 15-12 must be OOOb for a 64K buffer size (64K aligned). 
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Command DMA Write Pointer Register (MM8594) 

Read/Write Offset: 8594H 
Power-On Default: Undefined 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 1 0 

WRITE POINTER R R 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 17 16 

R 1 R I RJ R I R I R I R I R I R I R I R I R I Rl R R WPU 

Bits 1-0 Reserved 

Bits 15-2 WRITE POINTER 

Value = next doubleword address after the last doubleword written to the system 
memory buffer 

Bit 16 WPU - Write Pointer Updated 

Software must set this bit to 1 each time it updates the write pointer. 

Bits 31-17 Reserved 

Command DMA Read Pointer Register (MM8598) 

Read/Write Offset: 8598H 
Power-On Default: Undefined 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 1 

READ POINTER R 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 17 

R I R I R I R I R I R I R I R I R I R I R I R I R I R R 

Bits 1-0 Reserved 

Bits 15-2 READ POINTER 

Value = Address of next doubleword in system memory to be read by the DMA 

4K buffer: address = base address 31-12 (concat) read pointer 11-2 (concat) 00 
64K buffer: address = base addess 31-16 (concat) read pointer 15-2 (concat) 00 

After this pointer value is initialized, it is is updated automatically by ViRGE. 

Bits 31-16 Reserved 

0 

R 

16 
R 
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Command DMA Enable Register (MM859C) 

Read/Write Offset: 859CH 
Power-On Default: Undefined 

15 

R 

31 
R 

14 13 12 11 10 9 

R R R R R R 
30 29 28 27 26 25 

R R R R R R 

Bit 0 CDE - Command DMA Enable 
o = Command DMA Disabled 
1 = Command DMA Enabled 

Bits 31-1 Reserved 
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Section 24: Local Peripheral Bus 
Register Descriptions 

This section describes the Local Peripheral Bus (LPB) registers. 

In all register bit descriptions, the letter "R" identifies reserved bits (a reserved bit's read value is 
undefined unless noted, and you may write only zero to a reserved bit). 

LPB Mode Register (MMFFOO) 

Read/Write Address: FFOOH 
Power-on Default: OOOOOOOOH 

15 
R 

31 
CFL 

14 13 12 11 10 9 8 7 6 5 4 3 I 2 I 1 0 
R LBA CHS CVS LHS LVS R R CBS SF LR LPB MODE LE 

30 29 28 27 26 25 24 23 22 21 20 19 I 18 I 17 16 
R R R R ILC SNO CS R VFT R R I R I MBS 

Bit 0 LE - LPB Enable 
o = LPB Disabled 
1 = LPB Enabled 

Once enabled, the LPB is reset either by a system reset or via bit 4 of this register. 

Bits 3-1 LPB MODE 
000 = Scenic/MX2 Mode. The VREQJVRDY, CREO/CRDY, LCLK and LD[7:0] functions 

become active. 
001 = Video 16 Mode (PCI only). The HS, VS, LCLK and LD[15:0] functions become 

active. ViRGENX expects 16-bit Philips digitizer input. 
010 = Video 8 In Mode. The HS and VS function become active and 

ViRGENX expects video data in 8-bit units (LD[7:0]). 
100 = Pass-through Mode. 32-bit data from the output FIFO is passed directly to the 

decimation input to the video FIFO. This allows decimation of CPU-provided 
data. 

All other values are reserved. 
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Bit 4 LR- LPB Reset 
0= No effect 
1 = Reset LPB 

This bit should be set and then reset before switching between LPB modes. 

Bit 5 SF - Skip Frames 
o = Write all received frames to memory 
1 = Write every other received frame to memory (1, 3, etc.) 

Bit 6 CBS - Color Byte Swap 
0= Incoming video is in U01, Yo, VOl, Yl format, byte swapping enabled 
1 = Incoming video is in Yo, U01, Yl, VOl format (e.g., SAA7110), no byte swapping 

Bits 8-7 Reserved 

Bit 9 LVS - LPB Vertical Sync Input Polarity 
o = LPB vertical sync input is active low 
1 = LPB vertical sync input is active high 

Bit 10 LHS - LPB Horizontal Sync Input Polarity 
o = LPB horizontal sync input is active low 
1 = LPB horizontal sync input is active high 

Bit 11 CVS - CPU VSYNC (Write Only) 

Writing a 1 to this bit causes ViRGENX to do whatever functions it is programmed to 
do upon receipt of a VSYNC. For example, values programmed in certain registers 
only take effect at the next VSYNC. 

Bit 12 CHS - CPU HSYNC (Write Only) 

Writing a 1 to this bit causes ViRGENX to do whatever functions it is programmed to 
do upon receipt of an HSYNC. 

Bit 13 LBA - Load Base Address (Write Only) 

Writing a 1 to this bit immediately loads the base address currently being pointed to. 

Bits 15-14 Reserved 

Bits 17-16 MBS - Maximum LPB to Scenic/MX2 Compressed Data Burst Size (Scenic/MX2 mode 
only) 
00 = Burst 1 32-bit word 
01 = Burst 2 32-bit words 
10 = Burst 3 32-bit words 
11 = Burst all 32-bit words (until empty) 

With a setting of. 11 b, software must ensure that no more than eight 32-bit words are 
burst to the Scenic/MX2 in a single burst. For example, if the FIFO is full (8 entries), 
no more entries should be written until the burst is complete. 

Bits 20-18 Reserved 
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Bits 22-21 VFT - Video FIFO Threshold 
00 = 1 FIFO slot 
01 = 3 FIFO slots 
10 = 5 FIFO slots 
11 = 7 FIFO slots 

ViRGENX Integrated 3D Accelerator 

When this many slots are filled in the video FIFO, a request is generated to the mem­
ory manager to begin emptying the FIFO. This is used to maximize the efficiency of 
the memory interface. 

Bit 23 Reserved 

Bit 24 CS - LPB Clock Source 
o = LPB clock driven by SCLK 
1 = LPB clock driven by LCLK 

Bit 25 SNO - Sync Non-Overlap 
0= No effect 
1 = Don't add stride after first HSYNC 

This bit must be set when the first HSYNC does not occur within the VSYNC active pe­
riod. 

Bit 26 ILC - Invert LCLK 
o = Use LCLK as received 
1 = Invert the LCLK input 

Bit 24 of this register must be set to 1 for this bit to be effective. 

Bits 31-27 Reserved 
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LPB FIFO Status Register (MMFF04) 

Read Only Address: FF04H 
Power-on Default: 00000008H 

15 14 13 12 11 10 

R R OFAE OFE OFF R 

31 30 29 28 27 26 

VF1AE VF1E VF1F R R R 

Bits 3-0 LPB Output FIFO Status 
0000 = 0 FIFO slots free 
0001 = 1 FIFO slot free 
0010 = 2 FIFO slots free 
0011 = 3 FIFO slots free 
0100 = 4 FIFO slots free 
0101 = 5 FIFO slots free 
0110 = 6 FIFO slots free 
0111 = 7 FIFO slots free 
1000 = 8 FIFO slots free 

Each slot contains 4 bytes 

Bits 10-4 Reserved 

Bit 11 OFF - LPB Output FIFO Full 
o = Output FIFO not full 
1 = Output FIFO full 

9 

R 
25 

R 

Bit 12 OFE - LPB Output FIFO Empty 
o = Output FIFO not empty 
1 = Output FIFO empty 

8 

R 
24 

R 

Bit 13 OFAE - LPB Output FIFO Almost Empty 

7 6 5 

R R R 

23 22 21 

R v'FOAE VFOE 

o = Output FIFO has something other than 1 slot filled 
1 = Output FIFO has one slot filled 

Bits 19-14 Reserved 

Bit 20 VFOF - LPB Video FIFO 0 Full 
0= Video FIFO 0 not full 
1 = Video FIFO 0 full 

Bit 21 VFOE - LPB Video FIFO 0 Empty 
o = Video FIFO 0 not empty 
1 = Video FIFO 0 empty 

Bit 22 VFOAE - LPB Video FIFO 0 Almost Empty 
o = Video FIFO 0 has something other than 1 slot filled 
1 = Video FIFO 0 has one slot filled 

24-4 LPB REGISTER DESCRIPTIONS 
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Bits 28·23 Reserved 

Bit 29 VF1F - LPB Video FIFO 1 Full 
0= Video FIFO 1 not full 
1 = Video FIFO 1 full 

Bit 30 VF1E - LPB Video FIFO 1 Empty 
o = Video FIFO 1 not empty 
1 = Video FIFO 1 empty 

Bit 31 VF1AE - LPB Video FIFO 1 Almost Empty 
0= Video FIFO 1 has something other than 1 slot filled 
1 = Video FIFO 1 has one slot filled 

LPB Interrupt Flags Register (MMFF08) 

Read/Write Address: FFOBH 
Power-on Default: OOOOOOOOH 

15 

R 
31 
H 

14 13 12 11 10 9 8 7 6 

R R R R R R R R R 
30 29 28 27 26 25 24 23 22 
R R R R R R SPW R 

Bit 0 FEI - LPB Output FIFO Empty Interrupt Status 
o = No interrupt 
1 = LPB output FIFO empty 

Writing a 1 to this bit clears the interrupt. 

Bit 1 ELI - End of Line Interrupt Status 
o = No interrupt 
1 = HSYNC input on pin B5 

Writing a 1 to this bit clears the interrupt. 

Bit 2 EFI - End of Frame Interrupt Status 
o = No interrupt 
1 = VSYNC input on pin A5 

Writing a 1 to this bit clears the interrupt. 

R 

Bit 3 SPS - Serial Port Start Detect Interrupt Status 
o - No interrupt 
1 = Serial port start condition detected 

5 

R 
21 
R 

4 3 2 1 0 

R SPS EFI ELI FEI 

20 19 18 17 16 
R SPM EFM ELM FEM 

A serial port start condition occurs when SPD is driven low by another device while 
SPCLK is not being driven low. Writing a 1 to this bit clears the interrupt. 

LPB REGISTER DESCRIPTIONS 24-5 



ViRGE/VX Integrated 3D Accelerator 

S3 Incorporated 

Bits 15-4 Reserved 

Bit 16 FEM - LPB Output FIFO Empty Interrupt Enable Mask 
o = LPB output FIFO empty interrupt disabled 
1 = LPB output FIFO empty interrupt enabled 

Bit 17 ELM - End of Line Interrupt Enable Mask 
o = End of Line interrupt disabled 
1 = End of Line interrupt enabled 

Bit 18 EFM - End of Frame Interrupt Enable Mask 
o = End offrame interrupt disabled 
1 = End offrame interrupt enabled 

Bit 19 SPM - Serial Port Start Detect Interrupt Mask 
o = Serial port start detect interrupt disabled 
1 = Serial port start detect interrupt enabled 

Bits 23-20 Reserved 

Bit 24 SPW - Serial Port Wait 
o = Release SPCLK to float high 
1 = Drive SPCLK low upon receipt of a serial port start condition 

Setting this bit to 1 enables serial port wait states until the CPU is ready to process 
the data. 

Bit 31-25 Reserved 

LPB Frame Buffer Address 0 Register (MMFFOC) 

Read/Write Address: FFOCH 
Power-on Default: OOOOOOOOH 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 
LPB BUFFER ADDRESS 0 

0 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

R I R I R I R I R I R I R I R I R I R I LPB BUFFER ADDRESS 0 

Bits 21-0 LPB Frame Buffer Address 0 

Value = starting address 0 (offset in bytes from the start of the frame buffer) for writ­
ing LPB data to the frame buffer 

This value will normally be the same as the secondary stream frame buffer address o. 
The value must start on an 8-byte boundary. 

Bits 31-22 Reserved 
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LPB Frame Buffer Address 1 Register (MMFF10) 

ReadNVrite Address: FF10H 
Power-on Default: Undefined 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
LPB BUFFER ADDRESS 1 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
R IRIRIRIRIRIRIRIRIRI LPB BUFFER ADDRESS 1 

Bits 21-0 LPB Frame Buffer Address 1 

Value = starting address 1 (offset in bytes from the start of the frame buffer) for writ­
ing LPB data to the frame buffer 

This value will normally be the same as the secondary stream frame buffer address 1. 
Both address 0 and address 1 are defined when double buffering is used. The value 
must start on an 8-byte boundary. 

Bits 31-22 Reserved 

LPB Direct Read/Write Address Register (MMFF14) 

ReadNVrite Address: FF14H 
Power-on Default: Undefined 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 l 0 
LPB DIRECT READ/WRITE ADDRESS 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
R I R I R I R I R I R I RI RI n I LPB READ/WRITE ADDRESS 

Bits 20-0 LPB Direct ReadNVrite Address 

Value = address of Scenic/MX2 register to read/write 

Bits 23-21 TT - Transaction Type (Scenic/MX2) 
000 = Register write 
001 = Register read 
110 = Compressed video data write from the output FIFO. This value is automatically 

generated by hardware when data is written to the output FIFO. 

Bits 31-24 Reserved 
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LPB Direct Read/Write Data Register (MMFF18) 

ReadNVrite Address: FF18H 
Power-on Default: Undefined 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
LPB DIRECT READ/WRITE DATA 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
LPB DIRECT READ/WRITE DATA 

Bits 31-0 LPB Direct ReadNVrite Data 

A write to this register triggers a read/write sequence based on the address informa­
tion in MMFF14_23-0. 

LPB General Purpose Input/Output Port Register (MMFF1C) 

ReadNVrite - see bit definitions 
Power-on Default: Undefined 

Address: FF1CH 

This register is available only for PCI bus configurations. 

15 14 13 12 11 10 9 8 7 161 5 I 
R R R R R R R R LPB GIP 

31 30 29 28 27 26 25 24 23 I 22 I 21 I 
R R R R R R R R R I R I R I 

Bits 3-0 LPB General Purpose Output Data Port 

4 3 I 2 I 1 I 0 
LPB GOP 

20 19 I 18 I 17 I 16 

R R I R I R I R 

These bits are driven onto the LPB LD[3:0] lines whenever a write is performed to 
CR5C. STWR is asserted (low) at this time for use as an enable strobe for latching the 
data into an external buffer. 

Bits 7-4 LPB General Purpose Input Data Port (Read only) 

Whenever a write is performed to CR5C, STWR is asserted (low). This strobe can be 
used to enable a register to drive data onto any or all of the LD[7:4] lines. This data is 
then latched into these bits. 

Bits 31-8 Reserved 
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Serial Port Register (MMFF20) 

See Bit Definitions Address: FF20H 
Power-on Default: OOOOOOOOH 

This register can also be accessed at I/O ports E2H or E8H. See the Serial Communications Port de­
scription in Section 12. 

15 

R 

31 

R 

14 13 12 11 10 9 

R R B4M B3M B2M B1M 

30 29 28 27 26 

R R R R R 

Bit 0 SCW - Serial Clock Write 
0= Pin C6 is driven low 
1 = Pin C6 is tri-stated 

25 
R 

8 

BOM 

24 

R 

7 6 5 4 3 2 1 0 

R R R SPE SDR SeR SDW sew 

23 22 21 20 19 18 17 16 

R R R R R R R R 

Pin C6 carries the DDC/12C clock, depending on the operational mode. When pin C6 is 
tri-stated, other devices may drive this line. The actual state ofthe pin is read via bit 2 
of this register. 

Bit 1 SDW - Serial Data Write 
o = Pin B4 is driven low 
1 = Pin B4 is tri-stated 

Pin B4 carries the DDC/12C data, depending on the operational mode. When pin B4 is 
tri-stated, other devices may drive this line. The actual state of the pin is read via bit 3 
of this register. 

Bit 2 SCR - Serial Clock Read (Read Only) 
o = Pin C6 is low 
1 = Pin C6 is tri-stated (no device is driving this line) 

Bit 3 SDR - Serial Data Read (Read Only) 
o = Pin B4 is low 
1 = Pin B4 is tri-stated (no device is driving this line) 

Bit 4 SPE - Serial Port Enable 
0= Use of bits 1-0 of this register disabled 
1 = Use of bits 1-0 of this register enabled 

Bits 5-7 Reserved 

Bit 8 BOM - Bit 0 Mirror (Read Only) 
0= Pin C6 is driven low 
1 = Pin C6 is tri-stated 

Bit 9 B 1 M - Bit 1 Mirror (Read Only) 
o = Pin B4 is driven low 
1 = Pin B4 is tri-stated 
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Bit 10 B2M - Bit 2 Mirror (Read Only) 
o = Pin C6 is low 
1 = Pin C6 is tri-stated (no device is driving this line) 

Bit 11 B3M -Bit 3 Mirror (Read Only) 
o = Pin B4 is low 
1 = Pin B4 is tri-stated (no device is driving this line) 

Bit 12 B4M - Bit 4 Mirror (Read Only) 
o = Use of bits 1-0 of this register disabled 
1 = Use of bits 1-0 of this register enabled 

Bits 31-13 Reserved 

LPB Video Input Window Size Register (MMFF24) 

ReadIWrite Address: FF24H 
Power-on Default: Undefined 

This register applies only to Video 8 In or Video 16 mode 

15 14 13 12 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 
R R R R VIDEO INPUT LINE WIDTH 

31 30 29 28 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 
R R R R R I R I R I VIDEO INPUT WINDOW HEIGHT 

Bits 11-0 Video Input Line Width 

Value = [# pixels x 2]- 2 for Video 8 mode 
Value = # pixels -2 for Video 16 mode 

0 

16 

This is the width of the displayed line after the offset specified in MMFF28_11-0. Be­
fore the 2 is subtracted, the number of pixels must be a multiple of 8. For example, in 
Video 16 mode, ifthe line width is 637 pixels, this must be rounded up to 640. The 
programmed value is then 640 - 2 = 638. 

Bits 15-12 Reserved 

Bits 24-16 Video Input Window Height 

Value = [height in lines of each video input frame] - 1 

This is the number of displayed lines - 1 after the offset specified in MMFF28_24_16. 

Bits 31-25 Reserved 
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LPB Video Data Offsets Register (MMFF28) 

Read/Write Address: FF28H 
Power-on Default: Undefined 

This register applies only to Video 8 In or Video 16 mode 

15 14 13 12 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 

R R R R HORIZONTAL VIDEO DATA OFFSET 

31 30 29 28 27 1 26 1 25 1 24 1 23 1 22 1 21 1 20 1 19 1 18 1 17 1 16 

R R R R R 1 R 1 R 1 VERTICAL VIDEO DATA OFFSET 

Bits 11-0 Horizontal Video Data Offset 

Value = [number of LCLKs between HSYNC and the start of valid pixel datal - 2 

Bits 15-12 Reserved 

Bits 24-16 Vertical Video Data Offset 

Value = number of HSYNCs between VSYNC and the first valid data line 

Bits 31-25 Reserved 

LPB Horizontal Decimation Control Register (MMFF2C) 

Read/Write Address: FF2CH 
Power-on Default: Undefined 

15 1 14 1 13 1 12 1 11 1 10 I. 9 1 8 1 7 1 6 1 5 1 4 1 3 1 2 1 1 1 0 

VIDEO DATA LUMA MASK 

31 I 30 I 29 I 28 1 27 1 26 1 25 1 24 1 23 1 22 1 21 J 20 I 19 I 18 I 17 1 16 

VIDEO DATA LUMA MASK 

Bits 31-0 Video Data Luma Mask 

Horizontal decimation is used only for YUV 4:2:2 data. Each 64 bytes of video data in­
put is compared with this mask, with each bit corresponding to a YU or YV pair. If a 
bit in this mask is 1, the corresponding Y (Iuma) is discarded. If a bit is a 0, the corre­
sponding luma is passed to the video memory. Kept lumas are paired sequentially 
and are assigned UVs (chromas) from the first luma ofthe pair. Normally, decimation 
starts with bit 0 after an HSYNC. If a horizontal video data offset is specified in 
MMFF28_11-0 (video 8 or 16 modes only), decimation aligns with the start of data af­
ter the offset. 
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LPB Vertical Decimation Control Register (MMFF30) 

Read/Write Address: FF30H 
Power-on Default: OOOOOOOOH 

15 J 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
VIDEO DATA LINE MASK 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

VIDEO DATA LINE MASK 

Bits 31-0 Video Data Line Mask 

Each 32 lines of video data input is compared with this mask. If a bit in the mask is 0, 
the corresponding line is discarded. If a bit is a 1, the corresponding line is passed to 
the video memory. If a vertical video data offset is specified in MMFF28_24-16 (video 
8 or 16 modes only)' decimation does not align with the starting line after the offset 
and instead starts from VSYNC. 

LPB Line Stride (MMFF34) 

Read/Write Address: FF34H 
Power-on Default: OOOOOOOOH 

15 14 13 12 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 

R R R R LINE STRIDE 

31 30 29 28 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 
R R R R R I I R I R I R I RI R J R I R I R I R I R 

Bits'1-0 Line Stride 

Value = byte offset of vertically adjacent pixels 

This offset is added to the line starting address each HSYNC to get the new line start­
ing address. Each line must begin on an 8-byte boundary. 

Bits 31-12 Reserved 
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LPB Output FIFO Register (MMFF40) 

ReadIWrite Address: FF40H, FF44H ... ,FF5CH 
Power-on Default: OOOOOOOOH 

Writes to any of the addresses in this 8 doubleword address range will be transferred to the LPB input 
FIFO. This allows efficient use of the MOVSD assembly language instruction. Accesses must be to 
doubleword addresses. 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 

OUTPUT FIFO DATA 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 I 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

OUTPUT FIFO DATA 

Bits 31-0 Output FIFO Data 

Note: Software must never transfer more compressed data than there is room for in 
the output FIFO. This information is read from MMFF04_3-0. 
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Section 25: pel Register Descriptions 

The PCI specification defines a configuration register space. These registers allow device relocation, 
device independent system address map construction and automatic configurations. ViRGENX pro­
vides a subset of these registers, which are described below. 

The configuration register space occupies 256 bytes. When a configuration read or write command is 
issued, the AD[7:0] lines contain the address of the register in this space to be accessed. ViRGENX 
supports or returns 0 for the first 64 bytes of this space. 

In the following register descriptions, 'R' stands for reserved (write = 0, read = undefined). 

Vendor 10 

Read Only Address: OOH 
Power-On Default: 5333H 

This read-only register identifies the device manufacturer. 

115 I 14 I 13 12 11 10 5 4 3 2 1 o 
Vendor 10 

Bits 15-0 Vendor 10 
This is hardwired to 5333H to identify S3 Incorporated. 
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Device ID 

Read Only Address: 02H 
Power-On Default: 883DH 

115 I 14 I 13 12 11 10 9 

Bits 15-0 Device 10 

Hardwired to 883DH. 

Command 

Read/Write Address: 04H 
Power-On Default: OOOOH (PCI); 0003H (VL) 

8 7 6 5 4 3 2 

Device 10 

This register controls which types of PCI cycles ViRGENX can generate and respond to. 

15 

R 

14 13 12 11 10 9 8 7 6 

R R R R R R R R R 

Bit 0 I/O - Enable Response to I/O Accesses 
o = Response to I/O space accesses is disabled 
1 = Response to 1/0 space accesses enabled 

Bit 1 MA - Enable Response to Memory Accesses 

5 

DAC 
SNP 

o = Response to memory space accesses is disabled 
1 = Response to memory space accesses enabled 

Bit 2 BME - Bus Master Operation Enable 
o = Bus master operation disabled 
1 = Bus master operation enabled 

Bits 4-3 Reserved 

Bit 5 DAC SNP - RAMDACRegister Access Snooping 

4 3 2 

r R BME 

o = ViRGENX claims and responds to all RAMDAC register access cycles 

1 

MA 

1 = ViRGENX performs RAMDAC register writes but does not claim the PCI cycle. 
RAMDAC register read accesses are performed by ViRGENX. 

Bits 15--6 Reserved 
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Status 

Read/Write Address: 06H 
Power-On Default: 0200H 

Bits 8-0 Reserved 

Bits 10-9 DEVSEL - Device Select Timing 
01 = Medium DEVSEL timing. (hardwired) 

Bit 11 Reserved 

Bit 12 RTA - Received Target Abort 
0= No effect 
1 = Bus master transaction terminated with target-abort 

Bit 13 RMA - Received Master Abort 
0= No effect 
1 = Bus master transaction terminated with master-abort 

Bits 15-14 Reserved 

Class Code 

Read Only Address: 08H 
Power-On Default: 30000xxH 

This register is hardwired to 30000xxH to specify that ViRGENX is a VGA-compatible display controller. 
The xx will vary by chip revision. 

15 I 14 I 13 I 12 I 11 I 10 I 9 I 8 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 
PROGRAMMING INTERFACE REVISION ID 

31 I 30 I 29 I 28 I 27 I 26 I 25 I 24 23 I 22 I 21 I 20 I 19 I 18 I 17 I 16 

BASE CLASS CODE SUB-CLASS 
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Latency Timer 

Read/Write Address: ODH 
Power-On Default: OOH 

7 654 3 2 o 
BM LATENCY TIMER o o o 

Bits 2-0 Reserved = 0 

These are the 3 Isb's of the latency timer value, providing 8 clocks granularity. 

Bits 7-3 BM LATENCY TIMER - Bus Master Latency Timer 

Value = number of PCI clocks ViRGENX can keep its bus master grant without having 
it removed 

These are the 5 msb's of this value. The three Isb's are OOOb. This value is normally 
programmed by the system BIOS based in part on the requested value in bits 15-8 of 
3EH. 

Base Address 0 

Read/Write Address: 12H (high) 10H (low) 
Power-On Default: 7000 OOOOH (PCI), 0000 OOOOH (VL) 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 I 1 0 

R R R R R R R R R R R R PREF MSI 
=0 TYPE =00 =0 

31 30 29 28 27 26 25 24 23 22 21 20 19 18 I 17 16 

BASE ADDRESS 0 R R R R R R R R I R R 

Bit 0 MSI - Memory Space Indicator 
o = Base registers map into memory space (hardwired) 

Bits 2-1 TYPE - Type of Address Relocation 
00 = Locate anywhere in 32-bit address space (hardwired) 

Bit 3 PREF - Prefetchable 
o = Does not meet the prefetchable requirements (hardwired) 

Bits 25-4 Reserved 
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Bits 31-26 BASE ADDRESS 0 

Value = upper 6 bits of the base address for accessing ViRGENX registers and mem­
ory via memory-mapped I/O 

This field provides for address relocation. These bits map to system address bits 31-
26. All other address bits (25-4) return 0 on read to specify that the ViRGENX requires 
a 64 MByte address space. This field is normally programmed by the system BIOS at 
reset and should not be changed by graphics software. Note that writes to CR59_7-2 
will also update this field, so is the linear addressing base address is being changed, 
the programmer must do a read-modify-write to ensure that this field is not changed. 

BIOS ROM Base Address 

Read/Write Address: 32H (high) 30H (low) 
Power-On Default: OOOC OOOOH 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 

R R R R R R R R R R R R R R R 

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 

BIOS ROM BASE ADDRESS 

Bit 0 ADE - Address Decode Enable 
o = Accesses to the BIOS ROM address space defined in this register are disabled 
1 = Accesses to the BIOS ROM address space defined in this register are enabled 

Bits 15-1 Reserved 

Bits 31-16 BIOS ROM BASE ADDRESS 
These are the upper 16 bits ofthe BIOS ROM address. 

Interrupt Line 

Read/Write Address: 3CH 
Power-On Default: OOH 

0 

ADE 

16 

This register contains interrupt line routing information written by the POST program during power-on 
initialization. 

7 6 543 2 o 
INTERRUPT LINE 

Bits 7-0 INTERRUPT LINE 
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Interrupt Pin 

Read Only Address: 3DH 
Power-On Default: 01H 

This register is hardwired to a value of 1 to specify that INTA is the interrupt pin used. 

7 6 5 4 3 2 1 o 
INTERRUPT PIN 

Bits 7-0 INTERRUPT PIN 

Latency/Grant 

Read Only Address: 3EH 
Power-On Default: FF04H 

Bits 7-0 MINIMUM GRANT 

Value = Length of burst period required in units of 250 ns (33 MHz clock) 

Bits 15-8 MAXIMUM LATENCY 

Value = Maximum latency of PCI access in units of 250 ns (33 MHz clock) 
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Appendix A: Listing of Raster Operations 

ViRGENX supports all 256 triadic raster opera­
tions (ROPs) for BitBL Ts as defined by Microsoft 
for Windows. The coding for these is found on 
the following pages. 

The HEX value in the first column is the ROP 
code. This value must be programmed into bits 
7-0 of D2E8H atthe time that a ROPBL T command 
is executed. 

The effect of the ROP is shown in reverse Polish 
notation in the second column. This is interpreted 
as follows: 

S = Source bitmap 

P = Pattern 

D = Destination bitmap 

The source bitmap can be either the CPU or the 
current screen, as specified by bit 7 of the Com­
mand Set register. A CPU source can be either 
monochrome or color, as specified by bit 6 of the 
Command Set register. A screen source is always 
color. 

The pattern may be either monochrome or color, 
as specified by bit 8 of the Command Set register. 

The destination bitmap is always the screen. It IS 
always color (as opposed to monochrome). 

The boolean operators used as as follows: 

o = bitwise OR 

x = bitwise EXCLUSIVE OR 

a = bitwise AND 

n = bitwise NOT (inverse) 

For example, ROP 16H is PSDPSanaxx. The pat­
tern is first ANDed with the source 
[PSD(PaS)naxx]. The result is inverted and then 
ANDed with the destination [PS((Da(notPaS))xx. 
This result is EXCLUSIVE ORed with the source. 
Finally, the result ofthis is EXCLUSIVE ORed with 
the pattern. 

Programming using ROPBL Ts is explained in En­
hanced Programming section. 
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HEX In Reverse Polish HEX In Reverse Polish 

00 0 2C SPDSoax 

01 DPSoon 2D PSDnox 

02 DPSona 2E PSDPxox 

03 PSon 2F PSDnoan 

04 SDPona 30 PSna 

05 DPon 31 SDPnaon 

06 PDSxnon 32 SDPSoox 

07 PDSaon 33 Sn 

08 SDPnaa 34 SPDSaox 

09 PDSxon 35 SPDSxnox 

OA DPna 36 SDPox 

06 PSDnaon 37 SDPoan 

OC SPna 38 PSDPoax 

i OD PDSnaon 39 SPDnox 

OE PDSonon 3A SPDSxox 

OF Pn 36 SPDnoan 

10 PDSona 3C PSx 

11 DSon 3D SPDSonox 

12 SDPxnon 3E SPDSnaox 

13 SDPaon 3F PSan 

14 DPSxnon 40 PSDnaa 

15 DPSaon 41 DPSxon 

16 PSDPSanaxx 42 SDxPDxa 

17 SSPxDSxaxn 43 SPDSanaxn 

18 SPxPDxa 44 SDna 

19 SDPSanaxn ' 45 DPSnaon 

1A PDSPaox 46 DSPDaox 

16 SDPSxaxn 47 PSDPxaxn 

1C PSDPaox 48 SDPxa 

110 DSPDxaxn 49 PDSPDaoxxn 

1E PDSox 4A DPSDoax 

1F PDSoan 46 PDSnox 

20 DPSnaa 4C SDPana 

21 SDPxon 4D SSPxDSxoxn 

22 DSna 4E PDSPxox 

23 SPDnaon 4F PDSnoan 

24 SPxDSxa 50 PDna 

25 PDSPanaxn 51 DSPnaon 

26 SDPSaox i 52 DPSDaox 

27 SDPSxnox 53 SPDSxaxn 

28 DPSxa 54 DPSonon 

29 PSDPSaoxxn 55 Dn 

2A DPSana 56 DPSox 

SSPxPDxaxn 57 DPSoan 
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HEX In Reverse Polish HEX In Reverse Polish 
58 PDSPoax 84 SDPxna 
59 DPSnox 85 PDSPnoaxn 
5A DPx 86 DSPDSoaxx 
58 DPSDonox 87 PDSaxn 
5C DPSDxox 88 DSa 
5D DPSnoan 89 SDPSnaoxn 

i 5E DPSDnaox 8A DSPnoa 
5F DPan 88 DSPDxoxn 

i 60 PDSxa 8C SDPnoa 
61 DSPDSaoxxn 8D SDPSxoxn 
62 DSPDoax 8E SSDxPDxax 
63 SDPnox 8F PDSanan 

64 SDPSoax 90 PDSxna 

65 / DSPnox 91 SDPSnoaxn 
66 DSx 92 DPSDPoaxx 
67 SDPSonox 93 SPDaxn 
68 DSPDSonoxxn 94 PSDPSoaxx 
69 PDSxxn 95 DPSaxn 

6A DPSax 96 DPSxx 
68 PSDPSoaxxn 97 PSDPSonoxx 
6C SDPax 98 SDPSonoxn 
6b PDSPDoaxxn 99 DSxn 

6E SDPSnoax i 9A DPSnax 
6F PDSxnan 98 SDPSoaxn 
70 PDSana i 9C SPDnax 
71 SSDxPDxaxn 9D DSPDoaxn 
72 SDPSxox 9E DSPDSaoxx 
73 SDPnoan 9F PDSxan 
74 DSPDxox AO DPa 
75 DSPnoan A1 PDSPnaoxn 
76 SDPSnaox A2 DPSnoa 
77 DSan A3 DPSDxoxn 
78 PDSax A4 PDSPonoxn 
79 DSPDSoaxxn A5 PDxn 
7A DPSDnoax A6 DSPnax 
78 SDPxnan A7 PDSPoaxn 
7C SPDSnoax i A8 DPSoa 
7D DPSxnan A9 DPSoxn 
7E SPxDSxo AA D 
7F DPSaan A8 DPSono 
80 DPSaa AC SPDSxax 
81 SPxDSxon AD DPSDaoxn 
82 DPSxna AE DSPnao 
83 SPDSnoaxn AF DPno 

N , •• ' ••••• h'.h.=~~'·.'.h'.'" 
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HEX In Reverse Polish HEX In Reverse Polish 

BO PDSnoa DC SPDnao 

B1 PDSPxoxn DO SDno 

B2 SSPxDSxox DE SDPxo 

B3 SDPanan OF SDPano 

B4 PSDnax EO PDSoa 

B5 DPSDoaxn E1 PDSoxn 

B6 DPSDPaoxx E2 DSPDxax 

B7 SDPxan E3 PSDPaoxn 

B8 PSDPxax E4 SDPSxax 

B9 DSPDaoxn E5 PDSPaoxn 

BA - DPSnao E6 SDPSanax 

BB DSno E7 SPxPDxan 

BC SPDSanax E8 SSPxDSxax 

BD SDxPDxan E9 DSPDSanaxxn 

BE DPSxo EA DPSao 

BF DPSano EB DPSxno 

CO PSa EC SDPao 

C1 SPDSnaoxn ED SDPxno 

C2 SPDSonoxn EE DSo 

C3 PSxn EF SDPnoo 

C4 SPDnoa FO P 

C5 SPDSxoxn F1 PDSono 

C6 SDPnax F2 PDSnao 

C7 PSDPoaxn F3 PSno 

C8 SDPoa F4 PSDnao 

C9 SPDoxn F5 PDno 

CA DPSDxax F6 PDSxo 

CB SPDSaoxn F7 PDSano 

CC S F8 PDSao 

CD SDPono F9 PDSxno 

CE SDPnao FA DPo 

CF SPno FB DPSnoo 

DO PSDnoa FC PSo 

01 PSDPxoxn FD PSDnoo 

02 PDSnax FE DPSoo 

03 SPDSoaxn FF 1 

04 SSPxPDxax 
D5 DPSanan 
D6 PSDPSaoxx 
07 DPSxan 

D8 PDSPxax 

D9 SDPSaoxn 
DA DPSDanax 
DB SPxDSxan 
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Appendix B: Register Reference 

This Appendix contains tables listing all the registers in each of categories corresponding to Sections 
16-25 of this data book. 

• VGA 

• Extended Sequencer 

• Extended CRTC 

• S3d 

• Miscellaneous 

• Streams Processor 

• Memory Port 

• DMA 

• LPB 

• PCI Configuration Space 

Within each table, registers are listed in order of increasing addresses/indices. Name, address, register 
bit descriptions with read/write status and the page number of the detailed register description are 
provided for each register. All addresses and indices are hexadecimal values. 
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B.1 VGA REGISTERS 

? = B for monochrome, 0 for color. 

Table B-1. VGA Registers 

Add Index Register Name Description 
ress Bit(s) Bit Description Page 

General or External Re isters 

3C2 Miscellaneous Output 16-1 

0 W Color emulation. Address based at 3Dx 
1 W Enable CPU access of video memory 

3-2 W Video DCLK select. Enable DCLK PLL loading 

4 W Reserved 
5 W Select the high 64K page of memory 

6 W Make HSYNC an active low signal 

7 W Make VSYNC an active low signal 
3CC Miscellaneous Output 16-1 

0 R Color emulation. Address based at 3Dx 
1 R Enable CPU access of video memory 

3-2 R Video DCLK select. Enable DCLK PLL loading 

4 R Reserved 

5 R Select the high 64K page of memory_ 

6 R Make HSYNC an active low signal 

7 R Make VSYNC an active low signal 
3?A Feature Control 16-2 

2-0 W Reserved 
3 W VSYNC is ORed with the internal display enable signal 

7-4 W Reserved 
3CA Feature Control 16-2 

2-0 R Reserved 
3 R VSYNC is ORed with the internal display enable signal 

7-4 R Reserved 
3C2 Input Status 0 16-3 

3-0 R Reserved 
4 R The internal SENSE signal is a logical 1 

6-5 R Reserved 
7 R Vertical.retrace interrupt to the CPU is pending 
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Table B-1. VGA Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

3?A Input Status 1 16-3 

0 R The display in not in active display mode 

1 R Reserved 

2 R Reserved = 1 

3 R Vertical retrace period is active 

5-4 R Feedback of two color outiJuts for test purposes 

7-6 R Reserved 

3C3 Video Subsystem Enable 16-4 

0 RNI/ Enable VGA display 

7-1 RNI/ Reserved 

Sequencer Registers 

3C4 Sequencer Index 16-5 

4-0 RNI/ Index to the sequencer register to be accessed 

7-5 RNI/ Reserved 

3C5 Sequencer Data 16-5 

7-0 RNI/ Data to or from the sequencer register accessed 

3C5 00 Reset (SRO) 16-6 

0 RNI/ Asynchronous reset (not functional for ViRGE 

1 RNI/ Synchronous reset (not functional for ViRGE) 

7-2 RNI/ Reserved 

3C5 01 Clocking Mode (SR1) 16-6 

0 RNI/ Character clocks are 8 dots wide 

1 RNI/ Reserved 

2 RNI/ Load the video serializers every second character clock 

3 RNI/ The internal character clock is 1/2 the DCLK frequency 

4 RNI/ Load the video serializers every fourth character clock 

5 RNI/ Screen is turned off 

3C5 02 Enable Write Plane (SR2) 16-7 

3-0 RNI/ Enables a CPU write to the corresponding color plane 
, 

7-4 RNI/ Reserved 

3C5 03 Character Font Select (SR3) 16-8 

4,1-0 RNI/ Select Font B 

5,3-2 RNI/ Select Font A 

7-6 RNI/ Reserved 

3C5 04 Memory Mode Control (SR4) 16-9 

0 RNI/ Reserved 

1 RNI/ Memory access to 256K allowed (required for VGA) 

2 RNI/ Sequential addressing for CPU video memory accesses 

REGISTER REFERENCE B-3 



,I. ViRGE/VX Integrated 3D Accelerator 

S3 Incorporated 

Table B-1. VGA Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

CRT Controller Registers 

374 CRT Controller Index 16-10 
7-0 RNJ Index to the CRTC register to be accessed 

375 CRT Controller Data 16-10 

7-0 R/W Data to or from the CRTC register accessed 

375 00 Horizontal Total (CRO) 16-11 

7-0 R/W Number of characters in a line -5 

375 01 Horizontal Display End (CR1) 16-11 

7-0 R/W One less than the total number of displayed characters 

375 02 Start Horizontal Blank (CR2) 16-12 

7-0 R/W Character count where horizontal blanking starts 

375 03 End Horizontal Blank (CR3) 16-12 

4-0 R/W End position of horizontal blankinq 

6-5 R/W DispJ~y_ enable skew in character clocks 

7 R/W Reserved 

375 04 Start Horizontal Sync Position (CR4) 16-13 

7-0 R/W Character count where HSYNC goes active 

375 05 End Horizontal Sync Position (CR5) 16-13 

4-0 R/W Position where HSYNC goes inactive 

6-5 R/W Horizontal retrace end delay in character clocks 

7 R/W End horizontal blanking bit 5 

375 OS Vertical Total (CRS) 1S-14 

7-0 R/W Number of lines - 2 

375 07 CRTC Overflow (CR7) 16-14 

a R/W Vertical total bit 8 

1 R/W Vertical disfJlay end bit 8 

2 R/W Vertical retrace start bit 8 

3 R/W Start vertical blank bit 8 

4 R/W Line compare bit 8 

5 R/W Vertical total bit 9 

6 R/W Vertical display end bit 9 

7 R/W Vertical retrace start bit 9 

375 08 Preset Row Scan (CR8) 1S-15 
4-0 R/W Line where first character row begins 

6-5 R/W Number of bytes to pan horizontally 

7 RNJ Reserved 

8-4 REGISTER REFERENCE 



fl· ViRGE/VX Integrated 3D Accelerator 

S3 Incorporated 

Table B-1. VGA Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

375 09 Maximum Scan Line (CR9) 16-15 
4-0 R/W Character height in scan lines -1 

5 R/W Start vertical blank bit 9 

6 R/W Line compare bit 9 

7 R/W Double scanning (repeat each line) enabled 

375 OA Cursor Start Scan Line (CRA) 16-16 

4-0 R/W Cursor starting line within the character cell 

5 R/W Tums off the cursor 

7-6 R/W Reserved 

375 OB Cursor End Scan Line (CRB 16-16 

4-0 R/W Cursor ending line within the character cell 

6-5 R/W Cursor skew to right in characters 

7 R/W Reserved 

375 OC Start Address High (CRC) 16-17 

7-0 R/W Bits 1 5-8 of the display start address 

375 00 Start Address Low (CRD) 16-17 

7-0 R/W Bits 7-0 of the display start address 

375 OE Cursor Location Address High (& Hardware Cursor 16-17 
Foreground Color in Enhanced Mode) (CRE) 

7-0 R/W Bits 15-8 of the cursor location start address 

375 OF Cursor Location Address Low (& Hardware Cursor 16-17 
Back_ground Color in Enhanced Mode) (CRF) 

7-0 R/W Bits 7-0 of the cursor location start address 

375 10 Vertical Retrace Start (CR10 16-18 
7-0 R/W Vertical retrace start in scan lines 

375 11 Vertical Retrace End (CR11) 16-18 

3-0 R/W Vertical retrace end in scan lines 

4 R/W Clear the vertical retrace interrupt flip-flop 

5 R/W Disable vertical interruflts 

6 R/W Five RAM refresh cycles per horizontal line 

7 R/W Lock writes to CRO-CR7 

375 12 Vertical Display End (CR12) 16-19 
7-0 R/W Number of scan lines of active video 

375 13 Offset (CR13) 16-20 

7-0 R/W Memory start address jump from one scan line to the next 
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Table B-1. VGA Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

375 14 Underline Location (CR14) 16-20 
4-0 RJIN Horizontal scan line where underline occurs 

5 RJIN Memory address counter increment is 4 character clocks 

6 RJIN Memory accessed as doublewords 

7 RJIN Reserved 

375 15 Start Vertical Blank (CR15) 16-21 

7-0 RJIN Horizontal scan line where vertical blanking starts 

375 16 End Vertical Blank (CR16 16-21 

7-0 RJIN Horizontal scan line where vertical blanking ends 

375 17 CRTC Mode Control (CR17) 16-22 

0 RJIN Enable bank 2 mode for CGA emulation 

1 RJIN Enable bank 4 mode for CGA emulation 

2 RJIN Use horizontal retrace clock divided by 2 

3 RJIN Enable count by 2 mode 

4 RJIN Reserved 

5 RJIN Enable CGA mode address wrap 

6 RJIN Use byte address mode 

7 RJIN Horizontal and vertical retrace signals enabled 

375 18 Line Compare (CR18) 16-23 

7-0 RJIN Line at which memory address counter cleared to 0 

375 22 CPU Latch Data (CR22) 16-24 

7-0 R Value in the CPU latch in the graphics controller 

375 24,26 Attribute Controller Flag/Index 16-24 

5-0 R Value of the attribute controller index data at 3COH 

6 R Reserved 

7 R State of inverted internal address flip-flop 

Graphics Controller Registers 

3CE Graphics Controller Index 16-25 

3-0 RJIN Index to the graphics controller register to be accessed 

7-4 RJIN Reserved 

3CF Graphics Controller Data 16-25 
7-0 RJIN Data to or from the graphics controller register accessed 

3CF 00 Set/Reset (GRO) 16-26 

3-0 RJIN Color value for CPU memory writes 

7-4 RJIN Reserved 

3CF 01 Enable Set/Reset (GR1) 16-26 

3-0 RJIN Enable planes for writingGRO data 

7-4 RJIN Reserved 
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Table B-1. VGA Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

3CF 02 Color Compare (GR2) 16-27 
3-0 RNI/ Reference color for color compare operations 

7-4 RNI/ Reserved 

3CF 03 Raster Operation/Rotate Counter (GR3) 16-27 

2-0 RNI/ Number of right rotateJ)ositions for a CPU memory write 

4-3 RNI/ Select raster operation (logical function) 

7-5 RNI/ Reserved 

3CF 04 Read Plane Select (GR4) 16-28 

1-0 RNI/ Select planes for reading 

7-2 RNI/ Reserved 

3CF 05 Graphics Controller Mode (GR5) 16-29 

1-0 RNI/ Select write mode 

2 RNI/ Reserved 

3 RNI/ Enable read compare operation 

4 RNI/ Select odd/even addressing 

5 RNI/ Select odd/even shift mode 

6 RNI/ Select 256 color shift mode 

7 RNI/ Reserved 

3CF 06 Memory_ Map_ Mode Control (GR6) 16-30 

0 RNI/ Selectflraphics mode memory addressing 

1 RNI/ Chain odd/even planes 

3-2 RNI/ Select memory mapping 

7-4 RNI/ Reserved 

3CF 07 Color Don't Care (GR7) 16-31 

3-0 RNI/ Select color plane used for color comparison 

7-4 RNI/ Reserved 

3CF 08 Bit Mask (GR8) 16-31 

7-0 RNI/ Each bit is a mask for the corresponding memory plane bit 

Attribute Registers 

3CO Attribute Controller Index 16-32 

4-0 RNI/ Index to the attribute controller register to be accessed 

5 RNI/ Enable video display 

7-6 RNI/ Reserved 

3ClIO Attribute Controller Data 16-33 

7-0 RNI/ Data to or from the attribute controller register accessed 

3C1/0 OO-OF Palette Register (ARO-ARF) 16-33 
5-0 RNI/ Color value 

7-6 RNI/ Reserved 
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Table B-1. VGA Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

3C1/0 10 Attribute Mode Control (AR10 16-34 

0 R/W Select graphics mode 

1 R/W Select monochrome display 

2 R/W Enable line graphics characters 

3 R/W Enable blinking 

4 R/W Reserved 

5 R/W Enable top panning 

6 R/W Select 256 color mode 

7 R/W Bits 5-4 of video output come from AR 14 1-0 

3C1/0 11 Border Color (AR11) 16-35 

7-0 R/W Border color value 

3C1/0 12 Color Plane Enable (AR12) 16-35 

3-0 R/W Display plane enable 

5-4 R/W Select inputs to bits 5-4 of 3?AH 

7-6 R/W Reserved 

3C1/0 13 Horizontal Pixel Panning (AR13) 16-36 

3-0 R/W Number of pixels to shift the display to the left 

7-4 R/W Reserved 

3C1/0 14 Pixel Padding (AR14) 16-37 

1-0 R/W Bits 5-4 of the video output if AR 10 7 = 1 

3-2 R/W Bits 7-6 of the video output 

7-4 R/W Reserved 

RAMDAC Registers 

3C6 DACMask 16-38 

7-0 R/W Pixel read mask 

3C7 DAC Read Index 16-38 

7-0 W Index to palette reQister to be read 

3C7 DACStatus 16-39 
1-0 R Shows whether previous DAC cycle was a read or write 

7-2 R Reserved 

3C8 - DAC Write Index 16-40 

7-0 R/W Index to palette register to be written or General Input Port 
read data 

3C9 DAC Data 16-41 

7-0 R/W Data from register pointed to by DAC Read or Write Index 
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8.2 EXTENDED SEQUENCER REGISTERS 

Table B-2. Extended Sequencer Registers 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

3C5 08 Unlock Extended Sequencer (SR8) 17-1 

7-0 R/W Load xxxx011 Ob to unlock SR9-SR1 C 

3C5 09 R/W Extended Sequencer 9 (SR9) 17-1 

6-0 R/W Reserved 

7 R/W Memory-mapped I/O only (no PIO) 

3C5 OA Extended Sequencer A (SRA) 17-2 

4-0 R/W Reserved 

5 R/W PD[63:0] not tri-stated 

6 R/W Reserved 

7 R/W 2 MCLK memory writes 

3C5 OB Extended Seguencer B (SRB) 17-3 

0 R/W Use VCLKI for internal dot clock functions (test only) 

1 R/W Pixel data from VAFC latched by VCLKI 

3-2 R/W Reserved 

7-4 R/W Specify color mode for feature connector input 

3C5 00 Extended Sequencer D (SRD) 17-4 

0 R/W Enable feature connector operation 

3-1 R/W Reserved 

5-4 R/W HSYNC control for Green PC requirements 

7-6 R/W VSYNC control for Green PC requirements 

3C5 10 MCLK Value Low (SR10) 17-5 

4-0 R/W MCLK N-divider value 

6-5 R/W MCLK R value 

7 R/W Reserved 

3C5 11 MCLK Value High (SR11) 17-5 

6-0 R/W MCLK M-divider value 

7 R/W Reserved 

3C5 12 DCLK Value Low (SR12) 17-6 

4-0 R/W DCLK N-divider value 

6-5 R/W DCLK R value 

7 R/W Reserved 

3C5 13 DCLK Value High (SR13) 17-6 

6-0 R/W DCLK M-divider value 

7 R/W Reserved 
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Table B-2. Extended Sequencer Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

3C5 14 CLKSVN Control 1 (SR14) 17-7 

0 R/W DCLK PLL powered down (test only) 

1 R/W MCLK PLL powered down (test only) 

2 R/W Enable internal clock synthesizer counter 

3 R/W Select MCLK or DCLK for testinQ 

4 R/W Clear clock synthesizer counter 

5 R/W Pin A 16 tri-stated 

6 R/W MCLK is input on pin A 16 (test only) 

7 R/W DCLK is input on pin C21 (test only) 

3C5 15 CLKSVN Control 2 (SR15) 17-8 

0 R/W Load new MCLK frequency 

1 R/W Load new DCLK frequency 

2 R/W MCLK output on pin D17 (test only) 

3 R/W VCLK direction determined by EVCLK 

4 R/W Divide DCLK by 2 

5 R/W Load MCLK and DCLK PLL values immediately 

6 R/W Invert DCLK 

7 R/W Enable 2 MCLK memory writes 

3C5 16 CLKSVN Test High (SR16) 17-9 

7-0 R/W High byte of clock synthesis test results 

3C5 17 CLKSVN Test Low (SR17) 17-10 

7-0 R/W Low byte of clock synthesis test results 

3C5 18 RAMDAC/CLKSVN Control (SR18) 17-10 

0 R/W RAMDAC test counter enabled (test only) 

1 R/W Reset RAMDAC test counter 

2 R/W Place red data on internal data bus (test only) 

3 R/W Place green data on internal data bus (test only) 

4 R/W Place blue data on internal data bus (test only) 

5 R/W Power-down RAMDAC 

6 R/W Select 1 cycle LUT write 

7 R/W Reserved 

3C5 19 RAM Test (SR19) 17-11 

0 R/W RAM test enable (test only) 

1 R RAM test done 

7-2 R/W Reserved 
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Table B-2. Extended Sequencer Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

3C5 1A Extended Sequencer 1A (SR1A) 17-12 

3-0 RNV PLL VCO adjustment 
4 RNV Reserved 
5 RNV Add BLANK pedestal to RAMDAC output 

7-6 RNV Reserved 
3C5 1C Extended S~quencer 1C (SR1C) 17-13 

1-0 RNV Select functions for pins A 16, A 17 and B8 
1 RNV Reserved 

3C5 22 DCLKO Value Low (SR22) 17-13 

5-0 RNV DCLKO N-divider value 
7-6 RNV DCLKO R value 

3C5 23 DCLKO Value High (SR23) 17-14 

7-0 RNV DCLKO M-divider value 
3C5 24 DCLK1 Value Low (SR24) 17-14 

5-0 RNV DCLKl N-divider value 
7-6 RNV DCLKl R value 

3C5 25 DCLK1 Value High (SR25) 17-15 

7-0 RNV DCLKl M-divider value 
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B.3 EXTENDED CRTC REGISTERS 

Table B-3. Extended CRTC Registers 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

375 20 Device 10 High (CR2DI 18-1 
7-0 R High byte of device ID (88H) 

375 2E Device 10 Low (CR2EI 18-1 

7-0 R Low byte of device ID (3DH) 

375 2F Revision (CR2FI 18-2 

7-0 R Revision level (subiect to change) 

375 30 Chip ID/Rev (CR301 18-2 

7-0 R Old chip Identification - E1 H 

375 31 Memo_ryConfiguration (CR31 I 18-2 

0 RNJ Enable base address offset (CR6A 6-0) 

1 RNJ Reserved 

2 RNJ Enable VGA 16-Bit Memory Bus Width 

3 RNJ Use Enhanced mode memory mapping 

5-4 RNJ Old display start address bits 17-16 (see CR69 3-0) 

6 RNJ Enable high speed text display font fetch mode 

7 RNJ Reserved 

375 32 Backward Compatibility 1 (CR321 18-3 

3-0 RNJ Reserved 

4 RNJ Enable interrupt generation 

5 RNJ Reserved 

6 RNJ Use standard VGA memory wrapping at 256K boundary 

7 RNJ Tri-state off SC, SE and DSF 

375 33 Backward Compatibility 2 (CR331 18-4 

0 RNJ Reserved 

1 RNJ Disable write protection provided by CR11 7 on CR7 1,6 

2 RNJ Reserved 

3 RNJ VCLK is intemal DCLK 

4 RNJ Disable writes to RAMDAC registers (3C6H-3C9H) 

5 RNJ BLANK signal active during entire non-active video period 

6 RNJ Disable writes to Palette/Overscan registers (ARO-ARF) 

7 RNJ Reserved 
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Table B·3. Extended CRTC Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

375 34 Backward Compatibility 3 (CR34) 18·5 

0 R/W PCI DAC snoop method select 

1 R/W Disable PCI master abort handling during DAC snoop 

2 R/W Disable PCI retry handling during DAC snoop 

3 R/W Reserved 

4 R/W Enable Data Transfer Execute Position register (CR3B) 

7-5 R/W Reserved 

375 35 CRT Register Lock (CR35) 18·6 

3-0 R/W Old CPU base address (see CR6A 6-0) 

4 R/W Lock Vertical Timing registers 

5 R/W Lock Horizontal Timing registers 

7-6 R/W Reserved 

375 36 Configuration 1 (CR36) 18·7 

1-0 R/W Reserved 

3-2 R/W Select memory operation typ_e 

4 R/W Reserved 

6-5 R/W Define display memory size 

7 R/W 8-column block write support 

375 37 Configuration 2 (CR37) 18·7 

0 R/W Reserved 

1 R/W Enable test mode 

2 R/W Reserved 

3 R/W Use internal MCLK, DCLK 

4 R/W Reserved 

6-5 R/W Specify DRAM size for mixed DRAMNRAM configurations 

7 R/W Enable scan testing 

375 38 Register Lock 1 (CR38) 18·9 

7-0 R/W Unlock S3 VGA reqisters (CR30-CR3C) 

375 39 Register Lock 2 (CR39) 18·9 

7-0 R/W Unlock System Control, System Extension and Strapping 
registers (CR40-CR4F, CR50-CR6D) 

7 R/W Disable PCI bus read burst cycles 
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Table B-3. Extended CRTC Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

375 3A Miscellaneous 1 (CR3A) 18·10 
1-0 R/W Select alternate refresh count per horizontal line 

2 R/W Enable alternate refresh count (CR3A 1-0) 

3 R/W Enable simultaneous VGA text and Enhanced modes 

4 R/W Enable 8-, 16- or 24/32-bit color Enhanced modes 

5 R/W Enable high speed text font writing 

6 R/W Reserved 

375 3B Data Transfer Execute Position (CR3B) 18·11 

7-0 R/W Specify VRAM data transfer start position 

375 3C Interlace Retrace Start (CR3C) 18·11 

7-0 R/W Specify interlaced mode retrace start position 

375 40 System Configuration (CR40) 18-12 

0 R/W Enable Enhanced mode register access 

4-1 R/W Reserved 

5 R/W Reserved = 1 

7-6 R/W Reserved 

375 41 BIOS Flag (CR41) 18·12 
7-0 R/W Used by the video BIOS 

375 42 Mode Control (CR42) 18-13 

4-0 R/W Reserved 

5 R/W Select Interlaced mode 

6 R/W Reserved 

375 43 Extended Mode (CR43) 18·13 
1-0 R/W Reserved 

2 R/W Old loqical screen width bit 8 

6-3 R/W Reserved 

7 R/W Enable horizontal counter double mode 

375 45 Hardware Graphics Cursor Mode (CR45) 18-14 

0 R/W Enable hardware graphics cursor 

3-1 R/W Reserved 

4 R/W Set up space at right of bit map for hardware cursor 

7-5 R/W Reserved 

375 46-47 Hardware Graphics Cursor Origin·X (CR46-CR47) 18·14 
10-0 R/W X-coordinate of the hardware cursor left side 

15-11 R/W Reserved 
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Table B-3. Extended CRTC Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

375 48-49 Hardware Graj)hics Cursor Origin-V (CR48-CR49) 18-15 

10-0 RNJ Y-coordinate of the hardware cursor upper line 

15-11 RNJ Reserved 

375 4A Hardware Graphics Cursor Foreground Stack (CR4A) 18-15 

7-0 RNJ Hardware cursor foreground color (3 registers) 

375 4B Hardware Graphics Cursor Background Stack (CR4B) 18-15 

7-0 RNJ Hardware cursor background color (3 registers) 

375 4C-4D Hardware Graphics Cursor Start Address (CR4C-CR4D) 18-16 

12-0 RNJ Hardware cursor start address 

15-13 RNJ Reserved 

375 4E Hardware Graphics Cursor Pattern Display Start X-Pixel 18-16 
Position (CR4E) 

5-0 RNJ Hardware cursor display start x-coordinate 

7-6 RNJ Reserved 

375 4F Hardware Graphics Cursor Pattern Display Start V-Pixel 18-16 
Position (CR4F) 

5-0 RNJ Hardware cursor display start y-coordinate 

7-6 RNJ Reserved 

375 51 Extended System Cont 2 (CR51) 18-17 

1-0 RNJ Old display start address bits 19-18 

3-2 RNJ Old CPU base address bits 19-18 

5-4 RNJ Logical screen width bits 9-8 

6 RNJ Disable split transfers 

7 RNJ Reserved 

375 52 Extended BIOS Flag 1 (CR52) 18-18 

7-0 RNJ Used by the video BIOS 

375 53 Extended Memory Cont 1 (CR53) 18-18 

0 RNJ Enable alpha pitching 

2-1 RNJ Big endian data byte swap for linear addressing 

4-3 RNJ MMIO type enable and select 

5 RNJ MMIO window at B8000H 

6 RNJ Enable nibble swap 

7 RNJ Reserved 

375 54 Extended Memory Cont 2 (CR54) 18-19 

1-0 RNJ Big endian data swap (not linear addressing or image write) 

7-2 RNJ Reserved 
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Table B-3. Extended CRTC Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

375 55 Extended DAC Control (CR55) 18-19 

1-0 RMJ RAMDAC register select RS[3:2] 

3 RMJ Use external RAMDAC 

4 RMJ Enable X-ll windows hardware cursor mode 

6-5 RM1 Reserved 

7 RMJ VCLK output pin is tri-stated 

375 56 External Sync Cont 1 (CR56) 18-20 

a RMJ Reserved 

1 RMJ HSYNC output buffer tri-stated 

2 RMJ VSYNC output buffer tri-stated 

7-3 RMJ Reserved 

375 57 Block Write Control (CR58) 18-21 

4-0 RMJ Reserved 

5 RMJ Block write minimum transfer width 

6 RMJ Reserved 

7 RMJ Enable block writes 

375 58 Linear Address Window Control (CR58) 18-21 

1-0 RMJ Linear addressing window size 

3-2 RMJ Reserved 

4 RMJ Enable linear addressing 

5 RMJ Reserved 

6 RMJ Select 256 word SAM control 

7 RMJ RAS precharge time increased 

375 59-5A Linear Address Window Position (CR59-5A) 18-23 

15-0 RMJ Linear addressi no window position bits 31-16 

375 5C General Out Port (CR5C) 18-24 

7-0 RMJ General Output Port 

375 5D Extended Horizontal Overflow (CR5D) 18-24 

a RMJ Horizontal total bit 8 (CRO) 

1 RMJ Horizontal display end bit 8 (CR1) 

2 RMJ Start horizontal blank bit 8 (CR2) 

3 RMJ End horizontal blank bit 7 (CR3, CR5) 

4 RMJ Start horizontal sync position bit 8 (CR4) 

5 RMJ End horizontal sync position bit 6 (CR5) 

6 RMJ Data Transfer Position bit 8 (CR3B) 

7 RMJ Reserved 
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Table B-3. Extended CRTC Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

375 5E Extended Vertical Overflow (CR5E) 18-25 

0 R!W Vertical total bit 10 (CR6) 

1 RNV Vertical display end bit 10 (CR 12) 

2 RNV Start vertical blank bit 10 (CR15) 

3 RNV Reserved 

4 RNV Vertical retrace start bit 10 (CRlO) 

5 RNV Reserved 

6 RNV Line compare position bit 10 (CR 18) 

7 RNV Reserved 

375 61 Extended MemoryControl4 (CR61) 18-25 

4-0 RNV Reserved 

6-5 RNV Big endian data byte swap (image writes) 

7 RNV Reserved 

375 63 Extended Control (CR63) 18-26 

0 RNV Enable all accelerated modes 

1 RNV Software reset of S3D Engine 

2 RNV Reserved 

3 RNV Enable PCI disconnects under certain FIFO conditions 

7-4 RNV Delay HSYNCNSYNC by DClKs 

375 65 Extended Miscellaneous Control (CR65) 18-27 

0 RNV Delay falling edge of SE 

2-1 RNV Reserved 

5-3 RNV Delay BLANK by DClK 

7-6 RNV Address adjustment for split transfers 

375 66 Extended Miscellaneous Control 1 (CR66) 18-27 

2-0 RNV Divide SC, SE and IClK 

3 RNV Invert SC 

5-4 RNV SID mode select 

6 RNV PA[15:0] are tri-stated off 

7 RNV Enable PCI bus disconnect during_burst cycles 

375 67 Extended Miscellaneous Control 2 (CR67) 18-28 

0 RNV IClK is inphase with DClK 

1 RNV Enable gamma correction 

3-2 R!W Select Streams Processor mode 

7-4 RNV Select RAMDAC color mode 
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Table B-4. Extended CRTC Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

375 68 Configuration 3 (CR68) 18·29 
0 RMJ CAS, OE trailing edge MSB 

1 RMJ CAS, OE leading edge MSB 

2 RMJ RAS low timing select 

3 RMJ RAS precharge timing select 

6-4 RMJ BIOS area 

7 RMJ ReseNed 

375 69 Extended System Control 3 (CR69) 18·30 

4-0 RMJ Display start address bits 20-16 

7-5 RMJ Reserved 

375 6A Extended System Control 4 (CR6A) 18·31 

6-0 RMJ CPU base address bits 20-14 

7 RMJ Reserved 

375 6B Extended BIOS Flag 3 (CR6B) 18·31 

7-0 RMJ Used by the video BIOS 

375 6C Extended BIOS Flag 4 (CR6C) 18·31 

7-0 RMJ Used by the video BIOS 

375 6D Signal Dela_y (CR6D) 18·32 

3-0 RMJ Delay BLANK by IClKs 

7-4 RMJ Delay SC by IClKs 

375 6E RAMDAC Signature Data (CR6E) 18·32 

7-0 RMJ RAMDAC signature data 

375 6F Configuration 4 (CR6F) 18·33 

0 RMJ Reserved 

1 RMJ Select I/O address for MMFF20 

2 RMJ Disable effect of bit 1 of this register 

3 RMJ WE trailing edge delay MSB 

4 RMJ WE leading edge delayMSB 

7-5 RMJ ReseNed 

375 80 Signal Drive Strength (CR80) 18·34 

0 RMJ Select RAS drive strength 

1 RMJ Select CAS drive strength 

2 RMJ Select OEMJE drive strength 

3 RMJ Select MA drive strength 

4 RMJ Select PD drive strength 

5 RMJ Select SC drive strength 

6 RMJ Select SE drive strength 

7 RMJ Select DSF drive strength 
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B.4 S3d REGISTERS 

This section lists the registers which support the S3d Enginefunctions. All ofthese registers are enabled 
only if bit 0 of the System Configuration register (CR40) is set to 1. 

Table B-4. Color Pattern Registers 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

Color Pattern Registers 19-3 
Al00 31-0 RNV First pattern register 

Al04 31-0 RNV Second pattern register 

A1BC 31-0 RNV Last pattern register 

Table B-5. S3d 20 Registers 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

AxD4 Source Base Address 19-4 

2-0 RNV Reserved = 0 

21-3 RNV Source base address 

31-22 RNV Reserved 

AxD8 Destination Base Address 19-4 

2-0 RNV Reserved = 0 

21-3 RNV Destination base address 

31-22 RNV Reserved 

AxDC Left/Right Clipping 19-5 

10-0 RMJ Left clipping limit 

15-11 RMJ Reserved 

26-16 RNV Right clipping limit 

31-27 RMJ Reserved 

AxEO Top/Bottom Clipping 19-6 

10-0 RMJ Bottom clipping limit 

15-11 RMJ Reserved 

26-16 RMJ Top clipping limit 

31-27 RMJ Reserved 
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Table B-S. S3d 2D Registers (continuedl 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

AxE4 Destination/Source Stride 19-6 

11-0 RMJ Source stride 

15-12 RMJ Reserved 

27-16 RMJ Destination stride 

31-28 RMJ Reserved 

AxES Mono Pattern 0 19-7 

31-0 RMJ Mono pattern 0 

AxEC Mono Pattern 1 19-7 

31-0 RMJ Mono pattern 1 

AxFO Mono Pattern Background Color 19-8 

7-0 RMJ Data 1 

15-8 RMJ Data 2 

23-16 RMJ Data 3 

31-24 RMJ Reserved 

AxF4 Mono Pattern Foreground Color 19-9 

7-0 RMJ Data 1 

15-8 RMJ Data 2 

23-16 RMJ Data 3 

31-24 RMJ Reserved 

A4FS Source Background Color 19-10 

7-0 RMJ Data 1 

15-8 RMJ Data 2 

23-16 RMJ Data 3 

31-24 RMJ Reserved 

A4FC Source Foreground Color 19-11 

7-0 RMJ Data 1 

15-8 RMJ Data 2 

23-16 RMJ Data 3 

31-24 RMJ Reserved 

AxOO Command Set 19-12 

0 RMJ Enable autoexecute 

1 RMJ Enable hardware clipping 

4-2 RMJ Destination color format 

5 RMJ Update screen with new pixel 

6 RMJ Mono source 

7 RMJ Image source data from CPU 

8 RMJ Mono pattern 

9 RMJ Transparent transfers 

11-10 RMJ Image transfer alignment 
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Table B-5. S3d 20 Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

AxOO Command Set (continued) 19-12 

13-12 Rf\N First doubleword offset for image transfers 

15-14 Rf\N Reserved 

16 Rf\N Disable block writes for this command 

24-17 Rf\N Select one of 256 ROPs 

25 Rf\N X positive BitBL T 

26 Rf\N Y positive BitBL T 

30-27 Rf\N 2D command 

31 Rf\N Select 2D or 3D command 

A504 Rectangle Width/Height 19-15 

10-0 Rf\N Rectangle height 

15-11 Rf\N Reserved 

26-16 Rf\N Rectangle width 

31-27 Rf\N Reserved 

A508 Rectangle Source XV 19-16 

10-0 Rf\N Rectangle source Y 

15-11 Rf\N Reserved 

26-16 Rf\N Rectangle source X 

31-27 Rf\N Reserved 

A50C Rectangle Destination XV 19-16 

10-0 Rf\N Rectangle destination Y 

15-11 Rf\N Reserved 

26-16 Rf\N Rectangle destination X 

31-27 Rf\N Reserved 

A96C Line Draw Endpoints 19-17 

15-0 Rf\N End 1 

31-16 Rf\N End 2 

A970 Line Draw X Delta 19-18 

31-0 Rf\N X delta 

A974 Line Draw X Start 19-18 

31-0 Rf\N X start 

A978 Line Draw V Start 19-19 

10-0 Rf\N Y start 

31-11 Rf\N Reserved 
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Table B-5. S3d 20 Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

A97C Line Draw Y Count 19-19 
-, 

10-0 RNJ Scan line count 

30-11 RNJ Reserved 

31 RNJ Drawinq direction from left to riqht 

AD68 Polygon Right X Delta 19-20 

31-0 RNJ Right edge X delta 

AD6C Polygon Right X Start 19-20 

31-0 RNJ Right edge X start 

AD70 Polygon Left X Delta 19-21 

31-0 RNJ Left edge X delta 

AD74 polygon left X Start 19-21 

31-0 RNJ Left edqe X start 

AD78 Polygon Y Start 19-22 

10-0 RNJ Top side of the clippinq rectanqle 

31-11 RNJ Reserved 

AD7C Polygon V Count 19-22 

10-0 RNJ Scan line count 
27-11 RNJ Reserved 

28 RNJ Update right edge 

29 RNV Update left edge 

31-30 RNJ Reserved 
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Table B-6. S3d 3D Registers 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

BxD4 Z-Buffer Base Address 19-24 

2-0 R/W Reserved = 0 

21-3 R/W Z-buffer base address 

31-22 R/W Reserved 

BxD8 Destination Base Address 19-24 

2-0 R/W Reserved = 0 

21-3 R/W Destination base address 

31-22 R/W Reserved 

BxDC Left/Right Clipping 19-25 

10-0 R/W Left clipping limit 

15-11 R/W Reserved 

26-16 R/W Right clipping limit 

31-27 R/W Reserved 

BxEO Top/Bottom Clipping 19-25 

10-0 R/W Bottom clipping limit 

15-11 R/W Reserved 

26-16 R/W Top clipping limit 

31-27 R/W Reserved 

BxE4 Destination/Source Stride 19-26 

11-0 R/W Source stride 

15-12 R/W Reserved 

27-16 R/W Destination stride 

31-28 R/W Reserved 

BxE8 Z-Stride 19-26 

11-0 R/W Z stride 

31-12 R/W Reserved 

BxEC Texture Base Address 19-27 

2-0 R/W Reserved = 0 

21-3 R/W Texture base address 

31-22 R/W Reserved 

B4FO Texture Border Color 19-27 
7-0 R/W Data 1 

15-8 R/W Data 2 

23-16 R/W Data 3 

31-24 R/W Reserved 
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Table B-6. S3d 3D Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 

BxF4 Fog Color 19-28 

7-0 R{IN Data 1 

15-8 R{IN Data 2 

23-16 R{IN Data 3 

31-24 R{IN Reserved 

B4F8 ColorO 19-29 

7-0 R{IN Data 1 

15-8 R{IN Data 2 

23-16 R{IN Data 3 

31-24 R{IN Reserved 

B4FC Color1 19-30 

7-0 R{IN Data 1 

15-8 R{IN Data 2 

23-16 R{IN Data 3 

31-24 R{IN Reserved 

BxOO Command Set 19-31 

0 R{IN Enable autoexecute 

1 R{IN Enable hardware clipping 

4-2 R{IN Destination color format 

7-5 R{IN T exel color format 

11-8 R{IN MIPMAP level size 

14-12 R{IN Texture filterinq mode 

16-15 R{IN Texture blendinq mode 

17 R{IN Enable foqqinq 

19-18 R{IN Alpha blending control 

22-20 R{IN Z-buffer compare mode 

23 R{IN Update z-buffer 

25-24 R{IN Z-buffering mode 

26 R{IN Enable texture wrapping 

30-27 R{IN 3D command 

31 R{IN Select 2D or 3D command 
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Table 8-6. S3d 3D Registers (continued) 

Add Index Register Name Description 
ress 8it(s) R/W 8it Description Page 
8144 3D Line Draw G8 Delta 19-34 

15-0 RMJ Blue delta 

31-16 RMJ Green delta 

8148 3D Line Draw AR Delta 19-34 
15-0 RMJ Red delta 

31-16 RMJ Alpha delta 

814C 3D Line Draw G8 Start 19-35 
15-0 RMJ Blue start 

31-16 RMJ Green start 

8150 3D Line Draw AR Start 19-35 

15-0 RMJ Red start 

31-16 RMJ Alpha start 

8158 3D Line Draw Z Delta 19-36 
31-0 RMJ Z delta 

815C 3D Line Draw Z Start 19-36 

31-0 RMJ Z start 

816C 3D Line Draw Endp_oints 19-37 
15-0 RMJ End 1 

31-16 RMJ End 2 

8170 3D Line Draw X Delta 19-37 

31-0 RMJ X delta 

8174 3D Line Draw X Start 19-38 

31-0 RMJ X start 

8178 3d Line Draw V Start 19-38 

10-0 RMJ Y start 

31-11 RMJ Reserved 

817e 3d Line Draw V Count 19-39 
10-0 RMJ Scan line count 

30-11 RMJ Reserved 

31 RMJ Drawing direction is left to right 
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Table B·6. S3d 3D Registers (continued) 

Add Index Register Name Description 
ress Bit(s) R/W Bit Description Page 
B504 Triangle Base V 19·39 

19-0 RNI/ BaseV 

31-20 RNI/ Reserved 

B508 Triangle Base U 19·40 
19-0 RNI/ Base U 

31-20 RNI/ Reserved 

B50C Triangle WX Delta 19·40 
31-0 RNI/ WX delta 

B510 Triangle WV Delta 19·41 
31-0 RNI/ WYdelta 

B514 Triangle W Start 19-41 
31-0 RNI/ W start 

8518 Triangle OX Delta 19·42 
31-0 RNI/ DX delta 

851C Triangle VX Delta 19·42 
31-0 RNI/ VX delta 

8520 Triangle UX Delta 19·43 
31-0 RNI/ UX delta 

8524 Triangle DV Delta 19·43 
31-0 RNI/ DY delta 

8528 Triangle VV Delta 19·44 
31-0 RNI/ VY delta 

852C Triangle UV Delta 19·44 
31-0 RNI/ UY delta 

8530 Triangle 0 Start 19·45 
31-0 RNI/ D start 

8534 Triangle V Start 19·45 
31-0 RNI/ V start 

8538 Triangle U Start 19·46 
31-0 RNI/ U start 

853C Triangle G8X Delta 19·46 
15-0 RNI/ Blue X delta 

31-16 RNI/ Green X delta 

8540 Triangle ARX Delta 19·47 
15-0 RNI/ Red X delta 

31-16 RNI/ Alpha X delta 
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Table 8-6. S3d 3D Registers (continued) 

Add Index Register Name Description 
ress 8it(s) R/W 8it Description Page 

8544 Triangle G8V Delta 19-47 
15-0 R/VV Blue Y delta 

31-16 R/VV Green Y delta 
8548 Triangle ARV Delta 19-48 

15-0 R/VV Red Y delta 
31-16 R/VV Alpha Y delta 

854C Triangle G8 Start 19-48 
15-0 R/VV Blue start 

31-16 R/VV Green start 
8550 Triangle AR Start 19-49 

15-0 R/VV Red start 
31-16 R/VV Alpha start 

8554 Triangle ZX Delta 19-49 
31-0 R/VV ZX delta 

8558 Triangle ZV Delta 19-50 

31-0 R/VV ZY delta 

855C Triangle Z Start 19-50 
31-0 R/VV Z start 

8560 Triangle XV12 Delta 19-51 

31-0 R/VV XY12 delta 
8564 Triangle X12 End 19-51 

31-0 R/VV X12 end 
8568 Triangle XV01 Delta 19-52 

31-0 R/VV XY01 delta 
856C Triangle X01 End 19-52 

31-0 R/VV X01 end 
8570 Triangle XV02 Delta 19-53 

31-0 R/VV XY02 delta 
8574 Triangle X Start 19-53 

31-0 R/VV X start 
8578 Triangle V Start 19-54 

31-0 R/VV Y start 
857C Triangle V Count 19-54 

10-0 R/VV Scan line count 12 
15-11 R/VV Reserved 
26-16 R/VV Scan line count 01 
30-27 R/VV Reserved 

31 R/VV Render the triangle from right to left 
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8.5 STREAMS PROCESSOR REGISTERS 

Table B-7. Streams Processor Registers 

Add Index Register Name Description 
dress Bitls) R/W Bit Description Page 
8180 Primary Stream Control 20-2 

23-0 RNV Reserved 

26-24 RNV Primary stream input data format 

27 RNV Reserved 

30-28 RNV Primary stream filter characteristics 

31 RNV Reserved 

8184 Color/Chroma Key Control 20-3 
7-0 RNV BNICr key value (lower bound for chroma) 

15-8 RNV G/U/Cb key value (lower bound for chroma) 

23-16 RNV R/Y key value (lower bound for chroma) 

26-24 RNV RGB color comparison precision 

27 RNV Reserved 

28 RNV Color key control (full compare or bit 16 of 1.5.5.5) 

31-29 RNV Reserved 

8190 Secondary Stream Control 20-4 
12-0 RNV DDA horizontal accumulator initial value 

23-13 RNV Reserved 

26-24 RNV Secondary stream input data format 

27 RNV Reserved 

30-28 RNV Secondary stream filter characteristics 

31 RNV Reserved 

8194 Chroma Key Upper Bound 20-5 
7-0 RNV V/Cr key value (upper bound) 

15-8 RNV U/Cb key value (upper bound) 

23-16 RNV Y key value (upper bound) 

31-24 RNV Reserved 

8198 Secondary Stream Stretch/Filter Constants 20-5 
11-0 RNV K1 horizontal scale factor 

15-12 RNV Reserved 

27-16 RNV K2 horizontal scale factor 

31-28 RNV Reserved 

B-28 REGISTER REFERENCE 



ViRGE/VX Integrated 3D Accelerator 

S3 Incorporated 

Ii 
I' 
11 
I; 

r~ 

Table B-7. Streams Processor Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

81AO Blend Control 20-6 

1-0 RNJ Reserved 

4-2 RNJ Secondary stream blend coefficient 

9-5 RNJ Reserved 

12-10 RNJ Primary stream blend coefficient 

23-13 RNJ Reserved 

26-24 RNJ Compose mode 

31-27 RNJ Reserved 

81CO Primary Stream Frame Buffer Address 0 20-7 

21-0 RNJ Primary stream frame buffer starting address 0 

31-22 RNJ Reserved 

81C4 Primary Stream Frame Buffer Address 1 20-7 

21-0 RNJ Primarv stream frame buffer startinq address 1 

31-22 RNJ Reserved 

81C8 Primary Stream Stride 20-8 

11-0 RNJ Primary stream stride 

31-12 RNJ Reserved 

81CC Double Buffer/LPB Support 20-8 

0 RNJ Select primary frame buffer address 1 

2-1 RNJ Select secondary frame buffer address 

3 RNJ Reserved 

4 RNJ Select LPB frame buffer start address 1 

5 RNJ LPB input buffer select loading at end of frame 

6 R//w Selected LPB input buffer toggles at end of frame 

31-7 RNJ Reserved 

8100 Secondary Stream Frame Buffer Address 0 20-10 

21-0 RNJ Secondary stream frame buffer starting address 0 

31-22 RNJ Reserved 

8104 Secondary Stream Frame Buffer Address 1 20-10 

21-0 RNJ Secondary stream frame buffer starting address 1 

31-22 RNJ Reserved 

8108 Secondary Stream Stride 20-11 

11-0 RNJ Secondary_ stream stride 

31-12 RNJ Reserved 
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Table B-7. Streams Processor Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

81DC Blend Control 20-11 

2-0 RNJ Reserved 

12-3 RNJ Pixel stop fetch position 

18~13 RNJ Reserved 

28-19 RNJ Pixel start fetch position 

29 RNJ Reserved 

30 RNJ Primary stream on top 

31 RNJ Enable opaque overlay control 

81EO K1 Vertical Scale Factor 20-12 

11-0 RNJ K1 vertical scale factor 

31-12 RNJ Reserved 

81E4 K2 Vertical Scale Factor 20-13 

11-0 RNJ K2 vertical scale factor 

31-12 RNJ Reserved 

81E8 DDA Vertical Accumulator Initial Value 20-13 

12-0 RNJ DDA vertical accumulator initial value 

14-13 RNJ Reserved 

15 RNJ Enable vertical filtering 

31-13 RNJ Reserved 

81EC Streams FIFO Control 20-14 

17-0 RNJ Reserved 

18 RNJ Specify memory size for LPB memory cycles 

19 RNJ Do not tri-state PD[63: 16J during ROM cycles 

20 RNJ Disable memory arbitration for ROM cycles 

21 RNJ Do not delay PD output 

31-22 RNJ Reserved 

81FO Primary Stream Window Start Coordinates 20-15 

10-0 RNJ Primary stream Y start 

15-11 RNJ Reserved 

26-16 RNJ Primary stream X start 

31-27 RNJ Reserved 

81F4 Primary Stream Window Size 20-15 

10-0 RNJ Primary stream heiqht 

15-11 RNJ Reserved 

26-16 RNJ Primary stream width 

31-27 RNJ Reserved 
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Table B-7. Streams Processor Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

81F8 Secondary Stream Window Start Coordinates 20-16 

10-0 RNV Secondary stream Y start 
15-11 RNV Reserved 
26-16 RNV Secondary stream X start 
31-27 RNV Reserved 

81FC Secondary Stream Window Size 20-16 

10-0 RNV Secondary stream height 
15-11 RNV Reserved 
26-16 RNV Secondary stream width 
31-27 RNV Reserved 
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B.6 MEMORY PORT CONTROLLER REGISTERS 

Table B-8. Memory Port Controller Registers 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

8200 FIFO Control 21-1 

4-0 RNI/ Primary/secondary stream FIFO boundary 

5 RNI/ Reserved 

10-6 RNI/ Secondaty stream threshold 

11 RNV Reserved 

16-12 RNI/ Primary stream threshold 

31-17 RNI/ Reserved 

8204 MIU Control 21·2 

0 RNI/ RAS inactive at end of cycle or start of next cycle 

1 RNI/ RAS pre-charge = 1.5 MCLKs 

2 RNI/ RAS low time = 2.5 MCLKs 

6-3 RNI/ Reserved 

7 RNI/ CAS/OE timing adjustment 

8 RNI/ WE delay 

9 RNI/ Stream Processor low priority request servicing 

10 RNI/ Delay RAS rising edge by 1/2 MCLK 

31-11 RNI/ Reserved 

8208 Streams Timeout 21·3 

7-0 RNI/ Secondary stream timeout 

15-8 RNI/ Primary stream timeout 

16 RNI/ Secondaty stream wins memory arbitration in case of a tie 

31-17 RNI/ Reserved 

820C Miscellaneous Timeout 21·4 
7-0 RNI/ CPU timeout 

15-8 RNI/ S3D Engine Timeout 

23-16 RNI/ LPB Timeout 

31-24 RNI/ External memory master timeout 

8220 DMA Read Base Address 21-5 

2-0 RNI/ Reserved = 0 

22-3 RNI/ DMA read base address 

31-23 RNI/ Reserved 
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Table B-8. Memory Port Controller Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

8224 DMA Read Stride/Width 21-5 
1-0 RMJ Address tiling control 

2 RMJ Reserved = 0 

11-3 RMJ DMA read stride 

15-12 RMJ Reserved 

18-16 RMJ Reserved = 0 

27-19 RMJ DMA read width 

31-28 RMJ Reserved 
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B.7 MISCELLANEOUS REGISTERS 

Table B-9. Miscellaneous Registers 

Add Index Register Name Description 
dress Bit(s) R/W Bit DescripJion Page 

8504 Subsystem Status 22-1 

0 R Vertical sync interrupt generated 

1 R S3D Engine interrupt generated 

2 R Command FIFO overflow interrupt generated 

3 R Command FIFO empty interrupt generated 

4 R Host DMA done interrupt generated 

5 R Command DMA done interrupt generated 

6 R S3D FIFO empty interrupt generated 

7 R LPB interrupt generated 

12-8 R S3D FIFO slots free 

13 R S3D Engine idle 

31-14 R Reserved 

8504 Sub~ystem Control 22-2 

0 W Vertical sync interrupt cleared 

1 W S3D Engine interrupt cleared 

2 W Command FIFO overflow interrupt cleared 

3 W Command FIFO empty interrupt cleared 

4 W Host DMA done interrupt cleared 

5 W Command DMA done interrupt cleared 

6 W S3D FIFO empty interrupt cleared 

7 W Host DMA done interrupt enabled 

8 W Vertical sync interrupt enabled 

9 W S3D Engine interrupt enabled 

10 W Command FIFO overflow interrupt enabled 

11 W Command FIFO empty interrupt enabled 

12 W Command DMA done interrupt enabled 

13 W S3D FIFO empty interrupt enabled 

15-14 W S3D Engine software reset select 

31-16 W Reserved 

850C Advanced Function Control 22-4 

0 R/W Enable accelerated modes (enhanced and VESA non~planar) 

3-1 R/W Reserved 

4 R/W Enable linear addressing 

5 R/W Reserved 

9-6 R BIU FIFO Status 

31-10 R/W Reserved 
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B.8 DMA REGISTERS 

Table B-10. DMA Registers 

Add Index Register Name Description 
dress Bit!s) R/W Bit Description Page 

8580 23-2 

0 RM/ Reserved 

1 RM/ Video DMA write 

31-2 RM/ DMA startinQ memory address 

8584 Video DMA Transfer Length 23-3 
1-0 RM/ Reserved 

23-2 RM/ DMA transfer length 

31-24 RM/ Reserved 

8588 Video DMA Transfer Length 23-3 

0 RM/ Enable video/graphics DMA 

31-1 RM/ Reserved 

8590 Command DMA Base Address 23-4 

0 RM/ Reserved 

1 RM/ Specify 4/64 KByte buffer size 

11-2 RM/ Reserved 

31-12 RM/ Command DMA buffer base address 

8594 Command DMA Write Pointer 23-5 

1-0 RW Reserved 

15-2 RM/ Write J)ointer 

16 RM/ Write pointer updated 

31-17 RM/ Reserved 

8598 DMA Read Pointer 23-5 

1-0 RM/ Reserved 

15-2 RM/ Read pointer 

31-16 RM/ Reserved 

859C Command DMA Enable 23-6 

0 RW Enable Command DMA 

31-1 RM/ Reserved 
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B.9 LPB REGISTERS 

Table B-11. LPB Registers 

Add Index Register Name Description 
dress Bit!s) R/W Bit Description Page 
FFOO LPBMode 24-1 

0 RMJ Enable LPB 

3-1 RMJ LPB mode 

4 RMJ Reset LPB 

5 RMJ Write every other received frame to memory 

6 RMI No byte swap for incominq video 

8-7 RMJ Reserved 

9 RMJ LPB vertical sync is active hiqh 

10 RMJ LPB horizontal sync is active high 

11 W CPUVSYNC 

12 W CPU HSYNC 

13 W Load base address currently pointed to 

15-14 RMI Reserved 

17-16 RMJ Maximum compressed data bust size 

20-18 RMJ Reserved 

22-21 RMJ Video FIFO threshold 

23 RMJ Reserved 

24 RMJ LPB clock driven by LCLK 

25 RMJ Don't add stride after first HSYNC 

26 RMJ Invert the LCLK input 

31-27 RMI Reserved 

B-36 REGISTER REFERENCE 



ViRGE/VX Integrated 3D Accelerator 

53 Incorporated 

Table B-11. LPB Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

FF04 LPB FIFO Status 24-4 

3-0 R LPB output FIFO status 

10-4 R Reserved 

11 R LPB output FIFO full 

12 R LPB output FIFO empty 

13 R LPB output FIFO almost empty 

19-14 R Reserved 

20 R LPB video FIFO 0 full 

21 R LPB video FIFO 0 empty 

22 R LPB video FIFO 0 almost empty 

28-23 R Reserved 

29 R LPB video FIFO 1 full 

30 R LPB video FIFO 1 empty 

31 R LPB video FIFO 1 almost empty 

FF08 LPB Interrupt Flags 24-5 

0 RNI/ LPB Output FIFO empty 

1 RNI/ HSYNC (end of line) input on pin B5 

2 RNI/ VSYNC (end of frame) input on pin A5 

3 RNI/ Serial port start condition detected 

15-4 RNI/ Reserved 

16 RNI/ Enable LPB output FIFO empty interrupt 

17 RNI/ Enable HSYNC (end of line) input interrupt 

18 RNI/ Enable VSYNC (end of frame) input interrupt 

19 RNI/ Enable serial port start condition detect interrupt 

23-20 RNI/ Reserved 

24 RNI/ Drive SPCLK Iowan receipt of a serial port start condition 

31-25 RNI/ Reserved 

FFOC LPB Frame Buffer Address 0 24-6 

21-0 RNI/ LPB frame buffer address 0 

31-22 RNI/ Reserved 

FF10 LPB Frame Buffer Address 1 24-7 

21-0 RNI/ LPB frame buffer address 1 

31-22 RNI/ Reserved 
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Table B-11. LPB Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 
FF14 LPB Direct Read/Write Address 24-7 

20-0 RNV Address of MPEG decoder address to read/write 

23-21 RNV MPEG decoder transaction type 

31-24 RNV Reserved 

FF18 LPB Direct Read/Write Data 24-8 

31-0 RNV LPB direct read/write data 

FF1C LPB General Purpose Input/Output Port 24-8 

3-0 RNV General purpose output data port 

7-4 R General purpose input data port 

31-8 RNV Reserved 

FF20 Serial Port 24-9 

0 RNV o = Serial clock write on pin C6, 1 = pin C6 tri-state 

1 RNV o = Serial data write on pin B4, 1 = pin B4 tri-state 

2 R o = Serial clock Iowan pin C6, 1 = pin C6 tri-state 

3 R o = Serial data Iowan pin B4, 1 = pin B4 tri-state 

4 RNV Enable serial port function 

5-7 RNV Reserved 

8 R Bit 0 mirror (data on byte lane 2 at E2H) 

9 R Bit 1 mirror (data on byte lane 2 at E2H) 

10 R Bit 2 mirror (data on byte lane 2 at E2H) 

11 R Bit 3 mirror (data on byte lane 2 at E2H) 

12 R Bit 4 mirror (data on byte lane 2 at E2H) 

31-13 RNV Reserved 

FF24 LPB Video Input Window Size 24-10 

11-0 RNV Video input line width 

15-12 RNV Reserved 

24-16 RNV Video input window height 

31-25 RNV Reserved 

FF28 LPB Video Data Offsets 24-11 
11-0 RNV Horizontal video data offset 

15-12 RNV Reserved 

24-16 RNV Vertical video data offset 

31-25 RNV Reserved 

FF2C LPB Horizontal Decimation Control 24-11 

31-0 RNV Video data luma mask 

FF30 LPB Vertical Decimation Control 24-12 

7-0 R Video data line mask 
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Table B·11. LPB Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

FF34 LPB Line Stride 24-12 

11-0 RNV Line stride 
31-12 RNV Reserved 

FF40 LPB Output FIFO 24-13 

31-0 RNV Output FIFO data 
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8.10 PCI CONFIGURATION SPACE REGISTERS 

When a PCI configuration read or write command is issued, AD[7:0] contain the address of the register 
in the configuration space to be accessed. 

Table B·12. PCI Configuration Space Registers 

Add Index Register Name Description 
dress Bit(s) R/W Bit Descril!tion Page 

00 VendorlD 25·1 
15-0 R Hardwired to 5333H 

02 Device ID 25·2 
15-0 R Hardwired to 5631 H (initial stepping) 

04 Command 25·2 

0 R/W Response to I/O space accesses enabled 

1 R/W Response to memory space accesses enabled 

2 R/W Enable bus master operation 

4-3 R/W Reserved 

5 R/W Enable DAC snooping 

15-6 R/W Reserved 

06 Status 25·3 

8-0 R/W Reserved 

10-9 R/W Hardwired to select medium device select timing 

11 R/W Reserved 

12 R/W Bus master transaction terminated with tarqet-abort 

13 R/W Bus master transaction terminated with master-abort 

15-14 R/W Reserved 

08 Class Code 25·3 

31-0 R Hardwired to indicate VGA-compatible display controller 

OD Latency Timer 25·4 

7-0 R/W Reserved 

10-8 R/W Reserved = 0 (3 LSBs of latency timer) 

15-11 R/W Bus master latency timer 

10 Base Address 0 25·4 

0 R/W Hardwired to indicate base reqisters map into memory space 

2-1 R/W Hardwired to allow mapping anywhere in 32-bit address space 

3 R/W Hardwired to indicate does not meet prefetchable requirements 

22-4 R/W Reserved 

31-23 R/W Base address 0 

30 BIOS Base Address 25·5 

0 R/W Enable access to BIOS ROM address space 

15-1 R/W Reserved 

31-16 R/W Upper 16 bits of BIOS ROM address 
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Table B-12. PCI Configuration Space Registers (continued) 

Add Index Register Name Description 
dress Bit(s) R/W Bit Description Page 

3C Interrupt Line 25-3 

7-0 RNV Interrupt line routing information 

3D Interrupt Pin 25-6 
7-0 R Hardwired to specify use of INTA 

3E Latencv/Grant 25-6 

7-0 RNV Minimum grant 

15-8 RNV Maximum latency 
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20 line draw programming 15-19 
20 polygon fill programming 15-22 
3D color generation 15-28 
3D line draw programming 15-24 
3D triangle programming 15-25 
8-column block write support 18-7 

A 

address tiling 21-5 
alpha blending 15-31 

select type 19-32 
alpha pitching 15-3 

enable 18-18 
alpha4/blend4 15-30 
autoexecute 15-6 

20 19-12 
3D 19-31 

B 

base address 
command OMA buffer 23-4 
destination (20) 19-5 
destination (3D) 19-24 
OMA read 21-5 
source 19-4 
texture 19-27 
z-buffer 19-24 

BIOS 
See video BIOS 

BitBLT 
destination location 19-16 
drawing direction 19-14 
programming ·15-8 
rectangle dimensions 19-15 
source location 19-16 

BLANK 
delay by ICLK 18-32 

BLANK pedestal 8-3,17-12 

ViRGENX Integrated 3D Accelerator 

Index 

blank/border select 18-4 
blend4 15-30 

color limits 19-29 - 19-30 
blending 10-7,20-6 
block write 15-6 

description 7-15 
disable for a given command 19-14 
enable 18-21 
minimum transfer width 18-21 

border color 15-30 
bus master OMA 

programming 15-34 
bus master enable 25-2 
byte mode addressing 16-23 

c 

CAS 
adjust timing 18-29,21-2 
edge delay 7-4 
signal drive strength 18-34 

character clock 
dot clocks per 16-6 

chip 10 13-3,18-1 - 18-2 
chip wakeup 13-1 
chroma keying 10-7,20-3,20-5 

enable 20-3 
clipping 15-6 

20 19-5-19-6 
3D 19-25 
enable (20) 19-12 
enable (3D) 19-31 

clock generator 
DC specifications 4-1 
frequency synthesis 9-1 
new OCLK PLL load 17-8 
new MCLK and OCLK PLL load 17-9 
new MCLK PLL load. 17-8 

color compare 
VGA 16-27,16-31 

INDEX 1-1 
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color keying 10-7,20-3 
enable 20-3 

color mode select 17-3 
color pattern registers 19-3 
color pattern select 19-13 
color space conversion 10-4 
command 

20 (specify) 19-15 
3D (specify) 19-33 

command set register 
20 19-12 
3D 19-31 

complex reflection 15-30, 19-32 
configuration strapping 18-7 

at reset 5-3 
unlocking access to registers 18-9 

DMA 23-3 
CPU base address 

enable 18-2 
specify 18-31 

cursor 
end 16-16 
location address 16-17 
start 16-16 

cursor location address 16-17 

o 

data transfer execute position 18-11 
enable 18-5 

data transfer position control 
explained 18-11 

DCLK 
control 9-3 
halving 16-6, 17-9 
invert 17-9 
inverted 18-4 
loading new frequency 9-2, 17-8 - 17-9 
programming 9-2, 17-6 
testing 9-3, 17-7 

decal 15-30,19-32 
decimation 11-9,24-11 
destination base address 

20 19-5 
3D 19-24 

destination color format 
20 19-12 
3D 19-31 

6-1 DEVSEL timing 
digitizer interface 
display active status 
display memory 

11-7 
16-3 

2 MCLK writes 17-2, 17-9 

1-2 INDEX 
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access control 7-16,21-3 
chip count limitation 7-1 
configurations 7-1 
DRAM size 18-8 
functional timing 7-4,7-12 
refresh 7-4 
refresh cycle control 7-4,16-19 
signal drive strength 18-34 
size specification 5-1,18-7 

display pitch 16-20 
display start address 18-30 
DMA 

Command DMA buffer size 23-4 
command DMA control 23-5 
control 23-2 
programming 15-34 
read stride 21-6 
reset read DMA pointers 22-4 
transfers 15-34 

doubleword mode addressing 16-20, 18-3 
draw enable 19-12 
DSF 

signal drive strength 18-34 
tri-state 18-4 

E 

EDO memory 7-1 
EDO memory (1-cycle) 
enable 

18-7 

alpha pitching 
clipping (2D) 
clipping (3D) 
Enhanced mode 

18-18 
19-12 
19-31 

22-4 
17-4 feature connector 

fogging 19-32 
gamma correction 18-28 
hardware graphics cursor 18-14 
linear addressing 18-22,22-4 
LPB 24-1 
memory mapped I/O 18-18 
PCI bus master operation 25-2 
pixel drawing (2D) 19-12 
split transfers 18-17 
texture wrapping 19-33 

end horizontal blank 16-12 
end horizontal sync position 16-13 
end vertical blank 16-21 
ENFEAT 17-4 
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Enhanced mode 
enable 15-3,22-4 
enable 8 bpp or greater 18-10 
memory mapping 18-3 
programming 15-5 

ESYNC 17-4 
EVCLK 17-4, 17-9 
extended data out (EDO) memory 7-1 

F 

fast page mode memory 7-1 
feature connector 

AC timing 4-9 
enable 3-5, 17-4 
interfaces 12-4 

filtering textures 15-29 
fogging 15-31 

enable 19-32 
font selection 16-8 
frame buffer 

See display memory 

G 

gamma correction 8-2 
enable 18-28 

general input port 16-40 
description 12-3 

general output port 18-24 
description 12-3 
lPB 24-8 

Gouraud shading 19-33 
green PC 

HSYNCNSYNC control 12-3,17-4 

H 

hardware graphics cursor 
background color 18-15 
enable 18-14 
fetch delay 17-12 
foreground color 18-15 
pattern display x origin 18-16 
pattern display y origin 18-16 
programming 15-32 - 15-33 
storage start address 18-16 
Windows/X-Windows modes 15-32,18-20 
x origin 18-14 
y origin 18-15 

high speed text display 18-3 
high speed text font writing 18-10 
horizontal blank 

ViRGENX Integrated 3D Accelerator 

end 16-12 
start 16-12 

horizontal display end 16-11 
horizontal sync 

control for power management 17-4 
polarity 16-2 

horizontal sync position 
end 16-13 
start 16-13 

horizontal total 16-11 
HSYNC 

delay by DClK 18-26 
delay during Streams Processor operation 

17-11 
direction control 3-5 

I square C 
See serial port 

IClK 
explained 9-3 
fraction of DClK 18-27 
inverted 9-3 
phase with respect to DClK 18-28 

ID, chip 18-1 - 18-2 
image transfer 

alignment 19-13 
data source 19-13 
first doubleword select 19-14 
mono or color source 19-12 

initialization 5-1 
interlaced operation 18-11,18-13 
interpolation, vertical 10-8 
interrupt 

command DMA done interrupt clear 
command DMA done interrupt enable 
command DMA done interrupt status 
command FIFO empty interrupt clear 
command FIFO empty interrupt enable 
command FIFO empty interrupt status 
command FIFO overflow interrupt enable 

22-3 
22-3 

22-2 
22-3 

22-3 
22-1 

22-3 
command FIFO overflow interrupt status 

22-1 
command FIFO overflow interrupt clear 22-3 
enable 12-6, 18-3 
generation 12-6 
host DMA done interrupt clear 22-3 
host DMA done interrupt enable 22-3 
host DMA done interrupt status 22-2 
LPB 24-5 
S3D Engine done interrupt status 22-1 

INDEX 1-3 
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S3D Engine interrupt clear 22-3 
S3D Engine interrupt enable 22-3 
S3D FIFO empty interrupt clear 22-3 
S3D FIFO empty interrupt enable 22-3 
S3D FIFO empty interrupt status 22-2 
vertical retrace interrupt clear 16-18 
vertical retrace interrupt enable 16-18 
vertical retrace interrupt status 16-3 
vertical sync interrupt clear 22-2 
vertical sync interrupt enable 22-3 
vertical sync interrupt status 22-1 

L 

latency timer 25-4 
LCLK 

invert 24-3 
lighting textures 15-30 
line compare 16-23 
line draw 

drawing direction 19-19 
endpoints 19-17 
scan line count 19-19 
x delta 19-18 
x start 19-18 
ystart 19-19 

line draw programming 15-19, 15-24 
linear addressing 

enable 15-3, 18-22,22-4 
explained 15-3 - 15-4 
window position 18-23,25-5 
window size 18-21 

Local Peripheral Bus 
See LBP 

LPB 
burst size 24-2 
clock source 24-3 
color byte swap 24-2 
decimation 11-9,24-11 
digitizer interface 11-7 
enable 24-1 
frame buffer address 
general output port 
input window size 
interrupts 24-5 
introduction 11-1 
line stride 24-12 
mode select 24-1 

24-6 
24-8 

24-10 

output FIFO 24-4,24-13 
read/write registers 24-7 
reset 24-2 
Scenic/MX2 interface 11-2 
skip frames 24-2 

1-4 INDEX 
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sync polarity 24-2 
video FIFO 24-3 - 24-4 

LUTwrite cycle control 17-11 

M 

m parameter 
See also PLL m parameter 

MA 
signal drive strength 18-34 

master abort 25-3 
maximum scan line 16-15 
MCLK 

external output 17-8 
loading new frequency 9-3, 17-8 - 17-9 
programming 9-3, 17-5 
testing 9-3, 17-7 

mechanical dimensions 2-1 
memory 

See display memory 
memory mapped I/O 

enable 18-18 
MMIO only select 17-2 

memory mapping 
EnhancedNGA modes 18-3 

mipmap 15-29 
level size 19-32 

MMIO 
See memory mapped I/O 

modulate 15-30, 19-32 
mono pattern 

background color 19-8 
foreground color 19-9 
registers 19-7 
select 19-13 

MUX buffering 15-27. 

N 

n parameter 
See also PLL n parameter 

nibble swap 18-19 

o 

OE 
adjust timing 18-29,21-2 
edge delay 7-4 
signal drive strength 18-34 

offset 16-20 
ordering 

reads 15-4 
write 15-4 
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p 

palette registers 16-33 
lock access 18-4 

panning 16-15,16-34,16-36 
pass-through 11-9 
pattern registers 

color 19-3 
mono 19-7 

PCIBus 
BIOS ROM access enable 25-5 
BIOS ROM base address 25-5 
bus master enable 25-2 
bus master latency timer 25-4 
configuration 6-1 
device 1.0. 6-1 
DEVSEL timing 6-1 
disable read bursts 18-10 
enable disconnect 18-28 
enable I/O accesses 25-2 
enable memory accesses 25-2 
interface 6-1 
linear addressing base address 25-5 
master abort handling during DAC cycles 8-

3, 18-5 
maximum latency 25-6 
minimum grant 25-6 
RAMDAM snoop method 18-5 
received master abort 25-3 
received target abort 25-3 
retry handling during DAC cycles 8-3, 18-5 
vendor 1.0. 6-1 

PO 
signal drive strength 18-34 

perspective correction 19-33 
pin descriptions 3-3 - 3-7 
pin list 

alphabetical 3-8 - 3-10 
numerical 3-11 - 3-12, 3-14 

pitch 16-20 
PLL M parameter 9-1,17-5 - 17-6, 17-14 - 17-
15 
PLL N parameter 9-1,17-5 -17-6,17-13 -17-
14 
PLL R parameter 9-1, 17-5 - 17-6, 17-13 - 17-
14 
polygon draw 

left edge x delta 19-21 
left edge x start 19-21 
right edge x delta 19-20 
right edge x start 19-20 
scan line count 19-22 
specify edge to update 19-23 
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y start 19-22 
polygon fill programming 15-22 
power management 

HSYNC control 12-3, 17-4 
VSYNC control 12-3, 17-4 

programming 15-5 
programming examples 

20 line draw 15-19 
20 polygon fill 15-22 
3D triangle 15-25 
BitBLT 15-8 
hardware cursor 15-32 
notational conventions 15-5 
rectangle fill 15-18 

protected mode 15-3 

Q 

quadword mode addressing 16-20 

R 

R parameter 
See PLL R parameter 

RAMDAC 
AC specifications 4-3 
access 16-38 - 16-39, 16-41 
accessing 8-2 
bus snooping 8-3 
clock doubled operation 17-11 
color mode select 18-29 
color modes 8-1 - 8-2 
DC characteristics 4-1 
DC specifications 4-1 
disable power savings 17-12 
enable external RAMDAC 18-20 
lock writes 18-4 
LUT access alignment 18-20 
LUT write cycle control 17-11 
PCI bus snooping 18-5 
power down 17-11 
RS bits 3-2 18-19 
sense generation 8-3 
signature analysis 8-4, 18-32 

RAS 
delay rising edge 21-3 
inactive control 21-2 
low time select 7-4, 18-29 - 18-30, 21-2 
precharge time select 7-4,21-2 
signal drive strength 18-34 

read ordering 15-4 
read transfer cycle 7-12 
real mode 15-3 
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rectangle fill programming 15-18 
refresh, DRAM 7-4,16-19,18-10 
reset 

lPB 24-2 
read DMA pointers 22-4 
S3D Engine 22-4 
system 5-1 

revision status 18-1 - 18-2 
ROP 

list of 
select 

ROPBlT 

A-1 
19-14 

A-1 
row scan count 16-15 
RS bits 3-2 18-19 

5 

S3D Engine 
enable 22-4 
register mapping 19-1 - 19-2 
software reset 22-4 

SAM control 18-22 
SC 

delay by IClK 18-32 
fraction of DClK 18-27 
invert 18-27 
signal drive strength 18-34 
tri-state 18-4 

scaling 10-4 
Scenic Highway 11-1 
screen off 16-7 
SE 

delay falling edge 18-27 
fraction of DClK 18-27 
signal drive strength 18-34 
tri-state 18-4 

SENSE 
status of internal signal 16-3 

serial port 11-8 
add wait states 24-6 
addressing 18-33 
register 24-9 

SID mode select 18-28 
signature analysis 8-4 
source background color 19-10 -19-11 
source base address 19-4 
split transfer 

adress adjustment 18-27 
split transfers 18-17 

described 7-12 
enable 7-12 

start address 16-17 
start horizontal blank 16-12 

1-6 INDEX 
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start horizontal sync position 16-13 
start vertical blank 16-21 
stepping information 18-1 - 18-2 
streams processor 

blending 10-7,20-6 
chroma keying 20-5 
color space conversion 10-4 
color/chroma keying 10-7,20-3 
compose modes 10-5, 20-6 
double buffering 10-2,20-7 - 20-8 
FIFO control 10-8,21-1,21-3 
filter characteristics 20-2,20-4 
filter constants 20-5 
input data formats 20-2,20-4 
introduction 10-1 
mode select 18-28 
opaque overlay 10-6,20-11 
primary stream input 10-2 
primary stream stride 20-8 
primary stream window 20-15 
scaling 10-4,20-12 - 20-13 
secondary stream input 10-2 
secondary stream stride 20-11 
secondary stream window 20-16 
timeout counters 21-3 

stride 
DMA read 21-6 
source and destination (2D rendering) 19-6 
source and destination (3D) 19-26 
z-buffer 19-26 

STWR 
function select 17-8 

super VGA support 14-2 

T 

target abort 25-3 
test mode 

enable 18-8 
texel color format 19-31 
texture 

base address 19-27 
blend4 15-30 
border color 15-30, 19-27 
complex reflection 15-30,19-32 
decal 15-30, 19-32 
filter mode 19-32 
filtering 15-29 
lighting 15-30 
mipmap 15-29 
modulate 15-30, 19-32 
texel color format 19-31 
wrapping 15-30 
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texture wrapping 
enable 19-33 

tiling 
address 21-5 

timeout counters 21-3 - 21-4 
transparency 

See alpha blending 
transparent bit 19-13 
tri-state 

SC, SE, DSF 18-4 
tri-state off 

HSYNC 18-20 
PA[15:0] 18-28 
PD lines 17-2 
SC, SE, DSF 18-4 
VCLK 18-20 
VSYNC 18-20 

triangle programming 15-25 

u 

underline location 16-20 
unlocking 

configuration strapping registers 18-9 
Enhanced registers 18-12 
extended sequencer registers 17-1 
pseudocode for 13-1 
S3 VGA registers 18-9 
system control/extension registers 18-9 

V 

VCLK 
direction 17-9 
inversion of DCLK 18-4 

VCLKI 3-5, 17-3 
use for dot clock 17-3 

vertical blank 
end 16-21 
start 16-21 

vertical display end 16-19 
vertical filtering 10-8,20-13 
vertical retrace 

enable interrupt 16-18 
end 16-18 
start 16-18 

vertical sync 
active status 16-3 
control for power management 17-4 
polarity 16-2 

vertical total 16-14 
VGA compatibility 14-1,16-1 
VGA graphics mode select 16-34 
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VGA memory bus width 18-3 
VGA memory mapping 18-3 - 18-4 
video BIOS 

access enable (PCI) 25-5 
base address (PCI) 12-3,25-5 
ROM interface 12-1 

video display enable 16-32 
VRAM 

split transfers 18-17 
VSYNC 

delay by DCLK 18-26 
direction control 3-5 

W 

wakeup 13-1 
WE 

delay 18-33 
signal drive strength 
trailing edge delay 

18-34 
21-3 

word mode addressing 16-20, 16-22 - 16-23 
write ordering 15-4 

x 

X-Windows 15-32,18-20 

z 

z-buffering 
base address 19-24 
buffer update enable 19-33 
programming 15-26 
select compare mode 19-32 
select mode 19-33 
stride 19-26 
using MUX buffering 15-27 

INDEX 1-7 
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CORPORATE OFFICES 

S3 Incorporated Headquarters 
408-980-5400 
408-980-7791 (FAX) 
www.s3.com (World Wide Web) 

S3 Incorporated Asia Pacific 
852-2-831-7000 
852-2-893-2857 (FAX) 

S3 Incorporated Boston 
617-242-7707 
617-242-7709 (FAX) 

S3 Incorporated Florida 
305-476-6927 
305-476-0945 (FAX) 

S3 Incorporated Georgia 
770-729-6933 
770-729-6931 (FAX) 

S3 Incorporated India 
91-80-555-0888 
91-80-555-0718 (FAX)) 

S31ncorporated Japan 
81-3-5322-2065 
81-3-5322-2066 (FAX) 

S31ncorporated Taiwan 
886-2-757-6768 
882-2-757-6880 (FAX) 

S31ncorporated Texas 
214-479-9500 
214-479-9503 (FAX) 
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U.S. REPRESENTATIVES 

CALIFORNIA (NORTHERN) 
Trinity Technologies 
408-733-9000 
408-733-9970 (FAX) 

MASSACHUSETTS 
Compass Technology 
617-272-9990 
617-272-9992 (FAX) 

MICHIGAN 
MicroTech Sales Inc. 
313-459-0200 
313-459-0232 (FAX) 

MINNESOTA 
Gleason Associates Inc. 
612-447-7020 
612-447-7022 (FAX) 

NEW JERSEY 
Tritek Sales Inc. 
609-667-0200 
609-667-8741 (FAX) 

TEXAS (AUSTIN) 
C3 Sales Inc. 
512-338-1333 
512-338-9185 (FAX) 

TEXAS (DALLAS) 
C3 Sales Inc. 
214-733-0306 
214-733-0307 (FAX) 

TEXAS (HOUSTON) 
C3 Sales Inc. 
713-890-3733 
713-890-7717 (FAX) 

INTERNATIONAL REPRESENTATIVES 

CANADA 
Peak Marketing 
514-696-9298 
514-620-9621 (FAX) 

CHINA 
Fujian Joining Enterprises 
86-591-754-4482 
86-591-754-4485 (FAX) 

FRANCE 
Tekelec Airtronic S.A 
011-33-1-46-23-24-25 
011-33-1-45-07-21-91 (FAX) 

GERMANY 
Tekelec Airtronic GmbH 
011-49-89-51-64-173 
011-49-89-51-64-110 (FAX) 

ITALY 
Acsis S.r.1. 
011-39-2-4802-2522 
011-39-2-4801-2289 (FAX) 

JAPAN 
Innotech Corp. 
81-45-474-9037 
81-45-474-9065 (FAX) 

KOREA 
Damon Electronics Co. LTD 
82-2-588-5353 
82-2-588-1085 (FAX) 

Phil-Tek Corporation 
82-2-532-4125 
82-2-534-5460 (FAX) 

SINGAPORE 
Electronic Resources LTD 
65-298-0888 
65-298-1111 (FAX) 

TAIWAN 
Synnex Technology Int'I Corp. 
886-2-506-3320 
886-2-504-8081 (FAX) 

Promate Electronic Co. Ltd 
886-2-659-0303 
822-2-658-0988 (FAX) 

UNITED KINGDOM 
Manhattan Skyline Ltd 
011-44-628-778686 
011-44-628-782812 (FAX) 
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