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Typical sideband amplitudes calculated from these �f�o�r�m�t�i�.�l�~�s� are shown 
in graphical form in Fig. 1. In the case of FS keying, the relative ampli­
tudes of the sidebands. vary considerably as the amount of frequency shift 
is changed. For miscellaneous signals these line spectra do not exist but 
they do indicate the general distribution of energy over the band for a given 
signaling speed. 

Methods of Modulating the Carrier 

In AM telegraphy the carrier is usually modulated by simply interrupting 
it for the spacing condition. This is sometimes referred to as "on-off" 
keying. For low power and low frequencies the carrier may be keyed di­
rectly by electrical contacts. A more universally applicable method is to 

. use vacuum tubes or other nonlinear elements to effectively interrupt the 
carrier. In some cases it is practical to start and stop an oscillator source 
of carrier. 

The usual radio telegraph transmitter consists of an oscillator followed by 
a number of cascaded stages of amplification and frequency multiplication 
arranged to reach the desired output· frequency and power. For on-off 
keying the carrier is usually interrupted by suitably varying the plate or 
grid voltage of one or more of the stages. 

There are two general methods of obtaining frequency modulation: (a) 
The frequency of an oscillator may be modulated directly by suitably vary­
ing the frequency-determining circuit, (b) the output of a constant-frequency 
oscillator may be shifted in phase at such rates of change as to produce indi­
rectly the desired frequency variations. In the latter case the marking and 
spacing intervals of an FS signal would be formed by periods of constant 
rate of phase change versus time. Square wave reversals would therefore 
require a triangular shaped wave of phase versus time. Since the transmis­
sion of long periods of steady mark or space would therefore involve huge 
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phase swings, the modulator would have to be able to produce a steady phase 
rate of charge. A phase modulator capable of performing in this way while 
not producing undesirable phase discontinuities at the signal transitions 
becomes rather impractical. For this reason FS telegraphy usually utilizes 
the direct frequency modulation method. This may conveniently be accom-

(al SQUARE-WAVE AMPLITUDE MODULATION 

] I-STEADY CARRIER 

J~_ ~~~~II~_~I'_~I~~~ 
14 13 12 11 10 9 8 7 6 5 4 3 2 1 C 1 2 3 4 5 6 7 8 9 10 11 12 13 14 

ORDER OF SIDEBAND 

(b) SQUARE-WAVE FREQUENCY MODULATION 

I I , , , , , , 
1.0.-------------SPACE -m- MARK 

UJ ' , 
~0.5 : 1 DEVIATION RATIO. m = 1 
I-
:J 
D­
~ 
< O~L-~~-L-L-L~_J~~L_L-~J--L-L~~~ __ ~L_~~~~~~~~ 
~ 14 13 12 II 10 9 8 7 6 5 4 3 2 1 C 1 2 3 4 5 6 7 8 9 10 11 12 13 14 

~ 1.0 
J 

& m=2 

0.5 

SPACE - r-:, ----,-----, - MARK 

m =4 

! 

11 9 7 5 3 1 C I 3 5 7 9 11 15 13 11 9 7 5 3 1 C 1 3 5 7 9 11 13 15 

1.0 

0.5 

O~~~~~LL~~~~LLL_~ 

i,- SPACE--.----MARK_ i, 
m = 20 

1 1 

12 10 8 6 4 2 C 2 4 6 8 10 12 30 20 10 C 10 20 
ORDER OF SIDEBAND 

30 

Fig. 1.-Amplitude of sideband components for (a) square-wave amplitude modulation 
(b) square-wave frequency modulation. 

plished by the use of a reactance modulator which, by injecting a reactive 
component of current into the tuned circuit of the oscillator, varies the 
resonant frequency thereof. Such a modulator may be made linear so that a 
frequency shift proportional to the input voltage to the reactance modulator 
is obtained. 

To apply FS . telegraph signals to a radio transmitter the regular exciter 
oscillator is either replaced or modified by an arrangement providing a 
source of R.F. excitation that can be shifted in frequency in accordance 
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with the telegraph signal. All the stages are operated with full R.F. excita­
tion continuously to produce a constant amplitude carrier. 

As a matter of expediency frequency shift keying has sometimes been 
provided by switching between two independent sources of carrier· current 
separated in frequency by the desired shift. In such a case the frequency 
transitions involve sudden phase discontinuities of random values. This 
results in the instantaneous frequency swinging considerably outside the 
steady-state mark and space frequencies. If the band is wide, such 
as is the case in a radio transmitter, there results a very broad sideband 
radiation capable of causing severe interference to adjacent channels. If 
the band is narrow, as might be the case where sending filters are 
employed, the interference is eliminated but the amplitude transients result­
ing from the sudden phase shifts are capable of producing considerable 
distortion. 

Restriction oj Transmitted Band 

As seen above, square-wave modulation results in a wide spread of side­
band components which are of sufficient amplitude to interfere seriously 
with adjacent channels unless greatly attenuated. The transmitted band 
may be restricted either by the use of a band-pass filter centered about the 
carrier frequency or by a low-pass filter to suitably shape the modulating 
wave form. Band-pass filters are usually used if the power level is low and 
the frequency low enough to permit suitable filter construction. For multi­
channel systems the use of band-pass filters also permits efficient paralleling 
of the transmitting channels. For radio transmitters with a transmitted 
power measured in kilowatts, and with a frequency of several megacycles 
which is frequently changed to suit best the prevailing conditions, shaping 
of the modulating wave is the more practical method of restricting the trans­
mitted band. 

Insufficient attention has been given in the past to the envelope shape of 
the signals from on-off keyed radio transmitters. With the ever increasing 
crowding of frequency assignments it becomes more and more important to 
restrict the emission of unnecessary sidebands arising from keying. The 
envelope shape in on-off keying may be controlled by properly shaping the 
modulating grid or plate voltage wave. It is important that the stages 
following the keyed stage or stages be nearly linear, otherwise the wave 
shaping will be largely destroyed. In the case of frequency shift keying, 
on the other hand, the wave shaping is preserved after passage through class 
C amplifier or multiplier stages, and these may be operated for maximum 
efficiency. The greater ease of producing and maintaining the desired wave 
shaping, so necessary for close frequency spacing of channels, is one of the 
ol,ltstanding advantages of frequency shift keying. 
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ApPARATUS 

Typical FS Exciter for Radio Telegraph 

A typical FS exciter arrangement such as is often used with radio telegraph 
transmitters is shown in Fig. 2. A d-c. telegraph wave, after suitable shap­
ing, is caused to frequency-modulate an intermediate frequency of 200 kc. 
which, in turn, amplitude-modulates a radio frequency from a crystal­
controlled oscillator. The upper sideband of this latter modulation is an 
FS signal and is selected and amplified sufficiently to drive the first amplifier 
or multiplier stage of the transmitter. The 200-kc. oscillator is frequency­
modulated by a reactance modulator which, by feeding a leading or lagging 

F S EXCITER 

TRANSMITTING 
ANTENNA 

Fig. 2.-Block diagram of a typical FS transmitter. 

quadrature component of current into the oscillator tuned circuit, decreases 
or increases the frequency. By operating the reactance modulator within 
its linear range the frequency shift wave form is made the same as the d-c. 
telegraph wave form into the modulator. A d-c. amplifier stage, designated 
"keying circuit", is provided to furnish a modulating wave effectively iso­
lated from amplitude and wave front variations of the incoming telegraph 
signals. The d-c. telegraph signals may be polar or neutral and are often 
obtained from a tone demodulator unit which allows keying from a remote 
point by V.F. telegraph. The amount of frequency shift is adjusted by an 
amplitude control in the quadrature feed-back path to the 200 kc. oscillator. 
The shift may thus be varied tontinuously, or in definite steps to allow for 
subsequent frequency multiplications, by suitable attenuation controls. 
Controlling the shift in this manner keeps the instabilities of the reactance 
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modulator a constant percentage of the frequency shift, which would not 
be the case if the shift were adjusted by varying the amplitude of the modu­
lating wave. The use of a balanced instead of an unbalanced reactance 
modulator minimizes variation of the mean frequency and also allows the 
shift to be varied without affecting the mean frequency. 

The frequency-shift signal transitions are wave-shaped, to restrict side­
band radiation, by means of a low-pass ~lter in the d-c. telegraph signal path 
to the reactance modulator. The low-pass filtering is made adjustable to 
accommodate a range of signaling speeds. Frequency-versus-time wave 

DOTS PER 
SECOND: 

60 

100 

200 

240 

23-CYCLE 
DOTS WITH 
200 CYCLE 
SUPERIMPO­
SED PHASE 
MODULATION 

Fig. 3.-Frequency shift keye'r output wave forms. (a) Low-pass filtering adjusted 
to produce similar wave shapes at dotting speeds of 60, 100, 200, and 240 cycles. (b) 200 
cycle phase modulation superimposed on a 23 dots per second signal. 

forms from an exciter of the type described are shown for several keying 
speeds in Fig. 3a. The effect of wave shaping on the sideband components 
in the R.F. output of such an exciter is shown in Fig. 4. . 

Phase modulation may readily be added to the signalin this type of exciter 
by superimposing the desired sine wave modulating frequency on the tele­
graph signal wave input to the reactance modulator as indicated in Fig. 2. 
Figure 3b shows the keyer output wave form with superimposed phase 
modulation. The use of this type of phase modulation is considered later. 

To obtain optimum results in FS radio telegraph transmission and to 
allow close spacing of channels, a high degree of frequency stability is neces­
sary. An over-all frequency stability of ±100 cycles is desirable in a system 
using a value of frequency shift between 500 and 1000 cycles. A frequency 
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shift exciter of the type described above, with the crystal oscillator and 
200 kc. FS oscillator located in a temperature-controlled oven, usually has 
a frequency stability such that the mean R.F. carrier frequency may be 
held to within ±50 cycles up to frequencies of 20 mc over ordinary periods 
of operation on anyone frequency. One of the advantages of this type of 
exciter-is that small inaccuracies in crystal frequencies may be compensated 
for by adjusting the mean frequency of the 200 kc. oscillator. 

50r-------------.-------------~ 

o~~~~~~~~~~~~~~~ 
10 8 6 4 2 C 2 4 6 8 10 

ORDER OF SIDEBAND 

Fig. 4.-Effect of shaping FS transitions on amplitude of radiated sidebands. 100 
dots per second and 500 cycle frequency shift. The maximum and minimum wave shap­
ing conditions correspond to those used with 60 and 240 dots per second respectively in 
Fig. 3(a). 

Receiving Terminal. Arrangements 

Typical receiving terminal arrangements are shown in the block diagrams 
of Fig. 5. Up to point "a" in the arrangements the F5 and AM systems are 
identical, being of the usual H.F. superheterodyne type. The output from 
the second frequency-conversion stage may be either in the audio range or 
at a considerably higher frequency such as 50 kc. Following the second 
converter is a band-pass filter (shown at "b'" in Fig. 5) which determines 
the final over-all band width before demodulation. The two systems differ 
only in the method of demodulation. The AM (on-off) signals are amplified 
and rectified to give a d-c.telegraph signal. The FS signals are amplitude 
limited and passed through a frequency discriminating network and then 
rectified to give a d-ctelegraph signal. . Beyond this point the two systems 
are again identical. The d-c. signals pass through a low-pass filter to remove 
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carrier ripple and higher frequency noise components and are then amplified 
to a suitable level to operate automatic recording or printing apparatus. 
The d-c.signals may also be used to modulate an audio frequency so as to 
pass the signals to a remote point by multichannel voice-frequency carrier 
telegraph methods. 

DoC 
1------

TELEGRAPH 
SIGNALS 

V-F. 

Fig. 5.-Block diagram of a typical receiving arrangement for either AM or FS tele­
graph signals. 

_' The radio receiver portion of the terminals up to point "a" should be 
designed to have low noise and good selectivity. Extreme H.F. oscillator 
stability is necessary for either system if narrow band width operation is to 
be maintained without constant attention. An over-all frequency stability 
of ±50 cycles is desirable for the receiving terminal over a period of 6 to 
8 hours. Sufficient selectivity and amplifier capacity should be provided 
at all points to prevent overloading by unwanted signals or loss of automatic 
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gain control. In the following discussion those portions of the terminals 
beyond the second frequency converter will be given major attention. 

Experimental Transmitting and Receiving Arrangements 

For the laboratory transmission studies described in the following sec­
tions the transmitter and receiver were located nearby and connected to­
gether by means of an amplitude modulator and associated with various 
sources of noise designed to simulate quantitatively and under controlled 
conditions the variations which would 1?e encountered in the actual medium. 

Throughout the tests 7.42 unit start-stop signals were used unless other­
wise stated, and the speed was 60 words per minute (23 dots per second). 
Their peak distortion and bias were measured on a cathode-ray tube tele­
graph distortion measuring set. 

An exciter of the type shown in Fig. 2 was used as a source of signals. 
A frequency of 6.4 me. was employed, with the radio receiver connected to 
the exciter output through an amplitude modulator. This modulator was 
an electronic circuit permitting amplitude modulation of a frequency-shift 
signal to produce unequal mark and space amplitudes. This modulator 
was also used to amplitude-modulate a single frequency for the AM portions 
of the measurements. 

A temperature-limited diode together with a two-stage tuned amplifier 
was used as a source of thermal noise centered around 6.4 me. A polar 
relay driven by 60-cycle a-c and arranged to produce sharp polar impulses 
from the discharge of small capacitances connected to its contacts was used 
as a source of impulse noise. The noise level was adjusted by an attenuator 
and mixed with the 6.4 me. carrier of the exciter. A minimum amount of 
wave shaping was used, so that the modulation may be considered as having 
been essentially square-wave. 

Receiving Arrangements 

The experimental data submitted in the following discussion was obtained 
from reception through a laboratory setup essentially like that shown in 
Fig. 5. The radio receiver proper was a commercial type of H.F. super­
heterodyne. The output of the second frequency converter was i.n the audio­
frequency range, which enabled the use of various band-pass filters at "b" 
of the type used in voice-frequency telegraph systems. The amplitude 
limiter was effective over an imput range of -60 dbm* to above +20 dbm. 
The pass-band characteristics of the radio receiver and of the several band­
pass filters used in position "b" are shown in Figs. 6 and 7 respectively. 
Unless otherwise stated, the frequency shift signals were centered about 

* The symbol dbm signifies "db referred to one milliwatt". 
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Fig. 7.-Attenuation versus frequency characteristics of bandpass filters shown at 
(b) in figure 5. 
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2125 cycles and were demodulated by a linear discriminator centered about 
2125 cycles as shown in Fig. 8. The characteristics of the low-pass filtering 
are shown in Fig. 9. These low-pass filters were adjusted by oscillographic 
observation of the signal wave form and had cut-off characteristics giving 
very little characteristic distortion:!. The d-c. amplifier was a high-gain 
nonlinear type 'designed so as to have a square-wave output having transi­
tions established by the passage of the demodulated voltage wave through a 
narrow amplitude range. The amplitu~e and wave front slope of the de­
modulated wave thus had no effect on the output wave form and could not 
affect the distortion measuring equipment. 
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Fig. 9.-Attenuation versus frequency characteristics of low-pass filters. 

EXPERIMENTAL RESULTS 

Band Width Before Demodulation 

The band width before demodulation determines the amount of noise and 
interference which is to be accepted along with the desired signal and thus 
largely determines the signal-to-noise condition at the antenna at which 
the system fails to receive intelligence. The band width at this point 
(point "a" in Fig. 5) also limits the signaling speed capabilities of the system. 
In the following experimental data the values of band width were measured 
between the points of 6 db loss above that at midband. 

Effect on Signaling SPeed 

For both methods of signaling considered here the band width must be 
at least twjce the maximum signaling speed in dot-cycles per second but it 
is found that signal distortion rises rapidly for a band width less than three 
times the maximum signaling speed, and that a factor of at least four times 
is indicated for a system which is to have reasonably low distortion with any 
margin of safety. The signaling speed capability of a given band width is 
nearly the same for FS signals as for AM (on-off) signals. In Fig. 10 is 



FREQUENCY SHIFT TELEGRAPHY 277 

shown the over-all signaling frequency response to FS and AM signals for 
a nominal band width at point "a" of about 740 cycles. It will be noted 
that the FS method is but slightly inferior and that both systems fail at a 
frequency of approximately one-half the band width. 

Effect. on Noise: 

The effect of thermal noise on distortion for bandwidths of 115, 230, and 
740 cycles is shown in Figs. 11 and 12. The rms. noise-to-carrier ratios 
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Fig. 1O.-0verall frequency response of a 740-cycle band to AM and FS signals. 
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Fig. 11.-Peak distortion versus thermal noise for FS transmission-80-cycle cutoff 
low-pass filter. 

indicated in the figures were measured in the 3300-cycle band of the radio 
receiver in all cases. The actual noise-to-carrier ratio existing in the trans­
mission band used was lower and may be obtained from the following table. 
The values of correction are from rms. measurements. 

PASS BAND AT POINT "a" 
1920 cycles 

740 
230 
115 

CORRECTION TO BE MADE 
-2.3 db 
-6.5 
-11.6 
-14.3 
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For AM signals, Fig. 12, varying the bandwidth has little effect when the 
telegraph signal distortion is less than 15%. Although the wider bands 
accepted more noise power, this added noise merely produced high-frequency 
noise components which were removed by the low-pass filter. This added 
noise does, however, cause the peak noise to exceed the signal amplitude at 
a lower noise-to-carrier ratio and cause failure before that for a narrower 
band condition. 

In the case of FS signals, Fig. 11, changing the bandwidth and the fre­
quency shift simultaneously, and in approximately the same proportion, 
alters the whole distortion characteristic. At low noise levels a wider band 
with a greater frequency shift gives an improved signal-to-noise condition. 
However, as the noise level is increased the wider band causes the peak noise 
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Fig. 12.-Peak distortion versus thermal noise for AM transmission-80-cycle cutoff 
low-pass filter. 

to exceed the carrier at a lower noise level than with a narrower band. Thus 
a chapge to a wider band gives less distortion at low noise levels and more 
distortion at high noise levels. This results ina much more sharply breaking 
distortion characteristic for the wider band. This behavior is typical of 
frequency modulation systems in general. 

Although the noise actually passed by the 740-cycle band filter was 
approximately 8 db above that passed by the 115-cycle band filter, the dif­
ference in the failure points (35-40% distortion) for the two bandwidths' 
will be seen to be only about half this amount in db for both AM and FS. 
This phenomenon is typical of carrier telegraph systems when compared 
at the same signaling speed. This means that it is not particularly beneficial. 
to decrease band width to obtain lower distortion under high noise condi­
tions. The main reason for narrow bands is for more economical use of 
frequency space. 

As to the comparison between FS and AM, the FS method has an advan-
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tage of 2.5 to 4.5 db at a distortion of 35% to 40%, corresponding to the 
selector failure point of the usual tel.etypewriter. From a signal-to-noise 
standpoint it is thus seen that the gain in changing to the FS method is 
approximately equal to the resulting increase in average transmitted power 
of about 3 db. A comparison at a lower distortion such as 15% shows 
an advantage of 4 to 6 db. At a still lower distortion the 740-cycle band, 
because of the higher deviation ratio, shows an improvement of over 10 db. 
In this region the slopes of the curves make accurate comparisons impossible 
due to the masking effect of other sources of distortion. These large im­
provements at low noise levels are similar to those associated with wide­
band FM broadcast systems. However, in carrier telegraph transmission 
the criteria are so different that the difference between a nearly perfect 
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Fig. 13.-Peak distortion versus impulse noise for FS transmission-SO-cycle cutoff . 
low-pass filter. 

circuit and one of small distortion is not of great importance except when a 
large number of telegraph sections are to be operated in tandem. From a 
practical standpoint the improvement in signal-to-noise is not more than 
about 6 db for equal band widths. 

In Figs. 13 and 14 similar characteristics are shown for the case of impulse 
noise. The noise level values of these curves are purely relative since no 
attempt to measure the peak noise was made. The comparisons between 
AM and FS, and between different band widths, agree closely with those 
for thermal noise. 

Effect of Limiter on Signal-to-N oise Ratio 

The limiter in the FS system is a high-gain nonlinear amplifier which 
delivers to the frequency discriminating networks an essentially square wave 
having transitions coinciding with the passage of the instantaneous voltage 
of the input carrier signal through zero. The limiter thus passes only the 
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frequency or phase changes of the signal. N oisevoltages which are small 
compared to the signal cause approximately linear phase modulation of the 
signal and this is passed through the limiter. The amount of frequency 
deviation thus imparted to the carrier by a given component of noise is 
proportional not only to its amplitude but also to its frequency separation 
from the carrier. This gives rise to the so-called "triangular noise spec-
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Fig. 14.-Peak distortion versus impulse noise for AM transmission-SO-cycle cutoff 
low-pass filter. 
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trum"4 when a linear frequency discriminator is used. If the limi'ter is 
removed from the frequency-shift terminal the noise components in phase 
with the carrier as well as those in quadrature therewith are allowed to reach 
the frequency discriminating network. For a balanced type discriminator 
this increases the demodulated noise for small amounts of noise about 3 db. 
In Fig. 15 is shown the effect of removing the limiter from the circuit. The 
limiter is seen to have little effect on the failure point, but an improvement 
of 2 to 4 db is shown in the 5 to 12% distortion region. 
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Other beneficial effects resulting from the use of a limiter are discussed 
below under "Level Variations". 

Demodulation of Frequency Shift Signals 

It is desirable that the frequency discriminating network be of the bal­
anced type having two branches allowing differential combination of the 
two rectified outputs. This minimizes the response to amplitude modula­
tion not eliminated by the limiter. Two general types of networks have 
been in common use for FS telegraph. One consists of two bandpass filters 
centered about the mark and space frequencies respectively and effectively 
dividing the total band into halves. The other consists of a two-branch 
network each branch of which has a varying amplitude characteristic extend-
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ing over the complete transmission band and usually well beyond. The 
amplitude-versus-fre'quency -characteristics of these two branches have 
opposite slopes and are of such shape that differential combination of their 
rectified outputs results in an approximately linear voltage-versus-frequency 
curve, passing through zero at midband. (Fig. 8) 

In Fig. 17 is shown the characteristic of a two-bandpass-filter type of dis­
criminator which was used in early frequency shift terminals. The charac­
teristic is fairly flat near the mark and space frequencies so that this type 
of discriminator does not produce a triangular noise spectrum. In Fig. 18 
is shown the type of discriminator characteristic obtained by the use of two 
narrow bandpass filters. In this case there is no broad flat region around the 
mark and space frequencies and an intermediate type of characteristic (ap­
proaching the linear type) is obtained. 

With the linear type of discriminator the demodulated noise has the well 
known triangular spectrum and, as illustrated previously, the signaling 
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speed capability is essentially the same as an AM system of equal band 
width. 

To compare experimentally these two general types of discriminators a 
740-cycle band system with linear discriminator and 350-cycle shift was 
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compared with a system with a bandwidth of about 1.900 cycles, a discrimi­
nator consisting of two 740-cycle bandpass filters, and an 850-cycle shift. 
The results are shown in Fig. 19. The two systems are seen to reach failure 
distortion values at the same signal-to-noise point, with the linear dis­
criminator becoming about 3 db superior at distortions around 5%. A 
second comparison was made using roughly equal bandwidths. A 295-cycle 
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band with a discriminator consisting of two bandpass filters and 170-cycle 
shift was compared with a 230-cycle band with a linear discriminator and a 
shift of 140 cycles. The results are shown in Fig. 20. The linear dis­
criminator in this case appears to fail slightly sooner but shows a superiority 
of about 2 db in the 5% distortion region. Due to the rounded character-
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is tic of the two bandpass filters used as a discriminator in the second com­
parison (Fig. 18) the difference in discriminators is less than in the previous 
test. It has been found5 that for a given signaling speed capability almost 
twice the bandwidth is required if a two-bandpass-filter discriminator is used 
instead of the linear type. This added band width does not appear to cause 
any loss in signal-to-noise capabilities as to the failure point. The less sharp 
breaking point, however, makes the linear discriminator superior for moder-
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ate and low distortions. For a system occupying a given bandwidth the 
two-bandpass-filter discriminator provides some improvement at the failure 
point but is still somewhat inferior to the linear discriminator at moderate 
distortions. More importantly the two-bandpass-filter discriminator im­
pairs the signaling speed capabilities to an extent which depends upon the 
;shape of the cutoff of the filters used. 

Bandwidth After Demodulation (Low-Pass Filtering) 

In an Am system the low-pass filtering after demodulation can, to a large 
degree, make up for a greater than necessary bandwidth before demodula­
tion. During marking intervals the added noise admitted by a wide band 
causes noise in the demodulated output at frequencies higher than the signal­
ing frequency and this can be filtered out, unless the noise is so great as to 
over-modulate the carrier. During spacing intervals there is no carrier and 
hence only the noise is rectified. Added noise admitted by a wide band 
causes not only higher-frequency components in this rectified noise, which 
may be filtered out, but also an increase in the d-c. component. This tends 
to cause marking bias of the received signals as the noise level increases. 

In an FS system, where the carrier is present continuously, the added 
noise from a wider band produces high-frequency noise components in the 
demodulated output which can be filtered out by the low-pass filter if the 
noise level is low. As the noise level increases there are short intervals 
when the noise envelope exceeds the carrier. The action of the limiter is 
to give preference to the greater signal, in this case the noise, and since the 
noise will appear to the discriminator as a carrier fluctuating around mid­
band as a center, the demodulated output momentarily dips toward zero. 
As the noise increases, the duration and frequency of these holes in the signal 
increase. The low-pass filter, by excluding frequencies considerably in 
excess of the maximum signaling speed, prevents these holes in the signal 
from producing false or extra transitions in the telegraph signal output. 
The low-pass filtering, however, cannot prevent the true transitions from 
being displaced by this type of noise component since the signal is obliterated 
momentarily. Its most important function is to prevent a breakup in the 
signal output until a fairly high distortion is reached. For noise peaks 
exceeding the carrier the low-pass filter of an AM system also serves much 
the same purposes. 

In Fig. 21 is shown the effect of changing the bandwidth of.the low-pass 
filter in an FS and in an AM system in the presence of thermal noise. The 
effect of a narrower low-pass filter is seen to consist mainly in shifting the 
breaking point toward a higher noise level. Similar characteristics for the 
case of impulse noise are shown in Fig. 22. 



FREQUENCY SHIFT TELEGRAPHY 285 

Magnitude of Frequency Shift in Relation to Bandwidth 

A frequency-shift transient in a band of given width has a wave shape 
much like that of an amplitude transient in the same band provided the shift 
is symmetrical and not over 50% of the bandwidth.6 If the frequency shift 
approaches the total width of the band the transient is of such shape as to 
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cause distortion and to make the system more susceptible to noise. A very 
small shift results in a low amplitude of demodulated signal, which is more 
readily distorted by noise and biased by frequency drifts. It is of interest, 
however, that the signal-to-noise ratio of the demodulated signal is not 
proportional to frequency shift for high noise conditions. As described 
before, noise peaks tend to reduce momentarily to zero the output from a 
balanced discriminator. The amplitudes of the dips or holes are thus about 
one-half the demodulated signal amplitude for any value of shift. This 
tends to maintain a constant signal-to-noise condition and this characteristic 
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is illustrated by Fig. 16 in which the breaking point with a laO-cycle shift 
occurs only 2 db before that with a 400-cyc1e shift although the difference in 
actual sigrial amplitude is 12 db. Figure 23 shows the effect on signal-to­
noise ratio of progressively varying the frequency shift while the bandwidth 

Z 0 
IO 
~i= 
I a: -2 
~~ 
0!!1 
~o -4 
4: x: 
0::4: 

:'-l 
0:: 0.. -6 
~f-
o::Z 
o::W 
4: u -8 
uo:: 
oW 

00.. 
7!!:! -10 

~t3 
~g-12 
rIl° 

TWO BAND-PASS FILTER 
DISCRIMINATOR (19201\.1 BAND) 

I--- f--;;;----= 
~- .... .t~ 

" ;/" ........ /L II LINEAR DISCRIMINATOR 
I (7401'\) BAND) 

.. 
' .. 

II 
I 

~ lE-14 
a: 0.. 0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 

FREQUENCY SHIFT IN KILOCYCLES PER SECOND 

Fig. 23.-Effect of magnitude of frequency shift on distortion produced by thermal 
noise-SO-cycle cutoff low-pass filter. 

Z Ig 0 
ua: 
IO 
~:n -2 
0 0 
~~ -4 
a::UJ 
a: 0.. 

~~ -6 
a:UJ 
4:U 
Yffi -8 
80. 
~~-IO 
(/)(/) 

o~ 
z:::> -12 
(/)0 
~O 

L 
Ll( 

/f 
'i 

/ -I~~:SHIFT: -300 N 
~ ---lOON 

! II 

V " --- I"- .... 1\ 
-"<\ " 

" , ~ 
\ \ 
\ \ 

\ 
\ \ 

\ 
\ a::a:: -14 

n. -400 -300 -200 -100 0 100 200 300 400 
FREQUENCY DRIFT IN CYCLES PER SECOND 

Fig. 24.-Effect of ·frequency drift on distortion produced by thermal noise in FS 
transmission-740-cycle band and 80-cycle cutoff low-pass filter. 

is kept constant. There is a fairly broad region in which the signal-to-noise 
ratio is little affected by the amount of frequency shift. For optimum 
results a frequency shift of 50% to 60% of the band width is indicated, and 
thus has been used in most of the experimental results given herein. 

Frequency Instabilities 

Frequency drift of the carrier input to the receiving terminal in general 
causes biased signals and if severe enough results in failure of the system. 
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In Fig. 25 is shown the effect of frequency drift on signal bias in an AM 
system,. In an AlVI system little bias is produced until the carrier reaches 
the cutoff region of the filter. The bias then becomes rapidly negative due 
to the increased loss and decreased amplitude of demodulated signal. When 
an automatic gain control arrangement is used the bias becomes positive 
due to a distorted envelope shape. The demodulated wave form deter­
mines the degree of sensitivity to frequency drift and depends on the band­
width both before and after demodulation. 

In an FS System using a linear discriminator, frequency drift changes 
the d-c. component of the signals and thus changes the operating point on 
the demodulated wave. The amount of bias depends upon the slope of the 
wave front and is thus affected by the amount of low-pass filtering. The 
effect of frequency drift on bias for a number of FS systems is shown in Figs. 
26 and 27. If a two-bandpass filter type of discriminator is used the system 
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Fig. 25.-Signal bias versus frequency drift for AM transmission in a 740-cycle band. 

is insensitive to moderate frequency drifts due to the fiat pass bands as illus­
trated in Fig. 26. The relative shape and amplitude of the signal from a 
linear discriminator does not change appreciably with frequency drift; 
only a d-c. displacement occurs. This makes it desirable to have the low­
pass filter coupled to the output amplifier· by a network which passes only 
the useful signaling frequencies and blocks the d-c. and very slow drift com­
ponents. When this is done the effect of frequency drift on bias is not 
greatly different from that for an AM system, as may be seen by comparing 
the dotted curves on Figs. 26 and 27 with Fig. 25. 

The general method of performing this d-c. elimination is illustrated in the 
block diagram of Fig. 29. The output from the low-pass filter is passed 
through a coupling network which blocks the d-c. and passes the useful 
signaling frequencies. The output of the coupling network is passed 
through a positive feedback nonlinear amplifier which has but two output 
conditions representing the mark and space of. the telegraph signal. The 
feedback network passes d-c. and low freq':lencies so as to just compensate 
for the loss of the coupling network. The time constant of the coupling 
network may be made large enough so that the signal wave form into the, 
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d-c. amplifier is practically the same as at the output of the low-pass filter. 
The operating point on the demodulated wave may be readily adjusted by 
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adjusting the bias voltage at the input to the d-c. amplifier. This arrange­
ment differs from the impulse type of d-c. elimination, in which the demodu­
lated wave form is effectively differentiated to form pulses but a fraction of a 
.unit dot in length. 
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When d-c. elimination is used, operation with FS signals dec entered in the 
pass band causes little bias but it does cause a loss in signal-to-noise ratio, 
especially at high noise levels. Due to the effect of noise peaks in causing a 
dip toward zero in the demodulator output, the effect of noise becomes 
exaggerated during the signal condition which is farther from midband. 
This change in signal-to-noise condition with frequency drift is shown in 
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Fig. 29.-Block diagram of dc. elimination and restoration method used to minimize 
signal bias caused by frequency drift. 

Figs. 24 and 30 .. A comparison between a two-bandpass-filter discriminator 
and a linear discriminator with d-c. elimination as regards frequency drifts 
in the presence of noise is shown in Fig. 31. 

Radio telegraph systems operating in the H.F. region require a high degree 
of frequency stability if narrow bandwidths are to be used. Because of 
the several frequency conversions involved a number of different oscillators 
or frequency sources are involved but usually the major burden of frequency 
stability rests on the transmitter exciter and the high-frequency beatiJ;lg 
oscillator of the receiver. 

Various methods of automatic frequency control may be used to hold the 
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carrier input to the demodulator at the correct frequency. In the case of 
FS signals the control may be arranged to operate only on the marking fre­
quency or to utilize both the mark and space conditions. It is preferable 
to have inherent frequency stability rather than to compensate for the drift 
at the receiving end sinceit is difficult if not impossible to provide an auto­
matic frequency control which will not reduce the transmission capabilities 
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of the system in the presence of noise and other interference. Best results 
are obtained if the frequency stability is high enough to require but a very 
slow correction, which usually dictates some mechanical rather than elec­
tronic tuning arrangement. Manual retuning may be found satisfactory 
where stability is reasonably good provided care is taken in making the ad­
justments. Suitable frequency stability with the retention of flexibility in 
frequency adjustment may be obtained by frequency sources making use of 
a combination of crystal oscillators and high-stability variable oscillators of 
lower frequency. 
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Level Variations 

Extreme and rapid variations of received level exist in H.F. radio trans­
mlSSlOn. It is upon the ability to accommodate these level variations that 
the merits of an H.F. radio telegraph system must largely be judged. FS 
telegraph shows its outstanding advantage in this respect. 

In an AM" system in order to obtain zero-bias signals and optimum signal­
to-noise conditions the operating point must be near the half amplitude point 
on the demodulated wave. This means that complete failure will result for 
a drop in level of 6 db unless some compensating arrangement is provided. 
The slope of the bias-versus-level characteristic depends upon the slope of 
the demodulated wave which in turn depends on the bandwidth of the sys­
tem and upon the degree of low-pass filtering. The bias-versus-level char­
acteristics of some AM systems are shown in Fig. 28. Where the level 
variations are relatively slow compared to the signaling speed, automatic 
gain control circuits can be used to maintain a nearly constant level into the 
demodulator. However, where large rapid level changes occur, as in the 
H.F. range, it is seen that a narrow band AM system would fail completely 
regardless of the amount of transmitted power. For printer operation 
over an AM system in the H.F. range a fairly wide band and little low-pass 
filtering should be used, so as to keep the wave shape of the signals as 
square as possible and thus obtain a fairly flat bias-versus-level charac­
teristic. By adjusting the operating point low on the demodulated wave, 
approaching the spacing noise level, the greatest possible range of acceptable 
rapid level change will be obtained. The slower level change components 
may be handled by the usual automatic gain-control circuits. This will 
cause the bias of the signals to average somewhat marking but the peak 
distortions will be kept to a minimum. 

In an FS system no bias is produced so long as both the marking and spac­
ing frequencies are affected alike, with their received levels remaining equal. 
Such non-selective fading conditions cause no distortion even when they 
occur at quite rapid rates. If a balanced type of discriminator is used, 
amplitude limiting is not essential to obtaining this immunity from non­
selective variations in attenuation. It is only when the mark and space 
levels are different that bias results. In Fig. 32 are shown bias versus mark­
to-space level ratio characteristics both with and without a limiter. More 
bias exists when there is no limiter because the amplitude of the demodulated 
wave is directly affected and consequently the low-pass filtering also becomes 
a factor. With a limiter the amplitude of the demodulated wave is held 
constant and the amount of low-pass filtering has no effect on bias. Some 
bias is still produced, however, due to the differently shaped frequency 
transients in the passband of the receiving system when a level change occurs 
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Fig. 33.-Signal bias versus mark-to-space level ratio in FS transmission--:-80-cyc1e 
cutoff low-pass filter. 

at the moment when the frequency changes. In Fig. 33 this bias effect is 
demonstrated for various bandwidths. For moderate mark-to-space level 
ratios the bias effect is small and linear, with a slope which usually varies 
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inversely with a change in bandwidth. At extreme level differentials the 
bias may rise very rapidly due to the amplitude and phase characteristics 
of the input passband; transients from the greater amplitude condition may 
severely interfere with the lower amplitude condition. For the types of 
bandpass filters used in the tests it appeared that the amount of level dif­
ference required to produce 20% bias did not change greatly with band­
width. Severe wave shaping of the signal at the transmitter was found to 
be an aid in reducing the bias effect due to such transients but the charac­
teristic distortion became too great to give any practical improvement. 

The fading modulator used in obtaining the data for Fig. 33 caused no 
change in phase. . Selective fading over an actual radio circuit would involve 
considerable phase shift and greater distortion might be expected. The 
data of Fig. 32 were obtained by use of the phase control associated with the 
crystal filter of the radio receiver to vary the loss-versus-frequency charac­
teristics of the receiving pass band and thus cause unequal mark and space 
amplitudes. This method gave an amplitude and phase characteristic for 
the transmission band more like that over an actual radio circuit. 

MULTIPATH PROPAGATION EFFECTS 

The rapid fading conditions prevailing in the H.F. range are brought 
about by multipath propagation. Under such conditions, the signal in­
duced in a receiving antenna by a distant transmitter may be the resultant 
of two or three separate waves each propagated over a different path. If 
two waves arrive over paths differing in length by an odd number of half 
wavelengths the resulting 1800 phase difference causes maximum cancella­
tion. On the other hand if the paths differ in length by an integral mul­
tiple of whole wavelengths the waves arrive in-phase and maximum rein­
forcement results. The difference in path lengths may at times be as great 
as 500 to 1500 kilo~eters (delay times of 2 to 5 milliseconds) which in the 
H.F. region corresponds to thousands of wavelengths. Under these maxi­
mum conditions waves at one frequency may arrive in phase while waves at a 
frequency a few hundred cycles away may arrive in phase opposition. Since 
the path lengths are constantly changing, the transmission at a given fre­
quency is subject. to wide variations in amplitude and phase with time. 
When the difference in path lengths is not great enough to cause frequencies 
in one portion of a communication channel to fade differently from those in 
another portion the term "non-selective" or "flat" fading is applied. When 
the difference in path lengths becomes great enough to cause considerable 
amplitude or ph~se distortion over the transmission band the term "selec­
tive" fading is used.' Since the propagation paths existing at a given 
moment vary for different antenna sites, the fading patterns obtained from 
two or three antennas separated by several wavelengths usually show a 
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considerable phase difference so that a given frequency is not likely to fade 
into the noise level at all antennas simultaneously. By employing separate 
receivers for each antenna and suitably combining or selecting the demodu­
lated outputs, a syst'em is obtained which is much less susceptible to fading. 
Such a method is called space diversity reception. Inasmuch as fading over 
a given combination of paths is highly selective with respect to frequency 
much the same effect is obtained by frequency diversity reception. When 
this method is employed the intelligence is transmitted on two or more fre­
quencies simultaneously and then received by separate receivers from a 
single antenna and the resulting demodulated signals combined or selected 
as for space diversity. 

In te~egraph transmission large differences in delay over two separate 
propagation paths cause the telegraph signal transitions to arrive at different 
instants over the two paths. Thus, there are intervals of overlap when a 
marking condition is received over one path and a spacing condition over a 
second path. When two components of nearly equal amplitude arrive at 
nearly 1800 phase difference a signal transition may involve large and sudden 
amplitude and phase changes. The resulting transients in the bandpass 
networks of the receiving equipment may cause fortuitous distortions con­
siderably greater than the difference in delay times over the two paths. 
The wider the pass band of the receiving system the shorter the duration of 
these fortuitous transients and hence the less the distortion. This phe­
nomenon is one of the determining factors in the selection of bandwidth and 
frequency shift to be used in a given application of FS telegraphy. It 
becomes of increasing importance when the circuits are long and at higher 
signaling speeds such as are used in time-division multiplex methods. 

In an AM system the effect of large differences in path lengths is usually a 
filling jn of the spacing intervals with resulting markipg bias. In an FS 
system the overlap time and associated transients may add to either mark­
ing or spacing intervals in a random fashion depending on the amplitude and 
phase conditions at each transition. The overlapping of the mark and space 
frequencies in FS transmission can sometimes be heard in an AM receiver as 
short pips of audio tone at each transition, the audio tone being the beat 
between the two frequencies. 

Use of Superimposed Phase M'odulation 

Superimposed phase modulation has sometimes been employed as a 
simple means for achieving a certain amount of frequency diversity both in 
AM and FS telegraph systems. This consists in causing the radiated signal 
to oscillate continuously through a small phase angle at a rate relatively 
high compared to the dotting speed. Phase modulation spreads the energy 
of the signal over a wider frequency band so that the complete loss of the 
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signal through selective fading becomes less probable. The spectra gen­
erated by sinusoidal phase modulation of 1.0, 1.4, and 2.0 radians are shown 
in Fig. 34. Most of the energy is seen to be concentrated in the carrier and 
first order sidebands. Less than 1.0 radian of modulation results in too 
little amplitude of the sidebands, while more than 1.5 radians results in too 
wide spread of energy outside the first order sidebands. The center three 
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Fig. 34.-Frequency spectra for sinusoidal phase modulation. 

components are equal at about 1.4 radians. In the case of FS the phase 
modulation frequency appears as a variation in amplitude of the signals from 
the discriminator. For AM no additional amplitude variation is caused by 
the phase modulation if there is no selective attenuation in the medium, 
but if such exists the phase modulation frequency or a multiple thereof 
appears in the rectified signal. To permit these unwanted amplitude varia­
tions to be removed by the low-pass filter so as not to break up the signals, 
the phase modulating frequency should preferably be ten or more times the 
maximum signaling frequency. 
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A test of superimposed phase modulation on FS signals was made over a 
radio circuit approximately 200 miles in length. A frequency shift of 850 
cycles, and one radian of 200-cycle phase modulation, was used. A 60-
word-per minute test sentence was transmitted and received without space 
diversity. It was found over a period of several hours that the phase modu­
lation, on the average, gave a decrease in printed errors of about 50% when 
the error rate was in the proximity of 1 to 2%. For short intervals the re­
duction in errors was often considerably greater. The use of 200-cycle 
phase modulation when space diversity is used provides little or no imp~o·ve­
ment and is therefore undesirable. 

A more effective way of employing phase modulation with FS signals 
would be to use a phase swing of ±1.4 radians at a frequency of 2 to 3 times 
the frequency shift and to demodulate separately the three major com­
ponents of the signal, thus obtaining in effect a triple-frequency diversity 
system. This of course involves quite a wide transmitted band, but it 
might be of use in cases where space diversity is impossible, such as on 
board ships. When a space diversity arrangement is feasible it is much to 
be preferred. 

Diversity Operation 

To obtain reliable operation in the H.F. range it is common practice to 
employ space diversity reception. The use of frequency diversity, with the 
increase of transmitted power and greater frequency space required, is sel­
dom justified if space diversity reception can be arranged. For AM radio 
telegraph, double or triple-space diversity receiving arrangements are 
frequently used. Since an FS signal generally covers more frequency 
space, it is even more likely to be mutilated by selective fading than an 
AM signal. It has been found, however, that a double-space diversity sys­
tem for FS signals usually gives sufficient diversity action provided it is of a 
type that permits switching between channels at signaling speed without 
causing appreciable distortion. This is necessary since it is a frequent 
occurrence that the mark of one channel may fade, leaving a good space, 
while the opposite may occur on the second channel. Since an FS system 
can accept rapid level changes, the main purpose of diversity methods is to 
insure that both the mark and space portions of the signal will be received 
above the noise level. In the case of AM telegraph, since it cannot accept 
rapid level changes, diversity operation is important not only in keeping the 
signal above the noise but also in averaging out some of the rapid level 
changes. For this reason AM systems usually show considerable improve­
ment in going from double to triple diversity. It would be expected that a 
like change would show much less improvement in an FS system. 
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Diversity Channel Selection 

The method employed to combine or select the channels 01 a diversity 
system is of great importance. For an AM system the relatively simple 
method of using a common load circuit for the diode detectors of the diver­
sity channels is generally used. By deriving a common AVe voltage from 
the combined output and by properly adjusting the receiver sensitivities a 
fairly constant output is obtained. The parallel connection of the diode 
detectors causes the stronger signal to effectively block the weaker signal 
thus giving a fairly sharp diversity selection characteristic. The problem 
of combining the diversity channels of an FS system is more complicated 
mainly because of the amplitude limiting. If amplitude limiting is used in 
each diversity channel before demodulation, the resulting constant ampli­
tude signals convey no information as to their relative amplitudes as re­
ceived from the antennas. Any diversity selection must then be obtained 
by some indirect method. It is necessary to furnish some selecting device 
since the noise from a faded channel, if added directly to a good signal from 
another channel, will cause high distortion. 

In an early frequency shift system employing a two-bandpass filter dis­
criminator (shown previously in Fig. 17) it was found that for a poor sig­
nal-to-noise condition the sum of the outputs of the mark and space rec­
tifiers increased above that for a good signal-to-noise condition. This 
increase was utilized to suppress the output of the poorer channel and em­
phasize that of the better channel. Although neither the degree of diversity 
selection nor the speed of response was as good as might be desired, fairly 
satisfactory results were obtained. 

Another method which has been used involves the derivation of control 
currents or voltages proportional to the amplitudes of the incoming signals 
which in turn select the better diversity channel by some type of gate action. 
The time constants of the control circuits must be low enough to permit 
switching at signaling speed without introducing considerable distortion. 
The gate circuits must also be of a type which does not introduce interfering 
transients or otherwise allow the control voltages or currents to interfere 
with the signal. This method permits very sharp diversity selection and 
has the capability of approximating ideal results although it becomes some­
what involved in a practical form. 

A considerably simpler method has been used in some of the more recent 
FS terminals. It is based on the use of a single-amplitude-limiter through 
which pass the signals of both diversity channels. This is made possible 
by arranging the two signals at the input to the limiter to be at different 
frequencies. At the output of the limiter the two signals are separately 
demodulated and then combined. When one of the signals is considerably 
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greater in amplitude than the other at the input to the limiter the relative 
difference in level is increased by an additional amount of about 6 db at the 
limiter output. The limiter output may be considered as the stronger sig­
nal . frequency-modulated by the weaker signal. For small modulation 
indices the amplitude of the first order sideband is approximately one-half 
the modulation index thus explaining the 6 db added difference in level at 
the limiter output. As the input levels approach equality the added level 
difference decreases to zero. A block diagram indicating the arrangement of 
such a diversity system is shown in Fig. 35. Tests were made of both paral­
lel and series connections of the two discriminator outputs. With a parallel 
connection the discriminator having the greater output blocks the rectifier 
output of the other discriminator and thus gives a sharp diversity selection 
characteristic. However, the level ratio of the channels at which a switch 

ANTENNA 

Fig. 35.-Block diagram of dual-diversity FS receiving system using a common limiter. 

takes place is affected not only by the ratio at the limiter input but also by 
frequency drift and discriminator slope. \Vith the series connection only 
the input level ratio at the limiter input affects the diversity switching; 
this arrangement was therefore selected as the preferred method although its 
selection characteristic is not sharp. The series and parallel combining 
characteristics are shown in Figs. 36 and 37 .. 

Various tests were made on a terminal having a 1500-cyc1e bandwidth 
and using the series combining method to determine the signal-to-noise 
characteristics under different conditions of diversity fading. A frequency 
shift of 850 cycles was used and the midband frequencies of the two diver­
sity channels at the common limiter input were 30 and 35 Kc. Figure 38 
shows the distortion versus signal-to-noise ratio characteristics of each 
channel separately and in diversity combination for various relative level 
conditions of the two channels. During diversity operation equal noise 
levels were maintained in the two channels and various combinations of 
level differences of the two channels were preserved as the whole signal 
level combination was varied. The level differentials are indicated in 
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the figure for each curve. The signal-to-noise level scales refer to the highest 
level portion of the diversity signal. Since the amplitude modulator which 
was used to simulate the selective fading did not produce 'phase shifts or 
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transmission delays as would actually exist over H.F. radio circuits the actual 
distortions shown by the curves are optimistic. 

The ideal diversity selection circuit should theoretically give a signal­
to-noise characteristic identical to that of a single channel under the signal­
to-noise condition corresponding to the signal of the best momentary re­
ception. It will be seen that the test results of Fig. 38 approach this limit 
within 2 or 3 db at a peak distortion of 20%. Part of this difference is 
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due to the dissimilar bandpass characteristics of the two channels of the 
experimental unit used for the tests and part due to the lack of an extremely 
sharp diversity selection. It should be pointed out that the conditions under 
which the theoretical maximum diversity signal-to-noise condition may be 
reached are very hard to obtain in practice. If the noise levels in the two 
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channels are not equal, and if the diversity selecting method does not at all 
times exclusively select the channel with the greater signal, the distortion 
characteristic will deteriorate accordingly. Because the Ave sensitivities 
of two radio receivers may differ considerably the noise levels cannot be 
maintained closely the same and usually no provision is made for determin­
ing the noise level except by ear. The slightly better diversity action which 
can theoretically be obtained is therefore felt to be of doubtful usefulness 
under actual operating conditions. The common limiter method has the 
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advantage of being simple in that the diversity action is obtained in the 
transmission circuits directly and no added switching circuits or adjustments 
are required. Tests of this type of diversity selection in the field have indi­
cated a marked superiority over earlier FS terminal equipment. 

In connection with the use of a common limiter care must be taken in the 
selection of the two-channel frequencies. Frequencies having nearly 
integral ratios such as 3: 5 and 5: 7 produce disturbing amplitude modula­
tion of the demodulated signal. The frequencies should be chosen so as to 
avoid low integral ratios; then all amplitude modulations are negligible or 
easily filtered out. Where frequency drift is to be allowed for, the fre­
quencies should be chosen so as not to approach a low integral ratio at any 
place in the .expected drift range. 

If the radio receivers associated with a space diversity FS system have 
automatic gain control it must be a common control so the receivers will 
change gain equally. The use of common AVC prevents overloading of 
the receivers as the received signal strength varies. If no common AVC 
is available the receivers should be operated in the manual gain-control 
condition. 

CONCLUSIONS 

General Comparison of F S and AM Carrier Telegraphy 

The foregoing sections have compared the characteristics of AM and FS 
carrier telegraph transmission under various conditions. Whether or not 
FS would prove to be the preferable method for a specific communication 
use depends largely on the transmission medium and the quality of trans­
mission desired. As regards frequency space requirements, both methods 
provide essentially the same signaling speed capability for a given band­
width. 

As to the ability to transmit through noise, FS has an advantage of 3 to 
4 db at distortions approaching the failure point when equal bandwidths 
are compared. At lower distortions the advantage of FS is 6 db or more 
so that it is attractive in this respect for tandem operation of several tele­
graph sections where regeneration of signals is not practiced. When fre­
quency space permits wider bands, with correspondingly increased fre­
quency shifts, the signal-to-noise advantage of FS over AM increases for 
low noise levels. Wide band FS therefore provides a means of obtaining 
higher quality circuits if the noise level is not too great. 

The AM method is basically less susceptible to frequency variations 
than is the FS method. However, as has been illustrated, frequency drift 
can be compensated for by d-c. elimination so as to make FS comparable 
to AM in this respect. 
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FS transmission is essentially immune from effects of non-selective level 
variation, even when extremely rapid, and in this characteristic displays 
its most outstanding advantage over AM. 

Operation Over 11'ire Circuits 

A wire circuit usually provides a transmission medium having a low noise 
level with slow and relatively small variations in attenuation. Such cir­
cuits, when equipped with suitable automatic gain control, allow stable 
operation with AM telegraphy and but li"ttle improvement could probably 
be obtained by using FS. The choice between AM and FS under such rela­
tively ideal conditions becomes one of economi.c considerations of the ter­
minal equipment and carrier supply. However, when FS is applied to 
multichannel systems the problem of interchannel i!lterference requires 
attention. For wire circuits having high noise levels or sudden changes in 
attenuation the use of FS instead of AM provides considerable improvement 
and in severe cases the FS method may be a necessity for satisfactory opera­
tion. Wide band FS operation with its sharper breaking distortion-versus­
noise-level characteristic gives a low value of rms-to-peak distortion which 
would be especially advantageous for tandem operation: However, the 
necessary frequency space for wide-band operation is not usually economi­
cally justified for wire line operation. 

OPeration Over Radio Circuits 

For operation over radio circuits providing stable conditions similar to 
those on wire circuits the FS method does not show a great advantage over 
the AM method. In the case of long distance telegraphy in the H.F. range, 
however, FS shows a marked advantage over AM. This is because of the 
rapid fading and high noise conditions which commonly prevail in the 
H.F. region. The amount of rapid variation in marking level that an A¥ 
system can accommodate is less than the difference between marking and 
spacing levels that an FS system can tolerate. In the worst case of selective 
fading the level differences between the mark and space frequencies might 
approach values equal to the short time level swings of a single frequency, 
but in general would be less. A given condition of selective fading thus 
causes less distortion in an FS system than in an AM system. FS allows 
the use of narrow bands without much loss in signal quality in the presence 
of fading, whereas AM does not. FS therefore is essential for satisfactory 
operation of closely spaced narrow band H.F. radio channels. Where fre­
quency space is not restricted and wider bands are used to permit consider­
able frequency drift, the improvement afforded by FS over AM is materially 
less. To obtain optimum re:mlts from an AM system, however, requires 
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more careful adjustment and more attention than does an FS system. This 
is partly due to the amplitude limiter in the FS system which results in a 
constant amplitude of signal from the discriminator and partly due to the 
fact that an FS signal is no more subject to noise interference during the 
spacing condition than during the marking condition. Therefore the operat­
ing point on the demodulated wave may be set and left for long intervals 
even though transmission conditions vary widely. This greater ease in 
maintaining good adjustment of the equipment probably accounts for some 
of the apparent improvement in changing from an AM to an FS system. 

It should be noted that a system may fail either because of level variations 
well above the noise level or because of the signal becoming submerged 
in noise. If a system fails because it can accept only moderate level varia­
tions, an increase in transmitted power will provide no improvement since 
the level variations will remain the same as before. On the other hand, a 
system which can accept very wide variations in level will show improve­
ment upon increasing transmitted power up to the point where no failures 
occur due to an unfavorable signal-to-noise ratio. 

The over-all improvement obtained in changing from AM to FS radio 
telegraph is sometimes expressed as a ratio of transmitted powers required 
to give equivalent transmission results over the two systems. Such a ratio 
fluctuates widely depending upon the prevailing conditions. With little 
fading the improvement ratio will be mainly due to the better signal-to­
noise obtained with FS and may be less than 5 db. Under severe fading 
conditions no amount of power may give good results with AM while FS 
may be satisfactory. Thus the power ratio would become infinite. By 
making a long-time comparison an average power ratio figure may be 
found which gives equal average error rates in the printed copy from each 
system. Such tests7 between a triple space diversity AM system and a 
double space diversity FS system have indicated a power ratio of 11 db 
in favor of the latter when the error rate was 0.1 to 0.5 per cent. 

When the two systems are thus made equal by adjustment of transmitted 
power, more errors due to the signal becoming submerged in noise occur in 
the FS system to compensate for a larger number of errors in the AM system 
due to rapid level changes. Often the reason for changing a radio telegraph 
system from AM to FS is to increase the reliability of the circuit and not 
just to save transmitted power. To insure a definite improvement in such 
cases the carrier level should not be decreased more than about 6 db. 
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Reflections from Circular Bends in Rectangular 
Wave Guides-Matrix Theory 

By S. O. RICE 

A method of computing reflections produced by circular bends in rectangular 
wave guides is presented. The procedure employs the theory of matrices. Al­
though the matrix equations are quite simple, a considerable amount of calculation 
is necessary before quantitative results may be obtained. Fortunately, the ap­
proximate formulas pertaining to gentle bends hold surprisingly well for rather 
sharp bends. These formulas are obtained by a limiting process from the matrix 
equations. The approximate formula for reflection from an H-bend (in which the 
magnetic vector lies in the plane of the bend) generalizes an earlier result due to 
R. E. Marshak. The corresponding formula for the E-bend appears to be new. 

INTRODUCTION 

A NUMBER of investigators have studied the propagation of electro-
magnetic waves in a bent pipe of rectangular cross-section, the bend 

being along an arc of a circle. H. Buchholz\ S. Morimot02
, and W. J. 

Albersheim3 have employed Bessel functions to express the field in the bend. 
The form assumed by the field when the radius of curvature of the bend 
becomes large has been obtained by K. Riess4 and R. E. Marshak5 who use 
approximations suited to this case. Marshak also obtains expressions for 

. various reflection and transmission coefficients. A discussion of the subject 
using rather simple but approximate analysis is given on pages 324-330 of 
a text book6 by S. A. Schelkunoff. The Bessel function approach is also 
sketched in the same section. 

Here we study the disturbance produced when a wave goes around a 
circular bend (of some given angle) in a rectangular wave guide, the guide 
being straight on either side of the bend. Especial attention is paid to the 
dominant mode reflection coefficients glo and doi corresponding to H-bends 
and E-bends, respectively. As equations (4.2-6) and (4.4-4) show, these 
reflection coefficients (which are of the nature of voltage rather than power 
reflection coefficients) vary inversely as the square of the radius of curva­
ture of the bend when the bend is gentle. The substance of (4.2-6) has 
been given by Marshak5 for the important case in which only the dominant 
mode is propagated and the angle of the bend not too small. 

When the bend is so sharp that the formulas mentioned above do not 
apply the reflection coefficients may be computed from the rather simple 
looking matrix expressions (2.3-3) together with (2.3-4). However, their 
appearance is deceptive anc~, as is shown by the numerical work in Part V, 
considerable labor is necessary to obtain an answer. 

305 
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The gentle bend formulas were obtained from the matrix equations by the 
limiting process described in Part III. It seems likely that the matrix 
method, which is similar to the method used in an earlier paper7 on trans­
mission line equations, may be applied to other wave guide problems. 
With this thought in mind, the development of Parts II and III has been 
couched in general terms. 

The matrices used in the present theory are of infinite order since the 
guide may support an infinite number of modes of propagation. This fact 
makes it difficult to justify all the steps in our analysis, and we do not at­
tempt to do so.* Despite this lack of rigor, I believe that the procedures 
given here lead to the correct results since they yield, for gentle bends, 
expressions obtained by Buchholz and Marshak. Moreover, although 
numerical results tabulated in Part V were obtained by using matrices of 
only the second and third order, they indicate a rapid convergence as the 
matrix order is increased. 

PART I 

PROPAGATION OF WAVES IN GUIDE 

1.1 Propagation in a Straight Wave Guide 

Rather general expressions for the electric and magnetic intensities E and 
H in a field are (see pp. 127-128 of Refe:-ence6

) 

~ 1 ~ ~ 
E = -iwf.LA + -. - grad div A - curl B 

1~€ 

--+ 1 ---+---+ 

H = curl A + -. - grad div B -' iwtJj 
lWf.L 

(1.1-1) 

The field is assumed to vary with the time t as eiwt
, W is the radian fre­

quency, f.L the permeability and € the dielectric constant (for free space 
f.L = 1.257 X 10-6 henries/meter, € = 8.854 X 10- 12 farads/meter). The 
vector potentials A and 7> satisfy the wave equations 

'\PA = ciA, \;Fjj = (i73 

\7
2 == Laplacian opera tor (1.1-2) 
2 2 

(J = W f.L€ 

In dealing with bends, it is convenient to choose A and 13 normal to the 
plane of the bend. In our notation, this plane is always taken to be the x, 
z plane so that A and B are parallel to the y axis. The z axis is parallel 

* Similar questions arise in the rigorolls treatment of an infinite set of linear 
equations. A discussion of this subject is given in Chap. III of References. 
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to the guide axis and, for the straight guide of the section, the guide walls 
are sections of the planes x = 0, ;\; = a, y = 0, y = b. 

Thus, a general wave traveling in the positive z direction may be de­
scribed by the two functions (which represent the magnitudes of Aand B) 

A = L g!n e-I'mn
z sin (7rmx/a)cos (7r1zy/b) 

m,n (1.1-3) 
m = 1, 2, 3, ... ; n = 0, 1, 2, ... 

B = L d!n e- rmnZ cos (7r1nx/a)sin (7r1zy/b) 
m,n (1.1-4) 

1n = 0, 1, 2, "'; 1t = 1, 2, 3, ... 

where the coefficients g!n and d!n are constants and the plus signs indicate 
propagation in the positive z direction. 

The propagation constant r mn is obtained from 

r!n = 0"2 + (7rm/a)2 + (7rn/b)2, 0" = i27r/Ao, 
(1.1-5) 

Ao = wavelength in free space. 

Equation (1.1-5) arises when the typical term in (1.1-3) is substituted for A 
in the equation 

(1.1-6) 

This and a similar equation for B are the forms assumed by (1.1-2) for the 
rectangular coordinates of our straight guide. 

The electric and magnetic intensities in the guide are given by 

E = ~ a
2 
A + aB Hx = _ aA + _1_ a

2
.B 

x iwe axay az az iwJ..l. axay 

. 1 iA . 1 a2 B 
Ey = -~wJ..l.A + - - Hy = -lweB + - -

iwe ay2 iwJ..l. ay2 
(1.1-7) 

E=~iA aB H_aA+liB 
Z iwe azay ax z - ax iwJ..l. azay 

which follow from (1.1-1). 
It is seen that the wave is completely specified by the g! n'S and d~ n'S. 

These may be arranged as (infinite) column matrices in any convenient 
order. Thus in dealing with (1.1-3) and (1.1-4) we may write 

r g~ l 
I g~ I 

g+. = I g~ I 
I g~ I 

1 9~1J g12 

(1.1-8) 
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In our work we shall consider only those modes corresponding to a fixed 
value of nt (or of n) and the order is almost automatically fixed. 

The factors which determine the propagation of the typical terms in the 
summations (1.1-3) and (1.1-4) for A and 13 are 

(1.1-9) 

The column matrices obtained by arranging these quantities in the same 
order as in (1.1-8) will be denoted by a(z) and (3(z). We may write 

a(z) = e-zra g+, (3(z) = e-Zr
{3 d+ (1.1-:-10) 

\~here exp( - zr oJ and exp( - Zr(3) are square matrices defined by power series 
each term of which is a square matrix: 

-zI' e 

I is the unit matrix and ra is the 'diagonal matrix* 

rr lO 

o 
o 

L· 

o 
o 
rn 

(1.1-11) 

(1.1-12) 

in which the order of the diagonal elements is the same as the order of the 
elements in the column matrix g+. Similarly r{3 is a diagonal matrix whose 
elements are r OI, r 02, r n , r 03 , ••• , the order being fixed by d+. When r is 
replaced by rain (1.1-11) it is easy to obtain r!, r:, etc. and sum the 

-resulting series to obtain 

r- e -zr 1O 0 0 : 1 e-ZI'a 0 e-Zr2O 0 
(1.1-13) 

0 0 e-Zrll 

: J L • 

A similar expression exists for exp( -Zr(3). The expression (1.1-10) for 
a(z) is seen to be true when the square matrix (1.1-13) is multiplied, by 
matrix multiplication, into the column g+, 

It turns out that the field in a circular bend (in a rectangular guide) may 
be represented by a generalization of the foregoing expressions. In this' 
generalization, which will be studied in the following sections, the square 
matrices r a and riJ no longer have the simple form of diagonal matrices. 

* That is, a square matrix in which all of the elements other than those in the principal 
diagonal are zero. 
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1.2 Propagation in a Circular Bend 

In dealing with a circular bend we choose cylindrical coordinates (p, C{J, y) 
as shown in Fig. 1. With these coordinates we associate new coordinates, 
shown in Figs. 1 and 2,' (x, y, z) which have approximately the same signifi­
cance as in the straight guide. z is the distance measured along the axis of 

y 

-.­
b 
I 

J 
~2~=====::fL __ -z=o 

Fig. 1 

Fig. 2 

the guide (defined as the locus of the centers of gravity of the transverse 
cross-sections of the guide), and x and yare the transverse coordinates. 

Let p = Pl = (P2 + P3)/2 = P2 + a/2 be the radius of curvature of the 
guide axis, and let the origin of the polar coordinates be taken at the center 
of curvature. Then z is equal to - P1C{J where the minus sign is necessary to 
make (x, y, z) a right-handed coordinate system. Since the vertical (in 
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Fig. 1) walls are to be specified by x = ° and x = a we set x = P - PI + a12. 
Thus, the two sets of coordinates are related by 

P = x + PI - al2 = x + P'2 

cp = - zipi (1.2-1) 

y = y 

where PI, P2 and a are~',constants. 
We again choose Ai.~nd B in (1.1-1) to be parallel to the yaxis. In the 

cylindrical coordinates, 

E _ 1 a
2A 1 a13 

p - iw€ apay - p acp 
H = ~ aA + ~ a

2

B 
P P acp iwJ.l apay 

E = _1_ a
2
A + a13 

'" iWEP acpay ap 
H", = _ aA + _1_ a

2
B (1.2-2)' 

ap iwJ.lp acpay 

. 1 a2A 
Ey = -~wJ.lA +-­

iWE ay2 
. 1 a2B 

Hy = -lw€B + -. - -
lWJ.l By2 

where now, from (1.1-2), A satisfies the wave equation 

~ i[p aAJ + ~ a
2
A + a

2
A = <iA 

p ap ap p2 acp2 ay2 

and likewise for 13. 

(1.2-3) 

One method of dealing with (1.2-3) which is sometimes used is to assume 

A = eiP'P X (sine or cosine function of y) X f(p) (1.2-4) 

where f(p) turns out to be a Bessel function of order p with its argument 
proportional to p. However, we shall proceed in a different direction. 

The change of coordinates (1.2-1) transforms (1.2-2) into 

Ex = Ep = _1_ iA + ~ aB F Hx = II = _ ~ aA + ~ a2

13 
iWE axay p az p p az iwJ.l axay 

1 a213 
-iWEB + -­

iwJ.l ay2 
(1.2-5) 

2 
PI a A Ez = -E = --- a13 

ax 
aA PI a2 13 

Hz = - H", = ax + 1~WJ.lP azay '" iw€p azay 

and (1.2-3) into 

a2 A <i A 2 a2 A 1 aA - + - + ~ - + - - - (j2 A = 0, 
ax2 ay2 p2 az2 p ax 

(1.2-6) 
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where PI is a constant and p = x + PI - a/2 is to be considered a function of 
x. To solve (1.2-6) and the corresponding equation for B we assume 

A = L: amn(Z) sin (7r11lx/a) cos (7rlZy/b) 
m,n (1.2-7) 

11I = 1, 2, 3, '" ; 11 = 0, 1,2, ... 

13 = L: (371,n(Z) cos (7r11lx/ a) sin (7T'1ty/b) 
m,n (1.2-8) 

m = 0,1,2, ... ; n = 1,2,3, ... 

these expressions being suggested by (1.1-3) and (1.1-4). ,The expressions 
(1.2-5) for the electric intensity show that this choice of A and B make its 
tangential component vanish at the walls of the guide. Thus the boundary 
conditions are satisfied. 

In order to determine amn(Z) so that the differential equation for A is 
satisfied, we substitute (1.2-7) in (1.2-6). The resulting left hand side of 
(1.2-6) may be regarded as a function, say lex, y), of x and y with the a's 
and their derivatives entering as parameters. We must choose the a's so 
as to make this function zero. Relations which must be satisfied by the a's 
may be obtained by expandingl(x, y) in a double Fourier series for which the 
typical term is a coefficient times sin (7r11lx/a) cos (7T'1~y/b), and then setting 
the coefficient of each term to zero. This form of expansion is suggested by 
(1.2-7). However, it should be mentioned that such an expansion is best 
suited to a function which vanishes at x = 0 and x = a, a condition not 
fulfilled by lex, y) because of the term p-1aA/ax in (1.2-6). This causes no 
real trouble because our region of representation runs only from x = 0 to 
x = a and hence our series is no worse than the Fourier sine series for the 
periodic function (of period 2a) which is -1 for -a < x < 0 and + 1 for 
o < x < a. 

To carry out the procedure outlined above, we multiply (1.2-6) (after 
putting in (1.2-7)) by sin(7rpx/a) cos(7rty/b) and integrate x from 0 to a 
and y from 0 to b. Using the expression (1.1-5) for r!n and reducing gives 

00 

- r~c apC(z) + L: [Ppm ~C(z) - Spm amC(z)] = 0 0.2-9) 
m=l 

where p may have anyone of the values 1, 2,3, ... and the double prime on 
,a denotes the second derivative with respect to z. The P's and S's are 
constants given by 

Ppm = (2/a) l a 
(pi;p2) sin (7rpx/a) sin (7r11lx/a) dx, (1.2-10) 

(1.2-11) 
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The evaluation of these integrals is discussed in Appendix I. Thus (1.2-9) 
is the pth equation of a set of differential equations to be solved simul­
taneously for aIC(z), a2C(z), ... '. 

The cust~mary method of solving a set of equations such as (1.2-9) is to 
assume that all the a's vary as e'Yz so that for each amc(z) we may write 
e'YZgmC. This leads to a set of simultaneous homogeneous linear equations 
for the constants gmC. In order that these equations may have a solution 
the determinant of the coefficients must vanish. Since the only derivative 
of amc(z) contained in (1.2-9) is the second, 'Y appears in the determinant 
only as 'Y2. Let 'Yi , 'Y; , 'Y~' .•• be the values of 'Y2 which cause the deter­
minant to vanish and let kIi' k2i' ... be the values of gIC, g2t, ... cor­
responding to 'Y2 = 'Y~. The k's are determined to within an arbitrary 
multiplying constant which, for the sake of convenience, is chosen so that 
kii = 1. 

Thus one solution of the differential equation (1.2-6) is 
00 

A = e-'YjZ cos (7rty/b) 2: kmi sin (7rmx/a). (1.2-13) 
m=l 

This particular solution corresponds to the jth one of the modes (traveling in 
the positive z direction) for which A is proportional to cos (7rty/b). 

In much the same way it may be shown that the series (1.2-8) assumed 
for B is a solution of equation (1:2-6) (with A replaced by B) provided the 
coefficients (3mn(z) satisfy the set of equations 

00 

-r~c{3pC(z) + L:[Qpm{3~t(Z) (1.2-14) 
m=O 

for p = 0, 1, 2, ... and t = 1, 2, 3, . ... Here 

Qpm = (Ep/a) l a 

(pi//)cos (7rpx/a) cos (7rmx/a) dx (1.2-15) 

U pm = 7rmE P a-21a 

cos (7rpx/a) sin (7rmx/a)dx/p (1.2-16) 

where EO = 1 and Ep = 2 for p > O. These integrals are discussed in 
Appendix I. 

The problem of- determining the reflection from a bend in a wave guide 
involves considerable manipulation of equations (1.2-9) and (1.2-14). The 
introduction of matrix notation in the manner suggested by the work of 
Section 1.1 for straight guides simplifies this work. Although amn(Z) and' 
(3mn(Z) are no longer the simple exponential functions given by (1.1-9), it 
turns out that the column matrices a(z) and (3(z) are still giv,en by (for a 
wave traveling in the positive Z direction) by the matrix expression (1.1-10). 
As mentioned earlier, r a and rj9 are no longer simple diagonal matrices. 
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We now turn to the task of expressing (1.2-9) and (1.2-14) in matrix 
form. 

1.3 Propagation Constant Matrix for Curved Rectangular Guide 

From this point onward in our investigation of propagation in the rec­
tangular guide we shall assume A to be proportional to cos (7rf,y/b). Thus 
instead of the general expression (1.2-7) for A we shall deal with the more 
restricted form 

00 

A = cos (7rf,y/b) 2: amc(z) sin (7r11tx/a) (1.3-t) 
m=l 

where f, has one of the values 0, 1, 2, 3, . ". Since the most general dis­
turbance may be obtained by the superposition of disturbances of the form 
(1.3-1) no real generality will be lost. 

The introduction of (1.3-1) is suggested by the fact that the set a1C(z), 
a2C(z), ... may be determined from (1.2-9) (at least to within arbitrary 
constants of integration) without considering the other amn(Z)'S, 1l ~ 1:. 
The introduction of (1.3-1) is also suggested by physical reasons. The 
plane of the bend is the z, x plane and there is nothing in the system tending 
to change the field distribution in the y direction. 

Equation (1.2-13) is a special case of (1.3-1). Furthermore the most 
general form of (1.3-1) (corresponding to a wave progressing in the positive 
Z direction) may be obtained by multiplying (1.2-13) by an arbitrary con­
stant Ci and summing on j. 

In order to write the set of differential equations (1.2-9) for the amc(z)'s in 
"matrix form we introduce the infinite matrices 

[r~c r~c ~ : l [:~~~:~ l r - a(z) -
o - 0 0 r,t : J ' - a3~(z) J 

(1.3-2) 

p = [~:: ~::::} s = [~:: ~:: J 
where the elements of ro are obtained by setting n = f, in equation (1.1-5) 
for r mn , and the elements of P and Q are given by the integrals (1.2-10) and 
(1.2-11). The rules of matrix multiplication then show that (1.2-9) is the 
pth element of the matrix equation 

Pa"(z) - (r~ + S)a(z) = 0 

Premulti plying by P-1 converts this equation into 

a"(z) - r~ a(z) = 0 

(1.3-3) 

(1.3-4) 
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where 

r! = p-l (r~ + S) (1.3-"-5) 

It may be verified by direct differentiation of the series (1.1-11) defining 
exp (- zr) that a solution of (1.3-4) is 

(1.3-6) 

where, as in (1.1-10) for the straight guide, g+ is a column of constants (of 
integration). However, now r a is to be obtained by taking the square root 
of the right hand side of (1.3-5), a process which is not easy since it usually 
requires one to obtain the characteristic roots and modal columns of r! 
(see equation (1.3-10». 

As far as (1.3-6) being a solution of the differential equation is concerned, 
r a may be any matrix whose square is given by (1.3-5). We shall restrict 
it as follows: When ~ = a/PI becomes small, as in the case of a gentle bend, 
it is seen from (1.2-10) and (1.2-11) that P approaches the unit matrix and 
S approaches zero. Hence, r! approaches the diagonal matrix r~. r a is 
chosen so that it approaches r o, that is, all of the elements in the principal 
diagonal are either positive real or positive imaginary. This makes 
eXp( -zr a) approach the diagonal matrix exp( -zro). With this choice 
of r a the expression (1.3-6) for a(z) _ corresponds to a wave traveling in the 
positive z direction. 

The various modes of propagation in the bend may be obtained from r! 
by expressing, in matrix notation, the steps leading to (1.2-13) (which gives 
A for the/h mode). We assume a(z) to be the column matrix obtained by 
multiplying the column matrix g of constants by the scalar quantity e'Yz. 

Setting this in (1.3-4) gives 

(1.3-7) 

where I is the unit matrix. In order that (1.3-7) may have a solution, the 
determinant of the coefficient of g must vanish. This leads to the char­
acteristic equation* for 1'2: 

The vertical bars denote the determinant of the inclosed matrix. 
'Yi, 'Y~, ... are therefore the latent (or-characteristic) roots of r!. 
k i denote** the column g obtained when I' = 'Yi in (1.3-7) then 

* See Section 3.6 of Reference 9• 

(1.3-8) 

The roots 
If we let 

-** We choose this notation in order to adhere as closely as possible to that of Refer­
ence9• Incidentally, the column k; is proportional to the ph column of K-1 where K is 
the modal row matrix introduced in Section 5.1. 
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(1.3-9) 

and the elements kIf, k2 f, ... of the modal column k j are the ones appearing 
as coefficients in (1.2-13). 

Equation (1.3-9) and the methods of matrix analysis lead to 

(1.3-10) 

where k is the square matrix whose/h column is k j and [-/]d, [Y]d are diagonal 
matrices having 'Y;, Y j as the /h elements in their principal diagonals. The 
representation (1.3-10) certainly holds for the rectimguhr guide since in 
this case no repeated roots occur. 

In analogy with the expression (1.3-1) for A we shall henceforth deal 
with B in the form 

co 

B = sin (7rty/b) L: (3mC(Z) cos (7r11tx/ a) (1.3-11) 
m=O 

where thas one of the values 1, 2, 3, .. '. In much the same way as beforeit 
may be shown that for a wave traveling along the bend III the positive 
direction the {3mt(z)'S in (1.3-11) are given by 

(3(z) = e -zr{j d+ (1.3-12) 

where d+ is a column of arbitrary constants and 

r~ = Q-l (r~ + U) . (1.3-13) 

In (1.3-12) and (1.3-13) 

[r~t 0 0 

.] [~ot(Z) 1 
rlt 0 (3(z) = (31t(Z) ro = 
0 r 2t 0 (32t(Z) 

[QOO Q01 

J U ~ I~ UOI U02 

:l Q = Q.I0 Q11 U 11 U 12 

l~ U2l :J 

(1.3-14) 

where the elements of r o, Q and U are given by equations (1.1-5), (1.2-15) 
and (1.2-16), respectively. 

1.4 Continuity Conditions at Junction of Straight and Curved Rectangular 
Guides 

Electromagnetic theory requires that Ex, Ey, Hx and Hy be continuous in 
crossing a plane z = constant which marks the junction of a straight and a 
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curved wave guide (of the same cross-section). Comparison of the first 
equation in (1.1-7) with the first equation in (1.2-5) shows that Ex is con­
tinuous if (1)A is continuous and (2) if aB/az in the straight portion is equal 
(the equality being taken at the junction) to (PI/ p) aB/az in the curved 
portion. Examination of the expressions for the remaining field com­
ponents shows that all the continuity conditions are satisfied if, at the 
junc'tion, 

[A in straight portion] = [A in bend] 

[
aA " 
az " " ] [

PI aA . ] = paz-In bend 
(1.4-1) 

and likewise for B. 
Let A in the bend be given by (1.3-1) and let a(z) denote the column 

matrix of coefficients shown in (1.3-2). A in the straight portion may be 
represented in the same way except that a(z) hali a simpler form as explained 
in Section 1.1. When these expressions for A are inserted in (1.4-1), both 
sides multiplied by (2/a)sin(7rpx/a) after cancelling out the cos (7rey/b), and 
the results integrated with respect to x from 0 to a we obtain relations which 
may be expressed as the matrix equations 

[a(z) in straight portion] = [a(z) in bend] 

[d~~') "" "J = [V d~~) in bend] 
(1.4-2) 

h V · h . h th d th 1 ( were IS t e square matnx w ose p rowan m co umn p., m 
1,2,3,···)is 

(lA-3) 

p being equal to PI + X - a/2. . 
By using expression (1.3-11) for B in the continuity conditions, it may be 

shown in much the same way that the column matrix (3(z) given by (1.3-14) 
must satisfy the relations 

[(3(z) in straight portion] = [(3(z) in bend] 

[d~~Z)"" "J = [ w d~~z) in bend] 

where W is the infinite square matrix 

[

Woo 

W,= ~IO 
W OI 

Wn 

(1.4-4) 

(1.4-5) 
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whose elemenst are 

Wpm = (EpPI/a) la 

cos (rrpx/a) cos (7rlnx/a) dx/p 
(1.4-6) 

EO = 1, Ep = 2 for p > 0 

Both V pm and Wpm are discussed in Appendix I. 

PART II 

THEORY FOR A GENERAL WAVE GUIDE 

2.1 Matrix Propagation Constant for a Curved Wave Guide of Arbitrary Cross­
Section 

In Section 1.3 it has been shown that for a curved rectangular wave guide 
there exists a square matrix r a (or r~) which plays the same role in the 
propagation of a wave consisting of many modes as does the propagation 
constant in a simple transmission line. There r a was obtained from a 
special form of the wave equation which is suited to bends in rectangular 
guides. Here we adopt a different approach with the idea of showing that a 
matrix propagation constant r exists under more general conditions. 

The general theory of wave propagation in tubes shows that a wave 
traveling in the positive z direction may often be represented as 

00 

'" -z'!· ( ) <P = £...J Ci e J 'Pi x, Y (2.1-1) 
i=1 

where cI> is some quantity associated with the field and is analogous to the 
functions A and B of Part I. In (2.1-1) x and yare transverse coordinates 
and z a longitudinal coordinate. 'Y i is the propagation constant for the /h 
mode and 'Pi(X, y) the corresponding eigenfunction. For a circular bend in a 
rectangular wave guide 'Pi(X, y) is a combination of trigonometric and Bessel 
functions and 'Y i is proportional to the order of the Bessel functions. 

We assume that we may find a set of functions (Jm(X, y), 11t = 1, 2,3, ... 
such that every 'Pi(X, y) may be represented as 

00 

'Pi(X, y) = L kmi(Jm(x, y) (2.1-2) 
m=l • 

The usefulness of this procedure depends upon our ability to pick a system 
of (Jm(X, y)'s which is appreciably simpler than the system of 'Pi(X, y)'s. In 
the work of Part I ()m(X, y) was taken to be the eigenfunction of the typical 
mode of propagation in a straight guide, i.e. the product of a sine and a 
cosine. 

We assume further in (2.1~2) that the square matrix k-l exists where kmi is 
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the element in the mth row and/h column of k; i.e. if a root "Ii is repeated, 
say, s times there are s linearly independent columns (k/s) corresponding 
to "Ii. Substitution of (2.1-2) in (2.1-1) gives 

00 00 

cI> = z: Om(X, y) z: kmicie-z'Yj 
m=l i=l 

00 
(2.1-3) 

= z: j.tm(Z)e",(X, y) 
m=l 

where 
00 

( ) - '" k -Z'Y j j.tm Z - L- "'ici e (2.1-4) 
i=l 

Since Om (X, y) is analogous to the product of the trigonometrical terms in 
(1.3-1) or (1.3-11) these equations show that j.tm(r;) plays the same role as 
cxmC(z) or (3mC(Z). Therefore, in accordance with the discussion given at the 
beginning of this section, we wish to show that the column matrix j.t(z) 
(which is similar to cx(z) or (3(Z)) whose mth element is j.tm(z) may be ex­
pressed as 

(2.1-5) 

In this equation r is a square matrix to be determined and j+ is a column 
matrix of constants similar to g+ or d+. 

The rules of matrix multiplication and equation (2.1-4) show that 

j.t(z) = k[e-z'Y]d C (2.1-6) 

in which [exp (-Z"I)]d is a diagonal matrix having exp (-Z"Ii) as the /h 
element in its principal diagonal and C is the column matrix formed from the 
c/s. We introduce thecolumnj+ by defining it as j.t(O) whence 

j+ = kc, C = k-lj+ (2.1-7) 

Incidentally, from (2.1-3), the value of cI> at z = 0 is 
00 

cI>z=o = z: r;;, Om(X, y) (2.1-8) 
m=l 

wherej;;- is the mth element inj+. 
From (2.1-6) and (2.1-7) 

j.t(z) = k[e-z'Y]d k-1f+ (2.1-9) 

In this equation k [exp (-Z"I)]d k-1 is a square matrix which may be expressed 
as 

-zr = e 
(2.1-10) 
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Here h] d represents the diagonal rna trix having 'Y i the /h term in its principal 
diagonal and . 

(2.1-11) 

Therefore we have shown that p,(z) is of the form (2.1-5) v\ hich is what we 
set out to do. 

It is rather difficult to compute r from (2.1-11) using only the above 
definitions of k and 'Y i for one must first obtain the functions CPj(x, y). In 
dealing with the rectangular guide it is easier to use equations (1.3-5) and 
(1.3-13) to determine r. 

2.2 Reflection at a Single Junction 

Let a s~raight wave guide extending from z = - 00 to z = 0 be joined to a 
curved guide of the same cross-section which extends from z = 0 to z = .00. 

Let an incident wave 
00 

<Pi = L hm e-zom Orn(X, y) (2.2-1) 
m=1 

come in from the left along the straight guide. The lzm's are given constants, 
the Om'S are the modal propagation constants for straight guides (for rec­
tangular guides they are the rm~'S given by (1.1-5», and Om(X, y) is the mth 

eigenfunction for the straight guide (the product of a sine and a cosine fur a 
rectangular guide). ' 

What are the reflected and transmitted waves set up by (2.2~1)? The 
reflected wave is of the form 

00 

<Pr = L r;;~ lOm Om (X, y) 
m=1 

wherelhe j~'s are to be determined. 
If we ~ssume the representation 

00 

<P = L P,m(Z)Om(X, y) 
m=1 

to hold for all real values of z then, since <P = <Pi + <Pr for z < O,"equations 
(2.2-1) and (2.2~2) show that 

m = 1, 2, 3, .. ~ ; z < 0 (2.2-4) 

Introducing the column matrices p,(z), lz, j- and the diagonal matrices 
exp (±zro) where ro is a diagonal matrix having· Om as the mth term in its 
principal diagonal enables us to write (2.2-4) as 

z<O (2.2-5) 
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Equation (2.2-5) is more general than the expression (2.1-5) for p.(z) in -that 
it contains waves going in both directions, but is more special in that ro is a 
diagonal matrix. 

In the curved guide we take p.(z) to be given by (2.1-5) , thus 

p.(z) = e-Zrj+, z > 0 (2.2-6) 

where r is a square matrix whose elements are assumed to be known andj+ is 
a column matrix whose elements are to be determined along with those ofj-. 

The conditions that the transverse components of the electric and mag­
netic intensities be continuous at the junction of the two guides are assumed 
to lead to the requirements. 

[p.(z) in straight portion] = [p.(z) in curved portion] 

[:z I'(z) in straight portion] = [V :z I'(z) in cnrved portion] (2.2-7) 

where the quantities within the brackets are evalu·ated at the junction and V 
is a square matrix whose elements are constants. When the curvature of the 
curved portion becomes small V approaches the unit matrix. For the 
problem at hand (2.2-7) may be written as 

[p.(z)]z=~ = [p.(z)"]z=+o (2.2-8) 

[:z p.(z) 1=-0 = V [:z p.(z) 1=+0 (2.2-9) 

in which the subscripts z = .-0, z = +0 refer to the straight and curved 
portions, respectively, of the guide at z = o. 

The requirements (2.2-7) have been established for the rectangular guide 
in Section 1.4. Their form is also suggested by the conditions that the 
voltage and current be continuous at the junction of two transmission lines. 
Thus if we let p.(z) play the role of the voltage, the current in the first line is 
-ZII dp.(z)/dz and the current in the second is _Z;-l dp.(z)/dz where Zl and 
Z2 denote the distributed series impedances of the two lines. It is seen that 
this leads to scalar equations which look like (2.2-7), but now V denotes the 
scalar Zl/ Z2 instead of a square matrix. 

Setting the expressions (2.2-5) and (2.2-6) for p.(z) in the conditions 
(2.2-8) and (2.2-9) gives two equations which may be solved simultaneously 
to obtainj- andj+ in terms of h, r o, r and V: 

h+j- =j+ 

-roh + roj- = - Vrj+ 

j- =. (ro + Vr)-l(ro - Vr)/t 

j+ = (ro + Vr)-12roh 

(2.2-10) 

(2.2-11) 

(2.2-12) 
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Since j-:- and j+ specify the reflected and transmitted waves, respectively, 
they give the answer which we are seeking. . 

If the curved guide should extend from z = - 00 to z = 0 and the straight 
guide from z = 0 to z = 00 the response to an incident wave e-zr h coming in 
along the curved guide would be 

J.L(z) = e-zr h + lr j-, z<O 

z > 0 

A procedure similar to that used above shows that 

j- = - (ro + Vr)-l (ro - Vr)h 

j+ = (ro + Vr)-l 2Vrh 

where, instead of condition (2.2-9), we have used 

v [!:... J.L(z)"J = [!:... jJ.(z)] 
dz z=-o dz Z=+O 

2.3 Reflection Due to a Bend 

(2.2-13) 

(2.2-14) 

(2.2-15) 

Let the guide be straight for - 00 < z < - c and for c < z < 00, and let 
these two portions be connected by a curved portion in which the longi­
tudinal coordinate z runs from - c to +c. As in Section 2.2 we take the 
matrix propagation constants for the straight and curved portions to be the 
square matrices ro and r, respectively, and assume an incident wave, 
specified by the column matrix h, to come in from z = - 00 • 

The column matrix J.L(z) whose mth element appears as the coefficient of 
(Jm(X, y) in the representation ,(2.2-3) for <I> is now given by 

J.L(z) = e-zro h + ezro j-,' z < -c 

J.L(z) = (cosh zr)p + (sinh zr)q, -c < z < c (2.3-1) 

c < z 

In these expressions j-, j+, p, q are column matrices which may be de­
termined as functions of the known matrices r o, r, V and h by substituting 
(2.3-1) in the conditions (2.2-7) which must hold at the junctions z = - c 
and z = c. 

By straightforward algebra similar to that used for the analogous problem 
in transmission line theory we obtain 

e-cro j- + e-cro j+ = [-1 + 2(Vr tanh cr + ro)-l ro] lro h 
(2.3-2) 
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In these equations the infinite square matrix tanh cr is defined as (sinh cr) 
(cosh cr)-l and coth cr as its reciprocal. sinh cr and cosh cr may be de­
fined as power series in cr and may be expressed as combinations of exp (cr) 
and exp (-cr). 

An expression for the column matrix j- may be obtained by adding the 
equations in (2.3-2). Before doing this it is convenient to introduce the 
two column matrices x and y defined by 

(Vcr tanh cr + cro) x = cro lJ'o It 

,(Vcr coth cr + cro) y = cro lJ'o h 
(2.3-3) 

where the scalar length c has been introduced to make the various terms 
dimensionless. Each equation in (2.3-3) represents an infinite set of 
simultaneous linear equations to be solved for the elements of x or y. 

Once x and yare known the reflected wave is given by 

j- = l J' 0 (x + y) _ i c J' 0 h 

and the transmitted wave by 

j+ = lJ'o (x - y) 

PART III 

GENTLE BENDS-GENERAL THEORY 

3.1 Limiting Forms Assumed jor r and V 

(2.3-4) 

(2.3-5) 

It will be shown in Part IV that for gentle circular bends in rectangular 
wave guides the matrix propagation constant r is s1!ch that 

r 2 = r~ + F (3.1~1) 
I 

where r~ is the square of the matrix propagation constant for the straight 
guide. r~ is a diagonal matrix having o! (which is one of the r!n'S, depend­
ing on the set of modes under consideration, given by (1.1-5)) for the mth 

element in its principal diagonal. F is a square matrix of infinite order in 
which the elements F ii in the principal diagonal are of order ~2 and the re­
maining elements F if, i ~ j are of order~. Here ~ = aj PI is the ratio of the 
guide width to the radius of curvature of the bend. As the bend becomes 
more and more gentle, ~ -7 O. 

The asymptotic expressions given in Appendix I show that, for gentle 
bends in rectangular guides, the square matrix V which appears in the 
junction conditions (2.2-7) approaches a unit matrix as ~ -7 O. In par­
ticular Vii = 1 + Vii where Vii is of order e, and V ij, the element in the ith 

row and/h column, is of order ~ when i ~ j. 
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Throughout the remainder of Part III we shall assume that r 2, F and V 
behave as mentioned above. In addition we assume that there is no de­
generacy, i.e. all of the om'S are unequal to each other and to zero. 

3.2 Propagation in a Gentle Bend 

Here we assume that the elements of r~ and F in the expression (3.1-l1) 
forr 2 are known. We wish to find the modal propagation constant "'Ii and 
the corresponding eigenfunction CPi(X, y) for the/h mode. 

After squaring both sides of the collineatory transformation (2.1-11) 
connecting r and the diagonal matrix ["'I] d we obtain a relation which may be 
written as k['Y2]d - r 2k = o. The left hand side is a square matrix having 
("'1;1 - r2)ki as itsph column. Here 1 is the unit matrix and k i is a co'tumn 
matrix having kIf, k2f, ... as its elements (k i is the ph column of k). Thus 
we have a system of simultaneous linear equations in which the coefficients 
are furnished by the square matrix 'Y;I - r 2 and in which the unknowns are 
kIf, k2iJ ..•. Accordingly, "'I; is the ph latent root of r 2 anq. k i is its cor­
responding modal column just as for the rectangular guide in,Section 1.3. 

In order to apply equations (A2-16) of Appendix II we set}. i = "'I; and 
'U = r 2 so that, from (3.1-1), 

'Uii = 0;· + Fif, 'ltii = Fii, i=;6-j 
Therefore 

(3.2-1) 

(3.2- 2) 

(3.2-3) 

where we have neglected terms of order ~3 in (3.2-2) and of order ein ksj, 

s =;6- j. The prime on the summation indicates that the term s = j is to be' 
omitted. 

When kli' k2i' ... are known the eigenfunction CPi(X, y) may be written 
as a series in Om(X, y) by means of equation (2.1-2). 

In Section 3.3 we shall need the form assumed by the square matrix r 
tanh cr in a gentle bend. This matrix is used in computing the reflection 
from such a bend, as might be inferred from equation (2.3-3). The formula 
to be used is (A2-18) with 'U = r 2, Ai = ''''I; and with the elements of the 
square matrix k given by (3.2-3). In the diagonal matrix 0((A2-18) we set 

f() 1/2 h 1/2 h Ai = A i tan CA i = "'Ii tan c'Y j = "'I it i 
t i = tanh C'Y i . 

(3.2-4) 

and for the elements of k-1 we use (A2-19) together with the line above it. 
When the three matrices on the right of (A2-18) are multiplied out the ele­
ment (r tanh Cr}ii in the ith row andjth column of r tanh cr is found to be 
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i~j 

(r tanh Cr)ii = 'Yiti + 2:' hiti - 'Ymtm)kimkm( 
m 

(3.2-5) 

(3.2-6) 

where in (3.2-5) and (3.2-6) terms of O(~2) ("order of") and O(~\ re­
spectively, have been neglected. This is in line with the fact that the terms 
in the principal diagonals of our matrices must be accurate to within O(~2) 
while the remaining terms need be accurate only to within terms of O(~) .. 
The summation with respect to m runs from m = 1 to 00 with 
m = i omitted. 

3.3 Reflection from a Gentle Bend 

When the bend is gentle so that V and r behave according to the descrip­
tion ·given in Section 3.1, the matrix expressions for the reflection coefficients 
given in Section 2.3 may be evaluated. The results stated in Appendix II 
for "almost diagonal" matrices furnish the principal tools for this work. 

It is assumed that the incident wave coming in along the straight guide 
from the left is <Pi = exp( -zop) Op(x, y) and hence contanis only the pth 
mode. Comparing this with the general expression (2.2-1) for <Pi shows 
that It p = 1, hm = 0, m ~ p, and all the elements of the column matrix It are 
zero except the pth which is unity. 

We start by writing the first of equations (2.3-3) as 

(r tanh cr + V-Iro)x = V-I ro ecro It (3.3-1) 

Since V approaches a unit matrix as ~ ~ 0, the element (V-I) if in the ith row 
andjth column of V-I is 

i~j 
(3.3-2) 

(V-I)ii = 1 - Vii + 2:' Vim Vmi 
m 

where Vii = 1 + Vii, i,j = 1,2,3, ... and the summation with respect to m 
runs from 1 to 00 with the term for m = i omitted (as indicated by the prime 
on ~). In omitting this term we are neglecting V~i because it is of order 
t. These results follow from equation (A2-2) of Appendix II. As usual, 
the elements in the principal diagonal are accurate to within O(~2) and the 
remaining elements to within O(~). 

It follows that V-I ro ecro It = 1J is a column matrix whose ith element is 

i ~ P 
(3.3-3) 

i = P 
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Likewise, the element in the ith row and ph column of the square matrix 
V-I ro is - V iiOi when i ~ j and is 

(1 - Vii + L' Vim Vmi) Oi (3.3-4) 
m 

when i = j. 
By combining the approximate expressions for the elements of r tanh cr 

(given by (3.2-5) and (3.2-6» and V-I ro we find that if Uij denotes the ith 
row andjth column of r tanh cr + V-I ro then. 

i~j 

Uii = 'Yiti + L' Dmikim + oiel - Vii + L' Cmi) 
m m 

= O"i - OiVii + L' (Dmikim + OiCmi) 
m 

In these equations we have set 

Dmi= hit~ - 'Ymtm)kmi = hiti - 'Ymtm)Fmi/(o~ - o!) 
where'Y i and kmi are given by (3.2-2) and (3.2-3). 

(3.3-5) 

(3.3-6) 

We are now in a position to identify the matrix equation (3.3-1) for x 
with the set of equations (A2-20). The quantity '1i which appears on the 
right hand side of the ith equation in (A2-20) is given by (3.3-3). The 
coefficients which appear on the left hand side are the u's defined by (3.3-5). 
Therefore, from (A2-21), when i ~ p, 

where we have neglected higher order terms and in so doing have replaced 
'Y j by the simpler ° j • 

When i = P (A2-21) yields 

xp = u;~['1p + L' (Upm Ump '1p - UpmUpP'1m)/(UmmUpp)] (3.3-8) 
m 

In order to combine the second order terms inl/upp with thos~ in the rest 
of the expression for xp we assume that 0" p is the major portion of Upp . 
Then, approximately, 

l/upp = 0";1[1 + opvpp/O"p - L'(Drrv()kpm + OpCmp)/O"p] (3.3-9) 
m 
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This assumption, which is equivalent to assuming that tanh c"( pdiffers 
appreciably from -1, does not appear to restrict our results since tanh 
c"( p is either purely imaginary or else real and positive. 

Substituting the appropriate values in (3.3-8), neglecting higher order 
terms, and using the definition (3.3-6) for Cmp leads to 

Xp = u;l Op l~p[1 - (1 - Op/ Up)Vpp + 2:' (up um)-l {Cmp(Up - Op) (Um ,- Om) 
m 

A reduction similar to that used in going from the first to the second line 
of (3.3-7) gives our final expression for Xp 

o C~p t l~p [ 

Xp = op ~ "(ptp - (1 + tp)2 ,vpp - ~' V pm V mp tm/(1 + tm,) 

~, Om tm - Op tp 
+ ~ Om Op(1 + tm)(O~ - 0;') {VpmomFmp/tp (3.3-11) 

- VmpOpFpm + FpmP,np(Op + Om/tp)(O! - O;,)-l}] 
The above exp'ressions for Xi and Xp have been derived from the first of 

equations (2.3-3). The second of equations (2.3-3) determines the column 
matrix y in the same way that the first equation determines X except that 
coth cr now replaces tanh cf. Therefore, we may obtain expressions for 
the elements of y by replacing the t's (where ti = tanh C"fi) by their recipro­
cals in the expressions for the corresponding x's (i.e. in (3.3-7) and (3.3-11). 
The values obtained in this way lead to, when i ~ p, 

j7 = l~i(Xi + Yi) 

= oill(~i+ap-'Yi-'Yp) sinh C(Yi - "(p)[Vipop - Fip/(Oi - op)] 

where we have used the expressions (2.3-4) and (2.3-5) for f- andf+. 
When i = p, 

r; = l"p(xp + yp) - e2cap = - ic(~p-'Yp)[~~h (sinh 2c"Ip) /2 + A2] (3.3-13) 

where 

, . 2 2 . -2 ~'[" VpmFmp + Vmp'Fpm] 
Al = 2vpp + ("Ip - op)op - ~ V pm Vmp + o! _ 0;' 

(cosh 2c"( - e-2C')'m) 
A2 = ~' 20mop(0! _ 0;') [VpmFmpo! + VmpFpmo;' + FpmFmp] 
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The expression for j~ may be obtained in the same way but it is slightly 
more complicated. 

j~ = e'°p(xp - yp) = ictoP-'Yp)[1 - A3 + A4 (sinh 2c,,{p)/2 + A5] (3.3-14) 

where 

A3 = (1 - e-4C"(P)(,,{p - op)2/(40~) 

_ '" - 2c'Ym[ VpmFmp - VmpFpm 2FpmFmpJ 
A4 - ~ e - V pm V mp + o! _ o~ + (o! _ 0~)2 

'" (e-C'Ym cosh 2c"{ p - 1) 
A5 = £...J ( 2 2) 

m 20mOp Om - Op 

[ 

2 2 (0;' + O~)FpmFmp l 
• VpmFmpOm - VmpFpmOp + ·O! - o~--J 

There are several points we should mention about these formulas forj-; and 
f~: The summations with respect to m run from 1 to 00 with the term 
m = p omitted. "{ j and OJ are the propagation 'constants of the jth mode 
in the bend and in the straight portion, respectively. The difference 
"{; - o~ m~y be expressed in terms of the F's by equation (3.2-2). In the 
course of obtaining (3.3-13) and (3.3-14) relations of the following sort 
were used. 

t p(1 + tp)-2 = e-2C 'l'p(sinh 2c"{p)/2 

(tm + t~)(1 + tp)-2(1 + tm)-l = e-2C'YP(cosh 2c"{p - e-2C"(m) 

The term A3 arises when we subtract (1 - t~) (1 + tp)-'l. from 

op/(op + "(ptp) - optp/("{p + opt p) 

Since "( p - 0 p is O( ~2) for a circular bend in a rectangular guide ("{ p - 0 p) 2 
is O(~4) and hence A3 is negligible in the cases we shall consider. 

The reflected wave set up by an incident wave of unit amplitude and con­
taining only the pth mode (i.e. the incident wave described at the beginning 
of this section) is given by the column matrix j- whose elements may be 
obtained from (3.3-12) and (3.3-13). Likewise,. the transmitted wave is 
given by j+. 

PART IV 

GENTLE CIRCULAR BENDS IN RECTANGULAR WAVE 
GUIDES 

4.1. Propagation oj Dominant Mode in a Gentle Bend-H in Plane oj Bend 

When the magnetic intensity B lies in the plane of the bend, By = 0, 
and equations (1.2-5) show that B = 0. Thus we have to deal only with 
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A. In order to study the dominant mode we set f, = 0 in the cos (7rf,y/b) 
(A depends on y through this factor) in the formulas of Section 1.3 which 
involve A and assume the dimensions of the guide to be such that b < a. 

We wish to determine 'Yi, the first latent root of r~ defined by (1.3-5), 
from the approximate formula (3.2-2). In our case the elements o~ of diag­
onal matrix r~ are obtained by putting n( = f,) to zero in (1.1-5): 

o! = r!o = 0-
2 + (7rm/a) 2 

, 

so that (3.2-2) becomes 
00 

m = 1,2,3, ... 

'Yi = rio + Fn - L F lm Fml a2 
7r -2(m

2 
- 1)-1 

m=2 

(4.1-1) 

(4.1-2) 

The first task is to find the elements of the matrix F where, from (3.1-1) 
and (1.3-5), 

(4.1-3) 

In the case under consideration P = I + R where R is a square matrix 
whose elements are very small. In fact, the asymptotic expressions lead­
ing to (Al-18) show that Rii and Sii are O(~2), with ~ = a/PI', while Rii 

and S ii are O(~) if i + j is odd and O(e) if i + j is ~ven. When the approxi­
mate value of P-lobtained from (A2-2) is set in (4.1-3) and the matrix 
multiplications carried out it is found that 

Fii ='- Riir~O + Sii + O(e) 

( 
00) 00 (4.1-4) 

Fii = -Rii + L RimRmi r~o + Sii - L RimSmi + O(~3) 
m=l m=l 

, The "order of" symbol O( ) will be omitted in the following equations, it 
. being understood that the terms in the principal diagonal are correct to 
within O(~2) and the others to within O(~). 

The values of the F's which enter (4.1-2) may be computed from the 
asymptotic expressions (Al-1S) for the R's and S's. They turn out to be 

F1m = -4~m[4rio 7r -2(m2 - 1)-2 + 3a-2(m2 
- 1)-1] 

Fml = -4~m[4rio 7r -2(m2 
- 1)-2 + a -2(m2 - 1)-1] 

Fn = ~2[rio(1 - 67r- 2) + 6a-2J/12 

(4.1-5) 

In the expressions for F lm and Fml m is supposed to have the values 2, 4, 6, 
. . .. For odd values of m F lm and Fml are O(e). When i = 1 in the ex­
pression (4.1-4) for F n , the two series therein reduce to S3 and S4 where 

Sp = L m2(l1z2 - 1)-P (4.1-6) 
m=2.4.6·· . 
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By expanding' the typical terms in partial fractions and using the f£let that 
the sums of (see, for example, page 238 of Reference1o) 

Uq = 1 + 3-q +5-q + ... 
= (- )q/2-1!C2

q 
- 1) B q7r

q/q ! 
(4.1-7) 

for q = 2, 4, 6, are 7r2/S, 7r4/96, 7r6/960, it may be shown that 

S3 = 7r2/64, S4 = 7r
4
/76S - 7r

2
/12S, 

S5 = (157r2 
- 7r4)/3072. 

(4.1-S) 

In (4.1-7) Bq denotes the qth Bernoulli number. The values of S p may also 
be computed in succession from the two relations* 

p pB 

U "" 2i-l C S' "" 2i-2 C S 2p = £..J 2 p-H-l,2i-l p+i = £..J 2 17+i-l,2i-2 p+i 
i~l ~l 

where Cm,n is a binomial coefficient.' Still another method is to make 
use of the generating function 

:t tP 
Sp+l = (1 + t) 2: (m2 

- 1 - .t)-l = ! - !7rX cot 7rX 
p=o m=2,4,6· .• 

where 4x2 = 1 + t. Note that by this definition S1 is ! in contrast to the 
non-convergent series obtained by putting p = 1 in (4.1-6). 

Substituting the values for the F's given by (4.1-5) in the expression 
(4.1-2) forl'i and usin& the sums (4.1-S) of the series which occur gives 

I'i = rio - £ [1 + a2 rio(1 - 67r-2
) + (ar1o/7r/(5'- 7r2/3)] (4.1-9) 

4a2 

When the dominant mode is propagated without attenuation both I'i and 
rio are negative. 

The general form of (4.1-9) has been obtained by both Buchholzl and 
Marshak5 by different methods. In our notation their result is 

2 2 ~2 [ + 2 2 (1 6 -2 -2) + (a.~mmn)4 (5 _ ",.2 m2/3)] I'm» = r mn - 4a2 1 a r mn - 7r In II II 

(4.1-10) 

where I'm» is the propagation constant for the m, nth mode when the mag­
netic vector is in the plane of the bend. 

* I am indebted to ,John Riordan for these relations. 



330 BELL SYSTEM TECHNICAL JOURNAL 

4.2 Reflection Due to Dominant Mode Incident upon Gentle' Bend-H in 
Plane oj Bend 

Let the system be the one described in the first paragraph of Section 2.3 
and let the incident wave contain only the dominant mode. Then the 
matrix propagation constant is the r a of Section 4.1 and the column matrix 
h specifying the incident wave has unity for its top element and zero for its 
remaining elements, i.e., p = 1 in the formulas of Section 3.3. 

We shall be interested only in the reflection coefficient,jl of the dominant 
mode. Here we. shall denote it by glo, in line with the notation of equa­
tion (1.1-3), in order to distinguish it from the corresponding coefficient 
(which will be denoted by dm.) when E lies in the plane of the bend. 

Setting p = 1 in the expression (3.3-13) for the reflection coefficient and 
using equation (4.1--1) for Om gives 

f1 = glO = - iCcrlO-'Y!) [AI (sinh 2C'Yl)/2 + A2] (4.2-1) 

where "II has just been obtained in (4.1-9) and· 

Al = 2vn + ("Ii - rio) r102 

t [v v + VlmFml + VtnlFlmJ 
m=2 1m ml 7r2 a-2(m2 - 1) , 

co h 2 - 2c'Ym A2 = 2: cos C'Yl - e 
m_2 2rmOrlO7r2a-2(m2 -1) 

. [VIm Fml r!O + V ml Flm rio + Flm Fmd 

From (Al-18) and Vn = 1 + Vn it follows that 

Vu = ~2(1 - 67r-2)/12 

VIm = Vm1 = 87r-2~m(m2 - 1)-2 

( 4.2-2) 

(4.2-3) 

where m = 2, 4, 6, . ". For odd values of m, VIm and Vm1 are O(~2)" 
Substituting these values together with those for the F's given by (4.1-5)' 
using the sums (4.1-8) and the expression (4.1-9) for "Ii - rio finally leads 
to (after considerable cancellation) 

Al = - ~2r102a-2/4 (4.2-4) 

Likewise, for even values of m, 

V1mFm1r!o + Vm1F1mrio + FlmFml = 16~2m2a-4(m2 - 1)-2 (4.2-5) 

All of the terms in the expression (4.2-1) for glO are now known (the values 
of "1m may be obtained by setting n = 0 in (4.1-10)). We shall make the 
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further approximation of putting r rnO for 'Ym. Since r mO - 'Ym is O(~2) no 
serious error is introduced and we have 

_ ~2 sinh 2crlO 
glO = - 81,2 2 

10 a 

in which 
. [ 2( 2 ) 2 2)~ armo = 7r m - 1 + a rio , ~ = a/PI. (4.2-7) 

For -frequencies such that only the dominant mode is propagated the 
ratio of the power in the reflected wave to the power in the incident wave is 
1 glo 12. Marshak has given an ex.pression for this ratio which is the same 
as that obtained from (4.2-6) when the negligible (for his case) terms e-2crmo 

are omitted. 
The corresponding expression for the transmission coefficient derived 

from (3.3-14) for ft is not as simple as (4.2-6). 

4.3 Propagation of Dominant Mode in a Gentle Belld-E in Plane of Bend 

When the electric intensity E lies in the plane of the bend, Ey = 0, and 
equations (1.2-5) show that A = 0. Here we deal with B in much the 
same way as we dealt with A in Section 4.1. The dominant mode is ob­
tained by setting t = 1 in the sin(7rty/b) in the formulas pertaining to B 
in Section 1.3. It is assumed that b > a. 

Examination of the matrices (1.3-14) indicates that, for the sake of con­
venience, we should call the top row of our matrices the oth row and the left­
most column the oth column. In line with this we call 'YO the propagation 
constant of the dominant mode in the bend. The elements 0;' of the diagonal 
matrix r~ are obtained by putting n( = t) = 1 in (1.1-5): 

m = 0, 1,2, ... (4.3-1) 

When we make the appropriate shift in the subscripts, equation (3.2-2) 
yields 

00 

2 2 + "F F 2 -2 -2 
'YO = rOl Foo + L....J Om ",0 a 7r m (4.3-2) 

m=1 

in which the elements of the matrix F are to be determined from (1.3-13): 

F = r~ - r~ = (Q-l - I)r~ + Q-1U (4.3-3) 

As in (4.1-4) we have, with Q = I + T, 

Fii = -Tiir}1 + Uii 

(4.3-4) 
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By using the asymptotic expressions (Al-19) for the T's and U's and sum-, 
ming the series with the value of (4.1-7) for q =.4 giyen in Section 4.1 we . 
obtain 

F Om = - 2H2r~17r -2m-2 + a-2
] 

Fmo = -8~r~17r -2m-2 

F 00 = ~2r~1/12 

(4.3-5) 

In these expressions m is supposed to have the values 1, 3, 5, .. '. When 
m is even F Om and F mO are O( ~2). 

Substituting (4.3-5) in (4.3-2) and summing the series with the heln 
of the values of (4.1-7) given in Section 4.1 gives 

'Y~ = r~l :- ~2r~1(5 + 2a2r~1)/60 (4.3-0) 

A result equivalent to (4.3-6) has been given by Buchholz who also gives 
the approximation to the propagation constant when m > 0 (and the elec­
tric vector in the plane of the bend). In 'our notation his approximation 
IS 

2 
'Ymn r;. + 4~' [3 - (a~;;;)' (10 + ,,2m2) 

+ t (a:;;;)' (21 + ,,'m') ] 
(4.3-7) 

In writing (4.3-7) we have corrected a misprint in Buchholz's expression. 
In order to,agree with Buchholz's equation (5.30a) the leading term within 
the square brackets would have to be changed from 3 to -3. This change 
was indicated by the results obtained when our equation (3.2-2) was used 
to obtain special cases of (4.3-7). Probably the best way of obtaining 
(4.3-7) is furnished by Marshak's method (WKB approximation, out to 
second order terms, applied to Bessel's differential equation). If one wishes 
t~ verify (4.3-7) by using Marshak's report5 as a guide, he should correct 
the misprint in Marshak's equation (12a) . 

. 4.4 Reflection Due to Dominant Mode Incident upon Gentle Bend-E in Plane 
oj Bend 

The problem here is the same as that treated in Section 4.2 except that 
now the electric vector lies in the plane of the bend. In line with equation 
(1.1-4), the reflection coefficient jl for the dominant mode will be denoted 
by dOt. As in Section 4.3 the subscripts indicating the position of matrix 
elements will be adjusted so as to start with 0 ins,tead of 1. The square 
matrix TV given by (1.4-5), and associated with the junction conditions for 
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B in the same manner as V is associated with A, now replaces V. Thus 
our expression (3.3-13) for the reflection coefficient becomes 

j01 = if! = - [Al(sinh 2cr01)j2 + A21 (4.4-1) 

where we have neglected the difference in r Ol and 'Yo and where 
00 

Al = 2woo + ('Y~ - r~l) roi2 - 2: 
m=l 

00 h 2 r -2crm1 
A2 = 2: cos C 01 - e 

m=l 2rm1 r 01 7l"2 a-2 m2 

. [WOm FmO r!l + W mO FOm r~l + FOm Fmol 

From Woo = 1 + Woo and the asymptotic expressions (Al-19) it follows 
that, for m = 1, 3, 5, ... 

woo = ~2/12 
(4.4-3) 

For even values of m, WOm and W mO are O(~2). Substitution of these values 
together with those for the F's given by (4.3-5), using the sums (4.1-7) 
and expression (4.3-6) for 'Y~ - r~l leads to 

Al ~ ~2/12 

WOmFmOr!l + WmOFOmr~l + FomFmo = - 8~2r~la-271" -2m-2 

for m odd. 
Thus the reflection coefficient for the dominant mode when E lies in the 

plane of a gentle bend of length 2c is approximately 

°d;l = _ ~2 sinh 2crOl + ~2 4rOl i: cosh 2Crol - e-2crml 

24 71"4 m=1.3.5 0 .. m4 r ml 
(4.4-4) 

where r m1 is given by (4.3-1) and b > a. 

PART V 

NUMERICAL CALCULATIONS 

5.1 Bend in Plane oj M ag1zetic Vector 

Let alb = 2.25 and Ao/a = 1.400 where Ao is the free-space wavelength 
of the dominant wave striking the bend. The propagation constant 
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1'10 of the dominant wave is obtained by setting m' = 1, n = 0 in (1.1-S). 
The r's corresponding to the higher modes may be obtained from the 
same formula: 

a'rio = - e:,a)' + ,,' = -10.272 

a2r;0 = a2rio + 371"2 = 19.336 

a2rio = a2rio + 871"2 = 68.684 

arlO = i 3.205 

ar20 = 4.397 

ar30 = 8.288 

(S.l-l) 

We shall consider a 90° bend. The approximation (4.2-6) appropriate 
to gentle bends becomes ' 

glo = i~2 [- .0122 sin (S.03/~) + .0087 cos (S.03/~)] (5.1-2) 

where the exponential terms have'been omitted since they are generally 
negligible. In (5.1-2), ~ = a/PI and the arguments of the sine and cosine 
t'erms arise from 2cr IO = 7I"arlo/(2~). From (4.1-9) the approximate 
change in the propagation constant produced by the curvature is obtainable 
from 

(5.1-3) 

where 1'1 is the propagation constant of the dominant mode in the bend. 
The determination of gfo by matrix methods will be illustrated for a 90° 

bend in which PI/a = 0.6. This makes cia = PI7I"/(4a) = .4712, cr IO = 
i1.S10 and the appropriate equations in (2.3-5) and (2.3-4) become, upon 
setting i1 = glo and it = gto , 

gto = lrl~(XI - YI) = (.061 + i.998) (Xl - YI) 

glo = lr10(XI + YI) - e2crlO = (.061 + i.998) (Xl + YI) (5.1-4) 

+ .993 - i.121 

Here Xl , Yi are the top elements in the column matrices X, y. The problem 
is to compute X and Y from the matrix equations (2.3-3) with I' replaced 
by I' a, 1'0 defined by (1.3-2) with .e = 0, and It a column matrix whose 
elements are zero except the top one which is unity. Since the order of the 
matrices is infinite, an exact solution calls for an infinite amount of work. 
A compromise must be made between the accuracy desired and, amount of 
work one is willing to do. The following numerical work uses third order 
matrices. 

The first step is to compute the square matrix, obtained from (1.3-5), 

(S.1-S) 
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= [-9:~:~ 
.996 

17.218 

-13.566 

-5.178] 
-19.362 

38.329 

335 

The next step is to use (5.1-6) to evaluate the coefficients of x and y in 
(2.3-3). The square matrices r aC tanh r aC and r aC coth r aC cause most of 
the computational difficulties. We shall deal with these matrices by using 
Sylvester's theorem (an account of this theorem is given in Section 3.9 of 
Referen~e9). This requires the determination of the latent roots and modal 
rows of ir!. However, it is interesting to note that the matrices in ques­
tion may also be computed from c2r! (which is easily obtained from a2r!) 
by processes which employ only matrix multiplication, addition, and in­
verSlOn. 
Thus, setting A 2 for c2r!, 

A-I sinh A 
A2 A4 

I+ TI + 5T + 
A2 A4 

cosh A = I + 2T + 4! + 
A coth A (cosh A)(A-I sinh A)- 1 

A tanh A = A2(A coth A)-I. 

Although the series always converge, they do so too slowly to be of use in 
our computations. The same is true of the series 

co 

A tanh 'A = :E 8A2 [(2m - 1/11"2 I + 4A2rI. 
m=l 

For the matrices we shall encounter it appears best to use Sylvester's 
theorem even though this requires the determination of the latent roots and 
modal rows of a2r!. The square matrix formed from the modal rows* 
will be denoted by K. 

* As has already been mentioned in the footnote associated with equation (1.3-9), we 
shall use the notation and theory set forth in Sections 3.5 and 3.6 of Reference9• . 
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We shall use the relations* 

r aC tanh r aC = K-1 bc tanh '¥C]d K 

r aC cosh r aC = K-1 hc coth '¥C]d I<. 

(5.1-7) 

where the subscript d on the brackets stands for "diagonal" matrix, the 
ith element in the principal diagonal of ['¥c tanh ,¥c] d being '¥ iC tanh 'Y iC where 

(5.1-8) 

and Ai is the ith latent root of a2r!. In our applications '¥i is either posi­
tive real or positive imaginary. 

From (5.1-6) the A/s are the roots of 

A + 9.086 
-.157 
-.996 

1.785 
A - 17.218 

13.566 

5.178 
19.362 

A - 38.329 
(5.1-9) 

= A3 - 46.461 A2 - 101.96X + 3464.5 = 0 • 

and have the values 

Al = -8.886, A2 = 8.284, A3 = 47.06 (5.1-10) 

The elements K21 , K31 of the modal row [1, K21, K31] corresponding to Al 
may be obtained by solving the two equations derived from the last two 
elements of 

namely, 

1.785 + (AI - 17.218) K21 + 13.566 K31 = 0 

5.178 + 19.362 K21 + (AI - 38.329) K31 = 0 

When the value of Al from (5.1-10) is used these equations yield 

K21 = .1593, K31 = .1750 

Likewise, the first and third elements of 

[K12 , 1, K32](A2[ - a
2r!) = 0 

and the first and second elements of 

[K13 , K23 , 1](A31 - a
2r!) = 0 

(5.1-11) 

* This is the modal row matrix analogue of equation (11) in Section 3.6 of the Refer­
ence9• The modal rows of l' a are equal to the modal rows of a2r2a. 
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give 

Kl2 = .0465 

Kl3 = .0165 

K32 = .6524 

K23 = - .4555 

Thus, the numbers entering (5.1-7) are 

')IIC = .4712 (- 8.886)1/2 = i 1.404, ')I2C = .4712 (8.284)1/2 1.356 

')IIC tanh ')IIC = - 8.382 

')IIC coth ')IIC = .2354 

')I2C tanh ')I2C = 1.187 

')I2C coth ')I2C = 1.549 
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')laC = .4712 (47.06)1/2 = 3.233 
')laC tanh ')laC = 3.228 
')I3C coth ')laC := 3.243 l

~l 

K = .0465, 
.0165 

.1593 .1750J 
1 .6524 

- .4555 1 

For the purpose of calculation it is convenient to transform (2.3-3) by 
inserting (5.1-7) and premultiplying by KV-I. We obtain 

in which 

([')IC tanh')lc]dK + KV-1roC) x = KV-lcroecr°lt 

([')IC coth ')IC]dK + K V-1roc) y = K y-1crolroh 

1 .1593 .3911 

(5.1-12) 

KV-1 = [ .0465 1 .6524 .3911 
01750J [1.1204 

1.2833 .4946 
01629T' 

.0165 - :4555 1 .1629 .4946 1.3460 

=[ 
.9492 -.1992 00883] r 10c = i 1.510 

-.2608 .7686 .2339 , r 20c = 2.072 
.1427 -.7900 1.0160 raoc = 3.905 

where the elements of V are obta,ined from the formulas and tables of Ap­
pendix I. 

The ith equation of the set obtained by writing out the first of equations 
(5.1-12) is 

3 

L [Kii')liC tanh')lic + (KV-I)ijrjOC]Xi = (KV-l)iICrOllrOl (5.1-13) 
i=l 

where (K V-I) ij denotes the element in the ith row and /h column of K V-I, 
Kji is the element in the ith row andJth column (note the reversal of the 
usual convention regarding the order of subscripts) of K, Kii = 1, and h 
has disappeared because it is a column matrix whose top element is unity 
while the remaining elements are zero. It will be noted that the only 
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imaginary terms in (5.1-13) occur in the coefficients of Xo and arise from the 
imaginary quantity rlOC. By making the substitution 

'lli crlOec 
rIO 

X· = ----'-----
1 1 + UICrlO 

the set (5.1-13) may be reduced to 
a 

(5.1-14) 

(Kli'Yictanh 'YiC)UI + L [Kji'YiC tanh 'YiC + (KV-l)ijrjOC]Uj = (KV-l)il 
i=2 

(5.1-15) 

in which the coefficients are all real. It should be noticed, however, that 
nothing is gained by making the substitution (5.1-14) when the frequency 
is so high that other modes in addition to the dominant are propagated. 

The equation for y corresponding to (5.1-15) may be obtained by re­
placing tanh by coth and U by v where now 

(5.1-16) 

Incidentally, if we set} = 1 in (5.1-14) and (5.1-16) and substitute in 
the expressions (5.1-4) for gfo we may show that, since UI and VI are real, 

/gioI 2 + Iglol2 
= 1 (5.1-17) 

Equation (5.1-17) may be obtained at once from the fact that the energy 
of the waves leaving the bend must equal the energy of the incident wave. 
It may also be shown that glo vanishes when UIVIC2rio = 1. 

When the above numbers are set in the three equations obtained from 
(5.1-15) we get 

from which, 

-8.382 UI -1.748 U2 -1.122 Ua = .9492 
.055 UI +2.780 U2 +1.688 Ua = -.2608 
.053 UI -3.105 1,,12+7.191 Ua = .1427 

ttl = - .0940, Xl = .1400 + i.0113 

The equations for VI obtained by substituting coth for tanh are 

.2354 VI - .3732 V2 + .3861 V3 = .9492 

.0717 VI + 3.1417 V2. + 1.924 Va = - .2608 

.0534 VI - 3.1143 V2 + 7.211 Va = .1427 

from which 

VI = 3.930, YI =. - .1045 + i.9803 
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When these values are set in (5.1-4) we finally obtain 

gto = .9822 + i.1858 
glo = .0048 - i.0255 
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The following table lists values of gio obtained by the methods of this 
section*. Here the bend is in the plane of H, alb = 2.25, Ao/a = 1.400, 
where Ao is the free space wavelength of the incident wave. PI is the 
radius of curvature of the axis of the guide. The smallest possible value of 
PI/a is 0.5. The term "approx." refers to equations (5.1-2) while "1st 
order", "2nd order", etc. refers to the order of the matrices used in the 
computations. The amplitude .of the reflected wave is glo and the ampli­
tude of the wave sent forward is gto when the incident wave is of unit ampli­
tude. 

gTo 
pI!a Approx. 1st order 2nd order 3rd order 

.6 .964 +i.267 .980 +i.197 .982 +i.186 

.7 .974 +i.224 .994 +i.l05 .994 +i.ll1 

.8 .984 +i.178 .997 +i.082 .997 +i.082 

.9 .988 +i.153 .997 +i.074 .997 +i.073 
1.0 .991 +i.135 .998 +i.066 .998 +i.066 
1.2 .994 +i.ll0 .998 +i.056 .998 +i.056 
1.5 .996 +i.084 .999 +i.043 .999 +i.044 

glO 

.6 -i.0280 .0020 -i.0074 .0056 -i.0280 .0048 - i.0255 

.7 -i.0068 - .0005 +i.0023 .0013 - i.0131 .0007 - i.0066 

.8 +i.0062 - .0013 +i.0074 - .0003 +i.0039 - .0004 +i.0051 

.9 +i.0128 - .0014 +i.0087 - .0009 +i.0123 - .0009 +i.0123 
1.0 +i.0143 - .0010 +i.0075 - .0010 +i.0148 - .0010 +i.0147 
1.2 +i.0079 - .0002 +i.0018 - .0005 ti.0086 - .0005 +i.0085 
1.5 -i.0040 + .0003 - i.0034 + .0002 - i.0041 +.0002 -i.0042 

It appears that the values obtained from the first order matrices are quite 
far from the true values. On the other hand there is considerable agreement 
between the approximation and the second and third order values, especiaily 
at the larger values of PI/a. 

5.2 Bend in Plane of Electric Vector 

The calculations for this case are quite similar to those presented in Sec­
tion 5.1. If we are to deal with the same waveguide it is necessary to 

* The computations were performed by Miss M. Darville. I am also indebted to her 
for the values given in the tables in Section 5.2 and Appendix 1. 
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interchange the dimensions a and b so that now 0/ a = 2.25 and, for the 
same frequency, Ao/b = 1.400. 

For a 90° bend the approximation (4.4~4) for the reflection coefficient 
aol for gentle bends, i.e. for ~ = a/ Pl small, becomes 

d;l = ie[-.0417 sin (2.23/~) + .0209 cos (2.23/~)] 

where the negligible exponential terms have been neglected just as in the 
analogue (5.1-2) for glO . 

The following table, which is similar to the table at the end of Section 
5.1, gives the results of computations for bends in the plane of the electric 
vector. 

dto 
plla Approx. 1st order 2nd order 

.6 .823 +i.547 .975 +i.223 

.7 .887 +i.447 .994 +i.051 

.8 .921 +i.380 .996 +i.042 

.9 .941 +i.332 .997 +i.035 
1.0 .954 +i.295 .998 +i.031 
1.2 .970 +i.242 .999 +i.023 
1.5 .982 +i.190 1.000 +i.017 

d~o 

.6 -i.0996 - .0855 +i.1284 - .0020 +i. 0086 

.7 -i.0848 - .0520 +i.l031 + .0050 -i.0975 

.8 -i.0706 - .0330 +i.0800 + .0033 -i.0792 

.9 -i.0575 - .0214 +i.0605 + .0022 -i.0635 
1.0 -i.0457 - .0137 +i. 0443 .0021 -i.0507 
1.2 -i.0258 - .0051 +i.0204 .0007 -i.0282 
1.5 -i.OOSl + .0001 ~i.0004 .0001 -i.0062 

The agreement between the approximation for diG and its second order 
matrix value is fairly good from Pl/ a = .7 onward. 

APPENDIX I 

CALCULATION OF Ppm ETC. FOR CIRCULAR BEND 

It is convenient to write Ppm and Qpm as given by (1.2-10) and (1.2-15) 
in the form 

Ppm = o! + Rpm, 

Qkm = o! + T pm , 

p, m = 1, 2, 3, ... 

p, m = 0,1,2, ; .. 

where o! is unity if p = m and is zero otherwise and 
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Rpm = (2/a) l a 

(pip-2 - 1) sin (7T'px/a) sin (7r11lx/a) dx 

Tpm = (Ep/a) 1a 

(pip-2 - 1) cos (7rpx/a) cos (7T'11Zx/a) dx 

in which EO = 1, Ep = 2, P = 1, 2, ... 
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(Al-2) 

In (Al-2), (1.2-11), (1.2-16), (1.4-3), (1.4-6) we make the substitutions 

p - 11l = r, 1£ = PI 7T' / a - 7T' /2 = P 27r / a 

p + 11l = S, V = PI 7T'/a + 7T'/2 = P37r/a (Al-3) 

y = 7T'x/a, P = x + PI - al2 = a(y + 1£)/7r 

Introduction of the integrals 

Is = (1/7T') 1'11" [w2(y + 1£)-2 - 1] cos sy dy 

= (1/a) l a 

(pip-2 - 1) cos (7rsx/a) dx 

1
'11" sin sy l a 

• 
18 = 7r -- dy = 7T' sm (7T'sx/ a) dx/ p, 

o Y+l£ 0 

K - PI 1'11" cos sy d 
8-- -- Y 

a 0 y + u 

enables us to write 

V pm = Kr - K s , 

Spm = -11la-2(ls + IT) 

U pm = 11lE p a-2(1:s - lr)/2 

}V pm = Ep(Kr + Ks)/2 

(Al-4) 

(Al-5) 

where Is and Ks are even functions of sand 18 is an odd function of s. 
EO = 1 and Ep = 2, P = 1, 2,3, . ". Since wand 1£ depend only upon the 
ratio pd a, the values of 18 , Ks and Is depend only upon PI/ a and the 
integer s. These quantities are tabulated at the end of this appendix. 

Setting y + u equal to t gives 

18 = 7T' i V 

sin set - u) dt/t 

= 7r[Si(sv) - Si(su)] cos su - 7T'[Ci(sv) - Ci(sl£)] sin su 

where Si and Ci denote the integral sine and cosine functions. 
by parts enables us to express Is in terms of 1 8 , Thus 

1'11" (y + U)-2 cos sy dy = u-1 - V-I cos S7T' - 7T'-l sl& 

(Al-6) 

Integrating 

(Al-7) 
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and 

18 = 77"-lW2[U-1 - (- YV-1 - 77"-lsJs] 

except when s = 0 in which case 

10 = 77"-lW2(U-1 - V-I) - 1 = w2/(uv) - 1 

= 77"2/(4ttv) = [(2p1/a)2 - 1]-1 

(Al-8) 

(Al-9) 

, When PI/ a is large, u and v are large, and the asymptotic expansion of 
(Al-6) gives 

77" -lIs 1"..' S-1[U-1 - (- tv-I] - 2 !S-3[U-3 - (- )8V -3] + ... (AI-I0) 

When (AI-I0) is placed in (Al-8) 

Is "-' 77" -12 !w2s -2[U-3 _ (- )sv -3] -

Formulas for Ks may be obtained in much the same way. 

Ks = (pr/a) iV 

cos set -1£) dl/I 

= (pr/a) {[Ci(sv) - Ci(su)] cos S1{ + [Si(sv) - Si(su)]sin Szt} 

and when s = 0 

Ko = (PI/a) log (1 + 77"/u) 

The asymptotic expression is 

ap11K s '" S-2[1{-2 - (_ )Sv-2] -3 !s-4r1£-4 _ (_ )8V-:-4] + ... 

(Al-11) 

(Al-12) 

(AI-13) 

It is convenient to write the asymptotic expressions in terms of the new 
variable 

~ = a/PI 

When s is even and greater than zero 

18 '" ~2/S, 

and when s is odd 

Is '" 2~/s, 

When s o 
10 '" e/4, Ko '" 1 + ~2/12 

(Al-14) 

(AI-IS) 

(AI-16) 

(Al-17) 

We shall need the following asymptotic expressions which may be obtained 
from the abo~e work 

~2( 6) 
Rll r.v 4" 1 - 77"2 ' 
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RIm = Rml r-v 16~11t7r-2(m2 - 1)-2 

Slm r-v -Sml , Slm r-v 4a-.2~m(m2 ~ 1r1 
(AI-18) 

V~m = Vml r-v 8~m7r-2(m2 _1)-2 r-v Rlm/2 

where m =.2,4,6, .... Also, if now m = 1,3,5, ... , 

pI/a 
.5 

.6 

.7 

.8 

.9 
1.0 
1.1 
1.2 
1.3 
1.4 
1.5 
2.0 
2.5 

.5 

.6 

.7 

.8 

.9 
1.0 
1.1 
1.2 
1.3 
1.4 
1.5 
2.0 
2.5 

Too r-v ~2/4, Uoo = 0, Woo. = 1 + ~2/12 

Tom r-v 4~m-27r-2, 

WOrn r-v. 2~m':"27r-2, 

UrnO = 0 

UOm r-v 2a-2~ 

vVmO r-v 4~m-27r-2 

Values oj Is, Is and Ks 
10 
00 00 00 00 00 00 

(AI-19) 

00 

2.2723 2.31879 1.82979 1.43755 1.14772 .94432 .78458 
1.04166 1.28232 .76232 .53315 .37692 .28832 .22090 

.64103 .88256 .44628 .29206 .18995 .14101 .09986 

.44643 .68200 .30111 .18992 .11546 .08517 .05908 

.33333 .56052 .22008 .13637 .07818".05814 .03865 

.26041 .47844 .16916 .10459 .05772 .04298 .02759 

.21008 .41905 .13486 .08413 .04344 .03361 :02056 

.17361 .37361 .11059 .06961 .03500 .02732 .01633 

.14620 .33780 .09259 .05926 .03168 .02293 .01297 

.12500 .30876 .07872 .05147 .02315 .01969 .01068 

.06667 .21803 .04133 .03080 .01135 

.04167 .16980 .02564 .02217 .00675 

Jo Jt J2 J a J. J s h 

0 
0 3.99809 2.01979 2.31576 1.48355 1.66348 1.15716 
0 3.21624 1.3054 1.58176 .84936 1.04899 .61931 
0 2.72356 .73339 1.21541 .56683 .77644 .40134 
0 2.37231 .70698 .99327 .41079 .62183 .28546 
0 2.10615 .55663 .84343 .31379 .52170 .21578 
0 1.89624 .45091 .73508 .24849 .45123 .16981 
0 1.72581 .37335 .65279 .20254 .39869 .13768 
0 . 1.58448 .31450 .58812 .16843 .35788 .11413 
0 1.46507 .26878 .53573 .14216 .32515 .09636 
0 1.3628 .23251 .49238 .12243 .29825 .08254 
0 1.0122 .12817 .35299 .06596 
0· .. .8062, .08128 .27660 .04140 
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pI/a Ko ~1 K2 K3 K, Ks K6 
.5 co co co co co co co 

.6 1.43874 .61659 .31832 .22547 .15539 .12199 .09275 

.7 1.25423 .42303 .17355.11508 .06971 .05353 .03704 

.8 1.17306 .33141 .11439 .07463 .04093 .03195 .02Q38 

.9 1.12748 .27575 .08261 .05431 .02737 .02214 ~01325 
1.0 1.09861 .23761 .06305 .04244 .01976 .01675 .00938 
1.1 1.07891 .20953 .04994 .03471 .01509 .01341 .00705 
1.2 1.06476 .18785 .04075 .02935 .01192 .01126 .00548 
1.3 1.05421 .17050 .03391 .02539 .00977 .00956 .00443 
1.4 1.04610 .15626 .02871 .02243 .00807 .00838 .00365 
1.5 1.03972 .14434 .02467 .02013 .00682 .00745 .00315 
2.0 1.02165 .10508 .01332 .01330 .00358 
2.5 1.01366 .08295 .00838 .01010 .00217 

APPENDIX II 

FUNCTIONS OF ALMOST DIAGONAL MATRICES 

Let E be a matrix whose elements are small in comparison with unity. 
It is then often possible to approximate a matrix defined as some function of 
the matrix 1 + E, where 1 is the unit matrix, by the expansion 

f(1 + E) = If(l) + E 1'(1) + Ji2 f"(1) + . . . (A2-1) 
. 1! 2! . 

Thus, for example, when we takef(z) to be Z-1 we obtain 

(1 + E)-1 = 1 - E + W - .... (A2-2) 

Here we shall give similar formal results for feD + E) where now D is a 
diagonal matrix 

JJ (A2-3) 

whose diagonal elements are unequal and the elements Eii and Eii are small 
in comparison with the absolute value of I di - di I. We shall restrict 
ourselyes to a first approximation of the non-diagonal terms of feD + E) 
and to a second approximation of the diagonal terms. The resJ.llts are closely 
related to the ones obtained from the perturbation theory used in wave 
mechanics. 

We assume thatf(D + E) may be defined by the series 

feD + E) = aol + al(D + E) + a2(D + E)2 + ... (A2-4) 
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where an is a scalar and 

CD + E)2 = CD + E) CD + E) = D2 + DE + ED + E2 

and so on. The sum of the terms independent of E is feD). The terms 
. of order E are 

EinD+E 

DE + ED in CD + E) 2 

D2E + DED + ED2 in CD + E)3 

2; DtEDm in CD + E)n 

CA2-S) 

where the summation extends over the non-negative integer values of .t 
and m for which .t + m = 1], - 1. The element in the ith row andjth column 
of Dt EDm is dfEiidi and hence the corresponding element in the summa­
tion in CA2-S) is 

t {Cd: - di)/Cd i - di), 
E .. 2;d· a: = . \1 , 1 n-l.. 

nd i , 1,=J. 

i~j 
CA2-6) 

Thus the terms of order E in the ith row and jth column of feD + E) are, 
from CA2-6) and CA2-4), 

fCdi,) - f(dj) 
Eij d

i 
- d

j 
, i~j 

Eid' (d i ), i = j 

where the prime onf denotes its first derivative. 
The terms of order E2 in CD +Ef are 

2: Dk EDt EDm = L [d~EiiL~f[d~Eijdi]M 
k.t.m k.t.m 

CA2-7) 

CA2-8) 

where the summations extend over all the non-negative integer values of 
k, .t, m for which k + .t + m = n - 2. On the right [d~Eii]M denotes ~ 
square matrix whose element in the ith row and jth column is d~Eii . 
Likewise the second factor in brackets is a matrix having dfEiidj in the ith 
row andjth column. The element in the ith row and jth column of (A2-8) 
is, from the rule for the product of two matrices, 

N N 

L L (d~EiS)(d; Esjdi) = L Ei!Esj L d~ d~ di· 
k.t.m s=1 8=1 k,t.m 

If i, s, and j are unequal the sum in k, .t, m is 

1 .[d~ - d: dt - dsn] 
di - dj di - da - di - dB 
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and in case of equality the sum may be found by a limiting process. Since 
we are interested in.this order of approximation only for the diagonal terms 
we set i = j and obtain for the sum 

d n- l 
1l .: 

di - ds 

d~ - d: 
(d i - ds )2' 

nCn - 1) d,:-2 
21 ., 

i ~ s 

t = s. 

Thus the contribution to the ith diagonal element of j(D + E) from terms 
of type (A2-8) is 

E~i f"(di ) + t, Eis Esi [j'(di) - j(di) - j(d;)] (A2-9) 
2. 8=1 di - ds (di - d8) 

where the prime on ~·indicates that the term s = i is to be omitted. 
Thus, to summarize, we may say that the first approximation to the non­

diagonal term in the ith row andjth column (i ~ j) ofj(D + E) is 

Eiif(d~i =- fd~di) (A2-10) 

and the second approximation to the diagonal term in the ith row and ith 
column off(D + E) is 

f(di) + Eiij' (d) + ~~i j"(di ) 

(A2-11) 
+ t, Ei8 Esi [j'(d i ) - j(di ) - f(~8)] 

s=l di - ds (d i - ds ) 

where the primes onf denote derivatives and the prime on ~ indicates that 
the term s = i is to be omitted. 

Two results obtained from (A2-10) and (A2-11) are of interest. For 
the first result we setf(z) = Z-l and get the following approximations to the 
elements of (D + E)-I: 

- Eii(d i dj)-I, i ~ .i 

dil - di
2 

[Eii - t EisE8id;1] , 
8=1 

i = j. 
(A2-12) 

For the second result we set f(Z) = Zl/2 and obtain the following approxi-
mations to the elements of (D + E)1/2: . 

Eij(d~/2 + dY2)-t, i ~ j 

d!/2 + Mi l/2 [ E" - t. E,.E.,(d!/2 + d!/2r'] . i = j. 
(A2-13) 

In (A2-12) and (A2-13) the summations include the term s = i. 
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We shall now state several results related to the above formulas. Let u 
denote the matrix D + E so that the typical element Uti. = E ii , i ~ j, 
and 1tii = d i + E ii . Then the latent roots Al , A'2 , .. ~ AN of u are the roots 
of the equation obtained by setting the determinant of AI It to zero: 

A - Un -U12 

I AI - It I = . - ttn A - 1t22 = o. (A2-I4) 

The modal column k j corresponding to the jth root Aj satisfies the matrix 
equation 

. (A;! - u)k j = o. (A2-I5) 

Since the non-diagonal elements of 1t are small, we see from (A2-I4) that 
\vemay label the roots so as to make Aj nearly equal to Itij ,and this together 
with (A2-I5) shows that all the elements of k i are nearly zero except the jth 
which we may choose to be unity. When these approximate values are 
,taken as a first approximation in the process of solving (A2-I5) by successive 
approximations, the second approximation is found to be 

N N 
'" Ujs Usj '" Aj = Uji + LJ· = Itii + LJ Ujs ksj 
s=1 Uji - US8 8=1 

::: l 
k; = ~ I 

k~J 
s~j 

(A2-I6) 

where the 1 in the column for k j occurs as the jth element. This expression 
for Aj occurs in the perturbation method often used in wave mechanics. 

For the modal row Kj corresponding to Aj we have in much the same way 

KlA;! - u) = 0 

Kj = [Kij, K2j , • •• Kif,··· KNi] 

Uis Kjj 
Ksj = 

Uii - USB 

(A2-I7) 

where the last expression is an approximation and where Kii may be ~hosen 
at our convenience. 

The results (A2-I0) and (A2-11) may also be obtained from (A2-2), 
(A2-16) and the relation* 

(A2-IS) 

* This is equation (12) in Section 3.6 of Reference9• Although proved only for poly­
nomials it may be verified to be true for the applications \vhich we shall make. 
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where k is the square matrix (k1 , ks , ... kN ] composed of the modal columns 
k j , and the latent roots are assumed to be distinct. The element in the ith 
row and j column of k- 1 is, to our order of approximation, equal to - kif 

when i ~ j and to 
N 

1 + L:' kis ksi (A2-19) 
s=1 

when i = j. Here, as usual, the prime on ~ indicates that the term s = j 
is to be omitted. 

Another result which is sometimes useful is the approximate solution of 

'ttllX1 + 'lt12X2 + ... + 'lt1pXp + ... 'lt1NXN = 'YJ1 

'lt21X1 + 'lt22X2 + ... + U2 pX p + ... + U2NXN = 'YJ2 (A2-20) 

where I 'YJi I «I 'YJp I,j ~ p, and the 'It'S are of the type assumed in (A2-14): 

(A2-21) 

The prime on ~ indicates that the term s = p (which happens to be zero 
here) is to be omitted. A somewhat more general result which states that 
the ith element in the column matrix (D + E)-l'YJ is 

N 

'YJi a;1 + L: Eis a;2 a;1(Esi 'YJi - di 'YJs) (A2-22) 
s=1 

may be derived from (A2-{2). Here the elements of the column matrix 
need not be restricted by I 'YJi I «I 'YJP I,j ~ p. 
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· The Approximate Solution of Linear Differential Equations 

By MARION C. GRAY and S. A. SCHELKUNOFF 

Linear differential equations with variable coefficients occur in many fields of 
applied mathematics: in the theories of acoustics, elastic waves, electromagnetic 
waves in stratified media, nonuniform transmission lines, wave guides, antennas, 
wave mechanics. The "Wave Perturbation" method described in greater detail 
elsewhere l is particularly useful in those ranges of the independent variable in 
which the "WKB Approximation" is not sufficiently accurate. The present 
paper endeavors to illustrate the remarkable accuracy of this method, particu­
larly when compared with Picard's method. 

1. INTRODUCTIOK . 

I N A recent paperl the approximate solution of linear differential equations 
by a wave perturbation method was described. \Vhen the method was 

applied to equations whose exact solutions were known we were greatly 
impressed by the rapidity of convergence of the successive approximations. 
Hence the purpose of this note is to present some illustrations in the hope 
that others may be interested and may find the proposed method an im­
provement on those now in use. 

In essence the wave perturbation method dates back to Liouville2, but 
in his memoires he was interested in a problem of heat conduction involving 
a non-homogeneous differential equation with homogeneous boundary 
conditions, whereas we consider a homogeneous equation 

y" = F(x)y (1) 

with non-homogeneous initial conditions 

yea) = 1, y'(a) o (2a) 

or 

yea) o y'(a) = 1, (2b) 

the solution being desired in an interval a ~ x ~ b. Since the solution 
for any assigned initial or boundary conditions can be expressed as a linear 
combination of the solutions satisfying (2a) and (2b) we have not imposed 
any real limitation. 

II. THEORY 

Comparison of the wave perturbation method with Picard's method 
(which is essentially a linear perturbation method) is particularly instruc­

, 350 
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tive. It will be recalled that in Picard's formulation the differential equa­
tion (1) is'replaced by an integral equation 

y(x) = yea) + (x - a)y'(a) + LX F(u)y(u) (x - u) du (3) 

where yea) and y'(a) are assigned initial values*. Writing 

the series 

Lo(x) = yea) + (x - a)y'(a), 

LX F(u)Ln-1Cu) (x - u) du, 

y(x) = Lo(x) + L 1(x) + L2(x) + ... 

n = 1,2,3, 

(4) 

(5) 

is shown to converge to a'solution of the original equation. In practical 
applications, unfortunately, it is usually found that the successive approxi­
mations converge rather slowly unless the interval (a, b) is small. 

In the wave perturbation method we first rewrite equation (1) in the 
form 

y" = _{32y + [{32 + F(x)]y = _(32y + j(x)y, (6) 

and instead of the'integral equation (3) we .use 

y(x) = yea) cos (3(x - a) + ~ y'(a) sin (3(x - a) 

(7) l1 x 

+ - j(u)y(u) sin (3(x - u) duo 
{3 a 

The parameter {3 is arbitrary and might be defined in .. arious ways. We 
have found it convenient to use the definition' 

1 Ib / (32 = - b _ a a F(x) dx, (8) 

so that if F(x) is negative (3is real and our first approximation 

Wo(x) = yea) cos (3(x - a) + ~ y'(a) sin (3(x - a) (9) 

is sinusoidal. If F is positive {3 is imaginary and we start with an exponen­
tial approximation. If F changes sign in (a, b) the best procedure is to 

* This is not quite the usual form of the integral equation but it is substantially 
equivalent. 
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subdivide the interval and obtain separate approximations, though this is 
not necessary if F is predominantly of one sign throughout (a, b). To (9) 
we now add the sequence 

ll X 

. vV n (x) = - f(tt) TV n-l ('It) sin f3(x - 1l) du, 
f3 a 

(10) 

and the series 

(11) 

is the desired solution. 
The flexibility of the wave perturbation method as compared with Picard's 

linear method lies essentially in the introduction of the variable parameter f3. 
Since we make f3 depend on the length of the interval Ca, b) in which asolu­
tion is desired the approximations may be extended over much longer 
intervals than is feasible in Picard's method. If F(x) is a slowly varying 
function throughout (a, b), so thatf(x) is small, it will be found that the 
first approximation TVo(x) is good, and the second, TVo + TV1 is generally 
adequate. 

Another choice for f3 is 

1 Ib f3 = -- V -F(x) dx. 
b - a a 

(12) 

However, the integration in (8) will often be simpler than in (12). 
Picard's method is a special case of the wave perturbation method, with 

f3 = O. In fact, if F(x) changes sign in (a, b), then in some cases f3 as defined 
by (8) will reduce to zero. 

If F(x) is a rapidly varying function, or if the solution is desired over an 
infinite interval, it is usually advantageous to transform equation (1) by 
first introducing ~ new independent variable 

(13) 

and then removing the first order term in the new. equation by an appro­
priate transformation of the dependent variable. 

III. EXAMPLES 

For our illustrations we have used'mainly the simple equation 

y" = -xy (14) 

whose exact solution can be expressed in terms of Bessel functions of order 
±. 1/3. Since the Bessel functions are oscillatory in nature it might be 
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suggested that comparison with Picard's method is weighted in our favor. 
This does not seem to be the case, as will be illustrated in example 4 where 
the exact solution is a monotonically increasing function. it has also been 
suggested that Picard's solution might be improved by starting from a better 
initial approximation, say T11o , rather than from the linear approximation 
Lo , but we have not found any marked improvement in the succeeding. 
approximations (see examples 1 and 2). The various points of interest 
will be brought out in our examples, with the accompanying figures, which 
we shall now briefly describe. In each figure the heavy curve is the ac­
curate solution while the approximations are indicated by self-explanatory 
letters. 
Example 1, Fig. 1 

y" = - xy, 0 ~ x ~ 2 

yeO) = 1, y'(O) = 0 

Exact solution: 

(a) \Vave perturbation 

JVo = cos X 

Hll = -ix cos x + H1 + 2x - x?) si 

(b) Linear perturbation 

Lo = 1 

6 

(c) Linear perturbation using initial sinusoidal approximation 

£0 = cos x = T11 0 . 

£1 = X + X cos x - 2 sin x 

Example 2, Figs. 2, 3 and 4 

y" = - xy, 2 ~ x ~ 6 

y(2) = 0, y'(2) = 1 

Exact solution: 
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'",I 

(a) Wave perturbation, Fig. 2 

Wo = t sin 2(x - 2) 

6 - x . 12 - 8x + x2
-

}V1 = ~ Slll 2(x - 2) + 16 cos 2(x - 2). 

Figure 2 exhibits rapid pulling of the successive approximate waves to­
ward the exact even though the interval has been chosen deliberately 
unfavorable to the straight wave perturbation method [see example (c) 
and Fig. 4 for the improved treatment]. 

(b) Linear perturbation, Fig. 3 

Lo = x - 2 

L] = T\ (16 - 16x + 4x3 - x4) 

L) = _16 + 16x _ 2x
3 + ~ x

6 i 
- 63 45 9 9 - 90 +. 504 . 

Using lVo instead of Lo 

I- 7 x+x. ( )+1 ( ) .... 1 = '8 -:2 8 Slll 2 x - .2 '8 cos 2 x - 2 • 

(c) Preliminary transformation of variables, Fig. 4 
Introduce 0 = ix3/2

, y = 0-1/6 
V 

and the modified equation is 

v" = - (1 + ~ \ V 
3602) 

Then, using for simplicity {3 = 1 

Vo = 2-1/20~/6 sin (0 - 00), 00 = 4V2;:: 
or 

It will be seen that }Vo is a very good approximation throughout the 
range (2, 6). Adding WI obtained from 

"'01/6 

VI = :> _0 F [cos(O + 00) (Si 20 - Si 200) - sin(O + 00) (Ci 20 - Ci 200)] 

36v 2 

the accurate curve y is reproduced. 
In Fig. 2 the third approximation could not be distinguished from the 

accurate curve though numerically the values are not identical. For 
purposes of comparison the table of numerical values (Table A) may be 
found interesting. 
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LINEAR DIFFERENTIAL EQUATIONS 

TABLE A 

1 2 
X Y Wi! ~IV ~W 

0 0 

2.0 o. o. o. o. 
2.2 .19721 .19471 .19720 .19721 
2.4 .37694 I .35868 .37668 .37694 
2.6 .52056 I .46602 .51885 .52053 
2.8 .61035 

! 
.49979 .60442 .61020 

3.0 .63236 .45465 .61792 .63180 
3.2 .57922 .33773 .55169 .57781 
3.4 .45287 .16749 .40907 .44995 
3.6 .26584 - .02919 .20603 .26085 
3.8 .04126 - .22126 - .02974 .03408 
4.0 - .18921 - .37840 - .26229 - .19800 
4.2 - .38951 - .47580 - .45326 - .39852 
4.4 - .52506 - .49808 - .56889 - .53240 
4.6 - .56943 - .44173 - .58697 - .57328 
4.8 - .51062 - .31563 - .50217 - .51000 
5.0 - .35548 - .13971 - .32847 - .35076 
5.2 - .13068 .05827 - .09772 - .12364 
5.4 - .12052 .24706 .14547 .12725 
5.6 .34582 .39683 .35200 .34988 
5.8 .49485 .48396 .47807 .49525 
6.0 .53114 .49467 .49467 .52903 

Example 3, Fig. 5 

y" = 

y(1) = 1, y'(1) = 0 

Exact solution: y(x) = sin (x - 1) + ~ cos (x - 1) 
x 

359, 

3 
~II' 
0 

o. 
.19721 
.37694 
.52056 
.61034 
.63232 
.57918 
.45726 
.26561 
.04087 

- .18974 
- .39011 
- .52557 
- .56964 
- .51044 
- .35494 
-.13006 

.12080 

.34536 

.49347 

.52903 

(a) '~/ave perturbation, with the initial conditions satisfied exactly 

IV 0 = cos (x - 1) 

TV1 = 2 sin (x - 1) - 2 cos (x + 1) (Ci 2x - Ci 2) 

- 2 sin (x + 1) (Si 2x - Si 2) 

(b) \\lave perturbation, matching the exact solution at infinity 

Hi 0 = sin (x - 1) 

IV1 = 2 sin (x + 1) Ci 2x - 2 cos (x + l)(Si 2x - 7r/2) 

This is an example of a solution in an infinite interval, where the per­
turbation term is not small throughout. It is interesting to note that the 
second form gives good agreement with the accurate solution in most of 
the range of integration. 
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Example 4, Fig. 6 

y" = + xy, 

yeO) = 1, y'(O) = ° 
Exact solution: 

y(x) = r(~)3-1/3xl/21_1/3(~x3/2). 

(a) Wave perturbation 

TVo = cosh X 

TV! = - i cosh x + t(x2 
- 2x + 1) sinh x 

(b) Linear perturbation 
Lo = 1 

x3 

Ll = '6' 

This is an example in which the exact solution is non-oscillatory yet even 
in the short interval (0, 2) T110 + WI is a better approximation than Lo + 
L 1 • 

Example 5, Table I 

1 
y" + X y' + y = 0, ° < x ~ oc 

Solution required to match the accurate solution 

y(x) = lo(x) - i No(x) 
at infinity: 

TABLE I 

x Jo - iNo T1'0 IVo+WI 

10 - .2459 -i .0557 - .2468 -i .0526 - .2460 -i .0557 
9 - .0903 -i .2499 - .0938 -i .2489 - .0903 -i .2500 
8 .1717 -i .2235 .1683 -i .2264 .1717 -i .2235 
7 .3001 +i .0259 .3009 +i .0207 .3001 +i .0260 
6 .1506 +i .2882 .1568 +i .2855 . 1507 +i .2883 
5 - .1776 +i .3085 - .1704 +i ;3135 -.1777 +i .3086 
4 - .3975 +i .0169 - .3979 +i .0291 - .3973 +i .0169 
3 - .2601 -i .3769 - .2765 -i .3684 - .2601 -i .3772 
2 .2239 -i .5104 .1967 -i .5288 .2246 -i .5109 
1 .7652 -i .0883 .7796 -i .1699 .7683 -i .0860 
0.8 .8463 +i .0868 .8920 -i .0130 .8499 +i .0916 
0.6 .9120 +i .3086 1.0124 +i .1899 .9152 +i .3183 

iVo + IVI + IV2 

.7{)51 - .0882 

.8461 + .0868 

.9116 + .3084 
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For values .of x less than 1 W2 was evaluated numerically. 
Example 6, Table II 

y" + ~ y' = (b - 1) y, 1 ~ x ~ 3. 
y(l) = 1, y'(l) = o. 

The solution of this equation using Picard's method and the integraph 
has been described by Thornton C. Fry.3 vVe compare his results with those 
obtained by the wave perturbation method. The equation is first reduced 
to normal form by the substitution y = x -1/2 1l, so that 

tt" = ( -1 + J_) tt 
4x2 

and we have {3 = !vi Then 

. 1 
X

1
/
2 TT'o = cos {3 (x - 1) + fi1 sin (3(x - 1) 

X'12W, = b f (:' - 1) [cos{3(U - 1) 

+ ~.sin {3(u - 1)] sin {3(x - tt) dte. 

While TV1 may be evaluated in terms of Ci and Si functions the values 
tabulated below were obtained by numerical integration. The values of 
the accurate solution 

and of the third and eighth Picard approximations, are copied from Fry's 
paper. 

TABLE II 

x I Y I Ya Ys Wo WO+1I'1 

I ~MI 1.000 1.000 1.000 1.000 1.000 
.998 .998 .998 .990 I .998 

1.4 .985 .984 .986 

I 

.961 i .985 
1.6 .956 .951 .955 .913 i .956 
1.8 .908 .894 .910 .848 I .908 
2.0 .842 I .809 .844 .769 i .842 
2.2 .759 

I 
.694 .760 .677 i .758 

2.4 .659 .548 .661 

i 

.575 ! .659 
2.6 .547 i .370 .549 .466 

i 

.547 
2.8 .425 .156 .427 .352 .427 
3.0 .297 

I 
- .096 .300 .236 .300 
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Potential Coefficients for Ground, Return Circuits 

By W. HOWARD WISE 

This paper is concerned.with the effect of the finite conductivity and dielectric 
constant of the earth OIi the potential coefficient for a l-\yire ground return 
circuit. It has been customary to say that the potential coefficient V /Q is 

Pt2 = c2210g p" / p', elm units per em. 

It is generally realized of course that this is just a good approximation to the 
true Pt2. To see that it is just an approximation one has only to imagine the 
earth turning into air, in which case the distance p" will eventually cease to 
have significance. The object of this paper is to derive the complete expression 
for P12 • 

It turns out that 

P12 = c2[2 log p" / p' + 4(M + iN)] 

where 

1
~ e-(hHH'Va t cos y rv~t 

M + iN = . tJ V t2 + iei21] + (e _ i2cAIT)t dt 

a = 47rITw, as in Carson's work on Z12 and in mine on Z12 at high frequencies1,2 

re i
1] = VI + i(e - 1)/2cAIT = s 

e = dielectric constant in electrostatic units 
IT = conductivity in electromagnetic units 

= 10-13 to 10-14 in ordinary soil 
A = wavelength in centimeters 
C = velocity of light, in cm per sec. 

M + iN vanishes as f ~ 0, f ~ 00, e ~ 00 or IT ~ 00. 

Ordinarily 4(M + iN) will not be an important correction to 2 log p" / p'; but if the 
frequency is high and h or z is small it can be a worthwhile correction. For 
example, if a .02535 inch wire be thrown out on the ground to be a 2 mc antenna 
and \ve assume thatIT = 10-13, e = 15 and h = 3 cm. then, with a for wire radius, 

pu = c2[210g 21z/a + 4(M + iN)] 
= c2[10.455 + .152 + i .319]. 

1/ Pu is the capacity to ground. If there were two parallel wires the scalar 
potential at the first wire would be VI = PUQl + P 12Q2 • 

DERIVATION OF THE FORMULA 

(7) 

(8) 

W E BEGIN with the wave-function for an exponentially propagated 
current in a straight wire parallel to a fiat earth. The wave-function 

for a horizontal current-element dipole has been formulated as an infinite 

1 John R. Carson: "Wave Propagation in Overhead Wires with Ground Return," 
Bell Sys. Tech. Jour. 5, pp. 539-554, 1926. 

2 W. Howard Wise: "Propagation of High-Frequency Currents in Ground Return 
Circuits," Proc. I. R. E. 22, pp. 522-527, 1934. 
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integral by H. von Hoerschelmann3
• The wave-function for the current 

in the wire is obtained by integrating the wave-fun'ctions of the current­
element dipoles along the wire from minus infinity to plus infinity. It is 

IT X -",(x I -",(x e , e L 
co ( ~ikRl -i1CR2 

a e oe -- - --
-00 Rl R2 

+ l°0 2Jo(vp) e-Wlv.dv) dx +6 X 0 (1) 
o l + m 

X 2 -",(x Loo 
I -"'(x a 100 

(1 - /)Jo(vp)v -wl d d ceo e - e V· x. 
, -00 ax 0 (l + m)(l + 7 2 m) 

Fig. 1 

The time factor is eiwt
• 

and z directions. 
a; band c are unit vectors pointing in the x, Y 

i ; . 

1/? (x2 + y2 + (h - Z)2) -
(x2 + y2 + (It + z)2)1/2 
(x2 + y2)1/2 

27r/'A 
e/-Lw2 - i47r(]'/-Lw in electromagnetic units 

By supposing e to be measured in electrostatic units we can write 

k~ = k2(e - i2cX(]')/-L. 

3 H. VCIll Hoerschelmann, Jahrb. der draht. Teleg. 5, pp.'14-188, 1912. 
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It is assumed that J..L is everywhere unity in electromagnetic units. 

l = (p2 - p)1/2, m = (p2 _ k;)1/2 

w= It + z, ,2 = k2lk~ 
'Y = a + if3 is the desired propagation constant 

The electric field parallel to the wire is 

Ex = -iw[IIx + k-'l ~ (~ IIx + aa IIy + ~IIz)J ax ax y az 
(2) 

It has previously been shown that2 

Z12 = iw[2 log pI! I p' + 4(Q - iP)] (3) 

"vhere 

Q 'P 11""(_ /--. ) -w'p I d 
- 1, = ~ V p2 + 'ts2 - pecos y p. P, 

'ts2 0 

w' = w V~ and y' = y V~. 

To get the potential coefficient for a ground return circuit it is necessary 
to compute the scalar potential. 

V = iwk-
2 (~ IIx + ~ IIy + ~ IIz) ax ay az 

(4) 
= Q P12 

As in previous work the propagation constant 'Y is assigned the value ik 
as a first approximation. This is an ideal value for 'Ybut the following 
considerations make it an imperative choice: . (1) to assume that the current 
is propagated down the line with a velocity less than that of light makes the 
integrals very hard to evaluate, (2) to assume that the attenuation is not 
zero on an infinite line amounts to assuming an infinite source of energy and 
makes the integrals diverge. 

It should not be inferred that the resulting formulas are necessarily poor 
if tl:e physical system does not closely approximate the ideal one in which 
'Y is ik. ik is employed as a convenient first approximation in evaluating the 
correction terms in Z12 and P12. Eventually, if there were but one wire, 
one would compute'Y = V (z + Zl1)(G + iwl Pn), wherein Zn and pn 
have been evaluated with ik for'Y, and this would be a second approxima­
tion to 'Y. Past experience with the second approximation so obtained has 
justified the expectation that it would be a satisfactory final result. Since 



368 BELL SYSTEM TECHNICAL JOURNAL 

the integrals diverge if the attenuation is not zero the use of an infinite line 
formula presupposes reasonably efficient transmission. 

Since II a: e-"'IX we have 

aJ 
Since - ax 

. k-2 a II ~ IIz = I Z cI Z 
1W ax z = k if 12 = iw 12· 

aQ ,", 
- or ikI = iwQ or I = cQ this is at 

twk-:-2 a~ IIx = Qc2 [2 log pI! / p' + 4(Q - iP)]. 
, x 

We have 'next to consider 

= 2w(1 - 7
2

) I ~ 100 

e-'YX i rOO Jo(vp)e-
w1 

v·dv dx 
ik2 az -00 ax.lo (l + m)(l + 7 2m) • 

(5) 

( 2) 00 ~l d 00 
2 2 1 - 7 ale V· v 1 -"'IX a 

= Qc 'k -a (l+)(l + 2,) e -a Jo(vp) dx. 
" 1 Z C _ m 7 m --00 _ x 

The infinite integral is 

{(l + ~;;;~v 7'm) [e-'" Jo(vp) [~ + 7 1: e'" Jo(vp) dx J. 
Since] o(v V x2 + y2) and cos kx are even functions of x and sin kx is an 
odd function of x 
'" 

l' 00 Jo(v V x2 + y2)e-ikX dx = 2100 

Jo(v V x2 + y2) cos kx·dx 
-00 0 

= 0 if v < k 

= 2 cos Y V v2 
- k2 if 

, V v2 _ k2, k ~ v 

and so our integral is 

2ik [00 e -wI V • cos yl dv 
Jl.; (l + m)(l + 7

2 m) l 

?r, if we put l.= v V~ 
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and i(k; - k') = 4" .. ", (1 + i '2: .. 1) = as', 

2'k f"" e-WIJI cos y' v· dv 

V~ Ja (v + Vv2 + is'2) (v + r2
vv2 + iS2) 

where, as in Q - iP, 70' = 70 V~ and y' = y V~. 

Noting next that :z e-
WIJI = - v-;;ve-

WIJI 

we have 

2 4 l tO V 1''2 + is2 
- V -w I JI 2 = -Qc -;-., 2 e cosy'v·(l- 7)v·dv. 

'l-S~ 0 v + 7 V 1'2 + is2 

Since (1 - 7
2

) V = V + 7
2 V 1'2 + is2 - 7

2 
( V 1'2 + is2 + v) 

this is 

-QC2~2 [""[VV2 + is2 - V - + 2~22 + . 2Je-w1JI 
cosy'v.dv 

'l-S v{) v 7 V 'l-S 

[ 1"" e-w'JI cos y'v.dv ] 
='·Qc

2 
-4(Q-iP)+4 0 Vv2 +is2 +1'/72 . 

On adding (6) to (5) we have 

Qp12 = Qc2[2 log pll/ p' + 4(M + iN)] 

where 

l
tO e-w'JI cos y'v 

M + iN = _ I odv 
o V 1'2 + is2 + vir" 

-1"" e-(h+z)tVat cos y ~rt 
-:vi 2 dt. 

a . t2 + iei2 't/ + tlr 

M + iN vanishes as j -7- 0, j -7- 00, e -7- 00 or (J -7- 00. 

When k~ - k'2 is minute the leading terms in the approximation (9) 

• 7f' C 1 ( I _ I( 2 2)) • 7r for M + IN are '8 - '2 - "2 log p I V k2 - k /2 - 1 4, 

AN ApPROXIMATION FOR M + iN 

(6) 

(7) 

(8) 

It is possible to get series expansions for M + iN but those which have 
been obtained do not facilitate computation. A fairly good appr9ximation 
to M + iN is arrived at as follows. 
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Let iei2 T/ = u2 u = ei (T/+7r/4) , 
€ - i2cAU = a = 1/7"2 

e-(h+z)rv;t""t cos yt V-;;t = !(e -Il't + e -o"t) 

g' = (h + z - iy)t V~ 
gil = (h + z + iy)tV~ 
g = (h + z)tV~ 
Since (t2 + ,i)1/2 = (t'l + 2tu + 1l - 2tU)1/

'2 

= t + u - tul (I + u) + ... 
we put 

1/( Vt2 + u2 + at) = l/(t + u - tu/(t + u) + at) 
= (t + u)/[(a + 1)t2 + (a + l)tu + u 2

] 

= (t + rl + r2)/(a + 1)(/ +r1)(t + r2) 
where rl = u(l - VI - 4/(a + 1»/2. 
and r2 = 11(1 + VI - 4/(a + 1»/2. 
Then 

M + iN ~ 1 _r_2 ___ r_I _ e + e tit 00 ( ) -o't -o"t 

(a + 1)(r2 - r1) 1 t + Y1 t + r2 2 

1 [O'T} l' ( -O'rt) + -0'r2 l' ( -0'r2) ------,)--:-(-- ) -r2e I erIe 1 e 
2(a + 1 r2 - r1 

When y = 0 this reduces to 

Ii (e -Z) = - ~ dt = C + log z + L: ~ , f
oo -t 00 ( r 

Z t , ... 1 L! L 

where C = .57721::665 and, if z = r/o, -7r:::; () :::; 7r. 
-Z n. , 

Ii (e- Z
) '"'-' ~ L _L_._ + Rn. 

-z 1=0 (-Z)I 

The accompanying charts give M and N for y = 0 and € = 15. With 
Z = h they give M and N for P11. The computed points are indicated by 
solid dots on the chart for M; they were obtained by nume~ical integration. 

The approximation (10) was checked against the values obtained by 
numerical integration at a number of points. The discrepancy in each case 
amounted to less than one per cent for both M and N. This approximation 
is a much easier way to evaluate the integral than is numerical integration 
but it is a tedious computation with many chances for error. Conse-
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quently it is important to observe that a coarser kind of approximation 
may often be good enough, Thus, taking y to be zero, 

1
00 -ot 

M + iN ~ e dt 
oU + at 

lou/a l' ( -ou/a) -- e Ie, 
a 

If g is very small one might use 

AI + iN ~ 11 ~ + foo e -gt dt 
o u + at 1 (1 + a)t 

= ~ log (1. + ~) - _1_ Ii (e-O
). 

a u 1 + a 

Ordinarily precision is not required in M + iN because 4-(M + iN) is a 
small term in P12 . 



Abstracts of Technical Articles by Bell System Authors 

Electrochemical Factors in Undergro1t1zd Corrosion of Lead Cable Sheatll. l 

V. J. ALBANO. Stray current is the principle cause of corrosion failures on 
underground telephone cables in most cities where trolleys are operated. 
To mitigate this condition, the cable sheaths are "drained" to the negative 
return .sys,tem of the traction system. By this means not only is the stray 
current anodic area largely eliminated, but the cables automatically become 
negative to earth, and therefore are .cathodically protected. The cathodic 
protection afforded in this manner prevents other types of co~rosion from 
occurring. With the gradual abandonment of trolley systems, and with the 
extension of underground cables into non-trolley areas, the percentage of 
underground telephone plant receiving this protection is decreasing. As a 
result, the problems of lead corrosion due to such causes as galvanic and local 
cell action of various types, and chemical action by substances in the soil 
are becoming more prevalent. It is the purpose of this article to review some 
of the basic principles of corrosion not involving stray currents, and show 
how they apply to the p~oblems of lead cable sheath corrosion. 

PCM Equipment.2 H. S. BLACK and J. O. EDSOX. PCM, pulse code 
modulation, is a new solution to the problem of overcrowded frequency 
spectrum. It appears to have exceptional possibilities from the standpoint 
of freedom from interference, and seems to have inherent advantages over 
other types of multiplexing. 

Coaxial-Cable lYetworks.3 FRANK A. COWAN. This paper discusses the 
general features of the coaxial system, its application for both telephone and 
television, and the future prospects for very-broadband transmission facili­
ties in the communication network. 

Parabolic-Anten1la Design for Microwaves. 4 c. C. CUTLER. This paper 
is intended to give fundamental relations and design criteria for parabolic 
radiators at microwave frequencies (i.e., wavelengths between 1 and 10 cen­
time!ers). The first part of the paper discusses the properties of the para­
bola which make it useful as a directional antenna, and the relation of phase 
polarization and amplitude of primary illumination to the over-all radiation 
characteristics. In the second part, the characteristics of practical feed 
systems for parabolic antennas are discussed. 

1 Corrosion, October 1947. 
2 Electrical Engineering, November 1947. 
3 Proc. I. R. E.-Waves and Electrons Section, November 1947. 
·1 Proc. I. R. E., November 1947. 
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Microwa'veAllte1l1za Measurements. 5 C. C. CUTLER, A. P. KING.ahdW. E. 
KOCK. A description is given of the techniques involved in measuring the 
properties of microwave antennas. The measuring methods which are 
peculiar to these frequencies are discussed, and include the measurement of 
gain, beam width, minor lobes, wide-angle radiation, mutual coupling be­
tween antennas, phase, and polarization. The requirements of the antenna 
testing site are taken up, and components of a complete measuring system 
are briefly described. 

Microwave Converters.6 C. F. EDWARDS. Microwave converters using 
point-contact silicon rectifiers as the nonlinear element are discussed, with 
particular emphasis on the design of the networks connecting the rectifier 
to the input and output terminals. Several converters which have been 
developed during recent years for use at wavelengths between 1 and30 centi:­
meters are described, and some of the effects of the impedance-versus-fre­
quency characteristics of the networks on the converter performance· are 
discussed. 

Recent Developments in Relays:7 Glass-Enclosed Reed Relay, W. B. ELLWOQD; 
Mercury Contact Reiays, J. T. L. BROWN and C. E. POLLARD. Relayswhich 
combine high-speed and great uniformity of performance over long periods 
of time are required for some uses in the telephone plant. The relays de­
scribed possess these qualities ·to an unusual degree. Detailed des<;ription 
is limited to two types, each typical of a generic family in which the prin­
ciples involved apply to all. 

These relays are based on the philosophy that a motor element (any device 
for conversion of electromagnetic to mechanical energy), which is efficient 
and magnetically and elastically stable and operates contacts sealed in a 
proper atmosphere free from dirt and film, will give reliable performance if 
the contact load is engine~red to the capacity of the contact. The relays 
require no maintenance beyond unit replacement, for there is no possibility 
of a change in adjustment after assembly is completed . 

.In one form the contact iI:', provided for by metal in solid form, while in the 
other a mercury film supported on solid metal surfaces provides the con­
tacting medium. The mercury at the contacting surfaces is replenish~d 
continuously through a capillary path from a mercury reservoir below the 
contact. 

An Adjustable lVave-G1tide Phase Changer. 8 A. GARDNER Fox.. A v~ry 
interesting and useful component of the wave-guide art is the differential 
phase-shift section, wherein dominant waves of one polarization are caused 
to travel through a section of wave guide at a different velocity than waves 

5 Proc. I. R. E., December 1947. 
6 Froc. I. R. E., November 1947. 
7 Elec. Engg., November 1947. 
8 Froc. I. R. E., December 1947. 
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polarized at right angles to the first. Particularly useful are the .190-degree 
and .1180-degree differential phase-shift sections which produce differential 
delays between the two polarizations of 90 degrees and 180 degrees, respec­
tively. The properties of these sections are discussed, and it is shown how 
they may be combined to form a phase changer which will transmit substan­
tially 100 per cent of the incident power with a phase which is readily ad­
justable. Several different methods of building these sections are finally 
described. 

Considerations in the Design of a Radar Intermediate-Frequency Amplijler. 9 

ANDREW L. HOPPER and STEWART E. MILLER. The intermediate-frequency 
amplifier of a microwave radar receiver is commonly required to provide 
approximately 100 decibels amplification in a bandwidth of 1 to 10 mega­
cycles, centered at frequencies in the 30- and 60-megacycle regions. Meet­
ing such requirements involves the use of five to ten amplifier stages of the 
highest efficiency that can be suited to production methods. In addition, 
the noise figure of the radar intermediate-frequency amplifier is a significant 
contributo.r to the over-all radar receiver noise figure, and must therefore be 
maintained at an absolute minimum. By examining a particular inter­
mediate-frequency-amplifier design (one providing an over-all bandwidth of 
10 megacycles centered at 60 or 100 megacycles), this paper discusses qualita­
tively the theoretical problems involved in such a design and gives data of 
practical importance to the engineer attempting to build a similar amplifier. 
Measured characteristics of approximately fifty amplifiers are summarized to 
illustrate the end results· achieved. 

Historical J.Vote on the Rate of aMoving Atomic Clock.10 HERBERT E. 
IVES. The history of the idea of variation of frequency with velocity is 
followed through Goigt, Larmor, Lorentz, and Einstein. The Michelson­
Morley experiment is explainable by any contraction of dimensions in the 
ratio (1 - V2/C2)~: 1 along and transverse to the direction of motion. To 
each contraction corresponds a different value of frequency change. The 
theoretical speculations pointing to the relation Vm = vo(1 - v2/ c2)! are 
discussed, together with the significance of the experimental test by means of 
canal rays. 

New Low-Coefficient Synthetic Piezoelectric Crystals for Use in Filters and 
OscillatorsY W. P. MASON. Two crystals of the monoclinic sphenoidal 
class have been found which have modes of vibration with zero temperature 
coefficients of frequency, high electromechanical coupling constants, and 
high Q's or low dissipation. These properties make it appear probable that 
such crystals may have a considerable use in filters and oscillators as a sub-

9 Proc. I. R. E., November 1947. 
10 Jottr. Opt. Soc. Amer., October 1947. 
11 Proc. I. R. E., October 1947. 
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stitute for quartz, which is difficult to obtain in large sizes. These crystals 
are ethylene diamine tartrate (EDT) having the chemical formula 
C6H14N206, and di-potassium tartrate (DKT) having the formula K 2C4H40 6 

-! H 20. 
The paper describes the properties of EDT, since this crystal has been 

found more advantageous than DKT. The 13 elastic constants, the 8 pie­
zoelectric constants, and the 4 dielectric constants have been measured over 
a temperature range, and from these measurements the regions of low tem­
perature coefficients and high electromechanical coupling have been located. 
Six low-temperature-coefficient cuts have been discovered and the properties 
of these cuts are given. These cuts are being applied in the crystal channel 
filters of the long-distance telephone system, and may be applied to the 
control of oscillators. 

Multi-Channel Carrier Telegraph. 12 A. L. MATTE. Discussion of a car­
rier telegraph system, adapted specifically to railway requirements, to meet 
the needs for high-quality line transmission. 

RejlexOscillators jor Radar SystemY J. O. McNALLY and W. G. SHEP­
HERD. The advantages to be gained in the operation of radar systems at 
very high frequencies have led to the use of frequencies of several thousand 
megacycles. Operation at these frequencies has imposed serious problems 
in obtaining suitable tube behavior. Because of the difficulty in obtaining 
amplification at the transmission frequency, the r.f. section of the usual radar 
receiver consists ofa crystal converter driven by a beating oscillator and 
operating directly into an i.f. amplifier. Since the midband frequency of 
the latter has commonly been either 30 or 60 Me., it has been necessary to 
provide beating oscillators operating at frequencies differing from ;those of 
the transmitter by only a few per cent. 

For radar systems intended to operate at approximately 3000 Me., which 
were under development in the early days of the war, it was found that tri­
odes then available gave unsatisfactory performance. Attention shifted to 
the possibility of using velocity-modulated tubes, and the particular form 
known as the reflex oscillator came into general use. 

In this paper the requirements on beating-oscillator tubes for radar sys­
tems are discussed, and the design features which have made the reflex 
oscillator eminently satisfactory in this application are pointed out. Prob­
lems encountered in such oscillators, are outlined, and the solution in a num­
ber of cases is indicated. In some instances military requirements and ex­
pediency were in conflict with the optimum performance, and hence certain 
compromises were necessary. 

12 Railway Signaling, December 1947. 
13 Froc. I. R. E., December 1947. 
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Space-Charge and Transit-Time Effects on Signal and Noise in Microwave 
Te.trodes. I4 L. C. PETERSON. Signal and noise in microwave tetrodes are 
discussed with particular emphasis on their behavior as space-charge condi­
tions are varied in the grid-screen, or drift, region. The analysis assumes 
that the electron-stream velocity is single-valued. For particular conditions 
the noise figure may be substantially improved by increasing the space­
charge density in the grid-screen region until an entering electron encounters 
a field of a certain magnitude. The noise reduction is largely due to the 
cancellation in the output of the noise produced by the random cathode 
emission. The method of noise reduction described is applicable only when 
the transit angles of both input and drift regions are fairIy long. 

In a forthcoming paper, H. V. Neher describes experimental results which 
broadly agree with the theory. 

"Cloverleaj" Antenna jor F. M. Broadcasting. IS PHILLIP H. SMITH. The 
radiation requirements and general design considerations for transmitting 
antennas suitable for f.m. broadcoasting are briefly discussed, and an ex­
planation of the design and operation of the arrangement of radiating ele­
ments and associated feed system employed in the "cloverleaf" antenna is 
given. Both calculated and measured data are included, showing field-in­
tensity distribution, gain, impedance-frequency characteristics, etc. De­
sign features which are discussed include a simple coaxial impedance-match­
ing transformer developed initially for microwave application, and the 
method and facilities provided for the removal of sleet. 
. Hybrid Circ1tits jor Microwaves. I6 W. A. TYRRELL. The fundamental 
behavior of hybrid circuits is reviewed and discussed, largely in terms of 
reciprocity relationships. The phase properties of simple wave-guide tee 
junctions are briefly considered. Two kinds of hybrid circuits are then 
described, the one involving a ring or loop of transmission line, the other 
relying upon the symmetry properties of certain four-arm junctions. The 
description is centered about wave-guide structures for microwaves, but the 
principles may also be applied to other kinds of transmission lines for other 
frequency ranges. Experimental verification is provided, and some of the 
illlPortant applications are outlined. 

14 Proc. I. R. E., November 1947. 
15 Proc. I. R. E.-Waves and Electrons Section, December 1947. 
16 Proc. I. R. E., November 1947. 
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