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network which has been used extensively in the study of the ring armature 
receiver. The cross-sectional drawing of the receiver and associated handset 
handle and cap is labeled to indicate the various acoustical and mechanical 
elements which are represented by the electrical circuit in the lower portion 
of the figure. Thus S D , M D and RD represent the stiffness, mass, and me­
chanical resistance of the diaphragm; MIl and RIl represent the mass and 
resistance of the hole in the diaphragm which provides the low-frequency 
cut-off in the receiver, etc. One item of interest in this circuit representation, 
which differs from that of previous receivers, is the division of the chamber 
in back of the diaphragm into two parts, SB and SA , connected by the air 
passageway RAM A of the magnetic air-gap between the armature and the 
pole-piece tip. Under certain conditions, particularly those representing the 
receiver with some of the acoustical controls removed, the acoustical con­
stants of the air-gap have been found to be of sufficient magnitude to war­
rant this division of the total back chamber into two connected parts. An 
approximation is involved in this representation of the back chamber in that 
the force applied to the coil chamber, SA , by the motion of the armature is 
ignored, but this approximation is justifiable through a consideration of the 
relative magnitudes of the effective areas and volumes involved, and the 
representation has been found to be in good agreement with measurements 
on the actual physical structures. 

The constants of the equivalent circuit are determined by various physical 
measurements and computations. For example, the effective mass of the 
diaphragm, M D , is estimated from the weights and the integrated vibratory 
kinetic energy of its various parts. The diaphragm stiffness, S D, is then 
computed from its resonant frequency. The diaphragm resistance, RD , is 
determined from a circle diagram analysis. The various chamber stiffnesses 
are computed from their air volumes, knowing the integrated effective area 
of the diaphragm. The acoustical resistances and masses are obtained from a 
combination of theoretical computations and special tests on the network, 
using circuit conditions in which these constants play the predominant role. 

In setting up this equivalent circuit for analysis and study, mechanical 
resistances are replaced by electrical resistances; masses are replaced by 
inductances; and compliances, the reciprocal of the stiffnesses; are replaced 
by capacitances. Response-frequency characteristics may then be deter­
mined by applying a constant voltage to the input terminals and noting the 
voltage across Sc , which is proportional to the pressure generated in the ear 
coupling chamber for constant force applied to the armature. The effects 
of changes in any of the elements can be determined by simply changing 
the electrical value of the equivalent network element and repeating the 
measurement. In this manner, optimum values or combinations of values 
may be determined to provide the desired response-frequency character-
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istic, the effect of proposed design changes may be predicted, and other 
characteristics determined without building large numbers of physical 
models. 

(b) Damped Electrical Impedance 
The damped electrical impedance of the receiver, that is, the electrical 

impedance when the armature is blocked so that it cannot move, is repre­
sented by Ze in the block diagram of Fig. 11. The damped impedance of the 
ring armature receiver plotted against frequency is shown in Fig. 13. The 
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Fig. 14-Ze. Network representation for the damped impedance. 

rise in resistance and the departure from linearity of the reactance are due 
to the effects of eddy currents in the metallic parts of the instrument. 

A circuit representation for Ze is shown in Fig. 14. This circuit is derived 
on the assumption of a single eddy current path coupled to the receiver 
winding. The electrical resistance and inductance of the winding are repre­
sented by rand C, and the eddy current circuit by Rand L. Analysis of this 
circuit is useful in determining the extent to which eddy currents have a 
detrimental effect on the efficiency of the receiver. In general, the effect of 
eddy currents is greate"r in the ring armature receiver than in the bipolar 
types, largely because of the toroidal form of the motor element. Slotting of 
the ring-shaped parts has been found to be ineffective in reducing the eddy 
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currents. However, with the low effective mass and large effective area of 
the diaphragm, the constants of the acoustical elements shown in Fig. 12 
can be adjusted to compensate almost completely for the effects of eddy 
currents, even up to quite high frequencies. 

(c) Force Factor 
The third element in the block diagram of Fig. 11 is T, the force factor, 

defined as the force on the armature per unit current flowing in the receiver 
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winding. This is a complex quantity whose angle between force and current 
is designated by the symbol {3. In magnetic receivers like the ring armature 
receiver, the force factor varies with frequency, both in magnitude and in 
phase. Fig. lS(a) shows a vector plot of this quantity, and indicates how the 
terminus of the vector follows an approximately circular path with change 
in frequency. Figure lS(b) is a chart showing the magnitude of T and the 
angle {3 as functions of frequency. 
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The force factor diminishes with increasing frequency, and is largely 
dependent upon the alternating component of flux in the field of the air-gap. 
The presence of eddy currents produces a component of flux there also, 
which is usually in opposition to that produced by the current in the coil 
winding. The net amount of flux is thus diminished with increasing fre­
quency as the effect of eddy currents becomes greater. It has been shown12 

that, for a single eddy current path, the locus of the vector plot such as that 
of Fig. 15(a) would be a semicircle with its center on the horizontal axis. 
The fact that the center of the circular locus shown here is somewhat below 
the horizontal axis indicates a departure from the simple theory. It seems 
likely, however, that if two or more eddy current paths exist having sub­
stantially different time constants, the departure shown here might be 
explained. 

The values of force factor are obtained from a circle diagram analysis with 
the diaphragm resonated at different frequencies in the middle and upper 
frequency range. For very low frequencies, the mechanical impedance of the 
receiver is determined by the stiffnesses of the system, provided the hole 
in the diaphragm is closed, and a simple expression for the force factor at 
low frequencies can be derived in terms of the pressure genera ted by the 
receiver in a closed coupler for a given current in the receiver. This expres­
sion is 

_ (po) Sr + Sf 
70 - (1)' Sf . A dynes per abampere. 

where 70 is the low frequency force factor, po is the low frequency pressure 
generated in a closed coupler for current I in the winding, Sr is the total 
mechanical stiffness of the diaphragm and acoustic chambers back of the 
diaphragm referred to the effective diaphragm area A, and Sf is the mechani­
cal stiffness of the closed coupling chamber in which po is measured. 

Since the force per unit current will depend on the number of turns in the 
coil, force factor is not independent of receiver impedance. Thus, when 
comparing the force factors of receivers, it is necessary to refer the measured 
values of force factor to a common value of impedance by introducing a 
factor based on the ratio of the square roots of the impedances of the re­
ceiversbeing compared. Such comparisons between the ring armature re­
ceiver and its bipolar predecessor show approximately equal values of force 
factor at low frequencies, with the ring armature receiver force factor falling 
off more rapidly at higher frequencies. 

LIMITS OF RECEIVER EFFICIENCY AND DISTRIBUTION OF LOSSES 

AT Low FREQUENCIES 

In the design of this receiver, an object has been to make the efficiency 
as high as practicable over the frequency range from 350 to 3500 cps. Since 
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there are theoretical limits to the level of efficiency which cannot be sur­
passed even in the ideal case where there are no losses, it becomes of interest 
to determine the magnitude of these upper limits. It is also of interest to 
determine the amount and origin of the various types of losses that occur, 
and to what extent they can be minimized. 

In the case of a telephone receiver, the character of the ear load is pre­
dominantly a reactance, corresponding to the stiffness reactance of an ear 
cavity of about 6 cc. volume. The power transfer to such a load is not ordi­
narily used to denote the efficiency, as may be done for a resistance termi­
nated device such as a loudspeaker for example. Instead, the available 
power response is taken as a measure of relative efficiency of receivers, and 
it is defined as follows: 

Response = 10 log 7J = 10 log hl (1) 
W/4Ro 

Where 
10 log 1] = available power response in db referred to (1 dyne/ cm2)2 per 

watt. 
p = pressure developed in the ear cavity in dynes/cm2

• 

E = voltage of source in volts. 
Ro = source resistance in ohms; chosen in this discussion to be equal 

to the receiver impedance at the midband frequency jo , 1000 cps. 
In this expression, the numerator /p/2 is proportional to the acoustic 

power output, while the denominator E2/4Ro is the available power input. 

Low Frequency Loss Analysis 

It will now be shown that the available power response approaches a 
theoretical limit which is about 17 db higher than the response level of this 
receiver at low frequencies, and that this expression may be arranged to give 
five loss factors, each of which has an important physical significance. 

For this purpose we need to consider only the stiffness, force factor, and 
inductance of the receiver working into a closed chamber representing the 
ear load. It is well known that in this instance for frequencies below 500 cps, 
with the receiver working out of a source of constant voltage E, and resist­
ance R o , the equations of motion are: 

(Ro + R + jwL) I + jWT .10-7 X = E 
- T I + (S r + Sf) x = 0 

where L = low frequency inductance of receiver winding. in henries 
R = low frequency resistance of receiver winding in ohms 

T = transduction coefficient or force factor in dynes per ampere 

(2) 

S r = stiffness of receiver diaphragm, including the rear chamber, 
negative field stiffness, etc. in dynes per cm. 
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5, = stiffness load of coupler and front volume in dynes per cm. 
f = current in amperes 
x = displacement of diaphragm in cms. 

The solution of these equations for the displacement is 

'TE 
(3) 

For an adiabatic change, the pressure p in the chambers in front of the 
diaphragm due to a small displacement x is 

. "PoA S, 
P = V g + Vex = A x, 

where" = ratio of specific heats of air = 1.405 
Po = atmospheric pressure = 1.013 x 106 dynes/cm2 

A = effective area of diaphragm in cm2 

Va = receiver front volume beneath the grid holes, in cm3 

VI; = coupler volume = 6 cm3 

Combining equations (3) and (4) we have 

"PoA 'TE 
p = V g + Vc . (Ro + R)(Sr + 5,) + jW['T210-7 + L(Sr + S,)]' 

(4) 

(5) 

Substituting equation (5) in equation (1) and expressing 'IJ as a power ratio 
we obtain 

"po 4RO'T2 
'IJ = Va + Vc ·5,· (Ro + R)2(Sr + 5,)2 + w2[/ 10-7 + L(Sr + 5,)]2' (6) 

K = 
'T210-7 

Let or 'T2 = KL(Sr + S,)107 
,L(Sr + Sf) 

Then 

4"po .107 

'IJ = 

and factoring 

4"po .10
7 

'IJ = 
K 

1 + K 

RowL(l + K) 

(7) 

(8) 
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At low frequencies, the reactance of the receiver as seen from the electrical 
side is X = wL(1+K). Hence the last factor of the above equation becomes 

~X . 
(Ro + R)2 + X2. Taking the case of a pure reactance receiver first, we may 

place R = 0, and if we further match Ro to X at the midband frequency 
fo , and then denote the value of X atfo as Xo , we have 

RoX XoX fifo 
(Ro + R)2 + X2 = X~ + X2 = 1 + (flfo)2 
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Fig. 16-(A) Low frequency loss distribution of ring armature receiver. (B) Theoretica 
limits of response level and frequency range, for receivers with uniform response down to 
zero frequency. 

The latter step assumes that the low frequency reactance X is a linear func­
tion of frequency. For the pure reactance receiver, the response then becomes 

2,¥Po .107 Vc Sf 
10 log 1] = 10 Jog ( f2) • V g + Vc Sr + Sf 

Vc7rfo 1 + f~ 
K 

1 + K 
(9) 

Thus it is seen that the expression for the efficiency may be factored into 
four terms, each of which has a significant physical interpretation. 

A plot of these factors versus frequency is shown in Fig. 16(a). Curve (1) 
represents the first term only, the others are assumed to be equal to unity. 
This may be called the ideal response, where no loss occurs and it has a 
level of 91.7 db vs. (1 dyne/cm2)2 per watt for a 6 cc. front volume and a 
matching frequency of 1000 cps. Curve (2) represents the product of the 
first two terms; added is the volume loss VelVg + Ve , which is the effect of 
introducing additional front volume between the diaphragm and cap, thus 
increasing the total front chamber volume of the load. Curve (3) includes 
the effect of the third term of the equation, which may be called the stiffness 
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loss, because it adds a diaphragm stiffness Sr, in series with the load stiff­
ness, Sf . Curve (4) includes the coupling factor, K/1 + K, which depends on 
the force factor that can be developed in relation to the inductance and stiff-

7 210-7 

ness of the system. This factor contains the term K = L(Sr + Sf) which is a 

sort of coefficient of coupling, analogous to the electrical coupling coeffi­
cient of a transformer, except that it may exceed unity. The whole factor, 
however, K/1+K, can never exceed unity, and we may call it k2, defining k 
as the "coupling factor." Thus each term of this equation may be associated 
with some physical part of the receiver, which contributes to the losses. 

A fifth term will now be developed, which may be called the resistance 
loss, due to the electrical resistance of the receiver. If the receiver has a 

RX 
resistance R, the last term of equation (8) may be written as (Ro + ;)2 + X2 

where R and X are taken as the measured low-frequency resistance and 
reactance of the receiver. 

In equation (9) however, the tenn 1 -: Itlfo)' waS factored out of this 

expression and included as part of the first term. To take account of this, 
the· remaining term for the resistance loss becomes 

. . RoX 1 + (f/fo)2 
ReSIstance Loss = (Ro + R? + X2 . f/fo 

If this remaining factor is included, the expression for the response of the 
receiver with resistance becomes 

This is the equation of Jhe curve (5) shown in Fig. 16a. This curve checks 
quite closely with the measured response of the actual receiver, shown by 
the dashed curve (5). The close coincidence of the solid and dashed curves 
constitutes a check on the accuracy of both the theoretical and measured 
response of the receiver. The slight divergence of these curves in the range 
from 300 to 500 cps is due to the effect of the mass of the diaphragm, which 
was neglected in the calculations. 

While the above analysis is limited to low frequencies, it gives one an 
indication of the magnitudes of the various types of losses. It shows that, of 
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these, the stiffness loss and coupling loss are the greatest. Considerable 
progress has been made in the design of this receiver in reducing the stiff­
ness loss from 11.3 db for the HAl receiver to 6.9 db. This is due largely to 
the increased effective area and low acoustic impedance of the diaphragm. 

Receiver Efficiency Limits 

In the analysis above, it is shown that for an ideal receiver having no 
losses, operating into a 6 cc. chamber, and matched at 1000 cps, the re­
sponse approaches an upper limit of 91.7 db vs. (1 dyne per cm2)2 per watt. 
In other words, this is the limit which the low-frequency response of an 
idealized receiver approaches when the diaphragm stiffness Sr, the front 
chamber V (/ , and the coil resistance R all approach zero,. and the coupling 
factor k approaches unity. However,in addition to the level limit there exists 
a frequency range limit which lowers the level of the former limit. The curve 
labelled "Locus of Performance Limit" of Figure 16(b) determines both these 
boundaries. Thus, if any point is selected on this curve, a horizontal and a 
vertical line through it determine simultaneously the maximum response 
level and the highest frequency range obtainable. The calculation of both 

SOURCE 
RESISTANCE 

Ro EAR CAVITY 
COMPLIANce 

C 

Fig. 17-Network of an ideal receiver having a uniform response over a given band of 
frequency. 

limits may be based on H. W. Bode's resistance integral theorem.13 In ac­
cordance with this theorem, when an ideal coupling network N, shown in 
Fig. 17, is used to give the maximum performance between a resistance 
source Ro and a capacitative load C, we have the general formula 

1
00 

2a 7r 

o e dw = 2CRo 
(11) 

where e2a 
= ( EEO)2 

Eo = the source voltage 

and E = the voltage developed across the load C. 

la"Network Analysis and Feedback Amplifier Design;" H. W. Bode-D. Van ~ostran:l 
Co.-p.362. 
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If a fiat transmission is required over a given band of frequencies we may 
replace the limits of integration by WI and W2 , these quantities representing 
the edges of the useful band, which yields 

(E)' r 7r _. dw 
2CRo Eo WI 

or 
E2 27r 1 

E~/4Ro C(W2 - WI) C(h - jl) 
(12) 

Translating this expression into the equivalent acoustical system, where C 
represents the compliance of the human ear cavity, it may be shown* that, 

V 
by substituting C = _pc, replacing the voltage E by the pressure p de­

"( a 

veloped in the cavity, and by using the factor of 107 to convert from practical 
to c.g.s. power units the following equation results 

p2 ,,(Po .107 

'YJ = E~/ 4Ro = Vc(h - fIr (13) 

This is the expression for the available power response of an ideal receiver 
which is assumed to have a fiat response over the band of frequencies ex­
tending from it to h . 

The plot of this equation expressed in decibels, and marked "Locus of Per­
formance Limit" is shown in Fig. 16(b) taking Va as 6 cc and it as zero. 
From this curve, an ideal receiver having a bandwidth of 3500 cps would 
have a response level of 88.3 db. It is also evident that the low frequency 
analysis given in the preceding section corresponds to a receiver with a 
range of approximately 1600 cps, while for wider ranges the response level 
would be lower, corresponding to the three other bands shown in the figure. 

From the analysis given above, it is clear that the 88.3 db level limit super­
sedes the 91.7 db value based on the low frequency losses alone, because the 
former value takes account of the frequency range over which a receiver is 
designed to operate. A complete loss theory would undoubtedly arrive at the 
lower limit. However, because of the reactive load, it has not been possible 
to derive a suitable formula which includes the dependence on frequency 
range, and at the same time shows the character of the losses. The utility of 
the low frequency analysis lies in the fact that it shows the relative impor­
tance of the various losses, and where the most opportunity for improve­
ments lies, and their likely magnitudes. It must be realized that although 
ring armature receivers may be built in the laboratory, which have smaller 
losses than the receiver discussed, the present design is a compromise chosen 
to be most suitable for use in the subscriber's telephone set. 

*Unpublished work by T. J. Pope, Bell Telephone Laboratories, Inc. 
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MAGNETIC CIRCUIT 

The essentials of the magnetic structure of the ring armature receiver, 
including an equivalent circuit, are shown in Figs. 18(a) and 18(b). As ex­
plained earlier, the magnetic structure includes an L-sectioned ring pole­
piece of 45% permalloy having an outwardly extending flange which carries 
a non-magnetic ring, the latter acting as a support for the permendur dia­
phragm. The remalloy magnet, which is also an L-sectioned ring, is assem­
bled over the pole-piece assembly so. that its inwardly extending flange 
overlies the diaphragm. This overlying portion of the magnet plays an 
important part in that it enhances the force factor of the device by securing 
some of the advantages of a balanced armature type of receiver in a simpler 

/MAGNET 
I 

(a) (b) 

UPPER 
AIR GAP [Rg2 

LOWER 
AIR GAP mg1 

Fig. i8-Magnetic circuit analogy. (a) Physical arrangement of magnetic structure. 
(b) Equivalent magnetic circuit. 

type of structure. The auxiliary magnet principle shown here was first used 
on the simple bipolar receiver, 5 and later was applied to the ring armature 
type structure.4 In both cases, gains in force factor of 3 to 6 db were realized 

The equivalent magnetic circuit of Fib' 18(b) shows to a first approxima­
tion the relations of the physical elements of Fig. 18(a), neglecting the 
leakage paths. As shown, the overlying portion of the magnet provides a 
shunt patn so that a part of the d-c. flux flows around the armature and only 
through its inner marginal portion, while the lower portion of the magnet 
carries additional flux to the armature and through the main air gap. The 
magnetic circuit is a type of partially balanced circuit which, if fully bal­
anced, will hav~ no d-c. flux flowing through the armature provided the 
following relations are satisfied: 

~ fRml + fRgl 
5; fRm2 + fRg2 
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Where !fl = M.m.f. of lower cylindrical part of magnet 
!f2 = M.m.f. of flanged portion of magnet 

ffim1 = Reluctance of lower cylindrical part of magnet 
ffim2 = Reluctance of flanged portion of magnet 
ffiYl = Reluctance of main air gap (a variable modulating reluctance) 
ffiY2 = Reluctance of auxiliary air gap 
ffid = Diaphragm reluctance 

The above relationship can be derived by placing the flux through the 
diaphragm reluctance fKd equal to zero in the circuit shown .. Under these 
conditions, the armature carries no d-c. flux over its middle portion and wiil 
be operating at maximum permeability to a-c. flux. Moreover, the d-c. air 
gap flux density in the lower air gap where most of the field of force resides 
can be made higher before saturation begins to degrade the permeability of 
the inner marginal portion of the armature, than if all of the arma turt had 
to carry d-c. flux. The above factors tend to increase the a-c. and d-c. flux, 
and, since the force factor is a function of the product of these two quanti­
ties, a higher force factor will result from the addition of the overlying 
portion of the magnet. 

In order to maintain the position of the freely supported diaphragm on its 
seat at the outer periphery, it has been found desirable to have only a partial 
balance of the circuit. This is accomplished by making the upper air gap 
approximately five times larger than the lower one. Thus the field in the 
upper air gap is weaker, so that a 25 to 50% unbalance in flux exists. Under 

,these conditions; the flux component in the diaphragm due to the upper 
portion of the magnet only partially cancels that due to the lower portion. 
However, the resulting flux density in the diaphragm is such that the per­
meability will be only slightly below the maximum permeability which 
obtains for the perfectly balanced condition. The reluctance of the upper 
mesh to a-c. flux is so high, that the a-c. flux flowing in this branch can be 
neglected, hence the lower mesh carries substantially all of the a-c. flux, as 
shown in the figures. Thus, a partial separation of the a-c. and d-c. flux paths 
is accomplished. 

The magnetic materials which comprise this structure include" a remalloy 
magnet, a vanadium permendur diaphragm, and a 45% permalloy pole­
piece. Some of the considerations which led to the choice of these materials 
are indicated below. The remalloy magnet can be formed from sheet material 
while at elevated temperatures, is machinable prior to the final heat treat­
ment, and has good magnet properties. Although Alnico could be used as 
magnet material, it would not lend itself to forming, and the result would be 
a more expensive magnet. The vanadium permendur diaphragm has a 
higher permeability at the higher flux densities than other materials, and 
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this results in a higher force factor. The high yield point and high modulus of 
elasticity of permendur give better elastic properties so that the diaphragm 
will restore over a wider range of deflections to which it may be subjected. 
The 45% permalloy pole-piece has a high resistivity, resists corrosion with­
out the need of a finish to protect it, and is easily formed to the desired 
shape. Since it has a high permeability, and is not too sensitive to strains, 
it is well suited for pole-piece material. 

ApPLICATION OF RING ARMATURE RECEIVER TO OTHER SOUND DEVICES 

Several other applications of the ring armature transducer have been 
made on an experimental basis in addition to that of the handset receiver, 
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such as its use as a wide-range receiver, as a miniature horn-type loudspeaker, 
and as a microphone. 

By narrowing the ring armature and suitably proportioning the acoustic 
networks, the receiver may be made to operate over a much wider frequency 
range at some sacrifice of efficiency, and may thus be used for high quality 
monitoring and audiometric work. A response characteristic of such a unit 
is shown in Fig. 19. The response compares favorably with the Western 
Electric 711-A moving coil type receiver used for the same purpose. Being 
comparable in efficiency, it has also a similar frequency range of about 
7000 cps. More important, however, are the greater ruggedness and sim­
plicity of the ring armature type receiver. Moreover, the impedance may be 
made to suit the application over a considerable range of impedance values, 
whereas the moving coil type is limited to a coil of about 25 ohms. While 
somewhat less pure in tone than the moving coil type the harmonics are 
50 db below the fundamental at a sound pressure of 20 dynes per cm2 in the 
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coupler, and therefore are not noticeable under ordinary listening conditions. 
The attainment of wide frequency range in magnetic type units is unique, 
and is due in part to the use of a peripherally driven diaphragm. Centrally 
driven diaphragms used in magnetic type receivers usually have parasitic 
modes of vibration at these frequencies, which places a limit on the frequency 
range for which they can be designed. 

As a loudspeaker, the ring armature structure has been found to have 
some experimental application when used with a horn, both for speech and 
as a sound source for measuring purposes. Response characteristics of such 
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Fig. 20-Available power response-frequency characteristic of a ring armature receiver, 
measured as a loudspeaker with and without a horn. 

a unit are shown in Fig. 20 for the instrument with and without a horn. In 
the case of the unit without a horn the unit had a receiver cap as used in the 
handset receiver, and the acoustic circuits were similar to those of the normal 
receiver. For the case of the horn attached to the unit a spherical plug was 
used to couple the horn closely with the diaphragm, and no acoustic damping 
circuits beneath the diaphragm were necessary. The horn pictured in the 
sketch was spaced 15 inches away from the measuring microphone, and the 
same distance was used for the curve without a horn. It is apparent that, 
with the horn, 15 db is added to the sound level on the axis, and the fre­
quency is widened by a factor of 2 or more. The efficiency shown in Fig. 20 
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compares favorably with similar devices of the moving coil type. The maxi­
mum acoustic output, however, is lower, because the amplitude of the 
diaphragm is limited by the air-gap. 

As a microphone, the ring armature structure may be modified to h:lve 
characteristics which are quite favorable for certain types of applications. 
Figure 21 shows the field response of a ring armature unit modified for use 
as a microphone and measured on an open circuit voltage basis. A special 
housing of 30 cc. rear volume was used in this case, with a 1 inch diameter 
orifice in the rear of the housing to act as a resonant circuit to produce the 
low frequency resonance shown with a desirable cut-off at 250 cps. By 
lowering the acoustic damping resistance of the unit, a second resonance was 
produced in the middle of the frequency range as shown. The peak at the 
upper end of the range is the normal characteristic of the instrument, but it 
may be enhanced somewhat by the use of a cavity in front of the diaphragm. 
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Fig. 21-Free field response-frequency characteristic of an experimental ring armature 
microphone, at normal sound incidence. 

The output level of this microphone is about 9 db above the .Western Electric 
633A moving coil type at the same impedance level, but over a more limited 
frequency range. 

CONCLUSIONS 

I t has been shown in the preceding sections that, by the use of the ring 
armature structure, it has been possible to realize a substantially higher 
grade of performance with regard to efficiency, frequency range, and leakage 
noise level, as compared to other types of telephone receivers in current use. 
To summarize, the ring armature receiver has been found to have the fol­
lowing advantages from a performance standpoint: 

1. A gain in conversion efficiency of the order of 5 db as compared to the 
HAl receiver and a corresponding increase in output capacity. 

2. A wider frequency range, with an upper frequency of 3500 cps as 
compared to 3000 cps for the HAl receiver. 
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3. A flexibility in frequency range, permitting the extension of the fre­
quency range to approximately 7000 cps. 

4. A broader superimposed direct current characteristic resulting in 
greater stability from a mechanical as well as an electrical standpoint. 

5. A lower acoustic impedance, resulting in an improvement of the signal 
to ambient leakage noise ratio. 

6. A substantial increase in the transmitted bandwidth when the receiver 
is held at small distances away from the ear. 

Other advantages from a mechanical standpoint are: 
1. A simple mechanical structure of ring-s~aped or circular parts. 
2. A low mechanical impedance, permitting the use of large air cavities 

and elements of low acoustic impedance for response control. 
3. A concave, spherical dome-shaped diaphragm withstanding high tran­

sient pressures. 
This work was carried on under the supervision of Messrs. W. C. Jones, 

F. F. Romanow, and W. L. Tuffnell, from whom many valuable suggestions 
were received. We also wish to acknowledge the valuable assistance of 
Messrs. P. Kuhn, L. A. Morrison, R. E. Polk, W. C. Buckland, R. R. Kreisel 
and R. E. Wirsching during the development of this receiver. 



Internal Temperatures of Relay Windings 

By R. L. PEEK, JR. 

(Manuscript Received Aug. I8, I950) 

The steady state temperature distribution of a relay winding depends upon 
the power supplied and upon the rates of heat removal at the inner and outer 
surfaces. This is analyzed in terms of a more general form of the temperature 
distribution relation discussed by Emmerich (Journal of Applied Physics)1. 
This analysis is used to determine empirical constants for the rates of heat 
removal at the surfaces. Illustrative data are given for a stepping magnet. 

INTRODUCTION 

EMMERICHl has developed an expression for the steady state tem-
perature distribution in a magnet coil when the heat flow is wholly 

radial, and the temperatures of the inner and outer surfaces are the same. 
A more general problem arises in the case of relays and other electromagnets 
used in telephone switching apparatus. In these cases, the coil is mounted 
on an iron core. Heat is withdrawn from the coil partly by conduction 
through this metal path, and partly by radiation from the outer surface. 
In consequence of this, the temperatures of the inner and outer surfaces 
are in general different. 

In the relay and switching magnet problem, primary interest attaches 
to the rate at which heat is withdrawn through these two paths, as their 
combined effect determines the maximum temperature attained within 
the coil. The analysis outlined below has been employed to determine the 
division of heat between these two paths, and for the evaluation of em­
pirical constants of heat removal. These constants are used in estimating 
the relation between the temperature of the winding and the power sup­
plied to it. 

THEORY 

As in Reference (1), it is assumed that there is no heat loss through the 
ends of the coil, so that the temperature gradient is wholly radial, and that 
the actually heterogeneous coil structure can be treated as homogeneous. 
Then if Q is the heat supplied per unit volume per unit time, and K is the 
thermal conductivity, the radial distribution of temperature is the solu­
tion to Poisson's equation: 

(1) 

1 C. L. Emmerich, Steady-State Internal Temperature Rise in Magnet Coil Wind­
ings, Journal of Applied Physics, 21, 75, 1950. 
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where r is the co-ordinate of a surface of temperature T. The general s~lu­
tion to equation (1) is given by the equation: 

Qr2 

T = A + B Jog r - 4K' (2) 

where A and B are constants ,determined by the boundary conditions. 
The temperature has a maximum value T ' at some radius r', at which the 
temperature gradient dT/dr = o. Substituting the expression for T given 
by equation (2) in this condition, it is found that: 

''2 r (3) 

If the expression for B given by equation (3) is substituted in equation (2), 
and if A is taken as given by the resulting expression for T' when r = r', 
equation (2) may be written in the form: 

, Qr'2 ( r ( r)2) 
T = T + 4K 1 + 2 log? -? . (4) 

This equation gives the general expression for the temperature distribution 
in terms of the radius 1" at which the temperature has its maximum value 
T'. In the special case in which the temperature T 1 at the inner radius rl 
is the same as that at the outer radius r2 , substitution in equation (4) of 
l' = rl and r = r2 gives two expressions for T 1 • From these there can be 
obtained the same expression for the radius 1" of maximum temperature as 
is given in Reference (1) for this special case. In the notation used here this 
expression is: 

'2 r (5) 

Substitution of this expression for r' in equation (4) gives an expression for 
T - Tl which is identical with that given by equation (18) of Reference (1). 

Using the expression for T given by equation (4), integration of 27r 

rTdr over the interval rl to r2 , and division of this integral by 7r (r~ - ri), 
the coil volume per unit length, gives the following expresson for the mean 
coil temperature f: 

Q '2 (r~ log q - 1'i log q 2 2) T = T' + r r l' _ rl + r2 (6) 
2K r~ - ri 4r'2· 

EXPERIMENTAL 

By means of equation (4), coil temperature measurements may be ana­
lyzed to determine the thermal conductivity and the rates of heat removal 
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from the inner and outer surfaces of the coil. If the heat flow is wholly 
radial, all the heat supplied must pass through one ~r the other of these 
surfaces. The division of the heat between the two paths is determined by 
the radius r' of maximum temperature. The rate of heat flow to the core 
is therefore the rate of heat supply per unit volume Q, multiplied by the 
volume of the coil inside the radius r', or 7r (r /2 - ri) per unit length of coil. 
Similarly, the rate of heat flow through the outer surface per unit length of 
coil is Q.7r (r~ - r/2). 

It is therefore formally possible to determine the heat division by measur­
ing the temperature distribution, and reading the radius of maximum tem­
perature directly from it. When this is done it is found that the tempera­
ture gradient is comparatively flat in the vicinity of the maximum, and 
that it is therefore difficult to measure r' directly. An indirect determination 
of the radius r' may be made, however, by determining the maximum 
temperature T' and the temperatures T1 and T2 at radii r1 and r2 respectively. 
Expressions for T1 and T2 are obtained from equation (4) by letting r = r1 
in the one case and r2 in the other. Then from these two expressions: 

r1 (r1)2 1 + 2 log - - -
T1 - T' r' r' 

T2 - T' 1 + 2 log ~ _ (~)2. 
r' r' 

(7) 

Knowing T 1, T 2, T', and the radii r1 and r2, r' may be evaluated by nu­
merical or graphical solution of equation (7). This solution is facilitated by 
the use of a table or plot of the function Y (X) = 1 + log X2 - X2. The 
numerator of the right hand side of equation (7) is Y (r1/r'), and the de­
nominator is Y (r2/r'). 

A convenient procedure for determining the temperature distribution 
within a coil is to measure the resistance changes in different layers, tapping 
the coil between these layers. If there is more than one layer between taps, 
the resistance change measures the mean temperature of the layers included. 

For an accurate determination of the gradient, it is convenient to make 
the resistance measurements on a comparative basis, as by use of the 
bridge circuit shown in Fig. 1. Here the terminals marked 0 and 6 are the 
inner and outer ends of the winding, while terminals 1 to 5 denote taps 
at intermediate layers. With the key K in Position 2, the bridge circuit may 
be balanced to establish the resistance between terminals 0 and 3, for 
example, relative to that between terminals 3 and 6. The resistance of the 
whole winding may be determined with sufficient accuracy (about one per 
cent) by voltmeter-ammeter readings made with K in Position 1. With 
this known, the resistance of th~ layers between taps, and hence the tem­
perature differences, can be computed from the bridge readings. 
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The temperature corresponding to the resistance between taps may be 
taken as the temperature at the mean radius of the layers included. The 
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FIG. i-Circuit for measuring temperature differences in tapped coils. 
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FIG. 2-Temperature distribution in coil of 197 switch magnet. 

results of such measurements may be plotted as shown in Fig. 2. The 
results given in this figure were obtained with a sample of the Vertical 
Magnet of the Western Electric Company's 197 (Step-by-Step) switch. 
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The plotted points show the mean temperature of the layers between taps 
plotted against their mean radius; the dashed boundary lines show the 
inner and outer radii of the coil. The different curves correspond to the 
different levels of steady state power input indicated. 

It is apparent in Fig. 2 that the central.part of each curve is comparatively 
fiat, and that it would therefore be difficult to determine the radius of 
maximum temperature directly. It may be noted in passing that the maxi­
mum temperature is not greatly in excess of the mean temperature. This 
justifies the usual engineering practice of taking the mean temperature as a 
criterion of whether the coil is overheated or not. 

TABLE I 
HEAT DISTRIBUTION IN 197 SWITCH COILS 

Total Heat Input 
(Watts) ........... 1.07 3.00 6.04 8.98 

Q (watts per Cm.3) ... 0.096 0.268 0.540 0.802 
Max. Temperature T' 

(0C) .............. 50 72 105 139 
Temperature Tl (0C) .. 48 67 95 124 
Temperature T2 (0C) .. 49 69 102 132 
K (CaloriesjOCjsec./ 

cm.) .............. 0.53 X 10-3 0.69 X 10-3 0.79 X 10-3 0.82 X 10-3 

r' (Cm.) ............. 0.92 0.93 0.95 0.94 
Heat to Core (Watts). 0.48 1.39 2.99 4.37 
Hea t to Cover 

(Watts) ........... 0.59 1.61 3.05 4.61 
(Per Cent.) ........ 55 54 51 51 

Inner Surface Temper-
ature (OC) ...... 47 65 91 119 

Outer Surface Temper-
ature(°C) ......... 49 68 99 130 

From each curve in Fig. 2 there was read the maximum temperature T' 
and the temperatures T1 and T2 at r1 = 0.622 cm. and r2 = 1.156 cm. re­
spectively, corresponding to the inner and outer points plotted. These 
temperatures are listed in Table I together with the corresponding values of 
Q, the power input divided by the volume of the coil (11.2 cmS). From these 
data, the radius r' of maximum temperature has been computed by the 

procedure described above. With r' known, the quantity ~ was computed 

from equation (4) for the case r = r1, T == T1. The resulting values of r' 
and K are included in Table I. Using the value of r' thus determined, the 
division of the heat between that going to the core and that going to the 
cover was computed with the results shown in the table. The values of r1 
and r2 used in the above computation are, as indicated in Fig. 1, internal 
to the coil. Taking new values of r1 and r2 corresponding to the core and 
cover radii respectively, the temperatures at these surfaces were computed 
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Q from equation (4), using the values already found for r', T and K' These 

core and cover temperatures are included in Table I. 
It is of some interest to examine the observed values of apparent con­

ductivity K. As the temperature differences for the two lower input meas­
urements are small, the results for the other two cases are more accurate. 
The latter give a value for K of approximately 0.8 X 10-3 calories per °C 
per sec. per cm. In this form wound coil using No. 29 wire, the volume 
occupied by the insulation is approximately 36 per cent. As the conductivity 
of the copper is very large compared with that of the insulation, the con­
ductivity of the latter may be estimated as of the order of K multiplied by 
the fraction of the volume occupied by the insulation. This gives an indicated 
conductivity for the insulation of the order of 3 X 10-4 calories per °C per 
sec. per cm. which is about the same as that of dry paper. 
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FIG. 3-Rates of heat removal from coil of 197 switch magnet. 

For engineering purposes the results of major interest are those for the 
quantities of heat leaving the core and the cover. The results in Table I 
show that the heat flow is about equally divided between these two paths. 
As the core radius is about half the cover radius, the rate of heat flow to 
the core per unit area of surface is about twice that leaving unit area of the 
cover surface. 

The rates of heat removal per unit area through the inner and cover 
surfaces are shown plotted against the corresponding temperatures in Fig. 
3. It will be seen that the relation between the rate of heat removal per unit 
area and temperature is approximately linear, and intersects the' tempera­
ture axis at 38°C (lOO°F), which was the ambient temperature in these 
tests. 

It follows that for engineering purposes the rate of heat removal per unit 
area through either the inner or cover surface may be taken as proportional 
to the difference between the surface and ambient temperatures. A similar 
linear approximation has been found to apply for other relay and switch 
coils when mounted under conditions representative of telephone apparatus. 
Because of the multiplicity of mounting conditions and the complexity of 
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conducting and radiating paths by which heat is removed, it is difficult to 
establish a relationship of the type shown in Fig. 3 by analysis of the paths 
of heat removal. For given mounting conditions, however, this relationship 
can be determined empirically by the procedure outlined above and used to 
estimate the heat removal from a given coil mounted under conditions for 
which such measurements have been made. 

The rate of heat removal is thus measured by the slopes of the heat flow 
vs. temperature curves, which may be designated kl and k2• Thus kl is the 
time rate of heat flow to the core per square centimeter of surface per °c 
difference between the inner coil surface and the ambient temperatures, 
while k2 is the corresponding coefficient for the cover surface. For the case 
shown in Fig. 3, kl = 0.0045 watts per cm2 per DC, and k2 = 0.0020 watts 
per cm2 per DC. This observed value of k2 is characteristic of the cover sur­
faces of coils mounted as in telephone apparatus, where the heat removal is 
primarily by radiation to surfaces at or near the ambient temperature. 
While the value of kl observed for this case is representative of that applying 
to inner coil surfaces, the values of kl for such surfaces vary widely, and are 
particularly sensitive to variations in the clearance between the metallic 
core and the interior surface of the coil. 

PREDICTION OF COIL TEMPERATURES 

If values for the heat removal coefficients are known, the distribution of 
temperature within the coil for a given steady state power input may be 
determined from equ?-tion (4). The power input and the coil volume deter­
mine the rate of heat supply per unit volume Q. The rate of heat flow to the 
core per unit length of coil is therefore 7r (r'2 - ri) Q. The core area per unit 
length through which this heat passes is 2 7rrl. So from the empirical linear 
relation between the heat removed and the surface and ambient tempera-
tures: 

( 12 2)Q T _ T _ r - rl 
1 0 - 2kl rl ' 

(8a) 

where To IS the known ambient temperature. Similarly, for the cover 
surface: 

(8b) 

By substituting these expressions for Tl and T2 for T in equation (4), 
with r taken as rl in one case and Y2 in the other, there is obtained an ex­
pression for r' which reduces to the following equation: 

12 
r 

2 2 
rl + r2 + r2 - Yl 

kt ~ ~ 
1 1 1 r2· 

k1rl + k2 r2 + K log;; 

(9) 
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If r' is thus determined, and K is known from measurements of similar 
coils, T' can be determined by means of equation (4) from the values of Tl 
or T2 given by equations (8). If desired, the mean temperature T can then 
be determined by equation (6). 

CONCLUSIONS 

In most relay and switch magnet coils, of the type used in telephone 
apparatus, the heat flow under steady state conditions can be considered as 
wholly radial, and the temperature distribution conforms approximately to 
equation (4) above. In this expression, T' is the maximum temperature, and 
r' the radius at which this occurs, so that heat generated inside the surface 
of radius r' passes to the core, and that generated outside this radius passes 
to the cover. The rate of heat removal per unit area at either of these surfaces 
is found experimentally to be approximately proportional to the difference 
between the surface and ambient temperatures (for the temperature range 
of normal operation). The proportionality constant is the heat removal 
coefficient (k1 or k2 of equations (8». Under conditions typical of telephone 
apparatus, this coefficient is of the order of 0.002 watts per cm2 per °C for 
a cover surface, and 0.005 watts per cm2 per °C for an inside surface in close 
proximity to the metal core. The heat removal coefficient for an inner 
surface is much more variable than that for a cover surface. 

The coil temperature distribution [equation (4)] depends upon the rate of 
heat supply per unit volume Q, and upon the effective heat conductivity 
K. Q may be taken as equal to the total steady state power input divided 
by the coil volume. Correction might be made for the radial variation in Q 
resulting from the variation in copper resistivity with temperature. The 
relatively small temperature range observed in practice, as illustrated by 
the results of Fig. 2, makes this an unnecessary refinement. The heat con­
ductivity constant K is an effective average value, applying to the coil as 
though it were a homog~neous structure. It is conveniently evaluated by 
measurements of actual coils, and is approximately a constant for a given 
wire size and type of insulation. 

By measurement of the resistance changes in tapped coils, the internal 
temperature distribution can be determined. From this, values of the 
effective heat conductivity K and of the heat removal coefficients kl and 
k2 can be determined by the use of equation (4), as described above. Con­
versely, if K and the heat removal coefficients are known, equation (4) may 
be used to estimate the internal temperature distribution, and thus the 
mean and maximum coil temperatures. 
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The Evolution of Inductive Loading for Bell System 
Telephone Facilities 

By THOMAS SHAW 

INTRODUCTION 

T HIS is the story of the contributions of inductive loading in the growth 
of the Bell Telephone System to its present great stature. In particu­

lar, it tells how these contributions have been made. We see in it the great 
economic value of organized research, of research scientists and design and 
development engineers, of manufacturing skill and care, and of the applica­
tion of sound engineering principles to the design of the telephone plant. 

The story told here is almost entirely concerned with series inductance 
coil loading, since other types of loading have had very little use in the Bell 
System. To make the story more complete, however, a brief account is 
included of Bell System developments and applications of continuous load­
ing. 

The main story starts soon after the turn of the century, following the 
development of the first standard loading coils and loading systems, and 
carries through to the end of 1949. In the beginning of this period emphasis 
was placed on urgently needed increases in the range of telephone trans­
mission over open-wire lines and cables, and in the use of cheaper cables. 
In this connection it should be remembered that a really satisfactory type 

149 
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of telephone repeater did not become available for general use until 1915, 
about 15 years after the invention of loading. 

The commercial limit in the economical use of loading to extend the 
transmission range of open-wire lines was reached in 1911, several years 
before the vacuum-tube repeater became available. Then, repeaters and 
loading had to be used as teammates to conquer the transcontinental 
distances. Subsequent improvements in repeaters, auxiliary equipment and 
circuits eventually made it advantageous to discontinue open-wire loading, 
and simultaneously opened an important new field for impedance-matching 
loading on the entrance and intermediate cables that unavoidably occur in 
open-wire lines. When different types of carrier systems became available 
for open-wire facilities, several new types of impedance-matching loading 
suitable for these carrier systems were developed. 

The early efforts to extend the transmission range of long-distance cables 
in competition with open-wire lines, so as to obtain increased stability of 
service and lower facility costs, reached a climax during the period 1911-
1915 in the use of composite, quadded, 10 gao and 13 gao cables, and of load­
ing coils nearly as large as the open-wire loading coils. This trend slowed 
down shortly after vacuum-tube repeaters became commercially available. 
During the next fifteen years or so, intensive development work on improved 
repeaters, on equalizing and regulating networks, and on higher velocity, 
higher cut-off loading, made it feasible to use 19-9auge conductors and 
loading coils no larger than the initial standard cable coils for distances 
ranging up to about 1500 miles. 

In the exchange area cable plant, coil loading has made it possible at a 
low cost to meet the needs imposed by geographical factors, with as yet 
very little competition by telephone repeaters. Large reductions in the 
costs of the trunk plant have resulted from the extensive utilization of 22-
and 24-gauge cables, made feasible by the use of inexpensive loading. The 
substantially continuous transmission developments in exchange area serv­
ices also made possible important improvements in the intelligibility of 
transmission by using higher cut-off loading to transmit wider speech­
frequency bands. 

The important loading apparatus developments in the period covered 
by the review have taken full advantage of the development at fairly even­
spaced intervals of a series of successively better magnetic core-materials 
to improve the transmission service performance or reduce loading costs, 
sometimes combining these features. The loading coil cost-reductions which 
resulted from the large size-reductions made possible by the standardization 
of compressed permalloy-powder core loading coils during the late 1920's 
were especially important in influencing the growth of the long distance and 
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exchange area cable plant, and in leading to important service improve­
ments. 

As 4escribed, step by step, in the present story, coil loading has been a 
very important factor in making possible the provision of satisfactory 
telephone service at reasonable rates which have encouraged a continually 
increasing use. Important elements in the public satisfaction to which 
loading has made fundamental contributions are: (1) high-quality trans­
mission, and (2) high-speed service facilitated by the provision of relatively 
large groups of relatively low-cost facilities. In the extensive utilization of 
the long-distance service over repeatered, loaded, voice-frequency toll cable 
facilities, loading must of course share the credit for the improved trans­
mission, plant cost-reduction, and speed of service with the telephone 
repeaters and associated equalizing and regulating networks, where in­
volved. 

All of the coil loading development work for Bell System needs, including 
the specific developments described in the present review, has been done 
by Bell System people without outside aid. Coil loading was independently 
invented by Dr. G. A. Campbelll of the headquarters staff of the American 
Bell Telephone Company, and by Professor M. 1. Pupin2 of Columbia 
University, at nearly the same time, in 1899. The patent interference pro­
ceedings made necessary by the conflicting claims of the Pupin and Camp­
bell applications resulted in a priority award to Pupin during April 1904, 

on the basis of a few days' earlier disclosure. The prompt purchase of Pupin's 
rights in the invention before the interference action had gone far assured 
the Telephone Company complete freedom to develop the new loading art 
in the most advantageous ways. 

The improvements worked out and applied over the years are principally 
due to groups of scientists and engineers working as teams on various phases 
of the transmission research, development, and engineering problems; on 
the magnetic materials research and development problems; on the ap­
paratus-design and manufacturing problems; and on the field-construction 
and traffic problems. Nearly all aspects of telrphone systems' development 
have been involved to a greater or less extent. 

In the aggregate, a large number of individuals have made important 
contributions to the advaD-cement of the loading art. The writer of this 
review is to be regarded as a spokesman for his co-workers. Since the assign­
ment of a fair measure of personal credit to each individual who has been 
involved would be extremely difficult, it is not attempted in the present 
review. 
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PART I: THE BEGINNINGS OF COIL LOADING 

GENERAL THEORY 

For present purposes, a rigorous presentation of the mathematical theory 
of coil loading is unnecessary. (a) A simple description and a brief statement 
of theory is sufficient. 

The primary purpose of coil loading is to improve the transmission of 
intelligence by substantially reducing the circuit attenuation, and by making 
the circuit attenuation approximately uniform throughout a predetermined 
frequency-band. These transmission benefits are obtained by serially in­
serting coils having uniform inductance values at regularly recurring inter­
vals along the circuit, but are limited to a frequency-band below the loading 
cut-off frequency. This is an inverse function of the square root of the 
product of the coil inductance and of the mutual capacitance of the loading 
sections between successive coils, as determined by the coil spacing and 
unit-length capacitance of the circuit. Above the loading cut-off frequency, 
there is a substantial suppression of transmission. 

For more than a decade prior to Campbell's and Pupin's 1899 researches, 
the theoretical possibility of improving transmission over telephone lines 
by artificially increasing their inductance had become known from the 
mathematical studies of Vaschy and Heaviside. Also there had been con­
siderable speculation by them4 , 5, and by others, regarding the practicability 
of approximating the advantages of uniformly distributed inductance by 
inserting low-resistance inductance coils along the line. Rules for spacing 
the lumped inductances had not been worked out, however, nor had suitable 
coils been developed. 

The requisite coil-spacing turned out to be such that there are several 
coils per wave length at the highest frequency which should be efficiently 
transmitted to obtain satisfactory intelligibility. Here, "several" means 
more than two, since at the theoretical cut-off frequency there are two 
coils per wave length. In terms of the nominal velocity of propagation of 
the "corresponding smooth line" (a hypothetical line having the same 
total inductance and capacitance) there are 7r coils per wave length at the 
cut-off frequency; expressed in "loads-per-second," this nominal velocity 
is exactly 7r times the cut-off frequency in cycles per second. 

The attenuation improvement obtainable with loading corresponds some­
. what to the increase in impedance that results from the increase in induct-

(a) Readers interested in the rigorous mathematical theory are referred to Bibliography 
items (1) and (2). Campbell's treatment has been extensively used by communication 
engineers because of its comprehensive coverage of the frequency band concept in which 
the cut-off effects on propagation and impedance are emphasized. Also, his disclosures 
include explicitly the effects of conductor resistance and ratio of coil resistance to con­
ductor resistance. His general formulas include the distributed inductance and leakage. 
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ance. This can be understood from the fact that in the (low-impedance) 
non-loaded circuit, the series dissipation losses which are proportional to 
the square of the line current are ordinarily very large relative to the di­
electric dissipation (i.e. shunt) losses which are proportional to the square 
of the line potential. When the line impedance is increased a suitable amount 
by the loading, the decrease in series losses is much greater than the increase 
in shunt losses. In commercial practice, economic considerations generally 
prevent the use of high loading impedances which would result in the shunt 
losses becoming as great or greater than the series losses. 

In situations where voice frequency attenuation improvement is the' 
principal objective, the unit transmission loss can usually be reduced to the 
order of one-third to one-fourth of the non-loaded value. The loss reduction 
is less than this at low voice frequencies and more at high frequencies, 
resulting in a much more uniform transmission of the important frequencies 
that are required for intelligibility and naturalness. In certain situations 
which will be discussed later a lower ratio of attenuation reduction is ac­
cepted in order to obtain other, more important, transmission advantages. 

PIONEERING DEVELOPMENTS 

General 

A full account of the pioneering research and development work would 
take much more space than is available in a review devoted primarily to 
the evolution of the loading art. The present account is therefore limited 
to a brief description of the first loading systems and apparatus standards 
that resulted from the pioneering work. (b) 

Although the success of the 1899 laboratory investigations, and the Bell 
System's 1900 experimental installations on exchange cables and on open­
wire lines, quickly built up a substantial demand for loading, the com­
mercial applications had to be deferred pending the development of 
satisfactory types of loading coils. Then there followed a series of what 
should be considered as trial installations of different types of loading, 
tailored to the specific needs of particular projects. Analyses of the per­
formance characteristics of these installations, supplemented by continuing 
experimental work in the laboratory and by engineering cost-studies, re­
sulted in the establishment of a series of standard cable loading systems for 
general use late in 1904. The commercial development of satisfactory open­
wire loading encountered many even more complicated problems than 
those involved in cable loading, and in consequence the standard loading 
for 104-mil lines did not evolve until 1905. This same type of loading be-

(b) A more complete description of these standards is given in Bibliography Reference 
(6). Reference (7) is also of interest. Reference (1) gives some details of Campbell's early 
work. . 
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came standard for 165-mil lines in 1910, after a long period of additional 
development work to get better line-insulation. 

All of this early loading development work was for non-quadded cables 
and for non-phantomed open-wire lines. 

Loading Coils 

The earliest speculative suggestions regarding coil loading recognized 
the critical need for obtaining a low ratio of coil resistance to circuit re­
sistance, and by implication a low ratio of coil resistance to coil inductance. 
As was expected, this turned out to be a difficult design and manufacturing 
problem, especially with open-wire loading which was ~iven development 
priority. 

By April 1901, a very satisfactory coil-design had been worked out for 
open-wire loading by Mr. H. S. Warren, an associate of Dr. G. A. Campbell. 
It had a toroidal core, formed by winding a bundle of insulated mild-steel 
wires, 4 mils in diameter, on a suitably shaped spool, several miles of wire 
being used in each core. The manufacturing process of the outside supplier 

---------------+~ 
~+---------------

Fig. 1-Non-phantom type loading coils. Coil winding schematic and method of con­
nection into circuit. 

included cold drawing to obtain a magnetically hard wire having an initial 
permeability of about 65. The two line-windings, each confined to separate 
halves of the core winding-space, made use of insulated, stranded wire. The 
fine subdivision of the magnetic material and of the copper conductor was 
essential to the satisfactory control of eddy current losses. 

This coil, Code No. 501, was the first standard loading coil. It remained 
standard for about a decade, until a redesign became necessary to facilitate 
an extensive commercial exploitation of phantom working. Because of the 
very low-resistance design objective, it had to be a large coil. Some of its 
dimensional and electrical characteristics are included in Table I. In size, 
it was approximately 25% larger than the largest coil shown in the head­
piece. 

The cable loading coils listed in the table were standardized for general 
use during 1904, following occasional use of other types of coils having 
different inductances and in some instances using a different core material. 
These coils were generally similar in their basic design features to the open­
wire loading coil, but for economic reasons were much smaller in size. (0) 

(c) Core weight 3.5 Ibs., 69000 turns iron wire; length 11 miles. 
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Also, their ratios of resistance to inductance were considerably higher. In 
size, these coils are typified by Coil B in the headpiece. 

The 4-mil (No. 38 A.W.G.) wire used in these cable coil cores had a 
nominal initial permeability of 95, nearly 50% higher than that of the 
open-wire loading coil core-material. The differences in magnetic perform­
ance characteristics, including permeability, core losses, and certain other 
features subsequently discussed, resulted solely from differences in the 
annealing treatments during the wire-drawing process. 

Additional important differences between the cable coils and the open­
wire coil were: (1) the use of non-stranded conductors in the windings of 
the cable coils, and (2) the use of lower dielectric-strength insulation in 
the cable coils. 

TABLE I 
CHARACTERISTICS OF FIRST STANDARD LOADING COILS 

Resistance (ohms) Over-all Dimensions 
Nominal (inches) 

Code No. Inductance Use 
(henry) Axial d.c. 1000 cycles Diameter Height 

--- ---
SOl 0.265 2.5 5.9 Open-Wire Lines 9 4 

506 0.250 6.4 22.3 Cables 4! 2% 
508 0.175 4.2 13.0 " 4! 2% 
507 0.135 3.2 9.1 " 4! 2-1 

Loading Coil Cases 

The open-wire loading coils were individually potted in cast-iron cases 
designed for mounting on pole fixtures. The coil terminals issued from the 
case in individual rubber-insulated leads. 

The cable loading coils were assembled in multi-coil groups on wooden 
spindles, and potted in cast-iron cases, suitable for installation in cable 
manholes and on pole fixtures. Intercoil crosstalk was controlled: (1) by 
mounting adjacent coils so there would be approximately a minimum 
coupling between their (small) magnetic-leakage fields; (2) by using iron 
shielding-washers between adjacent coils; and (3) by placing the spindle 
groups of coils in individual compartments cast in the cases. The coil­
terminal leads issued from the cases in a twisted-pair, lead-covered, stub 
cable. 

Prior to potting, the coils were thoroughly dried out under vacuum, and 
were impregnated with moisture-proofing compound. 

Loading Systems 

As previously indicated, the standard practices for cable loading were 
established in advance of those for open-wire loading, notwithstanding an 
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earlier commercial beginning. (d) Three different cable loading standards 
were adopted, to provide for a range of attenuation-reduction performance. 
Some data regarding these systems are given in Table II. The transmission 
data apply to the early types of cable having an average mutual capacitance 
of about 0.070 mf/mi. 

The theoretical loading cut-off frequencies were approximately 2300 
cycles (about 7000 loads per second). This initial standard was the result 
of extensive series of speech transmission tests to determine the minimum 
cut-off frequency that would be commercially satisfactory with respect to 
intelligibility. A materially higher cut-off would have increased the loading 
costs by requiring the loading coils to be more closely spaced. 

TABLE II 
FIRST STANDARD CABLE LOADING SYSTEMS 

CU SING COILS OF TABLE I) 

Coil In- Coil Nominal Nominal 
Attenuation Loss 

Loading Designation ductance Spacing Impedance Velocity 
(db/mile) 

(henry) (miles) (ohms) (mi/sec.) 
19 A.W.G. 16 A.W.G. 13 A.W.G. 

--- --- ---- --- ---
Heavy ............. 0.250 1.25 1800 8750 0.28 0.16 0.11 
Medium ........... 0.175 1.75 1300 12200 0.39 0.21 0.14 
Light .............. 0.135 2.5 900 17500 0.51 0.27 0.17 

----

-.-····-.1 Non-Loaded Cablei' ....... ........ 1.05 0.74 0.59 

Note: The figures given in the columns headed "nominal impedance" and "nominal 
velocity" apply for the nominal impedances and the nominal velocities of the 
hypothetical "corresponding smooth lines," having the same total inductance 
and total capacitance. 

The first standard open-wire loading used No. 501 coils at about 8-mile 
spacing, giving an impedance of about 2100 ohms and a cut-off frequency 
close to the standard cut-off frequency for cable loading. Under dry-weather 
insulation conditions (5 megohm-miles or better) the attenuation losses 
in the 104-mil and 165-mil lines were about 0.031 and 0.014 db/mi, re­
spectively. The corresponding losses without loading were 0.075 and 0.033 
db/mi, respectively. The approximate 8-mile spacing fitted in with the 
open-wire transposition arrangements and gave a satisfactory attenuation­
loss reduction. The earlier attempts to secure a much greater attenuation 
reduction had involved shorter spacings, ranging down to 2.5 miles, and' 
were unsuccessful. At extended periods of low line-insulation caused by wet 
weather, these higher-impedance loading arrangements had poor trans­
mission, sometimes worse than non-loaded lines. Excessive noise, crosstalk, 
and reflection losses also were unfavorable factors. 

(d) N. Y.-Chicago, 165-mil open-wire line, November 1901 i New York-Newark cable, 
August, 1902. 
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PREVIEW OF SUBSEQUENT DEVELOPMENTS 

General Outline 

For convenience in discussion and ease of understanding it has been 
found desirable to divide the remaining subject matter of this review into 
several parts, each covering a particular phase of the evolution of the 
loading art, as follows: 

Part II-Loading for Long Distance Circuits. 
III-Loading for Exchange Area Cables. 
IV-Cable Loading Coil Cases. 
V-Loading for Incidental Cables in Open-Wire Lines. 

VI-Continuous Loading. 
VII-Extent of Use and Economic Significance. 

Vln -Summary and Conclusion. 
Parts II, III, IV, V, and VII are wholly concerned with coil-loading. 

In Parts II, III and V, specific coil loading systems and loading apparatus 
developments are separately considered under headings which indicate the 
development emphasis. In general, the individual developments are discussed 
in chronological sequence so as to tie closely together the interrelated systems 
and apparatus developments. The chronological procedure also applies in 
Parts IV and VI. The dates which are given and the cross references from 
section to section permit the reader to fit the important developments into 
a definite time pattern. 

Although the review is primarily concerned with the evolution of loading, 
and its contributions to the growth of the Bell System, appropriate references 
are also included regarding other related advances in the telephone art 
which have influenced the design and performance of the loading systems 
and apparatus, and the extent of use. 

Loading Systems 

The changes in voice-frequency loading systems have been primarily 
for the purpose of improving the service performance, including the trans­
mission of wider frequency-bands to improve intelligibility. The loading 
changes for repeatered circuits have catered to the various special problems 
that arose in consequence of the great increase in circuit lengths. 

The loading systems for cable circuits transmitting radio broadcasting 
programs and those for voice-frequency and carrier-frequency impedance­
matching in incidental cables that occur in open-wire lines also had their 
own individual requirements to meet the specific service needs. 

Loading Coils 

The loading coil developments substantially paralleled the loading systems 
developments in variety and scope. In many instances, new loading coils 
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were developed to take advantage of the availability of (new) superior 
materials, improved design techniques, and fabrication methods, for cost 
reduction or service improvements. In other important instances, new types 
of loading coils were necessary to provide for new types of facilities; for 
example, (1) to permit the commercial exploitation of phantom working, 
(2) for a network of coarse-gauge, long-distance cables, (3) for facilities 

TABLE III 
LOADING COIL CORE-MATERIALS 

Effec-
tive(a) 

At?o~::~i~ld 
Bibliography 

Item Type of Material Vol- Principal Fields of Use References 
No. ume -Prior 

Perme- Mfg. Publications 
ability 

--
(i) 65-permeability, 4-mil, 36 {1901-1924 Open-Wire Vnes \ (6) & (8) iron wire. 1911-1927 Toll Cables J 

(2) 95-permeability, 4-mil, 52 {1904-1911 Early Toll Cables} (6) & (8) iron wire. 1904-1916 Exchange Cables 

(3) Annealed, compressed, 55 {1916-1927 Exchange Cables} (6), (8) & 
powdered iron. 1916-1924 Toll Cables (13) 

(4) Unannealed, com- 35 {1918-1928 Toll Cables l (6), (8) & 
pressed, powdered 1924-1928 Exchange CablesJ (13) 
iron. 

(5) Compressed, powdered 75 {1927-1937 Exchange Cables} (24) permalloy. 1927-1938 Toll Cables 

(6) Compressed, powdered 125 {1937- Exchange Cables \ (26) molybdenum - perm- 1938- Toll Cables J 
alloy. 

(7) Compressed, powdered 60 1948- 15 kc Cable Program (26) 
molybdenum - perm- Transmission 
alloy. 

(8) Non-magnetic. 1 1920- Carrier Loading Coils (8) 
for Incidental Cables 
Open-Wire Lines 

(a) Initial permeability. 

to tran~mit programs for radio broadcasting stations, and (4) for incidental 
cables in open-wire carrier systems. 

Certain economic concepts have dominated the design work on the indi­
vidual loading coils. In the introductory section of the review, the general 
need fo~ having the loading coil resistance low relative to that of the circuit 
resistance was mentioned. In applying this design rule, the principle of 
cost-equilibrium (e) has been a basic criterion. It has resulted in the de-

(e) This is a condition of cost-balance in which a small transmission improvement can 
be made by improving the coils at about the same cost as would be involved in improving 
the circuit in other ways-for example, by usin? a slightly larger size of conductor. 
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velopment of: (1) large-size, very low resistance coils for open-wire lines 
and for 10 gao and 13 gao long-distance toll cables, (2) smaller-size, higher­
resistance coils for smaller-gauge toll cables, and (3) still smaller size of 
coils having still higher resistances for fine-wire exchange cables. Over the 
years, the progressive use of superior core-materials has made possible 
several successive, substantial size-reductions in the cable coils, with some­
what larger-ratio size-reductions in exchange area loading coils than in the 
toll cable coils, because of their less complex service-requirements and 
also in conformity with cost-equilibrium criteria. These progressive size­
reductions are well illustrated in the headpiece. 

Improved magnetic materials have been very important factors in the 
loading coil development work. The different magnetic materials which 
have been used in standard loading coils are listed in Table III with ap­
proximate dates, in terms of the beginning and end of manufacture, and 
other pertinent data. 

PART II: LOADING FOR LONG-DISTANCE CIRCUITS 

The early applications of standard open-wire loading made loaded 104-
mil circuits about as good from the attenuation standpoint as non-loaded 
165-mil circuits of equal length. When this loading was later applied to 
165-mil circuits, the first New York-Denver loaded 165-milline (1911) was 
approximately equivalent in transmission performance to the original non­
loaded New York-Chicago 165-milline (1892). 

Large economies also resulted from the application of the first standard 
cable loading to suburban trunk cables and toll connecting trunks in ex­
change areas, and to interurban toll cables. Notable examples of the latter 
were the Boston-Worcester (1904), New York-Philadelphia (1906), and 
New York-New Haven (1906) cables. The toll cables used heavy loading. 
Considerable medium loading was used in long exchange cables. 

(1) PHANTOM GROUP LOADING 

This was the first major new loading development to follow the pioneer­
ing standardization work. Beginning late in 1907, it culminated in com­
mercial applications on open-wire lines and on new quadded cables during 
1910.(0 

Entirely new types of coils were developed for loading the phantom 
circuits. Each of its four line-windings comprised a tandem connection of 
an inner-section winding located on one core-quadrant and an outer-section 
winding located on the opposite core-quadrant, the two line windings 
associated with the same side circuit being distributed over the same pair 

(f) A much more comprehensive story of the phantom loading development and its 
relation to the development of quadded cable and to phantom working on open-wire lines 
is given in Bibliography items (8) and (9). 



160 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1951 

of opposite core-quadrants. The line windings were inserted in the four 
line wires of the phantom circuit and connected to have all of the mutual 
inductances aid the self inductances. In the individual side circuits the 
mutual inductances opposed the self inductances, and in consequence the 
coils contributed negligible leakage inductances to the circuits. The phantom 
coils were about twice as large in weight and volume as the associated side 
circuit coils, for cost-equilibrium reasons .. 

The side circuit coils were closely similar in size to the existing standard 
non-phantom c<,>ils. Each of their two line windings consisted of an inner­
section winding on one half-core and an outer-section winding on the other 

SIDE CIRCUIT COILS 

PHANTOM CIRCUIT 
COIL 

-- INNER WINDINGS 
-- OUTER WINDINGS 

Fig. 2-Phantom group loading. Coil winding schematics and method of connection 
in to circuit. 

half-core, and thus in effect were evenly distributed about the entire core. 
The close magnetic-coupling thus obtained resulted in a negligible leakage 
inductance to the phantom circuit in the parallel-opposing connections of 
line windings. The mutual inductances aided the self-inductances in the 
side circuits. 

Figure 2 schematically ilhistrates the coil winding a~rangements. The 
general design symmetry of the individual coils also included essential 
symmetry in the distribution of the direct admittances among the line 
windings and from the line windings to the core and the case. The initial 
designs so well satisfied the service needs that only a very few minor design 
refinements were subsequently required from the crosstalk standpoint. 
The real difficulties encountered in meeting the service crosstalk-require-
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ments were in controlling or correcting the small accidental unbalances 
that were unavoidable in manufacture. 

The transmission performance in loaded side circuits was about the same 
as that of loaded non-phantom circuits on similar-size conductors. A slight 
attenuation impairment resulted from the non-inductive resistance of the 
phantom coils. 

The phantom coils were located at side circuit loading points and the 
phantom inductance was chosen to give a cut-off frequency of about 2300 
cycles, the same as in the side circuits, and in non-phantomed circuits. 
In consequence, the nominal impedance of the loaded phantoms was ap­
proximately 60% of that of the associated side circuits. The attenuation 

Fig. 3-An early installation of open-wire phantom group loading. Individually potted 
coils; phantom coil on pole; side-circuit coils on crossarms. 

was about 13% better than that of the associated side circuits of open-wire 
lines, and from 15 to 20% better in loaded cables, depending upon con­
ductor size. 

The great commercial importance of the phantom-group loading de­
velopment is indicated by the fact that nearly two-thirds of all the voice­
frequency loading coils installed on quadded toll and toll entrance cables 
are coils of side circuit type, and nearly one-third are phantom loading 
coils. Over the years during which phantom loading and quadded cable 
have been available, only a relatively small amount of non-phantom type 
loading has been used in voice-frequency toll cable facilities. Important 
facilities in this special category are the loaded cable program-transmission 
circuits subsequently described and the "order wire" maintenance circuits 
in coaxial cables. Also, during the 1940's, there was some occasional use of 
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non-phantom type coils on non-quadded exchange type cables for short 
haul toll facilities, in place of phantom group loading on quadded toll 
cables. 

(2) LOADED COARSE-GAUGE QUADDED TOLL CABLES 

The need for extending the telephone transmission range in storm-proof . 
toll cable, and the unavailability of telephone repeaters suitable for use on 
loaded circuits, led to a great activity in the development of composite 
coarse-gauge quadded cables and of entirely new loading coils for these 
cables, beginning during 1910. The first application (1911) was the new 
Philadelphia-Washington Section of the Boston-Washington underground 
cable system. (g) 

The new coils for the 10 AWG sides and phantoms were generally similar 
in design to the open-wire loading coils, even in their use of stranded copper 
conductors, and were only about 20% smaller. The coils for the 13-gauge 
conductors were intermediate in size (approx. geometrical mean) between 
the coils for the 10-gauge conductors, and the coils previously developed 
for 19 and 16 gao cables. The size and efficiency relations among these three 
series of coils were approximately in cost-equilibrium for the grades of 
cable involved. 

In new underground sections of these coarse-gauge cables a new standard 
"medium-heavy" weight of loading was used, the coil spacing and inductance 
being midway between those for standard heavy and medium loading and 
having the same cut-off frequency. The new weight of loading was nearly 
as good in transmission performance as the heavy loading that was used in 
old parts of the Boston-Washington route and other routes where the 
loading vaults had been laid out for heavy loading, and was considerably 
less expensive. In the medium-heavy loaded 10-gauge circuits, the attenua­
tion was 0.050 and 0.040 db/mi, respectively for the sides and phantoms; 
the corresponding values in the 13 gao circuits were 0.069 and 0.085 db/mi, 
respectively. The 10 gao loaded circuits were designed for service between 
Boston and New. York, and between New York and Washington. On an 
emergency basis, the phantoms could be used for Boston-Washington 
serVIce. 

It is appropriate at this point to mention the substantial reduction in 
toll cable dielectric losses tha t was worked out in the period under discus­
sion. The extensive use of loading for the first time on long 10 gauge and 13 
gauge circuits greatly increased the importance of reducing the amount of 
moisture that unavoidably accumulated in the conductor insulation during 

(g) A more comprehensive account of this development and associated quadded cable 
developments is given in References (8) and (9). 
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the early stages of cablemailUfacture.This was done by refinements in the 
cable drying treatments. 

(3) CHANGING FIELDS OF USE FOR IRON-WIRE CORE LOADING COILS 

The new coarse-gauge cable loading coils, above referred to, marked the 
beginning of the use of 65-permeability iron-wire in place of 95-perme­
ability wire in the cores of standard cable loading coils. 

In every respect except permeability, the 65-permeability wire was su­
perior to the higher permeability wire. The lower permeability was relatively 
disadvantageous as regards d-c resistance per unit inductance in coils of a 
given size. On the other hand, the core-loss resistance was substantially 
smaller, by virtue of the lower permeability and the superior hysteresis 
characteristics. In consequence, the total effective resistance of the 65-
permeability core coils was lower at the upper speech-frequencies and nearly 
the same at the important middle frequencies, so that there was considerably 
less attenuation-frequency distortion. 

Other even more important service advantages of the 65-permeability 
core toll cable loading coils resulted from their much greater magnetic 
stability. D-c signaling currents caused smaller temporary changes in in­
ductance and effective resistance, in c6nsequence of the superimposed d-c 
magnetization. Also, the residual effects of strong superimposed currents, 
manifested as permanent or semipermanent changes in inductance and 
effective resistance,were much smaller. 

A specially valuable advantage of the 65-permeability wire core-material 
was in the substantially smaller amount of telephone transmission distortion 
caused by the operation of superposed composite telegraph systems.lO The 
transient core-magnetization caused by the telegraph currents caused small 
transient changes in the inductances of the coils, and relatively very large 
transient changes in the effective resistances. The resulting non-linear 
distortion became known as "telegraph flutter." It varied as a function of 
telephone frequency and telegraph speed, the size of the core, the inductance 
of the windings, and the ratio of the amplitudes of the telephone and tele­
graph currents. It was accumulative in effect as the circuit lengths increased. 
Since simultaneous telephony and telegraphy was very general and was 
important from the revenue standpoint in the open-wire and cable long­
distance facilities, the control of "telegraph flutter" became an increasingly 
important requirement in the development of new loading coils. 

(The need for satisfactory control of "telegraph flutter" eventually led 
to the development of the improved cable telegraph systems which are 
described in Section 8 of this review.) 

By 1912, the use of 95-permeability core-material in new toll cable coils 
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had stopped. However, since exchange area circuits and suburban trunk 
cables were seldom used for composite telegraph working, the use of 95-
permeability iron-wire continued standard until 1916, when compressed, 
powdered-iron, core coils became available. 

(4) LOADED REPEATERED OPEN-WIRE LINES 

The pioneering phases of the development of better lines and better 
loading coils for use on repeatered long-distance facilities had their first 
commercial application in the transcontinental open-wire circuits between 
New York and San Francisco, January 1915. The adaptation of the lines 
to the requirements of repeater operation was secondary in importance 
only to the development of satisfactory repeater elements, and of circuits 
for associating the repeater elements with the line. A comprehensive ac­
count of all phases of the very important transcontinental telephony-de­
velopment project has been published in an article, "The Conquest of 
Distance by Wire Telephony."g Accordingly, the account in the present 
review is limited to the loading for the line. Comprehensive information 
regarding telephone repeaters is given in a 1919 paper by B. Gherardi and 
F. B. Jewett.n 

Since the lines were used for two-way transmission, a high degree of 
impedance balance between the line and the repeater balancing-network 
circuit was necessary in order to obtain satisfactory repeater gains. This 
problem involved the construction of lines having a new order of regularity 
and stability in their impedance characteristics overthe working frequency­
band, to make feasible the design of simple types of balancing networks12 

for adequate simulation of the line impedances. 
The requirements just stated involved a much greater degree of uniformity 

in the loading coil spacing than was necessary in non-repeatered circuits, 
and a corresponding reduction in the coil inductance deviations. This latter 
requirement meant that the new coils must have a much greater resistance 
to the magnetizing effects of superposed steady and transient line-currents, 
especially since exposure to lightning surges had to be accepted as a normal 
service experience. 

The new requirement for high magnetic stability in the loading coils was 
met by using short air-gaps at diametrically opposite points in their toroidal­
type 65-permeability iron-wire cores. This construction feature also resulted 
in a substantial reduction in (but not the elimination of) telephone trans­
mission distortion caused by "telegraph flutter" phenomena, when com­
posite telegraph circuits were superposed on the loaded circuits. The new 
side circuit and phantom circuit loading coils were coded 550 and 549, 
respectively. They were a little smaller than the coils which they super­
seded, and had somewhat higher resistances. The resulting attenuation im-
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pairments, however, were negligible in the repeatered circuits. The 
headpiece includes a 550 coil (the largest coil, designated A). 

During the decade that followed the beginning of transcontinental tel­
ephony, a large enough quantity of Nos. 549 and 550 coils were installed 
to load approximately 300,000 circuit miles. In the beginning, the improved 
loading was concentrated on parts of a proposed backbone-network of re­
peatered 165-mil lines. Soon it became apparent from: (a) the continuing 

Fig.4-Typical installation of high stability open-wire loading coils. Note the three 
phantom loading unit combinations in 3-coil cases supported On the poles; other in­
dividually potted side-circuit and phantom coils are supported on the crossarms. 

development work on telephone repeaters, repeater circuits and auxiliary 
apparatus and transmission networks, and from (b) field experiments sup­
plemented by theoretical cost studies, that non-loaded 165-mil lines with 
additional repeaters would have much more satisfactory transmission char­
acteristics than repeatered loaded lines, and would be less expensive. The 
principal transmission advantages were: (1) the practicability of securing 
materially lower net losses, in consequence of the effect of the higher velocity 
of transmission in reducing echo-current disturbances, (2) more uniform 
attenuation and impedance characteristics under varying weather condi-
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tions, (3) reduced delay-distortion because of the more uniform velocity­
frequency characteristics at the upper speech frequencies, (4) complete 
elimination of telegraph-flutter impairments, and (5) better quality of 
speech transmission by the effective transmission of a much wider frequency­
band. In this latter connection, it is of interest that the transmission band 
which was effectively transmitted over the loaded, repeatered, transcon­
tinental circuits ranged from about 350 to 1250 cycles, defining the band 
as that between the lowest and highest frequencies whose transmission was 
not more than 10 db higher than that of the 1000-cycle transmission. At 
the higher frequencies, the line losses and the loading coil losses piled up so 
as to effectively suppress transmission. The excess losses at the low voice­
frequencies were due to the line terminal apparatus and the repeater auxiliary 
apparatus. 

The rapidly growing appreciation of these advantages led initially to a 
curtailment in the installation of new loading on 165-mil Circuits, and 
subsequently to the removal of the existing loading and the installation of 
additional repeaters. (h) By this time, the vacuum-tube repeater had been 
accepted in its own right as an independent instrumentality for improving 
transmission. 

On 104-millines, the economic competition between loading and repeaters 
was much closer than that on 165-milline, and for a period of several years 
the aggregate mileage of loaded 104-millines increased substantially while 
the mileage of loaded 165-mil lines decreased at an accelerating rate. In 
this connection the transmission disadvantages of loading on repeatered 
104-millines were not so serious as those on repeatered 165-millines, partly 
because of the much shorter lengths involved and partly because of their 
more stable transmission performance under varying weather conditions. 

During the early 1920's, the commercial exploitation of open-wire carrier 
telephone and carrier telegraph systems became an increasingly important 
factor in the removal of loading from open-wire lines. 

About 1924, the practice of installing new loading on 104-mil lines was 
stopped in order to increase the plant flexibility for the more extensive use 
of repeaters and of carrier systems, and accordiJ?gly the production of new 
open-wire loading coils was discontinued. The removal of the existing load­
ing, however, was not completed until about 1934. 

(5) HIGH STABILITY TYPE COILS FOR COARSE-GAUGE TOLL CABLES 

The use of improved telephone repeaters started on a small-scale basis 
on loaded coarse-gauge circuits along the Boston-Washington route even 

(h) The unloading of the original transcontinental circuits was completed early in 1920. 
The net loss was reduced from about 20 db to 11 db, and the width of the effective trans­
mission band was doubled. 
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before the loaded, repeatered transcontinental open-wire circuits were ready 
for service. To permit more satisfactory repeater operation in the remaining 
loading complements of these cables, and in many more coarse-gauge toll 
cables which were installed during the next few years, a series of high­
stability type of loading coils was standardized during 1916. (i) The coils 
in this series used air-gaps in their 65-permeability, iron-wire cores. Since 
the availability of satisfactory types of telephone repeaters had reduced 
the need for lO-gauge conductors, the new coils were "compromise" designs, 
suitable for either 10 gao or 13 gao conductors. Accordingly they were inter­
mediate in size between the two different series of coarse-gauge cable coils 
that were developed in the 1911-1913 period. 

These new loading coils remained standard for toll cable uses for only a 
few years. The practice of installing 10 gao and 13 gao toll cables substantially 
stopped before 1920, because theoretical studies of the possibilities of 
improving repeaters and loading systems were indicating that it should 
u~timately be possible to use repeatered, loaded 19-9auge or 16-gauge 
conductors for spanning the longest distances likely to be involved in the 
long-distance cable plant. The use of 4-wire repeatered facilities became a 
very important objective in the new development plans, making necessary 
an intensive development of transmission equalizing and regulating net­
works and practices. 

(6) COMPRESSED POWDERED-IRON CORE LOADING COILS FOR REPEATERED 
AND NON-REPEATERED 19 AND 16-GAUGE TOLL CABLES 

6.1 Compressed Powdered-Iron Core-Material 

General 

This was the first new loading coil core-material to be developed since 
the establishment of the first loading standards. Many other. possibilities 
had been considered on a number of occasions, notably silicon steel in fine­
wire form, but no core-material had been discovered that was superior to 
the 65-permeability iron-wire in its major performance characteristics. 

The compressed powdered-iron development was the pioneering begin­
ning of an entirely new and very important art in the design of high-stability, 
low-loss, magnetic core-materials. It was started by the Engineering Dept. 
of the Western Electric Co. as an independent project, alongside the basic 
research work on various phases of transcontinental telephony, and reached 
the first stage of commercial fruition during 1916. An important objective 
was to obtain much better magnetic stability than that of iron-wire cores, 
and at a lower cost than that of wire cores having series air-gaps. Also, from 

(i) Additional information regarding this development is given in References (8) and (9). 
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the manufacturing standpoint it was desirable to have a better control of 
the magnetic properties of loading coil core material, and 'to be free from 
limitations on quantity such as were occasionally experienced in obtaining 
iron core wire from outside manufacturers. These particular difficulties 
were very serious during the First World War in consequence of the greatly 
increased demand for loading coils and the impossibility of securing an 
adequate supply of diamond dies for drawing the 4-mil core wire. (In 
normal times, ~ll dies were imported from Europe.) Incidentally, the supply 
limitations on diamond dies made it necessary to permit the use of over-size 
core wire even though this resulted in an impairment in transmission per­
formance due to the abnormal (eddy current) core losses. Fortunately, the 
compressed powdered-iron core material became commercially available in 
time to be of great value in helping the Western Electric Co. to increase 
the output of loading coils. j 

The success achieved in .this development subsequently led to the applica­
tion of the compressed, insulated, magnetic-powder technology to magnetic 
alloys, for use in the cores of loading coils and of other types of coils used 
in various types of transmission networks, including electric wave filters. 
Initially worked out for voice frequency applications, the new technology 
expanded to become an important factor in the design economy of carrier 
and radio transmission systems. The low eddy current losses made possible 
in large part by the use of very small, insulated, magnetic particles, were 
inherently important elements in the high frequency applications. Following 
its development in the United States, the compressed, magnetic powder 
core, in one form or another, spread to Europe, and became important in 
world wide communications. 

The prior art is of historical interest, in that experiments with finely 
divided magnetic particles had extended over a period of several decades. 
As an early example, Oliver Heaviside described in his "Electrical Papers" 
some work on magnet cores with magnetic powder embedded in wax. It 
is also of interest that during the Bell System pioneering efforts to obtain 
satisfactory loading coil cores, considerable experimental work was done 
(1901) on magnetic oxide cores involving high temperature heat treatments 
of loosely formed iron wire or iron tape core structures in an oxygen atmos­
phere. (U. S. Patents Nos. 705,935, and 705,936, July 29, 1902.) 

j The total output, however, could not be increased sufficiently fast to meet the high 
1917-1918 demand for loaded facilities. This resulted in a temporary practice of what 
came to be known as "omitted-coil loading" on a substantial mileage of toll cable facilities. 
In the initial installation of loading on these particular facilities, the coils were placed at 
alternate load points along the line;-for example, at 12,000 ft. spacing instead of the 
standard 6,000 ft. spacing. The resulting transmission impairments were accepted as being 
tolerable under war emergency conditions. As soon as practicable, however, the "omitted 
loads" were "filled in," so that shortly after the end of the war the coil spacing conformed 
to the established standard practices. 
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None of the early work by these and other investigators, however, had 
resulted in commercially usable iron powder cores. It was not until the 
Western Electric concept of pressures sufficient to deform the magnetic 
particles, and of an insulating medium of such character as to withstand 
these high pressures and provide an exceedingly thin insulating film be­
tween particles, was developed, that commercially usable results were ob­
tained. 

The Western Electric compressed powdered-iron development was carried 
out in two distinct steps, one after the other, using the same basic magnetic 
material. In the early work, consideration was given to the use of chemically 
produced iron powder. Then, mainly for cost reasons, the development 

Fig. 5-Early cable loading coils and their cores. At left: Iron wire core coil; core has 
insulating-binding tape partly removed to show core construction. At right: Compressed 
iron powder. core coil; 7 -ring core has binding tape partly removed. Also 2 individual 
core rings. 

efforts were concentrated upon the use of electrolytically deposited iron 
which was processed so that it could easily be ground into particle sizes of 
the required fineness. The iron particles were thoroughly mixed with suit­
able insulating material and then moulded into thin core rings of desired 
over-all dimensions under moulding pressures of about 100 tons per square 
inch. These core rings were stacked vertically and bound with insulating 
tape for use as loading coil cores. 

In the first commercially usable product, the iron-powder was annealed 
prior to the insulating and ring-moulding operations. When a higher-grade 
loading coil core material became necessary for reasons subsequently dis­
cussed, the iron-powder annealing process was omitted and a larger amount 
of insulation was mixed with the magnetic material, which changes resulted 
in a substantial reduction ·of effective permeability. Other process dif-
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ferences were also involved. These two magnetically different, compressed 
loading coil core-materials were sometimes known as "soft-iron dust" and 
"hard-iron dust" or as "compressed annealed iron-powder" and "com­
pressed unannealed iron-powder," respectively. In the Speed-Elmen classic 
paper13 on "Magnetic Properties of Compressed Powdered Iron," these two 
materials are referred to as "Grade A" and "Grade B", respectively. A 
still lower permeability core material, known as "Grade C", was developed 
primarily for use in carrier frequency inductance coils. In this material, a 
larger amount of particle insulation than that in the "A" and "B" grades 
was used, and the average size of particle was smaller. 

In commercial production the "Grade B" cores consisted of a mixture of 
90% unannealed powder and 10% annealed powder, the latter com­
ponent being included to obtain the desired value of permeability, and to 
increase the mechanical strength of the core rings. 

The different magnetic characteristics of the "A" and "B" grades of 
compressed, powdered iron were basic factors in the evolution of the loading 
practices for the new loading coils that used them in their cores. A brief 
review of these practice differences follows, and includes some additional 
general data regarding the coils themselves. (k) 

6.2 Compressed, Annealed, Powdered-Iron Core Loadin.g Coils 

Referring to Table III, it will be noted that cores using this new material 
had nearly the same effective volume-permeability as the cores of 95-
permeability iron-wire. By using similar-size cores, and closely similar 
windings, it was found possible to obtain effective resistance-frequency 
characteristics close to those of the standard small-gauge cable loading coils 
using 95-permeability wire cores" as typified in the 508 coils of Table I, 
and corresponding grades of side circuit and phantom loading coils. Also 
the new potting developments were minimized. 

An outstanding service advantage of the new "soft-iron dust" core 
loading coils was in their very high 'stability of residual inductance, by 
virtue of the self -demagnetizing action of the very large number of very 
small series air-gaps in the cores. After a temporary exposure to magnetiza­
tion by abnormally large superimposed currents that might be caused by 
accidental grounds on superposed d-c signaling circuits or by induction from 
outside sources (lightning, power-line shorts or grounds), the coil inductance 
would return to within a few per cent of the initial value. On the other 
hand, after extreme exposure to strong magnetic shocks the residual induct­
ance in the 95-permeability wire-core coils might be as much as 40% below 
the initial inductance, the high retentivity of the magnetic circuit being 
an important factor in this performance. 

(k) Some additional detailed data regarding these two series of loading coils were pub­
lished in Reference (8). 
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The new coils also were considerably better than the 95-permeability wire­
core coils in the following important features: 

(a) Their susceptibility to changes in inductance and effective resistance 
during service intervals involving the superposition of steady d-c 
signaling currents; 

(b) Their susceptibility to the transient magnetizing effects of superposed 
composite-telegraph currents, i.e., "telegraph flutter". 

The relative performance characteristics, above described, resulted in the 
"soft-iron dust" core coils superseding the standard 95-permeability wire­
core coils in the fields of use in which these older standard coils had been 
used. As an important example, the original standard 508 coil, used princi­
pally for medium loading in exchange cables, was superseded in 1916 by the 
574 coil, which remained standard for about a decade. 

The telegraph-flutter characteristics, Item (b) above, prevented the new 
coils from being used generally in place of 65-permeability wire-core coils 
on toll cables quads having all four wires composited for grounded telegraph 
operation. However, for a few years there was a "compromise" practice of 
combining "soft-iron dust" side circuit loading coils with 65-permeability 
wire-core phantom loading coils in 19 and 16-gauge toll cable projects where 
the needs for superposed grounded-telegraph operation could be satisfied 
by compositing the phantoms, and the demands for repeatered facilities 
could be met by limiting repeater operation to the side circuits. In this 
special loading setup, the transmission distortion by "telegraph flutter" was 
controlled in the phantoms, and was completely avoided in the side circuits 
because the grounded telegraph currents, flowing in parallel through the 
side circuit coil windings, neutralized each other's effect in magnetizing the 
cores. With respect to regularity in circuit impedance-frequency characteris­
tics in relation to repeater gains, the high residual-inductance stability of 
the soft-iron dust-core loading coils made them distinctly preferable to the 
65-permeability wire-core coils in the repeatered side circuits. 

During 1917-1918, when the subsequently described work on improved 
loading systems for long repeatered toll cables got well under way, theoretical 
studies of the use of soft-iron. dust core loading coils on such facilities dis­
closed seriously objectionable non-linear transmission distortion that had 
not been bothersome on short circuits. This was due to the relatively large 
hysteresis losses in the loading coil cores, which cause the effective resistances 
of the coils and the circuit attenuation loss to increase appreciably in mag­
nitude as a function of line current amplitude. The effects of these losses 
are much more serious in the repeatered circuits, because of the larger line 
currents, and because of the much greater circuit lengths. Since the hystere­
sis losses also vary in direct proportion to the telephone frequency, the result­
ant coil-resistance increments and attenuation increments are greater at 
the high-speech-frequencies than at low frequencies. 
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As none of the other energy losses in the core or winding vary with line 
current strength, it became convenient to consider the attenuation loss 
caused by hysteresis as an "excess" loss, when referred to the attenuation 
that would result if the hysteresis should be vanishingly small or zero. The 
theoretical studies above mentioned not only showed the "excess" attenua­
tion in long loaded, repeatered, circuits to vary as a function of the magni­
tude of the input current and frequency, as above noted, but also showed it 
to vary as a function of the length of repeater section, the position of the 
repeaters in the line, the weight of loading, and the over-all circuit length. 
Since it is not possible to offset the effects of loading coil hysteresis by means 
of distortion corrective or equalizing networks at repeater stations or circuit 
terminals, the piling up of the "excess" losses along the line in very long 
loaded, repeatered, circuits could reach values that would be large relative 
to the desired over-all working equivalent, if the individual loading coils 
should have large hysteresis losses, as did the soft-iron dust-core loading 
coils. 

Comparative theoretical studies of the excess loss due to hysteresis effects 
in 65-permeability core loading coils showed these coils to be greatly superior 
to the soft-iron dust-core coils in this feature. On the other hand, the wire­
core coils were relatively unsatisfactory from the inductance-stability stand­
point for use on long repeatered circuits. 

6.3 Compressed, Unannealed, Powdered-Iron Core Loading Coils 

It was very fortunate that the development work on the compressed, 
unannealed, powdered-iron core-material, previously mentioned, approached 
commercial fruition at about the time the unsuitability of the soft-iron 
dust-core loading coils for very long repeatered circuits became apparent. 

As noted in Table III, the effective volume permeability of this improved 
core-material was closely that of the 65-permeability wire-cores. The new 
standard loading coils using this improved material had cores generally 
similar in dimensions to those of the older coils used on 19 and 16 gao toll 
cables, and their over-all dimensions were sufficiently similar to avoid the 
need for developing new loading coil cases. 

In general terms, the new coils combined the best qualities of the soft­
iron dust-core loading coils with the best performance characteristics of the 
65-permeability wire-core loading coils. Actually, they were much better 
than the soft iron-dust core coils with .respect to stability of residual induc­
tance, and susceptibility to magnetization by superposed steady currents. 
In these respects they were also substantially superior to the 65-permea­
bility wire-core loading coils. However, they were not quite so good as the 
low permeability wire-core coils with respect to hysteresis losses and telegraph 
flutter transmission impairments. On the other hand, they were substan-
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tially as good in their effective resistance-frequency characteristics. The 
above summarized advantageous electrical and magnetic properties resulted 
during 1918 in the standardization of the new compressed, annealed, pow­
dered-iron core loading coils for general toll cable use in place of the 65-
permeability wire-core coils and soft-iron dust-core coils. The availability 
of the improved loading coils quickly stopped the previously mentioned 
temporary, compromise practice of using soft-iron dust side circuit loading 
coils in combination with 65-permeability wire-core phantom loading coils. 

After the hard-iron dust-core loading coils became commercially available, 
the remaining development work on improved toll cable loading systems 
described in the following pages was in terms of these coils. 

(7) NEW LOADING SYSTEMS FOR REPEATERED 19 AND 16 GA. TOLL 
CABLES 

7.1 General 

The basic problems of learning how to use telephone repeaters most 
advantageously on long cable circuits began to receive serious attention 
soon after the completion of the open-wire transcontinental telephony proj­
ect, along with the repeater development work that ultimately resulted in 
the obsolescence of open-wire loading, as previously mentioned. During 
the decade or more of intensive, continuous development activity on the 
repeatered toll cable problem that followed, it was found highly advan­
tageous to work loading and repeaters together as equal partners in a team, 
each making its contribution according to its own nature. The important 
contributions of loading were the substantial reductions of attenuation 
and of frequency distortion at a cost (for voice-frequency transmission) much 
lower than the cost of the additional repeaters and the distortion corrective­
networks which would have been required on non-loaded cables. Incidentally, 
the use of loading substantially simplified the solution of the important 
equalization and regulation problems. 

The attainment of the good working partnership between loading and 
repeaters involved the development of new loading systems having sub­
stantially improved transmission characteristics, and the development of 
improved repeaters and improvements in repeatered circuits, including 
equalizing networks and arrangements for controlling the cable transmission­
performance changes that result from seasonal and daily changes in tem­
perature. A classic report on these related developments is given in a paper14 
by A. B. Clark, entitled, "Telephone Transmission over Long Cable Cir­
cuitS."(I) The present discussion is primarily concerned with the features 
of the improved loading that were essential to satisfactory transmission­
performance in long repeat:red cable circuits. 

(I) Reference (15) is also of interest with respect to engineering aspects. 
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The compressed, unannealed, powdered iron-core loading coils previously 
described were found to be satisfactory with respect to inductance stability 
and other properties, including hysteresis effects for use in the improved 
loading systems. New smaller inductance values were necessary, however, 
for the coils used in the longest circuits. It was of course necessary to con­
trol the geographical spacing deviations, and the factory deviations in cable 
capacitance and in the loading coil inductances, so as to obtain a satis­
factory degree of "regularity" in the impedance characteristics of the loaded 
circuits. 

7.2 Transmission Limitations of Existing Loading Systems 

(a) General: As the lengths of loaded cables progressively increased beyond 
those involved in the establishment of the first standard loading systems, 
certain transmission effects which were initially unnoticed or comparatively 
unimportant became very noticeable as objectionable transmission impair­
ments. By increasing the electrical lengths of the circuits, the use of repeaters 
greatly aggravated these impairments and it became very desirable to correct 
them so far as feasible at their source. Complex problems thus arose in 
providing better quality of transmission over much greater distances. 

The impairments referred to above were directly related to the band 
width of frequency transmitted by the line, which is determined by the 
cut-off frequency, and to the velocity of transmission. They are discussed 
briefly in the following paragraphs. 
(b) Attenuation-Frequency Distortion: At frequencies above about 70% of 
the theoretical cut-off frequency, the attenuation increases with rising fre­
quency at a continuously accelerating rate, in consequence of the accumu­
lation of the effects of internal reflections at the individual loading points. 

At lower frequencies where these so-called "lumpiness of loading" effects 
are not of dominating consequence, the attenuation increases with rising 
frequency are largely due to the energy losses in the loading coils. (Usually 
the eddy-current losses in the cores are the most important component 
loss, since they are proportional to the square of the frequency.) It thus 
happens that the attenuation losses may pile up in long loaded cables in 
such a way as to substantially suppress the transmission of the higher­
frequency components of speech, even when the attenuation losses are tol­
erable at lower frequencies. In consequence, the width of the transmission 
band which is effectively transmitted over a long loaded cable becomes 
narrower and the quality of transmission progressively deteriorates as the 
circuit length increases, unless suitable auxiliary equalizing networks and 
additional repeaters are utilized. The large amount of attenuation-frequency 
distortion which occurred in the first transcontinental telephone circuits 
was previously commented upon. 
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The attenuation-frequency distortion in long loaded cables can be reduced 
by raising the theoretical cut-off frequency. As a secondary factor, the re­
duction of core losses in the loading coils is advantageous. 
(c) Velocity Distortion: This became noticeable as peculiarly disturbing, 
transient distortion in the intervals when spoken syllables were building 
up or dying down, prior to, or after, their steady-state transmission. It is 
most disturbing at the upper speech-frequencies where the steady-stage 
velocity of wave propagation varies at an accelerating rate as the cut-off 

,frequency is approached. It can be particularly disturbing in very long 
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Fig. 6-Attenuation frequency characteristics toll cable loading. 

circuits where repeaters are used to reduce the over-all loss, and in extreme 
cases it could make the circuits unusable for commercial service. These 
transient distortion impairments may be reduced by raising the loading 
cut-off frequency, and by increasing the velocity of wave propagation. The 
loading d~sign changes that were made in these features gave a satisfactory 
control of the velocity distortion in the longest loaded cables used commer­
cially, without requiring the use of velocity-distortion corrective networks 
in the lines or at repeater stations. 
(d) Echoes: Echo effects also were found to be potentially limiting factors 
in providing satisfactory transmission-performance over long loaded cable 
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circuits. They are due to the transmission of reflected energy from points of 
impedance irregularity. They are troublesome factors whenever the time of 
transmission between the point of reflection and the disturbed subscriber is 
appreciable, especially when the use of repeaters prevents the attenuation 
of the reflected energy from being negligible in magnitude. Increasing the 
velocity of wave propagation is a sure procedure for reducing echo effects. 
Control of the impedance irregularities which cause them is also important, 
but cannot be carried to a sufficiently fine degree in long, low-velocity cir­
cuits. For the satisfactory control of echo effects in very long, four-wire 
type, high-velocity, (H44-25) loaded circuits, the use of auxiliary devices 
known as "echo suppressors" was found to be very advantageous.16 

(c) Basic Networks and Filters: The previously mentioned basic networks12 

which simulate the impedances of the loaded circuits are vitally necessary 
features of the balancing lines that are used with the repeaters employed on 
two-way speech circuits. Relatively simple types of networks provide satis­
factory impedance simulation up to a high fraction of the cut-off frequency, 
in loaded circuits having regular coil spacing and uniform coil inductances. 
At frequencies near the loading cut-off, however, it is not feasible to provide 
basic networks which satisfactorily simulate the impedances of the loaded 
circuits. Consequently, in order to avoid large repeater unbalances which 
would cause objectionable singing at these frequencies, it is necessary to 
associate with the repeaters low-pass type electric wave filters17 which have 
cut-off frequencies appreciably lower than the loading cut-off frequencies. 
Usually this cut-off frequency differential is of the order of 10% or more of 
the loading cut-off. The reduction of transmitted band width caused by 
these filters aggravates the frequency attenuation distortion effects pre­
viously discussed. This use of filters with the repeaters thus became a 
contributory factor in the need for raising the loading cut-off frequency in 
long repeatered circuits. 

By reducing the transmitted frequency band width, however, the filters 
used with the repeaters have favorable effects in reducing the high-frequency 
velocity distortion caused by the loading. The filters used with the repeaters 
on long H44-25 circuits, subsequently described, had cut-off frequencies 
substantially below the loading cut-off frequencies primarily for the purpose 
of controlling velocity distortion impairments. 

7.3 Improved Loading Systems 

(a) General: To sum up the for~going, the theoretical analyses of the limi­
tations of the standard toll cable loading pointed definitely towards an in­
crease in cut-off frequency and in the velocity of wave propagation. Since 
the state of the art was such that theoretical studies14 • 18 alone could not 
determine the magnitudes of the changes that would be required, extensive 
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investigations of experimental installations also became necessary. For cost 
reasons, it seemed desirable that the improved loading should be used at 
standard "heavy loading" spacing, i.e., 6000 ft. In consequence, the increase 
in cut-off was proportional to the increase in velocity. Also, there was a 
proportional reduction in the nominal impedance, accompanied by an in­
crease in the unit-length attenuation. 

TABLE IV 
LOADING SYSTEMS-SMALL GAUGE REPEATERED TOLL CABLES 

Theo- Nomi-
Attenuation 

Max i-
Coil (b) Nomi- Loss{e) (db/mile 

Item Loading (a) nalIm- retical nal Vel· at 1000 Cycles) mum{d) 

No. System Circuit Code pedance Cut-off oeity Geographi-
No. (ohms) Frequency (mil cal Length 

(cycles) sec.) 19 16 (miles) 
A.W.G. A.W.G. 

--- --- --- --- --- ---
(1) H174-106 Side 584 1550 2800 10000 0.28 0.16 500 
(2) " Phantom 583 950 2900 10000 0.22 0.13 500 

(3) H44-25 Side 590 800 5600 19000 0.48 0.25 2000 
(4) " Phantom 589 450 5900 20000 0.40 0.21 2000 

(5) H174-63 Side 584 1550 2800 10000 0.28 0.16 500 
(6) " Phantom 587 750 3700 13000 0.28 0.16 1500 

(7) H245-155 Side 582 1850 2400 8000 0.25 0.16 250 
(8) " Phantom 581 1150 2400 8000 0.20 0.12 250 

Notes: (a) Nominal coil spacing is 6000 feet in cable having a capacitance of 0.062 
mf/mile in the side circuits and 0.100 mf/mile in the phantom circuits. 

(b) The code numbers of the first standard compressed, unannealed, powdered­
iron core coils used in the loading systems. 

(c) These attenuation values apply at 55°F. Under extreme high or low tem­
perature conditions, the actual attenuation may be approximately 12 per 
cent larger or smaller, due principally to changes in conductor resistance 
with temperature. In long repeatered cable circuits these variations of 
attenuation with temperature require special corrective treatment by 
means of automatic transmission regulators. 

(d) These particular length-limitations were set by velocity-distortion effects. 
By using velocity-distortion corrective networks in the lines or at repeater 
stations, it would have been possible to extend the circuit lengths beyond 
the listed limits, provided also that adequate steps could be taken to con­
trol echo currents. Under actual service conditions, however, echo currents 
might limit the circuit lengths to considerably lower values than those 
listed above, depending upon the grade of balance of the lines and the 
permissible overall loss. 

The transmission development work resulted in the standardization of 
two new phantom-group loading systems, designated H174-106 and 
H44-2S< m} in Table IV. Several years later (1923), a new H63 phantom 

(m) The letter-number loading designations used in Table IV, and in the remainder of 
the text, were simplifications adopted for general use in 1923. The letter prefix symbolizes 
the geographical spacing in feet; the numbers correspond to the nominal inductances (in 
millihenrys) of the associated side circuit and phantom loading coils, in the sequence noted. 
The letter "H" designates "Heavy" loading spacing. In the early days this was about 
1.25 miles; later it became 6000 ft. 
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loading was substituted for H106 phantom loading, to provide H174-63 
phantom-group loading as a successor standard for H174-106 loading. 
(b)!iH174-106 Loading: The development work on H174-106 loading pre­
ceded that on the H44-25 system. By using available standard "medium" 
loading coils at standard "heavy" spacing, the transmission velocity and 
the cut-off frequency were raised to values about 20% higher than those of 
the H245-155 loading which had been, by far, the most widely used loading 
on 19 and 16 gauge toll cables. The new combination of inductances and 
spacings became widely known in the early installations as "medium-heavy, 
high cut-off" loading. This design'ation called attention to the first change in 
standard loading cut-off frequency since the establishment of the initial load­
ing standards in 1904. 

When used in conjunction with improved repeaters, the H174-106 load­
ing enabled satisfactory transmission to be obtained over circuits about 
twice the length of the longest H245-155 repeatered circuits which were 
satisfactory from the transmission standpoint. In the beginning, H174-106 
loading was extensively used on 4-wire repeatered circuits. After the new 
transmission systems using H44-2S loading came into general use, H174-106 
(and H174-63) loading was largely restricted to short haul two-wire circuits. 

The 1917 trial installation tests showed H174-1061oading to be a substan­
tial step forward in the struggle to extend the transmission range in re­
peatered 19 and 16-gauge toll cables, but far from a big enough step to 
satisfy the transmission requirements in very long cables such as the New 
York-Chicago cable project which had been accepted as a definite develop­
ment objective. The continuing studies which considered other comb ina­
nations of lower inductances and of standard and new spacings ended in 
the decision to standardize H44-25 toll cable loading. 
(c) H44-25 Loading: Although these inductance values had been used for 
impedance matching loading on entrance cables, they had not previously 
been used on toll cables. The initial designation for the improved loading 
was "extra-light, very high cut-off" loading. The cut-off frequency and 
transmission velocity were about twice as high as those in H174-106loading, 
and the nominal impedance was 50% lower. 

H44-25 was necessary for the longest repeatered circuits. It was developed 
primarily for use on 19-9auge 4-wire circuits in which large repeater gains 
could be obtained by the repeaters in the one-way paths, to offset the rela­
tively high bare-line attenuation. The first installation of H44-2S loading 
was made during 1919 on circuits in the New York-Philadelphia-Reading 
Cable. Trial service of a complete four-wire system, including new regulating 
and equalizing arrangements, and an echo suppressor, started during 1923. 
In October 1925, commercial service between New York and Chicago started 
over a H-44-25 four-wire repeatered system. 

It had taken a long time to work out the ne~essary improvements in the 
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repeaters and their associated distortion-corrective networks, and to learn 
how to use regulating repeaters to control satisfactorily the very large 
transmission changes that resulted from temperature variations in long cir­
cuits. 

During the mid 1920's aerial cable came into use extensively along new 
cross-country routes where underground cable conduits would have been 
unduly expensive. Such cables, however, presented added difficulties and 
expense in transmission regulation since the temperature range variations 
are about three times as great as in underground cable. During 1930 the use 
of buried cables started. With respect to transmission regulation and service 
continuity, they compare well with cables in underground conduit and are 
less expensive, when the number of cables along the route is small. However, 
buried toll cable generally tends to be more expensive than aerial cable. At 
the end of 1949 the aggregate wire mileage in buried toll cables was nearly 
one-third of that in aerial toll cables. 

A substantial amount of H44-25 loading was also used on 16-gauge 2-wire 
repeatered facilities, for circuit lengths intermediate between the trans­
mission limits of H174-106 and H174-63 loading and lengths where echo­
impairment difficulties made necessary the use of 19-9auge 4-wire facilities. 
In such two-wire circuits, very good line-balance was of course required at 
the intermediate repeaters. An important economic factor in this "medium" 
long-haul practice was the 50% lower loading cost per unit of facility length 
of the two-wire circuits. This intermediate-length usage of 16-gauge 2-wire 
circuits, however, tapered off in the long-distance plant of the A.T. &T.Co. 
during the late 1920's, so as to obtain the important plant flexibility and 
operating advantages that were inherent in the general use of 19-9auge 
4-wire circuits for medium-haul and long-haul toll cable facilities. 

Notwithstanding the 2: 1 ratio in loading cut-off frequencies, the width of 
the frequency-band transmitted over long H44-25 circuits was not much 
wider than that transmitted over the much shorter H174-106 facilities. 
This was largely due to the filters which were used to suppress the upper 
half of the H44-25 transmission band, primarily for the purpose of reducing 
the very serious velocity-distortion transmission impairments that would 
have otherwise resulted in very long circuits. This suppression of the higher 
frequencies also eased the transmission equalization and regulation problems. 

The attenuation-frequency distortion characteristics of the old and new 
toll cable loading are shown in Figs. 6 and 7. 

Figure 6 (p. 175) shows the attenuation in db per mile. Figure 7 (p. 180) 
gives the bareline attenuation-frequency curves under specified circuit length 
and repeater conditions in which the total 1000-cycle attenuation is 10 
db. The effect on frequency distortion of raising the loading cut-off fre­
quency, and of using distortion corrective-networks, is clearly indicated. 
(d) H174-63 Loading: Before concluding this summary of the basic develop-
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ment work on improved loading for long repeatered circuits, it is opportune 
to include some detailed information on the previously mentioned improve­
ment of phantom loading for the so-called "medium-heavy" loading system, 
i.e., the combination of new H63 phantom loading with the existing H174 
side circuit loading to constitute the H174-63 phantom-group loading system, 
data for which are included in Table IV. The practical importance of this 
development was in the substantial reduction it permitted in loading costs. 
It marked the beginning of commercial use (1923) of phantom loading 
coils having cores similar in size to those of the associated side circuit coils. 
The cost savings resulted directly from the coil size-reduction, and from the 
increased size of loading complements that could be placed in standard-size 
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Fig. 7-Attenuation frequency characteristics of short and long loaded toll cable cir­
cuits having a net attenuation loss of 10 db at 1000 cycles per second. 

pots, and from the simplification of pot assembly and cabling arrangements. 
The choice of phantom coil inductance (63 mh) was such as to make the 
phantom circuit 1000 cycle attenuation the same as that on the associated 
side circuits, without increasing the side circuit attenuation above that in 
H174-106 loading. This reduction in the loading inductance substantially 
improved the phantom circuit's transmission performance-characteristics 
by virtue of the substantial increase in cut-off frequency and transmission 
velocity, and made the repeatered phantom circuits electrically suitabl~ for 
much' greater distances than their side circuits. This superiority was seldom 
utilized, however, because of the practical operating flexibility advantages 
inherent in the established practices of using the associated side circuits and 
phantoms interchangeably between the same operating or switching centers . 

. In due course, the sizes of the other toll cable phantom loading coils were 
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reduced to side circuit coil size, for cost-reduction reasons. The resultant 
economies were large relative to the value of the small attenuation impair­
ments which resulted from this change. 

(8) NEW TELEGRAPH SYSTEMS FOR LOADED CABLES 

At several points in this review references have been made to the transient 
telephone transmission impairments which resulted from the operation of 
separate, superposed, grounded telegraph circuits over the individual line­
wires of the loaded telephone circuits. (n) These "composite" telegraph sys­
tems had originally been developed for use on non-loaded open-wire lines 

Fig. 8-Reduction of cable phantom coil size to that of associated side circuit coils. 
Large No. 581 Phantom Coil (106 m.h.) at left. Small No. 587 Phantom Coil (63 m.h.) 
at right. N.B. These phantom coils had compressed unannealed iron-powder cores. 

and consequently required the utilization of telegraph currents of very 
large amplitude relative to the telephone currents. 

The great extensions in the lengths of 19-9auge repeatered loaded cable 
that were to be expected from the use of the improved loading and repeaters, 
previously considered, put great emphasis upon a much better control of 
the telegraph-flutter interference, and led to the development of improved 
cable telegraph systems, along with the improved telephone transmission 
systems. 

In one of these, known as the "Metallic Polar Duplex Telegraph 
System,"19 the superposed telegraph current was of the same general order 

(n) Reference (10) gives a comprehensive discussion of telegraph-flutter phenomena. 
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of magnitude as the telephone current. This permitted a much greater 
reduction of the telegraph-flutter impairments than that which could have 
been obtained at a reasonable cost by using larger coils. A disadvantage of 
this system, however, was that it halved the number of superposed telegraph 
circuits per toll cable quad. 

The other new telegraph system was a voice-frequency carrier system20 

which became commercially available during 1923 soon after the direct 
current metallic system just mentioned. This provided a total of 10 inde­
pendent telegraph channels over the side circuits of special groups of H174-
63 4-wire circuits used exclusively for telegraph s~rvice, and consequently 
there could be no telegraph-flutter reactions on telephone transmission. On 
the other hand, the need for controlling intermodulation effects among the 
associated carrier-telegraph channels imposed limits upon the allowable non­
linear distortion in the loading coils. The loading coils then standard (hav­
ing compressed, unannealed, iron-powder cores) satisfactorily met the re­
quirements, and with a greater margin than did the repeaters which were 
standard at that time. Interference considerations, however, prevented the 
general use of the metallic polar telegraph systems on loaded cable pairs 
used for carrier telegraphy. 

The voice-frequency carrier-telegraph system soon became the most 
widely used telegraph system in the long distance toll cables. It did not 
require special facilities, but made effective use of the whole frequency­
band provided for voice telephony. The initial number of channels was 
expanded to 12 on H174-63 facilities, and subsequently to a total of 24 
channels by using the wider-band H44-25 facilities, previously described. 
The present-day system is limited to 18 channels, however, in order to 
permit the ready interconnection of loaded cable and broad-band telephone 
facilities in tandem. A detailed account of these and other telegraph improve­
ments is given in a 1940 B.S.T.J. paper21. 

The strong-current, composite-grounded d-c telegraph system is very 
seldom used on modern toll cables. There is, however, a considerable use of 
the strong-current grounded d-c telegraph system on a simplex-phantom 
basis. Under this service condition, the telegraph current does not magnetize 
the loading coil cores and consequently there is no telegraph-flutter inter­
ference with telephone transmission. The metallic polar d-c telegraph system 
is usually limited to a few voice repeater-sections, because of the modern 
severe limits on telegraph-flutter impairments upon telephone transmission, 
and partly for economic reasons. 

The improvements in telegraphy over loaded toll cables also included 
arrangements which were developed in 1922 for the purpose of reducing 
interference between d.c. telegraph circuits when superposed by the com­
positing method on wires of the same loaded cable quad.22 This interference, 
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known as telegraph crossfire, is mainly due to capacitance coupling between 
the cable conductors and in the central office equipment. In long circuits, 
the inductive coupling between the two line windings of each side circuit 
coil, and among the four line windings of each phantom loading coil, are 
important factors in the over-all crossfire between the telegraph circuits that 
are associated with the same cable quad. 

(9) COMPRESSED PERMALLOy-POWDER CORE LOADING COILS 

Since the transmission characteristics of the compressed, unannealed, 
powdered-iron core coils, which became available for general use in toll 
cables during 1918, were as satisfactory as was expected for the rapidly 
expanding repeatered toll-caqle plant, greater emphasis was placed on cost 
reduction than on transmission improvement, in the continuing studies of 
new loading coil design-possibilities. 

9.1 Core-Material Development 

It was inevitable that permalloy23 should be considered. This remarkable 
new nickel-iron alloy, invented by Mr. G. E. Elman of Western Electric 
research department, had i~portant early applications in thin-tape form for 
continuous loading of deep-sea telegraph cables. 

Some early studies and experiments indicated interesting possibilities of 
using it in thin sheets in non-toroidal type loading coil cores, but the pros­
pects were much more intriguing if permalloy could be made available in 
compressed-powder toroidal cores. However, the initial experimental results 
with powdered-permalloy were disappointing. When the processes used in 
making compressed powdered-iron cores were employed, the permeability 
was unsatisfactorily low in consequence of the magnetic changes caused by 
the severe mechanical treatment involved in the embrittlement processes. 
The development moved forward rapidly after experiments with a physically 
sturdy type of ceramic-powder insulation for the permalloy particles proved 
that an annealing treatment after the core rings were pressed could erase 
the objectionable magnetic effects of the powderizing process and raise the 
permeability to desirable, high values. A complete account of this very im­
portant development is given in an A.I.E.E. paper24 by W. J. Shackelton 
and I. G. Barber, "Compressed Powdered Permalloy, Manufacture and 
Magnetic Properties." 

In the form developed for voice-frequency loading coil cores, the effective 
volume-permeability of the improved core-material was 75, more than twice 
that of the standard compressed, unannealed, powdered-iron core-material, 
and the intrinsic permalloy characteristic of very low hysteresis was retained. 
The combination of magnetic and electrical properties was such that large 
size-reductions could be made in the loading coils without degrading the 
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important transmission-performance characteristics, relative to those of the 
standard powdered-iron core loading coils. 

9.2 Permalloy Core Loading Coils 

The coils standardized for toll cable loading were in volume and weight 
about one-third as large as the superseded types previously described. Coils 
C and B in the headpiece exemplify the coils under comparison. The direct­
current resistances of the new coils were slightly lower than those of the 
superseded designs, their hysteresis losses were substantially lower, but their 
eddy-current losses were somewhat greater, because of the higher permea­
bility. In consequence, their effective resistances were more favorable at the 
important low and middle speech-frequencies, than those of the compressed 
annealed iron powder core coils but not quite as good at the top frequencies. 

The stability of residual inductance after magnetization by strong super­
posed currents was appreciably better than that of the superseded designs. 
The hysteresis advantages included a substantial reduction in non-linear 
distortion effects and about a 50% reduction in the transient distortion 
effects that are unavoidable in the operation of grounded telegraph over 
composited circuits. Their telegraph-flutter rating was considerably better 
than that of any of the prior standard cable loading coils, excepting only the 
large-size "high-stability" type of coarse-gauge cable coils, previously de­
scribed. (Subdivision 5.) 

With the standardization of the permalloy-core loading coils there started 
the practice of coding the combination of two side circuit coils and the 
associated phantom coil as a phantom-group "loading unit." The letter 
"P" was used in the code designations; a code number associated with the 
code letter recognized the different inductances of the different loading 
units, the complete codes being P1, P2, etc. 

The coil size-reduction resulted in a 2 to 1 reduction in the potting-space 
requirements and permitted twice as many coils to be potted in standard­
size cases, thus reducing potting costs. The cost savings in potted coils 
ranged from 30 to 40%. Additional savings resulted in the installation costs, 
including the space costs in the loading vaults in underground cable projects. 

The development was very timely, in that the much cheaper coils became 
available during 1928 for use in the unprecedented expansion of H44-25 
four-wire repeatered facilities that started that year and built up to a very 
high peak during 1930. In the period 1928-1931, over 4,000,000 permalloy­
core toll cable loading coils were manufactured for Bell System uses. The 
lower costs of these coils encouraged the provision of larger circuit-groups in 
the long-distance cable plant which made possibl.e substantial improvements 
in the speed of service. This, in combination with excellent transmission 
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performance, greatly increased the demand for service, up to the beginning 
of the business depression in the early 1930's. 

Fig. 9-Installed aerial toll cable loading. Four different methods of supporting the 
loading-coil cases are used in this installation, which provides loading for two cables: 
(a) On the platform of a 2-pole "H" fixture. (1 large welded steel case, and 5 large cast 
iron cases.) (b) A pole balcony supporting a large welded steel case. In this installation, 
it provides an extension of the "H" fixture. (c) A small welded steel case equipped with 
brackets, and fastened directly to pole. (d) Clamping a small lead-sleeve case to the 
main cable and its supporting strand. (This case contains program circuit loading coils.) 

Around 1930, improved assembly-arrangements were worked out for the 
permalloy-core loading units. These involved the assembly of the individual 
loading units in individual unit-containers, and the code designations were 
changed. These used the letters "PB", and the same numbers as in the P­
type units; the complete designations being PIB, P2B, etc. 
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The compressed powdered-permalloy core toll cable loading coils remained 
standard until 1938, when much cheaper and slightly better compressed, 
powdered molybdenum-permalloy core coils became available, as discussed 
in subdivision 11. 

Fig. lO-P-B type loading unit potting assembly prior to placement in unit shielding 
container. Phantom coil is below the two side circuit coils. Midget inductance coils are 
used in phantom-to-side crosstalk adjustments. 

(10) IMPROVED LOADING STANDARDS FOR TWO-WAY REPEATERED TOLL 

CABLES 

During the late 1920's considerable attention was given to the improve­
ment of transmission standards made possible by the use of the improved 
repeaters and the improved loading. This included reductions in the allow­
able net losses between terminals and improvements in crosstalk perform­
ance. Also, steps were taken to obtain better control of attenuation­
frequency distortion, the important objective being to provide fairly uniform 
transmission in the frequency-band between 250 and 2750 cycles per second.26 

The transmission requirements over the frequency-band just mentioned 
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could be met without undue difficulty on the H44-25 four-wire and two-wire 
facilities, but were not feasible on the H174-63 facilities then being used 
mainly on a two-wire basis. 

The work on the improved standards problem resulted in the development 
of the B88-50 and H88-50 toll cable loading systems, data for which are" 
given in Table V. 

In effect, this development established a new minimum cut-off standard of 
about 4,000 cycles per second for loading used on repeatered circuits. Also, 
as noted in the table, the transmission velocity was increased in H88-50 
loading. B88-50 loading, using a coil spacing of 3,000 ft. (i.e., one-half of 
H-spacing), was originally intended for use in "long" repeater sections. The 
cheaper H88-50 loading was used on "short" repeater sections, and in con­
sequence some facilities had tandem combinations of the two new types of 
loading. In the early applications H88-50 loading was used in repeater sec­
tions ranging up to about 45 miles in length and the more expensive B88-50 

TABLE V 
H88-50 AND B88-50 LOADING 

Nominal Theoretical Nominal 
Attenuation Loss (db/mile 

Loading Circuit Impedance Cut-off Velocity 
at 1000 Cycles) 

System Frequency (ohms) (cycles) (mi/sec.) 
19 A.W.G. 16 A.W.G. 

H88-50 Side 1100 4000 14500 0.35 0.19 
Phantom 700 4200 15000 0.30 0.16 

B88-50 Side 1550 5600 10000 0.25 0.16 
Phantom 950 5900 10500 0.23 0.14 

loading was used on longer sections. Later, improvements in the control of 
crosstalk and special procedures for reducing loading section capacitance­
deviations made H88-50 loading suitable for longer repeater sections. Dur­
ing recent years, the voice frequency repeater points have usually been laid 
out to permit the use of H88-50 loading, and at present there is little use for 
new B88-50 loading. 

New loading coils were developed for the new loading systems, and were 
coded in the "PB" loading unit series, previously mentioned. This apparatus 
development included substantial improvements in crosstalk performance 
obtained by new assembly-methods, and refinements in the crosstalk adjust­
ments and test circuits. These new assembly-methods were applied to all 
standard toll cable and toll entrance cable loading units and provided 
flexibility for potting different types of loading units in the same case, and 
for identification of their terminal leads in the stub cables. 

The new H88-50 ~nd B88-50 loading became available for general use 
during 1932. 
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Fig. ll-Potting assembly-lOS P-B type loading units in large welded steel case. As­
sembly ready for lowering into casing. Half of loading units are on far side of assembly 
frame, not visible in picture. The large number of loading coils makes necessary the use 
of 2 stub cables. 
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(11) COMPRESSED MOLYBDENillf-PERMALLOY POWDER CORE LOADING 

COILS 

11.1 The Improved Core-Material 

The continuing search for still better core-materials culminated during the 
middle 1930's in the development of the 125-permeability compressed molyb­
denum-permalloy material, described in an A.I.E.E. paper26 by V. E. Legg 
and F. J. Given, "Compressed Powdered Molybdenum-Permalloy for High­
Quality Inductance Coils." In its intrinsic magnetic and electrical properties 
as used in voice-frequency loading coils, the improved permalloy-material 
is nearly as much superior to the old standard 75-permeability permalloy 
as this latter material was to the 35-permeability compressed powdered­
iron which it superseded as standard during the late 1920's. 

The improved permalloy owed its superior characteristics mainly to the 
inclusion of molybdenum in the alloy, the principal constituents of which 
are approximately 2% molybdenum, 81 % nickel, and 17% iron. The molyb­
denum component substantially raises the permeability and the specific 
resistance, and materially reduces hysteresis. The eddy-current losses are 
much lower than in the 75-permeability permalloy material, because the 
effect of the higher permeability in increasing these losses is more than 
offset by the effect of the higher intrinsic resistance in reducing them. 

In developing the material, it was considered to be very important to go 
as far as possible in improving the intrinsically favorable hysteresis prop­
erties. This was accomplished without adverse effects on permeability and 
eddy-current losses and other important properties, by annealing the pressed 
core rings in hydrogen at a much higher temperature than that previously 
used with material under treatment while exposed to the atmosphere. Also 
an improved type of particle insulation was developed. All in all, a large 
number of unusually difficult processing problems had to be solved in the 
research and development stages. Also, some of the processes required 
considerable additional attention during the manufacturing preparations 
for quantity production; 

In the voice-frequency loading applications, the successful efforts to 
reduce hysteresis to a minimum fitted in with the preliminary economic 
design studies, which indicated it would be desirable to take advantage of 
the superior intrinsic properties of the new magnetic material by using it in 
smaller cores, so as to reduce loading-apparatus costs as much as possible 
without appreciably degrading transmission performance. In this connection, 
it is noteworthy that with any given magnetic-material the hysteresis losses 
become greater as the core size is reduced, in consequence of the greater 
intensity of magnetization. 

The 12S-permeability molybdenum-permalloy core material under dis-
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cussion was developed primarily for voice-frequency uses. At much higher 
frequencies, lowerpermeabilitiesare necessary to prevent the core losses from 
becoming too high. Accordingly, other grades of compressed molybdenum­
permalloy powder having lower permeability values are available. These are 
obtained by diluting the molybdenum-permalloy powder with inert material 
before pressing. Also, smaller-size particles are used. A new grade not de­
scribed in the Legg-Given paper,26 previously referred to, which has an 
effective permeability of 60, was used in small carrier loading coils for the 
Army spiral-four field cable during the warp and is now being used in 
the cores of cable loading coils for 15-kc program transmission circuits 
which are described in Subdivision 13.3. 

11.2 M-type Molybdenum-Permalloy Core Loading Units 

The initial standard, molybdenum-permalloy core, phantom loading units 
which were coded in the M-series became available for commercial use 
during 1938. The individual coils were about 60% smaller than the standard, 
75-permeability, permalloy-core coils which they superseded for use in new 
plant. In the headpiece, these size-relations are typified by coils D and C, 
respectively. 

By design, the new coils had about the same d-c resistance and hysteresis 
loss as the superseded designs. Their eddy-current losses were considerably 
lower than those of the 75-permeability permalloy designs, and in conse­
quence the total effective resistance was lower at the upper frequencies, 
thereby improving the steady-state frequency-distortion characteristics of 
the circuits in which they were used. In plant-design engineering, the new 
coils were accepted as being equivalent to the older coils. The residual 
inductance stability was a little better, and the telegraph-flutter distortion 
characteristics were considerably better. The susceptibility to superposed 
d-c magnetization, however, was worse. This minor impairment was the 
only adverse effect of the substantial increase in permeability, and the 
substantial reduction in coil size. 

The development was timely in that the new coils were available for use 
in meeting the accelerating demand for toll cable loading that started in 
1939 and continued for several years. In the five-year period 1938-1942, a 
total of about 800,000 side and phantom toll cable loading coils were manu­
factured for Bell System use notwithstanding the large installation of Type 
K carrier systems on non-loaded' and unloaded cables that occurred in this 
period, thereby reducing the demand for additional, repeatered, loaded 
cable voice-frequency facilities. 

The economic advantage of the broad-band carrier system is largely due 
to the fact that the cost of the conductors and the repeaters and of the 
distortion corrective-networks and regulating devices which are used to 
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shape and control the transmission medium is shared by all of the transmis­
sion paths. Very valuable transmission advantages result from the rela­
tively very high velocity of transmission over the non-loaded conductors. (0) 

One of the effects of the new carrier systems' competition was to more 
than reverse the relative amounts of loading for new installations of 4-wire 
and 2-wire circuits-somewhat less than 1 the total being provided for 
4-wire circuits, during the period under consideration. The substantial cost­
reductions, resulting from the introduction of the 75-permeability permalloy 
coils, of course materially limited the additional savings that could be 
realized by further size-reduction. Notwithstanding this, and taking into 
account also the declining demand for toll cable loading, the development of 
the M-type loading units turned out to be a very profitable operation, in 
terms of the reduced costs of new plant. 

11.3 SM and MF-type Molybdenum-Permalloy Core Loading Units 

These war-emergency designs owed their existence to the necessity for 
conserving strategic materials, especially nickel. They use half as much 
molybdenum-permalloy as the M-type loading units. The use of a new type 
of insulation, Formex enamel, (p) on the conductors in place of a combination 
of cotton with an older type of enamel, greatly improved the winding 
space-factor and minimized the increase in d-c resistance that necessarily 
followed from the 50% reduction in coil size. In the frontispiece, Coil E is 
one of these new coils, Coil D being the superseded coil. 

To minimize delays in introducing the war-emergency designs into com­
mercial use, which began during 1942, they were (initially) assembled in the 
unit-containers and potted in the loading coil cases that had been designed 
for the M-type loading units. They were initially coded as the SM-type 
loading units. 

Subsequently, to conserve steel, entirely new unit-assembly arrangements 
were made in new smaller-size unit containers and new smaller-size loading 
coil cases were developed to take full advantage of the loading coil size­
reduction. The coils themselves were not changed but new code-designations 
were assigned in the "MF" series, in conformity with the long established 
practice of coding phantom loading units in their unit containers. 

The d-c resistances of the SM and MF loading units are about 25% higher 
than those of the corresponding M-type loading units, and the hysteresis 
effects are about 40% greater, under similar operating conditions. The 
~ther core-losses are unchanged in magnitude because they do not vary as 

(0) Published information regarding the cable carrier systems is given in Bibliography 
References (28) and (29). 

(p) This improved wire-insulation had already found valuable uses in new exchange 
area loading coils, as discussed in Section 22. 
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Fig. 12-M-type and MF type phantom loading units. Before and after placement in 
their unit shielding containers. M-type unit above the MF-type unit. "a" designates mid­
get inductance coils (used in crosstalk adjustments); "r" designates midget resistors 
(used in crosstalk adjustments). The loading units shown outside the containers are not 
the same as those shown inside the containers. 

a function of coil size. For the most important types of loading, the increases 
in attenuation that result from the higher coil resistances are in the range 
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1 to 3% at 1000 cycles on 19 gao cables. At the top voice-frequencies, the 
attenuation increments are less than twice as large as the l-kc increments. 
In 50-mile repeater sections, the resulting increases in the bare-line attenua­
tion are of the order of 0.2 to 0.4 db at 1000 cycles depending on the type of 
loading and much of this increment-loss usually can be recovered by raising 

Fig. 13-Potting assembly methods-medium and large size complements of MF­
type units. For placement in cylindrical, thin steel, casings. 

the repeater gains. The stability of residual inductance is as good as that in 
the M-type loading units. 

The impaired hysteresis effects, above mentioned, are accompanied by 
increased non-linear distortion, including telegraph-flutter effects. Also the 
smaller coils are somewhat more susceptible to changes in inductance and 
effective resistance when the circuits in which they are used have steady 
currents superposed upon them during talking intervals. 

Additional information regarding the smallest loading units is included 
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in an A.I.E:E. paper30 by S. G. Hale, A. L. Quinlan, and J. E. Ranges, 
"Recent Improvements in Loading Apparatus For Telephone Cables." 

The various relative transmission-impairments, above mentioned, were 
accepted in advance as being tolerable from the service standpoint under 
war conditions, considering the types of circuits required and their probable 
relatively short lengths. At that time it was thought possible that better 
loading units, not necessarily as good as the M-type units, might be war­
ranted in the post-war period. Meanwhile, the service experience with the 

Fig. 14-Potting assembly methods-small complements of M-type and MF-type 
loading units. Note use of lead sleeve casing for MF type units, and relatively large welded­
steel casing for M-type units. 

small loading units has been reasonably satisfactory, largely because of the 
easing-up of performance requirements that is resulting from the restriction 
of toll cable loading to short-haul facilities. These seldom have more than 
two repeater sections, in consequence of the economic competition offered 
by present standard and proposed new, cheaper, carrier systems on non­
loaded cable. Under these circumstances, the cost of developing better 
loading units which would probably increase the loading costs would be 
hard to prove in. Thus, the MF-type war-emergency loading units became 
post-war loading standards. 
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It should not be inferred from the foregoing that the MF (and SM) 
loading units have unimportant significance in the economy of Bell System 
toll cable plant-design. For example, during the period 1942-1949, a total 
of about two million side and phantom coils were manufactured for assembly 
in these smallest, standard, phantom loading units. A large majority was 
installed subsequent to VJ-day, as part of the Bell System program of plant 
expansion to meet the greatly increased demand for long-distance telephone 
service, and to restore the speed of service to the pre-war standards. 

TABLE VI 

ELECTRICAL DATA-MoST IMPORTANT VorcE-FREQUENCY PHANTOM LOADING UNITS 

Nominal 
Approx. Avg. Resistances(2) 

-Ohms 
Inductances {l)-mh 

Loading Unit Code Nos. 
Side Circuits Phantoms 

Side Phantoms d-c 1 kc d-c 1 kc 
--- --------

P1,P1B 172.4 63.6 10.7 13.6 5.3 6.2 
M1 172 .4 63.6 10.8 13.0 5.4 6.0 

MF1, SM1 172.4 63.6 13.8 16.4 6.9 7.6 
------------

P2,P2B 43.5 25.1 3.8 4.4 1.9 2.2 
M2 43.5 25.1 3.6 4.0 1.8 2.0 

MF2, SM2 43.5 25.1 4.5 5.0 2.2 2.5 
------------- ---

P4, P4B 30.9 17.8 2.7 3.0 1.3 1.5 
M4 30.9 17.8 2.4 2.7 1.2 1.4 

MF4, SM4 30.9 17.8 3.1 3.4 1.5 1.7 
-----------

PllB 88.7 50.2 6.1 7.0 3.05 3.5 
Mll 88.7 50.2 6.3 7.2 3.1 3.6 

MFll, SMll 88.7 50.2 7.9 9.1 4.0 4.6 

Notes: (1) The listed inductance values are the mean specification inductance values 
(at 1800 cycles). 

(2) The coil resistance values allow for 19-9auge stub cables of 7.5-ft. external 
length. 

(12) COMPARATIVE ELECTRICAL DATA, VorcE-FREQUENCY 

PHANTOM-GROUP LOADING UNITS 

Comparative electrical data regarding the commercially most important, 
former standard and present standard, voice-frequency phantom-group 
loading units are given in Table VI, above. Those coded in the "P" and 
"PB" series used compressed permalloy-powder cores; the M, SM, and MF­
type units used compressed, molybdenum-permalloy powder cores. Prior to 
the standardization of the P and PB-type units, the side circuit and phantom 
circuit coils had their own individual code numbers. They were intercon­
nected in loading unit formation during the case assembly and cabling pro­
cedures. 
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The loading units having the digit 4 in their code designations are "full­
weight" units for H31-18 voice-frequency entrance cable described in Part V 
of this review. The loading units having the digit 2 in their designations 
are used in 'H44-25 four-wire repeatered circuits. The other loading units 
are used in two-wire repeatered circuits, and also in circuits not long enough 
to require repeaters. 

(13) IMPRoVED LOADING FOR (LONG-DISTANCE) CABLE 
PROGRAM TRANSMISSION CIRCUITS 

13.1 General 

In the early days of radio chain-broadcasting (during the early 1920's), 
the links which connected the broadcasting stations with the studios where 
the programs originated usually were open-wire voice-frequency telephone 
circuits modified to meet the special requirements of this new type of 
service. In some instances, toll cable circuits were used for links not more 
than a few hundred miles long. 

Where available, side circuits of H44-25 facilities, previously described, 
were preferred for the cable program-transmission service because of their 
high cut-off frequency. By using suitable equalizing and regulating net­
works in conjunction with modified one-way amplifiers, a fairly satisfactory 
transmission-medium could be obtained, providing a frequency-band ranging 
from about 100 cycles up to about 4000 cycles. While these circuits were 
adequate for speech broadcasting they were not equally satisfactory for 
classical music programs by symphony orchestras. 

As early as 1924, some preliminary studies were started on entirely new 
types of loaded cable facilities primarily for use in transmitting the highest 
grade of radio-broadcast program material. These studies showed 16 gao 
cable pairs to be desirable for long program circuits. At the time, however, 
there was considerable question as to what the ultimate performance­
requirements should be, and some doubt as to whether the commercial 
demand would be sufficiently large to warrant the high cost of developing 
and providing a suitable new type of facility. 

During the following years, there was a large increase in the number of 
broadcasting stations and in the need for inter-connecting links. Also the 
toll cable network expansion had commenced to accelerate rapidly. Be­
ginning about 1926, the new toll cables that were installed usually included 
a small complement of 16-gauge non-quadded pairs (generally 6) in anticipa­
tion of their ultimate use for improved program facilities, if the then ex­
pected demand should eventually materialize. Studies of improved loading, 
and of the very important equalization and temperature regulation problems 
were renewed. This work progressed sufficiently so that early in 1927 a trial 
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installation of H22 loading was planned for program facilities in a new ca­
ble between New York and Philadelphia. This loading had a 40% higher cut­
off frequency than the H44 loading previously mentioned, and a 30% 
lower nominal impedance. It was expected that the program frequency-band 
could be stretched to a 6000-cycle top. It used a new loading coil described 
later on. 

13.2 B22 Program Facilities 

.~hile the preparation for the H22 trial installations was still under way, 
further experimental and theoretical studies showed it would be desirable to 
provide an equalized transmission-band from about 50 cycles to about 8000 
cycles, so as to obtain a margin for probable future improvements in broad­
casting services. Accordingly, a decision was reached in September 1927 to 
develop a new type of cable program facility that would 'be satisfactory 
for lengths of 2000 miles or more. A new type of loading, designated B22 
(22 mhpoading coils at 3000-ft. spacing), was authorized and a trial in­
stallatidp on cable circuits looped back and forth between New York and 
Pittsburgh was planned; 

The development of the.new loading was only a small part of the total 
development effort. The equ,alizing and temperature-regulation problems were 
much more difficult than'those previously encountered in the development 
of long-distance telephone message facilities, partly because of the much 
wider transmission-band and partly because of the more· severe limits 
necessarily imposed. Improved repeaters were required and crosstalk and 
noise problems demanded very serious attention. A comprehensive account 
of the development work and a detailed description of the B22 cable 
program-facility is given in an A.I.E.E. paper31 by Messrs. A-. B'. Clark 
and C. W. Green. Accordingly, the remaining discussion herein IS limited to 
the loading. 

The theoretical cut-off frequency of B22 loading is a little over 11,000 
cycles; its nominal impedance is closely equal to that of H4410ading, previ­
ously mentioned. The theoretical nominal velocity of wave propagation is 
about 20,000 miles per second. The use of phase equalization networks of 
8 kc band width, however, slows down the actual velocity to about 13,000 
mi/sec. The attenuation on 16 gao pairs at average temperature is about 
0.24 db/mi at 1000 cycles, and ranges from about .14 db/mi at 35 cycles to 
about .38 db/mi at 8000 cycles. 

The new 22 mh non-phantom type loading coils used compressed, 
permalloy-powder cores similar in size to those Of the toll cable side circuit 
and phantom loading coils previously described in general terms. N on­
linear distortion in the line was satisfactorily low in consequence of the 
favorable hysteresis characteristics of the permalloy-core coils. 
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The satisfactory completion of the system's trial-Installation tests in 1929 
resulted In a large amount of B22 loading being installed during 1930 and 
1931 on 16-gauge pairs in cables that had been installed in advance of the 
facility development work, as previously mentioned, and in new cables. 

During 1936, compressed, molybdenum-permalloy powder-core program 
loading coils became available for use in place of the permalloy-core coils 
above described. The new coils were smaller than their predecessors, and 
were substantially as good or better in the lower half of the working frequency 
band. At the high frequencies they were better than the permalloy-core 
coils, because of the lower eddy-current losses previously mentioned. An 

Fig. lS-Molybdenum-permalloy core program circuit loading coil potted for installa­
tion within cable splice sleeves. The canvas bag shown in the picture is used to prevent 
the metal shielding-container of the coil from damaging the insulation of nearby con­
ductors in the cable splice. The fabric strips are used to tie the coil case to the cable core 
at the splice. 

important factor in the choice of coil size was to make the coil suitable for 
installation within the loading splice-sleeves so as to reduce potting and 
installation costs. This practice became quite general, especially at the "B" 
loading points intermediate between the "H" loading points where phantom 
loading units were instal1ed on telephone message circuits in the same cable. 
In these "splice installations," the per-coil savings in potting and installation 
cost were large relative to the direct savings in loading coil costs resulting 
from size reduction. In order to realize these substantial combined savings 
as quickly as possible, the new program coils were given priority in the 
commercial exploitation of the molybdenum-permalloy core-material. 

As an indication of the commercial importance of the program circuit 
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loading above described, it is of interest to note that enough program coils 
were manufactured during the period 1925-194S to provide loading for more 
than 100,000 pair-miles of B22 facilities. The demand for the new B22 
loading is rapidly declining however, in consequence of the post-war de­
velopment of program transmission facilities using combinations of channels 
in non-loaded cable carrier systems. From now on, it seems probable that 
new B22 loading will largely be limited to short extensions of existing loaded 
facilities, and to short links between cable carrier-system terminals and the 
points where broadcasting programs are picked up or delivered. 

13.3 is-kc Program Transmission Circuits 

The development of new loading for use on cable facilities transmitting 
FM broadcasting material was completed early in 1945. It provides a trans­
mission band extending up to 15 kc and is suitable for use on circuits that 
connect FM broadcasting transmitters with their studios, in situations where 
its use will reduce costs as compared with the use of intermediate amplifiers. 

Two weights of 15-kc loading are available, one having a nominal im­
pedance equal to that of B22 loading (SOO ohms), and a lighter-weight 
loading having a nominal impedance of about 4S0 ohms. 

The SOO-ohm loading generally uses 11 mh coils at spacings which give a 
theoretical cut-off frequency of about 23 kc, and a nominal velocity of 
about 20,000 miles per second. In 0.062 mf/mi cables the coil spacing is 
1500 ft. and in "high-capacitance" exchange cables, it is 1100 ft., in order 
to obtain closely the same total loading section capacitance and similar 
values of nominal impedance and cut-off frequency. Since studio-transmitter 
circuits usually include tandem combinations of component cables which 
have appreciably different unit-length mutual capacitances, this loading plan 
minimizes reflection effects which would otherwise result from impedance 
differences at the junctions of the component cables. 

SOO-ohm loading is sometimes provided on program pairs in coaxial cables 
by using 7.5 mh coils at 1000 ft. spacing. When the coaxial cables are 
installed in 1000 ft. lengths, this loading arrangement avoids the need for 
making the (expensive) extra cable splices that would be required if 1500 ft. 
spacing should be used. Although 50% more program loading coils are 
required, the small additional cost of the loading is negligible in relation to 
the savings in cable splicing costs. This 7.5 mh, SOO-ohm loading has a 
nominal velocity of about 20,000 mijsec, and a theoretical cut-off frequency 
of about 34 kc. 

The 4S0-ohm loading uses 7.5 mh coils at spacings twice as long as those 
for the SOO-ohm loading using 11 mh coils. The theoretical cut-off is a little 
over 19 kc and the nominal transmission velocity is about 36,000 miles per 
second. 

The SOO-ohm loading is superior in all transmission features to the 4S0-
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ohm loading, especially at low frequencies. It is an acceptable substitute for 
B22 loading for transmission of AM broadcasting material, being appreciably 
better in the frequency range 4 to S kc, because of its much higher cut-off 
frequency, and it is substantially as good at low frequencies. Accordingly, 
to provide plant flexibility for possible future broadcasting service require­
ments, this SOO-ohm 1S-kc loading is being installed on short-haul program 
pairs in new toll cables in situations where the anticipated initial needs are 
for AM broadcast programs. When the loading is installed in the course of 
the cable installation, the slightly higher cost of the broader-band loading is 
negligible in comparison with the plant flexibility-advantage above cited. 

The field of use for the 4S0-ohm IS-kc program loading is in short repeater 
sections where the transmission requirements permit its use, and where it is 
desirable to take advantage of its lower cost, relative to the SOD-ohm loading. 
This cost advantage is maximum when the loading has to be applied to 
cables previously installed. 

The loading coils for the new IS-kc program loading are of the same size 
as the molybdenum-permalloy core coils developed for B22 loading. Accord­
ingly, when installation conditions are favorable, economies can be achieved 
by placing the coils within the loading splices. The new program loading 
coils use 60-permeability, compressed, molybdenum-permalloy powder cores. 
This relatively new grade of molybdenum-permalloy has much lower eddy­
current losses than the 12S-permeability grade used in voice-frequency 
loading coils (and in B22 program loading), and is very advantageous in the 
reduction of attenuation over the upper two-thirds of the IS-kc trans­
mission-band. The 60-permeability cores also have superior non-linear dis­
tortion-characteristics. 

(14) CONTROL OF CROSSTALK 

The control of crosstalk between adjacent telephone circuits has been a 
very important problem from the beginning of the use of loading, especially 
in loaded cables, and has been most difficult in long loaded, repeatered, 
quadded toll cables. 

14.1 Cable Unbalances 

The effect of loading in increasing the circuit impedance raises the voltages 
which act upon the unavoidable cable capacitance-unbalances, and reduces 
the magnitudes of the line currents which act upon the series resistance 
(and inductance) unbalances. Consequently, with the introduction of load­
ing, it became necessary to improve the design of the cables so as to materi­
ally reduce the capacitance unbalances. This was accomplished by using 
different lengths of twist in adjacent pairs and in adjacent layers, and by 
using different lengths of lay in adjacent layers. 
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The development of quadded cable and of phantom-group loading during 
the period 1908-1910 introduced especially difficult requirements in the 
control of crosstalk between the phantom circuits and their side circuits, 
and to a lesser degree between the associated side circuits. Notwithstanding 
further improvements in design and great care in manufacture, it became 
necessary during the installation of the quadded cables to resort to the use 
of special splicing procedures which reduced the total capacitance-unbalance 
per loading section to satisfactory values. 

For nearly a decade it was the practice in the control of phantom-to-side 
and side-to-side crosstalk to make the capacitance-unbalance test-splices at 
seven approximately even-spaced intermediate splicing-points in each load­
ing section. By about 1919, further improvements in design and in manu­
facturing processes made it feasible to reduce the number of test splices per 
loading section to .3. This practice is still general for quadded cables used 
principally for two-wire repeatered facilities. In the period of very rapid 
extension of the installation of long repeatered, loaded four-wire circuits 
(1929-1931), it was found feasible to limit the number of test splices per 
loading section to one, by using supplementary balancing-condensers to 
reduce the high residual capacitance-unbalances on two-wire circuits, and 
by using additional balancing-condensers at one end of each repeater section 
on four-wire circuits, when required to obtain satisfactory low over-all 
crosstalk. The one-way transmission in the individual, oppositely-bound, 
paths of the four-wire circuits was a basic factor in making feasible these 
field-adjustment simplifications, thereby reducing installation costs. 

14.2 Loading Coil Crosstalk 

Although the side circuit and phantom loading coils never had objec­
tionable design unbalances, it has always been difficult in manufacture to 
realize the inherent symmetry of their design. The series inductance un­
balances have been the most troublesome accidental unbalances. In the early 
days, reasonably satisfactory control of crosstalk between circuits in the 
same phantom-group was obtained by care in manufacture, and by adjusting 
the inductance unbalances to the nearest turn. 

A general, substantial, tightening of the crosstalk limits became necessary 
when repeaters came into general use, because of the effect of the repeaters 
in amplifying the unwanted crosstalk along with the wanted conversation, 
and because of the great increases in circuit length that the repeaters made 
feasible. During a period in the early 1920's, when intensive development 
was under way to reduce the loading apparatus crosstalk, the over-all 
repeater-section crosstalk was controlled by poling the unbalances of the 
coils against the cable unbalances in the loading sections near the repeaters. 

The new development work, above referred to, included greater refine-
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ments in the manufacturing processes, including greater accuracy in the 
subdivision of the core winding-space, more uniform winding-arrangements 
in layer formation by automatic winding-machines, and the use of external 
series-inductance adjustments by means of preselected, miniature, inductance 
coils, which resulted in much smaller residual unbalances than could be 
obtained by the nearest full-turn adjustments. More precise crosstalk 
measurement-circuits were developed, and the practice started of making 
the crosstalk adjustments and measurements in test circuits having, at the 
test frequency, impedance characteristics approximating those of the lines 
in which the coils under test are used. (Previously a relatively insensitive 
test-circuit having "compromise" impedance characteristics had been used 
for all types of side and phantom coils.) Also, the factory crosstalk adjust­
ments were concentrated on minimizing near-end crosstalk in loading units 
intended for two-wire circuits, since in such circuits the far-end crosstalk is 
relatively unimportant. In loading apparatus intended for use on four-wire 
circuits, the crosstalk adjustments were made to minimize far-end crosstalk 
because the associated phantom-group circuits are always used in the same 
direction of transmission and the one-way repeaters associated with them 
block the propagation of near-end crosstalk. The external inductance ad­
justments, above referred to, were especially designed for the reduction of 
phantom-to-side crosstalk. Other adjustments and assembly processes con­
trolled crosstalk between associated side circuits. 

As a result of the various improvements above referred to, the average 
phantom-to-side crosstalk in the loading apparatus was reduced to about 
one-fourth of the earlier values. These reduced values were of the same order 
as the cable crosstalk in the individual loading sections after the completion 
of the capacitance-unbalance test-splicing. 

In the late 1920's and early 1930's, when the need for improved trans­
mission systems on two-wire repeatered circuits resulted in the development 
of the H88-50 and B88-50 facilities previously described, another develop­
ment campaign was started to improve loading apparatus crosstalk-per­
formance. This resulted in the reduction of the average loading coil crosstalk 
to values much smaller than those caused by the cable residual capacitance­
unbalances after test splicing, so that the effective repeater-section crosstalk 
is not significantly larger than that which would result if it were possible to 
manufacture perfectly balanced loading coils. Important factors in this 
improved performance were the use of series, external, resistance adjust­
ments in particular loading units where worth-while crosstalk reduction 
could be thus obtained, and the use of a new series of inductance elements 
having closer gradations in their inductance values to more closely approach 
the theoretical optimum adjustments. More compact assembly-arrangements 
of the phantom loading units in individual shielding containers also con-
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tributed to the more favorable crosstalk-performance, along with other 
process improvements. (Refer to Fig. 10,"page 186.) 

The improved crosstalk-performance above discussed, which was achieved 
in the development of the PB-type permalloy-core phantom loading units, 
previously described, was maintained in the commercial production of the 
smaller-size M-type molybdenum-permalloy core loading units which super­
seded the PB-type loading units, and in the present standard MF-type 
loading units. (Refer to Fig. 12, page 192.) 

It seems improbable that additional improvements in loading unit cross­
talk-performance will be needed in the future, in view of the trend during 
recent years of restricting voice-frequency phantom-group loading to short­
haul facilities. 

A more comprehensive account of the successful struggle to control cable 
crosstalk in loaded toll cables is given in a 1935 Bell Telephone Quarterly 
article32 by Mr. M. A. Weaver. An A.I.E:E. paper,s previously referred 
to, includes considerable additional information on the crosstalk-reduction 
work on the loading coils, up to 1926. 
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Technical Publications by Bell System Authors Other Than 
in The Bell System Technical Journal 

Generalizations of the Weiss Molecular Field Theory of Antiferromagnetism. * 
P. W. ANDERSON.l Phys. Rev., v. 79, pp. 705-710, Aug. 15, 1950. 

ABSTRACT-A Weiss field calculation has been carried out for antiferro­
magnetism in more complicated structures than the usual calculation allows 
and has been shown to give results more detailed and more consistent with 
experimental evidence on the magnetic properties of such structures than 
does the simpler theory. 

Atomic Moments of Ferromagnetic Alloys. R. M. BOZORTH.l Letter to the 
editor. References. Phys. Rev., v. 79, p. 887, Sept. 1, 1950. 

Domain Structure of a Cobalt-Nickel Crystal. R. M. BOZORTHl and J. G. 
WALKER.l Letter to the editor. Phys. Rev., v. 79, p. 888, Sept. 1, 1950. 

Recording Fluxmeter of High Accuracy and Sensitivity. * P. P. CroFF!.l 
Rev. Sci. Instruments, v. 21, pp. 624-628, July 1950. 

ABSTRACT-A recording fluxmeter has been developed which employs 
one or two integrators and a double element Land N Speedomax recorder 
for tracing magnetization curves directly on standard coordinate paper. 
The response of the recorder pen drive mechanism is proportional to the 
flux density, B, and is controlled by the B integrator. The response of the 
paper drive mechanism is proportional to the magnetizing force, H, and is 
controlled either by the magnetizing current, when the specimen is in the 
form of a ring, or by the H integrator when the specimen is in the form of 
a bar. Ayrton shunt networks provide flexible Band H scale adjustments. 
High accuracy and sensitivity are obtained by minimizing the causes 
of drift. At maximum sensitivity, four interlinkages give a deflection of 
one mm. 

Young's Modulus and Its Temperature Dependence in 36 to 52 pct Nickel­
l ron Alloys. * M. E. FINEl and W. C. ELLIS.l Jl. Metals, v. 188, pp. 1120-
1125, Sept. 1950. 

ABSTRACT-Young's modulus and its temperature coefficient in 36 to 
52 pet Ni-Fe alloys depend upon composition and also the straining-anneal­
ing history. Alloys near 42.5 pct Ni, when worked cold and then annealed 
at 400° or 600°C, have nearly zero mean thermoelastic coefficients between 
- 50° and 100°C. A discussion of the theory is given. 

* A reprint of this article may be obtained on request to the editor of the B.S.T.J. 
1 B.T.L. 
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Ultra-High Vacuum Ionization Manometer. J. J. LANDER.] Rev. Sci. In­
struments, v. 21, pp. 672-673, July 1950. 

ABSTRACT-This note describes an ionization menometer which indicates 
pressures more than two decades below the lower limit usually encountered 
at about 1 X 10-8 mm of Hg with other manometers. This limit depends on 
the design of the gauge; however, values reported for various gauges do not 
differ much from that given above. Commonly the limit is observed as a 
lowest reading obtained despite recourse to more or less drastic methods of 
producing lower pressures, or a variety of changes in gauge design. The 
flash filament method of pressure measurement has been used to measure 
lower pressures and at the same time to indicate the lower limit of an ioniza­
tion guage. 

Metallized Paper for Capacitors.* D. A. McLEAN. l I.R.E., Proc., v. 38, 
pp. 1010-1014, Sept., 1950. 

ABSTRACT-Metallized capacitor paper is attracting widespread interest 
as a way of reducing capacitor size. In metallized paper capacitors, the usual 
metal foil is replaced by a thin layer of metal evaporated onto the surface 
of the paper. Lacquering the paper prior to metallizing increases the dielec­
tric strength and insulation resistance, reduces atmospheric corrosion of 
the metal, and diminishes the rate of loss of electrode metal by electrolysis. 
Owing to the extreme thinness of the metal layer, metallized paper capacitors 
are subject to a type of failure not ordinarily found in conventional capaci­
tors. This type of failure consists of the loss of electrode by electrolysis and 
occurs under d-c. potential when the ionic conductivity is high, as results, 
for example, from the presence of moisture. For this reason, it is recom­
mended that special precautions be taken to keep the ionic conductivity 
low, in particular with respect to thorough and effective drying and sealing 
of the capacitor units. . 

Thermoelastic Stress Around a Cylindrical Inclusion of Elliptic Cross 
Section. R. D. MINDLIN! and H. L. COOPER.! Jl. Applied Mech., v. 17, pp. 
265-268, Sept. 1950. 

ABSTRACT-The two-dimensional equations of thermoelasticity are solved 
for the case of a uniform temperature change of an infinite medium con­
taining a cylindrical inclusion of elliptic cross section. The problem is 
treated as one of plane strain in elliptic co-ordinates, and the solution is 
given in closed form. Formulas and curves are given for the maximum values 
of various components of stress at the interface between the inclusion and 
the surrounding medium. 

Magnetostriction of Permanent Magnet Alloys.* E. A. NESBITT.] Bibliog­
raphy. fl. Applied Phys., v. 21, pp. 879-889, Sept. 1950. 

* A reprint of this article may be obtained on request to the editor of the B.S.T.J. 
IB.T.L. 
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ABSTRAcr--In order to obtain a better understanding of the mechanism 
of coercive force in modern permanent magnets, magnetostriction measure­
ments have been made on various alloys having coercive forces from 50 to 
600 oersteds. The results can be summarized by discussing two types of 
alloys. First are the older carbon-hardening permanent magnets, and for 
these alloys high coercive force and high magnetostriction occur together. 
Second are the new carbon-free permanent magnets and for these alloys 
high coercive force does not occur with high magnetostriction. In fact for 
the Mishima alloys having compositions near 29 per cent nickel, 12.5 per 
cent aluminum, and 58.5 per cent iron, cooled at the rate of 3°C per second 
(coercive force 400 oersteds), the magnetostriction actually passes through 
zero. This is contrary to the classical strain theory of coercive force which 
states that the latter is proportional to the product of the magnetostriction 
and internal stress. To explain the mechanism of coercive force for these 
alloys it is necessary to resort to more recent theories. 

Stress Analysis for Compressible Viscoelastic Materials.* W. T. READ, 

JR.l Jl. Applied Phys., v. 21, pp. 671-674, July 1950. 
ABSTRACT-Mathematical methods of stress analysis are presented for 

linear, compressible, viscoelastic, or anelastic, materials such as metals at 
high temperatures or high polymers with small strains. For such materials 
stress, strain and their time derivatives of all orders are related by linear 
equations with coefficients which are material constants. Fourier integral 
methods are used to show that static elasticity solutions can be used to de­
termine the time dependent stresses in viscoelastic bodies with any form of 
boundary conditions. 

If stress and double refraction and their time derivatives are also linearly 
related, the standard photoelastic techniques can be used to determine the 
directions and difference in magnitude of the time dependent principal 
stresses, even though the principal stress axes do not coincide with the 
polarizing axes and both vary with time. When viscoelastic models are used 
in photoelastic studies, the time variation of the stress distribution in the 
model represents a first approximation to the dependence of the stress in 
the elastic prototype on Poisson's ratio. 

Metallurgy Behind the Decimal Point.* E. E. SCHUMACHER.] Jl. Metals, 
v. 188, pp. 1097-1110, Sept. 1950. 

ABSTRACTS-No one property has a monopoly as to being disproportion­
ately affected by minor elements. Nearly all properties are affected, but 
there is time here to include only a selected few. I have chosen, therefore, 
three of general interest: strength, magnetic, and electrical properties. I 
shall inquire into both the mechanisms and consequences of these dispro-

* A reprint of this article may be obtained on request to the editor of the B.S.T.J. 
1 B.T.L. 
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portionate effects and try to share with you the fascination and challenge 
of this field. 

Chain Feed Carries Springs Through Forming Die. J. D. THOMPSON2 and 
G. W. RADA.2 Am. Mach., v. 94, pp. 86-87, Oct. 2, 1950. 

Punch-Press Tooling Works from Cams, Makes Cams. J. H. TOMLIN.2 

Am. Mach., v. 94, pp. 106-108, Sept. 18, 1950. 
ABSTRACT-Literally millions of cam-shape combinations are possible in 

the telephone-exchange contact cams made for Bell Telephone; yet only 
two punches and two dies do all the work ... Two cams are cut at a time 
from same-size master cams in a punch-press setup that allows a switch to 
a new cam shape in a matter of seconds. 

Construction of Cold-Cathode Counting or Stepping Tubes. * M. A. TOWN­
SEND.I Elec. Engg., v. 69, pp. 810-813, Sept. 1950. 

ABSTRAcT-Electronic digital counters are capable of performing at high 
speeds many of the functions which are performed at low speeds by chains 
of relays and mechanical stepping switches. Here is described a new principle 
of tube construction by means of which the position of a glow discharge can 
be made to step along a row of cold cathodes under the control of input 
pulses. 

Ferromagnetic Domains. * H. J. WILLIAMS.] References. Elec. Engg., v. 69, 
pp. 817-822, Sept., 1950. 

ABSTRACT-Ferromagnetism is based on the property of domains. These 
are tiny regions within a magnetic substance. They have this special char­
acteristic: most of the elementary atomic magnets contained in a particular 
domain have their spins oriented in the same direction. Domain sizes and 
shapes are the result of an attempt of the ferromagnetic system to reach a 
state that minimizes the magnetostatic, magnetostrictive, domain-boundary, 
and other energies. 

416A-Tube for Microwave Relays. K. P. DOWELL.2 FM, v. 10, pp. 20-22, 
Aug., 1950. 

ABSTRACT-For construction of its cross-country microwave relay chain, 
the Bell System required a 4,000-mc. amplifier tube having a greater gain­
bandwidth product than any available at the time. The 416A planar triode, 
shown in Fig. 1, was developed especially for this application. Because of 
its exceptionally close interelectrode spacing, new techniques were necessary 
for factory production of the tube. It is the purpose of this paper to show 
some of the unique operations employed in its manufacture and assembly. 

On the Acoustics of Coupled Rooms. * C. M. HARRIS] and H. FESHBACH. 
Acoustical Soc. Am., Jl., v. 22, pp. 572-578, Sept. 1950. 

* A reprint of this article may be obtained on request to the editor of the B.S.T.J. 
1 B.T.L. 
2W.E.Co. 
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ABSTRACT-In many acoustically coupled systems the methods of geo­
metrical acoustics do not apply. Reverberation formulas as ordinarily used 
would lead to incorrect results. This paper approaches the problem of 
coupled rooms from the "wave" point of view, treating the coupled rooms 
as a boundary value problem in obtaining an approximate solution. The 
results explain some discrepancies noted by earlier researchers between 
experiment and predictions from geometrical acoustics; for example, the 
dependence of absorption in a room on the position of the open area which 
couples the room to an agjacent one. For the case where the window area 
which couples one room to another is comparable in size with the partition 
which separates the rooms, the effect of the partition will be least when it 
is at a particle-velocity node. For the case where the window area is small 
compared with the partition which separates the two rooms, the effect of 
the coupling window depends on the square of the unperturbed pressure at 
the window. Thus the effect of the window varies with position and is least 
at a pressure node. Experimental data on isolated modes of vibration of a 
coupled system are given which check the results predicted by this applica­
tion of the wave theory. 

Quantitati~'e Spectrochemical Analysis of Ashes, Deposits, Liquids, and 
Miscellaneous 0amples. * E. K. JAYCOX.1 References. Anal. Chem., v. 22, 
pp. 1115-1118, Sept. 1950. 

ABSTRACT-A general technique is described which is applicable to the 
quantitative spectrochemical analysis of a wide variety of materials. Sample 
preparation, the incorporation of spectrochemical buffers, and excitation 
procedures are discussed for typical cases which illustrate the scope and 
possibilities of the method. Examples include the analysis of the ashes of 
rubber, plastics, paper, and cloth; deposits on walls of vacuum tubes and 
other surfaces; water, oils, and other liquids; and miscellaneous solid ma­
terials. 

Response Peaks in Finite Horns. * C. T. MOLLOy.1 Acoustical Soc. Am., Jl., 
v. 22, pp. 551-557, Sept. 1950. 

ABSTRACT-It is the purpose of this paper to discuss the theory of the 
axial response curves of the class of acoustical systems comprising a driv­
ing unit and a finite "Hyperbolic Horn". The term "Hyperbolic Horn" 
as used in this paper denotes horns of the type first discussed by Salmon. 
It is proposed to derive an expression from which the response curve may be 
calculated. A method will also be given by means of which the peaks in this 
response curve may be located without the necessity of computing the 
whole curve. Finally the converse problem will be discussed, namely, how to 

* A reprint of this article may be obtained on request to the editor of the B.S.T.J. 
IB.T.L. 
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choose the driving unit and horn parameters so that one of the response 
peaks will occur at a predetermined frequency. 

Hard Rubber. H. PETERS.l Bibliography. Ind. & Engg. Chem., v. 42, pp. 
2007-2019, Oct. 1950. 

ABSTRAcT-The chemical engineer who picks hard rubber for various 
special uses usually does so on the basis of its availability, its relatively 
reasonable cost, its good physical and chemical properties, its ease of machin­
ing and fabrication, and its excellent resistance to a great variety of chem­
icals. This annual review of 1949, like the previous one in 1948 (32), deals 
with the above in addition to some fundamental studies on natural and 
synthetic hard rubbers. Heretofore, these basic investigations were usually 
centered around hard rubber prepared from natural rubber; now there is a 
decided interest in hard rubber prepared from the synthetics. While ad­
mittedly this interest is at a very low ebb, the trend is definitely upward 
and probably will continue that way for years to come. 

Holes and Electrons. * W. SHOCKLEy.1 Physics Today, v. 3, pp. 16-24, Oct. 
1950. 

ABSTRAcT-Some new experiments in transistor electronics are described 
here in which concepts suggested by theory have been verified directly by 
experiment. 

Metallized Paper Capacitors.* J. R. WEEKS.1 I.R.E., Proc., v. 38, pp. 
1015-1018, Sept., 1950. 

ABSTRACT--Metallized paper capacitors are being introduced into tele­
phone apparatus wherever size is of prime importance. It is shown that low­
voltage metallized paper capacitors with about half the volume of a foil­
paper capacitor of conventional design have about the same characteristics as 
the latter. Performance data are discussed which indicate that such capaci­
tors will give long service when used within their voltage rating and when 
well-protected against moisture. It is pointed out that this type of capacitor 
should be used within its voltage rating if sparking with its attendant 
circuit noise is to be avoided. When sparking does occur due to abnormal 
voltage conditions no permanent damage results. 

* A reprint of this article may be obtained on request to the editor of the B.S.T.J. 
1 B.T.L. 
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