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effect of an 0.08 mil known deviation in diameter of the wire was detectable 
in coaxials with otherwise perfect symmetry. Such deviations in symmetry 
as were observed developed primarily from variations in wire diameter as 
already stated, and from deviations in wall thickness of the copper tubing. 
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Fig. 7-Distributed resistance, R, and R' component of Zsh of 7.0 ft. length, coaxial 
impedance standard. 
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Fig. 8-Distributed inductance, L, and L' component of Zsh of 7.0 ft. length, coaxial 
impedance standard. 

Numerical Valttes of Standard Impedances 

Graphical Example 
As an example, values for the apparent series and shunt primary con­

stants R', L', G' and C' for a length of 7.0 feet are presented graphically 
in Figs. 7-10. For comparison, the distributed primary constants have also 
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Fig. 9-Distributed conductance, G, and G' component of Zop of 7.0 ft. length, coaxial 
impedance standard. 
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Fig. 10-Distributed capacitance, C, and C' component of Zop of 7.0 ft. length coaxial 
impedance standard. 

been plotted. It should again be emphasized that it is the "primes" which 
are available at the terminals of each standard for calibration purposes. 

The plotted values of the primes were computed for a frequency range 
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of SO kc to 20 mc using equations (3) and (4). From an error standpoint 
it is not practicable to use lengths much longer than 7 ft. as standards at 
20 mc. However, shorter lengths of which there are twelve may be used to 
provide standards at higher frequencies. There are six longer lengths, and 
the entire group of eighteen may be used to provide eighteen numerical 
values of each "prime" in the frequency range of SO kc to 10 me. There is 
the restriction, from the standpoint of application, that the impedance com­
ponents are available only in "pairs"; each R' has a definite L' associated 
with it, or each G' has a value of C' in association. 

Error Considerations 

Examination of Figs. 7-10 shows that the "primes" as computed from 
(3) and (4) exceed the distributed constants by a gradually increasing 

TABLE IV 

ESTIMATED ERRORS IN COMPUTED INPUT IMPEDANCE COMPONENTS OF 7.0 FT. LENGTH 
COAXIAL STANDARD 

Input Impedance Component 

R' 
L' 
G'* 
C' 

1 me 

0.05 
0.04 
2. 
0.06 

Per Cent Error (±) 

20 me 

0.1 
0.1 
0.3 
0.1 

* Assumes possible error of ± 25% in knowledge of power factor of the dielectric 
material. 

amount as frequency is increased. Except for G' the excess is largely pro­
portional to the product w2LC f2, where C is the length of the line, and L 
and C are in terms of unit length. The total error in a "prime" at a given 
frequency is then approximately the error in the distributed value com­
bined with the proportioned error in w2LC C2. Table IV shows the computed 
errors for the 7.0 ft. standard at 1 mc where the contribution of w2LC C2 is 
small and at 20 mc where it is relatively large. The errors quoted were com­
puted from estimated errors involved in determination of the various physi­
cal quantities associate~ with the constants of Tables II and III.6 

G' was mentioned above as an exception. This results from the fact that G' 
is largely proportional to W 2C2RC3 above 1 mc. That is, the excess of G' 
over G rapidly increases with frequency so that the value of G m:ty be 
neglected above 1 mc. The precision of G' is that of the determination of 
W 2C2Rt3, a quantity which can be determined with very good precision as 

6 "Electrical Measurements, and the Calculation of the Errors Involved," D. Karo, 
Macdonald & Co., London. 
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compared to determination of the power factor of the dielectric of the stand­
ard which is controlling in determination of G. Table IV shows the effect 
of these circumstances in the case of the 7.0 ft. length. The error in G' is 
computed as less than 2% at 1 mc. for 25% error in power factor deter­
mination. At 20 mc, G is less than one thousandth of G' and, as indicated 
in the table, G' has an error of 0.3% due entirely to errors in W2C2Rt3. 
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Instantaneotls Compandors 

By C. O. MALLINCKRODT 

(M anttscri pt Received Apr. 9, 1951) 

Instantaneous compandors have found useful application in time-division 
systems. This paper discusses the theory of the instantaneous compandor and 
evaluates the noise advantage when instantaneous companding is applied to 
telephone channels. The noise advantage depends upon the noise standard of the 
system. If the standard corresponds to that of a toll telephone system, a noise 
advantage of about 20 db is possible. 

INTRODUCTION 

A compandor is characterized by compression followed by expansion. 
To achieve noise reduction by compandor action,* compression is applied 
before and expansion after the noise exposure. By compression one means 
that the effective gain which is applied to a signal varies as a function of the 
magnitude of the signal, the effective gain being greater for small than for 
large signals. In the process of expansion the effective gain also varies as a 
function of the signal but is greater for large than for small signals. 

There are two general classesl of compandors, "syllabic" and "instantane­
ous." For many years, because of theoretical and practical reasons, only the 
syllabic type was used to any appreciable extent. Although utilized pri­
marily in special situations,?-5, syllabic compandors have in these instances 
served to improve telephone operation by providing a substantial noise 
advantage. More recently6-U the instantaneous type also has begun to find 
important applications to time-division systems. Since an instantaneous 
compandor produces effective gain variations in response to instantaneous 
values of the signal wave, the instantaneous type is well adapted to pulse 
systems. Moreover, in time-division pulse-modulation systems, ·one in­
stantaneous compandor usually serves a plurality of channels thereby afford­
ing additional economies. 

THEORY 

Noise advantage due to compandor action arises primarily because it is 
the weak signals that are most susceptible to degradation by noise or other 
unwanted interference. Accordingly, weak signals are highly amplified by 
the compressor and are carried at a relatively high level through the noise 

* For all numbered references, see list at end of paper. 
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exposure. Stronger signals are amplified less highly. Loss, therefore, is re­
moved from the expandor as the signal increases and the noise increases 
correspondingly. 

When the signals are conventional speech signals, loss is removed from 
the expandor as the speech volume increases and consequently the noise 
volume increases correspondingly. An instantaneous compandor has the 
important advantage that level adjustments are frequent, for example, in 
a pulse-modulation system at the rate of about 8000 times per second for a 
message channel whose bandwidth approaches 4000 cycles. Consequently, 
the increased noise will be continuously masked by increased speech sound. 
During all silent periods, unwanted noise and interference receive maximum 
noise suppression in the expandor. For an ordinary message channel these 
advantages are substantial. 

Viewed broadly, an instantaneous compandor provides a ready means for 
making the noise susceptibility a function of the magnitude of the signal. 
If the noise susceptibility is made less than that of a linear system in one 
portion of the range, then it must be greater than that of a linear system in 
some other portion of the range. Whether an over-all improvement results 
depends entirely upon the nature of the signal. For example, in certain types 
of picture transmission systems a given value of noise produces about as 
much harm whether the signal be ",eak or strong. In this instance no benefit 
would accrue from making the noise susceptibility a function of signal 
strength. 

An important consideration, therefore, is the evaluation of the noise ad­
vantage due to instantaneous companding. The theoretical treatment will 
give relationships for signal-to-noise ratio and noise susceptibility. Applica­
tion of the theory to a particular example including a numerical evaluation 
of the noise advantage will be deferred to the last section. 

Method of Analysis 

The analysis is based upon deductions12 related to the sampling principle 
and is illustrated by Fig. 1 which shows a schematic of one channel of a multi­
channel time-division system. 

The incoming signal (Fig. 1) is filtered by a low-pass filter designated Fl. 
At the output of F I the signal should be regarded as an arbitrary signal oc­
cupying the band of all frequencies slightly less than B. Brief samples of the 
signal are taken uniformly at the rate of 2B samples per second. In this 
manner the signal is converted into a series of PAM (pulse amplitude modu­
lated) pulses as indicated in Fig. 2. There is a unique relationship12 between 
signals and samples (PAM pulses); if we are given the signal wave we can 



708 THE BELL SYSTEM TECHNICAL JOURNAL, JULY 1951 

determine the samples; if we are given the samples we can determine the 
signal wave. 

In Fig. 1, if we ignore the compressor, the samples are immediately fil­
tered by another low-pass filter designated F 2 which temporarily will be 
assumed to be similar to Fl. If F 2 attenuates all frequencies higher than 
B and if each filter includes accurate in-band equalization including cor­
rection for phase distortion, then the wave at the output of F 2 except for 
delay will be an attenuated replica12 of the wave at the output of Fl. 

TRANSMITTING TERMINAL TRANSMITTING 
MEDIUM 

RECEIVING TERMINAL 

LN..PUT SIGNAL -

--- -----

COMPRESSOR ~ 
LOW­

PASS 
FILTER 

EXPANDOR CHANNEL 1 OUTPUT 

tW s 
L:..:..r< 

LOW-
PASS 

FILTER 

:' TO 
, - ~ OTHER 
: _) CHANNELS 

SEQUENTIAL SAMPLER 8. 
SAMPLER SEQUENTIAL 

DISTRIBUTOR 

Fig. 1-Block schematic of multi-channel PAM system. 

TIME~ 

Fig. 2-P AM pulses. 

If the cut-off frequency of F2 is raised sufficiently, then in the output 
of this filter one finds PAM pulses clearly separated in time. These pulses 
are samples, on an enlarged scale, of the signal that would have existed had 
the cut-off frequency been in the neighborhood of B. 

If now the compressor (Fig. 1) is taken into account, then the PAM pulses 
at the output of the sequential sampler will be impressed upon the input 
of the compressor. The general form of a compressor characteristic is indi­
cated in Fig. 3. The compressor is essentially instantaneous if its bandwidth 
is wide enough so that it can effect the required change in the magnitude of 
each pulse without increasing its duration. It is also significant to note 
that, theoretically, no more bandwidth12 is needed to transmit the samples 
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after they have been compressed than before. Clearly, if the samples are 
compressed in accordance with an arbitrary but known law, and if the re­
ceiver expands them by an exactly inverse operation, the wanted informa­
tion can be recovered. 

Pulses from the sending end are fed to the transmitting medium (Fig. 1) 
and conveyed to the receiving terminal. This might be done by any of a 
number of different ways and the details of this portion of the system are not 
important to this discussion. What is important is that the analysis will 
assume that the signal at the input to the receiving end, except for noise 
accumulated along the way, is an exact but delayed copy of the signalleav­
ing the transmitting end. The low-pass filter F2' (Fig. 1) is similar to F2 
and has been inserted to reject unwanted high-frequency noise. 

+ 

o + 
INPUT VOLTAGE 

COMPRESSOR 

w 
l') 
<: 
~ 
o 
> Ol------olt...----=---; 
I- E, 
::> 
a. 
~ 

o + 
OUTPUT VOLTAGE 

EXPANDOR 

Fig. 3-Instantaneous compandor. 

The filtered PAM pulses go to the input of an instantaneous wide-band 
expandor whose characteristic is the inverse of that of the compressor. 
By interchanging the designations "input" and "output" on the compressor 
characteristic (Fig. 3) the characteristic becomes that of an expandor. The 
combination of compressor and expandor makes the over-all system linear as 
illustrated by the dotted lines in Fig. 3. The pulses from the expandor go to 
the sampler which is accurately synchronized6,7, 10, 11. Channell pulses 
from the sampler go to F 3, a low-pass filter similar to F 1, and produce in the 
output of F 3 a copy of the original signaP2 together with noise accumulated 
for the most part in the transmission medium. 

Signal-to-N oise Ratio 

To understand how the compand or affects the signal-to-noise ratio of 
the system, consider a single operation at the receiver. The magnitude of a 
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particular pulse may be represented as VI + VI, where VI corresponds to the 
signal voltage and ~tl to the noise voltage This pulse is impressed upon the 
input of a wide-band expand or (Fig. 4) and produces a new pulse at the 
output of the expandor. It will be assumed throughout that the maximum 
values of expandOl input and output voltages are equal, and for convenience 
will be taken as unity. The solid curve is the positive portion of an assumed 
expandor characteristic. Since VI represents the magnitude that the input 
pulse would have if the noise voltage were zero, El represents the corre­
sponding magnitude of the output pulse. When the effect of noise is taken 
into account, the magnitude of the output pulse is El + AE1• This goes by 
way of the sampler and distributor to the input of F 3• 

w 
(!) 
<t 
~ 
o 
> ... 
:::> 
a. ... 
:::> 
o 

o 

Fig. 4-Instantaneous expandor. 

From the sampling principle one deduces12 that each pulse which appears 
at the input to F 3 is directly proportional to the signal which occurs At 
seconds later at the output, where At is the delay in F 3. This delay will be 
neglected. Thus, in response to El + AEI at the input, the value of the 
voltage at the output of F 3 is k(EI + AEI) where k depends upon the design 
details of the system. Represent instantaneous signal and noise voltages at 
the output of F3 by Sl and N 1• Then, 

SI = kEI (1) 

and 

(2) 
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It is apparent (Fig. 4) that D.EI is a function of the slope of the expand or 
VI 

characteristic. Represented by Sl, this ratio is an important quantity and 
will be referred to as the "noise susceptibility of the system." Dividing (1) 
by (2) and dropping subscripts, 

S 
N 

E 
~)S 

(3) 

where SIN is the ratio of instantaneous signal to instantaneous noise at 

the output of Fa and!!:. the corresponding ratio without a compandor. 
v 

Noise Susceptibility 

If it IS assumed that the maximum signal is large compared to the noise, 
then 

dE 
S = dV. (4) 

Because the characteristic of the expandor is nonlinear, the noise sus­
ceptibility, s, varies as a function of signal input. When S is unity the noise 
susceptibility equals that of a linear system. The object of instantaneous 
companding is to make s a predetermined function of the magnitude of the 
signal. However, the predetermined choice is not entirely arbitrary. To avoid 
ambiguous signals at the receiver, as the input to the compressor varies con­
tinuously from zero to unity, the input-output characteristic must be single 
valued. 

One notes that if s is averaged with respect to the expand or input voltage, 
the average value is unity regardless of the shape of the characteristic. Simi-

1 
larly, if - is averaged with respect to expandor output voltage, the value 

S 

obtained is always unity. 

Import.ant Difference Betu:een Syllabic and Instantaneous Types of Compandors 

At this point it seems advisable to emphasize an important difference 
between syllabic and instantaneous types of compandors. Signals com­
pressed on a syllabic basis can be transmitted in a band not significantly 
different from that occupied by the original signal. Moreover, the require­
ments on the phase and attentuation-frequency characteristics of the path 
between compressor and expandor are about the same as if the signal were 
not compressed. Accordingly, syllabic compandors can and have been applied 
to a wide variety of existing types of systems. 
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This is not true of the instantaneous compandor. While instantaneous com­
panding theoretically does not require an increase in bandwidth12 between 
compressor and expandor, additional transmission requirements13 which 
this path must satisfy usually would be regarded as very severe when this 
band is no more than the bandwidth of the signal entering the compressor. * 
This means, for example, that for practical reasons instantaneous com­
pandors cannot be applied to existing types of single-sideband carrier tele­
phone systems. On the other hand, if a pulse modulation or other type of 
multi-channel time-division system is capable of operating without com­
pandors, the addition of instantaneous compandors will not alter matters. 
Of course, the net over-all transmission will change more than one db for 
each db change in the. propagation from compressor output to expandor 
input, but this is true for either type of compandor and depends essentially 
upon the properties of the expandor. 

APPLICATION OF THEORY 

The theory will be used to evaluate the noise advantage of an instantane­
ous compandor in the PAM system shown in Fig. 1 when the signal is speech. 
The result is applicable10 to other types of multi-channel pulse-modulation 
systems. 

Choice of Expandor Characteristic 

The first step is to select a suitable characteristic. If the characteristic of 
the compandor is logarithmic, the signal-to-noise ratio at the output of the 
system will be independent of speech volume. It appears reasonable for 
talkers of different volume to be treated alike and so a logarithmic char­
acteristic will be chosen. Results of experimental observations on this type 
of characteristic will be discussed in a later paragraph. 

A logarithmic compandor is one in which the output voltage of the com­
pressor is a logarithmic function of its input voltage. Conversely, the output 
voltage of the expandor is an exponential function of its input voltage. This 
relationshir may be written: 

.where a and b are arbitrary constants, E is the expandor output voltage, 
and V the expandor input voltage. 

* This implies suitable instrumentation which, for convenience, may utilize sampling. 
If a signal be compressed by an instantaneous compressor, the bandwidth occupied by the 
compressed signal obviously will be considerably increased. However, the information 
content of the compressed signal is no more than before and accordingly may be repre­
sented by another appropriate information signal whose frequency range is restricted 
to the bandwidth of the signal entering the compressor. 
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It is apparent that the characteristic cannot follow the exponential law 
at low values of input voltage, because, if the relationship is exponential, E 
is not zero when V is zero. This difficulty is avoided by using a characteristic 
which is linear for input voltages below a given value and exponential for 
input voltages above this value. A characteristic of this type is illustrated 
in Fig. 5. The point at which the characteristic changes from a linear to an 
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exponential relationship is referred to as the "transition point." The transi­
tion from one function to the other occurs smoothly and the first derivative 
of the output with respect to the input is continuous at the transition point. 

Logarithmic Compandor 

Since the characteristic of the compandor is an odd function, all formulas 
will be limited to the positive portion. The exponential portion of the ex­
pandor characteristic is given by 

E = e(V-l)/V, (5) 
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provided E = 1 when V = 1 and provided ~~ = ~: at the transition point 

where the expandor voltages are designated V t and E t • From (5) we write 

(6) 

Let "expansion ratio" be defined by the ratio of Em/Et to Vm/Vt where 
Em and V m are the maximum values of the expandor output and input 
voltages. Recall that Em = V m = 1, set K equal to the expansion ratio and 
write 

K = V t 

E· . t 
(7) 

The expansion ratio may be represented as a function of Vt by replacing 
E t in (7) by its value in (6), viz., 

(8) 

Expressed in decibels, 

K(in db) = 20 10glO (V t e(1-Vt)fVt). (9) 

When the value of K given by (9) refers to the compressor, it is called 
"compression ratio." This follows from the identical (Fig. 3) compressor 
and expandor characteristics after input and output designations are inter­
changed. 

The manner in which K and E t are related to V t is given by (8) and (6) 
respectively. These relationships are plotted in Fig. 6. Clearly, if anyone 
of the three parameters is fixed, the entire ex~andor characteristic is known. 

Signal-to-N oise Ratio 

Let S2 represent the noise susceptibility of the system during intervals 
when the magnitude of the signal voltage is within the exponential range 
of the expandor. By differentiating (5) with respect to V and using (4) 
we get 

1 (V-l)fVt 
S2 =-e Vt 

(10) 

which relates noise susceptibility to expandor input voltage, V, which in 
turn equals the compressed signal voltage. To express S2 as a function of the 
normal signal voltage, apply (5) to (10), viz., 

(11) 
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Noise susceptibility, therefore, is directly proportional to the magnitude 
of the signal voltage. When s in (3) is replaced by the right-hand side of 
(11) we get . 
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(12) 

i"'-... 
'"""- r--.. 

~ 
" 35 

This shows that the ratio of instantaneous signal to instantaneous noise 
voltages at the output of the system is independent of the magnitude of the 
signal for voltages within the exponential range of the expandor. 

Noise in the transmission medium is assumed to be fluctuation noise of 
uniform power density. It is convenient to replace v in (12) with the rms 
value of the noise voltage at the input to the expandor.12 Designate this 
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voltage 'l'~, replace N by N r , and (12) becomes 
S V t 

-'.' 
V r 

(13) 

The physical significance of this ratio may be explained as follows. The 
voltage which appears at the output of the system after the occurrence of a 
P AM pulse may be represented as the sum of a noise voltage and a signal 
voltage. Suppose that a very large number of measurements were made of 
the noise voltage which occurs along with a preassigned value of signal 
voltage. If the magnitude of the signal voltage is within the exponential 
range of the expandor, then the ratio of signal voltage to the rms value 
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Fig. 7-Noise susceptibility. 

of observed noise voltages would equal S/Nr in (13). The same value of 
S/Nr would be obtained if the measurements just described were repeated 
for any other preassigned magnitude of signal voltage within the exponential 
range of the expandor. 

When the voltages impressed upon the input of the expandor are within 
the linear range of the characteristic, the noise susceptibility, designated Sa, 

is equal to ~: . From (7) we write 

1 
sa - K' (14) 

This shows that, within the linear range of the comp~ndor, noise su::;cepti­
bility is inversely proportional to expansion ratio. 
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Figure 7 illustrates the relationship between noise susceptibility and signal 
voltage. Noise susceptibility (Fig. 7) is expressed in db relative to that of a 
linear system. 

Value of S/Nr 

To evaluate the noise advantage which results from the use of an instan­
taneous compandor, it is necessary to know what requirement to place on 
S/Nr• This ratio refers to noise at the output of the system during intervals 
when the signal magnitude is within the exponential range of the expandor. 
During these intervals the noise susceptibility of the system is propor­
tional to the signal magnitude, so that the character of the noise is entirely 
different from that encountered in a linear system. People listening to speech 
transmitted through a system equipped with an instantaneous compandor 
have mistaken this type of noise for the distortion produced by an over­
loaded amplifier. Accordingly, experiments were made to determine how 
small S/Nr could be in a telephone channel whose frequency range was 
200 to 3500 cycles. 

A test circuit was devised which simulated the noise performance of a 
system equipped with a logarithmic compandor, and arrangements were 
provided so that the signal-to-noise ratio S/Nr could be adjusted over a 
wide range of values. The test procedure was to allow an observer to listen, 
during two consecutive intervals of time, to speech from the output of a 
linear system and from the compandor system. Conditions were arranged so 
that the noise at the outputs of the two systems was the same when the 
signal voltages were within the linear range of the compandor. The sequence 
in which the two conditions were presented to the observers was changed in 
a random manner, so that there was no way of identifying the compandor 
system except for the effect of the enhanced noise susceptibility during 
intervals when the signal magnitude was within the exponential range of the 
expandor characteristic. Twenty-two observers participated in these tests 
and different speech volumes were used covering a range of 26 db. 

Experimental results showed that the compandor system could be readily 
identified when S/Nr was 16 db or smaller, whereas the difference between 
the two systems was difficult to detect when S/Nr was 24 db or greater. 
An acceptable value of S/Nr for a typi~al telephone system is therefore som~­
where between these two limits. A value of 22 db* was selected as a con­
servative estimate. To confirm this, several people experienced in rating the 
quality of telephone systems were asked to listen to the output of the test 
circuit with S/Nr adjusted to 22 db. The consensus was that the quality was 
satisfactory. 

* This value is in agreement with the one used by C. B. Feldman and W. R. Bennett in 
studies of bandwidth and transmission performance, reported in reference 10. 
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Another point brought out by these tests was that the difficulty or ease 
with which the difference between the two systems could be detected was 
substantially independent of speech volume. 

Noise Ad:antage 

The value of S/Nr given above may be used to evaluate the noise ad­
vantage. Basically the problem is to find the permissible db increase in 
noise at the output of the transmission medium when the PAM system of 
Fig. 1 is equipped with an instantaneous compandor instead of linear net­
works having characteristics indicated by the dotted line in Fig. 4. For the 
comparison to be valid, the noise at the output of the system during intervals 
when the signal voltage is zero must be the same for the two conditions, 
and when the compandor is used S/Nr must equal 22 db. 

Recall that v; represents the rms value of the noise voltage at the output 
of the transmitting medium when the instantaneous compand or is used, 
and let Vr represent the corresponding value when the linear networks are 
used. The noise susceptibility of the linear system is unity. Therefore, the 
noise at the output of the system during intervals when the signal voltage 
is zero will be the same for the two conditions provided Vr = v; Sa. When Sa 

is replaced by its value in (14) we require that 

The equation which specifies that S/Nr equals 22 db is 

V t 
12.59 = I 

Vr 

(15) 

(16) 

obtained by replacing S/Nr in (13) with the voltage ratio corresponding to 
22 db. As shown by the lower curve of Fig. 6, V t is a function of the ex­
pansion ratio, K. The quality of the two systems will be the same provided 
(15) and (16) are satisfied simultaneously. 

Values of Vr , v;, and K which simultaneously satisfy (15) and (16) are 
plotted in Fig. 8. Larger values of K would yield values of S/Nr smaller than 
the specified value of 12.59 db. Smaller values of K correspond to less noise 
improvement and make S/Nr large·r than assumed necessary. The use of 
these curves will be illustrated by the following example. 

It will be assumed that the rms value of the noise voltage at the output 
of a typical telephone channel is approximately 56 db below the h~ ghest signal 
voltage which the system is called upon to transmit. In the PAM system of 
Fig. 1 one volt was arbitrarily taken as the peak signal voltage at the output of 
the transmitting medium so that Vr is 56 db below one volt. From the upper 
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curve of Fig. 8, it is apparent that the noise at the output of the transmission 
medium, v~, can be 35.8 db below one volt, and the corresponding value of 
K is 20.2 db. The noise advantage of the compandor equals K, and is about 
20 db. Figure 6 shows that, in a 20 db expandor, V t is 13.8 db below one volt. 
The noise voltages at the expand or input are well within the linear range of 
its characteristic. Otherwise (15) would not be valid. 
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Fig. 8-System parameters used to evaluate noise advantage. 

To illustrate that in the preceding example the noise advantage depends 
upon the noise standard, suppose the noise standard, Vr, had been 64 instead 
of 56 db below one volt. Proceeding as before, the noise advantage is about 
26.7 instead of 20 db. 

The general principles used in determining the noise advantage of in­
stantaneous companding as 'applied to telephone channels presumaby may 
be applied with equal convenience to other systems also using instantaneous 
companding and operating under different conditions. 
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The Evolution of Inductive Loading for Bell System 
Telephone Facilities 

By THOMAS SHAW 

(Continued from April 1951 issue) 

PART IV: CABLE LOADING COIL CASES 

General 

Up to this point this review of coil loading has been primarily in terms of 
transmission features of the loading systems and the coils, and development 
economics, and for this rEason the references to potting developments have 
been brief, so as to minimize diversions from the main theme. A complete 
chronological review of all important aspects of the potting development 
work would require much more space than is available for this present ar­
ticle. On the other hand, because of the substantial importance of the pot­
ting developments in the economics of loading, more should be said than 
was included in the brief references in Parts II and III of the story. 

This particular part of the review accordingly describes the more im­
portant high spots of the potting developments. It is limited to cable load­
ing coil cases because of the early obsolescence of open-wire loading. The 
discussion is in terms of the changes from time to time in the various impor­
tant design features, as indicated by the side headings and paragraph head­
ings, and is thus a departure from the individual project-description pro-

• cedure followed in other parts of the review. 
At this point it should be emphasized that the work on the cases, which 

has been more nearly continuous than that on the coils, has kept pace in 
design ingenuity with the work on the coils, and has been very much more 
than the mere accommodation of the case designs to the changing sizes of 
the loading coils and of the loading complements. (t) 

Casing M alerials 

Until the late 1920's, cast iron casings were used for housing the coils. 
The moisture-proof seal between the case top and the main casing was ob­
tained by "tongue and gutter" details, supplemented by metal gaskets. 
For the first decade or so, short lengths of wrought iron pipe with "pipe 

(t) Additional information on potting developments is given in Bihliography items (6), 
(8), (26) and (30). 

721 
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cap" ends were used in potting the smallest complements of coils. For all 
cases, lead-sheathed stub cables contained the coil terminal leads. 

During the late 1920's, new case designs using thick, copper-bearing, steel 
plate (I inch thick) with welded seams were introduced for reasons of econ­
omy and to simplify manufacture. Because of the very great current demand 
for loading, and the extensive use of the large-size loading coil cases re­
quired by the larger loading complements, the foundry problems had become 

Fig. 19-Cast iron vs. welded steel loading coil cases. Complements of 84 
P-type phantom loading units. At left: Cast iron case; In center: welded 

steel aerial case; At right: welded steel underground case. 

very formidable; also, the production schedules had become somewhat ir­
regular because of the great difficulties encountered in getting enough satis­
factory castings of the largest sizes. The use of heavy machinery for shearing 
the steel plates and forming them to obtain cases of rectangular cross-section 
gave adequate dimensional design-flexibility. The welded steel designs, how­
ever, are not generally so satisfactory as the cast iron designs with respect 
to resistance to corrosion of accidentally exposed steel surfaces. Accordingly 
different types of protective coatings were provided for cases intended for 
underground cable and buried cable installations, and those intended for 



Fig. 20-Splice loading assemblies of individual phantom loading units. Assemblies before and after placement in canvas protective bags. 
At left: M-type unit; At right: MF type loading unit. 

"a"· designates midget inductance coils used in crosstalk adjustments. 
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aerial cable jobs. Certain differences also were necessary in the mounting 
details. These various differences were recognized in the case code designa­
tions. 

Beginning in the early 1930's, sections of lead sleeving with soldered lead 
(and later on, brass) tops and bottoms came into general use for small load­
ing complements. To add mechanical support to the inherently weak, cylin­
dricallead sleeve, the larger-size lead cases were equipped with inner-lining 
steel tubes when used on cables maintained under gas pressure. The lead 
cases(u) are less expensive than rectangular-shaped welded-steel designs of 
equivalent potting capacity, and are suitable for use on underground and 
on aerial cables. On the lead cases used in buried cable projects, and on their 

Fig. 21-Splice loading cases for exchange area loading. 88 mh coils potted 
in cardboard containers, and equipped with fabric tapes for fastening 

to cable core at splice. At left: 622 coil. At right: 632 coil. 

stub cable sheaths, a special finish reinforced with armor provided protec­
tion against injury by rodents. Corresponding protection was also provided 
on the sheaths of stub cables of cast iron and welded steel cases intended 
for use on buried cables. 

Another general change in the design of loading coil cases started about 
1940 with the introduction of cylindrical, i-inch steel-tubing in place of thick 
steel-plate rectangular designs. (v) While initially this was a steel conserva­
tion measure, it was found to be very advantageous with respect to manu­
facturing techniques and economy. This development will eventually reduce 
the use of the previously mentioned lead-sleeve designs. 

The basic problem of securing the most economical designs for different 
potting complements and different installation conditions has included the 
provision of special case designs for placement in cable splices, which do not 

(u) Some lead sleeve cases for exchange area loading are shown in Fig. 17 (page 467). 
(v) Some of these cylindrical thin steel cases are shown in Fig. 18 (page 468) and in the in­

stallation photographs Figs ~6, 27, 28A and 28B (pages 728, 729, 730 and 731, respectively). 



Fig. 22-20-Coil spindle assembly of No. 651 coils. Cable splice installations-long subscriber loops. View of assembly after impregnation, 
with part of plastic case removed to show the coils. The IN terminal pairs are bunched at one end, and the OUT 

pairs at the opposite end. 
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require stub cables, for office rack-installations, for submarine cables, and 
for buried, insulated wire. The splice-loading designs include individual 
cardboard containers for small exchange area (Fig. 21) and toll cable coils 
(Fig. 20), and baked varnish impregnated spindle-assemblies of coils for 
coaxial cable order-wire circuits, and for small exchange area cables (Fig. 22). 

Case Sizes and Shapes 

Where involved, the case size and shape limitations have generally been 
imposed by underground cable installation conditions. The circular tops of 

Fig. 23-0ffice type loading coil case for installation on office mounting 
plates. Designed for potting molybdenum-permalloy core program 

circui t loading coils. 

the cast iron cases and the rectangular tops of the welded steel cases had to 
be small enough to permit lowering the cases through the circular manhole 
openings in the loading manholes and loading vaults. In the early applica­
tions of loading, 26 and 27-inch manhole openings were very commoh; later 
on, 30-inch openings became standard for loading manholes. In recent years, 
in redesigning the large, thick-steel cases that required 30-inch manhole 
openings for their installation, the superseding thin-steel designs were pro­
portioned to permit installation in line manholes having 27-inch openings. 

The case bodies of the cast iron cases were approximately circular in cross­
section with scallop-shaped contours corresponding to the compartments 
in which the coil spindle-assemblies were mounted. These ranged from 3 to 
7 in number. In the rectangular cross-section, welded steel designs, there 
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Fig. 24-Installation of submarine cable loading. An early type of cast 
iron case ready for lowering into water . 

• IFig. 25-Moulded rubber loading coil case for buried wire loading installations. 
Views of piece parts, partial assembly, and potted coil 

ready for installation. 
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Fig. 26-0ffice vault installation of exchange area trunk cable loading. This vault is in the basement of a Manhattan 
office, close to the East River. The coils are used for loading trunks between Brooklyn and Manhattan offices routed 
through cables which cross the river in a rapid transit tunnel where space restrictions prevent the installation of loading 
coil cases. At time of photograph, a total of 36 cases containing a total of 11,404 coils were installed in this vault. The 36 cases 
comprise 20 cast iron, 9 rectangular welded steel, and 7 tubular thin steel designs. The view shows 17 cases; the other cases 
are hidden in background or are out of camera range. One case contains 456 coils; in the others the complement ranges from 
303 to 306 coils. The individual coil codes are 601, 602, 603,612, 613, 614 and 632. About 13% have iron dust cores, 63% 
of coils have permalloy cores and 24% have molybdenum-permalloy cores. The 88 mh coils predominate (68%). About 29% 
h""P 1~" Tl1h inr111rtflnrp lhp rpmnininQ' 2.7o/r. have 174 mh inductance. 
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usually was design flexibility in proportioning the case heights and the 
cross-section dimensions to be approxim:ltely optimum for most efficient 

Fig. 27-Exchange area loading installation in side street auxiliary IOlding vault. In 
congested areas, space limitations frequently require the installation of undergr.:mnd 
cable loading coils in an auxiliary loading vault located in a side street near its intersec­
tion with the street under which the main cable conduit system is laid. Extensions of the 
case stub cables carry the coil terminal leads to the main cable splices. At time of photo­
graph, a total of 18 cases containing a total of 7283 coils were installed in this auxiliary 
vault. Six cases had 303 or 304 coils, and 12 cases had 455 or 456 coils. The 18 cases in­
clude 2 cast iron cases, 5 rectangular welded steel cases, and 11 tubular, thin steel cases. 
The individual coil codes are Nos. 612, 632 and 643; 92% have 88 mh inductance, the 
remainder being 135 mh coils. 27% have permalloy cores; the remaining 73% have molyb­
denum-permalloy cores and formex insulated windings. This figure shows the far end of 
the loading vault where 14 cases are placed. Several tubular steel cases are hidden by 
larger cases in foreground. 

use of the available mounting and splicing-space in the loading manholes, 
subject of course to the manhole-opening limitations previously mentioned. 



7'30 THE BELL SYSTEM TECHNICAL jO'URNAL, 'JULY 1951 

Fig. 28A-Another auxiliary vault installation of exchange area loading. One end of 
vault. At time of photograph, 33 cases containing a total of 11,241 coils were installed 
in this vault. A majority of the cases appear both in this view and in the view of Fig. 
28B. 25 cases have 303, 304 or 305-coil complements, each of the other 8 cases have 455 
or 456 coils. The total complement comprises 2 cast iron cases, 17 rectangular welded 
strel cases, and 14 tubular thin steel cases. The individual coil codes are 612, 613, 614, 
622,623, and 643. The coil inductances are: 88 mh, 70%; 135,27% and 175 mh, 2.7%. 
35% of coils have permalloy cores; the others have molybdenum-permalloy cores. 57% 
of coils have formex insulated windings. 

Many of the individual designs were relatively tall, with cross sections re­
quiring small amounts of floor space. The recent treni in case design (1948, 
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1949) revolves about two requirements: (1) the cases shall be capable of 
being installed in manholes having 27-inch openings, and (2) the vertical 

Fig. 28B-Other end of vault in Fig. 28A. 

dimensions shall be as short as possible while meeting requirement (1). The 
primary purpose of these changes is to reduce the cost of manhole construc­
tion in new conduits. 

The submarine cable loading cases previously mentioned are cylindrical 
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in shape, designed and installed so that the axis of the cylinder is in line 
with the axis of the submarine cable. A stub cable extends from each end, 
one having the IN leads to the coils, and the other the OUT leads. (Refer 
to Fig. 24, page 727.) 

Potting Complement Sizes 

Usually, the initial traffic requirements and estimated rate of traffic growth 
are the most important factors in determining the potting complement sizes 
for particular projects. Frequently the initial loading complement is greater 
than subsequent complements. In some situations, two or more cases may 
be installed at the same time, because of the case-design size limitations. 

Non-Phantom Coils: In the early loading applications of non-phantom 
coils, the most common potting complements were of the order of about 50 
coils. The maximum complements prior to the development of inexpensive 
loading for 22 gao exchange cables ranged up to 98 coils. Complements of 
200 and 300 coils became quite common with the Nos. 601 and 602 coils. 
With the introduction of the No. 612 (permalloy-core) coils, complements of 
450 and 600 coils became common, and occasionally a 900-coil complement 
was used. The maximum complements of the much smaller molybdenum­
permalloy core coils have been held to about 450 coils. The foregoing is an 
interesting manifestation of the stubborn limits upon case-design cost-reduc­
tion that come into playas the coils become smaller and smaller. The labor­
cost component is dominant and little saving in materials can be achieved. 
In consequence, it is frequently preferable to use two medium-size comple­
ments, rather than one over-size complement having the same total number 
of coils, especially if the second complement can be deferred for some time. 

Side and Phantom Coils: In the early applications of loading to quadded 
19 and 16 gao toll cables, the side circuit coils and the phantom coils were 
some times potted in separate cases. In such applications, the side circuit 
coil complements ranged up to 98 coils, and the phantom coil complements 
ranged up to 48 coils, but the average-size complements were substantially 
smaller. Soon it became the common practice to pot associated side circuit 
and phantom circuit coils together in the same case, and in such instances 
loading complements for 24 cable quads were common. To help meet the 
increasing demand for toll cable loading in the early 1920's, maximum com­
plements for loading 36 cable quads became available. When the phantom 
coils were reduced to side circuit coil-size (1923), the maximum potting com­
plement was increased to 45 loading units. The large coil-size reduction 
that resulted from the use of compressed permalloy-powder cores made 
practicable during the late 1920's and early 1930's a further, very substan­
tial, increase in the range of standard potting complements covering up to 
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84 phantom loading units of the P-type, and up to 108 loading units of the 
PB-type. These very large loading complements had an interesting economic 
significance. At the time they became available the demand for additional 
toll cable facilities was -increasing by leaps and bounds, and it was not un­
common for standard-size and over-size cables to be fully loaded at the time 
of the installation of the cables. In this connection, full loading for a 50% 
over-size, quadded, composite 19 and 16 gao cable could be provided with 
two of the maximum-size potting complements of phantom loading units. 
This contrasts with fairly common experience in early installations of full­
size cables, where four, five or six cases were used to provide complete 
loading. 

The further size-reductions in toll cable loading coils that were achieved 
with the standardization of the M-type phantom loading units and later 
with the MF-type units occurred during a period of greatly reduced demand 
for toll cable loading, influenced by the exploitation of carrier systems on 
conductors from which loading was removed and on new non-loaded cables. 
The maximum potting complements were accordingly held to 80-unit and 
48-unit sizes for the M-type and MF-type loading units, respectively. 

Assembly Methods and Stub Cables 

General: From the beginning of commercial manufacture, multi-coil com­
plements of cable loading were coaxially assembled on spindles which were 
held in fixed positions in the cases. Preceding this operation, the accumulated 
moisture was expelled from the coil windings and the coils were dipped in a 
moisture-resisting compound. In the multi-spindle cases, the different 
spindle-assemblies were mounted in separate compartments of the cases, 
with the compartment partitions providing shielding to control crosstalk 
among the spindle-assemblies. On the individual spindle-assemblies, cross­
talk was controlled by using steel washers between adjacent coils and mount­
ing the coils so that their small, external, magnetic fields would be substan­
tially non-interfering. The winding ends of the coils were connected to textile­
insulated twisted-pair leads in spindle unit-cables, treated with wax for 
moisture protection. 

After the spindle-assemblies had been fixed in position in the case compart­
ments, the spindle unit-cables were formed by hand into a stub cable core 
over which a somewhat loose-fitting lead sheath was drawn. A color code 
on the conductor insulation provided identification for "wire" and "mate" 
conductors, and for IN and OUT coil terminals. The final assembly 
operations included filling the case compartments with a viscous rosin-oil 
compound, and a top layer of asphalt compound; and the stub cable sheath 
was soldered to a nipple in the case cover. At various stages in the assembly 
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operations, suitable inspection tests were made to assure satisfactory con­
formation to specification requirements. After the final inspection tests, the 
outer end of the stub cable sheath was sealed to prevent entry of moisture. 

\\'hen phantom loading started, the phantom coils were much larger than 
the side circuit coils. To conserve potting space in cases containing both 
types of coils, the individual spindle-assemblies consisted of only one type 
of coil. The phantom unit cross-connections between the phantom coils and 
their associated pairs of side circuit coils were made at the top of the case 
between quadded spindle unit-cables containing the OUT terminal leads 
of the phantom coils and the IN terminal leads of the side circuit coils. 
The quadded IN terminal leads of the phantom coils and the OUT 
terminal leads of the side circuit coils constituted the main line terminals 
of the complete loading units. 

In general, all of the stub cable leads to the IN and OUT terminals of 
non-phantom type coils, and to the main line terminals of phantom unit 
combinations of side circuit and phantom circuit loading coils, were con­
tained in a single stub cable sheath. Necessary exceptions to this practice 
occurred, however, in the submarine cable loading coil cases (which had two 
stub cables extending from opposite ends) and in the underground and aerial 
cable cases containing very large complements of P-B type loading units. 

The first important change from the original potting practices followed 
soon after the introduction of phantom group loading. The original wax­
dipped textile-insulated stub cables were found to be seriously objectionable 
sources of phantom-to-side and side-to-side crosstalk. To reduce crosstalk, 
and also to improve transmission, the practice started of using strip-paper 
insulated quadded conductors in a machine-stranded stub cable. This re­
quired a splice to be made inside the case, at the top, between the paper­
insulated stub and the textile-insulated spindle unit-cables. 

Apparatus Group-Segregation, Four-Wire Circuits: Several years later, when 
the development work on long-distance four-wire repeatered circuits got 
well under way, the assembly arrangements in the loading coil pots and the 
stub cable designs were changed to provide crosstalk segregation between 
the groups of coils used on the opposite-direction branches of the four-wire 
circuits. The segregation arrangements in the stub cables included shielding 
between the groups of terminal quads associated with the opposite-direction 
circuit groups. These loading coil case and stub segregation-arrangements 
were details of a fundamental plan for complete group-segregation between 
the opposite-direction branches of four-wire transmission systems (including 
the main cables themselves and the repeater office circuits) in order to con­
trol the intergroup near-end crosstalk coupling and prevent it from being 
a serious factor in the over-all crosstalk. (The relatively high amplification 
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in the four-wire repeaters made very desirable the rigorous control of this 
type of crosstalk coupling.) Initially, the loading apparatus and associated 
stub cable quads intended for use on two-wire repeatered circuits were seg­
regated In the coil cases from the two opposite-direction groups of four-wire 
circuit apparatus. Later on, this apparatus segregation between two-wire 
circuit coils and four-wire circuit coils was discontinued. 

In mixtures of the two types of coils, the two-wire circuit apparatus was 
divided into approximately equal groups, each of which was combined with 
one of the four-wire opposite-direction groups. In order to simplify potting 
practices, the two-group segregation plan became the standard plan for all 
toll cable loading cases and was used in loading complements containing 
mixtures of two-wire circuit and four-wire c:rcuit loading apparatus, and 
for complements consisting wholly of two-wire circuit coils, or of four-wire 
circuit coils. 

In the most recent (1948-1949) general redesign f)f toll cable cases and 
stub cables, the segregation arrangements just described have been simpli­
fied, largely because of the present very small demand for additional H44-25 
four-wire circuits. Group segregation of the apparatus within the cases is 
used only when' four-wire H44-25 loading is involved. The use of shielding 
and of group-segregation arrangements in the stub cables has been discon­
tinued. In complements of units for H44-25 loading, one of the opposite­
direction groups is connected to a group of terminal quads having contigu­
ous "quad counts" at the low end of the quad counting scheme described 
on page 737, and the other group is connected to the quads having "quad 
counts" at the high end of the quad counting scheme. When two-wire circuit 
coils are included in a loading complement containing four-wire circuit coils, 
the terminal quads of the two-wire coils use terminal quads having "quad 
counts" intermediate between those of the two opposite-direction groups of 
four-wire coils. 

Phantom Coil Size-Reduction: The next important potting-practice change 
resulted from the size-reduction of the phantom coils to side circuit coil­
size. From then on, the phantom coils were mounted on the same spindles 
as the side circuit coils, with each phantom coil immediately adjacent to its 
associated pair of side circuit coils. This permitted a more efficient use of 
potting space and made unnecessary the use of spindle-unit cabling for the 
cross connections between the coil components of the phantom loading units. 
The miniature inductance coils used in the loading-unit crosstalk adjust­
ments were mounted on a frame located at the top of the coil spindle-assem­
blies and were connected in the circuit at the splices made between the stub 
cable and the spindle unit-cables leading to the coil line terminals. 

Assembly Redesign, Exchange Area Coils: The first major change in the 
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assembly and case-wiring arrangements for non-phantom exchange area 
coils was made during the middle 1920's in solving difficult problems that 
arose in the design of cases for 200-coil, 300-coil, and larger complements 
of the new small-size loading coils. The spindle-assemblies of coils were fas­
tened to a skeleton frame to which the case pot-cover and the machine­
stranded textile-insulated stub cable were attached. The part of the stub 
cable that extended within the case was subdivided into unit cables which 
were associated with the individual spindle-assemblies, to which the coil 
leads were connected, thus erminating the intermediate spindle cables. After 
these connections had been made, the complete coil-assembly, with stub 
cable, was lowered into the coil casing. The case cover was then fastened to 
the coil casing, and the case filling-compound was poured through a small 
temporary opening in the cover. 

Assembly and Cabling Changes; Beginning of Use of Loading Units in 
Individual Shielding Containers: Some of the improved assembly-arrange­
ments, above described, were made available for phantom loading units 
soon after the permalloy-core toll cable coils became available, along with 
the standardization of the P-B type loading units. Certain differences were 
necessary, however, in order to permit the assembly of the 3-coil loading 
units in individual, cylindrical, shielding containers, having one end open. 
The associated three coils of a unit were mounted on a short hollow dowel, 
at one end of which was mounted a frame supporting terminal posts for all 
of the line terminals of the individual coils and the crosstalk adjustment­
elements (small inductances and resistances, preselected to meet crosstalk 
requirements). The cross-connections between the phantom and side cir­
cuit coils were made between appropriate terminal posts, and the loading 
unit main-line terminals were connected to the stub cable conductors at this 
point, after the crosstalk adjustment-elements were connected in the cir­
cuit. The individual loading units in their shielding containers were fastened 
to. a vertical frame by bolts extending through the hollow spindles. This 
frame was attached to the case cover. The stub cable was a machine­
stranded, single piece of paper-insulated cable having the part below the 
case cover separated into unit cables for the connections to horizontal rows 
of loading units. 

The loading unit and potting assembly methods are illustrated in Figs. 
10 and 11 (pages 186 and 188, respectively). Generally simihr arrangements 
were used with the M-type and SM-type loading units. vVith the standardi­
zation of the MF-type loading units, the adoption of cylindrical steel case 
bodies resulted in some potting assembly changes which are illustrated in 
Figs. 12, 13, and 14 (pages 192, 193 and 194, respectively). In the medium 
and large size potting complements, the individual loading units are mounted 
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near the outer periphery of circular mounting plates, and the inner end of 
the stub cable extends through a circular opening at the center of these 
plates, (Fig. 13). In the very small complements, the MF units are stacked 
one above the other as shown in Fig. 14. 

The concentric layer-type stub cables, used with new cases potting P-B 
type loading units and subsequently with the M-type, SM-type, and MF­
type loading units, had an improved color-code for the conductors of the 
terminal quads which provided a counting-scheme type of identification 
for each of the individual loading units potted in a given case. To facilitate 
this full-scale identification of the individual units, it was necessary to have 
a precise wiring coordination between the positions of the individual units 
on the case assembly frames and the positions of their terminal quads in 
the stub cable (which were identifiable in terms of the quad-count color­
cede). This permitted the necessary coordination of the coil-grouping 
arrangements which were desirable for crosstalk reasons in complements of 
four-wire circuit loading (as previously discussed) with the group segregation 
and shielding arrangements of the associated stub cable terminal quads. 
A simplifying factor was the use of adjacent quads for the IN and OUT 
terminals of same loading unit. 

The improved stub designs greatly simplified the manufacturing problems 
involyed in providing, (a) full flexibility as regards loading complement 
sizes, and (b) full flexibility for desirable combinations of different types of 
loading units. 

(a) Using a relatively small number of case sizes, provision was made for 
obtaining any total-complement size, ranging from one up to the maximum­
complement size, in steps of one loading unit. A different size of stub cable 
was used for each different size of case. When less than a full complement 
was desired in a particular size of case, the unused terminal quads were left 
open at the inner end of the stub cable and were tagged at the outer end. In 
terms of "quad counts" these non-used quads had contiguous numbers at 
the "high" end of the quad counting-scheme, and were readily identified by 
means of the quad-count color-code and the tags previously mentioned. 
(A name-plate on each case recorded the number and the code types of 
loading units potted in the case.) In the prior art, different stub cables had 
been provided for fitting the different partial and full potting-complements 
in partiCular sizes of cases. 

(b) For several years prior to the standardization of the improved as­
sembly and stub design it had been a common practice to use mixed potting 
complements of different types of loading units, in order to realize the 
maximum potting and installation economies inherent in the use of larger­
size loading complements made practicable by size-reduction of the loading 
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coils. These mixtures usually comprised combinations of coils for four-wire 
long-haul circuits with one or two types of coils for short-haul or medium­
haul two-wire circuits. When this practice of mixed potting complements 
started, it was customary to use different stub cables for each different 
potting-mixture, even when the same total number of loading units were 
involved. In these stub cables, each of the different types of loading units 
had its own individual color-code identification. In the new set-up, the rela­
tively simple color-code counting-scheme provided full flexibility for all 
desirable combinations of different types of loading units. 

Loading units of a given type made use of terminal quads. having con­
tiguous nu.mbers in the quad counting-scheme. In mixtures involving two 
types of loading units, for example PiB and P11B units, the units having the 
lower-number component in their code-designation used the low-numbered 
terminal quads, and the units having the higher code-number used the high­
numbered terminal quads. In mixtures involving three different types of 
loading units, the units having the intermediate code-number in their code 
designation used a contiguous group of terminals which were intermediate 
in position between the low-numbered quads and the high-numbered quads 
which were respectively associated with the loading units having the lowest 
and the highest code numbers. These procedures were followed in each of 
the two segregated groups of opposite-direction loading units previously 
mentioned. 

Quadded Stub Cables for Non-Phantom Coils: During the 1930's, the 
practice of using quadded stub cables for cases potting non-phantom type 
exchange area and program circuit loading coils was started. One pair of 
each terminal quad was connected to the IN terminals of a coil, and the 
associated pair was connected to the OUT terminals of the same coil. 
Previously, the IN and OUT terminals had been grouped in different unit 
cables. The close association of IN and OUT terminals in the new quadded 
stub cables reduced the factory testing-time, and simplified the preparatory 
phases of the field splicing of the stub cables to the main cables. Other 
subsequent improvements included the use of paper-pulp insulation on the 
stub cable conductors, in place of textile insulation. By this time it had 
become a common practice to terminate the coil windings on terminal clips 
mounted in close proximity to the coils. The inner ends of the stub cable 
conductors were soldered directly to these clips. 

Stub Cable Conductor Sizes: Since the case stub cables are extensions of the 
main cables, transmission considerations .have generally led to the use of 
about the same sizes of conductors. However, notable exceptions to this 
rule have been accepted in situations where conformation to the rule would 
have made the stub cable unduly expensive, or unduly large and difficult to 
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handle at the factory or during installation. The stub cable conductor sizes 
have ranged from 13-gauge in the cases containing coils designed for com­
posite coarse-gauge toll cables to 24-gauge in the standard cases for the coils 
used principally on 22 and 24-gauge nun-quadded exchange cables. For 

Fig. 29-Buried coaxial cable installation of voice-frequency loading on outer layer 
quads. View of installation after completion of the splicing work, and prior to filling in 
the excavation. The loading coils are potted in two tubular, thin steel, cases. Each of 
black boxes near center covers a cable splice, and furnishes protection' against mechani­
cal injury. At each splice, connections are made to the stub cable conductors of a single 
loading coil case. Splicing difficulties prevent all of the connections from being concen­
trated at a single cable splice. 

several decades, 19-9auge stub cables were used for the toll cable loading 
cases. The most recent case designs are using 22-gauge conductors. 

Dielectric Strength 

From the beginning of the use of cable loading, a fundamental design 
requirement has been that the insulation of the loading coils and of the 
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ass~ciated stub cable and pot wiring should have a dielectric breakdown­
strength as high as that of the cables for which the loading was intended, 
and preferably somewhat higher, to assure that the loading apparatus would 
not be dielectrically weak points in the loaded cable systems. 

When dielectric-strength improvements in toll cable design started during 
the late 1930's in order to reduce damage by lightning, especially on buried 
and aerial cables, equivalent improvements were also made in the loading 
apparatus. These cable and apparatus improvements were primarily con­
cerned with raising the dielectric strength of the insulation between core 
and sheath. 

During recent years, the extensive installation of buried toll cables in 
areas where the ground resistance is high has led to the use of cables having 
very much higher dielectric strength (wire to ground) than those used during 
the 1930's. The development of the copper-jacketed toll cable having a 
thermoplastic protective covering between the lead sheath and the jacket, 
which was capable of withstanding a dielectric-strength test of 10,000 volts d-c, 
between the sheath and the jacket, made it necessary to apply an equivalent 
insulation to the exterior of the buried loading coil cases. The more recent 
development of the "Lepeth" sheathed toll cable has made it possible to 
approach a dielectric breakdown-strength of the order of 25,000 volts d-c 
between cable core and sheath. This is achieved by extruding a sheath of 
polyethylene of suitable thickness over the cable core, and over this a thin 
lead sheath. Loading coil cases were redesigned to match this construction, 
using an inner lining of thermoplastic insulation to provide equivalent 
insulation between the coils and the case. The stub cables have dielectric 
design-features corresponding with those of the Lepeth toll cable. 

Potting Costs 

The potting cost per coil, or loading unit, varies considerably with the 
potting complement-size, and is a maximum in small complements. These 
general relations apply for all types of coils. 

In the early designs, the average potting cost per coil was much smaller 
than the coil costs. Over the years, the case cost-reduction that has resulted 
from coil size-reductions, increased complement-size, and other design 
changes, has been smaller on a percentage basis so that in the present designs 
the average per coil potting costs are somewhat greater than those of the 
coils. Notwithstanding the changes in cost relations just mentioned, the 
direct and indirect savings that have resulted from the potting development 
work constitute a substantial fraction of the aggregate plant cost-reduction 
which has been achieved by the use of coil loading. 
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PART V: LOADING FOR INCIDENTAL CABLES 
IN OPEN-WIRE LINES 

INTRODUCTION 

From the earliest days of telephony, when it became necessary to use 
pieces of cable in long-distance lines to provide toll entrance facilities at toll 
centers or for other purposes at intermediate pionts, such cables have had 
more or less objectionable effects on the over-all transmission-system per­
formance. These impairments resulted from the much greater transmission 
loss per unit length in the inserted cable, and from reflection effects occurring 
at the cable junctions with the open-wire-these being due to the large 
differences between the cable and open-wire impedances. 

Prior to the advent of loading, the losses in incidental cables could be 
reduced to low unit-length values only by using expensive coarse-gauge 
cables. Cable loading became available just in time to head off the instal­
lation of some very expensive coarse-gauge cables that had been proposed 
for unusually long entrance facilities in the New York and Boston areas. The 
use of loading on the open wires greatly increased the economic importance 
of attenuation reduction in the incidental cables occurring in such lines. By 
substantially raising the line impedance, loading also increased the magni­
tude of the reflection losses at junctions with non-loaded cables. 

Standard "heavy" loading (Table II, page 156) came into general use 
on long entrance cables in the loaded lines. While this loading did not have 
a sufficiently high impedance to match that of the loaded line, it was close 
enough to reduce the junction reflection losses to acceptable values. A special 
light-weight loading found some use on incidental cables in non-loaded 
lines. 

When satisfactory types of telephone repeaters became available for ex­
tensive use on loaded open wires, the cable junction impedance-irregulari­
ties, and other irregularifes, had to be reduced to very small values so 
as to avoid repeater circuit unbalances that would objectionably restrict 
the repeater gains. These severe requirements put a high premium upon the 
use of an improved type of cable loading having impedance characteristics 
that matched closely those of the associated open-wire circuits. This "extra­
high" impedance loading also had very satisfactory attenuation properties. 

Subsequently, when the exploitation of the vacuum-tube repeater started 
on non-loaded open-wire lines it became necessary to use a new, low-im­
pedance type of impedance-matching loading on their associated incidental 
cables. Because of the low impedance, the attenuation reduction was con­
siderably less than that provided by the extra-high impedance loading just 
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mentioned. This, however, was not a serious limitation in the non-loaded 
repeater circuits. After open-wire loading became obsolete, further improve­
ments in telephone repeaters and in transmission standards led to progressive 
improvements and refinements in the loading used on cables in non-loaded 
lines. 

Beginning around 1920, the rapidly increasing use of open-wire telephone 
and telegraph carrier systems made it necessary to use in the associated 
incidental cables improved loading systems that provided good impedance­
matching and attenuation-reduction properties over the complete voice 
and carrier-frequency bands used by the carrier transmission systems. The 
use of several different carrier telephone systems employing materially 
different frequency-band widths made it economically desirable in due 
course to use several different types of loading to provide the necessary 
transmission bandwidth through the incidental cables. 

The various types of cable loading mentioned above are separately con­
sidered under suitable headings in the following pages. The two principal 
subdivisions of Part V are devoted to voice-frequency loading and to carrier 
loading, respectively. A third subdivision briefly describes a special type of 
voice-frequency phantom loading which is used in coordinated phantom­
group combinations with side-circuit carrier loading systems that provide 
10-kc and 30-kc transmission bands. 

The importance of the incidental cable loading described in Part V of this 
article is due to its substantial, beneficial contributions to the transmission 
service-performance of the relatively expensive open-wire facilities, rather 
than from the amount of loading so employed. This is quite small relative 
to that used in voice-frequency toll cables and exchange cables. 

(V-A) VOICE-FREQUENCY IMPEDANCE-MATCHING LOADING 

Since the most important early uses of the vacuum-tube repeaters on 
open-wire facilities were on loaded lines, the first new impedance-matching 
loading system was developed for this particular use. As noted later, this 
had an important effect on the loading system subsequently developed for 
use on cables in non-loaded lines. 

Loading for Cables in Loaded Open-Wire Lines 

The new phanto~-group loading for this use was designed to have closely 
the same values of nominal impedance and theoretical cut-off frequency as 
those of the loaded lines. The cable coil inductances had to be a little higher 
than the open-wire coil inductances, in consequence of the smaller amount of 
distributed inductance in the cable. A standard cable coil-spacing of about 
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5575 ft. (0.062 mf/mi cable) was adopted so as to have loading section 
capacitances close to those of the open-wire loading sections. This cable 
loading system originally known as "extra-heavy" loading, and later desig­
nated E248-154, was used on coarse-gauge cable conductors and had a 
slightly lower attenuation loss than that of the then standard "heavy" 
loading for coarse-gauge toll cables. (In the loading designation, E is the 
symbol for 5575-ft. spacing.) 

The loading coils used 65-permeability iron-wire cores with two short, 
series air-gaps, to secure good magnetic stability. 

The long obsolescence of open-wire loading makes further description of 
the E248-154 cable loading unimportant. 

Loadingfor Cables in Non-Loaded Open-Wire Lines 

When open-wire repeaters first came into general use, it was a common 
situation for entrance and intermediate cables to have one group of circuits 
associated with loaded open-wire pairs, and another group connected to 
non-loaded pairs. In such situations, it was obviously very desirable that the 
different' types of cable loading associated with the loaded and the non­
loaded lines should be installed at the same cable loading points. 

Early Standard Loading Systems 

E28-16 Loading: It was found that a satisfactory, low-impedance type of 
impedance-matching loading could be obtained by using 28 mh side circuit 
coils and 16 mh phantom coils at the spacing used for E248-154 loading. 
Some quantitative data regarding this low-impedance loading, designated 
E28-16, are included in Table XV (page 746) along with corresponding data 
on other voice-frequency loading systems subsequently standardized for 
cables in non-loaded lines. 

M44-25 Loading: In many situations where the impedance-matching 
requirements were not so severe, and where loaded open-wire lines were not 
involved in the incidental cables along with the non-loaded lines, a some­
what cheaper type of low-impedance loading using a longer coil-spacing was 
utilized. Data regarding this loading, designated M44-25 , are included in 
Table XV. (It is of interest that this type of loading had been used on a 
small scale prior to the extensive utilization of telephone repeaters.) 

From Table XV it will be noted that the two loading systems had the 
same nominal impedance and that the better system, E28-16, had much 
higher cut-off frequencies. A brief digression regarding the important part 
which the cut-off frequency plays in the impedance-matching problem in the 
upper speech-frequency band is appropriate at this piont. 
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Importance of Cut-Off Frequency 

Basically, the general impedance-matching problem under discussion is 
complicated by the fact that the non-loaded line is a "smooth," i.e., a 
uniform, line, whereas the loaded cable is a "lumpy" line. On the one hand, 
the sending-end impedance of the non-loaded line is substantially a constant 
resistance with negligible reactance over the frequency range above about 
1 kc. On the other hand, the high-frequency impedance of the loaded cable 
may vary substantially in its resistance and reactance components with 
rising frequency, depending upon the type of loading termination employed. 
"Half-coil" and "mid-section" terminations have the important advantage 
of. substantially negligible reactance, for which reason one or the other of 
them was used in the early applications of impedance-matching loading. (w) 

With these particular loading terminations, the resistance component of the 
loaded cable impedance changes with rising frequency, at a rapidly ac­
celerating rate as the cut-off frequency is approached. The reference im­
pedance in these changes is the nominal impedance of the loaded cable, 
which for optimum impedance-matching should be equal to that of the non­
loaded line. (Numerically, the nominal impedance in ohms is equal to the 
square root of the ratio of the total circuit inductance, in henrys, to the 
total mutual capacitance, in farads, per unit length.) The resistance changes 
with rising frequency go up when mid-section termination is used, and drop 
down when half-coil termination is used. 

The important practical significance of the foregoing is that the high­
frequency impedance irregularities at the open-wire cable junction become 
progressively smaller as the loading cut-off frequency is raised (provided 
that the nominal impedances of the line and cable are closely alike). With 
the simple types of loading terminations above described, the requirements 
for good impedance-matching make it desirable to have much higher cut-off 
frequencies than those which are necessary from the standpoint of attenu­
ation-frequency distortion in entrance and intermediate cables. 

H28-16 Loading 

The discontinuance of the manufacture of open-wire loading coils about 
1924, and the decreasing importance of open-wire loading, made it desirable 
to discontinue the use of the E-spaced loading solely for e.ntrance and inter­
mediate cables. Plant simplicity and flexibility requirements made it de: 
sirable to use H-spaced loading to permit coordination with the loading 

(w) Half-coil termination involves the use of coils having one-half of the regular "full­
coil" inductance at the end of the cable, followed in regular periodic sequence by "full" 
loading sections and "full" loading coils .. In "mid-section" termination, the first full­
coil is located one-half of a full loading section away from the end of the cable. 
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used on toll cable circuits along the same routes. Studies of these coordination 
possibilities resulted in the standardization of H28-16 entrance cable loading 
during 1927. Referring to Table XV, it will be seen that the change from 
5575-ft. spacing to 6000-ft. spacing, using the same loading inductance 
values, resulted in a small drop (about 4%) in nominal impedance and 
theoretical cut-off frequency. A contemporary allied development made 
available new types of balancing networks which simulated the iterative 
impedances of the H28-16 loaded cables. The use of these new networks with 
repeaters at the office ends of long H28-16 loaded cables gave considerably 
better repeater balances than those obtained with open-wire balancing net­
works at the office ends of long E28-16 loaded cables. Up to this time, 
balancing networks which simulated the impedances of the associated open­
wire lines had been used with the open-wire repeaters. This early practice 
was continued on open-wire lines having short entrance cables with H28-16 
loading. 

H31-18 Loading 

General: It was known prior to the standardization of H28-16 loading that 
the 28-16 mh loading inductances were not optimum from the impedance­
matching standpoint for use at 6000-ft. spacing. However, it was appreciated 
that the concurrent development work on the compressed permalloy-powder 
core-material previously described (Section 9.1) was approaching completion 
and that a general size-reduction redesign of all toll cable and toll entrance 
loading coils would soon be undertaken. These considerations made it un­
desirable to develop for the H-spaced 28-18 loading new iron-dust core 
loading coils which would in all probability be superseded in a short time by 
permalloy-core coils. Thus it happened that the development work for the 
improved H31-18 loading system was coordinated with that on smaller-size, 
permalloy-core, loading coils having the necessary new inductance values 
for use in that system. 

The H31-18 loading was designed to have a slightly higher nominal 
impedance than E28-16 loading, to make it more suitable for use on inci­
dental cables in 104-mil open-wire lines, which were expected to be its 
principal field of use, since the more expensive, larger conductors (128 and 
165-mil) were destined for use principally on a carrier basis and would 
require carrier loading on their incidental cables. 

Improved Loading Terminations: It was also considered desirable to pro­
vide better impedance-matching characteristics at high voice-frequencies to 
assist in obtaining more satisfactory repeater operation OIl long-haul, multi­
repeater, voice-frequency circuits which were becoming more common and 
more important in the rapid expansion of the open-wire plant. This require-
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ment was met by providing improved loading terminations, which kept the 
resistance component of the cable impedance fairly close to the nominal 
impedance over the upper part of the frequency-band transmitted by the 
voice-frequency repeaters, and which also had satisfactory low reactance. 
Two different but equally satisfactory terminations12 were developed, to 
provide flexibility and economy in the loading layouts. One of these was 
theoretically based on the mid-section termination previously described. 
This half-section termination was extended to about an O.83-fractional 
section, followed' at the open-wire junction by a terminal loading unit having 
inductance values about .36 of the full-weight loading inductances used in 
the loading designations. The other new loading termination was theo-

TABLE XV 

VOICE-FREQUENCY LOADING FOR INCIDENTAL CABLES IN NON-LoADED OPEN-WIRE 
LINES 

Loading Coil Spacing Nominal Theoretical 
Type of Circuit Impedance Cut-off Frequency Designations (ft.) (ohms) (cycles) 

E28-16 5575 ~ide 650 7250 
Phantom 400 7650 

M44-25 8750 Side 650 4600 
Phantom 400 4900 

H28-16 6000 Side 630 7000 
Phantom 380 7400 

H~1-18 6000 Side 666 6700 
Phantom 403 7000 

Note: The full-coil inductances in millihenrys are given in the loading designations. The 
first number applies to the side circuits and the second number to the phantom 
circuit. 

retically based on the mid-coil termination previously described. It used 
O.86-fractional coils instead of half coils, and had a O.36-fractionalloading 
section adjacent to the open-wire side. These new loading terminations were 
known as "Fractional coil" or "Fractional section" terminations, depending 
on whether the fractional coil or the fractional section was the terminal 
element closest to the open-wire line. At the office ends of loaded entrance 
cables a mid-section loading termination was frequently used, and the re­
peater balancing network-circuits were adjusted to correspond with this 
situation in the line. 

The H31-18 loading system was standardized in 1928 and is still the 
standard voice-frequency loading system for incidental cables in open-wire 
circuits which are not arranged or used for carrier operation. 

Loading Systems Data: General transmission data regarding the loading 
systems briefly described above are given in Table XV. 
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A ttenuation Data: The relatively low cable impedances which are necessary 
for good impedance-matching limit the attenuation-loss reduction to smaller 
values than those obtained with the higher impedance loading systems used 
on toll cable facilities. The theoretical lOOO-cycle attenuation values for 
H31-18 loading (on a db/mi basis) are 0.56, 0.30, and 0.16, respectively, for 
19 ga., 16 ga., and 13 gao cables. The phantom circuit attenuation is nearly 
20% lower, being about 0.47, 0.24, and 0.13 db/mi. 

The attenuation losses in the other loading systems of Table XV are 
close to those for H31-18 loading. This follows from the fact that their im­
pedances are nearly the same in magnitude. 

Low-Frequency Impedance Matching 

Before ending the discussion of transmission system characteristics, it is 
important to note that the attainment of optimum impedance-matches at 
low voice-frequencies, with the types of loading under discussion, involves 
the use of the so-called "optimum" cable conductor sizes. This follows from 
the fact that at these low frequencies the circuit resistances are important 
factors in determining the open wire and cable impedances. The optimum 
conductor combinations are 13 gao cable for use in association with 165-mil 
open-wire lines, 16 gao cable with 128-millines, and 19 gao cable with 104-mil 
lines. Allowing for the loading coil resistances, these combinations of cable 
and open-wire conductor-sizes closely conform to the fundamental theoretical 
requirement that the unit-length ratio of series resistance (ohms) to shunt 
capacitance (farads) to total linear inductance (henrys) in the loaded cables 
should be close to the corresponding linear ratio in the associated non-loaded 
lines. 

Loading Coils and Cases for Incidental Cables 

In their general design features, excepting inductance and effective 
resistance, the voice-frequency loading coils for incidental cables corre­
sponded with those currently used in toll cable circuits. When the toll 
cable coils were redesigned to take advantage of new core-materials, or in 
other important features, the entrance cable coils were included in the 
general redesign work. 

The first loading units developed for H31-18 loading were coded in the "P" 
series. The code designation P4 applied to the "full-weight" loading unit. 
The fractional-weight loading units developed for use in the "fractional 
section" and the "fractional coil" loading termination were coded P5 and 
P6, respectively. These numerical code components have been retained in 
the code designations of all standard replacement designs, namely the PB, 
M, SM, and MF series of loading units. 

The potting practices used with the entrance cable coils were generally 
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similar to those used with similar-sized toll cable coils. The potting com­
plements for incidental cables, however, were small relative to the com­
plements most generally used in the toll cables. Occasionally, in situations 
where toll entrance facilities and long-distance ca~le facilities shared the 
same cable for a short distance, the potting complements would include both 
types of loading. The color code used on the coil terminal quads in the stub 
cables of the loading coil cases facilitated identification of the different types 
of loading in the cable splicing-operations. 

(V-B) CARRIER LOADING FOR INCIDENTAL CABLES IN OPEN-WIRE 
CARRIER SYSTEMS 

Historical 

The first open-wire carrier telephone system was installed late in 1918, 
and in the early 1920's general commercial use began to expand rapidly. A 
comprehensive account of the pioneering development work is given in a 
1921 A.I.E.E. paper36 by E. H. Colpitts and o. B. Blackwell. 

Experimental types of carrier loading were made available for use on 
incidental cables in the open-wire lines on which the first carrier systems 
were installed. In general, these early carrier loading installations were 
engineered to specific job requirements. 

C4.1 and C4.8 Loading: From this experience there evolved a quasi­
standard loading treatment which served the current service needs, pending 
completion of the development of the first standard carrier loading systems, 
C4.1 and C4.8, late in 1923. These were designed to provide good impedance­
matching up to a top frequency of about 30 kc. During the intervening years 
this loading has remained standard for incidental cables in carrier systems 
using this fr.equency-band, even though important changes have been made 
in the carrier systems themselves, notably the first Type C carrier systems37 

during the middle 1920's, and the improved Type C systems38 during the 
late 1930's. 

B15 Loading: During the late 1920's a lower cut-off carrier loading system 
designated B15 was designed especially for use with carrier facilities operat­
ing below a top frequency of about 10 kc. This loading served a double 
purpose. It was suitable for use with the old standard Type B carrier 
telegraph system36 and with the new standard, single-channel, Type D 
carrier telephone system.3\J (In many of its early applications the Type B 
telegraph system used the frequency space between the voice circuit and the 
carrier telephone channels.) The B15 loading system is still in good standing. 
When an improved single-channel telephone system, Type H40, was developed 
during the late 1930's, its frequency allocation was chosen so that it could 
use "spare" B15 circuits which had become available on a substantial 
mileage of incidental cables. 
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A2.7 and 3.0 Loading: During the late 1920's the rapid expansion of 
carrier working led to extensive studies of the practicability of obtaining a 
larger number of telephone channels in long-haul carrier systems. These 
studies indicated a good prospect of using a wider frequency-band extending 
up to a top frequency of about 50 kc. In order to secure a much better con­
trol of intersystem crosstalk over the wider frequency-band, plans were 
made for spacing the wires of individual pairs much closer together, and for 
spacing adjacent pairs at greater distilllces apart. Also, improved trans­
position systems were designed for these new open-wire arrangements. In 
the period of interest, the open-wire plant was expanding very rapidly, and 
as a part of this expansion several entirely new pole lines were required for 
important long-haul service. These lines incorporated the improved con­
struction features above mentioned. Even though the proposed new broader­
band carrier systems were still in the "discussion stage" of development, it 
seemed desirable that a new type of broader-band loading should be installed 
on the incidental cables in the new pole lines, in order to avoid the larger 
expense of eventually replacing the 30-kc Type C loading, if it should be 
used initially. These considerations resulted in the rush development of the 
Types A2.7 and A3 carrier loading systems specifically to meet the im­
pedance-matching requirements over the proposed 50-kc band. This loading 
was duly installed according to plan, but fate decreed that it should never 
be used for its originally intended purpose. Type C carrier telephone systems 
were immediately installed on the new lines, in the expectation of removal 
when broader-band systems became available, and the Type A loading was 
actually used only for 30-kc transmission. 

The explanation for this turn of events was that before the final develop­
ment requirements could be established for the proposed new 4 or 5-channel 
systems, some entirely new factors(x) entered the continuing studies and 
eventually resulted in a decision to develop a 12-channel system:l1 This was 
designed for placement above a'Type C system on the same open-wire pair, 
making a total of 15 carrier channels above the voice-frequency circuit. The 
new broad-band carrier telephone system was coded in the "J" series. Its 
top working-frequency was about 143 kc. 

Type J Loading: In due course, the development of new carrier loading 
,was coordinated with the work on the new carrier telephone system. Three 
loading systems, designated J-O.72, J-0.85, and J-0.94, became available 
during 1937-1938 and are still in good standing, although they are not 
extensively used. 

In the following pages, the general transmission characteristics of the 
Type C, B, and J loading systems are described, and some general informa-

(x) Including high-gain, high-stability, negative-feedback repeaters, and crystal filters. 
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tion is given regarding the loading apparatus and the building-out apparatus. 
The Type A systems are not included. 

Loading Systems Characteristics 

General: A summary of loading systems characteristics is given in Table 
XVI, below. Attenuation data are given in Table XVII. 

Compensated Loading Terminations: These loading systems are commonly 
known as compensated loading by virtue of their use of compensated loading 
terminations12 to provide the desired impedance-matching characteristics at 
about the minimum cost. Over the working carrier-band the impedances of 
these compensated circuits closely approximate the non-reactive, fiat, fre­
quency-resistance characteristic of their "corresponding smooth lines"; that 

TABLE XVI 

CARRIER LOADING FOR INCIDENTAL CABLES IN OPEN-\VIRE CARRIER TELEPHONE 
SYSTEMS • 

Approx. Theoretical Theoretical Theoretical Representa-Loading Top Cut-off Nominal Total Loading Coil tive Coil Full-Ceil 
Designa- Working Freq. Impedance Section Spacing Spacing Inductance 

tion Freq. (ohms) Capacitance (mh.) 
(kc.) (kc.) (mmf.) (ft.) (£t.) 

C4.1 30 45 590 12100 929* 740 4.09 
C4.8 30 41.5 640 12100 929* 740 4.78 
D15 10 13.5 640 36850 3000* 2800 14.7 

}-0.72 142 208 542 3027 633t 500 0.72 
}-0.85 142 190 575 3105 648t 500 0.85 
}-0.94 142 181 600 3105 648t 500 0.94 

Notes: * In ordinary quadded cable having 0.062 mf/mi side circuit capacitance. 
t In special 16 gao disc insulated cable having 0.025 mf/mi capacitance. 

is to say, the "lumpiness-of-loading" effects on the loaded cable impedance 
are reduced to tolerable low values over a predetermined frequency-band. 
By also having the nominal impedance of the loaded cable close to that of 
the associated open-wire line, satisfactory impedance-matches are obtained 
up to a much higher fraction of the loading cut-off than is possible with the 
more simple loading terminations used with the voice-frequency loading. In 
some carrier loading designs, this impedance-matching band extends up to 
about 0.75 of the cut-off frequency, or a little higher. An extension to still 
higher frequencies, relative to the cut-off frequency, would tend to result in 
objectionable "lumpiness-of-loading" attenuation impairments. The com­
pensated loading terminations achieve substantial economies in the loading 
costs by permitting the use of much lower cut-off frequencies than would 
otherwise be feasible, thus allowing the full-weight coils to be spaced at much 
longer intervals. 
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Additional information regarding the loading term ina tions is given in the 
description of the terminal loading units which are used in these terminations. 

Control of Impedance Irregularities; Loading Layouts: The carrier loading 
systems are engineered and installed to meet unusually severe limits on 
impedance irregularity among the individual loading sections and at the 
terminals. In installations involving more than one carrier system, it is 
especially desirable to restrict the individual impedance irregularities in order 
to control intersystem reflection crosstalk. The significance of this is under­
standable when one appreciates that usually the dominating reason for using 
carrier loading on the incidental cable is to avoid the objectionable reflection 
crosstalk that would result from the impedance irregularities caused by non­
loaded cables. An additional important reason for the control of impedance 
irregularities is to avoid large humps in the insertion loss-frequency charac-

TABLE XVII 
CARRIER LOADING ATTENUATION DATA 

Loading Cable Cable Attenuation-db/mi 
Conductor Capacitance Designation Gauge (mf/mi) 1 kc 10 kc 30 kc 80 kc 140 kc 

------ ----

C4.1 13 0.062 0.28 0.39 0.92 - -
16 0.062 0.42 0.52 1.04 - -

C4.8 16 0.062 0.40 0.50 1.14 - -
19 0.062 0.67 0.78 1.37 - -

B15 16 0.062 0.35 0.54 - - -
19 0.062 0.62 0.80 - - -

J-0.85 16 0.025 0.41 0.51 0.64 0.93 1.36 

teristics which might cause objectionable frequency-distortion within the 
individual channels. 

The procedure for controlling impedance irregularities in the loaded 
incidental cables involves the adjustment of the total capacitances of the 
individual loading sections to values close to the theoretical design values by 
means of adjustable building-out condensers. Ordinarily, a precision limit of 
about ± 1 % is involved. To make these limits economically practicable, 
precision types of capacitance measuring-instruments have been made 
available, along with low cost building-out devices capable of simple pre­
cision adjustments. 

The theoretical total loading capacitances for the different carrier loading 
systems are given in Table XVI, along with theoretical values of coil spacing 
in terms of the "nominal capacitance" of the usual type of cable involved. 
The actual geographical coil-spacing is usually well below this theoretical 
spacing because of the unavoidable capacitance deviations that occur in 
commercial paper-insulated cables. The loading layout procedure is such 
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that the highest-capacitance cable pairs in the individual loading sections 
will not have too much capacitance. When the loading is installed, the 
capacitances of the various pairs in the individual loading sections are meas­
ured, as also are the mutual capacitances of the loading coils and their 
associated stub cables, and then enough shunt capacitance is added to 
obtain the desired theoretical total capacitance, per loading section. 

In many installations, especially in underground cables, the theoretically 
best loading points for the carrier loading coils (after engineering allowances 
have been made for cable-capacitance deviations) frequently occur at points 
where it would be unduly expensive to install the loading. In such instances, 
shortened spacings are used, and the building-out adjustments are increased 
to correct for the geographical spacing-deficiency along with the cable­
capacitance deviations. 

For reasons above mentioned, the individual coil-spacings may vary con­
siderably in the same project, and the average coil-spacing may be quite 
different on different projects involving the same type of loading. The 
"representative coil-spacings" given in Table XVI are representative job 
averages. 

As with the voice-frequency loading, the choice of cable conductor-gauge 
is important in the impedance-matching performance of the C4.1, C4.8, and 
B15 loaded cables at low voice-frequencies. The optimum resistance rela­
tions between the cable conductors and the open-wire conductors are the 
same as in voice-frequency loading. In the use of the Type J loading as 
practiced on short cables, this resistance-ratio question is unimportant 
because such loaded cables are substantially "transparent" at voice fre­
quencies. 

The loading terminations are unimportant factors in voice-frequency 
impedance-matching. This 'follows from the fact that the voice frequencies 
are low relative to the loading cut-off, for which reason the carrier loaded 
circuits act as electrically smooth lines in this range. 

Type C Loading: These loading systems were designed for use on cable 
pairs connected to 12-inch spaced open-wire pairs. The impedances of the 
open-wire pairs vary substantially with the conductor size and because of 
this a single cable-loading system would not be satisfactory as regards 
carrier-frequency impedance-matching for all types of open-wire. The C4.1 
system is used on cable pairs connected to 165-mil open-wire pairs. The 
C4.8 is a compromise system for use on cables connected to the less important 
and less expensive 128-mil and 104-mil open-wire pairs. 

It is of interest that the theoretical coil-spacing for Type C loading is 
one-sixth of that of the E-spacing described in the discussion of voice­
frequency impedance-matching loading. 
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Considerable Type C loading has been used on cables associated with 
open-wire pairs which have their conductors spaced 8 inches apart. The 
closer wire-spacing reduced the open-wire impedances below the values for 
which the carrier loading was originally designed. To obtain better im­
pedance-matches when used with these lower-impedance lines, the Type C 
carrier loading was "modified" to have lower impedances by systematically 
building-out each loading section to have a higher total loading-section 
capacitance. This procedure also reduced the loading cut-off by an amount 
proportional to the impedance reduction, which effect limited the allowable 
impedance reduction. The "standard" modification of C4.1 loading dropped 
the nominal impedance to 558 ohms, and the cut-off to 42.5 kc. The "modifi­
cation" of C4.8 loading dropped the nominal impedance to 625 ohms, and 
the cut-off frequency to 40.5 kc. The standard Type C loading apparatus 
was used in these installations. 

B15 Loading: The single-channel open-wire carrier system with which 
this type of incidental cable loading is associated is a short-haul transmission 
system, principally used on 104-mil open-wire pairs. Since the impedance­
matching requirements are much more lenient than those for loaded cables 
in the multi-channel systems a single weight of loading is sufficient. 

The cable-capacitance deviations tend to be considerably smaller than 
with Type C loading, because of "random" splicing at a considerably larger 
number of intermediate cable splices within the individual loading sections. 
In consequence, the average amount of capacitance building-out is much 
smaller (on a percentage basis). 

Type J Loading: Because of the higher frequencies involved in the Type J 
carrier systems the impedance-matching requirements are even more severe 
than those for the Type C systems. For this reason, a series of three Type J 
loading systems were made available, as noted in Table XVI. 

To make carrier loading economically feasible for 140-kc transmission it 
was necessary to develop an entirely new type of low-capacitance cable for 
use with the loading. The new cable makes use of shielded, "spiral-four" 
units of 16 gao conductors. The conductors are supported by means of 
insulating discs at the corners of a square, and the diagonally opposite 
conductors are associated as working pairs. The spacing between these wires 
and between them and the quad shields is such as to obtain a mutual capaci­
tance very close to 0.025 mf/mi in the individual carrier pairs. The structural 
relations between the associated pairs of the individual units are such as to 
minimize crosstalk coupling. The over-all dimensions of the shielded units 
are such that not more than 7 or 8 units can be provided in a single cable 
without using an over-size sheath. In consequence the cable cost per carrier 
pair is high. 
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The low-capacitance construction, above described, also results in a much 
higher ratio of distributed inductance to distributed capacitance than that 
of paper insulated cables. This makes it necessary to build out the series 
inductance in a proper ratio to shunt capacitance, when geographical spacing­
deviations require the use of corrective building-out adjustments. These 
capacitance-inductance adjustment devices are considerably more expensive 
than the relatively simple condensers used in the adjustments on Type C 
and B loaded circuits. Closer coil-spacing also makes the Type J loading 
more expensive. All in all, the total cost of the Type J loaded cable pairs 
is very high relative to that of the Type C loading. Furthermore, the attenu­
ation-reduction feature of the loading, although it is substantial in magnitude 
per unit length, does not have a large economic value in reducing the number 
and cost of repeaters required in a complete carrier system. These con­
siderations have limited the use of Type J loading to short cables, seldom 
more than 0.5 mile long. 

In entrance-cable installations of greater length i~ is common practice to 
use line filters at the outer end of the cable to separate the "J" frequencies 
from the lower frequencies. The "J" frequencies are then transmitted to the 
office over non-loaded pairs terminated at each end in impedance modifying 
transformers. Separate cable pairs having Type C loading transmit the "C" 
carrier channels and the voice frequencies. 

In such installations a special type of adjustable loading is used on the 
short "lead-in" cables from the bare open wire to the line filters, when they 
are installed in "filter huts" at the outer end of the cable. At the filter hut, 
this loading uses a continuously variable air-core inductance coil of the 
solenoidal, inductometer type, with which adjustable condensers are associ­
ated, one on each side of the coil. This provides a variable impedance loading 
which is adjustable for a predetermined range of impedances and for a pre· 
determined range of lengths of lead-in cable. Long lead-in cables also require 
a (non-adjustable) loading unit at their open-wire end. The adjustments for 
optimum impedance-matching are made in terms of return-losses measured 
a t the open-wire end of the lead-in cable. 

Carrier Loading Apparatus 

General: The initial, experimental designs used large-size, toroidal-shaped, 
non-magnetic cores, and finely stranded copper conductors. These coils were 
nearly as large as the biggest coil shown in the headpiece, (page 149). Their 
construction made it possible to secure lower effective resistances at the high 
carrier-frequencies than could be obtained for the same total cost using the 
best magnetic materials then available. An additional advantage was that 
their non-magnetic cores could not cause non-linear distortion. This particu-
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lar advantage assumed critical importance in later years when it became 
necessary to work to stringent over-all limits of non-linear distortion in the 
long-haul carrier facilities. As an example of the importance of controlling 
non-linear distortion, it became necessary during the late 1920's to mount 
the carrier loading coils in individual, shielding containers in order to prevent 
the small leakage fields of the toroidal air-core coils from penetrating nearby 
magnetic parts of the loading coil cases, thereby causing objectionable inter­
channel modulation interference. 

The satisfactory control of non-linear distortion has made it necessary to 
continue the use of non-magnetic cores in the carrier loading coils, notwith­
standing the large improvements that have been made in magnetic core­
materials during the last three decades. These improvements would make it 
possible to use much smaller coils without objectionably degrading the 
steady-state transmission performance. However, the hysteresis character­
istics of the best available magnetic materials are such that if these materials 
should be employed it would be necessary to use coils larger and more ex­
pensive than the non-magnetic core coils, in order to meet present-day se­
vere limits on allowable intermodulation interference in the Type C tele­
phone systems. 

Types C and B Loading 

Full Coils: These loading systems use the same general types of full­
weight loading coils and terminal loading units, except as regards their 
electrical parameters. The over-all dimensions of the full-weight coils are 
about 6i inches in diameter and 2! inches axial height. The shielding con­
tainer has an over-all diameter of about 71 inches and an axial h~ight of 
3i inches. 

Terminal Loading Units: The terminal loading units which provide the 
compensated loading terminations, previously mentioned, include a 0.82 
fractional-weight series loading coil. This is shunted on the open-wire side 
(or office side) by a two-element network consisting of a condenser in series 
with an inductance coil, and located between the two half-windings of the 
coil. The complete terminal network may be regarded as an extension of 
half-coil termination. The portion beyond the half-coil point in the series 
(fractional) coil functions as an impedance corrective-network to produce 
the approximate "corresponding smooth line" impedance, previously de­
scribed. The correct electrical proportioning of the elements of this corrective 
network is very important. The series loading coil is much smaller than the 
regular full-weight loading coil. Its size and those of the other network­
elements are such as to allow the assembly of the complete terminal loading 
unit in the same size of shielding container as that tlsed for the full-weight 
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loading coils. The standard potting complements range up to 16 toils or 
terminal units. The loading units are installed at the ends of full-length 

Fig. 3O-Various stages in the assembly of toroidal type carrier loading coils. Several 
coils mounted in their shielding containers are piled on a bench at right center. On the· 
bench at left center, an assembly of coils is being connected to the stub cable conductors. 
In diagonal center, a completely assembled and cabled complement of 16 coils is ready 
for placement in a tall, rectangular shaped, cast iron case. 

terminal loading sections. When short cables have only one loading section, 
terminal loading units are used at each end. 

Building-Out Condensers: As previously indicated, building-out capaci­
tance adjustments are extensively required in the control of local impedance 
irregularities, especially in the installations of the Type C loading. 
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In the office adjustments of the capacitance of the terminal loading 
sections, multi-unit paper-insulated condensers are employed. These con­
densers consist of ten different unit-condensers having six different nominal 
capacitance values, the ratio between the highest and lowest being of the 
order of about 30 to 1. Parallel combinations of the individual units are 

Fig. 31-Multi-unit, paper insulated building-out condenser for use in offices. Upper 
views show can cover for terminals of individual condensers removed to permit parallel 
cross connections, to obtain desired total capacitance. Lower view shows the complete 
assembly. The main terminals of the parallel connection of unit condensers appear at the 
left end in close proximity to the studs which are used in fastening the condenser case to 
the office mounting plates. 

selected by measurement to provide the total required building-out capaci­
tance, with the required precision. 

The intermediate and open-wire terminal loading sections make use of 
small wire-wound and small mica condensers in the capacitance building-out 
adjustments. These are usually installed at a cable loading point, placed 
within the sleeve of the loading splice. The wire-wound condensers consist 
of parallel, insulated conductors wound in layer formation around small 
ceramic spools, and impregnated with moisture-resisting compound. Their 
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capacitances are continuously adjustable, by unwinding the outer end of the 
bifilar winding, and trimming off the excess length. The nominal capacitance 

Fig. 32-Building-out condensers designed for installation within carrier loading splice 
sleeves. Upper view: Continuously adjustable, wire-wound condenser. Lower view: 
Non-adjustable, mica insulated condenser in small canvas bag. The upper part of each 
view shows the containers in which the condensers are placed, to protect them from 
moisture penetration and physical injury during the period intervening between manu­
facture and installation. 

values, prior to adjustment, range from 500 mmf to 3000 mm£. In occasional 
:nstances where the total required capacitance cannot be provided by the 
highest-capacitance wire-wound condenser, a non-adjustable mica condenser 
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is used in parallel with a wire-wound condenser. In such combinations, the 
precision capacitance-adjustments are made with the wire-wound condenser. 
The nominal capacitances of the mica condensers range from 500 mmf to 
4500 mmf. 

Prior to the development of these small splice-installation types of build­
ing-out condensers (during the late 1930's), building-out stub cables were 
extensively used in the loading-section capacitance adjustments. Several 
pairs in these stubs were connected in parallel for use with an individual 
main cable pair. By varying the number of parallel pairs, and the length of 

Fig. 33-Solenoidal type non-magnetic core loading coil used for type J carrier loading. 
At right: Internal coil structure and supports; At left: Copper shielding-container, with 
coil inside. This view shows the terminal strip on which the coil terminal clips are mounted, 
and also one of the brackets used in fastening the coil in position in the loading coil cases. 

the stub cable, the necessary wide range of building-out capacitance was 
obtained with the required degree of precision. 

Type J Loading 

Full-Weight Loading Coils: The full-weight loading coils are small sole­
noidal-type, air-core coils having a layer-type winding with a very finely 
stranded conductor, for control of coil resistance at the high "J" frequencies. 
The outside diameter and axial length are 21 inches and 0.5 inch, respec­
tively. To contain the external magnetic field, and control modulation effects 
and intercoil crosstalk that would otherwise result, a relatively large shielding 
container is required. Its over-all diameter is about 51 inches and its axial 
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length about 51 inches'. The container dimensions are such that the small . 
energy losses in the container-material have unobjectionable reactions upon 
the frequency-resistance and inductance characteristics of the coils. 

A comparison of the effective resistance characteristics of representative 
toroidal and solenoidal types of carrier loading coils is of interest at this 
point. 

Referring to table XVIII, the more favorable resistance values of the 
solenoidal coils at 30 kc. and above are due to greater refinements in the 
stranding of the copper conductors. The relatively small coil size, however, 
penalizes the low-frequency resistance; this is tolerable in the Type J 
systems because of the relative unimportance of the voice-frequency circuit. 

Terminal Loading Units: For engineering flexibility in the loading layouts, 
and to minimize the cost of building out the terminal loading sections, two 
different, equally satisfactory, types of compensated loading terminations41 

are provided for use with Type J carrier loading systems. One of these is 
electrically analogous to that used with the 30-kc. and 10-kc. loading sys­
tems, and is theoretically based on the half-coil termination previously 
described. Lower inductance and capacitance elements are used because of 
the much wider carrier frequency-band. The alternative type of loading 
termination is theoretically based on half-section termination. It involves an 
extension of the terminal loading section from half-section to about 0.8 full­
section and the use of a terminal loading unit which employs a fractional-­
weight loading coil (approx. 0.32 full-coil inductance) in series with the 
cable, and which has equal-capacitance condensers connected in parallel 
across each of the two line windings of the fractional coil. 

TABLE XVIII 
EFFECTIVE RESISTANCE DATA-REPRESENTATIVE CARRIER LOADING COILS 

Resistance in ohms per Millihenry at 

Type of Coil Nominal Inductance Specified Frequencies in Kilocycles 
(mh) 

1 10 30 80 140 
-- ------

ToroidaL ................ 4.83 0.48 0.58 1.35 - -
ToroidaL ................ 14.75 0.45 0.76 - - -
Solenoidal ............... 0.85 0.95 0.95 1.1 1.3 2.0 

At the junctions of cable and open wire, the cases which pot the shielded 
terminal units in pairs are mounted on crossarm fixtures in close proximity 
to the bare open wire. In office installations, the loading unit assemblies are 
mounted on individual panels for installation on an equipment bay in close 
proximity to the associated Type J system line filters. 

Building-Out Units: The building::-out apparatus used in conjunction with 
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Type Jloading is radically different from that used with the Types C and B 
loatHng:,lprimarily because it is usually desirable to include series inductance 
along~with shunt capacitance, in proper proportions, because of the relatively 
high:ratio of distributed inductance to distributed capacitance in the disc-

Fig. 34-Building-out units used in electrical adjustments of type J carrier loading 
sections. Upper View: Continuously-adjustable wire wound unit. Prior to adjustment it 
has a distributed shunt capacitance of about 275 mmf, and a series inductance of about 
16.5 microhenrys; Lower View: Single section non-adjustable artificial line, providing a 
shunt capacitance of about 250 mmf (single condenser) and a total series inductance of 
about 15 microhenry (2-coils). This particular unit simulates a length of about 53 ft. of 
disc-insulated cable pair. Other (multi-section) artificial line units simulate longer lengths 
of cable pair. 

insulated cable with which the loading is used (about 1.4 m.h. inductance . 
and O.02S-mf capacitance, per mile). 

Two types of building-out units are required, (1) a continuously adjust­
able, wire-wound unit which is used for making precision adjustments, and 
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(2) a graded series of non-adjustable artificial lines using lumped shunt 
condensers and lumped series inductances, these "lumps" being electrically 
small enough to avoid objectionable "lumpiness" effects. The required 
building-out units are connected in tandem with the loaded cable pair under 
adjustment. 

The adjustable unit consists of a single-layer, bifilar winding on a non­
magnetic spool about 4 inches long and i inch in diameter. The wiring of 
the unit to its two pairs of line terminals is such as to provide a series in­
ductive-aiding connection of its line windings when the unit is serially 
inserted in the cable pair according to plan. The diameter of the spool is 
chosen to provide the desired ratio of inductance to capacitance per bifilar 
turn, taking into account the increase of capacitance of the winding which 
is caused by a wax-dipping process. 

The inductance coils used in the non-adjustable units are very small air­
core solenoids. Their inductances are adjusted (in manufacture) to have the 
correct electrical relations with the associated very small, mica-type, shunt 
condensers. 

The complete building-out adjustment for an individual loading section 
usually involves the use of one or more artificial-line units in tandem with 
an adjustable unit. The adjustments are made in terms of capacitance 
measurements, since this procedure automatically provides the required 
series inductance. Capacitance measurements of the cable pair to be ad­
justed and of preselected non-adjustable units precede the precision adjust­
ment of the wire-wound unit. This latter is accomplished by removing an 
integral number of bifilar turns from the winding, to meet the capacitance 
requirements, after which the shortened winding is reconnected to its main 
line terminals. 

Housing of Huilding-Out Units: For flexibility in installation, the different 
electrical sizes of building-out units are "potted" in individual containers 
of the sam ~ size. These are much too large for installation in the loading 
splice-sleeves. Accordingly, in the cable-type cases for full-weight loading 
coils, and in the open-wire terminal pole cases for terminal loading units, 
space is provided in compartments with removable covers for the installation 
of the cable building-out units. The connections to the main cable circuit 
are made to terminal strips mounted in these compartments. Thus the 
installation of the building-out units can be made after the loading coils and 
loading units have been spliced to the disc-insulated incidental cables. The 
terminal loading units used at office ends of loaded entrance cables also 
include space and wiring provision for the installation of building-out units 
which may be required on the cable side of the terminal loading unit. 
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(V-C) VOICE FREQUENCY PHANTOM LOADING FOR COMBINATION WITH SIDE 

CIRCUIT CARRIER LOADING 

Voice-frequency, impedance-matching, phantom circuit loading is avail­
able for use in coordinated combinations with C4.1, C4.8, and B15 carrier 
loading in situations where the need for improving the phantom circuit 
transmission in an incidental cable warrants the use of loading. This brings 
up a factor not previously mentioned, namely, that the early applications of 
carrier telephone systems made use of the side circuits of open-wire phantom 
groups. This is still the general situation, especially with the short-haul, 
single-channel systems. On the other hand, a substantial fraction of the 
Type C systems installed since the late 1920's, including those that now 
work in the frequency-band below a Type J system, uses open-wire pairs 
that are not arranged for phantom working. 

The phantom loading under consideration is limited to voice-frequency 
operation because of the serious technical difficulties and high costs that 
would be involved in the satisfactory operation of carrier systems simul­
taneously on open-wire side circuits and their associated phantoms, and 
through the incidental cables. 

The phantom group full-weight loading units and terminal loading units, 
which provide the phantom circuit loading, also include carrier loading 
apparatus for the associated side circuits; i.e., the phantom loading appara­
tus is not separately available. Thus, when phantom loading is required, it is 
necessary to engineer and install the loading on a carefully coordinated 
phantom-group basis. 

The "full-coil" inductance of the phantom loading used in association 
with 30-kc. side circuit loading is 12.8 mho and the full loading-section 
capacitance corresponds to that of "E" spacing. Thus its loading designation 
is E12.8, and the complete phantom-group loading designations become 
CE4.1-12.8 and CE4.8-12.8. The corresponding phantom circuit loading for 
use in association with B15 side circuit loading is designated H15, and the 
phantom group loading is designated BH15-15. 

There must be an integral number of side circuit carrier loading sections 
in each voice-frequency phantom loading section. This ratio is 2 to 1 with 
BH loading. With CE loading, it may be 7 or 8 or 9, to 1, depending upon 
the average amount of building-out in the side circuits. This numerical 
variability with CE loading results from the fact that the condensers which 
are used primarily for building out the (carrier) side circuits add negligible 
capacitance to the phantom. An adjustable four-wire type of condenser is 
available for capacitance building-out adjustments of the phantom circuit. 
Depending upon the amount of capacitance building-out used in the carrier 
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side circuits, the average geographical spacing for the full-weight phantom 
loading units ranges from about one mile to nearly 6000 feet. 

The voice-frequency attenuation in the loaded phantom circuits is ap­
preciably lower than that in the associated side circuits. The small trans­
mission impairments which the phantom loading apparatus introduces into 
the associated carrier side circuits are negligible. The voice-frequency 
impedance-matches between the loaded cable phantoms and the (non­
loaded) open-wire phantoms are nearly as good as those obtained with 
voice· frequency phantom group loading. 

An interesting feature of the phantom loading under discussion is that it 
uses a 2-coil scheme, with similar phantom coils in each side circuit at each 
phantom loading point. This scheme is one of several covered by the basic 
phantom loading patent (U. S. No. 980,921; Ja.n. 10, 1911) but was not 
used commercially in the Bell System until the late 1920's when very severe 
side-to-side crosstalk limits became necessary in phantom-group carrier 
installations for the control of high-frequency intersystem crosstalk.· This 
control was strengthened by shielding the two associated phantom loading 
coils from one another. 
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Possible and Probable Future Developments in Communication. * O. E.' 
BUCKLEY!. Franklin Inst. Jl., v. 251, pp. 58-64, Jan., 1951. 

Electrochemical Industry. R. M. BURNS!. Bibliography. Ind. & Engg. 
Cltem., v. 43, pp. 301-304, Feb., 1951. 

Cracking of Stressed Polyethylene; Effect of Chemical Environment. * J. B. 
DE COSTEl, F. S. MAur!, and V. T. WALLDER!. Ind. & Engg. Chem., v. 43, 
pp. 117-121, Jan., 1951. 

ABSTRAcT-In a number of applications for polyethylene, particularly 
cable sheaths and cosmetic containers, it has been found that under certain 
conditions failure of the polyethylene results in a cracking of the plastic. 
Considerable information is available to show that in an unstressed condi­
tion polyethylene is highly resistant to a wide variety of chemical environ­
ments such as alcohols, soaps, and fatty oils. However, when polyethylene 
is exposed to these environments under polyaxial stress it fails by cracking. 

The work described in this paper was undertaken to determine the factors 
involved in polyethylene cracking. A qualitative laboratory test was de­
veloped to evaluate this property and the effect of a variety of organic and 
nonorganic materials was studied. It was found that the higher the molec­
ular weight of a polyethylene the more resistant it becomes to cracking, 
that the degree of crystallinity affects its readiness to crack, and that the 
addition of polyisobutylene or Butyl rubber improves crack resistance. 

This paper shows that useful end products, which are resistant to crack­
ing, can be made from polyethylene. 

Atomic Relationships in the Cubic Twinned State. * W. C. ELLIS! and 
R. G. TREUTING!. References. Jl. Metals, v. 191, pp. 53-55, Jan., 1951. 

ABSTRAcT-The twinned state is characterized by a lattice of coincidence 
sites. Imperfections are required at stable lateral twin interfaces. Twinned 
regions can occur with relative ease in the diamond cubic structure. 

Transitions in Chromium. * M. E. FINE!, E. S. GREINER!, and W. C. 
ELLIS!. References. Jl. Metals, v. 191, pp. 56-58, Jan., 1951. 

ABSTRACT-Discontinuous changes of Young's modulus, internal friction, 
coefficient of expansion, electrical resistivity, and thermoelectric power 
are evidence for a transition in chromium near 37° C. Although the X-ray 

* A reprint of this article may be obtained on request. 
IB.T.L. 
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diffraction pattern gives no clue, a difference between the thermal expan­
sivity and the temperature dependence of the lattice parameter suggests a 
crystallographic change. Young's modulus data disclosed another transition 
near -152° C. 

How to Measure Apparatus Noise. C. H. G. GRAyl. Standardization, 
v. 22, pp. 55-56, Feb., 1951. 

Fluorocarbon Hermetic Seal Design. A. B. HAINESl. Elec. Mfg., v. 47, pp. 
113-115, Jan., 1951. 

ABSTRAcT-Terminal seals using molded trifluorochloroethylene resin 
solves sealing problem in design of miniaturized 400-cycle high-operating­
temperature power transformers. 

Dynamic Shear Properties of Rubberlike Polymers. * 1. L. HOPKINSl. Refer­
ences. A.S.M.E., Trans., v. 73, pp. 195-203; disc. pp. 203-204, Feb., 1951. 

ABSTRACT-A simple apparatus for determining the dynamic properties 
of elastomers in shear at audio frequencies is appraised. Typical values of 
shear modulus and viscosity for several elastomers are given, both at room 
conditions and at 150 F. The frequencies of test range from 100 to 5250 cy­
cles per second, the shear moduli from 0.5 X 106 to 480 X lOG dynes pet 
sq cm and the viscosities from 20 to 75,000 poises. 

Production-Line Frequency Measurements. G. J. KENT2. Electronics, v. 
24, pp. 97-99, Feb., 1951. 

ABSTRAcT-Simplified equipment allows relatively inexperienced per­
sonnel to make extremely accurate measurements of frequencies up to 10 me. 
Entire system is standardized against WWV by simple adjustments while 
frequency measurement is being made. 

Progress in Development of Test Oscillators for Crystal Units. * L. 
F. KOERNERl. I.R.E., Proc., v. 39, pp. 16-26, Jan., 1951. 

ABSTRAcT-Early crystal unit test oscillators as conceived some 20 years 
ago were principally duplicates of the actual equipment in which the crystal 
units were to be utilized, a practice which resulted in a large variety of test 
circuits and procedures for testing. It is now recognized that a knowledge 
of the equivalent electrical elements making up the crystal unit is essential 
to the circuit engineer, and that the older conception of frequency and ac­
tivity, the latter being an attempt to express the quality of a crystal unit 
in terms of a particular oscillator circuit, do not define adequately its char­
acteristics. The equivalent electrical circuit of the crystal unit contains 
essentially a resistance, an inductance, and 2 capacitances, which together 

* A reprint of this article may be obtained on request. 
1 B. T. L. 
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with frequency define the performance of the unit. Crystal units are available 
in the frequency range from about 1,000 cycles to over 100 Mc. Their resist­
ance range may vary from less than 10 ohms to over 150,000 ohms, the 
inductance from a few millihenries to nearly 100,000 henries and the capaci­
tances from about 0.001 uuf to 50 uu£. Modern test oscillators, with fre­
quency and capacitance measuring apparatus as auxiliary equipment, will 
measure these quantities with accuracies sufficient to meet present needs. 
The transmission measuring circuit also is described and is proposed as the 
standard reference circuit for comparison with the test oscillators. 

Local Wire Television Networks.* C. N. NEBELl. Elec. Engg., v. 70, pp. 
130-135, Feb., 1951. 

ABSTRACT-A new local video distribution system has been developed 
which provides equalization and amplification of signals transmitted over 
links between television studios, transmitters, coaxial cables, and micro­
wave networks. The equipment consists of a transmitting terminal, an inter­
mediate repeater with cable equalizers, and a receiving terminal. 

Effect of Heat Treatment. on the Electrical Properties of Germanium. * H. 
C. THEUERER1 and J. H. SCAFF'. Jl. Metals, v. 191, pp. 59-63, Jan., 1951. 

ABSTRACT-Germanium may be reversibly converted from n to p type by 
heat treatment. Data for the conversion and the associated changes in re­
sistivity are' given and the results are interpreted in terms of changes in the 
donor-acceptor balance. 

Aging of Black Neoprene Jackets.* G. N. VACCA!, R. H. ERICKSONt, and 
C. V. LUNDBERGl. References. Ind. & Engg. Chem., v. 43, pp. 443-446, 
Feb., 1951. 

ABSTRACT-Considerable loss in elongation of black neoprene jackets re­
moved from wires which had been in outdoor service for comparatively 
short periods of time raised the question of the life expectancy of such cover­
ings. Information available did not permit estimation of service life and a 
program of testing was undertaken to provide this information. 

Accelerated aging tests corroborated by later field tests indicated that 
early loss of considerable elongation is not indicative of early failure in 
service as loss of elongation levels off and changes much more slowly on 
continued exposure. 

Accelerated aging in air at temperatures up to 1000 C. gave results most 
comparable with outdoor aging as regards loss of elongation. As a result of 
this work, it can be predicted with a good degree of reliability that a black 
neoprene jacket will remain serviceable for periods of the order of 20 years. 

* A reprint of this article may be obtained on request. 
IB.T.L. 
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Choice of Gauge in London's' Approach to the Theory of Superconductivity. 
J. BARDEEN1• Letter to the editor. Phys. R£.v., v. 81, pp. 469-470, Feb. 1, 
1951. 

Ferromagnetism. R. M. BOZORTHI. N. Y., Van Nostrand, 1951. 968 p. 
(Bell Telephone Laboratories Series). 

Community Dial Office Equipment.*A. BURKETTI. Elec. Engg., v. 70, pp. 
231-234, Mar., 1951. 

ABSTRAcT-Equipment for community dial offices which serve small or 
sparsely settled communities is described in this article. The discussion 
covers service features, equipment features, and maintenance facilities. 

Operational Study of a Highway Mobile Telephone System. * L. A. DORFFl. 

Elec. Engg., v. 70, pp. 236-241, Mar:, 1951. 
AnsTRAcT-The problem of interference of nearby stations was one of 

the greatest problems which had to be overcome to permit the satisfactory 
use of mobile telephone service. This article tells of a study made of the 
interference encountered on one highway mobile telephone system and the 
measures made to counteract it. 

A Precision Decade Oscillator for 20 Cycles to 200 Kilocycles. C. 
M. EDWARDS2. I.R.E., Proc., v. 39, pp. 277-278, Mar., 1951. 

The Control Chart as a Tool for Analyzing Experimental Data. * E. B. 
FERRELLI. I.R.E., Proc., v. 39, pp. 132-137, Feb., 1951. 

ABSTRAcT-The statistical methods that have been developed for use in 
quality control are a powerful tool in the interpretation of laboratory ex­
periments where only a small amount of data is available. An understanding 
of these methods also permits more logical planning of experiments and 
improves what we might call "the efficiency of experimentation." One of the 
simplest and most broadly useful of these tools is the control chart. It is easy 
to understand and use and in many cases can take the place of more labori­
ous and complicated methods of analysis. 

Crystalline Magnetic Anisotropy in Zinc Manganese Ferrite. J. K. GALT!, 
W. A. YAGER!, J. P. REMEIKAI, and F. R. MERRITTI. Letter to the editor. 
References. Phys. Rev., v.S1, p. 470, Feb. 1, 1951. 

A Submarine Telephone Cable With Submerged Repeaters.* J. J. GILBERTI. 
Elec. Engg., v. 70, pp. 248-253, Mar., 1951. 

ABSTRAcT-Repeaters designed for long life are incorporated in the cable 
structure and are laid as part of the cable of the recently installed Key 
West-Havana submarine telephone cable system. To eliminate the need for 
servicing the repeaters, the components were designed so that parts would 
not have to be replaced for 20 years or more. 

* A reprint of this article may be obtained on request. 
IB.T.L. 
2W. E. Co. 
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Measurement of Hole Diffusion in lV-Type Germanium. F. S. GOUCHERl. 
Letter to the editor. Phys. Rev., v. 81, p. 475, Feb. 1, 1951. 

Theory and Experiment for a Germanium P-N JU1lction. F. S. GOUCHER l , 

G. L. PEARSON I , M. SPARKS!, G. K. TEALl, and W. SHOCKLEyl. Letter to 
the editor. References. Phys. Rev., v. 81, pp. 637-638, Feb. 15, 1951. 

Gain of Electromagnetic Horns.* W. C. JAKES, JR. l I.R.E., Proc., v. 39, 
160-162, Feb., 1951. 

ABSTRACT-An experimental investigation of the gain of pyramidal elec­
tromagnetic horns is described. For the horns tested it was found that (1) 
the "edge effects" are less than 0.2 db so that the gain of the horns may be 
computed to that accuracy from their physical dimensions and Schelkunoff's 
curves; and (2) for the transmission of power between two horns the ordinary 
transmission formula is valid, provided that the separation distance between 
the horns is measured between the proper reference points on the horns, 
rather than between their apertures. 

A Pulse Method of Determining the Energy Distribution of Secondary Elec­
trons from lnsulators.* K. G. McKAyl. References. Jl. Applied Plzys., v. 
22, pp. 89-94, Jan., 1951. 

ABSTRACT-A novel method is described of determining the energy dis­
trubution of emitted secondaries from an insulator. This is based on an 
analysis of the transient resulting from pulse bombardment. The analysis 
is simplest when leakage through the target is negligible, but the effect of 
leakage is also treated. Space charge limitation of the emitted current is 
assumed to be negligible. 

Some General Properties of Magnetic Amplifiers.* J. M. MANLEyl. Refer­
ences. I.R.E., Proc., v. 39, pp. 242-251, Mar., 1951. 

ABSTRAcT-The magnetic amplifier is discussed in general terms. as a 
carrier system in which there is a modulation gain and a small demodulation 
loss. Relations are given which show how a magnetic modulator may exhibit 
a gain. 

Some results of calculation and measurement on the type of circuit in 
which the modulator output consists of the even harmonics of the carrier 
source for de signal input are given. It is shown that the ratio of dc gain to 
response rise time is a constant depending only on the carrier frequency, the 
losses in the nonlinear core, and its nonlinearity. The conditions for self­
oscillation at the carrier even harmonics are also given. 

Influence of Rotatory Inertia and Shear on Flexural Motions of Isotropic, 
Elastic Plates. R. D. MINDLINl. References. Jl. Applied Mech., v. 18, pp. 
31-38, Mar., 1951. 

* A reprint of this article may be obtained on request. 
1 B. T. L. 
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ABSTRACT-A two-dimensional theory of flexural motions of isotropic, 
elastic plates is deduced from the three-dimensional equations of elasticity. 
The theory includes the effects of rotatory inertia and shear in the same 
manner as Timoshenko's one-dimensional theory of bars. Velocities of 
straight-crested waves are computed and found to agree with those obtained 
from the three-dimensional theory. A uniqueness theorem reveals that 
three edge conditions are required. 

Growth of Germanium Single Crystals Containing P-N Junctions. G. K. 
TEALl, M. SPARKS!, and E. BUEHLER1. Letter to the editor. Phys. Rev., 
v. 81, p. 637, Feb. 15, 1951. 

A Mechanical Determination of Biaxial Residual Stress in Sheet Materials. * 
R. G. TREUTING1 and W. T. READ, JR.] References. Jl. Applied Phys., 
v. 22, pp. 130-134, Feb., 1951. 

ABSTRACT-A method is given for determining the residual stress in a 
sheet material by removing successive uniform layers of material from the 
surface of a test specimen and measuring the resulting curvature. From the 
condition of equilibrium of a free specimen, a stress vs curvature relation 
is derived which holds over the depth to which material has been removed. 
The method applies when the stress is constant in the plane of the specimen 
and varies through the thickness. An experimental technique is described 
which is believed to satisfy the essential requirement that the removal of 
surface layers should not affect the stress in the remaining material, and a 
practical example is given. 

Improved Methods for Measuring Ultrasonic Velocity. * G. W. WILLARDl. 
References. Acoustical Soc. Am., Jl., v. 23, pp. 83-93, Jan., 1951. 

ABSTRAcT-Some improved sound wave interference methods for measur­
ing the 10 : gitudinal and transverse ultrasonic velocity in opaque as well as 
transparent solids may be simply carried out by using the ultrasonic light­
diffraction system (as arranged for making sound beams visible on a screen). 
The sonic unit of the system is arranged to produce two individual traveling­
wave sound beams, by use of two generators or by splitting a single beam. 
Three simple arrangements are described in detail. In Case A one beam 
travels entirely in a reference liquid, while the other beam travels a parallel 
path in an immersed transparent test specimen. In Case B one beam travels 
entirely in a reference liquid, while the other beam travels an adjacent course 
through an immersed, transparent or opaque test prism, and on into the 
liquid at an angle to the first beam. In Case C the two beams are generated 
at the equal edge faces of a transparent or opaque isosceles test prism (only 

* A reprint of this article may be obtained on request. 
1 B. T. L. 
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the base edge face contacting the liquid). The two beams traverse the prism 
to the base, where they are refracted into the test liquid as confluent beams. 

In Cases A and B, simulated interference (by optical integration), and 
in Case C true interference, each give a light and dark band interference 
pattern on the screen, whose band spacing is used in calculating the velocity 
of sound in the test solid. The other required factors are the optical image 
magnification, the frequency of the sound, the angular disposition of the 
one or more acoustic surfaces of the test solid relative to the incident sound 
beams, and in Cases A and B the velocity of sound in the reference medium. 
Other variations of arrangement are suggested. 

Advantages of the improved methods are simple preparation of test speci­
men, directness and simplicity of measurement and calculation, good ac­
curacy, low sonic power requirements. A table of measured velocities (and 
attenuations) in two metals and in numerous plastics and polymers show 
the wide range of materials that may be measured by the new interference 
methods. 

Ferromagnetic Resonance in Various Ferrites. W. E. YAGER!, F. R. 
MERRITT!, and C. GUILLAUD l . Letter to the editor. Phys. Rev., v. 81, pp. 
477-478, Feb. 1, 1951. 

The Study of Size and Shape by Means of Stereoscopic Electron 
Micrography. * C. J. CALBICKl . Photogrm1tmetric Engineering, v. 16, pp. 
695-711, Dec., 1950. 

Electrical Excitation of Nerves in the Skin at A udiojrequencies. * A. B. 
ANDERSON l and W. A. MUNSON l . References. Acoustical Soc. Am., Jl., v. 
23, pp. 155-159, Mar., 1951. 

ABSTRACT-This is a report of results obtained in preliminary tests of 
perception of signals applied directly to the skin in the form of electrical po­
tentials. The lowest signal level that could be felt and the highest level that 
could be applied without extreme discomfort to the observers were deter­
mined for sine wave potentials ranging from 100 to 10,000 cps. The differ­
ence between the lowest and highest levels was about 25 db over 
this frequency range. 

Difference limen measurements for intensity and frequency showed that 
intensity discrimination is not greatly different from what it is for hearing 
but the ear is vastly superior in the matter of frequency discrimination. 

Field Variation of Superconducting Penetration Depth. J. BARDEEN l . Letter 
to the editor. References. Phys. Rev., v. 81, pp. 1070-1071, Mar. 15, 1951. 

Determination of the Effects of Dissipation in the Cochlear Partition by 

* A reprint of this article may be obtained on request. 
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Means of a Network Representing the Basilar Membrane. * B. P. BOGERTl. 
Acoustical Soc. Am., Jl., v. 23, pp. 151-154, Mar., 1951. 

ABSTRAcT-Results are given of measurements made on a 175-section net­
work representing the basilar membrane, which was modified to include the 
effects of dissipation in the cochlear partition. The results show that the 
dynamical theory of the cochlea, when dissipation is considered, is in good 
agreement with experimental evidence. 

A Professional Magnetic-Recording System for Use With 35-, 17!- and 
16-Mm Films. G. Ro CRANE4, J. G. FRAYNE4, and E. W. TEMPLIN4• S.M.P.E., 
Jl., v. 56, pp. 295-309, Mar., 1951. 

ABSTRACT-This paper describes a portable magnetic-recording system 
for producing high-quality sound tract in synchronism with pictures. The 
system has been designed to enable magnetic recording to conform with 
standard motion picture studio operating practices. A number of features 
such as high-speed rewind, interlocked-switching facilities, one basic type of 
amplifier and the use of miniature tubes throughout have been incorporated 
in the system. 

Additional Continuous Sampling Insp,ection Plans. * H. F. DODGEl and 
M. N. TORREyl. Ind. Quality Control, v. 7, pp. 7-12, Mar., 1951. 

The Mobility and Life of Injected Holes and Electrons in Germanium. * 
J. R. HAYNESl and W. SHOCKLEyl. Bibliography. Phys. Rev., v. 81, pp. 
835-843, Mar. 1, 1951. 

ABSTRACT-The mobilities of holes injected into n-type germanium and 
of electrons injected into p-type germanium have been determined by 
measuring transit times between emitter and collector in single crystal rods. 
Strong electric fields in addition to those due to injected current were em­
ployed so that spreading effects due to diffusions were reduced. The mobili­
ties at 3000 K are 1700 cm2/volt-sec for holes and 3600 cm2/volt-sec for 
electrons with an error of probably less than five percent. The value for 
electrons is about 20 percent higher than the best estimates obtained from 
the conventional interpretation of the Hall effect and the difference may be 
due to curved energy band surfaces in the Brillouin zone. Studies of rates 
of decay indicate that recombination of holes and electrons takes place 
largely on the surface of small samples with constants varying from 102 to 
> 104 em/sec for 'special treatments. 

On the Theory of Spin Wm'es in Ferromagnetic Media.* C. HERRINGl and 
C. KITTELl. Bibliography. Phys. Rev., v. 81, pp. 869-880, Mar. 1, 1951. 

ABSTRACT-The theory of spin waves, leading to the Bloch T~ law for the 

* A reprint of this article may be obtained on request. 
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temperature variation of saturation magnetization, is discussed for ferro­
magnetic insulators and metals, with emphasis on its relation to the theory 
of the energy of the Bloch interdomain wall. The analysis indicates that 
spin-wave theory is of more general validity than the Heitler-London-Heisen­
berg model from which it was originally derived. Many properties of spin 
waves of long wavelength can be derived without specialized assumptions, 
by a field-theoretical treatment of the ferromagnetic material as a continuous 
medium in which the densities of the three components of spin are regarded 
as amplitudes of a quantized vector field. As applications, the effects 
of anisotropy energy and magnetic forces are calculated; and it is shown 
that the Holstein-Primakoff result for the field dependence of the saturation 
magnetization can be derived in an elementary manner. An examination 
of the conditions for validity of the field theory indicates that it should be 
valid for insulators, and probably also for metals, independently of any 
simplifying assumptions. The connection with the itinerant elecfron model 
of a metal is discussed; it appears that this model is incomplete in that it 
omits certain spin wave states which can be proved to exist, and that when 
these are included, it will yield both a magnetization reversal proportional 
to T~ and a specific heat proportional to T. Incidental results include some 
insight into the relation between the exchange and Ising models for a two­
dimensional lattice, an upper limit to the effective exchange integral, and a 
treatment of spin waves in rhombic lattices. 

Educational Patterns in U. S. and England. * M. J. KELLyl. Jl. Engg. 
Education, v. 41, pp. 358-361, Mar., 1951. 

A Barium Titanate Transducer Capable of Large Motion at an Ultrasonic 
Frequency. * W. P. MASON] and R. F. WICK1• Acoustical Soc. Am., Jl., v. 
23, pp. 209-214, Mar., 1951. 

ABSTRACT-By using a barium titanate cylinder poled radially a length­
wise motion can be excited in the cylinder whose resonant frequency is con­
trolled by the length of the cylinder. By using a4 percent lead titanate-barium 
titanate combination, stresses up .to 1000 pounds per square inch of cross­
sectional dimension and motions up to 50 parts in 106 times the length of 
the cylinder are available for static or slowly varying voltages of 15,000 volts 
per centimeter along the radial dimension. When such a cylinder is driven 
at its resonant frequency, the maximum strain appears to be limited to 
10-4 by heating considerations if no cooling is used. For a cylinder 12 centi­
meters long, which resonates at 18 kilocycles, this corresponds to a displace­
ment on each end of 3.9 X 10-4 cm~ a particle velocity of 44 cm/sec and 
an acceleration of 5 X 106 cm/sec/sec. All of these quantities can be en-

* A reprint of this article may be obtained on request. 
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hanced by a factor of 10 by soldering a solid brass "horn," tapered exponen­
tial, to the end of the barium titanate cylinder. If the large end of the horn, 
which is soldered to the cylinder, is 10 times the diameter of the small end, 
the horn acts as a transformer to increase the particle motion by a factor of 
10. Hence, a 1.5-mil motion is possible with this combination at 18 kilo­
cycles. This structure has been made the basis of several instruments used for 
testing wear, for measuring magnetic flux, for testing adhesion of films, and 
for boring odd-shaped holes. A feedback amplifier system with a diode 
limiting element is used to keep the amplitude constant. 

Transmission-Line Equivalent of Electronic Traveling-Wave Systems. * W. 
E. MATHEWSl. References. Jl. Applied Phys., v. 22, pp. 310-316, Mar., 
1951. 

ABSTRACT-It is well known that the small-signal behavior of long elec­
tron beams may be analyzed in terms of propagating space-charge waves 
suggesting an equivalence between such beams and longitudinally moving 
transmission lines. This in turn suggests the analysis of such electronic 
devices as the traveling-wave amplifier, double-stream or electron-wave 
amplifier, and multicavity magnetron, in terms of coupled distributed­
parameter transmission lines moving relative to each other. It is shown that 
this approach is equivalent to a rigorous field-theory analysis in certain 
cases of particular interest, and the procedure for calculating the significant 
distributed parameters is indicated. Final results for the idealized helix and 
thin cylindrical electron beam are presented. 

Electronic Music for Four. L. A. MEACHAMl. Electronics, v. 24, pp. 76-79, 
Feb., 1951. 

Thickness-Shear and Flexural Vibrations of Crystal Plates. R. D. MINDLIN l • 

References. Jl. Applied Phys., v. 22, pp. 316-323, Mar., 1951. 
ABSTRACT-The theory of flexural motions of elastic plates, including the 

effects of rotatory inertia and shear, is extended to crystal plates. The 
equations are solved approximately for the case of rectangular plates excited 
by thickness-shear deformation parallel to one edge. Results of computations 
of resonant frequencies of rectangular, AT-cut, quartz plates are shown and 
compared with experimental data. Simple algebraic formulas are obtained 
relating frequency, dimensions, and crystal properties for resonances of 
special interest in design. 

Television Transmission in Local Telephone Exchange Areas. L. W. 
MORRISON l . S.M.P.E., Jl., v. 56, pp. 280-294, Mar., 1951. 

ABSTRAcT-The functions of a video transmission system in a local ex­
change area in providing mobility for the pickup camera and interconnection 

* A reprint of this article may be obtained on request. 
IB.T.L. 
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with the intercity networks are discussed; and an analysis of some of the tele­
vision transmission problems is presented. A description is given of the physi­
cal and electrical characteristics of the various types of cable facilities, the 
video amplifiers, and equalizers now employed; and an example of the 
television transmission performance obtained is included. 

Significance of Composition of Contact Point in Rectifying Junctions on 
Germanium. W. G. PFANNl. Letter to the editor. References. Phys. Rev., 
v. 81, p. 882, Mar. 1, 1951. 

The Characteristics and Some Applications of Varl:stors. * F. R. STANSELl. 
Bibliography. I.R.E., Proc., v. 39, pp. 342-358, Apr., 1951. 

ABSTRACT-Varistors, circuit elements whose resistance is a function of 
the voltage applied, represent one important commercial application of 
semiconductors. They may be divided into two classifications: nonsymmetri­
cal and symmetrical varistors. The first classification includes both metallic 
rectifiers such as copper oxide, selenium, and copper sulfide, and point 
contact rectifiers such as silicon and germanium. The only commercial varis­
tor of the symmetrical class is the silicon carbide varistor, although a sym­
metrical characteristic may be obtained by connecting two nonsymmetrical 
varistors in parallel with proper polarity. 

Each varistor has its volt-ampere characteristic and at each point on this 
characteristic two different values of resistance may be defined, namely 
the dc resistance, defined as the ratio of voltage to current, and the dynamic 
or ac resistance, defined as the ratio of dE to dI. The former is important 
in problems dealing with steady-state dc or large-signal applications, while 
the latter is important when dealing with small applied signals. 

Because of the state of the art, varistors as manufactured commercially 
are less uniform than many other circuit elements and required uniformity 
is often obtained by special selection. Economical use of these elements 
therefore requires the circuit engineer to recognize clearly which of the 
several properties are important in his application and to specify special 
selection for only those properties and to the extent necessary for his ap­
plication. 

Other properties of varistors which may be of importance are capacitance, 
maximum inverse voltage, effect of temperature and frequency on any of 
the other characteristics, long and short time stability, and noise. 

Of the many applications of varistors three are discussed which illustrate 
how different properties may be determining factors in different applications. 
In power rectifiers the limiting factors are those which may physically 
damage the unit, energy dissipated within the varistor, and inverse voltage 

* A reprint of this article may be obtained on request. 
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across the varistor. As a result such items as ventilation, duty cycle, and 
the like, are important. In bridge- and ring-(lattice) type modulators the 
problem of protecting the :varistor against physical breakdown is seldom 
present, but the limiting. factor is the extraneous modulation products 
introduced into the circuit. It is therefore necessary to make detailed analy­
ses of the spectrum of the sum and difference products involved. In the com­
pandor (compressor plus expandor), operating economies are obtained by a 
device which is dependent on the uniformity of the dynamic characteristic 
of the varistor in its forward direction. A selected bibliography is included. 

Japan's Recovery and Telephone Service. H. F. VAN ZANDT3. Telephony, 
v. 140, pp. 15-17, 46, Mar. 24, 1951. 

Growing Quartz Crystals for Military Needs. A. C. WALKERl. Electronics, 
v. 24, pp. 96-99, Apr., 1951. 

ABSTRACT-Perfected technique gives large, perfect crystals in quantities 
that mean eventual independence of Brazilian sources. Quartz scrap, alkaline 
solution and seed plates are sealed into steel bomb by welding, then heated 
to 400 C to develop 15,000 psi for optimum growth. 

Relation between Lattice Vibration and London Theories of Superconduc­
tivity.* J. BARDEEN1• References. Phys. Rev., v. 81, pp. 829-834, Mar. 1, 
1951. 

ABSTRACT-A gas of noninteracting electrons of small effective mass, 
meff, has a large diamagnetic susceptibility. It is shown that the London 
phenomenological equations of superconductivity follow as a limiting case 
when meff is so small that the Landau-Peierls theory yields a susceptibility 
< - 171". Justification is given for the use of an effective mass, ms r-.J 10-4 m, 
for superconducting electrons in the lattice-vibration theory of supercon­
ductivity. This value is sufficiently small to show that the theory gives the 
London equations and, as a consequence, the typical superconducting proper­
ties. The concentration of superconducting electrons, ns , is smaller than the 
total electron concentration, n, by about the same ratio as the effective 
masses, so that ms/TIs r-.J min, and thus the penetration depth is of the same 
order as that given by the usual London expression. 

* A reprint of this article may be obtained on request. 
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