
























































































































































































































































































































T = 13800 K 
T = 1045°K 

v'= 0 5 MINUTES 
V= 6900 5 MINUTES 

i.= 70jLA V = 7100 
V5 ,:SECOND 

NO 
TREATMENT 

L=:70jLA 
1/5 SECOND 

V =7750 

T = 14300 K V = 0 

T=3000 K 
5 MINUTES 

L= 70p.A 
1/5 SECOND 

V=7130 

T = 800° K V = 7380 
3 MINUTES 

T = 8000 K L- 70 JLA V - 8000 
1/5 SECOND 

T= 8000 K V = 0 
3 MINUTES 

T = 300 ° K L - 70 JLA V - 7370 
1/5 SECOND 

T = 14300 K 
T = 800 0 K 
T = 300 0 K 

V=O 
V=O 

L= 70p.A 
1/5 SECOND 

1 MINUTE 
3 MINUTES 

V=7320 

, Fig. ll-Effect of temperature and field on the agitation of clusters and the redistribu­
tion of Ba. At 800 to 1000oK, Ba clusters are violently agitated near 211 and 111 planes 
but relatively stationary near 100 planes. High fields cause Ba to migrate from 111 and 
211 regions to 100 regions. 

931 



932 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1951 

at SOOoK. To get the redistribution effect it is necessary to have both a 
high T and a high V. 

It is fascinating and instructive to watch this redistribution progress 
slowly. To do this we start with a pattern like that in photo e with T = 
3000 K and V = 7370 volts. The clusters are steady everywhere. T is then 
raised to SOOoK and the pattern observed for three to ten minutes. At first 
the clusters in the 110, 211, and 111 regions are in violent agitation while 

TABLE II 
SUMMARY OF ADSORPTION PROPERTIES FOR FIVE PLAKES ON A SIKGLE CRYSTAL 

Plane ................................... 1 110 211 100 111 611 

Clean W 

Approximate !p in volts ........... >4.9 4.S 4.6 4.40 4.2 
Size in A for T = 2400oK ........ 1700 X 1300 400 260 <20 <20 
Size in A for T = 1200oK ........ 1700 X 1100 750 500 75 <20 
Size for large T and F . .......... Changes shape 1300 SOO 400 <20 
oK for W migration, V = o ...... 1050 1050 1200 
oK for W migration V = 9000 .... SOO 800 

Ba on W; (J <1 
-

Size of clusters in A ............. so to 200; median 100 
oK for cluster formation .......... 300 370 300 300 
oK for cluster disappearance ...... 370 420 
oK for Ba migration ............. 370 420 SOO ",,500 ",,600 
oK for evaporation: depends on (J .. 1050 to 1600 

Ba on W; (J >1 

Size of crystallites in A ......... '1 
OK for crystal formation ........ . 
oK for crystal disappearance ..... . 

200 to 600; median 400 1 

300 I 300 
600 600 

1 

300 1 300 
800 800 

the few clusters in the 100 region are stationary. In ten seconds a few more 
clusters appear in the 100 region. \Vhen a new cluster appears it seems to do 
so suddenly. One gets the impression that one cluster pushed a neighboring 
one closer to the 100 plane or that one cluster grew at the expense of material 
from a neighboring one. Gradually as the concentration of clusters in the 
100 region increases, the brightness of this region increases while the bright­
ness in the 110, 211, and 111 regions decreases. A steady state is reached in 
three to five minutes. 
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Heat Dissipation at the Electrodes of a Short Electric Arc 

By L. H. GERMER 

Platinum contacts are brought together 60 times a second, discharging on each 
closure a condenser of 0.01 mf capacity charged to 40 volts. The heat flowing 
along each electrode is calculated from a temperature dilIerence measured by 
thermocouples, and from this is determined the energy dissipated at each con­
tact. If there is no arc on closure, the energy is the same on the two contacts, 
and is small. If there is an arc between the contacts before they touch, about 
58 per cent of its energy is dissipated upon the anode and about 42 per cent 
upon the cathode. The distribution is the same in an arc between clean "inac­
tive" electrodes and in the entirely different kind of arc occurring between car­
bonized "active" electrodes. This information may be significant in developing. 
an understanding of closure arcs which are the sole cause of the erosion of elec­
trical contacts on closure. 

T HIS paper is an account of direct calorimetric measurements of the 
energy dissipated at positive and negative electrodes when they are 

brought together to discharge a condenser. The experiments are called for 
by the fact that the erosion at the closure of electrical contacts is due to 
arcing,! and understanding how the energy of a closure arc is distributed 
between the electrodes is likely to help in developing a comprehensive 
theory of this arc which in turn may aid in the control of contact erosion. 

The experimental method is an adaptation to the present problem of a 
procedure2 used earlier in which crossed wires are separated and brought 
together 60 times per second by means of a magnetic loudspeaker unit, 
each closure discharging a condenser which is recharged after the wires 
have been separated. For the present experiments the two wires are made of 
platinum and are rather heavy, and the flow of heat in each of them is 
measured by a pair of thermocouples. There is a known length of wire 
between the two thermocouples of each pair which are connected in series 
to oppose each other, so that a galvanometer in either circuit will give a 
deflection proportional to the difference in temperature across the wire.:l 

The flow of heat along each wire is calculated from this temperature dif­
ference and the thermal conductivity and dimensions of the wire. After 
making some corrections this gives the amount of energy dissipated upon 
the electrode at each discharge of the condenser. 

The two platinum test wires have diameters of 0.0635 cm and each is 
about 2.2 cm long from its end to the point where it is clamped in a very 

1 L. H. Germer, 11. App. Phys. 22, 955 (1951). 
2 J. J. Lander and L. H. Germer, 11. App. Pltys. 19, 910 (1948), pp. 918-919. 
3 This is the experimental arrangement used by J. J. Lander in measuring heat flow in 

his determinations of Thomson coefficients. Pltys. Rev. 74, 479 (1948), Fig. 3. 
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heavy copper block. The thermocouples are Chromel-Alumel wires of 0.012 
em diameter and one couple of each pair is welded to its platinum wire 2.0 
em from the point where the wire is clamped in its copper block; the other 
couple of the pair is electrically insulated by a glass coating and is buried 
in a deep hole in the block. The electrical contact is made between points of 
the platinum wires a little beyond the welded thermocouples, and opening 
and closing of the circuit is achieved by striking one of the platinum wires 
beyond the point of electrical contact with the insulated armature of a 
speaker unit vibrating at 60 cycles. Each heavy copper block with its plati­
num wire is mounted on a cantilever bar, the end of which can be moved 
hy a screw to permit fine adjustment of the contacts. Adjustment can be 
made also by varying the voltage supplied to the speaker unit. 

In order to minimize thermal disturbances this equipment is mounted 
on a heavy steel base, and the speaker unit, which dissipates about 0.01 
watt during operation, is thermally insulated from the contacts by three 
concentric heavy aluminum covers each in very good thermal contact 
with the steel base. All of this equipment is covered by a silvered bell jar 
of 21 em inside diameter. An aluminum covered Celotex housing surrounds 
the bell jar and the thermocouple galvanometer, except for a small glass 
window for reading the galvanometer. The galvanometer light is turned 
on for only about one second at the time of each reading. The experiments 
are made in a constant temperature room. . 

All of the significant tests consist in measurements of the heat flow along 
the platinum wires when they are brought together 60 times per second 
discharging at each closure a capacity of 10-8 f charged to a potential of 40 
volts. At this potential an arc occurs between clean platinum electrodes if 
the circuit inductance is less than about 10-6 h, but there is no arc if the 
inductance is much higher than this.! If the electrodes are operated in the 
presence of anyone of various organic vapors they become coated with car­
bonaceous material and arcing then occurs at every closure even when the 
inductance is quite high.? Measurements have been carried out under three 
different experimental conditions: (1) clean electrodes with a circuit induc­
tance of 0.05 X 10-6 h and an arc at every closure, (2) clean electrodes with a 
circuit inductance of lOX 10-6 h and no arcing, and (3) electrodes slightly 
carbonized by d-limonene vapor with a circuit inductance of. 10 X 10-6 

h and an arc at every closure. The condition of arcing on every closure, or of 
complete absence of all arcing, was readily determined for each experiment 
by continuous oscilloscopic observation.4 The potential of 40 volts was 
chosen as the highest at which there is never a second arc (in' the reverse 

4 See reference 1, Fig. 1. 
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direction) which would impossibly complicate interpretation of the data. 
Experiments under conditions 3 were carried out with the limonene vapor 
pressure maintained at about the lowest value at which activation can be 
produced (0.06 mm Hg in most experiments). At this low pressure activa­
tion does not develop until the electrodes have been operating for some time, 
but when it develops the open circuit potential after an arc is -5 volts 

30r---r---.---.---.---,---,---,---.---,---, 

-28~~~--~--~~~--~~~--+_--~~~--~ 

-~o-Wr-
-30~ __ ~ __ ~ __ ~ __ ~ __ ~ __ ~ __ ~1~~ I~~~~. 

o 2 4 6 8 10 12 14 16 18 20 
TIME IN MINUTES 

Fig. i-Readings of the galvanometer in series with the thermocouples in the moving 
electrode, when the ,electrode was positive and when it was negative. Electrodes activated 
by vapor of d-limonene at a pressure of 0.06 mm Hg with 60 closures per second and an 
arc at every closure. Condenser of 0.01 mf charged to 40 volts, discharged on each closure 
through an inductance of 10 X 10-611. Galvanometer deflections in mm are transformed 
into ergs per closure by multiplying by 0.510. The experimental points obtained from this 
figure are marked by small arrows on Fig. 2. 

which is also the value reached after arcing in the inactive condition. The 
observance of this open circuit voltage is proof that each arc is an arc in 
platinum vapor,' and not carbon. 

An example 6f data taken upon active (carbonized) electrodes with a 
circuit inductance of 10 X 10-6 h (conditions 3), and an arc at every closure 
ending in an open circuit potential of -5 volts as verified by continuous 
observation of the oscilloscope recording the potential across the contacts, 



936 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1951 

is given in Fig. 1. The ordinates are readings of the galvanometer when it 
was in series with the thermocouples in the moving contact. The circuit for 
charging the condenser to 40 volts prior to each closure was turned on at 4 
minutes with the potential of the moving contact positive. The potential 
was reversed at intervals of 1! minutes and finally turned off at 15 minutes. 
The deflections of 43.9 and 55.1 mm occasioned by the energy dissipated 
at the contact by the discharge of the condenser respectively when the 
contact was negative and when it was positive are translated into tempera­
ture differences of 6.T = 0.1213 and 6.T = 0.1523°C by multiplying by ar{3 
where a = 3.36 X 10-9 amp/mm of the galvanometer deflection, r = 33.7 
ohms circuit resistance, and {3 = 2.44 X 104°C/volt thermocouple sensitiv­
ity. Neglecting for the moment small corrections due to radiation and con­
vection losses, these temperature differences are converted into heat flow 
along the wire of 22.4 and 28.1 ergs per closure by multiplying them by the 
factor B = 184.5 obtained from the dimensions of the wire, the thermal con­
ductivity of platinum k = 0.699 watt/cmoC, and the factor 60 representing 
the number of closures per second. 

The heat flow in one of the wires differs from the heat dissipated by the 
arcs upon that wire because of radiation and convection losses, and because 
the higher temperature of the positive electrode results in some conduc­
tion of heat to the negative electrode at their point of contact. It has been 
found expedient first to obtain data which are intended to be free from the 
last of these three sources of error and then to correct for radiation and con­
vection losses as obtained by calculation. 

The energy in the electrode wires corresponding to the average excess 
temperature of the wires above their surroundings (0.07°C) represents the 
total energy of about 500 arcs. Thus the large scale temperature distribu­
tion in one wire is inappreciably changed during the time the wires are in 
contact after an arc, and the transfer of heat from one to the other can be 
corrected for by making measurements of 6.T across each wire for different 
fractions x of each cycle during which the wires are in contact and extra­
polating the values so obtained to find 6.To for zero time of contact. Data 
of this sort for experimental conditions listed as (1) above are plotted at the 
lower left side of Fig. 2, and for conditions (3) at the lower right side of the 
figure; the 6.To values from these curves are written down~ on the first line 
of Table 1. On the upper half of the figure is plotted the total heat flowing 
along both wires as calculated by multiplying 6.T by the factor B = 184.5 
(not correcting for radiation and, convection losses). 

All the solid circles on Fig. 2 (and Fig. 3 also) represent measurements 
upon the moving electrode, and the open circles measurements upon the 
stationary electrode. Differences between the solid circles and the open 



TABLE I 
HEAT DISSIPATION DATA 

Inactive Electrodes 

(1) (2) 
L = 0.05 X 10-611 L = 10 X 10-611 

Arc at Every Closure No Arcing 

Anode Cathode Anode Cathode 

1. ATo from Fig. 2 ...................... .1513°C .1217°C - -
2. Correction to ATo from Fig. 3 .......... +.0050 - .0050 - -
3. AT 0 corrected for conduction at closure .. .1563 .1167 .0445 .0453 
4. Ergs/closure from ATo ... ............. 28.83 21.53 8.21 8.36 
5. Radiation correction (ergs/closure) ...... 0.12 0.09 0.03 0.03 
6. Convection correction (ergs/closure) .... 1.63 1.23 0.32 0.33 
7. Ergs/closure, final values ............. 30.58 22.85 8.56 8.72 
8. Total ergs/closure .................... 53.43 Wo = 17.28 

-- -

Active Electrodes 

(3) 
L = 10 X 10-6/J 

Arc at Every Closure 

Anode Ca.thode 

. 1587°C . 1188°C 
+.0010 - .0010 

.1597 .1178 
29.48 21. 73 
0.12 0.09 
1. 71 1.19 

w+ = 31.31 w_ = 23.01 
54.32 
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INACTIVE ELECTRODES. 
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Fig. 2-Heat flow data at different values of x, the fraction of the time the electrodes 
are closed. Left hand curves, inactive electrodes, inductance 0.05 X 10-6/1, closing at 3.3 
em/sec. Right hand curves, active electrodes, inductance 10 X 1O-6/i, closing at 2.5 
em/sec. 
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Fig. 3-Data for different velocities at closure, all for x = 0.5. Left hand curves, in­
active electrodes, inductance 0.05 X 1O-6h. Right hand curves, active electrodes, in­
ductance 10 X 1O-6lt. 



HEAT DISSIPATION AT ELECTRODES OF SHORT ELECTRIC ARC 939 

circles are to be attributed to differences between the electrodes, probably 
in the effective mean diameter. For observations in the active condition 
the solid circles of Fig. 2 are consistently higher than the open circles, but 
the opposite is true for measurements upon inactive surfaces. This reversal 
is not significant; it was brought about by an accident which necessitated 
rewelding the thermocouple to the moving electrode after the measure­
ments upon the active surfaces had been completed and before the measure­
ments upon the inactive surfaces. In earlier preliminary tests there was no 
difference of this sort; one must conclude that the welding operation altered 
the moving electrode. (In the case of the plots at the left of Fig. 3 below, 
some of the data were taken before the rewelding operation and some after.) 

The continuous curves drawn on the lower half of Fig. 2 have the ordi­
nates Wex/ B for the positive electrode and fV(l - ex)/ B for the negative, 
where W is the total energy per closure represented by the horizontal lines 
at the top of the figure and ex is the fraction of the energy flowing down the 
positive electrode. (0.5 < ex < 1). The energy lost by the positive to the 
negative electrode by conduction per closure is clearly (Eo - Ex)W. The 
temperature difference between the wires near the point of contact is (W / B) 
(2ex - 1) and, from analogy with the electrical formula for the spreading 
resistance of a circular contact of diameter l, the heat flow from one elec­
trode 'to the other per second is found by multiplying this temperature 
difference by lkx and the heat flow per closure by further dividing by 60. 
Equating the two expressions for heat flow one obtains ex = (60 Beo + lkx)/ 
(60 B + 2lkx). The curves drawn on Fig. 2 have shapes determined by this 
expression with the two parameters eo and 1 chosen to fit the experimental 
points. The resulting values of eo and 1 are: eo = 0.58, 1 = 11 X 10-4 cm 
for the inactive electrodes and eo = 0.57, 1 = 3.3 X 10-4 cm for the active 
electrodes. 

If the area of contact were truly circular and the contacting electrodes 
were crossed cylinders of perfect cross-section, these values of 1 would be 
simply related by elastic theory to the forces F holding the electrodes 
together when they are in contact. The formula5 is 1 = [6FD(1 - v2)/E]1 
where D is the diameter of the wires, E is Young's modulus for platinum 
and v is Poisson's ratio. If we take6 E = 13 X 108 gm/cm2

, the above values 
of 1 correspond respectively to forces of 5 and 0.1 grams weight. No signifi­
cance can, of course, be attached to these values of force other than to ob­
serve that they are not wildly unreasonable. 

The average lapse of time between the end of each arc and contact of 

5 A. E. H. Love, "The Mathematical Th~ory of Elasticity," Cambridge, fourth edition, 
1927, page 197, equation 56. 

6 R. Holm, "Electric Contacts," Hugo Gebers, Stockholm, 1946; p. 389., 
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the electrodes at or near the place where the arc occurred can be calculated 
from the velocity of the moving electrode at contact and the average sepa­
ration of the electrodes when the arc took place. Measurements of this 
separation have been made earlier.7 Rough calculation of the local tempera­
tures of the electrodes near the point of contact, making use of this average 
elapsed time, have shown that when contact is made these local tempera­
tures are still far above the mean temperatures at the ends of the wires 
(perhaps higher by 100 e). The local temperatures reach the mean tem­
peratures in a time which is very short in comparison with 1/60 second, 
and thus the conduction of heat from the positive to the negative electrode 
due to this local high temperature is not corrected for by the extrapolations 
of the curves of Fig. 2. This correction can be made by obtaining AT meas­
urements for different electrode velocities and extrapolating to zero velocity. 
Such data are plotted in Fig. 3. It is obvious that the curves of the lower 
half of this figure must become horizontal as they approach zero velocity, 
but no other theoretical deduction has been made regarding their shapes. 
The differences between the AT values at the velocities of the data of Fig. 2 
and at zero velocity are the required corrections, and these are written 
down on line 2 of Table 1. The correction seems to be small (O.OOl°e), 
or perhaps zero, for the active electrodes (right-hand side of Fig. 3) but 
amounting to about ± 0.005°e for the inactive electrodes (left-hand side). 
That the former should be smaller than the latter is in line with our knowl­
edge that an arc between electrodes which are approaching each other will 
occur when they are farther apart if the electrodes are active than if they 
are inactive.7 

The values of ATo after applying the corrections of line 2 of Table I are 
written down on line 3. On line 3 are given also (columns 2) measured values 
of AT for inactive electrodes in a circuit containing an inductance of 10 X 
10-6 h which completely prevented any arcing. On line 4 are values of the 
energy dissipated upon the electrodes per closure calculated from the ATo 
values of line 3. One must still consider corrections due to radiation and con­
vection losses from the surfaces of the wires and radiation loss from the arc 
itself. These are taken up one at a time in the following paragraphs. 

If the only correction were due to radiation from the surfaces of the warm 
wires, the heat put into the end of a wire per second w would be related to 
ATo by the equation 

w = kWATo/ L + HAATo/3, (1) 

where k is thermal conductivity, w , L and A are respectively the cross­
sectional area, length and surface area of the wire, and H = 4TgUf, the 

7 L. H. Germer, Jl: A pp. Plzys. September 1951, Table I, line 3. (in press) 
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"outer conduction."8 For To = 3000 K and the emissivity € = 0.05 at 
room temperature,9 the second term of this expression reduced to ergs per 
closure has the values listed as "radiation correction" on line 5 of Table I; 
these corrections are negligible. 

The convection loss from a horizontal cylinder of diameter D has been 
givenlO as 0.27A (~T)5/4/Dl/4 in B.T.U. per hour with ~T in OF, D in feet and 
A in square feet. For our system of units this becomes 4180A (~T)5/4/ Dl/4 
ergs/sec. To make the differential equation for heat flow linear this can be 
written approximately 4180A (~To/2)1/4~T / Dl/4, and the heat put into the 
end of the wire per second taking account of convection loss would then be 
given by equation (1) with H = 4180(~To/2D)1/4. The second term of this 
expression reduced to ergs per closure has the values listed as "convection 
correction" on line 6 of the table. 

That the heat lost from the arc itself is quite negligible is clear from 
estimates of the duration of the arc and of its superficial area. The arc 
time is 7r(LC)1/2 which has the. values 0.07 and 1.0 X 10-6 sec respectively 
for the inactive and for the active surfaces. The average area of the arc 
which is effective in radiating is probably a great deal less than the area 
of the pit formed on one of the electrodes 7rd2/4. In some experiments it 
was found11 that d3 = 3.8 X 10-11 cm3/erg. If this estimate of pit diameter 
is right for the present tests, and we take the arc temperature to be the 
boiling point of platinum12 4803°C and the duration of the arc 1 X 10-6 

sec, the radiation loss comes out to be 0.01 erg. This is a gross upper limit. 

REDUCTION OF THE DATA 

Not all of the energy in the charged condenser is dissipated in an arc on 
closure. During the arc some energy is dissipated by current flowing through 
circuit resistance, including spreading resistance in the electrodes at the site 
of the arc, and after the arc is over all of the remaining energy is so dissi­
pated. We need to sort out the amounts of energy which are spent in these 
different ways in order to make a careful analysis of the data represented 
by the numbers on lines 7 and 8 of Table 1. 

The total energy is eo = CV5/2 where C = 10-8 f and Vo = 40 volts in all 
of the experiments of this paper (eo = 80 ergs). The energy dissipated in an 
arc is ea = C(Vo - V1)v, where VI = -5 volts is the potential across the 

8 H. S. Carslaw and J. C. Jaeger, "Conduction of Heat on Solids," Oxford, 1948, equa­
tion (6), p 119. 

9 This low value seems to be well established. See the paper by A. G. Worthing in a 
book "Temperature," Reinhold Pub. Co., 1941, Fig. 7 on p. 1175. 

10 W. H. McAdams, "Heat Transmission," McGraw-Hill, 1942, equations (13a) and 
(19), pp. 240-241. 

11 L. H. Germer and F. E. Haworth, Jl. App. Phys. 20,1085 (1949), Fig. 5 on page 1088. 
12 Reference 2, Table II on page 914. 
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open electrodes when the arc is over and v = 15 (for platinum)1:; is the arc 
voltage assumed to be strictly constant during the life of each arc which is 
very closely true. The energy left in the circuit after an arc is over is CVi!2. 
The total energy dissipated in the circuit is C[VU2 - (Vo - VI)v - Vi!2] 
during the arc, plus CVU2 afterwards. '\Then closure occurs without an 
arc (conditions 2) the total initial energy CV~/2 is dissipated in the cir­
cuit. Some of the circuit energy appears in the electrode wires and is meas­
ured, as shown by the numbers of lines 7 and 8 of columns 2. It can probably 
be safely as~umed that the fraction of the circuit energy which appears in 
the electrode wires is the same whether or not there is an arc. With this 
assumption, and knowledge of VI and v, we can use the data of columns 2 
and 3 to calculate two parameters, '17, the fraction of the circuit energy 
which appears in the electrode wires, and 0, the fraction of the arc energy 
which is dissipated upon the positive electrode for the active condition. 
The data of columns 1 are not to be used with those of columns 2 and 3 
because of a different electrical circuit and in consequence a different (and 
no doubt larger) value of '17. 

Quantities of interest are defined here: 
total energy eo = CV:/2 
arc energyea = C(Vo - VI)~I 

energy which is measured I arc, ea. + rJ(eo - ea) 
(true value) I no arc, rJeo 

factor by which all energy measurements are in 
error (i.e., experimental error) ~ 

fraction of arc energy at positive electrode e 
values obtained I arc, positive electrode, w+ 

by measurement I arc, negative electrode, w_ 
I no arc, total energy, Wo 

From the way these definitions have been given it is clear that 

Wo = ~rJeo 
w+ + w_ = Hea + rJ(eo - ea)] 

w+ = ~[eae + (eo - eah/2] 

These equations yield 

~ = r (w+ + w_)eo - (eo - e(.)woJ/ eoea 
'17 = woea/[(w+ + w_)eo - (eo - ea)wo] 
e = [2w+ - (eo - ea)~rJJ/2~ea. 

The known numerical values of C, Vo, VI and v give, in ergs, eo = 80, ea = 
67.5, circuit energy dissipated during an arc = 11.25, circuit energy dis-

13 Reference 1, Table II, page 957. 
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sipated after an arc = 1.25. We identify w+ and w_ with the numbers so 
designa ted in Table 1. When the value of Wo is taken from the table we im­
plicitly assume that the electrical spreading resistance at the contact is so 
much larger than the rest of the resistance of the electrode wires that sub­
stantially all of the heat Wo is generated in the spreading resistance and not 
along the wires. With this assumption we obtain, 

~ = 0.765 
1J = 0.282 
() = 0.580. 

The final result of the experiment is represented by the number () = .58 
which means that a metal vapor arc between activated platinum electrodes dis­
sipates 58 per cent of its energy upon the positive electrode and 42 per cent 
upon the negative electrode. This result" differs only slightly from w+/ (w+ + 
w_) = 0.577, the difference being the correction due to resistive heat de­
veloped equally in the two electrodes. For the inactive electrodes we ob­
tain w+/ (w+ + w_) = 0.572 which is in close agreement, and it too must 
differ only slightly from the value which would be obtained if data were 
available for making the correction due to resistive heat. 

RELIABILITY OF RESULTS 

The fact that the experiments account for only 1J = 0.765 of the total 
energy need "not be disturbing. It seems most likely that an inaccurate 
value for the thermal conductivity of the platinum wires and imperfect 
geometry of the wires account for this. The low resistance of the thermo­
couple circuits does not affect the indications of temperature difference 
which they give. 

The large corrections of line 2 in columns 1 are highly uncertain as one 
sees readily by inspection of the corresponding curves of Fig. 3. If these 
corrections were taken to be zero one would obtain () = 0.556. It certainly 
seems unlikely that () for inactive platinum electrodes can be less than this 
value. 

INTERPRETATION 

There are previous observations upon closure arcs between inactive elec­
trodes which must be correlated with the results of these measurements 
There are no corresponding earlier data upon active electrodes. 

A single closure arc between inactive platinum electrodes produces a 
pit on the positive electrode having a volume which is comparable with 
that to be expected if all of the energy of the arc is dissipated upon that 
electrode and is used there in melting and vaporizing metal with all of the 
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molten metal blown out from the arc crater by the pressure of metal vapor.14 
The metal from the' crater is deposited in a rim about it and upon the 
negative electrode. There is considerable roughening of the negative elec­
trode but none of its metal has been found upon the anode. This roughen­
ing indicates, no doubt, that a small fraction of the energy is dissipated 
directly upon the cathode. Estimates of the amount of metal transferred 
from positive to negative, made after many thousands of closure arcs, have 
shown that about 1 per cent of the metal from an anode crater reaches the 
cathode. Microscopic examination of the surfaces after a single arc reveals 
that the transferred metal upon the cathode seems to be much greater in 
amount than the 1 per cent found after many arcs. There is thus a distinct 
disagreement between the results of transfer measurements after many 
arcs and what one sees upon the surface of the cathode after a single arc. 

Measurements of the present paper could be accounted for by assuming 
that most of the energy of a closure arc is dissipated upon the anode in 
melting and boiling metal, and that the energy is then located in this dis­
placed metal with 58 per cent of it finally freezing on the anode and 42 per 
cent on the cathode. This tentative conclusion agrees with microscopic ob­
servations upon the electrodes after a single closure arc but is in sharp 
disagreement with the results of measurements of transfer of metal resulting 
from many arcs. 

At the time this paper is being written it is felt that more penetrating 
experiments are called for, and in particular transfer measurements upon 
both active and inactive surfaces under experimental conditions which are 
better controlled than any which have been made previously. 

14 L. H. Germer and F. E. Haworth, Pltys. Rev. 73, 1121 (1948) and Reference 11, Figs. 
Sand 6. 



Detwinning Ferroelectric Crystals 

By ELIZABETH A. WOOD 

Unstrained single crystals of barium titanate can be detwinned under the 
influence of an electric field at elevated temperature, but strained crystals can­
not. It seems probable that this is also true of crystals in a polycrystalline body 
such as a ceramic. 

EACH of the ferroelectricl crystals so far discovered has a structure 
which closely approaches a more symmetrical structure into which it 

transforms at the Curie temperature. In all of them, the deviation from the 
more symmetrical structure is so slight (Table I) that the application of 
mechanical stress or electric field can produce a shift from one orientation 
of the lower symmetry structure to another. Since, in crystals grown from 
the melt, such as barium titanate, inhomogeneous mechanical stresses re­
sulting from inhomogeneous cooling or differential thermal contraction of 
the surrounding flux material are present in the crystals as they pass through 
the Curie temperature, these crystals commonly comprise regions of two or 
more orientations of the lower-symmetry structure, symmetrically related. 
They are, in other words, twinned. 

In this condition the electrically polar direction differs in orientation from 
one individual of the twin to another2. Since it is frequently desirable to 
have the polar direction oriented uniformly throughout the crystal, it is of 
interest to determine under what conditions this state can be achieved. It 
is not possible in all crystals. 

The discussion in this paper will be confined to barium titanate because 
more experimental data are available for this crystal, but it is probable that 
similar considerations are applicable to the other ferroelectric crystals. 

The process of causing the polar axis in a ferroelectric crystal to have the 
same orientation throughout the crystal has been called "poling." It is the 
process of de twinning the crystal. As C. J. Davisson and others pointed out 
in connection with the problem of de twinning quartz crystals during World 
War II, if the crystal is subjected to a stress which will be lessened if the 
"misoriented" regions change to the desired orientation and if the activa­
tion energy of the change is not too great, the crystal will be detwinned. 

1 Ferroelectric crystals are those crystals which exhibit, with respect to an electric 
field, most of the phenomena exhibited by ferromagnetic crystals with respect to a mag­
netic field, such as spontaneous polarization, domain structure, hysteresis of response to 
an alternating field and a Curie temperature above which these unusual characteristics 
are not present. . 

2 By the ferromagnetic analogy each twin individual is called a ferroelectric "domain." 

945 
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Substance 

Barium titanate 

Potassium 
niobate 

Rochelle Salt 

Potassium dihy­
drogen phos­
phate 

TABLE I 

Stable Structure at lower 
temperature 

Tetragonal 
c = 4.04, a = 4.00 

Orthorhombic 
a = 5.70, b = 5.74, 

c = 3.98 equiva­
len t to special case 
of monoclinic in 
which a = c = 
4.04, b = 3.98, 
(3 = 90°, 20' ± 5' 

Monoclinic 

Orthorhombic 

Closely allied more sym­
metrical structure and 
the Curie Temperature 
above which it is the 

stable structure 

Cubic, ao = 4.00 
To = ca. 120°C 

Cubic, ao = 4.04 
To = ca. 435°C 

Orthorhombic 
To = ca. 24°C 

Tetragonal 
To = ca. -152°C 

Difference 

1 % of the length 0 

the c axis 

1.5% of the length 0 

the c axis + a shea 
angle of about 20' 

~ shear angle of about 
3' 

Small shear 

Fig. i-A. Crystal a as received from the melt. Edges at 45° to polarization direc­
tions of crossed nicols. Dimensions of surface: .2 x .2 mm. 

B. Crystal b as received from the melt. Edges at 45° to polarization directions of 
crossed nicols. Dimensions of surface: .15 x .2 mm. 

With barium titanate as with quartz, the activation energy of this change 
can be reduced to zero by heating the crystal through a polymorphic transi­
tion above which its symmetry is such that the twinning can no longer 
exist. It is then cooled through t:he transition under the influence of the 
applied stress which favors one of the possible twin-orientations. 
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SINGLE-CRYSTAL EXPERIMENTS 

Parts A and B of Fig. 1 are photomicrographs of barium titanate crystals, 
both grown from the same melt by B. T. Matthias. The composition of 
the melt was 26 grams BaC03 , 6.S grams Ti02 , SO grams BaCh, and the 
method followed was that described by Matthias in 19483• Each of the 
crystals shows several domains and some inhomogeneous strain as indicated 
by birefringence evident between crossed nicols when the crystal is at the 
extinction position, Fig. 2, A and B, i.e. when its edges are parallel to 
the polarization directions in the polarizer and analyzer. An unstrained 
crystal in this position appears black between crossed nicols. 

Fig 2-A. Same as Fig. lA, but at extinction position. 
B. Same as Fig. lB, but at extinction position. 

OPTICAL EVIDENCE OF THE EFFECT OF A HIGH FIELD 

However, crystal a can be made to assume essentially a single orientation 
throughout by the application of a high field at elevated temperature as 
shown in Fig. 3A, but the same treatment applied to crystal b results only 
in the formation of a large number of domains, as shown in Fig. 3B. A 
field of 16000 volts per cm. was applied across each crystal at 12SoC. and 
continued until the crystal had· cooled to less than SO°C. Parts A and B of 
Fig. 4 are the extinction-position photographs corresponding to Parts A 
and B of Fig. 3. 

X-RAY EVIDENCE OF INHOMOGENEOUS STRAIN 

The reason for the difference in behavior of the·two crystals is suggested 
by their back-reflection Laue photographs. Parts A and B of Fig. S are Laue 

3 Matthias, B. T., Phys. Rev. 73, 808-9, 1948. 
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photographs taken before the attempt was made to pole the crystals. 
Whereas a Laue photograph of a perfect single crystal would show a pat­
tern of single spots, crystal a shows a pattern of groups of spots joined by 

Fig. 3-A. Crystal a after the application of a high fielu at elevateu temperature. 
Edges at 45° to polarization directions of crossed nicols 

B. Crystal b after application of a high field at elevated temperature. Edges at 45° 
to polarization directions of crossed nicols. 

Fig.4-A. Same as Fig. 3A, but at extinction position. 
B. Same as Fig. 3B, but at extinction position. 

fainter streaks and crystal b shows a pattern of short streaks. In both cases, 
the streaks indicate crystal material of continuously varying orientation, 
but in the case of crystal a it is transitional in orientation between two or 



Fig. 5-Laue photographs of the two crystals before treatment. The sy·mmetrical half 
of each photograph has been removed to facilitate close comparison. A: from crystal a; 
B: from crystal b. 

949 
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more twin-related orientations and is probably twin-boundary material, 
whereas crystal b is a bent crystal. 

The evidence for this interpretation lies in the facts that (1) the streaks 
in Fig. SA converge at the reflections from the various (101) planes which 
are twin planes, whereas those in Fig. 5B do not; (2) the streaks in Fig. 5B 
show only that variation in length which is due to the use of a flat film 
whereas those in Fig. SA show greater variation; and, finally, (3) the 
streaks in Fig. 5B are of nearly uniform intensity throughout, whereas 
those in Fig. SA are faint streaks between strong end points. These three 
points are discussed in the following section. 

DISTINCTION BETWEEN TWIN-BOUNDARY AND OTHER INHOMOGENEOUS 

STRAINS IN CRYSTALS 

The spots on a back-reflection Laue photograph may be considered as 
the intersections of the film with normals to atomic planes in the crystal, 
modified by a non-linear scale factor. The position of any spot is inde­
pendent of the wave-length of the x-rays producing it and dependent only 
on the orientation of the reflecting plane. 

When the x-ray beam falls on a twin boundary two families of twin­
related spots appear on the film. In barium titanate twin-related spots from 
equivalent planes are close to each other. If the two spots of such a pair are 
joined by a line these lines will all converge toward the spot from the (101) 
plane which is the twin plane, the plane across which reflection of the struc­
ture would produce the twin configuration. (See Fig. 6, a back-reflection 
Laue photograph of a barium titanate crystal with only 2 twin-related 
orientations.) That this must be so will be clear from Fig. 7. With the 
exception of the twinning plane the planes in this figure represent zonal 
planes, planes containing two or more atomic-plane normals. The zonal 
planes on the two sides of the twin plane represent the zonal plane orienta­
tions in the two parts of the twin. The only zonal plane directions common 
to both parts of the twin are those normal to the twin plane since these are 
the only directions not changed by reflection across the twinning plane. 
The one direction common to all these unchanged zonal planes is the nor­
mal to the twin plane. Thus the zonal arcs on the plane photograph which 
are common to spots from both parts of the twin intersect in the reflection 
from the twin plane. 

Referring now to Parts A and B of Fig. 5, we see that the streaks in Fig. SA 
lie along the zonal arcs common to both parts of any given twin pair and 
are intermediate between the spots of the twin pair. They are therefore 
reflections from material transitional in orientation between the two twin 
orientations. The streaks in Fig. 5B, however, do not converge toward a 
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(101) plane-normal, but rather, when the non-linear scale factor has been 
taken into account, are all normal to the (100) axis which lies parallel to 
the film in a top-to-bottom direction. They therefore come from crystal 
planes bent around this axis of a twinned barium titanate crystal. 

Fig. 6-Laue photograph of a barium titanate crystal with only two twin-related 
orientations. 

A section through the reciprocal lattice of a twinned barium titanate 
crystal is shown in Fig. SA: that of a bent crystal, in SB. In the reciprocal 
lattice of a tetragonal crystal the direction of each point from the origin is 
the sa~e as the direction of the normal to the set of planes it represents 
and the distance of each point from the origin is proportional to the recip­
rocal of their interplanar spacing. Since the back reflection Laue photograph 
shows only orientations of the atomic planes it may be thought of as a 
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shadowgraph of the reciprocal lattice, illuminated by a point source of 
light at the origin, as indicated by the dashed lines in Figs. SA and SB. 

TWINNING 
PLANE " 

'\ 

~~Jr' 
~ /1 

NORMAL TO 
TWINNING PLANE 

Fig. 7-Diagram of zonal relations between the two parts of a twinned crystal. 

o 

FILM 

(a) (b) 

Fig. 8-A. Section of the reciprocal lattice of a twinned crystal and its Laue photo-
graph. . 

B. Section of the reciprocal lattice of a strained crystal and its Laue photograph. 

From these figures the second point of difference between Laue photo­
graphs SA and 5B becomes clear, namely, that in the case of the bent 
crystal viewed normal to the bending axis the streaks appear rather uni­
form in length, wheroos the streaks from the inter-twin oriented material 
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Fig. 9-Laue photographs of the two crystals after treatment, paired as in Fig. 5. 
A: from crystal a; B: from crystal b. 
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diminish in length as they approach the twin-plane normal. This is perhaps 
more obvious in Fig. 6 where only one pair of twins is shown. 

Finally, the streaks from bent crystals are more uniform in intensity 
than those with intertwin-oriented material, but if the bending were non­
uniform or the intertwin material more abundant this might not be so. 

X-RAY EVIDENCE OF EFFECT OF HIGH FIELD 

The Laue photograph of crystal a, taken after the poling process had 
caused it to become a single untwinned crystal, Figs. 3A and 4A, is 
shown in Fig. 9A. It shows a pattern of single spots. The absence of 
streaks agrees with the paucity of birefringent regions in Fig. 4A in indi­
cating very little inhomogeneous strain in the crystal. 

The Laue photograph of crystal b, taken after the poling attempt had 
produced only a regular multiple-twin pattern in it, Figs. 3B and 4B, is 
shown in Fig. 9B. The inhomogeneous strain has not disappeared, as 
indicated also by the birefringent regions in the photograph of Fig. 4B. 

SUMMARY OF RESULTS OF SINGLE-CRYSTAL EXPERIMENTS 

From the experiments" described above it is concluded that barium­
titanate crystals with only twin-boundary strain can, under the influence 
of a high field at elevated temperatures, be caused to have a single crystal­
lographic orientation whereas barium titanate crystals otherwise strained 
cannot. 

ApPLICATION TO BARIUM TITANATE CERAMICS 

Single crystals of barium titanate large enough for practical applications 
have not yet been grown. Therefore all practical applications using barium 
titanate have so far used it in the ceramic form. 

Ceramics have been made for two different applications: condensers and 
electromechanical transducers. For the first, the maximum electrical po­
larizability for a given applied electric field is desired, since this results in 
a high dielectric constant. For the second application, however, it is desira­
ble to have a ceramic which will deform mechanically in an electric field 
according to its own polarity. With this end in view, ceramics intended for 
electromechanical transducers have been poled by being subjected to a high 
field (roughly 15000 v/cm.) as they were cooled through the Curie tempera­
ture to room temperature. 

In a series of unpublished experiments W. P. Mason and R. F. Wick of 
the Bell Laboratories have found that certain barium titanate ceramics, 
when poled in this way, retain their polarization in spite of high reverse 
fields (l to -i the poling fields), i.e. require a high coercive force to change 
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the direction of their polarization. Such ceramics can be used in piezo­
electric devices with high alternating fields without "depolarization" and 
can therefore achieve electro-mechanical coupling at higher power levels 
than ceramics that do not retain their polarization under the influence of 
a reverse field~ Only a small proportion of ceramic specimens could be poled 
in this way and the factor common to these has not yet been ascertained. 

In the light of the single-crystal experiments reported in this paper, it 
seems apparent that ceramics composed of inhomogeneously strained crys­
tals (excluding twin-boundary strain) could not be poled. Three ceramic 
specimens whose poling history was known were available. Of these only 
one could be poled. X-ray diffraction photographs of the two unpolable 
ceramics showed streaked reflections from the individual grains, indicating 
strain. The grain-size of the polable specimen was much smaller, so small 
that reflections from individual grains could not be identified. 

It is anticipated that ceramics for different uses should be differently 
fired and perhaps even differently composed as well as subjected to different 
electrical treatment subsequent to their formation. 



Longitudinal Modes of Elastic Waves in Isotropic Cylinders 
and Slabs 

By A. N. HOLDEN 

The general properties of the longitudinal modes in cylinders and slabs are de­
veloped with the aid of the close formal analogy between the dispersion equations 
for the two cases. 

1. INTRODUCTION 

T HE classical. exact treatments of the modes of propagation of elastic 
waves in isotropic media having stress-free surfaces but extending 

indefinitely in at least one dimension are those of Rayleigh l for semi­
infinite media bounded by one plane, of Lamb2 for slabs bounded by two 
parallel planes, and of Pochhammer for solid cylinders. Rayleigh showed 
that a wave could be propagated without attenuation parallel to the sur­
face, in which the displacement amplitude of the medium decreased expo­
nentially with distance from the surface, at a velocity independent of fre­
quency and somewhat lower than that of either the plane longitudinal or 
plane transverse waves in the infinite medium. Such "Rayleigh surface 
waves" have received application in earthquake theory. 

For slabs or cylinders the treatments lead to a transcendental secular 
equation, establishing a relation (the "geometrical dispersion") between the 
frequency and the phase velocity, which for some time received onlyasymp­
totic application in justifying simpler approximate treatments. The past 
decade, however, has seen a revival of interest in the exact results4• 5 stimu­
lated by experimental application of ultrasonic techniques to rods6, 9 and 
slabs,7 by the use of rods and the like as acoustic transmission media, and 
perhaps by curiosity as to what qualitative correspondence may exist be­
tween such waves and the more intensively studied electromagnetic waves 
in wave guides. That this correspondence might not be close could be antici­
pated by observing that an attempt to build up modes by the superposition 
of plane waves in the medium reflected from boundaries would encounter 
an essential difference between the two cases: the elastic medium supports 
plane waves of two types (longitudinal and transverse) with different veloc­
ities, and reflection from a boundary transforms a wave of either type into 
a mixture of both. 

On grounds both formal and physical it may be expected that solutions 
to the equations of small motion of the medium with a stress-free cylindrical 
boundary can be found with any integral number of diametral nodes of the 

956 
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component of displacement along the rod, as well as for the "torsional" 
modes in which there is no displacement along the rod whatever. The clas­
sical results are for no such nodes, the "longitudinal" (or "elongational") 
modes, and for one such node, 'the "flexural" modes. The secular equation 
for modes with any number of such nodes has been exhibited by Hudson.5 

For anyone of these types of mode, it may be expected that the secular 
equation will define a many-branched relation* between frequency and 
phase velocity, and that a different number of interior cylindrical nodal 
surfaces for the displacement components might be associated with each 
branch. Apart from the relatively simple torsional modes, the only branches 
whose properties have been intensively studied are the lowest branch of 
the 10ngitudinal4 and the lowest of the flexural5 modes, because they (and 
the lowest torsional branch) are the only ones extending to zero frequency, 
the others exhibiting "cut-off" frequencies at which their phase velocities 
become infinite and below which they are rapidly attenuated as they prog­
ress through the medium. 

Three qualitative results of these studies are of especial interest. In the 
first place, with increasing frequency the phase velocity in the lowest lon­
gitudinal and flexural branches approaches the velocity of the Rayleigh 
surface wave, and the disturbance becomes increasingly confined to the 
surface of the cylinder. In the second place, the dispersion is not monotonic 
as it is in the electromagnetic case: the phase velocity exhibits a minimum 
in the lowest longitudinal branch4 and a maximum in the lowest flexural 
branch5 with varying frequency. Finally, in the lowest longitudinal branch 
at least, the cylindrical nodes of the displacement components vary not only 
in radius but even in number with the frequency.4 

The last result suggests that it would be difficult in practice to drive a 
cylindrical rod in that pure mode represented by its lowest longitudinal· 
branch over any extended frequency range, since it is difficult to visualize 
a driving mechanism having suitable nodal properties. Longitudinal drivers 
which can be readily constructed may be expected to deliver energy to all 
longitudinal branches, in proportions varying with frequency. How satis­
factory such a transmission device could be would depend importantly on 
how much the phase velocities at anyone frequency differed from branch 
to branch. 

This paper sketches the behavior of the higher longitudinal branches. 
That behavior could, of course, be determined exactly; Hudson5 has shown 
how the calculation of the roots of the secular equations can be facilitated, 

* This is true in particular of the flexural type of mode, and in his otherwise excellent 
treatment of flexure Hudson's statement to the contrary must be disregarded. Recent 
writings in this field have tended to distinguish as "branches" what in allied problems 
are commonly called "modes". 



958 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1951 

and Hueter9 has used graphical methods. The alternative adopted here is 
a semi-quantitative treatment, assisted by extensive reference to the be­
havior of longitudi.nal waves in slabs, * for which the secular equation is 
simpler and closely analogous. The analogy in the case of flexural modes is 
considerably less close and will not be discussed. 

The general consequences of the inquiry are that the higher longitudinal 
branches have phase velocities which are not necessarily monotonic func­
tions of frequency. With increasing frequency, however, those velocities all 
approach that of the plane transverse wave, ** not that of the Rayleigh sur­
face wave (nor that of the plane longitudinal wave, as some investigators 
had guessed), a fact reflected perhaps in the experimental observation that 
driving a rod transversely usually provides purer transmission than driving it 
longitudinally. t Variation of nodal cylinders in location and number with 
frequency persists in the higher branches. 

2. THE SLAB 

The slab extends to infinity in the y, z plane and has a thickness 2a in the 
x-direction. The displacements of its parts in the x, y, z directions are u, v, 
w. Its material has density p and Lame elastic constants A and p., so that 
its longitudinal wave velocity is vi (2p. + A)/ p and its transvers~ wave veloc­
ity is vi p./ p. That J.t should be positive is a stability requirement of ener­
getics; A will also be taken as positive since no material with negative A is 
known. 

The equations of small motion are, in vec~or form, 

a2 

(2p. + A) grad div (u, v, w) - p. curl curl (u, v, w) = p at
2 

(u, v, w). 

Solutions representing longitudinal waves propagated in the z direc~ion can 
be of the form 

u = U ei(wt+'yz) , v = 0, 

where U is an odd function, and W an even function, of x alone, w is the 
frequency in radians per second, and 'Y = w/ c where c is the phase velocity. 
Solutions independent of yare chosen here because they provide the simplest 
analogues to the case of the cylinder. Substitution shows that U = Aeikx, 

.* I am indebted to Dr. W. Shockley for the suggestion that this behavior might dis­
playa close enough analogy to that of the cylinder to provide insight; the work of Morse 
bears out the analogy. 

** The fact is noted by Bancroft. 
t Private communication from H. J. McSkimin. 
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W = BeikX
, is a solution (where A and B are constants measuring 'the am­

plitude), if either 

or 

2 

(i) k~ = P+w --/ and 'Y Al = kIBI , 
2p. X 

2 

(ii) k~ = pW - -/ and k2A2 = -'YB2' 
I-" 

When solutions of both types are so superposed as to make U odd and W 
even 

U = iAl sin k1x + iA2 sin k2x, 

'Y k2 
W = Al k- cos k1x - A2 - cos k2x. 

1 'Y 

The normal and tangential stresses on planes perpendicular to x are 

x x = (21-" + X) au + X (av + aw), 
ax ay az (

av au) 
Xy = I-" ax + ay , 

Xs = p. (au + aw) 
az ax 

(1) 

(2) 

and the requirement that they vanish at x = ±a leads to the boundary 
conditions 

Al (X'Y2 + (21-" + X)ki) cos kia + 2A21-"kIk2 cos k2a = 0, 

2AI 'Y2 sin kl a + A2C'Y2 - k~) sin k2 a = 0, 

the vanishing of whose eliminant with regard to A 1 and A 2 is the secular 
, equation. Although in principle that equation e3tablishes a relation be­

tween'Y and w, it is more conveniently examined when expressed in terms 
of a == k1a and [3 == k2a, which are quadratically related to wand 'Y by (i) 
and (ii). In those terms it becomes 

(X[32 + (2p. + X)cr)2 cos a sin [3 

+ 4CJ..t + X)a[3CJ..t[32 - (2p.+ X)a2) sin a cos [3 = 0. 
(3) 

The physically interesting quantities can be expressed in terms of a ar.d 
[3, with the aid of (i) and (ii). Thus 

2 _ 1-"(21-" + X) ([32 _ 2) and (4) 
pw - a2(1-" + X) a , 

-/ = p.[32 - (21-" + X)a
2 

(5) 
a2(1-" + X) 
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Hence, denoting 1 :::: {J/ a, the phase velocity c :::: wi'y is given by 

pc2 = J.I.(2J.1. + "A)(l2 - 1) == E (6) 
J.l.12 - (2J.1. + "A) , 

where E is an "effective stiffness", a function of the elastic constants 
and 1. 

Since {J = 0 is a trivial root of equation (3), it can be divided by {J, and 
the expression on the left then becomes even in both 0: and {J and (3) can be 
regarded as an equation in 0:2 and {J2 • . From (4) and (5) it is evident that, 
if wand 'Yare both to be real, a2 and {J2 must be real and must obey the ine­
qualities 

(7) 

and thus the root {J = 0: can be neglected. The general character of the 
desired roots can consequently be exhibited on a plot of {J2 against 0:2• Evi­
dently on that plot lines of slope unity are lines of constant frequency 
(equation 4), and lines radiating from the origin are lines of constant veloc­
ity (equation 6). As will appear later, however, it is more convenient to use 
a linear rather than a quadratic plot, real 0: being measured to the right, 
imaginary a to the left, of the vertical axis, and real {J upward, imaginary 
{J downward, from the horizontal axis. Here radial lines are still lines of 
constant velocity, but lines of constant frequency are no longer simple. 

In Fig. 2 such a plot has been sketched for the first few modes of a mate­
rial obeying the Cauchy condition "A = J.I.; the properties shown are restricted 
to those derived in the following paragraphs, and are lettered in Fig. 1 to 
correspond with those paragraphs. 

(a) By virtue of (7), the significant portions of the roots lie above and 
to the left of the lines {J2 = 0:2, J.I.{J2 = (2J.L + "A)a2• Setting J.L{J2 = (2J.L + "A)a? 
in (3) reveals the cut-offs at sin {J = 0 and at cos 0: = 0: in other words at 

{F ~ nY, a' ~ 21' ~ A nY, and also at {F 21' : A (n +~)' ".', 
d' ~ (n + ~)' "", where n is any integer. 

(b) Setting 0: = 0 in (3), it can be seen that the roots intersect the line 
0:2 = 0 at the points sin {J = o. By calculating the derivative of {J2 with re­
spect to 0:2, those points (at which 0: changes from pure real to pure imaginary) 

can be shown not to be multiple points, and the branches to have ~~ = 0 

and ~~!~ ~ 8J.LCJJ.x; "A), independent of branch number and negative for 
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Fig. i-Lines and intersections, discussed in the correspondingly lettered paragraphs 
of the text, which determine the properties of the first five branches of the longitudinal 
modes for a material obeying the Cauchy condition. Two coincident pairs of points are 
marked (2). 

C=V2J1./P 
477 

377 --------------------------

J 
« 
~27T 
<!l. 

C=Vii/P O~ ___ ~~ ____________________________ ~----~~------------

....- A (<< IMAGINARY) a- REAL ~ 

Fig. 2-A rough sketch of the branches determined by the properties illustrated in 
Fig. 1. 
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all materials. At those points the phase velocity is that of a plane longi­
tudinal wave. 

(c) Setting sin 13 = 0 reduces (3) to af3{p.f32 - (2J1. + X)a2) sin a = 0, 
and hence in the region of positive 132 and negative a 2 the roots do not inter­
sect the horizontal lines 132 = n21r2 (n ~ 0). As can be seen from (6) this 
confinement implies that the velocity is asymptotic to V J1./ p, that of a 
plane transverse wave, with increasing frequency. Notice that, in the re­
gion of positive 132 and negative a2, 13 takes thOe values cos 13 = 0 only where 
Xf32 + (2J1. + X)a2 = 0 and that the roots have zero slope there. At those 
points the waves have a phase velocity V2 times that of a plane transverse 
wave. 

(d) In the region of positive 132 and positive a2 the roots exhibit a some­
what more complicated behavior, but confining lines can again be found: 
the diagonal lines 13 = (n + !)1r - a. It is the nature of such critical lines 
as these which can be better exhibited on the linear than on the quadratic 
plot. Alternatively those lines can be written cos a cos 13 - sin a sin 13 = 0 
(and thus will be shown to have analogues in the case of the cylinder), and 
substitution of this expression into (3) shows that if the roots intersect 
these lines they must do so for values of a and 13 satisfying the relation 

4(J.L + X)af3{p.f32 - (2J1. + X)a2) = - (Xf32 + (2J1. + X)a2)2 cot2 ao 

But the inequalities (7) make such values impossible. 
(e) This suggests that in that region the roots may oscillate in a some­

what irregular manner about the diagonal lines 13' = n1r - a. Indeed it is 
immediately evident that they pass through the points cos 13 = cos a = 0 
and sin 13 = sin a = o. 

(f) Expressing those lines as sin a cos 13 + cos a sin 13 = 0, and sub­
stituting into (3), shows that additional intersections may be afforded ,by 
any roots of the quartic equation 

(Xf32 + (2J1. + X)a2)2 ~ 40,t + X)af3{p.f32 - (2J1. + X)a2) = 0 

which obey the inequalities (7). Discarding the root a + 13 = 0, and dividing 
by a3, yields the cubic equation 

X2l3 - (2J1. + X)2l2 + (2J1. + X) (2J1. + 3X)l + (2J1. + X)2 = 0, (8) 

whose roots are the negatives of the roots of the cubic equation for the 
Rayleigh surface wave velocity. It is well known that the Rayleigh cubic 
always yields one and only one significant positive root, and hence equation 

, (8) can afford at most two additional significant intersections. of any root 
. of the secular equation with the line about which it oscillateso Although it 
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is not feasible to exhibit the roots of the Rayleigh cubic explicitly for arbi­
trary fJ. and X, it is of some interest to exhibit its discriminant 

and to note that for real positive values of X and fJ. it changes sign only once, 
at approximately X/fJ. = 10/9. Hence for X/fJ. > 10/9 two roots of the Ray­
leigh cubic are complex, while for X/ fJ. < 10/9 two roots are real and nega­
tive. For a material obeying the Cauchy condition X/ fJ. = 1, the roots of 
the Rayleigh cubic are -3, -3 ± 2V3; thus l = 3, 3 + 2V3, both of 
which obey the inequalities (7), are relevant to intersections of each branch 
of the roots of the secular equation with the line about which it oscillates. 

(g) The results of (e) and (f) suggest the value of a similar investigation 
in the region of imaginary a. Here (denoting a == iA and L == (3 / A where 
A is taken positive and real) intersections occur between the branches and 
the lines sinh A cos {3 - cosh A sin {3 = 0 when (XL2 - (2fJ. + X»2 = 
4CJJ. + X)LCJJ.L2 + (2fJ. + X». Clearly this quartic in L has two and only 
two positive real roots, one greater and one less than V (2fJ. + X)/X. In the 
case X = fJ., those roots are approximately 9 and 1/3. This information, 
taken with that of (c), establishes that the branches are confined in the 
region of imaginary a to bands determined by 11,7r < {3 < (11, + !)7r, having 
one tangency to the lines {3 = (n + !)7r; and that at values of A greater 
than correspond to the smaller root of l, the branches lie in the bands n7r < 
{3 < (n + !)7r. 

It is convenient to obtain assurance that in general the branches do not 
intersect at any point by noting that the confining lines of paragraphs (c) 
and (d) define bands within each of which in general one and only one cut­
off point falls. Pivoting a ruler about the origin of Fig. 1, and recalling the 
cut-off conditions, avails. Degenerate cases arise when the elastic constants 
satisfy a condition 2fJ. + X = n2fJ. where n is an integer; in those cases some 
cut-off points coincide in pairs on some confining lines. Calculation of de­
rivatives at those points shows that the cases are not otherwise exceptional: 
the pair of roots forms a continuous curve which is tangent to the cut-off 
line at the double cut-off point. 

From (6) it follows that the phase velocity will have a maximum or a 
. . . h f 'f d({32) (32 Th d' . . mInImUm WIt requency 1 d(a2) = a2 ' at con Itlon reqUIres 
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In the region of positive {32 and 0.2 and of the inequalities (7), this is impos­
sible, but when 0.

2 is negative the condition may be satisfied. If it is satis­
fied in the higher branches, however, it must be satisfied an even number 
of times in any branch, so that the branch exhibit~ as many maxima as 

1.0 c=Vii7P 
o 0.5 

1\ 
1.0 

........ ....... 

1.5 2.0 2.5 3.0 3.5 
T (PROPORTIONAL TO FREQUENCY) 

........ 
' ............. _- ----

----<>- ------
4.0 4.5 5.0 

Fig. 3-The beginnings of the dispersion cur\'es inferred from Figs. "1 and 2. The solid 
shaded lines are the curves about which the branches oscillate, intersecting them at the 
triangles and lying on the shaded side of them elsewhere, and the dashed extensions are 
the branches themselves. For increasing T these branches all become asymptotic to the 
base line. The dashed lines at the top are the true cut-off frequencies; the solid "cut-off" 
lines are the asymptotes of the shaded curves. The beginning of the lowest branch is 
shown at the lower left; it becomes asymptotic to a line below this plot, 

after passing through a shallow minimum. 

minima, for clearly the phase velocity is a decreasing function of frequency 
near the cut-off, and the velocity can also be shown to approach its asymp­
totic value at high frequencies from above in the higher branches. 

In finally displaying the dispersion curves (Fig. 3) it is convenient to use 
as reduced variables T, the number of plane transverse wave lengths in 
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c 
one slab thickness (which is proportional to the frequency), and -, the 

Co 

ratio of the velocity to that of a plane transverse wave. Evidently 

T 2 === (wa)2 = ~ . 2p, + "A ({i _ (i); 
'lrCo 7r

2 p, + "A 

where Co === vi p,/ p. 

(2p, + }..)(l2 - 1) 
p,l2 - (2p, + }..) , 

For completeness, the lowest branch will be briefly sketched: that which 

originates at a = /3 =0. A calculation of ~~!:; at that point yields only one 

non-trivial root, - (2 p, + "A) (2p, + 3"A)/"A2, and thus the phase velocity at 
low frequencies is found to correspond, as would be expected, with that 
given by the stiffness (a semi-Young's modulus, so to speak) of a material 
displacement-free in the x-direction but not in the y-direction, E = 
4p,(p. + }..)/(2 p, + }..). Since lines radiating from the origin of the (f32, a2) 
plot are lines of constant velocity, the dispersion curve for this branch 
starts with zero slope. The root curves over, intersecting the line 

}../32 + (2p, + }..)a2 = 0 at fJ = ~, and intersects the line {32 = 0 again at 

A2 (a = iA) where (2p, + }..) A cosh A = 4(p. + "A) sinh A. For large 
negative a2 and fJ2, equation (3) approaches 

}..2l4 + 4Jl(p. + }..)P + 2}"(2p, + }")l2 - 4(2p, + }..)(p. + }")l + (2Jl + "A)2 = 0, 

which after discarding the trivial root l = 1 leaves the Rayleigh cubic. In 
the case of this one branch, the phase velocity approaches its asymptotic 
value at high frequencies from below, and hence the dispersion curve must 
have an odd number of maxima and minima, and in particular at least one 
minimum, as was discovered by numerical calculation for the corresp·onding 
branch in the case of the cylinder by Bancroft.4 

The complicated'behavior of the displacements in the higher branches is 
sufficiently illustrated by a brief consideration of their nodes: the values of 
x at which the displacement is entirely along or entirely across the slab. 
From (1) and the boundary conditions, the x-dependence U of the displace­
ment component perpendicular to the slab will be given by 

Kl U = (Vi + (2p, + "A)a2
) sin /3 sin ax 

a 

+ 2(p,ri - (2p, + "A)cl)sin a sin fJx 
a 

(1a) 
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or by 

U () . ax 
K2 2 p. + "A a{3 cos {3 sm -

a 
(lb) 

where Kl = ("A{32 + (2p. + "A)a2)K sin {3, K2 = 2(p. + "A)a{3K cos {3, at all 
points (a, (3) satisfying (3). Similarly from (2) and the boundary conditions, 
t.he x-dependence W of the displacement component along the slab will be 
given by 

Ka W = ("A{32 + (2p. + "A)a2) sin {3 cos ~ - 2(p. + "A)a{3 sin a cos {3x (2a) 
a a 

or by 

K4 W = 2(p.{32 - (2p. + "A)a2) cos (3 cos ax 
a 

(2b) 

K . r .. + ") "A{32 + (2p. + "A)a
2 

K . R K 2· r .. + ")K 
3 = ~a'Ya\P' 1\ p.{32 _ (2p. + "A)a2 sm /J, 4 = ta'Ya\P' 1\ cos {3. 

Examine now, for example, a material for which "A = p., in the branch 
whose cut-off is at {3 = 271", a = 271"/0. It can be verified at once that the 
nodes of the two components at some of the values of (a, (3) discussed ear-

lier are described by the following table (in which t "" cos :;) : 

a {3 Values of x/a for nodes of U . Values of x/a for nodes of W 

27r/Vj 27r 0, ± two values given by ±i, ±i 
2/VJ sin 27rx/av1 = 
cos 27r/y'3 sin 27rx/a 

7r 27r 0, ±1, ± one value given by ± two values given by 
14t + 8 = 0 14t2 - 2t - 7 = 0 

7r/2 57r/2 0, ± two values given by 22t2 + ±1, ± one value given by 
11t - 2 ='0 5t2 - 15t - 11 = 0 

0 37r 0, ±!, ±~, ±1 no nodes 
7rri/2Vj 7rr/2 0, ±~, ±~, ±l ±~, ±~, ±~, ±1 

iC'IJ 37r 0, ±!, ±j, ±1 ±~, ±g, ±i 

It is to be noted in general that the nodal variations become less extreme 
at high frequencies, since for all branches except the lowest U and W tend 
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to become proportional to sin I!! and cos {3x respectively, and {3 approaches 
a a 

the value n7r' where n is the branch number in order of increasing cut-off 
frequency, with n = 0 ascribed to the lowest branch. Thus the feeling, de­
rived from more familiar cases of wave motion, that the order in which 
the branches arrange themselves should be correlated with the number of 
nodes they display retains an asymptotic validity here, in respect of each 
displacement component. 

Nodes of absolute displacement will occur only at special frequencies. 

With the notation el == ax, {3' == I!!, the conditions for their occurrence can 
a a 

be written 

(p.{3'2 - (2J.L + X)a'2) sin {3' cos a' + (p. + X)a'{3' cos {3' sin a' = 0, 

sin 2a' _. sin 2{3' 
sin 2a - sin 2{3 , 

taken together with (3). 

{3' :::; {3, 

3. THE CYLINDER 

a' < a - , 

Procedures analogous to those of the preceding section, and presented by 
LoveS, lead to Pochhammer's secular equation, which in the present 
notation* is 

(X{32 + (2J.L + X)a2)2Jo(a)J1({3) 

+ 4(p. + X)a{3(}L{32 - (2J.L + X)a2)J1(a)Jo({3) (9) 

+ 2(}L + X)(2J.L + X)a(a2 - (32)J1(a)J1((3) = 0, 

where (4), (5) and (6) still hold, with a signifying the radius of the rod. The 
analogy between (3) and the first two terms Of (9) is striking. Again the 
roots {3 = 0 and {3 = a can be neglected, and the equation when divided 
by {3 becomes even in a and {3, and a plot of {32 against a 2 becomes appro­
priate, with the restrictions (7) as to regions of significance. The following 
paragraphs are lettered to correspond with their analogues of the preceding 
section; 

(a) Setting J.L{32 = (2 J.L + X)a2 in (9) reveals the cut-offs at J 1({3) = 0 
and at (2J.L + X)aJo(a) = 2I1J1(a). 

(b) Setting a = 0 in (9), it can be seen that the roots intersect the line 

* In comparing this treatment with that of Hudson5, interpret his symbols 
wa 2J1. 

x-fJ,y-a,ro- -,a- --. 
Co 2J1.+;\ 
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a2 == ° at the points J 1(J3) = 0, traversing them with ~~:~ = -4J.t~2 + ~), 
or half that of their analogues. Again it is only at those points that the 
phase velocity has the value y' (2)1. + 'A)/ p. 

(c) Setting J 1(J3) = ° reduces (9) to a{3(p.{32 - (2J.t + 'A)a2)J1(a) = 0, and 

hence the roots are confined between the horizontal lines J 1(J3) = ° in the 
region of positive {32 and negative a 2, and the velocity is asymptotic to 
y' J.t/ p with increasing frequency. They meet the line 'A{32 + (2J.t + 'A)a2 = ° 
at the points (3Jo(J3) - J 1(J3) = 0, or in other words at the maxima and 
minima of J 1(J3), * where again the phase velocity is y'2)1./ p. 

(d) In the case of the cylinder confining lines** are 

[ 
I ( ) 'A ({l - (

2

) )] ') () ) 
J 1 a + a('A{32 + (2)1. + 'A)a2) J 1(a J 1 ({3 - J 1 a J 1({3 = 0, 

since substitution shows that intersection of (9) with these lines would re­
quire 

4()1. + 'A)a{3()1.{32 - (2)1. + 'A)a
2

) J 2( ) 
('A{32 + (2J.t + 'A)a2)2 1 a 

. [, 'A ({32 - ( 2
) ] 2 

= - J 1 (a) + a('A{32 + (2J.t + 'A)a2) Il(a) , 

which cannot be satisfied by permitted values of a2 and {32. 
(e) This suggests that in that region the roots may oscillate about the 

lines 

( ) ') ) [, ) 'A ({32 - (
2

) ( )] 
II a I 1({3 + I 1({3 J 1(a + a('A{32 + (2)1. + 'A)a2) II a = 0. 

In fact, in view of the equivalence I~(x) = Jo(x) - ~ I 1(x), those lines 
x 

can be seen to have points in common with the roots of the secular equation 
at Jl(a) = 0, J 1(J3) = 0, and at 

I ) I ) 'A ({32 - (
2

) ( ) 

I 1({3 = 0, II (a + a('A{32 + (2J.t + 'A)a2) J 1 a = O. 

(f) Substituting the expression for the lines of (e) into (9) shows that 
again additional intersections may be afforded by suitable roots of the 
cubic equation (8). 

* The analogy to the corresponding intersections for the slab at the maxima and 
minima of sin (3 is noted by Lamb, ref. 2, p. 122, footnote. 

** There are infinitely many such families of lines but none carries the analogy with the 
slab to the point of being independent of the elastic constants. The families used in (d) 
and (e) serve the present purpose as simply as any. 
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(g) In the region a = iA, the analogous lines are given by 

iJ,(iA)J~(fl) + J,(fJ) [J:(iA) - A(Afl2A~' (t ~) A)A') iJ,(iA) ] = 0, 

with which intersections occur for the same values of (3/ A as in the slab. 
These results permit visualization of a counterpart to Fig. 1 for the cylin­

drical case. In it the critical lines radiating from the origin are the same. 
The horizontal lines, instead of being evenly spaced by 7r/2, are spaced as 
the zeros, maxima, and minima of II(j3). The vertical lines, again no longer 
evenly spaced, are replaced alternately by straight vertical lines II(a) = 0 

and by the curved "vertical" lines Io(a) = }..{32 ~ (~ ~a}..)a2 II(a) which 

lie between their straight companions and approach Io(a) = 0 as (3 be­
comes large. Finally the confining lines, and the lines about which the 
branches oscillate, become the curves defined in (d) and (e), which can be 
seen to follow a course not dissimilar to the diagonal course of their prede­
cessors, passing through the intersections of the new horizontals and 
verticals. 

Again the branches do not intersect, except for pair-wise coincidence of 
cut-offs on one or another of the lines (d) when the elastic constants obey 
special relations. Thus the dispersion curves to which Hudson5 assigns 
certain of Shear and Focke's data cannot be taken (and indeed Hudson 
does not suggest that they must be taken) as corresponding to higher 
branches of the longitudinal modes, since the former curves intersect one 
another, and the latter cannot unless anisotropy modifies their behavior 
qualitatively. The assignments could represent modes other than longitu­
dinal. The more recent results of Hueter9 show essentially the behavior of 
Fig.3. 

In view of the closeness of the analogy thus revealed, it may be taken as 
probable that qualitative correspondence will obtain quite generally be­
tween the longitudinal modes of the slab and those of the cylinder. 
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Frequency Dependence of Elastic Constants and Losses 
in Nickel 

By R. M. BOZORTH, W. P. MASON and H. J. McSKIMIN 

The elastic constants of nickel crystals, and their variation with magnetic field 
(!:I.E effect), have been measured by a lO-megacycle ultrasonic pulsing method. 
The constants of three crystals agree well with one another when the crystals are 
magnetically saturated, but vary with domain distribution when demagnetized. 
The maximum !:I.E effect observed is much less (3%) than has been observed at 
lower frequencies (20%). By measuring the !:I.E effect and the decrement of poly­
crystalline rods at low frequencies, it is shown that the small effect observed at 
10 megacycles is due to a relaxation in the domain wall motion due to micro­
eddy-current damping. 

From the initial slope of the decrement-frequency curve, and also from the 
frequency of maximum decrement, the size of the average domain is found to be 
about 0.04 mm. Actual domains in single nickel crystals have been observed 
optically by Williams, who finds domain widths of 0.02 to 0.2 mm. 

T HE three elastic constants of nickel have been determined in several 
single crystals by measuring the velocity of pulses of elastic waves of 

frequency 10 mcfs and duration 0.001 sec. The method has been described 
by McSkiminl and the preliminary results on nickel have already been re­
ported briefly.2 

It is well known that Young's modulus, E, increases with magnetization, 
and changes in E (the "b.E effect") by 15 to 30 per cent have been observed 
at room temperature and changes by greater amounts at higher tempera­
tures.3 It was surprising to find then, in our own experiments at 10 mc, that 
the greatest change was only about 3 per cent. It then occurred to us that, 
at such a high frequency, relaxation of the domain wall motion by micro­
eddy-current damping might be expected. This led to the investigation of 
the frequency dependence of I:J.E and of the logarithmic decrement, 0, in 
polycrystalline nickel, and the results obtained support the theory and give 
information about domain size, as described below. Calculations4 based on 
the equations of domain wall motion give results which agree with the ex­
periments. 

A number of experiments3 have already established the existence of micro­
eddy-current losses in magnetic materials subjected to elastic vibrations. 
These losses have their origin in the local stress-induced changes of mag­
netization of the domains of which magnetic materials are composed. The 
change in magnetization of one domain will give rise to eddy-currents around 
it and in it, and the consequent loss in energy depends on the frequency f 
and the resistivity R, and on the size and shape of the region in which the 
change in magnetization occurs. These losses are in addition to the macro-

970 
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eddy-current losses, due to the relatively uniform changes in magnetization 
of a magnetized specimen that occur during a change in stress. 

Calculations of the logarithmic decrement, Oi , attributable to micro­
eddy-currents, have been made by Becker and Doring3 and by one of the 
writers.4 According to these calculations when the material is composed of 
plate-like domains of thickness l, in which magnetization changes by bound­
ary displacement, the decrement for nickel, which has its directions of easy 
magnetization parallel to [111] directions, is given by the relation 

a = J,Lo Es A~n [ SC44 J2 fifo (1) 
S1; Cn - CJ2 + 3C44 1 + Plf5 

7rR 
where fo , the relaxation frequency for domain wall ~otion is fo = 24J,L

o
l2' 

Is is the saturation magnetization, Es is the saturated value of Young's 
modulus, J,Lo is the initial permeability, R the electrical resistivity, Am the 
saturation magnetostriction along the [1111 direction, and Cn, C12 and C44 

the three elastic constants of nickel which are evaluated in this paper. For 
low frequencies the initial slope of the decrement vs frequency curve is 

~ = 24Es J,L~ [2 A~l1 [ SC44 J2 (2) 
f S7r RI; Cn - C12 + 3C44 

As the frequency is increased the decrement rises to a maximum and then 
declines asymptotically to zero. Both the initial slope of the a vs f curve and 
the frequency at which the maximum occurs are measures of the domain size. 
The initial slope has already been used to evaluate the size of the domains 
in 68 Permalloy.5 It is shown in the present work that the maximum occurs 
in polycrystalline nickel at a frequency consistent with the dimensions of 
domains observed by Williams and Walker6 in single crystals of nickel. 

ELASTIC CONSTANTS AND DAMPING IN SINGLE CRYSTALS 

The nickel crystals used here were grown by slow cooling of the melt in a 
molybdenum wound resistance furnace, by a method previously described.7 

They were cut with major surfaces parallel to (110) planes and were placed 
between two fused quartz rods as shown in Fig. 1. Measurements of the 
elastic constants were made as described in detail by McSkimin,1 by meas­
uring the velocity of propagation of 10 me pulses. In order to obtain a num­
ber of reflections in the crystal, films of polystyrene approximately 1 wave­
length thick are placed between the rods and the nickel crystal. This has the 
effect of lowering the impedances next to the nickel to small values and 
hence nearly perfect reflections at the two surfaces are obtained. The fre­
quency is varied until successive reflections occur in phase, and the velocity 
is then calculated from the frequency and the dimensions of the crystal. 
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Fig. i-Experimental arrangement for determining the elastic constants and tiE 
effect in single nickel crystals. 

TABLE I 
ORIENTATION AND ELASTIC CONSTANTS 

- 1-o I 0 

!:l~ !:l~!:l Measured .,3 a ·EoZ·2 Type of Equation for Velocity. Velocity Elastic constants 
~ ~.~, ~ ~~ Vibration (cm/sec) (dynes/cm2) 

.=~ +' .!::~"'" 
~ ~ 
-- -- ---

110 110 Longitu-
dinal 11 = V(Cll + C12 + 2CI4)/2p 6.03 X 105* Cl1 + C12 + 2cu = 6.47 X 1012 

110 fto Shear 1 11 = V(Cll - c12)/2p 2.26 X 105 Cll - C12 = 0.90 X 1012 

110 001 Shear 2 11 = VC44/P 3.65 X 105 CU = 1.185 X 1012 

* A slight correction has been made for this value. 

The velocities for one demagnetized crystaP were found to have the values 
shown by Table I. These values of velocity, and a density of 8.90 for the 
single crystal, give values for the demagnetized elastic constants of 

Cll = 2.50, C12 = 1.60, C44 = 1.185 (3) 

all in 1012 dynes/cm2
• 

To obtain the!J.E effect, the whole unit was placed between the jaws of a 
large electromagnet. Since the crystal was about 2.5 centimeters in diam­
eter but only 0.472 cm thick, saturation could be obtained more easily 
along the long directions of the crystal. Figure 2 shows the changes in 
velocity of propagation along the [110] direction: caused by magnetization 
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along [001], for the shear mode with particle motion along [110]. Fields of 
about 10,000 were attainable but a maximum field of about 6000 was usu­
ally used. The velocity increases by 2.6 per cent at the saturated value. 
On decreasing the field to zero the velocity drops below the original value 

o 
o 

2.8 

2.4 

2.0 

1.6 

x 1.2 

~I~ 

0.8 

0.4 

a .fI, 
t 
I 
I~ -0.4 
o 

~J 

r 
• 

H II [001] 

!.I ell [110] 

V II [110] 

Vo= 2.26 x 105 

1000 2000 3009 4000 5000 6000 
MAGNETIC FIELD STRENGH,H, IN OERSTEDS 

Fig. 2-Change in velocity in percent from demagnetized value as a function of the 
magnetizing field for a shear wave in a (110) section when the particle velocity E is 
along the [1'101 direction and the field H along the [001] direction. 

for the demagnetized state, but it has practically the initial value when ~he 
crystal is again demagnetized. The lower value of velocity for the return 
curve indicates that the free energy is lower for some arrangement of the 
elementary domains other than the demagnetized state. 

Figure 3 shows the attenuation in decibels per trip as a function of mag-
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netization. The loss drops from about 7 db to 1 db as the crystal becomes 
magnetized. The low value is the remanent loss caused by the energy 
lost to the terminations, so that one can say that the losses due to micro­
eddy-current and micro-hysteresis are 6 db per trip or 12.7 db per centimeter 
for this mode of motion. The Q of the crystal can be shown to be equal to 
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Fig. 3"-Loss per trip (0.472 cm) as a function of magnetizing field for shear wave 
of Fig. 2. 

the phase shift in radians divided by twice the attenuation in nepers per 
cm, or 

27f"J/v 
Q = 2 (db per cm)/8.68 

(4) 

and our results give Q = 94, corresponding to a decrement of 7f"/Q = 0.033. 
Figure 4 shows a measurement of the same mode when the field is applied 

along the [110] direction. The velocity approaches a slightly different 
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limit on account of the "morphic" effect discussed in another p::tper.8 If 
we average the two values the effective elastic constant for saturation be­
comes 

(5) 

Measurements for the field along the thickness did not produce saturation 
and are not shown. 
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Fig. 4-Change in velocity in percent from demagnetized value as a function of the 
magnetizing field for a shear wave in a (110) section when the particle velocity is along 
the [110] direction and the field along the [ITO] direction. 

Figures 5 'and 6 show similar measurements for the other shear mode 
(Shear 2 of Table I) for two directions of the m::tgnetic field. Averaging 
the two limiting values, the constant C44 at saturation becomes 

Ct4 = 1.22 X 1012 dynes/ cm2 (6) 

The Q and decrement for this case become approxim::ttely 110 and 0.028. 
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Figures 7 and 8 show measurements for the longitudinal mode. Variations 
of about 0.6 per cent in the velocity are obtained, and the saturated e1astic 
constants, Q and decrement are 

ctl + C:2 + 2C:4 = 6.55 X 1012, Q = 390, 0 = 0.008 (7) 
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Fig. 5-Change in velocity in percent from demagnetized values as a function of the 
magnetizing field for a shear wave in a (110) section when the particlevclocity is along 
the [001] direction and the field along the [001] direction. 

Combining the elastic constants, the saturated elastic constants are evalu­
ated: 

Ctl = 2.53, 

all in 1012 dynes/cm2• 

Ct2 = 1.58, (8) 
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It is obvious from the measurements of Figs. 4 to 8 that the changes in 
the elastic constants with magnetization are much smaller at the high £Ie­
quencies (10 mc) than they are at the lower frequencies of 10 to 50 kilo-
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Fig. 6-Change in velocity in percent from demagnetized value as a function of the 
magnetizing field for a shear wave in a (110) section when the particle velocity is along the 
[0011 direction and the field along the [110] direction. 

cycles where changes of 15 to 30 per cent have been observed in polycrystal­
line material.3 A rough comparison of the low-frequency values with the 10 
megacycle values can be obtained if we convert the observed changes in the 
c's to the. equivalent change in E. This can be done if we use the method 
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developed by one of the writers9 for obtaining the elastic constants of a 
polycrystalline rod from the cubic elastic constants. In this case the Lame 
elastic constants are given by the formulas 

324 
A + 2p, = '5 Cn + '5 C12 + '5 C44, 

(9) 
3 Cn - C12 

P, = '5 C44 + 5 
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Since in terms of the Lame elastic constants, the value of Young's modulus 
IS 

(10) 

one finds that the difference between the saturated and demagnetized value 
of Young's modulus divided by the demagnetized value is 
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~l!:. = Es - Eo = 2.381 - 2.312 = 0.03 = 3% (11) 
Eo Eo 2.312 

which is much smaller than that given by low frequency measurements. 
To check our results, and be sure that the crystals were free from imper­

fections and strains, two other crystals were prepared and carefully an­
nealed at HOOoe. The values found for the changes in elastic constants were 
considerably less for these crystals. The Q's of the crystal were also higher. 
Table II shows the measured values and the equivalent !::.E/ E values. The 
table shows also the measurements for the demagnetized crystal of two 
Japanese workerslO,ll and the equivalent fl.E/E assuming that the saturated 
elastic constants are the same as those found for the other three crystals. 
Since these vary by only ±0.5 per cent among themselves, this appears to 
be a good approximation. 

TABLE II 
ELASTIC CONSTANTS (IN 1012 DYNES/CM2) AND LlE-EFFECT IN SINGLE CRYSTALS OF NICKEL 

Magnetically Saturated Demagnetized 
Crystal t.EjE 

C11 C12 C44 C11 C12 C44 

--- --- ---
1 2.53 1.58 1.22 2.50 1.60 1.185 0.03 
2 2.524 1.538 1.23 2.52 1.54 1.229 0.0017 
3 2.523 1.566 1.23 2.517 1.574 1.226 0.0046 

Yamamotoll 2.44 1.58 1.02 0.16 
Honda and 2.52 1.51 1.04 0.11 
Shiraka wa 10 

The lower values of fl.E/ E for the second and third crystals are probably 
due to larger domain sizes, caused by the longer anneal. 

DAMPING AND fl.E-EFFECT IN POLY CRYSTALLINE RODS 

To test the theory of micro-eddy-current shielding (see Introduction), 
the velocity and attenuation of elastic vibrations in well-annealed poly­
crystalline nickel rods were measured over the frequency range of 5 kilo­
cycles to 150 kilocycles. In the method of measurement,12 shown by Fig. 
9, two matched piezoelectric crystals of resonance frequency corresponding 
to integral half wavelengths along the rod, are attached to the ends of the 
rod. Phase-amplitude balance was obtained by critical adjustment of fre­
quency and output of the calibrated attenuator. The corresponding level 
was then compared with that obtained when the two crystals were cemented 
directly· together. With little error, the velocity of propagation is given by 

2ilo 
v = n' n = 1,2,3 ... (12) 
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The attenuation A (and hence the Q of the rod) was obtained by solving 
the equation 

. 1 At (r - cosh Alll )n7rM c 
SIn 1 0 = .---=--:-::----

Q,;Ma 
(13) 

in which r is the ratio of output with crystals together to output with 
specimen attached, to is the length of rod, Me the mass of either crystal, 
M a the mass of the rod, and Qc the Q of the crystal as determined by reso­
nance response method. 

For this equation to apply accurately, the terminating impedance pre­
sented to the rod by the crystals at resonance must be small compared to 
the characteristic impedance of the rod, and the Q of the rod should be > 10. 
This method may be used even when the total loss in the rod is so high that 
well defined resonances no longer exist. At the lower frequencies, however, 

INPuT 

CRYSTAL 
RECEIVER 

BUFFER 
AMPLIFIER 

TO 
DETECTOR 

Fig. 9-Experimental arrangement for measuring the t:..E effect and associated loss in 
a poly crystalline rod at low frequencies. 

a useful check may be made by the resonance response method of determin­
ing Q which involves determining the frequency separation .1f for two fre­
quencies 3 db from the maximum response frequency, and using the formula 

Q = fmax 
.11 

(14) 

Correction for the mass and dissipation of the piezoelectric crystals must of 
course be made. Both methods have been found to agree within ab01lt 10% 
-the probable error to be expected. 

The Appendix lists formulae to be used when the resonance frequency of 
the crystal driver differs from the frequency at which phase balance is ob­
tained. This condition of necessity occurred when the rods were subjected 
to a magnetic field, which caused an increase in the velocity of propagation. 

Figure 10 shows a typical measurement of change in frequency and 
change in decrement with magnetizing field excited in a solenoid surround-
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ing the nickel rod. Saturation is not quite obtained so that the AE effect 
measured is slightly lower than the true value, but for relative frequency 
comparisons this is not important. 

The first rod measured was 0.320 cm in diameter and 10.16 cm long and 
was annealed at 1100°C. Five frequencies ranging from 22.5 kilocycles were 
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used and the ratio of the change in Young's modulus to the value of Young's 
modulus for the demagnetized rod is shown plotted in Fig. 11. This figure 
shows also the decrement 0 = 7r/Q. It is obvious that the decrement even­
tually decreases as the frequency rises, and this is contrary to the simple 
theory of the micro-eddy-current effect,3 which indicates that the decrement 



ELASTIC CONSTANTS AND LOSSES IN NICKEL 983 

should increase linearly with the frequency. The indicated maximum for this 
rod is below 120 kilocycles. 

In order to obtain the first part of the decrement vs frequency curve, a 
rod of 46.05 cm length and 0.637 cm diameter was next used. This rod was 
annealed at 1050°C and presumably has a smaller average domain size than 
the first one, so that the important variations occur in a more favorable 
frequency range. 

The changes in elastic constant and the decrement for this rod are shown 
by Fig. 12 for frequencies from 5 kilocycles to 96 kilocycles. At the lower 
frequencies the decrement increases in proportion to the frequency in 

0.22 

020 

00.18 

~ 
~ 0.16 
o 
z 
<{ 0.14 

~ 
"':-0.12 
z 
w 
2j 0.10 
a: 
u 

1\ 
~ 

b-t-. 
-0... 

~ 

VSAT =5.00)(105 CM/SEC 

Es = 2.22 x 10 12 DYNES/CM 2 

r--- l:.E/Eo ~ .... 
~ 

6' .. -V--
~ 008 

u.. 
0 0 .06 
cI) 

/' 
/ 

/ 
w 
30.04 

~ 
0.02 

1/ 
o o 20 40 60 80 100 120 140 

FREQUENCY IN KILOCYCLES PER SECOND 
160 

Fig. 12-Fractional change in Young's modulus, and the decrement, plotted as a 
function of frequency for rod No.2. 

agreement with the simple theory. By extending this curve down to zero 
frequency it is seen that a micro-hysteresis effect (which is independent of 
the frequency) gives an initial decrement of about 0.010. The decrement 
rises to an indicated maximum at somewhat more than 100 kilocycles and 
the change in elastic constant with saturation decreases with frequency. 

The data on these two rods taken together indicate that there is a fre­
quency of maximum decrement and for frequencies above and below this 
the decrement is smaller. The /).E change in the elastic constant decreases 
as the frequency increases and for very high- frequencies the /).E effect be­
comes very small. As shown by the discussion in the next section, the fre-
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quency of the maximum value of 0 and the initial slope of the decrement 
frequency curve are connected with definite domain sizes which can be 
calculated appro:x;imately and compared with magnetic domain powder 
patterns. 

DISCUSSION 

Our determinations of the elastic constants may be discussed in relation to 
the values obtained by others. The results reported by Honda and Shira­
kawa10 and Yamamotoll were unknown to us and unavailable at the time of 
our preliminary communication. The data of the Japanese, converted from 
s-constants to c-constants by the relations: 

Sll + S12 
cn = 2 2 

S11 + SnS12 - 2s12 

-S12 (15) 
C12 = 2 2 

S11 + S11S 12 2S12 

are included with our data in Table II. 
As our experiments show, the 10 mc pulses that we used are so rapid that 

micro-eddy-currents largely prevent the stress-induced changes in mag­
netization from penetrating the domains. Therefore the constants deter­
mined by this method are those for material almost saturated. The values 
at saturation are independent of the initial domain distribution, and of the 
ease with which the magnetization in the separate domains can be changed 
by stress, consequently they are the more fundamental elastic constants of 
the material. The variety of values for unmagnetized nickel is made evident 
from the scatter in the ratios of t:J.Ej E that have been reported.3 The varia­
tion in the values of the c-constants recently published is thus"not surprising. 
The values at saturation of the three crystals examined by us are in sub­
stantial agreement, as shown in Table II. They cannot be compared directly 
with the results of the Japanese workers because the latter reported data 
for unmagnetized crystals only and then E is sensitive to heat treatment 
and domain configuration. 

As mentioned in the introduction, the damping of elastic vibrations by 
micro-eddy-currents is proportional to the frequency at low frequencies 
(Eq. 1) and it rises with frequency to a maximum and then declines toward 
zero. The frequency at which the maximum occurs has been calculated4 

by using the equation of domain wall motion and evaluating the constants 
from the initial permeability and the power loss caused by domain wall 
motion. The maximum value of 0 comes at the same value as that calculated 
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for eddy current losses in sheets having the same thickness as the domain, 
namely 

(16) 

I being the thickness of the sheet, f.l.o the initial permeability, and R the 
resistivity of the material (all in c.g.s. units). 

As noted below, the domain sizes calculated from the initial slope of the 
o vsf curve of Fig. 12, and from the frequency at which the maximum decre­
ment occurs, are respectively 0.035 mm and 0.045 mm (for plates). These 
values agree quite well. The decrement curve is broader than would be cal­
culated from equation (1) for a single domain size. This agrees with the 
optical measurements of domain size by Williams,6 which are shown by 
Fig. 13. This indicates domain sizes from 0.01 to 0.2 mm: 

The maximum value for the decrement calculated from equation (1)., 
using the measured values, is 0.35 compared to the observed value of 0.11. 
Part of this is due to the broadening of the peak caused by a distribution 
of domain sizes, but part may also be due to the deviation of the actua;l 
domain shape from a sheet which has been assumed in making the cal­
culations. 

The calculations of domain size are made in more detail as follows: 
According to D6ring13 the change in Young's modulus for nickel contain­

ing only small internal strains is related to the initial permeability, f.l.o, 

as follows: 

(18) 

provided the averaging over all crystallites is carried out with constant 
strain. (If constant stress is assumed, the fraction in brackets, equal to 
1.76, is omitted.) For nickel Al11 is 25 X 10-6,18 is 484, and the c's arethe 
elastic constants given in Table 1. This equation holds for low frequencies 
at which the shielding in single domains is negligibly small. When the re­
laxation effect of domain wall motion is considered4 equation (18) has to15e 
multiplied by the factor 

1/(1 + j-/f~) , (19) 

The data of Fig. 12 give the values: 
t!.E ' 

Eo = 1.83 X 1012
, Es = 2.22 X 1012 dynes/cm2

, E = 0.21 (20) 

for low frequencies. Using these in the above equation, the calculated value 
of f.l.o is 320. A direct measurement* of f.l.o has been made for this rod and 
found to be 340, in good agreement with that deduced from the t!.E effect. 

* Measurements were made independe~t1y by Miss M. Goertz and Mr. P. P. Cibffi 
in order to check this unusually high value. 
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Since the permeability is much higher than can be accounted for by 
domain rotation it is obvious that domain boundary motion is occurring. 
Hence in determining the domain sizes from the slope of the decrement vs 

Fig. 13-Photograph of domains in a single nickel crystal (after Williams). Field of 
view, 0.5 mm. 

frequency curve, equations (1) and (2) for domain boundary motion are 
appropriate. 

When the data of Fig. 12 are extrapolated to zero frequency it appears 
that there is a microhysteresis loss (which is independent of the frequency) 
giving a decrement of 0.01. The initial slope of the Oi vs f curve is then about 
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2.5 X 10-6, and use of equation (2) with this and other appropriate values 
indicates that the domain size is 

1 = 0.035 mm, (21) 

as reported above. 
A check on this value can be obtained from the frequency, 1m, corre­

sponding to the maximum of the 0 vs 1 curve~ If we use equation (16), 

Pofm/R = 0.13, (22) 

with! = 1.5 X 105 (Fig. 11), we find 1 = 0.045 mm, in reasonable agreement. 
An actual photograph of domains in a single crystal of nickel, taken by H. 
J. \Villiams and reproduced in Fig. 13, shows the presence of domains of 
various sizes ranging from about 0.01 to 0.2 mm. Any such range in domain 
5izes will naturally tend to flatten the maximum of the 0 vs 1 curve and, 
on account of the form of the 0 vs 1 function, will push the maximum to a 
higher frequency than that corresponding to the initial slope, and will give 
a lower maximum value to the decrement frequency curve. 

The average domain size derived from our experiments is somewhat larger 
than that previously obtained in 68 Permal1oy.5 This may be expected, 
for nickel has a very high magnetostriction and the movement of domain 
boundaries by stress will be relatively large, possibly so large that the re­
gions swept over by the domain walls will correspond to whole domains of 
the original domain structure, when the stresses are equal to those used in 
our experiments. The domain size which we have determined is based on 
this interpretation. 

APPENDIX 

METHOD OF MEASUREMENT-FORMULAE 

From transmission line theory (see reference of footnote 12) the ratio 
of outputs, r, defined in the text and applicable to the circuit of Fig. 9 is 
given by 

1 (ZT Zo). r = cosh ()lo + - - + R- smh ()lo 
2 Zo T 

where () = A + jB = propagation constant 
jSpw . . . 

Zo = A + jB = charactenstIc Impedance of rod 

ZT = resistive terminating impedance provided by 
S = area of rod 

(24) 

crystals 

This expression may be expanded into real and imaginary parts and the 
latter term set to zero in accordance with the condition of phase balance. 
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" B 
Assuming that I Zo I» ZTand that Q = 2A> 10,the ratio rwhich is now a 

real number determines the atte.nuation A in accordance with equation (13) 
of the text. 

If the crystal resonance frequency fe is slightly different from the balance 
freq'1ency fx obtained with the rod specimen in place, correction maybe 
made by considering a new terminating resistance Z~ formed by the crystal 
driver and a small section of the rod sufficient to m:tke the combined reso­
nance equal to fx. A slightly different length, l~, of rod is then used to 
comput~ velocities and attenuation. Also a different mass iVI~ and ratio r' 
result. The equation applicable provided fx= fe, is 

. h 'A'I' _ llZ~ (r' - cosh A l~) 
sm 0 - , , ' 

f.r.A1nt> 
(is) 

where" 

(26) 

In the above a sufficiently accurate value of Q is ordinarily obtained by 
assuming Ie = fx .. Further accuracy, if needed, can ,be obtained by recal­
culation, using the corrected value of Q. 

We are glad to acknowledge the cooperation of Mr.]. G. Walker in grow­
ing and processing the single crystals used,1 and in preparing also the poly­
crys talline specimens. 
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Hot Electrons in Germanium and Ohm's Law 
By W. SHOCKLEY 

The data of E. J. Ryder on the mobility of electrons in electric fields up to 
40,000 volts per cm are analyzed. The mobility decreases many fold due to the 
influence of scattering by optical modes and due to increases of electron energy. 
It is estimated that electron "temperatures" as high as 40000 K have been pro­
duced in specimens having temperatures of atomic vibration of 3000 K. The 
critical drift velocity above which there are deviations from Ohm's law is about 
2.6 X 106 cm/sec. This is three times higher than the elementary theory 
and an explanation in terms of complex energy surfaces is proposed. 
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1. INTRODUCTION: FUNDAMENTAL DEVIATIONS FROM OHM'S LAW 

T HE starting point of many branches of physics is a linear relation. 
Among the most prominent of these are Hooke's law, which relates 

stress and strain for solid bodies, Newton's second law of motion F = 
rna and Ohm's law. In all of these cases, the linear relation is only an ap­
proximation that may be regarded as the first term in a Taylor's expansion 
of the functional relationship between the two variables. Important physi­
cal principles are brought to attention when the nonlinear range is reached. 

Of the three laws mentioned, Newton's is, of course, the one in which the 
failure of linearity is the most significant representing as it does the en­
trance of relativistic effects into the laws of motion. 

The failure of Hooke's law may be of either a primary or secondary form. 
990 
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If a solid contains voids, then under a certain pressure it will crumble and 
fill the voids. This is a secondary effect. If the sample is homogeneous, 
however, high pressures will produce fundamental deviations from Hooke's 
law, these deviations arising from the nonlinearity of the forces between 
atoms. Studies of these nonlinear effects by Bridgman have, among other 

. things, put on a firmer basis the understanding of the forces between ions 
in ionic crystals and the pressures of electron gases in metals. 

Deviations from Ohm's law for electronic conduction in semiconductors 
are almost the rule rather than the exception, but the most familiar cases 
are secondary rather than primary. The primary linear relation for the 
conduction process is that between the drift velocity of an electron, or hole, 
and the electric field that drives it. This relationship is 

Vd = }.to (T) E, (1.1) 

where the mobility }.to(T) is a function of the temperature T of the specimen. 
By a fundamental deviation from Ohm's law we shall mean a deviation in this 
linear relationship arising from the largeness of E rather than other causes. 

Thermistor action is typical of a secondary deviation from Ohm's law. 
A thermistor is usually a two-terminal circuit element in which the current 
flows through an electronic semiconductor. The semiconductor has the 
property that its resistance decreases rapidly as the temperature increases; 
and the physical basis for this decrease is an increase in the number of con­
ducting electrons (or holes or both) with increasing temperature. The 
passage of current heats the thermistor and its resistance changes; conse­
quently the linear relation between current and voltage fails and in fact 
there may result a decrease of voltage with increasing current so that a 
differential negative resistance is observed. The electric' fields are so low, 
however, that equation (1.1) is valid provided the dependence of }.to on the 
temperature is taken into account. An experimental proof that no funda­
mental deviation of Ohm's law occurs is furnished by applying a small 
a-c. test signal on top of a d-c. bias that produces heating. If the frequency 
is much higher than the thermal relaxation rate, the a-c. resistance is found 
to be simply that expected for the observed temperature. 

The principal nonlinearities of crystal rectifiers, or varistors, and of tran­
sistors are also secondary and are. associated with changing numbers of 
current carriers. 

In this article we shall discuss some experimental evidence of funda­
mental deviations in Ohm's law for electrons in n-type germanium obtained 
by E. J. Ryder of Bell Telephone Laboratories. l We shall describe his ex-

1 E. J. Ryder and W. Shockley, Phys. Rev. 81, 139 (1951). 
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perimental techniques and results briefly in the n'ext section and shall then 
present some aspects of the quantitative theory that explains them, leaving 
the bulk of the mathematical manipulations for the appendices . 
. Before discussing Ryder's results, we may indicate why his procedure 
succeeded whereas previous attempts, of which there have apparently been 
a number, largely unpublished, have failed. Ryder's work takes advantage 
of three factors: (1) the availability of electrical pulses of microsecond dura­
tion, (2) the high resistivity of germanium, and (3) the high mobility.of 
electrons in germanium. Because of (3), it is possible to deliver energy to 
electrons at relatively high rates by electric fields. In effect this "heats" 
the electrons above the temperature of the crystal and lowers their mobility. 
The generalized equation is then 

Vd = p.(T, E)E (1.2) 

~here the fact that p. depends on E represents the fundamental nonlinear­
ity~ We shall show that Ryder's techniques raise the "temperature" of the 
~lectrons by a factor of about thirteen fold to above 4000oK. Since the re­
~istivity is high, say 10 ohm cm, the power delivered to the specimen is 
sufficiently low that the heating in one pulse is negligible. The pulse repeti­
tion rate is then kept so low that accumulated heat is negligible also. 

These 'conditions are enormously more favorable than those met with 
in metals. In a metal the average electron energy is several electron volts; 
in orq,er to double this energy, each electron would acquire an added energy 
roughly equal to the cohesive energy per atom of the crystal. Furthermore, 
in a metal there is about one conduction electron per atom, compared \vith 
10-:-'l per atom in Ryder's samples. Thus the stored energy due to "hot" 
electrons in a metal would be enough to vaporize it, whereas in germanium, 
or a similar. semiconductor, a temperature of 10,OOOoK for the electrons 
would be enough to raise the crystal less than O.Ol°K. From this reasoning 
it appears that it will be extremely difficult, if not impossible, to produce 
·significant fundamental deviations from Ohm's law in metals and certainly 
imp9ssible to produce effects of the magnitude described below. 

It should be pointed out that the behavior of electrons in crystals in 
.fields·sohigh that equation (1) fails have been subject to both experimental 
and theoretical investigation in connection with dielectric breakdown.2 

The work does not apply to cases in which the specimens obey Ohm's law 
at low fields, however, and the experiments do not permit accurate deter-

2 See, for example, H. Frohlich and F. Seitz, PlTys. Rev. 79, 526 (1950) and F. Seitz' 
Phys. Rev. 76, 1376 (1950). Much of the treatment presented in the Appendices is essen­
tially equivalent to that given in Seitz. In our Appendices, however, we give much more 
emphasis to the low field case. The Seitz paper also contains a review of the literature 
to which the reader is referred. 
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minations of Vd as a function of E. From the theoretical side also the empha­
sis has been on fields so high that the linear range is neglected so that the 
transition from linear to nonlinear is not stressed. 

The current theories 'of dielectric breakdown are based on the principle 
of "secondary generation" or "electron multiplication." Thus if an electron 
acquires enough energy from the electric field, it will be capable of pro­
ducing secondaries by collision with bound electrons, and the repetition of 
this process will lead to an avalanche. Our theory indicates that in ger­
manium, even at fields as high as 200,000 volts/em, few electrons will have 
enough energy to produce secondaries. At about those fields, however, 
another phenomenon occurs. 

In 1934 C. Zener3 proposed that dielectric breakdown was due to a pri­
mary effect: the field induced generation of hole-electron pairs. His mathe­
matical theory is similar to that for field emission from cold metal points 
and to that for radioactive decay. It involves the "tunnelling" of electrons 
through regions in which their wave functions are attenuated, rather than 
running, waves. 

Zener's theory does not seem to apply to breakdown; however, it does 
apply to the high electric fields produced in rectifying p-n junctions in ger­
manium when these are biased in the reverse direction. Under these condi­
tions fields of the order of 200,000 volts/em are produced. The mobilities 
of electrons, or holes, in these fields have not been measured. It has been 
shown,4 however, that secondary production is very small. At these fields 
a sort of "breakdown" effect occurs and above a critical value of the volt­
age a very rapid increase in current is observed. This current appears to 
be of the nature predicted by Zener. It is stable at a given voltage, has a 
small temperature coefficient and will probably be useful in semiconductor 
analogues of "voltage regulator tubes" and protective devices. 

As is shown in the treatment given in qualitative terms in Section 3 and 
in more detail in the Appendices, the explanation of the fundamental devia­
tions from Ohm's law is based on the theory of electron waves. The investi­
gations described in this paper may thus be regarded as furnishing evidence 
for the wave nature of conduction electrons in germanium and are thus re­
lated to the researches of C. J. Davisson, to whom this volume is dedicated, 
and his collaborator, L. H. Germer. The Davisson-Germer experiments were 
concerned chiefly with electron waves in free space and with high energy 
electrons in crystals. Both of these cases are simpler than that dealt with in 
this paper. Electrons in the conduction band in germanium appear to behave 
as though they were in a multiply refracting medium in which they may have 

3 C. Zener, Proc. Roy. Soc. 145, 523 (1934). 
4 K. C. McAfee, E. J. Ryder, W. Shockley and M. Sparks, Phys. Rev. 83, 650 (1951). 
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several velocities of propagation for any specified direction of propagation 
and frequency. It is to be hoped that more detailed analyses of the data ob­
tained by Ryder, together with quantitative interpretations of certain ob­
servations of magnetoresistance, may lead to a unique evaluation of the 
"refractive constants" of the medium for the electron waves; this possibility 
is discussed briefly in Section 5. The phenomena in the Zener current range 
afford another new opportunity to study electron waves in crystals. The 
waves involved in this effect are those with energies in the energy gap be­
tween the conduction band and the valence band; waves in this range have 
received little attention from either the experimental or theoretical side. 

2. E. J. RYDER'S RESULTS 

One of germanium's most noted attributes is its ability to give am­
plification of electrical signals when made into a transistor. The basic phe­
nomenon for many types of transistors is that of "carrier injection." As is 

PULSER MEASUREMENT 
CIRCUIT 

Fig. i-The principles of E. J. Ryder's technique for observing conductivity in high 
electric fields. 

well known, germanium may carry current either by the electron mecha­
nism in which case it is called n-type germanium, or by the mechanism of 
hole conduction in which case it is called p-type. If a suitably prepared 
electrode is placed on an n-type specimen and current is caused to flow in 
the sense that removes electrons from the specimen, then the process may 
cause "hole injection." In this case in addition to removing conduction 
electrons from the germanium, electrons are removed from the valence 
bonds so that holes are injected. This leads to nonlinear effects because, 
as the current passes through the specimen, the number of carriers in the 
specimen changes and so does its resistivity. 

In order to avoid the secondary deviations from Ohm's law due to carrier 
injection, Ryder has designed specimens of the form shown in Fig. 1. These 
specimens have large ends to which the metal electrodes are attached. The 
resistance arises chiefly from a thin section of the material connecting the 
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large ends. Since the fields at the large ends are small, carrier injection is 
largely suppressed; furthermore, the electric fields are applied for such a 
short time during the pulse that, even if holes were injected at one of the 
ends, they would not have time to reach the narrow section of the bridge 
and modulate its conductivity during the period of the pulse. 

Further causes of non-linearity can arise from inhomogeneities in the 
germanium material itself. For example grain boundaries in polycrystalline 
germanium are known to have added electrical resistance. Difficulties due 
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Fig. 2-Currents and estimated drift velocities deduced from E. J. Ryder's pulse data 
on a s'1ecimen of n-type germanium of 2.7 ohm-em re3istivity. [The fact that the numeri­
cal values of current density and drift velocity have the same digits is a consequence of 
the accident that (J" = 1/2.7 = 0.37 is almost exactly 10-4 times the mobility.] 

to inhomogeneity have largely been eliminated in these experiments by 
the use of highly homogeneous single-crystal germanium material fur­
nished by G. K. Teal and his collaborators. 

Other experimental precautions are necessary, such as assuring a smooth 
polished surface on the filament; if this is not done, apparently holes are 
injected f::om the surface irregularities of the thin section between the 
large ends. It is also necessary to make corrections for end effects since 
some of the resistance arises within the large blocks themselves. 

Some of the data obtained by Ryder are shown in Fig. 2. The drift ve­
locity, plotted as ordinate, is not measured directly but is inferred from 
the measured currents through the specimen by the following reasoning: 
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In a specimen at room temperature the drift velocity of electrons is given 
by the equation 

Vd = 3600 E cm/ sec (2.1) 

when E is expressed in volts per cm.s At 100 volts per cm, for example, 
(which is below the non-linear range) the velocity of electrons should be 
3.6 X 105• This establishes the drift velocity scale for room temperature. 
From other measurements of the germanium specimen of Fig. 2, it is con­
cluded that the number of electrons available for conduction is substan­
tially independent of temperature down to liquid air temperatures. Conse­
quently, for this temperature range the drift velocity should be directly 
proportional to the current in the specimen. The other two sets of data 
are accordingly simply scaled in proportion to their currents. 

On the figure we also show extrapolated lines at 45 degrees corresp~nding 
to Ohm's law. From these we see that decreases in mO,bility of tenfold or 
more have been produced in these experiments for high field conditions. 

The data for each temperature fall approximately on three lines: The low 
field or Ohm's law region, an intermediate region over which Vd is propor­
tional to El/2 and J.t is proportional to E-l/2, and a saturation region. The 
break at low fields comes at drift velocity of about 3 X 106 cm/sec for all 
three cases. This break, according to theory, should come when the drift 
velocity is several times the speed of sound in germanium, the speed of 
sound being about 504 X 105 cm/sec. The limiting drift velocity at higher 
fields is associated with the energy required to excite a particular type of 
atomic vibration, called an "optical mode." It comes at approximately 
the value of drift velocity predicted by theory. 6 The theoretical curves, 
computed in the appendices, do not break into the sharp line section sug­
gested on Fig. 2. However, they show the distinct influences of separate 
causes and fit the data reasonably well, as we shall show below in connection 
with Fig. 5. 

3. THEORY OF DEVIATIONS FROM OHM'S LAW 

3a. Electrons in n-Type Germanium7 

The specimens we shall consider are of n-type germanium and have 
resistivities of several ohm cm. The conductivity arises from the presence 

5 J. R. Haynes and W. Shockley, Phys. Rev. 81, 835 (1951). 
6 The observation and explanation of these general features was presented in our 

first publications: E. J. Ryder and W. Shockley Phys. Rev. 81, 139 (1951) and 82, 330 
(1951). 

7 The material under this heading is treated in more detail in the author's book, 
"Electrons and Holes in Semiconductors," D. van Nostrand (1950), Chapter I. This 
book will be referred to subsequently as E and H in S. 
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of donors: chemical impurities such as arsenic or' antimony. These donors 
substitute themselves for germanium atoms in the crystal structure, form 
ele'ctron-pair bonds with their four neighbors and release their fifth valence 
electron to the conduction band. The density of donors is about 101s/cm3 

or one per cube 10-s cm = 1000 A on an edge. The donors are fixed positive 
charges and do not move in electric fields. Their charges neutralize those 
of the electrons. The electrostatic energy of interaction between electrons 
and donors leads to a deflection of the electron's motion. For the tempera­
tures of Fig. 2, however, this effect is unimportant compJ.red to the effect 
of thermal vibrations of the atoms. 

The electrons in the conduction band move in accordance with a wave 
equation. They may, however, be thought of as particles. The justification 
is that, under many experimental conditions, the wave functions will actu­
ally be wave packets. These wave p3.ckets, it can be shown, behave much 
as particles and can be dealt \vith as particles, at least provided the phe­
nomena considered do not involve distances smaller than the size of the 
wave packet. 

Unuer cOl1llitions of thermal equilibrium we may think of the 1015 elec­
trons in each cubic centimeter as an electron gas with the electrons (as 
wave packets) moving at random with an average kinetic energy of motion 
?f (3/2)kT. 

If the atoms of the crystal were held rigidly at rest in a perfectly regular 
crystal structure, an electron wave, and a wave packet too, would be trans~ 
mitted through it with no scattering. At 3000 K the vibrations are such that 
the wave packet moves for only 2500 A before being scattered. At low tem­
pe~atU:res, the mean free path is longer and at liquid hydrogen tempera­
tures, it is so long that thermal vibrations are less important than the 
fields of the ionized donors. As stated above, however, we may neglect this 
s~attering by ions over the tempe~a ture range of Fig. 2. 

Before' proceeding with the discussion of the interactions of electrons 
and thermal vibration we shall point out that two problems must be solved 
before the dependence of mobility upon electric field can be explained: 

First, the mechanisms of the individual processes must be analyzed. 
~his is the basic physical problem. In order to solve it we must apply quan­
tum mechanics to the model representing the electron moving in the crystal 
and determine the probabilities of various types of transitions and some 
appropriate averages. 

Second, the statistical consequences must be worked out. On the basis 
of the individual processes, the statistics of the assemblage of electrons 
must be analyzed and a steady state solution found. 

The first problem poses the more physical problems and is given the most 
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attention. The second problem is more difficult mathematically. It is given 
only an approximate treatment which is adequate, however, to indicate 
that the solution to the first problem contains the necessary features to 
explain the experiments. 

3b. The Phonons 

We must next consider how to describe the thermal· vibrations and to 
evaluate their. interactions with the electrons. We shall present only the 
principal results of the mathematical analysis here, leaving the details for 
the appendices. The earliest treatment of thermal vibration in a crystal 
was that of· Einstein, who considered each atom to be a separate harmonic 
oscillator. This model was improved on by Debye who treated the crystal 
as an elastic continuum that could support running waves. Debye's method 
is regarded as essentially correct and we, therefore, resolve the atomic 
motions into a set of running waves, or normal modes. There are three 
times as many independent normal modes as there are atoms in the crystal, 
or one per degree of freedom, and any possible atomic motion of the crystal 

. may be made up as a sort of Fourier series in these normal modes. 
Each normal mode must be treated as a Planck oscillator and has a 

system of energy levels with values 

(n + 1/2)hv (3.1) 

where v is its frequency of vibration. Each quantum of energy is referred 
to as a phonon; if a· normal mode makes a transition with on = + 1, we say 
a phonon has been emitted and if on = -1, we say one has been absorbed. 

The description of the crystal in terms of phononsis in close analogy 
with the description of electromagnetic waves in a cavity in terms of pho­
tons. For the case of light, the electromagnetic state of the cavity is deter­
mined by finding the normal modes, which are treated as quantized oscil­
lators, and transitions with on = ±1 correspond to photon emission and 
absorption. 

The normal modes for the crystal are unlike those for light. For low 
frequencies the waves are essentially the microscopic transverse and longi­
tudinal waves of a solid. As the wave length becomes shorter, however, 
the sound velocity varies and there is a limiting minimum wave length 
which is about twice the spacing between atoms. In order to understand 
the energy losses of electrons in high fields, we must consider the role of 
this minimum wave length. For this purpose we shall describe the depend­
ence of frequency upon wave length for a longitudinal mode. 

Accordingly we consider the frequency of the normal modes correspond­
ing to a longitudinal wave propagating along a cube axis. Rather than 
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using the wave length A as a variable, we use the wave number or (1/A). 
For long waves the frequency is simply 

JI = ciA = c(1/A). (3.2) 

This corresponds to the straight line portion for low frequencies in Fig. 3· 
This portion extends to a wave length equal to twice the lattice constant a 
of the crystal. 

Figure 3 shows another curve which has a high frequency even for 
(1/A) = 0 or infinite wave length. The presence of this branch of the "vi­
brational spectrum" is due to the fact that the diamond structure has two 
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Fig. 3- Frequency of longitudinal vibrations in [100] direction in the diamond struc­
ture. (In this particular direction of propagation the acoustical and optical branches 
join smoothly at the same frequency; for other directions, there is a discontinuity in fre­
quency. The dependence of II upon l/A is approximated by a sine wave.) 

atoms per unit cell. (The diamond structure is made of two face centered 
cubic arrays of atoms, juxtaposed so that each atom of one array is cen­
trally situated in respect to a tetrahedron of four atoms of the other array, 
with which it forms four electron-pair bonds. The unit cell contains one 
atom of each array.) As a consequence of this it is possible to have a vibra­
tion in which one atom vibrates in the plus x direction while the other atom 
vibrates oppositely and to have this same motion occur in phase in every 
unit cell. Such a vibration is considered to have infinite wave length, since 
every unit cell does the same thing at the same time. It has the highest 
possible frequency since the pattern of motion involves directly opposed 
motions of nearest neighbors. If the motion is modified so as to have dif-
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ferent phases -in adjoining unit cells, and thus ,to correspond to a finite wave 
length, the f:t;equency drops. 

The opposed motions are referred to as "optical modes" by analogy 
with polar crystals. In a crystal of sodium chloride there is one CI- and one 
Na+ per unit cell. In the opposed type of motion, ions of like sign move 
one way and opposite to those of the other sign. This relative motion of 
charge polarizes the crystal and phonons of this type 'of vibration can ab­
sorb or emit light. Because of this optical activity the mode is termed 
optical. 

The name "optical" is carried over to valence crystals to describe the 
opposed form of motion, although no polarization accompanies the dis­
placement in the latter case. 

3c. The Selection Rules 

We shall next consider the laws which govern the interchange of energy 
between an electron and the phonons. There are two important laws, closely 
analogous to the laws of conservation of energy and momentum for two 
masses in collision. The quantity analogous to momentum for the phonon 
is a vector, called P -y, directed along the direction of propagation of the 
phonon, and having a magnitude given by the relationship between mo­
men tum and wavelength 

P'Y = h(l/X) = h/X, P'Y II propagation direction (3.3) 

In a transition in which an electron exchanges energy with the phonons, 
and changes its momentum from 1\ to J\, so that on-y =. ±1 for one of 
the modes, one selection rule requires that 

(3.4) 

This is analogous to conservation of momentum; actually it is based on far 
more subtle effects. The conservation of energy requires that 

(3.5) 

where 

(3.6) 

are the electron's energies before and after collision. The mass m need not 
be the mass of an electron but may instead be the "effective mass," a mass­
like quantity of the same order as the electron mass which takes into ac­
count the influence of the periodic potential of the crystal structure upon 
the electron wave packet. 

The effective mass concept represents a simplification that may not 
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necessarily be correct. In a cubic semiconductor, the electron waves can 
l::e "refracted" as are the longitudinal and transverse acoustical waves. 
The deviations from Ohm's law of Fig. 2 furnish evidence that the simpli­
fied assumption of equation (3.6) must in fact be replaced by the more 
general possibility. We shall return briefly to this point in Section 5. 

In addition to the conservation of energy and momentum, there are two 
other approximate selection rules which, while not exact, are so nearly 
fulfilled that no appreciable error is il}troduced by using them: 

PHONON CONSTANT 
ABSORPTION'", /ENERGY 

PHONON \ / AVERAGE ENERGY CONSTANT ENERGY AFTER 
EMiSSiON ..... , \ I /'AFTER SCATTERING ENERGY\ /' SCATTERING 
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(b) SCATTERING BY ELASTIC 
COLLISION OF MASSES 

Fig. 4-Comparison of the scattering by acoustical phonons with the scattering of a 
small mass in elastic collision with a larger mass. 

Only on-y = ± 1 is allowed. 
For the acoustical modes, only the longitudinal modes interact with 

electrons. (This restriction does not apply to optical phonons.) 
Figure 4 shows the allowed transitions for an electron with initial mo­

mentum PI in the x-direction. If the energy of the phon'ons were zero, the 
allowed transitions would be to points on the sphere (or circle in Fig. 4) 
wi th P 2 = Pl. Since the energy of a phonon is 

(3.7) 

however, the end points lie on the surfaces shown. 
These surfaces do not differ much from the sphere, as may be seen by 

considering the final energy for an electron that reverses its motion by 
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phonon absorption. For this case 

and 

(P~ - Pi)/2m = cP'Y 

so that the change in magnitude of momentum is 

P2 - PI = 2mc. 

For an electron with energy kT and "thermal velocity" 

VT = (2kT/m)1/2, 

. (3.8) 

(3.9) 

(3.10) 

(3.11) 

corresponding to 107 em/sec at 300oK, the fractional change in momentum is 

(3.12) 

Thus the phonon absorption surface lies only 11% outside the constant 
energy sphere. Figure 4 is drawn for the case of PI = 6 mc, or VI = VT for 
32°K, for purposes of exaggerating the differences in the surfaces. (A fur­
ther discussion of Fig. 4 is given in the appendices.) 

For transitions with optical phonons, in the range of interest, hv'Y is 
nearly independent of P'Y. Furthermore, the optical phonons have hv'Y == 
k 5200 K so that. they are nearly unexcited at room temperature and have 
n'Y = 0 so that only on'Y = + 1 is allowed. For this case transitions can 
occur only if ~l is greater than hvop and the end surface is a sphere with 

(3.13) 

We shall neglect the role of the optical phonons until after a comparison 
between acoustical phonon processes and experiment has been made. We 
shall then show that they play an essential role in explaining Ryder's data. 

3d. Energy Exchange and The Equivalent Sphere Problem 

We shall here give in brief some results derived in the Appendices which 
permit us to show the equivalence of the problem of acoustical phonon scat­
tering to a problem in gas discharges. This has two advantages: it enables 
us to take over the solution to the statistical p~oblem from gas discharge 
theory, the second problem mentioned at the end of Section 3a, and to 
concentrate on the problem of the mechanism. In addition the equivalence 
makes it much easier to visualize the mechanism of energy losses. 

According to the theory of phonon scattering, an electron is equally likely 
to be scattered from its initial direction of motion to any other. This implies 
that after an interaction the electron is equally likely to end in any unit 
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area of the surfaces of Fig. 4. The probability of being scattered per unit time 
is simply 

(3.14) 

where VI is the ~peed and C the mean free path; according to the theory Cis 
a function of the temperature T of the phonon system and is independent 
of VI. The time 71 is the mean free time or average time between collisions. 

Figure 4 shows the average energy after collision. The Figure represents 
a case in which the average energy is somewhat smaller than the initial 
energy. This will be the case for a high energy electron, that is one with an 
energy greater than kT for the acoustical modes. The average loss in energy 
for a high energy electron is found to be ' 

(3.15) 

where P"( is the momentum change in the collision. This formula is analogous 
to the formula for energy loss if a light mass m strikes a heavy stationary 
mass M and transfers a momentum P2 - PI = P"( to it. The energy transfer 
is given by (3.15) if 

M = kT/c2 

since then the kinetic energy of the large mass is simply , 

P;/2M = c2P;/2kT. 

(3.16) 

(3.17) 

The value of the mass which satisfies equation (3.16) for room temperature 
may be calCulated from the previously quoted values of VT and c: 

M = kT / c2 = mv;' /2c
2 = 170m, (3.18) 

a value which may certainly be considered large compared to m. 
Equation (3.15) is not the complete expression for average energy change 

for a collision with momentum change P'Y and another term representing 
energy gain also occurs. If the complete expression is averaged over all final 
directions of motion, it is found that the average change of energy, which is 
obviously the average energy change per collision, is 

(as) = 4mc2(1 - Pi/4mkT) = (4mkT/M) - (PUM). (3.19) 

This is the correct expression for the average gain in energy per collision of 
a light mass m colliding with a heavy mass M which is moving with the 
thermal energy appropri.lte to temperature T. This corresponds to a thermal 
velocity of 

VTM = (2kT / M)I/2 = 21/2C (3.20) 
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for the large mass. The second term in (3.19) is just the average of (3.15) 
over all directions of motion after collision and represents the energy loss 
that would arise if M were initially stationary. The first term represents an 
energy transfer from M to m due to the thermal motion of the large mass. 

Furthermore, if the light and heavy masses are perfectly elastic spheres, 
the scattering of m will be isotropic, just as is the case for the phonons. This 
shows that there is an almost perfect correspondence between the two 
mechanisms of scattering so that we are justified in' using previously derived 
results for the sphere case and applying them to the phonon case. 

To complete the equivalence we should introduce a density of large spheres 
so as to get the correct mean free path. There is nothing unique about this 
procedure, as there is about the mass M and temperature T, and we may 
make a large selection of choices for number of M-spheres per unit volume 
and radii of interaction so as to obtain the desired mean free path. Once 
any choice is made, of course, it will give the same mean free path inde­
pendent of electron energy and may be held constant independent of the 
electric field. 

3e. Acoustical Phonons and Electric Fields 

We shall next give a very approximate treatment of mobility in low and 
high electric fields. The emphasis will be upon the interplay of the physical 
forces, the mathematical details being left to the Appendices or to references. 

In the Ohm's law range, the field E is so small that the electrons have 
the temperature of the lattice. They have a velocity of motion of approxi­
mately 

VT = (2kT/m)1/2 

and a mean free time between collisions of 

T = t/VT' 

The electric field accelerates the electron at a rate 

a = qE/m 

(3.21) 

(3.22) 

(3.23) 

and imparts a velocity aT in one mean free time. Since the collisions are 
spherical, the effect of the field is wiped out after each collision. The drift 
velocity is thus approximately 

Vd = aT = (qe/mvT)E. (3.24) 

An exact treatment which averages over the Maxwellian velocity distribu­
tion gives a value smaller by 25% and leads to 

(3.25) 
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Since theory sho'ws that f varies as T-\ the mobility should vary as T-3
/
2

• 

This prediction is in good agreement with experimental findings over the 
range of conditions for which the dominant scattering processes are those 
considered here. 

N ext we consider the effect of very large fields. Under these condi tions 
an electron drifting in the direction of the field with drift velocity Vd acquires 
energy from the field at an average rate 

(dS/ dl)uue to E = vdqE. (3.26) 

If this power is large enough, the electrons will be unable to dissipate energy 
sufficiently rapidly to the phonons that they can maintain their normal tem­
perature. As a result their average energy mounts, after the field is initially 
applied, until they can furnish energy to the phonons fast enough to main­
tain a steady state. Under these conditions the sum of the two rates is zero 

(dS/ dt)due to E + (dS/ dt)due to phonons = O. (3.27) 

If the field is high enough, there may be no steady state solution. This 
can occur if the ability of the phonons to remove energy decreases with 
increasing energy. Such cases play an essential role in the theory of dielectric 
breakdown.8 In them it is concluded that electrons will gain sufficient energy 
from the field so that they can produce secondary electrons which repeat the 
process thus producing avalanches. For the cases with which we are con­
cerned, theory indicates that the energy losses increase rapidly with the 
energy of the electron while the power input decreases because of decreasing 
mobility so that a steady state will thus occur. 

In order to estimate the drift velocity for the steady state we must intro­
duce expressions for the two powers involved. For this purpose we assume 
that an electron has on the average a speed VI and we calculate the power 
to phonons as the average energy loss per collision for this velocity times 
the rate of collision, Vt/ f. For VI » VT , we can neglect the effect of motion of 
the M spheres and. thus obtain from (3.19) 

(dS/ dl)phonons = - (VI/ f) m2vi/ M. (3.28) 

The mobility will be less because of the higher collision rate so that the drift 
velocity in the field will be appro?Cimately 

Vd = (qf/mvt)E. (3.29) 

The power furnished by E will be 

(dS/ d!)due to E = (q2f/mvl)E2. (3.30) 

8 See the references to Frohlich and Seitz in Section 1. 
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The steady state condition then leads to 

and to 

VI = (qtE/m)1/2(M/m)1/4 

Vd = (qeE/m)1/2(m/M)1/4 

(V2cqeE/mvT)1/2 rv (CjlOE)l/2. 

(3.31) 

(3.32) 

The treatment9 based on accurate statistics for the equivalent sphere model 
leads to 

(3.33) 

The transition between the high field behavior and low field behavior 
should occur in the neighborhood of a critical field Ec at which both limiting 
forms give the same Vd : 

(3.34) 

leading to 

Ee = 1.51 c/p.o (3.35) 

and to a drift velocity, which shall be referred to as the critical velocity, of 

Vdc = 1.51c (3.36) 

if Ohm's law held to a field as high as Ee. The drift velocity can be ex­
pressed in terms of Ee by the equation 

(3.37) 

for values of E much greater than Ec. 
It is interesting to note that this initial field is just that which would give 

electrons a drift velocity corresponding to the thermal motion of M-masses. 
This seems a natural critical field. For it the effect of random motion of M 
would be suppressed by the systematic drift velocity so that the transfer 
of thermal energy to the electrons would be much reduced. This value of 
Ec corresponds to much smaller initial fields than are sometimes proposed. 
For example, one frequently encounters proposals that Ohm's law should 
hold up to the condition that Vd = VT. This would correspond to 10 times 
higher field at 3000 K than that obtained. Another criterion is that the 
energy gained in one mean free path, qeE, should be equal to kT. This is 
substantially equivalent and corresponds to Vd = VT/2. 

9 Drttyvesteyn Pkysica 10, 61, 1930. This paper is reviewed by S. Chapman and T. G. 
Cowling in "The Mathematical Theory of Non-Uniform Gases," Cambridge at the Uni­
versity Press, 1939, page 347. (The factor is 0.897 (187rj8)1/4 = 1.23.) 
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For comparison with experiment we note that for a value of 

E = 4Ec = 6.04c/ J1.o (3.37) 

such that if Ohm's law held 

Vd = 6.04c, (3.38) 

the value of Vd should be less than half the value predicted by Ohm's law. 
We shall shortly discuss the discrepancy between this prediction and ex­
periment. 

The "temperature" of the electrons may be conveniently expressed in 
terms of the ratio E/ Ec . Since the electrons for the high field case are not 
in a Maxwellian distribution of velocities, one cannot define their "tem­
perature" ,unambiguously. As a measure of their temperature we shall take 
their average kinetic energy divided by k. This leads to a ratio of electron 
temperature T(E) to crystal temperature T of 2vi!3v~. Since to a first 
approximation the ratio of mobilities at low and high fields is 4vt!37r1/2VT, 

the ratio of temperatures is 

T(E) = 37r [_J1._0 _J2 = 37rE 
T 8 '['d(E)/ E 8Ec . 

(3.40) 

This ratio may also be thought of in terms of the square of the ratio of 
drift velocity on the extrapolated Ohm's law line to the drift velocity on the 
El/2 line: 

T(E)/T = (37r/8) [J1.0E/Vd(E))2. (3.41) 

Either of these equations may be used to estimate electron temperature 
from the data in the range in which the El/2 formula is a good approximation. 

4. COMPARISON BETWEEN THEORY AND EXPERIMENT 

4a. Discrepancy in Critical Field 

In Fig. 5 we repeat Ryder's data of Fig. 2 together with data on an addi­
tional sample at 77°K. This new sample is considered more reliable than 
the first since its low field resistivity varies in just the proper ratio [see 
(3.25) and subsequent text] of (298/77)3/2 compared to its value at room 
temperature. Also we show the theoretical curves that will be discussed 
below. 

The deviations of the data from Ohm's law do not occur at fields as low 
as those predicted in Section 3e. For c = 5.4 X 105 em/sec., the critical 
drift velocity should be 

Vdc = 1.51c = 8.2 X 105 em/sec. (4.1) 
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It is seen that Ohm's law is followed to several times higher velocities with 
negligible deviations. The deviations should be a factor of 2 at the field 
corresponding to 

Vd = 6.04c = 3.26 X '106 cm/sec. (4.2) 

on the Ohm's law line. The deviations are actually much less. 
Another important difference between the data and the theory of Section 

3 is that the experimental points do not continue on a straight line with 
slope 1/2 but instead tend to flatten out with a roughly constant drift 
velocity. 
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Fig. 5-Comparison of E. J. Ryder's experimental data and the statistical theory of 
Appendix A7. 

Three theoretical curves are shown. These are based on an approximate 
treatment that includes the effect of the optical transitions. Due to the ap­
proximation, the optical modes are neglected below the points marked 
Op on the Figure. This approximation also leads to a discontinuity in slope 
at these points; in a more accurate treatment, this bump would be smoothed 
out. The optical modes play the least role for the curve at 77°K and for this 
theory.fits experiment within experimental accuracy if a value of 

Vdc = 2.6 X 106 em/sec. (4.3) 
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is used. This value is 3.2 times larger than the value given by equation 
(3.36) using c = 5.4 X 105 em/sec, the value appropriate for longitudinal 
phonons.1o The interpretation of this discrepancy, which we refer to as the 
"low field" discrepancy, is discussed in Section 5. It does not, of course, 
imply an error in the value of the sound velocity, but instead an error in the 
theory leading to the formula for critical velocity in terms of sound velocity. 

Although an exact theory along the lines discussed in Section 5 has not 
been developed, it appears evident that its chief effect will be to increase 
energy interchange with the phonons by a factor of 3.2 squared or approxi­
mately 10. This increase can be effected in a mathematically equivalent way 
by introducing an effecli'i:e 'l'eiocily for dealing with phonon energies which is 
3.2 times larger than the true velocity of longitudinal waves. The approxi­
mate theory in the Appendices uses this procedure. 

vVe may remark in passing that only, two constants were arbitrarily chosen 
to fit the curves to the data. One of these ,vas the effectlve velocity c = 1.73 
X 106 em/sec. which is 3.2 times larger than the speed of longitudinal waves. 
The other was the mobility of electrons at room temperature. Three other 
constants were chosen from independent estimates of the properties of the 
crystal. One of these is hv for the optical modes for which a value of k5200K 
was used; another is the effective electron mass, for which the free electron 
mass was used; and a third was the interaction constant for optical modes, 
which was set equal to that for the acoustical modes. The meaning of these 
terms is discussed in the Appendices. 

4b. TIle Effect of the Optical Modes 

'Ve shall next discuss briefly the role of the optical modes before remark­
ing on a theory of the low field discrepancy. 

As discussed above the optical modes can act only if 81 > Ilvop . Theory 
indicates, however, that when they do come into action they are much more 
effective than the acoustical modes. On the basis of these ideas, we can see 
how they can act to give a limiting drift yelocity that does not increase 
with increasing electric field. for purposes of this illustration we shall imagine 
that so high an electric field is applied that an electron may be accelerated 
from PI = 0 to P2 = (2mllvop)l!2, at which its energy equals hvop , in so short 
a time that it is not scattered by acoustical modes. As soon as it reaches 
P 2 , we assume that it is scattered by the optical modes, loses all its energy 
and returns to zero energy. This process then repeats, the period being 

10 This is t11C yclocity of longitudinal ,raycs in tbc fl10] direction as reportcd hy W. L. 
Bond, W. P. l\1ason, H. J. MC'Skim:n, K. M. Ol~en ancl G. K. Teal, Pltys. Rei}. 73. 5W (1948,'. 
See "Electrons and Holes in Semiconductors," page 528, for the reason for using this "vave. 



1010 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1951 

P2/ qE since dP2/ dt = qE. The average momentum is evidently Pd2 and 
the average velocity is 

(4.4) 

and is independent of E. The optical modes correspond to a temperature of 
about 5200 K and this leads to 

Vd = 6.3 X 106 cm/sec. (4.5) 

in general agreement with the observed value. 
The theory in the appendices indicates that both optical and acoustical 

modes are active simultaneously and thejr interplay leads to the theoretical 
curves shown. (In the Appendices a further discussion is presented and some 
additional data are compared with theory.) 

The tendency of the theoretical curves to fall below the data for 193°K 
and 298°K for field values below the optical point is thought to arise largely 
from the approximations employed in the theory. The. approximations 
neglect the ability of the optical modes to enable the electrons to lose energy 
for fields below the indicated value. Actually some electrons will be scattered 
by the optical modes and this will contribute in an important way to hold­
ing the temperature down and the mobility up. A correct treatment would, 
therefore, raise the theoretical curve appreciably in the region where it 
deviates most from the data. 

4c. Electron "Temperatures" 

From the theory it follows that the average electron energies correspond 
to about 5200 K at the points marked Op on Fig. 5. The highest point on the 
298°K curve corresponds to ",700oK and the highest point on the 77°K 
curve corresponds to 550oK. For this last case the electron temperature i~ 
more than seven times as high as that of the atomic vibrations. In the ap­
pendix we quote some other earlier data of Ryder's that indicates electron 
temperatures of about 40000 K while the crystal itself remains at room 
temperature. 

5. AN EXPLANATION OF THE Low FIELD DISCREPANCY 

The failure to deviate from Ohm's law at the low fields predicted indicates 
that the electrons can dissipate their excess energy more effectively than 
would be expected on the basis of their mobility. This conclusion is forced 
on us by the observation that they apparently retain their thermal dis­
tribution and normal mobility to higher fields than predicted. It is not pos­
sible to explain the discrepancy by assuming a large or a small value for the 
effective mass, since the value of the effective mass does not enter into the 
final comparison with experiment. 
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It is possible, ho\vever, to explain the discrepancy by assuming that the 
effective mass is not single valued. This assumption corresponds to the case 
in which the surface in the Brillouin zone belonging to a single energy is not 
a sphere but instead a complex surface of two or three sheets. Such surfaces 
have been found as a result of numerical calculations for certain crystalsll 

and it has also been shown that such surfaces are to be expected in generaF2 
if the energy at the bottom of the conduction band is degenerate. It appears 
necessary to assume that such complex surfaces occur in order to explain 
magnetoresistance effects.13 

In terms of Fig. 4, this theory replaces the circular energy contours by 
deeply re-entrant curves. Transitions from peak to peak of the curves result 
in large energy transfers to the phonons and hence more effective energy 
losses. This effect can occur without a compensating change in the effective 
mass involved in the mobility and, as a result, the critical field may be 
increased by a large factor. A preliminary analysis indicates that in order 
to increase the critical field by a factor of 3 a value of about 3 is also 
required for the ratio of maximum to minimum momentum for the energy 
surface. A similar analysis of magnetoresistance leads to a factor about 50% 
larger in order to account for the increases in transverse resistance of about 
7-fold observed by SuhU4 At the time of writing, therefore, the author feels 
that both the critical field data at low fields and the magnetoresistance data 
require a modification of the effective mass pictvre and that the same modi­
fication may well explain both sets of data. 

I am indebted to E. J. Ryder, whose experimental results provoked the 
analysis presented in this paper, to F. Seitz and J. Bardeen for several helpful 
discussions, to Gregory Wannier for an introduction to the analogous case 
in gas discharge theory and to Esther Conwell for help with the manuscript. 

I shall also take this opportunity to express my appreciation to C. J. 
Davisson. The opportunity to work in his group was a large factor in my 
decision to come to Bell Telephone Laboratories, where I enjoyed his stimu­
lating companionship while assigned to his group, and later as well. 

APPENDICES 

A.1 INTRODUCTION AND NOTATION 

The problem of energy exchange between the electrons and the phonons 
requires a somewhat more sophisticated treatment than does the problem 
of mobility at low fields. In order to present the theory of energy exchange, 

11 W. Shockley, Pltys. Rev. 50, 754 (1936). 
12 W. Shockley, Phys. Re~·. 78, 173 (1950). 
13 W. Shockley, Phys. Rev. 79, 191 (1950). 
14 H. Suhl, Phys. Rev. 78, 646 (1950). Suhl finds increases in resistance in transverse 

fields as high as 7-fold. 
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it is necessary to reproduce a large amount of the material dealt with in or­
dinary conductivity theory. We do this in a somewhat abbreviated form ex­
panding the exposition on the points particularly pertinent to the theory 
of energy losses. 

For convenience we reproduce here a number of the more important sym­
bols. The references indicated refer to places where they are discussed in the 
text. 

a = lattice constant; Fig. 3. 
c = speed of longitudinal acoustical wave; Equ. (3.2). 

Cu = average longitudinal elastic constant; Equ. (A4.1). 
e = base of Naperian logarithms. 

E = electric field. 
S = energy. 
Sin and 8~n; Equ. (A4.1) and (A7.9). 
It = 271' l1, = Planck's constant. 
k = Boltzmann's constant. 
.e = mean free path for electron due to scattering by acoustic phonons; 

(A4.3). 
fop = describes scattering by optical phonons; (A7.19). 
m = effective mass of electron. 
M = mass in equivalent mass treatment; (A5.8). 
P = "crystal momentum" of electron = It times its wave number. 
V = volume of crystal. 
A = dilation; (A4.1) and (A7.10). 

11 = frequency of normal mode. 
1Iop = frequency of optical mode (used in Sect'ion 4 only); Equ. (4.5). 

A.2 THE PROBABILITY OF TRANSITION INTO ENERGY RANGE 082 

In this section we consider an electron initially with energy SI and mo­
mentum 15;, which for convenience we take to be along the Pz-axis, and 
we evaluate the probability that it make a transition to states with ener­
gies in the range S2 to 82 + 082. \Ve shall assume that the crystal is elas­
tically isotropic so that for the spherical energy surface approximation 
employed, i.e. equation 3.6, the scattering will be symmetrical about the 
P z-axis. The end states, F;, may, therefore, be considered in groups lying 
in the range d8 2, dO where 0 is the angle between ~ and~. These states 
lie in a ring in ~space whose. volume is 

(A2.1) 
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The number of end states in de d82 space is thus15 

(V I 1t3) 27rmP 2 sin e de d82 == p de d82 (A2.2) 

(The density p introduced above is used below in calculating the transition 
probability; since spin is conserved in the transitions of interest, the den­
sity of possible end states in phase space is I1lt3 instead of 211t:l.) 

The transitions will occur between states of the entire system, electron 
plus phonons, which conserve energy. The transition of the electron from 
1\ to ~ requires a compensating change in the phonon field. 16 The con­
servation laws allow two possibilities: (I) phonon emission; the longitudinal 
acoustical mode with 

-+ 

Pa == hka (A2.3) 

undergoes a change 

(A2.4) 

with a change in energy for the electron of 

82 - 81 = -h Wa = -/z ciA ==: -CPa (A2.S) 

where c is the velocity of the longitudinal phonons that are chiefly respon­
sible for the scattering. These relationships lead to conservation of the 

sum of P for the electron plus I: 1ta Pa for the phonons. The other pos­
sibility is (II) phonon absorption, for this case 

again with conservation of the sum of P vectors. 

(A2.6) 

(A2.7) 

(A2.8) 

If we denote by 8 the energy of the electron after collision plus the change 
in phonon energy, then the requirement of equality for energy before and 
after collision gives 

(A2.9) 

where on'Y = + 1 is the phonon emission or a surface and 011,1' = -1 is the 
phonon absorption or (3 surface of Fig. 4. 

IS The notation in this appendix follmys closely that of W. Shockley, "Electrons and 
Holes in Semiconductors," D. van Nostmnd (1950) to \rhich we shall refer as E and H 
in S. See page 253 for a similar treatment of p. 

16 This condition is analowus to one for the conservation of momentum but has a 
different interpretation. See for example E and H in S, p. 519 equation (15). 
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We shall next insert these symbols into the conventional expression for 
transition probability. We consider a system described by one or more 
sets of quantum numbers, say Xl , Xz, ... , Xn which may take on discrete 
but closely spaced values so that the numbers of states lying in a range 
dXl , . . . , dXn is 

(A2.10) 

The system may make a transition from an initial state cpo and energy 80 

to another state CPi of the same energy between which there is a matrix 
element UOi • The total probability of the system making a transition per 
unit time to the range of quantum numbers dxz , dX3, ... , dXn is then17 

where a8/ aXl is evaluated where 8i = 80; if for the range dX2, ... ,dxn of 
the other quantum numbers there is no Xl value that gives 8i = 80, then 
the transition does not occur. 

We shall apply this to our case letting e = Xl and 8 2 = X2~ The expres­
sion a8/ aXl then becomes 

(A2.12) 

where 

a a I --+ I a 2 2 ) 1/2 
ae P'Y = ae I P2 - PI = ae (P 2 + PI - 2P1 PZ cos () 

(A2.13) 

= P]P2 sin e/p-y. 

We then obtain, for W 12 d8 2 , the probability per unit time of transition of 
the eiectron from f\ to states with energies between 82 and 82 + d8 2 , the 
expression 

W 12 d8 2 = (27r/h) 1 U 12 (V/h3) 27rmP2 sin 0 X (P-y/con-YP1P 2 sin 0) d82 

(V /27rh4)m 1 U 12 (P 'Y/ dm'Y PI) d82 (A2.14) 

(V/27rh4)m 1 U 12 (P-y/P1)(-dP-y); 

where the negative coefficient of dP -y is without significance except for its 
relationship to the selection of the limits of integration. In subsequent equa­
tions we shall disregard the sign convention which relates d8 2 to dP 'Y; no 

17 See L. 1. Schiff "Quantum Mechanics," McGraw-Hill Book Co. (1949), equation 
(29.12). The additional factor 1/(a8i/aXl) converts thep used here to that of Schiff, which 
latter is number of states per unit energy range. 
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error is introduced provided the subsequent integrations are always in the 
direction of increasing values for the variables concerned. 

A.3 THE ALLOWED RANGES FOR P "I 

An electron with an energy corresponding to room temperature can 
change its energy by only a small fraction in a one phonon transition. The 
extremes occur for e = 7r corresponding to complete reversal of direction. 
For this case we have 

02 - 01 = (P~ - Pi)/2m = - CJ1t'YcP "I 

so that 

P 2 - PI = - on'Y 2mc == - 2on'Y Po. 

Thus the limiting values of P 2 differ from PI by 

±2Po = ± 2mc 

(A3.1) 

(A3.2) 

(A3.3) 

in keeping with the results shown in Fig. 4. [For VI = P 1/m = 107 em/sec, 
corresponding to 01 = 0.025 electron volts, and c = 5.4 X 105 em/sec, it is 
seen that P 2 and PI differ by 10%.] For this case the range of P'Y is 

phonon emission, ona = + 1, P a from 0 to 2 (P I - Po) (A3.4) 

phonon absorption, on{3 = -1, P{3 from 0 to 2(P1 + Po). (A3.5) 

A singularity occurs for PI = Po. For this case phonon emission becomes 
impossible and the inner curve of Fig. 4 shrinks to zero; in Fig. Ai we show 
the sequence of shrinkage. The value of 01 for this condition corresponds to 
thermal energy for a temperature of less than 10 K. Under the conditions 
for which we shall compare theory and experiment, a negligible number of 
electrons lie in this range. Accordingly we shall use the above limits in cal­
culations and neglect the small errors introduced. 

A.4 THE MATRIX ELEMENT AND THE MEAN FREE PATH 

The matrix element may be written in the form18 

(A4.1) 

where 01n is the derivative of the edge of the conduction band in respect 
to dilatation of the crystal and Co, is the elastic constant for longitudinal 

18 See E and H in S, page 528, equation 31. The second expression in equation 31 
of this reference is in error by omission of a factor hWka = CPT. 
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Fig. A1-Initial and Final Values of P for Transitions ,vhich conserve energy. 
(a) The two nearly spherical surfaces for I ~ I = 6 me. 
(b) The two surfaces for I ~ I = 3 me. 
(c) For an electron with I ~ I = me, energy loss is impossible. 
(d) The case of 115; I = O. 

waves. Inserting this in the expression (A2.14) for lVI2 dS2, we obtain 

W I2 dS 2 = (V/27rh4) m [SinP.yc/4Vcu] 

ame 

6rne 

X (2n-y + 1 + on"t) (P-y/P1) dP-y (A4.2) 

(1/f)(1/8mP1)(21t-y + 1 + oll"t)(cP-y/kT)P-ydP-y 

where we have used the symbol C to represent 

t = 7rh4 cu/m'l[;in kT (A4.3) 

because, as we shall shortly show, t is the mean free path for electrons. 
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For the cases with which we shall be concerned, the values of n-y may 
be approximated by classical equipartition. This may be seen from the 
fact that largest energy phonons correspond approximately to an energy of 

cP'Y == 2cP1 = (4cm/P1)Pi/2m 
(A4.4) 

== (4C/VI)kT. 

Their energies will, therefore, be considerably less than kT. For large in­
creases in electron energy in high fields, however, this approximation may 
not be adequate. At room temperature cP'Y/kT == 0.2 and the critical 
range will correspond approximately to an increase of about 10 fold of 
electron temperature above the temperature of the crystal. Under these 
conditions cP -y deduced from equation (A4.4) will be about 2kT for the 
most energetic phonons; for this condition, hO\vever, P -y lies at the edge of 
the Brillouin zone and dispersive effects must be considered. In this treat­
ment we shall not investigate further these limits and shall in general 
assume that cP"( < kT. 

vVe shall next derive an expression for the mean free path and verify 
that the scattering is isotropic. These results can be derived more simply 
and directly from the matrix element by neglecting (PO/PI) and (cPa/kT) 
from the outset. For. the treatment of energy losses that follO\vs, we cannot 
make these approximations. \Ve shall, however, make them in the re­
mainder of this section thus establishing that our more general formulation 
reduces correctly to the more convenient and simpler formulation usually 
used. 

For the condition under which equilibrium applies we may approximate 
1t"( as follows: 

(A4.S) 

Then, for the phonon emission or a case, the contribution to W12 d82 be­
comes 

(A4.6a) 

and for the phonon absorption case, it becomes 

(A4.6b) 

We shall use these expressions later for the calculation of energy exchange, 
in which case the terms in cPa /2kT, which favor phonon emission, play an 
important role. In order to check the expression for mean free p:lth we neg­
lect these terms, however, and also approximate the integral of Pa dPa by 
2Pi rather than 2(P1 - PO)2. The total probability of transition from state 
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i\, which should be taken to be 1/ TI where TI is the mean free time, is 
then 

(A4.7) 

This is just the relationship appropriate to the interpretation of C as a mean 
free path between collisions. I9 It does not follow that TI is the relaxation 
time 'for the current, however, unless the. average velocity after collision 
is zero. We shall next show that the average velocity after collision is zero 
to the same degree of approximation used above by showing that scatter­
ing into any solid angle of directions is simply proportional to the solid 
angle, i.e. the direction of motion after collision is random. 

The conclusion that the scattering is nearly isotropic follows from the 
approximate proportionality of probability to P 'YdP 'Y' Since P 2 is nearly equal 
to PI and substantially independent of 0, we may write 

Pa dPa = ! d(Pa)2 = ! d (2Pi - 2Pi cos 0) 

= - pi d cos 0 = pi sin 0 dO. (A4.8) 

The last term is simply proportional to the solid angle lying in range dO; 
hence the end states are distributed with uniform probability over all direc­
tions and the scattering is isotropic. 

AS. ApPROXIMATE EQUIVALENCE TO ELASTIC SPHERE MODEL 

In this section we shall show that on the average the energy exchange 
between the electron and the phonons when the electron is scattered through 
an angle 0 is very similar in form to that corresponding to elastic collisions 
between spheres with the phonons represented by a mass much greater 
than the electrons. If dP a and dP f3 correspond to scattering through angles 
between 0 and 0 + dO, then the energy loss for phonon emission is cPa and 
the energy gain for absorption is cP f3. The relative probabilities of loss and 
gain are given by equations (A4.6) and from these it is found that the 
average energy gain is 

(08) cPf3[l - (cPf3/2kT)]PfJ dPf3 ---' cPa[l + (cPa/2kT)]Pa dPa 
[1 - (cPfJ/2kT)lPfJ dP{3 + [1 + (cPa/2kT)]P a dPa 

c[P~ dPfJ - p~ dPa] - (c2/2kT)(P~ dP{3 + P: dPa ) 

[1 - (cP{3/2kT)]Pf3 dP{3 + [1 + (cPa/2kT)]P a dPa . 

(AS.l) 

Since we are concerned chiefly with cases in which Po « PI, P 2 == PI, 
and cP{3/kT« 1, we may set 

(AS.2) 

19 See E and H in S, Chapter 11. 
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where P'Y corresponds to neglecting the energy change of the electron on 
collision. This approximation is not good enough for the first term in (AS.1) 
which involves P{3 - Pa. In order to evaluate this first term we note that 
the relationships 

Pa = P'Y[l - (PoP'Y/2Pi)] 

P{3 = P'Y[l + (PoP'Y/2Pi)] 

may be derived up to the first order in Po. This permits us to write 

P~ dP{3 - p! dPa == (1) d [(P{3 - Pa)(3P;)] 

= d[Pop~/pi] = 4(Pop;/pi) P'Y dP'Y' 

Hence 

(AS.3a) 

(AS.3b) 

(AS.4) 

(AS.S) 

The second term is proportional to the (average change in momentum)2 
for collision by angle O. It thus corresponds to energy which would be trans­
ferred to an initially stationary mass M» m by the colliding electron pro­
vided we take 

(AS.6) 

That this mass is much greater than the electron's mass may be seen in 
terms of v, the velocity of a thermal electron: 

mvi!2 = kT. (AS.7) 

From this we obtain 

M = m(vI/ c)2/2 == 170m (AS.8) 

at room temperature where VI == 107 em/sec while c == S.4 X 105 em/sec. 
The first term may then be interpreted as follows: 

2cPop;/pi = 2c2mP;/pi = 2(kTm/M)(p;/pi) (AS.9) 

If this is averaged over all angles 0, the P;/ pi term becomes 2; the energy 
gain is then just that picked up by a mass m colliding with a mass M moving 
with a Maxwellian distribution at temperature T as may be seen as fol­
lows: For this case the velocity V.M of M parallel to the line of centers on 
collision imparts an added velocity 2v.M to the electron and, on the average, 
an energy 

(AS. 11) 
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since M<V~f)/2 = kT/2. In addition, however, there is an effect due to 
relative velocity: when VM is directed so as to increase the closing velocity, 
the probability of collision is increased. Due to this effect, collisions with 
higher relative velocity are favored and as a result the energy transferred 
due to the VM effect is just doubled20 leading to a total contribution of 

(energy transfer due to VM) = 4 mkT/M. (AS.I0) 

This is just to the first term of (AS.S) when averaged over all values of e. 
Thus the average of the gain in energy term in (AS.S) is just that corre­

sponding to interactions with heavy masses Al in thermal agitation. The 
difference is that in the sphere model the average energy gain term is inde­
pendent of 0, whereas in the phonon case it varies as P;/ pi and approaches 
zero for forward scattering so that the dependence upon angle is different. 
The energy loss term, however, is correctly represented by the sphere model. 

The average value of (os) averaged over all values of (J is denoted by 
(OS)Pl' Since P; averaged over (} is 2Pi, we obtain 

(OC)Pl E!:! 4cPo ~ c2pi/kT 

~ 4mc2 (1 - pi/4 mkT). 
(A5.12) 

From this expression it is seenlhat an electron with energy Pi/2m = 2kT 
keeps the same energy on the average after M collision. \Ve shall use ex­
pression (AS.12) in Section A.6. 

For high electric fields, the electron energies are higher than thermal and 
the loss terms predominate. Furthermore, the scattering in both cases is 
nearly isotropic if M » m and the colliding particles are spheres. Hence, 
the analysis of kinetic theory of ionized gases can be applied to a high 
degree of approximation to estimate electron behaviors. 

It should be stressed that several approximations are involved in this 
treatment. In particular it is assumed that (I) cP"( < kT and that (II) 
PI » Po. If this is true, then 

(AS.13) 

so that the approximation used in considering the heavy spheres to be 
moving slowly holds and the mass of the heavy spheres is much greater 
than the electron mass: 

M/m == (kT//)/(2kT/vi) = vi/2c
2

• (AS.14) 

If conditions (I) and (II) are not satisfied, the approximations leading to 
(AS.S) will require revision. 

20 If VI,. is the velocity towards centers, then the probability of collision is weighted by 
[1 + (VM/Vln)] and the term linear in VM in the energy, which is (!m)(4VIn VM), con-
tributes 2{vlI}m to the average transfer. . 
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A.6 ApPROXnIATE TREAD'rENTS OF MOBILITY IN HIGH FIELDS 

A correct treatment of mobility in high electric fields E is based upon 
finding the steady state distribution function-j(P, E, T) which satisfies the 
Boltzmann equation, i.e. a function for which the rate of change due to 
acceleration by E just balances that due to scattering. This method leads 
at once to rather formidable mathematics which may tend to obscure 
somewhat the physical forces at work. \Ve shall in this section derive re­
lationships between drift velocity and E on the basis of simpler models 
and shall compare the results with the exact treatment as given in the 
literature for the case of a gas. 

For this purpose, we shall first suppose that the field in effect raises the 
electrons to a temperature Te which is greater than the temperature T of the 
phonon distribution. The electrons with temperature Te will have colli­
sions at a rate (TelT)1/2 greater than before and their mobility will be re­
duced from its equilibrium value Ilo to a new value Il 

(A6.1) 

The average rate at which the electric field does work on an electron is then 

(de/ dl)ficld = Force X Speed = QIlE2. (A6.2) 

For steady state conditions this must be equal to minus the average rate 
at which an electron gains energy from the phonons. Denoting this by 
(de/ dl)phonons we have 

(de/ dl)ncld + (de/ dl)phonons = O. (A6.3) 

In order to calculate the average rate of energy loss to the phonons, we 
consider the average energy gain of an electron of momentum Pl. As given 
by (A5.12): . 

(Oe)Pl = 4mc2 [1 - (mvi/4kT)]. (A6.4) 

According to our assumption, the number of electrons in the velocity range 
v to v + dv is N(v) dv = A exp (-mv2/2kTe)v2dv. These electrons suffer 
collision at a rate v/ t. Hence the average rate of energy gain is 

(de/dl)phonons = j (oe)p(v!c)J.Y(v) dv / jN(v) dv 

(8/v!;)(mc2ve/()[1 - (Ve/VT) 2] 

where we have introduced 

(A6.5) 

(A6.6) 
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We see that for thermal equilibrium, with T = Te and v = Ve , this equation 
gives correctly the result that there is no net interchange of energy be­
tween electrons and phonons. 

The equation for mobility for the case of phonon scattering is 

}.to = 4qf/3Y;'vTm. 

This expression may be used to reduce the steady state equation: 

o = (de/ dt)ficld - (de/ dt)phonons 

= (vT/ve)q}.toE2 + (8/y;') (mc2vT/ t)(Ve/VT) [1 - (VelVT)2] 

to 

This equation may be solved for VelVT: 

(Ve/VT = Y G) (1 + [1 + (3-71/8) (}.toE/ c)2)1/2) 1/2 

The drift velocity then becomes 

(A6.7) 

(A6.8) 

(A6.9) 

(A6.10) 

Vd = }.tE = }.toE y2/(1 + [1 + (3'n/8) (}.tOE/c)2J1/2) 1/2. (A6.11) 

For E« C!}.to, we have 

(A6.12) 

For E» C/}.to, we have21 

Vd = (32/3-71-)1/4 (}.tOEC)1/2 = 1.36 (}.toEc) 1/2. (A6.13) 

These equations define a critical field Ec at which the two limiting cases 
would give the same mobility: 

(A6.14) 

At this critical field, the drift velocity is less than the value on either limit­
ing form by a factor of 

vd/}.toEc = y2/ [1 + 51/2)1/2 = 0.785. (A6.15) 

This reduction in mobility corresponds to an electron temperature of 

Te = T! (0. 785)2 = 1.62T. (A6.16) 

Expressed in terms of c the drift velocity given by the limiting forms is 

Vc = Vd (extrapolated) = 1.84c (A6.17) 

21 This relationship has been published in Btttletin of Am. Pltys. Soc., Vol. 26, No.1, 
paper 55. 
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and the actual drift velocity is 

vd(Ec) = 0.785 X 1.84e = 1.45e. (A6.18) 

If we introduce Ec into the steady state equation (A6.9), and express 
VelVT as a mobility ratio, we obtain 

(A6.19) 

We give this equation in order to show the similarity of the Maxwellian 
distribution case to the cruder case considered next. 

A similar treatment may be given for a hypothetica1 distribution of elec­
trons such that all have the same energy C; and speed v. The effective mo-
bility of such a distribution is22 . 

Jl = (qrlm) (1 + (l) dfnrldfnv) 

= 2qf/3vm = 7r1
/
2 JlovTl2v. 

The steady state equation deduced from (A6.19) and (A6.4) is 

(v2/2v~) [(v2/2v~) - 1] = (37r/64) (JloEle)2 

For high fields we find that this steady state condition gives 

Vd = (7r/3)1/4 (eJloE)1/2 = 1.01 (eJloE)1/2, 

(A6.20) 

(A6.21) 

(A6.22) 

a val~e somewhat smaller than that obtained from the Maxwellian approxi­
mation. This leads to a critical field of 

Ee = (7r/3)1/2 el Jlo = 1.03 el Jlo (A.623) 

at which Vd given by (A6.22) extrapolates' to give the same value as JloE. 
We may use this distribution and make it give identical results with the 
Maxwellian distribution. If we use the steady state condition for low fields, 
we find v = 21/2 VT and 

Jl = P~ = v;:;s Po = 0.625 Jlo. 

In terms of this p~, the steady state equation becomes 

(p~1 Jl)2 [(p~1 Jl)2 - 1] = (EI E~)2. 

with 

(A6.24) 

(A6.25) 

(A6.26) 

It is evident that if we chose modified values of e' and C' so as to make 
Jl~(c') become equal to Jlo and E~(c', e') = Ec(e, t), then the monoenergetic 

22 See E and II in S problem 8 page 293. 
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approximation will give the same results as the Maxwellian distribution. 
vVe use this procedure in the following section. 

As pointed out in Section A.S, the problem treated here is closely analo­
gous to electronic conduction in gasses. For this case, an exact treatment 
has been given for high fields such that the motion of the large masses M 
may be neglected. The drift velocity is found to be23 

Substituting kT / c2 for 1.1 and using (A6.7) to eliminate l, we obtain 

Va = (7r3/6)1/4r(~)cPoEc)l/2 

= 1.23 cPoEc) 1/2. 

(A6.27) 

(A6.28) 

This value lies intermediate between the two simple approximations con­
sidered above and leads to a critical field of 

Ee = 1.51 c/JJ.o (A6.29) 

a t a velocity of 

Vde = fJ.oEe = 1.51 c. (A6.30) 

Since the exact case gives Va = JJ.oE for low fields and Va = JJ.o(EEc)l/2 for 
large fields, it is evident that either the Maxwellian or single energy dis­
tribution will approximate it well (provided suitable choices of fJ.o or JJ.~ and 

I 
Ee or Ee are made) except for a small error near Ee. 

The distribution in energy for the gas case leads to a probability of 
finding the electron in a range V 'to V + dv proportional to 

[cxp - f.' mv dv/(kT + 3M(qCE/3mv)') ] v'dv (A6.31) 

For high fields this reduces to 

[exp - (3m/4M) (v?m/q CE)?] v? dv 

It is seen that this distribution weights the low energies less heavily than 
does the Maxwellian for the S:Lme average energy and thus gives a lower 
mobility. It weights them more heavily than does the single energy and, 
therefore, gives a higher mobility than it. 

23 Dmyveste'),n Physica 10, 61 (1930). See also S. Chapman and T. G. Cowling, "The 
Mathematical Theory of Non-Uniform Gases," Cambridge at the University Press, 1939, 
page 351. 
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A.7 THE EFFECT OF THE OPTICAL MODES 

A.7 a. Introduction 

The treatment presented above is based entirely upon interaction with 
the longitudinal acoustical modes of the crystal. Since the diamond struc­
ture has two atoms per unit cell, it is also possible to have "optical modes" 
in which the two atoms vibrate in opposite direct~ons. Such modes may 
have long wave lengths; for example, do the same thing in each unit cell, 
and thus correspond to small values of P 'Y' Hence they may interact with 
the electron waves with P'Y == Pl. Their frequencies correspond roughly to 
a wave length of about (!) the lattice constant in the [100] direction and 
hence to a frequency of about 

(4.92 X 105)«!)5.6 X 10-8)-1 (2/rr) = 1.12 X 1013 sec-1 (A7.1) 

The last factor of (2/7r) is a crude allowance for dispersion, which leads to 
a decreasing phase velocity at short wave lengths. This corresponds to an 
energy 

(A7.2) 

These optical phonons thus contain much more energy than the acousti­
cal phonons; the latter having at room temperature an energy of about 

(A7.3) 

[or about k 1000 K if we use the higher effective value of e discussed in 
Section 4]. Furthermore, the optical phonons will be only slightly excited; 
thus collisions with them will in general involve phonon emission so that a 
collision will on the average result in an energy loss of nearly 500k. This is 
very large compared, for example, to the average loss of about 8 me? == k 
12° per collision for electrons with energies of 4kT. 

A difficulty with the optical modes is that for the approximation of 
spherical energy bands, which we have used in earlier parts of this paper, 
they should have matrix elements which vanish when PI = O. This con­
clusion is reached by considering the deformation potentials corresponding 
to an optical displacement: this may be thought of as moving one of the 
face-centered cubic sublattices of the diamond structure in respect to the 
other. Since the initial position is one of tetrahedral symmetry, there can 
be no first order change in the energy 0c at the bottom of the conduction 
band. There may be a distortion of the energy spheres for higher energies, 
however, and this can lead to matrix elements proportional to pi and transi­
tion probabilities proportional to pi .25 

2. This view is in disagreement with the position stated by F. Seitz in his two papers 
on mobility. Plzys. Rev. 73, 550 (1948) and 76, 1376 (1949). See for example the text 
between equations (14) and (15) of the latter paper. 
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On the other hand, if the band is degenerate. and has energy surfaces 
consisting, for example, of three sheets, then an optical displacement may 
split the degeneracy and the shift in energy for PI = 0 can be linear in the 
displacement. (For example consider one wave function with angular de­
pendence of the form (cos () + sin () cos cp + sin () sin cp) i.e. a p-type wave 
function with its axis along [111]. Its energy should certainly change for 
relative displacements of the two sublattices along the [111] direction since 
positive and negative displacements are unsymmetrical in their distortion 
in respect to this line.) 

Chiefly from evidence on magneto-resistance, the writer is convinced 
that the electron energy band is complex in form. Thus it would be expected 
that the optical modes would have matrix elements for low values of Pl. 
We shall assume that this is the case but shall not endeavor to deal with a 
non-spherical band. This an inherently inconsistent approach, but should 
give at least a semiquantitative agreement with an exact theory. 

In order to illustrate the effect of the optical modes, we shall assume for 
the moment that for high fields they are the dominant mechanism of scat­
tering and that the scattering is isotropic. If the mean free time between 
collisions is T, then the power input is 

(A7.4) 

If the temperature is so low that the optical modes are only slightly ex­
cited, the transitions will in general absorb an optical phonon so that 

(dS/ dt)op = hV/T. (A7.5) 

The steady state condition leads to the surprising but simple result that 

Vd = qTE/m = (ltv/m)I/2 (A7.6) 

so that the drift velocity is independent of E. 
If we insert k 520° K for ltv and the free electron mass for m, Vd becomes the 

velocity of an electron with k 2600 K of energy giving 

Vd = 0.88 X 107 cm/sec. (A7.7) 

The limiting value on Fig. 2 for 298°K corresponds to extrapolating Ohm's 
law to about 1500 volts/cm or a drift velocity of 1500 X 3600 = 0.54 X 107

• 

The limiting value for TTK is about twice as high. These values are seen 
to be in reasonable agreement with the predicted value. 

It should be pointed out, however, that the answer obtained for Vd de­
pends implicitly on the assumption that a relaxation time may be used in 
the simple way employed above. To illustrate that the result is not com­
pletely general we refer the reader to equation (4.4) which was obtained 
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on the basis of a somewhat different treatment. According to (4.4) 

Vd = (~) (2hv/m)1/2 = (llv/2m)1/2 

= 0.63 X 107 em/sec. 

a result smaller than (A7.6) by a factor of 21/2. 

(A7.8) 

A correct treatment of the optical modes together with acoustical modes 
would involve solving the Boltzmann equation to find the steady state 
distribution. This will obviously present problems of considerable com­
plexity. In particular scattering will suddenly begin to increase when the 
electron acquires an energy, 01 > hv and it seems unlikely that analytic 
solutions can be obtained. Even the Maxwellian distribution leads to 
somewhat complicated integrals. 

A.7b. Estimate of the Matrix Element 

In order to proceed further we must estimate the order of magnitude of 
the optical scattering matrix element. For this purpose we introduce a 
"deformation potential" coefficient for the optical modes by the equation 

(A7.9) 

where x is the displacement parallel to the x-axis of one sublattice in respect 
to the other and Xo is the x-component of relative displacement of the sub­
lattices for equilibrium conditions. The same reasoning as used in treating 
mobility by deformation potentials26 may then be applied and the matrix 
element evaluated by analogy with the dilatation waves. For the latter the 
matrix element may be written in the form 

(A7.10) 

where ~ is the dilatation and (.12) is the average (dilatation)2 for the 
mode before and after transition.27 Since half the energy in a running wave 
is potential 

1 CU<~2) V = 1 hv X [average of (n + 1)] 

= hv (2n + 1 + on)/4. 
(A7.11) 

This leads to the form introduced in equation (A4.1). By analogy, for the 
optical modes we should take 

(A7.12) 

26 W. Shockley and J. Bardeen, Pltys. Rev. 77, 407-408 (1950) and J. Bardeen and 
W. Shockley, Phys. Rev. 80, 72 (1950). 

27 See E and II in S, page 528. 
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where the stored energy for deformation (x/ xo) is 

t Coo (x/ xo)'2 V (Ai.13) 

and the average value for a transition from 11, = 0 to 11, = 1 is ltv for the 
total energy and (!)hv for potential. This leads to 

/ Uop /2 = 8~n ltv/2coo V (A7.14) 

As a first approximation we may take the stiffness between the planes of 
atoms separated by Xo as the same as the macroscopic value. This leads to 

Coo = Cll (A7.1S) 

Furthermore, equal relative displacements of neighbors are produced by 
equal values of Ll and x/xo. Hence approximately equal changes in energy 
may occur so that we may assume that 

(A7.16) 

Under these conditions 

(A7.1i) 

Since the energy of the optical modes is a maximum for P"( = 0, it will 
change only a small fraction for values of P"( comparable to P I•

23 (See Fig. 3.) 
Consequently, conservation of energy leads to transitions between PI and 
a sphere with P2 = [2m(S1 - ltV)jl/2. The probability is equal to each point 
on the sphere and the transition probability is readily found2

!l to be 

(A7.18) 

where V2 = P 2/m is tl].e speed afler collision. If we assume relationship 
(A7.17) between matrix elements and introduce C as defined in (A4.3), then 

(A7.19) 

where COP is a sort of mean free path for optical scattering. 
The dependence of V2 upon the velocity before collision VI i~ obtained as 

follows: 

V2 = [2(S1 - ltv)/m]lf2 

(vi - V;)1/2 

(A7.20) 

(A7.21) 

28 See F. Seitz, "Modern Theory of Solids," McGraw-Hill Book Co., 1940, p. 122. 
29 See E and Ii in S of A.2, p. 493, for a similar treatment. 
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where v" is the velocity corresponding to ltv: 

v" = (2ltv/m) 1/2. (A7.22) 

The rate of energy loss to the optical modes is simply 

ltVV2/ fop. (A7.23) 

A.7c. Approximate Steady Stale Trealment 

In order to test whether or not the role of optical modes can explain 
Ryder's data, we shall use a very crude method. \Ve shall assume that the 
electrons all have the same energy and shall calculate their mobility on the 
basis of the mean free time at that energy; from this we calculate the power 
input. \Ve shall also calculate the power loss in the same way. It is obvious 
that this treatment is a very poor approximation to the actual situation. 
An electron which loses energy to the optical modes will, under most cir· 
cumstances, have only a small fraction of its energy left afterwards; thus to 
assume a monoenergetic distribution is unrealistic. However, the treatment 
does bring into the analytic expressions the principal mechanisms and, as 
we shall show, appears to account for the main experimental features. 

The collision frequency or relaxation time for transitions involving the 
optical modes is given in (A7.19) and the energy loss in (A7.23). We must 
introduce corresponding expressions for the effect of the acoustical modes. 
Since the single energy distribution is to be used over the entire range of 
electric fields, we must introduce some approximations like those discussed 
in connection with (A6.25) in order to make it converge on the correct be­
havior at E = O. The particular choice selected is a compromise between the 
energy loss formulae for the Maxwellian and single energy distributions: 

(A7.24) 

A simplified expression is also used for the mobility: 

J.I. = qe/mvl = J.l.OVT/V, (A7.25) 

The relationship between J.l.o and C given by this differs by 25 per cent from 
the correct relationship (A6.7); since J.l.o is an adjustable parameter in the 
comparison between theory and experiment, (A7.25) does not introduce any 
error at low fields. Equations (A7.24) and (A7.25) cause J.I. to converge on J.l.o 

and 01 on kT as E approaches zero. (It is probable that a slightly better fit 
to the data would be obtained by using the procedure described with equa­
tion (A6.25); the calculations based on (A 7.2-1) and (A 7.25) were made be­
fore the (A6.25) procedure was worked out, however, and it was not consid­
ered worth while to rework them for this article.) 
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Rewriting the equation for mobility in terms of the collision frequencies 
1/ T = VI/ C and 1/ Top, the power input from the electric field is 

(d8/dt)ficld = qJlE2 = q2E2/m [(l/T) + (l/Top)] 

= qJlOE2/ (VI/VT) [1 + (t/ top) (VdVI)] 
(A7.26) 

where the V2 term is omitted if VI < Vp • The power delivered by phonons is 

= (4qc2/Jlo)(VI/VT) (A7.27) 

X [1 - (VI/VT)2 - (/lv/4mc2) (t/fop) (V2/VI)]. 

The two coefficients of (V2/VI) are both larger than unity according to the 
analysis given above. We shall introduce the symbols A and B for them: 
Accordingly 

A = tjtop = hv/kT, 

the last equality following from (A7.19), an~ 

B = hv/4 mc2
• 

(A7.28) 

(A7.29) 

If we take ltv = k 520oK, In = the electron mass and c = 5 X 105 em/sec, 
we find 

B = 87. (A7.30) 

As discussed in the text, the losses appear to be larger than can be ac­
counted for by these values of In and c. The critical drift velocity used in 
the fit of Fig. 4 was 2.6 X 106 cm/sec and this corresponds to a value of c 
of 

c = ve/1.51 = 1.72 X 106 em/sec (A7.31) 

according to the exact treatment based on the sphere model. (As stated in 
the text this means an effectiveness of energy interchange about (1.72 X 
106/5 X 105)2 == 10 times larger than the simple theory.) 

Our simplified energy loss equation (A7.27) leads to 

Vc = 2c (A7.32) 

so that we shall take 

c = 1.3 X 106 (A7.33) 
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in this section so as to agree with the critical velocities observed in Fig. 2. 
This leads to a value for B of 

F or A we shall take 

B = k 520oK/4m (1.3 X 106)2 

= 12.8 

A = 520/T 

(A7.34) 

(A7.35) 

The only other adjustable parameter is J.lo. For this we shall use the value 
based on Haynes' drift mobility and acoustical scattering. 

J.lo(T) = J.lo (298°K)(298°K/T)3/2 

= 3600 (298°K/T)3/2 
(A7.36) 

This value automatically fits the room temperature data in the Ohm's law 
range. The T-3/2 dependence then extrapolates it to the other ranges. 

The steady state condition may then be written in the form 

x2(1 + Ay)(ABy + Ax2 - 1) = Z2 (A7.37) 

where 

VI' = (2hv/m)1I2 (A7.38) 

x = VI/V", y = V2/VI = (1 - X-2)1/2 (A7.39) 

A = hv/kT = (Vv!VT)2 (A7.40) 

B = 12.8 (A7.41) 

Z = J.lo (T)E/2eA 1/2. (A7.42) 

This form lends itself to calculation of z as a function of x. The drift velocity 
is then found to be given by 

'U = va/2e = z/x(1 + Ay) 

= [(ABy + Ax2 -1)/(1 + Ay)F/2 
(A7.43) 

If A » 1, there are three distinct ranges of behavior for 'U versus z: 

Range (I) 'U == z/ A 1/2 

For z ~ 0, x2 
---7 1/ A, y = 0 and consequently, 

1t = zA 1/2 = val2e = J.lo EI2c (A7.44) 
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so that the low field relationship 

(A7.45) 

is correctly given. 

Ra1lge II, Ax~» 1 and x < 1 

In this range the electrons are at high temperature but not high enough 
to excite the optical modes. For it 

Z2 = Ax4, 

u = zl/~A 1/4 

x = zl/'!./ A 1/4 

or 

(A7.46) 

(A7.47) 

This corresponds to the square root range .,vith a critical field of Ee = 
2c/ po and Vc = 2c. 

Range III, x > 1 

\Vhen x is greater than unity, the optical modes enter the picture. For 
the three cases considered the values of A and AB are: 

77°K, A = 6.75, 

193°K, A = 2.69, 

296°K, A = 1.74, 

AB = 87, 

AB = 34.5, 

AB = 22.3. 

(A7.48) 

The large value of AB means that as soon as y is appreciably greater than 
zero, say 0.5 corresponding to x = 1.15, energy losses to optical modes 
dominate. As y approaches unity, the value of 'It is approximately 

leading to 

u == [AB/(1 + A)]I/2 

= (llv/411ZC~)1/2/(1 + A-l)1/2 

vd(A, B) = (llv/m)1/2/(1 + A-l)1/2 

= vv/[2(1 + A-l)]I/~l, 

(A7.49) 

(A7.50) 

For the values of A and B given above, the ranges are not completely sepa­
rated. In Fig. A2 ,ve show the theoretical curves used in Fig. 5, together 
with the limiting lines just discussel . 

. For the middle or 193°K curve, we also show the fit that would be ob­
tained if c = 5 X 105 cm/sec, corresponding to B = 87 as for (A7.30). It is 
seen that this deviates much more from the data than does the curve based 
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on c = 1.3 X lOG corresponding to B = 12.8. The deviation between theory 
and experiment would be still worse at 77°K, for which temperature the 
curve of Figure A2 fits the data well, as is shown in Figure 5. 
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Above range III, the Ax~ term makes an appreciable contribution. 
When Ax2 becomes large compared to B, the approximation of taking the 
acoustical modes to be fully excited becomes questionable. This effect may 
be estimated by comparing kT and the energy in an acoustical transition. 
The ratio is approximately 

PIC mxv~c lzv 2c 
kT -liT kT 

'x 
v~ 

2 ·1.3 .106 
(A7.51) 

520 
x/3. -

300 1.26.107 X 
-
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On Fig. A2 we show the values of x. Equ. (A7.51) leads to values of x < 3 
for 298°K and x < 2 for 193°K. Although the approximation of hv (acousti­
cal) < kT breaks down, extrapolating the acoustical scattering into the 
higher range involves some compensating effects. 

The effective "temperature" Te of the electrons may be taken on the basis 
of this approximate treatment to be proportional to vi. In order to make 
Te become equal to T for zero field, we define Te by the equation 

Te = Tvi/v;' = x2 hv/k 
(A7.52) 

Some temperatures deduced from this equation are also shown on Fig. A2. 
Some of the data of Fig. 2 are also repeated in Fig. A2. In addition some 

earlier data30 are also shown. These data extend to a somewhat higher 
range and appear to show the upward tendency predicted by the theory. 
The scale of temperatures indicates that for the extreme conditions experi­
enced electron "temperatures" of about 40000 K have been produced. 

30 E. J. Ryder and W. Shockley, Pltys. Rev. 81, 139 (1950). 
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