




































































































































































































































































































Coupled Wave Theory and Waveguide 
Applications 

By s. E. MILLER 

(Manuscript received February 2, 1954) 

S01ne theory describing the behavior of two coupled waves is presented, 
and it is shown that this theory applies to coupled translldssion lines. A 
loose-coupling theory, applicable when very little power is transferred be­
tween the coupled waves, shows how to taper the coupling distribution to 
minimize the length of the coupling region. A tight-coupling theory, appli­
cable when the coupling is 'uniform along the direction of wave propagation, 
shows that a periodic exchange of energy between coupled waves takes place 
provided that the attenuation and phase constants (a and (3 respectively) 
are both equal, or provided that the phase constants are equal and the dif­
ference between the attenuation constants (al - (2) is small cornpared to the 
coefficient of coupling c. Either (al - (2) / C or ({3l - (32) / c being large 
compared to unity is sufficient to prevent appreciable energy exchange be­
tween the coupled waves. Experimental work has confirmed the theory. Appli­
cations include highly efficient pure-mode transducers in multi-mode sys­
tems, and frequency-selective filters. 

INTRODUCTION 

This paper describes some theoretical relations in coupled transmission 
lines, and the use of coupled lines as circuit elements. In order to illus­
trate the points of interest in the theoretical material, several applica­
tions will be stated first. Detailed discussion of experimental models 
will be given after the theoretical sections. 

The theory of coupled transmission lines may be used to determine 
many properties of a multi-mode transmission system in which there is 
distributed coupling between modes. In round pipe, for example, the 
individual modes of propagation can be considered as separate trans­
mission lines which in the perfect waveguide are completely independent. 
Geometric imperfections in the waveguide, if distributed over many 
wavelengths, cause a transfer of power between modes which in general 
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form is predicted by coupled transmission line theory. As a consequence, 
analysis of the mode-conversion effects associated with circular-electric­
wave transmission in commercial round pipe has been aided materially 
by applying the coupled-transmission-line concept.1 In another problem, 
the transmission of the circular-electric waves through bends,2 the 
coupled-wave theory of subsequent sections has also provided valuable 
insight. 

Coupled transmission lines can be employed as circuit elements to 
exchange power between one mode of a multi-mode line and a designated 
mode of another transmission line. Consider Fig. 1, which shows a rec­
tangular waveguide having entries 1 and 2 coupled through a series of 
apertures to a parallel round waveguide having entries 3 and 4. The 
rectangular guide may be made single mode for convenience, and for the 
configuration shown may be made to couple to any TE mode of the round 
guide. Input power at entry 1 may be transferred in whole or in part to 
the selected mode at entry 4, the remaining portion of the power appear­
ing at entry 2. Very little power in any mode will appear at entry 3 for 
excitation at 1, and very little power in undesired modes will appear at 
entry 4. Thus the structure has the hybrid property in addition to being 
mode selective. A matched impedance is presented at all entries tD all 
modes over a very broad frequency band. 

Recently, coupled transmission lines have found use as input and out­
put circuits for travelling-wave tubes. In this instance a helical input 
(or output) line was electromagnetically coupled to the travelling-wave­
tube helix, with conditions adjusted for complete energy transfer be­
tween the helices. The result is an input-output circuit requiring no 
metallic connection to the tube helix and requiring no connection through 

Fig. 1 - Coupled transmission line transducer. 
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the vacuum seal. R. Kompfner conceived this form of connection to 
travelling-wave tubes while working with the Admiralty in England, 
and demonstrated the usefulness of the idea here at the Laboratories. 
Similar work was done by the group at the Electronics Research Lab­
oratory at Stanford University, and was described by S. T. Kaisel at 
the August, 1953, West Coast I.R.E. Convention. Both groups re­
quested pre-publication copies of this paper for use in their research. 

LOOSE COUPLING THEORY 

On the assumption that negligible power is abstracted from the driven 
line of two coupled transmission lines, the magnitude and mode content 
of the forward and backward waves in the side line may be written. vVith 
reference to Fig. 2, there is assumed coupling between two uniform lines 
in the interval - L/2 to + L/2 along the axis of propagation, and no 
coupling elsewhere. On the basis of loose coupling a normalized voltage 
wave on line 2 may be written 

E = 1 0 -i(21r/'l\2)(x+L/2) 
2 • e , (1) 

in which the phase reference is taken as x = -L/2. The forward current 
If in the side line at the point x = L/2 is 

where 

L 

If = I{FM L~ cf>(x)e i21r
(1/Al-l/A2)X dX, 

2 

e -i1rL(1/Al+l/A2) 

F = 
ZIO 

(2) 

¢(x) = a coupling function. More precisely, l/¢(x) is the ratio of the 
voltage on line 2, E 2(x), to the equivalent voltage generator in series with 
line 1 at ~. 

J{ = fraction of the transferred current which travels in the forward 
direction. 

111 = the transfer constant for the various modes which can propagate, 
relative to the mode for which cf>(x) is defined. The backward current Ib 
at the point x = - L/2 is 

L 

Ib = (1 - I()F111 L ~ cf>(x)e-i21r
(1/Al+l/A2)X dx. 

2 

(3) 
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If the coupling mechanism is non-directive (sending equal waves forward 
and backward) and has the same value for all modes, then 1(= ~ and 
J1;1 = 1.0. For simplicity these values are assumed in writing the remain­
der of .the expressions. However, the theory is applicable if the coupling 
mechanism is mode selective and/or directive provided that these proper­
ties do not change over the length of the coupling interval. 

The mode discriminating property of the coupled lines is the ratio of 
the forward current for Al = A2 to the forward current for Al ~ A2 . This 
ratio is 

Discrimination I 
If (AI = A2) I 
If (AI ~ A2) 

L 

i~ cf>(x) dx 
2 (4) 

where e . = 7rL(l/AI - 1/A2) = L({31 - (32)/2 and the {3's are the phase 
constants of the two transmission lines. 

The directivity of the coupling arrangement is defined as the ratio of 
the forward current for Al = A2 to the backward current; this ratio is also 
given by equation (4) provided 

e = -7rL (! + !) = -!::. ({31 + (32). 
Al A2 2 

Thus, in the loose coupling case, the critical performance characteristics 
are given by the discrimination function, equation (4), for appropriate 
values of the parameter e. 

I 
I 

~ 

LINE I 

t ¢(x) 
I LINE 2 

----~----------~------------~--~x -t x=o +i 
Fig. 2 - Schematic of coupled transmission lines. 
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A simplified example will illustrate the application of these relations. 
Suppose the coupling function ¢(x) is constant in the interval - L/2 to 
L/2 and zero for other values of x. Then the discrimination function is, 
from (4) 

o 
Uniform Coupling Discrimination = 

sin O· 
(5) 

Let us further assume, in the hypothetical example, that line 2 (Fig. 2) 
is a single-mode line having a guide wavelength A2 equal to 1.2Ao, and 
that line 1 is the three-mode line having guide wavelengths AI, A2, and 
A3 equal to 1.1Ao, 1.2Ao, and 1.3Ao respectively. Assume the coupling 
length L equals 20AO . For equal coupling to all modes in a differential 
unit of length, the relative current waves travelling in the forward direc­
tion in the three modes of line 1 are obtained from (4). For the ratio of 
the A2 forward current to the Al forward current, 

8 = .-20Xo (1. ~ Xo - 1.~Xo) = 1.52.-

for which (5) gives a discrimination of about 13.5 db. For the ratio of 
the A2 forward current to the A3 forward current 

8 = .-20Xo C.;Xo - 1.~Xo) = 1.28.-, 

corresponding to a discrimination of about 14 db. For the ratio of the A2 
forward current to the A2 backward current, 

8 = .-20Xo C.;Xo + l.;Xo) = 33.3.-, 

corresponding to a discrimination of about 43 db. The backward currents 
in modes Al and A3 can similarly be verified to be very small compared to 
the forward-travelling A2 current. 

Thus, directivity and mode purity in a simplified case have been shown 
to be of the desired form. 

It may be noted that the denominator of (4) is the Fourier transform 
of the coupling function ¢(x). Since the numerator of (4) is independent 
of 0, the discrimination is maximized by minimizing the denominator. 
An analogous problem exists in the time versus frequency domain rela­
tions, and experience with the latter can be used to predict the discrim­
inations to be expected using various coupling distributions. 

In the simple example cited above, a length of coupling interval of 
20Ao yielded a discrimination between the desired versus undesired for-
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Fig. 3 - Discrimination versus O/7r for linear taper coupling. 

ward wave components of about 13 db. How can this discrimination be 
improved? If the difference between the wavelengths of the desired and 
undesired wave types is increased, the value of () is increased and greater 
discrimination results. In practical cases, however, there frequently is 
very little that can be done about the wavelength difference because it is 
inherent in a structure which is fixed by other considerations. By increas­
ing the length of the coupling interval L the value of () is also increased; 
in the case of uniform coupling, (5) shows that a value of ()/7r' equal to 
about 8 is required to get 30 db discrimination. In the above example 
this corresponds to L approximately equal to 125Ao . The latter coupling 
length is probably impractical, and is certainly inconvenient. The final 
alternative is to alter the distribution of coupling between the lines, and 
considerable can be done in this manner. 

Suppose a linear taper of the strength of coupling is used, as sketched 
in Fig. 3. Then the discrimination becomes 

L· T D···· (()/2)2 mear aper IscnmmatlOn = -.--/- . 
sm () 2 

(6) 

which is plotted in Fig. 3. The first peak in discrimination occurs at (J/7r' 

equals two, compared to a value of ()/7r' equals one for the first peak using 
uniform coupling; however, for all values of ()/7r' greater than about 3, 
the linear taper provides superior discrimination. This illustrates a gen­
eral trend; tapering the coupling distribution improves the cliscrimina-
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tion for large 8/7r values at the expense of an increased 8/7r value for the 
first discrimination peak. 

The first two lines of Fig. 4 give the discrimination functions for two 
forms of cosine taper; Fig. 5 shows a plot of the first function and Fig. G 
shows a plot of the second function for a particular case. These figures 
illustrate the importance of the slope at the ends of the coupling distri­
bution. Comparing Fig. 5 with Fig. 3, Fig. 5 has a larger end-slope, shows 
a lower value of 8/7r for the first peak in discrimination, but pro~ides 

FIGURE FOR 
DISCRIMINATION 

PLOT DEFINITION 

6 
r/> (x) =COS(17Lx) 

-~<x<~ 

7 

8 

(
~(X)=l 

1%-< Ixl<~ 

¢(x) 

V 

, 
SHAPE DISCRIMINATION 

II (HC) 

/' '\ 
1.0 '" 

[SIN 0 +ck SIN (kO)] 
l e (ke) 

[

¢(X) = 1+ cfL(k2L + x) =ft:f.o+c (1+~ 

9 -~<x<o I I~~'=I I X{SI~ e +~ SIN(:2~M)!) } 

[

¢(X)=1+Crl.(k2L_ X) .-. . 

k _h _ kL + kL 1,.--O<X< 2L 2 2 2 2 

Fig. 4 - Discrimination functions corresponding to certain coupling distribu­
tions. 
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Fig. 5 - Discrimination versus ()/7r for the cosine coupling disbribution. 

poorer discrimination at values of 8/7r slightly above the first peak. In a 
similar way Fig. G shows better discrimination than Fig. 5. 

Linear superposition of forward or backward currents may be em­
ployed to advantage when designing a coupling distribution. The second 
line of Fig. 4 gives the discrimination for a coupling function composed of 
a raised cosine plus uniform coupling. For a value of c = 22.4 and k = 17 
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Fig. 6 - Distribution versus ()/7r for the raised cosine coupling distribution. 
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Fig. 7 - Discrimination versus O/7r for two uniform couplings superposed. 

the discrimination is greater than 38 db for e/rr between 1.95 and 3.0, 
and is greater than 50 db for e/rr larger than 3. Below e/1r = 1.95 the 
discrimination is similar to that shown in Fig. 6. 

Linear superposition of two uniform coupling distributions yields a 
structure which is easy to fabricate and, in cases where the requirements 
are not too complex, may provide satisfactory discrimination. The third 
line of Fig. 4 gives the general relation, and Fig. 7 shows the discrimina­
tion plot for a case of interest. Discriminations on the order of 30 db are 
available in a broad region between e / 1r equal to 1.3 to 2, an attractive 
abscissa value compared to the f)/7f" = 8 required for simple uniform 
coupling. 

Linear superposition of a linear taper and uniform coupling also yields 
a structure which is easy to fabricate, and the theoretical discrimination 
plot for an interesting set of conditions is shown in Fig. 8. High discrim­
inations are provided over greater ranges of f) than for the case of two 
uniform coupling functions superposed. 

The general relations involved in the superposition of coupling func­
tions may be summarized as follows: Let ¢l(X), ¢2(X)' . '¢n(x) be known 
coupling functions and let 

(7) 

Let the maximum length of the coupling interval be L. Then, designating 
the transforms of ¢l , ¢2' . '¢n by FI and F2· .. F n respectively, where 

l
L'2 

Fn = ¢n(x)ei(29IL)X~dx, 
-L/2 

(8) 
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superposed. 

and letting 

(9) 

the discrimination function for the composite coupling distribution 
cf>T(X) is given by 

D
. ... FT(e = 0) 
IscnmmatlOn = F . 

IT 
(10) 

Another useful theoretical approach to the employment of multiple 
distributed coupling functions is illustrated in Fig. 9. The top sketch 
represents any coupling function cf>1(X). The lower sketch shows a new 
coupling function cf>2(X) formed by locating a cf>1(X) at ±d/2 on the "x" 
axis. Using FI to denote the transform for cf>1(X), and F2 to denote the 
transform corresponding to cf>2(X), 

(11) 

wherein 
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for the forward wave discrimination and 

0' = d(~ +~) 
Al A2 

for the directivity as defined earlier in connection with (4). 
The discrimination function for the composite coupling function 

¢2(X) is 

D ' , 't' F2(O = 0, 0' = 0) FI(O = 0) 1 
lscnmlna IOn = F = F --, . 

f 2 f 2 cos 0 
(12) 

The factor 1/ cos 0' is the discrimination function associated with two 
point couplings, and the overall discrimination is the product of that 
discrimination and the discrimination associated with a single distributed 
coupling function ¢1(X). This line of thought may be extended to show 
that use of the same distributed coupling function in place of each point 
coupling in the multi-element distributions described in the following 
section results in multiplying the discrimination of the multi-element 
coupling function by the discrimination associated with the distributed 
coupling function. 

In many cases of interest it is either inconvenient or impossible to use 
absolutely continuous coupling between transmission lines. In the wave­
guide case illustrated in Fig. 1, for example, a continuous slot cut in the 
common wall would not provide coupling of the distributed form due to 
a wave which would oscillate back and forth in the slot itself. vVe know, 
however, that the effects of the continuous coupling distribution can be 

__ ------"A~·¢_dX) ::........__ __ ,. X 

x=o 

1 

(h(x) 

/¢dX+%) ¢l(X-.9.) 

~ I A:x 
_~ x=o d 

2 +2 
Fig, 9':-- Schematic of multiple distributed coupling functions. 
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simulated closely by using closely spaced point couplings. In order to do 
this intelligently we need a theory for multi-element point couplings. 

The most general symmetrical point coupling distribution for parallel 
coupled lines is illustrated in Fig. 10. The letters ao , al, a2'" an desig­
nate the strength of the couplings, and dl , d2 , ••• L represents the 
spacings between them. The transform for the total coupling distribu­
tion is 

{

L12 

F - ,/,. i(2(Jxl L) dx 
T - 'f'T€ •• 

-L12 
(13) 

F T = ao + 2al cos 1'1 + 2a2 cos 1'2 + 2a3 cos 1'3 + 
which 

2an cos () in 

and 

depending on whether forward wave discrimination or directivity is re­
quired. The discrimination function is then 

D · . . t' FT(I'k = 0, (J = 0) 
Iscnmma IOn = F . . 

/ T 
(14) 

Let us take as an example the familiar 1-3-3-1 binomial distribution 
of amplitudes for equally spaced couplings. In the terminology of equa­
tion (13), ao = 0, al = 3, a2 = 1, ak = ° for k > 2, d1 = L/3, and d2 = L. 
Then (14) yields 

Discrimination 
8 1 

6 cos () /3 + 2 cos () eos3 ()/3 . 

CENTER OF ARRAY 

an a3 a2 a1 ao a1 a2 a3 an 
x-------x--x-x-x-x-x--x-------x ~x 

I I I ~ d ~ I I I 
I I ~ __ ~ d~-=---~ I I 
I ~-------d3-------~ I 
\------------------- L ----------------.-~ 

Fig. 10 - Schematic of point coupling distributions. 

(15) 



COUPLED WAVE THEOHY AND WAVEGUIDE APPLICATIONS 673 

42 

40 / 
V 

I 

! 
/ 

I 
/ 

V 
/ 

V 
L 

/ 
j 

/ 
22 

20 
1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.13 1.9 2.0 

RATIO, if77 AT FIRST NULL WITH EQUAL SIDE LOBES 

8;77 AT FIRST NULL WITH UNIFORM ARRAY 

Fig. 11 - For all spurious mode responses down ordinate db, abscissa is the 
ratio of the required coupling length to the length required for constant amplitude 
coupling to produce a first null at the same value of (1/A1 - 1/A2). (After C. L. 
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which is the relation given by Mumford. 3 The approach is perfectly gen­
eral, and henceforth the coupling distribution only will be given with 
the understanding that the corresponding discrimination function can 
be obtained from (13) and (14). 

For the case of tapered amplitudes and an even number of equally 
spaced couplings, (13) can be simplified to 

flT ~ 2a, cos (2n ~ 1) + 2a, cos en 3~ 1) + .,. 2an cos 8. (16) 

This case is of interest because a solution has been worked out for the 
analogous antenna problem to bring the spurious responses (the peaks 
of the side lobes in the antenna case, or the peaks of the undesired mode 
responses in the wave selector case) to the same level relative to the de­
sired response. Th£s makes the total length of the coupl£ng array a minimum 
for a given required degree of discrimination. The solution 4 includes specifi-

. cation of the Tchebysheff distribution of coupling strengths al , a2 , a3· .. 
an that are required to achieve various levels of spurious response, and 
the resulting increase in total array length required to place the first null 
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in undesired mode response at the same value of 

( !. - ~) or(!' +~) 
}q A2 Al A2 

as for uniform strength couplings equally spaced. Fig. 11 shows the latter 
relation, a very useful yardstick with which to evaluate the extra coupling 
length required by less ideal but more easily constructed coupling distri­
butions. 

An important practical question is "What is the smallest number of 
point couplings which will satisfy requirements in a given stiuation?", 
for it is time-consuming and expensive to fabricate the coupling holes or 
probes in some circumstances. The large range of possible mode condi­
tions and discrimination requirements makes it difficult to give an answer 
in closed form, but the general restrictions involved may be stated. In 
the case of n equally spaced couplings (of any amplitude taper) the dis­
crimination vanishes at O/7r = (n - 1). This is illustrated by the dis­
crimination plot of Fig. 12. 

Moreover, it is found that equally spaced couplings produce discrimina­
tions which are periodic in O/7r on the interval (n ~ 1), and which are 
symmetrical about O/7r = (n - 1)/2. 

The implication of the discrimination zero at O/7r = (n - 1) is that a 
large number of point couplings are required to get good directivity and 
good forward wave discrimination. In the simple case cited above in 
which L = 20Ao, the O/7r value for directivity was shown to be 33.3. 
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Fig. 12 - Discrimination for 8 equal-strength point couplings equally spaced. 
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Thus, something on the order of 50 or 60 equally spaced couplings might 
be needed. 

Simulation of continuous coupling functions with equal strength 
couplings may be carried out as follows: the coupling amplitude versus 
distance plot may be divided along the distance axis into a number of 
intervals of equal area, and a point coupling placed at the center of each 
interval. The more efficient continuous coupling functions require more 
point couplings to get a good simulation in this manner. For example, 
the function of line 2, Fig. 4, with c = 22.4 and k = 1 has been simulated 
with 12 and 40 equal strength couplings (as described above) and the 
exact discrimination plotted using (13) and (14). The results are given 
in Figs. 13 and 14. The original continuous coupling function yields dis­
criminations greater than 38 db for all values of fJ/7r greater than 2; the 
40-point simulation approximates this well in the region of fJ/7r = 1.7 to 
4.5, but thereafter begins to fail. The 12-point simulation (Fig. 13) never 
matches the original but does best in the region of small fJ/7r. 

It is more efficient to seek high discriminations by tapering the 
strength of equally spaced couplings than by tapering the spacing be­
tween equal strength couplings. However, when low discriminations are 
acceptable, the relative efficiency of tapering the spacing between con-
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Fig. 13 - Discrimination for 12 equal-strength point couplings arranged to 
simulate the continuous distribution of Fig. 4, line 2. 
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stant strength couplings is much greater than when high discriminations 
are required. Fig. 15 shows a distribution which produces about 20 db 
discrimination from O/7r = 1 to 3.25. Eight couplings arranged with the 
Tchebysheff amplitude taper for 20 db discrimiuation would produce 
that discrimination from ()/7r = 1.05 to 5.95. 

It is possible to obtain directivity or mode discrimination at smaller 
O/7r values than made available with uniform coupling. This situation is 
analogous to the superdirectivity problem in antenna design, with similar 
results - the lobes of spurious response are increased. In particular, if 
the coupling near the ends of the third array of Fig. 4 is made larger than 
the coupling in the center region, making "e" a negative quantity, the 
first peak in discrimination occurs at ()/7r less than one, and the first 
minimum in discrimination becomes less than 13 db. 

By implication, emphasis has been placed on obtaining both mode dis­
crimination and directivity simultaneously. However, by employing a 
relatively short coupling length it is apparent that the discrimination 
associated with 

() = 7rL (~ - ~) 
Al A2 

may be kept small when the directivity associated with 

is in suitable range for good discrimination. Consequently, one can de­
sign a directional coupler with little mode discrimination. Conversely, 
when using a relatively small number of point couplings, the mode dis­
crimination in the forward wave may be good when the directivity is 
poor. 

TIGHT COUPLING THEORY* 

We now consider the case in which a significant amount of power is 
taken from the driven transmission line by the line coupled to it. To 
simplify the problem the coupling is assumed uniform along the length 

* An analysis of coupled transmission lines was given by W. J. Albersheim,ll 
and the effects of coupling between waves on certain particular forms of trans­
mission media were analyzed by Meyerhoff 9 and Krasnushkin and Khokhlov.lO 
The treatment given here is intended to be more general and is believed to de­
scribe the effects of wave coupling under a greater variety of conditions. 
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axis. The space variation of the wave amplitude may be written 

dEl 
dx = - (r1 + ku)E1 + k21E2 , 

and 

d!2 = k12E1 - (r2 + k22)E2 , 

(17) 

(18) 

in which ku, k22 represent the reaction of the coupling mechanism on 
lines 1 and 2 respectively 

k21, k12 represent the transfer effects of the coupling mechanism 
r 1,2 are the uncoupled propagation constants of line 1 and 2 

respectively; 
E 1,2 are the complex wave amplitudes on lines 1 and 2, 

and are so chosen that 1 E1 12 and 1 E212 represent the power carried by 
lines 1 and 2 respectively at the input or output of the coupling region. 
The usual transmission-line equations are of this general form, except 
for second derivatives ill place of the first. The first derivatives appear 
here because we deal only with the forward travelling waves, which the 
preceding section has shown are the only significant waves when smal1 
coupling per wave length is employed. Limiting our interest to the cases 
for which reciprocity holds and noting that there is always a transverse 
plane of symmetry midway between the ends of any pair of uniformly 
coupled lines, we may transform the wave amplitudes to make ku = 
kn = k. We may further simplify the equations without loss of essential 
generality by submerging the differences (ku - k) and (k22 - k) into a 
modified propagation constant for lines 1 and 2 respectively, yielding 

and 

in which 

kE1 - (1'2 + k)E2, 

1'1 = r 1 + len - k, 

1'2 = r 2 + le22 - k. 

and 

(19) 

(20) 

(20') 

For some cases ku = k22 = k and for all cases of interest here 'Yn differs 
very little from r n since we are concerned only with loose coupling per 
wavelength. 
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(21) 

and 

(22) 

where 

r1 = - Yz(2lc + 1'1 + 1'2) + Yzv (1'1 - 1'2)2 + 4le2, (23) 

r2 = -Yz(21e + 1'1 + 1'2) - Yzv (1'1 - 1'2)2 + 4le2• (24) 

The nature of the coupling coefficient ~ is the first thing to investigate. 
Assume no dissipation in either the transmission line or in the coupling 
mechanism. Then it follows that for any value of :J;, 

1 El 12 + 1 E2 12 = constant (25) 

on the basis of energy conservation. It may be determined that (25) 
leads to the requirement that the coupling constant Ie be purely imagin­
ary. This is a very important result. In all of the following discussion lc 
is taken to be purely imaginary. Even where dissipation in the trans­
mission lines themselves is important, it is still assumed that the coupling 
mechanism is non-dissipative. 

The simplest case is 1'1 = 1'2 = 1', coupling between identical trans­
mission lines. Then (21) and (22) reduce to 

(26) 

and 

E .. -(ic+r)x 
1 2 = 1, sIn ex € , (27) 

where k = ie. The exponential of (26) and (27) shows that the coupling 
modifies the average phase constant, and that the attenuation in the 
driven line (E1) is the same as in the uncoupled case for Q:J; (coupling 
length times coupling strength) equal to n7r radians. The amplitude and 
phase variations due to the coupling are plotted in Fig. 16. Complete 
power transfer between lines takes place cyclically, with a period of 
ex = 7r, and with suitable choice of the product ~~, an arbitrary division 
of power between the lines may be selected. 
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Fig. 16 - Wave amplitude and phase factors versus the integrated coupling 
strength ex for tightly coupled transmission lines having identical propagation 
constants-:-

Let us now assume that the phase constants of the two lines are un­
equal, but the attenuation constants are the same. Then 

al = a2 = a, and 

(1'1 - 1'2) = i({3l - (32), 

and equations (21) and (22) reduce to 
El = e-[a+i(c+(tll+tl2)f2)]X El*, 

where 

(28) 

(29) 

(30) 

(31) 
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have equal attenuation constants but unequal phase cOnstants. 

where 

(32) 

The major effects of coupling in this case are represented by El* and E2*, 
which are plotted in Fig. 17 for several values of ({31 - (32). As ({31 - (32) 

becomes different from zero, the maximum power transferred from the 
driven line to the undriven line decreases, and the period of the cyclical 
variation in amplitude is reduced. The latter period is the value of {;~ 
given by 

, / (B 1 - (3 2) 2 + 1 ex = 7r 

11 4e2 
(33) 

The driven and undriven-line ·wave amplitudes El* and E2* at the max­
imum power transfer point, namely, at 

(34) 
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versus ({jl - {j2)/e when the coupled lines have equal attenuation constants. -

are plotted in Fig. 18 as a function of the ratio ((31 - (32)/ c. It is evident 
that this maximum energy transfer may be made very small for suitably 
large values of ((31 - (32)/C. The behavior of El* and E2* as a function of 
coupling length ~ is shown with greater accuracy in the wide amplitude 
range of interest in Figures 19 and 20 respectively. 

Consider now the case in which the coupled lines have identical phase 
constants, (31 = (32 = (3, and unequal attenuation constants so that 
(1'1 - 1'2) = (al - (2). Then (21) and (22) reduce to 

"7 _ -[al+i(c+B)]x {[I 
.1!Jl - € 2 

(al - (2) ] [ 
€ (al-a2)/2+Y2v(al- CX 2)2-4c 2]x 

2y (al - (2)2 - 4c2 

and 

_ €[(CX1-a2)/2-Y2V(CXI-CX2)2-4c2]x} , 

E2 = e-[CX l+i(c+f3)] XE2**. 

(35) 

(35') 

or 

(36') 
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The amplitude factors E1** and E2** have been defined in such a way as 
to reflect the principal effects of attenuation difference in the two lines; 
for the case in which the driven line attenuation constant 0:1 is negligible, 
note that E1** and E2** contain all the amplitude variations of E1 and 
E2 respectively. In general, E1** and E2** are the ratios of the wave am­
plitudes actually present in lines 1 and 2 respectively to the wave am­
plitude which would exist in line 1 at the same value of ~ in the absence 
of coupling. 
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We consider first the case of (al - a2) negative, i.e., a lower attenua­
tion constant inthe driven line than in the undriven line. The effects of 
unequal attenuation constants may be illustrated at the integrated 
coupling strength ex = 7r/2 which, as Fig. 10 shows, results in complete 
transfer of power to the undriven line when al = a2 and {3l = {32 . Fig. 21 
shows that the driven line wave amplitude El** is very small when 
(al - a2)/e is small, but is only ~ db below unity when (al - a2)/e is 
about 55. Fig. 22 illustrates the way the undriven line wave amplitude 
E2 ** decreases as (al - a2) / e increases. 

For integrated coupling strengths less than 7r /2, the effects of unequal 
attenuation constants are not pronounced at small (al - a2)/e, but again 
for large (al - a2)/e, El** approaches unity and E2** becomes small. 
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For integrated coupling strengths greater than 7r /2 the effect of small 
values of (al - (2)/c is to increase the loss to EI**, as shown by the 
curve for {!:}! = 37r/4 in Fig. 21. However, for sufficiently large values of 
(al - (2)/c the loss to EI** is made small. 

The variation in EI** and E2** as a function of coupling strength ({!:}!) 

IS given in Figs. 23 and 24. The periodicity of EI** is removed for 
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(al - az)/ c as small as -1, but a value as large as -10 or more is re­
quired in order to reduce the loss to EI** to a moderate value for large 
integrated coupling (Q~) values. 

vVhen (al - az) is positive, the attenuation constant for the undriven 
line is less than that for the driven line, and under these circumstances 
EI** can exceed unity. Physically this means that the power loss line is 
carrying the energy for a distance and returning it to the driven line at 
a more distant point. The curves of Fig. 25 and Fig. 26 show the varia­
tion of EI** and E2** versus positive (al - (2)/c values, at fixed values 
of integrated coupling strength Q~. For Q~ equal to 71"/4, the driven line 
wave magnitude EI** decreases as the ratio (al - az)/c assumes small 
positive values and goes through a balanced type of null near 
(al - (2)/c = 3.5 (see Fig. 25). Again this is the resultant of the lower 
loss undriven wave carrying power for a distance and returning it to the 
driven wave in the proper phase to cause cancellation of the straight­
through component of the driven wave. For Q~ between 71"/4 and 71"/2 the 
null would move from (al - az)/c near 3.5 toward (al - (2)/c = O. 

Figures 27 and 28 show the variation of EI** and E2** versus the 
integrated coupling strength Q~ at fixed values of (al - az)/c. In these 
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figures a double logarithmic scale is used on the ordinate to represent 
amplitude variations from 50 db below unity to amplitudes 50 db above 
unity. An arbitrary break in the scale has been made at ±0.1 db which 
for practical purposes will be assumed to correspond to amplitudes of 
unity. With reference to Figure 27, small positive values of (al - (2)/e 
move the first null in EI** from ex = 7r/2 toward lower values of (;:.f. 

For abscissa values greater than 7r/2, EI** exceeds unity. For 
(al - (2)/e = 1, EI** again has a minimum in the vicinity of ex = 37r/2 
but this second null has disappeared for (al - az)/e = +2 and presum­
ably also for larger positive values. vVith reference to Figure 28, Ez** 
grows at a more rapid rate as a function of (;:.f when (al - (2)/e takes on 
positive values. The null in the vicinity of ex = 7r is still present for 
(al - az)/e = 1 but has disappeared at (al - (2)/e = 2. For (al - (2)/e 
equal to +2 (and presumably for larger positive values) the undriven 
wave amplitude Ez** is greater than EI** for (;:.f larger than about 0.5. 

The question comes to mind in connection with this case in which the 
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undriven wave has a smaller attenuation coefficient than the driven 
wave, "How much less is the undriven line wave amplitude than would 
have existed at the same value of x if the same incident wave had been 
launched in the lower loss line and in the absence of coupling to the 
higher loss line?" This amplitude difference for the condition 
(a1 - (2) / c = 1 is represented in Fig. 28 by the difference between the 
curve for E2** and the curve labeled 20 log lX. Similarly, for the condition 
(a1 - (2)/ C = 2, this amplitude difference is represented by the difference 
between the curve for E2** and the curve labeled 20 log e2CX

• 

The general case of 1'1 ~ 1'2 is important both in interpreting undesired 
mode coupling effects in multi-mode systems as well as in evaluating 
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Fig. 30 - Driven and un driven line wave amplitudes versus ex with Ceq - (2)/e 
= -2 and (/31 - (32)/e = 2. -

errors in construction of devices intended to produce /'1 = /'2 . To facili­
tate discussion of this case we define 

(37) 

and 

(38) 

where El and E2 are defined by (21) through (24). The relation between 
El*** and El (or E2*** and E 2) is the same as described in connection 
with (35) and (36). 

Small deviations from /'1 = /'2 are represented in Fig. 29, which shows 
El*** and E2*** versus Qf for (al - (2)/c = -0.03 and ({3l - (32)/C = 0.5. 
At Qf = 7r /2 radians, the first complete power transfer point in the /'1 = /'2 

case,· the above values correspond to a phase difference ({3l - (32)X = 7r / 4 
or 45°, and an attenuation difference (al - (2)x = 0.03 7r/2 or 0.047 
nepers (0.41 db) for the path length of the coupling distance. In the ab­
sence of the dissipation difference, but for the same difference in phase 
constants, Fig. 20 shows that E2* reaches a maximum at -0.26 db near 
Qf = 7r /2, whereas the value including the dissipation difference (Fig. 32) 
is - 0.46 db. The latter two values differ by 0.2 db or one-half of 
(al - (2)Xj when (al - (2)/c is small compared to unity, this is a genera] 

result. 
More sizeable deviations from /'1 = /'2 are represented in Fig. 30, which 

shows El*** and E2*** versus Qf for (al - (2)/c = -2 and ({3l - (32)/C = 
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Fig. 31 - Driven and undriven line wave amplitudes versus (al - (2)/c for 
ex = 71"/20 and ({31 - (32)/C = 2. 

2. At {;~ = 7r /2, the phase difference is therefore 7r radians and the at­
tenuation difference 7r nepers. The result is appreciable attenuation for 
EI*** and only a moderate ratio of EI***/Ez***. 

Fig. 31 shows the way dissipation differences counteract the coupling 
forces when there is a phase constant difference (fh - {3z)/c = 2. This 
may be compared with Fig. 21 which represents the case of ({31 - (3z) = O. 
Very little change in EI*** occurs until (al - (2)/c exceeds ({31 - (32)/C; 
this is again a general result. 

Finally, we may inquire as to how much power is dissipated in the 
system when attenuation constant differences are utilized to mitigate 
the effects of coupling. A measure of the power preserved is 

1 EI*** 12 + 1 E2*** 12 

and this quantity is plotted in Fig. 32 for cases previously discussed in 
connection with Figs. 21 and 31. Either in the absence or presence of a 
phase constant difference, the attenuation constant difference shows a 
maximum effect in reducing the available power at (al - (2)/c = 2. 
This is probably a general result brought on by the factor 

vi ('YI - 'Y2)2 - 4c2 

found in the exponent of terms describing EI and Ez . 
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TIGHT COUPLING EFFECTS OF MULTIPLE DISCRETE COUPLINGS 

In practice it is convenient under some conditions to produce the de­
sired coupling between transmission lines using multiple discrete cou­
plings. It is then of interest to know the relation between the total power 
transferred and the number and strength of the individual couplings. It 
is the purpose of this section to state these relations. 

We assume two transmission lines having identical propagation con­
stants, with coupling units located at intervals along the lines as shown 
schematically in Fig. 33. A coupling unit may be a single point coupling. 
or an array of point couplings, but is always assumed to have the property 
of low reflection in the driven line and low back-wave transmission in 
the undriven line. If there. are 

and 

nl couplings of magnitude aI, 

n2 couplings of magnitude a2 , 

nk couplings of magnitude ak 

located along the lines in any order whatsoever, the wave amplitudes in 

Vo=o -- i i 

I' 
l' 
II 
II 
II 

V, 
~ 

v? --Ii 
II 
II ETC. -II 
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Fig. 33 - Schematic of transmission lines with multiple point couplings. 
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the driven and undriven lines respectively are 

E = cos [nl sin-1 al + n2 sin-1 
a2 + 

and 

(39) 

v = sin [nl sin-1 
al + n2 sin-1 

a2 + ... nk sin-1 
ak]. (40) 

These are amplitude factors due to coupling, and the normal attenuation 
effects in the uncoupled lines must be added separately. For complete 
power transfer we set the bracketed quantity of (39) and (40) equal to 
7r /2, which gives the desired information about number and strength of 
point couplings. Other transfer losses may similarly be prescribed or 
determined. 

For multiple coupling units of the same coupling strength, Fig. 34 
shows the overall transfer loss to the undriven line versus loss per cou­
pling units as a parameter. The shape of these curves from the complete 
transfer point toward higher losses is very nearly the same. Fig. 35 shows 
the loss per coupling unit versus number of coupling units, with overall 
transfer loss to the undriven line as a parameter. 

SOME RESUIJTS OF EXPERIMENTS IN DOMINANT-MODE WAVEGUIDE 

In a previous paper on dominant-mode waveguide directional cou­
plers,5 complete power transfer between dominant-mode rectangular 
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waveguides was shown to be possible in a coupling interval two "wave­
lengths long, and very broad band directivity characteristics of a shape 
prescribed to meet given requirements were shown to be achievable. 

The following paragraphs report on experiments which have been 
carried out with the objective of developing other useful devices and 
with the ancillary aim of verifying other predictions of the theory. 

Experimental work was done to verify the cyclical nature of energy 
transfer between coupled lines, to determine the magnitude of losses 
which accompany such transfer in the waveguide case, and to determine 
desirable coupling distribution shapes in the tight coupling case. These 
experiments were carried out by R. VV. Dawson in the 3.1 to 3.5 cm band 
using the 0.4" x 0.9" I.D. jig shown in Fig. 36, consisting of two wave-

Fig. 36 - A 0.4" x 0.9" LD. waveguide jig used for 3 cm coupled line experi­
ments. The long waveguides on one side of the coupling insert were required to 
accommodate low-reflection terminations for directivity measurements. 
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guides having one wall cut away to accept a coupling insert. In one set 
of observations, the insertion loss in the driven-line and the transfer 
loss to the undriven line were recorded for a variable number of No. 22 
copper wires dividing a coupling aperture 11~" long and linearly tapered 
from 0.030" height at the ends to 0.33" height at the center. The results 
are recorded in Fig. 37. At 102 holes, negligible power was abstracted 
from the driven line, and the transfer loss to the undriven line forward 
wave I E2 I was about 18 db. Note that more coupling was observed at 
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coupled waveguides of Fig. 36, showing the cyclical exchange of power as the 
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coupling aperture. 
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increasing wavelength values, a general result for small holes in the side 
wall. As the number of wires in the given aperture was reduced, markedly 
increased coupling resulted. This was due to the fact that the coupling 
loss per hole varied approximately as the fourth power of the hole dimen­
sion perpendicular to the electric vector, whereas the overall power loss 
varied only as the square of the number of holes in the loose coupling 
region. (Equations (39) and (40) describe the effects of number of cou­
pling points more precisely.) At 50 holes, the transfer loss was about 5 db 
and the wave in the driven line was reduced by about 2 db; the slope of 
the I E2 I versus Ao plot was the same as for 102 holes. At 34 holes, the 
transfer loss was about 2 db and the wave in the driven line was reduced 
by about 5 db; in this case, however, the undriven line wave loss in­
creased with increasing Ao . Since coupling increases with increasing Ao 
we deduced that the total coupling was greater than required for com­
plete power transfer and the bracketed expression of (39) and (40) was 
greater than 7r/2. On the diagram of Fig. 16, the presumed operating 
point was near (;~ = 2.2 radians. At 25 holes, Fig. 37(d), the transfer 
loss was about 5 db and the wave in the driven line was reduced by about 
2 db; as in the 34 hole case, the undriven line wave amplitude decreased 
with increasing Ao and hence with increasing coupling. Again the in­
tegrated coupling appeared to be in the region between 7r/2 and 7r. The 
driven line wave loss was headed for a low value at the long-wave end 
of Fig. 37(d), and it seems clear that periodic energy exchange is realized 
in practice. 

The losses associated with this energy exchange may be inferred by 
comparing the total power output of the undriven and driven lines to the 
input power. Assuming that the forward waves in the driven and un­
driven lines contain all the output power, (i.e. neglecting reflection, back 
wave in the undriven line and waveguide losses) the following table gives 
the losses observed" in the above described experiments: 

Number of Holes 

50 
34 
25 

Coupling Mechanism Loss 

db 

0.16 
0.23 
0.33 

rhese losses may be due to circulating currents in the wires, in which 
case the loss would be expected to increase with increasing coupling. 

Good agreement between the observed and theoretical directivities has 
been found in the loose coupling case,5 but when appreciable power is 
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abstracted from the driven line it is clear that the theory given above 
does not apply. Dawson has obtained experimental data of interest in 
this connection. For a 6~g long linear-taper aperture of the form given 
above (0.33" height at the center and 0.030" height at the ends), the 
loose coupling theory predicts directivities in excess of 45 db for the 
wavelength band 3.1 to 3.5 cm. When using sufficient number of wires 
to obtain 18 db transfer loss, directivities in the range 36 to 48 db were 
observed. The reason for the 36 db observation being lower than the 45 
db theoretical value may be inaccuracy of fabrication (jig per Fig. 36) 
or inapplicability of the loose coupling theory at 18 db transfer loss. At 
3 db transfer loss, the observed directivity of a similarly shaped but 5.5 
~g long coupling array is shown at the top of Fig. 38; again loose coupling 
theory predicts more than 45 db directivity. The reason the observed 
values are in the 24-33 db range rather than above 45 db is presumed to 
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TABLE I 

Array 

Single 2Ag array ........................... . 
Two cascaded arrays ...................... . 
Single 5.5Ao array ......................... . 

Array 

Single 2AI1 array ........................... . 
Two cascaded arrays ...................... . 
Single 5.5 Ag array ........................ . 

Transfer Loss 

AO = 3.15 em AO = 3.30 em AO = 3.45 em 

db 
3.2 
4.3 
3.5 

db 
3.0 
4.2 
2.9 

Straight Through Loss 

db 
2.8 
4.0 
2.4 

AO = 3.15 em AO = 3.30 em AO = 3.45 em 

db 
3.0 
2.6 
2.9 

db 
3.2 
2.8 
3.6 

db 
3.5 
3.0 
4.3 

be inapplicability of the theory. Loose coupling theory predicts better 
than 35 db directivity over a broad frequency band at a coupling length 
of about 2Ag ; therefore one might expect to obtain better overall results 
by using two cascaded arrays each about 2Ag long, and each having a 
transfer loss of 8.4 db to get the 3 db net transfer loss. Observed directivi­
ties for such a coupling array are also given in the top of Fig. 38; in this 
case values in the 32-37 db region were obtained. The destructive inter­
ference associated with addition of backward wave components is more 
nearly of the form computed by loose coupling theory because the ex­
citing wave is more nearly constant over the length of one of the arrays. 
The observed return loss at anyone of the four waveguide entries, when 
the others are terminated, is given for the 5.5Ag and cascaded 2Ag cou­
pling arrays at the bottom of Fig. 38. The cascaded 2Ag combination is 
again superior to the single long taper. The characteristic of being in­
herently matched at all terminals makes the coupled-line type of 3 db 
hybrid attractive at the very high frequencies where lumped element 
matching becomes difficult if not impracticable. 

Where space is at a premium, or where more constant transfer loss 
values are to be desired a shorter array composed of larger holes is at­
tractive. A single linear taper of the shape outlined above and 2Ag long 
was observed to have better than 22 db directivity and better than 25 db 
return loss over the 3.1 to 3.5 cm band. The observed loss values of the 
three coupling arrays discussed above are given in Table 1. The coupling 
arrays composed of larger holes have less slope in the loss versus fre­
quency characteristic for side-wall coupling. 
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SOME LOOSELY COUPLED TRANSDUCERS IN MULTIMODE WAVEGUIDE 

In connection with research on low-loss circular-electric-wave trans­
mission/ there developed a need for means with which to measure the 
power present in any ope of the modes of a multi-mode round waveguide. 
In particular, it was known that the circular electric wave in round 
waveguide converts readily to the TMll wave due to curvature of the 
line,2 and a direct measurement of the effect was needed. The TMll wave 
will not exist in the round waveguide without the presence of at least 
four other modes, and in the waveguide size used for the experiments 
five other modes could propagate. In designing a transducer for this ap­
plication, therefore, it was necessary to evaluate the discrimination 
function, equation (4), with regard to mode discrimination between five 
different pairs of modes as well as to insure directivity. l\10reover, the 
TMll wave is degenerate with the circular electric wave TEol , i.e., they 
have the same phase constant. Therefore, mode discrimination against 
TEol could not be obtained through the phase difference effects described 
by (4). This discrimination was obtained using geometric balance in the 
individual coupling orifices, which were narrow slits on the center line 
of the wide side of the rectangular guide, as shown in Fig. 39. The shape 
of the coupling distribution employed was that described in connection 
with Fig. 14 except that 80 point couplings were used to simulate the 
raised-cosine coupling distribution (instead of 40 as in Fig. 14) in order 
to assure good directivity for the very long coupling length that was 
required. The round guide diameter was two inches, the rectangular guide 
width 0.820 inches, calculated to produce the same cut-off frequency in 
the rectangular guide as exists for the TMll wave in the round wave­
guide. The coupling length was about 17 inches. 

One simple method for evaluating the mode content of such a trans­
ducer is to measure the azimuthal distribution of electric field at the 
round guide wall using the radial probe technique described by M. 
Aronoff. 7 If the power in a single mode is a great deal larger than the 

Fig. 39 - A TEIOD to TMllO coupled wave transducer. 
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Fig. 40 - Distribution of radial electric field at the guide wall for the forward 
and backward waves of the transducer of Fig. 39. 

power in any other mode of the multi-mode guide, the radial probe 
technique narrows down the possible mode types to a very few. Measure­
ments of this type, recorded in Fig. 40, indicate that the forward wave 
has the radial electric field distribution to be expected for the TMn wave. 
However, the forward wave might have the same radial field distribution 
at the ,yall and actually be the TEn wave instead of T1VIn . The TEn 
wave is very simply generated from a dominant mode rectangular guide, 
by means of a long taper transition along the axis of propagation from 
the rectangular cross section to the circular cross section. Such a trans­
ducer was used to measure the output wave of the TMn transducer and 
it was found that the TEn component was down on the order of 30 db 
below the value which would be present if the radial field intensity ob­
served at the top of Fig. 40 had been due to TEn. By a process of elim­
ination, therefore, and by virtue of the fact that we have a pure pattern 
suggesting the presence of a single mode, we have established that the 
mode generated is actually T1VIn . Other checks can of course be made, 
such as measurement of the phase constant of the output wave. 

The backward wave shown at the bottom of Fig. 40 has a maximum 
field more than 20 db below the maximum field of the forward wave and 
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has a six-peaked variation with angle which indicates the presence 
of TE31 • 

The transfer loss of the T1VIn transducer was derived by (1) calibrat­
ing the receiving probe on a known amount of power in the TEn wave, 
(2) inserting this same amount of power in the rectangular waveguide 
of the coupled wave transducer and, with the probe at the transducer 
output, observing the change in the receiver response, and (3) correcting 
the observed loss using the theoretical difference in the radial electric 
field at the wall for the TEn versus TMll waves in the known waveguide 
diameter. (This technique is described in more detail by Aronoff. 7) The 
result gave a transfer loss of about 25 db to the TMll wave. The insertion 
loss for the rectangular guide of the transducer was less than 0.2 db. 

Coupled-wave devices of the type shown in Fig. 39 were built for 
several of the modes in 2" round waveguide. The one built for the TE31 
mode in 2" waveguide (mechanically similar to the TMll model of Fig. 
39) has several characteristics worthy of mention. Fig. 41 shows the 
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Fig. 41 - Distribution of radial electric field at the guide wall for the forward 
and backward waves of TElOD to TE s10 coupled wave transducer. 
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TABLE II 

Observed Discriminations 
Ratio of Forward 

Traveling TJ\Ill Power to 
AO = 3.1 em AO = 3.3 em AO = 3.5 em 

--
db db db 

TMll Backward >20 >20 >20 
TEll Forward 28.5 28 26 
TEll Baclnvard 37 35 39 
TMoI Forward 46 46 41.5 
TMoI Backward 49 51 45.5 
TE2l Forward 24.5 21 23 
TE2l Backward 29.5 35 31 
TEn Forward 14 26 21.5 
TEoI Forward 45 46 45 
TEoI Backward 64 69 67 

measured forward and backward wave patterns in the round guide, for 
excitation in one of the rectangular guides of the transducer. Only TE31 
of the six modes possible in the 2" pipe at 3.3 cm has a six-lobed pattern 
of azimuthal distribution of radial electric field at the wall, and hence 
the clean pattern 'with equally spaced deep nulls indicates the presence 
of a rather pure TE3l mode. The six maxima of the forward wave were 
equal within ±0.15 db. The backward wave had a peak electric field at 
least 23 db down on the peak electric field of the forward wave. 

Using coupled transmission line techniques and the familiar geometric 
taper techniques, transducers were built for all of the six modes possible 
in 2" diameter pipe at 3.3 cm for use in the circular electric wave research 
program.l These transducers were used to measure the forward wave and 
backward wave output of the TMl1 transducers, as given is Table II. 
In reality, imperfections in either one of the two transducers involved 
in a measurement could result in the recorded values of discrimination. 
For example, if the TMl1 transducer were perfect and the TEol output 
transducer contained some TMl1 . then the insertion loss measurement 
involving the two transducers face to face would produce an indication 
of mode impurity. Since we do not have independent information on the 
mode purity of anyone of the transducers at the level of the observed 
wave impurities, we can only state that both transducers involved in a 
discrimination measurement are probably at least as good as the number 
tabulated. 

It should be noted that very high discriminations between TEol and 
TMu were achieved, despite the fact that this one discrimination de­
pends solely on the mode-selective nature of the coupling orifice. Similar 
discriminations can be employed effectively to augment the wave-inter-
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ference discrimination even in cases where there is difference between 
the desired and undesired modes' phase constants, to achieve very large 
discriminations. In the TMll discriminations listed above, the values for 
TE31 are not great but are consistent with computed values for the 
coupling length and the coupling function employed; longer coupling 
lengths would produce better TMll versus TE31 discriminations. 

A TIGHTLY COUPLED TE10D TO TEo1 0 WAVE TRANSDUCER* 

A highly efficient means of transferring power from dominant-mode 
rectangular waveguide to one of the higher modes of a multi-mode wave­
guide would be essential in a "'aveguide transmission system.1 When 
several modes can propagate in one or both of the guides, the problem 
of achieving complete powcr transfer is more difficult and requires some 
new techniques. This section describes these techniques and gives ex­
perimental data for a circular-electric-wave (TElP - TEo 1°) transducer. 

The desired transdueer was required to make the wave transformation 
between a single-mode rectangular waveguide and the circular electric 
mode (TEo1°) of an 0.875" round waveguide at a nominal frequency of 
24,000 mc. The 0.875" round wavcguide at this frequency will support 
10 modes of which the circular electric mode and its degenerate partner 
T1\1110 are the fourth and fifth in order of appearance. 

The minimum length of the coupling interval required to achieve mode 
discrimination may be estimated using loose coupling theory (equation 
4). The mode nearest to TEolo in phase constant is the TE310 and for 
this mode a coupling length of about 0.18 meters is required in order to 
produce a value of O/7r equal to unity. As shown by equation (5) for 
uniform coupling, it is necessary to have O/7r equal to unity or greater in 
order to develop discrimination against the undesired mode. 

The maximum coupling coefficient permissible for a given amount of 
mode impurity at the complete power transfer point may be estimated 
using the tight coupling theory of the preceding sections. For example, 
equations (31) and (32) show that for the ratio ((31 - (32)/C equal to 10, 
the transfer loss to the undesired wave will always be greater than 14 db 
(regardless of the length of the coupling interval), corresponding to an 
energy loss for the desired wave of less than 0.2 db. For the TEo1o and 
TE310 modes the calculated values of (31 and (32 lead to the conclusion 
that the coupling coefficient Q between TE31° and TElOD must be less 

* When discussing; the modes of hollow metallic waveguides of different cross­
sectional shapes, it has been found convenient to use a superscript to designate 
the shape of the cross section. (See G. C. Southworth, Princivlc:s and A vplications 
of Waveguide TranS1n1·ssion, D. Van Nostrand Co., 1950). Thus, TEIOD refers to 
the TITlO mode in rectangular waveguide. 
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than 3.45 radians per meter. If the coupling coefficient for TElOD to 
TEolo is equal to that for TE1P to TE310 it follows that the total coupling 
length must be greater than 0.455 meters, because complete power 
transfer requires that the product of coupling-length times coupling­
coefficient be exactly 7r/2 (see Fig. 17). Actually, the TElOD - TE310 

coupling may be greater than the TE1P - TE310 coupling which leads 
to the requirement for longer coupling intervals. It is evident that the 
shorter coupling intervals may be employed at the sacrifice of greater 
mode impurities. The preceding calculations ·were made for the TE1P -
TE310 and TE1P - TEolo transfer ratios as though only one mode of the 
multi-mode waveguide were present at a time, i.e., using a theory based 
on coupling between two waves instead of a theory for the simultaneous 
coupling between a plurality of waves. It is felt that this is probably 

Fig. 42 - An experimental circular electric wave (TElOD to TEo 10) transducer 
for 24,000 mc. 

justified provided that the coupling per unit length is weak and only one 
mode in each guide carries an appreciable amount of power. 

Fig. 42 shows a photograph of one of the models used to obtain experi­
mental data. The coupling holes were located in the narrow wall of the 
rectangular waveguide, thus avoiding coupling to all of the TM modes 
of the round waveguide. The total coupling length "~as 0.55 meters. The 
coupling orifices ,,'ere spaced about 0.3 wavelengths in the dominant­
mode rectangular ,,,aveguide, which assured reasonable directivity in 
the transfer of power between waveguides, provided that two or more 
coupling elements ,,,ere employed. 

The transfer loss between the rectangular waveguide and the circular 
electric mode of the round waveguide was measured as a function of the 
number of coupling elements, using the structure of Fig. 42 with the 
addition of a movable thin-walled metallic cylinder. The latter could be 
moved inside the transducer in such a way as to cover up a variable 
number of coupling holes, and contained a long wooden termination so 
that all the power entering the movable cylinder was absorbed. The inner 
diameter of the movable cylinder was large enough to propagate the 
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Fig. 43 - Transfer losses versus frequency for the transducer of Fig. 42. 

circular electric wave but did cut off some of the waves which could 
propagate in the round guide of the transducer itself. The measured 
transfer loss under these conditions is recorded in Fig. 43. It is seen that 
the TE1P - TEo1o coupling was so weak as to be in the region where 
power from successive coupling elements should add inphase all the way 
up to 40 coupling elements. The observations show the inphase addition 
for less than 30 coupling elements but show a marked deviation in the 
vicinity of 40 to 66 coupling elements. This is evidence of inequality of 
the phase constants for the TEo1o and TE1P waves. More will be said 
about this matter presently. The transfer loss between the rectangular 
waveguide and the TEn mode of round waveguide, is also recorded in 
Fig. 43. As expected, the power from successive coupling elements did 
not add inphase and no appreciable build-up of power in the TEn mode. 
took place. 

One way of evaluating the total power in all modes other than the 
circular electric mode, is to measure the value of the transverse magnetic 
intensity at the wall of the round waveguide. The circular electric wave 
has no such field component and all other waves do possess such a field 
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component. Thus the total value of the transverse magnetic intensity at 
the round waveguide wall is a measure of the impurity associated with 
the circular electric ,vave. (This is very similar to the radial probe tech­
nique described by 1V1. Aronoff. 7

) Using this method of evaluation, the 
mode impurities present at the output of the transducer were measured 
as a function of the number of coupling elements, and the results are 
recorded in Fig. 44. The absolute calibration of the ordinate relates the 
observed magnetic intensity to that which the same power input used at 
the rectangular guide would have produced if placed in the round wave­
guide in the TEn mode. These measurements show that for all of the 
modes other than the circular electric mode, the energy components 
from successive coupling elements suffer destructive interference. Al­
though curves are shown only for one and for 66 coupling elements, the 
patterns for intervening numbers of coupling elements were similar in 
shape and never exceeded an intensity value greater than about 6 db 
above that given for the 66 coupling element case; thus the mode dis­
criminating property of the coupled wave transducer was verified ex­
perimentally. 

Returning to the question of TE1P - TEolo transfer loss, it is clear 
from Fig. 43 that the rectangular waveguide has a phase constant which 
is not equal to that of the circular electric mode in the round waveguide. 
One reason for this inequality lies in the fact that the coupling elements 
disturb the phase constant in the two waveguides unequally, a conse­
quence of the fact that some of the power transferred to the round wave-
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Fig. 44 - Distribution of transverse magnetic intensity at the wall for the 
transducer of Fig. 42. 
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guide on a single coupling element basis, appears in modes other than 
TEal. Thus, the total coupling to TElOD is greater than to TEolo. The 
total coupling ~odifies the phase constant of each line, per (20'), and 
since the total coupling coefficient is unequal for the TElOD and the 
TEolo modes, the perturbed phase constants should be expected to be 
unequal when the unperturbed phase constants are made equal. A method 
of determining the magnitude of this phase-constant disturbance has 
been suggested by S. A. Schelkunoff. In this method the reflected wave 
from a single coupling orifice is measured in the dominant waveguide and 
in the single mode of interest in the multi-mode waveguide. Having de­
fined the ratio of the incident to the reflected power in the same mode by 
the sympol p, Schelkunoff determines that the disturbed phase constant 
{3', is related to the undisturbed phase constant {3 by the relation 

{3' = (3 + VH, (41) 

in which "d" is the distance between the coupling orifices in the coupling 
arrangement which one wishes to evaluate. This relation may be used to 
evaluate the change in the phase constant for the circular electric mode 
and for the wave in the dominant waveguide, and the change of wave-
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Fig. 46 - Rectangular guide insertion loss for the transducer of Fig. 42. 

guide dimensions required to correct this phase constant difference may 
be computed as though the coupling elements ,,'ere not present. 

For the small phase constant disturbances which are associated with 
the 'weak couplings employed, this procedure was found very accurate. 
The reflection measurements and associated calculations for the model 
of Fig. 42 indicated that the rectangular guide width should be 0.340" 
for equality of phase constants instead of 0.359" as computed neglecting 
coupling effects. The measured value of the transfer loss ,,,hen the in­
dividual coupling holes had been enlarged and the rectangular guide 
width had been altered to the 0.340" value is shmvn in Fig. 45. It is 
evident that the theoretical value of 0 db transfer loss was approached, 
and that the shape of the transfer loss versus number of coupling ele­
ments, was reproduced very well. The 0.75 db minimum transfer loss 
consisted of no more than 0.3 db heat loss, the remaining loss being due 
to power present in other modes. 

The measured insertion loss in the rectangular waveguide is shown as 
a function of the number of coupling holes at the three frequencies in 
Fig. 46. Complete power transfer would, of course, correspond to an in­
finite insertion loss in the rectangular waveguide. It is interesting to note 
that at 24,000 mc the peak in the rectangular guide insertion loss occurred 
at 85 coupling elements whereas the maximum in the TElOD - TEolo 
transfer loss characteristic occurred at about 96 coupling elements (Fig. 
45). This difference is likely to be the result of power transferred back 
to the rectangular waveguide from rOllnd waveguide modes other than 
circular electric. Additional evidence of deviations due to the coupling 
between a plurality of waves was obtained; the rectangular-guide in­
sertion loss as a function of number of coupling elements did not increase 
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Fig. 49 - Impedance characteristic of the transducer of Fig. 42. 

smoothly according to a cosine amplitude function as would be expected 
for two coupled waves of identical phase constant, but instead exhibited 
ripples. The remarkable thing about the data of Figs. 45 and 46 is that 
it agrees with the theory for two coupled waves as well as it does. 
- The coupling per individual orifice decreases with increasing frequency 
and this is verified by the observation (Fig. 46) that a greater number of 
coupling elements are required to reach the maximum insertion loss in 
the rectangular guide at· the higher frequency. 

Some indication of the overall bandwidth of this first experimental 
model is given in Figs. 47, 48 and 49 which show respectively the TElOD -
TEoio transfer loss, the insertion losses in the TEloD and TEOlo modes, 
the TElOD - TEllo and TEIP - backward wave TEoio transfer losses, 
and the TElOD and TEoio return losses in the frequency range 20,000 to 
30,000 mc. Noone of these characteristics represents the degree of ex­
cellence which is achievable but they do demonstrate that good im­
pedance match, low transfer losses to the desired mode, and appreciable 
discrimination against unwanted modes, can be achieved over frequency 
ratios on the order of 1.5. 

FREQUENCY SELECTIVITY 

In the case wherein the coupling is so weak as to not affect the total 
phase constant appreciably, all modes of hollow conductor waveguides 
of any cross section have the same phase constant at all frequencies pro­
vided that these modes have the same cut-off frequency. This results 
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in very broad band mode-selective characteristics, as has been demon­
strated. 

The transfer loss characteristics are in general a function of frequency, 
since the individual coupling holes are somewhat frequency selective. 
There may be applications wherein less variation in transfer loss as a 
function of frequency is required. One approach to this problem is to 
make the coupling holes individually have less coupling variation with 
frequency; since the total coupling loss between two identical transmis­
sion lines is a function only of number of coupling holes and the loss per 
hole (equations (39) and (40)) constant coupling per hole will produce 
constant coupling overall. Riblet and Saad6 have reported on this ap­
proach. 

There is another approach to obtaining flat coupling versus frequency 
despite variations in the coupling per hole, and that is to intentionally 
create a difference between the phase constants of the two coupled lines. 
Fig. 17 illustrates the transfer characteristic when the coupled lines have 
unequal phase constant, and either identical or negligible attenuation 
constants. Near the maximum for the transferred wave I E2* I there is a 
region wherein the transfer loss is independent of coupling strength, and 
the transfer loss in this flat-loss region is under control of the ratio 
({31 - (32)/e. Hence for a given transfer loss there is an optimum ratio of 
phase constant difference to coupling strength in order to minimize the 
overall transfer loss variation. For the distributed coupling case, equa­
tions (31) and (32) represent the transferred wave amplitude and show 
that the transferred wave goes through a maximum as a function of 
integrated coupling strength Q;r, when 

• / ({31 - (32) 2 _ 7r 11 4e2 + 1 ex - "2 + n7r. (42) 

The transferred amplitude at this maximum point is 

1 
(43) 

The integrated coupling strength at the maximum point is 

1 7r 

eoxo = . /({31 - (32) 2 + 1 . "2. 
11 4e2 

(44) 

For the important cat;e of an optimum 3 db transfer loss coupler, Ez* 
is 0.707. Then ({31 - (32)/e equals 2 and CoXo equals 7r/2y2 from (43) 
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and (44). Assuming a coupling length Xo of two wavelengths in the line 
with the smaller phase constant, it follo"ws that (31/(3'2 is about 1.18 show­
ing that a phase-constant difference of 18 % is required. This phase-con­
stant difference is quite readily attainable in the waveguide structure of 
Fig. 50(a). The two modes coupled together are given slightly different 
cut-off wavelengths in the coupling region, and may be tapered to the 
standard waveguide size outside the coupling region. The desired phase­
constant difference can also be obtained in two identical metallic guides 
by inserting a piece of dielectric into one of the guides in the coupling 
region as sketched in Fig. 50(b). Although rectangular waveguides are 
used in Fig. 50 to illustrate the method of obtaining frequency inde­
pendent transfer characteristics, the approach is general and may be 
applied to any form of single or multi-mode transmission line. 

SECTION A-A 

(a) 

Fig. 50 - Examples of structures in which flat transfer loss may be obtained 
despite coupling loss variations. 

In either dominant-mode directional couplers or in multi-mode cou­
pled-wave devices such as the one illustrated in Fig. 1, one may obtain 
much more frequency selectivity than occurs incidentally due to the 
frequency sensitivity of the coupling elements used. This may be done 
by coupling two transmission lines which have the same phase constant 
at one frequency, but unequal phase constants at other frequencies. 
Then, as shown by equation (31), the midband transfer loss may be set 
at any desired value by adjusting the integrated coupling strength (;~ 

at midband (where (31 - (32 = 0), and at other frequencies where ((31 -

(3'2) ~ 0, the transfer loss will increase. For the particular case of (;~ = 7r /2 
(fixed) for which complete power transfer occurs when (31 = (32 (and as­
suming a1 = a2 or both a's are negligible), Fig. 51 shows the shape of 
the filter characteristic, E2* versus ((31 - (32) /2c. This plot is valid for 
any form of transmission line. 

A very simple configuration for realizing such a frequency-selective 
filter involves coupling between two hollow conductor waveguides, one 
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71"/2, the value required for complete power transfer. 

of which is air-filled and the other of which is filled with a material of 
dielectric-constant €. The phase constants for these waveguides have the 
form sketched in Fig. 52, in which {3o is the phase constant in free space. 
At the frequency f m the two waveguides have identical phase constants 
and, in a typical case, negligible loss constants so that complete power 
transfer can be obtained. For the case € = 2.55, Fig. 53 shows the com­
puted frequency characteristic on the assumption that the integrated 
coupling is set for complete transfer (ex = n/2) and is independent of 
frequency. (Actually the usual coupling mechanisms are somewhat fre­
quency sensitive and would increase the selectivity somewhat.) This filter 

~ -----------------------

A 1.0 

/30 

fm 

FREQUENCY -.. 

Fig. 52 - The general form of the phase constants for two hollow conductor 
waveguides, one of which is filled with a dielectric. 
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hollow conductor waveguides, one of which is air filled and has a guide wavelength 
V2 times the free space wavelength at 1m , and the other of which is filled with a 
material of dielectric constant 2.55 with dimensions chosen for equality of phase 
constant with the air-filled guide at 1m . Coupling ~ assumed constant at 11/2. 

characteristic applies regardless of the shapes of the hollow conductor 
waveguidess (which may be dissimilar) and regardless of the modes 
selected. 

It is apparent that frequency selectivity in the transfer characteristic 
E2* can also be obtained without requiring that the phase constants be 
unequal by using coupling elements which are frequency sensitive. 

DIELECTRIC WAVEGUIDE CONFIGURATIONS 

The coupled-wave approach to circuit design is applicable using any 
form of transmission line, the only important variant associated with 
different forms of line being the physical structure associated with intro­
ducing the desired coupling between lines. In a recent publication8 A. G. 
Fox sho·wed that dielectric waveguides are very attractive for use in the 
millimeter wavelength range, and this section points out how dielectric 
waveguides can be used in various forms of coupled wave devices. Fox 
showed that dielectric waveguides arranged in the configuration sketched 
in Fig. 54 are coupled by the electric field components only, and that 
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periodic energy exchange of the type described by equations (26) and 
(27) is observed. Moreover, he also showed that if one line were made 
very lossy the energy exchange phenomena disappeared and, despite 
sufficient coupling to cause complete power transfer when both lines 
were loss-free, power passed through the coupling region in the low-loss 
line with less than 0.25 db attenuation. This verified the predictions of 
equations (35) and (36). 

Other implications of the coupled wave theory can also be utilized in 
dielectric waveguides. If the two lines (Fig. 54) are made of materials 
having different dielectric constants and their cross-sectional dimensions 
set so as to secure identical phase constants at a frequency f m , then a 
frequency-selective coupled-wave filter results and the selectivity charac­
teristic of Fig. 53 applies. As an alternative to using materials having 
different dielectric constants, the same dielectric may be used for both 
lines by making one line solid and the other hollow. 

If both lines are made of the same material and the cross-sectional 
dimensions are set so as to obtain a known difference between their phase 
constants, the result is a directional coupler having a region of flat trans­
fer loss (of any desired magnitude) and equations (42), (43) and (44) 
apply. 

Both of the preceding applications can be carried out in dielectric 
waveguides having arbitrary cross-sectional shapes. 

Fig. 54 - Coupled dielectric waveguides. 
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If one of the transmission lines (Fig. 54) is round and the other is 
rectangular and if their cross-sectional dimensions are set for equal phase 
constants, then the power in one of the two polarizations of the round 
line may be transferred to any desired extent to the rectangular guide, 
and power in the other polarization of the round guide will pass the 
coupling region undisturbed. Two such rectangular-rod to round-rod 
coupling configurations arranged in cascade along the round-rod, with 
the two rectangular rods coupled in planes at 90 0 to each other, consti­
tutes a means for independently connecting to the two polarizations of 
the round-rod. This type of device depends upon the fact that the phase 
constants of the two polarizations of round-rod are identical, whereas 
the two phase constants for the rectangular rod are different. Thus a 
,,,ave interference occurs in the transfer characteristic for one of the 
polarizations, and for suitable values of ({31 - (32)/C (see Fig. 18) the 
power transferred in this polarization can be made small. 

SUMl\lARY 

Two approaches to a theoretical description of the behavior of two 
coupled waves have been presented. One, based on the assumption of 
negligibly small coupling, is applicable in cases where very little power 
is transferred between the coupled waves. The other, a solution based 
on uniform coupling between waves in the coordinate of propagation, is 
valid for any magnitude of total coupling. 

The loose coupling theory shows how to taper the coupling distribution 
in order to minimize the length of the coupling interval required for a 
given degree of directivity and/or for a given magnitude of mode im­
purity. In particular, it is possible to shape the coupling distribution so 
as to discriminate sharply against one or more undesired modes in a 
coupled-wave arrangement involving just a few modes. (See Figs. 7 and 
15 for examples). 

The theory indicates that significant exchange of power takes place 
provided that the attenuation and phase constants of the coupled waves 
are equal, or provided that the difference between the attenuation con­
stants and the difference between the phase constants are small compared 
to the coefficient of coupling. A suitable difference between either the 
attenuation constants or the phase constants of two coupled waves is 
sufficient to prevent appreciable energy exchange (equations 29-32 and 
35-36). 

It follows that substantially single-mode propagation is possible in a 
multi-mode structure even though geometrical effects tending to cause 
coupling between modes are present. A gradual transition in the boundary 
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of a multi-mode waveguide will not cause an appreciable exchange of 
power between modes provided that the quantity ({3l - (32) / c is suffici­
ently large for the modes which are coupled by the boundary change. 
Similarly, for disturbances in the coupled-wave system which takes place 
over a large number of wavelengths in the direction of propagation, the 
coupled-wave theory indicates that all conversion ·will take place in the 
forward direction and very little reflection in any mode will result. 

The tight coupling theory shows that for the case of identical complex 
propagation constants, a periodic exchange of energy between waves 
takes place along the coordinate of propagation. The only effect of the 
existence of an attenuation constant for both waves (compared to the 
dissipationless ease) is to add the same exponential attenuation factor 
(to the periodic energy exchange phenomenon) which would have existed 
for a wave traveling on one of the lines in the uncoupled state. 

When the phase constants of the two coupled waves are not equal (and 
the attenuation constants are either equal or negligibly small compared 
to the coupling coefficient), the exchange of energy between waves is no 
longer complete but remains periodic (Fig. 17). The quantity ({3l - (32)/C 
determines the fraction of the total energy which is exchanged, and also 
modifies the period of the energy exchange phenomenon along the axis 
of propagation. 

When the phase constants of the two lines are equal but the attenua­
tion constants are unequal, the energy transfer phenomenon differs only 
slightly from that associated with equal propagation constants provided 
that the quantity (al - (2)/e is less than about -0.1. For (al - (2)/e 
more negative than about -1, the periodieity of the energy transfer 
phenomenon has largely disappeared (Fig. 23) and as (al - (2)/e be­
comes on the order of -10 or more, the principal effect of the coupling 
for the low loss line is a minor alteration of the phase and attenuation 
constants. The wave amplitude for unit input on the low-loss line be­
comes [from (33) for I (al - (2) lie » 1] 

(45) 

Through proper choice of the phase constants relative to the coupling 
coefficient in two coupled transmission lines, it is possible to make di­
rectional couplers having an arbitrary transfer loss that is independent 
of frequency despite variations in coupling strength with frequency 
(equations 43-44). It was also shown that the coupled-wave approach 
may be utilized to create highly frequency-selective filters which may 
operate between single-mode media or between selected individual modes 
of a multi-mode system. 
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The experimental data given for two dominant-mode rectangular 
waveguides showed that the periodic energy exchange theoretically pre­
dicted for a coupled-wave system can be achieved in coupled transmis­
sion lines. 

Performance characteristics were given for some loosely coupled trans­
ducers between a dominant-mode rectangular waveguide and one mode 
of a six-mode waveguide. A tapered coupling distribution was used to 
achieve the mode selectivity in a limited length interval. 

The problems associated with a coupled-wave transducer for trans­
ferring all of the power from a dominant-mode rectangular waveguide 
to the circular electric mode in a ten mode waveguide, ·were discussed 
and the observed characteristics of an experimental model were given. 

The application of coupled-wave techniques to other types of trans­
mission systems was illustrated by pointing out analogous structures 
using coupled dielectric waveguides. 
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A compendiwn is presented of theoretical fundamentals relating to pulse 
transmission, for engineering applications. Emphasis is given to the con­
sideration of various imperfections in transmission systems and resultant 
transmission impairments or limitations on transmission capacity. 

In Part I of this paper, Sections 1 to 11, fundamental properties of trans­
mission-frequency characteristics are discussed, together with general rela­
tions between frequency and pulse transmission characteristics and special 
transmission characteristics of importance in pulse system's. This is fol­
lowed by a presentation of engineering methods of evaluating pulse distortion 
from various types of gain and phase deviations. 

In Part II, Sections 12-16, transmission limitations imposed by charac­
teristic distortion will be discussed. 
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INTRODUCTION 

Pulse transmission is a basic concept in communication theory and 
certain methods of modulating pulses to carry information approach in 
their characteristics the ideal performance allowed by nature. In certain 
applications, such as telegraphy, pulse signalling and data transmission, 
it has the advantage of great accuracy, since the information is trans­
mitted in digital form by "on-off" pulses. This at the same time facili­
tates regeneration of pulses to avoid accumulation of distortion from 
noise and other system imperfections, together with the storing, auto­
matic checking and ciphering of messages, as well as their translation 
into different digital systems or transmission at different speeds, as may 
be required in extensive communication systems. Another characteristic 
of pulse systems is that improved signal-to-noise ratio can be secured in 
exchange for increased bandwidth, as in pulse code, pulse position and 
certain other methods of pulse modulation. Finally, pulse modulation 
systems permit multiplexing of communication channels on a time divi­
sion basis, which under appropriate conditions may have appreciable 
advantages over frequency division in the design of multiplex terminals. 

In pulse modulation systems, pulses are applied at the transmitting 
end in various combinations, or in varying amplitude, duration or posi­
tion, depending on the type of system. Pulses thus modulated to carry 
information may be transmitted in various ways, or undergo a second 
modulation process suitable to the transmission medium. The received 
pulses will differ in shape from the transmitted pulses because of band­
width limitations, noise and other system imperfections. The performance 
of the system in the absence of noise can be predicted if the "pulse trans­
mission characteristic" is known, that is, the shape of a received pulse 
for a given applied pulse. 

Although the pulse-transmission characteristic suffices for determina­
tion of system performance it is customary for various reasons to relate 
it to the "transmission-frequency characteristic," that is, the steady­
state transmission response expressed as a function of frequency. For 
one thing the transmission-frequency characteristics of various existing 
facilities and their components are known, and for new facilities can be 
determined more readily by calculation or measurements than the pulse­
transmission characteristic. But the more fundamental reason is that the 
transmission-frequency characteristics of various system components 
connected in tandem or parallel can readily be combined to obtain the 
over-all transmission characteristic, while this is not the case for pulse 
transmisssion characteristics. It is thus possible to analyze complicated 
systems with the transmission-frequency characteristic as a basic 
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parameter, and to specify requirements that must be imposed on the 
transmission-frequency characteristic of the system and its components 
for a given transmission performance. 

A fundamental problem in pulse modulation systems is transmission 
distortion of pulses by system imperfections in the form of phase and 
gain deviations over the transmission band or a low-frequency cut-off, 
usually referred to as "characteristic distortion," 'which may give rise 
to excessive interference between pulses and resultant crosstalk noise or 
errors in reception, depending on the type of system. Because of such 
interference, characteristic distortion limits the number of pulse ampli­
tudes permissible in the transmission of informatioll or messages over a 
given channel, and may reduce the rate at which pulses can be trans­
mitted in systems employing only two pulse amplitudes, the minimum 
number. It thus places a limitation on channel capacity which, unlike 
signal distortion by noise, cannot be overcome by increasing the signal 
power. 

Characteristic distortion is an important consideration particularly in 
wire systems where there is a low-frequency cut-off caused by trans­
formers, and where the transmission band may extend over several 
octaves with substantial variation in attenuation and phase shift,' ()r 
may be sharply confined by filters. In wire systems there are also 'flne 
structure deviations from a smooth attenuation and phase characteristic 
of a more or less random nature, resulting from small random impedance 
variations and mismatches along the lines. Gain and phase deviations 
remaining even after fairly elaborate equalization may be appreciable 
and difficult to overcome, especially in systems comprising a large num.:.. 
bel' of repeater sections. . 

The purpose of this paper is to present a compendium of theoretical 
fundamentals on pulse transmission in a form suitable for engineering 
applications, both from the standpoint of design of new pulse transmis­
sion systems and pulse transmission over existing facilities. Emphasis is 
placed on considerations of various system imperfections, because of 
their importance from the standpoint of transmission performance, and 
since literature on this question is rather limited. Certain fundamental 
properties of transmission-frequency characteristics are discussed, to­
gether with general relations between frequency and pulse transmission 
characteristics and special transmission characteristics of importance in 
pulse systems. This is followed by a presentation of methods of evaluat­
ing pulse distortion from various types of gain and phase deviations, to­
gether with resultant transmission impairments or limitations on pulse 
transmission rates in low-pass, symmetrical and asymmetrical sideband 
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systems. Conversely, these methods may be used ill the design of pulse 
modulation systems to evaluate requirements imposed OIl the transmis­
sion characteristics for a given transmission performance. 

Transmission impairments may result from system imperfections other 
than characteristic distortion, which require a different theoretical ap­
proach and are not considered here. Among them are erratic timing of 
pulses, thermal and other noise within the transmission system and in­
terference from outside sources, such as other communicat"ion systems or 
atmospheric disturbances. 

1. PROPERTIES OF TRANSMISSION-FREQUENCY CHARACTERISTICS 

A basic parameter of transmission systems is the transmission-fre­
quency characteristic 

T(iw) = A(w)e-if(w), (1.01) 

in which w = 27rf is the radian frequency, A(w) is the amplitude and 
1/I(w) the phase characteristic. The transmission-frequency characteristic 
may designate the ratio of received voltage to transmitted current, of 
received current to transmitted voltage, of received to transmitted cur­
rent or of received to transmitted voltage. The two latter ratios are not 
the same except for symmetrical networks with impedance matching at 
both ends. For symmetrical structures having appreciable attenuation, 
such as transmission lines between repeaters, the ratios are virtually the 
same with impedance matching at the receiving end. In the following, 
T(iw) will designate any of the above ratios, as the case may be. 

When a number of networks are connected in series, as is usually the 
case in transmission systems, the resultant transmission characteristic 
IS 

TI(iw) T2(iw) ... Tn(iw), 

(AI A2 ... An) e-i(fl+f2+ ... +fn>, 

T(iw) 
(1.02) 

where TI , T2 . " Tn are the transmission characteristics of the individual 
networks with the same impedance terminations as encountered in the 
series arrangement, i.e. as measured in place or with equivalent termina­
tions. 

The phase characteristic 1/1 can in general be regarded as the sum of 
three components. The first is the minimum phase shift component, 
1/10, ,,-hich has a definite relation to the amplitude characteristic of the 
system, and is of particular interest in connection with phase distortion 
with different types of amplitude characteristics. The second is a 
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linear component WTd , which represents a constant transmission delay 
Td for all frequencies, as in the case of an ideal delay network. Ladder 
type structures and transmission lines have phase characteristics which 
can be represented by the above two components. The third component 
can be represented by a lattice structure with constant amplitude char­
acteristic but varying phase. Such a network component may be present 
in a transmission system or may be inserted intentionally for phase 
equalization, i.e. to supplement the first component above so as to secure 
a linear phase characteristic without altering the amplitude characteristic 
of the system. 

The following discussion is concerned with the relationship of the first 
component to the amplitude characteristic of the system, or conversely. 

The natural logarithm of the transmission-frequency characteristic 
given by (1.01) is 

CnT(iw) = CnA(w) - i1f;(w). (1.03) 

The component CnA (w) is referred to as the attenuation characteristic, 
and when expressed in decibels equals 8.69 lnA(w). 

The following relations exist between the attenuation and phase char­
acteristics of minimum phase shift sys~ems or system components:1 

,2 

i'nA(w) = _ ~ [0<;) 1f;°(u) du = ~ 1
00 

u1f;°(u).., du, 
7r --0<;) W - U 7r ° u2 - w~ 

(1.04) 

and 

(1.05) 

In the evaluation of these integrals, the principal values are to be used, 
i.e., results of the form Cn( -u) are to be taken as In I -u I rather than 
Cn I u I + i7r. 

As an example consider an attenuation characteristic as shown in Fig. 
1, with A(w) = A o between w = 0 and We and Al between w = We and 
00. Equation (1.05) then becomes 

- 2w [cnAo 1we 

du + CnAI 10<;) 2 du 2J, 
7r 0 1.1,2 - w2 

We U - W 

= ~ tn(AoIAl)Cn I We + wi· 
7r We - W 

(1.06) 

In Fig. 1 is shown the phase characteristic for Aol Al = 100, correspond­
ing to a 40 db cutoff at W = We • 
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Fig. 1 - Low-pass transmission frequency characteristic with sharp cut-off. 

In Fig. 2 the attenuation and phase characteristics are shown as a 
function of wi We for W < We and as a function of the inverse ratio wei W 

for W > We • It will be noticed that for the above case the phase charac­
teristic is infinite for wi We = 1 and has even symmetry about this point, 
while the attenuation characteristic has odd symmetry with respect to 
the midpoint of the amplitude discontinuity. The phase characteristic 
may be modified by a gradual cutoff in the attenuation characteristic, 
as illustrated in the figure. It is possible to shape the attenuation char­
acteristic to obtain a linear phase characteristic in the transmission 
band, i.e. between wlwe = 0 and 1. Since transmission systems with a 
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linear phase characteristic in this range are of particular importance in 
pulse transmission, this case will be considered further. 

It will be assumed that the phase characteristic has even symmetry 
when expressed in the scales of Fig. 2, in which case the phase charac­
teristic as shown by the solid lines in Fig. 3 is given by 

,p°(W) = WT 

= W/T/W 

W/We < 1, 

w/we > 1. 
(1.07) 

With these expressions in (1.04) the attenuation characteristic becomes: 

tnA(w) = 2We
T [1 + ! (we _ ~) tn 1 + w/we] . 

7r 2 W We 1 - w/we 

For W = 0, the latter expression approaches the limit tnA(O) = 4WeT/7r, 
so that 

tnA(w)/A(O) = _2W eT [1 + ! (~ _ we) tn 1 + w/we]. 
7r 2 We W 1 - W/We 

(1.08) 

which is the attenuation characteristic shown in Fig. 3. 
Other attenuation characteristics with a linear phase characteristic 

between w/we = 0 and 1 are possible with other types of variations in 
the attenuation or phase characteristic for w/we > 1 than assumed 
above. For example, the attenuation characteristics may be assumed 
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constant for w/we > 1, in which case the attenuation characteristic will 
be somewhat different for w/we < 1 and the phase characteristic different 
for w/we > 1, as illustrated in Fig. 3. (The solution for the latter case is 
given in Reference 2.) It will be noticed that there is a comparatively 
minor difference between the attenuation characteristics for w/ We < 1 
in the above cases, so that the attenuation characteristic for w/ We > 1 
has a relatively minor effect, provided there is no discontinuity near 
w/ We = 1. The transmission loss characteristics shown in Fig. 3 represent 
a close approximation to the type of characteristic employed in pulse 
transmission systems, as will be shown later. 

In the above examples low-pass characteristics were assumed. For 
high-pass characteristics the algebraic sign of the phase is reversed with 
respect to the amplitude characteristic as indicated in Fig. 4, which also 
illustrates relationships for band-pass characteristics. The band-pass 
characteristics are obtained by connecting low-pass and high-pass net­
works in tandem. The resultant attenuation and phase characteristics 
are obtained by adding the low and high-pass attenuation and phase 
characteristics, as illustrated in the figure. In the second case shown in 
the figure, the band-pass characteristic is assumed to have a linear phase 
characteristic in the transmission band, in which case the attenuation 
characteristic will not be symmetrical about the midband frequency, 
unless the latter is high in relation to the bandwidth. The third case 
illustrates the type of band-pass characteristic encountered in wire 
systems with a low-frequency cutoff. There will then be phase distortion 
at the low end of the band, since it is not feasible with a fairly sharp 
low-frequency cutoff to obtain a linear phase characteristic in the trans­
mission band. 

If the amplitude or attenuation characteristic of a transmission system 
is modified, it will be accompanied by a modification in the phase 
characteristic. Of basic importance are cosine' modifications in the 
attenuation and amplitude characteristics. Let the modified amplitude 
characteristic be of the form 

(1.09) 

where Ao(w) is the original amplitude characteristic. The modified at­
tenuation characteristic is then 

-CnA(w) = -CnAo(w) + a cos W7. (1.10) 

In accordance with (1.05) the modified phase characteristic becomes, 

1/Io(w) = ~ 100 

fnAo(w) du + ~ 100 

cos WT dll, 
7f" -00 W - II 7f" -00 W - u (1.11) 

= 1/Io(w) + a sin WT, 
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where t/lo(w) is the phase characteristic of the original amplitude charac­
teristic Ao(w). 

Thus, for any consine modification in the attenuation characteristic 
there is a corresponding sine modification in the phase characteristic, 
and for any sine modification in the phase characteristic a corresponding 
cosine modification in the attenuation characteristic. In general any 
modification in the attenuation characteristic may be represented by a 
Fourier cosine series, in which case the modification in the phase charac­
teristic will be the corresponding Fourier sine series. 

o 

o 

With a cosine modification in the amplitude rather than in the at-
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Fig. 4 - Attenuation and phase shift for various types of transmission fre­
quency characteristics. 
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tenuation characteristic 

A(w) = Ao(w) [1 + a cos wr], 

and the corresponding phase characteristic becomes 

",O(w) = ~ i: tnAo(u)~ ~ : cos llr] du, 

.1, ( ) + 2 t -1 r sin wr = 'YO W an , 
1 + r cos WT 

2 

= "'o(w) + 2[r sin WT + ~ sin 2 WT 

3 

+ i sin 3 WT + ... 

where 

1 ./--
r = - [1 =F v 1 - a2] 

a ' 

and the minus sign is to be used. 

(1.12) 

(1.13) 

(1.14) 

Thus, a cosine modification in the amplitude characteristic is accom­
panied by an infinite series of sine deviations in the phase characteristic. 
For sufficiently small values of a, r r-..J a/2 and (1.13) reduces to (1.11). 

2. FREQUENCY AND IMPULSE TRANSMISSION CHARACTERISTICS 

In dealing with pulse transmission, it is customary to consider three 
basic types of time variations of currents and electromotive forces, a 
cisoidal variation, a unit impulse and a unit step. The cisoidal variation, 
eiwt

, is basic in the solution of network and transmission problems in 
terms of complex impedances and admittances. The unit impulse is a 
current or electromotive force of very high intensity and short duration, 
such that the area under the impulse is unity. The unit step is a current 
or electromotive force which is zero for t < 0 and unity thereafter. 

The time responses of networks or transmission systems to these three 
basic time functions are interrelated so that each may be obtained ,vhen 
one of the others is known. Furthermore, the time responses for electro­
motive forces or currents of arbitrary wave shape may be obtained from 
the response characteristic for anyone of these basic time functions. 

The pulses applied in pulse systems can usually be approximated by 
impulses. Furthermore, with impulses certain simple relationships can 
be established which are either obscured or more complicated when a 
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unit step is assumed. For these reasons, only the transmission charac­
teristic for impulses will be considered here, or for pulses of sufficiently 
short duration to be regarded as impulses. 

Corresponding to any transmission-frequency characteristic is an 
impulse transmission characteristic, pet), which designates the received 
pulse as a function of time for a transmitted unit impulse. The impulse 
and transmission frequency characteristics are interrelated by the follow­
ing Fourier integral relations 

pet) = 21 100 

T(iw)e iwt dw, (2.01) 7r -00 

T(iw) = L: P(t)e- iwt dt. (2.02) 

The transmission characteristic for an applied pulse or signal of 
arbitrary shape G(t) is given by 

H(t) = ;7r L: T(iw)S(iw)e
iwt 

dw, (2.03) 

where S(iw) is the frequency spectrum of the applied pulse and is given 
by 

S(iw) = L: G(t)e- iwt dt. (2.04) 

In the case of a symmetrical pulse S (iw) is a real function. 
In view of (1.01), expression (2.03) may also be written 

1 100 

H(t) = - A(w)S(w) cos [wt - 1f(w)] dw, 7r 0 
(2.05) 

where the relations A( -w) = A(w), S( -w) = Sew), 1f( -w) -1f(w) 
have been used, and it is assumed that S(iw) = Sew) is a real function, 
as for a symmetrical pulse. 

In most pulse transmission systems, the applied pulses can be ap­
proximated by short rectangular pulses. Rectangular pulses of unit 
amplitude and duration 8 have a frequency spectrum 

Sew) = 8 Si:8/~2 . (2.06) 

The same pulse transmission characteristic as when an impulse is 
applied is obtained with a rectangular pulse if A(w) is modified by the 
factor (w8/2)/sin (w8/2). In the following it will be assumed that the 
applied pulses are of sufficiently short duration to be regarded as im-
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Fig. 5 - Transfer of reference frequency from w = 0 to W = Wr • 

pulses or that otherwise the above modification is applied, in which 
case 

o 1"" pet) = - A(w) cos [wt - ~(w)] dw. 
7r 0 

(2.07) 

In the latter equation A(w) can also be regarded as the frequency 
spectrum of a pulse applied to a transmission system having a constant 
amplitude characteristic and a phase characteristic ~(w) over the band 
of the pulse spectum. 

Equation (2.07) applies to any type of transmission-frequency char­
acteristic and is convenient in this form for low-pass characteristics. For 
band-pass characteristics as shown in Fig. 5 however, it is convenient 
from the standpoint of general analysis as well as for numerical evalua­
tion to use a reference frequency Wr within the tranmsission band, that 
is, to employ the transformation w = Wr + u dw = duo 

vVith the notation 

a(u) = A(w) = A(u + wr), 

'!F(u) = ~(w) - ~(Wr) = ~(w) - ~r, 
(2.08) 
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equation (2.07) can be written: 

P(t) = cos (wrt - 1/;r)[R-(t) + R+(t)] 

+ sin (Wl't - 1/;r)[Q-(t) 
(2.09) 

o 1wr 

R_ -- a( - u) cos [ut + '1'( - u)] du, 
7r 0 

(2.10) 

o 100 

R+ = - a(u) cos [ut - '1'(u)] du, 
7r 0 

o 1WT 

Q_ = - a(- u) sin rut + '1'(- u)] du, 
7r 0 

and 

o 100 

Q+ = - a(u) sin rut - '1'(u)] duo 
7r 0 

(2.11) 

The envelope P(t) of the impulse transmission characteristic is given 
by 

(2.12) 

Comparison of (2.09) with (2.07) shows that R_ and R+ can be identi­
fied with the impulse characteristics of low-pass systems having the 
same frequency characteristics as the bandpass system below and above 
WI' • The impulse characteristics Q_ and Q + which arise from asymmetry 
in the transmission characteristic with respect to WI' are not present in 
low-pass systems, since by definition the amplitude characteristic has 
even symmetry and the phase characteristic odd symmetry with respect 
to zero frequency. 

The first and second components of (2.09) are referred to as the in­
phase and quadrature components of the impulse characteristic of 
band-pass systems.3 The transmission-frequency characteristic may cor­
respondingly be regarded as made up of a component with even sym­
metry and another component with odd sym,metry about WI', as indicated 
in Fig. 6. These two components, together with the in-phase and quadra­
ture components, will depend on the choice of WI' • However, P(t) as given 
by (2.09) and the envelope as given by (2.12), will remain the same, since 
a single impulse characteristic is associated with a given transmission­
frequency characteristic. 

With the customary pulse transmission methods, the reference fre­
quency WI' may be identified "with a modulating or carrier frequency, 
which has a special significance when the envelope of a sequence of 
received pulses is considered. Although for a single pulse the envelope 
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is always the same, for a sequence of pulses the resultant envelope of the 
received pulse train will depend on the in-phase and quadrature com­
ponents.4 The reason for this is that one has even and the other odd 
symmetry about the peak amplitude of the envelope for a single pulse, 
when the phase characteristic is linear. 

In order to compare the transmission performance as the reference or 
carrier frequency is changed, it is necessary to determine the in-phase 
and quadrature components for each carrier frequency under considera-

Wr 
I 
I 

-u <IE-- : -.. u 

t--~, \-
I 
I 
I 

I 
I 
I 
I 
I o 

"<2 ___ : ~y 
FREQUENCY, W 

Fig. 6 - Decomposition of amplitude characteristic a l asymmetrical with 
respect to Wr into a component a~ of even symmetry and a component, a3 of odd 
symmetry about Wr • When the phase shift is linear, al = a2 + CX3 • 

tion. One method is to evaluate integrals (2.10) and (2.11) for each 
carrie frequency, which may be facilitated by resolving the transmis­
sion-frequency characteristic into symmetrical and anti-symmetrical 
components as indicated in Fig. 6. This, however, is a rather elaborate 
procedure which can be avoided with the aid of a simple translation 
from one reference or carrier frequency to another, as shown below, 
provided the in-phase and quadrature components or the envelope has 
been determined for one reference frequency. 

Equation (2.09) may also be written, with cp = cpU): 

pet) cos(wrt - 1fr - cp) pet), 

cos(wrt - 1fr) cos cp pet) + sin(wrt - 1fr) sin cp Pet)· 
(2.13) 
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Comparison of (2.13) with (2.09) shows that: 

R_ + R+ = cos cp pet), 

Q_ - Q+ = sin cp pet), 

tan cp = (Q_ - Q+)/(R_ + R+). 

(2.14) 

(2.15) 

To find the corresponding components when Wr is changed to w/, 
equation (2.13) may be written 

pet) = cos[w/t - 1f// - (wr' - wr)t + (1f// - 1f/r) - cp] pet) 
= cos(w/t - 1f// - cp') pet), (2.16) 

where cp' = cp' (t) is given by: 

cp' = cp + (w/ - wr)t - (1f/r' - 1f/r), 

= cp + wyl - 1f/y . 
(2.17) 

Thus, when the reference frequency is changed by wyand its phase by 
1f/y , the corresponding in-phase and quadrature components become: 

R_' + R/ = cos (cp + Wyt - 1f/y) pet), 

Q-' - Q/ = sin (cp + wyt - 1f/y) pet) 

and 
(2.18) 

To summarize, when the in-phase and quadrature components have 
been determined for any reference frequency Wr from (2.10) and (2.11), 
and the envelope P together with the function cp from (2.12) and (2.14), 
the in-phase and quadrature components for another reference frequency 
w/ can readily be determined with the aid of (2.18). In the particular 
case where the amplitude characteristic has even and the phase charac­
teristic odd symmetry with respect to the midband frequency, the 
quadrature component disappears with respect to the midband fre­
quency, so that cp = 0 and (2.18) simplifies to 

R_' + R/ = cos (wyt - 1f/y) pet), 

Q-' - Q+' = sin (wyt - if;y) pet). 

and 
(2.19) 

The above relations (2.18) and (2.19) facilitate comparison of trans­
mission performance as the reference or carrier frequency is changed, for 
example the comparison of double with vestigial sideband transmission, 
as illustrated in section 14. 
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3. IDEALIZED CHARACTERISTICS WITH SHARP CUTOFF 

In pulse transmission theory, particularly in dealing with transmission 
capacity of idealized transmission systems, an ideal low-pass transmis­
sion frequency characteristic is ordinarily assumed, with constant ampli­
tude and delay in the transmission band together with an abrupt cutoff 
at the top frequency and zero amplitude beyond, as shown in Fig. 7. 
As is evident from Fig. 1, this type of characteristic is an abstraction 
which cannot be physically realized since it will have phase distortion 
and infinite transmission delay. It can, however, be approached with 
sufficiently elaborate phase equalization. 

For the above type of characteristic, A(w) = 1 between W = 0 and 
WI , while 1/;(w) = WTd, where Td is the transmission delay. With these 
values in (2.07): 

pet) = OWl sin wlto, 
7r Wlto 

(3.01) 

where to = t - Td is the time referred to the peak amplitude of the 
received pulse. 

The resultant pulse transmission characteristic is shown in Fig. 7, 
with the factor owI/7r omitted. The peak amplitude is attained after an 
infinite time, since the above type of characteristic can be realized only 
with Td ~ 00. The impulse characteristic is zero when Wlto = ±n7r, or 
to = ±Tl, ± 2Tl , ... ± nTl where 

1 
Tl = 211 . (3.02) 

Impulses can thus be transmitted at the latter intervals without 

(a) 
AMPLITUDE AND PHASE 

CHARACTERISTICS 

I 

I AMPLITUDE 
I .-/// 
k-PHASE ~ 

I ~(w)=oo 
I 
I 

II 

(b) 
IMPULSE CHARACTERISTIC 

o WI 
FREQUENCY, W 

I I I I I I I I I I I 
h-r, -+-71-+-r, -l-r, -+-r, -\-r, -\-r, -\-r, -\-r, --+-r, -l 

r, =7T/WI = _1_ 
2fl 

Fig. 7 - Idealized low-pass characteristic with sharp complete cut-off. 
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mutual interference between the peaks of the received pulses. This is a 
basic theorem underlying the determination of the transmission capacity 
of idealized systems. 3 

For an idealized bandpass characteristic between Wo and WI , it follows 
from (2.09) with 'l'(u) = UTd and 'l'( -u) = -UTd that the impulse 
characteristic with respect to the midband frequency Wr = Wm is 

pet) = 2 COS[Wmto - 1/to] pet), (3.03) 

where pet) is given by (3.01) and 1/to = 'l'm - WmTd is the phase intercept 
at zero frequency. For the transmission characteristic to be ideal in the 
sense that the peak pulse amplitude occurs when to = t - Td = 0, it is 
necessary that 1/to = ±n7r, where n is an integer. This is not necessary 
if the bandwidth is small in relation to the midband frequency. There 
will then be a large number of cycles of the modulating frequency Wm 

within the envelope pet), and the latter can be recovered by envelope 
detection regardless of the phase of the modulating frequency. 

With 1/to = ±n7r, 

pet) 
2wso t sin wsto (3.04) cos WmO ---, 

7r wolo 

WIO sin WilO woo sin wolo 
(3.05) ---- ----

7r Wlto 7r woto 

where Wm = (wo + wI)/2 andws = (WI - wo)/2. 
The shape of the impulse characteristic as given by (3.04) is illustrated 

in the upper half of Fig. 8. Alternately the impulse characteristic may 
be regarded as made up of two components}n accordance with (3.05). 
The first component corresponds to a low-pass characteristic of band­
width WI, the second component to a negative low-pass characteristic 
of bandwidth Wo , as indicated in the lower part of the Fig. 8. 

The factor sin wsto/wsto in (3.04) is zero at the same intervals as for a 
low-pass characteristic of bandwidth W s , as shown in Fig. 8, so that 
pulses may be transmitted at the same rate without mutual interference 
between pulse peaks. The bandwidth in the present case, however, is 
2ws = WI - Wo , so that for the same bandwidth the pulse transmission 
rate is half as great as for a low-pass characteristic. 

An exception to this is the particular case when WI = 2wo, so that the 
total bandwidth is Wo . The factor sin woto/woto in (3.05) is then zero at 
intervals TO = 1/2fo, while the factor sin WitO/ WitO is zero at intervals 
1/2fI = 1/4fo, as shown in Fig. 9. Pulses may accordingly in principle be 
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Fig. 8 - Idealized band-pass characteristics and corresponding impulse trans­
mission characteristics. 



THEORETICAL FUNDAl\IENTALS OF PULSE TRANSMISSION 739 

transmitted without mutual interference at the same rate as for a low­
pass characteristic of bandwidth Wo , or at the same rate as ~\Vith single 
sideband transmission over a band-pass system of bandwidth Wo • More 
generally, pulses can in principle be transmitted without mutual inter­
ference between pulse peaks at the same rate as for a low-pass character­
istic of bandwidth WI - Wo = 2ws if Wo is a multiple of WI - Wo • It should 
be noted however, that this pulse transmission rate cannot actually be 
realized since the phase characteristic will have infinite slope, so that 
the transmission delay will be infinite. In addition, the zero frequency 
phase intercept tf;o must be ±n7r, a condition which cannot be attained 
or remain stable in view of the infinite slope of the phase characteristic. 

vVith the envelope given by the factor sin wsto/ wsto in (3.04), the 
in-phase and quadrature components for any reference frequency can 
be determined with the aid of (2.19). If the lower band-edge is selected, 
i.e. Wr = Wo, then Wy = Ws. "With a linear phase characteristic tf;y = WTd, 

so that in (2.19) wyt - tf;y = wsto. The in-phase and quadrature com­
ponents are accordingly obtained by multiplying the envelope by cos 
wsto and sin wsto , respectively. 

As an alternate method, the two components can be obtained from 

-------·-r====~~ }! 
3=1+2/ ~ 

I (a) 

t I AMPLITUDE VS FREQUENCY 
I CHARACTERISTIC 

w I 
o I 
~ I 

~ 10 IWo wl 
~ I I FREQUENCY, W 

I I 
I I 
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........ ~'" I \ -"'-...-..., l ~,'yl \ -/j "/",, 
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CHARACTERISTIC 

"I' ,~ ! 2(/ "1/ 
To -) ...... -ro-~-ro .1. ro~ro .. I I( To-~f--To-~'---ro 

To = 7T/Wo = ~ TIME -... 
2fo 

Fig. 9 - Special case of idealized band-pass characteristic in which WI = 2wo 

and resultant impulse characteristic is zero at intervals TO = 2~0 . 
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(2.09), which with R_ = 0, Q_ = 0 becomes: 

pet) = cos wotoR+(t) + sin wotoQ+(t), (3.06) 

with 

o l wb 

R+ = - cos uto du, 
'Tr 0 

CWb sin WbtO 

'Tr wbto 

(3.07) 
2cws t sin wsto 

cos Ws 0 ---, 
'Tr wsto 

and 

o l wb 

- sin uto du, 
'Tr 0 

QWb 1 cos WbtO ------
WbtO 

(3.08) 
2cws • t sin wsto 

SIn Ws 0 ---, 
'Tr wsto 

where Wb = 2ws is the bandwidth. It wilJ be noticed that R+ and Q+ are 
obtained by mUltiplying the envelope by cos wsto and sin WEtO in accord­
ance with (2.19). 
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Fig. 10 - Idealized transmission characteristic with gradual cut-off, 3, ob­
tained by superposition of characteristic with sharp cut-off, 1, anp characteristic, 
2, with odd symmetry about WI • Linear phase shift assumed. 
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4. IDEALIZED CHARACTERISTICS WITH GRADUAL CUTOFF 

The idealized transmission characteristics discussed above are of 
principal interest in that they indicate the physical limitations on pulse 
transmission rates for a given bandwidth. Even if these impulse char­
acteristics could be realized without undue difficulties from the stand­
point of phase equalization, they would be impracticable in most applica­
tions. Their oscillatory nature would entail the use of discrete pulse 
positions and precise synchronized sampling at fixed intervals, and 
would preclude certain methods of pulse modulation and detection. 

The non-linearity in the phase characteristic as well as the oscillations 
in the impulse characteristic can be reduced with a gradual rather than 
a sharp cut-off, as illustrated in Fig. 10. It is assumed that an ideal 
characteristic 'with a sharp cutoff is supplemented by an amplitude 
characteristic Ch which has odd symmetry about the cutoff frequency 
WI , i.e., eLl (-u) = - eLl (u). 

If the latter component alone is considered, and a linear phase charac­
teristic assumed, it follows from (2.09) with WI = Wr that the effect of 
this component on the pulse transmission characteristic is given by 

P1(t) = - QI sin wlto , (4.01) 

where to t - Td and 

(4.02) 

The function PI(t) will be zero at the same points as the original pulse 
transmission characteristic with a sharp cut-off at WI and under certain 
conditions also at other points. It will modify the original impulse char­
acteristic by reducing the oscillatory tail, as illustrated in Fig. 10, but 
the zero points remain unchanged. 3 

With the above modification, the resultant impulse characteristic ob­
tained by superposition of (3.01) and (4.02) becomes 

o (1 lWX ) pet) = - sin WilO - - 2 eLI(U) sin uto du , 
7r to 0 

(4.03) 

where 

p(t) = [~ - 21 wX 

eLI(U) sin uto dUJ . (4.04) 

In the following the expression for F(t) is given for the case when the 
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band-edge is modified by a supplementary characteristic of the form 

a1(U) = ~(1 - sin 7ru/2wx) u < Wx , 

= 0 u > Wz . 

(4.05) 

This form of a1 represents a close approximation to actual modifications 
of band-edges by a gradual cutoff and also results in rather simple ex­
pressions for the modified impulse characteristic 

With (4.05) in (4.04), 

1 l wX 

F(t) = - - (1 - sin 7ru/2wx) sin uto du, 
to 0 

.!. _ Wx [1 - cos wAo + cos wAo _ cos wxto ] 
to wxto 7r + 2wxto 7r - 2wxto ' 

[ 
1 1 1 ] Wx cos wxto - + 2 -

wxto 7r - wxto 7r + 2wxto ' 

(4.06) 

1 cos wxto 
~ 1 - (2wAo/7r)2' 

The impulse characteristic obtained from (4.03) is 

pet) = OWl sin WltO cos wAo 
7r WltO 1 - (2wxtO/7r)2 

(4.07) 

For the particular case shown in Fig. 11 the value of Wx is taken to be 
w1/2. 

For a symmetrical bandpass characteristic, as shown in Fig. 12, 

pet) = 2 cos (wmto - 0/0) pet). (4.08) 

pet) is obtained by replacing WI by Ws in (4.07), and 1/10 is the phase 
intercept at zero frequency as in connection with (3.03). This gives 

pet) = oWs sin wsto cos wxto 
7r wsto 1 - (2wxto/7r) 2 • 

(4.09) 

For the particular case shown in Fig. 12, the value of Wx is taken to be 
ws/2. 

The in-phase and quadrature components with respect to any fre­
quency are obtained from (2.19) with 1/Iy = WTd and are shown in Fig. 
12 for the particular case in which the reference frequency is displaced 
from the midband frequency by Wy = WI] • 
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5. IDEALIZED CHARACTERISTICS WITH NATURAL LINEAR PHASE SHIFT 

With the type of amplitude characteristics discussed above it is 
necessary to employ phase equalization to obtain a linear phase charac­
teristic. Furthermore, oscillations of appreciable amplitude remain in 
the impulse characteristic. A virtually linear phase characteristic to­
gether with a reduction of these oscillations can be attained by a further 
extension of the gradual cut-off in Fig. 10, such that W:;r; = WI • An ampli­
tude characteristic of this type, together with the corresponding impulse 
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Fig. 11 - Low-pass characteristic with gradual cut-off and associated impulse 
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Fig. 12 - Symmetrical band-pass characteristic with gradual cut-off and 
associated impulse characteristic. In-phase and quadrature components shown 
with respect to WT = wm - Ws • 

characteristic is shown in Fig. 13. The supplementary amplitude charac­
teristic and the impuJse characteristic are obtained by making W z = WI 

in (4.05) and 4.07). 
The resultant amplitude characteristic between W = 0 and W = 2WI 

in this case becomes 

A(w) = ~ [1 + cos 7rw.J 
2 2wJ 

and the impulse characteristic: 

2 7rW 
cos 4-' 

WI 

pet) = (WI sin 2WItO 
7r 2wIto[l - (2wItO/7r) 2] , 

(5.01) 

(5.02) 

where WI IS the bandwidth to the half-amplitude point on the trans-
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mission frequency characteristic and 2Wl the bandwidth to the point of 
zero amplitude. 

In Fig. 13 is also shown the amplitude characteristic given by (1.08), 
which will have a linear phase characteristic in the transmission band~ 
i.e. from W = 0 to 2Wl • Because of the close approximation of (5.01) to 
the proper type of amplitude characteristic as regards phase linearity, 
the phase characteristic associated with (5.01) may for practieal purposes 
be regarded as linear. 

For a symmetrical band-pass characteristic as shown in Fig. 14, the 
impulse characteristic is given by (4.08) and the envelope by (4.09) 
with Wx = Ws , or 

[Ws ' sin 2w .• to 
7r 2w~to[l - (2W8tO/7rP]" 

pet) = (5.03) 

The in-phase and quadrature components shown 111 Fig. 14 with 
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Fig. 14 - Symmetrical band-pass characteristic with linear phase shift and 
corresponding impulse characteristic. In-phase and quadrature components 
shown with respect to Wr = Wm - Ws • 

respect to a reference frequency at the midpoint of the band-edge are 
obtained from (2.19) with Wy = Ws. This gives pet) cos wsto for· the in­
phase and P sin wsto for the quadrature component. 

In Fig. H5 is shown a special case of a band-pass characteristic, which 
corresponds to that illustrated in Fig. 9 "\vith WI = 2wo, shown for com­
parison by dashed lines in Fig. 15. In this particular case Wm = 3 wo/2 
and Wx = Ws wo/2. With 1/;0 = n7r, equation (4.08) in conjunction with 
(4.09) gives 

P(t) owo (t /2) sin 2woto - sin wolo - cos woo 
27r wot[ 1 - (wolo/ 7r) 2] 

(5.04) 
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This expression is zero when sin 2woto - sin woto = 0, and also when 
cos woto/2 = 0. Zero points in the impulse characteristic will occur at 
uniform intervals 70 = 7r / Wo = 1/2fo. Pulses can accordingly be trans­
mitted at these intervals without mutual interference, or at the same 
rate as for a low-pass characteristic with the bandwidth to the half­
amplitude point equal to Wo . This is the same pulse transmission rate 
as is possible in principle with an ideal band-pass characteristic as shown 

t 
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« 
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k--/ 

I 
I 

I 
L tvs -l- tvs ~ 
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I I I 
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FREQUENCY, tv ~ 
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(b) IMPULSE CHARACTERISTIC 

Fig. 15 - Particular case of band-pass characteristic with gradual cut-off in 

which impulse characteristic is zero at intervals 70 = 2~o . 
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by the dashed lines in Fig. 15. With a gradual cut-off, however, the phase 
characteristic will be nearly linear and have a finite slope, so that the 
above pulse transmission rate can be realized provided t/lo = ±n7l'. The 
same pulse transmission rate can also be attained with vestigial side-band 
transmission, discussed in section 14. 

Another particular case of interest is that shown in Fig. 16, in which 
Wm = 2ws . In this case (4.08) becomes with t/lo = ±n7l' and with pet) as 

t 

Wm 
FREQUENCY 

Wm = 2ws 

(a) FREQUENCY CHARACTERISTIC 

//..-­

ENVELOPE P (t) / 

/ 
- I 

COswmtP{t)-I--~ 

" 
/ 

/ 

I 

/ 
/ 

\ 
\ 
\ 

\ 
\ 

\ , 

TIME~ 

WITH PULSES TRANSMITTED AT POINTS 1, 2, 3 THERE 
IS NO MUTUAL INTERFERENCE BETWEEN PULSE PEAKS 

(b) IMPULSE CHARACTERISTIC 

Fig. 16 - Particular case of symmetrical band-pass characteristic for which 
Wm = 2ws . 
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Fig. 17 - Modification of frequency characteristic to obtain same response as 
for impulses, when pulse duration is prolonged to half the pulse interval. 

given by (5.03) 

pet) CWm sin wmio 
- cos wmto [1 ( /) 2] , 
7r wmto - wmto 7r 

(5.05) 
OWm sin 2wmto 

- ----:;;:- 2wm to[l - (Wmto/7r) 2] . 

Pulses can in this case be transmitted without mutual interference be­
tween the pulse peaks at the points shown in the above figure. The 
effective pulse transmission rate is the same as for a low-pass characteris­
tic between W = 0 and W = 2w m with half amplitude at Wm • * 

As mentioned in Section 2, when pulses of finite duration are employed, 
the same response as for impulses is obtained if the amplitude charac­
teristic is modified by the factor (wo/2)/sin (wo/2). In Fig. 17 is shown 
the resultant minor modification in the amplitude characteristic (5.01) 
when the duration of the pulses is equal to half the pulse interval. 

The low-pass and band-pass amplitude characteristics considered 
above can also be regarded as the spectra of pulses applied to a trans­
mission system having a constant amplitude characteristic over the 

* W. R. Bennett and C. B. Feldman originally proposed this type of charac­
teristic in an unpublished memorandum, as a means of matching the bandwidth 
economy of baseband transmission without inclusion of frequencies near zero. 
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band of the spectra. If the phase characteristic of the system is linear 
over this band, the received pulses will have the same shape as the 
impulse characteristics. It should be recognized, however, that there 
may be appreciable phase distortion within the transmission band or 
pulse spectrum, if there are amplitude discontinuities beyond the band 
resulting from a sharp cut-off by filters. Nevertheless, the type of am­
plitude characteristic or frequency spectrum considered above has de­
cisive advantages from the standpoint of transmission distortion of the 
pulses, as shown later, since appreciable phase distortion will ordinarily 
be confined to the edges of the band where the frequency components 
of the pulse spectrum have low amplitudes. 

Another type of amplitude characteristic resembling that shown in 
Fig. 13 and frequently considered in connection with pulse transmission 
is a Gaussian characteristic: 

The corresponding impulse characteristic is 

P( ) 0 -t02/411' 

t = 2 (-mT) 1/2 e . 

(5.06) 

(5.07) 

If it is assumed that the amplitude is reduced to 1 per cent of the peak 
value after an interval to = 7r / WI, corresponding to the first zero point 
of an ideal impulse characteristic, it is necessary that to2 /40' = 4.6, or 
0' = .54/WI2

• The corresponding amplitude and impulse characteristics 
are 

A(w) (5.08) 

and 

(5.09) 

In Fig. 18 a comparison is made of the two frequency characteristics 
(5.01) and (5.08) considered above, and of the corresponding impulse 
characteristics (5.02) and (5.mn. The comparison shows that for the 
same pulse transmission rate and with negligible intersymbol inter­
ference, a somewhat wider band must be provided with a Gaussian 
amplitude characteristic. This is a disadvantage, particularly when the 
band is restricted within prescribed limits by considerations of inter­
ference in adjacent transmission bands, as radio pulse systems. 
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Fig. 18 - Comparison of two representative frequency and impulse transmis­
sion characteristics. Frequency characteristic 1: T(w) = ![1 + cos 7rw/2wd. Fre­
quency characteristic 2: T(w) = exp - O.54(w/WI)2. 

Amplitude characteristic 1 of Fig. 18 has certain properties, aside 
from the linearity of the associated phase characteristic, which makes it 
preferable to a Gaussian as well as other types of amplitude characteris­
tics for most pulse systems. The corresponding impulse characteristic 
has zero points at intervals 71 = 1/2j1 with the minimum possible oscilla­
tion consistent with this property for a given bandwidth. This permits 
the use of this impulse characteristic for pulse systems with discrete 
pulse positions with minimum intersymbol interference and considerable 
tolerance on synchronization. Since the oscillation in the impulse char­
acteristic is inappreciable, it can also be used for pulse systems without 
discrete pulse positions and with other methods of detection than syn­
chronized instantaneous sampling. In view of these attributes, an ampli­
tude characteristic of the above type, rather than a constant amplitude 
characteristic with sharp cut-off, may be regarded as ideal when various 
physical requirements for practicable pulse systems are taken into con­
sideration. 
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6. PULSE ECHOES FROM PHASE DISTORTION 

For any transmission -frequency characteristic the corresponding 
impulse characteristics can be determined from the Fourier integral 
relation (2.01). This, however, may involve the evaluation of compli­
cated integrals, which in general would require numerical integration 
and would be a rather elaborate procedure. A preferable method of 
sufficient accuracy in most engineering applications is to employ the 
theoretical solutions given previously for various ideal transmission 
characteristics with a linear phase shift as a point of departure or first 
approximation. A satisfactory second approximation can in many 
instances be secured by evaluating the transmission distortion resulting 
from a sinusoidal deviation in the phase characteristic. Furthermore, 
any type of deviation in the phase characteristic can in principle be 
represented by a Fourier series in terms of harmonic sinusoidal devia­
tions. 

Aside from the circumstance that in many cases a sine deviation in 
the phase characteristic affords a fairly satisfactory approximation to 
actual phase distortion it has the advantage in theoretical formulation 
that it permits determination of the resultant pulse distortion by the 
method of "paired echoes." In the usual application of this method only 
small phase deviations are considered resulting in a single pair of pulse 
or signal echoes of small amplitude, and the method is then particularly 
simple.5

• 6 When delay distortion is appreciable, however, as is fre­
quently the case in wire circuits, it becomes necessary to consider a 
large number of pulse or signal echoes of considerable amplitude. Since 
the amplitudes of the pulse echoes may be obtained from available tables 
of Bessel Functions, the determination of the echoes is, nevertheless, 
simple in procedure and the determination of the shape of the distorted 
pulses or other signals not too elaborate. 

A given amplitude characteristic within the transmission band may 
be associated with various phase characteristics, depending on the shape 
of the amplitude characteristic outside the transmission band and also 
on whether or not a minimum phase shift system is involved. It is 
therefore permissible to consider the effect of various departures from 
a given phase characteristic independent of the amplitude characteristic 
within the transmission band. 

With a sinusoidal departure from a given phase characteristic t/;o(w) 
as shown in Fig. 19, the modified phase function becomes 

t/;(w) = t/;o(w) - b sin WT. (6.01) 

With 
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To(iw) = Ao(w) e-iif;o(w) 

the modified transmission-frequency characteristic becomes 

T(iw) = To(iw) eib 
8in WT, 

which, inserted in (2.01) gives 

PCt) = ~ 100 

ToCiw)e ib 
sin WT eiwt dw. 

27l" -00 

(6.02) 

(6.03) 

The following relation (Jacobi's expansion) in which J 1 , J 2 ••• are 
Bessel Functions in their usual notation can now be employed7 

eibsinwT = Jo(b) + J 1(b)[e iwT - e-iwl 

+ J2(b)[e2iwT + e-2iwl 
(6.04) + J3(b)[e3iwT _ e-3iwl 

+ J4(b)[e4iwT + e-4t"wT] + 
Let poet) designate the shape of the received pulse or other signal for 

a transmission frequency characteristic To(iw) obtained from (6.03) with 
b = o. In view of (6.04) the solution of (6.03) may then be written 

pet) = Jo(b )Po(t) + J 1(b ) [PoCt + 7) - poet - 7)] 

+ J 2(b)[Po(t + 27) + Poct - 27)] 

+ J 3(b)[Po(t + 37) - poet - 37)] 

+ J 4(b)[Po(t + 47) + poet - 47)] + 

(6.05) 

The shape of the received pulse or signal pet) is thus obtained by 
superposing an infinite sequence of pulses or signals of shape poet). The 
peak amplitudes of the pulse or signal echoes and the times at which 
they occur with respect to t = 0 are given in the following table. The 
reference point t = 0 is arbritrarily selected to coincide with the peak 
of the pulse Po(t): 

Time .. -3T -2r -r 0 T 2r 3T 

---

Am~litude ... , Js(b) J 2 (b) J1(b) Jo(b) -J1(b) J 2 (b) -J~(b) 

A sufficient number of echoes must be considered until their peak 
amplitudes become negligible. 

The superposition of echoes to obtain the resultant pulse is illustrated 
in Fig. 20. Instead of plotting the various echoes and combining them 
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into a resultant pulse or signal as in Fig. 20(c) the equivalent and less 
laborious method shown in (d) can be employed. 'Vith the latter method 
the pulse Po is plotted with reversed time scale and its peak made to 
coincide with the point for which the amplitude of the resultant pulse P 
is to be determined. The amplitude of P is determined as indicated in 
the figure. In the particular case where the original phase characteristic 
1/10 is linear, the pulses poet) will be symmetrical with respect to their 
peak amplitude, and this assumption will be made in the following 
a pplica tions. 

For amplitudes b « 1, the Bessel Functions become negligible except 
for J o and J 1 , which are given by Jo(b) V""\ 1 and J 1(b) V""\ b12, so that 
(6.05) becomes 

t 
w 
If) c( 
I 
0. 

o 
Z c( 

b b 
pet) = poet) + 2 poet + T) - 2 poet - T). (6.06) 

t l----

w 
If) 
c( 
I 
a. 
o 
z 
c( 

w 
o 
=> 
I-
:::i 
a. 
::E 

7jI (W) = WTd - bSIN WT 
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(b) BANDPASS CHARACTERISTIC 

Fig. 19 - Low-pass and band-pass characteristics with sinusoidal phase dis­
tortion. 
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For amplitudes b > 1, it is necessary to consider a greater number of 
echoes, as will be evident from Table I for b = 1,2, 5, 10 and 15 radians.8 

The preceding equations apply to low-pass characteristics and also 
to symmetrical bandpass characteristics, as shown in Fig. 19. In the 
latter case a(u) = a( -u) and 'l'(-u) = -'l'(u) in (2.10) and (2.11) 
so that R+ = R_ and Q+ = Q_ and (2.09) becomes 

pet) = cos (wrt - l/1r) R(t), (6.07) 

where R(t) = R+ + R_ and Wr = Wm = midband frequency. The en­
velope R(t) is accordingly obtained by replacing poet) in (6.05) by Ro(t), 
the envelope in the absence of phase distortion. 

In Fig. 21 is shown a particular case of a sine deviation in the phase 
characteristic and the corresponding delay distortion, which approxi­
mates that encountered in many instances. For a low-pass system the 
phase and delay distortion would be as shown for u > O. In this particu-

o 

AMPLITUDES OF PULSE ECHOES 

J o 

P = JOaO+Jlal-Jla-t 

+J28 2+J28-2 

\-J 1 

(a) 

t 

(el 

(d) 

Fig. 20 - Determination of resultant pulse by superposition of pulse echoes. 
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TABLE I -AMPLITUDES OF ECHOES, In(b) 

b = 1 2 5 10 15 

n = 0 0.7652 0.2239 -0.1776 -0.2459 -0.0142 
1 0.4401 0.5767 -0.3276 0.0434 0.2051 
2 0.1149 0.3528 0.0466 0.2546 0.0416 
3 0.0196 0.1289 0.3648 0.0584 -0.1940 
4 0.0340 0.3912 -0.21D6 -0.1192 
5 0.2611 -0.2341 0.1305 
6 0.1310 -0.0145 0.2061 
7 0.0534 0.2167 0.0345 
8 0.0184 0.3179 -0.1740 
9 0.0055 0.2919 -0.2200 

10 0.2075 -0.0901 
11 0.1231 0.1000 
12 0.0634 0.2367 
13 0.0290 0.2787 
14 0.0120 0.2464 
15 0.0045 0.1813 
16 0.1162 
17 0.0665 
18 0.0346 
19 0.0166 
20 0.0073 

lar case the maximum amplitude b is at the maximum frequency Wmax 

= 2Wl, so that sin WT = 1, or WT = 7r/2, for W = 2Wl . Hence the interval 
between pulse echoes is T = 7r/4Wl = 1/8f1 . The interval r is accordingly 
7:! the interval T1 = 1/2fl required for the pulse PoCt) to reach zero ampli­
tude in the absence of phase distortion. 

PHASE 
CHARACTERISTIC 

---1.. -

- AMPLITUDE CHARACTERISTIC 

I 

I 
I 

I 
*------ u 
I 
~-------

Fig. 21 - Particular case of sinusoidal phase deviation. 
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For the particular case illustrated in the above figure, the delay dis­
tortion is given by 

When W 0 

vVhen WT TWmax 

Hence 

dtf;/dw = -bT cos WT. 

dtf;/dw 

7r/2 

-bT 

dtf;/dw o. 

-dmax • (6.08) 

(6.09) 

With T 7r /2wmax and bT = dmax , the following relation is obtained 

2 
b = - Wmax dmax = 4f max dmax • 

7r 
(6.10) 

In Fig. 22 are shown the positions of the pulse echoes for the above 
case on a numerical scale t·fmax , together with their amplitudes for 
b = 5 radians. On this scale the interval between pulse echoes 
7 = 1/4jmax is 7:4:. In the same figure is shown an assumed pulse shape in 
the absence of ph.ase distortion, which is the same as shown in Fig. 13, 
except that the small tail has been neglected. The peak of the pulse is 
taken at tjmflx -0.75, and the amplitude of the resultant pulse at the 

1.00 

-0.178 

-0.328 
-0.365 

AMPLITUDES OF 
0.39 ,/ PULSE ECHOES 

J/' 

0.131 

-0.26 

!! ! ! 

-2.0 -1.5 -1.0 -0.5 0 0.5 1.0 1.5 2.0 

t f MAX 

Fig. 22 - Illustrative example of calculation of impulse characteristic shown 
in Fig. 23, by method illustrated in Fig. 20(d). 
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Fig. 23 - Impulse transmission characteristics with cosine variation in delay. 

corresponding point obtained by the method illustrated in d of Fig. 20 
IS 

P = 1·0.365 + 0.85 (0.39 + 0.05) 

+ 0.5 (0.26 - 0.328) + 0.15 (0.131 - 0.178) 

= 0.70. 

In Fig. 23 are shown the resultant pulses obtained by the above method 
for various values of b and the corresponding values of dmDtxi max • Since 
the interval between pulse echoes is small in relation to the duration of 
the pulse Po(t), as seen from Fig. 22, the individual pulse echoes cannot 
be discerned in the resultant pulses shown in Fig. 23. It will be noticed 
that as b increases, the pulses are received with decreasing transmission 
delay, which is due to the choice of reference delay in the delay distor­
tion curve. That is, as dmax or b is increased, the delay becomes increas-
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ingly negative with respect to dmax. = 0 used for reference. The curves 
apply to a band-pass system as indicated in the figure, and also to a 
low-pass system having the delay distortion shown above the midband 
frequency of the band-pass system. 

An improved approximation to phase distortion is sometimes obtained 
by considering two sine deviations in the phase characteristic. 

If the phase characteristic is given by 

I/;(w) = I/;o(w) - b' sin WT - b" sin WT', 
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Fig. 24 - Shape of delay distortion with combined fundamental and third 
harmonic cosine variation in delay. 
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Fig. 25 - Comparison of impulse characteristics with fundamental and com~ 
bined fundamental and third harmonic cosine variation in delay as in Fig. 24. 

the combined effect of the two sine deviations is obtained by first deter­
mining the effect of -b' sin wr' from (6.05). The value of pet) = P1(t) 
thus obtained from (6.05) with b = b' and r = r' is next substituted for 
poet) in (6.05), with b = b" and r = r" to evaluate the effect of -b" 
sin wr". That is, the system is considered to consist of a tandem arrange­
ment of two components, the first with a phase distortion - b' sin wr 
and the second with phase distortion - b" sin wr". 

In Fig. 24 is shown a particular case in which the second component 
is a tripJe harmonic of the first with amplitude b" = -0.0435b'. This 
results in an improved approximation to the delay distortion encountered 
in certain wire facilities, where the band is sharply confined by filters. 
In Fig. 25 is shown the pulse shape for this case with b' = 15 radians, 
together with that for a single sine deviation of b = 15 radians. 

It will be recognized from the above that as the number of sine com-
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ponents required to represent a given phase distortion increases, the 
determination of the resultant pulse becomes rather laborious, unless 
the sine deviations are all small in amplitude. In the latter case each 
sine deviation corresponds in a first approximation to a single pair of 
echoes, so that the effect of a number of sine deviations can be obtained 
by direct superposition. 

7. PULSE ECHOES FROl\! AMPLITUDE DISTORTION 

Departures from a given amplitude characteristic may in certain cases 
be approximated by a single cosine variation, as illustrated in Fig. 26. 
Since the amplitude characteristic is an even function of w, any departure 
from a given amplitude characteristic may be represented by a cosine 
Fourier series. The effect of a cosine variation in the amplitude charac­
teristic is therefore of basic interest. 

A cosine variation will in general be accompanied by a change in the 
phase characteristic, as discussed in Section 1, but it will first be assumed 
that phase correction is employed to maintain a fixed phase characteris­
tic. 

Let Ao(w) be the original amplitude characteristic and let the modified 
amplitude characteristic be of the form 

A(w) = Ao(w)[l + a cos wr]. (7.01) 

Equation (2.01) for the impulse transmission characteristic then be­
comes, with To(iw) = Ao(w)e-i>l'o(w>, 

pet) = 217r LOO 

To(iw) [1 + ~ (e iWT + e-
iWT

) ] e
iwt 

dw, 

a a = poet) + "2 poet + r) + 2 poet - r). 

w 

(a) RATIO OF AMPLITUDE 
CHARACTERISTICS 

o I 

i: A("")jAoC"")=1+aCOSWT 
:::i 
a.. 
~ 
« 
o~-------------------

FREQUENCY,'" ---

(b) I M PULSE CHARACTERISTIC 

(7.02) 

Fig. 26 - Pulse echoes from cosine variation in amplitude characteristic with­
out change in phase characteristic. 
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There will thus be pulse or signal echoes of amplitude a/2 at the time 
r before and after the main pulse as illustrated in Fig. 26. 

With a cosine variation in the attenuation rather than in the amplitude 
characteristic, the modified amplitude characteristic becomes 

A(w) = Ao(w) ea 
cos WT, 

and the modified impulse characteristic 

pet) = ~ r~ To(iw)ea 
cos WT eiwt dw. 

27f L~ 

The expansion corresponding to (6.04) is in this case: 

ea 
cos WT = Io(a) + I 1(a)(e iwT + e-iWT ) 

+ I2(a)(e2iWT + e-2iwT) 

+ I3(a)(e3iWT + C-
3iwT), + 

(7.03) 

(7.04) 

(7.05) 

where II, 12 ... are Bessel functions for imaginary arguments in their 
usual notation. 

The resultant modified impulse characteristic in this case becomes 

Pct) = Io(a)Po(t) + Il(a)[Po(t + r) + poet - r)] 

+ I 2(a)[PoCt + 2r) + poet - 2r)] (7.06) 

+ I3(a)[Po(t + 3r) + poet - 3r)] + 
which can be interpreted in a similar way as discussed for (6.05). For 
small values of a, 10 (a) V"\ 1, II (a) V"\ a/2 and the remaining terms 
in C7.06) negligible, so that C7.02) is obtained. 

As discussed in Section 1, when the amplitude characteristic is modi­
fied in accordance with (7.01), the resultant modification in the phase 
characteristic is in accordance with (1.13) 

." _ 2 t -1 r sin wr .,.,1 - an 
1. + r2 cos wr 

The modified transmission-frequency characteristic is in this case 

TUw) = To(iw)(1 + a cos wr)e-i'fI, 

which can be transformed into 

T(iw) = ToCiw) 1 ~ r2 (1 + re-
iWT

)2, 

_ T (.) 1 (1 + 2 -iWT + 2 -2iWT) 
- 0 ~w 1 + r2 re r e . 

(7.07) 

(7.08) 

(7.09) 
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Thus, with a cosine variation in the amplitude characteristic in ac­
cOl'dance with (7.01), accompanied by a minimum phase shift change in 
the phase characteristic in accordance with (7.07), the modified impulse 
characteristic becomes 

pet) = 1 ~ r2 [Poet) + 2rPo(t - r) + r2Po(t - 2r)], (7.10) 

where 

r = ! [1 - VI - a2]. 
a 

(7.11) 

The received pulse or signal pet) will thus consist of three components 
each having the same shape as the pulse or signal poet), but differing in 
amplitude and displaced in time, as indicated in Fig. 27. 

For small values of the amplitude a of the cosine deviation, r \/"\ a/2 
and 1 + r2 \/"\ 1, so that 

a2 

pet) = poet) + aPo(t - r) + 4 poet - 2r). (7.11) 

The solution for a somewhat similar case given elsewhere,9 has an 
infinite number of echoes, with the second echo given by a2Po(t - 2r) 
rather than (a2/4)PoCt - 2r) as above. In the case referred to, the ampli­
tude deviation is in a first approximation a cos wr, but there are addi­
tional terms in cos 2wr, cos 3wr etc, which are responsible for the different 
amplitude of the second echo and for the infinite sequence of echoes. 

With a cosine modification in the attenuation characteristic as given 
by (7.03), there will be a corresponding sine modification in the phase 
characteristic in accordance with (1.11). The modified transmission-

Q 
~1 
c::: 
w 
0 
=> 
!:::: 
-l 
0.. 
::2 
« 

0 

\A (CV)/A o (cv) 
= 1+a COSCVT 

FREQUENCY, CV -. 

(b) IMPULSE CHARACTERISTIC 

a«l, r=-a/2 

Fig. 27 - Pulse echoes from cosine variation in amplitude characteristic with 
associated minimum phase shift variation in phase characteristic. 
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frequency characteristic is in this case 

T(iw) To(iw)ea (cos wT-i sin WT), 

To(iw)eae-iwT, (7.12) 

To(iw) [1 + ae-iWT + a
2 

e-2iwT + a
3 

e-3iwT + ... ] . 
2! 3! 

The modified impulse characteristics is in this case 

a2 

pet) = poet) + aPo(t - 7) + 2! poet - 27) 

a3 

+ 3! poet - 37) + 
(7.13) 

For small values of a both (7.11) and (7.13) give for the modification 
in the impulse characteristic resulting from a small cosine deviation in 
the amplitude or attenuation characteristics accompanied by changes 
in the phase characteristic: 

pet) = poet) + a poet - 7). (7.14) 

In certain applications it is convenient to regard poet) as a pulse or 
signal applied to a transmission line and pet) as the received pulse or 
signal with a cosine deviation in the amplitude characteristic of the 
transmission line. 

In the lower part of Fig. 28 is shown the modification in the received 
pulses resulting from a slow pronounced cosine deviation in the ampli­
tude characteristic shown at the top. In Fig. 29 is shown the effect of 
positive and negative cosine variations when the amplitude at zero fre­
quency is held constant, a condition which may be approximated in wire 

. systems as a result of variation in attenuation over the transmission 
band with temperature. Curve 1 would correspond to a 3.5 db smaller 
loss at the maximum frequency 2Wl than at zero frequency, and curve 2 
to a 6 db greater loss at the maximum frequency. It will be noticed that 
pulse distortion as well as the variation in the peak amplitude ()f the 
pulses is greater under the first condition, i.e. curve 1. Pulse overlaps can 
in both cases be avoided by a moderate increase in pulse spacing, and 
in the first case can be substantially reduced also by a decrease in pulse 
spacing. 

8. FINE STRUCTURE IMPERFECTIONS IN TRANSMISSION CHARACTERISTICS 

As a result of imperfections in the transmission medium and in equali­
zation there may be fine structure departures from a nominal transmis­
sion characteristic, as illustrated in Fig. 30. They are often caused by 
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Fig. 28 - Modification of impulses characteristic by slow cosine variation in 
amplitude characteristic. 

echoes in very long lines resulting from impedance mismatches. Fine 
structure deviations from a specified amplitude characteristic may in 
principle be represented by a cosine Fourier series, since the amplitude 
function is an even function of w. Thus, if the specified amplitude char­
acteristic is Ao(w), the actual amplitude characteristic A(w) may be 
represented by an infinite cosine Fourier series as: 

A(w) = Ao(w)[l + al cos WT + a,} cos 2WT + ... + am cos mWT + ... ]. 
(8.01) 
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The coefficients aI, a2 ... am ... are determined in the usual manner 
by Fourier series analysis to represent the function 

jew) = A(w) = 1 + a(w) 
Ao(w) 

(8.02) 

over the frequency band. If Ao(w) closely approaches A(w) the fine 
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Fig. 29 - Effect of slow cosine variation in amplitude characteristic when 
amplitude at zero frequency is held constant. 
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structure departures a(w) in the transmission characteristic and hence 
the coefficients al , a2 ... am ... will be small. 

In the above representation Ao(w) can also be regarded as the ampli­
tude characteristic of a terminal network or as the frequency spectrum 
of a pulse applied to a transmission system with an amplitude charac­
teristic few) = 1 + a(w). 

In a Fourier series analysis of the deviation in the amplitude charac­
teristic, the fundamental period of the amplitude variation would be 
selected so that there is one complete cycle between -WI and WI, the 
cutoff frequency, in which case WIT = 7r or 

7r 
T = -, 

WI 

This is the interval between pulse echoes when the amplitude charac­
teristic is represented by (8.01). It is identical with the interval TI given 
by (3.02) at which pulses can be transmitted without mutual interfer­
ence with a constant amplitude transmission frequency characteristic. 

A/Ao = 1+ lX(W) 

Ao = NOMINAL OR IDEAL 
CHARACTERISTIC 

A = ACTUAL CHARACTERISTIC 

FREQUENCY "'MAX 

(a) TRANSMISSION FREQUENCY CHARACTERISTIC 

_-p = ACTUAL IMPULSE CHARACTERISTIC 

~p = p-po/ 

(b) IMPULSE TRANSMISSION CHARACTERISTIC 

, , 
\ 

\ 

\ 

TIME -.. 

Fig. 30 - Fine structure imperfections in transmission frequency characteristic 
and resultant prolongation of impulse characteristic. 
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Assume that pulses of unit peak amplitude but varying polarity are 
transmitted· at intervals 7 = 71 and consider the interference with a 
given pulse from all pulses. As illustrated in Fig. 31, the first preceding 
and following pulses will in accordance with (7.02) give rise to a pulse 
echo ±al/2 and the second preceding and following pulses to a pulse 
echo ±az/2 etc., where the signs of the echoes depend on the polarity 
of the pulses and on the signs of the coefficients al , a2 . The resultant 
intersymbol interference Ua(t) will depend on the polarity of the various 

PULSE ECHOES FROM INDIVIDUAL PULSES 

I 

7i -J..- 7, 
I 
I 
I 
I 
I 

it-a2/2 

PULSES 

:ta3/2 ta3/2 
.------------.-------------.~~----------~----------~ t -a3/2 -a3/2~: 

I 
I 
I 
I 

a4 /2 tt a4/2 

RESULTANT PULSE TRAIN AND INTERSYMBOL INTERFERENCE 

Ua PULSES 

l 

a, a, a2 a2 a3 a3 a4 a4 
Ua = "2 + 2" + "2 - "2 - "2 + 2" + 2" + 2"" = a, + a4 

Fig. 31 - Combination of pulse echoes into intersymbol interference for a 
particular case. 
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pulses and will thus vary with time. It can have any value assumed by 
the expression 

u (t) ±~ ± ~1 ± ~ ± ~ ... ± am ± am + ... 
a = 2222 22 (8.03) 

The maximum possible intersymbol interference will thus be the sum 
of the absolute values of the coefficients am . 

Oa = I all + I a21 + I aal + ... + I am I + ... (8.04) 

In certain pulse systems, such as PAM time division systems, rms 
intersymbol interference is of main importance, 'while in others, such as 
PClY! or telegraph systems, peak intersymbol interference is of principal 
interest. If the fine structure imperfections are regarded as of random 
nature, in the sense that they are not predictable and vary between 
systems having the same nominal transmission characteristics, peak 
intersymbol interference can be estimated from rms interference by 
applying a peak factor of about 4. With random variation in the ampli­
tude of intersymbol interference, the probability of exceeding 4 times 
the rms value is in accordance with the normal law about 5 X 10-5

• Peaks 
in excess of 4 times the rms value will thus be so rare that they can for 
practical purposes be neglected. 

The rms intersymbol interference is equal to the root mean square 
of all the different values which can be assumed by expression (8.03). 
This turns out to be equal to the root sum square of the amplitudes 
am/2 and - am/2 of the pulse echoes, or 

[ 

00 ()2 00 ( )2J-1/2 Ua = 2t a; + 2t -;m (! ~ 2)1/2 
2~am . (8.05) 

\Vhen am are the various coefficients in the Fourier .representation of 
a(w) over the frequency band from -Wl to Wl , the following relation 
holds. 

-- L am = - a (W) dw = - a (w) dw 1 00 2 1 1WI 
2 1 l w 

1 2 

2 1 2W1 -WI WI 0 
(8.06) 

where a(w) in the present case is given by (8.02) and represents the 
departure in the ratio A(w)/ Ao(w) from unity. 

With (8.06) in (8.05) the following expression is obtained for rms 
intersymbol interference due to amplitude deviations a(w) not accom­
panied by phase deviations 

(8.07) 
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where g, is the rms deviation in a(w) over the transmission band as 
given by 

[
1 [WI J1

/2 

Q = WI Jo a\w) dw 

[
1 111 J1/2 

= . h 0 a
2
(j) dj 

The rms amplitude deviation expressed in db is 

g' = 20log10(1 + g,) 

\./\ 8.69 g, when g, < 0.1 

(8.08) 

(8.09) 

A corresponding analysis can be made for fine structure imperfections 
in the phase characteristic. The deviation (3(w) = 1f;(w) - 1f;o(w) from a 
prescribed phase characteristic 1f;o(w) may in this case be represented by 
a sine Fourier series since the phase characteristic is an odd function of 
w: 

(3(w) = bl sin WT + b2 sin 2WT + ... + bm sin mwr + ... 

The resultant peak intersymbol interference becomes 

Ub = I bl I + I b2 I + ... + 1 bm I + 
and the rms intersymbol interference 

Ub = -" bm = b [
1 co 2J1/2 

- 2Lt -, 
where Q is the rms phase deviation in radians as given by 

[ 1 l w1 J1

/

2 

Q = WI 0 (32(w) dw , 

[
1 II J1

/2 
= h l (32(j) dj . 

(8.10) 

(8.11) 

(8.12) 

(8.13) 

In the above derivation, the amplitude and phase deviations were 
assumed independent of each other. The resultant rms intersymbol 
interference from both is in this case 

(8.14) 

This relationshipi applying to an ideal transmission characteristic, has 
been established by a different method in a paper by W. R. Bennett.IO 
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From (7.05) it will be seen that with minimum phase shift relation­
ships a small cosine deviation of amplitude am in the amplitude charac­
teristic will be accompanied by a phase deviation bm = am. Hence in this 
case (8.14) gives 

(8.15) 

This also follows when it is considered that in this case all the pulse 
echoes occur after the main pulse, and have amplitudes a1 , a2 ... am . 
The root sum square of the amplitudes is in this case [L~ am

2
]1/2, which 

is greater than Ua as given by (8.05) by the factor 21/2. 

The above analysis was based on an infinite sequence of pulse echoes, 
which combine to give the proper pulse distortion but may be regarded 
as fictitious in nature. The assumption of an infinite sequence of pulse 
echoes can be avoided by a different method of analysis outlined below, 
which does not involve the assumption that the coefficients are known 
from a Fourier series analysis, and furthermore, does not assume an 
ideal amplitude characteristic ·with a sharp cut-off as above. 

Let Ae -iif; and Aoe -i'l'o designate two transmission - frequency charac­
teristics, where A, Ao , 1/1 and 1/10 are functions of w, which for con­
venience is omitted in the following. The squared absolute value of the 
difference in the transmission frequency characteristics is then 

I A e-iif; - A oe- i if;°12 = A02[2(1 - cos (3) (1 + a) + a2], (8.16) 

where a = a(w) = (A - Ao)/ Ao represents the deviation in the ratio 
of the amplitude characteristics from unity and f3 = f3(w) = 1/1 - 1/10 the 
deviation in the phase characteristic. 

Let P and Po designate the impulse characteristics corresponding to 
the above transmission frequency characteristics, and let !:lP = P - Po. 
Assume that unit impulses of varying polarity are transmitted at uni­
form intervals 7'1 • The rms value of !:lP over the interval 7'1 in relation to 
the maximum amplitude P(O) of the received pulses, or the rms inter­
symbol interference U, is then given by 

U = _1_ [~ r~ (!:lP)2 dt)J I /2, 
P(O) 7'1 L~ 

1 [1 100 

J
1

/2 = P(O) 7l'T1 0 A2[2(1 - cos (3)(1 + a) + a2
] dw . 

For small values of a and f3, this expression becomes 

1 [1 100 J1

/2 U = P(O) 7r7'1 0 A02(a
2 + (32) dw . 

(8.17) 

(8.18) 
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If a and (3 are random variables representing fine structure deviations 
uniformly distributed over the transmission band, it is permissible to 
simplify (8.18) to: 

(8.19) 

where 

1 ( l wmax 
2 )1/2 

TJ = 71' P (0) WI 0 Ao dw , (8.20) 

( 
1 l wmax 

2 )1/2 
g=-- adw, 

Wmax 0 
and (8.21) 

( 
1 l wmax 2 )1/2 Q=- (3dw, 

Wmux. 0 
(8.22) 

where Wmnx. is defined as in Fig. 30 and WI is the bandwidth at the half 
amplitude point. 

For a transmission characteristic with linear phase shift, aside from 
small random imperfections as considered here: 

1 l wmax 

P(O) = - Ao dw. 
71' 0 

(8.23) 

For the particular case of a transmission characteristic with constant 
amplitude between w = 0 and WI = Wmux., TJ = 1. Pulses would in this 
case be transmitted at intervals 71 = 71'/Wl so that 71'/WI71 = 1 and (8.19) 
is identical with (8.14). 

For a transmission characteristic of the type shown in Fig. 13, pulses 
would also be transmitted at intervals 71 = 71'/Wl so that 71'/WI71 = 1. 
In this case Wmnx. = 2Wl, and evaluation of (8.20) gives TJ = 31

/
2/2 = 

0.866. Rms intersymbol interference is thus reduced by the factor 0.866, 
for the same values of g, and Q. However, these are now the rms devia­
tions taken over a band which is twice as great as with a sharp cut-off 
at WI. 

Expressions (8.14) and (8.19) can also be applied to localized imper­
fections in the amplitude and phase characteristics confined to a narrow 
portion of the transmission band. This follows when it is considered 
that such deviations can be represented by Fourier series containing a 
large number of coefficients, so that the resultant intersymbol inter­
ference can attain a great number of different values depending on the 
sequence of transmitted pulses. A particular case of a localized imperfec­
tion in the amplitude characteristic in the form of a low-frequency cut-off 
is considered in the following section. 
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9. TRANSMISSION DISTORTION BY LOW FREQUENCY CUT-OFF 

A low-frequency cut-off in the transmission frequency characteristic 
of ,vire systems is unavoidable with transformers as employed for in­
creased transmission efficiency or other reasons. In single sideband 
frequency division systems, there is a low-frequency cut-off in individual 
channels caused by elimination of the carrier and part of the desired 
sideband. The effect of a low-frequency cut-off can be avoided by em­
ploying a symmetrical band-pass characteristic as illustrated in Fig. 16, 
or more generally by double sideband transmission with a two-fold in­
crease in bandwidth as compared to a low-pass system. It can also be 
overcome by vestigial sideband transmission "with inappreciable band­
width penalty, but with complications in terminal instrumentation. The 
effect of a low-frequency cut-off can, furthermore, be reduced without 
frequency translation as involved in double or vestigial sideband trans­
mission, by certain methods of shaping or transmission of pulses, as 
discuss'ed in the following, and by certain methods of compensation at 
the receiving end or at points of pulse regeneration not considered here. 

The nature of the pulse distortion resulting from a low-frequency cut­
off is illustrated in Fig. 32. If the phase characteristic is assumed linear, 
the amplitude characteristic may be regarded as made up of two com­
ponents, in accordance with the following identity: 

A(w) = Ao(w) + [A(w) - Ao(w)], (9.01) 

where Ao(w) is the amplitude characteristic without a low-frequency 
cut-off and [A(w) - Ao(w)] a supplementary characteristic of negative 
amplitude, as indicated in Fig. 32. 

The impulse char~cteristic may correspondingly be written 

pet) = poet) + [pet) - Po(t)]. (9.02) 

If the cut-off is confined to rather low frequencies, the impulse charac­
teristic /j.P(t) = pet) - poet) will extend over time intervals substan­
tially longer than the duration of poet) or the interval at which pulses 
are transmitted. The total area under the resulta~t pulse is always 
zero. 

When a sufficiently long sequence of pulses of one polarity is trans­
mitted, the cumulative effect of the pulse overlaps resulting from the 
modification pet) - poet) in the impulse characteristic will be a dis­
placement of the received pulse train, as illustrated in Fig. 33 for various 
intervals between the pulses. This apparent displacement of the zero 
line, often referred to as "zero wander," will reduce the margin for dis-
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tinction between the presence and absence of pulses in a random pulse 
train. In the particular case when pulses are transmitted at the minimum 
interval 71 = 1/2ft possible without intersymbol interference in the ab­
sence of a low-frequency cut-off, the pulse train will ultimately vanish 
when an infinite sequence of pulses of one polarity is transmitted, as 
illustrated for the last case in Fig. 33. 

The number of pulses of one polarity, or nearly all of the same po­
larity, which can be transmitted before the limiting condition illustrated 
in Fig. 33 is approached depends on the extent of the low-frequency 
cut-off. If the low-frequency cut-off is inappreciable, this number may 
be sufficiently great so that the probability of encountering such a 
sequence in a random pulse train and resultant errors in reception may 
be so small that it can be disregarded. The requirement of the low­
frequency cut-off which is necessary to this end is evaluated below for 
pulses transmitted at intervals 71 = 1/2/1 • 

t 
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/ 
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IA-Ao 

/ 
I 
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\ 

------- ,-1- ------~~--= 
P - Po = LOW-FREQUENCY CUTOFF 

COMPONENT 

Fig. 32 - Separation of low-frequency cut-off componente A-Ao and P-Po in 
transmission frequency and impulse characteristics. l' 
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Fig. 33 - Effect of low-frequency cut-off on recurrent pulses as pulse interval 
is decreased. 

If it is assumed that positive and negative impulses are applied at 
random to the transmission systems at intervals 71 , the rms intersymbol 
interference resulting from a low-frequency cut-off can be evaluated by 
essentially the same method as employed in Section 8 for fine structure 
imperfections in the transmission characteristic, provided Wo is much 
smaller than WI • On this basis, rms intersymbol interference in relation 
to the peak amplitude PoCO) of the pulses in the absence of a low-fre­
quency cut-off becomes: 

1 (1 100

. 2 )1/2 If. = PoCO) ; -00 [pet) - Po(t)] dt , (9.03) 

1 (1 100 

2 )1/2 
= PoCO) 7r71 0 [A(w) - Ao(w)] dw . (9.04) 

For a transmission characteristic with linear phase shift 

1100 

PoCO) = - Ao(w) dw. 
7r 0 

(9.05) 
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For the particular case of sharp cut-offs at Wo and WI 

and 

Ao(w) 

A(w) - Ao(w) 

PoCO) 

1 

-1 

o < w < WI, 

o < w < wo,and 

71 = 7r/W1, 

(9.06) 

It will be noticed that the same result is obtained from (8.07) with the 
amplitude deviation a = [A(w) - Ao(w)] = -1 between 0 and Wo . 

In actual systems, the low-frequency cut-off will be gradual between 
w = 0 and Wo, rather than abrupt as assumed above. With a linear 
variation in the amplitude characteristic between 0 and Wo, A(w) -
Ao(w) = (-1 + w/wo)Ao(O) and !l = (WO/3Wl)1/2. 

If a sufficient number of pulses of one polarity is transmitted in suc­
cession at intervals 71 = 1/2fl the received' pulses will as noted before in 
the limit be reduced to zero amplitude by the low-frequency cut-off. 
The maximum pulse distortion resulting from pulse overlaps when a 
train of pulses as transmitted is thus equal and opposite to the amplitude 
PoCO) of the received pulses in the absence of a low-frequency cut-off, so 
that peak intersymbol interference 0 = -1. If rms intersymbol inter­
ference is held at one-quarter the peak value, i.e., !l = 0.25, the prob­
ability of encountering the maximum tolerable intersymbol interference 
and resultant errors in reception is low enough to be disregarded. On this 
basis the ratio WO/Wl would in accordance with (9.06) have to be less than 
0.0625. Actually a substantially smaller ratio would be required because 
of intersymbol interference from other imperfections in the transmission 
characteristic and noise. Furthermore, a low-frequency cut-off will 
be accompanied by phase distortion at the low end of the transmission 
band, disregarded in the above evaluation. The requirements imposed 
on the low-frequency cut-off will thus be rather severe for a pulse 
system as assumed above in which random sequences of pulses are 
transmitted at intervals 71 = 1/2fl. Two pulse amplitudes were as­
sumed above, and with a greater number' of amplitudes the require­
ments would be more severe. 

From Fig. 33 it is evident that the effect of a low-frequency cut-off 
on a received pulse train can be reduced by transmitting pulses at longer 
intervals than 71 = 1/2ft considered above. For example, with a two-fold 
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increase in the pulse interval, as represented by the second case in Fig. 
33, the maximum displacement of the zero line "would be half the peak 
amplitude of the pulses. There would then be a 50 per cent reduction in 
the margin for distinction between the presence and absence of a pulse 
in a random pulse train, rather than a complete elimination of the margin 
for an infinite train of pulses of the same polarity transmitted at intervals 
71 = 1/211. This improvement would be achieved at the expense of a 
two-fold increase in bandwidth for a given pulse transmission rate. A 
further improvement, for the same two-fold increase in bandwidth, can 
be achieved by "dipulse" transmission, as discussed below. 

In dipulse transmission a positive pulse followed by a negative pulse 
in the next pulse position would be transmitted to indicate "on," and 
a negative pulse followed by a positive pulse to indicate "off," as indi­
cated in Fig. 34. There will then be a substantial reduction in the pulse 

2 3 4 5 7 8 9 10 11 

I I I I I I 

(a) PULSE TRAIN WITH POSITIVE AND NEGATIVE IMPULSES 

T~-~-~-r-J-~-~-
(b) PULSE TRAIN WITH POSITIVE AND NEGATIVE DIPULSES 

(C) PULSE TRAIN (a) REVERSED AND DELAYED BY ONE PULSE INTERVAL 

2 3 4 5 6 7 8 9 10 11 

I 
I 

I I 
I I 

I I I 
! 11 L-L-

TIME -.. 

I I 
I I 

(d) DICODE TRANSMISSION (a)+(c) 

THE PULSES AND ZEROS iN THE RECEIVED PULSE TRAIN Cd) HAVE THE 
FOLLOWING RELATIONS TO TH E ORIGINAL PULSES (a) 

1. POSITIVE AND NEGATIVE PULSES IN (d) REPRESENT CORRESPONDING 
PULSES IN(a) 

2. POINTS ON PULSE TRAIN IN (d) REPRESENT A REPETITION OF PREVIOUS 
PULSE, AS INDICATED BY DASHED LINES 

Fig. 34 - Dipulse and dicode pulse transmission methods. 
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overlaps resulting from a low-frequency cut-off, as illustrated in Fig. 
35, and in peak intersymbol interference. 

If ~P(t) = pet) - poet) is the modification in the impulse characteris­
tic shown in Fig. 32, the modification in the dipulse transmission charac­
teristic resulting from a low-frequency cut-off becomes 

(9.07) 

where T1 is the interval between the positive and negative dipulse com­
ponents. 

The difference given by (9.07) represents the differential in the curve 
pet) - poet) shown in Fig. 32 over an interval T1 • It can be shown that 
the maximum cumulative effect or peak intersymbol interference for a 
long pulse train is represented by the sum of the differentials given by 
(9.07) and is approximately equal to 

o ~ ~P(T1) = P(T1) - PO(T1). (9.08) 

As an example, if the shape of A - Ao in Fig. 32 were about the same 
as that of Ao , ~P(t) would have the same shape as poet) but would be 
lower in peak amplitude by the factor folf1 and would have the time 
scale increased by the factor fI/fo. Peak intersymbol interference as 

.---

-----

, , , , , , , , 
I , , , 
\-1------- t,p(t) 
\ t,p(t)-t,p(t-r,)-----__ 

----

--~ 7j ~--
t -+ 

Fig. 35 - Low-frequency cut-off effects t.P(t) and t.P(t - 71) for positive and 
negative pulses and resultant effect C:.1P(t) = t.P(t) - t.P(t - 71) for a dipulse. 



THEORETICAL FUNDAMENTALS OF PULSE TRANSMISSION 779 

obtained from (9.08) would then be about 0 = folfl and thus in the 
order of 10 per cent of the peak pulse amplitude for folfl = 0.10. 

The bandwidth penalty incurred in dipulse transmission can be 
avoided by transmitting two identical pulse trains, one of which is de­
layed by one pulse interval and reversed in polarity with respect to the 
other.* The combined pulse train will then be as indicated in Fig. 34, 
and one or the other of the two original component pulse trains can be 
restored at the receiving end by suitable conversion equipment. In the 
combined pulse train, a pulse of one polarity is always followed by a 
pulse of opposite polarity, but not necessarily in the next pulse position. 
For this reason the low-frequency cut-off compensation with the above 
method of "dicode" transmission is not quite as effective as with dipulse 
transmission. Furthermore, since it is necessary to distinguish between 
three pulse amplitudes (1, 0, -1), in the received pulse train, the maxi­
mum tolerable pulse distortion in relation to the peak pulse amplitude 
is only half as great as with two pulse amplitudes (1, -1) in an ordinary 
code. 

10. TRANSMISSION DISTORTION FROM BAND-EDGE PHASE DEVIATIONS 

In pulse transmission systems where phase equalization is employed, 
it may be impracticable or unnecessary to equalize over the entire trans­
mission band. There will then be residual phase distortion near the band­
edges, as indicated in Fig. 36. This type of phase deviation will give rise 
to pulse distortion extending over appreciable time intervals if the band­
edge phase deviations are large, as indicated in the above figure, for the 
reason that the frequency components outside the linear phase range 
will be received with increased transmission delay. Evaluation of the 
pulse shape is in this case a rather elaborate procedure, but rms pulse 
distortion or intersymbol interference resulting from such phase dis­
tortion can readily be determined as outlined below. In certain pulse 
modulation systems, such as PAM time division systems, rms inter­
symbol interference is of principal interest. In other systems where peak 
intersymbol interference is controlling, it may usually be estimated with 
engineering accuracy by applying a peak factor. 

When the pulse shape is known, peak intersymbol interference may 
be determined by methods outlined in Section 13. Comparison of peak 
intersymbol i'nterference evaluated in this manner with rms pulse dis­
tortion, for some cases in which the pulse shapes in the presence of phase 

* L. A. Meacham originally proposed this method is an unpublished memoran­
dum. 
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distortion were determined, indicates that the peak factor is about 3 
when phase distortion is appreciable and the pulses are substantially 
prolonged in duration. 

Returning to equation (8.17) and assuming a = 0, the following rela­
tionship is obtained for rms intersymbol interference due to phase devia­
tions 

1 (1 )1/2 [100 J1
/2 fl = P(O) 7I"TI 0 2Ao2(1 - cos (3) dw , (10.01) 

where {3 = (3(w) is the deviation from a linear phase characteristic. 
For transmission systems with a linear phase shift, the peak amplitude 

of the pulses is given by (8.23) and with this relation in (10.01) 

where 

t 
w 
o 
=> 
I-
:J 
c... 
~ 
c( 

I/) 

=> 
@ 
Z 

~ 
Z 
~ 
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~ 

Q= ~ A, ( )
1/2 

WIT! 

[ 1 "'max J1/2/ [1 "'IDax J 
WI 0 2Ao2(1 - cos (3) dw 0 Ao dw . 

UNDISTORTED PULSE 
(NO BAND-EDGE PHASE DISTORTION) 

RESULTANT PULSE 
\ I 

\ ,/ 
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\ 
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I 
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DELAY 
DISTORTION 
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I 

t~ 
1\ 
I \ 
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1 \ 

0.01 

'-... PULSE DISTORTION FROM 
BAND-EDGE PHASE DEVIATION 

(10.02) 

(10.03) 

TIME -
Fig. 36 - Pulse distortion from band-edge phase deviation for particular case 

of linear band-edge delay distortion. 
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c{ 

AMPLITUDE CHARACTERISTIC 

I 
I 

PHASE 
----OISTORTION,j3 

: /1' DELAY 
I " -----DISTORTION 

--------------~~ 
I 
I 
I 

o W' Wi FREQUENCY, W 

Fig. 37 - Constant amplitude characteristic with band-edge phase distortion. 

If there is no phase distortion, i.e., {3 = 0, between W = 0 and w', equa­
tion (10.03) becomes 

A ~ ["'1 .C" 2Ao'(1 - cos Il d", r / [f" Ao <1", l (1O.Q4) 

As an example, consider a parabolic deviation from a linear phase 
characteristic between w' and Wmax , in ,vhich case delay distortion would 
vary linearily in this band, as indicated in Fig. 37 for a constant ampli­
tude characteristic for which Wmax = WI. In this case 

( ')2 W-W 
{3 = {3I , , 

WI - W 

where {3I is the maximum phase deviation, obtained for W 

Equation (10.04) in the above case becomes: 

},.2 = ~ jWl [1 _ cos {3I (w - w
I,)2] dw, 

WI w' WI - W 

= 2(WI - w') [1 _ ! (~)1/2 (R + X)] , 
WI 2 2{3I 

(10.05) 

(10.06) 

where R + iX = erf ({3//2e i1r
/
4) in which erf is the error function. 

For a constant amplitude transmission characteristic as assumed 
above, (n/wITI) = 1, so that (10.02) becomes !l = },., which may also 
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be written: 

WI - W 
( 

')1/2 !l = WI • F({3I) , and (10.07) 

[ 
1 ()1/2 J1/2 

F({3I) = 21/2 1 -"2 2;1 (R + X) . (10.08) 

For various values of the maximum phase deviation {3I in radians the 
function F becomes: 

fll 0 0.25 1 4 <Xl 

F 0 0.14 0.43 1.24 1.42 

If, for example, phase distortion were confined to 10 per cent of the 
transmission band, then (WI - W')/Wl = 0.1. For a maximum phase 
deviation of 1 radian at the edge of the transmission band, F = 0.43 and 
!l. = 0.135. For a maximum phase distortion of 4 radians, F = 1.24 and 
!l = 0.39. Since peak intersymbol interference may exceed the above 
rms values by a factor of about 3, and the maximum tolerable peak 
intersymbol interference in a system employing two pulse amplitudes 
would be less than 1, it is evident that band-edge phase deviations must 
be held at rather small values, less than about 3 radians, in the upper 
10 per cent of the transmission band. 

The above severe tolerances on band-edge phase distortion can be 
overcome by employing a transmission frequency characteristic of the 
type shown in Fig. 38 and previously discussed in Section 5. If the phase 
characteristic is linear between W = 0 and WI, and phase distortion 
between WI and 2WI varies as 

( )2 ( )2 W - WI W 
{3 = {3I 2 = {3I 1 - - , 

WI - WI WI 
(10.09) 

equation (10.04) can be written 

-;..2 = ~ 12W1 (1 + cos 7r
2

W )2 [1 - cos {3I (1 - ~)2J dw, 
WI W 1 WI WI' 

= 1,' (1 - sin; u)' (1 - cos f31U') duo 

(10.10) 

Pulses may also in this case be transmitted at intervals 71 = 7r/Wl 

without intersymbol interference in the absence of phase distortion, so 
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that (10.02) becomes !Z = A or 

Q ~ [~ { (1 - sin; u)' (1 - cos f31U') duJ II'. (10.11) 

The maximum de1ay distortion at the edge of the transmission band, 
i.e., w = 2Wl, is dmax = 2{3dwl. The product of this delay distortion 
with the maximum frequency fmax. = 2f1 is dmaxfmnx = 2{3I/7r. For various 
values of maximum phase distortion {31 and the corresponding product 
dmaxfmax , the following values of rms intersymbol interference are ob­
tained by numerical integration of (10.11). (This integral can be ex­
pressed in terms of a number of Fresnel integrals, but numerical integra­
tion is simpler and sufficiently accurate for the present purpose.) 

{31 7r 27r 47r 00 

dmax fmax 2 4 8 00 

U 0.070 0.120 0.185 0.330 -

The particular case dmaxfmnx. = 8 is similar to that shown in Fig. 36, 
except that this figure applies to a Gaussian characteristic, for which 
the amplitude at W = WI has been taken as 0.32 rather than 0.5 in the 
case considered here. For this reason rms intersymbol interference from 
phase distortion would be greater in the present case. 

t 
AMPLITUDE 

CHARACTERISTIC 
I 

I 

o W1 WMAX =2W1 FREQUENCY, w 
Fig. 38 - Typical transmission frequency characteristic with phase equaliza­

tion over 50 per cent of transmission band. 
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t 
AMPLITUDE CHARACTERISTIC -----------------------------------, I , 

: ' 
I 
I 
I 
I 
I 
I 

I 
I 
I 

I 
SUB-CHANNEL~ 

FREQUENCY ~ fm 
Fig. 39 - Sub-channel with nearly linear delay distortion. 

Peak intersymbol interference may exceed the above rms values by a 
factor of about 3. In a system employing two pulse amplitude (1 and 
-1), the maximum tolerable intersymbol interference is 1. This value 
would thus be attained in the above case for dmuxfmux. = 00. Hence, in a 
system employing two pulse amplitudes, and in the absence of noise 
and intersymbol interference from other sources, there would be no 
limitation on phase distortion for W > WI, provided the phase charac­
teristic is linear between W = 0 and WI • 

11. BAND-PASS CHARACTERISTICS WITH LINEAR DELAY DISTORTION 

In Fig. 39 is shown a transmission frequency characteristic together 
with an assumed delay distortion d1f;/dw. When a portion of the trans­
mission band is employed for pulse transmission, as for example in pulse 
signalling, data or telegraph transmission over portion of a voice channel, 
there may be an appreciable component of substantially linear delay 
distortion, as indicated in the above figure. The departure from a linear 
variation can usually be approximated by a cosine variation in delay, 
and the system can then be regarded as made up of two components in 
tandem, one with linear the other with cosine variation in delay. The 
effect of the latter can be evaluated by the methods outlined in Section 6, 
and the effect of a linear variation by methods established in this section. 

In Fig. 40 is shown a symmetrical amplitude characteristic with linear 
delay distortion over the transmission band. Phase distortion with 
respect to the midband frequency is in this case 

'l'(u) = (3u
2 and 'l'( -u) = {3u

2
, (11.01) 
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and delay distortion 

d'I!(u)jdu = 2{3u, d'I!(-u)/du = -2{3u. (11.02) 

(The symbol {3, together with (x, '1], a and b used later in this section do 
not have the same meaning as in earlier sections.) vVith (11.01) in (2.10) 
and (2.11), the in-phase and quadrature components in (2.09) become 

and 

(11.03) 

The in-phase and quadrature components can accordingly be identi­
fied with the real and the negative imaginary component of the integral 

J 20 100 

() -i{3u
2 d = - a u cos ute u. 

7r 0 
(11.04) 

The solution of this integral is rather simple for the particular case of a 
Gaussian transmission characteristic 

a (u) = e- au2 , (11.05) 

in which case 

J 20 100 

-(a+i{3)u 2 t d = - e cos u U, 
7r 0 

(11.06) 
o -t2/4(a+itJ) 

[7r((X + i(3) F/2 e • 

AMPLITUDE CHARACTERISTIC 

/ 

I PHASE CHARACTERISTlC,,t3U2 
I 

I 

/ DELAY DISTORTION, 2j3U 

-u---------~------~~~----~·---------U 
FREQUENCY 
~ 

-2j3U 

Fig. 40 - Symmetrical band-pass amplitude characteristic with linear delay 
distortion. 
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The real and negative imaginary components of this expression are 

where 

R_ + R+ = 2. (;)112 e-at
' cos (8 - bt'), and 

(11.07) 

Q _ _ Q+ = 2. (~y/2 e-at
' sin (8 _ bt'), 

a (3 
b = 4(a2 + (32) 

tan 28 = (3/a = b/a 

The impulse characteristic obtained with (11.07) in (2.09) becomes 

pet) = 20 (~)1/2 e-at2 [cos (wrt - t/;r) cos (8 - bt2) 
" (11.08) 

+ sin (wrt - t/;r) sin (8 - bt2
)]. 

From (11.08) it is seen that the envelope is 

( )
1/2 

pet) = 20;- e-at2
• (11.09) 

The peak of the envelope obtained with t = 0 is smaller than without 
delay distortion ({3 = 0) by the factor 

1 
(11.10) 

'rJ = [1 + ({3/a)2)1/2· 

The constant a is smaller than without delay distortion by the factor 
'/. If to designates the time required for the instantaneous amplitude of a 
pulse to decay from its peak to a given value without delay distortion, 
the time tl to reach the same amplitude with delay distortion is 

(11.11) 

If Wmax indicates the frequency at the 40 db down point on the trans­
mission frequency characteristic, aWma/ = 4.6. The corresponding delay 
distortion is dmax = 2wmax{3. Thus {3/ a = .68 dmaxfmax so that (11.11) 
becomes: 

(11.12) 

The effect of a linear delay distortion across the transmission band is 
thus to disperse or broaden the envelope of the received pulses, as illus-
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trated in Fig. 41. For a specified pulse over1ap or intersymbol interference 
the pulse spacing must accordingly be increased by the factor tllto, so 
that for a given transmission performance the transmission capacity is 
reduced by the factor toltl . About the same effect would be expected for 
other pulse shapes or amplitude characteristics resembling the Gaussian 
shape assumed in the above derivation. 

Comparison of (11.08) with (2.13) shows that the function cp(t) with 
respect to the midband frequency is 

(11.13) 

If the reference or carrier frequency is displaced from the midband by 

AMPLITUDE CHARACTERISTIC 

-u--------~~--------~~~--------~~--------u 
................ ~----- f
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____ ~ FREQUENCY 

.......... fm 
............ oE~AY DISTORTION 

(a) TRANSMISSION FREQUENCY CHARACTERISTIC 

I 
WITHOUT DELAY DISTORTIONi 
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_ ...... 
"" ... ",,,,;1;1 

I 
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/ 
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/ 
I 

/ 
I 

,," 

(b) IMPULSE CHARACTERISTICS WITHOUT AND WITH DELAY DISTORTION 

1 

t1 = to [H0.46(d MAX fMAX )2J'2 

fAX = FREQUENCY FROM MIDBAND AT WHICH AMPLITUDE OF TRANSMISSION 
M FREQUENCY CHARACTERISTIC IS REDUCED 40 DECIBELS 

dMAX = DELAY DISTORTION AT f MAX IN SECONDS 

Fig. 41 - Lengthening of impulse envelope by linear delay distortion for 
Gaussian transmission characteristic. 
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W y , the in-phase and quadrative components are in accordance with 
(2.18) 

R_' + R/ = cos (8 - bt2 + Wyt - 1/111) pet), 

Q-' - Q/ = sin (8 - bt2 + Wyt - 1/Iy) pet), 

where 1/111 = (3Wy2 and Pct) is given by (11.09). 
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