




























































































































































































































Growing Waves Due t? Transverse 
Velocities 

By J. R. PIERCE and L. R. WALKER 

(Manuscript received March 30, 1955) 

This paper treats propagation of slow waves in two-dimensional neu­
tralized electron flow in which all electrons have the same velocity in the 
direction of propagation but in which there are streams of two or more veloci­
ties normal to the direction of propagation. Ina finite beam in which 
electrons are reflected elastically at the boundaries and in which equal dc 
currents are carried by electrons with transverse velocities +Ul and - Ul , 

there is an antisymmetrical growing wave if 

wp
2 

"-l C7rUt/W)2 

and a symmetrical growing wave if 

wp 
2 

"-l �~�-�S� (7rut/ TV) 2 

Here Wp is plasma frequency for the total charge density and W is beam 
width. 

INTRODUCTION 

It is well-known that there can be growing waves in electron flow when 
the flow is composed of several streams of electrons having different 
velocities in the direction of propagation of the waves.1-

5 While Birdsa1l6 

considers the case of growing waves in electron flow consisting of streams 
which cross one another, the growing waves which he finds apparently 
occur when two streams have different components of velocity in the 
direction of propagation. 

This paper shows that there can be growing waves in electron flow 
consisting of two or more streams with the same component of velocity 
in the direction of wave propagation but with different components of 
velocity transverse to the direction of propagation. Such growing waves 
can exist when the electric field varies in strength across the flow. Such 
waves could result in the amplification of noise fluctuations in electron 
flow. They could also be used to amplify signals. 
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Actual electron flow as it occurs in practical tubes can exhibit trans­
verse velocities. For instance, in Brillouin flow, 7, 8 if we consider electron 
motion in a coordinate system rotating with the Larmor frequency we 
see that electrons with transverse velocities are free to cross the beam 
repeatedly, being reflected at the boundaries of the beam. The trans­
verse velocities may be completely disorganized thermal velocities, or 
they may be larger and better-organized velocities due to aberrations at 
the edges of the cathode or at lenses or apertures. Two-dimensional 
Brillouin flow allows similar transverse motions. 

It would be difficult to treat the case of Brillouin or Brillouin-like flow 
with transverse velocities. Here, simpler cases with transverse velocities 
will be considered. The first case treated is that of infinite ion-neutra­
lized two-dimensional flow with transverse velocities. The second case 
treated is that of two-dimensional flow in a beam of finite width in which 
the electrons are elastically reflected at the boundaries of the beam. 
Growing waves are found in both cases, and the rate of growth may be 
large. 

In the case of the finite beam both an antisymmetric mode and a 
symmetric mode are possible. Here, it appears, the current density 
required for a growing wave in the symmetric mode is about ~~ times 
as great as the current density required for a growing wave in the anti­
symmetric mode. Hence, as the current is increased, the first growing 
waves to arise might be antisymmetric modes, which could couple to a 
symmetrical resonator or helix only through a lack of symmetry or 
through high-level effects. 

1. Infinite two-dimensional flow 

Consider a two-dimensional problem in which the potential varies 
sinusoidally in the y direction, as exp( -j{3z) in the z direction and as exp 
(jwt) with time. Let there be two electron streams, each of a negative 
charge Po and each moving with the velocity Vo in the z direction, but 
with velocities VI and - UI respectively in the y direction. Let us denote 
ac quantities pertaining to the first stream by subscripts 1 and ac quan­
tities pertaining to the second stream by subscripts 2. The ac charge 
density will be denoted by p, the ac velocity in the y direction by y, 
and the ac velocity in the z direction by z . We will use linearized or 
small-signal equations of motion.9 We will denote differentiation with 
respect to y by the operator D. 

The equation of continuity gives 

jWPI = :- D(PIUI + poYI) + j{3(pIVO + POZI) (1.1) 

jWP2 = - D( - P2UI + POY2) + j{3(P2UO + POZ2) (1.2) 
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Let us define 

d l = jew - (3uo) + ulD 

dz = jew - (3uo) - ulD 

vVe can then rewrite (1.1) and (1.2) as 

dIPI = poe - DYI + j{3ZI) 

dZP2 = poe - Dyz + j{3Z2) 

(1.3) 

(1.4) 

(1.5) 

(l.G) 

vVe will assume that we are dealing "with slow waves and can use a po­
tential V to describe the field. vVe can thus write the linearized equations 
of motion in the form 

d . . e V 
ZZz = -J - f3 

m 

d2Y2 = .!!.. DV 
m 

From (1.5) to (1.10) we obtain 

2 e (2 2) d2 P2 = - - Po D - f3 V 
m 

N ow, Poisson's equation is 

e 

From (1.11) to (1.13) we obtain 

(1.7) 

(1.8) 

(1.9) 

(1.10) 

(1.11) 

(1.12) 

(1.13) 

(D2 _ (32)V = - Yzw 2 (~ + ~) (D2 - (32)V (1.14) 
p d1

2 d2
2 

e 
-2- po 

2 m 
Wp = 

e 

Here Wp is the plasma frequency for the charge of both beams. 

(1.15) 
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Either 

or else 

1 = _W p
2 

(d1
2 + d2

2
) 

2 d1
2 d2

2 

vVe will consider this second case. 
We should note from (1.3) and (1.4) that 

d1
2 = 1l12D2 - (w - {3uO)2 + 2jD(w - {31l0)Ul 

d/ = ulD2 - (w - {3uo)2 - 2jD(w - {3UO)Ul 

d1
2 + d/ = 2[u/D2 - (w - {3uO)2] 

d1
2d2

2 = [1l/D2 + (w - {3uO)2]2 

Thus, (1.17) becomes 

1 = _Wp
2[U12D2 - (w - (31l0) 2] 

[U12D2 + (w - {3UO)2)2 

(1.16) 

(1.17) 

(1.18) 

(1.19) 

(1.20) 

(1.21) 

(1.22) 

If the quantities involved vary sinusoidally with V as eos "tV or sin "tV, 
then 

Our equation becomes 

1 = ~ [1 + (w ~u~uo)'] 
7'U1' [1 _ (w ~!.uon 

(1.23) 

(1.24) 

What happens if we have many transverse velocities? If we refer back 
to (1.14) we see that we will have an equation of the form 

1 = """ _ 1 / 2 (dln2 + d2n
2
) 

L.. /'2wpn d 2 d 2 
In 2n 

(1.25) 

Here wpn
2 is a plasma frequency based on the density of electrons having 

transverse velocities ±un • Equation (1.25) can be written 

2 [1 + (w ~ {3~o?J 
1 L Wpn "t Un (1.26) 

. "(.2Un
2 [1 _ (w - {3UO)2J~ 

"t2Un
2 
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Fig. 1 

Suppose we plot the left-hand and the right-hand sides of (1.26) versus 
(w - (3uo). The general appearance of the left-hand and right-hand sides 
of (1.26) is indicated in Fig. 1 for the case of two velocities Un • There 
will always be two unattenuated waves at values of (w - {3uO)2 > "/u/ 
where U e is the extreme value of Un; these correspond to intersections 3 
and 3' in Fig. 2. The other waves, two per value of Un, may be unat­
tenuated or a pair of increasing and decreasing waves, depending on the 
values of the parameters. If 

there will be at least one pair of increasing and decreasing waves. 
It is not clear what will happen for a Maxwellian distribution of veloci­

ties. However, we must remember that various aberrations might give a 
very different, strongly peaked velocity distribution. 

Let us consider the amount of gain in the case of one pair of transverse 
velocities, ±Ul • The equation is now 

Let 

{3 - w + . 'YUlE -- J-
Uo Uo 

(1.27~ 

(1.28) 
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Fig. 2 

This relation defines E. Equation (1.27) becomes 
2 2 

"I Ul 
w

p
2 -

(1.29) 

In Fig. 2, E is plotted versus the parameter 'Y2U12/Wp2. We see that as the 
parameter falls below unity, E increases, at first rapidly, and then more 
slowly, reaching a value of ±1 as the parameter goes to zero (as w/ 
goes to infinity, for instance). 

It will be shown in Section 2 of this paper that these results for infinite 
flow are in some degree an approximation to the results for flow in narrow 
beams. It is therefore of interest to see what results they yield if applied 
to a beam of finite width. 

If the beam has a length L, the voltage gain is 

The gain G in db is 

G = 8.7 "lulL E db 
Uo 

(1.30) 

(1.31) 
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Let the width of the beam be VV. We let 

nrr 
'Y = -

W 
(1.32) 

Thus, for n = 1, there is a half-cycle variation across the beam. From 
(1.31) and (1.32) 

G = 27.3 (UI !:.) ne db 
uod 

(1.33) 

Now Ljuo is the time it takes the electrons to go from one end of the 
beam to the other, while W JUI is the time it takes the electrons to cross 
the beam. If the electrons cross the beam N times 

Thus, 

N = UI~ 
Uo W 

G = 27.3 Nne db 

(1.34) 

(1.35) 

While for a given value of e the gain is higher if we make the phase 
vary many times across the beam, i.e., if we make n large, we should 
note that to get any gain at all we must have 

wp
2 > "/UI2 

w; > (n;:l)' (1.36) 

If we increase w/, which is proportional to current density, so that wp
2 

passes through this value, the gain will rise sharply just after w/ passes 
through this value and will rise less rapidly thereafter. 

2. A Two-Dimensional Beam of Finite Width. 

Let us assume a beam of finit'e width in the y-direction; the boundaries 
lying at y = ±Yo. It will be assumed also that electrons incident upon 
these boundaries are elastically reflected, so that electrons of the incident 
stream (lor 2) are converted into those of the other stream (2 or 1). The 
condition of elastic reflection implies that 

and, in addition, that 

YI = -Y2 

Zl = Z2 at y = ±Yo 

(2.1) 

(2.2) 

PI = P2 at Y = ±Yo (2.3) 

since there is no change in the number of electrons at the boundary. 
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The equations of motion and of continuity (1.7 -1.12) may be satisfied 
by introducing a single quantity,1/;, such that 

V = d1
2 d/1/; (2.4) 

(2.5) 

(2.6) 

(2.7) 

(2.8) 

(2.9) 

(2.10) 

Then, if we introduce the symbol, Q, for W - {3uo 

(2.11) 

(2.12) 

(2.13) 

It is clear that if 

Y = ±Yo (2.14) 

the conditions for elastic reflection will be satisfied. The equation satis­
fied by 1/; may now be found from Poisson's equation, (1-13), and is 

or 

(D2 _ (32)[(u/D2 + Q2)2 + wp
2(u/D2 _ Q2)] = 0 (2.15) 

which is of the sixth degree in D. So far four boundary conditions have 
been imposed. The remaining necessary pair arise from matching the 



GROWING WAVES DUE TO TRANSVERSE VELOCITIES 117 

internal fields to the external ones. For Y > Yo 

V = Voe-iPz·e-Pv 

and 

Similarly 

aV + j3V = 0 
ay 

aV _ j3V = 0 
ay 

at y = Yo 

at y = -Yo 

(2.16) 

(2.17) 

The most familiar procedure now would be to look for solutions of 
(2.15) of the form, eCY

• This would give the sextic for c 

(c2 _ j32)[(UI2C2 + ~i)2 + Wp
2(U12

C
2 _ [22)] = 0 (2.18) 

with the roots c = ±j3, ±CI, ±C2, let us say. We coul<?- then express I/; 
as a linear combination of these six solutions and adjust the coefficients 
to satisfy the six boundary equations. In this way a characteristic equa­
tion for j3 would be obtained. From the symmetry of the problem this 
has the general form F(j3, CI) = F(j3, C2), where CI and C2 are found from 
(2.18). The discussion of the problem in these terms is rather laborious 
and, if we are concerned mainly with examining qualitatively the onset 
of increasing waves, another approach serves better. 

From the symmetry of the equations and of the boundary conditions 
we see that there are solutions for I/; (and consequently for V and p) 
which are even in y and again some which are odd in y. Consider first the 
even solutions. We will assume that there is an even function, I/;I(Y) , 
periodic in y with period 2yo, which coincides, with I/;(y) in the open 
interval, -Yo < Y < Yo and that I/;I(Y) has a Fourier cosine series repre­
sentation: 

if;1(Y) = :t Cn cos AnY An = n7r n = 0, 1, 2, . . . (2.19) 
1 YO 

I/; inside the interval satisfies (2.15), so we assume that I/;I(Y) obeys 

+00 
(2.20) 

= L o(y - 2m + lyo) 
m=-oo 

where 0 is the familiar o-function. Since DI/; and D31/; are required to vanish 
at the ends of the interval and 1/;, D21/; and D41/; are even it follows that all 
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of these functions are continuous. We assume that 1/11 = 1/1, DI/I1 = DI/I, 
D21/11 = D 21/1 , D31/11 = D 31/1 and D41/11 = D'\f; at the ends of the intervals. 
From (2.20), u1

4D51/11 ~ - ~~ as Y ~ Yo. 
Since 

+00 1 1 00 L o(y - 2m + 1yo) = 2- + - L ( -l)n cos AnY (2.21) 
-00 Yo Yo 1 

we obtain from (2.20) 

2yw, = - ~'11'( n/ - wi) 

+ 2 ~ ( 1 t cos AnY ) 
"r' ({32 + An2)[(o,2 - U12An2)2 - wl(o,2 + U12An2)] 

Since 

av + {3V = (D + (3)(u/D2 + 0,2)21/1 ay , 

using (2.4), the condition for matching to the external field, 

av + {3V = 0 
ay , 

yields, using D1/I = D31/1 = 0 and u1
4D51/1 = - ~~, the relation 

(U/D2 + 0,2)21/11 = Y2{3 at y = Yo . 

Applying this to (2.22), we then obtain, finally, 

Yo _ 1 
if - {32[o,2 - wp

2] 

2 00 (0,2 - U12An2)2 

+ ~ ({32 + An2)[(o,2 - U12An2)2 - Wl(02 + U12An2)] 

(2.22) 

(2.23) 

For the odd solution we use a function, 1/I2(Y), equal to 1/I(Y) in -Yo < 
Y < Yo and representable by a sine series. To ensure the vanishing of D1/I 
and D31/1 at y = ±Yo it is appropriate to use the functions, sin /1-nY, where 
/1-n = (n + ;~)7l'/yo. The period is now 4yo and we define 1/I2(y) in Yo < 
y < 3yo by the relation 1/I2(y) = 1/I(2yo - y) and in -3yo < y < -Yo by 
1/I2(y) = 1/1 ( -2yo - V). Thus, we write 

1/I2(y) = f: dn sin /1-nY /1-n = (n + Y2)7l' /Yo 
o 

1/I2(y) will be supposed to satisfy 
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(D2 - j32)[(UI2D2 + ~i)2 + wp
2(ulD2 - ~i)["'2 

+ <Xl (2.24) 
= L [8(y - 4m + Iyo) - 8(y - 4m - Iyo)] 

m~<Xl 

The extended definition of 1/;2 (outside - Yo < y < Yo) is such that we may 
again take 1/;1 = 1/;, ••.. , D41/;1 = D41/; at the ends of the interval. u1

4D51/;1 is 
still equal to - Y2 at y = Yo . Now 
+ <Xl 

L [8(y - 4m + Iyo) - 8(y - 4m - Iyo)] 

so from (2.24) we may find 

1/; f ( -1) n sin J.LnY 
Yo 2 = - 0 (132 + J.Ln2)[(Q2 - UI2J.Ln2)2 - Wl(Q2 + UI2J.Ln2)] 

Matching to the external field as before gives 

(U1
2D2 + Q2)21/;2 = ...!.. 

213 

and applied to (2.26) we have 

at y =yo 

(2.25) 

(2.26) 

<Xl (02 2 2)2 
_Yo = L H - Ul J.Ln (2.27) 

213 0 (132 + J.Ln2)[(Q2 - UI2J.Ln2)2 - Wl(Q2 + UI2J.Ln2)] 

The equations (2.23) and (2.27) for the even and odd modes may be 
rewritten using the following reduced variables. 

(2.23) becomes 

j3yo 
Z =-

7r 

k = wyo _ Uo Z 
7rU l Ul 

2 2 
r/ = Wp yo 

7r2U12 

k2 
<Xl i (n2 _ e)2 

k2 - 82 + 2 ~ Z2 + n2· (n2 _ k2)2 - 82(n2 + k2) 

and (2.27) transforms to 

-7rZ (2.28) 

<Xl i . [en + ~)2 _ e]2 
2 ~Z2 + (n + Y2)2· [en + Y2)2 - k2)2 - ()2[(n + Y2)2 + k2] (2.29) 

= -7rZ 
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We shall assume in considering (2.28) and (2.29) that the beam is 
sufficiently wide for the transit of an electron from one side to the other 
to take a few RF cycles. The number of cycles is in fact, WYO/7rUl, and, 
hence, from the definition of z, we see that for values of k less than 2, 
perhaps, Z is certainly positive. 

Let us consider (2.29) first since it proves to be the simpler case. If we 
transfer the term 7rZ to the right hand side, it follows from the observa­
tion that z is positive (for modest values of k), that it is necessary to 
make the sum negative. The sum may be studied qualitatively by sketch­
ing in the k2 

- 02 plane the lines on which the individual terms go to 
infinity, given by 

{l = [(n + 72)2 - e]2 
(n + 72)2 + 1\,2 

Fig. 3 

(2.30) 
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Fig. 3 shows a few such curves (n = 0, 1, 2). To the right of such curve~ 
the individual term in question is negative, except on the line, k,2 = 
(n + ~/zf, where it attains the value of zero. Approaching the curves 
from the right the terms go to - 00. On the left of the curves the func­
tion is positive and goes to + OJ as the curve is approached from the 

11 
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left. Clearly in the regions marked + which lie to the left of every curve 
given by (2.30), the sum is positive and we cannot have roots. Let us 
examine the sum in the region to the right of the n = 0 curve and to the 
left of all others. On the line, k2 = ~~, the sum is positive, since the first 
term is zero. On any other line, k2 = constant, the sum goes from + <Xl 

at the n = 1 curve monotonically to - <Xl at the n = 0 curve, so that 
somewhere it must pass through O. This enables us to draw the zero­
sum contours qualitatively in this region and they are indicated in Fig. 3. 
Weare now in a position to follow the variation in the sum as k varies 
at fixed 02

• It is readily seen that for 02 < 0.25, because -7rZ is negative 
in the region under consideration, there will be four real roots, two for 
positive, two for negative k. For 02 slightly greater than 0.25, the sum has 

Fig.6A 
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a deep minimum for k = 0, so that there are still four real roots unless z 
is very large. For z fixed, as 02 increases, the depth of the 'minimum de­
creases and there will finally occur a 02 for which the minimum is so shal­
low that two of the real roots disappear. Call z(O) the value of z for k = 0, 
write the sum as J:.(02, e) and suppose that J:.(002,0) = -7rz(O), then for 
small k we have 

The roots become complex when 

02 = 0 2 _ (Ul/UO)2 
o aJ:. a2; 

4 ao2 ak2 

Since Ul/UO may be considered small (say 10 per cent) it is sufficient to 
look for the values of 002

• 

When k2 = 0 we have 

2L Z2 (n + 72)2 
-7rZ = Z2 + (n + 72)2' (n + 72)2 - 02 

_ Z u + Z 2 2 00 (~2 2) 
- Z2 + 02 ~ (n + 7'2)2 - 02 (n + 7'2)2 + Z2 

2 
7rZ ( ) = ~+ 2 0 tan 7r0 + Z tanh 7rZ z 0 . 

Fig. 4 shows the solution of this equation for various z(O) or wyo/7rUo . 
Clearly the threshold 0 is rather insensitive to variations in wYo/7rUo • 

Equation (2.28) may be examined by a similar method, but here some 
complications arise. Fig. 5 shows the infinity curves for n = 0, 1, 2, 3; 
the n = 0 term being of the form k2/k2 

- 02
• The lowest critical region 

in 02 is the neighborhood of the point k2 = 02 = Ys, which is the intersec­
tion of the n = 0 and n = 1 lines. To obtain an idea of the behavior of 



124 THE~IB]ji:.,Ji~ SYSTEM TECHNICAL JOURNAL, JANUARY 195G 

the left hand .side '(1.h.s.) of (2.28) in this area we first see how the point 
e = 02 = .~~ c~nbe approached so that the 1.h.s. remains finite. If we 
put lc2 

= Ys +: E' and (52 '= Ys + CE and expand the first two dominant 
terms of (2.28), then adjust c to keep the result finite as E ~ 0 we find 

l3i - 5 
c = 43z2 + 1 

c varies from - ~~ to l,i as z goes from 0 to 00, changing sign at i = %. 
Everyeurve for which the 1.h.s. is constant makes quadratic contact with 
the line 02 

- Ys = c(e - ~~) at lc2 = 02 = ~~. If we remember that 
the 1.h.s. is positive for lc2 = 0, 0 < 02 < 1 and for e = 1, 0 < 02 < 1, 

Fig.6B 
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since there are no negative terms in the sum for these ranges and again 
that the l.h.s. must change sign between the n = ° and n = 1 lines for 
any e in the range ° < e < 1 (since it varies from =F ro to ± co), this 
information may be combined with· that about the immediate vicinity 
of 02 = k2 = Ys to enable us to draw a line on which the l.h.s. is zero. 
This is indicated in Figs. 6A and 6B for small z and large z respec­
tively. It will be seen that the zero curve and, in fact, all curves on which 
the l.h.s. is equal to a negative constant are required to have a vertical 
tangent at some point. This point may be above or below k2 = Ys (de­
pending upon the sign of c or the size of z) but always at a 02 > Ys. For 
02 < !-s there are no regions where roots can arise as we can readily see 
by considering how the l.h.s. varies with If} at fixed 82

• For a fixed 82 >. 73 
we have, then, either for e > ~ or k2 < ~-s, according to the size of z, 
a negative minimum which becomes indefinitely deep as f? ~ Ys. Thus, 
since the negative terms on the right-hand side are not sensitive to small 
changes in 02

, we must expect to find, for a fixed value of the l.h.s., two 
real solutions of (2.28) for some values of 02 and no real solutions for some 
larger value of 82

, since the negative minimum of the l.h.s. may be made 
as shallow as we like by increasing 82

• By continuity then we expect to 
find pairs of complex roots in this region. Rather oddly these roots, which 
will exist certainly for 02 sufficiently close to Ys + 0, will disappear if 
02 is sufficiently increased. 

REFERENCES 

1. L. S. Nergaard, Analysis of a Simple Model of a Two-Beam Growing-Wave 
Tube, RCA Review, 9, pp. 585-601, Dec., 1948. 

2. J. R. Pierce and W. B. Hebenstreit, A New Type of High-Frequency Amplifier, 
B. S. T. J., 28, pp. 23-51, Jan., 1949. 

3. A. V. Haeff, The Electron-Wave Tube - A Novel Method of Generation and 
Amplification of Microwave Energy, Proc. LR.E., 37, pp. 4-10, Jan., 1949. 

4. G. G. Macfarlane and H. G. Hay, Wave Propagation in a Slipping Stream of 
Electrons, P'roc. Physical ~ociety Sec. B, 63, pp. 409-427, June, 1950. 

5. P. Guenard and H. Huber, Etude Experiment_ale de L'Interaction par Ondes 
de Charge d'Espace au Sein d'Un Faisceau Electronique se Depla<;ant dans 
Des Champs Electrique et Magnetique Croises, Annales de Radioelectricite, 
7, pp. 252-278, Oct., 1952. 

6. C. K,. Birdsall, Double Stream Amplification Due to Interaction Between Two 
Oblique Electron Streams, Teclwical Report No. 24, Electronics Research 
Laboratory, Stanford University. 

7. L. Brillouin, A Theorem of Larmor and Its Importance for Electrons in Mag­
netic Fields, Phys. Rev., 67, pp. 260-266, 1945. 

8. J. R. Pierce, Theory and Design of Electron Beams, 2nd Ed., Chapter 9, Van 
Nostrand, 1954. 

9. J. R. Pierce, Traveling-Wave Tubes, Van Nostrand, 1950. 





Coupled Helices 

By J. S. COOK, R. KOMPFNER and C. F. QUATE 

(Received September 21, 1955) 

An analysis of coupled helices is presented, using the transmission line 
approach and also the field approach, with the objective of providing the 
tube designer and the microwave circuit engineer with a basis for approxi­
mate calculations. Devices based on the presence of only one mode of propa­
gation are briefly described; and methods for establishing such a mode are 
given. Devices depending on the simultaneous presence of both modes, that 
is, depending on the beat wave phenomenon, are described; some experi­
mental results are cited in support of the view that a novel and useful class of 
coupling elements has been discovered. 
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GLOSSARY OF SYMBOLS 

Mean radius of inner helix 
Mean radius of outer helix 
Capacitive coupling coefficient 
shunt susceptance of inner and outer helices, respectively 
Shunt susceptance plus mutual susceptance of inner and outer 
helices, respectively, BIO + Em, B 20 + Em 
Mutual susceptance of two coupled helices 
Velocity of light in free space 
Radial separation between helices, b-a 
Directivity of helix coupler 
Electric field intensity 
Maximum fraction of power transferable from one coupled helix 
to the other 
Impedance parameter 
RF current in inner and outer helix, respectively 
Impedance in terms of longitudinal electric field on helix axis 
and axial power flow 
Minimum axial distance required for maximum energy transfer 
from one coupled helix to the other, Xb/2 
Axial power flow along helix circuit 
Radial coordinate 
Radius where longitudinal component of electric field is zero for 
transverse mode (about midway between a and b) 
Return loss 
Radial separation between helix and adjacent conducting shield 
Time 
RF potential of inner and outer helices, respectively 
Inductive coupling coefficient 
Series reactance of inner and outer helices,' respectively 
Series reactance plus mutual reactance of inner and outer helices, 
respectively, XlO + X m, X 20 + Xm 
Mutual reactance of two coupled helices 
Axial coordinate 
Impedance of inner and outer helix, respectiv.ely 
Attenuation constant of inner and outer helices, respectively 
General circuit phase constant; or mean circuit phase constant, 
,vi {31{32 

Free space phase constant 
Axial phase constant of inner and outer helices in absence of 
coupling, yB1oX1o , yB2oX 2o 
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81, 2 May be considered as axial phase constant· of inner and outer 
helices, respectively 

(3b Beat phase constant 
(3c Coupling phase constant, (identical with (3b when (31 = (32) 
(3cE Coupling phase constant when there is dielectric material be-

tween the helices 
(3d Difference phase constant, I (31 - (32 I 
(3fAxial phase constant of single helix in presence of dielectric 
(3t, t Axial phase constant of transverse and longitudinal modes, re­

spectively 
'Y Radial phase constant 
'Yt, t Radial phase constant of transverse and longitudinal modes, 

respectively 
r Axial propagation constant 
r t, t Axial propagation constant for transverse and longitudinal 

coupled-helix modes, respectively 
E Dielectric constant 
E' Relative dielectric constant, E/ Eo 

Eo Dielectric constant of free space 
A General circuit wavelength; or mean circuit wavelength, VAIA2 
AD Free space wavelength 
AI,2 Axial wavelength on inner and outer helix, respectively 
Ab Beat wavelength 
Ac Coupling wavelength (identical with Ab when (31 = (32) 
'if; Helix pitch angle 
'if;1,2 Pitch angle of inner and outer helix, respectively 
w Angular frequency 

1. INTRODUCTION 

Since their first appearance, traveling-wave tubes have changed only 
very little. In particular, if we divide the tube, somewhat arbitrarily, 
into circuit and beam, the most widely used circuit is still the helix, and 
the most widely used transition from the circuits outside the t':lbe to the 
circuit inside is from waveguide to a short stub or antenna which, in 
turn, is attached to the helix, either directly or through a few turns of 
increased pitch. Feedback of signal energy along the helix is prevented 
by means of loss, either distributed along the whole helix or localized 
somewhere near the middle. The helix is most often supported along its 
whole length by glass or ceramic rods, which also serve to carry a con­
ducting coating (" aquadag"), acting as the localized loss. 

We therefore find the following circuit elements within the tube en­
velope, fixed and inaccessible once and for all after it has been sealed off: 
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1. The helix itself, determining the beam voltage for optimum beam­
circuit interaction; 

2. The helix ends and matching stubs, etc., all of 'which have to be 
positioned very precisely with relation to the waveguide circuits in 
order to obtain a reproducible match; 

3. The loss, in the form of "aquadag" on the support rods, which 
greatly influences the tube performance by its position and distribution. 

In spite of the enormous bandwidth over which the traveling-wave 
tube is potentially capable of operating - a feature new in the field of 
microwave amplifier tubes - it turns out that the positioning of the tube 
in the external circuits and the necessary matching adjustments are 
rather critical; moreover the overall bandwidths achieved are far short 
of the obtainable maximum. 

Another fact, experimentally observed and well-founded in theory, 
rounds off the situation: The electro-magnetic field surrounding a helix, 
i.e., the slow wave, under normal conditions, does not radiate, and is 
confined to the close vicinity of the helix, falling off in intensity nearly 
exponentially with distance from the helix. A typical traveling-wave 
tube, in which the helix is supported by ceramic rods, and the whole 
enclosed by the glass envelope, is thus practically inaccessible as far as 
RF fields are concerned, with the exception of the ends of the helix, 
where provision is made for matching to the outside circuits. Placing 
objects such as conductors, dielectrics or distributed loss close to the 
tube is, in general, observed to have no effect whatsoever. 

In the course of an experimental investigation into the propagation of 
space charge waves in electron beams it was desired to couple into a long 
helix at any point chosen along its length. Because of the feebleness of 
the RF fields outside the helix surrounded by the conventional sup­
ports and the envelope, this seemed a rather difficult task. Nevertheless, 
if accomplished, such a coupling would have other and even more im­
portant applications; and a good deal of thought was given to the 
problem. 

Coupled concentric helices were found to provide the solution to the 
problem of coupling into and out of a helix at any particular point, and to 
a number of other problems too. 

Concentric coupled helices have been considered by J. R. Pierce/ 
who has treated the problem mainly with transverse fields in mind. 
Such fields were thought to be useful in low-noise traveling-wave tube 
devices. Pierce's analysis treats the helices as transmission lines coupled 
uniformly over their length by means of mutual distributed capacitance 
and inductance. Pierce also recognized that it is necessary to wind the 
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two helices in opposite directions in order to obtain well defined trans­
verse and axial wave modes which are well separated in respect to their 
velocities of propagation. 

Pierce did not then give an estimate of the velocity separation which 
might be attainable with practical helices, nor did anybody (as far as we 
are aware) then know how strong a coupling one might obtain with such 
helices. 

It ,,~as, therefore, a considerable (and gratifying) surprise2
• 3 to find 

that concentric helices of practically realizable dimensions and separa­
tions are, indeed, very strongly coupled when, and these are the im­
portant points, 

(a) They have very nearly equal velocities of propagation when un­
coupled, and when 

(b) They are wound in opposite senses. 
It was found that virtually complete power transfer from outer to 

inner helix (or vice versa) could be effected over·a distance of the order 
of one helix wavelength (normally between ~lo and 7~O of a free-space 
w~velength. 

It was also found that it was possible to make a transition from a co­
axial transmission line to a short (outer) helix and thence through the 
glass surrounding an inner helix, which was fairly good over quite a con­
siderable bandwidth. Such a transition also acted as a directional coupler, 
RF power coming from the coaxial line being transferred to the inner 
helix predominantly in one direction. 

Thus, one of the shortcomings of the" conventional" helix traveling­
wave tube, namely the necessary built-in accuracy of the matching 
parameters, was overcome by means of the new type of coupler that 
might evolve around coupled helix-to-helix systems. 

Other constructional and functional possibilities appeared as the 
work progressed, such as coupled-helix attenuators, various types of 
broadband couplers, and schemes for exciting pure transverse (slow) or 
longitudinal (fast) waves on coupled'helices. 

One central fact emerged from all these considerations: by placing 
part of the circuit outside the tube envelope with complete independence 
from the helix terminations inside the tube, coupled helices give back to 
the circuit designer a freedom comparable only with that obtained at 
much lower frequencies. For example, it now appears entirely possible 
to make one type of traveling wave tube to cover a variety of frequency 
bands, each band requiring merely different couplers or outside helices, 
the tube itself remaining unchanged. 

Moreover, one tube may now be made to fulfill a number of different 
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functions; this is made possible by the freedom with which couplers 
and attenuators can be placed at any chosen point along the tube. 

Considerable work in this field has been done elsewhere. Reference 
will be made to it wherever possible. However, only that work with 
which the authors have been intimately connected will be fully reported 
here. In particular, the effect of the electron beam on the wave propaga­
tion phenomena will not be considered. 

2. THEORY OF COUPLED HELICES 

2.1 Introduction 

In the past, considerable success has been attained in the under­
standing of traveling wave tube behavior by means of the so-called 
"transmission-line" approach to the theory. In particular, J. R. Pierce 
used it in his initial analysis and was thus able to present the solution 
of the so-called traveling-wave tube equations in the form of 4 waves, 
one of which is an exponentially growing forward traveling wave basic 
to the operation of the tube as an amplifier. 

This transmission-line approach considers the helix - or any slow­
wave circuit for that matter - as a transmission line with distributed 
capacitance and inductance with which an electron beam interacts. 
As the first approximation, the beam is assumed to be moving in an RF 
field of uniform intensity across the beam. 

In this way very simple expressions for the coupling parameter and 
gain, etc., are obtained, which give one a good appreciation of the 
physically relevant quantities. 

A number of factors, such as the effect of space charge, the non-uniform 
distribution of the electric field, the variation of circuit impedance with 
frequency, etc., can, in principle, be calculated and their effects can be 
superimposed, so to speak, on the relatively simple expressions deriving 
from the simple transmission line theory. This has, in fact, been done and 
is, from the design engineer's point of view, quite satisfactory. 

However, physicists are bound to be unhappy over this state of 
affairs. In the beginning was Maxwell, and therefore the proper point to 
start from is Maxwell. 

So-called "Field" theories of traveling-wave tubes, based on Maxwell's 
equation, solved with the appropriate boundary conditions, have been 
worked out and their main importance is that they largely confirm the 
results obtained by the inexact transmission line theory. It is, however, 
in the nature of things that field theories cannot give answers in terms of 



COUPLED HELICES 133 

simple closed expressions of any generality. The best that can be done 
is in the form of curves, with step-wise increases of particular param­
eters. These can be of considerable value in particular cases, and when 
exactness is essential. 

In this paper we shall proceed by giving the" transmission-line" type 
theory first, together with the elaborations that are necessary to arrive 
at an estimate of the strength of coupling possible with coaxial helices. 
The" field" type theory will be used whenever the other theory fails, or 
is inadequate. Considerable physical insight can be gotten with the use 
of the transmission-line theory; nevertheless recourse to field theory is 
necessary in a number of cases, as will be seen. 

It will be noted that in all the calculations to be prescntcd the presence 
of an electron beam is left out of account. This is done for two reasons: 
Its inclusion would enormously complicate the theory, and, as will 
eventually be shown, it would modify our conclusions only very slightly. 
Moreover, in practically all cases which we shall consider, the helices are 
so tightly coupled that the velocities of the two normal modes of propaga­
tion are very different, as will be shown. Thus, only when the beam 
velocity is very near to either one or the other wave velocity, will 
growing-wave interaction take place between the beam and the helices. 
In this case conventional traveling wave tube theory may be used. 

A theory of coupled helices in the presence of an electron beam has 
been presented by Wade and Rynn,4 who treated the case of weakly 
coupled helices ~nd arrived at conclusions not at variance with our views. 

2.2 Transmission Line Equations 

Following Pierce we describe two lossless helices by their distributed 
series reactances XlO and X 20 and their distributed shunt susceptances 
BlO and B20 • Thus their phase constants are 

{310 = VB10X10 

{320 = VB20X 20 

Let these helices be coupled by means of a mutual distributed reac­
tance Xm and a mutual susceptance B m , both of which are, in a way 
which will be described later, functions of the geometry. 

Let waves in the coupled system be described by the factor 
jwt -rz e e 

where the r's are the propagation constants to be found. 
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The transmission line equations may be written: 

where 

rI l - jBlVl + jBrnV2 = 0 

rV l - jXdl + jXrnI2 = 0 

rI2 - jB2V2 +jBrnVl = 0 

rV2 - jX2Ia + jXrnIl = 0 

Bl = BlO + Bm 

Xl = XlO + Xm 

B2 = B 20 + Bm 

X2 = X20 + Xrn 

II and 12 are eliminated from the (2.2.1) and we find 

+(r2 + X1B1 + XmBm) 
XlBm + B2X m 

+ (r2 + X 2B2 + XmBm) 
X2Bm + B1Xm 

(2.2.1) 

(2.2.2) 

(2.2.3) 

These two equations are then multiplied together and an expression for 
r of the 4th degree is obtained: 

r 4 + (XIBI + X 2B 2 + 2XmB m)r2 

(2.2.4) 
+ (X1X2 - X m2) (BlB2 - Bm2) = 0 

We now define a number of dimensionless quantities: 

Bm
2 

= b2 = (capacitive coupling coefficient)2 
BlB2 

Xm 
2 

= X
2 = (inductive coupling coefficient)2 

X lX2 

BlXl = {3l2, B~2 = {322 

X lB l X 2B2 = {34 = (mean phase constant)4 

With these substitutions we obtain the general equation for r 2 

(2.2.5) 
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If we make the same substitutions in (2.2.2) we find 

1'2 , / Z2 [e + {31
2 + ribX] 

1'1 = 11 Zl {3({31b + (32X ) 

where the Z's are the impedances of the helices, i.e., 

2.3 Sol1ltion for Synchronous Helices 

Let us consider the particular case where {31 = {32 
we obtain 

135 

(2.2.G) 

{3. From (2.2.5) 

(2.3.,1) 

Each of the above values of r 2 characterizes a normal mode of propaga­
tion involving both helices. The two square roots of each r 2 represent 
waves going in the positive and negative directions. We shall consider 
only the positive roots of r2, denoted r t and re, which represent the 
forward traveling waves. 

rt,t = j{3y1 + xb ± (x + b) 

If x > 0 and b > 0 

I rtl > 1{31, I rei < 1{31 

(2.3.2) 

Thus r t represents a normal mode of propagation which is slower than 
the propagation velocity of either helix alone and can be called the 
"slow" wave. Similarly r t represents a "fast" wave. We shall find that, 
in fact, x and b are numerically equal in most cases of interest to us; we 
therefore write the expressions for the propagation constants 

r t = j{3[l + Y2(x + b)] 

rt = j{3[l - Y2(x+ b)] 
(2.3.3) 

If we substitute (2.3.3) into (2.2.G) for the case where {31 = {32 = {3 and 
assume, for simplicity, that the helix self-impedances are equal, we find 
that for r = r t 

V2 -1 1'1 -

for r = r t 

V2 
+1 VI -
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Thus, the slow wave is characterized by equal voltages of unlike sign on 
the two helices, and the fast wave by equal voltages of like sign. It fol­
lows that the electric field in the annular region between two such coupled 
concentric helices will be transverse for the slow wave and longitudinal 
for the fast. For this reason the slow and fast modes are often referred 
to as the transverse and longitudinal modes, respectively, as. indi­
cated by our subscripts. 

It should be noted here that we arbitrarily chose b and x positive. A 
different choice of signs cannot alter the fact that the transverse mode is 
the slower and the longitudinal mode is the faster of the two. 

Apart from the interest in the separate existence of the fast and slow 
waves as such, another object of interest is the phenomenon of the simul­
taneous existence of both waves and the interference, or spatial beating, 
between them. 

Let V2 denote the voltage on the outer helix; and let VI , the voltage 
on the inner halix, be zero at z = 0. Then we have, omitting the common 
factor eiwt , 

VI = Vtle-r,z + V,ne-rlZ 

V2 = Vt2e- rez + Vt2e-rlZ (2.3.4) 

Sinceatz = 0, VI = 0, Vtl = - Vt1.Forthecasewehaveconsidcrcdwc 
have found Vtl = - V t2 and Vn = V(2' We can write (2.3.4) as 

V V ( -rtz -rtZ) 1=2" e -e 

v _V ( -I'(Z + -r tZ) 
2 - - e e 

2 

V2 can be written 

v - V -1/2(r t+r t)Z[ +1/2(r ,-r t)Z + -l/2(r,-r ()Z] 2-2e e e 

= Ve-1
/
2
(r t+rt)z cos [-JY2(r t - rl)Z] 

In the case when x = b, and (31 = (32 = (3 

V 2 = Ve- ij3z cos [~~(x + b)(3z] 

(2.3.5) 

(2.3.6) 

Correspondingly, it can be shown that the voltage on the inner helix is 

VI = JVe- ij3z sin [~(x + b)(3z] (2.3.7) 

The last two equations exhibit clearly what we have called the spatial 
beat phenomenon, a wave-like transfer of power from one helix to the 
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other and back. We started, arbitrarily, with all the voltage on the outer 
helix at z = 0, and none on the inner; after a disttlnce, z', which makes 
the argument of the cosine 7r /2, there is no voltage on the outer helix 
and all is on the inner. 

To conform with published material let us define what we shall call 
the "coupling phase-constant" as 

{3c = (3(b + x) 

From (2.3.3) we find that for {31 = {32 = {3, and x 

r t - r t = j{3c 

2.4 N on-Synchronous Helix Solutions 

(2.3.8) 

b, 

Let us now go back to the more general case where the propagation 
velocities of the (uncoupled) helices are not equal. Equation (2.2.5) can 
be written: 

r 2 = _(32 [1 + (1/2)~ + xb ± 

V(l + xb)~ + (1/4)~2 + (b + X)2] 

where 

In the case where x = b, (2.4.1) has an exact root. 

rt,t = j{3 [V1 + ~/4 ± 1/2 V~ + (x + b)2] 

We shall be interested in the difference between r t and r t , 

r t - r t = J0{3 V ~ + (x + b)2 

N ow we substitute for ~ and find 

rt - rt = j V({31 - (32)2 + {32 (b + X)2 

Let us define the "beat phase-constant" as: 

{3b = v' ({31 - (32)2 + {32(b + X)2 

so that 

Further, let us define 

(2.4.1) 

(2.4.2) 

(2.4.3) 

(2.4.4) 

(2.4.5) 
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and call this the "difference phase-constant," i.e., the hase constant cor­
responding to two mlcoupled waves of the same frequency but differing 
phase velocities. We can thus state the relation between these phase 
constants: 

(2.4.6) 

This relation is identical (except for notation) with. expression (33) in 
S. E. Miller's paper.5 In this paper Miller also gives expressions for the 
voltage amplitudes in two coupled transmission systems in the case of 
unequal phase velocities. It turns out that in such a case the power trans­
fer from one system to the other is necessarily incomplete. This is of 
particular interest to us, in connection with a number of practical 
schemes. In our notation it is relatively simple, and we can state it by 
saying that the maximum fraction of power transferred is 

F = (j;J (2.4.7) 

or, in more detail, 

This relationship can be shown to be a good approximation from (2.2.6), 
(2.3.4), (2.4.2), on the assumption that b ~ x and ZI ~ Z2, and the 
further assumption that the system is lossless; that is, 

1 V21 2 + 1 VII 2= constant (2.4.8) 

We note that the phase velocity difference gives rise to two phenomena: 
It reduces the coupling wavelength and it reduces the amount of power 
that can be transferred from one helix to the other. 

Something should be said about the case where the two helix imped­
ances are not equal, since this, indeed, is usually the case with coupled 
concentric helices. Equation (2.4.8) becomes: 

1 V21
2 
+ 1 VI 12 = constant (2.4.9) 

Z2 ZI 

Using this relation it is found from (2.3.4) that 

V 2 
• IZI = ± · II (1 ± VI - F) 

VI 11 Z2 11 F 
(2.4.10) 

When this is combined with (2.2.6) it is found that the impedances drop 
out with the voltages, and that "F" is a function of the {3's only. In other 
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words, complete power transfer occurs when {31 {32 regardless of the 
relative impedances of the helices. 

The reader will remember that {310 and {320 , not {31 and {32 , were defined 
as the phase constants of the helices in the absence of each other. If the 
assumption that b ~ x is maintained, it will be found that all of the de­
rived relationships hold true when {3no is substituted for {3n . In other 
words, throughout the paper, {31 and {32 may be treated as the phase con­
stants of the inner and outer helices, respectively. In particular it should 
be noted that if these quantities are to be measured experimentally each 
helix must be kept in the same environment as if the helices were coupled; 
only the other helix may be removed. That is, if there is dielectric in the 
annular region between the coupled helices, {31 and {32 must each be 
measured in the presence of that dielectric. 

Miller also has treated the case of lossy coupled transmission systems. 
The expressions are lengthy and complicated and we believe that no 
substantial error is made in simply applying his conclusions to our case. 

If the attenuation constants al and a2 of the two transmission systems 
(helices) are equal, no change is required in our expressions; when they 
are unequal the total available power (in both helices) is most effectively 
reduced when 

al - a2 ~ 1 
{3c 

(2.4.11) 

This fact may be made use of in designing coupled helix attenuators. 

2.5 A Look at the Fields 

It may be advantageous to consider sketches of typical field distribu­
tions in coupled helices, as in Fig. 2.1, before we go on to derive a quanti­
tative estimate of the coupling factors actually obtainable in practice. 

Fig. 2.1 (a) shows, diagrammatically, electric field lines when the 
coupled helices are excited in the fast or "longitudinal" mode. To set up 
this mode only, one has to supply voltages of like sign and equal ampli­
tudes to both helices. For this reason, this mode is also sometimes called 
the "e ++) mode." 

Fig. 2.1(b) shows the electric field lines when the helices are excited in 
the slow or "transverse" mode. This is the kind of field required in the 
transverse interaction type of traveling wave tube. In order to excite 
this mode it is necessary to supply voltages of equal amplitude and 
opposite signs to the helices and for this reason it is sometimes called the 
"( + - ) mode." One way of exciting this mode consists in connecting one 
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helix to one of the two conductors of a balanced transmission line 
("Lecher"-line) and the other helix to the other. 

Fig. 2.1(c) shows the electric field configuration when fast and slow 
modes are both present and equally strongly excited. We can imagine 
the two helices being excited by a voltage source connected to the outer 

,---------------- ONE "COUPLING" WAVELENGTH -----------------~ 

(a) FAST WAVE (LONGITUDINAL) 

(b) SLOW WAVE (TRANSVERSE) 

==­_.~. __ ~_Jd_. __ -+._ 

~ 
(c) FAST AND SLOW WAVES COMBINED SHOWING SPATIAL "BEAT" PHENOMENON 

Fig. 2.1 - Typical electric field distributions in coupled coaxial helices when 
they are excited in: (a) the in-phase or longitudinal mode, (b) the out-of-phase or 
transverse mode, and (c) both modes equally. 
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helix only at the far left side of the sketch. One, perfectly legitimate, 
view of the situation is that the RF power, initially all on the outer helix, 
leaks into the inner helix because of the coupling between them, and then 
leaks back to the outer helix, and so forth. 

Apart from noting the appearance of the stationary spatial beat (or 
interference) phenomenon these additional facts are of interest: 

1) It is a simple matter to excite such a beat-wave, for instance, by 
connecting a lead to either one or the other of the helices, and 

2) It should be possible to discontinue either one of the helices, at 
points where there is no current (voltage) on it, without causing reflec­
tions. 

2.6 A Simple Estimate of b and x 

How strong a coupling can one expect from concentric helices in prac­
tice? Quantitatively, this is expressed by the values of the coupling fac­
tors x and b, which we shall now proceed to estimate. 

A first crude estimate is based on the fact that slow-wave fields are 
known to fall off in intensity somewhat as e -{3r where (3 is the phase con­
stant of the wave and r the distance from the surface guiding the slow 
wave. Thus a unit charge pla'ced, say, on the inner helix, will induce a 
charge of opposite sign and of magnitude 

e-{3(b-a) 

on the outer helix. Here b = mean radius of the outer helix and a = 

mean radius of the inner. We note that the shunt mutual admittance 
coupling factor is negative, irrespective of the directions in which the 
helices are wound. Because of the similarity of the magnetic and electric 
field distributions a current flowing on the inner helix will induce a simi­
larly attenuated current, of amplitude 

e-{3(b-a) 

on the outer helix. The direction of the induced current will depend on 
whether the helices are wound in the same sense or not, and it turns out 
(as one can verify by reference to the low-frequency case of coaxial 
coupled coils) that the series mutual impedance coupling factor is nega­
tive when the helices are oppositely wound. 

In order to obtain the greatest possible coupling between concentric 
helices, both coupling factors should have the same sign. This then re­
quires that the helices should be wound in opposite directions, as has 
been pointed out by Pierce. 

When the distance between the two helices goes to zero, that is to say, 
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if they lie in the same surface, it is clear that both coupling factors b and x 
will go to unity. 

As pointed out earlier in Section 2.3, the choice of sign for b is arbi­
trary. However, once a sign for b has been chosen, the sign of x is neces­
sarily the opposite when the helices are wound in the same direction, and 
vice versa. We shall choose, therefore, 

b = +e-f3 (b-a) 

(2.6.1) 

the sign of the latter depending on whether the helices are wound in the 
same direction or not. 

In the case ~f unequal velocities, {3, the propagation constant, would 
be given by 

{3=~ (2.6.2) 

2.7 Strength of Coupling versus Frequency 

The exponential variation of coupling factors with respect to frequency 
(since (3 = w/v) has an important consequence. Consider the expression 
for the coupling phase constant 

{3c = (3(b + x) (2.3.8) 

or 

(2.7.1) 

The coupling wavelength, which is defined as 

(2.7.2) 

is, the ref ore, 

A = ~ ef3 (b-a) 
c {3 

or 

(2.7.3) 

where A is the (slowed-down) RF wavelength on either helix. It is con­
venient to multiply both sides of (2.7.1) with a, the inner helix radius, 
in order to obtain a dimensionless relation between {3c and (3: 

(2.7.4) 

This relation is plotted on Fig. 2.2 for several values of b/a. 
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Fig. 2.2 - Coupling phase-constant plotted as a function of the single helix 
phase-constant for synchronous helices for several values of b/a. These curves 
are based on simple estimates made in Section 2.7. 

There are two opposing tendencies determining the actual physical 
length of a coupling beat-wavelength: 

1) It tends to grow with the RF wavelength, being proportional to it 
in the first instance; 

2) Because of the tighter coupling possible as the RF wavelength 
increases in relation to the helix-to-helix distance, the coupling beat­
wavelength tends to shrink. 

Therefore, there is a region where these tendencies cancel each other, 
and where one would expect to find little change of the coupling beat­
wavelength for a considerable change of RF frequency. In other words, 
the "bandwidth" over which the beat-wavelength stays nearly constant 
can be large. 

This is a situation naturally very desirable and favorable for any 
device in which we rely on power transfer from one helix to the other by 
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means of a length of overlap between them an integral number of half 
beat-wavelengths long. Obviously, one will design the helices in such a 
way as to take advantage of this situation. 

Optimum conditions are easily obtained by differentiating {3c with 
respect to {3 and setting a{3c/a{3 equal to zero .. This gives for the optimum 
conditions 

or 

1 
{3opt = -b-­

-a 

2e-1 
-I 

{3c opt = -b -- = 2e {3opt 
-a 

(2.7.5) 

(2.7.6) 

Equation (2.7.5), then, determines the ratio of the helix radii if it is re­
quired that deviations from a chosen operating frequency shall have 
least effect. 

2.8 Field Solutions 

In treating the problem of coaxial coupled helices from the transmis­
sion line point of view one important fact has not been considered, 
namely, the dispersive character of the phase constants of the separate 
helices, {31 and {32 • By dispersion we mean change of phase velocity with 
frequency. If the dispersion of the inner and outer helices were the same 
it would be of little consequence. It is well known, however, that the 
dispersion of a helical transmission line is a function of the ratio of helix 
radius to wavelength, and thus becomes a parameter to be considered. 
When the theory of wave propagation on a helix was solved by means of 
Maxwell's equations subject to the boundary condition of a helically 
conducting cylindrical sheath, the phenomenon of dispersion first made 
its appearance. It is clear, therefore, that a more complete theory of 

Fig. 2.3 - Sheath helix arrangement on which the field equations are based. 
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coupled helices will require similar treatment, namely, Maxwell's equa­
tions solved now with the boundary conditions of two cylindrical heli­
cally conducting sheaths. As shown on Fig. 2.3, the inner helix is specified 
by its radius a and the angle 1/;1 made by the direction of conductivity 
with a plane perpendicular to the axis; and the outer helix by its radius 
b (not to be confused with the mutual coupling coefficient b) and its 
corresponding pitch angle 1/;2 . We note here that oppositely wound helices 
require opposite signs for the angles 1/;1 and 1/;2 ; and, further, that helices 
with equal phase velocities will have pitch angles of about the same 
absolute magnitude. 

The method of solving Maxwell's equations subject to the above men­
tioned boundary conditions is given in Appendix 1. We restrict our­
selves here to giving some of the results in graphical form. 

The most universally used parameter in traveling-wave tube design is 
a combination of parameters: 

{3oa cot 1/;1 

where {3o = 27r jAo , Ao being the free-space wavelength, a the radius of 
the inner helix, and 1/;1 the pitch angle of the inner helix. The inner helix 
is chosen here in preference to the outer helix because, in practice, it will 
be part of a traveling-wave tube, that is to say, inside the tube envelope. 
Thus, it is not only less accessible and changeable, but determines the 
important aspects of a traveling-wave tube, such as gain, power output, 
and efficiency. 

The theory gives solutions in terms of radial propagation constants 
which we shall denote 'Yt and 'Yt (by analogy with the transverse and 
longitudinal modes of the transmission line theory). These propagation 
constants are related to the axial propagation constants {3t and {3t by 

'Yn = vi {3n2 - {302 

Of course, in transmission line theory there is no such thing as a radial 
propagation constant. The propagation constant derived there and de­
noted r corresponds here to the axial propagation constant j{3. By 
analogy with (2.4.5) the beat phase constant should be written 

{3b = {3t - {3t 

However, in practice {3o is usually much smaller than {3 and we can there­
fore write with little error 

{3b = 'Yt - 'Y t 

for the beat phase constant. For practical purposes it is convenient to 
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normalize in terms of the inner helix radius, a: 

/3ba = "Ita - "I fa 

This has been plotted as a function of /30 a cot ,p1 in Fig. 2.4, which 
should be compared with Fig. 2.2. It will be seen that there is considerahle 
agreement between the results of the two methods. 

2.9 Bifilar Helix 

The failure of the transmission line theory to take into account dis­
persion is well illustrated in the case of the bifilar helix. Here we have 
two identical helices wound in the same sense, and at the same radius. 
If the two wires are fed in phase we have the normal mode characterized 
by the sheath helix model whose propagation constant is the familiar 
Curve A of Fig. 2.5. If the two wires of the helix are fed out of phase ,ve 
have the bifilar mode; and, since that is a two wire transmission system, 
we shall have a TEM mode which, in the absence of dielectric, propa­
gates along the wire with the velocity of light. Hence, the propagation 
constant for this mode is simply /3oa cot,p and gives rise to the horizontal 
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line of Curve B in Fig. 2.5. Again the coupling phase constant!3c is given 
by the difference of the individual phase constants: 

(2.9.1) 

which is plotted in Fig. 2.6. Now note that when !3o « 'Y this equation is 
accurate, for it represents a solution of the field equations for the helix. 

From the simple unsophisticated transmission line point of view no 
coupling between the two helices would, of course, have been expected, 
since the two helices are identical in every way and their mutual capacity 
and inductance should then be equal and opposite. 

Experiments confirm the essential correctness of (2.9.1). In one experi­
ment, which was performed to measure the coupling wavelength for the 
bifilar helices, we used helices with a cot 1/; = 3.49 and a radius of 0.036 
cm which gave a value, at 3,000 mc, of !3oa cot 1/; = 0.51. In these experi­
ments the coupling length, L, defined by 

L 
(!3oa cot 1/; - 'Ya) - = 7r 

a 

was measured to be 15.7 a as compared to a value of 13 .. 5a from Fig. 2.6. 
At 4,000 mc the measured coupling length was 14.6a as compared to 
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12.Ga computed from Fig. 2.6, thus confirming the theoretical prediction 
rather well. The slight increase in coupling length is attributable to the 
dielectric loading of the helices which were supported in quartz tubing. 
The dielectric tends to decrease the dispersion and hence reduce (3c . This 
is discussed further in the next section. 

2.10 EjJ ect of Dielectric ]II aterial between H dices 

In many cases which are of interest in practice there is dielectric ma­
terial between the helices. In particular when coupled helices are used 
with traveling-wave tubes, the tube envelope, which may be of glass, 
quartz, or ceramic, all but fills the space between the two helices. 

It is therefore of interest to know whether such dielectric makes any 
difference to the estimates at which we arrived earlier. We should not be 
surprised to find the coupling strengthened by the presence of the di­
electric, because it is known that dielectrics tend to rob RF fields from 
the surrounding space, leading to an increase in the energy flow through 
the dielectric. On the other hand, the dielectric tends to bind the fields 
closer to the conducting medium. To find a qualitative answer to this 
question we have calculated the relative coupling phase constants for 
two sheath helices of infinite radius separated by a distance "d" for 1) 
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the case with dielectric between them having a relative dielectric con­
stant €' = 4, and 2) the case of no dielectric. The pitch angles of the two 
helices were I/; and -I/;, respectively; i.e., the helices were assumed to be 
synchronous, and wound in the opposite sense. 

Fig. 2.7 shows a plot of the ratio of f3CE/f3E to f3c/f3 versus f30 (d/2) cotl/;, 
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where (3CE is the coupling phase-constant in the presence of dielectric, 
(3E is the phase-constant of each helix alone in the presence of the same 
dielectric, (3c is the coupling phase-constant with no dielectric, and (3 is 
the phase constant of each helix in free space. In many cases of interest 
(30(d/2) cot if; is greater than 1.2. Then 

(3eE/ (3E = [3c l 

+ IJ e-ev2E '+2-2),so (d/2) cot '" 

f3c/ f3 2c' + 2 
(2.10.1) 

Appearing in the same figure is a similar plot for the case when there is a 
conducting shield inside the inner helix and outside the outer, and 
separated a distance, "s," from the helices. Note that 

d := b - a. 

It appears from these calculations that the effect of the presence of 
dielectric between the helices depends largely on the parameter (30 (d/2) 
cot l/I. For values of this parameter larger than 0.3 the coupling wave­
length tends to increase in terms of circuit wavelength. For values smaller 
than 0.3 the opposite tends to happen. Note that the curve representing 
(2.10.1) is a fair approximation dmyn to (30(d/2) cot l/I = 0.6 to the curve 
representing the exact solution of the field equations . .T. "'V. Sullivan, in 
unpublished work, has drawn similar conclusions. 
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2.11 The Conditions for kI aximurn Power Transfer 

The transmission line theory has led us to expect that the most efficient 
power transfer will take place if the phase velocities on the two helices, 
prior to coupling, are the same. Again, this would be true were it not for 
the dispersion of the helices. To evaluate this effect we have used the 
field equation to determine the parameter of the coupled helices which 
gives maximum power transfer. To do this we searched for combinations 
of parameters which give an equal current flow in the helix sheath for 
either the longitudinal mode or the transverse mode. This was suggested 
by L. Stark, who reasoned that if the currents were equal for the indi­
vidual modes the beat phenomenon would give points of zero RF current 
on the helix. 

The values of cot 1/;z/ cot 1/;1 which are required to produce this condi­
tion are plotted in Fig. 2.8 for various values of b/ a. Also there are shown 
values of cot 1/;2/ cot 1/;1 required to give equal axial velocities for the helices 
before they are coupled. It can be seen that the uncoupled velocity of the 
inner helix must be slightly slower than that of the outer. 

A word of caution is necessary for these curves have been plotted 
without considering the. effects of dielectric loading, and this can have a 
rather marked effect on the parameters which we have been discussing. 
The significant point brought out by this calculation is that the optimum 
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condition for coupling is not necessarily associated with equal velocities 
on the uncoupled helices. 

2.12 1\lode Impedance 

Before leaving the general theory of coupled helices something should 
be said regarding the impedance their modes present to an electron beam 
traveling either along their axis or through the annular space between 
them. The field solutions for cross wound, coaxially coupled helices, 
which are given in Appendix I, have been used to compute the imped­
ances of the transverse and longitudinal modes. The impedance, K, is 
defined, as usual, in terms of the longitudinal field on the axis and the 
power flow along the system. 
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In Fig. 2.9, F('Ya), for various ratios of inner to outer radius, is plotted 
for both the transverse and longitudinal modes together with the value 
of F('Ya) for the single helix (b/a = co). We see that the longitudinal 
mode has a higher impedance with cross wound coupled helices than 
does a single helix. vVe call attention here to the fact that this is the 
same phenomenon which is encountered in the contrawound helix6

, where 
the structure consists of two oppositely wound helices of the same radius. 

As defined here, the transverse mode has a lower impedance than the 
single helix. This, however, is not the most significant comparison; for 
it is the transverse field midway between helices which is of interest in 
the transverse mode. The factor relating the impedance in terms of the 
transverse field between helices to the longitudinal field on the axis is 
E/(r)/Ez

2(0), where r is the radius at which the longitudinal component 
of the electric field E z , is zero for the transverse mode. This factor, 
plotted in Fig. 2.10 as a function of {3oa cot 1/;r , shows that the impedance 
in terms of the transverse field at r is interestingly high. 
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Fig. 2.8 - The values of cot 1/;2/Cot 1/;1 required for complete power transfer 
plotted as a function of {3oa cot 1/;1 for several values of b/a. For comparison, the 
value of cot 1/;2/Cot 1/;1 required for equal velocities on inner and outer helices is also 
shown. 
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Fig. 2.9 - Impedance parameter, F('Ya), associated with both transverse and 
longitudinal modes shown for several values of b/a. Also shown is F('Ya) for a 
single helix. 

It is also of interest to consider the impedance of the longitudinal. 
mode in terms of the longitudinal field between the two helices. The 
factor, E z

2 (f)/Ez
2 (0) , relating this to the axial impedance is plotted in 

Fig. 2.11. We see that rather high impedances can also be obtained with 
the longitudinal field midway between helices. This, in conjunction with 
a hollow electron beam, should provide efficient amplification.7 

3. APPLICATION OF COUPLED HELICES 

When we come to describe devices which make use of coupled helices 
we find that they fall, quite naturally, into two separate classes. One 
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class contains those devices which depend on the presence of only one of 
the two normal modes of propagation. The other class of devices depends 
on the simultaneous presence, in roughly equal amounts, of both normal 
modes of propagation, and is, in general, characterized by the words 
"spatial beating." Since spatial beating implies energy surging to and 
fro between inner and outer helix, there is no special problem in exciting 
both modes simultaneously. Power fed exclusively to one or the other 
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helix will inevitably excite both modes equally. When it is desired to 
excite one mode exclusively a more difficult problem has to be solved. 
Therefore, in section 3.1 we shall first discuss methods of exciting one 
mode only before going on to discuss in sections 3.2 and 3.3 devices 
using one mode only. 

In section 3.4 we shall discuss devices depending on the simultaneous 
presence of both modes. 

3.1 Excitation of Pure Modes 

3.1.1 Direct Excitation 

In order to set up one or the other normal mode on coupled helices, 
voltages with specific phase and amplitudes (or corresponding currents) 
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have to be supplied to each helix at the input end. A natural way of doing 
this might be by means of a two-conductor balanced transmission line 
(Lecher-line), one conductor being connected to the inner helix, the other 
to the outer helix. Such an arrangement would cause something like the 
transverse (+ -) mode to be set up on the helices. If the two con­
ductors and the balanced line can be shielded from each other starting 
some distance from the helices then it is, in principle, possible to intro­
duce arbitrary amounts of extra delay into one of the conductors. A delay 
of one half period would then cause the longitudinal (+ +) mode to be 
set up in the helices. Clearly such a coupling scheme would not be 
broad-band since a frequency-independent delay of one half period is not 
realizable. 

Other objections to both of these schemes are: Balanced lines are not 
generally used at microwave frequencies; it is difficult to bring leads 
through the envelope of a TWT without causing reflection of RF energy 
and without unduly encumbering the mechanical design of the tube plus 
circuits; both schemes are necessarily inexact because helices having 
different radii will, in general, require different voltages at either input 
in order to be excited in a pure mode. 

Thus the practicability, and success, of any general scheme based on 
the existence of a pure transverse or a pure longitudinal mode on coupled 
helices will depend to a large extent on whether elegant coupling means 
are available. Such means are indeed in existence as will be shown in the 
next sections. 

3.1.2 Tapered Coupler 

A less direct but more elegant means of coupling an external circuit 
to either normal mode of a double helix arrangement is by the use of the 
so-called "tapered" coupler.8

, 9, 10 By appropriately tapering the relative 
propagation velocities of the inner and outer helices, outside the inter­
action region, one can excite either normal mode by coupling to one 
helix only. 

The principle of this coupler is based on the fact that any two coupled 
transmission lines support two, and only two, normal modes, regardless 
of their relative phase velocities. These normal modes are characterized 
by unequal wave amplitudes on the two lines if the phase velocities are 
not equal. Indeed the greater the phase velocity difference and/or 
the smaller the coupling coefficient between the lines, the more their 
wave amplitudes diverge. Furthermore, the wave amplitude on the line 
with the slower phase velocity is greater for the out-of-phase or trans­
verse normal mode, and the wave amplitude on the faster line is greater 
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for the longitudinal normal mode. As the ratio of phase constant to 
coupling constant approaches infinity, the ratio of the wave amplitudes 
on the two lines does also. Finally, if the phase velocities of, or coupling 
between, two coupled helices are changed gradually along their length 
the normal modes existing on the pair roughly maintain their identity 
even though they change their character. Thus, by properly tapering the 
phase velocities and coupling strcngth of any two coupled helices one 
can cause the two normal modes to become two separate waves, one 
existing on each helix. 

For instance, if one desires to extract a signal propagating in the in­
phase, or longitudinal, normal mode from two concentric helices of equal 
phase velocity, one might gradually increase the pitch of the outer helix 
and decrease that of theinner, and at the same time increase the diameter 
of the outer helix to decrease the coupling, until the longitudinal mode 
exists as a wave on the outer helix only. At such a point the outer helix 
may be connected to a coaxial line and the signal brought out. 

This kind of coupler has the advantage of being frequency insensitive; 
and, perhaps, operable over bandwidths upwards of two octaves. It 
has the disadvantage of being electrically, and sometimes physically, 
quite long. 

3.1.3 Stepped Coupler 

There is yet a third way to excite only one normal mode on a double 
helix. This scheme consists of a short length at each end of the outer helix, 
for instance, which has a pitch slightly different from' the rest. This 
has been called a "stepped" coupler. 

The principle of the stepped coupler is this: If two coupled transmis­
sion lines have unlike phase velocities then a wave initiated in one line 
can never be completely transferred to the other, as has been shown in 
Section 2.4. The greater the velocity difference the less will be the maxi­
mum transfer. One can choose a velocity difference such that the maxi­
mum power transfer is just one half the initial power. It is a characteristic 
of incomplete power transfer that at the point where the maximum trans­
fer occurs the waves on the two lines are exactly either in-phase or out-of­
phase, depending on which helix was initially excited. Thus, the condi­
tions for a normal mode on two equal-velocity helices can be produced 
at the maximum transfer point of two unlike velocity helices by initiating 
a wave on only one of them. If at that point the helix pitches are changed 
to give equal phase velocities in both helices, ·with equal current or volt­
age amplitude on both helices, either one or the other of the two normal 
modes will be propagated on the two helices from there on. Although the 
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pitch and length of such a stepped coupler are rather critical, the re­
quirements are indicated in the equations in Section 2.4. 

The useful bandwidth of the stepped coupler is not as great as that 
of the tapered variety, but may be as much as an octave. It has however 
the advantage of being very much shorter and simpler than the tapered 
coupler. 

3.2 Low-Noise Transverse-Field Amplifier 

One application of coupled helices which has been suggested from the 
very beginning is for a transverse field amplifier with low noise factor. 
In such an amplifier the RF structure is required to produce a field which 
is purely transverse at the position of the beam. For the transverse mode 
there is always such a cylindrical surface where the longitudinal field is 
zero and this can be obtained from the field equation of Appendix II. 
In Fig. 3.1 we have plotted the value of the radius if at which the longi­
tudinal field is zero for various parameters. The significant feature of 
this plot is that the radius which specifies zero longitudinal field is not 
constant with frequency. At frequencies away from the design frequency 
the electron beam will be in a position where interaction with longitudinal 
components might become important and thus shotnoise power will be 
introduced into the circuit. Thus the bandwidth of the amplifier over 
which it has a good noise factor would tend to be limited. However, this 
effect can be reduced by using the smallest practicable value of bfa. 

Section 2.12 indicates that the impedance of the transverse mode is 
very high, and thus this structure should be well suited for transverse 
field amplifiers. 

3.3 Dispersive Traveling-lVave Tube 

Large" bandwidth is not always essential in microwave amplifiers. In 
particular, the enormous bandwidth over which the traveling-wave tube 
is potentially capable of amplifying has so far found little application, 
while relatively narrow bandwidths (although quite wide by previous 
standards) are of immediate interest. Such a relatively narrow band, if 
it is an inherent electronic property of the tube, makes matching the 
tube to the external circuits easier. It may permit, for instance, the use 
of non-reciprocal attenuation by means of ferrites in the ferromagnetic 
resonance region. It obviates filters designed to deliberately reduce the 
band in certain applications. Last, but not least, it offers the possibility 
of trading bandwidth for gain and efficiency. 

A very simple method of making a traveling-wave tube narrow-band 
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excited coupled coaxial helices. 

is by using a dispersive circuit, (i.e. one in which the phase velocity varies 
significantly with frequency). Thus, we obtain an amplifier that can be 
tuned by varying the beam voltage; being dispersive we should also 
expect a low group velocity and therefore higher circuit impedance. 

Calculations of the phase velocities of the normal modes of coupled 
concentric helices presented in the appendix show that the fast, longitu­
dinal or (+ +) mode is highly dispersive. Given the geometry of two 
such coupled helices and the relevant data on an electron beam, namely 
current, voltage and beam radius, it is possible to arrive at an estimate 
of the dependence of gain on frequency. 

Experiments with such a tube showed a bandwidth 3.8 times larger 
than the simple estimate would show. This we ascribe to the presence 
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of the dielectric between the helices in the actual tube, and to the neglect 
of power propagated in the form of spatial harmonics. 

Nevertheless, the tube operated satisfactorily with distributed non­
reciprocal ferrite attenuation along the whole helix and gave, at the 
center frequency of 4,500 mc/s more than 40 db stable gain. 

The gain fell to zero at 3,950 mc/s at one end of the band and at 
4,980 mc/s at the other. The forward loss was 12 db. The backward 
loss was of the order of 50 db at the maximum gain frequency. 

3.4 Devices Using Both JJ10des 

In this section we shall discuss applications of the coupled-helix princi­
ple which depend for their function on the simultaneous presence of both 
the transverse and the longitudinal modes. When present in substantially 
equal magnitude a spatial beat-phenomenon takes place, that is, RF 
power transfers back and forth between inner and outer helix. 

Thus, there are points, periodic with distance along each helix, where 
there is substantially no current or voltage; at these points a helix can be 
terminated, cut-off, or connected to external circuits without detriment. 

The main object, then, of all devices discussed in this section is power 
transfer from one helix to the other; and, as will be seen, this can be ac­
complished in a remarkably efficient, elegant, and broad-band manner. 

3.4.1 Coupled-Helix Transducer 

It is, by now, a well known fact that a good match can be obtained 
between a coaxial line and a helix of proportions such as used in TWT's. A 
wire helix in free space has an effective impedance of the order of 100 
ohms. A conducting shield near the helix, however, tends to reduce the 
helix impedance, and a value of 70 or even 50 ohms is easily attained. 
Provided that the transition region between ~he coaxial line and the 
helix does not present too abrupt a change in geometry or impedance, 
relatively good transitions, operable over bandwidths of several octaves, 
can be made, and are used in practice to feed into and out of tubes em­
ploying helices such as TWT's and backward-wave oscillators. 

One particularly awkward point remains, namely, the necessity to lead 
the coaxial line through the tube envelope. This is a complIcation in 
manufacture and requires careful positioning and dimensioning of the 
helix and other tube parts .. 

Coupled helices offer an opportunity to overcome this difficulty in the 
form of the so-called coupled-helix transducer, a sketch of which is 
shown in Fig. 3.2. As has been shown in Section 2.3, with helices having 
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the same velocity an overlap of one half of a beat wavelength will result 
in a 100 per cent power transfer from one helix to the other. A signal in­
troduced into the outer helix at point A by means of the coaxial line will 
be all on the inner helix at point B, nothing remaining on the outer helix. 
At that point the outer helix can be discontinued, or cut off; since there 
is no power there, the seemingly violent discontinuity represented by the 
'open" end of the helix will cause no reflection of power. In practice, un­
fortunately, there are always imperfections to consider, and there will 
often be some power left at the end of the coupler helix. Thus, it is de­
sirable to terminate the i>uter helix at this point non-reflectively, as, for 
instance, by a resistive elEment of the right value, or by connecting to it 
another matched coaxial line which in turn is then non-reflectively ter­
minated. 

It will be seen, therefore, that the coupled-helix transducer can, in 
principle, be made into an efficient device for coupling RF energy from 
a coaxial line to a helix contained in a dielectric envelope such as a giass 
tube. The inner helix will be energized predominantly in one direction, 
namely, the one away from the input connection. Conversely, energy 
traveling initially in the inner helix will be transferred to the outer, and 
made available as output in the respective coaxial line. Such a coupled­
helix transducer can be moved along the tube, if required. As long as the 
outer helix completely overlaps the inner, operation as described above 
should be assured. By this means a new flexibility in design, operation 
and adjustment of traveling-wave tubes is obtained which could not be 
achieved by any other known form of traveling-wave tube transducer. 

Naturally, the applications of the coupled-helix transducer are not 
restricted to TWT's only, nor to 100 per cent power transfer. To obtain 

Fig. 3.2 - A simple coupled helix transducer. 
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power transfer of proportions other than 100 per cent two possibilities 
are open: either one can reduce the length of the synchronous coupling 
helix appropriately, or one can deliberately make the helices non-syn­
chronous. In the latter casc, a considerablc measure of broad-banding 
can be obtained by making the length of overlap again equal to one half 
of a beat-wavelength, while the fraction of power transferred is deter­
mined by the difference of the helix velocities according to 2.4.7. An 
application of the principle of the coupled-helix transducer to a variable 
delay line has been described by L. StarkI2 in an unpublished memo­
randum. 

Turning again to the complete power transfer case, we may ask: 
How broad is such a coupler? 

In Section 2.7 we have discussed how the radial falling-off of the RF 
energy near a helix can be used to broad-band coupled-helix devices 
which depend on relative constancy of beat-wavelength as frequency 
is varied. On the assumption that there exists a perfect broad-band match 
between a coaxial line and a helix, one can calculate the performance of 
a coupled-helix transducer of the type shown in Fig. 3.2. 

Let us define a center frequency w, at which the outer helix is exactly 
one half beat-wavelength, A.b, long. If w is the frequency of minimum 
beat wavelength then at frequencies WI and W2, larger and smaller, 
respectively, than w, the outer helix will be a fraction 0 shorter than 
YzA.b, (Section 2.7). Let a voltage amplitude, V2, exist at the point where 
the outer helix is joined to the coaxial line. Then the magnitude of the 
voltage at the other end of the outer helix will be I V 2 • sin (7ro/2) I which 
means that the power has not been completely transferred to the inner 
helix. Let us assume complete reflection at this end of the outer helix. 
Then all but a fraction of the reflected power will be transferred to the 
inner helix in a reverse direction. Thus, we have a first estimate for the 
"directivity" defined as the ratio of forward to backward power (in db) 
introduced into the inner helix: 

D = 110 log sin 
2 

( ~) 1 (3.4.1.1) 

We have assumed a perfect match between coaxial line and outer helix; 
thus the power reflected back into the coaxial line is proportional to 
sin4(7ro/2). Thus the reflectivity defined as the ratio of reflected to 
incident power is given in db by 

R = 10 log sin' (1) (3.4.1.2) 
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For the sake of definiteness, let us choose actual figures: let f3a = 2.0. 
and b/a = 1.5. And let us, arbitrarily, demand that R always be less than 
-20 db. 

This gives sin (-Tro/2) < 0.316 and 7ro/2 < 18.42° or 0.294 radians, 
o < 0.205. With the optimum value of f3ca = 1.47, this gives the mini­
mum permissible value of f3ca of 1.47/(1 + 0.205) = 1.22. From the 
graph on Fig. 2.2 this corresponds to values of f3a of 1.00 and 3.50. 
Therefore, the reflected power is down 20 db over a frequency range of 
W2/Wl = 3.5 to one. Over the same range, the directivity is better than 
10 to one. Suppose a directivity of better than 20 db were required. 
This requires sin (7ro/2) = 0.10, 0 = 0.0638 and is obtained over a fre­
quency range of approximately two to one. Over the same range, the 
reflected power would be down by 40 db. 

In the above example the full bandwidth possibilities have not been 
used since the coupler has been assumed to have optimum length when 
f3ca is maximum. If the coupler is made longer so that when f3ca is maxi­
mum it is electrically short of optimum to the extent permissible by 
the quality requirements, then the minimum allowable f3ca becomes even 
smaller. Thus, for b/a = 1.5 and directivity 20 db or greater the rea­
lizable bandwidth is nearly three to one. 

When the coupling helix is non-reflectively terminated at both ends, 
either by means of two coaxial lines or a coaxial line at one end and a 
resistive element at the other, the directivity is, ideally, infinite, irrespec­
tive of frequency; and, similarly, there will be no reflections. The power 
transfer to the inner helix is simply proportional to cos2 (7ro/2). Thus, 
under the conditions chosen for the example given above, the coupled­
helix transducer can approach the ideal transducer over a considerable 
range of frequencies. 

So far, we have inspected the performance and bandwith of the 
coupled-helix transducer from the most optimistic theoretical point of 
view. Although a more realistic approach does not change the essence 
of our conclusions, it does modify them. For instance, we have neglected 
dispersion on the helices. Dispersion tends to reduce the maximum at­
tainable bandwidth as can be seen if Fig. 2.4.2 rather than Fig. 2.2 is 
used in the example cited above. The dielectric that exists in the annular 
region between coupled concentric helices in most practical couplers 
may also affect the bandwidth. 

In practice, the performance of coupled-helix transducers has been 
short of the ideal. In the first place, the match from a coaxial line to a 
helix is not perfect. Secondly, a not inappreciable fraction of the RF 
power on a real wire helix is propagated in the form of spatial harmonic 
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Fig. 3.3 - The return loss and directivity of an experimental 100 per cent 
coupled-helix transducer. 

wave components which have variations with angle around the helix­
axis, and coupling between such components on two helices wound in 
opposite directions must be small. Finally, there are the inevitable me­
chanical inaccuracies and misalignments. 

Fig. 3.3 shows the results of measurements on a coupled-helix trans­
ducer with no termination at the far end. 

3.4.2 Coupled-Helix Attenuator 

In most TWT's the need arises for a region of heavy attenuation 
somewhere between input and output; this serves to isolate input and 
output, and prevents oscillations due to feedback along the circuit. Be­
cause of the large bandwidth over which most TvVT's are inherently 
capable of amplifying, substantial attenuation, say at least 60 db, is 
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required over a bandwidth of maybe 2 octaves, or even more. Further­
more, such attenuation should present a very good match to a wave on 
the helix, particularly to a ,vave traveling backwards from the output 
of the tube since such a wave will be amplified by the output section of 
the ·tube. • 

Another requirement is that the attenuator should be physically as 
short as possible so as not to increase the length of the tube unneces­
sarily. 

Finally, such attenuation might, with advantage, be made movable 
during the operation of the tube in order to obtain optimum performance, 
perhaps in respect of power output, or linearity, or some other aspect. 

Coupled-helix attenuators promise to perform these functions satis­
factorily. 

A length of outer helix (synchronous with the inner helix) one half of a 
beat wavelength long, terminated at either end non-reflectively, forms a 
very simple, short, and elegant solution of the coupled-helix attenuator 
problem. A notable weakness of this form of attenuator is its relatively 
narrow bandwidth. Proceeding, as before, on the assumption that the 
attenuator is a fraction 0 larger or smaller than half a beat wavelength 
at frequencies WI and W2 on either side of the center frequency w, we find 
that the fraction of power transferred from the inner helix to the attenu­
ator is then given by (1 - sin2 (1ro/2)). The attenuation is thus simply 

A . 2 (1rO) = sm "2 

For helices of the same proportions as used before in Section 3.4.1, we 
find that this will give an attenuation of at least 20 db over a frequency 
band of two to one. At the center frequency, Wo , the attenuation is in­
finite; - in theory. 

Thus to get higher attenuation, it would be necessary to arrange for a 
sufficient number of such attenuators in tandem along the TWT. More­
over, by properly staggering their lengths within certain ranges a wider 
attenuation band may be achieved. The success of such a scheme largely 
depends on the ability to terminate the helix ends non-reflectively. Con­
siderable work has been done in this direction, but complete success is 
not yet in sight. 

Another basically different scheme for a coupled-helix attenuator rests 
on the use of distributed attenuation along the coupling helix. The diffi­
culty with any such scheme lies in the fact that 'Unequal attenuation in 
the two coupled helices reduces the coupling between them and the mor~ 
they differ in respect to attenuation, the less the coupling. Naturally, one 
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would wish to have as little attenuation as practicable associated with 
the inner helix (inside the T\VT). This requires the attenuating element 
to be associated with the outer helix. IHillel has shown that the maxi­
mum total power reduction in coupled transmission systems is ohtained 
when 

where £Xl and £X2 are the attenuation constants in the respective systems, 
and {3b the beat phase constant. If the inner helix is assumed to be loss­
less, the attenuation constant of the outer helix has to be effectively equal 
to the beat wave phase constant. It turns out that 60 db of attenuation 
requires about 3 beat wavelengths (in practice 10 to 20 helix wave­
lengths). The total length of a typical TWT is only 3 or 4 times that, 
and it will be seen, therefore, that this scheme may not be practical as 
the only means of providing loss. 

Experiments carried out with outer helices of various resistivities and 
thicknesses by K. M. Poole (then at the Clarendon Laboratory, Oxford, 
England) tend to confirm· this conclusion. P. D. Lacyll has described a 
coupled helix attenuator which uses a multifilar helix of resistance 
material together with a resistive sheath between the helices. 

Experiments were performed at Bell Telephone Laboratories with a 
TWT using a resistive sheath (graphite on paper) placed between the 
outer helix and the quartz tube enclosing the inner helix. The attenua­
tions were found to be somewhat less than estimated theoretically. The 
attenuator helix was movable in the axial direction and it was instructive 
to observe the influence of attenuator position on the power output from 
the tube, particularly at the highest attainable power level. As one might 
expect, as the power level is raised, the attenuator has to be moved nearer 
to the input end of the tube in order to obtain maximum gain and power 
output. In the limit, the attenuator helix has to be placed right close to 
the input end, a position which does not coincide with that for maximum 
low-level signal gain. Thus, the potential usefulness of the feature of 
mobility of coupled-helix elements has been demonstrated. 

4. CONCLUSION 

In this paper we have made an attempt to develop and collect together 
a considerable body of information, partly in the form of equations, 
partly in the form of graphs, which should be of some help to workers 
in the field of microwave tubes and devices. Because of the crudity of the 
assumptions, precise agreement between theory and experiment has not 
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been attained nor can it be expected. Nevertheless, the kind of physical 
phenomena occurring with coupled helices are, at least, qualitatively 
described here and should permit one to develop and construct various 
types of devices with fair chance of success. 
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ApPENDIX I 

I. SOLUTION OF FIELD EQUATIONS 

In this section there is presented the field equations for a transmission 
system consisting of two helices aligned with a common axis. The propa­
gation properties and impedance of such a transmission system are dis­
cussed for various ratios of the outer helix radius to the inner helix radius. 
This system is capable of propagating two modes and as previously 
pointed out one mode is characterized by a longit~dinal field midway 
between the two helices and the other is characterized by a transverse 
field midway between the two helices. 

The model which is to be treated and shown in Fig. 2.3 consists of an 
inner helix of radius a and pitch angle 1/;1 which is coaxial with the outer 
helix of radius b and pitch angle 1/;2. The sheath helix model will be 
treated, wherein it is assumed that helices consist of infinitely thin sheaths 
which allow for current flow only in the direction of the pitch angle 1f. 

The components of the field in the region inside the inner helix, be­
tween the two helices and outside the outer helix can be written as 
follows - inside the inner helix 

HZl = Bdo('Yr) 

EZ2 = Bzlo('Yr) 

H"'2 = j We B2I 1('Y r ) 

'Y 

'(3 
Hrl = L Bdl('Yr) 

'Y 

(1) 

(2) 

(3) 

(4) 

(5) 

(6) 
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and between the two helices 

HZ3 = B3I o('Yr) + B 4[{o('Yr) 

Ezr. = B5I o( 'Yr) + B 6[{o( 'Yr) 

and outside the outer helix 

Hl!y = B 7[{o( 'Yr) 

Ezs = Bs[{o('Yr) 

H'PS = - j We BS[{l('Yr) 
'Y 

- j{3 
Hr7 = -- B 7K 1('Yr) 

'Y 

E'P7 = j wJ.L B 7[{1('Yr) 
'Y 

- j{3 
Ers = -- BsKl('Yr) 

'Y 
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(7) 

(8) 

(9) 

(10) 

(11) 

(12) 

(13) 

(14) 

(15) 

(16) 

(17) 

(18) 

vVith the sheath helix model of current flow only in the direction of wires 
we can specify the usual boundary conditions that at the inner and outer 
helix radius the tangential electric field must be continuous and per­
pendicular to the wires, whereas the tangential component of magnetic 
field parallel to the current flow must be continuous. These can be written 
as 

(19) 

Ez , E'P and (Hz sin l/I + H'P cos l/I) be equal on either side of the helix. 
By applying these conditions to the two helices the following equations 

are obtained for the various coefficients. 
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First, we will define a more simple set of parameters. We will denote 

and 10(-yb) by 102 , etc. 

Further let us use the notation introduced by Humphrey, Kite 'and 
Jamesll in his treatment of coaxial helices. 

POI == 1 011(01 

Pu == 1u1(u 

P 02 == 1 021(02 

P 12 == 1 121(12 

Ro == lotli 02 

R1 == 1u1i12 

and define a common factor (C.F.) by the equation 

(20) 

C F = _ [((3oa cot 1/;2)2 P P _ ((3oa cot 1/;1)2 cot 1/;2 R R 
. . ()2 01 02 ()2 t .f, 1 0 -ya -ya co ~1 

(21) 

+ Ro' _. POI POI] 

With all of this ,ye can now write for the coefficients of equations 1 
through 18: 

B1 '~ -ya 1m (22) 
B2 -J ~ {3oa cot 1/;1 102 

Ba _; 1£ poa cot "'. IrnJ(., [(Poll cot ",.)' R. _ cot "', RoJ (23) 
B2 JL "fa C.F. (-ya)2 cot 1/;1 

B4 'Ve poa cot ",. 10.111 [(Poll cot ",,)' p p ] (24) B2 = -J - -- 12 - 02 
JL "fa C.F. ("fa)2 

B5 _ Ro [Ro _ (poa cot ",.)' cot "'2 R. ] (25) B2 = C.F. (-ya2) cot 1/;1 

B6 1m' [(Poll cot ",,)' P P ] (26) B2 = - C.F. ("fa)2 12 - 02 

B7 ' I" Poll cot >PI 1 I rn [p R cot "'2 PRJ (27) B 2 = J - -- -- 02 1 - -- 12 0 
JL "fa C.F. 1i12 cot 1/;1 

Bs (Poll cot ",.)' cot "', --.!L [P"R. _ cot "'2 P12RoJ (28) B2 = (-ya )2 cot 1/;1 C.F.Ro cot 1/;1 

The last equation necessary for the solution of our field problem is the 
transcendental equation for the propagation constant, "f, which can be 
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written 

(29) _ [p _ ({30 a cot 1/;2)2 P ] [p _ ({3oa cot 1/;1)2 P ] 
- 02 ('Ya)2 12 01 ('Ya)2 11 

The solutions of this equation are plotted in Fig. 4.1. 
There it is seen that there are two values of 'Y, one, 'Yt , denoting the 

slow mode with transverse fields between helices and the other, 'Y t , 

denoting the fast mode with longitudinal fields midway between the two 
helices. 
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Fig. 4.1.1-· The radial propagation constants associated with the transverse 
and longitudinal modes on coupled coaxial sheath helices given as a function of 
{3oa cot ..pi for several values of bja = 1.25. 
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These equations can now be used to compute the power flow as defined 
by 

P = Y2 Re J E X H* dA 

which can be written in the form 

where 

(
K 2 + ({3oa cot 1/;1)2 K 2)(R _ ({3oa cot 1/;1)2 cot 1/;2 R )2 

02 ()2 12 0 ()2 t .f, 1 "fa "fa co 'f'1 

[(~)' (1"1,, - M) + (In' - Iod,,) J 
+ (Ro _ ({3oa cot 1/;1)2 cot 1/;2 R1)2 (P02 _ ({3oa cot 1/;2)2 P12) 

( "fa)2 cot 1/;1 ( "fa)2 

[ (~)' (2I12K;2 + IoJ.(" + 1,,](,,) - (2InKn + IOlK" + I"KOl ) J 
_ [1 2 + ({3oa cot 1/;1)2 1 2J [p _ ({3oa cot 1/;2)2 P J2 

01 ("fa)2 11 02 ("fa)2 12 

[(~)' (K02K" - K 1,') - (KOlK21 - Kn
2
) J 

+ ({3oa cot 1/;1)2 (~)2 [R 2 + ({3oa cot 1/;2)2 I 2K 2J 
("fa)2 K122 R02 a 0 ("fa)2 01 12 

(30) 

(31) 

(32) 

In (32) we find the power in the transverse mode by using values of 
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Fig. 4.1.2 - The radial propagation constants associated with the transverse 
and longitudinal modes on coupled coaxial sheath helices given as a function of 
f30a cot 1/;1 when b/a = 1.50. 

'Yt obtained from (29) and similarly the power in the longitudinal mode is 
found by using values of 'Y t • 

II. FINDING if 

When coaxial helices are used in a transverse field amplifier, only the 
transverse field mode is of interest and it is important that the helix 
parameters be adjusted such that there is no longitudinal field at some 
radius, if, where the cylindrical electron beam will be located. This condi­
tion can be expressed by equating Ez to zero at r = if and from (8) 

(33) 
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which can be written with (25) and (26) as 

(34) 

This equation together with (29) enables one to evaluate f / a versus {3oa 
cot tf;1 for various ratios of b / a and cot tf;z/ cot tf;1 . The results of these 
calculations are shown in Fig. 3.1. 
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Fig. 4.1.3 - The radial propagation constants associated with the transverse 
and longitudinal modes on coupled coaxial sheath helices given as a function of 
f30a cot 1/;1 when b/a = 1.75. 



COUPLED HELICES 175 

5.0 

b 
a=2.0 

4.5 

4.0 

3.5 

3.0 

I'a 
2.5 

2.0 

1.5 

1.0 

0.5 

COT lh _ f IV /~ 
/ 

COT 1/.11 - ~ / 
t--- ---- -0.82 ~ V /' ",' 

---0.90 '" 
~ / '" ---0.98 

V L" '" 

f V // '" " '" ~// / " V ",'" 

~/ V// '" " ~ 

/h~ / V/ / 
/" 

_.--41 V?:~<~' I't a':--l/:¥" / /' ''''-ita 
)~ J // 
~' Ig' / 

~'" " 
A V1''' // 

~/ 
£.;' v/ 0 

~" ~ / A lj/ 

ff/ w/ 
~/ 
~ 

v-/ 
" ~ 

/ , 
~ 

~/ 

'I ~~ 
II~ o 
o 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0 

/30 a COT l/J1 

Fig. 4.1.4 - The radial propagation constants associated with the transverse 
and longitudinal modes on coupled coaxial sheath helices given as a function of 
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III. COMPLETE POWER TRANSFER 

For coupled helix applications we require the coupled helix parame­
ters to be adjusted so that RF power fed into one helix alone will set up 
the transverse and longitudinal modes equal in amplitude. For this 
condition the power from the outer helix will transfer completely to the 
inner helix. The total current density can be written as the sum of the 
current in the longitudinal mode and the transverse mode. Thus for the 
inner helix we have 

(35) 
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Fig. 4.1.5 - The radial propagation constants associated with the transverse 
and longitudinal modes on coupled coaxial sheath helices given as a function of 
(3oa cot 1/11 when b/a = 3.0. 

and for the outer helix 

J b = Jb(e-j~(Z + Jbte-j~tZ 
For complete power transfer we ask that 

J b( = J bt 

when J a is zero at the input (z = 0) 

or 

(36) 

(37) 



COUPLED HELICES 177 

Now J at is equal to the discontinuity in the tangential component of 
magnetic field which can be written at r = a 

J at = (Hz3 cos 1/;1 - H \05 sin 1/;1) - (Hz1 cos 1/;1 - H \02 sin 1/;1) 

which can be written as 

J at = - (Hz1 - H z3)al(COt 1/;1 + tan 1/;1) sin 1/;1 (38) 

and similarily at r = b 

J bt = -(HZ7 - H z3)bl(COt1/;2 + tan 1/;2) sin1/;2 (39) 

Equations (38) and (39) can be combined with (37) to give as the condi­
tion for complete power transfer 

At = -At (40) 

where 

( 
({3oa cot 1/11)2 ) 

A = (I121(02 + 10d(12) POI - (I'a)2 Pu 

(1 1( + 1 1( ) (R _ ({3oa cot 1/;1)2 cot 1/12 R ) 
01 11 11 01 0 (I'a)2 cot 1/11 1 

(41) 

In (40) A t is obtained by substituting I'l into (41) and A t is obtained by 
.substituting I't into (41). 

The value of cot 1/12/ cot 1/11 necessary to satisfy (40) is plotted in Fig. 
2.8. 

In addition to cot 1/12/ cot 1/11 it is necessary to determine the interference 
wavelength on the helices and this can be readily evaluated by consider­
ing (36) which can now be written 

or 

J J -j«flt+flt)z/2) ({3t - (3t) 
b = ble cos 2 z (48) 

and 

(49) 

where we have defined 

(3ba = C'Yta - I'ta) (50) 

This value of {3b is plotted versus {3oa cot 1/11 in Fig. 2.4. 
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Statistical Techniques for Reducing the 
Experiment Time in Reliability Studies 

By MILTON SOBEL 
(Manuscript received September 19, 1955) 

Given two or more processes, the units from which fail in accordance with 
an exponential or delayed exponential law, the problem is to select the partic­
ular process with the smallest failure rate. It is assumed that there is a com­
mon guarantee period of zero or positive duration during which no failures 
occur. This guarantee period may be known or unknown. It is desired to 
accomplish the above goal in as short a time as possible without invalidating 
certain predetermined probability specifications. Three statistical techniques 
are considered for reducing the average experiment time needed to reach a 
decision. 

1. One technique is to increase the initial number of units put on test. 
This technique will substantially shorten the average experiment time. Its 
effect on the probability of a correct selection is generally negligible and in 
some cases there is no effect. 

2. Another technique is to replace each failure immediately by a new 
unit from the same process. This replacement technique adds to the book­
keeping of the test, but if any of the population variances is large (say in 
comparison with the guarantee period) then this technique will result in a 
substantial saving in the average experiment time. 

3. A third technique is to use an appropriate sequential procedure. In 
many problems the sequential procedure results in a smaller average experi­
ment time than the best non-sequential procedure regardless of the true 
failure rates. The amount of saving depends principally on the "distance" 
between the smallest and second smallest failure rates. 

For the special case of two processes, tables are given to show the proba­
bility of a correct selection and the average experiment time for each of three 
types of procedures. 

Numerical estimates of the relative efficiency of the procedures are given 
by computing the ratio of the average experiment time for two procedures of 
different type with the same initial sample size and satisfying the same 
probability specification. 

179 
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INTRODUCTION 

This paper is concerned with ~ study of the advantages and disad­
vantages of three statistical techniques for reducing the average dura­
tion of life tests. These techniques are: 

1. Increasing the initial number of units on test. 
2. Using a replacement technique. 
3. Using a sequential procedure. 
To show the advantages of each of these techniques, we shall consider 

the problem of deciding which of two processes has the smaller failure 
rate. Three different types of procedures for making this decision will 
be considered. They are: 

R 1 , A nonsequential, nonreplacement type of procedure 
R 2 , A nonsequential, replacement type of procedure 
R 3 , A sequential, replacement type of procedure 

Within each type we will consider different values of n, the initial 
number of units on test for each process. The effect of replacement is 
shown by comparing the average experiment time for procedures of 
type 1 and 2 with the same value of n and comparable probabilities of a 
correct selection. The effect of using a sequential rule is shown by com­
paring the average experiment time for procedures of type 2 and 3 with 
the same value of n and comparable probabilities of a correct selection. 

ASSUMPTIONS 

1. It is assumed that failure is clearly defined and that failures are 
recognized without any chance of error. 

2. The lifetime of individual units from either population is assumed 
to follow an exponential density of the form 

j(x; 8, g) 1 -(x-o)fO 
= -e 

8 

j(x; 8, g) = 0 

for x ~ g 
(1) 

for x < g 

where the location parameter g ~ 0 represents the common guarantee 
period and the scale parameter () > 0 represents the unknown parameter 
which distinguishes the two different processes. Let (}1 ~ (}2 denote the 
ordered values of the unknown parameter () for the two processes; then 
the ordered failure rates are given by 

(2) 

3. It is not known which process has the parameter (}l and which has 
the parameter (}2 • 
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4. The parameter g is assumed to be the same for both processes. It 
may be known or unknown. 

5. The initial number n of units put on test is the same for both pro­
cesses. 

6. All units have independent lifetimes, i.e., the test environment is 
not such that the failure of one unit results in the failure of other units 
on test. 

7. Replacements used in the test are assumed to come from the same 
population as the units they replace. If the replacement units have to 
sit on a shelf before being used then it is assumed that the replacements 
are not affected by shelf-aging. 

CONCLUSIONS 

1. Increasing the initial sample size n has at most a negligible effect 
on the probability of a correct selection. It has a substantial effect on the 
average experiment time for all three types of procedures. If the value of 
n is doubled, then the average time is reduced to a value less than or 
equal to half of its original value. 

2. The technique of replacement always reduces the average experi­
ment time. This reduction is substantial when g = 0 or when the popu­
lation variance of either process is large compared to the value of g. 
This decrease in average experiment time must always be weighed against 
the disadvantage of an increase in bookkeeping and the necessity of 
having the replacement units available for use. 

3. The sequential procedure enables the experimenter to make rational 
decisions as the evidence builds up without waiting for a predetermined 
number of failures. It has a shorter average experiment time than non­
sequential procedures satisfying the same specification. This reduction 
brought about by the sequential procedure increases as the ratio a of 
the two failure rates increases. In addition the sequential procedure 
always terminates with a decision that is clearly convincing on the basis 
of the observed results, i.e., the a posteriori probability of a correct 
selection is always large at the termination of the experiment. 

SPECIFICATION OF THE TEST 

Each of the three types of procedures is set up so as to satisfy the 
same specification described below. Let a denote the true value of the 
ratio ()1/()2 which by definition must be greater than, or equal to, one. 
It turns out that in each type of procedure the probability of a correct 
selection depends on ()1 and ()2 only through their ratio a. 
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1. The experimenter is asked to specify the smallest value of a (say 
it is a* > 1) that is worth detecting. Then the interval (1, a*) represents 
a zone of indifference such that if the true ratio a lies therein then we 
would still like to make a correct selection, but the loss due to a wrong 
selection in this case is negligible. 

2. The experimenter is also asked to specify the minimum value P* > 
}~ that he desires for the probability of a correct selection whenever 
a·~ a*. In each type of procedure the rules are set up so that the proba­
bility of a correct selection for a = a* is as close to P* as possible without 
being less than P*. 

The two constants a* > 1 and ~~ <. P* < 1 are the only quantities 
~pecified by the experimenter. Together they make up the specification 
of the test procedure. . 

EFFICIENCY 

If two procedures of different type have the same value of n and satisfy 
the same specification then we shall regard them as comparable and 
their relative efficiency will be measured by the ratio of their average 
experiment times. This ratio is a function of the true a but we shall 
consider it only for selected values of a, namely, a = 1, a = a* and 
a = roo 

PROCEDURES OF TYPE RI - NONSEQUENTIAL, NONREPLACEMENT 

"The same number n of units are put on test for each of the two pro­
cesses. Experimentation is continued until either one of the two samples 
produces a predetermined number r (r ~ n) of failures. Experimenta­
tion is then stopped and the process with fewer than r failures is chosen 
to be the better one." 

TABLE I - PROBABILITY OF A CORRECT SELECTION - PROCEDURE 

TYPE RI 
(a = 2, any 9 ~ 0, to be used to obtain r for a* = 2) 

n r = 1 r = 2 r = 3 r = 4 

1 0.667 - - -
2 0.667 0.733 - -
3 0.667 0.738 0.774 -
4 0.667 0.739 0.784 0.802 

10 0.667 0.741 0.789 0.825 
20 0.667 0.741 0.790 0.826 
<Xl 0.667 0.741 0.790 0.827 

Note: The value for r = 0 is obviously 0.500 for any n. 
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We shall assume that the number n of units put on test is determined 
by non-statistical considerations such as the availability of units, the 
availability of sockets, etc. Then the only unspecified number in the 
above procedure is the integer r. This can be determined from a table 
of probabilities of a correct selection to satisfy any given specification 
(a*, P*). If, for example, a* = 2 then we can enter Table 1. If n is 
given to be 4 and we wish to meet the specification a* = 2, P* = 0.800 
then we would enter Table I with n = 4 and select r = 4, it being the 
smallest value for which P ~ P*. 

The table above shows that for the given specification we would also. 
have selected r = 4 for any value of n. In fact, we note that the proba­
bility of a correct selection depends only slightly on n. The given value 
of n and the selected value of r then determine a particular procedure 
of type Rl , say, R1(n, r). 

The average experiment time for each of several procedures R1(n, r) 
is given in Table II for the three critical values of the. true ratio a, 

namely, a = 1, a = a* and a = 00. Each of the entries has to be multi­
plied by O2 , the smaller of the two 0 values, and added to the common 
guarantee period g. For n = 00 the entry should be zero (+g) but it 
was found convenient to put in place of zero the leading term in the 
asymptotic expansion of the expectation in powers of lin. Hence the 
entry for n = 00 can be used for any large n, say, n ~ 25 when r ~ 4. 

We note in Table II the undesirable feature that for each procedure 
the average experiment time increases with a for fixed O2 • For the se­
quential procedure we shall see later that the average experiment time 
is greater at a = a* than at either a = 1 or a = 00. This is intuitively 
more desirable since it means that the procedure spends more time when 
the choice is more difficult to make and less time when we are indifferent 
or when the choice is easy to make. 

PROCEDURES OF TYPE R2 - NONSEQUENTIAL, REPLACEMENT 

"Such procedures are carried out exactly as for procedures of Rl except 
that failures are immediately replaced by new units from the same 
population." 

To determine the appropriate value of r for the specification a* = 2, 
P* = 0.800 when g = 0 we use the last row of Table I, i.e., the row 
marked n = 00, and select r = 4. The probability of a correct selection 
for procedures of type Rz is exactly the same for all values of n and de­
pends only on r. Furthermoi'e, it agrees with the probability for pro­
cedures of type Rl with n = 00 so that it is not necessary to prepare a 
separate table. 



4-' 
00 
It>-

n 

--
I 
2 
3 
4 

10 
20 
co 

r = 1 

a = 1 a = 2 

0.500 0.667 
0.250 0.333 
0.167 0.222 
0.125 0.167 
0.050 0.067 
0.025 0.033 
0.500/n 0.667/n 

T ABLE II - AVERAGE EXPERIMENT TnV[E - PROCEDURE TYPE Rl 

(Multiply entry by O2 and add g) 

r = 2 r = 3 

a = 00 a = 1 a=2 a = 00 a = 1 a=2 a=co a = 1 

1.000 - - - - - - -
0.500 0.917 1.200 1.500 - - - -
0.333 0.517 0.675 0.833 1.217 1.572 1.833 -
0.250 0.363 0.474 0.583 0.735 0.944 1.083 1.449 
0.100 0.132 0.172 0.211 0.231 0.297 0.336 0.347 
0.050 0.064 0.084 0.103 0.109 0.139 0.158 0.157 
1.000/n 1. 250/n 1. 630/n 2.000/n 2.063/n 2. 642/n 3.000/n 2.906/n 

r=4 

a=2 a=co 

- -
- -
- -

1.854 2.083 
0.439 0.479 
0.200 0.217 
3.669/n 4.000/n 

-
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TABLE III - VALUE OF r REQUlRED TO MEET THE SPECIFICATION 

(a*, P*) FOR PUOCEDUHES OF TYPE R2 (g = 0) 

a* 

P* 

1.05 1.10 1.15 1.20 1.25 1.30 1.35 lAO 1.45 1.50 2.00 2.50 3.00 

---------------- - - - - - -

0.50 0 0 0 0 0 0 0 0 0 0 0 0 0 
0.55 14 4 2 2 1 1 1 1 1 1 1 1 1 
0.60 55 15 7 5 3 3 2 2 2 1 1 1 1 
0.65 126 33 16 10 7 5 4 3 3 3 1 1 1 
0.70 232 61 29 17 12 9 7 6 5 4 2 1 1 
0.75 383 101 47 28 19 14 11 9 7 6 3 2 1 
0.80 596 157 73 43 29 21 17 13 11 9 4 2 2 
0.85 903 238 111 65 44 32 25 20 16 14 5 3 3 
0.90 1381 363 169 100 67 49 37 30 25 21 8 5 4 
0.95 2274 597 278 164 110 80 61 49 40 34: 12 7 5 
0.99 4549 1193 556 327 219 160 122 98 80 68 24 14 10 

It is also unnecessary to prepare a separate table for the average ex­
periment time for procedures of type R2 since for g = 0 the exact values 
can be obtained by substituting the appropriate value of n in the ex­
pressions appearing in Table II in the row marked n = 00. For example, 
for n = 2, r = 1 and a = 1 the exact value for g = 0 is 0.500 e2/2 = 
0.250 ()2 , and for n = 3, r = 4, a = 00 the exact value for g = 0 is 
4.000 ()2/3 = 1.333 ()'L' It should be noted that for procedures of type R2 
we need not restrict our attention to the cases r ~ n but can also con­
sider r > n. 

Table III shows the value of r required to meet the specification 
(a*, P*) with a procedure of type R2 for various selected values of a* 
and P*. 

PROCEDURES OF TYPE R3 - SEQUENTIAL, REPLACEMENT 

Let D(l) denote the absolute difference between the number of fail­
ures produced by the two processes at any time t. The sequential pro­
cedure is as follows: 

"Stop the test as soon as the inequality 

D(l) ::2: In [p* /(1 - P*)] 
- In a* 

(3) 

is satisfied. Then select the population with the smaller number of fail­
ures as the better one." 

To get the best results we will choose (a*, P*) so that the right hand 
member of the inequality (3) is an integer. Otherwise we would be operat­
ing with a higher value of P* (or a smaller value of a*) than was specified. 
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TABLE IV - AVERAGE EXPERIMENT Tll\lE AND PROBABILlTY OF A 

CORRECT SELECTlON - PROCEDUHE TYPE R3 
(a* = 2, P* = 0.800, g = 0) 

(Multiply each average time entry by O2) 

11 a = 1 a = 2 a=co 

1 2.000 2.400 2.000 
2 1.000 1.200 1.000 
3 0.667 0.800 0.667 
4 0.500 0.600 0.500 

10 0.200 0.240 0.200 
20 0.100 0.120 0.100 
00 2.000/n 2.400/n 2.000/n 

Probability ........... 0.500 0.800 1.000 

For example, we might choose a* = 2 and P* = 0;800. For procedures 
of type R3 the probability of a correct selection is again completely in­
dependent of n; here it depends only on the true value of the ratio a. 
The average experiment time depends strongly on n and only to a limited 
extent on the true value of the ratio a. Table IV gives these quantities 
for a = 1, a = 2, and a = 00 for the particular specification a* = 2, 
P* = 0.800 and for the particular value g = o. 

EFFICIENCY 

We are now in a position to compare the efficiency of two different 
types of procedures using the same value of n. The efficiency of Rl rela­
tive to R2 is the reciprocal of the ratio of their average experiment time. 
This is given in Table V for a* = 2, P* = 0.800, r = 4 and n = 4, 10,20 
and 00. By Table I the value P* = 0.800 is not attained for n < 4. 

In comparing the sequential and the nonsequential procedures it was 
found that the slight excesses in the last column of Table lover 0.800 

11 

·1 
10 
20 
00 

T ABLE V - EFFICIENCY OF TYPE Rl RELATIVE TO 

TYPE R2 
(a* = 2, P* = 0.800, r = 4, g = 0) 

a = 1 a = 2 a=co 

0.501 0.495 0.480 
0.837 0.836 0.835 
0.925 0.917 0.922 
1.000 1.000 1.000 
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TABLE VI - EFFICIENCY OF ADJUSTED Rl RELATIVE To R3 
(a* = 2, p* = 0.800, g = 0) 

n a = 1 a = 2 a=co 

4 0.615 0.575 0.419 
10 0.754 0.708 0.528 
20 0.818 0.768 0.573 
00 0.873 0.822 0.612 

had an effect on the efficiency. To make the procedures more comparable 
the values for r = 3 and r = 4 in Table I were averaged with values p 
and 1 - P computed so as to give a probability of exactly 0.800 at a = a*. 

The corresponding values for the average experiment time were then 
averaged with the same values p and 1 - p. The nonsequential pro­
cedures so altered will be called "adjusted procedures." The efficiency 
of the adjusted Rl relative to R3 is given in Table VI. 

In Table VI the last row gives the efficiency of the adjusted procedure 
R2 relative to R3 • Thus we can separate out the advantage due to 
the replacement feature and the advantage due to the sequential fea­
ture. Table VII gives these results in terms of percentage reduction of 
average experiment time. 

We note that the reduction due to the replacement feature alone is 
greatest for small n and essentially constant with a while the reduction 

TABLE VII - PER CENT REDUCTION IN AVERAGE EXPERIMENT TIME 
DUE TO STATISTICAL TECHNIQUES 

(a* = 2, P* = 0.800, g = 0) 

Reduction 
Reduction due to Reduction due to due to both 

a n Replacement Sequential Replacement 
Feature Alone Feature Alone and Sequential 

Features 

4 29.5 12.7 38.5 
1 10 13.7 12.7 24.6 

20 6.3 12.7 18.2 
00 0.0 12.7 12.7 

4 30.1 17.8 42.5 
2 10 13.9 17.8 29.2 

20 6.6 17.8 23.2 
00 0.0 17.8 17.8 

4 31.5 38.8 58.1 
10 13.6 38.8 47.2 

00 20 6.3 38.8 42.7 
Xl 0.0 38.8 38.8 



188 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1956 

due to the sequential feature alone is greatest for large a and is inde­
pendent of n. Hence if the initial sample size per process n is large we 
can disregard the replacement technique. On the other hand the true 
value of a is not known and hence the advantage of sequential experi­
mentation should not be disregarded. 

The formulas used to compute the accompanying tables are given in 
Addendum 2. 
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ADDENDUM. 1 

In this addendum we sball consider the more general problem of select­
ing the best of k exponential populations treated on a higher mathemati­
cal level. For k = 2 this reduces to the problem discussed above. 

DEFINITIONS AND ASSUMPTIONS 

There are given k populations TIi (i = 1, 2, ... , k) such that the life­
times of units taken from any of these populations are independent 
chance variables with the exponential density (1) with a common (known 
or unknown) location parameter g ~ O. The distributions for the k popu­
lations are identical except for the unknown scale parameter () > 0 which 
may be different for the k different populations. We shall consider three 
different cases with regard to g. 

Case 1: The parameter g has the value zero (g = 0). 
Case 2: The parameter g has a positive, known value (g > 0). 
Case 3: The parameter g is unknown (g ~ 0). 

Let the ordered values of the k scale parameters be denoted by 

(4) 

where equal values may be regarded as ordered in any arbitrary manner. 
At any time t each population has a certain number of failures associated 
with it. Let the ordered values of these integers be denoted by r i = r i(t) 
so that 

(5) 
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For each unit the life beyond its guarantee period will be referred to 
as its Poisson life. Let Li(t) denote the total amount of Poisson life 
observed up to time t in the population with ri failures (i = 1,2, ... ,lc). 
If two or more of the ri are equal, say ri = ri+1 = ... = ri+i, then we 
shall assign r i and Li to the population with the largest Poisson life, 
r HI and Li+I to the population with the next largest, ... , r Hi and LHi 
to the population with the smallest Poisson life. If there are two or more 
equal pairs (r i, L i ) then these should be ordered by a random device 
giving equal probability to each ordering. Then the subscripts in (5) as 
well as those in (4) are in one-to-one correspondence with the k given 
populations. It should be noted that Li(t) ~ 0 for all i and any time 
t ~ O. The complete set of quantities Li(t) (i = 1, 2, ... , k) need not 
be ordered. Let a = fh/02 so that, since the Oi are ordered, a ~ 1. 

We shall further assume that: 
1. The initial number n of units put on test is the same and the start­

ing time is the same for each of the k populations. 
2. Each replacement is assumed to be a new unit from the same popu­

lation as the failure that it replaces. 
3. Failures are assumed to be clearly recognizable without any chance 

of error. 

SPECIFICATIONS FOR CASE 1: g = 0 

Before experimentation starts the experimenter is asked to specify two 
constants a* and p* such that a* > 1 and !-'2' < P* < 1. The procedure 
R3 = R3(n), which is defined in terms of the specified a* and P*, has 
the property that it will correctly select the population with the largest 
scale parameter with probability at least P* whenever a ~ a*. The initial 
number n of units put on test may either be fixed by nonstatistical con­
siderations or may be determined by placing some restriction on the 
average experiment time function. 

Rule R3: 

"Continue experimentation with replacement until the inequality 

k 

L a*-(Ti-Tl) ~ (1 - p*)/p* (6) 
i=2 

is satisfied. Then stop and select the population with the smallest num­
ber of failures as the one having the largest scale parameter." 
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Remarks 

1. Since P* > ~~ then (1 - p*)/p* < 1 and hence no two popula­
tions can have the same value r1 at stopping time. 

2. For k = 2 the inequality (G) reduces to the inequality (3). 
3. The procedure R3 terminates only at a failure time, never between 

failures, since the left member of (G) depends on t only through the 
quantities ri(t). 

4. After experimentation is completed one can make, at the lOOP per 
cent confidence level, the confidence statement 

(7) 

where 88 is the scale parameter of the selected population. 

Numerical Illustrations 

Suppose the preassigned constants are P* = 0.95 and a* = 191
/
4 = 

2.088 so that (1 - p*)/p* = ~19' Then for k = 2 the procedure is to 
stop when r2 - rl ~ 4. For k = 3 it is easy to check that the procedure 
reduces to the simple form: "Stop when r2 - rl ~ 5". For k > 3 either 
calculations can be carried out as experimentation progresses or a table 
of stopping values can be constructed before experimentation starts. 
For k = 4 and k = 5 see Table VIII. 

In the above form the proposed rule is to stop when, for at least one 

TABLE VIII - SEQUENTIAL RULE FOR P* = 0.95, a* = 191
/
4 

k = 4 k = 5 

r2- Yl r3-n r4 - Y! '2 - Y! r3- Yl Y4-Y! Y6 - r, 

------
5 5 9 5 5 \) 10 

5 6 6 5 5 10 10 * 
---

6 6 6 * 5 6 6 8 

5 6 7 7 
---

5 7 7 7 * 
---

6 6 6 6 

* Starred rows can be omitted without affecting the test since every integer in 
these rows is at least as great as the corresponding integer in the previous row. 
They are shown here to illustrate a systematic method which insures that all the 
necessary rows are included. 
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row (say rowD in the table, the observed row vector (rz - rl, 
r3 - rl, ... , rk - rl) is such that each component is at least as large as 
the corresponding component of row j. 

Properties of R3 for k = 2 and g = 0 

For k = 2 and g = 0 the procedure R3 is an example of a Sequential 
Probability Ratio test as defined by A. vVald in his book.5 The Average 
Sample Number (ASN) function and the Operating Characteristics (OC) 
function for R3 can be obtained from the general formulae given by 
vVald. Both of these functions depend on 01 and O2 only through their 
ratio a. In our problem there is no excess over the boundary and hence 
vVald's approximation formulas are exact. vVhen our problem is put into 
the vVald framework, the symmetry of our problem implies equal proba­
bilities of type 1 and type 2 errors. The OC function takes on comple­
mentary values for any point a = Or! O2 and its reciprocal 02/ fh . vVe shall 
therefore compute it only for a ~ 1 and denote it by pea). For a > 1 
the quantity pea) denotes the probability of a correct selection for the 
true ratio a. 

The equation determining Wald's h function5 is 

( *)h ( *)-h 
_a_ + a a = 1 (8) 
l+a l+a 

for which the non-zero solution in h is easily computed to be 

h(a) = In a 
In a* 

Hence we obtain from Wald's formula (3:43) in Reference 5 
8 

pea) = _a_ 
as + 1 

where s is the smallest integer greater than or equal to 

S = In [P*/(1 - P*)]jln a* 

In particular, for a = 1+, a* and 00 we have 

P(a*) ~ P*, P(oo) = 1 

(9) 

(10) 

(11) 

(12) 

vVe have written P(1 +) above for lim P(x) as x --7 1 from the right. The 
procedure becomes more efficient if we choose P and a* so that S is an 
integer. Then s = Sand P(a*) = P*. 

Letting F denote the total number of observed failures required to 
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terminate the experiment we obtain for the ASN function 

E(F; a) = 8 (a + 1) (as - 1) for a > 1 (13) 
a-I as + 1 

and, in particular, for a = 1, 00 

E(F; 1) = 8
2 and E(F; (0) = 8 

It is interesting to note that for 8 = 1 we obtain 

(14) 

E(F; a) = 1 for all a ~ 1 (15) 

and that this result is exact since for 8 = 1 the right-hand'member S 
of (3) is at most one and hence the procedure terminates with certainty 
immediately after the first failure. 

As a result of the exponential assumption, the assumption of replace­
ment and the assumption that 9 = 0 it follows that the intervals between 
failures are independently and identically distributed. For a single popu­
lation the time interval between failures is an exponential chance vari­
able. Hence, for two populations, the time interval is the minimum of 
two exponentials which is again exponential. Letting T denote the 
(chance) duration of a typical interval and letting T denote the (chance) 
total time needed to terminate the procedure, we have 

E(T; a, 8,) = E(F; a)E(T; a, 82) = E(F; a) (~) C ~ J (16) 

Hence we obtain from (13) and (14) 

for a > 1 (17) 

and (18) 

For the numerical illustration treated above with k = 2 we have 

pea) 
4 

a 

E(F; 1) = 16.0; 

P(2.088) = 0.95; 

E(F; 2.088) = 10.2; 

(19) 

P( (0) = 1 (20) 

(21) 

E(F; (0) = 4 (22) 
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E(T; 2.088, (h) 
n (23) 

For k > 2 the proposed procedure is an application of a general se­
quential rule for selecting the best of k populations which is treated in 
[1]. Proof that the probability specification is met and bounds on the 
probability of a correct decision can be found there. 

CASE 2: COMMON KNOWN g > 0 

In order to obtain the properties of the sequential procedure R3 for 
this case it will be convenient to consider other sequential procedures. 
Let {3 = 1/02 - 1/01 so that, since the Oi are ordered, {3 ~ O. Let us 
assume that the experimenter can specify three constants a*, {3* and 
P* such that a* > 1, {3* > 0 and ~'2' < P* < 1 and a procedure is de­
sired which will select the population with the largest scale parameter 
with probability at least P* whenever we have both 

a ~ a* and {3 ~ (3* 

The following procedure meets this specification. 

Rule Ra': 

"Continue experimentation with replacement until the inequality 
k L a*-(T,-Tl) e-{J*(LI-Lj) ~ (1- P*) / P* (24) 

i=2 

is satisfied. Then stop and select the population with the smallest number 
of failures as the one having the largest scale parameter. If, at stopping 
time, two or more populations have the same value rl then select that 
particular one of these with the largest Poisson life L1 ." 

Remarks 

1. For k = 2 the inequality reduces to 

If g = 0 then L1 === Li for all t and the procedure R/ reduces to R3 . 
2. The procedure Ra' may terminate not only at failures but also be­

tween failures. 
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3. The same inequality (24) can also be used if experimentation is 
carried on without replacement, one advantage of the latter being that 
there is less bookkeeping involved. In this case there is a possibility 
that the units will all fail before the inequality is satisfied so that the 
procedure is not yet completely defined for this case. One possibility 
in such a situation is to continue experimentation with new units from 
each population until the inequality is satisfied. Such a procedure will 
terminate in a finite time with probability one, i.e., Prob{ T > To} ~ 0 
as To ~ 00, and the probability specification will be satisfied. 

4. A procedure R/ (n1, n2, ... , nk , t1 , t2, ... , tk) using the same 
inequality (24) but based on different initial sample sizes and/or on 
different starting times for the initial samples also satisfies the above 
probability specification. In the case of different starting times it is 
required that the experimenter wait at least 9 units of time after the last 
initial sample is put on test before reaching any decision. 

5. One disadvantage of R3' is that there is some (however remote) 
possibility of terminating while r1 = r2 . This can be avoided by adding 
the condition r2 > r1 to (24) but, of course, the average experiment time 
is increased. Another way of avoiding this is to use the procedure R3 
which depends only on the number of failures; the effect of using R3 
when 9 > 0 will be considered below. 

G. The terms of the sum in (24) represent likelihood ratios. If at any 
time each term is less than unity then ,,'e shall regard the decision to 
select the population with r1 failures and L1 units of Poisson life as opti­
mal. Since (1 - p*)/p* < 1 then each term must be less than unity at 
termination. 

Properties of Procedure Ra' for k = 2 

The OC and ASN functions for R3' will be approximated by comparing 
R3' with another procedure R/' defined below. We shall assume that P* 
is close to unity and that 9 is small enough (compared to ()2) so that the 
probability of obtaining two failures within 9 units of time is small 
enough to be negligible. Then we can write approximately at termination 

Li ::: nT - rig (i = 1, 2, ... , k) (26) 

and 

L1 - Li r-..J (r i - r1)g 

Substituting this in (24) and letting 

0* = a* efJ*o 

(i = 2, 3, ... ,k) (27) 

(28) 

suggests a new rule, say R/', which we now define. 
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Rule R 3" 

"Continue experimentation with replacement until the inequality 

k 

L O*-(Ti-Tl) ~ (1 - p*)/p* (29) 
i=2 

is satisfied. Then stop and select the population with r1 failures as the 
one with the largest scale parameter." 

For rule R/' the experimenter need only specify P* and the smallest 
value 0* of the single parameter 

(30) 

that he desires to detect with probability at least P*. 
vVe shall approximate the OC and ASN function of Rail for k = 2 

by computing them under the assumption that (27) holds at termina­
tion. The results will be considered as an approximation for the OC and 
ASN functions respectively of R3' for k = 2. The similarity of (29) 
and (6) immediately suggests that we might replace a* by 0* and a by 
o in the formulae for (6). To use the resulting expressions for R..,,' we 
would compute 0* as a function of a* and {3* by (28) and 0 as a function 
of a and {3 by (30). 

The similarity of (29) and (6) shows that Zn (defined in Reference 5, 
page 170) under (27) with g > 0 is the same function of 0* and 0 as it 
is of a* and a when g = O. To complete the justification of the above 
result it is sufficient to show that the individual increment z of Zn is the 
same function of 0* and 0 under (27) with g > 0 as it is of a* and a 
when g '= O. To keep the increments independent it is necessary to as­
sociate each failure with the Poisson life that follows rather than with 
the Poisson life that precedes the failure. Neglecting the probability 
that any two failures occur within g units of time we have two values for 
z, namely 

~ e-(nt-g)/(he-nt/82 

z = log 01 -log 0 (31) 
~ e-(nt-a)/8ze -nt/8l 

O2 

and, interchanging 01 and O2 , gives z = log O. IVIoreover 
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Prob {z = -log o} 
f

oo foo n -(nx-g)I02 -nylOl d d - e e x y 
g g O2 

(32) 

o 
-1+0 

'Thus the OC and ASN functions under (27) with g > 0 bear the same 
relation to 0* and 0 as they do to a* and a when g = O. Hence, letting 
w denote the smallest integer greater than or equal to 

W = In [p* /(1 - P*)] = In [p* /0 - P*)] (33) 
In 0* g{3* + In a* 

we can write (omitting P* in the rule description) 

P{o' R I (a* ,Q*)} ~ pro' R "(o*)} ~ ~ 
,3 , fJ - ,3 - OW + 1 (34) 

R{F; R/ (a*, (3*)} r-.J E{F; Rs"(o*)} 

- w\o _ 1 OW + 1 ~l (~)(~) for 0 > 1 (35) 

., 
W~ for 0 = 1 

'Ve can approximate the average time between failures by 

p { . 0 o. } ~ (g + 01) (g + O2) < + ~ (_a -) (36) 
:J T, 1, 2, g - n(Ol + O2 + 2g) = g n 1 + a 

and the average experiment time by 

E{ T· R '( * ,Q*)} ~ E{F' R '( * ,Q*)} (g + 01)(g + O2) (37) 
~ , sa, fJ - ,s a , fJ n((h + O

2 
+ 2g) 

Since 0 ~ 1 then OW / (1 + OW) is an increasing function of wand by 
(33) it is a non-increasing function of 0*. By (28) 0* ~ a* and hence, 
if we disregard the approximation (34), 

[P*/(1 _ p*)]In o/ln a* 

P {o; Rs"(a*)} r-.J 1 + [p* /(1 _ p*)]ln olIn a* ~ P {0;R3"(0*)} (38) 

Clearly the rules R3(a*, P*) and Rt (a*, P*) are equivalent so that 
for g > 0 we have 

pro; Rs(a*)} == pro; R 3"(a*)} (39) 
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and hence, in particular, letting 0 = 0* in (38) we have 

P{o*j R3(a*)} ~ P{o*j Ra"(o*)} ~ P* 

197 

(40) 

since the right member of (34) reduces to P* when W is an integer and 
o = 0*. The error in the approximations above can be disregarded when 
9 is small compared to (J2 . Thus we have shown that for small values of 
g/(J2 the probability specification based on (a*, t3*, P*) is satisfied in the 
sense of (40) if we use the procedure R3(a*, P*), i.e., if we proceed as if 
9 = o. 

It would be desirable to show that we can proceed as if 9 = 0 for all 
values of 9 and P*. It can be shown that for sufficiently large n the rule 
R3(a*, P*) meets it specification for all g. One effect of increasing n 
is to decrease the average time E(T) between failures and to approach 
the corresponding problem without replacement since 9 / E ( T) becomes 
large. Hence we need only show that R3(a*, P*) meets its specification 
for the corresponding problem without replacement. If we disregard the 
information furnished by Poisson life and rely solely on the counting of 
failures then the problem reduces to testing in a single binomial whether 
(J = (JI for population III and (J = (J2 for population II2 or vice versa. Let­
ting p denote the probability that the next failure arises from III then 
we have formally 

1 
Ho:p = 1 + a versus 

a 
H1:p = 1 + a 

For preassigned constants a* > 1 and P* (~2 < P* < 1) the appropri­
ate sequential likelihood test to meet the specification: 

"Probability of a Correct Selection ~ P* whenever a ~ a*" (41) 
then turns out to be precisely-the procedure R3(a*, P*). Hence we may 
proceed as if 9 = 0 when n is sufficiently large. 

The specifications of the problem may be given in a different form. 
Suppose 01* > (J2* are specified and it is desired to have a probability of a 
correct selection of at least P* whenever (JI ~ (Jl* > (J2* ~ (J2. Then we 
can form the following sequential likelihood procedure R3* which is 
more efficient than R3(a*, P*). 

Rule R3*: 

"Continue experimentation without replacement until a time t IS 

reached at which the inequality 

~ ~ 
k [etI02* _ 1]-<r.:-Tt ) 1 _ P* 

6 etl01 * - 1 P* 
(42) 
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is satisfied. Then stop and select the population with rl failures as the 
population with 0 = 01". 

It can be easily shown that the greatest lower bound of the bracketed 
quantity in (42) is 01*/02*. Hence for 01*/02* = a* and P* > ~2 the time 
required by R3*(01*, O2*, P*) will always be less than the time required 
by R3(a*, P*). 

Another type of problem is one in which we are given that 0 = 01* 
for one population and 0 = O2* for the k - 1 others where 01* > O2* are 
specified. The problem is to select the population with 0 = 01*, Then 
(42) can again be used. In this case the parameter space is discrete with 
Ie points only one of which is correct. If Rule R3* is used then the 
probability of selecting the correct point is at least P*. 

Equilibrium Approach When Failures Are Replaced 

Consider first the case in which all items on test are from the same 
exponential population with parameters (0, g). Let Tnj denote the length 
of the time interval bet,Yeen the jth and the j + 1st failures, U = 0, 
1, ... ), where n is the number of items on test and the Oth failure de­
notes the starting time. As tiII1e increases to infinity the expected number 
of failures per unit time clearly approachesn/(O + g) which is called the 
equilibrium failure rate. The inverse of this is the expected time between 
failures at equilibrium, say E(Tn,J. The question as to how the quanti­
ties E(Tnj) approach E(Tnoo) is of considerable interest in its own right. 
The following results hold for any fixed integer n ~ 1 unless explicitly 
stated otherwise. It is easy to see that 

since the exact values are respectively 

_0_ (1 _ e-<n-l)%) ~ g + 0 ~ g + ~ 
n-1 n - n n 

(43) 

(44) 

In fact, since all units are new at starting time and since at the time of 
the first failure all units (except the replacement) have passed their 
guarantee period with probability one then 

(j ~ 0) (45) 

If we compare the case g > 0 with the special case g = 0 ,ve obtain 

(j = 1, 2, ... ) (46) 
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and if we compare it with the non-replacement case (g/O is large) we 
obtain 

(} = 1,2, ... , n - 1). (47) 

These comparisons show that the difference in (46) is small when % is 
small and for j < n the difference in (47) is small when g/O is large. 

It is possible to compute E(Tnj) exactly for g ~ 0 but the computa­
tion is extremely tedious for j ~ 2. The results for j = 1 and 0 are given 
in (44). For j = 2 

E(T
n2

) = _0_ [1 _ (n + 2)(n - 1) e-(n-2)u/1J 

n - 2 n2 

+ n - 2 -(n-l)u/IJ n - 2 -2(n-l)u/lJ ] --e - e 
n - 1 n2(n - 1) 

(48) 

(n > 2) 

and 

(49) 

For the case of two populations with a common guarantee period g 
we can write similar inequalities. We shall use different symbols a, b for 
the initial sample size from the populations with scale parameters Ol , O2 

respectively even though our principal interest is in the case a = b = n 
say. Let Ta,b,j denote the interval between the jth and j + 1st fail­
ures in this case and let Ai = 1/0i (i = 1,2). We then have for all values 
of a and b 

. [aAI + bA2rl ~ E(Ta,b,j) ~ E(Ta,b,O) 

= g + [aAI + bA2rl (j = 0, 1, 2, ... , (0) (50) 

) 
(01 + g)(02 + g) 

E(Ta,b,oo = a(02 + g) + b(OI + g) (51) 

The result for E(Ta,b,l) corresponding to that in (43) does not hold if 
the ratioOI/ O2 is too large; in particular it can be shown that 

E(T ) = ( aAI)( 1 ~[1 _ A_I_e-_
U

_[(a_-I_)A_l+_bA_21J 
a,b,1 aA1 + bA2 (a - 1)A1 + bA2 aA1 + bA2 

(52) 

( 
bA \( 1. )[ A -U[

aA
l+(b-1)}'

21 J 
+ aA1 +2 bA2} aA1 + (b _ 1)A2 1 - 2

e
aA1 + bA2 

is larger than E(Ta,b,oo) for a = b = 1 when g/Ol = 0.01 and g/02 = 0.10 
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so that 01/02 = 10. The expression (52) reduces to that in (44) if we set 
01 = O2 = 0 and replace a and b by n/2 in the resulting expression. 

Corresponding exact expressions for E(Ta,b,j) for j > 1 are extremely 
tedious to derive and unwieldy although the integrations involved are 
elementary. If we let g -7 ex> then we obtain expressions for the non­
replacement case which are relatively simple. They are best expressed 
as a recursion formula. 

( ) aAl 
E Ta,b,j = aAl + bAz ETa-1,b,j-l 

(53) 
bAz 

+ aAl + bAz ETa.b-l.j-l (j ~ 1) 

aAl 1 
aAl + bAz (a - I)Al + bAz 

(54) 
+ bA2 1 

aAl + bAz aAl + (b - I)Az 
(a, b ~ 1) 

E(Ta.o.j ) ~ g + Ot!a 

E(Ta,o.j) = Ot!(a - j) 

for j ~ a and j = 0 (55) 

for 1 ~ j ~ a-I (56) 

Results similar to (55) and (56) hold for the case a = O. The above 
results for g = 00 provide useful approximations for E(Ta •b•j ) when g 
is large. Upper bounds are given by 

E(Ta •b• j ) ~ [aAl + (b - j)A2]-1 (j = 1, 2, ... , b) (57) 

E(Ta,b.i+b) ~ [(a - j)Alrl (j = 1, 2, ... , a-I). (58) 

Duration of the Experiment 

For the sequential rule R3' with k = 2 we can now write down approxi­
mations as well as upper and lower bounds to the expected duration 
E(T) of the experiment. From (50) 

g + E(F; 0) ~ E(T) = I: E(Tn,n.j) 
neAl + Az) i=O (59) 

+ [E(F; 0) - c]E(Tn,n,c) 

where c is the largest integer less than or equal to E(F; 0). The right ex­
pression of (59) can be approximated by (53) and (54) if g is large. If 
c < 2n then the upper bounds are given by (57) and (58). A simpler 
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upper bound, which holds for all values of c is given by 

E(T) ;;:; E(F; o)E(Tn,n,o) = E(F; 0) (u + ~) (60) 

CASE 3: COMMON UNKNOWN LOCATION PARAMETER g ~ 0 

In this case the more conservative procedure is to proceed under the 
assumption that g = o. By the discussion above the probability require­
ment will in most problems be satisfied for all g ~ o. The OC and ASN 
functions, which are now functions of the true value of g, were already 
obtained above. Of course, we need not consider values of g greater than 
the smallest observed lifetime of all units tested to failure. 

ADDENDUM 2 

For completeness it would be appropriate to state explicitly some of 
the formulas used in computing the tables in the early part of the paper. 
For the nonsequential, nonreplacement rule Rl with k = 2 the proba­
bility of a correct selection is 

(61) 

where 

(r ~ n) (62) 

and C~ is the usual combinatorial symbol. This can also be expressed in 
the form 

(rC~)2 t (_l)i-
1

• 

j=l n - r + J (63) 

Cj=HB[r, n - r + 1 + a(n - r + j)]}-l 
where B[x, y] is the complete Beta function. Equation (66) holds for 
any g ~ O. 

For the rule Rl the expected duration of the experiment for k = 2 
is given by 

where !r(x, e) is the density in (62) and Fr(x, e) is its c.dJ. This can 
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also be expressed in the form 

r r ( 1) i+iCr- 1 Cr- 1 
() (C n )2 L: L: - i-I i-I (65) 

1 r r i=1 i=1 (n - r + j)[i + n - r + aU + n - r))2 

plus another similar expression in which (}1 , a are replaced by (}2 , a-I 

respectively. For g > 0 we need only add g to this result. This result 
was used to complJte E('T) in table 1A for a = 1 and a = 2. For a = ex:> 

the expression simplifies to 

r (_l)r-i 
E('T) = (}2rC~ L: Cj=t ( . + 1)2 

i=l n - J 
(66) 

which can be shown to be equivalent to 

r 1 
E('T) = (}2 L: . 

i=1 n - J + 1 
(67) 
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A Class of Binary Signaling Alphabets 

By DAVID SLEPIAN 

(Manuscript received September 27, 1955) 

A class of binary signaling alphabets called "group alphabets" is de­
scribed. The alphabets are generalizations of Hamming's error correcting 
codes and possess the following special features: (1) all letters are treated 
alike in transmission; (2) the encoding is simple to instrument; (3) maxi­
mum likelihood detection is relatively simple to instrument; and (4) in 
certain practical cases there exist no better alphabets. A compilation is given 
of group alphabets of length equal to or less than 10 binary digits. 

INTRODUCTION 

This paper is concerned with a class of signaling alphabets, called 
"group alphabets," for use on the symmetric binary channel. The class 
in question is sufficiently broad to include the error correcting codes of 
Hamming,! the Reed-Muller codes,2 and all "systematic codes".3 On 
the other hand, because they constitute a rather small subclass of the 
class of all binary alphabets, group alphabets possess many important 
special features of practical interest. 

In particular, (1) all letters of the alphabets are treated alike under 
transmission; (2) the encoding scheme is particularly simple to instru­
ment; (3) the decoder - a maximum likelihood detector - is the best 
possible theoretically and is relatively easy to instrument; and (4) in 
certain cases of practical interest the alphabets are the best possible 
theoretically. 

It has very recently been proved by Peter Elias4 that there exist group 
alphabets which signal at a rate arbitarily close to the capacity, C, of 
the symmetric binary channel with an arbitrarily small probability of 
error. Elias' demonstration is an existence proof in that it does not 
show explicitly how to construct a group alphabet signaling at a rate 
greater than C - c with a probability of error less than 0 for arbitrary 
positive 0 and c. Unfortunately, in this respect and in many others, our 
understanding of group alphabets is still fragmentary. 

In Part I, group alphabets are defined along with some related con-

203 



204 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1956 

cepts necessary for their understanding. The main results obtained up 
to the present time are stated without proof. Examples of these concepts 
are given and a compilation of the best group alphabets of small size 
is presented and explained. This section is intended for the casual reader. 

In Part II, proofs of the statements of Part I are given along with 
such theory as is needed for these proofs. 

The reader is assumed to be familiar with the paper of Hamming,l 
the basic papers of Shannon5 and the most elementary notions of the 
theory of finite groups.6 

PART I - GROUP ALPHABETS AND THEIR PROPERTIES 

1.1 INTRODUCTlON 

We shall be concerned in all that follows with communication over the 
symmetric binary channel shown on Fig. 1. The channel can accept 
either of the two symbols 0 or 1. A transmitted 0 is received as a 0 with 
probability q and is received as a 1 with probability p = 1 - q: a trans­
mitted 1 is received as a 1 with probability q and is received as a 0 with 
probability p. We assume 0 ~ p ~ ~2. The "noise" on the channel 
operates independently on each symbol presented for transmission. The 
capacity of this channel is 

c = 1 + P log2p + q 10g2q bits/symbol (1) 

By a K-letter, n-place binary signaling alphabet we shall mean a collec­
tion of K distinct sequences of n binary digits. An individual sequence 
of the collection will be referred to as a letter of the alphabet. The integer 
K is called the size of the alphabet. A letter is transmitted over the 
channel by presenting in order to the channel input the sequence of n 
zeros and ones that comprise the letter. A detection scheme or detector for 

O~------------~----------~O 

INPUT OUTPUT 

Fig. 1 - The symmetric binary channel. 
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a given K-Ietter, n-place alphabet is a procedure for producing a sequence 
of letters of the alphabet from the channel output. 

Throughout this paper we shall assume that signaling is accomplished 
with a given K-Ietter, n-place alphabet by choosing the letters of the 
alphabet for transmission independently with equal probability 1/I{. 

Shannon5 has shown that for sufficiently large n, there exist K-Ietter, 
n-place alphabets and detection schemes that signal over the symmetric 
binary channel at a rate R > C - c for arbitrary c > ° and such that 
the probability of error in the letters of the detector output is less than 
any (5 > 0. Here C is given by (1) and is shown as a function of p in 
Fig. 2. No algorithm is known (other than exhaustvie procedures) for 
the construction of K-letter, n-place alphabets satisfying the above 
inequalities for arbitrary positive (5 and c except in the trivial cases C = ° 
and C = 1. 

1.2 THE GROUP Bn 

There are a totality of 2 n different n-place binary sequences. It is fre­
quently convenient to consider these sequences as the vertices of a cube 
of unit edge in a Euclidean space of n-dimensions. For example the 5-
place sequence 0, 1, 0, 0, 1 is associated with the point in 5-space whose 

c 
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1\ 
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0.4 

0.2 

o 
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"" ~ 
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"" ~ r---
0.3 0.4 0.5 

p 

Fig. 2 - The capacity of the symmetric binary channel. 

C = 1 + P log2 P + (1 - p) log2 (1 - p) 
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coordinates are (0, 1, 0, 0, 1). For convenience of notation we shall gen­
erally omit commas in writing a sequence. The above 5-place sequence 
will be written, for example, 01001. 

'Ve define the product of two n-place binary sequences, ala2 ... an and 
b1b2 ... bn as the n-place binary sequence 

Here the a's and b's are zero or one and the + sign means addition 
modulo 2. (That is 0 + 0 = 1 + 1 = 0, 0 + 1 = 1 + 0 = 1) 
For example, (01101) (00111) = 01010. 'Vith this rule of multiplication 
the 2n n-place binary sequences form an Abelian group of order 2n. 
The elements of the group, denoted by Tl , T 2 , ••• , T':2.n, say, are the 
n-place binary sequences; the identity clement I is the sequence 000 ... 0 
and 

the product of any number of elements is again an element; every ele­
ment is its own reciprocal, T i = T i-\ T l = I. We denote this group 
by En. 

All subgroups of En are of order 2k where k is an integer from the set 
0, 1, 2, ... ,n. There are exactly 

(2n _ 2°) (2n _ 21) (2n _ 22) ... (2n _ 2k- 1) 
N(n, k) = (2k _ 20)(2k _ 21)(2k _ 22) ... (2k _ 2k-1) (2) 

= N(n, n - Ie) 

distinct subgroups of En of order 2k. Some values of N(n, Ie) are given in 
Table 1. 

TABLE I - SOME VALUES OF N(n, Ie), THE NUMBER OF SUBGROUPS 
OF En OF ORDER 2k. N(n, Ie) = N(n, n - Ie) 

n\k 0 1 2 3 4 5 

--
2 1 3 1 
3 1 7 7 1 
4 1 15 35 15 1 
5 1 31 155 155 31 1 
6 1 63 651 1395 651 63 
7 1 127 2667 11811 11811 2667 
8 1 255 10795 97155 200787 97155 
9 1 511 43435 788035 3309747 3309747 

10 1 1023 174251 6347715 53743987 109221651 
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1.3 GROUP ALPHABETS 

An n-place group alphabet is a K-Ietter, n-place binary signaling alpha­
bet whose letters form a subgroup of En . Of necessity the size of an 
n-place group alphabet is I( = 2k where k is an integer satisfying 0 ~ 
k ~ n. By an (11" k)-alphabet we shall mean an n-place group alphabet of 
size 2k. Example: the N(3, 2) = 7 distinct (3, 2)-alphabets are given by 
the seven columns 

(i) (ii) (iii) (iv) (v) (vi) (vii) 

000 000 000 000 000 000 000 
100 100 100 010 010 001 110 

(3) 
010 001 011 001 101 110 011 
110 101 111 011 111 111 101 

1.4 STANDARD ARRAYS 

Let the letters of a specific (11" !c)-alphabet be Al = I = 00 ... 0, 
A2 , As, ... ,AI' , where J.L = 2k. The group Bn can be developed accord­
ing to this subgroup and its cosets: 

As, ... ,AI' 
S2A 3 , ••• , S2A I' 
SsAs , ... , SsAI' 

S" , SpA2 , SpA3 , ... , SpAI' 
J.L = 2\ v = 2 n-k • 

(4) 

In this array every element of Bn appears once and only once. The col­
lection of elements in any row of this array is called a coset of the (11" k)­
alphabet. Here S2 is any element of Bn not in the first row of the array, 
Ss is any element of En not in the first two rows of the array, etc. The 
elements S2, S3, ... , Sp appearing under I in such an array will be 
called the coset leaders. 

If a coset leader is replaced by any element in the coset, the same coset 
will result. That is to say the two collections of elements 

and 

SiAk, 

are the same. 
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We define the we£ght Wi = W(Ti) of an element, T i , of Bn to be the 
number of ones in the n-place binary sequence Ti . 

Henceforth, unless otherwise stated, we agree in dealing with an ar­
ray such as (4) to adopt the following convention: 

the leader of each coset shall be taken to be an 
element of minimal weight in that coset. 

Such a table will be called a standard array. 

(5) 

Example: B4 can be developed according to the (4, 2)-alphabet 0000, 
1100, 0011, 1111 as follows 

0000 1100 0011 1111 
1010 0110 1001 0101 
1110 0010 1101 0001 

(6) 

1000 0100 1011 0111 

According to (5), however, we should write, for example 

0000 1100 0011 1111 
1010 0110 1001 0101 
0010 1110 0001 1101 

(7) 

1000 0100 1011 0111 

The coset leader of the second coset of (6) can be taken as any element 
of that row since all are of weight 2. The leader of the third coset, how­
ever, should be either 0010 or 0001 since these are of weight one. The 
leader of the fourth coset should be either 1000 or 0100. 

1.5 THE DETECTION SCHEME 

Consider now communicating with an (n, k)-alphabet over the sym­
metric binary channel. When any letter, say A j , of the alphabet is 
transmitted, the received sequence can be of any element of Bn . We 
agree to use the following detector: 

£f the rece£ved element of Bn lies in column i of the array (4), the 
detector prints the letter Ai, i = 1, 2, ... , p.. The array (4) is to (8) 
be constructed according to the convention (5). 

The following propositions and theorems can be proved concerning 
signaling with an (n, k)-alphabet and the detection scheme given by (8). 

1.6 BEST DETECTOR AND SYMMETRIC SIGNALING 

Define the probability ti = t(Ti) of an element Ti of Bn to be ti = 
pWiqn-Wi where p and q are as in (1) and Wi is the weight of T i . Let 
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Qi, i = 1, 2, ... , p. be the sum of the probabilities of the elements in 
the ith column of the standard array (4). 

Proposition 1. The probability that any transmitted letter of the 
(n, 7t:)-alphabet be produced correctly by the detector is QI . 

Proposition 2. The equivocation5 per symbol is 

Theorem 1. The detector (8) is a maximum likelihood detector. That 
is, for the given alphabet no other detection scheme has a greater average 
probability that a transmitted letter be produced correctly by the de­
tector. 

Let us return to the geometrical picture of n-place binary sequences 
as vertices of a unit cube in n-space. The choice of a K-Ietter, n-place 
alphabet corresponds to designating K particular vertices as letters. 
Since the binary sequence corresponding to any vertex can be produced 
by the channel output, any detector must consist of a set of rules that 
associates various vertices of the cube with the vertices designated as 
letters of the alphabet. We assume that every vertex is associated with 
some letter. The vertices of the cube are divided then into disjoint sets, 
WI, lV2 , ••• , W K where Wi is the set of vertices associated with ith 
letter of the signaling alphabet. A maximum likelihood detector is char­
acterized by the fact that every vertex in Wi is as close to or closer to 
the ith letter than to any other letter, i = 1,2, ... , K. For group alpha­
bets and the detector (8), this means that no element in the ith column 
of array (4) is closer to any other A than it is to Ai, i = 1, 2, ... , p.. 

Theorem 2. Associated with each (n, k)-alphabet considered as a point 
configuration in Euclidean n-space, there is a group of n X n orthogonal 
matrices which is transitive on the letters of the alphabet and which 
leaves the unit cube invariant. The maximum likelihood sets WI, 
W 2 , ••• W}.I are all geometrically similar. 

Stated in loose terms, this theorem asserts that in an (n, k)-alphabet 
every letter is treated the same. Every two letters have the same number 
of nearest neighbors associated with them, the same number of next 
nearest neighbors, etc. The disposition of points in any two W regions 
is the same. 

1.7 GROUP ALPHABETS AND PARITY CHECKS 

Theorem 3. Every group alphabet is a systematicS code: every syste­
matic code is a group alphabet. 7 
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We prefer to use the word "alphabet" in place of "code" since the 
latter has many meanings. In a systematic alphabet, the places in any 
letter can be divided into two classes: the information places - k in 
number for an (n, k)-alphabet - and the check positions. All letters 
have the same information places and the same check places. If there 
are k information places, these may be occupied by any of the 2k k-place 
binary sequences. The entries in the n - k check positions are fixed; 
linear (mod 2) combinations of the entries in the information positions. 
The rules by which the entries in the check places are determined are 
called parity checks. Examples: for the (4, 2)-alphabet of (6), namely 
0000,1100,0011,1111, positions 2 and 3 can be regarded as the informa­
tion positions. If a letter of the alphabet is the sequence ala2a3a4 , then 
al = a2, a4 = a3 are the parity checks determining the check places 1 
and 4. For the (5, 3)-alphabet 00000, 10001, 01011, 00111, 11010, 10110, 
01100, 11101 places 1, 2, and 3 (numbered from the left) can be taken 
as the information places. If a general letter of the alphabet is ala2a3a4a5 , 
then a4 . = a2 + a3 , a5 = al + a2 + a3 . 

Two group alphabets are called equivalent if one can be obtained from 
the other by a permutation of places. Example: the 7 distinct (3, 2)­
alphabets given in (3) separate into three equivalence classes. Alpha­
bets (i), (ii), and (iv) are equivalent; alphabets (iii), (v), (vi), are equiva­
lent; (vii) is in a class by itself. 

Proposition 3. Equivalent (n, k)-alphabets have the same probability 
QI of correct transmission for each letter. 

Proposition 4. Every (n, k)-alphabet is equivalent to an (n, k)­
alphabet whose first k places are information places and whose last n - k 
places are determined by parity checks over the first k places. 

Henceforth we shall be concerned only with (n, k)-alphabets whose 
first k places are information places. The parity check rules can then 
be written 

k 

ai = L "(ijaj, 
i=1 

i = k + 1, ... ,n (9) 

where the sums are of course mod 2. Here, as before, a typical letter of 
the alphabet is the sequence ala2 ... an . The 'Yij are ken - k) quantities, 
zero or one, that serve to define the particular (n, k)-alphabet in question. 

1.8 MAXIMUM LIKELIHOOD DETECTION BY PARITY CHECKS 

For any element, T, of Bn we can form the sum given on the right of 
(9). This sum mayor may not agree with the symbol in the ith place of 
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T. If it does, we say T satisfies the ith-place parity check; otherwise T 
fails the ith-place parity check. 'V hen a set of parity check rules (9) is 
given, we can associate an (n - k)-place binary sequence, R(T), with 
each element T of Bn. vVe examine each check place of T in order starting 
with the (k + I)-st place of T. We write a zero if a place of T satisfies 
the parity check; we write a one if a place fails the parity check. The re­
sultant sequence of zeros and ones, written from left to right is R(T). 
vVe call R(T) the pan:ty check sequence of T. Example: with the parity 
rules a4 = a2 + a3 , a5 = al + a2 + a3 used to define the (5, 3)-alphabet 
in the examples of Theorem 3, we find R(11000) = 10 since the sum of 
the entries in the second and third places of 11001 is not the entry of 
the fourth place and since the sum of al = 1, az = 1, and a3 = 0 is 
o = a5. 

Theorem 4. Let I, A2 , ... AiL be an (n, k)-alphabet. Let R(T) be the 
parity check sequence of an element T of Bn formed in accordance with 
the parity check rules of the (n, k)-alphabet. Then R(Tl ) = R(T2) if 
and only if Tl and Tz lie in the same row of array (4). The coset leaders 
can be ordered so that R(Si) is the binary symbol for the integer i - 1. 

As an example of Theorem 4 consider the (4, 2)-alphabet shown with 
its cosets below 

0000 
0100 
0010 
1000 

1011 
1111 
1001 
0011 

0101 
0001 
0111 
1101 

1110 
1010 
1100 
0110 

The parity check rules for this alphabet are a3 = al, a4 = al + a2 . 
Every element of the second row of this array satisfies the parity check 
in the third place and fails the parity check in the 4th place. The parity 
check sequence for the second row is 01. The parity check for the third 
row is 10, and for the fourth row 11. Since every letter of the alphabet 
satisfies the parity checks, the parity check sequence for the first row is 
00. We therefore make the following association between parity check 
sequences and coset leaders 

00 ~ 0000 SI 
01 ~ 0100 S2 
10 ~ 0010 S3 
11 ~ 1000 S4 

1.9 INSTRUMENTING A GROUP ALPHABET 

Proposition 4 attests to the ease of the encoding operation involved 
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with the use of an (n, k)-alphabet. If the original message is presented as 
a long sequence of zeros and ones, the sequence is broken into blocks of 
length k places. Each block is used as the first k places of a letter of 
the signaling alphabet. The last n-k places of the letter are determined 
by fixed parity checks over the first k places. 

Theorem 4 demonstrates the relative ease of instrumenting the maxi­
mum likelihood detector (8) for use with an (n, k)-alphabet. When an 
element T of Bn is received at the channel output, it is subjected to the 
n-k parity checks of the alphabet being used. This results in a parity 
check sequence RCT). R(T) serves to identify a unique coset leader, say 
Si . The product. SiT is then formed and produced as the detector out­
put. The probability that this be the correct letter of the alphabet is Ql . 

1.10 BEST GROUP ALPHABETS 

Two important questions regarding (n, k)-alphabets naturally arise. 
What is the maximum value of Ql possible for a given nand k and which 
of the N(n, k) different subgroups give rise to this maximum Qt? The 
answers to these questions for general nand k are not known. For many 

. special values of nand k the answers are known. They are presented in 
Tables II, III and IV, which are explained below. 

The probability Ql that a transmitted letter be produced correctly by 
the detector is the sum, Ql = L:~ t(Si) of the probabilities of the coset 
leaders. This sum can be rewritten as Ql = L:f=o (Xi piqn-i where (Xi is 
the number of coset leaders of weight i. One has, of course, L:(Xi = v = 

2n
-

k for an (n, k)-alphabet. Also (Xi ~ (~) = 'I( n! .)! since this is the 
~ ~. n - ~ 

number of elements of Bn of weight i. 
The (Xi have a special physical significance. Due to the noise on the 

channel, a transmitted letter, Ai , of an (n, k)-alphabet will in general be 
received at the channel output as some element T of Bn different from 
Ai. If T differs from A i in s places, i.e., if w(A iT) = s, we say that an 
s-tuple error has occurred. For a given (n, k)-alphabet, (Xi is the number 
of i-tuple errors which can be corrected by the alphabet in question, 
i = 0, 1, 2, ... , n. 

Table II gives the (Xi corresponding to the largest possible value of Ql 
for a given k and n for k = 2, 3, ... n - 1, n = 4 ... , 10 along with a 
few other scattered values of nand k. For reference the binomial coeffi-

cients (~) are also listed. For example, we find from Table II that tbe 

best group alphabet with 24 = 16 letters that uses n = 10 places has a 
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probability of correct transmission Ql = glO + 10g9p + 39q8p2 + 14q7p3. 
The alphabet corrects all 10 possible single errors. It corrects 39 of the 

possible (;0) = 45 double errors (second column of Table II) and in 

addition corrects 14 of the 120 possible triple errors. By adding an addi­
tional place to the alphabet one obtains with the best (11, 4)-alphabet 
an alphabet with 16 letters that corrects all 11 possible single errors and 
all 55 possible double errors as \Yell as 61 triple errors. Such an alphabet 
might be useful in a computer representing decimal numbers in binary 
form. 

For each set of a's listed in Table II, there is in Table III a set of 
parity check rules which determines an (n, k )-alphabet having the given 
a's. The notation used in Table III is best explained by an example. A 
(10, 4)-alphabet which realizes the a's discussed in the preceding para­
graph can be obtained as follows. Places 1, 2, 3, 4 carry the information. 
Place 5 is determined to make the mod 2 sum of the entries in places 
3, 4, and 5 equal to zero. Place G is determined by a similar parity check 
on places 1, 2, 3, and 6; place 7 by a check on places 1, 2,4, and 7, etc. 

It is a surprising fact that for all cases investigated thus far an (n, k)­
alphabet best for a given value of p is uniformly best for all values of 
p, 0 ~ p ~ !,2. It is of course conjectured that this is true for all nand k. 

It is a further (perhaps) surprising fact that the best (n, k)-alphabets 
are not necessarily those with greatest nearest neighbor distance be­
tween letters when the alphabets are regarded as point configurations on 
the n-cube. For example, in the best (7, 3)-alphabet as listed in Table 
III, each letter has two nearest neighbors distant 3 edges away. On the 
other hand, in the (7, 3)-alphabet given by the parity check rules 413, 
512, 623, 7123 each letter has its nearest neighbors 4 edges away. This 
latter alphabet does not have as large a value of Ql , however, as does 
the (7, 3)-alphabet listed on Table III. 

The cases k = 0, 1, n - 1, n have not been listed in Tables II and III. 
The cases k = 0 and k = n are completely trivial. For k = 1, all n > 1 
the best alphabet is obtained using the parity rule a2 = a3 = ... = 
an = al . If n = 2j, 

Q! = ~ (:') piri + ~ (~) pV. If n = 2j + 1, Q! = t (~) piri. 

For k = n - 1, n > 1, the maximum Ql is Ql = gn-l and a parity rule 
for an alphabet realizing this Ql is an = al. 

If the ,,'s of an (n, /c)-alphabet are of the form "i = (:'), i = 0, 1, 
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n = 4 

n = 5 

n = (j 

n = 7 

n = 8 

n = 9 

n = 10 

n = 11 

n = 12 

TABLE II - PROBABILITY OF No ERROR WITH BEST 

ALPHABETS, Ql = 2: CXipiqn-i 

i CD k = 2 k = 3 k =-l k = 5 k = 6 k = 7 k = 8 k = <) 

ai ai ai ai ai IIi ai ai 

- ------------ ------

0 1 1 
1 4 3 

0 1 1 1 
1 5 5 3 
2 10 2 

0 1 1 1 1 
1 (j (j (j 3 
2 15 0 1 

0 1 1 1 1 1 
1 7 7 7 7 3 
2 21 18 8 
3 25 6 

0 1 1 1 1 1 1 
1 8 8 8 8 7 3 
2 28 28 20 7 
3 56 27 3 

0 1 1 1 1 1 1 1 
1 0 9 l) 0 0 7 3 
2 '36 36 33 22 6 
3 84 64 21 
4 126 18 

0 1 1 1 1 1 1 1 1 
1 10 10 10 10 10 10 7 3 
2 45 45 45 30 21 5 
3 120 110 64 14 
4 210 90 8 

0 1 1 1 1 1 1 1 1 
1 11 11 11 11 11 11 7 3 
2 55 55 55 55 .20 4 
3 165 165 126 61 
4 330 226 63 
5 462 54 

0 1 1 1 1 1 1 
1 12 12 12 12 12 7 
2 66 66 66 19 3 
3 220 220 200 
4 495 425 233 
5 792 300 

k = 10 
ai 

---

1 
3 
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2, ... ,j, aj+l = r some integer, aj+2 = aj+3 = ... = an 0, then 
there does not exist a 2k -letter, n-place alphabet of any sort better than 
the given (n, k)-alphabet. It will be observed that many of the a's of 
Table II are of this form. It can be shown that 

P .. 5·f + (n - k) + (n - k) > 2n- k 1 th . t ropos~twn I n 2 3 = - ere eXlS s 

no 2k-letter, n-place alphabet better than the best (n, k)-alphabet. 
When the inequality of proposition 5 holds the a's are either ao = 1, 

n-k 11 h 0 (n) 2n- k al = 2 - 1, a ot er a = ; or ao = 1, al = 1 ,a2 = ~ 1 -

(~) all other a = 0; or the trivial ao = 1 all other a = 0 which holds 

,,,hen k = n. The region of the n - k plane for which it is known that 
(n, k )-alphabets cannot be excelled by any other is shown in Table IV. 

1.11 A DETAILED EXAMPLE 

As an example of the use of (n, k)-alphabets consider the not un­
realistic case of a channel with p = 0.001, i.e., on the average one binary 
digit per thousand is received incorrectly. Suppose we wish to transmit 
messages using 32 different letters. If we encode ·the letters into the 32 
5-place binary sequences and transmit these sequences without further 
encoding, the probability that a received letter be in error is 1 -
(1 - p)5 = 0.00449. If the best (10, 5)-alphabet as shown in Tables II 
and III is used, the probability that a letter be wrong is 1 - Ql = 
1 - ql0 - 10lp - 21qsp2 = 24p2 - 72p3 + ... = 0.000024. Thus 
by reducing the signaling rate by ~2, a more than one hundredfold re­
duction in probability of error is accomplished. 

A (10, 5)-alphabet to achieve these results is given in Table III. Let 
a typical letter of the alphabet be the 10-place sequence of binary digits 
ala2 ... a9alO. The symbols ala2a3a4a5 carry the information and can be 
any of 32 different arrangements of zeros and ones. The remaining places 
are determined by 

as = al + a3 + a4 + a5 

a7 = al + a2 + a4 + a5 

as = al + a2 + a3 + aD 

a9 = al + a2 + a3 + a4 

alO = al + a2 + a3 + a4 + aD 

To design the detector for this alphabet, it is first necessary to deter­
mine the coset leaders for a standard array (4) formed for this alphabet. 



TABLE III - PARITY CHECK RULES FOR BEST ALPHABET;'; 

k = 2 k = 3 k =-! k = 5 k = 6 k = 7 k = 8 k = 9 k = 10 

-------~ 

n = 4 
32 
412 

312 412 
n = 5 42 513 

5 1 

32 412 5123 

n = 6 
412 513 6124 
51 623 
61 

3 1 413 5134 61 

~ 
CP 

41 512 6124 7 1 
n = 7 51 6123 7 123 

612 7 123 
72 

3 1 4 1 5134 6134 7 1 
41 512 6124 7124 81 

n = 8 
52 613 7123 ,8123 
62 723 81234 
712 8123 
812 

31 41 5134 61345 7134 81 
41 52 6124 7 1245 8124 91 
51 612 7123 81235 9123 

n = 9 62 713 8123 91234 
72 823 9 123 
812 9123 
912 

I 



t-:) 
....... 

" 

n = 10 

n = 11 

11 = 12 

31 
41 
51 
62 
72 
812 
912 
1012 

31 
41 
51 
62 
72 
82 
912 
10 1 2 
1112 

31 
41 
51 
61 
72 
82 
92 
10 2 
1112 
1212 

41 534 
52 6123 
63 7124 
712 8134 
813 9234 
923 101234 
10123 

43 513 
53 624 
62 714 
713 823 
813 9134 
912 10 2 3 4 
10 123 111234 
11123 

41 
52 
63 
712 
812 
913 
10 2 3 
11123 
12123 

61345 71345 8134 91 
71245 81245 9124 101 
81235 912356 10 1 23 
91234 1012346 
1012345 

713456 81345 9134 101 
812456 912457 10 124 111 
912356 1012356 11123 
1012346 11123467 
1112345 

813456 91235678 10123 111 
912456 1012346 11124 121 
10123567 1112457 12134 
11123467 1213458 
12123457 
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TABLE IV - REGION OF THE n-k PLANE FOR WHICH IT IS KNOWN 

THAT (n, k)-ALPHABETS CANNOT BE EXCELLED 

k 

30 
29 
28 
27 
26 
25 
24 
23 
22 
21 
20 
19 
18 
17 
16 
15 
14 
13 
12 
11 
10 
9 
8 
7 
6 
5 
4 
3 
2 
1 • 

o 1 2 3 4 5 6 7 8 910 12 14 16 18 20 22 24 26 28 30 n 

This can be done by a variety of special methods which considerably 
reduce the obvious labor of making such an array. A set of best S's along 
with their parity check symbols is given in Table V. 

A maximum likelihood detector for the (10, 5)-alphabet in question 
forms from each received sequence b1b2 ••• b10 the parity check symbol 
CICZC3C4C5 where 

Cl = b6 + bi + b3 + b4 + b5 

C2 = b7 + bi + b2 + b4 + b5 

C3 = bg + b1 + b2 + b3 + b5 

C4 = b9 + VI + V2 + V3 + 1>1 

C5 = VIO + h + V2 + V3 + li l + V5 

According to Table V, if CIC2C;;C.1C5 contains less 1 hall three Olles, the de­
tector should brint bIb2V3b4l)5 . The detector should print (br + 1)b2b3b405 

if the parity check sequence CIC2C3C4C5 is either 11111 or 11110; the de-
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TABLE V - COSET LEADERS AND PARITY CHECK SEQUENCES 
FOR (10,5)-ALPHABET 

C1C2C3C4C5 S C1C2C3C4C5 S 

00000 0000000000 11100 0000100001 
10000 0000010000 11010 0001000001 
01000 0000001000 11001 0001000010 
00100 0000000100 10110 0010000001 
00010 0000000010 10101 0010000010 
00001 0000000001 10011 0010000100 
11000 0000011000 01110 0100000001 
10100 0000010100 01101 0100000010 
10010 0000010010 01011 0100000100 
10001 0000010001 00111 0100001000 
01100 0000001100 11110 1000000001 
01010 0000001010 11101 0000100000 
01001 0000001001 11011 0001000000 
00110 0000000110 10111 0010000000 
00101 0000000101 01111 0100000000 
00011 0000000011 11111 1000000000 

tector should print bl (b2 + 1)b3b4b5 if the parity check sequence is 01111, 
00111,01011,01101, or 01110; the detector should print b1b2(b 3 + 1)b4b5 

if the parity check sequence is 10111, 10011, 10101, or 10110; the de­
tector should print bl bzbs(b4 + 1)b5 if the parity check sequence is 11011, 
11001, 11010; and finally the detector should print blb2b3b4(b5 + 1) if the 
parity check sequence is 11101 or 11100. 

Simpler rules of operation for the detector may possibly be obtained 

by choice of a different set of S's in Table V. These quantities in general 
are not unique. Also there may exist non-equivalent alphabets with 
simpler detector rules that achieve the same probability of error as the 

alphabet in question. 

P ART II - AD1;HTIONAL THEORY AND PROOFS OF THEOREl\IS OF PART I 

2.1 THE ABSTRACT GROUP en 
It will be helpful here to say a few more "\Yords about En , the group 

of n-place binary sequences under the operation of addition mod 2. This 
group is simply isomorphic with the abstract group Cn generated by n 
commuting elements of order two, say aI, az, ... , an . Here aiaj = 
ajai and a/ = I, i, j = 1, 2, ... , ]1., where I is the identity for the 

group. The eight distinct elements of Cs are, for example, I, al, a2, 
a3, ala2 , ala3 , a2aS , ala2aS . The group en is easily seen to be isomorphic 
with the n-fold direct product of the group C1 with itself. 
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It is a considerable saving in notation in dealing with Cn to omit the 
symbol "a" and write only the subscripts. In this notation for example, 
the elements of C4 are I, 1, 2, 3, 4, 12, 13, 14, 23, 24, 34, 123, 124, 134, 
234, 1234. The product of two or more elements of Cn can readily be 
written down. Its symbol consists of those numerals that occur an odd 
number of times in the collection of numerals that comprise the sym­
bols of the factors. Thus, (12) (234) (123) = 24. 

The isomorphism between Cn and Bn can be established in many ways. 
The most convenient way, perhaps, is to associate with the element 
id2ia ... i k of Cn the element of Bn that has ones in places i1 , i2, ... ,ik 

and zeros in the remaining n - k places. For example, one can associate 
124 of C4 with 1101 of B4 ; 14 with 1001, etc. In fact, the numeral no­
tation aff~rded by this isomorphism is a much neater notation for Bn 
than is afforded by the awkward strings of zeros and ones. There are, 
of course, other ways in which elements of C n can be paired with elements 
of Bn so that group multiplication is preserved. The collection of all such 
"pairings" makes up the group of automorphisms of Cn • This group of 
automorphisms of Cn is isomorphic with the group of non-singular linear 
homogenous transformations in a field of characteristic 2. 

An element T of Cn is said to be dependent upon the set of elements 
Tl , T2 , ••• , T j of Cn if T can be expressed as a product of some ele­
ments of the set Tl , T2 , ••• , T j ; otherwise, T is said to be independent 
of the set. A set of elements is said to be independent if no member can 
be expressed solely in terms of the other members of the set. For example, 
in Cs , 1, 2, 3, 4 form a set of independent elements as do likewise 2357, 
12357, 14. However, 135 depends upon 145, 3457, 57 since 135 = 
(145)(3457)(57). Clearly any set of n independent elements of Cn can 
be taken as generators for the group. For example, all possible products 
formed of 12, 123, and 23 yield the elements of Ca . 

Any k independent elements of Cn serve as generators for a subgroup 
of order 2k. The subgroup so generated is clearly isomorphic with Ck • 
All subgroups of Cn of order 2k can be obtained in this way. 

The number of ways in which k independent elements can be chosen 
from the 2n elements of Cn is 

F(n, k) = (2n _ 2°)(2n _ 21)(2n _ 22) ... (2n _ 2k - 1) 

For, the first element can be chosen in 2n 
- 1 ways (the identity cannot 

be included in a non-trivial set of independent elements) and the second 
element can be chosen in 2n 

- 2 ways. These two elements determine a 
subgroup of order 22. The third element can be chosen as any element of 
the remaining 2n 

- 22 elements. The 3 elements chosen determine a 
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subgroup of order 23. A fourth independent element can be chosen as 
any of the remaining 2n 

- 23 elements, etc. 
Each set of k independent elements serves to generate a subgroup of 

order 2"'. The quantity F(n, k) is not, however, the number of distinct 
subgroups of Cn of this order, for, a given subgroup can be obtained 
from many different sets of generators. Indeed, the number of different 
sets of generators that can generate a given subgroup of order 2'" of Cn 

is just F(k, k) since any such subgroup is isomorphic with Ck • Therefore 
the number of subgroups of Cn of order 2k is N(n, k) = F(n, k)/F(k, k) 
which is (2). A simple calculation gives N(n, k) = N(n, n - k). 

2.2 PROOF OF PROPOSITIONS 1 AND 2 

After an element A of En has been presented for transmission over 
a noisy binary channel, an element T of En is produced at the channel 
output. The element U = AT of En serves as a record of the noise 
during the transmission. U is an n-place binary sequence with a one at 
each place altered in A by the noise. The channel output, T, is obtained 
from the input A by multiplication by U: T = U A. For channels of the 
sort under consideration here, the probability that U be any particular 
element of En of weight w is pWqn-w. 

Consider now signaling with a particular (n, k)-alphabet and consider 
the standard array (4) of the alphabet. If the detection scheme (8) is 
used, a transmitted letter A i will be produced without error if and only 
if the received symbol is of the form SjA i • That is, there will be no 
error only if the noise in the channel during the transmission of A i is 
represented by one of the coset leaders. (This applies for i = 1, 2, ... , 
J.L = 2"'). The probability of this event is Ql (Proposition 1, Section 1.6). 
The convention (5) makes Ql as large as is possible for the given alpha­
bet. 

Let X refer to transmitted letters and let Y refer to letters produced 
by the detector. We use a vertical bar to denote conditions when writing 
probabilities. The quantity to the right of the bar is the condition. We 
suppose the letters of the alphabet to be chosen independently with 
equal probability 2-k

• 

The equivocation heX I Y) obtained when using an (n, k)-alphabet 
with the detector (8) can most easily be computed from the formula 

heX I Y) = heX) - heY) + hey I X) (10) 

The entropy of the source is heX) = kin bits per symbol. The probability 
that the detector produce Aj when Ai was sent is the probability that 
the noise be represented by AiAjSe , .e = 1, 2, ... , v. In symbols, 
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Prey ~ Aj I X ~ Ai) = L Pr(N ~ AiAjS t ) = Q(AiAj) 
( 

where Q(Ai) is the sum of the probabilities of the elements that are in 
the same column as Ai in the standard array. Therefore 

1 
- 2k ' 

since L Q(AiAj) = L Q(A i ) = 1. 
i i 

This last follows from the group property of the alphabet. Therefore 

hey) = -~ L Prey ~ Aj) log Prey ~ Aj) = ~ bits/symbol. 
n n 

It follows then from (10) that 

heX I Y) = hey I X) 

The computation of hey I X) follows readily from its definition 

hey I X) = L Pr(X ~ Ai)h(Y I X ~ Ai) 
i 

- L Pr(X ~ Ai)Pr(Y ~ Aj I X ~ Ai) 
if 

log Prey ~ Aj I X ~ Ai) 

-2\ ~ L Pr(N ~ AiStAj) log L Pr(N ~ AiSmAj) 
~1 t m 

-2\ ~ Q(AiAj) )og Q(AiAj) 
'1 

- L Q(Ai) log Q(A i ) 
i 

Each letter is n binary places. Proposition 2, then follows. 

2.3 DISTANCE AND THE PROOF OF THEOREM 1 

Let A and B be two elements of En . 'Ve define the distance, dCA, E), 
between A and 13 to be the ,,'eight of their product, 

dCA, B) = w(AB) (11) 

The distance between A and B is the number of places in which A and 
13 differ and is just the "Hamming distance." 1 In terms of the n-cube, 
dCA, B) is the minimum number of edges that must be traversed to go 
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from vertex A to vertex B. The distance so defined is a monotone fnne­
tion of the Euclidean distance between vertices. 

It follows from (11) that if C is any clement of Bn then 

dCA, B) = d(LlC, BC) (12) 

This fact :::;how8 the detection scheme (8) to be a maximum likelihood 
detector. By definition of a standard array, one has 

for all i and j 

The coset leaders were chosen to make this true. From (1'2), 

d(Si, J) = d(SiAmSi, J AmSi) = d(SiAm, Am) 

d(SiA j , J) = d(S~AjSiAm, J SiAm) = d(AjAm , SiAm) 

= d(SiA m, A l ) 

where Al = AjAm. Substituting these expressions m the inequality 
above yields 

for all i, 1n, C 

This equation says that ali arbitrary element in the array (4) is at least 
as close to the element at the top of its column as it is to any other letter 
of the alphabet. This is the maximum likelihood property. 

2.4 PROOF OF THEOREM 2 

Again consider an (n, !c)-alphabet as a set of vertices of the unit n-cube. 
Consider also n mutually perpendicular hyperplanes through the cen­
troid of the cube parallel to the coordinate planes. We call these planes 
"symmetry planes of the cube" and suppose the planes numbered in 
accordance with the corresponding parallel coordinate planes. 

The reflection of the vertex with coordinates (ai, a2, ... ,ai, ... ,an) 
in symmetry plane i yields the vertex of the cube whose coordinates 
are (ai, a2, ... , ai + 1, ... , an). More generally, reflecting a given 
vertex successively in symmetry planes i, j, k, ... yields a new vertex 
whose coordinates differ from the original vertex precisely in places 
i, j, k .... Successive reflections in hyperplanes constitute a transfor­
mation that leaves distances between points unaltered and is therefore 
a "rotation." The rotation obtained by reflecting successively in sym­
metry planes i, j, k, etc. can be represented by an n-place symbol having 
a one in places i, j, k, etc. and a zero elsewhere. 

'Ve now regard a given (n, k)-alphabet as generated by operating on 
the vertex (0, 0, ... , 0) of the rube with a certain collection of 2k ro-
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tation operators. The symbols for these operators are identical with the 
sequences of zeros and ones that form the coordinates of the 2k points. 
It is readily seen that these rotation operators form a group which is 
transitive on the letters of the alphabet and which leave the unit cube 
invariant. Theorem 2 then follows. 

Theorem 2 also follows readily from consideration of the array (4). 
For example, the maximum likelihood region associated with I is the 
set of points I, 8 2 , 8 3 , ••• , Sv . The maximum likelihood region asso­
ciated with Ai is the set of points Ai, A i82 , A i83 , ••• , A i8v • The 
rotation (successive reflections in symmetry planes of the cube) whose 
symbol is the same as the coordinate sequence of Ai sends the maximum 
likelihood region of I into the maximum likelihood region of Ai, i 
1, 2, ... , p.. 

2.5 PROOF OF THEOREM 3 

That every systematic alphabet is a group alphabet follows trivially 
from the fact that the sum mod 2 of two letters satisfying parity checks 
is again a letter satisfying the parity checks. The totality of letters satis­
fying given parity checks thus constitutes a finite group. 

To prove that every group alphabet is a systematic code, consider 
the letters of a given (n, k )-alphabet listed in a column. One obtains in 
this way a matrix with 2k rows and n columns whose entries are zeros 
and ones. Because the rows are distinct and form a group isomorphic to 
Ck , there are k linearly independent rows (mod 2) and no set of more 
than k independent rows. The rank of the matrix is therefore k. The 
matrix therefore possesses k linearly independent (mod 2) columns and 
the remaining n - k columns are linear combinations of these k. Main­
taining only these lc linearly independent columns, we obtain a matrix of 
k columns and 2k rows with rank k. This matrix must, therefore, have k 
linearly independent rows. The rows, however, form a group under mod 
2 addition and hence, since k are linearly independent, all 2k rows must 
be distinct. The matrix contains only zeros and ones as entries; it has 2k 
distinct rows of lc entries each. The matrix must be a listing of the num­
bers from 0 to 2k - 1· in binary notation. The other n - k columns of 
the original matrix considered are linear combinations of the columns of 
this matrix. This completes the proof of Theorem 3 and'Proposition 4. 

2.6 PROOF OF THEOREM 4 

To prove Theorem 4 we first note that the parity check sequence of 
the product of two elements of Bn is the mod 2 sum of their separate 



A CLASS OF BINARY SIGNALING ALPHABETS 225 

parity check sequences. It follows then that all elements in a given coset 
have the same parity check sequence. For, let the coset be Si, SiA2, 
SiA3, ... SiA~. Since the elements I, A2 , A 3, ... , A~ all have parity 
check sequence 00 ... 0, all elements of the coset have parity check 
R(Si). 

In the array (4) there are 2n
-

k cosets. We observe that there are 2n
-

k 

elements of Bn that have zeros in their first k places. These elements 
have parity check symbols identical with the l~st n - k places of their 
symbols. These elements therefore give rise to 2n

-
k different parity check 

symbols. The elements must be distributed one per coset. This proves 
Theorem 4. 

2.7 PROOF OF PROPOSITION 5 

If 

we can explicity exhibit group alphabets having the property mentioned 
in the paragraph preceding Proposition 5. The notation of the demon­
stration is cumbersome, but the idea is relatively simple. 

We shall use the notation of paragraph 2.1 for elements of Bn , i.e., 
an element of Bn will be given by a list of integers that specify what 
places of the sequence for the element contain ones. It will be convenient 
furthermore to designate the first k places of a sequence by the integers 
1, 2, 3, ... , k and the remaining n - k places by the "integers" 1', 2', 
3', ... , C', where C = n - k. For example, if n = 8, k = 5, we have 

10111010 ~ 13452' 
10000100 ~ 11' 
00000101 ~ 1'3' 

Consider the group generated by the elements 1', 2', 3', ... , C', i.e. 
the 2t elements I, 1',2', ... , C', 1'2', 1'3', ... , 1'2'3' ... C'. Suppose 
these elements listed according to decreasing weight (say in decreasing 
order when regarded as numbers in the decimal system) and numbered 
consecutively. Let Bi be the ith element in the list. Example: if C = 3, 
BI = 1'2'3', B2 = 2'3', B3 = 1'3', B4 = 1'2', Bs = 3', B6 = 2', B7 = 1'. 

Consider now the (n, k)-alphabet whose generators are 

IBI , 2B2 , 3B3 , ••• , kBk 

We assert that if 
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n ;0; 2"-' :.-. (n ; k) _ (n ; k) - 1 

this alphabet is as good as any other alphabet of 2k letters and n places. 
In the first place, we observe that every letter of this (n, k)-alphabet 

(except I) has unprimed numbers in its symbols. It follows that each of 
the 2( letters I, I', 2', ... , ,(,', 1'2', .,. , 1'2' ... (' occurs in a different 
coset of the given (n, k)-alphabet. For, if two of these letters appeared 
in the same coset, their product (which contains only primed numbers) 
would have to be a letter of the (n, k) alphabet. This is impossible since 
every letter of the (n, k) alphabet has unprimed numbers in its symbol. 
Since there are precisely 2( cosets we can designate a coset by the single 
element of the list Bl , B2, ... , B2t = I which appears in the coset. 

We next observe that the condition 

guarantees that B"+l is of weight 3 or less. For, the given condition is 
equivalent to 

k ;0; 2' - m -(i) - (;) - G) 
We treat several cases depending on the weight of B k+1 • 

If Bk +l is of weight 3, we note that for i = 1, 2, ... , k, the coset con­
taining Bi also contains an element of weight one, namely the element 
i obtained as the product of Bi with the letter iBi of the given (n, k)­
alphabet. Of the remaining (2 t 

- k) B's, one is of weight zero, ,(, are of 

weight one, (;) are of weight 2 and the remaining are of weight 3. We 

have, then ao = 1, al = f + k = n. Now every B of weight 4 occurs in 
the list of generators IB1 , 2B2 , ••• , kBk . It follows that on multi­
plying this list of generators by any B of weight 3, at least one element 
of weight two will result. (E.g., (1'2'3')(jl'2'3'4') = j4') Thus every 
coset with a B of weight 2 or 3 contains an element of weight 2 and 
a2 = 2 ( - ao - al . 

The argument in case B k +1 is of weight two or one is similar. 

2.8 MODULAR REPRESENTATlONS OF en 
In order to explain one of the methods used to obtain the best (n, k)­

alphabets listed in Tables II and III, it is necessary to digress here to 
present additional theory. 
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It has been remarked that every (n, k)-alphabet is isomorphic with 
Ck • Let us suppose the elements of Ck listed in a column starting with I 
and proceeding in order I, 1, 2, 3, ... , k, 12, 13, ... , (k - l)k, 123, 
...... , 123 ... k. The elements of' a given (n, k)-alphabet can be 
paired off with these abstract elements so as to preserve group multipli­
cation. This can be done in many different ways. The result is a matrix 
with elements zero and one with n columns· and 2k rows, these latter 
being labelled by the symbols I, 1, 2, ... etc. What can be said about 
the columns of this matrix? How many different columns are possible 
when all (n, k)-alphabets and all methods of establishing isomorphism 
with Ck are considered? 

In a given column, once the entries in rows 1, 2, ... ,k are known, the 
entire column is determined by the group property. There are therefore 
only 2k possible different columns for such a matrix. A. table shmying 
these 2k possible columns of zeros and ones will be called a modular repre­
sentation table for Cle • An example of such a table is shown for k = 4 in 
Table VI. 

It is clear that the columns of a modular representation table can also 
be labelled by the elements of Ck , and that group multiplication of these 
column labels is isomorphic with mod 2 addition of the columns. The 
table is a symmetric matrix. The element with row label A and column 
label B is one if the symbols A and B have an odd number of different 
numerals in common and is zero otherwise. 

Every (n, k)-alphabet can be made from a modular representation 
table by choosing n columns of the table (with possible repetitions) at 
least k of which form an independent set. 

TABLE VI - MODULAR REPRESENTATION TABLE FOR GROUP C4 

12 13 14 23 U ~4 123 124 134 234 1234 

I 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 
1 0 1 0 0 0 1 1 1 0 0 0 1 1 1 0 1 
2 0 0 1 0 0 1 0 0 1 1 0 1 1 0 1 1 
3 0 0 0 1 0 0 1 0 1 0 1 1 0 1 1 1 
4 0 0 0 0 1 0 0 1 0 1 1 0 1 1 1 1 

12 0 1 1 0 0 0 1 1 1 1 0 0 0 1 1 0 
13 0 1 0 1 0 1 0 1 1 0 1 0 1 0 1 0 
14 0 1 0 0 1 1 1 0 0 1 1 1 0 0 1 0 
23 0 0 1 1 0 1 1 0 0 1 1 0 1 1 0 0 
24 0 0 1 0 1 1 0 1 1 0 1 1 0 1 0 0 
34 0 0 0 1 1 0 1 1 1 1 0 1 1 0 0 0 

123 0 1 1 1 0 0 0 1 0 1 1 1 0 0 0 1 
124 0 1 1 0 1 0 1 0 1 0 1 0 1 0 0 1 
134 0 1 0 1 1 1 0 0 1 1 0 0 0 1 0 1 
234 0 0 1 1 1 1 1 1 0 0 0 0 0 0 1 1 

1234 0 1 1 1 1 0 0 0 0 0 0 1 1 1 1 0 
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We henceforth exclude consideration of the column I of a modular 
representation table. Its inclusion in an (n, !c)-alphabet is clearly a waste 
of 1 binary digit. 

It is easy to show that every column of a modular representation table 
for Ck contains exactly 2k

-
1 ones. Since an (n, !c)-alphabet is made from 

n such columns the alphabet contains a total of n2k
-

1 ones and we have 
Proposition 6. The weights of an (n, !c)-alphabet form a partition of 

n2k- 1 into 2k - 1 non-zero parts, each part being an integer from the set 
1,2, ... ,n. 
The identity elemeat always has weight zero, of course. 

It is readily established that the product of two elements of even 
weight is again an element of even weight as is the product of two ele­
ments of odd weight. The product of an element of even weight with an 
element of odd weight yields an element of odd weight. 

The elements of even weight of an (n, !c)-alphabet form a subgroup 
and the preceding argument shows that this subgroup must be of order 
2k or 2k- 1

• If the group of even elements is of order 2k-\ then the collec­
tion of even elements is a possible (n, !c - I)-alphabet. This (n, !c - 1) 
alphabet may, however, contain the column I of the modular represen­
tation table of Ck - 1 • We therefore have 

Proposition 7. The partition of Proposition 6 must be either into 
2k - 1 even parts or else into 2k

-
1 odd parts and 2k-l - 1 even parts. 

In the latter case, the even parts form a partition of ex2k
-

2 where ex is 
some integer of the set !c - 1, !c, ..• , n and each of the parts is an in­
teger from the set 1, 2, ... , n. 

2.9 THE CHARACTERS OF Ck 

Let us replace the elements of Bn (each of which is a sequence of zeros 
and ones) by sequences of + I's and -1's by means of the following 
substitution 

O~ 1 
1 ~-1. 

(13) 

The multiplicative properties of elements of Bn can be preserved in this 
new notation if we define the product of two + 1, -1 symbols to be the 
symbol whose ith component is the ordinary product of the ith compo­
nents of the two factors. For example, 1011 and 0110 become respectively 
-11 -1 -1 and 1 -1 -11. We have 

(-11 -1 -1)(1 -1 -11) (-1 -11 -1) 
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corresponding to the fact that 

(1011) (0110) = (1101) 

If the + 1, -1 symbols are regarded as shorthand for diagonal matrices, 
so that for example 

-1 0 

-11 -1 -1 ~ 
o 1 
o 0 

° 0 

o 
o 

-1 

° 

o 
o 
o 

-1 

then group multiplication corresponds to matrix multiplication. 
(While much of what follows here can be established in an elementary 

way for the simple group at hand, it is convenient to fall back upon the 
established general theory of group representations8 for several proposi­
tions. 

The substitution (13) converts a modular representation table (col­
umn I included) into a square array of + l's and -l's. Each column (or 
row) of this array is clearly an irreducible representation of Ck • Since Ck 

is Abelian it has precisely 2k irreducible representations each of degree 
one. These are furnished by the converted modular table. This table also 
furnishes then the characters of the irreducible representations of Ck 

and we refer to it henceforth as a character table. 
Let xa(A) be the entry of the character table in the row labelled A and 

column labelled a. The orthogonality relationship for characters gives 

where 0 is the usual Kronecker symbol. In particular 

L: Xl (A)x'\A) = L xP(A) = 0, (3~I 
ACCk ACCk 

Since each leA) is + 1 or -1, these must occur in equal numbers in any 
column (3 ~ I. This implies that each column except I, of the modular 
representation table contains 2k

-
1 ones, a fact used earlier. 

Every matrix representation of Ck can be reduced to its irreducible 
components. If the trace of the matrix representing the element A in an 
arbitrary matrix representation of Ck is x(A), then this representation 
contains the irreducible representation having label (3 in the character 
table dp times where 
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d{3 = 2\ 2: x(A)x{3(A) 
ACCk 

(14) 

Every (n, k)-alphabet furnishes us with a matrix representation of Ck 

by means of (13) and the procedure outlined below (13). The trace x(A) 
of the matrix representing the element A of Ck is related to the weight 
of the letter by 

x(A) = n - 2w(A) (15) 

Equations (14) and (15) permit us to compute from the weights of an 
(n, k )-alphabet what irreducible representations are present in the alpha­
bet and how many times each is contained. It is assumed here th~t the 
given alphabet has been made isomorphic to Ck and that the weights are 
labelled by elements of Ck • 

Consider the converse problem. Given a set of numbers WI , W2, ••• , 

WZk that satisfy Propositions 6 and 7. From these we can compute 
quantities Xi = n - 2Wi as in (15). It is clear that the given w's will 
constitute the weights of an (n, k)-alphabet if and only if the 2k Xi can 
be labelled with elements of Ck so that the 2k sums (14) ({3 ranges over 
all elements of Ck) are non-negative integers. The integers d{3 tell what 
representations to choose to construct an (n, !c)-alphabet with the given 
weights WI . 

2.10 CONSTRUCTION OF BEST ALPHABETS 

A great many different techniques were used to construct the group 
alphabets listed in Tables II and III and to show that for each nand k 
there are no group alphabets with smaller probability of error. Space 
prohibits the exhibition of proofs for all the alphabets listed. We content 
ourselves here with a sample argument and treat the case n = 10, k = 
4 in detail. 

According to (2) there are N(10, 4) = 53,743,987 different (10, 4)­
alphabets. We now show that none is better than the one given in Table 
III. The letters of this alphabet and weights of the letters are 

I ° 167810 5 
267910 5 
3568910 6 
45789 10 6 
1289 4 
13579 5 
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14569 5 
23578 5 
24568 5 
3467 4 
123579 6 
12457 10 6 
1 348 10 5 
2349 10 5 
12346789 8 

The notation is that of Section 2.1. By actually forming the standard 
array of this alphabet, it is verified that 

ao = 1, 

Table II shows e~) ~ 45, whereas "2 = 39, so the given alphabet 

does not correct all possible double errors. In the standard array for the 
alphabet, 39 coset leaders are of weight 2. Of these 39 cosets, 33 have 
only one element of weight 2; the remaining 6 cosets each contain two 
elements of weight 2. This is due to the two elements of weight 4 in the 
given group, namely 1289 and 3467. A portion of the standard array 
that demonstrates these points is 

I 1289 3467 

12 89 
18 29 
19 28 
34 67 
36 47 
37 46 

In order to have a smaller probability of error than the exhibited 
alphabet, it is necessary that a (10, 4)-alphabet have an a2 > 39. We 
proceed to show that this is impossible by consideration of the weights 
of the letters of possible (10, 4)-alphabets. 

We first show that every (10, 4)-alphabet must have at least one ele­
ment (other than the identity, 1) of weight less than 5. By Propositions 
6 and 7, Section 2.8, the weights must form a partition of 10·8 = 80 into 
15 positive parts. If the weights are all even, at least two must be less 
than 6 since14·6 = 84 > 80. If eight of the weights are odd, we see from 
8·5 + 7·6 = 82 > 80 that at least one weight must be less than 5. 



232 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1956 

An alphabet with one or more elements of weight 1 must have an 
lX2 ~ 36, for there are nine elements of weight 2 which cannot possibly 
be coset leaders. To see this, suppose (without loss of generality) that 
the alphabet contains the letter 1. The elements 12, 13, 14, ... 1 10 can­
not possibly be coset leaders since the product of anyone of them with 
the letter 1 yields an element of weight 1. 

An alphabet with one or more elements of weight 2 must have an 
lX2 ~ 37. Suppose for example, the alphabet contained the letter 12. 
Then 13 and 23 must be in the same coset, 14 and 24 must be in the 
same coset, ... , 1 10 and 2 10 must be in the same coset. There are at 
least eight elements of weight two which are not coset leaders. 

Each element of weight 3 in the alphabet prevents three elements of 
weight 2 from being coset leaders. For example, if the alphabet contains 
123, then 12, 13, and 23 cannot be coset leaders. We say that the three 
elements of weight 2 are "blocked" by the letter of weight 3. Suppose an 
alphabet contains at least three letters of weight three. There are several 
cases: (A) if three letters have no numerals in common, e.g., 123, 456, 
789, then nine distinct elements of weight 2 are blocked and lX2 ~ 36; 
(B) if no two of the letters have more than a single numeral in common, 
e.g., 123, 345, 789, then again nine elements of weight 2 are blocked and 
lX2 ~ 36; and (C) if two of the letters of weight 3 have two numerals in 
common, e.g., 123, 234, then their product is a letter of weight 2 and by 
the preceding paragraph lX2 ~ 37. If an alphabet contains exactly two 
elements of weight 3 and no elements of weight 2, the elements of weight 
3 block six elements of weight 2 and lX2 ~ 39. 

The preceding argument shows that to be better than the exhibited 
alphabet a (10, 4)-alphabet with letters of weight 3 must have just one 
such letter. A similar argument (omitted here) shows that to be better 
than the exhibited alphabet, a (10, 4)-alphabet cannot contain more 
than one element of weight 4. Furthermore, it is easily seen that an 
alphabet containing one element of weight 3 and one element of weight 
4 must have an lX2 ~ 39. 

The only new contenders for best (10, 4)-alphabet are, therefore, 
alphabets with a single letter other than I of weight less than 5, and this 
letter must have weight 3 or 4. Application of Propositions 6 and 7 show 
that the only possible weights for alphabets of this sort are: 35767 and 
58466 where 57 means seven letters of weight 5, etc. We next show that 
there do not exist (10, 4)-alphabets having these weights. 

Consider first the suggested alphabet with weights 35767. As explained 
in Section 2.9, from such an alphabet we can construct a matrix repre­
sentation of C4 having the character x(I) = 10, one matrix of trace 4, 
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seven of trace ° and seven of trace - 2. The latter seven matrices cor­
respond to elements of even weight and together with I must represent 
a subgroup of order 8. We associate them with the subgroup generated 
by the elements 2, 3, and 4. We have therefore 

xCI) = 10, X(2) = x(3) = x(4) = x(23) 

= x(24) = x(34) = x(234) = -2. 

Examination of the symmetries involved shows that it doesn't matter 
how the remaining Xi are associated with the remaining group elements. 
vVe take, for example 

X(l) = 4, x(12) = x(13) = x(14) = x(123) 

= x(124) = x(134) = x(1234) = 0. 

N ow form the sum shown in equation (14) with t3 = 1234 (i.e., with the 
character X

1234 obtained from column 1234 of the Table VI by means 
of substitution (13). There results d1234 = 72 which is impossible. There­
fore there does not exist a (10, 4)-alphabet with weights 35767

• 

The weights 58466 correspond to a representation of C4 with character 
xCI) = 10,08,2, (_2)6. We take the subgroup of elements of even weight 
to be generated by 2, 3, and 4. Except for the identity, it is clearly im­
material to which of these elements we assign the character 2. We make 
the following assignment: xCI) = 10, x(2) = 2, x(3) = x(4) = x(23) = 
x(24) = x(34) = x(234) = -2, x(1) = x(12) = x(13) = x(14) = 
x(123) = x(124) = x(134) = x(1234) = 0. The use of equation (14) 
shows that d2 = ~~ which is impossible. 

It follows that of the 53,743,987 (10, 4)-alphabets, none is better than 
the one listed on Table III. 

Not all the entries of Table III were established in the manner just 
demonstrated for the (10, 4)-alphabet. In many cases the search for a 
best alphabet was narrowed down to a few alphabets by simple argu­
ments. The standard arrays for the alphabets were constructed and the 
best alphabet chosen. For large n the labor in making such a table can 
be considerable and the operations involved are highly liable to error 
when performed by hand. 

I am deeply indebted to V. M. W olontis who programmed the IBM 
CPC computer to determine the a's of a given alphabet and who pa­
tiently ran off many such alphabets in course of the construction of 
Tables II and III. I am also indebted to Mrs. D. R. Fursdon who eval­
uated many of the smaller alphabets by hand. 
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