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Fig. Sea) - Star Pattern on (111) plane (etched cross-section of crystal pulled 
from melt). 

The peripheral tension assumed in the above paragraph may be seen 
to be qualitatively reasonable upon consideration of the heat flow pat­
tern of the crystal during growth. Heat must enter the crystal by 
conduction through its hottest surface, the growing interface, which 
is a 940°C isotherm. It must leave through all the other surfaces by 
radiation and conduction. Therefore, these surfaces must be cooler 
than their adjacent interiors, and cross-sections of the crystal must 
have cooler peripheries than cores because of the heat escaping from 
the peripheral surfaces. Due to thermal contraction the cooler periphery 
must be in tension anq the core in compression. 

In zone leveled crystals the distribution of etch pits on a (111) section 
was not dense or symmetric enough to display a star pattern. However, 
it was reasoned that since thermal contraction stresses appeared to play 
a major role in the production of dislocations in pulled crystals through 
plastic deformation in the available slip systems, the same mechanism 
might be playing a significant role in zone leveled crystals. 

The only stresses in a zone leveled ingot other than those due to the 
weight of the crystal itself must be those due to non-uniformities in 
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thermal contraction. Consider a small increment of the length of a newly 
formed zone leveled crystal as heat flows through it from its hotter to its 
colder ends while the crystal moves slowly through the apparatus. Heat 
flows in by conduction from the higher temperature germanium adjacent 
to it. Heat leaves not only by conduction out the other end, but also by 
conduction and radiation from the ingot surface. Because of this latter 
heat loss, there is a radial component as well as a longitudinal component 
to the temperature gradient. The cooler surface contracts resulting, as 
above, in peripheral tension and internal compression. Clearly if the 
radial component of heat flow could be eliminated, there would be no 
peripheral contraction. Accordingly, the most desirable temperature dis­
tribution is one whose radial heat flow is zero, i.e., a case of purely axial 
or one dimensional heat flow, which implies a uniform temperature 
gradient along the axis of the ingot. In practice, it is difficult to obtain 
a uniform axial temperature gradient except for the special case of a 
very small one. This may be obtained fairly easily by the use of an ap-
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Fig. 9 - Two views of a zone leveler. (a) With after-heater. (b) Without after-heater. 
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propriate heater. The heater designed for this purpose is called an after­
heater and is shown in Figs. 4 and 9 . 

. The after-heater reduces the heat loss by radiation and radial conduc-. 
tion from the crystal maintaining the entire crystal at a temperature 
only slightly below its melting point throughout its growth. Mter 
zone leveling has been completed, the entire ingot is cooled slowly and 
uniformly. Of course, a finite temperature gradient must exist at the 
liquid-solid interface. The gradient at the interface of the leveler shown 
in Figs. 4 and 9 is about 100 e per centimeter and the maximum gradient, 
about 7.:l inch into the solid, is 300 e per centimeter. The gradient de­
creases slowly to nearly zero within the after-heater, as can be seen in 
the measured temperature curve of Fig. 4. 

A ZONE LEVELING APPARATUS AND TECHNIQUE FOR GERMANUIM 

The apparatus required for zone leveling is basically simple. A single 
crystal seed, the desired impurities, and a germanium charge, are held 
in a suit~ble container in an inert atmosphere. Provision is supplied for 
either moving a heater along the charge or the charge container through 
a heater. The heater may be either an electric resistance type or a radio 
frequency induction type. The resistance heater offers the advantage of 
economy while the induction heating offers the advantage of direct in­
ductive stirring of the melted zone by the RF field, which, as mentioned 
previously, is helpful in attaining uniformity of impurity distribution, 
and is therefore to be preferred for critical work. 

Schematic drawings of an RF powered zone leveler following in general 
the original design by K. M. Olsen are shown in Fig. 9 in two useful 
configurations. The outer clear quartz tube serves to support the inner 
members of the apparatus and also to contain the inert atmosphere for 
which nitrogen, hydrogen, helium, or argon, can serve. For this appara­
tus, a quartz boat is used to contain the germanium, since it permits 
inductive stirring of the liquid germanium by the RF field. The auxiliary 
fore and after heaters, which are made of graphite, have special purposes 
discussed in the two preceding sections. A typical boat used in this ap­
paratus is about 16" long, is smoked on the inside, and is made of thin­
walled clear quartz of 1" I.D. and of semi-circular cross-section. A normal 
charge of zone refined Ge and seed is about 12 inches long and weighs 
about 500 gm. A photograph of the assembled apparatus appears in 
Fig. 10. 

For the best results in crystal perfection and resistivity uniformity, 
the apparatus is run with the full length after-heater and at a slow pull 
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Fig. 10 - Zone leveler. 

rate, 0.09 mils per second (approximately I" in three hours). For some­
what less critical demands a pull rate 10 times faster is used, with a short­
ened after-heater or none at all. 

If it is desired to reproduce a resistivity obtained in the zone leveler, 
it is very convenient to reuse the solidified zone containing the impurity 
addition that yielded the desired resistivity. This solid zone, if undam­
aged (when cut from the finished ingot), will contain all of the solute 
that was not deposited during the ingot run. When it is remelted next 
to a seed the solute will redissolve into the liquid to yield very nearly 
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Fig. 11. - Photograph of zone leveled single crystal ingot. 

the same CL , provided that the zone volume is accurately reproduced. 
In this way it is readily possible to resume leveling as before and hence 
virtually to reproduce a desired resistivity. For the small k solutes, 
In and Sb , discussed in this paper the loss of C L in one leveling run is so 
small as to be insignificant compared to other sources of error in this 
quantity. 

PILOT PRODUCTION RESULTS 

The capabilities of the zone leveling equipment and techniques just 
described may be evaluated with reasonably good accuracy on the basis 
of the measurement results obtained from more than 300 single crystal 
ingots so produced. Over 200 of these crystals were grown in the after­
heater at the "slow" growth rate of 0.09 mils per second. The rest were 
grown with a short after-heater or none at all at a growth rate about ten 
times greater. 

The ingots to be measured (see Fig. 11) were usually 4-6 inches long 
after removing seeds and solidified zones (i.e., 2-3 zone lengths), and 
were cut into 1 inch lengths. The p, T, and E measurements were taken 
on the flat ends of these segments. The results of the observations will 
be summarized and discussed in terms of the four device test require­
ments described earlier. 

(1) Compositional Uniformity 
The resistivity measurements were taken with a calibrated 4-point 

probe technique16 at five locations on each ingot cross-section (center, top, 
bottom and each side). The spacing between adjacent points of the probe 
was 50 mils. Accordingly, these measurements would be insensitive to p 

fluctuations in the material of this order or smaller. However, an investi­
gation by potential probing techniques, of Ge filaments cut from zone 
leveled ingots17 indicates that p fluctuations in zone leveled material are 

16 L. B. Valdes, Proc. LR.E.,42, p. 420,1954. 
17 Erhart, D. L .. private communication. 
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TABLE I -AVERAGE RESISTIVITY VARIATIONS 

(A) Along length axis. Grand Length Average ± 10%. 

Growth Rate 
n-Type p-Type 

Mils per Second 
±% No. of Ingots ±% No. of Ingots 

0.9 9.9 27 10.9 33 
0.8 7.6 12 17.4 16 
0.09 9.0 108 9.3 137 

(B) Over Cross-Section 

n-Type p-Type 
Growth Rate 

Mils per Second 
±% No. of Ingots ±% No. of Ingots 

0.9 9.5 22 8.5 30 
0.8 8.3 12 6.9 14 
0.09 4.3 93 2.3 122 

Average 
±% 

10.4 
13.2 
9.2 

Average 
±% 

8.9 
7.5 
3.2 

generally coarse - changing over distances 2 to 5 times larger in dimen­
sion than the 50 mil dimension in question. Thus the p data summarized 
here should give a reasonably valid representation of the true p variations 
in the ingots measured. 

Table I summarizes the resistivity variations recorded as percentages 
of the mean resistivity of each ingot. These variations are separated into 
those observed (a) along the length axis and (b) over the cross-section, 
for the different growth conditions and resistivity types. 

It is readily seen that the average variation along the length, about 
±10 per cent, is larger than the average cross-sectional variation. The 
variations are not systematic along the length of the ingot and are 
chiefly due to fluctuation in the length of the liquid zone. An appreciable 
part of this variation is due to the effect, mentioned earlier, of discon­
tinuities in the unme~ted charges between 1 inch lengths of crystals 
that were being releveled. A smaller length variation of p, about ±7 
per cent, was observed in those ingots grown from continuous charges. 

Part B of the table shows that the variation of p over the cross-section 
is sensitive to the growth rate in the range covered. For slow growth, it 
is small, and one would reasonably expect that if further improvement 
in p variation were required, it should first be sought by improving the 
control of the zone length. 

(2) Macro Perfection 

Macro perfection of the pilot production product is extremely high. 
There were essentially no cases of polycrystallinity, or twinning, except 
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Fig. 12 - Average minority carrier lifetime plotted against distance from seed 
for 2-8 ohm cm crystals grown with 12",5" and no after-heaters. 

for clearly attributable causes such as power or equipment failure. There 
were few cases of lineage in the short after-heater and virtually none in 
the full after-heater, while lineage is not uncommon in ingots grown with 
no after-heater. 

(3) J.lficro Perfection 

Table II summarizes the etch pit density, €, measurement results. In 
general, it can be seen that with the after-heater one can expect etch 
pit counts of the order of 1,500 pits per cm2 which is lower than results 
without an after-heater by about an order of magnitude (and lower than 

TABLE II -AVERAGE ETCH PIT DENSITIES, e 

Growth Rate EAve (1' No. of Ingots Mils per Second 

(12" after-heater) 0.09 1560 770 39 
(5" after-heater) 0.09 3800 1600 3 

0.9 7000 1900 3 
No after-heater 0.9 11000 6600 6 
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f'S of pulled Ge cry~tals by about two orcl'ers of magnitude). The lowest 
average count that }:las been observed is 40 pits per cm2

• This crystal 
was found to have the smallest X-Ray rocking-curve widths observed in 
germanium at Bell Telephone Laboratories - very nearly the the­
oretically ideal widths. The perfection indicated is exceptional - com­
parable to that of selected quartz crystals. 

(4) Lifetime of Minority Carriers 

T data are summarized in Fig. 12 in which are plotted averages of the 
T measurements on the ingot sections against distance from the seed. 
One sees a systematic rise in T along the length axis of an ingot grown 
slowly in the after-heater. This is interpreted to indicate that the ingot is 
being slowly contaminated with chemical recombination centers during 
its long wait inside the after-heater at high temperatures. If improvement 
were needed in lifetime, it should be sought first by increasing the chemi­
cal cleanliness precautions, which were none,theless strict in this work. 

SUMMARY 

A zone leveler has been developed to provide growth conditions suit­
able for the production of quality germanium single crystals. The crys­
tals are nearly uniform and have exceptionally high lattice perfection. 
Similar levelers are in use in production. 

The apparatus developed has been used to supply germanium single 
crystals for experiments and for the pilot production of a variety of point 
contact, alloy, and diffusion transistors. The machine operating at slow 
growth rate with an after-heater can produce one 6-inch 250-gm crystal 
per day. For less critical demands, it can produce several longer crystals 
per day. 

Evaluation of the product indicates that resistivity variation on a' 
cross-section of the ingot can be ±3 per cent and that along the length 
axis it can be controlled to ±7 per cent if a continuous charge is used. 
Furthermore, the crystals contain no grain boundaries or lineage and 
the scattered etch pit densities average about 1,500 per cm2 • Thus, the 
zone leveling process has proved to be simple, efficient, and capable of 
more than meeting the present specifications for quality germanium 
single crystals. 
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Diffused p-n Junction Silicon Rectifiers 
By M. B. PRINCE 

(Manuscript received December 12, 1955) 

Diffused p-n junction silicon rectifiers incorporating the feature of con­
ductivity modulation are being developed. These rectifiers are made by the 
diffusion of intpurities into thin wafers of high-resistivity silicon. Three 
derelopment models with attractive electrical characteristics are described 
which have current ratings from 0 to 100 amperes with inverse peale voltages 
greater than 200 volts. These devices are attractive from an engineering stand­
point since their behavior is predictable, one process permits the fabrication 
of an entire class of rectifiers, and large enough elements can be processed 
so that power dissipation is limited only by the packaging and mounting 
of the unit. 

1.0 INTRODUCTION 

1.1 The earliest solid state power rectifier, the copper oxide rectifier, 
was introduced in the 1920's. It found some applications where effi­
ciency, space, and weight requirements were not important. In 1940 
the selenium rectifier was introduced commercially and overcame to a 
great extent the limitations of the copper oxide rectifier. As a result, 
the selenium rectifier has found wide usage. In early 1952 a large area 
germanium! junction diode was announced which showed further im­
provements in efficiency, size, and weight. In addition it shows promise 
of greater reliability and life as compared to the earlier devices. How­
ever, all of these devices have one drawback in that they cannot operate 
in ambient temperatures greater than about 100oe. 

Also in 1952, the silicon alloy2 junction diode was announced and was 
shown to be capable of operating at temperatures over 200oe. However 
it was a small area device and could not handle the large power that the 
other devices could rectify. During the- past three years development 
has been carried on by several laboratories in improving the size and 
power capabilities of these alloy diodes. In early 1954 the gaseous diffu-

1 Hall, R. N., Proc. LR.E., 40, p. 1512, 1952. 
2 Pearson, G. L., and Sawyer, B., Proc. I.R.E., 40, p. 1348, 1952. 

661 



662 THE BELL SYSTEM TECHNICAL JOURNAL, MAY 1956 

t 
I­
Z 
w 
ex: 
ex: 
~ 
U 

! 

(a) 

FORWARD 

~--------------------~------------------~ REVERSE 

VOLTAGE -.. 

Fig. 1 - (a). Ideal rectifier. (li). Semiconductor rectifier. 

sion technique3 for producing large area junctions in silicon was an­
nounced. This technique lends itself very readily to controlling the 
position of junctions in silicon. An early rectifier3 made by this tech­
nique was one half cm2 in area and conducted 8 amperes at one volt in 
the forward direction and about 2 milliamperes at 80 volts in the re­
verse direction. The series resistance of this device was approximately 
0.07 ohms. 

1.2 In order to understand quantitatively the problems associated 
with power rectifier development, consider Fig. l(a) which shows what 
an engineer would like in the way of an ideal rectifier. It will pass a 
large amount of current in the forward direction without any voltage 

3 Pearson, G. L., and Fuller, C. S., Proc. I.R.E., 42, No.4., 1954. 
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drop and will pass no current for any applied voltage in the reverse 
direction. At present no device with this characteristic exists. A typical 
semiconductor rectifier has a characteristic of the type shown in Fig. 
1 (b). In these devices there is a forward voltage, Vo , that must be de­
veloped before appreciable current will flow and a series resistance, 
R s , thru which the current will flow. In the reverse biased direction 
there is a current that will flow due to body and surface leakage and 
that usually increases with reverse voltage. At some given reverse volt­
age, VB, the device will break down and conduct appreciable currents. 
To have an efficient rectifier, Vo and Rs should be as small as possible 
and VB should be as large as can be made; also, the reverse leakage cur­
rents should be kept to a minimum. According to semiconductor theory, 
Vo depends mainly upon the energy gap of the semiconductor, in­
creasing with increasing energy gap. Rs consists of two parts; body re­
sistance of the semiconductor and resistance due to the contacts to the 
semiconductor. The higher the resistivity of the semiconductor, the 
higher is the body resistance part of Rs . The leakage currents in the 
reverse direction depend to some extent on the energy gap of the semi­
conductor, being smaller with larger energy gap; and VB depends most 
strongly on the resistivity of the semiconductor, being larger for higher 
resistivity material. Another factor that is important in the choice of 
the semiconductor is the ability of devices fabricated from the semi­
conductor to operate at high temperatures; high temperature operation 
of devices improves with larger energy gap semiconductors. Thus there 
are two compromises to be made in choosing the material (energy gap) 
and resistivity of the semiconductor. 

1.3 This paper reports on a special class of rectifiers in which im­
proved performance has been obtained. These devices are made by 
using the diffusion technique with silicon. The diffusion process permits 
both accurate geometric control and low resistance ohmic contacts, 
which in turn makes it possible to reduce Rs to very small values inde­
pendent of the resistivity of the initial silicon. Therefore, high resis­
tivity material can be used to obtain high VB' An explanation of this 
result is given in Section 3. Silicon permits small reverse currents and 
high temperature op,eration. Its only drawback is that Vo "'-' 0.6 volts. 
Rectifiers made of silicon with the diffusion technique are able to pass 
hundreds of amperes per square centimeter continuously in the forward 
direction in areas up to 0.4 square centimeter. One type of device whose 
area is 0.06 cm2 readily (onducts ten amperes with less than one volt 
forward drop. The forward current voltage characteristic of this family 
of rectifiers follows an almost exponential characteristic indicating that 
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Rs is extremely small «0.05 ohms). Although the measured reverse 
currents are greater than those predicted by theory for temperatures 
up to 1000 0, the reverse losses are low and do not affect the efficiency 
appreciably. 

1.4 The diodes made by the diffusion of silicon are very attractive 
from an engineering standpoint for several reasons. First of all, their 
behavior is predictable from the theory of semiconductor devices, as 
are junction transistors. This makes it possible to design rectifiers of 
given electrical, thermal, and mechanical characteristics. Secondly, 
rectifier elements of many sizes are available from the same diffused 
wafers making it possible to use the same diffusion process, material, 
and equipment for a range of devices. Thirdly, large enough elements 
can be processed so that the power dissipation in the unit is limited 
only by the thermal impedance of mount and package. 

2.0 DIFFUSION PROCESS 

2.1 It will be shown in 3.2 that the forward characteristic of these 
devices is practically independent of the type (n or p) and resistivity 
of the starting material. The reverse breakdown voltage of a silicon p-n 
junction depends primarily on the resistivity of the lightly doped region. 
With these two considerations in mind; that is, to fabricate rectifiers 
having the desirable excellent forward characteristic and at the same 
time high reverse breakdown voltage, high resistivity silicon is used as 
the starting material for the diffused barrier silicon rectifiers. Single 
crystal material has been found to give a better reverse characteristic 
than multicrystalline material. Also, it has been found that p-type ma­
terial has yielded units with a better reverse characteristic than n-type 
material. Therefore, in the remainder of this paper, we will limit dis­
cussion to rectifiers made from high resistivity, single crystalline, p-type 
silicon. We will designate this material as 7r type silicon. 

2.2 In addition to the fine control one has in the diffusion process 
(see 2.4), the process lends itself admirably to the semiconductor recti­
fier field in as much as the distribution of impurities -in this process re­
sults in a gradual transition from a degenerate semiconductor at the 
surface of the material to a non-degenerate semiconductor a short dis­
tance below the surface. This condition permits low resistance ohmic 
metallic contacts to be made to the surfaces of the diffused silicon. 

In order to create a p-n junction in the 7r silicon, it is necessary to 
diffuse donor impurities into one side of the slice. Although several donor 
type impurities have been diffused into silicon, all the devices discussed 
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in this paper were fabricated by using phosphorus as the donor impurity. 
In order to make the extremely low resistance contact to the 7r side of 
the junction that is desirable in rectifiers, acceptor Impurities are dif­
fused into the opposite side of the 7r silicon slice. Boron was selected 
from the several possible acceptor type impurities to use for the fabri­
cation of these devices. A configuration of the diffused slice is shown in 
Figure 2. 

2.3 It will be shown in Section 3 that there are limits to the thick­
nesses of the three regions, N +, 7r, P+, due to the nature of the opera­
tion of these rectifiers vVith present techniques, it is necessary to keep 

;' LOW-RESISTANCE CONTACTS, 
/ \ 

FIG. 2 - Diffused silicon rectifier configuration. 

the thickness of the 7r region to the order of two or three mils (thou­
sandths of~an inch). 

2.4 In the diffusion process of introducing impurities in silicon for 
the purpose of creating junctions or ohmic contacts, the diffusant is 
deposited on the silicon and serves as an infinite source. The resulting 
concentration of the diffusant is given by 

where C 
Co 
D 

C = Co [1 - ~ tVWi e-Y
' dy ] 

= Co erfc y 

concentration at distance x below surface 
concentration at surface 

(1) 

diffusion constant for impurity at temperature of dif­
fusion 
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total time of diffusion 
x 

y '\I'Wt = variable of integration 

A plot of C/Co = erfc y versus y is given in Fig. 3. Co is the surface solu­
bility density and depends upon the temperature of the diffusion proc­
ess.4 At some depth, Xj, the concentration C equals the original im­
purity concentration where the silicon will change conductivity type 
resulting in a junction. In order to obtain desirable depths of the dif­
fused layers, N + and P+, it is necessary to diffuse at temperatures in 
the range of 10000 e to 13000 e for periods of hours. With such periods 
it is obviouR that the diffusion process lends itself to easy control and 
reproducibility. 

3.0 CONDUCTIVITY MODULATION 

3.1 It is well known that the series resistance of a power rectifier is 
the most important electrical parameter to control and should be made 
as small as possible for several reasons. The series resistance consists 
essentially of two parts; the body resistance of the semiconductor and 
the contact resistance to the semiconductor. In the early stages of recti­
fi.er development both parts of the series resistance contributed about 
equally to the total series resistance. However, methods were soon found 
to reduce the contact resistance. It then became apparent that in order 
to reduce the body resistance, the geometry would have to be changed 
and the resistivity chosen carefully. By going to larger, thinner wafers 
it was possible to reduce this body resistance. However, the cost of 
pure silicon made it important that conductivity modulation (described 
below) be incorporated in these devices as a method for reducing the 
body resistance. Our initial attempts were successful due to the fact 
that higher lifetime of minority carriers could be maintained in the ex­
tremely thin wafers that were used as compared to the lifetime remain­
ing after the diffusion process in thicker wafers. 

3.2 A complete mathematical description of the I-V characteristic 
for the conductivity modulated rectifier is practically impossible due 
to the fact that the equations are transcendental. However, it is easy 
to understand the operation of the device physically. 

When the device is biased in the forward direction, electrons from 
the heavily doped N + region are injected into the high resistivity 1(' 

region. If the lifetime for these electrons in the 1(' region is long enough, 
the electrons will diffuse across the 1(' region and reach the P+ regioll 

4 Fuller, C. S., and Ditzenberger, J. A., J. Appl. Phys., 25, p. 1439, 195-L 
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with little recombination. To maintain electrical neutrality, holes are 
injected into the 7r region from the P+ region. These extra mobile car­
riers (both electrons and holes) reduce the effective resistance of the 7r 

layer and thus decrease the voltage drop across this layer. The higher 
the current density, the higher is the injected mobile carrier densities 
and therefore, the lower is the effective resistance. It is for this reason 
that the process is termed conductivity modulation. This effect tends 
to make the voltage drop across the 7r region almost independent of the 
current, resistivity, and semiconductor type. 

When the junction is biased in the reverse direction, a normal re­
verse characteristic with an avalanche breakdown is expected and ob­
served. 

3.3 The forward characteristic of a typical unit is plotted semi­
logarithmically in Fig. 4. The best fit to the low current. data can be 
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expressed as 

where 1 
10 
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V 
lc 
T 

1 = 1oeQV/NkT 

current thru unit 
constant 
charge of electron 
voltage across unit 
Boltzmann's constant 
absolute temperature 
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The departure of the high current data from the exponential charac­
teristic is due to the contact resistance. Another interesting measure­
ment of the forward characteristic is given in Fig. 5 where the small 
signal ac resistance is plotted as a function of the forward dc current 
for a typical rectifier element. The departure from the simple rectifier 
theory5 where N = 1 is not surprising inasmuch as p-n junctions made 
by various methods and of different materials almost always have N > 1. 
Several calculations have been carried out using different assumptions 
and all indicate that the forward characteristic is independent of the 
type and resistivity of the middle region as long as the diffusion length 
for minority carriers is the order of or larger than the thickness of the 
regIOn. 

3.4 In order to go to higher reverse breakdown voltages (> 500 volts) 
it is necessary to use still higher resistivity starting material. It might 
be expected that intrinsic silicon will be used for the highest reverse 
breakdown voltages when it becomes available. However, in this case 

5 Shockley, W., B.S.T.J., 28, p. 435, 1949. 
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thick wafers are necessary since the reverse biased junction space charge 
region extends rapidly with voltage for almost intrinsic material, and 
high lifetime is necessary in order to get the conductivity modulation 
effect in these thick wafers. Therefore at present it is necessary to com­
promise the highest reverse breakdown voltages with the lowest for­
ward voltage drops, in a similar manner to that discussed in Section 1. 
However this is now done at a different order of magnitude of voltage 
and current density. 

4.0 FABRICATION OF MODELS 

4.1 It has been pointed out in Section 1.2 that a low series resistance, 
R s , is desirable and that it is composed of two parts; the body resistance 
and the contact resistance. In Section 3 a method for reducing the body 
resistance was described. The contact resistance can also be made very 
low. It has been found to be very difficult to solder low temperature 
solders (M.P. up to 325°C) to silicon with any of the standard commer­
cial fluxes. However, it is quite easy to plate various metals to a surface 
of silicon from an electroplating bath or by an electro-less process6 to 
which leads can readily be soldered. Some metals used for plating con­
tacts are rhodium, gold, copper, and nickel. This type of contact yields 
a low contact resistance. Another technique that has shown some prom­
ise for making the necessary extremely low resistance contact is the 
hydride fluxing method.7 

4.2 A wafer which may be about one inch in diameter is ready to be 
diced after it is prepared for a soldering operation. Up to this point all 
the material may undergo the same processing. Now it is necessary to 
decide how the prepared material is to be used; whether low current 
("'-'1 amp) devices or medium or high current ("'-'10-50 amps) devices 
are desired. The common treatment of all material for the entire class 
of rectifiers is one reason these devices are highly attractive from a 
manufacturing point of view. 

The dicing process may ce one of several techniques; mechanical 
cutting with a saw, breaking along preferred directions, etching along 
given paths with chemical or electrical means after suitable masking 
methods, etc. In the case of mechanical damage to the exposed junc­
tions, the dice should be etched to remove the damaged material. The 
dice are cleaned by rinses in suitable solvents and are then ready for 

6 Brenner, A., and Riddell, Grace E. J., Proc. American Electroplaters' Society, 
33, p. 16, 1946,34, p. 156, 1947. 

7 Sullivan, M. V., Hydrides as Alloying Agents on Silicon, Semiconductor 
Symposium of the -Electrochemical Society,'May 2-5, 1955. 
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assembly into the mechanical package designed for a given current 
rating. 

4.3 The dice may be tested electrically before assembly by using 
pressure contacts to either side. Pressure contacts have been considered 
for packaging the units; however, this type of contact was dropped from 
development due to mechanical chemical, and electrical instabilities. 

4.4 The drawbacks of the pressure contact make it important to find 
a solder contact that does not have the same objections. The solder used 
should have a melting point above 300°0, be soft to allow for different 
coefficients of expansion of the silicon and the copper connections, wet 
the plated metal, and finally, be chemically inactive even at the high 
temperature operation of the device. These requirements are met with 
many solders in a package that is hermetically sealed. This combina­
tion of a solder and a hermetically sealed package has been adopted for 
the intermediate development of the diffused silicon power rectifiers. 

5.0 ELECTRICAL PERFORMANCE CHARACTERISTICS 

5.1 Before describing the electrical properties of these diodes, let us 
consider some of the physical properties of a few members of the class. 

SMALL 
0-1 AMPERES 

MEDIUM 
1-10 AMPERES 

LARGE 
10-100 AMPERES 

Fig. 6 - Development silicon rectifiers. 
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Fig. 6 shows a picture of three sizes of units that will be discussed in 
this section together with the range of currents that these units can con­
duct. The actual current rating will depend upon the ability of the de­
vice to dispose of the heat dissipated in the unit. A description of how 
the rating is reached is givel) in Section 6. 

The smallest device has a silicon die that is 0.030" by 0.030" in area 
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Fig. 8 - I-V characteristics of development rectifiers. 
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and all the units have dice about 0.005" thick. The medium size device 
has a wafer 0.100" by 0.100" in area. The largest device has a element 
0.250" by 0.250" in area. It is obvious that a range of die size could have 
been chosen for any of these rectifiers. However, electrical and thermal 
considerations have dictated minimum sizes and economic considera­
tions have suggested maximum sizes. The actual sizes are intermediate 
in value and appear to be satisfactory for the given ratings. 

5.2 Of fundamental importance to users of these rectifiers are the for­
ward and reverse current - voltage characteristics. These characteris­
tics of the medium size unit are shown in Fig. 7 for two temperatures, 
25°C and 125°C, using logarithmic scales. It can be seen that in the 
forward direction at room temperature, 25°C, more than 20 amperes 
are conducted with a one volt drop in the rectifier. At the higher tem­
perature more current will be conducted for a given voltage drop. In 
the reverse direction, this particular unit can withstand inverse voltages 
as high as 300 volts before conducting appreciable currents (> 1 rna) 
even at 125°C. A comparison of the current-voltage characteristics for 
the three different size units is shown in Fig. 8 where again the informa­
tion is plotted on logarithmic scales. This information was obtained at 
25°C. One can observe that the reverse leakage current varies directly 
as the area of the device and the forward voltage drop varies inversely 
as the area. These relations are to be expected; however, the reverse 
characteristics indicate that surface effects are probably effecting the 
exact shape of the curves. The changes in the forward characteristics 
can be attributed to the contacts and the internal leads of the packages. 
The breakdown voltage can be adjusted in any size device by the proper 
choice of starting material and therefore no significance should be placed 
on the different breakdown voltages in Fig. 8. 

SILICON GERMANIUM SELENIUM 

Fig. !) - Semiconductor rectifiers of different material;,>, 
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It is quite interesting to compare these units with germanium and 
selenium rectifiers that are commercially available. To make the com­
parison as realistic as one can, we have chosen to compare the smallest 
silicon unit with a commercially available germanium unit and a six 
element selenium rectifier stack rated at 100 milliamperes. The com­
parative size of these units can be seen in Fig. 9. Curves of the forward 
and reverse characteristics at 25°C are given in Fig. 10. Similar curves 
taken at 80°C are given in Fig. 11 and at 125°C in Fig. 12. It can be 
seen that the forward characteristic is best for the germanium device 
at all temperatures and that the reverse currents are least for the silicon 
rectifier. The selenium rectifier is a poor third in the forward direction. 
However, if one has to operate the device at 125°C, only the silicon de­
vice will be satisfactory in both the forward and reverse directions. 

5.3 Capacitance measurements of all the silicon units have been made 
at different reverse voltages and temperatures. The temperature depend­
ence is negligible. However, as expected in semiconductor rectifiers, 
the capacitance varies inversely with the voltage according to the rela­
tion veN = constant where 2 < N < 3. Measurements are given in 
Fig. 13 for a group of medium size units. The other units made from 
the same resistivity material have capacitances that vary directly as 
their areas. 
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5.4 The rev(:rse breakdown voltage, VB, of these devices is controlled 
by the choice of resistivity of the starting material and the depth of 
diffusion of the junction. By keeping the resistivity of the initial p-type 
silicon above 20 ohm-em., it is possible to keep VB above 200 volts. 
Units have been made with VB greater than 1,000 volts. The deeper 
diffusion causes the junction to be more "graded"5 and therefore re­
quire a greater voltage for the breakdown characteristic. This is in line 
with the capacitance measurements where the exponent indicates that 
the junction is neither a purely abrupt junction which would result in 
an exponent of two nor a constant gradient junction which would result 
in an exponent of three. 

5.5 Another interesting measurement, which is related to the life­
time of minority carriers in the high-resistivity region and the frequency 
response, is the recovery time of these devices. During a forward bias on 
a p-n junction, excess minority carriers are injected into either region. 
When the applied voltage polarity is reversed, these excess minority 
carriers flow out of these regions, giving rise initially to a large reverse 
current until the excess carriers are removed. The magnitude and time 
variation of this current will depend to some extent upon the level of 
the forward current but mostly upon the circuit resistance. If one ad­
justs the circuit resistance such that the maximum initial current in 
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Fig. 11 - Rectifier characteristics at SO°C. 
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Fig. 12 -- Rectifier characteristics at 125°C., 

the reverse direction is equal to the forward current before reversing 
the polarity of the junction, then the reverse current will have a con­
stant magnitude, limited by the circuit resistance, for a time known as 
the recovery time before it decays to a small steady-state value. Fig. 14 
shows graphically this effect. The recovery time in diffused junctions 
is found to be in the range of less than 0.1 microsecond to more than 4 
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Fig. 14 - Recovery effect in silicon rectifiers. 

microseconds. It can be shown that the longer recovery times are associ­
ated with higher lifetimes of minority carriers. IVIore interesting, how­
ever, is the fact that these devices 'will have their excellent rectification 
characteristics to frequencies near the reciprocal of the recovery time. 
Measurements have been made of the rectification ability of typical 
small and medium size units by using the circuit shown in Fig. 15. The 
results of normalized rectified current versus frequency are given in 
Fig. 16 and it is seen that these units could be used to rectify power up 
to 1 kclsec without any appreciable loss of efficiency. 

5.6 It is interesting to note that many of the electrical measurements 
made with the diffused barrier silicon rectifiers are self-consistent and 
can be related to simple concepts of semiconductor theory. As an exam­
ple, experimental measurements indicating variations of recovery time 
of units are related to variations in minority carrier lifetime which in 
turn are related to experimental variations in the forward characteristic 
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OSCILLATOR 

looon 

Fig. 15 - Rectification measuring circuit. 
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of these same devices. Such relationships among the measurable param­
eters of these devices make it possible to design and control the elec­
trical characteristics of the units and therefore make them extremely 
attractive from an engineering point of view. 

6.0 MECHANICAL AND THERMAL DESIGN 

6.1 In order to have a device that is usable for more than experimen­
tal purposes, it is necessary that it be packaged in a mechanically stable 
structure and that the heat generated in the combined unit should not 
lead to a condition where the device no longer has its desirable charac­
teristics. In earlier sections of this paper several mechanical require­
ments of a satisfactory package have been suggested. These may be 
repeated at this point. First, pressure contacts are not satisfactory; sec­
ond, oxidizing ambients are to be avoided; third, approximately one 
watt per ampere of forward current is generated and must be disposed; 
and fourth, the package must be electrically satisfactory. The first re­
quirement is met by using soldered contacts. Since these rectifiers are 
usable at temperatures over 200°C, a solder was chosen that has a melt­
ing point over 300°C. The second requirement necessitated the use of 
a hermetic seal structure. If the seal is truly hermetic, no gases can 
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enter or leave the package and thus no changes of the device due to the 
enclosed gas should occur as long as the gas does not react with the sili­
con, solder or package. However, no seal is absolutely vacuum tight 
and thus care should be used in choosing a package design so that mini­
mum effects should occur to the electrical properties during the use of 
the device. The third requirement of the disposal of the internally de­
veloped heat suggested the use of copper due to its high thermal conduc­
tivity. However, a small package alone is capable of dissipating only a 
small amount of heat without reaching a temperature that is too high 
for the device. This necessitates the use of cooling fins in conjunction 
with the device to make use of its electrical properties. This thermal 
requirement demands a package to which thermal fins can be attached. 
This is met by having the package contain a bolt terminal to which 
thermal fins can be attached or by which the unit can be mounted to a 
chassis for cooling. The fourth requirement consists of two parts; the 
package must have two leads that are electrically separated from one 
another and the leads must be sufficiently heavy to conduct the maxi­
mum currents. The first of these requirements is met by using glass-to­
metal seals in the package and the second is met by using copper leads 
of sufficiently heavy cross-section. The resulting packages for the units 
discussed in this paper are shown in Fig. 6. It should be remembered 
that the packages are only intermediate development packages and that 
further work will probably alter these both in size and in shape. How­
ever, all the requirements mentioned will be applicable to any package. 

6.2 The units pictured in Fig. 6 have a range of dc current ratings 
associated with them. The lower rating of each device corresponds to 
the maximum rating of the next smaller device. Of course, the larger 
units could be used for smaller current applications; however, such use 
would be like using a freight car to haul a pound of coal. The maximum 
rating of each device has been arbitrarily chosen for it to operate with 
a reasonable sized cooling fin at an ambient of 125°C and no forced air 
or water cooling. It is known that the ratings could be increased by 
either method of forced cooling. It has been found that a copper con­
vection cooling fin is able to dissipate 8 milliwatts per square inch per 
degree centigrade. This cooling rate is obtained from the difference be­
tween the average temperature of the fin and the ambient temperature 
over the effective exposed area of the fin. For example, a copper fin 
3>2' inches square when mounted so that both surfaces are effective for 
cooling will be able to dissipate ten watts and at the same time prevent 
the temperature of the fin from exceeding 50°C above the ambient tem­
peratur~. Anoth~r thermal drop is found between the junction a;nd the 
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base of the package. This temperature difference depends mostly on 
the material of the base and its geometry. In the devices presented 
this drop is not more than 15°C at the maximum rated current. Thus 
the largest drop in temperature occurs between the cooling fin and the 
ambient which means that the design of the cooling fin is the controlling 
factor in the operating junction temperature of the rectifier. 

6.3 It is possible to use the devices without an attached cooling fin. 
In this case, the maximum current is limited essentially by the size of 
the package. The small rectifier package is designed for Yz watt dissipa­
tion and therefore the maximum current that should be rectified is about 
500 milliamperes. The medium size unit will comfortably rectify 1 am­
pere without any additional cooling and the large rectifier unit will 
conduct 3 amperes under the same conditions. 

7.0 RELIABILITY AND LIFE MEASUREMENTS 

7.1 One of the desired properties of any device is that it should op­
erate satisfactorily at its rating for a long period of time. The above 
general statement contains many implications which should be made 
specific for the devices under consideration in this paper. By stating 
that these devices should operate satisfactorily we mean that they 
should not age during operation; that is, the forward and reverse char­
acteristics at any temperature should not change with time. The state­
ment implies that a rating has been established for the units. Further~ 
more, a "long period of time" has to be defined. There are applications 
where a few hours is considered a long time as in some military appli­
cations. However, in most Bell System applications, a long period of 
time may be 20 years or approximately 200,000 hours. Clearly, in the 
short time since these rectifiers have been developed, it is impossible 
to make a fair statement as to their reliability and their life expectancy. 
However, it is possible to present some results of some early experi­
ments and describe where and how the units have lived and died. It is 
this information that we will present in this section. It is a common ex­
perience that during the early development of any new component, 
there are many units that do not satisfy all the requirements of the de­
sired end product. These units will generally deteriorate very rapidly 
on life testing due to some electrical or mechanical instability. The 
units used for life testing have been screened to remove the above men­
tioned unstable devices. 

7.2 The life tests consist of four types; shelf tests at room tempera­
ture and at 150°C, forward characteristic tests? reverse char~cteristi<; 



DIFFUSED p-n JUNCTION SILICON RECTIFIERS 681 

tests, and load tests. The last tests are really the important tests; how­
ever, these require the dissipation of large quantities of power in the 
load to test only a few devices. Therefore only a few units were tested 
in this condition and the majority tested under other conditions. The 
several units under load test have been operating for six months with 
no noticeable change in their characteristics. These devices are the small 
and medium size development units. The large rectifiers would require 
about 10 kilowatts of dissipation each in a load to give them a fair load 
test. 

The shelf tests at room temperature and at a temperature" of 150°C 
have been running for six months and have indicated that most of the 
units remain practically constant. There have been some units that 
improve on standing but there is no method of predicting which ones 
will improve. Some units get worse on standing; however, most of these 
can be predicted from the initial tests since these units usually have a 
noisy reverse characteristic near the reverse breakdown voltage. The 
units that change differ only in their reverse characteristic; the forward 
characteristic changes are not detectable indicating that the contacts 
are stable. The changes in the reverse characteristic are probably due 
to the trapping of ions and vapors on the surface of the devices during 
the packaging operation. Another source of these variations is due to 
the non-hermeticity of the glass-to-metal seals allowing gases to diffuse 
into the package where they may cause changes in the reverse charac­
teristic. These leaks have been found in many early units and new as­
semblies are being tried at present. 

The forward characteristic life test was considered a good test since 
the device is subject to practically all the internal power dissipation 
without requiring the relatively high load dissipation. It is tests of this 
nature that allow one to rate the various size devices. The medium size 
rectifiers that ran at 15 amperes in this test failed after three months 
of testing; whereas no units running at 5 and 10 amperes have failed 
during the six months since the tests have started although their re­
verse characteristics have changed slightly. It should be noted that 
most of the change of reverse characteristic occurred during the first 
test period of two weeks. These changes are probably due to the causes 
mentioned in the above paragraph. 

Reverse characteristic tests have beeli running for several months on 
a group of 10 small rectifiers which we feel have a better gas tight seal 
than the other development units. The voltage has been adjusted on 
these units such that they are pulsed into the breakdown region with a 
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maximum current of one milliampere. None of these units show any ap­
precia ble change. 

7.3 All of those tests in the past sub-section had to do with continu­
ous dc or ac power being supplied to the units under test. However, in 
actual operation the units may be subject to voltage pulses due to 
power line pulses, accidental shorts, etc. In order for the rectifier to be 
useful, it should be able to take an overload for a period of time suffi­
ciently long to allow a protective device to operate. Pulse tests have been 
performed on the medium size rectifier. These devices are able to with­
stand over 300 amperes for times of the order of 50 microseconds. How­
ever, the fastest circuit breakers operate in about 20 milliseconds and 
for this period, these units can stand only approximately 50 amperes 
before failing. Since these units have such a low forward resistance at 
the operating currents (Fig. 7), any small increase in voltage across the 
diode will change the current through the device to a very large quan­
tity. Therefore series protective resistances ma¥" be necessary where 
the possibility of short-circuiting the device is high. Such operation 
would reduce the efficiency of the unit and is to be avoided if possible. 
Another type of protection may be afforded through the use of a high 
impedance, high current inductor. This type of protection is quite bulky 
and heavy and suitable only for stationary apparatus. Another common 
possibility of burnout of the devices occurs when using a capacitance 
input in conjunction with the rectifier. When the circuit is turned on, 
large currents will flow to charge up the capacitors and consequently 
burn out the rectifiers. One possible protection from such operation is 
the use of a series resistance in conjunction with a time delay relay. The 
series resistance will limit the initial capacitor charging current and the 
time delay relay will short out the resistance after the capacitors have 
reached near their maximum charge. 

7.4 Dissection of burned out units have indicated that the failure 
takes place through small spots on the device. This can be explained by 
the fact that some small areas of the device have slightly better forward 
characteristics. These areas will tend to conduct most of the forward 
current. Therefore most of the power will be dissipated there and these 
areas will become even more conducting leading to a channeling of the 
forward current through these spots with the consequent burnout. The 
best way to avoid such mishaps would be to make a more uniform de­
vice. Experiments are in process along this line. Another less satisfactory 
method would be the control of contact resistance such that the current 
would be limited in any particular area by the contact resistance. Simi­
lar ideas must be considered when paralleling these diffused junction 
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silicon rectifiers. It is possible to use these devices in parallel if one ad­
justs the le.ad resistances such that no one unit will he allowed to con­
duct much more than its share of the current. 

7.5 As a conclusion to this section, it should be noted that these rec­
tifiers are expected to have a long life when operated within their rat­
ings. They are able to operate for short periods of time (seconds) at five 
times their rated currents. Since the rectifiers have an extremely small 
series resistance, they should be protected against accidental surges 
and turning on to a capacitance input filter. 

8.0 SU:MMARY 

8.1 The development rectifiers described in the article are silicon 
diffused p-n junction rectifiers. These devices together with associated 
cooling fins can be used to rectify a complete range of currents from 0 
to 50 amperes in a single phase, half wave rectifier circuit. They can be 
used in more complex rectification circuits to yield even more dc cur­
rent. Also, they are able to withstand at least 200 volts peak in the in­
verse direction and operate satisfactorily at temperatures as high as 
200°0. Furthermore, one process of diffusion and plating is sufficient 
for all the devices of the class. This makes it possible for one diffusion 
and plating line to feed material for all the rectifiers in a manufacturing 
operation. . 

8.2 The rectifiers discussed behave according to the theory of semi­
conductor devices which makes it possible to design them for given 
electrical, thermal, and mechanical characteristics. One failure to meet 
ideal theory of a p-n junction is with the forward characteristic. 

8.3 The diffused silicon type of rectifier has been compared with 
germanium and selenium units and has better reverse characteristics 
at all temperatures. In the forward direction, the germanium units have 
a smaller voltage drop for any given current than the silicon rectifiers 
but the silicon devices are capable of operating at much higher tem­
peratures, thereby permitting higher overall current densities than the 
germanium devices. 

8.4 The diffused silicon rectifiers are capable of use in any rectifier 
application where dc currents up to the order of 100 amperes are re­
quired and where inverse peak voltages up to 200 volts are encountered. 
Another imnortant use for these devices will be in the magnetic ampli­
fier application where the low reverse currents of silicon will enable 
large amplification factors to be realized. Since the forward character­
istics of these devices are so uniform, they can be used in voltage ref­
erence circuits that require voltages near 0.6 volts and in circuits uti-
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lizing the exponential character of the forward characteristic. However, 
as is to be expeeted from devices with the characteristics described in 
this paper, the most immediate application will be found in power sup­
plies. 
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The Forward Characteristic of the PIN 
Diode 

By D. A. KLEINMAN 

(Manuscript received January 18, 1956) 

A theory is given for the forward current-voltage characteristic of the PIN 
diffused junction silicon diode. The Owory predicts that the device should 
obey a simple PlV diode characteristic until the current density approaches 
200 amp/cm2. At higher currents an additional potential drop occurs across 
the middle region proportional to the square root of the current. A moderate 
amount of recombination in the middle region has little effect on the charac­
teristic. It is shown that the middle region cannot lead to anomalous char­
acteristics at low currents. 

INTRODUCTION 

In some diode applications it is desirable to have a very low ohmic re­
sistance as well as a high reverse breakdown voltage. A device meeting 
these requirements, in which the resistance is low because of heavily 
doped p+ and N+ contacts and the breakdown voltage is high because 
of a lightly doped layer between the contacts, has been described by 
M. B. Prince.1 The device is shmyn schematically in Figure Ia and con­
sists of three regions, the p+ contact, the middle P layer, and the N+ 
contact. The device is called a PIN diode because the density P of un­
compensated acceptors in the middle region is much less than p+ or N+ 
and in normal forward operation much less than the injected carrier 
density.2 

We shall let the edge of the p+p junction in the middle region be 
x = 0, and the edge of the PN+ junction in the middle region be x = w. 
Thus the region 0 ~ x ~ w is space charge neutral and bounded at each 
end by space charge regions whose width is of the order of the Debye 
length 

1 Prince, M. B., Diffused p-n Junction Silicon Rectifiers, B.S.T.J., page 661 
of this issue. 

2 A device with Rimilar geometry has been discussed by R. N. Hall, Proc. 
1tR.E.~ 40, r. 1512~ 1952. ' 

~8tj 
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A = (Kj {3ep)I/2 "-' 1.5 X 10-5 cm. (1) 

where K is the dielectric constant, e is the electronic charge, and {3 is the 
constant 

(2) 

which at room temperature is 38.7 volt-I. We shall denote points in the 
p+ and N+ contacts on the edges of the space charge regions by 00 and 
ww respectively. Thus noo is the electron density in the p+ contact at the 
junction, and no is the electron density at the same junction in the 
middle region. Similarly pww is the hole density at the junction in the 
N+ contact and pw is the hole density at the junction in the middle region. 
We shall denote equilibrium carrier densities in the three regions by 
np+ , np, PP' PN+. Typical values for the parameters characterizing 
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Fig. 1 - Schematic representation of the PIN diode with the P+ and N+ con­
tacts regarded as extending to infinity. (b) shows the electrostatic potential in 
equilibrium and (c) shows the potential when a forward current flows, 
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the device are 

w "-' 2 X 10-3 em 

p "-' 1 015 cm-3 

N+, p+ "-' 1018 cm-3 

Ln , Lp "-' 10-4 cm 

where Ln , Lp are minority carrier diffusion lengths in the contacts. 

(3) 

The present treatment makes three distinct approximations. The first 
is to neglect the voltage drop in the contacts. The highest currents ordi­
narily used are of the order of 500 amp/cm2 which should produce an 
ohmic drop in the contacts of about 1 volt/cm. Since the entire diode has 
a length of about 0.01 cm we are neglecting only about 0.01 volts in this 
approximation. 

The second approximation is to regard the Debye length as small 
compared to wand the diffusion lengths Ln , Lp . If Ln , Lp are as small 
as the typical values given in (3) the error made in this approximation 
is not completely negligible. Nevertheless, we use the approximation be­
cause it enables us to regard the device as three relatively large neutral 
regions and two relatively narrow space charge regions. The behavior of 
the device can then be determined by solving for the diffusion and drift 
of carriers in the neutral regions subject to boundary conditions con­
necting the carrier densities across the space charge layers. 

The third approximation is to neglect any increase in majority carrier 
density in the contacts due to injection of minority carriers. This approxi­
mation is valid until the current density approaches 5 X 104 amp/cm2

, 

which is well above anticipated operating currents. It is conceivable 
that in some junctions all the current may flow through small active 
spots at which the current density is very high, perhaps exceeding the 
above figure. In such cases the current flow is two or three dimensional 
and the present analysis would not apply. 

It is also necessary to assume some law for carrier recombination. We 
shall assume that recombination in the contacts is linear in the injected 
minority carrier density 

dIn n - np+ 
dx "-' T 

(4) 

Modification of the theory to suit other recombination laws is simple in 
principle, although considerable analytical complications might be en­
countered. It seems most likely that in silicon PN junctions the re­
combination actually is nonlinear. It can be shown that if the recombi-
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nation follows some power v of the injected density 

dIn v 
dx r--J n 

the forward characteristic of a simple PN junction is of the form 

exp [~~{J( v + 1) V] 

(5) 

(6) 

Thus nonlinear recombination can account for the observation that in 
silicon diodes the slope of V versus log I is usually much less than (J. 

Our purpose here is not to study this interesting effect, but to study those 
effects which are due to the presence of the middle region. Therefore, we 
assume linear recombination for the sake of simplicity. In the last sec­
tion we give a brief consideration of what to expect in the case of non­
linear recombination in the contacts. Recombination in the middle 
region will also be assumed to be linear in the injected carrier density, 
but this assumption is not critical, since it turns out that a moderate 
amount of recombination in the middle region does not change the quali­
tative behavior of the device. 

BASIC EQUATIONS 

Fig. I(b)3 shows the electrostatic potential Vex) for the equilibrium 
case I = o. The potential is constant except in the space charge layers. 
If we call the potential of the middle region zero, the p+ and N+ contacts 
are at the potentials - VI and V2 respectively, where 

,BVI = fn (p+ /pp) 
(7) 

Figure Ic shows the potential when a forward current I flows and a 
forward bias V is produced across the device. We shall define the poten­
tial so that the N+ contact remains at V 2 , which puts the p+ contact at 
potential V - VI. The potential at a point x is then given by 

Vex) = V 2 - fX E(x) dx 
ww 

(8) 

where E(x) is the electric field assumed zero in the contact regions :1:: > 
ww and x < 00. The applied bias V consists of three terms 

V = Vo + V P + Vw (9) 

3 This potential distribution has been discussed by A. Herlet and E. Spenkc, 
Zeits. f. Ang. Phys., B7, H3, p. 149, 1955. 
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where Vo is the forward bias across the junction at x = 0, V p is the po­
tential drop in the middle region, and V w is the forward bias across the 
junction at x = w. In this notation YeO) = Vw + V p and Yew) Vw • 

The total current density is constant 

(10) 

vVe shall denote electric current densities by cI n , cI p , so that In, I p , I 
have the dimensions of (particles/cm2-sec). At x = a and x = w the 
minority carrier currents must flow into the contacts by diffusion, which 
gives the boundary conditions 

Ip(w) = Ips {Pww - I} 
PN+ 

In (0) = Ins ~ nOO - I} 
~np+ 

(11) 

where Ips, Ins are saturation current densities 

I - PN+Dp Ins = np +Dn 
ps - -----y;;- Ln (12) 

The order of magnitude of the saturation current density is given by 

c(Ins + Ips) rv 3 X 10-10 amp/cm2 in Si 

based on the typical values of (3). Equations (11) contain the assump­
tions of linear recombination and small injection into the contacts as 
discussed in the introduction. 

In the middle region the current densities satisfy 

Ip(x) ~ Dp {- ~~ + IiPE} 

I.(x) ~ D. {~: + linN} 

(13) 

Let us assume these equations remain valid in the space charge regions.4 

Since these space charge regions are narrow In and I p can be considered 
constant and the solution of (13) in the space charge regions is 

p(x) -/3 V (x) { !3V2 I pew) jX /3V(x)d l = e pwwC - -D e xf 
p tOw 

n(x) /3V(x) f' -/3(V-Vl) + In(O) l x 
-/3V(x)d } 

= e ~ nooc -D e x 
~ n 00 

(14) 

4 Shockley, W., B.S.T.J., 28, p. 435, 1949. 
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Since "A/Lp « 1 we can write for the junction at x = w 

pew) -f3V1J) f f3 V2 (Pww - PN +) l W 

cf3Vdx 
= C lPwwC 

- Lp ww 

= pwwr,-Vwl {I - 0 GJ} (15) 

where O("A/Lp) means a term of order "A/Lp . Thus we see that if we may 
neglect "A/Lp and "A/Ln we have the following simple boundary conditions 
at the junctions 

noo = no(np + /np)lvO 

po = pp ef3
v

o 

nw = np e f3V1J) 

pww = Pw(PN + /pp)lvW 

(16) 

It is clear that in order to divide the device into three neutral regions we 
must also be able to neglect "A/w. 

Finally, we have the condition of space charge neutrality 

p-n=P (17) 

It can be shown that the term 1(-1 dE/dx is of order ("A/L)2 or ("A/W)2 
and therefore negligible in our approximation. Therefore (17) is the 
Poisson equation for the middle region in our approximation. When we 
use (17) we are not saying that E(x) is constant but only that ](-1 dE/dx 
is negligible compared to p(x) and n(x). The basic equations then are 
(10), (11), (13), (16), (17). 

Large 1 njection, No Recombination 

In this section we consider current densities of the order of magnitude 
of those that flow in normal operation of the diode as a power rectifier. 
These currents inject large densities of electrons and holes into the 
middle region greatly increasing its conductivity. The result is that the 
voltage drop V p is small even though the normal resistivity of the·middle 
region is high. For this reason the device has been called a conductivity 
modulated rectifier. Also in this section we shall neglect recombination 
in the middle region, which makes 1n(x) and 1p(x) constant and greatly 
simplifies the analysis. The effect of recombination is to remove carriers 
and increase the drop across the middle region. Therefore, it is desirable 
to keep recombination in the middle region as low as possible. 
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Under conditions of large injection we can say 

so that (11) becomes 

and (17) becomes 

n»P, 

noo » np + 

p»P 

Pww» PN+ 

In = Ins (noo/np +) 

Ip = Ips(Pww/PN+) 

n(x) 

Equation (16) becomes 

p(x) 

nOD = no(np + /np)lVO 

n" = pplVo 

nw = npe f3 Vw 

pww = nW(PN + /pp)ef3 v
w 

Equations (13) can be written 

E In + bIp 
{3 = --=---=-

2Dnn 

dn _ In - bIp 

dx - 2Dn 

where b = Dn/Dp. Combining (19) and (21) gives the equations 

no = nlIn/Ins)1/2 

nw = ni(Ip/Ips)1/2 

where nl = nppp is a constant, and also 

From the first equation (22) we have 

(jV
p 

= In + blp [W dx 
2Dn ·0 n(x) 

(18) 

(19) 

(20) 

(21) 

(22) 

(23) 

(24) 

(25) 
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Upon invoking the second equation of (22) we get 

RV _ In + bI p p nw 
fJ p - {'n-

In - blp no 

and 

(26) 

(27) 

We see that V p is always positive in sign whatever the sign of In - bI p . 
We now define a parameter 

and a device constant 

Then from (23) and (10) 

In/Ip = R/ 

R 2 

In = 1 + 'YR'Y2 I 

(28) 

(29) 

(30) 

Combining (23), (27) and (30) gives the equation for 'Y as a function of 
total current 

(31) 

where 

(32) 

and 10 is a unit of (particle) current density characteristic of the device 

10 = 4Dp2n/ = 4 (Lp)2 N+Dp 
w2I p ., w Lp 

(33) 

A typical value for e 10 in a silicon diode is 

e 10 "-' 200 amp/cm2 (34) 

based on (3). 
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FrOln (26) the potential drop in the middle region can be written 

(35) 

From (24) and (30) 

( ) I 'Y 10 
{3 Vo + V w = en To + en 1 + b('Y/'Y00)2 + en Ips (36) 

Thus the total applied bias V as a function of total current density I is 
given by 

I 'V
2 + 'V 00

2 
'V I 

(3V = en - - I I en 'Y + en I + en _0 (37) 
10 'Y2 - 'Y002 1 + b('Y/'Y'J:Y Ips 

where 'Y(I) is the (positive) solution of (31). 
Thus far we have referred the problem of the V-I characteristic to 

the problem of calculating 'Y(I) from (31). We see that in the limits of 
high and low current 'Y approaches the limits 

'Y----'t1 I« 10 

I» 10 
(38) 

and in general lies between these limits. A good approximate solution is 
readily obtained by replacing (31) with the quadratic equation 

'Y = 1 - z[C'Y /'Yoo) 
2 

- 1] 

z = (1/10// 2 (1 + b )-1/2 
(3D) 

which has the solution 

(40) 

A plot of this solution is shown in Fig. 2 as a function of z for 'Yoo = p,~, 

'Yoo = 2. Since 'Y(I) is bounded by unity and 'Yoo , which usually will be of 
order unity, we can reject some of the dependence of V upon 'Y and re­
tain only its essential dependence upon I. This appears in the first and 
second terms of (37). By means of (31) this second term can be written 

(41) 

Retaining only the essential dependence on I we write this equation 

(42) 
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Fig. 2 - The function 'Y (z) given by equation (40) for two choices of 'Yeo. 
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Fig. 3 - The voltage-current characteristic of the PIN diode according to 
equation (44). The dashed line represents an ideal PN diode and cIo <'oJ 200 amp! 
cm2 in silicon. 
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where C is a constant representing the slowly varying coefficient of 
(1110)1/2 in (41). vVe choose C such that (42) becomes exact at high cur­
rent density when .eVp is large 

C _ fn "100 2 
- "100 - 1 V1J+1 (43) 

vVhen we regard the third and fourth terms of (37) together as a constant 
.eVe we obtain the simplified voltage-current characteristic 

I ./T 
.eV = fn To + C 11 To + .eVe (44) 

In this approximation it is unnecessary to evaluate "1(1) from (31). 
Fig. 3 shows plots of .eV versus 1110 calculated from (44). For plotting 

the curves the value C = 1.1 ~\\"as used. To choose a value for .eVe we put 
"I = 1, which gives 

(45) 

so that 

(4G) 

which has the value 27 in silicon according to the values in (3). The dot­
ted line is the asymptote approached by the curve at low current densities 

I 
.eV -7 fn Ins + Ips I« Io (47) 

This is the characteristic of a simple PN junction when 

I» Ins + Ips. 

We return now to the question of when the large injection conditions 
(18) are satisfied. Let us suppose I is much less than Io so that "I r-..J 1, 
Inllp ~ R. It follows from (30) and (23) that 

(48) 

N ow let us set no » P which gives a condition on the current density 

(49) 

Setting non » np +, Pww » PN + gives 

I » Ins + Ips. (50) 

Usually P » ni so that (49) includes (50). When numbers are put in 
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from (3) we get the condition for large injection 

eI » 0.07 amp/cm2 in Si (51) 

Since this current in (51) is much less than eIo , we may quite properly 
speak of large injection n » P and small currents I « 10 at the same 
time. 

Let us denote by 

(52) 

the current density at which conductivity modulation starts to be im­
portant. Then we may distinguish three ranges of current: (a) very small 
current I < I CM for which large injection analysis does not apply; (b) 
low current I CM < I < 10 for which large injection analysis applies, but 
the voltage drop V p in the middle region is negligible; (c) large current 
I > 10 for which V p is sizable. The treatment of this section has covered 
ranges (b) and (c). Range (c) (as trea'ted here) does not extend to infinity 
but only up to current densities of the order 

eN+Dp 4 / 2 -I- t'-' 8 X 10 amp cm 
JP 

so that the diffusion currents in the contacts may be treated as a small 
injection. 

Small I njection, No Recombination 

In this section, we shall cover ranges (a) and (b) in current density. 
We must go back to the basic equations, but we shall make use of two 
facts that have come out of the large injection analysis: (a) ,BVp is negli­
gible when I « 10 ; (b) 'Y = no/nw ~ 1 which means n(x) and p(x) are 
essentially constant in the middle region 0 ~ x ~ w when I « 10 . 
When we set 

equations (16) give us 

Then (11) gives 

po = pw 

noo = np+l(Vo+vw) 

PlOW = PN+l(Vo+vw ) 

(53) 

(54) 

(55) 

Now Vo + V w is the total applied bias when V p can be neglected; there-
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fore we obtain the characteristic 

,BV ~ en (I", ~ I P' + 1) (56) 

which is valid until I approaches 10 . Of course we would not have ob­
tained this ideal characteristic of a simple PN junction had we taken 
recombination into account; our result depends upon the constancy of 
n(x) and p(x) in the middle region. For the case of no recombination in 
the middle region (56) and (44) cover ranges (a), (b) and (c). Instead of 
(44) the more exact expression (37) could be used requiring the evalu­
ation of 'Y(I) from (31). It seems that the extra refinement is of no help 
in understanding the device and unnecessary in treating experimental 
data. Therefore, we shall adopt (44) and the approximations leading to 
it as a model for treating the more complicated recombination case. 
That is, we shall seek a generalization of (44) which takes recombination 
into account in a sufficiently good approximation. 

Large Injection with Recombination 

We are interested in determining the effect of recombination in the 
middle region upon the operating characteristics of the device. Therefore 
we go immediately to the large injection case n = p. Equation (16) be­
come 

which gives 

pww = nW(PN + /pp)lvW 

noo = no(np + /np)e{3vo 
(57) 

(58) 

vVe shall assume that recombination is linear in the injected carrier 
density to simplify the calculation. It will be possible, later to approxi­
mate bimolecular recombination' by using an appropriate value for the 
lifetime T corresponding to the injected carrier density. Therefore we 
write 

_dIp 
dx 

n 
T 

Eliminating 1n(x) by use of (13) gives the equation for n(x) 

n 
L2 

(59) 

(60) 
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where L is the effective diffusion length in the middle region 

L = [2Dn r/(b + 1)]1/2 

The solution of (60) may be written 

( ) no sinh (w - z) + nw sinh z 
nz =---~----,------

sinh w 

(61) 

(62) 

where z = x/L is the position variable and w = w/L is the length of the 
middle region in units of L. Fig. 4 shows several of these solutions for the 
case no = nw. 

In equation (60) and the solution (62) we have neglected the equi­
librium carrier densities n p , pp . The criterion for the validity of this 
approximation is 

sinh Yzw « (no/P), (nw/P) (63) 

°o~------------------~ 
x/w 

Fig. 4 - The carrier density according to equation (62) for the case no = nw 
and several values of w. 
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arrived at by considering the minima in the solutions for w » 1. This is 
really a criterion for conductivity modulation, so we shall assume hence­
forth that it is satisfied. 

vVe now modify (13) by setting n = p and eliminating E(x) by use of 
(22) 

In(x) 
bI + 2Dnn'(x) 

b + 1 

I ( ) = I - 2Dnn' (x) 
p x b + 1 

(64) 

where n'(x) = dn/dx. Inserting these currents into (22) gives E(x) and 
integrating gives the potential drop V p in the middle region 

.BV = bI lw 
dx _ b - 1 fn nw 

p (b + l)Dn 0 n b + 1 no 
(65) 

This is the generalization of (26) for linear recombination. 
The direct evaluation of (58) and (65) in terms of the total current I 

leads to a very complicated expression for the applied voltage. It will be 
shown in the next section that this result reduces in its simplest approxi­
mate form retaining only the essential dependence on w to the formula 

(66) 

which is identical with (44) except that the characteristic current density 
is a function of w 

lew) = Iog(w) 

g(w) = (W/2)2 

[COSh ~ tan-
1 

(Sinh ~) J 
2 4 

1 -~ + ~ - ... 
6 48 

(67) 

Fig. 5 shows a plot of g(w). These results show that if w < 1 as we might 
expect in a good diode recombination has no significant effect on the 
forward voltage-current characteristic in the conductivity modulation 
range of operation. 
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Fig. 5 - The function g(w) of equation (67). 

Analysis 

vVe denote 

no 

From (11) and (67) 

........ 

~ 

3.0 

(68) 

(69) 

By means of (62) and (64) we eliminate In and Ip and obtain the equa­
tions 

(b + 1)Ip8e = I - Ir(~ cosh w - r) 

(b + 1)RIp8s2 
= bI + Ir(~ - r cosh w) 

where Iris a (particle) current density 

I _ 2Dnni 
r - L sinh w 

(70) 

(71) 

In principle we could solve (70) for ~ and r as functions of I with Rand 
w as parameters; this would determine .BV through (58) and (65) and 
complete the problem. First we shall rewrite these equations in terms 
of'Y as in the analysis of the second section. 
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If we eliminate I from equations (24) we get 

bI + I r b cosh w + 1 RI 2 
p8 ~ b + 1 = ps'Y 

+ Ir cosh w + b 
'Y1 b+1 

which can be solved for ~ 

where 

~ = .l!... cosh w + b 'Yo - 'Y 
Ips b + 1 R'Y2 - b 

'Yo = 
b cosh w + 1 
cosh w + b 

Substituting (73) into (70) gives the equation satisfied by'Y 

(

I R'Y2 cosh w + 1) ( ) _ I [('Y/'Y00)2 - 1]2 
'Y - 'Y - 'Yo - - =O::--::------c-------:-----=-

R'Y2 + cosh w 100 R'Y2 + cosh w 

where 100 is a characteristic (particle) current density 

I = I [_W_J2 cosh w + b 
00 0 sinh w b + 1 

(72) 

(73) 

(74) 

(75) 

(76) 

Now the solution of (75) has two branches which as I ~ 0 approach 
values given by 

a) 'Y ~ 'Yo 

b) 
R'Y2 cosh w + 1 

'Y ~ --=-----:---
R'Y2 + cosh w 

(77) 

As I increases the first branch remains positive and approaches 'Y co as 
I ~ 00. The second branch becomes negative and approaches -'Yoo' 
Therefore, we choose that branch which satisfies 

(0) _ _ b cosh w + 1 
'Y - 'Yo - b + 1 

'Y( 00) = 'Yoo = (b/R)1/2 (78) 

'Y>O 

On this branch 'Y always lies between 'Yo and 'Yoo , and'Y never approaches 
the quantity in (77b). Therefore we replace R'Y2 by b (as if 'Y = 'Yoo) in 
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the first factor on the left of (75), and obtain the simpler form 

. /T (~/~rA)2 - 1 
~ - ~o = - 11 100 V R~2 + cosh w 

which is the generalization of (31). 
The drop (3V p in the middle region given by (U5) can be written 

b - 1 2. /T <) . 

(3Vp = b + 1 f,n~ + b + 1 11 100 VR~~ + cosh w Fw(~) 

where Fw(~) comes from J dx/n and is defined 

or 

rl wdu 
Jo ~ sinh [w(1 - u)] + sinh [wu] 

1
1 + Q I 11 + cWQ I 

(n f+Q I - (n 1 _ ewQ 

vr-= 2')' cosh w + ')'2 

tan-1 ewQ - tan-1 Q 

2 V2')' cosh w - 1 _,),2 

(79) 

(80) 

(81) 

The first form applies when,), > cW
, or,), < c -w, and the second applies 

when e -w < ')' < cW
, and Q is the quantity 

1 - ,),e-W 

Q = vi 1 - 2')' cosh w + ')'2 I (82) 

It can readily be shown that when w --70 

Fo(')') = ~ 
')' - 1 

(83) 

Thus when w = 0 (80) reduces to 

fn,), b - 1 2 IT (3Vp --7 -- -- (')' - 1) + -- - vlR')'2 + 1 
')' - 1 b + 2 b + 1 10 

= [ In,), (')'/')'00)2 - IJ . /1 
')' - 1 Ry2 + 1 11 10 

(84) 

which is identical with (41). It is also dear that (79) reduces to (31) as 
the recombination goes to zero. Finally we write from (58) 

(3(Vo + V w ) = en 'Y~2 = fn ~ + Cn 2 ')' (85) 
1p3 R,), + cosh w 
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which reduces to (3G) whcn w = O. Thus the whole theory reduces cor­
rectly in the case w = O. 

The function Fw('Y) is plotted in Fig. G for several values of w including 
w = O. The expansion of F w ("I) to order w 

2 is 

Fw('Y) = fn'Y - ~ f('Y) 
"I - 1 4 

f('Y) 
("I + 1) - 2"1 tn 'Y 

'Y - 1 
("I - 1)2 

1 
1 - 2"1 en - + 

"I 

(8G) 

Our next step is to eliminate from (80) and (85) unimportant depen­
dencies on I which would be difficult or impossible to detect experi­
mentally. If in (85) we let 'Y = 1, cosh w = 1 we get 

(3(Yo + Y w) = tn I ~ I 
ns ps 

(87) 

In (80) we drop the first tcrm (as if 'Y = 1) and in the second term we 
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(88) 

In this way we retain the correct form of dependence on w, but throw 
out the dependence on I that comes from 'Y(I). It can be shown from 
(81) that 

tan-
l 

(Sinh ~) 
·h w 

SIll '2 (89) 

Thus we define the characteristic (particle) current density of the device 

(b + 1)100 lo(w) 
(b + cosh w)Fw(I)2 

= 10 [ W J2 
Fw(l) sinh w 

(90) 

Iog(w) 

and (88) can be written 

2 ./-1 
/JVp 

= Vb + 1 11 Io(w) 
(91) 

This formula corresponds to (42) with C = 2/ Vb + 1. In the spirit 
of the present theory the exact value of this constant is not important, 
so we may replace 2/Vb + 1 in (91) by C. Then the sum of (87) and 
(91) gives the total applied bias (66). 

N on Linear Recombination 

In this section we shall consider the forward characteristic of a PIN 
diode in which the current densities at the contacts obey the law 

(92) 

where I ng and Ips are characteristic of the device and a is a mnnber be-
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tween 0 and 1. vVe see that (30) must be replaced by 

In/Ip = RI'2a 

I 
Ip = I + RI'2a 

and (23) must be l'eplaeed by 

no = ni(I n/ Ins) I /'2a 

The equation for l' is now 

(
I )1-<1/2a) (1' / l' 00') 2a - 1 

l' = 1 - Y; [1 + b(I'/I'00')2ap-0/2a) 

(b/R// 2a and 

(93) 

(95) 

(96) 

is a charaeteristic (particle) current density of the device. vVe now ob­
tain ,BV p from (26) 

(97) 

where C' is a slowly varying function 

C' = (I'/I'00')2a + 1 lnl' 
[1 + b(I'/I'oo')2ap-0/2a)l' - 1 

(98) 

similar to the eoefficient in brackets in (41). From (21) and (94) we get 

(99) 

If now l' "-l 1 we get 

(100) 

This shows how we must choose a to agree with the low current charac­
teristic. On the basis of experience with silicon diodes we would choose 
a 1"../ 0.6, which would give 

(101) 

The characteristic current density would be 

(102) 
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The value to use for Ips is very uncertain, but it certainly is much less 
than 10 , so 11 » 10 . Thus we would not expect to observe f3V p , and the 
characteristic should have the form 

(103) 

up to the highest attainable currents. 
\Ve have shown in this section how the law of recombination in the 

contacts affects the dependence of V p upon I. III particular if a = ~2 

there is no dependence of V p upon I, which means that the conductivity 
due to injection increases just as rapidly as the current. 'Ve may con­
clude from (97) that the smaller the value of a the more d'fective is con­
ductivity modulation in keeping down the drop V p in the middle region. 

Discussion 

We have considered the PIN structure of Fig. 1 having typical param­
eters given in (3) . We find that the presence of the middle region causes 
no significant deviation in the voltage-current characteristic from that 
of a simple PN diode until very high current densities are reached, cf 
the order of 200 amp/ cm2 in silicon. In particular the middle region is 
not responsible for an anomalous slope in the plot of V versus log I. We 
find that recombination in the middle region can be accounted for by re­
placing the characteristic current density eIo of the device with eIog(w/L) 
where g(w/L) < 1 is shown in Fig. 5. Thus qualitatively there is no 
change in the form of the voltage-current characteristic due to recombi­
nation in the middle region, although the effect of g(w/L) is to make the 
voltage drop somewhat higher than if recombination were absent. 

We have suggested that the anomalous slope of V versus log I usually 
observed in silicon diodes might be due to non-linear recombination. If 
the recombinati~n obeys a power law chosen to give a typical (anoma­
lous) V-I characteristic for a PN diode, ,,'e have shown that the PIN 
diode s~ould manifest the same characteristic up to extremely large 
current densities many times eIo . Thus the drop across the middle region 
should be even more negligible with non-linear than ,,·ith linear recom­
bination. 

I am pleased to acknowledge my great benefit from discussions with 
M. B. Prince and 1. M:. Ross. . 



A Laboratory Model Magnetic 
Drum Translator for Toll 

Switching Offices 

By F. G. BUHRENDORF, H. A. HENNING and O. J. MURPHY 

(Manuscript received January 24, 1956) 

A laboratory model magnetic drum translator, capable of serving as a one­
to-one alternative to the card translator, has been built to study the problems 
arising from the prospective use of microsecond pulse apparatus in a tele­
phone office environment. Electron tube amplijiers and germanium diode 
logic circuits supplement the drum information storage unit to provide the 
functional operations required. Results of preliminary laboratory tests indi­
cate the feasibility of equipment of this kind for telephone switching control. 

INTRODUCTION 

The magnetic drum is Olle of the most widely used of the modern large­
capacity digital-data storage devices. It is used as a memory unit in many 
of the present-day large-scale digital computers and in other applica­
tions such as inventory control of airline ticket reservations and traffic 
control of airplanes in flight. Two of the properties of drums as storage 
media have been considered particularly advantageous. One is the capac­
ity to store up to several hundred thousand bits of information in a com­
pact space at a low cost per bit; the other is the ability to keep the in­
formation in an easily alterable but llonvolatile form unaffected by power 
failure or other interruptions of operation. In terms of the speed with 
which information may be stored or recovered, drum memories fall near 
the middle of the present-day spectrum; they are very much faster than 
pUlwhed paper tape or groups of telephone relays but are considerably 
slowcr than cathode-ray tube or ferromagnetic-core storage devices. All 
of the information stored on a drum may be read out during the course 
of one complete revolution and, similarly, new information may be en­
tered anywhere in the storage space within the time of one revolution; 
thus the access time is ordinarily of thc order of a few tens of milliseconds. 

It has already been pointed outl that automatic telephone switchillg . --
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offices bear a generic resemblance to digital computers and it is therefore 
not surprising that the magnetic drum has engaged the attention of tele­
phone engineers, since the speed and flexibility of such a device offers 
much promise in connection with forward-looking telephone office de­
sign. One system has already been described2 , 3 involving the use of mag­
netic drums for telephone switching control applications in an entirely 
new form of telephone office; it is the purpose of this article to describe 
another application of less complexity which could function in coopera­
tion with equipment in existing telephone offices. 

The standards of reliability and ruggedness which must be met by any 
equipment proposed for Bell System use are in some respects a good deal 
higher than those imposed on other commercial sytems such as digital 
computers. Thus when a new type of apparatus such as a magnetic drum 
and its associated electronic components is considered for a telephone 
job, it is necessary to determine whether the apparatus is capable of being 
designed to meet these stringent requirements. This was judged to be the 
most important objective of the undertaking about to be described, and 
it strongly influenced the choice of experimental application for the drum. 

The program which the designers set for themselves to determine the 
possible suitability of the magnetic drum type of equipment might be 
summarized as follows: 

(1) Choose an existing telephone application in which a magnetic drum 
system can receive a satisfactory work-out without disordering the sys­
tem. 

(2) Design a magnetic drum system to work cooperatively with exist­
ing office equipment, using existing power facilities. Assume that the de­
sign is aimed at practical application so that due regard is given to operat­
ing economies, and protection against power failures. 

(3) Construct a full-scale model following the design, and test the 
model in the chosen environment long enough to determine the failure 
rate and the reasons for each failure. 

(4) Evaluate the results in order to determine the sphere of useful­
ness, and the proper design philosophy for applying magnetic drum sys­
tems of any kind in existing telephone offices. 

One telephone switching application which meets the qualifications of 
(1) above exists in the new No. 4A toll switching offices. Here, due to the 
demands of nationwide dialing, a large-scale translation function is re­
quired to convert destination codes into information which will properly 
route each call. The volume of information which must be stored for 
translation purposes, and the relatively rapid access desired, fall close to 
t,lle optimum parameter values of magnetic drum systems, The action 
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take~ place in cooperation with crossbar and other relay-type switching 
equipment typical of the present-day telephone office, thus providing an 
environment suitable for observing the behavior of fast pulse circuits in 
the presence of electrical disturbances. Finally, there exists a relatively 
new piece of apparatus which now performs the translation function, 
Ilall:.ely the ('unl trallf:llatol'. Thuf:l, if an exact one-to-one alternative for 
the card trallslator were cOll~trueted employing a magnetic drum, full 
advantage could be taken of the testing procedures already developed 
and a comparison could be made against a norm of performance; further­
more, a field trial would be possible, if desired, with a minimum of inter­
ference with normal operation of the telephone plant. 

It was decided, therefore, to build a full-scale magnetic drum trans­
lator which could substitute for a card translator in order to obtain lab­
oratory experience with apparatus of this type and to determine its adapt­
ability to telephone standards and practices. The completed equipment 
is shown in Fig. 1. The equipment on the one frame illustrated is the 
equivalent in function and capacity of one card translator with its asso­
ciated table. This magnetic drum apparatus is not aimed at replacing the 
card translator, which is a well-engineered device known to give satis­
factory service in day-to-day operation. For evaluation purposes in this 
article, however, it is assumed to be competing with the card translator. 

The following sections describe the design features and operating de­
tails of the translator which was constructed. A brief description of the 
card translator and that portion of the 4A office in which the drum trans­
lator must function has been included to provide the necessary back­
ground for the description. It will become evident that the requirement 
of interchangeability which necessitates a one-to-one equivalence with 
the card translator has imposed on the drum translator a number of re­
strictions which are not inherent in it. These tend to prevent full exploita­
tion of the speed and code advantages which might be realized with the 
drum. Furthermore, the rapidity with which all of the information on the 
drum is presented on a continuous read-out basis would permit a type of 
centralized operation which will be touched on briefly and which would 
seem to offer apparatus economies not attained in the test model. None 
of these factors, however, impairs the usefulness of conclusions which 
may be drawn from test results concerning reliability. 

SURVEY OF MAGNETIC HECORDING PRINCIPLES EMPLOYED IN THE THANS­

LATOR 

All magnetic drums have certain features in common: they consist of 
a means of moving a thin shell of magnetically-hard material rapidly 
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Fig. 1 - Magnetic drum translator, laboratory installation. 
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past one or more heads used for writing or reading digital data. Usually, 
as in the translator, the same head is used for both functions. In most 
drum-system designs the pole-tips of the heads are close to the recording 
surface but do not touch it, and the heads themselves bear a resemblance 
to those used in conventional magnetic sound recording, giving therefore, 
a "longitudinal" polarization to the medium as sketched diagrammati­
cally in Fig. 2. There is very little further resemblance to sound record­
ing, since digital information is stored in a binary or two-valued code 
which, on the translator drum, is represented by the two possible polari­
ties of saturation of the magnetic medium. To one of these polarities is 
assigned the code value "0," and this condition prevails except where 
the opposite polarity is inserted to represent the code value" 1." 

It should be mentioned that several other systems have been devised 
which employ the two directions of saturation, sometimes accompanied 
by a general background of magnetic neutrality, to effect a greater COll­

centration of digital information than that used in the translator. Systems 
other than the one chosen for this application were, for the most part, 
considered to be less reliable. 
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Fig. 2 - Simplified diagram of magnetic drum digital data storage syst.em. 
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In order to facilitate an understanding of the action of the translator 
as a whole, a simplified account of the ,magnetic recording and repro­
duciilg process will now be given. 

111 agnetic Drum Geography 

The circumferential strip of the drum surface which moves under the 
pole-tips of any magnetic head is commonly known as a track. On each 
track will be written magnetic perturbations or spots symbolizing" 1 's." 
It is essential that these spots be precisely located so that they may be 
readily removed or" altered." For this purpose a synchronizing track or 
some equivalent distribution of equally spaced identifying marks asso­
ciated with the drum is provided. With the aid of the electronic circuits, 
the magnetic spots are restricted to a modular spacing defined by the 
synchronizing marks, and this module is spoken of as a "slot." On the 
drum surface, each intersection of track and slot is known as a" cell" and 
a cell may contain only one magnetic mark and therefore only one bit of 
information. As a matter of economics, the cell density should be as great 
as possible. The density which may be attained is determined by the de­
gree of interference which can be tolerated among neighboring cells. 

TV riting Operations 

The first step in preparing the drum to receive a recording is to uni­
formly magnetize the tracks to saturation in the polarity arbitrarily 
chosen to represent the code-value "0." This is a preconditioning opera­
tion required only when a drum is newly placed in service. Referring to 
Fig. 2, this may be done, for the typical head and track shown, by closing 
the switch marked" 0" for the duration of at least one complete revolu­
tion of the drum. Enough current must flow through the windings of the 
head to establish the magnitude of fringing flux, from the pole-tips, re­
quired to saturate the thin magnetic coating. In the case of the trans­
lator drum, the coating is about ~~ milli-inch thick; the clearance 
between pole-tips and recording surface is about 2 milli-inches; the inter­
pole gap is also about 2 mill i-inches at the tips, and about 20 ampere­
turns of energization are required. 

With the track thus preconditioned, there is virtually no output volt­
age from the head since the magnetization is essentially uniform and 
there is no changing flux t.hreading the head to induce a voltage in the 
windings. 

Whenever a" 1" is to be written, a pulse of current from an electronic 
writing amplifier (indicated, for convenience, on Fig. 2 as a switch) is 
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caused to flow through the windings of the head in a direction opposite 
to that taken by the preconditioning current. This pulse lasts for only 
two or three microseconds, and movement of the drum surface is negli­
gibly small while the current persists. The peak value of the current pulse 
is sufficient to magnetize to saturation in the opposite direction that por­
tion of the track which lies directly under the pole-tips at that instant. 
Areas of the track far-removed in each direction from the pole-tips of 
the head are, of course, unaffected by this operation, and remain at sat­
uration in the original polarity. A region of transition in magnetization 
therefore extends in each direction along the track from the area directly 
under the pole-tips. 

Fig. 3 illustrates some of the wave forms resulting from writing into 
and reading from four adjacent cells on one track of the drum. Line A 
shows the pulses of writing current "which were applied to the windings 
on the head. These were caused to appear at precisely spaced distances 
along the track by the combined operation of the synchronizing system 
and an "administration" circuit. In cells 1 and 3 the writing current po­
larity is chosen so as to write" 1 's." Cell 2 remains in its original precon­
ditioned state. In cell 4 a "1" was previously written but is now altered 
to a "0" by a writing current pulse of the same polarity as that chosen 
for the preconditioning operation. 

Line B in Fig. 3 illustrates the resultant magnetic state of the drum 
surface as viewed by the reading head. The polarization portrayed as re­
sulting from writing a " 1" is a bell-shaped curve. When a "1" is selec­
tively altered to a "0" the area of track directly under the pole-tips will 
be carried to saturation in the original preconditioned polarity. The whole 
cell area, however, cannot be affected so strongly, owing to the hysteresis 
properties of the coating material, and there will remain traces of the 
" 1" type of magnetization near the cell edges, as indicated by the solid 
line in cell 4. 

There is no difficulty in rewriting a " 1" in a cell which has been sub­
jected to the above described treatment. The procedure is that outlined 
for the original writing of a " 1" and the results are practically indistin­
guishable from those obtained by writing in a virgin cell. 

Reading Operations 

On subsequent revolutions of the drum, the passage, under the pole­
tips, of the magnetic irregularities created by writing" 1 's" will induce 
a change of flux through the windings of the head. The change 
is, of course, a function of distance along the drum surface but since the 
drum is rotating continuously at a substantially uniform speed the change 
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may also be represented as a function of time. This time-rate-of-change 
of flux within the coils of the head generates a voltage which is of the 
order of 50 millivolts peak-to-peak in the case of the translator. This volt­
age, after amplification, appears as shown in line C of Fig. 3. The trace 
shown is that which appears at the "linear output" monitor jack of a 
translator reading amplifier, and includes a phase inversion, character­
istic of a three stage amplifier. Such a curve is readily recognized as being 
quite similar in shape to the first derivative of the normal error-function 
and hence we may infer that the magnetic condition of the drum surface, 
at least as interpreted by the head, may be portrayed by a bell-shaped 
curve, previously mentioned, similar to the error-function itself. 

The residual magnetic irregularity pictured in cell 4 resulting from 
writing a" A" over a" 1" will induce a voltage in the winding of the head 
having a different amplitude and wave shape from that occasioned ·by 
reading a" 1." It is sketched out approximately to scale in Fig. 3 and is 
seen to be a smaller twinned-version of the" 1" signal. Its amplitude or­
dinarily lies in the range of 710 to Y3' of that of the" 1" signal, and for 
about the middle third of the cell its instantaneous polarity is opposite 
to that which a" 1" signal would have. These facts suggest at least two 
means of discriminating between the voltage signals obtained for the 
two code values: (a) on the basis of amplitude difference, and (b) on the 
basis of instantaneous polarity difference determined or sampled within 
a particular epoch in each cello: 

The method adopted for the translator is that of simple amplitude 
threshold. The threshold value indicated by the dotted line in Fig. 3, is 
set so that the strongest of the residual signal outputs never exceeds it 
while, at the same time, the greatest possible proportion of the positive­
going lobe of a" 1" signal is allowed to produce an output. The threshold 
output stage of the amplifier is also arranged for limiting and this has 
the effect of blunting the peaks of the applied signals. The over-all result 
of these actions is shown by the shape of the signals in line D of Fig. 3. 

Cell packing may be of major economic importance in a large installa­
tion. The general effect of making recordings closer and closer together 
is that the presence or absence of one of the recordings in a series has an 
increasing influence on the size and shape of the signals reproduced from 
its neighbors on either side. In the translator, the cells are spaced 20 
milli-inches center-to-center along the track and the influence of action 
in one cell on the amplitude of reproduction from neighboring cells is 
never more than about 10 per cent. The trace of line C, Fig. 3, is drawn 
for this cell spacing and shows a slight inflection at the transition between 
the output voltage occasioned by reading cell 3, and the voltage obtained 
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from the" 1" which was originally written in cell 4. In many applica­
tions a much larger" influence factor" may be tolerable, but this usually 
requires greater elaboration of the signal detecting devices. The cell size 
is also influenced by physical constants such as design of the head, prop­
erties of the medium, and dimensional clearances. A discussion of such 
factors is outside the scope of this paper but it is not unreasonable to 
hope for an improvement of t\Vo-to-one in packing factor in future de­
signs. 

Reading Synchronization 

The magnetic drum used for the translator provides 80 tra~k~. About 
sixteen microseconds is required for each cell in a track to pass under its 
head. Information occupying the same slot on the drum (so-called be­
cause of its obvious relationship to the term" time-slot" commonly used 
in the digital computer field) is presented at the various heads essenti­
ally, but not exactly, simultaneously. Departure from exact simultaneity 
is occasioned by small variations in the shapes and amplitudes of the 
output waves shown typically as line C in Fig. 3, and by small time-vari­
ations occurring in the writing process, as applied to the various tracks. 

To achieve exact simultaneity, as required for certain subsequent op­
erations of the translator circuitry, narrow" Read Synchronizing" pulses 
are produced by the synchronizing circuit previously mentioned. These 
pulses are located, within the time boundaries of the cells, so that they 
fall approximately at the center of the broad output pulses from the 
reading amplifiers and thus permit the latter to be sampled. This rela­
tionship is indicated in lines D and E of Fig. 3. Similar pulses, slightly 
displaced in time, are used to control the writing operations, and are des­
ignated "Write Synchronizing" pulses. The necessity for the time-shift 
is apparent from an examination of lines A and E of Fig. 3. 

This condensed explanation of the technology of magnetic drum digi­
tal data storage devices, particularly as applied to the translatordrurD, 
should serve as sufficient background for the description of the translator 
wherein the drum is but one part of a large ensemble of apparatus. 

'l'HE .lOB WHICH 'rHE CAIW TRANSLA'l'OR NOW DOES 

It will be advantageous to examine very briefly the card translator and 
its functions in the No. 4A toll switching system so that the analogous 
operation of the magnetic drum equivalent may be more readily ex­
plained. A more detailed description is given in Reference 4. 

The demands of natiollwide toll dialing require a very extensive l'ep-
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ertoire of translations between destination codes and routing instruc­
tions, and it must be possible to change the routing instructions with 
ease. The card translator fulfills these requirements. Each individual 
translation item is contained on a metallic card; the output code of rout­
ing instructions is in the form of selectively enlarged perforations in the 
perforated field of the card, arranged so as to be read by photoelectric 
means, and the input code, which identifies the card for purposes of selee­
tion, appears in the form of tabs projecting downward from the bottom 
edge. Each card is capable of holding a total of 154 bits of information, 
input and output, and somewhat over 1,000 cards are stacked in a bin in 
each card translator mechanism. 

It is possible to classify the elements of any translator into three broad 
categories: the memory unit, the translation selecting unit, and the trans­
lation delivery unit. In the card translator the memory unit is, of course, 
the group of cards; the translation selecting unit consists of code bars, 
electro-mechanically actuated, for displacing a selected card sufficiently 
so that it may be "read." It also contains a network of relays which per­
form the function of checking the authenticity of the input codes applied 
to the code bars. The translation delivery unit consists, in the main, of a 
number of output channels, each originating with a light beam for prob­
ing one of the code elements (a bit of output information) on the card. 
Each output channel contains a photo-transistor, a transistor amplifier, 
a cold cathode gas tube circuit which has been designated a "channel 
output detector" and a register relay. The register relays perform work 
functions and therefore are located separately from the translator; some 
are in the decoders, others in the markers. 

In the 4A office, the card translator is one of several items of common 
control equipment which cooperate to establish the talking connections. 
Other items are the sender, the decoder, and the marker. The sender re­
ceives and registers and subsequently transmits the decimal digits of the 
called designation; the decoder receives the code digits (from 3 to 6 in 
number) from the sender and submits them to the translator for con­
version into information needed for the proper routing of the call; and 
the marker selects an outgoing trunk and establishes a transmission path 
by operating the crossbar switches. Since this common control equipment 
is associated with anyone call for only the short interval necessary to 
establish the talking-circuit connection, its speed of operation is a matter 
of considerable importance. 

It is obvious that the decoder is the intermediary between the trans­
lator and the remainder of the office. Each decoder, of which there are a 
maximum of 18 in a large office, has exclusively associated with itself a 
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card translator mechanism; each of these mechanisms contains an identi­
cal repertory of translations. Each decoder also has available, through 
connectors, a common pool of translators containing a large quantity of 
less-often used information. In order to better understand the duties 
that a magnetic drum translator must be expected to perform it will now 
be convenient to follow, in a highly abbreviated manner, a typical opera­
tion of the decoder and its associated card translator. 

The first translation on an incoming call is performed using the first 
three decimal digits accumulated by a sender. As soon as three digits are 
available the sender connects to a decoder which immediately signals its 
individual translator to perform certain mechanical chores in preparation 
for selecting a card. There are several sequencing signals between the de­
coder and translator during the complete cycle of a translation (several 
of these signals must be synthesized by the drum translator); acting 
on one of these signals from the translator, the decoder passes the input 
code from the sender, adding certain supplemental information of its own. 

The three decimal digit:::; of the input code are in checkable combina­
tions of two leads energized in each of three group:::; of five leads connected 
to the translator. The supplementary information supplied by the de­
coder is in a similar checkable combination on six leads. None of the re­
maining leads in the total of 38 is energized, since the translation being 
described involves only three code digits. 

In the translator, the input code actuates the card selecting mechanism 
and also operates relays whose contacts are wired with a checking net­
work which confirms that the input code, and the responsive operation 
of the code bars, is an authentic combination. This is done byestablish­
ing a path to operate a" code bar check" relay, CBK. (This relay retains 
the same identity in the magnetic drum translator.) 

Acting upon the authenticity check, the card translator proceeds to 
select a card, and signals the decoder to begin timing for a possible non­
appearance. When the card is in a position to be read, the decoder is sig­
naled on two" index" channels, IND. The decoder now" reads" the card 
by applying 130 volt battery to the coils of its register relays; the re­
quired relays operate through the ionized cold-cathode gas tubes in the 
translator, and lock up, extinguishing the gas tubes. 

The first card dropped may provide information sufficient for complet­
ing the connection; in this circumstance the decoder will then call in a 
marker. The first card, however, may specify that more digits are re­
quired and the decoder will so instruct the sender. The sender, unless it 
already has the necessary digits, is then dismissed by the decoder which 
also instructs the translator to restore itself to normal. 
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Six-digit translations are obtained in a manner similar to that des­
cribed above except that the checking network on the relays is switched 
to check for six rather than three digits. In some instances the decoder 
rnust refer to one of the translators in the common pool of" foreign area 
translators" in order to obtain the required information. Frequently, sev­
eral different cards must be dropped successively before a route is finally 
established for the outgoing call. 

With the above description as a background, we may proceed to discuss 
the magnetic drum translator. 

THE ANALOGOUS FUNC'l'IONS OF THE MAGNETIC DRUM THANSLATOH 

The magnetic drum translator is essentially a device which performs 
a translation by making a selection from a recurrent pattern of electrical 
pulses generated by a magnetic drum unit. A schematic diagram of the 
magnetic drum translator, as arranged for direct substitution for a card 
translator, is shown in Fig. 4. In this diagram, the system is divided into 
three principal functional components: (a) the drum memory assembly 
which produces (from the outputs of 80 reading amplifiers and a timing 
unit) a repetitive pattern of electrical pulses representing all the transla­
tions on the drum, both input codes and corresponding output codes; (b) 
the translation selecting unit which reads that portion of the pulse pat­
tern representing input codes and acts to identify the unique code group 
which matches the incoming information from the decoder; (c) the trans­
lation delivery unit which, under control of the translation selecting unit, 
gates-out the particular pulses of the corresponding output code from the 
continuous stream of microsecond pulses, and converts them into signals 
capable of operating the register relays in the decoder. 

To maintain direct interchangeability, two items of apparatus were 
adopted virtually without change from the card translator. These are the 
CODE CHECK HELA YS which accept and check input information, and the 
CHANNEL OUTPUT DETECTOHS comprising cold-cathode gas tubes and as­
sociated transformers. This allows input and output terminal facilities 
to the decoder to be the same for both translators. 

It should be noted that the magnetic drum memory assembly differs 
significantly in one functional respect from the binful of cards in the card 
translator. When a selected card is being read by the photo-electric cells 
in the output channels, no other cards are available. In the drum trans­
lator, all translations are continuously available and if a number of trans­
lation selecting and translation delivery circuits are employed, all may 
obtain translations from a common drum memory assembly at the same 
time without interference. This feature could not be demonstrated in the 
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test set-up as planned, but it would have been incorporated in any test 
which included more than one decoder in an office. In such an arrange­
ment, the various units illustrated in Fig. 2, except the drum memory 
assembly, would be furnished to each decoder. One drum memory assem­
hly (and an emergency standby) WOUld. supply the pattern of electrical 
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pulses to all translation selecting and translation delivery circuits in mul­
tiple. The object of such an arrangement, naturally, is to employ the mag­
netic drum system in the most economical manner. A further extension 
along the same lines would involve relay switching of the pulse circuits 
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to give access to the emergency drum memory, or to a "foreign area" 
memory where such extra memory capacity is necessary. 

Let us now return to the discussion of Fig. 4 and consider the assign­
ment of the translation information to the drum surface where it is stored. 
Recall that the drum surface is effectively divided into a grid by the co­
ordinates of tracks, each passing under an individual write-read magnetic 
head, and" slots," each defined by the appearance of a timing pulse in a 
rhythmic train synchronized from the drum itself, and that the" cells," 
at the coordinate intersections, each accommodate one bit of code infor­
mation. 

Since each card in the card translator accommodates 38 bits of input 
code and 116 bits of output, about 160 cells, divided in the ratio of one 
cell for input to every three cells for output, must be assigned to each 
translation item. One simple and direct assignment ~vould be to place 
the entire translation item in a single slot composed of 160 cells. With 
this layout the slot containing the desired translation would be identi­
fied by reading, or" matching" the input code, and during this same in­
terval the output information in the same slot would be gated-out to the 
translation delivery circuits. A 1,000-translation drum would then be 
long and narrow, and far too many reading amplifiers would be required. 
Another evident arrangement would be to assign the entire input code 
to the first of each group of four slots proceeding under the heads, with 
the output code following in the next three slots. Such an allocation 
would require only 40 reading amplifiers but the drum necessary for the 
desired capacity, with the cell-spacing chosen, would have been larger 
in diameter than the mechanical designers cared to undertake in their 
first trial. A logical choice, therefore, was to place each translation item 
in a pair of adjacent slots, and this was done, although it was later recog­
nized that other, more sophisticated, arrangements might offer certain 
advantages. 

In Fig. 4, the apparent location of one translation item is sketched in 
relation to the drum surface. This sketch is not drawn to scale, since the 
slot width is actually only 0.020 inch, and the track width is comparable. 
It is also geographically inaccurate; actually the cells of anyone slot are 
positioned in four quadrants on the drum, the associated heads being 
positioned in four stacks for mechanical reasons. However, all of the 
cells in a time slot pass under all of the heads at the same instant and the 
presentation of Fig. 4 was adopted for the sake of clarity. 

Note, then, that the input code and one-third of the output code are 
recorded in the first or A slot of a slot-pair passing under the reading 
heads, and that the remaining two-thirds of the output code occupies 
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the B slot which immediately follows. The parallel (simultaneous) pres­
entation of the entire input code to the translation selecting unit permits 
that unit to indicate, by a pulse, that the translation item is the one de­
sired and to gate-out the output code in the same slot while it is still 
passing under the heads. Having thus identified the first slot of a trans­
lation item, it is a simple matter to provide the facility for gating-out 
the remaining information recorded in the next succeeding slot. 

It will be seen, from the circuit arrangement shown, that the transla­
tion selecting unit also receives a portion of the output code recorded in 
the second slot of each pair. It is therefore necessary to distinguish be-

. tween the A and B slots of a pair. This is most conveniently done by the 
Timing Unit, which is provided with two outputs, the pulses defining 
the slots appearing alternately at these outputs. One output lead is cho­
sen to define all the A slots and it is routed to the translation selecting 
unit to provide a portion of the pUlse-pattern required for complete and 
proper identification of an input code. 

The action of the magnetic drum translator in making a translation 
may now be traced by following the block diagram of Fig. 4. The decoder, 
of course, gives the same preliminary signals as for the card translator, 
but these are ignored by the drum translator, because it is continuously 
presenting all 1024 translations at the rate of 30,000 per second and need 
not take any preparatory steps, provided its relays have returned to 
normal after the last translation. The normal state of the relays 
is checked by means of a circuit through their contacts; if this circuit is 
complete, the decoder receives the signal to apply the input code as soon 
as it seizes the translator. A more elaborate ehecking arrangement could 
have made this signal conditional upon other tests, such as a "standard 
translation," to determine that the electronic circuitry (in bulk) was 
functioning properly, but it was not considered worthwhile to do so in 
the system described here. 

The decoder, then, furnishes the input code of the desired translation 
item, causing certain of the relays labeled CODE CHECK HELA YS in Fig. 4 
to operate. Contacts on these relays are interwired to provide the same 
checking network as in the card translator, and a check on the authen­
ticity of the input code will be evidenced by operation of the relay labeled 
CBK. This event is signaled to the decoder so that it may start its" no­
card" timer action. When CBK closes, it also operates a chatter-free mer­
cury-contact relay, CBKM, in the translation selecting unit, permitting 
that unit to produce an output at the appropriate time. Each code-check 
relay which operates applies a positive voltage to one of the input ter­
minals of a "match" unit in the translation selecting unit. For each of 
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these input terminal there is a complementary terminal to which are 
applied negative-going pulses from one of the drum memory reading am­
plifiers. As will be explained later, advantage is taken of this comple­
mentary arrangement to obtain a signal indicating a match between 
either, (1) an operated code relay and a pulse from the reading amplifier, 
or (2) a non operated relay and no pulse from the reading amplifier. All 
of these signals, from 40 sections of the match units, are combined in a 
cascade of ".um" gates; when all indicate a match, the translation se­
lecting unit delivers an output" match" pulse. 

Since this match pulse is not strong enough to enable 40 gates in the 
output channels, it is passed to a" pulse generator" (a regenerative pulse' 
repeater) which produces, virtually coincident in time, a powerful" A" 

gate-opening pulse. Note that both the" A" and the similar" B" pulse 
generators are enabled to operate only when the input code is authentic, 
as evidenced by the operated code check relay CBKM. 

In an unrestricted magnetic drum translator design this identifying 
pulse would cause immediate registry of part of the desired information. 
Here, however, is evidenced one of the penalties for having a direct one­
for-one substitution for a card translator. The decoder and card transla­
tor function in a definite sequence; one of the steps in this sequence is 
initiated by the IND signal from the translator which informs the decoder 
that the selected card is properly "indexed" so that it may be "read." 
Therefore, in the case of the drum translator, to preserve this sequence, 
the selected translation is permitted to pass unheeded, except that the 
IND signal is synthesized from the identifying B gate-opening pulse. This 
operation closes one relay, INDB, through a special output channel (top­
most one in Fig. 4) provided for the purpose. The decoder, thus notified 
that the desired translation is available, applies battery to its register 
relays, and the output channels are completely enabled for a subsequent 
registry of the desired information. 

The output information is usually registered during its next passage, 
one drum-revolution after initial identification of the item. The action of 
identifying the translation is again as described above, and there remains 
only to follow the operation in the output channels. Even before the 
translation selecting unit has initiated the identifying gate-opening 
pulse, reading amplifiers which are required to deliver an output code 
have each commenced delivery of a pulse to their corresponding gate 
terminals in the AND gate and pulse stretcher units. (See Fig. 4). When 
these pulse signals have reached a stable maximum, the gate-opening 
pulse (A or B depending on the slot which is being read at the moment) is 
free to pass through the gates and to trigger the pulse stretchers. The 



MAGNE'l'IC DHUM TRANSLATOn FOn TOLL SWITCHING OFFICES 725 

latter devices, each containing a single transistor in a monostable circuit 
arrangement, deliver I2-volt pulses lasting about a millisecond. The 
pulse stretchers from which an output code is not required are not trig­
gered, owing to the absence of pulses from the corresponding reading 
amplifiers. 

The remainder of the output channel, as previously stated, is borrowed 
directly from the card translator, and the action is similar. In the output 
detector, a transformer steps-up the I2-volt pulse signal to a voltage more 
than sufficient to establish a discharge in the control gap of a cold-cathode 
gas tube. Since the decoder has applied voltage through a relay coil to 
the main gap, the discharge transfers, and the resultant current flow 
operates the relay. The operated relay, which may be in the decoder, 
registers the code and locks to ground through an auxiliary contact. This 
action also extinguishes the gas tube, thereby extending its life. 

Except for relay operation, all of the activity described here for two 
drum revolutions repeats itself for every subsequent drum revolution 
for as long as the code check relay CBKM remains operated. However, 
once the code is registered, no further use is made of the pulses in the 
output channels. 

When the decoder has made use of the translation, it transmits a sig­
nal which is used in the code-check relay system to indicate when all re­
lays are properly restored. In the card translator this signal is also used 
to restore the selected card, but in the drum translator this operation, 
of course, is not required. 

Administration Equipment 

To utilize the magnetic drum translator as described above, it is obvi­
ous that some means for writing-in the translations is as necessary to 
the drum as a card punch is to the card translator. Although a selective 
writing, or "Administration Unit" was required, a highly efficient design 
was not essential to the experiment. Consequently there was constructed 
a separate, portable aggregation of essential basic electronic circuits, 
arranged for manual control, but designed with a view to possible ex­
tension to fully automatic operation. This equipment will be described 
in a later section. 

EQUIPMEN'r AND CIRCUI'l' DESIGN DETAILS OF THE TRANSLATOH 

General Description 

The entire translator is mounted on an II-foot by 32-inch bay and has 
been made to conform to telephone central office practices as far as pos-
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FIG. 5 - Lo\ver casing containing partial complement of reading amplifiers, 
timing unit, filament transformers and blowers. Receptacle at right end of each 
amplifier mounting strip allows Administration unit to connect directly to mag­
netic heads assoeiated with those amplifienl. 

sible; except for the presence of the drum unit at the base of the rack, 
its appearance is not unlike that of other racks found in central offices. 

IVlounted directly above the drum unit is a casing of conventional de­
sign (shown open in Fig. 5) which houses the reading amplifiers, timing 
unit, filament transformers, and a self-contained forced-air ventilating 
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Fig. 6 - Upper casing containing translation selecting unit, and partial com­
plement of pulse stretchers and channel detectors. 

system. A second casing, (Fig. 6), located directly above the first, houses 
the translation selecting unit, pulse stretchers, and channel output detec­
tors. The various plug-in components used in these sections are shown 
in Fig. 7. At the top of the rack are located the code-check input relays, 
fuses and terminal blocks. 
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Fig. 7 - Plug-in units. Left to right, reading amplifier, match unit varistor 
cluster, individual varistor, match and-gate, transistor, and pulse stretcher. 

In wiring the rack, use of individually-shielded conductors was held 
to a minimum. The cable between the drum unit and the reading ampli­
fiers was composed of standard switchboard wire, shielded as a unit by 
removable sheet-metal enclosures, thus greatly reducing the bulk as com­
pared to the usual bundle of coaxial cables. 

The remainder of the wiring, which carries relatively high-level signals 
from unit to unit within the frame was also in the form of cables of switch­
board wire; this type of wiring was tried' as an experiment for micro­
second pulse work, and was found to be successful in this instance. 

Under normal conditions the entire translator, with the exception of 
the tube filaments and drum drive motor, operates from the standard 
plant batteries of + 130 and -48 volts. Commercial GO-cycle power is 
normally used for filaments and motor; the motor is duplex and is de­
signed to transfer automatically to the 48-volt plant hattery in case of 
power failure, and the same provision would have to be made for the 
filaments in the event of a telephone plant installation. 

111 a[Jnetic Drum Unit 

The magnetic drum unit is located at the bottom of the rack, as shown 
in Fig. 1; a close-up view with one of the covers removed is shown in 
Fig. 8. A mounting casting supports the machine directly on the floor, 
straddling the lower member of the rack so that no load is imposed on 
the rack structure. The drum rotates about a vertical axis and is housed 
in two cast-iron end-bells spaced by a cast-iron shell. The end-bells carry 
the bearings for the drum, and serve to mount the motor, while the shell­
casting rigidly locates the magnetic heads, each very close to the drum 
surface. This design requires a minimum of floor space, insures accurate 
bearing alignment, provides a convenient location for the magnetic 
heads, and permits the use of tightly-fitting gasketed covers to exclude 
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Fig. 8 - Magnetic drum unit partly uncovered to show magnetic heads and 
wiring terminals. 

dirt and foreign material from the magnetic drulll surface and the bear­
ings. The 716-hp motor drives the drum through a spring-diaphragm 
coupling. 

The drum is comprised of a stress-relieved iron casting of high dimen­
sional stability, a press-fitted stccl shaft, and a 7)6" thiek brass outer 
shell which carries the magnetic recording medium. Since both drum and 
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housing are of similar materials, and have almost identical temperature­
expansion coefficients, it is expected that pole-tip-to-drum clearance will 
remain unchanged under normal conditions of service. The drum, which 
is 12.8" in diameter, 10" long, and weighs 150 pounds, is dynamically 
balanced and runs without sensible vibration. 

Commercial super-precision angular-contact ball bearings, two at 
each end, are used to mount the drum in its housing. The lower bearings 
are arranged to share the thrust load imposed by the weight of the drum, 
and the upper bearings are mounted opposing each other, and are pre­
loaded one against the other. The upper bearings serve only as radial 
constraints, the outer races being free to move axially. This type of con­
struction results in a finished unit having a total runout of only a few 
ten-thousandths of an inch without the necessity of machining the drum 
on its own bearings. For the experimental installation, the bearings were 
grease-packed at assembly and can be expected to function satisfactorily 
during any reasonable test period. If, however, such a drum unit were 
made a permanent part of the telephone plant, other provisions have 
been considered which would insure adequate lubrication over a much 
more extended period. 

The magnetic coating used on the drum is an electro-deposited alloy 
of cobalt and nickel (90 per cent Co-I0 pel' cent Ni) approximately 
0.0003" thick. This coating was selected because of its hardness, strength, 
uniformity, and desirable magnetic characteristics. The thickness of the 
coating is such as to result in a satisfactory cell-size without undue sacri­
fice in output. The purpose of the brass sleeve mentioned previously is 
to form a nonmagnetic surface between the magnetic coating and the 
cast-iron core since, if the coating were applied directly to a ferro-mag­
netic material, its effectiveness would be greatly reduced by the shunting 
effect of the base material. The brass sleeve also serves to facilitate plat­
ing the drum, since brass, unlike cast-iron, is amenable to the electro­
plating process. 

Read-lV rite Heads 

One of the read-write heads is shown in Fig. 9. The magnetic structure 
consists of three rectangular bars of laminated material, arranged in the 
form of a triangle (as schematically represellted in Fig. 2). Two legs of 
this triangle carry single-layer coils which are series-connected. These 
two legs also serve as pole-tips, being pointed at the end and separated 
by an air gap. The third leg serves to complete the magnetic circuit and, 
in assembly, is butted tightly against the other members by means of a 
leafspring. 
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Fig. 9 -.Magnetic head and mounting bracket showing means of adjustment. 

The magnetic structure is assembled on a nickel-silver plate to which 
have been soldered two copper shoes which serve to locate the pole pieces 
and shield the pole-tips, thereby focusing the recording flux to some de­
gree. After adjustment of the pole-tips, the assembly is clamped in a 
sandwich by means of a second, smaller nickel-silver plate. As is evident 
from the illustration, this magnetic assembly is in turn assembled to a 
mounting bracket which contains facilities for precisely adjusting the 
clearance between pole-tips and drum surface. 

The pole-tips of the head are 0.050" wide and the tracks are on 0.10" 
centers, leaving a nominal value of 0.050" between tracks to allow for 
misalignment of heads and for flux-spreading. Heads which are physi­
cally adj acent in each of the four corner stacks are mounted on 0.40" 
centers, but the stacks are offset with respect to one another, thereby 
interlacing the tracks on the drum. 

The read-write heads have been designed expressly for use in high­
speed digital recording. Very thin laminations are used and this, coupled 
with carefully prescribed manufacturing techniques, results in a head 
having a satisfactory frequency response for the very short pulses em­
ployed. When used as a transducer to convert electrical pulses to mag-
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netic flux, it is capable of responding faithfully to frequencies approach­
ing ten megacycles per second. 

The Timing lVhecls and Associated Heads 

The synehronihing pulses derived from the drum originate from a 
512-tooth soft-steel gear mounted at the top end of the drum. In com­
bination with a polaril',ed reproducing head, the gear generates a timing 
signal which provides meallS for permanently locating the various cells 
used to store information on the drum surface. 'Ihe polarihed head differs 
from those used on the drum proper, being of a form which is conven­
tional in tone-generators where, as ill this instance, a sinusoidal output 
is desired. 

A second gear is mounted at the bottom of the drum, carrying a single 
tooth of the same proportions as the teeth on the upper gear. In combina­
tion with a polarihed reproducing head, otherwise quite similar to those 
used on the drum proper, this single tooth provides a signal once per rev­
olution of the drum which (as will be shown later) is necessary for the 
operation of the administration unit. 

The Reading Amplifier 

One of the 80 plug-in reading amplifiers is pictured at the far left in 
Fig. 7. It employs two twin-triode vacuum tubes, and consists of a three­
stage ac-coupled linear broad-band feedback amplifier, followed by a 
threshold output stage. 

As shown in the circuit schematic of Fig. 10, the two halves of V1 and 
the left-hand half of V2 constitute the linear broad-band amplifier. A 
suitable choice of coupling elements insures that the amplification will 
diminish, with deereasing frequency, at a controlled rate for frequencies 
below a few hundred cycles per second. It is unnecessary to provide am­
plification at low frequencies, since the signals to be handled have no 
low-frequency components, and it is undesirable to do so from the stand­
point of hum pickup. There is about 20db of feedback in the important 
part of the frequency range and the amplifier is thus substantially sta­
bilized against variations of gain due to change in operating voltages and 
aging of tubes. The over-all operating voltage gain of the linear stages, 
with feedback, is about 56 db; the 3 db points are approximately 300 
clsec and 700 kc/sec. 

The grid of the fourth stage of the reading amplifier is coupled to the 
output of the linear amplifier and is biased to about twice the plate-cur­
rent cut-off value. The output signal from the plate of this stage, occa-
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sioned by reading a" 1", will be a negative-going pulse of approximately 
40-volt amplitude from a standing potential equal to the plate supply, 
+ 130 volts. As a precaution against false signals, an externally-mounted 
plate-feed resistor is provided to establish at the output a condition cor­
responding to that of no signal present when the amplifier is removed 
from its receptacle. 

Timing Unit 

The timing unit accepts an approximately sinusoidal timing-wave sig­
nal from the upper timing head, and converts this signal into two pulse­
trains, each having 1,024 narrow pulses per drum revolution, designated 
as A sync and B sync, alternating in time and available on separate out­
puts for controlling all the rest of the circuit action of the translator. A 
block-schematic indicating how the pulse trains are produced is shown 
in Fig. II. 

The general procedure for converting from a sine-wave to a synchro­
nous train of short pulses, two per cycle of input, may be traced through 
the upper channel of the drawing. The signal, as represented by voltage 
trace 1, is amplified and clipped until a steep-sided square wave is ob­
tained; this wave, trace 2, is applied to a push-pull phase inverter from 
which a pair of oppositely-phased outputs is obtained. Each of the two 
outputs is then differentiated by means of an R-C network, and the nega-
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Fig. 10 - Reading amplifier circuit. 
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tive-going spikes, traces 3 and 4, are combined in a negative-going OR 

gate of crystal diodes. 
These spikes, trace 5, are used to trigger a cathode-coupled single-shot 

multivibrator, designed to give a rectangular pulse of about one micro­
second duration. The multivibrator drives a pair of identical out­
put stages: one furnishes the required A sync pulses to other equipment 
in the translator bay, and the other delivers its output to a coaxial con­
nector so that, when required, the pulses may be furnished to the admin­
istration unit. 

The B sync pulse-train is produced in the lower channel shown in Fig. 
11. After some linear amplification, a part of the original input sine-wave is 
applied to a vacuum tube integrator ~ircuit. The constants of the inte­
grator are such that it provides very nearly a quarter-period of phase 
shift even if the drum varies from its nominal speed. The output of the 
integrator is then treated in the same manner as that described for the 
direct input, with the result that the required B sync pulses are produced. 

The timing unit also contains a third channel which accepts the once­
per-revolution signal from the special head adjacent to the single-tooth 
wheel. The output of this channel provides the fiducial signal, on a low­
impedance basis, for administrative operations. 

The Translation Selecting Unit 

This unit, which appears as the bottom panel in the photograph, Fig. 5, 
performs a number of successive steps in making its selection. These~are: 
(1) recognition of a match between input information from a decoder 
seeking a translation, and the unique corresponding information from 
the drum, selected from the flow of continuously-presented information; 
(2) production of a gate-opening pulse whose leading edge is substanti­
ally coincident in time with the leading edge of the particular A sync 
pulse corresponding to the entry for which the match occurred; (3) acti­
vation of a slot-spanning pulse circuit to bridge the time interval until 
the next-following B slot; (4) production, at a separate output, of another 
gate-opening pulse whose leading edge is substantially coincident in time 
with the leading edge of the identified B sync pulse. These actions will 
now be considered individually. 

(1) Recognition of .LvI atch 
Responsibility for this function is divided among a group of eight 

match-units operating with their associated differential amplifiers. Each 
mEdch-unit is capable of comparing the inputs from five code-relays with 
the potentially-matching outputs of five reading amplifiers. 

A circuit schematic of one of the units, with its associated differential 
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amplifier and some of the connected apparatus, is shown in Fig. 12. The 
uppermost channel on this diagram is typical of all five channels. Re­
sistors Rl to U.5 are proportioned so that the potential at point C assumes 
a value of + 115 volts for either of the two acceptable conditions 
of match: (1) code-relay un operated and reading amplifier not drawing 
plate current, or (2) code relay operated and reading amplifier drawing a 
pulse of plate current. Whenever either of the two possible conditions of 
mismatch exists, the potential at point C assumes a value about 15 volts 
higher or lower, depending on the nature of the mismatch. Resistor Ro 
is introduced for protective purposes only. Varistor VRI limits the nega-
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tive voltage excursion at point TI, during a pulse, so that it never gocs 
below + 105 volts. This establishes the uniform pulse amplitudc among 
the forty match channels which is necessary for proper functioning of 
the unit. 

To detect and rccogni~c thc voltagc conditiolls at thc five junction 
points, two varistor gatcs and a diffcrcntial amplifier are cmployed. Onc 
gate, comprising six varistors including VHG and VHll, will transmit the 
type of mismatch signal which is more positive than + 115 volts. This 
signal is dc-coupled to the left-hand grid of the differential amplifier as 
illustrated in Fig. 12. The type of mismatch signal which is less positiye 
than + 115 yolts is blocked by this gate but is transmitted through the 
other gate to the right-hand grid. The threshold for this discriminating 
action is established by application of a fixed nominal potential of + 115 
volts to varistors VRlI and VR12. 

At match, the output of each of the two gates presents a potential of 
+ 115 volts to the differential amplifier. The differential amplifier is bi­
ased (by inequality of H7 and HS) so that for this condition the right­
hand triode is conducting, and the output potential is lower than the 
plate supply voltage. Positive-going mismatch signals on the left-hand 
grid, or negative-going signals on the right-hand grid are then equally 
effective in cutting off the right-hand triode, causing the output voltage 
to rise to plate supply potential signifying a mismatch. 

The outputs from the differential amplifiers of the eight match units 
are combined with the A sync pulses in a system of AND gates, as illus­
trated in Fig. 4. A match-pulse output from this system thus signifies 
that conditions for match have been uniquely determined for 40 pairs 
of items. Thus the match unit, in total, is capable of distinguishing be­
tween all binary combinations of 40 bits or approximately 1012 items al­
though when a self-checking code is employed, as in the translator appli­
cation, many of these combinations are inadmissible. 

(2) The A Gate-Opening Pulse 
Occurrence of the match-pulse, as just described, indicates that the 

40 items constituting one-half the contents of one of the A slots match 
the incoming input code; it is then desired to spill out from the other 
half of this same A slot the information which is also appearing at ampli­
fier outputs at that instant. This is done by means of gates opened by 
the action of a gate-opening pulse, triggered by the match pulse. 

The A gate-opening pulse is only a few microseconds in duration and 
normally is produced only once per revolution of the drum; a quiescent 
blocking-oscillator was chosen as the type of circuit best suited for this 
purpose. Whenever the code-check relays are operated in an authentic 
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code combination, relay CBKM is operated, removing a disabling bias 
from the driver stage of the blocking oscillator. When in this condition, 
each occurrence of the match pulse will trigger the blocking oscillator, 
thereby producing the A gate-opening pulse once per drum revolution. 

(3) Slot-Spanning Pulser 
'Vhenever an A gate-opening pulse has acted to permit read-out of 

information from half of the proper A slot, it is also desired to read out 
all the information from the next-following B slot. The first step toward 
doing this is to cause the A gate-opening pulse to trigger a single-shot 
multivibrator whose characteristic period is long enough to just bridge 
the time until the next slot appears. The output of this pulseI' is combined 
with the B sync pulses in an A~D gate so that the selected B pulse, cor­
responding to the wanted B slot, can be used to trigger another gate­
opening blocking-oscillator just as the match pulse was used to trigger 
the A gate-opening blocking-oscillator. 

(4) The B Gate-Opening Pulse 
The outputs of all the reading amplifiers must be gated for the B slot. 

Hence the B gate-opening pulse must operate twice as many gates as the 
A gate-opening pulse and must be correspondingly more powerful. This 
requirement is met by using the same circuit design with parallel output 
tubes. 

Pulse Stretchers and Channel Detectors 

Fig. 13 presents a simplified schematic of one of the translator output 
channels, together with certain of the relays in the decoder. Package-wise, 
the pulse stretchers combine two functions: that of an AND gate with two 
inputs and a threshold feature, and that of a single-shot multivibrator for 
amplifying and lengthening the short input pulse from the gate. A single 
point-contact transistor provides the necessary gain for the monostable 
action. The inputs to the AND gate come from sources which supply nega­
tive-going pulses from a standing potential of + 130 volts. When one or 
the other, but not both, of these sources supplies a pulse, a larger portion 
of the current being supplied to resistor RI must be drawn from the non­
active source; this extra demand causes a small voltage drop which be­
comes evident at the gate output. The resultant weak false signal is pre­
vented from affecting the transistor pulseI' by the action of threshold 
diode VRI which is normally back-biased a few volts by the potential di­
vider H2, H3. Small negative-going signals from the gate will not over­
come the bias and will therefore be greatly attenuated; normal gate-out­
put pulses, occasioned by coincidence of pulses at both inputs will, 
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however, overcome the bias and will be transmitted to the transistor 
monostable circuit. 

When triggered at the base, the transistor delivers a pulse of about one 
millisecond duration to the load represented by the input transformer 
and the channel detector gas tube and thus provides the drive required 
to initiate ionization in the control gap of the gas tube. When brought 
into action, the transistor serves as a switch to connect capacitor C to 
collector supply resistor IW. The voltage change, occasioned by the re­
sultant flow of current in Ru, is communicated to the transformer primary 
through a blocking capacitor and a current limiting resistor. As capacitor 
C charges, the voltage at the transistor emitter will approach the collector 
supply potential at an approximately exponential rate. When the di­
minishing flow of emitter current can no longer maintain the transistor 
in its low-impedance mode, it reverts to its pre-triggered condition, and 
the timing capacitor C is then discharged, primarily through forward­
conducting varistor VR2 and resistors U5 and R4. 

Owing to the necessity of using early-production samples of the type 
of point-contact transistor chosen for this application, the associated 
circuitry for biasing the emitter into the normal non-conducting state 
is somewhat more elaborate than that which might have sufficed with 
later samples whose characteristics were more closely controlled. 

The principal components of the channel detector are a step-up trans-

PULSE STRETCHER CHANNEL DETECTOR 
r-------------~--------------~~=48V~ r---------------, 

INPUT 

Rl 

_ : TRANSISTOR : 
AND-GATE I MONOSTABLE PULSER I L ____________ L ________________________ J 

-24V ...... 

I 

Fig. 13 - Pulse stretch~r and channel detector circuit, 
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Fig. 14 - Administration unit. Three co-ax leads entering under shelf bring 
A, Band F pulses from translator. Cable leading to plug with bail-handle resting 
on shelf serves to connect writing amplifier output to magnetic heads in translator. 
Bot tom cable connects to 50-cycle source which supplies all power. 
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formcr designcd for thc audio frcqucncy rangc, and a cold-cathodc gas 
tube. The starter-anode of the gas tube has a dc bias of about +24 volts 
with respect to its cathode to reduce the value of pulse voltage required 
to ionize it. When + 130 volt battcry is applicd via the winding of the 
channel relay to the main anode of the gas tube, ionization established 
in thc startcr gap by thc pllbc strctchcr signal will transfcr to thc main 
gap and causc thc relay to opcratc. Closurc of one of the relay make­
contacts serves to divert the winding current from the gas tube directly 
to ground, thereby extinguishing the tube and prolonging its life. Other 
contacts, not shown, make the registered information available. 

Components 

A full complement of the electronic apparatus described in the last 
few sections utilizes plug-in components in the following quantities: 

Twin-triode electron tubes ............................. 186 
Cold-cathode gas tubes ................................ 121 
Germanium varistors ................................. 552 
Point-contact transistors .............................. 120 

Only one type of each of these components is used in the translator; 
this uniformity greatly simplifies the maintenance problem and imposed 
little if any handicap on the circuit designs. 

ADMINISTRATION EQUIPMENT 

Whenever it is desired to add, or to change, a translation item on the 
drum, the auxiliary administration unit pictured in Fig. 14 is connected 
to the translator by three shielded cables, shown leaving the rack just 
under the shelf, and a ten-conductor cable, shown with its plug resting 
on the shelf. The shielded cables convey the A and B sync pulses and the 
once-per-drum-revolution fiducial F pulsc to the administrator. The ten­
conductor cable, with plug, is used to establish paths extending directly 
to magnetic heads on the drum. During the recording of anyone com­
plete translation item on the drum, this plug is successively shifted to 
each of nine multi-connector jacks located in the amplifier compartment 
of the translator. 

The manual controls are located just above the shelf. At the right are 
the two keys for ordering a writing operation, one for the A slot and an­
other for the B slot of the chosen pair. If either key is lifted, it will order 
the entry of a magnetic mark (write" 1"). If depressed, the key will order 
the removal of a mark (write "0"). It is obvious that the translation is 
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inserted piecemeal by working in each track successively. The manual 
switching operation of connecting a single pair of writing amplifiers to 
each of eighty magnetic heads, in turn, is accomplished partly by setting 
the nine-position switch shown at the center of the panel, and partly by 
shifting the plug of the ten-conductor cable. At the left are two signal 
lights which serve as alarms to warn the operator of possible incorrect 
functioning of the equipment. 

The operation of the administration unit can best be traced with the 
aid of the schematic block-diagram of Fig. 15. A ten-stage binary counter 
is supplied with B sync pulses from the translator; the 1,024 possible 
states of the counter are traversed in the course of exactly one revolu­
tion of the translator drum. The F pulse from the translator will, mid­
way between two B pulses, set all counter stages to zero, once per revolu­
tion. After the first such reset, however, if the counter is working 
properly, it will always have returned to the zero condition just before 
the occurrence of the F pulse, by having counted 1,024 B pulses; under 
these conditions the F pulse, though still initiating reset action, does not 
change the state of the counter. The basis for the alarm signals mentioned 
above is a circuit arranged to detect if a change of state is occasioned by 
the F pulse. 

Associated with the counter is a coincidence circuit with a keyboard 
on which may be set up any "address" between 0 and 1,023. When the 
count of B pulses equals the address set up on the keyboard, the coinci­
dence circuit delivers a pulse which persists until the next B pulse alters 
the count; this coincidence pulse spans the time of occurrence of an A 

pulse, and is used in the read sync selector to gate-out a "selected" A 

pulse uniquely assigned to the address set up on the keyboard. A slot­
spanning pulser, triggered by the selcted A pulse, gates-out the associ­
ated "selected" B pulse. 

These selected pulses, which occur once per revolution of the drum, are 
passed through gates under control of bistable electron-tube pairs which 
can be set by the manual writing keys and are re-set by the writing action 
itself. This insures that the desired action takes place only once per key 
operation, instead of repeating, once per drum-revolution, as long as the 
keys are held operated. The manually-gated unique selected A or selected 
B sync pulse is then slightly delayed in time to become a selected write­
sync pulse. It is passed on through further gates under direct control of 
the writing keys, and is employed as an input to a writing amplifier. 

A pair of writing amplifiers is provided, one to write" 1" and the other 
to write" 0"; the circuits are identical quiescent blocking-oscillators shar­
jng a common output transformer, and one or the other is triggered into 
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action by the write-sync pulses. The output transformer supplies the 
writing current pulses, under control of the selector switch, to the chosen 
magnetic head. Arrangements are provided for synchronizing an oscil­
loscope to display the writing current pulses or the voltage outputs from 
the head at the selected address, as required. 

When a new translation item is to be entered, or an existing one al­
tered, the address corresponding to the desired slot-pair is determined 
from a card-index, or ledger, listing all items on the drum. The address 
keyboard is then set to the assigned number, thereby singling-out the 
desired slot pair so that the writing operation can proceed as described 
above. During this procedure, the monitoring oscilloscope may be used 
for verifying the new entry, two cells at a time. Over-all verification is 
accomplished by exercising the translator through facilities already avail­
able in the toll switching office. There is nothing about this procedure 
which precludes the use of automatic facilities for performing the admin­
istration. There is also no fundamental need to take the translator out 
of routine service during the administration operation, since each writing 
operation disables the equipment for only a few microseconds and would 
rarely delay a translation by as much as one drum revolution. 

CONCLUSION 

After short preliminary tests, the equipment described and pictured 
was installed in the switching systems laboratory at Bell Laboratories. 
A rapid-transfer arrangement permitted direct interchangeability with a 
card translator in a skeletonized model of a toll switching office. 

A testing program was then begun entailing continuous 24-hours-per­
day operation of the magnetic drum translator for approximately one 
year. After an initial shakedown period during which wiring faults and 
other minor troubles were recognized and cleared, many millions of trans­
lations were handled with only a small proportion of failures. The accu­
mulated data on failure rate and cause was significant, being one of the 
primary objectives of the experiment. An analysis of the data indicated 
the desirability of certain simple design changes in the existing circuitry 
and established a basis for the selection of future designs. 

If, in the future, consideration is given to the design of equipment of 
this type for some specific application, new electronic developments must 
also be taken into account. Many more types of transistors are now 
available than when the present design was undertaken, and some of the 
"newer types have capabilities which make them obvious candidates for 
many of the jobs now done in the translator with electron tubes. Such a 
snbstitution would not only increase reliability and deorease power COll-
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sumption, but since transistors are essentially current-operated devices 
they would seem to be particularly suitable for working with microsecond 
pulses in the environment of existing relay-equipped offices where the 
majority of interference transients are capacitively-propagated voltage­
disturbances. 

Evaluation of the magnetic drum reveals it to be a safe and very reli­
able means of storing several hundred thousand bits of information. Dur­
ing the course of these tests, the drum functioned perfectly, and the trans­
lations that were recorded at the beginning of the test were retained until 
near the end, when they were deliberately altered. During this interval 
of nearly continuous operation there was no detectable deterioration, or 
ehange in the signals obtained from the drum. 

The results obtained from the tests of this particular drum translator 
indicate that the associated circuitry, working with microsecond pulses, 
can be designed to measure up to the exacting standards demanded for 
telephone office apparatus, whether the application be that of a magnetic 
drum translator or some other type of equipment. 
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Tables of Phase of a Semi-Infinite Unit 
Attenuation Slope 

By D. E. THOMAS 

(Manuscript received February 24, 1956) 

Five and seven place tables of the integral 

1 jX=xc 11 + x I dx B(xc) = - log -- -
r x=o 1 - x x 

which gives the phase associated with a semi-infinite unit slope of attenua­
tion, are now available in monograph form. The usefulness of this integral 
and its tabulation are discussed. 

H. W. Bode l has shown that on the imaginary axis, the values of the 
imaginary part of certain functions of a complex variable may be ob­
tained from the corresponding values of the real part, and vice versa. 
This theorem was immediately recognized as a powerful tool in the com­
munications and network fields. The most generally useful function which 
was given by Bode for use in applying this theorem to the solution of 
communications problems, is the phase associated with a semi-infinite 
unit slope of attenuation. This is given by the integral2 

1 jX=x C 11 + x I dx B(xc) = - log -- -
r x=o 1 - x x 

(1) 

where: B(xJ is the phase in radians at frequency fe , 

x = fo ' Xc = io < 1.0 

and fo = the frequency at which the semi-infinite unit slope 
begins 

The usefulness of Integral (1) is illustrated by some of the communica­
tion problems which stimulated its accurate tabulation. 

1 Bode, H. W., Network Analysis and Feedback Amplifier Design, D. Van Nos­
trand Co., Inc., New York, 1945, Chap. XIV. 

2 Ibid: Chap. XV, pp. 342-343. 
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When the development program on deep sea repeatered submarine 
telephone cable systems was reactivated at the close of World War II, 
one of the first problems to present itself was the determination of the 
delay distortion of a transatlantic repeatered cable system. The only 
means then known of obtaining an answer to this problem was by com­
puting the minimum phase of the system from its predictable attenua­
tion characteristic, using Bode's straight line approximation method,3 
and then determining the delay distortion from the non-linear portion of 
this minimum phase. However, the non-linear phase is such a small part 
of the total phase, that a five figure accuracy tabulation of Integral (1) 
was needed for a satisfactory determination of the non-linearity. The 
necessary table was therefore compiled. A numerical computation was 
used to evaluate the integral because of the simplicity of its integrand. 
The minimum phase of the projected transatlantic repeatered telephone 
cables was then computed using this table and the anticipated delay dis­
tortion was determined from the non-linear portion of this minimum 
phase. 

About this time the delay equalization of coaxial cable systems for 
television transmission became a pressing problem. Bode's technique 
proved to be the simplest means for determining the delay to be equu.l­
ized and so the existing phase table was immediately put to use in the 
coaxial cable delay equalization program. 

The increasing use of the tables led to a decision to publish them in 
THE BELL SYSTEM TECHNICAL' JOURNAL.4 In order to make the tables 
more generally useful, the published paper included a tabulation of the 
phase in radians as well as in degrees. The radian tables can, for example, 
be used to determine the reactance characteristic associated with a given 
resistance characteristic of a minimum reactance impedance function. 

Because of the demand for higher accuracy which occasionally arose 
after the publication of the five place tables, it was deeided to undertake 
the computation of seven-place tables. These tables were also computed 
numerically using intervals selected to give at least ± 1 accuracy in the 
final figure. The complete tables require forty-nine pages for tabulation. 
Since it is probable that only a fraction of the JOURNAL readers would 
need these tables, it did not seem desirable to publish the actual tables ill 
the .JouRNAL. They are therefore being published in original monograph 
form as Bell System Monograph 25505 entitled "Tables of Phase of a 
Semi-Infinite Unit Attenuation Slope." The phase is tabulated in the 

3 Ibid: Chap. XV. 
4 Thomas, D. E., Tables of Phase Associated with a Semi-Infinite Unit Slope 

of Attenuation, B.S.T.J., 26, pp. 870-899, Oct., 1947. 
~ This Monograph will be available [i,bout June 157 1956, 
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monograph both ill degrees and radians for values of J greater than Jo 
as well as for J less than Jo . The tabular intervals are 0(0.001) 0.600 
(0.0005) 0.9000 (0.0001) 0.9940(0.00005) 0.99800 (0.00001) 1.00000. 
These intervals were selected to permit linear interpolation for intermedi­
ate values of the phase to an accuracy of the same order as the accuracy 
of the tabulated values, i.e., ±1 in the last place. The original .JOURNAL 

article discussed the construction of the tables and the errors involved 
in the numerical evaluation of Integral (1), described and illustrated 
the use of the tables, and gave five-place tabulations of the integral. 
This entire article is therefore included in Monograph 2550 for complete­
ness along with the newer seven-place tables. 

B. A. Kingsburl has pointed out that the Integral (1) which is tabu­
lated in the phase tables in question is useful in other than the communi­
cations and network fields. A bibliography covering other possible fields 
of interest is given in an article by Murakami and Corrington.7 
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