










































































































































































































































































Fig. 18 - Barrier grid tube unit: (a) mounting of barrier grid tube; (b) unit 
without cover; (c) fully assembled unit. 

1216 
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Fig. 19 - The barrier grid store, left, and its power supply, right. 

input register are shown in Fig. 20. These are the gates and }lip-flop 
circuits. Three types of mechanical designs were used for evaluation 
purposes. All used printed wiring, but various amounts of mechanical 
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Fig. 20 - Construction of small packages. 

support were used. Experience has indicated that in the relatively non­
severe type of usage encountered in this type of system a self-supporting 
card of type (c) is entirely satisfactory. 

4.6 Power Supplies 

The power supply for the store is shown on the right side of Fig. 19. 
Twelve voltage levels are used. Eight of these, which supply 75 per 
cent of the dc power, are simple rectifiers achieving ±2 per cent regula­
tion through line voltage regulation of ±1 per cent in resonant regula­
tors. The remaining power is supplied by electronically regulated supplies 
meeting ±0.5 per cent regulation for periods longer than 1 second and 
±0.05 per cent for shorter periods. The total dc consumption of the 
store is 500 watts. 

In addition to the dc power, a filament supply of 220 watts is required. 
Although these power requirements are quite modest, a largely tran­
sistorized version of the store would offer significant power economy. 
Such a version appears to be feasible with transistors now available. 

V. OPERATING EXPERIENCE 

The laboratory operating experience with two stores over a combined 
time of 10,000 hours has been very favorable. The most difficult operating 
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aspect has been that of initial alignment. The operator has under his 
control about a dozen parameters which he must initially optimize for 
system operation. The general alignment procedure which has evolved 
is first to adjust size, shape and centering of the deflection raster. This 
presents some problems because the raster is not directly viewable and 
the effective edge of the storage area is not exactly definable. The usual 
procedure is to define the edge by, say, a 20 per cent reduction in a 1 
readout. This permits the deflection sensitivity to be measured and the 
shape and centering and approximate size to be set. The "correct" 
size may be set later during more sensitive tests. 

For setting focus and discrimination it is necessary to have test 
equipment available which will evaluate RAN (or an equivalent figure 
of merit) both at a point (or over a small area) and over the entire storage 
surface. The focus correction can then be determined by optimizing 
small-area RAN at the center and four sides. For setting the actual dc 
level of focus, it is preferable to use an over-all RAN, since focus should 
be optimized at the point of lowest RAN. Likewise, the discrimination 
level should be set for optimization of over-all RAN. The actual align­
ment procedure can be mechanized. However, the alignment procedure 
was an important consideration in the original store design since an 
unwanted interdependency of adjustments might have seriously com­
plicated the procedure. 

Once aligned, the store requires little further adjustment. The stability 
of alignment has proven very good with respect to both continuous 
operation and package replacement. Prealignment of a spare barrier 
grid unit is entirely practical, although a slight amount of touch-up 
alignment is usually done after replacing this package. The only drift 
effects that have proved noticeable have been from changes in 
storage tube beam current. These, however, are easily corrected by 
periodic observation and minor adjustment. No other drifts of im­
portant magnitude have been apparent. Observations on one store over 
2500 hours showed a drift in raster position of only one spot. 

The RAN's that have been obtained for the store are in the range of 
50 to 60 at the worst areas of the surface. These are generally the edges 
and corners, and RAN's of 150 are more common for most spots. No 
changes in storage characteristics have been noted over periods of 
several thousand hours. While cathode life would thus seem to be the 
main factor in limiting the life of the tubes, the small numbers of tubes 
used and the short periods involved have not permitted a complete 
evaluation of expected life. 

For the store as an entity, a measure of reliability would be desirable. 
Such measures are difficult to obtain and are often of nebulous meaning, 
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but, to the degree that they establish bounds, they are nonetheless 
useful. For the store described, tests were carried out in which known 
storage patterns were regenerated for long periods of time. From such 
tests, the store, its power supplies and its test equipment appear to 
have an error rate of approximately 1 to 2 errors every 24 hours, or about 
1 error in 1011 operations. At this low rate, protection of important 
information which must be held for long periods can be assured by 
single error-correcting codes. 

VI. SUMMARY AND CONCLUSIONS 

Using a single barrier grid tube, a complete self-contained data 
storage unit has been achieved. The unit has a 1G,384-bit capacity, and 
an access to any bit, including reading and writing, may be made every 
2.5 microseconds. While the specific unit was designed for serial opera­
tion, its high input impedance makes paralleling of stores straight­
forward. Regeneration is necessary, but the interaction between spots is 
low and not more than 10 per cent extra system time is required. 

The store has a volumetric efficiency of 4 cubic inches per bit (in­
clusive of power) and a power efficiency of 45 milliwatts per bit. As a 
measure of economy, the component count (tubes, resistors, condensers, 
diodes, transformers, switches, sockets) indicates a usage of approxi­
mately 0.1 unit per bit, of which only 10 per cent are active elements. 
Actual operation has indicated good stability and reliability. 

In the field of random access memory for data handling systems, 
barrier grid tubes can provide high-speed memory with moderately 
large capacity per tube. The resulting stores are economical and offer 
considerable promise for future electronic telephone switching systems. 
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Linear Least-Squares Smoothing and 
Prediction, with Applications 

By SIDNEY DARLINGTON 

(Manuscript received April 29, 1958) 

This paper describes the calculation of smoothing and prediction operators 
of the linear least-squares sort using techniques derived from a circuit theory 
point of view. The techniques are developed explicitly for time series which 
are continuous and statistically stationary. Other situations are explored 
more briefly, however, in which the time series are either discrete or statisti­
cally nonstationary. 

For the most part, functions of time are replaced by functions of frequency, 
representing their transforms. JJI athematical complications are avoided by 
restricting statistical ensembles to those which have rational power spectra. 
In practice, actual spectra can be approximated sufficiently well by rational 
spectra, and the simplified methods are sufficiently general for engineering 
applications of many different sorts. Both finite and semi-infinite smoothing 
intervals are permitted, with or without constraints of various sorts. The 
assumption of rational spectra does not apply directly to nonstationary time 
series, but it may be replaced by a closely analogous restriction which does 
apply. Then there are nonstationary operations which are closely analogous 
to the stationary operations, developed for stationary systems. A brief exam­
ination of these analogies is of interest, even though the nonstationary opera­
tions are usually too complicated for engineering purposes. 

The general techniques are developed in terms of specific problems, chosen 
for purposes of exposition and because of their engineering interest. 
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1. INTRODUCTION 

For a number of years, beginning roughly at the end of World War II, 
there has been a growing interest in theories of optimum smoothing and 
prediction. Much of the work has been concerned with optimum smooth­
ing and prediction of the linear least-squares sort applied to statistically 
stationary time series - a subject which is both attractive to mathe­
maticians and important in various engineering problems. 

This paper describes techniques for solving smoothing and prediction 
problems of the stationary, linear, least-squares sort using a circuit 
theory point of view. It avoids the more difficult mathematics of the 
very general, completely rigorous treatments, but maintains sufficient 
generality for many engineering applications. It develops general tech­
niques in terms of specific engineering problems, which are of real inter­
est in themselves and may also serve as patterns to be followed in solv­
ing other problems. Among the problems considered explicitly are the 
following: classical smoothing and prediction problems solved by 
Wiener,t Kolmogoroff,2 Zadeh and Ragazzini,3 etc.; the simultaneous use 
of different instruments, with different error spectra, for the observation 
of single physical variables; applications of the mathematics of data 
smoothing to circuit design problems which do not actually involve data 
smoothing as such. 

The general techniques described here have been developed over a 
period of years. Some of the results have already been stated, in special­
ized reports describing specific applications of one sort or another}' 5, 6 

1.1 Further Background 

Present-day theories of smoothing and prediction may be said to 
have started with the classic papers of Wiener1 and Kolmogoroff,2 which 
were written during World War II. They assumed linear least-squares 
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operations, stationary statistics and observations available for all past 
times. Zadeh and Ragazzini3 modified the theory for observations which 
are available only over a past interval of finite duration. By now, many 
other papers have been published, aimed at generalizing, modifying, 
interpreting or applying the original theories. A complete bibliography 
would be very extensive, and will not be attempted in this paper. * 

Differences in points of view can result in quite different formulations 
of smoothing and prediction theory, even though the formulations must 
reflect the same mathematical fundamentals. This is important, because 
the classic papers of Wiener, Kolmogoroff, Zadeh and Ragazzini, etc. 
contain quite formidable mathematics, which is not generally accessible 
to engineers. Much of this mathematics can be avoided by imposing 
certain additional restrictions, which are generally minor in terms of 
resulting restrictions on engineering applications. Further complications 
can be avoided by not requiring perfect rigor in regard to all singular, 
or mathematically "pathological" situations. This point of view is quite 
different from that adopted, for example, by Doob8 in his very general 
treatm~nt of smoothing and prediction in terms of the general theory 
of stochastic processes. 

Bode and Shannon9 simplified the derivation of Wiener and Kol­
mogoroff's most important result, using circuit theory concepts to inter­
pret the mathematical operations in physical terms. Their physical inter­
pretations are very powerful tools for engineers who must solve the 
mathematical problems and, in fact, their paper is our principal reference 
in what follows. Their method of solving the Wiener-Kolmogoroff prob­
lem, however, does not apply to the Zadeh-Ragazzini problem or to 
various other generalizations of engineering interest (unless it is compli­
cated in ways which destroy most of its advantages). Furthermore, their 
solution of the Wiener-Kolmogoroff problem itself is not simple in 
numerical applications. 

This paper uses a circuit theory point of view in a somewhat different 
way, which leads to more general applications and to simpler computa­
tions. The advantages are obtained at the price of an additional mathe­
matical restriction. Functions of frequency representing statistical 
"power spectra" are required to be rational, whereas more general theo­
ries allow more general functional forms. t This is a minor restriction in 
most engineering applications, where nonrational functions can be re­
placed by rational approximations. 

* For an extensive bibliography (as of 1955) see Stumper.7 
t Bode and Shannon mention rational spectra as simplifying one part of their 

method - the evaluation of a loss-phase integral- but they do not seek other 
simplifications, which may be realized by a rather different method of solution. 
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Under the assumption of rationality, most of the analysis can be car­
ried out in the frequency domain, in terms of the more usual operations 
of circuit theory. The concepts of generalized Borel fields, measurable 
spaces and even Hilbert spaces need not be used at all. Usually, Wiener­
Hopf equations can be replaced by contour integrals in the complex 
plane. When Wiener-Hopf equations do appear, they may be replaced 
quickly by conditions applied to the analytic properties of functions of 
frequency. This avoids the usual difficulties with "0 functions" and their 
derivatives, and states conditions in forms more familiar to circuit 
theorists. Frequently, end results may be expressed as conditions which 
determine network zeros and poles more or less directly. These circum­
stances all depend, however, on the basic assumptions of linear least­
squares smoothing. For the simple methods, the assumption of stationary 
statistics also is essential; more complicated analogous methods apply 
to time-variable situations, at least in principle. N onstationary systems 
are discussed in this paper only briefly, in Section 3.6. 

For the most part, continuous-data systems are assumed. However, 
the techniques developed for continuous data can readily be adapted to 
sampled-data problems, by methods which are outlined in Section 3.5. 
These methods have not yet been compared in detail with more direct 
methods of handling sampled-data problems such as, for example, those 
of Levinson (Ref. 1, Appendix B), and Lloyd and McMillan.lO 

Changll has described a frequency-domain equivalent of Wiener and 
Kolmogoroff's central result. He starts with contour integration, but does 
not simplify the solution by assuming rational spectra. He does not 
extend the method to the finite memory problem solved by Zadeh and 
Ragazzini. Zadeh and Ragazzini themselves describe a solution which 
assumes rational spectra, but they use a time-domain analysis which is 
less simple than an analysis in the frequency domain. Laning and Batten12 

also describe smoothing and prediction in time-domain terms, subject 
to the assumption of rational spectra. 

In Ref. 11 Chang also points out that the mathematics of smoothing 
and prediction may be applied to network synthesis problems which do 
not actually involve data smoothing or prediction. Basically, Chang 
proposes designing to a least-squares. error criterion, where the error is 
the magnitude of the complex difference between a physical transfer 
function and a nonphysical ideal function which it is to approximate. 
This appears to be a quite rewarding approach to various nonstochastic 
problems in network synthesis, particularly after the frequency­
domain method has been extended to more general smoothing and 
prediction problems. 
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Within the general field of data smoothing, an important variation of 
the classical problem is as follows: In the classical problem, one is con­
cerned with the optimum smoothing and prediction of a statistical signal, 
contaminated with a statistical noise, when the statistics of the signal 
and noise are known. In the variation, one is concerned with the simul­
taneous use of two different instruments to measure a single physical 
variable or signal. In the simplest form, the readings of the two instru­
ments are combined through optimum linear operations, subject to the 
condition that the net error is to depend only on the instrumental error. 
Then the signal statistics do not enter at all, but two different statistics 
must still be considered, corresponding to the two different instrumental 
errors. If the errors of the two instruments have quite different frequency 
characteristics, the two-instrument combination can give much greater 
accuracy than either instrument alone. This may be compared with the 
use of "woofer" and "tweeter" speakers in high fidelity sound systems. 

The techniques described here were developed, to a considerable 
extent, in connection with specific applications of the two-instrument 
problem described in Refs. 4, 5 and 6. The two-instrument optimization 
problem was suggested by previous uses of two kinds of instruments, 
combined through arbitrary, non-optimum linear operations.* More 
recently, two-instrument optimization principles have been described 
in papers by Bendat,I4 and Stewart and Parks.15 

1.2 Organization of the Paper 

The remainder of this paper is organized as follows: Section II formu­
lates a fairly general smoothing and prediction problem in mathematical 
and physical terms. At the same time it reviews certain mathematical 
relations which will be needed in the sequel, including some elementary 
Fourier transforms, some properties of "physical" networks and some 
properties of stationary Gaussian noise. 

Section III develops techniques for solving the general problem. The 
techniques are explained in terms of specific problems, which are special 
cases of the general problem (or reasonable variations of it) and are 
especially suitable for purposes of explanation. Section IV describes 
other specific problems and engineering applications which have been 
chosen primarily for their practical interest. 

Some of the specific problems illustrate existing engineering applica­
tions. Others are merely potentially useful or of interest for largely the-

* Examples are: an instrument made by North American Aviation for the 
Sandia Corporation (which furnished a starting point for Ref. 4) and a proposal 
of Crooks.13 
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oretical reasons. Some of the problems may not have been solved before. 
Others have well-known solutions, in one form or another, and are in­
cluded purely to illustrate the generality and efficiency of the tech­
niques under discussion. 

A more detailed outline of the paper may be seen in the table of con­
tents at the beginning of this paper. 

II. FORMULATION OF GENERAL RELATIONS 

In this section we formulate a central problem, in about the same way 
as Bode and Shannon, and review some mathematics which will be needed 
in the sequel. In later sections, we shall modify some of the details, but 
within a set of fundamental restrictions which are included in the for­
mulation described below. 

2.1 The Central Problem 

The central problem is as follows: We are given a time function J(t) , 
representing a signal set) contaminated by noise n(t): 

J(t) = set) + net). (1) 

The time functions set) and net) are drawn from statistical ensembles of 
such functions, and we assume that the pertinent statistical characteris­
tics of the ensembles are known. 

We are to derive from J(t) an estimate get) of set + ex). When ex is 
positive, get) is a prediction of what the true signal s will be ex seconds 
from present time t. When ex is negative, ex = -(3 and get) is an estimate 
of what the true signal was (3 seconds before present time t. The opera­
tions to be used in deriving get) from J(t) are restricted in various ways. 
Then gCt) generally will not match set + ex) exactly, but will be in error, 
by an amount e(t): 

get) = set + ex) + e(t). (2) 

The permitted operations are to be used in such a way that get) is an 
optimum estimate of set + ex), as judged by a specific criterion applied 
to the statistics of the error e(t). The problem is to find the specific com­
bination of operations within the permitted operations which will, in 
fact, yield the optimum g(t). 

An engineering representation of the problem is illustrated in Fig. 1. 
The "observed" signal J(t) differs from the "true" signal set) by the noise 
n(t). The observed signal is to be modified by passing it through some 
sort of device, such as an electrical network, to obtain the output signal 
1(t), which is to represent an estimate of set + ex). The action of the de-
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fCt)=s(t)+ n (t) 
-(OBSERVED SIGNAL) 

get) 
(ESTIMATE OF S (t + ex )f 

Fig. 1 - A physical representation of the smoothing and prediction problem. 

vice is described by a mathematical "operator", which is simply a 
symbolic representation of the corresponding mathematical process re­
lating get) to J(t). If the device must be chosen from some class of per­
mitted devices, this class of permitted devices will determine a class of 
permitted operators. The problem is to determine the optimum operator 
within the permitted class, as a first step in designing an optimum device. 

2.2 General Assumptions 

The specific method of analysis depends on specific assumptions re­
garding the statistics of the signal and noise, the criterion used to define 
optimum estimates and the class of permitted operators. The six condi­
tions stated below will be assumed throughout this paper, except in a 
few instances where certain specific departures will be noted. Other con­
ditions will vary with different circumstances, considered in different 
sections, and will be noted when needed. 

i.* The signal and noise statistics are assumed to be stationary. Thus, 
statistical characteristics which refer to a single time are the same for all 
times, correlations involving more than one time depend only on time 
differences, etc. 

ii. The criterion used to define an optimum estimate is to be the aver­
age square error, or variance ci = ave l. In other words, the permitted 
operations are to be used in such a way thatci is a minimum. 

iii. The permitted operations are to be linear. A linear operation, ap­
plied to J(t), may yield a sum of terms of the following sorts: values of 
J(t) at specific times, derivatives of J(t) of any order, weighted integrals 
of J(t). 

iv. t The "power spectra" of the signal and noise are to be rational 
functions of frequency w - real when w is real. (Power spectra are 
Fourier transforms of covariance functions.) 

v. The statistics and the permitted operations must be such that esti­
mates with bounded average square errors are possible. 

vi. In general, the permitted operations will be an assigned subset of 
the class of all linear operations (for example, the class of all "physical" 

* Except in Section 3.6, which shows how the methods used for stationary 
statistics may be applied to time-variable systems of certain very special kinds. 

t Except for possible departures in Sections 3.2.3 and 4.3. 
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linear operations). Sums and differences of permitted operations will 
always be linear operations, but they will not always be permitted linear 
operations. However, we will assume that the class Cy , of permitted 
operations Y, always has the following property: If Y I and Y2 are per­
mitted operations and Ie is an arbitrary positive or negative real con­
stant, there must always exist a permitted operation Ya such that* 

(3) 

Conditions i, ii and iii are fundamental to the theories of Wiener/ 
I(olmogoroff,2 Zadeh and Ragazzini/ and Bode and Shannon.9 It is these 
conditions which make the mathematics tractable. Conditions i and iii 
are clearly appropriate for a treatment using conventional theories of 
fixed linear circuits. Under condition ii, the optimization depends only 
on linear correlations, as will be confirmed in Section 2.6. Then the ac­
tual statistics may be replaced by any more convenient statistical models 
which have the same linear correlations. Bode and Shannon discuss ways 
in which these three assumptions do and do not limit engineering appli­
cations. The limits should be clearly understood before practical applica­
tions are attempted. 

Under conditions i, ii and iii, with no further restrictions, mathemati­
cally "pathological" situations must be accounted for, and these lead 
to quite formidable (although tractable) mathematics. Condition iv, 
assumed here, excludes the more pathological situations. The resulting 
simplifications in the necessary mathematics are very substantial. While 
the requirement of rational spectra is an arbitrary restriction, it does not 
restrict engineering applications to a serious extent. The nonrational 
spectra usually encountered can be approximated sufficiently well with 
rational functions. 

Condition v is not a significant restriction on the usefulness of a design 
method. The convergence of certain integrals in which we will be inter­
ested depends on this condition, and it is stated here for ready reference. 
Note that v does not require convergence of the integrals of the signal 
and noise spectra alone, provided the permitted operations can lead to 
estimates with bounded average square errors. (See, for example, Sec­
tion 4.1.1.) 

Condition vi guarantees that the optimum permitted operator will 
correspond to a "stationary point" in the usual calculus of variations 

* L. A. MacColl has shown that condition vi is equivalent to the following: 
Let Yo be anyone permitted operation,and let V be the class of operations 
Y - Yo . Then V is a "linear subspace" and Cy a "flat subspace" in the linear 
vector space of all linear operations. 
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sense. It can frequently be simplified to the following: If Y l is a permitted 
operator, then leYl is a permitted operator. We are going to examine cer­
tain constraints, however, which exclude the simple form. The typical 
constraint of this sort permits only linear operations Y which make no 
change in in some particular (specified) time function (for example, a 
constant, or dc, signal). If fo(t) is the particular time function, and 
Y ·fo(t) is the result of applying operator Y to fo(t) , the constraint re­
quires Y 'fo(t) = fo(t). But then (Ie Y) -Jo(t) becomes lejo(t) , and is not 
permitted. On the other hand, (Y2 - Y l ) -Jo(t) becomes [fo(t) - fo(t)] = 0, 
and the same is true of Ie(Y2 - Yl ). 

2.3 Substitution of Gaussian Ensembles 

We now replace the actual signal and noise ensembles by Gaussian en­
sembles with the same linear correlations (as permitted under assumption 
ii). For a more specific physical representation, we may think of the new 
f(t) and get) as electrical signals (voltages or currents), provided the per­
tinent statistical characteristics are retained. Stationary Gaussian en­
sembles may be generated by passing white noise through (idealized) 
linear networks. Under assumption iii, the operations used to derive 
get) from f(t) also correspond to some linear network. Then, Fig. 1 may 
be replaced by Fig. 2. The two white noise ensembles are un correlated 
(assuming that signal and noise are uncorrelated). Their spectral densi­
ties are unity (scale factors appear as gains or losses associated with the 
networks, which are permitted to include amplifiers). The linear opera­
tions performed by the networks may be represented by frequency func­
tions Y s(p), Y N(P), Y G(p), where P = iw. Responses to any time func­
tions may be found from the frequency functions by means of Fourier 
transforms. 'Ve shall say more about these later on, and also about the 
properties of white noise. 

1-----------------------------, 
I 

WHITE NOISE I 
SOURCE NO.1 I 

I 
I 

I f(t) 
I (OBSERVED) 
I 
I 

WHITE NOISE I 

1 -SOURCE NO.2 i 
I I 
I I 
L ___________ ~------------------J 

Fig. 2 - A Gaussian physical model. 
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r------~-------------l 

I I 
1 __ WHITE NOISE I f(t) 
I SOURCE I 
I I 
I I L ____________________ ~ 

Fig. 3 - An alternative physical model for J(t). 

The noise sources themselves are not available to the observer, who 
sees only J(t). The noise sources and associated networks corresponding 
to Y s(p) and Y N(P) are merely imagined devices which permit the per­
tinent signal and noise statistics to be described in physical terms. Our 
problem is to find that particular permitted Ya(P) (regarded as a linear 
operator) which converts J(t) into the optimum get). 

In Fig. 2, J(t) is the sum of two Gaussian ensembles. Since the sum of 
two Gaussian ensembles is a Gaussian ensemble, J(t) may be represented 
more simply, as in Fig. 3. This representation does not show the corre­
lation between J(t) and set) or net), but it will be useful in some of our 
analysis. The power spectrum of J(t), viewed as a single ensemble, is the 
sum of the power spectra of the (uncorrelated) signal and noise. 

The auto-covariance of anyone of the ensembles (signal, noise or sig­
nal plus noise) may be specified in anyone of three ways: directly as a 
function of time difference [average of set) s(t + r), etc.]; by means of the 
power spectrum (which is the Fourier transform of the auto-covariance 
function); or by means of a network function, Y N, Y s or Y F of Figs. 2 
or 3 (from which the power spectrum can easily be computed). We will 
use the following notation: 

Ensemble Auto-covariance Function Power Spectrum Network Function 

s (t) <P8(r) S Y 8 (p) 
net) <PN(r) N YN(p) 

J(t) = set) + net) <PF(r) F=S+N YF(p) 

Let E and Y E be any of the three spectra and its corresponding net­
work function. Let yep) designate Y( -p): 

yep) = Y( -p). 

Then an elementary property of power spectra requires:* 

E = YE(P)YE(p). 

(4) 

(5) 

We need to know how to find Y E when E is given. In general, the rela­
tion of Y E to E involves the general loss-phase integrals, as described by 

* Related to equations (T -9) and (T -14) of Table I, Section 2.5, and the proper­
ties of white noise. 
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Bode.16 Under our assumption of rationality, however, the loss-phase 
integrals can be replaced by simple relations between zeros and poles 
(also in accordance with Bode16

). 

Equation (5) makes E an even function of p, and also an even function 
of w (since p2 = _w2). At real frequencies, E = I YE(iw) 12 and is non­
negative. The zeros of E occur in positive and negative pairs, like +p". 
and - PeT , and so do the poles. Of each pair, one is a zero or pole of Y E 

and the other a zero or pole of Y E • When E is given, the zeros and poles 
can be arranged in + and - pairs, and one of each pair can be assigned 
to Y E • The possible assignments are not unique, however, unless some 
further restriction is imposed. For our purposes, we will need the specific 
assignment described below. 

REAL UJ 

lhp rhp 

REAL P 

Fig. 4 - The complex plane for p = iw. 

Referring to the complex plane for p oriented as in Fig. 4, if PeT lies on 
one side of the real w axis, -PeT lies on the other side. Using "lhp" to 
designate "left-half plane", we require: 

The zeros and poles of Y E are the lhp zeros and poles of E, 

where E = S, N, F. 
(6) 

There may also be zeros of E on the real w axis, but these always occur 
in identical pairs, one of which goes to Y E . * 

2.4 Properties of Physical Frequency Functions 

Let "rrhp" designate "regular in (the finite part of) the right-half 
plane." Then an immediate consequence of (6) is 

Y E and 11YE are rrhp where E = S, N, F. (7) 

* As an immediate consequence of the nonnegative character of E = 1 Y(iw) 12 
at real frequencies. 
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Then both Y E and l/Y E are "physically realizable" in the general sense 
of Bode.16* Under assumption iv they are realizable with finite networks 
of lumped elements, provided these are idealized to include multiple 

. poles at p = 00 (which can be approximated within reasonable limits by 
active circuits). 

The function Y G(p) in Fig. 2, which converts the observed JCt) into 
the estimate get), may not be rational even though Y sand Y N are ra­
tional. When a nonrational Y G is required to be "physical", it must still 
be regular in the finite part of the rhp. Now, however, it may have an 
essential singularity at p = 00, and this must meet an additional restric­
tion. 

A general definition of a "physical" frequency function, Yep), merely 
requires that it be "causal". A causal Yep), applied as an operator to 
any time function J(t) , produces a response get) which depends only on 
present and past values of J(t). Causal frequency functions have been 
studied in very general terms, by Wiener,l Beurling,17 Nyman18 and 
Youla, Castriota, and Carlin/9 but the general mathematics is relatively 
complicated. A less comprehensive description of the conditions for physi­
calness will be sufficient for our purposes. Let the definition of rrhp be 
extended, arbitrarily, to 

rrhp means: 
a. Regular in the finite part of the rhp, 

b. Approaches Lm.'Y (Cm.'Ypme-'YP) as p --7 00, 

m = ±integer, 

'Y = real and ~ 0, 

Cm. 'Y = real. 

(8) 

Then, for purposes of this paper, it is sufficient to define "physical" by: 

A physical yep) is any real Junction oj p which is rrhp. (9) 

(A real function of p is one which is real when p is real.) 
In (8), the second condition permits yep) to behave like pme-'Y t at 

p --7 00, provided 'Y is positive. Behaviors of this kind can be obtained 
with networks of lumped elements and ideal delay lines. 

We will need corresponding relations describing yep) = Y( -p). Let 
rlhp be defined by 

* As used here "physically realizable" includes the requirement of stability. 
This is the usual interpretation of the conventional theory of linear networks. 
An unstable linear device can in fact exist and it can be driven by an input which 
is a general function of time, but only over a finite time interval. 
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rlhp means: 

a. Regular in the finite part of the Ihp, 

b. Approaches Lm. 'Y (Cm. 'Ypme+'YP) as P -7 00, 

m = ±integer, 

'Y = real and ~O, 

Cm. 'Y = real. 

Then, it follows from (8) and (9) that: 

(10) 

A physical yep) is any real function of p which is rlhp. (11) 

2.4.1 An Essential Integral Theorem 

Bode16 has derived a number of spe cial properties of "physical" func­
tions, in terms of integrals in the complex p plane. These include the loss­
phase relations, the integral in the definition of resistance efficiency and 
other similar integrals. One particularly simple theorem of this sort is 
essential to our method of solving smoothing and prediction problems. 

For our purposes, the theorem may be stated as follows: 

If: a. H(p) is either rrhp or rlph and 
(12) 

b. I H(iw) I = Ow-2 when w is real and -7 00 *, 

then: i:rfJ 

H(iw) dw = O. 

The function H(p) is not necessarily one of our network functions, 
Y E(P) or Y G(p), provided it is rrhp or rlhp in the sense of (8) or (10) 
and also meets the convergence condition. Generally, it will be a combina­
tion of our network and spectral functions. 

The theorem is easily proved by closing the path of integration with 
an arc at 00. The arc encloses either the rhp or the Ihp, as in Fig. 5(a) 
or 5(b), depending upon whether H(p) is rrhp or rlhp. Because of (12a) 
the integration around the closed contour is O. Because of (12b), the in­
tegral over the arc at 00 is 0 [provided 'Y ~ 0 in (8) or (10), as required]. 

2.5 Fourier Transforms 

Equations (1) and (2) describe our problem in terms of time functions, 
while Fig. 2 describes it in terms of frequency functions (and the proper-

* The symbol 0 has the following meaning: if q(w) = Or(w), then q(w)/r(w) is 
bounded; thus, H = Ow-2 means w2H is bounded. 
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ties of white noise). In general, a facility at transforming quickly between 
time-domain and frequency-domain formulations is an important tool in 
smoothing and prediction problems. Time-domain and frequency-do­
main formulations are, of course, mathematically equivalent, and are 
related by Fourier transformations. A few elementary theorems regard­
ing Fourier transforms which will be referred to in later sections are 
reviewed in Table 1. 

In order for the Fourier transforms to exist, certain mild conditions 
must be met. We will assume, a priori, that the conditions are satisfied 
wherever we use the transforms. This is a departure from strict rigor, but 
our use of the transforms will be entirely reasonable, under our assump­
tions iv and v. 

When yep) is the frequency function of a network or equivalent de­
vice, Y(iw) indicates the steady state response to a sinusoidal input. The 
inverse transform, K(t), is the response to an ideal unit impulse, or 0 
function, applied at time t = O. A general input time function, J(t), may 
be thought of as a series of impulses. The effect of anyone impulse on the 
response get) at a given time t depends on the amplitude of the impulse 
and on the length of time which has elapsed since the impulse was ap­
plied. Then 

1
+00 

get) = -00 J(t - r )K(r) dr = jet) * K(t). (13) 

Thus, get) is a weighted integral of J(t) , in which the weight factor is 
K(r) and r represents the "age of data". 

The response of a physical device cannot depend on future inputs. 

REAL P REAL P 

(a) (b) 

Fig. 5 - Arcs at infinity, enclosing half-planes. 
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Fourier Transform: 

Inverse Transform: 

Convolution: 

Delta Function: 

TABLE I - FOURIER TRANSFORMS 

Definitions 

1 1+00 

Y(iw) = _ j_ K (t) e- iwt dt 
v 21r -00 

K(t) = 1 .1+00 

Y(iw) e+ iwt dw 
V21r -00 

oCt) = 0 when t ~ 0, L~E oCt) dt = 

Some Fourier Transform Pairs 

K(-t) 
kK(t) 
K1(t) + K 2 (t) 
a (t) 
K(t - T) 
K1(t) * K 2(t) 
K(t) * K(-t) 
K(t) = 0, t < 0 
K(t) = 0, t > 0 

Y(-p) = yep) 
kY(p) 
Y 1 (p) + Y 2 (p) 
1/V21r 
Y(p)e- Tp 

Y1(p)Y 2(P) 
yep) yep) 
yep) rrhp* 
yep) rlhp* 

Some Related Formulas 

Parseval's Equation: 

L:oo 

Kl (t) K2 (t) dt = L:oo 

Y1 (iw) r2 (iw) dw 

If Y (p) = real when p is real: 

L:oo 

[K(t)]2 dw = L:oo 

1 Y(iw) 12 dw 

(T-l) 

(T-2) 

(T-3) 

(T-4) 

(T-5) 
(T-6) 
(T-7) 
(T-8) 
(T-9) 

(T -10) 
(T-ll) 
(T-12) 
(T -13) 

(T-14) 

(T-15) 

Power Spectrum = Fourier Transform of Covariance. (T -16) 

If gCt) is the response of a linear device to an input J(t) and if get) = Y(p)ept 

whenJ(t) = ePt and get) = K(t) whenJ(t) = oCt), then YCp) and KCt) are a Fourier 
transform pair and, for a general J(t), 

get) = J(t) * KCt) = K(t) * J(t) (T-17) 

* Provided certain pathological Y (p) and K (t) are excluded, in a way consistent 
with our definitions of "rrhp," "rlhp," and "physical." 
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Thus, (13) requires: 

If K(t) is physical, I{(t) = ° when t < 0. (14) 

When t ~ 0, I{(t) need not be particularly well behaved, for it can in­
clude 0 functions and their derivatives. If it contains nothing worse than 
derivatives of 0 functions it can be approximated with combinations of 
transversal filters and differentiators. 

2.6 A Variational Condition, Equivalent to the Optimization Requirement. 

In Figs. 2 and 3 our inputs are drawn from unit-level white noise en­
sembles. White noise may be described in either frequency-domain or 
time-domain terms, in accordance with Rice.20 In the frequency domain 
it is a sum of sinusoids of all frequencies, with phases that are completely 
random. The "spectral density" is constant over all frequencies. If the 
white noise is applied to a network described by Y(p) the corresponding 
output has similar properties, except that the amplitudes of the sinu­
soids of different frequencies, w, are changed by a factor I Y(iw) I . Then 
the power spectrum of the ensemble has density E given by the follow­
ing (at real frequencies) : 

E = I Y(iw) 12 = Y(p)Y(p). (15) 

Since phases are initially entirely random, phases added by the net­
work do not change the character of the ensemble. Changing the phase 
of Y(iw) without changing I Y(iw) I merely maps individual time func­
tions into other, equally probable time functions of the same ensemble. 

The average square, (l, of the response to the white noise, is simply the 
sum of the average squares for the individual frequencies. Thus, 

r+w [+w 
(j2 = Lw I YCiw) 12 dw = 2 "0 I YCiw) 12 dw. (16) 

2 ., 
Here, (j represents both the "time average" and the "ensemble average", 
since the two are identical when they refer to a stationary Gaussian en­
semble. The two ranges of integration are equally permissible, as shown, 
because I Y(iw) 12 is an even function of w.* 

In the time domain, the white noise may be described as a sequence 
of impulses, with infinitesimal spacing along the time scale. The ampli­
tudes of the impulses are uncorrelated Gaussian random variables. An 

* It is assumed here that a spectrum E is so scaled that integrating E from 
'" = - 00 to + 00 gives the variance, (7"2. "Unit level" white noise is to be consistent 
with this assumption and (15). Sometimes the scale of E is doubled, so that inte­
grating E from", = 0 to 00 gives (7"2. 
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impulse at time t - T contributes to the response of a network at time 
t in proportion to J( (T) and (J'2 may now be expressed as the sum of the 
average squares contributed by the individual (uncorrelated) impulses. 
When limits are taken properly, the result is: 

1+00 

(J'2 = -00 [J((t)]2 dt. (17) 

Equations (16) and (17) are, of course, consistent with (T-15), in Table 
I, which is a special form of Parseval's equation. 

Referring again to Fig. 2, if the output g(t) is interpreted as an esti­
mate of the true future signal s(t + a), the error E(t) must be 

WHITE NOISE _ 

SOURCE NO.1 

E(t) = g(t) - s(t + a). 

Fig. 6 - A physical model for the calculation of the error E(t). 

(18) 

We may think of E(t) as the output of the (unattainable) circuit shown in 
Fig. 6, in which the responses of the different parts are again described in 
frequency domain terms. * The average squared error (J'2 is now· the sum 
of the contributions from the two uncorrelated white noise sources. 
Evaluating these in terms of (16) gives 

1
+00 

(J'2 = -00 (\ Y G \2 N + \ Y G - eaiw 
\2 S) dw. (19) 

The optimization problem may now be stated as follows: Given the 
class of permitted functions Y G corresponding to all networks of the per­
mitted sort, find the particular Y G , say Y},f , such that (J'2 is a minimum. 
Assume tentatively that Y},f exists and let ~y(p) be defined by 

(20) 

* When a > 0, the box marked ecxp is nonphysical, since ecxp corresponds to a 
negative delay, or ideal prediction. So long as the noise is present, the box is 
connected to an unavailable signal source, s (t) without n (t), whatever the value of 
a. These circumstances are what makes E(t) the error, instead of an observable 
correction which could be used to determine s (t + a) exactly. 
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Under assumptjon vi, if YG(p) in (20) is a permitted YG(p), then 

Y M(p) + k~y(p) 
is a permitted Y G(p), where k is any positive or negative real constant. 

Substituting Y M + k~y for Y Gin (19) gives: 

1
+00 

(i = -00 (I Y M 12 N + 1 Y u - elXiw 
12 S) dw 

1
+00 

+ k2 
-00 (N + S) 1 ~y 12 dw 

(21) 

In this expression the last two integrals are equal, for the followjng rea­
sons: First, each of the two integrals is real, for the imaginary part of the 
integrand is always an odd function of w. Second, the two integrals can 
at most be conjugates of each other, since their integrands are conjugates 
at real w. Replacing the two integrals by twice the first leaves 

(i = L:oo 

( 1 YM 12 N + I YM - e
lXiw 

12 S) dw 

+ lc
2 L:oo 

(N + S) 1 ~y 12 dw (22) 

+ 2k L:oo 

[Y M(N + S) - elXiwS]Liy dw. 

When k = 0, Y M + lc~ y = Y M , and c/ must be a minimum. This will 
be true only if the coefficient of k in (22) is zero; hence the third integral 
must be zero. Furthermore, for Y M to be a true optimum, the integral 
must be zero whatever permitted Y G is used in (20) in determining ~y • 

If the variable of integration, w, is replaced by P = iw (for convenience 
in what follows), this requires: 

For every permitted ~y : 

(23) 

Our prjncipal concern, in Sections III and IV, will be the solution of 
(23) for Y M , for different classes of permjtted functions Y G • Generally, 
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the class of permitted functions will exclude the obvious solution which 
makes the bracket, [ ], in (23) identically zero. Then the integrand will 
not be identically zero, but will have to be such that the integral will be 
zero for every b. y which may be derived by using a permitted Y G in 
(20). 

When (23) is true, (22) may be written as follows, for every permitted 
YG: 

(24) 

Here (J' M 
2 is the (J'2 achieved with Y G = Y M , and the second term in i is 

clearly nonnegative. 
Equation (24) implies the following situation: Under assumptions v 

and vi, a true minimum variance (J'lo/ exists (at least as a limit of a se­
quence of (J'2,S corresponding to a sequence of permitted functions Y G). 
Any solution of (23) for Y M within the class of permitted functions Y G 

must yield the true (J',lf
2

• Since N + S is nonnegative in (23), no other 
permitted Y G can yield a smaller (J'2. When N + S is also nonzero at real 
frequencies, no other Y G can yield as small ai, and the solution for Y M 

is at once unique. 
vVhen N + S is zero at one or more real frequencies, the situation re­

garding uniqueness is not so clear, for any L1y which is nonzero at those 
frequencies but zero at all other real frequencies will lead to a new Y G , 

yielding the same (J'2 = (J' lo/. Under assumption iv, N + S can be zero 
only at discrete frequencies. As a result, if there are two solutions for Y M 

in (23), at least one must include transfer functions of filters with in­
finitesimal bandwidths. It is questionable whether zero-bandwidth filters 
may be called "physical"; in any event, they cannot be built and alter­
native solutions do not reduce (J'lot Accordingly, any solution of (23) for 
Y M which does not include transfer functions of zero-bandwidth filters 
will be called unique, whether or not N + S has zeros at real frequencies. 

Certain statements about convergence will be useful later on. Under 
assumption v, Y M will make i finite. In seeking Y M , then, we may start 
by excluding all Y G for which (J'2 = 00. Since the two integrals in (24) 
are nonnegative, (J'2 will be bounded only if both integrals converge. Each 
of the two integrands is a sum of two nonnegative terms. It follows that 
each term must meet convergence conditions. Combining these yields 
an additional useful condition, which will be satisfied by the integrand in 
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(23). The five conditions may be written collectively as follows: 

When w is real and ~ 00 the following five func­
tions = Ow-2 

: t 
I YM 12 Nj 

1 d y 12 Nj 

1 Y M - eap 
12 S 

I d y 12 S 

2.6.1 An Equivalent Formulation in the Time Domain 

(25) 

Time-domain equivalents of (23) and (24) can easily be derived. The 
above analysis can be paralleled in time-domain terms or, alternatively, 
(T-14) and (T-15) of Table I can be applied directly to (23) and (24). 
Let !(a(t), !(M(t) , dK(t) be the inverse transforms of Ya(p), YM(p), 
d y(p). Then (23) becomes: 

For every permitted dK, 

(26) 

Equation (24) can be transformed into various time-domain equivalents, 
of which the following is perhaps the most interesting: 

(27) 

2.7 Breadth of the Optimum 

The Y M determined by (23) mayor may not be realizable with a finite 
network of lumped elements, even though assumption iv insures that 
Y Nand Y s of Fig. 2 could be so realized. When Y M cannot be realized 
with a finite network of lumped elements, it may be necessary to replace 
Y M by a reasonable approximation to it, which can be so realized (and 
similarly for equivalent nonelectrical devices). A reasonable approxima­
tion will be one which can be realized in a reasonable way, and which 
makes (i only a little greater than the minimum, u M2. 

The approximation of general "physical" network functions with 
"finite network approximations" is a familiar problem in general network 

t Recall the meaning of 0 noted in Section 2.4.1. 
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theory, which need not be developed here. In this connection, however, 
it is important to note the situation described briefly below. 

In engineering problems, the minimum exhibited by u
2 as a function 

of Y G is usually quite broad. In other words, Y G may be made quite a 
little different from Y.IlI without increasing u2 very much. This has not 
been proved but is simply a matter of experience in problems of the en­
gineering sort (and, in fact, it cannot even be stated exactly without 
assigning a more quantitative meaning to the expression "broad mini­
mum"). 

A broad minimum does not mean that all small departures from Y M 

have small effects on u2
• For example, a change from order c/pm at p = 00, 

to order of c/pm-l may yield only small departures from Y M(P) at all 
real frequencies, but it is likely to change u2 = U.Il/ into u2 = 00. Gener­
ally, reasonable percentage changes, relative to the magnitude of Y M at 
corresponding frequencies, may be tolerated. The percentage changes 
may be frequency-dependent, and may be real or complex. The specific 
sensitivities to changes, however, will depend on the specific values of 
Nand S. 

The effect of specific departures from Y.IlI , in specific problems, may 
be calculated by means of (24) or (27). 

III. GENERAL TECHNIQUES, IN TERMS OF SPECIFIC PROBLEMS 

The remainder of the paper describes the calculation of Y M from (23), 
and modifications thereof. The specific Y M determined by (23) depends 
on the class of permitted functions Y G , within which Y M is to be the op­
timum choice. A number of different classes are of interest, on both 
theoretical and practical grounds. Furthermore, the appropriate tech­
niques for calculating Y M vary with the permitted class, in ways which 
are likely to be nontrivial. 

In this section we consider some fairly general classes of permitted 
functions, which will illustrate general techniques. In Section IV we shall 
examine variations and special cases, chosen primarily for their engineer­
ing interest. 

In describing the properties of the different classes, it will be convenient 
to use the following general notation: 

a. C y = the class of permitted functions Y G , within which Y M 

is to be the optimum choice; 

b. C.:l = the class of functions Y Gl - Y G2 , where Y Gl and Y G2 

are any two Y G in C y • 

(28) 
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NON - PHYSICAL KM = INVERSE TRANSFORM OF N: s e-,ap 

- PHYSICALLY REALIZABLE PART OF KM 

--- NON - PHYSICAL PART OF KM 

Fig. 7 - The optimum nonphysical impulse response when fJ is large. 

The class C ~ is completely determined by the class C y • In terms of C ~ , 
assumption vi of Section 2.2 may be written as follows: 

If ~ y is in C ~ , (29) 

3.1 Optimum N onphysical Network 

The integral in (23) will surely vanish if the integrand is zero identi­
cally for every permitted ~y • The integrand will be zero if 

Y S ap 

M=N+S e . (30) 

This Y M , however, is generally nonphysical. First, it is not generally 
regular in the finite part of rhp. Second, when a > 0 it behaves improp­
erly at p -7 00. 

When a is negative, Y:M behaves properly at p -7 00, but there are still 
singularities in the rhp [except when SI(N + S) is a constant]. Let a 
equal -(3. Then get) is an estimate of set) for a time {3 seconds in the past. 
If (3 is sufficiently large, Y:M can be approximated closely with a physical 
Y.* This is illustrated in Fig. 7, in time-domain terms. Note that the in­
verse transform of Y M is symmetrical about the time t = (3, which repre­
sents the length of the time interval from the time for which the signal 
s(t - (3) is estimated up to present time t. 

A large {3 is appropriate for reducing data long after they are collected, 
such as reconstructing the flight of an experimental missile from recorded 
positions or velocities. Then {3 is the length of time by which the interval 
of observation extends beyond the time for which S is to be estimated. 

* See Ref. 9, Section V. 
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When the Y M of (30) is used in (24), the minimum average square error 
is (after some simple manipulation) 

2 
(TM = 1+00 NS 

-00 N + S dw. (31) 

Then assumption v of Section 2.2 requires 

NS 0 -2 h 
N + S = w w en w ~ 00. (32) 

The same restriction on Nand S will surely still be necessary (although 
perhaps not sufficient) when the choice of Y M is restricted to any subset 
of the present C y • 

3.2 Optimum Physical Network 

In this section, we restrict the function class of C y , from which Y.M 
is to be chosen, to the "physical" subset of the class permitted in the pre­
vious section. 

C y = the class of all physical frequency functions. (33) 

by "physical", we again mean rrhp as in (8) and (9). Since the difference 
of two rrhp functions is also rrhp, (33) implies 

C A = the class of all physical frequency functions. (34) 

The integrand in (23) can no longer be identically zero for all the b. y 

permitted by CA , but the restrictions on b. y arc such that they may be 
taken advantage of, in one way or other. Note that the CA of (34) obeys 
(29), and hence also our assumption vi. 

The optimum Y.M may be determined in the following way: First, (33) 
is applied to (23), to obtain tentative conditions on Y.M which are con­
sistent with (33) and in which ~y does not appear. As derived, these are 
sufficient conditions. Any corresponding Y.M , if one exists, must be the 
correct Y M , but it is not at once apparent that one does exist. The neces­
sity of the conditions is then established by demonstrating that a corre­
sponding Y M does, in fact, exist. (Recall that the correct Y M is unique.) 
This is a procedure which is useful in many variations of the smoothing 
and prediction problem. 

The integral in (23) will be zero if its integrand behaves like H(p) of 
(12). By (25), the integrand behaves properly when w is real and ~ 00. 

By (33), the factor b. y in the integrand in (23) is rlhp. Therefore, if the 
remaining factor in the integrand in (23) is made rlhp both (12a) and 
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(12b) will be true, and (23) will be satisfied. Assembling this condition 
with (25) and (33) gives the following set of sufficient conditions on Y M : 

a. Y M is rrhp, 

b. Y M (N + S) - eapS is rlhp, 
(35) 

c. When w is real and ~ 00, 

I Y M 12 N and I Y M - eap 12 S = Ow -2. 

It remains to be shown that a Y M meeting (35) does, in fact, exist. The 
demonstration is somewhat different for positive and negative values of 
a. 

3.2.1 Prediction for a Present or Future Time (a ~ 0) 

When a is posi ti ve in (35b) the behavior of e ap S as p ~ 00 is consis­
tent with rlhp. Then Y M(P) may reasonably be rational (under our as­
sumption of rational Nand $). When Y M must be physical and a is non­
zero and positive, I Y lIf - cap 12 cannot ~ 0, when w is real and ~ 00. 

Then assumption v, as reflected in condition (25), requires S = Ow -2 as 
w ~ 00. (The limiting case of a = 0 will be examined later.) When 
S = Ow -2 as w ~ 00, conditions (35) can easily be translated into the 
following set, which refers to poles and zeros in the finite part of the P 
plane: 

a. The poles of Y M are the lhp zeros of N + S, 

b. At the lhp poles of Nand S 

Y S ap 
lIf=N+S c , 

c. The degree of the numerator of Y M is a mini­
mum,within conditions a and b. 

(36) 

These conditions determine a Y M uniquely. The Y M so determined will 
also satisfy (35), provided the degree determined by (36c) is such that 
(35c) is satisfied. It is shown below that (36c) is, in fact, just consistent 
with (35c). 

Recall that Nand S are even functions, with half of their zeros and 
poles in each half plane. Also, Y MY M , which is I Y M 12 at real w, is an 
even function, in which exactly half of the zeros and poles are zeros and 
poles of Y M • Then, under (36a), the number of (finite) poles of Y MY lIf 

is exactly the number of (finite) zeros of (N + S). On the other hand, 
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the number of zeros of Y M is one less than the number of lhp poles of 
N + 8, for the scale of Y M can be adjusted, as well as the zeros, in meet­
ing (35b). Then the number of zeros of Y MY M is exactly two less than the 
number of poles of N + S. As a result, 

1 Y M 12 (N + S) ---7 c/w2 as w ---7 00. (37) 

Finally, since Nand S are nonnegative at real w (and hence cannot cancel 
each othc at w ---7 00), both 

1 Y M 1

2N and 1 Y M 12 8 = Ow-2 as w ---7 00. 
(38) 

Since we already know that S = Ow -2, this is sufficient to establish (35). 
Conditions (36) need further interpretations for special cases. When 

zeros or poles of N + S occur on the axis of real frequencies, they occur 
in identical pairs. * One of each pair is to be interpreted as in the lhp. 
Certain zeros of N + S may coincide with poles common to Nand 8, 
when they are computed from the numerators and denominators of the 
(rational) Nand S. Lhp zeros of this sort are to be retained as poles 
of YM.t 

When 0: = 0, the second condition in (35c) becomes 1 Y M - 1 1
28 = 

Ow -2 as w ---7 00. So long as 8 = Ow -2 as w ---7 00, conditions (36) are 
still appropriate. Now, however, 8 may be nonzero, or ,even unbounded 
at w = 00. When S is nonzero but bounded, Y M ---7 1 as w ---7 00. When 
8 has poles at 00, (Y M - 1) ---7 c/pm. When (36) is properly modified 
to include the new conditions, a unique Y M is again determined, which 
again satisfies (35), provided N is such that (32) is still satisfied. When 
S ~ ° at 00, however, (32) will not be satisfied unless N = Ow-2 as 
w ---7 00. 

3.2.2 Estimation for a Past Time (0: < 0) 

If 0: = - (3, (35) becomes: 

a. Y M is rrhp, 

b. Y M(N + S) - e-(Jp 8 is rlhp, 

c. When w is real and ---7 00, 

I Y'M 1
2N and 1 Y M - e-(Jp 1

28 = Ow -2. 

(39) 

When {3 is positive, e -(Jp S does not behave at infinity in an rlhp manner, 

* A necessary consequence of the positiveness of spectra Nand S. 
t This is confirmed by (36b) , which makes YM infinite at a lhp pole of S which 

is cancelled by a like pole of N in N + S. 
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as defined by (10). Hence Y.M(p) can no longer be rational, but must 
contain a term which annuls the forbidden behavior at infinity. 

Let Y}.f be represented as 

Y A + S -{3p 

}.f= N+S e . (40) 

Then, if (39c) is rearranged with due regard for (32) and the positiveness 
of Nand S, (39) now becomes 

A + S -{3p. h 
a. N + S e IS rr p, 

b. A(N + S) is rlhp, (41) 

c.* When w is real and ~ 00, 

The function A can now be factored, recalling Y F of Section 2.3 and 
Fig. 3: 

YFYF = .N + S, 

Y F , I/Y Fare rrhp. 
(42) 

We can multiply the function in (41a) by Y F, without changing its 
rrhp character. (If rrhp, it will remain rrhp; if not rrhp, it will remain 
not rrhp.) Similarly, we can divide the function in (41b) (arbitrarily) 
by Y F • Then (40) and (41) may be written as follows [if (42) is again 
used]: 

a. B + ~ e-{3p is rrhp, 
YF 

b. B is rlhp, 

c. When w is real and ~ 00, \ B \2 = Ow-2
• 

(43) 

The conditions (43) can only be realized with a unique rational B. 
The poles of B are in the rhp but they are cancelled in Y M by poles of 

* This may be derived in the following way: Use the YM of (40) in the two func­
tions in (39c). Add the two functions, rearrange, and separate out the function in 
(41c) , making use of the following theorem: Let U 1 and U 2 be two functions of "'; 
if U1 = 0",-2 and U 2 = 0",-2, then U 1 + U 2 = 0",-2; conversely, if U1 f- U 2 = 
0",-2, and both U 1 and U 2 are nonnegative, then U 1 = 0",-2 and U 2 = 0",-2. 
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SlY p • Because the poles of B are in the rhp, Y AI cannot be realized 
exactly by a finite network of lumped elements and delay lines. It can 
be approximated arbitrarily closely, however, by transversal filter tech­
niques. 

3.2.3 A Time-Domain Interpretation 

A time-domain interpretation of Y AI may be derived from (35) which 
coincides with, for example, Bode and Shannon's interpretation.9 This 
may be accomplished by using the functions Y F and Y p much as in the 
previous section. 

Since Y F and 11Y p are both rlhp, the function in (35b) may be multi­
plied by 11Y F without altering its rlhp character. (If rlhp, it will remain 
rlhp; if not rlhp, it will remain not rlhp.) Then (35b) becomes 

Y Y S ap. Ih 
M F - -=- e IS r p. 

YF 

(44) 

By (T-13), the inverse transform must be 0 when t > O. Hence, the two 
terms in the difference must be equal when t > O. Since Y M and Y Fare 
both physical, Y M Y F is physical and its inverse transform must be zero 
when t < O. Then (41) becomes, by (T-IO), 

KM * KF = inverse transform of ~ eap 
when t > 0 

Y F (45) 

= 0 when t < O. 

Equation (45) determines KM * I(p uniquely. The transform is Y MYF , 

and Y M can be found by dividing out the (minimum phase, physical) 
factor Y p • Note that (45) can be solved for IeM even though the spectra 
are nonrational: F = N + S must be such that Y F can be found from 
F = Y FY p by means of the loss-phase integral; and various transforms 
and convolutions must be evaluated. 

3.2.4 A Further Interpretation 

A further interpretation of (45) is useful when one seeks certain gen­
eralizations of the present problem. The time series which are funda­
mental to the problem are the true signal set) and the observed signal 
J(t). When set) is to be predicted for a specific time, t + a, from values 
of J(t) observed over a specific interval, (- 00 < T < t), only certain 
of the linear covariances, describing statistical characteristics of sand 
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j, are actually pertinent to the problem. The pertinent linear covariances 
are: 

1. the auto-covariance of the observed signal j at any two times, tl , 
t2 , in the observation interval; 

2. the cross-covariance between j at any time, tl , in the observation 
interval and s at the special time t + a; 

3. the expected value of S2, which is the zero lag covariance of s, at 
the special time t + a. 
The auto-covariance function CPs , or the corresponding spectrum S, is 
pertinent to our present problem only as it affects the covariances of j 
through the relation jet) = set) + met). 

It follows from the above that the original Gaussian model may be 
replaced by any other Gaussian model which retains the same pertinent 
linear covariances, without affecting either Y M or (J'M2. For example, the 
model represented by Fig. 6 may be replaced by that shown in Fig. 8. 
The network with frequency function Y F generates an jet) with the 
correct auto-covariance (in accordance with Section 2.3 and Fig. 3). The 
network with frequency function Y FS, in the presence of the other 
network, supplies the correct cross-covariance betweenj(tl) and set + a). 
(The cross-covariance arises from the sharing of the same white noise, 
by s and f.) Note that Y FS in Fig. 8 is exactly the function (S/YF)e ap 

in (44). The single (time-invariant) Gaussian random variable Vs con­
tributes only to s, and gives the correct variance of s when added to the 
contribution from the white noise. Note that the variance of Vs is exactly 
the (J'}./ of Section 3.1, corresponding to the optimum nonphysical Y M • 

Vs -. "-.. S (t + lX) 
(TIME - INVARIANT) 

t 
WHITE NOISE 

SOURCE -.. 

s + N 

Fig. 8 - An alternate physical model, which retains the pertinent covariances. 
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Because Y F has been chosen in such a way that l/Y F is physical, the 
white noise of Fig. 8 can be recovered. If Y M Y F = Y FS , the estimate 
get), of set + a), is exactly the contribution of the white noise to set + a), 
and the error in the estimate is exactly Vs. If Y M must be physical, 
Y M Y F can yield only the contributions to set + a) from present and past 
values of the white noise. This is roughly the description of the solution 
used by Bode and Shannon (in Ref. 9, Section VII). 

3.3 Optimum Network with a Finite }.II emory 

In Section 3.2 we assumed that all past values of J(t) (the signal plus 
noise) were available, back to t = - 00 • Furthermore, the Y M(P) of (35) 
does generally lead to the utilization of all past values. In practical 
applications, the corresponding KM(T) is usually very small when the 
age of data T is sufficiently large, say T > Tm ; and data older than Tm 

may reasonably be neglected. Frequently, however, J(t) is available only 
for a smaller interval, say 0 < T < T; and then the procedure must be 
revised. This is the central problem considered by Zadeh and Ragazzini. 3 

It may be referred to as the "finite memory" problem, as opposed to 
the "infinite memory" considered in Section 3.2. 

We can restrict ourselves to values of J(t) no older than T by making 
our function class C y correspond to physical networks with memories 
which extend only T seconds into the past. With fixed networks of this 
sort, T is constant, and the used data begins at a variable time t - T. 
When J(t) is av~ilable from a fixed starting time, to , to present time t, 
T is a function of t. Then a variable network must be designed with a 
response which equals or approximates the response of a different fixed 
network at each different t. 

Our smoothing and prediction device will remember only T seconds 
into the past if the impulse response KG is restricted by 

KG(t) = 0, except when 0 < t < T. (46) 

An equivalent frequency domain restriction may be derived as follows: 
Referring to Fig. 9, if K G(t) = 0 except when 0 < t < T, it follows that 
KG(-t) = 0 except when -T < t < O. But then KG[-(t - T)] = 0 
except when 0 < t < T, which meets the conditions for physical­
ness. If Y G is the transform of I( G, then Y Ge -Tp is the transform of 
](G[-(t - T)], by (T-5) and (T-9). Thus (46) corresponds to 

C y is the class of functions Y G(p) such that: 

a .. Y G is rrhp, 
(47) 

b. Y Ge-TP is rrhp. 
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Since differences of 1(0's of the form (46) also obey (47), it follows that 

Ct. is the class of functions Ay such that: 

a. Ay is rrhp, 
(48) 

b. ~ye -Tp is rrhp. 

Note that (48) is consistent with (29) and hence also with assumption 
vi of Section 2.2. 

The following is an important property of functions in the class (47): 
Replacing Yo by Yo maps singularities from either half plane into the 
other. Then (47) excludes singularities from all finite parts of the p 
plane. Let rfpp mean "regular in the finite part of the plane". Then, 
(47) implies that 

Yo is rfpp. (49) 

There will be no Y M of the class (47) which satisfies (35). Hence, a new 
relation must be derived from (23). To take advantage of (47), Y M may 
be expressed in the following arbitrary way: 

(50) 

If this expression is used in (23), the integral in (23) may be divided into 
two parts, as follows: 

i~~~ [A(N + S) - eapS]Liy dp + i~~~ [B(N + S)]e-TpLiy dp = O. (51) 

The two integrals in (51) will be zero, individually, if the two integrands 
behave like R(p) of (12). This will be true under conditions noted below. 

In the first integrand, ~y is rlhp. In the second, ~ye-TP is rrhp by 

t 
2 

\.9 
::s::: 

0 

(a) (b) t t 
f-

~ I 
~ +' 

'-' 
\.9 I 

::s::: L-.J 

\.9 
::s::: 

T -T 0 0 
t~ t~ t~ 

KG (t) = INVERSE TRANSFORM OF Y (p) = 0 WHEN t < 0 

KG(-t) = INVERSE TRANSFORM OFY(P) =0 WHEN t >0 

KG[-(t-T)] = INVERSE TRANSFORM OFy(p)e-Tp=o WHEN t < 0 

Fig. 9 - Impulse responses of finite duration. 

(c) 

T 
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(48). For (12a) to be true, the other factor in each integrand must be 
regular in the same half plane. The convergence condition (12b) must 
also be applied, and it can be applied if (25) is properly taken into ac­
count. When (47) also is transcribed the following conditions may be 
assembled as sufficient conditions on A and B: 

a. A + Be- TP 

b. B + Ac-TP 

is rrhp, 

is rrhp, 

c. A(N + S) - CCX
P$ is rlhp, 

d. B(N + S) is rrhp, (52) 

c. When w is real and ~ 00, the following functions = Ow -2: 

Functions A and B which satisfy (52) do, in fact, exist; hence the 
conditions are necessary as well as sufficient. As in Section 3.2, the 
solution takes different forms for positive and negative values of a. 

3.3.1 Prediction for a Present or Future Time (a ~ 0). 

When a is positive in (52c) A and B are rational. By the definition of 
rrhp in (8), conditions a and b will be satisfied if the rational A and B 
satisfy (49). When S = Ow-2 as w ~ 00 (as it must if a is nonzero and 
positive), (52) may be translated into the following set of conditions, 
which refer to poles and zeros in the finite part of the p plane: 

a. The poles of A and B are the zeros of N + S, in both half planes, 

b. At the lhp poles of Nand S 

ASap 
=N+S e , 

c. The rhp poles of Nand S are zeros of B, 

d. At the poles of A and B 

A -Tp 
- B= e , 

(53) 

c. The combined degrees of the numerators of A and B are to be as 
small as possible and the relative degrees are to be adjusted as 
required by (52e). 
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KA(t) = INVERSE TRANSFORM OF ACp) 

KB ct - T) = INVERSE TRANSFORM OF BCp)e- TP 

Fig. 10 - Inverse transforms of A and Be-TP . 

An analysis of degrees, as in Section 3.2.1, shows that (53) determines 
a unique A and B, which satisfy (52) when S = Ow-2 as w --7 00. When 
0: = 0, S is not necessarily 0 at 00. Then (52e) imposes additional condi­
tions on A. When (53) is suitably modified to include these new condi­
tions, a unique A and B are again determined. 

It is interesting to examine the forms of the inverse transforms of A 
and Be -TP, which together make up the inverse transform J( M(t) of 
Y M(P)' The inverse transforms of general rational functions are equal 
piecewise to sums of exponentials. The exponentials are different for 
t > 0 and t < 0, and there may be discontinuities (and also 0 functions) 
at t = O. In Be-TP, the discontinuities are displaced to t = T. Then the 
two time functions may take the form suggested in Fig. 10. 

As in Section 3.2.2, Y M cannot generally be realized with a finite net­
work of lumped elements and ideal delay lines. It can be approximated 
by a transversal filter; plus differentiations if J( M(t) is not a bounded 
function. The transversal filter need not involve transmission times 
greater than T. If preferred, the rrhp parts of A and B can be separated 
out and realized with a finite network of lumped elements plus a single 
delay line. 

3.3.2 Prediction for a Past Time (0: < 0). 

When 0: = -{3, (52c) excludes a rational A. Recalling (40), we let A 
be 

A D + S -{Jp 

= N+S c , (54) 
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Then when a = -p, (52) becomes the following:* 

D + __ S_ -{3p + B -Tp 
a. N + See 

is rrhp, 

b. 13 + De-
TP + N ! S e-(T-{3)P is rrhp, 

c. D(N + S) is rlhp, 
(55) 

d. B(N + 8) is rrhp, 

e. When w is real and ~ 00, the following functions = Ow -2: 

Consider the term e-(t-{3)p in (55b). When {3 < T, the exponential 
behaves at 00 in a manner suitable for an rrhp function, as defined in 
(8). Then D and B are both rational, and can be calculated from zero 
and pole conditions implied by (55). 

When {3 > T, the exponential e-(T-{3)P is not suitable for an rrhp func­
tion, and it must be annulled by an exponential term in B. Let 

B = J - N ! S e -({3-T)P. 

Using both (54) and (56) in (50) and (52) gives 

Y M = D + Je- TP 

a. D + Je- TP 

b. J + De-
TP 

is rrhp, 

is rrhp, 

c. D(N + S) is rlhp, 

d. J(N + S) - 8e-({3-1')P is rrhp, 

e. When w is real and ~ 00, the following functions = Ow -2: 

I D 1

2
8 

1 J - e-({3-T)P 1
2S. 

When {3 > T, D and J are rational, and can be found from (57). 

(56) 

(57) 

A comparison of (57) and (52) indicates the following relationship:t 

* Because Nand S are even, N= Nand § = S. ~ 
t In making the comparison, recall that Y is rrhp when Y is rlhp, and vice 

versa. 
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If Y M is the optimum Y G for estimating set + ex), then Y Me -T p 

is the optimum Y G for estimating set - T - ex). 
(58) 

The two times, t + ex and t - T - ex, are symmetrically located relative 
to the interval t - T < T < t, for which values of f(t) are available. 
The relation (58) may be viewed as a direct consequence of the sym­
metry of auto-covariance functions. 

3.3.3 A Time-Domain Interpretation 

In Section 3.2.3 we derived Bode and Shannon's explicit time-domain 
solution of the infinite memory problem. When memories must be finite 
there are difficulties which exclude an explicit time-domain solution of 
the same sort. The difficulties themselves are informative, however, and 
a simple time-domain analysis also furnishes an alternative derivation 
of (52). 

The starting point is now (26) in place of (23). Like K G , /j.K is now 
restricted by (46). Then the limits of integration may just as well be 
reduced to ° < T < T and (26) becomes 

The variation function /j.K can have any arbitrary values at times within 
the interval of integration. Therefore, the other factor in the integrand 
must be zero, over the same interval ° < T < T. Referring to Fig. 11, 
we may divide it into two parts, one of which is zero when T > 0, 
and the other when T < T. These may be written as follows: 

o 

Ku (t) = 0 WHEN t > 0 

Kv(t)=o WHEN t.<o 

Fig. 11 - The functions Ku and K v . 

t -
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in which 

KU(7) = 0 when 7 > 0, 

I(v(7) = 0 when 7 < O. 

Take the transform of both sides of (60), and recall that the trans­
forms of Ie.! , CPF , CPs are Y M , N + S, S. Then 

YM(N + S) - capS = U + Vc- TP , 

U is rlhp, 

V is rrhp. 

Compare this with (35b) of Section 3.2. 

(61) 

In Section 3.2.3, we divided (35b) by Y F to obtain (44) and a simple 
physical interpretation. What happens if (61) is divided by Y F ? The 
result is as follows: 

Y MY F - ~ e ap = !£ + ~ e -Tp 
YF YF YF ' 

UIYF is rlhp, (62) 

V IY F is not rrhp. 

Because V I Y F is not rrhp, the inverse transform of the left-hand side 
is not zero in the interval 0 < 7 < T (nor in any other significant inter­
val). Furthermore, while a Y M Y F which is rrhp still implies that Y M is 
rrhp, it is not simple to solve for Y MY F in such a way that Y Me -Tp is 
also rrhp. Thus division by Y F is no longer useful. 

To obtain an alternative derivation of (52), use the Y M of (50) in 
(61). Then 

U is rlhp, 

V is rrhp. 

(63) 

Equate, separately, the terms which do and do not involve e-TP, and 
cancel the rrhp factor c -Tp from those that do. Then 

A(N + S) - capS = U, which is rlhp, 

B(N + S) = V, which is rrhp. 

These equations correspond exactly to conditions c and d of (52). 

(64) 
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3.3.4 A Somewhat jVI ore General Method 

In some problems (59) must be replaced by a slightly more general 
expression. In particular, CPs ( T + a), the last term in the square brackets, 
sometimes must be replaced by a more general function of T, say IC( T). 
This is characteristic of problems involving linear constraints, which 
will be discussed further in Section IV. The methods described above 
may be modified in such a way that the transform of Kc(T) need not be 
rational, provided CPF still corresponds to a rational spectrum. 

Suppose Y M is to be determined from conditions of the following sort 
(in which Y 111 , Lly, F, Y c are of course the transforms of I( M, LlK, <PF , 
Kc): 

a. loT [K.lIf(T) * CPF(T) - KC(T)]LlK(T) dT = 0; 

b. KM(t), LlK(t) = 0 except when 0 < t < T 
[then Y M , Ll y belong to the classes (47), (48)]; 

c. \ Y M \2F = Ow -2, when w is real and --? 00; 

d. CPF(t) = an auto-covariance function, 
F = Y F(P) iT F(P) = a rational function; 

e. K c(t) = a given time function, Y c(p) need not be rational. 

(65) 

Let a new time function j(c(t) with transform Y c(p) be defined as 
follows: ' 

R c = K c(t) when 0 < t < T, 

= 0 when t < 0 or > T. 

Then, exactly as with Y 111, we must have 

Y c(p) and 
':::' T 
Y ce- Pare rrhp and rfpp. 

(66) 

(67) 

In these terms (65) implies the following, replacing our previous (60): 

KM(T) * <PF(T) - RC(T) = RU(T) + Rv(t - T), 

RU(T) = 0 when T > 0, 

RV(T) = 0 when T < O. 

(68) 

The functions Ru and Rv are like I{u and Kv of (60), except that they 
include the "tails" of K c lying outside the interval 0 < T < T. 
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Now take the transforms of all functions in (68), and solve for YM(P)' 
If 0 and V are the transforms of K u and K v , the result is 

Y
M 

= Ye + 0 + Ve-
TP 

F 

a. 0 is rlhp, (69) 

b. V is rrhp, 

c. \ Y M \2F = Ow -2 when w is real and ~ 00. 

The functions 0 and V must be such that Y M is rfpp. But Y e itself is 
rfpp. As a result, 

a. The finite poles of 0 = the rhp poles of F; 

b. The finite poles of V = the lhp poles of F; 

c. If P = Pk at a finite zero of F, (70) 

Ye(Pk) + O(Pk) + V(Pk)e- TPk = 0; 

d. When w is real and ~ 00,0 and V must behave 
in such a way that \ Y M \2F = Ow-2. 

These conditions determine a unique rational 0 and V when F is 
rational, provided K e(t) satisfies certain requirements relating to 
continuity. If F ~ Cw -2m as w ~ 00, then K e(t) and its first m - 1 
derivatives must be continuous in the interval 0 < t < T. When the 
continuity condition is violated, there will be no Y M which meets all the 
conditions (65), unless (65c) is modified. (See Section 4.3 for an inter­
pretation in connection with a particular application.) 

The transform Ye(P) of K e(t) need not be rational. Furthermore, 
when K e(t) is given the time function can be calculated without actu­
ally evaluating Ye(p), except at the special points P = Pk . In particu­
lar, the following two relations may be used in evaluating the inverse 
transform of the right hand side of (69), with help of (70): 

Y- () -1-1 T K ( ) -pkT d . a. e Pk = -vi 27f' 0 ere r, 

- 1 T 

b. Inverse transform of ~e = yI2; 1 Ke(r)K(l/F)(t - r) dr, (71) 

where ](l/F)(t) = inverse transform of 1/F. 
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3.4 Simultaneous Optimization of Two Network Functions 

In each of our problems so far we have been required to find a single 
frequency function, Y M(P), which is to represent the optimum choice 
of a single linear operator, Y GCp). There are other problems, however, 
in which two or more frequency functions are to be found, corresponding 
to the simultaneously optimum choices of two or more different but 
related linear operators. This section develops general methods in terms 
of one such problem. 

Suppose the same signal can be observed in two different ways, or at 
two different places, involving contamination with noise from two 
different (uncorrelated) sources. An important example which will be 
discussed later (but not the only example) is the observation of a single 
physical variable with instruments of two different kinds. There are now 
two observed time functions, fl(t) and f2(t), related to, set) by 

fI(t) = set) + nl(t), 

f2(t) = set) + n2(t). 
(72) 

The two different time functions are to be modified by (different) 
linear operations, and the results are to be added, to obtain an optimum 
estimate of set + a). All the assumptions of Section 2.2 are to be retained. 
Thus, Gaussian ensembles may be substituted for set), nl(t) and n2(t), 
and Fig. 2 may be replaced by Fig. 12. 

From Fig. 12, the following integral is easily obtained, in place of 
(19) : 

(/ = i:rJJ 

(I Y G1 1

2 Nl + 1 Y G2 1

2 N2 + 1 Y G1 + Y G2 - e
aiw 

12 S) dw. (73) 

,-------------------------------l 

WHITE NOISE 

SOURCE NO.1 

WHITE NOISE 

SOURCE NO.2 

I 
I 
I 
I 
I 
I 
I 

I 
I 
I 
I 

WHITE NOISE I 
I 

SOURCE NO.3 I 
I 

I I L _______________________________ ~ 

(OBSERVED) 

(OBSERVED) 

Fig. 12 - A physical model for a signal which is observed in two different ways. 
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Here Nl and N2 are, of course, the power spectra of the two noise ensem­
bles (assumed to be un correlated) . Let Y.,lIi and Y.,lIZ be the optimum 
choices of Y GI and Y GZ , and define ~Yl and ~YZ by 

Y GI = Y.,lII + ~ Yl , 

Y GZ = Y.,lIZ + ~ yz . 
(74) 

Then (73) may be replaced by 

2 
(J' = 

(75) 

+ 2 i:oo 
{[Y M1(N1 + S) + YmS - eapS].~Yl 

+ [Y.,lIlS + Y M2(Nz + S) - eapS].6.y2 } dw. 

The first integral in (75) is (J'}./, corresponding to a ~ Yl and ~ Y2 which 
are zero identically. The second integral is positive for any ~YI and 
~Y2 which are not zero identically. Then, if ~YI and ~Y2 each obeys (29), 
the last integral must be zero. This replaces (23) by the following: 

For every permitted ~Yl and ~Y2 : 

i:~oo {[Y.,lII(Nl + S) + YMZS - eapS].6.Yl (76) 

+ [YMIS + Y Mz(N2 + S) - e
ap

S].6.y2 } dp = o. 
The one integral can often be split into two, each involving one .6. y , 

and each equal to zero. The separation may not be permissible however, 
when Nd S = Ow-2 at w = 00. An examination of convergence rules, 
noted below, will clarify this statement. Convergence conditions may 
again be obtained, by excluding at once, all Y M'S and ~y'S for which 
i = 00. Conditions are easily derived from the first two integrals in 
(75). These may be combined to obtain a condition on the integrand in 
(76). The result is 

When w is real and -7 00, the following seven functions = Ow-2
: 

1 Y Ml I2N I , 1 Y.MzI2N 2, 1 Y.MI + Y.M2 - eap 12S, 

1 ~Y1 1
2N1 , 1 ~Y212N2 , 1 ~Y1 + ~Y212S, (77) 

and the integrand in (76). 
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N ote that 1 Ll YI \2 Sand \ Ll Y2 12 S do not necessarily = Ow -2, provided 
they are restricted by a linear relation at w ~ 00.* 

3.4.1 Optimum Physical Networks lVhen ex ~ 0 

Suppose Y.MI and Y.M2 are to be selected from the class of all "physical" 
frequency functions, that is, from the Cy of (33). Then AYl and LlY2 

belong to the Ct. of (34). Following our usual procedure, we fit the inte­
grand of (76) to H(p) of (12). Behavior at 00 is already proper, and 
:i Yl and :i Y2 are both rlhp. Then we have only to make the two associated 
factors also rlhp. Assembling these requirements with conditions of 
physicalness and convergence gives: 

a. Y.MI is rrhp, 

b. Y.M2 is rrhp, 

c. Y Ml(NI + S) + Y.M2S - eapS is rlhp, 

d. Y.MIS + Y M2(N2 + S) - eapS is rlhp, 

e. When w is real and ~ 00, the following three functions = 
Ow-2

: 

(78) 

When ex ~ 0, Y.MI and Y.M2 are rational (assuming rational NI ,N2 , S)i 
It is not at once apparent, however, what the poles of Y.MI and Y M2 wil 
be. From (78c) and (78d), we can define two rlhp functions, say UI and 
U2 , by: 

Y.MI(NI + S) + Y.M2S - e
ap 

S = UI , 

Y.MIS + Y.M2(N2 + S) - eapS = U2• 

Solving for Y MI and Y.M2 gives: 

UIN 2 + (UI - U2)S + eap
SN2 Y MI = ---::-::--::-::------:-::-::-----",-::-:--::::---

NIN2 + (NI + N2)S 

U2NI - (UI - U2)S + eapSNI Y M2 = 
NIN2 + (NI + N 2)S 

(79) 

(80) 

Since Y MI and Y M2 are to be rrhp, while UI and O2 are to be rlhp, the 
2 

* For example, suppose Nl , N2 = Ow-4 as w - 00, and S = Ow-2• Then / LlYl / 
and / LlY2 /2 may = Ow+2, provided LlYl and LlY2 are so related that / LlYl + LlY2 /2 = 
~C. But this LlYl and LlY2 cannot be chosen entirely independently, and then the 
integral in (76) must not be split in two. 
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two pairs of fUllctions can have no finite poles in common. Then every 
finite pole of Y MI or Y M2 in (78) must belong to one or the other of the 
following classes: 

b. For Y MI , any lhp poles of N2 or S which are not poles of (81) 
NIN2 + (NI + N2)S; for Y M2, any lhp poles of NI or S 
which are not poles of NIN2 + (NI + N2)S. 

The second class occurs only in special or degenerate cases, such as 
when zeros of NI + N2 happen to coincide with poles of S. 

After the permissible poles have been determined by (81), (78) may 
be used to find the numerators of Y MI and Y M2 . Simultaneous linear 
equations in the numerator coefficients may be derived from required 
behavior at lhp poles of S, NI , N2 and also at poles of Y MI and Y M2 
themselves. For the latter, take the difference of (78c) and (78d) to 
get: 

(82) 

Numerators of the minimum degree are determined uniquely, and also 
turn out to be just compatible with (78e). In special or degenerate cases, 
certain of the poles, permitted by (81), may coincide with zeros of the 
corresponding numerators of Y MI and Y M2 and can be cancelled out. 

3.4.2 Optimum Physical Networks When a:: < 0 

When a:: = -{3, with {3 > 0, Sections 3.2.2 and 3.4.1 may be combined 
to get 

SN2e-Pp 

Y Ml = Al + NIN2 + (NI + N2)S' 

SNIe-PP 

YM2 = A2 + NIN2 + (N! + N2)S· 

(83) 

Here, Al and A2 are two different rational functions, not necessarily 
rrhp (even though adding the exponential terms must make Y MI , 

Y M2 rrhp). Substituting in (78) and using a generalization of (32) gives* 

* Paralleling Section 3.1 gives, in place of (32): 
N l N 2S -2 

NlN2 + (Nl + N2)S = Ow as w ---t 00 
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. SN2e-fjp • 

a. Al + NIN2 + (NI + N 2)S IS rrhp, 

SN e-fjp 

b. A2 + NIN2 + (lvl + N 2)S is rrhp, 

c. AI(NI + S) + A 2S is rlhp, (84) 

d. AIS + A 2(N2 + S) is rlhp, 

e. When w is real and -1- 00 , the following three functions = Ow -2: 

In (84), conditions a and b put the rhppoles of Al and A2 at the rhp 
poles of the functions which multiply e -fjp. Conditions c and d permit 
the same Ihp poles as the poles of Y MI and Y M2 for a > 0, which are 
determined by (81). Combining the Ihp and rhp conditions shows that 
every finite pole of Al or A2 must belong to one or the other of the fol­
lowing classes: 

b. For Y MI , any poles of N2 or S which are not poles of NIN2 + 
(NI + N 2)S; for Y M2 , any poles of NI or S which are not 
poles of NIN2 + (NI + N 2)S. 

(85) 

These are merely the extensions of the classes (81), to include poles 
in both half planes. 

The poles of Al and A2 are twice as numerous as the poles of Y MI 

and Y M2 for a > o. As a result there are more numerator coefficients to 
be determined, but they are still determined by simultaneous linear 
equations. 

3.4.3 A Time-Domain Interpretation 

Paralleling Section 3.2.3 gives a time-domain interpretation. Although 
it does not represent a significant simplification of the present problem, 
it does have theoretical interest, and also a potential usefulness in varia­
tions of the present problem. 

In Section 3.2.3, we multiplied the rlhp function in (35b) by the rlhp 
function 11Ys, so as to obtain the rlhp function (44), in which the 
rrhp term Y MY F may be regarded as the only unknown. We now multiply 
the two rlhp functions in (78) by two different rlhp functions and add 
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the result. The object is to obtain an rlhp function with a single unknown 
term which is itself rrhp. 

Let Ql and Q2 be two (as yet unknown) functions of p, both required 
to be rrhp. Then Ql and Q2 are both rlhp. If we multiply the two rlhp 
functions in (78c) and (78d) by Ql and Q2 and add the result the sum 
will have to be rlhp. The sum can be written as follows: 

(Y M1 Y a + Y M2 Y b) - e
ap

8(Ql + (2) is rlhp, 

Y a = Ql(Nl + 8) + Q28, (86) 

Yb = QlS + Q2(N2 + 8). 

If Y a and Y b are both rrhp, as well as Y Ml and Y M2 , the function 
(Y MlYa + Y M2Yb) will be rrhp and can be found from (86) by the 
Bode-Shannon method. This function can be used to express (82) in 
terms of Y lin or Y M2 alone. Thus, Y Ml and Y M2 may be found by a se­
quence of straightforward calculations, as soon as Ql and Q2 are known. 
The problem is to find a Ql and a Q2 such that Ya and Y b are, in fact, 
rrhp. It may be more informative to use the equivalent requirement 
that :Va and :Vb must be rlhp. Then (since Nl , N 2 , 8 are even), (86) 
requires 

a. :Va = Ql(Nl + 8) + Q28 is rlhp, 

b. :Vb = Q18 + Q2(N2 + 8) is rlhp, (87) . 

are rrhp. 

Equations (87) are about as hard to solve for Ql and Q2 as (78) is for 
Y lin and Y M2 . The poles of Ql and Q2 are exactly the poles of Y Ml and 
Y M2 . The numerators are different and are not uniquely determined. 

Note that the calculation of Ql and Q2 does not involve the terms 
eap8 of (78). These enter only in the Bode-Shannon type of analysis. 
The method has potential usefulness in variations of the present prob­
lem, in which the terms eap 

S are replaced by more complicated functions. 
(Compare this section with Section 3.3.4). 

3.5 Sampled-Data Systems 

This section shows how the methods which we applied in the previ­
ous sections to continuous-data systems may be modified for application 
to discrete, or sampled-data systems. Methods appropriate for discrete 
systems can, of course, be derived without reference to continuous-data 
systems; and they have been so derived by, for example, Levinson (Ref. 
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1, Appendix B), and Lloyd and McMillan. lO It is interesting to observe, 
however, how simply the transformation may be accomplished, from 
techniques for continuous-data systems to techniques for discrete-data 
systems. For this purpose, it will be sufficient to outline an appropriate 
procedure, without filling in details. 

Two different kinds of discrete-data systems may be considered. The 
signal and noise may be discrete time series, described by statistics 
appropriate for such series. On the other hand, the signal, s(t), and the 
noise, n(t), may themselves be continuous time series, with the obser­
vations of signal-pIus-noise, J(t), limited to discrete "sampling" times. 
Methods appropriate for both kinds of discrete-data systems may be 
derived from a study of continuous-data systems of a special kind. 

3.5.1 A Special Kind oj Continuous-Data System 

Following the usual methods of "z transform" theory, let z = e-TP
, 

in which T is to be the sampling interval. Rational functions of z, when 
treated as functions p, now have inverse transforms which are zero 
except at the discrete times uT. The methods which we have applied to 
continuous-data systems do not apply directly to spectra, Sand N, 
which are simply rational functions of z. The behavior at p = 00 leads 
to divergent integrals such as, for example, the integral in (31). On the 
other hand, spectra of the sort described below meet the convergence 
conditions and also lead to Y M(P) which are exactly rational functions 
of z. Then the only data which are actually utilized are the data observed 
a t the discrete times t - uT. 

Note that z = l/z, and that I z I > 1 in the left half of the p plane. 
Use the notation yep) = Yz(z) and Yz(z) = Y z(1/z). In these terms, N 
and S are to be 

q -
b. N = 1 + e2w2 Y NY N , (88) 

c. Y Sz(z) , Y NZ(Z) are rational in z, 

d. Y sz , Y Nz , l/Ysz , l/YNz are regular at I z I < l. 

The constants q and e are to be real and positive. 
Suppose a > 0, in set + a), and Y M is to be the optimum "physical" 

Y G , when Nand S are described by (88). The procedure explained in 
Section 3.2 is easily adapted to the new problem. Corresponding to 
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(35), one gets: 

a. YlII(p) is rrhp, 

b. 1 g 2 2 Y2;(P) is rlhp 
-EP 

( - -) YszYsz 
Y2;z = Y}.!z YszYsz + YNzYNz - --,-, za T 

c. I Y ~z I < 00 at z = 00. 

(89) 

These conditions are satisfied by a Y lII(p) such that Y}.!zCz) is rational 
and meets the following conditions: 

a. Y}.!z(z) is regular when I z I < 1, 

b. Y ~z(z) is regular when I z I > 1, 

Y ~z(z) = 0 when 1 + Ep = 0, 
(90) 

c. 

d. 0 < I Y ~z(z) I < 00 at z = 00. 

The factor gil + E
2

W
2 was applied to Nand S in (88) to obtain con­

vergence of integrals in the derivation of (89) and (90). However, we 
can make E as small as we wish, and Y 1II approaches a reasonable limit 
as E ~ O. The poles of Y lIIz are completely independent of E. The numera­
tor approaches a limit such that condition (90c) disappears, and (90d) 
changes to 

Y~z(z) = 0 at z = 00. (91) 

This follows from the fact that (90c) requires Y ~z to have a numerator 
factor in z which is zero at the zero of 1 + Ep - namely, a factor 

(92) 

When E is small, but not zero, the autocovariances corresponding to 
the Nand S of (88) take the form shown in Fig. 13. The "spikes" become 
sharper as E becomes smaller. As E ~ 0, the integrals of the Nand S 
of (88) become infinite unless q also ~ 0 to order of E. The function Y.M , 

however, is entirely independent of q, which need be considered quanti­
tatively only in calculating the corresponding variance, U.M

2
• 

3.5.2 Discrete Time Series 

Suppose 8 and N are the spectra of continuous time series set) and 
n(t), such that the covariances are exactly zero except when the lag 
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Fig. 13 - A special form of auto-covariance function. 

time is uT, with u an integer. Let the prediction time a also be an inte­
gral multiple of T. The corresponding Y M will be such that the estimate 
get), of set + a), will depend only on the values assumed by set), and 
net) at the discrete series of times t - uT. Since the values of sct) and net) 
which occur at intermediate times are not utilized, and are not corre­
lated to the values which are utilized, they can have no significant re­
lation to the problem; they may be regarded as undefined without al­
tering the solution. Thus the special continuous-data system yields the 
same Y M as though set) and net) were discrete, ordered sequences of ran­
dom variables matching the values which are assumed by the con­
tinuous time series at the discrete times uT. 

Conversely, when sand n are initially discrete series, corresponding 
continuous ensembles may be constructed for calculating the optimum 
smoothing and prediction. When the covariances of the discrete series 
are sums of exponentials in m2 - ml, where ml and m2 are the order 
numbers of the samples involved, the corresponding Sand N will be 
rational functions of z = e-TP

, and Y M and KM may be found by apply­
ing Section 3.5.1. Many details, of course, remain to be filled in. 

3.5.3 Discrete Samples of Continuous Time Series 

Now suppose that set) and nCt) are continuous time series with ra­
tional spectra Sand N, but thatf(t) = set) + net) may be observed only 
at discrete "sampling times", t = uT. Let "present time" t coincide with 
one of the sampling times and consider the calculation of the optimum 
Y M for estimating set + a), with a > O. 

In Section 3.2.4, we replaced the Gaussian statistical model shown 
in Fig. 6 by that shown in Fig. 8, which has the same pertinent statisti­
cal characteristics. Now, the pertinent statistics are even more restricted, 
and a further change in the Gaussian model is useful. In particular, the 
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frequency functions Y F , Y FS and the single random quantity Vs may be 
modified in any way which leaves the following covariances unchanged 
(in which (I is a nonnegative integer): the auto-covariance of J(t) at the 
discrete lag times (IT, the cross-covariance of J(t) and set) at the discrete 
lag times (a + (IT) and the auto-covariance of set) at the lag time zero. 

Our present problem may be solved by changing Y F , Y FS , N S (with­
out changing the pertinent statistics), in such a way that the optimum 
YM(p), computed on a continuous-data basis, will be the transform of 
a KM(t) which is zero except when t = (IT. The output of a correspond­
ing device, at any sampling time, will depend only on the values of the 
input at sampling times. A suitable mechanization for the sampled-data 
system, derived from this Y M or K M , may be either a fixed network 
(or equivalent device) with sampling at input or output, or digital com­
putations carried out once each computing cycle. 

When Nand S are rational functions of frequency, Y F and Y FS may 
be changed to rational functions of z, and Section 3.5.1 may be applied 
to find Y M as a rational function of z. When a = mT, with m an integer, 
it is sufficient to change Nand S to suitable rational functions of z, 
preserving auto-covariances of set) and net) at lag times (IT, and then to 
apply Section 3.5.1. When a ~ mT, however, Y FS must be modified 
further (or the related function Se ap

). As in the previous section, many 
details remain to be filled in. 

3.6 N onstationary Systems 

In this section, we consider signal and noise ensembles which are 
statistically nonstationary. Some years ago, Booton21 described integral 
equations which determine the corresponding linear least-squares 
smoothing and prediction operators. The general integral equations, 
however, are very much more difficult to solve than are the equations 
corresponding to stationary systems. On the other hand, the techniques 
described above, for stationary systems, may be paralleled, in principle 
at least, for analogous nonstationary systems. More specifically, a one­
to-one correspondence may be established between the individual rela­
tionships and operations used in the techniques and a new set of relation­
ships and operations which are appropriate for at least a large class of 
nonstationary systems. 

While it is clear that the new relationships and operations are appro­
priate for many nonstationary systems, the exact range of their appli­
cability has not been fully established. In addition, the manipulations 
required in numerical problems are very much more complicated than 
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the stationary counterparts and they may be feasible only for quite sim­
ple systems, even when electronic computers are available. Accordingly, 
a very brief outline may be sufficient here, leaving a fuller exposition 
for a later paper. 

3.6.1 A Class of N onstationary Systems 

In previous sections, we considered finite networks of lumped elements, 
driven by white noise, as physical models which generate stationary 
Gaussian ensembles with rational spectra (Figs. 2, 3, 6 of Section II 
and Fig. 8 of Section 3.2.4). We now change the picture only by permit­
ting the network components to be time variable; we thereby define a 
class of nonstationary Gaussian ensembles, analogous to the stationary 
ensembles which have rational spectra. Miller and Zadeh22 have studied 
essentially the same class of nonstationary ensembles, in somewhat dif­
ferent terms. 

Let V be the input and E the output of a finite network of lumped, 
linear, time-variable elements. Then 

PV = QE, 

d 
P = ao + at dt + (93) 

( 
d d

m

) Q = H bo + bt - + ... + -dt dtm . 

The coefficients a", b", H are now generally time-variable. 
Consider the functions U", defined by PU" = 0, and the functions 

L" , defined by QL" = 0. There will always exist n linearly independent 
Uu's and m linearly independent Lu's. The Uu's may be referred to as 
the basis functions, or bf's, and the Lu's as the zero-response functions, 
or zrf's. In the theory of nonstationary systems, the bf's correspond to 
the poles of the admittances of stationary systems, and the zrf's corre­
spond to the zeros. In general, the bf's and the zrf's may be chosen in 
any of various ways, since linear transformations of legitimate choices 
are also legitimate choices. Frequently, however, a specific choice is 
particularly useful, as in the situation described below. 

Existence theorems are more easily established if the coefficients a" , 
b" , H in P and Q, when viewed as functions of time t, are required to be 
analytic at t = - 00. Then, except in degenerate cases which need not 
be considered here, the bf's, U" , and the zrf's, L" , may be so chosen that 
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they behave as follows, in accordance with Bellman:23 

a. When au , bu , I-I are analytic at t ~ - 00, 

b. 'fhen Uu ~ tl'u'ePu't and Lu ~ tl'u"ePu"t. 
(94) 

The coefficients "(u and pu are constants. The pu's may be described fur­
ther in terms of P and Q of (93). Let P oo(p) and Qoo(p) be the polynomials 
derived from P and Q in the following way: Replace d/dt by p. For co­
efficients, use the values assumed by the au's and b,/s at t = - 00. Then 
the pu" s are the zeros of P 00 (p) and the Pu"'S are the zeros of Q 00 (p ). The 
same sort of conditions for "physical" networks may now be applied to 
the pu"s and p/"s as to the poles and zeros of stationary admittances. 
(The coefficients must also behave "reasonably" in some sense, although 
not necessarily analytically, at times other than t ~ - 00.) 

When the pu"s have negative real parts, as required for "physical" 
networks, the integration of (93) gives (for m < n): 

a. Vet) = L:OO 

K(t, T )E( T) dT, 

n 

b. K(t, T) = L Uu(t)Xu(T) when T < t, 
(95) 

u=1 

=0 when T > t. 

Here, K is the impulse response, as in previous sections, but it is no 
longer a function of the single variable t - T. The U,/s are again the bf's 
of the differential equation (93) and the Xu's are new functions. Their 
calculation is at least straightforward, provided the U,/s are known, as 
well as the coefficients of Q in the differential equation. The Xu's are 
roughly analogous to the residues at the poles of the transfer admittance 
of a stationary network. (The functions Xu/Uu are a closer analog.) 

3.6.2 Manipulations of Differential Equations 

When a time-variable network is made up of networks in tandem or 
networks in parallel the differential equation for the complete network 
may be found from the differential equations which correspond to the 
different parts. The processes are analogous to, but not the same as, the 
algebraic products and sums which are used to combine the rational 
admittance functions of stationary partial networks. The differences 
may be said to stem from the noncommutability of time-variable coeffi­
cients and the derivative operator, d/dt. 

(a ~t v "" ~ av, when a is time-variable.) 
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Conversely, differential equations such as (93) may be decomposed 
into sets of simpler differential equations, corresponding to partial net­
works connected either in tandem or parallel fashion. For this, however, 
one needs to know the bf's of the differential equation (and also the 
zrf's, for tandem circuit decompositions), just as one needs to know the 
poles (and also the zeros, for tandem circuit decompositions) when de­
composing the admittances of stationary circuits. The operations areof 
course analogous to, but not the same as, the factoring and partial frac­
tion expansion of admittance functions. 

Manipulations of the sort noted above are described in more detail 
in a previous paper by the author.24 

3.6.3 A ulo-Covariances 

When the input signal V is (unit level) white noise, the auto-covari­
ance, <1>, of the output signal, E, may be calculated from the impulse 
response, [(. When [( is as in (95b) , <P may be expressed as a somewhat 
similar finite sum. More specifically, 

n 

b. <I>(t2, tl) = L UuCt2)WuCtl) when tl < t2 (96) 
u=l 

n 

= L WuCt2)Uu(tl) when tl > t2 • 
u=l 

The Uu's are again the basis functions or bf's of the differential equa­
tion (93). The Wu's are new functions, which may be calculated in any 
of various ways. 

A differential equation, corresponding to <P, may be defined as the 
equation connecting two time functions, say G] and G2 , in such a way 
that 

G2 (t2) = L:~ <I> (t2, tl) G1 (tl) dtl • 

The differential equation is of order 2n. Its bf's comprise both the Uu's 
and TVu's of (96), but its zrf's can be found only by solving a homogene­
ous differential equation with time-variable coefficients. 

In (96a) , [(tl' T) may be replaced by [(aCT, h), where [(a is the 
"adjoint" of [(, defined as the function obtained from [(t, T) by inter­
changing, within the function, the input time, T, and the output time, t. 
The integral of the product [(t2 , T)[(a(T, tl ) is a convolution, represent-
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ing the impulse response of the tandem combination of two networks. 
The two networks are the original network preceded by a (nonphysical) 
network with the adjoint response, as in Fig. 14. 

We may now relate G1 and G2 through an intermediate variable, say 
Gm , by means of 

(97) 

Here, P and Q are as in (93), and pa and Qa are similar operators, which 
lead to the adjoint Ka(t, r) of the impulse response K(t, r). 

When systems are stationary, the transform of <I> is the product 
Y(p)Y(p). When systems are nonstationary, the bf's and zrf's of (97a) 
are analogous to the poles and zeros of Yep), just as the bf's and zrf's 
of (97b) are analogous to the poles and zeros of Y (p). The simple product 
of Y and Y is replaced by the construction of a single differential equa­
tion, from the two equations of (97), through the elimination of the 
intermediate variable Gm • One half of the bf's of <I> are exactly the 
bf's of 1(, and one half of the zrf's of <I> are the zrf's of K a

• The other 
halves of both the bf's and zrf's of<I> are not exactly the bf's of K a and 
the zrf's of K, except when systems are stationary. 

'The function <I>(t2 , tl ) is symmetrical in t2 and tl . As a result, <Ii is its 
own adjoint. The self-adjoint property of <I>(t2 , t1) corresponds to the 
evenness of the frequency function Y (p) Y (p), which was noted in the 
analysis of stationary systems. 

When (uncorrelated) signal and noise ensembles each have auto­
covariances of the general form (96b), the auto-covariance of the signal­
plus-noise is <l>s + <l>N , and it has the same general form. The Uu's and 
W.,.'s of <l>F simply comprise all the Uu's and Wu's of <l>s and <l>N • 

3.6.4. An Analog of the Bode-Shannon Method 

N ow consider the calculation of linear least-squares smoothing and 
prediction operators when auto-covariances, <I> sand <l>N, of signal and 

Fig. 14 - A (nonphysical) network whose impulse response is <I>(t2 , t1). 



1272 THE BELL SYSTEM TECHNICAL JOURNAL, SEPTEMBER 1958 

noise are known, have the form (96b) and satisfy condition (94a). The 
method described below is analogous to the method of Bode and Shan­
non, as interpreted in Section 3.2.4. 

We begin with the physical model illustrated in Fig. 15, which is 
exactly like Fig. 8, of Section 3.2.4, except that the (now nonstationary) 
impulse responses of the networks have the form K(t, T), instead of 
K(t - T) [the inverse transform of Y(p)]. The method described in Sec­
tion 3.2.4 can be adapted to the model of Fig. 15, in principle at least, 
provided an impulse response KF(t, T) of the form (96b) does, in fact, 
exist which has the following properties: it must turn white noise into 
an f(t) = s(t) + n(t) with the required auto-covariance, <PF(t2 , t1); it 
must be "physical"; there must exist a "physical" impulse response, 
KF-1(t, T), which turnsf(t) back into the white noise. 

The manipulations described in Section 3.6.2 may be used to decom­
pose the differential equation corresponding to <PF into a pair of differ­
ential equations which are at least superficially like (97a) and (97b). 
Under condition (94a), a particular decomposition will always have the 
following properties: the orders of the two equations are the same; the 
two equations have identical coefficients H of (93); the bf's and zrf's of 
(97a) are all "nonphysical", while those of (97b) are all "physical" [as 
determined by the real parts of the p,/ s of (94b)]; the corresponding im­
pulses will be respectively K/ and KF provided they are, in fact, ad­
joints, each of the other. 

While a rigorous proof has not been completed, there is strong evidence 
that the two impulse responses will, in fact, be adjoints when derived in 
the manner described from auto-covariances of the form (9Gb) subject to 
the condition (94a). The same probably holds true in many situations 
where (94a) is not satisfied. vVhen (97a) and (97b) have been determined, 
K F-

1 may also be found, by merely interchanging P and Q in (97b) and 

WHITE NOISE 

SOURCE 

sCt+ a) 

Fig. 15 - A physical model of a nonstationary system. 
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then calculating the corresponding impulse response. It will be physical 
because the zrf's of J( have been made physical. 

For the most part, the calculations described above are straightfor­
ward but laborious. The bf's of the differential equation for cJl p are the 
basis functions Uu and lVu of cJl sand cJlN , and are known when <I> sand cJlN 

are known in the form (9Gb). The zrf's ofcJlp , however, must be calculated 
as solutions of a homogeneous linear differential equation with time-vari­
able coefficients. This is analogous to finding the zeros of the spectrum 
N + S when given rational spectra Nand S. The computational diffi­
culties, however, are very much greater, and they are likely to limit ap­
plications to quite simple problems. 

3.6.5 An Analog of the Zero and Pole lv! ethod 

Some of the laborious calculations (but not the calculation of zrf's of 
cJlp ) may be avoided by techniques analogous to the zero and pole tech­
niques described in Section 3.2, etc. For definiteness, let the optimum im­
pulse response, J(M(t, r), be chosen from the class of all stationary and 
nonstationary physical impulse responses (infinite memories included) 
and let the prediction interval a be greater than o. lVlethods similar to 
those used in Sections 2.G and 3.2.3 yield a Wiener-Hopf equation of the 
following sort [a generalization of (45)]: i: J(MCt, t1)cJlP (t2 , t1) dtl = cJlsCt + a, t2), t2 < t. (98) 

When cJl p = CPs + cJlN , and cJls , cJlN have the form (9Gb), (98) becomes: 

~ Uu(t2) i~ J(M(t, tl)W u(tl ) dtl 1 . 

J 

= 2: W p(t2)Uit + a),.t2 < t. (99) 

+ 2: W u(t2) jt J(M(t, tl )UuCt1) dtl p , 

u t2 

The sum 2:p includes those terms in 2:u which are contributed by cP s , 

but not those from cJlN • 

A differential equation may be derived from (99) which is exactly the 
differential equation corresponding to cJlF , with J(M taking the role of the 
"input" function, Gl(tl), and the right-hand side of (99) taking the role 
of the "output" function G2(t2). Time t is a constant in the derivation and 
analysis of this differential equation. Then G2(t2) is a sum of some of the 
bf's of the differential equation. As a result, J( M must be a linear combina­
tion of zrf's of cJl F , except that 0 functions may be permitted at the limit 
of the integration, tl = t. More exactly, J(M is a linear combination of the 



1274 THE BELL SYSTEM TECHNICAL JOUHNAL, SEPTEMBEH 1958 

physical zrf's of CPF , plus possible 0 functions. This is analogous to con­
dition (36a) of Section 3.2.1, which makes the poles of Y M the lhp zeros 
of N + S. 

The coefficients of the various terms in the linear combination may be 
. determined by using the linear combination with general coefficients, in 
place of [(Min (99). Evaluating the integrals yields a linear combination 
of the Uu's, which are the physical bf's of <PF • Since the combination must 
be identically zero [when the right-hand side of (99) is included], the net 
coefficient of each Uu must be zero. The result is a set of linear equations 
which determine the coefficients of the various terms in K M • The equa­
tions are analogous to the conditions (36b) on the behavior of Y M at 
lhp poles of Nand S. 

IV. FUHTHEH SPECIFIC PROBLEMS AND APPLICATIONS 

The central problems described in Section III may be adjusted to fit 
various engineering problems. The adjustments, however, may require 
changes in various details. The examples described in this section illus­
trate both engineering usefulness and ways in which details may be 
changed. Some of the examples represent existing engineering applica­
tions. Some are merely potentially useful. Others are of interest primarily 
for theoretical reasons. The specific changes in the central problems are 
reviewed in more general terms in Section 4.6. 

4.1 Problems Related to Anti-Aircraft Fire Control 

The correct aiming of anti-aircraft artillery depends, fundamentally, 
on data smoothing and prediction. It also illustrates several of the ways 
in which the central problems may be modified to meet practical require­
ments. The anti-aircraft problem, as such, will not be developed in more 
detail than is needed for purposes of illustration. 

An anti-aircraft projectile must be aimed at a predicted future position 
of the target, for which the prediction is based on positions of the target 
observed at present and past times. The observations (optical or radar) 
are contaminated by fluctuating observational errors, corresponding to 
some statistical ensemble. The true motion of the target also corresponds 
to a statistical ensemble, for the direction of flight and the speed will 
change with time, in- ways which are not entirely predictable. Then the 
observational errors correspond to our noise, n(t), and the true position 
of the target corresponds to our true signal, s(t). While the problem is 
really three-dimensional, it will be sufficient for our purposes to consider 
a single one-dimensional component. 



LINEAR LEAST SQUARES SMOOTHING AND PREDICTION 1275 

It is generally reasonable to use a Gaussian model for the observational 
errors. The observations, however, are likely to be available only for a 
limited interval. Thus the finite-memory form of the general problem 
should be assumed. 

The true-signal (target) statistics are not well represented by a Gaus­
sian model. Furthermore, the average square error is not a reasonable 
criterion of accuracy, without a careful interpretation. (The average 
square error gives most weight to large errors, while the "kill probability" 
depends on the frequency of small errors.) A somewhat non optimal solu­
tion is generally accepted, as described below. 

Most anti-aircraft fire control systems are designed around the fol­
lowing assumption: 

In the absence of observational errors, the future position of a 
nonaccelerating target is to be predicted perfectly. 

(100) 

A nonaccelerating target flies a straight-line, constant speed course. 
Under (100), the actual errors in prediction will depend on the actual 
observational errors and on the actual accelerations of the target during 
the combined observation and prediction intervals (t - T to t + a). 

The future position of a nonaccelerating target may be determined 
from its present position and present velocity. Hence, physical linear 
operators can satisfy (100). Generally, the truly optimum linear operator 
cannot be very different. Anti-aircraft systems must have a high per­
centage accuracy. That is, position errors must be small compared with 
typical distances from tracker to target or from present target position 
to predicted future position. Furthermore, the signal ensemble may 
generally be regarded as centered about the nonaccelerating target 
courses. Therefore, the truly optimum linear operator must sum the ob­
servations in a way which comes very close to giving perfect prediction 
under the special condition stated in (100). Then small changes will 
make these particular predictions perfect. 

Let x be anyone component of position. Then 

x(t + a) = x(t) + ax . (101) 

Here, x is the average rate of change of x, averaged over the prediction 
interval, t to t + a. Under (100), separately optimum estimates of x(t) 
and X, used in (101), give the optimum estimate of x(t + a). (A proof is 
not needed for our present purposes.) In anti-aircraft systems, errors in 
x(t) are usually less significant than errors in ax, and they are generally 
less subject to reduction by data smoothing. Then attention is centered 
on the optimum estimation of x. 
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The optimum estimation of l; is described in Sections 4.1.1 through 
4.1.4. In these sections, our signal, s(t), becomes the true volocity x(t). 
Instead of predicting x(t + a), we are to predict X, which is the average 
of x(t) over the interval t to t + a (x is a functional of x). The prediction 
is to be obtained by linear operations applied to observed positions x(t). 
Since a factor p in a frequency function corresponds to differentiation, 
we may write 

get) = x + E(t) = x(t) modified by a linear operator Y o(p)p. (102) 

Here, Y o(p) represents the data smoothing applied to the apparent rate 
of change, J(t) = observed x(t). The error part of J(t) is described by the 
spectrum 

N = YNYN = w
2
N x , 

where N x is the error spectrum for x(t) itself. 

4.1.1 Optimum Measurement oj a Constant Velocity* 

In this section we assume the following conditions: 

a. Positions x are observed from t - T to t, 

b. Conditions (100) are to be satisfied, 

c. The true x(t) is constant from t - T to t + a. 

(103) 

(104) 

When condition (100) is satisfied and the actual x(t) is constant, the en­
tire error E(t) must be due to errors in observation. Then, by (103) and 
the noise part of (19) or of Fig. 2, 

1
+00 

c/ = _00 1 Yo 12 N xw
2 

dw. (105) 

When x(t) is constant, present x(t) = x, and prediction time a need 
not appear at all. Then (104b) requires that Y o(p) applied to a constant 
must yield the same constant. Since the response to a constant signal C 
is CY 0(0), we now have 

Cy is the subclass of the class (47) such that Y 0(0) = 1. (106) 

If Y OJ(O) = Y Ok (0) = 1, the difference Ay(O) = O. Then 

Cd is the subclass of the class (48) such that Ay(O) 

Note that (107) is consistent with (29). 

O. (107) 

* An early treatment of this problem, yielding solutions of special cases is 
included in a wartime report by Phillips and Weiss.25 
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The optimum operator Y M is now the Y G of the class (106) which mini­
mizes (i in (105). As in Section 3.3, use 

Y M = A + Be- TP
, 

Y M, Y Me-
TP are rrhp. 

(108) 

Equation (51) may now be adapted to the present problem as follows: 
Omit terms proportional to S. Replace N by N xW2, or, in terms of 
p2 = _w

2, by -Nx p2. To take account of (107), rearrange the inte­
grands, so that iiyjp becomes the variation factor rather than ii y [(107) 
excludes poles of iiy/p at p = 0]. This changes (51) into 

1+
iOO 

iiY 1+00 

.1Y (ANx p2p) - dp + (BNx p2p)e- TP 
- dp = o. (l09) 

-ioo p -00 P 

Section 3.3 may now be paralleled further, to assemble conditions 
corresponding to (52). Since there are no terms in eap in (109), a rational 
N x leads to rational A and B. Then (52a) and (52b) may be replaced by 
(49). The resulting list of conditions is as follows: 

a. A + Be-TP = 1 at p = 0, 

b. A + Be -Tp is rfpp, 

e. A Nxp3 is rlhp, (110) 

d. BNxp3 is rrhp, 

e. When w is real and ~ 00, 

1 A 12 N xw
2 and 1 B 12 N xw

2 = Ow-2
• 

vVhen N x is rational, these conditions are just sufficient to determine a 
rational A and B. 

As an example, suppose N x is* 

Then (1IOe), (110d) and (110e) restrict A and B to 

B = b1 + b2P + b3P2 
p3 

(111) 

(112) 

* The scale factor has been designated in such a way that u x
2 is in fact the 

average squared position error which is related to N x by 
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Given (112), one can use (110a) through (110d) to find al , a2, a3 , bl , 
b2 , b3 • The resulting Y M may be arranged as follows: 

[(1 + ~) (1 - cp) (1 - ~) (1 + cp) ] 
Y - 12J Wo . Wo -Tp (113) 

M - - 'P3p3 - 'P3p3 e , 

in which the constants J, c are related to T, Wo, by 

c = '£ (1 + 2), 
2 Two 

J 
1 (114) 

The corresponding impulse response K M(t) may be arranged as follows: 

ICit) = JKl(t) + (1 - J)Kz(t), 

6 
Kl(t) = T3 t(T - t) when 0 < t < T, 

1 
Kz(t) = T when 0 < t < T, 

Kl(t) = 0, Kz(t) = 0 when t < 0 or > T. 

(115) 

The two functions Kl and K2 are the unit-area parabola and unit-area 
step shown in Figs. 16(a) and 16(b). Then KM is the combination shown 
in Fig. 16(c). 

t 

The minimum i determined by (105) may be found by evaluating 

o 

2 
(J' = 

t~ 

(a) PARABOLA 

1 t 2 t-____ T_ .... -;~ 
N 
~ 

o t~ 

(b) STEP 

T 

Fig. 16 - Parabolic smoothing. 

(116) 

(c) PARABOLA + STEP 
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The evaluation is complicated by the presence of the two exponentials 
in the integrand, and the multiple poles of A and B at p = 0, as deter­
mined by (112). The complications may be resolved by splitting the in­
tegral into the following two integrals: 

(i = ....:....l+
ioo (A + Be-Tp 

__ 1_) ANx p2 dp 
-ioo 1 + cp 

_l+
ioo 

[
ANxp2 + (Ae TP + B)BNxp2] dp. 

-ioo 1 + cp 

(117) 

Each integrand = Ow -2 when w is real and -7 00; it is regular at p = 0 
[by (110a) and (110b)]; and it involves only a single exponential. The 
first integrand is rrhp; the second is rlhp except for a single pole of 
ANxp2j(l + cp) at p = -Wo. Closing the contours of integration by 
suitable arcs at 00, and applying the residue theorem gives 

2 24J (J'x
2 

(J =--T3 Wo . 
(118) 

4.1.2 A White Noise Approximation 

The constant J in (113) and (114) is a function of Two. Generally, 
Two is quite large. In the limit, as Two -7 00, J -7 1 and (113), (115) and 
(118) become 

6 
KM = T3 t(T - t), 

(119) 

2 24 (J'x
2 

127r () 
(J' = T3 Wo = Tf3 N x 0 . 

The parabolic smoothing represented by (119) was derived by Bode26 

in a quite different way. 
Note that Nx(O) is the spectral density of the position errors at low 

frequencies. The result, (119), may be obtained more simply by substi­
tuting the constant Nx(O) for Nx(p) in (110). 

The nature of the approximation is explained further by Fig. 17. 
Curve (a) represents a more general N x , including a "spike" at w = 0 to 
allow for drift errors, etc. Curve (b) indicates the (qualitative) nature of 
the corresponding function j Y M j2W

2
• The variance, (J'2, is the integral of 

the product of these two functions. Therefore, the value of N x is unim-
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Fig. 17 - Explanation of a white noise approximation. 

portant in regions where \ Y},[ \2W
2 is very small. Thus~ the white noise 

spectrum C gives about the same result as the actual spectrum N x • 

4.1.3 Constant Target Accelerations 

According to (118) and (119) increasing T always decreases i. The (/ 
of (118) and (119), however, is not the total variance Ui;2 of the predicted 
i, except when the target acceleration may be neglected. The effect of a 
given target acceleration increases as T increases, and this limits the, 
values of T for which (118) and (119) are good approximations to ul. 

A higher order of approximation takes account of target accelerations, 
but assumes that they are constant over the interval t - T to t + a. 

If the Y M of (119) is retained unchanged, ui2 becomes 

72 = 1271" N (0) + (T + a)2 ,,2 
u x T3 x 4 u x • (120) 

Here, U!/ is the (ensemble) average squ~red acceleration of the target. 
A smaller u/ may be obtained by modifying the conditions which de­

termine Y M in a way which takes account of target accelerations. When 
the expected accelerations are large, it may be reasonable to strengthen 
(100) to the following: 

In the absence of observational errors, the future position of a 
target with constant acceleration is to be predicted perfectly. 

(121) 

The stronger condition reduces the function classes C y and C.:l to the 
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subclasses of (47) and (48), such that 

a. YG(p) --7 1 + ! ap as p --7 0, 

b. Ay(p).s ep2 as p --7 0. 
(122) 

These changes in Cy and CA lead to the following changes in (110): 
condition (110a) is replaced by (122a); the factor p3 in (110e) and (110d) 
is replaced by p4. The white noise assumption leads to the following, in 
place of (119): 

K,,(t) = :' t(T - t) [1 + 5(1'1! a) (T - 2t) ] ' 

u' = 1;; [1 + 15 (1 + T)'] N.(O). 

(123) 

If the expected acceleration does not have a large effect in (120) with 
the largest T for which observations are available, full compensation may 
not be justified. (The compensation increases the sensitivity to observa­
tional errors unless T can be increased.) A possible, though more compli­
cated procedure is then as follows: Assume that the target acceleration 
is nonzero but time-invariant, and that the ensemble average of the 
squared acceleration is ai. Then minimize the combined effects of the 
target acceleration and the observational errors. 

The combined effects now give 

-2 1 +00 2 2 2 [Y G - 1 a]2 
(Ix = I Y G I Nzw dw + (Ix - .2- • 

-00 P p=o 
(124) 

To keep the second term finite, (106) and (107) are again in order. For 
• • _2 

a mInImUm (Ix , 

l~iOO [ ] dp + l~ioo [ ] dp + 2 [LiY (Y l\f - 1 - ~)] (Ii = 0, (125) 
-tOO, - ~oo p P I 2 p=O 

in which the integrals are the same as in (109). The conditions (110) are 
now modified to permit simple poles of the two integrands at p = 0, 
which cancel out in their sum. The two contours of integration may be 
indented at p = 0, provided they are indented in the same way. Condi­
tions (110e) and (110d) permit one contour to be closed at infinity around 
the lhp, and the other around the rhp. Then the residue theorem makes 
one integral proportional to lr/p at p = 0, and parameters can be ad­
justed to cancel the last term in (125).* The result is 

* The contour may be indented to pass to either side of p = 0, provided the 
indentation is the same for both integrals. The final results are the same because 
the poles of the integrands at p =0 cancel out in their sum. 
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K" ~ ;" t(1' - t) {I + Q [5(7'1'; a) (7' - 2t)]} , 

,,' ~ 1:~ {I + Q [15 (1 + T)'] Nx(O)} , 

Q 
2 

(J'£ 

4.1.4 More General Target Accelerations 

(126) 

Comparing (123) with (120) shows that compensation for constant 
target acceleration increases the sensitivity to observational errors, un­
less T is increased. (This is because the observation of acceleration, as 
well as velocity, is included implicitly in the new Y M .) Sensitivity to 
fluctuations in the target acceleration is also increased, and becomes 
greater as T increases. In principle, Y M can be modified further, to give 
perfect prediction in the absence of observational errors, whenever the 
acceleration is matched perfectly by, say, an nth degree polynomial with 
random coefficients.* The sensitivity to observational errors will be fur­
ther increased, unless T is increased. However, any reasonable accelera­
tion ensemble which involves only a finite number of random parameters 
will lead to a Y M such that (J'2 ~ 0 as T ~ 00. 

The infinite memory problem may be handled more reasonably by 
assigning a spectrum, N~ , to the target accelerations. Then (105) may be 
replaced by 

(127) 

If the optimum impulse response KM(t) corresponding to Y M(P) is neg­
ligible when t > tm , there may be no advantage in extending the inter­
val of observation to times older than t - tm . The practical significance 
of a quantitative limit may be weakened, however, by the non-Gaussian 
character of actual target statistics. 

4.2 Measurements with Multiple Instruments t 
This section describes further the two-instrument problem noted in 

Section 3.4. It will be assumed that s(t) is to be estimated for present 

* Blackman26 has related the corresponding KM(t) to Legendre polynomials. 
t The use of multiple instruments is described in more detail in reports4, Ii, 6 

relating to specific applications. Principles are described in papers by Bendat14 

and Stewart and Parks.15 
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time, t, and need not be predicted for a future time, t + a. When a = 0, 
(73) becomes 

(/ = L:rrJ 

(I y Gl 12 Nl + 1 y 02 12 N2 + 1 Y Gl + Y 02 - 1 12 S) dw. (128) 

In (72) fl(t) and f2(t) are now the results of observing a physical varia­
ble, set), with two different instruments. Then Nl and N2 are the spectra 
of the instrumental errors nl(t) and n2(t). 

4.2.1 Elimination of Errors Proportional to True Signal 

When the two instruments have reasonably high percentage accuracies, 
S » Nl and N2 • Then the Y 01 and Y 02 which minimize (J2 in (128) will 
make Y 01 + Y 02 - 1 very small. Under these conditions, it is reasona­
ble to approximate the true optimum by making the factor exactly zero. 
Then Y G2 is related to Y 01 by 

Y 02 = 1 - Y 01. (129) 

Under (129), the S term in (128) drops out. Using Yo to represent Y 01 

and 1 - Yo to represent Y 02 gives 

(130) 

Now, i is to be a minimum with respect to the single-frequency function 
Yo. 

Formally, (130) is exactly the same as (19) (with a = 0). Rational 
spectra Nand S have merely been replaced by rational spectra N 1 and 
N 2 • Thus the whole of Sections 3.2 and 3.3 may be applied. 

4.2.2 Determination of Position from Position and Velocity Measurements 

As an example, suppose an aircraft's position is measured with one 
instrument and its velocity with another, and that the two measurements 
are to be combined to determine the present position to high accuracy. 
Let N x and N v be the error spectra of the position and velocity observa­
tions. Then, if all errors are referred to positions, N1 = N x ,N2 = Nv/w2

, 

and (130) becomes 

,,' = L:~ (I Y a I' N x + 11 - Y a I' ~;) dw. (131) 

In (131), (J2 will be bounded only if Yo(O) = 1 (assuming that 
Nv(O) ~ 0]. When Yo(O) = 1, applying Yo to a constant position leaves 
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the position unchanged. This situation may be interpreted as follows: 
By (13), any Y G applied to the true position yields a weighted integral 
of the true positions existing during the "smoothing interval". When 
Y G(O) = 1, the weighted integral is a weighted average, and the position 
measurements are used to determine a weighted average position, aver­
aged over the smoothing interval. When the position is not constant, the 
present position will generally be different from the average, and the dif­
ference may be calculated from the velocities observed during the aver­
aging or smoothing interval. The correction may be said to "update" 
the average. The first term in the integrand in (131) corresponds to errors 
in the weighted average position, determined from the position measure­
ments, and the second term corresponds to errors in the updating, deter­
mined from the velocity measurements. 

If the position measurements are used alone and if guessed velocities 
are, in fact, quite uncertain, an adequate smoothing interval may lead 
to large updating errors. On the other hand, if the velocity measurements 
are used alone, they must be integrated over the/entire time of flight, and 
velocity errors may accumulate into large position errors. Thus, the two 
instruments together may give a very much higher accuracy than is 
possible with either instrument alone. This may be explained further by 
citing differences between the spectra N x and N v/w2

, and comparing Y G 

and 1 - Y G , in (131), to the transfer functions of a pair of separating 
filters. 

4.2.3 Precalculated Information 

Sometimes, the second measurements may be either replaced by, or 
augmented by previous nonstatistical information concerning the physi­
cal variable. The "biased statistics" may be taken account of as follows: 
Let so(t) be a precalculated "nominal" s(t), which may be regarded as 
the ensemble average of set). Then let 

set) = Sr(t) + So(t), 

f(t) = fret) + So(t) , 

get) = gr(t) + So(t), 

S = spectrum of Sr(t) ensemble. 

(132) 

The time series Sr(t) with spectrum S may be regarded as the error in the 
prediction of set) without measurements, by precalculation alone. The 
time function gr(t) is to be obtained by applying operator Y G(p) to 
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Jr(t) = J(t) - sa(t). Then get) may be found by adding sa(t) to gr(t). The 
error integral (128) is unchanged, provided S is redefined as in (132). 

If YG2 = 0, in (128), the second measurements are replaced entirely 
by the pre calculation of Sa(t) , and the error in the second measurements is 
replaced by the error in the precalcula tion. If Y G2 is neither ° nor 1 - Y G1 , 
the estimate of set) is based on three sources of information: the two kinds 
of measurements and the pre calculation of Sa(t). Whether the full gener­
ality is justified depends on the relative magnitudes and spectra of the 
three corresponding errors. 

4.3 A Signal Detection Problem. 

This section describes a simple problem related to signal detection. 
The time function J(t) = set) + net) is again observed and get) is again 
produced by applying, to J(t), a physical linear operator Y G(p). Now, 
however, the true signal set) has the following properties: it is a time func­
tion which has finite duration and a known shape, but which starts at an 
unknown time. It may be represented as follows: 

= 0, t < t1 or > t1 + W (133) 

t1 = a random variable. 

In the absence of noise, the response get) will have a maximum value at 
some value of (t - t1). The contribution to get) from the noise net) will 
have an rms value. We are to find a particular linear operator Y AI which 
minimizes the ratio of rms noise response, to maximum response to true 
signal. . 

Since only ratios are of interest, the scale of Y AI may be chosen to give 
a unit maximum true response. Then the problem is to minimize the rms 
noise response within this constraint. Given any valid solution for Y AI 

producing a maximum true response at, say, t1 + tm ,there will be equally 
valid solutions producing maximum responses at later times. The oper­
ator Y AI can always be multiplied by e-{3p, representing an ideal delay (3. 

Thus, if tl + tm is the time of maximum true response, tm may be treated 
as an arbitrary parameter, provided the final results are examined, to 
determine what values of tm are, in fact, valid. 

When t = t1 + tm (133) makes sCt - r) become r(tm - r). Then Y AI 

is the physical Y G which minimizes the following ci, subject to the fol­
lowing constraint: 
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1
+00 

i = -00 1 Y G 12 N dw, 

1
+00 

-00 r(tm - T)Ka(T) dT = 1. 

(134) 

Let Yr(p) be the transform of rCtm - T), regarded as a function of T. 
Then, by Parseval's equation (T-14), the constraint may be written 

1
+00 

-00 YrYa dw = 1, 
(135) 

Yr(P) = transform of r(tm - T). 

The isoperimetric method of the calculus of variations may now be 
applied in the following way: When Y a is replaced by Y M + Ay , (134) 
and (135) each yield an integral which must vanish. The two integrals 
may be summed in arbitrary proportion to get 

1
+ iOO 

-ioo (Y MN - kYr)~y dp = 0, (136) 

in which k is an initially undetermined constant. The methods of Section 
3.2 then givet 

YMY N - k ~r is rlhp. 
YN 

(137) 

These can be solved for the physical Y M , in either frequency-domain or 
time-domain terms. The resulting Y M is proportional to k, and k may then 
be determined by (135). 

After further manipulation, the corresponding noise ratio turns out 
to be 

KrN(T) = inverse transform of ~r«P) , 
YN p) 

= r(tm - r) • (inverse transform of y N~p»)' 

(138) 

In the formula fo~ i, the integration runs from 0 to 00. In general, 
KrN(T) ~ 0 when T < 0, but increasing Tm shifts KrN(T) along the time 

t Recall the definition of Y N by N = Y NY N , in Section 2.3. 
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axis in the direction of r > O. Then the corresponding (J'm2 must decrease. 
It approaches a minimum value asymptotically, as tm becomes so large 
tha t the "tail" of [KrN ( r)]2 at r < 0 becomes negligibly small. 

When N is either a constant or the reciprocal of a polynomial l/f N 

is at most a polynomial in p and KrN(r) = 0 when T > w, which is the 
length of the signal ret - tl ) as defined in (133). Then (J'2 reaches its 
asymptotic value as soon as tm ~ w. When N has zeros at finite values 
of p, (J'm2 approaches its asymptotic value only when tm exceeds w by the 
effective correlation time of the spectrum l/N. 

When N is a constant, corresponding to white noise, the optimum im­
pulse response is K M( T) = rCtm - r). Then K M may be described as a 
mirror image of the given signal form, ret - h), as illustrated in Fig. 18. 
This is an old principle described, for example, by N orth.27 The more 
general solution, for N ~ constant, has been described by Zadeh and 
Ragazzini.28 

A variation of the present problem restricts the class Cy , of permitted 
frequency functions, Y G , to the finite memory class considered in Sec­
tion 3.3. The problem may be solved by combining the methods of this 
section and of Section 3.3.4. 

When N -7 0 as w -7 00, it is easy to find pulse shapes such that the 
values of Section 2.2 and 2.3 regarding behavior at 00 are violated unless 
lc = 0 in (136). The corresponding (J'm2 does, in fact, = o. An explanation 
is as follows: 

Suppose the (m - l)th derivative of ret - tl ) is discontinuous and 
consider a Y G(p) which approaches CPm as p -7 00. The corresponding 
response to ret - tl ) will include a D function and its maximum value will 
be 00. If, at the same time, the noise spectrum N = Ow-2

(m+l) as w -7 00, 

the rms response to the noise will be bounded and the ratio of rms re­
sponse to noise to maximum response to true signal will be o. If 
N -7 CW -2m, the rms noise itself will be 00, but it can be shown that the 
ratio of noise to maximum signal response will still be o. Compare these 

I 

~t 
II 

2 
<f) 

Fig. 18 - Time functions which are mirror images. 
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conditions with the continuity conditions described in Section 3.3.4. 
Actual pulse shapes and noise spectra are not likely to behave in this way, 
but what appear to be good approximations may. Care must be used to 
choose approximations which behave properly as p ---t 00. 

4.4 A Principle Relating to Diversity Systems 

This section adapts the method ,of Section 3.4 to the following prob­
lem: A single signal s(t), with known spectrum S(w), is observed by m 
different devices. (These may be, for example, the receivers of a communi­
cation system using the diversity principle.) The signal actually observed 
by device k isjk(t) = s(t) + nk(t). The m different nk(t) are un correlated 
and have known spectra Nk(w). Finally, the various noise spectra all have 
the same shape, but they differ in amplitude. Thus, 

k = 1, "', m, (139) 

where the J k are known constants and N(w) is a known function. The 
optimum physical filters are to be determined for estimating s(t + a) by 
summing linear operations on the various jk(t). 

Paralleling (78) gives 

a. Y Mk is rrhp, 

b. L Y MkFkj - e
ap 

S is rlhp, 
j 

j ~ k, 

c. When w is real and ---t 00, 

1 Y Mk 12 Nand 1 L Y Mk - eap 12 S = Ow -2. 
k 

The indices k and j run through the integers 1 to m. 

(140) 

A set of m equations similar to the pair in (79) may now be solved for 
the Y Mk , in terms of (unknown) rlhp functions Uk . Under the special 
conditions which we are now assuming, however, a solution is obtained 
more simply by examining linear combinations of the conditions (140b), 
which give 

(
;'1 + s) ~ Y Mk - eapS is rlhp, 

k J k 
(141) 

(JkYMk - JjY Mj)N is rlhp. 

The second of these conditions can be satisfied, within the convergence 
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condition (140c), only if 

(142) 

Because of (142), the various !k(t) may first be summed with weights 
proportional to 1/ J k and then a single frequency-dependent operator 
may be applied to the sum. In other words, only a single "filtering" 
device is needed. * This confirms a result which might reasonably be ex­
pected without formal analysis. The optimum filter characteristic is 
proportional to L Y Uk, and may be found by applying the methods of 
Section 3.2 to the first condition of (141). 

The use of a single filter for all the channels may actually be dictated 
by cost considerations. The above analysis confirms its use on a per­
formanc~basis. 

4.5 N onstatistical Network Synthesis Applications 

N onstatistical problems in network synthesis sometimes may be for­
mulated in terms of the mathematics of data smoothing, even though no 
data smoothing is involved. In particular, reasonable solutions sometimes 
may be found by minimizing integrals similar to those which represent 
our (i. This has been pointed out by Chang/1 with illustrations in terms 
of a frequency-domain theory of optimum infinite-memory networks. 
The possibilities appear to be much greater when a frequency-domain 
form of the finite-memory problem is available. Possible uses, however, 
have not been explored in detail. The example described below will il­
lustrate how problems may be formulated. 

It will be simplest to develop the example in two stages. We will be­
gin by seeking a physical network function Y G(p) with the following 
properties: The "step response" is to have a "rise time" T and is to be 
exactly 1 thereafter, as in Fig. 19(a). At the same time, \ Y G \2 is to be 
small at real frequencies above a cutoff frequency, W = We, as in Fig. 
19(b). More exactly, \ Y G \2 is to be as small as possible, within the rise­
time restriction. In order to apply the mathematics of data-smoothing, 
we will use an average square criterion ri to judge the effective smallness. 

The impulse response K G(t) is the derivative of the step response. It 
will have to be zero when t > T, as in Fig. 19(a). Also, YeO) is equal to 
the step response at t = 00, and it will have to be exactly 1: 

KG(t) = 0 when t > T, 

Y G(O) = 1. 
(143) 

* When the N k are not related as in (139), the Yu k generally share a common 
set of poles, but differ in regard to the residues at the poles. 
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Fig. 19 - Requirements imposed on a network response. 

(b) 

If the average-square criterion u
2

, applied to 1 Y G 1
2

, is unweighted, 

u
2 = 100 

1 Y G 12 dw. 
we 

(144) 

The limited range of integration, however, makes the minimization prob­
lem very difficult. A more tractable compromise is the following weighted 
average-square: 

where 

1
+00 

u
2 = -00 1 Y G 12 R dw, 

R a rational function of w, 

an even function ~ 0, 

small when w is small. 

(145) 

The problem now is as follows: find the particular "physical" function 
Y M(P) which makes u 2 of (145) a minimum, within the constraints (143). 
Mathematically, this is exactly the problem described in Section 4.1.1, 
except that the weight factor R replaces spectrum iv xW2. 

Details of the weight factor R are arbitrary. They influence the dis­
tribution of the loss, due to the network, in the high-loss region w > We • 

An efficient choice of R may place zeros and poles on the axis of real w, 

with zeros < We and poles> We • Real zeros and poles must be in identi­
cal pairs to preserve R ~ o. One of each pair is interpreted as in each half 
plane, and 1 Y M 12 will always have zeros at real w poles of R. Further 
analysis indicates the following: 

When all zeros and poles of R are at real w, 
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Y 1 ( _ -TP) 
.M=W u - ue . 

(146) 

Poles of l/W are canceled in Y M by zeros of the other factor. The func­
tion u may be determined by adapting the method of Section 4.1.1. 

The problem may now be modified in the following way: the step re­
sponse need only approximate 1 when t > T. The approximation is to 
be judged on an average-square basis. There are now two average square 
criteria, referring respectively to the step response and the frequency 
suppression. The two criteria are to be added to obtain a measure of 
over-all performance. Since the step response is the integral of the impulse 
response 

,,' = L~ 1 Yo I' R dw + f [f KG(Tl) dTl - 1 J dT, (147) 

the relative importance of the frequency suppression and the step re­
sponse may be adjusted by adjusting the scale of the weight factor R. 

The problem may be solved by splitting Y G into the following two 
parts: 

Y G(p) = Y1(p) + pY2(p), 

Kl(t) = 0 when t > T, 

Y1(0) = 1, 

K 2(t) = 0 when t < T. 

(148) 

The impulse response of Y2 is the integral of the impulse response of 
pY2 (and is therefore equal to the step response of pY2). Then the con­
straints on Kl(r) and K 2(r) are such that 

f [f Ka(Tl) dTl - 1 J dT = L: [K,(T)}' dT. (149) 

Applying Parseval's equation (T-15) now gives: 

(150) 

The problem now is as follows: Find the "physical" Y1 and Yz which 
make (/ a minimum, within the constraints (148). The problem may be 
solved by combining the method of Sections 3.3, 3.4 and 4.1.1. 

The optimum network function Y M(P) is not realizable with a finite 
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network in either form of the problem, but it may be approximated ar­
bitrarily closely. It should also furnish a reference for judging the per­
formance of finite networks designed in other ways. The method has not 
yet been tested by detailed calculations. 

4.6 More General Modifications of the Central Problems 

The specific problems described in Sections 4.1 to 4.5 illustrate various 
more general ways in which the central data smoothing and prediction 
problems may be modified. These include the following: 

i. The restriction of the function class C y, by constraints which 
specify the response to certain frequencies (Section 4.1) or to certain more 
general time functions (Section 4.3). 

ii. The substitution of simplified spectra, which approximate true 
spectra only at frequencies which are actually utilized (Section 4.1.2). 

iii. The addition of signal or noise functions which involve a finite 
number of random variables (Sections 4.1.3, 4.1.4). 

iv. The estimation or prediction of a functional of the true signal, 
rather than the signal itself (Sections 4.1.3, 4.1.4). 

v. The substitution of random variables other than signal and noise, 
and the treatment of "biased" statistics (Section 4.2). 

vi. The use of more than two simultaneous observations (Section 4.4). 
vii. The application of the mathematics of data smoothing to non­

statistical problems (Section 4.5). 
Other modifications are possible, which have not been illustrated. For 

example, correlations between signal and noise may be handled very 
simply, by modifying the physical model illustrated in Fig. 8. It is only 
necessary to change the associated frequency functions, so as to generate 
the correct pertinent covariances listed in Section 3.2.4. The methods of 
Section 3.3 and 3.4 may be combined, to find two optimum operators 
y G1 , Y G2 restricted to finite memories. The single operator problem may 
be solved for signal and noise situations which are different in different 
segments of past time. In a special case, n( r) is observed when - 00 < 
r < t - T, and s(r) + n(r) is observed when t - T < r < t. Added 
complications, however, are likely to increase very drastically the num­
ber of simultaneous linear equations which must be solved to find Y M(P)' 

A general solution of the following problem would be of interest to 
engineers, particularly in connection with preliminary system studies: 
Suppose the signal or noise spectrum is not known in detail but is known 
to lie within some sort of limits. What Y G will give the best protection 
against a large (i? If the most unfavorable permitted spectrum is asso-
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ciated with each Y G , what Y G will make the corresponding (i a mini­
mum, and how large will the minimum be? It appears that no general 
solution of this problem has been achieved. 
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Automatic Number Identification 

and Its Application to 
No. 1 Crossbar, Panel and Step-by-Step Offices 

By D. H. PENNOYER 

(Manuscript received February 28, 1958) 

A utomatic number identification provides facilities for automatically 
obtaining calling customers' directory numbers in No. 1 crossbar, panel 
and step-by-step central offices and transmittl:ng these numbers to a tandem 
or toll office for recording on centralized automatic message accounting 
equipment for billing purposes. Present centralized automatic message 
accounting systems require operators to request the calling customers' 
numbers and to key these numbers into recording equipment. The new facil­
ities feature a simplified procedure for customers, improvement in speed of 
service and greater accuracy of billing records. Offices with local automatic 
message accounting facilities already have these features and are not can­
didates for automatic number identification. 

1. INTRODUCTION 

As the range of customer dialing has been extended, it has become 
increasingly important to provide arrangements for automatically 
recording and processing the data required for billing these calls. To 
accomplish this, a system using punched tape recording and known as 
automatic message accounting (AMA) has been developed. This system 
has been arranged for local office application in No.1 crossbar, No.5 
crossbar and step-by-step offices. Here, automatic number identification 
is an integral part of the system. This application is economical only 
when calling rates for customer-dialed multiunit traffic and toll traffic 
are relatively high; in places where the calling rate is low, Al\1A features 
may be located more economically at a tandem or toll-switching location. 
This is known as centralized automatic message accounting (CAMA). 
In its earlier arrangement, an operator has been bridged on the connec­
tion momentarily to obtain the calling number and to key it into the 
system. Automatic means of performing this action have been developed 

1295 
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and it is the purpose of this article to describe automatic number 
identification (ANI) as it applies to No.1 crossbar, panel and step-by­
step types of local offices. As it is to be applied to No.5 crossbar offices 
without local AMA, automatic number identification is of a different 
type and is beyond the scope of this article. 

Automatic number identification as presently developed is for use 
with one- and two-party lines. Multiparty lines are recognized as such 
and their calls will be referred to a CAMA operator for identification. 

II. METHOD OF OPERATION 

Fig. 1 is a block diagram of the major equipment items required for 
automatic number identification, exclusive of maintenance facilities. 
These are: 

1. an ANI outgoing trunk circuit 
2. a link circuit to connect the trunk to an outpulser 
3. an outpulser and identifier-connector circuit to seize and prime an 

identifier 
4. an identifier circuit to determine the calling customer's number 

and forward it to the outpulser, which in turn transmits the number to 
the CAMA office 

5. a number network and bus system to connect each customer's 
directory-number sleeve wire to a grid of bus panels and to connect the 
output of these panels via an identifier connector to an identifier. 

Fundamentally, the operation is quite simple. A call proceeds in the 
normal fashion until the called numher has heen transmitted to the 
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Fig. 1 - Block diagram of automatic number identification system. 
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CAlVIA sender, whereupon the identification equipment comes into 
play. This action is initiated by the outgoing trunk, which establishes a 
connection through the link to an outpulser. This circuit, by means of 
connecting facilities within itself, seizes an identifier. The identifier 
connects itself to the number network and bus system and signals the 
trunk to apply an identification signal to the sleeve wire toward the 
local switch train. This identification signal is a 5,800-cycle frequency 
at approximately two volts, and it finds its way over the sleeve of the 
switch train and back to the customer's line equipment. Here the path 
continues through the distributing-frame cross connections that attach 
directory-number significance to the line circuit, and the identification 
signal reaches the directory-number sleeve terminal. All of these sleeve 
terminals are cabled individually to networks connected to a bus system. 
These buses are arranged in a grid pattern in such a manner that the 
identifier can quickly scan the groups of output leads and identify the 
central office and the four digits of the calling number. This information 
is transferred to the outpulser, which forwards it to the CAMA point 
by multifrequency pulsing. Then the outpulser releases its connection 
through the link and the trunk connects the transmission circuit through 
for talking. 

At the CAMA office the calling number is recorded on AMA tape 
along with the other information required for billing purposes. After 
switching of the call is completed, the called customer's line is rung, and 
when answer and disconnect take place, the corresponding timing entries 
are recorded under control of the supervisory equipment at the CAMA 
office. 

III. NUMBER NETWORK AND BUS SYSTEM 

A unique and fundamental part of the identification arrangement is 
the network and bus system, for which the electrical equivalent is 
shown in Fig. 2. The customers' directory number sleeve wires are 
cabled from the distributing frame to terminals on the number networks 
at panels in the primary bus system. The sleeve terminations are ar­
ranged in a square pattern of 100 rows and 100 columns. Each sleeve 
wire is connected through a 0.05-microfarad capacitor and 510-ohm 
resistor to ground; the junction of these components is connected through 
20,000-ohm resistors to one vertical and one horizontal bus in the grid. 
Thus, each sleeve is associated with one of the 10,000 coordinate points 
in the grid and may be identified in terms of the vertical and horizontal 
buses to which it is attached. 



1298 THE BELL SYSTEM TECHNICAL JOURNAL, SEPTEMBER 1958 

If it were practical for the identifier to examine 200 buses to determine 
the calling number, no additional bus system would be needed. This, 
however, would require an excessive number of detectors. Therefore, 
an arrangement is provided using two secondary systems, each arranged 
in a square pattern of ten rows and ten columns. The primary buses 
are concentrated in the secondaries as shown in Fig. 2, with the vertical 
buses connected to one secondary grid and the horizontal buses to the 
other secondary grid. With this arrangement, an identifier equipped 
with ten detectors may be switched from one group of ten secondary 
buses to another. With an input signal at one of the number networks, 
an output signal will appear on one bus in each of the four secondary 
groups of ten, and the buses so marked correspond to the numerical 
digits of the customer's number. Thus, the identifier makes four suc­
cessive tests to identify completely a number in a 10,000-line unit. 

In the primary bus arrangement, the vertical buses are designated 
thousands and units and the horizontal buses hundreds and tens, as 
shown in Fig. 2. This particular numbering arrangement of the buses is 
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used to provide the most convenient grouping of networks on the number 
network panels, as illustrated for the OO-hundred group in Fig. 2. 

In multioffice buildings, a single group of ANI equipment may serve 
as many as six central offices, each having a maximum of 10,000 num­
bers. In buildings containing more than six central offices, a second 
group of identification equipment is required and simultaneous identifica­
tions may be made in the two groups. Successive groups of thousands 
buses are tested until a signal is found, then the hundreds, tens and 

. units are examined to complete the identification. Office identification 
is accomplished by recognizing the particular thousands group in which 
the signal is found. 

In offices with two-party lines, the tip parties are connected to a 
second set of primary buses. Before the identifier connects to the sec­
ondary buses, it is provided with information as to whether the calling 
customer is a tip party and, if so, it transfers the two secondary grids 
from the primary that contains the ring party numbers to the one that 
contains the tip parties. In this way, it differentiates between the two 
parties on a line in spite of the fact that the signal is present in the 
number networks for both parties. 

Many primary buses will have less than 100 number networks con­
nected to them. This will occur in offices with two-party lines where 
the networks are divided between tip and ring bus fields; it will also 
occur in offices with four-party, multiparty or PBX lines, for reasons 
that will be described later. Actually, the handling of PBX lines is such 
as to result in connecting more than 100 networks to some buses. This 
means that the number of networks connected to a particular bus may 
vary from none connected to a full complement of 100 or more. In 
order to minimize the resultant variation in primary bus voltage, a 
20-ohm termination to ground is provided on each primary bus. This 
makes it easier for the detectors to discriminate between the wanted 
signal and the unwanted signals which result from backup paths through 
other networks. 

A number network consists of the capacitor and three resistors 
associated with a single customer's directory number. These networks 
are mounted in groups of ten on a card approximately nine inches by 
three inches, photographs of which are shown in Fig. 3. The components 
are connected to brass details staked to the card in an unique pattern 
that facilitates joining them together and to terminals for external 
connections. The terminals for the capacitors appear at one edge of the 
card for cabling to the distributing frames. The terminals for the 20,000-
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Fig. 3 - Opposing sides of card on which number networks are mounted in 
groups of ten. 

ohm resistors project from the opposite edge of the card in positions 
that facilitate strapping to either tip or ring party buses. 

The primary bus system is made up of panels, each of which accomo­
dates twenty cards or two hundred number networks. A photograph of 
one of these bus units, partially equipped, is shown in Fig. 4. The 
panel itself is made of phenol fabric and, on the rear side, a grid of small 
buses is attached. These buses are arranged in vertical and horizontal 
groups. One bus of each group belongs to the tip party system and the 
other to the ring party system. At each position on the panel where 
buses cross, projections of these buses are carried through the panel to 
the front, where they appear as terminals for connection to the networks. 
Also at each position are two holes suitably positioned so that a card 
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of ten-number networks may be mounted vertically on the rear of the 
panel and have its 20,000-ohm resistor terminals project through the 
panel to the front. Ten bus panels are mounted vertically on a 23-inch 
frame, which thus serves 2,000 numbers. Five such frames are needed 
for a full 10,000-number unit. Corresponding vertical buses on the ten 
panels of one frame are multipled vertically. Similar connections for 
the horizontal buses of the five frames of a central office are provided 
by interframe wiring. In crossbar offices with coded or "X" numbers, 
one or two additional frames are required for these networks (the method 
of connecting them will be described below). These numbers are outside 
of the 10,000-number series, and are provided for PBX use. 

In addition to the two vertical buses that provide for tip and ring 
party identification, a third vertical bus (not indicated in Fig. 2) is 
provided. To this are connected all four-party or multiparty numbers; 
one of the 20,000-ohm legs is used for this purpose and the other is left 
unused. The four-party and multiparty buses are grouped together 
through suitable networks so they can be examined by a single "party" 

Fig. 4 - Primary bus system unit, partially equipped. 
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detector in each identifier. The appearance of a signal results in the 
call being routed to an operator at the CAMA office, who will ask the 
calling customer for his number and key it into the CAlVIA equipment 
for recording on the AlVIA tape. 

Fig. 5 is a sketch of a transparent section of a primary bus panel, 
facing the front. It shows the physical arrangement of the buses and 
typical network connections; including a ring party, a tip party and a 
four-party or multiparty number, as well as the connections for PBX 
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numbers which will be described later. The connections between net­
work terminals and bus terminals are solderless-wrapped, with short 
bare-wire straps being used for adjacent terminals and insulated wire 
for the others. Changes in party line assignments are easily effected by 
unwrapping the two straps (one if multiparty) and wrapping two new 
ones. 

The secondary bus system has been so named because the term is 
useful in understanding its circuit function in conjunction with the 
primary system. Actually, it does not m~e buses like those in the primary 
system. The resistors that make up the secondary grids are mounted on 
the identifier frames, together with the relays that serve to transfer 
these grids from the ring to the tip primary system when a tip calling 
party has been indicated. Fig. 6 shows the secondary bus systems in an 
array that is convenient for circuit understanding. Each bus is divided 
at the middle and its two halves are connected to separate primary 
windings of the input transformers in the amplifier detectors. These 
primary windings are connected opposing each other so that the noise 
and other unwanted signals on the secondary buses will be largely can­
celled out. 

IV. IDENTIFICATION ON PARTY LINES 

On calls from two-party lines, party information must be obtained 
and forwarded to the identifier so that the proper one of the two primary 
bus systems may be switched in before number identification. In the 
No. 1 crossbar system, tip and ring party information is registered in 
the originating marker in the standard manner while the call is being 
switched. This information is forwarded to the ANI trunk while the 
marker is setting up the switch linkages. From the trunk, the information 
is passed on through the outpulser link to the outpulser and then to the 
identifier. In the panel system, the district selector makes the party 
test and records party information but it is not feasible to pass the in­
formation forward to the trunk. Therefore, the ANI equipment must 
make a party test of its own. This is done by the outpulser, which 
recognizes the conventional ringer ground through the switchhook as 
indicating a tip party. In the step-by-step system, a party test is made 
by the ANI trunk during the inter digital time between the first two 
digits dialed after the trunk is reached, and the result is forwarded to 
the outpulser, as in the case of the No. 1 crossbar trunk. 

As indicated previously, calls for four-party and multiparty rural 
lines will not be individually identified but will be recognized as calls 
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requiring operator identification. This recognition is made by connecting 
the networks for these lines to the third vertical bus in the primary bus 
system and providing a special multiparty detector in the identifier to 
examine the output of the multiparty buses, after attenuation to 
simulate losses in the secondary bus system. In the event that an 
economical method for identifying the parties on a four-party line is 
obtained, automatic identification of these numbers can be made by 
providing an additional primary grid system for the third and fourth 
party numbers. By confining these numbers to selected hundreds 
groups, the additional grid would need to be only a portion of a full 
primary bus system, and this would serve to minimize the cost. 

v. PBX FEATUHE 

Since calls from all lines in a PBX are ordinarily billed to a single 
account number, it is desirable in any automatic message accounting 
system to be able to record all these calls by account number on the 
original tape. This avoids cumbersome translating procedures in the 
accounting center. With ANI, this feature is readily available. The 
network corresponding to the billing number, like any ring-party cus­
tomer, is connected to the ring-field primary bus system. The networks 
representing the other lines in the PBX, however, are not connected to 
the bus system at the locations where they are mounted. These are 
multipled, as shown in Fig. 5, to the terminals of the directory or billing 
number network. Electrically, therefore, they act as if they were all 
connected to the primary bus grid at the same'location as the directory 
number network. This arrangement can be used for nonconsecutively as 
well as consecutively numbered PBX lines, although the nonconsecu­
tively numbered lines require longer jumper wires for multipling. Some 
PBX groups may extend beyond a single number network frame. To 
care for these cases, terminal blocks are provided at the top of all number 
network frames and interframe tie cables furnish the connections be­
tween frames. 

As indicated earlier, in No. 1 crossbar there may exist a special 
category of numbers sometimes called "X numbers" and sometimes 
"coded numbers" which are outside the 10,000-number series comprising 
a central office unit and which serve as additional lines for PBX groups. 
It is desirable that calls from these lines, like those from other PBX 
lines, be billed to a common billing number in the 10,000 unit. This is 
accomplished electrically in the same manner as for the nonconsecutive 
PBX lines. Physically, since they have no position in thelO,OOO-number 
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grid, they are connected to number networks mounted on a separate 
frame and cabled over to the base-number network. 

VI. OFFICE IDENTIFICATION AND OUTPULSING THE CALLING NUMBER 

During its search for the calling number, the identifier scans the 
groups of secondary buses by connecting its detectors to the thousands 
buses of each office secondary grid, one after another. Meanwhile, 
the identifier keeps tract of its progress and, when it finds the signal, it 
grounds a corresponding lead to the outpulser, thus enabling that circuit 
to register the office of the calling customer. During this action, the 
particular thousands digit registered in the identifier is being transferred 
to the outpulser. Thereafter the identifier scans the hundreds, tens and 
units buses and registers these digits in the outpulser. Although identi­
fication is made on a one-out-of-ten basis, a translation is introduced so 
that registration in the outpulser is on a two-out-of-five basis. 

With the registers in the outpulser full and checked against missing 
or extra information, and the digit representing the office translated to 
the corresponding three-digit office code, the outpulser releases the 
identifier and starts outpulsing the calling number to the CAMA office. 
The information is sent in the following order: KP signal, information 
digit, three-digit office code, four numerical digits and ST signal. The 
KP and ST signals use the conventional frequencies that serve to 
actuate a receiver at the beginning and end of a sequence of information. 
The information digit serves to indicate one of four conditions: 

1. Calling customer identified automatically. 
2. Calling customer on a four-party or multiparty line, and therefore 

requires identification by the CAMA operator. No office or numerical 
digits are sent for these calls. 

3. Calling customer is under service observation, and therefore the 
AMA record for his call requires a service-observing mark in addition 
to the usual information. 

4. Calling customer could not be identified because of trouble in the 
automatic equipment. This condition requires identification by the 
CAMA operator. No office or numerical digits sent for these calls. 

When all digits have been outpulsed, the outpulser is released and the 
trunk is closed through for the talking condition. 

VII. AUTOMATIC NUMBER IDENTIFICATION IN COMBINATION WITH DIRECT 

DISTANCE DIALING 

The introduction of direct distance dialing (DDD) eliminates the 
need for an operator to control the switching of a call, and automatic 
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number identification will remove the need for an operator to obtain 
and record the calling number information. Hence it is natural that the 
two facilities would appear together in many areas. However, there are 
no design or operating conditions that make this imperative. Automatic 
number identification may be used in No.1 crossbar and panel offices 
for seven- and ten-digit calls switched through tandem or toll CAMA 
offices. For the ten-digit calls, the called number is always outpulsed 
on a multifrequency (MF) pulsing basis and this requires an "lVIF­
type" ANI outgoing trunk in the local offices. Seven-digit calls originat­
ing in these offices and switched through tandem may use the panel call 
indicator method of outpulsing the called number and for this a "PCI­
type" ANI outgoing trunk is provided. Other seven-digit ANI calls use 
the "MF -type" pulsing. 

Direct distance dialing calls in step-by-step offices with ANI may be 
switched through tandem, toll, No. 5 crossbar or step-by-step inter toll 
offices equipped with CAMA. These calls outpulse the called number 
on a dial pulse basis, and usually require a preliminary or directing 
code to switch the call through the originating step-by-step office. 
Offices with automatic ticketing, whether converted to AMA or not, 
are not candidates for ANI, since they already have their own arrange­
ments for identifying the calling customer. 

VIII. CIRCUITS 

8.1 Trunk Circuits 

The fundamental requirements for the ANI trunk circuits are similar 
in the three switching systems. These trunks must be able to recognize 
the correct time to perform the ANI function and then seize an out­
pulser through the outpulser link. They must participate in several 
ways in the party-test function before number identification, and they 
must provide a path between outpulser link and outgoing cable over 
which the outpulser can forward the calling number after it has been 
identified. Then, after release of the outpulser, they must provide a 
transmission path with talking battery and supervision toward the 
calling customer and trunk supervision toward the tandem end. Also, 
they must provide the necessary sleeve ground to hold the originating 
switch train. 

Due to inherent differences in the three switching systems, it has been 
found best to design separate trunks for each. Furthermore, variations 
within each of the systems in methods of pulsing and signaling have 
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resulted in two types of trunks for each system. In No.1 crossbar and 
panel, one type is provided when the called number is to be transmitted 
by MF pulsing and the other type when PCI pulsing is used. In step­
by-step, one type of trunk is provided for loop signaling and the other 
for the so-called "E and M lead" signaling which is required for the 
longer distances and when voice repeaters or carrier circuits are used. 

Crossbar and panel trunks must receive a signal from CAMA in­
dicating readiness to receive the called number. For MF circuits, this 
signal is a momentary reversal of battery and ground and is relayed 
through the ANI trunk and back to the DDD sender as a go-ahead 
signal. For PCI circuits, the corresponding signal is the removal of 
battery and ground at the CAMA end of the trunk. At the time this 
occurs, the ANI trunk is cut through and the signal is transmitted 
directly to the subscriber sender (in this case, there is no DDD sender 
connected). 

All the ANI trunks need a "start identification" signal from CAMA 
to indicate when that equipment is ready to receive the calling number. 
Crossbar and panel trunks must also recognize when the district junctor 
or selector has reached the cut-through position. Only then is the sleeve 
continuous, as required for transmission of the identification signal. 
Receipt of the start identification signal, together with detection of 
district junctor or selector "cut-through," when required, causes the 
ANI trunk to initiate the identification function. 

8.2 Outpulser Link Circuit 

This circuit uses a six-wire, 100-point crossbar switch as the linkage 
medium for connecting trunks to outpulsers. One switch is required for 
each group of ten trunks. The control features are very simple and 
require one preference chain relay for each trunk and a group of three 
control relays per outpulser for each group of ten trunks. 

8.3 Outpulser Circuit 

The outpulser has a number of functions to perform. On some calls, 
as described earlier, it will receive party information from the trunk and 
on others it will be told to make party test by a signal from the trunk. 
Then the outpulser seizes an identifier, which, as it finds the signal, 
registers in the outpulser the office identity and numerical digits of the 
calling customer. If the calling customer's line is one on which service 
observations are being made, the connected service-observing equip­
ment will operate a service-observing detector in the identifier. An 
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indication to this effect is registered in the outpulser. As the digits are 
registered in the outpulser, they are checked and the digit representing 
the office is translated to the three digits representing the calling office 
code. Outpulsing to CAwIA then takes place, with the calling number 
preceded, of course, by the information digit. This outpulsing is done on 
a multifrequency basis at the conventional rate of approximately seven 
digits per second. 

The outpulser is provided with checking and timing features so that 
it can detect a trouble promptly. In this event, the outpulser calls in a 
trouble-recording medium known as the "trouble ticketer" and pro­
vides it with the significant information preparatory to printing the 
trouble record. The trouble ticketer is a new facility introduced with 
the ANI equipment and will be described later. After making the trouble 
record, the outpulser makes a second trial identifier seizure. 

8.4 Identifier Circuit 

Consider a building with several central office units and a common 
group of identification equipment. For each ANI call, the identifier 
must test the thousands secondary buses for each office, one after 
another, and, when the signal is found, test successively the hundreds, 
tens and units buses in that office. Fig. 7 shows how the identifier 
performs the steering and testing functions and registers the results of 
its search in the outpulser. 

During the search from one office to another, the thousands steering 
relay THS in the digit steering circuit is held operated. Relays OFO, OFl, 

etc., in the office-steering circuit operate successive identifier connector 
thousands relays TH in the secondary network and bus connector circuit. 
These relays close, in succession, the detector inputs to the thousands 
secondary buses of the different offices. During this time the register­
steering circuit holds the detector outputs closed to the thousands 
translation circuit relays THRO-9. When a signal is found, the operated 
detector energizes its associated THR- relay representing the digit 
received. The THR- relay operates two-out-of-five thousands relays TH­

in the thousands register of the outpulser circuit, thus registering the 
thousands digit of the calling customer's number. At the same time, the 
identifier office-check relay OFK operates and, in conjunction with the 
energized office steering relay OF-, operates an office relay OF- in the 
office register of the outpulser circuit. This latter OF- relay registers the 
office containing the calling customer's number. Further advance of the 
office steering circuit is blocked by relays not shown. 
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Nleanwhile, the operation of the OFK relay has brought the digit 
steering circuit into play, and it operates, successively, the hundreds, 
tens and units steering relays HS, TS, and us over paths not shown. These 
relays operate the corresponding secondary network and bus connector 
H, T and U relays, which serve to conneet the detector inputs successively 
to the hundreds, tens and units secondary buses of the identified office. 
At the same time and in synchronism with this sequence, the detector 
outputs are connected to the hundreds, tens and units translation 
relays, which function to register the corresponding digits in the proper 
outpulser registers. During periods of light load, the identifier will not 
only scan successive office buses until the signal is found but will con­
tinue its search thoughout the remaining offices, in order to pick up 
troubles that cause wrong detector operation. The action of the circuit 
in case it encounters a trouble condition will be described later. 

In one identifier group, which may serve' as many as six central 
offices, only one identifier can be connected to the bus system at a time. 
Therefore, it is important that the search be completed quickly so as not 
to delay the traffic. The average identifier holding time is approximately 
0.27 second for the largest groups and is less, of course, for others. With 
this speed of operation, the "one-at-a-time" identification method will 
care for traffic greatly exceeding the amount now foreseen for any group 
of six offices. In buildings having more than six offices, two or more 
independent identifier groups will be furnished and may operate si­
multaneously. Features in the detectors for discriminating between real 
and spurious signals require that the detectors be connected to the· 
buses for 12 to 15 milliseconds for each test. Additional time for operating 
the register relays in the outpulser and for transferring detectors between 
tests, as well as for the initial circuit preparation, bring the over-all time 
up to the value quoted. 

8.5 Operation in Case of Identification Failure 

The identifying signal may be blocked temporarily in the panel system 
if the brushes of a hunting selector bridge a grounded terminal to a 
terminal carrying a signal. It may also be blocked temporarily in a 
step-by-step office as a selector wiper hunts across a terminal carrying a 
signal. These conditions can result in a failure to identify one or more 
digits of the calling number. To care for this situation, the identifier is 
arranged so that, if digits are missing, it will make a retest to fill in the 
missing digit or digits. If the retest is successful, no trouble record will 
be made. 
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If the identifier is unable to make an identification in two tests, a 
trouble is assumed and the outpulser is so notified. This circuit seizes 
the trouble ticketer (as previously described) and gives it information 
for a trouble record. The outpulser then releases the identifier and makes 
a second trial, using the other identifier, if available. In the event that 
the second trial should fail in two tests, the outpulser sends out the 
proper information digit to call in the CAMA operator for identification. 

IX. TRANSMISSION AND DETECTION OF IDENTIFICATION SIGNAL 

Considerable study and testing, both in the laboratory and in the 
field, was done to determine a suitable voltage and frequency for the 
identification signal and to develop a reliable amplifier-detector. The 
upper limit on the signal voltage was found to be controlled principally 
by induction into adjacent circuits on panel office selector banks and 
consequent disturbance to transmission. Field tests indicated that the 
voltage of the signal on the switch train sleeve must not greatly exceed 
two volts, assuming operation to be within the frequency range imposed 
by limitations to be described later. The signal undergoes considerable 
attenuation, particularly as it is transmitted through the translating 
resistors of the number networks and through the coupling resistors be­
tween primary and secondary bus systems. Fig. 8 is a simplified circuit 
showing the path of the signal from the directory number sleeve to the 
amplifier. This path is, in effect, a series of voltage dividers. Typical 
voltages are given at successive junctions along the path. The nominal 
value of the final voltage at the input to the amplifier-detector is 90 
microvolts. This signal must be amplified to approximately 90 volts to 
operate the registering device, representing a voltage amplification of a 
million times, or 120 db. 

The determination of a suitable frequency for the identification signal 
was made after experimentation with several lower values in the field. 
At 1,900 cycles, the induction crosstalk into the panel selector banks was 
sufficient to be audible to customers using other circuits in the office. 
Frequencies in the nighborhood of 200 cycles are clear of this objection, 
partly because of the reduced sensitivity of the ear and partly because of 
lower coupling. However, this frequency would be more difficult to dis­
tinguish from surges and would require a longer operate time in the de­
tector, as will be evident later. When the frequency was raised from 1,900 
to 5,800 cycles, the noise on disturbed circuits was reduced to an insig­
nificant level. This was due in part to the effect of lessened receiver sensi­
tivity and in part to masking by noise from other sources in this fre-
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quency range. Regarding the upper limit on the frequency, a major 
consideration is the avoidance of interference into program circuits and 
carrier facilities by secondary induction. Although these circuits would 
not be in the same cable with the signal carrying sleeve, they may be in 
the same outside cable with the identified customer's pair, which does 
pick up some signal because of electromagnetic coupling with the associ­
ated sleeve lead through the switch train. 

As for the transmission path of the identification signal, large varia­
tions must be met in the conditions contributing to the load on the sleeve 
lead and in the elements causing momentary interference. As previously 
described, the selectors in the panel and crossbar switch trains are in the 
"operator talking" condition, and this requires a very low-resistance dc 
ground on the sleeve from the ANI trunk during identification. To meet 
this requirement without placing too heavy a load on the oscillator, an 
inductor is used which has approximately 0.5 ohm dc resistance and 
450 ohms impedance to the 5,800-cycle signal. Panel offices, unlike cross­
bar and step-by-step offices, present a 2-microfarad capacitor in series 
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with the switch train sleeve, and either 220 ohms to battery or 112 
ohms to ground on the number network side of the capacitor. Additional 
resistance in the transmission path may be encountered at the sequence 
switch brushes and multiple bank brushes, or even at relay contacts. 
All systems have a great variety of rel~y or crossbar switch hold-magnet 
windings connected to the sleeve. On the identified sleeve, these con­
stitute an additional load. On non identified sleeves, these magnets may 
be releasing and producing surges and voltage peaks which impose a 
nonoperate requirement on detectors that are examining the corre­
sponding buses at the time. All of these conditions contribute to the 
operating requirements and margins of the amplifier-detectors and of the 
ANI system. 

x. FEATURES OF THE AMPLIFIER-DETECTOR 

In much of conventional amplifier-detector design, the margin be­
tween operate and nonoperate conditions is largely determined by the 
signal-to-noise ratio. Where both signal and noise are in the same fre­
quency band, discrimination is made by amplitude. In ANI, however, 
there are times when the unwanted signal approaches or even exceeds 
the wanted signal in amplitude and is indistinguishable by frequency. 
Fortunately, these times of high unwanted signal are of short duration, 
because they are caused by various transient conditions in the switch­
ing systems. 

Some of the features of the amplifier-detector that provide the needed 
amplification and yet retain adequate discrimination against the summa­
tion of unwanted signals are of interest. Fig. 9 is a simplified sketch of 
the amplifier, divided into sections for descriptive purposes and with 
representative voltages indicated at significant points. As previously de­
scribed, the two input leads of the amplifier are connected to the two 
halves of the secondary bus and the primary windings of IN transformer 
are connected opposing. With this arrangement, much of the noise on 
the secondary buses is cancelled out. The Ll and L2 inductors, i~ cop­
junction with the reflected capacitative impedance looking into t4~ 
primary winding of IN transformer, constitute a bandpass filter. As low­
frequency components of noise enter the amplifier, this filter removes 
practically all of each surge except the spikes associated with the steep 
wave fronts. This is necessary in order to prevent surges and 60-cycle 
pickup from blocking the legitimate signals by overloading the ampli­
fiers. The spikes are of such short duration that, in spite of their coilsider­
able amplitude, they do not cause blocking. The first section includes a 
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twin-triode linear amplifier LAI-LA2 with the two halves in cascade and 
with transformer coupling to input and output. The voltage gain in this 
section, which includes the IN and IC transformers, is some 7,300 times, 
or 77 db. 

The second section uses two oppositely poled silicon diode clippers 
Dl and D2 which limit both peaks of the spikes before they can reach the 
tuned circuit in the next section. Since the tuned circuit would oscillate, 
it is necessary to limit the sudden voltages which it receives. This appli­
cation of the silicon diodes utilizes a characteristic that makes them, in 
effect, reverse-biased up to O.G volt in the forward direction. The identi­
fication signal is too low in this stage to be affected by the clippers. The 
adjusting potentiometer GN is just beyond the clippers. With normal 
settings, a loss of about 18 db exists in the second section. 

The third section is another twin-triode amplifier LA3-LA4 working into 
a 5,800-cycle tuned network designated Nl. The resistance in this net­
work is provided to reduce any tendency to oscillate. The voltage gain 
in this section is about 410 times, or 52 db. 

The fourth section, using tube CA, is a class C stage designed to elimi­
nate signals below the expected minimum operating signal. Since this 
stage is biased beyond cutoff, it ignores signals below the desired level. 
Otherwise, these signals would help build up the grid voltage at the 
output tube and impose a more severe nonoperate condition on the de­
tector. This stage has a voltage amplification of about 2.6 times, or 9 
db. It has a tuned plate circuit designated N2 in Fig. 9. 

The fifth section is a "dipper and bucket counter" comprising a 
double-diode CTR and two capacitors. On each negative half-cycle of a 
signal the small capacitor (CTRl) is charged, and on each positive half­
cycle it spills its charge into a larger bucket capacitor (CTR2) which 
therefore gradually increases its voltage in steps until it operates a 
thyratron tube in the sixth section. A resistance is bridged around the 
bucket capacitor to enable the detector to forget comparatively small 
numbers of pulses resulting from random surges. When the detector is 
not testing for a signal, a low-resistance 1,000-ohm circuit is maintained 
across the bucket capacitor. The testing time is controlled by the identi­
fier, which opens the 1,000-ohm circuit for an interval of 12 to 15 
milliseconds. 

From this description, it can be seen that the amplifier-detector not 
not only has the amplification necessary to raise a 90-microvolt signal 
to a usable value but also discriminates by filtering, by blocking out 
signals known to be spurious because they are too big or too small, and 
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by counting an appropriate number of cycles of legitimate signal before 
being satisfied. 

XI. MAINTENANCE FACILITIES 

In the event of an identification failure or certain other irregularities, 
a trouble record is made. This shows the identity of the various ANI 
circuits involved and the stage to which each had progressed at the time 
the trouble appeared. This record will be recorded by a ticket printer of 
the type used in step-by-step automatic ticketing. After the trouble 
record, a second attempt is made using the other identifier when pro­
vided. If this attempt should also fail, due to the trouble being in the 
network or somewhere else outside the identifier, no second trial trouble 
record is normally made. This is because the trouble ticketer will be 
busy printing a record of the first failure. If it is desired to take a trouble 
record after second trial instead of first trial failures, a key must be 
operated that is provided for this purpose. Trouble records cannot be 
taken after both first and second trial failures because the functioning 
time of the trouble ticketer is about six seconds, and to wait for it to 
become free would seriously extend the second trial identifier-holding 
time. In the event of a second trial failure, the appropriate information 
digit is sent to cause the CAMA operator to make the identification. A 
special trouble record will be made at tandem and will include the call­
ing customer's number as obtained by the operator; this record will be 
returned or reported to the originating office for maintenance use. 

Testing equipment is provided for the ANI trunks, outpulsers, identi­
fiers and networks, with means for selecting any combination of these 
circuits. Tests are made by selecting the trunks directly rather than 
through the switch train. Normally, the identification signal, instead of 
following the switch train path back to the number networks, is diverted 
to an artificial test network. This facilitates applying marginal tests to 
the detectors to anticipate approaching troubles. It also permits holding 
the test connection while service calls are allowed to use the regular 
number network and bus system. If it is desired to include the regular 
number network system in the test path, a patching connection must be 
made on one of the number network frames to a particular number 
network. In either case, the identified number, instead of being pulsed 
olit to tandem, is steered back to the test equipment and displayed on a 
set of lamps. 

When new customers are given service or when line numbers are 
changed, it is important that the corresponding service order work be 
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checked to verify correct identification on calls from these lines. This 
identification is made by the ANI equipment. In No.1 crossbar and 
step-by-step offices, existing test train facilities are used to direct a test 
call to the line to be verified. In panel offices, this connection. is estab­
lished by patching at a distributing frame. In all cases, the test connect­
ing facilities will have access to the ANI outpulsers through the out­
pulser link. After the line to be verified is reached, the ANI equipment 
is actuated and the outpulser obtains an identification by the normal 
process. Instead of forwarding this number to a distant CAMA office, 
the outpulser will display it on lamps convenient to the observer. 

A new facility will be available in No.1 crossbar and panel'offices for 
identifying lines that have been routed to permanent-signal holding 
trunks because of receiver off-hook or line trouble conditions. Here an 
auxiliary circuit will be provided with access to the outpulsers through 
the outpulser link. To determine the number of a line that has become 
connected to a permanentcsignal trunk, the test man will patch the new 
auxiliary circuit to the jack of the permanent-signal trunk. Upon 
receipt of a start signal, the ANI equipment will function and the iden­
tified number will be displayed on a special ticket produced by the 
trouble ticketer. Since line troubles might or might not give a tip party 
indication if party tes,t were made, the identifier will always test first in 
the ring field on perm·anent-signal calls; If no identification is made, it 
will then test in the tip field, since the trouble may be on a party line 
with only a tip station connected to the identification buses. It is not 
planned to provide this facility in step-by-step offices because, in the 
absence of any common control equipment, routing of these calls to 
permanent :signal holding trunks is not feasible. 

XII. CONCLUSION 

The development of automatic number identification is a major 
advance toward full automation of all customer-dialed calls in the Bell 
System. It provides a simplified procedure for the customers, faster 
service in completing calls and greater accuracy for billing records. 
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