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of the spring alone and the uncorrected frequency, without allowance 
for contact mass. 

The effective mass m' of the spring, in terms of end motion, is the 
kinetic energy T divided by half the square of the end velocity wX L • 

Thus the ratio m' /m is twice the reciprocal of mw2X L
2/T, given in Fig. 

4, and values read from this figure may be used to evaluate m'. 
These curves may he used to determine the energy content from 

observations of the end amplitude. When the prop is close to the free 
end, the end amplitude is smaller than that at or near the loops. When 
two or more modes are present, it is convenient to measure the amplitude 
at the node of one of the modes present. Values have been determined, 
therefore, of the ratios mWI2XI2/T, mWI2XI3/T, mw/X23/T, and mw3

2X 32/T, 
which are given in Fig. 5. As shown in Fig. 1, X l2 and X 32 are the ampli­
tudes of the first and third modes respectively at the node (X2') of the 
second mode, while X13 and X 23 are the amplitudes of the first and second 
modes respectively at the rear node (X3t') of the third mode. The loca­
tions of these nodes (X2' and X3t') are given in Fig. 3. 

When two or more modes are present and it is desired to determine 
the energy contents of the separate modes, the separate amplitudes must 
first be determined. This requires measuring the displacements at succes­
sive time intervals and using these successive displacements in a set of 
equations which can be solved for the amplitudes. If it can be assumed, 
for example, that only the first three modes are present, then the dis­
placement X at a node (such as X3/) of the third mode is the sum of the 
first two modes, and is given by: 

X = X l3 sin (WIt + CPI) + X 23 sin (W2t + CP2), 

where CPI and CP2 are the (unknown) phase angles of the two modes with 
respect to an arbitrary choice of the time origin. Let Xl be the observed 
value of X at this selected time origin, and let X 2 , X3 and X 4 be the ob­
served values of X at the times at which WIt is equal to 7r /2, 7r, and 37r /2, 
respectively. On substituting these corresponding values of X and t in 
the preceding equation, there are obtained four equations in the four 
unknowns: X l3 sin CPI , X l3 cos CPI , X 23 sin CP2 , and X 23 cos CP2 • These four 
unknowns may be evaluated from the determinant D given by: 

0 1 0 1 

D= 1 0 sin al cos al 

0 -1 sm a2 cos a2 

-1 0 sin a3 cos a3 
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where: /2 7r /2 
al = h' 2" ' a2 = J;.' 7r, 

The ratio 1d11 can be read from Fig. 2. 
The same procedure may be employed to determine the values of 

X 12 and X 32 from observations of the deflections at the node X2' of the 
second mode. (The same equations apply in this case, except that 1d11 
in the determinant terms is replaced by faliI .) A check on the accuracy 
of the computations (or of the assumption that only the first three 
modes are present) is given by comparing the values for the energy 
content of the first mode obtained (by means of Fig. 5) from the values 
found for X 12 and X 13 : these values of T should be the same. 

VI. FORCE AT PROP 

A prop, or point of simple support, is taken as restraining the beam 
from deflection, without the application of any moment (or clamping 
action). Aside from the minor variation in the instantaneous point of 
support resulting from the finite dimensions of supporting surfaces, 
this condition is satisfied by the support actually provided when a 
spring is tensioned against a stud or contact. In general, vibration 
results in a force modulation F' sin wt corresponding to each mode 
present, where wi (27r) is the frequency of that mode and F' is propor­
tional to the square root of its energy content. As the sense of this force 
modulation varies with the phase of the mode, it alternately increases 
or decreases the total tension against the prop, which includes the static 
ten'3ion and the total force modulation of all modes present. The propped 
mode equations only apply rigorously when this total tension has the 
same sense as the static tension, as otherwise the prop is no longer 
effective and the spring moves away from it. (Practically, the effect of 
such separation may be ignored if it occurs only over a short interval of 
time.) 

This force modulation is related to contact chatter, contact noise, 
and wear. When the spring is propped at the contact, an open results 
whenever the total tension becomes zero (or small enough to produce 
high contact resistance). Similarly, contact resistance variations re­
sulting from force variations produce noise. Wear, whether at a contact 
or other support, such as a card, depends upon both the longitudinal 
motion and upon the normal force, or total tension. 

If the energy content of a mode is estimated, or determined from 
amplitude observations, the amplitude of the force modulation for the 
first three modes may be determined from Fig. 6. This gives values of 
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F,2/(sT), where T is the energy content of the mode in question and s 
is the static stiffness of the spring. The latter quantity may be measured 
directly, or computed as 3EI/L3

, where E is Young's modulus for the 
spring material and I is the moment of inertia of its cross-section. 

It will be seen from Fig. 6 that F'2 / sT varies greatly in magnitude 
with the prop location. Except for the fundamental, all modes have 
prop locations for which F' is zero. These correspond to the nodes of 
corresponding modes of a free (unpropped) cantilever, in which the 
spring vibrates without deflection at the prop without requiring any 
restraint, and hence without force modulation. 

J n general, and in particular for an end prop, as with a closed contact, 
F,2/sT increases with the order of the mode. Hence a given energy 
content produces a greater force modulation, and is therefore more 
likely to produce chatter, the higher the order of the mode. (The open 
intervals, on the other hand, are necessarily shorter with the higher 
modes, because of the higher frequencies.) In relay spring vibration, 
the energy content of the fundamental is usually larger than that of the 
other modes, so that chatter commonly occurs at intervals equal to the 
period of the fundamental, but each interval may comprise a number 
of brief opens, corresponding to the shorter intervals in which higher 
modes are in phase with the fundamental. The fine chatter immediately 
following contact impact, however, corresponds wholly to higher modes, 
occurring at a time when the sense of the fundamental force modulation 
is the same as that of the sta6c force. 

VII. LONGITUDINAL COMPONENT OF VIBRATORY MOTION 

In vibration, the deflected position of the spring defines a path from 
the clamp to the prop point which is necessarily longer than the distance 
between these points measured along the rest position of the spring. The 
difference between these two lengths represents a longitudinal compo­
nent of the motion at the prop. This may be termed the vibratory slide, 
as distinguished from the slide resulting, for example, from motion of 
the prop point in actuation. The amplitude of this motion is of interest 
in connection with wear, particularly the wear of a card serving as a 
prop. The vibration characteristics affecting the wear are the amplitude 
of this vibratory slide, and the normal force on the prop, which varies 
with the force modulation discussed in the preceding section. 

The longitudinal displacement is zero for the rest position of the spring 
and attains full amplitude, or maximum displacement, for full amplitude 
of the normal deflection in either sense. The longitudinal motion there-
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fore has twice the frequency of the flexural vibration producing it. As 
shown in the Appendix, the longitudinal motion is harmonic, and as 
such has an amplitude Z /2 about a displacement Z /2 from the rest 
position, where Z is the full excursion, or double amplitude. 

When a single mode is present alone, the longitudinal motion has 
only one component, with a frequency twice that of the mode producing 
it. Values of the ratio mw2L'Z/T have been determined for the first five 
modes, and are given in Fig. 7. It will be seen that the values of this 
ratio increase with the order of the mode. To obtain comparable values 
of Z for the same energy content T, however, these values of mw2L'Z/T 
must be divided by (f/jl)2, and when this is done it is found that the 
longitudinal displacement for the same energy content decreases with 
the order of the mode. 

If two or more modes are present together, the longitudinal motion 
includes the motion that either would produce separately, and additional 
motion at frequencies, as shown in the Appendix, equal to the sums and 
differences of the frequencies of the modes present. Expressions for the 
amplitudes of the additional motions are included in the Appendix, 
and these were evaluated for the case where the first and second modes 
only are present. The additional displacement was found to be only 
five per cent of that produced by the first mode alone (for equal energy 
contents of the two modes). Thus the longitudinal motion when two or 
more modes are present differs little from the sum of the motions that 
each would produce separately for the same energy content. 

For a given total energy content, therefore, the longitudinal amplitude 
is a maximum when only the fundamental mode is present. This, how­
ever, does not suffice to show that the wear is a maximum if all the 
energy is in the fundamental, rather than distributed among several 
modes. The wear also varies with the normal force, and it was shown 
in the preceding section that the force modulation for a given energy 
content is greater the higher the mode. It would therefore be necessary 
to know the relation of wear to both longitudinal motion and normal 
force to determine how the wear varies with the distribution of energy 
among the possible modes. 

VIII. CONTACT WIPE 

There is another type of longitudinal motion that occurs at a closed 
contact (end propped spring) because the contact surface is offset 
from the center line of the spring by a distance L". This results in a 
longitudinal motion z' = Z' sin wt at the contact surface, where Z' = 
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L"(dX/dx)L. This quantity can be evaluated from the table of the ratio 
mw2L 2(dX/dxh2/T given Section A.10 of the Appendix. 

IX. DISCUSSION 

The material contained in this paper has been prepared for referent.:e 
purposes and for use in analytical or experimental studies, primarily 
those relating to contact springs (although it is of course applicable to 
any use of propped cantilever beams). Few conclusions of engineering 
interest may be drawn directly from this material; such value as it has 
must appear in its application. The possible use of the material may be 
indicated here by a brief discussion of its application to relay spring 
vibration. 

Relay operation results in spring vibration, and such vibration may 
result in contact chatter and also in wear, particularly of such actuating 
members as studs or cards. The vibration amplitudes and frequencies 
(at least of the lower modes) are readily observed and measured, for 
example by the rapid record shadowgraph.2 To reduce chatter and 
wear, information is required as to (a) the relations between the vibra­
tion characteristics and the relay design and conditions of actuation, 
and (b) the relations between chatter and wear and the vibration 
characteristics. 

Such information may be obtained either by analysis or by direct 
experiment, but in either case the vibration characteristics are involved. 
In studying the excitation problem analytically, the amplitudes and 
frequencies must be determined from energy estimates, while an experi­
mental study requires that the energy be evaluated from observed 
amplitudes. 

The incidence of chatter can be determined directly from knowledge 
of the vibration, provided the force modulation is computed from the 
observed amplitudes by the relations given here. A similar analysis of 
wear would require knowledge of the dependence of wear (for particular 
materials) on both normal force and longitudinal displacement. Infor­
mation as to these relations is incomplete, but if available their applica­
tion would require the determination from the observed vibration of 
the resulting normal force variation and longitudinal displacement by 
means of the relations given here. 

Because of the relatively large amplitudes associated with the funda­
mental mode, it is the most conspicuous feature of relay spring vibration. 
The relation given above between the normal force and the energy 
content shows that the force modulation for a given energy increases 
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with the order of the mode, indicating the considerable effect on chatter 
that may result from the presence of higher modes. The effect of the 
higher modes on wear is less well understood. The relations given here 
show that the diversion of energy from lower to higher modes increases 
the force modulation, but decreases the longitudinal displacement. 

APPENDIX 

Derivation of Equations 

A.I Equations of Flexural Vibration 

As shown in such texts as Ref. 3, bending of a beam may be described 
in terms of the deflection y at a point located at a distance x, measured 
along the length of the beam from a clamp or other point of reference. 
Then dy / dx is the slope of the deflection curve, and, for the small 
deflections assumed in the simple theory of bending, the curvature of 
the neutral axis is given by d2y/dx2• In this simple theory, the moment 
JJ[ at the point x is given by: 

M = EI(d2y/dx
2
), (1) 

where E is Young's modulus and I is the moment of inertia of the 
beam's cross-section. The shearing force F is equal to dM / dX, and is 
therefore given by: 

(2) 

In motion, the inertia reaction of a differential element of length 
must equal the difference between the shearing forces at the ends of 
the element. Hence: 

a2y + EI a4y _ 0 
at2 pex ax4 - , (3) 

where p is the density of the beam and ex is the area of its cross-section. 
Equation (3) is the general differential equation for flexural vibrations 
of beams of uniform section, assuming the simple theory of bending to 
apply. The general form of solution is given by: 

y = X sin (wt + k), (4) 

where X is a function of x only, the solution to the equation d4Xjdx4 = 
e4X, given by 

X = A (sin ex + B cos ex + C sinh ex + D cosh ex), (5) 
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in which e is given by: 

(6) 

A.2 Modes of a Propped Cantilever 

For a propped cantilever, x may be measured from the clamped end, 
as indicated in Fig. 1. Let L be the length of the beam, and L' the value 
of x for the prop. Subject to continuity, different forms of (5) apply at 
either side of the prop: let these be Xl for x < L', and X2 for x > L', 
and write (5) as: 

Xl = AJ (sin ex + Bl cos ex + Cl sinh ex + Dl cosh ex), (5a) 

X 2 = A2 (sin e(x - L') + B2 cos e(x - L') + C2 sinh e(x - L') 

+ D2 cosh e(x - L'). (5b) 

Writing X', X", X'" for the successive derivatives of X with respect to 
ex, the boundary conditions applying are as follows: 

For x = 0, Xl = Xl' = 0, 

X" 2 , (7) 

Writing a for eL', and b for e(L - L'), substitution of the expressions 
for X J and X 2 in the boundary conditions (7) gives the frcquency equa­
tion: 

cos a . sinh a - sin a· cosh a 
1 - cos a·cosh a 

cos b· si nh b - sin b· cosh b 
1 + cos b· cosh b 

and the following expressions for the coefficients: 

Cl = -1, 

sin a - sinh a 
cos a - cosh a ' 

1 + cos b· cosh b - sin b . sinh b 
C2 = 

1 + cos b· cosh b + sin b· sinh b ' 

-B2 = D2 = sin b . cosh b - cos b . sinh b 
1 + cos b· cosh b + sin b· sinh b ' 

A 1 cos a - cosh a 1 + cos b· cosh b 
A2 1 - cos a· cosh a 1 + C?S b· cosh b + sin b· sinh b . 

(8) 

(9) 
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The ratio b I a (= L I L' - 1) is determined by the prop location. 
Then the values of a which satisfy (8) determine values of e (= aiL'), 
which correspond to values of the frequency wl(27r) given by (6). The 
successive frequencieg thus determined are those of successive modes of 
vibration. Substitution in (9) of the value of a for any particular mode 
determines the coefficients of the expression for the corresponding 
deflection curve. The one remaining coefficient, Al or A2 , measures the 
amplitude. 

A.3 The Frequency Equation 

As the mass m of the beam is equal to paL, (6) may be written in 
the form: 

(10) 

where 8 is the static stiffneRs of the beam as a free cantilever, or 3EIIL3. 
As a = eL', the values of a satisfying (8) for a given prop location, or 
value of L' I L, determine corresponding values of eL, and hence corre­
sponding values of the frequency wi (27r). 

The special case in which L' = 0, or a = 0, b = eL, is that of a simple 
(unpropped) cantilever, and (8) then reduces to: 

1 + cos b·cosh b = o. (11) 

The first three roots of this equation give values of b2
, or (eL )2, of 

3·52,22·0 and 61·8. For the higher roots, a good approximation to b 
is given by 7r( n - !), where n is an integer. From (10), the frequency 
10 of the fundamental cantilever mode is given by: 

10 = 0.323 V (81m), (12) 

and the frequency of any other mode is given in terms of 10 by: 

{ = (eL)2/3.52 
~ 0 

(13) 

For various values of L' I L, (8) has been solved numerically to 
determine the values of a and thus of eL for the first five modes. By 
means of (13), the resulting values of 1110 have been determined, and 
are plotted in Fig. 2. 

Another special case of interest is that of an end prop, for which L' = 
L, or a = eL, b = O. In this case, (8) reduces to: 

tan a = tanh a. (14) 
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The values of a (or cL) satisfying this equation are given approxi­
mately by 7r(n + 1), where n is an integer. The value of (CL)2 for the 
fundamental end propped mode is 15.50, giving a frequency 4.40 times 
fo, the frequency of the fundamental cantilever mode. 

AA N odes and Loops of Deflection Curves 

On su bsti tu ting in ( 5 ) the expressions for the coefficients for X I 
given by (9), the deflection curve for x < L' is given by: 

XI/AI = [flea) - fl(U)] (cosh U - cos u), (15) 

where u = cx, and fl ( u) is given by: 

fl(U) = sin u - sinh u . 
cos u - cosh u 

(16) 

Thus the nodes (points of zero deflection) lying between the clamp 
and the prop (x < L') occur at those values of u for whichflCu) = fICa). 
These values of u may thus be determined for any mode and prop 
location from (16) and the corresponding value of a. As u/a = x/L', 
there may thus be determined the values of the node locations x' / L 
lying between the clamp and prop. The locations of the nodes for the 
second and third modes lying in this region are plotted against L' / L in 
Fig. 3. 

The loops (points of maximum deflection) of the deflection curve 
occur at those values of u for which dX/du = O. By differentiation of 
C 15), it is found that these values of u for x < L' are those for which 
J2(U) = !tea), where f2(U) is given by: 

h (u) = c?sh u - ~os u . 
smhu + smu 

(17) 

For any mode and prop location and the corresponding value of a 
there can be determined those values of u for which f2 ( u) = fl (a) . 
From these can be determined the corresponding loop locations x/L 
lying between the clamp and plot. 

Similarly, from (5) and the coefficients of X 2 given by (9), the node 
locations lying beyond the prop, x > L', arc given by: 

o = Ba sin (u - a) + B4 sinh (u - a) 

- B6 [cos (u - a) - cosh (u - a)], 

where: 
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B3 = 1 + cos b cosh b + sin b sinh b, 

B4 = 1 + cos b cosh b - sin b sinh b, 

B5 = sin b cosh b - cos b sinh b. 

629 

The node locations in Fig. 3 lying beyond the prop have been deter­
mined from these equations. 

Similarly, the loop locations lying beyond the prop are given by: 

0= B3COS(U - a) + B4cosh(u - a) + B5 [sin (u - a) + sinh (u - a)]. 

A.5 Free-End Deflection 

On substituting in (5) the expressions for the coefficients given by 
(9), it is found that the free-end deflection XL, the value of X 2 for 
x = L, is given by: 

XL 2 (sin b + sinh b) 
A 2 - 1 + cos b· cosh b + sin b· sinh b ' 

(18) 

or by: 

XL 2 (sin b + sinh b) (1 - cos a· cosh a) 
Al (1 + cos b· cosh b) (cos a - cosh a) . 

(19) 

A.6 Energy Content 

The energy content of a vibrating beam is the integral over the length 
of po:ii·dxj2, where il, or dyjdt, is the maximum velocity (occurring at 
zero deflection, when all the energy is kinetic). Then, from (4), the 
energy content T is given by: 

2T = w
2
po: Ia

L 

X
2
·dx. (20) 

For the propped beam, the integral 

Ia
L 

X
2
·dx 

is given by: 

As shown in Ref. 3 these two component integrals are given by: 
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L' 

[3XIX I'" - XI'X/' 

L 
(21) 

[3X2X 2'" - X 2'X/' 
L' 

+ e(x - L') (X/ - 2X2'X2'" + X/'2)]. 

On substituting the boundary conditions given by (7), the expression 
for the energy content reduces to: 

2 

T = w;a [(L - L')XL
2 + L'(XL'''2 - 2XL"XL'''')], (22) 

where XL", XL''' and XL'''' are the first three derivatives of Xl with 
respect to ex at x = L', and XL is, as before, the value of X 2 at x = L. 
Expressions for the derivatives can be obtained by differentiation of 
(15), from which it is found that the second term in the bracket of (22) 
is equal to 4L'A I

2f/(a). Then (22) reduces to: 

T 1 [ L' L' (AI)2 2 ] -- = - 1 - - + 4 - - fl (a) 
mw2XL2 8 L LXI, , 

(23) 

where XL/A 1 is given by (19), and flea) by (16). Values of mw2X L
2/T 

for the first five modes have been computed from (23) and are shown 
plotted against L' / L in Fig. 4. 

As the effective mass m' in terms of motion at the free end is defined 
as the kinetic energy T divided by half the square of the end velocity, 
or (wXL)2/2, the quantity given by (23) is one half the ratio of the 
effective mass of the beam to its actual mass, or m' / (2m). 

A.7 Energy Content in Terms of Amplitude at Nodes of Other Modes 

Let X l2 be the deflection in the first mode at x = X2', the location of 
the node of the second mode. Using the value of a applying to the first 
mode (for a particular prop location L' / L), and taking u = aX2' / L', 
(15) may be used to determine Xld AI. From this and the value of 
T /(mw2A12) given by (23) there may be determined the value of 
mw2XI22/T. Such values have been determined for various values of 
L' / L, and are plotted against L' / L in Fig. 5. 

The same procedure has been used to determine the values of 
mw2X I3

2/T, mw2X 23
2/T and mw2X 32

2/T given in Fig. 5. X 32 is the ampli­
tude of the third mode at X2', while X l3 and X 23 are the amplitudes of 
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the first and second modes respectively at X31', the first (rear) node of 
the third mode. 

A.8 Force 111 odulation at the Prop 

The shearing force F on a section of 11he beam is given by (2), and its 
maximum value, or force amplitude, is therefore given by c3EI· X'" 
(where, as before, X"' = d3X/du3

). The discontinuity at the prop 
results in a difference between Xl'" and X 2'" corresponding to a force 
F' sin (wt + k) acting on the prop, where F' is given by: 

(24) 

The force F' sin (wt + k) is, of course, additive to any static tension 
acting at the prop. 

Expressions for XI''' and X 2'" at x = L' may be obtained by dif­
ferentiation of (5) and substitution of the expressions for the coefficients 
given by (9), giving: 

F' ( ) XL !3(a) 
A 1c3EI =!3 b Al - 2 !2(a) , 

where h( u) is given by: 

sin u . sinh u 
sin u + sinh u . 

(25) 

(26) 

The quantity given by the left side of (25) may be squared and 
simplified as follows: 

L 3F,2 1 

AI2EI(cL)2· Elc4L 

where, from (6), w
2
pa is substituted for c4EI, m is substituted for paL, 

and s for 3EI/L3
• As before, m is the mass of the spring and s is its 

stiffness as a free cantilever. 
It follows that F,2/(sT) is given by: 

F,2 _ (cL)2 ( F' )2 mw2Al2 
sT - -3-· A

1
c3EI . -T-- . (27) 

Using (23) and (25) to evaluate the second and third terms on the 
right-hand side of (27), the latter equation has been used to determine 
values of F,2/ (sT) for the first three modes for various prop locations 
(L'IL). The results are plotted in Fig. 6. 
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A.9 Longitudinal Component of Motion at the Prop 

The longitudinal component of the motion at the prop is the dis­
placement z in the direction of the spring length. This is equal to the 
difference between the distance from the clamp to the prop measured 
along the displacement curve and that measured along the rest position. 
As the latter distance is L', z is given by: 

z = L' - r /1 + (~~)' ·dx. 

Neglecting quantities of smaller order, this reduces to: 

z = ~ fL' (dy)2.dx. (28) 
2 10 dx 

If only one mode of vibration is present, y = X . sin (wt), where 
w/(211") is the frequency of this mode. Substitution in (28) gives the 
following expression for z: 

z = Z sin2 (wt), (29) 

where Z is given by: 

z = ~ r (~:)' ·dx. (30) 

Equation (29) shows that the maximum longitudinal displacement is Z. 
As sin2 (wt) = (1 - cos (2wt) )/2, the longitudinal motion is an harmonic 
motion of frequency 2w/(211") and amplitude Z/2 about a displacement 
Z/2 from the rest position. In other words, Z is the double amplitude, 
or full range of the longitudinal motion. 

If two modes of vibration of frequencies wm/(211") and wn/(211") are 
present together, the normal displacement y is given by: 

y = Xm sin (wmt) + Xn sin (wnt). 

In this case, substitution in (28) shows that the longitudinal displace­
ment z is given by: 

z = Zm sin2 (wmt) + Zn sin2 (wnt) + Zmn sin (wmt) ·sin (wnt), (31) 

where Zm and Zn are given by (29) for X = Xm and X = Xn , respec­
tively, and Zmn is given by: 

Z = 1L
' (dXm ) (dXn ) d 

mn 0 (dx) (dx) x. (32) 

Equation (31) shows that in this case the longitudinal displacement is 
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the sum of (i) the displacements that would be produced by each mode 
if it were present alone and (ii) an additional displacement having a 
maximum value of Zmn . From the relation: 

sin (wmt) . sin (wnt) = ! [cos (wm - wn)t + cos (wm + wn)t], 

it follows that this additional displacement corresponds to the sum of 
two motions, both of amplitude Zmn/2, having frequencies equal to 
the sum and difference of the frequencies of the two modes present. 

In the same way, it can be shown that if there are more than two 
modes present, the displacement will include the displacements produced 
by the separate modes, and additional displacements having maximum 
values Zmn corresponding to each pair of modes present. 

To evaluate the maximum longitudinal displacements, it is necessary 
to obtain expressions for Z from (30) and Zmn from (32). This may be 
done by a procedure paralleling that used by Timoshenko (loc. cit.) to 
derive (21). As c4x = d4X/dx4 for any mode, cm

4dXm/dx = d5X m/dx5 

and cn
4dXn/dx = d5X n/dx5

• By crOSR multiplication and subtraction 
there is obtained: 

( 4 _ 4) 1LI dXm dXn d 
Cn Cm d d x o X X 

= 1 dXm d Xn _ dXn d Xm L'( 5 5 ) 

o dx dx5 dx dX 5 
. dx (33) 

where the second equation is obtained by integration by parts. 
In this equation, Xm and Xn are the expressions for the deflection 

curve Xl for the portion of the beam between the clamp and the prop 
location, corresponding to the modes of frequencies Wm/ (27r) and 
wn /(27r). Equation (33) may be used to provide an expression for 
Zmn by substituting the boundary conditions (7), which eliminate the 
first two terms, and by using the derivatives of (15) to express the 
remaining terms. There is thus obtained: 

(34) 

where !1(U), !2(U) and h(u) are given by (16), (17), and (26), and 
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!4( u) is given by: 

h(u) 
sin u·cosh u - cos u·sinh u 

cos u - cosh u 
(35) 

An expression for Z, the integral of (30), may be obtained from (33) 
by considering X as a function of c and letting Cn - Cm equal Bc, where 
Bc is a small quantity. Then cn

4 
- cm

4 = 4cn
3 ·Bc, neglecting quantities 

of smaller order, and similarly, Xn = Xm + (dXmldc) ·Bc. On making 
these substitutions in (33) and neglecting quantities of higher order of 
Bc than the first, this equation reduces to: 

where the subscripts nand m have been dropped because, for Bc negli­
gible, c and X apply to a single mode. 

As before, substitution in this of the boundary conditions (7), and 
of the derivatives of (15), gives finally: 

L'Z = ~ [ + !3(a) -!4(a) _! ( )] 
A12 2 a !2(a) 1 a , (36) 

where Z is the (double) amplitude of the longitudinal motion for a 
single mode. By evaluating the right-hand side of (36) for particular 
modes and values of L' 1 L, and dividing these by corresponding 
values of TI(mw2A/) given by (23), values are obtained of the ratio 
mw2L'ZIT. Values of this ratio, determined in this way, are shown 
plotted in Fig. 7 against L' 1 L for the first five modes. 

The ratios given in Fig. 7 may be used to determine the maximum 
longitudinal displacement for a given energy content when only one 
mode is present. When two or more modes are present, the maximum 
displacement is the sum of the displacements for the individual modes 
and the additional term or terms Zmn. The magnitudes of these ad­
ditional terms depend upon the division of the kinetic energy among 
the modes involved. For the case of two modes present together, the 
one additional term present, is, from (34), proportional to AmAn , and 
therefore to the square root of T mTn , the corresponding energies, whose 
sum T m + Tn equals the total kinetic energy T. It is easily shown that 
for a given value of T, TmTn, and therefore AmAn , is a maximum for 
T m = Tn = T 12. In this case, 

= Wm • l(mw2A2) (m~2A2) . 
2wn 11 T m T n 
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By evaluating the right-hand side of this equation [by means of (23)}, 
and multiplying the result into the corresponding value of the right­
hand side of (34), values may be obtained of the ratio mWm 2L' Z mn/ T. 
This was done for the case where m = 1 and n = 2, where the first 
two modes are present. The resulting values of mW12L'ZldT are directly 
comparable with those of mw/L'Z/T for the first mode alone, shown 
in Fig. 7. The values for mW12J/Z12/T were all less than 3 as compared 
with values for mw/L'Z/T of about 50. It follows that the additional 
displacement resulting from the cross product term is minor. 

A.I0 Angular End Displacement 

To estimate contact wipe for a spring propped at the contact, there 
is required an expression for the angular displacement at the prop, 
when this is at the end of the spring. This is given by: 

( dX) = cXL '. 
dx L 

As in this case, L' = L, and a = cL, this equation can, by differentia­
tion of (15), be expressed as follows: 

L (dX) = 2a(1 - cosa·cosha) 
Al dx L cos a - cosh a . 

(37) 

Values of the right-hand side of this expression have been determined 
for the first five modes. By squaring these, and dividing them by the 
corresponding values of T/(mw2A12), there have been obtained the 
following values of mw2L 2(dX/dxh2/T. 

Mode 

1 

A.ll Use of Equations 

2 
3 
4 
.5 

mw
2
L2 (dX)2 

T dx L 

16.416 
49.700 

103.68 
178.60 
271.44 

Many of the relations given here have been expressed in numerical 
form, and are shown in the figures. If additional relations are required, 
they may be computed from the equations given in this Appendix (or 
from expressions derived from them). 

If such computation is required, it should be noted that all relations 
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involved in flexural vibrations of the type considered here can be ex­
pressed as dimensionless ratios which are, directly or indirectly, de­
pendent on the roots of the frequency equation, and hence on the 
appropriate values of a, a pure number, equal to eL'. The similar 
number b, appearing in expressions relating to the part of the beam 
between the prop and the free end, is equal to e(L - L'), and there­
fore equals a(L/L' - 1). The frequency, w/(27r), is related to a by 
(6) (of which (10) is an alternate form), and the frequency ratios are 
therefore functions of a only. Similarly, such ratios as F'/(sT), 
mw2X L

2/T, and mw
2L'Z/T discussed above are all functions of a only. 

Values of a have been determined for the first five modes for values 
of L' /L in the range from 0.5 to 1.0. To use the equations in this range 
and for these modes, these values of a may be easily obtained from 
Fjg. 2, as the values off/fo given there are [from (13)) equal to (eL)2/3.52 , 
so they may be used to evaluate eL, and hence a( = eL'). 

For values of L' /L outside this range, or for modes of higher order, 
values of a must be determined by solutjon of (8) for the case in question. 
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Numerical Computation of Phase from 
Amplitude at Optical Frequencies 

By D. E. THOMAS 

(Manuscript received January 31, 1963) 

This paper presents phase tables for use in determining phase from 
amplitude or vice versa at optical and higher frequencies. The new tables, 
combined with tables previously published by the author, are believed to 
make possible the determination of phase from amplitude or vice versa of 
any minimum phase function occurring in any area of the physical sciences, 
and at any place in the frequency spectrum. The phase is determined by a 
summation process based on Bode's straight-line approximation method. 
The paper gives a brief historical background of the method, discusses the 
application of the numerical phase summation technique to optical and 
higher frequencies, describes the derivation of new tabulations useful at 
these frequencies, and gives quantitative examples of their use. A table 
expanding the existing tables of phase of a semi-infinite unit slope near 
f /fo equal to one is given. Additional tables of phase of a unit line segment 
and a new straight-line element, the unit wedge, are given. Finally, there is 
a brief discussion of the potential of the method in solving physical and 
engineering problems. 

I. INTRODUCTION 

The fact that nature ties the real and imaginary components of a 
complex variable function of frequency inextricably together, when the 
variable represents some physically real quantity or phenomena, has 
been recognized to varying degrees for nearly half a century. For 
example, Kramers1 in 1927 noted the general relations between the 
refractive index and absorption resulting from the simple relationships 
to the real and imaginary parts of a complex dielectric constant. Because 
one of the relations was contained in an earlier paper of Kronig's,2 this 
relationship is commonly known in the physical science world as the 
Kramers-Kronig relation. The awareness of the relationship between 

637 
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the real and imaginary parts of the impedance of an electrical network 
emerged about the same time as the Kramers-Kronig work. 3•4 

The usefulness of a quantitative solution to the general real and 
imaginary component relationship was soon recognized. Bode has pro­
vided us with a key to the solution of this problem (Ref. 5, Ch.XIV). 
He gives general integral equations relating the two components, but 
points out what many have since discovered, namely, that the general 
integrals can be readily evaluated for only the simplest of functions. 
Bode, however, presents a practical numerical integration technique for 
summing the imaginary component associated with a multiple straight­
line approximation to the real component as a function of frequency 
(Ref. 5, Ch. XV). The accuracy of this summation is limited only by 
the number of straight lines used to approximate the true real compo­
nent and the accuracy to which the imaginary contribution of each of 
the straight line segments to the total imaginary component is known. 
The author has published tables for accomplishing this summation at 
telecommunication and radio frequencies. 6 These tables made possible 
the computation of the nonlinear phase from which the delay distortion 
(dispersion) to be expected in a projected transatlantic repeatered sub­
marine telephone cable system was determined and the delay distortion 
correction required to make existing coaxial cable systems suitable for 
the transmission of television programs. Van Vleck utilized the Kramers­
Kronig relation while studying microwave propagation during World 
War II to establish that a significant difference in the refractive index of 
the atmosphere between wavelengths of 3 cm and 1 cm would lead to 
an unreasonably high absorption, in contradiction with experiment.7 

The invention of the optical maser and the availability of coherent 
light directed attention to the possibility of transmission of intelligence 
beyond the microwave frequencies to the optical frequencies. The 
realization of the potential usefulness of the numerical imaginary compo­
nent summation at optical frequencies resulted from a discussion initiated 
by a colleague, W. L. Faust. This discussion concerned a proposal by 
Miller and Lopez8 that the difference in determination of the velocity 
of light obtained from measurements at optical frequencies and at 
microwave frequencies could be explained by the difference in delay time 
experienced by a wave reflected from a high-quality reflecting surface at 
optical and microwave frequencies. This is a recurrence at optical fre­
quencies of the delay distortion problem which the earlier phase tables 
were computed to solve at telecommunication frequencies. These tables 
were, therefore, extended to make possible similar computations at op­
tical frequencies. 
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A use for this extension soon arose. Bennett,9 in his analysis of hole 
burning effects in a He-N e optical maser, needed the phase associated 
with an emission line, Gaussian in shape, but truncated due to an in­
crease in RF power to the maser. The extended tables provided the 
answer to Eennett's problem and the motivation for writing this paper. 

This paper will have two objectives. First, it will extend the nu­
merical computation of the imaginary part from the real part or vice 
versa of a physical complex variable as a function of frequency from 
telecommunication and radio frequencies to optical and higher fre­
quencies. Secondly, it will describe a mathematical tool which has 
proved extremely useful in the telecommunications field and which, it 
is believed, can be equally useful in the physical sciences. 

II. THE NUMERICAL PHASE COMPU'l'ATION TECHNIQUE 

In all the discussion to follow, the five statements listed below will 
apply. 

(a) Loss, attenuation, gain, or amplitude, all designated as A, and 
phase, designated as B, will be used interchangeably with real and imag­
inary parts, respectively. This is because attenuation in nepers, which is 
equal to loge of the magnitude of a complex voltage or current loss ratio, 
or loge of the amplitude of a complex variable expressed in polar form, 
and their associated polar angles in radians are identically and respec­
tively interchangeable with real part and imaginary part of a complex 
variable expressed in rectangular coordinates in the numerical computa­
tions to be discussed. In communications problems loss in decibels and 
angle in degrees rather than nepers and radians respectively are in 
common use. However, if nepers and radians are considered as the basic 
units and decibels and degrees as derived units, there will be no difficulty. 

(b) Since Be, the phaEe at We = 2rrje, is given by Bode (Ref. 5, p. 335) 
as 

B _1 fOX) dA 1 I W + We I d e-- -oge--- W 
rr 0 dw W - We 

(1) 

an amplitude characteristic constant from frequency j = 0 to j = 00 

contributes nothing to the phase. Therefore, a constant amplitude can 
be added or subtracted from any amplitude characteristic without 
affecting the associated phase characteristic. 

(c) Since frequency, j, appears only as a ratio in (1), all frequencies 
can be changed in the same ratio without changing the attenuation­
phase relationship in magnitude or form. 
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(d) All frequencies will be considered on a log frequency scale. Linear 
frequency scale is permitted in the narrow-band summations only 
because log I and I are linearly related over a very narrow band. A 
narrow band will be considered one in which the total frequency range 
of interest is less than 10-3 times the center frequency. All other bands 
will be referred to as broad bands. 

(e) As seen from (1) above, the phase is determined from the inte­
grated slope, dA/dw, of the amplitude characteristic, A. The slope of a 
given straight line section of a straight-line approximation to an ampli­
tude characteristic will be designated by k, and k will be defined as (An -
An-I) in nepers divided by loge (!n/In-l) where An and A n- l are the am­
plitudes at frequencies In and In-l respectively on the straight line sec­
tion. A unit slope designated by k = 1 will be one in which there is 
a change in A of one neper between two frequencies which are in the 
ratio e = 2.7183. When A is expressed in decibels a unit slope is a change 
of 6.02 decibels per octave or 20 decibels per decade. 

2.1 Phase Summation Using the Semi-infinite Unit Attenuation Slope 

The numerical phase computation is based on a straight-line approxi­
mation to the amplitude characteristic, A. A hypothetical attenuation 
(real part) characteristic plotted on a log frequency scale along with its 
straight-line approximation is shown in Fig. l(a). In Fig. l(b) this 
straight-line approximation is in turn broken down into the sum of a 
series of so-called semi-infinite constant slopes of attenuation. A semi­
infinite slope is an attenuation characteristic which has a constant 
magnitude from 0 to some frequency I and a constant slope from I to 
I = 00. Thus, in Fig. 1 (b), the first semi-infinite slope, kl' has the 
constant slope kl extending from 10 to 00 rather than terminating at II 
as in Fig. 1 (a). Beginning at II a semi-infinite slope equal in magnitude 
to kl but opposite in sign adds to the +k1 slope to produce the straight 
line segment of our amplitude approximation extending from 10 to II . 
This process is continued until the complete approximation is obtained. 
The semi-infinite unit (k = 1) slope of attenuation or real part is the 
fundamental element of all the numerical phase summations. The phase 
associated with a semi-infinite unit slope is given by Bode (Ref. 5, 
pp. 342-43) as 

(2) 
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Fig. 1 - (a) Straight-line approximation to attenuation. (b) Semi-infinite 
slopes which add to produce straight-line approximation. 

where B(xc) is the phase in radians at frequency fc , x = f/fo, Xc = 

fe/fo , Xc < 1.0, and fo is the frequency at which the unit slope begins. 
B(xc) has a value of ° at Xc = 0, increases monotonically to 7r/4 

radian at Xc = 1, and to 7r/2 radians at Xc = 00 with odd symmetry 
about Xc = 1 on a log frequency scale. From the odd symmetry of B(xc) 
around Xc = 1, B(xe') for fe' > fo is given by 
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B(xc' = 10/1c') = 7r/2 - B(Xc = Xc'). (3) 

B(xc ) is the function which was tabulated in the tables of Ref. 6. 
The phase associated with a semi-infinite slope of magnitude len is 

len times B(xc) of (2). To get the total phase associated with the straight­
line approximation and thus with the true amplitude characteristic within 
the limits of error of the approximation, it is only necessary to sum 
the phase contributions of each of the semi-infinite slopes making up 
the straight-line approximation. Thus, the total phase (J(f) at frequency 
1 is given by 

(J(.f) = k1 ( (Jo - (JI) + le2 ( (Jl - (J2) + ... kn( (In-I - (Jr.) (4) 

where (In is the phase of a semi-infinite unit slope commencing at In , 

k - (An - An-I) in nepers _ (An - An-I) in decibels (5) 
in - loge (.f n/ In-I) - 20 10glO (fn /1 n-l) • 

A separate summation must be made for each frequency at which the 
total phase is desired. 

Note the following: 
(a) That, as expected, adding or subtracting a constant amplitude 

to the characteristic does not affect the phase summation of (4). 
(b) That initial and final amplitudes need not be the same. 
(c) The amplitude need not approach a constant at high or low fre­

quencies but may have a constant slope extending to 1 = 0 or 00. This is 
common in electrical networks. A slope extending to 00 is covered by 
B(xc ) of (2). The phase of a slope extending to 0 can be read from the 
B(:cc) tables for the constant slope extending to co by reading the phase 
for Il.fo < 1 from Table IV designated 1 > 10 and the phase for 1011 < 1 
from Table III designated 1 < 10 (see Ref. 6, B.S.T .. L, p. 881). 

Complete step-by-step examples of summing phase using (4) and 
the tables of phase of a semi-infinite unit attenuation slope are given in 
Ref. 6. 

2.2 Phase Summation Using the Unit Attenuation Line Segment 

When the value of kn as given by (5) is substituted in (4), (4) can 
be rewritten as 

(J(I) = :t (A - A ) (In-I - (In 
n=I n n-I loge (l,jln-I) 

(6) 

where (An - An-I) is the change in amplitude or real part (nepers) on 
the straight line segment of the approximation to the amplitude charac­
teristic between In-I and In, and ((In-l - (In) Ilogc (In/ln-l) is the phase 
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contribution of a straight line segment of attenuation or real part 
having a one-neper change in amplitude between frequencies fn-l and 
fn and a constant amplitude below and above fn-l and fn , respectively. 
This line segment is identified in its position by the geometric mean of 
fn-l and fn , V/nfn-l and by a slope parameter, a, defined as the ratio of 
this geometric mean frequency to fn-l . 

The "unit line segment" was introduced by Bode (Ref. 5, Ch. XV, 
Charts V-IX), who gave graphical plots of the phase associated with 
this element as a function of Xe = fe/fo with (a) as a parameter. In a 
reasonably precise phase summation over a broad band of frequencies, 
using these charts involves a nonlinear interpolation between curves 
for different values of a. Therefore, it often proves easier to sum the 
phase using (4) and the semi-infinite slope charts or tables. 

However, in narrow-band problems at optical frequencies, the unit 
line segment is extremely useful in fast and accurate phase summation. 
A unit line segment for use with narrow bands is illustrated in Fig. 2. 
By virtue of the fact that logefl2/f = loge (f + ~fI2)/f = ~fI2/f12 when 
~f12 < 10-3fI2 , to better than the accuracy to which the amplitude 
data is likely to be known, a linear frequency plot of amplitude may be 
used. 

The phase of the unit line segment of Fig. 2 will be designated as <I> 

and will be identified in tabulation by its frequency width ~f and the 
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Fig. 2 - Unit attenuation line segment. 
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difference, AJ12 , between its geometric mean frequency J12 = vIM = 
(f1 + J2) /2 and f. 

U sing unit line segments having a phase contribution of tP, (6) can 
now be written 

()(f) = (AI - AO)cf>Ol + (A2 - A 1)<I>12 + ... (An - An-1)<I>(n-l)n (7) 

where cf>(n-1)n is the phase contribution of a unit attenuation line seg­
ment of width Af = fn - fn-1 and a Af12 of (fn-1 + fn) /2 - f. 

<I> is evaluated in the next section and tabulated in Table V for f12 = 106
• 

<I> is always positive for a positive slope and increases monotonically 
from 0 at f = 0 to a maximum at f = f]2 beyond which it decreases 
monotonically to 0 at f = 00. As a function of Af12 it has even symmetry 
about Aft2 = 0 so that 

cf>( Af12) = <I>( - A!t2). 

Note the restriction of Fig. 2 and of Table V that f12 = 106
• This 

restriction applies only if the initial and final values of the amplitude 
of the characteristic are not the same. If they are not the same, the 
problem must be expanded or contracted about f = 0 to a center 
frequency of 106 by multiplying all frequencies by the ratio of 106 to 
the center band frequency. If they are the same, then the problem can 
be linearly expanded or contracted about its center frequency to best 
fit the range of Af12 of Table V, and the phase will expand and contract 
to bear the same relationship to the magnitude. Proof that this is per­
missible will be given in Section 3.2. If the initial and final values are 
not the same, they can be made the same by truncating the main high-Q 
portion of the band from the rest of the band on a constant amplitude 
line. The phase of the truncated portion having equal initial and final 
amplitudes can then be summed using the permissible linear expansion 
or contraction of the band about its center frequency. The residue is 
then evaluated using the semi-infinite slope summation if the residue 
becomes a broadband problem. If the residue remains a narrow-band 
problem, the line segment summation may be used by expanding or 
contracting about f = 0 to make the center frequency equal 106

• In 
reassembling the problem and adding the phase of the two parts, the 
inverse frequency transformations must, of course, be made. 

An example of phase summation using the unit line segment phase of 
Table V in (7) will be given in Section 4.2. 

2.3 Phase Summation Using the Unit Wedge of Attenuation 

The unit wedge of attenuation is a convenient element for very ac­
curate narrow-band phase summation. Although it has been developed 
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primarily for use with an automatic computer, it is equally useful for 
rapid but less precise desk computer phase summation. 

The summation is limited to characteristics having equal initial and 
final amplitudes. If they are not equal they can be made so by the 
division of the problem into two problems by constant amplitude 
truncation as discussed in Section 2.2. 

Since it is assumed that An = A o , An and Ao can each be made 0 by 
subtracting a constant amplitude Ao from the amplitude characteristic. 
Equation (7) can then be written: 

O(f) = Al (<POI - <P12) + A 2 ( <P12 - <P23) + " . A n- l (<PCn-2)(n-l) - <PCn-l)n). 

Each of the terms of the above equation is a magnitude An multiplied 
by the phase difference of two unit line segments of the type illustrated 
in Fig. 2. The first line segment extends from f = n - 1 to f = nand 
the second from the terminal of the first at f = n to f = n + 1. If the 
widths 6.f of these two line segments are equal, they produce the "unit 
wedge of attenuation," which is the third type of amplitude element 
used in the numerical phase summation. In using this element the 
straight-line approximation is limited to equal frequency interval seg­
ments. Therefore, the hypothetical problem of Fig. 1 is no longer useful 
in the discussion and a new problem shown in Fig. 3 will be used. In 
Fig. 3 the amplitude characteristic is plotted on a linear frequency 
scale consisting of equally spaced intervals between frequencies which 
are designated as either f or n. The straight-line approximation is now 
obtained by taking exact values of A at even values of n on the true 

t 
« 

f= ODD VALUE OF FREQUENCY 
I AT WHICH .PHASE IS SUMMED 

An GIVEN FOR n EVEN 

I 

I LINE. SEGMENT, I 
f----~~~~-----~ 
I : 
I I 

I ! 

I I A6 
I //// 

A4// 

o I 2 3 4 5 6 7 8 9 10 n-2 n-I 

f OR n SUCCESSIVELY NUMBERED EQUAL INCREMENTS OF FREQUENCY 

Fig. 3 - Phase summation using wedge element. 
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amplitude characteristic. Since the accuracy of phase summation is 
greatest at the midfrequency of the straight line segments approximating 
the amplitude characteristic, phase will be summed at odd values of n. 
For rapid desk computing using a less accurate approximation, it may 
be desirable to take A's which lie off the true curve. This will be covered 
in Section 4.3. 

The total phase at f associated with the full magnitude characteristic 
of Fig. 3 is then given by the sum of the individual phases contributed 
by each successive line segment from A4 to A6 , A6 to As, ••• A n- 2 to 
An • Therefore, from (7) 

O(f odd) = (A6 - A 4)<PM12=5-f + (As - A 6)<PM12=7-f + ... 
+ (An-2 - A n- 4)<I>M12=(n-3)-1 + (An - A n- 2)<PM12=(n-1)-f 

and since the initial value A4 and the final value An are zero 

O(f odd) = A 6( <P6f!F5-1 - <l>M12=7-f) + ... 
+ A n-2 ( <l>M 12=n-3-1 - <PM 12=n-1-f) ( 8) 

L: An( <l>M12=n-U+l) - <PA!12=n-U+IH2) 
n even 

in which the <I>'s all have a ilf of 2. 
Eaeh term of (8) represents the phat;e due to a wedge of attenuation 

in the shape of an isosceles triangle having an amplitude An and a base 
width of 4 frequency intervals. The firt;t of such amplitude elements in 
Fig. 3 is defined by points (A = A4 = 0, f = 4), (A6, f = 6), and 
(A = 0, f = 8), the second by (A = 0, f = 6), (As, f = 8), and 
(A = 0, f = 10), etc. These amplitudes add to approximate the true 
curve. When the amplitude An is unity, this element is called a unit 
wedge of attenuation, and its phaEe contribution is designated by 'l'. 
'l' is identified by a subscript which is equal to 500 + its lower frequency 
line t;egment's il!t2 or by 500 + n - (f + 1). The 500 is added to 
n - (f + 1) to avoid negative subscripts in tabulation. Equation (8) 
can now be written 

O(f odd) = L: A n'l'500+n-(f+1) (9) 
n even 

where 

'l' is given in Table VI for 500 + n - (f + 1) even from 0 to 1000. In 
summing phase using (9) the center of the band of the problem is placed 
at n = 500. The band is then linearly expanded or contracted about 
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n = 500 to get a maximum number of amplitude evaluations consistent 
with the frequency range of the phase summation desired. With 'l' 
tabulated for 500 + n - (f + 1) even from 0 to 1000, the maximum 
and minimum permissible values off and n are related as follows 

500 + f + 1 > n > f + 1 - 500. 

Thus, for a low value of n cven = L and a high value of n evcn = H, the 
phase () at f can be summed only for odd values of f betweenf = H - 501 
andf = L + 499. 

The ease and accuracy of automatic computer summation of phase 
using the unit wedge tables and (9) will be demonstrated in Section 4.3. 
A fast and good phase summation using a less accurate straight-line 
approximation and a desk computer will also be illustrated. 

2.4 Requirements on the Complex Variable for the Numerical Method to be 
Applied 

A rigorous discussion of the requirements which must be met by a 
complex variable if the phase computed from its amplitude charac­
teristic is to represent its true phase is beyond the scope of this paper 
(see Ref. 5, eh. XIII). Briefly, it is required that the function be an 
analytic function of frequency in the right half p (p = iw) plane and 
that its real and imaginary components be even and odd functions of 
frequency, respectively, on the real frequency axis. 

Actually, if there is sufficient information available to rigorously 
determine the applicability of the method, the numerical phase sum­
mation technique will usually not be needed. Fortunately, when it is 
needed the phase summed by the numerical method almost always 
contains the desired information in spite of the fact that a portion of 
the phase referred to as nonminimum 5 phase may be missed in the 
summation. For instance, in a long electrical, optical, acoustical, or 
other transmission path, where a long path is defined as one in which 
the length is many multiples of the wavelength of the transmitted 
signal, there will be an integer multiple of 21r radians which will not be 
included in the phase summed by the techniques described. However, 
the phase summed will, in general, contain all of the phase nonlinearity, 
and in this type of problem the nonlinear phase is usually the phase of 
interest. Therefore, delay distortion in television transmission lines was 
successfully delay distortion equalized using phase data obtained by 
numerical phase summation based on the loss or absorption charac­
teristics of the lines. Also, in Bennett's He-Ne maser problem,9 the 
nonlinear phase in the truncated Gaussian line was obtained by nu-
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merical phase summation in spite of the fact that an integer multiple 
of 271" radians in the total phase was missed in the numerical summation. 

Similar situations exist with regard to nonminimum imaginary part 
complex variables where a portion of the imaginary component is 
missed in the summation. Here again, however, the minimum possible 
imaginary part associated with the real part which is obtained by the 
numerical summation, is usually of sufficient interest to make the 
summation valuable. 

There is one important type of nonminimum phase function for which 
the numerical summation may not be useful. A good example of such a 
function is an electrical bridge having zero transmission or infinite loss 
at a real frequency due to bridge balance. This violates the requirement 
that the function be analytic in the right half p plane. In this case, 
the phase summed may be the true phase or it may depart radically and 
nonlinearly from the true phase over a wide frequency band centered at 
the infinite loss frequency (Ref. 6, B.S.T.J., p. 896). By analogy to the 
electrical case, the application of the numerical phase summation to 
optical or other amplitude characteristics having infinite loss obtained 
by interference (as in an interferometer) or multilayer reflection inter­
ference should be approached with caution if not entirely avoided. 

2.5 Computation of Amplitude from Phase 

So far only the determination of phase from amplitude has been 
considered. The same technique and tables can be used for the reverse 
computation. However, since a constant amplitude does not change the 
phase, the amplitude determined from a given phase characteristic 
must contain an additional arbitrary constant. This is taken into 
account by considering the attenuation determined as the difference 
between the true attenuation and the attenuation at either zero or 
infinity. 

In the reverse computation the complex variable A + iB is replaced 
by either iw(A - Aoo + iB) or (A - Ao + iB)/iw. The multiplication 
by iw or its reciprocal has the effect of interchanging the real and 
imaginary components and their even and odd symmetry charac­
teristics. Thus in iw(A - Aoo + iB), the real component becomes -wB 
with even symmetry and the imaginary component becomes iw(A - Aoo) 
with odd symmetry. Similarly in (A - Ao + iB)/iw, the real compo­
nent becomes B / w with even symmetry and the imaginary component 
becomes -i(A - Ao)/w with odd symmetry. The transformed variables 
are then in suitable form for determining B from A using the same 
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formula and tables and the same techniques as were described for de­
termining A from B. It must be remembered, of course, that the values 
of A determined from the summation will include an arbitrary additive 
constant (Ref. 5, pp. 320-330). 

III. COMPUTATION OF PHASE TABLES 

3.1 Semi-Infinite Unit Slope Phase Computation 

The original tables of phase of a semi-infinite slope of Ref. 6 are 
adequate except for the very steep slopes which may occur at micro­
wave frequencies and frequently occur at optical frequencies. For 
instance, in the first optical problem to which they were applied, the 
delay distortion or time dispersion at the surface of a mirror/o the 
critical phase values fell within the final 60 of 9,640 tabulated values of 
phase in radians falling in the vicinity of x = fifo = 1.0. Therefore, 
the extension of the earlier tables is limited to values of fifo> 0.9999. 
In this region, the best expression for obtaining the phase B is given 
by Bode as 

where 

From (2) 

1 -; Xc 
Yc = 1 + xc; 

1 - Yc 
Xc = 1 + Yc' 

( 11) 

B(xc) = ~ [1 - Yc + ! (1 - Yc)3 + ... ] = _ ~ loge Yc (12) 
7r 1 + Yc 9 1 + Yc 7r 

to better than 2 X 10-14 radian for (1 - Yc) < 10-4
• 

Substituting (12) in (11) 

as 

and 

2(yc - 1) 
Yc ---? 1.0, loge Yc = Yc + 1 
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B( ) = ~ - ~ [1 - Yc I e(1 + YJ] 
Yc 4 1 + oge 1 . 

7r Yc - Yc 
(13) 

Equation (13) is good to 3 X 10-13 radian for Yc > 0.9999. This equation 
was used to compute B(yc) to 12 significant figures for 

Yc = .99990( .041) .99998( .055) .999995( .0 65) 

.999998( .062) .9999998( .061) 1.0. 

These values were then extended by the numerical integration technique 
described in Ref. 6 to obtain B(yc) for 

y c = .999900 ( .051) .999980 ( .0 65) .9999980 ( .062) 

.9999998( .0 61) 1.0. 

These values were then graphically interpolated to obtain 11 significant 
figure values of B(yc) for 

Yc = .999900( .051) .999980( .061) 

.9999998( .075) 1.0. 

These final values were rounded to 9 figures to obtain the values given 
in Table III. The odd symmetry of B(xc) about Xc = 1.0 was used to 
obtain Table IV in accordance with (3).* 

The initial 12-figure computations were good to ± 1 in the 12th 
figure. The maximum error in numerically integrating and graphically 
interpolating to 11 significant figures is estimated to be less than 5 
figures in the 11th figure. The nine-figure tables are, therefore, believed 
to be subject only to rounding errors in the last figure. 

In order to extend the range of use of Tables III and IV of this paper, 
values of B(xc) for Xc = .9970( .0001) .9999 from the Ref. 6 tables are 
included. 

3.2 Unit Attenuation Line Segment Phase Computation 

Fig. 2 shows a unit attenuation line segment meeting the restrictions 
that 11J12 < 10-3J12 and J12 = 106

• The phase associated with this ampli­
tude element will be designated as <P. It is determined by the difference 
between the phase of a positive semi-infinite slope beginning at A = 0 
at Jl and extending to infinity, passing through amplitude A = 1.0 at 

* Tables of phase functions are numbered the same as tables previously men­
tioned (Ref. 6). Therefore Tables I and II do not appear in this paper, since angles 
are given in radians only. Furthermore, additional tabulations in the present 
paper are numbered consecutively, even though the numbers sometimes duplicate 
table numbers used in illustrative examples in Ref. 6. 
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f2 and the phase of a semi-infinite slope of equal magnitude but opposite 
in sign beginning at A = 1.0 at f2 • In accordance with the definition of 
slope given by (5), the slope k of these semi-infinite slopes will be 

or 

k = A = 1.0 = 1 
loge f2/fl I iI2 + Lll/2 

oge fl2 - Llf 12 

11k = loge 1 + Llf 12fl2 = flf 
1 - Llf 12fl2 f12 

(14) 

to better than 1 in 1010 for the maximum value of Llf = 40 for which 
cp will be tabulated. Referring to Fig. 2, cP will therefore be given by: 

cP = k[BUlfl) - BUlf2)] (15) 

(10 6ILlf)[BUlfl) - BUlf~)]'f < fl (16) 

= (10
6
1 Llf) [BUllf) - BUlf2) ],112 > f > fl (17) 

in which the B's are the phases of semi-infinite unit slopes of attenua­
tion. <I> need be evaluated only for f < fl2 since <I> ( Llf12) = cp( - Llf12) as 
a result of the even symmetry of <I> about f = f12 . 

Referring to Fig. 2, when f < fl , f If I is given by 

flit = it - Llfl = 1 _ DiI = 1 _ Llfl2 - Llfl2 
fl iI 106 

and BUlfl) of (16) is read from Table III for f < fo. When f > fl' 
ftlf = 1 - [(LlfI2 - LlfI2)/l0 6

] and BUl/f) of (17) is read from Table 
IV for f > fo. Since f < fl2 < f2 ,flf2 = 1 - [(LliI2 + LlfI2)/l06

] and 
BUlf2) of (16) and (17) is always read from Table III for f < fo. 

Equations (16) and (17) and the approximations to fliI and flh 
above may be used to evaluate cP for Llf12 < 50, Llf < 40 to an accuracy 
of better than 0.0002 radian. This is sufficient since <I> is only given to 
0.001 radian in Table V. These equations were therefore used to 
compute <I> of Table V for Llfl2 = 0 (1) 50 for each of the following 
Llf's: 2, 4, 6, 10, 20, and 40. 

For LliI2 > 50, Llf < 40, and f < fl' (15) is used to compute <P. 
However, the B's are determined from (13) with Yc = YI = flfl' or 
Y c = Y2 = f Ih . Thus 

<I> = k[B(YI) - B(Y2)] 

= 2f12[1 - Y2 10ge e(l + Y2) _ 1 - Yl 10ge e(l + Yl)]. (18) 
'lrLlf 1 + Y2 1 - Y2 1 + YI 1 - YI 
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The error in <P as determined from (18) is less than 10-7 radian for 
Y12 = j 1ft 2 > .999, 13.f < 40. 
Referring to Fig. 2 

1 - Y2 = 1 - flf2 = 1 _ f2 - 13.f2 = 13.h 
f2 h 

1 + Y2 = 1 + h - 13.h = 2 (1 _ 13.h) 
/2 2f2 

1 - y, ~ X', 1 + y, ~ 2 (1 - ~~:) . 
Substituting in (18) 

!Jl = 2ft2 [ N, log 2e1, ( 1 
- U;) 

7r13.f 2f2 (1 - ~f:) e ah 

13.ft 2ef1 (1 - ~ffl)l 
----:-----.,....- log . I 
2ft (1 _ b..f1) e afl 

2f1 

(IH) 

and as shown in the Appendix, (19) can be reduced to: 

<I> = _1_ [13.f 1 2ef12 _ 13.f 1 2e[I2] _ 13.ft2 
7rb..f 2 oge af2 lOge aft 2nJ12 (20) 

(b..f < 40,1000 > af12 > 50). 

The error term b..fl2/27rf12 is only 1.6 X 10-4 radian for b..f12 = 1000. 
Since <I> in Table V is only given to 0.001 radian, this error term is 
dropped. <P as given in (20) can then be further reduced, as shown in 
the Appendix, to 

(21) 

loge 10 [ 2f12 b..ft b..f2] = -- loglO e + loglO - - - loglO - . 
7r af2 b..f af1 

(22) 

<I> was computed using (22) for af = 10 at b..!I2 = 50(2) 80(5) 160(10) 
300, and for b..f = 40 at b..f12 = 50(2) 100(5) 130. Five figures to the 
right of the decimal were retained in spite of the fact that the error 
term of (20) puts an error of as much as 5 in the last figure, since in 
deriving unit wedge phase from this data, for <P (b..!I2) differences of 
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A!I2 - A!I2' = 2, the difference error is moved out to 3 in the 7th figure. 
The computed data was then graphically interpolated to give <P for 
A/ = 10 at A/12 = 50(1) 300 and <I> for A/ = 40 at A/12 = 50(1) 130. 
The final data was rounded to 3 figures to the right of the decimal and 
is subject only to rounding errors. In tabulation, however, the A/ = 10 
values are tabulated for A/ ~ 20 at A/12 = 50(1) 130 and for A/ ~ 40 
at A/12 = 130( 1) 300. This introduces a maximum error for the tabulation 
of 0.0015 radian for A/ = 20, A/12 = 50 and 0.0011 radian for A/ = 40, 
A/12 = 130 to give a maximum percentage error in <P as tabulated 
between A/12'S of 50 and 300 of 0.05 per cent. 

For A/12 > 300 it is shown in the Appendix that (21) can be reduced 
to 

1 2/12 1 (A/)2 
<I> = ;;: loge A/12 + 2471" A/12 (23) 

(A/ < 40, 1000 > A/12 > 300) 

The error term (1/2471")(A1/A112)2 has a maximum at A/ = 40, 
A/12 = 300 of 2.3 X 10-4 and can be neglected. Equation (23) can then 
be written for J12 = 106 

-'" - loge 10 (60 I Ah2) 
'±' - -71"- . - OgIO 2 

(24) 

(AJ < 40, 1000 > AJ12 > 300). 

Equation (24) was used to compute <I> for AJ ~ 40 at AJ12 = 300(10) 
1000 as tabulated in Table V. 

One other source of error must be considered. In using the tables the 
actual center of the line segment being summed will not be at J12 = 106 

but may depart from this by half the band spread of the problem. For 
a band of 103 this will be 500. Equation (23) may be used to evaluate 
this error. It will be given by 

Max J12 ~ 106 error = ! loge :J
1

12 - ! loge 2J12A~ 500 
71" u 12 71" 12 

1 I 2J12 500 10-4 d· 
= ;. oge 2h2 ± 500 = ± 271" J12 < ra Ian 

which is acceptable for our tabulation. 
Recapitulating, the Table V phase values may be considered to be 

reliable to ±0.002 radian or less than 0.1 per cent, which is better than 
the amplitude approximations which are usually used for the unit 
attenuation line segment phase summation. 
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The reason for the restriction on center-band frequency in line seg­
ment phase summation when the initial and final amplitudes are not 
the same is now apparent. f12 appears as a factor term in all equations 
for <1>. Since ct> was computed for f12 = 106

, the problem must be trans­
formed to a center frequency of 106 by multiplying all frequencies by 
the ratio of 106 to the actual center frequency. This does not change 
the attenuation-phase relationship, since all frequency terms in the ct> 
expression appear as ratios. 

N ow consider the problem when the initial and final amplitudes are 
the same, as shown in the hypothetical problem of Fig. 4. Note that the 
entire amplitude characteristic can be constructed of trapezoidal ele­
ments by successive constant amplitude truncations. A typical element 
is abed. Its phase at f is given by the sum of the phases of the two line 
segments ab and ed. Thus: 

(25) 

and from (21) 

( ! ) (Llf ) - 1 [1 2eh2 Llh 1 Llh 
<I> Ll 12 - ct> 34 -:; oge Llh - Afa oge Ah 

I 2ef34 + Llh 1 Llf4] 
- oge Af4 Afb oge Af3 

1 [1 2eh2 Llf4 
=:; oge Llf2 2e(!12 + F) 

Llf1 Llh Llh Llf4] 
- Afa loge Ah + Afb loge Af3 

(26) 

1 [ Llf4 Llh Llh 
=:; loge Llf2 - Ll!a loge A!l 

Llh Llh] F + Afb loge Llf3 - 7rf12' 

F If12 < 10-3 by the narrow-band limitation of our problem, w the second 
term of (26) is less than 0.0003 radian, which is negligible. Note that 
f12 has disappeared from the first term and that the phase is now de­
pendent only upon ratios of linear frequency intervals. Although! was 
chosen <f1 in obtaining (26), the dependence of ct>(Ll!12) - <I>(Llh4) on 
ratios of linear frequency intervals only, can be shown for all values of f. 
The problem can, therefore, be linearly expanded or contracted about 
its center frequency to best fit the range of tabulated values of ct> with-
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t i-Llfa-1 r-Llfb-1 
<{ I -L--r 

I I I 

I 
IAab=-Acd 

I 
d -L. 

~---.~=---~--~~--------~------~--~~~~~--­
o 

LINEAR FREQUENCY, f, F < 1O-3 f 12 

Fig. 4 - Line segment phase summation. 

out changing the attenuation-phase relationship, as noted earlier III 

Section 2.2. 

3.3 Unit JVedge Phase Computation 

The phase contribution of a unit wedge of attenuation is given by 
(10) as 

where 11f = 2 for both <I>'s and nand f are even and odd integers respec­
tively. If f of (10) is n + b then 

(27) 

If f of (10) is n - b then 

(28) 

Because of the even symmetry of cp about f = f12 and therefore about 
6.:h.2 = f - f12 = 0, 

and 

Therefore, from (27) and (28) 

'fr 499--b = - 'fr 499 +b • (29) 
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'lr600+ n-Cf+1) for 500 + n - (j + 1) even from 500 to 600 was computed 
using the II-figure tables of B(xc ) - before reduction to 9 figures for 
tabulation - to compute the <I> values needed in (10). The cI> values 
were computed in accordance with the procedure given in Section 3.2 
for <I> (b.j < 40, b.j12 < 50). The extension of this cI> computation to 
b.j12 = 100 is permissible because of the small value of b..f = 2. The 
use of II-figure tables of B(xc ) good to only five in the final figure is 
permissible because small differences (b.f = 2) in this table are good 
to at least one more significant figure. The final figure in the tabulated 
values of 'lr depends upon differences in the 11th figure in B(xc ). They 
are, therefore, estimated to be good to better than ±2 in the last figure. 

'lr600+ n-Cf+1) for 500 + n - (J + 1) even from 600 to 1000 was computed 
using 5 decimal figure values of cI> computed before rounding for tabula­
tion in accordance with the procedure given in Section 3.2 for 1000 > 
b.fl~ > 50. In accordance with the discussion of the reliability of these 
computations in Section 3.2, the resultant 5-decimal figures of 'lr are 
estimated to be reliable to better than ±2 in the final figure. Values of 
'lr500+ n-u+1) for 500 + n - (f + 1) < 500 were obtained from the 
values for 500 + n - (f + 1) ~ 500 using (29). 

Table VI, giving 'lr500+n-U+1) for 500 + n - (f + 1) even from 0 to 
1000 to 5 decimal figures, was tabulated using the above data. 

IV. EXAMPLES OF PHASE SUMMATION 

4.1 Semi-Infinite Unit Slope Phase Summation 

Summation of phase using the semi-infinite slope of attenuation is 
described in Section 2.1 and fully illustrated in Ref. 6. Therefore, an 
actual numerical summation is not considered necessary here. 

4.2 Unit Line Segment Phase Summation 

A part of the truncated Gaussian problem solved for Bennett9 will 
be used to illustrate unit line segment phase summation. Fig. 5(a) shows 
the top portion of a Gaussian amplitude characteristic, A, normalized 
to a peak amplitude of unity and truncated at A = 0.712 and A = 0.5. 

The characteristic has a half width at half maximum of 800 mc, 
corresponding to the full Doppler width at half maximum for neon 
atoms at the temperature of the He-Ne optical maser. It has a center 
frequency of approximately 2.6 X 1014 cps, corresponding to the fre­
quency of oscillation of the maser. Since the ratio of the bandwidth to 
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center frequency is ten orders of magnitude smaller than the narrow­
band requirement, and the initial and final amplitudes of the truncated 
section are the same, a linear frequency summation scale was chosen 
for convenience in unit line segment summation as shown on Fig. 5(a). 

The phase wanted is the phase due to that portion of the Gaussian 
lying between A = 0.5 and A = 0.712. Since the two sides of this area 
which are defined by the Gaussian are essentially straight lines, the 
characteristic was approximated by the two straight lines, ae and e' e, 
and the three constant amplitude lines A = 0.712 from e to e', A = 0.5 
from iT = 0 to i = 0, and A = 0.5 from i = 80 to iT = 00. This ap­
proximation was then broken into four line segments, ab, be, e'd, and de. 
The desired phase is then given by (7) as 

e(f) = (Ab - Aa)cJlab + (Ae - Ab)cJlbe + (Ad - Ae' )cJle'd + (Ae - A d)cJld6 

and since 

(Ab - Aa) = (Ae - A b) 

= 0.106 neper, 

(J(f) = 0.106[cJlab + cJlbc - cJle'd - cJlde] radians. 

From Fig. 5, b.f = 6 for all the line segments, and 

ab has a center frequency of 3 and its b.i12 = I (3 - f) I, 
be has a center frequency of 9 and its b.i12 = I (9 - i) I, 

e'd has a center frequency of 71 and its b.i12 = I (71 - i) I, 
de has a center frequency of 77 and its b.f12 = I (77 - i) I. 

(30) 

Table VII gives the entire tabulation and phase summation of (30). 
The first column gives frequency, i, at which phase is to be summed. The 
second column gives b.i12 for line ab at each value of i, and the third 
column gives cJlab for I).f = 6 from Table V for each value of I).f12 at f. 
This is repeated for cJlbc , cJlc'd, and cI>de • Note the orderly recurrence of 
values of cI>, which made for easy tabulation. 

A desk computer was used to sum the four unit line segment phase 
contributions horizontally [cJlc1d and cI>de negatively from (30)] and then 
multiply the sum by 0.106 to get (J(f) of the last column in radians. This 
summed phase is plotted as B on Fig. 5(b). The precision of the summa­
tion is demonstrated by the smoothness of the data. 

The ease of the computation is illustrated by the fact that the ap­
proximation and phase summation was completed in one hour. 
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4.3 Unit Wedge Phase Summation 

The quantum-mechanically derived expression for the complex di­
electric constant, E = El - iE2 , will be used to illustrate phase summation 
using the unit wedge for three reasons. 

First, E is defined by a Lorentzian whose real and imaginary parts 
are known. Phase summation of E can therefore be checked against 
known data. Secondly, it is derivable from the classical equation for a 
damped harmonic oscillator which occurs repeatedly in science and 
engineering.l1 Finally, the real part of E is summed from the imaginary 
part and serves to illustrate the reverse summation discussion in Section 
2.5. 

The formula for complex dielectric constant given by Van Vleck 
(Ref. 7, p. 644) can be written as the sum of two Lorentzians as follows 

E - 1 = A - :i { v + v } (31) 
2 (v - va) - iAv (v + va) - iAv 

where v = frequency (f), Av = half bandwidth at I E - 1 I = 0.5 
maximum, and A is a constant. 

For a narrow band about Vo only the first term of (31) is important 
and (31) can therefore be written 

E - 1 = A _ Ava { 1 } 
2 (v - va) - iAv . 

(32) 

From (31), A is seen to be EO - 1 where EO = E(V = 0). Substituting 
for the isolated A term in (32), and separating into real and imaginary 
parts (32) becomes 

( ) . Ava [ (va - v) . Av ] ( ) 
El - EO - U2 = 2 (v _ VO)2 + AV2 - '" (v _ V02)2 + Av2 · 33 

It is desired to obtain refraction from absorption, and the absorption 
term is in the imaginary part of (33). Therefore real and imaginary 
must be reversed by multiplying by iw or i27rv as discussed in Section 
2.5. Since 27rV is effectively constant across a narrow band, (33) need 
only be multiplied by i to obtain 

.( ) Ava [AV . va - v ] 
E2 + '" El - EO = 2 (v _ va) 2 + AV2 + '" (v - va) 2 + AV2 . (34) 

Multiplying (34) by 1/ A€ where AE = Avo/2Av, a constant which does 
not change the real-imaginary relationship, (34) becomes 
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~ + i (El - EO) = 6.l + i 6.v (VO - V) (35 ) 
Ae AE (v - voP + Av2 (v - VO)2 + 6.v2 • 

Van Vleck plots (Ed 6.E)27r 10glO e and (El - EO) / 6.E in his atmospheric 
absorption study at microwave frequencies (Ref. 7, Fig. 8.2). Equation 
(35) is also identical with the expression for the impedance of a parallel 
RLC circuit having a half width of 6.f which shows the recurrence of 
the damped harmonic oscillator problem noted above. 

The real and imaginary parts of (35), hereafter designated as A and 
B, respectively, were arithmetically computed to four significant figures 
for Vo = 106,6.v2 = 103• A and B are plotted in Fig. 6(a) on anf (also n) 
scale chosen for summation convenience in summing by (9). Because of 
the even and odd symmetry of A and B respectively about the center 
frequency, only half of the curves are shown. 

Amplitude A data for phase summation were taken for n even from 
250 to 750 from the four figure computed values of A. However A was 
cut off linearly from A = 0.016 at n = 258 to A = 0 at n = 250, even 
though A was decreasing very slowly for n < 250. In accordance with 
Section 2.3, phase can then be summed between f = 249 and 749 odd. 
Equation (9) then becomes 

750 

B(f = 249 to 749 odd) L An'lt500+n-Cf+l) (36) 
n=250 
even 

B(f) of (36) was summed on the 7090 computer. 
The difference between B(!) summed and four-figure B(f) computed 

from (35) are plotted as the "Error in Radians - Precision Summa­
tion" in Fig. 6(b). The maximum error between f = 419 and 499 is only 
0.001 radian. For f < 419, the error gradually increases. This is due to 
the arbitrary cutoff of A at n = 250 noted above. If a correction is made 
for this cutoff, the error at f = 369 drops from point a = +0.0022 
radian to point b = 0.0002 radian [see Fig. 6(b)1. This shows that the 
potential overall accuracy of the phase summation is equal to the ac­
curacy of the amplitude data. 

In order to illustrate the accuracy of an order of magnitude poorer 
approximation to A, the summation frequency scale was reduced by a 
factor of 10 to the scale for for n marked "Desk Computer Summation." 
Now A changes an order of magnitude more in frequency interval of 
Llr = 2 then on the precision f or n scale. Therefore a better approxi­
mation to A is sometimes obtained by taking straight line terminal 
points off the true A curve. The points selected are indicated and 
several of the resultant line segments making up the approximation are 
shown in dotted lines. 
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The summation performed was 
520 

8(f = 491 to 499 odd) L AnW500+n-U+l) • 
n=480 
even 

This summation required 30 minutes with a desk computer and pro­
duced the good approximation to the true phase shown on Fig 6(a). 

V. VALUE OF THE NUMERICAL PHASE SUMMATION TECHNIQUE 

A knowledge of the imaginary as well as the real part of experimentally 
observed physical phenomena adds a new dimension to the under­
standing of the phenomena especially when the physical mechanisms 
involved are only partially understood. Consider for instance the 
difficulty of solving the time dispersion of reflection at the surface of a 
mirror as discussed in Ref. 9. This problem was easily solved using the 
phase tables, with no need for a quantitative knowledge of the physical 
mechanisms involved. 

When the phenomena can be represented by a Lorentzian or Gaussian, 
as is often the case, the numerical solution of phase is not necessary. 
For instance a Lorentzian approximation to the common-base current 
gain of a transistor revealed that the high common-emitter current gain 
is obtained at the price of a corresponding loss in frequency band.12 

However this approximation was not good enough for later study of 
VHF transistors. Here a knowledge of the numerical relationship be­
tween amplitude and phase made possible an understanding of current 
gain and phase from simple amplitude measurements only. The results 
not only prove good for all types of junction transistors but also reveal 
rather than require information on the gradient of the base layer impu­
rity distribution. I3 And the computations of delay distortion mentioned in 
the introduction, although theoretically possible, would have been 
extremely difficult without a knowledge of the numerical computation 
of phase. 

Finally, consider the potential range of usefulness of the phase tables. 
It is believed that the phase tables presented in Ref. 6 combined with 
the phase tables of this paper are sufficient to sum the phase of any 
minimum phase function occurring in any area of the physical or 
engineering sciences and in any part of the frequency spectrum. 
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APPENDIX 

Equation (19) of Section 3.2 is reduced to (20) as follows: leaving 
out the coefficient 2f12/rrAf and treating only the portion in brackets 

[ 

j),f, log 2ef, ( 1 - UD 
2h (1 _ A.h) e IJ..f2 

2f2 
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= _1_ [b. f2 loge 2e!I2 _ b.fl loge 2e!I2] _ b.f122 X b.f 
7rb.f b.f2 .6.fl 27r.6.ffI2 b.f12 

(b.f < 40, 1000 > b.!I2 > 50) 

= _1_ [b.f I 2ef12 _ b.f I 2ef12] _ b.f12 
7r.6.f 2 oge b.f2 lOge .6.fl 27r f12 

(b.f < 40, 1000 > .6.!I2 > 50) 

which is the value of cf> given in (20). The first term of (20) can be 
further reduced as follows 



PHASE COMPUTATION AT OPTICAL FREQUENCIES 665 

_1_ [.1J 1 2ef12 - .1f 1 2ef12 J 
7r.6.f 2 oge .1f2 lOge .1h 

= _1_ [(.1 f + .1f) 1 2ef12 - .1f 1 2ef12J 7r.1f 1 oge .1/2 lOge .6.h 

- 1 \.1f 1 2eh2 .6.f I 2eh2 X .1/2 J 
- 7r.1f oge .1f2 - l

oge.1h 2ef12 

_ 1 [1 2ef12 .1h I .1f2J 
-;. oge .1f2 - .1f oge .1h 

which is the value of 1> given in (21). 
Equation (21) can be still further reduced for .1f12 > 300 as follows. 

Leaving the factor 1/7r and taking only the bracketed terms of (21) 

1 2e[I2 _ .1h 1 .1h 
oge.6./2 .6.f oge .1h 
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which when mUltiplied by 1/7T" becomes 

1 1 2f12 + 1 (Af )2 
;; oge Aft2 247T" Aft2 

which is the expression for <I> in (23). 
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TABLES III AND IV - TABLES OF PHASE OF A 

SEMI-INFINITE UNIT ATTENUATION SLOPE 

f/fo or fo/f Table III f < fo B in 
Radians 

Table IV f > fa Bin 
Radians 1st Difference 

.999 700 0.784 4618 0.786 3346 .04281 710 4898 3065 282 720 5180 2783 283 730 5464 2500 284 740 5748 2216 286 

.999 750 0.784 6033 0.786 1930 .04287 760 6320 1643 288 770 6608 1355 289 780 6898 1066 291 790 7189 0775 293 

.999 800 0.784 7481 0.786 0482 .04294 810 7775 0188 295 820 8071 0.785 9893 298 830 8368 9595 299 840 8668 9296 302 

.999 850 0.784 8969 0.785 8994 .04303 860 9273 8691 306 870 9578 8385 308 880 9886 8077 311 890 0.785 0197 7766 314 

.999 900 0.785 0510 79 0.785 7452 48 .0 53154 901 0542 33 7420 94 
902 0573 91 7389 36 58 
903 0605 51 7357 75 61 
904 0637 15 7326 11 64 

67 
.999 905 0.785 0668 83 0.785 7294 44 .053171 906 0700 53 7262 73 

907 0732 27 7230 99 74 
908 0764 05 7199 22 77 
909 0795 86 7167 41 81 

84 
.999 910 0.785 0827 70 0.785 7135 57 .0 53188 911 0859 58 7103 69 

912 0891 50 7071 77 92 
913 0923 45 7039 82 95 
914 0955 44 7007 83 99 

3202 
.999 915 0.785 0987 46 0.785 6975 81 .0 53207 916 1019 52 6943 74 

917 1051 62 6911 64 10 
918 1083 76 6879 50 14 
919 1115 94 6847 33 17 

22 
.999 920 0.785 1148 16 0.785 6815 11 .053226 921 1180 41 6782 85 

922 1212 71 6750 56 29 
923 1245 05 6718 22 34 
924 1277 43 6685 84 38 

42 
.999 925 0.785 1309 85 0.785 6653 42 .0 53246 926 1342 31 6620 96 

927 1374 82 6588 45 51 
928 1407 37 6555 90 55 
929 1439 96 6523 31 59 

64 

667 



TABLES III AND IV - Continued 

fifo or foIf Table lUi < fa B in 
Ra ians 

Table IV f > fa B in 
Radians 1st Difference 

.999 930 0.785 1472 60 0.785 6490 67 
.053269 931 1505 28 6457 98 

932 1538 01 6425 25 73 
933 1570 79 6392 48 77 
934 1603 62 6359 65 83 

87 
.999 935 0.785 1636 49 0.785 6326 78 

.0 53292 936 1669 41 6293 86 
937 1702 38 6260 89 97 
938 1735 40 6227 87 3303 
939 1768 48 6194 79 08 

13 
.999 940 0.785 1801 60 0.785 6161 67 

.0 53318 941 1834 78 6128 49 
942 1868 01 6095 26 23 
943 1901 30 6061 97 29 
944 1934 64 6028 63 34 

40 
.999 945 0.785 1968 04 0.785 5995 23 .053346 946 2001 50 5961 77 

947 2035 02 5928 25 52 
948 2068 59 5894 68 57 
949 2102 23 5861 04 G4 

70 
.999 950 0.785 2135 93 0.785 5827 34 

.0 53377 951 2169 69 5793 57 
952 2203 52 5759 75 82 
953 2237 42 5725 85 90 
954 2271 38 5691 89 96 

3403 
.999 955 0.785 2305 41 0.785 5657 86 

.0 53411 956 2339 51 5623 75 
957 2373 69 5589 58 17 
958 2407 94 5555 33 25 
959 2442 2(3 5521 00 33 

40 
.999 960 0.785 2476 67 0.785 5486 60 .053448 961 2511 15 5452 12 

962 2545 71 5417 56 56 
963 2580 36 5382 91 65 
964 2615 09 5348 18 73 

82 
.999 965 0.785 2649 91 0.785 5313 36 .053492 966 2684 83 5278 44 

967 2719 83 5243 44 3500 
968 2754 93 5208 33 11 
969 2790 14 5173 13 20 

30 
.999 970 0.785 2825 44 0.785 5137 83 .053541 971 2860 85 5102 42 

972 2896 37 5066 90 52 
973 2932 01 5031 26 64 
974 2967 76 4995 51 75 

88 
.999 975 0.785 3003 63 0.785 4959 63 .053600 976 3039 63 4923 63 

977 3075 77 4887 50 13 
978 3112 04 4851 23 27 
979 3148 46 4814 81 42 

57 

668 



TABLES III AND IV - Continued 

fifo or fo/f Table III f < fo B in 
Radians 

Table IV ~ > fo B in 
Ra ians 1st Difference 

.999 9800 0.785 3185 03 0.785 4778 24 
.050367 01 3188 69 4774 57 

02 3192 36 4770 91 67 
03 3196 03 4767 24 67 
04 3199 70 4763 57 67 

67 
.999 9805 0.785 3203 37 0.785 4759 90 .050367 06 3207 05 4756 22 

07 3210 72 4752 55 68 
08 3214 40 4748 87 68 
09 3218 08 4745 19 68 

68 
.999 9810 0.785 3221 76 0.785 4741 51 

.050368 11 3225 44 4737 83 
12 3229 12 4734 15 68 
13 3232 81 4730 46 69 
14 3236 50 4726 77 69 

69 
.999 9815 0.785 3240 18 0.785 4723 08 .050369 16 3243 87 4719 39 

17 3247 57 4715 70 69 
18 3251 26 4712 01 69 
19 3254 96 4708 31 70 

70 
.999 9820 0.785 3258 65 0.785 4704 61 .050370 21 3262 35 4700 92 

22 3266 05 4697 21 70 
23 3269 76 4693 51 70 
24 3273 46 4689 81 70 

71 
.999 9825 0.785 3277 17 0.785 4686 10 .0 50371 26 3280 88 4682 39 

27 3284 59 4678 68 71 
28 3288 30 4674 97 71 
29 3292 01 4671 26 71 

72 
.999 9830 0.785 3295 73 0.785 4667 54 .050372 31 3299 44 4663 82 

32 3303 16 4660 11 72 
33 3306 88 4656 38 72 
34 3310 61 4652 6G 72 

73 
.999 9835 0.785 3314 33 0.785 4648 94 .050373 36 3318 06 4645 21 

37 3321 79 4641 48 73 
38 3325 52 4637 75 73 
39 3329 25 4G34 02 73 

73 
.999 9840 0.785 3332 99 0.785 4630 28 .050374 41 3336 72 4G2G 54 

42 3340 46 4622 81 74 
43 3344 20 4G19 07 74 
44 3347 95 4615 32 74 

74 
.999 9845 0.785 3351 69 0.785 4611 58 .0 50375 46 3355 44 4607 83 

47 3359 19 4604 08 75 
48 3362 94 4600 33 75 
49 3366 G9 4596 58 75 

76 

669 



TABLES III AND IV - Continued 

fifo or folf Table III f < fa B in 
Radians 

Table IV l > fa B in 
Ra ians 1st Difference 

.999 9850 0.785 3370 45 0.785 4592 82 
.0 50376 51 3374 20 4589 06 

52 3377 96 4585 31 76 
53 3381 72 4581 54 76 
54 3385 49 4577 78 76 

77 
.999 9855 0.785 3389 25 0.785 4574 01 

.050377 56 3393 02 4570 25 
57 3396 79 4566 48 77 
58 3400 57 4562 70 77 
59 3404 34 4558 93 77 

78 
.999 9860 0.785 3408 12 0.785 4555 15 

.0 50378 Gl 3411 90 4551 37 
62 3415 G8 4547 59 78 
G3 3419 4G 4543 81 78 
64 3423 25 4540 02 79 

79 
.999 9865 0.785 3427 04 0.785 4536 23 

.0 50379 G6 3430 83 4532 44 
67 3434 G2 4528 65 79 
G8 3438 42 4524 85 80 
69 3442 22 4521 05 80 

80 
.999 9870 0.785 3446 02 0.785 4517 25 

.050380 71 3449 82 4513 45 
72 3453 62 4509 64 81 
73 3457 43 4505 84 81 
74 3461 24 4502 02 81 

81 
.999 9875 0.785 3465 06 0.785 4498 21 

.0 50382 7G 3468 87 4494 40 
77 3472 69 4490 58 82 
78 3476 51 4486 76 82 
79 3480 33 4482 93 82 

83 
.999 9880 0.785 3484 16 0.785 4479 11 

.0 50383 81 3487 99 4475 28 
82 3491 82 4471 45 83 
83 3495 65 4467 61 83 
84 3499 49 4463 78 84 

84 
.999 9885 0.785 3503 33 0.785 4459 94 

.0 50384 86 3507 17 445G 10 
87 3511 02 4452 25 84 
88 3514 87 4448 40 85 
89 3518 72 4444 55 85 

85 
.999 9890 0.785 3522 57 0.785 4440 70 

.050386 91 3526 43 4436 84 
92 3530 29 4432 98 86 
93 3534 15 4429 12 86 
94 3538 01 4425 25 87 

87 
.999 9895 0.785 3541 88 0.785 4421 39 

.050387 96 3545 75 4417 51 
97 3549 63 4413 64 87 
98 3553 50 4409 76 88 
99 3557 39 4405 88 88 

88 

670 



TABLES III AND IV - Continued 

fifo or folf Table III ~ < fa B in 
Ra ians 

Table IV ~ > fa B in 
Ra ians 1st Difference 

.999 9900 0.785 3561 27 0.785 4402 00 
.0 50388 01 3565 16 4398 11 

02 3569 05 4394 22 89 
03 3572 94 4390 33 89 
04 3576 84 4386 43 89 

90 
.999 9905 0.785 3580 74 0.785 4382 53 

.050390 06 3584 64 4378 63 
07 3588 55 4374 72 91 
08 3592 46 4370 81 91 
09 3596 37 4366 90 91 

92 
.999 9910 0.785 3600 29 0.785 4362 98 .050392 11 3604 21 4359 06 

12 3608 13 4355 14 92 
13 3612 06 4351 21 93 
14 3615 99 4347 28 93 

94 
.999 9915 0.785 3619 93 0.785 4343 34 .050394 16 3623 87 4339 40 

17 3627 81 4335 46 94 
18 3631 76 4331 51 95 
19 3635 71 4327 56 9.1j 

95 
.999 9920 0.785 3639 66 0.785 4323 61 

.0"0396 21 3643 62 4319 65 
22 3647 58 4315 69 96 
23 3651 55 4311 72 97 
24 3655 52 4307 75 97 

97 
.9U9 9925 0.785 3659 49 0.785 4303 77 .0"0398 2G 3663 47 4299 80 

27 3667 46 4295 81 98 
28 3671 44 4291 82 99 
29 3675 44 4287 83 99 

0400 
.U!)!) 9930 0.785 3679 43 0.785 4283 84 .0 50400 31 3683 43 4279 83 

32 3687 44 4275 83 01 
33 3691 45 4271 82 01 
34 3695 46 4267 80 02 

02 
.999 9935 0.785 3699 48 0.785 4263 78 .0 50102 3G 3703 51 4259 76 

37 3707 54 4255 73 03 
38 3711 57 4251 69 03 
39 3715 61 4247 65 04 

05 
.999 9940 0.785 3719 66 0.785 4243 61 .0 50405 41 3723 71 4239 56 

52 3727 77 4235 50 06 
43 3731 83 4231 44 06 
44 3735 89 4227 37 07 

07 
.999 9945 0.785 3739 97 0.785 4223 30 .050408 46 3744 05 4219 22 

47 3748 13 4215 14 08 
48 3752 22 4211 05 09 
49 3756 32 4206 95 10 

10 

671 



TABLES III AND IV - Continued 

fifo or foIf Table III f < fo B in 
Radians 

Table IV ~ > fo B in 
Ra ians 1st Difference 

.999 9950 0.785 3760 42 0.785 4202 85 
.0 50411 51 3764 53 4198 74 

52 3768 65 4194 62 12 
53 3772 77 4190 50 12 
54 3776 90 4186 37 13 

14 
.999 9955 0.785 3781 03 0.785 4182 24 

.050414 56 3785 18 4178 09 
57 3789 33 4173 94 15 
58 3793 48 4169 78 16 
59 3797 65 4165 62 17 

17 
.999 9960 0.785 3801 82 0.785 4161 45 

.0 50418 61 3806 00 4157 26 
62 3810 19 4153 08 19 
63 3814 39 4148 88 20 
64 3818 60 4144 67 21 

22 
.999 9965 0.785 3822 81 0.785 4140 46 

.0 50422 66 3827 04 4136 23 
67 3831 27 4132 00 23 
68 3835 51 4127 76 24 
69 3839 76 4123 50 25 

26 
.999 9970 0.785 3844 03 0.785 4119 24 

.0 50427 71 3848 30 4114 97 
72 3852 59 4110 68 28 
73 3856 88 4106 39 29 
74 3861 19 4102 08 31 

32 
.999 9975 0.785 3865 51 0.785 4097 7() 

.0 50433 76 3869 85 4093 42 
77 3874 19 4089 08 35 
78 3878 55 4084 72 36 
79 3882 93 4080 34 37 

39 
.999 9980 0.785 3887 32 0.785 4075 95 

.050441 81 3891 72 4071 55 
82 3896 14 4067 12 42 
83 3900 58 4062 68 44 
84 3905 04 4058 23 46 

48 
.999 9985 0.785 3909 52 0.785 4053 75 

.050450 86 3914 02 4049 25 
87 3918 54 4044 72 52 
88 3923 09 4040 18 55 
89 3927 67 4035 60 57 

60 
.999 9990 0.785 3932 27 0.785 4031 00 

.0 50463 91 3936 90 4026 37 
92 3941 57 4021 69 G7 
93 3946 28 4016 98 71 
94 3951 04 4012 23 76 

81 
.999 9995 0.785 3955 85 0.785 4007 42 

.050487 96 3960 72 4002 55 
97 3965 68 3997 59 96 

0506 
.999 99980 0.785 3970 74 0.785 3992 53 

.0 50259 985 3973 32 3989 94 
990 3975 96 3987 30 64 
995 3978 68 3984 58 72 

95 
1.000 00000 0.785 3981 63 0.785 3981 63 
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TABLE V - cI> IN RADIANS FOR LINE SEGMENT, 

A, OF 1 NEPER; h2 = 106 CPS 

l1j = 2 111 = 4 111 = 6 111 = 10 l1f = 20 

4.936 4.716 4.587 4.424 4.204 
4.716 4.674 4.569 4.418 4.202 
4.412 4.496 4.510 4.398 4.197 
4.275 4.296 4.366 4.363 4.189 
4.180 4.192 4.214 4.307 4.177 

4.108 4.115 4.128 4.204 4.162 
4.050 4.054 4.062 4.097 4.142 
4.000 4.003 4.007 4.032 4.116 
3.957 3.960 3.964 3.980 4.086 
3.920 3.922 3.925 3.937 4.046 

3.886 3.888 3.890 3.900 3.983 
3.856 3.857 3.859 3.867 3.919 
3.828 3.829 3.831 3.837 3.876 
3.802 3.803 3.805 3.810 3.841 
3.778 3.779 3.781 3.785 3.811 

3.756 3.757 3.758 3.762 3.784 
3.736 3.736 3.738 3.741 3.760 
3.716 3.717 3.718 3.721 3.737 
3.698 3.699 3.700 3.703 3.716 
3.682 3.682 3.682 3.685 3.697 

3.665 3.666 3.666 3.668 3.679 
3.650 3.650 3.650 3.652 3.662 
3.634 3.635 3.635 3.637 3.646 
3.620 3.620 3.621 3.623 3.631 
3.606 3.607 3.607 3.609 3.616 

3.594 3.594 3.594 3.596 3.603 
3.582 3.582 3.582 3.583 3.590 
3.570 3.570 3.570 3.571 3.577 
3.558 3.558 3.558 3.559 3.565 
3.546 3.547 3.547 3.548 3.553 

3.536 3.536 3.536 3.537 3.542 
3.525 3.526 3.526 3.527 3.531 
3.516 3.515 3.516 3.516 3.520 
3.506 3.506 3.506 3.507 3.510 
3.496 3.496 3.496 3.497 3.501 

3.487 3.487 3.487 3.488 3.491 
3.478 3.478 3.478 3.479 3.482 
3.469 3.469 3.469 3.470 3.473 
3.460 3.460 3.461 3.461 3.464 
3.452 3.452 3.452 3.453 3.456 

3.444 3.444 3.444 3.445 3.448 
3.436 3.436 3.436 3.437 3.440 
3.429 3.429 3.429 3.429 3.432 
3.421 3.422 3.421 3.422 3.424 
3.414 3.414 3.414 3.414 3.417 

3.407 3.407 3.407 3.407 3.409 
3.400 3.400 3.400 3.400 3.402 
3.393 3.393 3.393 3.394 3.395 
3.386 3.386 3.386 3.387 3.389 
3.380 3.380 3.380 3.380 3.382 
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l1f = 40 

3.983 
3.983 
3.981 
3.979 
3.977 

3.973 
3.968 
3.963 
3.957 
3.950 

3.941 
3.932 
3.922 
3.910 
3.897 

3.882 
3.866 
3.847 
3.826 
3.800 

3.762 
3.725 
3.698 
3.676 
3.656 

3.638 
3.621 
3.605 
3.590 
3.576 

3.563 
3.551 
3.539 
3.528 
3.517 

3.506 
3.496 
3.486 
3.477 
3.467 

3.459 
3.450 
3.442 
3.433 
3.426 

3.418 
3.410 
3.403 
3.396 
3.389 



TABLE V - Continued 

t.j12 tJ.f ~ 20 t.j = 40 t.j12 t.j ~ 20 t.j= 40 

50 3.374 3.382 90 3.186 3.189 
51 3.367 3.375 91 3.183 3.185 
52 3.361 3.369 92 3.179 3.181 
53 3.355 3.362 93 3.176 3.178 
54 3.349 3.356 94 3.172 3.174 

55 3.343 3.350 95 3.169 3.171 
56 3.337 3.344 96 3.166 3.168 
57 3.332 3.338 97 3.162 3.164 
58 3.326 3.332 98 3.159 3.161 
59 3.321 3.327 99 3.156 3.158 

60 3.315 3.321 100 3.152 3.155 
61 3.310 3.316 101 3.149 3.151 
62 3.305 3.310 102 3.146 3.148 
63 3.300 3.305 103 3.143 3.145 
64 3.295 3.300 104 3.140 3.142 

65 3.290 3.295 105 3.137 3.139 
66 3.285 3.290 106 3.134 3.136 
67 3.280 3.285 107 3.131 3.133 
68 3.275 3.280 108 3.128 3.130 
69 3.271 3.275 109 3.125 3.127 

70 3.266 3.270 110 3.122 3.124 
71 3.262 3.266 111 3.119 3.121 
72 3.257 3.261 112 3.116 3.118 
73 3.253 3.257 113 3.114 3.115 
74 3.248 3.252 114 3.111 3.112 

75 3.244 3.248 115 3.108 3.110 
76 3.240 3.243 116 3.105 3.107 
77 3.236 3.239 117 3.103 3.104 
78 3.232 3.235 118 3.100 3.101 
79 3.228 3.231 119 3.097 3.099 

80 3.224 3.227 120 3.094 3.096 
81 3.220 3.223 121 3.092 3.093 
82 3.216 3.219 122 3.089 3.091 
83 3.212 3.215 123 3.087 3.088 
84 3.208 3.211 124 3.084 3.085 

85 3.204 3.207 125 3.081 3.083 
86 3.201 3.203 126 3.079 3.080 
87 3.197 3.200 127 3.076 3.078 
88 3.193 3.196 128 3.074 3.075 
89 3.190 3.192 129 3.071 3.073 

t.j12 t.j ~ 40 t.j12 jt. ~ 40 t.j12 t.j ~ 40 t.j12 t.j ~ 40 

130 3.069 140 3.045 150 3.023 160 3.003 
131 3.066 141 3.043 151 3.021 161 3.001 
132 3.064 142 3.041 152 3.019 162 2.999 
133 3.062 143 3.039 153 3.017 163 2.997 
134 3.059 144 3.036 154 3.015 164 2.995 

135 3.057 145 3.034 155 3.013 165 2.993 
136 3.055 146 3.032 156 3.011 166 2.991 
137 3.052 147 3.030 157 3.009 167 2.989 
138 3.050 148 3.028 158 3.007 168 2.987 
139 3.048 149 3.026 159 3.005 169 2.985 
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TABLE V - Continued 

A/12 A/ ~ 40 A/12 A/ ~ 40 A/I 2 A/ ~ 40 A/12 A/ ~ 40 

170 2.984 220 2.901 270 2.836 500 2.640 
171 2.982 221 2.900 271 2.835 510 2.634 
172 2.980 222 2.899 272 2.834 520 2.628 
173 2.978 223 2.897 273 2.833 530 2.622 
174 2.976 224 2.896 274 2.832 540 2.616 

175 2.974 225 2.894 275 2.831 550 2.610 
176 2.972 226 2.893 276 2.829 560 2.604 
177 2.971 227 2.891 277 2.828 570 2.598 
178 2.969 228 2.890 278 2.827 580 2.593 
179 2.967 229 2.889 279 2.826 590 2.587 

180 2.965 230 2.887 280 2.825 600 2.582 
181 2.964 231 2.886 281 2.824 610 2.577 
182 2.962 232 2.885 282 2.822 620 2.572 
183 2.960 233 2.883 283 2.821 630 2.567 
184 2.958 234 2.882 284 2.820 640 2.562 

185 2.957 235 2.880 285 2.819 650 2.557 
186 2.955 236 2.879 286 2.818 660 2.552 
187 2.953 237 2.878 287 2.817 670 2.547 
188 2.951 238 2.876 288 2.816 680 2.542 
189 2.950 239 2.875 289 2.815 690 2.538 

190 2.948 240 2.874 290 2.813 700 2.533 
191 2.946 241 2.872 291 2.812 710 2.528 
192 2.945 242 2.871 292 2.811 720 2.524 
193 2.943 243 2.870 293 2.810 730 2.520 
194 2.941 244 2.868 294 2.809 740 2.516 

195 2.940 245 2.867 295 2.808 750 2.511 
196 2.938 246 2.866 297 2.807 760 2.507 
197 2.937 247 2.865 297 2.806 770 2.503 
198 2.935 248 2.863 298 2.805 780 2.499 
199 2.933 249 2.862 299 2.804 790 2.494 

200 2.932 250 2.861 300 2.803 800 2.490 
201 2.930 251 2.859 310 2.792 810 2.487 
202 2.929 252 2.858 320 2.782 820 2.483 
203 2.927 253 2.857 330 2.772 830 2.479 
204 2.925 254 2.856 340 2.763 840 2.475 

205 2.924 255 2.854 350 2.754 850 2.471 
206 2.922 256 2.853 360 2.745 860 2.467 
207 2.921 257 2.852 370 2.736 870 2.464 
208 2.919 258 2.851 380 2.727 880 2.460 
209 2.918 259 2.849 390 2.719 890 2.457 

210 2.916 260 2.848 400 2.711 900 2.453 
211 2.915 261 2.847 410 2.703 910 2.449 
212 2.913 262 2.846 420 2.696 920 2.446 
213 2.912 263 2.845 430 2.688 930 2.443 
214 2.910 264 2.843 440 2.681 940 2.439 

215 2.909 265 2.842 450 2.674 950 2.436 
216 2.907 266 2.841 460 2.667 960 2.432 
217 2.906 267 2.840 470 2.660 970 2.429 
218 2.904 268 2.839 480 2.653 980 2.426 
219 2.903 269 2.837 490 2.647 990 2.423 

1000 2.419 
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T ABLE VI - i' 500+n - (f+l) IN RADIANS PER NEPER 

500 + n- \]"I' 500 + n- \]"I' 500 + n- \]"I' 
(f + 1) (f+ 1) (f + 1) 

0 - .00128 100 - .00159 200 - .00212 
2 - .00128 102 - .00160 202 - .00214 
4 - .00129 104 - .00161 204 - .00216 
6 - .00129 106 - .00162 206 - .00218 
8 - .00130 108 - .00163 208 - .00219 

10 - .00130 110 - .00164 210 - .00220 
12 - .00131 112 - .00164 212 - .00222 
14 - .00131 114 - .00165 214 - .00224 
16 - .00132 116 - .00166 216 - .00225 
18 - .00132 118 - .00167 218 - .00227 

20 - .00133 120 - .00168 220 - .00229 
22 - .00133 122 - .00169 222 - .00230 
24 - .00134 124 - .00170 224 - .00232 
26 - .00135 126 - .00171 226 - .00234 
28 - .00135 128 - .00171 228 - .00235 

30 - .00136 130 - .00172 230 - .00237 
32 - .00136 132 - .00173 232 - .00239 
34 - .00137 134 - .00174 234 - .00240 
36 - .00137 136 - .00175 236 - .00242 
38 - .00138 138 - .00176 238 - .00244 

40 - .00138 140 - .00177 240 - .00246 
42 - .00139 142 - .00178 242 - .00248 
44 - .00139 144 - .00179 244 - .00250 
46 - .00140 146 - .00180 246 - .00252 
48 - .00141 148 - .00181 248 - .00254 

50 - .00142 150 - .00182 250 - .00256 
52 - .00143 152 - .00183 252 - .00258 
54 - .00143 154 - .00184 254 - .00260 
56 - .00144 156 - .00185 256 - .00262 
58 - .00144 158 - .00186 258 - .00264 

60 - .00145 160 - .00187 260 - .00266 
62 - .00146 162 - .00188 262 - .00269 
64 - .00146 164 - .00189 264 - .00271 
66 - .00147 166 - .00190 266 - .00273 
68 - .00148 168 - .00192 268 - .00275 

70 - .00149 170 - .00193 270 - .00277 
72 - .00150 172 - .00195 272 - .00280 
74 - .00150 174 - .00196 274 - .00283 
76 - .00151 176 - .00197 276 - .00286 
78 - .00151 178 - .00198 278 - .00288 

80 - .00152 180 - .00200 280 - .00291 
82 - .00153 182 - .00201 282 - .00294 
84 - .00154 184 - .00202 284 - .00297 
86 - .00154 186 - .00203 286 - .00300 
88 - .00155 188 - .00205 288 - .00302 

90 - .00156 190 - .00206 290 - .00305 
92 - .00156 192 - .00207 292 - .00308 
94 - .00157 194 - .00208 294 - .00311 
96 - .00158 196 - .00209 296 - .00314 
98 - .00159 198 - .00210 298 - .00317 
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T ABLE VI - Continued 

500 + l' - 'IF 500 + n- 'IF 500 + n- 'IF u+ 1) U + 1) U+ 1) 

-----

300 - .00320 400 - .00644 500 +.52454 
302 - .00323 402 - .00657 502 + .23165 
304 - .00327 404 - .00671 504 + .13096 
306 - .00330 406 - .00685 506 + .09219 
308 - .00334 408 - .00700 508 + .07134 

310 - .00337 410 - .00717 510 + .05189 
312 - .00341 412 - .00732 512 + .04916 
314 - .00344 414 - .00748 514 + .04256 
316 - .00348 416 - .00767 516 + .03753 
318 - .00352 418 - .00785 518 + .03356 

320 - .00356 420 - .00805 520 + .03036 
322 - .00360 422 - .00827 522 + .02770 
324 - .00365 424 - .00848 524 + .02549 
326 - .00368 426 - .00872 526 +.02359 
328 - .00372 428 - .00895 528 +.02197 

330 - .00376 430 - .00923 530 + .02054 
332 - .00381 432 - .00950 532 + .01930 
334 - .00386 434 - .00979 534 +.01819 
336 - .00391 436 - .01010 536 + .01721 
338 - .00396 438 - .01043 538 + .01632 

340 - .00401 440 - .01079 540 +.01553 
342 - .00406 442 - .01116 542 +.01480 
344 - .00411 444 - .01158 544 +.01415 
346 - .00416 446 - .01201 546 + .01354 
348 - .00422 448 - .01248 548 + .01299 

350 - .00428 450 - .01299 550 + .01248 
352 - .00433 452 - .01354 552 + .01201 
354 - .00439 454 - .01415 554 + .01158 
356 - .00445 456 - .01480 556 + .01116 
358 - .00452 458 - .01553 558 + .01079 

360 - .00458 460 - .01632 560 + .01043 
362 - .00464 462 - .01721 562 + .01010 
364 - .00471 464 - .01819 564 + .00979 
366 - .00478 466 - .01930 566 + .00950 
368 - .00486 468 - .02054 568 + .00923 

370 - .00494 470 - .02197 570 + .00895 
372 - .00502 472 - .02359 572 + .00872 
374 - .00510 474 - .02549 574 + .00848 
376 - .00518 476 - .02770 576 +.00827 
378 - .00527 478 - .03036 578 + .00805 

380 - .00536 480 - .03356 580 + .00785 
382 - .00546 482 - .03753 582 + .00767 
384 - .00555 484 - .04256 584 + .00748 
386 - .00564 486 - .04916 586 +.00732 
388 - .00573 488 - .05819 588 + .00717 

390 - .00583 490 - .07134 590 + .00700 
392 - .00595 492 - .09219 592 + .00685 
394 - .00607 494 - .13096 594 + .00671 
396 - .00619 496 - .23165 596 + .00657 
398 - .00632 498 - .52454 598 + .00644 
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TABLE VI - Continued 

500 + n - 'l' u+ 1) 
500 + n- 'l' u+ 1) 

500 + n- 'l' U+ 1) 

600 +.00632 700 + .00317 800 + .00210 
602 +.00619 702 + .00314 802 + .00209 
604 +.00607 704 + .00311 804 + .00208 
606 + .00595 706 + .00308 806 + .00207 
608 + .00583 708 + .00305 808 + .00206 

610 + .00573 710 +.00302 810 +.00205 
612 + .00564 712 +.00300 812 + .00203 
614 +.00555 714 + .00297 814 + .00202 
616 + .00546 716 + .00294 816 + .00201 
618 +.00536 718 + .00291 818 + .00200 

620 +.00527 720 +.00288 820 +.00198 
622 +.00518 722 +.00286 822 + .00197 
624 + .00510 724 + .00283 824 + .00196 
626 +.00502 726 +.00280 826 + .00195 
628 + .00494 728 +.00277 828 + .00193 

630 +.00486 730 + .00275 830 + .00192 
632 t .00478 732 + .00273 832 + .00190 
634 + .00471 734 + .00271 834 + .00189 
636 + .00464 736 + .00269 836 + .00188 
638 + .00458 738 + .00266 838 + .00187 

640 + .00452 740 + .00264 840 + .0018G 
642 + .00445 742 + .00262 842 + .00185 
644 + .0043!) 744 +.00260 844 + .00184 
646 + .00433 74G + .00258 846 + .00183 
648 + .00428 748 +.0025G 848 + .00182 

650 + .00422 750 +.00254 850 + .00181 
652 + .00416 752 +.00252 852 + .00180 
654 + .00411 754 + .00250 854 + .00179 
656 +.0040G 756 + .00248 856 + .00178 
658 +.00401 758 + .00246 858 + .00177 

660 +.00396 760 + .00244 860 + .00176 
662 +.00391 762 + .00242 862 + .00175 
664 + .00386 764 +.00240 864 + .00174 
666 + .00381 766 + .00239 866 + .00173 
668 + .0037G 768 + .00237 868 + .00172 

670 +.00372 770 + .00235 870 + .00171 
672 +.00368 772 + .00234 872 + .00171 
674 +.00365 774 +.00232 874 + .00170 
676 + .00360 776 +.00230 876 + .00169 
678 +.00356 778 +.00229 878 + .00168 

680 +.00352 780 +.00227 880 + .00167 
682 +.00348 782 + .00225 882 + .00166 
684 +.00344 784 +.00224 884 + .00165 
686 + .00341 786 + .00222 886 + .00164 
688 + .00337 788 +.00220 888 + .00164 

690 +.00334 790 + .00219 890 + .00163 
692 +.00330 792 + .00218 892 + .00162 
694 +.00327 794 +.00216 894 + .00161 
696 +.00323 796 + .00214 896 + .00160 
698 +.00320 798 + .00212 898 + .00159 
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PHASE COMPUTATION AT OPTICAL FREQUENCIES 679 

TABLE VI - Continued 

500 + n- 'l' 500 + n- 'l' 500 + n- 'l' (f + 1) (f + 1) (f + 1) 

900 + .00159 940 + .00144 980 +.00132 
902 + .00158 942 + .00144 982 + .00132 
904 + .00157 944 +.00143 984 + .00131 
906 + .00156 946 +.00143 986 + .00131 
a08 + .00156 948 +.00142 a88 +.00130 

910 + .00155 950 + .00141 990 + .00130 
912 + .00154 952 +.00140 992 + .00129 
914 +.00154 954 + .00139 994 +.00129 
916 + .00153 956 + .00139 996 + .00128 
918 + .00152 958 + .00138 998 + .00128 

920 +.00151 960 +.00138 1000 +.00127 
922 + .00151 962 + .00137 
924 +.00150 964 +.00137 
926 +.00150 966 + .00136 
928 + .00149 968 +.00136 

930 + .00148 970 + .00135 
932 +.00147 972 + .00135 
934 + .00146 974 +.00134 
936 +.00146 976 + .00133 
938 + .00145 978 +.00133 

TABLE VII - LINE SEGMENT PHASE SUMMATION -

TRUNCATED GAUSSIAN SECTION 

Line Line Line Line 

1 
112 = 3 

<I>ab 
112 = 9 

<I>bc 112 = 71 <I>c'd 
f12 = 77 

<I>de 
O(!) 

ab be c'd de radians 
t:.f12 t:.12 t:.f12 t:.f12 

----------------

0 3 4.366 9 3.925 71 3.262 77 3.236 0.1901 
2 1 4.569 7 4.007 69 3.271 75 3.244 0.2185 
4 1 4.569 5 4.128 67 3.280 73 3.253 0.229 4 
6 3 4.366 3 4.366 65 3.290 71 3.262 0.2311 
8 5 4.128 1 4.569 63 3.300 69 3.271 0.2254 

10 7 4.007 1 4.569 61 3.310 67 3.280 0.2105 
12 9 3.925 3 4.366 59 3.321 65 3.290 0.1781 
14 11 3.859 5 4.128 57 3.332 63 3.300 0.1433 
16 13 3.805 7 4.007 55 3.343 61 3.310 0.1229 
18 15 3.758 9 3.925 53 3.355 59 3.321 0.1067 
20 17 3.718 11 3.859 51 3.367 57 3.332 0.0931 
22 19 3.682 13 3.805 49 3.380 55 3.343 0.0810 
24 21 3.650 15 3.758 47 3.393 53 3.355 0.0700 
26 23 3.621 17 3.718 45 3.407 51 3.367 0.0599 
28 25 3.594 19 3.682 43 3.421 49 3.380 0.0504 
30 27 3.570 21 3.650 41 3.436 47 3.393 0.0414 
32 29 3.547 23 3.621 39 3.452 45 3.407 0.0328 
34 31 3.526 25 3.594 37 3.469 43 3.421 0.0244 
36 33 3.506 27 3.570 35 3.487 41 3.436 0.0162 
38 35 3.487 29 3.547 33 3.506 39 3.452 0.0081 
40 37 3.469 31 3.526 31 3.526 37 3.469 0.0000 

(J(f) = An (Constant at 0.106 nepers) (<I>ab + <l>bc - <l>c1d - <l>de). 
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Six parameters oj importance in many communication systems are: (a) 
the rate at which digital inJormation is transmitted; (b) the bandwidth of 
the system; (c) the signal power oj the transmitted signals; (d) the noise 
power oj disturbances in transmission; (e) the error probability in digits 
recovered at the receiver output; (f) the length oj time that the transmitter 
and receiver can store their inputs. These six parameters cannot assume 
arbitrary values: certain sets oj values cannot be realized. Ina series oj 
curves, this paper describes the boundary between compatible and incom­
patible sets oj parameter values. In the model studied, it is assumed that 
the disturbance is additive Gaussian noise with constant power density 
spectrum in the transmission band. 

I. INTRODUCTION 

In comparing the performance of communication systems that trans­
mit information by means of signals of limited bandwidth, six quantities 
descriptive of the system and its environment are of particular impor­
tance: (i) the rate at which the system transmits information; (ii) the 
bandwidth occupied by the transmission signals; (iii) a measure of the 
power of these signals; (iv) a measure of the ambient noise which per­
turbs the transmitted signals; (v) the delay time (caused by the trans­
mitter and receiver) between the introduction of information at the in­
put of the system and the emergence of useful information at the output 
of the system; (vi) a measure of the fidelity with which the information 
at the output of the system represents the information presented to the 
input of the system. 

To compare the performance of two communication systems in a 
meaningful manner, it is usually necessary to consider the values of at 
least these six quantities for the two systems. In general, such a com­
parison will not yield a simple ordering of the two systems. Two systems 
may utilize the same bandwidth, introduce the same delay, and operate 
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in the same noise environment. The first system may transmit informa­
tion at a greater rate with somewhat better fidelity than the second, but 
may require much more signal power. Which system is to be judged bet­
ter then depends on external considerations such as the economics of 
equipment and the purpose for which communication is being established. 
These external considerations allow the engineer to assign relative 
weights or costs to the six quantities in question. 

Quite apart from these costs dictated by external considerations that 
may vary with every conceivable usage of a communication system, it 
is clearly desirable to know, in the first place, what mutual values of the 
six quantities can ever be obtained by any means. In order to provide 
such quantitative information it is necessary to particularize both the 
model of the communication system and the six descriptive parameters. 

In all that follows we shall assume that a discrete message source 
presents independent equiprobable decimal digits for transmission at 
the uniform rate R decimal digits (or dits) per second. (The output of 
any other discrete source having entropy rate R can be encoded into 
this form.) A transmitter operates on these decimal digits to produce a 
continuous signal of average power S lying in the frequency band (O,W) 
cycles/second. The signal produced by the transmitter is perturbed by 
the addition of independent Gaussian noise of total power N and constant 
power spectral density N /W in the band (0, W) cycles/second. A re­
ceiver operates on the perturbed signal to produce decimal digits at an 
average rate R symbols/second. When the receiver output symbols and 
the transmitter input symbols are placed in proper correspondence, the 
average probability, P e, that an output symbol be different from the 
corresponding input symbol will be taken as the measure of fidelity 
with which the system operates. To perform their coding functions, the 
transmitter and receiver may each require the internal storage of T 
seconds of their inputs. We use the dimensionless parameter 

n = 2WT 

(that is, T measured in Nyquist intervals) as a measure of the delay or 
complexity of encoding associated with transmitter and receiver. 

Our concern henceforth is with the six quantities R, W, S, N, n, and 
P e of this model and with the determination of the boundaries of the 
region of compatible values for these parameters. The famous capacity 
formula of Shannon! published in 1948, C = W log (1 + SIN), provides 
information about this boundary when n ~ 00, i.e., when arbitrarily 
complicated receiver and transmitter coding operations are allowed. The 



BOUNDS ON COMMUNICATION 683 

astonishing fact that P e could be made arbitrarily small for certain 
finite nonzero values of R, W, and SIN by letting n -7 00, promised the 
existence of most remarkable and previously unsuspected communica­
tion systems. This led Gilbere and others to compute the values of R, 
W, SIN, and P e obtainable with specific transmitters and receivers 
having fixed delay n and to compare these results with Shannon's 
formula. The results were disappointing. For an systems examined, even 
those permitting quite complex encodings (n = 100), it was found that 
to achieve practical values of P e , SIN had to be at least 6 db more than 
that given by the capacity formula. The question arose: was this result 
due to the comparative poorness of the specific systems chosen, or is 
the approach to the ideal systems described by the capacity formula 
inherently very slow with increasing n? For a fixed finite value of n, what 
values of R, W, SIN and P e are theoretically attainable? 

Some information on this subject for large values of n was given by 
Rice3 as early as 1950. The question was answered in considerable detail 
by Shannon in an important paper4 in which he presented a number of 
inequalities that permit rather accurate determination of the region of 
attainable parameter values for all values of n. Shannon's primary interest 
here was again in the case of large delay, and he developed asymptotic 
forms for his inequalities in this case. For small delay, the inequalities 
involve quite complicated expressions and their numerical evaluation is 
not a simple matter. 

The present paper describes in Appendix A a technique which, by 
means of an electronic computer, permits highly accurate evaluation of 
the quantities entering these inequalities. The technique has been used 
to map out bounds on the compatible region of the six quantities in 
question over a wide range of parameter values. The results of the com­
putations are presented here in a number of curves which cross plot the 
quantities in various ways which we hope will be useful to the communi­
cation engineer. * In particular, the curves show quantitatively the 
improvement in communication systems that can be achieved with a 
given degree of coding (measured by delay). Considerable improvement 
can be obtained with a small amount of encoding, but to approach within 
a few db of the capacity formula in general requires extremely compli­
cated systems. The curves also give numerical information concerning 
the trade-offs of the various parameters. They should provide useful 
references of comparison for existing communication systems. 

* An application of these curves to the problem of determining the threshold 
in modulation systems that expand bandwidth is given in Ref. 5. 
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coding. Solid curve gives y = 10 loglo SIN vs RIW j dashed curve gives z = 10 
loglo (SW INR) vs RIW. 

II. IDEAL SYSTEMS - UNRESTRICTED CODING 

The solid curve on Fig. 1 shows a plot of the relation 

R = W loglO (1 + SIN) 

in terms of the two dimensionless quantities 

r = RIW, y = 10loglO (SIN). 

(1) 

This curve can be interpreted* as follows. For values of R, W, Sand N 
corresponding to points above the curve, transmission with arbitrarily 
small positive values of Pecan be achieved by use of sufficiently com­
plicated coding schemes (sufficiently large finite values of n). For values 
of R, W, Sand N corresponding to points below the curve, P e is bounded 
away from zero independently of n. For systems represented by these 
points, no amount of coding can make the error probability arbitrarily 
small. 

* There are many subtle and thorny points in the argument that permits one to 
apply the capacity formula to communication systems transmitting continuous 
signals. Some of these points are discussed in Appendix B. 
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In many communication situations, the quantity 
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is a useful system parameter. This quantity is the signal energy per dit 
divided by the noise power per unit bandwidth. From (1), 

Z = (lOr - l)/r. (2) 

The dashed curve of Fig. 1 shows a plot of 

z = 10 10glO Z 

vs r as determined by (2). For a given value of r, values of z above the 
curve are attainable with arbitrarily small positive P e and finite delay; 
arbitrarily small positive values of P e cannot be obtained for z values 
below the curve with finite delay. 

The curves on Fig. 1 describe the relations between R, W, Sand N 
along the intersection of the planes P e = 0, n = 00 with the boundary 
of the region of mutual compatibility of the six parameters. The inter­
section of any two other planes, say P e = Cl and n = C2, with this 
boundary also determines a curve in the y-r or z-r plane. Unfortunately, 
the exact form of these curves is not known at present. 

III. FINITE n AND NONZERO P e 

To understand fully the assumptions implicit in the remaining curves 
to be presented here, it is necessary to recall the approach taken by 
Shannon in Refs. 4 and 6. 

Since the signal produced by the transmitter is limited in frequency to 
the band (O,W) cycles/second, it can (according to the sampling theo­
rem) be thought of as generated by the application of a train of impulses 
as input to an ideal low-pass filter with cutoff frequency W. The im­
pulses are spaced 1/ (2W) seconds apart and are of varying amplitude. 
During a fixed time T, n = 2WT such impulses are applied to the filter. 
During this same time T, the information source can produce one of 
kI = 10RT different messages. One method, then, of determining from 
the output of the information source the train of impulses to be applied 
to the filter is to provide a dictionary that lists for each of the possible 
M messages a corresponding sequence of n impulses. The transmitter 
examines the source output for T seconds and determines which of the 
M messages was produced. The dictionary is then consulted to obtain 
the corresponding sequence of n impulses. These impulses are applied 
at a uniform rate to the filter during the next T seconds. At the end of 
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this time, the source has produced another message from the list of M 
messages and the process is repeated. This method of encoding the 
source is known as block coding of length n. 

In a block coding scheme of length n, the average power of the signal 
produced at the output of the filter depends on the amplitudes of the 
impulses listed in the encoding dictionary. It is easy to show that each 
word of the dictionary, i.e., each sequence of n impulses, contributes an 
energy d2/2W to the transmitted signal. Here d2 is the sum of the squares 
of the amplitudes of the n impulses in question. Since one word is trans­
mitted every T seconds, one method of achieving average power S for 
the transmitted signal is to require that d2 = nS for each word of the 
dictionary . We shall refer to dictionaries of this sort as equal energy 
block codes. 

In Ref. 4, Shannon presents explicit formulae for functions Qn(r,Y) 
and Qn(r,Y) which have the following significance. 1;'or the communica­
tion model under discussion, there exist transmitters and receivers using 
equal energy block codes of length n such that 

P e ~ Qn(RIW,SIN). 

For every equal energy block code of length n, the system parameters 
satisfy the inequality 

P e ~ Qn(R/W,S/N). 

Here P e is the probability that a transmitted word of the dictionary be 
decoded incorrectly. The functions Qn and Qn and their numerical 
evaluation are discussed further in Appendix A. 

Consider now a relationship such as 

QlO1(R/W,S/N) = 10-4 (3) 

which serves to determine SIN as a function of R/W. This relation could 
be plotted on Fig. 1 with SIN measured in db to yield a curve lying above 
the solid-line capacity curve shown there. For our purposes, the vertical 
difference between these two curves is of primary interest. This difference 
is shown by the bottom solid curve of Fig. 2. Explicitly, the bottom 
curve of Fig. 2 is a plot of 

y = 1010g1o (SIN) - 10 10glO (lOR/TV - 1) 

vs R/W, where SIN is given in terms of R/W by (3). The bottom dashed 
curve of Fig. 2 is an analogous display of the relation defined by 

QlO1(R/W,S/N) = 10-4
• 
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Fig. 2 - Upper and lower bounds (dashed and solid curves, respectively) on 
SIN needed to achieve word-error probability of 10-4 for various values of n = 
2lVT. Circle, triangles, and crosses give performance of some known codes. 

The two bottom curves on Fig. 2 have the following significance. 
For a given value of RIW, there exist equal energy block codes of length 
101 that will achieve an error probability of P e = 10-4 with as small a 
value of SIN as that given by the ordinate of the dashed curve. On the 
other hand, every equal energy block code of length 101 that achieves 
an error probability of 10-4 must operate with a value of SIN at least 
as large as the ordinate of the solid curve. The curves thus serve to 
bound the minimal signal-to-noise ratio with which an error probability 
of 10-4 can be achieved when equal energy block codes of length 101 are 
employed. The bounds are plotted in db above the signal-to-noise ratio 
given by the capacity formula, and thus measure the penalty in signal­
to-noise ratio that must be paid for restricting the coding (n = 101). 

The remaining curves on Fig. 2 give analogom, results for n = 5 and 
n = 25. It is to be noted that the solid and dashed curves are much 
closer together for large n, than for small n. This effect is shown more 
clearly on Fig. 3, which was obtained from a cross plot of many curves 
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of the sort shown on Fig. 2. For n = 101, there is little practical differ­
ence between the two bounds. For small values of n, however, the dis­
parity is great, and the question naturally arises: does the solid curve, 
or the dashed curve, more nearly represent the minimal signal-to-noise 
ratio needed to obtain P e = 10-4 with an equal energy block code of 
fixed length n? 

We believe that the bound obtained from Q is quite close to the mini­
mal attainable SIN even for small n. Indeed, for n = 5, we hiwe been 
able to construct explicit equal energy block codes with a variety of 
rates whose parameters plot close to the top-most solid line of Fig. 2 
when SIN was adjusted to guarantee an error probability not greater 
than 10-4

• The five right-most triangles in the figure locate the per­
formance of certain block codes known as simplex codes [the (D,D + 1) 
codes of Ref. 2]. The crosses locate the performance of certain new codes 
to be described in a later paper. The circle gives the performance of 5-bit 
PCM. The four left-most triangles locate the performance of some sim­
plex codes of block length 25. Apart from these explicit examples that 
plot near the bounds obtained from Q, there are theoretical considera-
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tions which show that Q is a very weak bound for small values of n. 
Henceforth, in this paper we shall deal only with bounds obtained from 
Q and shall treat the relationship 

Qn(RjW,SjN) = P e (4) 

as the defining equation of the boundary of the region of compatible 
values of R, W, S, N, P e and n for equal energy block codes. 

IV. DISCUSSION OF HESULTS 

Figs. 4, 5 and 6 give plots of SjN vs RjW as determined from (4) for 
various values of P e and n. The ordinates here, as in Fig. 2, are given 
in db above capacity, i.e., in db above the solid curve of Fig. 1. One 
advantage of this representation is that the ordinates of Figs. 4, 5 and 6 
may also be interpreted as values of Z, the latter now being measured 
in db above the capacity value given by the dashed line of Fig. 1. 

From Figs. 4, 5 and 6, it is apparent that for a fixed rate and fixed 
error probability modest amounts of coding (small values of n) can 
produce a significant reduction in signal power, but that the return for 
increased encoding diminishes rapidly. This is seen more clearly from 
the cross plot given on Fig. 7. 

The improvement in performance that can be obtained by encoding 
can also be expressed in terms of decreased error probability for a fixed 
rate and signal-to-noise ratio as is shown in Fig. 8. 

An interesting feature of Figs. 4, 5 and 6 is the minimum value clearly 
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FIG. 7 - Cross-plot of Figs. 4, 5 and 6 showing (for RIW = 0.2) decrease in 
SIN needed to achieve a given word-error probability as n is increased. 

evident on the n = 5 curves. It is not hard to show (see Appendix C) 
that for all values of n, the curves obtained from (4) as plotted on these 
figures must rise indefinitely with increasing R/W. For equal energy 
block codes, there is, for any fixed P e and n, a best value of R/W in the 
sense of minimizing the additional signal-to-noise ratio needed above 
that given by the channel capacity formula. When the curves of Figs. 4, 
5 and 6 are plotted on a graph such as Fig. 1 with absolute SIN as 
ordinate, the curves are monotone increasing but eventually for large 
R/W depart further and further above the capacity formula curve. This 
phenomenon is due to the restriction imposed here that all code words 
of the dictionary have the same energy, a restriction likely to be realized 
in practice. This point is discussed further in Appendix D. 

Another way of presenting (4) that shows the departure from the 
ideal system of the capacity formula that results with equal energy block 
codes of restricted length is shown in Fig. 9. Fix P e and n. Then from 
(4), a given value of r = R/W determines a corresponding signal-to­
noise ratio, SIN. From the capacity formula, using this value of SIN 
it is possible to achieve any desired P e with a rate per bandwidth f = 
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loglO (1 + S/N) by sufficiently complex encoding. The ratio r/P then 
measures the price paid in lost rate due to restricting the amount of 
encoding. The solid curves on Fig. 9 were obtained from Q and give 
upper bounds on r/r for equal energy block codes; the dashed curves 
derived from Q give lower bounds for this ratio. It can be shown (see 
Appendix C) that the solid curves approach (n - 1)/n asymptotically 
with increasing R/W. 
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Yet another way of viewing the bounds is given on Fig. 10. Here, for a 
fixed signal-to-noise ratio and a fixed error probability, the improvement 
in signaling rate that can be obtained by increasing the length of equal 
energy codes is shown. It is seen, for example, that even with signal to 
noise ratios as high as 20 db, one cannot achieve 75 per cent of the ideal 
rate with equal energy codes of length less than 15 when the prescribed 
error probability is 10-6

• The SIN = 00 curve is given by rlr = 

(n - 1) In. That this limiting curve is different from unity is again due 
to the fact that the bounds used here are those for equal energy codes. 
If restricted energy codes were used, (see Section V) the limiting curve 
corresponding to SIN = 00 would be r I r = 1. 

V. CONCLUDING REMARKS 

The exact computation of Qn that was carried out here allows one to 
test the range of validity of Shannon's asymptotic expressions for this 
quantity. On plots such as Figs. 4, 5 and 6, his formula* (4) of Ref. 4 
gives curves in very close agreement with those shown for n = 101. 
At n = 25 the error is about 0.1 db at large rates and 0.3 db at small 
rates. This formula was used to compute the curves for n = 500 and 
1000 shown on Fig. 5. Although it involves only elementary functions, 

* This formula contains a misprint. The printed version must be multiplied by 
- G to be corrected. 
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the formula is quite complicated, and for extensive computations ma­
chine methods are desirable. For moderate or small values of n, exact 
values of Q can be obtained by the method of Appendix A with com­
parable ease. Shannon's elementary asymptotic formula (73) of Ref. 4 
has also been evaluated. For n = 500 and 1000, it gives values that 
agree with the curves of Fig. 5 to about 0.1 db for R/W > 0 .. 5. For small 
rates it gives values 0.5 db too large. The accuracy of the formula 
diminishes rapidly as n is decreased below 100. 

The bounds presented here were obtained for communication systems 
using equal energy block codes of fixed length. It is, of course, possible 
to signal using block codes that have words of differing energy. One code 
of this sort of particular interest that is treated by Shannon in Ref. 4, 
Section XIII is the restricted energy block code. In these codes, each word 
of the dictionary contributes energy ST or less to the tran'3mitted signal, 
i.e., for each code word d2 ~ nS. Note that for these codes S is no longer 
the average signal power, but rather the maximum contribution to the 
signal power by any code word. 

For any communication system with parameters R, W, S, N using a 
restricted energy block code of length n, Shannon showed that the aver­
age error probability, P e', for a decoded word is bounded below by 

'> Q (_n R S) 
Pe = n+l n + 1 W' N . (5) 
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For any fixed value of RjW, as n becomes large this lower bound ap­
proaches the one already given for equal energy block codes, and so 
asymptotically (in n) one can do no better with restricted energy codes 
than with equal energy codes. However, for any fixed value of n, as 
RjW becomes large the lower bounds for the two classes of codes be­
have very differently, and indeed it is easy to argue that in this limit 
restricted energy codes are superior to equal energy codes. This point is 
discussed further in Appendix D. 

The solid curves of Fig. 11 are those already shown in Fig. 6. The 
dashed curves were obtained from the lower bound (5) for restricted 
energy block codes. These dashed curves approach the horizontal 
asymptotes indicated at the right. From the figure it is seen that for 
RjW < 0.6 and n ~ 25 the bounds for restricted energy codes differ 
from those for equal energy codes by less than 0.2 db. For small values 
of n, the dashed curves lie below the solid ones even for small rates. 

It should be pointed out in closing that the error probability P e used 
throughout these calculations is the probability that a word of the block 
code be improperly identified when a maximum likelihood receiver is 
used. This is not in general the probability that an individual decoded 
decimal digit be in error but rather an upper bound to this quantity. 
For large n, a single code word is decoded into many decimal digits 
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The received code word may be incorrectly identified and yet decoded 
into a block of decimal digits many of which are correct. When large 
block codes are used and P e is small, errors in the decoded stream of 
decimal digits are not distributed uniformly. Many successive groups 
of decimal digits, each containing RT digits, will be error free. Then a 
single block of RT digits will be produced that contains from one to 
RT erroneous digits. This bunching of errors may, in certain applica­
tions, be a serious drawback to the use of block coding. 

VI. ACKNOWLEDGMENT 

All of the key ideas contained in this paper are due to C. E. Shannon. 
The author's contribution has been one of exposition and the reduction 
to numerical form of certain inequalities contained in Ref. 4. In this 
latter task he was greatly aided by Miss Helen Arnold, who programmed 
the algorithm of Appendix A for the IBM 7090 and oversaw the compu­
tations. The author is indebted to E. Wolman for many helpful discus­
sions of this work. 

APPENDIX A 

Computation of Q and Q 

Our notation is similar to Shannon's4 and we here adopt his geometrical 
point of view: 

S = signal power (each signal vector is of length y nS) ; 
N = noise power (variance N in each dimension) ; 
A = ySjN = signal-to-noise "amplitude" ratio; 
n = number of dimensions; 

M = number of signal vectors; 
O( 0) = solid angle in n-space of a cone of half-angle 0, or area of unit 

n-sphere cut out by the cone; 
Q( 0) = probability of a point X in n-space, at distance Ayn from 

the origin, being moved outside a circular cone of half-angle 0 with 
vertex at the origin 0 and axis OX (the perturbation is assumed spherical 
Gaussian with unit variance in all dimensions) ; 

01 = angle such that MO( 01 ) = O( 7r). 
Shannon shows [his equation (20)] that 

where P e is the error probability of the best equal energy M-vector code 
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in n-space used with signal-to-noise ratio A. We proceed to discuss the 
evaluation of these quantities. 

As shown by Shannon [his equation (21)] 

( 1) (n-l)/21 8 

n(o) = n -( 7r) sinn-2~ d~. 
n + 1 0 r --

2 

(6) 

The surface n( 7r) of the unit n-sphere has area 

A change of variable sin2 ~ = t shows that 

1 r (~) lsin28 

= 2 r G) r (~) 0 t1/2'.-1)-1(1 - t)Hdt 

~ [,;n2, (n ~ 1 , D ' 
where I a(p,q) is Pearson's incomplete beta function. 7 Thus 01 is given 
by 

2 (n - 1 1) 
M = Isin281 -2-' 2 . 

The rate is related to 01 by 

R 
W 

2 
-loglo JJl. 
n 

(7) 

(8) 

To evaluate Q( 0), it is convenient to use n-dimensional cylindrical 
coordinates with origin located on the axis of the cone at a distance 

l = VnA 

from the vertex and within the cone. The z- or rotational axis of the 
coordinate system coincides with the axis of the cone and is oriented so 
that the vertex of the cone has z-coordinate - l. Denote distance from 
the z-axis by r. Then an element of "area" distant r from the axis and 
having radial dimension dr and axial dimension dz sweeps out volume 

(n - 1)7r(n-l)/2rn-2 dr dz 

r (n t 1) 
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when rotated about the z-axis. One has therefore 

Qn = Q(e) = foo l ra-z 
dz exp [_!(r

2 ,+ i)] (n - 1)7r(n-1)/2rn-2, (9) 

o -~ (2.-)n" r (n t 1) 
where we have set 

a = cot e. 
Now set 

. /2 1 
en = 11 ;; 2'n-l)/2 r (n ; 1) . 

One then has 

Q foo { l ra-z 

~ = dr r exp (_!r2) rn- 3 dz exp (-!i) 
en 0 -00 

-exp (-!r') {rn-> r-' dz exp (-!Z')} I~ 

foo lra-z 
+ (n - 3) 0 dr exp (_!r2)rn- 4 -00 dz exp (-!i) 

+ a J,~ dr exp ( _}r'j2)rn
-
3 exp [ - (ar ; l)2] 

n > 3, (10) 

on integrating by parts. Here 

J - foo d n-l [(1 + (2
)r2 - 2alr + e] 

n - 0 r r exp - 2 

1 (00 d n-2[(1 + 2) l] [(1 + (2
)r2 - 2alr + l2] 

= 1 + a2 J 0 r r a r - a exp 2 

+ 
al foo d n-2 [(1 + (2

)r2 - 2alr + l2] 
1 + a 2 0 r r exp - 2 

_ al J 1 n-2 [ (l+a
2
)r

2
-2alr+l

2
]100 

- 1 + a2 n-l - 1 + a2 r exp - 2 0 

+ 
n - 2 .(00 d n-3 [(1 + (2

)r2 - 2alr + l2] 
1 + a2 .lor r exp - 2 
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al n - 2 
= 1 + a 2 J n-l + 1 + a 2 J ,.-2 , n > 2. (11) 

Now set 

l 
~ = V2' 

One has from (10) and (11) 

n-2 
bn = --1 bn- 2 • n- . 

n > 3) 
n > 2 (12) 

n > 2.) 

Qn = Qn-2 + cos f) Gn- 2, 

G . bG n-2' 2G n = ~ cos 0 sm 0 n n-l + -- SIn 0 n-2 , 
n - 1 

The initial values 

2 
bl = V;, b2 = y;" 

Gl = ! exp (-e sin2 0) erfc (-~ cos 0) 

G 1. -~2 2~. G 
2 = - sm 0 e + _ /- sm 0 cos 0 l, 

7r ·V 7r 

Q3 = ! erfc(~) + cos 0 Gl , 

with 

2 (00 -t 2 
erf c (x) == _ /- e dt 

v 7r' x 

permit one to compute Qn( 0) for odd n from the recurrence (12). Since 
o ~ 0 ~ 7r /2, all quantities involved are positive. 

The curves of Figs. 4, 5, and 6 were obtained as follows. With 01 fixed 
in value Q5 , Ql5 , Q25 , Q51 and QlO1 were determined as functions of ~ by 
repeated application of the recurrence. A given Qn(Ol) was then expressed 
as a function of the signal-to-noise ratio, A 2, by the relation ~ = AV n/2. 
Values of A2 for which Qn(Ol) took the values 10-2

, 10-4
, 10-6 were de­

termined graphically. The corresponding rate was found from (7) and 
(8). Repetition of the process for different values of 01 permits plotting 
the curves. 

An integration by parts and (6) allow Shannon's upper bound to be 
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written in the form 

- M fill . n-2 
Q = _ / b Qn (0) sm 0 dO. 

V 7r n-1 0 
(13) 

Curves based on Q, such as shown on Fig. 2, were obtained by using the 
recurrence (12) to obtain values of Qn(O) for a fixed ~. The integral in 
(13) was evaluated numerically using a trapezoidal formula with 150 
points of evaluation for the integrand. Values of ~ and 01 were expressed 
in terms of R/W and SIN as already explained. 

APPENDIX B 

The theorems and formulae of Shannon's Information Theory are 
statements about certain mathematical constructs. In order to make 
useful inferences from these formulae about physical communication 
systems, it is necessary to examine the sense in which the mathematical 
model approximates the behavior of the key elements of the physical 
system. At best, the correspondence between mathematical and physical 
entities is only a close approximation: the "true" theorems of the 
mathematical model, when stated in physical terms, are only "partial 
truths." 

The formula 

C = (aI2) loglo (1 + SIN) dits/second (14) 

gives the capacity of the following mathematical channel. Real numbers 
are chosen at a transmitting point at the rate a numbers per second. 
Each number chosen is transmitted to the receiving pojnt, but is per­
turbed by an additive Gaussian variate, so that the ith transmitted real 
number, Si, is received as Si + Xi. The Xi are assumed independent 
Gaussian random variables with the same variance N. The transmitted 
sequence satisfies the constraint 

1· 1 ~ 2 s 
~!! 2K !:t S ~ = . 

(The reader should consult Ref. 8, Chapter 9, for a more careful, rigorous 
definition of this channel and a precise mathematical interpretation of 
the capacity formula.) 

The foregoing description of the channel is essentially that given by 
Shannon in Ref. 4. The channel is discrete in time; there is no mention 
of bandlimited continuous functions of a time variable defined on the 
real line. Within the mathematical theory, there is no question of the 
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validity of (14) for the capacity of the discrete time channel described 
nor of the validity of Shannon's bounds for the error probability attain­
able with block codes of finite length. The problem is to justify the 
application of these formulae derived for a discrete time mathematical 
channel to physical communication systems employing "continuous" 
signals of "bandwidth" fV. 

I have placed quotation marks around the words continuous and 
bandwidth to call attention to the fact that these two concepts have no 
well-accepted operational definitions in terms of experiments in the real 
world. They are again part of another strictly mathematical model that 
is used to describe signals of the physical world. The elements of this 
mathematical model are the real number continuum, functions and 
Fourier analysis. The correspondence between these elements and 
observables of the laboratory (meter readings, etc.) is again an approxi­
mation - a very good one in many circumstances, but a poor one in 
many others. It is meaningless to ask if the reading of a meter in the 
laboratory is a rational number or an irrational one, or if the trace seen 
on an oscilloscope is a continuous function in the sense used in the 
mathematical model. Within the mathematical model, there are many 
notions introduced for which one cannot easily find meaningful counter­
parts in the real world of the laboratory. The asymptotic behavior of 
spectra at infinity is such an example. One must be very suspicious of 
the utility of applying in the real world formulae derived from the 
mathematical models which are sensitive to assumptions about those 
concepts of the model that have no operationally defined counterparts in 
the laboratory. 

It is evident that a good case for applying (14) to real communication 
systems can be made if one can justify the statement 

"In the laboratory, using signals of duration T and bandwidth W, 
we can communicate about 2WT numbers and no more." (15) 

Perhaps it would be simplest to take this statement as a basic axiom 
for practical communication engineering and justify it by experiment 
(with "bandwidth," "number," etc. suitably defined in operational 
terms). It is intellectually more satisfying, however, to be able to derive 
it from the mathematical models that have served so well to describe 
signals in other circumstances. 

The approach taken by Shannon in Ref. 6 and paraphrased here at 
the beginning of Section III is one method of deriving statements in the 
spirit of (15) from the usual mathematical model of signals and spectra. 
This approach is reasonably satisfactory in justifying the fact that for 
very large T one can transmit 2WT numbers using signals of (mathe-



702 THE BELL SYSTEM TECHNICAL JOURNAL, MAY 1963 

matical) bandwidth ,Wand nominal duration T. From it one can argue 
rather convincingly that rates arbitrarily close to those given by the 
capacity formula can be achieved with arbitrarily small error probability 
using (mathematically) bandlimited functions for signaling. Using this 
approach, however, it is difficult to make a convincing argument that 
one cannot exceed capacity or that Shannon's bounds Qn and On have 
any significance for channels employing (mathematical) band limited 
functions. 

The difficulty here lies in the fact that mathematical band limited 
functions are entire functions and hence perfectly predictable for all 
time from knowledge over any finite interval. If one allows all the usual 
mathematical operations, the receiver, on the basis of observing the 
band limited signal plus noise in an arbitrarily short time interval, could 
extrapolate this function for all time and obtain sample values at an 
arbitrarily great rate. 

The heart of the dilemma presented here lies in the fact that the 
mathematical specification that a signal be bandlimited is a statement 
about concepts of the model that have no well defined physical counter­
part - namely, the behavior of spectra at infinity. The sampling 
theorem, unfortunately, requires an assumption about this nonphysically 
interpretable part of the mathematical model. 

Yet, one feels that in the real world something like (15) holds with 
laboratory meanings for bandwidth. If so, this should be derivable from 
the mathematical model of functions and Fourier analysis without 
making assumptions in the model about such nonphysical entities as the 
behavior of spectra at infinity. A result of this sort is indeed the content 
of an important theorem recently published by Pollak and Landau. 9 

Their results are too complex to discuss in detail here. The main point 
is that within the classical model of functions and Fourier analysis they 
define a suitable class of functions that are "limited" in both time and 
frequency. The definition of this class docs not entail specification of 
spectral behavior at infinity. The specification, when translated to 
physical terms, involves only an assumption about one's ability to 
measure energy, and the correspondence between their class and labora­
tory bandlimited signals defined in an operational way is easy to make. 
They prove that in an appropriate sense this class of functions is 2WT­
dimensional. From this, a form of statement (15) results which is, I 
believe, the best justification on theoretical grounds to date of this 
important postulate. 

Quite apart from this difficulty of justifying (15), there are, of course, 
many other ways in which the mathematical model only approximates 
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the behavior of equipment in the laboratory: measurement errors pre­
vent one from specifying real numbers meaningfully by more than a 
finite number of significant figures; disturbances are not truly Gaussian; 
etc., etc. The attainment of arbitrarily small error by sufficient encoding 
in the mathematical theory entails a delicate balance between many 
quantities which only approximate their physical counterparts. One 
should not believe that real communication systems can be built which 
will signal at fixed rates with arbitrarily small error. Somewhere, for 
large enough n, the mathematical model fails to describe adequately 
the physical realities. How large is this n? This is a very difficult ques­
tion. lVly engineering judgment is that the results given on the curves of 
this paper for n up to 100 might conceivably be achieved with real com­
munication systems. Until we have learned to describe and instrument 
optimal codes of this size, I am safe from experimental contradiction. 
Today, this time seems remote. 

APPENDIX C 

We show here that if 

and 

f = log (1 + S / N) 

then, with nand P e fixed (0 < P e < 1), 

lim R/W = n - 1 . 
RllV~OO f n 

(16) 

(17) 

Referring to (7) and (8) we see that if R/W -J> 00, then 01 -1- O. In­
deed, for small values of 01 , one can easily develop the incomplete beta 
function to obtain 

~ = Hln (n - 1)1l (n ; 1 ,D 
- (n - 1) In sin 01 + 0 (0/) ] 10glO e. 

(18) 

Here (3(x,y) = r(x)r(y)/r(x + y) as usual. 
It is now convenient to write equation (9) as 

n 01 d d n-2 [( 2 + 2)/2] Q () 100 f r cot 01 - vnA 
-- = r z r exp - r z 

d 0 -00 
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where 

(n - 1) 7r(n-l)/2 
d - ~----~------

- (2 .. )",2 r (n ~ 1) 

and as before we adopt the abbreviation A 
integration is shaded in Fig. 12. 

y r 

VS/N. The region of 

~~~~----~------~--------------~z 

Fig. 12 - Integration region and coordinate transformation. 

To investigate the behavior of Qn as 01 ~ 0, it is convenient to trans­
form the integral by the rotation 

z = x cos 01 - Y sin 01 

r = x sin 01 + Y cos 01 

and to write the result as the integral over the region y ~ vnA sm 01 

minus the integral over the region G indicated in the figure. 

Qdn = 100

_. dy Joo dx(x sin 01 + Y cos 01r-2 exp [_ x
2 
~ y2] 

VnA sin 81 -00 

With A ~ 0, the integral over G vanishes as 01 ~ 0, so 

Qdn ~ (cos 01)n-2 1OO

_. dy JOO dx(y + x tan 01r-2 exp [_ x
2 
~ y2] 

ynAsln81 -00 

~ 100

_ dy yn-2 exp (_y2/2 ) Joo dx exp (-x2/2) 
y nA sin 81 _on 

One thus finds that if A01 ~ 00, Qn/d ~ ° whereas if A01 ~ 0, Qn ~ 1. 



BOUNDS ON COMMUNICATION 

To maintain (16), therefore, we must have Alh 
o < ex < 00, or 

A ,-....; (aj(h). 

Equations (17) and (18) now give 

705 

a + O((h) where 

(19) 

. RjW . Hln (n - 1){3 (n ; 1 ,D - (n 1) In sin 0.] 
hm -- = hm ----'::..---------:--~;_:__--------::::;; 

RI W-+oo f 81-+0 ( (
2

) 
In 1 + 0

1
2 

n - 1 
n 

as was to be shown. 
The preceding considerations also allow one to show directly that the 

curves of Figs. 4, 5 and 6 rise indefinitely as RjW -+ 00. For a given 
RjW, denote by A/ the corresponding signal-to-noise ratio obtained 
from the capacity formula, so that RjW = log (1 + Ai2

). Then Ai2
,-....; 

10R1W as 01 -+ O. From (18) one finds, 

.2 t'J [en - 1){3]2In 
At . 1 • slnn- 01 

Using (19), one then has 

A2jA/,-....; Cj01
21n 

with c a positive constant. As RjW -+ 00, 01 -+ 0 and A 2j Al-+ 00. The 
logarithm of this latter ratio is plotted on Figs. 4, 5, and 6. 

APPENDIX D 

Each word of a block code dictionary is a sequence of n real numbers 
which may be regarded as a point in an n-dimensional Euclidean space. 
The points of an equal energy block code all lie on the surface of a 
hypersphere of radius .y nS with center at the origin. The words of a 
restricted energy block code all lie on the surface or within such a sphere. 
In this geometric picture, the effect of the noise in the channel can be 
visualized by surrounding each word of the code by a sphere of radius 
V nN centered at the word. Due to the noise on the channel, a received 
word lies on the average at a distance V nN from the corresponding 
transmitted word. If the code is to have a small average error probability, 
the noise spheres surrounding the words of the code must not overlap 
too much. On the other hand, to achieve a large rate, it is necessary to 
have many words in the dictionary. 
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, The volume of a sphere of radius r in n-space is proportional to rn. 
The fraction of the volume of such a sphere that lies external to the 
concentric sphere of radius ar, 0 < a < 1 is therefore 

rn _ (ar)n 
---- = 1 - an . 

For large enough n, then, almost all the volume of the sphere lies near 
its surface. For example, if n ~ 460, then at least 99 per cent of the 
volume of the sphere lies within a thin skin of the surface whose thick­
ness is 1 per cent of the radius of the sphere. 

Suppose now that Nand S are fixed, and consider the problem of 
placing code words on or within the sphere of radius V nS so that the 
spheres of radius V nN surrounding each code word do not overlap 
appreciably. The radius of these noise spheres is a fixed fraction, VN/S, 
of the radius of the large sphere of radius V nS. As n becomes large, 
almost all of the volume of the large sphere lies within a skin of the sur­
face of fractional thickness much less than v'N IS. It is not surprising, 
then, that little is to be gained by placing code words interior to the large 
sphere. Indeed, Shannon's bounds prove that in the limit n ---7 00 

restricted energy block codes give no better performance than equal 
energy block codes. 

In contrast now consider the situation when nand S are fixed and 
RIW becomes large. As we seek to place more and more code words on 
or within the sphere of radius V nS, the noise power N must be con­
tinuously decreased to prevent the noise spheres surrounding the code 
words from overlapping. Ultimately, for large enough rates, N must be 
made so small that the radii of these noise spheres is very small compared 
to the thickness of the skin of the sphere of radius V nS containing most 
of its volume. It then becomes possible to pack appreciable numbers of 
code words interior to this sphere and restricted energy codes then give 
better performance than equal energy codes. 

The asymptotic behavior of the dashed curves of Fig. 11 can readily 
be deduced from the bound (5) and the material of Appendix C. The 
curves are given by 

p, ~ Qn+l (n : 1 !, !). 
To maintain 0 < P e < 1, we find as in the derivation of (19) that 

A "-' (al 01) 

where a is given by 
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= _1_ foo dt t(n/2)-1 e -t . 

r(~) a
2 
(;+1) 

In the right member of (18), replace n by n + 1; in the left member, 
replace R/W by [n/(n + 1)](R/W). There results 

~ ~ log [ n~ (~ , Dr 
W . 2 e sm 1 

It follows then that 

so that 

10 log ~:2 ~ 20 {log a - ~ log [n~ (~, D]}. 
This latter value is the horizontal [!.symptote for the dashed curves of 
Fig. 11. 
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Analysis of Delay in Mathematical 
Switching Models for Data 

Systems 

By D. G. HAENSCHKE 

(Manuscript received August 17, 1962) 

Traffic delay, caused by temporary all-lines-busy conditions, is analyzed 
for three mathematical switching models. They are classified as "address 
camp-on," "retrial," and "message storage" models. The models are de­
signed to permit a study of basic traffic theoretical problems encountered in 
the rapidly growing field of data communications, but they are not identical 
with any of the existing data switching systems. Each model assumes that 
a message is switched only through one switching center which must es­
tablish connections via line groups to one or more addressed receiving sta­
tions, i.e., each model contains only a single switching center. Numerical 
results for the average delay on all messages are obtained on the IBM 7090 
computer. 

I. INTRODUCTION 

Switching centers can be used to link together communication lines 
for the transmission of data between a variety of business machines and 
computers. Due to randomness in the required interconnections a switch­
ing center may occasionally not find an idle line to a particular receiving 
station, so that a delay can occur. More than one method can be followed 
when a switching center finds all lines to a receiving station busy. Some 
switching models appear to obtain lines to the addressed receiving sta­
tions in a shorter time than other switching models. This means that 
with one switching model a given delay requirement can be met with 
fewer lines than with another switching model. This is not to say that 
the model which would render a given grade of service with the least 
number of lines also is the most desirable from an economic point of 
view, because delay is only one factor which enters into the choice be­
tween data switching systems. Components of a switching system, such 

709 
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as lines, memory, etc. do not bear the same price tag, and minimizing the 
number of components of one kind does not ensure economical efficiency. 

Interest in the particular traffic engineering problems of data switch­
ing has been present for at least 15 years. Yet, traffic engineering work 
was mainly concentrated on classical telephone trunking problems, and 
a variety of such fundamental problems have been worked out. Some 
of the data switching systems which are being studied or are now in use 
cannot be analyzed by standard mathematical approaches of traffic 
theory because the operating conditions differ from those of the mathe­
matical models used in the analysis of classical telephone problems. The 
understanding of the fundamental traffic theoretical problems encoun­
tered in data switching is a prerequisite for an exact mathematical analy­
sis of message delay in data systems. The fundamental problems need 
to be studied on simplified models which lend themselves best to mathe­
matical treatment and, therefore, will not be identical with any of the 
present data systems in use. We have constructed for study three hypo­
thetical models which we call "address camp-on," "retrial," and "mes­
sage storage" models, and have analyzed message delay for each of them. 

Message delay is defined as the delay between initial request by the 
switching center for a line, and the moment the message is released 
from the switching center for transmission. The switching center handles 
messages in a manner described by one of the three switching models. 
The delay is caused by temporary all-lines-busy conditions in the line 
groups which connect the switching center with the addressed receiving 
stations. This type of traffic delay must not be confused with the total 
delay from the time a message is ready at the data source and the time 
the message is actually received at a destination. No account is taken 
of messages which are switched through more than one switching center 
in tandem. 

This study, then, shall not be looked upon as an attempt to make a 
choice between switching systems, since such a choice cannot be based 
solely on the delay performance of mathematical models. A true com­
parison between switching systems must include other factors, as for 
instance the cost of memory and logic, loading of transmitters, and load­
ing of incoming lines, all of which are neglected here. 

II. DESCRIPTION OF MATHEMATICAL SWITCHING MODELS 

The following describes each of the three switching models. The de­
scription is preceded by an outline of features which are common to 
each model. The mathematical derivations given in the appendices and 
the delay curves are based on these models. 
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2.1 Common Features 

Think of a data source feeding messages into a switching center that 
has a large number of line groups radiating from it (see Fig. 1). 

Each line group connects one, and only one, receiving station with the 
switching center. A receiving station is capable of receiving from all 
lines in its group simultaneously. There might be one or more lines per 
group, but each group contains the same number of lines c. Full access 
is given to each line in a group. A message is said to have A addresses 
when a copy of the message must be transmitted over A different line 
groups to A different receiving stations. The number of addresses per 
message remains constant for all messages. The switching center is 
responsible for transmitting a copy of the message to each of the ad­
dressed receiving stations. The addresses of a message are chosen at 
random from a large number of possible receiving stations. This perrrits 
us to assume that all line groups are independent of each other. Mes­
sages are originated and addressed in such a way that a[ , the information 
load offered to a group, is the same for every group. The information 
load is defined as the number of first, i.e., unrepeated, message attempts 
which are expected to be generated during an interval equal to one aver­
age message length. First attempts are made Poisson distributed in 
time, meaning that the probability that exactly k first attempts are 
generated during an interval of length t is given by 

DATA SOURCE 

DATA PROCESSOR OR 
INCOMING LINES FROM 

SWITCHING CENTERS 

ORIGINATING 
OR 

INTERMEDIATE 
SWITCHING CENTER 

RECEIVING 
STATIONS 

Fig. 1 - Switching model. 
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Pr (k,t) 

in which t is in units of the average message length. The length of all 
messages is exponentially distributed with mean 1. In the mathematical 
derivations the average message length is taken as the unit of time. An 
exponential message length distribution is chosen, since it is believed 
that it will serve as a good approximation in a larger number of practical 
cases than a constant length. The instant a new or repeated message is 
originated, the switching mechanism begins to hunt for an idle line to 
each of the addressed receiving stations. No delay is imposed by the 
switching mechanism itself. Each new message is eventually delivered to 
the respective receiving stations, i.e., no messages are lost. The system is 
in statistical equilibrium, which is to say that the system is in the steady 
state such that the average number of messages in the system during 
any long interval of time remains constant. 

When all lines in a group to one or more of the receiving stations are 
busy we must find a way of delaying delivery. The camp-on and storage 
models assume that blocked requests form queues at the switching cen­
ter. The retrial model assumes that blocked requests are withdrawn from 
the switching center and reoffered at a later time. 

The reader has doubtlessly observed the very simplified and idealized 
set of common features on which the switching models are based to per­
mit mathematical analysis. The same applies to the features which are 
unique to each of the three models. 

2.2 Address Camp-On Model 

When a line group to an addressed receiving station is blocked, the 
request for service in this group will camp-on and wait in the order of 
arrival until a line is assigned by the mechanism which scans continu­
ously for idle lines. The assignment of available lines to waiting requests 
is done on a "first come, first served" basis. When a line is assigned it is 
immediately made busy. The message, however, is not released from the 
data source until lines to all addressed receiving stations are secured. 
When the last line is obtained, the message content is released and trans­
mitted simultaneously to each of the addressed receiving stations, after 
which the lines are released. The holding time of a line in the camp-on 
model is made up of the sum of two random variables: namely, the ex­
ponentially distributed message length and the time spent waiting until 
lines are secured to all addressed receiving stations. 
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2.3 Retrial Model 

In the retrial model, a message is released from the data source only 
when lines are found at the switching center to all addressed receiving 
stations. If even one line group is blocked, the message is not transmitted 
to any of the addressed receiving stations and is temporarily cleared from 
the switching mechanism without making any lines busy. A blocked 
message is reoffered any number of times from the data source after a 
constant time interval T, until an idle line is found simultaneously to 
each addressed receiving station. At a retrial of a blocked message, an 
attempt to seize an idle line is made in the same groups as at the previous 
attempt. The message delay is determined by the number of attempts 
made and by the length of the constant retrial interval T. The holding 
time of a line in the retrial model is equal to the exponentially distributed 
message length. 

Another way of making retrials is to let the delay in the delivery of 
the message content to anyone addressed station be independent of the 
delay to the other addresses of a multiaddress message. In this case, a 
message having A addresses would be considered to consist of A one­
address messages and the delay would be that given for the one-address 
case of the retrial model. 

2.4 Message Storage Model 

Message storage is analysed on a model in which requests for lines in 
a busy group form queues in the order of arrival. In the multiaddress 
case, some addresses of the message may find their line groups busy 
while other addresses may obtain lines to the addressed stations with 
no delay. The model assumes that the message is released with no delay 
to stations which are not blocked, and that the delivery to a blocked 
station is delayed only until the instant a line is found by the switching 
mechanism which scans continuously for idle lines. As in the retrial 
model, the line holding time is equal to the exponentially distributed 
message length. 

III. METHOD OF ANALYSIS 

The delay performance is analysed as messages are switched through 
one switching center which employs one of the three described switching 
models. It should be pointed out that the results obtained here apply 
only to the mathematical models used. All approximations mentioned 
in the analysis are approximations of the model to which they refer. 
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The mathematical analysis of the delay performance of the address 
camp-on model is given in Appendix A. The problem is to find the total 
occupancy of the outgoing line groups. In the multiaddress case, out­
going lines can be held busy in excess of the message length. This excess 
holding time increases the load carried from the useful information load 
a[ to a total load aT. The excess holding time is the average length of 
time between line seizure and the time lines are found for all addresses 
of the message. Erlang delay probability is used by the introduction of 
an approximation which assumes that the total holding time of an out­
going line is exponentially distributed. No explicit expression is derived 
for the total load aT. Solutions for aT are found by solving (7) and (10) 
of Appendix A in an iterative computer program. The average delay 
follows from (11). 

In Appendix B the mathematical analysis is given for the retrial 
model. The retrial method has been under consideration for application 
in both military and commercial data systems, and this method is also 
used in voice telephone communications. The mathematical analysis of 
delay in systems in which blocked attempts are reoffered is one of the 
fundamental traffic problems for which an exact solution is not available. 
The prospect of using the retrial method in data systems emphasizes the 
need to treat such systems analytically. The analysis given here is 
not exact because a number of approximations had to be introduced 
to obtain numerical results. Since the retrial method is a basically 
unsolved problem it must first be studied in its simplest form, which 
exists for the case of one address per message. Considerable effort, there­
fore, is spent in Appendix B on the discussion of the one-address case. 
Our approach to the :retrial problem is to find approximations for the 
unconditional state probability of finding i lines in a group of clines 
busy, 0 ~ i ~ c. Then, approximations are found for the conditional 
probabilities of finding i lines busy at to + 7", when the state of the group 
is known at to , to - 7", to - 27", etc. The delay for the one-address case 
follows from (23) of Appendix B. For the three-address case the delay 
is computed from (31) in a Markov process which is in itself an approxi­
mation of the retrial problem since it accounts only for a first-order 
dependency. 

The basic problem in the retrial model is to find approximations of the 
conditional probabilities mentioned above. These are obtained by in­
tegrating a set of differential equations (16), using a line request rate 
w(t) which by itself is conditioned on previous states of the line group 
and, therefore, is dependent on time. The line request rate w(t) appears 
as a coefficient in (16). Since w(t) can be expressed only as a function of 
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solutions to (16), we cannot find wet) explicitly, but must compute it in a 
long process of progressive iterations. It will become apparent from Ap­
pendix B that not all approximations made can be clearly justified, but 
the results obtained are sufficiently accurate for comparison with other 
switching models. Some of the approximations appear critical for short 
retrial intervals 7, particularly when c is small. The amount of effort 
and computer time spent on solving the retrial problem analytically is 
not necessarily less than the amount of effort and time spent by simula­
tion. The problem is by no means solved, but it is hoped that by this 
analytical approach the way is paved toward a more complete analysis 
of retrial systems. 

For message storage, the average delay can be determined by the well­
established methods of traffic theory developed by A. K. Erlang. These 
are outlined in Appendix C. The average delay for the storage model is 
computed from (32) of Appendix C, and no approximations need to be 
made. 

IV. RESULTS AND CONCLUSIONS 

For a fixed amount of information load, each switching model pro­
duces different delays. This means that some switching models must be 
operated at lower occupancy than others to ensure that delays encoun­
tered will not exceed the desired maximum. The delays shown below 
for each switching model do not necessarily keep their relationships in 
respect to each other when messages are switched through several switch­
ing centers in tandem. 

The results of computations for one address per message are shown in 
Figs. 2 and 3 for one and ten lines per group, respectively. Figs. 4 and 5 
show similar results for three addresses per message and one and ten 
lines per group, respectively. The "information occupancy" in these 
figures is numerically equal to the information load offered to the line 
group divided by the number of lines per group, i.e., ad c. The term 
"occupancy" refers to the percentage of time a line is occupied on the 
average. The fraction of time a line is actually utilized for the transmis­
sion of information, then, is equal to adc, so that we may also call "in­
formation occupancy" the "line utilization." 

First let us discuss the address camp-on model. This method offers 
the advantage that error correction can be performed on multilink con­
nections on an end-to-end basis because the message content remains in 
storage at the data source until a connection is set up to all addressed 
receiving stations. The camp-on model also is of interest because storage 
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Fig. 2 - Average delay on all messages vs information occupancy; 1 line per 
group, 1 address per message. 

at an intermediate switching center need be provided only for the ad­
dress portion of a blocked message and this might have some economic 
advantages over other switching models. For one address per message 
there is, in theory, no difference in the traffic delay performance of the 
address camp-on and message storage models when the message is 
switched only once. It should be remembered that in the camp-on model 
an intermediate switching center keeps the incoming lines busy in excess 
of the message length for the duration of a delay which, for a given 
information load aI, increases the actual load carried. Because we con­
sider only single-switched messages, no account is taken here of this 
type of line loading. 

As was mentioned before, the total holding time of an outgoing line 
in the address camp-on model is made up by the excess holding time, 
\vhich is the time spent waiting for other addresses to find lines, and by 
the actual message length. In Fig. 6 we show the total occupancy ar/e 
versus the actual information occupancy or line utilization or/e for three 
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addresses per message. We see that the total occupancy approaches 100 
per cent at a surprisingly low information load. This is due to the fact 
that the excess holding time increases the load on the outgoing line 
groups, which in turn increases delays and thus brings about longer 
excess holding times. This makes the camp-on model unusable beyond 
certain intolerably low levels of line utilization. For instance, in the 
three-address case, line utilization must be limited to about 14 per cent 
or 60 per cent for line group sizes of c = 1 or c = 10, respectively. It 
can be seen in Fig. 6 that beyond this point the total occupancy blows 
up and with it the delay imposed on a message. A similar result was 
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obtained by Weber! in a different approach. A simulation made by 
Weber! for c = 1 shows close agreement with the results derived here. 
For example, the simulation shows a maximum utilization of about 14 
per cent for c = 1 and three addresses per message, which is the same 
as derived here analytically. This indicates that considerable confidence 
may be placed in the approach presented in Appendix A. 

From the delay performance of the address camp-on model it is con­
cluded that any switching method in which delays become a substantial 
part of the line holding time will require a relatively large number of 
lines to provide adequate service. By the same token we may conclude 
that even more lines will be required when the message is switched more 
than once, i.e., through more than one switching center. 

N ext we turn our attention to the retrial model. The performance of 
the retrial model as a function of the retrial interval, T, is of interest. 
We observe in Figs. 2-5 that when one doubles T the delay is less than 
doubled. On the one hand, we expect longer retrial intervals to cause 
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longer delays. On the other hand, it can be shown that the probability 
that the message succeeds on a retrial increases with increasing length 
of T. Shorter retrial intervals result in smaller chance for success than 
longer retrial intervals, but the fact that in any given time there are 
more attempts made with short retrials than with long retrials makes 
the average delay a monotone increasing function of T. For large values 
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of T, say at least twice the message length, the rate of increase of the 
delay will be almost proportional to the rate of increase in T. This is 
so because the rate of change of the probability of being blocked again 
becomes smaller with increasing values of T. With T approaching 0, the 
average delay with the retrial model should approach the delay for the 
message storage model in the case of one address per message. 

The delay in the retrial model increases with the number of addresses 
per message. A comparison between Figs. 2 and 4 shows that this in­
crease is quite significant when the number of lines per group is small. 
This increase can, of course, be avoided when a multiaddress message is 
broken up into several one-address messages, as suggested earlier in Sec­
tion 2.3. Stations not blocked would then receive the message content 
independent of the availability of lines to the other stations. If this mode 
of operation is used for retrials, the retrial curves given in Figs. 4 and 5 
are to be replaced by those for the one-address case shown in Figs. 2 and 
3, respectively. Such a change of the retrial model would bring the av-
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erage delay for very short retrial intervals close to that of the message 
storage model, independent of the number of addresses. 

The retrial model has the advantage that no storage has to be pro­
vided in a switching center except at the data source. However, provision 
must be made to instruct the data source to reoffer the message when an 
all-lines-busy condition is encountered at a switching center. The retrial 
method is particularly well suited for error correction by retransmission 
from the data source on request from a terminating station which de­
tected an error. 

Since the analysis of the retrial model is based on approximations, we 
do not expect absolute accuracy of the curves derived. The retrial model 
has been simulated by others for some special cases and it is interesting 
to compare the results. This is done in Table I, in which time is expressed 
in units of the average message length. We observe some disagreement 
between analysis and simulation for large retrial intervals. 

Finally, let us look at the message storage model. This method pro­
vides an efficient use of lines, even if the line groups are small, and delay 
is independent of the number of addresses per message. It requires, how­
ever, that considerable storage be provided because each switching 
center must be arranged to permit full message storage to allow for de­
lays exceeding a message length. Provision must also be made for trans­
mission of a copy of the message to each addressed station independent 
of the transmission to any other station. 

According to the model of the message storage method, a message is 
delayed only until the very instant a line is found. From a practical 
point of view this means that the line-hunting mechanism should be 
activated as soon as the address is decoded. On the other hand, message 
storage may be operated so that the message is stored completely at the 

TABLE I-COMPARISON: ANALYSIS VERSUS SIMULATION, 

ONE ADDRESS PER MESSAGE 

Average Delay on All Messages 
Retrial Interval No. of Lines Occupancy ar/c 

Analysis Simulation 1 Simulation 2 

0.5 1 0.7 3.25 * 3.65 
0.5 10 0.7 0.11 * 0.14 
1.0 1 0.5 1.94 1.84 1. 76 
1.0 10 0.9 3.12 2.61 1.92 
2.0 1 0.7 12.65 * 8.45 
2.0 10 0.7 0.36 * 0.26 

* Not available. 



722 THE BELL SYSTEM TECHNICAL JOURNAL, MAY 1963 

switching center before the line hunting starts. In this case, the amount 
of time needed for full message storage must be added to the delay. The 
latter mode of operation adversely affects the delay performance of the 
storage model, particularly when the message is long in comparison with 
the delay that can be tolerated. 

The delay performance for the storage model will become consider­
ably worse than shown when the line back to the originating station 
cannot be released as soon as the message has been transmitted over it. 
For multiswitched messages the release of lines between switching cen­
ters would ensure that the line holding time is not increased by the de­
lay. 

The curves given for the storage model can be considered accurate 
because the validity of Erlang delay formulas has long been observed. 
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APPENDIX A 

Mathematical Analysis of Address Camp-On Model 

Let the excess holding time EA be the average time between seizure 
of a line and the time lines are found for A addresses of a given message. 
Further, let ZK,A. be defined as the average time between initial request 
for lines and the time K out of A addresses have seized lines. At the time 
A addresses have seized lines, the message is ready to be transmitted. 
The average delay on all messages, dA , is defined as the average time 
between initial request and the time lines have been seized by all A 
addresses, as illustrated in Fig. 7. 

The average is a linear operator, and one obtains for the expected 
excess holding time 

And since 
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it follows that 

(1) 

1 A 

The term A kl ZK,A is recognized as the average time between re-

quest for and seizure of a line for any given single address. 
We define Q(t) as the probability that the delay is less than or equal 

to t between the time of a request for a line by a given single address 
and the time of line seizure, and obtain 

1 A foo 
A ~l ZK,A = t=O t dQ(t). 

The average excess holding time for the A-address case follows from 
(1) as 

(2) 

The only approximation in the analysis of the address camp-on model 
is the assumption that the holding time of a line is exponentially dis­
tributed, so that 

(3) 

The holding time is made up of two random variables, namely the mes­
sage length and the excess holding time. The approximation made in 
(3) implies that the sum of these two random variables is exponentially 
distributed. That this, indeed, is a reasonable assumption is confirmed 

9 

----- ---- W1,A----------

--------W2,A--------

I 
I 

I I 

l--nn---- ZA,A= dAnn----nJ 
Fig. 7 - Line seizure sequence. 
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by the close agreement of the delay derived here with the delay derived 
by simula tion.1 

Substitution of (3) in (2) gives 

EA = AoS? foo e-cpt t(1 - S?e-CPt) A-I dt - s?o (00 te-cpt dt. 
, t=O • t=O 

The above reduces with the binomial expansion for (1 

EA = --2:: --. A A-I (A - 1) (_O)K+1 0 
S? K=O K (K + 1)2 S? 

(4) 

For the case of exponential line holding time with mean t and service 
of requests for lines in the order of arrival as is the case here. we must 
substitute in (4) according to Erlang2 

o = 1 - Q(O) (5) 

c - aT c - aT 
S? = --l- = Orr/al ' (6) 

in which c is the number of lines per group, aT the average number of 
requests per line holding time or the total load offered per line group, 
and a[ the average number of requests per message length or the informa­
tion load. Q(O), the probability of no delay, is given by Erlang2 as 

Q(O) 1 c! c - aT (7) 00 i-aT c -aT 

1-~~+~ C 
~"' , t=C 'L C • C - aT 

The unit of time being the average message length renders for t, the 
a verage line holding time, 

(8) 

so that 

(9) 

Substitution of (5), (6) and (9) into (4) brings 

aT 1 + aT 1 - Q (0) aT A 
a[ a[ c - aT a[ c - aT 

• A-I (A _ 1) [Q(O) _ l]K+I 
~o K (K + 1)2 . 

(10) 

With c, a[ and A given, we can now compute aT , the total load, itera-
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tively from (7) and (10) above. Then, with aT known, we find the 
average delay on all messages from (1) and (g) as 

d
A 

= aT _ 1 + 1 - Q(O) aT, (11) 
a[ c - aT a[ 

which we recognize as the left-hand member of (10). 
It is interesting to take note of the fact that there are generally two 

values of aT which fulfill (10). Thus, one could conclude that the system 
can operate in two modes, one implying a shorter delay than the other. 
More than one steady state of operation has been observed by others1 •5 

in similar traffic studies. However, it appears questionable that the 
heavy delay mode is stable since the larger of the two aT which fulfill 
(10) decreases with increasing a[ , which is physically unreasonable. 

APPENDIX B 

Ai athematical Analysis oj Retrial Model 

When a newly offered message makes its first trial to seize one of c 
lines in a group, let Si ,0 ~ i ~ c, be the unconditional probability that 
the group is in state i. A line group is said to be in state i when i out of 
all c lines in the group are busy. The message is reoffered until a line is 
available to each of A addressed receiving stations; therefore, no mes­
sages are lost. The load carried on each group equals a[ , the information 
load offered. For the special case of c = 1, we obtain 

So = 1 - a[ (12) 

and 

(13) 

For c > 1, i.e., for more than one line per group, Si depends not only 
on a[, but also on the procedure by which lines are made busy. By 
procedure is meant the type of distribution of the length of the intervals 
between line requests, and whether unsuccessful attempts form queues 
or are withdrawn. For Poisson input at the rate of ao and withdrawal of 
blocked attempts, Erlang loss probabilitl gives 

aoi/i! 
S, = -c---'--- (14) 

L aox/x! 
x=Q 

in which 

(15) 
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In the switching model considered here, the total input to each line 
group, i.e., the total load offered, is not Poisson distributed and its mag­
nitude differs from ao . This is so because repeated attempts are blocked 
with a probability which is larger than Se and because for A > 1 blocking 
to anyone of the A addressed receiving stations will cause a retrial. In 
order to compute Si, it is assumed that for a sufficiently large retrial 
interval T, the total input will at least resemble ao in distribution and 
magnitude. This approximation may be justified for light line occu­
pancies but it becomes increasingly unrealistic with increasing line oc­
cupancies. The approximation for ao , therefore, is used here only to com­
pute values for Si when c ~ 2. For c = 1 the values for Si are exactly 
determined by (12) and (13) above. For c > 1 we solve (14) and (15) 
iteratively with i = c to obtain ao and then solve (] 4) to obtain approxi­
mations for Si when c ~ 2. The approximations for Si so obtained are 
used for the unconditional state probability both in the one and three­
address cases. 

Next, we will consider conditional probabilities which take into ac­
count past known states of a line group. Let it be known that at a given 
time to there are j lines busy in a group, 0 ~ j ~ C; what then is the 
probability that at to + t there are i lines busy? This conditional prob­
ability is called Xi,j(t). For Poisson input and exponential line holding 
time, Xi,j(t) is given by a well-known set of first-order differential equa­
tions.4 Here, now, we must take into account that the superposition of 
first and repeated attempts results in an input which is not Poisson. 
We let wet), to ~ t ~ to + T, be the instantaneous line request rate or 
the density of requests. As was said above, X i,j(t) is conditioned on 
state j of the group at to. Consequently wet) depends also on the state 
of the group at to , and this important point should be kept in mind, 
particularly since the notation does not always remind the reader of 
this condition. 

Assume for the time being wet) is known for every value of t in the 
interval (to, to + T). The differential equations defining Xi,j(t), to ~ 

t ~ to + 7, are 

Xo./(t) = -wet) ,XO,j(t) + XI,j(t) 

Xi./(t) = wet) ·Xi-I,i(t) - [i + w(t)]'Xi,j(t) + 
(i+ 1),Xi+1,j(t) 

(16) 

for 0 < i < c 
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The condition that j lines are busy at time to is taken into account by 

(1 for i = j 
Xi,j(to) = ~ 

lOfori~j, 
(17) 

and, as said before, by wet). For the special case t to + T, the argu­
ment is dropped and Xi.i(t o + T) is abbreviated to Xi,j. The system 
(16) can be solved with Laplace transforms for c ~ 2, and by numerical 
integration for c ~ 3. 

Two cases are considered in the following: one in which each message 
has one address, i.e., the case A = 1; the other in which each message 
has three addresses, i.e., the case A = 3. 

B.1 One Address per 111 essage 

In order to compute delay for the case A = 1, we must know the 
probability of finding the line group in state c at to + T, given a state c 
at to , to - T, to - 2T, etc. In other words, we must know the probability 
that a message is blocked twice, three times, four times, etc. To simplify 
the notations for the case A = 1, we write C i for the conditional prob­
ability that all c lines of a group are busy at to + T, given a state c at to , 
to - T, ... , to - iT. Ci , therefore, denotes the probability that a one­
address message is blocked i + 2 times in a row. Co is identical with 
X c •c and can be computed by (16) provided wet) is known. It will help 
to keep matters clear if, for the case A = 1, wet) is subscripted so that 
Wi(t) refers to the condition that at to , to - T, ... , to - iT all c lines of 
the group are known to be busy. For instance, the line request rate used 
in (16) to compute Co is called wo(t). Values for Ci , i ~ 1, are computed 
from (16) in the same manner as X c •c , except that Wi(t) is conditioned 
as indicated later. Hence, the numerical values for X c •c obtained from 
(16) with Wi(t), i ~ 0, are equal to C i • 

Let us now discuss the procedure by which Wi(t) is obtained for the 
case A = 1. We will find functions Li which are conditioned on a state 
c at to , to - T, ... , to - iT, such that 

(18) 

This means that we cannot obtain an explicit expression for Wi(t) 
since Wi(t) is needed to compute C i from (16). But with (18) we come 
into a position which allows us to assume values for Ci , compute Wi(t) 
from (18) and then use the so-computed Wi(t) to obtain Ci from (16). 
Through successive iterations stable solutions are obtained for C i such 
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that (19) is satisfied 

Se < Co < C1 < C'} < ... < 1. (19) 

The above approach, of course, is extremely tedious when C i must be 
computed for large numbers of i. The problem is simplified when one 
assumes for large enough i that Ci = Ci+l. Computations have shown 
that for retrial intervals T ~ 0.5 we may reasonably approximate C i = 
CHI when i ~ 4. This approximation, consequently, is used in the 
one-address case. It is mainly for this approximation that the analysis 
for the case A = 1 is limited to retrial intervals T ~ 0.5. 

Before we define the function Li in (18), we will give the method by 
which the successive iterations are performed by a computer program to 
compute Ci • We start by iterating for a stable value of Co with Ci = Co 
for i ~ 1. Next, we iterate for a stable value of C1 with Co fixed and 
Ci = Cl for i ~ 2. Now we go back and iterate for a new value of Co 
with C1 fixed and Ci = Cl for i ~ 2. This process is continued until no 
further changes in Co and Cl are detected. Continuing one step further, 
we iterate for a stable value of C2 with Co and Cl fixed and Ci = C2 for 
i ~ 3. Again, we back up and search for a new value of Co with Cl and 
C2 fixed, then search for a new value of Cl with Co and C2 fixed and finally 
search for a new value of C2 with Co and Cl fixed, all with Ci = C2 for 
i ~ 3. We proceed in steps in the manner described above until finally 
no changes are detected in Co, Cl , C2 , C3 , C4 with Ci = C4 for i ~ 5. 

With the approximation Ci = C4 for i ~ 5, we can write for (18) 

(20) 

Line requests are made by first and repeated attempts. First attempts 
arrive independent of time with a density v. Repeated attempts arrive 
with a density Ui(t), in which i refers to the condition that all lines are 
busy at time to, to - T, ... , to - iT and t is some time such that 

to ~ t ~ to + To With these definitions we substitute for Li(CO , C1 , C2 , 

C3 , C4 , t) in (20) 

(21) 

The density of first attempts, according to definition, is numerically 
equal to the information load offered or 

v = ar. 

The density of repeated attempts in the interval (to, to + T) is derived 
from first attempts which are made before to and are blocked. For in-
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stance a kth attempt, k ~ 2, occurs at t, to ~ t ~ to + 7, if the attempt 
occurs first at t - (k - 1)7 and all lines are busy at t - (k - 1)7, 
t- (k-2)7, ... , t-7. As an abbreviation we write Pr (tx 1 t1 , t2 , t3 , ••• ) 

for the probability that all lines are busy at tx , conditioned on all lines 
busy at tl and t2 and t3 .... As before, let t be an instant in time such 
that tfJ ~ t ~ to + 7. With the condition that all lines are busy at to , 
to - 7, ••• , to - iT, we obtain for the density of repeated attempts at t 

Ui(t) = ar[Pr(t- 7Ito,to- 7, ..• ,to-ir) 

+ Pr (t - 2r 1 to , to - r, ... , to - i7) 

· Pr (t - 7 1 to , to - 7, ... , to - i7, t - 27) 
(22) + Pr (t - 37 1 to , to - r, ... , to - ir) 

· Pr (t - 2r 1 to , to - 7, ... , to - ir, t - 3T) 

· Pr (t - 7 I to , to - 7, ... , to - i7, t - 37, t - 27) + ... ]. 
Weare left with the problem of expressing Pr (tx 1 tl , t2 , t3 ) ••• ) in 

the above as functions of Co, C1 , C2 , C3 and C4 • Assume that symmetry 
exists such that for any positive length of time l 

Pr (tx + l 1 tx , tx - 7, • • • , tx - k r ) 

= Pr (tx - l 1 tx , tx + 7, ... , tx + k7). 

In the above it is assumed that traffic congestion builds up to an all­
lines-busy condition at tx ; tx + 7, •.. , tx + k7 in the same manner as it 
subsides after tx + kr. This assumption may not be exact for the retrial 
system but this concept is used here since it is expected to give a good 
enough approximation for the following reason. 

If a group is busy, say, at to , then it must be expected that part of the 
traffic which contributes to the congestion at to is reoffered traffic. The 
fact that congestion occurs at to implies that all lines were busy at 
to - 7, to - 2r, etc., with a larger probability than indicated by the un­
conditional state probability Se . As an approximation to the function 
by which traffic is expected to build up we construct linear functions 
in time. For example, we assume that the probability of blocking at 
some time tx < to builds up to an all-lines-busy condition at to - rand 
to as shown in Fig. 8. Also, we assume independence of events that are 
not really independent. For instance, we assume that blocking between 
to - r and to occurs with a probability Wl,l(t) as defined below. Similarly, 
independence is assumed between events occurring with probability 
Ni(t), Mi(t) or Wi,j(t) and the event which causes a repeated attempt 
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t 

Sc c, 

TIME~ 

Fig. 8 - Sample of build-up function. 

at some time prior to to . The approximations made in the expressions 
below may account for some of the differences which are observed be­
tween theory and simulation. 

A first attempt, made at some time t - jr, to ~ t ~ to + r, j ~ 1, is 
blocked in the nomenclature of (22) with a probability 

Pr (t - jr I to , to - r, ... , to - ir) 

for which we approximate 

1 
Ni(t) = - [t + CJr - t)] for j = i + 1, i ~ 0 

r 

for j = i + 2, i ~ 0 

for j ~ i + :3, i ~ 0 

and with Ni*(t) = (1/1 )[t(Ci - 1) + r] 

Wi,j(t) = 1 - [1 - N j- 1(t)][1 - Ni-/(t)] 

for 1 ~ j ~ i, i ~ 1. 

A kth repeated attempt made at some time t - jr, to ~ t ~ to + r, 
j ~ 1, is blocked in the nomenclature of (22) with a probability 

Pr [t - jr I to, to - r, ... , to - ir, 

t - (j + 1)1, t - (j + 2)r, •.. ,t - (j + k)11 



DELAY ANALYSIS 

for which we approximate 

1 - (1 - Ck - l ) [1 - Ni(t)] 

1 - (1 - Ck - l ) [1 - Mi(t)] 

and finally 

for j = i + 1, i ~ 0 

for j = i + 2, i ~ 0 

for j ~ i + 3, i ~ 0 

for 1 ~ j ~ i, i ~ 1. 

731 

We make use of the above expressions as shown in (22) to obtain 
Ui(t). The subscript i of Ui(t) corresponds with the value of i in the 
above approximations and refers to the condition that all lines are busy 
at to , to - T, ... , to - iT. For every such i, i = 1, 2, 3 and 4, we have, 
according to (21), a Li(Co , C1 , C2 , C3 , C4, t) and an Wi(t), and can per­
form the iterations outlined before to compute Co, C1 , C2 , C3 , and C4 • 

Continuing in the analysis of the one-address case, we will now 
evaluate the delay. The probability that a one-address message is de­
layed exactly iT is given by DI (i) which is 

i-2 

DI(i) = Se(1 - Ci-l) II C j , i ~ 2. 
j=O 

HI (i), the probability that the delay is greater than iT for the one­
address case, is 

i 

HI(i) 1 - L D1(k), i ~ 0 
k=O 

which reduces to 

HI(O) Se 
i-I 

HI(i) Se II C j , i ~ 1. 
j=O 

The average delay is obtained as the summation of all possible delay 
values multiplied by their respective probability of occurrence and is 
given by 

00 

dl = T L i Dl(i) 
i=l 
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which reduces to 
00 

dl = TSe[1 + L II Gil. (23) 
i=O i=O 

The above formula is used to compute the average delay on all messages 
for the case A = 1. The unconditional probability of finding all lines 
busy, represented by Se , and the conditional blocking probabilities G i 
are approximated by the methods outlined before. 

B.2 Three Addresses per Message 

The delay for the case A = 3 is computed in a Markov process. This 
means that we are considering only a first-order dependency, since we 
make the assumption that the conditional probability Xi,i of finding i 
lines of a group busy at to + T depends only on state j of that group at 
to . This and the following approximations appear justifiable in the multi­
address case when considering the multitude of factors which determine 
the line request rate between to and to + T. The principal assumption 
for the case A = 3 is that w, the sum of the densities of line requests 
of first and repeated attempts during to and to + T, is nearly Poisson dis­
tributed and therefore independent of any states at or before to . Recall 
that for A = 1 we have been concerned only with the conditional prob­
ability of state c at to + T given also a state c at to or at to and to - T, 

etc. For the case A = 3, however, we are concerned with an Xi,i for all 
values of i and j, 0 ~ i ~ c, 0 ~ j ~ c, as will become apparent later. 
For a known w, we obtain Xu from (16). The condition that j trunks 
are busy, now, is accounted for only by the initial condition as given in 
(17). The density of line requests w is obtained similarly to (21) as the 
sum of the densities of first attempts ar, and of repeated attempts u 
which, according to our assumptions for A = 3, are time independent. 
It is obvious that in the case of A addresses per message, A > 1, a line 
request in a given group is made only when the condition is fulfilled 
that the remaining A - 1 groups are not busy. Since independence is 
assumed we can set (1 - Sc)2 for this condition in the three-address 
case and obtain 

(24) 

for the density of line requests in the interval (to, to + T) in any given 
line group. The expression given in (24) above, of course, is an approxi­
mation since in reality u is dependent on the state of the group at to 
and since independence is assumed between the event causing a repeated 
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attempt during (to, to + r) and the event causing all lines to be busy 
in the other two addressed line groups. But, as said before, these de­
pendencies are believed to be noncritical for the multi address case, so 
that w is considered to be independent of time. 

As in the one-address case, we are left with the problem of defining u, 
the density of repeated attempts, which is expressed below as a function 
of Xc,c . We obtain u by the following approach. Let G be the probability 
that a first attempt is blocked at some time prior to to . This probability 
is approximated by 

(25) 

The above is an approximation because it assumes independence be­
tween the event which causes a group to be in state j, 0 ~ j ~ c, at to 
and the event causing all lines of a group to be busy at some time prior 
to to . For the probability that a kth attempt, k ~ 2, is blocked prior to 
to we approximate 

R = X c,c(1 - Sc)2 + 2Sc(1 - X c,c)(1 - Sc) 

+ 2Xc,cSc(1 - Sc) + Sc2(1 - Xc,c) + Xc,cS/ 
(26) 

for which it is assumed that at the k - 1st attempt one line group was 
in state c, i.e., busy, but without having made any assumptions about 
the state of the remaining two groups. The expression given for R in 
(26) is an approximation since, as before, the known state of a group at 
to is ignored and since only a first-order dependency is considered, as 
mentioned earlier. The density of repeated attempts is obtained simi­
larly to the one-address case by considering all attempts which were 
blocked prior to to so that 

u = alG + alGR + alGR2 + ... 
or 

1 
u = alG 1 _ R· (27) 

Substitution of (27) in (24) gives 

'" = UI(l + 1 : R)(1 - Sy. (28) 

R in (28) above is a function of Xc,c . This means that we cannot find w 
explicitly since w is needed to compute Xc,c as outlined in (16). To find 
w we again must iterate by assuming a value for Xc,c in (26), recompute 
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Xc,c from (16) and then use the recomputed Xc,c in (26). After having 
found a stable value for w we can, from (16), readily compute Xi,]" for all 
o ~ i ~ c, 0 ~ j ~ c. 

In order to compute the delay for the three-address case we con­
sider Pi,j,h(k) , which is defined as the probability of finding the 
three groups in state i, j and h respectively at the k + 1st attempt, 
l{; ~ o. Pi,j,h(k) is obtained recursively by finding all possible ways in 
which the states of the three groups have changed to states i, J and h at 
the k + 1st attempt when at least one group was busy at the kth attempt. 
U sing the approximation of a first-order dependency, as mentioned 
before, we get for k ~ 1 

c c 

Pi,j,h(k) = L: L: Pc,T,s(k - 1) ·Xi,C·Xj,T·Xh,S 
T=O 8=0 

c-I c 

+ L: L: P q,c,8(k - 1) ·Xi,q·Xj,c·Xh,s (29) 
q=o 8=0 
c-I c-l 

+ L: L: Pq,T,c(k - 1) ·Xi,q·Xj,r·Xh,c. 
q=o T=O 

At the first attempt, 

A three-address message succeeds at the kth attempt, k ~ 0, when at 
the kth attempt all three groups are in states other than c. The prob­
ability of a delay of exactly kr, then, is given for the three-address case 
by 

c-I c-I c-I 

D3(k) = L: L: L: Pi,j,h(k). (30) 
i=O j=O h=O 

H 3(k), the probability that the delay is greater than kr for the three­
address case, is 

k 

H3(k) = 1 - L: D3(i), k ~ o. 
i=O 

As in the one-address case, we find the average delay on all messages for 
the three-address case by summing over all possible delay values multi­
plied by their respective probability of occurrence 

00 

da = T L: k·Da(k) 
k=I 
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or with (30) 
00 c-l c-l c-l 

d3 = T L L L L k·Pi,i,h(k). (31) 
k=l i=O ;=0 h=O 

Recall that Pi,i,h(k) is obtained recursively as shown in (29). The un­
conditional state probability Si and the conditional probability X i,j 
which are both needed in (29) are approximated as described earlier. 

APPENDIX C 

Mathematical Analysis oj Message Storage Model 

The delay for the message storage model is computed by well-known 
methods of traffic theory and is given here only for reasons of com­
pleteness. The delay in the delivery of a copy of the message to a given 
station is - according to the switching model- independent of the 
delay in the delivery to any other station. Delayed messages form queues 
in the order of arrival. An analysis for queued service and exponential 
line holding time was made by A. K. Erlang. 

According to Erlang2 we find for the average delay on all messages to 
any given receiving station 

1 
d = F(O)·-- (32) 

c - a[ 

with 

F(O) c! c - a[ 
00 i -a[ c -a[ 

1-L~+~ __ c_ 
i=c i! c! c - a[ 

The delay distribution, expressed as the probability that the delay is 
greater than t, is computed from 

F(t) = F(O) ·e-(c-a[)t. 

The curves for the message storage model are calculated from (32). One 
should, however, bear in mind that in certain specialized applications of 
data communication a copy of the message must sometimes have been 
delivered to all addressed receiving stations before the message is of use 
to anyone station. One would then be interested in the average delay 
until a line is found to the receiving station with the longest delay of all 
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stations addressed by the message. For A addresses per message this 
delay is given by 

which for A 3 reduces to 

d
3 

= FeO) {3 _ ~ FeO) + [FCO)]2}. 
C - a[ 2 2 
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