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Fig. 12 - Probability of error vs signal-to-noise ratio for SIT = co FM-DCPSK. 



1168 THE BELL SYSTEM TECHNICAL JOURNAL, JULY-AUGUST 1967 

a:: 
0 
a:: 
a:: 
w 
lL 
0 

4 

2 

10-4 

4 

2 

10- 5 

10- 6 

2 

5 

10-8 

10- 9 

10- 10 

8 

~\ \ 

~ ~\ 
~\\ 

\\ \ \ 
\\\ \ 
\\ \\ 
'\ ~\ \ 
~\ 1\ 
~\ ~\ 
~ ~\ \ 

1\\ \ \i\ 

\\ \ \ 
\\ 1\\ 

8=O~ \S~O~ISO 
\\ \ \ 

\\\ i 
~\ ~~ 
\\ \ \ 
'\ ~\\ 
~\ ~ 

9 10 It 12 13 14 

SIGNAL-TO- NOISE RATIO IN DECIBELS 

15 

Fig. 13 - Probability of error vs signal-to-noise ratio for SIT = 12 dB FM­
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APPENDIX 

Description of the Operation of the Differential Phase Detector for an 
FM-DCPSK Signal 

The differential phase detector is shown in Fig. 2. For an FlYI­
DCPSK signal with no noise or distortion the input is given by (3). 
One can readily show that the signals in the output ports of the 
second 3-dB quadrature hybrid are given by 

A(t) ~ Ii cos {wot + I'm w(t') dt'} - Ii cos {wo(t - r) + I':' wet') dt'} 

B(t) ~ Ii sin {wot + L w(t') dt'} - Ii sin {wo(t - r) + f' wet') dt'}. 

If the detectors, mounted as shown in Fig. 2, are regarded as having 
square-law behavior, the output is given by 

Vet) a: B2(t) - A 2(t) 

'" Ii cos {wor + L, w(t') dt'} + terms in 2wot. 

The terms in 2wot are removed by the low-pass filters. We can thus 
write the basic equation of the differential phase detector for a FM­
DCPSK signal as 

V(t) ~ cos {wor + L, w(t') dt} (22) 

For use as a differential phase detector one chooses T - T = the 
reciprocal of the bit rate, and an IF such that woT = (m+~),r where m 
can be any integer. This equation then becomes 

Vet) ~ sin {LT wet') dt'} , 

which by (3) must be 

Vet) = sin an = ±l 

at the sampling points t = nT. 
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Experimental Verification of the Error-Rate 
Performance of Two Types of Regenerative 

Repeaters for Differentially Coherent 
Phase-Shift-I(eyed Signals 

By w. M. HUBBARD and G. D. MANDEVILLE 

(Manuscript received February 9, 1967) 

High-speed digital repeaters are being considered in the Bell System 
and elsewhere for. both long- and short-haul communication systems. This 
paper describes two devices which were built to serve as prototypes of the 
IF portion of a millimeter guided-wave communication system but which 
might serve equally well as the IF portion of the repeaters for an optical 
communication system or for microwave radio systems. These two proto­
types, designed for a differentially coherent phase-shift-keyed (DCPSK) 
signal, have been built and operated at a bit rate of 160 M b / s using an 11.2-
GHz IF signal. Both models operated with error rates very close to those 
predicted theoretically. One of the models seems to be particularly suitable 
for such systpms; it consists of comparatively simple circuitry, and its 
operation is within 0.5 dB of the theoretical ideal behavior for a DCPSK 
system. 

1. INTRODUCTION 

High-speed long-haul communication by means of millimeter waves 
transmitted in the circular electric mode through a multimode circular 
waveguide was described by S. E. Miller! in 1954, and subsequently 
considered in some detail by Rowe and Warters.2 This paper describes 
two experimental models of the IF portion of a repeater for such a 
system and compares their performance with theoretical predictions 
of error rate. These models could serve equally well as IF sections of 
repeaters for optical communication systems or microwave radio 
systems. 

No attempt is made in these models to equalize the delay distortion 
of the medium, and no allowance is made for degradation from up 
converters, down converters, and millimeter-wave circuitry. 

1173 
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Both experimental model repeaters operated at a bit rate of 160 
Mb/s and used an IF of 11.2 GHz. The bit rate and the IF were arbi­
trary choices made for convenience. In an actual system, a somewhat 
lower IF would be chosen to facilitate building solid-state amplifiers 
and a somewhat higher bit rate would probably be desirable. Since 
these model repeaters were to serve as prototypes for an even higher 
bit rate repeater, no components were used which did not seem capable 
of being modified to operate up to about twice this bit rate. 

Section II discusses briefly the two particular choices of modulation 
scheme which were used, and describes some of the features common 
to both models. Section III describes the so-called AM-DCPSK 
repeater and Section IV the FM-DCPSK one. 

These models demonstrated that a repeater which performs with 
error rates quite close to those predicted theoretically can be built. 

II. DIFFERENCES AND SIMILARITIES OF THE TWO MODELS 

The final version of a millimeter-wave repeater would almost cer­
tainly be an all solid-state system. This requirement imposes a limita­
tion on the maximum power available, especially at millimeter-wave 
frequencies. Because of this power limitation, which generally mani­
fests itself as a limitation on peak power, it is necessary to use a 
modulation scheme which affords good noise immunity. Optimum 
noise immunity (in a binary system) is obtained when the two signal 
states are anticorrelated.3 This corresponds to coherent phase modula­
tion where the two signals have identical envelopes (consistent with 
the power limitations) and differ in phase by 7r radians. Such a sys­
tem operates by sending pulses with phase either 0 or 7r relative to 
some standard reference phase. With a system of this type, it is neces­
sary to provide this standard phase at each repeater in order that 
regeneration may be performed. An alternative approach is differen­
tially-coherent phase-shift-keying (DCPSK). In DCPSK, the phase 
of each pulse is used as the reference for determining the phase of the 
next following pulse. The information is, therefore, carried in the 
relative phase or, equivalently, it is carried in whether or not the 
phase changes between pulses. The penalty in noise immunity for 
using a DSPSK system instead of a coherent PSK system amounts to 
about 2 dB for error-rates of about 0.01 but decreases with increasing 
SIN. For signal-to-noise ratios which give error-rates of the order 
of 10-9 (the assumed acceptable error-rate for this experiment) the 
degradation in noise immunity is less than 0.5 dB. (See, for example, 
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Lawton. 4
) Since the system under consideration is to be operated with 

error rates of this order, the only form of modulation to be considered 
in this paper is DCPSK. 

A block diagram of a typical repeater is shown in Fig. 1. The pur­
pose of this figure is to show the overall layout of the repeater and to 
indicate where the IF portion of the repeater fits in. Figs. 2 and 3 
are block diagrams of the two experimental model repeaters which this 
paper describes, along with the test equipment used in the experiments. 
The portions of these figures contained within the dotted lines are 
more detailed versions of the single block labeled "IF portion" in 
Fig. 1. 

The two model repeaters used somewhat different modulation 
schemes to achieve the binary DCPSK. In binary DCPSK, the infor­
mation is carried in the phase change of a signal between two sampling 
points. DCPSK signals can have several forms since the only require­
ment is that the phase must make either of two prescribed changes 
between each pair of adjacent sampling points. Two somewhat ideal­
ized classes of signals are considered below. These two classes represent 
limiting cases since any physically realizable signal would contain some 
of the properties of each. vVe designate these classes as AlVI-DCPSK 
and FlVI-DCPSK. The AlVI-DCPSK signals are created (at least con­
ceptually) by generating a separate pulse for each time slot with one 
or the other of two phases. Each pulse is thought of as being generated 
independently of pulses in other time slots, but is not necessarily 
confined to a single time slot, i.e., intersymbol interference is allowed. 
As an example, such a signal might have the form 

CHANNEL 
DROPPING 

FILTERS 

DOWN 
CONVERTER, 
GAIN, DELAY 
DISTORTION 
EQUALIZER 

IF PORTION 
SHOWN IN 

FIGS. 2 AND 3 
FOR THE 

2 MODELS 

Fig. 1-Block diagram of a complete repeater. 

CHANNEL 
ADDING 
FILTERS 
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N 

Set) = L So(t - nT) exp [j(wt + an)], (1) 
n=O 

where So(t) is the pulse-shaping factor which is slowly varying com­
pared with the exponential factor, and an is a chance variable which 
can take with equal probability either of two values which differ by 7r. 
The information is carried in whether I an-I-an I equals 0 or 7r. In 
such a system, the amplitude is varied, but the carrier frequency of 
the individual pulses, w/27r, is a constant. If the pulses were nearly 
resolved, i.e., if 

for I t I ~ T/2 (2) 

S (t) would look like a pure AM signal as illustrated in Fig. 4 (b) . 
The FM-DCPSK class is one in which the amplitude of the signal 

remains constant and the phase change (if any) between adjacent 
sampling times is effected by changing the carrier frequency. As an 
example, such a signal might have the form 

PULSE 
MODU­
LATOR 

RANDOM 
WORD 
GENER­

ATOR 

REPEATER IF SECTION 

DIFFER-
ENTIAL REGEN-
PHASE ERATOR 

DETECTOR 

TWT 
3 

Fig. 2 - Block diagram of the AM-DCPSK model repeater. 

PULSE I 
MODU-
LATOR I 

:J 
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I L _____________ _ 

Fig. 3 - Block diagram of the FM-DCPSK model repeater. 

8(t) ~ exp i{wot + f w(t') dt'}, where f nT 

wet') dt' = an (3) 
(n-l) 7' 

and an is as defined for the AM -DCPSK system. An example of such a 
signal is shown in Fig. 4 (d). 

The signals used in the repeater to be described in Section III were 
essentially the AM-DCPSK class, although, in practice, some fre­
quency modulation of the tails of the pulses is inevitable. Signals used 
in the repeater described in Section IV were essentially of the FM­
DCPSK class, although some amplitude modulation is inevitable due 
to the finite bandwidth of the. devices used in the experiment. 

The AM-DCPSK signal has the advantage that a comparatively 
complete theoretical analysis of error rate in the presence of inter­
symbol interference is available. The FM-DCPSK signal has two ad­
vantages, namely, that a phase-locked oscillator can be used to pro-
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€ 

Fig. 4- (a) unmodulated IF-carrier for AM-DCPSK; (b) idealized AM­
DCPSK signal; (c) unmodulated IF-carrier for FM-DCPSK; (d) idealized 
FM-DCPSK signal carrying the same information as in (b); (e) frequency vs 
time for the signal in (d). 

vide limiting and gain, and that it is comparatively easy to recover 
timing directly from the signal. 

Certain features of the model repeaters shown in Figs. 2 and 3 are 
identical. Others are quite different. The components which are com­
mon to both models are described below. The others are described in 
Sections III and IV. 

All of the traveling-wave tubes used are BTL experimental Model 
M1917. 
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2.1 Random Word Generator 
The random word generator circuitry (for both experimental model 

repeaters) is identical to the baseband regenerator used with the 
AlVI-DCPSK model (to be oescribeo in Section III). 'Videband ran­
dom noise from three cascaded amplifiers is used for a random input 
signal to this "regenerator." The output is, therefore, a sequence of 
random positive and negative pulses occurring at the l60-megabit rate. 

2.2 Differential Phase Detector 
The differential phase detector (DcpD) is shown in Fig. 5. This device 

is used in both models as the DcpD and, in addition, an adaptation of 
the device is used in the comparator for the AlVI-DCPSK model and 
another adaptation is used in the timing recovery circuit of the se1£­
timed version of the FM-DCPSK model. The behavior of this device 
is discussed in the appendix of Ref. 5 for an FM-DCPSK signal. The 
behavior of the device with one time slot delay for an AlVI-DCPSK 
signal is quite straightforward and will be discussed briefly in Section 
III. 

III. THE AM-DCPSK REPEATER 

3.1 General Description of the AM-DCPSK Repeater 
A block diagram of the A1VI-DCPSK Repeater is shown in Fig. 2. 

A random binary signal (at baseband) is provided by the random word 
generator at a bit rate of 160 Mb/s. This random "message" is then 
transferred onto the 11.2-GHz carrier by the first pulse modulator-

INPUT 

I TIME SLOT 
DELAY 

Fig. 5 - Differential phase detector (D rp D). 

OUTPUT 
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the two states now being the two phases 0 or 7r. The pulse signal is 
then amplified by TWT 1. Part of the signal (hereafter called the 
reference signal) is then tapped off in the directional coupler and 
stored in the delay line for later comparison with the regenerated sig­
nal. The remainder of the signal passes through filter Fl. Noise is 
added to the signal and the combined signal and noise are filtered by 
F 2 and amplified by TWT 2. The differential detector then processes 
this corrupted signal and the regenerator makes the decision as to 
whether a change or a same has occurred, regenerates a positive or 
negative pulse accordingly, translates back into differential binary 
and regenerates the translated signal into a form suitable for driving 
the second pulse modulator. This second pulse modulator (which de­
rives its CW from the same source, a klystron, as the first pulse modu­
lator) then provides a signal which carries the same message (except 
where errors are made) as the output of the first pulse modulator. 
This signal is amplified and combined with the reference signal in the 
comparator. The comparator then signals the counter when an error 
has been made. 

3.1.1 Differential Phase Detector for AM-DCPSK Pulses 

The AM-DCPSK signal is of the form given in (1). Straightforward 
analysis of Fig. 5 (assuming ideal square-law detectors) with the 
delay path equal to one bit interval shows the output of the Dif!D 
to be 

!S~(O) cos (an - an-l - <p) 

at the middle (the sampling time) of the nth time slot. For <p = 0, 
this signal is +!S~(t) when an = an-l and is - !S~(t) when an 
an-l ± 7r. For <p = 7r the opposite result obtains. 

In the actual experiment, the signals are corrupted by both inter­
symbol interference and noise. The regenerator must make its decision 
on the basis of this corrupted signal and respond accordingly. 

3.1.2 Pulse Modulator 

The pulse modulators convert an 11.2-GHz CW signal into pulses 
having one of two possible phase states in accordance with the base­
band signal pulse. Positive drive pulses produce an output of one phase 
and negative drive pulses produce an output shifted by 180 degrees. 

The modulator consists of a Western Electric 2B hybrid junction 
with a matched pair of IN78 diodes shunting the conjugate arms. One 
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arm contains a phase shifter in addition to the. diodes. The device is 
shown schematically in Fig. 6. 

The operation of the modulator depends upon the return loss of 
the diodes and the balance between them. They are dc biased to be 
matched so that very little power is reflected from them. Application 
of a baseband pulse to the diodes then produces reflected RF pulses 
in the conjugate. arms. With the proper setting of the phase shifter 
they will add in the output circuit yielding an output pulse. When 
the drive pulse is of the opposite polarity, the reflected signals in the 
conjugate arms both differ by 180 degrees from the previous case. 
The resulting output pulse is then also shifted by 180 degrees. 

In practice the phase shift from one state to the other is found to be 
180 ± 5 degrees. The ±5 degrees represents the limit of accuracy of 
the measurement. The modulator loss, (the ratio of CW power in to 
pulse power out) increases as the CW input drive is increased or as 
the baseband drive is decreased. Under the low-drive conditions used 
in this experiment this loss is of the order of 20 dB. 

3.1.3 Baseband Regenerator 

The baseband regenerator (Fig. 7) samples the polarity of the 
differential detector output at the center of the time slots and trans­
lates this information into an output train of equal amplitude positive 
and negative pulses which are. converted into 0 or 7T' RF phases in the 
pulse modulator. In the absence of errors, this pulse train has a 
one-to-one correspondence with the original signal. 

The regenerator consists of three direct-coupled stages of tunnel-

RF PULSES OUT 

DRIVE PULSE 

11.2GHz 
DETECTOR 

I 
I 
I 
I 
I ___ --1 

- + 
.J( 
~~ 
+ + 

11.2 GHz CW IN 

DRIVE PULSE 

11.2 GHz 
DETECTOR 

Fig. 6 - Pulse modulator schematic diagram. 
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diode pairs. The first and third stages are a form of Goto-pair majority­
logic circuit triggered at the 160-JVlb/s rate by I-nsec timing pulses. 
The middle stage is an adaptation of a well-known "flip-flop" circuit. 

The input signal for the first stage is the output of the differential 
phase detector. (Some delay is provided in the coupling to minimize 
interference between the input signal and the pulses generated by the 
first stage.) The timing of the 160-Nlb/s triggering pulses is adjusted 
~o that they coincide with the centers of the time slots of the input 
signal. An output pulse is triggered in every time slot; its polarity is 
dependent upon the maj ority polarity of the input signal at the 
sampling time. 

The second stage, the state-switcher, consists of two tunnel-diodes 
connected in series. Each time a positive pulse arrives the diodes ex­
change states. The diodes remain in their respective states so long as 
no positive pulse appears. The circuit time constant allows changes to 
be made as fast as the maximum requirement of the system-up to 
once every 6.25 nsec. 

When the diodes exchange states the voltage at the junction of the 
two diodes changes between two discrete values relative to ground. 
This point is coupled to the junction of the third stage diode pair, and 
the timing of the third stage triggering pulse is adjusted so as to have 
decision times occur midway between any possible state changes. 

The third stage, operating exactly as the first stage, then puts out 
pulses which are positive when the state switcher is in one state and 
negative when it is in the other state. These output pulses provide the 
drive for the RF pulse modulator described earlier. 

3.1.4 Comparator 

The function of the comparator is to compare the regenerated 
version of the corrupted signal with the uncorrupted reference signal 
and to indicate to the counter when an error has been made by the 
regenerator. Information in a DCPSK' signal is carried not by the 
phase of an individual pulse but by the relative phase between adja­
'cent pulses. The four possible situations are listed in Table 1. 
In the first two situations in Table I, an error was made; in the last 
two, no error was made. 

As an example, the signal with phases 

is equally well represented, after regeneration, by itself or by its exact 
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TABLE I - POSSIBLE RELATIVE INFORMATION COMBINATIONS 

IN THE COMPARATOR 

Relative phase between two 
reference pulses 

Rcbtiyc phase between two corresponding 
regenerated pulses 

Change (7r) 
Same (0) 

Same (0) 
Change (7r) 

Same (0) 
Change (7r) 

Same (0) 
Change (7r) 

opposite, viz., 

7r 7r 0 7r 0 0 7r. 

We can refer to the case where the regenerator is reproducing the input 
exactly as the "G mode" and the case where it is reproducing the oppo­
site of the input as the "U mode." (Such a distinction has meaning 
only where some absolute phase reference exists for the original and 
regenerated signals. This is the case in our experiment since both 
modulators are supplied from the same RF source; this is probably not 
the case. in an actual system where the regenerated signal would not 
necessarily be transmitted at the same carrier frequency as the in­
coming signal.) 

A little thought will convince the reader that the effect of an error 
by the regenerator is to cause the regenerated signal to change modes 
(U to G or G to U). In our example of the preceding paragraph, sup­
pose that the change between the third and fourth symbols is (errone­
ously) interpreted by the regenerator (due to noise) to be a same. If 
the regenerator was originally functioning in the G mode, the result 
would be as shown 

Input: 0 0 7r 0 7r 7r 0 

Output: 0 0 7r 7r 0 0 7r. 
'----r-' "-----.~ 

G Mode i U Mode 

Error 

Note that the regenerator responds to sames and changes, not to 
absolute phases. 

Therefore, the comparator must be designed to detect transitions 
between modes of operation and to respond to these transitions. 

The comparator is identical in design and construction to the dif-
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ferential phase detector except that both inputs to the first Riblet 
coupler are used. It is shown in Fig. 8. Let Sn(t) and Rn(t) represent 
the regenerated and reference signals in the. nth time slot, respectively. 
Then 

and 

RnCt) = SoCt) exp [j(wt + (3n + 0)], 

where an and f3n are the phases of the nth pulse in the regenerated and 
reference signals respectively and 0 represents the phase shift in the 
long delay line (which is introduced into the reference signal path in 
order that corresponding time slots of the reference and regenerated 
signals be compared) and the phase shifter in the reference signal 
path. A straightforward analysis of Fig. 8 shows that the output of 
the comparator in the kth time slot is 

V k = H cos ({3k - (3/C-1 - cp) - cos (ak - ak-1 - cp) 

+ sin ({3/c - ak-1 + 0 - cp) + sin (ak - (3k-1 - 0 - cp)]. 

From this equation one can see the following results for the cases 
of interest. First V(cp = 0, 0) = - V(cp = 7r, 0) for all values of 0. 

Consider the case 0 = 0, cp = 0. There is a pulse of amplitude ± 1 
whenever an error is made and no pulse when there is no error. The 
pulse is positive if the regenerated signal changes phase and the refer­
ence signal does not. It is negative if the reference signal changes phase 
and the regenerated signal does not. 

I TIME SLOT 
DELAY 

Fig. 8 - Comparator for AM-DCPSK repeater. 

OUTPUT 
-.. 
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Consider the case 0 = 7r/2, cp = O. There is a pulse of amplitude ±2 
whenever the regenerated signal changes from the G to the U mode 
but no pulse when the signal changes from U to G. (0 = -7r/2 gives 
a pulse on a U -+ G transition but not G -+ U.) The sign of the pulses 
is as described in the 0 = 0 case. This type of operation gives exactly a 
scale-of-two reduction in the counting rate and an increase of 6 dB 
in pulse height of the error signal. Since both of these effects are ben­
eficial, this type of operation was generally used. 

3.1.5 Error Counting Circuit 

The detected output of the comparator contains cancelled pulses 
except where an error has occurred. Errors results in additions of 
the compared pulses which appear as either positive or negative out­
put pulses. Since only pulses of one polarity can be counted at a time, 
the positive pulses are eliminated and only the negative pulses counted. 
Two settings of the comparator phase shifter, 'P, 180 degrees apart, are 
therefore required to make a complete count of the errors. 

The output signal is fed into a tunnel-diode unipolar amplitude 
discriminator (See Fig. 9). This is another Goto-pair of the type used 
in the regenerator but it is center-biased negatively to pre.vent positive 
input pulses from switching a diode. No timing is used. When a nega­
tive pulse of sufficient amplitude is received, the pre-biased diode 
switches to its second state and remains there for a maximum of 2 
nsec, at which time the reflected pulse from a short-circuited delay line 
quickly returns it to its first state and it is ready to receive another 
pulse well before the next time slot. 

The input level is adjusted so that only error pulses are passed. This 
is to prevent counting as errors the half-amplitude pulses which result 
from an occasional absence of pulses in time slots of the input signal, 
These are not properly to be considered as errors but only as trivial 
deductions from the 160-Mb/s total. 

The output from the tunnel-diode amplitude discriminator is fed into 
a pulse amplifier followed by another amplitude discriminator and 
thence into a He.wlett-Packard 524-C Counter. 

COMPARATOR TUNNEL 
OUTPUT DIODE 

--~-----".l!.--~ A61~~~i~t~-
NATOR ATTENU-

ATOR '-----

PULSE 
AMPLIFIER 

AMPLITUDE 
DISCRIMI- f---~--+l 

NATOR 

Fig. 9 - Error-r,ounting circuit. 

HEWLETT 
PACKARD 

524-C 
COUNTER 
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3.2 Procedure 

3.2.1 Adjustment of the Random Signal 

The statistics of the signal can be adjusted by changing the level 
and/or spectrum of the noise which drives the random word generator 
as well as by adjusting the bias on the various stages of the random 
word generator. Necessary conditions for a random signal, which were 
verified by monitoring both the envelope and the differentially de­
tected "random" signals on the sampling scope are 

(i) the number of pulses in the two phase states be equal, 
(ii) the number of changes equal the number of sames, and 

(iii) the four possible transitions (same ~ same, change ~ change, 
same ~ change, change ~ same) between time slots be equally pop­
ulated. 

The signal was made to satisfy these three requirements. They consti­
tute our only check on randomness. 

3.2.2 Calibration of Noise and Signal Power 

The average noise power was read directly on a Hewlett-Packard 
Model 431B power meter. This calibration was checked frequently 
during the course of the experiment and was held to ±0.1 dB. 

The noise came primarily from a noise source consisting of two 
modellVI1917 travelling-wave tubes in tandem followed by a 280 MHz 
filter. (An additional -26.5 dBm of noise was introduced by TvVT 1). 

The peak signal power was determined by detecting the envelope of 
the signal with a calibrated detector and setting the level for a peak 
power of + 12.0 dBm. This measurement depends on the calibration of 
the detector diode, ability to read the pulse height as displayed on the 
sampling scope accurately, and the choice of which pulse height to use, 
since intersymbol interference caused several pulse heights to be 
present. The experimental error here is estimated to be ±0.4 dB. 

Once the peak signal power, S, is set at +12.0 dBm, the average 
signal power corresponding to S, (S), can be read on the power meter. 
The value of (S) can be reproduced with an accuracy of ±0.1 dB and 
other values of pulse power can be set by changing (S) the appropriate 
amount. Thus even though the absolute value of S is in question by 
±0.4 dB, the error in the relative power levels for the same pulse shape 
is only ±0.2 dB. 
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3.2.3 Determination of Threshold 

Consider a situation where the peak signal power, 8, going into the 
differential phase detector is sufficient for proper operation of the 
regenerator and the noise power is negligible. Now if 8 is slowly de­
creased, a value 81 will be reached where some errors occur. As 8 is 
further decreased, a second value 82 (about 2.5 dB below 81 ) is reached 
where the regenerator begins to completely disregard the input signal. 
We define the threshold, T, as 

T = !(Sl + S2). 

One finds experimentally that T ~ 0 dBm. 

3.2.4 Determination of Intersymbol Interference 

In the presence of intersymbol interference, the envelope-detected 
pulse will have several values at the decision point due to the four 
possible states of its nearest neighbors. The ratios of these pulse 
heights (in dB) can be measured directly on a sampling scope. From 
this the value of PT, where 

So (0) 
PT = 20 log So(T) 

with 80 as defined in (1), can be calculated. 

3.2.5 Summary of Experimental Errors 

The experimental errors are summarized in Table II. 

3.2.6 Timing and Center Bias Adjustments 

The timing for the signal pulses and the regenerator is derived from 
a single 160-MHz clock. The decision time was set by adjusting the 

TABLE II - SUMMARY OF EXPERIMENTAL ERRORS 

Quantity 

Peak signal power-absolute value 
Peak signal power-relative value 
Average noise power 
Threshold 
SIN (absolute) 
SIN (relative) 
SIT (absolute) 
SIT (relative) 
PT 

Experimental error (dB) 

±O.4 
±O.2 
±O.l 
±1.0 
±O.6 
±O.3 
±1.2 
±O.2 
±1.5 
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timing of the regenerator pulse for minimum error count with a very 
small input signal. 

The center bias setting of the first regenerator strongly influences 
the ratio of errors made in detecting changes, Nc , to errors made in 
detecting sames Ns . In the presence of time crosstalk, the optimum 
setting of the center bias is not zero but rather in the direction to 
favor changes. In the experiments performed with resolved pulses 
(no intersymbol interference) the center bias setting was determined 
by balancing Nc and Ns at a value of SIN such that Nc + Na ~ 80 
counts per second. In the experiments performed with unresolved 
pulses (significant intersymbol interference), the center bias setting was 
determined by finding the two values of center bias where, in the absence 
of signal and noise, the regenerator jumps from one state to the other 
and taking the midpoint between these values. This setting does not 
optimize (exactly) the error rate, but it does allow a more direct com­
parison with theory. 

3.3 Results and C01nparison With Theory 

3.3.1 Narrow-Pulse Experiment 

The first experiment to be discussed is the measurement of error­
rate as a function of SIN for several values of SIT. For this experi­
ment, the filter Fl was removed entirely and filter F2 was placed be­
tween the second noise tube TWT-N2 and the noise attenuator. The 
pulses were then completely resolved as seen in Fig. 10(a). The eye 
diagram (output of the differential phase detector) is shown in Fig. 
10(b). The experimental results are plotted in Fig. 11 along with the 
corresponding theoretical curves. 6 

The theory for this comparison assumes that all pulses are of the 
same peak power S, whereas in fact the modulator produces pulses of 
two slightly different amplitudes. This is an important effect for small 
values of SIT and probably accounts for part of the discrepancy in 
the data for SIT = 4.5 dB and a great deal of the discrepancy for 
SIT = 3.0 dB. Also note that sman errors in determination of threshold 
are extremely important when SIT ~ 3.0 dB. 

3.3.2 Unresolved-Pulse Experiment 

Filters Fl and F2 (as shown in Fig. 2) were adjusted to have 6-dB 
bandwidths of 250 MHz and 262 MHz, respectively. The overall 6-dB 
bandwidth of the two filters in series as used jn the experiment was 
then 173 MHz. This widened the pulse considerably. The pulse envelope 
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.. 

(a) 

S =12dBm <S)= sdBm t-. 
1 nSEC/CM 

t~ 
1 nSEC/CM 

Fig. 10 - Narrow pulse experiment wave forms. (a) Envelope-detected RF 
pulse. (b) Eye-diagram (output to differential phase detector, input to re­
generator). 
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Fig. 11- Error rate vs SIN for narrow pulses (negligible intersymbol inter­
ference). Points represent experimental values; curves are theoretical results 
from Ref. 6. 

and the eye diagram for this signal are shown in Fig. 12. The inter­
symbol interference, PT, was measured to be 22.5 ± 1.5 dB per tail. 
The experimental results are plotted in Fig. 13 along with the theoreti­
cal curves. 

3.3.3 Factor-of-Two Experiment 

Various arguments have been presented in the past which (errone­
ously) conclude that (at least under conditions of low error rate) an 
error in decision results in two errors (in adjacent time slots) in the 
regenerated signal. Salz and Saltzberg7 have shown that these argu­
ments are fallacious and that a single error in decision results, with 
about 90 percent probability, in a single error in the regenerated signal 
at the error rates used in these experiments. 

Since these double errors, if they existed, would occur in adjacent 
time slots, our counter (video bandwidth is 10 MHz) would not be able 
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t-... 
1 nSEC/CM 

t-... 
1 nSEc/cM 

Fig. 12 - Widened pulse experiment wave forms. (a) Envelope-detected RF 
pulse. (b) Eye-diagram (output to differential phase detector, input to re­
generator). 
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Fig. 13 - Error rate vs SIN for band-limited pulses. Points represent experi­
mental values, curves are theoretical values from Ref. 5 evaluated pT = 22.5 
dB (the experimentally determined value for this waveform). 

to resolve these pulses without benefit of the scale-of-two feature of 
the comparator. As explained in Paragraph 3.1.4 this scale-of-two can 
be removed by changing the phase of the reference signal 90 degrees. 
When this is done, the total count should double if the numbe.r of 
double errors is negligible. On the other hand, if double errors were 
created for every decision errors, the total count would increase only 
50 percent since (for random signals) half of the "secondary" error­
pulses from the comparator would be of the. same polarity as their 
associated "primary" error pulses and hence could not be resolved in 
the counter. 

Within experimental errors of a few percent, the total count is 
doubled when the scale-of-two is removed indicating that the. errors 
in the regenerated signal do not occur in pairs. 
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3.3.4 Test of Effect of Phase Error in the Differential Phase Detector 
on Error Rate 

The degradation in SIN produced by a small error, arp, in the phase 
shift (or equivalently in the length) of the delay loop of the differ­
ential phase detector has been calculated. 5 This effect is of interest 
because arp is a function of temperature; hence, it cannot be made 
and kept arbitrarily small in a practical repeater. Fig. 14 shows the 
experimental points and the theoretical curve of equivalent degradation 
in SIN as a function of 1 arp I. The points designated 0 were taken with 
arp < 0, those designated D with arp > O. 

IV. THE FM-DCPSK REPEATER 

4.1 General Description of the FM-DCPSK Repeater 

Fig. 3 is a block diagram of the. FM-DCPSK repeater. The overall 
operation of this repeater is quite similar to that of the AM-DCPSK 
repeater described in the preceding section. The random word generator, 
error counting circuit, and RF noise source are identical to those de­
scribed in Paragraphs 2.1, 3.1.5, and 2.1, respectively. 

4.1.1 FM Deviator 

The pulse modulator used in the AM repeater is replaced with an FM 
deviator. This FM deviator consists of a frequency-modulated Esaki 
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Fig. 14 - Degradation in effectiye SIN as a function of phase shift error in 
the differential phase detector. 
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Fig. 15 - FM -DCPSK signal; (a) modulating voltage vs time; (b) frequency 
vs time; (c) phase vs time; (d) differential phase vs time. 

diode oscillator. :Nlodulation is produced by pulsing the bias voltage 
either positively or negatively in every time slot. The binary informa­
tion is contained in the choice of polarity. This voltage pulse causes 
the oscillator frequency I to deviate from its nominal value. Ie . This is 
illustrated in Fig. 15 (a) and (b). This modulation causes a phase 
change Oipn given by 

l
<n+l)T 

o'Pn = n7' {t(t) - te} dt. 

During the nth time slot sampling is performed after the phase shift 
has been completed (i.e, at the center of the intervals on which l(t) 
equals Ie in Fig. 15 (b) ; thus, Oipn represents the phase change between 
the nth and the (n+ 1) th samples. 
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Optimum noise immunity is obtained when the two possible signal 
states are anticorrelated, that is, when the two possible values of oepn 
differ by 7r. This is achieved by adjusting the pulse amplitude until 
oepn equals ±7r/2. In the following it will be assumed that this condition 
is satif'fied. 

The phase (relative to the phase of the carrier frequency) ep(t) for 
the modulation illustrated in Fig. 15(a) and (b) is shown in 15(c). The 
differential phase detector used for this type of modulation is identical 
to the one described in the Paragraph 3.1.1. The phase shifter is ad­
justed to add (or subtract) a constant 7r/2 shift in the delayed signal 
so that it compares ep(t) with ep(t - T) + 7r/2. Since ep(t) and ep(t - T) 
differ ±7r/2, ep(t) and ep(t - T) + 7r/2 differ by 0 and 7r and the decision 
making circuitry operates just as it did for the system described in 
Section III. The quantity ep(t) - [ep(t - T) + 7r/2J is illustrated in 
Fig. 15(d). 

The requirements on the FM deviator differ from the usual require­
ments on an FM modulator in that only the area under the. frequency­
versus-time curve is important. There is no requirement that frequency 
be a linear or even a continuous function of the voltage. 

Each of the FM deviators built for this experiment consists of a 
O.5-mA GaAs Esaki diode mounted directly across 50-mil high X-band 
waveguide with one terminal grounded and the other brought out 
through an 11.2-GHz coaxial trapS as shown in Fig. 16. They have an 
output power of the order of -17 dBm. They are quite stable and have 
suffered no noticeable degradation over periods of up to 6 months. 

The effect of the modulation on the amplitude of the output of the 
FM deviator turns out to be very small if the oscillator is properly 
tuned. Even after filtering the output to the bit-rate-bandwidth the 
amplitude variation is only about ±1 dB. Since the ±7r/2 modulation 
gives complete symmetry about the carrier frequency fe, the optimum 
value of the free-running frequency of the PLO driven by this signal 
is also fe • 

4.1.2 Baseband Regenerator 

The baseband regenerator used in this repeater is just the first stage 
or "first regenerator" of the device used in the AM repeater. Instead of 
driving a state switcher this "first regenerator" drives the FM deviator 
directly. The function of the state switcher, namely, to translate from 
straight binary to differential binary is accomplished automatically by 
the manner in which the FM deviator functions. 
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One of the problems associated with any digital regenerative repeater 
is that of providing a clock to allow proper sampling of the received 
signal. The type of signal used in this experiment is particularly suit­
able for timing recovery because there is a frequency change in each 
time slot regardless of the message statistics. In this repeater, the 
timing was recovered by taking a portion of the incoming signal and 
putting it into a device which is like the differential phase detector 
except that the delay line is approximately 0.6 bit interval long. This 
device is described in the appendix. 
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4.1.4 Limiter 

An Esaki diode limiter was incorporated into the circuit in order to 
take advantage of the improvements predicted in Ref. 6. This device 
consisted of an Esaki diode oscillator built directly in 50-mil high 
X-band waveguide. Input and output was accomplished by means of a 
Riblet coupler in the experimental repeater (only because a circulator 
was not at hand). In addition to limiting, the device gave about 20 dB 
of gain. 

The repeater was operated both with and without the limiter; re­
sults of both types of operation are given in Paragraph 4.3. 

4.1.5 Comparator 

The comparison of input and output signals is made at baseband in 
this experiment (rather than at X-band as in the AM-DCPSK experi­
ment). The output of the random word generator is split with a 6-dB 
matched splitter. One branch goes to the FM deviator, the other 
through a delay line to a baseband hybrid where it is compared with 
the output of the baseband regenerator. The polarities are such that 
if no error has been made the pulses cancel in the output arm of the 
hybrid whereas if an error has been made, the pulses add. This signal 
is then applied to the error counting circuit described in Paragraph 
3.1.5. 

Note that the baseband signal contains the information directly, not 
in differential form as does the X-band signal. Thus, some of the com­
plicated logic of the X-band comparator is avoided. 

4.2 Procedure 

The procedure followed was similar to that described in Paragraph 
3.2. The two significant differences are (i) the timing was derived from 
the timing recovery circuit, not from the 160-Mb/s clock which ran 
the random word generator, and (ii) the signal-to-noise ratio, when the 
limiter was used, was measured at the input to the limiter. 

4.3 Results and Comparison with Theory 

The results of experiments to measure error-rate versus SIN for the 
FM-DCPSK system are given in Fig. 17 for the case where a limiter 
was not used· and in Fig. 18 for the case where a limiter was used. 
These results indicate that for an error rate of 10-9 the system operates 
with about 1.5-dB degradation from theoretical ideal without the 
limited and with about 0.5 to 0.8-dB degradation with the limiter. This 
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degradation is due in part to the finite-width decision threshold dis­
cussed in Ref. 6 and in part to the intersymbol interference discussed 
in Ref. 5. The signal-to-threshold ratio is of the order of 12 dB 
for these experiments which, ignoring intersymbol interference, should 
account for about 0.4 dB of the degradation for the unlimited case. 
For the limited case the degradation due to a 12-dB signal-to-threshold 
ratio is about 0.1 dB. It is impossible to consider the intersymbol 
interference quantitatively because the exact form of the signal is 
unknown. Nevertheless, it is not unreasonable to assume that it 
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accounts for a large part of the remaining discrepancy between the 
experimental and theoretical curves in Figs. 17 and 18. 

V. CONCLUSIONS 

Both Al\1-DCPSK and FM -DCPSK type systems are technically 
feasible. The FM-DCPSK type seems preferable in that timing infor­
mation can be obtained by the method discussed above, whereas when 
the AM-DCPSK system is band limited to bandwidth of the order 
of the bit rate the pulses are no longer resolved and timing is quite 
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difficult to recover. In addition, a phase-locked oscillator serves as a 
suitable limiter for FM-DCPSK systems whereas a different-and 
perhaps more complicated-limiter would be necessary for the AM­
DCPSK system. Finally, the baseband circuitry is much simpler for 
FlYI-DCPSK because the translation from straight binary to differ­
ential binary is accomplished automatically by inherent properties 
of the FlYI deviator. 
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APPENDIX 

Timing Recovery from an Flv!-DCPSK Signal 

The basic device described in the appendix of Ref. 5 and shown in 
Fig. 5 can be used as an FM discriminator for timing recovery by 
proper choice of the delay time T. For this device one chooses T such 
that WOT = m'lr. Then (22) of Ref. 5 is, to first order, independent of the 
sign of W (t:) and thus independent of message statistics. One has 

Vet) = cos {L w(t') dt} (4) 

The analysis cannot be carried further without assuming a particu­
lar form for W (t:) . As an example, consider the signal given by (3) with 
W (t') given by 

( 
') 7r 2 7rt' 

w t = an T COS T' 
where an = -1- 1 depending on the message and changes sign only at 
the points t: = (n + t) T. Substituting this into (4) gives 

Vo(t) cos {;; + ! sin (;,') cos (2;,t _ ;,)} (5) 

V,(t) = cos {y, [t - (n H)1' - ~J H cos (;,) sin e;,t - ;,)} , (6) 

where (5) applies if an does not change sign on the interval (t, t-T) 
and (6) applies if it does. 
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A study of (5) and 6) reveals that for T « T the bit-rate-frequency 
component of Vo and VI is quite small. As T is increased, the bit-rate­
frequency component of Vo increases up to T ::::::: 0.6T and then de­
creases to zero as T is increased to T. The hit-rate-frertuency com­
ponent of F 1 increases as T increases from zero to T. Thus, the opti­
mum value of delay for the timing recovery discriminator is T ::::::: 0.6T. 

The delay, T, is related to T by another constant. Since we must have 
woT = (111, + lh· (see Appendix A of Ref. 5), and we also require 
WOT = m'7T' for (4), T and T are related by 

T m' 
T m+:J,' 

Thus, one chooses m' such that m' (m + ~) is as near 0.6 as possible. 
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The Suppression of MOlloculal~ly 
Perceivable Synlnletry During 

Binocular Fusion 
By BELA JULESZ 

(Manuscript received February 10, 1967) 

Sym,metries that we can perceive with one eye can be made to disappear 
during binocular fusion-that is, a symmetrical pattern in one of a pair of 
stereoscopic images may not be seen when we view the pair stereoscopically. 
This phen01nenon should not be confused with the classically-known bi­
nocular rivalry in which the left and right il1wges cannot be fused and one 
of the images is alternately suppressed. The type of suppression phenomenon 
reported here is obtained for computer-generated rand01n-dot patterns in 
which locally each picture element can be fused in a stable way. The bi­
nocularly suppressed symmetry can be one-, two-, and four-fold, and the 
experim,ents give S01ne insight into the processes underlying the perception 
of sym17wtry. In addition to symmetries, it bec01nes possible to scramble 
text by exhibiting it stereoscopically. 

I. BINOCULAR FUSION, RIVALRY, AND A THIRD POSSIBILITY 

Recently, the author added a third possibility of perceptual re­
sponse to the class of stereoscopic images traditionally consisting of 
binocular fusion and binocular rivalry.1 In these computer-generated 
stereoscopic images the local and global properties are juxtaposed such 
that locally each picture element can be stereoscopically fused, causing 
the monocularly apparent global symmetry to disappear in the fused 
percept. 

In the demonstration of Ref. 1, the left stereoscopic image consisted 
of randomly ~elected black and white dot::; with bilateral (one-fold) 
symmetry across the center horizontal axis. The right image was ob­
tained from the left image by subdividing it into 20 horizontal stripes 
(of five picture element width) and shifting every even stripe to the 
left and every odd stripe to the right by two picture elements. Such a 
stereo image is shown in Fig. 1. "\Vhen monoc~llarly viewed, the hori-

1203 
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Fig. 1- (a) Stereogram which, when monocularly viewed, contains an image of 
bilateral symmetry across the horizontal axis. When viewed stereoscopically, hori­
zontal stripes are perceived in depth, and the symmetry is suppressed. (b) Stereo­
gram identical to (a) except that the left image is mirror reflected to permit 
stereoscopic viewing with the supplied front-surface mirror as described in the 
appendix. 

zontal bilateral symmetry is apparent in the left image, whereas the 
right image seems almost random. When binocularly viewed, the 
horizontal stripes are perceived alternately in depth, and if the sym­
metric pattern is viewed with the non-dominant eye the bilateral sym­
metry is suppressed in the fused percept. ,f 

* These stereograms can be viewed stereoscopically by using a prism in front 
of one eye or other similar stereoscopic device. For those readers who do not 
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In Ref. 1 it was emphasized that the demonstration was only an 
example and others could be devised along these lines. Because of the 
theoretical importance of this stimulus class, the present article demon­
strates several new examples. They are more powerful than that of Fig. 
1 and help to clarify some factors in symmetry perception. 

II. POSSIBLE IMPROVEMEN'l'S OF THE ORIGINAL EXPERIMENT 

Although the original demonstration in Fig. 1, served its purpose, it 
suffered from some inadequacies. The primary limitation of the 
stimulus is our difficulty in perceiving bilateral symmetry along a 
horizontal axis. Is it possible to create stereoscopic images in which 
more powerful monocular percepts of symmetry are binocularly sup­
pressed? For instance, can the monocularly apparent bilateral sym­
metry across a vertical axis be made to disappear, or what is more, can 
we binocularly suppress the strongly perceivable two-fold or four-fold 
monocular symmetries? 

Another criticism can be. raised when inspecting Fig. 1. One might 
argue that the right image is not symmetrical, but because of a few 
recognizable clusters which are similar in the upper and lower half 
fields, the appearance of the right image deviates from complete 
randomness. Although we could argue that the bilateral symmetry in 
the left field is effortlessly perceived, whereas in the right field we have 
to scrutinize the stimulus to detect departure from randomness, never­
theless, attempts should be made to deal with this criticism. 

A third objection might concern the loose way of specifying the 
amount of symmetry suppression in the binocular percept. Of course, it 
might be a simple task to let subjects rank order the amount of sym­
metry in the left and right monocular percepts and in the fused 
binocular percept. On the other hand, the phenomena shown here are 
universal, i.e., observers with adequate stereoscopic vision do deviate 
little in their judgments. The skeptic can easily check the validity of 
these findings himself. Therefore, instead of quantification, all ex­
perimental efforts have gone into the creation and display of increas­
ingly sophisticated stimuli. It should be mentioned that after rank 

possess such viewing aids, a front-surface mirror is included inside the back cover 
of this issue. Since all the stereograms except Figs. 1, 2 and 10 contain an image 
with vertical bilateral symmetry, they can be fused both ordinarily or with the 
aid of the mirror as described in the appendix. Figs. l(b), 2(b), and 10Cb) cannot 
be fused with the aid of a prism but only with a mirror-Figs. l(a), 2(a), and 
1O(a) can only be fused with a prism. In order to obtain the described binocular 
percepts with mirror viewing and not the reversed depth percepts, the left 
images of the stereo grams should be viewed with the aid of the mirror by the left 
eye and the right images directly by the right eye. 
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ordering the left and right monocular percepts with respect to sym­
metry (or lack of symmetry), the symmetry in the binocular percept 
does not have to be the mean of the monocular percepts, but can be 
even weaker than that of the monocular percept with the scrambled 
symmetry. 

In the experiments reported here a systematic attempt was made to 
break up the clusters and strengthen the perception of monocular 
symmetries. Binocular suppression of symmetry was still observed. 

III. NON-TOPOLOGICAL OPERATIONS IN BINOCULAR VISION 

The existence of locally correlated but globally uncorrelated stereo­
scopic images is based on a fundamental difference between monocular 
and binocular vision. When viewed with one eye, the retinal proj ec­
tions of objects usually change size and shape in a continuous manner. 
Exceptions are a few hidden parts which may suddenly enter or depart 
the visual field. Therefore, monocular perception mostly operates on 
continuous (topological) transformations of the stimuli, and pro­
longed departure from spatial-temporal continuity results in strange 
phenomena and distortions. (For example, imagine a television picture 
out of horizontal synchronism.) On the other hand, binocular vision 
can easily combine non-topologically related stereoscopic images to 
yield stereopsis and fusion. Parts of one stereoscopic image can be 
broken up and shifted horizontally in the other image and, if these 
shifts are kept within the critical limit of disparity, the two images 
will be combined in a single three-dimensional percept. These shea rings 
and displacements when skillfully applied to binocular viewing can 
destroy many monocular percepts, particularly that of symmetry. 

IV. THE ROLE OF CLUSTERS IN SYM~1:ETRY PERCEPTION 

The right image of Fig. 1, although not symmetrical, is seen to 
deviate from randomness when carefully viewed. One of the main cues 
for bilateral symmetry has been removed, namely the large sym­
metrically shaped clusters in the immediate neighborhood (within ± 5 
picture elements) of the horizontal symmetry axis. On the other hand, 
within the five picture-element wide horizontal stripes, some charac­
teristic micropatterns are formed by chance; these can be recognized 
and matched in the upper- and lower-half fields. In the binocular per­
cepts, because each of these similar micropattern pairs is seen at op­
posite depth levels, their matching becomes more difficult. Therefore, 
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the binocular percept seems even more random than the right monocu­
lar view. 

In addition to the micro clusters formed by chance, the same random 
fluctuations can produce macroclusters which extend to large areas. 
The alternate horizontal shifts by a few picture elements, performed 
on the even and odd stripes are not adequate to break up these large 
dark or bright areas, and these are the last cues left in the binocular 
percept to reveal symmetry. 

Is it possible to reduce the traces of symmetry by breaking up the 
micro- and macro-clusters in the random dot textures? Several at­
tempts were made to break up the clusters. The first was a preprocess­
ing of the left field of Fig. 1. ,Vhenever a picture element was sur­
rounded by more than six picture elements of the same brightness, its 
brightness value was complemented from black to white or vice versa; 
otherwise it was kept unchanged. This intervention prevented the 
formation of black and white clusters within a 3 X 3 array, but long 
horizontal and vertical lines were still present and were strongly 
perceivable both in the left and right images. A second cluster-breaking 
operation was therefore performed. If out of seven adjacent picture 
elements which lay on a horizontal or vertical line, six or more were 
white or six or more were black, the center one was complemented to 
opposite brightness value. The outcome of these two cascaded opera­
tions applied on a random dot pattern (similar to the left field of 
Fig. 1) yielded the left field of Fig. 2. This image looks very intricate, 
and the horizontal bilateral symmetry is mainly apparent because of 
the patterns close to the symmetry axis and because of some long 
diagonal line clusters that remained intact. 

Another way of reducing recognizable micropatterns is to diminish 
the width of the horizontal stripes which are alternately shifted in the 
right image. In Fig. 2 the horizontal stripes in the right image are only 
two picture-elements wide (in contrast to the five picture-element 
stripe width in Fig. 1). Thus, no micropattern larger than two picture 
elements in the vertical extent stays unchanged. The right image of 
Fig. 2 gives a more random impression than the right image of Fig. 1. 
Unfortunately, with smaller stripe width, the amount of disparity has 
to be reduced in order to obtain stable stereopsis. Therefore, in Fig. 2 
the even stripes are shifted to the left by two picture elements while 
the odd stripes are kept unchanged. The total disparity of Fig. 2 is only 
two picture elements, whereas in Fig. 1 it was twice this amount. Per­
haps this precaution is unnecessary as seen in Figs. 7 and 8 which con-
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Fig. 2 - (a) Stereogram which is similar to Fig. 1 except that the width and 
binocular disparity of the stripes is reduced and cluster formation of many proxi­
mate dots of equal brightness is prevented by preprocessing. When viewed stereo­
scopically, a transparent textured surface is perceived above the background 
(b) Stereogram identical to (a) except that the left image is mirror reflected to 
permit stereoscopic viewing with the supplied front-surface mirror as described in 
the appendix. 
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tain two picture-element wide stripes and a total disparity of four pic­
ture-elements, yet yield good stereopsis. When Fig. 2 is binocularly 
viewed, the thin stripes cannot individually be resolved but are 
perceived as a transparent textured plane in front of a solid textured 
background. In the fused image the symmetry is strongly suppressed, 
particularly when the non-dominant eye views the symmetric image. 
On the other hand, the reduced disparity makes it easier to find a few 
micropatterns in the two depth planes by scrutinizing the stimulus. 

It should be possible to vary the stripe width in such a way that the 
upper half field contains combinations different from those of the lower 
half field, thus further reducing similar micropattern pairs. Neverthe­
less, instead of further attempts with horizontal bilateral symmetry, 
we turn our attention to vertical bilateral symmetry. 

V. VERTICAL BILATERAL SYMMETRY 

In these experiments the horizontal bilateral symmetry had two 
disadvantages over the vertical case. The first disadvantage has been 
already discussed; it was pointed out that horizontal symmetry is less 
perceivable than vertical symmetry. The second disadvantage will now 
be discussed. In Figs. 1 and 2 the left and right images contained the 
same picture elements except for a few picture elements that were un­
correlated in the small areas affected by the horizontal shifts. On the 
other hand, it is known from the random-dot stereoscopic image tech­
nique that areas presented to only one eye's view are perceived as 
continuations of the depth plane furthest behind.2 ,3 

This perceptual response permits us to reduce further the similarity 
between the left and right image pairs. For instance, suppose we con­
sider a left image with vertical bilateral symmetry. VVe now subdivide 
it into twenty vertical stripes of five picture-element width. The right 
image is identical to the left one, except each even vertical stripe is 
shifted to the left by two picture elements, as though it were a solid 
sheet. Because of the shift, bars two picture-elements wide along the 
left sides of the shifted stripes will be hidden by the dots which belong 
to the vertical stripes. The right sides of the shifted vertical strips will 
uncover new areas, which will be filled in with new random dots. Thus, 
every shifted even stripe will hide a bar (which belongs to the sur­
round) of two picture-elements width (out of the five), and the odd 
stripes (which belong to the surround) of three picture-element width 
will be extended by a newly generated bar of two picture-elements 
width. Such a stereoscopic image is shown in Fig. 3, in which, in addi-
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Fig. 3 - Stereogram which, when monocularly viewed, contains an image of 
bilateral symmetry across the vertical axis. When viewed stereoscopically, vertical 
stripes are perceived in depth, and the symmetry is suppret'seci. 

tion to the shearing and shift, 2/5 = 40 percent of the dots are dif­
ferent in the right image as compared to the left. vVhen the left image 
of Fig. 3 is monocularly viewed, the vertical bilateral symmetry is 
immediately apparent; when the images are binocularly viewed, verti­
cal stripes are seen in front of a background, and symmetry is sup­
pressed. The only cue for symmetry is the presence of some large 
black and white clusters which can be paired in the left and right half 
fields. 

Fig. 4 is similar to Fig. 3, except that the same cluster breaking 
operation used in Fig. 2 was applied. Here the binocular percept is 
quite free from symmetry, except for a few diagonal checkerboard-like 
patterns which might be found under scrutiny. Anyway, there is no 
doubt that further preprocessing could greatly reduce these few re­
maining recognizable structures. It is also true that the bilateral sym­
metry is less apparent in the left image of Fig. 4 than before cluster 
breaking. It is a delicate operation to find the amount of cluster break­
ing which still gives a strong percept monocularly but which causes 
the binocular percept to disappear. 

VI. TWO- AND FOUR-FOLD SYMMETRY 

In a next experiment, a left image with two- and four-fold sym­
metry, respectively, was generated and a compatible right stereo image. 
similar to Fig. 4 'was devised. The only difference is that the vertical 
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Fig. 4 - Stereogram which is similar to Fig. 3, except that clusters are broken 
up by preprocessing. 

five picture-element wide alternate stripes are shifted in phase in the 
lower half field compared to the upper half field. vVhereas, in the upper 
half field every even vertical stripe is perceived above the background, 
in the lower half field every odd vertical stripe is in front. Such stereo 
Images are presented in Figs. 5 and 6 where the former contains a 
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Fig. 5 - Stereogram which, when monocularly viewed, contains an image of 
two-fold symmetry, When viewed stereoscopically, vertical stripes are perceived 
in depth which are shifted in position in the lower half field with respect to the 
stripes in the upper half field. The symmetry is suppressed in the binocular view. 
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Fig. 6 - Stereogram which, when monocularly viewed, contains an image of 
octal symmetry. Otherwise similar to Fig. 5. 

two-fold symmetry, whereas the latter a four-fold symmetry. The 
middle phase shift prevents the perception of the bilateral symmetry 
across the horizontal axis, while the alternate vertical stripes in depth 
suppress the symmetry across the vertical axis. The suppression of 
binocular symmetry is perhaps less striking for these cases than for the 
one-fold symmetry in Fig. 4; on the other hand, the two-fold and par­
ticularly the octal (four-fold) symmetry in the left field is so strong 
that the difference between the monocular and binocular perception of 
symmetry is very pronounced. 

There are many other manipulations one could successfully apply 
in order to break up monocular global percepts. Instead of long stripes, 
rectangles can be selected at various depth levels and various widths. 
The horizontal and vertical stripes at various depth levels can be 
intermixed. The illustrations have served only to show the flexibility of 
the random-dot stereoseopic image technique. 

VII. SOME CUES OF SYMMETRY PERCEPTION 

It was already discussed how clusters affect symmetry perception 
and how much stronger bilateral symmetry is perceived across a 
vertical axis than across a horizontal one. Now, we are in a position 
to examine some of these problems in more detail. Since the images in 
these experiments are devoid of all familiarity cues, this preference to 
the vertical is characteristic of human perception and is much more 
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prominent than one would expect from psycho-physiological findings 
on the detection of horizontal-verticallines.4 ,5 It is also interesting that 
in two- and four-fold symmetry perception-which are more strongly 
perceived than bilateral vertical symmetry-the strength of perceived 
symmetry across the horizontal axis is greatly increased. 

In the preceding experiments we restricted ourselves to mirror sym­
metries. For the horizontal bilateral symmetry F(x, y) = F(x, -V), 
and for the vertical bilateral symmetry F(x, y) = F( -x, y) has to be 
satisfied. For the four-fold symmetry in addition to both of these equa­
tions, F(x, y) = F( -x, -V) has to be satisfied as well. Besides mirror 
symmetries one can study the perception of centric symmetries, such as 
shown in the right image of Fig. 7. For this case F(x, y) = F( -x, -y); 
F(x, y) ~ F( -x, y) and F(x, y) ~ F(x, -V). This image was derived 
from the octal-symmetrical left image by alternately shifting every 
even horizontal stripe (of two picture-element width) to the right and 
every odd one to the left. The monocularly apparent octal symmetry is 
very strong in the left image, while the centric symmetry is hard to 
perceive in the right one. Nevertheless, some large clusters in the 
corners can be detected in both images, which are also recognizable in 
the stereoscopic view. It is interesting to note that these macro clusters 
are easily detected and matched in spite of their differences in fine 
details. 

Fig. 8 is identical to Fig. 7 except for the clusters, which are broken 

Fig. 7 - Stereogram which, in the left image contains octal (four-fold) sym­
metry and in the right image contains centric symmetry. 
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up by preprocessing. This experiment shows again that the larger the 
clusters are, the less similar they have to be in detail to be detected 
and matched at symmetrical locations. The centric symmetry in Fig. 8 
is even harder to perceive than in Fig. 7. The symmetry in the binocu­
lar view is also greatly reduced, yet less so than in Fig. 6, since the 
left and right images of Fig. 8 are 100 percent correlated. In Figs. 2, 4, 
and 8, in which the macro clusters have been broken up in the left 
images, the micro clusters have to be identical in their minutest details 
to be perceived as symmetrical. This is shown in Fig. 9, in which the 
left image was derived from a random-dot pattern with four-fold sym-

• metry and then preprocessed by the cluster-cleaner. Obviously, the 
quadrants of the picture are not identical in their fine detail (since 
local changes by the cluster-cleaner affect the successive complementa­
tions) but are similar in their larger features. The right image of 
Fig. 9 was obtained by taking a quadrant of the left image and 
reflecting it across the horizontal and vertical axes sequentially. When 
the images are viewed at a short distance, they appear quite different; 
one looks symmetrical, the other not. When viewed from a distance, 
the two images appear identical and symmetrical, since only the 
similar macroclusters are perceivable. 

This observation, that symmetry perception depends on cluster size, 
which in turn depends on texture density explains some of the diffi­
culties with these demonstrations as they are presented in this article. 
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Fig. 8 - Stereogram which If' similar to Fig. 7, except the macroclustcrs are 
removed by 11reprocessing. 



SUPPRESSION OF SYl\IMETRY 1215 

. 

.. ... ... , .. • _. 1"00 

Fig. 9 - Two images which are similar in their macrostructure, but differ in 
their microstructure. When viewed at a short distance only the right image 
appears symmetrical, while from an increased viewing distance both appear sym­
metrical. 

The figures as shown are already too small at the best viewing distance 
of 10 inches. If the images are made larger (in excess of 30 degree 
visual angle) the stereoscopically fusable local features will dominate 
stronger over the macroclusters. 

Another observation, closely related to the previous ones, suggests 
a relationship between average cluster size and distance from the sym­
metry axis. Clusters on both sides of a symmetry axis can be detected 
as being symmetrical only within a certain distance from the axis, 
which is commensurate with the cluster size. Thus, small clusters 
must lie close to the symmetry axis, whereas larger ones may lie pro­
portionally farther. This explains why the left image of Fig. 9 
deviates from symmetry when viewed at a short distance. For large 
stimuli the large clusters cannot be perceived effortlessly, thus the 
nonsymmetrical micro clusters dominate. vVhen the stimulus size is 
reduced, the situation reverses; it is now the symmetrical macro­
clusters which can be effortlessly perceived, and differences in micro­
clusters pass unnoticed. 

Ernst Mach a century ago studied symmetry perception by using 
amorphic shapes.6 His findings are similar to the results obtained by 
using random textures as long as large clusters of dark and light areas 
are contained in these textures. According to these findings vertical 
bilateral symmetry and centric symmetry can be spontaneously per-

,.. • 

... 
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ceived. Horizontal bilateral symmetry is less well perceived. When the 
macroclusters are broken up centric symmetry does not yield spon­
taneous perception, whereas the perception of bilateral symmetry is 
not impaired. 

VIII. SUPPRESSION OF MONOCULAR PERCEPTS IN GENERAL 

Until now the monocular percepts to be suppressed binocularly were 
restricted to global symmetries. Needless to say, many other monocu­
lar global percepts can be destroyed binocularly. Since symmetry is 
easy to generate, it was emphasized over other perceivable forms. For 
instance, the left random field could contain a written text of black or 
white letters that could be perceived and read with one eye. The right 
image would be totally correlated with the left one, except rows or 
columns would be shifted horizontally in some random way. In the 
resulting binocular percept, the letters would be scrambled both 
because of the horizontal shifts and because of these shifts causing 
various letter-segments to be perceived at different depth. This could 
render the binocular percept unreadable. 'Vhile in symmetry perception 
there is always a possibility that various amounts of symmetry can be 
traced, for this example a dichotomy can be obtained. Either the 
perceived image contains a readable text, or not. 

One might argue, that it is not surprising that a text in one channel 
disappears when some "noise" is added to it through the other channel. 
This argument seems convincing, but actually the opposite is true. 
This random pattern is not uncorrelated "noise" which masks the text 
in the other display, but a totally correlated pattern which gives rise to 
stereopsis. It is an interesting paradox that when the two images are 
uncorrelated, binocular rivalry occurs. One might expect for this case 
the largest masking of the text by the competing uncorrelated noise; 
the opposite is in fact the case, since during binocular rivalry the text 
is quite often visible as dominance alternates. For the type of stimuli 
demonstrated here, the local fusion is perfect and stable, therefore, if 
the text is masked in the binocular view, it stays so indefinitely. 

Fig. 10 shows such a stereoscopic image. The word "YES" is inserted 
in the random texture of the left image by a computer program. The 
right image is derived from the left image by alternately shifting every 
even and odd horizontal stripe of two picture-element width to the left 
or right direction respectively. When this stereoscopic pair is presented 
binocularly to subjects-who have not seen the images monocularly 
yet-the impression is a transparent textured surface above a textured 
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Fig. 10 - (a) Stereogram which, when monocularly viewed contains the word 
"YES." When viewed stereoscopically, the letters become fragmented, rendering 
the text unreadable. (b) Stereogram identical to (a) except that the left image is 
mirror reflected to permit stereoscopic viewing with the supplied front-surface 
mirror as described in the appendix. 

background. All the eight subjects perceived both surfaces as randomly 
textured without being able to find and read the disguised word when 
instructed to search for it. After being instructed to close the right eye, 
each of the subjects recognized the word "YES" in the left image. The 
uniformly dark letters were intentionally sprinkled with random white 
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dots in order to aid local fusion. If the macroclusters out of which the 
letters are composed are not broken up, it is possible to detect them 
in the random texture of finer grain. This enables the subjects to shift 
the entire letters in the left field in registration with the unshifted 
segments of the same letters in the right image. In Fig. 10 the letter 
"Y" is more robust than the rest, and after it has been detected 
monocularly, some of the subjects could shift the entire letter in 
registration when binocularly viewed. Of course, by covering this letter 
with more random texture, it can be made to disappear in the binocular 
view as the rest. 

These observations suggest a cluster processor prior to stereopsis. 
If clusters of a certain granularity exist in a finer or coarser textured 
surround, they might be extracted and separately fused from the rest. 
When the clusters in the stereoscopic images have the same average 
clustering, this preprocessing becomes inoperative and stereopsis occurs 
on a point-by-point basis. 

There are many other examples in which monocular percepts are 
suppressed in the binocular view. In Refs. 2 and 7 several random-dot 
stereoscopic images have been presented in which one of the images 
was perturbed, yet this monocularly apparent perturbation was sup­
pressed binocularly. For instance, when one image of the random-dot 
stereoscopic pair is blurred, binocular depth can be still experienced 
and the binocular percept appears as the sharp image.2 This suppres­
sion of the contour-impoverished image by the contour-rich image 
seems to be a general property of binocular combination and was 
recently studied by Levelt. 8 Although, these phenomena corroborate 
the basic theme of this article, they differ from the examples given 
here, since they are a special case of binocular rivalry. According to 
Levelt, the greater the difference between contour content in a stereo­
scopic pair the more the contour-rich channel is weighted. On the 
other hand, in our experiments the stereoscopic pairs are weighted 
equally, and binocular rivalry never occurs-only perfect point-by­
point fusion. 

IX. CONCLUSIONS 

In 1960 a perceptual phenomenon was reported in this Journal which 
demonstrated that binocular shapes can be perceived from monocularly 
shapeless and contourless, random-dot stereoscopic images.2 The find­
ing that correlated areas in the left and right images could give rise 
to binocular depth perception, regardless of the fact that these areas 
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were completely disguised when viewed by one eye, has several 
theoretical and practical implications. An obvious implication is that 
no monocular global percept (form recognition) is necessary for 
stereopsis. Recently, a reversal of this phenomenon was demonstrated 
by the author.1 A stereoscopic image was devised in which the monocu­
larly apparent shapes of bilateral symmetry across a horizontal axis 
disappeared when stereoscopically viewed. This phenomenon sharpens 
the implication of the earlier one. It suggests that whenever binocular 
combination occurs, this process precedes or dominates the recognition 
of horizontal bilateral symmetry. 

The demonstration of Ref. 1 had a few inadequacies which were 
overcome in the experiments presented here. In order to improve on the 
weakly perceived bilateral symmetry across a horizontal axis, ways 
were found in which vertical bilateral symmetry could be presented 
monocularly without affecting symmetry suppression in the binocular 
view. Similar binocular suppression was obtained for monocularly 
apparent two- and four-fold symmetries. lVlicro- and macro-clusters, 
which are always present in random textures, were broken up in the 
stimulus and the results of this preprocessing on symmetry perception 
were studied. 

An elaboration on these experiments substituted monocularly ap­
parent symmetry with monocularly readable text to be incorporated 
in the stereoscopic images. In the binocular view the letters of the text 
were perceived as being scrambled and the. letter fragments were 
perceived at various depths rendering the text unreadable. 
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APPENDIX 

A 111ethod of Viewing Stereograms 

Figs. l(b), 2(b), 3 through 9, and 10(b) may be viewed stereoscopic­
ally with the aid of the front-surface mirror supplied inside the back 
cover of this issue. Ordinary (back surface, glass) mirrors cannot be 
used. The mirror is made of polystyrene and is quite fragile-carefully 
remove the mirror, taking care. not to scratch or mar the surface. For 
best results, the mirror should be flattened by fastening it to a piece of 
stiff, flat cardboard by means of transparent tape laid along the edges. 
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Fig. 11- The author demonstrating a method of viewing stereograms. 

Fig. 11 shows a method of viewing the stereograms. To obtain 
stereopsis, hold the mirror facing toward the left image so that the left 
eye views the image reflected in the mirror while the right eye gazes 
directly at the. right image, as shown in Fig. 11. The mirror should be 
nearly perpendicular to the image plane. The reflected image will 
appear to float over the directly-viewed image. Adjust your position (or 
the mirror) until the reflected image and directly-viewed image are 
superimposed and the reflected image is the same. size as the directly­
viewed image. At this point the images fuse and give the stereoscopic 
effect. 
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Large-Signal Calculations for tIle Overdriven 
Varactor Upper-Sideband Upconverter 

Operating at Maximum Power 
Output 

By J. W. GEWARTOWSKI and R. H. MINETTI 

(Manuscript received March 6, 1967) 

When a varactor frequency upconverter is used as the output device in a 
c07mnunications trans111,itter, it is often desirable to operate at 1naxin/,U111, 
power output. For such operation, the design procedure includes a large­
signal analysis under overdriven conditions, requiring the use of a computer 
for solution. 

Equations for the instantaneous varactor charge, current, and voltage 
are derived assuming that only three currents are present: those correspond­
ing to the signal, pump, and output frequencies. Numerical solutions cor­
responding to l1wximum power output are obtained for both graded-junction 
and abrupt-junction varactors. Values of power output, conversion efficiency, 
input impedances, load impedance, and bias voltage are presented for 
ranges of drive level (1 to 2) and varactor quality (0.001 ~ W3/ We ~ 0.1) 
sufficient to include most practical designs. 

I. INTRODUCTION 

Varactor up converters are finding increased application in solid-state 
microwave transmitters. In this application a frequency modulated IF 
signal is mixed with an unmodulated microwave signal to obtain a 
frequency modulated output signaP Because of the varactor's low loss 
and high power handling capacity, this output signal can be used as the 
transmitter output signal without further amplification. lVlicrowave 
conversion efficiencies in a varactor upconverter are typically greater 
than 50 percent.2 

A varactor upconverter can be either an upper-sideband or a lower­
sideband upconverter. However, since the lower-sideband up converter 
can present stability problems,3 the upper-sideband up converter is gen­
erally preferred for the above application. 

1223 
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This paper presents a general analysis of lossy varactor upper­
sideband up converters, using both graded- and abrupt-junction varac­
tors. Results will be presented for operation at maximum power output 
for a prescribed drive level. The two input signals and the output signal 
are all three "large" signals in this mode of operation. Penfield and 
Rafuse have presented a theory for nonoverdriven abrupt-junction 
varactors;3 however, their analysis gives a conservative value of out­
put power, as explained by Nelson.4 Nelson presents an improved 
upper bound on the varactor charge coefficients, which results in 25 to 
54 percent greater output power than that given by Penfield and 
Rafuse. This paper will use Nelson's method of computing this upper 
bound, with a slight modification to allow for arbitrary output phase 
angles. Grayzel has presented a similar analysis for "punch through" 
varactors.5 His analysis differs from ours in that he assumes a par­
ticular phase condition for the output current [equivalent to taking 
a = 0 in our (5)]. Our results show that as much as 16 percent greater 
power output is obtained when a is optimized. 

II. ANALYSIS 

2.1 JJ;[ odel and Assumptions 

The varactor model chosen for the analysis is the usual one consist­
ing of a constant resistance Rs in series with a variable capacitance, as 
shown in Fig. 1. A polarity is assumed such that when the varactor is 
reverse biased, the voltage and charge stored are positive. 

For voltages between the barrier potential and the breakdown volt­
age, the voltage and stored charge on the variable capacitance arc 
related by 

for 

Rs 
O---iVV'v---~*(---o 

(1) 

Fig. 1 - Varador model consisting of a constant resistance in series with a 
time-varying capacitance. 
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where 

Vi = voltage across the capacitance 
<I> = barrier potential (negative) 

VB = breakdown voltage (positive) 
q = charge on the capacitance 

QB = charge at breakdown voltage (positive) 
q<t> = charge at the barrier potential (negative). 

1225 

When the varactor is overdriven the voltage is assumed to clamp to the 
barrier potential 

Vi = <I> for q ~ q<t> • (2) 

In this region the charge-storage effect is assumed to act like an infinite 
capacitance, so that any amount of charge can be stored without any 
additional voltage drop. This model is a good approximation for micro­
wave varactors, where the minority carrier lifetime is considerably 
longer than an RF period. Experimental evidence has shown that this 
is still a reasonable approximation at frequencies as low as 40 ]\11Hz, a 
typical IF frequency. 

It is necessary to have a parameter which measures the extent to 
which the varactor is overdriven. The drive is defined by6 

(3) 

where it is assumed that the varactor is always driven up to break­
down. Thus, drive = 1 corresponds to the "fully driven" case of 
Penfield and Rafuse. 3 Most practical high-power varactor devices 
operate overdriven, so that drive> 1. 

Another useful parameter is the varactor cutoff frequency, given by3 

fe = ~~ = ~R: = 27rR
8
(1 ~ I')(Q: - q<t» , (4) 

where Smax is the elastance of the diode junction at the breakdown 
voltage. The last equivalence is obtained from (1) and the relationship 
S = uv/uq. 

It will be assumed that only three currents are present in the varac­
tor, those corresponding to the signal, pump, and output frequencies. 
When the pump and output frequencies are appreciably different, cur­
rents at other than the three frequencies mentioned are impeded by 
the selectivity characteristics of the circuits. However, if the pump 
and output frequencies are close together, then it is difficult to inhibit 
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currents at other sidebands. The effect of these sidebands on the results 
presented here has not been evaluated. 

Circuit losses are not included explicitly. They may be accounted 
for by increasing the value of Rs or by calculating separate input and 
output circuit efficiencies, or by a combination of these two approaches. 

2.2 Equations 

The charge stored on the variable capacitance may be written as 

q = Qo + 2QI sin WIt + 2Q2 sin W2t + 2Q3 sin (W3t + a), (5) 

where WI and W2 correspond to the two input frequencies, W3 = WI + W2 

corresponds to the output frequency, and W2 is taken to be greater than 
WI. Since the two input signals at W1 and W2 are independent, their 
phases may be taken arbitrarily as shown. The output phase angle a, 

on the other hand, must be chosen to correspond to maximum power 
output at a prescribed value of drive. 

The instantaneous current is obtained from (5) as 

i = 2WIQI cos WIt + 2W2Q2 cos W2t + 2W3Q3 cos (W3t + a). (6) 

The iotal voltage v on the varactor is given by 

v = Vi + R 8 i. (7) 

The following quantities may be obtained from (5), (6), and (7). 
The numerical integrations are performed using (1) and (2) for values 
of Vj • 

Input resistance at WI : 

(8) 

Input resistance at W2 : 

(9) 

Load resistance at W3 : 

1 IT R3 = -R8 - -Q T Vi cos (W3 t + a) dt. 
W3 3 0 

(10) 

Input elastance at WI : 

(11) 
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Input elastance at W2 : 

1 iT . 
S2 = Q2T 0 Vi sm W2t dt. (12) 

Output elastance at W3 : 

1 iT . 
S3 = Q3T 0 Vi sm (W3 t + a) dt. (13) 

In general, the integration interval T must be large enough to obtain 
the desired degree of accuracy. To facilitate computation, W2 and W3 

are selected to the nth and (n + 1) th integral multiples of Wl • The 
integration interval is then equal to T = 27T/Wl. Results for nonin­
tegrally related frequencies can be obtained from these results by in­
terpolation. 

The resistances calculated above allow one to compute the powers at 
the three frequencies, using values of current from (6). 

Input power at Wl : 

(14) 

Input power at {J)2 : 

(15) 

Output power at W3 : 

(16) 

In most applications W2 and W3 correspond to microwave frequencies, 
and Wl corresponds to a lower frequency. Thus, we define the micro­
wave conversion efficiency by 

P3 w; Q;R3 
1]23 = - = 2 -2" -. 

P2 W2 Q2 R2 
(17) 

Another useful expression for this quantity is derived in the Appendix 
as 

W3 R2 - R. R3 
W2 R2 R3 + R. 

1]23 (18) 

The up conversion gain is defined by 

(19) 
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Another useful expression for this quantity is derived in the Appendix 
as 

W3 RI - R. R3 (20) 
WI Rl R3 + Rs 

Equation (18) and (20) are easily seen to correspond to the results 
given by the Manley-Rowe7 relations as Rs ~ O. 

One other important parameter is the bias voltage, computed 
numerically from the expression 

liT Vo = T 0 Vi dt. (21) 

2.3 Selection of the Charge Coefficients and Output Phase Angle 

The output power P3 as given by (16) depends on Q3 and R 3 . R3 
in turn is a function of Qo , Q1 , 02 , Q3 , and other parameters. These 
charge coefficients are selected to give maximum output power at a 
prescribed value of drive. Obviously, if the drive level were not re­
stricted, the output power could increase without limit, since over­
drive of any magnitude is allowed by the theoretical model chosen 
for the varactor. 

The instantaneous charge is given by (5). At the onset, five inde­
pendent variables are unspecified, Qo , Q1 , Q2 , Q3 , and lY. Two of these 
variables may be eliminated by using relationships bounding the maxi­
mum and minimum instantaneous charge. The maximum charge is 
given by 

(22) 

and the minimum charge is obtained from the prescribed drive level 
using (3). QB and q~ are, of course, known values for a given varactor. 

After applying these limits to eliminate two of the variables, the re­
maining three variables are varied to find numerically the values cor­
responding to maximum output power. In our numerical process Qo 
and Q1 are eliminated, and 02, Q3 , and lY remain as the independent 
variables. Note that once these quantities are selected, all other up­
converter operating parameters can be computed using the equations 
in Section 2.2 together with a knowledge of the varactor characteristics. 

The values of qmflx and qrnin discussed above must be selected with 
some care. One method of selection would be to take maximum and 
minimum values directly from (5). However, this method is inclined 
to give different results when the frequencies are harmonically related 
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than when they are not. To show this, let us compare two instantane­
ous charge waveforms of the type of (5), both having the same charge 
coefficients, but the first waveform having harmonically related fre­
quencies and the second not. The first waveform will repeat its pattern 
with a period 271/WI, whereas the second waveform will never repeat. 
Evidently the second waveform will generally have a larger peak-to­
peak amplitude, since it is more "random," i.e., it has a larger assort­
ment of peaks and valleys. This is especially true when W2 is not much 
larger than WI • 

The values of qmax and qrnin are computed using Nelson's approximate 
method.4 For W2/WI greater than 2 or 3, one may visualize the W2 and W3 

terms of the charge waveform as being a high-frequency signal, am­
plitude modulated at WI. Thus, one may write (5) as 

(23) 

where 

R = 2VQ~ + Q; + 2Q2Q3 cos (WIt + a) 

() t -1 [ Q3 sin (WIt + a) ] = an 
Q2 + Q3 cos (WIt + a) . 

Let wltrnax and wltrnin be the instants corresponding to the maximum 
and the minimum values of the functions 

Ql sin wJt ± V Q~ + Q; + 2Q2Q3 cos (WIt + a). 

Then, the maximum and minimum values of instantaneous stored 
charge are given approximately by 

qmax = Qo + 2Ql sin wltmax + 2 V Q~ + Q; + 2Q2Q3 cos (Wltmax + a) 

(24) 

and 

qmin = Qo + 2Ql sin wltmin - 2 V Q~ + Q; + 2Q2Q3 cos (Wltmin + a). 

(25) 

Equations (3), (22), (24), and (25) allow one to compute Qo and Ql, 
given the values of Q2 , Q3 , and a: for a given varactor and drive level. 

2.4 Calculation Procedure 

The parameters corresponding to maximum output power were ob­
tained from a digital computer using a computer program based upon 
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the simplified flow chart of Fig. 2. Trial values of a were selected at 1 
degree intervals, and trial values of Q2 and Q3 were selected at intervals 
of 0.0005 (QB - q<f»' These values were found to give results accurate 
to within plotting accuracy. 

III. RESULTS 

As indicated in Fig. 2, the results are a function of four variables, "I, 
drive, W2/W3 ,and W3/We. "I determines the varactor type, graded junc­
tion ("I = i) or abrupt junction ("I = i). 

The parameter drive is defined by (3). There is no theoretical upper 
limit for this quantity for the varactor model chosen; we shall arbi­
trarily take 2 as the upper limit for our calculation. In a practical 
varactor the drive level will be limited by forward bias current due 
to the finite minority carrier lifetime; however, values of 2 are usually 
attainable. 

The parameter w3f We expresses the effect of the loss Rs for a practical 
vuractor. 

READ IN VALUES OF 'Y 
w2 W3 

DRIVE, W3 ' We 

CHOOSE A TRIAL VALUE OF a 

CHOOSE TRIAL VALUES OF 02 AND 03 

SELECT NEW TRIAL 
VALUE OF a 

SELECT NEW TRIAL 
VALUES OF O2 AND 0 3 

Fig. 2 - Simplified flowchart of the computer program. 
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The frequency ratio W'2/W3 determines the ratios of the three fre­
quencies, since W3 = WI + W2. Fortunately, it has been determined that 
the results can be normalized in such a way as to make them inde­
pendent of this frequency ratio in most practical cases. These nor­
malized quantities are as follows: 

normalized resistances 

R2W 2 R3W a 

Smax 
, 

Smax 
, 

normalized elastances 

~ ~ 
Smax 

, 
Smax 

, 

normalized powers 

normalized microwave conversion efficiency and unconversion gain 

normalized bias voltage 

G WI 
13 -; 

W3 

Va - <I> 

VB - <I> 

and 

Results were computed for several frequency ratios. These ratios are 
designated by the harmonics present in the charge waveform, (5). 
Thus, for example, 1-7-8 denotes the case W2/ WI = 7 and W3/WI = 8. 
Results were computed and compared for the cases 1-2-3, 1-3-4, 1-4-5, 
1-5-6, 1-7-8, and 1-86-87. Fig. 3 shows the dependence of normalized 
efficiency 1J23W2/W3 on the frequency ratio, for abrupt- and graded-junc­
tion varactors at the two extreme drive levels for W3/ We = 0.001. Fig. 4 
shows the dependence of the normalized gain GI3wd W3 • Similar curves 
are obtained for the other operating parameters for W3/Wc = 0.001. 
For W2/ WI ~ 5 the percent variation in normalized resistance is less 
than 2 percent, and the percent variation in normalized elastance and 
bias voltage are less than 1 percent. As the loss factor W3/We is in­
creased, several of the normalized quantities show invariance as a 
function of the frequency ratio W'2/ WI similar to that described above 
for W3/WC = 0.001. However, at high values of w;>'/())c six of these quanti-
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Fig. 3 - Variation of normalized microwave conversion efficiency as a function 
of the three upconverter frequencies. Percent deviations are calculated with re­
spect to the 1-86-87 case. W3/WC = 0.001. 

ties are no longer invariant with the. ratio W2/ Wl. The six quantities 
which vary with W2/Wl are listed below (with maximum variation in 
percent of the 1-7-8 frequency ratio value as computed for (J)3/ We 

= 0.1): 

(i) R1Wl/ Smax (26 percent) 
(ii) R2W2/ Smax (10 percent) 
(iii) P1Smax/(VB - <J»2Wl (26 percent) 
(iv) P2Smax/(VB - cp)2W2 (10 percent) 
(v) 'f123W2/ W3 (9 percent) 
(vi) G13Wl/ W3 (35 percent). 

Fortunately, simple correction functions can be applied to obtain the 
variation with the ratio W2/Wl • Hence, all the results to be presented 
were computed using the 1-7-8 frequency ratios, and they may be 
considered to be applicable for W2/Wl ::: 5, except for the six quantities 
mentioned under high-loss operation, for which simple corrections are 
provided. 

The computed values of a for maximum power output are presented 
in Fig. 5. The computed values of normalized charge amplitudes for 
maximum power output are presented in Fig. 6 for the two extreme 
drive levels. As in the nonoverdriven case/ Ql and Q2 are computed 
to he equal for maximum power output. Using these value.s and similar 
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Fig. 4- Variation of normalized upconversion gain as a function of the three 
upcbnverter frequencies. Percent deviations are calculated with respect to the 
1-86--87 case. W3/WC = 0.001. 

results for other drive levels, the operating characteristics of the 
up converter are computed and presented below. 

Figs. 7 and 8 show values of maximum output power for abrupt­
and graded-junction varactors, respectively. It would appear that the 
abrupt-junction varact.or has a considerable advantage in power out­
put. However, if one considers the power-impedance product PsRs 
(using data from Figs. 17 and 18), the difference is smaller; in fact, 
for high drive levels the graded-junction varactor has a larger PsRs 
product. 

(/) 
w 
~ 10~------4-~~~-+--~~~--~~--~--~~ 
t!) 
w 
o 
~ 

~ 

1.2 1.4 1.6 1.8 2.0 
DRIVE 

Fig. 5 - Computed values of the output current phase angle a for maximum 
power output. 
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Fig. 6 - Normalized charge amplitude coefficients for maximum power output. 

The results for maximum power output at unity drive agree with 
the results of Nelson,4 despite the fact that Nelson assumed a = 0 
for all cases. The effect of a nonzero value ofa is most pronounced for 
highly driven abrupt-junction varactors. For example, Fig. 7 gives a 
value of P3Smax/ (V n-<P )2w3 equal to 0.0327 for W3/Wc = 0.001 and 
drive = 2.0, which is 16 percent larger than the value obtained assum­
ing a equal to zero. 

The up conversion gain at maximum power output is presented in 
Fig. 9, and the microwave conversion efficiency is plotted in Fig. 10. 
The correction factors for high loss and W3 =F 8Wl are described in the 

r<l 
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DRIVE 

Fig. 7 - Maximum power output for abrupt-junction varactors. 
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Fig. 8 - Maximum power output for graded junction varactors. 
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figure captions. For the graded-junction varactor, these curves show 
a definite advantage in operating at high drive levels. The curves are 
flatter for the abrupt-junction varactor and show maxima at inter­
mediate drive levels. 

Values of input elastance 8 1 and 8 2 are presented in Fig. 11. These 
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_I <'l 0.75 )-"-

:a :a r- _--
~ )-"_-- __ -----<:r------ >-------

o 0.50y-=-:::::_-;'';':::;~':::~=~0)..j(10J:=~~~==~===~~==:::==~ 
y-

"y = 0.500 

"y = 0.333 
0.25 1-----+-----+-----,------+------1 

o~ _____ ~ ______ ~ ______ ~ _______ ~ _____ ~ 
1.0 1.2 1.4 1.6 1.8 2.0 

DRIVE 

Fig. 9- Upconversion gain for varactor up converters operating at maximum 
power output. These results become inaccurate for high loss (high W3/WC) and 
W3 =1= 8Wl. Accurate values of gain may be obtained from the values plotted by 
dividing by the correction factor 

1 _ W3 - 8W 1 Smax 
8wc R 1W 1' 

where R1Wl/Smax is read directly from Fig. 13 or 14. 
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Fig. 10 - Microwave conversion efficiency for varactor upconverters operating 
at maximum power output. These results become inaccurate for high loss (high 
W3/WO) and W3 =1= 8Wl. Accurate values of efficiency may be obtained from the 
values plotted by dividing by the correction factor 

1 + W3 - 8Wl Smax 
8wc R 2W 2' 

where R2W2/Smax is read directly from Fig. 15 or 16. 

results are essentially independent of the loss parameter w31 We • Values 
of the output elastance S3 are presented in Fig. 12. Since S3 was defined 
as the quadrature component of varactor voltage at Wa, Kirchhoff's 
voltage law applied to the output loop requires that the load inductance 
present an equal but opposite reactance, i.e., L3 = S31 w~ • 
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Fig. 11- Input elastance at radian frequencies Wl and W2. 
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Fig. 12 - Output elustance at Wa. The load inductance is equal to S3/W32. 
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The input resistances Rl and R2 are presented in Figs. 13 to 16. 
The correction factors for high loss and W3 ¥= 8Wl are described in the 
figure captions. The load resistance R3 is plotted in Figs. 17 and 18. 
The abrupt-junction case has resistance maxima in the drive range of 
1.4 to 1.6. This correlates with the range for maximum gain and 
efficiency as given by Figs. 9 and 10, as we would expect from (17) 
and (19). Similarly, the graded-junction case has maximum values of 
resistance, gain, and efficiency at a drive of approximately 1.8. 
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Fig. 13 - Input resistance at Wl for an abrupt-junction varactor. These results 
become inaccurate for high loss (high wa/wc) and WJ =F 8Wl. Accurate values of 
RIWt/Smax may be obtained by subtracting the quantity 

Wa - 8Wl 

8wc 

from the values plotted above. 
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Fig. 14 - Input resistance at WI, for a graded-junction varactor. These results 
become inaccurate for high loss (high W3/Wc) and W3 =F- 8WI. Accurate values of 
RIWI/Smax may be obtained by subtracting the quantity 

W3 - 8Wl 

8wc 

from the values plotted. 

If one considers the effect of the up converter parameters upon the 
instantaneous bandwidth, he finds that large bandwidth requires 
large values of RiwjSi . Generally, the low-frequency Wl circuit is most 
crucial in this respect. Computing ratios of Rl(])l/Sl from Figs. 11, 13, 
and 14 one finds that the abrupt-junction varactor has a higher ratio 
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Fig. 15 - Input resistance at W2 for an abrupt-junction varactor. These results 
become inaccurate for high loss (high W3/Wc) and Wa =F- 8Wl. Accurate values of 
R 2wdSmax may be obtained by adding the quantity 

W3 - 8Wl 

8wc 

to the values plotted above. 
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Fig. 16 - Input resistance at W2 for a graded-junction varactor. These results 
become inaccurate for high loss (high wa/wc) and Wa #- 8Wl. Accurate values of 
R2W2/Smax may be obtained by adding the quantity 

to the values plotted above. 

at any prescribed drive level, albeit the difference becomes small (12 
percent) at high drive levels. At drive = 1, the ratio R1wt/Sl for the 
abrupt-junction varactor is nearly twice that of the graded-junction 
varactor. 

Fig. 19 gives the dc bias voltage required for maximum output 
power. 
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Fig. 17 - Load resistance for an abrupt-junction varactor. 
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Fig. 18 - Load resistance for a graded-junction varactor. 

IV. CONCLUSIONS 

This analysis provides all the information required to design an 
upper-sideband up converter for maximum power output, for abrupt­
junction and graded-junction varactors. The results are sufficiently 
accurate for w2/0)1 ~ 5. The necessary load resistance and inductance 
are obtained from Figs. 12, 17, and 18. The input impedances at Wi 

and W2 are also presented, and the designer will ordinarily use this 
information to provide conjugate matching with the sources at these 
frequencies. Experimentally, the proper impedance matching condi­
tions are facilitated by means of Swan's small-signal matching tech­
nique.s 

It has been assumed throughout that currents are present in the 
varactor only at the three frequencies corresponding to the signal, 
pump, and upper-sideband. 

At low drive levels, the abrupt-junction varactor provides both a 
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Fig. 19 - DC bias voltage required for maximum power output. 
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higher power-impedance product and also a greater bandwidth than 
that of the graded-junction varactor. However, at high drive levels 
the difference between the two varactor types is very small. 

These results apply only to operation at maximum power output. 
In some applications, the designer is willing to sacrifice some power 
output in order to obtain a higher microwave conversion efficiency.!) 
Such operation would require different operating parameters from 
those presented here. 

APPENDIX 

Efficiency and Gain Relations 

The tuned upconverter may be represented by the equivalent circuit 
shown in Fig. 20. In this equivalent circuit the losses are separated 
from the frequency conversion device, and the power ratios for each 
are computed separately. 

The power ratios for the loss less nonlinear capacitance are obtained 
from the Manley-Rowe relations: 7 

o (26) 

00 00 pI L: L: n m+n = 0, 
m=-OO n=O mWl + nW2 

(27) 

where P'm+n is the power into the lossless nonlinear capacitance at fre­
quency 1nWl + nW2 • Restricting the exchange of power to the three radian 
frequencies of interest WI , W2 , and W3 = WI + W2 , (26) gives 

P~ + P~ = 0 
WI W3 

LOSSLESS 
NONLINEAR 
REACTANCE 

(28) 

Fig. 20 - Basic equivalent circuit of the upconverter. Energy enters the non­
linear reactance at radian frequencies Wl and W2 and leaves at W3 • 
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and (27) gives 

(29) 

In both cases p~ is negative. If we redefine p~ as the output power, the 
last two equations become 

(30) 

(31) 

In the input circuit at W2 , a fraction (R2- Rs) jR2 of the input power 
reaches the lossless nonlinear reactance. A fraction Raj (Ra+ Rs) of the 
converted power reaches the load. Thus, the microwave conversion 
efficiency is given by 

R2 - Rs p~ R3 
'Y/23 R2 P~R3 + R. (32) 

_ W3 R2 - Rs R3 
- W2 R2 R3 + R. 

Similarly, the up conversion gain is given by 

(33) 
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Two Theorems on tI1e Accuracy of 
Numerical Solutions of Systems of 

Ordinary Differential Equations 

By I. w. SANDBERG 

(Manuscript received March 13, 1967) 

lVe consider the accuracy with which a numerical solution of the system of 
ordinary differential equations 

x + f(x, t) = 0, t ~ 0 

can be obtained by the use of a numerical integration formula of the well­
known type 

For the scalar case, under some natural assumptions, and assuming that 
a and (i are real constants such that 

a =::;; af(x, t) =::;; (i, 
- ax - t ~ 0 

at every point x, it is proved that if 

F(z) ~ 1 - .t akz-<k+l) + Ha + (3)h .t bkz-<k+l) ~ 0 
k=O k=-1 

for all I z I ~ 1, then (e), the root-mean-squared error over a given interval, 
between the true samples of xCt) and the Yn, satisfies 

(e>-~ (1 + p)-1 min I F(eiW
) 1-1 (cp) 

O;:;;w;:;;2l1" 

in which p depends on a, (i, the ak, and the bk , and (cp) takes into account 
the local roundoff and truncation errors as well as errors in the starting 
values for computing the Yn. 

If the condition on FCz) stated above holds, and if p < 1, then 

(e) ~ (1 - pfl max I F(eiW
) r1 (cp). 

O::;w;:;;2l1" 

1243 
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The significance of the key assumptions is discussed and two examples 
are given. 

1. INTRODUCTION 

In this paper we present some results concerning the accuracy with 
which a numerical solution of the system of ordinary differential 
equations 

j; + f(x, t) = 0, t ~ ° [x (0) = xo] (1) 

can be obtained by the use of a numerical integration formula of the 
well-known type! 

v V 

Yn+l = L akYn-k + h L bkY~-k , n ~ p. (2) 
k=O k=-l 

In (2) the Yn are approximations to the Xn ~ x(nh), where h, a positive 
number, is the step size parameter; Yo, Yl , ... , yp are starting vectors, 
the last p of which are obtained by an independent method; and 

y~ ~ -f(Yn ,nh). 

If b_1 ¥= 0, then Yn+l is defined implicitly, and (2) is said to be of 
closed type. It is assumed throughout that (2) can be solved~} for 
Yn+l for all n ~ p. Specializations of (2) include, for example, Euler's 
method: 

Yn+l Yn + hy~ , 

and the more useful formula 

Yn+l = Yn + !h(y~ + Y~+l)' 
It is assumed throughout that for t ~ 0, / (x, t) is a well-defined real 

N -vector-valued function defined in the set of all real N -vectors x, 
that / (x, t) satisfies (the usual weak) conditions which guarantee the 
existence and uniqueness of a solution of (1), and that the Jacobian 
matrix a/(x, t)lax exists for all x and all t ~ 0. 

Equation (2) ignores the roundoff error Rn introduced in calculating 
Yn+ 1 , and, in order to take Rn into account, we shall consider instead 

* It is well known that if f satisfies a uniform Lipshitz condition, and if h is 
sufficiently small, then (2) possesses a unique solution Yn+l which can be ob­
tained by a simple iterative process.1 ,2 However, this smallness condition is by no 
means always necessary. For example, if b-l. > 0 and, with a as defined in Sec­
tion 2.3 if a > 0, then for any h > 0 a unique solution Yn+l exists and can be 
comput~d by an iterative process which is only slightly more complicated than 
the usual one (see Section IV). 
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of (2) : 

n ~ p. (3) 

We may also assume that Rn takes into account the error in solving 
(2) for Yn+l, caused typically by truncating an iteration procedure 
after a finite number of steps. Predictor-corrector techniques can of 
course be viewed as giving rise to a degenerate (often one-step) 
iteration technique in which the "starting point" is generated by the 
predictor. 

The truncation error Tn, a basic entity associated with the integra­
tion formula (2) and the differential equation (1), is defined for 
n ~ p by the relation 

n~p 

in which x~ = -f(xn, nh). Clearly, Tn is a measure of how well the 
samples Xn- p , Xn - 1J + 1 , ••• , Xn+l of the solution of (1) satisfy the integra­
tion formula. The problem of estimating Tn is a classical one, and there 
are standard methods which lead to precise bounds. 1

•
2 

"\Ve now define a set of vectors {\On} which plays a central role in the 
subsequent discussion: 

'Pn = l'n - Rn , n~p 

p 

'Pn = (Xn+l - Yn+l) - L ak(xn-k - Yn-k) 
k=O 

p 

+ h L bdf[xn-k , (n - k)h] - f[Yn-k , (n - k)h]} , 
k=-l 

n = -1, 0, ... ,(p - 1) 

(5) 

(6) 

(with the understanding that Xn = Yn = f (xn , nh) = f (Yn , nh) = ° 
for n < 0). Note that the \On for n = -1,0, ... , (p - 1) are measures 
of the departures of the starting vectors from the exact values, and that 
\On = ° for n = -1, 0, ... , (p - 1) if the starting vectors are exact. 

'Ve shall describe our results first for the. scalar case (i.e., for 
N =,1). 

II. RESULTS 

Let en denote (Xn - Yn), the difference between x(nh) and its com­
puted approximation. Suppose that JV = 1, and that a and (3 are real 
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constants such that 

a :s;; al(x, t) :s;; {3 
- ax - (7) 

for all t ~ 0 (at every point x), and that 

p p 

F(z) ~ 1 - .L: akz-(k+l) + !Ca + (3)h .L: bkz-(k+l) ~ 0 (8) 
k=O k=-1 

for all I z I ~ 1 (including "z = 00"). We prove that then 

(9) 

the root-mean-squared value of the first (lV! + 1) error terms [M is an 
arbitrary positive integer greater than or equal to (p + 1)] is bounded 
from below in terms of 

(10) 

the corresponding quantity for the cp's, in accordance with the inequality 

(e) ~ (1 + p)-1 min 'F(eiW
) ,-I (cp). (11) 

O~w;:;;21r 

[F(z) is defined in (8)], in which 

p ~ !({3 - a)h max (12) 
O~w~21r 

We also prove that if in addition to the assumptions stated above, 
we have p < 1, then the sequence {en} is bounded (i.e., there exists a 
positive constant c such that I en I < c for all n ~ 0) whenever the 
sequence {CPn-l} is bounded, and 

(e) ~ (1 - p)-1 max 'F(eiW
) ,-I (cp) (13) 

O~w;:;;21r 

(whether or not {CPn-d is bounded). 
Inequality (11) provides a limitation on obtainable accuracy under 

essentially only the weak assumption that the sequence of approxima­
tions {Yn} defined by (2) approaches zero as n ~ ex:> for all sets of starting 
values when I(x, t) = !(a + (3)x. Since, by assumption, F(e iW

) ~ 0 for 
o ~ w ~ 271", it is clear that p < ex:>. 
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The condition that p < 1 is satisfied if and only if the locus of 

8(w) (14) 

for 0 ~ CD ~ 271" lies outside the "critical circle" C of radius t ((3 - a) h 
centered in the complex plane at [-!(a+(3)h, 0] (see Fig. 1).* 

c 

Fig. 1-Location of the critical circle C (for N = 1). 

Since 

p = !({3 - a)h{min 18(w) - !(a + {3)h I} -1, (15) 

we see that p is the ratio of the radius of C to the distance between 
c and 0, where c is the center of C and () is a point nearest c on the 
locus of e(w). 

2.1 Discussion 

The quantity (e) of course of interest in problems in which we 
are concerned with a measure of the accuracy of a numerical solution 

* If a > 0, we can express both the conditions that p < 1 and F(z) ~ 0 for Iz/ ~ 1 
entirely in terms of a condition on the locus of 8(W)-1 for WE [0, 27rJ. The requirements 
on F(z) and p are met if the disk of radius ![(ah)-l - (,6h)-l] centered at 
{![(ah)-1 + (,6h)-l], O} is not "encircled" or intersected by the locus of 8(w)-1. There 
is a complication that arises as a result of the fact that 8(w)-1 is typically not bounded. 
This complication often stems from a liconsistency requirement" which implies that 
1 - LPk=O akZ-(k+l) has at least one zero on the unit circle. However, due to also 
typical liconvergence requirements," 1 - LPk=O akZ-(k+l) normally has only simple 
zeros on the unit circle, a fact that can be used to suitably define what is meant by 
the locus of 8(w)-1 not encircling the disk. We leave the details of the necessary 
liprinciple of the argument" argument to the sufficiently interested reader. 
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over a large number of steps, as opposed to the accuracy of some final 
value obtained at the end of a large number of steps. 

Although there is a vast and interesting literature concerned with 
various aspects of the problem of error estimation in digital computa­
tion (see, for example, Refs. 3, 4, and 5), the results presented above, 
and their proofs, appear to be most closely related to earlier results 
concerning the input-output stability of continuous-time nonlinear 
feedback systems.6,* Indeed, the writer is not aware of any lower­
bound results in the numerical analysis literature of the type described 
above. However, some upper bounds concerning (2) of (for example) 
the fonn lenl ~ K with K independent of n (which imply (e) ~ K) 
have been obtained in certain cases. In this connection, our condition 
that guarantees the boundedness of {en} is often weaker, and our upper 
bounds on (e) are often much stronger, because, for example, the ~m-l 
can become very small as m becomes large. 

Our approach can be applied to several other problems in numerical 
analysis. In particular, with reasonably direct modifications of our 
proofs, analogous theorems can be proved concerning the numerical 
integration of systems of second-order ordinary differential equations. 

2.2 Examples 

Euler's 1\,£ ethod: Yn+1 = Yn + hy~ 
Here F(z) = 1 - [1 - !(a + (3)h]z-t, so that F(z) ~ 0 for I z I ~ 1 if and 

only if 0 < !(a + (3)h < 2, and I F(e iW
) I = 11 - [1 - !(a + (3)h]e- iW I. 

Thus (with 0 < !(a + (3)h < 2), 

[1 + 11 - !(a + (3)h Ir1 

[1 - I 1 - Ha + (3)h 11- 1
• 

The locus of 8 is the circle shown in Fig. 2, since 8(w) = 1 - e- iw
• If 

ah > 0 and {3h < 2, then the critical disk (Fig. 2) is not intersected 
by the locus of 8, the condition that 0 < !(a + (3)h < 2 is satisfied, 
p < 1, and in accordance with the last paragraph of the section preceding 
Section 2.1: 

p = H{3 - a)h max ([H{3 + a)hr1, [2 - !({3 + a)hr1). 

* It is interesting to note that the possibility of exploiting feedback-theoretic 
ideas has been emphasized by Hamming.2 
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Fig. 2-The locus of e(w) for Euler's method, and the critical circle C. 

If ° < (a + (3) h < 2, then 

and 

. 'FC iw) ,-I mIn / e = 
w 

max' F(e iw
) ,-I = [Ha + I3)hr 1

, 
w 

(e) ~ [1 + ({3 - a)({3 + a)-lr 1 [2 - !(a + I3)hrl(~) 
(e) ~ [1 - ({3 - a)({3 + aflrl[!(a + I3)hrl(~). 

For estimates of Tn , see Ref. 1 or 2. 

As a remark concerning the necessity of the condition p < 1, we note 
that if ah > 0, but (:lh > 2, then for even the special case in which 
f(x, t) = {:lx, we have eo , el , e2 , ... unbounded, since Yo , Yl , Y2 , ... is 
unbounded (assuming merely that Yo ~ 0). 

The Fonnula Yn+l = Yn + !h(y~ + y~+I): 
In this important case 

F(z) = 1 + Ha + (3)h - [1 - Ha + I3)h]Z-I, and 

8(w) = 1 - e-i~ = 2i tan (~). 
!(l + e-' W

) 2 

vVe have F(z) =;f= ° for Izl ~ 1 if and only if (a + (3)h > 0, and [as­
suming that (a + (3)h > 0]: 
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min I F(e
iW

) 1-1 = [1 + lea + (3)h + I 1 - lea + (3)h Ir 1 

Col 

max I F(eiW
) 1-1 = [1 + lea + (3)h - 11 - lea + (3)h Irl. 

W 

The locus of e lies entirely on the imaginary axis of the complex 
plane, 

{3-a 
P={3+a' 

and obviously p < 1 if a > o. 
If a > 0 and (a + f3) h < 4, then 

min I F(e iW
) 1-1 = ! 

Col 

max I F(eiW
) 1-1 = [!(a + (3)hr 1 

Col 

and 

(e) ~ [1 + ({3 - a)({3 + a)-lrl!(~) 
(e) ~ [1 - ({3 - a)({3 + a)-lrl[!(a + (3)hr\~). 

The last inequality can be written as simply 

(e) ~ (ah)-l(~). 

For the integration formula under consideration, 

h3x"'(1Jn) 
Tn = 12 

where tjn lies in the interval [(n - p)h, (n + l)h]. 
Here p = 0, and 

~-l = (xo - Yo) + !h[f(xo , 0) - f(yo , 0)]. 

Thus, assuming for the purpose of illustration that roundoff errors can 
be neglected: 

(e> ;;; (ah>-'(M + 1)-1 1 "-1 I' + (M + 1)-' 1:; ! h3X'~;(~m) !y 
provided that a > 0 and (a! + {3) h < 4. If, for example, (f3 - a)' 
(f3 + a)-l = -i and -i (a + f3) h = i, then the ratio of our upper bound 
on (e) to our lower bound is 18. If (f3 - a) (f3 + a)-l = ! and 
i (a + f3) h = i, then the ratio is 42. 
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2.3 Results for the Vector Case (N ~ 1) 

We shall state our results for N ~ 1 in a slightly more formal fashion. 

Definitions: 

(i) Let II q II denote (Lf~1 qD i for every real N-vector q = 
(ql,q2, ... ,qN). 

(ii) Let {al(x, t)/ ax} sand {al(x, t)/ aX}A denote, respectively, the 
symmetric and anti symmetric (i.e., skew symmetric) part of al(x, t)/ax, 
the Jacobian matrix of f(x, t). 

(iii) Let F(z) ~ 1 - L~=o akz-(k+l) + !(a + (3)h L~=-1 bkz-(k+l) 

(iv) en ~ x(nh) - Yn, n ~ ° with the Yn for n ~ (p + 1) defined by 
(3). 

(v) With JlI1 an arbitrary positive integer such that M ~ (p + 1), let 

(e) ~ (lit + 1)-1 t. " em WY 

(cp) ~ (UV1 + 1)-1 t. " CPm-l wy, 
where the CPm-l are defined in (5) and (6). 

Assumptions: 

Let the smallest eigenvalue of {al (x, t) / ax} s be bounded from below 
by the real constant a(a > - (0) for all t ~ 0, and let the largest eigen­
value of {af (x, t) / ax} s be bounded from above by the real constant 
(3({3 < (0) for all t ~ 0. Let the modulus of the largest eigenvalue of 
{ af (x, t) / ax} A be bounded from above by the real constant "(,, < (0) 
for all t ~ 0. 

Definition: 

Let 

p ~ [!({3 - a)h + "h] 

. max 

Theore1JL 1: II 

.t 
k=-1 

b -i(k+l)w 
ke 

1 - .t ake-i(k+l)W + !(a + (3)h t b
k
e-

i
(k+l)W 

I k=O k=-1 

(i) the assumptions of Section I concerning I(x, t) and (2) are satisfied, 
(ii) 1 + !(a + (3)hb_ 1 ~ 0, 

(iii) F(z) ~ 0 for all I z I ~ 1, 
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then 

(e) ~ (1 + p)-1 mm I F(eiw
) 1-1 (cp). 

O~w~21r 

Theorem 2: It (i), (ii) , and (iii) of Theorem 1 are satisfied, and it p < 1, 
then 

(i) (e) ~ (1 - pr 1 max I F(eiW
) 1-1 (cp), 

O~w~21r 

and 

(ii) sup II CPm-l II < 00 implies sup II em II < 00. 
m;:;O m;:;O 

Corollary to Theorem 1: If (i) of Theorem 1 is satisfied and there 
exists at least one real constant k1 such that 

p p 

1 - L akz-(k+l) + klh L bkz-(k+l) ~ 0 
k=O k=-l 

for all I z I ~ 1, then there exists a positive constant k2' which depends 
only on ao , a1, "', ap , b -1 , bo , "', bp , Ct., f3, and y such that 

(e) ~ k2(CP). 

Theorems 1 and 2 are proved * in the following section. The proof 
of the corollary is very simple. 

Since 

1 - .t akz-(k+l) + klh .t bkz-(k+lJ ~ 0 
k=O k=-l 

for all I z I ~ 1, there exists a ki such that 
p p 

1 - L akz-(k+l) + kih L bkz-(k+l) ~ 0 
k=O k=-l 

for all I z I ~ 1, and 

1 + kihb_ 1 ~ O. 

Choose 0/.' and (3' such that 0/.' ~ 0/., (3' ~ (3, and !(O/.' + (3') = ki . If we 
replace 0/. and (3 with 0/.' and (3', respectively, we see that Theorem 1 
applies. 

* Our proofs actually yield sharper, but less explicit, bounds on (e) than those 
of Theorems 1 and 2. See (31) and (37). 
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III. PROOFS 

Proof of Theorem 1: 

'Ve have 

Yn+l 

and 

Thus, 
p 

en+1 = L aken-k 
k=O 

p 

1253 

n~p 

n ~ p. 

- h L bk{f[xn-k(n - k)h] - f[Yn-k , (n - k)h]) + CPn, n ~ p 
k=-1 

and, with ipn defined for n = -1,0, .. " (p - 1) by (6), 

p p 

en = L aken-l-k - h L bdf[xn-l-k , (n - 1 - k)h] 
k=O k=-1 

- f[Yn-l-k , (n - 1 - k)h]} + CPn-l (16) 

for n ~ O. 
As a matter of convenience we define a-I 4:: O. 

Leml1w 1: There exist real sequences {Wk} ~=o and {Vk} ~=o both belonging 
to II (i.e., with the property that L~=o I Wk I < 00 and L:~=o I Vk I < (0) 
such that 

p 

00 -h L bkz-(k+l) 

W(z) 4:: L WkZ- k = ___ p __ ---"--k=_-~I ______ _ (17) 
k=O 1 - L [ak - !(a + ,6)hbk]z-(k+l) 

k=-1 
00 1 

V(z) 4:: L VkZ-k = -------------
k=O 1 t [ak - !(a + ,6)hbdz-(k+l) 

(18) 

k=-1 

for all I z I ~ 1. 

The proof follows at once from the standard theory of z-transforms, 
in view of assumptions (ii) and (iii) of Theorem 1. The details are 
omitted. 
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Lemma 2: Let On ~ f(xn , nh) - f(Yn, nh) - !(a + (3)(Xn - Yn) for all 
n ~ 0, and let {Wk} and {Vk} be as described in Lemma 1. Then 

n n 

en = L Wn-k Ok + L Vn-kCPk-l 
k=O k=O 

for n = 0, 1, ... , lVf. 

Proof of Lemma 2: 

From (16) and our definition of Sn: 

p 

en = L [ak - !(a + (3)hbk]en-k-l 
k=-l 

p 

- h L bk On-k-l + CPn-l , 
k=-l 

(19) 

(20) 

n ~ o. 

We multiply both sides of (20) by e- inw and then sum from n 0 
to n = 111 to obtain 

1rf p 1rf 

L e-inwen = L [ak - !(a + (3)hbd "" -inw LJ e en-k-l 
n=O k=-l n=O 

pM .M 

"" "" - inw "" - inw - h LJ bk LJ C On-k-l + LJ e CPn-l (21) 
k=-l n=O n=O 

for all w € [0,271"]. Using en = 8n = 0 for n < 0, we have 

M 1rf M 2: e-inwen_k_l = e- i (1+k)w L e-inwen - e- i (1+k)w L e-inwen (22) 
n=O n=O n=JlI-k 

and 

1rf M M 
"" e-inw ~ = e-i(1+k)w "" -inw ~ -i(l+k)w "" -inw ~ LJ Un-k-l LJ e Un - e LJ e Un • 
n=O n=O n=M-k 

Thus, from (21), (22), and (23) 

M M M 

L e-inwen = W(eiW ) L e- inw On + V(e iW ) "" -in", LJ e CPn-l 
n=O n=O n=O 

-,t, [a, - !(a + /llhb,]e-'O+"" .. t, e-'''"e.} 

for all w € [0,271"]. 

(23) 

(24) 
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The expression within the braces in (24) can be written as 

with 8n = 0 for n 
{vd e II , we have 

0, 1, ... , M and for n > (1 + M + p). Sjnce 

QO 

V(e
iW

) L Sne -
inw 

n=O 

Similarly, 

loI 

V(e
iw

) L e-inwcpn_l 

n=O 

in which 

=0 

QO 

L e- inw 

n=O 

n 

L Vn-k(CPk-l) loI 
k=O 

k > JIll 

and finally, since {w,.J € II , 

1If 00 n 

W(eiW
) L e- inw 

On = L e- inw 

n=O 
L Wn-k(Ok)M , 

where 

Thus, 

n=O 

M L e-inwen = 
n=O 

for all w € [0, 271"] . Since 

k=O 

= 0, - k> M. 

00 

L e-
inw 

n=O 

QO 

n 

L Wn-k(Ok)M 
k=O 

n 

+ L e-
inw L Vn-k(CPk-l)M 

n=O k=O 

00 n 

+ L e-
inw L Vn-kS k 

n=O k=O 

n 

L Vn-kSk = 0 
k=O 
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for n = 0, 1, .. " jVI we have'" 
n n 

en = .L: Wn-k fh + .L: Vn-kr{'k-l (25) 
k=O k=O 

for n = 0, 1, .. " J.11. This completes the proof of Lemma 2. 

Lemma 3: If (19) holds for n = 0, 1, .. " J11, then 

and 

Proof of Lem,ma 3: 

Inequality (26) or (27) follows from (19) by two applications of 
Minkowski's inequality. We leave the details to the reader. 

Inequality (27) is used only in the proof of Theorem 2. 

Lemnw 4: 

~ II t, W.-k 0, II' ~ "~~~, M 

1 W(e
iW

) 12 .L: " On W· 
n=O 

Proof of Leml1W 4: 

By Parseval's identity, 

~ II t, W.-k Ok II' ~ i" t II ~ C-;w. t, W.-k 0, II' dw 

~ i,,['11 ~e-;W' t, W._,(O,)" II'dw 
in which 

Therefore, 

= 0, 

k 2: M 

k> M. 

* We could have obtained (25) from (20) directly using standard z-transform 
theory, if we had introduced further assumptions which guarantee that the se­
quences {Yn}, {x(nh)}, and {CPk-1} are transformable. However, this would have 
complicated the statement of our results and would have weakened them in a non­
trivial manner. 
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But since {w,,;} € ll' 

<:0 n <:0 AI 

'"' -iwn '"' (~ ) '"' -iwn '"' -iwk ~ L...J e L...J Wn-k Uk J[ = L...J e Wn L...J e Uk 
n=O k=O n=O k=O 

JI 

= W(e iW
) L e- iwk 

Ok • 
k=O 

Thus, 

M 

~ max / W(e iw
) /2 L // Ok //2 

0::;;w::;;27r k=O 

which proves Lemma 4. 

Lemma 5: 

Proof of Lemma 5: 

We shall prove that 

" On " ~ [!({1 - a) + 'Y] " en " 
for n = 0, 1, ... , 111. 

By definition 

" On " = "f(xn ,nh) - f(Yn ,nh) - !(a + (1)(xn - Yn) ". 

Let q(a) = f[axn + (1 - a)Yn, nh] for a € [0,1]. Then 

~z = f'[ax n + (1 - a)Yn ,nh](xn - Yn) 

in which f'[axn + (1 - a)Yn, nh] denotes the Jacobian matrix of 
/ (x, t), evaluated at x = aXn + (1 - a)Yn, t = nh. Now, since q(1) -
q(O) =/(xn,nh) -/(Yn,nh),wehave 

11 aq 
o aa da = I(xn ,nh) - f(Yn ,nh). 
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Therefore, 

II o. II = 11.r: It'[ax. + (1 - a)y • • nh] - (a + !l)IN] da(xn - yj II 
in which IN denotes the identity matrix of order N. 

For H an arbitrary N X N matrix, let II H /I ~ (largest eigenvalue of 
H*H)\ in which H* denotes the complex-conjugate transpose of H 
(i.e., let /I H /I denote the "spectral norm" of H). Then 

II O. II ;;;; 11.r: {f'[ax. + (1 - a)Yn • nh] - tea + !l)IN] da II 
./1 Xn - Yn /I (28) 

~ i1 
1/ f'[aXn + (1 - a)Yn , nh] - !(a + (3)IN /I da /I en 1/. 

With {f'}s and {/'}A , respectively, the symmetric and anti symmetric 
parts of /" we have 

/I f' - !(a + (3)IN /I ~ 1/ {f'ls - !(a + {J)tv /I + 1/ {f'lA 1/. 

For each a e [0, 1], there exists7 an orthogonal matrix Tl such that 
Tdf'} ST~1 ~ D = diag (Sl , S2, ... SN) in which, since Sf is an eigen­
value of {f'} s , 

a ~ ti ~ {J 

for j = 1, 2, ... , N. Using /I Tl /I = /I T~l /I = 1, 

II {f/} s - !(a + (3)IN /I = 1/ T~1 DTI - !(a + (3)T~ITl /I 
~ /I T~l D - !(a + (3)T~l 11·/1 Tl /I 
~ II T~ 1 II· II D - ! (a + (3) IN II· II Till 
~ max lSi - !( a + (3) 

i 

~ !({J - a). (29) 

Thus, II f' - !(a + {J)IN \I ~ !({J - a) + \I {f'} A \I. 
Consider \I {f'} A II. For each a e [0, 1] there exists7 an orthogonal 

matrix T2 such that T2{f'}AT;1 ~ S is a direct sum of 2 X 2 block 
matrices of the form 
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and, if N is odd, and "1 X 1 matrix" containing the zero element. 
Clearly, 

B*B. = [b~ 0 ] 1 1 , 

o b~ 

Si~S is a diagonal matrix, and its largest element is not greater than y2. 
That is, 

II {f '} A " = " T; 1 ST 2 " ~ " S " ~ 1', 
and consequently 

" f' - !(a + f3)IN " ~ !(f3 - a) + l' 
for all a G [0, 1]. Finally, from (28) and (30) 

" On " ~ [!(f3 - a) + 1'] " en ". 

(30) 

At this point we have proved that with p as defined in Section 2.3 

We now need the following result. 

Lemma 6: 

t., II t, V.-,IOk-> II' ?; o~~r I F(e'") 1-' t, II 10k-! II'. 

Proof of Lemma 6: 

Consider S ~ L:::'o \I L:~=o Vn-kCk W, with the Ck'S N-vectors. Choose 
CM+l, CM+2, ••• so that 

n ~ (M + 1). 

This is possible since Vo ¢ 0 [vo = lim V(z)]. Then 
z->co 

s = ~ II ~ v.-,c, II' 
1 1211"11 00 • n 112 = 2- L e-· wn L Vn-kCk dw. 
7r 0 n=O k=O 

(32) 

Under the assumption that 
00 

L " Ck W < 00, 
k=O 
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we can write 
00 n 00 00 

"" - i w n "" ~ e ~ Vn-kCk == L e-iwnV
n 

L e-iwkck (33) 
n=O k=O n=O k=O 

in which the last sum over k is interpreted as the usual limit in the 
mean. From (32) and (33) 

S == ~ r
27r II t e-iwnvn t e-iwkck 112 dw 

21l' Jo n=O k=O 

~ o~~. 1 F(e
io

) 1-' i1r {' II ~ e-io,c, II' dw 

00 

~ min I F(e
iw

) 1-2 L II Ck 112 
O~w ;:>211" k=O 

M 

~ mm I F(e
iW

) 1-2 L " Ck W· 
O;:>w;:>217" k=O 

We now prove that 
00 

L " Ck W < 00. 
k=O 

Let 

n ~ o. 

Of course: qn = 0 for n ~ (M + 1). 
Let J( be an arbitrary positive integer. Then 

With 

we obtain 

00 

L e- inw 

n=O 

Therefore, 

k ~ J( 

k> I( 

noon 

L Vn-k(Ck)K - L e- iwn L V lI -k(Ck)K == 
k=O K+l k=O 

K 

"" -inw 
~e Yn' 
n=O 

t, e-ikwck == [1 - ktl [ak - !(a + (1)hb k ]e- i
(k+l)WJ 

00 n K 

(34) 

. L e- iwn L Vn-k(Ck)K + F(e
iw

) L e- inw 
qn • (35) 

K+l k=O n=O 
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The first term on the right side of (35) can be written as 

00 

" -iwk d L...Je k· 
K+l 

Thus, 

from which we obtain 

K K 

L II Ck W ~ max I F(e
iW

) 12 L II qn W 
k=O 0;;:;",;;:;211" n=O (36) 

}.f 

~ max I F(e iW
) 12 I: II qn W· 

0;;:;",;;:;211" n=O 

Since (36) holds for all I( > 0, we have completed the proof of Lemma 
6.* 

Inequality (31) and Lemma 6 prove Theorem l. 

Proof of Theorem 2: 

By Lemma 3 [inequality (27)], Lemma 4, and Lemma 5 of the 
preceding proof, we have 

Furthermore, by essentially the same argument used to prove Lemma 
4, we find that 

Therefore, with p < 1, 

We now prove that sup II 'Pn-l II < 00 implies sup II en II < 00. Assume 
n~O n~O 

* Alternatively, we can show using (35), that only a finite number of Ck are 
nonzero. 



1262 THE BELL SYSTEM TECHNICAL JOURNAL, JULY-AUGUST l!)Gi 

that sup II <Pn-l II < 00. Let 
n~O 

n 

Un = L Vn-k<Pk-l . 
k=O 

Then we have 
n 

en = L Wn-k Ok + Un , n = 0, 1, 2, ... , M (38) 
k=O 

Ok = f(Xk , kh) - f(Yk , kh) - !(a + (3) (Xk - Yk) (39) 

in which, since {vd G II , sup II Un II < 00. 
n~O 

There exist positive constants Cl and C2 such that I Wn I ~ c1e-
c

•
n 

for all n ~ o. By continuity, since p < 1, there exists a (j G (0, C2) such 
that 

Ptr ~ max I W(eiW
-

tr) I [!({3 - a) + 'Y] < 1 
O;:;w~2". 

in which of course 
00 

W(eiW - tr) = L Wne-Ciw-trln. 
n=O 

From (38) and (39): 

n 

en = LWn-k 8k +Un , n = 0,1,2, ... ,M 
k~O 

where en = etrnen , wn = etrnwn , Un = etrnun , 8k = e<TkOk , Xk = e<TkXk' fh = 
e<TkYk' and l(q, kh) = etrkf(e-<Tkq, kh) for all N-vectors q. 

The Jacobian matrix l' of ! is related to the Jacobian matrix of f by 

f'(q, kh) = f'(e-trkq, kh) 

from which we see that I' satisfies the assumption concerning f' relative 
to the numbers a, {3, and 'Y. Therefore, by the proof of Theorem 1, 

(t, II e. 11')' ~ (1 - p<)-,(t, II it. II'Y 
for all M ~ (p + 1). 

Now, 
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and so, 

( 
M)! .,.(M+l) 

~ " en W ~ (1 - p.,.)-1 (e~(f _ I)! s~~ " Un " 
(40) 

for alllVf ~ (p + 1). 
From (38): 

II eM II ;,;; II ~ WM-' 0, II + ~~£ II Un II· (41) 

We shall now use (40) to bound the first term on the right side of (41). 
Using the Schwarz inequality, 

II ~ WH Ok II = e-'" II ~ WM-' ~k II 
(42) 

~ e-"'M(~ I Wn 12)\~ " 8k wy. 
By the proof of Lemma 5, 

which leads to 

Since ()" € (0, c2 ) [see the paragraph below (39)], Iwn l2 
G l1 , and therefore, 

sup II f WM-k Ok II < oc!. 
M>(p+1) k=O 

(43) 

Finally, from (41) and (43), we have sup 1\ en 1\ < OC!, which completes 
n<:O 

the proof of Theorem 2. 
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IV. A CONDITION FOR THE SOLVABILITY OF (2) FOR Yn+l 

The problem of solving (2) for Yn+l is that of solving the equation 

y + hb_d(Y, t) = g 

for y, with g a given .LV -vector. 'Ve write (44) as 

Qy = g 

(44) 

(45) 

in which the operator Q is defined by the condition that Qv = v + 
hb_d(v, t) for all real N-vectors v. 

We prove below that (with <.,.) denoting the usual inner product of 
real N -vectors) : 

(QYa - QYb , Ya - Vb) ~ k1 " Ya - Yb W 
II QYa - QYb " ~ k2 " Ya - Yb II 

(46) 

(47) 

for every pair of real N-vectors Ya and Yb, in which kl = (1 + hb-1cx) 
if b_1 ~ 0, kl = 1 + hb_1f3 if b_1 ~ 0: and k2 = {I + h I b_1 I . 
[max (I cx " , f3 ') + y]}. Since k2 < 00, according to a special case of 
Theorem I of Ref. 8, if kl > 0 (e.g., if b_ 1 ~ 0 and 1 + hb_1cx > 0), 
then (45) possesses exactly one solution which can be determined by an 
iteration procedure that is only slightly more complicated than the 
usual procedure1 ,2 (which is valid only under much stronger conditions 
on h). 

To derive (46), let 

q(TJ) = TJYa + (1 - TJ)Yb + hb- 1 f[TJYa + (1 - TJ)Yb , t] 

for 1J € [0,1]. Then 

and so 

Thus, 

(48) 

= i1 

{IN + hb-d'[TJYa + (1 - TJ)Yb , t]}(Ya - Vb) dTJ. 

(QYa - QYb , Ya - Vb) 

= <{ {IN + hb-d'[~y. + (1 - ~)y, • til d~(y" - y,). (Yo - y,) 
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.~I ({tv + hb-d'[7]Ya + (1 - 7])Yb' t]}(Ya - Vb), (Ya - Yb))d7] 

II Ya - Yb W 

+ hb_ 1 11 (f~[7]Y" + (1 - 7])Yb , t](Ya - Yb), (Ya - Vb)) d7], 

in which f ~ denotes the symmetric part of 1'. Thus, since the eigenvalues 
of f ~ are bounded from below by a, and from above by f3: 

(QYa - QYb ,Ya - Vb) ~ (1 + hb_ 1a) II Ya - Yb W, 
~ (1 + hb_ 1(3) II Ya - Yb W, 

Consider now the derivation of (47). By (48), 

II QYa - QYb II 

II { {h + hb-d'[~y" + (l - ~)y, , III d~(y" - yo) II 

;i; II { {1N + hb-d'[~y" + (1 - ~)y, , III d~ 11'11 y" - y, II 

;£ 11 II tv + hb-d'[7]Ya + (1 - 7])Yb, t] II d7] II Ya - Yb II· 

But, with f 1 the antisymmetric part of 1', 

II IN + hb-d'[7]Ya + (1 - 7])Yb , t] II 

Therefore, 

;£ 1.+ h I b_ 1 I II f'[7]Ya + (1 - 7])Yb , t] II 
;£ 1 + h I b_ 1 1·11 f~ II + h I b_ 1 1·11 f~ II 
;£ 1 + h I b -I I max (I a I, I f3 I) + h I b -I 11'· 

II QYa - QYb II ;£ {I + h I b_ 1 I [max (I a I, I f3 I) + 1']} II Ya - Yb II 
which is equivalent to (47). 
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Design Considerations for a Semipermanent 
Optical Memory 

By F. M. SMITS and L. E. GALLAHER 

(Manuscript received April 7, 1967) 

The potential of high-speed optical 1nemories using electro-optic or 
acousto-optic light deflection for address selection is examined. It is shown 
that for such memories the total memory capacity decreases as the third 
power of the addressing rate and that capacities in excess of 108 bits are 
feasible with a random access rate of 106 addresses/sec. 

A specific semipermanent memory design is then described which uses a 
laser light source, an acoustic xy light deflector and an array of 104 holograms 
as information storage elements. Each storage element contains 104 bits 
which appear as a pattern on a semiconductor read-out matrix when the 
storage element is illuminated through the xy deflector. Accordingly, the 
system has a total capacity of 108 bits with an access time of less than 10 jJ.sec. 

I. INTRODUCTION 

The increased computational capabilities of modern day computers 
are accompanied by a sharply increased need for a semipermanent 
memory to store their base programs. The capacity requirements for a 
given base program memory generally increase as fast or perhaps faster 
than the computational complexity of the computer increases. 

Along with the increased capacity, the next generations of memories 
must have increased speed capabilities since the speed of the program 
memory generally controls the overall computer processing speed. 
Ideally, a program memory should have a random access capability 
to each instruction or to each group of instructions if the instructions 
can be suitably grouped. 

If individual instructions are accessed in one memory cycle, the 
speed of the program memory has to match the rate at which the 
desired instructions have to be made available to the logic or processor 
frame. If, however, a group of instructions can be obtained in one access 

1267 
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operation in the program memory, then the number of groups which 
must be accessed per unit time is reduced by the number of desired 
instructions contained within each group. This concept is usually 
referred to as paging'; that is, each access operation within the memory 
selects a page, or set of instructions, rather than a single instruction. 
Operations within the memory output circuits then transfer the de­
sired instruction from the accessed page, or pages, to the logic frame. 

The twofold requirements of high speed and large capacity for a 
semipermanent memory suggests a review of the status and the capa­
bilities of optical memories, particularly in view of the progress made 
in coherent optics within the past few years. The high speed require­
ments restrict the considerations to systems with access times well 
below 1 msec which make mechanical mot!on in the address selection 
impractical. The flying spot store was the first fully-developed optical 
memory with a short access time in the order of a few microseconds.1 

Recent publications in the field include studies of electro-optical sys­
tems/,3,4,5,6,7 holographic systems,8,9 magneto-optical systems/,10,l1,12 
and ferro-electric optical systems.13 

vVith a view towards high speed and high capacity a system using a 
laser light source and solid-state light deflectors appears particularly 
promising. This combination permits one to direct highly collimated 
and coherent light beams to a given address. Two suitable methods for 
deflecting light are available. They are. the digital light deflector14,15 
and the acousto-optic deflector.2 The high light intensity available 
from lasers, in conjunction with semiconductor detector arrays, makes 
it feasible to increase substantially the number of bits stored at each 
address as is required for page organization. 

In order to assess the potential usefulness of such a system, the 
achievable speed and memory capacity should be examined on as 
general a basis as possible. Such an assessment is presented in the 
following section of this paper. To illustrate the potential of optical 
semipermanent stores this is followed by a description of a specific 
system which is based entirely on present technology and which has a 
storage capacity of 108 bits, divided into pages of 104 bits each with a 
page access time. of less than 10 fLsec. 

II. STORAGE CAPACITY AND SPEED POTENTIAL 

The total number of bits that can be stored in an optical memory of 
the type discussed here has an upper limit that depends on the speed 
of the memory. This limit is set by physical limitations in the address-
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ing rate as a function of the total number of addresses and by the 
number of bits at each address which for a given interrogation rate is 
limited by the light intensity. 

For both methods of light deflection the ultimate limit in the address­
ing system can be expressed in terms of a number for the capacity 
speed product CSP = Nat Va, where iVa is the total number of addresses 
and Va is the rate (addresses/sec) of random addressing.i<· At low 
addressing rates an upper limit on Na is set by the diffraction limit. 

Kurtz lG discussed the capacity speed product for the electro-optic 
deflector in the form described by Tabor.13 For a linear electro-optic 
material he obtains 

1 6 
CSP = N°Va = Pd , 

100X, V;[ 1 + (Sm S~ S) ] 

where the symbols have the following meaning: 

P d reactive drive power 
€ dielectric constant of the electro-optic material 
V 1f reduced half-wave voltage, that is the voltage which for an 

electrode spacing equal to the length produces half-wave phase 
retardation. 

/. the wave length of the light 
Sm The length of a module consisting of a polarization switch of 

length S and a Wollaston prism of length Sm - S. 

In this formula, it is assumed that the smallest angular increment 
between addresses is given by 5A/d with d the width of the aperture. 
This assumption allows for a A/4 wavefront distortion, the aperturing 
due to the "walkoff",t and a guardband of 1.5A/d. It should corre­
spond to about -20-dB crosstalk. 

Obviously the driver power should be as large as possible. The only 
inherent limit is given by the heating of the electro-optic material 
which is a consequence of the finite Q' of the crystal. For most linear 
electro-optic materials, heating does not present a serious problem. 

The situation is more complicated for the quadratic electro-optic 
material KTN. Kurtz derived the capacity speed product for that 
case and particularly considered the limitations due to heating since 

* The treatment of the capacity speed product draws heavily on an unpublished 
summary of the subject by K. D. Bowers. 

t The light entering all but the first module has undergone at least some deflec­
tion and thus, "walked off" the optical axis. 
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the material has to be operated very close to its Curie temperature so 
that small changes in temperature will cause a large change in the 
electrical permittivity, hence in the polarization, hence in the electri­
cally induced birefringence. 

For the evaluation of specific cases the following assumptions arc 
made: 

driver power P d = 10 W 
wave length of light A = 0.633ft 
Sm = 1.2 S. 

The resulting capacity speed products are listed in Table 1. For 
KDP the listed values are for the longitudinal electro-optic effect since 
in that case it is larger than the transverse electro-optic effect. The 
values for all other materials are for the transverse electro-optic effect. 
The value listed for KTN is taken from Kurtz, but adjusted for the 
higher wavelength. 

It can be seen that the highest capacity speed product achievable 
with presently known materials is on the order of 109 sec-1 • 

The acousto-optic deflection of light has recently been reviewed by 
Gordon. 2 In this method, light is diffracted on the modulation of the 
refractive index produced by an acoustic wave. The deflection angle 
is changed by changing the sound frequency. The range of angular 
deflection is given by 

where Vs is the sound velocity and 6.18 is the range of the acoustic 
frequencies available. 

TABLE I 

v ... KV; CSP 
Material K = E/ EO (103 volt) (108 volt2) (109 sec-I) 

Linear 
electro-optic effect 

KDpl7 20 8 13 0.07 
CuCll8 8 7.2 4 0.23 
LiNb0 3

l9 ,20 32 2.8 2.5 0.37 
LiTa032l 43 2.4 2.5 0.37 
ZnTe22 10 2.9 0.84 1.1 

Quadratic 
electro-optic effect 

KTN23 1400 0.054 0.4 0.8 
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Since the incident light is apertured to the width d of the deflector, 
the emerging beam will have an angular spread due to diffraction. In 
order to have well-resolved output positions an angular separation be­
tween neighboring addresses of 4"-/ d is assumed which allows for a 
"-/4 wave front distortion and for a guardband of 1.5"-/d. This separa­
tion is somewhat less than was assumed in the electro-optic case where 
an additional allowance had to be made for the "walkoff." The number 
of resolvable addresses in one coordinate is thus obtained as 

n = 110/(4'A/d) = (11/./4)· (d/v.). 

The quantity d/vs is the transit time for the acoustic energy across the 
optical aperture, that is, the time needed to change the frequency in the 
deflector, or in other words vs/ d = Va • If the X deflector is followed by 
a similar Y deflector and the two are operated simultaneously, the 
total number of resolvable addresses is 

N = 11/ = (!1/ s /4)2(d/v s)2 = (!1f./4)2/V~ . 

Therefore, the capacity speed product is 

CSP = N!va = 11/./4. 

Considering the present state of the technology it is justified to assume 
Ilis = 400 MHz which gives a capacity speed product of 108 sec-1 • 

For both deflectors, the maximum number of addresses is limited by 
the optics of the system in conjunction with the practical limit on the 
size of the deflector element. This limit is estimated at 106 addresses. 
In the case of the electro-optic deflector this corresponds to an aperture 
of a few centimeters for the polarization switches, a size which will be 
difficult to exceed for electro-optic materials of adequate optical 
quality. On the other hand, in the acoustic case the generally required 
cylindrical optics makes it difficult to exceed the above limit. 

The resulting limitations in the number of addresses versus address­
ing rate are depicted in Fig. 1 (a) and (b). 

If one stores llf bits at each address, the laser energy reaching this 
address has to be distributed over the J.v! bits. In order to detect any 
one bit, a certain minimum amount of light energy (number of photons) 
is needed at the detector for any desired signal-to-noise ratio. For a 
given light power reaching a given address, this sets an upper limit to 
the number of bits that can be accommodated at each address. 

If an ideal photon detector were used, the noise limit would corre­
spond to 1 photon per bit reaching a detector in the time interval which 
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Fig. 1-Capacity speed limitations in an optical memory. (a) Number of 
addresses vs addressing rate for the electro-optic deflector, (b) Number of 
addresses vs addressing rate for the acousto-optic deflector. (c) Number of bits 
per address vs addressing rate. (d) Number of total bits vs addressing rate for 
electro-optic deflector. (e) Number of total bits vs addressing rate for acousto­
optic deflector. 

is consistent with the desired memory cycle time. With a multiplying 
p-n junction, the noise limit is approximately 102 photons per bit and 
with a non-multiplying junction, the corresponding limit is 104 pho­
tons.24 For an adequate signal-to-noise ratio, the number of photons 
reaching the detector should be 102 times the number corresponding to 
the noise limit. 

For an array of photo detectors, non-multiplying junctions offer the 
greatest economy and flexibility. Thus, a minimum of 106 photons 
per bit should reach the detector in the time in which the read-out 
is to be performed. 

At present, simple, reliable lasers operating in the visible range are 
available which emit in excess of 100 m W in continuous operation. In 
the light deflection and the projection onto the photo detectors, a frac­
tion of the light intensity will be unavoidably lost. In a, practical 
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optical system it will be very difficult to keep these losses below 10 dB. 
Accordingly, it can be assumed that 10 m'V will be available at the 
detectors. If one further assumes that the rate at which bits are to be 
read out from anyone detector should equal the addressing rate, an 
inverse relation between the number of bits that can be paralleled at 
one address and the bit rate per detector can be determined. Fig. 1 (c) 
gives the resulting relation for a photon energy of 1.5 e V and 106 

photons per bit. 
The product between Fig. l(c) and Fig.1(a) and (b), respectively, 

gives the overall limit of the total bit capacity. Fig. 1 (d) gives this 
product for electro-optical deflection while Fig. 1 (e) gives it for 
acousto-optical deflection. These curves indicate that for high address­
ing rates the resulting limit of the total capacity decreases with the 
third power of that rate. 

The curves permit a general assessment of the potential usefulness 
of optical memories using present state of the art components. Design­
ing a memory that operates near its physical limits increases the 
complexity and cost; a memory designed for an addressing rate and 
capacity which are well removed from these limits can be built much 
more readily. 

For a memory capacity of 108 bits or more, the curves of Fig. 1 
indicate that, for such a capacity, addressing rates of 106 addresses per 
second are fairly close to the physical limitations. However, if the 
concept of paging is used and the number of desired instructions per 
address is a number between 1 and 100, depending on the program 
design, then a range of addressing rates of 104 to 106 addresses per 
second gives a net rate approaching 106 instructions per second. 

III. DESIGN CONSIDERATIONS FOR SYSTEM USING AN ACOUSTO-OPTIC 

DEFLECTOR 

A system realizing the above concept utilizes a laser light source and 
an XY -deflector which directs the light to anyone address in a matrix 
of storage elements as depicted in Fig. 2. Each storage element has 
associated with it an optical system through which the stored informa­
tion is projected onto a common read-out matrix. Thus, upon illumina­
tion of a selected address a real image of an information matrix is 
generated in the read-out plane. Whether a matrix point receives light 
or not corresponds to a logical "I" or a logical "0". In the read-out 
plane a matrix of photodiodes or other light sensitive detectors will 
convert the light into electrical signals. Therefore, by illuminating 
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Fig. 2 - Schematic of optical memory system. 
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anyone storage element with laser light, one transfers a large block 
of information from the storage location to the location of the read-out 
matrix. 

At present, acousto-optic deflection is the most practical method of 
light deflection. Specifically, an addressing rate of 105 addresses per 
second and a total of 104 addresses is well within the range of available 
technology.2 By storing 104 bits per address a total storage capacity of 
108 bits is possible. Electro-optic light deflectors may ultimately re­
place the acousto-optic deflector since, theoretically, the former has 
a higher capacity speed product. However, due to materials problems 
the electro-optic light deflector is currently limited to speeds no higher 
than those achievable with the simpler acousto-optic deflector. 

The following more specific considerations are based on the above 
configuration. It will become clear that the design is sufficiently far 
from all inherent limitations so that it will be possible to increase both 
capacity and speed through appropriate refinements within the estab­
lished technology. 

In the most straight forward approach a real image of the informa-



A SEMIPERMANENT OPTICAL MEMORY 1275 

tion matrix is stored in the storage plane. The projection onto the 
read-out plane requires a separate lens system associated with each 
storage location, the resolution of which is dictated by the number of 
bits stored at each location. It might be possible that such a multi-lens 
system is realizable with molded plastic fly eye lenses. 

To keep the overall size within reasonable limits, the individual real 
image will be quite small. This would make the system very sensitive 
to dust particles and alignment. 

Since the use of coherent light has already been assumed, it is 
readily possible to use holograms as optical elements. In that case the 
lens and the storage function can be combined by preparing a hologram 
which upon illumination by the deflector generates a real image of an 
information matrix in the read-out plane. Within each hologram, the 
information about each bit is spread over the entire area,25 so that the 
sensitivity to dust particles is significantly reduced. The presence of 
dust in that case gives an overall reduction of the signal-to-noise for 
all bits stored in one hologram. Uniformity of illumination is also not 
very critical. Furthermore, the exact positioning of the individual 
hologram is not very critical. The location of the image, however, will 
depend on the angular orientation of the hologram. With a 100 X 100 
read-out matrix it will be adequate to control the angular positions of 
the individual holograms to one part in 1,000, a precision which is 
quite practical. 

In the hologram case a positional requirement exists between the 
laser and the read-out matrix. It can be expected that the alignment 
of the laser beam with regard to the read-out matrix can be much 
more readily accomplished than the alignment of the picture in the 
case where the information is stored as a real image. In particular, with 
an acoustic deflector that portion of the light which emerges unde­
flected might be used in a positional servo-mechanism. 

In the hologram case the complications lie primarily in the fabrica­
tion of the holograms. It appears feasible to store the required 108 bits 
of information on 104 individual holograms within an overall size of 
2 X 2 inches. 

The laser to be used in such a system should emit light of a wa ve­
length of less than one micron so that silicon devices can be used as 
photodetectors. It is also desirable that the laser be operable in a 
pulsed mode. 

The best operation would be achieved with a Q-switched solid state 
laser, since, in such lasers, power can be integrated for up to approxi­
mately 10-4 seconds and the energy so stored can be released in pulses 
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as short as 10-7 seconds.26 Most solid-state detectors will operate with 
a minority-carrier lifetime of less than 10-6 seconds. In such devices, 
an optimum signal is obtained if the light pulse is short in comparison 
to the lifetime. A Q-switched solid-state laser will thus permit an 
optimum utilization of available laser intensity, since it is capable of 
integrating power up to the longest cycle times of interest and since 
it can discharge the energy in a time shorter than, or at worst com­
parable to, the lifetime in typical semiconductor devices. 

In the simplest case the read-out matrix will consist of individual 
photodiodes located at each matrix point whereby all diodes can be 
read out simultaneously. For the specific case considered here, this 
requires 104 diodes and 104 read-out circuits. These circuits could be 
bi-stable elements such as flip-flops which are set by the photodiode. 

As an alternative to a diode with a flip-flop, a pnpn diode in series 
with a resistor might also be used as a bi-stable element in the read-out 
matrix. The light could switch such a device from the low-current high­
impedance state to a high-current low-impedance state. 

The state of the individual bi-stable circuits could be interrogated 
through a multicoordinate. address selection. Once the elements are 
set, the interrogation speed is only determined by semiconductor device 
considerations and it should be readily possible to interrogate "words" 
within the "page" with access and cycle times well below 100 nsec. 

In this organization one is really dealing with a small (104 bit) semi­
conductor memory which is set by the optical system. This small 
semiconductor memory may be operated as a buffer store which can 
hold the information of one page for any desired period of time. 

In other applications it may be. necessary to have more than one 
page available in a random access high-speed buffer store. This re­
quires that all information be rapidly transferred from the read-out 
matrix into a buffer store. In this case, the time for which the read-out 
matrix is to hold the information may become quite short and other 
methods of temporary information storage may be considered such as 
holding the information as a voltage on a capacitor. A particularly 
suitable method might be the use of photo transistors operated in the 
charge storage mode.27 In that mode the light-generated charge is 
stored in a reverse biased junction for times much longer than a life­
time. The information is interrogated by applying a bias pulse to 
the transistor. 

The charge storage mode has the additional advantage in that it 
can be used to integrate light over fairly long times making it possible 
to use CW lasers such as HeNe lasers with such detectors. This, how-
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ever, leads to a somewhat less efficient operation than with a Q­
switched solid-state laser since the CW laser will not integrate inten­
sity during the time a new address is established. 

IV. CONCLUSIONS 

The preceding considerations lead to the conclusion that a semi­
permanent optical memory utilizing either acousto-optic or electro­
optic light deflectors shows potential as a memory with 108 or more 
bits capacity and with page access as short as 1 fLsec. Specifically, a 
memory with 108 bits capacity using acousto-optic deflectors can easily 
have page access times of 10 fLsec. Such a memory using holograms as 
a storage medium and semiconductor devices as read-out elements 
appears well within the state of the art. Significantly shorter access 
times for similar capacities will probably require electro-optic de­
flectors using materials which are not yet available in adequate optical 
quality. 
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Estilnation of the Variance of a Stationary 
Gaussian Random Process by Periodic Sampling 

By J. C. DALE 

(Manuscript received February 14, 1967) 

I. INTRODUCTION 

This paper>:- applies previous work! on estimation of the mean of a 
stationary random process by periodic sampling to estimat.ion of the 
variance with the added restriction that the process under considera­
tion be Gaussian with known mean. 

The samples are taken from a sample function of the random proc­
ess, in a closed interval (0, T) and are in general correlated. The esti­
mator used is t.he average of equally-weighted squared samples. The 
variance of this estimator is derived and its behavior is predicted as a 
funct.ion of the number of samples and length of record. 

II. THEORY 

2.1 General 

Let x(t) be a sample function from a stationary, Gaussian random 
process {x(t)} with known mean.t 

An unbiased estimator of the variance is given by 

,2 1 ~ 2(kT) 
o-x = N + 1 f::'o x N ' (1) 

where T IN is the sampling period. 
By invoking the Gaussian assumption, the variance of this estimator 

follows directly and is given by 

( ,2) 2 ~ ( I k I )R2(kT) 
var o-x = N + 1 k2v 1 - N + 1 x N ' 

* This work was supported by the U.S. Navy, Bureau of Ships under Contract 
NOO 600-67-C0549. 

t So long as the mean of {x(t)} is assumed known, no generality of the deriva­
tion is lost by letting it be zero. 
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or in an equivalent form (2) 

var (u;) = N ! 1 i: q(N+lIN)T(r)R;(r) ktoo o(r - ';J) dr. 

q(N+lINlT(r) is the triangular weighting function (See Ref. 1) and RxCr) 
is the autocorrelation function of {x(t)}. 

By comparing the var (u;) to (3) in the previous paperl it is seen 
that (2) gives the variance of the sample mean of a stationary random 
process {x2 (t)}, whose auto covariance function is given by 2R;(r). 
The spectrum of {x2 (t)} is 2Sx(w) * Sx(w). 

At this point the previous theoryl applies directly. Using the same 
notation, the spectrum of the squared samples can be written as 

G(w) = N ! 1 i: q(N+lINlT(r)R;(r)e-
iWT ktoo o(r - ';J) dr,' 

which is equivalent to (3) 

N 00 ( 2 N) G(w) = - L F w - k ~ . 
T k=-oo T 

In this case 

F(w) = Q(w) * 2[SxCw) * Sx(w)] , (4) 

and Q (w) is the transform of the weighting function. 
G (w) can be interpreted as F (w), shifted by integral multiples of the 

sampling frequency, 27rN IT. As before to obtain the variance of the 
estimate we need only be concerned with the value of G (w) at w = o. 
To minimize the variance of the estimate, the sampling frequency 
should be high enough to prevent overlapping of the sideband at w = o. 
Satisfying this condition results in 

var (u;) = ~ F(O).t (5) 

To answer the question of how many samples to take in time T to 
obtain minimum variance, consider (4). Q(w) is approximately zero for 

t Equation (5) is not quite true when both end points of the time record are in­
cluded as samples. This is because (NIT) F(O) is a function of N namely, 

1 1-00 [Sin yeN + 1/2N)T]2 
(N IT) F(O) = - 2[Sx(Y) * Sx(Y)] dy. 

271" 00 yeN + 1/2N)T 

Increasing N beyond the value given in (8) actually results in a higher variance on 
the estimate. This is apparent in the two examples, particularly for T small. This 
same effect was discussed in Ref. 1. 
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Iwl ~ (2n/T)[N I(N + 1)]. If Sx(w) is zero for Iwl ~ 27rB, then 
Sx(w) * Sx(w) will be zero for Iwl ~ 47rB and F(w) will be approximately 
o for 

[ w [ ~ 2,{ 2B + ~ ~ ~ 1) ] . (6) 

Therefore, choosing the sampling frequency so that 

27rN > [ 1 ( N )] 
r=27r 2B+ T N+l (7) 

results in (5) being satisfied. 
Solving (7) for N yields the required number of samples taken in 

time T to approximately minimize the variance of the estimate, namely 

(8) 

For BT » 1, N is approximately equal to 2BT. Thus, twice the num­
ber of samples are required to obtain a minimum variance estimate 
of the variance than was previously shown to obtain a minimum vari­
ance estimate of the mean. 

2.2 Variance For Large T 

If T is allowed toO become large Q (w) will approach a delta function, 

l~~t Q(w) = N ~ 1 o(w). (9) 

This results in 

1 100 

F(w) = 7r(N + 1) -00 Sx(Y)Sx(W - y) dy. (10) 

If Sa; (w) is zero for I w I ~ 2nB, and the sampling frequency satisfies 
(7), then the minimum value of variance of the estimate is given by 

N N 100 

2 val' (6-;) I';\n..rge = T F(O) = T(N + 1)7r -00 Sx(y) dy, (11) 

1 100 

~ 7rT -00 S;(y) dy. 

This is the same value obtained by continuous sampling. 
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III. EXAMPLES 

The variance of the estimate of variance as a function of number of 
samples (N + 1) and length of record (T) has been computed for two 
examples. 

The computation was done using an expression equivalent to (2). 

3.1 Rectangular Spectrum 

-27T" < W < 27T", 
elsewhere. 

(12) 

Fig. 1 shows var (6-;) plotted against number of samples. Each curve 
represents a different length of record as indicated by the values shown 
on the figure. It should be noted that the minimum value of var (6-;) 
occurs at the number of samples predicted by (8). Also for small values 
of T the var (6-;) reaches a minimum and then increases as more samples 
are taken. This)s due to including both end points of the time record 
as samples. 
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3.2 M arlcoiJ Spectrum 

(13) 

This sample shows a nonbandlimited spectrum. The results are shown 
in Fig. 2. 

IV. CONCLUSION 

By making the assumption that the random process {x(t)} was 
Gaussian, it was possible to express var (0-;) into an array of terms 
containing R;(lcT IN), (2). In this form it is possible to apply the theory 
developed in the work on estimation of the mean. 1 The interesting result 
from this derivation was that when BT» 1, the variance of the sample 
variance is essentially minimized when 2BT samples are taken. This 
is in contrast to the BT samples required to minimize the variance of 
sample mean. 
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A Floating Gate and Its Application 
to Memory Devices 

By D. KAHNG and S. M. SZE 

(Manuscript received May 16, 1967) 

A structure has been proposed and fabricated in which semi­
permanent charge storage is possible. A floating gate is placed a small 
distance from an electron source. When an appropriately high field 
is applied through an outer gate, the floating gate. charges up. The 
charges are stored even after the removal of the charging field due 
to much lower back transport probability. Stored-charge density of 
the order of 1012/cm2 has been achieved and detected by a structure 
similar to an metal-insulator-semiconductor (MIS) field effect transis­
tor. Such a device functions as a bistable memory with nondestructive 
read-out features. The memory holding time observed was longer than 
one hour. These preliminary results are in fair agreement with a simple 
analysis. 

It has been recognized for some time that a field-effect device, such 
as that described by Shockley and Pearson,! can be made bistable 
utilizing switchable permanent displacement charges on ferroelectric 
materia1.2 Subsequent studies of ferroelectric material have revealed,3 
however, that the inherent speed capability of a device incorporating 
a ferroelectric material is limited by domain motion, whose highest 
speed is limited by the acoustic velocity. In the absence of highly 
ordered, near-ideal thin film ferroelectric material, the speed capability 
of a bistable device, therefore, is in the microsecond range at best.4 In 
addition, many ferroelectric materials suffer from irreversible mechani­
cal diwrder after many cycles of polarization switching,2 rendering 
some uncertainty on the long term device reliability aspect. 

An alternative to a ferroelectric gate is a floating gate chargeable by 
field emission, which hopefully circumvents the above mentioned diffi­
culties. Consider a sandwich structure, metal M(l),. insulator 1(1), 
metal M(2), insulator 1(2), and finally metal M(3). (See Fig. 1). If 
the thickness of 1(1) is small enough so that a field-controlled electron 
transport mechanism such as tunneling or internal tunnel-hopping 
are possible, a positive bias on M(3) with respect to M(l) with M(2) 
floating [M (2) is called the floating gate henceforth], would cause 
electron accumulation in the floating gate, provided electron transport 
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S 1(1) M(2) 1(2) M(3) 
(OR M(I)) 

tv>o) 

~ 

(a) 

(v=o) 

~ 

(b) 

Fig. 1-Energy band diagram of a floating gate structure with a semiconductor­
insulator-metal-insula tor-metal sandwich. For calculation of the stored charge, the 
semiconductor is replaced by a metal M (1). (a) When a positive voltage step is 
applied to the outer gate. (b) When the voltage is removed. The stored charge 
Q causes an inversion of the semiconductor surface. 

across 1(2) is small. These conditions can be met by choosing 1(1) 
and 1 (2) such that the ratio of dielectric permittivity £1/£2 is small 
and/or the barrier height into 1 (1) is smaller than that into 1 (2). The 
sandwich structure is somewhat similar to the tunnel emitter metal­
base transistor proposed by Mead5 in its structure but with the follow­
ing essential differences. 

(i) M(2) is much thicker than the hot electron range, so that 
emitted electrons are close to the Fermi -level of M (2) before 
reaching 1 (2). 

( ii) No carrier transport is allowed across 1 (2). 
(iii) M (2) is floating. 
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The stored charge Q, as a function of time when a step voltage func­
tion with amplitude l' is applied across the sandwich, is given by 

Q(t) = it j dt' coul/cm2
• (1) 

'\Then the cmission is of Fowlcr-Nordheim tunncling type, then the 
current density, j, has the form 

(2a) 

where C1 and Eo are constants in terms of effective mass and the barrier 
height. (We have neglected the effects due to the image force loweringr. 
of the barrier, etc., but the essential feature is expected to be retained 
even after detailed corrections are made). This type of current trans­
port occurs in Si02 and A120 3. 

When the field emission is of the internal Schottky or Frankel-Poolc 
type, as occurs in Si3N 4/ then j follows the form 

(2b) 

where C2 is a constant in tcrms of trapping density in the insulator, cI>1 
the barrier height in volts, £1 the dynamic permittivity. 

The electric field in 1 (1 ) at all times is a function of the applied 
voltage V and Q (t), and is obtainable from the displacement continuity 
requirement as 

E = . V Q (3) 
d1 + d2(~1/~2) ~l + ~2(ddd2) , 

where d1 and d2 are the thickness of 1(1) and 1 (2), respectively. 
Fig. 2(a) shows the results of a theoretical computation using (1), 

(2a), and (3) with the following parameters: d1 = 50 A, €1 = 3.8 €o (for 
Si02 ) , d2 = 1000 A, £2 = 30€o (for Zr02) , and V = 50 volts. One notes 
that the stored charge initially increases linearly with time and then 
saturates. The current is almost constant for a short time and then 
decreases rapidly. The field in 1(1) decreases slightly as the time 
increases. The above results can be explained as follows: When a 
voltage pulse is applied at t = 0, the initial charge Q is zero, and the 
initial electric field across 1 (1) has its maximum value, Emax = 
V/[d1 + (€1/€2)d2 ]. As t increases, Q will first increase linearly with 
time. This is because of the fact that for small Q such that E remains 
essentially the same, the current will in turn remain the same, so 
Q = j (Emax) . t. Eventually, when Q is large enough to reduce the 
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Fig. 2(a) - Theoretical results of the stored-charge density (Q), the current 
density (J), and the electric field across l( 1) as a function of time. V = 50 volts, 
d1 = 50 A, fl/ fo = 3.8 (for Si02), d2 = 1000 A, f2/ fo = 30 (for Zr02). (b) The­
oretical results of the stored charge density as a function of time with 
the same fl and f2 as in (a), and dl = lOA, d2 = 100 A (solid lines), 
ell = 30 A, dz = 300 A (dotted lines). (c) Theoretical results of the stored density 
as a function of time with d1 = 20 A, fl/fO = 60 (for Si~N4), dz = 200 A, 
f2/fO = 30 (for ZrOz) and various applied voltages. 

value of E substantially, then the current will decrease rapidly with 
time and Q increases slowly. 

Fig. 2(b) shows the stored charge as a function of time for the time 
€I and E;:l but different dl , d;:l, and F. It is clear that for a given structure, 
in order to store a given amount of charge, one can either increase 
the applied voltage or increase the charging time (pulse width) or both. 
Fig. 2 (c) shows the calculated stored charge for the current transport 
described by (2b). Here 1(1) is a 20 A thick Si3N4 film. There are 
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marked decreases in the gate voltages required for a given charge 
compared to A120 3, Si02. This is largely due to the much lower barrier 
height (1.3 volts) 7 compared to Si02 (~4.0 volts).8 

It is noted that the field in 1(1) for appreciable charge storage is in 
the 107 V /cm range. When the outer gate voltage is removed, the field 
in 1(1) due to the stored charge on the inner gate is only 106 V /cm 
or so corresponding to 5 X 1012 charges/cm2 , a large enough charge to 
detect easily. Since the transport across 1(1) is highly sensitive to the 
field, (2a) and (2b), no charges flow back. The charge loss is actually 
controlled by the dielectric relaxation time of the sandwich structure,9 
which is very long. When it is desired to discharge the floating gate 
quickly, it is necessary to apply to the outer gate a voltage about equal 
in magnitude but opposite in polarity to the voltage which was used 
for charging. It is evident that net positive charges (loss of electrons) 
can also be stored in the floating gate if the discharging gate voltages 
are appropriately chosen in magnitude and duration. 

It was mentioned that the stored-charge density of 5 X 1012/cm2 

was sufficient for easy detection. One of the detection or read-out 
schemes is to use the surface field effect transistor (MOSFET or 
IGFET) first fabricated and described by Kahng and Atalla10 in 1960. 
For inversion at a silicon surface, the charge required is only about 
2 X 1011 /cm2 for 1 ohm-cm n-type silicon. However, surface-state 
charges at the silicon-silicon dioxide interface may be as high as 
1012/cm2

, depending on the fabrication techniques used. For this reason 
we have chosen 5x 1012/cm2 as the stored charge required for easy 
detection. When the Insulated Gate Field Effect Transistor (IGFET) 
principle is used for read-out, M (1) is now replaced by silicon. This 
requires a slight correction in the calculation of charge flow through 
the insulator, but the major features of the results are not expected to 
be altered significantly. It is to be noted that about one half of the 
stored charge can be active in creation of the inversion layer since 
the other half resides near the AI (2) -1 (2) interface due to Colombic 
repulsion. 

To check the feasibility, a floating gate device has been fabricated 
using an IGFET as shown in Fig. 3 (a). The substrate is an n-type 
silicon, 1 ohm-cm, and (111) oriented. 1(1) is a 50 A Si02 thermally 
grown in a dry oxygen furnace. 111(2) and 1(2) are Zr (1000 A) and 
Zr02 (1000 A), respectively. M(3) and the ohmic contact metals are 
aluminum deposited in a vacuum system. Fig. 3 (b) is another version 
of the floating gate device using a thin film transistor (TFT) struc­
ture.ll 
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Fig. 3 - (a) Schematic diagram of a floating gate device using an IGFET. The 
numbers indicated correspond to those shown in Fig. 1. (b) Schematic diagram 
of a floating gate device using thin film transistor structure. 

The IOFET-type floating gate devices have been tested in a pulsing 
circuit. Because of the relatively thick insulator layers, large voltages 
(:::::: 50 V) and long pulse width (:::::: 0.5 /Ls) have to be applied in order 
to store:::::: 5 X 1012 charges/cm2

• Fig. 4 shows the experimental results. 
A positive pulse of 50 volts is first applied to the gate electrode, and 
60 ms later a negative pulse of 50 volts is applied. Then the pulsing 
cycle repeats. In Fig. 4 (a) the pulse widths are 0.5 /LS' One notes that 
when the positive pulse is applied, a sufficient amount of charge is 
stored in the floating gate so that the silicon surface is inverted; a 
conducting channel is thus formed, and the channel current is "on." It 
can be seen that the channel current decreases only slightly at the end 
of 60 ms. When the negative pulse is applied, the stored charge is 
eliminated, and also the channel. The channel current reduces to its 



(a) 

(b) 

Fig. 4 - Experimental results of the channel current of a IGFET -type floating 
gate device. A positive voltage pulse, Vl, with pulse width TV1 , is first applied to 
the gate, and 60 ms later a negative pulse Vz with pulse width TV2 is applied. Then 
the pulsing cycle repeats. Horizontal scale: 20 ms/div. Vertical scale: 0.1 ma/div. 
(a) V1 = V2 = 50 volts, TVl = TV~ = 0.5 p.s. (b) V1 = V2 = 40 volts, W1 = W!! = 
0.5 p.s. 
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"off" state. Fig. 4 (b) shows results for pulses with the same widths 
but smaller amplitude (40 V). Since the stored charge is a strong 
function of the pulse amplitude, only a very small amount of charge is 
stored, too small to cause inversion. For non-leaky units, the memory 
holding time of longer than one hour has been observed. 

It is clear that a modified IGFET such as a TFT can be used for 
read-out, as shown in Fig. 3 (b). For an academic study of device opera­
tion, the floating gate can be partially exposed and a potential probe 
can be placed nearby. 

In conclusion, it has been demonstrated that the controlled field 
emission to the buried "floating" gate may be capacitively induced by 
pulsing the outer gate electrode. This combination can therefore, be 
used as a memory device, with holding time as long as the. dielectric 
relaxation time of the gate structure and with continuous nondestruc­
tive read-out capability. There seems to be no inherent reason why 
read-in read-out cannot be performed in a very short time, say in the 
nanosecond range or even shorter. 

We wish to acknowledge helpful discussions and technical assistance 
rendered by M. P. Lepselter and P. A. Byrnes in connection with ZrO;:!, 
and skillful technical assistance given to us by G. P. Carey and 
A. Loya, and J. F. Grandner and his group. 
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Semipermanent Memory Using Capacitor Charge 
Storage and IGFET Read-out 

By D. KAHNG 

(Manuscript received May 17, 1967) 

One of the earliest computers used capacitors as its memory.1 A 
mechanical means was used for both read-in and read-out operations. 
Electronic accessing was used in conjunction with vacuum tube or 
solid-state diodes in relatively modern computers such as the SEAC 
computer.2 Capacitor storage is rarely used at present since magnetic 
memories meet the modern computer requirements much better. The 
inherent difficulty with capacitor storage was the limited holding time 
since a nonlinear resistor with small enough leakage currents to allow 
useful memory holding time was then not readily available. The old 
capacitor memory was charged through a diode with slow recovery 
time and with leakage current of 10-10 amp at best and required a 
large capacitor for any appreciable holding time. Furthermore, the 
read-out was usually destructive. 

The capacitor storage merits re-examination in view of the advanced 
solid-state devices and technology now available. Coupled with an 
Insulated Gate Field Effect Transistor (IGFET),3 the read-out can 
be nondestructive. Integrated circuit techniques may prove superior 
to the current magnetic memories for some applications where in­
frequent recycling is permissible. The inherent speed should be much 
faster than that of magnetic units. 

Consider a capacitor C in series with a nonlinear element as shown 
in Fig. 1. The capacitor may represent the gate capacity of the IGFET 
plus any external capacitor in parallel with the gate capacitor. When a 
positive voltage pulse with amplitude V and duration T is applied at 
the nonlinear element terminal, it can be shown that the stored charge 
Q ( T) and the decay time constant Tc, defined as the time required to 
reach l/e value of the initial stored charge Qo, can be calculated for 
various nonlinear resistors. 

1. POWER-LAW RESISTORS 

The I -V characteristics are given by 

I = KV:, 
1296 

(1) 
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then 

Q(T) [ ( 
1 T)-l/(m-l) ] 

C V - v(m-l) + K(m - 1) C (2) 

and 

em 1 ( (m-l) 1) 
(m - l)K Qci m - IT ,e -

(3) 
(e(m-l) - 1) Qo 

(m - 1) 10' 

where 10 is the discharge current at the termination of charging. It is 
clear from (2) that m ~ 1 for physically meaningful Q (T). For a long 
holding time, (3) tells us that the nonlinearity of the resistor should 
be large. These equations would describe the behavior of the storage 
unit comprising a space-charge-limited-current diode.4 If traps are 
present, only a simple modification is needed in the analysis. Structures 
comprising photosensitive space-charge-limited-current diodes such as 
CdS diodes should allow optical read-in operations which might be 
advantageous for certain applications such as a vidicon. 

II. TUNNEL SANDWICH DIODES 

For this nonlinear element, the circuit in Fig. 1 should be modified 
to include the shunt capacitance of the tunnel sandwich. Thus, at the 
instance of pulse application, the voltage divides between the two 
capacitors. The I-V relationship for Fowler-Nordheim type tunneling 
is 

(4) 

"\Vith the appropriate initial conditions, the stored charge Q (T) is given 
by 

Q(T) ~ c[ V - a Volin (e av•lv + K%o T) ] ' (5) 

~-- vc-~-----vn-----1 

l--t-~-0---J 
Fig. 1- A capacitor being charged through a nonlinear resistor. 
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where a is defined as unity plus the ratio of the shunt capacitance of 
the tunnel sandwich, Cn to the charging capacitor, namely a = 1 + 
(Cn/C). 

The discharge time constant Tc can also be shown to be 

aC (aCVo/Qo) (e-1) _ 1) 
KVo C 

(6) 

It is clear that charging time required for adequately large Q is very 
short, allowing fast read-in operation. The decay time can be seen to 
be large for tunneling across well-known insulators such as SiO!! and 
A120 3• Therefore, the decay is not controlled by (6) but. rather by the 
dielectric relaxation time of the insulators used for the entire assembly 
including the IGFET gate material. The dielectric relaxation time of 
the best inorganic insulators is of the order of one day at room tem­
peratures. However, certain organic insulators are known to have 
theoretical dielectric relaxation times of many years. Performance of 
a memory cell incorporating a tunnel sandwich diode is described in 
more detail elsewhere.ri 

III. SCHOTTKY BARRIER DIODES 

For charging through a rectifier, Schottky barrier diodes are pre­
ferred over pn junction diodes since Schottky barriers are majority 
carrier devices and hence fast recovery is achievable. 6 I-V charac­
teristics may be represented by 

(7) 

For charging, we may neglect the unity in the braeket in (7), and the 
stored charge can be shown to be 

Q(T) ~ c[ V - ~ In (;< + e-pvr] , (8) 

where 

For decay, it is easy to show 

Te = Qo (1 - e- 1
). 

Is 
(9) 
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Fig. 2 shows the stored charge Q computed fro111 (8) as a function 
of pulse duration for several pulse amplitudes. The characteristic time 
constant 'To is not much less than 1 sec for a typical configuration 
(0 < 1010 Fd, Is > 10-12 amp). Therefore, it is seen that the stored 
charge is proportional to the pulse amplitude for sufficiently large Y. 
This suggests that the device may be used as a multi-level storage 
unit. 

The combination of Schottky barrier diodes and the IGFET is 
shown in Fig. 3. A similar structure has been fabricated and tested. 
The holding time was of the order of 10 sec when the charging was 
done by 15 volts pulse in agreement with (9) since the IGFET gate 
capacitance was about 10-12 Fd and Is of the diode was 10-12 amp 
(measured at 10 volts reverse bias). The maximum pulse amplitude 
before the breakdown of the gate insulator was about 30 volts, allow­
ing a longer holding time of about 30 seconds. The read-in time was 
less than 10-7 second and the reverse breakdown of the diode was used 
to turn the IGFET off, which also took less than 10-7 second. 

A memory featuring nondestructive read-out, access times in the 

1o1,..--------r---r------r---------, 
v= 10 VOLTS C = 10-10 f 

Is = 10-12 AMP 

100 1--_-+ __ -+--__ 1--_-+_T_=_3~0-Oo-K-___l 

10-1 f----+---¥---\----A---\--.,..L--.1 

(/) 

~ 10-2f--~~-4_-~_\__---+-~_\_-~ 
> 
~ 

10- 5 f----+-~_+_--~~--+--A-------l 

10- 6 '----_---'-__ -'-__ .1....-_---'-__ -'--_---1 

10- 13 10- 12 10-11 10-10 10-11 10-8 10-7 

'T IN SECONDS 

Fig. 2 - Theoretical stored charge/storing capacitance (the floating potential) 
as a function of time for charging through a Schottky barrier diode. 
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- - - -

(a) (b) 

Fig. 3 - Combination of the capacitor storage unit with a p-channel IGFET 
for read-out. (a) Series connection, read-in should be positive. (b) Parallel connec­
tion, read-in should be negative. 

submicrosecond range, and holding times of many seconds should find 
many applications. An integrated structure incorporating Schottky bar­
rier diodes and IGFETs is readily obtainable with modern solid-state 
technology. 
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