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to collect practically all of the beam energy. It might be advantageous 
to reduce the detector diameter to 3 mm. Such a detector would still 
collect 90 to 95 per cent of the signal light but less of the light scat­
tered from adj acent beams. 

A double mirror periscope will cause twice the scattering of one 
delay line mirror. A detector with the size of the exit hole at the end 
of a 648-section guide will consequently receive twice the scattering 
measured in the experiment, that is, a level of 30 - 3 = 27 dB for 
two beams 5 mm apart and 38 - 3 = 35 dB for two beams about 8 
mm apart. The contributions from beams farther away decrease fairly 
rapidly. If one assumes a decrease with the fourth power of the spacing, 
one obtains a crosstalk level of about 27 dB for a beam surrounded by 
equal beams with a mutual spacing of 8 mm or 4 beam widths. Re­
ducing the detector diameter to 3 mm should improve this level to 
about 31.5 dB. 

The level that can be tolerated depends on various aspects of the 
complete transmission system, but for a comparative figure, regard 
the composite scattering from all beams as gaussian background noise. 
Then, with binary envelope detection and no other noise present, a 
crosstalk level of 20 dB would guarantee an error rate of 10-9 • 

With this figure in mind, one might consider increasing the trans­
mission distance to 4,000 sections, or about 100 km, allowing a total 
attenuation of 48 dB. This increases the crosstalk by about 8 dB re­
sulting in a signal to crosstalk ratio of 31.5 - 8 = 23.5 dB for a 
mutual beam spacing of 4 beam widths and a detector diameter of 
1.5 beam widths. Reference 2 calculates a diffraction crosstalk of 
about 60 dB for this beam spacing which is completely negligible com­
pared with the scattering effect. 

The number of beams that could be transmitted with a mutual 
spacing of k = 4 beam widths in a guide equivalent to the investi­
gated cavity isl 

11"4 A 4 

Nfluide = 32 d2X.2k4 • 
(6) 

For a section length d = 25 m, a useful cross section of A 6 cm 
radius, and A = 6328 A, one obtains about 600 beams. Filling the guide 
with this capacity, however, requires that the receivers have a better 
directional selectivity than the one used in the experiment. On the 
other hand, better selectivity would reduce the scattering received 
from other beams below what was measured. 
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VI. CONCLUSIONS 

A He-Ne laser beam was injected into an evacuated 25-m delay line 
and extracted with negligible distortion and only 4 dB loss after 
342 round trips. This corresponds to 60 fLS delay. The absolute devia­
tion from the ideal path could not be measured, but two beams injected 
simultaneously were found to be well resolved after 342 round trips. 

The light scattered at every reflection from the main beam traveled 
in a narrow cone about this beam. The power density of the scattered 
light seemed to decrease with about the fourth power of the distance 
from the beam. The crosstalk caused by scattering from earlier round 
trips was 30 dB below the signal level. 

A multiple beam waveguide equivalent to this delay line would have 
mirror periscopes spaced 25 m apart. It could transmit 600 beams over 
a distance of 100 km with an attenuation of 48 dB and a crosstalk 
level of 23.5 dB. 
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A Companded One .. Bit Coder for 
Television Transmission 

By R. H. BOSWORTH and J. C. CANDY 

(Manuscript received November 19, 1968) 

We compand a one-bit coder by increasing its step size when a string of 
equal bits is detected in the transmitted code. To code and decode each string 
we use a weight sequence 1, 1, 2,3,5 ... 5, the weight returns to unity when 
the string ends. Stability considerations restrict the choice of weights but 
those proposed give adequate stability as well as improve the signal-to-noise 
ratio about 5 dB. The weighted coder has a wide tolerance to changes of 
input, so that a ±3 dB change from the design value is hardly visible to 
most observers. Matching weights at the transmitter and receiver is un­
critical because mismatches appear as small changes of contrast rather than 
as noise. The circuit is easily implemented because it is tolerant to changes of 
component values. 

There is a description of an experimental coder and decoder, together 
with subjective and objective measures of performance. Signal-to-noise 
ratios of 50 dB are reported. 

I. INTRODUCTION 

Encoding an analog signal to digital form entails quantization of 
amplitude. This process introduces a noise into the analog signal 
that is recovered from the digits. The magnitude of the noise, relative 
to the signal, is determined by the bit rate in the digital representa­
tion and the spectrum of the signal. Successful coder designs make 
efficient use of the digits, avoiding worthless redundancies, and shape 
the noise to be subj ectively least noticeable. 

Delta modulation is one of the simplest and best known coding 
methods.1 It changes its analog output positively or negatively by a 
fixed increment at regular instants, as illustrated by V in Fig. 3. 
Differential coding is a related method where, at regular instants, the 
output changes by anyone of a set of prescribed values. Delta modula­
tion is regarded as one-bit differential coding because at each sampling 
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time it transmits either of two codes, a pulse or a space, representing a 
positive or a negative step, respectively. In general, an m-bit coder 
transmits one of 2m codes at each sample time. 

The advantages of one-bit coding are simplicity of circuitry and a 
high sampling rate. Thus, for a given bit rate in the digit channel, its 
sampling rate is m-times greater than that of a corresponding m-bit 
coder. Although the total noise power from a one-bit coder is greater 
than that from a multibit coder, much of the power occurs at higher 
frequencies where it is out of the signal band. The advantage of 
multibit coding is the ability to grade the step sizes to suit the signal 
values.2 Thus, some large steps are provided to track large changes 
and some small steps are provided to accurately reproduce fine de­
tails. In this respect, ordinary one-bit coders are handicapped by hav­
ing only a single step size. 

Theoretical results by J. B. O'Neal show that multibit differential 
coders have larger signal-to-noise ratios than delta modulators.3 Prac­
tical measurements confirm this and show that much of the advantage 
comes from companding the quantization levels.* We describe a 
method for varying the step size of a one-bit coder which has the 
advantages of both companding and a high sampling rate. 

Several authors have described a method for companding delta 
modulators by changing the step size according to the average pulse 
rate in the digit channel,4-7 The steps are smallest when there is an 
equal number of pulses and spaces; they increase when there is a 
higher proportion of either pulses or spaces for a significant time. This 
technique has been used for audio signals to adjust the step size with 
loudness and pitch of the sound. 

For video signals we usually are directly interested in the time 
dependence of the signal and so require means for adjusting the step 
size according to instantaneous signal values rather than an average 
value. Suitable methods have been described by M. R. Winkler and 
J. E. Abate.7.s They vary the step size when certain pulse patterns 
are detected in the digit channel. Thus, steps are increased when a 
string of consecutive pulses or spaces are detected. This paper de­
scribes the design, construction, and performance of such a coder. It 
differs from earlier coders in the way step sizes increase and decrease 
and in that the companding is incorporated in a direct feedback 
coder instead of a delta modulator. Direct feedback coding, which is 
reviewed in Section II, is an improvement on differential coding. 

* Two-bit coders have insufficient levels to permit adequate companding so 
they usually are inferior to other coders. 
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II. DIRECTING FEEDBACK. CODING 

Direct feedback coders are described in Ref. 9. They function al­
most the same way as differential coders, but the circuit is arranged 
to allow greater flexibility of filter design. Figure 1 is a block diagram 
of a one-bit direct feedback coder and Fig. 2 shows some typical 
filter characteristics. For television signals the de-emphasis filter H2 
is a short time integrator; the pre-emphasis Hl is a differentiating 
filter approximately the inverse of H 2; and the filter A in the feed­
back loop is a long time integrator. 

The feedback acts like a servomechanism trying to make the av­
erage value of the quantized signal y equal to the pre-emphasized 
input x. The difference between x and y is accumulated in A and used 
to correct the quantized output. The quantized signal in a one-bit 
coder is observed to oscillate between a positive and a negative level 
in such a way that its average equals x, as Fig. 3 demonstrates. Chang­
ing the pattern of oscillation, the coder interpolates values between 
the quantization levels, but low frequency components of the oscilla­
tion appear as granular noise on the output. The filter A is chosen to 
make these low frequency components small. High frequency com­
ponents are de-emphasized by the integrating filter H2 whose out­
put steps up or down in response to a pulse or a space as does the 
output of a delta modulator. The advantage of direct feedback cod­
ing is flexibility in choosing the deemphasis H2 independent of the in­
terpolation process which is controlled by the feedback loop. 

Notice in Fig. 3 how the large voltage spike in x overloads the 
quantizer by exceeding its quantization level. The coder responds 
with a string of pulses which is the largest signal it can transmit. The 
resulting distortion of the signal is called slope overload; it is a 
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Fig. 2 - Filter characteristics. 

characteristic of systems using integrating deemphasis. Usually, the 
input to the coder is adjusted to a compromise where there is neither 
too much slope overload at edges nor too much granular noise on 
"fiat" areas. 

In the companded coder, overloading is detected by locating strings 
of pulses or spaces in the code, and then the step size is increased 
both at the transmitter and at the receiver. This increase extends the 
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range of the coder but increases the interpolation noise in the vicinity 
of sharp changes. The success of the technique depends on the way step 
sizes are varied. We have no theoretical criterion for optimizing the 
formula, instead practical reasons are given in favor of the proposed 
scheme. The strongest arguments are: the system works, it is easy to 
implement, and it functions as well as any scheme we have tried for 
the Picturephone® see while you talk service, which is approximately 
the transmission of a 1 MHz video signal as a 6 MHz binary signal. 

III. COMPANDING METHOD 

3.1 The Weights 

Figure 4 shows a block diagram 'of the proposed coder and decoder 
(codec). It differs from the ordinary feedback coder by the addition 
of a weighting circuit in the feedback path at the transmitter and in 
series with the receiver. The weighting is controlled by a circuit that 
detects strings of pulses or spaces in the transmitted code. The 
signal y is then made up of a pulse sequence whose amplitudes depend 
on the code. The pulses corresponding to the first two bits of each 
string are left. unweighted at the smallest step size. For the third and 
fourth bits the pulse size is increased two and three times, respectively. 
For the fifth bit, and all that follow in the string, the pulse size is 
made five times that of the smallest pulse's value. The string ends 
when a change of polarity is called for by the appearance of the 
complementary binary code; then the weight returns to unity. An 
example of a digit stream and its corresponding quantized signal is 
given in Fig. 5 which also shows the decoded signal. Compared with 
Fig. 3 there is a decided improvement in the reproduction of the 
signal because slowly changing signals are reproduced with smaller 
steps but the larger signal changes are reproduced with larger steps. 
Consider the reasons for using this particular set of weights. 

3.2 Choice of Weights 

The plan is to increase the step size when the input changes rapidly. 
Thus, small steps are used when the differentiated input x is small, 
and they are increased as x increases. In this way we take advantage 
of the fact that noise in busy areas of a scene is less noticeable than 
noise in flat areas. 

The step size is left unchanged at its smallest value when no more 
than two consecutive bits are the same. Such codes are used to transmit 
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Fig. 3 - Waveforms in the ordinary one-bit direct feedback codec. 

the slowly varying inputs that represent the flat areas of a picture. The 
largest of these codes is 110110· . ·110 and the smallest is 001001· . ·001. 
They correspond, respectively, to values of y whose average is +1 and 
-1 of the smallest step size. These codes are generated when x has a 
steady value in the range ±1 of a step. 

When x exceeds Ys of a step size, codes with more than two re­
peated bits are generated; the weighting circuit then increases the 
step size. The signal level in the coder is set so that this occurs only 
in busy areas of the picture and at edges. Usually, the larger values of 
x appear as spikes of voltage resembling the one in Fig. 3. Therefore, 
step sizes should be increased promptly in order to code the transient 
in a short time; they should be promptly decreased afterwards. 1n-
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deed, it is desirable to code sharp changes in video signals in less 
time than is used to scan three picture elements, otherwise the dis­
tortion is objectionable.!) For Picturephone® visual telephone, the 
edges should be coded in less than 1.5 microseconds, that is, with 
less than nine bits. 

A stability requirement restricts the way weights can be applied. 
Consider for example, a poor design using a weight sequence 1, 1,2,4,9 
. . . 9 to code each string of similar bits. Figure 6 shows an impulse 
in the voltage x and the subsequent behavior of the quantized signal 
y: it oscillates continuously between the largest weights after the 
impulse instead of falling to unity. This oscillation is undesirable 
because it may increase granular noise in the flat areas of the picture. 
Figure 6 also shows the response of the proposed coder to an impulse. 
There is a small undershoot following the representation of the im­
pulse but the step size assumes its smallest value after taking eight 
bits to code it. 

A condition for the weights to fall to their lowest value after any 
impulse in x is that the weight sequence increase no faster than 
1, 1, 2, 4, 8 ... that is, each weight be no greater than the sum of pre­
vious weights in the sequence. The proposed weights 1, 1, 2, 3, 5 ... 5 
satisfy this requirement, giving a safe margin to dampen oscillations. 

The weight returns to unity when a string of similar bits end. Then 
subsequent weight values are independent of the previous code which 

u 
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Fig. 4 - The companded codec. 
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Fig. 5 - Waveforms in the companded one-bit co dec. 

helps to reduce streaking caused by transmission errors. Properties of 
a coder are often as dependent on its method of construction as they 
are on the philosophy of its design. In order that the evaluations be 
meaningful the circuits are described in the appendix. 

IV. EVALUATION OF THE CODER 

4.1 The Test Setup 

For the tests the coder uses a 6.3 MHz sampling rate to code a tele­
vision signal having 1 MHz bandwidth. This signal represents a 271 
line interlaced picture, displaying 30 frames a second. All subjective 
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Fig. 6 - Responses to an impulse of x using two different weighting sequences. 
In normal use the signal will be band-limited so the impulse will be broadened. 

tests were carried out using a 5Y2 by 5 inch display viewed from 3Y2 
feet. The peak luminance was 70 foot lamberts and the room illumina­
tion about 100 foot candles. 

4.2 Subjective Tests 
Subjective tests were made by observers who were experienced in 

picture evaluation and familiar with the coding process. They com­
pared two displays which they switched alternately onto the monitor 
with equal contrasts. One was the coded picture, the other an uncoded 
picture with noise added. Each observer varied the noise amplitude 
until the displays had equal overall quality for him. At this setting the 
ratio of the signal to the added noise power was recorded as his 
measure of picture quality. The noise used in these experiments was 
approximately gaussian with a flat spectrum from 100 Hz to 0.6 MHz 
as shown in Fig. 7. 

The first group of tests concern the signal level in the coder. The 
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Fig. 7 - (a) Noise source used for testing; (b) Characteristics of filters used 
for restricting the signal band at the codec input and output. 

input amplitude to the coder was varied while a compensating varia­
tion at the output maintained a fixed contrast on the monitor. At 
each amplitude setting an equivalent signal-to-noise ratio was ob­
tained as described. Figure 8 shows the graph of signal-to-noise ratio 
plotted against signal amplitude into the coder. Results obtained by 
four observers are given. 

Observers agree with one another for small inputs but differ at 
larger amplitudes where overloading predominates. They all prefer 
inputs around 70 m V; above this value the quality of the picture falls 
abruptly because overloading becomes objectional at edges of the 
scene. When the amplitude of the signal is decreased from 90 m V to 
30 m V the picture quality falls slightly as there is a subtle inter­
change between over loading and granularity. Below 30 m V the 
granular noise becomes objectional. This graph was obtained using a 
video signal derived from a back lighted transparency that has un­
naturally high contrasts. Figure 9 is a print of this film. 

Figure 10 shows an evaluation of a natural live subject. This test 
was difficult to perform because of the high quality of the coded 
picture. Observers accept larger inputs (up to 120 mY) because move­
ment makes edge distortion less noticeable. Figure 11 is an evaluation 
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of a transparent resolution chart. This has the lowest signal-to-noise 
ratio because the peak to root-mean-square value is small, and be­
cause a rapid succession of black and white vertical stripes induced 
oscillation in the weights. But these patterns are unlikely to occur in 
real scenes: the codes usually transmit pictures of graphic material 
with little impairment. All of the graphs demonstrate the wide toler­
ance of the coder to changes of input amplitude. 

A result of the second group of tests is shown in Fig. 12 demon­
strating the benefits of weighting step sizes. Curve (a) in Fig. 12 is 
a subjective measure of the ordinary unweighted one-bit coder; the 
other curves are for the weight values specified on the graph. Notice 
that at low signal amplitude, where granular noise predominates, the 
weight has no effect. Weighting only improves the response to large 
inputs where overloading is important. 

The next test concerns the tolerance of the coder to changes of 
weight values. The sequence 1, 1, 2, 3, 5 ... 5 was proposed for our 
application; an attempt was made to find a better sequence experi­
mentally. Figure 13 compares the proposed weights with the best we 
could find; there is little difference. In fact, the choice of weights is 
not critical provided they do not cause instability. 

The last subjective test concerns the matching of weights at the 
transmitter and the receiver. Figure 14 shows the equivalent signal-
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Fig. 9 - The still picture used for the subjective test in Fig. 8. 

to-noise ratio of a coder with a 70 m V input and a weighting sequence 
1, 1, 2, 3, 5 ... 5, at the transmitter. At the receiver the weighting se­
quence was~-

1, 1, (2 + e), (3 + e), (5 + e) ... (5 + e) 

where € is a controlled variable: it is the absissa of the graph. Graphs 
for other weight sequences are also given. In all cases the circuit is 
unusually tolerant of mismatching the transmitter and receiver. Mis­
matching weights tends to distort the scene in busy areas, rather 
than introduce noise. This is discussed in the Section A.2 of the 
appendix. 

We have not obtained numerical evaluation of the effect of trans­
. mission error. The opinion of most observers is that error probability 

* This type of mismatch is consistent with the method of construction where 
each new weight value is obtained by augmenting the previous one, as shown 
in Fig. 22. 
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Fig. 10 - Subjective signal-to-noise ratios using a live scene. 

less than one in 106 is hardly noticeable in a live scene. Errors more 
frequent than one in 105 were troublesome, but the picture was useful 
with error rates up to one in 103

• Each error appears as a streak 
no longer than 0.6 inches with random amplitude. Synchronizing errors 
were not included because the timing signals were sent on a separate 
channel. 

This subjective measurement is a valuable tool in that it gives more 
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... 4; (e) 1, 1, 2, 3, 5 ... 5. 

realistic evaluation of the coder than any objective measure we have 
used. Objective measurement, however, is needed for commercial 
evaluations. A useful method is a noise loading test. 

4.3 Noise Loading Tests 

Because of difficulty in characterizing video signals and human 
observers, some theoreticians have considered gaussian noise as the 
input when determining a coder's signal-to-noise ratio. Their results 
can be tested with a noise loading measurement. Such a measurement 
is described here in order to provide a comparison with published fig­
ures for other coders and to provide data for theoretical confirmation. 

For these tests, gaussian noise with the spectrum shown in Fig. 7a 
was the coder input; the resultant output power was measured in 
selected 1 kHz bands. This power comprises a representation of the in­
put with additional noise generated in the coder itself. A band rejec­
tion filter was then inserted before the coder to block the applied noise 
in the frequency band where the measurement is made; the measured 
power is therefore the noise generated in the coder alone. A signal-to­
noise ratio for the coder can be determined from these two measure­
ments. It is an objective measurement of the coder's properties in the 
particular band of frequency chosen. 

Figure 15 gives the objective signal-to-noise ratio at 14 kHz for 
various weighting. These curves show that the weights have little ad-
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vantage for coding this noise. This is not surprIsmg because the 
weights were chosen to suit the characteristics of video signals­
especially the property that large values of the signal derivative oc­
cur as a few sharp spikes separated by relatively constant levels, 
whereas the derivative of the noise has a gaussian distribution. Figure 
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16 shows how the signal-to-noise ratio depends on the frequency at 
which the measurement is made. By combining this result with the 
known spectrum of the input, it can be shown that the net signal-to­
noise is about 22 dB. 

Figure 17 shows signal-to-noise ratios obtained in the same way as 
those in Fig. 15, but using a video signal as input. These curves more 

25 
cJ) 

-' 
llJ 
co 

8 20 
a 

~ 

Q 15 
~ 
~ 

llJ 

6 10 
z 
I 
a 
f-
~ 5 
« z 
o 
(Ii 0 

~ 

10 

'" ~ '\ 

\ 

100 
FREQUENCY IN kHz 

\ 
\ 
1000 

Fig. 16 - Loaded signal-to-noise ratios in 1 kHz slots at various center fre­
quencies. 



(f) 
.J 
W 

TELEVISION CODER 

35r-.-----.-------.-------~----~----~ 

~ 
U 
w 
o 25~~----~~O=~~--~~~----+_----~ 

~ 

Q 

~ 
oc 20r-~----+-------+-1---~~~--+-----~ 
w 
(f) 

o 
Z 
I 

8 15r-~----+-------+---~--4-~~+­
I 
.J 
« 
z 
\.:> 
(f) 

(e) 

10r-~----+-------+-----~(a~)-----+----~ 

25 mV 50 mV 100 mV 
5~~~--~------~------J-----l-----~ 

-30dS -20dS -10dS 
rms INPUT (dSAND mV) 

1475 

Fig. 17- Objective signal-to-noise ratios at 14 kHz with video input, using 
the same weights as in Fig. 13. 

nearly resemble the subjective results in Fig. 12. Notice that Fig. 12 
refers to peak signals and Fig. 17 to root mean square signals; this 
accounts for the 11dB difference in the ordinates. 

V. CONCLUSIONS 

Weighting the step size of a one-bit coder improves the quality of 
the transmitted signal and broadens its tolerance to changes of input 
amplitude. The weighting is easily implemented with integrated cir­
cuits; in fact, the whole codec need be more complex or expensive than 
a simple radio receiver. The circuit tolerates up to ±30 percent mis­
matching of the transmitter and receiver (that is, € = 0.3 in Fig. 14). 
This is an important property for network applications where each 
transmission is available to many receivers. 

The coder has been presented as a useful circuit for a particular 
application. No theoretical method for optimizing the companding is 
known because of difficulty in analyzing a system that incorporates an 
interaction of a television source, a human observer, quantization, 
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linear filters, and digital processing. Instead, the circuit has been con­
sidered intuitively as an extension of the direct feedback coder de­
scribed in Ref. 9. Indeed, the filters used are those recommended in 
that work. 

We emphasize the tolerance of the circuit to parameter changes 
because attempts to improve a coder sometimes peak its response 
about certain parameter values. These parameters are then critical 
factors in the design. The present coder is very tolerant to changes; 
this is an important practical advantage. 

When each element of a television signal is coded with three bits, the 
degradation of the picture is subjectively equivalent to about -50 
dB of added noise. When the coder was adapted for voice transmis­
sion, telephone quality speech could be transmitted using a 50 KHz 
digit rate. In both examples the coders accepted a wide range (10 dB) 
of input level. 

APPENDIX 

The Circuit and Effect of Mismatched Weights 

A.I. The Circuit 

A.I.1. Circuit Outline 

It is important that the transmission delay around the feedback 
loop not exceed a sample interval. Otherwise the excess delay will 
cause a low frequency instability called double moding. Correct opera­
tion requires that each decision of the threshold be sent around the 
feedback in time to fully influence the next decision. Meeting this 
requirement at high sampling rates is difficult but simplified by moving 
the weighting circuit, in Fig. 4, outside the feedback loop, as in Fig. 
18. Now, each threshold decision activates a switch, S, that sends 
either of two values to the integrator. These two values have been 
set up by previous code values held in registers. For this purpose the 
threshold decision is placed in a flip-flop, F, in readiness for ensuing 
decisions. 

A.1.2 Circuit Action 

All the components of the feedback loop are dc coupled, enabling the 
levels in the circuit to be well defined and avoid displacements caused 
by spurious charges on coupling capacitors. 

The timing cycle is given in Fig. 18. When gate Tl conducts I it 
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samples the difference between the input and the feedback. It thus de­
fines the pulse width fed to the integrator and isolates the integrator 
from the input while a polarity decision is being made on its output . 
. The second gate, T 2 , conducts a short while after Tl switches off. It 

defines the time in which decisions are made. The threshold circuit is 
bistable and so holds its decision until reset.l0 Resetting occurs just as 
T2 starts conducting. A negative signal applied to the threshold input 
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leaves it in the "off" state; a positive signal switches it on. Once on, 
the circuit cannot be switched off again from the input terminal. 

The output from the threshold circuit sets the switch, S, in readi­
ness for the next conduction of gate T 1 • 'Vhen Tl conducts, the digit 
gate T'l also conducts, placing the decision in flip-flop F. At this time 
digit gate T'2 is off, it conducts at the same time as T2 transferring the 
content of F to the registers. A "one" in F resets the O-register and 
inserts a "one" into the one-register, shifting up its content. Similarly, 
a "zero" in F resets the one-register and inserts a "one" into the 0-
register. These registers feed signals to adding circuits whose outputs 
provide the quantized signals, either of which is selected by the next 
decision, using switch S. 

A.2 Effect of Mismatched Weights 

Any codec needs a digital-to-analog converter at its receiver to assign 
analog values to the digital code. For the ordinary one-bit codec it is 
simply a pulse shaping circuit; for multilevel codecs it is more complex, 
because a variety of different analog values must be generated in re­
sponse to different code words. The present co dec uses a digital-to­
analog converter with eight outputs, ±1, ±2, ±3, ±5 corresponding to 
different code patterns. 

vVhat happens when there is an error in one of the levels generated 
at the receiver? Every time the code calls for that level, the output 
will be wrong. When use of each level is completely determined by the 
instantaneous input the error is a distortion, or nonlinearity, of the 
output. This is a characteristic of straight pulse code modulation. 
Conversely, when use of a particular level is not determined by values 
of the input, but is used almost at random, then errors in it appear 
as noise on the output. This often happens in multilevel differential 
and feedback coders. For the companded one-bit coder described, 
there appears to be a high correlation between amplitudes of the pre­
emphasized input x and use of particular levels. Mismatching weights 
are thus, approximately equivalent to a distortion of x. 

Distortion of the pre-emphasized signal appears on the output as a 
distortion of edges and busy areas. The errors persist for about 3 mi­
croseconds which is the time constant of the de-emphasizing filter. 
The visible effect of small errors is not displeasing; it resembles a 
change of contrast in the busy areas, and sometimes, a little streaking 
near the edges. 

If the weight sequence used is one that makes the coder unstable, 
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then the correlation between values of x and use of particular weights 
is lost, and mismatching weights introduces noise. 
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The Silicon Diode Array Camera Tube 

By MERTON H. CROWELL and EDWARD F. LABUDA 

(Manuscript received November 26, 1968) 

A new electronic camera tube has been developed for Picturephone@ 
visual telephone applications; with minor modifications it should also be 
suitable for conventional television systems. The image sensing target of 
the new camera consists of a planar array of reversed biased silicon photo­
diodes which are accessed by a low energy scanning electron beam similar 
to that used in a conventional vidicon. This paper presents a description 
of the operating principles and an analysis of the sensitivity and resolu­
tion capabilities of the new silicon diode array camera tube. 

We also give the detailed experimental results obtained with the tubes. 
The gamma of a silicon diode array camera tube is unity and its spectral 
response is virtually uniform over the wavelength range from 0.45 to 0.90 
micron with an effective quantum yield greater than 50 percent. For a 
13.4 millimeter square target the silicon diode array camera tube's sensi­
tivity is 20 p.amp foot-candles of faceplate illumination with normal 
incandescent illumination or 1.3 p.amp per foot-candle with fluorescent 
illumination; with a center-to-center diode spacing of 15 micron it's modu­
lation transfer function is greater than 60 percent for a spatial frequency 
of 14 cycles per millimeter. Typical dark currents for a 13.4 millimeter 
square target are in the range of 5 to 50 nanoamperes. 

,;. INTRODUCTION 

A large number of electronic cameras have been developed for 
converting an optical image into an electrical signaJ.1-3 In many of 
these, a light-induced charge pattern is stored on a suitable image 
sensing target and a low velocity scanning electron beam is used 
to access the charge pattern. One such camera tube, the vidicon, has 
many desirable characteristics; it has found extensive commercial use 
partly because of small size and inexpensive construction.2 However, 
the vidicon does possess characteristics which, in many applications, 
can prove undesirable or even detrimental. 

1481 
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Recently there have been several reports of development aimed 
at obtaining an all solid-state image-sensing system.4- 8 Typically, 
these systems consist of an array of photosensitive elements scanned 
by solid-state logic circuits. In general, the technology associated with 
producing the logic circuits that must duplicate the function of the 
scanning electron beam is quite complicated. As a result, in all such 
systems reported to date, the density of photosensitive elements has 
been rather limited, and the resulting resolution has been small com­
pared with what can be achieved with a vidicon and what would be 
required in a great many applications of interest. 

This paper describes a new camera tube which has the resolution, 
small size, and inexpensive construction of the vidicon, but not 
many of its undesirable features. While the vidicon has an evaporated 
photoconducting film as the image sensing target, the new camera has 
a planar array of reverse biased silicon photodiodes.9-

12 The diode 
side of the array is scanned by a low velocity electron beam, and the 
electron optics are similar to that of a conventional vidicon. Notable 
improvements in device performance result from the chemical stability 
of the planar array of silicon photodiodes. This stability insures that 
the target performance will not be impaired by a high temperature 
vacuum bake (400°C), necessary for long tube life, or by accidental 
exposure to intense light images or prolonged exposure to fixed images 
of normal intensity. 

The new silicon diode array camera (SIDAC) tube has three valu­
able attributes: 

(i) The spectral response is approximately constant from 0.45p. to 
approximately O.90p. with an effective quantum yield of greater than 
50 percent. 

(ii) Electronic zoom can be achieved by varying the size of the 
raster on the mosiac of diodes since, as discussed in Section 6.2, under 
the proper operating conditions the scanning beam does not alter the 
uniformity of the target response. 

(iii) There is no undesirable image persistance resulting from 
photoconductive lag. 

The first two are unique to the silicon diode array camera tube; 
the last one is true for the Plumbicon and at high levels of illumination 
for the vidicon.3 

Section II discusses the operating principles of the silicon diode 
array camera tube and Section III analyses its sensitivity and resolu-
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tion capabilities. The results of the analysis are compared with ex­
periments. The experimental results which are in agreement with the 
theoretical calculations demonstrate the feasibility of using the tube 
in systems requiring the quality of entertainment type television. 
Several alternative modifications of the basic diode array structure 
that are intended to improve various aspects of its performance are 
described in Section IV. One of these embodiments, the resistive sea 
structure, is discussed and analyzed in more detail in Section V. 
Various other miscellaneous topics, including image lag and dark 
current are discussed in Section VI. 

Details about the target concerning fabrication techniques, X-ray 
imaging, and other electron imaging applications are described else­
where.13 ,14,15 

II. OPERATING PRINCIPLES OF THE DIODE ARRAY CAMERA TUBE 

Figure 1 illustrates the silicon diode array camera tube. The opti­
cal image is focused by a lens onto the substrate of the photodiode 
array. The diode side of the array is scanned by an electron beam 
that has passed through the appropriate electron optics for focusing 
and deflection. Deflection is achieved magnetically; focus is achieved 
either electrostatically or magnetically. In all the experiments to be 
reported, the interlaced raster scanning period was 1/30 second. 

Most of the experimental results given in this paper were obtained 

LIGHT FROM 
IMAGE 

\ 

~ 

LENS 

~VT TARGET I VOLTAGE 

I 

Fig. 1-Schematic of a diode array camera tube. The electron beam scans 
the diode side of the array, and the optical image is focused onto the substrate 
of the array. 
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Fig. 2 - Schematic of a diode array target. To obtain a self-supporting struc­
ture, the perimeter of the wafer is left much thicker than the substrate in the 
area of the diode array. 

with the target geometry illustrated in Fig. 2. These arrays typically 
consisted of a matrix of 660 by 660 diodes-about 436,000 diodes 
within a 0.528-inch square. The substrate is nominally 10 O-cm, 
n-type silicon with a diameter of 0.85 inch. The substrate in the 
area of the diode array is uniformly thick-O.2 to 2.0 mils (5-50p.)­
while the perimeter of the wafer is thicker-4 mils-to ensure a se1£­
supporting structure. The diodes, consisting of p-type islands in the 
n-type substrate, are formed by standard photolithographic and 
planar processing techniques.13 The 660 by 660 array has a center-to­
center diode spacing of 20p. and an oxide hole diameter of 8p.. In the 
early models gold was evaporated over a separately diffused n+ region 
to ensure good electrical contact to the substrate. Subsequent ex­
perimental results have indicated that a satisfactory contact can be 
obtained without the evaporated gold. 

In normal operation the substrate of the diode array is biased posi­
tively with respect to the cathode of the electron gun. The substrate 
potential relative to cathode potential is called the target voltage and 
is typically 10 volts, The impinging electron beam thus strikes the 
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mosaic with a maximum energy of 10 electron volts and deposits elec­
trons on both the p-type islands and the silicon dioxide film surround­
ing the diodes, which isolates the substrate from the beam. Since the re­
sistivity of the silicon dioxide film is very high, the electronic charge 
accumulates on this surface and charges it to some voltage very close 
to cathode potential where it remains. 

The beam diameter, as indicated in Fig. 2, is generally larger than 
the diode spacing to eliminate any need for registration between the 
beam and the mosaic. The electronic charge deposited by a sufficiently 
intense beam will place a reverse bias of 10 volts on the diodes as it 
scans over the array. This bias will create a depletion width of ap­
proximately 5p. with a 10 O-cm substrate giving a junction capacitance 
that results in an effective charge storage capacitance for the target 
of approximately 2,000 pF per cm2

• Notice that, at this bias, the 
silicon surface under the oxide will normally be depleted as indicated 
in Fig. 2. With very low values of diode leakage currents (less than 
10-13 amperes per diode) the diodes remain in the full reverse 
biased condition throughout the entire frame period, if they are not 
illuminated. The usable values of target capacitance are limited to a 
narrow range by several factors. 3 For example, the minimum useful 
target capacitance is determined from the ratio of the required 
peak video current to the permissible swing in voltage on the scanned 
side of the array. The maximum voltage swing of the scanned surface 
is limited by the allowable amount of beam bending which results 
from transverse (that is, parallel to the surface) electric fields. On the 
other hand, the maximum capacitance is limited by the charging abil­
ity of the electron beam and the image lag requirements placed on 
the camera. The charging ability of the beam is substantially greater 
for a higher positive surface potential which is inversely proportional 
to the target capacitance. In addition, in the diode array camera tube 
the maximum amount of charge that can be stored is limited by the 
breakdown voltage of the diodes.12 

Almost all of the incident light associated with the image is ab­
sorbed in the n-type region, each absorbed photon giving rise to one 
hole-electron pair. Since the absorption coefficient for visible light in 
silicon is greater than 3000 cm-I, the majority of the photon-generated 
carriers will be created near the illuminated surface.16 This will 
increase the minority carrier (that is, hole) density above its thermal 
equilibrium value and cause a net diffusion of holes toward the re­
verse biased diodes. If the lifetime of the holes is sufficiently long 
and the illuminated surface has been treated properly to reduce 
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recombination effects, a large fraction of the photon-generated holes 
will diffuse to the electric fields associated with the depletion regions 
of the diodes and will contribute to the junction current. The light­
induced junction current will continue to flow and discharge the 
junction capacitance throughout the frame period as long as the 
diodes remain in the reverse-biased condition. Thus, high light levels 
require high values of reverse-bias voltage or high values of junction 
capacitance to avoid saturation. The video output signal from each 
diode is created when the electron beam returns to a diode and re­
stores the original charge by re-establishing the full value of reverse 
bias. The sensitivity and resolution capabilities of the basic diode 
array structure are considered in Section III. 

It has been found experimentally that the basic diode array 
structure indicated in Fig. 2 has one rather undesirable charac­
teristic: the silicon dioxide film which insulates the substrate from 
the electron beam can exhibit uncontrollable charging effects. In some 
cases the film will accumulate enough negative charge to repell the 
electron beam and prevent it from impinging on the p-regions. Several 
alternative modifications of the basic target structure which prevent 
this charging phenomenon and which improve the performance of 
the array in other respects are discussed in Section IV. 

III. SENSITIVITY AND RESOLUTION CAPABILITIES OF A DIODE ARRAY TARGET 

As described in Section II the light associated with the optical image 
is absorbed in the n-type substrate of the diode array creating hole­
electron pairs. The photo-generated holes then diffuse from their 
point of generation to the depletion regions of the reverse-biased 
diodes. This section considers the sensitivity and resolution capabili­
ties of the diode array target as determined by hole diffusion and the 
discrete nature of the diode array, but it does not consider any limi­
tations in resolution resulting from the finite size of the electron 
beam, aberrations in the light optics, or frequency response of the 
video amplifiers. 

3.1 Diffusion of Minority Carriers 

An analytical evaluation of the diffusion process in a mosaic 
target would be quite complicated. In fact, an exact solution would 
require detailed knowledge of the shape of the depletion regions. 
However, to estimate the light sensitivity and resolving ability from 
the simplifi~d model in Fig. 3 is quite straightforward. In this figure l 
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Fig. 3 - Schematic of the simplified model used to estimate the light sensitivity 
and resolving ability of a diode array target. 

the isolated p-regions have been replaced by one homogeneous p-re­
gion in which there is no lateral conductivity. This is equivalent 
to a mosaic structure with zero spacing between diodes. With the low 
surface recombination velocity normally achieved at the silicon 
dioxide-silicon interface between diodes or with a fully depleted surface 
as shown in Fig. 2, the theoretical results obtained from the simplified 
model should accurately predict the sensitivity of the silicon diode 
array camera tube. Since the response of the tube is proportional 
to the incident light level (that is, the gamma is unity) camera sensi­
tivity may be determined by calculating the ratio of the flux of 
optically generated holes entering the p-region to the incident photon 
flux. 

The steady state diffusion of optically excited holes in the substrate 
from their point of generation to the depletion regions of the diodes 
will be governed by the time independent continuity equation17 

_D\l2p + piT = G(x, y, z) 

where 

p = hole density in excess of thermal equilibrium 
T = minority carrier lifetime 

(1) 
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D = hole diffusion constant in n-type silicon 
G = hole generation rate per unit volume. 

For the model of Fig. 3, the appropriate boundary conditions are 

Sp = D ap 
ay 

p=O 

at y = 0 
(2) 

at y = La 

where S is the surface recombination velocity for holes at the illumi­
nated surface. Setting p = 0 at L = La, the edge of the depletion re­
gion, is valid since the electric field prevents any accumulation of 
holes by quickly sweeping the holes across the depletion region. 

The problem being considered here is similar to the one analyzed 
by Buck and others ;13 however, it does differ in two significant re­
spects. First, our calculation takes into account carrier generation in 
the depletion regions of the diodes whereas Buck's analysis, intended 
for short circuit current measurements, does not include carrier gener­
ation in the junction space charge region. Second, the hole generation 
rate is permitted to vary in the transverse direction (the x direction of 
Fig. 3) so that nonuniform incident light intensities can be considered. 
This permits evaluation of the loss in resolution caused by lateral 
diffusion of the holes. 

If it is assumed that the light incident on the target is stationary, 
monochromatic, parallel, and varying in intensity only in the trans­
verse direction as 

(No/2) (1 + cos kx), 

then the generation function G(x, y, z) will be given by 

G(x, y) = ~o 0:(1 - R)(l + cos kx)e- all (3) 

in which 

No = peak incident photon flux, 
a = silicon absorption coefficient at the optical wavelength of 

interest, 
R = silicon reflectivity at the optical wavelength of interest, 
k = 27r /[spatial period of the intensity variation in the transverse 

direction]. 
This equation does not include the response to infrared light that may 
be multiple reflected when the absorption coefficient becomes very 
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small (that is, aLb < 2 corresponding to optical wavelengths greater 
than approximately 0.8p.). With the above generation function, equa­
tion (1) can be solved, subject to the boundary conditions given in 
equation (2), for the hole distribution in the substrate. The hole flux 
entering the p-region, Jp(X) , can then be obtained by evaluating the 
hole diffusion current density that enters the depletion region and 
adding to this the number of holes per unit time and area created by 
photons absorbed in the depletion region. The result may be written 
in the form 

Jp(X) = (No/2){ 170 + 17k cos kx} (4) 

with 

_ aL(1 - R) [2(aL + SL/ D) - (f3+ - f3-) exp ( -aL,,) 
17k - a2L2 - 1 f3+ + f3-

- (aL)-l exp (-aLa) ] - (1 - R) exp (-aLb) I (5) 

170 = 17k I k=O 

and in which 

f3± = (1 ± SLID) exp ± (La/L ), 
1/L2(k) = 1/L~ + k2, 

Lo = diffusion length = (DT)\ 
La = thickness of undepleted region, 
Lb = thickness of the n-type region plus the width of the 

depletion region. 

Notice that 'Y}o is the ratio of the flux of optically generated holes en­
tering the p-region to the incident photon flux for uniform illumina­
tion (k = 0). 

The existence of a "dead layer" and an electric field associated with 
the illuminated surface, as discussed by Buck and others, invalidates 
the field-free continuity equation in a small region near the illuminated 
surface.13 Consequently, at the shorter wavelengths « 0.5p.), meas­
ured sensitivities may be less than that predicted by equation (5). 

With the above reservation in mind, 'Y}o versus optical wavelength 
for various values of the target parameters can be obtained from 
equation (5). For the results to be presented, the thickness of the un­
depleted portion of the substrate La was assumed to be 15p.. As Sec­
tion 3.1 shows, this is a practical value since the maximum value of 
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La for an operating camera tube will be determined by the resolution 
requirements. The width of the depletion region was assumed to be 
5/L which is appropriate for a 10 ,a-cm substrate with a target bias of 
approximately 10 volts. The wavelength dependence of ex, the absorp­
tion coefficient, was obtained from the data of Dash and Neumann 
while the measured wavelength dependence of R, the reflectivity as 
given by the solid curve in Fig. 4, was used.16 
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Fig. 4 - Reflectivity versus optical wavelength of a bare:, polished silicon sur­
face and of a polished silicon surface with an evaporated layer of silicon mon­
oxide. In both cases the silicon was n-type with a resistivity of approximately 10 
Q-cm. 

In Figs. 5 and 6, 1]0 is plotted versus wavelength for various values 
of Lo/La (or equivalently lifetime T) for two values of S.{~ As expected, 
the curves of Fig. 6, corresponding to a surface with a relatively low 
recombination velocity, are much higher at the shorter wavelengths 
than those of Fig. 5 which correspond to a surface with a high recom­
bination velocity. Also as expected, 1]0 becomes independent of T for 
Lo > La. 

An inspection of equation (5) in the wavelength range where aLa» 1 

* The apparent discontinuity in the curves near 0.5,u results from a discon­
tinuity, in the dependence of absorption coefficient upon optical wavelength as 
reported in the literature and is probably spurious. 
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Fig. 5 - Calculated plots of 7]0 versus optical wavelength for different values 
of minority carrier lifetime or equivalently different values of the diffusion 
length Lo and for a high value of surface recombination velocity S. 

indicates that 'fJo will be virtually independent of wavelength, except 
for the slight wavelength dependence of the reflectivity, if SID < a. 
This is illustrated by the curves of Fig. 7 which give 'fJo versus wave­
length for various values of S and a given value of T or equivalently Lo . 
At the shorter wavelengths (increasing a) the curves are essentially 
independent of wavelength for values of S less than l03cm per second. 

Measured values of '1]0 for three diode array camera tubes with 
different targets are shown in Fig. 8. These results are in qualitative 
agreement with the above considerations. The arrays with a low re­
combination velocity which provide the best response for short wave­
lengths were obtained by the formation of an n + region on the light 
incident side while the array with a high recombination velocity had 
an untreated etched surface. In the near infrared (wavelengths > 
O.90p.) the thicker array had a higher response. This is not surprising 
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since the only reason Tlo is falling with increasing wavelength in this 
range is because the photon energy is approaching the bandgap energy 
of silicon and the substrate is becoming transparent. 

The sensitivity of a diode array camera tube is compared with that 
of a commercially available vidicon and the response of a unity quan­
tum efficiency (Tlo = 1) ideal detector is shown in Fig. 9a. The target 
of the diode array tube was approximately 20"" thick and had a low 
recombination velocity on the light incident surface. For the com­
parison, both tubes were operated with comparable dark currents. The 
dark current of a typical diode array camera tube is in the range from 
5 to 50 nanoamperes. This upper value of dark current is obtained at 
a target bias of 30 volts in a typical vidicon with visible light response. 
The vidicon response curves shown in Figure 9 were obtained with this 
target bias. The light power incident on the tubes was adjusted so 
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that the video output current was approximately equal to the dark 
current. The conclusion that follows from the curves given in Fig. 9a 
is that the diode array camera tube has a much broader and a much 
higher sensitivity than that of a vidicon. 

The sensitivity of the diode array camera represented by the curve 
given in Fig. 9a may also be expressed as approximately 20 ,uamps 
per ft-cd of faceplate illumination when the scene is illuminated 
with an incandescent lamp operating at a normal temperature. The 
corresponding response of a vidicon with 50 nanoamperes of dark 
current may be written as approximately 0.6 ,uamp per ft-cd at a 
faceplate illumination of 0.1 ft-cd. At this light level, the video s.ignal 
current of the vidicon is comparable to that of the dark current; be­
cause of the photoconductive decay characteristics the image lag in 
the displayed video may be excessive. For fluorescent illumination the 
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sensitivity of the diode array camera is approximately 1.3 p'amps per 
ft-cd of faceplate illumination. 

The sensitivity of a vidicon is less at higher levels of illumination 
since its gamma is approximately 0.65. This is ilustrated in Fig. 9b 
in which the sensitivity versus output signal current is plotted for a 
diode array camera tube a'nd a vidicon. These curves were obtained 
with monochromatic illumination at a wavelength of 0.55p. when 
both tubes were operated at a dark current of approximately 0.02 
p.amp. The zero slope of the diode array camera tube results from a 
unity gamma; whereas the slope for the vidicon corresponds to the 
value of (y - 1). 

The cross-hatched area below 0.02 p'amp of output signal current 
is the region where the dark current is greater than the signal cur-
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Fig. 9 - (a) Sensitivity of a silicon diode array camera tube as a function of 
optical wavelength. As a comparison the sensitivity of a commercially available 
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current (0.05 Ila) at all wavelengths. (b) Sensitivity of a silicon diode array 
camera and a vidicon as a function of video signal current: Optical wavelength = 0.55 Il; dark current = 0.02 Il amps. 
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rent and is considered to be below the operating range of both camera 
tubes. As the signal current approaches 1.0 p'amp, the sensitivity of 
a vidicon is reduced to a value approximately 1/25 of a diode array 
camera tube. Notice that the optical wavelength of 0.55p. used for the 
above comparison corresponds to the peak of the response for both 
the vidicon and the normal eye. 

For the experimental curves of Fig. 8 no effort was made to reduce 
the reflectivity of the substrate below that given in Fig. 4 for bare 
silicon which is approximately 0.34 throughout the visible portion of 
the spectrum. This reflectivity can be significantly reduced by a 
single-layer antireflection film. As illustrated by the dotted curve of 
Fig. 4, a film of evaporated silicon monoxide, 550 A thick, will reduce 
the reflectivity to less than 0.10 throughout the visible portion of the 
spectrum. When such a film is used on a diode array target, the target 
sensitivity is increased by an amount corresponding to the reduction 
in reflectivity for wavelengths greater than approximately 0.55p.. For 
wavelengths less than 0.55p., the sensitivity is also increased but not 
as much as would be expected from the reduction in reflectivity. The 
reason is not fully understood but it may be that light absorption in 
the evaporated silicon monoxide layer is appreciable at these shorter 
wavelengths. 

In the diode array camera, the video signal is normally obtained 
from the target lead as in a conventional vidicon; as a result, the 
lowest usable light level will be determined by thermal noise sources 
in the video preamplifier. This means that in spite of the high sensi­
tivity of the basic silicon diode array camera, its use will be restricted 
to relatively bright light with presently available commercial pre­
amplifiers. If it is desired to operate at extremely low light levels, 
the use of return beam reading with secondary emission amplification 
may improve matters. The minimum detectable light level of an image 
tube depends upon a number of factors, and the actual determination 
of this level is beyond the scope of this paper. With return beam 
reading, however, the minimum detectable light level of the silicon 
diode array camera would probably be limited by the presently 
achievable room temperature dark current of 5 to 50 nanoamperes.18 

A modest amount of cooling could be used to reduce the dark current 
considerably since the dark current drops an order of magnitude for a 
reduction in temperature of about 25°C. 

Consider how lateral diffusion of the photo-generated holes affects 
the resolution capabilities of the model depicted in Fig. 3. The resolu­
tion capabilities of a camera tube are usually evaluated by illuminat-
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ing the tube with a sinusoidal light pattern, measuring the peak­
to-peak video response as a function of the spatial wavelength or 
frequency of the light pattern, and normalizing with respect to the 
response for uniform light. For targets with low values of diode leak­
age currents it is reasonable to assume that the peak-to-peak video 
signal is proportional to the peak-to-peak hole flux entering the p­
region of Fig. 3. Therefore, the modulation transfer function resulting 
from the hole diffusion process, Rn , is readily obtained from equation 
(4) , the result is 

RD(k) = 'YJit/'YJo. 

Values of Rn for various values of the target parameters can be ob­
tained from equation (5). 

The response Rn(k) will be a function of the wavelength of the 
incident light pattern, increasing with increasing wavelength as long 
as multiple reflections in the substrate are not significant. This in­
crease results from the fact that at the longer wavelengths more of 
the photo-generated holes are created closer to the edge of the deple­
tion region and thus they do not have as far to diffuse. In addition, 
the existence of a dead layer and associated electric field may result 
in greater resolution capabilities than predicted by equation (5) when 
the illumination is restricted to wavelengths less than 0.5p-. 

As illustrated by Fig. 10, where RD is plotted versus spatial fre­
quency (k/27r) for various values of Lb , the degradation in resolution 
contributed by lateral diffusion is a strong function of target thickness. 
For these curves the width of the depletion region (Lb - La) was kept 
constant at a value of 5p. and the wavelength of the incident light was 
assumed to be 0.55p.. The quantity RD(k) will also be a decreasing 
function of the minority carrier lifetime T. This is illustrated by the 
curves of Fig. 11 for which T has been increased an order of magnitude 
over the value used for Fig. 10. For the curves of both of these figures 
a low surface recombination velocity was used because this is a necessity 
for adequate sensitivity in the visible portion of the spectrum. The 
resolution and sensitivity will be relatively independent of T or Lo 
when La « Lo . However, if Lo < La , then the sensitivity will increase 
and the resolution will decrease with increasing Lo , and vice versa. 

3.2 I mage Detection with a Mosaic 
The discrete nature of a diode array target places a limit on its 

resolution capabilities; an estimate of this limit can be obtained if 
the model depicted in Fig. 3 is modified so that the homogeneous 
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p-region is divided into discrete p-islands as indicated in Fig. 12. It 
will be assumed that the lateral conductivity of each p-type island 
is infinite. 

The resolution capabilities of the mosaic will be obtained by eval­
uating the peak-to-peak response obtained on the p-type islands for 
a given incident hole flux. The response of the nth island rn will be 
proportional to the total number of holes collected by this p-region; 
if J~(x) is the hole flux, then 

f
cn+1)d P 

rn ex: J~(x) dx 
(n-1)d p 

(6) 

in which 2dp is the center-to-center spacing of the islands. Assuming 
a sinusoidal variation in the incident light pattern, it follows from 
equation (4) that 

J~(x) = (No/2)['I]o + 'l]k cos (kx + <,0)] (7) 

where cp is a spatial phase factor that accounts for the relative orienta­
tion between the mosaic and the light pattern. The peak-to-peak 
response will be a function of the phase relationship cp between the 
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light pattern and the mosaic; however, if we restrict our considera­
tions to spatial wavelengths greater than two or three times dp , the 
response will be virtually independent of cpo With equation (6) and 
(7), the peak-to-peak response of the mosaic can be evaluated and 
if this is normalized with respect to the response for uniform light, 
the resulting modulation transfer function R (k) is given by 

R(k) = 'YJk (sin kdp) = RD(k) (sin kdp) 
170 kdp kdp 

for kdp « 27r. (8) 

Thus because of the discrete nature of the diode array target, its 
resolution capabilities are reduced by the factor 

sin kdp/kdp • 

The effect of this function on the curve of Fig. 10 corresponding to 
Lb = 20ft is shown in Fig. 13 for various values of the diode spacing 
2dp • 

In addition to lateral diffusion and the discrete nature of the target, 
the resolution capabilities of an operating camera tube will be de­
graded by the finite size of the electron beam. Measured modulation 
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transfer functions of a typical diode array camera tube for electro­
statically and magnetically focused electron beams are given in Fig. 
14. Using reasonable estimates of the unknown target parameters, the 
modulation transfer function can be calculated from equation (18); 
the results of such a calculation are also given in Fig. 14. The agree­
ment between calculation and experiment is fairly good when a mag­
netically focused electron beam is used. The increased resolution 
obtained with magnetic focus compared with electrostatic focus re­
sults from a smaller electron beam size. 

IV. MODIFICATIONS OF THE BASIC TARGET STRUCTURE 

In the basic diode array structure, the silicon dioxide is exposed 
directly to the scanning electron beam; it has been found that suf­
ficient negative charge can accumulate on the insulating silicon 
dioxide layer to prevent the beam from striking the recessed p-type 
islands. The effect of the silicon dioxide film is analogous to that of a 
control grid in a triode. This section discusses three modifications of 
the basic diode array structure that will prevent this charging be­
havior and will improve the performance of the array in other 
respects. 

4.1 Enlarged Islands 

One modification of the basic diode array structure, identified as 
a conducting island structure, is shown in Fig. 15. In this structure, 
electrically isolated conducting islands are placed over each p-type 
region. If the spacing between islands is small enough, most of the 
silicon dioxide film will be covered with a conducting material so 
that charging of this surface should be reduced if not eliminated. 

Another advantage of the island structure is that the electron beam 
current is utilized more efficiently. With the typical diode spacing of 
20ft and the typical diode diameter of 8ft only approximately Ys of 
the total beam current is available for producing an output signal if 
beam pulling effects are neglected. This is simply the ratio of the 
total exposed area of all of the p-regions to the total target area. 
With the conducting islands, the beam landing area of each p-type 
region is greatly increased and more of the beam current can be 
used. Reducing the required beam current permits smaller beam 
diameters to be achieved and as a result the degradation in resolu­
tion because of the size of the electron beam may be reduced and 
possibly the cathode loading may be reduced. 
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Fig. 14 - Measured values of the modulation transfer function of a diode array 
camera tube as a function of spatial frequency. Results are given for both a 
magnetically (x) and electrostatically focused (0) electron beam (optical wave­
length = O.55,u). 

The conducting islands will also increase the capacitance shunting 
the diodes without a corresponding increase in the diode leakage cur­
rent. Thus the time constant and the charge storage characteristic or 
dynamic range of each diode will be increased. However, this increase 
in capacitance must be consistent with the image lag requirements 
because if the capacitance becomes too large the electron beam may 
not be able to fully recharge the diode in one scan. 

Another potential advantage of metallic conducting islands is that 
the infrared sensitivity will be increased at wavelengths where a 
significant amount of light can pass through the substrate. The metal­
lic islands will reflect most of the transmitted light back into the sub­
strate and thus effectively double the absorption path. Furthermore, 
the metallic islands will also shield the substrate from stray light 
emitted by the cathode. 

Several diode array camera tubes with gold conducting islands 
have been fabricated. The thickness of the gold islands was about 
O.5p.; the minimum separation between islands that has been success­
fully achieved to date is approximately 3p.. These arrays when exam­
ined in a camera tube still showed significant charging effects. These 
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results indicate that with an island thickness of approximately 0.5p.., 
an island separation of less than 2p.. would be required to eliminate the 
charging behavior. However, stringent requirements must be placed on 
the photolithographic processes in order to obtain this small separation 
over the entire array. On the other hand,. if the thickness of the islands 
is considerably increased, it might be possible to use a larger island 
separation with no deleterious charging effects. 

4.2 Conductive Sea Surrounding the p-Type Islands 

Another attractive target structure, called a conducting sea struc­
ture, is illustrated in Fig. 16. In this embodiment the silicon dioxide 
is covered by a conducting material which surrounds the diodes with­
out contacting the p-type islands. This structure should also eliminate 
charging effects since the silicon dioxide is shielded from the electron 
beam. 

An attractive feature of the conducting sea is that the potential be­
tween the sea and the n-type substrate can be varied. Thus the silicon 
surface potential at the silicon-silicon dioxide interface can be con­
trolled and, more important, it can be optimized so as to minimize 
the leakage current resulting from generation centers at the interface. 
These centers are the dominant source of dark current in an operat­
ing camera tube. Notice that the capacitance between the sea and the 
substrate is rather large (approximately 6000 pF per cm2 for an oxide 
thickness of 0.5p.., assuming no depletion at the interface), and the 

n-TYPE _ 
SUBSTRATE 

CONDUCTING 
ISLANDS---- ~'% 

~ 

Fig. 15 - Conducting island structure in which electrically isolated conducting 
islands are placed over each p-type region. 
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high frequency shunting effects of this capacitance must be reduced 
by the use of a high frequency blocking filter in the bias lead for the 
sea as shown in Fig. 16. 

The conducting sea also has the potential advantage of providing 
electronic gain. Gain may be obtained by adjusting the bias applied 
to the conductive sea so that the fraction of beam current which can 
strike the sea will be modulated by the charge pattern stored on the 
p-type islands. The video signal is obtained from the parallel com­
bination of the conductive sea and the n-type substrate. When the 
target is operated in this mode, the performance should be similar to 
a triode with zero spacing between the control grid and the plate. 

The practicality of these advantages depends upon the develop­
ment of successful fabrication techniques for creating the conductive 
sea. Thus far inadvertent shorts between the sea and the substrate or 
between the sea and some of the p-type islands have prevented actual 
evaluation of a conducting sea structure. 

4.3 Resistive Sea in Contact with the p-Type Islands 

Another technique for eliminating the uncontrolled charging of the 
silicon dioxide film is illustrated in Fig. 17. In this case, a resistive 
film or sea covers both the silicon dioxide film and the p-type islands. 
This resistive sea prevents any build-up of excess charge in the 
regions between p-type islands by providing a controlled leakage path 
to the individual diodes. The resistance (that is, ohms per square) of 
the resistive sea must be chosen judiciously in order to provide this 
leakage path without impairing the resolution capabilities of the 
basic diode array target. This implies that there should not be a 
significant amount of charge leakage between picture elements dur­
ing a frame period (that is, 1/30 second). 

Section V shows that for a silicon dioxide film thickness of ap­
proximately 0.5p., the resistivity of the resistive sea must be greater 
than approximately 1013 ohms per square. This sheet resistivity has 
been obtained with thin films formed by evaporation or sputtering. 
Table I lists some of the source materials that have been tried. Since 
sometimes the process was performed in the presence of a background 
gas, the composition of the resulting resistive film is not precisely 
known. The required film resistivity is rather high and one of the 
biggest problems in obtaining suitable resistive sea structures has 
been reproducibility. Comments about the reproducibility of the 
different materials are given in Table 1. 

Although in many respects Sb2S3 works well as a resistive film, it 
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Fig. 16 - Conducting sea structure with suitable bias network. In this struc­
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TABLE (-SOURCE MATERIALS 

Method of Obtainable 
Material deposition resistivity 

Sb2S3 Evaporated 
High 

enough 

GaAs Evaporated 
High 

enough 

SiN* Sputtered 
High 

enough 

Si* 
Evaporated 
Sputtered Marginal 

High 
Ha eTa) Nt Sputtered enough 

* These films were provided by E. N. Fuls. 
t This film was provided by F. Vratny. 

Reproducibility 

Small 
problem 

Problem 

? 

Extreme 
problem 

? 

has one serious drawback. That is, the completed camera tubes with 
an Sb2Sg film cannot be vacuum baked at high temperature. The other 
materials listed in Table I result in films which permit the camera 
tube to be baked at 400°0. 

Of the many structures and techniques proposed to eliminate the 
charging problem associated with the basic diode array structure, we 
have found the resistive sea structure to be the simplest to implement 
and to date it has given the best results. All of the experimental results 
presented in this paper were obtained with diode arrays which had a 
resistive sea. 

V. RESISTIVE SEA STRUCTURE 

It is quite clear that a resistive film covering the diodes and the 
silicon dioxide can affect the resolution capabilities of the basic diode 
array structure and, as pointed out previously, in order for the film 
not to impair these capabilities, its resistance should be such that 
there is not a significant amount of charge leakage between picture 
elements during a frame period. In addition to affecting the resolu­
tion, the amount of lateral charge spreading permitted by the film 
during a frame period will influence many of the other electrical 
properties of the basic diode array structure. 

The following model of the resistive film will be used to establish 
the required sheet resistivity and to provide a basis for interpreta-
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tion of experimental results. It will be assumed that the film can be 
characterized by an effective sheet resistance Rt . This sheet resistance 
could be a function of the free carrier density spatial distribution in 
the film if the current flow is space charge limited or if interface 
states are present at the oxide-film interface. To simplify the present 
considerations, we assume that Rt is independent of the lateral cur­
rent flow in the film and that the free carriers in the film are nega­
tively charged and reside at the oxide interface. 

Under these assumptions the voltage distribution with respect to 
the cathode V on the resistive film as a function of time will satisfy 
the following equation 

v 2V = R C av 
f at (9) 

in which C is the capacitance per unit area between the oxide-film 
interface and the substrate. This capacitance, which consists of the 
series combination of the oxide capacitance and the capacitance of 
the depletion region formed at the oxide-silicon interface, will gen­
erally be a function of the difference between the substrate voltage 
and the film voltage. To obtain a model amenable to analysis the 
capacitance C will be assumed to be independent of V. This assump­
tion will be valid for a target in an operating camera tube if the 
maximum amplitude of V is small compared with the target (sub­
strate) voltage. 

To obtain some idea of the minimum film resistivity or charge 
spreading behavior required to prevent a loss in resolution, consider 
a simple model of the resistive sea structure that neglects the discrete 
nature of the target. The oxide layer is assumed to be uniform in the 
lateral direction as indicated in Fig. 18. With such a model, it is 
possible to determine, for a given stored charge pattern, a minimum 

/RE515TIVE FILM-SHEET RESISTANCE - Rf 

} 
51 LICON SUBSTRATE /' 

Fig. 18 - The model u~ed for analyzing the resistive sea structure, 
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value for R, for which there is no appreciable lateral charge leakage 
during a frame time. 

Since the purpose of the resistive film is to provide a controlled 
charge leakage path without introducing a concurrent loss in resolu­
tion, the decay rate of a given initial charge distribution is the pa­
rameter of interest. If we restrict our considerations to a one dimen­
sional charge distribution and a uniform oxide layer, equation (9) 
becomes 

(10) 

in which x is a lateral coordinate parallel to the film. 
Let the initial charge distribution at the resistive film-oxide inter­

face be given by 

in which 

k = 27l"(spatial wavelength) -1. 

This charge distribution will create a voltage profile which may be 
a pproxima ted as 

Vk(x, t = 0) = (qojC) cos kx, 

provided k « C j Eo , where Eo is the permittivity of free space. It follows 
from equation (10) that such an initial voltage profile will decay ex­
ponentially with time with a time constant Tk that is given by 

(11) 

Thus the time interval over which a sinusoidal charge pattern may 
be stored without smearing is proportional to the square of the spatial 
wavelength of the pattern. 

If the decay time of the voltage profile is required to be 10 times 
the frame period of 1/30 second so that there is only a 10 percent loss 
in resolution resulting from charge spreading, then the value of R f 

must be such that 

R, > ej3C. 

For a spatial frequency of 14 cycles per mm, the largest spatial fre­
quency of interest, and assuming C rv 4000 pF per cm2 (a value which 
lies between the oxide capacitance and the capacitance of the depletion 
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region under the oxide), it follows that 

R, ~ 5 X 1013 ohms per square. 

This implies that for a resistive sea thickness of approximately O.ltL, 
a bulk resistivity of at least 108 ohm-cm is required for the material 
of the resistive layer. 

Measurements of the decay of an initial voltage distribution have 
been used to obtain estimates of the sheet resistances of the resistive 
films. A voltage distribution is created on the resistive sea by focus­
ing onto the camera target a bar pattern (resolution chart) that is 
illuminated by a light pulse, the duration of which is much shorter 
than a frame period. The light induced charge pattern and resulting 
voltage pattern is introduced to the resistive film in discrete areas 
corresponding to the p-regions of the diodes. If the spatial wave­
length of the illuminated bar pattern is much greater than the diode 
spacing, then the charge over the p-regions will relax into the sur­
rounding areas in a time that is short compared with the relaxation 
time of the overall light induced charge pattern. For times longer 
than the relaxation time between diodes, the simple model discussed 
above should be valid. In the measurements, the peak-to-peak video 
response is measured as a function of the time between when the bar 
pattern is illuminated with the light pulse and when the electron beam 
scans the light induced charge pattern produced on the resistive sea. 

Some results obtained from this type of measurement are given in 
Fig. 19 for targets with different film resistances. During the time 
between writing and reading, the electron beam was blanked so that 
no electrons were hitting the target. A square wave bar pattern was 
used and the dotted lines are calculated curves for the decay of an 
initial square wave voltage profile using the simple model discussed 
above. Except for very short times, the agreement between calcula­
tion and experiment is very good. At long enough times, only the 
fundamental component of the square wave contributes to the video 
signal and the decay is then truly an exponential, that is a straight 
line on the semilog plot of Fig. 19. The sheet resistances indicated in 
the figure were calculated from the decay times of the various curves 
by assuming the effective capacitance between the film and the 
substrate was the same for all curves and was equal to 4000 pF per 
cm2

• In the remainder of the paper, when a value of sheet resistance is 
given, it refers to a value obtained from decay curves as plotted in 
Fig. 19. 
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Fig. 19 - Peak-to-peak video response obtained from a bar pattern as a func­
tion of the interval between the time when the bar pattern is optically written 
onto the target with a light pulse and the time when the pattern is read with 
the electron beam. During the interval between writing and reading the electron 
beam was not scanning the target. The various curves are. for different film 
resistances. (Spatial wavelength = 0.04 cm; C = 4,000 pF/cm2 ) 0 experimental 
points, - - - calculated curves. 

It has been found that targets with low resistivity films (sheet re­
sistances < 1013 ohms per square) will have certain distinguishing 
characteristics that are quite different from those observed on targets 
with high resistivity films (sheet resistances > 1014 ohms per square). 
That is, the resistance region between 1013 ohms per square and 1014 

ohms per square is a transition region for the typical diode arrays 
with a diode spacing -in the range of 15 to 20ft. One of the most striking 
contrasts between targets with a high resistivity film and those with 
a low resistivity film occurs when the video current through a white de­
fect is observed as the substrate voltage is increased. Most arrays fab­
ricated to date have isolated diodes which exhibit higher values of dark 
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current than their neighboring diodes. This higher value of dark 
current manifests itself in the displayed video as an isolated bright 
spot or equivalently a white defect. 

The behavior of a target with a low resistivity film is illustrated in 
Fig. 20. The pictures in this figure are of the video display of the 
dark current pattern at different target voltages obtained from a 
camera tube which had many white defects. With the low resistivity 
film, as the target voltage is increased, the video current through 
the defects increases, that is, the white spots get brighter and also 
tend to enlarge only slightly. 

Compare this behavior with that exhibited by a target with a high 
resistivity film as shown in Fig. 21. Here, as the target voltage is 
increased the video current through the defects again increases, but 
now when the target voltage reaches a certain critical voltage, the 

Fig. 20 - Photographs of the video display of the dark current pattern at 
different target voltages obtained from a camera tube in which the target had 
a low resistivity resistive film: (a) V T = 1.5 volts, (b) V T = 5.0 volts, (c) V T = 12 volts. (Video display scan lines and printing screens cause moire patterns 
in some figures that are not in the originals.) 
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Fig. 21- Photographs of the video display of the dark current pattern at 
different target voltages obtained from a camera tube in which the target had a 
high resistivity resistive film: (a) V T = 2.5 volts, (b) V T = 3.0 volts, (c) V T = 
3.5 volts, (d) V T = 4.0 volts. 

defects grow larger in the lateral direction very rapidly and eventu­
ally envelop the entire target. This enveloping or "whiting out" of 
the target can result from only one single defect. 

The large white regions in the last two photographs of Fig. 21 
cover many diodes and correspond to areas in which the diodes are 
all electrically shorted together. Experimental evidence indicates that 
these diodes are electrically shorted together by a p-type inversion 
layer which forms under the oxide and which connects the originally 
isolated p-regions. The fact that an inversion layer can form with a 
high resistivity film but not with a low resistivity film turns out to 
be what one would expect; the reason for this is illustrated in Fig. 22. 

In the top part of the figure, the area around one diode is sche­
matically indicated just after the electron beam has recharged the 
diode. The film potential will be at cathode potential; assuming the 
target voltage or the potential of the n-region is high enough, ap-
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proximately 5 to 8 volts for a 10 O-cm substrate and an oxide thick­
ness of approximately 0.5p., the area under the oxide will also be 
depleted as indicated. Let us further assume that in the vicinity of 
this diode there is for some reason a high generation rate of minority 
carriers. This situation could arise for example as the result of some 
sort of defect in the vicinity of the diode. 

The charge collected on the p-region resulting from the large gen­
eration rate will cause both the potential of the p-type island and the 
potential of the film over the p-region to increase from cathode po­
tential towards target potential. What happens now depends upon 
the charge spreading behavior of the film. 

As indicated in the lower left half of Fig. 22, the rise in potential of 
the p-type region for a low resistivity film will be communicated lat­
erally a significant distance during a frame period. Thus the film po­
tential over the oxide increases and as a result both the diode depletion 
region and the depletion region under the oxide directly surrounding the 

LOW RESISTIVITY 
FILM 

NO INVERSION 

HIGH RESISTIVITY 
FILM 

ONSET OF INVERSION 

INVERSION 

Fig. 22 - Illustration of how an inversion layer can form around a defect when 
a high resistivity resistive film is used but not when a low resistivity resistive film 
is used. 
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p-region will be reduced. The reduction of the depletion region under 
the oxide inhibits the formation of an inversion layer and no inversion 
occurs in this case. 

On the other hand, as indicated in the lower right half of Fig. 22, 
with a high resistivity film the rise in potential of the p-region is not 
accompanied by a rise in potential of the film out over the oxide. 
Therefore, the depletion region under the oxide will not immediately 
collapse along with the diode depletion region and an electric field in 
the lateral direction will be produced which forces holes from the 
p-region into the depletion region under the oxide, resulting in the 
formation of an inversion layer. As the experimental results have 
indicated, the inversion layer can cause many diodes to be shorted 
together. This behavior is similar to the shorting together of the 
source and drain of an insulated gate field effect transistor by the 
application of the appropriate voltage to the gate electrode. 

Thus with a high resistivity film we have the possibility of inver­
sion layers forming at a defect whereas with a low resistivity film 
the lateral charge spreading inhibits the formation of an inversion 
layer:)!-

Besides influencing the target properties discussed above, the resis­
tive sea also affects the ability of the electron beam to re-establish 
the full value of the reverse bias on a diode during one scan.15 Some 
insight into this problem can be obtained from the equivalent circuit 
shown in Fig. 23 which approximates one of the diodes. In this figure 
the p-n junction is represented by a schematic diode which is shunted 
with an effective junction capacitance, Cj , and a current generator. 
The equivalent circuit is valid only if the charge stored on the oxide 
surrounding the diode is negligible compared with that stored on the 
diode. The resistive sea immediately over the p-region is represented 
by the parallel combination of Rs and C s' The time-constant for this 
combination is the intrinsic time-constant for the resistive sea (that 
is, RsCs = ps€s€o where €s is the relative dielectric constant and ps is 
the volume resistivity of the resistive film) . 

A qualitative estimate of the charge storage properties of the 

* These conclusions are consistent with the results obtained by Grove and 
Fitzgerald19 on a gate-controlled diode structure. They show that for inversion 
to occur, the difference between the silicon surface potential at the oxide inter­
face and the reverse bias voltage of the diode must be less than twice the fermi 
potential of the substrate. Because of the lateral charge spreading in a low re­
sistivity sea, this inequality is never satisfied' whereas with a high resistivity sea 
it can be satisfied in a region where there is a high generation rate of minority 
carriers. 
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CURRENT 
GENERATOR 

1515 

Fig. 23 - Equivalent circuit used to represent the area around one diode or 
p-type region. 

equivalent circuit can be obtained from intuition. Consider first the 
fact that the electron beam will charge both the resistive sea and the 
beam side of capacitor Cs down to zero potential. If the reverse-bias 
leakage current of the diode may be neglected, the resistor Rs will 
discharge any voltage difference across Cs at a rate related to the 
time-constant RsCs. From the previous discussion it is estimated that 
ps is approximately 108 ohm-cm. Therefore, RsCs may be estimated 
to be 35 p.,sec by assuming £s to be 4. Thus, without illumination, the 
p-regions are quickly charged to cathode potential and the full value 
of reverse-bias is placed across the diode. 

The current from the photoresponse is represented by the current 
generator in Fig. 23. Since the capacitance from the film surface to 
electrical ground is very small, any change in reverse-bias voltage 
across the diode caused by photoresponse throughout the frame period 
appears very quickly on the electron beam side of the resistive sea. 
Furthermore, this process does not create a significant voltage drop 
across Rs. However, when the full value of reverse bias is re-estab­
lished by the scanning electron beam, a significant voltage drop may 
appear across the parallel combination of Rs and C s since the beam is 
on a diode for less than 0.3 p.,sec. For example, if the photoresponse 
has created a reduction in diode reverse-bias of ~ V 1 volts, the process 
of charging the beam side of the resistive sea down to zero volts will 
increase the reverse-bias by the amount 6, V2 where 

.1 V 2 = C
s 
~ C

i 
.1 Vl' 

The ratio of 6,V2 to 6,V1 may be estimated by assuming equal values 
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for the relative dielectric constants for the resistive sea and the deple­
tion region. Thus, if the thickness of the resistive sea is 1/6 of the 
depletion width, then 

AV2/AV1 = 6/7. 

The significance of this voltage ratio is that the scanning beam can­
not re-establish the full value of reverse bias across the diode in one 
sweep even with arbitrarily large beam currents. While the charge 
stored on the oxide surrounding the diode has been neglected in this 
discussion, a similar conclusion would result from a calculation 
which included this additional charge. 

One important question about the resistive sea structure that has 
not yet been answered is whether a film resistivity can be chosen 
which will lead to an increase in the effective beam landing area of 
each p-type region without significantly affecting the resolution capa­
bilities of the basic diode array. Answering this question requires an 
evaluation of the amount of charge stored on the resistive film over 
the oxide surrounding the diode relative to the amount of charge stored 
on the diode. This evaluation in turn requires a complicated model 
which includes the effects of the isolated p-regions and is beyond the 
scope of this paper. However, preliminary calculations indicate that 
there is a value of Rt which will preserve the resolution capabilities 
of the diode array and will also lead to a significant increase in the 
beam landing area of each p-type island. The optimum value of Rt 
is a strong function of the target geometry but will always be in the 
range of 1012 to 1014 ohms per square for practical geometries. 

VI. MISCELLANEOUS TOPICS 

The dark current characteristics of a diode array target are pre­
dominantly determined by the surface states at the silicon-silicon 
dioxide interface, as discussed by Buck and others.13 However the de­
tailed behavior of the dark current versus target voltage depends 
upon many other factors some of which are discussed in this section. 

6.1 Effect of Resistivity Striations on Dark Current 
A large number of the silicon diode array camera tubes fabricated 

to date have exhibited a phenomenon called "coring." Coring manifests 
itself as a modulation of the dark current pattern as illustrated in 
Fig. 24. The photographs in the figure are of the video display of the 
dark current pattern of a diQde array camera tube at different target 
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Fig. 24 - Photographs of the video display of the dark current pattern of a 
camera tube which exhibits "coring": (a) VT = 4 volts, (b) VT = 6 volts. (c) 
V T = 8 volts, Cd) V T = 12 volts. 

voltages. The modulation introduced by the coring pattern is seen 
to be a strong function of the target voltage; its maximum amplitude 
can be as high as 40 per cent. The spatial wavelength of the coring 
pattern is typically of order sOap.. The term modulation as used here 
means the ratio of the peak-to-peak modulation of the dark current, 
introduced by the coring, to the average dark current. 

One possible cause of the coring, consistent with experimental re­
sults, is resistivity striations produced in the silicon substrate during 
crystal growth. The standard methods used for growing silicon crystals 
would result in circular striations.20 In addition, a silicon crystal in 
which resistivity striations had been purposely introduced yielded 
targets which exhibited coring patterns that corresponded to the 
resistivity striations. A variation in resistivity of approximately 25 
per cent yielded coring patterns with a modulation of approximately 
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50 per cent. Another fact supporting this hypothesis is that no coring 
patterns have been observed in targets fabricated from epitaxially 
grown silicon which should not have resistivity variations. 

To understand how resistivity striations could produce a coring pat­
tern and in particular its behavior as a function of target voltage, 
the voltage dependence of the dark current must be considered. As 
pointed out by Buck, the voltage dependence of the dark current of 
a diode array target is consistent with a model in which it is assumed 
that most of the dark current is generated by Shockley-Read centers 
located at the silicon-silicon dioxide interfaceP This model predicts 
that the voltage dependence of the average dark current should ap­
proximate that of the curves sketched in Fig. 25. As indicated in the 
figure, there is a critical voltage Va above which the dark current 
rises steeply and then quickly saturates. This behavior is interpreted 
as resulting from the formation of a depletion region under the oxide. 
That is, at the threshold voltage Va, the surface under the oxide is 
just starting to deplete and as a result the electron-hole pairs gen­
erated by the interface states can now contribute to the dark current. 
Therefore the dark current rapidly increases with increasing voltage 
and then saturates when the surface under the oxide is strongly depleted. 
The threshold voltage Va will be a function of the oxide thickness and 
the net positive charge distribution in the system. More important 
for our discussion here, however, is the fact that the slope of the dark 
current versus voltage curve for voltages slightly larger than Va will 
depend upon the substrate resistivity as indicated in Fig. 25. 

Consider what happens if the resistivity of the silicon substrate at 
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Fig. 25 - Ideal dark current versus target voltage curves for two different 
5\lbstrate resistivities. (p = substrate resistivity; P2 < Pl). 
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the interface is nonhomogeneous along the interface. Then for target 
voltages slightly above 11e, the depletion existing at the interface will 
vary in the same manner as the resistivity varies, and the dark cur­
rent from a given area at the interface will be modulated with the 
modulation pattern reflecting the variation in resistivity. The modula­
tion should be a strong function of target voltage for voltages slightly 
larger than 11e because in this voltage range the dark current is a 
rapidly increasing function of target voltage; whereas for higher 
voltages where the entire surface becomes strongly depleted, the 
modulation should approach zero. The photographs in Fig. 24 are 
consistent with this predicted behavior. 

In Fig. 26, the average dark current as a function of target volt­
age along with the modulation of the coring pattern is given for a 
typical diode array camera tube exhibiting coring. This dark current 
curve is somewhat different from the ideal curve of Fig. 25 in that 
there is no real saturation of the current with respect to target volt­
age. For target voltages between 8 and 9 volts, the dark current rises 
rapidly and does indeed tend to saturate between 9 and 10 volts. Also 
in accord with the predictions of the model discussed above, the cor­
responding modulation peaks in the voltage range between 8 and 9 
volts. The increase in dark current above 10 volts results from the 
formation of inversion layers at defects as discussed in Section IV. 

The possibility that the coring is produced by variations in the 
surface state density can be eliminated because the modulation of 
the coring pattern goes to zero at the high target voltages where the 
entire surface under the oxide is strongly depleted. On the other hand, 
variations in the oxide fixed charge would produce coring consistent 
with the experimental results. However, the fact that no coring was 
observed with targets fabricated from epitaxial substrates indicates 
that the oxide growth conditions being used do not produce such fixed 
charge variations in the absence of resistivity striations. This of course 
does not eliminate the possibility that variations in the fixed charge 
are coincidental with and generated by resistivity variations in the 
substrate. 

6.2 Change in Dark Current Characteristics Throughout Tube Life 

One of the more valuable attributes of the silicon diode array 
camera is that the target is quite stable chemically and as a result the 
electrical characteristics should be stable with time. Experimental 
results obtained to date indicate that this is essentially correct. How-
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Fig. 26 - Measured dark current versus target voltage curve of a camera tube 
which exhibits coring. The modulation of the coring pattern as a function of 
target voltage is also plotted. 

ever, preliminary aging experiments in which a small portion of an 
array was scanned for approximately 1,000 hours indicate that the 
uniformity of the dark current of a diode array may be modified by 
the electric field in the silicon dioxide when the array is being scanned. 
Those portions of the array where the electron beam has created a 
raster for a period of time greater than a few hundred hours will 
typically exhibit a noticeable change in the dark current dependence 
upon target voltage. This change appears to be monotonically cumula­
tive with the period of scan and modifies the dark current performance 
of the camera tube by a significant amount after several thousand 
hours of operation. 

A typical change in the dark current characteristic is illustrated in 
Fig. 27. From the curves it is apparent that the substrate voltage re­
quired to reach the saturated value of dark current, which is slightly 
larger than Va identified in Section 6.1, is reduced by some process, 
but that the saturated value of dark current is unaffected. Therefore, 
if this camera tube is operated at a target voltage of 13 volts, for 
example, the observed dark current would be uniform and constant 
throughout tube life. However, if the tube is operated at a target 
voltage of 10 volts, the dark current of the scanned portion of the 
array will increase during use. The appearance of the increase in 
dark current is illustrated by the center photograph in Fig. 28 when 
the target voltage is adjusted to maximum contrast between the 
aged and unaged areas. The small bright portion of the array is 
about Y16 of the total area and was scanned during the aging test for 
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approximately 3,000 hours. The stability of the saturated value of 
dark current may be observed by simply operating this camera tube 
at a target voltage of 10 volts or more. The complete absence of any 
visible modification of dark current at this voltage implies that the 
saturated value of dark current was changed by less than one percent. 

Additional experiments have been performed to establish that the 
light response of the camera is unaffected by continuous scanning as 
long as the target voltage is large enough to saturate the dark cur­
rent. At these voltages the silicon diode array camera tube does not 
exhibit any "burn-in" effects and consequently electronic zoom may 
be achieved by simply changing the size of the raster on the diode 
array. 

While the exact details of the mechanism or mechanisms which 
cause the change in target voltage required to saturate the dark cur­
rent are unknown, preliminary experiments indicate that continuous 
scanning with the electron beam modifies the charge distribution in 
the silicon dioxide surrounding the p-type regions. Simple calculations 
show that either a small decrease of the total net positive charge in 
the silicon dioxide film or a migration of net positive charge away 
from the silicon-silicon dioxide interface would account for the ob­
served change in dark current characteristics. The targets which have 
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Fig. 27 - Dark current versus target voltage in an area of a diode array target 
which has been scanned with the electron beam for several thousand hours com­
pared with an area which has not been scanned. 
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Fig. 28 - Photographs of the video display of the dark current pattern at 
different target voltages obtained from a camera tube in which a small portion of 
the array was scanned with an electron beam: (a) V T = 4 volts; (c) V T = 8 
volt.s; V T = 10 volts. 

exhibited a decrease in the voltage required to attain the saturated 
value of dark current in the scanned area have been demounted and 
annealed in vacuum at 400°C for several hours. After remounting 
these targets into tubes, the properties of the originally scanned area 
were identical to those of the unscanned area resulting in a uniform 
dark current pattern. Thus, it appears that this annealing process 
removes any net change of the charge distribution induced in the 
silicon dioxide film by the electron beam. 

6.3. Image Lag 

All electronic cameras utilizing a scanning electron beam exhibit 
some undesirable image lag or image retention caused by incomplete 
erasure of the stored charge pattern. This results from the thermal 
distribution of energy in the electron beam or insufficient beam cur-
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rent. In addition, some cameras (for example, the vidicon) exhibit 
image lag because of the photoconductive decay properties of the im­
age sensing target. The diode array camera tube does not exhibit 
image lag from photoconductive decay since the lifetime of the photo­
generated hole-electron pairs is less than 10 microseconds. However, 
the thermal distribution of electron energies and the voltage division 
resulting from the series capacitance of the resistive sea do prevent 
complete erasure of the stored charge pattern during one frame period. 

The amount of image lag which results from the thermal distribu­
tion of electron energjes is critically dependent upon the design of 
the electron gun and the image sensing target.21 The most important 
parameters are the effective charge storage capacitance of the target, 
the secondary electron emission characteristics, the beam current, and 
the amount of illumination. 

In the silicon diode array camera tube another important considera­
tion is the effective use of the incident beam current. With the typical 
diode spacing of approximately 20ft and diode diameter of approxi­
mately 8ft, only lis of the total beam current is available for producing 
an output signal if beam pulling effects are neglected. Thus, it is ap­
parent that the optimum target design must include the capabilities 
of the electron gun and also the permissible amount of image lag. 

The image lag obtained with a diode array camera tube is a strong 
function of target voltage since the junction capacitance and the 
effective charge storage capacitance is a function of the reverse-bias 
across the diodes. Increasing the reverse-bias of the diodes reduces t.he 
dynamic value of the charge storage capacitance and therefore reduces 
the amount of image lag from both the secondary emission charac­
teristics of the surface and the voltage division resulting from the 
series capacitance of the resistive sea. 

Typical lag performance of a diode array camera tube is shown in 
Fig. 29. The lag is determined from the ratio of the signal output 
current after the illumination has been removed for 33 milliseconds, 
to the signal output in the presence of illumination, for various values 
of target voltages. The electron beam is continuously scanning during 
this measurement. It is apparent that the lag is slightly greater for 
small signal levels. This is normal behavior for most camera tubes 
and, in this case, results from the dependence of the effective sec­
ondary emission ratio upon electron beam energy and not from photo­
conductive decay. The small increase in lag that occurs in the voltage 
range (6-8 volts) at which the silicon surface under the oxide is being 
depleted is not well understood. 
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Fig. 29 - Image lag as a function of target voltage for different video signal 
levels: D = 50 nanoamps, f::J. =200 nanoamps, 0 = 500 nanoamps. 

VII. CONCLUSION 

The preliminary results reported in this paper indicate the silicon 
diode array camera tube has improved lag and spectral response and 
comparable resolution capabilities when compared with commercially 
available vidicons. In addition, the unity gamma of a diode array 
camera would be a significant advantage for color television cameras. 

Two of the outstanding features of the silicon diode array camera 
are its wide spctral response (0.4 to 1.0fL) and its high effective quan­
tum yield (approximately 50 percent). For fluorescent illumination 
these provide a sensitivity of approximately 1.3 fLamp per ft-cd of 
faceplate illumination with an image sensing area of 1.8 sq-cm. 

The expected operating life of a silicon diode array camera should 
exceed that a vidicon for at least two reasons. First, the image sens­
ing target is not damaged by intense light images (for example, the 
noonday sun has been imaged with a F: 1.5 lens on the silicon target 
without damage) Second, the completely assembled tube can be vac­
uum baked at 400°0 provided an appropriate resistive film is used. 
This vacuum bake should provide a longer cathode life. 

Typical video performance of a diode array tube is illustrated by 
Figs. 30, 31, and 32. These photographs were obtained from a 525-line 
monitor when the image of a black and white transparency was 
focused onto the camera. The photograph in Fig. 32 was obtained by 
reducing the size of the raster on the diode array so that only a small 
portion of the array was scanned. This electronic zooming permits 
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the individual diodes to be observed for detailed study. For example, 
the one very bright spot or white defect on the number 300 results 
from a single defective diode. The two bright spots on the extreme 
left represent two defective diodes separated by a good diode. For 
this photograph the optical magnification was adjusted so that the 
black and white wedge pattern created 300 cycles per inch at the 
center of the display. Since the diodes are located on 20p. centers, only 
two diodes are fully illuminated by a white bar near the numeral 300. 

While the bright defects depicted in the photographs of Figs. 30 to 
32 impair the image quality and would in some instances prevent this 
tube from being used, the small size and number of defects would be 

Fig. 30 - A video display obtained with a typical silicon diode array camer& 
tube. The subject was a black and white transparency. 
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Fig. 31- Video display of a resolution chart obtained with a silicon diode 
array camera tube. 

acceptable in a number of applications. Although most of the arrays 
fabricated to date have exhibited bright defects, considerable progress 
has been made in reducing their number; improved technology should 
permit fabrication of defect-free arrays with moderately good yield. 
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Fig. 32 - The video display of a small portion of the resolution chart shown 
. in Fig. 30 obtained by electronically zooming the diode array camera. The 
white spots or defects correspond to diodes with a high value of reverse bias 
leakage current. 
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Television Transmission of Holograms 
With Reduced Resolution Requirements 

on the Camera Tube 

By C. B. BURCKHARDT and L. H. ENLOE 

(Manuscript received November 21, 1968) 

This paper proposes a technique for the television transmission of a 
hologram of a two-dimensional transparency. The spatial resolution re­
quired on the camera tube is reduced by a factor of four compared with the 
transmission of a conventional off-axis reference beam hologram. The 
resolution required is therefore no higher than that required for the direct 
transmission of the transparency itself. Implementation of the proposed 
arrangement should be easy. Three holograms formed with an on-axis 
reference beam are transmitted. The phase of the reference beam assumes 
the values 0°, 120°, and 240° for the first, second, and third hologram, 
respectively. The carrier-frequency hologram is "synthesized" from these 
three on-axis holograms at the receiver. The technique has the further 
advantage that the undesirable zero-order terms are eliminated. 

Holograms of two-dimensional transparencies have been transmitted 
via television.1 The hologram is first formed on the face of the camera 
tube with an off-axis reference beam and is then transmitted. The 
main difficulty with this scheme is the high spatial resolution re­
quirement for the camera tube. If the object wavefront has spatial 
frequencies between - Wand + W, then the spatial frequencies of the 
unwanted zero-order terms extend from -2W to 2W. The spatial 
frequency of the reference beam therefore has to be at least 3W; the 
highest spatial frequency to be resolved by the camera tube is 4W. 
(The conditions mentioned, and further discussed in Ref. 2, are well 
known.) This is higher by a factor of 4 than the highest spatial 
frequency of the original two-dimensional transparency which is 
unfortunate because television camera tubes are of rather limited 
resolution. 

Two scanning schemes have recently been proposed which reduce 
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the resolution requirement for the camera tube by a factor of 2 and 4.3 

It is the purpose of this paper to point out that a reduction by a factor 
of 4 can also be achieved by the adaption of a scheme described by 
Burckhardt and Doherty.4 The idea to be described should be easier 
to implement than the heterodyne scanners proposed in Ref. 3 and 
has the advantage that it allows the use of charge storage camera 
tubes. Since a factor of 4 is saved in resolution requirement, the 
resolution of the camera tube has to be no higher than that required 
for the direct transmission of the original transparency. 

Figure 1 shows the adaption of the idea of Reference 4 to hologram 
transmission via television. The hologram is formed with an on-axis 
reference beam on the camera tube. This hologram is scanned and 
transmitted; at the receiver, the received electrical signal is multiplied 
by a cosinusoidal signal and displayed on a kinescope. The phase 
plate at the transmitter is then switched electro-optically to give a 
phase shift of 1200 in the reference beam; correspondingly the 
cosinusoidal signal at the receiver is shifted by 1200 in temporal phase. 
The hologram is again scanned, transmitted, multiplied by the cosinu­
soidal signal, and displayed. This procedure is repeated once more. It 
will now be shown that the intensities of the three scans add up to give 
a carrier frequency hologram on the kinescope. 

Let the complex-valued amplitude of the subject wavefront be 
called A and the real-valued amplitude of the reference beam be 
called B. For the intensity 11 on the camera tube during the first 
scan we then have 

11 = (A +B)(A*+B) 

TRANSPARENCY 
"-

ILLUMINATING 
BEAM 

" 

AA* + B2 + AB + A*B. 

I 
I 

CHANNEL 

\ 
\ 

j: 

REFERENCE 
BEAM 

_--f-t--"7V r--8-----
I 
I ____ ..J 

f\ f\ 
V 

(1) 

Fig. 1-Hologram transmission via television, with reduced resolution re­
quirement on the camera tube. 
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Suppose now that the transmitter is linear and that the voltage VI 
arriving at the receiver is proportional to II, 

(2) 

where 1(1 is the constant of proportionality. The voltage VI IS now 
multiplied by a cosinusoidal signal to give the voltage Vi , 

Vi = VI cos wt = 1(111 cos wt 

= 1(1 cos wt(AA* + B2 + AB + A*B). (3) 

We now assume that the display is also linear and that the intensity 
I K1 on the kinescope is given by 

(4) 

The constant bias term Ie is necessary because Vi assumes both posi­
tive and negative values. The term K2 is a constant of proportionality. 
Combining equations (3) and (4) we obtain for the intensity IK1 on 
the kinescope 

IK1 = 1(0 + 1(11(2 cos w8x(AA * + B2 + AB + A *B). (5) 

The term W8 is the spatial frequency which corresponds to the temporal 
frequency w in equation (3). 

During the second scan the total amplitude on the camera tube is 
A + B exp (j27r/3) because the phase of the reference beam is now 
shifted by 1200

• The intensity 12 therefore is 

12 = [A + B exp (j27r/3)]· [A * + B exp (-j27r/3)] 
(6) 

= AA * + B2 + AB exp (-j27r/3) + A *B exp (j27r/3). 

We now multiply the voltage arriving at the receiver by cos (wt + 27r/3) 
and obtain for the intensity I K2 on the kinescope 

IK2 = Ko + I(d(2I2 cos (W8X + 27r/3) 

= 1(0 + tI(1I(2I2[exp (jw.x + j27r/3) + exp (-jW8X - j27r/3)] 

= Ko + tI(1K2[exp (jW8X + j27r/3) + exp (-jW8X - j27r/3)] 

. [AA * + B2 + AB exp (-j27r/3) + A *B exp (j27r/3)]. (7) 

The intensity I K3 on the kinescope during the third scan is obtained in 
an analogous way. For the total intensity I Ktot we then obtain 
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2 

= 3Ko + !KtK 2 L {[exp (jw.x + jn21r/3) 
n-O (8) 

+ exp ( - jw.x - jn2'71/3)] 

. [AA * + B2 + AB exp (-jn27T/3) + A *B exp (jn21r/3)]} 

= 3Ko + (!)ABKtK 2 exp (jw,x) + (!)A*BI(tK2 exp (-jW8X). 

The last two terms of this expression are the real and virtual image 
terms modulated onto different spatial carriers. Notice that the un­
desirable zero-order terms do not occur in equation (8). This is because 
we multiplied the voltage arriving at the receiver with a bipolar elec­
trical signal. If the subject wavefront at the camera tube has spatial 
frequencies extending from - W to W, the spatial carrier frequency 
at the kinescope can be chosen as W. The positive spatial frequencies 
of the kinescope display then extend from 0 to 2W. (Since the in­
tensity on the kinescope is a real function, a knowledge of the positive 
frequencies is sufficient.) 

Some bandwidth considerations are appropriate. If the positive 
spatial frequencies of the amplitude transmitted through the original 
transparency extend from 0 to W, the hologram displayed at the 
receiver has a bandwidth of 2W. This increase by a factor of 2 occurs 
because the hologram contains information about amplitude and 
phase. The system just described transmits three holograms, each 
with a bandwidth W. This is equivalent to transmitting one hologram 
with a bandwidth 3W. The minimum bandwidth of an off-axis holo­
gram is 4W; therefore, our scheme requires less bandwidth than trans­
mitting an off-axis hologram. Since the bandwidth of the hologram 
on the kinescope is 2W, the amount of information to be transmitted 
in our scheme is still higher by a factor 3/2 than what it necessarily 
has to be. The scheme described in Section IV of Ref. 3 only transmits 
a hologram of bandwidth 2W therefore avoiding this increase. 

In our discussion we have used three subholograms and phase shifts 
of 1200

• In the Appendix we derive the general equations and show 
that three subholograms is the minimum required number. 

It might be mentioned that our scheme can be modified such that 
it only transmits one hologram of bandwidth 2W. In this case all the 
processing is done at the transmitter and the final hologram of band­
width 2W is transmitted. A scheme for doing this is shown in Fig. 2. 
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Fig. 2 - Modification of the arrangement of Fig. 1 to reduce the amount of 
information to be transmitted by one third. 

The voltage from the scan is multiplied by the sinusoidal signal and 
then stored in a tapped delay line. The delay line delays the first 
scan by the time needed for two scans and the second scan by one 
scanning time. The gate opens during the third scan. The channel is 
only used during one third of the time. In order that anything be 
gained the channel has, of course, to be used for something else 
during the remaining two thirds of the time. Alternatively, the 
output of the gate can be stored in a buffer memory (for example, 
magnetic tape) and transmitted at a slower rate. It is seen that the 
scheme of Fig. 2 is quite a bit more complex than the scheme of Fig. 1. 

APPENDIX 

General equations 

Here we present the general equations which must be satisfied for 
the N subhologram case and show that the least number required 
is N = 3. 

The general expression for the spatially varying part of the intensity 
on the kinescope corresponding to equation (8) is 

N-l 

f tot = Re L [{1 + AA * + A exp C -j{3n) 
n-O 

(9) 
N-l 

= Re L [{ [1 + AA *] exp (j'Yn) + A exp (hn - j{3n) 

+ A * exp Chn + j{3n)} exp (jwax)] 
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where' f3n is the relative phase-shift of the plane-wave reference beam; 
w" and 'Yn are the spatial frequency and phase of the grating produced by 
the electrical carrier introduced at the receiver. In order to simplify 
expressions, we have equated the multiplying factors 1(1 , ](2 and the 
magnitude of the reference beam to unity. Notice that the quantity 
within the { } braces in the second equation of (9) represents the beam 
which would be diffracted at the angle w" when a hologram is recon­
structed. This term is the coefficient of exp (jw"x). We desire to super­
impose N exposures, each having the form of Eq. (9), to accomplish 
the following: 

(i) Force the complex coefficient of 1 + AA * to zero. This prevents 
components from the direct beam, during reconstruction, from being 
diffracted at angle w" • 

(ii) Force the complex coefficient of A * to zero. This prevents com­
ponents of the conjugate wave from being diffracted at Ws • 

(iii) Force the complex coefficient of A to some nonzero value. This 
reconstructs the desired object wavefront at angle Ws • 

In order to control these 3 complex coefficients, we need a minimum 
of 6 independent variables to adjust.t Each exposure of the form 
equation (9) has 2 variables to adjust, f3n and Yn. Thus, we need a 
minimum of 3 subholograms. 

The equations which must be satisfied are 

N-1 

2: exp (jyn) = 0 (lOa) 
n-O 

N-1 

2: exp (jy n - if3n) ~ 0 (lOb) 
n-O 

N-l 

2: exp (jyn + jf3n) = 0, (lOc) 
n-O 

where N = 3 is the minimum value. Equation (lOa) can be satisfied 
if for the yn'S we simply pick the N roots of exp (jO) according to the 
well-known theorem of De Moivre, that is, 

'Yn = 
o + 21!11, 

N 

t There is always a possibility that the equations for these three complex co­
efficients are not themselves independent, and that as a consequence only four 
independent variables are required to control them. In order to rule out this case, 
we let N = 2 in equations (10) and define 8n == exp (hn) and Zn == exp (j{3n). 
Equations (10) then reduce to 80 = -811 80*(Zo - Z1) ~ 0 and 80(Zo - Zl) = O. We 
see that these equations cannot be satisfied simultaneously. 
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where n = 0, 1, 2, ... N - 1. If we then set /3n = ,,/n, equations (lOb) 
and (10c) are then automatically satisfied. 

As an example, for the minimum number of subholograms N = 3, 
we may pick () = 0 without loss of generality since the absolute phase 
of the reference beam is unimportant. Then we have from De Moivre's 
theorem ,,/0 = /30 = 0, "/1 = f31 = 217"/3, 1'2 = /32 = %/3. Thus, for 
three sub holograms we shift the reference beam and grating producing 
electrical carrier phase by 1200 
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A Sliding-Scale Direct-Feedbacl( 
PCM Coder for Television 

By EARL F. BROWN 

(Manuscript received December 19, 1968) 

A sliding-scale coder for television signals was built which extends the 
J'ange of the quantizing scale by processing the input signal twice when 
the input signal exceeds a prescribed threshold. On the second pass the 
quantizing range is effectively moved outward to reduce the errors in coding 
large signals. Double processing nearly triples the number of quantizing 
levels of a basic three-bit coder. Measurements of the number of extra bits 
required, that is, those in excess of three-bits per sample show that they 
may be accomodated on a three-bit per sample transmission channel by 
reducing the sampling rate five percent. The experimental coder generates 
19 quantizing levels. Its performance approaches that of a seven-bit pulse 
code modulation coder. Busyness or streaking, common to most three-bit 
differential type coders, is eliminated. Acceptable pictures are reproduced 
with ±5 dB changes in the input signal's range. Over this range the signal­
to-noise ratio of the reproduced pictures varies from 47 dB to 54 dB and 
the rise-time of a regenerated step-signal varies from 1 microsecond to 1.45 
microsecond when the input signals rise-time is limited to 1 microsecond. 

1. INTRODUCTION 

Differential, direct-feedback, and delta-modulation pulse code mod­
ulation systems take advantage of the television viewer's tolerance to 
brightness errors, especially in high detail areas of the picture.1

-
5i< 

Analog signals must be quantized into a finite number of levels for 
conversion to digital signals. This quantization introduces errors in 
the reconstructed picture. These errors are lumped together under the 
name of quantizing noise which for differential pulse code modulation 
(PCM) systems is a function of the quantizer step size (s), the sam­
pling rate, channel capacity, and filter characteristics. Quantizing 
noise may be classified into six visually subjective catagories: granular 

* This family of coders are hereafter referred to as differential coders. 
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noise, streaking, contouring, slope-overload, edge-busyness, and edge­
stepping. 

Granular noise is a high frequency noise, caused by individual sam­
ple errors, whose visibility is increased by amplitude differences from 
frame to frame. Contouring produces brightness steps in flat regions 
of the picture. Both of these defects may be decreased with proper 
filtering and decreasing the smaller step sizes. A reduction in contour­
ing is usually made at the expense of increased granular noise. 

Streaking results from mistracking between the coder and the de­
coder. The length is determined by the decoder's time constant. 

Slope-overload, edge-busyness, and edge-stepping occur at large 
brightness boundaries which are not parallel to the scanning lines. 
These defects become increasingly visible as the brightness boundaries 
approach the vertical. Slope-overload appears as a smearing effect. 
This may be reduced by increasing the step size for large difference 
signals at the expense of increasing edge-busyness and edge-stepping. 
Edge-busyness appears as relatively large brightness errors jumping 
back and forth along the scanning line. This defect results from large 
errors at brightness boundaries whose jitter is increased with frame­
to-frame amplitude differences and when the sweep rates are not 
locked to the digital processing rates. Edge-stepping appears as dis­
continuities in brightness boundaries because of amplitude differences 
along the continuum. This defect appears to crawl up and down the 
boundary when the sweep rates are not locked to the digital processing 
rates. 

Some or all of these defects may be reduced, if not eliminated, 
through one or more of the following procedures: 

(i) Companding the signal, 
(ii) Increasing the number of levels and length of PCM words, and 
(iii) Increasing the sampling and bit rate. 
When the bandwidth and bit rate are fixed, more sophisticated tech­

niques are required such as: 
(i) Optimizing sampling rate or coder processing rate as a function 

of spatial frequency, 
(ii) Adding levels as a function of slope amplitude. 
(iii) Efficiently using time slots such as redundant signal areas and 

blanking periods. 

Two types of sliding-scale differential coders were simulated on a 
computer.6 The excellent results obtained in the simulation encouraged 
the building of a real-time sliding-scale coder. 
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The real-time sliding-scale coder was designed to process the input 
signal twice and introduce additional levels when the input signal ex­
ceeded a threshold. Double processing can increase the number of 
effective levels in a three-bit system to 22 at a moderate increase in 
circuit complexity. The additional information may be handled by 
reducing the sampling rate; or the additional information could be 
transmitted during the blanking period or in place of redundant signal 
components. 

The experimental coder was limited to 19 levels. Its performance 
approached that of a 7 -bit straight PCM coder. Slope-overload, edge­
stepping, and granular noise were minimized. Edge-stepping was just 
perceptible when the sweep rates and the digital processing rates were 
unlocked. Edge-busyness and contouring were eliminated. Input signals 
varying over a ±5 dB range produced acceptable pictures. At midrange 
the peak-to-peak signal to root mean square noise was 50 dB; and with 
a 75 percent change in signal level, the rise-time increased from 1 to 
1.15 j.ls. Over the input signal operating range of ±5 dB, a signal-to­
noise ratio of 54 to 47 dB was obtained. Over the same operating range, 
and with a 75 percent change in signal level occurring in 1 j.lS, the rise­
time of the output signal varied from 1 to 1.45 j.lS. 

II. DIRECT-FEEDBACK CODING 

The sliding-scale coder was built around a direct-feedback coder 
configuration. Briefly, direct-feedback coders function the same as 
DPCM coders, but the circuit is arranged to allow greater flexibility of 
filter design. Figure 1 is a schematic diagram of a direct-feedback 
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Fig. 2 - Filter characteristics of a direct-feedback PCM coder. 

coder, and Fig. 2 shows typical filter characteristics. For television 
signals the preemphasis filter H 1 is a differentiating filter. The de­
emphasis filter H 2 is a short time integrator, approximately the in­
verse of H 1. The accumulator filter A in the feedback loop has a long 
time constant. 

The feedback acts like a servomechanism trying to make the aver­
age value of the quantized signal, y, equal to the pre-emphasized in­
put signal, x. The difference between x and y is accumulated in A 
and used to correct the quantized output. 

Figure 3 shows a typical 8-level companded quantizer scale. The 
quantizer is tailored to the observer's perception; that is, fine quantum 
steps are used for small signal errors and coarse steps for large errQr 
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signals. Optimally designed companded quantizers adhere to Max's 
rule for minimum distortion.7 Max states that the decision levels must 
fall midway between the quantizer levels. In such a quantizer the 
error amplitude ranges between plus and minus half a quantum step 
over the range of the quantizer. 

Even so, minimum distortion quantizers of three bits per sample 
or less are subject to considerable noise and are only marginally ac­
ceptable. The sliding-scale coder is an attempt to increase the sub­
jective acceptability of predictive coders. 

III. PRINCIPLES OF THE CODER 

3.1 Transmitter Coder: 

Figure 4a is a block diagram of a sliding-scale direct-feedback 
coder. It has the same functional blocks as a direct-feedback coder 
except for an AND gate and an elastic store. Assume a three-bit coder 
with the quantizer levels shown in Fig. 5. Switches S1 and 82 of Fig. 4a 
are closed at time t1 • The error signal out of the accumulator at time 
t1 is quantized and fed back to the accumulator. If the quantizer out­
put stays within the bounds of decision levels + c and - c, the proc­
essing during that sample period is complete and one word describing 
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Fig. 3 - Typical eight-level companded quantizer scale. 
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Fig. 4 - A sliding-scale direct-feedback PCM coder. 

the error signal is generated. If decision levels +d or -d are gener­
ated they are also fed back to the accumulator; they reduce its error 
signal. In addition, levels +d and -d are used to open the AND gate. 
A pulse then passes through the AND gate at time t2 closing switch 
82 during the same sample period. In so doing, the output of the ac­
cumulator, already coarsely corrected by level +d or -dJ has a fine 
correction applied to it during the sample period. 

When levels +d or -d are generated, two words are produced in 
one sample period. To facilitate a uniform transmission rate the words 
are fed into an elastic store which feeds the transmission channel at 
a constant rate. The sampling rate may be reduced by an amount pro­
portionate to the number of additional words so as not to exceed the 
channel bit rate capacity. When the sampling rate is reduced, the cut­
off frequency of the low-pass filter must be reduced proportionately so 
as to reduce the effects of foldover (aliasing) and granular noise. 

3.2 Receiver Decoder 
Figure 4b is a functional block diagram of the receiver decoder. 
The output of the receiver elastic store is applied to the digital-to­

analog converter. When a +d or -d level is detected by the digital-to­
analog converter, a second word is taken out of the elastic store during 
that sampling period. The output of the decoder after integration by 
filter H2 is a replica of the input analog signal at the transmitter. 
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3.3 Quantizer Levels 
The technique of double processing the error signal may be 

thought of as one operation in which the quantizing scale's midpoint 
may occupy one of three positions: centered around zero, +d, or -d. 
Thus the midpoint of the quantizer scale slides up and down the 
scale as a function of the amplitude of t.he accumulator's error signal. 
For an 8-level quantizer six levels are available when the midpoint of 
the scale is centered around zero and 8 each when centered around 
level +d or -d as illustrated in Fig. 5b. For a three-bit coder operat­
ing in this mode, 22 levels are available during one sample interval 
if level +d,-d is counted twice. Although the quantizing scale of 
Fig. 5b is not optimized, it is adequate for most television applications. 
The effectiveness of all 22 available levels may be increased by addi­
tional companding of the error signal, approximately the inverse of 
the initial companding, on the second pass. 
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Fig. 5 - Quantizing scales: (a) an eight-level companded quantizing scale; 
(b) typical levels of a sliding-scale coder derived from the eight-level quantizing 
scale. 
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A general expression for the number of effective quantizer levels 
in a sliding-scale coder is 

(1) 

where 2n is the number of levels the quantizer can generate, K is the 
number of levels which causes a double processing, and 2m is the num­
ber of levels used when the midpoint of the quantizer scale is shifted 
from zero and where m usually equals n. 

IV. EXPERIMENTAL SLIDING-SCALE CODER 

Figure 6 is a block diagram of the experimental coder. This is a 
direct-feedback coder with the sliding-scale features added to it. This 
arrangement of the sliding-scale coder was used to increase its ex­
perimental versatility. The elastic stores were omitted since they do 
not directly relate to the quality of the picture if they have suf-
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ficient capacity. The design procedure of Brainard and Candy was 
followed for the direct-feedback coder.3 

Two feedback paths were used, one for coarse and one for fine 
quantized levels. Several switches were used to control the timing 
of the operations. Each switch was closed for 50 ns with a 50 ns 
space between successive operations so that all operations were com­
pleted in the sampling period of 0.5 ","s. 

The companded quantizing scale for the experimental coder is shown 
in Fig. 7. The fine quantizer was designed with seven levels. Level a 
was set at zero volts. The five inner levels a, ±b, and ±c satisfied 
Max's first rule for minimum distortion. The two outer levels, +d 
and - d, of the fine quantizer were assigned the same code words as 
the two coarse quantizer levels, +d' and -d'. (Notice that in Section 
III levels +d and -d, and +d' and -d', respectively, have the same 
value). 

The decision levels for +d and -d were set slightly higher than the 
decision levels for +d' and -d'. Thus code words for levels ±d' will 
always preceed the code words for levels ±d. This permits the receiver 
to identify and assign the correct level to the d words. Although the 
optimum quantizing scale was not determined, some information in 
this direction was obtained. The coder was not sensitive to changes in 
the fine quantizing scale when the +d and -d levels did not exceed 
ten percent of the peak input signal. The coarse levels +d' and - d' 
prefer to be slightly more than twice the value of +d and - d. 

Examination of the quantizing scale, Fig. 7, shows that the 19 levels 
are not efficiently used. For instance, levels +d' ±b and -d' ±b pro­
duce substantially the same results as the ±d' +a level with signal 
changes of this magnitude. Therefore, the effective number of levels 
is more like 15 instead of 19. Since excellent results were obtained with 
the fifteen "effective" levels the techniques which would permit the 
effective use of all 19 levels were not tried. 

v. LARGE SIGNAL CHANGES 

5.1 Frequency of Occurrence 

The frequency of occurrence of the two outer levels, ±d', was meas­
ured for the two still pictures shown in Figs. 8a and c. The results are 
listed in Table I for three levels of input signal. Picture A refers to the 
picture shown in Fig. 8a and Picture C to the picture shown in Fig. 8c. 
The position of levels ±d' for picture A is shown in Fig. 9 for three 
levels of input signal. 
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feedback PCM coder. 

5.2 Capacity of Elastic Store 
The data of Table I provide a measure of the size of the elastic 

store that is required. Assuming that the average proportion of large 
changes per picture is the same as the average proportion for each 
line, an elastic store with a capacity of ten percent of the bits per 
line would be adequate to handle the three signal levels listed in Table 

TABLE I-FREQUENCY OF OCCURRENCE OF LEVELS ±d' IN 

PERCENT OF TOTAL CHANGES FOR THREE INPUT 

SIGNAL LEVELS 

Picture A Picture C 
Change in 
signal level 

-d' +d' Total -d' +d' Total 

+5 dB 4.6 4.7 9.3 5.8 4.7 10.5 

o dB 1.1 1.2 2.3 1.6 1.8 3.4 

-5 dB 0.4 0.6 1.0 0.4 0.4 0.8 
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Fig. 8 - Photographs of television pictures bandlimited to 1.0 MHz: (a) high 
detail picture without coding, (b) high detail coded picture with optimum input 
signal level, (c) low detail picture without coding, and (d) low detail coded pic­
ture with optimum input signal level. (The scan lines and printing screen in Figs. 
8 through 11 cause moire patterns that are not in the originals.) 

1. If the average number of large changes per line exceeds ten per­
cent, the coder degrades to an eight-level coder. This "graceful" 
degradation occurs at the edge of the picture which in most cases 
will not be noticed. 

VI. EVALUATION OF CODER 

6.1 Coder Environment 

The signal source was a television system consisting of a 275 line, 
2: 1 line interlaced picture, displaying 30 frames per second. The tele­
vision signal was bandlimited to 1 MHz and sampled at a 2 MHz rate. 
The transmission bit rate was 6 MHz with 3-bits per sample. The pic­
ture display was 5i inches by 5 inches and was viewed from 3i 
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Fig. 9 - Television pictures showing where ±d' occurred for input signal 
level changes of -5dB, OdB (optimum input level), and +5dB. 

feet. The peak luminance was 70 foot lamberts and the room illumina­
tion was 100 foot candles. 

6.2 Picture Material 

Two types of still pictures (see Fig. 8) were used for the subjective 
evaluation; one with great detail and one with little detail. Evalua­
tions were obtained for input signals which varied over a ±5 dB range. 
Figs. Sa and c show the uncoded pictures passed through the same 
low-pass filters as the coded pictures. Figs. 8b and d show coded 
pictures at the optimum input signal level. Fig. 10 shows the detailed 
picture with a -5 dB(a) and a +5 dB(b) change in input signal. 

Photographs should be used with care in evaluating television pres­
entations. Long exposures of photographs, compared with television 
frame time, will integrate noise and motion defects out of television 
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pictures. The photographs of Fig. 8 may be compared except for the 
granular noise defects which appeared in Figs. 8b and c. The granular 
signal-to-noise ratio of these two pictures was 50 dB. Fig. lOa shows 
some of the effects of granular noise that appeared in the television 
picture. For this picture the input signal was reduced 5 dB from the 
reference level and had a granular signal-to-noise ratio of 47 dB. 
Fig. lOb illustrates slope-overload defects which occurred when the 
input signal was increased by 5 dB from the reference value. This 
defect is most apparent in the young woman's blouse. The granular 
signal-to-noise ratio in this case was 54 dB. 

6.3 Evaluation 
Evaluation of the coder using live subjects indicated that the defects 

listed in this section were more severe for the two still subj ects. 
Therefore only the still subjects were used in the evaluation. 

The six types of noise associated with differential type PCM coders 
were evaluated. The six types of noise are: granular noise, streaking, 
contouring, slope-overload, edge-busyness, and edge-stepping. These 
were evaluated subjectively by the author, except for slope-overload. 
The subjective evaluation was conducted on pictures when the sweep 
rates were locked to the digital processing rates and when they were 
not. 

Contouring, edge-busyness, and streaking were not perceptible in 
either picture whether or not the sweep rates and the digital processing 
rates were locked. However, when the ratios between the outer levels, 

Fig. 10 - Detailed coded picture at two input signal levels: (a) decrease of 
5 dB from optimum; (b) increase of 5 dB from optimum. 
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+d' and -d', and the inner levels were different between the trans­
mitter and receiver, streaking did occur. The threshold for streaking 
permitted a difference in ratios of ±4 percent. Worst case transmission 
errors which occur in the d' and - d' words produce an error signal 
which decays exponentially to zero in 6 p,s and appears as a streak 
about 0.05 inches long on the picture. The photographs in Fig. 11 
show the effect of an error locked to the line rate in a -d' and a +d' 
word. 

Edge-stepping was not perceptible when the sweep rates and the 
digital processing rates were locked. When they were unlocked, edge­
stepping was just perceptible at large brightness boundaries. 

Slope-overload was measured objectively. A slide which provided a 
75 percent white to black transition along the scanning lines was placed 
in front of the camera. An oscilloscope was used to measure the transi­
tion time from white to black for several input levels at the input to 
the monitor. The results are shown in Fig. 12 and a typical waveform 
shown in Fig. 13. The rise-time varied from 1.0 to 1.45 f-tS over a 12.5 
dB range of input signals, where the input signal was limited to a rise­
time of 1.0 ""s. At the optimum input signal level (0 dB), the rise-time 
increased to 1.15 ""s. There was no measurable difference in the slope 
response when the sweep rates and the digital processing rates were 
unlocked. 

Granular noise was measured subjectively by comparing the coded 
picture with an uncoded picture to which gaussian noise had been 
added. The granular noise resulting from coding was a high frequency 

Fig. 11- Effect of transmitting erroneous ±d' word when the erroneous 
word is locked to the scanning rates: (a) -d' error, (d) +d' error. 
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Fig. 12 - Measurements of signal-to-noise ratio and slope-overload as a func­
tion of input signal level for the sliding-scale coder. 

noise occurring at or near the sampling rate. Since the gaussian noise 
occupied the full band, some subjective weighting was necessary. The 
uncoded picture with added noise was passed through the same low­
pass filters as the coded picture. The two pictures with equalized con­
trast were alternately switched onto the monitor and the added noise 
adjusted until they were judged subjectively equal. The signal-to­
noise was measured in terms of peak-to-peak signal to root mean 
square noise on the uncoded picture with added noise. The results are 
shown in Fig. 12. The equivalent signal-to-noise of the two test pic­
tures was substantially the same, ranging from 47 dB to 54 dB over an 
input signal range of 10 dB. With the input signal level optimized 
(0 dB) the equivalent signal-to-noise was 50 dB. The signal-to-noise 
of a companded 3-bit differential pulse code modulation coder, using 
the same measuring technique, was 45 dB. When the picture sweep 
rates and the digital processig rates were unlocked, the signal-to-noise 
was decreased by 3 dB. This decrease in signal-to-noise is caused by 
sampling position differences from frame to frame at the smaller 
brightness boundaries. 

VII. CONCLUSIONS 

This experiment, with the sliding-scale coder, demonstrated that 
15 "effective" levels are sufficient to produce a high quality television 
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Fig. 13 - Waveform response to a 75 percent change in brightness level when 
bandlimited to 1.0 MHz: (a) analog response; (b) response of sliding-scale coder. 

picture with a small increase in circuit cost and complexity. The 
increase in circuit cost and complexity is offset by the double process­
ing technique which reduces the requirements on the number of 
threshold and quantizing circuits. 

The most significant improvement offered by the sliding-scale coder 
is in the rendition of the subj ectively critical large brightness changes. 
The coder performance approaches that of a seven-bit PCM system. 

A reduction in the sampling rate of about five percent permits the 
sliding-scale coder to nearly triple the number of quantizer levels 
without an increase in channel bit rate. 
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