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Choose a constant 0 in the range 0 < 0 �~� !. Compute g(Pk , Ek , 1). 
If g(pk , Ek , 1) < 0, choose ctk < 1 so that 0 �~� g(Pk , Ek , ctk) �~� 1 - 0 
(it has been shown that this choice is always possible). If g(Pk , ETc , 1) 
�~� 0, choose ctk = 1. 
It can be seen from this description that the method requires elaborate 

computations and ctk must be determined on a trial and error basis when 
g(Pk , Ek , 1) < o. It is therefore difficult to use this method in a receiver. 

APPENDIX C 

Proof of Proposition 2 

In this Appendix, we prove Proposition 2. Consider first k t Xl . 
Since ctk = 0 when k t Xl , we have Pk+l = Pk and 

00 

= E£yEk - 2E£v + L �q�~� 
h=-oo 

- [E:.,YE,., - 2E:+ 1v + �}�;�~� q:} (100) 

From equations (57) and (38) 

(101) 

Substituting equation (101) into equation (100), we rearrange the 
resulting equation into the form 

(102) 

where I is the identity matrix. Let the eigenvalues of y be denoted, in 
the order of decreasing magnitude, by Ai , i = 1 to 2N + 1, so that 

(103) 

It can be shown that y is positive definite; hence, 

i = 1 to 2N + 1. (104) 

Let U i , i 1 to 2N + 1, be a set of orthonormal eigenvectors of 
y. Let 

(105) 
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That is, the ith column of Q is U i • From well-known matrix properties, 

y = QDQ' (106) 

where D is a diagonal matrix whose ith diagonal element is "i . Further­
more, 

QQ' = 1. (107) 

Substituting equations (106) and (107) into equation (102), one can 
write 

2N+1 
.18k = 4{3k L (1 - {3k"i)[(yEk - V)'U;]2. (108) 

i=l 

If {3k satisfies equation (62), we can write 

1 - {3k"l ~ P 1 > O. (109) 

Then, from equations (103), (108), and (109), we have 

2N+1 
.18k ~ 4{3kP1 L [(yEk - V)'U;]2. (110) 

i=l 

It can be shown from equations (38), (107), and (105) that 

[a]' [ a ] 2N+1 2 
aE 8(Pk , Ek) aE 8(Pk ,Ek) = 4 t; [(yEk - v)'u;] . (111) 

Comparing equations (110) and (111) gives 

II. e, ;;;; (j,P. [a~ e(p, , E,) ] '[a~ e(p, , E,) 1 (112) 

Now we have the conclusion: 

Conclusion 1. If equation (62) holds, .18k is bounded below by equation 
(112) which shows that ~8k is positive and approaches zero only when 
the partial derivatives (a/aE)8(Pk , Ek) approach zero. 

The above is for k t Xl . Next we consider k t X 2 • Since (3k = 0 when 
k t X 2 , we have Ek+1 = Ek . From equations (58) and (22) 

where 

.18k = 8(Pk' Ek) - 8(Pk+1 , Ek), 

Vk = exp (- jPk)Y + exp (jPk)V, 

Vk + 1 = exp (- jPk+1)Y + exp (jPk+1)V, 

(113) 

(114) 

(115) 
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From equation (56) and the two equations above, 

v, = V'H = {I - cos [a, ;p S(p, , E,) ]}[exp (-jp,)",,+ exp (jp,)v] 

- j sin [a, ;p S(p, , Ek) Jrexp (-jP,)l} - exp (jp,)vj. 

(116) 

The vectors tt and v are defined in equation (37) and their elements 
are defined in equations (34) and (35). It can be seen from equations 
(34) and (35) that the elements of tt and v are complex numbers. Let 
l' be written as 

tt = ~ + j{ (117) 

where the elements of ~ and { are real numbers that can be determined 
from equation (34). Comparing equation (35) with equation (34), we 
see that the elements of v are complex conjugates of those of tt. Hence 
v can be written as 

v = ~ - j{. (118) 

Substituting equations (117) and (118) into equation (116) and then 
substituting the resulting equation into equation (113), we obtain after 
some steps, 

d Sk = 4{ cos [a, :p S(p, , Ek)] - 1 }[E~~ cos p, + El { sin p,j 

- 4 sin [a, :p S(p, , E,)] [E~ { cos p, - El~ sin p,j. (119) 

From equations (36), (117), and (118), 

:P 8(Pk ,Ek) = 2jE,( exp (- j Pk)tt - exp (jPk) v) , 

= 2jEfc( - 2j sin Pk~ + 2j cos Pk{) , 

= 4[Ek~ sin Pk - E,{ cos Pk]. (120) 

It is clear from equation (56) that, if (a/ap)8(Pk ,Ek ) = 0, then PH1 = 
Pk and from equation (115), A8k = O. So we need to evaluate A8k only 
for (a/ap)8(pk , Ek) ~ O. It can be seen from equation (120) that, when 
(a/ap)8(Pk , Ek) ~ 0, E,~ and E,{ cannot be simultaneously zero. Hence, 
we can define a quantity 
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-1 E~{ 
cf> = tan E~~ 

1101 

(121) 

(122) 

From equations (121) and (122), equation (120) can be rewritten as 

aa
p 

8(pk , Ek) = 4C sin (Pk - ¢). (123) 

Substituting equation (123) into equation (119), using equations (121) 
and (122), and rearranging, we obtain, after a number of steps, 

.18k = 4C{ cos [Pk - cf> - 4Cak sin (Pk - cf»] - cos (Pk - ¢)} (124) 

or 

.18k = 8C sin [Pk - ¢ - 2Cak sin (Pk - ¢)] sin [2Cak sin (Pk - cf»]. (125) 

It may be assumed that 0 ~ Pk - cf> ~ 271" (a factor of 271" or its mUltiple 
can be dropped). Since (a/ap)8(Pk , Ek) ~ 0, Pk - cf> cannot be 0,71", or 
27r [see equation (123)]. Hence, we have either 

o < Pk - cf> < 71" (126) 

or 

71" < Pk - cf> < 27r. (127) 

We shall consider equation (126) first. 
As can be seen from equation (56), the constant ctk determines the 

size of each adjustment (note that ctk > 0 is required so that the ad­
justments will be made in the negative gradient direction). We wish 
to determine the permissible range of ctk , that is, to determine a number 
o such that .18," > 0 for every ctk in the range 0 < ctk < o. It can be 
shown from equations (124) and (126) that 0 can only be as large as 
1/2C; hence, the permissible range of ctk is 

1 o < ctk < 2C· 

From equations (128) and (126), we obtain 

o < 2Cctk sin (Pk - cf» < 1. 

It can be easily shown from equation (129) that 

(128) 

(129) 

sin [2Cctk sin (Pk - c/»] > 1. 4Cctk sin (Pk - c/» > O. (130) 7r 
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It can be shown from equations (126) and (128) that [Pk - ¢ - 2Cak sin 
(Pk - ¢)] must be in the range 

(131) 

or in the range 

~ < [Pk - ¢ - 2Cak sin (Pic - ¢)] < 7r. (132) 

When equation (131) holds; 

sin [Pk - ¢ - 2Cak sin (Pk - ¢)] ~ ~ [Pk - ¢ - 2Cak sin (Pk - ¢)]. 
7r 

(133) 

Combining (133) and (130) and using equations (125) and (123), we 
obtain, after some simplification, 

L'> &, > !~. [2 - 4Ca,{:p &(p, , E,) l (134) 

It can be shown in a similar manner that when equation (132) holds, 

8Ca~ [a J2 
Ll Sk > ---:;;x- a P S(Pk ,Ek) . (135) 

It has been shown from equations (126) and (128) that either equation 
(134) or equation (135) holds. In a similar manner, it can be shown 
from equations (127) and (128) that either equation (134) or equation 
(135) holds. Thus, we have the conclusion: 

Conclusion 2. When equation (128) holds, either equation (134) or 
equation (135) holds. Physically this means that, when equation (128) 
holds, ASk is positive and approaches zero only when (ajap)S(pk' Ek) 
approaches zero. 

It is not easy to determine whether equation (128) is satisfied in 
. practice because the constant C depends on Ek , ~, and { and is some­
what difficult to compute. Hence, we wish to replace equation (128) 
with inequality (63) in Proposition 2. 

From the definition of Vk in equation (114) and from equations (117) 
and (118), we can write 

2E~Vk = 4[cos Pk]E~~ + 4[sin pdE~{. (136) 

From equations (136) and (22), one can show that 
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where 

00 

Lk = E:yEk + L q~. h=-oo 
Note that the terms E~yEk , L~=-oo q~ , E~~, and E~{, in equation (137) 
are independent of p. Furthermore, equation (137) holds for all Pk' 
Letting Pk = 0 in equation (137), we obtain 

Lk - [8(Pk, Ek)]Pk=O = 4E~F, (138) 

where [8(Pk , Ek)]Pk=O is 8(Pk , Ek) evaluated at Pk O. Since 8(Pk , Ek) 
~ 0 for all Pk , we have from equation (138) 

Lk ~ 4E~~. (139) 

It can be shown from equation (22) that 

[8(Pk' Ek)]Pk=O < 2Lk . (140) 

From equations (140) and (138), 

-Lk < 4E~~. (141) 

From equations (139) and (141), 

(E~~)2 ~ l6L~. (142) 

We have obtained equation (142) by letting Pk = 0 in equation (137). 
If we let Pk = 7r/2 in equation (137), we obtain, in a similar manner, 

(E~{)2 ~ 116L~. (143) 

From equations (142), (143), and (122), 

C ~ 2(~)t Lk . (144) 

Using sampling theory, we can verify that 

L, ~ 21,,[( 8'(/) dll, + 210 ( q'(/) dt (145) 

where [f::oo S2(t) dt]Ek is J::oo S2(t) dt evaluated at E = E k • 

It can be seen from equations (144) and (145) that, if equation (63) 
holds, equation (128) is satisfied. Thus, we have the conclusion: 

Conclusion 3. When equation (63) holds, equation (128) holds and, 
from Conclusion 2, either equation (134) or equation (135) holds. Hence, 
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when equation (63) holds, ASk is positive and approaches zero only when 
(a/ap)S(pk' Ek) approaches zero. 

N ow, let us summarize the results presented in this appendix. It has 
been shown that when equation (62) holds in Xl , ASk is bounded below 
by equation (112) (see Conclusion 1). It has also been shown that when 
equation (63) holds in X 2 , ASk is bounded below by either equation 
(134) or equation (135) (see Conclusion 3). It is seen from the lower 
bounds in equations (112), (134), and (135) that ASk is positive and 
approaches zero only when the partial derivatives approach zero. Since 
Xl and X 2 each contain an infinite number of k's and since the mean­
square error S cannot reduce without bound, S must converge to a 
stationary point. This proves Proposition 2 in Section VI. 
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A General Approach to Twill-T Design arId 
Its Application to Hybrid Integrated 

Linear Active Networl(s 

By G. S. MOSCHYTZ 
(Manuscript received January 2, 1970) 

In this paper we approach twin-T design with a view to controlling the 
sensitivity of the transmission zero with respect to component variations, 
according to criteria that are of particular interest in the design of hybrid 
integrated linear active networks. We give design examples and derive 
conditions that relate null depth and component characteristics with ex­
pected zero displacement in the s-plane. 

I. INTRODUCTION 

In 1934, H. W. Augustadt invented the twin-T network while carrying 
out investigations for an economical rectifier filter for phonograph 
amplifiers. I The two main fields of application of the twin-T network 
were introduced in 1938 by H. H. Scott who discussed its uses as a 
feedback network to obtain highly selective amplifiers and stable 
oscillators.2 In the following years the circuit was thoroughly analyzed 
in the unloaded statea

-
6 and, later, in the loaded state when driven from 

a nonideal voltage source.7
-

9 Consideration was also given to the net­
work's selectivity properties and to the effects of loading and network 
asymmetry.IO-12 In the early 1960s, a somewhat new application was 
introduced for the twin-T when synthesis methods based on root locus 
techniques were developed to employ the twin-T as a compensation 
network in dc servo systems. la

-
15 These investigations were limited to 

the symmetrical twin-T with fixed source and load resistances. They 
were later expanded to include wide ranges of source and load imped­
ances l6 and to provide prescribed pole-zero locationsl7 using parameter 
plane techniques. 

Recently, with the advent of linear integrated circuits, interest 
in the twin-T network has been revived yet again, this time by network 
theoreticians attempting to generate, by RC network synthesis tech-

1105 
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niques, a still wider range of pole-zero configurations than had hitherto 
been possible. 1

s-
21 At the same time, numerous methods of active RC 

filter synthesis were developed that rely on the basic frequency char­
acteristics of a twin-T network or modifications thereof, to provide the 
required filtering properties. 22

-
3o These methods depend, for their fre­

quency stability on the stability of the twin-T network. To ensure a 
very high degree of stability the twin-T has been realized by tantalum 
thin film components and then combined with silicon integrated active 
circuits to produce hybrid integrated filter networks.31 In applications 
of this kind null frequency and null depth tuning procedures become 
very critical, particularly because thin film resistors can only be ad­
justed in the increasing direction; furthermore the null characteristics 
(gain and phase) become more important than in more conventional 
applications, and adjustments of these characteristics should not only 
be possible but also simple. It is with respect to these problems that the 
twin-T network is reexamined once again here. 

The requirement that the six components of a twin-T network provide 
a perfect null, that is, a pair of imaginary zeros, at a particular fre­
quency imposes only two design constraints on the network. A third 
results from the impedance scaling factor chosen for the network. Thus, 
three parameters remain to be chosen by whatever criteria seem most 
important for a given application. J\1ost often circuit simplicity domi­
nates this choice, resulting in the symmetrical twin-To In other instances, 
practical considerations requiring that either all the resistors or all the 
capacitors be equal will determine the choice. In those cases where the 
network is synthesized to provide other than standard pole-zero loca­
tions, no choice exists at all, since all the network parameters are 
generally accounted for. 

In this paper, \ve select the three unconstrained design parameters 
in such a way as to control the null characteristics of the twin-T ac­
cording to criteria of particular importance in the design of linear active 
networks. In such networks the twin-Tis generally part of a positive 
or negative feedback configuration whose closed loop poles are closely 
tied to the open loop zeros on the jw-axis. The latter are generated by 
the transmission null of the twin-T network. The higher the Q of the 
network, the closer the tie between the closed loop poles and the open 
loop zeros and, consequently, the more critical the sensitivity and sta­
bility of the twin-T transmission null. To obtain a measure for both, 
the zero sensitivity functions for the commonly used and for the general 
twin-T configurations are derived first. By selecting the three design 
parameters remaining in the sensitivity functions of the general twin-T 
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appropriately, it is found that a relatively wide range of sensitivity 
criteria can be met. Some of these are useful in contributing to the 
overall stability of an active feedback network incorporating a twin-To 
Others are of interest in considerations pertaining to useful frequency 
and null depth tuning strategies in the vicinity of a perfect twin-T null. 

To guarantee stability, conditions are also derived here that prevent 
the twin-T transmission zeros from drifting to the right half s-plane. 
This implies a maximum permissible null depth of the twin-T that can 
be expressed in terms of the twin-T design parameters and the tempera­
ture and aging characteristics of its components. 

II. ClReDl'!' ANALYSIS OF THE GENERAL TWlN-T 

The voltage transfer function of the general twin-T shown in Fig. 1 
is given by the ratio of two third-order polynomials, namely 

where 

and 

E2 = T(s) = N(s) = 1 + als + a2s
2 + a~i 

EI D(s) 1 + bls + b2s
2 + b3s

3 (1) 

al = R3 (Cl + C2), (2a) 

a2 = R3(Rl + R 2)ClC2 , (2b) 

a3 = RlR2R3ClC2C3 , (2 c) 

bl = R3(Cl + C2) + R2C2 + R l(C2 + C3), (2d) 

b2 = R3[RlC3 (Cl + C2 ) + (Rl + R 2)C1C2 ] + R 1R 2 C2C3 , (2 e) 

b3 = RlR2R3ClC2C3 = a3 , (2f) 

s = (Y + jw. 

The null, or transmission zero, of the twin-Tis defined by the roots 

Fig. I-General twin-T network. 
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of N(s) on the imaginary axis. Thus for 

N(s) I.-i'" = 0 (3) 

the null frequency or conjugate complex transmission zeros Zt.2 = 
±jWN are obtained. 

Using the substitutions 

C C1C2 
• = Ct + C2 I 

(4a) 

Cp = Cl + C2 I (4b) 

R, = Rl + R2 I (4 c) 

R RIR2 
p = Rl + R2 I 

(4d) 

the following two conditions for the twin-T null frequency result from 
equation (3) 

(5) 

and 

Ca Cp 

Ra = Rp' (6) 

These can be combined as follows 

2 1 1 
CJJN = R1R2CaCa R.RaC1C2 

(7) 

Thus, for a perfect null the transmission zero of each of the two bridged­
Ts obtained by disconnecting Ra and Ca , respectively, of the twin-T 
(see Fig. 2) must be equal. This fact has been used to develop a 2-step 
tuning method for the twin-T.32 Substituting equations (5) and (6) 
into equation (1) gives the transfer polynomials of the nulled twin-T 

(8) 

and 

D(s) = ~r (s + R,~J[s' + (",!R1C, + Cl~,)s + "'; J. (9) 

The open-circuit impedance matrix of the perfectly nulled twin-T 
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0---.,1 1--( -+--II ( 0 

Cj 

(al (b) 

Fig. 2-Bridged-T networks derived from general twin-T shown in Fig. 1, whose 
natural frequencies coincide with twin-T null frequency. (a) Rz disconnected; 
(b) C3 disconnected. 

is given in Appendix A. The voltage transfer function follows from equa­
tions (8) and (9), namely 

(10) 

where WN is given by equation (7), 

(11) 

and 

2R GIl 1 ( 2o-N = WN 1 a + RaG
l 

= R
2
G

a 
+ R3Gl 

• 12) 

Inspection of equations (8) and (9) shows that the two third-order 
polynomials of the transfer function of a general twin-Tare simplified 
by one degree due to pole-zero cancellation when the conditions for a 
perfect null are satisfied. It is shown in Appendix B that even when the 
twin-T null is not perfect (that is, the transmission zeros are not on but 
only close to the jw-axis») this pole-zero cancellation still takes place, 
provided that RlGl = R2G2 • 

The most frequently used twin-T is structurally (and electrically) 
symmetrical (see Appendix A). For this case (see Fig. 3a) Rl = R2 = 

R, R3 = R12, G1 = G2 = G, Ga = 2G, and the coefficients of equation 
(10) are WN = lIRG,2o-N = 41RG and qN = 1. Another commonly used 
version of the twin-T is the potentially symmetrical configuration (see 
Appendix A). This is obtained by impedance scaling one-half of the sym­
metrical twin-T by some factor p. The resulting twin-T elements are 
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R pR 

(a) (b) 

(e) (d) 

Fig. 3-Frequently used twin-T configurations. (a) Symmetrical; (b) Potentially 
symmetrical; (c) Equal resistors; (d) Equal capacitors. 

(see Fig. 3b) Rl = R, R2 = pR, R3 = pR/(l + p), C1 = C, C2 = C/p, 
and C3 = (1 + p)C / p. The coefficients of the transfer function [equation 
(10)] for this case are WN = l/Re, 20"N = (2/RC)(1 + p)/p and qN = 
!p/(l + p). Notice that for the extreme asymmetrical case for which 
p» 1, qN takes on its maximum value of 0.5. 

Sometimes it is useful to make all the resistors of the twin-T equal. 
This enables one to gang three variable resistors in order to vary the 
null frequency. The twin-T elements are then (see Fig. 3c) Rl = R2 = 
R3 = R, C1 = C, C2 = C/2, C3 = 3C, and the coefficients of the transfer 
function are the same as those of the symmetrical twin-To Similarly, if 
the three capacitors are to be made equal for ganging or other purposes, 
the twin-T elements are (see Fig. 3d) Rl = R, R2 = 2R, R3 = R/3. 
Here again the coefficients of the transfer function are the same as those 
of the symmetrical twin-To 

III. SENSITIVITY OF TWIN -T NULL CHARACTERISTICS '1'0 COMPONENT 

VARIATIONS 

The null or zero sensitivity of the twin-T to variations of any com­
ponent x gives a measure for the degree of change of the transmission 
characteristics in the vicinity of the twin-T null frequency as a result 
of variations of a component x. Referring to the complex frequency 
plane, the zero (or pole) sensitivity gives a measure for the zero (or pole) 
displacement due to an incremental change in the value of the component 



x. It is defined by33 
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sz =~ 
x dx/x 

where z is the complex null frequency of the network. 

1111 

(13) 

The zero displacement dz in the s-plane has a real and an imaginary 
component. It defines a vector or the direction in which a zero (or pole) 
travels from its initial location with incremental changes of a com­
ponent x. Since x and therefore dx/x must be real, the zero (pole) 
sensitivity defines a vector in the same direction as the zero (pole) 
displacement dz. Herein lies the importance of knowing the root (that is, 
pole or zero) sensitivity of a network since it provides insight into the 
stability of a system with respect to the component x that is expected 
to vary the most. It also provides information relevant to network 
tuning since it relates adjustments of any component x to its effect on 
the roots of the transfer function. Conversely, as we shall see later, a 
network can be designed to provide a prescribed sensitivity between 
some parameter of the transfer function such as the displacement of a 
specific transmission zero and the variation of some preselected com­
ponent x. The choice of sensitivity may be such as to result in a network 
that responds to a simplified tuning strategy or whose characteristics 
may be adjusted in a desirable way by the component x. 

The most important characteristic of the twin-T is its behavior in 
the region of the frequency null. In the s-plane this behavior is char­
acterized by the sensitivity of the transmission zero, which is initially 
located on the imaginary axis for a perfect null. The sensitivities of this 
zero, that is, z = jWN , to each of the six components of the general twin­
T have therefore been derived in Appendix C and listed in Table 1. 
In doing so it has been found useful to characterize the general twin-T 
by the following parameters 

R\ 
----

R\ + R 2 ' 

(14) 

C2 

V = C\ + C2 ' 
(15) 

and 

a = :.~ = (~:z:r· (16) 

A and v give a measure for the degree of symmetry of the series elements 
of the twin-T; a relates the series elements to the shunt elements. 



TABLE I-ZERO-SEKSITIVITY FUNCTIONS Fon A GENERAL NULLED TWIX-T 

SiWN = ~_ [ 0(1)] 
R, 2(1 + a?) 1 - A - J ; + aA 

SiWN = ~WN [0{1 }] 
R. 2(1 + (2) A - J ; + a(I - A) 

SkWN = __ aWN 0 

• 2(1 + (2) (1 + Ja) 

where: 

2 1 1 
WN = =--

R1R2Cs C3 R sR3C1CZ 

1 1 
WI = -C = RC R3 P P 3 

SiWN 
C, 

SiWN 
C. 

~[l-V+j(a+~)] 

2(t~v a') [1\ + i{a + (1 ~ v)}] 

SiWN aWN ( j) 
C. 0/1 2) 1 - ; 

R. = RI + R2 ; 

Cs 
C1C2 0 

G\ + Cz ' 

RIR2 
Rp = RI + R2 

Cp = C1 + Cz 0 

WI 
a -

WN 

Cz 
v = C

1 
+ Cz A = RI + Rz ' 
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A useful check for the validity of the expressions in Table I is that 
they must satisfy the following condition for the root sensitivity of a 
passive RC network if the relative resistor and capacitor changes are 
assumed to track33 

L S~; = L S~; = -z. (17) 

Let us now consider the zero sensitivity of the commonly used twin-T 
configurations shown in Fig. 3. 

3.1 Symmetrical Twin-T 

This case is characterized by the parameters WN = 1IRC, a = 1, and 
A = v = 0.5. The resulting zero sensitivity functions are listed in Table 
II, Part 1 and the corresponding zero displacements in the complex 
frequency plane are shown graphically in Fig. 4a*. This diagram also 
demonstrates the realization of the condition for passive RC networks 
given by equation (17). Therefore, by assuming tracking and equal 
but opposite temperature coefficients of the resistors and capacitors, 
temperature drift of the null frequency can theoretically be eliminated 
completely. If tracking of like component variations does not occur, 
the drift displacement due to the symmetrical elements R1 and R2 and 
of C1 and C2 are identical. The displacements due to the shunt elements 
R3 and C3 have approximately the same value but follow a somewhat 
less steep slope. Thus if the twin-Tis being used in a feedback network 
to generate conjugate complex poles in the left half plane close to the 
jw-axis, the stability of the network will be more sensitive to drift in 
the shunt elements than to drift of those in series. 

3.2 Potentially Symmetrical Twin-T 

This case is characterized by the network parameters WN = 1IRC, 
a = 1, and A = v = 1/(1 + p). The resulting zero-sensitivity functions 
are listed in Table II, Part 2. Since they depend on the symmetry coef­
ficient p, some control on the sensitivity can be expected by this coeffi­
cient. Table II, Parts 2a and 2b list the sensitivity functions for the two 
extremes, that is, when p is much larger and much smaller than unity, 
respectively. The corresponding zero displacements are shown in Fig. 
4b. These two complementary cases can be thought of as having evolved 
from the symmetrical case (Fig. 4a) by spreading out the displacement 

* As pointed out earlier, the root sensitivity function given by equation (13) 
defines a differential vector in the complex s-plane. It can be shown that this vector 
lies on the branch of the root locus with respect to a component x that starts at z 
or, in other words, that the root displacement ~z and the root sensitivity have the 
same argument. 
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vectors corresponding to the series components Rl , R2 and C1 , C2 , 

respectively, and leaving the vectors corresponding to the shunt com­
ponents R3 and C3 unchanged. The noteworthy feature of these two 
extreme cases is that they both provide for null frequency adjustment 
(if only over differentially small frequency ranges) by a single com­
ponent, namely by R2 or C2 when p» 1 and by R1 or C1 when p « l. 
Of the two cases, the former is preferable since it simultaneously pro­
vides higher selectivity than a symmetrical twin-T (that is, qN ap­
proaches its maximum value). More will be said about zero-sensitivity 
and its effect on network adjustability in Section IV. 

3.3 Twin-T With Equal Resistors 

For this case WN = 1/RC, a = j, A = !, and Il = -1. The corresponding 
zero-sensitivity functions are given in Table II, Part 3, and the zero 
displacements are shown graphically in Fig. 4c. Since the series resistors 
are equal in this case, the corresponding sensitivity functions are also 
equal. However, the sensitivity function of the shunt resistor is smaller 
in value and flatter in slope, Therefore, in order to shift the null fre­
quency accurately, a high precision ganged 3-resistor potentiometer 
must be used whose resistor values track very closely. 

3.4 Twin-T With Equal Capacitors 

Here we have the design parameters WN = liRe, a = !, A = -1, and 
Il = !. The corresponding sensitivity functions are listed in Table II, 
Part 4. Since this case is the dual of the equal-resistor case discussed 
above, the displacement vectors are negative and conjugate to those 
of Fig. 4c. Generally high precision ganged resistors are more readily 
available than capacitors, so that for variable null-frequency tuning 
purposes this case is less practical than the preceding one. 

IV. NOVEL TWIN-T NETWORKS WITH PRESCRIBED TUNING CHARACTERISTICS 

In the preceding section, the null sensitivity of component variations 
was discussed with respect to the most commonly used twin-T configura­
tions. In this section the expressions for the general nulled twin-T, that 
is, those satisfying only the null conditions given by equations (5) and 
(6), are reexamined in relation to the corresponding zero sensitivity 
functions listed in Table 1. In particular we investigate how the remain­
ing twin-T parameters that are not constrained by the two null condi­
tions can be utilized to modify the dependence of the null character­
istics to adjustments of certain twin-T components in such a way as to 
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Fig. 4-Zero displacements for frequently used twin-T configurations. (a) Sym­
metrical; (b) Potentially symmetrical; (c) Equal resistors. 
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satisfy various tuning strategies that are particularly useful in practical 
applications. 

The dependence of twin-T transmission characteristics in the vicinity 
of the null frequency on variations of any component x are essentially 
determined by the zero sensitivity functions listed in Table 1. Design 
equations for twin-T networks providing a specified dependence of null 
characteristics on the adjustment of a particular component x may, 
therefore, be found by setting corresponding constraints on the zero 
sensitivity functions and solving the resulting equations for the twin-T 
components. Instead of designing a twin-T to a specified dependence of 
transmission characteristics in the vicinity of the null frequency to varia­
tions of a given component x, it therefore suffices for us to design a 
twin-T to a specified zero sensitivity with respect to x. 
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The expressions listed in Table I show that, after the null frequency 
WN has been specified, there are basically three parameters left to deter­
mine in order to design a twin-T to a prescribed zero sensitivity. These 
are the frequency ratio a, the resistor ratio A, and the capacitor ratio v. 
A parameter that sometimes provides clearer physical insight into the 
design of a twin-T than the frequency ratio a is the ratio of series to 
shunt capacitors 'Y, namely 

C. C1 
'Y = - = v-· 

C3 C3 

(18) 

The two parameters are related by the expression 

a = [A(l ~ A))' (19) 

ex has been plotted in Fig. 5 as a function of A with the parameter 'Y. 

The values of 'Y for the common twin-T configurations are included in 
Table II. From the defining equations, the limits on the four twin-T 
parameters are 

O<a< co, (20a) 

O<'Y< co, (20b) 

o < A < 1, (20c) 

O<v<l. (20d) 

A fundamental characteristic of the twin-Tis its ability to reject a 
narrow frequency band centered at the null frequency iN and to pass, 
substantially unattenuated, the frequencies on either side of this band. 
A useful parameter characterizing the selectivity of frequency rejection 
is the inverse damping factor qN [see equation (11)] also known as the 
pole Q. Physically qN is the ratio of the center frequency iN divided by 
the bandwidth at which 3 dB attenuation occurs* (see Fig. 6a). 

It is important, while examining the effects of the parameters listed 
in equation (20) on the zero sensitivity of the twin-T to keep an eye on 
their effect on the twin-T selectivity as expressed by qN • Obviously, 
poor selectivity might be too high a price to pay for any set of controlled 
sensitivity functions. On the other hand, because the twin-Tis a passive 
RC network, the selectivity factor qN only has a narrow range of realiza-

* This definition is only accurate for unloaded twin-T networks such as those 
being considered here. For the case of a loaded twin-T with an unsymmetrical 
frequency response, it has been found more useful to define selectivity as the slope 
of the phase cp at the null frequency, that is, by r(wN) = dc/>/dwl w- w N" 
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bility as it is, that is, 

o < qN < 0.5 

1121 

(21) 

whereby the value 0.25 is realized the most frequently, namely with 
the symmetrical as well as with the equal resistor or equal capacitor 
twin-T configurations. However even within the limited range given 
by equation (21), the difference in actual frequency selectivity can be 
quite significant. This is illustrated in Fig. 6b where twin-T frequency 



1122 THE BELL SYSTEM TECHNICAL JOURNAL, JULY-AUGUST 1970 

o~~------------------------------------------------~ 

BANDWIDTH (BW) 
(/) -3 - - - - - - - - - - -~---------~----~ 
...J 
W 
CD 
U 
w 
o 
~ -6 

I-
:J 
Il. 
I-
:J 
0-9 

(a) 

-12~ ______________ -L ______ ~UL ________ L-______________ ~ 

O.ifN f, fN f2 iO fN 

-20 
(/) 
...J 
W 
CD 

8-3 0 
o 

~ 

~-40 
Il. 
I­
:::> 
o 

-50 

-60 
(b) 

FREQUENCY 

2 
FREQUENCY IN kHz 

34567810 

Fig. 6-Twin-T selectivity. (a) Definition of qNi (b) Frequency response for 
various qN-values . 

. response curves have been plotted as a function of the parameter q.v . 
Expressing qN by the same parameters as are used for the zero sensi­

tivity functions in Table I we have 

a(1 - v)(1 - A) 
qN = a2(1 - A) + (1 - v) 

(1 - v)[')'A(1 - A)]! 
'Y + A(1 - v) 

(22) 
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With equation (22) we can easily observe the effects on selectivity that 
any sensitivity constraints on the parameters A, v, a or 'Y may have. 

After these preliminary remarks, let us now consider in what ways 
and by which criteria it would be useful in practice to control the zero 
sensitivity functions given in Table 1. Due to the RC self-duality of the 
twin-T,34 we need only consider either the resistor or the capacitor 
functions. Since both discrete and (thin film) integrated RC networks are 
generally tuned by variable or anodizable resistors, the zero sensitivity 
functions with respect to these will be examined. 

4.1 Frequency Tuning by One Component 

By making the real part of anyone of the three sensitivity functions 
go to zero, it is possible to shift the null frequency accurately over a 
limited frequency range by varying only the one corresponding resistor 
rather than two as would be necessary in general. 

4.1.1 Frequency Tuning with Rl 

Here we require that 

(23) 

By inspection of Table I this condition is fulfilled if A -71, or Rl »R2 . 
Then 

(24a) 

(24b) 

i OJ N aw N (1 + . ) 
SR. = 2(1 + (2) Ja . (24c) 

Equation (24c) remains the same as for the general case, which is in­
dependent of A. However, from equation (22) we find that 

qN 1,\-+1 -7 o. (25) 

Therefore, condition (23) can only be realized at the expense of selec­
tivity. Incidentally, the potentially symmetrical twin-T for which 
p « 1 (see Table II, Part 2b) is a special case of the one treated here, 
namely, that for which a = 1. 

4.1.2 Frequency Tuning with R2 

We require that 

(26) 
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This condition can be approached if A ~ 0, or R2 » Rl . We then 
obtain: 

SiWN _ 
R. -

(27a) 

(27b) 

(27c) 

Aside from interchanging the sensitivities with respect to Rl and R2 , 
these expressions are the same as the preceding ones (equations 24a, b, 
and c). However, there is one important difference, namely in the selec­
tivity which may now actually be larger than the "symmetrical" value 
of 0.25. From equation (22) we have 

a(1 - JI) 
qN IA-+O = 2 + 1 . ex -11 

(28) 

Depending on the choice of a and JI, qN can be made to approach its 
maximum value of 0.5. Here again the potentially symmetrical con­
figuration for which p » 1 is a special case, namely, that for which a = 1 
and 11 approaches zero in the same manner as A does. This is one of a 
variety of possible cases for which equation (28) approaches 0.5. Other 
combinations of a and JI are best obtained by plotting equation (28) on 
semilog paper as shown in Fig. 7. By setting the derivative of equation 
(28) with respect to a equal to zero one obtains 

(29) 

and 

(30) 

Expression (30) is also shown in Fig. 7 by the dashed curve. Clearly 
there is a wide practical range of twin-T networks, with good-to-excel­
lent selectivity, that will satisfy condition (26) and thus provide simple 
frequency tuning over a restricted frequency range. 

One of the disadvantages of the twin-T configurations described here 
is that R2 , the frequency tuning resistor, is "floating," that is, it does 
not have one of its terminals connected to ground. Thus if it should be 
desired to switch various values of R2 in order to filter or to generate 
different discrete frequencies, hard-contact switches would generally be 
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Fig. 7-Selectivity factor qN as function of a and parameter 1', for special case 
that A ~ o. 

necessary since rapid semiconductor switching circuits are difficult to 
design in the floating mode, especially if transformers are to be avoided. 
For this reason the next case is of particular interest. 

4.1.3 Frequency Tuning with Ra 

The required condition here is that 

(31) 

Inspection of Table I shows that this condition cannot be realized 
under any circumstances. However, the following equivalent condition 
can be realized 

(32) 

if a » 1. Referring to Fig. 5, it is clear that this condition can be ob­
tained in two ways, namely either by letting A approach zero or unity 
with a medium value for'Y or simply by letting'Y become very large. 
However, by inspection of equation (22), both methods result in low 
qN values. Thus, although the turung resistor has one terminal grounded 
which does have certain advantages in terms of circuit implementation, 
these may be offset by the low selectivity obtainable. 
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4.2 Null-Depth Tuning by One Component 

In some applications it may be desirable to make adjustments in the 
null depth of a twin-T after it has been initially tuned for a perfect 
null. This can be achieved with a single component (for example, 
resistor) if the imaginary part of the sensitivity function with respect to 
that component can be made equal to zero. By considering the general 
sensitivity functions given in Table I and again restricting ourselves to 
variable resistors for practical reasons (and because of RC-duality of 
the twin-T), we obtain the following three cases: 

4.2.1 Null-Depth Tuning with Rl 

Here we require that 

The minimum of the imaginary part of S~~N occurs when A 
in which case the sensitivity functions become 

Sk~N ~ 2(t'; a') (1 - ~ - j~) I.". ~;:, 
S i OJ N _ aWN ( 1 . ) 1 . W N 

R. - 2(1 + (2) a 2 - Ja ,,»1 ~ - J 2 ' 

SiOJN _ aWN (1 + . ) 1 . WN 
R. - 2(1 + (2) Ja ,,»1 ~ -J 2' 

(33) 

l/ci 

(34a) 

(34b) 

(34c) 

As shown in the above expressions, condition (33) is realized by (34a) 
if a » 1. Furthermore, the other two sensitivity functions turn out to 
be orthogonal to equation (34a) enabling independent null-frequency 
and null-depth control by two individual resistors (for example, Rl and 
R2 or Rl and R3)' 

It will be remembered that any sensitivity functions requiring large 
values of a were dismissed as impractical in the cases presented in 
Sections 4.1.1 to 4.1.3 due to the resulting decrease in selectivity. This 
was quite realistic since at least the case in Section 4.1.2 could be realized 
accurately while maintaining a free choice in the selectivity constant qN . 
We will see in this section that no such freedom exists in any of the cases 
discussed and that any configuration allowing null-depth tuning by one 
component invariably results in selectivity deterioration. Practical 
implementation will therefore require a compromise between the realiza­
tion of anyone of the sensitivity functions and selectivity. However, 
as will be seen, not all the cases discussed here are equally disadvanta­
geous with respect to this compromise. 
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SUbstituting A = 1/ ci into equation (22), we obtain 

(el - 1)(1 - v) 
qN = a(cl - v) . 

1127 

(35) 

To obtain as large a value as possible for qN , we let v ~ 0 in which case 
qN ~ l/a. Thus the more accurately we wish to realize expression (34a), 
the smaller the selectivity will be. 

4.2.2 Null-Depth Tuning with R2 

The requirement here means that 

This would be accurately realizable if we could let 

1 
A = 1 + 2· 

a 

(36) 

(37) 

Due to the restriction given by inequality (20c) , this is not possible. 
Instead, equation (37) can be approached approximately by letting: 

A~ 1 (38a) 

and 

a » 1. (38b) 

By inspection of equation (19) and Fig. 5, inequality (38b) follows 
directly from condition (38a). More specifically, the imaginary part of 
Sk: N has a minimum when 

(39) 

which is of course realizable. With equation (39), the sensitivity func­
tions are then 

(40a) 

(40b) 

(40 c) 

Thus equation (40b) provides the desired sensitivity function and also, 
as in the preceding case, the other two functions are orthogonal to it 
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allowing for independent frequency and null depth tuning with two 
individual resistors. 

Substituting equation (39) into equation (22), the selectivity function 
becomes 

1 - 11 
qN = a(2 - 11) (41) 

which is largest with respect to 11 when 11 ~ O. Then qN ~ 1/2a which, 
as in the previous case, is all the smaller the more accurately the desired 
sensitivity function (40b) is to be realized. However, the preceding case 
(namely, that in Section 4.2.1) is preferable if it is simply a question 
of finding a component with which to adjust null depth, since for a 
given value of a the selectivity coefficient is twice as large as here. 

4.2.3 Null-Depth Tuning with R3 

Here we require that 

(42) 

From Table I it is evident that to satisfy this condition a ~ O. From 
Fig. 5 we see that a has a minimum when A = 0.5. Furthermore, since 
a is proportional to 'Y, we can select 'Y « 1 in order for a to approach 
zero. From equation (22) we obtain the selectivity coefficient 

a(l - 11) 
(43) 

which is maximum with respect to 11 when JI ~ O. Therefore from equation 
(43) we obtain qN ~ a/2. The condition for a, in this case, is the inverse 
of that for the two preceding cases. Taking this into consideration while 
comparing the corresponding selectivity coefficients shows the case in 
Section 4.2.1 to have the highest selectivity. It, like that in 4.2.2, has 
the added advantage of orthogonal sensitivity functions providing for 
both the desired null-depth tuning as well as frequency tuning by single 
components in the vicinity of the null frequency. On the other hand, if 
a variable component with one terminal grounded is preferred for the 
reasons given in Section 4.1.2, then the case in Section 4.2.3 may be 
used, provided the selectivity, which is smaller by a factor of two, is 
still acceptable. 

4.3 Orthogonal Tuning With Two Components 

Orthogonality between two zero sensitivity functions simplifies null 
adjustments in the vicinity of a perfect null, particularly if the two 
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functions are parallel with the real and imaginary axes. Some of the 
configurations described in the previous sections provided the latter 
type of orthogonality, but only at the cost of selectivity. General orthog­
onality, which is discussed here, may be of interest for a variety of 
reasons, for example, the 90 degree phase reference required for tuning 
purposes may be easier to generate than any other arbitrary phase 
reference. 

Two vectors q = u + jv and p = w + jz are orthogonal if 

uw + vz = o. (44) 

Thus, to obtain orthogonality between pairs of the functions listed in 
Table I, we must investigate if they can be made to satisfy this condition. 

4.3.1 Orthogonal Tuning Between Rl and R2 

This requires that 

A(l - A) + (~+ aA)[~ + a(l - A)] = O. (45) 

Solving for the roots of this equation one obtains a1,2 ±j which is 
not physically realizable. 

4.3.2 Orthogonal Tuning Between Rl and Ra 

To satisfy the condition for orthogonality here, we require that 

-(1 - A) + a(~ + aA) = O. (46) 

Solving equation (46) for a results in the same nonrealizable roots as 
were obtained in Section 4.3.1. However, one additional solution exists 
here, namely A = O. This condition can only be approximated [see 
inequality (20c)] and has been dealt with in Sections 4.1.2 and 4.2.1 
where, as expected, Sk~N is orthogonal to Sk~N . 

4.3.3 Orthogonal Tuning Between R2 and R3 

It is required that 

-a + ,.[~ + a(1 - X)] = 0 (47) 

which is satisfied when A = 1. As in the preceding case, this condition 
can only be approximated; it has been dealt with in Sections 4.1.1 and 
4.2.2. 

It is evident from the above that, apart from the cases of orthogonality 
already discussed in earlier sections, the condition for general orthog-
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onality given by equation (44) does not produce any new realizable 
twin-T configurations. 

4.4 Design Examples of Twin-T Networks With Controlled Tuning Char­
acteristics 

The design equations for twin-T networks with the tuning character­
istics described in Sections 4.1 and 4.2 have been compiled in Table III. 

Results from Section 4.3 have not been included since they did not 

TABLE III-TwIN-T DESIGN EQUATIONS FOR CONTROLLED 

ZERO SENSITIVITY 

Design Equations for 
Controlled Sensitivity Design Equations for 

and Sensitivity Functions Maximum Selectivity Remarks 

IA) 

Re Sk~N ~ 0: X~ 1 qN I ~ a(I - X) 
qN« 0.5 .-0 a 2 (1 - X) +.1 

Sk~N ~ -j~ Orthogonality between 

;~N aWN (1 j) qNma< I ~ VI- X S;~N and S;~N 
SR, ~ 2(1 + a2) - ~ 2 R, R, .-0 

where: 

;~N aWN (1 j) 1 
SR, = - 2(1 + a2) - ~ a = VI _ X 

lB) 

Re sk: N ~ 0: X~O 
a(I - v) 

qN~;?+I - v o < qN < 0.5 

;~N aWN (1 j) '" (1 - v)l Orthogonality between 
SR, ~ 2(1 + a2) - ~ qlltmax: ~ 2 

S;~N '" _jWN 
R. '" 2 where: S;~N 

R, and S;~N 
R, 

;~N aWN (1 + . ) 
SR, = -2(1 + a2) Ja am ax = (1 - v)! 

IC) 

Re Sk:
N 
-t 0: a»1 

1 - v 
qN «0.5 qN~--

a 

;~N aWN [1 X .(1 + X)] qNm.x ~! Variable resistor (Ra) 
SR, = 2(1 + a2) - - J ~ a a has one common 

Sk:
N 

= 2(Ia~ a2) [X - j{~ + a(I - X)}] 
(that is, grounded) 

for v ~ 0 terminal 

Sk:
N ~ -j~ 
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TABLE III-Cont'd 
----------------------------1-----------------1-----------------

2A) 

2B) 

2C) 

Design Equations for 
Controlled Sensitivity 

and Sens"itivity Functions 

a»l 

X=l,,«l 
a 

a»l 

a~O 

X = 0.5 

Design Equations for 
l\Iaximum Selectivity 

for 11 ~ 0 

1 - 11 
qN ~ a(2 - 11) 

",1-
q.vmnx '" 2a 

for v ~ 0 

a(l - 11) 
q.v ~ a 2 + 2(1 - 11) 

for 11 ~ 0 

Remarks 

Orthogonality between 

Orthogonality between 

Variable resistor (R 3) 

has one common 
(that is, grounded) 

terminal 

produce anything not already obtained in the two previous sections. 
Using the design equations listed in Table III, the detailed procedure 

for the design of two twin-T networks with prescribed tuning char­
acteristics follows. 

4.4.1 Twin-T With Null Frequency Tunable by R2 

To satisfy condition (26), we find from Table III, Part IB, that}.. « 1 
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and therefore select A = 0.01. Furthermore, assuming that qN = 0.25, 
WN = 27r 1 kHz, and Rl = 1 KO, we find R2 = 99 KO. From Fig. 7 we 
find that the qmax-curve passes through the value 0.25 when a = 0.5. 
However, with A 0.01, 'Y takes on a simpler value for a = 0.55 (see 
Fig. 5), namely 

'Y = (lA(l - A) = 0.003. 

Solving equation (28) for v we obtain 

2 

V = 1 - 4a ~ 1 = 0.75 

and from equation (18) 

Cl = 1,C3 = 0.004C3 • 
V 

From equations (5) and (18) 

1 
C 3 = ( R R )~ = 0.292 ,uF 

WN'Y 1 2 

and 

1.168 nF, 

Finally, with equation (15) 

V 
C2 = -1-- Ct = 3.504nF 

-v 

and, from equation (6) 

R3 = g3.Rp = 62K, 
p 

The corresponding sensitivity functions can be calculated directly by 
substituting the values obtained above into the expressions listed in 
Table 1. Considering only the relative values of the resistor sensitivity 
functions, one obtains 

Sk~N = 2(la~N c/) (0.99 - 1.83j) , 

Sk: N = 2(la~ a2) (0.01 - 2.365j) , 

iWN aWN (1 + 0 55') 
S R 3 = 2 (1 + (l) . J. 
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The twin-T network resulting from the above calculations, as well as 
the zero displacement vectors given above, are shown in Fig. 8. In Fig. 
9a, measurements of the frequency response of this twin-Tare compared 
with those of a symmetrical twin-T nulled at the same frequency. The 
initial frequency response of the two ideally nulled networks are identical 
since both have a selectivity constant qN equal to 0.25. On varying R2 , 
however, the null depth of the symmetrical network decreases con­
siderably with varying null frequency compared to that of the non­
symmetrical configuration. This is also apparent from Fig. 9b, where 
the percentage frequency shift of the null is shown as a function of the 
relative resistor change R 2 • Whereas this curve is not appreciably 
different for the two configurations, the simultaneous variation in 
null depth is. 

4.4.2 Twin- T with Null Depth Tunable by R3 

To satisfy condition (42), we find from Table III, Part 2C, that 
a « 1 and select a = 0.1. FurthermOl:e, with A = 0.5 and letting v = 
0.01, for maximum selectivity, we find from equation (22) that qN = 
0.048. 

As in the previous example, we assume that WN = 271"1 kHz and, be­
cause A = 0.5, we select Rl = R2 = 10 Kn. From equation (19) we find 
'Y = 0.0025 and, in precisely the same way as in the preceding example, 
C3 = 0.318 JlF, C1 = 79.5 nF, C2 = 0.804 nF, and R3 = 19.8 K. The 
corresponding zero sensitivity functions follow directly from Table I. 
The relative values of the resistor sensitivity functions are 

--------~r-------.Re 

INCREASING R3 
INCREASING Rt 

INCREASING R2 

Fig. 8-Zero displacement and twin-T configuration for WN = 211"·1 kHz, qN = 0.25, 
A = 0.01, v = 0.75, a = 0.55. 
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_- FREQUENCY RESPONSE FOR SYMMETRICAL 
o r----~/_ AND NONSYMMETRICAL TWIN-T 

Ul 
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, p:,.;O 
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...... ,---=- 35.2% 

- -- SYMMETRICAL 

--- NONSYMMETRICAL 

(a) 

-IOO~ ______ ~ ______ J-__ ~ __ ~~ ________ ~ ______ ~ __ ~ __ ~~ 

0.1 0.6 0.8 I 2 4 6 8 10 
FREQUENCY IN kHz 

40 c-
,\-49 dB (b) , 

r---1 

~ 
L-..J 

ZI 0 <t- Z 
<14-

-250..,. " 

" " - ", ""a-57 

-30~~ 

' ... 
-90 

.... ~":....~ 
-6~-"::-~ 

c-
- 5g.Q.. __ --~_ -29 

-__ ---0 ----0 

20 

-20 

--- SYMMETRICAL -6tdB 
-40 c- --- NONSYMMETRICAL 

I I I I I 1 1 1 
-100 -80 -60 -40 -20 0 20 40 60 80 100 

I'1R z [0 ] 
Rz % 

Fig. 9-Comparison of measurements conducted on twin-T shown in Fig. 8 and 
symmetrical twin-To (a) Null-frequency shift and null-depth variation with variation 
of R 2 ; (b) Twin-T null frequency as function of percentage change in R 2• 

2(la~ (2) (0.5 - 10.05j) , 

2(1 a~ ( 2) (1 + O.lj) , 

The resulting twin-T network and the zero displacement vectors are 
shown in Fig. 10. Measurements made on the twin-Tare shown in Fig. 
Ila where they are compared with those of a symmetrical network 
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10K 10K 

INCREASING R3 

INCREASING R t ,R z 

Fig. lO-Zero displacement and twin-T configuration for WN = 271"·1 kHz, qN = 
0.048, h = 0.5, v = 0.01, a = 0.1. 

with the same null frequency. The initial frequency response of the two 
configurations differs here, since the selectivity coefficient of the sym­
metrical twin-T is 0.25, and that of the other is 0.048. The null depth 
of the symmetrical twin-T can be decreased by more than 50 dB from 
an initial 90-dB null with no measurable change in the null frequency. 
This compares with over 1 percent variation of null frequency for the 
symmetrical configuration. This is shown again in Fig. lIb where the 
null depth variation is plotted versus relative change in the resistor R3 . 

v. TWIN-T NULL STABILITY USING THIN FILM COMPONENTS 

The twin-Tis frequently used to provide stable zeros in the design 
of hybrid integrated linear active networks. If a high degree of stability 
is required, thin film components must be used for the twin-T network. 
Just what degree of null stability can be expected with thin film com­
ponents whose temperature coefficients and aging characteristics are 
known, follows directly from the sensitivity functions discussed in the 
previous sections. This is shown in the following. 

A displacement dz in the transmission zero z of a twin-T network can 
be expressed in terms of the zero sensitivity defined by equation (13) 
as follows 

dz = ± s~; dR. + ± S~. dC i
• 

i=1 R. i=1 C i 
(48) 

As shown in Fig. 12, if the twin-T transmission zero is close to the jw­
axis it can be considered purely imaginary for purposes of computing 
sensitivities, thus 

(49) 
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20r---------------------------------------------------------~ 

SYMMETRICAL TWIN-T NONSYMMETRICAL TWIN-T 
FREQUENCY;RESPONSE ///'- FREQUENCY RESPONSE 

o I- -----------J~ / 
/ 

/' 

(f) 
.J 

~ -20 
U 
UJ 
o 
~ -40 

Z 
:;: 
l? 

-60 

-80 

0.1 

--- SYMMETRICAL 

--- NONSYMMETRICAL 

0.2 0.4 0.6 0.8 1 2 
FREQUENCY IN kHz 

(a) 

4 6 8 10 

80r---------------------------------------------------------~ 

(f) 50 I­
.J 
UJ 
[]) 

U w 
C\ 

Z 

<l 

40 l-

30 f-

20 f-

10 1---- SYMMETRICAL 

--- NONSYMMETRICAL (b) 

0~ ___ ~1 ___ ~, __ _J, ____ ~1 ____ ~1~---L-1---~1---~1---J1----~ 
-100 -80 -60 -40 -20 0 20 40 60 80 100 

t; R3 [%] 
R3 

Fig. ll-Comparison of measurements conducted on twin-T shown in Fig. 10 and 
symmetrical twin-To (a) Null-frequency shift and null-depth variation with variation 
of R3 ; (b) Twin-T null depth as function of percentage change in R3• 
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jw 

dz 

Z: OPEN LOOP ZERO 

p: CLOSED LOOP POLE 

~----------------~~------------.u 

1137 

Fig. 12-Typical root locus of feedback network using a twin-T to provide the 
open loop zeros. 

Furthermore, referring again to Fig. 12, the zero displacement is given 
as 

dz = du + djWN • (50) 

Equating (48) and (50) and substituting the expressions of Table I 
in equation (48), it is possible to solve for du and djWN • 

First, however, some characteristics peculiar to thin film integrated 
circuitry must be considered. Due to the batch processing techniques 
used, component uniformity can be guaranteed much more accurately 
than with discrete components. Above all, component variations tend 
to track very closely on a given glass or ceramic substrate and these 
variations can be precisely predicted and controlled. These features 
permit a considerable simplification in the following calculations without 
any loss in accuracy. Thus, we can write 

(51) 

and 

f1C i = [De ± Eel f1T + Kc = f1
C
C, 

Ci 
(52) 

The temperature coefficients of the resistors and capacitors are Dr and 
Dc , respectively; Er and Ec are the tracking ratios between the three 
resistors and the three capacitors, respectively; f1T is the temperature 
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range under consideration; and Kf' and Kc are the percentage resistor and 
capacitor aging, respectively. Substituting equations (51) and (52) 
as well as the expressions in Table I into equation (48), we obtain for 
the real part of the finite zero displacement Az = Au + j A WN 

(53) 

Notice that the zero displacement parallel to the real axis depends 
only on the amount of mistracking between components and not on the 
absolute drift of the individual components. In other words, if all 
components of a kind drift by the same percentage, the null depth of a 
tuned twin-T will not change. This is to be expected since equal com­
ponent drift corresponds to a frequency scaling process. 

The imaginary part of the finite zero displacement Az is obtained in 
the same way as the real displacement above. Thus 

+ €r AT [1 + ci(2 - A)] + ~ AT [cl + 2 - v]. (54) 
2 l+(i 2 l+ci 

Thus, the zero displacement along the jw-axis depends on the actual 
drift of the individual components. Clearly, if the drift coefficients of 
the resistors can be made equal but opposite to those of the capacitors, 
drift along the jw-axis can be practically eliminated. 

In various active filter schemes the network poles are tied closely to 
the transmission zeros generated by a twin-To Thus, in high Q networks, 
uncontrolled drift of the twin-T zero into the right-half s-plane could 
pull the poles over with it, causing oscillation. Similarly, drift of the 
twin-T zero along the jw-axis would cause frequency drift in the active 
filter. 

To prevent oscillation due to drift into the right half plane, the 
transmission zero of the twin-T must be located left of the jw-axis by 
some distance Umin such that, under worst case component drift, it will 
not travel across the jw-axis. Referring to Fig. 12, this implies that 

(55) 

This condition, in turn, implies that the twin-T null depth may not 
exceed a certain maximum attenuation TN max which can now be cal­
culated directly. 

It follows from Appendix B that the transfer function of a twin-T 
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with a nonperfect null can be approximated as follows 

T () r-...J 8
2 + 20"8 + W~ 

N 8 r-...J • 

8
2 + WN S + W~ 

qN 
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(56) 

With equation (55), the maximum null attenuation for left half plane 
transmission zeros is then 

(57) 

With equations (22) and (53) this becomes 

(i ( (1 - v)(1 - A) ) 
T Nmax = 1 + cl (l(1 _ }.) + (1 _ v) [€r(1 - }.) + €c(1 - v)J AT. 

(58) 

In active filter applications where the twin-T transmission zero z 
represents the open loop zero of the root locus of a pole p with respect 
to gain (see Fig. 12), the highest attainable Q of the network is all the 
more limited the larger O"min has to be chosen for stability. In the limit, 
as the loop gain approaches infinity, the closed loop pole p coincides 
with z. The upper limit on Q is therefore given by 

or, with equation (53) 

Q 
WN 

max < -2-
O"min 

Q (1 + ci) ( 1 ) 
max < aAT €r(1 - }.) + €c(1 - v) . 

(59) 

(60) 

Thus, with the type of active network design represented by the root 
locus in Fig. 12, both network stability and maximum Q ultimately de­
pend on the stability of the twin-T network. 

As an example of the above, we shall consider the stability of a sym­
metrical twin-T network fabricated with tantalum thin film resistors 
and capacitors. The required ambient temperature range is assumed to 
be from O°C to 60°C. From equation (58) we obtain 

(61) 

Typically, for tantalum thin film resistors and capacitors €r = ±5 
ppm/oC and €c = ±15 ppm/oC. Therefore TN max = 7.510- 5 = -83 
dB. 
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The frequency drift for a symmetrical twin-T results from equation 
(54) as 

Typically, for tantalum thin film components Kr = K" = 0.1% and for 
tantalum thin film capacitors Oc = 200 ppm/oC. The TC of tantalum 
thin film resistors can be controlled by oxygen doping during the sput­
tering process.35 It may therefore be of interest to solve equation (62) 
for the required TCR, that is, Or, when a maximum acceptable fre­
quency drift is specified. Assuming that (l:1wN/W/v)mux ~ 0.5% we 
obtain Or = (- 215 ± 50) ppm/oC. 

VI. CONCLUSIONS 

Design equations have been presented that provide twin-T con­
figurations with null characteristics that depend on individual com­
ponent variations in a predictable and controlled manner. This is 
achieved by deriving the zero sensitivity functions with respect to 
each component of the general nulled twin-To The network parameters 
required to obtain a twin-T that can be tuned by a desired procedure 
and the extent to which such a procedure can at all be realized results 
directly from inspection of the general sensitivity functions. 

Special null tuning procedures are considered that are useful in 
linear active networks incorporating a twin-Tin the feedback path. 
One twin-T configuration permits the null frequency to be shifted over 
a limited range by the variation of one component only while the null 
depth remains constant. Another enables the null depth to be varied by 
one component with negligible variation in the null frequency. The pos­
sibility of independent null frequency and null depth tuning by two 
individual components is also investigated. Orthogonal sensitivity func­
tions that are parallel to the real and imaginary axis are required to 
do this. It is shown that, apart from the orthogonality that is obtained 
as a by-product in the first two cases, any other or more general kind 
of orthogonality in the sensitivity functions cannot be realized. Design 
examples for the first two cases are given. Measurements conducted 
on the resulting twin-T configurations are presented and compared 
with similar measurements made on a conventional, that is, symmetrical, 
twin-To This comparison demonstrates the effectiveness of the given 
design equations. 

The stability of the null characteristics of a twin-T with given 
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component characteristics results directly from the sensitivity functions. 
Limits on the permissible null depth of a twin-Tare derived for the 
case that left-half plane zeros must be guaranteed under worst case 
component drift conditions. Similarly, expressions are derived that 
permit the limits on resistor and capacitor temperature coefficients and 
aging characteristics to be established in order not to exceed a given 
maximum frequency drift of the transmission null. A numerical example 
is given using the characteristics of tantalum thin film resistors and 
capacitors. 
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APPENDIX A 

Twin-T Impedance Matrix 

In order to calculate the open circuit impedance matrix of the twin-T, 
it is useful to first obtain its general equivalent 7r-network. This can 
be simply obtained by converting each of the two T -networks of the 
twin-T into its equivalent 7r-network. This is shown in Figs. 13a and 13b, 
assuming sinusoidal input signals. The two resulting 7r-networks can 
then be connected in parallel (as shown in Fig. 13c), and the resulting 
impedance directly calculated. With the two conditions for a perfect 
null given by equations (5) and (6), we get a simple 7r-network as 
shown in Fig. 14. The corresponding impedances are given by 

Za = ~ (1 + J:) , 
1 + Tl ST 

(63) 

T 

(64) 

and 

(1 + 1) 
Z = R ST 

C B 1 ' 
ST +-

B ST 

(65) 



1142 THE BELL SYSTEM TECHNICAL JOURNAL, JULY-AUG1JST 1970 

Cs S2CfC2R3 

~+C2 C1+C2 
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Rf 
C3--
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1 
Cs S2 C,C2R3 

~T 
Ie) 

Fig. 13-(a) and (b), Conversion of the two T-networks of the twin-T into equiva­
lent 7r-networks; (c), Equivalent 7r-network of the twin-To 

where 

TI = RICI , 

T2 = R 2C2 , 

T = RpC3 = R3Cp • 

In terms of these impedances, the open-circuit impedance matrix for 
the twin-T simply follows as 

[z] = 1 [Za(Zb + Zc) ZaZb]. (66) 
Za + Zb + Zc ZaZb Zb(Za + Zc) 

So far we have considered a general twin-T that has an infinite null 
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Zc 

Za 

Fig. 14-General7r-network. 

at a specified frequency WN • Because the corresponding general transfer 
function [see equation (10)] has the form of a quadratic fraction, it 
has geometric symmetry around WN • 

The most frequently used twin-T is structurally (and electrically) 
symmetrical. For this case. 

"1 = "2 = "8 = " = RC, 

R3 = Rj2, 

and 

C3 = 2C. 

The impedances of Fig. 14 then become 

Z = Z = ~ (1 + 1.) 
a b 2 s" 

and 

The open-circuit impedance matrix consequently becomes 

1 + S2,,2 ] 
s,,(l + s,,) . 

1 + 4s" + i,,2 
s,,(l + s,,) 

(67) 

(68) 

(69) 

(70) 

(71) 

(72) 

The voltage transfer function for the symmetrical twin-T then follows as 

T () Z218 S2,,2 + 1 
N. S = ZU8 = S2,,2 + 4"s + 1 (73) 

Comparing with the transfer function given by equation (10), we have 
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1 
WN, = RC' 

4 
2UN. = RC 

and the inverse damping factor 

qN, = 0.25. 

(74) 

(75) 

(76) 

It can be shown that the selectivity, that is, the inverse damping 
factor, can be increased by modifying the symmetrical twin-T into a 
potentially symmetrical network. This is possible with any structurally 
symmetrical network for which Bartlett's bisection theorem holds. 
A symmetrical network can be converted into a potentially symmetrical 
network by impedance scaling one half of the network by some factor p. 

This is shown for the twin-T in Fig. 15. The corresponding z-matrix 
then becomes: 

S r + 2 1 + ~ Sr + 1 

(z) = _p_.1i sr(1 + sr) 

1 + s2r2 
sr(1 + sr) l

r 2 2 ( 1) 

PB 1 + p 2 1 + s2r2 

sr(1 + sr) 
s2r2 + 2(1 + p)sr + 1 

sr(I + sr) 

and the voltage transfer function results as 

S2r2 + 1 
T - Z21p8 - ---------~------

NPB - -

ZllPB 2 2 ( 1) s r + 2 1 + ~ Sr + 1 

In terms of the transfer function (10) we find: 

and 

2 (p + 1) 
2UN178 = RC -p-

1 P 
qNp. = 21 + p' 

(77) 

(7S) 

(79) 

(SO) 

(81) 

p gives a measure of the twin-T symmetry. For the extreme asymmetrical 
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R pR 

Fig. i5-Potentially symmetrical twill-T resulting from symmetrical twin-T after 
one-half of the twin-T has been impedance-scaled by a factor p. 

case for which p » 1, qN
l1

• takes on its maximum value, namely 

(82) 

APPENDIX B 

Twin-T with a Finite Null 

Inspection of equations (8) and (9) shows that the transfer function 
of a general twin-Tis simplified by one degree due to the pole-zero 
cancellation on the negative real axis at WI = I/R 3Cp when the conditions 
for a perfect null given by equations (5) and (6) are satisfied. We 
investigate here the conditions necessary to ensure this pole-zero 
cancellation when the null-conditions are only approximately satisfied, 
that is, when the twin-T has a finite null. To do so we derive the sen­
sitivity of the pole and zero at WI with respect to the six parameters of 
the twin-T and investigate under which conditions the respective pole 
and zero sensitivities are the same. 

Writing the twin-T transfer function in the bilinear form with respect 
to a parameter x we obtain: 

T (s) = N(s) = Ax(s) + xBx(s) . (83) 
N D(s) Ux(s) + x Vx(s) 

The sensitivity of a zero z with respect to x is then given by: 

SZ = (s - z)Ax(s) I -x (s - z)Bx(s) I (84) 
x N(s) ,-z N(s) 8-Z 

that of a pole p with respect to x by 

sP = (s - p) Ux(s) I = -x (s - p) Vx(s) I (85) 
x D(s) a-p D(s) s=p • 
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From equations (84) and (85) we obtain 

(86) 

and 

+ WI ~(-WJ ~~ 
(1 __ 1_) + c/(1 __ 1 ) 

I-X I-v 

where 

(88) 

(89) 

(90) 

and 

(91) 

Calculating the respective Ax( -WI) and Ux(-WI) functions we obtain 
the zero and pole sensitivities listed in Table IV. Comparing the func­
tions listed in the two columns of the table it is clear from inspection 
that they will be equal when 

X(1 - v) = 1 
v(1 - X) . 

With equations (88) through (90), this condition becomes 

RICI = R',l,C2 • 

(92) 

(93) 

Thus for all twin-T configurations in which the time constants of the 
series elements are the same, pole-zero cancellation on the negative 
real axis is maintained for differentially small perturbations of any 
element of the twin-To For positive element changes (that is, increasing 
values) the dipole frequency will decrease, that is, move in the direction 
of the origin of the s-plane. Twin-T networks that satisfy equation (93) 
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TABLE IV-SENSITIVITY FUNCTIONS FOR THE NEGATIVE REAL 

POLE AND ZERO OF THE TWIN-T LOCATED AT-Wl 

Zero Sensitivity 

2 

S~~l = Wl 1 ~ a? (l - A) 

2 

S-W1 a"\ 
R2 = Wl 1 + a2 1\ 

-W1 1 - V 

SC1 = Wl 1 + a 2 

S
-W1 V 
c. = Wl 1 + a 2 

Pole Sensitivity 

2 

S~~' = Wl A(l _ ~) 2 (1 - A) 

v(l - A) + a 

S-W1 1 
R. = Wl 2 v(l - A) 

1 + a A(l _ v) 

S
-W1 (1 - v) 
c , = WI 2 v(l - A) 

1 + a A(l _ v) 

S~:l = WI 2 :(1 - A) 
1 + a A(l _ v) 

2 
(>-W1 a 
cJc. = WI A(l - v) 2 

v(l - A) + a 

include all symmetrical configurations in which the series elements are 
identical as well as potentially symmetrical configurations in which 
the series elements are characterized by relations of the type 

(94) 

APPENDIX C 

Twin-T Zero Sensitivity 

Expressing the numerator N(s) of the twin-T transfer function 

N(s) = Ax(s) + xBx(s) (95) 

the null return difference F~(s) with respect to x is given by 
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(96) 

With equations (1) and (2), the null return difference of the twin-T 
with respect to its six components can be calculated directly. 

To obtain the null return difference of the nulled twin-T, equation 
(8) can be substituted into equation (96), namely 

FO() _ (8 + Wl)(8
2 + w~) 

I 8 - 2 
x WlwN A x (8) (97) 

where, WI = 1/R3Cp = 1/RpC3 • The corresponding zero sensitivity 
then results as 

SiWN _ 8 - jWN I (8 - jWN)WIW~Ax(8) I 
x - F~(8) 8=iwN = (8 + WI)(82 + w~) .-iWN 

(98) 

which simplifies to 

a(1 + ja) . 
2(1 + a 2 ) WN' A x(1wN) (99) 

where a = WdWN' The individual Ax(jWN) functions follow directly 
from equations (1) and (2). Substituting these into equation (99), 
the zero sensitivity of the nulled twin-T with respect to its SIX com­
ponents is obtained. These are listed in Table 1. 
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Thermal and Electrical Propel,ties of Coated 
Conductive Substrates for Integrated 

Circuit Chip MOullting 

By H. G. MATTES 

(Manuscript received February 10, 1970) 

Presently used substrates for integrated circuit chip mounting and 
interconnection provide limited heat sink capability and preclude the 
effective use of matched impedance transmission line interconnection. 
These characteristics can be improved by the use of very narrow microstrip 
lines on thin dielectric layers backed by thermally and electrically con­
ductive material. We propose a model for calculating the effective thermal 
resistance of layered substrates and make calculations for a variety of 
materials. The thermal problem is considered for heat extraction either 
through the edge or through the face of the substrate. Improvements in sub­
strate thermal conductance of an order of magnitude appear realizable 
compared to presently used substrates (for example, 0.625 mm alumina). 
We analyze the electrical parameters of narrow (0.02-0.1 mm) microstrip 
lines on coated substrates 'in the frequency range 10 MHz to 10 GHz. The 
characteristic impedance, propagation delay time, and attenuation are 
found to be frequency dependent, and efforts to minimize this frequency 
dependence by magnetic loading result in greater, though more constant, 
delay times. Losses may be significant (",2-5 dB/cm in many cases), 
but short line lengths due to dense circuit packing allowed by improved 
heat dissipating capability will minimize this disadvantage. 

1. INTRODUCTION 

A necessary component in realizing the potential of integrated circuit 
technology is the substrate upon which the integrated circuit chip is 
mounted. The substrate must meet several requirements to avoid 
deterioration of the system's performance: 

(i) The substrate must act as a rigid, reliable mounting platform for 
the chip. 

1151 
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(ii) The substrate must allow the dissipation of heat produced on 
the chip without causing an increase in temperature which would detri­
mentally effect circuit operation. 

(iii) The substrate must permit electrical connections to and inter­
connections between chips in a manner compatible with desired circuit 
performance. 

(iv) The substrate fabrication and chip mounting must be realizable 
at a cost consistent with the cost requirements of the system. 

Presently used substrates (for example, 0.625 mm thick Al20 3 ceramic 
wafers) are limited in their attainment of objectives ii and iii 
outlined above. Heat sink capability is limited by the low thermal con­
ductivity and relatively large thickness of material necessary for mechan­
ical rigidity and by the difficulty in extracting heat from the substrate 
itself. High frequency (>500 MHz) performance of beam-leaded in­
tegrated circuits suffers from the transmission line mismatch necessary 
with conventional substrates as is discussed below. 

A new materials configuration, as shown in Fig. 1, is envisioned which 
would simultaneously satisfy the four basic substrate requirements 
listed above. A thin dielectric layer (0.001 mm to 0.05 mm thick) 
deposited or grown on a massive electrically and thermally conductive 
ground plane could allow efficient heat dissipation, effective electrical 
interconnection and provide a rigid, inexpensive bonding plane. It is 
the purpose of this paper to calculate the thermal and electrical prop­
erties of the coated substrate configuration suggested here. 

TH E R MOCOM P RESSIO N--BOND ED 
BEAM LEAD - .... " 

DEPOSITED __ 
CONDUCTOR PATH'" 

/ 

CONDUCTIVE __ // 
GROUND PLANE 

'-
" 

Fig. l-Schem~tic drawing of layered substr~te. 

DIELECTRIC 
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II. THERMAL PROPERTIES 

The model used to represent the proposed substrate for calculation of 
thermal properties is shown in Fig. 2. All constants may be arbitrarily 
set, and the heat flow may be subjected to either of two distinct bound­
ary conditions: the sides of the disk may be held fixed at a constant 
temperature and the top and bottom faces insulated, or the bottom face 
may be held at a constant temperature and the sides and top insulated. 
These cases closely approximate two heat sinking configurations fre­
quently found in practice. The cylindrical geometry was chosen for 
ease of calculation (the square or rectangular problem, although alge­
braically simpler, results in a double series which presents formidable 
convergence problems when one is interested in a numerical result). The 
specific geometry should have little effect on the calculated values, and 
any reasonable geometry (held constant throughout the calculations) 

AREA OF UNIFORM 
HEAT INPUT ~~_ 

THERMAL 
CONDUCTIVITIES 

K1-- __ 

r -A- ~-----8-----1 

I 

SIDES GROUNDED 

FACE GROUNDED 

Fig. 2-Model used in calculations of thermal properties. 
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should provide a reliable comparison between alternate substrates. 
The heat input was assumed uniform over a circle of radius A, although 
other heat input distributions might have been chosen. As in the choice 
of geometry, this should have a minimal effect on the results. (Currently 
used beam leaded chips distribute heat over an area larger than the 
silicon dimensions. It can be assumed that the entire chip-beam lead 
structure thus forms a relatively uniform heat source on a substrate. I) 

2.1 Algebraic Solution 

The thermal problem has already been solved for a homogeneous 
cylinder. 2 In the case of a layered cylinder, it is necessary to solve La­
place's equation simultaneously in both the upper and lower regions 
and match boundary conditions at the interface. In the calculations 
described in this paper, no discrete thermal resistance was inserted 
at the interface so the matching of boundary conditions reduced to 

K aT} K aT2 w 
I Tz = 2 Tz at z = I (1) 

where Kl , Tl , K2 , T2 are the thermal conductivities and temperatures 
in regions 1 (upper) and 2 (lower). The insertion of a thermal resistance 
at the interface is trivial but was approximated as zero due to the inti­
mate interface contact obtained by the method of materials preparation 
envisioned for these substrates. 

Laplace's equation was solved for the two sets of boundary conditions 
(sides grounded and face grounded) by the method of separation of 
variables. In cylindrical coordinates, V 2T = 0 reduces to 

T = '¥o + '¥IZ 

+ 2: 2: '¥m.n[AmJ m(onr) + BmN m(Onr)]{Sin m()} 
m n cos 

[exp C±onz)] (2) 

where boundary conditions exist to impose eigenfunction solutions in the 
r direction, and J m and N m are Bessel functions of the first and second 
kind respectively. The boundary condition on the grounded surfaces was 
given as T = 0 while aT fa (normal) was set equal to zero on the insulated 
surfaces. On the top surface (z = 0) the boundary condition was written: 

o < r < A, 

A < r < B, 

z = 0; 

Z = o. 
(3) 
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f is the value of heat input in (watts/unit area). This boundary con­
dition was met by using the orthogonality properties of the Bessel 
functions in a Fourier-Bessel series as outlined in Morse and Feshbach 
and other texts.3 

For the case in which the sides are grounded at T = 0, the tempera­
ture distribution is found to be 

2fA Jl(~n ~)Jo(~n~) [ (~nZ) . (~nZ)J 
T = ~ ~~[(l Ji(~n) C1 cosh IT + C2 smh B (4) 

where ~n is the nth zero of Jo(r) and 

~: tanh' (13n:') _ (~~ _ 1) tanh (13n:') tanh (13n(TV,;- TV2)) _ 1 

tanh (13n:') [1 - ~~: - tanh ~n:') tanh (~ill";- TV.))] + ~: tanh ~n(TV';- TV.)) , 
for 0 < z < TV, ; 

tanh2 (13n:') - 1 
(5) 

tanh ~n:')[l - ~: - tanh (13n:') tanh ~n(TV';- TV2))] + ~:tanh (13n(TV,;- TV.)) , 
l 

1, for U < Z < TV,; 

C2 = 
tanh (13n(TV,;- TV.)) [1 - tanh2 (~)] (6) 

tanh ~n:I)[l - ~: - tanh (13n:') tanh (13n(TVI;- TV.))] + ~: tanh ~n(TV';- TV2)) , 

for TVI < Z < TV, + TV2 . 
For the case in which the bottom face is grounded at T = 0, the 

temperature distribution is found to be 
A2 

T = B2 f(dl + d2Z) 

+ ;; ;!:, J, (a. '~:.;(a. fi) [d, cosh (~) + d,sinh ("8z) ] (7) 

where an is the nth zero of JI(r) and 

[

WI W 2 

d
l 

= - Kl - K2 

WI + W 2 

K2 

o < Z < WI 
(8) 
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d, = ( 

o < Z < WI 
(9) 

tanh (an(TV1;;- TV2)) _ tanh (~2-){~ [tanh (~) tanh (an(lV,;;- TV.)) - 1J + I} 

tanh2 (an:2-) + (~~: _ 1) tanh (an~T,) tanh (an(TV,;;- TV.)) - i~: 

d3 = 
for 0 < z < TV, ; 

(10) 

tanh?' (an:,) + (i~: - 1) tanh (an:,) tanh (an(TV,;;- TV.)) - i~: ' 
for TV, < z < TVI + TV2 ; 

1 for 0 < z < TV, 

tanh' (an:,) - 1 

ell = tanh2 (a.:,) + (~~: _ 1) tanh (an:,) tanh (~(!YI;;- TV.)) _ ~~: ' 
(11 ) 

for TV, < z < TV, + TV2 . 

A quantitative measure of the power dissipating capabilities of a 
substrate is given by the thermal resistance 

R (degrees C) = t1T(OC) 
therm watt q (watts input) 

T max 

7rA2f 
(12) 

T max clearly occurs at z = 0, r = 0 so 

. 2 1 J,(f3n~) 
Rtberm (SIde grounded) = J( A L ----:; -J2( ) 

71" 1 n f3n 1 f3n 
~:tanh' (f3n:l) _ (~~: _ 1) tanh (f3n:') tanh ~n(TV1;;- l!'~) - 1 

·tanh (f3n:')[l_ i~: - tanh (f3n:,) tanh (f3n(TV,; TV2))] + ~:tanh (f3n(TV,: TV2)) (13) 

and 
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2.2 Computer Program 

A FORTRAN IV computer program was written for an IBM 360-50 to 
evaluate Rtherm-"ide and Rtherm-facc' The first forty values of alpha 
and beta (the zeros of J 1 and J 0) are inserted in the program from the 
tabulated values of Watson. 4 The values of the higher zeros are obtained 
in the program by analysis of the asymptotic approximations for J 1 

and J o • 

Since the expressions for Rthurm take the form of infinite series, no 
completely precise evaluation can be made. Figure 3 shows the ap­
proximation to Rtberm-face given by truncating the summation after 
varying numbers of terms. Plotting data similar to Figure 3 for a range 
of all input parameters (A, B, J{l , J{2 , }V1 , W 2 ) disclosed several trends 
in the convergence of the series. The "period" of the oscillation was 
inversely correlated to the ratio AlB. This is mathematically consistent 
with the use of a Fourier-Bessel series to describe the top face of the 
disk. For ratios of AlB less than 0.02, the first maxima in the expression 
for Rtherm-side is not reached until partial sums with greater than 300 
terms are evaluated. The amplitude of the oscillations in the function 
Rtberm (number of terms) was positively correlated to J{2/J{1 and Wt/W2 • 

The damping of the oscillation (per cycle) appeared to be relatively 

2.4 ,..------------------------, 

2.0 r-

t-

~ 
::: 1.61--

a: 
w 
a.. 

~ 1.2 r­

~ 
w 
U 
<{ 

a:."-0.8 r-

o 

0.4 - 0 

o 

o 0 

o 

o 

o 

o 

o 

, J JI I , 

50 100 150 200 250 300 350 

NUMBER OF TERMS IN SUMMATION 

Fig. 3-Partial sums approximating Rface for A = 0.0625, B = 3.75, 1(1 = 0.20, 
K2 = 2.05, WI = 0.0005, W 2 = 0.0625. 
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independent of input data. These variabilities in the behavior of Rtherm 

made determination of a precise value difficult. Additionally, only the 
first 314 terms of the series could be evaluated. The operation of the 
program was terminated at this point by a floating point overflow which 
occurred in the IBM -SSP subroutine used to generate the Bessel func­
tions. Since the largest arguments of the Bessel functions are intrinsic 
to the problem, and are not functions of the input parameters, nothing 
could be done to circumvent this difficulty. It thus became necessary 
to evaluate Rtherm on the basis of a truncated series of 314 terms of less. 

A graphical outline of the method used to extract an approximation to 
the asymptotic value of Rtherm from a finite number of terms in shown 
in Fig. 4. The first two local maxima, M I and M 3 , and the first local 
minimum, M 2 , were recorded; and the averages, Al and All , were cal­
culated where 

(15) 

A~ (16) 

R 
\ 

\. 

L-------~--------~------~------N 

Fig. 4-Pictorial of extremum averaging technique used for improving series 
convergence. 
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In Appendix A, a theorem is stated and proved to show that the asymp­
totic value of Rtherm is less than Al and greater than A2 . An average of 
the two, (AI + A 2)/2, was used as a most probable value of Rtherm • 

As a test of the accuracy of the derivation of Rtherms-side and Rtherm-face 

and the computer programs for generating these values, K2 was set 
equal to KI (equivalent to a uniform, single layer cylinder) and values 
of Rtherm computed for WI = 0.625 mm, W 2 = 0; WI = 0.375 mm, 
W 2 = 0.25 mm; and WI = 0, W 2 = 0.625 mm. The three cases were 
in complete mutual agreement, and agreed to the accuracy given with 
the published results of D. P. Kennedy for heat conduction in a homo­
geneous, isotropic cylinder. 2 

2.3 Numerical Evaluation 

Several materials combinations were chosen for evaluation as possible 
substrates. Some of the considerations for inclusion were compatibility 
with integrated circuit techniques (for example, silicon), smooth surfaces 
for microdeposition of conductor paths (for example, polished silicon, 
cold-rolled aluminum), low dielectric constant (for example, SiON) , 
and thermal expansion coefficient. The materials considered and the 
associated values of K used with them are shown in Table 1. A = 0.625 
mm and B = 3.75 cm were chosen as representative of typical inte­
grated circuit chips and substrate sizes and were used in most of the 
calculations. 

The results of these calculations for a variety of layered substrates 
are shown in Figs. 5 through 10. With high conductivity dielectrics 
(for example, AI20 a) the thermal resistivity of the ground plane con­
tributes significantly to the total thermal resistance, but resistances as 
low as that of beryllia are attainable for a considerable range of dielectric 
thicknesses. Low conductivity, glassy (for example, SiON, Si02 ) dielec­
trics, can result in thermal resistances equal to or greater than that of 
alumina if glassy layers of greater than 0.03 mm thick are used. 

TABLE I-THERMAL CONDUCTIVITY OF SUBSTRATE MATERIALS 

Material 
Al 
Ab03 (deposited) 
AI 20 3 (sintered) 
BeO 
Si 
RiaN4 
Si0 2 

SiON 

K (watts/em °C) 
2.05 
0.20 
0.29 
l.95 
0.88 
0.012 
0.012 
0.012 
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Fig. 5-Aluminum oxide on 0.25 mm aluminum. 

For comparison, thermal resistances of presently available homogene­
ous substrates were calculated and are given in Table II. 

Figure 11 shows the effect of substrate radius on Rtherm-side (the 
effect on Rtherm-face was <2% for B ~ 0.5 cm). In the range shown, 
heat is presumably flowing radially at r = B so increases in B add to 
Rtherm at a rate proportional to 1/ B. Consequently, a "critical radius" 
exists above which Rtherm-side is relatively constant. 

Radiative and convective heat losses will be negligible for the high 
conductivity layered substrates discussed in this paper. A lumped value 
of convective and radiation coefficient of 0.003 watts/cm.2 

- °C 
results in an equivalent parallel thermal resistance of greater than 50°C / 
watt for all cases considered here. 

2.4 Thermal Results 

Layered substrates consisting of dielectric layers backed by thermally 
conducting ground planes can provide substantial improvements in heat 
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sink capability over alumina ceramic substrates. Ceramic substrates 
are commonly used in 0.625 mm thickness to provide needed strengths. 
Metal ground planes could be reduced to 0.25 mm thickness while 
maintaining physical strength greater than 0.625 mm ceramic. For 
situations where heat sinking the back of the substrate is possible, 
Al20 3 on 0.25 mm aluminum can provide up to twice the heat sink 
capability of 0.625 mm beryllia. Metal substrates have the additional 
advantage of convenient, low thermal barrier heat sink mounting or 
even direct incorporation into the heat sink structure (for example, 
heat pipes, finned substrates). 

Although the above values of Rtherm are significant, as given, for 
relative comparison of substrate materials and geometries, their ab­
solute significance can only be assessed in relation to other parameters 
intrinsic to an integrated circuit heat dissipating system. V. E. Holt 
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Fig. 6-Aluminum oxide on 0.625 mm a.luminum. 
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Fig. 7-Silicon oxynitride on 0.25 mm aluminum. 

has found thermal barriers of 32°C/watt for 1.25 mm chips conducting 
heat to a substrate by means of beam leads and a resin bonding layer. 1 

This value is reduced to 3 to 5°C/watt by AuSi eutectic bonding. 
Imperfections in the heat sink will have to be assessed in each situation 
encountered. 

III. ELECTRICAL PROPERTIES 

3.1 M icrostrip Transmission Lines 

Electrical interconnections on the proposed substrates would best be 
made in the form of standard microstrip transmission lines.5 They can 
provide transmission line interconnects necessary for high speed pulse 
and microwave electronics while maintaining low values of crosstalk 
between adjacent lines and still provide dc and low frequency paths 
for other circuit requirements. The primary incompatibility of presently 
used substrates and beam-leaded integrated circuit chips is due to the 
impedance mismatch between the narrow (0.02 to 0.05 mm) beam leads 



COATED CONDUCTIVE SUBSTRATES 1163 

and the physically large transmission line (typically 50Q implies 0.625 
mm line width on 0.625 mm alumina).5 The removal of this discontinuity 
would require narrow conductors deposited on a dielectric layer of 
appropriate thickness to maintain the desired transmission line im­
pedance. The physical configuration contemplated for small microstrip 
lines is outlined in Fig. 12. To minimize the impedance discontinuity 
at the interconnection with beam leaded chips, W is restricted to 0.1 
mm maximum. To minimize crosstalk, this would suggest td ~ 0.05 mm6

• 

These figures, coupled with the electrical parameters of dielectric materi­
als sufficiently smooth to allow the reliable deposition of 0.02 mm 
conducting paths, are consistent with the desire to develop lines with a 
characteristic impedance of 50Q, the most commonly used interface 
impedance for circuitry operating above 500 MHz. Under certain con­
ditions, as seen below, it is desirable to raise the series inductance of the 
transmission line. For this reason, provision has been made for placing a 
thin layer of high permeability material between the conducting strip 
and the dielectric. In practice the adhesion metal of a sandwiched inter­
connect (dielectric-adhesion metal-gold) might serve this purpose. 
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3.2 Transmission Line Parameters 

0.030 

Although many transmission modes are necessarily present in an 
unsymmetrical transmission line such as an unshielded microstrip, the 
TEM mode will be considered of dominant interest in the frequency 
range considered here and the line parameters will be calculated for 
this mode. Several authors (for example, Assadourian and Rimai/ and 
H. A. WheelerS) have derived expressions for the characteristic imped­
ance and other pertinent parameters for microstrip transmission lines. 
Although these formulae have been generally verified in their range of 
approximation5

,g,lO the physical scale of lines contemplated in the last 
section requires the inclusion of several terms which had been ignored 
in the previous derivations. 

The characteristic impedance, Zo, and propagation constant, "I, of 
any power transmission system are given byll 

Zo = (
R + jwL)! 
G + jwC ' 

(17) 

"I = [(R + jwL)(G + jwC)]!. (18) 
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Ignoring losses (R, G ---+ 0), the propagation delay time can then be 
written 

-j-y 
T = -- = 

w 
(19) 

The inductance of the line is given by two components: the inductance 
due to magnetic field energy storage in the strip conductor and the 
ground plane (the internal inductance); and the inductance due to mag­
netic field energy storage between the strip conductor and the ground 
plane (the external inductance). The internal inductance of the strip 
conductor can be derived from Ramo and Whinnery12 and is given by 

L = _1_ p. sm 8: - sm u (20) 

[ 

. h (
2ts) . (: t

s8)] 

8 Ww o. cosh (~~8) cos (~~8) 

where P. is the resistivity of the strip conductor material and OB is the 
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TABLE II-THERMAL RESISTANCE OF CONVENTIONAL SUBSTRATES 

Alumina 
0.25 mm 
0.625 mm 

Beryllia 
0.25 mm 
0.625 mm 

Rtherm-side Rtherm-face 

(degrees C/watt) 

103 
46 

15.3 
6.8 

6.8 
12 

1.02 
1.8 

skin depth of the strip conductor at the frequency, w, of interest. [0 = 
(2p/wJL)!]. For the frequency range considered in this paper (I > 10 
MHz) current spreading in the ground plane can be ignored for lines as 
narrow as 0.02 mm if the ground material has a resistivity ~ 10-5 

ohm-em. For higher resistivity materials this approximation is less 
valid, especially at the lower frequencies, but the approximation will 
be made for convenience. A more rigorous analysis in the higher resis­
tivity case would give increased internal inductance and increased 
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Fig. 12-Schematic drawing of microstrip transmission lines on layered substrate. 

crosstalk through magnetic fields generated by spreading currents in 
the ground plane. The internal inductance per unit length of line due 
to fields in the ground plane can then be given by a formula similar to 
(20) 

L = _1 [pg sinh (~) - sin (~)l 
il W W Oil (2t ) (2t ) cosh Oil il cos Oil il 

(21) 

where Pu and Oil are the resistivity and skin depth of the ground plane. 
For the dimensional range of interest (W > 2td) the external inductance 
per unit length is approximately given by English and McNichol13 as 

(22) 

where JJ.R is the relative permeability of the magnetic material. Total 
L is given by the sum 

(23) 

The total capacitance per unit length between the strip conductor and 
the ground plane is the sum of four components 

c = C T + C fI + Cl + Ce • (24) 
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C T is the capacitance per unit length between the top of the strip and 
the ground at infinity14. 

CT = 4E
o In 2. 

7f' 
(25) 

Cg is the capacitance per unit length, neglecting fringing, between the 
face of the strip and the ground plane. 

(26) 

where ER is the relative dielectric constant of the insulating layer. The 
additional capacitance per unit length due to the fringing fields at the 
edges of the strip is given by J oines15 

4EoER [( -7f'W)'] C, = -----:;;-In 1 + 1 - exp ~ . (27) 

For the case where the strip conductor is not of negligible thickness, an 
additional contribution to the capacitance is due the capacitance be­
tween the edges of the strip and the ground plane. The expression for 
this term, derived in Appendix B, is 

Cs = 2EoER In { 2td + 2ts + [2(td + t.)(td + 2ts)]!}. (28) 
7f' td 

Losses on these microstrip lines will be considered as a perturbation 
in the calculation of the other parameters although this approximation is 
quite poor in several of the cases considered below. Losses in the dielectric 
will be ignored, being much less than the conductor losses for the geo­
metries discussed in this paper. Under considerations similar to those 
for deriving the internal inductance, the equivalent series resistance is 
given byll' 12 

[ 

'nh (
2t8) + . (2ts) . h (

2to) + . (2t
rJ)] 1 SI ~ sm ~ SIn ~ SIn ~ 

R = - Ps Us Us + Po U g U rJ . 

W 08 h (2ts) (2t8) 00 h (2to) (2trJ) cos 8;- -_. cos 8;- cos 8; - cos 8;-
(29) 

The attenuation per unit length of line is given byll 

R 
a = 2Zo (nepers). (30) 

Although this expression is rigorously valid only for I R/w I « I L I, it 
will be used in all computations made in this paper. In the case where 
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/ R/w / ~ / L /, the line will have a significant reactive component in its 
characteristic impedance. Equation (30) for a will then contain a con­
tribution for phase shift as well as attenuation. In this paper / Zo /, 
Re (Zo), and Re (a) will be calculated. 

The equations for crosstalk between adjacent, parallel strip lines 
derived by Kordos6 apply directly to microstrip lines of the dimensions 
considered here if the characteristic impedance is calculated by the 
means outlined above. In these cases, Kordos derives an expression for 
the near end crosstalk of properly terminated parallel lines of length, l. 

Vne(S) "'-' 30 In [1 + (td/W)2]! [1 _ (-2 l)] 
Vg(s) - Re (Zo)(ER)t exp Sr. (31) 

Vn.(S) and Vg(s) are the Laplace transforms of the near-end crosstalk 
voltage and the input signal respectively. The far-end crosstalk is 
approximately zero. This formula is only valid for tm = O. For tm > 0, 
V ne would be further reduced by the "keeper" effect of the magnetic 
material on the magnetic field of the driven line. 

3.3 Numerical Evaluation 

The formulas given above have been applied to layered substrates of 
the type discussed earlier. The calculations assumed that the strip con­
ductors (Au - 2.5 X 10-6Q- cm.) should exhibit a resistance of 
:S0.004Q/sq. to give a dc resistance <1.5Q/cm for the narrowest line 
considered, 0.02 mm. This results in t. = 0.00625 mm. Silicon and 
aluminum were considered as possible ground plane materials. The 
maximum doping level in silicon which allows the preservation of a 
smooth surface after processing is approximately 2 X 1019 atoms/cm3 

which results in a bulk resistivity of approximately 2.5 X 10-3Q-cm. 
The constant parameters used in the calculations are shown in Table III. 

The expressions given in Section 3.2 were evaluated for a spectrum 
of frequencies between 10 MHz and 10 GHz for several physically 
realizable dielectric-ground plane materials combinations with varying 

TABLE III-ELECTRICAL PARAMETERS FOR STRIPLINE 

CALCULA'l'IONS 

(All dimensions in em) 

Pa (Au) = 2.5 X 10-6 to = 6.25 X 10-2 

Po (AI) = 2.5 X 10-6 ER (sintered Ab03) = 9.6 
Po (Si) = 2.5 X 10-3 fR (deposited Alz0 3 ) = 9.0 
JlR = 100 ER (SiON) = 3.8 
ts = 6.25 X 10-4 ER (SiOz) = 3.6 
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thicknesses of magnetic material. A representative sampling of the 
results is shown in Figs. 13 through 20. These data are not meant to be 
comprehensive or complete but merely to represent the effects and 
trends observed in the calculations. 

Figures 13 through 16 give Re (Zo) and T as a function of dielectric 
thickness and/or line width. The effect of the large internal inductance of 
Si on Zo and T is especially apparent for thin dielectrics (where the ex­
ternal inductance is small). It is noted in Figs. 13 and 14 that T passes 
through a local minimum at ta rv 0.01 mm mils. Below this value (for 
aluminum ground planes) the constant internal inductance is greater 
than the external inductance; and the capacitance, which decreases 
with ta , causes T to decrease with ta • Above the minimum, as the in­
creasing external inductance predominates, the fringing capacitance 
does not decrease linearly with td so T rises. As ta increases further, the 
equations used in this paper cease to be valid and the inductance will 
not increase linearly with ta . 

In Figs. 17 and 18, the solid lines show the frequency dependence of 
the characteristic impedance. The variation of Re (Zo) with w is particu-
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Fig. l3-Impedance and delay time at 1 GHz for aluminum oxide dielectric on 
aluminum ground plane. 
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Fig. 14-Impedance and delay time at 1 GHz for silicon oxynitride dielectric on 
aluminum ground plane. 

larly large in the case of Si since the frequency independent external 
inductance is small compared to the internal inductance. For pulse 
applications in which an impedance match is desirable over a broad 
frequency range, the situation may be improved somewhat by increasing 
the frequency independent component of the inductance. This may be 
done by loading the line with magnetic material, the results of which 
are shown by the dashed lines in Figs. 17 and 18. The open triangles 
show the unavoidably greater propagation delay times associated with 
the loaded lines. It can be seen from the deriving formulas that only 
the product J1.Rtm was considered significant, so materials of other 
permeabilities and appropriate thicknesses would be equally effective. 

The losses associated with these lines have been calculated, and a sam­
ple of the results is shown in Fig. 19. Attenuation (dB/cm) is plotted for 
two materials configurations at each of two frequencies for a range of 
substrate thicknesses. The losses are particularly great for silicon ground 
planes (O.0025Q-cm) and for small dielectric thicknesses (which result 
in low values of Zo). The losses decrease rapidly as line width increases. 



1172 THE BELL SYSTEM TECHNICAL JOURNAL, JULY-AUGUST 1970 

The near-end crosstalk for semi-infinite lines is shown in Fig. 20 
as calculated without the influence of the magnetic material. For all 
geometries considered in this paper the near-end crosstalk is below 
4 percent and is typically 1 percent or less. The presence of magnetic 
material would reduce this further. 

For comparison, the transmission parameters of a 50n microstrip 
transmission line on a conventional 0.625 mm thick Alumina substrate 
are5

•
l5 given in Table IV. 

3.4 Electrical Results 

Effective transmission line interconnections for chip to chip on a 
layered integrated circuit substrate appear realizable. The major dis­
advantages are variation of impedance with frequency, appreciable 
delay times (and variation of delay time with frequency causing pulse 
distortion) and significant losses. These problems can be minimized by 
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Fig. 15-Impedance and delay time at 1 GHz for silicon dioxide dielectric all 
silicon ground plane. 
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Fig. 16-Impedance and delay time at 1 GHz for 0.0125 mm thick silicon dioxide 
dielectric on silicon ground plane. 

careful design (for example, judicious choices to tm and J.l.R). The problems 
of delay times and attenuation (characteristics directly proportional 
to the length of the line) will also be reduced by the much greater chip 
packing densities allowable with substrates of high thermal conduc­
tivity. Nonetheless, the high losses encountered with Si ground planes 
(along with its lower thermal conductivity) make this material a dubious 
substrate choice* except for possible special cases in which wide lines 
could be used for all portions of the circuitry where attenuation need 
be considered and where the ground returns for high current lines 
(for example, power supply lines) could be deposited as surface metal­
lization. 

* This configuration (0.0025 f2-cm Si as a ground plane) should not be confused 
with the possible use of high resistivity Si (1500 f2-cm) as a dielectric with gold 
surface metallization and a metal ground plane. T. M. Hyltin ha3 measured the 
dielectric loss in microstrips with high resistivity Si dielectrics. 16 Such a dielectric, 
when used in the configuration diBcussed in this paper, would contribute an addi­
tional 0.5 dB/cm attenuation to the attenuation calculated above for aluminum 
ground planes. 



1174 THE BELL SYSTEM TECHNICAL JOURNAL, JULY-AUGUST 1970 

70.----------------------------------------, 

0.6 

0.05mm LINE WIDTH 

(j) 
40 - T Z - 0.4 

2 ,&@ 0.0125 mj-TOTAL ~IE I 
0 &@ (j)u 

0.005 mm DIELECTRIC c 

&CD 0.0025 mm THICKNESS 1-

0 

0.2 

&.& 
10 

---- LINE COATED WITH It = 1000 MATERIAL 
LINE UNCOATED 

0 0 
0 0.1 10 

FREQUENCY IN GIGAHERTZ 

Fig. 17-Impedance and delay time for silicon oxynitride dielectric on aluminum 
ground plane. 

In the case of aluminum ground planes, the losses on narrow (2 mil) 
lines are probably tolerable for present circuitry with the shortened lines 
due to higher packing. For longer lines, power leads, and so on, it may 
be necessary to use wider lines and connect to the beam leads of the 
integrated circuit chips through tapered section "transformers". The 
impedance transition need not be as great as the desired width change 
would indicate if tm could be increased under the wide lines to compensate 
for the decreased L and increased C. 

Many present applications for lower speed integrated circuit logic 
do not require matched transmission lines for all or any of the inter­
connections. The primary electrical requirement is then the completion 
of interconnects between integrated circuit chips with a minimum 
capacitance to ground. For such applications the narrow conductors 
envisioned in this paper would nearly compensate for the increased 
capacitance per unit length due to reduced t,; compared 'Yith conven-
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tional 0.625 mm alumina substrates. Use of SiON dielectric (ER = 3.4) 
would additionally improve this situation. Resistive signal loss in this 
application should be negligible since typical input impedances are 
1-2K ohms. The possibility of shortened lead length due to higher 
packing densities on high thermal conductivity substrates then suggests 
the possibility of improved electrical performance. 

IV. CONCLUSIONS 

The advantages to be gained from a layered substrate are substantial 
from thermal considerations. The modifications of the electrical prop­
erties resulting from the layered geometry do not appear to present a 
significant obstacle to the development of such substrates. Indeed 
many improvements in electrical performance appear realizable with 
thin line metallization and transmission line interconnections. Layered 
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substrates with massive metal ground planes will adequately satisfy 
rigid mounting plane requirements, and the physical configuration of 
unbalanced microstrip lines allows the use of reliable, inexpensive 
thermo compression bonding of a beam-leaded integrated circuit chip 
to the substrate. 
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APPENDIX A 

Averaging Technique for Improved Series Conversion 

Theorem: Let T(N) be a function of varying sign with zero crossings 
enumerated Zo , Zl ,''', Zi , Zi+l ,'" where i is chosen such that 

dT 1 > 0 
dN N=Zi • 

(32) 

If 

1 :~, T(N) I > 1 :];, .. T(N) 1 > 1 N~~+' 1'(N) I· (33) 

Then 
Zi Zi+l Zi+l Zi+. 

L T(N) + L T(N) 00 L T(N) + L T(N) 
N=O N=O 

2 
< L T(N) < _N=-"O ___ ._"',--'=_O __ 

N=O 2 
(34) 
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Fig. 20-Near end crosstalk between adjacent, parallel SOn microstrip lines 
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TABLE IV-5m2 STRIPLINES ON 0.625 MM ALUMINA SUB~TRATES 

Line width 
Delay time 
Attenuation 
Crosstalk 

0.625 mm 
0.05 nsee/em 
0.048 db/em 
6.75% 

Proof: (See Fig. 21) 

Write 
z, 
LT(N) s. 
N=O 

from inequality (33), 
i+l i+3 

L T(N) > L T(N) 
N=i N=i+2 

SO 

s 

w 

L--------------------------------N 

T 

I---\----¥--~--~::::::::::::::::::::"""""""'= N 

Fig. 21-Enumeration of extrema and zero crossings. 

(35) 

(36) 

(37) 
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from inequality (32) 

(38) 

so 

(39) 

similarly 

so 

Write 

S~ = w. (42) 

Inequality (41) holds for any i chosen in agreement with inequality 
(32) as i --7 co. Then 

lSi - WI> lSi + 1 - WI> lSi +2 - W I (43) 

define 

A. = Si + Si+! 
• 2 

but from inequality (43) 

I Si - WI> I Si+l - W I 
and from inequality (32) 

so 

giving 

S, + Si+l < 2W 

so 

2W 
Ai <2= w. 

From inequality (44) 

A - Si+l + Si+2 
i+l - 2 

(44) 

(45) 

(46) 

(47) 

(48) 
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but from inequality (43) 

I 8 i + 1 - WI> I 81+2 - W I 
and from inequality (32) 

SO 

8;+1 - W > W - 8 i + 2 , 

gIVIng 

SO 

2W 
Ai+l > 2 = W 

from inequality (47) and (51) 

Ai < W < A i + l 

and the theorem is proved. 

APPENDIX B 

Edge-ground Capacitance for M icrostrip 

(49) 

(50) 

(51) 

(52) 

The capacitance from the edges of the finite thickness strip above 
the infinite ground plane is equivalent to the capacitance problem repre­
sented in Fig. (22a). This is equivalent to twice the capacitance repre­
sented in Fig. (22b). The conformal transformation W = sin -1 (z/td ) 

results in the configuration of Fig. (22c). The capacitance per unit length 
of this configuration can be calculated by equations (26) and (27) of 
the text. This results in 

C ~ '~R [COsh-' (1 + ~) 

+ In (1 + {1 - exp [- cosh- l (1 + ts/td)]}!) J. 
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Fig. 22-Conformal mappings. 

Then 

C ~ E~ER {In (2td + 2ts \) + In l'-l + (td + 2ts )!J} , 
7r td 2td + 2ts 

= EoER In { 2td + 2ts + [2(td + ts)(td + 2ts)]!}. 
7r td 

The edge-ground capacitance is then 

Ct) = 2EoER In {2td + 2t. + [2(td + t.)(td + 2tB)]!}. 
7r td 
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The Field Singularity at tIle Edge of an 
Electrode on a Semicondllctor Surface 

By J. A. LEWIS and E. WASSERSTROM* 

(Manuscript received February 18, 1970) 

Near the edge of a charged electrode on the surface of a semiconductor, 
the field in the semiconductor may become very large because of the accumu­
lation of charge at the electrode edge. Such large local fields are undesirable, 
not only because they may cause local breakdown, but also because they 
make the behavior of a semiconductor device difficult to predict. 

In the present paper we consider a sil1l,ple mathematical model of an 
electrode edge-semiconductor-insulator configuration and derive conditions 
under which large local fields may be avoided. More accurately, since the 
electrode edge and semiconductor corner angles are assumed to be perfectly 
sharp, we derive conditions under which the local field in the semiconductor 
is nonsingular. It is necessary to include the effect of the surrounding 
insulator, because even for small insulator-semiconductor dielectric constant 
ratios, a field singularity in the insulator will be coupled back into the 
semiconductor. 

1. INTRODUCTION 

Beneath a charged electrode situated on the surface of a semicon­
ductor, at points far from the electrode edge, the electrostatic field is 
regular and quasi-one-dimensional, with its maximum value at the 
electrode. Near the electrode edge, however, the field may become very 
large because of the accumulation of surface charge at the sharply curved 
electrode edge. 1 Also, the jump in dielectric constant between the semi­
conductor and the surrounding insulating material may produce a 
large local field intensity. Such a field may be so large as to cause ava­
lanche breakdown near the edge, but, in any case, the presence of such 
an edge effect makes the behavior of a semiconductor device difficult 
to predict. 

* On leave from the Technion-Israel Institute of Technology, Haifa, Israel, when 
this work was performed. 
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In this paper we consider a simple mathematical model of an electrode 
edge-semiconductor-insulator configuration, namely a sharp-edged elec­
trode on top of a semiconductor mesa, as in Fig. 1. We study the be­
havior of the potential, or rather its singular part, in the two wedge­
shaped semiconductor and insulator regions shown in the inset circle 
of Fig. 1, assuming that the potential is locally planar and that its 
singular part satisfies Laplace's equation, both in the insulator and in 
the semiconductor. Since the treatment is local and the electrode edge 
and mesa corner are replaced by mathematically sharp wedges, our 
analysis can only predict the existence or nonexistence of a singular 
field at the edge and cannot produce an estimate of local field strength, 
which depends on conditions far from the edge. 

We derive an estimate of the order of the singularity in the potential 
of the form cp = o (rP

) , where r is the distance from the corner and 
p > O. The local field is thus of order rP

-
1

, singular for p < 1. We con­
sider p as a function of the semiconductor wedge angle a, the electrode 
wedge angle {3, and the insulator-semiconductor permittivity ratio 
T], for a and {3 between zero and 180° and T] between zero and one. 

We find that, to avoid a field singularity, we must make {3 greater 
than 90° and a less than 90°. In particular, if we take {3 = 180°, any 
a less than 90° yields a nonsingular field. Such a configuration might 
be realized, for example, by using an overhanging electrode on an under­
cut semiconductor mesa, as in Fig. 2. The length of the overhang must 
be several Debye lengths for small electrode potential and several 
depletion layer thicknesses for large reverse bias, in order that the 
present theory be applicable. 

Figure 3 summarizes our principal results. It gives the range of a, 
for 90° ~ {3 ~ 180°, 0 ~ T] ~ 1, within which the field is nonsingular. 

Fig. I-Mesa with sharp-edged electrode. 
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Fig. 2-0verhanging electrode on undercut mesa. 

It should be noted that our results apply without modification to edge 
fields in capacitors and, with the appropriate interpretation, to steady 
temperature fields in conductors. In the latter case, it would be interest­
ing to study the corresponding thermal stresses, as, for example, in a 
glass-to-metal seal. 

II. A MODEL OF THE ELECTRODE EDGE 

We consider the electric field in a current-free semiconductor, near 
an electrode edge whose cross-section is sketched in Fig. 4. The sketch 
shows a typical semiconductor mesa with corner angle el, surrounded 
by insulating material, and supporting an electrode with corner angle 
{3. For given insulator-semiconductor permittivity ratio 1] = Eo/ El (~0.1 
for air-silicon, 0.3 for silica-silicon), we wish to choose el and {3 to avoid 
local field singularities. 

In the semiconductor the dimensionless potential ep satisfies an equa­
tion of the general form 

(1) 

where the Laplacian operator is made dimensionless with the Debye 
length for small potential and by the depletion layer thickness for large 
reverse bias (see, for example, Ref. 2). "Large" or "small" distance then 
means large or small with respect to one of these typical lengths. In 
particular, we shall assume that the electrode is so large in a direction 
perpendicular to the cross-section that the local field may be treated 
as planar. 

We seek solutions of equation (1) which have field singularities at 
the vertex r = 0, that is, a bounded potential ep such that I Vep I is 
unbounded at r = O. In the neighborhood of such a singularity the in­
dividual second derivatives which make up the Laplacian will be very 
large, although they must combine to make the Laplacian equal to the 
bounded function j(ep). As far as the singular part of the solution is 
concerned then, the specific form of j( ep) is unimportant and we can in 
fact set j(ep) equal to zero. The singular solution then satisfies Laplace's 
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Fig. 3-Bounds on semiconductor angle a as a function of electrode angle ~ for a 
nonsingular field. 

equation 

(2) 

in the neighborhood of r = 0, both in the semiconductor (0 < () < a) 
and in the insulator (a < () < 217" - (3). At the electrode faces we have 
the boundary conditions 

cp(r, 0) = cp(r, 217" - (3) = 1, (3) 

while at the semiconductor-insulator interface, in the absence of surface 
charge, we have the continuity conditions* 

* As we shall see, no matter how small 'YJ is, equation (5) couples any singularity 
in the insulator back into the semiconductor. Satisfaction of this condition is an 
essential feature of the problem. 
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Fig. 4-Semiconductor-electrode edge configuration. 

cp(r, a-) = cp(r, a+), 

acp(r. a -)/ao = 'YJacp(r, a+)/afJ. 

We now expand cp in positive powers of r, setting 

[1+ 00 

L AkrPk sin Pk O, for O~ 
cp(r, 0) k=l 

l1+ 00 

L BkrPk sin Pk(27r - (3 - 0), for a~ 
k=l 

o ~ a, 

1187 

(4) 

(5) 

o ~ 27r - {3, 

satisfying equation (2) and boundary condition (3). The A's, B's, and 
p's are chosen to satisfy the continuity conditions (4) and (5), which 
take the form 

A sinpa - B sinp(27r - (3 - a) = 0, 

A cospa + 'YJB cosp(27r - (3 - a) = O. 

These equations have a nontrivial solution only if the coefficient deter­
minant vanishes, giving the characteristic equation for p 

'YJ sin pa cos p(27r - (3 - a) + cos pa sin p(27r - (3 - a) = O. (6) 

We wish to find the smallest positive value of p which will satisfy this 
equation, as a function of a, (3, and 'YJ. For this value of p we have 

cp - 1 = o (rP
) , 

I 'lcp I = 0(~-1), 

singular for p < 1, in the neighborhood of r O. 
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III. THE FLAT SURFACE AND THE MESA 

Before treating the general problem, let us consider two special cases, 
in order to gain insight into the behavior of p as a function of a, {3, and 
1]. In the very common case of a thin electrode ({3 = 0) on a flat semi­
conductor surface (a = 71'), as in Fig. 5, the characteristic equation (6) 
reduces to 

sin p7l' cos p7l' = 0, (7) 

for all 1]. It is satisfied by p = 1, p = !, the latter being the smallest 
value of p. In this case, near the electrode edge the field is singular, like 
r-!, no matter what insulating material is used. This is the same singu­
larity as that obtained in the classical Weber problem of the disk elec­
trode. The same local behavior was also found in Ref. 3, where a closed­
form solution of the above problem was derived for the linearized 
semiconductor equation and 1] = 0, 1] = 1. 

N ow let us attempt to reduce the singularity by cutting away the 
semiconductor, placing the electrode on top of a mesa, as shown in Fig. 
6 for a = 71'/2. For 1] = ° this configuration gives a one-dimensional, 
regular field, normal to the electrode, so that we might expect that it 
would be advantageous for small 1]. With {3 = 0, a = 71'/2, equation (6) 
becomes 

. P7l' 3p7r + p7r. 3p7r ° 
1] sm - cos - cos - sm - = 

2 2 2 2 ' 
(8) 

satisfied by p = 1, for all 1]. However, note that, for 1] = 0, it also has 
the smaller root p = i. If we examine the equations for A and B, we 
find that, in this case, A = 0, so that the root p = i gives a singularity 
only in the insulator for 1] = 0. However, a perturbation for small posi­
tive 1] shows that A is of order 1], so that the singUlarity is coupled back 
into the semiconductor for any positive 1], no matter how small. 

On the other hand, for 1] = 1, the smallest root of equation (8) is 
p = !. In this case p is independent of a, for 1] = 1 corresponds to a 
single dielectric filling the whole space around the electrode. Now, if 

SEMICONDUCTOR 

Fig. 5-Flat semiconductor surface. 
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Fig. 6-Right-angled mesa corner. 

p is a continuous function of 'Y}, its value for ° < 'Y} < 1 must lie between 
the value for 'Y} = ° and the value for 'Y} = 1; that is, we must have 

~ < p < j, 

for {3 = 0, a = 7r /2, and ° < 'Y} < 1. For small 'Y}, the singularity is weak­
ened in some sense, but not removed, by the formation of a mesa. 

These two special cases indicate that the calculation of p = pea, (3, 'Y}) 

is not completely straightforward. They also suggest that the simple 
cases 'Y} = 0, 'Y} = 1 can be used as a framework for the general calcula­
tion. 

IV. LIMITING VALUES OF PERMITTIVITY RATIO 

Let us first consider the case 'Y} = 1. In this case equation (6) becomes 

sin p(27r - (3) = 0, 

independent of a, as one would expect. Its smallest positive root is 

p = pea, (3, 1) = Pl({3) = 7r/(27r - (3), (9) 

singular for {3 < 7r. Those familiar with potential theory will recognize 
this as the singularity at the tip of a wedge-shaped electrode, protruding 
into a uniform dielectric. It has been studied in detail by Wasow, 
Lehman, and Joyce. 4-6 

The other limiting case 'Y} = ° gives two roots. Equation (6) becomes 

cos pa sin p(27r - (3 - a) = 0, 

with the roots 

p = pea, (3, 0) = p-:;(a) = 7r/2a, (10) 

p = pea, (3, 0) = p;(a, (3) = 7r/(27r - (3 - a). (11) 

The first of these roots gives a singular field in the semiconductor for 
a > 7r/2; the second gives a singular field for a + {3 < 7r (in the insulator 
only, for 'Y} = 0) but weakly coupled back into the semiconductor for 
small positive 'Y}. 
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For 0 < TJ < 1, P must lie between PI and the smaller of the two 
values p~ , p~ . Now p~ > p~ for a < (27r - {J)/3, so that P lies between 
PI and p~ , for 0 ~ a ~ (27r - (3)/3, and between PI and p~ , for (27r -
(3)/3 ~ a ~ 7r. Also p~ < PI , for a > (27r - (3)/2, so that we finally 
obtain the series of bounds listed below: 

7r < < 7r for 0 < a < 27r ;: (3 
27r - (3 P 27r - (3 - a ' 

(12) 

7r 7r 
27r - (3 < P < 2a ' 

for 27r - (3 < < 27r - (3 
3 a 2 (13) 

7r 7r 
2a < P < 27r - (3 , 

27r - (3 
for 2 < a < 7r. (14) 

Now the largest value of the upper bound is attained at the point where 
the upper bound of equation (12), an ascending hyperbola as a function 
of a, meets the upper bound of equation (13), a descending hyperbola, 
that is at the point a = (27r - (3) /3, where P = 37r /2(27r - (3) = pmnx. 
For (3 < 7r /2 this maximum is less than unity, so that a field singularity 
can be avoided only by choosing the electrode angle (3 greater than 90°. 
Similarly, the upper bound of equation (13) implies that the semi­
conductor angle a must be chosen less than 90° to avoid a field singu­
larity. 

A particularly simple way of satisfying these requirements is the 
combination of overhanging electrode ((3 = 7r) and slightly undercut 
semiconductor mesa (a ~ 7r/2) shown in Fig. 7. In order that the theory 
be applicable, the length of the overhang must be several characteristic 
lengths, i.e. several Debye lengths for small electrode potential and 
several depletion layer thicknesses for large electrode potential. The 
mesa corner needs to be undercut only enough to be certain that a is 

{3=r. 
...---. 

/' "-
/ '\ 

/ 

Fig. 7-0verhanging electrode on undercut mesa. 
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never greater than 90°, within fabrication tolerances. In Section V we 
document these preliminaries. 

V. ARBITRARY PERMITTIVITY RATIO 

For detailed calculations it is convenient to rewrite the characteristic 
equa.tion (6) in the form 

(1 + 1]) sin p(27r - (3) + (1 - 1]) sin p(27r - (3 - 2a) = 0 (15) 

from which it is a simple matter to calculate the derivative 

ap = 2(1-1])p cos p(27r-{3-2a) 
aa (1+1])(27r-{3) cosp(27r-{3)+(I-1])(27r-/3-2a) cosp(27r-{3-2a) 

(16) 

N ow, whereas it is difficult to solve equation (6) directly for p as a 
function of a, (3, 1], because of the existence of neighboring higher roots, 
it is a simple matter to integrate equation (16), starting from a = 0, 
where p = 7r/(27r - f3) for all 1]. This calculation was carried out for 
1] = 0, 0.1, 0.3, 0.5, 0.7, 1.0 and for {3 = 0, 7r/2, 37r/4, 7r. The results are 
shown in Figs. 8 through 11, for the two lowest branches of p.* As 
Section IV predicts, a nonsingular field (p ~ 1) becomes possible only 
for {3 ~ 7r /2, with the range of permissible values of a and 1], increasing 
from a = 7r/2, 1] = 0, at {3 = 7r/2, to 0 < a < 7r/2, 0 < 1] < 1, at 
{3 = 7r. 

This range of values of a for given {3 and 1] is easily found. If we set 
p = 1 in equation (15), we find that it is satisfied by two values of a, 
which bound the permissible range for a nonsingular field. Figure 3 
shows the result of this elementary calculation. For example, for {3 = 
37r/4, 1] = 0.1, the field is singular for a < 0.2917r = 52.5°, regular 
for 0.2917r < a < 0.4597r = 82.5°, and singular again for larger a. The 
slanting dashed line gives the minimum value of {3, and the correspond­
ing value of a, for which the field is nonsingular for given 1]. 

VI. ACKNOWLEDGMENT 
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* Two branches are shown to indicate the topology, although of course only the 
lower branch is of interest. 
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[3=0 

Fig. 8-p(a) for ~ = 0 and various TJ. 
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Fig. 9-p(a) for ~ = 7r/2 and various TJ. 
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Determinatioll of the Shape of the Human 
V ocal Tract from Acoustical 

Measuremellts 

By B. GOPINATH and M. M. SONDHI 

(Manuscript received January 14, 1970) 

In this paper we describe lnethods for determining the cross-sectional area 
function of the human vocall1'act from acoustical measurements made at one 
end. The pressure and volume velocity are assumed to obey Webster's horn 
equation, which is valid for frequencies below 3.5 kHz. Acoustical 
properties below 3.5 kHz do not uniquely specify the area function. This 
paper shows how high frequency information may be incorporated into 
the mathematical model in a manner consistent with a priori information 
about the vocal tract. Some results of application of the methods by computer 
simulation are presented. It is interesting to see from the figures that nine 
numbers (namely, length, four formants, and four residues) specify the 
area function quite well for practical purposes. 

I. INTRODUCTION 

In recent years there has been considerable interest in the modelling 
of speech production in terms of the motion of the articulators. This 
interest has stimulated work on the determination of the shape of the 
human vocal tract as a function of the utterance. For frequencies less 
than 3500 Hz, wave motion in the vocal tract is essentially planar, so 
that the shape is effectively specified by the cross-sectional area as a 
function of distance from one end of the tract (say from the glottis). 

During the past two decades X-ray techniques have been used to 
determine these area functions. These techniques suffer from two major 
drawbacks: (i) In order to keep the exposure to X-rays within safe 
dosage limits, only a small number of measurements can be made on 
anyone subject; (ii) The interpretation of X-ray data is a complex 
and difficult art, and a number of assumptions must be made in order to 
convert this data to area functions. The accuracy with which area func­
tions are reconstructed is rather limited. 

1195 
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In 1965, Mermelstein and Schroeder suggested the new approach 
of inferring the area functions from acoustic information. l Under the 
usual assumptions of lossless plane wave propagation, they showed that 
if the area function A (x) of a vocal tract of length Z is of the form 

00 n7rX 
log A(x) = log Ao + f.; an cos -Z- (1) 

then in the limit as an ~ ° for all n, the nth eigenfrequency (with the 
tract closed at x = ° and open at x = 1), is given by 

(2) 

where AOn is the nth eigenfrequency of the uniform tract (an == 0, n = 
1, ... ). Likewise, to the same approximation the nth eigenfrequency 
with the tract closed at both ends, is given by 

(3) 

Using equation (2) to obtain a2!l+l from Wn , Mermelstein and Schroeder 
obtained anti symmetric approximations to area functions from a knowl­
edge of formant frequencies alone. This work was extended by Schroeder2 

and Mermelstein3 to include the even-order coefficients [using measured 
values of the poles and zeroes of the input admittance at the lips, which 
correspond respectively to the A's and IL'S in equations (2) and (3)]. 
An extension was also made by Mermelstein3 who devised an iterative 
algorithm to compute the first 2m coefficients in equation (1) from a 
knowledge of (AI ... Am, ILl ••• ILm), when the perturbations of the 
eigenvalues are too large for first order perturbation theory to be ac­
curate. Another iterative scheme has been obtained by J. Heinz, by 
applying perturbation theory to tracts of arbitrary shape.4 

These methods are applications of very general techniques (namely, 
perturbation theory and steepest descents) which do not make use of 
the special characteristics of the problem at hand. They also leave 
unanswered certain mathematical questions such as the convergence 
of the iterative procedures and uniqueness of the solution. 

In this paper, we describe two (noniterative) methods for computing 
the area function from acoustical data. Apart from clarifying the 
physical and mathematical aspects of the problem, these methods 
provide solutions in a form suitable for analyzing the sensitivity of 
the reconstructed area functions to inaccuracies of the data. They 
also enable us to answer such basic questions as: "What tube has all 
but a finite number of eigenvalues identical to those of a uniform 
tube?" 
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In Section II we introduce the wave equation and Webster's horn 
equation and list the basic properties of the solutions and eigenfunctions 
of the horn equation under homogeneous boundary conditions. 

In Section III we present a method for computing the area function, 
based upon the factorization of the kernel of an integral operator which 
transforms solutions of the horn equation to the solutions of the equa­
tion for a uniform tract. The existence of such a transform was proved 
by Marchenko,5 and the transform has been used in the solution of 
the inverse-Sturm Liouville problem by Gelfand and Levitan.6 

In Section IV we present an alternative method for computing the 
area function based upon the solution of an integral equation whose 
kernel is the driving point response to an impulse at one end of the 
tract. This integral equation was introduced without derivation by 
Krein in a paper on an application of his theory of extensions of positive 
definite kernels. 7

•
8 Our derivation is physically motivated and uses only 

elementary theory of forced motion of a second order system. 
In Section V we present preliminary results of an application of 

our methods to the determination of vocal tract shapes and a comparison 
with X-ray derived data. Figures 3 through 9 show the results of these 
computations. 

II. MATHEMATICAL PRELIMINARIES 

For a tube of variable cross-sectional area A(x) the equations relat­
ing acoustical pressure p and volume velocity V are 

ap = p aV 
C4a) 

ax - A (x) at ' 
av A(x) ap 

(4b) 
ax - pc2- at ' 

under the assumption of lossless plane wave propagation in the tube. 
These assumptions are accurate for the vocal tract for frequencies 
up to about 4 kHz. For convenience we will choose units such that 
the velocity of sound c = 1, the density of air p = 1 and the length 
of the tube is 7r. Then elimination of V in equations (4a) and (4b) 
gives 

(5) 

and for sinusoidal time dependence, such that p = cp(x, A)eiXt
; the 

function cp(x, A) satisfies 
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~ A(x) a¢(x, A) + A2A(x)¢(x A) = ° 
ax ax ' 

(6) 

which is Webster's horn equation. Throughout this paper it will be 
assumed that A(x) > ° (0 ~ x ~ 7r), A(O) = 1, and that A(x) has 
continuous first and second derivatives except at a finite number of 
points in [0, 7r]. At the points of discontinuity A(x) and its first two 
derivatives are assumed to have finite right and left limits. Under these 
conditions on A (x) the following lemma holds. 

Lemma 1: The solution of equation (6) satisfying the initial conditions 

¢(O, A) = 1, ¢'(O, A) = ° (7) 

exists, and 

(8) 

where 

O~K<oo, 

and 1f;(x, A) is the solution of equation (6) with the same initial conditions 
and A(x) replaced by a canonical shape Ao(x). The function Ao(x) is 
such that Ao(O) = A(O) = 1, Ao(x) 1~S constant everywhere 1·n [0, 7r] except 
at points of discontinuity of A (x) where it jumps by the same factor as 
does A (x). 

The proof of this lemma is given in Appendix A. 
The solutions of equation (6) satisfying the initial conditions (7) 

become eigenfunctions if they satisfy some homogeneous boundary 
condition at x = 7r. These eigenfunctions and eigenvalues have well 
known properties which for the specific case ¢(7r, A) = ° we summarize 
in the following lemma. 

Lemma 2: If A (x) satisfies the conditions described above, then there 
exists a sequence Ai (the eigenvalues) satisfying 

(i) At > 0, A i ~ 00 as i ~ 00; 

(ii) ¢(x, AJ are solutions of equation (6) satisfying the initial conditions 
(7) and the condition ¢(7r, Ai) = 0; (8a) 

(iii) l7r A(x)¢(x, Ai)¢(X, Ai) dx = 0, i ~ j, 

i = j, (9) 
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with 

o < ex; < 00; 

(iv) c/>(x, AJ are complete in the space L 2 (0, 7l") of square integrable 
functions. 

An immediate consequence of Lemmas 1 and 2 is the following corol­
lary. 

Corollary 2.1: If J1.. is the sequence of eigenvalues for the canonical tube 
Ao(x), with the conditions at x = 0 and x = 7l" as in Lemmas 1 and 2, then 

(10) 

and the ex~ of Lemma 2 satisfy 

ex; = 1" Ao(x)t
2
(x, J1.i) dx + o(~) 

(11) 

= ~; + o(~) 
where t is as defined in Lemma 1. 

Finally we will require the following lemma. 

Lemma 3: There exists a function H (x, t) such that 

This can be proved by substituting equation (12) into equation (6). 
After trivial, but involved, algebra (see Appendix B) it turns out that 
for (12) to be true, H (x, t) must satisfy the following: 

a2
H(x, t) _ a2

H(x, t) + {[A(t)]!} If H( t) = 0 
ax2 at2 [A(t)]! x, (13) 

11" {[A(t)]!}" ! , 
H(x, x) = -2" 0 [A(t)]! dt - {[A(x)]} 1,,=0 (14) 

{[A(t)]I}'H(x, t) [,_" - aH~~, t) 1,-, ~ o. (15) 

The theory of partial differential equations guarantees the existence 
of a solution to equation (13) under the boundary conditions (14) 
and (15). 
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III. DERIVATION OF A (x) FROM THE SPECTRAL FUNCTION OR TWO SETS 

OF EIGENVALUES 

The spectral function is defined as a staircase function of A with jumps 
of a~ at Ai (i = 1, ... ). Thus to say that the spectral function is known 
is equivalent to saying that the pairs (Ai' aD i = 1, ... are known. 
Appendix C shows that if Ai (i = 1, ... ) are the eigenvalues of the same 
tube for the conditions cj/ (0, A) = 0, eb(O, A) = 1, a¢(7r, A) + beb' (7r, A) = 0, 
(b ~ 0), then a knowledge of the pairs (Ai' AD, i = 1, ... specifies 
the spectral function. Also, in Section IV it will turn out [see equation 
(27), with x = 0] that Ai is the ith pole of the driving point impedance, 
and 1/2a~ the corresponding residue. 

We now derive A(x), given thc spcctral function. In cases where A (x) 
has continuous first and second derivatives the spectral function 
suffices to uniquely determine A(x). In cases where A(x) has a finite 
number of discontinuities, the locations and magnitudes of the jumps 
are also assumed to be known. Note that equation (12) may be written 
in symbolic form as 

[Ao(x)]!~(x, A) = (J + H)eb(x, A)[A(x)]! (16) 

where J is the identity on (L2[0, 7r]) and H the integral operator such 
that 

g = Hf {:::} g(x) = 1'" H(x, t)f(t) dt. (17) 

Define the operator U which takes a square summable sequence of 
real numbers fi , i = 1, 2, ... to a square integrable function f(x) 
[on (0, 7r)] defined as 

00 

f(x) = L fi [A (x) ]!eb(x, Ai)/a~ . (18) 
i~l 

Define the adjoint operator U* which takes a square integrable function 
f(x) to a square summable sequence fi given by 

i = 1, ... (19) 

Let Rand R* be defined analogously to U and U*, with [A(x)]ieb(x, Ai) 
replaced by ~(x, AJ(Ao)! in equations (18) and (19). 

Then 

R = (J + H)U 



HUMAN VOCAL TRACT 1201 

and 

RR* = (I + H) UU*(I + H)*. (20) 

However, from the completeness and orthogonality of the [A (x)]!cJ> (x, Ai), 
it follows that UU* = I. Thus 

RR* = (I + H)(I + H)*. (21) 

Note that 

[(RR* - I)f](x) = 17r f(t) ~ (tf;(x, A~t(t, Ai) _ tf;(x, JL~t(t, JLi)) 

. [Ao(t)Ao(x)]! dt (22) 

(because [Ao(x)]!tf;(x, JLJ!'y. is an orthonormal and complete sequence). 
From the asymptotic formulae of Lemma 1, it is seen that the kernel 

of the operator RR* - I is of the Hilbert-Schmidt type [that is, square 
integrable on the square (0 ~ x, t ~ 71").] Therefore, if the Ai , exi cor­
respond to those of a tube with appropriate boundary conditions then 
the factorization of equation (21) is always possible. 

This essentially completes our derivation. For the kernel of RR* 
can be constructed if the A/S and ex/s are known [and in the case of 
discontinuous A(x), the positions and magnitudes of the jumps are 
also known]. The factorization (21) then gives H(x, t). Finally, since 
cJ>(x, 0) = 1 and tf;(x, 0) = 1 (0 ~ x ~ 71"), equation (12) gives 

(23) 

which can be solved for [A(x)]t. 
Although, in general, the factorization of equation (18) is difficult, 

we will show in Section V an effective method of computation when 
all but a finite number of X/s and ex/s are identical to the corresponding 
J,L/s and 'Yo's. 

IV. DERIVATION OF THE AREA FUNCTION FROM THE INPUT IMPEDANCE 

In this section, for simplicity, the area function and its first two 
derivatives will be assumed continuous. Consider the forced pressure 
response y(x, t) in the tube, due to a unit ramp ret) of volume velocity 
at x = O. This may be obtained by including a term 8(x)r(t) on the right 
hand side of equation (4b). The resulting equation for y(x, t) is 

:x A(x) ay~; t) _ A(x) a2y~~, t) = - 8(x)u(t) (24) 
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where u(t) is the unit step. Integrating equation (24) over x from 0 
to a gives 

A(a) :; 1,-" - A(O) :; 1,-0 - f A(x)Z(x, t) dx = -1 t f'; O. (25) 

In this equation we have put u(t) a2y/at2 = Z(x, t); it is the transfer 
impedance (in the time domain) from the input end to the point x. 
However (ay/ax) = 0 at x = 0 because of the boundary condition. 
Also, since the velocity of sound has been normalized to unity, for 
t ~ a the region of the tube beyond x = a is undisturbed. Thus for 
t ~ a, A(x) ay/ax = 0 for x ~ a. Thus equation (25) becomes 

faa A(x)Z(x, t) dx = 1 o ~ t ~ a. (26) 

By expansion in terms of ¢(x, }\i) it can be verified that 

Z(x, t) = a2y(~, t) = t ¢(x, }'i) 2COS AJ t ~ 0 (27) 
at i=l £Xi 

where the convergence is assumed to be in the sense of distributions, 
and ¢i , £Xi , Ai are as defined in Section II. 

Let f(t) be a function such that 

faa f(t)Z(x, t) dt = 1 x ~ a. (28) 

Then by substitution into equation (26) it follows that 

faa ICt) dt = l a 
A(x) dx. (29) 

The interesting duality in equations (26), (28), and (29) enables deter­
mination of A(x) in terms of Z(O, t) rather than Z(x, t). l\![ultiplying 
equation (28) by A(x)Z(x, s), integrating over x and changing order 
of integration on the left-hand side we get 

la 
f(t) dt la 

A(x)Z(x, t)Z(x, s) dx = la 
A(x)Z(x, s) dx t < a. (30) 

For s < a, the right-hand side equals unity by virtue of equation (27). 
On the left-hand side the integration limits on x can be changed to 
(0, 1r) since Z(x, t) = 0 for x > t. Then substituting for Z(x, t), Z(x, s) 
from equation (27) and using the orthogonality equation (9) we get 

8 ~ a. (31) 
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[Equation (31) may also be obtained by multiplying equation (28) 
by [A(x)]! and using the linear transformation of Section III.] Defining 
J(t) = f(1 t I), I t I ~ a we note that J(t) satisfies 

[aa J(t) L cos AiS cos Ai t at sin A;s sin AJ dt = 1 I S I ~ a (32) 

since sin Ait is odd. From an elementary trigonometric identity it then 
follows that 

faa J(t)Z(O, I t - s I) dt = 1 s ~ a (33) 

and, from equation (29) 

faa jet) dt = La A(x) dx. (34) 

Thus, if Z(O, t) (which is the driving point impedance function at x = 0) 
is known, or measured, then solution of equation (33) for each a gives 
the area function. [Note that to get A(x) for x ~ a, Z(O, t) is required 
for t ~ 2a, as expected from physical considerations.]* 

We close this section by noting that although we have discussed 
the method in terms of measurements made at x = 0, where the bound­
ary condition corresponds to a closed end, trivial modifications are 
needed if measurements are to be made at an open end. In the latter 
case since the pressure vanishes, av / ax = 0. Therefore, the same method 
is applicable to the horn equation for volume velocity, with a measure­
ment of driving point admittance (instead of impedance). The driving 
point impedance (admittance) may, of course, be evaluated from 
measurements at any end with an arbitrary, known, termination. 

V. APPLICATION OF THE METHODS TO DETERMINING VOCAL TRACT AREA 

FUNCTIONS 

As noted in the introduction, the one dimensional Webster's horn 
equation is an accurate description of wave propagation in the vocal 
tract, only for frequencies less than about 3.5 kHz. Hence the Ai of 
Section II have no physical counterpart whenever they exceed 3.5. 
We therefore start with the Ai and ai (i = 1, ... n) as measured data, 
and assume that for i > n, the Ai and ai are identical with those of some 
canonical tube. In view of the asymptotic formulae of Section II, 
this assumption is reasonable. 

* For another derivation of equation (33) see Appendix D where it is further 
shown thatf(a) = [A (a)]l/Z. 
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We know of no a priori method for choosing the canonical shape so 
as to give the best match between the computed area functions and 
those of the actual vocal tract. For simplicity one might assume the 
canonical tube to be uniform. However the experimental area functions 
published by Fant9 all show a sharp discontinuity at the epiglottis, 
which suggests choosing a canonical tube with such a discontinuity. 
We have tried both these canonical shapes. 

Once a canonical shape has been chosen, ai , Ai , t/;(x, Ai) and t/;(x, J..I.i), 
i = 1, ... n may be computed. Under the assumptions of this section, 
the factorization of equation (21) can then be carried out in the following 
manner. 

We use the vector notation 

k;(x) = [if;(x, Ai)/al , •.. , if;(x, An)/an , 

if;(x, J..I.i)/'Y1 , •.• , if; (x , J..I.n)/'Yn] 

ki(x) = [t/;(x, Ai)/al , .•. , if;(x, An)/an , 

- t/;(x, J..I.l)/'Y1 , ••• , - t/;(x, J..I.n)/'Yn] 

where kl(X) and k 2 (x) are n-dimensional column vectors and the super­
script T denotes transposition. Then the kernel of equation (22) be­
comes k~(x)k2(t), and it is easily seen that H(x, t) has the form 

H(x, t) = k;(x)h(t) x > t (35) 

where h(t) is some vector function of t. Then equation (18) becomes 

k;(x)k,(t) = k;(x)h(t) + k;(x{1.' h(u)hT(u) du }.(t) (36) 

as long as Ai ~ J..I.i , i = 1, ... n. (If Ai = J..I.i for some i, a slight modifica­
tion is necessary.) However, from the linear independence of the com­
ponents of kl(X) it follows that 

k,(I) = h(t) + [1.' h( u)h T (u) dU}. (I) . (37) 

Equation (37) can be solved for h(t) by the analog circuit shown in 
Fig. 1, or by an equivalent computer simulation. Also, since equation 
(23) now becomes 

[A(X)]i + k;(x) 12: h(t) [A(t)]! dt = [Aoex)]! (38) 

the analog circuit of Fig. 2 yields [A(x)]l. 
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~--------------~r------'h 

Fig. 1-Analog computer circuit for computing h. 

The results of such computations for some area functions published 
by Fant9 are shown in Figs. 3 through 9. 

We close this section by noting that if the experimental data is in 
the form of a driving point impulse response, then the simplest procedure 
is to use the method of Section IV [that is, to solve equation (33) for 
various values of a]. We have not computed area functions by this 
method so far, but propose to do so, using impedance tube or other 
experimental data. The limitations due to the inapplicability of the 
horn equation at high frequencies apply to this method as well. The 
effect of low-pass filtering the driving point response is being inves­
tigated. 

VI. CONCLUSIONS AND DISCUSSION 

The comparison between measured and computed area functions 
of Figs. 3 through 9, indicates that knowledge of the first few (A, a) 
pairs is sufficient to get reasonable estimates of the area function. 
The A's may be obtained directly from the speech output, since they 
can be computed with reasonable accuracy from the formant frequencies. 
The a's on the other hand cannot be computed directly from the speech 
waveform, and impedance tube or other equivalent measurement would 
appear to be necessary. However, the vocal tract has physical con­
straints which might be reflected in a functional dependence of the 
a's on the A's. The possibility of such functional dependence is being 

~------__________ ~ ______ (A)~ 

i4---h 

Fig. 2-Analog computer circuit for computing A. 
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Fig. 3-Area functions reconstructed from the first three poles and residues of 
input impedance by the method of Section V using a uniform canonical tube. 
Dashed curves are the X-ray measurements. 

investigated. The sensitivity of the computed area functions to changes 
in the a's is also being investigated. 

If one is willing to make acoustical measurements at the lips, then 
the method of Section IV is the most direct way of computing the area 
function. It has the added advantage that the length of the vocal tract 
need not be known. Some preliminary results on the effect of band­
limiting the impulse response have been obtained and will be reported 
in a later paper. 

APPENDIX A 

Proof of Lemma 1 

Under the assumptions of this lemma, equation (6) may be trans­
formed to: 

{[A(x)]!cp(x, y)}" + A2[A(x)]!cp(x, A) = {[A(x)]!}"cp(x, A) (39) 
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except at the points Xl, •.. Xk, where A(x) is discontinuous. With 
Xo = 0 and Xk+l = 71", equation (39) gives 

[A(x)]!cp(x, A) 

= f.( A) + l x 
sin A(X - t) {[A(t)]!} II [A(t)]! (t A) dt 

• X, x i A [ A (t) ]! cp" 

Xi < x ~ Xi+l, i = 0, 1, ... ,k (40) 

where 

f.(x, A) = ai(A) cos AX + bi(A) sin AX. 

The coefficients ai(A), bi(A) are to be determined so as to make cp(x, A) 
and A (X) cp' (x, A) everywhere continuous. (The conditions at x = 0 
give ao(A) = 1, boCA) = 0.) Clearly for every A there exists a bound 
miCA) = sup I [A(x)]!cp(x, A)I, Xi ~ X ~ Xi+l • Then from equation (40), 

Fig. 4-Same as in Fig. 3, except the canonical tube was chosen with a dis­
continuity at the epiglottis. 
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1 1X

, I {[ACt)]!}" I miCA) ~ I fi(X, A) I + ~ miCA) Xi Ism A(X - t) I [ACt)]! dt 

~ [a;CA) + b;(A)]l + Mmi(A)/A (41) 

where M is a bound on the integral for all i. Thus for A > 2M, 

I [ACx)]!~(x, A) I ~ 2[a~(A) + b~(A)]i 
(42) 

(a) (b) 

DISTANCE FROM GLOTTIS 

Figs. 5-9-Area functions reconstructed from the first four poles and residues: 
(a) the reconstruction using a uniform canonical tube, and (b) the reconstruction 
with a discontinuous canonical tube as in Section V. Dashed curves are X-ray 
measurements. 

(a) (b) 

DISTANCE FROM GLOTTIS 
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(a) (b) 

DISTANCE FROM GLOTTIS 

DISTANCE FROM GLOTTIS 

DISTANCE FROM GLOTTIS 
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Then from equation (40), 

(43) 

where Ci(X) is bounded. Differentiating equation (40) and using a 
similar argument gives, 

with dJx) bounded. Defining 

k
i 

== [[A(Xi+)/oA(Xi-)]! 0 J 
[A(Xi -)/ A(Xi+)]! 

and 

the continuity conditions at Xi give: 

Since the norm of Ri is unity and of k i finite it follows upon taking 
the lengths of the vectors on either side of equation (45) that for large 
enough A, 'Yi(A) ~ K''Yi-l(A), for some finite constant K'. Since 'Yo(A) = 1, 
it follows that 'Yi(A) is bounded for all i, as A ~ 00. Then from equation 
(45) 

la~] = RikiRila~-lJ + o(~). 
b. b.-1_ 

(46) 

However, if ai ,bi satisfy equation (46), then fi(X, A) = [A1(X)]!~(x, A) + 
0(1/'A) for Xi ~ X ~ X.+l , therefore from equation (43) 

(47) 

with c(x) bounded. 
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APPENDIX B 

Existence of the Linear Transfornwtion of Equation (12) 

In this appendix we prove the existence of the linear transformation 
of equation (12). Consider first the region 0 ~ x ~ Xl, where Xl is 
the first point of discontinuity of A(x). Then with y(x) = [A(x)]t¢(x, A) 
and q(x) = {[A(x)]!}"/[A(x)]!, equation (6) becomes 

y" (x) = - A2y(x) + q(x)y(x). (48) 

Consider the function 

~(x) = (X H(x, t)y(t) dt. 
"0 

(49) 

Then 

d 
~"(x) = dx [H(x, x)y(x)] 

+ aH~:, t) yet) 1,_" + 1" a'~~; t) yet) dt. (50) 

After integrating twice by parts we arrive at the identity 

l
x a2H(~, t) yet) dt = aH(x, t) yet) It=x _ H(x, t) dy It=x 

o at at t=O dt t=O 

l
x d2y 

+ 0 H(x, t) dt2 dt. (51) 

Substituting for d2y/dt2 from equation (48) into equation (51) and 
adding equation (50) we get 

:Jl"(x) + X':Jl = 1" [a'~~; t) - a'~~~' t) + q(t)H(x, t)J 
d 

·y(t) dt + 2y(x) dx H(x, x) 

_ yet) aH(x, t) 1 + H(x, t) dy(t) 1 . (52) 
at t-O dt t~O 

If now H(x, t) satisfies the differential equation (13) with boundary 
conditions (14) and (15), then equation (52) shows that ~(x) + y(x) 
is some linear combination of cos AX and sin AX. Matching of boundary 
conditions at X = 0 then shows that 

m,(x) + y(x) = cos AX = [Ao(x)]!if(x, A), o ~ X ~ Xl' (53) 
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The proof may be extended to x > Xl by a similar procedure. Thus, 
for example, in the range Xl ~ X ~ X2, H(x, t) must satisfy the dif­
ferential equation (13), the boundary conditions (14) and (15) for 
X > Xl , and boundary conditions at X = Xl imposed by the continuity 
requirements on cp(x, X), 1/;(x, X), A(x)cp'(x, X) and A o(x)1/;'(x, X). 

APPENDIX C 

Spectral Function from Two Sets of Eigenvalues 

We outline a method of getting a spectral function from two sets of 
eigenvalues. Let 'P(x, X) be the solution of equation (6) such that 

(54) 

for every X. Let 1/;(x, X) be the solution such that 

(55) 

Let X~ , X;, ••• be the values of X2 for which acp(O, X) + bA(O)cp'(O, X) 
= 0 and let Jot~ 7 Jot;, ••• be the values of l for which a1/;(O, Jot) + 
bA(O)1/;'(O, Jot) = O. Let 

m(X) = a 1/;(0 , X) + bA(O)~'(O, X). 
a'P(O, X) + bA(O)'P (0, X) 

(56) 

Then the zeroes of m(X) are Jotl , Jot~, ••• and the poles are Xl , X2 7 ••• • 

If X(x, X) is any solution of equation (6), then it is easily shown that 

(X2 - X!) 1" A(x)X(x, X)cp(x, Xn) dx 

= A(x)[X(x, X)cp'(x, Xn) - cp(x, Xn)X'(x, X)]; . (57) 

Choosing X(x, X) = 1f;(x, X) - m(X)cp(x, X) in equation (57) and using 
the boundary conditions on 1/;(x, X) and cp(x, X), we get 

(X2 - X!) 1'" A(x)[1/;(x, X) - m(X)cp(x, X)] dx = (3'Y - ao (58) 

for all X. As X -7 Xn 

Thus, given Xl , X2 , and Jotl , Jot2 , one obtains m(X) and hence a1 , CX2 , •••• 
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APPENDIX D 

Derivation of Integral Equation (33) 

We give here a derivation of the integral equation (33) based upon 
the results of Section III. For simplicity we will assume that A(x) 
[and hence Ao(x)] has no discontinuities. Then from equation (23) 

(I + H)A !(x) = u(x) (60) 

where u(x) is equal to 1 for all x > O. Thus if f(x) is a function such that 

then 

Notice that if 

then 

[(I + H)-lU](X) = g(x) 

(I + H) (I + H) * = I + K 

1" A(x) dx = 1" [(I + I()-lu](x) dx 

= 1" f(x) dx 

where f(x) satisfies the equation 

[(I + K)f](x) = u(x). 

(61) 

(62) 

(63) 

(64) 

(65) 

The kernel of I + K is recognized as that of equation (31) with a = 7r. 
Equation (33) therefore follows (for a = 7r) from the symmetrization 
of f(x), exactly as in Section IV. However, the argument given here 
is independent of the length 7r, which may be replaced by a. 

Using equations (60), (63) and (65), we have 

(I + H)*f(·) = [A(· )]!. (66) 

Therefore from equation (17) 

f(a) = [A (a)]!. (67) 
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Analysis of a Thin Circular 
Loop Antenna Over a Homogeneous Earth 

By S. C. MOORTHY 

(Manuscript received March 31, 1969) 

In this paper, the current distribution on a bare conducting loop, sit­
uated in free space over a semi-infinite medium, is obtained for arbitrary 
time harmonic excitations. The loop is assumed to be thin, perfectly con­
ducting and the standard one-dimensional integral equation and its Fourier 
series solution are used as the starting points. The field due to the current 
in the loop, where the semi-infinite medium is absent, is expressed as a 
su perposition of plane waves. The tangential component of the field reflected 
by the interface, of the semi-infinite medium, is evaluated using appropriate 
Fresnel reflection coefficients. This reflected field serves as a new source 
for the loop and induces a current on the loop. The field due to the induced 
current is treated in the same manner, and this process is repeated indef­
initely. The summation of the original current and all the induced currents 
gives the steady-state current on the loop. 

I. INTRODUCTION 

It is well known that a high altitude nuclear burst generates an 
intense electromagnetic transient which covers a large geographical 
area. l This transient field induces currents in communication circuits 
and, if these are large enough, adversely affects communication channels. 
One problem of particular interest in land-line communication is the 
coupling to large loops formed by cables. 

The loops formed by cables deployed in practical communication 
systems are very complex and cannot be analyzed easily. Typically, 
they run for many miles over inhomogeneous terrain and contain many 
junction points; nevertheless a great deal of insight into the behavior 
of these irregular loops can be obtained by stUdying the behavior of 
a large regular loop over a homogeneous ground. In this paper, the 
theoretical foundations for an analysis of a circular loop over a homo­
geneous ground are developed, for time harmonic excitations. The 

1215 
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response of the loop for transient fields may be ohtained by standard 
Fourier transform techniques. 

Various problems related to the thin circular loop have been con­
sidered by numerous authors. These may be broadly classified under 
two categories: loop in an infinite homogeneous medium and loop in 
a stratified medium. 

In the first category, Pocklington, Oseen, Hallen, Storer, and Wu 
have analyzed the problem of a bare thin perfectly conducting circular 
loop in free space.2-6 All these authors use the Fourier series expansion 
to solve the integral equation for the current in the loop. A good analysis 
of the problem is given in Wu's paper. Adachi and Mushiake analyze 
the same problem by solving the integrodifferential equation for the 
current using an iterative method.7 ,8 IVlei, Baghdasarian and Angelakos, 
and Tang have discussed the direct numerical solution of the integral 
equation.9- n A variational approach for determining the scattering 
cross section of a loop is given by Kouyoumjian. 12 Problems concerning 
loaded loops are considered by Iizuka, Harrington and Ryerson, and 
Harrington and Mautz. 13- 15 The analysis of a loop in a conducting 
medium is an extension of the analysis of a loop in free space and lends 
itself to certain approximations. Kraichman, Chen and King and 
King, and Harrison and Tingley have discussed the bare loop in a dis­
sipative medium;16-18 Galejs has discussed an insulated loop in a dis­
sipative medium. 19 Finally, the solution to the problem of two identical 
coaxial coupled loops in a homogeneous medium has been solved by 
Iizuka, King and Harrison.20 

In the second category the literature is mostly on small loops or 
magnetic dipoles over different types of media and is very extensive. 
(See Ref. 21 for an extensive bibliography.) Wait has considered the 
problem of loops over a homogeneous earth;22,23 recently, Sinha and 
Bhattacharya have analyzed the problem of a vertical magnetic dipole 
buried inside the earth.24 

The treatment of a small current carrying loop as a magnetic dipole, 
while satisfactory for many purposes, is nevertheless inexact. Moreover, 
we do encounter situations where the loop diameter is comparable to 
the wavelength of the excitation frequency and here we cannot assume 
the current to be uniformly distributed on the loop. A typical example 
would be the excitation of a loop by a narrow electromagnetic pulse 
which contains a broad spectrum of frequencies. The purpose of this 
paper is to solve the problem of a bare loop over a homogeneous earth 
taking into account the current distribution on the loop. 

Specifically, the system under consideration is a bare, thin, perfectly 
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conducting circular loop of mean radius b, formed by bending a cy­
lindrical wire of radius a, situated in free space with its plane parallel 
to and at a distance d from the interface of a semi-infinite, linear homo­
geneous, isotropic medium (Fig. 1). The loop is excited by an electro­
magnetic wave of harmonic (exp jwt) time variation (the slice generator 
used to compute the admittance being a limiting case). It is assumed 
that koa « 1 and a « b, so that, if the loop were situated in a homo­
geneous medium the current distribution induced by a specified time 
harmonic excitation is given by the so-called one-dimensional integral 
equation.6 In addition it is assumed that d » a. 

It is desired to determine the current distribution J(cjJ) on the loop 
in the aforementioned system. This is accomplished in the following 
three, more or less self-contained, sections. In Section II the field of a 
circular filamentary current in free space is expressed as a superposition 
of plane waves. Section III evaluates the reflected field when an arbitrary 
field, of the general form obtained in Section II, is incident on the 
interface between free space and the semi-infinite medium. In Section 
IV the results of Sections II and III are combined with the integral 
equation for the current on a loop in free space to determine the steady 
state current J(cjJ) on the loop using a recurrent "reflection-induction" 
scheme. 

II. THE ELECTROMAGNETIC FIELD OF A CIRCULAR FILAMENTARY CURRENT 

Consider a circular filament of current J(cjJ) (Fig. 2a) of radius b 
situated in free space. The coordinate system is so chosen that the 
loop is parallel to the xy plane at a distance d from it. The loop current 
may be expressed as a surface current density K, in the z d plane, 
in the following manner. 

K = a",J(cjJ)o(p - b)o(z - d) (1) 

where p, cjJ and z are the cylindrical coordinates and act> the unit vector 
in the cjJ direction. The electromagnetic field due to K may be expressed 
as a superposition of plane waves as follows. 25 

H(O = Ji:~ [±P, ±Q, (lP + mQ)(l - Z2 - m2)-!] 

. exp {jko[lx + my =t= (1 - l2 - m2)!(z - d)]} dl dm, 

z ~ d. (2) 
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where 

pel, m) = (k!/87r2
) 11:00 

Ky(x, y) exp [- jko(lx + my)] dx dy, (4) 

Q(l, m) = - (k!/87r2
) 11:00 

IC(x, y) exp [- jko(lx + my)] dx dy, (5) 

(6) 

The quantities land m are in general complex and the integrals in 
equations (2) and (3) are contour integrals, the choice of contours 
being dictated by physical considerations. A possible choice of land m 
is defined by the following transformation 

l = r cos tf } b . 1 ' 0 ~ r, tf emg comp ex. 
m = r sin tf, 

(7) 

Let 
+00 

I(c/J) = 2: In exp (jnc/J). (8) 
n=-oo 

Substitution of equations (1), (7) and (8) into equations (4) and (5), 
and changing from rectangular to cylindrical coordinates yields the 
following equations 

+00 

P(r, tf) = (k!b/87r) 2: (-it exp (jntf)Jn(kobr)(In-l + I n+1), (9) 
11=-00 

+00 

Q(r, tf) = - j(k:b/87r) L (- J)n exp (jntf)Jn(kobr) (In-l - I n +1), (10) 
n=-oo 

where J n denotes the Bessel function of order n. 

III. CIRCULAR FILAMENTARY CURRENT OVER A SEMI-INFINITE MEDIUM 

Here again we consider the filamentary loop of Section II, but instead 
of being situated in free space it is situated over the homogeneous 
semi-infinite medium z ~ 0 (Fig. 2b). The total field in the region 
z ~ 0 consists of the primary field E(i), H(i) of the filamentary current 
[equations (2) and (3)] and the field E(r), H(r) reflected by the interface 
z = O. We proceed as follows to evaluate the latter. Let 

H(i)(x, y, z) = 11:00 

Ho(l, m) exp [-jkono(l, m) ·r] dl dm, z ~ d, 

(11) 
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z ~ d, 

(12) 

where 

Ho(l, m) [-axP - ayQ + az(lP + mQ)(I - l2 - m2)-!] 

. exp [ - jkod(I - l2 - m2)!] , (13) 

Eo(l, m) 17o{ax [lmP + (1 - ZZ)Q](I - l2 - m2)-! 

+ a lo.[(m
2 

- I)P - lmQ](I - l2 - m2)-! + az(mP - lQ)} 

. exp [ - jkod(I - l2 - m 2)!], (14) 

noel, m) = -axl - aym - a z (1 - l2 - m2)1, (15) 

and 

(16) 

Each one of the constituent plane waves propagates in the "direction" 
ne(l, m). Let Rl.(l, m) and RII(l, m) represent the Fresnel reflection 
coefficients for the cases where the incident electric field is perpendicular 
and parallel respectively to the plane of incidence. Evaluation of the 
reflected field is achieved by resolving each plane wave into components 
with the electric field perpendicular and parallel to the plane of incidence. 
To this end we define a local coordinate systemt as shown in Fig. 3. 

The plane of incidence is defined by the unit vectors a z and no (l, m). 
Let 

(17) 

Then a. , at and a2 form a right-handed coordinate system, al is normal 
to the plane of incidence and a. and a2 lie in the plane of incidence. 
In terms of ax and all we have 

at = (l2 + m2)-!(max - lay), 

a2 = (l2 + m2)-!(lax + may). 

(18) 

(19) 

t The propagation vector no becomes complex for certain values of 1 and m, the 
associated plane wave being inhomogenous. When this happens some of the terms 
used in the analysis (for example, plane of incidence, coordinate system, norma], 
and so on) become inaccurate and should be interpreted in a generalized sense. 
The results obtained are quite general and valid. 
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The field vectors Ho and Eo are now resolved into components per­
pendicular (Hol. , Eol.) and parallel (Hon , Eon) to the plane of incidence 
as follows 

(20) 

where 

Hol. = a 1 (l2 + m2) -!(lQ - mP) exp [ - jkod(l - l2 - m2)!] , (21) 

Holl = [a.(l - l2 - m2)-! - a2(l2 + m2r!](lP + mQ) 

Eo = Eol. + Eoll , 

where 

Eol. = al 71o(l2 + m2)-!(1 - l2 - m2)-!(lP + mQ) 

(22) 

(23) 

exp [ - jkod(l - l2 - m2)!] , (24) 

Eoll = 71o[a z - a2(l2 + m2)-!(1 - l2 - m2)!](mP - lQ) 

It may be easily verified that 

HOIl 

Eoll 

. exp [ - jkod(l - l2 - m2)!]. (25) 

71~\no X Eol.) , 

-71o(no X Hol.)' 

(26) 

(27) 
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The reflected field corresponding to the incident field defined in 
equations (11) and (12) may be represented as 

H(r>(x, y, z) = IL:oo 

H 2(l, m) exp [- jkon2(l, m) or] dl dm, z ~ 0, 

(28) 

E(r>(x, y, z) = fL:oo 

E2(l, m) exp [- jkon2(l, m) or] dl dm, z ~ 0, 

where 

n 2 (l, m) 

Let 

H2 = Hu + H2R , 

Ez = En + E211 0 

According to Fresnel's laws 

where 

En = R,l.(l, m)Eol. , 

Hn = RII(l, m)Hol. , 

Rl.(l, m) = {J-Lko(l - l2 - m2)! - J-Lo[e - k;(l2 + m2)]!}/ 

(29) 

(30) 

(31) 

(32) 

(33) 

(34) 

{J-Lko(l - [2 - m2)! + JLo[k2 
- k;(e + m2)J!}, (35) 

RII(l, m) = {J-Loe(I - ZZ - m2)! - J-Lko[e - k~(e + m2)]!} / 

{J-Loe(l - l2 - m2)! + J-Lko[e - k~(l2 + m2)]!} , (36) 

k2 = - jWJ-L(u + jwe) 0 (37) 

We also have the relations 

H211 = 7];\n2 X En), 

E211 = -7]o(n2 X Hn) 0 

(38) 

(39) 

Substitution of equations (33), (34), (38) and (39) into equations (31) 
and (32) yields 

E2 = Rl.Eol. - 7]oRII (n z X Hol.) , 

H2 = RIIHol. + 7];lRl.(n2 X Eol.) 0 

(40) 

(41) 
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Equations (40), (41), (28) and (29) specify the reflected field com­
pletely. The ¢ component of the electric field is of special interest since 
it induces a current in an actual circular loop. Taking the ¢ component 
of equation (40), using polar coordinates for x, y, and equation (7), 
we obtain 

E 2 q, = 'lJo[RII(r)(l - r2)!(p sin tf; - Q cos tf;) sin (tf; - ¢) 

where 

- RJ.(r)(1 - r2 f!(P cos tf; + Q sin tf;) cos (tf; - ¢)] 

. exp [ - jk od(1 - r2)!] , 

RII(r) = [JLJc2(1 - r2)! - JLko(k
2 - k~r2)!]/ 

[JLJc2(1 - r2)! + JLko(e - k!r2)!] , 

RJ.( r) = [JLko(1 - r2)! - JLo(e - k!r2)!]/ 

[JLkoCl - r2)! + JLo(e - k~r2)!]. 

(42) 

(43) 

(44) 

per, tf;), Q(r, tf;) are defined in equations (9) and (10), and after re­
arrangement yield the following equations 

P cos tf; + Q sin tf; = j(47r)-lk~b n~co InJ~(kobr) exp [jn( tf; - ~) ] ' 

(45) 

P sin tf; - Q cos tf; = (47rrf 1
nko n~oo InJn(kobr) exp [jn( tf; - ~) ] ' 

(46) 

where the prime denotes differentiation with respect to the argument. 
The ¢ component of the reflected field is contained in equation (29) 
and is explicitly given by 

E~r)(p, ¢, z) = i oo Ie E2q,(r, tf;) 

. exp [jkopr cos (tf; - ¢) - jkoz(1 - r2)!] dtf;r dr. (47) 

The contour of integration C in the complex tf; plane is to be chosen 
from physical considerations. An examination of equations (42), (45) 
and (46) shows that the 0/ integrals Jh , JJ2 are of the form 

,g.., = Ie ::8 (f - q,) exp [in(f -~) + jkoPT eos(f - q,) ] d,p. (48) 
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Since J}l,2 are solutions of Helmholtz equation in cylindrical coordinate 
system, we expect them to be cylindrical functions (compare with Ref. 
26, pp. 367-368). The requirement that they be bounded when the 
argument of the Bessel functions approach zero determines that they 
are the ordinary J functions. Thus we obtain, 

gjl = 2-rrn(kopr)-1 J n(kopr) exp (jn¢) , 

gj2 = - j27rJ~(kopr) exp (jn¢). 

(49) 

(50) 

Substitution of equations (42), (45), (46), (48), (49) and (50) into 
equation (47) yields the following expression for the ¢ component of 
the reflected field 

+00 
E~r>cp, ¢, z) = 27r L: Inzn(P, z) exp (jn¢), (51) 

n=-oo 

where 

zn(P, z) = (4n-)-lk!bYJo (00 [n2(k!pb)-lJn(kopr)Jn(lcobr)r-l(1 - r2)tRII(r) 
·0 

- J~(lcobr)J~(kopr)r(1 - r2)-tR.L(r)] 

·exp [-jko(z + d)(1 - r2)t] dr. (52) 

In particular, 

zn(b, d) = (47r)-lk!bYJo 100 
[n2(kob)-2 J!(kobr)r -1(1 - r2)tRII(r) 

- J~2(kobr)r(1 - r2)- tR .L(r)] exp [-j2kod(1 - r2)!] dr. 

(53) 

IV. CONDUCTING CIRCULAR LOOP OVER A SEMI-INFINITE MEDIUM 

In this section we consider a perfectly conducting thin circular loop 
of mean radius b situated over the semi-infinite medium (Fig. 1) with 
its plane parallel to the interface. The radius of the wire forming the 
loop is a and the height of the loop above the interface is d. 

4.1 Current Distribution 

Let E~o) (¢) be the ¢ component of the applied electric field, 1(0) (¢) 
the current distribution that would be created by E~o) (¢) on the loop 
if it were situated in free space and l(¢) the current distribution caused 
by E~O) (¢) when the loop is situated as shown in Fig. 1. Typical examples 
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of E~o) (cj» are the slice generator (used in admittance computations) 
and the cj> component of the electric field that would exist at the loop 
location in the absence of the loop (as in scattering problems). 

The relation between the applied tangential electric field and the 
currents induced on a loop takes the form of coupled integral equations 
which are extremely difficult to solve.6 However if the loop is "thin" 
(a « b, a « A) the current distributions on the loop is given accurately 
by the so-called "one-dimensional integral equation." Thus we have 

1
2,.. 

E~O) (cj» = 0 G(cj> - cj>')I Co ) (cj>') dcj>', 

where 

G(x) = j(47r)-'~'[k,b cos x + (k,W' a:,}2'l1T ' 

. [+,..'" {R(x) exp [ - jkoR(x)]} a->2a sin e de, 

R(x) = b[4 sin2 (x/2) + (a2 /b2)]!. 

(54) 

(55) 

(56) 

A formal solution to equation (54) is obtained by using Fourier series 
representations as follows. Let 

where 

+00 

n=-oo 

+00 

Eio\cj» = L: CinCo) exp (jncj» , 
n=-oo 

+00 

G(cj> - cj>') = L: (3n exp [jn(cj> - cj>')] , 
n=-oo 

I~o) = (27r)-1 12

,.. I(cj» exp (-jncj» dcj>, 

Ci~o) = (27r)-1 12

,.. E~O) (cj» exp (- jncj» dcj>, 

(3n = (27r)-1 12

,.. G(x) exp (- jnx) dx. 

(57) 

(58) 

(59) 

(60) 

(61) 

(62) 

Substitution of equation (57), (58) and (59) into equation (54) yields 
the following relation between the Fourier coefficients 

(63) 
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The current distribution is given by 

+00 

I(o)(¢) = (2n-)-1 L (a~o)/{3n) exp(jn¢). (64) 

Let E~ll (¢) be the tangential electric field, at the loop, of the reflected 
field whose incident field is caused by 1(0) (¢) and let 1(1) (¢) be the 
current distribution on the loop caused by E~l) (¢). Let 

+00 

E~l)(¢) = L a~ll exp (jn¢), (65) 
n=-OO 

+00 

1(1) (¢) = L I~l) exp (jn¢). (66) 

Then 

(67) 

[compare with equation (63)]. Also from equations (51) and (65) we 
obtain 

(68) 

Hence 

(69) 

In general, if I~k) denotes the nth Fourier coefficient of current distribu­
tion I(k) (¢), induced by the kth reflected field we have 

I~k) = I~k-l)[zn(b, d)/{3n], k = 1,2, ... . (70) 

Let 
+00 

I(¢) = L In exp (jn¢). (71) 
n=-OO 

Then 
00 

In = L I~k), (72) 
k=O 

that is, 

In = I~o) + I~ll + I~2) + 
= I~o) {I + [zn(b, d)/{3n] + [zn(b, d)/{3n]2 + ... }, 
= I~o){I- [zn(b,d)/{3n]r\ provided I [zn(b,d)/{3n] I < 1. (73) 

Henceforth, we assume that I zn(b, d)/{3n I < 1. Substituting for I~o) 
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in equation (73) from equation (63) we obtain 

In = (271")-la~O)[!3n - zn(b, d)r\ (74) 
+00 

I(c/» = (271"fl L: a;o)[!3n - zn(b, d)r 1 exp jnc/>. (75) 
n=-oo 

The following expression for !3n is obtained by simplifying equation 
(62) : 

!3n = j(471"kob
2 )-1'l}o(2/71") 

(76) 

where 

1 [7r/2 
111n(x) = - (sin2 

() + x2/4b2)-t 
71" . 0 

·exp [-j2kob(sin2 e + x2/4b2 )t] cos (2ne) de. (77) 

Let 

17r/2 I 
Kn = (2/71") 0 111n(a) a-+2a sin e de. (78) 

Then 

4.2 Input Admittance 

Let the primary source be a slice generator (delta function source) 
of voltage V located at c/> = O. That is 

E~o) (c/» = [Va (c/»/b]. (80) 

Substituting equation (80) into equation (61), we obtain 

a~o) = (V/27l"b). (81) 

Substitution of equation (81) into equation (75) yields 
+00 

I(c/» = V (47l"2 b)-l L: [!3n - zn(b, d)r 1 exp (jnc/». (82) 

The admittance Y at the input terminals at c/> = 0 is given by 
+00 

Y = I(O)/V = (47l"2 b)-1 L: [!3n - zn(b, d)r1
• (83) 

n=-oo 
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The use of the delta function generator will give rise to an infinite 
input admittance6 so that the series in equation (83) is divergent. 
However this difficulty is overcome by computing the difference be­
tween the admittances of two loops of different radii. 27 

v. SPECIAL CASES 

5.1 The Magnetic Dipole Over a Semi-Infinite Medium 

When the radius, b, of the loop becomes very small compared to the 
wavelength (that is, kob « 1) the current distribution on the loop 
becomes uniform. This enables us to retain only the zeroth terms in 
the infinite series representing the different quantities of interest. The 
field of a dipole over ground is well discussed in the literature and will 
not be considered here. The input impedance of a dipole over a semi­
infinite medium is of considerable interest and may be obtained from 
equation (83). Thus we obtain 

(84) 

The term 47r2bf3o represents the input impedance of the loop in the 
absence of the semi-infinite medium and the term -47r2bzo represents 
the contribution of the semi-infinite medium. That is 

(85) 

where 

(86) 

Zsec = -47r2 bzo(b, d) 

= 7r(kob)2'YJo ioo 

Ji(kobr)r(l - r2)-!R.L(r) 

. exp [ - j2kod(1 - r )!] dr. (87) 

5.2 Thin Circular Loop Over a Perfectly Conducting Plane 

Let 

z;(b, d) = lim zn(b, d). 

When (J' -7 co the reflection coefficients simplify to 

Substituting equation (89) into equation (53), we obtain 

(88) 

(89) 
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z!,(b, d) = (47frlk~b1]o 

. i oo 

[n2(kob)-2 J!(kobr)r -1(1 - r2)! + J~2(kobr)r(1 - r2)-!] 

. exp [ - j2kod(1 - i)!] dr. (90) 

The integral in equation (90) may be simplified, by making use of the 
properties of Bessel functions, and yields 

z~(b, d) = (47fb)-11]0[t(kob)2(tn_l + tn+l) - n2tn] , (91) 

where 

tn = ioo 

r(l - r2)-!J!(kobr) exp [ - j2kod(1 - i)!] dr. (92) 

An alternate expression for tn is obtained as follows: 

J!(kobr) = 1:. 1" J o(2kobr sin e) cos (2ne) de; (93) 
7f 0 

substituting equation (93) into equation (92) and changing the order of 
integration we obtain 

tn = j(kob)-1111n(2d) , 

where Mn(x) is defined by equation (77). Therefore, 

z~(b, d) = j(47fkob
2)-1 

(94) 

·1]0 { (!)(kob )2[Mn+l (2d) + M n- 1 (2d)] - n2Mn(2d)}. (95) 

A comparison of equations (95) and (76) reveals a strong similarity 
between the expressions for (3n and z~(b, d). The input admittance of 
a thin circular loop over a perfect ground plane is given by 

+00 

Y = (47f2 b)-1 L [(3n - z!,(b, d)r1. (96) 

The above formula agrees, with that derived by Iizuka and others,20 
for the input admittance y<a) of a loop in the presence of an identical 
coaxial loop carrying a current distribution which has an opposite 
phase. They use the simpler Kernel given by Storer5 to computer (3n , 
a procedure satisfactory for small loops. However they make use of the 
similarity between (3n and z~(b, d) to compute the latter using the 
approximate expressions given by Storer. This procedure will yield 
erroneous results for large separation, d, for the following reason. 

The approximate expressions for (3n given by Storer, or for that 
matter Wu, are valid for koa « 1. The corresponding condition to be 
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imposed in the evaluation of z;'(b, d) is, (2kod) « 1. Thus it is seen that 
the approximate expressions of Storer give accurate values of z;'(b, d) 
only for very small separations. 

VI. NUMERICAL COMPUTATIONS 

Equation (76) was further analyzed and approximate expressions 
for the f3n coefficients were derived in terms of Bessel and Legendre 
functions. The integral defining the Zn coefficients could not be expressed 
in terms of known functions and so was evaluated by numerical integra­
tion. However, in the evaluation of z;' it was possible to use some of 
the formulae developed for f3n for small values of d [compare with 
equation (95)]. The numerical integration was carried out by using 
the Romberg integration scheme. All the computations were done by 
FORTRAN programs on a GE-635 computer. 

Figure 4 shows the variation of the input admittance of a loop, 
when it is in free space, over moist earth and over an infinitely con-

l? 

~----------------------~---------------.12 

16 

4 

oL-__ ~== __ ~~~~~~~~ __ ~~ __ -L==~ 

8 

~ 

-4 dJ 

-8 

-12 

0.5 0.6 0.7 0.8 0.9 1.0 t.t 1.2 1.3 

(2\Tb/A) 

Fig. 4-Input admittance of a circular loop, over different media, as a function of 
frequency (dlb = 0.25; alb = 0.002). G-conductance; B-susceptance. I-loop in 
free space; II-loop over moist earth; III-loop over perfect ground (0' ~ co). 
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ductive ground plane, as a function of frequency. The values of the 
various parameters used in these calculations are 27rb = 30 meters, 
f = 5 IVIHz to 13 l\1Hz, dlb = 0.25, al2b = 0.001, (j = 5 millimhosl 
meter, and EI Eo = 15. The last two parameters characterize the moist 
earth. The frequency range was deliberately chosen so that the moist 
earth cannot be approximated either as a highly conductive medium (low 
frequency approximation) or as a lossless dielectric (high frequency 
approximation). 

The real part G of the input admittance shows its characteristic peak 
near lcob = 1 (these occur for values of kob near 1, 2, 3, ... ) but the 
exact location of the peak as well as its magnitude depends on the 
medium below the loop. When the loop is located above a highly con­
ducting ground plane the resonance is particularly sharp at lcob = 1 
since at this frequency the loop and its image are exactly half wavelength 
apart. The imaginary part B of the input admittance changes from 
inductive to capacitive near kob = 0.7 and back to inductive near 
kob = 1. Here again the transition at lcob = 1 for the loop over a highly 
conducting ground plane is almost discontinuous. 

Figure 5 shows the variation of the input admittance of a loop over 
a highly conductive ground plane as a function of the distance between 
the loop and the ground plane. The curves are plotted for lcob = 1, 
al2b = 0.001 and dlb ranging from 0.25 to 5.0. It is observed that as dlb 
increases, the input admittance approaches the free space value in an 
oscillatory manner. 

The aforementioned calculations are presented only as examples 
of the different types of investigations that may be carried out based 
on the theory developed. The computer programs developed in this 
connection are very general and may be used for computations of loops 
as large as lcob = 10. 

VII. SUMMARY 

The problem of a thin, perfectly conducting, circular loop situated 
in free space over a semi-infinite homogeneous isotropic medium was 
solved. Expressions for the current distribution on the loop caused by 
an arbitrary time harmonic source [equation (75)] and the input admit­
tance [equation (83)] were derived. The results are applied to special 
cases to evaluate the input impedance of a vertical magnetic dipole 
over a semi-infinite medium [equation (84)] and the input admittance 
of a circular loop over a perfectly conducting ground plane [equation 
(96)]. Some numerical results are also given. The analysis for the general 
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Fig. 5-Input admittance of a circular loop over an infinitely conducting ground 
plane as a function of height (kob = 1, alb = 0.002). G-conductance; B-suscept­
ance. 

case of a circular loop in an arbitrary homogeneous medium (as opposed 
to free space assumed here) over another homogeneous medium can 
be easily done by modifying the parameters. 
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A Three-Radiometer Path-Diversity Experiment 

By R. W. WILSON 
(Manuscript received February 27, 1970) 

Data from the Crawford Hill sun tracker have confirmed the expecta­
tion that frequencies above about 10 GHz experience large attenuations 
on an earth-space path when heavy rain is encountered.! Tillotson has 
proposed using frequencies of about 20 and 30 GHz for a domestic 
communication satellite system.2 In that case, the required continuity 
of service would be achieved by using two or more diversity ground 
stations. The three-radiometer path-diversity experiment discussed 
here was designed to work in conjunction with the sun tracker to deter­
mine the advantage of diversity ground station pairs at these frequencies. 

A common method of measuring atmospheric attenuation on earth­
space paths at microwave frequencies has been to measure the brightness 
temperature of the atmosphere. In the absence of scattering, one can 
obtain the attenuation in a path through the atmosphere from the 
relationship between the physical temperature (T), attenuation (A), 
and brightness temperature (Tb)' 

(1) 

At the frequencies of interest, however, scattering from raindrops is 
not negligible and, in addition, one can only estimate T. The sun tracker1 

is set up to measure Tb in a direction sbout 2.50 away from the sun and 
A in the direction of the sun simultaneously. Experience with these 
measurements has shown that by choosing the proper value of T (and 
one can do better still by making T a function of T b ). Equation (1) and 
measurements of Tb will give dependable values of A up to about 12 dB 
(see Fig. 11 of Ref. 1). Thus, in the interest of simplicity, a 16 GHz 
diversity experiment has been set up using fixed-pointed radiometers 
rather than, say, additional sun trackers. Further advantages of this 
method are that all the measurements are made at the same elevation 
angle, and data are taken for 24 hours/day. A disadvantage is the limited 
measuring range (12 dB, which translates into about 36 dB at 30 GHz). 

1239 
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Further evidence of the ability of radiometers to measure attenuation 
is given in a companion paper.3 

The three radiometers are located on a northwest to southeast line, 
the middle one being at Crawford Hill, a few yards from the sun tracker. 
The northwest radiometer is in Sayreville, N. J., seven miles from Craw­
ford Hill, and the southeast one, at the time these data were taken, was 
located at Exit 114 of the Garden State Parkway, two miles from Craw­
ford Hill. The antennas are pointed at an azimuth of 2260 (approxi­
mately perpendicular to the line along which they are located) and 
at an elevation of 32°, near the center of the apparent motion of ATS-5.3 

The beam widths are 1.05° for the remote antennas and 0.65° for the 
Crawford Hill antenna. 

The RF and IF parts of the radiometers are very much like those of 
the 16 GHz receiver on the sun tracker. 1 A ferrite switch, driven at 
10 Hz, switches the input of the down converter between the antenna 
and a reference termination whose temperature is stabilized at 30°C. 
At the output of the receiver two voltages are developed on ! second 
time constants. One is proportional to the average receiver output during 
the times that the input of the receiver is connected to the antenna 
and the other to the output while the receiver is connected to the ref­
erence termination. The level derived from the reference termination 
is used for an automatic gain control (AGC) loop and the difference 
of the two levels produces the main output. 

All three radiometer outputs are brought to the Crawford Hill 
Laboratory for recording. The remote radiometers have their outputs 
(essentially dc levels) connected to voltage controlled oscillators (YCO) 
operating in the voice band. The YCO outputs are sent over telephone 
lines to Crawford Hill where discriminators convert the frequencies 
back to voltages for recording on strip charts. * 

The data discussed here are based on the period April 1 through 
August 7, 1969. Large but not perfect correlation among the attenua­
tions is often observed for the three stations but there is usually suffi­
cient time shift between the attenuations at the more widely separated 
stations to give a good diversity advantage at high attenuation. 

During the period that the data were being collected, it was noticed 
that attenuation at Sayreville (the most northerly station) often pre­
ceded that at the other locations by a time large enough to prevent over­
lap of high attenuations, but that the time difference between the events 
at Crawford Hill and the Parkway site (two-mile separation) was 
insufficient for much diversity advantage. 

* The data are now also being recorded digitally on magnetic tape. 
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A statistical summary of the measurements taken for the two-, 
seven- and nine-mile spacings is shown in Fig. 1. What is plotted is the 
percentage of the measuring period (3080 hours) that the attenuation 
shown on the abscissa was exceeded. Data from the three radiometers 
are plotted individually in Curves (1), (2) and (3) and in combination 
as the three possible diversity pairs in Curves (4), (5) and (6). One 
sees explicitly that the seven- and nine-mile separations result in 
a large diversity advantage whereas the two-mile spacing results in 
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Fig. 1-16 GHz radiometer rain data, April 1, 1969 through August 7, 1969; 
total time 3081 hrs. Distributions of attenuation for the individual stations: 
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much less. For example, at the 12-dB level, the data from the diversity 
pairs separated by seven and nine miles show about a factor of 50 
improvement over the individual distributions. The difference between 
the curves near the bottom of Fig. 1 should not be taken as very sig­
nificant since the data in those portions of the curves are from only a 
few rains. The attenuation scale for Fig. 1 is based on T = 2730 which 
is a good fit to 1968 sun tracker data. During the 129 days used for 
this data sample, 15.26" of rain fell at Crawford Hill. 

Thus, spacings of from five to ten miles provide considerable diversity 
advantage on earth-space paths at 16 GHz. The experiment is con­
tinuing but the Parkway station has been moved from two miles to 
twelve miles southeast of Crawford Hill. This will make available 
diversity data for spacings of seven, twelve and nineteen miles. 
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First Result from lS.3-GHz Earth-Space Propagation Study 

By A. A. PENZIAS 

(Manuscript received February 27, 1970) 

Consideration is being given to the use of frequencies well above 10 
GHz for satellite communication. One of the problems encountered in 
the use of these high frequencies is the attenuation caused by precipita­
tion. A considerable amount of pertinent data has been obtained in 
the 16- and 30-GHz sun tracker and 16-GHz radiometer programs under­
way at the Crawford Hill Laboratory.l.2 From the data obtained from 
radiometer measurements, one may calculate the attenuation expected 
on an earth-space path. Such attenuation calculations have been shown 
to be in good agreement with sun tracker measurements. 1 The present 
experiment was designed to check further the validity of the radiometer 
results by a direct comparison of the data obtained from a 16-GHz 
radiometer with the attenuation measured by transmission from a 
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satellite at a nearby frequency. This experiment was made possible by 
the inclusion by NASA of two 200 MW, 15.3-GHz transmitters aboard 
the Fifth Applications Technology Satellite (ATS-5). 

The Fifth Applications Technology Satellite was launched into a 
synchronous orbit in early August 1969. It arrived at its station at 
Ion 1080 a month later. Owing to a partial malfunction during the second 
stage of the launching sequence, the satellite spins at a rate of about 
60 rpm. As a result signals are received from the satellite for only 40 
milliseconds out of each second, when the transmitting antenna momen­
tarily points at the earth during each revolution. Although this reduces 
the average signal level by 14 dB, it is still possible to obtain a measuring 
range of approximately 20 dB with our receiving system. 

The receiving antenna is the 20-foot horn-reflector at Crawford Hill. 
Although originally designed for the 2.39-GHz Echo project, it was 
found to be quite satisfactory at 15 GHz. 

The experiment employs two separate receiving systems, the 15.3-
GHz satellite receiver and a 16-GHz radiometer supplied by R. W. 
Wilson. They are mounted at the antenna throat to receive orthogonal 
polarizations, with their outputs recorded simultaneously on a two-pen 
chart recorder. 

The satellite receiver uses a conventional 15.3-GHz waveguide bal­
anced mixer receiver with an IF amplifier 100-kHz wide at 70 MHz. 
Since signal phase information is not required, no phase locking to the 
signal is used; the local oscillator is merely stabilized at 15,230 MHz. 
The output of the IF detector is connected through a capacitor to a 
peak detector. This peak detector is sensitive only when the transmitted 
signal is "on", hence more or less maintaining the signal to noise ratio 
expected without spinning. The discharge time of the circuit was de­
signed to be ,....,.,4 sec in order to reduce the noise fluctuation level by 
"averaging" over about four pulses. 

Data were taken at our site for all rainstorms occurring during the 
time the satellite was transmitting in the three-month period following 
the initial ATS-5 transmitter turn-on on October 4, 1969. In only one 
of these storms (November 19 and 20, 1969) did the attenuation exceed 
3 dB. Data taken during this storm is shown in Fig. 1. It is a plot of 
measured attenuation of the received satellite signal versus attenuation 
computed from the 16-GHz radiometer record at corresponding times. 
The size of the bars indicate the estimated measurement errors. The 
dotted line corresponds to an attenuation ratio of 1.1 between 16 GHz 
and 15.3 GHz. (The attenuation due to rain increases approximately 
with the square of the frequency in this wavelength region.) A good 
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Fig. I-Data recorded during storm on November 19 and 20, 1969. 

correspondence between the radiometer and satellite data is evident 
in the figure. 

The long-term stability of the signal transmitted from the satellite 
was not good enough to permit absolute attenuation measurements 
over the duration of the rainstorm (about seven hours). Instead, at­
tenuation was measured incrementally for short periods of heavy rain, 
each some few minutes in duration, which appeared as distinct ab­
sorption features on the record. The attenuation points plotted in the 
figure are thus actually differences from "baselines" drawn between 
fiducial points of low rain attenuation adjacent to each feature. A 
corresponding subtraction was also made in each case for the radiometer 
record. In no case did this correction exceed 0.3 dB at 16 GHz. 

In addition to the data from this storm, attenuation due to rain in 
excess of r-..J 1 dB was noted on the radiometer record on a number of 
other occasions. In each case a corresponding dip in the received 
satellite signal was also recorded. Within the accuracy of this latter 
record, typically ±0.2 dB, definite correspondence of the records was 
obtained, indicating clearly that the radiometer data is a reliable measure 
of attenuation over the range of storm intensities measured so far. 
(Note added in proof: In the spring of 1970, a number of rainstorms 
were measured with results quite similar to those reported above. The 
most intense storm for which reliable data was obtained occurred during 
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the afternoon of April 24, 1970. The peak measured 15.3-GHz signal 
attenuation and the corresponding 16-GHz radiometer record were 
9.8 dB and 10.6 dB respectively.) 
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Intersymbol Interference and the P / AR Meter 

By J. H. FENNICK 

(Manuscript received February 11, 1970) 

P / AR stands for peak-to-average ratio. The instrumentation to 
measure this ratio has been assembled and obtains a single number 
evaluation to the dispersion in a transmission medium by measuring 
the peak and the full wave rectified average of a pulse stream.1

•
2 

The P / AR meter has been under exploratory study and use for 
several years now. Many empirical studies have been made relating 
the P / AR rating to data transmission performance in the presence of 
gain and phase distortions. This study was undertaken to demonstrate 
the relationship between P / AR and intersymbol interference in pulse 
transmission caused by deviations from linear phase of passive net­
works. 

Appropriately weighted peak and rms intersymbol interference has 
been calculated for 19 passive all-pass networks. The results were 
correlated with the P / AR ratings of the networks to determine the 
relationship between P / AR and intersymbol interference due to phase 
distortion. The values of P / AR ranged from 30.86 to 97.58. The results 
show that P / AR has a correlation coefficient of -0.94 with rms inter­
symbol interference and -0.98 with peak intersymbol interference. 

E. D. Sunde demonstrated in 1954 that rms and peak intersymbol 
interference in pulse transmission could be calculated by the following 
procedure.3 The departures from a linear phase characteristic may be 
represented by a Fourier series expansion of the form few) = 
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2::'-1 bn sin nwt. The peak intersymbol interference, based upon small 
echo theory, then becomes 11) = 2: I bn I and the rms interference be­
comes Ir = [1/2 2: b!f/2. 

The phase characteristics of 19 all-pass networks were measured every 
50 Hz over the frequency range 300 Hz to 3250 Hz. The departures 
from linearity were determined by subtracting the actual measured 
value at each frequency from that obtained by a linear least squares 
fit to these data. The resulting departures were then weighted by the 
P / AR spectrum and expanded in a Fourier series by means of the fast 
Fourier transform (FFT). The FFT generated the first 128 terms of the 
series, the first 30 of which were sufficiently accurate and significant 
to give a good estimate of 11) and I r • The results were then correlated 
with the calculated P / AR values of the networks. 

Scatter diagrams of I r vs P / AR and 11) vs P / AR are shown in Figs. 1 
and 2. The linear correlation coefficients of P / AR with I r and 11) were 
-0.941 and -0.978. This study demonstrates the high cc>rrelation of 
the P / AR rating system with rms intersymbol interference and hence 
with eye openings on data sets, and places more confidence in the value 
of the P / AR system. 
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