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TABLE IV-LONG-TERM STANDARD DEVIATION 

Channel u in dB 

4-9 0.56 
4-11 0.59 
6-14 0.58 
6-17 0.56 

GHz channels were simultaneously lined up at their reference level which 
was specified as 0 dB. By inspection, 29 dB values were chosen over the 
fading range in order to give minimum ambiguity over the entire set of 
channels; thus each quantizing step on each channel was not used more 
than once. In this way all the 6- and 4-GHz channels were simul­
taneously calibrated; this was done so that an arbitrary subset could 
be chosen for analysis without having to recalibrate. Figure 5 gives an 
example of the results of the calibration procedure for channels 4-7, 
4-2, and 4-9 for fades greater than 20 dB. 

Because the calibration curve is nonlinear, this process requires some 
judgment. The minor combined effects of the nonlinear calibration 

4-·7 4-2 4-9 

20 -
13 13 

20.4 -_- _1_2_ 

14 
14 - 13 

22.7 -rs-
15 

24.4 ~ 
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Fig. 5-Cali.bration example. 
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curve and differing reference levels for different channels are discussed 
in conjunction with the single channel outage statistics. 

v. SINGLE CHANNEL RESULTS 

The raw data were obtained continuously for almost all of the 68 days 
(5.9 X 106 seconds). Of this total, 5.26 X 106 seconds was used as the 
data base; the balance was lost mainly because of routine radio main­
tenance. To condense the data, a criterion was used to select by computer 
only those time periods which exhibited fading. The start of such a time 
period was defined by, and included, ten consecutive measurements 
containing anyone channel faded below approximately 10 dB. The 
end of the time period was defined as that instant for which the next 
110 consecutive measurements on any channel did not have a fade 
exceeding approximately 10 dB. 

From the total of 5.26 X 106 seconds, 7.8 X 105 seconds (14.8 percent) 
were selected for analysis. The average length of the periods selected 
was sizeable. There were only 96 distinct periods selected; these had 
an average length of 8.1 X 103 seconds (2 1) hours.) Further one-half 
of the analysis time was in intervals of four hours or longer. Thus 
any effects due to beginning or ending a time period should be minimal. 

The data were processed by computer to determine the total amount 
of time during which each signal was less than a certain amount. The 
4-GHz single-channel fading results are given on Fig. 6 for fades greater 
than 20 dB. These results and all those to follow are given as a fraction 
of 5.26 X 106 seconds. It is apparent that these statistics are essentially 
the same for all the 4-GHz channels and have the Rayleigh slope, 
that is, 10 dB per decade of probability over the entire range of data 
points. The solid line on the figure is a least-square fit of a Rayleigh 
slope line to the data points, most of which are within ± 1 dB as shown 
by the dashed lines. This scatter is due to both the uncertainties in 
the reference value and to the nonlinear calibration. 

The 4-2 points outside the 2-dB corridor from 22 to 29 dB are due 
to the nonlinear quantized calibration. From Fig. 5 note that for 4-2 
the dB values used lie near the bottom of the quantizing levels up to 
31 dB at which point they change to the middle of the quantizing levels. 
This gives the effect noted on Fig. 6, that is, the data points are shifted 
to higher fade values for a constant probability. Other anomalies of 
this type in the single-channel results are explainable in this manner. 
For these results and for all others described here, the polarization of 
the signal (s) had no apparent effect. 

The 6-GHz signal channel results are given on Fig. 7 for fades greater 
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than 20 dB. Again a1l6-GHz channels have essentially the same statistics 
with the solid line being the least-squares fit with a Rayleigh slope. 
Almost all data points are within ±1 dB of the average above 40 dB 
except for 6-15 from 37 to 40 dB. This discrepancy is attributable to 
nonlinear quantizing as discussed for 4 GHz. The increased scatter 
above 40 dB is thought to be due to decreasing measurement sensitivity. 

The single-channel results for the space diversity groupinglO (the 
6-18 signal is received on the horn reflector and two dishes) and for 
the 4-GHz channel on the Paulding route are given on Fig. 8. The lines 
are the least-squares fit with a Rayleigh slope. 

Figure 9 gives a summary of the single-channel statistics and for 
comparison, the true Rayleigh curve. The equations of the least-square 
lines are 

West Unity 4: 
6: 

SD: 
Paulding 4: 

P = 0.25 10- F/IO 

P = 0.53 10- FIIO 

P = 0.43 10- FIIO 

P = 0.77 10- F/IO 

where F is the fade depth expressed in dB (F ~ 20 dB). The channel 
with the most fading was the 4-GHz Paulding followed by 6 GHz, space 
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diversity grouping (SD) and 4 GHz. The 4-GHz channels have signifi­
cantly less fading than either 6-GHz (by 3.3 dB) or 4-GHz Paulding 
(by 4.9 dB). The 0.9-dB difference between signals on antennas of 
different height, that is, 6 GHz compared to SD, is thought to be more 
apparent than real, although it may be a small height effect. 

It should be noted that having essentially the same fade distribution 
for the 6-18 signal as received on both the dishes and horn reflector 
implies two things. First, the effect of 6-GHz multimoding in the horn 
reflector, circular waveguide, and combining networks must be negligible 
because the dishes use dominant mode elliptical waveguide and no 
combining networks. Secondly the effect of decreased clearance at 
midpath for the lowest dish is less than 0.9 dB. 

One way of explaining the significant differences shown on Fig. 9 is 
to examine them in terms of the terrain and the radio path lengths. 
Pearson7 has given data taken in Britain on the relation between worst­
month fading and the terrain as characterized by the path roughness. * 

* Path roughness is the standard deviation of terrain height measurements at 
one-mile intervals on a line between transmitter and receiver with the end points 
of the path excluded. 
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Assuming that the 68-day period is equivalent to the British worst­
month data, Table V can be compiled from Fig. 9 and Ref. 7. 

The 6-GHz British point has been obtained by assuming that the 
path length is 50 percent longer at 6 GHz than it is at 4 GHz; that is, 
the path length is cast in terms of wavelengths. 

There is good agreement between the British and the West Unity data. 
Thus the difference in depth of fade for a given percentage of time is 
apparently directly related to the terrain roughness and to the path 
length in wavelengths. Of course this is not sufficient evidence to justify 
the extensive use of these parameters. It has long been known, at least 
qualitatively, that fading is more severe over smooth terrain or water 
than on rough paths of comparable frequency, length, and atmospheric 
conditions. 

VI. FREQUENCY DIVERSITY RESULTS 

The simultaneous measurements on a number of different frequencies, 
together with computer processing of the differences in signal level with 
frequency, have provided much more quantitative information than 
previously available on the improvements to be expected from the use 
of frequency diversity. The diversity results specify the total amount of 
time during which the stronger of two signals was less than a certain 
amount (this means that both signals simultaneously were less than 
the given amount). 

6.1 6 GHz 

The results for the 6-GHz pairs for fade depths ~ 20 dB are given 
on Figs. 10 through 16. Fifteen pairs were obtained from the six 6-GHz 
channels and they are grouped according to frequency separations as 
shown in Table VI. 

Four lines are shown on each figure. The uppermost is the nondiversity 
line which is the average single-channel fade-depth distribution as dis-

TABLE V-PATH ROUGHNESS EFFECTS 

0.1 Percent Fade Depth 

Roughness British West Unity 

Pleasant Lake 4GHz 16.0 meters 23.5 dB 24.0 dB 
6 GHz 16.0 meters 29.0 dB 27.3 dB 

Paulding 4GHz 8.5 meters 28.0 dB 28.9 dB 
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cussed previously. The bottom solid line which is tagged with a value 
of a parameter 1nR is a curve fitted to the data. The dashed lines are 
relative to the fitted line and denote a ±2-dB corridor which is an estimate 
of the uncertainties in the data due to nonlinear calibration and reference 
value determination. The fitted curve is obtained by assuming that the 
diversity data is jointly Rayleigh distributed with respect to the non­
diversity curve. The parameter 1nR is related to the amount of correlation 
between the two components of the distribution. This concept will be 
discussed in more detail later. 
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Inspection of these results (Figs. 10 through 16) shows that for a 
fixed frequency separation, the scatter of the data points with respect 
to the fitted diversity line is small below 30-dB fade depth but increases 
somewhat for larger fade depths. * However for fade depths of 40 dB 
or less, all the data points lie within the ±2-dB corridors except for 

* On the figures, 10-6 = .5.26 seconds which means that there were few samples 
at the higher fade depths. 
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17/18 on Fig. 10. This latter result is an anomaly because all other 
combinations which include 6-17 or 6-18 are quite consistent within 
their group. In fact, the consistency of the data points for different 
pairs having the same frequency separation is remarkable. Also note 
the excellent agreement between the data and the fitted line for the 
pair with the maximum frequency spacing (210 MHz). 

As the frequency separation increases, it is to be expected that the 
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diversity performance will improve. This is borne out on Figs. 10 through 
16 and is described by increasing values of m R for increasing frequency 
separation. The performance of frequency diversity relative to non­
diversity will be discussed in a later section. 

6.2 4 GHz 

The results for the 4-GHz frequency diversity pairs are given on 
Figs. 17 through 24. Twenty-one pairs were obtained from the seven 
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different TD-2 channels and they are grouped according to frequency 
separations as shown in Table VII. 

The lines on the figures have exactly the same meaning as in the 6-GHz 
case discussed in the previous paragraphs. 

Inspection of the results shows that the scatter of the points with 
respect to the fitted diversity line is small for fade depths less than 30 
dB except for 7/1 on Fig. 17 which has been ignored as an anomaly. 
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For greater fade depths, the scatter increases and the data points tend 
to fall off faster than the fitted line except for Fig. 23 which has a distinct 
upward bulge. The fast rolloff might result from noise or interference 
effects in the radio system. Since the 6-GHz results do not exhibit these 
effects, the lVIIDAS system and the data reduction procedures are 
probably not the source of this rolloff since all of the radio channels 
were treated identically. Further some of the pairs follow the fitted 
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line without any rolloff, for example, 4-9/11 on Fig. 21 and 4-7/2 on 
Fig. 20. The reasons for the anomalies are not explicitly known but it is 
assumed that they are not generated by multipath fading. In any case, 
the fitted line is a conservative approximation to the data except for 
Fig. 23. 

Just as in the 6-GHz case when the frequency separation increases, 
the diversity performance improves. This is described by increasing 
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TABLE VI-6-GHz FREQUENCY DIVERSITY RESULTS 

Frequency Number 
Figure Separation (MHz) of Pairs 

10 30* 3 
11 60 3 
12 90 3 
13 120 3 
14 150 1 
15 180 1 
16 210 1 

* This is also the nominal bandwidth of the working channel. 

values of mR for increasing frequency separation and will be discussed 
in a later section. 

VII. DESCRIPTION OF SIMULTANEOUS FADING AT DIFFERENT FREQUENCIES 

Multipath fading is caused by complicated interference phenomena 
and it is possible that various descriptions of simultaneous fading are 
useful. Models for fading can be postulated on two levels. First there 
is a mathematical (statistical) description of the characteristics of 
multipath fading. Second, on a more fundamental level, there is the 
model for the physical process that creates fading and from which the 
mathematical (statistical) model could be derived. At the present 
time there is no physical process model which gives results that agree 
well with the experimental data. On the other hand, a statistical model 
based on the joint Rayleigh probability distribution has been useful 
in the description of space diversity, and it is applied here (with con­
siderable success) to frequency diversity. However the physical process 
model is still the ultimate goal and the experimental data and empirical 
formulas presented here should aid in attaining this goal. 

The following discussion briefly gives the relevant details of the joint 
Rayleigh distribution as applied to the data. For a Rayleigh variate, 
the probability that the envelope voltage Rl of the signal normalized 
to its rms value has a value less than L is 

Pr(R1 < L) = 1 - exp( _L2). (1) 

Similarly the probability distribution of the envelope voltage R2 of a 
second signal normalized to the rms value of the first signal is 

Pr (R~ < L) = 1 - exp ( - ~:) (2) 
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(3) 

The joint probability distribution function of the variables RI and R2 islo 
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with 

where lc2 is the correlation coefficient of Ri and R; . For use in this paper 
1nR has been defined as 
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Typical computed results are shown in Fig. 25 for v2 = 1. For deep fades, 
asymptotic forms of equations (2) and (4) are quite useful. 

Pr(R2 < L) ::: 'L2v- 2 (6) 

and 
(7) 

The region of validity of equations (6) and (7) depends on v, L, and mR • 
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For example it is the region in Fig. 25 where the lines are parallel to 
the mR = 103 line. 

The joint Rayleigh distribution, calculated from equation (4), was 
fitted to the diversity data points by overlaying plots of the joint dis­
tribution for various values of mR and choosing the one with the best 
apparent fit. The results of this are the bottom solid lines on the diversity 
plots with the value of mR next to each line. In the fitting, somewhat 
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more weight was given to the values at 30-dB fade rather than at 40 dB 
because of relative sample size. Also note that the curvature of the 
joint Rayleigh fits the curvature of the data points for the smaller fade 
values. 

VIII. IMPROVEMEN'l' 

The quantity of interest in any diversity scheme is the amount of 
improvement relative to the nondiversity performance. Here this per-
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formance measure is defined as the ratio of fractional outage of the 
nondiversity signal to that of the diversity signal for a fixed fade depth. 
Description by this factor (1) is convenient because it avoids detailed 
description of the many schemes that are used to process the two signals. 
The best of these switching or combining schemes will provide per­
formance equal to or somewhat better than that described by the fade 
reduction factor. 

The fraction of the total time that a nondiversity signal is faded 
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depends on frequency, path length, terrain, antenna placement, and 
climate. The last of these determines the fraction of the total time that 
fading conditions exist on a given path. The periods used in analysis 
were those for which fading conditions were in existence. Any change 
in the total time of such fading periods would have no effect on the 
statistics since they pertain to the fading phenomena and not to the 
length of time (assuming an adequate number of samples are available). 
However, the statistics have been normalized by adding in the remaining 
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or nonfading time. The effect of this or any like change in the amount 
of the nonfading time is a uniform shift in the nondiversity and diversity 
curves without changing their shape or their ratio; that is, the fractional 
time scale is multiplied by a constant. This last fact has been heavily 
utilized in the analysis where this ratio has been called the improvement 
factor (J). Note that the improvement factor does not depend on how 
often fading conditions exist but rather upon what happens within 
these selective fading periods. 
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TABLE VII -4-G Hz FREQUENCY DIVERSITY RESULTS 

Frequency Number 
Figure Separation (MHz) of Pairs 

17 20* 2 
18 60 2 
If) 80 3 
20 100 2 
21 140 1 

160 2 
22 220 1 

240 1 
260 1 

23 300 1 
320 2 
340 1 

24 400 1 
420 1 

* This is also the nominal bandwidth of the working channel. 

Referring to the asymptotic forms for the joint Rayleigh model, 
equations (6) and (7), the asymptotic form of the improvement factor 
(I) for Rayleigh fading can be stated as 

I = Pr (R t < L) 
Pr (Rl < L, R2 < L) 

(mR/103
) 

Pr (Rl < L) 
(8) 

where, for the time being, it is assumed that both signals have the same 
rms value (that is, v2 = 1). 

The experimental improvement factors ·were obtained from the ratio 
between the fitted diversity line and the nondiversity lines for the 6-GHz 
and 4-GHz frequency pairs at a 40-dB fade depth. The values are plotted 
on Fig. 26 versus the parameter 11f /f. Here f is taken as 3950 lVIHz for 
the 4-GHz band and 6175 MHz for the 6-GHz band and 11f is the average 
frequency separation for a grouping on a single figure, for example, 
11f = 240 MHz for Fig. 22. If the ±2-dB uncertainty were included, 
the points plotted on Fig. 26 would change to vertical lines between 
1.58 and 1/1.58 of the average value shown. Even with this large range 
of uncertainty, it appears that the improvement and 11f /f are linearly 
related as shown by the lines on the figure. The equations of the lines are 

4 GHz: I = ~ (~f)L -21 for I ~ 10, good accuracy; 
(9) 

6 GHz: I ~ ~ (~f)L-' J for 1 ;<c; I ;<c; 10, less accuratc but conservative; 
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where F = - 20 log L is the fade depth in dB. This is the asymptotic 
form of the formulas including the variation with fade depth as shown 
in equation (8). 

Using equation (8) as a guide, it is conjectured that the experimental 
improvement can be separated into two parts which contain respectively 
the nondiversity fading and the frequency diversity effect, that is, 

I = m/10
3 

(10) 
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where P(L) is the measured probability that a nondiversity fade exceeds 
- 20 log L dB and m is a frequency diversity parameter. Of course both 
these quantities are functions of frequency, path geometry, terrain, 
and antenna placement. 

Consider first the variation of m with ~f If and secondly the difference 
in improvement between the 4-GHz and 6-GHz bands. 

The nondiversity results [P(L)] can be written as (see Fig. 9) 

6 GHz: P 6 = (.53)L2, 

4 GHz: P 4 = (.25)L2
, 

(11) 

where F = - 20 log L is the fade depth in dB. Then from equations (9) 
and (10) 

6 GHz: m6 = (103)(~)(~f)L-2(.53)L2, 

~f 
132.5 T ; 
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Fig. 26-1966 West Unity in-band frequency diversity improvement ratio at 
40-dB Fade Depth (L = 0.01). 
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4 GHz: m4 = (103)(~)(~f)L-\.25)L2, 

= 125 ,1/ . 
/ 

186] 

(13) 

The difference between rn6 and rn4 is small. Thus as desired rn depends 
primarily upon normalized frequency spacing and not upon either the 
nondiversity fading distribution or the radio frequency band (4 vs 6 GHz). 
For further use it is assumed that rn = 130,1///. 

Using equations (9) and (10) again and forming a ratio gives 

I4 = P 6 = 2 1 
I6 P 4 • 

(14) 

which agrees very closely with the experimental ratio of 2 shown on 
Fig. 26. Thus equation (10) correctly predicts the relative improvement 
between the 6- and 4-GHz bands. Further this relative improvement 
depends upon the nondiversity fading results and not upon the normalized 
frequency spacing. 

To recapitulate, the asymptotic value of improvement of an in-band 
frequency diversity pair relative to the nondiversity signal at a fade 
depth of - 20 log L dB can be stated for the experimental data as 

0. 13T 
I = peL) (15) 

where peL) is the probability that the nondiversity signal fades below 
the given depth. In this formula, I is not affected by the relative amount 
of time that fading conditions do or do not exist. However both the 
numerator and denominator in equation (15) would change by the 
same multiplicative constant when the ratio of nonfading to fading 
time changes. Thus the terms peL) and 0.13 ,1/1/ individually apply 
only to the experimental path but their ratio is more generally useful. 

This ratio (I) characterizes frequency diversity during multipath 
fading periods. Although I was obtained from experimental data on 
one path, it should pertain to other paths of about the same length 
but having different terrain and climate. The terrain and climate play 
a major role in determining the fraction of time that multipath fading 
conditions exist but they probably will have only a secondary effect 
on the relation between a nondiversity signal and a diversity signal 
within a multipath fading period. 
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IX. CROSSBAND FREQUENCY DIVERSITY 

Results were also obtained for a subset of the 4-GHz and 6-GHz 
channels where the diversity pair consists of one channel from each group. 
The channels used for analysis were 4-2,4-1,4-7,4-6 and 6-11,6-15,6-18. 
The results are given in Figs. 27 through 30. The groupings for each 
figure are for one of the 4-GHz channels in diversity with each of the 
6-GHz channels. As before, there are several curves on each figure. The 
two uppermost are the average nondiversity results for each band with 
the 6 GHz being 3.3 dB poorer than the 4 GHz for a fixed probability. 
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Again the joint Rayleigh distribution was fitted to the data by over­
laying plots of the joint distribution for various values of 1nR • In this 
case the rms values are unequal by an amount 

or 
-10 log v2 3.3 dB 

(16) 

The asymptotic form of the improvement factor I between the diversity 
curve and the top nondiversity curve (6 GHz) is given as in equation (8) 
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m R /l03 

Imax = Pr (Rl < L) (17) 

This corresponds to the improvement obtained if a 4-GHz channel were 
used to protect a 6-GHz channel. 

The asymptotic ratio between the bottom nondiversity curve (4 
GHz) and the diversity curve is then 

1 2 mR/l0
3 

21 
min = V Pr (Rl < L) = V max 

(18) 
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which corresponds to the improvement obtained if a 6-GHz channel were 
used to protect a 4-GHz channel. In these formulas, 'lnR and Pr CRl < L) 
are Rayleigh quantities with 1nR related to the correlation coefficient and 
- 20 log L equal to the fade depth in dB exceeded by the envelope voltage 
RIo 

Inspection of the results shows that the points have more scatter than 
the 6-GHz in-band diversity data and just about the same scatter as the 
4-GHz in-band diversity data, that is, the fitted line is a good repre­
sentation of the data from 20 to 30 dB with increasing divergence for 
greater fade depths. 

As to quantitative interpretation, the results do not appear to be as 
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yielding to analysis as the in-band diversity. This may result because the 
frequency spacings are a significant percentage of the average center 
frequency, for example, spacings of 1775 MHz (4-6/6-11) to 2405 MHz 
(4-7/6-18). The improvement values obtained from the fitted lines on 
the figures at 40-dB fade depth are presented in Table VIII. 

The results do not show a consistent behavior as a function of frequency 
separation. 4-7, which has the largest frequency separation, shows slightly 
more improvement than 4-1 or 4-2 but less than 4-6 which has the smallest 
frequency separation. However, 4-2, 4-1, 4-7 are tightly bunched in 
frequency whereas 4-6 is about 300 MHz closer to the 6-GHz band. 

In any case, these results are comparable to the in-band diversity re­
sults, that is, the improvement from crossband diversity was not sig­
nificantly better than in-band diversity of two percent or more separation. 
Thus there may be a saturation effect which will appear for frequency 
separations above say 10 percent. There is neither enough data nor a 
theory to prove or disprove such speculation. 

x. CROSS ROUTE DIVERSITY 

Diversity results were obtained for various 4-GHz and 6-GHz channels 
on the Pleasant Lake hop in diversity with the single 4-GHz channel 
measured on the Paulding hop. The previous data strongly implies that 
it may be very misleading to rely on the results for a single channel. 
However, this data is included for completeness. To review: the Paulding 
data is for a different path but for the same time periods. One would there­
fore expect the diversity performance to be very good since the signals 
from the pair of paths should be reasonably independent. However this 
did not appear to be the case. 

The data are shown in Figs. 31 and 32 in the groupings presented in 
Table IX. The lines on the figure have exactly the same meaning as the 
corresponding ones in the crossband section. In this case the 6-GHz fit 

TABLE VIII -CROSSBAND IMPROVEMENT VALUES 

[max Imin* 

Fig. 27 250 125 
Fig. 28 200 100 
Fig. 29 150 75 
Fig. 30 500 250 

* I min = v2 Imax from equation (16) with v ! = 0.47 but 0.5 has been used in this 
table for convenience. 
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is good but the 4-GHz fit is poor below 30 dB in that the data has an 
upward bulge. There is no explanation available for this anomaly. 

In any case, the improvement obtained when the two channels in the 
diversity pair are on different hops is not significantly better than in-band 
diversity (see Fig. 26). This is surprising and raises questions about the 
correlation between fading on adjacent hops, for example, the maximum 
possible diversity improvement may be limited to values less than that 
expected from independent fading. 

To repeat, this is based on a single channel and as such the data base 
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TABLE IX --CROSS-ROUTE RESULTS 

Diversity Pairs Imax 

6-11 with 4-6 PA 400 
6-18 with 4-6 PA 

4- 7 with 4-6 PA 800 
4- 6 with 4-6 PA 

* Imin = v2 Imax 
4/4-PA, v2 = 0.322 (used 0.31) 
6/4-PA, v2 = 0.715 (used 0.75) 

Imin* 

300 

250 
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is simply not sufficient to draw any profound conclusions about cross­
route effects. 

XI. COMPARISON OF FREQUENCY AND SPACE DIVERSITY IMPROVEMENT 

The empirical results for space diversity given in Vigants10 can be 
compared with those obtained here for frequency diversity. The improve­
ment factor for space diversity is 

where 

2 

I SD = S 10F
/

1o 

2.75D"A 

s is vertical separation between equal antennas in feet, 
D is path length in feet, 
"A is wavelength in feet, and 
F is fade depth in dB. 

(19) 

Using D = 28.5 miles and equation (9) gives the various diversity 
improvement factors as presented in Table X. 

These are plotted in Fig. 33 for a fade depth of 40 dB. Several points 
are immediate. First the improvement increases with frequency for space 
diversity and decreases with frequency for frequency diversity; that is, 
space diversity becomes relatively more effective as the operating fre­
quency increases. The maximum improvement for frequency diversity 
is 100 for the maximum allowable spacing of 4 percent in the standard 
6-GHz frequency plans. Space diversity of 26 feet will give this improve­
ment. Since this spacing is reasonable, it can be said that space diversity 
is "better" than frequency diversity at 6 GHz. At 4 GHz, the correspond­
ing values are I = 625 for 12.5 percent and 79' spacings. In this case, 
frequency and space diversity are comparable in performance. 

These comparisons have been made only for one-for-one space and 
frequency diversity on a single hop; additional data and studies are 
needed to clarify our understanding. 

TABLE X-DIVERSITY IMPROVEMENT FACTORS 

4- GHz 6 GHz 

Frequency O.5(t.f If)lO FllO O.25(t.f If)lO FllO 

Space 
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Fig. 33-Comparison of space and frequency diversity at a 40-dB fade depth. 
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Computed Transmission Through Rain at 
Microwave and Visible Frequencies 

By DAVID E. SETZER 

(Manuscript received May 5, 1970) 

In this paper we present tables which contain the JYIie scattering coef­
ficient, absorption coefficient, extinction coefficient, equivalent medium index 
of refraction and phase delay for rains conforming to the Laws and Parsons 
drop-size distribution. These transmission characteristics have been calcu­
lated for microwave frequencies of interest in common carrier radio relay 
systems, 300 to 1.43 GHz, that is, 0.1 to 21.0 em, at rain rates from 0.25 
to 150.0 mm/hr. We also include the extinction coefficients for the visible 
wavelength 0.6328 fJ.. 

The microwave tables were generated by using a JYI ie scattering computer 
program similar to that designed and previously reported by Deirmendjian. 
The calculations at 0.6328 fJ. were made separately by employing the usual 
assumptions for droplets with very large circumference to wavelength ratios. 

r. INTRODUCTION 

The Mie extinction properties are of basic importance to those 
interested in developing an understanding of the influence of rainfall 
on open air communication systems. In this connection we have gen­
erated a rather extensive set of tables of extinction properties of rain. 
The tables have been used within Bell Laboratories to study a variety 
of transmission problems, examples of which are the investigation of 
satellite ground station interference by Gusler and Hogg (1970),* the 
study of microwave transit time variations by Gray (1970), Pierce's 
(1969) investigation of the problems associated with the synchronization 
of digital networks and Setzer's (1969) study of the extinction properties 
of atmospheric aerosols. 1

-
4 A set of tables with similar results was 

published by Medhurst (1965); however, his presentation only includes 

* The attenuation constants used by Gusler and Hogg were based on empirical 
data. The calculated values presented in this paper were used for comparison purposes 
only. 

1873 
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total attenuation.5 Our tables include the Mie scattering coefficient, 
absorption coefficient, extinction coefficient, the van de Hulst equivalent 
medium index of refraction and the van de Hulst phase delay for rains 
conforming to the Laws and Parsons drop-size distribution. These 
transmission characteristics have been calculated for incident micro­
wave wavelengths of 0.1, 0.2, 0.3, 0.5, 1.0, 1.62, 1.88, 2.73,5.0, 7.5, 10.0, 
15.0 and 21.0 cm (corresponding to 300, 150, 100, 60, 30, 18.5, 16, 11, 
6, 4, 3, 2 and 1.43 GHz) at rain rates of 0.25, 1.25, 2.5, 5.0, 12.5, 50.0, 
100.0 and 150.0 mm/hr. Also included are the extinction coefficients 
for the visible wavelength 0.6328 p, at the above rain rates. 

The calculations in the microwave region were performed on a 
GE 635 computer using a scattering program similar to that previously 
presented by Deirmendgian (1963).6 Since the raindrop circumference­
to-wavelength ratio (7rd/A) , that is, size parameter, for the visible 
wavelength, is outside the range of validity of the computer program, 
approximate characteristics were calculated for 0.6328 p,. The usual 
assumptions for spheres with very large parameters were employed. 

The indices of refraction used in this report and shown in Table I 
are for a rain temperature of 20°C. They were obtained by cross check­
ing many of the standard optical and microwave references and are 
thought to be reliable. 

II. DROPLET SIZE DISTRIBUTION 

All computations in this paper are based on the assumption that 
raindrops are spherical and the distribution of rain is as was measured 
by Laws and Parsons and quoted by Kerr (1951).7 The Laws and 
Parsons distribution is presented in Table II as the percentage of 
total water volume within specific size ranges. In order to use the 
computer program, it is necessary to express the distribution in terms 
of the number of droplets per unit volume within specific size ranges. 
If the droplets are assumed to fall at the terminal velocity Vo , that is, 
up and down drafts are neglected, then the conversion is 

(1) 

where D(di + 1 , d1) represents the size distribution in units of droplets 
per unit volume in the droplet diameter range di + 1 to di • Henceforth, 
the diameter range di +1 to di will be called tJ.d i • R, is the total rainfall 
rate which is typically specified in mm/hr; P(d i + 1 , di ) is the volume 
percentage rainfall in the diameter range tJ.d i as measured by Laws 
and Parsons; a is the average diameter in the range tJ.d i ; and V(a) 
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is the volume of a sphere of diameter d. The terminal velocities of 
raindrops Vo(d) are presented in Table 111.7 

For an example of the function D(di + 1 , di ) resulting from the use of 
equation (1), refer to Fig. 1. 

III. TRANSMISSION PARAMETERS FOR MICROWAVE FREQUENCIES 

The Mie coefficients and the equivalent index of refraction of the 
rain medium are defined by van de Hulst (1957).8 For a detailed des­
cription of these parameters, please refer to his work. Essentially, 
the scattering coefficient (3scat (X) and the absorption coefficient (3abs (X) 
are measures of the total energy scattered and absorbed by a unit 
volume of rainfall. In the simple case of a single scattering aerosol 
the ratio of intensity of the transmitted beam 1 T(X) to that of the 
incident beam 10(X) is 

(2) 

where l is the length of the propagation path through the rain and the 
extinction coefficient (3ext (X) is 

(3) 

A plane-parallel medium containing many scattering particles can 
be represented by a slab of homogeneous material having a complex 
refractive index m. Carefully note that this sort of representation can 
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Fig. I-Laws and Parsons drop-size distribution for 150 mm/hr rain. 
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be designed, by selecting the appropriate value of iii, to preserve the 
input-output relationships but all detail of the scattering process 
within the medium is lost. According to the van de Hulst (1957) defini­
tion of m, the amplitude and phase of the incident wave are changed 
by the slab in the proportion 

exp[ - (21rl/A)Im(1 - m)]· exp[- (21rli/A)Re(m - 1)], (4) 

where the first term is recognized as defining the amplitude ratio and 
the second the phase.8 The values of f3ext , f3abs , f3scat , m and the phase 
angle described above have been calculated for the specified microwave 
frequencies. The results appear in Tables IV through XVI. The reader 
is advised to use special care when attempting to apply the van de Hulst 
phase angle and medium index m. It is recommended that van de Hulst's 
derivation be studied carefully so that the meaning and limitations of 
these functjons are well understood. For example, light reflected from 
the slab cannot be derived by using the refractive index m, but should 
be computed by means of the actual scattering functions. 

Also, it should be noted that although m is calculated, (m - 1) is 
used to determine the phase angle. Since m is very close to one, cancel­
lation of the leading terms reduces the significant places in the numerical 
value of the phase angle to one or two at most. Consequently the values 
given in the phase change column of Tables IV through XVI exhibit 
noticeable discontinuous jumps. 

IV. TRANSMISSION PARAMETERS FOR 0.6328 p, 

The Mie coefficients f3i are defined as 

~=1,2,3, (5) 

where r is the droplet radius; nCr) is the continuous size distribution, 
and 'riCA, r), i = 1, 2, 3 are the extinction, scattering and absorption 
cross sections, respectively for droplets of radius r. The smallest ratio 
of raindrop circumference to wavelength for the combination of a Laws 
and Parsons rain and 0.6328 p, is approximately 1500. For most purposes, 
the laws of geometric optics can be applied in such cases and therefore 

(6) 

Also, since the index of refraction of water at 0.6328 p, is a real number, 
1.33, the absorption coefficient will be zero. It follows from equations 
(3), (5) and (6) that 

(7) 
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~ 27r l co 

r
2
n(r) dr. (8) 

This expression and the Laws and Parsons distribution were used to 
generate Table XVII. In this connection the Laws and Parsons dis­
tribution D(di+l , d i ) was used to approximate the continuous function 
nCr). 

V. GRAPHICAL REPRESENTATION 

For the purpose of illustration, a graph of extinction coefficients 
versus total water content and rain rate is included (see Fig. 2) . Not 
all wavelengths are represented because some of the curves are too 
closely grouped in the neighborhood of those shown. Those that were 
excluded, were excluded for reasons of clarity only. One point of some 
interest is the location of the attenuation curve for 0.6328 J.I. in Fig. 2. 
Note that it represents a reversal of the trend exhibited as wavelength 

WAVELENGTH 

0.1 em ..... 
"-

0.6328,u "-
LOa cm,", \ 

\ \ 

3 10-3 

I I I 
2.5 5.0 12.5 
RAIN RATE (mm/hr) 

106~----~~--~J-LL~~----~ __ L-J-~~~~ ____ J-__ L-J--L~~ 
10-8 10-7 10-6 

WATER CONTENT (gm/cc) 

Fig. ~-Rainfall water content and rain rate versus extinction coefficient {3ext. 
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TABLE I-INDEX OF REFRACTION OF WATER AT 20°C 
Wavelength (em) I Index of Refraction 

0.10 
0.20 
0.30 
0.50 
1.00 
1.62 
1.88 
2.73 
5.00 
7.50 

10.00 
15.00 
21.00 
0.6328 f.1, 

2.587 -0.937(i) 
3.039 - 1. 575(i) 
3.505 - 2.007(i) 
4.364 - 2.521(i) 
5.900 - 2.900(i) 
7.001-2.544(i) 
7 . 500 - 2 . 500( i) 
8.070 - 1. 990(i) 
8.670 - 1. 202(i) 
8.770 - O. 915(i) 
8.871 - 0.628(i) 
8.916 - 0.422(i) 
9.000 - 0.275(i) 
1.33 -O.O(i) 

TABLE II - LAWS AND PARSONS DROP-SIZE DISTRIBUTIONS FOR 

VARIOUS PRECIPITATION RATES 

Drop 
Diameter (em) 

0.05 
0.1 
0.15 
0.2 
0.25 
0.3 
0.35 
0.4 
0.45 
0.5 
0.55 
0.6 
0.65 
0.7 

Rain Rate (mm/hour) 

0.25 \1. 25 \ 2.5 \ 5 \12.5 \ 25 \ 50 \ 100 \150 

Percent of Total Volume 
------------

28.0 10.9 7.3 4.7 2.6 1.7 1.2 
50.1 37.1 27.8 20.3 11.5 7.6 5.4 
18.2 31.3 32.8 31.0 24.5 18.4 12.5 
3.0 13.5 19.0 22.2 25.4 23.9 19.9 
0.7 4.9 7.9 11.8 17.3 19.9 20.9 

1.5 3.3 5.7 10.1 12.8 15.6 
0.6 1.1 2.5 4.3 8.2 10.9 
0.2 0.6 1.0 2.3 3.5 6.7 

0.2 0.5 1.2 2.1 3.3 
0.3 0.6 1.1 1.8 

0.2 0.5 1.1 
0.3 0.5 

0.2 

TABLE III-RAINDROP TERMINAL VELOCITY 

Radius, em 

0.025 
0.05 
0.075 
0.10 
0.125 
0.15 
0.175 
0.2 
0.225 
0.25 
0.275 
0.30 
0.325 

Velocity, m/sec 

2.1 
3.9 
5.3 
6.4 
7.3 
7.9 
8.35 
8.70 
9.0 
9.2 
9.35 
9.5 
9.6 

----
1.0 1.0 
4.6 4.1 
8.8 7.6 

13.9 11.7 
17.1 13.9 
18.4 17.7 
15.0 16.1 
9.0 11. 9 
5.8 7.7 
3.0 3.6 
1.7 2.2 
1.0 1.2 
0.7 1.0 

0.3 



TABLE IV-MIE EXTINCTION PARAMETERS AT 0.1 CM WAVELENGTH (300 GHz), H 20 INDEX OF REFRACTION 

2.587-0.937i, FOR LAWS AND PARSONS RAIN 

Phase 
Change 

Scattering Absorption Extinction Medium Index of Refraction n~ 
(de

g
) Rain Rate Coef. Coef. Coef. 

(mm/hr) (km)-l (km)-l (km)-l Re(rY~ - 1) Im(1 - rY~) km 

0.25 0.05390 0.05878 0.1127 0.0 X 10-6 0.10.51 X 10-7 0.0 
1.25 0.1705 0.1723 0.3428 0.0 X 10-6 0.3051 X 10-7 0.0 
2.5 0.2760 0.2693 0.5452 0.0 X 10-6 0.4763 X 10-7 0.0 
5.0 0.4550 0.4306 0.8856 0.0 X 10-6 o . 7630 X 10-7 0.0 

12.5 0.8913 0.8133 1.705 0.0 X 10-6 1.451 X 10-7 0.0 
25.0 1.452 1.284 2.736 0.0 X 10-6 2.305 X 10-7 0.0 
50.0 2.270 1.914 4.187 0.0 X 10-6 3.471 X 10-7 0.0 

100.0 3.993 3.354 7.347 0.0 X 10-6 6.109 X 10-7 0.0 
150.0 5.636 4.730 10.37 0.0 X 10-6 8.636 X 10-7 0.0 
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TABLE V-MIE EXTINCTION PARAMETERS AT 0.2 CM WAVELENGTH (150 GHz), H 20 INDEX OF REFRACTION 

3.039-1.575i, FOR LAWS AND PARSONS RAIN 

Phase 
Change 

Scattering Absorption Extinction :Medium Index of Refraction rT~ 

(~~) Rain Rate Coef. Coef. Coef. 
(mm/hr) (km)-l (km)-l (km)-l Re(lT~ - 1) Im(l - rn) 

0.2.5 0.05581 0.05445 0.1103 0.0 X 10-6 o . 2276 X 10-7 0.0 
1.2.5 0.1828 0.168.5 0.3514 0.0 X 10-6 0.6657 X 10-7 0.0 
2.5 0.2991 0.2686 0 .. 5677 0.0 X 10-6 1.012 X 10-7 0.0 
5.0 0.496;j 0.4349 0.9314 0.0 X 10-6 1.671 X 10-7 0.0 

12 .. 5 0.9766 0.8283 1.805 0.0 X 10-6 3.176 X 10-7 0.0 
25.0 1 .. ")96 1. 31.5 2.911 0.0 X 10-6 5.044 X 10-7 0.0 
50.0 2.512 1.988 4.500 0.0 X 10-6 7.592 X 10-7 0.0 

100.0 4.406 3.449 7.856 0.1 X 10-6 13.33 X 10-7 18.0 
150.0 6.212 4.846 11.06 0.1 X 10-6 18.83 X 10-7 18.0 
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TABLE VI-MIE EXTINCTION PARAMETERS AT 0.3 CM WAVELENGTH (100 GHz), H 20 INDEX OF REFRACTION 

3.505-2.007i, FOR LAWS AND PARSONS RAIN 

Phase 
Change 

Scattering Absorption Extinction Medium Index of Refraction tTL 
(de

g
) Rain Rate Coef. Coef. Coef. 

(mm/hr) (km)-l (km)-l (km)-l Re(ITL - 1) Im(l - liI) km 

0.25 0.04252 0.04991 0.09243 0.0 X 10-6 o . 2886 X 10-7 0.0 
1.25 0.1544 0.1586 0.3130 0.0 X 10-6 0.8927 X 10-7 0.0 
2.5 0.2634 0.2555 0.5189 0.1 X 10- 6 1.432 X 10-7 12.0 
5.0 0.4520 0.4175 0.8695 0.1 X 10- 6 2.342 X 10-7 12.0 

12.5 0.9211 0.8026 1.723 0.1 X 10-6 4.542 X 10-7 12.0 
25.0 1.542 1.283 2.825 0.2 X 10-6 7.320 X 10-7 24.0 
50.0 2.502 1.957 4.459 0.2 X 10-6 11.27 X 10-7 24.0 

100.0 4.382 3.389 7.770 0.4 X 10-6 19.72 X 10-7 48.0 
150.0 6.153 4.7.51 10.90 0.6 X 10-6 27.76 X 10-7 72.0 
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TABLE VII-MIE EXTINCTION PARAMETERS AT 0.5 CM WAVELENGTH (60 GHz), H 20 INDEX OF REFRACTION 

4.364-2.521i, FOR LAWS AND PARSONS RAIN 

Phase 
change 

Scattering Absorption Extinction Medium Index of Refraction rf~ 

(~:) Rain Rate Coef. Coef. Coef. 
(mm/hr) (km)-l (km)-l (km)-l Re(rf~ - 1) Im(l - l'h) 

0.25 0.01638 0.02856 0.04493 0.0 X 10-6 0.2281 X 10-7 0.0 
1.25 0.08590 0.1085 0.1945 0.1 X 10-6 o . 9094 X 10-7 7.2 
2.5 0.1667 0.1876 0.3544 0.1 X 10-6 1.608 X 10-7 7.2 
5.0 0.3157 0.3236 0.6393 0.2 X 10-6 2.832 X 10-7 14.4 

12.5 0.7145 0.6574 1.372 0.4 X 10-6 5.924 X 10-7 28.8 
25.0 1.279 1.089 2.368 0.6 X 10-6 10.06 X 10-7 43.3 
50.0 2.233 1.743 3.977 0.8 X 10-6 16.59 X 10-7 57.6 

100.0 3.934 2.999 6.933 1.3 X 10-6 28.89 X 10-7 93.6 
150.0 5.505 4.165 9.670 1.8 X 10-6 41.65 X 10-7 129.6 

I-' 
00 
00 
I:\,j 

>-3 :r: 
M 

ti:! 

~ 
~ 

UJ. 
~ 
UJ. 
>-3 
t'j 

~ 

>-3 
t'j 
o 
:r: z 
(=) 
;.­
~ 

e... 
o 
d 
::c 
Z 
;:.-
-~ 
o 
o 
>-3 
§l 
t'j 
::c 
~ 
~ 
-l 
o 



TABLE VIII-MIE EXTINCTION PARAMETERS AT 1.0 CM WAVELENG'l'H (30 GHz), H 20 INDEX OF REFRACTION 

Scattering 
Rain Rate Coef. 
(mm/hr) (km)-l 

0.2.5 0.001459 
1.25 0.01303 
2.5 0.03112 
5.0 0.07387 

12.5 0.2210 
25.0 0.4939 
50.0 1.071 

100.0 2.184 
150.0 3.280 

5.9-2.9i, FOR LAWS AND PARSONS RAIN ~ 

Absorption Extinction 
Coef. Coef. 

(km)-l (km)-l 

0.009006 0.01046 
0.04392 0.05695 
0.08465 0.1158 
0.1617 0.2355 
0.3751 0.5961 
0.6890 1.183 
1.234 2.305 
2.207 4.397 
3.106 6.386 

Medium Index of Refraction rn 

Re(m - 1) Im(l - rr~) 

0.0 X 10-6 0.01046 X 10-7 

0.1 X 10-6 0.5248 X 10-7 

0.2 X 10-6 1.038 X 10-7 

0.4 X 10-6 2.066 X 10-7 

0.8 X 10-6 5.106 X 10-7 

1.4 X 10-6 9.978 X 10-7 

2.1 X 10-6 19.16 X 10-7 

3.6 X 10-6 36.26 X 10-7 

4.9 X 10-6 52.58 X 10-7 

Phase 
Change 

(~~) 
0.0 
3.6 
7.2 

14.4 
28.8 
50.5 
75.6 

130.0 
177.0 
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TABLE IX-MIE EXTINCTION PARAMETERS AT 1.62 CM WAVELENGTH (18.5 GHz), H 20 INDEX OF REFRACTION 

7.001-2.544i, FOR LAWS AND PARSONS RAIN 

I 
Phase 

Change 
Scattering Abs8rption Extinction :Medium Index of Refraction fiL 

(~~) Rain Rate Coef. Coef. Coef. 
(mm/hr) (km)-l (km)-l (km)-l Re(ll} - 1) Im(l - ltL) 

0.25 0.0001932 0.002970 0.003162 0.0 X 10-6 0.05064 X 10-7 0.0 
1.25 0.002003 0.01814 0.02015 0.1 X 10-6 0.2982 X 10-7 2.2 
2.5 0.005166 0.03855 0.04372 0.3 X 10-6 0.6316 X 10-7 6.6 
5.0 0.01373 0.08067 0.09440 0.5 X 10-6 1.336 X 10-7 11.1 

12.5 0.04672 0.2093 0.2560 1.0 X 10-6 3.544 X 10-7 22.2 
25.0 0.1198 0.4172 0.5370 1. 7 X 10-6 7.320 X 10-7 37.8 
50.0 0.3051 0.8111 1.116 2.9 X 10-6 15.01 X 10-7 64.5 

100.0 0.7365 1.f,25 2.262 5.2 X 10-6 30.19 X 10-7 115.5 
150.0 ] .209 2.210 3.420 7.4 X 10-6 45.49 X 10-7 164.4 

- - - --- -- --

....... 
00 
00 
t+>-

8 
~ 
trJ 

tl:1 

~ 
t" 

Ul 
>-< 
Ul 
8 
trJ 
~ 
.-j 
trJ 
(":) 

:::r:: 
z 
8 
;.­
t" 

~ 
o 
d 
::c 
Z 
;.-
~t" 

o 
(":) 
.-j 
o 
tl:1 
trJ 
::c 
...... 
~ 
-J 
o 



TABLE X-l\IlIE EXTINCTION PARAMETERS AT 1.88 CM WAVELENGTH (16 GHz), H 20 INDEX OF REFRACTION 

Rain Rate Scattering Coef. 
(mm/hr) (km)-l 

0.25 0.0001035 
1.2.5 0.001083 
2.5 0.002821 
5.0 0.007659 

12.5 0.02667 
25.0 0.07037 
50.0 0.1853 

100.0 0.4643 
150.0 0.7701 

7.5-2.5i, FOR LAWS AND PARSONS RAIN ~ 

Medium Index of 
Refraction ir~ 

Absorption Coef. Extin ction Coef. 
(km)-l (km)-l Re(ff~ - 1) Im(1 - 1/~) 

0.002018 0.002121 0.0 X 10-6 0.03934 X 10-7 

0.01299 0.01407 0.1 X 10-6 0.2410 X 10-7 

0.02836 0.03118 0.3 X 10-6 0.5216 X 10-7 

0.06135 0.06901 0.5 X 10-6 1.131 X 10-7 

0.1661 0.1928 1.0 X 10-6 3.094 X 10-7 

0.3422 0.4126 1.8 X 10-6 6.524 X 10-7 

0.6849 0.8702 3.1 X 10-6 13.58 X 10-7 

1.308 1.773 5.5 X 10-6 27.44 X 10-7 

1.907 2.678 7.9 X 10-6 41.31 X 10-7 

--- ----~~-

Phase 
Change 

(~~) 
0.0 
1. 91 
5.74 
9.56 

19.1 
34.4 
59.2 

105.5 
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TABLE XI-MIE EXTINCTION PARAMETERS AT 2.73 WAVELENGTH (11 GHz), H 20 INDEX OF REFRACTION 

8.07-1.99i, FOR LAWS AND PARSONS RAIN 

I 
I Phase 

Medium Index of Change 
Refraction m 

Rain Rate Scattering Coef. Absorption Coef. Extinction Coef. (de
g
) km (mm/hr) (km)-l (km)-l (km)-l Re(rfL - 1) Im(1 - m) 

0.25 0.00002176 0.0006630 0.0006630 0.0 X 10-6 0.01786 X 10-7 0.0 
1.25 0.0002257 0.004325 0.004550 0.1 X 10-6 O. 1123 X 10-7 1.3 
2.5 0.0005954 0.009876 0.01047 0.3 X 10-6 0.2525 X 10-7 4.0 
5.0 0.001664 0.02377 0.02543 0.5 X 10-6 o. 6008 X 10-7 6.6 

12.5 0.005980 0.07349 0.07947 1.1 X 10-6 1.844 X 10-7 14.5 
25.0 0.01652 0.1725 0.1890 1. 9 X 10-6 4.330 X 10-7 25.0 
50.0 0.04603 0.3936 0.4396 3.4 X 10-6 9.956 X 10-7 44.8 

100.0 0.1227 0.8482 0.9710 6.3 X 10-6 21.80 X 10-7 83.0 
150.0 0.2057 1.303 1.508 8.9 X 10-6 33.72 X 10-7 118.7 
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TABLE XII-~l\IIIE EXTINCTION PARAMETERS AT 5.0 CM WAVELENGTH (6 GHz), H 20 INDEX OF REFRACTION 

8.670-1.202i, FOR LAWS AND PARSONS RAIN 

Phase 
Medium Index of Change 
Refraction r'f£ 

(~:) Rain Rate Scattering Coef. Absorption Coef. Extinction Coef. 
(mm/hr) (km)-l (km)-l (km)-l Re(fft - 1) Im(l - rn) 

0.25 0.000001855 0.0001138 0.0001156 0.0 X 10-6 0.05728 X 10-8 0.0 
1.25 0.00001769 0.0005516 0.0005692 0.1 X 10-6 0.2604 X 10-8 0.7 
2.5 0.00004546 0.001138 0.001183 0.3 X 10-6 0.5262 X 10-8 2.2 
5.0 0.0001254 0.002589 0.002714 0.5 X 10-6 1.177 X 10-8 3.6 

12.5 0.0004493 0.007932 0.008380 1.0 X 10-6 3.554 X 10-8 7.2 
25.0 0.001290 0.02076 0.02205 1.9 X 10-6 9.200 X 10-8 13.7 
50.0 0.003760 0.05599 0.05975 3.5 X 10-6 24.63 X 10-8 25.2 

100.0 0.01065 0.1509 0.1615 6.8 X 10-6 66.19 X 10-8 49.0 
150.0 0.01777 0.2542 0.2720 10.1 X 10-6 111.4 X 10-8 80.0 
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TABLE XIII-MIE EXTINCTION PARAMETERS AT 7.5 CM WAVELENGTH (4 GHz), H 20 INDEX OF REFRACTION 

8.77-0.915i, FOR LAWS AND PARSONS RAIN 

Phase 
Medium Index of Change 
Refraction if~ 

(~~) Rain Rate Scattering Coef. Absorption Coef. Extinction Coef. 
(mm/hr) (km)-l (km)-l (km)-l Re(lT~ - 1) Im(l - ff~) 

0.25 0.0000003639 0.00004853 0.00004889 0.0 X 10-6 0.03631 X 10-8 0.0 
1.25 0.000003433 0.0002078 0.0002112 0.1 X 10-6 0.1456 X 10-8 0.5 
2.5 0.000008733 0.0003957 0.0004044 0.3 X 10-6 0.2712 X 10-8 1.4 
5.0 0.00002337 0.0007859 0.0008092 0.4 X 10-6 0.5307 X 10-8 1.9 

12.5 0.00008091 0.002002 0.002083 1.0 X 10-6 1.335 X 10-8 4.8 
25.0 0.0002185 0.004256 0.004474 1.8 X 10-6 2.823 X 10-8 8.6 
50.0 0.0006030 0.009508 0.01011 3.3 X 10-6 6.285 X 10-8 15.8 

100.0 0.001629 0.02251 0.02414 6.4 X 10-6 14.90 X 10-8 30.7 
150.0 0.002705 0.03549 0.03820 9.5 X 10-6 23.54 X 10-8 45.6 
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TABLE XIV-MIE EXTINCTION PARAMETERS AT 10.0 CM WAVELENGTH 

(3 GHz), H 20 INDEX OF REFRACTION 8.871-0.6280i, FOR LAWS AND PARSONS RAIN 

Medium Index of 
Refraction 11~ 

Rain Rate Scattering Coef. Absorption Coef. Extinction Coef. 
(mm/hr) (km)-l (km)-l (km)-l Re(1n - 1) Im(l - In) 

0.25 0.0000001149 0.00002309 0.00002320 0.0 X 10-6 0.02296 X 10-8 

1.25 0.000001081 0.00009474 0.00009582 0.1 X 10-6 0.08815 X 10-8 

2.5 0.000002746 0.0001758 0.0001786 0.2 X 10-6 0.1599 X 10-8 

5.0 0.000007326 0.0003369 0.0003443 0.4 X 10-6 0.3017 X 10-8 

12.5 0.00002528 0.0008147 0.0008400 1.0 X 10-6 0.7200 X 10-8 

25.0 0.00006790 0.001627 0.001696 1.8 X 10-6 1.430 X 10-8 

50.0 0.0001857 0.003336 0.003521 3.3 X 10-6 2.924 X 10-8 

100.0 0.0004946 0.007142 0.007637 6.2 X 10-6 6.302 X 10-8 

150.0 0.0008220 0.01099 0.01181 9.2 X 10-6 9.729 X 10-8 

-- - -- -

Phase 
Change 
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TABLE XV-MIE EXTINCTION PARAMETERS AT 15.0 CM WAVELENGTH (2 GHz), H 20 INDEX OF REFRACTION 

8.916-O.4220i, FOR LAWS AND PARSONS RAIN 

Phase 
Medium Index of Change 
Refraction m 

(~:) Rain Rate Scattering Coef. Absorption Coef. Extinction Coef. 
(rnm/hr) (km)-l (km)-l (km)-l Re(m - 1) Im(l - m) 

0.25 0.002267 X 10-5 o . 9807 X 10-5 o . 9830 X 10-5 0.0 X 10-6 0.01459 X 10-8 0.00 
1.25 0.02129 X 10-5 3.894 X 10-5 3.916 X 10-5 0.1 X 10-6 o . 05408 X 10-8 0.24 
2.5 0.05403 X 10-5 7.087 X 10-5 7.141 X 10-5 0.2 X 10-6 o . 09604 X 10-8 0.48 
5.0 0.1439 X 10-5 13.22 X 10-5 13.37 X 10-5 0.4 X 10-6 0.1760 X 10-8 0.96 

12.5 0.4957 X 10-5 30.73 X 10-6 31.23 X 10-5 1.0 X 10-6 0.4022 X 10-8 2.40 
25.0 1.328 X 10-5 58.70 X 10-5 60.03 X 10-5 1.8 X 10-6 0.7612 X 10-8 4.32 
50.0 3.622 X 10-5 113.2 X 10-5 116.8 X 10-5 3.2 X 10-6 1.456 X 10-8 7.68 

100.0 9.608 X 10-6 227.4 X 10-6 237.0 X 10-5 6.1 X 10-6 2.941 X 10-8 14.64 
150.0 15.96 X 10-5 341.7 X 10-5 357.6 X 10-5 9.0 X 10-6 4.429 X 10-8 21.60 
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TABLE XVI-MIE EXTINCTION PARAMETERS AT 21.0 CM WAVELENGTH (1.43 GHz), H 20 INDEX OF REFHACTION 

9.00-0.275i, FOR LAWS AND PARSONS RAIN . 

Phase 
Medium Index of Change 
Refraction ifL 

(~:) Rain Rate Scattering Coef. Absorption Coef. Extinction Coef. 
(mm/hr) (km)-l (km)-l (km)-l Re(rTL - 1) Im(1 - rn) 

0.25 o. 0005909 X 10-5 0.4531 X 10-5 0.4537 X 10-5 0.0 X 10-6 0.009192 X 10-8 0.0 
1.25 0.005543 X 10-5 1.746 X 10-5 1.752 X 10-5 0.1 X 10-6 0.03347 X 10-8 0.17 
2.5 0.01406 X 10-5 3.137 X 10-5 3.151 X 10-5 0.2 X 10-6 0.05885 X 10-8 0.34 
5.0 0.03743 X 10-5 .'>.774 X 10-5 5.811 X 10-5 0.4 X 10-6 0.1065 X 10-8 0.68 

12.5 0.1288 X 10-5 13.17 X 10-5 13.30 X 10-5 1.0 X 10-6 0.2390 X 10-8 1.71 
25.0 0.3449 X 10-5 24.66 X 10-5 25.01 X 10-5 1.8 X 10-6 0.4431 X 10-8 3.09 
50.0 0.9399 X 10-5 46.29 X 10-5 47.23 X 10-5 3.2 X 10-6 0.8237 X 10-8 5.50 

100.0 2.491 X 10-5 90.75 X 10-5 93.24 X 10-5 6.1 X 10-6 1.619 X 10-8 10.5 
150.0 4.138 X 10-5 134.8 X 10-5 139.0 X 10-5 8.9 X 10-6 2.408 X 10-8 
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TABLE XVII-MIE EXTINCTION PARAMETERS AT 0.6328 J..L WAVE­
LENGTH, H 20 INDEX OF REFRACTION 1.33-0.0i, FOR LAWS AND 

PARSONS RAIN 

Rain Rate Scattering Coef. Absorption Coef. Extinction Coef. 
(mm/hr) (km)-l (km)-l (km)-l 

0.25 0.08093 0.00 0.08093 
1.25 0.2482 0.00 0.2482 
2.5 0.3977 0.00 0.3977 
5.0 0.6519 0.00 0.fl519 

12.5 1.273 0.00 1.273 
25.0 2.069 0.00 2.069 
50.0 3.221 0.00 3.221 

100.0 5.689 0.00 5.689 
150.0 8.046 0.00 8.046 

decreased from 21 to 0.1 cm. This phenomenon is also illustrated in 
Fig. 26 of a paper previously presented in this journal by Chu and 
Hogg (1968).9 It serves to warn the reader that he should be very 
careful when applying the common rules of thumb relating wavelength 
and attenuation. 

VI. ACKNOWLEDGMENTS 

IVIr. D. S. Drumheller helped write the computer program and Mr. 
A .• J. D' Alessio helped to organize the results. 

REFERENCES 

1. Gusler, L. T., and Hogg, D. C., "Some Calculations on the Interference Between 
Satellite Communications and Terrestrial Radio-Relay Systems Due to 
Scattering by Rain," B.S.T.J., 49, No.7 (September 1970), pp. 1491-1511. 

2. Gray, D. A., "Transit Time Variations in Line of Sight Troposphere Propagation 
Paths," B.S.T.J., 49, No.6 (July-August 1970), pp. 1059-68. 

3. Pierce, J. R., "Sychronizing Digital Networks," B.S.T.J., 48, No.3 (March 1969), 
pp. 615-636. 

4. Setzer, D. E., "Comparison of Measured and Predicted Aerosol Scattering 
Functions," Appl. Opt., 8, No.3 (May 1969), pp. 905-911. 

5. Medhurst, R. G., "Rainfall Attenuation of Centimeter Waves: Comparison of 
Theory and Measurement," IEEE Trans. on Antennas and Propagation, 13, No.4 
(July 1965), pp. 550-564. 

6. Deirmendj i an, D., Electromagnetic Scattering, M. Kerker, editor, New York: 
MacMillan Company, 1963, p. 171. 

7. Kerr, D. E., Propagation of Short Radio Waves, New York: Dover Publications, 
Inc., p. 671. 

8. van de Hulst, H. C., Light Scattering by Small Particles, New York: John Wiley 
Sons, Inc.,1957, pp. 31, 114, 129. 

9. Chu, T. S., and Hogg, D. C., "Effects of Precipitation on Propagation at 0.63) 
3.5 and 10.6 Microns," B.S.T.J., 47, No.5 (May-June 1968), pp.723-759. 



A Linear Phase Modulator for 
Large Baseband Bandwidths 

By C. L. RUTHROFF and W. F. BODTMANN 

(Manuscript received June 3, 1970) 

A linear phase modulator with a stable carrier frequency would be a 
useful component in radio syste1TLs-especially in coherent phase-shift­
keyed PCM systems with baud rates of the order of 100 megabauds per 
second. 

The Armstrong modulator appears adequate for these applications; the 
circuit functions required for its realization are well understood and 
amenable to the techniques of integrated circuitry. 

In this paper, an analysis of the signal and distortion properties of 
the Armstrong circuit and variations of it are presented and applied to 
three system applications: as a replacement modulator for existing low­
index analog systems; for multilevel coherent phase-shift-keyed PCM 
systems; and for frequency-division frequency-modulation multiplex 
systems which are of interest in radio trunk systems. 

I. INTRODUCTION 

A linear phase modulator with a stable carrier frequency would be 
a useful component for the following three applications. 

(i) As a replacement modulator for the reflex Klystron in an 
otherwise all solid-state repeater of the TL System. 1 

(ii) For frequency-division frequency-modulation multiplex systems 
with baseband bandwidths of the order of 100 MHz.2 

(iii) For multi-level coherent phase-shift-keyed PCM systems with 
baud rates of the order of 100 megabauds per second.3 

The modulator described in this paper appears adequate for these 
applications. It is based upon the original Armstrong circuit which is 
well suited to large baseband bandwidths and is reasonably linear for 
low modulation indexes. 4 An important feature of this method of 
modulation is that the carrier frequency can be stable with respect 

1893 
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to ambient effects since it can be derived from a temperature-stabilized 
quartz crystal oscillator. The baseband bandwidths which may be 
achieved are those for which low-index double sideband amplitude 
modulators can be built. 

An analysis of distortion is presented for the types of baseband 
signals used in the three applications discussed above, and a circuit is 
described in which the phase deviation can be increased to any desired 
value. 

II. CIRCUIT DESCRIPTION 

The Armstrong modulator is illustrated in Fig. 1. The baseband 
signal is modulated in a double-sideband suppressed-carrier amplitude 
modulator with a sufficiently low index of modulation to ensure suitable 
linearity. At the modulator output another carrier, 90° out of phase 
with the first, is added to the sidebands. The residual AM is removed 
by the limiter whose output is a low-index phase-modulated signal. 
The phase distortion can be made arbitrarily small by choice of the 
carrier to sideband power ratio at the limiter input; the result is a 
nearly linear, low-index phase-modulated signal. 

Let the baseband signal be 

e = vet), with I vet) I ~ 1. (1) 

The output of the double-sideband suppressed-carrier amplitude modu­
lator is 

ea = mv(t) cos wot 

where m ~ 1 is the index of modulation. 

(2) 

A quadrature carrier is added to ea in approximately the correct 
phase to obtain 

BASEBAND 
SIGNAL v(tl 

ep = sin (wot + e) + mv(t) cos wot. 

Fig. I-Armstrong phase modulator. 

PHASE 
MODULATED 

OUTPUT 
SIGNAL 

(3) 

SIN [wot + € + ¢ ttl] 
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Cp VI + 2mv(t) sin E + m2v2(t) 

• [ -1 1rw(t) cos E ] 

. sm Wo t + E + tan 1 + mv( t) sin E ' (4) 

where E is small and represents any error in carrier phase. 
If this signal is passed through a perfect limiter the envelope be­

comes constant, leaving an angle modulated signal whose phase modu­
lation is 

(t) = tan- 1 mv(t) cos .E 

cp 1 + mv( t) sm E 
(5) 

When the nonlinear distortion is small, the controlling distortions 
will be second and third order so terms in the expansion of equation (5) 
beyond the third will be omitted and (5) becomes 

cp(t) ~ mv(t) cos E - m2v(t)2 sin E cos E + m3v(t)3 sin2 
E cos E 

3 
m ()3 3 - 3V t cos E. (6) 

Ideally, E = 0 and the first term in equation (6) is the desired modu­
lating signal; the second and third terms will be zero and the last term 
is the third-order distortion. When E ~ 0, second-order distortion 
occurs and the desired output signal amplitude is reduced by the 
factor cos E. 

It can be seen from equation (6) that the distortion can be made 
as small as desired by the proper choice of m, which is propurtional to 
the phase deviation. In order to determine suitable values of m, vet) 
must be specified; we shall consider three signals of interest, corre­
sponding to the three applications listed in Section I. 

2.1 Case I 

The signal vet) is gaussian noise uniformly distributed in a band­
width extending from 0 - W Hz. 

For nonlinearities of the type described in equation (6) the desired 
results can be computed by well-known methods. 5 

8 0 (f) _ 1 

8 2(f) - 2m2(j2 sin2 E( 1 _ ~~) , 
o ~ I f I ~ W, (7) 

SoU) _ 2 

S,(j) - m'lf' cos' .[1 - ~ (~)'] , o ~ I f I ~ W, (8) 
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where, 

SoC!) = m 2 
COS

2 E(er2/2W), with - W ~ t ~ W, is the spectral density 
of the phase of the output signal, 

S2 (f), S3 (f) are the spectral densities of the second- and third-order 
distortion terms, respectively. 

er2 is the mean square value of v(t), that is, the power in vet), and 
mer is the rms phase deviation. 

2.2 Case II 
N 

vet) = L Q cos (np + qn)t. (9) 
n=l 

The baseband signal, vet), is a frequency-division frequency-modu­
lated multiplex signal. Each term in equation (9) is an FM carrier with 
its own frequency modulation qn. Bennett has derived the number 
and types of modulation products produced by the last three terms of 
equation (6) for vet) as in equation (9).6 The second-order term of 
largest amplitude has the form 

e2 = m2Q2 sin E cos E cos [em ± n)p + (qm ± qn)]t. (10) 

Similarly, the controlling third-order product has the form 
3 

e3 = ~ Q3 cos3 
E cos [(l ± m ± n)p + (qz ± qm ± qn)]t. (11) 

The total power in the signal of equation (9) is 

Q2 
er2 = N-

2 
(12) 

where N is the number of terms in equation (9). From equation (6) 
the output phase modulation for an individual channel is 

el = mQ cos E cos (np + qn)t. (13) 

The ratios of signal-to-distortion power for single modulation prod-
ucts are, 

i£Ll~ _ 
[mQlsin EJ2, (14) 

\ e2 \2 -

hl- [m2/cos~]' (15) 
\ e3 \2 -

In order to determine the total signal-to-distortion power ratios it is 
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necessary to compute the number of products falling in the kth channel, 
1 ~ k ~ N. Assuming power addition for these products the total 
signal to distortion ratios become 

S 1 (N) - = -2-2--2 -
D2 2m (]' sin € N 2 

(16) 

S 2 (N2 

) -= 44 4 --
Da m (]' cos € 2Na 

(17) 

where 

N is the total number of channels, i.e., the number of terms in 
equation (9), 

N 2 is the equivalent number of m ± n type products and includes 
other second-order products weighted in accordance with their 
contribution to the distortion power. It is a function of k and N, 
and 

N a is the equivalent number of l ± m ± n type products and in­
cludes other third-order products weighted in accordance with 
their contribution to the distortion power. It is a function of k 
andN. 

Expressions (16) and (17) for the signal consisting of N sine waves 
are much like expressions (7) and (8) for the case of the noise-like 
signal. It has been shown by Bennett that the sum of randomly phased 
sine waves of equation (9) behave like noise as N increases without 
bound and if the power and bandwidth are finite.7 It is of interest to 
see in the present context how fast expressions (16) and (17) approach 
(7) and (8) as N increases; this is shown in Figs. 2 and 3. It is evident 
from the figures that the signal-to-distortion ratios are not a strong 
function of the number of channels, the ratios changing a maximum of 
2 dB while the number of channels goes from 10 to infinity. 

For a more detailed look at the behavior of the distortion products, 
the number of the various types of products falling in the kth channel 
for the 500-channel case are shown in Figs. 4 and 5. 

2.3 Case III 

In this case the baseband signal is a sequence of pulses which phase 
modulate a carrier in the format of a phase-shift-keyed system. A 
4-level polar baseband signal is written 

00 

vet) = Vo L knP(t - nT), (18) 
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where, 

pet) is the pulse shape, 
T is the time interval between adj acent pulses, and 

len = ±1, ±3. 
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is required. Deviations of this magnitude may be obtained by multi­
plying the output of the modulator in a resistive multiplier circuit. 

As an example, suppose the modulator output is multiplied by four. 
The peak deviation required in the modulator is then 3'1l/16 radians. 
Raised cosine input pulses, v(t), and the corresponding phase devia­
tions in the output of the modulator are shown in Fig. 6 for this case. 
The output pulses were computed from equation (5) for € = o. The 
value of m was chosen to result in a peak deviation of 3'7r/16 radians 
for the pulse corresponding to len = 3. For this example, m = tan 
371"/16, and 

len [ 271"tJ 
V (t) ="6 1 + cos T ' 

In Fig. 6, the phase deviation, <p, is shown for pulses having len = + 1, 
+3. Some pulse compression is present in the larger pulse and the 
parameter m has been chosen for the correct peak deviation. For the 
smaller pulse the peak deviation is seen to be too large by about five 
degrees. If uncorrected, this error would cause the system performance 
to be degraded a few tenths of a dB.8 The peak deviation can be cor­
rected by a gain adjustment in the circuits in which the smaller pulses 
are generated. 3 

III. MO:JIFIED AH.MSTH.O~G MODULATORS 

There may be applications in which it is desirable that the output 
carrier frequency equal the frequency of the source carrier. The circuit 
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of Fig. 7 will accomplish this purpose while minimizing the degradation 
due to tones generated in the final mixer. The carrier frequencies of 
any high-order products of the two input signals which fall into the 
output band will be exactly at the carrier frequency of the output 
signal and result in minimum degradation. 

If the times (N - 1) frequency multiplier is replaced by a times 
M multiplier the flexibility in the choice of output carrier frequency 
is increased while the feature described above is retained. In either case 
the frequency multipliers should be resistive rather than reactive. 

Finally, in the balanced modulator illustrated in Fig. 8 the phase 
deviation is doubled for a specified ratio of signal-to-third-order dis­
tortion. 

IV. CONCLUDING REMARKS 

The Armstrong modulator has three attractive features. 

(i) The carrier frequency can be derived from a frequency stabi­
lized oscillator. For example, a single source can be used in both 
modulators used to derive two cross-polarized channels for a 
short hop radio system or a satellite radio system. The identical 
carrier frequencies serve to minimize the effect of co-channel 
interference due to cross-polarization coupling. 

(ii) The functions required to realize the modulator-limiting, 
mixing, and multiplication-are amenable to circuit integration. 

(iii) The modulator is suitable for very large baseband bandwidths, 
particularly high-speed pulse sequences for PSK-PCM systems. 

A short hop radio system has been described recently which has about 
the same communication capacity for either large index analog phase 
modulation or digital PSK-PCM.9 In a system designed for either type 
of operation, it is convenient to do the digital processing at the inter-

v(tl 

Fig. 7-A modulator with output frequency equal to frequency of stable carrier 
source. 
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mediate frequency; if PSK-PC:1\1 is to be used, the IF amplifier can be 
replaced by a digital regenerative repeater and no other changes need 
be made (See Fig. 9). 

A digital regenerative repeater has been described which is appro­
priate for this application; it requires a phase modulator with require­
ments which are met by the configuration of Figure 7: that incidental 
AM be small, that the frequency be stable, that the linearity be adequate 
for multi-level operation, and that the power consumption be smal1.3 
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Eventual Stability for Lipschitz 
Functional Differential Systems 

By GERALD A. SHANHOLT 

(Manuscript received April 3, 1970) 

In this paper it is established that for Lipschitz functional differential 
systems, the eventual uniform asymptotic stability of the origin is preserved 
under absolutely diminishing perturbations. 

I. INTRODUCTION AND NOTATION 

In two recent papers, A. Strauss and J. A. Yorke have investigated 
"eventual" stability properties for systems of ordinary differential 
equations. 1

•
2 In particular, they have shown that for Lipschitz systems, 

diminishing perturbations preserve eventual uniform asymptotic sta­
bility.l It is the purpose of this paper to extend a somewhat weaker 
form of this result to functional differential systems. Namely, it will be 
shown that for Lipschitz functional differential systems, the eventual 
uniform asymptotic stability of the origin is preserved under absolutely 
diminishing perturbations. 

The following notation will be used in this paper: En is the space of 
n-vectors, and for x in En, I X I denotes any vector norm. For a given 
number T > 0, C denotes the linear space of continuous functions 
mapping the interval [ - T, 0] into En, and for cp in C, II cp II = sup I cp( 8) I, 
- T ~ 8 ~ 0. For H > 0, C H denotes the set of cp in C for which II cp II < H. 
For any continuous function x(u) whose domain is -T ~ U ~ a, a ~ 0, 
and whose range is in En, and any fixed t, ° ~ t ~ a, the symbol X t will 
denote the function x t (8) = x(t + 8), -T ~ 8 ~ 0; that is, Xl is in C, 
and is that segment of the function x(u) defined by letting u range in the 
interval t - T ~ U ~ t. 

Let F(t, cp) be a function defined on DH = [0, 00) X CH into En, and 
let :t(t) denote the right hand derivative of x(u) at u = t. Consider the 
functional differential system 

:t(t) = F(t, Xl). 

1905 

(1) 
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Let (s, rp) be in DH • A function xes, rp) (t) is said to be a solution of 
equation (1) with initial function rp at t = s if there exists a number 
b > 0 such that 

(i) for t t [s, s + b), xt(s, rp) is defined and in GH ; 

(ii) x 3 (s, rp) = rp; and 
(iii) xes, rp)(t) satisfies equation (1) for s ~ t < s + b. 

xes, rp) (t) is unique if every other solution with the same initial function 
rp at t = s agrees with xes, rp) (t) in their common domain of definition. 

If F is continuous on D II , then for every (s, rp) in DH there is at least 
one solution of equation (1) with initial function rp at t = S.3 If, more­
over, F is Lipschitzian in rp, that is, there is a constant L such that for 
every rpl, rp2 in GIl 

(2) 

for t ~ 0, then there is only one such solution. Generally, under such 
assumptions, one can only expect solutions to exist over a finite interval. 

II. PRELIMINARIES 

We now define the stability concepts to be used herein. These defini­
tions are stated for equation (1) in which it is assumed that for some 
H, 0 < H ~ 00, F is continuous and Lipschitzian on D H • 

Definition 1: The origin is eventually uniformly stable (EvUS) if for 
every e > 0, there exists a 0 = o( e) > 0 and a = a( e) ~ 0 such that 
II xt(s, rp) II < e for all II rp II < 0 and t ~ s ~ a. It is uniformly stable 
(US) if one can choose a( e) == o. 

Definition 2: The origin is eventually uniformly attracting (EvUA) if 
there exists constants YJ > 0 and (3 ~ 0, and if for every e > 0 there 
exists a T = T(E) > 0 such that II xt(s, rp) II < E for II rp II < YJ, s ~ {3, 
and t ~ s + T. It is uniformly attracting (UA) if one can choose {3 = o. 

Definition 3: The origin is eventually uniform-asymptotically stable 
(EvUAS) if it is both EvUS and EvUA. It is uniform-asymptotically 
stable (UAS) if it is both US and UA. 

The above definitions show that EvUS, EvUA, and EvUAS are 
weaker stability concepts than their respective Lyapunov counterparts: 
US, UA, and UAS. Also, it should be noted that in these definitions we 
do not require that the zero function be a solution of equation (1). 
When the origin is US, this implies that the zero function is a unique 
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solution of equation (1) for any s ~ o. Thus, we see that EvUS 
(EvUAS) is a natural generalization 'of US (UAS) in which it is not 
assumed that the zero function is a solution. Finally, it is important 
to note that UA does not imply that the zero function is a solution 
(Ref. 1, example 2.8). 

Definition 4: Let Vet, ¢) be a function defined for (t, ¢) in DR. The 
derivative of V along solutions of equation (1) will be denoted by 
17(1)[t, xt(s, ¢)] and is defined to be 

. . 1 
V(l) [t, xt(s, ¢)] = lIm sup h- {V[t + h, Xt+h(S, ¢)] - V[t, xt(s, ¢)]}. 

h--->O + 

If F is continuous and Lipschitzian, and if the origin is EvUAS, 
then the existence of a Lyapunov type comparison function can be 
established. By following D. Wexler4 and A. Halanay5 one can prove 
the following theorem. 

Theorem 1: Let F be continuous and Lipschitzian on DR, and let the 
origin be EvU AS. Then there exists a number 1<', 0 < K < H, and a 
function Vet, ¢) with the properties: (i) there exists functions a(r), b(r) 
continuous, positive, and monotone increasing for l' > 0, with a(O) = 
b(O) = 0, such that for m in (0, K] 

a(11 ¢ II) ~ Vet, ¢) ~ b( II ¢ II) 
for m ~ II ¢ II ~ K, t ~ d(m) , where d(r) is a continuous, nonnegative, 
and nonincreasing function for T > 0; (ii) theTe exists a function C(T) 
continuous, positive, and monotone-increasing for l' > 0, with c(O) = 0 
such that 

17(1)[t, xt(s, ¢)] ~ -c[11 xt(s, ¢) II] 

for II ¢ II ;£ K, t ~ s ~ d(K); and (iii) for 0 < r ~ II ¢. II ;£ K, 
t ~ d(K) 

where kJ(r) is continuous and monotone-decreasing on (0, K]. 

III. PERTURBED EQUATION 

We now prove a theorem which shows that the EvUAS of the origin 
of the nominal equation 

y(t) = F(t, yJ (N) 
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is preserved for the perturbed equation 

x(t) = F(t, Xt) + G(t, Xt) (P) 

when F and G satisfy certain conditions. In particular, G(t, cf» is required 
to be absolutely diminishing, that is, for every m in (0, H), there exists 
a 'Ym ~ 0 and a function gm(t) continuous on ['Ym, (0) such that for 
m ~ II cf> \I < H, t ~ 'Ym 

f
t+1 

IG(t, cf» I ~ gm(t) and I met) ~ t gm(S) ds --7 0 as t --7 00. 

Theorem 2: Suppose that F and G are continuous and Lipschitzian 
on DH , that G is absolutely diminishing, and that the origin is EvU AS for 
equation (N). Then the origin is EvUAS also for equation (P). 

Proof: Define Jm(t) = sup [Im(s):t -1 ~ s < 00] fort ~ 1. Since 
I met) --70 as t --7 00, this implies J met) --70 monotonically as t --7 00. 

Let 0 < e ~ K, choose \I cf> \I < o(e) = b- 1[a(e)/2], and pick 
8 = e( e) ~ 0 and such that 

2LM(o)Jo(t) < min [aCe), c(o)] (3) 

for t ~ e, where L is the Lipschitz constant associated with F. Then 
for t ~ s ~ aCe) = max [1, e(e), d(o)], \I xt(s, cf» \I < e. Suppose not, 
that is, for some t ~ s, \I xt(s, cf» II = e. Let q be the first t-value greater 
than s for which II xa(s, cf» \I = e, and let p be the last t-value less than 
q for which \I xll (s, cf» \I = o. Then 

p ~ t ~ q. 

For t in an interval on which xes, cf» (t) exists, we evaluate 

V(P)[t, xt(s, cf»] ~ V(N)[t, xt(s, cf»] 

+ lim sup h! (V{t + h, Xt+h[t, xt(s, cf»]} 
h->O + 

(4) 

v {t + h, Yt+h[t, xt(s, cf»]}) 

~ -c[llxt(s, cf» I \] 

+ lim sup Mh {llxt+h[t, xt(s, cf»] 
h->O + 

where the function V is as described in Theorem 1. By assuming-with 
no loss of generality-that L > 1, we obtain5 from the above inequality 

V(P)[t, xt(s, cf»] ~ -c[ IIxt(s, cf» \I] + LM I G[t, xt(s, cf»] I· 
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Employing the absolute diminishing character of G and equation (4), 
we obtain by integrating the above from p to q 

aCE) ~ b(o) - (q - p)c(o) + LM 1'1 ga(t) dt. 
p 

(5) 

Using the easily shown fact that 

it gm(S) ds ~ i~l Im(S) ds, t ~ u ~ 1, 

and equations (3) and (5), we see that 

aCE) ~ b(o) - (q - p)c(o) + LM(q - p + l)Jo(p) 

< b(o) + a(e)/2 = aCE). 

Hence, we arrive at a contradiction which shows that the origin is 
EvUS. 

Let 'rJ = o(K), (3 = a(K), and 

T(e) = aCE) + 2[LMJo(1) + b(K)]/c(o). (6) 

Consider S ~ (3 and II ¢ \I < 'rJ. Thus, xes, ¢) (t) exists for all t ~ s. 
Moreover, since the origin is EvUS, to prove EvUA it is sufficient to 
show the existence of au, s + a ~ u ~ s + T, such that \I xu(s, ¢) \I < 
o( e). Assume the contrary, that is, 

o ~ \I xt(s, ¢) \I ~ K, s + a ~ t ~ s + T. 

Employing the same procedure as above, we arrive at the estimate 

a(o) < b(K) - (T - a)c(o) + ML(T - a + I)Jo(s + a). 

Using the mono tonicity of J o and equations (3) and (6), we compute 

a(o) < b(K) - c~) (T - a) + MLJo(l) = o. 

This contradiction then completes the proof of this theorem. 
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Illformation Theory and Approximation of 
Bandlimited Functions 

By DAVID JAGERMAN 

(Manuscript received April 15, 1970) 

For bandlimited functions, simultaneous approximation of a function 
and several of its derivatives is considered. Concomitant entropy estimates 
are obtained. A feasible algorithm for the transmission of information is 
discussed. This algorithm has been applied to the design of a class of PCM 
systems. 1 

1. INTRODUCTION 

It is the purpose of this paper to discuss both the best approximation 
of sets of bandlimited functions under Sobolev norms and the con­
comitant information-theoretic estimates. The Sobolev norms are 
useful when it is desired to approximate simultaneously the function 
and some of its derivatives. This requires an amount of information 
beyond that for approximating only the function. Section II gives the 
necessary background definitions of width, entropy, and capacity; 
theorems providing representations of bandlimited functions, as well as 
a form of Mitjagin's inequality relating approximability to entropy, 
are proved. The distinction between capacity and entropy is comparable 
to that between communication and storage, since capacity refers to 
the number of distinguishable functions transmitted from a signal 
source while entropy measures a bit requirement for the reproduction 
of a function to within a specified accuracy. A constructive approach 
to communication requirements implies an explicit means of representing 
any function of the signal source by numbers with a uniformly bounded 
number of digits. The procedure or algorithm used is usually obtained 
from an infinite series representation with subsequent truncation and 
quantization. Pulse code modulation systems provide examples of this 
procedure. Section II gives a precise definition, while Section III presents 
an explicit construction of a feasible algorithm. This algorithm has been 
applied to the design of a class of PCM systems. 1 

1911 
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Sections III and IV contain the theorems and proofs which provide 
upper bounds on widths and entropies. Section III discusses signal 
sources with finite instantaneous power. Section IV considers signal 
sources in which the total energy is finite. 

II . PRELIMINARIES 

Let A be a subset of a Banach space X; it is desired to approximate A, 
that is, uniformly all elements of A by means of n-dimensional sub­
spaces Xn of X. The deviation EXnCA) of A from Xn is defined by 

Ex"CA) = sup inf II f - g II· (1) 
itA flEXn 

The deviation provides information on how well A may be uniformly 
approximated by elements of the given space Xn ; however, another 
choice of Xn might provide a smaller deviation. Accordingly the nth 
width, d:(A), of A relative to the space X is defined by2 

d;(A) = inf EXn(A). (2) 
XncX 

If the infimum is attained, then a corresponding Xn is cal1ed an extremal 
subspace. The following properties are immediate. 

o ~ d;+l (A) ~ d:(A), n ~ 0, (3) 

d;(A) = sup II x II, (4) 
XtA 

B C A =? d:(B) ~ d:(A). (5) 

If X has finite dimension m, then d:(A) = 0 for n ~ m. 
A set of sets whose diameters do not exceed 2e( e > 0) and whose 

union contains A is called an e-covering of A. A finite set SeX such 
that for f £ A there is a g £ S with II f - g II ~ e is called an e-net of A. 
Clearly d:(A) ~ e for a set A possessing an e-net of n elements. If A is 
totally bounded then limn-+oo d:(A) = O. To see this, choose a covering 
of A consisting of n e-balls, then their centers constitute an e-net of A. 

Let N.(A) (presumed finite) be the number of sets in a minimal 
e-covering of A; then the absolute e-entropy, H.(A), of A is defined by 

H.(A) = log N.(A) (6) 

in which the logarithm is taken to base twO. 2
-

4 

Let N~(A) be the number of elements in a minimal e-net SeX of A; 
then the relative e-entropy, H~(A), is defined by 

H~(A) = log N~(A) (7) 
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in which the logarithm is taken to base twO. 2
-

4 For A totally bounded, 
let Xl , ••• , Xn be the elements of an €-net, and let B j(1 ~ j ~ n) be a 
ball of radius € about Xj ; then the sets U j Bi (\ A constitute an 
E-covering of A; hence 

(8) 

The minimum number of binary digits, d, of an integer expressed in 
radix two needed to identify uniquely every element in a minimal 
€-covering of A satisfies 

[HE(A)] ~ d ~ [H/A)] + 1 (9) 

in which [x] designates the integral part of x, that is, the unique integer 
satisfying x-I < [x] ~ x. Thus H.(A) may serve as an absolute 
measure of efficiency for processes designed for the storage and trans­
mission of information. 

Let a set w of n real numbers be chosen, and also a mapping from A 
onto Q1' = w X ... X w (p times); that is, 

Let the algorithm r define a one-to-one and onto mapping of Q1' to an 
€-net S of A in which rea) £ S approximates x £ A to within €; then the 
volume Vcr) is defined by 

vcr) = p log n. (10) 

In view of expression (8), one has 

vcr) ~ H~(A) ~ H.(A). (11) 

Thus the greater vcr) is, the less efficient is the algorithm r compared 
to the absolute standard H.(A). 

If DCA has the property that 

t ~ g, t, g £ D =} "t - gil> €, (12) 

then D is called €-distinguishable. Let M E(A) be the number of elements 
(presumed finite) in a maximal €-distinguishable subset of A. then the 
€-capacity, CE(A) is defined by 

CE(A) = log ME(A), (13) 

the logarithm being again taken to base two. 3 For a transmission 
system, CE(A) measures the number of distinguishable signals of the 
source or of the processed signal at the output of the receiver depending 
on the identification of A. The following inequalities hold between 
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e-capacity and e-entropy: 

C2.(A) ~ H.(A) ~ C.(A). (14) 

To show this, consider the inequality on the right. Let D be a maximal 
e-distinguishable subset of A; then e-balls about each element of D 
constitute an e-covering of A for, otherwise, there would be an x E A 
not covered and hence more than e away from every element of D. This 
would contradict the maximality of D. For the inequality on the left, 
let D be a 2e-distinguishable subset of A, then the number of elements 
of D cannot exceed the number of covering sets of diameter 2e or less 
in an e-covering of A for, otherwise, there would be at least two elements 
of D in the same covering set. This would contradict the 2e-distinguish­
ability of D. 

It is possible to bound H~(A) above and below in terms of d:(A) 
(refer to Ref. 2 where Mitjagin's inequalities are given). An improved 
form of Mitjagin's upper bound is proved below. 

Theorem 1: Let A be a totally bounded subset of a real, normed, vector 
space X. Let the nth widths relative to X be d:(A), and let 

N = max [n : d!-l(A) ~ (1 - a)e] 

with a an arbitrary number satisfying 0 < a < 1; then 

H;(A) ~ N log (2d; + 2 - a). 
ae a 

Proof: Let EN be an N-dimensional subspace of X for which E EN(A) < 
(1 - a)e, then '\Ix E A :3 y E EN :3 II x - y II < (1 - a)e. Let AN be the 
set of all such y for every x E A. An ae net of AN is an e-net of A; hence 
H~(A) ~ H:.(AN) ~ Ca.(AN). Let Yl , ... , YM be anae-distinguishable 
subset of AN , and let Bk C EN be balls with centers Yk and.radius !ae, 
t.hen they are disjoint and are all contained in the ball B with center 
the origin and radius d~ + (1 - !a) e. Let t'N be the volume element 
in EN ; then ANM(!ae)N ~ AN[d~ + (1 - !a)et. The inequality of the 
theorem follows on taking logorithms. 

The class of functions to be studied consists of the space Brr defined 
by the conditions that f(t) E Brr be analytically continuable into the 
complex plane as an entire function of exponential order one and type (J', 

and that it be bounded on the whole real axis - 00 < t < 00. The follow­
ing inequality is valid for Brr :5 

sup I jet) I ~ (J' sup I f(t) I· (15) 
-oo<t<oo -oo<t<oo 

Important subspaces of the space Brr are the space Crr defined by 
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(16) 

in which 

A(1])= sup IJ(~+i1])I, ~,1] real, (17) 
-oo<~<oo 

and the space W" defined by 

f £ W" =} f £ L2( - 00, 00). (18) 

Several representations for B" exist;6 however, the following repre­
sentations are needed for the present investigation. Let 

( t ) = sin ut 
cf> ,u ut' (19) 

(20) 

then one has the following: 
Theorem 2: 

00 

J(t) £ C" ¢:? f(t) = L f(jh)cf>i(t, u) 
i=-oo 

for all cOlnplex t. The series converges uniformly in every closed, bounded 
region. 
Proof: Consider the integral 

I = ~ f f(s) ds 
N 27ri eN G- - t) sin us ' (21) 

taken over a square CN with corners at (N + !) (±1 ±i)h, and N so 
large that t is in the interior of the region bounded by C N • The theorem 
is clearly true when t = kh (k integral); it will hence be assumed t ~ kh 
for any integral k. The index N ~ ° is an integer. Evaluation of IN by 
use of residues yields 

N 

f(t) = L fUh)cf>i(t, u) + IN sin ut; (22) 
i=-N 

thus, to prove the implication to the right, it is sufficient to show IN ~ 0, 
J.V ~ 00. Let (;J) be the integral (21) extended over that part of CN given 
by ~ = (N + !)h; then 

I I("!) I ::;;.1.. 
.\ - 27r 
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Since 

one has 

\ (N + !)h + ill - t \ ~ (N + !)h - \ t \ , 

\ sin (7r(N + !) + iCJ'q) \ = cosh UYJ ~ !e"I~I, 

1 1 
j

(N+!)h 
(1) < -,,1171 

\ IN \ = - (N + .1)h _ \ t \ e A(YJ) dYJ. 7r 2 -(N+!)h 

Writing equation (25) in the form 

(25) 

\ 
1(1) \ < 2 (2N + l)h 1 j(N+!)h -"I~I A( ) d 

N = :; (2N + l)h - 2 \ t \ (2N + l)h -(N+!)h e YJ YJ, 
(26) 

using equation (16) and the following lemma7 

(27) 

shows that I;J) -7 0 uniformly in t. The same conclusion applies to the 
integral extended over ~ = - (N + !)h. 

Let Iii) be the integral (21) extended over YJ = (N + !)h; then 

\ Iii) I ~ 2~ 

j

(N+!)h f(~ + i(N + !)h) 

• -(N+!)h \ ~ + i(N + !)h - t I I sin (u~ + i7r(N + !)) I d~. (28) 

Since 

I ~ + i(N + !)h - t I ~ (N + !)h - I t \, (29) 

\ 
. (t + . (N + .1)) I > 1 - e-7r' 7r'(N+!) 

SIn u~ ~7r 2 = 2 e , 

one has 

11(2) I ~ 2 (2N + l)h -7r'(N+!) A«N + .1)h) (30) 
N - 7r(1 _ e-7r') (2N + l)h - 2 I tie 2 • 

In view of equation (16), Iii) -7 0 uniformly in t. The same conclusion 
applies to the integral extended over YJ = - (N + !)h. For the implica­
tion to the left, one may observe that CPi(t, u) t CIT , and that the series 
converges uniformly. 

The series of Theorem 2, which is clearly interpolatory, is called the 
cardinal series. 8 
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For f(t) £ L2( - 00, 00), the Fourier transform relations are given by 

F(u) = (2!)! L: e-iutf(t) dt, 

f(t) = (2!)! f_: eiutF(u) duo 

The Fourier transform of ¢i(t, <T) is 

<pj(u, <T) = ; (~re-iUj\ 1 u 1 < <T; 

=0, lul><T. 

(31) 

(32) 

(33) 

The Parsevalrelation now shows that the sequence¢i(t, <T), - 00 < j < 00 

is orthogonal over (- 00, 00) with respect to unit weight; thus, 

j ~ k; 

= h, j = k. 

The following theorem may now be stated for f £ W ... 
Theorem 3: f £ W .. 

==} L: 1 f(t) 12 dt = h jtoo 1 f(jh) 1
2
, 

f(t) = (2!)! L" .. eiutF(u) du, 

F(u) = (2;)! i~OO fCih)e-
iUih

, 1 u 1 < <T. 

(34) 

Proof: The Paley-Wiener theorem9 shows that fEW .. has the repre­
sentation given in Theorem 3; hence, by the Cauchy-Schwartz inequality 

1 f(~ + i~) 1 ;;;; {Si,!:~ L. 1 F(u) I' aut = o(e""). (35) 

Equation (35) shows that W(T C C(T ; thus, by Theorem 2, f is in the 
closure of the system ¢i(t, <T), - 00 < j < 00, The Parseval relation now 
follows from equation (34), To establish the formula for F(u) , it is 
only necessary to show 

r N 
J_(T eiut i~ f(jh)e-

iUih 
du -7 0, M, N -7 00, M, N -7 - 00, (36) 

because each term is the Fourier transform of the corresponding ¢i term 
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of the cardinal series. One has 

(37) 

(38) 

The limit zero is obtained as a consequence of the Parseval relation of 
Theorem 3. 

To obtain a representation for the class B" ,10 let 

m > 0 integral, 

ej(t) = e(t - jh), 

then one has 
Theorem 4: f t B" 

00 

o < 0 < 1, 

h = ~ (1 - 0); 
CT 

=} f(t) = L f(jh) ej(t). 
;=-00 

(39) 

(40) 

The series converges absolutely and uniformly in every closed, bounded 
region. 
Proof: The function 

[Sin~(8 - t)lm 
f(t)l OCT m r 

(1 - o)m (s - t) J 

(41) 

belongs to W,,/(l-5) for each positive integer m and arbitrary s, hence the 
cardinal series applied to this function yields the expansion 

[Sin (1 ~UiJ) (8 - t)l m 
f(t)l OCT m r 

(1 - o)m (s - t) J 

ro • JSin (1 ~UiJ)m (8 - jh) r ( _CT_) • 
. L f (Jh) 1 s: r cf> it, 1 - s: 
1 =-00 (1 :'CTo)m (s - jh) j U 

(42) 
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Let s = t; then the required representation is obtained. The absolute 
convergence follows from the boundedness of I f(jh) I and 

I (Ji(t) I = O( Ij I-m-l). (43) 

Approximation will be studied in the uniform norm and the following 
So bolev norm 

II til. = {L::, (I t(t) I' + 1'. I j(t) I' + ... + 1'. It'" (l) I') dty (44) 

in which f..Ll , ••• ,f..Ls are positive numbers. For the space B(J' , the symbol 
B;,8 will be used for the corresponding normed space. The symbol 
B;, .(111) will be used for the subset defined by I f(t) I ~ 111, - 00 < t < 00. 

For the space W (J' , the corresponding normed space will be denoted by 
W;,s , and W;,8(B) for the subset in which 

{L: I t(t) I'dty ;0; B. (45) 

III. THEORETICAL INVESTIGATION OF B(J' 

Let B~ designate the vector space B(J' normed by 

II f II u = max I f (t) I, (46) 
- T/2~ t ~ T/2 

and let B~(M) be the subset of B~ satisfying 

I f(t) I ~ M, -oo<t<oo. (47) 

The completion of B~ is the space CT of functions continuous over 
[- T /2, T /2] and normed by equation (46). 

Let 

c = ui ' On = 1 - (:~y, 

m = [ .. ~~-. (n - 1)], m ~ 1; 

2c 
n >-, 

7r 
(48) 

then the following theorem provides a bound on the nth width, 
d~T(B~(M)), of B~(M) relative to the space CT. 

Theorem 5: d~ T (B~(M) ~ (2M /rrm)e- m
• 

Proof: The series representation of Theorem 4 will be used. The func­
tion 

get) = L f(jh) (Jj(t) (49) 
Ijl~N 
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establishes an approximation to f(t) whose error is given by 

f(t) - get) = L: f(jh)Oj(t). (50) 
Ijl>N 

From equations (39) and (40), one has 

I 8;(t) I ~ ~ (;;r (. 1 Tt" I j I > g~, I t I ~ f· (51) 

I J 1- 2h 

Define the function p(x) by 

p(x) = ! - x o ~ x < 1, (52) 
= p(x + 1) for all x, 

then the Sonin (Euler-Maclaurin) summation formulall is 

.t;, W{J) ~ J.' W(x) dx + p(x)W(x)J: - f p(x)W'(x) dx (53) 

in which a < b are arbitrary numbers. Use of equation (53) with 

1 (m)m 1 
W(x) ~;; ". (x _ 2~rH ' x > Tlh, (54) 

a = N +!, b = 00 

yields 

2 [ m ] m L: I OJ(t) I ~ - ( ) . (55) 
Ijl>N - 7rm 7rO N + ~ - 2~ 

Let 

m = [7rO (N + 1. - ~)J > 1· e 2 2h = , (56) 

then 

(57) 

Thus, from equation (50), one obtains 

(58) 
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and hence 

(59) 

For n odd, one has 

(60) 

while if n is even, one has d; T ~ d;~l ; hence, in all cases 

(61) 

The fractional guardband 0 is now chosen as in equation (48) from which 
the inequality of the theorem follows. 

When n is large, a more accurate estimate of d; T may be obtained by 
using a polynomial approximation to B~ . Let 

t(t) = t(~ x) = g(x) , (62) 

and let L(x) be the Lagrange interpolation polynomial established for 
g(x) on the zeros of Tn (x) , the nth Tchebysheff polynomial of first kind, 
over [-1, 1]; then the standard error formula for Lagrange interpola­
tion 11 yields 

-~~~1 1 g(x) - L(x) 1 ~ n! ~n-l -~~~l 1 gCn) (x) I· (63) 

Bernstein's inequality (15) and equation (62) now yield 

(64) 

hence one has 

Theorem 6: 

n ~ o. 

Let H~ be the space of functions I(t) possessing derivatives up to 
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order s satisfying f, j, ... , f(S) E L2( - T /2, T /2) and normed by equa­
tion (44); then Theorem 7 provides an estimate of the nth width of 
B;,s(lI1) relative to H~ . 

Theorem 7: Let 

in which J,Lo = 1 and the sum is considered zero when s = 0, then 

d~I:;(B;,s(M)) ~ 111r T!(2ct+s . 

n! (~)(2n + I)! 

Proof: For the function g(x) of equation (62), the identity 

f x (x - U)"-l (8) 

g(x) = P(x) + -1 (s _ I)! g (u) du, (65) 

(in which P(x) is a polynomial of degree not exceeding s - 1), will be 
used to obtain a polynomial approximation to g(x) in the Sobolev norm 
(44). Let L(x) be the Lagrange interpolation polynomial for g(s)(x) 
formed with n nodal points on [-1, 1] and w(x) the corresponding 
fundamental poynomial; then one has 

~E[-I,IJ. (66) 

The polynomial lex) defined by 

lex) = P(x) + [Xl (~s ~ u1;~1 L(u) du (67) 

will be used to approximate g(x) in the Sobolev norm; its degree does 
not exceed n + s - 1. Let 

then, from equation (66), one has 

\ gCr) (x) - lCr) (x) \ 

I x I ~ 1; 

< 1I1n+s fX (x - u)"-r-l I () \ d 
= , (_ _ 1)' w u u, n. -1 sr. 

o ~ r < s, 

\ gCs) (x) - 1(8) (x) I ~ M;t s 
\ w(l;) \. 

(68) 

(69) 

(70) 
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The norm (44) for the interval [-1, 1] may be written 

(71) 

in which Vo , •• , , V8 ~ 0; the Vr and P,r are related through the change 
of variable t = (T /2)x. Using equations (69) and (70), one has 

II - I W < .L11!~ 
g 8 = n!2 

11 {8-1 (1" ()"-r-l )2 } 
• -1 ~ Vr -1 (: = ; _ I)! I w(u) I du + V rW(X)2 dx. (72) 

Define the function k(u, v) by 

7 ( ) 11 ( )S-r-l( )8-r-l d tCU,V = x-u x-v x; 
max (u.~) 

(73) 

then equation (72) may be written: 

II - I 112 < .L11!~ { ~ Vr 
g • = ,2 L.J ( 1) ,2 n. r=O 8 - r - . 

. .c .c k(u, v) I ,,(U),,(V) I du dv + v • .c ,,(x)' dX}' (74) 

The Cauchy-Schwartz inequality shows that 

(1 - u)s-r- t (1 - v)"-r- t 
k(u, v) ~ ') 2 1 ; 

... 8 - r-
(75) 

hence, 

II 11
2 < llI!+. {~ Vr 

g - I 8 = ~2 f:'o (8 - r - 1)!2 (28 - 2r - 1) 

. (.c (1 - u)'-·-! I ,,(u) I dU)' + v • .c ,,(x)' dX}. (76) 

Further application of the Cauchy-Schwartz inequality yields 

II - I 112 < .L11~~ 
g 8 = n!2 

.{~ 2(8 - r - 1),,"[::':'2r - 1)(8 _ r) + v.} L ,,(x)' dx. (77) 

A good choice for w(x) is 
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2n. 
w(x) = (~) P.(x), (7S) 

where Pn(x) is the nth Legendre polynomial. The coefficient of Pn(X) 
in equation (7S) makes w(x) monic. Since 

11 2 2 
-1 Pn(X) dx = 2n + 1 ' (79) 

one obtains 

II I II < 2
n

M n + 8 
( 2 )! 

a - • = n! (~) 2n + 1 

{ 

8-1 Vr228-2r }! 
. 2: 2 +V . 

r=O 2(8 - r - 1)! (28 - 2r - 1)(8 - r) 8 

(SO) 

The Bernstein inequality (15) shows that 

(SI) 

hence 

1112n
c

n
+

s 
( 2 )! 

Ila-III.;;:; n!(~) 2n+l 

{ 

8-1 Vr22S-2r }! 
.2: 2 +V . 

r=O 2(8 - r - I)! (28 - 2r - 1)(8 - r) S 

(S2) 

Finally the change of variable t = (T /2)x and the replacement of Vr by 
the original J1.r yield the result of the theorem. 

The results of Theorems 5,6, and 7, may be translated into estimates 
of entropy by use of the Mitjagin inequality of Theorem 1. The estimates 
so obtained will apply only to the subset of B(f(M) for which f(t) is real. 
Doubling the bounds will provide estimates for complex valued f(t). 

Theorem 8: Let 0 < a < 1, (1- a)€ < (2M/7re),f(t) real, 

[ 

2111 1 2111 1 + In 7r(1 - a)€ 

m = In 7r(1 - a)€' 1 + In 2M' + In In 2M ; 
7r(1 - a)€ ' '. 7r(1 - a)€ 

then 
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Proof: According to Theorems 1 and 5, one must solve the inequality 

for the largest integer m; thus 

m < 2111 
me = ?r(1 - a)€ 

Consider the function 

F(x) = 0 - x - In x, 

One has 

1 
F'(x) = -1 - ;; ; 

hence, by the mean value theorem, 

Let 

F(o - h) = 0; 

then, since h is positive, 

o > 1. 

(j - h < ~ < o. 

o < -In 0 + h( 1 + 0 ~ h) , 
o < - 0 In 0 + h (1 + 0 + In 0) - h 2 ; 

thus 

and 

1 + 0 
o - h < 0 1 + 0 + In 0 

The inequaii ty 

x + In x ~ 0 

(83) 

(84) 

(85) 

(86) 

(87) 

(88) 

(89) 

(90) 

(91) 

(92) 

(93) 
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is thus satisfied by 

(94) 

hence, setting 

o = In 2JYf 
71"(1 - a)€ 

(95) 

and taking cognizance of the integral character of m, one has 

m ~ [In 2M. 1 + In "(12~ a), l (96) 
- 71"(1 - a)€ 1 + In 2JYf + In In 2111 I 

71"(1 - a)€ 71"(1 - a)€J 

provided 

For the computation of dn - 1 , one has from equation (48) 

Hence 

Let 

then 

accordingly 

m = [;e o~-2(n - 2)J. 

;c o~-2(n - 2) < m + 1, 

{ ( 
2c )t}2 2e 

1 - 71"(n _ 2) (n - 2) < -; (m + 1). 

2c 
n=2+-v; 

71" 

V(1 - 11.)2 < ~ (m + 1); 
v2 C 

(97) 

(98) 

(99) 

(100) 

(101) 

(102) 

(103) 
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Thus n satisfies 

(104) 

the theorem now follows from equations (96), (97), (104), and Theorem l. 
When e is small, a more accurate estimate of entropy may be obtained 

by use of Theorem 6 in place of Theorem 5. Accordingly one has 

Theol'em~ 9: Let 0 < a < 1,1] = (2111/(1 - a)e(7fec)!), 

> (1 C/2) 1] = max ~,e , f( t) real; 

then 

H • (B;(Jl1)) 

J 
[

2 In r; + ! - ! In (~ In 1] )]l (/ _) 
::::; 1 + l log 2111 + _2 _~ . -l In (~In ) + 1 + _1_ r ae a 

ec 1] 2 In 1] j 

Proof: According to Theorem 6, one may consider 

2! (~r ~ (1 - a)€. (105) 

Stirling's formula provides the inequality 

n! > nne-n(27fn)!, (106) 

and hence one may consider 

(:!)! (;:)n ~ (1 _ a)e. (107) 

Let 

ec 
n = "2x, 

2M 1] = 1 • 

(1 - a)e(7fec)2 , 
(108) 

then equation (107) becomes 
2/ec 

1] (109) 

Consider the function 

F(x) o - (x + a) In x; (110) 
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then, by the mean value theorem 

F(o - h) = 0 - (0 + a) In 0 + h( In 0 + 1 + ~) - ~2 (t - p) , 
o - h < ~ < o. (111) 

Let 

x = 0 - h ~ a, F(o - h) = 0; (112) 

then 

o ~ 0 - (0 + a) In 0 + h In (0 + 1 + ~). (113) 

Let 

then 

and hence 

o ~ l/e; 

h ~ (0 + a) In 0 - 0 , 
a 

lno+l+-a 

x :::;; 20 + a - a In o. 
- a 

lno+l+-a 

Thus, in terms of nand 'YJ, one has 

< [2 In 'YJ + ! - ! In (~ In 'YJ )]. 

n- (2) 1 
In ~ In 'YJ + 1 + 2 In 'YJ 

(114) 

(115) 

(116) 

(117) 

The lower bound on 'YJ in the theorem assures the satisfaction of the 
conditions on x and 0 in equations (112) and (114). Use of Theorem 1 
now provides the inequality of the theorem. 

Theorem 10 provides an entropy estimate deduced from the width 
result of Theorem 7. 

Theorem 10: 0 < a < 1, 'YJ = (Mr(2c)s/(1 - a)e(eO")!) 

> (1 C/2) 
YJ = max ff' e , 

then 
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H.(B; .• (M)) 

J 
[

2 In 'Y} + t - t In (~ In 'Y})] 1 (.1 ) ec 211!f'YT2 2 - 0: 

~ 18 + 1 + -(-2--)----1- J log ~ + -0:- . 

In -In'Y) +1+-
21 ec n 'Y} 

Proof: The investigation parallels that of Theorem 9. A difference 
occurs in the estimation of do . The Bernstein inequality of (15) shows 
that 

do ~ M'YT!; 

hence the estimate of the theorem. 

(118) 

The case m = 1 of the representation given in Theorem 4 may be used 
to obtain an explicit E-net for BuCM) , and hence to provide a constructive 
algorithm for the transmission of information from such a source. The 
representation for f(t) £ Brr(M) takes the form 

f(t) 

. ocr ( 'h)' cr ( 'h) 
00 sm 1 _ 0 t - J sm 1 _ 0 t - J 
L: fUh) --~ ---------

j=-oo _ucr_ (t - jh) _cr_ (t - jh) 
1 - 0 1 - 0 

crh = 71"(1 - 0). (119) 

In order to proceed, it is necessary to estimate the quantity A (0) 
given by 

. ocr ( 'h)' cr ( 'h) sm 1-=8 t - J sm 1-=8 t - J 

~ (t - jh) _cr_ (t - jh) 
1 - 0 1 - 0 

00 

A(o) = sup L: 
-oo<t<oo j=-oo 

(120) 

Theorem 11: A(o) ~ I/o! for 0 < 0 < 1. 

Proof: The Cauchy-Schwartz inequality yields 

[ 

. ocr ( 'h)] 
2 

00 sm 1 _ 0 t - J 
A(0)2 ~ sup L: 

-oo<t<oo j=-oo ~ (t - jh) 
1 - 0 

[ 
]

2 

00 sin 1 ::. 0 (t - jh) 
. sup L: 

-oo<t<oo j=-otJ _cr_ (t - jh) 
1 - 0 

(121) 
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From the Parseval relation of Theorem 3, one has 

~ [Sin 1 .: 0 (t - jh) 2 __ 1. foo sin 1 .: 0 (t - s) 
L...J ds = 1, (122) 

i=-oo 1 ~ 0 (t - jh) h -00 1 ~ 0 (t - s) 

:t sm ~ t - J = 1. foo sm ~ t - s ds = 1.. (123) 
. O(J' (.h)]2 [ . O(J' ( )]2 

i=-oo _~ (t _ jh) h -00 ~ (t _ s) 0 
1 - 0 1 - 0 

The theorem is established. 
Let 

s = sup I(fjh) I; 
-oo<i<oo 

then a corollary to Theorem 11 is 

Corollary: 

sup I f(t) I ~ sIO!. 
-oo<t<oo 

Proof: From equations (119) and (120), one has 

sup I f(t) I ~ SA(o). 
-00< t <00 

The result follows from Theorem II. 
The function 

. O(J' ( ·h)· (J' ( ·h) 

(124) 

(125) 

sm 1 _ 0 t - J sm 1 _ 0 t - J 

get) = I jftv f(jh) o(J' . (J' . (126) 
1 - 0 (t - Jh) 1 _ 0 (t - Jh) 

constitutes an approximation to jet). The error may be assessed by 
application of equation (51) for m = 1, and Sonin's formula (53); thus 

(127) 

For 0 < a < 1, let 

N = [(1 _ ~;,;'o (1 + {I + (C~i -=- al)~:7r rn -~J + 1; (128) 

then direct verification establishes 

\I f - g \I" < (1 - a) E. (129) 
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It may be observed that for large c, one has 

Nr-v c =L. 
= ?r(1 - 0) 2k' (130) 

that is, N is approximately the number of nodal points jk in ( - T /2, T /2). 
Let 

(3i(f) = [A( o)tUk)] 
2a€ 

(131) 

and 

(132) 

then the set U(J is defined to consist of all t(t) generating the same vector 
(3 = (3(t). It will now be shown that the diameter of U(J does not exceed 
2€. Let fl(t), f2(t) 1: U(J ; then 

(133) 

One has 

00 

fl(t) - f2(t) = 2: (fl(jk) - f2(jk)) 
i=-oo 

• 00" ( Ok) ° 0" ( Ok) sm ~ t - J sm 1~ t - J 

00" ( Ok' 0" ( , ) -- t - J) -- t - Jh 
1-0 1-0 

(134) 

and hence, by equation (129), 

I fl(t) - f2(t) I ~ 2: I fl(jh) - f2(jk) I 
Iii ~N 

° 00" ( Ok)' 0" ( Ok) sm ~ t - J sm ~ t - J 

~ (t - Ok) _0"_ (t - JOh) 
1-0 J 1-0 

+ 2(1 - a)€ (135) 

in which N is chosen as in equation (128). From equation (133), one has 

') 

I fl(t) - f2(t) I ~ ;1(;) 
° 00" ( .). 0" ( Ok) sm ~ t - Jk sm ~ t - J 

1 ~ 0 (t - jk) 1 ~ 0 (t - jk) 

02: 
lil~N 

+ 2(1 - a)E. (136) 
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Use of equation (120) shows that 

II fl - f2 lIu ~ 2e, (137) 

The sets U (J are centerable with respect to themselves; that is, there 
exists an element get) E U {J whose distance from any other element of U (J 

does not exceed e, Consider the function get) defined by 

, 00" ( 'h)' 0" ( 'h) 2 sm 1 _ 0 t - J sm 1 _ 0 t - J 
get) = ~ 2:: «(3i(l) + !) ------------

A(o) lil;;;N ~ (t - jh) _0"- (t - jh) 
1 - 0 1 - 0 

(138) 

One has 

I f0h) - g(jh) I ~ A(~) , I j I ~ N, (139) 

and 

f(t) - get) 

, 00" ( 'h)' 0" ( 'h) sm -- t - J sm -- t - J 
= 2:: (10h) - g(jh)) 1 - 0 1 - 0 

liI~N ~ (t - jh) _0"- (t - jh) 
1 - 0 1 - 0 

• 00" ( 'h)' 0" ( 'h) sm -- t - J sm -- t - J 
+ 2:: f(jh) 1 - 0 1 - 0 (140) 

lil>N ~ (t - jh) _0"- (t - jh) 
1 - 0 1 - 0 

hence, by equations (120), (129), and (139) 

II f - g lIu ~ e. (141) 

The required constructive algorithm, r, is thus given by the mapping 
f --7 g in equations (131) and (138), 

Theorem 12: Vcr) = (2N + 1) log {[A(0)M/2ae] - [-A(0)M/2ae] + I}, 
in which N is given in equation (128), 

Proof: It is necessary to enumerate the number of distinct get) which 
are generated by r(Bu(M)). Since 

A(o) I f(jh) I ~ A(o)M 
2ae - 2ae ' 

(142) 
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the number of distinct values of (3i(f) is 

[
A(o)M] _ [_ A(o)M] + 1, 

2ae 2ae 
(143) 

and hence the number of distinct vectors (3(f) is 

(144) 

The theorem follows from equation (144). 

Corollary 1: Vcr) ~ (2N + 1) log ([M/2aeo!] - [-ill/2aeo!] + 1). 
Proof: Theorem 11. 

Corollary 2. vcr) ~ (2N + 1) log (111/ ae(o)! + 2). 
Proof: Corollary 1 and the inequalities 

[2a~Ii)!] ;;; 2a~Ii)1 , 

[ lVI] M 
- -2ae(o)! < 2ae(o)! + 1. 

IV. THEORETICAL INVESTIGATION OF W fT 

Using Theorem 3 for f, g E WfT , the Sobolev inner product 

takes the form 

= 1fT 1fT sin f (u - v) 
(f, g). -fT _(7 7r(u - v) 

(145) 

(146) 

. (1 + J.l.1UV + ... + J.I..u'v')F(u)G(v) du dv, (147) 

in which F(u), G(u) are the Fourier transforms of f, g respectively. The 
corresponding positive definite quadratic form Q is 

_ 2 _ 1(7 1(7 sin f (u - v) 
Q - 1/ fils - _(7 _(7 7r(u - v) 

. (1 + J.l.1UV + ... + J.l. su·v 8 )F(u)F(v) du dv, (148) 

and an operator K generating Q is given by 
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1
" sin f (u - v) 

KF = 
_" 7I'"(~l - v) 

. (1 + J1. IUV + ... + J1. su
SvS )F(v) dv, 

thus 

Q = J:" FKF duo 

I u I ~ u; (149) 

(150) 

The equation defining the eigenvalues and eigenfunctions of K is 

k ~ 0, (151) 

in which the ordering Ao ~ Al ~ A2 ~ ... is used. It follows from the 
Hilbert-Schmidt theoryl2 that the eigenvalues are denumerable and of 
finite multiplicity and the eigenfunctions form an orthonormal set 
which, from the positive definite character of I(, is complete in L2( - u, u). 

Let 

(152) 

then the Parseval relation for Fourier transforms shows that the 
sequence cf>o (t), cf>l (t), cf>2 (t) , ... is orthonormal over (- 00, 00); further, 
from equations (147), (150), and (151), one has 

(cf>i ,cf>k)8 = ["" chKifJ j du = Ai ["" <Pj~k du = 0 j ~ k 

= Ai j = k. (153) 

Thus the sequence {cf>k(t)} ~ forms an orthogonal system with respect to 
the Sobolev inner product (146). The system {cf>k(t)} ~ is also complete 
in W';.8 as a consequence of the completeness of the system {ifJk(U)}~ in 
L2( -u, u). 

Define the n-dimensional subspace Xn C W" by 

(154) 

then Theorem 13 provides the nth width of W';.s(B), relative to H~ , 
in terms of the eigenvalues of K. 

Theorem 13: d;:8 T
(W';.s(B)) = BAn!. 

Proof: Let f(t) E W".8(B); then 
00 

t(t) = L akcfh(t). (155) 
k=O 
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Let 
n-l 

get) = L ak<Pk(t) E Xn ; (156) 
k=O 

then the orthogonality of the <Pk(t), (153), yields 
co 

II f - gil; = L I ak 12 Ak • (157) 
k-n 

Thus 

co 

inf II f - g II; ~ L I ak 12 Ak • (158) 
UEXn k=n 

From the monotonicity of the Ak , one has 
co 

inf II f - g II; ~ An L I ak 12; (159) 
UEXn k=n 

however, the orthonormality of the <Pk(t) over (- 00, 00) shows that 

L: I f(t) 12 dt = ~ I ak 12 ~ B2, (160) 

and hence from equation (159) 

EXn(W:'s(B» = sup inf II f - g 113 ~ BAn'. (161) 
f&W .... (B) UEXn 

Thus 

(162) 

Consider the ball Un +1 defined by 
n 

get) = L ak<pk(t) , II g II. ~ BAn'; (163) 
k=O 

then, by a theorem on balls in a finite dimensional subspace of a Banach 
space,2 

(164) 

Thus the theorem will be established if it is shown that the ball Un + 1 

defined in equation (163) is contained in W a • 8 (B). It is only necessary 
to verify that 

(165) 
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One has from 
n 

II g 11= = 2: I ak 12xk ~ B2Xn (166) 
k=O 

that 

(167) 

and hence the theorem is proved. 
Use of the series representation of Theorem 4 permits one to estimate 

d:oT (W;,o(B)). The quantities m and On are as in equation (48); addition­
ally, the corresponding interval hn is defined by hn = 7r(1 - on)/(J'. 

Theorem 14: 

d:· T (W;'o(B)) ;<; ~ h~,l ( t m 

T ) y" 
(2m + 1) n - 1 - -

hn - 1 

Proof: Let 
co 

f(t) = 2: fUh)Oi(t), 
;--00 

and 

get) = 2: fUh)Oi(t); 
I iL~:;N 

then 

I f(t) - get) \ ~ 2: \ f(jh) \ \ OJ(t) I· 
lil>N 

Since, by Parseval's relation of Theorem 3 

i: I f(t) \2 dt = h itco \ f(jh) 12 ~ B2, 

Schwartz's inequality applied to equation (170) yields 

\ f(t) - get) \2 ~ Bh
2 

L Oi(t)2. 
lil>N 

One has, from equation (51) 

T N>-· 2h 

(168) 

(169) 

(170) 

(171) 

(172) 

(173) 
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One may use Sonin's formula, equation (53), to effect the summation 
in equation (173); thus 

The choice 

(175) 

leads to 

Thus equation (176) shows that 

d;;:,(W:'o(B» ~ ~ ~r ( (e-'" 1 T) Y ; 
(2m + 1) N + 2" - 2h 

(177) 

and, hence, for n odd 

dH• T(WT (B» < 2 B e-
m 

7 ) 
n <T,O = -; h! ( (T))! . (1 8 

(2m + 1) n - It 

For n even, one has 

dH • TWT (B) < 2 B e-
m 

( 7 ) 

• -,0 =;;:h
l (2m+l)(n-l-t)t 19 

thus equation (179) applies in all cases. The fractional guardband is 
now chosen as in equation (48), and the inequality of the theorem 
follows. 

Theorem 13 permits an immediate corollary to be obtained from 
Theorem 14. 

Corollary: For s = 0, one has 

4 e-2m 

An ~ --2 - • 

7r hn - 1 ( T ) (2m + 1) n - 1 - -
hn - 1 
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As was done in Theorem 7, polynomial approximation will be used 
to estimate d~T. (W;,s(B)). The estimate is given in Theorem 15. 

Theorem 15: 

dlIT '(W T (B)) ~ Br(2C)! (2ct+s 
n+s IT,S - 7r (2n) 1 

n! n ((2n + 1)(2n + 2s + 1))2 

Proof: The estimate will be obtained from equation (80). In order to 
estimate Mn + 8 , consider 

(180) 

from which one has 

( ) __ 1_ fIT iu(TI2)xF() d 
g x - (27r)~ -IT e u u. (181) 

Accordingly 

g(r)(x) = (I)r ~ lIT eiU (TI2)X(iuYF(u) duo (182) 
2 (27r) -IT 

By use of the Schwartz inequality, one obtains 

\ g(r)(x) \2 ~ (~rr ;7r [ITIT U2r du [ITIT \ F(u) \2 dUo (183) 

The Parseval relation for Fourier transforms 

(184) 

and equation (184) now yields 

2r 

\ (r)() \2 < B2!!'_C_. 
g x = 7r 2r + 1 (185) 

Thus 

(j 2 C 

( )

.1 n+8 

Mn+8~B; (2n+2s+1)!' (186) 

The remainder of the analysis is the same as in Theorem 7. 
Theorem 13 again permits an immediate corollary to be obtained 

from Theorem 15. 
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Corollary: 

') (2 )2n+2s 
A < ... c r2 c 

n+s = 7l" n!2 (~~r(2n + 1)(2n + 28 + 1) 

Theorems 14 and 15 lead to corresponding estimates of entropy 
through use of Theorem 1. 

Theorem 16: Let 

o < a < 1, f(t) real, 

and 

[ 1 ( 2B (2C) l)J 
m = n 7l"V3 (1 - a)e ;-

then 

H.(W:.o(B» 

;;; {2 + [~ (1 + (~(m + 1))TJ} log (2!~ol + 2 :: a). 
Proof: From Theorem 14, one has 

(187) 

From equation (48), one has 

2m + 1 ~ 3, T (2C )! - = - (n - 2) ; 
hn - 2 7l" 

(188) 

hence 

(189) 

Since 

(190) 
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dn - 1 (W;.o(B)) obeys the inequality 

dn-1(W;,o(B)) ~ 7l"~ B(!c) te-
m

• (191) 

According to Theorem 1, one may consider 

7r~ B(!Cre-
m ~ (1 - a)E; (192) 

and hence 

m = [ In C0 <iB_ alE (!cy)J. (193) 

The remaining analysis is the same as that of Theorem 8. The inequality 
of the theorem now follows. 

Theorem 17: Let 0 < a < 1, T] = rBC2c)s/(1 - a) Ee(7rc)!, 

> (4 C/2) 
T] = max --;?-;;, e , f( t) real, 

then 

H .(W;, sCB)) 

f 
[
2 In T] + 1 - In (~ In T])]l (1 ) ec 2BX 2 2 - a 

~ lS + 1 + --(-2 --)----1- J log --;;;- + -a- . 
In -lnT] +1+-

1
-

ec n T] 

Proof: The proof parallels that of Theorem 9. 
I t may be useful to observe 
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A Satellite System for A voidillg Serial 
Sun-Trallsit Outages alld Eclipses 

By C. W. LUNDGREN 
(Manuscript received March 20, 1970) 

The motions of satellites phased in particular, slightly inclined orbits 
are timed so that different satellites are north and south of the equator 
when sun-caused outages occur in geostationary equatorial systems. 

1. INTRODUCTION 

Communication satellite systems experience predictable service 
interruptions involving the sun. A sun-transit outage occurs when the 
pointing angles from a receiving earth terminal to a satellite and to 
the sun so nearly coincide that the additional noise power presented 
by the sun renders transmission unusable. 1 When a satellite passes 
through the earth's shadow, its solar primary power is interrupted and 
its sunlight-dependent heat balance is upset. 

A geostationary system serving a common coverage region may in­
clude several satellites spaced less than 10° (175 mrad) in the syn­
chronous equatorial orbit. Figure 1 illustrates the timing of sun transits 
and eclipses occurring in rapid series for three geostationary satellites 
during one day at the spring equinox, observed from an earth terminal 
located on the equator at longitude ooW. One sun transit near noon 
and one eclipse 12 hours later are observed for each satellite served by 
this terminal. Eclipses of closely spaced satellites may occur at the same 
time, and sun transits of different satellites may also occur simultane­
ously within a large coverage region. 

Daily sun transits of all geostationary satellites serving an earth 
terminal occur during one week in the spring and again in the fall. 
Service interruptions can last five minutes or more per satellite. Affected 
outage regions are large and move so rapidly that terrestrial restoration 
is unattractive. 

Conversely, a minimum of one working and one spare geostationary 
satellite are required for restoration independent of terrestrial facilities. 

1943 
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Fig. l-Sun transits for earth terminal on equator, and eclipses of geostationary 
satellites at equinox. 

Such redundancy is also required for adequate protection against 
satellite failure, since satellite replenishment intervals are prohibitively 
large. 

A fully redundant geostationary system incorporates duplicate trans­
missions to working and spare satellites and duplicate reception from 
these satellites continuously at all earth terminals. Partially redundant 
systems depend upon redirection of earth antenna beams to spare 
satellites. * 

Rapid, highly coordinated switching between geostationary satellites 
is required at all earth terminals to restore serial sun-transit outages. 
Numerous residual transmission "hits" result from such switching. 
Also, the orbit spacing must be sufficiently large to prevent simul­
taneous mutual outages of the different satellites at different locations 
within the coverage region to avoid additional switching complexity. 
A spacing as large as 8° (140 mrad) is necessary to prevent mutual 
sun-transit outages within the contiguous United States. t 

Alternatively, serial sun transits are avoided by phasing the satel­
lites in particular, slightly inclined orbits with motions timed so that 
one satellite is north of the equator and the other is south during both 
the spring and fall outage events. Only one switch of reception between 

* If the earth terminals are equipped with duplicate antennas, transmitters, and 
receivers, the capacity of both satellites can be utilized except during outage periods. 

t The 48 continental states, excluding Alaska and Hawaii. 
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the separated satellites is required per sun-transit season. The exact 
timing (hour) is unimportant and may be different for the convenience 
of each earth terminal. Except for these two switches, all earth termi­
nals throughout the coverage region are afforded uninterrupted recep­
tion throughout the year. Mutual sun transits within the same coverage 
region are also avoided by this satellite diversity, and the large orbit 
spacing discussed above for geostationary satellites is unnecessary.:: 

II. SUN TRANSITS AND ECLIPSES 

Sun transits and eclipses of geostationary satellites occur during the 
spring and fall seasons. The exact dates of the former depend primarily 
upon the latitude of the receiving earth terminal. 

2.1 Sun Transits of Geostationary Satellites 

The geometry and duration associated with a sun transit are con­
trolled by (i) the off-axis gain of a properly pointed earth antenna, 
(ii) the receiving system noise temperature, (iii) the solar noise power 
profile, and (iv) the minimum acceptable signal-to-noise ratio. 

In Fig. 2 the sun's rays are assumed to be parallel; refraction cor-

LOCAL HORIZONTAL 
PLANE AT OUTAGE 

CENTER P, 

" /-SATELLITE 
\ 

/ PATH OF OUTAGE 
___ ~_/~ CENTER P 

SUN 

tJ: i 
( SHADOW AXIS 

1\ 
- --L\----r::r:====:;e\:,.......~ 

~E~-===-/! - --' ---J ' '-
\ SI8~~r~gTH-'-/ 
\GEOSTATIONARY 

SATELLITE 

--- PLANAR CONIC SECTION 

----- ACTUAL OUTAGE REGION 

EARTH 

Fig. 2-Planar approximation of geography affected by a sun-transit outage. 

rections are neglected, assuming a sufficiently large angle of incidence 
to the atmosphere for the desired ray SE. The affected outage region 
is defined approximately by the locus of all points on the illuminated 
earth's surface for which earth antennas aimed at satellite S also point 

~ See Sections 3.3 and A.5. 
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a prescribed minimum angular distance (x0 away from the sun's center. 
An estimate of the geography involved is provided by the elliptical 

intersection of a cone of angular radius (x0, symmetrical about satellite­
shadow axis SP with its apex at S, and the horizontal plane at P. It is 
elongated north-south in the figure. 

The sun is assumed to be a uniform disk source of thermal noise 
about 0.5° in diameter. * Shapes and magnitudes of the solar noise 
power profile vary strongly with time and radio frequency. Edge 
brightening at the lower microwave frequencies approaches a factor of 
two, and comparable variations of total flux with time are common. 2

•
3 

A minimum solar noise temperature for the mean quiet sun (total 
flux averaged over the disk) is about 25,000 K for a single polarization, 
inferred from measurements at a wavelength of 10.3 cm.2

-
4 This is 

approximately the minimum temperature presented to a sun-pointed 
ideal antenna at 4 GHz whose beamwidth is less than 0.5°. 

Convolution of an appropriate solar noise profile with a known earth 
antenna gain pattern provides an estimate of increased noise versus 
angular displacement of the sun center from the main beam axis. 
Estimates for the minimum displacement permitting acceptable recep­
tion at 4 GHz range from about 0.6° (10 mrad) for very large earth 
antennas (30 m) to greater than 1° (18 mrad) for small antennas 
(8m).1.5 Corresponding minor axes of outage regions range from 800 
to 1300 km. lVIajor axes occurring along satellite-earth longitudes are 
equal to the minor axes at the equator and approach 1.5 times the 
latter at high latitudes. 

Because of synchronism between earth rotation and satellite revolu­
tion, each outage region appears to move. One at 41° north latitude 
traverses the contiguous United States from west to east in approxi­
mately one-half hour at noon of the time zone at the satellite's longitude 
(see Appendix A). 

Figure 3 illustrates the path of an outage region. Each path is tangent 
to the latitude intercept of the center of the satellite's shadow at ap­
parent noon at the satellite's longitude. For all other longitudes in the 
Northern Hemisphere, the path lies slightly to the north of this latitude. 

Hence, in very late February or early March, short daily outages 
affect earth terminals situated near the United States-Canadian border. 
Two to three days later these terminals experience maximum outages 
lasting five minutes or more, depending upon transmission parameters 
and permissible signal-to-noise ratios. Outages at these terminals end 

* The optical disk has a diameter of about 29 minutes of arc, in geocentered 
angular measure. 
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Fig. 3-Approximate paths of sun-transit outages for geostationary satellite. 

after an additional two to three days, the outage paths progressing 
southward at a rate of about 3° latitude per day. All outages affecting 
United States earth terminals above north latitude 26° cease prior to 
mid-March. 

Conversely, in the fall the daily outage paths progress from south 
to north, affecting southern United States terminals about October 1 
and ending in the north about mid-October. 

In Fig. 3, based on parameters adopted in Appendix A, a given earth 
terminal is affected about six days, twice yearly, while the contiguous 
United States experiences outages throughout a 14-day period, again 
twice yearly. If a multiple-feed antenna or a rapid-slewing antenna is 
employed to switch reception at an earth terminal from an affected 
satellite to another 6.8° (120 mrad) westward in the geostationary 
orbit, transmission from the latter satellite is interrupted only 30 
minutes later. 

2.2 Eclipses of Geostationary Satellites 

Eclipses of geostationary satellites can be expected for a total of 
about 90 evenings per year in the spring and fall. Concurrent eclipses 
occur for geostationary satellites spaced less than 17.6° (310 mrad). 
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Eclipses occur near apparent midnight of the time zone at each satel­
lite's longitude, beginning in late February or early March and ending 
by mid-April. Fall events begin about September 1 and end about mid­
October. Eclipses lasting about 70 minutes occur on the dates of the 
spring and fall equinoxes; those lasting longer than one hour occur 
about 50 days per satellite per year. 

Communication satellites are provided with batteries to prevent 
circuit outages and to maintain antenna pointing, attitude control, 
station keeping, telemetry, and command capabilities during eclipses. 
However, concomitant voltage and temperature fluctuations, loss of 
the solar reference for antenna pointing, and related ground command 
activities may contribute to an increased likelihood of satelite failure 
or a reduction in transmission capacity during eclipses. 

III. DIVERSITY SYNCHRONOUS SATELLITE SYSTEM 

A minimum arrangement of two slightly inclined, circular synchro­
nous orbits with deliberate phasing of one working and one spare 
satellite in their respective orbits is suggested for providing space 
diversity during outage periods. The specific orbit parameters and 
satellite phasing are chosen so that they may remain unchanged 
throughout the year. Thus satellite station-keeping fuel expenditures 
are comparable to geostationary values. The parameters are also chosen 
so that only one noncritical handover of reception between satellites is 
required per sun-transit season. 

3.1 Basic Satellite Phasing in Specific Inclined Orbits 

Figure 4 illustrates the relationship between a "figure 8" pattern 
traced out by a synchronous satellite and the magnitude of its orbit 
inclination. Recent descriptions of such patterns are given by Rowe 
and Penzias,6 treating the efficient use of orbit longitude. 

Figure 5 illustrates the satellite phasing and timing of motions 
required for a two-satellite diversity system. The time reference selected 
for describing these motions is initial time to mean solar hours, marking 
the advent of 12 o'clock noon (apparent, or sun time) on the date of 
the vernal equinox at average () of mean longitudes ()1 and ()2 degrees 
west for satellites SI and S2 , respectively (() = «()1 + (2)av). For satel­
lites sharing radio frequency bands, a minimum orbit spacing between 
interfering satellites is generally specified consistent with resolving 
powers of the earth antennas. Accordingly, a minimum satellite spacing 
x degrees is assumed between mean longitudes ()l and ()2 • 
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Fig. 4-Earth synchronous orbits and figure 8 patterns. 

In terms of (), chosen for service to a particular geographical region, 
the mean orbit longitudes shown in Fig. 5 are 

()1 = (() - x/2) , ()2 = (() + x/2) degrees west. (1) 

Dimensions of 8 patterns allowing adequate diversity between 
properly phased satellites are determined in Appendix B. Peak satellite 
displacements from the equatorial plane (geostationary orbit in Fig. 5) 
coincide in the spring and fall with sun transits of each satellite's mean 
longitude meridian. 

For example, in Fig. 5(a) satellite Sl is northernmost in its 8 pattern 
prior to apparent noon at average longitude (). To an observer located 
at earth longitude ()1 , this coincides with alignment of the sun behind 
the 8 pattern for satellite Sl . 

At apparent noon at longitude (), satellite Sl in Fig. 5(b) moves 
very slowly toward the geostationary orbit, while S2 is approaching 
the southernmost point in its 8 pattern. The sun is located midway 
between the 8 patterns. 

Shortly after apparent noon at longitude (), the sun aligns behind the 
8 pattern for satellite S2 , as observed from earth longitude ()2 . At this 
time, satellite S2 reaches its peak excursion, while satellite Sl moves 
more rapidly towards the geostationary orbit [Fig. 5(c)]. Tick marks 
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Fig. 5-Phased satellite motions. 

-1 

-26 
FEBRUARY 

on the 8 patterns are labeled according to each satellite's location at 
times referred to longitude o. 

Paths of the sun on consecutive days during the spring sun-transit 
season are also indicated. Note that these daily paths progress from 
south to north in accordance with a decreasing southern declination of 
the sun's rays at this time of year (cf., Fig. 3). 
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Circles of radius aO centered at each satellite define the minimum 
pointing angle to the sun for earth antennas directed at the satellites. 
Hence, reception from satellite 8 1 is interrupted when the sun is within 
the circle for 8 1 • Tick marks give positions of the sun along its path, 
again at times referred to longitude o. 

In Fig. 5, uninterrupted reception from satellite 8 1 is assumed 
throughout the late fall and winter, until March 7. At any convenient 
time between lVIarch 1 and lVIarch 7, an earth terminal observing these 
motions redirects its reception from satellite 8 1 to satellite 8 2 • This 
allows uninterrupted reception from 82 until the fall sun-transit season, 
during which this noncritical procedure is reversed. 

Note that the 8 patterns in Fig. 5 are larger than required by a 
single earth terminal. The dimensions determined in Appendix Bare 
sufficient to prevent serial sun transits throughout the entire latitude 
range of the coverage region, so that only one outage region from 
either satellite may traverse any part of the coverage region on any 
day. This simplifies switching between satellites in restoration schemes 
involving large numbers of working satellites and a minimum of one 
spare satellite. * However, for the basic scheme involving duplicate 
transmission via equal numbers of working and spare satellites, the 
dimensions of the 8 patterns may be reduced until the outage circles 
(aO) are almost tangent to the geostationary orbit. Redirection of the 
earth antenna appropriate for Fig. 5 is required on or about March 4 
for such reduced 8 patterns. 

Note also that the satellites spend most of the time near the extremes 
of the 8 patterns, providing near-maximum diversity separation for 
several hours near noon. This tolerance to timing errors is particularly 
useful since the apparent alignments of the sun in Fig .. 5 and the timing 
of transit events are somewhat different for observers at different loca­
tions within the coverage region. Allowances are made in Appendix B 
in the computation of required diversity separation for both latitude 
and longitude ranges of the coverage region, assuming that unin~r­
rupted reception from the unaffected satellite is required continuously 
at all earth terminals throughout the coverage region. 

The diversity performance is made nearly independent of arbitrary 
satellite spacing x by phasing each satellite so that its maximum lati­
tude excursion occurs at sun transit of its mean longitude meridian. 

Tick marks in Fig. 6 illustrate a daily progression of satellite posi­
tions at apparent noon at longitude 0 throughout the year. This regular 
shift is observed in the ideal case at the earth terminals because such 

* Discussed in Section 3.3. 
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Fig. 6-Shift of daily satellite positions. 

inclined synchronous orbits tend to maintain fixed orientations in 
space as the earth revolves around the sun (about 10 per day), illus­
trated in Fig. 7, by virtue of conservation of orbit angular momenta 
ml and m2. Orbit perturbations, or departures from the above ideal 
motions, are approximately the same as those for geostationary orbits 
and are corrected by firing small station-keeping rocket motors at 
intervals throughout the lifetime of the satellites. 

Specification of orbit stabilization with respect to the fixed stars is 
necessary to obtain properly timed satellite diversity automatically 
throughout the year; the precision required for diversity is needed only 
during outage seasons. 

Hence, the daily period of satellite motions in their figure 8 patterns 
is less than 24 hours of civil time (mean solar hours). The actual side­
real period is 23h 56m 04 8 .09054 in mean solar time measure. 

The daily shift of positions is utilized, by the deliberate orbit orien­
tations and satellite phasing in the orbits, so that the apparent positions 
of satellites Sl and S2 are reversed automatically in time for diversity 
reception again during the fall outage season (see Fig. 7). Positions are 
also reversed daily, providing diversity for satellite eclipses near mid­
night, assuming sufficiently large orbit inclinations. 

Conversely, lesser accumulated shifts must also be considered in 
computing the minimum diversity separation for sun transits for 
coverage regions located far from the equator, since sun transits occur 
either before, or after actual equinoxes (see Figs. 5 and 6, and Appen-
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dix B). Sun transits are observed in the Northern Hemisphere prior 
to the vernal equinox and again after the autumnal equinox. Offsets of 
approximately two weeks from the symmetrical case are representative 
for the contiguous United States. Of course, dates of satellite eclipses 
are independent of earth latitude and the ideal symmetry is applicable. 

3.2 Orbit Parameters 

Satellite motions and initial conditions are illustrated in Figs. 7 and 
8 for two diversity satellites. 

3.2.1 Inclination of Orbits 

The planes of orbits for satellites SI and S2 are tilted slightly with 
respect to the earth's equatorial plane by inclination angles it and ie . 

For the idealized case of equal inclinations, the minimum required 
magnitudes range from about 2 degrees for avoiding serial sun transits 
to about 9 degrees for avoiding serial and concurrent eclipses (see 
Appendix B). 

3.2.2 Alignment of Inclined Orbit Planes 

Positioning of the figure 8s is accomplished by aligning the orbit 
planes in slightly offset opposition as shown in Fig. 8. Two plane inter­
sections with the earth's equator result, each forming acute angles 
(90 - x/2) degrees symmetrically with the mean equinox axis (inter­
section of planes of the equator and of the earth's orbit around the 
sun; direction from earth towards the sun at the vernal equinox). 

MEAN 
EQUINq>(_ AXIS .. 

SPRING 

LONGITUDE g~ , 
\ 

SATELLITE 
SHADOWS- "-

"-

\" 
\\ 
1\ 
/ 

/ 

..... - - - -- EQUATORIAL 
PLANE 

Fig. 8-Synchronous orbits phased for sun diversity. 
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3.2.3 Phasing of Satellite S1 

The time of the ascending node in orbit 1 for satellite Sl , for spacing 
x degrees is 

t1 = to - [(6 + x/30)] mean solar hours, (2) 

so that at time t = to - x/30 hours satellite Sl necessarily assumes its 
maximum north latitude (upper limit of excursion for left-hand figure 8 
pattern in Fig. 5). From Fig. 8, note that the semi-major axis of the 8 in 
geocentered angular measure is equivalent numerically to orbit inclina­
tion it . 

3.2.4 Phasing of Satellite S2 

The descending node in orbit 2 for satellite S2 is specified by 

t2 = to - [(6 - x/30)] mean solar hours, (3) 

for which satellite S2 assumes its maximum south latitude at t.ime 
t = to + x/30 hours. 

3.2.5 Satellite ll1! otions Related to the Sun and Seasons 

By synchronizing satellite motions and timing with respect to the 
earth's revolution about the sun as shown in Fig. 7, the required space 
diversity is obtained during both spring and fall outage seasons. 

Satellite motions and timing are specified above in terms of initial 
conditions at the vernal equinox. Of course, actual satellite launching 
is not restricted to any season, provided that satellite motions coincide 
with those for the specified system at the times when sun-caused 
outages occur in geostationary equatorial systems. 

3.3 Phased M ultisatellite Systems 

Two satellites are required for the basic diversity system. The 
diversity satellites may be placed as desired in orbit longitude con­
sistent with an assumed minimum orbit spacing x. 

An obvious system growth is to add uniformly spaced, alternately 
phased working and spare satellites along the orbit (Fig. 5). Note that 
one of a diversity pair of spare satellites can restore all working satel­
lites if fast switching may be employed daily at the affected earth 
terminals. Reception is transferred in sequence between transitted 
active satellites and the unaffected spare. * The orbit spacing between 
second-adjacent satellites (same phasing) should be sufficient to prevent 
mutual sun transits of the latter satellites within the coverage region. 

* The affected spare is available as an additional working satellite. 
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For this case, only half of the orbit spacing required by geostationary 
satellites is required by the diversity satellites (about 4° for avoiding 
mutual outages within the contiguous United States). 

Conversely, for satellites which may be closely spaced (x == 1°), 
efficient use of the orbit may result from judicious incorporation, in a 
manner consistent with the satellite phasing and timing described 
above, of orbit loading techniques suggested by Rowe and Penzias.6 

Deliberate relative phases in adjacent 8 patterns may prevent major 
multiple sun transits of all satellites near the same latitude and mini­
mize daily switching to different unaffected satellites (Section 3.1). 

For large orbit inclinations,* (i) tracking of satellite and earth 
antennas is required, (ii) reduction in latitude of the coverage region 
results, (iii) transmission at low angles of arrival is more susceptible 
to atmospheric degradation, and (iv) the interference exposure between 
radio relay and satellite services is increased. 

3.4 Antenna Requirements for Earth Terminals and Satellites 

Only slight geometric departures from the geostationary case are 
required to obtain diversity for avoiding sun-transit outages; some­
what larger departures are required for avoiding eclipses. Hence, 
satellite radio transmission parameters appropriate for corresponding 
geostationary designs are essentially retained. 

Earth antennas need follow only slow and very small periodic satel­
lite motions. These motions are accomodated reliably by conventional 
24-hour cyclic cam drives (sidereal time measure). Costs and mainte­
nance for such antenna drives are virtually insignificant when compared 
with those for full automatic tracking. Cyclic drives are appropriate 
for a large deployment of small earth antennas requiring moderate 
beam-pointing precision, while costs for full automatic tracking are less 
significant for a smaller number of large antennas requiring precise 
beam pointing. 

A minimum earth antenna steering requirement accommodating 
orbit inclinations up to 10° (175 mrad) and satellite longitude drifts 
from assigned orbit stations of ± 10°, for satellite elevations of 5° or 
more, is reported by the Communications Satellite Corporation for 
quasi-stationary satellites.7 Such earth terminals are compatible with 
the diversity satellites, since in the ideal application the smaller de­
sired orbit inclinations are also maintained continuously. 

The spin axis of a satellite is maintained perpendicular to its orbit 
plane, in the simplest wheel-mode attitude stabilization. Satellite 

* For x = 1°, 1: == 10.7° and for x = 5°, i == 24°, from equation (7) of Ref. 6. 
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antenna pointing referred to this axis benefits from partial compensa­
tion of pointing errors otherwise accompanying departures from the 
equatorial plane in the inclined orbits.* 

IV. CONCLUSIONS 

Space diversity is provided automatically at times of sun transits 
and eclipses by a convenient modification of a geostationary system 
in which the satellites appear to move in figure 8 patterns. Alternate 
satellites are oppositely phased, so that when one satellite is north the 
other is south. Orbit orientations and timing of satellite motions are 
arranged so that near the spring and fall equinoxes, when geostationary 
satellites transit the sun, the diversity satellites are at extreme north 
and south positions, allowing uninterrupted reception from at least 
one satellite. 

The contiguous United States is cleared of serial sun-transit outages 
if orbit inclinations of about two degrees are employed. Concurrent 
satellite eclipses are also reduced in frequency and duration, and are 
avoided by increasing the orbit inclinations to about nine degrees. 

Neglecting perturbations common to synchronous orbits including 
the geostationary orbit, the satellite deployment is steady state. 
Satellite launching requirements, mean station-keeping precision, and 
lifetimes are comparable to the geostationary case. 

Diversity is provided automatically during both spring and fall 
outage seasons, requiring two noncritical switches between satellites 
per year. 

Relatively minor modifications of earth terminals and satellites 
designed for geostationary service are required. 

The diversity satellites are positioned as desired in orbit longitude 
without degrading system performance significantly, consistent with 
minimum orbit spacings to control interference from neighboring 
satellites. 

Transmission via the unaffected satellite of a diversity pair can be 
switched in sequence daily to restore all transitted active satellites of 
a larger system. 

One-half the minimum orbit spacing required by geostationary 
systems to prevent mutual outages of neighboring satellites within 
large coverage areas is required by the diversity system, since only 
alternate satellites experience outages on a given day. 

Sun-transit outages in satellite circuits can be restored without 
involving terrestrial facilities. 

* For i = 2°, a peak uncompensated pointing error of 0.3° is representative. 
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APPENDIX A 

Simplified Geometry and Numerical Examples tor Geostationary Satellites 

A.I Minimum-Latitude Circle Tangent to Outage Path 

At the satellite longitude, conjunction of the sun and satellite occurs 
at apparent noon and the satellite's shadow intercepts a minimum 
latitude, shown in Fig. 9. On successive days in the spring, the shadow 
path becomes tangent to a smaller north latitude at the satellite's 
longitude, and lies slightly to the north of this latitude for all other 
longitudes. 

Figure 9 illustrates the sun's rays on March 4, 1970. From an alma­
nac, the apparent declination of the sun for 0 hours ephemeris time 
(E.T.) is _6° 40' 54".5 and on March 5, is -6° 17' 49".0.8 

Ephemeris transit of the sun on March 4 is given as 12h 11m 505.39 
and the reduction D.T from universal time (U.T.) to E.T. for the year 
1970.5 is approximately 40 5

• The ephemeris time corresponding to solar 
transit at west longitude A ° is 

E.T. == E.T. (TRANSIT) + [1.002738] 3~0 (24h) hours, 

A < 180°, (4) 

where the coefficient in brackets is the approximate ratio of the mean 
solar day to the mean sidereal day. Allowing for a 6-hour time differ­
ence from the Greenwich Meridian to the Central Time Zone, 

C.S.T. == E.T. - D.T - 6h hours. (5) 

Assume a transit of geostationary satellite stationed at A = 95°W: 

C.S.T. == 12h 11m.84 + 6h20m.93 - Oh Om.67 - 6h Om. (6) 

From equation (4), the ephemeris time of this event is 18h 32m.77 on 
March 4. Interpolating between Oh on March 4 and Oh on l\1arch 5, the 
sun's apparent declination is 

D == -6.682° + ;::~~ (0.385°), (7) 

== -6.38°. 
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Note from Fig. 9, 

. S'D SIn ¥'min = -Ii SIn , (8) 

S = h + R(1 - cos ¥'min) km 
cos D ' 

(9) 

where ¥'rnin is the north latitude of the satellite's shadow at the time of 
sun transit. 
Then 

SIn ¥'min = 
sin D[(1 - cos I'm'.) + ~J 

cos D 
(10) 

from which it is determined that ¥'min == 41.00 north latitude, assuming 
geostationary orbit altitude h = 35,900 km and mean spherical earth 
radius R = 6373 km. 

A.2 Estimate of Speed with Which Outage Centers Traverse U.S.A. 

Figure 10 shows the contiguous United States represented by a 
longitude span of 600 centered at the satellite longitude and located at 
north latitude ¥'min(41°). Consider a projection of the extreme longitude 
meridians (i.e., ±30° referred to the satellite longitude) parallel to an 
assumed shadow axis between the span center at B' and the satellite 

,..-.., 

at B, such that orbit arc intercept AC is specified. 
The geocentric orbit radius is 

AO = CO = R + h == 42,270 km. (11) 

Then the radius of latitude circle ¥'rnin is 

R" = R cos 'Pmin == 4810 km. (12) 

The approximate distance measured along latitude circle 'Pmin for this 
model of the United states is 

,,--..... 2 60 
I A'C' I 0 = ~R" == 5040km 

60 360 . 

Recognizing equilateral triangle A'OC', the orbit chord is 

AC = A'C' = R" == 4810 km. 

(13) 

(14) 

The solution of an oblique triangle with sides a, b, c and opposite 
angles A, B, Cis 
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_a2 + b2 + c2 

COS A = 2bc ' (15) 

so that the orbit arc may be found from 

(A-O-C) = - (AC)2 + 2(R + h)2. 
cos 2(R + h)2 (16) 

Then the desired geocentered angle representing the orbit intercept of 
all parallel sun's rays simultaneously illuminating this model is 

,,--... 

AC = cos- 1 (A-O-C) == 6.5 degrees. (17) 

The time required for a satellite's shadow to traverse a stationary 
representation of the United States is numerically equivalent to the 
time for the fractional revolution of a satellite from position A to C: 

t == 6 5° X (24 X 60)m = 26 0 . 
sta • • mIn. 

360° 
(18) 

However, the actual elapsed time tt is greater by virtue of earth rota­
tion during this interval. The effective longitude span of the United 
States is very approximately 

....--.. ---.. 1 ~ ° 
A'C' + ~' == 60° + 26m

.O X ~ == 66.5°. (19) 
60m 

Accounting for a correspondingly enlarged orbit intercept, 

66.5° . 288 . tt == ts ta X -- = . mIn, 
60° 

(20) 

so that an outage region traverses the United States from west to east 
in approximately one-half hour. The exact interval depends primarily 
upon CPmin • 

A.3 Estimation of Size of Outage Region-Example 

A conic figure of revolution about axis SP in Fig. 2 defining the 
affected outage region subtends total angle 2ex measured at the satellite. 
To enable example calculations without specific reference to antenna 
pattern data, a worst-case minimum angular separation ex = 1 ° be­
tween a satellite and the sun center is adopted. * 

*The value a = 1° is assumed for a hypothetical 4-GHz satellite system incor­
porating 55 percent efficient, 30-ft diameter parabolic reflector earth antennas, a 
receiving system noise temperature of 200 K, and a 3-dB allowable increase in 
received thermal noise power. 
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The horizontal plane at the location of the satellite's shadow P at 
time of transit is shown in edge view in Fig. 11. Slant range S = SP 
is found from equation (9) to be about 37,470 km. The conic section 
defined by this plane and the outage cone is elliptical; point P specifies 
its motions. 

The east-west semi-minor axis r is equivalent to the radius of the 
right circular intersection of the cone and a plane through P normal to 
satellite-shadow axis SP: 

r = S sin ex 

== 655 km. (21) 

The north-south semi-major axis r' in Fig. 11 is found from a pro­
jection of the above circular intersection upon the local horizontal 
plane at P: 

r' 
r 

cos (~min - D) 

== 970 km. 

AA Estimate of Outage Duration 

(22) 

The maximum duration of an outage occurring at an earth terminal 
located on latitude ~min is approximately that fraction of time tt [equa­
tion (20)] for the satellite's shadow to travel the 1310-km width of the 
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Fig. ll-Determination of outage region at P. 
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above outage pattern. Allowing for earth rotation, and noting that the 
......--.. 

60° longitude span A'G' at latitude CPmin corresponds to chord A'G': 

~ 2r 
tt X ,....-....... < td < tt X A'G' ; 

IA 'G'I (23) 
7.5 minutes < td < 7.8 minutes. 

For the satellite stationed at longitude 95° west, the path of its 
shadow on March 4, 1970, approaches latitude 41° north near Omaha 
at 12:32 p.m. C.S.T. Taking dimensions of the outage region into 
account, the West Coast should just begin to experience outages north 
of Eureka, California, at about 10:16 a.m. Pacific Standard Time, and 
the last outages, near Boston, should cease about 1 :50 p.m. Eastern 
Standard Time. 

A.5 Geostationary Satellite Spacing and Serial Outages 

Several identical satellites are assumed deployed along the geo­
stationary orbit. Earth terminals are assumed capable of receiving 
signals from at least one pair of adj acent satellites, either simultane­
ously or one at a time. The orbit spacing between satellites is assumed 
to be uniform, but adjustable to alter the timing of serial sun transits. 
Numerical assumptions made in previous sections are retained for 
illustration; earth terminals are assumed to be located along the outage 
path (worst case). 

A.5.l Case i-Minimum of 30 Minutes Between Switches at an Earth 
Terminal 

If each satellite is assumed to possess spare circuit capacity adequate 
for the restoration of one transitted satellite, it is of interest to esti­
mate the orbit spacing between satellites required for a prescribed 
outage-free interval between switches at an affected earth terminal. 
The interval between onsets of serial outages at a given earth terminal 
for satellites spaced 6.5° in orbit, allowing for earth rotation is about 
28.8 minutes (Section A.2). Then, an approximate minimum satellite 
spacing for a 30-minute clear interval is (30m /28m .8) X 6.5° == 6.8°. 

A.5.2Case 2-Minimum of 30 M1'nutes Between Adjacent Outages 

If multiple satellites are deployed without spare capacity and an 
earth terminal receives simultaneously from adjacent satellites, but 
does not switch between them, a 30-minute required clear time be­
tween outages of the adj acent satellites leads to a greater estimated 
satellite spacing. The elapsed time for the center of a first (easterly) 
outage region to depart an affected earth terminal and travel eastward 
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until reception is regained (a distance equal to the semi-minor dimen­
sion; Section Ao4) is approximately 7m .6/2 == 3.8 minutes. The elapsed 
time for the center of a second outage region to approach the same 
earth terminal is also 3.8 minutes, measured from onset of the second 
outage. The sum of elapsed times and the required 3D-minute clear 
interval is 37.6 minutes. The minimum satellite spacing, scaled from 
the 28.8-minute interval between arrivals of shadows at the terminal 
for satellites spaced 6.5° (Section A.2) is approximately (37m.6/28m.8) X 
6.5° == 8.5°. 

A.5.3 Case 3-M inimum of 30 Minutes Free of United States Outages 

An estimate of the satellite spacing required for a 3D-minute clear 
interval between outages of earth terminals throughout the contiguous 
United States for the case without switching is desired. A time equiva­
lent of the satellite spacing for a 3D-minute clear interval between 
adjacent outages at a single earth terminal is about 37.6 minutes 
(Section A.5.2). A satellite spacing of 6.5° is necessary for simultaneous 
sun transit of a first satellite at the extreme eastern terminal and a 
second satellite at the extreme western terminal; a time equivalent of 
this spacing is approximately 28.8 minutes (Section A.2). The sum of 
these intervals, 6604 minutes, accounts for transits of all terminals 
within the assumed 60° longitude span at 41° north latitude. The 
approximate minimum satellite spacing for a 3D-minute clear interval 
throughout the United States is (66mo4/28m .8) X 6.5° == 15.0°. 

A.5.4 Case 4-Minimum of 30 Minutes Free of Outages Throughout One 
Time Zone 

The time equivalent of spacing for a 3D-minute clear interval at a 
single terminal without switching is 37.6 minutes. The time equivalent 
of spacing for simultaneous sun transits of adjacent satellites at eastern 
and western terminals bounding a 15° time zone is approximately 
(15° /60°) X 28m.8 == 7.2 minutes. The required interval is about 44.8 
minutes, accounting for outage dimensions and all terminals within 
one time zone. The resulting minimum satellite spacing is approxi­
mately (44m.8/28m.8) X 6.5° == 10.1°. 

APPENDIX B 

Estimation of Minimum Required Space Diversity 

B.1 Minimum Orbit Inclinations for a Prescribed Coverage Region 

Figure 12 relates the latitude extremes of a desired coverage region 
to limits of the sun's apparent declination angle for which sun transits 
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of diversity satellites can affect transmissions. First, two conic figures 
of revolution as described in Section A.3 having angular radius a 

define the northernmost and southernmost outage regions for geo­
stationary satellite Sm . Minimum orbit inclinations for diversity satel­
lites Sn and Sa are estimated by geometric construction. Parallel sun 
rays are assumed and atmospheric refraction is neglected for all but 
extreme latitudes in the presence of fairly large angles of incidence.9 

One approximation implicit in the figure is that the satellites occupy 
the same mean orbit longitude. This enables a highly simplified geo­
metrical analysis and the uncertainty introduced is shown later to be 
insignificant. 

B.2 Determination of lYlinimUln Orbit Inclinations 

For geostationary satellite Sm in Fig. 12, apparent declination angle 
limits On and 08 are calculated for which the satellite shadows intercept 
north geographic latitude limits CPn and CP8 of an assumed coverage 
region in the Northern Hemisphere between points P nand P a respec­
tively. Slant range segment Pn 8m is determined from the solution of 
oblique triangle P nOSm : 

(24) 

and 

P 88m = [R2 + (R + h)2 - 2R(R + h) cos CP8]! km. (25) 

The declination angles corresponding to northern and southern 
boundaries of the coverage region are 

-1 [_R
2 + (Pn 8 m )2 + (R + h)2] d 8 

On = cos 2(Pn8 m)(R + h) egrees , (26) 

and 

-1 [_R
2 + (P 8 8 m )2 + (R + h)2] d 8 

o. = cos 2(P.8m)(R + h) egrees , (27) 

where the units designation S denotes angular displacement south from 
the celestial equator. 

The angle measuring bisector Pm Sm is denoted by Om , where 

(28) 

Synchronous satellites Sn and Ss are shown in Fig. 12 located on 
great circle C of a geocentered sphere of radius (R + h) whose plane 
contains the mean geopolar axis and an assumed common satellite 



1968 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1970 

meridian circle. The satellites are also assumed to be symmetrically 
opposite and equidistant from the equatorial plane. The required 
distance between parallel sun's rays through satellites Sn and Ss having 
mean apparent declination Om is determined by constructing segment 
On 0 s perpendicular to Sm Pm through P n . The base of isosceles triangle 
OnSmOa represents the required ray separation. Making the approxi­
mation 

(29) 

and denoting the angle On-Sm-Os by "'I, 

"'I = On - Os + 2a degrees. (30) 

From the solution of an isosceles triangle, 

OnO. == [2(PnSm)2(1 - cos "'I)]! km. (31) 

Constructing segment Sn Sa perpendicular to SmPm through Sn, its 
length is 

The length of chord SnS8 between the satellites on circle Cis 

SnS. = SnSa/COS Om km. 
",--.... 

(32) 

(33) 

The total geocentered arc SnS. on circle C corresponding to chord 

SnS8 is found from the solution of isosceles triangle SnOSs (not illus­
trated). Note that 

Then 

OSn == OS. == OSm = (R + h) km. 

- (SnS.)2 + 2(OSm)2 
2(OSm)2 

(34) 

(35) 

Note from Fig. 12 that equal orbit inclinations in and is are determined 
by the minimum geocentered angular displacements of synchronous 
satellites Sn and Ss from the equatorial plane, necessary for avoiding 
simultaneous sun-transit outages between latitudes CPn and CPs • Hence, 

",--.... 

in = i. = (SnS8)/2 degrees. (36) 

While the simplified geometry of Fig. 12 results from an assumption 
that the satellites' mean longitudes are identical, recall from Section 3.1 
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that the maximum satellite excursions are made to occur at the instant 
of zenith transit viewed by an observer at each satellite's longitude. 
Thus, for earth terminals situated along the longitude meridian of­
and receiving from-satellite Sl, the minimum required orbit incli­
nation i l is identical to in. Very slightly increased inclinations are 
necessary to accommodate receiving earth terminals far from this 
longitude. 

B.3 Correction for Longitude Span and Latitude Location of Coverage 
Region 

The maximum time difference fltl between sun transit of a geosta­
tionary satellite centered over the United States and observed along its 
longitude, and sun transit of the same satellite observed at a longitude 
displaced by ±30°, for a minimum latitude of 26°N is about =t=0.3 
hour, allowing for earth rotation (Fig. 3; Section A.2). The magnitude 
of accumulated time shift .6.t2 (civil time versus sidereal time) relating 
positions of satellites at Oh to Oh at the vernal equinox, arising from 
location of the affected coverage region north of the equator, is about 
1 hour (Fig. 6). An approximate worst-case adjustment of orbit inclina­
tions providing the required displacement of diversity satellites from 
the equator at times when sun transits would otherwise be observed is 

if == (37) 

B.4 Illustrative Calculation 

It is assumed that latitude limits CPn and CPs for the United States 
coverage region to be cleared of outages are 49°N and 26°N, respec­
tively. A spherical earth model is assumed with radius R = 6373 km. 
The height of the geostationary orbit h is assumed to be 35,900 km. A 
conic sun-transit outage figure is assumed (Fig. 12), having a radius in 
angular measure of a = 10. 

Numerical results are obtained using all preceding relationships: 

From equations (24) and (25), 

From equations (26) and (27), 

From equation (28), 
From equation (30), 
From equation (31), 
From equation (33), 

P nSm = 38,394 km, 
PsSm = 36,652 km. 

On = 7.200°, 
Os = 4.375°. 

Om = 5.788°. 
'Y = 4.825°. 

OnOs = 3,232 km. 
SnSs = 3,249 km. 
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From equation (34), 

From equation (35), 
From equation (36), 
From equation (37), 

OSm = 42,273 km. 
,,--.... 

cos (SnSs) = 0.997047. 
in = is = 2.201°. 

i' == 2.337°. 

For larger earth terminals, assuming a = 0.7° for 25-m antennas, 
the corresponding worst-case minimum equal orbit inclinations pro­
viding the specified diversity is 2.045 degrees. 

B.5 Minimum Orbit Inclinations for Avoiding Serial Eclipses 

The earth's shadow is assumed to be a circular cylinder with a 
diameter equal to the mean diameter of the earth. This amounts to 
neglecting atmospheric refraction and the distinction between the 
umbra and penumbra shadow regions. For satellites with batteries, 
the net radiation energy lost per eclipse corresponds to a time inte­
gration of the actual solar-array power output. This is nearly the energy 
loss which would result if the solar source were completely obstructed 
while the satellite traversed the assumed cylindrical shadow. 

An approximate relationship between declination D and the orbit 
arc eclipsed is illustrated by Figs. 13 and 14. The length of geosta­
tionary orbit radius OS is (R + h) km, so that 

0' S = (R + h) I sin D I km. (38) 

Angle 1f; in Fig. 14 is thus determined: 

. -1 (O'S) d 1f; = sm R egrees. (39) 

t}:------ __ 
SUN --... --... 

Fig. 13-Simplified geometry describing satellite eclipses. 
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Fig. 14-Projection of points A, C upon right section of earth's shadow through S. 

The length of the chord intercept common to both the orbit and the 
cylindrical earth shadow is determined by a normal projection of the 
orbit upon a right circular section of the shadow through S. From 
equations (38) and (39), 

AC ~ A'C' '" 2R cos {Sin-' [(R + h~1 sin D IJ} km. (40) 

If the fraction in brackets in equation (40) is smaller than unity for 
a given declination D, an eclipse of the orbiting satellite is indicated. 
For zero values of apparent declination, the chord A C is simply twice 
the mean earth radius R. 

The corresponding orbit arc AC is next calculated from the solution 
of oblique triangles: 

r----.. -1 {- (AC)2 + 2R2} 
AC = cos 2R2 degrees. (41) 

Hence, the minimum space diversity in geocentered angular measure 
necessary for avoiding serial satellite eclipses is identified numerically 
with the maximum orbit arc intercept, occurring for D = 0°. From 
equation (41), the maximum resulting geocentered angle, corresponding 
to one earth diameter, is approximately 17.6°. Then each minimum 
orbit inclination it = i2 necessary for avoiding serial eclipses in the 
manner of Section 3.2 is approximately 17.6°/2 = 8.8°. 

Finally, it is of interes~o estimate the time required for the satellite 

to traverse shadow arc AC. The interval t1te is numerically equivalent 
to the resulting arc fraction times the orbit period, corrected for the 
earth's revolution about the sun: 

t1te - [1.002738J(24 X 60)m X :6~ minutes. (42) 
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Adaptive Predictive Coding of 
Speech Signals 

By B. S. ATAL and M. R. SCHROEDER 

(Manuscript received December 13, 1968) 

We describe in this paper a method for efficient encoding of speech 
signals, based on predictive coding. In this coding method, both the trans­
mitter and the receiver estimate the signal's current value by linear pre­
diction on the previously transmitted signal. The difference between this 
estimate and the true value of the signal is quantized, coded and trans­
mitted to the receiver. At the l'eceiver, the decoded difference signal is added 
to the predicted signal to reproduce the input speech signal. Because of the 
nonstationary nature of the speech signals, an adaptive linear predictor 
is used, which is readjusted periodically to minimize the mean-square 
error between the predicted and the true value of the signals. 

The predictive codz·ng system was simulated on a digital computer. The 
predictor parameters, comprising one delay and nine other coefficients 
related to the signal spectrum, were readjusted every 5 milliseconds. The 
speech signal was sampled at a rate of 6.67 kHz, and the difference signal 
was quantized by a two-level quantizel' with variable step size. Subjective 
comparisons with speech from a logarithmic PCM encoder (log-PCM) 
indicate that the quality of the synthesized speech signal from the predictive 
coding system is approximately equal to that of log-PCM speech encoded 
at 6 bits/sample. 

Preliminary studies suggest that the binary difference signal and the 
predictor parameters together can be transmitted at approximately 10 
kilobits/ second which is several times less than the bit rate required for 
log-PCM encoding with comparable speech quality. 

1. INTRODUCTION 

The aim of efficient coding methods l is to reduce the channel capacity 
required to transmit a signal with specified fidelity. To achieve this 
objective, it is often essential to reduce the redundancy of the trans­
mitted signal. One well-known procedure for reducing signal redundancy 

1973 
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is predictive coding. *2-5 In predictive coding, redundancy is reduced 
by subtracting from the signal that part which can be predicted from 
its past. For many signals, the first-order entropy of the difference 
signal is much smaller than the first-order entropy of the original 
signal; thus, the difference signal is better suited to memoryless encod­
ing than the original signal. Predictive coding offers a practical way of 
coding signals efficiently without requiring large codebook memories. 

lVlany previous speech coding methods6 have employed schemes 
which attempt to separate the contributions of the vocal excitation 
from that of the vocal-tract transmission function. The well-known 
channel vocoder of Dudley7 was the first attempt in this direction. Al­
though vocoders can reproduce intelligible speech, there is appreciable 
loss in naturalness and speech quality. This degradation in speech 
quality arises from various operations in the vocoding process, which 
are either inaccurately performed or are based on certain idealized 
approximations of speech production and perception processes. 

The present paper describes a different approachs
,9 to encoding of 

speech signals, based on predictive coding, which avoids the difficulties 
encountered in vocoders and vocoder-like devices. Although predictive 
coding utilizes such well-known characteristics of speech signals as 
pitch and formant structure, its operation does not rely solely upon a 
rigid parameterization of the speech signal. That part of the speech 
signal which cannot be represented in terms of these characteristics is 
not discarded but suitably encoded and transmitted to the receiver 
where it is used in the synthesis of a close replica of the original speech 
waveform. 

Previous studies of predictive coding systems for speech signalslO 

have been limited to linear predictors with fixed coefficients. However, 
due to the nonstationary nature of the speech signals, a fixed predictor 
cannot predict the signal values efficiently at all times. For example, the 
speech waveform is approximately periodic during voiced portions; 
thus, a good prediction of the present value of the signal can be based 
on the value of the signal exactly one period earlier. However, the 
period of the speech signal varies with time. The predictor, therefore, 
must change with the changing period of the input speech signal. In 
the predictive coding system described below, the linear predictor is 
adaptive; it is readjusted periodically to match the time-varying charac­
teristics of the input speech signal. The parameters of the linear pre­
dictor are optimized to obtain an efficient prediction in the sense that 

* Another name often used for this kind of encoding is Differential Pulse Code 
Modulation. 
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the mean-square error between the predicted value and the true value 
of the signal is minimum. 

II. PREDICTIVE CODING SYSTEM 

2.1 Description 

A block diagram illustrating the principle of predictive coding is 
shown in Fig. 1. The input signal s(t) is sampled at the Nyquist rate 
to produce the samples Sn of the signal. The predictor forms an estimate 
sn of the signal's present value based on the past samples J'n-l , rn -2 , ••• 

of the reconstructed signal at the transmitter. The predicted value sn 
of the signal is next subtracted from the signal value Sn to form the 
difference On , which is quantized, encoded, and transmitted to the 
receiver. At the same time, the transmitted signal is decoded at the 
transmitter and the signal reconstructed in exac"tly the same manner as 
is done at the receiver. The reconstructed signal is then used to predict 
the next sample of the input signal. 

At the receiver, the transmitted signal is decoded and added to the 
predicted value of the signal to form the samples r~ of the reconstructed 
signal. The predictor used at the receiver is identical to one employed 
at the transmitter. The samples r~ of the reconstructed signal are finally 
low-pass filtered to produce the output signal r' (t)" 

2.2 Signal-to-Quantizing Noise Ratio 

Consider the predictive coding system shown in Fig. 1. Let p. be 
the mean-square value of the input signal samples Sn , Po be the mean­
square value of the difference signal samples On , P Q. be the mean-square 
value of the quantizing noise in the decoded difference signal o~, and 

TRANSMITTER 

DIGITAL 
CHANNEL 

J 

RECEIVER 

Fig. I-Block diagram of a predictive coding system. 
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P e be the mean-square value of the quantizing noise in the reconstructed 
signal r~ . We will now show that, in the absence of digital channel 
transmission errors, the signal-to-quantizing noise ratio p.I p. of the 
reconstructed signal is given by 

P s p. Po 
p. = Po·P

a
• 

(1) 

In other words, the signal-to-quantizing noise ratio of the reconstructed 
signal exceeds the signal-to-quantizing noise ratio of the decoded differ­
ence signal by a factor equal to the ratio of the mean-square value of 
the input signal to the mean-square value of the difference signal. The 
predictive coding system is thus superior to a straight PCM system 
whenever p.IPo is much greater than 1. For a signal such as speech, 
this is indeed true. The results obtained by computer simulation of 
the predictive coding system (see Section 3.3) show that p.I P 0 is 
about 100 for speech signals. By using predictive coding, one could thus 
expect improvement of about 20 dB in signal-to-quantizing noise ratio 
over a PCM system using identical quantizing levels. 

To prove equation (1), we will first show that the error between any 
sample of the reconstructed signal and the corresponding sample of 
the input signal is identical to the error introduced by the quantizer, 
the encoder and the decoder. 

The error en between the sample r~ of the reconstructed signal and 
the sample Sn of the input signal is given by 

(2) 

In the absence of digital channel transmission errors, we can replace r~ 
in equation (2) by r n and rewrite equation (2) as 

en = (rn - sn) - (sn - sn). (3) 

I t is readily seen in Fig. 1 that 

(4) 

and 

(5) 

On combining equations (3), (4) and (5), one obtains 

(6) 

The right side of equation (6) represents the error introduced by the 
quantizer, the encoder, and the decoder. Thus, the error in the nth 
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sample of the reconstructed signal is identical to the error in the nth 
sample of the decoded difference signal. 

The signal-to-quantizing noise ratio of the reconstructed signal is 
by definition p./ P e and can be written as 

p. p. Po 
P

e 
= Po·P

e
• 

(7) 

Since the mean-square value P e of the quantizing noise in the recon­
structed signal is identical to the mean-square value P (l of the quantizing 
noise in the decoded difference signal, P e on the right side of equation (7) 
can be replaced by P (l , and one obtains 

p. p. Po 
P

e 
= po·P

q
• 

III. APPLICATION OF PREDICTIVE CODING TO SPEECH SIGNALS 

3.1 Linear Prediction of Speech Signals 

Two of the main causes of redundancy in speech are: 

(i) Quasi-periodicity during voiced segments6 and, 
(ii) Lack of flatness of the short-time spectra] envelope. 6 

(1) 

The exact form of the predictor for the speech wave depends on the 
model used to represent the human speech production process. A 
reasonable model for the production of voiced speech sounds is obtained 
by representing them as the output of a discrete linear time-varying 
filter which is excited by a quasi-periodic pulse train (see Fig. 2). The 
output of the linear filter at any sampling instant is a linear combination 
of the past p output samples and the input. The number of past samples 
p is given by twice the number of resonances (formants) of the vocaJ 
tract which are contained in the frequency range of interest. For ex­
ample, in the case of speech signals band-limited to 3 kHz, it can be 

t t t t t 

TRANSVERSAL 
FILTER 

Fig. 2-Model for the production of voiced speech sounds. 
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assumed that there are typically three to four formants. 6 A suitable 
value of p is thus 8. 

Let Sn and Un be the amplitudes of the output and input signals 
(see Fig. 2) at the nth sampling instant. The nth output sample Sn is 
then given by 

where 

p 

Sn = 2: akSn-k + Un , 
k=l 

(8) 

(9) 

M is the period of the excitation signal and (3 takes account of the 
variation of the amplitude of the input pulse train from one period to 
the next. For natural speaking conditions, the period of the excitation 
signal is usually below 15 milliseconds, and, as a first approximation, 
the effect of time variation of the coefficients ak from one pitch period 
to the next can be neglected. Under this assumption, we find 

p 

Sn - (3sn-M = 2: ak(Sn-k - (3sn-k-lII) + Un - (3Un- M . (10) 
k=l 

Since Un = (3Un- M , equation (10) reduces to 
p 

Sn = (3sn-M + 2: ak(Sn-k - (3Sn-k-M) ' 
k=l 

(11) 

which determines completely the structure of the linear predictor. 
A block diagram of the predictor as described by equation (11) is 

shown in Fig. 3. The delay M as well as the parameters al , a2 , ... , a p 

INPUT 

P,(z) =Bz-M 

8 
P2 (z)=L, anz - n 

n =, 

Fig. 3-Block diagram of the predictor for speech signals. 
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and (3 are variable and are readjusted periodically to match the charac­
teristics of the input speech signal. Ideally the readjustment of the 
predictor parameters need be done only when there are significant 
changes in the characteristics of the speech signal. This implies that 
the predictor should be readjusted at short intervals during transitions 
and at long intervals during steady state portions of the speech signal 
and, consequently, a long buffer storage is needed to ensure transmission 
of parameters at a uniform rate on the channel. In order to avoid the 
use of a long buffer storage, the predictor parameters were readjusted 
at a fixed time interval in our study. This time interval was chosen 
to be 5 milliseconds to ensure that the prediction be efficient even 
during rapidly changing segments of the speech wave. 

For unvoiced sounds, the quasi-periodic excitation Un in equation (8) 
is replaced by a noise-like excitation. Generally speaking, the transfer 
function of the filter for unvoiced sounds must include poles as well as 
zeros. However, we find that for all practical purposes it is sufficient to 
include only the effect of poles. Equation (11), thus, represents the 
linear predictor for unvoiced sounds too if (3 is assumed zero. 

3.2 Determination of Predictor Parameters 

The predictor parameters are determined by minimizing the mean­
square error between the actual speech sample and its predicted value. 
The predicted value sn of the nth speech sample is given by 

p 

sn = (3sn-M + L CXk(Sn-k - (3sn-k-.M)' 
k=l 

The prediction error sample En is then given by 

p 

L CXk(Sn-k - (3sn-k-M)' 
k=l 

The mean-square prediction error (E!>av is given by 

(12) 

(13) 

(14) 

where the sum extends over all the samples in the time interval during 
which the predictor is to be optimum. 

The problem of minimizing the mean-square error (E!>av by suitable 
selection of the predictor parameters does not admit a straightforward 
solution due to the presence of the delay parameter lJI in equation (13). 
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A sUb-optimum solution was obtained by minimizing the total error 
in two steps. First the parameters (3 and M are determined such that 
the error E 1 , defined by 

El = ~ ~ (sn - (3sn_U)2 = «(sn - (3sn_U)2)av , (15) 

is minimum. Using these values of (3 and 11;[, the mean-square error (E!>av 
is minimized by a suitable choice of parameters al , ... , a p • 

To find the values of the parameters (3 and M which minimize the 
error El as defined in equation (15), we first set the partial derivative 
of EI with respect to (3 equal to zero: 

(JE I iii3 = - 2«(sn - (3sn-U)Sn-lII>av 

= 0, (16) 

where the ( >av indicates the averaging over all the samples in the 
given 5-millisecond time segment during which the predictor is to be 
optimum. 

On solving for (3 from equation (16), we obtain 

(17) 

We next substitute the value of (3 from equation (17) into equation (15). 
After rearrangement of terms, we obtain 

(18) 

Since the first term on the right side of equation (18) does not depend 
on M, it can be omitted in finding the minimum value of the error. 
Further, El is minimum if the second term on the right side of equation 
(18) is maximum. The optimum value of M is thus determined from 
the location of the maximum of the normalized correlation coefficient 
p given by 

M > o. (19) 

Next, the predictor parameters al , .. , , a p are obtained such that 
the mean-square error (E!>av as given in equation (14) with (3 and 111 
fixed at their optimum values is minimum. Let 

(20) 

The error (E!>av is then given by 

(21) 
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The optimum values of the coefficients al , ... , a p which minimize 
(E!)av are obtained by setting the partial derivatives of (E!)uv with 
respect to al , ... , a p equal to zero. Or, 

= a for j = 1,2, ... ,p. 

Equation (22) can be rewritten in matrix notation as 

cI>a = t\!, 

where cI> is a p by p matrix with its (ij)th term CPii given by 

(22) 

(23) 

(24) 

a is a p-dimensional vector whose jth component is ai and t\! is a p-di­
mensional vector whose jth component 1/; i is given by 

(25) 

The optimum predictor coefficients al , a2 , , a p are obtained by 
solving equation (23) for a. For the case when cp is a nonsingular matrix, 
the solution of equation (23) presents no difficulty. The vector a can 
be obtained by multiplying t\! with the inverse of the matrix cI>. A more 
efficient computational procedure11 for solving equation (23), which 
does not involve matrix inversion, takes advantage of the fact that cI> 
is a symmetric matrix, and thus can be expressed as the product of a 
triangular matrix and its transpose. Equation (23) can then be written 
as three separate matrix equations. These equations involve triangular 
matrices only and their solutions can be expressed by a set of recursive 
equations. 11 

A singular cI> matrix implies that one or more of its eigenvalues is 
zero. The matrix cI> can be modified to become nonsingular by adding a 
small positive constant to its diagonal elements. Equation (23) is 
solved again with the matrix cI> replaced by the matrix CP'. The modi­
fied matrix cI>' is symmetric and has the same eigenvectors as the matrix 
cI>, but its eigenvalues are all positive; thus it is a positive definite sym­
metric matrix and has a unique inverse cI>,-1. 

3.3 Computer Simulation of the System 

The predictive coding system using adaptive predictors was simu­
lated on a digital computer to determine its effectiveness for coding 
speech signals. The transmitter and the receiver are illustrated sepa­
rately in Figs. 4 and 5, respectively. The sampling rate used in this 
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Fig. 4-Transmitter of the predictive coding system. 

simulation was 6.67 kHz. Prior to sampling, the input speech signal 
was filtered with a low-pass filter with 3-dB attenuation at 3.1 kHz 
and an attenuation of 40 dB or more for frequencies above 3.33 kHz. 
At the transmitter, the difference On formed by subtracting the pre­
dicted value sn from the speech sample Sn was quantized by a two-level 
(1 bit) quantizer with variable step size q. The parameter q was re­
adjusted every 5 milliseconds to yield minimum quantization noise 
power. The parameters of the adaptive predictor were also computed 
once every 5 milliseconds and sent to the receiver together with the 
binary difference signal and the step size q of the quantizer. The opti­
mum value of the delay parameter 111 was obtained by locating the 
maximum of the correlation coefficient p as defined in equation (19) 
for values of M between 20 and 150. The parameter p was set at 8. 

The speech signal was reconstructed at the receiver by a feedback 
loop containing an adaptive predictor identical to the one used at the 
transmitter. Here, the predictor too, was reset every 5 milliseconds 

DIGITAL 
CHANNEL 

I 
I 
I 
L ________ J 

PREDICTOR PARAMETERS 

r' n 

Fig. 5-Receiver of the predictive coding system. 

r'(t) 
OUTPUT 

SPEECH 
SIGNAL 
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according to the predictor-parameter information received from the 
transmitter. The reconstructed speech samples were finally smoothed 
by a 3.1-kHz low-pass filter to form the output speech signal r' (t). 

IV. RESULTS OF SUBJECTIVE TESTS 

Two different subjective tests were conducted to judge the quality 
of the reconstructed speech signal produced at the receiver of the pre­
dictive coding system. In the first test, trained listeners compared the 
reconstructed speech signal with speech from a logarithmic PClVI 
(log-PCM) encoder12 that used the same input signals and a sampling 
frequency of 6.67 kHz. The compression characteristic employed in a 
log-PCM encoder is defined by the equation 

Vlog[l+¥] 
Y = log (1 + J.L) sgn x, (26) 

where y represents the output voltage corresponding to an input signal 
voltage x, J.L is a dimensionless parameter which determines the degree 
of compression and V is the compressor overload voltage. 12 The com­
pressed signal y was quantized at bit rates varying from 5 bits/sample 
to 7 bits/sample with J.L = 100 and V = 8 X the rms speech signal 
voltage. t Speech samples from both male and female speakers were 
used in these tests. The results of the subjective tests indicated that 
the quality of the reconstructed speech signal was better than that of 
log-PCl\1 speech with 5 bits/sample but slightly inferior to one with 
6 bits/sample. The corresponding measured signal-to-noise ratios for 
log-PCM speech were 21 dB and 27 dB, respectively. 

In the second test, the reconstructed speech signal was compared 
with the input speech signal contaminated by additive white noise 
obtained by randomly inverting the polarity of successive Nyquist 
samples of the input speech signal. 13 This noise is subjectively similar 
to the distortion introduced by predictive coding and is therefore 
particularly appropriate for reproducible comparisons. This noise has 
an added advantage in that its absolute amplitude at any instant of 
time is proportional to the absolute amplitude of the input speech 
signal. This proportionality permits the calculation of a precise signal­
to-noise ratio (S/N). Based on the results of these tests, the equivalent 
SIN of the reconstructed speech in the predictive coding system de-

t The integration time for computing the rms value of the speech signal was 
several seconds and included speech samples from a number of speakers. 
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scribed above was found to be about 25 dB which is in good agreement 
with results obtained by the subjective comparison with log-PCM. 

V. ADDITIONAL MODIFICA'I'IONS OF THE PREDIC'I'IVE CODING SYSTEM 

5.1 Spectrum of Quantizing Noise and Its I nfiuence on the Subjective 
Quality of the Reconstructed Speech 

For frequencies above 500 Hz, the frequency spectrum of voiced 
speech sounds generally falls off with frequency with an average slope 
between - 6 and -12 dB per octave. The spectrum of quantizing 
noise in the predictive coding system, on the other hand, is approxi­
mately uniform. The signal-to-quantizing noise ratio (SIN) of the 
reconstructed speech, thus, also falls off with frequency. This is iHus­
trated in Fig. 6 where the spectrum of a short segment of the speech 
signal is compared with the spectrum of the corresponding quantizing 
noise. As can be seen, the SIN is very poor at high frequencies. In­
formal listening tests of the reconstructed speech appeared to confirm 
the above observation. The quality of the reconstructed speech can 
thus be improved by a suitable shaping of the spectrum of the quantiz­
ing noise so that the SIN is more or less uniform over the entire fre­
quency range of the input speech signal. The desired spectral shaping 
can be achieved by pre-emphasizing the input speech signal at high 
frequencies by means of a fixed filter whose amplitude versus fre­
quency characteristic rises with frequency above 500 Hz with a 
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slope of 12 dB per octave. The spectral distortion can finally be elimi­
nated by a filter at the output of the receiver whose frequency versus 
amplitude characteristic is exactly opposite to that of the pre-emphasis 
filter. The results of computer simulation indicate that the quality of 
the reconstructed speech in the predictive coding system employing 
pre-emphasis is considerably better than that of the system without 
pre-emphasis. 

5.2 Improved Prediction of V oiced Speech 

The redundancy due to the quasi-periodic nature of voiced speech 
is removed in the predictive coding system described earlier by a pre­
dictor P 1(z) consisting of a delay of M samples and an amplifier with 
gain (3 as shown in Fig. 3. It is possible to improve the prediction of 
voiced speech by employing a predictor P 1(z) consisting of two delays 
and two amplifiers such that 

(27) 

The parameters {31 and /32 are calculated by minimizing the mean­
square error E 1 defined by 

E1 = «(Sn - /31sn-ltf - /32sn-2ltf)2\v . (28) 

The modified predictive coding system including pre-emphasis of the 
input speech signal together with the second-order predictor P 1 (z) as 
given in equation (27) was simulated on the computer. The results of 
subjective tests similar to those described in Section IV indicated that 
the quality of the reconstructed speech was somewhat superior to that 
of log-PCM speech at 6 bits per sample. The equivalent S/N was found 
to be 30 dB. 

VI. QUANTIZA'I'ION OF PREDICTOR PARAMETERS 

No attempt was made in the study reported here to quantize the 
predictor parameters. Preliminary calculations were made to estimate 
the number of bits required to transmit the information to the receiver. 
Since the predictor parameters (one delay and nine other coefficients) 
carry the information about the signal spectrum, it should be possible 
to encode them at a bit rate comparable to one used in conventional 
formant vocoders. This suggests a bit rate of approximately 10 kilo bits 
per second for transmitting the binary difference signal (6.67 kb/s) 
and the predictor parameters (3 kb/s). Recent studies by Kelly14 
indicate that it is indeed possible to encode the transmitted informa­
tion within 9600 b/s without significant loss in speech quality. 
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VII. CONCLUSIONS 

The study reported here shows that predictive coding is a promising 
approach to digital encoding of speech signals for high-quality trans­
mission at substantial reductions in bit rate. Unlike past speech coding 
methods based on the vocoder principle, the predictive coding scheme 
described here attempts to reproduce accurately the speech waveform, 
rather than its spectrum. Listening tests show that there is only slight, 
often imperceptible, degradation in the quality of the reproduced 
speech. Although no detailed investigation of the optimum encoding 
methods of the predictor parameters was made, preliminary studies 
suggest that the binary difference signal and the predictor parameters 
together can be transmitted at bit rates of less than 10 kb/s or several 
times less than the bit rate required for peM encoding with comparable 
speech quality. 
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All Terluinal Bubbles Programs Yield the 
Elell1entary SY111metric PolYl1Ol11ials 

By R. P. KURSHAN 
(Manuscript received May 18, 1970) 

R. L. Graham has discussed various combinatorial aspects of the 
behavior of magnetic domains or "bubbles". I Representing the initial 
state of a configuration of n magnetic domains by the n-tuple of in­
determinates B = (Xl' ... ,Xn ), he showed that subsequent configura­
tions of magnetic domains obtainable (within the constraints of the 
problem) correspond exactly to subsequent n-tuples of Boolean ex­
pressions in the X/s* obtainable from B through an application to B 
of a product of transformations ("commands" in Ref. 1) of the form 
Tij(1 ~ i < j ~ n) where if P = (PI' ... , P n ) is an n-tuple of Boolean 
expressions in the X/s, then Tii(P) = (Q1, ... , Qn), 

fp , UP; if ,,= i1 
Qk = lP i n Pi if k = jf ' 

P k otherwise 

Furthermore, he showed that 

k = 1, ... ,n. 

if J is an G)-fold product of such transformations 
and if T is any other, then (T 0 J)(B) = J(B). 

(t) 

This provides a limitation on the number of distinct n-tuples of the 
form 'li(B) = (PI' ... , P n ) where 'li is a product of transformations, 
and hence provides a limitation on the number of distinct P/s thus 
obtainable from various 'li's. Graham showed that for n = 11, this 
limitation implies that not all Boolean expressions in the X/s are 
realizable as a Pi' 

This led to an (as yet unsuccessful) attempt to characterize those ex­
pressions which are realizable. The purpose of this note is to observe a 
fragmentary result in this direction: that if J is as above, then J(B) = 

* A Boolean expression in the X/s is either a term of the form Xi (1 ~ i ~ n), a 
term of the form P U Q or a term of the form P n Q, where both P and Q are Boolean 
expressions in the X/s; expressions may be reduced as if the X/s were sets. 

1991 
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(Sl' ... , Sn) where Si is the elementary symmetric polynomial in 
Xl, ... , Xn of degree i (here interpreting U as + and n as .). The 
situation will be rephrased in terms of a semiring. 

For a fixed n let R be the (Boolean) commutative semiring generated 
by Xl' ... , Xn subject to the relations: 

for i = 1, ... ,n, (I)X~ = Xi' 

(2) fX i + f = f for all fER. 

It follows that 2Xi = Xi(i = 1, ... , n) and hence, each fER is a 
Boolean polynomial in the indeterminates Xl, ... , XnI (that is, the 
X/s behave like sets with respect to + and· interpreted as U and n 
respectively) . 

Throughout, if x E Rn (the set of n-tuples of elements of R), then 
for 1 ~ k ~ n, Xk will denote the kth coordinate of x, that is, x = 
(Xl' ... , Xk, ... , Xn). Let T ( or Tn) be the set of transpositions of 
{I, ... ,n} and for t E T-say t = (i, i), i < i-define t: Rn~Rn by 

V + f '. if Ie = i l 
( tf) k = l f i • f i If k = i J . 

f k otherwise 

and set en = U'::=o Tk (B) where m = (~) * and Tk = {tlt2 ... tk I tl , t2 , . .. , 
tk E T}. A point C E en is said to be terminal if t(C) = C for all t E T. 
It is not hard to see that (Sl, ... , Sn) is a terminal element of en where 
Si(1 ~ i ~ n) is the elementary symmetric polynomial in Xl, ... , Xn 
of degree i; in what follows it will be shown that this characterizes the 
terminal elements of en. 

The elements of R may be partially ordered by f ~ g {:::} f + g = g. 
For D ERn, 1 ~ i ~ n, define Di E Rn by D~ = Di(Xl , ... , Xi-I, 
0, X i + l , .•• , X n ), 1 ~ i ~ n. 

Lemma 1: C is terminal {:::} C1 ~ C2 ~ ... ~ Cn. 

Proof: Obvious. 

* By (t), en = vook~O Tk(B); on the other hand en = Vrk=O Tk(B) =} r ~ m: 
using notation developed below, this can be proved by induction on n as follows. 
If n = 1 it is clear; assuming it is true for a given n, identify en with {Dn+l IDE 
en+d C en+1 (see remark following Lemma 3). Using the theorem below and the 
induction hypothesis, there is a & such that &(Bn+1) = (S1n+1, S2n+1, ... , Snn+l, 
X n+1 ), and & is a product of at least (~) transpositions. Let &' = (1 2)(2 3) ... 
(n n + 1)&; then &'(Bn+l) = (S1, ... , Sn+1), &' is a product of (~) + n = (n~l) 
transpositions and if for some 'U ('U&)(Bn+1) = &'(Bn+1) then 'U must be a product 
of at least n transpositions. 
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Lemma 2: If f, g E R are such that Xi divides no summand of either, 
then f + X.hl = g + X i h2 ==> f = g. 

Proof: Writing f + Xihl as a sum of products of Xm's, both f and g 
are precisely the sum of those products which are not divisible by Xi' 

Lemma 3: If D E en, then for each j = 1, .,. , n there exists i such 
that D~ = O. 

Proof: Assume D E en and 1 ~ j ~ n. Find t l , ••. , tr E T such that 
tB = D where t = trtr-l ... tl . If r = 1, say t = (a, f3), a < f3; if j ~ a 
then D} = 0 and if j = a then D~ = O. Now assume the assertion is 
true whenever r < u, and D = tu ... tiB. Find i such that (tU - 1 ••• 

tIB)~ = 0 and let tu = (a, f3), a < f3. As above, if i ~ a then D~ = 0 
and if i = a then D~ = O. Induction on r completes the proof. 

Given D E en, Lemma 3 provides the machinery for associating Di 
in a natural way with an element lji of en-I: making the initial associa­
tion Xi --7 X i - 1 in Bn and i --7 i-I in Tn for i > j, define lji = t~ ... 
tiBn-l where if tm = (a, f3),a < f3 then 

t:, = {tm if (tm- l ··· tIBn)! ~ 0 for i = a, f3} 

identity otherwise 

for 1 ~ m ~ r. It is clear that lji represents a collapsing of D at a 
coordinate i where D~ = 0 plus a permutation 7r of the other D~'s: 
lji = (Dt(1) , Dt(2l' ... ) ERn-I. 

However, the extent of possible permuting is limited by the com­
pleteness of the order ~ on the D~'s as is demonstrated in the next two 
lemmas which apply for 1 ~i, j, k ~ n. 

Lemma 4: D E en, D i ~ D i ==> j ~ i. 

Proof: It suffices to note that an application of a transposition to a 
member of en preserves the order of the indices. 

Lemma 5: Di ~ Dk ==> D~ ~ D1. 

Proof: Writing Di = D{ + Xig and Dk = D1 + Xjh, obtain Dt + 
Xjh = Dk = Di + Dk = D~ + D1 + Xj(g + h) which by Lemma 2 
implies that Dt = D~ + Dt, that is, D~ ~ Dt. 

It follows from Lemmas 1, 3,4 and 5 that if C E en is terminal, then 
Ci = (aL a~, ... , a~-lI 0) and ai is terminal in en - 1 for 1 ~ j ~ n. 

Theorem: C E en is terminal ¢:::? Ci = Si' (1 ~ i ~ n). 
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Proof: {=. This direction is clear. 

===? By induction on n-if n = 1 then e = {B} and B = (Xl) so the 
assertion holds. Now assume the assertion holds for n < k, and let 
C E ek be terminal. Then each fY is terminal in ek - 1 and hence by the 
induction hypothesis each C~ = S~(i = 1, ... , k - 1; j = 1, ... , k). 

In particular then Ci ~ X l X 2 ••• X k for i = 1, ... , k - 1. Further-
more, each C i can be expressed as C i = PI + ... + P r where each 
Pm is a product of some but not all of the X /s. It follows for i < k that 

k k 

C{ = L Pm, and consequently Ci = L C~ = L S~ = Si. 
Xi~Pm i=l i=l 

It is left to the reader to show that Ck = Sk and thus complete the 
induction argument. 
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