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the simulation is capable of using any distribution. For the AT&T 
terrestrial network, a uniform distribution is reasonable; however, for 
other countries the distributions will be biased (Canada's network is 
nearly east-west). Since the direction of each station is not the same as 
the trendline (intra-system interference and geography dictate a zig-zag 
route), the direction of each station is assumed as a random variable 
within some range about the direction of the trendline. Again the results 
in Section V were calculated for a uniform distribution within ±25° of 
the trendline direction. 

The radio-relay antenna pattern can be any appropriate pattern 
depending on the actual system. However, the angular separation be­
tween the beam of the radio-relay station and the satellite does not 
correspond to the off-beam angle of most radio-relay antenna patterns 
because the patterns are usually measured in either the horizontal or 
the vertical direction. The true angular separation is neither, but either 
pattern can be used because most of the interference results when the 
separation angle is small, and the pattern is nearly symmetrical in 
all planes for small off-beam angles. 

To summarize, the model incorporates a satellite spacing, radio­
relay antenna pattern, number of hops, trendline, distribution, and 
station pointing distribution. These parameters are the inputs for a 
computer program which calculates the distribution of the total radio­
relay interference. 

III. DESCRIPTION OF THE SIMULATION PROGRAM 

The location of the radio-relay system need only be identified in 
lat.itude. Since the stationary orbit is assumed filled with a constant 
satellite spacing, the longitude need not be a parameter of the inter­
ference. The starting assumption is made that the first radio-relay sta­
tion is on the same longitude as one of the satellites. Moreover, the 
latitude of the center of the radio-relay system is used as a parameter 
to describe the geographical location of the radio-relay system and 
this parameter is definitely one of the variables of the system inter­
ference. The trendline direction is a random variable that was de­
scribed earlier. This variable will not appear in the final answer be­
cause a distribution will be assumed and it will be averaged out. If a 
symmetrical distribution is assumed about zero degrees, there are some 
obvious points of symmetry that should be considered in order to save 
computation time. Assuming that the trendline direction is measured 
from the south, there is no need to consider negative trendline azi-
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muths because duplicate results will be generated. Furthermore, ir­
respective of the assumed distribution, only the direction of trans­
mission having southerly pointing receivers need be considered be­
cause that direction 'will receive the significant interference. Conse­
quently, the azimuth directions that should be considered are between 
o and 7r/2 radians from south for the north latitudes. 

The computer program begins by selecting a latitude for the center 
of the radio-relay system. Results are provided in this memorandum 
for latitudes between 20° and 70° in 10° increments for 50-hop sys­
tems and at 40° for a 140-hop system. Some care is required in select­
ing the latitudes used in the computer program. Those that are too 
small may cause the radio-relay system to cross the equator requiring 
some of the logic of the program to be changed to account for the 
crossover of the equatorial plane. All the derived geometry, however, 
is valid. For latitudes beyond about 81.3°, the entire geostationary 
orbit is below the horizon. Consequently, stations beyond this latitude 
will receive no interference. * 

After a latitude has been selected, a trendline direction, T, is chosen 
from a random number generator of numbers between 0 and 1. 

(1) 

The latitude of the first station with respect to the reference latitude, 
cpr, is 

T 
cP' = "2 cos (T) + CPr (2) 

where T is the great-circle angular span of the radio-relay system. 
The average angular span for a CCIR system (50 hops) is near 22° 
and for an AT&T system (140 hops) about 61°. 

With the trendline and antenna direction determined, the next calcu­
lation is the total interference into the first station from all visible 
satellites. The limits of the visible stationary orbit must be determined 
and this will, in turn, determine the number of visible satellites. First, 
the azimuth displacement, A, to the intersection of the geostationa.ry 
orbit with the horizon is calculated and then the relative longitudinal 
displacement, A, from the station is determined (see Fig. 2). The azi­
muth displacementt (measured from the south) is 

I A I -1 [ tan cf> ] 
= cos (K2 _ 1)! , (3 

* Free-space propagation is considered. 
t All geometry derivations are given in Appendix A. 
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GEOSTATIONARY ORBIT 

Fig. 2-Geometry of the geostationary orbit and a radio-relay station. 

where 

~ = latitude of station, 
K = Ria, 
R = geostationary orbit radius and 
a = earth radius. 
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The above equation assumes zero degree elevation for the radio­
relay antenna and zero refraction. The problem could have been car­
ried out with a non-zero elevation and with an appropriate distribution. 
However, most existing systems have a mean of near zero degrees. 
Also, taking refraction into account would have no significance in a 
statistical model. Consequently, any other assumptions would not have 
been much more realistic. 

The relative longitudinal separation of the intercept is 

(4) 

Since the span of the stationary orbit is symmetrical about the zero 
degree azimuth line, the total longitudinal span of the orbit is 2A. 
Consequently, the number of visible satellites is the total of the one 
on the same meridian as the first radio-relay station and all other 
satellites included by incrementing the given satellite separation until 
the critical longitude, A, is not exceeded. Also for negative azimuths 
the satellite spacing is stepped in negative increments until the nega­
tive critical longitude is reached. 

The problem then reduces to the calculation of the angular separa­
tion from the beam of the radio-relay station to each visible satellite, 
and conversion to the appropriate interference suppression. 

The azimuth, Az , to each visible satellite is 

(5) 

where Ar is the relative longitude to the next satellite. The elevation 
angle to the satellite, assuming zero-degree elevation of the radio-relay 
antenna, is 

where 

and 

() = ~ - [{J + n], 
2 

n = tan- 1 [ sin {J J. 
K - cos {J 

Finally, the separation angle, "I, as shown in Fig. 3, is given as 

'Y = cos- 1 [cos () cos (Az - 0)], 

(6) 

(7) 

(8) 

(9) 

where 0 is the random direction of the radio-relay antenna measured 
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TO S 

PATH DIRECTION 

Fig. 3-Geometry determining the off-beam angle to a satellite. 

from the south and is 

(10) 

r is a random number set as described earlier and thus allows 0 to 
vary ±25° about the chosen trendline. 

The angle, ",/, is one of the functions of the interference. However, 
before computing the interference, it is necessary to determine the 
location for the next station because it is at a different latitude, and 
it is improbable that it is on the same meridian as one of the satellites. 
The procedure is to calculate the new latitude and longitude of each 
succeeding station and start calculating the interference from the 
satellite that was used at the first radio-relay station. Naturally new 
azimuthal limits of the orbit, IA I, and longitudinal limits, A, will be 
calculated. Furthermore, since the starting satellite is the same as 
that of the first station, the number of visible satellites on each side 
of the starting satellite will not be symmetrical. 

The latitude shift of the next station is 

~cp = cp - sin-1 {sin cp cos p - cos cp sin p cos a}, (11) 

where p is the great-circle angular span to the next station. Since the 
total angular span was previously given as 22° for a 50-hop system, 
p is approximately 0.45 0

• 

The longitude shift of the next station is 
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~A - . -1 { sin psin 0 } '1')) 
- sm [1 - (sincp cos p - coscpsin p cos O)2J~· \ .... 

The geometry of the latitude and longitude shifts is shown in Fig. 4. 
From these values the azimuthal limit of the orbit and the relative 
longitude to each satellite can be calculated. Consequently, the beam 
separation angle from each radio-relay station to each visible satellite 
can be calculated. 

To summarize briefly, the program starts at a given latitude and 
chooses a trendline direction. Then it shifts the latitude of the first 
station in order to make the center of the trendline lie near the middle 
of the chosen latitude, and it picks the beam direction of the first 
radio-relay station. It calculates the longitudinal limits of the visible 
stationary orbit and calculates the interference from each visible 
satellite taking into account the beam separation angle. The coordi­
nates of the next station are calculated and the new set of visible 
satellites determined. The interference is once again calculated starting 
at the same satellite as the one used for the first station and proceeding 
in positive and negative satellite spacing increments until all visible 
satellites are exhausted. The interference to all radio-relay stations 
of a system is similarly calculated. The program proceeds with other 
sample trendline directions and chooses a sufficient number of direc-

Fig. 4-Geometry determining the latitude and longitude shift. 
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tions to accurately arrive at an interference distribution. The results 
in Section V were derived for a sample of 50 trendlines at each lati­
tude. Furthermore, the procedure is repeated at each chosen latitude. 

The size of the sample appeared adequate for calculation of the 
mean; however, it was too small for calculation of the tails. Conse­
quently, some smoothing was applied to the results, and some cases 
were rerun with larger samples to assure that the suggested trend of 
the 50-sample results was accurate. Increasing the sample size to 
greater than 50 was not too meaningful because the uncertainty of 
the radio-relay and satellite characteristics was large enough so that 
more accurate computation with higher samples would not have been 
more enlightening. 

IV. COMPUTATION OF INTERFERENCE 

The exact calculation of the interference between the satellite and 
radio-relay system involves the convolution of the two received spec­
tral densities, with the suppression of the interfering spectral density 
being a function of the beam separation angle, y. However, an approx­
imate calculation is possible because the satellite signal is one of 
relative high index. Consequently, the simplifying assumption can be 
made that the interfering spectrum is substantially fiat over the 
receiver bandwidth. It is possible that this assumption may not be 
valid when the index is not sufficiently high, or when the top baseband 
frequency of the satellite system is much smaller than that of the 
radio-relay system. However, even for these cases an upper bound 
calculation can be made by assuming a flat spectrum with the same 
magnitude as the peak of the actual spectrum. Also the assumption is 
made that carrier dispersal is used during periods of light loading. 

The actual convolution could have been easily carried out, but the 
reason the computations were simplified is that the peak of the base­
band interference is a function of the spectral densities, frequency 
separation of the two signals, and the de-emphasis of the radio-relay 
system. Hence, it would have introduced additional dimensions in the 
number of variables. Moreover, the effect in the results would have 
been insignificant. It is also true that a satellite signal without carrier 
dispersal and low-index of modulation may generate more inter­
ference. In any event, the flat spectrum approach will be used in order 
to make the results more tractable. 

The baseband interference can be related to the thermal noise of 
the system by 
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(13) 

where i4 and n4 are the interference and thermal noise power respec­
tively in a 4-kHz bandwidth at the input of the receiver, and io and no 
are the interference and noise power respectively in a voice channel. 

The baseband interference can be calculated as 

(14) 

The thermal noise input to the receiver is a function of the radio-relay 
system noise temperature 

(15) 

where 

k is Boltzmann's constant, 
Ta is the system noise temperature and 

b is the voice channel bandwidth. 

The interference power input to the receiver is a function of the satel­
lite power flux density, j, the elevation angle, .(j, from the interfered 
radio-relay station to the interfering satellite, and the gain of the 
radio-relay antenna in the directio.n of the satellite. Hence 

K 
i4 = f(e)g(-y)· 4n-{ (16) 

Equation (16) contains the factor A2/471' because fee) is in units of 
W Im2 ·4 kHz (A is the wavelength of the carrier). Hence, what is 
required is the radio-relay station effective antenna aperture in the 
direction of the satellite. The factor t is feeder losses. For the results 
of Section V, 3dB was assumed. 

The baseband interference can now be written as 

(17) 

It can be seen that interference can be expressed as the product of 
three factors: 

(i) The gain of the radio-relay antenna in the direction of the 
interfering satellite. 

(ii) The power flux density of the satellite, f(e)(W 1m2
• 4 kHz): 
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where () is the elevation angle from the interfered station to the 
interfering satellite. 

(iii) A constant, J.L, that depends on the parameters of the radio-relay 
system. 

ic = J.L!«())g('Y). (18) 

p. can be easily derived from equations (13), (14), (15), (16) and (17) 
as 

(19) 

V. INTERFERENCE RESULTS 

At the 1969 CCIR Interim Meeting in Geneva, Switzerland, a sug­
gestion was generated to study the effect of a. new power flux-density 
limitation. The proposed limitation is 

0° ~ () ~ 5° f- 152 

F*«() = 1-152 + 0.5«() - 5) 

-142 

5° ~ () ~ 25° dB ReI. 1 W /m 2 ·4 kHz. 

() ~ 25° 
(20) 

This limit was used in the simlllation program for both the CCIR 
and AT&T systems. 

The parameters used for the CCIR reference system arc 

Antenna gain = 

0° ;'; 'Y ;'; 0.48°1 f 42 dB 

0.48° ~ 'Y ~ 57.5°fG('Y) = 134 - 25 loglo 'Y dB, 

'Y ~ 57.5° -10 dB 

(21) 

Hops = 50, 

T. = 17500 K, 

J.L = 5.8 X 1013 at 4 GHz, 

M = 10 loglO J.L = 137.6, (22) 

I = F«()) + G('Y) + 137.6. 

The parameters used for the AT&T system approximate a TD-3 

* Capitals are used for logarithmic quantities. 
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systcm and are 

Antenna gain = 

0° ~ 'Y ~ 0.575° 1 
0.575° ~ 'Y ~ 57.5° rG('Y)* = 

I' ~ 57.5° 

Hops = 140, 

T. = 11600 K, 

J1. = 7 X 1013 at 4 GHz, 

M = 10 loglo J1. = 138.5, 

I = F(O) + G(I') + 138.5. 

J 40 dB 

1
34 - 25 loglo I' dB, 

-10dB 

93 

(23) 

(24) 

Calculations were performed for the above systems using satellite 
spacings of 3° and 6°. Calculations were also carried out with thc 
additional constraint that the radio-relay antenna not point within 
two degrees of the stationary orbit. This restriction was accounted for 
in the program by setting the angular separation between the radio­
relay station and satellite to two degrees whenever it calculated to be 
less than two degrees. This extra set of calculations were performed 
because CCIR already has a recommendation at 6 GHz for new sta­
tions not to point within 2° of the stationary orbit whenever possible. 
Since Bell System 4-GHz routes are, in many cases, also 6-GHz routes, 
it is informative to evaluate the results of this restriction. 

The interference distributions were calculated and are shown in 
Figs. 5-11. Figs. 5-10 include distributions for CCIR systems at 
latitudes of 20° through 70° for satellite spacings of 3° and 6°, and 
with and without the stationary orbit pointing restriction. The AT&T 
system is calculated at a latitude of 40° only; this result is shown in 
Fig. 11. Since it is a 4000-mile system, inclusion of other latitudes 
that span the U.S.A. would not have been more enlightening. 

The attached results are not included as a check of the validity of 
the assumed power flux density, but as example calculations for 
the assumed statistical models. The program is general and could 
incorporate other radio-relay azimuthal distributions, satellite spacings, 
antenna patterns, and radio-relay system characteristics. It is also 
possible to use the program to calculate an appropriate power flux 

* This pattern is pessimistic and not representative of the hom reflector antenna 
which has better off-beam discrimination. 
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Fig. 5-Distribution of interference into CCIR reference. systems centered at 
20° latitude with (a) 2° pointing restriction, and (b) no restriction. 

density limitation to meet an interference objective. The answer is 
derived by iteration and it is not unique. However, it converges very 
quickly to a desired answer. Some parameters of the desired density 
may also be specified prior to computation and the program can gen­
erate the remaining parameters. For example, the power flux density 
at the horizon may be specified (() = 0), and the simulator can deter­
mine the slope and maximum density. Furthermore, joint distribu­
tions of parameters other than latitude can be calculated. Joint dis­
tributions with elevation angle as a parameter may be just as useful. 

It may well be that simpler models can be formulated, but it may be 
difficult to convince the radio-relay community of their validity. The 
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program that has been derived can be made quite realistic, and perhaps 
the insight that can be gained from this model could lead to simpler 
models. 

VI. CONCLUSIONS 

The suggested analytical approach for the evaluation of satellite 
interference has practical value due to its generality and realism. The 
calculation techniques have been reported widely in the literature and 
have been substantiated by experiment. The contribution of this paper 
is a method for calculation of the probability of exposure to satellite 
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Fig. 6-Distribution of interference into CCIR reference system centered at 
30° latitude with (a) 2° pointing restriction, and (b) no restriction. 
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Fig. 7-Distribution of interference into CCrR reference systems centered at 
40° latitude with (a) 2° pointing restriction, and (b) no restriction. 

interference. The interference is a random variable and is a function 
of several variables. 

The results were presented as a function of latitude because this ap­
peared as a useful presentation for radio-relay operators. However, 
in attemping to reduce the number of variables, some very important 
parameters were averaged out. 

One of these parameters is the elevation angle to the satellite. The 
simulation was also used to compute distributions as a, function of the 
elevation angle, and the results showed the dominating effect of a di­
rect exposure. Even at latitlldes' as low as 20°, more than 50 percent 
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of the interference was due to elevation angles less than 5°, and for 
latitudes near 70° the contribution of exposures of less than 5° eleva­
tion accounted for nearly 90 percent of the interference (See Fig. 12). 
The results for the high latitudes are not surprising. However, the 
lower-latitude results are surprising because the probability of inter­
cepting the geostationary orbit within 5° is not high. Even though the 
number of off-beam contributions is very high compared to the con­
tributions within 5° elevation angles, the radio-relay antenna direc­
tivity suppresses these contributions to account for less than 50 per­
cent of the total interference. Nevertheless, their contribution is not 
negligible as assumed in previous interference models. 
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Fig. S-Distribution of interference into CCIR reference systems centered at 
50° latitude with (a) 2° pointing restriction, and (b) no restriction. 
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APPENDIX A 

Derivation of Equations 

Figure 2 illustrates the geometry of the problem. The azimuth dis­
placement from the meridian through station P to a satellite suborbital 
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location S' is identical to angle A of spherical triangle PES'. The eleva­
tion angle O(angle OPS -~/2) to a satellite at S is dependent upon 
the relative longitude A between E and S' and the latitude </>. 

A.I Azimuth to Intercept 
From the laws for right spherical triangles 

cos A = tan cp/tan (3, (25) 

where </> is the station latitude and f3 is the arc equivalent of angle 0 
of plane triangle OPS. For the case of orbit intercept, and when 0 is 
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zero, triangle OPS is a right triangle and f3 may be expressed as 

(26) 

where ]( = Ria (orbit radius/earth radius). From equations (25) 
and (26) the azimuth to intercept is given by 

A = cos-1 [tan ¢/(K2 (27) 

A.2 Relative Longitude to Intercept 

The relative longitude to a suborbital intercept corresponding to 
azimuth A may also be obtained from spherical triangle PES'. From 
geometry 
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sin A = sin A sin {3. (28) 

Combining equations (26) and (28) gives 

(29) 

The total longitudinal span is 2"-. 

A.3 Azimuth to a Chosen Orbit Position 

For a chosen orbit position the relative longitude Ar is known. Then, 
from triangle PES', 

(30) 

A.4 Elevation Angle to a Chosen Orbit Position 

From Fig. 2 the following relationships are established. 

(j = ~ - ({3 + n), (31) 

{3 = cos-1 (cos cf> cos Ar), (32) 

n = tan- 1 [sin (3/(K - cos (3)]. (33) 

Manipulating equations (31), (32) and (33) yields: 

(j = ! _ cos-1 (cos cf> cos Ar) - tan-1 [(1 - cos
2 

Ar cos
2 

cf»lJ. (34) 
2 K - cos Ar cos cf> 
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Fig. 12-Interference density vs. elevation angle into CCIR reference system 
centered at (a) 20° latitude and (b) 70° latitude. Satellite spacing = 6°. 
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A.5 Angle Between Beams 

The off-beam angle between the radio-relay direction and a satellite 
is shown as angle y in Fig. 3. Since the elevation angle () has been de­
termined in a plane perpendicular to a tangential plane at P, y is 
given by 

'Y = cos- 1 [cos e cos (Az - 0)], 

where 0 is the direction of the radio-relay beam. 

(35) 

A.6 Determination of the Latitude and Longitude Shift Between Adjacent 
Radio-Relay Stations 

In Fig. 4, P and P' represent locations of adjacent stations of a 
radio-relay system and p is the great circle angular span between them. 
If the average angular span of the entire system is T, then p is Tin 
where n is the number of hops. The value of p for a line of sight radio­
relay system is about 0.450

• 

It is seen that the latitude shift between P and P' is the angular 
..--.. ..--.. 

difference between NP and NP' and that the longitude shift is equal to 
..--.. ..--.. 

angle N of the spherical triangle NPP'. Since NP = 71"/2 - cf>, NP' = 
71"/2 - (cf> - Acf», and angle NPP' = 71" - 0, the law of cosines gives 

Acf> = cf> - sin-1 (sin cf> cos p - cos cf> sin p cos 0) (36) 

and the law of sines 

At.. = sin -1 [sin p sin 0/ cos (cf> - Acf»]. (37) 

Hence, from equations (36) and (37), 

{
sin p sin 0 } 

At.. = sin -1 [1 _ (sin cf> cos p - cos cf> sin p cos 8)2]! . (38) 
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Measurements of Atmospheric Attenuation 
on all Eartll-Space Path at 90 GHz 

Using a SUII Track~er 

By G. T. WRIXON 
(Manuscript received August 3, 1970) 

lIfeasutements of 90-GHz attenuation through the total atl1wsphere due 
to absorption by clouds, fog and rain ate presented and compared with 
sintUltaneous meaSUtel1wnts at 16 GHz. It is seen that rain is the most 
important contributor to atmospheric extinction at 90 GHz, light rain 
causing greater then 25-dB attenuation on a nUlnber of occasions during 
the measurenwnt period. 

1. INTRODUCTION 

Absorption in the atmospheric window between the 60-GHz oxygen 
absorption band and an oxygen absorption line at 118.75 GHz is due 
to absorption by the tails of atmospheric oxygen and water vapor 
features. Liquid water, when present in the form of rain, cloud and 
fog, also causes much attenuation in this atmospheric window. Meas­
urements of attentuation through the total atmosphere are of import­
ance in helping to decide the feasibility of earth-satellite communica­
tions in this frequency region. 

Measurements of attenuation through the clear atmosphere as a 
function of atmospheric water vapor content have been made by 
F. 1. Shimabukurol on an earth-space path at 90 GHz. The results 
are in fair agreement with theory. A. W. Straiton and C. W. Tolbert2 

and D. C. Hogg and R. H. Turrin3 have measured propagation loss 
through the clear atmosphere along ground-based paths at frequencies 
near 94 GHz. Their results agree satisfactorily with theoretical pre­
dictions provided suitable values are taken for the pressure broadening 
constants of the oxygen and water-vapor lines.4 Hogg and Turrin3 

have also measured attenuation due to rain at 70 GHz along ground­
based paths, and the results again show reasonably good agreement 
with theory. 4 
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There is however a lack of experimental data on the effects of rain, 
cloud and fog on attenuation along earth-space paths at frequencies 
near 90 GHz. Theoretical treatment of the problem is hampered by the 
lack of detailed knowledge of rain and cloud characteristics. Recent 
papers by A. E. Freeny and J. D. Gabbe,5 and R. A. Semplak6 have 
discussed rainfall distributions measured in the neighborhood of Craw­
ford Hill, New Jersey, and simultaneous short path attenuation meas­
urements at 18.5 and 30.9 GHz. For the most part, however, little is 
known about the horizontal and vertical distributions of rain, and 
even less is understood about those of clouds. 

The need for direct measurements of total atmospheric attenuation 
in this frequency region is thus apparent and it provided the incentive 
to carry out such measurements recently using the Crawford Hill 
sun tracker.7 

II. APPARATUS 

A receiver operating at 90 GHz was assembled and calibrated in 
the laboratory. The sun tracker normally operates at 16 and 30 GHz. 
For the purpose of this experiment the 90-GHz receiver replaced the 
30-GHz receiver. A block diagram showing the receiver connected to 
the sun tracker can be seen in Fig. 1. Linear and logarithmic chart 
recorder outputs were available. 

The receiver was measured to have a double sideband noise figure 
of 11.0 dB (i.e., a noise temperature of 3100 0 K) and a. dynamic range 
of 25 dB when observing the sun. 

A noise lamp, coupled into the line via a directional coupler, was 
calibrated using matched loads at room temperature and liquid nitrogen 
temperature. 

The sun tracker antenna beam at 90 GHz was observed by allowing 
the sun to drift through it. The result, a convolution of the sun's 
brightness distribution with the antenna beam pattern, looked quite 
symmetric and showed no large sidelobes. From this measurement a 
beamwidth of 25 minutes of arc was computed for the sun tracker at 
90 GHz. A similar measurement determined the beam width at 16 
GHz to be 65 minutes of arc. Thus, almost the entire solar disc, about 
32 minutes of arc, was covered by both beams. 

III. MEASUREMENTS 

The 90-GHz receiver was attached to the sun tracker during the 
period from December 2 to 16, 1969. During that time a variety of 
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Fig. I-Block diagram of the 90-GHz receiver in the sun tracker. 
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weather conditions, viz., cloud, thick fog, rain and some wet snow, 
occurred at Crawford Hill. The excess attenuation at 90 GHz was 
measured for all of these. No. attempt was made to. obtain attenuation 
statistics. In fact, once the attenuation through the clear atmosphere 
had been measured and the clear weather levels noted on the chart 
recorder, the receiver was switched on only during periods of bad 
weather or when cloud was present; in other words, only when excess 
attentuation was expected. 

A discussion is given of the attenuation at 90 GHz caused by various 
types of weather conditions. To offset the necessarily qualitative de­
scriptions for most weather conditions (e.g., light cloud, heavy fog, 
etc.) the excess attenuation at 90 GHz will be compared to that 
simultaneously measured with the 16-GHz receiver. In this way the 
90-GHz data will be seen less as isolated attenuation measurements 
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due to random weather conditions, and more as results to be viewed 
in perspective with the more familiar 16-GHz data. 

It should be borne in mind that at the time these measurements 
were made, the sun was very low in the southern sky, its elevation 
angle varying from about 27° at noon to 15° at 3 P.M. These angles 
correspond to path lengths through the atmosphere of 2.2 and 4.0 
times the path length at the zenith respectively. 

Attenuation through the clear atmosphere was measured by observ­
ing the intensity of solar radiation versus zenith angle. On a clear cold 
day (temperature, 32° F; relative humidity, 50%) a value of 0.38 
dB was obtained for the attenuation through one atmosphere. 

3.1 Excess Attenuation due to Clouds 

Four basically different types of cloud cover were encountered, the 
attenuation characteristics of which are summarized in Table 1. The 
values of attenuation were actually measured from the output of the 
linear recorder, because small dB changes were more easily measured 
here than on the output of the logarithmic recorder. Only those values 
of attenuation measured between 10 A.lVI. and 2 P.M. are quoted in 
the table. During these times the atmospheric path length took on 
values between 2.2 and 2.8 times the zenith path length. The maxi­
mum attenuation values quoted in the table did not occur at the time 
of the longest path length for any of the four types of clouds cover. 

The measured ratios" of the 90- and 16-GHz cloud attenuations 
for the first two cloud cases are about what one would expect based 
on theoretical calculations. From expressions given by D. E. Kerr8 

for attenuation due to small water droplets, it is easily calculated that 
this ratio should be 27 for clouds at 20°C and 18 for clouds at O°C. 
The ratio actually measured for the first two cloud cases (when the 
ground temperature was about 9°C), of about 23 is perhaps a little 
larger than would be expected since the cloud temperature is probably 
close to O°C. This is a small discrepancy however. 

The large value of attenuation measured in Case 3, i.e. during a 
period of heavy overcast between rainfalls, (see Fig. 2) was probably 
due to the fact that since precipitation occurred shortly afterwards, 
these clouds contained many large water droplets.9 In this event, 
attenuation would be greater10 than in the case of clouds of comparable 
water content which are not associated with precipitation and whose 

* These ratios are estimated to be accurate to within about ±10 percent, this 
uncertainty being due mainly to inaccuracies in measuring the rather low values 
of 16-GHz attenuation (see Tables I and II). 



TABLE I-SUMMARY OF CLOUD ATTENUATION l\1EASUREMENTS 

Case Number and Corresponding Ratio 
Type of Cloud Ground Relative 90-GHz 16-GHz 90-GHz Atten. 

Cover Temperature Humidity Atten. Atten. 16-GHz 

1. Individual Cumu- 9°C 45% Maximum: 
lous Clouds in an 3.7 dB 0.16 dB 
otherwise clear Typical: ,,-,22 
sky 2.1 dB 0.1 dB 

2. Overcast sky 8°C 55% Maximum: 
(no rain) 1.6 dB 0.07 dB ,,-,23 

3. Heavily overcast 10°C 100% Maximum: 
sky between 7.2 dB 0.3 dB 
periods of rain Typical: ,,-,24 
(see Fig. 2) 5.2 dB 0.21 dB 

4. Overcast sky on 1°C 65% Maximum: 
cold day (no rain) 1.64 dB 0.12 dB "-'14 

- - - - - - - --- - ---

Comments 

See text for note on 
maximum attenuation. 

Signal continuously fluc-
tuates as cloud cover 
moves across sky. Typical 
fluctuation "-'1 dB at 
90 GHz. No fluctuation 
at 16 GHz. 

l\Iost of the time there 
was little attenuation 
«0.5 dB at 90 GHz) 
due to this cloud cover 
and no continuous fluc-
tuations were present as 
in No. 2 above. 
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Fig. Z-Logarithmic record of 90-GHz and 16-GHz attenuation for December 8, 1969. 
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droplet size is very much less than a wavelength.9 Another possibility 
is that part of the beam intercepted some rain; this would, of course, 
also have increased the attenuation. 

Case 4 is different from the previous three cases because of the 
lower measured ratio of 90- to 16-GHz attenuation. Since the ground 
temperature was close to freezing during this measurement the cloud 
temperature was probably below -10°C. If the clouds consisted of 
pure ice, one would expect very little attenuation at either frequencyS 
and, indeed, during much of this time, no measureable attenuation 
was present on either the 90- or 16-GHz channels in spite of the 
completely cloud-covered sky. This is in marked contrast to Case 2 
when an overcast sky gave rise to continuous fluctuations of the 
90-GHz signal. 

On a number of occasions during the Case 4 experiment, however, 
some attenuation did occur, data for which are given in Table 1. From 
what follows it seems clear that this attenuation was caused by clouds 
containing supercooled water droplets. Such droplets have been ob­
served in clouds at temperatures as low as -30°C.9 

Saxtonll has deduced, from laboratory measurements, the dielectric 
properties of supercooled water at -10°C. If one substitutes these 
dielectric properties into Kerr'ss expressions for attenuation due to 
small water droplets, an expected ratio of 90- to 16-GHz attenuation 
of 15 is obtained. This agrees very favorably with the measured result 
of 14 and suggests that clouds of supercooled droplets were indeed 
responsible for the attenuation experienced in Case 4. 

3.2 Excess Attenuation due to Fog 

Excess attenuation due to heavy fog was measured on one day, 
December 8. On this particular day attenuation due to cloud, rain 
and fog was measured. Figure 2 shows a copy of the logarithmic 
recorder outputs for both the 90- and 16-GHz channels for this data. 
Also shown is the clear weather signal level. It is seen from the figure 
that during the period of heavy fog, the signal fluctuations were much 
less rapid than during the period of heavy overcast. This suggests that 
the atmosphere was much more stable during the period of fog. Be­
tween noon and 2 P.M., the average attenuation was 3.2 dB at 90 
GHz and 0.2 dB at 16 GHz, giving a ratio of 16. 

If the prevailing ground temperature of 11°C is taken to be the 
absorbing temperature of the water droplets in the fog (since, 
typically, fogs do not extend very far above the ground) then from 
Kerr,S the expected ratio of 90- to 16-GHz fog absorption is calculated 
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to be about 24. The low measured ratio of 16 is probably due to the 
fact that during a fog the atmosphere is 100 percent saturated with 
water vapor. Since the ratio of attenuation at 90 and 16 GHz due to 
water vapor in the atmosphere is about 8.5 at a ground temperature 
of 15°C/2 its presence in fog will tend to lower predicted ratios of 
attenuation based on small droplet absorption alone. 

Indeed, when one calculates the attenuation due to the extra water 
vapor in the atmosphere on December 8th (i.e., over the amount pres­
ent when the clear weather level was established), and subtracts it 
out, values of 0.1 dB and 2.35 dB are obtained for the average 
attenuation, at 16 and 90 GHz respectively, due to the fog water 
droplets alone. This gives a value of 23.5 for the ratio of 16- to 90-GHz 
attenuation which agrees with the calculated value of 24. 

3.3 Excess Attenuation due to Rain 
Attenuation due to rain was measured on three days, December 8, 10, 

and 14. During these times, rain rates not exceeding 1 mm/hour were 
measured using a rain gauge located on Crawford Hill, about 400 ft. 
from the sun tracker. 

Table II summarizes the results of the measurements of rain attenu­
ation. In Fig. 2, the logarithmic record for December 8, is seen the 
p-ffect of attenuation due to light steady rain, between 9 and 10 A.M., 
and due to intermittent showers, between 10:30 A.M. and noon. 

On December 10, a light rain was observed from 1 :30 P.M. until 
2:30 P.M. when the dynamic range (25 dB) of the 90-GHz receiver 
was exceeded. During this time the attenuation, both at 16 and 90 
GHz, increased steadily between the limits shown in Table II and the 
dB ratio of the attenuation, fiuctuating randomly between 25 and 29, 
had an average value of a bout 27. 

T. 8. Chu12 has calculated expected rain attenuations for different 
rain rates using a Laws-Parsons drop size distribution. From Chu's 
work it is observed that as the rainfall rate increases, the ratio of 
attenuation at 90 and 16 GHz decreases. This can be seen in Fig. 3 
where the ratio is plotted against rain rate. The decrease can be under­
stood by first noting that in a Laws-Parsons distribution (see e.g., 
Chu and Hogg13) the average raindrop size increases with increasing 
rain rate. Now for each frequency there is a certain drop size whir.h 
is most effective in absorbing electromagnetic radiation13 ; the higher 
the frequency, the smaller the most effective rain-drop size. At 16 
GHz the most abundant raindrops have a smaller size than those which 
are most effective; consequently, the increasing size in a heavier rain 



TABLE II-SUMMARY OF RAIN ATTENUATION MEASUREMENTS 

Corresponding Ratio 
Date 90-GHz 16-GHz 90-GHz Atten. 

Type of Rain Attenuation Attenuation 16-GHz Comments 

12/10: Light rain observed Min. 5.22 dB 0.2 dB dB Ratio varied Attenuation increased mono-
from 1:30 P.M. to 2:30 P.M. Max. >25 dB 0.9 dB randomly between tonically both at 16 and 90 GHz 
Between 1:30 P.M. and 3 P.M., 25 rv 29 during this period. 
a rainfall of 0.5 mm was mea-
sured by the Crawford Hill Rain 
Gauge. 

12/14: Rain mixed with snow, Min. 7.00 dB 0.3 dB Ratio decreased from The maximum 90-GHz 
turning to rain observed from (end of rain) 0.54 dB 28 to about 17 and attenuation was measured before 
12:00 P.M. to 2 P.M. No rain Max. 13.6 dB increased again to 23 the minimum ratio of 90/16 
gauge reading obtained as gauge GHz attenuation was attained. 
was full of snow. Ground 
temperature, 35 0 to 37 of. 

12/8: 16.5 dB 0.6 dB rv27 Attenuation remained rea-
(a) Steady rain observed from sonably constant at both 

9 to 9 :30 A.M. Rain gauge mea- frequencies during this rain 
surement rvO.8 mm/hr. (see Fig. 2). 

(b) Between 10:15 A.M. and 15 dB 0.65 dB 23 These are the values of 
noon, showers were observed. 20 dB 0.75 dB 27 attenuation measured at the peak 
Total amount of rain that fell 24 dB 0.9 dB 27 of various showers (see Fig. 2). 
during this period (from rain >25 dB 1 dB >25 
gauge) was rvO.5 mm. 
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Fig. 3-Expected ratios of 90- to 16-GHz attenuation for different rain rates. 

will increase the absorption effectiveness. At 90 GHz however, the 
most abundant drops are already larger than those which are most 
effective; consequently, the increasing size in a heavier rain will de­
crease the effectiveness.1o The net result is to decrease the ratio of 
90- to 16-GHz rain attenuation as the rain rate increases. 

The observed ratio of 27 on December 10 indicates (see Fig 3) that 
attenuation due to a very light rain was being measured. It is interest­
ing to note that even though the 90-GHz attenuation increased dras­
tically during the measuring period, the ratio remained reasonably 
constant. This suggests that the increased attenuation was not caused 
by increasingly heavy rainfall at one point, but by the steadily 
increasing occurrence of light rain along the beam path through the 
atmosphere. 

On December 14 the attenuation through rain mixed with snow, 
gradually all turning to rain, was observed. The ratio of 90- to 16-GHz 
attenuation showed a definite trend, beginning at a value of 28, 
decreasing to 17 and increasing again as the rain stopped to about 
23. The maximum value of 90-GHz attenuation (13.6 dB) did not 
occur at the same time as the maximum value of 16-GHz attenuation 
(0.7 dB). The latter occurred while the ratio was at its minimum of 
17 and about 10 minutes after the maximum attenuation at 90 GHz 
was recorded. If the effect of the snow is neglected, the above results 
can be interpreted, using Fig. 3, as indicating an increasing rain rate 
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along a decreasing path length, followed by a gradual tapering off of 
the rain. This is because even though the dB ratio decreased, indicating 
an increasing rain rate, the 90-GHz attenuation actually decreased, 
indicating a shorter path length through the rain. While attenuation 
due to snow is probably very slight at both 90 and 16 GHZ,8 its 
effect relative to rain is still unknown. This should be borne in mind 
when evaluating the above interpretation. 

The data for December 8 are shown in Fig. 2 and summarized in 
Table II. The dB ratios are again consistant with the low measured 
rainfall, although it is perhaps surprising that during the showers the 
ratio did not decrease somewhat as one might have expected a higher 
rate of rainfall then. 

IV. SUMMARY 

Measurements of 90-GHz attenuation through the total atmosphere 
due to absorption by clouds, fog and rain have been presented. 

Measured ratios of 90- to 16-GHz attenuation have been compared 
to theoretical predictions of the ratio in an effort to discover whether 
these predictions are reliable enough so that 90-GHz attenuation could 
be inferred from them. For the case of fog and cloud, this has in fact 
proved to be the case, provided suitable precautions are taken. In the 
case of rain, because of a lack of moderate or heavy rains at the sun 
tracker during the measuring period, it was not definitely established 
that the dB ratio decreased with increasing rain rate as predicted by 
theory, although variations in the observed values of the ratio are· 
satisfactorily explained on this basis. However, the good agreement 
between theoretical and measured values of the dB ratio for the light 
rains encountered during the experiment make it reasonable to expect 
similar agreement at higher rain rates. 

V. CONCLUSIONS 

At 90 GHz it is seen that attenuation due to rain is the most impor­
tant contributor to atmospheric extinction. This may be contrasted 
with the 8-14"" range where even cloud causes serious attenuationY 
However, from the measurements given in this paper, it is seen that 
rain attenuation at 90 GHz is a very serious problem and that if an 
earth satellite communications channel is to operate in this band, 
sophisticated diversity schemes will have to be devised if outages are 
to be kept from exceeding permissable levels. 
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Effects of Transmission Delay on 
Conversational Behavior on Echo-Free 

Telephone Circuits 

By PAUL T. BRADY 
(Manuscript received August 25, 1970) 

The present study sought to determine the effects of echo-free transmission 
delays of 600 ms and 1200 ms on conversational behavior when subjects 
were unaware that delay was present. Sixteen pairs of male subjects 
conversed 10 minutes each over an echo-free telephone circuit with zero delay 
and 10 minutes each with 600 ms round-trip delay; a second group of 16 
pairs conversed 10 minutes each on zero delay and 1200 ms round-trip 
delay. Subjects noticed nothing unusual about the circuit, but the delay 
caused a statistically significant increase in frequency of confusions and 
in amount of both double talking (simultaneous speech from both speakers) 
and mutual silence. Analysis by means of an on-off pattern generating 
model revealed that subjects seem to make some adjustments in their speaking 
behavior; they tend to wait longer for responses and keep talking longer 
when interrupted. The two delay values of 600 ms and 1200 ms produced 
virtually identical effects in the measures made here. All of the subjects in 
the study were inexperienced with delay circuits; this experiment does not 
address itself to the possibility that experienced subjects might react dif­
ferently to the delay. Further work will investigate the effects of training 
subjects to notice delay. 

1. INTRODUCTION 

1.1 Purpose of Study 
This paper describes experiments that examined effects on the con­

versational behavior of subjects who talked on telephone circuits con­
taining round-trip transmission delays of 600 ms and 1200 ms, typical 
of those in one- and two-hop synchronous satellites. However, satellite 
circuits also contain echoes and echo suppressors, which create added 
difficulties in conversation. The present study examines behavior on 

115 
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echo-free circuits, which presumably represent the circuits that would 
result if echoes could be eliminated from existing circuits. In partic­
ular, answers are sought to the following questions: 

(i) Does the introduction of delay on a circuit produce any meas­
urable effects on speaking behavior, even though the subjects notice 
nothing unusual about the circuit? 

(ii) Do the subjects experience difficulty in talking over delay 
circuits, even though they do not notice the difficulty? 

This paper reports quantitative measures of the effects of delay in­
dicating that the answer to both of the above questions is "yes." 

1.2 Background 

For several years, studies have been directed toward measuring cus­
tomer acceptability of circuits containing both transmission delay and 
echo suppressors. For example, these circuits were used in one study,! 
in which hundreds of customer interviews were taken just after the 
customers placed transatlantic calls over such a circuit. A delay of 
600 ms (as opposed to the cable transmission round-trip delay of 90 
ms) produced a significant increase in the number of customers who 
reported having difficulty, and in addition produced an increase in 
other complaints and comments such as "cutting on and off," and 
"fading." However, such customer interview studies have limited ap­
plication to echo-free delay circuits because (i) the echo suppressors 
are widely believed to contribute most of the degradation and prob­
ably overwhelm the delay effects, and (ii) as will be shown here, many 
of the delay effects are subtle, unnoticed by the conversants, and hence 
are not reported in interviews. 

Regarding delay on 4-wire i:· echo-free circuits, only a few studies 
have been conducted. These have been limited to laboratory experi­
ments because of the difficulty of providing 4-wire service to custom­
ers in the field.2 P. D. Bricker3 reported a laboratory study in which 
subjects who were talking over a standard circuit were suddenly pre­
sented with delay, introduced during conversation but not so as to 
disrupt a speech burst and provide an artificial cue. Subjects were told 
that delay would be introduced and were asked to try to detect its 
presence. It commonly took more than one minute just to detect a 
1.2 s round-trip delay. R. M. Krauss and Bricker4 had subjects con-

* The terms "pure delay," "echo-free delay," and "4-wire" are equivalent terms 
in this study, and refer to delay circuits in which echo is prohibited by using 
two separate voice paths, one from speaker A to B and one from B to A. Further, 
each path is connected through at all times so that full duplex communication 
is allowed. 
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verse and solve puzzles over a circuit with round-trip delays of zero, 
600 ms, and 1800 ms. Measurements of word count and subjective 
opinions showed no significant differences between the zero and 600 
ms delays, but the 1800 ms delay caused an increase in reports of 
"difficulty in communicating due to the circuit." 

E. T. Klemmer5 summarized some experiments conducted at Bell 
Laboratories in which certain people used 4-wire delay circuits in their 
regular telephone calls to each other, and could rej ect the circuit if 
they considered it unsatisfactory. They were not told the nature of the 
experimental circuit. Klemmer found that users were very seldom dis­
turbed by delays of 600 ms and 1200 ms. 

The previous studies seem to indicate that subjects are generally 
unaware of and undisturbed by round-trip delays up to 1200 ms. How­
ever, by its nature the delay does introduce changes in the temporal 
patterns of two-way conversation. The present study sought to deter­
mine the effects of these changes by comparing many measurements, 
especially those related to temporal patterns, on conversations on both 
standard and delay circuits. 

II. THE BASIC MECHANISM OF DELAY INTERFERENCE 

One might guess that the most obvious effect of introducing delay 
into a transmission link would be to make the conversation more slug­
gish; for example, responses to questions are delayed by the round-trip 
delay value. In fact, this effect is rarely noticed at 1200 ms and is 
essentially never reported at 600 ms. 

There is another delay effect that is far more important at 600 ms 
and 1200 ms delay. If speaker A momentarily pauses, especially in 
such a way as to suggest a response from speaker B, A will not receive 
this response for the normal speaker response delay plus an additional 
600 ms or 1200 ms. In the meantime, A, not hearing B's response at 
the expected time, may proceed on the assumption that B will not re­
spond. Then, B's response will arrive and interrupt A's new talkspurt, 
thus causing an interference which at times the author has observed 
to momentarily disrupt normal conversation. D. L. Richards 6 has 
termed this an involuntary interruption, since from B's point of view, 
he never interrupted A. 

Sometimes, during a lull in a conversation, both speakers begin to 
talk at approximately the same time, and each person will have gen­
erated several syllables or even words before he is conscious of the 
other person's delayed speech. This can cause confusion. 

The principal deleterious effect of delay is, therefore, to cause speech 
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from one conversant to arrive at the other at unexpected times. This 
effect causes serious problems when echo suppressors are included,1 
but even on echo-free circuits the added difficulties are readily ap­
parent, as is shown in Section IV. 

III. PROCEDURE 

3.1 Experimental Circuit and Test Conditions 

Figure 1 is a diagram of the experimental circuit, which is designed 
to represent a standard long distance telephone circuit. The telephones 
were in two separate sound treated rooms; the experimenter could 
insert a 600 ms or 1200 ms delay from speaker B to speaker A. 

It is well established, but not intuitively obvious, that the total 
round-trip delay can be distributed in any desired manner on the 
two transmission paths (A to Band B to A), as long as the total delay 
remains the same. Thus, the Fig. 1 configuration is identical to the 
subjects as a circuit in which half the delay is in each path. This point 
is explained in a previous paper.8 

Sixteen pairs of male Bell Laboratories employees conversed ten 
minutes on the standard circuit and ten minutes on the 600 ms delay 
circuit, and 16 different pairs conversed on the standard and 1200 ms 
delay circuits for ten minutes each. In all, there were 32 different pairs 
of men. (\iV omen were not used to avoid lengthening the experiment 
by adding a new variable.) Each pair consisted of good friends with 
mutual interests; the author has found that such pairs converse read­
ily. The subjects were told to talk for 20 minutes on any topics they 

RECEIVER 
A 

Fig. I-Circuit over which subjects talked. 

TRANSMITTER 
8 

RECEIVER 
8 
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wished, but that they both should converse; monologues would be un­
acceptable. They were specificially instructed not to discuss the circuit, 
and that our interest was centered in recording a conversation for 
computer analysis of conversational behavior. They were told nothing 
about delay. Half the pairs began on the standard circuit, and half 
began on delay. After 10 minutes the circuit was changed, but in such 
a way to be undetectable to the subj ects. (The delay from B to A was 
added or removed while A was talking.) 

To obtain subjects inexperienced with delay, the subjects were 
chosen from areas of Bell Laboratories that had not been concerned 
with transmission delay. It was not possible to ask the subjects about 
delay prior to the experiment, as this would disclose the nature of the 
experiment. On interviews afterwards, one subj ect stated that he was 
familiar with delay circuits. His conversation was replaced with one 
that involved a new pair of subjects. 

3.2 Measurements Made on the Calls 

The following five measures were made on the calls. 

3.2.1 Subjective NJ easurements 

3.2.1.1 Opinion of Subjects. Immediately on completion of the call, 
the subjects were asked if they noticed anything unusual about the 
circuit. They were interviewed in separate rooms and did not hear each 
other's answers. 

3.2.1.2 Confusion Measures by Observers. The author, assisted by a 
clerk, listened to the first five minutes of each condition. This covered 
32 conditions with zero delay, 16 with 600 ms delay, and 16 with 1200 ms 
delay. A "confused situation" was scored whenever either speaker 
reacted to a double talk occurrence (simultaneous speech from A and B). 
The "reaction" had to contain a clear break in normal speech flow, 
such as a request for repeat ("What?"), or a self-generated repeat, or 
a sudden halt in the middle of an utterance. If both speakers simply 
continued to double talk, a confused situation was not scored, even 
though subsequent conversation indicated a lack of contextual under­
standing. Both observers had to agree on any confused situation for 
it to be scored. 

Since the scoring instructions were imprecise, subjective judgment 
was used by the observers. To check validity, two other observers were 
given the above scoring rules and, without further instructions or 
practice sessions, were asked to observe four five-minute conversations. 
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3.2.2 Objective Measurements 

3.2.2.1 Speech Levels. The equivalent peak level (epl) of a speech 
sample is an estimate of the peak of the instantaneous level distribution, 
based on a power measurement.9 

,10 Epl readings were made of the 
first five minutes of every condition. 

3.2.2.2 Pattern Analysis. An on-off speech pattern analysis was per­
formed over the entire 10-minute length of each condition using a 
computer program written in 1963 by Mrs. N. W. Shrimpton. The 
program defines ten "events" related to the timing of the speech pat­
terns, such as talkspurts, pauses, and double talk periods. The program 
produces considerable statistical data on the speech patterns, as illus­
trated in a previous paper.ll 

The patterns are strongly influenced by the design of the speech 
detector. In the present study, the detector was the same as that used 
in Ref. 11, with the threshold set to -40 dBm. (See Ref. 11 for 
further details on threshold settings.) 

To show the effects of delay on speech patterns, the author has 
chosen to include data from two measurements. The first consists of 
the average lengths of each of the ten events. The second consists of 
the percent time each speaker spent in each of three states, namely, 
talking, double talking, and mutual silence. The talking time includes 
double-talking time. (These three measures are sufficient to calculate 
three others. A speaker is either talking or silent, hence, silent time 
is 100 percent minus talking time. "Solitary talking" time (no double 
talking) is talking minus double-talking time. "Listening" time, when 
a speaker is silent while the other is talking, is Ion percent minus talk­
ing minus mutual silence time.) 

3.2.2.3 On-Off Pattern Model Analysis. The author has recently 
developed a stochastic model for generating on-off patterns that are 
statistically similar to those occurring in real conversation. 12 Using 
this model, only a few numbers are required to specify the conversational 
statistics. The model is described in Section 2.1.2 of Ref. 12. For con­
venience, the diagram of the model is included here in Fig. 2. Speaker 
A is considered to be in one of six states, as determined from the on-off 
speech patterns that appear at his side. The six parameters governing 
A's behavior are related to his probabilities for changing his talk­
silence status. Numerically, these parameters, labeled a and f3 with 
suitable sub- and superscripts, specify the rates at which A departs 
from each state, as determined by Poisson processes. The larger the 
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parameter, the sooner A will tend to leave the state. Thus, high values 
for parameters indicate short durations for the corresponding states. 
The subscript abbreviations stand for solitary, interrupted, interruptor, 
pause, alternate and interrupt. 

In the present experiment, the entire 10-minute length of each 
condition was examined to obtain the six parameters for each speaker. 
These parameters are determined by measuring the frequencies of 
changing from state to state. The method of obtaining the parameters 
is described in more detail in Section 2.2 of Ref. 12. 

3.3 Technique of the On-Off Pattern Analysis 
The pattern analysis and model behavior, which are objective mea­

sures described in Sections 3.2.2.2 and 3.2.2.3 above, both use on-off 
speech patterns that are obtained with a speech-detector technique 

B IS SILENT 
AT A's SIDE 

B TALKS, 
SILENT A SILENT 

l -:'~:~K'NG AT A's SIDE 

Fig. 2-The six-state model used in this study. Vertical transitions are due to 
Poisson processes at A's side. Horizontal transitions, due to B, are in A's external 
environment and are not generated by A's model. 
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described in previous papers.11
-

13 The absolute values of any of the 
measures, such as average talkspurt length or the a: and f3 values, are 
dependent on the speech detector parameters. For this reason, the 
absolute measure values were not used as an indication of the effects 
of delay. Instead, the changes in the values of the measures for each 
pair of subjects were noted when delay was inserted. By having each 
pair of subjects talk on both circuits in one session, and by balancing 
the pairs between delay-circuit-first and delay-circuit-second, changes 
in the measures from effects other than delay were minimized. 

IV. RESULTS 

The following is a comparison of the measurements on the standard 
and delay circuits. 

4.1 Opinion of Subjects 
vVhen asked if they noticed anything unusual about the circuit, none 

of the 32 subjects on 600 ms delay commented on the delay. (A few 
stated they heard some background noise at low level.) Two pairs of 
the 32 subjects on 1200 ms delay made delay-related comments. These 
four people said they had "confused situations," but they noticed 
nothing wrong with the circuit. Some comments were, "I occasionally 
asked the other if he was still there," or "Sometimes, if we both started 
talking at the same time, I heard the other person' but couldn't under­
stand him." 

It appears that inexperienced subjects are highly unlikely to notice 
the insertion of up to 1200 ms round-trip delay. This conclusion agrees 
with those of Brickel'S and Klemmer.5 

4.2 Confusion 111 easures by Observers 
On listening to the conversations, both observers agreed there were 

many places in which confusion occurred when the delay was intro­
duced. Table I summarizes the average number of confusions occurring 
in the first five-minutes of each condition. 

Coincidentally, the 16 pairs of speakers on 600 ms delay had ex-

TABLE I-CONFUSIONS IN 5 MINUTES OF CONVERSATION, AVERAGED 

OVER 16 CONVERSATIONS 

600 ms pairs 
1200 ms pairs 

Standard Circuit 

1.2 
1.2 

Delay 

3.7 
4.3 
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actly the same average number of confusions on the standard circuit 
as did the speakers on 1200 ms delay. Thirteen of the 16 pairs experi­
enced more confused situations on delay than on the standard circuit, 
for both values of delays. This increase is significant at the 0.05 level 
(sign test). Note that the average number of confusions on delay for 
1200' ms is not much greater than for 600' ms. The difference between 
3.7 and 4.3 confusions on the two different delays is not significant 
(t-test). 

The four five-minute segments monitored by other observers con­
sisted of two pairs of zero and 120'0' ms delay. For these four segments, 
the author and clerk recorded 1, 5, 1, and 6 confusions (for zero, 1200' 
ms, zero, and 1200' ms delay). The other two observers, as a team, re­
corded 0', 6, 0', and 9 confusions. Though not in exact agreement with 
the author's measures, these measures also indicate an increase of 
confusions on the delay circuits. 

Summarizing this Section, when delay was added, the subjects ex­
perienced a significant increase in confused situations or difficulties, 
although they noticed no change in circuit quality. The 120'0' ms delay 
effect was not significantly different from the 600 ms delay effect. 

4.3 Speech Level M easurernents 

Delay had little or no effect on speaking levels. For the 600' ms 
delay circuits, 19 out of 32 speakers had lower epl values on the 
standard circuit than on delay. For the 1200' ms delay circuits, 20' out 
of 32 speakers had lower values on the standard circuit. Neither of 
these ratios is significantly different from chance. 

Since half the pairs received the delay circuit first, and half re­
ceived the standard first, the standard versus delay comparison does 
not show a possible effect of time on speaking levels. vVe therefore 
tested the difference in speaking levels between the first and second 
parts of each conversation. For the 600' ms delay pairs, 11 out of 32 
were quieter on the first segment, and for the 1200' ms delay pairs, 
the ratio was 12 out of 32. Neither is significant at the 0'.0'5 level. 

The average epl for all 64 speakers was -11.6 dBm, at the OTLP 
point of a simulated toll circuit. (The zero transmission level point is 
an arbitrary reference level used to establish .relative levels in a 
telephone circuit.) 

4.4 Pattern Analysis 

Table II lists the average lengths of the ten events, defined in 
Ref. 11, for all conversations. In every case, the average length is 
taken over 32 speakers. 



TABLE II-AVERAGE LENGTH OF TEN EVENTS ON STANDARD AND DELAY CIRCUITS 

(See Ref. 10 for definitions of the events.) 

Average Length, Seconds Average Length, Seconds 
Significance 

Event Std. Circuit 600 ms Delay Level* Std. Circuit 1200 ms 

1. Talkspurt 1.426 1.344 - 1.271 1.241 
2. Pause 2.174 1.994 - 2.007 2.192 
3. Double Talk 0.264 0.324 0.01 0.274 0.357 
4. Mutual Silence 0.490 0.550 0.01 0.558 0.614 
5. Alternation Silencet 0.433 0.422 - 0.496 0.505 
6. Pause in Isolation 0.520 0.560 0.1 0.580 0.645 
7. Solitary Talkspurt 1.424 1.325 - 1.230 1.127 
8. Interruption 0.726 0.795 - 0.805 0.690 
9. Speech after 

Interruption 0.852 1.001 - 0.865 0.976 
10. Speech before 

Interruption 1.245 0.964 - 0.929 0.931 

Significance 
Level* 

-
-

0.01 
0.01 

-
0.05 

-
-

0.1 

-

* Significance levels are determined from sign tests on the number of subjects that change in the indicated direction. 
t In Fig. 6 of Ref. 10, the alternation silences illustrated in the sample patterns are all incorrectly labeled. The A's and B's are 

transposed. An alternation silence from B to A occurs when B stops talking, a mutual silence ensues, and then A talks, as determined 
from analysis at A's side. These are counted for all speakers A. Analysis at B's side produces the A to B alternation silences, which 
are counted for speakers B. 

Note: Each average length represents 32 subjects. The two "Standard Circuit" columns represent two different groups of 32 subjects. 
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When analyzing the patterns, a separate analysis must be made at 
each speaker's side, because the delay, when present, causes the 
temporal patterns to differ at the two sides. For example, with no 
delay, both speakers will have an identical number of double talks of 
the same average length. With delay, double talking at one side does 
not imply double talking at the other. Thus, on the delay circuits, 
a separate analysis is required for each speaker, not just for each 
conversa tion. 

Significance tests were made from sign tests on the lengthening or 
shortening of events. For example, 30 out of 32 speakers experienced 
an increase in average double talking length when going from a 
standard circuit to the 600 ms delay circuit. 

Table II shows that when delay was inserted, there was a statisti­
cally significant increase in the average lengths of double talks, mutual 
silences, and pauses in isolation. Event 9, speech after interruption, is 
not very much affected since it is significant at only the 0.1 level, and 
then only on the 1200 ms delay. 

Consider now the amount of time spent in the talking, double­
talking, and mutual-silence states. These results are shown in Table 
III. When delay is inserted, the percent time spent in both double 
talking and mutual silence increases significantly. 

A fairly simple mechanism can account for most of the results shown 
in Tables II and III. The increase in duration of double talks and 
mutual silences, and also of pauses in isolation, which are a subset of 
mutual silences, can generally be explained by noting that speech 
from the distant talker (e.g., B) will sometimes arrive at A's side at 
inappropriate times. Specifically, responses to A's speech can arrive 
when A has resumed talking rather than during A's brief silences. 
Hence, the previous talking sequence A-mutual silence-B-mutual 
silence-A has been replaced with A-longer mutual silence-A­
double talking, resulting in more time in mutual silence and in double 
talking. 

There was little difference in the magnitude of the effect on pat­
terns of 1200 ms versus 600 ms delay. From Table III, the double 
talking time for 600 ms delay was 5.9 percent versus 4.2 percent for 
the standard condition, a ratio of 1.40. This ratio was 1.41 for the 
1200 ms case. The mutual silence ratios were 1.11 and 1.07 for 600 
and 1200 ms, respectively. From Table II, the ratios of increases for 
average length of events for 600 ms and 1200 ms delays were 1.23 
versus 1.30 for double talks, 1.12 versus 1.10 for mutual silences, and 



TABLE III-PERCENT TIME IN THREE STATES ON STANDARD AND DELAY CIRCUITS, 

AVERAGED OVER 32 SPEAKERS 

600 ms Significance* 1200 ms 
State Standard Delay Level Standard Delay 

Talking 40.5% 40.0% n.s. 38.5% 38.4% 
Double Talking 4.2% 5.9% 0.01 4.4% 6.2% 
Mutual Silence 23.0% 25.5% 0.01 27.2% 29.0% 

• Significance based on sign test on number of subjects that changed in the indicated direction. 

Significance* 
Level 

n.s. 
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1.08 versus 1.11 for pauses in isolation. None of the differences III 

ratios between 600 and 1200 ms is significant. 
To summarize the pattern analysis results, insertion of 600 or 

1200 ms delay produced a statistically significant increase in the 
durations of double-talk and mutual-silence periods, and in the per­
cent time spent in these states. There was no difference between the 
delays on the magnitude of the effect. 

4.5 On-Off Pattern Model Analysis 
Table IV lists the average values of the model parameters for all 

subjects. Two parameters change significantly. Let us first consider 
apse, the tendency'" to resume talking after falling silent. Its value 
is lowered, indicating a tendency to remain silent longer, possibly in 
order to give the other speaker a chance to respond. The second 
changing parameter, /3ted, is also lowered, indicating a greater tendency 
to keep talking when interrupted. 

The remaining four parameters remain unchanged. In particular, aint 

hardly is affected; people's tendency to interrupt remains the same. 
Colloquially, the downward changes in apse and /3ted as delay is intro­

duced indicate that people exhibit an increased tendency to wait for 
replies, and have a greater tendency to ignore interruptions. 

Table IV shows little difference between the effects of a 600 ms and 
1200 ms delay, as noted in the ratio differences in parameters for the 
delay circuit versus the standard circuit. 

The model concerns itself only with that aspect of human behavior 
reflected by a person's tendency to remove himself from a state once 
he enters it. The delay may rearrange speech patterns from speaker B 
so that, for example, A may be interrupted and thus double talk more 
often than he would without delay. This would increase the time A 
spends in state 2 of Fig. 2. In measuring A's behavior, the model is 
unconcerned that with delay, A may spend more time in state 2. The 
model does indicate, however, that when A is in state 2, he is less 
likely toO leave when on a delay circuit than when on a standard 
circuit. Thus, when the model indicates that A's behavior changes 
with delay, it is referring to A's tendencies to talk and fall silent, and 
not the change in interaction of A's and B's speech patterns, which are 
largely controlled by delay. 

* The a's and {J's are not probabilities in a mathematical sense; they are 
instead arrival rates for "pulses" to change state. However, they are propor­
tional to probabilities for very small time increments, as defined in the Poisson 
process. Here, they are colloquially referred to as "tendencies." 



TABLE IV-ON-OFF SPEECH PATTERN lVloDEL PARAMETERS ON STANDARD AND DELAY CIRCUITS 

600 illS delay subjects 1200 ms delay subjects 

Ratio Significance Ratio Significance 
Std. Circuit Delay Delay/Std. Level Std. Circuit Delay Delay/Std. Level 

{3801 0.68 0.71 1.04 - 0.76 0.78 1.03 -
{3ted 1.93 1.41 0.73 0.01 1.88 1.33 0.71 0.01 
{3tor 2.37 2.01 0.85 - 2.30 2.14 0.93 -
apse 2.13 1.79 0.84 0.01 1.87 1.59 0.85 (0.1 ) 
aa1t 0.95 0.91 0.96 - 0.75 0.77 1.03 -
aint 0.24 0.23 0.96 - 0.24 0.22 0.92 -

-_._-----

Note: Units of the parameters are "events per second," as explained in Ref. 11. Each parameter is averaged over 32 people. Sig­
nificance level is determined from a sign test on the number of speakers that changed in the indicated direction. 
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The on-off pattern model can be applied to delay analysis in 
another way. Instead of looking at the way a speaker behaves, we 
can examine the way he seems to behave as viewed by the other 
speaker. For example, on the delay circuit, speaker B may talk 
during A's silence at B's side, but B's talkspurt, on arriving at A, may 
interrupt A's speech. 

To perform the required analysis, all we need do is examine all the 
B speakers' patterns at the A terminals and vice versa. (Clearly, in 
the no-delay case the results will be the same as before since the 
patterns are identical at both sides.) Table V shows the results of the 
model analysis, viewing each speaker from his conversant's viewpoint. 

Table V presents a striking contrast to Table IV. The first two en­
tries /3801 and /3ted, are similar in both tables; /3s01 remains unchanged 
and /3ted decreases. However, the parameter /3tor drops in Table V 
and remains unchanged in Table IV. This means, for example, that if, 
on a delay circuit, speaker A perceives B as an interruptor, B appears 
to A to tend to keep interrupting when in fact B is just as anxious to 
terminate double talking as he was on the standard circuit. 

The effects on the a'S are completely reversed in Tables IV and V. 
The drop in apse in Table IV is absent in Table V, implying that A 
perceives B as not tending to wait for replies when in fact he is. The 
drop in aalt of Table V implies sluggishness; on delay, B seems much 
less likely to reply (or alternate) to A. In fact, his behavior is un­
changed, as seen from .£l:'alt in Table IV, but his replies now arrive after 
A has resumed talking. Thus, A perceives these as interruptions, as 
indicated by the rise in aint in Table V. Whereas the tendency to 
interrupt remains the same (,aint is unchanged in Table IV), it appears 
to increase with delay. 

As with all other results in this study, Table V shows no difference 
between 600 and 1200 ms delay on the apparent changes in the 
parameters. 

We summarize this section by compiling a "profile" of the typical 
speaker conversing on a delay circuit, as expressed in terms of the 
model. From Table IV, his behavior changes slightly; it is as if he 
were more polite in letting his conversant have more time to respond 
(apse drops), and more persistent in continuing talking if interrupted 
(/3ted drops). But, from Table V he appears to the other speaker to 
be sluggish to respond (aalt drops), interrupt more often (.£l:'int increases 
about 50 percent), and once engaged in double talking, he appears 
reluctant to stop no matter who interrupted. This is an unflattering 



TABLE V-MODEL PARAMETERS AS VIEWED FROM DISTANT SPEAKER 

600 IDS delay subjects 1200 IDS delay subjects 

Ratio Significance Ratio 
Std. Circuit Delay Delay/Std. Level Std. Circuit Delay Delay/Std. 

{3aol 0.68 0.69 1.01 - 0.76 0.78 1.03 
{3ted 1.93 1.50 0.78 0.01 1.88 1.28 0.68 
{3tor 2.37 1.83 0.77 0.01 2.30 1.63 0.71 
apse 2.13 2.12 1.00 - 1.87 1.72 0.92 
aalt 0.95 0.61 0.64 0.01 0.75 0.47 0.63 
aint 0.24 0.35 1.46 0.01 0.24 0.39 1.63 

Significance 
Level 
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portrait; to the extent that the model parameters correspond to aspects 
of human behavior, these effects may give rise to the confused situ­
ations that are observed on the delay circuits. 

v. THE EFFECTS OF AMOUNT OF DELAY 

On seeing the results of this experiment, one might be puzzled by 
the lack of difference in the effects of 600 vs 1200' ms delay. This 
may be reasonable, however, in the light of the following experiment 
conducted with simulated conversations. 

Values of all a and {3 parameters were measured from 8 no-delay 
conversations, and parameter averages were taken for the A and B 
speakers separately. This was done to obtain a. profile of two typical 
speakers. (These two profiles turned out to be very similar, as they 
should if the A and B recording and measuring circuitry were identi­
cal. ) We then had "typical speaker" A engage in a series of computer­
simulated 20 minute conversations with "typical speaker" B over 
delays up to 2400 ms. (The simulator is described in Ref. 12.) For 
each delay value, a separate simulation run was made such that the 
simulated speakers were substituted for the speakers shown in Fig. 1. 
Note that it would have been meaningless to record patterns of a 
simulated no-delay conversation and then replay those particular pat­
terns with one speaker's patterns delayed with respect to the other's. 
In this case, each model would fail to respond to delay-induced changes 
in the other's speech. 

An analysis of the type in Table IV applied to the simulated con­
versations would simply yield the a and {3 values used to generate 
the patterns. That is, the "true" values of a and f3 were fixed for all 
delays. But the apparent values, as seen from the other speaker, did 
change, and these ratio changes are plotted in Fig. 3. Each curve 
represents a single parameter, and each point on each curve is the 
average of two values, one for speaker A and one for speaker B. 

On reading Fig. 3, remember that real people make changes in their 
true values of {3ted and apse when delay is introduced, while the simu­
lated speakers did not. In Fig. 3, all of the six apparent parameters 
change, while in Table V only four changed. The discrepancy may be 
due to holding the {3ted and apse parameters constant in the simulated 
conversations; had these parameters been varied in the same manner 
as observed in real subjects, Fig. 3 might be more consistent with 
Table V. 

The most important result shown in Fig. 3 is that the results tend to 
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asymptote with large delay values, and that they reach this asymptote 
in roughly 600 ms. Therefore, a 600 ms round-trip delay is sufficient 
to produce all of the effects of apparent parameter change due strictly 
to delay. 

It is obvious that if very long delays are introduced, people will 
begin to notice the delay in responses to questions and will probably 
object to the delay for reasons other than confusion difficulties. 
Klemmer found a marked increase in dissatisfaction with 2400 ms 
delay.5 The simulated speakers of Fig. 3 respond only to on-off pat­
terns, and not contextual cues, and will never "notice" this sluggishness. 
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VI. CONCLUSIONS 

When delay is introduced into a two-way telephone conversation 
between people who are inexperienced on delay circuits, measurable 
changes occur in their speaking behavior, even though the subjects 
notice no change in the circuit. The subj ects become confused more 
often, engage in more double talking and mutual silence, and exhibit 
certain changes in their on-off pattern generation behavior. In addition, 
when a talker's speech patterns are analyzed at his conversant's side, 
he appears more likely to interrupt, less likely to terminate interrup­
tion, and less likely to respond to questions or pauses. 

A round-trip delay of 600 ms seems large enough for all of the above 
effects to reach their asymptotic values. As delay becomes longer than 
600 ms, additional degradation of the type measured here does not 
increase, but the subjects eventually may notice the sluggishness caused 
by very long delays. 

If echoes and echo suppressors are present, other studiesl indicate 
that the circuits are perceived to be unsatisfactory by some people, 
and that the effects get worse as delay is increased from 600 to 1200 
ms. This is probably due to the mutilating effects on speech, which 
aTe caused by the echo suppressors. If, however, echoes are controlled 
to the point that the circuit appears to be a 4-wire circuit, inexperi­
enced subjects or customers might behave in a manner similar to 
those subjects in the present study. 

An important question not answered by this study is what will 
happen as subj ects become experienced on the delay circuits. The 
question of behavior after acquiring experience provides a natural 
direction for future research that the author intends to pursue on 
this problem. 
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Inherent Load-Balancing in Step-By-Step 
Switching Systems 

By M. M. BUCHNER, JR., and S. R. NEAL 

(Manuscript received June 19, 1970) 

Questions have been raised over the years regarding the validity of the 
traffic-engineering tables used by the Bell System and others for the graded­
multiple trunk groups within the step-by-step switching system. The tables 
indicate that the capacity of a graded multiple is increased when it is 
imbedded in the step-by-step system, the increase becoming larger as the 
number of switches connected to the graded multiple decreases. The increase 
in capacity supposedly occurs because of a "finite-source effect." 

In this paper, we investigate in detail the flow of traffic through the 
step-by-step system to determine the validity of the tables. By a combination 
of simulation and analysis, we show that the increase in capacity arises 
not from a finite-source effect but from an inherent load-balancing that 
results from the clever manner in which the switches and trunks are inter­
connected. We conclude that, when used for engineering in the presence of 
day-to-day variations, the tables are adequate when the gradings are used 
with the large selector groups. For the minimum number of selectors, the 
tables estimate fairly accurately the capacity of the larger gradings, slightly 
overestimate the capacity for the medium-sized gradings, and overestimate 
the capacity of some of the smaller gradings by about 20 percent. 

I. INTRODUCTION 

The graded-multiple trunk groups that connect the successive switch­
ing stages of the step-by-step switching system'f are commonly engi­
neered according to a set of tables furnished by American Telephone 
and Telegraph Company.1 Because the tables, which were prepared 
some years ago, are based upon certain approximations and a good 
deal of engineering judgment an.d because the arguments used to 

* It is assumed that the reader is familiar with the step-by-step system. For 
those who are not, a summary of the system is given in Appendix A. 
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justify the tables are not convincing, their validity has been ques­
tioned.t 

Specifically, the tables indicate that the traffic capacity of a graded 
multiple is increased when it is imbedded in the step-by-step system 
and that the increase becomes more significant as the number of 
switches connected to the grading decreases. The common "explana­
tions" for the increase in capacity usually relate in some imprecise 
manner tOo a "finite-source effect." 

Several common incorrect arguments2
-

4 that relate to the capacity 
of the graded multiples in the step-by-step system are summarized in 
Appendix C. It is important to realize the nature of these arguments 
in order to appreciate the uncertainty that has persisted concerning the 
validity of the tables and to view the present study in the proper 
perspective. 

To clarify the issues involved, we examine in detail the flow of 
traffic through the step-by-step system. We demonstrate that the 
capacity of a graded multiple is increased when it is imbedded in the 
step-by-step system and that the increase becomes larger as the num­
ber of switches connected to the grading decreases. We show that the 
increase in capacity results from an "inherent load-balancing"'* caused 
by the way in which the switches and trunks are interconnected rather 
than from a finite-source effect. By a combination of simulation and 
analysis, we conclude that the accuracy of the tables depends upon 
the size of the grading and the number of selectors. 

II. INHERENT LOAD-BALANCING 

In this section, we show qualitatively why the capacity of a graded 
multiple increases when traffic is offered to the graded multiple through 
the line finders and first selectors. 

Two fully equipped line-finder groups and four first-selector half­
shelves are pictured in Fig. 1. For clarity, the line-finder to first­
selector connections are shown only for one line-finder group. The 
graded multiple in Fig. 1 is connected tOo a particular level of the first 
selectors (we refer to the level as "our level"). The graded multiple 
is used by calls directed to our level; calls to other levels and, thus, 
to other destinations use trunk groups that are not shown. 

t There are indications that part of the uncertainty surrounding the tables is 
due to an incomplete knowledge of the mathematical models used to generate 
them. Since this information is not readily available, some of the history of the 
development of the tables is presented in Appendix B. 
* A phrase suggested by E. E. Sellars, American Telephone and Telegraph 

Company. 
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Assume that the five calls indicated by dashed lines in Fig. 1 are 
in progress. Now, suppose that a subscriber served by the top line­
finder group originates a call. Of the 16 idle line finders, only one 
can direct the call into the top selector half-shelf, i.e., the relatively 
congested part of the system. However, there are 15 line finders 
that will direct the call into one of the lower selector half-shelves, i.e., 
the relatively uncongested part of the system. The important point is 
that the call is much more likely to be routed through the relatively 
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free part of the system than through the relatively busy part. The bias 
toward the less occupied selecto.r half-shelves increases as the im­
balance in occupancy increases. Therefore, we have the desirable situa­
tion wherein new arrivals tend to be offered to the less occupied first­
choice subgroups. This results in a more uniform filling of the grading 
and a corresponding reduction in the chance that a call is blocked at 
one first-choice subgroup of the grading when there are idle trunks in 
some other subgroup. That is, the capacity of the grading is increased. 
The term "inherent load-balancing" is used to refer to this effect. 

III. MATHEMATICAL MODELS 

We wish to measure quantitatively the increase in grading capacity 
that results from the inherent load-balancing and to determine the 
validity of the tables. 

3.1 Complete Model 
For the complete model, the step-by-step system is considered in 

detail. Traffic is offered to the graded multiple through the complex 
interactions of the line finders and first selectors. Included in the 
model are all physical characteristics of the switching system deemed 
pertinent to the determination of the capacity of the grading. (These 
characteristics are specified in Appendix A.) The following assump­
tions are made concerning the traffic. 

(i) Each line-finder group is fully equipped (i.e., contains 20 switches) 
and serves 200 subscribers. * Requests for service from each group 
of 200 subscribers are approximated by a Poisson process. The 
separate processes for the several groups are assumed to be inde­
pendent with the same mean. 

(ii) The 200 subscribers served by a line-finder group are divided 
into 10 subgroups of 20 subscribers each. For the ith subgrolip 
of the jth line-finder group, let bi , i denote the number of busy 
subscribers. Given that the next arrival occurs in' the jth line­
finder group, the probability that the next arrival occurs in the 
ith subgroup is 

20 - bi,i 
10 

200 - ~ b· . L....J 1,1 
i-I 

* In practice, the number of working lines is not greater than 194. However, we 
assume 200 lines both because of the resulting numerical convenience and because 
of the negligible effect upon our results. 
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(iii) The line finders operate as described in Section A.2. Calls blocked 
at the line finders are delayed. An important aspect of the complete 
model is that the actual line-finder to first-selector wiring patterns 
are used. Therefore, traffic is distributed over the first selectors 
exactly a,s in the physical system. 

(iv) Arrivals go to our level with probability Pc , i.e., Pc is the propor­
tion of the calls arriving at the first selectors that require a trunk 
in our graded multiple. 

(v) Holding times are independent and identically distributed ac­
cording to a negative-exponential distribution. 

(vi) Calls blocked at the graded multiple leave the system immediately 
and do not return. Calls directed to other levels are never blocked 
and remain in the system for one holding time. 

3.2 A pproximate Model 

The complexity of the complete model arises both from the inter­
actions occurring in the subscriber to line-finder network and from 
the interconnections between line finders and first selectors. To reduce 
complexity (and simulation computing time), an approximate model 
has been developed. In the model, the line finders and the line-finder 
to first-selector interconnections are modeled by assuming that an 
arrival seizes a selector at random from the group of idle first selectors. 

The model is illustrated in Fig. 2. Suppose that the five calls indi­
cated by dashed lines are in progress when a new call arrives. The 
probability that the call is served by a selector in the top half-shelf is 
5/35 whereas the probability that the call is served by a selector in, 
say, the second half-shelf is 10/35. Because the arrival tends to be 
directed to the relatively uncongested part of' the system, the model 
provides a good characterization of the inherent load-balancing. 

The following assumptions are made concerning the traffic in the 
approximate model. 

(i) All subscribers who can originate calls to our grading are con­
sidered as one large group. Requests for service from the group 
of subscribers are approximated by a Poisson process. 

(ii) An arrival has full access to the first selectors and seizes a 
selector at random from the group of idle first selectors. 

(iii) Assumptions (iv) and (v) from the complete model are also 
used here. 

(iv) Calls blocked at the selectors or at the graded multiple leave 
the system immediately and do not return. Calls directed to 
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other levels are never blocked and remain In the system for 
one holding time. 

3.3 I solated Model 

We wish to measure the increase in capacity that results from imbed­
ding a graded multiple in the step-by-step system. Thus it is necessary 
to determine the capacity of the graded multiple when all traffic effects 
that arise because of the line finders and first selectors are ignored. 
This is called the isolated model. The load-loss relations for the isolated 
model can be computed by means of the equivalent-random method. 5 

The following assumptions are made concerning the traffic. 
(i) Calls arrive at the grading according to a Poisson process. 

(ii) Arrivals are uniformly distributed over the first-choice sub­
groups. 
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(iii) Calls blocked at the graded multiple leave the system Im­
mediately and do not return. 

(iv) Holding times are independent and identically distributed 
according to a negative-exponential distribution. 

IV. NUMERICAL RESULTS AND EVALUATION OF TABLES 

It is difficult to analyze a graded multiple even without the complexity 
of the step-by-step system. The approximations most often employed 
(such as the equivalent-random method 5) are not directly applicable 
when the inherent load-balancing affects the capacity of the grading. 
Thus, two random-walk simulations were constructed, one using the 
complete model and one using the approximate model. 

Considerable effort was devoted to determining the number of calls 
that should be processed at various loads to achieve a reasonably 
homogeneous coefficient of variation for the blocking probability. By 
a detailed statistical analysis of the simulation results, it was shown 
that, for a load a, the desired homogeneity is obtained by processing 
1500/[Pl B(a)] calls where B(a) is the blocking probability. The resulting 
coefficient of variation fell in the range of four to five percent. Since 
the number of calls processed (and, thus, the computing time) increases 
rapidly as Pl becomes small, our results are for Pl ~ 0.5. 

Because the computing time is sensitive to Pl , it would be desirable 
to show that meaningful results can be obtained when the multilevel 
aspects of the selectors are ignored, i.e., Pl = 1. In particular, it would 
be very useful if satisfactory estimates of blocking could be obtained 
from the approximate model with Pl = 1. This idea was tried success­
fully; the details are given in Section 4.1. 

One purpose of this study is to determine the effect of the number 
of selectors connected to a graded multiple. Thus, two extreme situa­
tions are considered: the maximum and minimum number of selectors 
used with each grading. The maximum is always 320 selectors. The 
minimum is determined by the requirement that there be at least ten 
selectors for each first-choice subgroup. 

For the graded multiples considered below, the tables in Ref. 1 were 
consulted to obtain the load-loss relations presently in use. The load­
loss relations for the isolated model were obtained from the resultR 
in Ref. 6. 

4.1 Comparison of the Complete and Approximate Models 

The models are compared for both a small and a large graded multiple. 
In Figs. 3 and 4, results are presented for a 25-trunk and 45-trunk 
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graded multiple. Let us begin by describing how the four curves for 40 
selectors in Fig. 3 (indicated by dashed lines) were obtained from the 
complete and approximate models: subsequently we shall comment 
on the significance of the curves. The top two curves, labeled Pl = 1, 
were generated by letting P l = 1 in both the complete model and the 
approximate model. The next dashed curve was obtained by using the 
complete model when the load offered to the switching system was 
held constant at 983 CCS (27.3 erlangs) and the load offered to the 
grading was varied by changing p/ (six to seven percent of the calls 
were delayed at the line finders). A similar curve was obtained using 

* Changing the load to the grading by varying PI keeps the load (and the blocking) 
approximately constant at the line finders. This seems to be the most realistic way 
to generate load-loss relations for the gradings. 
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the approximate model but, because the curve fell ever so slightly to 
the right of the Pl = 1 curve, it is not shown. 

The bottom curve was also obtained by holding the load offered to 
the system constant at 983 CCS. However, in this case the complete 
model was modified so that the line finders operated on a blocked­
calls-cleared basis; i.e., if all line finders in a line-finder group are busy 
when a call arrives at the group, the blocked call is immediately cleared 
(about two percent of the calls were blocked at the line finders). The 
system actually would operate between the latter two curves because, 
although blocked calls are delayed, defections can occur. 

Consider the cause of the disparity in the curves. Because there are 
ten selectors per first-choice subgroup, no calls can be blocked at the 
line finders when P l = 1. Therefore, the only difference in the models 
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is the representation of the inherent load-balancing, i.e., in complete 
detail versus our approximation. The capacity predicted by the approxi­
mate model is about 2.5 percent less than the capacity obtained from 
the complete model. We conclude that, in this case, the approximate 
model is a good characterization of the inherent load-balancing and 
provides a useful upper bound for the load-loss relation. 

Recall that, in the approximate model, arrivals have full access to 
the 40 selectors. In the complete model, requests for service are directed 
to one of the two line-finder groups, thereby providing only partial 
access. It follows that, when PI < 1, the traffic offered to the grading 
is somewhat smoother in the complete model than in the approximate 
model. The difference in smoothing appears to be the reason the complete 
model deviates from the PI = 1 curve when P l < 1 whereas the approxi­
mate model is relatively insensitive to changes in Pe • 

Furthermore, the two curves for constant input-load differ because 
blocked calls receive different treatment in the blocked-calIs-cleared 
characterization of the line finders than in the blocked-calIs-delayed 
operation. However, in both cases of constant input-load, the blocking 
at the line finders is somewhat higher than Bell System design and the 
deviation from the PI = 1 curve is, therefore, somewhat exaggerated. 

For 320 selectors, observe that the complete and approximate models 
give almost identical results for PI = 1. It is expensive to evaluate 
completely the effects of smoothing because, in order to achieve signif­
icant smoothing at the line finders, PI must be small. One test was run 
with an input load to the switching system of 5500 CCS and PI = 0.12 
(only 0.3 percent of the calls were delayed at the line finders). In this 
case, the smoothing did not change the blocking probability from the 
PI = 1 case. 

In Fig. 4, the models are compared for 80 and 320 selectors connected 
to a 45-trunk grading. As above, the approximate model underestimates 
the capacity by about 2.5 percent for 80 selectors but, for 320 selectors, 
the two models are in good agreement. 

We conclude that the approximate model provides a good charac­
terization of the inherent load-balancing. For the minimum number 
of selectors, the approximate model underestimates the single-hour 
capacity by about 2.5 percent but, for larger numbers of selectors, it 
is in almost exact agreement with the complete model. When the 
originating traffic is smoothed somewhat by the line finders, the approxi­
mate model predicts blocking probabilities that are slightly higher 
than those obtained with the complete model. Thus, for the range of 
blocking at the line finders encountered in Bell System designs, the 
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approximate model with p, = 1 furnishes a reasonable upper bound 
for the load-loss relations. Consequently, we feel secure in using the 
approximate model for testing the other cases of interest. 

4.2 Results and Evaluation of Tables 

The validity of the tables is determined in this section. The approach 
is to begin with the small trunk groups and progress to the larger graded 
multiples. In Appendix D we present analytical results which provide 
useful relations between several of the system parameters. The results 
are obtained for the approximate model with p~ = 1 under the assump­
tion that the graded-multiple gain is independent of the gain due to 
the inherent load-balancing. 

Using the results of Section II, we see that the inherent load­
balancing occurs only when a trunk group has at least two first-choice 
subgroups: the line-finder to first-selector interconnections do not 
enhance capacity in step-by-step trunk groups of sizes one through 
ten trunks (analytical justification for this result is provided in Ap­
pendix D). The tables agree with this point for nine or fewer trunks 
(where standard Poisson" capacities are used) but not for the case of 
ten trunks. For ten trunks, the tables underestimate single-hour 
capacity by as much as ten percent for 320 selectors, are fairly 
accurate for 40 selectors, but, for 20 selectors, overestimate single­
hour capacity by varying amounts ranging from seven percent at 
three percent blocking to 22 percent at 0.1 percent blocking. 

Next, consider the smaller gradings with two first-choice subgroups, 
i.e., 11 through 19 trunks. The results in Appendix D imply that the 
capacity of a graded multiple of N trunks is bounded above by the 
capacity of a full-access group of N trunks having Poisson input. How­
ever, for 20 selectors, the tables show a capacity that, to varying de­
grees, exceeds the capacity of the corresponding full-access groups: 
the discrepancy is greatest for 11 trunks and decreases with increasing 
trunk-size until, for 19 trunks, the tables show a capacity that is very 
close to the capacity of the 19-trunk full-access group. 

Figures 5 and 6 give results for gradings of 11 and 19 trunks, respec­
tively. In each figure, the load-loss relation for the isolated viewpoint 
and the Erlang-B load-loss curve represent upper and lower bounds, 

* R. 1. Wilkinson7 has shown that the blocked-calIs-cleared assumption (i.e., 
the Erlang-B load-loss relation) gives good estimates of single-hour losses for 
full-access trunk groups. However, when typical day-to-day variations are in­
cluded, the increased average loss is better approximated by the blocked-calls­
held assumption (i.e., the Poisson load-loss relations). 
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respectively, for the actual load-loss relations. Because these bounds 
are close for 11 trunks, there can be little inherent load-balancing. 
The tables underestimate by about ten percent the single-hour 
capacity of the II-trunk grading for 320 selectors, are nearly correct 
for 40 selectors, but overestimate by about 20 percent the single-hour 
capacity for 20 selectors. The results in Fig. 6 for the 19-trunk grading 
indicate that the tables are accurate for 20 selectors (this 19-trunk 
grading is only used with 20 selectors). 

Now, consider some representative larger gradings. Results for 19-
trunk and 25-trunk gradings each with four first-choice subgroups 
are given in Figs. 7 and 3, respectively. Similarly, results for 37-trunk 
and 45-trunk gradings each with eight first-choice subgroups are shown 
in Figs. 8 and 4, respectively. In each case, the tables are fairly close 
to the simulation results for the minimum number of selectors but, 
to varying degrees, are conservative for the 320-selector case. These 
comparisons are made on the basis of single-hour capacity. 

Because the inherent load-balancing increases as the number of 
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first-choice subgroups increases, one might expect the capacity of 
gradings with 12 subgroups to be considerably higher than the tables 
indicate. To check this point, a grading of 45 trunks having 12 first­
choice subgroups was tested (see Fig. 9). The grading is used with 
either 120 or 240 selectors. The simulation results indicate that the 
tables do underestimate capacity by about ten percent. 

Because "grade of service" for the gradings in the step-by-step sys­
tem means average service in the busy-season busy hours, the tables 
are generally used in situations where the effects of day-to-day 
variations are included. From Ref. 7 we observe that the effects of day­
to-day variations cause a decrease in capacity of approximately seven 
percent. Consequently, from the above remarks concerning the single­
hour capacities of the gradings, it follows that the accuracy of the 
tables for engineering in the presence of day-to-day variations also 
depends upon the size of the gradings and the number of selectors. 
Specifically, we find that the tables are fairly accurate when the 
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gradings are used with the large selector groups. For the minimum 
number of selectors, the tables estimate fairly accurately the capacity 
of the larger gradings, slightly overestimate the capacity of the 
medium-sized gradings, and overestimate the capacity of some of the 
smaller gradings by about 20 percent. The tables are correct for trunk 
groups of one through nine trunks but, for ten trunks, they incor­
rectly indicate that the capacity varies with the number of selectors 
connected to the trunk group. 

We conclude that the capacity of a step-by-step graded multiple 
does increase as the number of selectors connected to the grading 
decreases. The reason seems to be that, with fewer selectors, an imbal­
ance in the loading of the grading results in a larger probability that 
a new arrival is directed to the relatively idle areas of the grading. 
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The simulations also indicate that the inherent load-balancing is 
more pronounced in the larger gradings having many first-choice 
subgroups. Analytical results in Appendix D imply that the inherent 
load-balancing does increase as the number of first-choice subgroups 
increases, provided the number of selectors per subgroup is held 
constant. The tables reflect this phenomenon too. 

Notice that the simulations imply that the inherent load-balancing 
is more pronounced in the 45-trunk grading than the 37-trunk mul­
tiple even though both gradings have eight first-choice subgroups. 
In Appendix D, it is also shown that for a fixed number of first-choice 
subgroups and selectors, the inherent load-balancing increases as the 
number of trunks in these subgroups increases. Since the 37-trunk 
grading effectively has fewer trunks in the first-choice subgroups, the 
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simulation results are consistent. The tables also agree with this 
conclusion. 

V. CONCLUSIONS 

We have shown that the capacity of a graded multiple is increased 
when it is imbedded in the step-by-step system. The increase occurs 
because of the inherent load-balancing that arises from the intercon­
nections between subscribers, line finders, and first selectors. Further­
more, the increase becomes larger as the number of selectors connected 
to the grading decreases. 

The accuracy of the tables depends upon the size of the gradings and 
the number of selectors. Specifically, we find that, when used for 
engineering in the presence of day-to-day variations, the tables are 
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reasonably accurate when the gradings are used with the large selector 
groups. For the minimum number of selectors, the tables estimate 
fairly accurately the capacity of larger gradings, slightly overestimate 
the capacity of the medium-sized gradings, and overestimate the 
capacity of some of the smaller gradings by about 20 percent. The 
tables are correct for trunk groups of one through nine trunks but, for 
ten trunks, they incorrectly indicate that the capacity varies with the 
number of selectors connected to the trunk group. 

Revised tables incorporating the improvements achievable by the 
methods described herein are being generated. The revised tables con­
sist of two sections, one for single-hour engineering and one which 
includes the effects of day-to-day variations. The second section is of 
particular importance because "grade of service" for the graded 
multiples in the step-by-step system means average service in the 
busy-season busy hours. 

This study considered the graded multiples that are connected to 
the first stage of selectors. However, the connections between selector 
stages are arranged so that there is also inherent load-balancing for 
the gradings which appear at subsequent stages. Consequently, if the 
smoothing effect of the preceding selector stages is negligible, the re­
sults presented herein are also valid for graded multiples at all stages 
in the distribution network. Thus, our results furnish upper bounds 
for the blocking on subsequent stages. 
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APPENDIX A 

Traffic Flow in the Step-by-Step Switching System 

We give a summary of the operation of the step-by-step switching 
system. An attempt is made to show how the physical design of the 
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switching system influences traffic flow. Because the size and layout 
of a step-by-step system can vary, we describe one particular con­
figuration to illustrate the necessary points. The material in this 
appendix has been gathered from many sources. A large portion has 
been obtained from Refs. 3 and 8 and is presented without further 
specific reference. 

A.I General Summary 

The step-by-step switch is used in three different modes, as: a line 
finder, a selector, and a connector. Each subscriber line appears on 
the terminal bank of several line finders. The exact number of line 
finders is determined by traffic considerations. When the calling party 
goes off-hook, one of the line finders serving the subscriber is chosen to 
hunt for and find the requesting line. * Each line finder is permanently 
connected to a first selector.t Thus, when the line finder locates the 
requesting line, the system is ready to receive the first dialed digit and 
dial tone is returned. 

In response to the first digit, the first selector steps vertically to the 
appropriate level and then hunts horizontally across the terminals on 
the level for an idle trunk to the second selector stage. Upon locating 
an idle trunk, the first selector stops. The subscriber is thereby con­
nected to a second selector through the line finder, the first selector, 
and the trunk from the first selector to the second selector. The 
second digit, which determines the movement of the second selector, 
can now be supplied by the subscriber. The remaining selector stages 
operate similarly with each selector switch controlled by a different 
digit. 

After passing through the required number of selectors,t the call 
reaches the connector switch. The next to the last digit causes the 
connector to step vertically to the appropriate level and the last digit 
causes the connector to move horizontally across the level to the 
appropriate terminal. If the line is free, ringing current is applied. If 
the line is busy, busy tone is returned. During the establishment of 
a connection, it is possible that a selector may find all available 
trunks busy. When this occurs, the selector returns the reorder tone. 

* In Section A.2, we specify which line finder is chosen. 
t This applies to a basic step-by-step system not equipped with Touch-Tone® 

service or common control. 
:j: Because seven digits are the standard number dialed and because such a 

large selection is frequently not required, some of the digits are not needed to 
complete the call. The step-by-step system can perform "digit absorption." Thus, 
the number of selector stages is variable and is determined by local considera­
tions. 
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A.2 Line Finders 
In the more recent step-by-step offices, 200-point line-finder switches'~ 

are used. Hence, the subscriber lines are divided into groups of 200 
lines. t Each group of lines is served by a group of at most 20 line 
finders.+ 

For a line finder to have access to 200 subscriber lines, each of the 
100 switch positions serves two lines. A relay circuit associated with 
the line finder determines which subscriber line is calling. The 200 
lines are divided into ten groups of 20 subscribers and are arranged 
on the switch banks in a slipped multiple, as shown in Fig. 10. In 
Fig. 10, each rectangle represents a group of 20 subscriber-lines. For 
example, the particular group of 20 lines represented by the shaded 
rectangle appears on level 5 of switch 1, level 4 of switch 2, ... , 
level 1 of switch 5, level 10 of switch 6, ... , and level 6 of switch 20. 
Thus, each group of 20 subscriber lines will terminate on the first level 
of two switches, the second level of two switches, ... , and the tenth 
level of two switches. In order to minimize hunting time, the line 
finder chosen to service a request is the available line finder with the 
requesting line on the lowest level. Because each subscriber line ap­
pears on two line finders for each level, a priority is established to 
determine which of the two line finders is used first. In some systems, 
the preferred line finder is that with the lowest number; in other 
systems, the preference alternates on successive calls. 

For our study, we model the selection rules for the line finders as 
follows. The 200 subscribers served by a line-finder group are sub­
divided into ten groups of 20 subscribers. For each subgroup, first­
and second-choice line finders are specified as shown in Fig. 11 (here, 
the line finder with the lowest number is used first). For example, the 
subgroup indicated by an asterisk in Fig. 11 uses line finder 5 as 
the first choice and line finder 15 as the second choice. If line finders 
5 and 15 are both busy, the system then searches for an idle line 
finder in the order 4, 14, 3, 13, 2, 12, ... , 6, 16. 

When all line finders are busy and new requests for service arrive, 
the system acts as a delay system with defections; i.e., the requests 

* We restrict our attention to 200-point line finders, although 100-point line 
finders are used in some offices. 

t Although 200-point line finders can serve 200 lines, in practice the number 
of working lines is not greater than 194. However, we assume that the sub­
scribers are divided into groups of 200 both because of the resulting numerical 
convenience and because the assumption has a negligible effect upon our results. 

:I: For minor classes of lines with high calling rates, it is possible to use a line­
finder group of 30 switches. 
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Jom a queue and wait as long as necessary for dial tone unless the 
subscriber tires of waiting and hangs up. (For our study, we assume 
that there are no defections and no retrials.) 

The order of service for requests in the queue is rather interesting. 
The queue is a backlog of requests for line finders to hunt for the 
requesting lines. Thus, when a line finder becomes free, it will immedi­
ately begin to hunt. The requesting line that is served is the one that 
appears lowest on the terminal bank of the hunting line finder. 

A.3 First Selectors 
The selector switches are mounted on frames with a capacity of 

320 switches and are arranged on shelves with a capacity of 20 selec­
tors per shelf. Each shelf is divided into two half-shelves of ten 
switches each. The corresponding terminals of all selectors on a half­
shelf are permanently multipled together. It would be possible to pro­
vide a small independent trunk-group from each level of each half­
shelf of first selectors to the appropriate second-selector switches. 
However, it is more efficient to arrange trunks in a graded multiple 
than in small independent trunk-groups.9 Accordingly, the first selec­
tors for a particular class of service are divided into groups of 20, 40, 
60, 80, 120, 160, 240 or 320 switches depending upon the traffic and 
the number of switches in the class. On each level, the trunks from a 
group of first selectors to the second selector stage are arranged in a 
graded multiple. The graded multiple used on a particular level is 
determined by the amount of traffic directed to the level. 

If a call is offered to a graded multiple and an idle trunk is not 
available, the reorder tone is returned. Thus, calls blocked at the 
graded multiples are cleared. Although there is actually a six- to 
ten-second delay, we assume that blocked calls are cleared immedi­
ately. 

A.4 Line-Finder to First-Selector Interconnections 
Each line finder is permanently connected to a unique first selector. 

In order to distribute the traffic evenly over the first selector stage, the 
links from the line finders are distributed over the first selectors in 
fixed patterns. The patterns attempt to connect a set of line-finder 
groups to a set of first-selector half-shelves such that the traffic from 
a line-finder group is uniformly distributed over a number of selector 
shelves. 

Two fully equipped line-finder groups and four first-selector half­
shelves are shown in Fig. 1. For clarity, the line-finder to first-selector 
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connection pattern is shown only for one line-finder group. In Sec­
tions III and IV, we show that the patterns and the selection rules 
for the line finders are extremely important in establishing the traffic 
capacity of the graded multiples that connect the first selectors to 
the second selectors. 

APPENDIX B 

History of the Development of the Tables 

The early step-by-step systems did not use graded multiples. Con­
sequently, corresponding analysis of trunk capacity concerned itself 
only with a consideration of the effect of the switching apparatus 
located at the input of a trunk group. Since the selectors only had ten 
terminals, large trunk groups were split into smaller subgroups not 
exceeding ten trunks each. The original mathematical efforts on this 
problem were carried out by E. C. Molina1o,11 in the early twenties. 
His results are known as the splits-in-the-multiple theory. 

The original step-by-step systems used a primary-secondary switch­
ing arrangement instead of line-finder groups. Molina was aware of 
the importance of the various switch interconnections. However, it ap­
pears that he may not have been quite certain of their actual effect 
since he presented three different mathematical models for the engi­
neers to consider. After the construction of load-loss relations for each 
of the three models, it was decided empirically that the (calls dis­
tributed) collectively-at-random model was most appropriate. 

The principal feature of the collectively-at-random model is that 
the busy selectors are distributed over the group of all selectors ac­
cording to a hypergeometric distribution. More precisely, assume that 
the outgoing trunk group is split into 9 groups of c trunks which are 
connected to s selectors; that is, there are cg trunks and sg selectors. 
Now, let M denote the (random) number of busy selectors in the first 
subgroup, and N the number in the remaining (g - 1) c subgroups. 
Then, the collectively-at-random model assumes that 

P{M = m, N = n 1M + N = m + n} 

(~)((g ~ l)S) 

(m ~n) 
Some time later (in 1941), Wilkinson observed that the load-loss 

relations furnished by the splits-in-the-multiple theory were well ap-
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proximated by the relations resulting from the assumption that the 
selectors were independent traffic sources. That is, for engineering pur­
poses, the step-by-step system could be viewed as a system with finite­
source input, the number of sources being taken as the number of 
selectors. Thus, the increase in trunk capacity (due to the primary­
secondary to selector interconnections and explained by the splits-in­
the-multiple theory) came to be known as the finite-source effect. 
(This terminology may have caused some of the confusion cited in 
the Introduction and Appendix C.) 

Graded multiples were placed in use in step-by-step systems dur­
ing the late twenties. The original step-by-step gradings used a maxi­
mum of 19 trunks. This number was increased to 37 in 1941, and to 
the present level of 45 in 1949. 

A mathematical basis for engineering graded multiples was furnished 
by Molina some time around 1925. His graded-multiple work is still 
referred to as the no-holes-in-the-multiple theory. The name arises 
from the assumption that calls on common trunks are transferred to 
individuals as soon as an individual trunk becomes idle. Since such a 
grading would have a higher capacity than is actually achievable, 
Molina suggested using only one-half the predicted increase in capac­
ity (over a full-access 10-trunk group). In 1927, a data analysis of 
gradings in a panel system indicated that one-half gain was a little 
low/ but the difference was not great enough to cause much concern. 
In 1931, Wilkinson9 published a set of engineering curves (which he 
called hump-back curves) giving the increase in capacity for several 
classes of simple graded-multiples. These curves became the basis for 
engineering graded multiples in the Bell System. 

It appears that the original step-by-step selector-multiple tables 
were constructed in 1925 by P. P. Coggins and J. R. Ferguson of the 
AT&T Company. These tables (for gradings up to 19 trunks) used 
the splits-in-the-multiple theory to estimate the increase in capacity 
due to primary-secondary interconnections. A graded-multiple gain 
was obtained from "Graded Random 'B' " curves developed by Fergu­
son in 1924. The results were then combined to give a total gain in 
capacity over a full-access ten-trunk group having Poisson input. 

When the size of the gradings was increased to 37 (in 1941), Wilkin­
son's half-gain hump-back curves were used to obtain the graded­
multiple gain. At this time, a "finite-source gain" was estimated by 
curves which were apparently constructed from a combination of 
splits-in-the-multiple theory, binomial capacity and some smoothing 
"based on engineering judgment." 
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Although one can raise several objections to the preceding approach, 
the results were reasonably good. Moreover, the material in Section IV 
indicates that the original work is still fairly good for trunk engineer­
ing in present step-by -step systems, even though line finders are now 
used in place of a primary-secondary switching system. The results 
in Appendix D show that the main reason the original work is still 
adequate can be traced to the fact that assumption two in the approxi­
mate model (Section 3.2) is implicitly accounted for in Molina's col­
lectively -at-random model. 

APPENDIX C 

Common Incorrect Arguments 

We present several common arguments that supposedly explain the 
capacities of the graded multiples in step-by-step systems. 

C.l Finite-Source Effect 
From the finite-source effect viewpoint, the increase in the capacity 

of a grading is attributed to the finite number of selectors located be­
fore the trunk group. Since originating traffic must pass through the 
selectors prior to reaching a trunk group, it is reasoned that the traffic 
to the group will be similar to that from a finite number of independent 
traffic-sources. 

Below, we give two statements of the argument based on the finite­
source effect. The first is taken from Ref. 2, page 15; the second, from 
Ref. 3 (in slightly modified form). 

(i) Limited source is the constrictive effect of forcing traffic to 
enter a trunk group through a limited number of sources, in 
our case, selectors. The maximum effect of limited sources is 
illustrated where 10 selectors have access to 10 trunks. No 
matter how much traffic is offered, the trunks themselves cannot 
be the cause of any blocking; and their capacity is not 149 CCS 
(for P.01 grade-of-service using blocked-calls-held assumption) 
but 360 CCS, which represents 100-percent usage of each trunk. 
If 11 selectors have access to these 10 trunks, this maximum 
trunk capacity would no longer be obtained since, with 10 calls 
in progress through the system, the eleventh selector may offer 
a call resulting in a blockage. However, only one of the 11 selec­
tors can produce this condition at anyone time, hence, the 
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capacity, though not 360, is still much greater than 149. And so 
as we increase the number of selectors to exceed the number of 
trunks more and more, the capacity of the group of 10 trunks 
approaches more closely the basic unlimited source capacity 
of 149 CCS. 

(ii) It will be found that 10 trunks with varying numbers of selectors 
feeding traffic thereto will carry traffic as follows: 320 selectors 
on 10 trunks, 149 CCS; "'; 40 selectors on 10 trunks, 164 CCS. 
The apparent increase in capacity as the number of selectors 
(traffic sources) is reduced is the gain that results from the 
"limited source" effect. That is, as each trunk becomes busy, 
the remaining sources are reduced by one, reducing to this 
extent the probability of all remaining trunks becoming busy. 

There is considerable dissent about the accuracy of these statements. 
The most common counter-argument claims that the traffic offered to 
the trunk group does not decrease gradually as the selectors become 
busy but is concentrated through the idle selectors, i.e., the entire load 
is shifted to the idle selectors. As a result, the traffic capacity of the 
trunk group does not decrease gradually as the number of selectors in­
creases from ten. Instead, the capacity should change drastically as 
one goes from ten to eleven selectors and, thereafter, remain approxi­
mately constant as the number of selectors increases from eleven. Of 
course, one is free to speculate how the finite-source effect argument 
might apply to a graded multiple. 

Notice that both the argument and the counter-argument (and all 
variations on these themes) differ substantially from the correct view­
point based on inherent load-balancing (as described in Section II). 
Also, the arguments are very imprecisely stated and can vary con­
siderably depending on how the missing details are chosen. The un­
derlying models bear little resemblance to the step-by-step system 
and, thus, one cannot point to a few specific defects. 

C.2 The Effect of Clipping 
Now, we present the arguments of those who believe the finite­

source effect to be negligible. Consider a graded multiple on a partic­
ular selector-level. The arrivals to the grading come from half-shelves 
of selectors. Assuming that calls for the entire system arrive according 
to a Poisson process,* one might assume that the arrivals from a half-

* Only high-usage gradings (first-choice routes) are considered in this study. 
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shelf of selectors also constitute a Poisson process until all the selec­
tors in the half -shelf become busy (due to calls on the several levels), 
at which time no new arrivals can occur. That is, clipping takes place, 
leading to the term "clipped Poisson process." 

R. R. Mina4 has examined the effect of clipping. Specifically, he 
considered the following situation: 

(i) Exactly one selector half-shelf (ten selectors) is connected to 
each first-choice subgroup. 

(ii) Calls arrive at each selector half-shelf according to a Poisson 
process. The several processes are independent with the same 
mean. 

(iii) All arrivals go to the level under consideration (i.e., the multi­
level aspect of the system is ignored). 

(iv) Holding times are independent and identically distributed 
according to a negative-exponential distribution. 

Using this model, Mina has shown (using a simUlation) that grad­
ing capacity is not significantly enhanced by the clipping. Because 
Mina believes that his model adequately represents the step-by-step 
system, he further asserts [Ref. 4, page 12] : 

This simulation shows that the effect of the limitation of the num­
ber of input switches is insignificant and that the increase in the 
traffic carrying capacity of graded trunk tables used in the U.S.A. 
is not realistic. 

Furthermore, the structure of the AT&T tables suggests that small 
gradings, since they can be formed with fewer groups, are more ef­
ficient than larger gradings. This is obviously not true as it is ap­
parent that large gradings are more efficient than small gradings. 

Also [Ref. 4, page 24] , 

The principle of limited sources, on which the AT&T tables are 
based, is not realistic and underestimates the quantity of trunks. 

Mina's comments would be valid if the input to a grading were ade-
quately approximated by a clipped Poisson process. However, such a 
model overlooks a significant aspect of step-by-step systems: the in­
herent load-balancing that results from the subscriber to line-finder 
network and the interconnection of line finders and first selectors 
[see Section II]. 
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APPENDIX D 

Inherent Load-Balancing 

The purpose of this appendix is to relate Molina's collectively-at­
random model1o 

,11 to the approximate model with p l = 1 presented in 
Section 3.2. To accomplish this task, the graded-multiple gain is assumed 
to be independent of the inherent load-balancing. We model the system 
as follows: 

A service system S has C1 + ... + Cg servers separated into 9 inde­
pendent groups G1 , ••• , Gg • The group Gi contains Ci servers, and 
associated with Gi is a switch-group Si containing Si switches, Si ~ 

Ci : a switch in Si is allotted to each customer being served in Gi • 

Customers arrive at S according to a Poisson process with intensity 
a. If ni denotes the number of busy servers in Gi , i = 1, ... , g, at 
an arrival epoch, the customer is sent to Gk with probability 

(Sl + ... + Sg) - (n1 + ... + n g) , 
k = 1, ... , g. 

If a customer arrives to find all positions occupied in all switch­
groups, he leaves the system and does not return. If a customer is 
directed to G i when at least one of the Ci servers is available, a server 
is selected and service commences immediately. An arrival occurring 
when all Ci servers are busy leaves the system and does not return. 

All service times are assumed to be independent and identically 
distributed according to a negative-exponential distribution having 
unit mean. 

In order to gain some insight into the problem, the case 9 = 2 is 
examined first. Assume that the system is in statistical equilibrium, 
let N i denote the number of busy servers in G i at an arbitrary instant, 
and define 

p(n1 ,n2) = P{N1 = n1 , N2 = n2}' 

The following relations determine p. For 0 ~ ni ~ Ci - 1, 

(a + n1 + n2)p(n1 ,n2) 
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(2) 

An expression similar to (2) can be written for 0 ~ n2 ~ C2 - 1. Finally, 
for n1 = C1 , n2 = C2 , 

(3) 

Moreover, 

(4) 

Equations (1) through (3) can be solved by using the definition of 
conditional probability to write 

p(nl , n 2) 

= P {N 1 = nl , N 2 = n2 I N 1 + N 2 = nl + n2} 

·P{NI + N2 = n 1 + n 2 }. 

Now, taking note of the way the arrivals are distributed over G1 and 
G2 , one might guess that 

(5) 

and try 
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where k is an appropriate constant. Direct substitution shows that 

(6) 

satisfies equations (1) through (3). Equations (4) and (6) can be used 
to determine p(O, 0). Since a solution to equations (1) through (4) 
is unique, the system state probabilities are determined. It is interesting 
that the distribution (6) can be viewed as a modification of a product 
of two Engset distributions kJ::)an

., i = 1, 2. 
If necessary, these state probabilities can be generated numerically 

from the relations 

and 

which follow from (6). 
The call congestion is given by 

(7) 

Perhaps the most important aspect of this model is the appearance 
of the hypergeometric distribution shown in equation (5). As noted in 
Appendix B, Molina's collectively-at-random model was characterized 
by this distribution. Consequently, it is no longer surprising that the 
tables (based on Molina's model) adequately reflect the inherent load­
balancing in most of those cases tested. 

There are two limiting cases of interest; namely, 8f. ~ 00 and 8i ~ Ci' 

Setting 81 = 82 = 8 yields (Sf. - 'n£)/ (S1 + S2 - n1 - n2) ~ 1/2 as 8 

~ 00. Hence, when the number 8 of selectors is very large, the system 
operates as two independent systems with Ci servers and Poisson input 
of intensity a/2. 

Equation (7) shows that there is no blockage at either service area 
when Si = Ci , i = 1, 2 (since all blockage takes place at the switch 
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groups). However, the actual capacity of the system s (consisting of 
switch groups and servers) is identical to that obtained from a full-access 
group of Cl + C2 servers. 

Thus, when the number Si of switching positions (selectors) exceeds 
Ci, the capacity of the system is bounded above by that of a full-access 
group of Cl + C2 servers, and below by that of two independent groups 
of Cl and C2 servers respectively; that is the system capacity increases 
as the number of switches decreases. 

The preceding results can be extended in a straightforward fashion 
to any number 9 of service groups. Letting Ni denote the number of 
busy servers in Gi , i = 1, "', g, it can be shown that 

p(nJ , . .. ,no) = P {N i = ni , i = 1, ... , g} 

(n
S1,) (nSOg) an1 +"'+ ng 

)( + + )I
P(O, ... ,0). + So n 1 •• • n g • 

+n" 
The system capacity is bounded below by the capacity of 9 independ­
ent groups G1 , ••• , Gg of servers having Cl, ••• , Cg servers, respec­
tively, and is bounded above by the capacity of a full-access group of 
Cl + ... + Cg servers. 

Applying this last result to the step-by-step graded multiples, it 
follows that the inherent load-balancing is more pronounced in the 
graded multiples with the larger number of first-choice subgroups. 
Also, for gradings with a fixed number (at least two) of first-choice 
subgroups, the inherent load-balancing increases as the numbers of 
trunks in these subgroups increase. (It is evident that there is no 
inherent load-balancing in full-access trunk groups.) These phenomena 
were observed in the simulations described in Section IV. 

It is not particularly difficult to extend the model treated above to 
include the multilevel aspects of the step-by-step selectors. However, 
there is no indication that such results would furnish additional in­
sight into the problem. 
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New Results on Avalanche Multiplication 
Statistics with Applications to 

Optical Detection 

By S. D. PERSONICK 
(Manuscript received July 21, 1970) 

In this paper, we derive statistics of the random gain of two types of 
avalanche diode optical detectors. A simple optical binary receiver which 
could employ these devices is analyzed. In particular, we determine the 
moment generating function of the random gain probability density for 
a diode with equal hole and electron collision probabilities and for a diode 
with unilateral gain. For the unilateral gain case, we invert the moment 
generating function to obtain the probability density which turns out to 
be a shifted Bose Einstein density. Using the Chernoff bound, we analyze 
the performance of a simple binary receiver using the above devices. In 
addition, we exactly analyze a receiver with a deterministic gain device. 
We upper bound the degradation incurred from the use of a random gain 
rather than a deterministic gain. For the devices above, the degradation 
can be as small as a dB or less in certain ranges of parameter values dis­
cussed in the text. 

1. INTRODUCTION 

Practical optical direct detection receivers can employ detectors 
with internal gain (more than one output electron on the average per 
optically or thermally generated primary electron) to overcome ther­
mal noise in amplifying stages following the detector. Since the gain 
is a random variable, its statistics affect the system performance. In 
certain systems (e.g., linear analog intensity modulation with linear 
processing and a mean square error risk criterion) it is sufficient to 
know the mean and variance of the random gain to determine per­
formance. Various authors1

,2 have calculated those statistics for a 
variety of avalanche multiplier models. In digital systems with a prob­
ability of error risk,one needs to know the probability density of the 
gain to evaluate performance. 

167 
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Up to now, little work has been published on these statistics.* In 
this paper, we derive the moment generating function (and in one 
case the density) of the multiplication statistics for two special cases 
of avalanche diode detectors. We apply results to performance evalua­
tion for a simple binary optical receiver. 

II. A REVIEW OF THE AVALANCHE MULTIPLICATION PROCESS 

To understand the results which follow, we briefly review some re­
sults which have appeared in the literature. 

We can model an avalanche diode as follows.1 Incident light or 
thermal agitation causes the generation of a hole-electron pair in a 
portion of the semiconductor bulk of the device. An electric field across 
this bulk not necessarily uniform in strength causes the carriers to 
drift in appropriate directions. In certain regions of the bulk where 
the field is sufficiently high, carriers of one type or the other pick up 
enough energy to suffer ionizing collisions which result in the gen­
eration of additional hole-electron pairs. Each of these secondaries 
may of course generate additional secondaries. We wish to find some 
statistics of the total number of secondaries that result from a given 
primary (initially generated) pair. 

To solve this problem, we must pick the right bookkeeping scheme. 
That is, after making more detailed assumptions about the above 
process, we must find a scheme which will lead to an algebraically 
tractable way of keeping track of all of the secondaries. We shall solve 
for some important statistics of two particular types of a,valanche 
multipliers in the next section. 

First, for both of these types, we shall make the following assump­
tion. We require that the field strength and bulk characteristics be 
such that with high probability the interval (in time or distance as 
you wish) between ionizing collisions of a given carrier is sufficiently 
large that previous collisions do not appreciably affect the statistics 
of a current collision. That is, we assume that we can model all 
ionizing collisions of a given carrier on its way through the high field 
region of the bulk as independent. We shall assume that each carrier 
type (hole and electron) has an associated probability per unit length 
of suffering an ionizing collision. These probabilities may be functions 
of position if the field in the bulk is not uniform. As a result, the 

* To the best of the author's knowledge, the only other results on the com­
plete statistics are due to R. J. Mclntyre1 and were derived independently of 
these results. At the writing of this manuscript they are not yet published. 
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number of secondaries directly generated by a given carrier (not in­
cluding secondaries generated by these secondaries) is Poisson dis­
tributed with mean equal to the integral of the generation probability 
per unit length over the path travelled by that carrier. 

We now study two important special cases of the above. By special 
case it is meant that assumptions on each carrier will be made about 
the ionization probability per unit length. 

Case 1 will correspond to a diode in which holes and electrons have 
equal collision ionization probabilities per unit length. In such a diode, 
we have a feedback situation where carriers tra.velling in one direc­
tion create carriers through collision travelling in the opposite direc­
tion which in turn create carriers travelling in the original direction, 
etc. For such a case, we shall see that the mean number of pairs di­
rectly resulting from any given pair, which is a function of the ap­
plied voltage, must be less than one in order to have a stable (non-in­
finite) multiplication. Case 2 will correspond to a diode where only 
one type of carrier causes collision generation of new pairs. Such a 
diode is said to have unilateral gain. 

III. CASE 1: THE EQUAL IONIZATION PROBABILITY DIODE 

Suppose we assume that the ionization probabilities for holes and 
electrons (at a given velocity) are equal. We also assume that the 
shape of the high field region of the bulk is such that its length parallel 
to the field is constant. As a result no matter where in the bulk a hole­
electron pair is created the sum of the distances in the high field region 
travelled by the two carriers is the same (since they travel in opposite 
directions). More important, the total number of secondaries directly 
generated by the two carriers is Poisson distributed with mean equal 
to the integral of the ionization probability per unit length over the 
total distance in the high field region parallel to the field travelled 
by both carriers, which is constant (see Fig. 1). The fact that the 
statistics of the secondaries directly generated by a given hole-elec­
tron pair is independent of where that pair itself is generated is the 
bookkeeping aid we shall next exploit. We discuss a type of random 
multiplier which is a generalized case of the above multiplication 
process. 

IV. A RANDOM MULTIPLIER 

Consider the following random multiplier. Into the device we send 
an initial "count" (which for the avalanche diode corresponds to a 
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Fig. 1-Model of equal ionization device. 

hole-electron pair). This count generates "directly" a random number 
of first-order secondary counts. What we mean by "directly" shall be 
clear presently. Each first-order secondary count independently gen­
erates a random number of second-order secondary counts. Analo­
gously, each secondary of order j (if any of this order are created) 
generates a random number of (j + l)th order secondaries. For any 
order j, the probability density governing the number k of (j + l)th 
order secondaries generated by that count is f(k). We emphasize that 
an important assumption in the ensuing analysis is the fact that a 
secondary of any order generates higher-order secondaries independ­
ently of what order it is and how many other counts of other orders 
there are. 

We are interested in determining the statistics of the total number 
of counts of all orders (we shall call the input count an order zero 
secondary for convenience). Our procedure will be as follows. We shall 
find the statistics of the sum of the counts up to order, say, n in terms 
of the statistics of the sum of counts up to order n - 1. Since we 
know the statistics of the sum of the counts up to order zero (namely 
there is one count) and order 1, we use induction to get an expression 
for the statistics of the total sum of all counts of all orders. 

Call the number of counts of order j the random variable Sj. Re­
member that these counts are randomly generated by all counts of 
order j - 1. Now call the sum of the Sj from zero to n inclusive the 
random variable Gn. We seek the statistics of the random variable 
Goo which is the limit of the Gn as n goes to infinity and which is as­
sumed to exist. (We shall soon see that for Goo to have finite mean, the 
average number of direct secondaries per primary must be less than 1.) 

As mentioned, we wish to determine some statistics defined upon 
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the partial sums Gn • For reasons which will soon be clear, we define 
In, n-1 (x, y) as the discrete joint density on Gn and Gn- 1 (i.e., the prob­
ability that simultaneously Gn equals x and Gn-1 equals y). Now we 
ask the question: How can we have Gn = x given Gn-1 = y assuming x 
greater than y? Well, by definition 8n must equal the difference x - y. 
That is, the number of nth-order secondaries must be x - y. How can 
this happen? We know Gn- 1 = y. Suppose Gn-'2 = z of course less than 
y (or equal). Therefore 8n- 1 = y - z. It is these secondaries (i.e.,8n- 1 ) 

which must contribute x - y nth-order secondaries. The probability 
that 8n-1 = u and that Gn- 1 = y is just 1n-1, n-2 (y, y - u). The prob­
ability that the number of nth-order secondaries created by these 
u(n - 1)th-order secondaries is x - y is the probability that u inde­
pendent random variables whose distributions are all I(k) add up to 
x - y. This is simply rU(x - y) where I*tt(x - y) is the convolution 
of I (z) with itself u times, the result evaluated at z = (x - y). (A 
well-known result about sums of independent random variables.) Thus 
the probability that Gn equals x and Gn-1 = y is equal to the probabil­
ity that Gn- 1 = y and Gn- 2 = y - u and that u secondaries of order 
n - 1 result in x - y secondaries of order n-the preceding averaged 
over all possible values of u. In symbols 

(1) 

where reX) is the convolution of f with itself x times. 
The next steps we shall take are not intuitive. They come from expe­

rience with dealing with equations like equation (1). 
First to change convolutions to products, Laplace transform equa­

tion (1) on both variables x and y using the corresponding transform 
variables sand t. 

Mk,k-l(S, t) = 2: fn.n-l(X, y) exp (sx + ty) = 2: 2: 2: f*<v-z)(x - y) , 
x.V x II 

·fn-l,n-2(y,Z) exp (sx + ty) 

= 2: 2: exp [(tPo(s»(y - z)] exp (sy) exp (ty)fn-l.n-2(y,Z), 
11 Z 

(2) 
where % (s) is given by'~ 

00 

1/Io(s) = In 2: f(k) exp (sk). (2a) 
k-O 

* In x = natural logarithm of x. 
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Lemma: The iterative relationship in equation (2) implies the itera­
tive relation 

Mn+1,n(S, t) = exp [s + t + ¥to(ln (Mn,n-l(S, t)))]. (3) 

Proof: Using induction. We know the joint moment generating func­
tion of G1 and Go since Go = 1 with probability 1 and G1 = 1 + a 
random variable with density f(k). 

M1,o(s, t) = exp [8 + t + ¥toes)]. 

Using equation (2) we obtain 

M 2 ,l(S, t) = exp [¥toes) + S + t - ¥toes) + ¥toes + t + ¥toes))] 

= exp [s + t + ¥toes + t + ¥toes))] 

which is also the result predicted by equation (3), 

(4) 

(5) 

Now assume equation (3) holds for some arbitrary n. Then using 
equation (2), we obtain 

M n+2m+1(S, t) = Mn+1,n(¥to(S) + s + t, - ¥toes)) 

= exp [s + t + ¥toes) - ¥toes) 

+ ¥to(ln (Mn,n-l(S + t + ¥toeS), - ¥toCs))))] 

which using our result (2) immediately yields 

(6) 

M n+2 ,n+l(S, t) = exp [S + t + ¥to(ln (llfn+1.n(s, t)))]. (7) 

Thus if equation (3) holds for n = j, it holds for n = j + 1. Fur­
thermore equation (3) holds for n = 1. Thus the lemma is proven true. 

If we set t = 0, then we have the moment generating function of 
Gn in terms of the moment generating function of Gn- 1 • 

Thus 

Pn(m) = density of Gn , 

Mn(s) = ~Pn(m) exp (sm) = ~fn,n-l(m, r) exp (sm) exp (Or), 

= Mn,n-l(S, 0). 

(8) 

Mn(s) = Mn,n-l(S, 0) = exp [8 + ¥to(ln (Mn- 1m- 2 (s, 0)))], (9) 

= exp [S + ¥to(ln (Mn-1(s)))]. 

Now assume that as order gets higher and higher, the probability of 
a secondary of that order goes down fast enough so that M7c(S) con-
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verges (i.e., we get a finite number of electron-hole pairs out in re­
sponse to the initial pair). Then we obtain 

MrfJ(s) = exp [s + 1f'oCIn (MrfJ(s»)], 

We obtain the differential equation4
} 

M ~(s) = M ~(8{ 1 + ",~(In (M ~(s))) ~ :i:i] , 
j.l100(s) 

1 - 1f'~(ln (M rfJ(s») 

(10) 

(11) 

In principle we can solve for 11100 (s) using equation (11) and we 
can take the inverse Laplace transform to find Poo (m) the probability 
of the sum of all the secondaries. In addition we can solve for all the 
moments of Goo without inverse transforming by repeated differentia­
tion of equation (11) as will be shown in the next section. 

V. APPLICATION TO AVALANCHE DIODE 

Getting back to the avalanche diode with equal carrier collision 
ionization probabilities, it is clear that each secondary (pair) created 
in the multiplication process discussed in Section III produces higher­
order secondaries as discussed in Section IV with f (k) a Poisson den­
sity with mean equal to the integral of the ionization probability per 
unit length over the path of an electron pair in the high field region 
of the bulk. That is 

f(k) = Zk exp (-Z)jk! 

where Z is the mean of the density f (k). 
From equation (2a) we obtain 

1f'o(s) = Z[exp (s) - 1]. 

Plugging into equation (11), we get 

(12) 

(13) 

(14) 

If we call the total number of pairs in the response G (for Gain) we 
have (G is a random variable equal to the total number of electron-

* Throughout the text x,(·) means differentiation with respect to the total 
argument in parenthesis. 
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hole pairs at the output resulting from an input pair) 

G = E(G) = M~(s) 1 = (1 - Z)-l = mean secondary pairs in response. 
8-0 

G2 = E(G2) = M':O(s) 1 = M~(s) 1 + ZM oo(S) 21 
8~0 1 - ZM oo(S) 8=0 (1 - ZM 00 (s)) 8~0 

( 1)2 Z (1)3 
= 1 - Z + (1 - Z)3 = 1 - Z 

= mean square number of output pairs. (15) 

This corresponds to results by previous authors1
,2 which were limited 

to calculating these first two moments. We can calculate all order 
moments, and in addition we can numerically integrate equation (14) 
to obtain Afoo(s). 

VI. CASE 2: SINGLE CARRIER AVALANCHE DIODE 

Returning to the discussion of Section III, suppose that only one type 
of carrier causes ionizing collisions. Further, assume that the prob­
ability per unit length of an ionizing collision as a carrier of that type 
travels through the high field region of the bulk is constant-,8. Also 
assume that the initial carrier of the ionizing type starting the multi­
plication process will travel a total distance W on its way through the 
multiplication region. We shall now set up bookkeeping:* Divide the 
multiplication region into increments of length ~. Model the multi­
plication process as follows (see Fig. 2). 

Let Pk (n) be the probability density of the number of carriers n 
present at the beginning of the kth increment when the carriers pass 
that point. Assume each of these carriers generates a Poisson dis­
tributed number of new carriers in the kth increment with mean {3~. 
The total number of carriers at the beginning of the (k + l)th incre­
ment given N are present at the beginning of the kth increment is N 
plus a random variable whose density is the above Poisson density 
convolved with itself N times. Therefore we have (by argument similar 
to those in Section IV) 

(16) 

* The reader is cautioned that our bookkeeping scheme for case 1 is quite dif­
ferent from that for case 2. 
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the result evaluated at the argument n. Taking the Laplace transform 
of equation (16) we obtain 

Mk+1(S) = 2: Pk+l(n) exp (sn) = 2: Pk(j)M~(s) exp (sj) 
n j (17) 

where 

M t.(s) = 2: ({3~t exp (-{3Il) exp (sn) = exp [({3Il)(exp (s) - 1)] 
n n. 

and 

1/1 t. (s) = (3 Il(exp (s) - 1). 

Lemma: The solution of equation (17) satisfies the iterative relation 

Mk(S) = M k - 1(S) exp ((3tl[Mk - 1(S) - 1]). (18) 

Proof: At the input, we have one count, therefore 

Ml(S) = exp (8). 

By equation (17) we have 

M2(S) = exp ({31l (exp (8) - 1) + 8). (19) 

But equation (19) is the result predicted by equation (18). Thus (18) 
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is true for k = 1. Next, assume equation (18) is true for k = £, by (18) 

111 (s) = M (-1 (s) exp (,B~[M (-1 (s) - 1]). 

Using equation (17), we obtain 

Mt+l(S) = M e- 1(1/;A(S) + S) exp (,B~[Me-l(1/;A(S) + s) - 1]) 

= Mls) exp (,B~[Mls) - 1]). 

Thus by induction, the lemma is true. 
We now wish to let ~ approach zero. Defining 

we obtain 

1/;k(S) = 1/;k-l(S) + ,B~[exp (1/;k-l(S)) - 1]. 

(20) 

(21) 

Taking the limit as ~ ~ 0 (~ is the width of the increment in posi­
tion x along the bulk) 

a 
ax 1/;(x, s) = ,B[exp (1/;(x, s)) - 1]. (22) 

(Where x replaces kfl as the variable of position in the multiplication 
region.) And where 

1/;(0, s) = s 

(i.e., M (0, s) = exp (s) since there is one pair at x = 0). Solving equa­
tion (22) we obtain 

1 
M(x, s) = 1 _ exp (,Bx)(l - exp (-s)) 

which can be checked by differentiation. 
If we evaluate equation (23) at x = W, we obtain 

1 
M(W s) = --=-------

, 1 - G(l - exp ( -s)) 

(23) 

(24) 

where G = exp (,BW) = (ajas)M(W, s) 18-0 = mean mUltiplication = 
average number of pairs at the output in response to an initial pair. 

The corresponding probability density of the total carriers leaving 
the mUltiplication region is the inverse Laplace transform of M (W, s) 
as given by equation (24). 

1 (G - l)n-l 
P wen) = G ---a- n = 1,2,3, .... (25) 
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VII. APPLICATION TO OPTICAL COMMUNICATION 

In the following sections, we shall obtain bounds to the received 
energy per pulse required to achieve a desired error rate in a simple 
optical binary receiver. That is, there is some optimal adjustment of 
system parameters which requires a minimum of signal energy to 
achieve exactly a desired error rate. We cannot exactly calculate the 
minimum energy but we can find a range which we prove that energy 
falls into. We call upon the Chernoff bound3 to upper bound the energy 
requirements. We obtain a lower bound by studying a receiver which 
we prove performs better than the receiver we wish to obtain the 
bounds for, but which is easy to analyze. Hopefully, the upper and 
lower bounds will be close enough to each other to be useful for deter­
mining the actual energy requirements. The assumed receiver is shown 
in Fig. 3. 

VIII. THE CHERNOFF BOUND 

The Chernoff bound is useful for studying the tails of distributions. 
It is simply derived as follows. 

Let p (x) be a probability density. Suppose we wish to know Q (y) 

defined as 

Q("() = 100 

p(x) dx. 
"Y 

(26) 

Let s be a real number. Clearly 

exp (sx) > 1 
exp (s"() 

for s > 0, x > "(. (27) 

Therefore we have 

Q( ) ~ 100 

exp (sx) (x) dx ~ 100 

exp (sx) (x) dx 
"( 'Y exp (s"() P -00 exp (s"() P 

I ~~~HE~T ---1L-_DE_T_E_CT_O_R---,f INTEGRATER 

WHITE NOISE 

Fig. 3-Receiver. 

for s > o. (28) 

Hl H THRESHOLD 

Ho 
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Define the moment generating function of x, Mx(8) as 

Mz(8) = i: exp (8X)p(X) dx = exp (1/;z(8», (29) 

where t/lx(8) is a natural log of Mx(8) and is called the semi-invariant 
moment generating function (S.l.M.G.F.) of the random variable x. 

Examining the bound of equation (28), we can minimize the right 
side (obtain the tightest bound) by choosing an optimal 8 within the 
constraint region. Differentiating we obtain 

1/;; (8) = ')' as the optimal 8 provided 8 > 0 (30) 

(prime denotes derivative). It can be shown that a unique 8 satisfying 
equation (30) exists and is greater than zero if y is greater than the 
mean of the distribution of the random variable x. This situation will 
always be satisfied for cases of interest here. We obtain the bound 

Q(')') ~ exp (1/;z(8) - 81/;;(8» 1~,,,(3)-'Y • 

Similar ly, if we define 

pc,),) = i: p(x) dx 

where y is less than the mean of x, then we obtain the bound 

pc')') ~ exp (1/;z(8) - 81/;;(8» I~'.(.)-'Y 

(where 8 will turn out to be negative). 
Equations (31) and (33) constitute the Chernoff bounds. 

IX. APPLICATION OF THE CHERNOFF BOUND TO A SIMPLE ADDITIVE 

GAUSSIAN NOISE PROBLEM 

(31) 

(32) 

(33) 

Suppose an observer must distinguish between two hypotheses H (1) 
and H (0) based upon his received value of a random variable X. He 
desires to minimize his probability of error. For the case of interest 
here the best (minimal error test) technique simply compares the re­
ceived value of the random variable to a threshold-and a decision 
H (1) or H (O) is made. 

Define Pm , the miss probability, as the probability that the decision 
is H(O) when H(l) was actually the true hypothesis. Define PI , the 
false alarm probability, as the probability that the decision is H(l) 
when H(O) is the true hypothesis. For a communication system where 
H(l) and H(O) are a priori equally probable, the error probability P. 
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equals t the miss probability Pm plus t the false alarm probability PI . 
(An error occurs if either a miss or a false alarm occurs.) In this paper 
we shall assume that we desire Pm ~ PI ~ Pe . 

Suppose we have chosen a threshold, and we decide H(1) if the 
received random variable is above threshold and H(O) if the received 
random variable is below threshold. Let Pl(X) be the probability 
density of the received random variable X given H(1) is true. Let 
Po(x) be the density given H(O) is true. Then clearly if the threshold 
is "I, we have 

pm = i: Pl(X) dx, 
(34) 

PI = Joo Po(x) dx. 
'Y 

We can bound Pm and PI using the Chernoff bound if we know the 
semi-invariant moment generating function of the received statistic 
X on both hypotheses. 

For cases of interest here, X will consist of the sum of two inde­
pendent random variables. There will be a gaussian random variable 
of zero mean and known variance 0"2 representing thermal noise con­
tributions. This gaussian component will be independent of which 
hypothesis is true. In addition there will be added a random variable 
Y, whose statistics depend upon the hypothesis. From the definition 
in equation (29) it is easy to see that the semi-invariant moment gen­
erating function of the sum of two independent random variables is 
simply the sum of the two separate semi-invariant moment generating 
functions. The S.I.M.G.F. of a, gaussian zero mean random variable is 
820"2/2. Thus to apply the Chernoff bound, we must know the 8.I.M.G.F. 
of Y under both hypothesis. As we shall see, we can use equation (34) 
to pick the threshold and the required received energy to achieve at 
least a desired performance. 

X. DETAILS OF THE RECEIVER 

Figure 3 is a block diagram of the system. Figure 4 schematically 
depicts the system in somewhat more detail. The current is (t) is gen­
erated when incident light is present. The presence of incident light is 
from now on called hypothesis one. If the incident light is from a 
coherent or highly incoherent source (the required bandwidth depends 
upon the intensity), then is(t) consists of electrons arriving as in a 
Poisson process with rate 'fjP /hf per second. 'fj is the quantum efficiency 
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Fig. 4-Schematic. 

of the light sensitive surface; P is the incident light intensity and hi 
is Planck's constant multiplied by the incident light center frequency. 
If the light is partially coherent, then the statistics of the current is (t) 
are considerably more complicated. We shall not study this case here, 
but shall assume the Poisson statistics for both incoherent and coher­
ent light sources. 

The current ia (t) arises when electrons are spontaneously emitted 
in the detection device due to thermal effects. In the literature it is 
usually called dark current. It shall be modelled as consisting of elec­
trons arriving as a Poisson process with rate Aa. 

The devices we are interested in employ internal current gain. That 
is, every electron in the processes is (t) and ia (t) enters a random multi­
plication mechanism whereby it generates a random number of sec­
ondary electrons. We shall ignore the time dispersion of the secon­
daries around the arrival time of a primary. We aTe only interested 
here in the statistics of the number of secondaries per primary. (The 
electrons in is(t) and ia(t) make up the primary process.) 

We call the current at the output of the random multiplier y (t) . 
To y (t) we add white gaussian noise representing the thermal noises 
of the receiver following the detector. The sum is integrated over the 
pulse duration and the resulting random variable normalized by the 
electron charge, e, is compared to a decision threshold. The random 
variable X consists of a gaussian random variable whose mean is 
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zero and whose variance is the thermal noise spectral height No times 
the pulse duration T;' and an added random variable Y dependent upon 
the hypothesis, equal to the number of secondary electrons leaving 
the random multiplier during the pulse duration interval. As dis­
cussed in Section III, we need the S.I.M.G.F. of Y under both 
hypothesis. (Note the electron charge e has been absorbed by normal­
ization into No.) 

XI. OBTAINING THE S.I.M.G.F. 

As discussed above, the random variable Y is generated when two 
Poisson processes-one due to signal if present and the other due to 
dark current--drive a random multiplier. In Sections II-VI, statistics 
of two avalanche multiplier processes are discussed. These results will 
be called upon soon. 

Suppose we wish to know the S.I.M.G.F. of the total number of 
secondary electrons leaving the random multiplier in an interval. We 
know that the number of electrons incident upon the multiplier has 
Poisson statistics with mean proportional to the interval length T. 
Let A equal this mean. Let P A (n) equal the Poisson density with mean 
A. Let Pm (x) equal the density of the number of secondaries resulting 
from a given primary. The density of the total secondaries is given by 

00 

Ptotal sec(X) = L PA(n)P m(l;)*n (35) 
n-O 

where the notation Pm(x);'n denotes convolution of Pm(x) with itself 
n times. 

If My(s) is the moment generating function of the total secondaries, 
then transforming equation (35) we obtain 

co 

1.11 res) = L P A (n)1l1:'(s) 
o 

00 

L PA(n) exp (nl/lm(s)) 
o 

(36) 

where 

111m (s) is the moment generating function of the mUltiplication 
statistics, tf!m(s) is the corresponding S.I.M.G.F. [natural log of 

* If net) = thermal noise and N = fln(t) dt where E[n(t)n(u)] 
Noo(t - u), then we have E[N2] = E[foTfn(t)n(u) dt du] = NoT. 
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Mm(S)] and MA(S) is the moment generating function associated 
with the Poisson density. 

But 
00 

MA(S) = L [Anexp(-A)/n!] exp(sn) = exp (A(exp (s) -1». (37) 
o 

Thus 

M yes) = exp (A(M m(s) - 1», 
y;y(s) = A(M m(S) - 1). 

(38) 

Thus, if we know AdT the component of A due to dark current, and 
if we know Mm(s), then we have the S.I.M.G.F. of Y under both 
hypotheses. 

XII. APPLICATION OF CHERNOFF BOUND 

Using equation (38), we know that the 8.I.M.G.F. of the statistic X 
under hypothesis zero is 

Y;xo(S) = AdT(Mm(s) - 1) + N oTs2/2. (39) 

Under hypothesis one, the 8.I.M.G.F. is 

Y;Xl(S) = (Ad + Pr]/hf)T(Mm(s) - 1) + N oTs2/2. (40) 

Since equation (30) is independent of the signal power P, we can 
use the following Chernoff bound 

(41) 

to determine an upper bound to the required y to achieve the desired 
false alarm probability. That is, we evaluate (41) at equality to deter­
mine y given the desired Pt. 

Having obtained y in this way, we use the bound 

(42) 

to determine the upper bound on the power P. That is, using the 
value of y found above and using (42) we determine an upper bound 
to the required power P. It is an upper bound since y is larger than is 
actually required, and (42) itself is a bound given y. 

XIII. OBTAINING A LOWER BOUND 

Examine the system shown in Fig. 5. Essentially we have there the 
system of Fig. 4, except that the random mUltiplier has been replaced 
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by a deterministic gain. It is intuitive and straightforward to prove 
that the system of Fig. 5 performs better than the system of Fig. 4, 
for a given energy per pulse and a given dark current. Therefore, if 
we determine the energy per pulse required for the system of Fig. 5 
to achieve a given error rate, that value is a lower bound to the 
corresponding quantity for the system of Fig. 4. 

The technique we use to analyze the system in Fig. 5- depends upon 
the parameter values. If under hypothesis one or under both one and 
zero, the mean number of electrons per pulse is large enough (greater 
than 250), we can simply replace the Poisson random variable by its 
mean. This results in a slightly looser lower bound, since we are 
eliminating another random quantity. Calculations indicate that the 
difference between the lower bounds for such large mean count num­
bers is small. On the other hand, for small mean count numbers on 
either hypothesis zero or zero and one, we should retain the Poisson 
statistics and use a computer to calculate the required threshold and 
light energy. It should be noted that the system is indifferent to a 
change of noise standard deviation (J' and gain G provided the ratio 
of these two quantities is fixed. A calculation of the required mean 
number of counts per pulse AL = PLTYJ/hfo in the presence of light, 
assuming no dark current and a 10-9 error rate is displayed in Fig. 6. 

XIV. APPLICATION TO AVALANCHE DIODE DETECTORS 

In Sections II through VI, the moment generating function we call 
Mm{s) (of the multiplication probability density) was derived for 
two types of avalanche diodes. The first is a two-carrier device with 
equal hole and electron ionization probabilities (e.g., a Germanium 
diode). For such a device Mm{s) must satisfy the differential equation 

Mm(O) = 1 (43) 

where G is the mean multiplication. 
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Fig. 6-Lower bound to required mean detected photons per pulse vs (J/G. 
(J = .JNoT: 

The second type of diode is a unilateral gain device (single carrier 
ionization). The corresponding moment generating function is 

M m(s) = 1/[1 + a (exp (-s) - 1)]. (44) 

For a larger than about 10 the probability density (25) of the mul­
tiplication for this device is approximately exponential (it is exactly 
a shifted Bose-Einstein) and would have moment generating function 

1/(1 - sa). (45) 
expon. approx. 

Suppose we wish to apply the bounds to these devices. Let us 
take the following special case for our calculations. We shall assume 
zero dark current. We will set the desired error rate to 10-9

• Under 
these assumptions the probability of a false alarm is the probability 
that the thermal noise of variance NoT drives the statistic X above 
threshold. Since the noise is gaussian, it is straightforward to see that 
the threshold is very nearly (to two decimal places) six standard 
deviations, i.e., 6 (NoT) !, for a 10-9 error rate. Using this threshold, we 
calculate the value of P, the light power needed to achieve a 10-9 

miss probability. 
We have 
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where we must have 

(PTrJ/hf)M~(s) + NoTs = 6(NoT)i. 

Solving equation (45) with equality for P yields an upper bound. 
The lower bound, calculated as described in Section VII as a func­

tion of the noise standard deviation over the mean gain is plotted 
in Fig. 6. 

Without loss of generality, we solve for the upper and lower 
bounds to As = TPsYj/hj, thus eliminating the quantum efficiency and 
carrier frequency as parameters. 

Now we must specify No and T. The thermal noise has been nor­
malized by the electron charge squared so that Y could represent the 
total number of received electrons rather than the total charge per 
pulse. Therefore 

where 

k is the Boltzman constant, 
R is the equivalent receiver input resistance, 
e is the electron charge, 
(J is the absolute receiver temperature (assumed 3000 K). 

(47) 

Assuming T roughly in the range of 10-8 to 10-11 seconds, and R 
roughly 10 to 100 ohms we find that the square root of NoT the noise 
standard deviation is in the range of 100 to 10,000. 

If we apply these parameter values to equation (46) using the 
multiplication statistics of (43), (44) and (45), we obtain the follow­
ing results. 

For the single carrier diode, and mean gains of 20 and IOn in the 
multiplier, the actual moment generating function (44) and exponential 
approximation (45) yield equivalent results within desired compu­
tational accuracy. This leads to an interesting consequence. The upper 
bound is independent of changes in the noise standard deviation and 
the mean gain, provided the ratio of these two quantities is the same. 
(This is a consequence of the exponential multiplication and is not a 
general result.) Thus, a single curve can be plotted where the abscissa 
represents this ratio, and the ordinate is the percent by which the upper 
bound Au to the required counts As exceeds the lower bound AL • In 
fact, we can also plot the same ordinate against the lower bound AL 
as abscissa. Such plots are shown in Figs. 7 and 8 respectively. 
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For the two carrier diode, the above simplification does not occur. 
A family of curves similar to the ones above must be plotted for different 
mean mUltiplications. Two such curves (for G = 100 and G = 20) 
are plotted in Fig. 9. 

14.1 Example: 

To use the curves, assume for instance the following parameter 
values 

mean avalanche gain G = 100, 
light pulse duration T = 10-10

, 

dark current-negligible, 
equivalent noise resistance of circuitry following avalanche detector 
R = 1000, 

then we have 

kO 4.14 X 10-21 

N 1.6 X 1015 , 
o = Re2 = 2.56 X 10 36 = 

0- = (NoT)! = 4 X 102 
, 

o-IG = 4. 
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Fig. 9-Percent by which upper bound exceeds lower bound vs ulG for equal 
ionization diode. 
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From Fig. 6, the lower bound AL = YJp LT/hf 0 to the required mean 
number of detected photons for a 10'-9 error rate is roughly 100. From 
Fig. 7, the upper bound for a unilateral gain device is 30 percent more 
or 130 photons. 

From Fig. 9, the upper bound for an equal ionization avalanche 
diode is 500 percent more than the lower bound or 600 photons. The 
upper bound gives an indication of the degradation associated with 
random gain rather than deterministic gain. 

14.2 Comments 
The curves of Figs. 6-9 are intended as an example of the use of 

equations (39) through (42) with devices having statistics given by 
(43) or (44) and (45) assuming no dark current and an error rate 
of 10'-9. 

For other error rates and nonnegligible dark current, we must 
return to equations (39) through (45) and generate new curves. 

For other types of random gain we can still use equations (39) 
through (42). The cases of equal electron-hole ionization and unilateral 
gain are probably bounds to the practical case of unequal nonzero 
ionizations. That is, if results on mean square gain1

,2 are any indica­
tion, the degradation for an unequal ionization device should lie be­
tween the degradations (compared to deterministic gain) of the devices 
studied above. To test this conjecture, we need the statistics (moment 
generating functions) of such unequal ionization devices. 

xv. CONCLUSIONS 

We have derived the moment generating functions for two special 
case avalanche diodes. The important intermediate cases of unequal 
ionization coefficients is an important area for further study. 

Application to the direct detection receiver indicates that for im­
portant ranges of parameter values we can tightly bound the energy 
required for a desired error rate. Further, the nature of the lower 
bound indicates that there may not be much degradation, for certain 
parameter values, due to the use of random rather than deterministic 
gain. 

APPENDIX 

Glossary of Terms 

G = mean avalanche gain 
T = input pulse duration 
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e electron charge 
R post detector circuit equivalent noise resistance 
e 3000 K 
k Boltzmann constant 

No (ke/Re2
) = post detection circuit thermal noise spectral height 

CT = VN;;T 
A. required mean number of detected photons to achieve a desired 

error rate 
Au upper bound to A. 
AL = lower bound to A. 
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Exchange of Spatial and Temporal 
Resolution in Television Coding 

By R. F. W. PEASE and J. O. LIMB 

(Manuscript received April 17, 1970) 

We describe in this paper a television system in which only a fraction of 
the picture elements is sampled. A movement detecting circuit examines the 
frame-to-frame difference signals and divides the picture into "moving" 
and "stationary" areas. In stationary areas the unsampled elements retain 
their value from the previous frame; in moving areas the unsampled 
elements take interpolated values from the current frame. When one-half 
of the elements is sampled, the resulting pictures are difficult to distinguish 
from the original, fully sampled, picture. When the fraction is only one 
quarter, the degradation is visible and disturbing. We mention several 
possible improvements. 

1. INTRODUCTION 

Television coders are usually designed to meet simultaneously the 
worst contingencies with respect to contrast, sharpness and movement. 
That is, a fast moving subject can be reproduced with the full spatial 
resolution afforded a stationary subject and with the full contrast 
resolution afforded a low detail subject. By contrast resolution we 
mean the accuracy with which the coded signal represents the ampli­
tude of the input signal for a particular picture element. 

We want to reduce the channel capacity required for transmitting 
television signals by coding the signal so that full spatial resolution is 
only available in stationary areas of the picture and full temporal 
resolution is only available in moving areas of the picture. 

Exchange of spatial and contrast resolution has been appreciated 
and demonstrated for some time.1 One of the first examples of a coder 
that exchanged spatial and contrast resolution was demonstrated by 
E. R. Kretzmer2; more quantizing levels were assigned to low fre­
quency signal components and fewer levels were assigned to high fre­
quency signal components. 

191 
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A. J. Seyler! has pointed out that this principle can be extended to 
exchanging temporal and spatial resolution because we can tolerate 
blurring of moving objects. This is evident because the television 
camera integrates the video signal on the target for 1/30th of a second. 
Thus, if the obj ect being imaged on the target moves during this 
period, the image will be blurred and resolution will be destroyed in 
the direction in which the object moves. The amount of blurring can 
be quite large. For example, if the object moves at a speed which 
would require two seconds to cross the television screen, then in one 
frame-time a picture element would average light from eight different 
picture elements on the object (at broadcast television rates). Conse­
quently, if the object is moving in the horizontal direction, the hori­
zontal resolution is reduced approximately eightfold; there is even 
more reduction if there is camera lag. 

It is not clear whether people tolerate such blurring because of the 
psycho-physical integration of moving objects3 or because of long 
exposure to television, but the fact that we do tolerate this loss in 
resolution means that we should be able to reduce the spatial sampling 
rate in moving areas of a television picture without degrading picture 
quality. We refer to sampling at a reduced rate along a scan line (or 
along a vertical line) as spatial subsampling. The unsampled picture 
elements are replaced by interpolating between the sampled elements. 

If an object moves slowly enough, temporal resolution can be 
greatly reduced without impairing picture quality. A simple method 
of achieving this is by frame repeating, in which one new frame of 
information out of n is transmitted and for the remaining (n- 1) 
frames this one frame is just repeated. 4 As would be expected if the 
subject moves fast enough, the perceived motion is very jerky. In 
alternative, and more pleasing, methods for reducing temporal resolu­
tion l/nth of the points are replenished in each frame in a dot inter­
laced fashion. 4-

6 The type of picture degradation for these schemes 
differs from frame repeating in that when a subject moves, the edges 
become blurred and exhibit a checkerboard texture. We refer to sampl­
ing a given picture element at the reduced frame rate as temporal 
subsampling. 

By temporally subsampling in stationary areas and spatially sub­
sampling in moving areas we should be able to reduce the channel 
capacity required to transmit a satisfactory television signal. We 
have made a digital television system in which the picture is divided 
into stationary and moving areas which are appropriately subsampled. 
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This apparatus, the resulting pictures and the saving of required chan­
nel capacity are described below. 

II. APPARATUS 

An outline schematic is shown in Figure 1. The scan format is 30 
frames per second with a 2: 1 interlace. Each frame has 271 lines, each 
comprising 248 picture elements. The television signal source is a 
vidicon camera; the video signal is digitized to 8-bit accuracy in the 
Pulse Code Modulation (PCM) encoder and stored in the digital 
ultrasonic wire delay lines of the frame memory. The output of the 
frame memory is subtracted from the PCM encoder output to yield 
a frame difference signal for each picture element. These signals are 
examined in the movement detector whose output determines whether 
the current element (entering the area) is to be regarded as being in a 
moving or stationary area. The output changes from a "stationary 
state" (8 = 0) to a "moving state" (8 = 1) when more than n frame 
difference signals out of a sequence of m exceed a threshold. The output 
will return to the stationary state when all m samples exhibit insignif­
icant frame difference signals. 

Thus the movement detector exhibits hysteresis reducing the fre­
quency of mode changes so that the picture is segmented into rela­
tively few contiguous moving and stationary areas. 

In areas judged to be stationary, alternate elements in each line are 
sampled according to the pattern of Fig. 2a where the elements tabu­
lated A are sampled in one frame and the elements tabulated Bare 
sampled in the next. The unsampled elements retain the value of 

f--___ - FRAM E MEMORY r-------. 

I 
I 

L----~i 
SPATIAL ~ 

TEMPORAL 

Fig. 1-System for resolution exchange. 

TO DISPLAY 
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the previous frame. In the moving areas the same sampling pattern 
could be used, but we found that the pattern shown in Fig. 2b gave 
a better picture; the unsampled elements (marked 0) are given the 
mean value of the two neighboring elements. When the sampling rate 
along the line is reduced, we rely on the blurring caused by the motion 
to bandlimit the video signal. A band limiting filter should also be 
used on the output signal. However, with the sampling pattern of Fig. 
2b linear interpolation between the sampled elements gave satisfactory 
pictures although aliasing patterns were just visible when the subject 
moved at a certain speed. Further filtering removed these patterns but 
caused blurring which we judged to be more objectionable. 

Strickly speaking, frame-to-frame comb filters should be used in 
"stationary" areas because of the reduced temporal sampling rate but 
such filters would involve frame delays and were felt to be impractical. 
The aforementioned checkerboard texture which can be seen on moving 
edges in temporally subsampled areas is probably due to the resulting 
aliasing. The experiments carried out with this apparatus and the 
resulting pictures are described in the next two sections. 

In a second series of experiments only every fourth element was 
sampled and the sampling patterns for the stationary and moving 
areas are shown in Figs. 2c and 2d. Only fast movement can now 
sufficiently bandlimit the video signal and so there are switched filters 
before and after the subsampling. 

Some experiments were also conducted with a 4-bit frame difference 
quantized signal. The characteristics of the quantizer are: 

INPUT LEVELS 

=c 0,1 2-5 6-11 12-17 18-27 28-37 38-52 54-255 

OUTPUT LEVELS 

=c 0 2 8 14 22 32 44 60 

III. PROCEDURE 

Each scene viewed by the television camera was a head and shoulders 
view of a person talking; the movement varied from 'gentle' (only 
lip movement) to 'very active' (arm movement and the person getting 
up and walking away) . 

We viewed the resulting pictures on a television monitor. The 
unblanked raster size was 5i inches horizontal by 5 inches vertical. 
The viewing distance was approximately 40 inches and the ambient 
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Cd) SPATIAL 4: 1 

Fig. 2-Sampling patterns. ABeD refer to consecutive frames. 0 denotes aver­
age of neighboring, sampled elements. 

illumination was about the average office illumination (70 foot­
candles) . 

For each scene we first viewed the picture resulting from the 8-bit 
PCM signal and then the processed pictures in the following order: 
continuously temporally subsampled; continuously spatially sub­
sampled; temporally subsampled in stationary areas and spatially sub­
sampled in moving areas. As a check we sometimes 'flagged' the area 
judged moving by the movement detector. For most work the detector 
was adjusted to switch to spatial subs amp ling when four out of eight 
picture elements (pels) examined exhibited frame-to-frame difference 
signals exceeding a threshold of four (out of 255 levels) ; for a return 
to the temporal subsampling mode, none of the eight examined pels 
exhibited a frame difference exceeding this threshold. 

For recording still photographs a model head was swung as a 
pendulum bob so that the object speed would be known. One television 
frame (selected at the bottom of the swing) was stored, displayed 
continuously and photographed with an exposure time of ! second. 

IV. RESULTS 

The pictures which were temporally subsampled (by a factor of 
2) all over, were not only excellent for stationary scenes but also 
satisfactory for scenes with an object (e.g., a head) speed up to one pel 
per frame interval for an object of normal contrast. At higher speeds 
the checkerboard pattern already referred to and described by others4 

became visible; at object speeds of two pels per frame interval and 
above, this pattern was annoying for most scenes. 

When the pictures were spatially subsampled by a factor of two 
all over, the loss of resolution was just visible for most scenes; the 
loss was more obvious when viewing graphical material. 

When the sampling frequency was halved temporally in stationary 
areas and spatially in moving areas, the resulting pictures were 
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usually indistinguishable from the fully sampled picture. The scenes 
where the difference was visible contained a contra sty edge moving 
slow ly (one pel per frame interval or less) ; in this case the continuity 
of the edge was disturbed. This effect is caused by erratic movement 
detection so that parts of the edge are sometimes spatially subsampled 
and sometimes temporally subsampled. More sophisticated movement 
detection should reduce this edge breakup by changing modes only 
when the blurring due to temporal subsampling is comparable with 
the blurring due to spatial subsampling. 

Some still photographs are shown in Fig. 3. In Fig. 3a the whole 
scene is stationary and the picture is fully sampled. In Fig. 3b the 
head is moving at about three pels per frame interval (estimated 
accuracy +0, --! pels per frame interval); the picture is still fully 
sampled and the blurring introduced by the movement can be seen 
by comparison with Fig. 3a. Fig. 3c shows an equivalent scene with 
a 2: 1 exchange of resolution. There is very little difference between 
this picture and the fully sampled one (Fig. 3b). Fig. 3d shows the 
bright flags indicating that part of the scene judged to be moving 
during one frame. 

The results using 4: 1 subsampling were less encouraging. With over­
all 4: 1 temporal subsampling (according to the pattern of Fig. 2c) 
the blurring and checkerboard patterns were objectionable even in 
such slowly moving areas as someone's mouth when he was talking. 
In the pictures resulting from 4: 1 spatial subsampling (according to 
the pattern in Fig. 2d), the blurring was again objectionable, espe­
cially in stationary areas. 

In the pictures resulting from exchanging resolution according to 
the movement detector, the breakup of edges was much more apparent 
and the movement detection was erratic; even some parts of the back­
ground or other stationary areas were judged moving. These errors 
arise because the digital filter in the loop gives rise to frame difference 
signals which may be interpreted as movement by the movement 
detector. This effect keeps the digital filter switched in even in sta­
tionary areas. Again, more sophisticated movement detection should 
reduce this effect. 

The pictures coded as a frame difference quantized signal (instead 
of 8-bit PCM) were usually similar to those coded as 8-bit PCM. The 
only difference was with scenes containing fast movement (speeds of 
four pels per frame interval or more) of contrasty obj ects; these 
objects appeared somewhat noisier than in those pictures coded as 
eight-bit PCM. 
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Fig. 3-(a) Fully sampled picture showing stationary head. (b) Fully sampled 
picture showing moving head. (c) Subsampled (2: 1) picture using exchanged 
resolution. (d) Flags showing area deemed moving. Glossy prints of this figure 
may be obtained by writing to the authors. 

V. DISCUSSION 

5.1 Comparison of 2:1 and 4:1 Subsampling 

Although the simple techniques described above yielded a satis­
factory picture when the overall sampling rate was halved, the 
equivalent techniques did not give a satisfactory picture when the 
sampling rate was quartered. The unpleasant effect of the latter tech­
nique appears mostly at the boundaries between areas treated differ­
ently. However, there are many possibilities using a 4: 1 ratio reduc-



198 THE BELL SYSTEM. TECHNICAL JOURNAL, JANUARY 1971 

tion that remain to be tried: (i) Use an intermediate mode in which 
the second of the three unsampled elements is assigned the value from 
the previous frame, and the first and third are assigned the average 
value of their neighbors. This is a simultaneous reduction by a factor 
of two in both spatial and temporal resolution and should result in a 
less visible boundary between areas encoded in the different modes. 
(ii) lVlodify the spatial sUbsampling patterns so that vertical and hori­
zontal resolution is reduced equally. At present the horizontal loss is 
more than the vertical loss. (iii) Use an improved movement detector 
which will indicate the local speed of movement so that modes are not 
switched until the blurring is similar in each mode. 

5.2 Combination of Subsampling with Other Coding Techniques 

Much digital television employs coders which give either element 
differential PCM in which the interelement difference along a line is 
quantized7 or frame differential PCM in which the difference between 
consecutive frames is quantized.8 ,9 

If the information describing when to switch modes can be trans­
mitted during the blanking interval, then we could use a 4-bit frame 
difference PCM signal combined with 2: 1 resolution exchange for 
encoding television signals. In our scan format, which resembles that 
envisaged for Picturephone® service, this would require a channel 
capacity of four megabits per second. We have measured the num­
ber of mode changes per line for a number of different scenes and 
found that it was rarely more than six. If we used a 4-bit word to 
describe each mode change, then the time required for transmitting 
the information is rarely more than six microseconds. This is con­
siderably less than the line blanking interval of 13 microseconds for 
our present scan format. Such a system, although requiring a frame 
memory, is essentially bufferless as a 6-word shift register suffices to 
buffer the above mode switching information. Applying spatial sub­
sampling techniques to' element differential PC:M is not straightfor­
ward because when we halve the horizontal sampling frequency we 
no longer have such near neighbors for predicting the value of an 
upcoming element and therefore quantizing noise increases. Two pos­
sible alternatives are: 

(i) Use vertically adjacent elements for predicting the upcoming 
element. Because of interlace such elements are temporally 
displaced by one field time from the current line and may be 
unsatisfactory for predicting values in the current line in moving 
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areas. This problem would not arise with a sequential, non­
interlaced, scan format. 

(ii) Reduce only vertical resolution by sampling alternate lines in 
each field. Such a process may give rise to an unpleasant rolling 
pattern in the picture. 

We describe experiments in which resolution exchange is applied to 
an element differential PCM signal in a forthcoming publication. 

A third form of coding which is being considered is conditional pic­
ture element replenishment10 in which only the signal corresponding to 
the moving part of the picture is transmitted. Such a system requires 
a large buffer store which can become overloaded when the pictures 
contain large areas of rapid movement. The use of spatial subsampling, 
either 2: 1 or 4: 1, in such moving areas' is one way of reducing or pre­
venting buffer overflow.9,H If we are aiming for a bit rate of one-bit 
per picture element per frame we can simulate the worst possible case 
by spatially subsampling by 4: 1 the whole picture encoded as 4-bit 
frame differential PCM. The resulting picture looks much better than 
the picture tearup which occurs when a buffer overloads1o and, hence, 
this mode can be used whenever the buffer approaches overflow. 
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On Benes Rearrangeable N etworl(s 

By F. K. HWANG 

(Manuscript received July 31, 1970) 

v. E. BeneS considered a class of multi-stage switching networks l and 
proved that if the linkage pattern between two stages is chosen in a specific 
way, then the resulting networks are rearrangeable. We offer a simpler 
proof by pointing out the relation between Benes class networks and the 
Slepian-Duguid Theorem on three-stage Clos networks. 

1. INTRODUCTION 

v. E. Benes! considered the class, denoted here by B (n!, n2, . 
nt+d, of all connecting networks v with the following properties: 

(i) v is two sided, with N terminals on each side where N = II !:~ ni . 
(ii) v is built of an odd number s = 2t + 1 of stages tk, 

k = 1, ... 2t + 1 connected as specified by permutations 
CPl , ••• CP2 t . In the notation of Benes, 

(iii) tk consists of N Ink identical square switches of size nk . 
(iv) tk = t2t+2-k for k = 1, ... t. 

Benes proceeded to prescribe a specific way of choosing CPk (See 
page 113 of Ref 1): 

"Order the switches of each stage; to define CPk for a given 1 ~ k ~ t, 
take the first switch of tk , say with nk outlet and nk a divisor of N, 
and connect these outlets one to each of the first nk switch of tk+l ; 
go on to the second switch of tk and connect its nk outlets one to each 
of the next nk switches of tk+l ; when all the switches of tk+l have one 
link on the inlet side, start again with the first switch; proceed cyclically 
in this way till all the outlets of tk are assigned." 

Benes also specified CPk = CP2 t + l-k for k = t + 1, ... 2t. We call a 
network v t B(nl , n2 , n t+1) constructed in this manner a cyclic 
Benes network. 

201 
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Benes proved that a cyclic Benes network is rearrangeable. The 
proof given by Benes in Ref. 1 is, however, quite lengthy and involved. 
In the present work, we offer an alternate proof by pointing out the 
links between cyclic Benes networks and the Slepian-Duguid Theorem 
on three-stage Clos networks. It is hoped that the simpler proof will 
lead to new insights into the problem of constructing rearrangeable 
networks. 

II. MULTISTAGE REARRANGEABLE NETWORKS 

We show a way to construct v t B(nl' n2, ... nt+l) from v' t 

B(n2 , n3 , ... n t +1) such that if v' is rearrange able then v is rearrangeable. 
We construct a three-stage network by having the first stage and 

the third stage each consist of N/nl copies of nl X nl square switches, 
Al ... ANinI , C1 ••• CNln, say, where the second stage consists of 
nl copies of v', say, Bl , ... Bn, . Each switch in the first stage and the 
third stage is then linked to every B j in the second stage. (It does not 
matter which inlet or outlet of B j is linked to which Ai or which Ci .) 

This gives a network v t B(nl , n2 , ... n t +1)' Now if v' is also con­
structed in this manner and so on down to the three-stage network, 
we then call v a Benes network. That a Benes network is rearrangeable 
will follow from a mUltistage version of the Slepian-Duguid Theorem 
on three-stage Clos networks. To be complete, we state this multistage 
version and give a proof. 

Theorem 1: Let v t B(nl , n2 , ... n t+1) be a Benes network. Then v is 
rearrangeable. 

Proof: For t = 0, we have a special case of a nl X nl square switch 
which is clearly rearrange able and no construction is needed. Supposing 
that Theorem 1 is true for t' = t - 1 ~ 0, we prove Theorem 1 for 
t' = t. 

A maximal assignment between each inlet terminal and each outlet 
terminal is a permutation cp of the set of numbers {i ; i = 1, 2, ... N} 
where N = II ~~~ nj . (Following Benes, we need only consider maximal 
assignments.) A given maximal assignment can also be viewed as a 
set of defining relationships between each switch in the first stage and 
each switch in the third stage (treating the set of v' as the second 
stage). Set N2 = n2 . n3 .... n t +1 , note that N = n 1N 2 . Let Ai be 
the ith switch in the first stage, A = {Ai; i = 1, 2, ... N 2 } and C j 

be the jth switch in the third stage, C = {Cj ; j = 1,2, ... N 2 }. Con-
sider a particular first stage switch Ai . Suppose the n 1 inlet terminals of 
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A i are assigned by <p to third-stage outlet terminals, Y.l , Y i2 , ••• Yin . 
Denote by Yik(Yik t C) the third-stage switch that contains Yik , k = 
1,2, ... nl , and let Si = {Y ik : k = 1,2, ... nd. Since U~~1 S. has 
a total of X· nl elements and since each distinct element has only n l 

repetitions, there are at least x distinct elements in U~-l Si for each 
x = 1, 2, ... N2 . Hence the condition of P. Hall's Theorem2 on distinct 
representation of subsets is satisfied and there exists a set Z = {Z. : i = 
1, 2, ... N 2} such that Zi t Si and Z = C. Then Xi , i = 1, ... N2 
can be chosen such that Xi t Ai' <PXi t Z i . Now we may choose to route 
the ni calls Xi ~ <PXi through the first second-stage switch B 1 , which 
by induction hypothesis is rearrangeable. The problem is then reduced 
to that of a maximal assignment in a network of type B(nl - 1, n2 , ••• 

n t +1). By repeatedly applying the same argument, we obtain sub­
assignments on each B k • 

III. CYCLIC BENES NETWORKS 

Theorem 2: Every cyclic Benes network is a BeneS network, hence is 
rearrangeable. 

Proof: A single stage cyclic Benes network is a N X N square matrix, 
which is a Benes network. Suppose Theorem 2 is true for (2t - 1) 
stage network where t ~ 1. We prove a (2t + 1) stage cyclic Benes 
network is a Benes network. 

Let v = SI<PlS2 ••• <P2tS2t+1 t B(ni , n2 , ... n t+1) be a cyclic Benes 
network. We shall show that the complex p = S2<P2S3 ... <P2t-lS2t 
can be decomposed into ni copies of v' where v' t B(n2 , n3 •.. nt+l) 
is also a cyclic Benes network. Furthermore <PI and <P2 t are such that 
each switch in SI and S2t+1 is linked to each v' as is required by the 
definition of a Benes network. By our inductive hypothesis, v'is a 
Benes network. This is enough to prove that v is a Benes network. 

Let the notation {A/Si(U)} denote a set of switches A t Si in the 
network u. Similarly, let {B/Si+I(U)} denote a set of switches B t Si+1 

in u. We define a relation R on the two sets A and B and write 

if every switch of A is linked to every switch of B in the network u. 

For the cyclic Benes network v = tl'Plt2 ... 'P2tt2t+l , let the switches 
in each stage be ordered. Note that the 'Pi, for i = 1, 2, ... t, in v can 
be described by, 
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for 

and 

'Pi = 'P2t+l-i for i = t + 1, ... 2t. 

Decompose the compex P = t'2rp2t3 •.• \02t-lt2t into {Vl' V2, 

V } where Vh , h = 1, 2, ... nl , consists of those sets of switches: n, 

{h(mod nl)/52(V)} 

{(h - 1) It n; + m,'m, = 1,2, '" It n; /I'(V)} 
for k = 3, 4, ... 2t - 1 

and 

Then clearly Vh £ B(n2 , n3 ... n t +l), h = 1, 2, ... nl . 
In each Vh , let the switches in each stage be ordered as is consistent 

with their orderings in v. Suppose 8i is a switch £ 5i(Vh) and g~ its co­
ordinate in Vh (i.e., 8. is the g~th switch in 5.(Vh))' Then 8i £ 5i(V) and 
has the coordinate gi in v. 

If we write g~ uniquely as 
i-I i-I 

g~ = c II nj + d~ for C ~ 0, 1 ~ d: ~ II nj 
j-2 

( using the convention IT nj = 1 if i = 2) 
i-2 

then gi can be uniquely written as 
i-I i-I 

g i = c II nj + d: + (h - 1) II nj . 
i=1 j-2 

;-2 
(1) 

(2) 

Vice versa, if 8i £ 5i(V), i ~ 1, 2t + 1, has coordinate gi as expressed 
in equation (2), then 8. is also a switch in 5i(Vh) with coordinate g: 
as expressed in equation (1). 

Next we show that Vh is a cyclic Benes network, i.e., let Vh = 
5~'P~5~ ... 'P~t-15~t1 then 'Pi , i = 2, 3 ... t can be described by 

{x'(modfD/5~(Vh)}R{ni(x' - 1) + li: li = 1,2 ... · nJ5~+1(Vh)} (3) 

for 
x' ="C1 2 ... f~ 

I.... J J , 
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where 

and 

'Pk = 'P2'+1-k for k = t + 1, ... 2t - 1. 

(Note that in equation (3), the two sets of switches are written in 
coordinates g' of Vh .) From equations (1) and (2), 

i-I 

g. = nlg: - (nl - l)d~ + (h - 1) II nj . (4) 
j=2 

Let Si £ rHVh) be a switch having coordinate g~ == x' (mod ID. Then 
we have the unique expression 

g~ = q'/~ + x' for some q ~ o. (5) 

Since II ;:~ nj divides IL from equations (1) and (5), there exists 
a unique u, 0 ~ u ~ II::~+l nj , such that 

i-I 

x' = u II nj + d: . 
i-2 

From equation (4), the corresponding gi is 
i-1 

g. = nl(q/~ + x') - (nl - l)d~ + (h - 1) II nj 
j-2 

i-I 

= qnd~ + nIx' - (nl - l)d~ + (h - 1) II nj 

= ql, + x 

where Ii = nd: and 
i-I 

X = nIx' - (nl - l)d~ + (h - 1) II nj 
j=2 

j~2 

= nl (u. IT nj + d~) - (nl - l)d: + (h - 1) IT nj , 
j=2 i-2 

i-1 i-I 

= u' II nj + d: + (h - 1) II nj . 
i-I ;=2 

It can be easily verified that 0 ~ x < Ii . 

(6) 

(7) 

by (5) 

(8) 

Equation (7) says that a switch Si £ ri(Vh) which has coordinate 
g: == x~ (mod In has coordinate g == x (mod I.) in v. 

Next we show that if the two sets {G~+l/r~+1 (Vh)} and {G i +dri+l(V)} 
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are such that 

(9) 

and 

(10) 

hold, then G~+l and Gi +1 are coordinates of the same set of switches. 
Equation (9) implies 

{G~+l/t~+l(Vh)} 

= {ni(x' - 1) + li: li = 1,2, ... nJr:+1(Vh)} , 

~ {n,(u. ij n, + d: - 1) + l, : l, ~ 1,2, ... nJl':H(v,)} , 

= {u tr ni + (d~ - l)ni + li : li = 1,2, ... nJr~+1(Vh)}. 
1=2 

Equation (10) implies 

{Gi+1/ri+l(V)} = {ni(x -1) + li :li = 1,2, ... nJti+1(V)}, 

= {ni(u. fi ni + d~ + (h - 1) f:i ni - 1) 
1=1 1 =2 

+ l, : l, ~ 1,2, ... n./l',+,(v)} , 

~ {u g n, + (d: - l)n, + (h - 1) 11 n, 

+ l, : l, ~ 1,2, ... nJl',+,(v)}. 

But from equation (2), if g~ = u II i
i_2 ni + (d~ - l)ni + l, , 1 ~ li ~ ni, 

then its corresponding gi is 
i , 

gi = U· II nj + (d' - l)ni + li + (h - 1) II ni . 
i=1 i=2 

Therefore {G~+l/r:+l(Vh)} and {G i+1/ri+l(V)} are clearly coordinates 
of the same set of switches. 

That each switch in r 1 (v) is linked to each v~ by CPl is a direct result of 

{x(mod fl)/rl(V)}R{n1(x - 1) + II : II = 1,2, ... nl/r2(V)} 

since 
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I {h(mod il)} (\ !nl(x - 1) + II : II = 1,2, '" nd I 1 

for each h = 1, 2, ... nl . 
Since jJ = rl</'lr2 ••• </'2tr2t+1 is symmetric with respect to its middle 

stage, and jJh I: B(n2 , n3 , ... n t +1), clearly </'~ = </'~t+1-k for k = t + 1, 
.•. 2t - 1. And finally, again by an argument of symmetry, each 
switch in r2t+1 is linked to each jJ~ by </'Zt • 
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I. INTRODUCTION 

An Image Band Interpretation of 
Optical Heterodyne Noise 

By S. D. PERSONICK 

(Manuscript received August 13, 1970) 

Optical heterodyning and homodyning (heterodyning to baseband) 
have been studied by various authors.1- 3 The intermediate frequency 
or baseband signal that is obtained by ideal optical heterodyning or 
homodyning consists of the signal that would be expected from class­
ical analysis plus an added gaussian quantum noise. The variance of 
this quantum noise is twice as large in the heterodyning case as it is in 
the homodyning case. Since classically heterodyning need not have a 
noise disadvantage over homodyning, this result at first seems puzzling. 
We shall show below that the disadvantage of heterodyning can be 
interpreted as an unavoidable "image band" quantum noise. We shall 
argue this both heuristically and formally using quantum field theory. 

II. HEURISTIC ARGUMENTS 

Consider the classical heterodyne system. Two radio frequency (RF) 
bands can contribute to the intermediate frequency (IF) output. One 
contains the desired signal plus associated noises occupying the signal 
band. The other is the image band containing image band noises. 
Classically, to avoid the noises at the IF due to the image band, we 
filter out the RF image band before it can enter the receiver front end. 
In the quantum case, we have quantum noise at the IF due to the 
signal band and the image band. Unlike the classical case, we cannot 
elimina te the image band quantum noise. Thus heterodyning has twice 
the quantum noise of homodyning (which has no image band). 

III. RIGOROUS RESULTS 

We shall now show that the "noisy" quantum heterodyne measure­
ment of the signal on a mode of a quantum field often described in 

213 



214 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1971 

terms of an overcomplete set of measurement states/ can be described 
in terms of a compatible pair of measurements on the product space 
of that mode and an extraneous "image mode." 

Suppose that the density operator for a single "signal" mode of the 
optical field in a bounded region of space is (using the notation of 
R. J. Glauber5

) 

where N is proportional to the thermal noise variance, a. and (3 are 
complex numbers «(3 represents signal) and I as > is an eigenvector of the 
annihilation operator as which along with its adjoint a~ satisfies 

[as , a~] = 1. 

We could estimate the real or imaginary part of {3 by measuring 

M - as + a: 
1 - 2 

or 

+ 
M - all - all 

2 - 2j 

but they do not commute and cannot be measured simultaneously. 
Consider next another field mode as "image mode" which does not 
depend on {3 and which has arbitrarily small thermal noise, i.e., its 
density operator is 

PI = f 71'1- exp {laII2IM} lar > < all d
2
ar 

where I aI > is an eigenvector of the image mode annihilation operator al 

[ar , a~] = 1. 

Since the annihilation and creation operators of the signal mode com­
mute with the annihilation and creation operators of the image mode, 
the following two operators defined on the product space of the two 
modes commute 

Ll = !(all + a~) + !(aI + a~), 
L2 = ij (as - a~) - ij (ar - a~). 
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The density operator of the product space is simply (Js({1)PI the product 
of the density operators. 

The joint moment generating function of the random variable which 
results from simultaneous measurement of L1 and L2 is 

M 12(u, v) = E{ exp [ULl(outcome)] exp [VL2(outcome)]} 

= TR[p~tn PI exp (ULI) exp (vL2 )] 

using the following properties6 

exp (A) exp (B) = exp (A + B) exp [![A, Bn 

if 

[A, [A, B]] = 0 

and 

[B, [A, B]] = 0 

we obtain 

TR[p,({3)plj3) exp (uLl) exp (vL2)] = M l2(U, v) 

= exp [uRl({3)] exp [v 1m ({3)] exp [{(u2 + v2)/2}(N/2 + M/2 + !)J 

= exp [uRl({3)] exp [v 1m ({3)] exp [{ (u2 + v2)/2}(N /2 + !)] 
for M «N 

which is the result obtained by physical heterodyning1- a (note that 
M « N corresponds to filtering image band noise). 

If we had measured MI = (a+ + a)/2 alone, the outcome random 
variable would have moment generating function 

Ma(u) = E exp [uMI(outcome)] 

= TRp.(fJ) exp (uM,) = exp (uRl(fJ» exp [~' (N/2 + -}) ] 
which is the result obtained by physical homodyning.1-

a 

We see that the homodyne measurement has half the gaussian quan­
tum noise added to the real part of f3 (which is the outcome mean) 
as the heterodyne measurement has. However, if we must know both 
the real and imaginary parts of f3, we must heterodyne, since homo­
dyning can only yield one part or the other (unless we split the re­
ceived signal in half and homo dyne each part). 
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IV. CONCLUSIONS 

We see from the above that the fact that heterodyning results in 
twice the quantum noise of homodyning is not strange at all. The 
added noise is heuristically and rigorously associated with an image 
band which can contribute extra noise classically as well. 
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Erratum 

"Lead-Acid Battery: Positive Grid Design Principles," B.S.T.J., Vol. 
49, No.7, September 1970, pp. 1279-1303, by A. G. Cannone, D. O. 
Feder and R. V. Biagetti. 

The log scale shown on Fig. 14 (p. 1291) for the rate constant (k) is 
in error by a factor of ten. It should be: 

W 5-

~ 
a: 

2r-

10- 3 I I I I I 
2.7 2.8 2.9 3.0 3.1 3.2 3.3 

1/ TeOK) x 103 

Fig. 14-Rate constant (k) on log scale vs liT (OK) for 5-5/8" X 5-7/8" X 1/4" 
thick PbSb grids. 

This is a plotting error only and does not alter the data nor the con­
clusions shown. 

We are grateful to D. W. Maurer of Bell Telephone Laboratories 
for bringing this error to our attention (A.G.C., D.O.F., and R.V.B.). 
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