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and assigned each a number that reflected their opinion of the signal. 
This technique, in conjunction with a means of analyzing the data in 
terms of perceptual attributes, had provided considerable information 
about a limited variety of signals in the earlier study. The purpose of 
the present experiment was to obtain a rough idea of the parameters 
important to evaluation in a much larger domain of signals, to serve as 
a guide to more detailed investigations. 

2.2 Signals 
There were 100 different signals in this experiment of three basic 

types: 

(i) Thirty-four amplitude-modulated pulse-train-carrier (AMPC) 
signals, which were a subset of the signals studied by Bricker and 
Flanagan.4 These represented selected combinations of four modulation 
frequencies, three duty factors, three carrier frequencies, and three 
harmonic compositions. 

(ii) Six amplitude-modulated sinusoidal-carrier (AMSC) signals, 
representing three modulation frequencies and two carrier frequencies. 

(iii) Sixty frequency-modulated sinusoidal-carrier (FMSC) sig­
nals, representing selected combinations of six modulation frequencies, 
three carrier frequencies, three amounts of frequency deviation, and 
five modulation waveforms. 

2.3 Listeners 
Forty-three persons of various nonsupervisory employment classifi­

cations at Bell Laboratories served as listeners. 

2.4 Procedure 
Groups of four to six listeners, seated around a table in a carpeted 

room with draperies, listened to one of four permutations of the 100 
signals reproduced over a high-quality magnetic tape playback sys­
tem. They were instructed to record a positive number on the answer 
sheet for signals they liked and a negative number for signals they 
disliked; the greater the degree of liking or disliking, the larger the 
positive or negative number. A new signal occurred every 6 seconds, 
so that the entire procedure, including reading the instructions and rest 
periods, required about 15 minutes. 

2.5 Analysis 
The listeners' ratings were arranged in a matrix of 43 rows (listen­

ers) by 100 columns (signals) and each row was normalized so that 
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it hadp.. = 0 and u = 1. These data were analyzed by the MDPREF 

computer program of .T . .T. V. Chang and J. D. Carroll" so as to pro­
duce a spatial representation of both signals and listeners. MDPREF 

solutions represent the stimuli (calling signals, in this case) as points 
and the subj ects (listeners) as vectors in multidimensional space in 
such a way that the projections of the points on each subject's vector 
correspond maximally, in a least squares sense, to his input data 
vector. Another property of these solutions is that successive dimen­
sions are orthogonal to those preceding and account for as much of the 
residual variance as possible. It is left to the experimenter to determine 
how many solution dimensions will be considered significant and how 
he will rotate the axes to render the solution interpretable. 

Another technique found useful in interpreting the results of this 
experiment was to regress the coordinates of the stimulus points on 
physical property vectors, so as to locate vectors maximally corre­
sponding to the parameters that were varied to generate the stimuli. 
In the earlier experiment,4 regression techniques had been used to 
find a three-dimensional structure in the data that was interpretable 
in terms of three parameters of signal design. 

Finally, S. C. Johnson's hierarchical clustering analysis G was applied 
to the data quite independently of the multidimensional scaling. This 
technique groups stimuli (signals) according to their mutual closeness 
in terms of a distance measure provided by the user. The inter­
stimulus distance measure used for these data was defined as follows: 

where d~k is the squared distance between stimuli j and k and Ri i is the 
rating given to the jth stimulus by the ith subject. This measure hope­
fully reflects the similarity of treatment of two signals by each listener. 
The computer-implemented Johnson technique produces a hierarchy 
of clustering of n objects, running all the way from n "clusters" of one 
object each to one cluster of n objects. It also computes a measure of 
compactness of the clusters at each level between these extremes. Using 
this measure, as defined by Johnson,7 we traced the compactness of 
various clusters as they grew in size to maximum compactness, in an 
effort to define types of signals. 

2.6 Results 

The first six dimensions of the MDPREF solution accounted for 28, 
22, 6, 4, 4, and 3 percent of the variance, respectively. The large drop 
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after the second dimension suggests that only two dimensions of the 
solution are interpretable. 

Of the parameters used for regression analysis, only modulation 
frequency (MF) could be located with sufficient confidence to identify 
it with a dimension of the solution. However, interpretation of the 
two-dimensional solution as a whole was greatly aided by the cluster 
analysis. Six clusters, including almost all the stimuli, were found to 
be at maximum compactness at about the same level in the hierarchy. 
Inspection of the membership of each cluster suggested a name for the 
type of signal comprising the cluster. Furthermore, when the stimulus 
points were proj ected on the plane of the first two MDPREF dimensions, 
a fairly simple closed curve could be drawn around each of the clusters 
without overlapping the others. This projection, along with the cluster 
contours and the subjects' vectors, is shown in Fig. 1. The pulse-carrier 
signals are shown as open squares, the sine-carrier Al\1 signals as 
shaded circles, and the sine-carrier FM signals as filled circles. Sub­
j ects' vectors, normalized to unit length in two dimensions-::" are 
shown as arrowheads pointing in the direction of higher evaluation. 
The vertical axis (Dimension I) corresponds to the MF vector, with 
low MF (5, 7, 10 Hz) at the bottom of the figure and high MF (20, 
40, 80 Hz) toward the top. 

The import of the results for calling-signal design is conveyed by 
consideration of the gross characteristics of the signal clusters. Al­
though a more detailed examination of the results with respect to 
parameter levels reveals interesting information about tone perception, 
these findings are deemed inappropriate for present purposes. Com­
plete details are available from the author.s 

The signals in both clusters below the horizontal axis of Fig. 1 
("gliding pitch" and "trills") are, with three exceptions, FM signals 
modulated at a slow enough rate that the pitch can be heard to change. 
In the case of "gliding pitch" signals, the pitch changes in a continuous 
manner, while the tone of the "trills" jumps from one pitch to another. 
The three exceptions are AMSC signals of which the single pitch 
alternates with silence. Note that no listener's vector is located so as 
to indicate a clear preference for gliding pitch signals, whereas quite 
a few listeners evaluate trills higher than any other type of signal. 

* This normalization was adopted in the interest of presenting an uncluttered 
picture. A similar plot in which overall percentage of variance accounted for was 
represented by the distance of each arrowhead from the origin revealed no sys­
tematic relation between orientation and length of vectors. 
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Fig. I-Projections of 100 signals and 43 listeners' vectors on Dimensions I and 

II of the MDPREF solution for Experiment 1. Arrowheads represent listeners' 
vectors, filled circles FMSC signals, shaded circles AMSC signals, and open 
squares AMPC signals. 

The one characteristic shared by all of the signals in the "favorites" 
cluster is an .l\1F of 20 Hz. They also have low or medium carrier 
frequencies. This cluster is positioned so as to receive high ratings 
from many listeners who prefer 10- or 40-Hz lVIF somewhat. more. Its 
name derives from the fact that it includes the signals with the three 
highest mean ratings and three others in the top ten. The single 
A.l\{PC signal to reach this distinction was also first in the earlier 
study4; it appears again in Experiment 4. 

The four signals in the "high MF -low Fa" cluster all have .l\1F = 40 
or 80 Hz and a carrier frequency of 400 Hz. Some listeners clearly pre­
fer these signals but not many other high-lVIF signals, to those with 
lower lVIF. 
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The name of the "high MF-high Fa" group is self-explanatory 
("high Fa" means carrier frequencies of 1,600 Hz or 800 Hz for AMSC 
and Fl\1SC signals, and 900 or 700 Hz for AMPC signals) . This group 
receives few high ratings. The last group ("low duty factor") is almost 
entirely Al\1PC signals with a low or medium duty factor, which 
renders harmonics of the modulating frequency prominent. No lis­
tener's vector is located so as to indicate a preference for these signals. 

2.7 Conclusions 

Some tentative principles of good calling-signal design suggested by 
these results are: 

(i) There seems to be an optimum modulation frequency around 
20 Hz, even though individuals vary widely with respect to this param­
eter. Both the superiority of 20 Hz and the diversity of listeners were 
observed by Bricker and Flanagan.4 

(ii) Pitch should change abruptly rather than gradually at low 
modulation frequencies. 

(iii) Smooth amplitude modulation (high duty factor) is superior 
to abrupt amplitude modulation (low duty factor). 

(iv) Low carrier frequency and a narrow, low-centered spectrum 
are advantages, while high-frequency energy is a disadvantage, 
whether it arises from a high carrier frequency or the presence of 
harmonics of the carrier. 

The first two principles receive further support from subsequent 
experiments, the third is not investigated further, and the fourth is 
explored and refined in the next three experiments. 

III. EXPERIMENT 2 

3.1 Background 

The problem most in need of attention after Experiment 1 was the 
status of pulse-carrier signals. It is clear that most of the AM PC 
signals and the "gliding pitch" Fl\1SC signals received low ratings, 
and that the two types are separated in the solution space (Fig. 1). 
However, they are separated chiefly on Dimension I, which corre­
sponds to modulation frequency, and for very good reason: the AMPC 
signals in the study all had MF ~ 10 Hz, while the "gliding pitch" 
signals all had l\1F ~ 10 Hz. The two types project to similar points 
on Dimension II, which is enigmatic: this dimension could reflect either 
a perceptual characteristic or merely the confounding in the experi­
mental design. The purpose of Experiment 2, then, was to determine 
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whether AMPC signals required a dimension of their own to describe 
their perceptual relations with FNISC signals. The physical correlate of 
the dimension thought to be useful for this purpose is the bandwidth 
of the signals: A1VI sine-carrier signals have a narrower bandwidth 
than FMSC signals, which in turn are narrower than AMPC signals. 
Experiment 2 includes signals of all three types, each represented at 
the same values of IVIF so as to remove that source of confounding. 
Note that a narrow bandwidth was listed as a desirable characteristic 
in the fourth conclusion of Experiment 1, and that Experiment 2 is 
designed to provide additional information on this point. 

Since this experiment and those that follow use a, novel method of 
collecting data, the procedure and some results it has produced will be 
briefly reviewed. The technique, called auditory sorting, has been 
described in the literature.a Briefly, it provides the listener with an 
array of movable pushbuttons, each of which evokes a distinctive 
sound. The listener arranges the buttons (sounds) in groups or in order 
according to instructions. In an early experiment with this technique, 
listeners were asked to group 24 three-parameter frequency-modulated 
tones according to similarity. Using an appropriate multidimensional 
scaling technique, it was possible to recover a perceptual space that 
closely resembled that recovered from the much more laborious pair­
comparison procedure in a companion experiment. lo In another experi­
ment, listeners ordered a subset of the tones used in Experiment 1 
according to preference. From these data, MDPREF constructed a space 
very much like that based on the rating data for the same subset. The 
strategy in this experiment, then, was to include enough FlVISC signals 
to recover a three-dimensional perceptual space and then observe 
whether the A~dPC signals, the AIVISC signals, or both required an 
additional dimension to account for their evaluations. 

3.2 Signals 

Twenty-four signals, all of which were derived from an 800-Hz 
carrier frequency, were used in this experiment. They were of three 
types: FNISC (n = 18), A1VISC (n = 3), and AlVIPC (n = 3). Each 
type was represented at the same three modulation frequencies: 10 Hz, 
20 Hz, and 40 Hz. There were six FlYISC signals at each l\1F, realizing 
all combinations of two FlYI waveforms (sinusoidal and rectangular) 
and three amounts of frequency deviation (±3, ±10, and ±25 per­
cent). The ANI signals were modulated with a symmetrical sinusoidal 
envelope, and the PC signals employed a carrier with approximately 
equal-amplitude components at 800, 1,600, and 2,400 Hz. 



1566 THE BELL SYSTEM TECHNICAL JOURNAL, MAY-JUNE 1971 

3.3 Listeners 

Thirty Bell Laboratories employees, 17 male and 13 female, served 
as listeners in this experiment. 

3.4 Procedure 

The listener was seated in a small sound-attenuating booth with 
the sorting apparatus in front of him and a loudspeaker on the wall 
above it. He was shown how each button evoked a different sound 
(signal) from the speaker, and instructed to arrange the signals 
(buttons) from right to left according to' "how much [he] would like 
each of these tones if it replaced the telephone bell." Listeners were 
permitted to produce partial orderings, i.e., to arrange the signals in 
groups such that the evaluative ordering obtained between groups, 
but signals within a group were tied. 

3.5 Analysis 

The vectors were each normalized and arranged in a 30 (listeners) 
by 24 (signals) matrix to serve as input for MDPREF. Regression tech­
niques were used to find, in the resulting space, three orthogonal direc­
tions that best corresponded to the three parameters of the Fl\1SC sig­
nals. A fourth dimension was located so as to satisfy three conditions: 
(i) mutual orthogonality to the first three, (ii) maximization of residual 
variance accounted for, and (iii) close nonlinear correspondence to a 
property defined by three levels of spectral width-narrow (AMSC), 
medium (FM), and wide (AMPC). 

3.6 Results 

In the figures that present the results, plotting symbols have been 
used that suggest the parameter values of the signals they represent. 
Thus, large symbols are used for 25-percent frequency modulation, 
medium for 10-percent, and small for 3-percent; round symbols for 
sinusoidal FM, square for rectangular FM. Modulation frequency in 
Hz is given by arabic numerals. For the AM signals, sinusoidal and 
pulse carriers are distinguished by symbols representing one cycle of 
their respective waveforms. 

The proj ections of all 24 signals on the plane of the first two solution 
dimensions are shown in Fig. 2a, and their projections on the plane of 
the third and fourth dimensions are shown in Fig. 2b. For the 18 FMSC 
signals, the first three dimensions represent modulation frequency, 
modulation percentage (MP), and modulation waveform (WF), re-



TELEPHONE CALLING SIGNALS 1567 

II 

@ 
oITQ] ~ ~ @ 10 

020 @9J 
010 040 

040 

20 

.20 40fl 
.10 20 
.10 .40 

20fl 40'"'"' 

.40 
10"-' 20", 

10fl 

(a) 

III 

~ 
[!Q] 

010 

"20'" 
020 

10n. 40'" 

@Q] .40 
20fl 040 

.10 10"-' 
IY 

20 

0.40 

401L 
40 

40 

@ 020 

.10 
010 

@ 
.20 

( b) 

Fig. 2-Projections of 24 signals on the MDPREF solution dimensions for 
Experiment 2: (a) Dimensions I and II; (b) Dimensions III and IV. 
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spectively. This configuration resembles that obtained from the afore­
mentioned similarity-judgment experiments10 in sufficient detail to 
support the conclusion that the present experiment reveals dimensions 
of perceptual significance. 

Note that the AM signals fall in appropriate places on Dimension I 
(MF) and that they are just beyond the 3-percent FM signals on 
Dimension II (MP) ; this latter location is consistent with their having 
o percent frequency deviation. The chief function of Dimension IV is 
to separate the AM signals, with the AMPC signals to the left and the 
AMSC signals to the right. This dimension accounts for 10 percent of 
the variance, which compares favorably with 28, 13, and 16 percent 
for the first three, respectively. 

The listeners' vectors are shown in Fig. 3a and b. Whereas Fig. 3a 
shows the usual diversity of opinion with respect to MF (and MP as 
well), Fig. 3b shows a considerable concentration of vectors so as to 
reflect low ratings for both AMPC and low-rate sinusoidal FM signals. 
It is not clear from these figures whether evaluation continues to im­
prove as bandwidth is reduced. Subjects are in fact evenly divided as 
to whether their highest-ranked AMSC signal is ranked above their 
highest:.ranked FMSC signal, and mean normalized rank is slightly 
higher for FM. Thus, although bandwidth is established as a percep­
tually significant parameter, listener evaluation is not a monotonic 
function of it. 

3.7 Conclusion 

A reasonable accounting of the data demands that AM signals be 
regarded as differing from the (three-dimensional) FM signals on a 
fourth dimension. Although signal bandwidth provides a satisfactory 
interpretation of this dimension, its relation to listener evaluation is 
other than monotonic. 

IV. EXPERIMENT 3 

4.1 Background 

While the experiments to this point had considerably clarified the 
nature of the perceptual space, they had not explored all combinations 
of parameter value~. In particular, Experiment 2 suffers from con­
founding of carrier type with modulation type (FM or AM), even 
though it served to un-confound these parameters with modulation 
frequency. Thus we are left with the formal possibility that Dimension 
IV of Experiment 2 could be interpreted as "modulation type" rather 
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Fig. 3-Locations of listeners' vectors with respect to the dimensions shown in 
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than "bandwidth," and with the practical possibility that pulse-carrier 
signals might receive higher ratings if frequency modulated. Experi­
ment 3 allows for complete factorial aTrangement of both types of 
carrier with both types of modulation. 

4.2 Signals 

All possible combinations of three modulation frequencies (10, 20, 
and 40 Hz), two modulation types (AM and FM), and two carrier 
types (sinusoidal and pulse) were generated, for a total of twelve 
signals. The carrier frequency was 800 Hz, and the FM modulating 
waveform was rectangular with ±10-percent deviation. The pulse 
carrier contained the first three harmonics of the carrier and the AM 
parameters were as in Experiment 2. 

4.3 Listeners 

Forty-four Bell Laboratories employees served as listeners. They 
were each selected with approximately equal frequency from two cate­
gories each of age (over or under 30) and sex. In additi'on, each listener 
submitted to an audiometric screening test; none was found to exhibit 
a clinically significant loss in the range of the signals under test. 

4.4 Procedure 

Each listener produced an evaluative ordering or partial ordering 
of the 12 signals, using the sorting apparatus under the same instruc­
tions as in Experiment 2. At the termination of the ranking procedure, 
each listener was asked to state whether he liked Uthe bell on his home 
telephone" more than none, some, or all of the tones, and to locate it 
in the hierarchy if "some". 

4.5 Analysis 

The objective in this and subsequent experiments was more to 
identify optimum parameter combinations than to discover perceptual 
dimensions. Consequently, the results are presented in terms of con­
ventional statistical summaries and tests of significance rather than 
multidimensional analysis. The basic datum is the rank assigned each 
of the 12 signals by each of the 44 listeners. 

4.6 Results 

The median rank assigned each of the 12 signals is shown in Table 
I, where lower numbers indicate higher evaluations. It is immediately 
apparent that sine carrier ranks higher than pulse carrier in each of the 
six comparisons with the other factors held constant. Neither of the 
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TABLE I-lVIEDIAN RANK ASSIGNED EACH OF TWELVE SIGNALS, 

EXPERIMENT 3 

Modulation Type FM AM 
---------------

Carrier Type Sine Pulse Sine Pulse 
----------

Modulation 10 4.5 5.6 5.5 7.5 
Frequency 20 2.8 6.9 3.8 6.9 

(Hz) 40 5.8 9.4 4.7 9.3 

other parameters shows quite so consistent an effect. An analysis of 
variance showed all three parameters to have statistically significant 
effects, with carrier type the largest and modulation type the smallest. 
Again 20 Hz is the highest-ranking modulation frequency; the rank 
distributions for most of the lO-Hz and 40-Hz signals reflect the diver­
sity of opinion a,bout MF observed in the earlier experiments, in that 
they are generally bimodal or broadly dispersed. Overall, FM is some­
what higher ranked than AM. Another finding of the analysis of vari­
ance was that there was no systematic difference among. the four 
age-sex groups in their patterns of evaluation. 

Table II shows, for each signal, the number of listeners who ranked 
it above or equal to their remembered concept of the bell. The pattern 
of preferences here is much the same as that shown by median rank 
(in fact, it would be statistically the same if there were no correlation 
between electronic signal evaluation and "bell" evaluation). The main 
value of this measure is to give the signal ratings some external refer­
ence, however tenuous. 

4.7 Conclusion 

The data show clearly that at least for a carrier frequency of 800 
Hz, a signal containing three harmonics of the carrier is less well liked 
than its single-frequency counterpart, regardless of whether amplitude 
or frequency modulation is employed. Furthermore, there is no practi-

TABLE II-NuMBER OF SUBJECTS (OUT OF 44) RANKING EACH 

SIGNAL ABOVE OR EQUAL TO THE "BELL", EXPERIMENT 3 

Modulation Type FM AM 

Carrier Type Sine Pulse Sine Pulse 
---------------

Modulation 10 11 12 17 7 
Frequency 20 23 11 19 5 

(Hz) 40 14 5 12 4 
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cal advantage to frequency-modulating a pulse-carrier signal, although 
FMSC signals are again slightly superior to AMSC signals. 

Discovery of a way to improve evaluations of pulse-carrier signals 
would be valuable, because such broadband signals have a well-estab­
lished advantage in detectability. A search for such a means gave rise 
to the next experiment which although brief and unavailing was in­
formative in other respects. 

v. EXPERIMENT 4 

5.1 Background 

The best-liked FM signal (20-Hz, 10-percent rectangular FM) has a 
musical aspect worth noting: the two alternating frequencies (720 Hz 
and 880 Hz) stand in a relation close to a major third, generally 
thought to be a pleasing musical interval. The pulse-carrier signals 
used so far also have a musical aspect: the three components (e.g., 
800, 1,600, and 2,400 Hz) establish two intervals-an octave and a 
major fifth. While not dissonant, the fifth is generally considered 
harsher and less pleasing than the third. But certain members of the 
harmonic series other than the first three can be chosen so as to gen­
era te thirds (fourth and fifth harmonic) and pleasing inverted (or 
open) triads. This experiment was an attempt to improve the rating of 
pulse-carrier signals by selecting such combinations. 

5.2 Signals 

Each of the eight signals in this experiment had three components 
whose relative amplitudes decreased at a rate of 3 dB per octave from 
500 to 4,000 Hz. All signals were amplitude modulated as before at 20 
Hz. The frequencies of all the components in kHz are shown in Table 
III. The more important musical aspects of this set are: (i) Signals 
1,2,3, and 6 are compact, in that adjacent harmonics of the respective 
fundamentals are selected. Of the compact signals, only number 3 
represents a major triad (second inversion); (ii) Signals 4,5, 7, and 8 
are open, in that certain harmonics are suppressed in between those 
that are passed. Each of the open tones constitutes a major triad, in­
verted and opened to span more than an octave. 

5.3 Listeners 

Bell Laboratories employees were selected to represent wide varia­
tion in musical skill and training, and to have normal hearing over 
the range of component frequencies. The experiment was terminated 
after six listeners had been run. 
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TABLE III-FREQUENCIES IN KHz OF COMPONENTS OF EIGHT 

SIGNALS, EXPERIMENT 4 

Signal No. 1 2 3 4 5 6 7 8 
---------------

First Component 0.5 1.0 1.5 1.5 0.5 0.75 1.0 1.25 
Second Component 1.0 1.5 2.0 2.5 1.5 1.5 1.25 2.0 
Third Component 1.5 2.0 2.5 4.0 2.5 2.25 3.0 3.0 

5.4 Procedure 

Listeners were asked to use the sorting apparatus to arrange the 
eight signals in evaluative order, as before. 

5.5 Results 

Regardless of the musical background, no subj ect ranked any of the 
five triad-producing signals first. The signal most often ranked first 
was number 1, which had the lowest frequencies for all three compo­
nents. Number 6 was the only other signal ranked above the median by 
all listeners. Listeners described the low-ranked "musical" signals as 
"high-pitched," "tinny," and "jarring." One listener who was sophisti­
cated in both music and acoustics recognized the differences in musical­
ness, but averred that the high-frequency components were irritating, 
even though they served to complete a chord. Since even those listeners 
expected to be most favorably disposed toward chord-signals rejected 
them in favor of signals with low component frequencies, the experi­
ment was terminated after only six listeners. 

In addition to rej ecting the notion that musicalness of component 
intervals might "rescue" broad-spectrum signals, this experiment 
affords certain informative comparisons with earlier studies. For ex­
ample, the first three sig,nals have the same bandwidth, but differ in 
location of their spectra. Rankings plummet from first through average 
to last as frequency of components increases across this set. Signal 
number 6 has a grea,ter bandwidth than any of these and a highest 
component between those of signals 2 and 3, yet its overall rank was 
equivalent to that of signal number 1. These facts suggest that listener 
evaluation depends in a, complex way on the frequencies of the compo­
nents, SQo that both the average frequency and the highest frequency 
can be determining. Bandwidth per se, it seems, is much less important. 
Searching through the details of Experiment 1 produces support for 
this notion, and further suggests that the region between 2,000 and 
2,500 Hz is critical for upper component, 1,500 to 2,000 Hz for average. 
One would interpret the poor showing of pulse-carrier signals in Ex-
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periments 2 and 3 in retrospect as an invasion of a critical frequency 
region by the highest component, rather than as an effect of bandwidth 
or the mere presence of harmonics. 

It happens that signal number 2 in Experiment 4 has exactly the 
same specifications as the lone AMPC signal to join the "favorites" 
cluster in Experiment 1 (Fig. 1). Since signal number 2 was outranked 
in Experiment 4 by signal number 6, even though the latter has a 
component above 2,000 Hz, we might expect signal number 6 to com­
pete well with sine-carrier signals. However, the most similar signal in 
Experiment 3 (AMPC, 20 Hz, components at 800, 1,600 and 2,400 Hz) 
was considered equal to or better than "the bell" by only 5 out of the 
44 listeners, compared to 23 out of 44 for the best FMSC signal (see 
Table II). Although it is possible that three harmonics of 750 Hz 
(especially with 3 dB per octave attenuation) could be much more 
pleasant than three harmonics of 800 Hz, it is safer, in the absence of 
a complete map of component-frequency effects, to take these Ex­
periment 3 findings as a guide to how signal number 6 would fare 
against FMSC signals. The reason for the attention given here to 
signal number 6 is a, practical one: its acoustic specifications are 
exactly the same as those of a ringer now under development.n This 
ringer has been shown12 to be satisfactorily detectable in typical room 
noise, and to be superior in this respect to a narrow-spectrum FMSC 
signal. The present experiments suggest that while a three-harmonic 
750-Hz signal is a good one of its type, it is likely to be less well liked 
by listeners than a good FMSC signal. 

Since the laboratory affords no way to equate pleasantness and 
detectability, evaluation of both leading signals under operating condi­
tions seemed an appropriate means of resolving, the conflict between 
the criteria. To make this evaluation possible, the Telephone Labora­
tory at Indianapolis modified its basic design so that it could generate 

. an FM signal. Questions that arose in the course of this redesigning 
effort prompted the next and last experiment. 

VI. EXPERIMENT 5 

6.1 Background 

The ringer consists mainly of an electromagnetic transducer and a 
resonant cavity. The resonator must be small enough to fit inside a 
telephone station set and large enough to resonate the lowest frequency 
component of the desired signal. The higher the carrier frequency, the 
smaller the ringer could be, so the listener-evaluation function of 
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carrier frequency (Fa, or average) is important design information 
Experiment 1 had indicated that signals with Fa = 1,600 Hz were not 
as well liked as those with Fa = 800 Hz, but there was also a sugges­
tion that evaluation was not monotonic with Fa. In any event, the 
parameter Fa had not been explored in sufficiently small steps to guide 
the design of a ringer for narrow-band signals. 

Another purpose of Experiment 5 was to assess the effects of super­
imposed amplitude modulation on listener evaluation. This question 
arose because such amplitude modulation was found to be technically 
difficult to eliminate from the design under consideration. 

6.2 Signals 

There were eight FMSC signals involved in this experiment. Each 
was rectangularly frequency-modulated at 20' Hz, with the upper and 
lower components standing in the ratio of 5 to 4 in frequency-a major 
third. There were four values of Fa, as shown in Table IV, along with 
the upper and lower component frequencies. There were two signals 
at each Fa, one of which was pure FM, the other of which was ampli­
tude modulated at 20 Hz in such a way as to imitate the effect found 
in the practical design. 

6.3 Listeners 

Thirty listeners, 10' male and 20' female, were recruited from among 
Bell Laboratories' clerical, shop, and technical employees. 

6.4 Procedure 

Each listener used the auditory sorting apparatus to rank or par­
tially rank the eight signals, as in Experiments 3 and 4. 

6.5 Results 

The number of listeners who assigned each rank to each of the eight 
signals is shown in Fig. 4. This method of presenting the data is resorted 

TABLE IV-FREQUENCIES IN Hz OF F 0 AND BOTH COMPONENTS 

OF SIGNALS TESTED IN EXPERIMENT 5 

1,350 
1,125 

900 
675 

Upper Component 

1,500 
1,250 
1,000 

750 

Lower Component 

1,200 
1,000 

800 
600 
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to here because the extreme biomodality of the ranking for Fo = 675 
Hz renders any measure of central tendency misleading. For practical 
purposes, one would wish to avoid a signal about which listener opinion 
is so divided. There is more of a consensus on low ranks for the signals 
with Fo = 1,350 Hz, and there is little to choose among the signals with 
Fo = 1,125 or 900 Hz. 

Detailed analyses confirm the impression given by the figure that 
there is little difference between signals with or without superimposed 
AM. A t~lly was made of the outcome of each of the four same-carrier­
frequency comparisons for each listener, the possible outcomes being 
FM > AM, AM > FM, and FM = AM. The results were that AM 
made essentially no difference to 11 listeners, while 6 listeners preferred 
FM only three or four out of four times, and 5 listeners preferred AM 
to FM only three or four times. 

The results of this experiment are viewed as supporting two engi­
neering decisions taken subsequently, rather than as evidence for more 
general conclusions. The first was to develop a narrow-band FM ringer 
with Fo = 1,012.5 Hz, which is midway between the two generally 
acceptable Fo in the experiment. The second was not to attempt to 
eliminate the superimposed AM, in the light of the indifference to it 
apparent in the experiment. 

(f) 
f­
U 

10 

5 

Fo = 1350 

~ O==:.:.l:..::=~ 
~ 2 4 6 8 
(f) 

lL 
o 

ffi 10 
m 
~ 
:::> z 

10 

10 

1125 900 675 
10 

10 

5 

246 8 
RANK 

Fig. ~Histograms of number of listeners assigning each of eight ranks to 
each of eight signals, Experiment 5; N = 30 for each histogram. 
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VII. SUMMARY OF CONCLUSIONS 

Results of these experiments permit the specification of two ringers 
-one narrow-band and one broad-band-that are promising with 
regard to listener evaluation. The narrow-band signal is frequency 
modulated at 20 Hz, with its upper and lower components tuned to a 
frequency ratio of 5 to 4, averaging around 1 kHz. The broad-band 
signal is amplitude modulated a.t 20 Hz, and has three roughly equal­
amplitude components at 750, 1,500, and 2,250 Hz. The evidence indi­
cates that the narrow-band signal will be preferred to the broad-band 
signal by a. majority of listeners when the two are in direct contest, 
and that the broad-band signal is more detectable in typical room 
noise when the two are equated for power. 

Laboratory studies do not reveal, however, how listeners will eval­
uate either signal after some experience with it in actual use. Neither 
do they tell us how effective these signals will be in practice. A field 
trial involving residential subscribers is planned to gather information 
on these points. This trial also makes it possible for subscribers to tell 
us something about the tradeoff between the pleasantness advantage 
of the narrow-band signal and the detectability advantage of the 
broad-band signal by adjusting their volume controls. Informal experi­
ments have indicated that listeners attenuate an unpleasant signal, 
when given a volume control in the laboratory. If subscribers behave 
similarly in the field, we shall have as one of the data the amount by 
which they offset the detectability advantage of the less pleasant sig­
nal. In any event, we shall collect data on answering times, no-answer 
rates, and opinions-after-experience. As useful as the laboratory 
studies have been, they could not have provided information on these 
crucial points. 

The field trial will also provide an opportunity for a direct compari­
son of these two tone ringers with a, widely used gong (C4). There 
are so many differences between tone ringers and gong ringers, ranging 
from the obvious difference in excitation to the factor of familiarity, 
that interpretation of this aspect of the study will be difficult. Never­
theless, these results may require modification of some of the principles 
(e.g., those pertaining to bandwidth) derived from this series of ex­
periments on tone ringers alone. 
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On a Class of Rearrangeable Switching 
Networl(s 

Part I: Control Algorithm 

By D. C. OPFERMAN and N. T. TSAO-WU 

(Manuscript received December 1, 1970) 

An algorithm is developed to control a class oj rearrangeable switch­
ing networks, par.ticl('larly with the base-2 strtlcture. Van:ous methods 
oj implementing this algorithm are also described. System organiza­
tion and processing time for rearranging the network a,re studied and 
are shown to be practical. 

I. INTRODUCTION 

One type of a switching network which has drawn considerable in­
terest lately is the class of rearrangeable switching networks (RSN). 
With these networks, any idle input terminal of the network can al­
ways be connected to any idle output terminal by rerouting the ex­
isting connections if necessary. These networks can be used where one­
to-one full access and nonblocking features are required, and rerouting 
is feasible, e.g., main distribution frames 1 and facility switches2 in 
telephone systems and data transfer networks in a multiprocessor 
computer system.3 

Most of the earlier efforts, notably by C. Clos,4 V. E. Benes/ and 
A. E. Joel, Jr.,G have been made in the context of telephone switching 
networks. Their emphasis has been on the network structure, on its 
combinatorial properties and on bounds on the number of connections 
that require rerouting. Recently, this type of network has been of 
interest in such computer areas as data-sorting systems7 and self­
repairing multiprocessors_3 The network structure is also applicable for 
cellular arrays.s However, very few reports!l,lO have been made on the 
control aspect of these networks. 

This paper will begin with a brief discussion of the general struc­
ture of RSN's, followed by the development of a method for the con-

1579 



1580 THE BELL SYSTEM TECHNICAL JOURNAL, MAY-JUNE 1971 

trol of these networks and its practical implementation. The relation­
ship between the network structure and the ease (or difficulty) with 
which it can be controlled will also be discussed. 

II. THE NETWORK STRUCTURE 

Discussion will be limited to a class of rearrangeable switching net­
works connecting N input terminals and N output terminals [abbre­
viated as (N X N) networks]. Extension to the more general case for 
(N X M) networks, N =1= M, can be readily made. 

Let N = dq, where d and q are integer factors of N. A (N X N) 
network can be decomposed into an input stage and an output stage 
having altogether 2N fd (d X d) networks (one of which can be elimi­
na ted) and a middle stage having d (N / d X N / d) networks, as shown 
in Fig. 1. This network is said to have a base-d structure, and the 
smaller networks are called subnetworks. This type of network struc­
ture falls into the general class considered by Clos and Benes. 

The network with base-2 structure is of great importance, for two 
primary reasons. First, it yields the most efficient network (or the 
least number of two-state switching elements) and, secondly, its con­
trol is relatively simple. It consists of (2 X 2) networks in the input 
and output stages, altogether (N - 1) in number where N is even or 
odd. Two (N /2 X N /2) networks are in the middle stage if N is even, 
or one [(N -1)/2 X (N -1)/2] network and one [(N + 1)/2 X (N + 
1)/2] network are in the middle stage if N is odd, as shown in Fig. 2a 
and b. Clearly, further decomposition of the networks in the middle 
stage is possible, and if the base-2 structure is carried throughout, one 
may show by an iterative process that the total number of basic switch-

d (~x~) 
d+l 

2d 
d OF THESE 

(~x %) 
N 

Fig. l-Rearrangeable (N X N) network of a general base-d structure. 
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1 
2 

3 
4 

(N
2
+1 x N;9 

N-2 LOWER N-2 
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N---------------L ______ r--------------N 
(b) 
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Fig. 2-An (N X N) network with base-2 structure for: (a) N even; (b) N odd. 

ing elements or (2 X 2) networks, named f3-elements by J oel,6 is given 
by;' 

N (logz N) - 2(log.N) + l. 
It can easily be seen that the number of these,B-elements is bounded 
by (lo~N I). A (11 X 11) network consisting entirely of f3-elements is 
shown in Fig. 3. It is a very efficient network, since there are 29 such 
elements and one must have 26 (>log2(11!) >25) two-state devices to 
accommodate all possible permutations. Some of the enumeration 
studies given in Part II will account for the additional states. 

III. THE NETWORK CONTROL 

The control algorithm is first developed for the general (N X N) 
network, having a base-d structure, as it is shown in Fig. 1. The 
special case where d = 2 will then be considered, and practical imple­
mentations of the ~ontrol algorithm will be given in Section IV. First, 
some definitions are needed. 

* (z) is the smallest integer greater than z. 
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1 1 
2 2 

3 3 
4 4 

5 5 
6 6 

7 7 
8 8 

9 9 
10 10 

11 11 

Fig. 3-An (11 X 11) network with base-2 structure. 

3.1 Definitions 

(i) An input-output pair L.~x») defines a connection between input 
terminal x and output terminal 7r(x) of a (N X N) network, where 
1 ~ x ~ N, 1 ~ 7r(x) ~ N 

(ii) A connection set C is a collection of m such input-output pairs, 
m ~ N, expressed as follows: 

If m = N, C is then in the form of the familiar permutation. This may 
be denoted by P, with C S. P, describing all the connections (or the 
traffic pattern) through. the (N X N) network. 

(iii) Let I = {I, 2, ... ,N} be a set of positive distinct integers; 
a subset J (l, d) is defined by 

J(l,d) = {al [a+:-l]* = z}, and aEI 

. where d divides N, and l is Borne constant integer, 1 ~ l ~ N Id. 
J (l, d) is called an integer set of order d and of characteristic l, and 
any element belonging to it is said to have characteristic l relative to 
the base-d. This is merely a formal way of grouping all those termi­
nals associated with the same subnetwork in the input (or output) 
stage. 

(iv) A connection set C having m input-output pairs is said to be 

* [w] denotes the integral value of w. 



REARRANGEABLE SWITCHING NETWORKS I 1583 

reducible if and only if on replacing every integer by its characteristic, 
C becomes a permutation on 1n distinct integers. 

3.2 The Generalized Control Algorithm 
Any given set of connections through the network can be described 

as: 

The objective of the control algorithm is to derive from P permutations 
to be realized by each of the subnetworks. This is accomplished by 
first decomposing P into reducible connection sets C1 , C2 , ••• ,Cd. 
Permutations for the middle subnetworks are defined by' using the 
characteristics of the elements in these sets, and permutations for the 
input and output stages are determined directly from these elements. 

3.2.1 To Decompose a Permutation into Reducible Connection Sets 

Let the output terminals be partitioned into sets denoted by S l where 

N 1 < l < -. = = d 

The reducible connection sets Ci , 1 ~ i ~ d, are constructed by group­
ing NI d input-output pairs of which the output integers are selected, 
one from each Sz, such that no two output integers have the same 
characteristic. 

Let Ci be expressed as 

C. = [Xi,1 Xi,2 

• 1T(Xi ,1) 1T(Xi ,2) 

1 ~ i ~ d; 

when it is reduced, one has the permutation 

where Pi, i and 1T(Pi, i) are the characteristics of the integers Xi, j and 
?T(Xi,i), respectively, 1 ~ i ~ d, 1 ~ j ~ N Id. Each of these d permuta­
tions Pi can be realized by any of the d (N I d X N I d) subnetworks. 
However, if each Ci is assigned to a particular (N Id X N Id) subnetwork, 
one of the (d X d) subnetworks, say the one at the upper-left corner 
of the input stage (Fig. 1), can be eliminated. This elimination implies 
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that the connection set C., and hence p., is assigned to the first 
(N I d X N I d) subnetwork in the middle stage if and only if Xi, i = 1 
for some j, 1 ~ j ~ N Id. In general, C. , and hence Pi , is assigned to 
the kth (N I d X N I d) subnetwork in the middle stage, 1 ~ k ~ d, 
(counting from the top) if and only if Xi, i = k for some j, 1 ~ j ~ N I d. 
One may then reorder the indices i such that Ci contains the input­
output pair (:'<~/i~~J , and it follows that the permutations p}, P 2 , ••• ,Pd 

are similarly ordered for the d (N I d X N I d) subnetworks in the middle 
stage. 

3.2.2 To Obtain Permutations for Subnetworks in the Input and Output 
Stages 

Let P 1 ,} , P 1 ,2 , ••• , P 1 ,N/d and PO,} , PO,2 , ••• , PO,N/d be the sets 
of permutations to be realized by the 1 st, 2nd, ••• , (N Id)th (d X d) sub­
networks in the input and output stage, respectively. Moreover, let 
the reducible connection set C. be written as 

C. = [Xi,} Xi,2 

• ?r(Xi, 1) ?r(Xi ,2) 

1 ~ i ~ d 

such that Xi, 1 < Xi,2 ••• < ... < Xi, Nld • 

Then, from the network structure, one can see simply that the 
permutations 

and 

can be obtained from C i with 

?ri1 (a) = X a • i - (j - l)d, 1 ~ j ~ N Id, 1 ~ a ~ d 

where?r -l(a) denotes the input terminal to be connected to the output 
terminal a, and ?rk(a) = ?r(xa • t ) - (k - 1) d, 1 ~ k ~ N Id, for some 
t such that ?r(xa • t ) E J(k, d). 

3.2.3 An Example on Decomposing a Permutation 
Consider a (15 X 15) network, having a base d = 5 structure. Such 

a network is shown in Fig. 4, with two (5 X 5) subnetworks in the 
input stage, three (5 X 5) subnetworks in the output stage, and five 
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(3 X 3) subnetworks in the middle stage. Let the connections through 
the network be described by the following permutation: 

P = (1 2 3 4 5 6 7 8 9 10 11 12 13 14 15). 

11 15 4 2 6 1 7 5 8 9 12 14 3 13 10 

The output integers are partitioned as follows: 

8 1 {11, 15,4,2, 6}, 

82 {l, 7,5,8, 9}, 

S3 {l2, 14,3, 13, 10}. 

From these, the reducible connection sets C1 , C2 , Ca , C4 , and Cs 

are constructed as shown in Table I and, in general, they are not unique. 
The corresponding permutations (Pi), which are also shown in Table I, 
are obtained from Ci by replacing each element with its characteristic. 
Note that connection sets are ordered according to the input integers 
(1, 2, 3, 4, 5) and that Xi.1 < Xi.2 < Xi.a for each i. Table II shows the 
permutations derived from C i for subnetworks in the input and output 
stages using the relations for 7ri1(a) and 7rk(a) as given in Section 3.2.2. 
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TABLE I-REDUCED CONNECTION SETS AND THEIR CORRESPONDING 

PERMUTATIONS 

i Ci Pi 

[1: 
8 

15 J (~ 
2 :) 1 

5 lO 1 
---

[I: 
9 1:] (: 2 :) 2 
8 2 

[ : lO 11] G 
2 :) 3 

9 12 2 

[ : 7 12] G 
2 :) 4 

7 14 2 

[ : 6 14~ 

(: 
2 

:) 5 
13J 1 1 

TABLE II-PERMUTATIONS FOR SUBNETWORKS IN THE INPUT AND 

OUTPUT STAGES 

j PI,; PO,; 

[: 
2 3 4 

:] (: 
2 3 4 :) 1 

2 3 4 3 4 2 
---

[: 
4 5 2 

:] (: 
2 3 4 :) 2 

2 3 4 3 4 2 

G 
3 1 2 

:] G 
2 3 4 :) 3 

2 3 4 5 2 4 

IV. THE CONTROL ALGORITHM FOR THE BASE-2 NETWORK 

The selection of output integers from the set 8z , 1 ~ l ~ N / d, to 
form the connection sets Ci , 1 ~ i ~ d, is by no means simple. One 
procedure has been reported by V. 1. Neiman.10 By modifying the 
previous example, it can be shown that the selection can not be made 
on a strictly sequential basis. Let the given permutation be modified 
such that the sets 81 , 8'2 , and 81{ are as follows: 
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Sl {II, 10,4, 2, 6}, 

S2 {I, 7, 5, 8, 9}, 

S3 = {12, 14, 3, 13, 15}. 

If one had chosen (lU and rn input-output pairs to form C1 , where 
the output integers 11 and 1 are from Sl and S2 respectively, there 
is no output integer in S3 which would have a characteristic different 
from that of the integer 11 or 1. Thus, in general, simultaneous selections 
must be made in the construction of the connection sets. For networks 
with base-2 structure, however, the selection is reduced to a mere 
binary choice, resulting in a much simpler algorithm. For the other 
extreme case/ 1 where d = N /2, the difficulty described above will 
not arise because there are only two sets Sl and S2 , each containing 
exactly d integers. 

For a (N X N) network with a base-2 structure, the control 
algorithm for setting the ,8-elements to realize a given permutat~on P 
consists of three parts: (i) decomposing of P into reducible connection 
sets C1 and C!.l; Ui) reducing C1 and C!.l to PI and P'2 respectively; 
and (iii) setting the ,8-elements in the input and output stages. Since 
the network has an iterative structure, the same procedure is applied 
to each of the (N /2 X N /2), (N /4 X N,/4) , ... , (2 X 2) subnet­
works. There are 10g'2N levels of an (N X N) network with the last 
level of (2 X 2) subnetworks being a trivial case, assuming N is a 
power of 2. 

A coding scheme for the input and output integers which facilitates 
the required operations and two methods for decomposing Pare 
described in the following sections. 

4.1 Coding Scheme 

It is clear from what has been discussed so far that the control 
algorithm essentially accepts the connection requirements as input 
data and, after processing, generates a set of output data which are 
used to rearrange the network. It is necessary, therefore, to have an 
input/output (I/O) memory, which stores the output terminaI7l'(xi) at 
the address determined by the numerical value of the input terminal Xi • 

A simple coding scheme for these integers proves to simplify the 
implementation of the algorithm. 

Referring again to the network, one can, of course, use the set of 
integers (0, 1, 2, ... , N - 1) to number the input and output ter-
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minals, without loss of generality in all the previous discussions.{f 
Then, the familiar binary code can be used directly, both for the 
input Xi as address and for the output 7r (Xi) as the contents at Xi . 'Ve 
shall now show how this code can be used at all log2N levels. Let the 
binary representation be 

bn - 1bn - 2 ••• b1bo , 

where n = log2N, and assuming N a power of 2. Beginning at the first 
level of the network, the least significant bit of the address is used to 
set the input f3-element defined by the remaining n - 1 bits, and that 
of the contents to set the output f3-element defined by the remain­
ing n - 1 bits of the contents. Moreover, the conversion from C 1 (or 
0.2 ) to P 1 (or P2 ) is accomplished by merely eliminating bo for each 
coded output integer. Finally, for an output integer '7r(x.J, the bit bo is 
set to identify whether the particular 7r(Xi) belongs to P 1 or P 2 • How­
ever, for an input integer, the most significant bit of the address, bn- 1 , 

indicates whether Xi belongs to P 1 or P2 . 
The same coding procedure is applied at each subnetwork, and the 

I/O memory is partitioned (part of algorithm) in the appropriate 
manner. In general, at the ith level of the network, i < log·2N, the (i - 1) 
least significant bits of a word in memory define the particular sub­
network of size N (21-i) , and the log2N - (i - 1) most significant bits 
define the output integer. The (i-l) most significant bits, however, of 
the address designate the subnetwork, and the remaining bits define 
the input integer. An example will be given in detail to illustrate 
this in Section 4.2.1. 

4.2 Decomposition by Looping 

'Vith d = 2, an integer set is reduced to an integer pair, consisting 
of only two elements, and one is said to be the dual of the other. If one 
continues to use the integers (0, 1, ... ,N - 1) to number the input 
and output terminals of an (N X N) network, then the integers a and 
b constitute an integer pair if 

[~] m=l 
for some integer l. The dual of a (or b) is denoted by a (or b), and, 

* Except that the definition of the integer set J(l, d) needs to be slightly modi­
fied, as follows: 

J(l, d) = {al[a/d] = ll, o ;£ l ;£ (N / d) - 1 
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therefore, 

a = band b = a. 

Moreover, any permutation is decomposed into only two reducible 
connection sets C1 and C2 , and if [,.·7xJ E C1 , then L.7xJ and [".7;;)) E 
C2 for some Xi , where 7r(Xi) is the dual of 7r(x). In coded form, the dual 
is obtained merely by complementing the least significant bit. 

One method, called the looping procedure, of constructing C 1 and C 2 

from P is to search the I/O memory for the required outputs. The 
sequence starts by selecting the output 7r(O) in the first location of 
the memory (or (".~oJ). The first (n - 1) bits (an-lan-2 ... al) of the 
address which are all zeros define the first {3-element ({3il) in the input 
stage, and the last bit (ao) which is also zero defines {3il to be set to the 
"straight through" state (see Fig. 5). The bits mn - 1mn -2 ••• m1 and 
mo at this address define one of the {3-elements ({3o,.) in the output stage 
and its setting respectively. Bit mo is now reset to zero to designate 
that this particular output (mn - 1mn -2 ••• m1) is for PI . There is also 
another bit mn which is set to one when that particular output has 
been placed in PI or P 2 so that an unused output can be selected when 
it is necessary. The example in Section 4.2.1 will clarify this. 

The memory is next scanned for the dual of 7r(O); this output and 
its address Xk define (".7!kJ for C2 For the input-output pairs in C2 
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Fig. 5-Base-2 (N X N) rearrangeable switching network. 
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it is only necessary to set mn and mo of the memory word to '1' to 
signify that this word (output) has been used and that it is for P 2 • 

The output 7r(Xk) at the address Xk defines (".12IJ and is designated 
for C1 • The same looping procedure is continued until all 7r(Xi), 
1 ~ i ~ N are assigned to either C1 or C2 • In most cases, however, 
the looping will end before all output integers are used. The procedure 
is started again by arbitrarily selecting an unassigned output for PI, 
by examining mn . Because of this arbitrariness, C1 is, in general, not 
unique. This fact is used to advantage in the other procedure to be 
described in Section 4.3. 

After the looping procedure is completed, the memory is reorganized 
to have PI and P 2 in locations 0 to N /2 - 1 and N /2 to N - 1, respec­
tively. (A small scratch pad memory may be necessary.) Then the same 
procedure is applied to each of these (N /2 X N /2) subnetworks, and 
it is continued until all of the ,a-elements in the (N X N) network 
are set. 

The searching can be eliminated by employing two memories, one 
of which is the I/O memory. The additional one is an output/input 
(0/1) memory that stores the input Xi at the address corresponding 
to the numerical value of the output 7r(Xi)' The decomposition of P 
into P 1 and P 2 is achieved by crisscrossing between the two memories. 
For example, output 7r(Xi) and its corresponding address Xi in the 
I/O memory define [,r'(~;)J for C1 • Now the dual of 7r(xJ, say 7r(Xj), 
is the address for the 0/1 memory and the corresponding word Xi 

defines [".'(;;) J for C2 • Then Xj is used for the address in thel/O memory. 
If the I/O memory is a content addressable memory (CAM)/2 the 
required 7r(Xi)'S for C1 and C2 are determined directly in the content 
addressable mode, without the use of a second memory. 

4.2.1 An Example of the Looping Procedure 
In order to illustrate in a meaningful way the looping procedure 

using the coding scheme at various levels, a permutation for a (32 X 

32) network, as given in Table III, will be utilized. 
The looping procedure begins with 71"(0) = 14 and continues to 

select input-output pairs for the connection set C1 • (The sequence of 
this selection is indicated by the number in the "looping sequence" 
column.) As each output integer is selected for C1 , the last bit mo is 
used to set the output ,B-element designated by (m4m:3m2m,d (see 
Fig. 6). Then the bit mo is set to '0' to indicate that it is for C1 , and 
the bit m5 is set to '1' to indicate that it has been used. The bits mo and 
m5 of the output integers for C~ are merely set to '1'. In this particular 
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TABLE III-MEMORY CONTENTS ON THE INTERCONNECTIONS 

Input Outputs Coded Output Integers Looping 
Terminals Terminals m5 m4 ma m2 ml mo Sequence 

0 14 0 0 1 1 1 0 1 
1 23 0 1 0 1 1 1 
2 3 0 0 0 0 1 1 7 
3 20 0 1 0 1 0 0 
4 28 0 1 1 1 0 0 8 
5 2 0 0 0 0 1 0 
6 16 0 1 0 0 0 0 
7 11 0 0 1 0 1 1 
8 31 0 1 1 1 1 1 9 
9 29 0 1 1 1 0 1 

10 1 0 0 0 0 0 1 
11 27 0 1 1 0 1 1 5 
12 12 0 0 1 1 0 0 3 
13 18 0 1 0 0 1 0 
14 5 0 0 0 1 0 1 
15 24 0 1 1 0 0 0 11 
16 26 0 1 1 0 1 0 
17 21 0 1 0 1 0 1 6 
18 0 0 0 0 0 0 0 4 
19 13 0 0 1 1 0 1 
20 8 0 0 1 0 0 0 
21 6 0 0 0 1 1 0 13 
22 19 0 1 0 0 1 1 2 
23 15 0 0 1 1 1 1 
24 4 0 0 0 1 0 0 10 
25 30 0 1 1 1 1 0 
26 7 0 0 0 1 1 1 
27 22 0 1 0 1 1 0 14 
28 17 0 1 0 0 0 1 
29 10 0 0 1 0 1 0 
30 25 0 1 1 0 0 1 
31 9 0 0 1 0 0 1 12 

example, the looping procedure ends prematurely and leaves the con­
nection set 

as indicated on Table IV. 

7 28 29] 

11 17 10 

One then repeats the looping procedure by starting arbitrarily at 
some remaining output integers (as indicated by mfj = 0). After every 
output integer has been assigned to C1 (or C2 ), one rearranges the 
memory such that all the integers with mo = 0 occupy the upper half 
of the memory, corresponding to the connections through the upper 
network, with the remaining output integers for the lower network. This 
is shown in Table V. 
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0------------------
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15 
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3 

4 
5 

6 
7 

8 
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,.........1,---;.- 13 

'----,1'---->.-14 
,.........1,---;.- 15 

'---f"----'r- 16 
,.........I,---J.- 17 

18 
19 

20 
21 

\.......,;'---",-22 
,.........I.,.----f-23 

V\/\.......,;"----'r-24 
~----'\ _-->'---J.-_ 25 

'---f"----'r-28 
\ __ ~+----J\,_~+_-29 

30 
~--~-~------~''+-31 

Fig. 6-A (32 X 32) rearrangeable network with partial setting of ,,-elements. 

Table VI shows the memory contents after another looping pro­
cedure is applied to the output integers (for both the upper and lower 
networks) and subsequent rearranging. At this level, mlmO denotes the 
(8 X 8) subnetwork, and if one reverses the order to mOml , it is just 
the binary representation of natural ascending numbers, 0 being the 
upmost (8 X 8) subnetwork and 3 being the lowest (8 X 8) subnet­
work. One could also obtain the same information from the addresses, 
since the contents are rearranged into this order. 

4.3 Decomposition 'With a Trial-Partition Procedure 

A second method for decomposing P which incorporates a trial-and­
error procedure is presented. Although this method is practical only 
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for small networks, it is very important because of the simple imple­
mentation, and intelligence can be included to reduce the average 
processing time by taking advantage of the fact that the decomposi­
tion may not be unique. 

From the derivation of the reducible connection sets C1 and C2 , 

it is seen that they must contain one and only one 1r(xJ from each 
S l , 0 ~ l ~ (N /2) - 1, and the corresponding input Xi . Since (". ~O) J and 
(".~l)J are defined to be in C1 and C2 , respectively, only (N /2 - 1) 
additional input-output pairs must be selected for C 1 ; the remaining 
pairs are for C 2 • After C 1 and C 2 are determined, P 1 and P 2 and the 
rearranging of the I/O memory are derived in the same manner as 
in the looping procedure. Let 'l' be the set of connection sets; each 
includes (N /2 - 1) input-output pairs formed by having one 1r(Xi) from 

T ABLE IV -lVIEMORY CONTENTS AFTER SEQUENCING THROUGH ONE Loop 

m5 m4 m3 

1 0 1 
1 1 0 
1 0 0 
1 1 0 
1 1 1 
1 0 0 
0 1 0 
0 0 1 
1 1 1 
1 1 1 
1 0 0 
1 1 1 
1 0 1 
1 1 0 
1 0 0 
1 1 1 
1 1 1 
1 1 0 
1 0 0 
1 0 1 
1 0 1 
1 0 0 
1 1 0 
1 0 1 
1 0 0 
1 1 1 
1 0 0 
1 1 0 
0 1 0 
0 0 1 
1 1 1 
1 0 1 

m2 ml 

1 1 
1 1 
0 1 
1 0 
1 0 
0 1 
0 0 
0 1 
1 1 
1 0 
0 0 
0 1 
1 0 
0 1 
1 0 
0 0 
0 1 
1 0 
0 0 
1 0 
0 0 
1 1 
0 1 
1 1 
1 0 
1 1 
1 1 
1 1 
0 0 
0 1 
0 0 
0 0 

mo 

0 
1 
0 
1 
0 
1 
0 
1 
0 
1 
1 
0 
0 
1 
1 
0 
1 
0 
0 
1 
1 
0 
0 
1 
0 
1 
1 
0 
1 
0 
1 
0 

these belong 
to another loop 

~ i 100 0 0 
~ 1 0 1 0 1 1 

~110001 
~101010 
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TABLE V-MEMORY CONTENTS AFTER REARRANGING 

ms m4 m3 m2 ml mO 

0 0 1 1 1 0 
0 0 0 0 1 0 
0 1 1 1 0 0 
0 1 0 0 0 0 
0 1 1 1 1 0 
0 1 1 0 1 0 
0 0 1 1 0 0 
0 1 1 0 0 0 
0 1 0 1 0 0 
0 0 0 0 0 0 
0 0 0 1 1 0 
0 1 0 0 1 0 
0 0 0 1 0 0 
0 1 0 1 1 0 
0 0 1 0 1 0 
0 0 1 0 0 0 

--------------------------------
0 1 0 1 1 1 
0 1 0 1 0 1 
0 0 0 0 1 1 
0 0 1 0 1 1 
0 1 1 1 0 1 
0 0 0 0 0 1 
0 1 0 0 1 1 
0 0 0 1 0 1 
0 1 1 0 1 1 
0 0 1 1 0 1 
0 0 1 0 0 1 
0 0 1 1 1 1 
0 1 1 1 1 1 
0 0 0 1 1 1 
0 1 0 0 0 1 
0 1 1 0 0 1 

upper 
subnetwork 

~ 

lower 
subnetwork 

each Sl , l > O. Since there are two elements in each Sl , 'IF consists of 
2(N/2)-1 connection sets. For any arbitrarily selected C E 'IF, the test 
will be only on the output integers. Therefore, C defines C 1 if and only 
if for any 7r(Xi) E C, its dual is not in C. 

These ideas lead to the application of a finite state machine with 
2(N/2)-1 states which are used to generate 'IF. This machine, called the 
Trial-Partition Machine (TPM), is composed of (N /2 - 1) two-state 
storage devices (flip-flops), each of which represent an input integer 
pair. The "0" or "I" state of the flip-flop designates that the odd 
or even input, respectively, of the input integer pair and the corre­
sponding output is in C. If (Tj is a state of the TPM, then it defines 
C, and the 7r(Xi) E C are tested for an integer pair (two outputs with 
the same characteristic). If C contains no pairs, then it is reducible 
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and can be used as C1 • However, if there is at least one output integer 
pair in C, the TPM is advanced to (Ji+1 • Since the outputs are serially 
stored in the I/O memory, the memory must be sequenced in order to 
perform the test for each (J i . 

This type of a TPM can be easily implemented with a (N /2 - 1) 
bit binary counter. However, it may be desired to have a more intelligent 
machine so that C1 can be determined in less time (with fewer trials). 
Of course, the complexity and, consequently, the cost of the TPIVI 
will increase as the intelligence of the machine grows. One way to 

TABLE VI-MEMORY CONTENTS AT THE THIRD LEVEL (AFTER TWO 

LOOPING PROCEDURES) 

m5 m4 m3 m2 ml mo 

0 0 1 1 0 0 
0 1 0 0 0 0 
0 1 1 1 0 0 
0 1 1 0 0 0 
0 0 0 0 0 0 
0 0 0 1 0 0 
0 1 0 1 0 0 
0 0 1 0 0 0 

------------------------------_. 

0 0 0 0 1 0 
0 1 1 1 1 0 
0 1 1 0 1 0 
0 0 1 1 1 0 
0 1 0 1 1 0 
0 1 0 0 1 0 
0 0 0 1 1 0 
0 0 1 0 1 0 

--------------------------------

0 1 0 1 0 1 
0 0 0 0 0 1 
0 1 1 1 0 1 
0 1 0 0 0 1 
0 0 1 1 0 1 
0 0 1 0 0 1 
0 0 0 1 0 1 
0 1 1 0 0 1 

--------------------------------

0 1 0 1 1 1 
0 0 1 0 1 1 
0 0 0 0 1 1 
0 0 0 1 1 1 
0 1 1 0 1 1 
0 0 1 1 1 1 
0 1 1 1 1 1 
0 1 0 0 1 1 



1596 THE BELL SYSTEM TECHNICAL JOURNAL, MAY-JUNE 1971 

enhance the intelligence is to count the number of output integer 
pairs in C. This number (Z) specifies how many r 11" ~!;) J must be changed 
in order to have all 7r(Xi) from different output integer pairs. Then the 
next set (C') is selected from those sets which contain at least Z different 
pairs and have not been previously tested. Another method is to observe 
the input-output pairs [1I"~!iJ and [1I"~!;)J that form an output integer 
pair, and select a C' that. contains either Xi or Xi . For an example of 
a TPM, see Ref. 11. 

The TPM is applicable only for small networks because the number 
of tests becomes prohibitive as N increases. There are 2 (N /2)-1 con­
nection sets in 'l1 and, on the average, half of these must be tried. A 
TPM with intelligence, however, will reduce the number of sets to 
be tested, but for networks larger than (64 X 64) this will still be too 
time consuming. 

4.4 Using Combinational Logic 

The control algorithm for the (4 X 4) network can be imple­
mented with combinational logic. This is achieved by assigning the 
states of the five f3-elements for each of the 24 possible input-output 
permutations. The combinational logic, which consists of 13 NAND 

gates, determines the correct setting from the outputs which are 
coded in the binary code. This method is practical only for very small 
networks because the number of permutations grows very rapidly. The 
(4 X 4) network is important, however, because it could be used as 
a building block to construct larger networks, and the combinational 
logic and the f3-elements could be on the same semiconductor chip. 
This same idea also applies to an (8 X 8) or (16 X 16) network using 
the TPM. 

4.5 System Description 

The block diagram of a rearrangeable switching system with only 
one memory (I/O Memory) is shown in Fig. 7. The Network Control 
realizes the control algorithm by employing one or more of the above 
methods. For example, it may be advantageous to use the combina­
tionallogic and TPM for the small networks (or subnetworks) because 
they are relatively inexpensive to implement. However, as the size of 
the network grows, the processing time becomes critical. Then the 
looping procedure with one and two memories (or a content address­
able memory) may be used for less than 1000 terminals and more than 
1000 terminals, respectively. The timing considerations for these 
methods are discussed in the next section. 
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I+-__ --.j SCRATCH PAD 
MEMORY 

SYSTEM CONTROL 

Fig. 7-System block diagram. 

The Scratch Pad Memory temporarily stores the outputs during 
decomposition of P and also while the I/O Memory is being par­
titioned. The System Control generates the timing and control 
sequences for all of the operations. This unit, as well as the Network 
Control, could be implemented with stored program techniques if it 
is economical and if there is sufficient real time. 

The other important unit, called the Network Buffer, isolates the 
network from the Network Control so that the existing traffic will not 
be affected during the processing time of the control algorithm. As the 
settings of the p-elements are determined, they are stored in the 
Network Buffer. After the control algorithm is completed, the states 
of the p-elements are set within the time required to insure the quality 
of the transmission. This time is dictated by the switching transients 
of the p-elements, network terminations, and the application. Serial 
shift-registers can provide economical buffers, if the p-elements can 
be set in a stage-by-stage sequence. 

V. TIMING CONSIDERATIONS 

In this section, the processing time and the necessary equipment for 
the various methods of implementing the control algorithm are dis­
cussed. The processing time for the algorithm must be sufficiently short 
to accommodate the traffic changes. The combinational logic method 
is the fastest; however, it is applicable only for very small networks. 
The TPM has the next order of complexity, and it is applicable for 
(64 X 64) networks or smaller. The processing time, which increases 
exponentially, is derived as follows: For an (N X N) network, there 
are 2(N/2)-1 states of the TPM. If the TPM is a binary counter (no 
intelligence), on the average about half of the states or 2(N/2)-2 must 
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be tested before the given P is decomposed to eland 0'2 . Also, on the 
average, one-half of the I/O memory is scanned before an output 
integer pair is detected. Therefore, the number (AT) of times that the 
I/O memory is accessed for log'2N levels [the log'2Nth level is the 
trivial (2 X 2) network, and the number of times the memory is ac­
cessed is simply N /2] is: 

N log.N-l N 
AT = - L: 2NI2i + -. 

8 i=l 2 
(1) 

The processing time can be greatly reduced by using the looping 
procedure. If a random-access I/O memory is employed, it is necessary 
to search for one-half of the outputs (the remaining outputs are 
obtained 'directly from memory) on each level of the network. For an 
(N X N) network, N/2 outputs are determined by accessing the I/O 
memory, on the average, N /2 times. Then 

log.N (l)i+l 
AT = N 2 t;"2 = !N(N - 1). (2) 

In addition, the access time required to partition the memory is 2N 
log2N and should be included in equations (1) and (2) to give the 
total processing time. 

If two memories (in the crisscross manner) or a CAM is utilized, 
no searching is necessary, and access times for the decomposition of P 
and partitioning of memories are: 

AT = 4N log2 N 

and (3) 

AT = 3N log2 N respectively. 

For N = 16,384 and a CAM with 1-p.sec access time, the control 
algorithm, implemented with wired logic and a 10-MHz basic clock, 
can be accomplished in approximately 750 msec. If two memories 
(random access) with 1-p.sec cycle time are used, a processor with 
an instruction execution time of 3 p'sec can implement the control 
algorithm in approximately 50 seconds. 

VI. CONCLUSION 

In this paper, the network structure and control algorithm for cer­
tain (N X N) rearrangeable switching networks are described. The 
algorithm consists of decomposing a given permutation into d (where 
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d is the base of the network) permutations for the d (N / d X N / d) 
subnetworks, and determining the connections for the NJd (d X d) 
networks in the input and output stages. The same procedure is 
applied to the subnetworks in an iterative manner until all of the 
connections in the (N X N) network are defined. 

Although the network can be constructed with various building 
blocks (bases), the base-2 structure is the most important because it 
requires the least number of two-state devices (f3-elements) and the 
control algorithm is relatively simple. The algorithm is implemented 
by performing the decomposition either by the looping procedure or 
by a Trial-Partition Machine. Also, an efficient coding scheme is de­
fined to facilitate the decomposition of the permutation and the par­
titioning of the memory. With the base-2 structure, the control 
algorithm and the coding scheme can be used in a consistent manner 
at each level of the network. There are other classes of network struc­
tures with the same number of f3-elements, such as the nested-tree net­
works,6 that do not have this property. 

The processing time and equipment complexity vary with the 
methods of implementation. The combinational logic is the fastest and 
least expensive; however, it is only applicable for very small networks. 
The Trial-Partition Machine is economical, but it is too slow for large 
networks; however, intelligence can be designed into the machine 
taking advantage of the fact that for a large number of permutations 
there are more ways than one of setting the network. Consequently, 
the processing time is dependent on the permutations given, as well as 
the amount of intelligence built in. The most suitable method for 
networks larger than (64 X 64) is the looping procedure with a con­
tent addressable memory to store the outputs. The processing time is 
independent of the permutations given. With this method, it is pos­
sible to determine the setting of all the f3-elements for a (16,384 X 

16,384) network in less than one second for any number of new con­
nections or terminations. During the processing time, the new settings 
for f3-elements are stored in a buffer; then their states are changed. 
The memory required for this system is about 300k bits or approxi­
mately 20 bits per input terminal. 

This paper has described a control algorithm for a rearrangeable 
switching network that is practical from both the system and process­
ing time viewpoints. The application of this network should be con­
sidered where full access and nonblocking is required, and rerouting 
is possible. 
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On a Class of Rearrangeable Switching 
Network~s 

Part II: Enumeration Studies and 
Fault Diagnosis 

By D. C. OPFERMAN and N. T. TSAO-WU 
(Manuscript received December 1, 1970) 

The decomposition of permutations as used in the control algorithm 
for a class of rearrangeable switching networks is proved. Enumera­
tion studies on permutations related to the network are presented. 
Theorems for constructing a set of traffic patterns for diagnostic pur­
poses are also given. Finally, a procedure for detecting and locating 
faulty switching elements in the network 1~S descr1·bed. 

I. INTRODUCTION 

This part of the paper will cover some of the theoretical considera­
tions related to the rearrangeable switching networks discussed in 
Part 1. For the general (N X N) network with base-d structure, it is 
shown that it can indeed accommodate any of the N! connection 
patterns. A thorough study is then made of the (N X N) network 
having a base-2 structure. It was pointed out in Part I that the 
setting of the J1-element is, in general, not unique for an arbitrary 
input-output permutation. Furthermore, the number of J1-elements for 
an (N X N) network exceeds (log2 (N!), for N > 4. Some enumera­
tion studies are given to account for this. Finally, fault diagnostic 
studies are given in relation to the base-2 network. A method to con­
struct a set of permutations useful for testing the network is developed. 
This is then followed by discussing a procedure to detect and/or locate 
faulty J1-elements in the network. 

II. PERMUTATION PROPER'rY OF THE NETWORK 

In this section it will be shown that the decomposition of the given 
permutation into reducible connection sets (as used in the control 

1601 
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algorithm) is always possible. From Section 3.2.1 of Part I, it is evi­
dent that the decomposition is equivalent to the selection of d sets of 
output integers, 7r (Xi), one from each Sz, such that all the output 
integers in any of the d sets have distinct characteristics, where Sl , 
as previously defined, is 

Sz = {7l'(xJ I Xi E J(l, d)} l~l~Nld; 

and there are d elements in each Sz . 
To show that this selection and, therefore, the decomposition can 

always be done, P. Hall's Theorem l on Distinct Representatives is 
used and is stated as follows: 

P. Hall's Theorem: Let L be a finite set of indices L = {1,2, ... n}. 
For each l E L, let Tz be a subset of a set T. A necessary and sufficient 
condition for the existence of dl:stinct representatives tl , l = 1, 2, ... , n, 
tz E Tl , ti ~ ti when i ~ j, is that for every k = 1,2, ... , n and every 
choice of k distinct indices II , l2 , ... , lk , the subsets Tit , Tz. , ... , Tlk 
contain between them at least k distinct elements. 

This theorem can be used directly if a mapping ¢ is defined on the 
sets Sz as follows: 

1 ~ l ~ Nld, 

where 

t ~ ["(Xi) ~ d - 1]*. 
This simply means that each integer in Sl is replaced by its charac­

teristic t, with Tz having exactly the same number of elements as Sl . 
Thus, the selection of d sets of 7r (Xi), one from each Sl , such that the 
integers in each of the d sets have distinct characteristics, is equiva­
lent to the selection of d sets of lV I d distinct representatives, one from 
each T z , such that in each of the d sets t i # tj for i# j. 

By Hall's theorem, it is sufficient to show that for every k = 1,2, ... , 
N /d and choice of k distinct indices II , l2' ... , lk , the sets Til' Tz. , ... , 
TZk contain between them at least k distinct elements. But this is 
clearly the case here, since each set Sz , and, therefore, each set Tz , 
contains exactly (d - j) elements after j sets have been so selected. 
o ~ j ~ d - 1. Thus, there are ked - j) elements in the sets Tit , 
Tz. , ... , TZk , of which at most (d - j) elements are identical (derived 
from the fact that there are at most (d - j) output integers belonging 

* [z] is the integral value of z. 
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to the same integer set after j sets have been so selected). Therefore, 
there are at least k distinct elements. The index j is introduced to show 
that the selection of d sets of 7r(x;) can be made on a sequential basis. 

III. SOME RESULTS ON ENUMERATIONS 

For the remaining sections, the discussion will be restricted to the 
(N X N) network with base-2 structure. Some definitions (in addition 
to those in Part I) relevant to the enumeration study as well as the 
network diagnosis are given first. 

3.1 Definitions 

(i) For any given connection set C, C ~ P, having input-output 
pairs (the outputs are denoted as Yi instead of 7r(x;) to simplify the 
notations) , 

1 ~ m ~ N, 

there exists an inverse of C, denoted by C- l
, which is a connection set 

(ii) For any two connection sets Ci and Ci that have the same set 
of input (Xi) and output (y i) integers, the product C ie-;l and its cycle 
can be defined in the standard manner, similar to that usually as­
sociated with permutations. 2 

(iii) A loop is a connection set where, for any 

The number of these input-output pairs in L is called the order of L, 
which is necessarily even. l\1oreover, all loops are distinct, i.e., any 
two loops do not have any common input-output pair. 

(iv) A proper loop is a loop in which the input-output pairs are 
arranged so that both X and x and Y and yare adjacent in a circular 
sense, e.g., 

L= [y, 
Xl X2 = Xl X3 X4 = X3 X5 

x, : xl 
Y6 Y2 Y3 = Y2 Y4 Y5 = Y4 
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This can always be done, and any loop is considered to be a proper 
loop, unless otherwise specified. Any permutation P on N integers 
can be written as 

P = (Ll , L2 , ... , Lm) 

and is said to have m loops, 1 ~ m ~ N /2. 
(v) A loop L, of order 2k, is said to be decomposed into two inde­

pendent connection sets C1 and C2 , C1 , C2 ~ L, if for any pair (:~J E C1 , 

(vi) The derived sets Ql and Q2 (obtained from independent con­
nection sets C1 and C2 respectively by replacing every integer by its 
characteristic) are denoted by (Ql , Q2). If C1 and C2 are reducible, 
Ql and Q2 are permutations PI and P 2 respectively, and they are referred 
to as derived permutations. 

3.2 Enumeration of Permutations by Loops 
In terms of the definitions just given, the looping procedure for the 

control of the (N X N) network, described in Section 4.2 of Part I, is 
equivalent to. arranging the given permutation having m loops into 
the form 

1 ~ m ~ N/2, 

and decomposing it to two reducible connection sets C1 and C2 by 
grouping the alternate input ... output pairs from each loop into C1 and 
the remaining into O2 • Since the deco.mposition is not unique if m > 1, 
it is readily seen that for any permutation with m loops, there arc 
2m-I possible ways of decomposition. This leads naturally to the ques­
tion of how many of the N! permutations have m loops, 1 ~ m ~ N /2. 

The following lemmas and theorems will establish a natural relation 
between cycles and loops. The enumeration of permutations with m 
loops (1 ~ m ~ N /2) can be expressed in terms of that of cycles, 
which have been well studied.3 

Lemma 1: The derived sets (Ql , Q2) of a loop L oj order 2k have the 
same set of integers Xi and Yi , and the product QIQ;1 has one cycle of 
length k. 

Proof: Indeed, by definition (v), for every input (or output) integer 
in C1 , its dual is in C2 ; and since they have the same characteristic, 
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Ql and Q2 have the same set of input (or output) integers. Further­
more, since L is a loop, Cl and C2 are of the following form 

where [(x~ + 1)/2] 
form 

[(x~ + 1)/2] Xi . Thus, Ql and Q2 are of the 

Q, = [x. X2 x,] 
Yl Y2 Yk 

and, clearly, 

QlQ;l = [Xl X2 

Xk Xl 
x,] 

Xk-l 

and has one cycle of length k. 
Q.E.D. 

Corollary 1.1: There are 22k- 1 loops that give identica.l derived sets 
(Ql,Q2). 

This is clear from the fact that there are 2k integers (input and out­
put) in Ql , and for each (Ql, Q2), there are 22k possible pairs C1 and 
O2 • For any given pair C 1 and O2 , the pair O2 and C 1 reduces to the 
same (Ql, Q2) ; therefore, 22

7.; is divided by two. 
From definition (iv), any P with m loops can be written as 

P = (Ll , L2 , ... , Lm), 

where Ll , L 2 , ... , Lm are disjoint loops. Applying Lemma 1 repeatedly 
on Li , the following important theorem that establishes the relation 
between loops and cycles is obtained. 

Theorem 2: The product PlP;\ where PI and P 2 are obtained by grouping 
one Q from each L, has m cycles if and only if P has m loops 
(1 ~ m ~ N /2). As defined in Section 3.1, PI and P 2 thus obtained 
are the derived permutations. 

Corollary 2.1: There are 2N- m perm'Ldations, having m loops, that 
will give the same derived permutat'ions (PI, P2). 

This is proved by repeatedly using Corollary 1.1, and it leads to 
another enumeration on the number of permutations P that have m 
loops. 
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Lemma 3: Define R to be the set ot all the derived permutations (PI' P 2) 
which have the same product PIP;I. Then there are (N /2)/ (PI' P 2 ) in R. 

This is true because both PI and P 2 are permutations on N /2 integers. 

Let C(n, m) denote the number of permutations on n integers that 
have m cycles. Then there are C(N /2, m) distinct products plp;1 
that have m cycles. As a direct consequence of Corollary 2.1 and Lemma 
3, the following theorem is established. 

Theorem 4. There are exactly 2N-m(N /2)! C (N /2, m) permutations 
P which have m loops. 

Thus, the enumeration of permutations by loops is related, in a 
simple manner, to the enumeration of permutations by' cycles. The 
latter problem has been well studied/ and the enumeration is gen­
erally expressed in terms of the Stirling numbers4 of the first kind, 
s (n, m) , as follows: 

C(n, m) = (-It+ms(n, m), 

where s (n, m) can be evaluated from the following generating 
function 

n 

L: sen, m)tm = t(t - 1) ... (t - n + 1) 
m=O 

and ( -1) n+ms (n, m) is always positive. For the interesting case m = 1, 
the number of permutations with one loop is 

(N /2) !(N /~ - 1) !2N
-

I
• 

3.3 An Example 

This enumeration is illustrated with the case N = 8. If the number 
of permutations P that have m loops is denoted by D (N, m) , Table I 

TABLE I-THE NUMBER OF PERMUTATIONS D(N, m) THAT HAVE m 
Loops 

m C(4, m) D(8, m) 

1 6 27 .4!·6 = 18,432 
2 11 26 .4!·11 = 16,896 
3 6 25 .4!·6 = 4,608 
4 1 24 .4!·1 = 384 

Total 8! = 40,32Q 
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accounts for all the permutations. Wherever m > 1, there are more 
than one setting of the p-elements in the input and output stages that 
will satisfy the same permutation. This applies to all the stages as 
each subnetwork is taken into consideration, and, thus, the total num­
ber of states provided by all the p-elements exceeds (log2 (N!)). 

IV. CONSTRUCTION OF TEST PERMUTATIONS 

It has been pointed out above that for any P having m loops, cer­
tain m p-elements at the input and output stages can be arbitrarily 
set. To detect faulty f3-elements, one must find a class of input-output 
permutations, or test permutations which are realized by a unique 
setting of the p-elements. The property of such a. permutation is that 
it and all its derived permutations, at every level of the network, 
have exactly one loop. To show that they do exist and can be gen­
erated, one proceeds as follows: 

Lemma 5: If a loop L is given, then any loop L' formed from L by 
taking the dual of one or more of the integer pairs (input or ou.tpu.t) 
in L will give the same derived sets (Ql, Q2), (02, Ql) being con­
sidered the same as (Ql, 02) for the remaining discussion. 

This is obvious from the fact that the characteristic of an integer is 
not changed by taking its dual. 

Theorem 6: Let Land L' be two loops having the same (Ql, Q'2). 
Then the product L(L')-l has one cycle if and only if L' is obtained 
from L by replacing every integer except one integer pair (input or 
output) in L by its dual. 

Proof: That Land L' do have the same (Q1 , Q2) is a direct consequence 
of Lemma 5. Moreover, the loops Land L' have the same set of Xi 
and Yi , since Xi , Xi , Yi , Yi are all in L. Thus the product L(L')-l is 
defined. Now, let L of order 2k be written as follows: 

and 

L = [Xl ~2 X2 Xk Xk ~11 
Y1 Y1 Y2 Yk-1 Yk Yk 

L' = [Xl :) X2 X2 

Y1 Yl Y2 

where, without loss of generality, the only unchanged pair is Yk and Yk , 
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since the ordering of subscripts is immaterial. The transformation from 
L to L' can be expressed in terms of the input-output pairs, namely, 
(::1 is replaced by [~:) and (Y~~l) by (1I~~1 J except (::J is replaced by [::J 
and [~J by [~J. The input-output pair for L(L') -1 will be, in general, 
C~!J for 1 ~ i < k and (x~~.J for 1 < i ~ k with the exception of (~:) 
and Ct). Therefore, 

L(L') -1 = (XIX2 ... XkXk ..• Xl), 

where the product written in the familiar cycle form has one cycle of 
length 2k. 

To show the converse, it is sufficient to show that the loop L', ob­
tained by either taking the dual of every integer in L or taking the 
dual of every integer except two or more integer pairs, will not satisfy 
the second property. Referring to the above, it is seen that if every 
integer is replaced by its dual, then the product 

L(L') -1 = (XIX2 .•. Xk) (XkXk-1 ••• Xl) 

has two cycles, each of length k. 
If there are more than two integer-pairs unchanged, one can always 

write 

L' = [Xl X2 X 2 

'01 Yl '02 

where the first other unchanged integer pair is Y f and 'Of , j < k. Then, 
by the same argument given above, the product L(L')-1 has at least 
one cycle of length 2j, namely, 

2j < 2k. Q.E.D. 

Corollary 6: 1 : If L is a loop of order k, k ~ 4, there are k such loops 
L' where Land L' give identical derived sets (Q1, Q2) and L(L' )-1 
has one cycle. 

This is obvious since there are kj2 input integer pairs and kj2 out­
put integer pairs. The case k = 2 is a degenerate one, since taking the 
dual of the input pair only yields the same loop as the one obtained by 
taking the dual of the output pair only. Hence, only one L' is possible. 

By repeatedly using the above theorem, one can show the following. 

Theorem 7: If P = (L 1 , L 2 , ••• , Lm) and its derived permutations 
are (P1 , P2), then another permutation P~ will have the same derived 
permutations and P(P')-l will have m cycles if and only if P' is ob-
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tained by taking the dual of every integer except one integer pair 
(input or O1dput) in each Li , 1 ~ i ~ m, in P. 

Corollary 7.1: There are klk2 ... klll ways of deriving P' such that 
P and P' give identica,l derived permutations (PI, P 2) and P(P')-l 
has rn cycles, where k i is the order of Li and k i ~ 4. If k i = 2 for some 
Li , it will be taken as unity. 

The following example illustrates what has been discussed. P has 
two loops, and the derived permutations (PI' P 2) have the property 
that PIP;I has two cycles. 

P = (81 2 3 4 5 6 7 8 9 10 11 12) 

5 1 9 7 11 3 12 2 10 4 6 

(8

1 5 6 8 7 11 12 2 3 9 10 4). 

, 7 11 12 3 4 6 5 1 2 10 9 
------.. ,..-------J 

a loop 

The decomposition of P yields: 

PI = (1 3 4 6 2 5); 
4 6 2 3 1 5 

a loop 

P
2 

= (3 4 6 1 5 2); 
4 6 2 3 1 5 

and PIP;I = (1 3 4 6) (2 5) has two cycles. pI, which gives the same 
pair (PI' P 2), is obtained from P, and one of the 32 possibilities is 

pI = (2 6 5 7 8 12 11 1 4 10 9 3) 

7 8 12 11 4 3 6 5 1 2 9 10 - - - -
(The underlined integers are the unchanged ones in each loop.) 
Furthermore, P(P')-l = (1 6 7 12 11 8 5 2) (3 4 9 10). 

The permutations for which m = 1 can be used in the generation 
of the test permutations. This is achieved, for any N, by starting with 
any permutation on 4 integers that has one loop and applying Theorem 
7 repeatedly in an iterative manner. One can show that there are 

2(2N-3+ (log. N(log. N-3) )/2) 

such test permutations by repeatedly using Corollary 2.1 and Corollary 
7.1, with 1n = 1. The construction of one of these, based on Theorem 7, 
is illustrated as follows. 

In order to clarify the following discussion, test permutations on N 
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integers and their derived permutations are denoted as T (N) and 
(TdN/2) , T2 (N/2)) respectively. If it is desired to construct a T (16), 
then the first step is to select a Tl (4) and generate T 2 (4) such that 
Td4) (T2 (4))-1 has one cycle. There are 16 T(4) that have one loop; 
one of these is 

T 1(4) = (1 2 3 4). 
142 3 

T 2 (4) is obtained by taking the dual of every element except one 
integer pair (by Theorem 7). One of the four choices is 

T 2 (4) = (1 2 3 4) . 
234 1 

Any permutation that decomposes into Td 4) and T2 (4) can be used 
for Tl (8) ; one of the 128 possible permutations (by Corollary 2.1) is 

TI(8) = (1 2 3 4 5 6 7 8), 
1 3 8 5 4 7 6 2 

where the connection set corresponding to Tl (4) is taken as 

G : : :l· 
There are eight choices for T2 (8), and one of these is 

T
2
(8) = (1 2 3 4 5 6 7 8). 

2 4 6 7 8 3 1 5 

Similarly, one of the possible T (16) 's is 

T(16) = (1 2 3 4 5 6 6 8 9 10 11 12 13 14 15 16). 

1 4 5 8 12 16 13 10 15 7 6 14 2 11 9 3 

It will now be shown that a permutation that is realized by com­
plementing every setting of the {3-elements that realizes T (N) except 
the one corresponding to inputs 1 and 2 (see network structure) is 
also a test permutation, Tc (N), and that it can be generated parallel 
to T (N). These two permutations are used for fault detection in a 
manner to be described later. 

Theorem 8: Let T 1(N) be a test permutation that has (Tl(N /2), T 2(N /2)) 
as the derived permutations. And if there exist two other test permutations 
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T~(N/2) and T~(N/2) such that the product T~(N/2)(T~(N/2))-1 has 
one cycle, then one can construct a test permutation which will have 
(T~(N /2), T~(N /2)) as the derived permutations. 

Proof: Let Tl(N) be decomposed into two reducible connection sets, 
Cl and C2 , where Cl can be written as 

Cl = [Xl = 1 X2 XNI2] 

Yl Y2 YNI2 

(Xl = 1 is arbitrarily defined by the network structure). 
The connection set C~ is formed by replacing each input and output 

integer z E T~ (N /2), except Xl = 1, by X (or y) that has the characteristic 
z and has its dual x = Xi , for some i, belonging to C 1 , 1 < i ~ N /2 
(or Y = Yi E Cl , 1 ~ i ~ N /2). Clearly, this can always be done because 
every z E T~ (N /2) has two integers with z as their characteristic, and 
only one of them is in Cl • Similarly, a connection set C~ can be formed 
from T~(N /2), based on C2 • The permutation, obtained simply by 
combining C~ and C~ ,has the derived permutations (T~(N /2), T~(N /2)), 
and it has only one loop. Furthermore, it results in the complementary 
setting of l3-elements by the looping algorithm, since any integer in C~ 
is the dual of some integer in Cl • Q.E.D. 

Theorem 9: One can construct a test permutation T~ (N) from T~ (N) 
in the same way as T 2 (N) is obtained from Tl(N) as given in Theorem 7, 
and the product has also one cycle. 

Proof: Let T2(N) be obtained from Tl(N) by taking the dual of 
every integer except one pair, say, (Xi, Xi). The permutation, obtained 
from T~ (N) by taking the dual of every integer pair except the same 
pair (Xi , Xi), is indeed a test permutation by Theorem 7. Using the 
same argument as in Theorem 8, it is easily seen that the setting of 
l3-element to realize this permutation is complementary to that for 
T 2(N). Hence it is T~(N). Q.E.D. 

Since the permutations T l (2) and T 2 (2), and the corresponding 
T~ (2) and T~ (2), can always be constructed, one can, by induction 
on N, construct the two test permutations T(N) and TC(N) for arbitrary 
value of N. One can, in fact, generalize Theorems 8 and 9 to establish 
arbitrary relations between two permutations in the l3-element settings 
in addition to T (N) and TC (N) for which the settings are complementary. 

The construction procedure for T C (N) is illustrated by determining 
the T C (16) as related to T(16) given in the previous example. In that 
example, C l = C! ;] and C2 = c! n. Also T l (2) = G ;) and T 2 (2) = G ~); 
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therefore, T~(2) = G i) and T~(2) = G ~). All elements except input 1 
in C~ must have their dual in C1 ; also T~(2) and T~(2) must be satisfied; 
therefore, 

and 

T~(4) = (1 2 3 4). 
4 1 2 3 

Keeping the input integer pair (1, 2) unchanged, one has 

T;(4) = G 2 3 ;)-2 4 

Repeating the procedure, one obtains 

T;(8) = G 2 3 4 5 6 7 :) , 
6 4 2 8 3 1 

T;(8) = G 2 3 4 5 6 7 :) , 
5 1 3 4 7 6 

and 

T'(16) = ( 1 2 3 4 5 6 7 8 9 10 11 12 13 14 

13 16 10 12 8 1 4 5 15 7 6 14 2 11 

v. INVERSE CONNECTING EQUATIONS FOR BASE-2 STRUCTURE 

15 1:)-
9 

The looping procedure for setting the f3-elements to realize a, given P 
is described in Part 1. The inverse problem of defining P from the 
states of the f3-elements is also of some interest. If P can be derived 
from the p-element setting, then it is not necessary to store the con­
nections in another memory. Also the inverse connecting equations 
are used in the location of faulty f3-elements. 

In the control algorithm for the base-2 structure, the states of 
the f3-elements are derived in an iterative manner from the outside 
(first) level to the center (lOg2N) th level. Therefore, to obtain the 
inverse connecting equations, the states of f3-elements in the center 
stage are considered first. 

The f3-elements in the network are numbered (see Fig. 1) such that 



REARRANGEABLE SWITCHING NETWORKS II 

INPUT 
I 

nTH STAGE 2ND STAGE' 

~~ ... 

:=E:( .. . 
:=E:( .. . 

N-2=E¥ fLnl~ ••• 
N -1 2 

/IST STAGE 

OUTPUT 
I 

2ND STAGE 

Fig. I-The numbering of ,a-elements in an (N X N) network. 

1613 

the defining equations for each input-output pair appear in a simple 
form. !J-jkl and Vjkl are the input and output f3-elements respectively. 
They are located in the jth stage (counting from the center stage), 
the kth (2i X 2i) network, and the lth position at the input (or out­
put) stage. The center stage is considered as the first output stage, 
and the f3-elements are denoted by Vlkl • They are defined as '0' or '1' 
when set to straight-through state or crossover state, respectively. 

The code for the input and output integers is the same as given in 
Section 4.1 of Part 1. For any input integer Xi (or output integer Yi) , 
the normal binary representation is its coded form, having a code 
length of n = log2N. And it is expressed as follows: 

The inputs to the center stage are designated by cx, cx = 1,2, ... ,N, 
as shown in Fig. 1, and the input-output pairs are ordered according 
to cx. For each input-output pair (:: J, the code words for X a = 
XalXa2 ••• Xan and Ya = YalYa2 ••• Yan can be calculated from the 
following inverse connecting equations: 

Xal = (q + 1) mod 2, 
p mod 2. 

Xaj = J.Ljkl", 1 < j ~ n; 

* Zl == z and ZO == 12, the complement of z, and z = 0 or l. 
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and 

where 

a mod2 
Yal = Vl[(a+l)!2]l , 

p mod2 
Yai = Vikl y 

_ [a - 1 + 2
i
-

1
] 

p - 2 i - 1 , 

1 < j ~ n; 

(1) 

and lx and ly are the integers represented in the coded form by 
X a lX a 2 •• , Xa(j-l) and YalYa2 ••• Ya(j-l) respectively. The equations 
for Xai (or Yai), 1 < j ~ n, can be obtained in a recursive manner 
from the following Boolean equations: 

If a and j are such that p is even, 

And, if p is odd, 

The following example of the (8 X 8) network shown in Fig. 2 
illustrates the inverse procedure. For each a = 1, 2, ... ,8, the coded 

o---------------------~--~----~--~----__i o 

2--.+----..:v 

3 --l,,-----,l 

4--.+-~ 

5--...l,----I.. 

6 

7 

2 

3 

)L--~-4 

.l.---~-5 

),--~-6 

~-----~--+--7 

Fig. 2-,8-element setting for P = (~~!~:~~~). 
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inputs and outputs are calculated. If a = 5, then 

X51 = (5 + 1) mod 2 = 0; 

and 

Also 

and 

Therefore, the input-output pair 

[::] . [:~J [~ l 
The remaining 

[::J (a = 1,2, 3, 4,6,7,8) 

are determined in the same manner, and they are: 

[Xl] = [OOOJ; [X2J = [111]; [X3] = [010J; [X4] = [100J ; 
YI 001 Y2 110 Y3 100 Y4 OIl 

[::] [~~~] [::J [~~] and [::J 
Then the input-output permutation is 

p = (0 1 2 3 4 5 6 7

6

) . 

1 740 3 5 2 

VI. DIAGNOSIS OF FAULTY /3-ELEMENTS 

[101]. 
101 

The physical design of the .a-element is the major factor in deter­
mining the method of detecting and locating the faulty elements in the 
network. For example, the detection of a faulty .a-element which 
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either opens or shorts to ground is trivial. If one has access to the 
actual state of each ,B-element, then the location of faulty elements is 
also trivial. In this paper it is assumed that the individual ,8-element 
is not accessible, and it is considered to fail when it remains in one of 
the two states. 

6.1 Detection 
By using the test permutations T (N) and To (N), each ,8-element 

is checked for the two possible states. Failure in any number of 
,a-elements will be detected by the fact that either T (N) or To (N) or 
both will not be realized. It is to be noted that any permutation having 
more than one loop cannot be used because the setting of some two or 
more ,B-elements is arbitrary, and, therefore, failure of these elements 
in certain states may not be detected. 

6.2 Location 

With any test permutation T(N), failure of one ,a-element will result 
in a permutation different from T(N) by only two input-output pairs, 
that is, the input-output pairs (:; J and (:~ J become (:; J and (:! J for 
some i and j. The inverse connecting algorithm discussed in Section V 
can be used to locate the particular (or the faulty) ,a-element common 
to (:;J and (:~J with their associated a's which are stored in the memory. 

The following example illustrates this procedure. If the test permuta­
tion for an (8 X 8) network is 

T(8) = (0 1 2 3 4 5 6 7), ° 2 7 4 3 651 
then, using the same coding scheme as in Section V, the setting of the 
f3-elements for it is shown in Fig. 3. Also, the la'S corresponding to each 
input-output pair are calculated by using the inversing connecting 
equations, and they are given as follows: a1 , ,a2 ,a3 , a4 ,oQ'5 0:6 ,.£¥7 , and 
and as correspond to input-output pairs 

[~l ' [:] , (~] , [:1 ' (~l ' [:1 ' [:1 ' and GJ respectively. 

Assume that f3-element l'212 is faulty, and it is fixed in the crossover 
position. Then the actual permutation realized is 

p = (0 1 2 3 4 5 6 7), 
° 2 543 671 

and the incorrect pairs of T(8) are (;J and (~J or in coded form (~~n 
and D~~J. The a's for these pairs are 3 and 2 respectively. By using 
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fL311 fL2 II V111 

2--+-~ 2 

3-~--,( 3 

4---+----"( 4 

5--'r-~ 5 

6 ---+----'( 

7 

Fig. 3-~-element setting for T(8) = (gg!:~~;). 

the inverse connecting equations (1), the ,a-elements through which 
[;] and [~] are connected are found to be fJ.3I2 , fJ.2ll , VI2I , V2I2 , and V314 , 

and fJ.2I2 , VIll , V2I2 , and V3I:l respectively. It is seen that ,a-element 
V2I2 is common to both input-output pairs; therefore, it is the faulty 
,a-element. 

If two ,a-elements are faulty, there are either three or four pairs in 
T(N) not realized. If four input-output pairs are wrong, the locations 
of faulty elements can be determined in the same manner as described 
above. Three pairs are incorrect when one particular [~~ J is connected 
through both of the faulty elements. For this case, it is necessary to 
change T(N) so that one of the faulty elements is in the proper state, 
and then the other one can be located. This is achieved by having 
2 log2 N - 1 test permutations with each one constructed (using a 
generalized form of Theorems 8 and 9) to complement different stages 
of input or output ,a-elements, one stage at a time. The same procedure 
as above is used to locate the faulty ,a-element. 

If the faulty ,a-elements are restricted to one stage of the network, 
then this stage can be located in a manner similar to the above. For 
this case, a set of T(N), log2 N in number, is used to complement the 
,a-elements on each stage (input and output) of the network. The a's 
corresponding to the incorrect [~:]'s will remain the same until the 
faulty elements are complemented. Therefore, the stage containing 
the faulty ,a-elements is determined. 

6.3 Adaptive "Looping" Algorithm 

In the looping algorithm as given in Part I, the derived permuta­
tions PI and P2 are always routed through the upper and lower 
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(N /2 X N /2) networks respectively. This is because in the most 
efficient network structure (see Fig. 1 of Part I) one ,8-element in the 
first stage of each subnetwork (i.e., fJ-jkl , 1 < j ~ log2N , 1 ~ k ~ N /21) 
is fixed in the straight-through state. However, by introducing re­
dundant ,8-elements fJ-jkl , (as in Fig. 1) one can change (or adapt) the 
control algorithm at certain stages to realize a particular permutation 
if there is one faulty ,8-element per subnetwork at each stage. 

VII. CONCLUSION 

Important relationships between the loops of input-output permuta­
tions and cycles of permutations are established. These properties are 
used to enumerate the input-output permutations in terms of loops 
and to construct special test permutations which require unique 
,B-element settings. Also, inverse connecting equations which define the 
input-output permutation from the states of the f3-elements are 
derived. These ideas are utilized in the diagnosis of faulty ,B-elements. 

It is clear that network failure due to any number of faulty elements, 
which may be distributed over many stages, can be easily detected 
by using only a pair of test permutations. If these faulty elements 
are limited to only one stage of the network, this stage can be located 
by employing the inverse equations and a set of test permutations. 
Furthermore, if only one or two elements fail, their exact positions in 
the network can be located by employing a similar procedure. 

If the faulty elements are limited to only one in the first stage of 
each subnetwork, then any input-output permutation can be realized 
correctly by adding a redundant f3-element in the first stage of each 
subnetwork and adapting the looping algorithm at the appropriate 
subnetworks. 

The fact that this type of rearrangeable switching network has some 
attractive diagnostic properties should enhance the possibility of it 
being used in some practical switching systems. 
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A Full-Duplex Echo Suppressor Using 
Center-Clipping 

By O. M. MRACEK MITCHELL and DAVID A. BERKLEY 

(Manuscript received October 9, 1970) 

For telephone circuits which include synchronou,s satellites, con­
ventional echo suppressors of the voi.ce-switching type are less than 
satisfactory becau,se of speech mutilation and the presence of echo 
during double talking.1 We have f01tnd that a multiband center-clip­
ping process may be used as an echo suppressor. This echo suppressor 
l'S unique in that no double-talking decis'ion has to be made. The near­
end signal, plus echo of the far-end sl'gnal, is dim:ded into several 
contiguous bands with each filter output going to a center clipper. A 
control circuit sets each clipping level equa.l to or greater than the echo 
level in that band. A preliminary analogue implementation of this echo 
suppressor, in which control cirCltit gains were manually adju,sted to 
match the experimental retu.rn loss, was informally demonstrated using 
a simulated satellite circuit. Although no attempt at quantl'tative evalu­
ation has yet been carried out and further evaluation is necessary, no 
echo was rerported during this. demonstration, ·even during double talk­
ing, for return losses approaching 0 dB. Operation appeared to be 
full-duplex at all times with little distortion of the speech. For return 
losses greater than about 15 dB, the center-clipping system was almost 
indistinguishable from a 4-wl:re connection with no echo path. In 
practice, adaptive setting of control circuit gains a,s a function of 
return loss would be desirable if this technique is used as a replace­
ment for convenb'onal echo Sl('ppressors. 

1. INTRODUCTION 

During investigations of a multiband center-clipping process for use 
in reverberation reduction2 it occurred to us that this process, which 
can remove the effects of long-time reverberation or echoes in a room, 
could also be used to remove echoes in telephone lines resulting from 
imperfect hybrid junctions.3 Independently, J. R. Pierce also sug-
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gested that this process could be applied to echo suppression and pro­
posed a scheme for controlling the levels of the center clippers in a 
conventional split echo suppressor configuration.4 

One end of a conventional split echo suppressor is shown in Fig. 1. 
It is located in the 4-wire section of line near the hybrid junction to 
the 2-wire loop of the near-end customer. A similar configuration is 
inserted at the other end of the 4-wire trunk. Because of imperfect 
balancing of the hybrid, part of the received signal from the far-end 
talker feeds through the hybrid to the transmit side of the 4-wire line. 
The return loss of the hybrid is typically 15 dB, that is, the echo 
level at the echo suppressor is 15 dB below the normal transmit signal 
level of the near-end talker measured at the same point. The con­
ventional echo suppressor is a voice-operated switch. The logic and 
control circuit detects the presence of received signal and causes a loss 
of at least 50 dB to be inserted in the path of the echo signal on the 
transmit side. Since the loss would also attenuate the signal from the 
near-end talker, and temporarily make the connection one way, the 
logic and control circuit also detects the presence of double talking and 
puts the suppressor into a "break-in" mode which allows an interrup­
tion to take place. 

r-------------, 
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RECEIVE >-+-----...... ------+----., 

4-WIRE 
TRUNK 

CONTROL I 
SIGNAL t 

INPUT 
TO 

DOUBLE 
TALKING 

DETECTOR 

TRANSMIT-+------l 
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- I I TO FAR END I L _________ --.l 
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RETURN 
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l 
NEAR-END 

SIGNAL 
PLUS 
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Fig. 1-0ne end of a conventional split echo suppressor. 
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Alternatively, we have found that the echo signal can be removed by 
replacing the voice switch with the multiband center-clipping process 
which is mentioned above, and which we have described previously.2 
This configuration is shown in Fig. 2. The outgoing signal from the 
hybrid is divided into a number of contiguous frequency bands by an 
input filter bank, each band is center clipped independently, and then 
the odd harmonic distortion products introduced by the center clippers 
are removed by an output filter bank generally identical to the input 
filter bank. For echo suppression, the center-clipping levels are con­
trolled by the received signal. This signal is divided into contiguous 
bands by a control filter bank which is identical to the input filter 
bank. The attenuation in each band is adjusted to be equal to or less 
than the trans-hybrid loss in that band so that control signals identical 
to or larger than the filtered echo are obtained. The output of each 
band is peak detected and the detected output sets the clipping level 
in the corresponding center clipper so as to remove the echo signal in 
that particular band. In the absence of received signal, the clipping 
levels are zero. The clipping-level rise-times are comparable to the 
speech bandwidth and should have a hold time greater than the echo 
end-delay which may be up to 25 ms. 

This center-clipping system has several advantages over existing 
echo suppressors of the voice-switching type. Since the frequency 
spectrum is divided into a number of bands, the near-end signal is 
unaffected in bands where there is no energy in the echo signal and 
the echo is completely removed in bands where there is no near-end 
signal component. However, the main advantage appears to come 
from the use of center clipping as opposed to voice switching. Break-in 
of the near-end talker can occur without a double-talking decision, 
even for a return loss approaching 0 dB, and no echo is heard during 
double talking. A comparison of the effect of center clipping and voice 
switching on signals will be discussed in the next section to show 
how these advantages come about. 

II. CENTER CLIPPING AS AN ALTERNATIVE TO VOICE SWITCHING 

The transfer function of the center clipper we will discuss is shown 
in Fig. 3. This center clipper completely eliminates signals below the 
clipping level, but leaves instantaneous signal values greater than the 
clipping level unaffected. In a sense, a center clipper is a voice switch 
operating on the instantaneous amplitude of the signal. However, it 
differs greatly from the process commonly referred to as voice switch-
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Fig. 2-0ne end of a split center-clipping echo suppressor. 

ing. As we have mentioned in the preceding section, a large constant 
amount of attenuation (>50 dB) is generally switched into the trans­
mit path in response to the control signal. In principle a more ideal 
kind of voice switching would be switching of only the amount of 
attenuation required, in addition to existing hybrid return loss, to 

OUTPUT 

~ INPUT 
\ , 
CLIPPING 
LEVEL 

Fig. 3~Minimum distortion center-clipping transfer function. 
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Fig. 4-Comparison of voice-switching and center-clipping necessary to produce 
50 dB of echo suppression for return losses of: (a) 6 dB, (b) 20 dB, (c) 44 dB. 

reduce the unwanted signal to a tolerable level. It is this kind of voice 
switch which we will compare with the center clipper of Fig. 3. 

For satellite communications connections, a conservative estimate 
is that the echo signal level should be about 50 dB below the level of 
the near-end talker. Consider the situation depicted in Fig. 1, however, 
where the suppressor loss is replaced by either the minimum amount 
of attenuation or center clipping required, and where no double-talking 
detector is provided. The basic difference between these two hypothet­
ical processing systems is shown in Fig. 4 for three values of return 
loss. The output of the echo suppressor for each case is shown in 
response to a sinusoidal signal, at 0 dBmO, from the near end into the 
echo suppressor. These graphs apply during the hold-over time after 
the voice switching or clipping level has been set by a previously 
received signal of the same transmission level as the near-end signal, 
and where the echo level has decreased to a negligible value. 

In Fig. 4a, for a return loss of 6 dB, the echo signal is at -6 dB 
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relative to the near-end signal, i.e., at -6 dBmO. Consequently, an 
attenuation of 44 dB has to be switched into the transmit path to 
achieve the desired 50 dB suppression. During the hold-over, this 
would drop the near-end signal by 44 dB. On the other hand, center 
clipping at one-half peak amplitude eliminates the echo and results in 
only 6 percent loss of fundamental signal energy. 

In Fig. 4b, the signals for a return loss of 20 dB are shown. The 
echo signal is at -20 dBmO. Voice switching of 30 dB of attenuation 
reduces the near-end signal to -30 dBmO while center clipping at 10 
percent of peak, sufficient to remove the echo, produces very little 
distortion of the near-end signal. 

Even when the unwanted signal is -44 dBmO as in Fig. 4c, 
voice switching of 6 dB is necessary. This reduces the near-end 
signal to half amplitude while the corresponding center clipping at 
1 percent of peak results in negligible effect on the near-end signal. 

It is evident in Fig. 4 that, for reasonable return loss, center clipping 
is a much less severe form of processing than is voice switching, 
especially when narrow-band center clipping is used to avoid harmonic 
distortion products in the output. Because of the relatively slight 
mutilation of the near-end signal by the center clipping, the center 
clippers do not have to be removed during double talking. Thus no 
separate double talking detector has to be used. Echo suppression is 
also quite effective during double talking and will be discussed in 
more detail in Section V. 

III. SIMULATION AND IMPLEMENTATION 

Initially, we simulated the center-clipping echo suppressor on a CDC 
3300-EAI 8800 hybrid computer. Double talking was simulated with 
return losses of 15 and 30 dB and the output of the center-clipping 
process was recorded for each condition. No echo was heard in either 
case. For 15 dB return loss, a small amount of degradation of the 
near-end speech was noticeable after processing. For 30 dB return loss, 
negligible degradation of the near-end speech resulted from the cen­
ter clipping. 

In order to study the center-clipping process under actual conditions 
of double talking, we needed a real-time processing system. The 
required center clippers and control circuits for the clipping levels 
were designed and built using analogue components. However, the 
clippers used were not the minimum distortion form shown in Fig. 3, 
but the somewhat less efficient form of Fig. 5.5 The peak detectors had 
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switchable decay times of 0 ms for alignment and 10 ms for use 
during echo suppression. Three General Radio (GR) Model 1925 
filter banks composed of IJ3-octave 6th-order Butterworth filters 
were used to complete the center-clipping system. 

We investigated the center-clipping system as an echo suppressor in 
a simulated toll circuit designed for evaluation of echo suppressors. 
Figure 6 is a simplified diagram of one end of the circuit. This circuit 
connects two 4-wire telephones, with active sidetone, via a 4-wire delay 
path. Hybrids are simulated by echo paths in which return loss can 
be set from 0 to 50 dB. Selection of various echo suppressors or a 
4-wire line is provided between the two echo paths and the 4-wire 
network. For comparison, we had available the center-clipping echo 
suppressor (one end of a split system) , a split 3A echo suppressor with 
speech compression, and a 4-wire connection. All systems were 
lowpass-filtered at 3200 Hz. The 3A units are echo suppressors employ­
ing voice switching, currently in use in the telephone plant. We also 
had available about 0.6 second of tape delay, which was introduced as 
shown in Fig. 6, for simulation of a satellite connection. 

The control circuit attenuators in the center-clipping system (Fig. 
2) were adjusted manually so that echoes of far-end sinusoidal signals 
were completely eliminated in each band for the selected return loss. 
This initial adjustment resulted in no echo being heard during single 
talking. 

IV. RESULTS 

Evaluation of the performance of an echo suppressor is a difficult 
task because most meaningful testing has to be done during normal 
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Fig. 5-Center-clipping transfer function implemented in analogue circuits. 
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Fig. 6-0ne end of simulated toll circuit for testing echo suppressors. 

conversations. No attempt at a quantitative evaluation of the center­
clipping echo suppressor has as yet been carried out. However, in 
this section we present results of informal demonstrations using the 
simulated toll circuit. 

The system initially used had six 2J3-octave bands. It performed 
very well in suppressing echoes in that no echo was heard by the 
far-end talker, even during double talking, for return losses down to ° dB. However, even during single talking from the near end, some 
degradation was unexpectedly still present. This was due to a combi­
nation of phase distortion and coloration caused by passing the 
speech through two of the GR filter banks before recombining the 
bands. Each of the filter banks has a spectral ripple which is about 
± 1 dB. However, the spectral ripple is several dB for two filter 
banks in series. In addition, phase distortion, which is not serious in 
one filter bank, is doubled for two filter banks and becomes objection­
able. Because the phase delays correspond to those of the 1J3-octave 
filters combined to make 2J3-octave bands, the distortion is greater 
than was present in the original computer simulation. 

In order to improve the speech quality in single talking, we substi­
tuted GR I-octave filters, center frequencies 250, 500, 1000, and 
2000 Hz, for the four lowest filters and used a 1J3-octave filter, center 
frequency 3150 Hz, at the top of the frequency band to make a 
5-channel system. This system covered the same total bandwidth as the 
6-channel system but had less phase distortion because of the wider 



ECHO SUPPRESSOR 1627 

filters used. Its performance is expected to be nearly identical to that 
of a 4-channel system since the same bandwidth could be covered by 
4 filters, each only slightly wider than one octave. 

The 5-channel system was as effective in suppressing echoes as the 
6-channel system. As expected, the speech quality for single talking 
from the near end was improved but was still slightly degraded by 
coloration. As a result, we found that we could get better quality dur­
ing single talking by removing the output filter bank. Because there 
is no clipping during single talking, output filters are unnecessary for 
this condition since no distortion products are generated. Surprisingly, 
however, distortion of the near-end speech during double talking was 
not very noticeable to the far-end talker who was simultaneously 
talking and listening. This was apparently due to masking. 

We have demonstrated the systems to numerous people in different 
areas of Bell Laboratories. In these demonstrations, the speech quality 
of the center-clipping system was judged to be comparable to the 
simulated 4-wire satellite connection (or the 3A echo suppressors) for 
single talking conditions. When a comparison was made between the 
center-clipping system and the 3A echo suppressors during double 
talking, they differed in two respects. First, noticeable echo could be 
heard during double talking with the 3A echo suppressors since the 
3A's offer little echo suppression in the break-in mode, while no echo 
was heard during double talking with the center-clipping echo sup­
pressor. Second, the 3A's gave a chopped quality to the speech ap­
parently independent of the return 'loss, as they switched between 
suppression and break-in, while this kind of switching sound was 
absent from the center-clipping system. (In the break-in mode of the 
3A's during double talking, a variable amount of loss is introduced 
into the receive paths depending on the relative and absolute levels 
of the two end signals.) With the control circuits adjusted for return 
losses less than about 15 dB, the center-clipping system contributed 
some distortion to the speech during double talking which became 
more noticeable as the return loss was decreased to 0 dB. However, 
for return losses greater than 15 dB, the center-clipping system was 
almost indistinguishable from a 4-wire connection with no echo path. 

V. DISCUSSION 

The center-clipping process is a unique echo suppressor in that no 
decision between single talking and double talking has to be made. 
It is obvious how it operates under single-talking conditions. In single 
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talking from the far end, the clipping levels are set with a rise time 
faster than any speech component so as just to remove the echo in each 
band. When the received signal ceases, the clipping levels fall to zero 
with a holding time greater than the end delay. For single talking from 
the near end, the clipping levels are zero and the speech is, in principle, 
unaffected. 

It is not so apparent how echo is eliminated during double talking. 
In this case, the echo signal is added to the near-end signal and this 
composite signal is fed to the input filter bank. The clipping levels 
still follow the echo signal, and eliminate echo in bands where the 
two signals do not overlap and during gaps between words and 
sentences in the near-end speech. When energy from both signals 
appears in any band, clipping cannot remove the echo signal. How­
ever, it appears that, in this case, the echo is partially masked in 
that band. For these reasons, it is probably advantageous to have 
the bandwidths of the channels as small as possible compatible with 
other system requirements of speech quality and cost. These consid­
erations indicate that the minimum number of channels possible may 
be determined by the effectiveness in echo suppression rather than 
by the avoidance of harmonic distortion. That is, a 3-channel system 
may not perform as well in echo suppression even though there is no 
harmonic distortion at the output. (A 3-channel system with band­
widths of individual filters just under two octaves includes no har­
monic distortion products in the output since only odd-harmonic 
distortion products are produced by the center clippers). So far a 
3-channel system has not been investigated. 

In the demonstrations described, control signal levels were adjusted 
manually to match the trans-hybrid loss. In practice, this setting 
should either be permanently adjusted for worst case or adaptively 
controlled. If a center-clipping system is used as a back-up for an 
echo canceller,6 worst-case setting will still yield almost perfect 
results. However, in the normal network, where 6 dB return loss is 
the worst case, adaptive setting, even if quite crude, would be 
desirable. 

As mentioned in the preceding sections, several kinds of speech 
degradation occur in the center-clipping echo suppressor. Inherent in 
the process is the degradation observed in the computer simulation 
where coloration and phase distortion of the filters and nonlinear 
distortion of the center clippers were minimized. In this case, degrada­
tion resulted mainly from loss of part of the signal caused by the 
center-clipping process. However, considerable loss of information can 
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be tolerated without significant decrease in subjective quality because 
of the redundant nature of speech. In the analogue experiments, other 
distortions were present in addition to this inherent one. Because of 
this, optimum operation was realized with the output filter bank 
removed even though nonlinear distortion was present during double 
talking. 

So far, all the discussion of evaluation of center clipping echo 
suppression has been for the case of a 0.6-second transmission delay. 
For shorter delays, the subj ective effect of the degradations present 
during double talking is greatly reduced and speech of comparable 
quality is obtained for smaller return losses. 

VI. CONCLUDING REMARKS 

We have described demonstrations of an experimental center­
clipping system for electrical echo suppression. This echo-suppressor 
principle is unique in that no double-talking decision has to be made, 
Echoes appear to be completely removed, even during double talking, 
for return losses as small as 0 dB. Speech communication is full­
duplex at all times and, for return losses greater than about 15 dB, 
is almost indistinguishable from a 4-wire connection. The center­
clipping echo suppressor would appear to be an excellent back-up for 
an echo canceller if the echo cancellation plus return loss reduces 
the echo level to -20 dBmO or less. 

We have also made tests of this echo suppressor using a "real" end 
section including an N3-carrier, 4-1/2 miles of simulated loaded cable, 
and a real telephone and hybrid. The results were similar to those 
already discussed when the attenuation in each band was manually 
adjusted to match the return loss characteristics of the carrier system. 
(Return loss varied from about 6 to 18 dB.) 

In another experimental application, we have used the center­
clipping system as a replacement for voice switching in the suppres­
sion of acoustical echo generated in an idealized 4-wire speakerphone. 
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Low-Loss Modes in Dielectric 
Lined VVaveguide 

By J. w. CARLIN and P. D'AGOSTINO 

(Manuscript received December 15, 1970) 

Recent studies of the heat loss characteristics of the normal modes in 
dielectric lined circular wa.veguide have shown that modes other than 
those of the circular electric type may have low loss over wide fre­
quency bands. Th'is unexpected behavior of the mode loss characteris­
tics is expla?,~ned by u.tilizing the well-known duality relationships be­
tween the electric and magnetic fields. Specifically, it is shown that 
the lowest loss modes are alternately circular electric and circular 
magnetic as frequency (or lining th1~ckness) increases, with low loss 
occurring at frequencies and lining thickness where the' wall impedance 
of the dielectric coated gw'de appmximates a sho'rt circuit (or electric 
wall) for circular electric: modes, and an open circuit (or magnetic 
wa.ll) for drcular magnetic modes, 

These findings wnl influence and aid in the selech'on and: des1,'gn of 
an appropn'ate waveguide (s) (employing the circular electric TEO! 
mode) for the WTS malimeter wave transmission system which is 
presently under development; they may also influence the design of 
future guided wave systems. 

1. INTRODUCTION 

The possibility of using a circular electric (TEad mode in circular 
waveguide has been of considerable interest since the initial discovery 
of its desirable low-loss characteristics (in the following, we are con­
cerned only with the heat loss in the guide), One type of guide cur­
rently under consideration (Fig. 1) consists of a highly conducting 
outer wall to which a thin dielectric liner is bonded to break the 
degeneracy in phase velocities for the TEol and TlVln modes in 
metallic circular waveguide. 

The circular electric mode loss characteristics of thinly lined circular 
waveguide have been determined by H. G. Unger.1

-
3 This work has 
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CONDUCTOR: C U -

Fig. 1-Dielectric lined circular waveguide. 

since been extended4 and it was found that other modes also have very 
low heat loss over an appreciable frequency range. A full scale discus­
sion of the analysis is beyond the scope of this paper but will be avail­
able in a forthcoming paper.4 In the following, the analytical ap­
proach is indicated and some typical results for the heat loss (copper 
and dielectric loss) of the TEOl , TED!!, and TMo!! modes in lined 
circular guide are given. 

II. DISCUSSION 

The problem of obtaining the normal mode loss for a perfectly 
straight circular waveguide with a uniform lining, as shown in Fig. 1, 
was approached in two ways. In one approach, the well-known induced 
current method was used. The field and wall currents in the guide were 
found for a lossless structure; they were then used to determine the 
heat losses of the waveguide. In the second approach, the impedance 
at the dielectric-free-space interface was prescribed as a boundary 
condition for the solution of the wave equation. This impedance was 
established by using a transmission line model to transform the sur­
face impedance of the copper conducting wall through the dielectric 
lining, which was assumed to have a small but finite loss tangent. The 
complex eigenvalue equation was then solved and the overall losses 
thus determined. 

The results of these two methods are in good agreement. The wall 
impedance approach aids in understanding the physical phenomena 
occurring in dielectric lined guide and is used in the following para­
graphs to explain the loss characteristics of circular electric and mag­
netic modes in dielectric lined guide. 
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In Fig. 2, we have plotted the total heat loss for some circular 
electric and magnetic modes in lined waveguide with a I-percent 
lining (p = 1.01). Here p is defined as the ratio of the waveguide con­
ductor radius to dielectric radius. The losses of the circular electric 
modes initially decrease with increasing frequency, as in unlined 
waveguide, and reach minimum values at approximately 140 GHz (at 
this point, the dielectric loss accounts for 8 percent of the total heat 
loss). The TEon losses then increase rapidly with a further increase 
in frequency. vVe observe an interesting phenomenon at approximately 
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Fig. 2-Loss characteristics of circular symmetric modes in lined waveguide 
(wall impedance model). 

240 GHz. At this frequency the lining is approximately a quarter 
wavelength thick (Arad/4) in the radial direction. The equivalent 
wavelength (Arall) ~< in the radial direction for the dielectric region is 
related to the free-space wavelength (A) by 

~rad = ~/ viE - 1. (1) 

As the frequency increases beyond 240 GHz, the TEol loss increases 
indefinitely. This is attributable to a surface-wave phenomenon (the 

* In highly ovcrmoded guide, it can be shown that the radial propagation con­
stant in the dielectric region is (27r jAhl € - 1 by considering plane-wave reflection 
by a grounded slab at grazing incidence. 
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field is bound to the dielectric region), and the fact that it occurs 
only when the lining thickness is greater than a quarter wavelength is 
in agreement with the minimum thickness (n = 1) required to prop­
agate a TE surface wave on a grounded slab: 5 

nt... 
n = 1,3,5, ... (2) 

The TEo2 loss (20 percent of which is due to dielectric losses in the 
lining at this frequency), conversely, decreases as the frequency 
becomes greater than 240 GHz and reaches a minimum when the 
lining is a half wavelength thick (Araa/2), as shown in Fig. 2. We 
would find the TEo2 loss increasing rapidly with a further increase in 
frequency as it eventually propagates as a surface wave when the 
lining is three-quarters of a wavelength [corresponding to n = 3 in 
equation (2)] thick. 

The most interesting feature of Fig. 2 is the steadily decreasing 
loss of the TMo2 mode as the frequency increases. At the upper end 
of the proposed 'VTS frequency band (110 GHz), the TMo2 loss (10 
percent is due to dielectric loss) is a surprisingly low 4.7 dB/km for 
this example. The TMo2 mode also has lower loss than any circular 
electric mode over the frequency range of 180-350 GHz. At 240 GHz, 
the TMo2 loss is 0.54 dB/km and dielectric losses account for 13 
percent of this. 

From Fig. 2 we observe that the TMon loss characteristics for a 
lining of thickness t are similar to those of a TEon mode in a guide 
with a lining thickness a quarter wavelength greater. The T1Vlon modes 
have loss minima for linings Arael/4, 3 Arad/4, ... thick while the TEon 
modes have loss minima for 0, Arad/2, ... thick linings. The minimum 
dielectric thickness required for a TMon mode to propagate as a sur­
face wave is5 

nt... 
tmin = 4Ve - 1 n = 0,2,4, ... , (3) 

which differs from the minimum thickness for a TEon surface-wave 
mode in (2) by a quarter wavelength. From (3) we see that the TMol 
mode propagates as a surface wave for very thin linings (n = 0) ; the 
TMOl loss curve was not shown in Fig. 2, since the loss steadily 
increased with increasing frequency from an initial value of 47 dB/km 
at 40 GHz. 

The preceding loss characteristics can be explained by a simple 
physical argument and the use of duality. Let us consider Fig. 3. Here 
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we have sketched the field distributions of the circular electric and 
circular magnetic modes for no lining, a quarter-wave lining, and a 
half-wave lining. For the TMol and TMo:l modes with no lining (Fig. 
3a and c), we have a strong normal electric field at the wall of the 
guide with a high induced electric charge density and hence high loss. 
For the TEol and TEo:l modes (Fig. 3b and d) the losses are quite low. 

For a quarter-wave lining, the impedance at the dielectric inner face 
is approximately an open circuit or magnetic wall. The TMol mode is 
trapped in the lining and decays in an exponential fashion towards 
the center of the guide (Fig. 3e). The field configuration for the TEol 
in the air region (Fig. 30 is the dual of that for the TMol mode in 
Fig. 3a. Hence it will have high losses. The field configuration for the 
TMo2 mode (Fig. 3g) is now the dual of the TEol mode in Fig. 3b and 
hence it is a low-loss mode. On a further increase in the lining thick­
ness to Aratl/2, we find TEo1 and TMOl both propagate as a surface 
wave bound to the lining (Fig. 3i and j), while TMo2 has high loss 
(Fig. 3k). Tg02 (Fig. 31) and TEoH (not shown in Fig. 3), conversely, 
have low losses for this lining thickness. 

In Fig. 4, we have plotted the loss for several TEon and Tl\1on modes 
at 100 GHz for lining thickness up to 5 percent. We find the results 
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Fig. 4-Loss characteristics of circular symmetric modes at 100 GHz for wave­
guide lining thicknesses up to 5 percent (wall impedance model of lined wave­
guide) . 
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for a change in lining thickness are similar to those for a change in 
frequency. The TEon and TMon modes go through relative loss maxima 
and minima for a Arall/4 change in lining thickness. An additional 
mode also becomes trapped and propagates as a surface wave for 
every Arm!/4 change in thickness. 

In Fig. 5, some representative solutions of the appropriate eigen­
value equations for TEon and TlVlon modes in dielectric lined guide 
are given. The eigenvalue (k,J is defined as 

where a is the dielectric radius and Xn the radial propagation constant 
in the air region. The eigenvalues for liners which are integral mul­
tiples of a quarter wavelength thick in the radial direction are approx­
imately the same as the eigenvalues for circular symmetric modes in 
empty guide with an electric or magnetic wall. The eigenvalue also 
tends to zero as the thickness increases and eventually becomes pure 
imaginary which is indicative of a surface-wave phenomenon with 
very large heat losses. 

III. CONCLUSION 

In the preceding sections we have seen that, modes ,other than those 
of the circular electric type have low loss in dielectric lined guide. In 
order to transmit a circular electric (not necessarily TEOl ) mode with 
low loss, the lining must be significantly less than a quarter wavelength 
or approximately an integral multiple of a half wavelength thick. On 
the other hand, it is possible to use a dielectric lined guide with a 
quarter-wavelength-thick liner (also 3A/4, 5A/4, etc.) as a low-loss 
circular magnetic mode transmission medium. The tolerances on such a 
system for mode conversion loss would be similar to those on the ap­
propriate dual circular electric guide. 

The results also indicate there is a range of thicknesses or frequencies 
for which both TMon and TEon modes have low loss. Since the local 
character of the fields for any mode near the wall of a metallic wave­
guide must be similar to that of either a TEon or TMon mode, there 
will be a range of thicknesses and frequencies for which many quasi 
TlV! and TE modes have low loss (on the order of 6 dB/km or less) 
in dielectric lined guide. (This has been confirmed by recent results.4

) 

This implies that the ohmic losses in route bends will be reduced. 
Further, since the dielectric liner not only reduces the heat loss for 
the spurious quasi TE and TlVI modes generated by a route bend or 
other guide deformation but also alters their field distributions relative 
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to those of unlined waveguide, it will be necessary to design mode 
filters with this in mind. 
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A Relation for the Loss Characteristics 
of Circular Electric and Magnetic Modes 

in Dielectric Lined Waveguide 

By J. W. CARLIN 

(Manuscript received December 28, 1970) 

Recent stltdies have shown that modes not of the circular electric 
type have low-loss characteristics in dielectric lined circular wa,veguide. 
It was determined that circular electrt"c modes are low-loss for linings 
approximately 0, A}2, A, •.. wavelengths thick while circu,lar magnetic 
modes are low-loss for A} 4, 31../4, ... thick linings. In this paper 
we deri,ve a sim,ple relab'onship between the loss characteristics 
01 circular electric waves with 0, 1../2, '" thick linings and cir­
cular magnetic waves with 1../4, 3A} 4, ... thick linings. 

Specifically, we show that the minimum obtainable circular magnetic 
mode loss is at least four times greater than the minimum obtainable 
circular electric mode loss. We also show that the minimum loss for 
successively higher order circu.lar electric (magnetic) modes corre­
sponding to approximately 0, 1../2, , .. (1../4, 31../4, ... ) thick linings is 
approximately the same if we neglect the dielectric losses. 

1. INTRODUCTION 

Recent studiesl indicate many modes not of the circular electric 
type may have very low loss in dielectric line<;i circular waveguide. 
In these studies the duality principle was used to explain the low­
loss characteristics of circular magnetic modes for linings having 
thicknesses which are an odd multiple of a quarter wavelength. 

In this paper we extend this use of the duality principle and derive 
a simple relation between the loss characteristics of circular electric 
and magnetic modes in dielectric lined circular waveguide. In all cases, 
we find the minimum heat loss obtainable as the dielectric thickness 
varies is greater for circular magnetic modes in comparison with the 
minimum circular electric mode heat loss. 

1639 
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II. DISCUSSION 

The waveguide under consideration is shown in Fig. 1. It consists of 
a highly conducting outer wall to which a thin layer of dielectric 
(of relative permittivity d ,is bonded. The liner is usually "electri­
cally" thin and its sole function is to break the phase velocity 
degeneracy between the TEol and TMll modes in hollow metal-walled 
waveguide. In this paper we are concerned with the effect of 
thicker linings (linings which are an integral multiple of a quarter 
wavelength thick) on the conducting wall losses of the waveguide. We 
will assume that the dielectric is lossless in this study. 

The metal walls of the waveguide in Fig. la may be modeled2 as a 
low-impedance termination (Zl « 'r]) for the fields interior to the walls. 
Here 'r] = vi IlO/ Eo is the characteristic impedance of the interior filler 
(free space) in the guide. The dielectric liner is equivalent to a short 
section of transmission line. This transmission line has a characteristic 
impedance* 

(1) 

for the electric field polarized parallel to the wall and a characteristic 
impedance 

(2) 

for the magnetic field polarized parallel to the wall. The appropriate 
transmission line propagation constant is 

f3e = ko~, (3) 

where ko is the free-space propagation constant. The equivalent im­
pedance conditions (Z¢ and Zz) at the inner face of the dielectric in 
Fig. Ib may be obtained from the transmission line parameters in (1), 
(2), and (3) in the usual manner. The wall impedance guide in Fig. 
1 b is equivalent to the lined guide in Fig. la and may be used to 
predict its electrical properties with a small error. 3 

R. E. Collin4 has shown that if the fields El , HI are solutions of 
IVlaxwell's equations in a source-free region of free space, the dual 
fields 'r]H2' - (1/'r])E2 are also a solution. The same transformation is 
applicable to the wall impedance guide in Fig. Ib but we must also 
transform the wall impedances. The appropriate dual is shown in 

* The expressions in (1), (2), and (3) were derived from the plane-wave 
scattering at grazing incidence by a grounded slab. 
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Fig. l-(a) Dielectric lined waveguide. (b) Equivalent wall impedance wave­
guide. 

Fig. 2. The fields are transformed as in Collin and the impedance wall 
is replaced by an equivalent admittance wall. We may summarize the 
duality principle for a guide of radius a, as in Fig. 2, as follO\vs: 

El ~ 7]H2 • 

- 1 -HI ~ --E2 • 
7] 

El<1> I Z 2y 
H- a = 1<1> ~ 7] 2<1>, 

lz 
H2<1> I y -E a = 2<1> 

2z 
(4) 

E 1z I Z 2y - H 1<1> a = lz ~ 7] 2z, H 2z I Y E2<1> a = 2z' 

From (4) we see that the dual of a circular electric mode in a guide with 
a low-impedance wall (Zl<l> « 7]) is a circular magnetic mode in a guide 
with a high-impedance or low-admittance (Y2<1> = (1/7]2)Zl<l>« 1/7]) wall. 
Since the E X H product is invariant under the above transformation, 
the loss characteristics of the two duals are identical. 

Using the duality relations in (4), we can now obtain a simple relation 

GUIDE 1 

. -E1Z I 
ZIZ= -H a 

1¢1 

GUIDE 2 

Fig. 2-Dual waveguides. 

7J=.)1'-0/(0 

El -7JH2 

HI --*E2 

Zl¢1-7J2 Y2¢1 

ZIZ_7J2 Y2Z 
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between the losses of circular electric and magnetic modes in dielectric 
lined guide as shown in Fig. 3. We first consider the loss for a TEol 
mode in Fig. 3a. Since there is no lining at r = a, we have Zl¢ = Zl and 
the loss a~E01 for a TEol mode in hollow guide is thus5 

(5) 

We now consider the loss for a TMo2 mode in Fig. 3b. The input ad­
mittance Y21/> at r = a is easily determined for a quarter-wave lining 
from the transmission line impedance in (2) as 

(6) 

But this circular magnetic mode will have the same loss [see equation 
(4)] as a circular electric mode in a guide with wall impedance 

2 
e 

Zl¢ = (e _ 1) Zl . 

We see that the equivalent wall impedance for the circular electric 
mode dual is higher than the wall impedance of the unlined wave­
guide. Hence, the loss for the TMo2 mode in the guide shown in Fig. 
3b is greater than that for the TEOl mode in Fig. 3a and is given by 

2 

TMo. C e R Z 
aX/4 = --1 e I' e-

(7) 

If we now consider the TEo2 mode in Fig. 3c we see it has the same 
fields for r < a as the TEO! mode in Fig. 3a and, hence, its loss will be 
the same. We, thus, have 

eRe (Zl). (8) 

Y2c{-
/' A A 

"4 2" 

(a) (b) (c) 

Fig. 3-Low-Ioss dielectric waveguides: (a) 
(c) TEo2 mode. 

TEn mode; (b) TMo2 mode; 
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In the above analysis we have neglected the power carried in the 
dielectric regions of the guide. This is a reasonable approximation if 
the lining thickness is much less than the guide radius. We have also 
neglected the dielectric losses. Recent computer-generated results! in­
dicate that this is a reasonable assumption since a quarter-wave poly­
ethyline liner (€ = 2.34, tan 0 = 83 X 10-6

) in SOmm-diameter circular 
guide at 100 GHz has a metal-wall loss for eu walls of 1.79 dB/km, 
while the dielectric loss is 0.43 dB/km for the TlVIo2 mode. 

The present study shows that the minimum circular magnetic mode 
heat loss a~f~o and the minimum circular electric mode heat loss a~~ 
are related by 

TMo 
amin _ 2/ 1 

TEO - € €- (9) 
amin 

in dielectric lined guide. This ratio is a minimum at € = 2 and has a 
value of 4. Relation (9) was found to agree well with computer­
generated results for the modal! heat loss in dielectric lined guide. 

III. CONCLUSION 

vVe have seen that circular magnetic modes have a higher minimum 
heat loss than circular electric modes in dielectric lined waveguide. 
The ratio of the two losses was shown to be a simple function of the 
linings relative permittivity. The ratio was shown to have a minimum 
value of 4 for a lossless dielectric of permittivity 2. 

The results indicate a TMo mode has possibilities as a. long-haul 
carrier, in dielectric lined guide. The heat loss, however, is always at 
least four times greater than that for a comparable TEo mode. The 
mode conversion loss for the two systems also can be shown to be 
comparable by use of the duality principle.6 
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Timing Recovel'lY in P AM Systems 

By R. D. GITLIN and J. SALZ 

(Manuscript received January 7, 1971) 

It is shown how various tinz,ing recovery schemes are reasonable 
approximations of the nwximum l1'kelihood strategy for estimatl'ng an 
unknown timing parameter l:n additive white gaussian noise. These 
schemes derive an appropriate error signal from the received data 
which is then used in a closed-loop system, to change the timing phase 
of a voltage-controlled oscillator. The technique of stochastic approxi­
mation is utilized to cast the synchronization problem as a, regression 
problem and to develop an estimation algorithm which rapidly con­
verges to the desired sampling time. This estimate does not depend 
upon knowledge of the system impulse response, is independent of 
the noise distribution, is computed in real time, and can be synthesized 
as a feedback structure. As is characterist1'c of stochastic approxima­
tion algorithms, the current estinwte is the sum of the previous esti­
mate and a time-varying weighted approximation of the esl1:mation 
error. The error 1'S approximated by sampling the den:vative of the 
received signal, and the mean-square error of the resulting estimate 
is mim:mized by optiln1'zing the choice of the gain sequence. 

If the recel'ver is provided with an ideal reference (or if the data 
error rate 1~S slnall) it is shown that both the bias and the jitter (nwan­
square error) of the estimator approach zero as the number of itera­
tions bec01nes large. The rate of convergence of the algorithm is 
derived and eXalnples are provided which indicate that reliable 
synchronization information can be quickly acquired. 

I. INTRODUCTION 

The problem of symbol synchronization in digital data transmission 
in the presence of intersymbol interference is extremely complicated. 
The best sampling instants are channel dependent and are in general 
difficult to determine. Consequently, the problem of timing recovery in 
high-speed data transmission is intimately tied in with adaptive 

1645 
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equalization. Since general methods for simultaneous optimum deter­
mination of the receiver parameters are not known, these parameters 
are independently determined. 

Timing information is usually obtained directly from the data wave 
in a variety of ways.1-3 Our objectives in this paper are: 

(i) To indicate the optimum method (maximum likelihood) for 
estimating an unknown timing parameter from random data 
for a certain class of PAl\1 data transmission systems; 

(ii) To show that a variety of timing recovery methods currently 
in use are reasonable approximations of the optimum method, 
and to note that the generation of an error signal from the 
received signal is a feature common to these methods; 

(iii) To demonstrate that timing recovery dynamics can often be 
studied and controlled through the application of stochastic 
approximation theory. 4-6 

Identifying the desired timing parameter as the solution of a re­
gression equation will allow us to apply stochastic approximation 
theory to the symbol synchronization problem. For purposes of illus­
tration we analyze a stochastic approximation timing recovery pro­
cedure for square-wave modulation. For this example we derive 
asymptotic formulas for the probability of error as a function of, 
signal-to-noise ratio and the number of iterations used in the timing 
recovery loop. Since the number of iterations is directly proportional 
to the number of signaling intervals, insight is provided into the setup 
time required to achieve reliable symbol synchronization. 

We finally focus on the more difficult problem of timing recovery 
in bandlimited PAM systems. Here timing information must be ob­
tained in the presence of intersymbol interference as well as additive 
noise. A stochastic approximation algorithm is presented which derives 
symbol synchronization (i.e., estimates the desired sampling time) 
from the received data in a quick and accurate manner. The estima­
tion algorithm developed does not require explicit knowledge of the 
system impulse response or the noise distribution. If the impulse 
response of the channel satisfies certain conditions, then the algorithm 
will converge in mean -square provided the gain sequence is properly 
chosen. Symbol synchronization is obtained by adjusting the sampling 
time in the following manner: at the end of each symbol interval the 
current estimate is taken to be the sum of the previous estimate and a 
weighted approximation to the actual estimation error. The desired 
sampling time is assumed to be that instant when the system impulse 
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response is a maximum. For this sampling time it is shown that a 
reasonable approximation to the estimation error is the sampled 
derivative of the received signal. t When the error is small, its evolu­
tion can be described by a first-order random difference equation. At 
every iteration the mean-square error (mse) can be minimized by 
optimizing the choice of the (time-varying) weighting sequence. The 
optimum weighting sequence is of the form 1/ (ex + (3n), where a and 
f3 are quantities which depend on the system impulse response and 
noise power, and n is the discrete time index. Since a and f3 are gen­
erally unknown at the recei~er they may either be estimated (giving 
rise to an adaptive synchronization algorithm) or picked arbitrarily. 
In an effort to overcome the lack of knowledge of a and (3 (in addition 
to simplifying the algorithm) it is tempting to use the asymptotic form 
of the gain c,/n, where c is a constant. However, if f3 « a then the 
optimum gain is essentially a constant (l/a) for many iterations, and 
for a wide range of c the estimate obtained using c/n is shown to be 
unreliable. Hence it appears that in order to obtain satisfactory per­
formance some adaptivity to determine ex and f3 should be used in any 
realiza tion of the algorithm. 

Under the assumptions that the receiver error rate is small (so that 
an ideal reference can be assumed) and that the "eye" of the dif­
ferentiated impulse response is open, the optimum mse is asymptotically 
of the form 1/ pn, where p is a "signal-to-noise" ratio. The "signal" 
term is the value of the slope of the differentiated impulse response 
near the origin, the "noise" term is the sum of the actual noise vari­
ance and two intersymbol interference type terms. Thus the mse can 
be driven to zero and an example is given to illustrate how an accurate 
estimate can be obtained in a few signaling intervals. We show that for 
a sin x/x impulse response, ten iterations will drive the mean-square 
error to less than 0.01 of a signaling interval. , 

In Section II we determine the maximum likelihood estimate of 
an unknown timing parameter for a baseband PAM data signal which 
has been contaminated by white gaussian noise. Several approxima­
tions to the optimum estimator are described in Section III. The 
theory of stochastic approximation is introduced in Section IV, and is 
used both to cast the synchronization problem as a regression problem, 

t B. R. Saltzberg7 has suggested a technique for timing recovery which uses 
this approximation. His investigation is restricted to algorithms which can be 
realized using time-invariant devices. 'The algorithm we develop exploits the 
advantages of using time-varying elements. 
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and to analyze and control the dynamics of timing recovery. In Sec­
tion V we discuss a timing recovery algorithm for band limited PAM. 

II. THE MAXIMUM LIKELIHOOD ESTIMATOR OF AN UNKNOWN TIMING 

PARAMETER 

Consider the L level data wave in additive white gaussian noise v(t) 
of double-sided spectral density No , 

Vet) = 2: anh(t - nT - r*) + vet), (1) 

where {an} are the data symbols taking on values ±d, ±3d, 
± (L - 1) d with equal probability, h (t) is a band limited pulse whose 
peak value occurs at T':·, and - T /2 ~ T·:~ ~ T /2 is an unknown timing 
parameter.t 

Detection of the data symbols {an} is usually accomplished by first 
suitably filtering V (t) and then sampling the output at time instants 
T + kT, k = ±1, ±2, .... The resulting error rate is a function of T 

in addition to other parameters. An ideal timing recovery system 
would supply the detector with T which minimizes the probability of 
error. While this problem is conceptually straightforward, it is not 
analytically tractable and the structure of such an optimum timing 
recovery system is not generally yet known. We therefore must resort 
to a less utopian criterion. 

Much simpler evaluation functions often used in data transmissions 
are 

I h(r ~ r*) Ii ~ I h(r - r* - kT) Ii 
kr!O 

J = 1 or 2. (2) 

Even for these relatively simple evaluation functions it is generally 
difficult to find the optimum T. R. W. ChangO derives timing recovery 
procedures based on minimizing a particular version of equation (2). 
However, for a certain class of linear distortions, namely the type that 
gives rise to symmetrical pulse shapes, the best T, which minimizes 
(2), is equal to the unknown parameter T':·. For this class of channels 
the problem of optimal timing recovery procedures can be cast in the 
language of statistical estimation theory. This is the situation treated 
in this section. 

t We assume throughout that r* is independent of time. 
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The statistical problem we pose is this: determine an estimation 
procedure for the parameter T based on observations made on the 
received signal Vet) [equation (1)]. The more detailed question we 
wish to answer is the following. How should the observed signal, say 
for Ts seconds, be processed such that a "good" estimate of T~:' is 
obtained? The answer of course depends on what one means by good. 
A reasonable measure of goodness is to require that the estimate 
maximize the likelihood function of the unknown parameter. For 
binary transmission this is a classical problem for which a solution 
is known. (See for example Ref. 3, 10, and l1.)t The extension to 
multilevel signaling is straightforward and we now briefly sketch the 
derivation. The likelihood function of the received signal is propor­
tional to (superfluous constants are omitted) 

L[V] ~ E{ exp - 2~o f' [Vet) - set; ill' dt}., (3) 

where set; r) = L: anh(t - nT - r) and E{ . }a denotes expectation 
with respect to the data symbols. The expectation indicated in (2) 
can be carried out provided the reasonable assumption is made that 
the power in the data signal set; r) when measured over an interval 
[0, Ta] (large compared with a symbol duration) is independent of the 
data sequence and the unknown parameter r. This assumption leads 
to a simplified version of (3) 

L[VJ ~ E{ exp {~o t V(t)s(t; T) dt}}, (4) 

{
2 L-1 (kd )} 

L(V) I"-..J 1J L t; cosh No Zn(r) , (5) 
k odd 

where 

i
TS 

Zn(r) = a Y(t)h(t - n'P - r) dt (6) 

is recognized as the sampled (at times nT + T) output of a filter 
matched to h (t), whose input is V (t). 

The maximum likelihood estimate (MLE) is obtained by differ­
entiating L [V] with respect to T and setting the resulting expression 
to zero. An equivalent strategy may be obtained by differentiating any 
monotonic function of L and a convenient such function in this appli-

t None of the references cited claims originality. It is difficult to determine 
where the result was written down first. 
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cation is the logarithmic function. From equation (5) 

A[V] = In L[V] ~ ~ {In [~ cosh (,;), z.(r))]} , (7a) 
k odd 

and upon differentiation we obtain 

J 
[,/2 • ((2k - 1) d )l t; (2k - 1) smh No zn(r) d dzn(r) 

~ 1 L!2 ((2k - 1) d ) f No ~ , t; cosh No zn(r) 

(7b) 

where the bracketed term can be shown to bet 

(L - 1) sinh ((L t 1) d Zn(r)) - (L + 1) sinh ((L ~ 1) d Zn(r)) 

(
(L + 01) d) ((L _ 1) dO) ; (7 c) 

cosh No zn(r) - cosh No zn(r) 

and for the typical data communication environment of a large signal­
to-noise ratio the above expression becomes proportional to 

(L - 1) tanh ((L t:) d Zn(r)). 

Thus we finally have that 

aA ~ 2: dzn(r) tanh ((L + 1) d Zn(r)). 
ar n dr No 

(8) 

The optimum estimation strategy is exhibited in equation (8). The best 
value of T (i.e., the MLE) makes the right-hand side of equation (8) 
as small as possible. The mathematical operations exhibited in equa­
tion (8) can readily be instrumented. The implementation objective 
would be to use the right-hand side of (8) as an error signal in a 
closed-loop system that iteratively .adjusts T to determine the MLE. 
A block diagram of this implementation is shown in Fig. 1. The re­
ceived signal and its derivative are first passed through filters with 
identical impulse responses h (-t) whose outputs are periodically 
sampled at times nT + T. In the undifferentiated branch, the samples 
are first multiplied by (L + l)djNo and are then passed through the 
memoryless nonlinearity tanh (.) which resembles an infinite clipper 
for large input values. The output from the two branches are mul-

t Note that for L = 2, equation (7c) becomes (sinh 3y - 3sinh y)/(cosh 3y -
cosh y) = tanh y, which agrees with the bracketed term in (7b). 
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Fig. I-Implementation of maximum likelihood strategy. 
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tiplied and averaged as indicated by the sum in equation (8). This 
then is the error signal driving a voltage-controlled oscillator which 
in turn determines the new timing phase. 

III. IMPLEMENTATIONS APPROXIMATING THE OPTIMUM 

We now examine approximations of equations (7) and (8) leading to 
several simplified implementations of timing recovery systems. The 
first approach is to approximate tanh (x) in equation (8) by the 
limiter function sgn (x). This approximation yields 

(9) 

where an is the nth decision, or the estimate of the nth data symbol. 
The approximation (9) is a good one at large signal-to-noise ratio and 
in this case an will equal an most of the time. When this approximation 
is made, the detection circuit which computes an from Zn (T) is sep­
arated from the timing circuit. In the timing branch the received 
signal is first passed through the filter with impulse response h ( -t) 
and the output is differentiated or equivalently passed through a high­
pass filter and then sampled. These samples are multiplied by the sign 
of the respective decisions and summed to form an error signal. The 
multiplication of the respective derivative samples by the sign of the 
decisions is clearly necessary so as to convert all the error samples 
to the same polarity.t Figure 2 shows this simplified version of detec-

t This is a decision directed estimation procedure. As the timing phase is 
acquired, the decisions become more reliable. 



1652 THE BELL SYSTEM TECHNICAL JOURNAL, MAY-JUNE 1971 

v(-t) 

FRONT-END 
FILTER 

Sgn [.] :.-+----+--.. 
,--_-,I I 

__________ J 

Fig. 2-An implementation approximating the ideal. 

tion am, timing recovery circuit. Deriving an error signal from the 
derivati"ve of the received signal is very reasonable and a timing 
circuit based on this idea has been built and analyzed by Saltzberg.7 

Another technique suggested from (7) is dubbed "early-late" timing 
recovery.2,1l The approximations involved here are the following. T'irst 
the derivative of A [V] is approximated by the difference 

L {In cosh ((kd/No)zn(r + .1)) - In cosh ((kd/No)zn(r - .1))} 
k 

.1 «T. (10) 

Next the nonlinear function In [cosh (x)] is approximated by Ixl. This 
again is a good approximation at large signal-to-noise ratio since for 
large lxI, cosh x ~ e Ixl. This implementation is shown in Fig. 3. Here 
two clock pulses separated by 2~ sample the received wave after 
appropriate filtering. The respective samples are then full-wave recti­
fied and substracted from one another. The error signal is formed by 
adding a number of successive differences. It appears that any even 
Nth-law device may be used in place of the In (cosh) nonlinearity in 
equation (7). Successful results for instance were obtained with a 
square-law device.12 

A feature common to the above timing recovery systems is the gen­
eration of an error signal from the received signal. The sampling 
instant is then adjusted so as to decrease the magnitude of the error, 
a new error is computed, and the estimation continues in this manner. 
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The fewer the number of iterations needed to obtain a reliable esti­
mate, the better the system. Stochastic approximation is a technique 
which will enable us to study and control the dynamic behavior of 
such iterative estimation algorithms by viewing the synchronization 
problem as a regression problem. 

IV. THE APPLICATION OF STOCHASTIC APPROXIMATION TO SYMBOL 

SYNCHRONIZATION 

4.1 Stochastic Approximation 

We will briefly describe the salient features of stochastic approxima­
tion, in particular the Robbins-Monro algorithm. Stochastic approxi­
mation4

-
6 is a technique employed to iteratively solve regression 

problems. The method is an extension of the Newton-Raphson tech­
nique to a random environment, and is especially useful when the 
regression function is unknown. More precisely, suppose Zn is a 
sequence of independent observations of a stationary random process 
and it is desired to find the value of the (non-random) parameter T 

such that the regression equation, 

(11) 

is satisfied; where E denotes expectation, f ( .) is a given function, and 
m(') is called the regression function. As mentioned above, m.(·) is 
typically unknown, and we desire an algorithm which uses the data to 
sequentially estimate the value of T, say Tl<, which satisfies (11). 
Robbins and Monro have shown that if (11) has a unique solution 

vet) 

FRONT-END 
FILTER 

Fig. 3-Implementation of early-late timing recovery scheme. 



1654 THE BELL SYSTEM TECHNICAL JOURNAL, MAY-JUNE 1971 

then the estimate Tn, given by 

n = 1,2, ... , 

will converge in mean-square and with probability one to T~~, under 
some general conditions4 on both the observations Zn and on the 
positive scalar time-varying weighting sequence en . A useful interpre­
tation of the Robbins-Monro algorithm is that the current estimate is 
the sum of the previous estimate and a weighted correction term, 
where the average (with respect to the observations) correction is 
the error term m ( Tn) - ma. Thus the correction term will, on the 
average, give an increment in the correct direction, and the estimate 
will converge. Alternatively, if we regard the correction term as an 
approximation (in a stochastic sense) to an error term, we are re­
minded of the deterministic error or gradient search type of algorithms. 
The weighting sequence Cn is chosen to converge to zero fast enough 
so as to suppress the correction term as the estimate converges,t but 
slow enough so that large corrections are possible for many iterations 
(frequently Cn is of the form lin). 

We now cast the synchronization problem as a regression problem, 
and then use the theory of stochastic approximation to develop a 
synchronization algorithm which has desirable dynamic properties. 
From (8) the optimum (maximum likelihood) timing parameter is 
the solution of 

a 
aT [A(zn ; T)] = O. 

If we make the identification 

a 
aT [A(zn ; T)] ~ f(zn ; T), (12a) 

and now ask for the value of T which satisfies 

(12b) 

then the desired [i.e., the solution of (12b)] timing parameter will 
be the solution of a regression equation. It is important to note that the 
solutions of (8) and (12b) will not, in general, be the same. However 
the solution of (8) is a random variable, which as the observation 

t Note that even when Tn is close to T*, the variance of the correction term 
can be quite large due to the randomness of the data. 
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time Ts becomes large converges to T~:·; while the solutiont of (12b) 
is in fact T~}. Thus if we usc a Robbins-Monro algorithm to iteratively 
solve (12b) we are indeed generating the maximum likelihood esti­
mate. 

4.2 Binary Square-Wave Modulation 

Consider applying this method to analyze a timing recovery pro­
cedure when h (t) in equation (1) is a rectangular pulse of T seconds 
duration and height A, where binary transmission is assumed for 
convemence. In this case, the observable function, equation (6), 
becomes 

iTs l(n+l) T+r 

Zn(T) = V(t)h(t - nT - T) dt = Vet) dt. 
o nT+r 

(13) 

As mentioned earlier, we can use a square-law device to approximate 
the In cosh (.) nonlinearity for mathematical convenience. Thus the 
MLE is obtained by finding a r such that the derivative of L: z!(r) 

is zero. From (7a) and (13) we obtain 

:r ~ z!(r) = 2 ~ [V((n + l)T + r) - VenT + r)]Zn(r). (14) 

At large signal-to-noise ratio, symbol transition information is ob­
tained from 

dn = V ((n + l)T + r) - V (nT + r) I"'.J { 0, 
±1, 

(15) 

The Robbins-Monro procedure for recursively estimating r can now 
be applied by using the regression function 

mer) = E {dnzn(r)}. 

For convenience we center the pulse h (t) at t = 0 such that 

and calculate 

h( t) = {A, I t I ~ T /2. 
0, elsewhere 

r(n+l) T+r r(n+l) T+r 

dnzn(r) = dnA ~ am JnT+r h(t - m'P) dt + JnT+r vet) dt 

t For a high signal-to-noise ratio. 

(16) 
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{ InT+TI2 l<n+l) T+T } 
= dnA an dt + an+l dt + Vn 

nT+T nT+TI2 

(17) 

where 

l

<n+l) T+T 
Vn = vet) dt. 

nT+T 

In the absence of data transitions, (17) is independent of T while when 
transition occurs, i.e., an #- an+l , 

-T/2 ~ T ~ T/2. (IS) 

Using (13) the recursive procedure for estimating the unknown 
timing parameter, T, is now as follows: Pick an arbitrary sampling 
phase ToO , ITol ~ T /2, and compute the next sampling phase Tl from the 
relation (assuming that a data transition occurs) 

(19) 
= To - !(2ATo + vo). 

The (n + 1) th sampling phase is then related to the nth by the 
recursion relation 

(20) 

where we have taken en to be l/n+ 1. For numerical evaluation pur­
poses it is convenient to normalize (1S) and work with the regression 
functiont 

m(Tn) = E[f(xn , Tn)] = E[Tn + xn], (21) 

where {xn} is a sequence of gaussian random variables with 

(22) 
and 

NoT T2 
E{x;} = 4A2 = Sp 

where p = A 2/2Nol/T is the signal-to-noise ratio in a bit-rate band­
width. 

t We are assuming that a linear theory applies, i.e., the sequence of {'Tn} 
rarely exceeds 1 T /21. In practice no values of 'Tn which exceeds 1 T /21 will be 
accepted. Including these restrictions in the mathematical model will render 
equations (19), (20), and (21) nonlinear and thus mathematically intractable. 
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Upon substituting (21) into (20) a linear recurSIOn relation is 
obtained with the well-known solution 

1 k=n-l 

To "" 
Tn = -+ 1 - -+ 1 L.J Xk n n k=O 

I Tn I ~ T/2. (23) 

By inspection the following pertinent parameters are computed 

/-tn = E[Tn] = ~ ~ 0 as n ~ 00 
n + 1 ' 

and 

T2 n 
cr! = E{Tn - E2[TnJ} = var Tn = 8p (n + 1)2~0' as n~ 00. (24) 

In evaluating (24) we assumed that the sequence of random variables 
{xn} is independent. This is not strictly true. We see from (17) that 
the sequence of random variables {xn} for fixed T is indeed independent 
since each Xn represents nonoverlapping integrals of the white-noise 
process v (t). However, as Tn is changed according to equation (20) the 
noise integrals may overlap. To include this dependence in the analysis 
would render this seemingly simple problem untractable mathe­
matically. Physically we feel, however, that this dependence is weak 
and therefore can be neglected. 

From (23) we see that Tn possesses a truncated gaussian prob­
ability density 

P(Tn) = Pi 5(Tn - T /2) + P2 5(Tn + T /2) + G(Tn) I Tn I ~ T /2 (25) 

=0 I Tn I> T/2 
where 

and 

Pi i~T/2 G(Tn) dTn 

P2 = 100 

G(Tn) dTn . 
T/2 

Using this probability density we can compute the system error rate. 
Dispensing with tedious computational details, and focusing atten-
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tion on essentials, we find that the conditional error rate (conditioned 
on the unknown parameter Tn) for this simple system is asymptot­
ically (large signal-to-noise ratio) 

I T I ~ T/2, (26) 

where 

(1'2 = NoT. 

When Tn = 0, we have ideal performance, as we should. When Tn 

±T /2, we have disaster. To obtain the actual error rate we must 
average (26) over the permissable values of Tn • This calculation yields 

(27) 

The evaluation of (27) is straightforward. In terms of the normalized 
random variable a = TII/T, we express (26) in the form 

lal < 1/2. (28) 

In terms of the same normalized variables and the explicit values of 
p..n and an [equation (24)] we write 

G(a) ~ exp [ - 4n( a - 2~)'] (29) 

which is valid when n is large. In writing down (29) we set TO = T /2 
(a worst initial guess) . 

Asymptotically, Pl and P:!. behave as e-np and, as we shall see shortly, 
can be neglected compared with the last term in (27). To conclude 
the error rate calculation we evaluate 

o .1 

f -pE,(a) d + 12 -pE.(a) d = e a e a, 
-! 0 

(30) 

where 

and 



TIMING RECOVERY IN PAM 1659 

Using a saddle-point technique to obtain an asymptotic approximation 
for the integrals, we find that 

where 

and (31) 

lYJ2 (n) r...; 1 - ~. 
n 

Combining the above asymptotic results with PI and P2 we obtain 
finally 

(32) 

for nand p large. All the other terms have exponents larger than (32) 
and therefore can be neglected. For example when n = 30, the degrada­
tion from ideal (n-?oo) is only 0.5 dB approximately. 

What this example shows is that for square-wave modulations in 
the presence of additive white gaussian noise, bit timing can reliably 
be derived in approximately 30-bit intervals. 

4.3 Synchronization ot Bandlimited PAM 

'Ve now consider a timing recovery algorithm for a bandlimited 
PAM signal. As in the previous section the synchronization problem 
will be cast as a regression problem. Our received signal is given by 
equation (1) 

Vet) = L amh(t - mT - 7*) + v(t), (33) 
m 

and as before the objective of the synchronizer is to accurately and 
rapidly estimate 7*. In order to extract information about 7" we low­
pass filter, differentiate, and sample the received signal. Hence the 
error signal is similar to that shown in Fig. 2, with the matched 
filter replaced by a low-pass filter. Thus the receiver does not need 
knowledge of the pulse h(t). If we denote the derivative of h(·) by 
9 ( . ), then the differentiated and sampled received signal is given by 

V'(kT + 7) L amg[(k - m)T + 7 - 7*J + v(kT + 7) 

(34) 
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where l' is an arbitrary sampling time such that H < T /2, gk-In de­
notes 9 ((k - m) T), and v", are samples t of the differentiated noise 
process v(t). As before we let ak denote the decision made at time 
kT + T. Assuming that the error rate is low enough so that with high 
probability ak = ak , we then have that 

ak V'(kT + 1') = akakgo(T - 1'*) + ak I: amgk-m(T - 1'*) + Vk 
m";'k 

= a~g(T - 1'*) + ak I: amgk-m(T - 1'*) + Vk , (35) 
m,.;,k 

where we have noted that go(T - 1'-::-) = g(T - T'~). If we further 
assume that ih is uncorrelated with aj ,t for j =/= k, then averaging 
(35) gives 

meT) ~ E[akV'(kT + 1')] = a2g(T - 1'*), (36) 

where 

a2 = ~2 (L2 _ 1). 

Now for the typical impulse response h(t) and its derivative g(t), 

shown in Figs. 4 and 5, respectively, it is true that the (regression) 
equation 

g(T - 1'*) = 0, 

has the unique solution 

IT - 1'*1 ~ T /2 

l' = 1'*. 

(37) 

(38) 

Since the synchronization problem has been modeled as a regression 
problem, we again use a Robbins-Monro algorithm to sequentially 
estimate 1'''. Denoting the kth estimate by Tk, we have the modified 
Robbins-Monro algorithm 

Tk+l = {Tk + ck[ak V'(kT + Tk)] , 

Tk , otherwise. 
(39) 

A feedback implementation of the above algorithm is shown in Fig. 6, 
with D denoting a delay. It is again noted that the algorithm con-

t The dependence of the noise sample on the sampling offset T is not shown, 
since it is assumed that the noise is stationary. 

t As it will be if the ak's are independent and the receiver is supplied with 
an ideal reference. 
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h(t) 

Fig. 4-A typical impulse response h(t). 

strains the estimate to a region of width T. This is consistent with 
the observation that any actual sampling instant will always be 
within T /2 seconds of the desired instant T~~, i.e., we may "slip" T 
seconds but this is immaterial as far as estimating T~~ is conc.erned. It 
is by no means clear, a priori, that the above algorithm will converge 
rapidly or will converge at all. In fact the rest of this paper will con­
sider the conditions which must be satisfied for the above algorithm 
to converge and the resulting rate of convergence. 

V. ANALYSIS OF THE SYNCHRONIZATION ALGORITHM 

5.1 The Error Equation 

In order to evaluate the proposed synchronization algorithm we 
will derive a difference equation for the mean-square estimation error 
~, where 

(40) 

gct) 

----------~~--------~t 

Fig. 5-The derivative of h(t). 
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vet) 

Fig. 6-A realization of the synchronization aJgorithm. 

and the overbar denotes expectation.t In order to do this we see that 
from (39), and neglecting for the moment the constraining portion of 
the algorithm, we have 

ek+l 7'k+l - 7'* = 7'k - 7'* + ck[ak V'(hT + Tk)] 

7'k - 7'* + Ck[g(7'k - 7'*) + ak L: amgk- m(7'k - 7'*) + Vk] 
mr<k 

= ek + ck[g(ek) + ak L: amgk-m(ek) + Vk]. (41) 
mr<k 

We note that g ( .) is such that, on the average, the error is decreased 
at each iteration, and once the estimation error is small:!: we need only 
keep first-order terms in a Taylor Series expansion of gk-m (e,J about 
(k - m) T, i.e., 

(42) 

where g~-m denotes the derivative of g(.) evaluated at (k - m)T. 
Combining (41) and (42) yields the (approximate) first-order stochastic 
difference equation for the evolution of the error, 

ek+l = [1 + g~Ck + Ckak L: amg~-m]ek + Ckak[ L: amgk-m + Vk]' (43) 
mr<k mr<k 

Before studying the behavior of (43) we introduce the following 

t We use the mean-square estimation error as a measure of performance. This 
is because the estimate is a. nonlinear one, and thus the probability of error can­
not be computed. 

+ Under this assumption we can certainly neglect the possibility that Tk+l = Tk. 
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notation: 

g~ = -a 

'Yk = 1 + (3k 

Qk = Uk 2: amgk- m + Vk , 
mr'k 

and using the above we rewrite (43) as 
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(44a) 

(44b) 

(44c) 

(44d) 

(4.5) 

Thus the error obeys a stochastic difference equation where the gain 
("'}'k) and the driving term (Qk) are correlated. It is important to note 
that for the system described by (45) the probability density of the 
present error ek does not depend solely on a finite number of past data 
symbols,ak, but depends on· all past and future values. This renders 
impossible an exact analysis of the mean-square error. However, if we 
assume that both "'}'k and Qk are independent sequences, then ek depends 
solely on past "'}'k and Qk, and we can obtain a bound on the mean­
square error.t Squaring and averaging both sides of (45) gIves 

(46) 

We now proceed to bound each of the terms on the right-hand side of 
(46). If we assume that the "eye" of the twice-differentiated impulse 
response is open, i.e., 

a > 2: I g:" \, (47) 
mr'O 

then 

'Yk = 1 - ck(a - Uk 2: amg~-m) ~ 1 - ck(a - 2: I g:" \) (48a) 
mr'k mr'O 

1 - Ck(3, (48b) 

where (3 denotes a - 2:mr'o Ig~l. Using the above assumption, and the 
boundedness of the error, we have that 

t Despite much effort we have been unable to proceed without this assumption, 
but since the results which follow are intuitively satisfying and provide insight 
into this difficult problem they have been included in the paper. 
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and due to the independence of the data bits 

E['YkQk] = E[((1 - ck)a + Ckak L: amg~-m)ak( L: aigk-i + Vk)] 
mr'k ir'k 

= Ck L: g:"gm = ck 21TG, 
mr'O 

where t G denotes T 12 L:mr'o g~gm . Finally we have 

E[Q~] = (J2 + L: g~ = (J2 + P, 
mr'O 

where P denotes L:mr'o g~ . Letting 

D.k = E[e~], 
and combining (46)-(52) we have the iterative bound 

D.k+ 1 ~ (1 - {3Ck)2 D.k + c~M 

(50) 

(51) 

(52) 

(53) 

on the mean-square error, where M is the sum of G and (T2 + P. 
Although several assumptions have been made in obtaining (53) it is 
believed that the effect of the salient quantities upon the synchroniza­
tion algorithm have been preserved. We now proceed to find the gain 
sequence which minimizes the bound of (53). 

5.2 The Optimum Gain Sequence 

We now find the sequence of gains, ct, which minimize the right­
hand side (RHS) of (53) for fixed D.'e . Since we minimize a bound on 
the mean-square error at every iteration, this is a min-max procedure. 
We first find the optimum gain sequence in terms of D.k , and then by 
simultaneously iterating this equation and the bound of (53) we show 
that ct is proportional to 11k for large k. We begin by setting to zero 
the derivative of the RHS of (.53) with respect to C'e , i.e., 

-{3(1 - (3Ck)D.k + MCk = 0 

or 

(54) 

(55) 

t It should be noted that if h(t) is an even function of time (with respect to 
the origin), then g(t) and g'(t) will be respectively odd and even time functions 
and G will be zero. 
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or 

(56) 

Now if 

(57) 

then we have the relation 

< et 
Ck*+l = 1 + {3et ' 

(58) 

which can be iterated to give t 

* * < Co 
Ck = 1 + {3e'!k (59a) 

{3~o 

= M + (32 ~o(k + 1) , 
(59b) 

where 

(60) 

and ~o is the initial error variance. Henceforth we will interpret the 
sequence ct, specified by (59) and (60) with the inequality replaced 
by an equality, as the optimum gain sequence. Combining (55), (59) 
and (60) we see that the mean-square error is bounded by 

which for large k becomes 

A* < M~o 
Uk = M + (32~){; 

NI 1 
~* < -.-. 

k = {32 k 

(61a) 

(61b) 

Thus we see that asymptotically the minimized mean-square error 
is bounded by a term which decays as 11k, and is inversely proportional 
to signal-to-noise type ratio ({32 I M). 

The optimum gain, as given by (59b), depends upon the parameters 
~o , M, and {3. Since these quantities are generally unknown it is tempting 
to replace ct by its asymptotic (large k) value 1/{3(k + 1). Caution 
must be exercised in making this approximation; since NI » {32 Ao 

t Note that j3Ck* ~ j3co*/(1 + {3c o*k) ~ 1, thus sa.tisfying (57). 
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implies that the optimum gain sequence is essentially constant for 
many iterations, substitution of a decaying sequence could lead to an 
unreliable estimate (we will consider this point in Section 5.4). How­
ever ift (32 D. o » M, then et ~ 1/(3(k + 1) and we have only one unknown 
parameter. A possibility is to replace (3 by an estimate-techniques 
of this sort are called adaptive estimation procedures. We now sketch 
a particular adaptive scheme. 

5.3 An Adaptive Synchronization Algorithm 
We now give a method for recursively estimating {3, which can then 

be incorporated in an adaptive synchronization scheme. Since 

(3 = a - 2: I g:" \, 
mr'O 

we desire a function of the received data which has{3 as its average 
value. We note that from (34) we have 

E[akV"(kT + r)] = g'(r - r*) ~ -a 

(where the approximation is for small r - T-:<) , and 

E[aiV"(kT + r)] = g~-k(r - r*) ~ g~-k . 

(62a) 

(62b) 

We can then estimate (3 by using a recursive stochastic approxi­
mation algorithm of the type discussed in Section 4.1. Such a scheme 
would twice differentiate the incoming data and then multiply the 
data sample by as many of the previous decisions as there are signif­
icant nonzero samples in the impulse response. Since even an approxi­
mate analysis of the above algorithm is hopelessly complex, we will 
consider the effect of using a gain of the form elk, where c is a con­
stant to be chosen. 

5.4 A Suboptimum Gain 

We consider the mean-square error, as given by (53), with c!.; = clk. 
This gain is chosen since the optimum gain is asymptotically of this 
form. Care must be taken in choosing c, since the mean-square error 
will be shown to be a sensitive function of this parameter. Iterating 
(53) gives 

k k k 
D.k+l ~ II (1 - (3Ci)2 D.o + 2: II (1 - (3ei)2e:J.l![. (63) 

i=O i=O i=i+l 

t A condition one would expect to be satisfied in practice. 
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The inequality 

1 - x ~ e-x (64) 

gives 

(65) 

and noting that 

k C fk 1 ( k ) L (3 -: ~ (3c - dx = (3c In -.-
j=i+I 1 i+I x'/.,+ 1 

results in 

IT (1 _ (3Cj)2 ~ (i + 1)2f3
C
• 

j=i+I k 
(66) 

We can see that the transient behavior of the mean-square error, 
which is specified by the first term on the RHS of (63), will be of the 
form (11k) 2{3C. The other component of the mean-square error will 
be (approximately) bounded by 

k (. + 1)2fJC 
2 M 2 k L '/.,-- M ~2 ~ 2~C L (i + 1)2(f3c

-I) 

i=O k '/., k i=O 

~ Mc
2 

1 (1 + k)2fJC- I 

- (1 + k)2fJ c 2(3c - 1 

(2(3c - 1)(1 + k) , 
(67a) 

which results in 

(
1)2fJC MC2 

~k+l ~ k ~o + (2(3c - 1)(1 + k) (67b) 

as a bound on the mean-square error. If 2{3c > 1, then for large k the 
a bove bound becomes 

~ < ,Zv[c
2 

( 7 ) 
k+I = (2(3c _ 1)(1 + k) 6 c 

and the mean-square error will converge at the optimum rate (11k). It 
is seen that care must be taken in selecting c, since for c ~ 1/2/3 
(i.e., for 2{3c > 1) the quantity 'N[ c2/2{3c - 1 has a minimum t at c = 

t With c = 1/{3, Llk ~ M /{32 11k which is the optimum asymptotic rate of 
convergence. 
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1/{3, and is infinite at both e = 1/2f3 and c = 00. Thus a very small 
step size (c « 1/2(3) will result in an mse which converges at a less 
than optimum rate, while large step sizes (c » 1/2(3) will result in a 
mean-square error which, while converging at the optimum rate, may 
be quite large for many iterations. The sensitivity of the above bound 
with respect to "e" may make the use of an adaptive procedure 
(which estimates {3) advisable. 

5.5 An Example 
Consider the (minimum bandwidth) pulse 

h(t) = A sin 7rWt 
7rWt 

where W = l/T. It is easy to show that 

2 
M = u2 + ~ A 2W2. 

3 ' 

(68) 

thus from (61b) the percentage minimized mean-square error IS 

bounded by 

(
u )2(V3)2 

Ak M 1 + A ;w-
T2 < 'p2{32k = i7r2k (69) 

For a 30 dB signal-to-noise (A/~) ratio, and with W = 3000 Hz, we 
see that D..k/T2 is less than 0.01 for k ~ 10. In other words, after 10 
symbols have been received, the above synchronization algorithm re­
duces the mean-square error to less than 1/100 of a symbol interval. 
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The minimum mean-square error (M_M.S.E.) at the receiver output 
generally depends upon the sampling instant and demodulating carrier 
phase for synchronous data systems. In this study, it is shown that 
for certain single-sideband data systems with no excess bandwidth 
(e.g., class IV and class V partial-response systems), the .1vI.M.S.E. 
is completely independent of the sampling instant and demodulating 
carrier phase if the receiver contains an infinitely long transversal 
filter equalizer. Practically speaking, computer calculations indicate 
tha,t for a class IV system operating in the presence of typical received 
signal-to-noise ratios, a 19-tap equalizer is sufficient to make the 
M.M.S.E. relatively insensitive to the sampling instant and demodulat­
ing carrier phase. Thus, for such data systems, a significant reduction 
in the receiver complexity and possibly in the start-up time may be 
obtained, because no time is spent acquiring timing and carrier phase. 

The optimum infinite-length equalizer for synchronous data sys­
tems with a fixed channel is also calculated for two different con­
ditl·ons. The conditions are: (i) the minimizah'on of the output noise 
plus mean-square intersymbol interference and (ii) the minimization 
of the output noise subject to the constraint that the equalizer forces 
the intersymbol interference to zero. Explicit expressions for the 
optimum equalizer and the M.M.S.E. are obtained. Sa,tisfying condi­
tion (i) results in the lower value of M.M.S.E.; however, the M.M.8.E.s 
for these two criteria are almost equivalent for either large signal­
to-noise ratios or small slope of the amplitude-frequency characteris­
tics of the channel. 

1. INTRODUCTION 

In synchronous data systems, the transmission rates are frequently 
limited by the intersymbol interference which is caused by the ampli-

1671 
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tude and phase distortion in the transmission channel. In order to 
reduce the effect of the intersymbol interference, it is necessary to 
equalize the channel before the data can be transmitted. 

Several automatic equaliz~tion schemes using transversal filters 
have been devised for such data systems.1- 5 ChangG has investigated 
the effect of the sampling instant and carrier phase on the minimum 
mean-square intersymbol interference for a noiseless system with a 
finite-length transversal equalizer. In principle, we can make the 
mean-square intersymbol interference arbitrarily small by using an 
infinitely long transversal filter, provided that the tap-gain settings 
can be made arbitrarily accurate. However, the equalizer which forces 
the intersymbol interference to zero may not be the most desirable one 
when noise is present. 

We have found, in this study, the optimum infinite-length mean­
square equalizer for such synchronous data systems with a fixed 
channel. Two different cases are considered corresponding to the fol­
lowing optimality criteria: (i) the minimization of the output noise 
plus mean-square intersymbol interference, and (ii) the minimization 
of the output noise power subject to the constraint that the equalizer 
forces the intersymbol interference to zero. 

Explicit expressions for the optimum equalizer and the M.M.S.E. 
are obtaineq. We also have found that for certain types of data sys­
tems (S.S.B. class IV or class V partial-response systems) the 
M.M.S.E. does not depend upon sampling instant and demodulating 
carrier phase. Thus, for such data systems, it may be possible to 
reduce significantly the receiver complexity and the start-up time. 

A computer program has been written for a class IV system which 
is equipped with a finite-length mean-square equalizer. The number 
of taps needed to achieve near optimum performance in practical 
situations can then be determined. Throughout, additive Gaussian 
noise and independence of information digits are assumed. 

II. GENERAL CONSIDERATIONS 

The optimality criteria will be formulated in this section. A sim­
plified block diagram of a general digital data system is shown in 
Fig. 1. We assume that every T seconds, an impulse of amplitude 
an (an = {2M + 1, ... 1, -1, ... - (2M + I)}), is transmitted to 
the input of the system. The an are assumed to be identically distrib­
uted independent random variables. 

In the absence of channel noise, for a sequence of input impulses 
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00 

.L an ~(to-nT)+n(to) 
n=-oo " 

TRANSMITTER 
SIGNAL 

SHAPING AND 
MODULATOR 

RECEIVER 
FILTER AND 

DE­
MODULATOR 

Fig. I-Digital data system, simplified block diagram. 

n=-co 

(1) 

the corresponding sequence at the receiver equalizer output is 

(2) 

where y (t, e) is the system impulse response with demodulating 
carrier phase e.~< 

With noise, the output at the sampling instant to with a demodulat­
ing carrier phase eo is 

v = aoy(to , (0) + L any(to - nT, (0) + n(to) (3a) 
nr'O 

or 

(3b) 
nr'O 

where the terms Yn (eo), n =1= 0, represent intersymbol interference and 
Yo (eo) is the output value at the main sample point. 

One useful measure of the performance of such a data system is 
mean-square error (M.S.E.). In this study, we define the normalized 
lVl.S.E. at the sampling instant to with a demodulating carrier phase 
eo to be 

[M.S.E.Jto,Oo = E{[V - aoyo(Oo)]2}/E{a~y~(Oo)} 

= [E {ng} + E[a~] L y;(Oo)]/E {agyg(Oo)}, (4) 
nr'O 

where E[X] means expectation of random variable X. 
For binary systems, E[a~] is equal to 1. The variance of the noise at 

* () = 0° corresponds to the phase of the frequency component of the received 
spectrum at the carrier frequency. 
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the equalizer output (see the Appendix) is 

2 2 (j~T 17rIT 
0"0 = E(no) = -'-- if; eq (w) .\ E(w) \2 dw, 

7r 0 
(5) 

where O"~T is the power spectral density of the input white noise, if; eq (w) 
is the square of the equivalent baseband receiver filter characteristic 
and E(w) is the transfer function of the equalizer. 

N ow we wish to design two optimum equalizers for two different 
conditions. In the first the [lVLS.E.Lo,8o is minimized subject to the 
constraint that yo(Oo) is a constant, 

T 17rIT 
C1 = yo(Oo) = Re - Y eq (w, Oo)E(w)eiwto dw, 

7r 0 
(6) 

where Y eq (w, 00 ) (see the Appendix) is the equivalent baseband 
system transfer function for sampling instant to and demodulating 
carrier phase 00 • In the second case the optimum equalizer is found by 
minimizing the variance of the output noise subject to the constraint 
equations, (6) and 

T 17r/7
' o = Yn(Oo) = Re - Y eq (w, Oo)E(w)eiW(to+nT) dw, n ~ O. (7) 

7r 0 

III. MINIMIZATION OF ~OISE PLUS I~TERSYMBOL INTERFERENCE 

3.1 A General Binary Data System 

The details of the minimization of the [1\1.S.E.J,o,8o gi.ven by equa­
tion (4) subject to the constraint equation (6) are given in the Appendix. 

For a binary data system, the optimum equalizer, Eo(w), for sampling 
instant to and demodulating carrier phase 00 is 

{Y eq (w, Oo)eiwto }* 
[Eo(w)]to ,8 0 = {0"7if; eq (w) + \ Y eq (w, 0

0
) \2} 

C1 (8) 

where {X}" means complex conjugate of X, It follows that the 
M.M.S.E. for the corresponding sampling instant and demodulating 
carrier phase is 

[l\1.M .S.E.]to ,8 0 

1 -1. 
(9) 

T 17rIT \ Y eq (w, 00) \2 d 
; 0 0"7if; eq (w) + \ Y eq (w, 00 ) \2 w 
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1 Y eq (w, (0 ) 12 is, in general, a function of to and 00 • It follows that 
[lVLM.S.E.Lo ,0 0 depends generally upon to and 00 • Hence, there exists 
an optimum sampling instant to and demodulating carrier phase eo , 
such that 

[lVLM.S.E.Jlo.Oo = min [l\1.1\1.S.E.J/o.Oo' (10) 
all to. 0 0 

However, there exist cases 'where j Y eq (w, ( 0 ) j:.! is not a function 
of to and 00 ; for example, the j Y eq (w, ( 0 ) j:.! of a single-sideband 
system with no excess bandwidth is independent of the sampling 
instant, to , and the demodulating carrier phase, 00 , (see the Appendix.) 
The SSB class IV partial-response system represents another example. 
Therefore, if an infinite equalizer is available, no loss in performance 
occurs when arbitrary to and 00 are used. 

3.2 SSB Class IV Partial-Response System 

In this section we will show that the M.1\LS.E. for a class IV 
partial-response system is independent of sampling instant and 
demodulating carrier phase. The lVI.J\LS.E. will be computed for 
certain typical telephone channels. Such a data system has been fully 
described in Reference 7. 

The transfer functions of the transmitter and receiver filters are 

S(wc - w) = R(wc - w) 

= {:2T sin I", I T e-;("""" ./. o < 1 w 1 ~ f' (11) 

otherwise. 

The l\1.S.E. for the partial-response system is defined to be 

[CT~ + (Yl(OO) + Y_I(00»2 + 2: y~(Oo)] 
[1\'1.S.E. J C. /0.0

0 
= __________ ----=n="'_lo, -,--' -....::.1 __ _ 

[(Yl(Oo) - Y_l(00»/2J 2 (12) 

The constraint equations are 

2T 17rIT 
C = YI(OO) = Re- -j(sinwT)T(wc - w)e-iOOE(w)eiW(lo+T) dw 

7r 0 

(la) 

and 

c - 2 = Y-I(OO) 

R 2T 1 .. /7' .(. T)T(. ) -iOOE( ) -iw (T-t o) d e - - J SIn w We - wei w e w 
7r 0 

(14) 
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where Re [X] means real part of X, T (w) is the transfer function of 
the channel, and C is a constant. 

For a given constant C, sampling instant to, and demodulating 
carrier phase 00 , the optimum equalizer is 

+ 

C(AI - A 2) - 2A 1 • [_ '2T(' T I I)' T( - ) 
A~ _ A; J sm W We W 

o-72T sin T I W I + 4T2 sin2 T I W 1·1 T(w c - w) 12 

O~lwl~f' 

o otherwise, 
(15) 

where [X] ,:. means complex conjugate of X, and, Al and A2 are given 
by the equation (41a) and (41b) respectively. 

It follows that, the corresponding l\1.M.S.E. is 

[M.l\1.S.E.Jc, to ,0 0 

71"/'1' 

= ! 1 [o-72T sin wT + 4T2 sin2 wT·1 T(w e - w) 1
2J 

11' 0 

·1 [Eo(w)Jc,to,Oo 12 dw + 2C2 - 4C. (16) 

Since I [Eo(w)]c,to,Oo 12 is independent of to and 00 , the M.l\1.S.E. 
does not depend upon to and 00 • Equation (16) can be further minimized 
over all possible values of C. The optimum solution, C = 1, results in the 
minimum of the l\1.S.E. for the class IV partial-response system equipped 
with a mean-square equalizer. 

2 
[l\1.l\1.S.E.JC=1 = -A A- - 2 

1 - 2 

= min [M.M.S.E.Jc 
all C 

(17) 

'Ve may thus conclude that for the SSB class IV partial-response sys­
tem, the M.l\1.S.E. does not depend upon to and (Jo since the constants 
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Ai do not depend on to and ()o . We may therefore arbitrarily choose 
the sampling instant and the demodulating carrier phase with no loss 
of optimality as long as the equalizer transversal filter length is 
infinite. 

As an example, we assume that the equivalent baseband channel 
characteristics are linear in amplitude-frequency response and 
quadratic in delay-frequency response as shown in Fig. 2. The 
delay at the Nyquist frequency of 7r/T rad/s is taken to be f3mT sec­
onds. The transfer function of the channel is 

T( ) (1 1 w I) -i(#m T3W3 /311"') w-w= -a--e 
c ~/T o ~ 1 w 1 ~~. (18) 

The M.M.S.E.s computed by equation (17) for various a, (3mT, and 
CT~ are given in Table r. For these calculations the transmitted signal 
power is fixed at 4/~ watts. 

3.3 Computer Results for Class IV Partial-Response System with a 
Finite Length Equali,zer 

A particular case has been calculated by the computer for a class IV 
partial-response system with a finite length equalizer. The following 
assumptions are made: 

DELAY 
IN SECONDS DELAY 

AMPLITUDE 

O~------------------~~/T----~----f 

Fig. 2-Equivalent baseband channel characteristics. 
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TABLE I-M.M.S.E. COMPUTED BY EQUATION (17) 

M.M.S.E. (10-2) M.M.S.E. (10-2) 

O'i 2 (10-2 watts/Hz) ex = 0.1, f3m T = 1, T = 1 ex = 0.9, f3m T = 1, T = 1 

4 
2 

0.4 
0.2 

5.621 
2.818 
0.564 
0.282 

(i) The transfer functions of the channel is 

22.57 
12.14 
2.74 
1.41 

T(w c - w) = (1 - 0.1 ~/i)e-j(W3{jmT3/31r') 0 ~ \ w \ ~ 7f'/T. (19) 

(ii) The signal-to-noise ratio at the receiver input is assumed to be 
21 dB. 

(iii) The delay at the Nyquist frequency is taken to be 1 second and 
the baud is assumed to be 1 symbol/second. 

Forty distinct combinations of sampling instants (0, 0.2, 0.4, 0.6, 
0.8) and demodulating carrier phase (90°, 60°, 30°, 15°, 0°, -15°, 
-30°, -60°) have been tried with a 19-tap mean-square equalizer. 
The results and the minimum of the mean-square error are shown in 
Figures 3 through 10. It can be seen that the IVLS.E. for most combina­
tions is near the minimum achieved by the infinite equalizer. Practically 
speaking, in this example the system performance is acceptable (with 
error-rate upper bounded8 by 10-8

) with a 19-tap mean-square equalizer 
for all 40 distinct combinations. 

IV. MINIMIZATION OF NOISE SUBJECT TO THE CONSTRAINT THAT THE 
EQUALIZER FORCES THE INTERSYMBOL INTERFERENCE TO ZERO 

4.1 A General Binary Data System 

The minimization of the output noise power [see equation (5)], 

2 (/1' i7l'IT 2 
0'0 = -'- 1/1 eq (w)·\ E(w) \ dw, 

7f' 0 

subject to the constraint equations (6) and (7) can be solved through 
a straightforward application of the method of Lagrangian multipliers. 

The expression of the optimum equalizer for sampling instant to 
and demodulating carrier phase ()o is found to be 

(20) 
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0.025~-----------------------------------------------------, 

0.020 

~ 0.015 

MMSE (INFINITE EQUALIZER) 

0.010 L.....-______ --'-________ "'--______ ~ ________ _'__ ___ ___'_ _______ __' 

o 0.2T O.4T 
SAMPLING TIME 

0.6T 0.8T 

Fig. 3-M.M.S.E. versus sampling time; SSB class IV partial-response sys­
tem; baseband equivalent channel transfer function, {1 - 0.1 [lwl/(7I"/T)]} 
exp - j(W3f3m T3/371"2); demodulating carrier phase, 8 = _50°, (SjN) Input = 
21 dB. 

where Ra Cw) IS the desired received baseband equivalent signal 
spectrum. 

It follows that the minimum output noise power is 

. 2 CT:T 17rIT 21 R/w) 12 
[mm CTO]to.6o = ---;- 0 t/; eq (w)C 1 Y eq (w, (Jo) dw. (21) 

In general, Y eq (.w, (0 ) is a function of the sampling instant, to, 
and the demodulating carrier phase, 00 ; therefore the minimum output 
noise power depends upon to and 00 • 

4.2 Class IV Partial-Response System 

It can be seen from equation (21) that the M.M.S.E. generally 
depends upon to and 00 . However, for the 88B class IV partial-

w 
c/) 

0.025~---------------------------------------------~ 

0.020 
MMSE 

~ 0.015 

(19-TAP MEAN-SQUARE 
EQUALIZER) '\ 

o-------~o-~==~~~~~~_~~o-~-------~-~~ 
~ 

' ..... MMSE(INFINITE EQUALIZER) 

0.010~ _____ ~ ______ L-_____ -L ________ L-_____ -L ____ ~ 

o 0.2T OAT 0.6T O.BT 
SAMPLING TIME 

Fig. 4-M.M.S.E. versus sampling time; SSB class IV partial-response sys­
tem; baseband equivalent channel transfer function, {1 - 0.1 [lwl/(7I"jT)]} 
exp - j(W3f3m T3/371"2); demodulating carrier phase, () = -30°, (SjN)lnput = 
21 dB. 
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0.025~---------------------------' 

0.020 -

w 
(/) 

~ 0.015 C- o o 

0.010 I I 
0 0.2T 

MMSE 
(19-TAP MEAN-SQUARE 

EQUALIZER) 
I 

'Y ~ 
C 0-.~.-

'MMSE (INFINITE EQUALIZER) 

I 1 I 
OAT 0.6T O.ST 

SAMPLING TIME 

Fig. 5-M.M.S.E. versus sampling time; SSB class IV partial-response sys­
tem; baseband equivalent channel transfer function, {I - 0.1 [/w//(71/T)]} 
exp - j(W3f3m T3/3rr2); demodulating carrier phase, e = -15°, (S/N)lnput = 
21 dB. 

response system, 

(22) 

Therefore, the minimum output noise power is independent of to and 
()o • 

Table II shows the values of minimum output noise power computed 
by equations (21) and (22) for various O!, f3mT, and CT~ under the same 
assumptions made in Section III. For these calculations the transmitted 
signal power is fixed at 4/71' watts. 

Table III gives the difference in M.M.S.E. computed by equations 
(17) and (21). 

w 
(/) 

~ 

0.025..---------------------------.. 

0.020 
MMSE 

(19-TAP MEAN-SQUARE 
EQUALIZER) ~ 

~ 0.015 o-~=====£O======~_~O==~====o----­
MMSE (INFINITE E9UALIZER) 

0.010'-___ --'-____ '-___ -'-____ '-___ --'-___ --' 

o 0.2T O.4T 0.6T 
SAMPLING TIME 

Fig. 6-M.M.S.E. versus sampling time; 8SB class IV partial-response sys­
tem; baseband equivalent channel transfer function, {I - 0.1 [/w//(rr/T)]} 
exp - j(W3f3m T3/3rr2); demodulating carrier phase, e = 0°, (SIN) Input == 
21 dB. 
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0.025.-------------------------------, 

0.020 

2 0.015 _0 ____ _ 

MMSE (INFINITE EQUALIZER) 

0.01 0 L-___ --'--____ '---___ --'-____ ~ ___ ____L_ ___ ---' 

o 0.2T 0.4 T 
SAMPLING TIME 

Fig. 7-M.M.S.E. versus sampling time; SSB class IV partial-response sys­
tem; baseband equivalent channel transfer function, {I - 0.1 [lwl/Cn}T)J} 
exp - j(W3f3m T3/37r2); demodulating carrier phase, () = 15°, (SjN) input = 
21 dB. 

The results show that the lVI.lVI.S.E.s computed by equations (17) 
and (21) are almost the same if either the signal-to-noise ratio is 
large or the slope of the amplitude-frequency characteristic of the 
channel is small (e.g., in this case the slope is 0.1). Notice that either 
decreasing the signal-to-noise ratio or increasing the slope of the 
amplitude-frequency characteristic of the channel increases the 
disparity of the M.M.S.E.s obtained by (17) and (21). As an example, 
if 

(J~ 0.02 watts/Hz 
and 

(23) 

0.025.-------------------------------, 

w 
(/) 

2 

0.020 

2 0.015 

MMSE 
(19-TAP MEAN-SQUARE 

EQUALIZ ER) 

~~==~-~-~~-=-~-------------­
MMSE (INFI NITE EQUALIZER) 

0.010L-____ ~ ____ ~~ ____ ~ _____ '___ ____ ~ ___ ~ 
o 0.2T O.4T 

SAMPLING TIME 
0.6T 

Fig. 8-M.M.S.E. versus sampling time; SSB class IV partial-response sys­
tem; baseband equivalent channel transfer function, {I - 0.1 [jw!/(7r/T)J} 
exp - j(W3f3m T3/37r2); demodulating carrier phase, () = 30°, (SIN) input = 
21 dB. 
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0.035r----------------------------------------------------, 

0.030 

0.025 

UJ 0.020 
(j) 

~ 
2 

0.015 

o 

MMSE 
(19-TAP MEAN-SQUARE 

EQUALIZER) 

MMSE (INFINITE EQUALIZER) 

0.2T O.4T 
SAMPLING TIME 

0.6T 0.8T 

Fig. 9-M.M.S.E. versus sampling time; SSB class IV partial-response sys­
tem; baseband equivalent channel transfer function, {I - 0.1 [/W/I(1T/T)]} 
exp - j(W3fJm T3/37r2); demodulating carrier phase, () = 60°, (SIN) Input = 
21 dB. 

then the M.M.S.E.s obtained by equations (17) and (21) are 0.1214 
and 0.1483 respectively. It can be seen that the M.M.S.E. is 16 percent 
less if the equation minimizing the mean-square intersymbol inter­
ference plus noise is used. 

v. SUMMARY AND CONCLUSION 

The optimum equalizer for a synchronous data system with a fixed 
channel is derived in this study. Two different optimality criteria are 
assumed: Ci) the minimization of the output noise plus mean-square 

0.025r----------------------------------------------------. 

w 
(j) 

0.020 

~ 
2 0 .0 l 5 

MMSE (INFINITE EQUALIZER) 

0.010~ ______ ~ ________ ~ ______ ~ ________ ~ ______ ~ ______ ~ 

o 0.2T 0.4 T 0.6T 0.8T 
SAMPLING TIME 

Fig. lO-M.M.S.E. versus sampling time; SSB class IV partial-response sys­
tem; baseband equivalent channel transfer function, {I - 0.1 [/w/I(7r/T)J} 
exp- j(W3fJm T3/37r2); demodulating carrier phase, () = 90°, (SIN) Input := 
21 dB. 
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TABLE II-MINIMUM OUTPUT NOISE POWER COMPUTED 
BY EQUATION (21) 

0"0 2 (10- 2) 0"02 (10- 2 ) 

1683 

O"i 2 (10- 2 watts/Hz) a = 0.1, f3mT = 1, T = 1 a = 0.9, f3mT = 1, T = 1 
------------,1------------------------

4 
2 
1 

0.4 
0.2 

5.652 
2.826 
1.413 
0.56.5 
0.282 

2n.66 
14.83 
7.42 
2.97 
1.49 

intersymbol interference and (ii) the minimization of the output noise 
subject to the constraint that the equalizer forces the intersymbol 
interference to zero. 

Explicit expressions for the optimum equalizer and the correspond­
ing M.M.S.E. are obtained. It is known that the M.M.S.E. at the 
equalizer output generally depends upon the sampling instant and the 
demodulating carrier phase. However, we have shown in this study 
that there exist cases where the M.M.S.E. is independent of the 
sampling instant and the demodulating carrier phase. The SSB class IV 
partial-response system represents a good example. Thus for such data 
systems, we may use arbitrary timing and carrier phase, thereby sig­
nificantly reducing the receiver complexity and possibly the start-up 
time as well. The results calculated by the computer for an SSB 
class IV partial-response system equipped with a 19-tap mean-square 
equalizer show that the system error-rate for all 40 distinct combi­
nations of sampling instants and carrier phases is less than 10-8

• The 
system is operated over a channel with linearly distorted amplitude­
frequency characteristic and parabolically distorted delay-frequency 
characteristic (see Section III) which is worse than a worst-case C-2 
line. The signal-to-noise ratio at the receiver input is assumed to 
be 21 dB. The results also show that with either small slope of the 

TABLE III-DIFFERENCE IN lVLJ\!I.S.E. 

0"0 2 - M.M.S.E. (10-2) 0"0 2 - M.M.S.E. (10-2) 

O"i 2 (10-2 watts/Hz) a = 0.1, f3mT = 1, T = 1 a = 0.9, f3mT = 1, T = 1 
-------,-1-----------------------

4 
2 
1 

0.4 
0.2 

0.031 
0.08 
0.002 

=0 
=0 

7.08 
2.69 
0.97 
0.23 
0.08 
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amplitude-frequency characteristic of the channel or large signal-to­
noise ratio, the M.lVLS.E.s obtained by the two different criteria con­
sidered in this study are almost the same. For example, with white­
noise spectral density 0.02 watts/Hz (S/N at the receiver input is 
18 dB) and the Fourier transform of the channel 

(1 - 0.1 1: l)e- i
(w

3

/31r'), 

the M.l\1.S.E.s obtained by criteria (i) and (ii) are 0.02818 and 0.02826 
respectively. However, either increasing the slope or decreasing the 
signal-to-noise ratio increases the disparity of the l\1.l\1.S.E.s obtained 
by criteria (i) and (i1:). Under these situations, criterion (i) is much 
preferred. For example, with the same white-noise spectral density as 
before and the Fourier transform of the channel 

(1 - 0.9 I: l)e- i (w
3
/31r'), 

the l\1.l\1.S.E.s obtained by criteria (i) and (1~i) are 0.121 and 0.148 
respectively. 
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APPENDIX 

111inimization of Noise Plus Intersym,bol Interference (Binary and 
Pa.rtial-Response Systems) 

The details of the minimization procedure of noise-plus-intersymbol 
interference for the binary and partial-response systems will be given 
in this Appendix. 

The block diagram of a general digital data system is shown in 
Fig. 1. The characteristics of the ideal low-pass filter and the equalizer 
are assumed to be 

F,(w) ~ {~ 
and 

o ~ I w I ~ Wm , 

otherwise 

n=-oo 

(24) 
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With input white Gaussian noise having one-side power spectral 
density T(]'~ watts/Hz, the variance of the noise at the receiver equalizer 
output is, 

(]'~ = E(n~) 

= ~:: iWwmm {\ R(w - we) \2 + \ R(we - w) \2}*. \ E(w) \2 dw 

T 2 fwm 
= 2:

i 
-Wm 1f;(w) \ E(w) \2 dw 

2T {N-l j('I!"IT)(2K+l) 

= ~ :E 1f;(w) \ E(w) \2 dw 
271" K=-N+l ('I!"IT) (2K-l) 

+ f-(?I"IT)(+2N+l) 1f;(w) \ E(w) \2 dw + jwm 
-Wm (?I"IT) (2N-l) 

.pc",) 1 EC",) I'd",} 

T 21'1!"IT 
= ~ 1f; eq (w)· \ E(w) \2 dw, 

71" 0 
(25) 

where 

1f; eq (w) = 1f;(w) + 1f;(w + ~71") + ... + 1f;(w + 2~71") , (26) 

(2N - 1)71" < < (2N + 1)71". 
T = Wm = T 

Similarly, 

T fwm 
yet, (}) = 271" -Wm [Sew - we)T(w - we)R(w - we)iO 

+ S(We + w)T(we + w)R(we + w)e-iO]E(w)eiwt dw 

T fw
m 

= -2 Yew, (})E(w)eiwt dw 
71" -Wm 

T [J-('I!"IT) (2N+l) 

= 271" -Wm Yew, (})E(w)e'wt dw 

N-l j('I!"IT) (2K+1) 

+ :E Yew, {})E(w)i wt dw 
K=-N+l ('I!"IT) (2K-l) 

+ fwm Yew, (})E(w)eiwt dW] 
'l!"IT(2N-l) 

T l?1"IT = Re - Y eq (w, {})E(w)eiwt dw, 
71" 0 

(27) 

* R (w) is the receiver filter transfer function. 
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where 

Y eq (w, e) = Y(w, e) + Y(w + ; ,0) + 

+ Y(w + 2~7r , e). (28) 

By Parseval's theorem we can write 

T l1rIT L: y!(e) = - 1 Y eq (w, e) 12.1 E(w) 12 dw. 
n 7r 0 

(29) 

Therefore the normalized M.M.S.E. given by equation (4) can be 
rewritten as 

[
T 211rIT ] ~ 0 1f eq (w)'1 E(w) 12 dw + B 

[M.S.E.]to.9o = y~(eo) , (30a) 

where 

T l1rIT 
B = - 1 Y eq (w, eo) 12.1 E(w) 12 dw - y~(eo). 

7r 0 
(30b) 

Since Yo(eo) is fixed, minimizing [M.S.E.]to.9o subject to the constraint 
equation (6) is equivalent to minimizing the following function, 

T l1rIT 
V = - [CT~1f eq (w) + 1 Y eq (w, eo) n'l E(w) 12 dw, 

7r 0 
(31) 

subj ect to the same constraint equation. 
The minimization problem can be solved through a straightforward 

application of the method of Lagrangian multipliers. 
Solving 

av a { T l1rIT 2 2 2 
aE(w) = aE(w) Re; 0 {[CT i1f eq (w) + 1 Y eq (w, (0) 1 ],1 E(w) 1 

+ }'Y eq (w, 9o)E(w)e'w,,} a",} = 0, (32) 

and 

T l1rIT 
C1 = Re - Y eq (w, Oo)E(w)eiwto dw, 

7r 0 
(33) 

we obtain the expression for the optimum equalizer, E{J(w) , at the 
sampling instant, to , and the demodulating carrier phase, 00 , 
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{Y eq (w, Oo)eiwto } * 
[Eo(W)Jto.llo = {<T~~ eq (w) + 1 Y eq (w, 0

0
) 12} 

C1 

'£ (7rIT 1 Y eq (w, 00) 12 dw 
7r Jo <T~1/; eq (w) + 1 Y eq (w, 00 ) 12 

1687 

(34) 

where {X}* means complex conjugate of X. SUbstituting (Eo(W)]to.llo 
into equation (4), we obtain the M.M.S.E. 

[M.M.S.E.Jto.llo 

-l. 
'£ (?CIT 1 Y eq (w, 00) 12 dw 
7r Jo <T~1/; eq (w) + 1 Y eq (w, 00) 12 . 

1 
(35) 

Equation (35) can be further minimized over all possible sampling 
instants and carrier phases to obtain a global minimum of mean square 
error. 

We now consider the class IV partial-response system. The transfer 
function of the equivalent baseband transmitted signal and receiver 
filter are 

S(wc - w) = R(wc - w) 

= {:2T sin I wiT e-Hw/l
w 

I) </4 o ~ 1 w I ~ f' (36) 

otherwise. 
It follows that 

Y eq (w, 8) = {:7' sin wTe -H </2+6) w/l wi. T(w, - w) o ~ I w I ~ f' 
otherwise. 

The constraint equations are assumed to be 

1 i7rIT C = Y1(00) = Re - Y eq (w, 00) ·E(w) ·eiW(T+t o) dw, 
7r 0 

and 

C - 2 = Y-1(00) 

1 i7rIT 
= Re - Y eq (w, Oo)·E(w)·e-jW(T-t o) dw, 

7r 0 

where C is a constant. 

(37) 

(38a) 

(38b) 
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We now wish to minimize the function 

111('/T 
U = Re - ([0"~2T I sin wT I 

7r 0 

+ 4T2 I sin wT 12 .1 T(We - W) 12]'1 E(w) 12 

+ Al Y eq (W, (}o)E(w)i w(T+Io) 

+ A2Y eq (W, ()o)E(w)e-iwCT-to)} dw (39) 

subj ect to the constraint equations (38a) and (38b). The expression 
for the optimum equalizer for a given constant C, sampling instant to , 
and carrier phases 00 is 

C(AI - A 2) + 2A2 {y f (J) fW(T+to)} * Ai - A; eq ,w, 0 e 

+ 
C(A 1 - A 2) - 2Al {y f (J) -iW(T-to)}* Ai - A; eq ,w, 0 e 

[Eo(w)]c.to.oo = 0"~·2T 1 sinwT 1 + 4T2sin2wT'1 T(we - w) 12 

o ~ 1 w \ ~ ¥ ' (40) 

where 

A - R ! l1('/T 2TsinwT'1 T(we - W) 12 d 
1- e 2' 2 W 

7r 0 O"i + 2Tsm wT·\ T(we - W) \ ' 

and 

A - R - sm W· ,We - w 'e d 1 11('/ T 2T' T 1 Tf ) 12 i W 2 T 
2 - e 7r 0 O"~ + 2T sin wT.1 T(we _ w) 12 w. 

It follows that the M.M.S.E. is 

[M.M.S.E.]c.to.Oo 

111('/T 
= - [0"~2T \ sin wT \ + 4T2 1 sin wT \2.\ T(We - W) \2] 

7r 0 

(41a) 

(41b) 

(42) 

Since \ Y eq (W, (Jo) 12 is independent of to and (Jo, hence 1 [Eo(w)]C.to.8 o 12 
and [M.M.S.E.Jc.to.8o do not depend upon to and (Jo . 

Equation (42) can be further minimized with respect to C by solving 



SYNCHRONOUS DATA SYSTEMS 1689 

a 
aC [M.1\1~S.E.]c.to.oo = O. (43) 

The optimum solution C = 1, provides the lYI.1V1.S.E. for a class IV 
partial-response system. 

[1\1.M.S.E']C=l 

min [M.M.S.E.]c (44) 
all C 

In the absence of channel noise, {Ji = 0, then 

(45) 

and 

o. (46) 

Henre, 

[M.M.S.E.JC=l o. (47) 
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I. INTRODUCTION 

B.S.T.J. BRIEF 

A Low-Noise Metal-Semiconductor­
Metal (MSM) Microwave Oscillator 

By D. J. COLEMAN, JR., and S. M. SZE 
(Manuscript received January 22, 1971) 

Low-noise microwave CW oscillations have been obtained from 
metal-semiconductor-metal (MSM) structures made from a 10-,um 
thin slice of silicon sandwiched between two PtSi Schottky barrier 
contacts. Microwave CW power up to 50 mW has been obtained at 
5 GHz with efficiency up to 1.8 percent. The FM noise measure 1 MHz 
from the carrier is 22.8 dB which is considerably lower than that of a 
silicon avalanche oscillator. The mechanisms responsible for the micro­
wave oscillation are (i) the exponential increase of the local carrier 
population due to inj ection of minority carriers at the forward-biased 
contact and (ii) the transit-time delay of injected carriers traversing 
the depletion region. By optimizing material and device parameters, it 
is believed that higher efficiency and higher power microwave oscilla­
tions can be obtained from the MSM and its related structures with 
the inherent low-noise characteristics. 

II. DEVICE FABRICATION 

Single-crystal n-type silicon wafers with 110-cm resistivity (4 X 

1014 cm-3 doping), (Ill) oriented, and with a dislocation density less 
than 100/cm2 were Syton polished on both sides to a final thickness 
of 10 ± 2 ,urn. Platinum of 500 A thickness was sputtered onto both 
sides of the wafer and was sintered to form approximately 1000 A 
PtSi on both sides. Chromium of 300 A was deposited on one side; 
this was followed by a 3000 A layer of Au evaporation. The same 
depositions were then made on the other side. A standard photo­
lithographic method was used to define circular patterns of gold dots 
with areas of 5 X 10-4 cm2

• The devices were separated by etching 
and were mounted onto V -type microwave packages. 
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III. DC CHARACTERISTICS 

A schematic diagram of an MSM structure is shown in Fig. 1a. The 
band diagram at thermal equilibrium is shown in Fig. 1b for an n-type 
semiconductor where cf>nl and CPn2 are the barrier heights for the two 
metal-semiconductor contacts respectively. For the PtSi-Si-PtSi struc­
ture mentioned previously, cpnl = cf>n2 = 0.85 eV. Figure lc shows the 
energy band diagram when a voltage is applied. We have electron cur­
rent from the reverse-biased contact and hole current from the 
forward-biased contact. 

The measured I-V characteristics at 3000 K and 77°K of a repre­
sentative device is shown in Fig. 2. The rapid increase in terminal 
current with applied voltage (above 30 volts) is caused by thermionic 
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Fig. l-(a) Schematic diagram of a metal-semiconductor-metal (MSM) struc­
ture. (b) Energy band diagram of an MSM structure in thermal equilibrium. 
(c) Energy band diagram of an MSM structure under biasing condition. 
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Fig. 2-Measured current vs voltage of a silicon MSM structure (PtSi-Si-PtSi) 
at two temperatures. The device parameters are L = 10 p'm, N D = 4 X 1014 

cm-3 , cjJn1 = cjJn2 = 0.85 eV, and with an area of 5 X 10-4 cm2 • 

hole injection into the semiconductor as the depletion layer of the 
reverse-biased contact reaches through the entire device thickness. 
This critical voltage is approximately given by qNL'2/2fs , where N is 
the doping concentration, L the semiconductor thickness, and t:s the 
dielectric permittivity.l The current increase is not due to avalanche 
multiplication as is apparent from the magnitude of the critical 
voltage and its negative temperature coefficient. At 77°K, the rapid 
increase is terminated at a current of about 10-5 amps. This saturated 
current is expected from the thermionic emission theory of hole injec­
tion1 from the forward-biased contact with 'a hole barrier height 
(cppz) of about 0.15 eV. 
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IV. MICROWAVE PERFORMANCE 

CW microwave performance of the MSM devices was measured in 
a coaxial Impatt circuit described by D. E. Iglesias.2 Microwave 
power was obtainable over the entire C band of 4-8 GHz. The maxi­
mum power observed was 50 m W at 4.9 GHz. The maximum efficiency 
approached 1.8 percent. Figure 3 shows some of the measured micro­
wave power versus current with frequency of operation indicated on 
each curve for three typical devices tested. The voltage indicated 
in parenthesis labeling each curve is the average bias voltage at the 
diode while oscillating. Because of the symmetry of the structure, it 
could be operated with either polarity of bias voltage, and similar 
results were obtained. 

The highest-power unit was tested for FJ\l noise when tuned to a 
frequency of 4.88 GHz. The Fl\l single-sideband noise measure 1 MHz 
from the carrier frequency was found to be 22.8 dB at 7 mA bias 
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Fig. 3-CW microwave output vs input current for three Si MSM devices. Also 
indicated are the operating frequency and the average bias voltage while 
oscillating. 
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current. This noise measure is considerably lower than that of a 
silicon Impatt diode and is comparable to that of a GaAs transfer­
electron oscillator. 

The 6-GHz diode was used to build a stable negative conductance 
linear amplifier. A gain-bandwidth product of 200 MHz was obtained 
with 19 dB gain at 5 rnA bias. The small signal noise measure was 
15 ± 1 dB. 

The mechanisms responsible for the microwave oscillations are 
believed to be (i) the rapid increase of carrier injection process caused 
by the decreasing potential barrier of the forward-biased metal­
semiconductor contact and (ii) an apparent 37r/2 transit angle of the 
injected carriers which traverse the semiconductor depletion region. 
For the 6-GHz diode, the thickness L is smaller. This results in higher 
frequency (since frequency is inversely proportional to L) and lower 
critical voltage (which is proportional to L2). Since the main noise 
source for thermionic emission processes is the shot noise, one would 
expect a low noise measure. This is indeed observed experimentally. 

If a large barrier height can be obtained for a p-type semiconductor, 
one can make a complementary MSM structure in the same way as 
described here. Since the reverse-biased metal-semiconductor contact 
serves mainly as a blocking contact until the reach-through voltage 
is obtained, it is conceivable that this contact can be replaced by a p-n 
junction such as p+-n-metal structure. By optimizing the material 
parameters (such as doping profile, barrier heights, and semiconductor 
thickness) and device geometry and topology,s it is believed that 
higher efficiency and higher power microwave oscillations can be ob­
tained from the MSM and its related structures with the inherent 
low -noise characteristics. 
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