




















































































































































































































































































































































































































































ELECTRO-ACOUSTIC RATING SYSTEM 2711 

TABLE XI-RELATION BETWEEN REFERENCE EQUIVALEXTS (RE) AND 

LOUDNESS Loss (LL) FROM THE FRASER TESTS �(�S�E�C�T�I�O�~� 3.5.5) 

Test RE* Ls* LLt RE :Minus 
System (dB) (dBt) (dB) LL(dB) 

A 33.3 67.5 21.9 11.4 
B 39.9 63.3 26.1 13.8 
C 41.5 60.8 28.6 12.7 
D 43.0 58.8 30.6 12.4 
E 40.3 61.6 27.8 12.5 
F 43.8 59.7 29.7 14.1 
G 40.6 60.9 28.5 12.1 

--
Avg. = 12.7 

(j = 0.9 

* Columns 2 and 3 of Table IX. 
t 89.4 minus entries of column 3. See last paragraph of Section 3.4.2. 

The remainder of the measuring subsystem would consist of a device 
to reflect the spread-of-Ioudness effect, a device having the law of 
Fig. 6, an integrating circuit, and, finally, a display mechanism re­
flecting the law of Fig. 8. 

The "ideal" system could be modified, without changing its essen-

TABLE XII-RELATION BETWEEN REFERENCE EQUIVALENTS (RE) AND 

LOUDNESS Loss (LL) FROM CCIF TESTS �(�S�E�C�T�I�O�~� 3.5.6) 

Test RE* Lst �L�L�~� RE Minus 
System (dB) (dBt) (dB) LL (dB) 

20-DL REF 30.9 74 15.4 15.5 
20-1900 LPF 34.4 68.3 21.1 13.3 
20-2400 LPF 32.6 71.3 18.1 14.5 
20-3000 LPF 31.7 73.2 16.2 15.5 
20-RL2 33.2 71.1 18.3 14.9 
20-RL3 33.1 70.7 18.7 14.4 
REFDL 24.4 82.8 6.6 17.8 
-10 DL 34.6 69.8 19.6 15.0 
-20 DL 42.7 61.5 27.9 14.8 
R900 29.9 75.2 14.2 15.7 
R3200-A 33.8 69.5 19.9 13.9 

--
Avg. = 15.0 

(j = 1.1 

* Derived from column 3 entries of Table X and relation that DL Reference with 
20-dB trunk setting had a reference equivalent of 30.9 dB. 

t From column 4 of Table X and text of Section 3.5.6. 
�~� 89.4 minus entries of column 3. See last paragraph of Section 3.4.2. 
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tial attributes, by combining the "X" network response with that of 
the signal source. The source output would then have an amplitude 
characteristic as shown by the dash-dot curve of Fig. 9 .. (See column 
2 of the computation form on Fig. 14.) 

Realization of the system design outlined above is . limited by a 
number of practical considerations. Exact implementation would re-, 
quire using an artificial mouth and an artificial ear which duplicated 
their human counterparts within the context of definitions given in 
Fig. 3. Such are not available. However, simpler devices are available 
which are probably adequate for purposes of many telephone engi-· 
neering problems. 

Secondly, the source signal does not incorporate the dynamic 
properties of speech. This is probably not important as long as the 
telephone connection under test is composed of linear elements. How­
ever, measurements on connections incorporating nonlinear elements, 
particularly carbon transmitters, may be in error. Carbon transmitters 
in real use are activated by real speech; testing such with an applied 
signal of the type referred to above might .well result in different 
device operating characteristics. This matter is under study. 

In this paper, we consider a system which is somewhat simpler than 
the "ideal" and which probably reflects adequate accuracy for tele­
phone rating purposes. This system, derived from the computational 
procedure, is designated the EARS (for Electro-Acoustic Rating 
System), and is dealt with in ensuing sections:!} A graphical compu­
tation procedure is also described. Finally, a comparison is made 
between ratings based on the EARS and ratings obtained from sub­
jective tests. 

The EARS utilizes an artificial voice and a 6-cm3 coupler while the 
computational procedure utilizes the concept of orthotelephonic trans­
mission. Response definitions appropriate to artificial mouth and 6-cm3 

coupler measurements are shown on Fig. 16 in terms similar to the 
orthotelephonic response definitions of Fig. 3. 

Typical artificial voice/6-cm3 coupler amplitude responses of con­
nections employing specific telephone set types are given in Ref. 18. 
As with orthotelephonic responses, artificial voice/6-cm3 coupler re­
sponses vary widely depending on telephone set and transducer types 
used. Conversion curves for translating between orthotelephonic and 
artificial voice/6-cm3 coupler responses are not as variable, but are still 
highly dependent on telephone set and transducer type. 

* Reference 51 describes derivation of a measuring system which is similar 
to the EARS. 
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TRANSMITTER 
RESPONSE = TAV 

LINE RECEIVER 

= 20 LOG Vp ' 
'a 

RESPONSE = L V 

= 20 LOG+, 

RESPONSE = R6cm 3 P2a 

P,a= PRESSURE AT LIP RING OF ARTIFICIAL MOUTH, TRANSMITTER ABSENT 

V, = OPEN CIRCUIT VOLTAGE, IN VOLTS, OF TRANSMITTER LOCATED AT 
GAUGED POSITION RELATIVE TO THE ARTIFICIAL MOUTH LIP RING 

P2a = PRESSURE DEVELOPED BY TELEPHONE RECEIVER IN A 6cm3 COUPLER 

V2=VOLTAGE ACROSS THE RECEIVER 

= 20 LOG\i"2 

GENERAL NOTE: 

SEE TEXT FOR 
DISCUSSION OF 
ARTIFICIAL MOUTH, 
INCLUDING 
SPECIFICATION OF 
LIP RING PRESSURE. 

Fig. 16--Telephone circuit responses in artificial voice - 6-cm3 coupler terms. 

4.1 Derivation oj EARS 

We begin by considering the computation form of Fig. 14. For the 
reference effective spectrum (column 2), we compute the cumulative 
contribution to loudness as a function of computation band, i.e., we 
assume an orthotelephonically flat transmission system with a dB 
of gain for the sum of columns 3, 4, and 6, and compute the entries 
for column 10. Cumulating these and dividing each cumulative entry 
by the total loudness (Ns ) results in a relation between cumulative 
percentage contribution to loudness and frequency. This relation is 
shown by the small circles plotted on Fig. 17; the ordinate is cumula­
tive and the abscissa is upper frequency limit of the computation 
band, obtained from Fig. 5. The relation of Fig. 17 differs from that 
of Fig. 5 because the latter is for a flat effective spectrum (Zs = a 
constant) whereas the former is for the effective spectrum of speech 
(Zs = B90 - X) shown by the dot-dash curve of Fig. 9. 

The points plotted on Fig. 17 can be reasonably approximated by 
a straight line drawn from 100 Hz to 5000 Hz on the logarithmic 
frequency scale. Thus, 2-percent loudness bands, or any bands of 
equal loudness derived from this curve, have a logarithmic relation 
to frequency and may be found by laying off equal lengths along the 
logarithmic frequency scale. 

In terms of a measuring system, the above suggests using a source 
signal which has a flat amplitude versus frequency characteristic but 
which sweeps across the band at a logarithmic rate. Such a signal 
would cover equal loudness bands of the effective spectrum (B90 - X) 
in equal time divisions, corresponding to equal length divisions along 
the abscissa of Fig. 17. Integration of the sweep on a time basis 
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Fig. 17-Cumulative contribution to loudness of speech for the reference effec­
tive spectrum (see Figs. 9 and 14). 

would result in a value proportional to the total loudness of the effec­
tive spectrum since the signal amplitude is constant with frequency. 

In essence, the operation described above translates the amplitude 
weighting of Zs = B90 - X to frequency weighting. The computation 
form of Fig. 14 could be modified to reflect this by changing columns 
1 and 9 to conform with the straight line of Fig. 17 and entering a 
constant value of Zs in column 2. The value of Zs can be determined 
by dividing the computed .Ns for B90 - X by the number of computa­
tion bands (e.g., 50) to find ns (the loudness per band of unit im­
portance), then entering the curve of Fig. 6 at that value of ns . 

The source signal described above, in combination with the acoustic­
to-acoustic response of a telephone connection, provides the effective 
spectrum of the received speech for that connection. The next step, 
then, is to apply the loudness scale of Fig. 6 in order to convert to 
loudness units. 

The loudness scale of Fig. 6 is linear on logarithmic coordinates, 
i.e., Zs = k log ns , above the knee of the curve, and the number of 
loudness units increases tenfold for a 44-dB change in effective level, 
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or doubles for a 13.2-dB change in effective level. (This is reasonably 
checked by subjective loudness tests with filters as plotted on Fig. 10. 
In the Steinberg tests, a 9.1-dB reduction in effective level corresponded 
to a 50-percent reduction in loudness, while in Van vVynen tests the 
level reduction required to produce half loudness was 12.4 dB). This 
relation is assumed to hold over the entire range of effective levels. 
The effect of this assumption on accuracy will be considered in a 
later section. 

At the receiving end of a telephone connection activated by the 
logarithmic signal source at the transmitting end, the received acoustic 
signal is applied to a measuring circuit and ultimately appears as a 
voltage across a resistance. At any instant, this voltage is proportional 
to 10c

/
20 where C is the response, in dB, of the telephone connection at a 

particular frequency. However, because of the sweep rate of the signal 
source, voltage elements appearing across the resistance in time sequence 
are proportional to 10z

./
20

, where Zs is the effective level of the received 
speech spectrum. We have already postulated that loudness doubles for 
a 13.2-dB change in Zs ; the voltage elements we would like to see 
across the resistance should therefore be proportional to 10z

./
44

• * Thus, 
the desired voltage elements, VI, are proportional to the 2.2 root of 
the voltage elements, VII, which actually appear, i.e., 

VI a: 2.2 VV: (9) 

01' 

(10) 

The above relationship suggests that voltage elements proportional 
to 10z

s/
20 be applied to the input of a 2.2-to-l compressor. With such 

a device, changes at the input proportional to 
10(Z.,-Z.oI20 ) 

appear at the output proportional to 

* If loudness N2 is twice as large as loudness N I , 

and 

Thus 

N2 = 10(Z,z-Zsl/x) = 2 N
I

· , 

Zs2 - Zsl = X loglo 2 = 1:-3.2, 

x = 44. 

N ex: 10z./44. 
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which is the 2.2 root of the input change. Thus, the action of the com­
pressor approximates the loudness scale of Fig. 6 in converting elements 
of the received effective spectrum to loudness units. 

Integration of the voltage with respect to time may be either on a 
square-law or linear basis. Without the compressor, square-law integra­
tion adds voltage elements proportional to 10Z

,/lO while linear integra­
tion adds voltage elements proportional to 10Z

,/20. By including the 
compressor with linear integration, elements proportional to 10z

,/44 are 
added, these in turn being proportional to loudness units. The com­
bination of the two gives, in effect, 2.2 root law addition. 

System operation to this point corresponds to use of the computa­
tion form of Fig. 14 in that the integrated voltage, v.~, is proportional 
to N s • A means of expressing this voltage in dB is needed for the 
same reasons that the curve of Fig. 13 was derived to permit inter­
pretation of Ns . This can be accomplished using an indicating meter 
with a dB scale. By making the meter circuit an "averaging" one 
with a time constant long compared to the sweep time of the source 
signal, deflections of the needle will be approximately proportional to 
the total number of loudness units. A dB scale corresponding to the 
conversion specified by the curve of Fig. 13 could be provided. This 
might be difficult since the constant of proportionality of the needle 
deflections to total number of loudness units is not readily obtainable. 
Instead, advantage was taken of another approximation. 

Comparison of the curves of Figs. 6 and 13 shows that above their 
respective knees the shapes of these curves are the same. If we assume 
a straight-line relationship between L8 and Ns as was done earlier for 
the relation between ns and Zs , the addition of distortionless attenu­
ation in any speech spectrum will produce a dB loudness level change 
equal to the change in attenuation. Thus, the meter scale can be so 
calibrated that it obeys the same law of addition as that provided 
by the compressor and linear integrator in converting elements of 
effective level to loudness, namely a 13.2-dB change in effective level 
would correspond to doubling the total number of loudness units. The 
scale on the meter would show a difference of 13.2 dB between half­
scale and full-scale deflection of the needle, or between any two de­
flection points, the greater of which is twice the smaller. Conse­
quently, the meter reading would reflect a change in distortionless 
loss in the telephone connection under test, dB for dB. 
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4.2 Description of EARS 
A block diagram of EARS is shown on Fig. 18. The system con­

sists of two parts: a signal source and a measuring subsystem. The 
latter includes provision for measuring both voltage and pressure.3 

4.2.1 Sz'gllal Source 
The logarithmic oscillator provides at its output terminals a signal 

which sweeps logarithmically with time from 300 Hz to 3300 Hz to 
300 Hz and has a flat amplitude versus frequency characteristic. The 
reason for limiting the measuring band of the EARS to 300-3300 Hz 
is a practical one. The use of partial connection ratings as an engi­
neering tool implicitly requires that, for any given connection, the 
sum of the partial ratings should approximately equal the overall 
rating. Thus, the bandwidth used to obtain these ratings should ap­
proximate the bandwidth of the most restrictive element (s) in the 
connection in order to avoid cumulating bandwidth penalties when 
summing partial ratings. The specific limits of 300 Hz and 3300 Hz 
were selected by reviewing bandwidth characteristics of various 
telephone equipments and facilities. 

The oscillator sweep rate is 6 times per second where a sweep is 
defined in terms of the 300-3300-Hz band. Criteria leading to selec-

LOG 
OSCILLATOR 
300-3300 Hz 

CONDENSER 
1'/ TRANSMITTER 

HIGH- 1 IMPEDANCE 
BRIDGING 

CONNECTION 

CONDITIONING 
NETWORK 

ARTIFICIAL 
MOUTH 

EQUALIZER 

(A) SIGNAL SOURCE 

PRESSURE 
// MEASUREMENT 

/ 
;? 

"­
'-

RATING 
CONTROL 

ATTENUATOR 

'--- VOLTAGE 
MEASUREMENT 

(B) MEASURING SUBSYSTEM 

ARTIFICAL 
MOUTH 

COMPRESSOR 
VACUUM 

TUBE 
VOLTMETER 

Fig. 1S-Block diagram of the EARS. 



2718 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1971 

tion of this sweep rate were (i) the sweep interval (ljsweep rate) 
should be small as compared to an easily realizable integrating time 
constant for the indicating meter and (ii) the rate should approximate 
the syllabic rate of speech. The latter characteristic appears desir­
able when measuring carbon transmitters in order to ensure that 
these operated at an efficiency comparable to that obtained under 
actual use conditions, i.e., with real speech applied. (Recent measure­
ments indicate that the sweep rate can be changed over the range 
2 to 10 sweeps per second without significantly changing the ratings 
of many telephone sets of modern design.) 

The conditioning network (a 6-dB attenuator) is momentarily 
switched out of the source circuit prior to measuring carbon trans­
mitters thus increasing the source signal level by 6 dB. The higher 
level is intended to condition the transmitters to operate at the proper 
level. Conditioning is not required when measuring linear transmitters. 

The artificial mouth equalizer comprises a passive network whose 
frequency response is the, inverse of the electric-to-acoustic response 
of the artificial mouth. The loss of this network is compensated for 
by the amplifier. 

The artificial mouth used is a permanent magnet, moving coil loud­
speaking unit, and is, for all practical purposes, the equivalent of an 
earlier proposa1.52 The mouth includes, as an integral part, a lip ring 
which is used as a reference for obtaining the proper spatial relation­
ship between the artificial mouth and telephone instruments under 
test. The location of the lip ring has been empirically determined so 
as to correspond approximately to the plane of the lips of a human 
mouth.52 

Ideally, the source arrangement should, with an oscillator output 
which is fiat with frequency over the band of interest, provide an 
output pressure at the artificial mouth lip ring which is also fiat with 
frequency:x. Practically, control of the overall response to within 
±1 dB of the 1000-Hz value provides acceptable operation, intro­
ducing less than about 0.2 dB error in ratings. 

4.2.2 J1!J casuring SubSYStCl1l, 

The measuring subsystem is arranged to permit both voltage and 
pressure measurements. For voltage measurements, the input is a 

* The pressure is measured with a Type L microphone.53 The microphone is 
located in a carefully gauged position so selected that the pressure measured at 
that point corresponds closely to the pressure at the center of the lip ring 
opening.54 ' 
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high-impedance transformer, and is bridged across the selected im­
pedance (usually a 900-ohm resistor) terminating the telephone con­
nection at the point where voltage measurement is desired. The trans­
former is connected to an attenuator, used in system calibration to 
compensate for gain drift of amplifiers, thence to a switch node. 

The pressure measuring circuit consists of a G-cm3 test coupler 
equipped with a Type L pressure microphone. * The microphone is con­
nected to a condenser microphone amplifier which provides bias voltage 
to the microphone and which produces at its output a voltage propor­
tional to the pressure developed in the 6-cm3 cavity by the telephone 
receiver under test. The amplifier is connected through a calibrating 
attenuator to a switch node. 

The measurement mode is selected by operating the switch to 
"pressure measurement" or "voltage measurement." The switch swinger 
connects to an attenuator (designated Rating Control), amplifier, 
compressor, and vacuum tube voltmeter. The compressor design em­
ployed provides a 2.2-to-1 characteristic over a limited range. Opera­
tion is confined to this range by holding the compressor output voltage 
at a constant value, indicated on the vacuum tube voltmeter as the 
"reference" or "zero" point, and adjusting for rating changes using 
the Rating Control. This takes advantage of the fact that, as pre­
viously noted, fiat attenuation changes ahead of the compressor equate, 
on a dB-for-dB basis, to loudness level changes. 

4.2.3 System, Calibration 
System calibration consists of first removing the condenser micro­

phone from the coupler and locating it at gauged position relative to 
the artificial mouth lip ring, then adjusting the source to deliver 
reference test pressure at that point. This adjustment is based on the 
condenser microphone calibration, and does not involve the EARS 
measuring subsystem. When the proper test pressure has been ob­
tained, the EARS measuring system is switched to the pressure mea­
suring mode, Rating Control is set at the "0" dB, and the "Pressure 
Adjust Attenuator" set to obtain reference reading on the vacuum 
tube voltmeter. Since the pressure spectrum being measured is fiat 
with frequency, pressure level equates to loudness pressure level. 

Calibration of the voltage measuring mode proceeds in a similar 

* The simple 6-cm3 test coupler used, conforming in design to present standards 
(Fig. 3 of Ref. 55), has been found suitable for measurements of the type con­
sidered in this report. However, handsets with ear caps of unusual shape may 
require a different coupler configuration. 
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manner. A voltage signal, derived from the log oscillator, is applied 
to a 900-ohm resistor. The voltage developed is first read directly with 
a voltmeter. Then the high-impedance bridging connection of the 
EARS measuring subsystem is connected across the resistor, the sys­
tem switched to the voltage measuring mode, and the Rating Control 
set to read the voltage measured with the voltmeter above, i.e., if 
the latter was -2 dB relative to 1 volt, then the rating control is set 
to read -2 dB relative to the "reference" or "zero" setting. The 
"Voltage Zero Adjust" is then set to obtain "reference" or "zero" 
reading on the measuring subsystem vacuum tube voltmeter. Since 
the voltage spectrum being measured is flat with frequency, voltage 
level equates to loudness voltage level. 

4.2.4 Rating ]1.1 easurements 

Ratings of partial or overall telephone connections are established 
by (i) the reading of the Rating Control and (ii) the reference pres­
sure and/or voltage levels employed. Examples of rating measure­
ments, including signal levels employed with the present EARS, are 
given on Figs. 19, 20, and 21. The transmitting and receiving loops 
of Figs. 19 and 20 respectively are the same as those for the overall 
connection of Fig. 21. Sum of the component ratings indicates a 
loudness loss of 17.3 dB (= -18.3 + 25.6 + 10) while the overall 
rating from Fig. 16 is 17.1, a discrepancy of 0.2 dB. Had the mea­
surement band been increased from 300-3300 Hz to, for example, 100-
5000 Hz, the discrepancy would have been somewhat larger because of 
the bandpass response of both the transmitter and receiver. 

__ - TEST 
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ONE MILLIBAR 
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NOTES: 
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RELATIVE TO 1 VOLT. 

(2) SEE REF. 3 FOR RATING DEFINITIONS. 
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CONTROL = -21.7 dB( 1

) 

\"""VT =-21.7 dB RELATIVET01VDLT 

Fig. 19-Transmitting loop rating. 
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NOTES: 

goon 
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RATING CONTROL = -40 dBI21 

Vw = -40 dB RELATIVE TO 1 VOLT 
2 
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RATING (3) (RLR) = -20 LOG-L-

Vw /2 
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NECESSARY IN ORDER TO PRESERVE ADDITIVITY OF COMPONENT RATINGS. 

(2) RATING CONTROL SETTING RELATIVE TO REFERENCE SETTING IN ORDER THAT THE INDICATING 
METER NEEDLE IS AT REFERENCE FOR THE SELECTED TEST VOLTAGE. THE LOUDNESS TEST 
VOLTAGE IS THUS -40 dB RELATIVE TO 1 VOLT. 

(3) SEE REF. 3 FOR RATING DEFINITIONS. THE TEST REFERENCE VOLTAGE IS SO SELECTED 
THAT IT IS NUMERICALLY EQUAL, IN dBre 1 VOLT, TO THE SELECTED TEST PRESSURE 
LEVEL IN dBt (SEE FIG. 19.) FOR ANY OTHER TEST VOLTAGE, THE EQUATION FOR RLR MUST 
CONTAIN A CONSTANT. 

Fig. 20-Receiving loop rating. 

4.3 Graphical C01nputation of Loudness 
A form for graphical determination of loudness ratings from the 

amplitude response characteristics of telephone connections is shown 
on Fig. 22. This form is based on the same considerations as those 
leading to the EARS, and is discussed in this paper because it is the 
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EARS LOUDNESS COMPUTATION 

TITLE-CIRCUIT DESCRIPTION AREA--SQ.IN. 
BASE --IN. 
HEIGHT-IN. 
RATING-dB 

INCHES 

0 1 2 3 4 5 6 7 
9 I I I I I I -0 
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FREQUENCY IN kHz 

Fig. 22-Graph paper for computing loudness ratings. 

vehicle used to study the effects of differences between the loudness 
computation method and the EARS. 

The lower abscissa scale is frequency in Hz, corresponding on a 
logarithmic basis to the upper abscissa scale in inches. (Use of inches 
is arbitrary; any length units could be used.) Thus, equal increments 
on the upper scale correspond to equal increments of log hl!l where 
f'2 > fl. (This reflects the straight-line approximation shown on Fig. 
17). The equal distance increments closely approximate bands of the 
Boo - X spectrum which are interpreted to be of equal loudness when 
listened to by the human ear. 

The right-hand ordinate scale is proportional to the 2.2 root of a 
voltage, current, or pressure. This scale and grid are constructed 
according to the equation 

44 log 2X 5;> - L (11) 
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where 

x = inches (left-hand ordinate scalp) 
L = loss of circuit in dB (right-hand ordinate scale). 

(Equation (11) assumes that the reference input to the connection 
is fiat with frequency.) The ordinate is measured in inches from the 
bottom line of the graph which corresponds to zero output voltage, 
current, or pressure. Correspondence between ordinate scales is dem­
onstrated in Table XIII. Boxes at the top of the sheet are provided 
for recording graph measurements. 

In order to use the graph paper, the loss (in dB) of the partial 
or overall telephone connection must be known over the band of 
interest. This loss data may be in terms of 

input pressure 

output pressure' 

or 

input voltage 

output voltage' 

input pressure (millibars) 

output voltage (volts) , 

input voltage (volts) 
-----------* 
output pressure (millibars) 

The loss frequency characteristic is plotted on the graph paper. 
The right-hand ordinate scale may be adjusted by a constant for 
negative losses, i.e., gains. Where large losses are encountered, greater 
accuracy can be obtained by similarly applying an adjustment con­
stant. To illustrate, if the lowest loss across the band of interest is 
-15 dB, the values along the right-hand ordinate scale should have 
15 subtracted from them. If, on the other hand, the lowest loss is + 15 
dB, the right-hand ordinate values should be increased by 15. 

The average height of the response as plotted on the graph paper 
is determined by measuring the area (in square inches) under the 
curve and dividing by the base width (in inches). The average height 
is then located on the left-hand scale and the corresponding dB value 
read from the right-hand scale. This dB value is the rating based on 
reference input level. 

For cases where the input spectrum is not fiat with frequency, the 
graphical computation of a circuit rating involves determining two 
areas. The first of these is obtained from a plot of the actual input 
spectrum on the graph paper, the second from a plot of the input 

* See Ref. 3. 
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TABLE XIII- HELATION BETWEEN ORDINATE DISTANCE AND Loss 

SCALES 

Left-Hand Ordinate 
Scale-Distance (Inches) 

o 
0.5 
5 
8.89 

Input/Output 

561 
3.55 
1 

Right-Hand Ordinate 
S cale-Loss (dB) 

co 

55 
11 
o 

spectrum modified by the circuit response. The loudness rating is 
then the dB difference between the losses computed for these areas. 

v. COMPARISON OF GRAPHICALLY DETERMINED RATINGS AND OBSERVED 

RESULTS 

The speech loudness computation method accurately predicts loud­
ness performance of telephone connections (see Section 3.5). Labora­
tory realization of this method, the EARS, involved a number of 
simplifying assumptions. Thus, validation of the EARS approach re­
quires considering (i) the accuracy of the EARS in predicting loud­
ness performance and (ii) the effects of the various simplifying as­
sumptions. vVe do this by comparing computed ratings and observed 
results for the subjective tests of Section 3.5. (Numerous other tests 
have been performed which support the EARS concept, but these are 
not considered because either the tests were limited, i.e., incomplete 
test designs, small observer groups, etc., or the test system amplitude 
response characteristics are not known.) 

TABLE XIV-FEATURES OF THE SPEECH LOUDNESS COMPUTATION 

METHOD AND THE EARS METHOD 

Feature 

Loudness Law 

Spread-of -Loudness 
Correction 

Analysis Bandwidth 
Reference Bandwidth 
Rating Definition 

Computation 
Method 

Figs. 6 and 8 

Yes 
100-5000 Hz 
250-4000 Hz 

Orthotelephonic 
Terms 
(Fig. 3) 

EARS 
Method 

Linear Portions of 
Figs. 6 and 8 

No 
300-3300 Hz 
300-3300 Hz 

Artificial Voice/6-cm 3 

Coupler Terms 
(Fig. 16) 
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Validation of the EARS utilized the graphical computation method 
described in Section 4.3. This approach was necessary because the 
systems used in the tests were not available for direct measurement 
using the EARS. However, the frequency response characteristics of 
these systems were known and, thus, their loudness ratings could be 
computed. 

In theory, the graphical form (Fig. 22) and the computation form 
(Fig. 14) should provide about the same results. The reference of the 
former (the horizontal line at 0 dB of loss) corresponds to that of 
the latter (entries of column 2) because of the relation between fre­
quency weightings of the two references. There is, however, one 
important difference between the two forms. For the graphical form, 
the loudness versus effective level relation has a constant slope 
(straight-line portion of Fig. 6) while for the computation form, this 
relation has a pronounced change in slope at low effective levels (see 
Fig. 6). The effects of this difference should be most apparent at low 
received speech levels where the graphical method would indicate a 
higher received speech loudness than would the computational method. 

With the above in mind, we can now consider the ratings for the 
various tests under a number of different conditions. These conditions, 
listed in Table XIV, reflect the differences in features of the speech 
loudness computation method and the EARS. 

Computed and observed ratings are given in Tables XV through 
XIX in terms of loudness loss (positive entries) or loudness gain 
(negative entries). The arrows and associated numbers below the 
tabular entries refer to distributions of differences between the various 
conditions considered. 

We will consider Table XV in some detail, noting that since the 
other tables have an identical arrangement, such discussion will in 
general similarly apply to these tables. Referring to Table XV, 
column 1 designates the network tested, and is repeated from Table 
V. Column 2 designates the setting of the reference network for which 
the test observers judged the test and reference networks to provide 
equally loud speech. Columns 3 through 9 each contain 3 sub columns ; 
"a" and "b" are the loudness ratings of the test and reference chan­
nels respectively and "c" represents the error, equal to "a" entries 
minus "b" entries. 

Column 3 entries are essentially a repeat of the information con­
tained in Table V, obtained by converting the Table V entries to Ls 
values, then subtracting these from 89.4 dBt, the level of the refer­
ence speech spectrum of Fig. 2 transmitted over a system that is flat 



TABLE XV-COMPUTED LOUDXESS LOSSES (DB) FOR STEINBERG LINEAR SYSTEM TESTS (1924) 
(See also Table V) 

Test System 

12" Hz HPF 
250 Hz JlPF 
375 lIz JlPF 
.500 lIz I1PF 
62:; Hz HPF 
750 Hz HPF 

1000 liz JlPF 
1250 Hz JlPF 
l.';00 Hz HPF 
7.';0 Jlz LPF 

1000 Hz LPF 
12.,0 Hz LPF 
1500 lIz LPF 
2000 lIz LPF 
2500 lIz LPF 
3000 lIz LPF 
4000 lIz LPF 

Error: Average-

Difference 
Distribution8 

12:; lIz IIPF 
250 Hz IIPF 
375 lIz IIPF 
500 Jlz IIPF 
625 Hz HPF 
750 liz I!PF 

1000 liz IIPF 
12.';0 liz IIPF 
1500 liz IIPF 
150 Hz LPF 

1000 Hz LPF 
12.,0 Jlz LPF 
1500 Hz LPF 
2000 lIz LPF 
2.,00 liz LPF 
3000 liz LPF 
4000 Hz LPF 

Error: Average 

Difference 
Distributions 

Observed 
Hef. Ckt.. 
Setting 

(dB) 

-22.0 
-20.6 
-19.0 
-17.6 
-1:;.0 
-14.1 
-12.1 
-9.4 
-6.0 

-12.7 
-15.2 
-16.2 
-18.2 
-19.6 
-20.2 
-20.7 
-21.9 

3S.4 
3R.S 
:J8.2 
:39.4 
41.4 
39.0 
41.6 
42.9 
4:1. 7 
48.1 
4.i.7 
4:1. 7 
42.1 
39.2 
:19.8 
38.6 
37.9 

Compl1tation Form 
(Fig. 14) 

Test Her. 

-17.;' 
-15.0 
-12.7 
-10.7 
-S.7 
-6.9 
-:1.9 
-1..> 

O.S 
-,l.1 
-S.:l 
-9.7 

-11.2 
-13.4 
-1.,.2 
-16.2 
-17.3 

-17.1 
-1.i.7 
-14.1 
-12.7 
-10.1 
-9.2 
-7.2 
-4.,1 
-1.1 
-7.S 

-10.:1 
-11.:1 
-1:1.3 
-14.7 
-\.i.3 
-1.'.S 
-17.0 

-0.4 
0.7 
1.4 
2.0 
1.4 
2.3 
3.:1 
:1.0 
1.9 
2.7 
2.0 
1.6 
2.1 
1.:1 
0.1 

-0.4 
-O.:J 

1.4 

1.1 

47.0 46.8 0.2 
47.S 47.2 0.6 
4S.:1 46.6 1.7 
.,1.6 47.S :I.S 
,i2.6 49.S 2.S 
.>4.2 47.4 6.8 
.i6.6 .,0.0 6.6 
.,8.1 .il.:1 6.S 
59.S .;2.1 7.7 
61.2 ,·,6.,; 4.7 
.;S.4 .i4.1 4.3 
.,6.8 .i2.1 4.7 
.~,).4 .")0.;) 4.9 
.>3.4 47.6 .;.S 
.il.l 4R.2 2.9 
49.8 47.0 2.S 
47.2 46.:1 0.9 

4.0 

2.2 

abc a b 
GHAPIIICAL CO:\IPUTATION (Fig. 22) 

Orthotelephonic Hesponses Artificial Voice/6-cm3 Coupler Responses 

Same as Computat.ion Form Except 

Linear Loudness Law 

Test. Hef. 

-17.3 
-14 .. ; 
-12 .. i 
-10 .. ; 
-8.S 
-6.8 
-4.7 
-1.,) 

1.7 
-4.8 
-7.:1 
-9.,; 

-11.1 
-1:1.1 
-14.3 
-\.i.3 
-16.8 

-17.7 0.4 
-16.:1 I.S 
-14.7 2.2 
-1:1.:J 2.S 
-10.7 1.9 
-9.8 :J.O 
-7.8 3.1 
-.i.1 :J.6 
-1.7 :l.4 
-S.4 :l.6 

-10.9 :1.6 
-11.9 2.4 
-1:1.9 2.S 
-1:;.:1 2.2 
-1:;.9 1.6 
-16.4 1.1 
-17.6 O.S 

2.4 

1.0 

Linear LOlldness Law, 
~o Hpread-of-Lolldne:-;s 

T""t llef. 

-18.9 
-\.i.9 
-1:1.7 
-11.2 
-9.4 
-7.4 
-4.0 
-O.:! 

:1.2 
-:1.6 
-7.1 
-9.,} 

-11.:1 
-13.!J 
-1.;.7 
-16.4 
-18.1 

-19.3 
-17.9 
-16.:1 
-14.9 
-12.3 
-11.4 
-9.4 
-6.7 
-3.:3 

-10.0 
-12.:; 
-I:J..; 
-1.i .. ) 
-16.9 
-17..i 
-18.0 
-19.2 

0.4 
-2.0 

2.6 
:1.7 
2.9 
4.0 
,").4 

6.4 
5 .. } 
6.4 
Z").4 
4.0 
4.2 
:1.0 
I.S 
1.6 
1.1 

3.6 

0.2,0 .. i -0 .. \ 1.0 
1.9 

6.6 

4:l.7 42.7 1.0 42.1 41.1 1.0 
4.i.:; 4:1.1 2.4 4.;.1 41 .. ; :1.6 
48 .. ; 42.:; 6.0 47.:1 40.!1 6.4 
'-,O .. i 4:1.7 6.X 49.842.17.7 
.;2.2 4.i.7 6 .. > .i1.6 44.1 7 .. i 
.i4.2 4:1.:! IO.U .i:l.6 41.7 II.!) 
.>6.3 4.i.!1 10.4 .>7.0 44.:1 12.7 
:;9 .. i 47.2 12.:! 60.7 4.i.6 \.>.1 
62.7 48.0 14.7 64.2 46.4 17.X 
:;6.2 .;2.4 :l.S .i7.4 .;O.S 6.6 
:;:1. 7 .>0.0 :l. 7 ,j:LU 48.4 .} .. } 
.>1.., 4S.0 3 .. > .il..; 46.4 .i.1 
49.9 46.4 :J .. > 4!1.7 44.X 4.9 
47.11 4:3..i 4.4 47.1 41.9 .;.2 
46.7 44.1 2.6 4.i.:! 42 .. i 2.X 
4.,.7 42.9 2.S 44.6 41.:1 :1.:1 
44.2 42.2 2.0 42.!1 40.6 2.:1 

'i.7 

Analysis Band = 
Heference Band = 

100-50IX) liz 

Analysis Band = 
Heferellce Band = 

:l00--3:lO0 lIz 

Test Hef. d I Test llcf. 

-12.:1 
-9.3 
-6.7 
-4.6 
-2.6 
-O.S 

2.6 
6.2 
9.8 
:1.0 

-0.3 
-2.8 
-4.7 
-7.3 
-9.1 
-9.9 

-11..i 

-12.8 
-11.4 
-9.S 
-SA 
-.j,S 
-4.9 
-2.9 
-0.2 

3.2 
-:L.) 
-6.0 
-7.0 
-!J.O 

-10.4 
-11.0 
-I\..i 
-12.7 

0.;' -l.i.4 
2.1 -\.; 3 
:1.1 -13.4 
:l.8 -10 .. , 
:1.2 -8.3 
4.1 -;'.8 
,j.;") -1.;) 
6.4 :l .. i 
6.6 8.8 
6.!) .~.O 
.i.7 -0.6 
4.2 -4.,i 
4.:1 -7.2 
3.1 -10.8 
1.9 -1:1.3 
1.6 -14.3 
1.2 -1.,." 

3.7 

1.9 
-3.3,1.8 

-14.8 
-13.4 
-13.0 
-10.6 
-8.0 
-7.1 
-.l.1 
-2.4 

1.0 
-,>.7 
-S.2 
-9.2 

-11.2 
-12.6 
-13.2 
-1:1.7 
-14.9 

8.7,1.0 

-0.6 
-1.9 
-0.4 

0.1 
-0.:1 

1.:1 
:l.6 
0.9 
7.8 

10.7 
7.6 
4.7 
4.0 
1.8 

-0.1 
-0.6 
-0.6 

2.:; 

:l.6 

Analysis Band = 
Heference Band = 

100-.,000 Hz 

Test Ref. 

-4.0 
0.6 
2.6 
4.8 
6.1 
7.1 

10.4 
1:l.2 
16.1 
11.2 
S.7 
7.7 
4.7 
2.6 
0.2 

-O.S 
-:1.8 

-4.1 0.1 
-2.7 3.3 
-1.1 3.7 

0.3 4.,i 
2.9 3.2 
3.8 3.3 
!l.R 4.6 
8.5 4.7 

11.9 4.2 
,i.2 6.0 
2.7 6.0 
1.7 6.0 

-0.3 .i.O 
-1.7 4.:1 
-2.3 2.5 
-2.R 2.0 
-4.0 0.2 

:~.8 

Analysis Band = 
Reference Band = 

300--3300 Hz 

Test Ref. d 

-4.)) 
-4.4 
-2.7 
-0.1 

1.6 
3.0 
7.4 

11.2 
1:;.0 
IS.7 
12.1 
11.0 
;'.7 
2.0 

-l.;"'i 
-3.0 
-4.2 

-3.9 
-2.5 
-0.9 

O .. 'i 
3.1 
4.0 
6.0 
8.7 

12.1 
5.4 
2.9 
1.9 

-0.1 
-1.5 
-2.1 
-2.6 
-3.8 

-0.6 
-1.9 
-1.8 
-0.6 
-I..!) 
-1.0 

1.4 
2.5 
2.9 

13.3 
9.2 
9.1 
!l.8 
3.!l 
0.6 

-0.4 
-0.4 

1.7 
-1.0,3.1 

2.4 

4.3 ------
+11.0,2.1 

48.7 47.6 1.1 4.i.6 4.;~4 0.2 .i7.0 :;6.3 0.7 .i6.5 ---.:;B.'5 a 
.>1. 7 4R.O :l. 7 4.i.7 4.i.8 -0.1 61.6 .i6.7 4.9 .i6.6 .,6.9 -0.3 
'-,4.:1 47.4 6.9 47.6 4.>.2 2.4 6:1.6 .i6.1 7.;' ;'8.:1 ,,6.3 2.0 
.i6.4 48.6 7.R .>O .. i 46.4 4.1 6.i.X .i7.3 x .. > 60.4 ;'7.,i 2.9 
.iR.4 .iO.6 7.S .;2.7 48.4 4.:1 67.1 59.3 7.R 62.6 ;'9.5 :1.1 
60.2 48.2 12.0 .i.i.2 46.0 !1.2 6R.1 :;6.9 11.2 64.0 57.1 6.9 
6:l.6 .>O.X 12.R .>9 .. > 48.6 1O.!1 71.4 .i9.:; 11.9 68.4 :i9.7 8.7 
67.2 ,.2.1 I.i.l 64..> 4!1.!1 14.6 74.2 60.8 1:l.4 72.2 61.0 11.2 
70.8 .;Z.!I 17.!1 69.S ,iO.7 19.1 77.1 61.6 I.; .. ; 76.0 61.8 14.2 
64.0 .>7.:1 6.7 66.0 ,i.i.1 IO.!I 72.2 66.0 6.2 79.7 66.2 1:3.;' 
60.7 .;4.!1 .;.8 60.4 .i2.7 7.7 69.7 63.6 6.1 n.1 63.8 9.3 
:lS.2 :l2.!l ;i.:J 56 .. i ;'0.7 ,i.S 68.7 61.6 7.1 72.0 61.8 10.2 
.;6.3 31.:1 .-.. 0 ;':Ul 4!1.1 4.7 6.i.7 60.0 .i.7 66.7 60.2 6.;' 
.;:l. 7 48.4 .i.:l ;'0.2 46.2 4.0 63.6 ,i7.1 6 .. i 63.0 ;'7.3 5.7 
.il.!) 49.0 2.9 47.7 46.X 0.9 61.2 .>7.7 :l.:, ;'9.;' ,,7.9 1.6 
.il.l 47.S :1.:1 46.7 4.;.6 1.1 60.2 56.,i :l. 7 58.0 ,;6.7 1.3 
4!l.·:' 47.1 2.4 4:; .. ; 44.!) 0.6 ,i7.2 .",.8 1.4 56.8 56.0 0.8 

7.S 6.0 7.1 I 5.7 

.,.3 :l.9 I 4.6 
-2.;)' 2.;; 

3.!) 
-0.:1,1.0 

7.0 

4.6 
6.6 

4.6 
-3.4,2.2 -1.1,3.3 

+-----
8.7,1.0 

11,2.1 

t-:l 
-l 
t-:l 
~ 

8 
~ 
M 

to 
M 
t" 
t" 

U2 
~ 
U2 
8 
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~ 
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M 
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TABLE XVI-COMPUTED LOUDNESS LOSSES (DB) FOR VAN WYNEN LINEAR SYSTEM TESTS (See also Table VI) 

Test Sptem 

2700 II" LPF 
1750 liz LPF 
1000 II" LPF 
:150 II" IIPF 
550 liz IIPF 

1000 liz IIPF 
2;'0-2700 II" BPF 
550-1750 liz BPF 
1000 liz Peak 

Ifi dB 
:)0 dB 
;'6 dB 

700 liz Peak 
:10 dB 

2000 liz Peak 
30 dB 

Falling Los" 
Rising Loss 

Error: Average 

DifTerence 
])istributions 

24.2 
2~.:) 
31.:) 
25.G 
30.~ 
:lG.4 
2!l.0 
:lil.9 

26.S 
24.2 
:H.5 

25.S 

2R.7 
25.G 
26.4 

Computa1 

(Fig 

Test Hel. .!. 

il.O S.G -0.6 
11.1 12.S -1.7 
15.3 16.0 -0.7 
10.:) 10.2 0.1 
IG.3 15.4 O.!l 
21.S 21.3 0.;; 
14.4 13.4 1.0 
26.!l 2:U, :3.1 

B.2 11.3 -2.1 
7."i S.G -1.1 

I\l.l IU.a -0.2 

8.0 10.4 -2.4 

6.G 13.2 -G.6 
10.2 10.2 0 

H.S 1O.!l -2.1 

-0.8 
2.1 

0,0.5 

a h cab e 
UHAPIIICAL CO:\lPUTATION (Fig. 22) 

Ort.hotelephonic He,ponscs Artificial Yoice/6-cm3 COllpler Hesponses 

::-;ame as Complltat.ion Form Exeept 

Test Hel. .!. Test Hel. .!. 
----

7.0 R.!) -1.0 G.!) 7.G -0.7 
1O.!l 1:).0 -2.1 0.9 11.7 -I.R 
16.:) 16.0 0.3 15.0 14.7 1.2 
10.3 10.:; 0 !l.1 !l.0 0.1 
14.!l }[,.;; -O.G 14.0 14.2 -0.2 
21.2 21.1 0.1 22.0 I!U, .) .) 

14.5 1:1.7 O.S 13.G 12.4 1.2 
26.S 2:l.G 3.2 20.5 22.:) I.S 

!l.7 11.5 -1.1' S.O 10.2 -,) .) 

7 .. 5 H.!) -1.4 5.6 7.6 -2.0 
1!l.0 1\) .2 -0.2 17 .2 Ii .0 -0.7 

8.4 10.5 -2.1 G.S !l.2 -2.4 

7.:1 13.4 -G.I 5.8 12.1 -G.3 
IO.S 10.3 0.5 !J.4 !l.0 0.4 
0.3 11.1 -1.8 7.5 9.S -2.:) 

-O.S -O.G 
2.0 2.G 

-1.1,0.7 6.G 

Analpis Band = 
Heference Band = 

100-5000 II 1.' 

Test HeL 

13.4 14.:) 
!G.!i IS .4 
~2.5 21.4 
15.7 l.~ .7 
20.7 20.!l 
2S .. S 2G .• ~ 
20.4 1!l.1 
;3:3.1 2!) .0 

14.7 !G.!) 
12.4 14.:1 
24.0 24.G 

13.4 1:>.9 

12.3 IS.S 
16.0 1;;.7 
1·1.1 16.;; 

.!. 

-O.!) 
-1.9 

1.1 
o 

-g:~ 
1.3 
4.1 

-2.2 
-I.!) 
-0.6 

-2.:, 

-G.;; 
0.3 

-2.4 

-0.6 
2.4 

Analysis Band = 
Heferenee Band = 

:)00-3:)00 II 1. 

Test . Hel. .!. 
-------
10.6 12.;' -1.9 
15.0 16.6 -1.6 
2:U, 1!).6 4.2 

0.:) 13.!) -4.6 
14.1 I!).I -5.0 
2:1.3 24.7 -1.4 
11.!l 17.:3 -5.4 
2:\.8 27.2 -:1.4 

11.0 );;.1 -4.1 
7.0 12.;) -5':; 

17.0 22.S -;;.S 

8.;; 14.1 -.;.6 

7.2 17 .0 -D.H 
12.5 1:1.D -1.4 
14.8 14.7 0.1 

-3.5 
3.1 

-4.4,3.0 

S.I,O.O 

Analysis Band = Analysis Band = 
Heference Band = !teference Band = 

100-5000 I1z 300-3300 II" 

Test Hel. .!. Test. Hel. .!. 

21.1 21.G -O.J) 20.2 21.7 -1.5 
24.6 2.5.7 -1.1 2;'.0 25.S 0.1 
2!l.7 28.7 1.0 34.2 2S.S .5.4 
2;'.!i 2:1.0 2.;; 1!).4 2:l.1 -3.7 
2!l.2 2R.2 1.0 22.1' 28.3 -5.5 
36.0 :;:l.S -)'J 31.2 :;:U) -2.7 
:)0.0 20.4 :\.6 21.4 26.5 -.5.1 
4:3.0 :l6.:; 6.7 3:1.G 36.4 -2.S 

22.5 24.2 -1.7 20.3 24.3 -4.0 
20.8 21.G -O.R !G.2 21.7 -5.5 
:10.5 :11.!l -1.4 26.:; :l2.0 -5.7 

21.7 23.2 -1..; 17.723.3 -.;.6 

1!l.S 2G.I -G.:~ 15.4 26.2 -1O.R 
23.S 2:1.0 O.S 21.5 n.1 -1.6 
21.4 2:3.S -2.4 25.1 n.D 1.2 

0.1 -3.3 
2.0 3.6 

-3.0,:LO 

0.4,0.8 

i:':1 
t"' 
i:':1 
(") 
~ 
~ o 
I 
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TABLE XVII-COMPUTED LOUDXESS LOSSES (DB) FOR VAN WYNEN TELEPHONE SET TESTS (1940) 
(See also Table VII) 

Test 
Tele. 

Test System 

Set Test Network 

A 15dB-4000 lIz LPF 
2.5dB-4000 lIz LPF 

B 5dB-4000 lIz LPF 

I 

2.'idB-4000 lIz LPF 
5dB-Rising Loss 

25dB-Rising Loss 

Error: Average 

" o 

" .0 

i3 

~ 

Test Telephone 

Set A 

Test Telephone 

Set B 

Reference 

Telephone 

Set 

Observed 
Ref. Ckt. 
Setting 

(dB) 

16.8 
35.2 
11.4 
31.5 
11.7 
31.2 

abc abc 
GRAPIIICAL CO~IPUTATIOX (Fig. 22) 

Orthotelephonic Responses Artificial Yoice/6-cm' Coupler Responses 

Same as Computation Form Except 

Computat.ion Linear Linear LOl1dne~s 
Form Loudness Law, No Spread-of-

(Fig. 14) Law Loudne~s 

Test Ref. .:. Test Ref. .:. Test Ref. .:. 

13.1 12.6 0.5 12.6 12.5 0.1 12. 10.5 1.9 
34.1 31.7 2.4 32.6 30.9 1.7 32. 2S.9 3.5 
6.7 7.'2 -0.5 6.7 7.1 -0.4 7. 5.1 2.6 

27.2 27.7 -0.5 26.7 27.2 -0 .. 5 27. 25.2 2.5 
6.!l 7.6 -0.7 6.5 6.9 -0.4 7. 4.9 2.6 

27.9 27.2 0.7 26 .. 5 26.4 0.1 27. 24.4 3.1 

0.3 0.1 2.7 
1.1 0.8 O.;"i 

-1.0,0.5 -0.2 6.1 

-0.6,0.5 +1.0 ; .0 

-0.5,0.3 -2.0 6.6 

Analy,;is Band = Analysis Band = 
Reference Band = Reference Band = 

100-5000 lIz 300-3300 liz 

Test Ref. .:. Test Ref. .:. 

IS.5 17.1 1.4 10 .. 5 10.5 0 
:~R.5 35.5 3.0 30.5 2R.9 1.6 
14.7 11.7 :l.0 7.2 5.1 2.1 
34.7 :U.S 2.!l 27.2 2.'i.2 2.0 
14.fl 11.5 3.0 S.1 6.4 1.7 
34.5 31.0 3.5 2R.l 25.!l 'J') 

2.R 1.6 
0.7 0.7 

-R.O 

7~7 

-7.0,0.5 
) 

8.8 

Analy,;i,; Band = 
Reference Band = 

100-5000 lIz 

Test Ref. .:. 

26.2 2:1.3 2.9 
46.2 41.7 4.5 
23.4 17 .!l ,:-'.5 
43.4 3S.0 .'i.4 
23.5 17 .4 6.1 
43.5 36.9 6.6 

.'5.2 
1.2 

S~2 

Analysi,; Band = 
Reference Band = 

300-3:100 Ih 

Test Ref. .:. 

1R.; 18.0 0.7 
3R.7 36.4 2.3 
16.3 12.6 :l.7 
:)6.3 32.7 :l.6 
17.:l 15.2 2.1 
37.3 34.7 2.6 

2.5 
1.0 

-7.5 

-6.6,0.5 

!1.1 

-6.1,0.7 -4.3,1.5 

6.1 

7.9,0.6 
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TABLE XVIII-COMPUTED LOUDNESS LOSSES (DB) FOR VAN WYNEN TIE LINE SYSTEM TESTS 
(See also Table VIII) 

Tesl, System 

Overall-Ill, Reference 
20-3000 LPF 
20-2400 LPF 
20-1nOO LPF 

20-RLI 
20-HL2 
20-HL:) 

Overall-Peaked Heferencc 
20-DL 

20-3000 LPF 
20-2400 LPF 
20-lnOO LPF 

20-HLI 
20-1U~2 
20-HL3 

Sidelone-DL Heference 
He!. ))1, 
-IODL 
-20 Ill, 
H !l00 
R 1300 
R ISOO 
R 3200-A 
R 3200-B 
RL4 

Sidetone Peaked 
Reference 

ReI. ))L 
-10 Ill. 
-20 Ill. 
It noo 
H 1300 
RISOO 
R 32DO-A 
R 3200-B 
HL4 

Error: Average 

Difference 
Distributions 

Observed 
He!. Ckt. 

Computation 
Form 

(Fig. 14) 

a h e a h e 
URAPIIICAL CO:\IPUTATION (Fig. 22) 

()rthutelephonic Re:-;ponse~ 

Same as Computation Form Except 

Linear 
Loudne:-;:-; 

Law 

Linear Loudness La\\", 
:'-10 Spread-of­

Loudne.-.;:-; 

Analysis Band = 
Heference Band ~ 

100-5000 lIz 

Analysi:-; Bn.nd = 
Heference Band ~ 

:lOO-:l:lOO Hz 

Artificial Yoicc/G-cm3 COllpler He~p()ll:-;e:-; 

Anuh-:-;i:-; nand = 
Heference Band ~ 

100-5000 Hz 

Analysi . ..; lhnu = 
Hcferen('c Band ~ 

:lOO-:l:JOO liz 

S(~V;;g Tesl He!. t. I Test He!. t. I Test Hel. t. I Tes!. Hel. t. Test He!. t. Te.,t He!. ..l Te,t Hel. ..l 

21.2 
22 .. ~ 
24.7 
2G.0 
22.0 
23.3 
24.4 

G.3 
6.R 
6.!) 
!l.6 

13.S 
1Z.n 
S.7 

10.4 
11.3 

0.7 
11.;; 
1n.2 
5.4 
,0.4 
5.2 

12.2 
12.2 
;'.7 

-13.7 
-1.6 

;;.4 
-5.!) 
-X.o 
-S.2 
-U.S 
-2.1 
-S.2 

L'i.2 
17.1 
20.1 

16.0 
17.3 
17.7 

14.4 

lii.2 
17.1 
20.1 

16.0 
17.:1 
17.7 

-7.4 
,';.G 

13.n 
0.2 

-1.G 
-2.6 

iJ.n 
4.S 

-O.D 

-7.4 
ii.6 

I:U) 
0.2 

-1.6 
-2.6 

5.B 
4.1' 

-o.n 

1.';.6 
16.n 
1\l.1 
20.4 
16.4 
17.7 
IS.S 

13.4 
1:;'0 
14.0 
16.7 
20.!) 
20.0 
1;;.R 
17.f> 
IS.4 

-5.4 
6.4 

14.1 
-0.6 
-0.6 
-O.!) 

7.0 
G.n 

-0.2 

-6.S 
6.1 

12 .4 
0.:1 

-] .5 
-0.:1 

6.7 
5.f) 

-1.3 

-0.4 
0.2 
1.0 

-0.3 
-0.4 
-0.4 
-1.1 

1.0 
0.5 
1.2 
0.4 

-O.S 
0.1 
0.2 

-0.2 
-0.7 

-2.0 
-O.s 
-0.2 

O.S 
-1.0 
-2.1 
-1.1 
-2.1 
-0.7 

-0.6 
-0.0 

1.,,) 

-0.1 
-0.1 
-2.3 
-O.S 
-0.7 

0.4 

-0.4 
O.U 

14.3 
1.!).7 
17.6 

lii.5 
17.0 
17.:l 

13.4 

14.:1 
1;').7 
17.6 

15.5 
17.0 
17.:1 

-7.3 
ii.1 

12.2 
o 

-1.0 
-2.4 

4.S 
4.2 

-1.6 

-7.3 
;'.1 

12.2 
o 

-1.0 
-2.4 

4.S 
4.2 

-1.6 

14.6 
Li.U 
IS.1 
In .4 
lii.4 
16.7 
17 .8 

12.1 
12.G 
12.7 
1:;.4 
10.G 
lS.7 
14.5 
16.2 
17.1 

-5.5 
;'.7 

1:3.:3 
-1.1 
-0.0 
-1.0 

G.:l 
G.3 

-o.s 

-7.2 
4.7 

11.0 
-1.1 
-;).0 
-2.3 

ii.:3 
4.1 

-2.7 

-0.:) 
-0.2 
-0.5 
-1.R 

0.1 
0.3 

-O.ii 

1.:3 
O.S 
1.6 
0.3 

-2.0 
-1.1 

1.0 
o.s 
0.2 

-1.1' 
-O.G 
-1.1 

1.1 
-0.1 
-1.4 
-1.ii 
-2.1 
-o.s 

-0.1 
+0.4 

1.2 
1.1 
2.0 

-0.1 
-0.:; 

0.1 
1.1 

-0.1 
1.1 

13.4 
1;"i.1 
IS. 1 

1:L9 
lii.l 
][).:3 

12.2 

1:3.4 
1:;.1 
IS .1 

1:;,n 
1;, .1 
1;, .:1 

-S.O 
:1.7 

1O.S 
-1.4 
-2.4 
-3.7 

:L:1 
2.S 

-:1.1 

- .0 
.7 

1 .s 
- .4 
- .4 
- .7 

.:l 

.s 
- .1 

1:3 
14. 
lG. 
IS. 
14. 
Iii. 
16. 

10.7 
11.2 
11 .:l 
14.0 
IS .2 
17.3 
13.1 
14.S 
1;'.7 

-7.1 
4.::; 

11 .R 
-2.4 
-2.;1 
-2.4 

4.0 
4.!l 

-2.:1 

-0.6 
:1.:3 
n .7 

-2.)) 
-4.4 
-:;'7 

:l.S 
2.7 

-4.0 

o 
0.4 
1.2 

-0.1 
-0.:) 
-0.4 
-1.:1 

1.;; 
1.0 
2.1 
1.1 

-0.1 
o.s 
O.S 
0.:1 

-0.4 

-0.0 
-O.G 
-1.0 

1.0 
-0.1 
-1.;) 
-1.6 
-2.1 
-o.s 

1.6 
0.4 
1.1 
1.1 
2.0 
o 

-0.;, 
0.1 
o.\) 

0.2 
1.0 

In.!l 20.0 
21.7 21.3 
24.6 2:l.fi 

24.S 
20.4 20.S 
21.6 22.1 
21.0 23.2 

IS.S 17.2 
17.7 

19.n 17.S 
21.7 20.;' 
24.6 24.7 

2:LS 
20.4 1\l.(i 
21.n 21.:1 
:l1.n 22.2 

-2.2 -0.;) 
10.2 1O.S 
17.:1 UUi 

4.:1 4.2 
4.2 4 .:~ 
2.S 4.:3 

10.0 11.;; 
9.::; 11.,1 
:3.5 4.:1 

-,).) _.) ,) 

102 ;;:~ 
17.:1 lG.:: 
4.:: 4.1 
4.2 2.1 
'2.S '2.n 

10.0 10.4 
D .:3 H.:) 
3.5 2.5 

-0.1 
0.4 
1.1 

-0.2 
-0.4 
-0.5 
-1.3 

1.6 
1.1 
2.1 
1.2 

-0.1 
O.S 
O.S 
0.:1 

-0.:1 

-1.7 
-0.6 
-O.S 

0.1 
-0.1 
-l.!l 
-l.t) 
_,) 'J 

-o.S 

o 
0.4 
1.0 
0.2 
2.1 

-0.1 
-0.4 

o 
1.0 

o 
1.0 

11.6 
1:3.4 
16.7 

12.0 
14.:3 
14.0 

11.:1 

11.6 
13.4 
16.7 

12.0 
14.:3 
14.\) 

-U.4 
'2.;) 
0.0 

-1.7 
-2.B 
-4.:' 

1.7 
2.n 

-4.0 

-0.4 
'2 J:' 
~). D 

-1.7 
-2,D 
-4.:' 

1.7 
2.D 

-4.0 

-O.S,O.G -1.4,0.5 6.;, -7.7,0.6 

]2.!'i 
1:;'S 
16.0 
17.:3 
13.:1 
14.6 
1;'.7 

n.o 
D ,.!) 
!l .6 

12.:j 
16.ii 
lii.6 
11.4 
]:~ . 1 
14.0 

-11.2 
l.(i 
i' ,q 

-4.2 
-c,.o 
-il.4 

1.1 
-!) .• ) 

~--+~--++---~+---~ 
6.G,0.;' 

-0.0 2;;.0 
-0.4 2s.4 

0.7 ;)'.!.5 
-0.6 
-0.4 26.S 
-0.3 2S.7 
-D.S 2S.n 

'2.:1 25 .:~ 
I.S 
'2.0 2:; .~) 
1.1 2S.4 
0.2 :t~..-) 
1.1 
1,,1) 20.S 
1.2 2S.7 
0.\1 2S.!l 

-1.2 4.1 
-] .:~ IO.() 
-1.0 24.\1 
-1.G 11.:3 

0.:1 10';, 
-1.2 \).G 
-2';i 17.4 
-1.:3 16.4 
-O.S \I.S 

.S 14.1 .!l 16.1 

.0 24.\) 
,r, 11.:1 
.1 10.;' 

o. 
-0. 

1. 
1. 

0.:1 
1.4 

!l.G 
17.4 
IG.4 
\I.X 

7.4,0.5 

2G. 
27 
:30. 
:11. 
27. 
2S. 
'lD. 

24.4 
24.\1 
2.),0 
27.7 
:n.!l 
:31.0 
20.S 
2S.:l 
2!t.4 

oS .S 
17.1 
24.S 
10.7 
10.0 
10.;' 
lS.1 
17.S 
!) ,S 

4. 
17. 
2:L 
11. 
0. 

10. 
17. 
Hi. 
D, 

-O.G 
0.6 
'2.;) 
1.2 

-O.ii 
0.1 

-o.s 

O.H 
0.4 
0.\) 
0.7 
0.6 
1.;, 
o 

0.2 
-O.ii 

-1.7 
-0.:; 
-0.1 

0.6 
-0.1 
-0.0 
-0.7 
-1.4 

o 

-0.2 
-0.0 

1.6 
o 

D.n 
-0.0 
-0.4 
-0.:: 

o 
0.1 
lUI 

lS.0 
21.G 
2,;.6 

20.2 
22 . .s 
2:3.2 

IS.:: 

IS .0 
21.6 
2.l.G 

20.2 
22.;-) 
2:;,'2 

-2.D 
~) .7 

17.S 
ii.l 
4.0 
2.S 
!l .c, 

10.2 
'1.S 

-2.\) 
~) .7 

17.S 
;).1 
4.0 
'2.S 
!l .G 

10.2 
2.S 

-7.],0.7 

In. 
20. 
2:L 
24. 
20. 
21 
,),) 

16." 
17.0 
17.1 
lH .s 
24.0 
2;3,1 
IS .0 
20.u 
21 J) 

-1.1 
10 .2 
IS.0 
:;.s 
:LH 
:L~) 

11.2 
11.0 
:LO 

-;3.S 
n.2 

1;'.4 
:l.4 

~ :~ 
n.o 
s.s 
I.S 

-0.6 
OS 
'2.r. 
1.:; 

-0.1 
0.0 
0.5 

I.X 
1.:1 
I.S 
I.S 
I.G 
'2.5 
1.:; 
1.!l 
1.7 

-I.S 
-0.:' 
-0.2 

l.:) 
0.1 

-1.1 
-1.(i 
-O.S 
-0.2 

0.\1 
0.0 
2.4 
1.7 
'2.:) 
0.6 

-0.3 
1.4 
1.0 

O.S 
1.2 
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TABLE XIX-COMPUTED LOUDXESS LOSSES (DB) FOR FRASER TESTS (1946) (See also Table IX) 

Test Sy,t<)m 

A 
B 
C 
n 
E 
F 
G 

Error: Average 

Te:-)t· Ry:-;tem 

Difference 
Di~tribl1tion~ 

Reference 
System 

])ifTerence 
Di:-)tribntioll:'l 

Observed 
Ref. Ckt. 
Setting 

(dB) 

33.3 
3!l.!l 
41 . .'; 
43.0 
40.3 
43.8 
40.6 

abc abe 
GRAPIlICAL CO:\lPUTATION (Fig. 22) 

Orthotelephonie Re'ponses Art.ificial Yoiee/6-cm3 Coupler Responses 

Same as Computation Form Except 

Compntation Form Linear Loudncs:-: Linear Loudne~s Law, 
No Spread-of-Londoe" 

Analysis Band = 
Heference Band = 

100-5000 lIz 

Analysis Band = 
Iteference Band = 

300-3300 lIz 

Analvsis Band = 
Hefer,mee Band = 

100-5000Ih 

Analysis Band = 
Reference Band = 

300-3300 lIz (Fig. 14) Law 

Test Hef. :. Test Ref. 

21.9 20.2 1.7 21.6 20.1 
26.1 26.6 -0.,5 26.2 26.7 
28.6 28.2 0.4 28.1 28.3 
30.6 :)0.,5 0.1 2\J.7 2!l.8 
27.R 27 .. '; 0.3 27.3 27.1 
29.7 :11.0 -1.:1 2n.7 30.6 
28.5 27.S 0.7 29.2 27.4 

0.2 
0.9 

-0.2,0.;' 

-0.2,0.3 

:. 

1..'; 
-0.5 
-0.2 
-0.1 

0.2 
-0.9 

I.S 

0.3 
O.!l 

Test 

20.3 
25.0 
26.9 
28.4 
26.1 
28.5 
28.0 

-1.2 

-1.7 

Ref. 

18.4 
2.';.0 
26.6 
28.1 
2.';.4 
28.9 
2;').7 

:. 

1.9 
0 
0.3 
0.3 
0.7 

-0.4 
2.3 

0.7 
0.9 

6.6 

Test Ref. 

26.n 2.';.0 
31.5 :11.6 
33.5 :)3.2 
35.0 :14.7 
32.7 :)2.0 
34.9 :15 .. '; 
34.6 32.3 

:. 

1.!l 
-0.1 

0.3 
0.3 
0.7 

-0.6 
2.3 

0.7 
1.0 

Test Ref. 

21.0 22.3 
25.n 28.9 
27.6 30 .. '; 
2n.l 32.0 
26.S 29.3 
2.Q.2 32.8 
28.8 29.6 

-5.H,0.3 

6.1; 0.3 

:. 

-1.3 
-3.0 
-2.9 
-2.9 
-2.5 
-4.6 
-0.8 

-2.6 
1.2 

Test Itef. 

33.1 33.9 
37.1 40.5 
39.6 42.1 
41.8 43.6 
3S.6 40.9 
40.8 44.4 
40.8 41.2 

6.6 ' 
__ . 7.5,0.2 

8.9 

11.4 

:. 

0.8 
-3.4 
-2 .. '; 
-1.8 
-2.3 
-3.6 
-0.4 

-2.1 
1.1 

Test Ref. 

28.6 33.7 
32.n 40.3 
3.5.3 41.9 
36.7 43.4 
34.3 40.7 
35.7 44.2 
36.5 41.0 

-4.5,0.4 

-0.2 

:. 

-5.1 
-7.4 
-6.6 
-6.7 
-6.4 
-8.5 
-4.5 

-6.5 
1.2 
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ELECTRO-ACOUSTIC RATING SYSTEM 2731 

on an orthotelephonic basis, is sharply bandlimited to 250-4000 Hz, 
and has '0 dB of loss within this band. For example, test network 
125 Hz HPF (sensation level = 100 dB) of Table V has an Ls 
107.1 - 0.2 = 106.9 dBt. The loudness loss is then 89.4 - 106.9 = 
-17.5 dB. 

Entries in columns 4 through 9 were computed using the graphical 
form of Fig. 22. Column 4 entries are essentially a repeat of the 
column 3 entries, the difference being, as noted earlier, that the 
former were computed using a linear loudness law while the latter 
were computed using the loudness law of Figs. 6 and 8. Column 5 
entries were computed without applying spread-of-loudness correc­
tions. 

The reference spectrum for computing the values given in columns 
3, 4, and 5 was bandlimited to 250-3000 Hz. For example, entries 
of column 5 were obtained by plotting each of the responses on the 
form of Fig. 22, then measuring the area (square inches) enclosed 
by this response curve, the base line (designated 0 inches), and the 
left-hand and right-hand boundaries (designated 100 Hz and 5000 
Hz respectively). This area was then divided by the base (inches) 
corresponding to the 250-4000-Hz bandwidth, and the equivalent 
height (inches) converted to loudness rating (dB) using the left-hand 
and right-hand ordinate scales. Entries of column 6 were obtained in 
the same way as those of column 5 except that the area was divided 
hy the base (inches) corresponding to a 100-5000-Hz bandwidth. 
Thus, the change between columns 5 and 6 was simply one of refer­
ence spectrum bandwidth. 

Entries of column 7 were obtained in the same manner as those of 
column 6 except that the area measured was restricted to the 300-
3300-Hz bandwidth characteristic of EARS, and the reference spectrum 
was limited to the 300-3300-Hz band. Entries of columns 8 and 9 
were obtained in the same manner as were entries of columns 6 and 7 
respectively except that artificial voice/6-cm3 coupler responses were 
used for the former, orthotelephonic responses for the latter. 

The entries of columns 9a and 9b were computed in a manner which 
reflects the essential features of the EARS and, therefore, these en­
tries closely approximate (within the bounds of computational and 
measurement error) what would be measured with the EARS on those 
test and reference systems utilizing linear transducers. However, 
column 9a and 9b entries of Tables XVII and XVIII and column 9a 
entries of Table XIX do not necessarily represent what would be 
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measured with the EARS. The reason for this is that the systems for 
these cases utilized carbon transmitters which are nonlinear devices. 
Transmitter responses used in the computations, based on measure­
ments made with real speech, would probably differ from the re­
sponses pertaining during an EARS measurement because of the 
highly different nature of speech and the EARS acoustic test signal. 
This matter is now under study. 

The error distributions corresponding to each of the seven compu­
tation methods exemplified by the column 3 through 9 entries are 
summarized in Table XX. These distributions reflect the accuracy 
of the computed ratings in predicting reference channel setting for 
equal speech loudness. The entries of column 1 are repeated from 
Table IV. These show that the computational method provides an 
accurate means of predicting subjective loudness balances for all of 
the tests except the Steinberg linear system tests at a sensation level 
= 39 dB. As noted earlier, received speech levels in a well-engineered 
communications system will seldom be this low, and if they do occur, 
are likely to represent trouble conditions. 

Comparing the entries of column 2 to those of column 1, we note 
that there is little change in the error distributions, indicating that 
the graphical method is a close approximation of the computational 
method. Exceptions to this are the results for the Steinberg tests, par­
ticularly at the lower sensation level where the average error and 
error standard deviation are somewhat greater than when using the 
computation form. The reason for this is the change from the loud­
ness law of Figs. 6 and 8 to a linear loudness law. 

Column 3 entries indicate a further reduction in accuracy due to 
neglecting spread-of-Ioudness. The greatest change occurs for the 
Steinberg tests which involved numerous filter conditions and the 
Van 'Vynen telephone set tests which involved transducers with pro­
nounced resonances. Both of these represent instances where spread­
of-loudness effects would be important. Somewhat less change occurs 
for the Van Wynen linear system tests which also involved filter 
conditions. 

The remaining columns show errors which might be expected using 
the EARS as presently defined (column 7), and the EARS modified to 
incorporate a wider measuring band (column 6). For the most part, 
extending the band improves the accuracy appreciably with the ex­
ception of the Steinberg tests and the Van Wynen telephone set tests. 
As regards the former, examination of Table XV indicates that extend-
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ing the band substantially improves the accuracy for the low-pass 
filter conditions but decreases the accuracy for the high-pass filter 
conditions. 

The entries of columns 4 and 5, in a sense counterparts of columns 
6 and 7 respectively, indicate what might happen if an EARS were 
built to utilize an artificial voice and an artificial ear which were 
accurate simulations of the human voice a~d ear within the context 
of the orthotelephonic definitions (see Fig. 3), and the system were 
calibrated in conformance with these definitions. Comparing columns 
4 and 6, and 5 and 7, we see that the accuracy improves for the 
Van Wynen telephone set tests and the Fraser tests, remaining about 
the same for the other tests. 

Let us now direct our attention to the difference distributions of 
Tables XV through XIX. These are given at the bottom of the tables 
together with arrows showing the computational methods compared. 
To obtain the difference distributions, differences were obtained be­
tween numerical entries, condition by condition. The first number 
associated with an arrow represents the average difference, a positive 
number signifying that ratings entered in columns at the right-hand 
tip of the arrow are numerically larger than those at the left-hand tip 
of the arrow. The second number, if given, represents the standard 
deviation of the difference distribution. In many cases, a standard 
deviation is not given because it was found to be of the order of 0.1 
dB, insignificant for present purposes. 

The difference distributions referred to above are summarized in 
Table XXI. Note that there is a set of entries for each different 
transmitter-receiver combination excepting the Steinberg tests for 
which entries are given for each of the two sensation levels. 

Column 1 of Table XXI indicates that the graphical method results 
and computation method results differ very little except, as was noted 
in discussion of Table XX, in the case of the Steinberg tests with the 
sensation level = 39 dB. Differences in graphical ratings with and 
without spread-of-loudness included are also seen to be relatively 
small from entries of column 2. Entries of column 3 show that the 
change in ratings due to changing the reference spectrum bandwidth 
from 250-4000 Hz to 100-5000 Hz is essentially a constant, although 
some slight variation from test to test is apparent. 

The remaining columns, 4 through 7, show that (i) measuring system 
band\vidth differences and (ii) orthotelephonic versus artificial voice/ 
6-cina coupler differences are highly dependent on transmitter-receiver 
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combinations. These differences appear to fall into two categories: 
(i) the Steinberg and Van Wynen linear system tests and the reference 
system of the Fraser tests for all of which linear, but different type, 
transducers were used; (ii) the Van Wynen telephone set and tie line 
tests and the test system of the Fraser tests for all of which nonlinear 
transducers were used. The transmitter and receiver types were identical 
(although the specific transducers were different) for the reference 
telephone set of the Van W ynen telephone set tests, the Van W ynen 
tie line tests, and the test system from the Fraser tests. 

That the difference distribution standard deviations are relatively 
small and there seems to be a strong dependence of average difference 
on transmitter-receiver combination, suggests the possibility of apply­
ing correction factors to ratings computed by one method, e.g., the 
EARS method, to obtain ratings for some other method, e.g., the 
computational method. The average differences summarized in Table 
XXI represent these correction factors. 

Returning to Table XX, we note rather large errors in some cases 
with the EARS method (see column 7) while the errors for the com­
putation method are rather small (see column 1). Obviously, applica­
tion of correction factors to the Steinberg, Van Wynen linear system, 
and Van Wynen tie line tests will not improve the EARS method 
error distributions since in each of the tests, the particular trans­
mitter-receiver combination was common to' the test and reference 
channels. 

Different transducers were used in the test and reference channels 
of the Van Wynen telephone set tests and the Fraser tests. Let us 
examine the effect of application of correction factors to column 9 
entries of Tables XVII and XIX on error distributions. The correc­
tion factors can be obtained from Table XXI. When the appropriate 
entries of column 9 of Tables XVII and XIX are so converted, the 
error distribution for the Van Wyncn telephone set tests is changed 
from one with average = 2.5 dB, (]' = 1.0 dB to average .= 0.3 dB, 
(]' = 1.5 dB comparing favorably to the column 3 values (Table 
XVII). Similar values for the Fraser tests are average = -6.5 dB, 
(]' = 1.2 dB before correction, average = 0 dB, (]' = 1.3 dB after 
correction, comparing favorably to the column 3 values from Table 
XIX for which average = 0.2 dB, (]' = 0.9 dB. 

Review of preceding discussion and the information contained in 
Tables XV through XXI indicates that the EARS provides a simple 
and reasonably accurate method of measuring telephone connection 
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loudness loss. For a telephone plant utilizing telephone sets of a single 
design, or of several similar designs, loudness ratings determined 
following the EARS procedure can provide an effective tool in telephone 
transmission engineering. In situations where the plant utilizes some­
what different telephone set designs, it appears that reasonably good 
design can result from using the EARS method to determine perform­
ance with the individual set designs. Comparisons between designs 
may then be made by application of correction factors. Determination 
of these correction factors can be a time consuming and difficult task 
as is evident from consideration of the orthotelephonic and artificial 
voice/6-cm3 coupler response definitions of Figs. 3 and 16 respectively, 
but it is worth noting that such correction factors need be determined 
only once for each transmitter-receiver combination mounted in a 
particular handset configuration. 
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A systemwide survey of the performance of Bell System toll connecting 
trunks was undertaken in 1966. Various results of this survey have been 
used in other studies since that time. This paper collects the main results 
in a single writing. The sampling plan and measurement procedures 
are discussed briefly. Measurement results are presented in distributional 
form and as estimates for the transmission parameters relating to loss, 
message circuit noise, impulse noise, relative envelope delay, P / AR, 
harmonic distortion, and physical characteristics. Some results are pre­
sented separately for major facilities and facility categories. 

1. INTRODUCTION 

The Bell System telephone network consists of a hierarchy of trans­
mission facilities available for connecting one subscriber to another. 
These include the loops from the subscribers to their local telephone 
office, toll connecting trunks from the local to the toll office, and inter­
toll trunks between these toll offices. Clearly, the transmission per­
formance of a toll connection is affected by each part of this built-up 
connection. Overall measures of performance have been reported in 
previous connection surveysl.2 and there has been a recently completed 
1969-70 Connection Survey.3-S There is a concurrent need for detailed 
knowledge of the specific parts of toll connections. This information 
finds important applications in the setting of trunk objectives for 
the various transmission parameters, and in the effort to simulate, on 
a computer, a model of the Bell System transmission network. To this 
end, this paper reports various popUlation estimates of the transmission 
performance of toll connecting trunks, based on a systemwide survey 
undertaken in 1966. Individual portions of this information have been 
used separately, and this paper serves to bring all the results together 
in a single document. To the author's knowledge, these data represent 
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the only published estimates of toll connecting trunk performance. 
Although the mixture of facilities has changed with time, estimates 
of parameters for individual types of facility are expected to be rea­
sonably stable. 

A toll connecting trunk is defined as any trunk connecting an end 
office (class 5) with a toll office (class 4, 3, 2, or 1). For purposes of 
this paper each toll connecting trunk consists of the trunk facility 
and any office equipment associated with the trunk. The office equip­
ment may be attenuation pads, hybrid transformers, repeating coils, 
etc. Figure 1 shows the various types of toll connecting trunks used 
in the Bell System. 

In general, a toll connecting trunk consists of switching equipment 
at both ends and transmission facilities in between. Consistent with 
their application to trunk transmission objectives studies, trunks are 
measured on a switch-through-switch basis (see Fig. 2). This enables 
one to use these data in constructing estimates for overall connections. 
In toll offices measurements are made from a toll testboard, master 
test frame,or an outgoing trunk (OGT) board. In the end offices the 
testing is done from a master test frame or OGT board. Thus, the trunk 
includes (besides the actual facility of two-wire or four-wire voice­
frequency cable, or carrier channel) the trunk circuit, repeating coils, 
four-wire terminating sets, and switching equipment, etc. 

The toll connecting trunks in the survey were measured for the 
following transmission parameters: 

(i) 1000-Hz loss 
(ii) Frequency response 
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Fig. I-Types of toll connecting trunks. 



TOLL CONNECTING TRUNKS 2743 

ORIGINATING OFFICE TERMINATING OFFICE i--------------1 TRANS- 1--------------, 

I I MISSION I : 

tt
l OFFICE TRANS- i FI~;~~- II TRANS- OFFICE JIll 

EQUIP- MISSION MISSION EQUIP-
MENT EQUIP- EQUIP- MENT I I MENT I VOICE I MENT 

I I FRE.- I I 
I I QUENCY I II 

CABLE 
I I OR I TEST I 
I POINT I CARRIER I POINT I 

L---r----------~ L------------r~ 
~----- TOLL CONNECTING TRUNK-AS MEASURED -----~ 

Fig. 2-Composition and testing arrangement. 

(iii) Relative envelope delay 
(iv) lVlessage circuit noise 
(v) Impulse noise 

(vi) P / AR meter readings 
(vii) Harmonic distortion 

(viii) Level tracking on compandored facilities. 

All measurements were made in both directions of transmission with 
the exception of impulse noise. It was measured only incoming to the 
class 5 office. The frequency response and relative envelope delay were 
measured at 17 frequencies from 200 to 3400 Hz. Bell Laboratories 
personnel carried out these measurements, with one person at each 
end of the toll connecting trunk. 

In addition to actual measurements, information about trunk length, 
type of switching, and type of facility used for the toll connecting 
trunk was obtained from office records, such as circuit layout cards. 

There are many different facilities in use as toll connecting trunks 
in the Bell System. This survey encountered several separably iden­
tifiable types of facilities and, where there was a significant sample, 
results are given for these facility subclasses. 

II. SAMPLING PLAN 

The sampled population consisted of all the Bell System toll con­
necting trunks in the continental United States and Canada. Although 
the exact number was not known, it was estimated that there were 
about 800,000 toll connecting trunks in service in 1966. 

The sample of toll connecting trunks of this survey consisted of 
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150 trunks from 15 end offices, each having less than 400,000 annual 
outgoing toll messages (AOTIVI), and 242 trunks from 25 end offices 
each having more than 400,000 AOTM. These 392 trunks were measured 
for most parameters in both directions, thus yielding 784 population 
elements in the sample. 

The sample design consisted of a two-stage plan with first-stage 
stratification and with the primary units selected with probabilities 
proportional to a measure of size. (See Refs. 6, 7, or 8 for a general 
discussion of sampling plans of this type.) The primary units were 
Bell System end office (class 5) buildings. These end offices were strat­
ified into two disjoint subpopulations, according to the number of 
annual outgoing toll messages originating in the end office. This was 
done because a pilot survey in 1965 indicated that large end office 
buildings usually have shorter toll connecting trunks than small end 
office buildings. The large end offices also tend to use voice-frequency 
cable (VF) toll connecting trunks rather than carrier. By stratifying 
the population into two groups that tend to internal homogeneity 
one can more efficiently procure the necessary estimates with the 
desired precision. The confirmation of this rationale will be borne 
out in a later section discussing the physical characteristics of toll 
connecting trunks. 

The frame for the first-stage sample was a list of the 9052 Bell System 
end office buildings in service on January 1, 1964. These end office 
buildings were divided into two subpopulations, according to whether 
they originated 400,000 AOTIVI or not. From stratum 1 of end office 
buildings with less than 400,000 AOTl\1, 15 end office buildings were 
selected. From stratum 2, twenty-five end office buildings were selected. 
Each end office building was assigned a probability of selection propor­
tional to its AOTl\1. This measure of size had been used for the first­
stage selection of offices in the concurrently conducted toll connection 
survey,2 and practicality deemed its use again for the toll connecting 
trunk survey. There is a strong correlation between the AOTM and 
the number of toll connecting trunks in an end office building. The 
sampling of end office buildings in each primary stratum was performed 
independently. 

For the second stage of sampling a listing of all toll connecting trunks 
in each primary unit (i.e., the selected end office building) was obtained. 
For controlling the complexity of the survey, a three-day visit was 
planned for each office. This practical constraint indicated the ability 
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to measure 8 to 12 trunks in each office. Therefore, where possible, 12 
toll connecting trunks were chosen by simple random sampling, inde­
pendently in each primary unit. The toll connecting trunks thus selected 
become the second-stage units of the sample design. 

It is possible for an end office to have trunks to more than one toll 
office building, requiring the tester at the toll office end of the trunks 
to travel to more than one building. The goal of testing 8 to 12 trunks 
from each end office was met except in three offices. In one office, only 
seven toll connecting trunks existed, and in the other two offices practical 
difficulties arose to limit the measurements to seven and five trunks. 

The data analysis consisted of using estimation formulas appropriate 
for the sample design described previously. These formulas yield esti­
mates of population parameters (i.e., mean, variance, standard devia­
tion, and gO-percent confidence intervals) based on the sample data. 
The estimates are weighted to account for the structure of the sampling 
plan, with its stratification and selection proportional to a measure of 
size. Probability sampling of this type has the distinct advantage of 
providing estimates of the important characteristics of the population 
from which we sample, and at the same time providing a quantitative 
measure of the sampling error. 

III. PHYSICAL CHARACTERISTICS 

For each of the toll connecting trunks of the sample a record was 
obtained of some of its physical characteristics. This included the route 
length of the trunk, the type of switching at each end of the trunk, 
and the type of facility comprising the trunk. From these data, estimates 
were made of trunk length distributions, facility composition of toll 
connecting trunks, and percentages of different switching machines 
used. 

3.1 Trunk Length 

The trunk length distribution is shown in Fig. 3. A substantial amount 
(21 percent) of the trunks are intrabuilding trunks resulting from the 
end office and toll office being in the same building. In these cases 
the toll connecting trunk usually consists of a 2-dB pad and switching 
equipment in tandem with a short length of cable. 

Basically, toll connecting trunks span short distances. About half 
the trunks are less than 10 miles long, and only 10 percent of the trunks 
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are longer than 30 miles. However, there were two trunks in the sample 
that were 151 miles long. This resulted from indirect geographic routing 
which added about 100 miles to their actual length. 

As previously mentioned, the survey sample had a primary stratifica­
tion based on the belief that large and small offices were significantly 
different with regard to the types and length of the toll connecting 
trunks associated with them. These differences are corroborated in 
Table I which shows the estimated length and type of facility in large 
and small offices. The metropolitan offices (i.e., large, over 400,000 
AOTl\1s) tend to have toll connecting trunks much shorter than those 
in small offices, and they utilize voice-frequency cable to a much 
greater degree than the small offices. 

A finer relationship between trunk length and type of facility is 
shown in Table II, in terms of three specific length intervals, 0-15, 
15-30, and over 30 miles. The estimated percentage of each facility 
type used within each interval is given. 

3.2 Facility Composition 

The sample of 392 trunks contained many different facilities. Those 
types appearing sufficiently often to be estimated reliably are shown 
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in Table III. The percentages of both categories of facilities and single 
types of facilities are estimated in Table III. 

3.3 Switching lY[ achines 

The toll connecting trunk encounters some type of switching at 
both the end office (class 5) and the toll office (class 4 or higher). In 
this survey we noted the type of switching machine used at each end 
of each toll connecting trunk in the sample. The numbers of the type 
of switching machine used are classified by end office, toll office, and 
stratum, and are given in Table IV. There were 40 end office buildings 
and 66 toll office buildings in the survey, with some office buildings 
having more than one type of switching system. 

It should be noted that these numbers of switching machines are 
only the types of switching that were found with the toll connecting 
trunks of this survey. They should not be taken to accurately represent 
the distribution of switching machines in the Bell System, since the 
basic population element that was sampled in this survey was a toll 
connecting trunk and not a switching machine. Also, even though the 
end office buildings of the primary strata selections may be related to 
switching machines, the same can not be said of the toll offices. In 
many cases, all the trunks from an end office home on the same switch­
ing machine in the toll office, thus biasing any estimates at the toll 
office. 

At the toll offices there is a sizable amount of switching designated 
as "switchboard." This category is composed of those trunks for which 
the transmission measurements were made at a switchboard. Therefore, 
this category includes toll switching, recording-completing, and operator 
office trunks (see Fig. 2). This category does not constitute manual 
switching, where all of a customer's calls to the toll office have to be 
handled by an operator at a switchboard. In all the toll offices associated 
with this classification there also was a switching machine. This type 
of switching machine could have been used as an alternative designa­
tion to the switchboard classification. (In fact, operator office trunks 
may have a multi pled switching machine appearance, as well as the 
switchboard appearance.) However, since the information recorded 
was to reflect the type of switching actually used by the sampled toll 
connecting trunks of the survey, the switchboard designation was 
chosen. 

In the class .5 end offices encountered in this survey about 54 percent 
of the trunks utilized step-by-step switching systems, and 34 percent 
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used No.5 crossbar. These two types account for the bulk of the switch­
ing machines in use at the class 5 end of the sampled toll connecting 
trunks. At the toll office, crossbar tandem systems were used most 
frequently, followed by step-by-step systems and switchboards (with 
the conditions mentioned above defining switchboards). 

IV. TRANSMISSION LOSS 

4.1 Frequency Response 

The loss of toll connecting trunks was measured at 17 frequencies, 
from 200 to 3400 Hz. The measurements were made switch-through­
switch as shown in Fig. 1. At each frequency a tone at 0 dBm was 
transmitted over the trunk and measured at the receiving end with a 
25A Gain and Delay IVleasuring Set. This procedure was repeated for 
each direction of transmission over the trunk. Since the design of the 
measurement equipment precluded measuring losses greater than 31 dB, 
it was not always possible to measure some trunks at the higher fre­
quencies. This was the situation in particular on carrier facilities, 
such as N1, ON, and Lenkurt. For losses greater than 31 dB, the value 
of 31 dB was used. This provides a conservative estimate of the mean 
loss, but is more realistic than simply eliminating these readings. Also, 
this effect occurred only at 3300 and 3400 Hz, and only on some carrier 
facilities. 

The frequency response statistics for all the toll connecting trunks 
in the survey are shown in Table V. The results show the mean and its 
associated gO-percent confidence interval, and an estimate of the 
standard deviation for each distribution that is considered. Table V 
also shows the loss estimates for the two types of facilities, carrier 
and voice-frequency cable, used by toll connecting trunks. It appears 
that the loss responses for both types of facilities are similar throughout 
most of the voiceband, with the carrier facilities having a sharper 
cutoff at the high and low frequencies. 

4.2 Loss Relative to 1000 Hz 

For the individual types of facilities it is useful to present the loss 
relative to 1000 Hz. This enables one to see the loss characteristics 
of the facility itself more readily than examination of the absolute 
value of loss does, since different loss design procedures are encountered 
among the many trunks. Table VI shows the loss relative to 1000 Hz 
for the more commonly used carrier facilities. Table VII shows the 
loss relative to 1000 Hz for the major VF facilities. 
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v. NOISE 

The term noise is applied to a variety of electrical phenomena, all 
of which are unwanted additive signals and tend to interfere with the 
transmission of information. There are numerous sources of noise, some 
man-made and some not. NIan-made noise is generated by power 
supply hum, faulty contacts, electrical apparatus, quantizing errors, 
etc. The noise from non-man-made sources can originate within or 
without the systems under measurement. All systems are prone to 
thermal noise from the random motion of electrons in conductors, 
as well as to atmospheric electrical disturbances. 

The effects of these forms of noise depend, in part, on the type of 
signal being transmitted over the telephone communication channel. 
For analog speech signals the average power of the noise is of primary 
concern. Interference from many noise sourc~s contribute to this type 
of noise, referred to as "message circuit noise." However, data signals 
suffer more severely from noise voltage peaks (whether of short or 
long time duration), which are classified as "impulse noise." A different 
procedure is used to measure these two noise parameters and each is 
reported separately in the following sections. 

5.1 Message Circuit Noise 

The level of background noise \vas measured using the 3A Noise 
l\1easuring Set (hence, the name 3A noise) with both C-message and 
3-kHz fiat weighting networks. 9 The noise measurements were performed 
for both directions of transmission on the trunk. The measurements 
were made during the normal business day. 

A summary of the noise measured with C-message weighting and 
3-kHz fiat weighting is shown in Table VIn in terms of the mean and 
its 90-percent confidence interval, and standard deviation. Estimates 
for specific facilities and groups of facilities are included where there 
were sufficient data for useful statistics. 

It can be observed that in all categories the 3-kHz flat noise level 
is higher than with C-message weighting, since the 3-kHz fiat weighting 
does not attenuate the low frequencies nearly as much as C-message 
weighting. The fiat noise on voice-frequency facilities was slightly 
higher than on carrier, probably because carrier systems have a higher 
cutoff frequency at the low end of the frequency band, below which 
nothing is transmitted. 

The estimates of flat noise were significantly affected by the direc­
tion of transmission being observed. A subclass analysis based on this 
characteristic showed that average flat noise measured incoming to 
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the end office (class 5) was considerably higher than that incoming 
to the toll office end of the trunk. Estimated statistics for the parameter, 
0, defined as the end office flat noise minus the toll office flat noise, 
are given in Table IX. The difference in noise levels is more pronounced 
on voice-frequency cable facilities than on carrier facilities because 
there is less low-frequency energy transmitted on carrier facilities, 
in either direction, due to the action of channel filters. 

Since the end office noise level is higher it suggests that its noise 
environment is worse than that of the toll offices. This could be due 
to extraneous low-frequency components (primarily 60 Hz and its 
harmonics) generated by office battery and other power plants. Reason­
ing that larger offices have more noise-producing loads one would expect 
the larger end offices (strata 2) to have higher average noise levels 
than the small end offices (strata 1). This is borne out in Fig. 4, where 
a difference of about 6 dB is observed. There is further support for 
these hypotheses in comparing the toll office flat noise of toll connecting 
trunks with the toll office flat noise of short intertoll trunks10 (0-62.5 
miles). The result, with gO-percent confidence limits, is shown in 
Table X. 

The data for 3A noise with C-message weighting were also analyzed 

95~--------------------------~----~---~ 

90 
<{ 
(f) 
(f) 

~ 80 
III 
<{ 

VI 70 
"0 

0 60 
z 
~ 50 

:r: 40 
V) 
w 
~ 30 
u. u. 
o 20 
u. o 
t-
dJ 10 
u 
c::: 
w 
a. 5 

~~5----~----~----~--~~--~----~--~30 

Fig. 4-3A noise with 3-kHz flat weighting. 



TOLL CONNECTING TRUNKS 2751 

with respect to trunk length. For this purpose six mileage bands were 
chosen, with each succeeding band being a doubling of the previous 
interval. The "double distance" criterion is chosen since previous 
studies1.2.1o have shown a linear relationship between noise and double 
distance on toll connections. The toll connecting trunks of this survey 
are of relatively short length, but a similar linear relationship is evident, 
as shown in Table XI. Not only is there the effect of longer trunks 
accumulating more noise, but it should be recalled from Section III 
that the longer trunks are predominantly on carrier facilities. Both 
parameters, the length and facDity type, contribute their effect to the 
noise level observed. The flat-weighted noise was independent of trunk 
length. This is still consistent with the past studies of intertoll trunks 
which showed only a very slight increase in flat noise with length for 
the shorter trunks. 

5.2 Background Noise on Compandored Trunks 

Since the syllabic compandor action on carrier facilities introduces 
a large loss to the noise in the absence of speech, a background noise 
reading with a quiet termination is not characteristic of a compandored 
channel in normal use (i.e., with speech present). In order to measure 
C-message weighted noise in a simulated speech condition, a holding­
tone was sent over the trunk in order to adjust the compandor gains, 
and then it was filtered out at the receiving end. 

Measurements were made at four different levels of holding tone, 
in both directions of transmission on the trunk. The 1850-Hz tone 
was supplied by a Western Electric KS-19260 Pushbutton Oscillator, 
at levels of 0, -10, - 20, and - 30 dBm. After the tone was filtered 
out, the C-message weighted noise readings were made. 

Among the compandored toll connecting trunks there were those 
using T1 carrier, a digital system. ll This system uses instantaneous 
compandors which are active whether speech is present or not. The 
1850-Hz holding tone introduced distortion products into the measured 
signal as the fundamental and harmonics of the 1850-Hz tone interacted 
with the sampling frequency of the T1 system. Contrary to analog 
systems, the noise on T1 is mostly quantizing noise introduced by the 
encoder in the terminal, there being relatively small amounts of line 
noise. For these reasons, the T1 data are treated separately from the 
analog data. 

Table XII shows estimates of the mean, its 90-percent confidence 
interval, and the standard deviation of the C-message weighted noise 
as a function of input holding tone power level. A majority of the analog 
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compandored trunks were on N1 carrier, and their characteristics are 
also listed separately. For the analog carrier systems the noise com­
ponents in the terminal equipment are low compared to the line noise. 
Hence, the measurements should reflect the expandor action at the 
near end where the measurements are made. Since a compression 
and expansion ratio of 2 : 1 is being used we would expect a 5-dB change 
in noise level for each 10-dB change in input signal level. For the analog 
facilities there is a ratio of about 10 : 7 between the 0- and -10-dBm 
level inputs, and a ratio of slightly less than 10 : 5 for the level inputs 
between -10 and - 30 dBm. This compares to the theoretical 10 : 5 
ratio for perfect companding action. 

5.3 Impulse Noise 

Impulse noise was measured on a switch-through-switch basis, 
incoming to the class 5 offices. The measurements were made with the 
6F Voiceband Noise l\1easuring Set using C-message weighting. The 
four counters of the 6F Set were adjusted to cover the range of 4 to 45 
counts in the 15-minute recording interval. Then, on each trunk meas­
ured, the recorded impulse counts and associated threshold levels are 
used to interpolate the levels that would correspond to 45, 15, and 4.5 
counts per 15-minute interval. The difference in the two levels that 
yield 4.5 and 45 counts is defined as the slope (in dB per decade) of 
the peak amplitude distribution. (See Ref. 12 for a discussion of these 
parameters.) On compandored facilities an 1850-Hz tone at a level of 
-14 dBm was applied to the trunk in the toll office in order to simulate 
data transmission trunk conditions. At the end office the tone was 
suppressed by a gO-dB band-reject filter with a 50-Hz bandwidth. 

The results presented in Table XIII are estimates of the mean and 
standard deviation of the 45- and 15-count level distributions, with a 
gO-percent confidence interval on the mean estimate. The same esti­
mates are shown for the slope. These data all apply at the switch at 
the receive end of the trunk. The compandored carrier trunks have a 
higher mean impulse noise level, but lower average slope, than the 
voice-frequency cable facilities. A lower slope indicates a narrower 
distribution of peak amplitudes, so that a smaller change in the reference 
count level is required to produce a change by a factor of ten in the 
impulse count. Figure 5 illustrates these points. With the exception 
of the estimates for all toll connecting trunks, the data of Table XIII 
and Fig. 5 result from trunks' of less than 60 miles length. There were 
13 trunks longer than 60 miles, all of them on compandored carrier 
facilities. 
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VI. RELATIVE ENVELOPE DELAY 

2753 

70 75 

In the transmission of complex waveforms a nonlinear phase shift 
characteristic of the transmission medium results in the distortion of 
the signal due to the differing amounts of delay of the different fre­
quencies present in the waveform. This delay distortion can be assessed 
by measuring the relative envelope delay, which is the delay of the 
envelope of a low-frequency amplitude-modulated voice-freqeuncy 
carrier relative to the envelope delay at a reference voice-frequency 
carrier. The relative envelope delay is an approximation to the derivative 
of the phase characteristic, so linear phase would yield constant en­
velope delay. In this survey all the envelope delay measurements are 
relative to 1700 Hz. 

The measurements of relative envelope delay were made using the 
25A Gain and Delay Measuring Set and KS-19260 Oscillator. A pair 
of these was required at each end of the toll connecting trunk, so as 
to measure both directions of transmission. 

The relative envelope delay data were analyzed both for toll con­
necting trunks in general, and for various subclasses of interest. The 
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results show the estimated mean and its associated gO-percent confidence 
interval, and an estimate of the standard deviation of each distribu­
tion considered. Figure 6 presents the relative envelope delay char­
acteristics based on the sample of all toll connecting trunks. This 
reflects the differing influences of different types of facilities. For 
example, the nonloaded voice-frequency cable facilities have essentially 
no relative delay at the higher frequencies, so the relative delay derives 
from the carrier and loaded voice-frequency cable facilities. Also, in 
all cases the office equipment associated with the transmission facility 
is a major contributor to the delay at low frequencies. 6 

The difference in the relative envelope delay between carrier and 
voice-frequency cable facilities is shown in Fig. 7. In general, the 
carrier facilities exhibit more relative envelope delay at the low and 
high frequency band-edges. The estimates for the carrier facilities are 
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only given up to 3200 Hz since excessive loss on the connection above 
this frequency precluded making the envelope delay measurements on 
the NI, ON, and 0 carrier facilities. 

Tables XIV and XV show the estimates of relative envelope delay 
for specific facilities. These subclasses were considered since a sufficient 
number of trunks of each type was measured, and the trunks were 
from a number of different offices. The seven types of facilities tabulated 
represent the facilities more commonly used for toll connecting trunks 
and they comprised about 85 percent of the total sample for this survey. 
Among the carrier facilities the delay on Tl showed the least variability. 
The delay on Nl has been reported in the past6 where Nl was being 
used as an intertoll trunk, and those findings are comparable to the 
values reported here, with Nl now used as a toll connecting trunk. 
Although all the voice-frequency cable facilities exhibit similar delay 
characteristics at low frequencies, there is a marked difference between 
loaded and nonloaded facilities at the higher frequencies. This accounts 
for the higher variances of the VF facilities in the higher frequencies, 
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with the loaded VF facilities contributing most of this variance. The 
estimates of the variance for VF trunks with E6 or E23 repeaters are 
larger than other categories due to the correlation between delay and 
trunk length-the longer trunks exhibiting more delay. For example, 
the E23 measurements came from eight different offices, of which four 
offices supplied shorter trunks (5.3, 5.7, 6.2, 6.7 miles) and four offices 
had longer trunks (10.2, 11.7, 12.8, 16.3 miles). 

In considering toll connecting trunks in general, the correlation 
between trunk length and relative envelope delay is neither significant 
nor consistent. This is due to having many different facilities in the 
total sample and also to measuring the combined effects of office equip­
ment and facility for each toll connecting trunk. Thus, there is only a 
slightly discernible relation between delay and trunk length at low 
frequencies (below 1700 Hz), since office equipment causes the pre­
dominant effect. Above 1700 Hz the "VF Loaded" facilities exhibited 
a significant length correlation. These facilities were for trunks of 
roughly 1 to 18 miles in length. A subclass analysis based on three 
mileage bands is shown in Fig. 8. The gO-percent confidence interval for 
each estimated mean value of delay (above 1700 Hz) is also shown. 

VII. pi AR 

The PI AR (Peak-to-Average Ratio) meter13 measures the ratio of 
the peak and full-wave rectified average values of a low duty-cycle 
pulse train transmitted over a transmission path. Its purpose is to 
provide a measure of the overall transmission distortion that is present 
from many different causes. The PI AR meter is most sensitive to 
envelope delay distortion and is also affected by noise, bandwidth 
reduction, gain ripples, nonlinearities such as compression and clipping, 
and other impairments. The PI AR reading is a indication of the gen­
eral transmission quality of the voiceband channel. In particular, it 
is a measure of the phase linearity of the toll connecting trunk. If 
the PI AR signal were received entirely undistorted the PI AR meter 
would read 100. Distortion normally causes readings lower than 100. 

Four PI AR meter readings were made on each toll connecting trunk 
in the survey. Both directions of transmission were measured, using 
both polarities of the nonsymmetrical PI AR test signal. However, 
since there was no significant difference between readings using the 
normal and inverted polarity test signal, the average of the two was 
used in deriving estimates. PI AR generators now in production have 
eliminated this effect by inverting alternate signals. Table XVI shows 
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the estimated values for the P / AR distributions of all toll connecting 
trunks and a variety of other subclasses based on types of facility. 

It should be noted that different facilities have different distributions 
of P / AR readings, so that the same numerical value may indicate a 
lower than expected reading on one facility but be a higher than ex­
pected reading for a different facility. Hence, a comparison of subjective 
quality between trunks should be made only within a particular facility 
category, and not between categories. In general, comparing P / AR 
readings indicates the relative amount of intersymbol interference to 
be expected in each case. 

Since the P / AR meter reading is affected by envelope delay and 
frequency response it is not surprising that there is a relationship 
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between these parameters and the P / AR readings. In fact, there is a 
high degree of correlation between these characteristics, which implies 
that a trunk's relative performance in any of the three measures is a 
good indication of its general transmission quality with relation to 
other trunks of the same type. 

To show the relationship between P / AR, envelope delay distortion, 
and loss, consider the performance of the more commonly used facilities 
with respect to the three mentioned parameters. Besides the mean 
P / AR reading for a category, the mean loss relative to 1000 Hz (dB) 
and the relative envelope' delay (/-Ls) at 3000 Hz will be used. These 
values for the major identifiable categories are shown in Table XVII. 

Since P / AR, loss, and envelope delay have different underlying 
scales of measurement and unknown distributions, one method of 
measuring their relationship is by a rank correlation test. 14 This measures 
the agreement between the performance with respect to the three 
parameters. The seven categories of Table XVII can be ranked, * as 
follows: 

Delay P/AR Loss 

VF no load 
no rptr 

1 1 1 

VF no rptr 2 2 3 
T1 3 4 2 
N2 4 3 4 
VF loaded 5 5 .5 
VF repeatered 6 6 6 
N1 7 7 7 

This yields a coefficient of concordance14 of 0.96, which is significant 
beyond the 0.01 point (if one feels that such small probabilities are 
significant). There evidently is a very high degree of correlation between 
these three transmission characteristics. In other words, if for a given 
facility one trunk exhibits a "better" P / AR reading than another trunk, 
it is also likely that it will have "better" loss and delay characteristics. 

VIII. LEVEL TRACKING ON COMPANDORED FACILITIES 

Of the 392 toll connecting trunks in the survey, 139 were on carrier 
facilities and these were compandored. These 139 trunks terminated 
in a total of 40 end offices. 

* The number one (1) indicates lowest loss or delay, or highest P / AR reading. 
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Compandor tracking was measured by transmitting an l850-Hz tone 
at each of four power levels (0, -10, - 20, and - 30 dBm) and then 
measuring the received level. l\/Ieasurements were made in both direc­
tions of transmission, using a standard oscillator and the 25A Trans­
mission l\1easuring Set (or 3A Noise Measuring Set for the - 30-dBm 
level). 

The channel net gain for any given input power level can be taken 
as the reference level, and the net gain for other input levels is then 
referred relative to the reference level. For example, Table XVIII 
shows the deviations from channel net gain, relative to a -lO-dBm 
input, at the other input levels. So at each input power, the variable 
of interest is the net gain of that power level minus the net gain at 
-10 dBm. Estimated mean deviations relative to any other power 
level can also be obtained from Table XVIII. 

IX. HARMONIC DISTORTION 

The nonlinearities of the transmission path for the toll connecting 
trunks caused harmonic distortion of the signals being carried. The 
amount of harmonic distortion was determined by sending a 1000-Hz 
tone at each of four power levels (0, -10, - 20, and - 30 dBm) and 
measuring the power level of the received fundamental tone and the 
second and third harmonics. The fundamental was measured with a 
25A Set if above - 25 dBm. Below this level, a 3A Set with C-message 
weighting was used. The second and third harmonic measurements 
used the 3A Set with a narrow bandpass filter, centered at 2 or 3 kHz, 
in place of the C-message weighting network. The measurements were 
adjusted to reflect the loss of the bandpass filters. There was also a 
"measurement floor" to consider due to the sensitivity of the measuring 
equipment. This was determined to be 48 dB (i.e., a fundamental-to­
harmonic ratio of 48 dB) so that harmonics more than 48 dB below the 
1000-Hz fundamental were measured with increasing inaccuracy as 
the level decreased. l\1easurements were made in both directions of 
transmission. 

The estimates of harmonic distortion are shown in Table XIX for 
all the toll connecting trunks measured in the survey. The results are 
presented as signal-to-harmonic distortion power ratios (SID) showing 
means, confidence intervals, and standard deviations. An analysis of 
the data showed that the larger values of distortion (lower SID ratios) 
almost always occurred on compandored systems (i.e., all the carrier 
facilities). The harmonic distortion on the noncompandored trunks 
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(i.e., voice-frequency cable facilities) was usually below the "measure­
ment floor," resulting in only a few accurate measurements on these 
facilities. Hence, they were not analyzed in detail. The results for 
compandored toll connecting trunks (carrier facilities) are shown in 
Table XX. Among these carrier facilities a subclass analysis of the more 
commonly used facilities is shown in Table XXI. The estimates there 
are for the signal-to-distortion ratio, i.e., the total harmonic distortion 
below the fundamental. 

In studying Table XIX and XX one notes that the average distortion 
power is roughly the same for the second and third harmonics. However, 
the second and third harmonic distortion power distribution are dis­
similar, as can be seen from the plot of their distributions in Fig. 9. 
It shows clearly that for the high distortion levels, a greater percentage 
of the trunks have second harmonic power exceeding a chosen level 
than third harmonic power. About 20 percent of compandored facilities 
have a fundamental-to-second harmonic distortion ratio less than 30 dB, 
while only one percent have a fundamental-to-third ratio less than 
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Fig. 9-Second and third harmonic levels in dB below first harmonic (received 
fundamental) for compandored systems-end and toll office data. Input level of 
fundamental = -10 dBm. 
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30 dB. Hence, when the total harmonic distortion is relatively large 
it is usually due to the second harmonic component. This feature is 
also evident in a distribution plot of the second and third harmonics 
for all toll connecting trunks, and implies a positive skewness15 .16 of 
the population of third harmonic measurements. 

X. CONCLUDING REMARKS 

The 1966 survey of toll connecting trunks has supplied information 
on the transmission characteristics of a key part of the built-up con­
nection between subscribers. In addition, when combined with other 
such data, this information has been useful in generating a transmission 
model of the Bell System network. 

Although carried out as a trunk survey, it was possible through 
subclass analysis to derive estimates of the transmission performance 
of toll connecting trunks using specific facilities. These included trunks 
using voice-frequency cable pairs, loaded and nonloaded, and those 
using voice-frequency repeaters, as well as the more commonly used 
short-haul carrier systems, N1 and Tl. These trunk data reflect the 
effects of office equipment as well as those of the facilities. 

Another use of the 1966 survey data has been in making comparisons 
with data from the 1964 Intertoll Trunk Survey.10 Certain subclasses 
of each survey are similar enough to warrant investigation. For example, 
in both cases the trunks of 0 to 15 miles trunk length use voice-frequency 
facilities for about 80 percent of the trunks. Since their makeup is so 
similar their respective estimates for loss, noise, and delay can be 
compared. The agreement of these estimates is very good, and this 
lends mutual confidence to both estimates. The same is true if we con­
sider the collection of trunks 15 to 30 miles long where N1 carrier 
was the predominantly used facility. 

It should be remembered that although these results accurately 
picture the transmission characteristics of toll connecting trunks in 
1966, with the passage of time changes can occur in the sampled popula­
tion. Introduction of new facilities and the uneven growth of others 
are two obvious occurrences which create the need for continual updating 
of transmission data. 
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TABLE I-EsTIMATED TRUNK LENGTH AND FACILITY TYPE IN LARGE 

AND SMALL OFFICES 

Trunk Length 
(Miles) Type of Facility (%) 

Voice 
Office Size Mean ± 90% C.l. Carrier Frequency 

Small «400,000 AOTM*) 
Stratum 1 25.2 ± 11.2 63 37 

Large (~400,000 AOTM) 
Stratum 2 6.7 ± 2.4 19 81 

* AOTM: Annual Out.going Toll Messages 

TABLE II-TRUNK LENGTH VS FACILITY TYPE 

Percent of TCTs in Length Categories 
-

Facility Type 0-15 Miles 15.1-30 Miles Over 30 Miles 

N1 Carrier 5.8 42.0 27.0 
T1 Carrier 10.2 4.6 -
Other Carrier* 1.0 32.1 73.0 
Voice-Frequency Cable 83.0 21.3 -

-- -- --
100.0 100.0 100.0 

* The facilities in this category consist of ON, ON /R, 0, N2, and Lenkurt carrier 
types. 

TABLE III-FACILITY COMPOSITION OF TOLL CONNECTING TRUNKS 

1. Carrier:* 
N1 
T1 
Other t 

Facility Type 

2. Voice-Frequency Cable: 
Nonloaded 
Loaded: 

Loaded, nonrepeatered 
Loaded, E6 repeater 
Loaded, E23 repeater 

Percent of all TCTs 
Mean ± 90% C.l. 

34 
13 ± 8 
8±8 

10 
66 
23 ± 11 
43 ± 13 

6 ± 5 
26 ± 10 

7 ± 6 

* 3% of these are carrier facilities in tandem with a section of loaded voice-fre­
quency cable. 

t The facilities in this category consist of ON, ON /R, 0, N2, and Lenkurt carrier 
types in quantities individually too small for reliable estimates. 
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TABLE IV-SWITCHING USED BY TOLL CONNECTING TRUNKS OF 

SURVEY 

Stratum 1 «400,000 AOTM*)-15 Small End Offices 

At End Office At Toll Office Total Both Ends 

Type Trunks Machines Trunks Machines Trunks Machines 

SXS 120 12 34 4 154 16 
5XB 20 2 48 6 68 8 
SWBD 10 1 24 5 34 6 
XBT - - 32 4 32 4 
4A - - 12 2 12 2 

Total 150 15 150 21 300 36 

Stratum 2 (~400,000 AOTM)-25 Large End Offices 

At End Office 

Type Trunks Machines 

SXS 
5XB 
XBT 
lXB 
SWBD 
4A 
PANEL 

Total 

Grand 
Totals 

Notes: SXS: 
5XB: 
lXB: 

91 
115 
-
25 
-
-

11 

242 

392 

SWBD: 
4A: 
XBT: 

9 
13 
-

4 
-
-

3 

29 

44 

Switchboard 
No.5 Crossbar 
No. 1 Crossbar 
Switchboard 
4A Crossbar 
Crossbar Tandem 

At Toll Office Total Both Ends 

Trunks Machines Trunks Machines 

36 5 127 14 
11 2 126 15 

119 16 119 16 
7 2 32 6 

44 13 44 13 
25 6 25 6 
- - 11 3 

242 44 484 73 

392 65 784 109 

* AOTM: Annual Outgoing 
Toll Messages 



Frequency 
(Hz) 

200 
300 
400 
600 
800 

1000 
1200 
1400 
1700 
2000 
2300 
2500 
2700 
3000 
3200 
3300 
3400 

TABLE V-FREQUENCY RESPONSE OF TOLL CONNECTING TRUNKS 

Switch-to-Switch Loss (dB) 

All Trunks Carrier Facilities Voice-Frequency Cable 

Mean ± 90% C.l. Std. Dey. Mean ± 90% C.l. Std. Dey. Mean ± 90% C.l. Std. Dey. 

8.1±0.8 4.0 11.1 ± 1.3 4.5 6.6±0.6 2.5 
4.6 ± 0.3 1.9 5.4±0.4 2.3 4.2±0.3 1.6 
3.7 ± 0.2 1.6 4.0±0.4 2.1 3.5 ± 0.3 1.3 
3.3 ± 0.2 1.5 3.5±0.4 2.0 3.1±0.2 1.2 
3.0 ± 0.2 1.4 3.0±0.4 1.8 2.9±0.2 1.1 
2.8±0.2 1.4 2.8±0.3 1.7 2.8 ± 0.2 1.2 
2.8±0.2 1.4 2.8±0.2 1.6 2.9±0.2 1.2 
2.9±0.2 1.4 2.9 ± 0.3 1.7 2.9 ± 0.2 1.2 
3.1±0.2 1.5 3.3±0.4 1.8 3.0 ± 0.2 1.3 
3.3 ± 0.2 1.6 3.6±0.4 1.9 3.1±0.3 1.4 
3.5 ± 0.2 1.7 3.7±0.4 2.0 3.4±0.3 1.5 
3.8±0.3 1.9 3.9±0.5 2.2 3.8 ± 0.3 1.7 
4.3±0.3 2.1 4.3 ± 0.5 2.3 4.2±0.4 2.0 
5.6±0.5 3.0 6.1 ± 0.9 2.9 5.3±0.7 3.0 
8.9 ± 1.3 6.1 12.7±3.0 6.8 7.0±1.1 4.7 

12.4±2.1 9.5 19.9±5.2 10.3 8.5±1.5 6.2 
15.2±2.4 11.0 23.4 ± 6.1 10.8 1O.9±2.2 8.4 
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TABLE VI-Loss RELATIVE TO 1000 Hz (dB) FOR CARRIER FACILITIES 

N1 N2 T1 
Frequency 

(Hz) Mean ± 90% C.l. Std. Dev. Mean ± 90% C.l. Std. Dev. Mean ± 90% C.l. 

1000- 200 6.2 ± 0.5 0.4 4.5 ± O.S 1.5 10.7 ± 0.6 
- 300 2.2 ± 0.2 1.2 2.9 ± 1.0 1.7 3.0±0.1 
- 400 1.0±0.2 O.S 1.5 ± 0.6 1.4 1.2±0.1 
- 600 0.6 ± 0.1 0.4 0.7 ± 0.3 0.6 0.3 ± 0.1 
- SOO 0.2 ± 0.1 0.2 0.5 ± 0.3 O.S 0.0±0.1 
-1000 - - - - -
-1200 0.0 ± 0.1 0.2 -0.2 ± 0.1 0.3 0.0±0.1 
-1400 0.1 ± 0.1 0.3 0.2 ± 0.1 0.7 0.1±0.1 
-1700 0.5±0.1 0.5 0.5 ± 0.2 0.7 0.1 ± 0.1 
-2000 0.9 ± 0.2 0.7 0.3±0.1 0.5 0.3±0.1 
-2300 0.9 ± 0.3 1.0 0.9 ± 0.3 1.1 0.5 ± 0.1 
-2500 1.2 ± 0.3 1.2 1.7 ± 1.0 2.7 0.7 ± 0.1 
-2700 2.1±0.4 1.4 1.7 ± 1.1 2.S 1.0±0.1 
-3000 4.S ± 0.5 1.7 2.7 ± 2.1 5.3 1.9 ± 0.1 
-3200 16.S ± O.S 2.5 3.7±2.4 5.3 3.0±0.1 
-3300 - - 3.4±2.4 5.4 3.S±0.2 
-3400 - - 5.3±2.6 5.4 4.7 ± 0.2 

Std. Dev. 

1.6 
0.6 
0.2 
0.1 
0.1 
-

0.1 
0.1 
0.1 
0.1 
0.2 
0.2 
0.2 
0.3 
0.3 
0.3 
0.3 
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Frequency 
(Hz) 

1000- 200 
- 300 
- 400 
- 600 
- SOO 
-1000 
-1200 
-1400 
-1700 
-2000 
-2300 
-2500 
-2700 
-3000 
-3200 
-3300 
-3400 

.' 

TABLE VII-Loss RELATIVE TO 1000 HZ (dB) FOR VorcE-FREQUENCY CABLE 

VF2W Facilities 

N onloaded, No Rptr Loaded, E23 Rptr Loaded, E6 Rptr Loaded, No Rptr 

Mean ± 90% Mean ± 90% Mean ± 90% Mean ± 90% 
C.l. Std. Dey. C.l. Std. Dey. C.l. Std. Dey. C.l. Std. Dey. 

2.5 ± 0.5 1.2 4.1 ± 0.9 1.9 5.2 ± 0.9 2.2 2.2 ± 0.6 1.5 
O.S ± 0.3 0.7 1.1±0.3 0.7 2.1±0.5 1.2 0.5±0.2 0.6 
0.4±0.2 0.5 0.6±0.1 0.5 1.1±0.3 O.S 0.1 ± 0.1 0.5 
0.1 ± 0.1 0.3 0.4±0.1 0.3 0.5 ± 0.1 0.5 0.0 ± 0.1 0.3 
0.0 ± 0.1 0.1 0.0 ± 0.1 0.3 0.2 ± 0.1 0.3 0.0 ± 0.1 0.1 

- - - - - - - -

0.0±0.1 0.1 0.1 ± 0.1 0.4 0.0 ± 0.1 0.3 0.1 ± 0.1 0.1 
0.0 ± 0.1 0.3 0.2 ± 0.2 0.5 0.1 ± 0.1 0.3 0.1 ± 0.1 0.2 
0.1 ± 0.1 0.5 0.3 ± 0.2 0.5 0.1 ± 0.1 0.4 0.3 ± 0.1 0.4 
0.1 ± 0.2 0.6 0.5 ± 0.3 O.S ·0.3±0.1 0.5 0.5 ± 0.1 0.4 
0.2 ± 0.2 O.S O.S ± 0.5 1.0 0.7 ± 0.1 0.5 0.9± 0.2 0.6 
0.4±0.2 0.9 1.2±0.2 0.9 1.3 ± 0.2 O.S 1.2±0.2 0.6 
0.4±0.2 0.9 1.7±0.3 1.2 2.2 ± 0.4 1.1 1.4±0.1 0.7 
0.4±0.2 1.0 3.0 ± O.S 1.5 3.S±0.7 1.9 2.3 ± 0.3 1.3 
0.5 ± 0.2 1.0 5.0±1.5 2.5 6.5 ± 1.2 2.9 3.5 ± 0.3 2.0 
0.5 ± 0.2 1.0 6.S±2.4 3.6 9.0 ± 1.7 4.2 4.6±0.4 2.2 
0.5 ± 0.2 1.0 1l.4±5.1 6.9 13.2 ± 2.6 6.1 6.2 ± 0.7 2.7 
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Facility Type 

Carrier 
N1 
N2 
T1 

All Carrier 
Voice-Frequency Cable 
N onloaded, nonrepea tered 
Loaded, nonrepeatered 
Loaded, E6 repeater 
Loaded, E23 repeater 
All VF 
All TCTs 

TABLE VIII -3A NOISE ON TOLL CONNECTING TRUNKS 

C-Message Weighting 3-kHz Flat Weighting 

Mean 90% C.r. Std. Dev. Mean 90% C.r. 
(dBrn) (dB) (dB) (dBrn) (dB) 

21.2 ±0.9 4.8 34.7 ±2.3 
17.5 - 8.1 38.8 -
16.0 - 3.8 31.9 -
18.4 ±1.7 6.4 33.3 ±1.8 

5.5 ±1.4 4.4 33.5 ±3.1 
9.5 ±4.2 7.8 37.0 ±3.2 

11.3 ±2.1 7.3 35.9 ±3.3 
13.2 ±2.8 6.9 39.4 ±4.4 
9.5 ±1.5 7.2 35.7 ±1.9 

12.5 ±1.4 8.2 34.5 ±1.5 
-

Std. Dev. 
(dB) 

7.6 
7.9 
3.8 
8.0 

14.3 
13.2 
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TABLE IX-3A NOISE WITH 3-KHz FLAT WEIGHTING 

(0 = End Office Noise - Toll Office Noise) 

2769 

Mean 0 90% C.r. Std. Dev. 
Facility Type (dB) (dB) (dB) 

Carrier 
N1 6.1 ±2.9 9.2 
N2 9.0 - 10.9 
T1 3.5 - 10 .1 

All Carrier 6.0 ±2.7 9.9 
Voice-Frequency Cable 
N onloaded, nonre-

peatered 18.7 ±3.4 10.8 
Loaded, nonrepeatered 19.5 ±1.9 4.6 
Loaded, E6 repeater 12.0 ±2.9 9.2 
Loaded, E23 repeater 13.9 ±7.8 12.4 
All VF 15.2 ±2.3 10.4 
All TCTs 12.1 ±2.2 11.1 

TABLE X-3A NorSE WITH 3-KHz FLAT WEIGHTING 

Mean 90% C.r. Std. Dev. 
Survey (dBrn) (dB) (dB) 

1964 ITT Survey 
(0-62.5 miles) 29.4 ±2.0 9.0 

1966 TCT Survey 
(toll offices) 28.7 ±1.4 9.0 

TABLE XI-3A NorSE WITH C-MESSAGE WEIGHTING: 

TRUNK LENGTH ANALYSIS 

Mileage Mean 90% C.r. Std. Dev. 
Category (dBrnC) (dB) (dB) 

0.0- 2.0 5.5 ±1.3 4.3 
2.1- 4.0 9.5 ±0.8 7.9 
4.1- 8.0 12.3 ±1.9 7.3 
8.1-16.0 15.6 ±2.0 6.6 

16.1-32.0 17.3 ±3.0 6.8 
Over 32.0 19.0 ±2.2 7.1 



TABLE XII-C-MESSAGE NOISE AS A FUNCTION OF INPUT HOLDING TONE POWER 

Received Noise Level (dBrnC) 

Analog Systems T1 Carrier 
(Syllabic Compandor) N1 Carrier (Instan taneous Compandor) 

Transmit Level 
(dBm) Mean ± 90% C.I. Std. Dev. Mean ± 90% C.I. Std. Dev. Mean ± 90%* Std. Dev. 

0 39.2 ± 1.8 6.3 41.9 ± 2.1 6.4 46.2 ± 2.0 
-10 32.2 ± 2.0 6.5 35.1 ± 2.2 6.5 39.9 ± 2.1 
-20 27.4 ± 2.0 6.4 30.5 ± 1.9 6.0 30.8 ± 2.1 
-30 22.2 ± 2.1 6.3 25.7 ± 1.7 5.2 21.2 ± 2.0 

-

* Confidence interval not shown because of small sample size. 
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TABLE XIII-IMPULSE COUNT LEVEL DISTRIBUTIONS 

45-Count Level (dBrnC) 

Facility Type Mean ± 90% C.1. 

N1 Carrier 62.8 ± 4.7 
T1 Carrier 57.8 ± 4.3 
VF2W: 

NL,NR 43.8 ± 4.3 
L,NR 44.1 ± 4.2 
L,E6 49.3 ± 1.9 
L, E23 46.8 ± 1.5 

All VF* 46.0 ± 1.9 
All TCTs 49.4 ± 2.0 

Notes: Measurement interval 15 minutes 
L = loaded cable 
NL = nonloaded cable 
NR = nonrepeatered cable 
E6, E23 = E6, E23 repeaters 

* Includes 2-wire and 4-wire 

Std. Dev. 

8.4 
7.6 

10.1 
10.2 
7.0 
6.7 
8.7 

10.2 

15-Count Level (dBrnC) Slope (dB/decade) 

Mean ± 90% C.1. Std. Dev. Mean ± 90% C.1. Std. Dev. 

65.9 ± 4.7 8.4 5.8 ± 1.0 2.1 
58.7 ± 4.3 7.5 2.7 ± 0.2 1.8 

49.5 ± 4.6 11.0 10.3 ± 1.3 3.8 
54.1 ± 4.8 10.9 8.5 ± 2.6 4.3 
52.4 ± 2.1 7.2 5.6 ± 0.6 2.0 
50.4 ± 1.3 6.8 7.1±0.9 3.4 
50.5 ± 1.9 9.1 8.2 ± 0.7 3.9 
53.3 ± 1.9 10.0 7.3 ± 0.8 3.8 
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TABLE XIV-RELATIVE ENVELOPE DELAY OF CARRIER FACILITIES* 

Delay (p.s) 

N1 N2 T1 
Frequency 

(Hz) Mean ± 90% C.l. Std. Dey. Mean ± 90% C.l. Std. Dey. :Mean ± 90% C.l. 

200 3390 ± 155 391 1602 ± 126 271 1707 ± 70 
300 2055 ± 88 232 1245 ± 144 157 1113 ± 66 
400 1134 ± 64 140 773 ± 101 115 683 ± 46 
600 416 ± 36 75 324 ± 43 60 269 ± 12 
800 175 ± 16 47 135 ± 13 47 117 ± 6 

1000 63 ± 16 47 102 ± 27 69 50 ± 5 
1200 27 ± 5 22 69 ± 34 86 15 ± 3 
1400 6± 5 19 17 ± 10 28 o ± 3 
1700 0 - 0 - 0 
2000 17 ± 7 18 41 ± 24 89 9± 1 
2300 82 ± 6 24 30 ± 10 45 33 ± 2 
2500 159 ± 13 40 40 ± 7 12 54 ± 3 
2700 242 ± 13 49 108± 12 76 92 ± 3 
3000 615 ± 19 91 170 ± 9 26 169 ± 4 
3200 698 ± 23 99 201 ± 17 21 212 ± 2 
3300 - - 340 ± 15 53 238 ± 3 
3400 - - 429 ± 5 57 271 ± 3 

-- -----

* Includes office equipment. 

Std. Dey. 

269 
182 
100 
36 
20 
18 
18 
12 
-

7 
10 
19 
9 

15 
18 
18 
16 
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TABLE XV-RELATIVE ENVELOPE DELAY OF VorcE-FREQUENCY CABLE FACILITIES* 

Delay (f.Ls) 

VF2W {N onloaded 
N onrepeatered VF2W-E6 Repeater 

VF2W f Loaded 
VF2W-E23 Repeater l Nonrepeatered 

Frequency Mean ± 90% Mean ± 90% Mean ± 90% Mean ± 90% 
(Hz) C.L Std. Dev. C.L Std. Dev. C.L Std. Dev. C.L Std. Dev. 

200 604 ± 60 202 679 ± 227 505 973 ± 522 700 872 ± 139 280 
300 442 ± 48 159 559 ± 105 304 587 ± 271 400 570 ± 87 219 
400 251 ± 30 92 297 ± 54 186 305 ± 131 217 299 ± 47 121 
600 102 ± 14 39 64 ± 29 83 42 ± 55 87 96 ± 17 47 
800 50 ± 7 21 -4± 26 55 5± 28 76 27 ± 11 25 

1000 28 ± 4 12 -23 ± 21 45 -20 ± 24 38 5± 10 20 
1200 13 ± 2 9 -29 ± 15 34 -41 ± 13 47 -11 ± 9 18 
1400 6± 1 7 -22 ± 9 24 -29 ± 24 57 -10 ± 8 17 
1700 0 - 0 - 0 - 0 -
2000 - 6 ± 2 7 46 ± 16 39 57 ± 26 63 21 ± 13 20 
2300 -10 ± 3 9 116± 36 76 142 ± 80 109 36 ± 17 26 
2500 -11 ± 4 11 177 ± 56 113 212 ± 44 84 70 ± 27 45 
2700 -13 ± 4 12 255 ± 75 156 299 ± 122 181 121 ± 43 68 
3000 -13 ± 5 13 501 ± 148 310 576 ± 188 265 217 ± 68 103 
3200 -9± 5 13 772 ± 229 470 899 ± 347 464 320 ± 126 167 
3300 -8± 5 13 957 ± 309 627 1097 ± 440 577 341 ± 155 224 
3400 -9± 5 13 1018 ± 363 711 1275 ± 601 802 398 ± 266 327 

-- - -

* Includes office equipment. 
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TABLE XVI - P / AR ESTIMATES 

Category 

1. All toll connecting trunks 
2. All carrier facilities: 

Nl carrier 
N2 carrier 
Tl carrier 

3. All voice-frequency cable: 
VF -nonloaded 
VF-loaded 
VF2W -E23 repeater 
VF2W-E6 repeater 
VF2W -loaded, nonrepea tered 
VF4W 

Mean ± 90% C.l. 

93.6 ± 1.3 
90.9 ± 2.2 
88.8 ± 1.7 
96.2 ± 2.6 
96.1 ± 0.7 
95.0 ± 1.7 
98.6 ± 0.6 
93.1 ± 2.5 
92.4 ± 3.8 
92.3 ± 3.8 
97.0 ± 1.8 
92.5 

Std. Dev. 

7.4 
6.9 
6.9 
6.4 
4.7 
7.1 
2.6 
8.0 
6.2 
9.2 
2.8 
4.0 

TABLE XVII-EsTIMATED MEANS OF RELATED TRANSMISSION 

PARAMETERS 

Relative Loss* Relative 
Mean Envelope To 1000 Hz 

Facility Type PjAR Delay (j.l.s) (dB) 

VF: no load, no repeater 98.2 -13 0.4 
VF: no repeater 98.2 36 2.3 
VF: loaded 93.1 475 3.6 
VF: repeatered 92.5 522 3.8 
Carrier: Nl 88.8 615 4.8 

N2 96.2 170 2;7 
Tl 96.1 169 1.9 

* At 3000 Hz. 

TABLE XVIII-COMPANDOR LEVEL TRACKING 

(Estimated Deviations from Net Gain at -IO-dBm Input) 

Input Power (dBm) 

o 
-10 
-20 
-30 

Mean ± 90% C.l. (dB) 

-0.3±0.1 
o 

0.7 ± 0.1 
1.2 ± 0.3 

Std. Dev. (dB) 

0.5 

0.5 
1.2 



TABLE XIX-STATISTICS FOR THE RATIO OF FUNDAMENTAL TO SECOND, THIRD, OR TOTAL HARMONIC POWER 

IN dB (ALL TOLL CONNECTING TRUNKS) 

Transmitted Level (dBm) 

0 -10 -20 -30 

Mean ± 90% Std. Mean ± 90% Std. Mean ± 90% Std. Mean± 90% Std. 
Harmonic C.L Dev. C.L Dev. C.L Dev. C.L Dev. 

Second 47.1 ± 2.4 9.3 48.1 ± 2.8 9.3 48.9 ± 3.0 9.6 48.0 ± 2.9 9.4 
Third 46.6 ± 2.0 9.0 47.9 ± 1.8 7.9 49.0 ± 2.0· 8.2 47.2 ± 2.0 8.4 
Total 43.3 ± 2.3 8.9 44.3 ± 2.5 8.6 45.3 ± 2.8 9.0 43.9 ± 2.7 9.1 

- -- - ------
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TABLE XX-STATISTICS FOR THE RATIO OF FUNDAMENTAL TO SECOND, THIRD, OR TOTAL HARMONIC POWER I~ 

dB (CARRIER FACILITIES) 

Transmitted Level (dBm) 
I 

0 -10 -20 -30 

Mean ± 90% Std. Mean ± 90% Std. Mean ± 90% Std. Mean ± 90% Std. 
Harmonic C.l. Dev. C.l. Dev. C.l. Dev. C.l. Dev. 

Second 36.0 ± 1.2 6.5 37.0 ± 2.9 7.3 37.9 ± 3.9 8.2 38.9 ± 3.1 7.2 
Third 35.6 ± 2.1 6.0 38.2 ± 0.9 5.1 39.4 ± 1.5 5.6 39.2 ± 1.3 5.1 
Total 32.0 ± 1.3 5.2 33.5 ± 2.0 5.5 34.4 ± 3.0 6.6 34.9 ± 2.4 5.8 
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TABLE XXI-SIGNAL-TO-DISTORTION RATIO FOR CARRIER FACILITIES (IN dB) 

Carrier Facility 

N1 N2 ON T1 

Transmitted Mean ± 90% Std. Mean ± 90% Std. Mean ± 90% Std. Mean ± 90% 
Level (dBm) C.l. Dev. C.l. Dev. C.l. Dev. C.l. 

0 28.0 ± 0.5 3.3 38.0 ± 1.0 4.2 32.5 ± 1.0 2.8 34.1 ± 0.2 
-10 33.6 ± 0.6 4.0 38.9 ± 1.6 3.2 35.1 ± 1.2 3.0 29.3 ± 0.5 
-20 36.7 ± 0.6 3.9 38.2 ± 0.8 4.7 35.6 ± 1.5 3.2 28.0 ± 0.4 
-30 37.2 ± 0.6 3.5 37.0 ± 1.1 4.6 36.5 ± 0.6 3.2 30.0 ± 0.5 

--

Std. 
Dev. 

3.7 
4.5 
4.7 
4.0 
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In tMs paper we calculate a lower bound on suppression provided by an 
adaptive echo canceller in either a nonlinear or time variant environment. 
Specifically, we examine the effects on performance of nonlinear echo paths 
described by a Volterra integral equation [equation (18)] or time variant 
echo paths caused by phase jitter on single-sideband suppressed carrier 
systems. 

I. INTRODUCTION 

In a previous paper! we have described the performance of an 
adaptive echo canceller in a linear time invariant environment. Qual­
itatively speaking, the environment in which an echo canceller will 
operate appears to be mainly linear and time invariant; however, 
some echo paths will be nonlinear and/or time variable. Some typical 
causes of nonlinearity are the volume dependent gain in compandored 
circuitst and harmonic distortion in amplifiers and repeaters. Time 
variability, on the other hand, may be caused by spurious modulation 
of the carrier of long-haul single-sideband suppressed carrier systems. 
This is commonly referred to as incidental FM or phase jitter. In cer­
tain cases these anomalies are of sufficient magnitude to degrade the 
performance of an adaptive echo canceller. 

In this paper we examine the operation of an adaptive echo can­
celler studied previously in an ideal environment! in a nonideal 
environment (nonlinear, time variant). We restrict ourselves to non­
linearities which do not possess infinite memory and to time varia­
bility caused by phase jitter. In both cases we derive a lower bound on 
the suppression provided by the echo canceller and empirically verify 

t This problem occurs when the compressor portion of the compandor is not 
perfectly compensated for by the expandor. 

2779 
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our results. For the sake of brevity we restrict our discussion to a 
digital implementation of the type shown in Fig. 1. However, one can 
investigate other implementations of the echo canceller and obtain 
similar results. 

II. GENERAL CONSIDERATIONS AND NOTATIONAL FORMS 

In Fig. 1 we show how an echo canceller would be connected in a 
typical connection. The input signal x (t) produces an echo y (t) cor­
rupted by noise, '( t). An approximation of y (t) , YA (t) , is subtracted 
from the actual echo and noise producing a cancelled echo e (t). Ex­
amining the echo canceller in a little more detail we find that it is 
composed of M digital filters having the set of orthonormal impulse 
responses {Aj,(k)}, and the set of outputs {wi(k)} to input x(k).t 
Every tap has associated with it the adaptive network shown for two 
taps in the figure. From Fig. 1 we conclude that the gain of the ith 
tap at the k + 1 sampling interval is given by 

(1) 

Let us assume that the response of the echo path to x (t) may be 
given in the following form: 

yet) = x(t) * h(t) + t/;(t). (2) 

where h(t) is any square integrable function, (*) denotes convolution, 
and tf;(t) t is any function which is required to make equation (2) correct. 
Qualitatively speaking we see from equation (2) that we are breaking 
yet) into a linear component x(t) * h(t) and a distortion term t/;(t). In 
subsequent sections of this paper we will demonstrate that the nonlinear 
or time variant echo paths that we choose to study yield yet) 's of the 
form of equation (2) . We will therefore first examine the effect of a 
system described by equation (2) on the performance of an adaptive 
echo canceller. We will then calculate tf;(t) for a nonlinear or a time 
variant echo path. 

2.1 The Governing Equation 

Since we hypothesized that h(t) was a square integrable function we 
may represent it by a generalized Fourier series 

00 

h(t) = L C)\i(t) 
i=l 

t x(k) denotes the value of x(t) at the kth sampling interval; also, all sam­
pling is assumed to be at the Nyquist rate. 

t ..p(t) may depend on the absolute time when x(t) is applied. 
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x (t) TO ECHO PATH 

~ FAR END NEAR END. 

where 

e(t)=~(t) -~A(t) + nu 
e(t) = e'(t) + ret) 
CANCELLED ECHO + NOISE 

+ 
FROM ECHO PATH 

Idct)+rct) 
ECHO + NOISE 

Fig. 1-An adaptive echo canceller. 

C i = l rfJ 

h(t)'Ai(t) dt. 

Substituting 2:~=1 Ci'Ai(t) for h(t) in equation (2) we obtain 
rfJ 

yet) 2: CiWi(t) + 1/;(t) 
i=l 

where wi(t) = x(t) * 'Ai(t). 
From Fig. 1 we see that 

M 

YA(t) 2: gi(t)Wi(t). 
i=l 

Therefore, 
M rfJ 

e(t) L ri(t)wi(t) + L CiWi(t) + 1/;(t) + t(t) 
i=l i=M+l 

(3) 
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where 

ri(t) = Ci - gi(t). (4) 

Combining equations (1) and (4) we obtain 

riCk + 1) = riCk) - 1 K 1 wi(k)e(k). 

Squaring the above equation, summing over the M taps of the echo 
canceller, and using equation (3) we obtain 

M M (M t; (r~(k + 1) - r;(k» = - 2 1 KIf,; ri(k)wi(k) ~ ri(k)wi(k) 

+ i=tl CiWi(k) + t/;(k) + ~(k») 

+ 1 K 12 ~ W~(k)( ~ ri(k)wi(k) 

+ i=tl Ciwi(k) + t/;(k) + ~(k) r . (5) 

In order to simplify our notation we make the following three 
definitions: 

00 

O(k) == L: CiWi(k) + t/;(k) , 
i=M+l 

M 

u2(k) == L: w~(k), 
i=l 

M 

v(k) == L: ri (k)Wi (k) . 
i=l 

As a result we obtain 

M 

L: (r:(k + 1) - r:(k» 
i=l 

= - 2 1 K 1 (v\k) + O(k)v(k) + ~(k)v(k» 
+ 1 K 12 u\k) {v2(k) + 02(k) + ~2(k) + 20(k)v(k) 

+ 2r(k)v(k) + 2~(k) O(k)} . 

(6a) 

(6b) 

(6 c) 

(7) 

The above equation describes the performance of the adaptive echo 
canceller shown in Fig. 1 in the environment described by equation (2). 
However, before we can apply equation (7) to the problem at hand 
one final definition is required. We define the average value of a sam-
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pled function f (k) in the interval Qp + 1 ~ k ~ (p + 1) Q as 

-- 1 (p+1)Q 

f(p) = Q k=~+1 f(k) p = 0,1,2, ... (8) 

where Q is the number of samples per interval and is constant. Therefore, 
tcp) may be interpreted as the average value of f(k) averaged over the 
pth interval containing Q samples. Note that for all p the p - 1 and 
p + 1 intervals are adjacent to and do not overlap the pth interval. 

2.2 Choices of \ K \ Which Allow Best Match to the Echo Path Fourier 
Coefficients 

Let us now apply our averaging technique defined by equation (8) 
to equation (7). We will assume that the circuit noise ret) is zero mean, 
with variance u~. Also, we will assume that the noise is statistically 
independent of the other variables in equation (7). This is justified by 
virtue of the fact that we are assuming that K is small. 1 Furthermore, 
we will assume that the number of samples in the pth interval, Q, is 
large enough so that rep) and f2(p) are good estimates of the true mean 
and variance of the circuit noise. As a result of the above we obtain 

M 

I/Q L {rn(Qp + 1) + Q] - r:(Qp+ I)} 
i=1 

= -2 \ K \ v2(p) - 2 \ K \ e(p):;;(p) 

+ 2 \ K \2 e(p)v(p)---;l(p) 

+ \ K \2 -:;;'2(P)V2(p) + \ K \2 U~-:;;'2(p) 

+ \ K \2 7i(p)u\p). (9) 

From (9) it is clear that the sum of the r; is reduced when the right-hand 
side of the equation is negative. t In fact, it is continually reduced until 
the right-hand side of (9) can no longer be negative. Therefore a suf­
ficient condition for convergencet can be written as 

~(p) = \ K \2 [(v(p) + e(p))2u2 (p) + u!u\p)] 

- 2 \ K \ (v2(p) + e(p)v(p)) < 0 (lOa) 

t This may be more easily seen if ~i=lM ri2 is considered to be the magnitude 
squared of a vector whose components are {ri}. In this event the left-hand side 
of the equation is proportional to the difference of the magnitude square of a 
vector at some instant and Q samples earlier. When the right-hand side is 
negative it indicates that the magnitude of the vector is smaller than it was Q 
samples ago. 

t In this paper convergence is taken to mean the reduction of the sum of the 
r,2. 
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or equivalently 

By defining 

we find 

/l'(p) = 1 I{ 1 [(v(p) + ()(p)2U2(p) + U!U\p))] 

- 2(v\p) + ()(p)v(p)) < O. 

B(p) == (V(p) + ()(p))2 U\p) + U!U2(p) , 

D(p) == (V2(p) + ()(p) V(p)) , 

/l(p) = 1 K 12 B(p) - 2 1 K 1 D(p). 

From the above equation it should be clear that 

for 

and 

/l(p) ~ 0 

o < 1 K 1 < 21 D(p) 1 
B(p) 

D(p) ~ O. 

(lOb) 

Therefore we conclude that the echo canceller converges for D (p) > 
o and 0 ~ / K / ~ 2D(p)/B(p). However, since / V(p) / is small in 
the neighborhood of equilibrium, D (p) decreases quicker than B (p) 
and as a result the upper bound on / K / is reduced while convergence 
is taking place. Convergence ceases when 

/ K 1 = 2D(p). 
B(p) 

On the other hand for D (p) < 0 there is no positive choice of K 
which will allow convergence and therefore the canceller diverges until 
D(p) becomes positive and 0 < / K / ~ /2D(p)/B(p) /. As a result the 
best choice of / K / which will allow the most convergence (the smallest 
1 D (p) / and therefore the best match to the Fourier coefficients Ci ) is 
the smallest / K /. Ideally / K / ~ 0 will allow the best match to the 
echo path Fourier coefficients. However, the smaller / K / is made the 
longer it takes for the canceller to converge, and in practice a com­
promise is required between amount and speed of convergence. 

2.3 A Lower Bound on Achievable Suppression 

We have shown previously (Section 2.2) that choosing / K / very 
small will allow the best match of the tap gains Qi (k) to the Fourier co-
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efficients Ci . Taking the limit of equation (lOb) as I J( I goes to zero 
we obtain 

lim ~'(p) = -2(v\p) + O(p)v(p) ~ 0 
IKI->O 

or convergence takes place as long as 

~2(p) > _ O(p)v(p) 

and equilibrium is reached when 

v2(p) = - O(p)v(p). 

A sufficient condition for (11) to be true is 

~2(p) ~ 1 O(p)v(p) I. 

(IIa) 

(llb) 

From the definition of n [equation (8)] and applying the Schwarz 
inequality, we obtain 

1 O(p)v(p) 1 ~ T o (p)v(P)! ~ (-;/(p»!(ii(p»!. 

From the above two inequalities we see that a looser but still 
sufficient condition for (IIa) and (llb) to be valid is 

or 

(12) 

Equation (12) is a sufficient condition to insure convergence in the pth 
interval. We therefore conclude that when I I{ I is made infinitesimally 
small the echo canceller will reduce L ~l ;~(p) at least until: 

(13) 

We will now use equations (l3) and (IIa) and (lIb) to determine 
a lower bound on the achievable suppression. Referring to Fig. 1 we 
define the suppression S as 

_ Jlfp) 
S = 10 loglo =' 

(e' (p» 2 

(14) 

From equations (3) and (6) it may be easily shown that 

e'(k) = v(k) + O(k) 
or 

ee' (p» 2 = ~2(p) + 2-;;(p) O(p) + rl(p). 

Substituting equation (ll b) into the above equation we obtain 
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Also, since 

(e' (p)) 2 ~ I v(p) O(p) I + ri(p) , (15) 

we can apply Schwarz's inequality to the above and obtain 

(e' (p)) 2 ~ (v\p))!(rl(p))! + 02(p). 

Substituting (13) and the above into (14) we obtain 

1/(P) S ;;::: 10 log1o = = S1 . 
- 202(p) 

(16) 

On the other hand, if for a given input signal 

v(p) O(p) = 0, t 

we see from (15) and (14) that 

1/(P) 
8 ~ 10 log1o ri(p) = 8 2 • (17) 

Equations (16) and (17) are lower bounds on the achievable 
suppression which occurs when I K I is chosen to be infinitesimal. For 
any other than infinitesimal I K I the suppression mayor may not be 
less than the values given by the lower bound [(16) and (17)]. How­
ever, as will be seen in a later section of this paper, for the choices of 
I K I which allow reasonable settling times, (16) and (17) do form 
lower bounds on suppression. 

III. NONLINEAR ECHO PATHS 

We will now become more specific and consider the effect of a non­
linear echo path. We will restrict our discussion to a class of nonlinear 
echo paths which possess the following four properties:: 

(i) They are time invariant. 
(ii) They are deterministic. 

(iii) They are "smooth." Qualitatively speaking by smooth we mean 
that the echo path cannot introduce any abrupt or switch-like 
changes in the output. If such a change is evident in the output 
then it must be due to a similar switch-like change in the input. 

(iv) They possess noninfinite memory. That is the memory does not 
depend on the remote past. 

t For example, this occurs when (J and v are independent and one is zero 
mean. As will be seen this is the case for systems exhibiting phase jitter. 

:j: Most echo paths encountered in practice satisfy all the conditions except one 
and these are handled separately in Section IV. 



ADAPTIVE ECHO CANCELLER 2787 

Echo paths which possess the above four properties may be con­
veniently characterized by a Volterra integral equation. 2

- 6 As a result, 
y (t) shown in Fig. 1 is related to x (t) by the equation given below: 

y( t) = l rfJ 

hI (T1)X( t - T1) dT1 

+ l rfJ l rfJ 

h2(T1 , T2)X(t - T1)X(t - T2) dT1 dT2 

+ ~ l rfJ 

••• l rfJ 

hn(T1 ... Tn) D X(t - Ti) dTi (18) 
I 

We may easily place equation (18) in the form of equation (2): 

Comparing the above equation with equation (2) we see that 

As a result we conclude that the bounds given by equations (16) 
and (17) are applicable to any nonlinear system possessing the prop­
erties outlined in the beginning of this section. We need only replace 
() (k) by 

rfJ 

O(k) = 2: CiWi(k) 
i=1If+1 

+ ~ J ... J hn(T1 ... Tn) tJ x(k - Ti) dTi . (19) 
I 

In this case, () (k) is composed of that part of the linear portion of 
the echo path which the echo canceller cannot compensate for due to 
its limited number of taps and the nonlinear portion. 

IV. TIME VARIABILITY 

In this section we are specifically interested in time variability of 
the type predominantly found on single-sideband suppressed carrier 
systems and commonly referred to as incidental FM or phase jitter.t 

t We use incidental FM and phase jitter interchangeably. 
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We will show that the effect of incidental FM on suppression can be 
calculated directly from' the index of modulation, (3, which is easily 
measured. 

4.1 Carrier System, lI!fodel-Assumpiions 

In Fig. 2 we show a block diagram of a typical single-sideband 
suppressed carrier system whose output will be corrupted by phase 

:t (t) y(t) 

Fig 2-Single-sideband suppressed carrier system with phase jitter. 

jitter. We will begin by making the following practical assumptions: 

(i) The input signal x(t) is bandlimited to w •. That is, 

X(w) = jXo(w) for I w I ~ W. t 

1 otherwise. 

(ii) The filter hB(t) is a low-pass filter bandlimited to WB, 

HB(W) = jHBO(W) for I W I < WB where WB > W. + Wi 

1 othenvise. 

(iii) The incidental F1VI is narrow-band Fl\1, 

I (3cp(t) I « 7r /2 V't 

and 

Wi «w •. 
(iv) The filter he(t) is an ideal bandpass filter, at carrier frequencies, 

which passes the upper sideband, 

H ( ) j1 for We ~ I W I ~ We + w. + Wi , We »WB 

e W = 10 otherwise. 

t Capital letters are reserved for functions of frequency, small letters for functions 
of time. 

:. x(t) has the Fourier Transform X(w). 
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(v) The filter hB' (t) is a low-pass filter bandlimited to Wn, 

HB'(W) = {HB'(W) for I w I < WB where WE > Ws + Wj 

o otherwise. 

4.2 Derivation ot the Relationship Between x(t) and yet) 

2789 

Consider Fig. 3 for a moment. H +(w) is an ideal, not physically 
realizable, filter which passes only positive frequencies. That is, 

{
I W ~ 0 

H +(w) = 0 (20) 
w < O. 

cos [wct+{3¢ (tu 

1 

Fig. 3-Mathematically equivalent to Fig. 2. 

and Re ( .) signifies the real part of ('). It may be verified by the 
reader that Fig. 3 is mathematically equivalent to Fig. 2 as far as x (t) 
and y (t) are concerned. Therefore, we will use it for our analysis 
since it reduces the manipulations required. From Fig. 3, 

(21) 

and 

(22) 

Since the second term in equation (22) is a high-frequency term and 
, its effect will be filtered out by the filter hE' (t) we will disregard it. 

Using the assumption 1f3<t>(t) I « 71'/2 we expand ejB<P(t) obtaining 

d(t) = ~~t) (1 + j{3¢(t)). (23) 

Continuing, we obtain for z (t) t 
/'--..... ....-....... 

z(t) = ~[d(t) + j :M] = t@ _ (3¢(t)b(t) + j(b(t) + (3¢(t)~(t)). t (24) 
2 4 4 4 4 

t The reader is referred to Ref. 7 for the proof of equation (24). 
:t: n denotes Hilbert transform of [ . J. 
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Therefore, 

and 

(J(t) 
~ 

1/4(b(t) - (3cj>(t)b(t)) 

/'-... 
yet) = 1/4(b(t)*hB,(t) - (3(cj>(t)b(t))*hB' (t)). 

(25) 

(26) 

Comparing equations (2) and (26) we conclude that they are of the 
same form: 

and 
~ 

1/I(t) = 1/4(3(cj>(t)b(t))*hB, (t). 

As a result the bounds given by equations (16) and (17) are applicable 
with (J (t) giveil by 

00 ./'..... 

O(t) = L CiWi(t) - 1/4(3(cj>(t)b(t)) * hB,(t). (27) 
i=m+l 

However, unlike the nonlinear problem, we may simplify the above 
results considerably as shown below. 

4.3 Simplification of Bound for Systems Displaying -?"'hcidental FM 
If we assume that the basis set {l.'i(k)} is complete we obtain from 

equation (27) that 
~ 

O(t) = - 1/4 (3(cj>(t)b(t))*hB,(t). 

For the situation where incidental FM is present we have found experi­
mentally that quantityv(p)O(p) [see equation (6)] may be safely assumed 
to be zero. Therefore the bound S2 given by equation (17) is applicable. 

For bandlimited signals sampled at the Nyquist rate, 

-~() lim 1/ Tl iTl y2(t) dt 
y p "'" Tl-+00 0 • 

8'(P) ~ !:~ 1/ T, t O'(t) dt 

Since the effect of incidental FM on the circuits that we are dealing 
with is a second-order effect and is quite small, it is reasonable to 
assume that 

~ 

1 bet) * hB,(t) 1 » 1 (3(cj>(t)b(t)) * hB,(t) I· 
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Therefore, 

i Tl 1 (i T1 
) ~~! 1/T1 0 y2(t) dt ~ 16 ~~! 1/T1 0 (b(t) * hB,(t))2 dt 

resulting in 

2( ) 1 lim 1/T1 iTl [bet) * hB,(t)]2 1 l w8

+

Wi

. Sy(W) dw 

~,;) ~ ~' !:~;:~~:, t [;<1>(;);;(;» * hE,(t)]' dt = ?i --~-"-':~-'-~'.!..-: -S-9(w-)-d-w 

(28) 

where Sy (w) and So (w) are proportional to the power spectral density 
of y (t) and (j (t) respectively. 

We will now show that the two integral expressions in (28) are 
approximately equal. In the frequency domain we have 

Sy(w) = 1 B(w) 12 1 HB'(W) 1
2, 

~ 

S9(W) = 1 ~[cJ>(t)b(t)]HB'(W) 12 t (29) 

/'..... 
= 1 ~[cJ>(t)b(t)] 12 1 H B'(W) 12. 

The Hilbert transform does not affect the magnitude of the Fourier 
transform. As a result we obtain 

(30) 

We will now apply assumption iii and assume that the phase jitter 
function cf> (t) is a cosine wave,~ 

cJ>(t) = cos W jt 

where Wj is typically either 60 Hz, 80 Hz, or 120 Hz. Equation (30) 
then becomes 

So(W) = '1/4 1 B(w - Wi) + B(w + Wi) 12 1 HB'(W) 12. (31) 

Since the effect of cf> (t) is only to shift the spectrum B (w) to the 
right and left a very small amount§ relative to its bandwidth,§ it 
should be clear from equations (29) and (?1) that 

t 5'[4>(t)b(t)] indicates the Fourier transform of 4>(t)b(t). 
~ In practice this is a. good assumption. 
§ Recall w. » WJ • Typically w. is 3500 Hz and WJ ~ 120 Hz. 

(32) 
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Using equations (28) and (32) in (17) we obtain 

1 t 

S ~ 20 loglo ~. (33) 

Equation (33) is what we have been striving for; it relates achievable 
suppression to the modulation coefficient of the unwanted incidental 
FM for an echo canceller with a complete basis set. 

V. EMPIRICAL RESULTS 

5.1 Time Variant Systems (Incidental FM) 

Since it is difficult to accurately create a desired amount of inci­
dental FM on a working L carrier system, an analog simulation 
was used. For all practical purposes it is identical to a real system. 
The only difference is that it allows a controlled amount of incidental 
FM to be inserted. 

We chose flatly weighted noise bandlimited to 4 kHz as our input 
signal. A digital tape was made of the input and output of the L 
terminal simulator and this tape was used as input to a computer 
simulation of the adaptive echo canceller shown in Fig. 1. The results 
are shown in Fig. 4. 

From Vig. 4 we see that there is good agreement between the 
empirical results and the analytical results for peak-to-peak phase 
jitter angles above 4 degrees. Below 4 degrees the echo canceller per­
formance is limited by the fact that it utilizes a finite number of 
taps. Recall in our derivation of equation (33) we assumed that the 
echo canceller employed a complete basis set (i.e., infinite number of 
taps). This assumption begins to fail in the vicinity of 4 degrees peak­
to-peak phase jitter and the performance of the echo canceller be­
comes limited by the incompleteness rather than by the incidental FM. 

5.2 Nonlinear Systems 

In order to verify our results we simulated the nonlinear echo path 
shown in Fig. 5. We used various combinations of input signals and 
feedback gain constants IKI and in all cases the results were com­
parable to those shown in Table I for a white noise input. 

A word of explanation is needed to clarify Table 1. Suppression was 
calculated according to equation (14). The sampling rate was 0.1 
ms and the averaging interval, Q, consisted of 501 samples, i.e., a 
50.1-ms interval.:t Forty such averages were computed during the two-

t (3 must be in radians. 
:t See equation (8). 
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Fig. 4-Time variant simulation. 
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18 

second time period after the settling time had elasped. The minimum 
and maximum suppression shown are those of the forty calculated 
suppressions, and the average suppression shown is the ensemble 
average of the forty calculated suppressions. 

For all variation of input signals and feedback gain constants 
tested, we found that 82 was 3 dB closer to the actual suppression 
than 8 1 and within 5 dB of the actual suppression. However, as ex­
pected, the echo canceller always performed better than either bound. 

VI. CONCLUDING REMARKS 

We have obtained lower bounds on the suppression provided by an 
echo canceller in either a nonlinear or time invariant environment. 
Although theoretically the bounds are only valid when an infinitesimal 
feedback constant is used, we have found empirically that they apply 
for any practical choice of feedback gain constant. If one were able 

3 
oct) = L an [Z(t) ] n 

a1 = 0.684 

a2 = 0.0211 

a3 = 0.0361 n=1 

Fig. 5-Nonlinear simulation. 
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TABLE I-WHITE NOISE INPUT SIGNAL 

Feedback gain IKI 
Settling time 
Actual achieved suppression in dB 
Bound 8 1 [equation (16)] 
Bound 8 2 [equation (17)] 

5.1 X 10-3 

1.0 second 
Min. = 18.2, max. = 22.1, ave. = 20.4 
Min. = 10.6, max. = 15.1, ave. = 13.7 
Min. = 13.6, max. = 18.1, ave. = 16.7 

to measure the time variability of echo paths or to measure echo paths 
and then to separate the response into the linear and nonlinear por­
tions [equation (18)], one could predict the minimum achievable 
suppression. Measurement of nonlinear echo paths has been the subj ect 
of study of others.s

,!) 

For a nonlinear environment we have found that the nonlinear 
portion of the response and hence the lower bounds are dependent on 
the input signal. As a result, if this method is going to be used to pre­
dict the performance of an echo canceller for a speech input signal, 
it will be necessary to design an interrogation signal which possesses 
some of the same properties as does speech (syllabic rate, power 
level, peak-to-rms ratio, etc.) 

The derived equations which relate the effect of incidental FM on 
suppression for the single-sideband suppressed carrier systems are 
sufficiently general to provide lower suppression bounds for different 
or more complex systems which exhibit incidental FM. One must 
merely know an effective index of modulation, (3, measured between 
the input and the output. The calculations for more complex systems 
are rather involved and have been omitted. 

Laboratory simulated echo cancellation for a nonlinear echo path 
and for an echo path with incidental FM produced cancellations some­
what better than the calculated lower bounds. Knowledge of the type 
of nonlinearity or time variability in the echo path environment may 
permit one to empirically increase the lower bounds derived in this 
paper. 
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Some Considerations on the Application 
of the Volterra Representation of Nonlinear 

Networl(s to Adaptive Echo Cancellers 
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In this paper we apply the Volterra representation of nonlinear systems 
to the echo control problem and propose a generalized adaptive echo canceller 
which compensates for nonlinear echo paths. We prove that the proposed 
echo canceller converges and reduces the echo to zero and finally we suggest 
other applications for the system. 

I. INTRODUCTION 

The Volterra functional representation of a nonlinear system is a 
generalization of the well known convolution integral used for linear 
systems. The validity conditions for the Volterra model are suffici­
ently weak to be satisfied in many practical applications. 

In this paper we apply the Volterra representation to the echo con­
trol problem and propose a generalized adaptive echo canceller which 
compensates for nonlinear echo paths. We prove that the proposed 
echo canceller converges and reduces the echo to zero in the absence 
of noise. 'Ve also suggest other applications for the adaptive echo 
canceller presented. 

II. THE VOLTERRA FUNCTIONAL REPRESENTATION OF A NONLINEAR 2-PORT 

For linear systems it is well known that the impulse response com­
pletely determines the input-output relationship. The output signal, 
y (t), is functionally related to the input, x (t), by the convolution 
integral, 

yet) = i: h(r)x(t - r) dr, (1) 

where h (t) is the system impulse response. It has been demonstrated 
by other investigatorsl

- 3 that nonlinear systems, whose outputs do 

2797 
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not depend on the infinite past, obey a more general functional rela­
tionship, 

y(t) = ho(t) + L: hl( Tl)X(t - Tl) dTl 

+ i: i: h2(Tl , T2)X(t - Tl)X(t - T2) dTl dT2 

+ ~ i: ... i: hn(Tl , ... , Tn) n X(t - Ti) dTi . (2) 

This is an extension of the familiar power series representation of 
a memoryless nonlinear system and provides for the system to have 
memory. It is applicable to all nonlinear systems whose outputs de­
pend on the remote past to a vanishingly small extent. For example, 
it is not applicable to hysterisis and/or switching systems. The terms 
of (2) were first studied by Volterra4 and are called Volterra func­
tionals. The kernels, hn (Tl , , Tn), are generally called Volterra 
kernels. 

For the systems that we are concerned with we will assume the 
following: 

(i) The zero input response, ho(t), is identically zero. 
(ii) The system is causal so that hn(Tl, T2, ... , Tn) = 0 for any Ti < O. 

(iii) The system is stable so that for all n, 

i~ '" i~ [hn(Tl , ... , Tn)]2 dTl , dT2 , ... , dTn < 00. 

, , 
n 

Because of i we may rewrite (2) in the form 
~ 

y(t) = L Yn(t) , (3) 
n=l 

where 

Yn(t) = i~ ... i~ hn( Tl , 

n 

, Tn) II [x(t - Ti) dTi]. 
i=l 

(4) 

-,----, 
n 

III. AN ADAPTIVE ECHO CANCELLER FOR NONLINEAR SYSTEMS 

We will now generalize the adaptive echo canceller proposed by 
Sondhi5 to cancel the echo of a nonlinear echo path for which the 
Volterra representation is applicable. 
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Since the Volterra kernels are square integrable we may represent 
them by an n dimensional generalized Fourier series,6-D 

00 00 00 

k,,(Tl , T2 , ... , T,,) = L L L Cil.i2.···.in 
i 1 = 1 i 2 =1 1" ,~= 1 

. r i ,(Tl)r"2(T2) ... rin(T,,), (f5) 

where {ri(t) },~ is an orthonormal set complete in the L2 space. The 
coefficients of (5) are given by 

. r i ,(T))r,.,(T2) ... rin(Tn) dTl ... dTn . (6) 

We will assume that the highest order nonlinearity is of order N. Then 
substituting (5) into (3) we obtain 

. loo r i
2
(T2)X(t - T2) dT2 ... loo r in(Tn)X(t - Tn) dTn . (7) 

Before we proceed it will be convenient to adopt a shorthand nota­
tion. We will define 

00 00 00 

L (.) == L L L (.), (8) 
In i,=1 i,=1 in=l 

GIn == Gi1 • i2 .···,1·n , (9) 

and 

(10) 

Thus, (7) becomes 

N 

yet) L L GI"Wi,W i2 ... Wi" . (11) 
n=l 1,!o 

N ow consider the system shown in Fig. 1. It contains N subsystems 
designated by the circled numbers. The filters having the set of mutually 
orthonormal impulse responses I r i, (t)} and the set of outputs I Wi,} 

* Some typical sets {rn(t)} are the impulse responses of tapped delay lines or 
Laguerre networks. 

t Note that Win is a function of t although it is not explicitly shown. 
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due to the input x(t) are common to all the subsystems. Subsystem 1 
produces the output of the filters taken one at a time. Subsystem 2 
produces all possible combinations of the product of the filter outputs 
taken two at a time (i.e., Wi,Wi,), and subsystem N produces all possible 
combinations of the filter outputs taken N at a time (i.e., Wi,Wi.Wi3 ••. 

w;J. Every output tap of every subsystem has associated with it two 
multipliers and an integrator connected in the configuration shown in 
Fig. 1 for only three taps. Other quantities pertinent to the discussion 
below are also defined in Fig. 1. 

We will now show that the tap gains, GIn(t), of the system converge 
to the generalized Fourier coefficients GIn of (6) and, consequently, 
that yet) converges to yet) so that the residual echo, z(t), vanishes. 

We first define 

(12) 

Then, by inspection, the equation governing the gain of each of the 
taps of the pth subsystem is 

(13) 

From (12) we see that 

(14) 

Also, 

dR;;(t) = 2R .(t) dR/j(t). 
dt I, dt (15) 

Applying (14) and (15) to (13) we obtain 

(16) 

Summing over all the taps within the pth subsystem, and over the 
N subsystems, yields 

(17) 

Note that the right-hand side of (17) is always negative or zero. 

* Where the set (iti2 ••• ip ) are the components of Jp • 
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Also note that 

N 

1/;(t) == L L R~p(t) ~ o. (I 8) 
p=l Ip 

Thus, we have a nonnegative function, whose derivative is always 
nonpositive, and conclude that !f;(t) must be nonincreasing. It is 
strictly decreasing whenever 

N 

L L Rln(t)WilWi2 ... Win ¢ O. 
n=l In 

Since, in general 

it is clear that 

lim 1/;(t) = O. (19) 
t->oo 

Since every term in !f; (t) is positive, we further conclude that 

limRlp(t) = 0 for p = 1,2, ... ,N. (20) 
t->oo 

Applying (20) to (12) we see that 

limit Glp(t) = Clp ; p = 1,2, ... ,N. (21) 
t->oo 

Thus we have shown that the tap gains converge to the generalized 
Fourier coefficients of hn (Tl, ... , Tn), which is what we set out to 
prove. 

The reader can no doubt appreciate that solving (17) for anything 
but the final value would be difficult and would only be valid for a 
specific x (t). The solution for even a very simple input signal may 
not be tractable. We will not attempt such an analysis here. However, 
from (17) we see that the larger we make IKI the quicker the echo 
vanishes. However, IKI cannot be made arbitrarily large because 
doubling talking periods~~ will cause divergence problems. 

IV. EFFECTS OF CIRCUIT NOlbJ!j AND OTHER CONSIDERATIONS 

The previous analysis assumes a noiseless output signal y (t). When 
circuit noise, n (t), generated in the echo path is present equation (17) 
would be written as 

* Doubling talking is said to occur when both speakers in a telephone con­
versation are speaking simultaneously. 
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-2 1 1( 1 (± L R T"(t)Wi ,W,, ... Wi"Y 
'11=1 I" 

- 2 1 1( 1 n(t)( t. "f RT"(t)W,,Wi, '" W,,,). 

By choosing 11(1 smull so that the rate of change of the GT" is small, 
it is reasonable to assume that n(t) is statistically independent of all 
other variables in the equation. Then, assuming n(t) has zero mean, 
upon taking the ensemble average of both sides of the above equation 
we obtain 

:t « t. f.: R;,(t)) 

=-2I K I«(t, L R T,(t)W i1 W i2 
Tn 

The same argument used before then yields 

Ii!,;! (t. f.: Ri,(t» = o. 

... w;.)} (22) 

(23) 

Of course, before this limit is reached our statistically independent 
assumption would no longer be valid, but at least we may conclude 
that convergence will take place until the noise power becomes com­
parable to the echo power. 

There are several other difficulties associated with the echo can­
celler. Recall that we represented the nth-order Volterra kernel by an 
"n" fold infinite summation [equation (5)]. Obviously, if such a sys­
tem is to be implemented it cannot include an infinite number of 
elements and (5) can only be approximated by 

J , J 2 J a 

hn(TI , ... , Tn) ~ L L '" L Gi"i2,· .. ,i"ri,(TI)ri,(T2) ... ri,,(Tn ), 

(24) 

where the J's are finite and as small as possible for an adequate descrip­
tion. 

Furthermore, even if the J's are small the system shown in Fig. 1 
requires a large number of components. However, one point may not 
be obvious. It can be shown that the Volterra kernels are symmetrical. 2 

As a result it may be verified that all the Ci1i2"'in are equal for any 
permutation of a specific set of numbers iI, i2, "', in. For example, 

C12:>. = Cnl = C:U2 = C2 [:1, etc .. 
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Since the set of gains, Gi"";n' for any combination of a specific set of 
integers i 1 ••• in are the result of the same physical operations, only 
one tap is required to account for all such terms. For example, consider 
the W1W2 tap and the W2W1 tap. From Fig. 1, 

GJ2 = J W 1W 2 [y(t) - yet)] dt, 

G21 J w2wdy(t) - yet)] dt. 

It is obvious that 

The contribution of G12 and G12 taps toward yet) is given by 

yet) 112 = G12W 1W 2 + G21W2W 1 = (G12 + G21)W12 = 2G12W12. 

Thus, the G12 and G21 taps may be replaced by a single tap. Any set 
of taps, Gi''''in' for any permutation of a specific set of numbers, 
i 1 ••• in, can be replaced by a single tap. This considerably reduces 
the total number of taps required. 

V. OTHER APPLICATIONS 

Although we have stressed the echo cancellation application, these 
ideas may also be useful in other areas. Two possible uses are described 
below. 

5.1 Compensator for a Nonlinear System 

Assume that we wish to linearize the nonlinear system shown in 
Fig. 1, such that the resulting output, z(t), can be expressed by the 
linear convolution integral, 

z(t) = i~ h1(Tl)X(t - TJ) dT1 . (25) 

This can be done by first allowing the adaptive system of Fig. 1 to 
converge long enough so that the members of the set {GIj(t)} can be 
considered to equal the corresponding members of the set {CIj } [equa­
tion (21)]. After convergence, the members of the set {GI ,} are forced 
to zero while the members of the sets {GIj } ,j ¢ 1 are fixed at the values 
determined previously. As a result the compensated output will satisfy 
equation (25). 
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5.2 N oJ/linear System Synthesizer 

Suppose one wishes to study the electrical characteristics of a non­
linear system which cannot be brought into the laboratory. He could 
do this by making input/output tape recordings of the system, and use 
these as an input to a computer simulation of the adaptive system of 
Fig. 1. A good choice of an input signal would be white noise or any 
other easily generated broadband signal. By allowing the simulation 
to converge and then fixing the tap gains GIn at their final value, the 
nonlinear characteristic can be identified. Then it can be determined 
how the field system will behave for any arbitrary input by applying 
this input to the computer simulation with the tap gains fixed at the 
values determined previously. 

VI. SUMMARY AND CONCLUSIONS 

The Volterra representation is a concise method of characterizing 
nonlinear systems with memory when the output does not depend on 
the infinite past. It is a generalization of the convolution integral 
used in linear analysis, and many familiar concepts may be extended. 
Using the Volterra representation, we have proposed a generalized 
adaptive echo canceller capable of nonlinear compensation. A dis­
advantage of the proposed echo canceller is its complexity. The pursuit 
of these ideas would be greatly enhanced if an efficient means of meas­
uring the Volterra kernels of an unknown network could be found. 
The author and other researchers are presently working toward this 
end and several ideas have been proposed. To date, unfortunately, 
they all suffer from the complexity problem. 
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Some Comparisons of Load and Loss Data 
With Current Teletraffic Theory* 

By R. I. WILKINSON 
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Data are presented and compared with current traffic loss theory in three 
trunking ar~as: high-usage groups; full (nonalternate routed) groups; 
and final groups. Both single hour and average busy season busy hour load­
loss comparisons are made. Methods of estimating offered loads from carried 
loads, and from the proportion of calls blocked, are considered. The blocking 
which results from offering nonrandom traffic to overflow groups is dis­
cussed. Modifications in the theory commonly applied are indicated in each 
case when necessary to obtain satisfactory agreement with observed values. 

1. INTRODUCTION 

The ultimate test of theory is comparison with reality. The procure­
ment of reliable and reproducible traffic data is relatively difficult 
since little control can be exercised over the chanlcter and level of the 
input to the load carrying system without invalidating the genuineness 
of the input. There is then a continuing need to compare the com­
monly used load-loss relations with observations made under a variety 
of trunking configurations and load characteristics. Data are presented 
here and compared with loss theory in three trunking areas: high­
usage groups; full (nonalternate routed) groups; and final groups. The 
various findings are summarized at the end of the paper. 

II. HIGH-USAGE GROUP STUDIES 

2.1 Loads and Losses on High-Usage Groups 
It is commonly~ assumed that the requirements of a "random" or 

Poisson input are met until originating traffic has passed through a 
restrictive group of paths or switches. It would be difficult and cer-

* Substantially as presented at the Sixth International Teletraffic Congress, 
Munich, 1970. 
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tainly impractical in most operational situations to check such an 
assumption by examining the call arrival instants or to analyze their 
interarrival times, as well as make a corresponding study of their 
service times. Since in any event exact conformity with the theoretical 
assumptions could not be found, the question would remain as to the 
relative adequacy with which they were met. 

The traffic engineer's usual wish is to describe the blocking which 
will occur in real-life situations when a given average load is offered 
to a group of paths or switches. It will generally suffice then to com­
pare observed load versus loss relationships with those theoretically 
derived, rather than attempt an assessment of the agreement of more 
basic requirements. 

The simplest trunking situation occurs when a parcel of traffic 
arising from an indefinite (but potentially large) number of customers 
is offered to a full access high-usage trunk group. A high-usage group 
is presumed here to receive calls quite directly from customers without 
earlier significant constriction and serves them immediately if paths 
are available. If, however, all of the high-usage trunks are busy, ar­
riving calls are alternate routed to other groups in the hierarchy; and 
negligibly few calls return to the high-usage group for retrial. Thus the 
conditions for the application of Erlang's loss formula are apparently 
well satisfied. How well do observations made in actual exchanges 
agree with this theory? 

Data of the above character have been obtained on many high­
usage groups, both interlocal and intertoll. For making comparisons, 
hourly readings of three recording registers are commonly taken: 

(i) Number of calls offered, m 
(ii) Number of calls blocked, 11 

(iii) Average number of calls seen on trunks during the period by 
switches-in-use counts taken every 100 seconds, giving an estimate 
of the average load carried in erlangs, -t. 

Observations made by A. Descloux1 indicate that a substantially un­
biased estimate a of the hourly offered load is obtained from 

(1) 

Typical results of plotting proportion blocked, nlm, versus load offered 
a are shown in Figs. 1, 2, and 3. Figures 1 and 2 are for interlocal groups 
studied at an Arlington, Massachusetts, No. 5 crossbar office, and at 
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Kildare (Chicago), a No.1 crossbar office. Figure 3 data are on intertoll 
groups at Memphis, Tennessee, it sectional center in the toll hierarchy. 

We know that over a long period an equilibrium load of a erlangs will 
show a significant hour-to-hour variability in offered loads. 2 Also, when 
such variable loads are offered to a trunk group, we should expect the 
individual hour losses to tend to fall on the convex side of an arithmetic 
plot of the long-run theoretical load-loss curve, since when aggregated 
their average loss should just meet the theory. To examine this phe-
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Fig. I-Comparison of Erlang's loss theory with observations on interlocal 
high-usage trunk groups: busy hour, Arlington, 29 days; and busiest 3 hours, 
Kildare, 20 days, 1958. 
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nomenon under controlled conditions two simulations were run with a 
designed offer of 1.50 erlangs comprised of 180-second exponential 
holding time calls. The actual average offer observed was a = 1.485 
erlangs to 1 trunk for 400 hours, and 1.409 erlangs to 4 trunks for 100 
hours. The results are displayed on Fig. 4. The individual hour losses, 
while conforming generally to the shape of the theoretical curve, appear 
to be slightly more linearly disposed. As longer summary periods are 
used, the observed values would be expected to approach the Erlang 
loss curve. This is seen clearly in the simulation results. A slight sem­
blance of this tendency is seen on Figs. 1 thru 3, but it is considerably 
obscured by other fluctuations. 
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by 1- and 2-hour periods. (Numbers at points show hours of data averaged; Ii and E 
are mean values for all hours.) 
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We are directed to the conclusion that although Erlang's loss theory 
is properly applied only tb a system operating in statistical equilibrium 
over a long period of time, for engineering purposes it is suitable for 
describing conversation type traffic load versus loss results summarized 
by periods as short as one hour (summary period ~ 20 average holding 
times). 

2.2 Estimation of Hourly Offered Loads from Switch Counts 

It is customary to furnish only a switch counting device on high-usage 
trunk groups, and to depend on the accuracy of Erlang's load-loss rela­
tion, 

, aX Ix! 
EI,x(a) = 1 + -;; + a2/2!+~~+~x/~ , 

to estimate the corresponding offered load by solving for a in 

C = a[1 - El,x(a)] (2) 

where x is the number of trunks in the group. Descloux1 has shown 
that a certain amount of bias occurs by this method. The reason for 
this is made clear by examining Fig. 5. 

Figure 5a shows the loads offered, as estimated by equation (1), to 
three I-trunk groups during the 3 busiest hours of the day for 20 busi­
ness days. The load carried (= occupancy here), as determined by 
switch counting, is plotted as the ordinate. The Erlang relation is 
drawn as the solid line. 

The points comprise a correlation scatter diagram. The classical 
regression line of "yon x," that is, the average value of carried load 
for a selected average offer, would be expected to agree with the 
Erlang loss relation, since the latter is derived on the basis of offered 
load as the "independent variable." The "yon x" regression line gen­
erated from the data is indeed seen on Fig. 5b (dashed broken line) to 
conform nicely with the Erlang theory. 

Unless there were perfect correlation, the "x on y" regression line 
could not be expected to agree with Erlang's theory, and this is 
corroborated by the observed regression (solid broken) line on Fig. 5b. 
At lower than median occupancies (and offered loads) this regression 
line lies slightly below the Erlang theory, and for larger than median 
occupancies, it lies consistently above. Thus when estimating offered 
loads from carried loads by Erlang's loss formula [equation (2)] we 
should expect the values to be smaller than true for lower than aver­
age occupancies, and greater than true for larger than average occu-



LOAD AND LOSS DATA 2813 

1.0r-------------------------------------------------------------~ 

0.9 

0.8 

0.7 

>- 0.6 
u 
z 
11. 0.5 
:::> 
u 
g 0,4 

0.3 

0.1 

o 0 

o 0 

(a) 

1.0r-------------------------------------------------------------~ 

0.9 

0.8 

0.7 

>- 0.6 
u 
z 
r1. 05 :::> • 
u 
u 
o 0.4 

0.3 

0.1 

REGRESSION OF IIJ! 

0.5 1.0 1.5 

------_. 
.......... , _.---. "-

...... --REGRESSION OF "Ij ON :e" 

2.0 

ERLANG LOSS 
RELATION 

2.5 3.0 3.5 

( b) 

4.0 4.5 5.0 5.5 

AVERAGE LOAD OFFERED IN ERLANGS 

6.0 

Fig. 5-Carried vs offered loads, data on three I-trunk high-usage groups, 
Kildare, 1958, 3 hours per day, 20 business days. (a) scatter diagram, (b) observed 
regression lines. 



2814 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1971 

pancies. For example, for one trunk at an observed load carried 
(occupancy) of 0.75 erlang, Erlang theory would predict an offered 
load ~ of 3.0 erlangs, while the observed regression line would more 
nearly suggest an offer of 2.64 erlangs, a difference of 14 percent. 

An appropriate theoretical expression for the "x on y" regression 
in this circumstance is difficult to generate, depending partially as it 
does on the day-to-day distribution of the offered loads, and this last 
becomes a matter of observation of customer characteristics. Since the 
regression lines may be decidedly nonlinear, the theoretical approaches 
of simple correlation theory are inadequate. In the face of such dif­
ficulties, one reverts to the reduction of data taken in the field for 
practical estimating results. 

Figure 6 shows the ratio of two estimates of the offered load, a2/al , 
versus observed occupancy of several I-trunk groups. Here al is the 
assumed unbiased estimate from equation (1), and a2 is from equation 
(2), the latter making use only of the carried load measurement. In 
spite of the rather wide differences in loading among the five groups 
shown, the a2/al ratios are quite similar and one would not have too 
much difficulty in drawing a central ratio line through the field for 
general correction of a2 values. 

Figure 7 shows a similar chart for three trunks, indicating the ten-
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formula. 
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dency for the ratios to approach 1.0 with increasing trunk group size. 
Figure 8 shows a rough summary of the occupancies at which the 
ratios would exceed 1.05 with various-sized trunk groups. Thus one 
might conclude, for example, that estimates by E,rlang's loss formula 
of hourly offered loads on 12-trunk groups would not be acceptable 
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without correction (that is they would over-estimate by more than 
5 percent) for occupancies greater than 0.75. 

2.3 Estimation of Average OverflolV Load from Average O.ffered Load During 
a Busy Season 

When an offered load a varies from hour to hour in excess of the 
amount expected in I-hour segments of a longtime load in statistical 
equilibrium,2 the average overflow ex over a period of time will exceed 
that estimated by entering the Erlang loss relation with a, that is, 
ex > a·E1,x(a). This result is caused by the always concave upwards 
shape of the offered load, overflow load curves. The amount of such 
excess will depend strongly on the magnitude and character of the 
offered loads; in any event as a gets larger, the effect decreases for a 
given size of trunk group. 

Numerous studies have shown that day-to-day busy hour variations 
in the busy season tend to follow a Type III Pearson distribution, 

(3) 

in which the constants are determined from the mean a and variance 
v of the data, as 

h = (i/v - 1 

c = a/v 
and K is the normalizing coefficient, ch + 1/r(h + 1). Typical is the 
example shown in Fig. 9 for a 9-trunk interlocal group in which ii = 
5.72, Var(a) = 1.61, yielding h = 19.20, c = 3.55. 

Again, there is found a considerable correlation between the day-to­
day variance and the mean of such .. a distribution. Figure 10 shows on 
a log-log plot the field of variances versus means of loads offered 
during 3 hours each day for 20 days on 72 high-usage interlocal groups 
at Kildare office. Summaries at other exchanges in the United States 
confirm a similar association of variances and means. The general 
line of regression of variance on mean for the corresponding scatter 
diagrams is shown by the solid line, whose equation is approximately 

Var (a) == 0.3Ia. (4) 

(A dashed line has also been drawn to approximate the major axis of 
the elliptical pattern of points. Its equation is 

Var (a) = 0.I3al.·
58

• (,15) 

It will be referred to in a later section.) 
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If the Erlang loss formula can be used to estimate the proportion of 
calls which overflow a high-usage group during a single hour, the average 
load overflowing, a, over a series of hours is then calculable from 

a = foo aEI.x(a)O(a) da. 
a=() 

(6) 

Similarly, the day-to-day variance of the overflow loads is determined 
from 

Var (a) = 1:0 [aEl.x(a)]20(a) da - a2
• (7) 

Curves have been calculated by numerical integration, using the regres­
sion relation of Fig. 10, which give the ratio of a to aa , the latter being 
the overflow corresponding to an offer of ii, found according to 

(8) 

Values of al aa are given on Fig. 11. At constant loads on the last 
trunk (shown by dashed lines for 100 call seconds per hour, or CCS) 
the ratios al aa are relatively constant; hence a simple table, Table I, 
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using the last trunk load as the index is adequate for many \vorking 
purposes. An example of the need for correcting by the factors of Table 
I is shown in Fig. 12. In the left diagram, uncorrected a" values are 
plotted against average overflow loads, al , calculated by the believed 
generally unbiased procedure 

_ _.! ~ p nJ m,: 
al - LJ'IIi 

S i=l 1 - nl/mi 
. (9) 

where s is the number of hours summarized for each group. [Compare 
with equation (1).] 

After correction the overflow estimates are shown in the right diagram 
to be in much better agreement with the al values. 

2.4 Estimation of Average Offered Loads from Average Loads Carried 

To obviate the labor of calculating individual hourly estimates of 
the offered loads from observed hourly carried loads on high-usage 
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Fig. 11-Correction required in ali to estimate ii. 

groups (which would in turn require a correction as discussed in Section 
2.2), the carried loads -t are commonly averaged first, and this average 
"j is then entered in Erlang loss theory curves or tables to obtain a( from 

l = a([l - El,x(a()]. (10) 

One needs then to compare a( with the true offer a. This is done as 
follows. Choosing a value of a as the offer to x trunks, a is obtained 
by correcting ali employing the appropriate factor from Fig. 11. One 
then obtains "j from 

-t=a-a (11) 

TABLE I-CORRECTIONS IN ali TO ESTIMATE a 

Range of Corrections Corrections to ali 
Load on the Last Trunk Seen in Fig. 11 for Practical Use 

CCS erlangs 

8 0.22 1.32-1.37 1.33 
10 0.28 1.22-1.28 1.25 
12 0.33 1.16-1.21 1.20 
14 0.39 1.11-1.16 1.15 
18 0.50 1.05-1.09 1.08 
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since that load which does not overflow must naturally be carried. 
Relation (10) then gives at . A field of values of a/at have been calculated 
and form the curves of Fig. 13. We see that the ratio is sensitive both 
to proportion of overflow and to the number of trunks. 

Corresponding data for Kildare groups are shown on Fig. 14. Similar 
forms of probability density distributions are observed. 

It will be noted that there is a generally maximum ratio on Fig. 13 
which tends to occur roughly at El.X(a) = 0.2, that is, at an expected 
overflow of 20 percent. It is interesting that this maximum correction 
required on at occurs squarely in the middle of the most common 
economic high-usage group operating levels. 

For practical use we have constructed the traces of the 3-dimensional 
surface of Fig. 13 which correspond to several values of "economic 
CCS on the last trunk." (For a discussion of economic CCS, see Ref. 3, 
Section 7.6.) The theoretical a/at ratios for 8, 14, 20, and 2.5 CCS on 
the last trunk are shown on Fig. 15. Comparison with data taken on 
a number of intertoll high-usage groups at lVlemphis, Tennessee, is 
shown in Fig. 16. Although the dispersion among individual groups is 
considerable, the grouped average values show reasonable agreement 
with theory. Table II shows the values of corrections to at required 
to best approxim'ate the true offer a for 20 days of data, for the four 
selected last-trunk CCS. A brief study indicates that when the busy 
season includes fewer than 20 days, the required correction is somewhat 
smaller. 



1.65 

1.60 

1.55 

1.50 

1.45 

1.40 

I", 1.35 

~ 
lro 

1.30 

1.25 

1.20 

1.15 

1.10 

1.05 

2 3 

<! 
~~ 
~.J 

Q.0~ 
~~ 
Q.O 

1.0 

4 5 6 7 8 9 10 11 12 13 14 15 

NUMBER OF TRUNKS IN HIGH USAGE GROUP 

18 21 

Fig. 13-Theoretical corrections . required in a7to obtain improved estimates of 
offered load ii. 

24 

~ o 
;..­
t; 

;..­
Z 
t; 

~ o 
w 
w 
t; 
;..-

~ 

~ 
00 
~ 
~ 



'oT 
1.6 

1.5 
3 

1.4· 
1 33 

I ... 
CO 

........ 
I 15 

leO 
1.3 

1.2 

1.1 

2 3 4 

4 
1.69 , 

I 
I 

I 

2 

T 

5 6 7 8 9 

KEY 

I - AVERAGE RATIOS FOR 0.10 BLOCKING INTERVALS 

I - AVERAGE RATIOS FOR EACH TRUNK GROUP SIZE 

NUMERALS AT SPIKES INDICATE NUMBER OF GROUPS AVERAGED . 

BRACKETED NUMBERS ARE RATIOS LESS THAN 1.0 

10 11 12 13 14 

NUMBER OF TRUNKS 

O~ 0 
~,,~~ 

~O«:-'N'0 
~O ~« 
«O~«; 

0.8 

Fig. 14-0bserved corrections required in a-e to obtain improved estimates of 
offered load ii, 100 high-usage groups in 3 tandems, Kildare, 1958, 3 hours for 20 days. 

tv 
00 
tv 
tv 

1-3 
~ 
t<:l 

to 

~ 
t"' 

lfl 
r< 
lfl 
1-3 
t<:l 
~ 

t-3 
t<:l 
(") 

~ z 
8 
> 
t"' 

~ 
o 
d 
~ 
Z 
> 
t'" 

o 
o 
1-3 o 
to 

~ 
..... 
<:0 
-..1 ..... 



LOAD AND LOSS DATA 2823 

1.16r--.---------------------------------------------------------, 

1<>/ eo 

t.t2 

, 1.08 
leo 

1.04 ..--14 CCS 
,// 

----
1.00~ ________ ~ ________ ~ ________ ~ ________ ~ ________ ~ ________ ~ 

o 4 8 12 16 20 24 
NUMBER OF TRUNKS IN HIGH USAGE GROUP 

Fig. 15-Practical correction of at to estimate ii, with dependence on engineering 
level of load on "last trunk." 

1.20 
~ 

KEY 

o MEMPHIS I 

0 ~ MEMPHIS 11 
1.15 o GROUPED AVERAGE 

0 

1.10 \ 
~ , , , , ~ 

~ 

" 1-1 ' .... ~ ~ 0 

~ 1.05 ....... 
~ --

leo 

0 ~ 14CCS 
1.00 0 

0 
0 

0 
0 

0.95 

~ 

0.90 
0 4 20 

NUMBER OF HIGH USAGE TRUNKS 

Fig. 16-Comparison of theory and data in corrections of at to estimate ii, intertoll 
data at Memphis, 1957-1958. 



2824 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1971 

TABLE II-AVERAGE CORRECTIONS TO BE ApPLIED TO at TO OBTAIN 

IMPROV~D ESTIMATES OF a 
(i determined as 20-day average) 

No. Trunks Correction Factors for y CCS on the Last Trunk 

y = 8 y = 14 Y = 20 y = 25 

1 1.16 1.14 1.11 1.07 
2 1.10 1.09 1.08 1.06 
3 1.07 1.07 1.07 1.05 
4 1.05 1.06 1.06 1.05 
5 1.04 1.05 1.05 1.04 
6 1.04 1.04 1.05 1.04 
7 1.03 1.04 1.04 1.04 
8 1.03 1.04 1.04 1.04 

10 1.03 1.03 1.03 1.03 
12 1.02 1.03 1.03 1.03 
15 1.02 1.03 1.03 1.03 
20 1.02 1.02 1.02 1.02 

25 and up 1.01 1.02 1.02 1.02 

2.5 Estimation of Average Offered Loads from Average Overflow Ratios 
To monitor the level of traffic flow in some systems, a pair of 

registers which count numbers of calls offered m, and numbers of calls 
blocked n, are provided instead of the more common· carried load 
meters. The value n/rn is called the overflow ratio. Descloux1 has 
shown that, under the condition that the observation period is long, 
say 20 holding times, little bias exists in estimates made of individual 
hourly offered loads to high-usage groups when a is determined from 
the Erlang loss relation 

El.X(a) = n/m. (12) 

To increase the reliability of such estimates, the overflow ratios for 
a number of hours are commonly averaged and entered as for a single 
hour· in equation (12) . We inquire whether the estimate of average 
offer, a;;;-;;;, , so obtained is unbiased, or requires correction. The expected 
loss probability when a load a, varying from hour to hour according 
to O(a), is submitted to x trunks is 

E1.X(a) = 100 

El .x(a) o (a) da. 
n 

(13) 

When a constant load equal to the average load {j is offered to x trunks, 
a loss probability E' will result, 
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}iJ' = }iJ],.c(a). (14) 

In general E will be different from }iJ'. 

Suppose that actual busy hour overflow ratios are observed over 
a period of days, and averaged giving nl m. If a is estimated as al 
through equating nl m to E in equation (13) we should expect a] to 
be unbiased since both nl m and E contemplate the presence of day­
to-day variations, the first in reality, and the second by the inclusion 
of O(a) in equation (13). However estimating a through substituting 
n/m for E' in equation (14) will yield a-;;;;. , containing a certain amount 
of error since it merely determines the single hour load corresponding 
to the average loss. 

A range of offered loads to trunk groups of size 1-24, covering the 
cases of 8 to 18 "CCS on the last trunk," has been studied and all an / m 

plotted against the numbers of trunks. This is shown in Fig. 17. For 
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Fig. 17-Correction required in offered load estimated from averaged n/m 
readings. 
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one and two trunks the estimation procedure based on equation (14) 
considerably underestimates the average offered load; but beyond 
four trunks, overestimates of the true average offer are generally made. 
The cause of the inversion in the correction required lies in the shapes 
of the Erlang load versus loss curves in the ranges of interest. The 
one- and two-trunk curves are predominantly concave downwards 
(see for example Fig. 1), while for the larger trunk numbers the curves 
are concave upwards. Only for the one-trunk case are the corrections 
sufficient in most practical situations to warrant their making. Here 
a median correction is about 1.18. 

Available data for groups having call and overflow counters, while 
showing considerable dispersion, confirm the shape and location of 
the correction curves of Fig. 17. 

III. GROUPS WITHOUT ALTERNATE ROUTES 

There has long been interest in the different theoretical formulas 
used by American and European administrations for engineering inter­
local trunk groups. The former have relied on the cumulative Poisson 
while the latter have favored Erlang's loss formula. What do data 
taken on such groups indicate? 

In 1959 data were taken on some 30 direct trunk groups terminating 
in the Arlington, Massachusetts, No.5 crossbar office. Hourly observa­
tions comprised numbers of calls offered to each group, the number 
blocked, and, by switch counting, the average load carried. Illustrative 
of these is group No. 26 with 32 trunks observed for 4 hours a day for 
29 business days. Offered loads were estimated for each hour by equa­
tion (1). The load versus blocking relationship observed for 116 hours 
is shown in Fig. 18. Superimposed is the Erlang loss relation. The 
agreement is seen to be very good. 

On Fig. 19 are shown only the twenty-nine 10-11 A.M. busy hour 
loads of Fig. 18. The agreement with Erlang's theory is again under­
standably excellent. Other group data comparisons were nearly as 
satisfactory. Weare led to conclude that Erlang's loss formula de­
scribes quite well the hourly blocking for conversation traffic on direct 
groups which do not have alternate routes. Apparently the return of 
blocked calls here was of a nature that caused little disturbance of 
the Poisson character of the offer-or perhaps they contributed to it! 

In the lower section of Fig. 19 is shown a distribution of the busy 
hour loads offered to group No. 26 as they varied from day to day 
over the 6 weeks busy season. For the average offer of ii = 21.37 
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26 of 32 trunks, Arlington, 4 busiest hours of each day for 6 weeks, 1959'. 

erlangs, a variance Var(a) = 20.3 was observed. Since the probability 
of loss curve in this range is concave upwards, the average loss for 
all the hours tends to exceed the loss at the average load. Thus the 
theoretical single hour loss at 21.37 erlangs offered is 0.0074,. However 
the observed average loss was found to be 0.0197 when hourly losses 
were given equal weight (as in American practice). (If the losses had 
been weighted by the corresponding offered loads, the average loss 
would be still greater at 0.0267.) 

Clearly, if Erlang's formula describes well the losses for individual 
hours, it will not usually give an adequate estimate of the average loss 
over a series of busy hours. However, when the more conservative 
Poisson summation values, 

P(x, a) 
f aTe-a 
T=X r! ' 

are laid on Fig. 19, they are seen to pass directly through the (un­
weighted) average loss point, indicating that at least for the amount 
of day-to-day variation present in this sample of hours, the Poisson 
provides just the right amount of "improvement" to Erlang's loss 
formula. 
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Fig. 19-Comparison of load vs loss data with Erlang's theory: full group No. 
26 of 32 trunks, Arlington, 10-11 A.M. busy hour each day for 6 weeks, 1959. 
(Numbers at points are hours averaged.) 

There is then a particular variance of day-to-day busy hour loads 
which when applied to Erlang's loss formula will just produce the 
average loss of the Poisson formula. Figure 20 shows a field of curves 
indicating the Var (a) required for average loads, ii, such that at the 
loss levels given, the Poisson summation will closely relate the average 
busy season busy hour loss to the average offer. On the same field are 
shown the actual variances versus averages observed for the trunk 
groups in the Arlington study mentioned above. It is seen that the 
variances found in. practice are such that at commonly used interlocal 
average busy season busy hour grades of service, 0.005 to 0.03, the 
Poisson summation provides an excellent means of specifying group 
average capacity. It may be noted that in American practice, the 
objective grades of service are set to be met by the average (unweighted) 
blocking in the busy season busy hours. 

The dashed line on Fig. 20 is a centrally located curve which describes 
the general relation seen between day-to-day variance and average 
load offered.. It is interesting - and. reasonable - that its equation is 
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Var (a) = 0.13 {[ where r = 1.58, identical with that of the central 
axis line drawn through the high-usage group observations on Fig. 10. 
The dotted line on Fig. 20 results from choosing r = 1.50; it corresponds 
nicely with Poisson blocking of 0.01 for loads of 10 to 100 erlangs. * 

* It may be noted that Bell System traffic capacity tables for nongraded groups 
carrying random and nonrandom offers have been generated at several blocking 
levels, and contemplate the following hour-to-hour load variations: Single hour 
blocking; "low" hour-to-hour variation (r = 1.50); "medium" hour-to-hour 
variation (r = 1.70); "high" hour-to-hour variation (r = 1.84). At loads of one 
erlang, these several traffic tables contain the same allowance for day-to-day 
variations. Below one erlang the theoretical day-to-day variations, while inverted 
from their relative positions at loads above one erlang, are small compared with 
the momentary variations inherent in random traffic. 



2830 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1971 

IV. FINAL GROUPS 

Much has been written in the past on estimation of the effect of 
the nonrandomness (peakedness) of overflow traffic from high-usage 
groups upon the trunking requirements in final groups.3 Studies have 
also been made (as in the previous section) showing the added trunks 
required to accommodate the increased demand on groups whose 
offered loads show significant day-to-day variations. 

The two effects will usually appear simultaneously in the engineer­
ing of final groups. Moreover, loads offered to final groups may be 
expected to show generally larger day-to-day busy hour variations 
than do loads to high usage and direct groups not having alternate 
routes. Figure 21 shows a field of variance versus average loads 
offered to 28 interlocal final groups in which negligible first-routed 
traffic was present. A central fitting line, having the equation 

loglo Var (a) = 1.84041oglO a - 0.8861, 

has been drawn through the points, or equivalently, 

Var (a) = 0.13al.
S4

• 

(15) 

(16) 

When this variation IS assumed, the carrying capacities of 6 to 15 
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Fig. 21-Variations in busy hour loads offered to final groups in 28 interlocal 
alternate route systems. 
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trunks at an 0.02 average blocking are shown illustratively on Fig. 22. 
For 10 trunks, for example, the erlang capacity for random traffic is 
reduced from 5.08 to 4.47 erlangs, a drop of 12 percent resulting from 
the day-to-day variations. 

Similarly, if day-to-day variations are not introduced, but instead 
a nonrandomness, characterized by a peakedness factor P.F. = 
(variance) /(mean) = 1.5, is assumed, the capacity of 10 trunks is 
reduced from 5.08 to 3.96 erlangs, a reduction of 22 percent. 

When day-to-day variations and nonrandomness are jointly intro­
duced, the capacity of a group is further reduced; thus the 10 trunks 
will now accommodate an offer of only 3.57 erlangs, a reduction of 
30 percent from the basic Erlang loss formula value. It is clear that 
each cause can produce substantial reductions in trunking capacity. 

'Vhen the offer to a final group contains a significant fraction of 
first-routed traffic, both the peakedness factor and the day-to-day 
variations will commonly be lowered; the trunking requirements will 
then be correspondingly reduced on both accounts. 

An illustration of the importance of using theory which considers 
both day-to-day variations and the peakedness of the traffic is given 
in Fig. 23. The results are shown of observations on a Kildare final 
group of 59 trunks, with 62 subtending high-usage groups plus 4 first­
routed traffic items. From high-usage group load and trunk configura­
tions the estimated peakedness factor of the final group offered load 
is 1.93. The load-loss characteristics observed for the 20 days are: 

Hour Average Day-to-Day Average 
of Offer Variance of Blocking 

Day (erlangs) the Offer Observed 

9-10 A.M. 26.5 28.5 0.001197 
10-11 A.l\I. 44.0 180.3 0.04570 

As seen on the figure, the simple Erlang loss values (dotted lines) are 
an order of magnitude below the observed losses. Although allowance 
for nonrandomness (dashed lines) makes a marked improvement, it is 
still far from describing the actual losses. Nor is the Poisson model 
(dots on Fig. 23), which might be expected to compensate partially 
for day-to-day variations in the 0.01 to 0.03 loss range, a nearly 
sufficient improvement. But employing the typical day-to-day vari­
ance magnitudes of Fig. 21 in conjunction with the estimated peak­
edness of the offer, the solid line load-loss curves for 58 and 60 trunks 
exactly bracket the average loss values seen for 20 days for the 9-10 
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A.M. and the 10-11 A.M. hours on the 59-trunk final group. Construc­
tion of such load-loss relations is described in Ref. 4. 

v. SUMMARY 

Examples have been given comparing observation, simulation, and 
theory in various areas of traffic flow on trunks comprising direct and 
alternate routed plans. Particular attention has been drawn to the 
need for developing adequate relationships between offered, carried, 
and overflow loads, both single hour and average busy season, suitable 
to each operating condition. "\Vhere possible, a physical understanding 
of the principal factors is followed by statistical theory which may re­
quire approximate numerical calculations. Further insight may be 
gained from controlled simulations. In order for the relationships de­
veloped to be useful, they must finally be found to agree with the flow 
of traffic in real situations. 

The following particular results have been determined: 

(i) Single hour load-loss relationships on high-usage groups are 
found to be well described by Erlang's E l , x (a) loss formula. Com­
parisons are made with data and simulations (Figs. 1, 2, 3, 4). 

(ii) Estimating single hour loads offered to high-usage groups from 
observed carried loads by use of Erlang's loss relationship yields too-
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large values at the heavier occupancy levels, and slightly too-small 
values at low occupancies. This is explained and illustrated by re­
course to regression theory (Fig. 5). The magnitude of the corrections 
needed are indicated in Figs. 6, 7, 8. 

(iii) If busy season busy hour carried loads are first averaged and 
this value entered in Erlang's E i-relation the average offer will be 
underestimated. Corrections required for a 20-day busy season are 
given in Table II and Figs. 13, 14, 15, 16. 

(iv) Estimates of the average offer obtained from averaged hourly 
blocking proportions show that both positive and negative corrections 
may be required (Fig. 17). Except for the I-trunk case, however, the 
corrections indicated are small. 
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(v) When a series of busy hour loads is submitted to a high-usage 
group, the true average overflow load will exceed that estimated by 
entering Erlang's relation with the average offer. Corrections are given 
in Table I and Fig. 11. 

(vi) For full groups (i.e., those without alternate routes) it is found 
that Erlang's formula describes well the load-loss relation for single 
hours (Figs. 18, 19). 

(vii) When busy hour loads offered to full groups are averaged for 
the busy season, the corresponding average loss will usually be better 
estimated by the Poisson summation formula, if the loss values are 
in the common range from 0.005 to 0.03 blocking. 

(viii) Loads offered to final groups will normally be nonrandom 
(peaked) and hence require special procedures for engineering. Ex­
amples are given in which both peakedness and day-to-day busy hour 
variations are present. Unless both influences are allowed for, the 
average load-average loss estimate may be far from that actually 
observed (Fig. 23) . 
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When Are Transistors Passive?* 

By B. GOPINATHt and D. MITRAt 

(Manuscript received December 8, 1970) 

The paper presents results on the stability and dynamic behavior 
under large signal conditions of networks consisting of transistors and 
sources connected to a linear, passive, memoryless subnetwork. The tran­
sistors' model incorporates various nonlinearities. A characteristic common 
to the main results of the paper is that they relate to properties of the tran­
sistors alone and, hence, are independent of the passive part of the network. 

Sufficient conditions are obtained for asymptotic and bounded input­
bounded output stability. The conditions impose restrictions on some of 
the physical constants of the transistors' model. These conditions have 
an interesting physical interpretation in terms of temperature differentials 
in the transistor junctions. In particular, any transistor with the expo­
nential type of static diode characteristic is passive only if the ratio of the 
junction temperatures lies inside an interval determined by the a's. 

In the state space of the network there exists a well-defined region R 
specified by the transistors' model with the property that constant terminal 
states in R are independent of initial conditions. The region R is in a 
certain sense maximal. 

I. INTRODUCTION AND DERIVATION OF THE DIFFERENTIAL EQUATION 

The network considered is shown in Fig. 1 and it consists of ~ number 
of transistors connected to a subnetwork composed of voltage sources, 
current sources, and linear, passive, memoryless devices such as resistors 
and transformers. Sandberg! has analyzed the dynamic behavior of such 
networks and has defined a class which exhibit various features of 
stability. The results of this paper are essentially different in that they 
relate to properties of the transistors alone and, hence, are independent of 
the passive part of the network. 

The analysis is concerned with certain network-theoretic properties of 

* This paper was presented at the 1970 IEEE International Symposium on Circuit 
Theory, Atlanta, December 1970. 

t The sequence of names was chosen by flipping a coin. 

2835 
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Fig. I-General network con taining transistors, sources, resistors, and transformers. 

transistor models that are assumed in extensively used Network-Analysis 
Programs, such as NET 1, CIRPAK, CIRCUS, etc., (see Ref. 2). The 
intent of the paper is to study the large signal behavior of transistor 
networks using this model and certain generalizations of it. Each transis­
tor is represented by a model of the type shown in Fig. 2 which takes into 
account the nonlinear dc properties as well as the presence of nonlinear 
junction capacitances. Six parameters are associated with the model: 
aI, a2, TI, T2, CI, and C2, all of which are positive; also aI, a2 < 1. The two 
nonlinear static diode functions are denoted by /1(') and /2('), Initially 
it is assumed that /1 (.) and / 2(') are monotone, strictly increasing 
mappings of the interval (- 00, 00) into itself; /1(0) = /2(0) = 0, and 
/1 ( .) and /2(') are continuously differentiable on (- 00, 00). Further 
assumptions are made about /1 ( .) and / 2( .) in the course of the paper. 

Suppose the network has n transistors and with the polarity indicated 
in Fig. 2 let V2 i-l and V2i respectively denote the emitter-to-base voltage 
and collector-to-base voltage of the ith transistor. Similarly, let i 2i - 1 

e 

Fig. 2-Transistor model. 
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and i2i respectively denote the emitter current and the collector current 
of the ith transistor. An identical scheme of subscripting is used to 
define fi('), Ci, and Ti for i = 1,2, ... , 2n. v, i, and F(·) are 2n-column 
vectors formed by arranging {vd, rid, and {fi(')} respectively. In 
applying the current law to the transistors' model it follows that 

i = :t C(v) + TF(v) (1) 

where 

[C(v)L = CiVi + Tdi(Vi) 

and T = Tl EB T2 EB ... EB Tn the direct sum of n 2 by 2 matrices Ti in 
which 

for} = 1, ... , n. 

The subnetwork to which the transistors are connected is assumed to 
impose a constraint of the form 

~ = -Gv + b (2) 

in which G is the conductance matrix and hence G ~ 0, * and b is an 
element of all real bounded continuous 2n-vector-valued functions of t 
on [0, 00). 

From (1) and (2), 

d 
dt C(v) + TF(v) + Gv = b. (3) 

The above equation is also derived in Ref. 1. Since all of the Ci and T i 

are positive and each of the fi(') is continuous and monotone increasing, 
C~l(.) exists; obviously C- I

(.) is also strictly monotone increasing 
and C-I(O) = o. 

II. ASYMPTOTIC STABILITY FOR THE UNFORCED SYSTEM 

In this section we show how to prove an intuitively reasonable result 
concerning the asymptotic stability of the system. A Lyapunov function 
with a simple energy interpretation is introduced and used to prove 

* G ~ 0 indicates that G is a positive semidefinite matrix. Unless otherwise stated, 
G will only be assumed to be positive semidefinite. 
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stability. Let 

L(v) ~ ~ lCi

(V;) C~\cr) dcr. (4) 

Since C i ( .) defines the charge-voltage relationship in the nonlinear 
junction capacitances, L(v) is the total stored electrical energy in the 
network. It is easily verified that (i) L(v) ~ 0, equality holding only 
when v = 0, and (ii) L(v) ~ 00 as Ilvll ~ 00. Thus L(v) is a Lyapunov 
function if (d/dt)L(v) < O. For the unforced network 

d 
dt L(v) = -vtTF(v) - vtGv. (5) 

Clearly if vtTF(v) ~ 0 with equality holding only if v = 0 then L(v) is a 
Lyapunov function since G has been assumed 'to be positive semidefinite. 
It then follows from a well-known result in stability theory3 that 
vet) ~ 0 as t ~ 00. 

Note that for constant v the term vtTF(v) expresses the net power 
flow into the transistors and if all the transistors are passive then 
certainly vtTF(v) > O. However it is shown later that in certain abnormal 
conditions the transistors are not all passive and the judicious choice of 
the passive network allows one to extract energy from the transistors. 
To show this we first prove the following: 

Lemma 1: Given two real 2n-vectors x and y such that xt y > 0, there exists a 
G > 0 for which the following holds 

y = Gx. (6) 

Proof. Define a 2n by 2n - 1 matrix Z such that the columns of Z span 
the (2n - I)-dimensional subspace orthogonal to x. Then zt x = O. 
Since by assumption y is not orthogonal to x, y is not an element of the 
range space of Z and, hence, the columns of Z together with y span E2n. 
For these reasons the following construction of G, 

G = -i- yyt + zzt xy , (7) 

suffices to prove the lemma. 
When for some VI , v~ TF(v l ) < 0 then by Lemma 1 there exists a 

G > 0 such that 

(8) 

Hence with initial condition v(O) = VI the solution of the network 
equation (3) with b == 0 is, 
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vet) == VI (9) 

and the system is not globally asymptotically stable. 
The above results may be summarized in the following: 

Theorem 1: If vtTF(v) > 0 '\Iv ~ 0 then the network is globally asymp­
totically stable. Furthermore, if there exists a VI such that v~TF(Vl) < 0 
then there exists a G > 0 for which the system is not globally asymptotically 
stable. 

2.1 Sufficient Conditions for Asymptotic Stability 

Consideration is given to the positivity of vtTF(v). Due to the quasi­
diagonal structure of T we need only consider in detail the behavior of 

CP(V2i - l ,V2i) ~ (V2i-1 , V2i) [ 1 i 

-a2 
(10) 

For notational convenience a~, a;, V2i - l' V2i, f2i-l (. ), and f2; (.) are 
respectively denoted by aI, a2, VI, v2, fl(·), and f2(·). 

Note that when VIV2 ~ 0, cp(v) ~ 0 and cp(v) = 0 only if VI = V2 = o. 
Let VI ~ 0, v2 = PVI, and p ~ o. Then 

cp(v) = Vdl(V l) - alvd2(v2) + v2f2(v 2) - a2v2fl(vl) (11) 

and 

(12) 

If p = al then g(p) > 0 since 1 - ala2 > O. If p ~ aI, g(p) = 0 if and 
only if 

(13) 

(1 - pa2) / (al - p) is plotted as a function of p in Fig. 3. The salient 
features of the function for p ~ 0 are: 

1 - pa2 ~ ~ for O~p< aJ 
al - P al 

~O for al < p ~ 
1 
a2 

(14) 

< a2 for 
1 - < p < 00 

a2 

Now [f2(PV I)/fl(VI)] is a monotone, strictly increasing function of p and 
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- -------- ct"2---t--------------
---------+----~--~--------p 

Fig. 3-Plot of (1 - pCX2)/(CXl - p). 

[f2(PV I)/!I(VI)]/p=O = o. Clearly if 

!2(alvl) < .!-.­

and 
!l(Vl) = al 

V VI ~ 0 (15) 

then no solution of (13) exists. Since g(p) is continuous in p, g(O) > 0, 
and g(p) ~ 0 V p > 0, it follows that g(p) > 0 V p ~ o. Hence sufficient 
conditions for the positivity of vtTF(v) are: 

and 

Remark: 

!2i(a;v) < !~l 
!2i-l(V) = a~ V V ~ 0 and i = 1, 2, ... ,n. 

!2i(V) > i 

!2i-l(a;v) = a2 

!2i(PV) < 1 - pa2 for 
!2i-I(V) al - p 

> 1 - .!!.a2 for 
al - P 

(16) 

(17) 

is both necessary and sufficient for vtTF(v) > o. However, the practical 
value of such a condition is limited. 
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2.2 Necessary and Sufficient Conditions for the Exponential Type of 
N onlinearities 

The functions fJ·) in the conventional Ebers-lVloll model and in the 
charge-control mode14 are of the following form: 

(18) 

Such exponential nonlinearities are subsumed in a class of nonlinearities 
with the following properties: 

(i) fi(v;) = ad(Aiv;), i = 1, 2, ... , 2n, where ai and Ai are positive 
constants. 

(ii) f(·) is a monotone, strictly increasing function. 
(iii) f(O) = O. 
(iv) limv->_CXl f(v) = -1. 
(v) limV->CXl [f(pv)/f(v)] = 0 for all p where 0 < p < 1. 

When the transistors' static diode characteristics fall under this class 
then the following is true: 

necessary and sufficient conditions for vtTF(v) ~ 0 (vtTF(v) = 0 
only when v = 0) are 

(19) 

for i = 1, 2, ... , n. 
Sufficiency follows from the definitions and (16). For the necessity 

part consider the case when V2 i-l --7 - 00 with the remaining 2n - 1 
variables fixed. It is necessary that the coefficient of V2 i-l in the expansion 
of vtTF(v) approach a nonpositive value, i.e., 

(20) 

for i = 1, 2, , n. 
Similarly, 

(21) 
v-+-oo 

for i = 1, 2, ... , n. Hence 

and, 
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or 

(22) 

for i = 1,2, ... ,n. To obtain the remaining conditions consider equation 
(12) in the notation of this section. By property (v), 

I· f2i(pv2i-l) 0 1m = 
•• i-1--+00 f2i-l(v2i-l) 

for all p such that p < A~i2~1 and i= 1,2, ... , n. 

Hence, a necessary condition for the positivity of vtTF(v) is: 1 - pa; > 0 
is implied by p < A2i-dA2i ; i.e., 

(23) 

for i = 1, 2, ... , n. Repeating the argument with the roles of V2i-1 and 
V2 i inter~hanged yields 

(24) 

for i = 1, 2, ... , n. This concludes the proof. 

Remark 1: It is clear from the derivation that the conditions stated 
in equation (19) with the ratios replaced by the appropriate limits 
are necessary for the positivity of vtTF(v) when {fi(·)} are general 
monotone, strictly increasing functions. 
Remark 2: If condition (19) is violated then there exists a VI, II VI II < 00, 

such that v~TF(VI) < O. The proof is as indicated below. 
Consider equation (12) and say AdA2 > l/a2; then for p such that 

l/a2 < p < Al/A2 it follows from property (v) that there exists a V such 
that for VI > V, g(p) < o. Likewise, for ada2 > l/a2 and pep > 0) such 
that (1 - aI(a2/aI)) + p(a2/al - (2) < O-it follows from property (iv) 
that there exists a V such that for VI < V, g(p) < o. For the remaining 
possibilities the proof follows by interchanging the roles of VI and V2 in 
the definition of g(p) and proceeding as above. 

III. PASSIVITY 

This section is devoted to a discussion on condition (19) which has 
been shown to be both necessary and sufficient for the passivity of 
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transistors for which the static diode characteristics are of the form 

(25) 

in which a i and 'Ai are positive constants. When the temperature in the 
transistor is uniform, then from the well-known physical model,5 'Ai = 
(q/KT) where q, K, and T are respectively the electron charge, Boltz­
man's constant, and temperature. However, when a temperature dif­
ferential exists in the transistor junctions, for instance in a p-n-p 
transistor the temperature in the neighborhoods of the p-n and n-p 
junctions are respectively T I and T 2, then the same physical model 
holds6 and 

--q- d -~-
A2i-I - KT an 'A2i - I~T 

I \..2 

so that 

(26) 

Hence when the ratio of the temperatures at the base-collector and 
emitter-base junctions of at least one transistor, say the ith, lies outside 
the interval [a: , l/a~] then there exists a 2n-vector VI such that v~ TF(v I ) 

< o. Furthermore, by Lemma 1, there exists a positive definite matrix 
G such that the solution of the network equation (3) with b == 0 and 
initial condition VI is vet) == VI • Then, 

power delivered to the} _ tG __ tTF() 0 
- VI VI - VI VI > . 

passive subnetwork 

The temperature dependence of the a/s may similarly be exploited to 
deliver power. The phenomenon of differential heating of transistors as 
described above is the basis of the thermocouple effect and thermo­
electric generators.5 

IV. BOUNDED INPUT-BOUNDED OUTPUT STABILITY 

It is shown in this section that for a positive definite matrix G, bounded 
inputs, and passive transistors there exists a bounded neighborhood of 
the origin which, loosely speaking, is sure to contain the forced response 
of the network. The norm used is the Euclidean norm. 

Now 

(27) 
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and let 

II bet) II ~ K. (28) 

L(v) is as defined in equation (4). For the forced system, v ~ 0, 

d 
dt L(v) 

< -vtOv + I vtb I 
~ -vtGv + K II v II by Schwarz's inequality (29) 

~ - Amin II v W + K II v II 
where Amin is the smallest eigenvalue of G and is positive by assumption. 
Hence when IIvll ~ K/Amin, (d/dt)L(v) < 0. Thus there exists a T such 
that for t > T, 

K II vet) II < ~. 
min 

v. A PROPERTY OF TRANSISTOR NETWORKS 

Let R = {v' I (v' - v)tT[F(v') - F(v)] > ° '\Iv ~ v'}. Then: (i) if G 
is positive definite, v' and b' are constant vectors such that TF(v') + 
Gv' = b', and v' I: R, then for all inputs which approach b' as t ~ 00, 

the state vector approaches v' independent of initial conditions; (ii) there 
exists a passive subnetwork for which the overall network is such that 
if the terminal state corresponding to an input approaching a constant 
vector is not in R, the closure of R, then there exists another input 
approaching the same constant vector for which the terminal state is 
different. 

Remark: It has been pointed out by Sandberg l that the independence of 
the steady state from initial conditions is a basic property, and in Ref. 1 
it has been proved that if (T, G) belongs to a certain class then the region 
R in statement i extends to the entire state space of the network. How­
ever, the region R defined here is independent of G. 

In switching circuits with "memory" the dependence on initial 
conditions is a salient feature. Statement (i) observes that the design of 
such circuits be such that the steady states lie outside the region R, i.e., 
the steady state bias voltages violate the conditions whi~h define the 
region R. Of course, the fact that the transistors are passive merely 
implies that R is non-empty, and their use in switching circuits with 
"memory" is not precluded. Statement (ii) states that in a certain sense 
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the region R is maximal. 

Proof: (i) 

TF(v') + Gv' = b' (30) 

and 

d d 
dt C(v) + TF(v) + Gv - b' =dt {C(v) - C(v ')} 

+ T{F(v) - F(v')} + G(v - v') 

= bet) - b' (31) 

from (3) and (30). Define 

v ~ v - v', 

G(v) ~ C(v) - C(v') , 

and 

F(v) ~ F(v) - F(v'). 

From (31), 

:t G(v) + TF(v) + Gv = bet) - b'. 

(32a) 

(32b) 

(33) 

(34) 

Note that Gi (·) for i = 1, 2, ... , 2n are monotone, strictly increasing 
mappings of the real interval (- 00, (0) onto itself and Gi(O) = 0; 
also there exists G~l(.). Since v' £ R, fjtTF(fj) > o. Also by assumption 
for any € > 0 there exists T such that 

II bet) - b' II ~ ~min € for t ~ T (3.5) 

where ~min is the smallest eigenvalue of G. On applying the results on 
bounded input-bounded output stability, as stated in Section IV, to the 
system described by equation (34) it follows that there exists a T' such 
that for t > T', 

II vct) II = II vet) - v' II < ~mi.n€ = € 
mIn 

(36) 

and the proof is complete. 
(ii) It will be shown that if Voo ~ R then there exists a G > 0 such that 

TF(voo ) + Gvoo = boo , 

TF(Vl) + Gv! = boo , 

(37a) 

(37b) 
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and 

(37c) 

In (37a) Voo denotes the terminal vector corresponding to an input 
approaching the constant vector boo. The solution of the network equa­
tion (3) with b == boo and initial condition VI is v(t) == VI. 

The proof is by simply observing from the definition of R and Lemma 1 
that there exist VI and G > 0 such that 

T {F(voo) - F(v')} + G(voo - v') = o. (38) 

At least when the static diode characteristics are of the conventional 
exponential type the region R is easily obtained as shown below: 

(V' - v)tT{F(v') - F(v)} = flTDv,F(v) (39) 

where 

v = v' - V 

and 

The necessary and sufficient conditions for the positivity of vtTDv,F(v) 

------r~~------I---____,,~L.:....-----V ~L-l 

-1 

A2L 

_11_''- In{_a_2_L _.} 

A2L-l a2L-la~ 

Fig. 4-Region R for the ith transistor (exponential diode characteristics). 
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are, from (19), 

a2i-l exp (A2i-1V~i-l) ~ 1 
a2i exp (A2iV~i) a~ 

(40) 

for i 1,2, ... , n. (40) is equivalent to 

a~ ~ 
A2i-l 

~ 
1 

A2i a~ 

In {u",,;} ~ (A2i-lV~i-l - A"vL) ~ In {~}l 
a2i-l a2i-la 2 

(41) 

for i = 1, 2, ... , n. The region R is plotted in Fig. 4. 
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A Fast Amplitude Approximation 
For Quadrature Pairs 

By G. H. ROBERTSON 

(Manuscript received April 13, 1971) 

This paper gives an algorithm, from which an approximation to the 
amplitude of a quadrature pair can be obtained simply and without re­
quiring more bits than are needed to represent the largest allowable ampli­
tude, A. 

If A cos e and A sin e are a quadrature pair, the amplitude is 

A = (A2cos2e+A2sin2e)~. 

If AX is the lar(Jer ma(Jnitude of the pair and A Y the smaller, an ap­
proximation to A is 

A' = AX + ~AY. 
Cmnputations using this algorithm with random values of e showed that 

when the true amplitude was A, the mean obtained '[vas 1.087 A, with stand­
ard deviation 0.031 A. 

When A consists of a signal appreciably contaminated with noise so 
that several estimates are required before the signal can be detected reliably, 
no significant degradation «<0.1 dB SjN) in detectability was found using 
the al(Jorithm described above. 

1. INTRODUCTION 

When a discrete Fourier transformation is applied to samples from 
a data segment the results are usually desired in the form of phase 
and amplitude estimates of the components into which the data is 
resolved. When FFTl algorithms are used to perform the transforma­
tion the information from which these estimates are obtained is 
usually produced in the form of quadrature pairs of numbers A cos 0, 
and A sin 0, where A is the amplitude and ° the phase of the estimate. 
Obviously 

A (A 2 cos2 
() + A 2 sin2 ())~. 

2849 

(1) 
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The intermediate step in this computation of squaring the com­
ponents of the pair requires in general twice as many bits as are 
required to represent A. Computing the squares requires appreciable 
time as does the final square root computation. The situation is ag­
gravated by the fact that there are as many pair members as the 
original data samples. 

This paper describes the use of an algorithm which gives an 
approximation that in many if not all cases is adequately accurate 
and greatly reduces the computation time as well as promoting effi­
ciency in the use of hardware by not requiring more bits than are 
needed to represent the final estimates. 

II. DISCUSSION 

Let the larger of cos2 (j, sin2(j, be represented by X2 and the smaller 
by y2. Then 

( Y2)! 
A AX 1 + X 2 2 

(2) 

where 1 ~ Y/X. 
An approximation to A is thus 

A' = AX + !A Y (~) , (3) 

which suggests the computationally more attractive form 

A' = AX + !AY. (4) 

Note that AX and AY are magnitudes and (4) implies that the ampli­
tude of a Fourier component is approximately the sum of the larger 
and half the smaller of its quadrature pair magnitudes. 

III. EVALUATION 

Curve (a) in Fig. 1 shows a plot of (4) as (j ranges from zero to 
71"/4 where the curve is reflected to (j = 71"/2. The pattern is then re­
peated for the remaining three quadrants. The corresponding plot for 
(3) is shown in curve (b). 

From the samples displayed on this figure the mean and standard 
deviations were calculated and found to be: 
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For (3), mean = 1.01, standard deviation = 0.0157, and 
for (4), mean = 1.087, standard deviation = 0.031. 

2851 

The algorithm described by (3) thus gives more accurate estimates 
(as expected) than that described by (4) which, however, is easier to 
implement and requires less computation. 

When the Fourier analysis is carried out in an attempt to detect 
signal components contaminated by noise it is important to determine 
how processing techniques affect the detectability of such signals. In 
order to check this a program was prepared to compute performance 
estimates when the algorithm based on (4) was used. These estimates 
were plotted on standard ROC curves2 for a linear detector and no 
significant degradation in detectability was observed. Extensive com­
putations using the proposed algorithm have produced spectrograms 
of noise-contaminated signals that are undistinguishable from those 
obtained conventionally. 

Use of the algorithm described in equation (4) results in a phase­
dependent variation of the detector output. However, when the phase 
is uniformly distributed in the range (0, 27l') the amplitudes are quite 
densely clustered around the mean because of the shape of the modu­
lation characteristic. Eighty-five percent of the amplitudes lie within 
a range of about 0.4 dB. The accuracy obtained using the fast ampli­
tude algorithm based on (4) may thus be adequate even when the esti­
mates are not corrupted by noise. 

IV. CON CL USION 

An algorithm has been described for computing the approximate 
amplitudes of Fourier harmonics from their quadrature pairs. The 

1.15.-----------------------. 

~ 1.10 
I­
U 

~ 
Z 

~ 1.05 

(a) x+ty-- ..... x = cos B 
y = SIN B 

1.00tf-_-o __ -o-_.......c)o::::==::::.... _______ ...J 

o -B- 7T 

'4 

Fig. I-Algorithm modulation characteristics. 
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algorithm is fast and does not require the use of more bits than are 
required to represent the largest permissible result. Use of the 
algorithm does not significantly degrade the detectability of signals 
contaminated by noise, compared with use of a perfect linear detector. 
Estimates obtained using the algorithm are amplitude modulated 
depending on their phase but the total modulation range is less than 
1 dB. Representing the magnitude of the larger component of a quad­
rature pair by AX, and the smaller by A Y, the algorithm is 

A' = AX + !AY. 
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