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Fig. 21-Amplitude characteristic of 180-degree phase switch (circulator loss 
included). 

was obtained at the output. The example of Fig. 24 shows the input 
waveform to the flip-flop circuit and the output waveform from the 
phase detector, corresponding to the pattern 000111000111 .... The 
average power consumption of the driver is about 0.8 W. 

Table III summarizes the characteristics of the path length modu­
lators that have been built. 

VII. CONCLUSION 

Considering the various factors involved in the design of mm-wave 
solid-state repeater systems, including the present state of device 
technology, the path length modulator has been proposed as one of 

INPUT 

ISOLATOR 
DELAY 
LINE 

Fig. 22-A block diagram of the mm-wave phase detector. 
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Fig. 24-Input and detected output waveform of the path length modulator. 

the most promising practical modulation schemes in the mm-wave 
range. To demonstrate the feasibility of this proposal, three models, 
each consisting of an IlVIPATT oscillator, circulator, PIN diode switch, 
and its driver circuit were built. The experimental results show that 
the path length modulator can handle signals at 300 lVlb/s. The total 

TABLE III-PATH LE~GTH MODULATOR CHARACTERISTICS 

Characteristic Model It Model II Model III 

Oscillator 
Frequency 56.4 GHz 56.4 GHz 57.4 GHz 
Output Power 85mW 135 mW 138 mW 
Efficiency 2.2 % 4.1% 4.2% 
Temperature Coefficient - -250 kHz;oC -150 kHz;oC 

Isolator 
Insertion Losst 1.0 dB <0.3 dB <0.3 dB 

--------
Modulator 

Switch 0.7 dB 0.5 dB 0.6 dB 
Insertion Loss 

Circulator 0.5 dB 0.5 dB 0.5 dB 
Output Power 50mW 100mW 100mW 
Switching Time§ 

To Forward 1.7 ns <0.8 ns <0.8 ns 
To Reverse 1.0 ns <0.7 ns <0.7 ns 

DC Power 0.8 W 0.8W 0.8 W 

t An early developmental model to demonstrate feasibility. 
t A circulator with its one port terminated is used as the isolator in Model II 

and in Model III. For Model III, this circulator and the circulator in the modulator 
are integrated to form a four-port circulator. 

§ Measlll'cd with the differentially coherent phase detector. 
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insertion loss of the modulator including two circulator passes is about 
1 dB in the 50 r-..; 60-GHz range, and 100 m W of output power is ob­
tained at the output port of the circulator. 
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APPENDIX 

A n Equivalent Circuit of a PIN Diode Switch 

In this appendix, we discuss the transformation necessary to get 
180 degrees phase shift by a PIN diode. Suppose that the waveguide 
impedance is Ro and a reciprocal two-port network is inserted between 
Ro and the diode as illustrated in Fig. 25. Let the impedance looking 
into the two-port from the diode position be Z~ and define power 
waves at ports 1 and 2 with reference impedances Ro and Za 
respectively. For example, the incident and leflected power waves 
at port 2 are given bl6 

V 2 + ZJ2 
a2 = 2VRe Za ' 

V 2 - Z:I2 
b2 = 2VRe Za . (1) 

The two-port network is characterized by a scattering matrix as follows: 

[::J = t:J = [~ ~I::l (2) 

II 

Fig. 25-Two-port network representing the switch circuit. 
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In the scattering matrix 8 11 = 8 22 = 0, since both ports are matched 
when the reference impedances are connected, and S12 = S21 = s, 
since reciprocity is assumed. When Zl is connected to port 2, V 2 = 
-Zd2' Substituting into (1), we have 

Zl - Za b 
a2 = Zl + Z; 2· 

From (2) and (3), the reflected wave at port 1 is given by 

b Zl - Za b Zl - Za 
1 = Sa2 = S Zl + Z; 2 = S Zl + Z; sal . 

(3) 

Consequently, when the diode impedance is Zl , the reflection coefficient 
at port 1 becomes 

Similarly, when the diode impedance is Z2, the same reflection coefficient 
becomes S2(Z2 - Za)/(Z2 + Z~). To get 180 degrees phase shift with 
equal losses in the two bias states, therefore, we have 

(4) 

Assuming that the denominators are not equal to zero, (4) is equivalent 
to 

Suppose Zl = 1'1 + jX1 , Z2 
above equation shows that 

1'1X2 + 1'2Xl 

Xa = 1'1 + 1'2 

Figure 26 shows the equivalent circuit. If the magnitude of Xl = -1/ we 
is much larger than I X2 I and 1'1 and 1'2 are small quantities of the same 
order of magnitude, we have 

(5) 

Since the exchangeable power is invariant to lossless transformations, 
if the two-port is lossless, the incident power Pi at port 1 in Fig. 25 
can be calculated from the equivalent circuit in Fig. 26. Under the 
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Fig. 26-Equivalent circuit of the PIN diode switch. 

same approximation as (5), we obtain 

P.=~=~~~ S. 
, 4R o 4r a - 8 I Xl I \/:;:; (6) 

where Ep is the peak RF voltage applied to the diode. Equation (6) 
gives the maximum power handling capability of the I80-degree phase 
switch when Ep is limited. It is worth noting that (6) is quite different 
from the formula derived by M. E. Hines27 without taking into account 
the insertion loss condition in the two switching states. 

When Ep is equal to 10 V and I Xl I is 100 nand rl = r2 , 

Xa ro..J -50 n, ra ro..J 50 n, P,: ro..J,.125 m W. 

These numbers are used in the design of the PIN diode. 
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Traffic Analysis of a Ring Switched 
Data Transmission System 

By J. F. HAYES and D. N. SHERMAN 
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This paper is concerned with a study of traffic and message delay in 
a ring switched data transmission system~. The system, by asynchronous 
multiplexing and data storage, shares transmission facilities among'many 
users. It is the random component of message delay due to buffering that 
is the focal point of our study. 

The basic configuration of the system is a ring connecting stations 
where traffic enters or leaves the system. A mathematical model of the ring 
is developed which accommodates an arbitrary nUlnber of stations and 
any given pattern of traffic between stations. Studied in detail is the uniform 
traffic pattern in which each user is identical and comrnunicates equally 
to all others. Intrinsic to the model is a recognition of the bursty nature 
of data sources. Other factors that are taken into account are line and 
source rates as well as the blocking of data into fixed size packets. Formulas 
are derived from which average message delay induced by traffic in the 
ring can be calculated. 

The results of the study are presented in a set of curves where nonnalized 
delay due to traffic within specific system configurations is plotted as a 
function of the number of stations and source activity. The delay here is 
normalized to average message lengths. An important parameter of these 
curves is the ratio of source rate to line rate. The results show that, in 
certain quite reasonable circumstances, the delay is less than two average 
message lengths. 

Rings of 10, 50, and 100 users have been simulated on a digital com­
puter. Data obtained from these investigations are presented and com pared 
to the theoretical estimates for line busy and idle periods and message 
delay. The results of simulated average message delay show that, for inter­
station link utilizations of about 60 percent, the difference between the 
theoretical estimates and experimental observations is small. 

2947 
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1. INTRODUCTION AND BACKGROUND 

In a recent paperl J. R. Pierce has proposed a data communication 
network in which users are connected in a ring or loop topology. In 
this paper we study the behavior of this network. We examine the 
relationship between source and line utilizations and the message 
delay within the system. We propose mathematical models of station 
behavior and, by making use of reasonable input data traffic models, 
predict the average delay as a function of network parameters. A 
principal result of our study shows that, in many cases of interest, 
average delay in storage is less than two message lengths. 

The network is buffered, operates on a distributed control philosophy, 
and user entry is gained by asynchronous multiplexing into the line 
bit stream. Other systems have used the ring topology. For example, 
IBl\1 offers a synchronous, nonbuffered system2 in which a central 
controller monitors the loop and allows access by the users. Buffered, 
centrally controlled systems have been proposed by W. D. Farmer 
and E. E. Newhall3 and A. G. Fraser. 4 In the first a computer controls 
several peripheral devices, while in the second, several computers are 
interconnected. 

The characteristics of data sources and the requirements of users 
make the technique of message switching applicable to data com­
munications. One important characteristic is that data sources are 
often bursty; i.e., relatively short sequences of bits followed by long 
pauses. A basic need of many data customers is rapid response to data 
bursts. One way to meet this need is by devoting a line to a source for 
a long period of time. However, because of the long pauses between 
data bursts the line ,,,ill be underutilized. On the other hand, dropping 
the line between data bursts may be inefficient because of long setup 
times. For the line switching techniques that are currently used, the 
setup time will often be longer than the holding time. 

l\1essage switching provides a way of efficiently using the line and 
obtaining rapid response. The idea is to asynchronously multiplex 
several sources onto the same line. For example, in the present system, 
data from each source are formed into fixed size packets and supplied 
with a header. The header contains source and destination addresses 
as well as bookkeeping information. Packets from all sources are buffered 
and fed onto the line according to some scheduling algorithm. (One 
such algorithm will be seen presently when the detailed operation of 
the ring is described.) Clearly as more packets seek access to the same 
line, more storage is required. The storage requirements and the at-
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tendant buffering delay are important characteristics of system opera­
tion. It is precisely these characteristics that are the focal point of our 
study. 

A sketch of the basic ring system is shown in Fig. 1. As indicated, 
traffic flows in one direction around the ring from station to station. 
The stations are indicated as B-boxes in Fig. 1. For purposes of ex­
planation let us begin with the operation of the B-box before con­
sidering the other components of the loop (A-box and C-box). The 
data source is connected to the B-box where its output is formed into 
fixed size blocks or packets and supplied with header. A message from 
a source may consist of several packets. If the line is free a packet 
is multiplexed on the line immediately. The packet is then passed 
from B-box to B-box to its destination. At each B-box on its itinerary 
the address of a packet is examined to determine whether the packet's 
destination is at that particular B-box. This examination entails a 
fixed delay for each B-box which can be calculated given the source 
and destination. It is, however, the random delay encountered by the 
last bit of a message before it gets on the loop that commands our 

(

REGIONAL 
RING 

Fig. I-Pierce ring. 
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attention. A fundamental property of the system is that traffic presently 
in transmission has priority over traffic seeking entrance to the ring. 
If the line at a B-station is busy with information packets passing 
through it, the packets produced at that station are buffered until 
the line is free. The reading onto the line of a message consisting of 
more than one packet will be interrupted when packets from another 
station pass through. The reading of the message is resumed from the 
point of interruption when the line is free again. 

In order to explain the mechanism of multiplexing packets on and 
off the line, it is helpful to draw an analogy between the ring and a 
conveyer belt (see Fig. 2 for an illustration). Time slots into which 
packets may be placed circulate around the loop. The A-box insures 
that synchronism is maintained (see below). At the beginning of each 
time slot is a marker indicating whether the ensuring packet slot is 
empty or full. The B-box senses this marker and acts accordingly. 
In a full packet, address bits follow the occupancy marker. If a B-box 
senses its own address the packet is removed from the line and sent 
to its destination. This same B-box may take advantage of the empty 
slot to feed its own packet on the line. Of course if a packet slot is full 
and destined for a source beyond a particular B-box, then the line is 
momentarily blocked for that B-box. 

While there are many B-boxes in a ring, there is only one A-box. 
The A-box has two basic functions. The first, as mentioned earlier, 

DIRECTION 
OF FLOW 

x = FI LLED PACKET 

Fig. 2-Conveyor belt. Packets enter at 1 and leave at 2. 
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is synchronization of the ring. The second function is that of preventing 
the buildup of traffic in the ring due to undeliverable packets. The 
header of each packet passing through an A-box is marked. If a packet 
tries to pass through an A-box a second time it is either destroyed, 
creating an empty packet slot, or sent back to its destination. Sending 
a packet back to its destination is done simply by interchanging source 
and destination addresses. In this way a busy signal is provided. 

The C-box shown in Fig. 1 provides interconnection of rings (see 
Fig. 3). Packets destined for a station outside a particular ring have 
addresses indicating this and are picked off by the C-box in exactly 
the same way that intraring traffic is picked off by B-boxes. This traffic 
is buffered and multiplexed onto the next ring in the same way that 
traffic from a local station is multiplexed on a ring. Since traffic already 
on a loop has priority, inter-ring traffic will suffer some delay. A likely 
realization of the C-box suggested by W. J. Kropfi5 is the tandem 
connection of buffer and B-boxes shown in Fig. 4. 

LOCAL RINGS 

(cfl=I~~I~~~c 
NATIONAL RING 

Fig. 3-Three-stage hierarchy of Pierce ring. 
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In the remainder of this paper a mathematical model of the ring 
will be developed and analyzed. The results of this study will be pre­
sented in the form of sets of curves which illustrate the behavior of 
normalized delay as a function of either the number of stations in the 
ring or the utilization of the source. 

In order to carry this analysis forward it was necessary to make 
several assumptions and approximations. Thus in order to verify our 
results and to refine our model, a simulation program was developed. 
Simulation results have been obtained for rings ranging from 10 stations 
to 100 stations. These results are compared to the results of analysis. 

II. GLOSSARY OF TERl\IS 

Cb-Line rate in bits per second. 
Cp-Line rate in packets per second. 
bi-Bit rate during the activity period of the ith source. 

Bp-Number of information bits per packet. 
H-Number of header bits per packet. 

I/Ai-Average duration of idle period of ith source in seconds. 
1/ ,ui-Average duration of active period of ith source in seconds. 

Qi-Average number of packets per message at ith source. 
/' i-Ratio of source packet rate to the line packet rate. 
ui-Utilization of source i [see equation (3)]. 
Oi-Intensity of source i [see equation (4)]. 
ti-Average number of packets per second from source i. 
N-Number of stations in ring. 

Pij-Portion of traffic from station i to station j. 
Rt-Traffic passing through station k in packets per second. 
Rk-Traffic out of station k in packets per second. 
U~-Line utilization as seen by station k [see equation (9a)]. 
8~-Line intensity as seen by station k [see equation (10)]. 
Uk-Line utilization after station k [see equation (9b)]. 
8k-Line intensity after station k [see equation (lOb)]. 

1/ A~-Average duration of line idle period in seconds as seen by 
station k. 

l/M~-Average duration of line busy period in seconds as seen by 
station k. 

III. SYSTEM MODEL 

3.1 Source Input Model 

In this section a mathematical model for a ring is presented thereby 
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Fig. 4-Tandem connection of B-boxes for ring switching. 
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laying a foundation for succeeding sections where the model is analyzed. 
Weare primarily interested in the traffic characteristics of the ring 
and the attendant delay. In order to focus on this aspect of ring opera­
tion, 'we assume that there are no equipment failures or transmission 
errors so that, once on the ring, a packet is ultimately delivered to its 
destination. Thus the action of the A-box in destroying packets or 
providing a busy signal is not part of the model. At present the study 
is confined to an analysis of a single ring. Finally the study was predi­
cated on light to moderate loading of the system. In a heavily loaded 
system long queues of messages form and the response time of the 
system may be excessive for data applications. 

Throughout the analysis the parameter N designates the number 
of B-boxes or stations that are on the ring. The capacity of the line 
connecting the stations to one another is designated as Cb bits/second. 

To each B-box is connected a source, which as we have noted above, 
is bursty in nature. The output of the ith data source is modeled as 
consisting of alternate idle and active periods. During the latter, 
transmission is at a constant rate of bi bits/second. The durations of 
the source activity and idle periods are assumed to be exponentially 
distributed and statistically independent of one another. Successive 
idle and busy periods are also independent of one another. The average 
durations in seconds of the active and idle periods of the source connected 
to the ith station in the loop are denoted as 1/ J.1.i and I/Ai respectively. 
Studies of computer user statistics6

•
7 indicate that the foregoing IS a 

reasonable, if somewhat simplified, model of a data source. t 

t An initial study of this model of the data stream is due to R. J. Pilc. 8 
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Each message (bits generated in a source activity period) is bundled 
into an integral number of fixed size packets. The maximum number 
of information bits in each packet is Bp . The number of header bits 
that accompany each packet is denoted by the parameter H. In 
Appendix A it is shown that the number of packets in a message is 
geometrically distributed with mean 

1, = 1,2, ... ,N. (1) 

During an active period of a source, the rate at which packets are 
produced is J.LiQ; . The rate at which packets can be transmitted on 
the line is C b/ (Bp + H). An important quantity in our consideration 
is the ratio of source packet rate to line packet rate, 

J.LiQi 
'Yi = -C ' 

1) 

i = 1,2, ... ,N. (2a) 

It may well be that in some applications a typical message consists 
of many packets, i.e., bdJ..l.i » Bp . In this case we have 

f'V bdBp 'Y. ---. 
l- C

l
) 

(2b) 

Other source parameters that are important in our study can be 
derived. The utilization of source i or the fraction of time that source i 
is active is 

1, = 1,2, ... , N. (3) 

The intensity of source i is defined as 

i= 1,2, ... ,N. (4) 

The average number of packets/second transmitted from source i is 

(5) 

IV. LINE TRAFFIC 

4.1 Line Utilization 

From the way in which traffic is multiplexed onto the line it is clear 
that message delay is dependent upon the line traffic. As a prelude to 
the calculation of delay, the relevant characteristics of line traffic are 
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considered in this section. A precise mathematical characterization 
of line traffic is extremely difficult. In fact, for reasons that will be 
explained presently, we encounter the most difficulty III this phase 
of the analysis. 

We begin by calculating the average line utilization at each point 
in the ring. The basic assumption in this calculation is that a con­
servation law holds so that, over a sufficiently long time period, the 
average packet rate into a station is equal to the average packet rate 
out of a station. The traffic into and out of a station includes data to 
and from a customer connected to the station as well as line traffic. 
The implication is that there is no continuous buildup of packets in 
storage at a station, which is as it should be for normal ring operation. 

Let the number of packets/second emanating from the source con­
nected to station i (i = 1, 2, ... , N) be designated as ri . In terms of 
parameters defined earlier ri = Qi[I/Ai + 1/).Lir 1

• P ij is defined as 
the portion of traffic originating at station i that is destined for station 
j with P ii = o. The average number of packets per second going from 
station i to station j is Pi jr i • All of these packets pass through each 
station on the ring between stations i and j. The average number of 
packets per second from station i passing through station k is given by 

i-I N 

ri LPij +ri LPij if 1 < i < k, k ~ N 
1 k+l 

i-I 

ri LPij if 1 < i < k, k = N 
1 

Rtk = N (6) 
ri LPij if '/, = 1, k ~ N 

k+l 
i-I 

ri LPij if k + 1 < i ~ N 
k+l 

0 otherwise. 

The total volume of traffic passing through station k is given by 
-N 

Rt = L Rtk . (7) 
i=1 

The total volume of traffic out of station k, including traffic from the 
local source, is 

Rk = Rt + rk, k = 1, 2, ... ,N. (8) 

Perhaps the distinction between Rk and Rt here can be emphasized 
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by referring to Fig .. 1. Here a B-box is shown as being split into its 
two functions, viz., taking data off the line and reading data onto the 
line. At point Z the line carries all of the traffic out of station k at an 
average rate of Rk packets/second. At point Y the average traffic rate 
seen by the local source as it attempts to multiplex data on the line 
is R1 packets/second. (Throughout the remainder of the analysis an 
asterisk on a line traffic parameter denotes a quantity as seen by the 
location station after message deletion.) Since the packet capacity 
of the line is Cp , the line utilization as seen by the source at station k is 

U1 = R1/Cp • (9a) 

The line intensity at this point is 

8: = R1/(C1J - R1). (lOa) 

The utilization and intensity on the line after station k are given by 

Uk = Rk/Cp 

8k = Rk/(Cp - Rk). 

In the case where ring traffic is symmetric, i.e., 

{
o i = j 

Pij = 1/(N - 1) i ~ j 

(9b) 

(lOb) 

(11) 

and ri = r, i = 1,2, ... ,N, these expressions simplify greatly. We have 

Rt = r(~ - 1). (12) 

4.2 Busy Period 

We turn now to the calculation of the average duration of idle and 
busy periods on the line. An exact calculation of either quantity is 

DIRECTION OF 
TRAFFIC FLOWS 

,---------, 
I B-BOX I 

X I 

I 
I 

__ -.1 

DATA INPUT DATA OUTPUT 

Fig. 5-Station decomposition. 
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difficult for all but very specific cases. The reason for this difficulty 
can be seen by examining the mechanism for multiplexing traffic on 
and off the line. Packets destined for a particular station may be inter­
spersed in a sequence of contiguous packets. This sequence is broken 
up at random when the packets are delivered. On the other hand, 
the packets with the same destination may be concentrated at the 
beginning of a long sequence. In this case the long sequence will be 
scarcely affected when the packets in question are taken off the line. 

In the remainder of this section are presented two approaches to 
the problem of calculating the average duration of the line busy period. 
While neither calculation is exact, both take into account the various 
factors involved, and, in those special cases where the answer is known, 
the same correct result is obtained. The basic difference between the 
two methods lies in the kind of line traffic that they are designed to 
model. As we proceed in the calculation this will be pointed out. 

Both of these approaches draw on a result from storage theory 
concerning the data sequence out of a buffer. Suppose that n sources 
feed into a common buffer. The sources turn on and off at random 
transmitting at a constant rate during the active period, and data are 
read out of the buffer at a constant rate. The output will consist of 
successive idle and busy periods. Suppose that the durations of input 
idle periods are exponentially distributed with mean 1/ (Xi, i = 
1, 2, ... , 11. By definition, the probability of an input idle period 
terminating in any incremental interval elt is (Xi dt. An output idle 
period terminates when anyone of the input idle periods terminate. 
Thus the probability of an output idle period terminating in any 
incremental interval elt is L~=l (Xi elt; consequently the duration of 
the output idle period is exponentially distributed with mean I/L~=l (Xi • 

In both calculations the line traffic intensity [see equations (lOa) 
and (lOb)] is assumed to be equal to the ratio of the average durations 
of the line busy period to the line period. It is implicit in this assumption 
that the active and idle periods on the line are independent of one 
another and that they are stationary in the mean. 

The first method that calculates the average duration of the busy 
period looks at each station individually. In equation (6) an expression 
for Rit , the number of packets per second from station i passing through 
station le, is given. If this were the only source active, the line intensity 
at station le would be 
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The average length of a message from source i is Qi packets. We take 
the average duration of the idle period of the packet stream in seconds 
from the ith source as 

(13) 

N ow the assumption is made that the durations of the idle periods 
in the packet streams are exponentially distributed. To find the average 
duration of the idle period of the packet stream as seen by the source 
connected to station le, we call upon the result from storage theory 
quoted earlier. The duration of the idle period is exponentially 
distributed with mean 

(14) 
ir'k 

The average duration of the busy period of the line in seconds as seen 
by the source at station k is given by 

(15) 

Combining (13), (14), and (15) wc obtain 

(16) 

When the ring traffic is symmetric [see equation (11)], these results 
simplify. We have 

~ "n((j - 1)/(N - 1)) 
i=2 1 - /,u((j - 1)/(N - 1)) , 

(17) 

where J.L = J.Li , 8 = 8 i , and u = Ui , i = 1, 2, ... , N. In many cases 
of interest/' is small so that the term /,u((j - 1)/(N - 1)) in the 
denominator of (17) contributes little and may be ignored. In this 
case we may make a convenient approximation: 

and 

At t'-' J.Lu(: - 1) , 

1 
NIt 

k = 1,2, ... ,N (18) 

(19a) 
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This expression may be put in the alternate form 

I/Jl1t = ,,(1 + 8*)/f..L' (19b) 

The key assumption in this calculation suggests the region of ap­
plication of this model. In the packet stream from stationi passing 
through station le, at average rate Rit , it is assumed that the messages 
stay together. Thus the average busy period of this stream is Qi packets 
long. The model is not valid when the messages from individual sources 
are broken up in the act of multiplexing. Thus the model should hold 
best "When the sources emit short messages or "When line utilization 
is low. 

The foregoing method of calculating the duration (length) of the 
average busy period on the line essentially ignores the ring and treats 
each station as a separate entity. In contrast the second method makes 
explicit use of the ring structure. The algorithm begins "With the as­
sumption that the length of the line busy period at the input to a 
station is kno"Wn. Based on this assumption the length of the busy 
period on the line out of the station is calculated. The process continues 
all the "Way around the ring until one returns to the starting point. 
The ring is closed by setting the duration of the final busy period equal 
to that of the initial busy period. 

The algorithm for calculating the change in the busy period is best 
explained by referring to Fig. 5. The line intensities at points X and Y 
are 8 k - 1 and 8t respectively. The assumption, fundamental to this 
approach, is that whole busy periods are deleted from the data stream. 
While there may be fewer busy periods at point Y, the average length 
of a busy period is the same from X to Y. The average durations of 
the idle periods are related by 

_~ = 8 k - 1 __ 1_. 
At 8t A k - 1 

(20) 

The durations of the idle periods between Y and Z can be related by 
calling upon the previously quoted result from storage theory. If the 
length of the idle period at point Y is assumed to be exponentially 
distributed with mean 1/ At, and the length of the source idle period 
is exponentially distributed with mean I/Ak , then the duration of the 
idle period at point Z is exponentially distributed with parameter 

Ak = At + Ak . (21) 

The average duration of the busy period at point X is given by 

1 81c 
lll: = A

k
' 

(22) 
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One can continue in this fashion until the starting point is reached. 
In the case of a ring with a symmetric distribution of traffic the 

solution simplifies considerably since, by assumption, we have 

1 1 
Jtfk - 1 = 111k ' 

Substituting into equations (20), (21), and (22) we have that 

e - e* 
A 

e - e* 
p,e (23a) 

where A = Ai , and e = ei , i 
into the form 

1, 2, ... , N. This result can be put 

'¥ (23b) 
(A + p,) [1 - ,¥u(N /2)] [1 - ,¥u(N /2 - 1)] 

The key assumption in this calculation is that entire busy periods 
are destined for a single station. As the line traffic begins to build up, 
messages from different stations will tend to cluster in the same sequence 
and the validity of the model is weakened. The model should hold 
well when messages are multiplexed into light to moderate traffic. 

V. DELAY CALCULATIONS 

In this section we shall consider models for calculating message 
delay. As mentioned earlier we are primarily interested in calculation 
of message delay that is induced by traffic in the ring. Other delays 
such as propagation and processing delays are invariant with traffic 
intensity and are fixed for a given implementation of the ring. 

Two separate approaches to the calculation of message delay have 
been considered. These approaches are complementary in the sense 
that they apply to different kinds of source traffic 'while neither approach 
is applicable to the whole range of source traffic. The exponential 
on-off model of the source as presented in the foregoing is difficult to 
handle analytically. The difference in the two approaches lies in the 
way this exponential on-off model is approximated. 

The first approach that we shall consider uses a classical queueing 
theory model for the source.t 1\1essages arriving at a terminal are 
viewed as customers arriving for service. An analogy is drawn between 
the length of the message (in bits or packets) and the service time of 

t The queueing theory model of a source in message switched networks is widely 
used, e.g., Refs. 9 and 10. 
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a customer in queueing theory. Thus the exponential on-off source is 
approximated by messages 'with exponential length which arrive at 
a Poisson rate. 

The queueing theory model is well suited to sources that are not 
very active. (However the line into which these sources are multiplexed 
may be very active if many sources are connected to the ring.) When 
the source is more active the queueing model has some inherent in­
accuracies. The queueing model implies that the distribution of time 
between messages is an exponentially distributed random variable 
and there is a nonzero probability of successive messages overlapping. 
In contrast for the exponential on-off model, the distribution between 
beginnings of successive messages is the convolution of two exponential 
distributions and the probability of message overlap is zero. 

The second approach to delay calculation uses a smoothed version 
of the traffic out of a source. Thus if the average number of bits per 
second out of a source is X bits/second, the calculation assumes that 
bits emanate from the source at a constant rate of X bits/second. This 
model of the source is meant to take up where the previous model 
leaves off, i.e., active sources. The effect of smoothing the bit flow will 
be less deleterious for more active sources. 

The analysis of message delay based on a modified J.11/G/1 queuet 

is based on work by B. Avi-Itzhak and P. Naor.ll The line into which 
a message is multiplexed is viewed as a server that is subject to random 
breakdown. As the line is either idle or busy the server is operating 
or under repair. Four assumptions on' probability distributions are 
necessary in order to carry out the analysis: messages arrive at a Poisson 
rate, the interval between message arrivals is independent of the 
message size, the duration of the line idle period is exponentially dis­
tributed, and the lengths of line idle and busy periods are statistically 
independent. The distributions of the size of a message and of the 
duration of a line busy period are arbitrary. 

We take the arrival rate of messages from source i as Ai . The amount 
of time required to multiplex a message onto a completely free line 
at station i is denoted by the random variable Si . It is assumed that 
the duration of the idle period on the line is exponentially distributed 
with parameter A~ [see equations (17) and (21)]. The random variable 
Li denotes the duration of the line busy period as seen by the source 
at station i. In Appendix B it is shown that the Laplace-Stieltjes 

t According to standard queueing theory notation an M /G /1 queue is one where 
a single server accommodates customers that arrive at a Poisson rate with an arbi­
trarily distributed service time per customer. 
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transform of T i , the delay suffered by a message at station i, is given 
by 

(1 _ U* _ ().) [A ~£L ; (v) - At - v ]£8 ;(Ar - A ~£[d(V» 
I I' I Ai - V - Ai£s i(V + At - A ~£L;(V» 

(24) 

where £Li(V) and £8;(V) denote the L - S transforms of Li and Si 
respectively. By differentiating £TJV) with respect to v and allO\ving 
v to approach zero, one obtains the following expression for the expected 
value of T i , 

E[Ti ] = E[Si] e~ 

+ E[S2] Ai(l + e~)2 
i 2[1 - I'i()i(1 + e i)] 

+ E[L:J 2(1 + e~)[1 ~t I't ()t(l + 8~)] (25) 

N ow the mean number of packets per message is Q i . Since the line 
packet rate is Cp packets per second, the average time that it takes 
to multiplex a message onto a clear line is 

In the previous section we have made estimates of the line busy period 
which we have designated as 1/ 1I1~ . These quantities can be substituted 
into (25) yielding 

E[T.] = I' i er + 1'7 ()i(l + e~)2(l + (38;) 
t fJ.i fJ.i 2[1 - I'i ()i(1 + e~)] 

1 U~(1 + (3LJ ( ) 
+ lVIr 2[1 - I'i()i(1 + e~)] , 26 

where 

and 

Var (Li) 
(3Li = E2(J~i)' 

The quantities (38 i and (3L i indicate the sensitivity of the calculation 
of delay to assumptions about probability distributions. In the next 
section sample calculations are presented in which we assume that 
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{3Li = {3Si = 1 as would be the case if Si and Li were exponentially 
distributed. 

By taking a second derivative of equation (24) and letting v approach 
zero, the second moment of delay can be found. For brevity we have 
omitted this expression; however, calculations based on it will be 
presented in Section VII. 

£TJV) can also be used to calculate the probability that a message 
has zero delay. Let us assume that limu - Ho £L i (v) = 0 and that S 
is exponentially distributed. Then 

Pr [zero message delay] = lim £ T i (v) 
"---+00 

~ (1 - Ur - 'Y8;{yl';'Y~ A~l (27) 

As mentioned previously, the second calculation of delay is predi­
cated on the assumption that the data flow from the source is at a 
constant rate equal to the average rate from a source. Thus we assume 
that the source associated with station i generates data at a constant 
rate of r packets per second. Because the line is not continuously 
available to receive these packets buffering is required. It is the content 
of the buffer that is the key element in the calculation of delay. 

As stated earlier, the line traffic consists of alternate busy and idle 
periods. In the following it is assumed that the durations of the busy 
and idle periods are independent and exponentially distributed. The 
mean values of these quantities are known from the calculations in 
the previous section. Under these assumptions, constant input rate 
and exponentially distributed durations of line idle and busy periods, 
it can be shown 12t that the probability density of the content of the 
buffer in packets of the ith station is given by 

f(Bi) = K)j(Bi) + (1 - IC)cxi exp (-cxiBJ, (28) 

where 0(') is the Dirac delta function and Ki and CXi are related to 
the parameters of the system by 

(29a) 

and 

(29b) 

t In the reference, the solution was obtained for a hyper-exponential density. 
In the present work the density is exponential, which can be obtained from the 
hyper-exponential density. 
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Notice that Ki is the probability that buffer i is empty. The average 
content of buffer i in packets is 

(30) 

The delay suffered by a packet is the amount of time that it spends 
in the buffer while \vaiting to be put on the line. From Little's Theorem 13 

the average delay of a packet is the average content of the buffer 
divided by the arrival rate: 

E[T i ] = E[B;]/r i , i = 1,2, ... , N. (31) 

Substituting (29) and (30) into (31) yields 

ElT,] ~ ~r [1 - "t'~:[l + 8~J (32) 

VI. RESULTS-AVERAGE DELAY 

This section is devoted to numerical examples of the foregoing 
results. We shall look at two contrasting modes of system operation, 
complete symmetry and complete asymmetry. In the symmetric case 
all stations transmit equally to all other stations and the destination 
matrix is given by equation (11). All stations in this case are precisely 
alike in their traffic characteristics. This symmetric traffic pattern 
may be encountered on a national ring which connects regional rings. 
The presumption here is that each of the regional rings to which it is 
connected receives and transmits the same volume of traffic. 

The asymmetric case models the situation where one station on the 
ring receives all of the output of the other stations. This singular 
station, in turn, distributes its traffic equally among the remaining 
stations. The asymmetric traffic pattern will be encountered in a ring 
which is composed of inquiry response users connected to a computer 
through a C-box. 

Let us begin with the symmetric ring. Calculations were made for 
two separate models of delay. lVlodel 1 is based on the queueing model 
of delay that resulted in equation (26). The model of line busy period 
here is that which led to equations (16)-(19). The combination of these 
two models is best suited to the situation where there are many lightly 
loaded sources on the line which send short messages. l\1odel 2 is a 
combination of the smoothed approximation to the source that led 
to equation (32) and the calculation of line busy period lengths that 
resulted in equation (23). 
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The estimates of average delay yielded by l\Iodels 1 and 2 are given 
in terms of average message lengths. Presumably, in a particular 
application, the duration of an average message is known and the 
delay in seconds due to line traffic can be evaluated. 

The results of the calculation for the symmetric ring are shown in 
Figs. 6-10. On Figs. 6 and 7 delay normalized to the average message 
duration is shown as a function of the number of stations for two 
different values of source utilization. The difference between these 
curves lies in the factor l' which is equal to 1 on Fig. 6 and 1/30 on 
Fig. 7. The value of 1/30 for l' corresponds roughly to sources with 
50 X 103-bit-per-second active rate feeding into a 1.5 X 106-bit-per­
second line. The results predict that, for l' = 1/30, the ring can ac­
commodate many stations with delay less than one average message 
length. 

Another view of system performance is shown on Figs. 8-10, where 
delay is shown as a function of source utilization for 10-, 50-, and 100-
station rings when l' = 1. We see from these curves that, for moderate 
line loading, delays are not large. For example, when the line utilization 
on a 50-station ring (see Fig. 9) is 0.5, the delay is less than two average 
message lengths. Also shown on Figs. 8-10 are the results of simulations 
which will be discussed presently. 
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Fig. 6-Normalized delay for u = 0.1 and 0.01 (uniform inputs), l' = 1. 
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A comparison of Figs. 10 and 11 shows the impact of different values 
of 'Y. On both figures delay is shown as a function of line utilization 
for IOO-station rings. The difference between them is that 'Y = 1 on 
Fig. 10 and 'Y = 1/30 on Fig. 11. For U = 0.5 and'Y = 1 (Fig. 10), 
we find that the delay is two message units. In contrast, for'Y = 1/30 
and the same line loading (Fig. 11), the delay is near zero. When'Y = 
1/30, the line has very large capacity compared to the source data 
rates, even when the line is moderately loaded. 

It is convenient to use IVlodel 2 to examine the asymmetric case 
of many users communicating with a single computer on the ring. 
Let U c denote the utilization of the computer and Us denote the utiliza­
tion of the customer in each of the N stations connected to the computer. 
We assume that the computer distributes its traffic equally among all 
the other stations. Applying equations (7) and (9) the line utilization 
as seen by the ith station after the computer is 

(N - i) . Ur = 'YcUc ----w-- + 'Y8U8(~ - 1), ~ = 1,2, '" ,N, (33) 

where 'Y c and 'Y 8 are the ratios of source packet rate to line packet 
rate for the computer and the user, respectively [see equation (2)]. 
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5 and 100 stations, 

In our computations we assume that the computer-to-user traffic is 
ten times the user-to-computer traffic (uc'Yc = 10 'YsNus).t Equation 
(33) leads us to conclude that under this assumption the most critical 
station in the ring is the one right after the computer (i = 1) since 
the line traffic at this point is heaviest. 

Equation (33) may be used in conjunction with equation (32) to 
find the delay normalized to the line busy period at the most critical 
station. Because of the way the line busy period is calculated in IHodel 2, 
we may in turn normalize the line busy period to the activity time of 
the computer. The results are shown in Fig. 12 where delay, normalized 
to the computer busy period, is shown as a function of Us and U c and 
the number of stations as parameters. In Fig. 12 we have taken 'Y s = 
1/30 and 'Y c = 1. 

VII. SIMULATION RESULTS AND COMPARISON WITH THEORY 

An investigation of the system was carried out by means of simula­
tion as well as analysis. Single rings comprising the one A-box and 
from 10 to 100 B-boxes were simulated. All of the simulation results 
were for symmetric rings in which each station has identical traffic 

t Studies of computer traffic support this assumption. 6 
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characteristics and transmits equal portions of its traffic to the other 
stations. 

In the simulation, as in the analysis, our attention was focused on 
average delay. Nevertheless, as we shall see, the simulation yielded 
information on other characteristics of delay which can be compared 
to analytical results. 

The simulations attempted to mirror as closely as possible the actual 
operation of the ring. At each station a sequence of message and idle 
period lengths are chosen randomly from exponential distributions. 
As the messages are generated they are assembled into an integral 
number of packets. Bit stuffing is used to round out the last packet 
in a message. The destination of each message is found by a random 
selection from N - 1 equally probable choices. 

After packets are generated they are given an initial time tag and 
sent to a buffer. The packets are stored in the buffer until they are 
multiplexed on the line. When a packet is multiplexed on the line, 
the time is noted and a difference in multiples of packets is taken with 
the initial time for each packet. It may happen, especially in a lightly 
loaded system, that a packet is multiplexed on the line immediately. 
In this case the time difference is zero. 

These time differences indicate the delay suffered by a packet due 
to line traffic. By noting the time difference for the last packet in a 
message, we have a measurement of message delay. Histograms of 
message delay were compiled and results drawn from these histograms 
will be presented in the sequel. 

A key step in the theoretical calculation was the estimation of line 
busy and idle period durations. Accordingly, in order to check the 
consistency of the models, measurements were made of line busy and 
idle period durations. These measurements will also be presented in 
the sequel. 

In order to keep the simulation effort within reasonable bounds, 
it \vas necessary to fix some of the parameters of the system. Thus for 
most of the data that follow the average message length was fixed 
at 100 bits. The messages were quantized into 125-bit packets (Bp = 
125). Header information was neglected (H = 0). Source utilization 
was varied by choosing appropriate idle durations. In this case 70 
percent of the messages are of one packet duration. As a check, selected 
simulations were run with different ratios of message length to packet 
size. 

As seen in the previous section, the theoretical models estimated 
average delays of one or two average message lengths for light to 
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moderate line loadings. For y = 1/30, estimates of average delay 
were small even for reasonably heavy line loadings. In Figs. 8, 9, and 
10 average delays yielded by simulation are shown in comparison 
with theoretical results. These averages were taken over all stations 
for each of the line loadings shown. In Fig. 8 we see that for the 10-
station ring the theoretical estimates given by 1\10del 2 are quite close 
to simulation results, differing by substantially less than a message 
duration. The estimates produced by 1\10del 1 for moderate line loads 
are also fairly good, overestimating delay by about 0.3 message duration. 
Theoretical estimates compare well with simulation results for the 
50- and 100-station ring as well. In general both models overestimate 
the simulation delays somewhat. For line loadings below 0.5, :Model l's 
estimates are within 0.5 message duration above simulation values, 
while 1\10del 2's estimates are somewhat closer. For line loadings 
above 0.5, Modell's estimates are closer to simulation results. 

It is significant that delay estimates obtained for line loadings below 
the knee of the curve (U ~ 0.5 for the 10-station ring) are well within 
an average message duration. Since the system would probably be 
operated in this region, delay estimates for these line loadings are 
important. 

Each of the simulation points presented above is an average of 
between 7000 and 14,000 data points obtained through simulation. 
Along with average delay the standard deviation of delay was estimated. 
Estimates of the standard deviation of average delay 'were obtained 
by assuming that the standard deviation obtained from simulation 
was equal to the standard deviation of the underlying distribution 
of delay. The results showed that standard deviations of the averages 
are reasonably low. For example, for a 10-station ring at a line loading 
of 0.43, 10,000 data points were taken and the standard deviation 
was estimated to be 1.61 average message durations. The standard 
deviation of the mean is estimated to be 0.016 average message dura­
tion which is less than 2 percent of the average delay. The situation 
is the same on the 100-station ring. At a line loading of 0.52 where 
7000 data points were taken, the standard deviation of the mean was 
estimated to be approximately 2 percent of the average delay. 

Average delay is clearly not the only characteristic of delay that is 
important in judging the performance of a system. Both the simulation 
and the analysis provided results on characteristics of delay beyond 
averages. As mentioned earlier, histograms of message delay were 
compiled by the simulation program. On Fig. 13 the cumulative prob­
ability graph of message delay is shown. Also shown on Fig. 13 is the 
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probability distribution predicted by Model 2 from the same line 
loading and system configuration [see equation (28)]. The probability 
distribution for Model 1 was not readily obtainable. The cumulative 
probability graph shown here is typical of other system configurations 
and line loadings. It shows a "nonzero component at zero delay with 
diminishing probabilities of larger packet delays. 

In order to summarize simulation results along these lines, three 
sets of numbers will be presented. They are probability of zero delay 
and a conditional mean and standard deviation of delay. The mean 
and standard deviation of message delay here are conditioned on the 
message having nonzero delay. 

In Table I are shown the probability of zero delay given by simula­
tion and by Model 1 [equation (27)] and Model 2 [equation (29a)]. 
For the smallest utilization in the 10-station ring the error between 
simulation and theory is within 15 percent. For the other line loadings 
the estimate obtained from Model 2 is within 10 percent of simulation 
values while Model 1 considerably underestimates zero message delay 
probability. For the highest loading considered, U = 0.7 on the 100-
station ring, neither model predicts the simulation value very well. 

Estimates of means and standard deviations of delay conditioned 
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TABLE I-PROBABILITY OF ZERO MESSAGE DELAY 

N-Number U-Line 
Theory 

-----------
of Stations Utilization Simulation Modell Model 2 

------
10 0.10 0.906 0.833 0.918 
10 0.20 0.80 0.688 0.833 
10 0.43 0.565 0.418 0.624 
10 0.54 0.464 0.311 0.514 

100 0.235 0.773 0.622 0.769 
100 0.52 0.454 0.318 0.485 
100 0.54 0.418 0.264 0.420 
100 0.70 0.252 0.178 0.304 

on nonzero delay for both simulation and theory are presented in 
Table II. Comparison of the theoretical estimates of the mean shows 
that for the lightest loading in both the 10- and the lOa-station rings 
the analysis estimates the delay within 3 percent. For the heavier 
loadings, excluding the U = 0.7 loading on the lOa-station ring, the 
error is about 20 percent of the simulated results for Model 1 and 
about 25 percent for l\1:odel 2. 

In summary, the data presented in Tables I and II indicate that a 
substantial portion of the messages (i.e., those that have no delay) 
are accounted for, and that the remaining messages have an average 
delay that is predictable, in the lighter loads, within 3 percent. For 
example, in the la-station ring with a line loading of 0.1, 90.6 percent 

TABLE II-lVIEAN AND STANDARD DEVIATION FOR DELAYED lVIESSAGES 

(IN AVERAGE lVIESSAGE LENGTHS) 

Simulation Theory 
------

U-Line Standard 
N-Number Utiliza- l\iean, Deviation Modell Model2t 

of Stations tion E[T IT> 0] u[T IT> 0] Mean Std Dev Mean 
----

10 0.10 1.18 0.79 1.19 1.22 1.18 
10 0.20 1.34 0.99 1.44 1.46 1.44 
10 0.43 2.06 1.89 2.33 2.48 2.58 
10 0.54 2.66 2.75 3.12 3.34 3.78 

100 0.235 1.57 1.59 1.61 1.61 1.69 
100 0.52 2.95 3.20 3.13 3.16 4.26 
100 0.54 3.29 3.55 3.78 3.81 4.83 
100 0.70 6.48 7.89 5.60 5.65 10.72 

t The density ill this case is exponential, and thus the mean and standard deviation 
are equal. 
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of the messages have no delay and the remaining 9.4 percent have an 
average delay of 1.18 average message durations. 

One observed difference between theory and simulation lies in the 
prediction of zero message delay by l\10del 1, "which, for moderate 
line loadings, noticeably underestimates this quantity. There is evidence 
that the difficulty here may lie in the way that l\10del 1 treats quan­
tization effects. For example, message lengths were taken to be ex­
ponentially distributed when, in fact, they are geometrically distributed. 
As pointed out in the beginning of this section, most of the simulation 
results are carried out for an average message length of 100 bits and 
a packet length of 12S bits. Investigations of the effect of quantizing 
messages into packets are continuing. 

As mentioned earlier in this section, data were gathered on line 
busy and idle periods in order to check the consistency of our models. 
In Table III are shown the average durations of line busy periods for 
different loadings measured at one station in the ring. For comparison 
the average line busy periods predicted by Models 1 and 2 are also 
shown. l\10del 1 underestimates the length of the busy period by 
approximately 10 percent. The estimates given by l\/Iodel 2 consistently 
overestimate the duration of the line busy period. For line loadings 
greater than 0.5, the estimate is poor. 

The average durations of line idle periods as found in simulation 
are shown in Table IV. Again lVIodel 1 underestimates while lVIodel 2 
overestimates. The error for l\10dell is higher than for the corresponding 
line busy periods. For line loadings greater than 0.5, l\10del 2 yields 
high estimates. 

If the data on the durations of line busy periods obtained from 

TABLE III-LINE Busy PERIODSt (PACKETS) 

Simulation Theory 

No. of U-Line Standard 
Stations Utilization Mean Deviation Mean (Modell) Mean (Model 2) 

10 0.10 1.58 1.02 1.53 1.65 
10 0.20 1.81 1.41 1.70 1.98 
10 0.43 2.66 2.74 2.24 3.36 
10 0.54 3.20 3.64 2.80 4.76 

100 0.235 1.94 1.52 1.78 2.36 
100 0.52 2.96 3.07 2.80 5.87 
100 0.54 3.32 3.87 3.24 7.9 
100 0.70 5.08 7.32 4.49 14.5 

t The results shown here are averages for a single station. The line utilization is 
averaged over the entire ring. 
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TABl,E IV-LINE IDLE PElUODS t (PACKETS) 

Simulation Theory 

No. of U-Line Standard 
Stations Utilization :Mean Deviation l\Iean (Modell) Mean (Model 2) 
----------

10 0.10 14.07 13.30 17.60 18.90 
10 0.20 7.22 6.80 6.80 7.93 
10 o .4~~ 3.40 2.97 2.84 4.48 
10 0.54 2.74 2.24 2.34 ~~. 95 

100 0.235 6.:34 5.71 5.95 7.70 
100 0.52 2.96 2.75 2.54 5.85 
100 0.54 2.78 2.39 ') t) 

~.U 5.65 
100 0.70 2.05 1.58 1.95 6.20 

t The results shown here are averages for a single station. The line utilization 
is averaged over the entire ring. 

simulation are used in the calculation of average delay the conclusions 
do not change substantially. Except for the U = 0.7 load point in 
the 100-station ring, the average delays predicted by l\Iodel 1 increase 
by less than 10 percent. Below line loadings of U = 0.5, the predictions 
of JVIodel 2 decrease but are still fairly close to simulation points. 
Regions where the line loading is light to moderate are of greatest 
interest since it is most likely that systems would be operated in this 
region. 11"'10 1' higher line loadings, delay in terms of average message 
lengths is large and small changes in loading lead to large changes 
in delay. 

VIII. CONCLUSION 

We conclude with a summary of our results. The analysis and the 
simulation of 10-, 50-, and 100-station rings show that for 'Y = 1, i.e., 
source rate and line rate equal, message delay is less than 2 average 
message durations for line loading up to 0.5 of capacity. For line loadings 
greater than 0.5, delay increases substantially. For 'Y = 1/~30, i.e., 
a low-speed source feeding into a high-speed line, average delay in 
terms of average message durations is low for line loadings up to O.S. 
Analytical and simulation results indicate that there is a nonzero 
probability of zero message delay at all line loadings. The probability 
of zero message delay is greater than 0.5 for line loadings less than 0.5. 
Analysis and simulation indicate that the probability of a specific 
message delay decreases monotonically with the value of delay. The 
rate of decrease is similar to that of an exponential distribution (see 
Fig. 13). 
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For light to moderate line loads the theoretical models of average 
message delay show good agreement with the simulation results. For 
high line loads some of the approximations used in the theoretical 
models are weakened and agreement is not as good. However, even 
for heavy loading, there is meaningful agreement between analysis 
and simulation since both predict large delay and large shifts in delay 
with small shifts in line loading. 

Some of the discrepancy between analysis and simulation may be 
due to the fact that the analysis did not take into account quantizing 
effects. For example, line busy periods must be an integral number 
of packets in duration, whereas the analysis treated line busy periods 
as a continuous random variable. Investigation of these effects on 
message delay will be carried out in the future. 

The simulation program is capable of simulating systems where 
the traffic pattern is not symmetric and work will continue in this 
direction. 
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APPENDIX A 

Effect of Quantization 

In the text we have assumed that the duration of a source active 
period is exponentially distributed with parameter J.ti (for source i). 
During the active period the source emits bits at a constant rate of bi 

bits/second. The data is bundled into packets with Bp bits/packet. 
The probability that there are j packets in a message is given by 

f
iBP!b i 

Di = J.ti exp (- J.tit) dt, 
(j-l)Bp!bi 

i = 1,2, ... ,N 

Let 
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then 

Di = Ai-I(I - A). 

The mean number of packets per message is 
00 

I/J11 i = L jDi 
1 

i~l 

APPENDIX B 

In an earlier paper Avi-Itzhak and Naor ll found the average delay 
of a customer arriving at a server that is subject to random breakdown. 
Recently, using a similar line of reasoning, Avi-Itzhakl4 found the 
Laplace-Stieltjes transform of the density of this delay T~ to be: 

£Ti'(V) = (1 - U~ - 'YOi) 

[A~£Li(v) - AT - V]£Si(V + AT - A~£Li(v)) 

Ai - V - Ai£s i(V + At - A ~£Li(V)) 
(34) 

where £Li(V) and £sJv) are the Laplace-Stieltjes transforms of Li 
and Si respectively. (Recall that in the main body of the text Li is 
defined as the duration of the line busy period at station i and S i is 
defined as the time required to multiplex a message on a free line.) 
In this derivation it is assumed that the line idle periods are expo­
nentially distributed with parameter A ~ . It is also assumed that 
messages arrive at a Poisson rate Ai . . 

In order for this result to be applicable to our problem, some modifica­
tion of equation (34) is necessary. The expected value of T: yielded 
by (34) when the line is entirely free for a long period of time is E[S;]. 
But this is a delay that is due to mUltiplexing alone and is not a function 
of line traffic. Since we are interested in delay that is dependent on 
line congestion we remove this multiplexing delay. 

The delay described by equation (34) is the sum of two independent 
components, the waiting time and the residence time. The waiting 
time is the interval from when the message first arrives until it is first 
multiplexed on the line. The residence time is the interval in which 
the message is multiplexed on the line, including line busy periods 
during which the message is blocked. The L - S transform of the 
density of the residence time is given by 

£Si(V + At - A~£Li(V)) 

_ 100 
-vt ~ lt (A ~x)ke-xAi* *k 

- 0 d t e f::'o 0 dx k ! h i (t - x) f S i (x) , (35) 
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where is i (x) is the density of the message multiplexing time and f!~(x) 
is the k-fold convolution of the line busy period. This expression is 
obtained by adding the message multiplexing times and all of the 
intervening line busy periods. Now if we simply add together only 
the line busy periods, removing the line multiplexing time, we have 

£si(At - A ~£Li(V)) 

= i oo 

dt e- vt f 100 

dx (~~~L e-xAi*n:(t)isi(X). (36) 
k=O 0 II,. 

Equation (34) becomes 

£Ti(V) = (1 - Ut - 'YOi) 
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Analysis and Design of Elementary 
Blinders for Large Horn Reflector 

Antennas 

By DAVID T. THOMAS 

(Manuscript received May 28, 1971) 

An analysis of E-plane (transverse) radiation from horn reflector 
antennas for horizontal (transverse) polarization is presented. This analysis 
was based on Geometrical Theory of Diffraction with modifications to 
account for (i) finite edges, (ii) grazing incident wave, and (iii) aperture 
illumination. Once proven valid for our purposes, the analysis was extended 
to permit blinders to be added to the antenna. 

Experimental and theoretical studies of single edge blinders have shown 
them to move the azimuth location of undesirable high sidelobes but not 
substantially reduce the sidelobe level. A half blinder, however, was shown 
to reduce the undesired 90-degree sidelobe to - 62 dB, an 8-dB reduction. 
Simultaneously, sidelobe levels are below -62 dB for azimuths between 
35 degrees and 180 degrees at both 3.74 and 6.325 GHz. Theoretical predic­
tions indicate it is broadband at 4, 6, and 11 G H z. The half blinder also 
has excellent mechanical features. 

I. INTRODUCTION 

In recent years, demands have been made to improve the sidelobe 
performance of the Bell System horn reflector antenna. One demand 
is related to the l\tIetropolitan Junction Concept* for radio relay route 
planning. This concept was initiated in the mid 1960's and resulted 
in narrower angles between radio relay routes converging on a junction 
point. Generally, increased service demands also added to route con­
gestion and placed more stringent requirements on the antenna per­
formance. A combined experimental and theoretical program was 
begun with the expressed purpose of reducing certain high sidelobes. 

* In the Metropolitan Junction Concept, only radio relay routes terminating in a 
large city are brought into the city. All other routes bypass the city around a ring 
of stations about 20 miles out. This is contrary to the practice prior to the 1960's. 

2979 
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A previous paperl discussed improvements in the transverse-plane 
radiation levels for vertical (longitudinal) polarization (VP). This 
present paper is addressed to transverse-plane radiation for horizontal 
(transverse) polarization (HP). * 

The horn reflector antenna2 is a combination of a square electro­
magnetic horn and a reflector which is a sector of a paraboloid of re­
volution. A side view and front plane view of the antenna are illustrated 
in Fig. 1. The results given in this paper refer to the Bell System horn 
reflector antenna which has the following aperture dimensions: 

Flare half angle 
Front tilt angle 
Aperture side edge length 
Average aperture width 

a = 14.5 degrees 
{3 = 14.5 degrees 
2.59 meters 
2.59 meters. 

The intended frequency bands of operation are 3.70-4.20 GHz, 5.925-
6.32.5 GHz, and 10.7-11.7 GHz. 

One very interesting aspect of this antenna is the low inherent 
sidelobes in the azimuth (transverse) plane. For horizontal polarization, 
the sidelobe levels beyond 30 degrees are 60 dB or more below the 
main beam for the Bell System antenna, except for a major high­
sidelobe region near 90 degrees with levels of about - .52 dB at 3.74 
GHz and -58 dB at 6.325 GHz. 

The elimination of this high sidelobe region was the major purpose 
of this work. One approach earlier tried by R. R. Gradyl was to add 
"blinders," i.e., change the shape of the side edges of the aperture. 
Although the blinder shapes tried by Grady moved the location of 
the major high-sidelobe region of the antenna, the overall reduction 
in sidelobe levels was insufficient for our purposes. 

In order to expedite development of the complex blinder shapes 
which we felt would be necessary, a theoretical model was first developed 
for the original antenna and is presented here. This same model has 
been extended to predict the radiation patterns of horn reflector antennas 
with multiple edge shaped blinders attached. 

II. GEOMETRICAL THEORY OF DIFFRACTION 

The analytical method used for predicting the E-plane radiation 
was based on Geometrical Theory of Diffraction (GTD).3.4 GTD has 
a long history of providing solutions to electro magnetics problems. 

* Longitudinal polarization and longitudinal plane are aligned with the pyramidal 
horn axis. Transverse polarization and transverse plane are perpendicular to the 
horn axis. 
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Fig. 1-Front and side views of a horn reflector antenna. 
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In situations similar to ours, GTD has successfully predicted the far 
sidelobe levels of pyramidal horn antennas5

-
7 and other structures 

such as parallel plate waveguides.8
,g In order to apply GTD to the 

problem at hand, it was necessary to account for (i) the finite length 
of each edge 10 and (ii) the incident wave direction parallel to the side 
walls of the antenna. ll In addition, the illumination function with the 
TElO incident mode in the horn was included. Also, as the azimuth 
angle passes 90 degrees, visually one edge disappears. To account 
for this phenomenon, the contribution of the disappearing edge was 
neglected when the azimuth angle exceeds 90 degrees, i.e., only singly 
diffracted rays were included. Two checks on the accuracy of our model 
were used: (i) the measured E-plane radiation pattern for HP at 3740 
MHz, and (ii) radiation patterns computed by an approximate Kirchhoff 
A perture Integral as described in a later section. 

The incident wave in the pyramidal horn section is the TElO mode 
with orientation depending on polarization. For horizontal polarization, 
the amplitude variation is sinusoidal from front to back and uniform 
from side to side. After reflection by the paraboloidal surface, the 
incident wave amplitude is tapered by the l/R spherical attenuation 
and slightly distorted but, to a good approximation, the vertical 
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(longitudinal) variation is sinusoidal in the aperture. The diffracted 
fields of thc top and bottom edges are neglected because of the near 
zero illumination there. The E-plane radiation will be determined 
solely by edge diffraction from the side edges of the aperture. At both 
sides, the E-field is perpendicular and the H-field parallel due to 
boundary conditions. The incident H-field near edge #1, to a good 
approximation, varies as 

H;l = Ho eiKXo cos (~~1) cos {3. (1) 

The coordinates used are shmvn in Fig. 1. The Appendix develops the 
equations necessary to relate the various coordinate systems. 

The canonical problem of interest to us is edge diffraction by a 
semi-infinite plane which was first worked by A. Sommerfeld12 in 
1896. This canonical problem can be solved exactly, but we used the 
high-frequency asymptotic solution which describes the diffracted 
ray as 

+iKr . e 
Hz = H: D _ F 

- V r (2) 

where r is the cylindrical radius from the edge, Hi is the incident wave, 
and D is the diffraction coefficient given by J. B. Keller3 as 

e q/+'Y _ q/-'Y i7r/4 [ ( ) ( )] 
D = - V87rK cos {3 CSC ~ =t= CSC ~ . (3) 

The angles (1/ and 'Yare shown in Fig. 2. Cos {3 is included to account 

\ 
\ , 

\ 
\ 
CPt 

/ \ 
/ cP' \ 

========::;:;!I-:./:::::--------1----
r I 

I 

Fig. 2-Diffraction of a plane wave by a ~emi-illfinite edge. 
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for the tilted aperture and the fact that the incident wave direction 
is not perpendicular to the aperture. 

For a grazing incident wave (direction of propagation parallel to 
the sides) such as we have, 'Y is zero and only the first term of the 
diffraction coefficient remains, 11 

e
i7r

/
4 (¢') D = - CSC - . 

V87rK cos {3 2 
(4) 

The angle, S, which relates ¢' and ¢I as 

¢' = ¢1 - S (5) 

was found from the coordinate transformations m the Appendix to 
be defined by 

tan S = sin a tan {3. (6) 

For the second edge; we found that 

(7) 

with S as given above. 
The finite length of the diffracting edges has been considered by 

C. E. Ryan. 10 The diffracted field sources can be viewed mathematically 
as magnetic line currents. Since GTD is a local phenomenon, the use 
of magnetic currents is valid for finite edges as well. Taking into con­
sideration the radiation patterns of finite length line currents, the 
tar zone diffracted fields of the side edges become 

_jW€ 2Ho b e+
iKRl 

CSC ¢1 - -.r . 0 
HOI = 4 K III 2 sm 1 

cos [Kb( cos 01 - sin (3 cos a)] 
2 (8) 
~ - (Kb)2( COS 01 - sin {3 cos a)2 

cos [Kb(cos O2 - sin (3 cos a)] 
2 (9) 
~ - (Kb)\ cos O2 - sin {3 cos a)2 

There remains only the superposition of HOI and H02 and the cal-
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culation of radiation patterns. In the azimuth plane, <1>0 will vary from 
o degrees to 180 degrees and eo is 90 degrees. Only the horizontal 
polarized field component, E<J>o , contributes to the azimuth radiation 
pattern. Since Hoo corresponds to E<J>o , the HP fields are 

J{IIP = (Oo·OI)H Ol + (Oo·02)Ho2 . (10) 

The normalized directivity will be 

(11) 

For azimuth angles 0 degrees to 90 degrees, equation (10) was used. 
Beyond 90 degrees, however, only one edge was assumed to be visible 
and the second edge contribution was neglected. The discontinuity 
at 90 degrees produced by this move is very small and the slightly 
improved accuracy which would result if doubly diffracted rays were 
used was not felt worth the additional work. 

III. KIRCHHOFF APERTURE THEORY 

In order to provide an independent check on the accuracy of our 
previous model, the radiation pattern was computed using Kirchhoff 
Aperture Integrals. 13 ,14 Once the incident fields, Ei (Y, Z), are known 
in the actual antenna aperture, the far zone radiated fields, jJjs (R, e, <1», 

are given by 

ES = 1~ [eiKRlR X (n X JV) - R X (R X (n X (ni X N»)]] (12) 

where 
R is the radial unit vector, 
n is the outward unit normal to the aperture, 
n i is the unit vector in the direction of propagation of the incident 

wave, 
and N is given by 

N = If E\Y, Z)e-iK(ysinOsin<J>+ZcosO) dy dz, (13) 
Aperture 

and the integral is over the actual aperture-not the projected aperture. 
The coordinates XYZ are as shown in Fig. 1, with R()<I> being the spherical 
coordinates associated with XYZ. For HP, N Z is neglected and Ny is 
found to be 
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7rab 
-jKa sin 0 sin ¢ 

J -jKa sin e Hin '" COS [Kb( COS 0 - sin (3 + tan Q:' sin 0 sin ¢)] . e .) 
l : - (Kb)ZC cos 0 - sin (3 + tan a sin 0 sin ¢)2 

+jKa Hin e sin '" COS [Kb( COS 0 - sin (3 - tan Q:' sin () sin ¢)] 1 - e 2 • 

~ (Kb)2( cos 0 - sin (3 - tan Q:' sin () sin ¢)2 J 
(14) 

Coordinate transformations between 0, ¢ and 00 , ¢o are given in the 
Appendix. 

A computer program based on equations (8) to (11) was written to 

Or--------------------------------------------------------, 
I 
I 

-10 I. 

-20 

-40 

-50 

-60 

-70 

-80 

-90 

----- APERTURE THEORY 

--- GEOMETRICAL THEORY 
OF DIFFRACTION 

ANGLE IN DEGREES 

Fig. 3-Comparison of predicted transverse-plane (CPo) radiation patterns of a 
horn reflector antenna using GTD and aperture theory (transverse polarization 
at 3740 MHz). 
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calculate and plot the far zone radiation pattern of the Bell System 
horn reflector antenna in the azimuth plane for horizontal polarization. 
Figure 3 compares the results with a similar radiation calculation using 
the approximate Kirchhoff Aperture Integral of equations (12) to (14). 
The agreement is remarkably good, which is somewhat surprising in 
view of the limitations of aperture theory. In this case at least aperture 
theory appears to be accurate for azimuth angles, ¢o , up to almost 
90 degrees. 

The necessity of using GTD instead of Aperture Integrals is twofold: 
(i) we are interested in far sidelobes beyond 90 degrees where Aperture 
Integrals are inappropriate, and (ii) the ultimate goal is a treatment 
of the antenna edges, multiple edge blinders, for example, which would 
require a degree of sophistication beyond the capacity of Aperture 

O~---------------------------------------------------. 
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-60 

-70 

-80 

-90 

THEORY 

EXPERIMENT 

-100~ __ ~ __ ~ __ ~ ____ L-L-~ __ ~~~~4W~ __ ~ __ ~ __ ~ __ ~ 

o 15 '30 45 60 75 90 105 120 165 180 
ANGLE IN DEGREES 

Fig. 4-Comparison of transverse-plane (cJ>o) measured radiation and radiation 
predicted by GTD for the horn reflector antenna (transverse polarization at 3740 
MHz). 
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Integrals but well within the capability of the GTD methods described 
here. 

A comparison of GTD with a measured pattern appears in Fig. 4. 
The measured pattern was taken on a production model of the Bell 
System horn reflector antenna for HP and 3740 I\IHz. In the measure­
ment it was necessary to tilt the antenna forward by 0.9 degree to aim 
it at the transmitting antenna. Taking this into account altered the 
theoretical GTD pattern of Fig. 4. The similarity of measured and 
theoretical patterns confirms the validity of the model. The early 
sidelobes (4)0 < 8 degrees) agree precisely and our main concern, the 
high sidelobe near 90 degrees, is nicely predicted. Differences in side­
lobe levels between GTD theoretical curves and experimental radiation 
patterns can probably be ascribed to inaccurate aperture illumination 
and minor structural differences between our model and the actual 
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Fig. 5-Theoreticlll transverse (azimuth) plane radiation for horn reflector 
antenna with single edge blinder attached ({3 = 25 degrees)-transverse polarization 
(HP) at 3.74 GilI',. 
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antenna. However, as a blinder design aid, the GTD model is entirely 
adequate. 

IV. SINGLE EDGE BLINDERS 

Gradyl has reported measurements of the azimuth pattern for HP 
of the horn reflector antenna with single edge blinders attached. These 
single edge blinders alter the front tilt angle, {3, and move the azimuth 
location of the high sidelobe but do little to reduce it. The theory 
described above was tested for single edge blinders and concurred 
with Grady, as illustrated in Figs. 5 and 6 for front tilt angles of 5 degrees 
and 25 degrees. Notice the major high sidelobe is moved but the level 
is only slightly changed. 

A third single edge blinder tested analytically had a front tilt angle, 
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Fig. 6-Theoretical transverse (azimuth) plane radiation for horn reflector antenna 
with single edge blinder attached ({3 = 5 degrees)-transverse polarization (HP) at 
3.74 GHz. 
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Fig. 7-Theoretical transverse (azimuth) plane radiation for horn reflector antenna 
with single edge blinder attached ({3 = -5 degrees)-transverse polarization (HP) 
at 3.74 GHz. 

(3, of -.5 degrees. Whenever (3 is negative ((3 < ° degrees), the major 
high sidelobe disappears completely in the azimuth plane, as is evident 
in Fig. 7. Apparently this blinder solves our problem but the large size 
of such a blinder creates difficult mechanical problems such as weight 
and windload. l\1aking this blinder out of fine mesh wire might be an 
agreeable compromise but has not yet been tested. 

A parametric study followed, leading to an equation which relates 
front tilt angle, (3, to major sidelobe location, ¢H (in the azimuth plane), 
as 

-1 (tan a) 
¢ H = 2 tan sin (3 . (15) 

As seen earlier, ,vhen (3 < 0, the major sidelobe disappears. 
So it would appear that a single edge blinder is not a satisfactory 
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fix for reducing the unwanted high sidelobe. The best one can do without 
huge blinders is move the sidelobe to an unobtrusive location, a poor 
solution since special engineering would be required for each site and 
at some sites no amount of special engineering would produce good 
results. 

V. A HALF BLINDER FOR SIDELOBE REDUCTION 

Since a single edge blinder did not achieve the desired sidelobe reduc­
tion, two edge blinders were tried. We observed in the theoretical analysis 
[equation (8)] that the far zone field, Il, is proportional to edge length. 
Since each front tilt angle, {3, produces a strong high sidelobe at a 
specific angle, a division of the blinder length into two edges at different 
front tilt angles {31 , {32 would reduce the fields by half in the direction 
of each major sidelobe. l\1eanwhile, back at the main beam (0 = 0 
degrees), the energy transmitted would not be altered, since blinder 
shape does not affect the main beam. As a result, a two-edge blinder 
should produce two high sidelobes, each 6 dB lower than the high 
sidelobe of a comparable single edge blinder. 

The actual two-edge blinder tested was a half blinder, which retained 
the original front tilt angle ({31 = 14.5 degrees) for half the front edge. 
The other angle, {32 , was taken to be 4.5 degrees in order to widely 
separate the high sidelobes of the two edges. This half blinder con-

Fig. 8-Horn reflector antenna with half blinder attached. 
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figuration is shown in Fig. 8. Figure 9 compares the theoretical results 
for a horn reflector antenna with and without the half blinders attached. 
Notice the G-dB reduction in sidelobe level of the gO-degree sidelobe, 
exactly as suggested above. 

Based on the predicted sidelobe levels of the half blinder, a model 
was built for experimental tests. The dimensions of the half blinder 
built for testing were base 8 inches, height 4 feet, which provide an 
acute angle of about 10 degrees. A measured antenna pattern for HP 
at 3740 l\1Hz is shown in Fig. 10 and compared with the theoretical 
curves for the same blinder. The comparison is quite good, with the 
two major sidelobe locations agreeing very well and the measured 
sidelobe levels 2 to 3 dB below predicted values. The 2- to 3-dB lower 
measured sidelobes occur quite consistently in all available comparisons 
of measured and predicted curves and are thought to be due to an 
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Fig. 9-Theoretical transverse (azimuth) plane radiation patterns for horn 
reflector antenna with and without half blinders attached-transverse polarization 
(HP) at 3.74 OI-Iz. 
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Fig. lO-Comparison of measured and GTD predicted transverse (azimuth) 
plane radiation of horn reflector antenna with half blinders attached-transverse 
polarization (HP) at 3.74 GHz. 

unexpected amplitude taper near the edges of the antenna which was 
not used in the analytical model. 

The sinusoidal distribution of incident energy in the aperture makes 
the fields strongest near the center (vertically) of the aperture. Hence, 
moving. the half blinders up from the bottom should further reduce 
the high sidelobe near 90 degrees (now -59 dB). This is because more 
of the power diffracted by the edges would be diverted to the second 
high sidelobe near 140 degrees (which was somewhat lower). Experi­
mentally adjusting for optimum sidelobes, it was found that 9 inches 
up from the bottom was best. For the half blinders located 9 inches 
above the bottom of the aperture, the measured pattern (3740 IVIHz, 
HP) is shown in Fig. 11. This final adjustment gave sidelobe levels 
- 62 dB or below for azimuth angles from 35 degrees to 180 degrees, 
reducing the unwanted sidelobe to acceptable levels. 

To verify the suitability of the half blinder for broadband operation, 
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Fig. ll-Comparison of measured transverse (azimuth) plane radiation of horn 
reflector antenna with and without adjusted (up 9 inches) half blinders attached­
transverse polarization (HP) at 3.74 GHz. 

theoretical patterns were run for three frequencies (high, 1niddle, low) 
in each of the 4, 6, and 11 GHz bands. These curves show that similar 
results are obtained in all three frequency bands and indicate better 
results should be obtained at 6 and 11 GHz. Of course, this is expected 
since 6 and 11 GHz patterns for the original antenna have lower side­
lobes than for 4 GHz. Thus, we can expect good broadband performance 
of the half blinder in the three frequency bands. 

~Iechanically, the half blinder js ideal. Its small size (8 inches by 
4 feet) makes it easy to fabricate and attach to existing antennas and 
the additional windload with it attached will be negligible. 

VI. CONCLUSIONS 

This paper reports results of research still in progress aimed at 
reducing undesirable high sidelobe levels in the E-plane radiation for 
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HP. Tests (both experimental and theor~tical) of single edge blinders 
have shown that altering the front tilt angle, {3, of the horn reflector 
succeeds in moving the location of the undesirable sidelobe but does 
not substantially reduce the level. 

A half blinder attached to the antenna, however, reduced the un­
desirable 90-degree sidelobe level to 62 dB below the main beam, an 
8-dB reduction. Simultaneously, radiation levels were maintained at 
or below - 62 dB for all azimuth angles from 35 degrees to 180 degrees. 
The antenna response with half blinder attached has been theoretically 
predicted to be broadband at 4, 6, and 11 GHz and the mechanical 
features are excellent. Unfortunately, the raised radiation levels from 
100 degrees to 150 degrees (through below - 62 dB) and the un­
acceptable levels near 30 degrees indicate the half blinder may not be 
suitable for general application. Future writings will describe the design 
of many edged blinders and the effect of curved blinders on radiation 
levels. 
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APPENDIX 

It was helpful to describe the various coordinate systems to be used 
for the aperture and the edges. We needed various coordinate trans­
formations in order to orient the edges correctly for the Geometrical 
Theory of Diffraction. Each side edge had its O\vn coordinate, with 
origin at the center of the edge, and Z-axis directed along the edge. 
These are shown in Fig. 1. The appropriate coordinate transformations 
are: 

Xl =X 

Y1 (Y + a) cos a + Z sin a 1 
Zl -(Y + a) sin ex + Z cos ex (16) 
X 2 =X 

f 
Y2 = (Y - a) cos ex - Z s in ex 

Z2 (Y - a) sin ex + Z cos ex 



and, in addition, 
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x 
Y 

Z= 

x 0 cos {3 - Z 0 sin {31 

Yo J 
Xo sin {3 + Zo cos {3 
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(17) 

where £x, {3, a, and b are described in Section 1. In addition, spherical 
coordinates will be employed so we have a need for transformation 
of R, 0, cP into Rl , ()l , cPl and R2 , O2 , cP2 . However, they are obtainable 
from the above equations and are not given except for radii Rl , R2 
in the far field. They are 

Rl , R2 = VR2 + a2 ± 2Ra sin (J sin cP 
(18) 

Rl , R2 ~ R ± a sin () sin cP. 

These are needed for correct phase reference III superposing the two 
edge contributions. 
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This paper presents an analytical review of the transient events relating 
to charge, current, voltage, and energy upon disconnection of inductive 
loads in switching circuits. Based on good agreement between theory and 
experiment, the analysis is found applicable to a number of long-standing 
relay and switching circuit problems 'involving radiation interference, 
voltage breakdowns in various elements of the contact circuit, and contact 
erosion. 

I. INTRODUCTION 

The disconnection of a relay in a switching circuit involves a number 
of time-variant design problems for which a quantitative treatment 
is needed. These mainly concern (i) the release time of the structure, 
or (1:i) the transient current and voltage surges which are a potential 
cause of oscillations and breakdowns in the circuitry. The subject of 
release time is chiefly related to a change in the core's magnetization 
from its operated to its residual value, i.e., a very substantial change 
in core flux occurring over a comparatively long time, typically several 
milliseconds. The transient circuit surges tend to develop much earlier 
in the interval after disconnection, often in times from about 10-6 

to 10-4 second during which the core's magnetization has not yet 
had time to change appreciably. Thus, while both phenomena are 
related to the core's demagnetization curve, their performance tends 
to be controlled by different features of this nonlinear characteristic. 
The subject of release time, including the design of slow release relays, 
has been on a firm quantitative basis for many years,1-4 based on 
relationships involving the whole demagnetization curve. However, 
only qualitative or empirical treatments have so far been available 
to describe the transient surges of current and voltage. An analytical 
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description of these surges is indispensable to the understanding of 
voltage breakdowns or radiation interference in the contact wiring; 
and a renewed interest in these latter subjects has prompted their 
further study as outlined in this report. 

The surges principally result from the tendency for the inductance 
to maintain current flow after the main current path has been opened; 
current is then diverted into the circuit capacitances, temporarily 
charging them to high voltages, even to several hundred times the 
original battery voltage (when the capacitance is very small). Previous 
analyses based on a conventional lumped-element L, R, C treatment 
have not agreed well with experiment, attributed mainly to difficulties 
in suitably defining the load's nonlinear inductance and to the neglect 
of eddy current losses in the core. In attempting to recognize these 
in the present analysis, some simplifications were possible by assuming 
an effective lumped-element value of inductance which corresponds to 
the differential permeance of the load's magnetic circuit in the operated 
region. This concept, and an allowance for eddy current losses, give 
results which agree well with experiment over several decades of vari­
ation in the basic parameters. Over the three decades of principal 
interest when studying breakdown voltage, this effective inductance 
is found to be essentially constant, being basically determined by the 
differential permeance of the core's demagnetization curve at the 
operated point. Beyond this region, where pulses are slower, the use 
of a progressively increasing permeance, which recognizes the wider 
range of the demagnetization curve that comes into play, helps improve 
the accuracy. The study covered in this report deals mainly with the 
region where the faster pulses predominate. 

1.1 Outline of A nalysis Procedure 

Expressions are first obtained for the general case of a relay 'winding 
having both a short-circuited secondary and an RC network, as com­
monly used for contact protection, bridging the main winding. By 
assigning suitable values to each of these terms, the results can then 
be simplified to cover a range of practical situations such as the ordinary 
unprotected relay coil, the coil bridged by either capacitor or resistor 
alone, and the air core coil. Of these, the most common case, that of 
a relay coil shunted only by a capacitor (representing distributed 
capacitance, wiring capacitance, etc.), is selected for detailed study. 
Based on good experimental agreement for a wide range of test cases, 
the results are then applied to a number of special relay and switching 
circuit design problems. 
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The surges to be studied are illustrated by the curves in Fig. 1. 
This view shows a typical relay switching circuit in schematic form, 
and the transient current and voltage surges when contact X is opened. 
A major objective is to describe these surges analytically. The initial 
phase of the analysis is to derive expressions for current and voltage, 
as a function of time, when the load is disconnected by an "ideal" 
(i.e., nonbreakdown) contact. The smooth curves in Fig. 1 show typical 
results when a telephone relay is controlled by a (nonarcing) mercury 
contact. They have practical interest whenever the switching is done 
by a vacuum tube, a transistor, or a mercury contact which is well 
enough insulated to avoid breakdowns. Such curves also determine 
the conditions for breakdown when apparatus, wiring, or contacts 
of known dielectric strength are connected in the circuit. For example, 
the irregular curves in Fig. 1 show the multiple breakdowns that occur 
across a typical relay contact in air, as its surfaces separate. This 
result was obtained by replacing the previous mercury contact by an 
ordinary mechanical contact (on a 'wire-spring relay) and repeating 
the measurement as a double exposure on the same film. Such break­
downs, sometimes termed "B-type transients" or "showering arcs," 
represent successive charging of local capacitance to the dielectric 
breakdown of the contact's gap, its discharge through the local contact 
circuit, and a renewed charging cycle. They have been described 
qualitatively in considerable detail,5-8 and there have also been some 
efforts at a quantitative treatment. 9

• 10 Each successive charging cycle 
is the beginning of a new "ideal" contact surge; hence the definition 
of this curve facilitates the study of such breakdowns. 

A second phase of the analysis examines these surges from the stand-
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Fig. l-Surges when contacts open an inductive load. (a) Test Circuit. (b) Current 
and voltage vs time after interruption for ideal contact (smooth curve) and typical 
mechanical con(,act (irregular curves). 
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point of the amount of inductive energy which is available to be dis­
sipated into the arcing contact circuit, with attendant surges and 
contact erosion. 

1.2 Objectives 

This paper aims to present these relationships in general form, 
with enough experimental data to verify the analysis. Some specific 
fields of relay and circuit design where immediate applications are 
expected, and which were an incentive for this study, will now be 
summarized. 

Ci) The general definition of the "ideal" contact surges. It is found 
that all variations are definable in terms of two dimensionless 
ratios: {3 = CR 2/(f>N 2

, the "load design factor," and GdG1 or the 
ratio of secondary to primary coil constants (summarized in 
Table I and further described below). The surge equations 
can then be used to predict such variations as peak voltage, 
amplitude and frequency of oscillations, rise time, or degree of 
damping. The analysis also shows that the response is oscillatory 
between two particular values of (3, with overdamped behavior 
above or below these values. 

(ii) An understanding of how the coil's stored inductive energy is 
released. Relationships are found which determine that part 
consumed in internal and external dissipative losses, and that 
part which goes into capacitive energy storage from which it 
may be discharged into erosion-producing arcs. 

(iii) A fuller understanding of that portion of the coil's stored 
inductive energy that can be released during the transient 
period, the major features of which depend on (a) the incremental 
permeance of the static demagnetization curve at the releasing 
point, and (b) the energy replenishment from the battery 
during each arc breakdown interval. This is especially important 
in the study of contact erosion. 

(iv) An explanation of some hitherto "anomalous" results. Among 
these are: (a) A quantitative picture of releasable coil energy 
as influenced by "stop-pin" height; it is shown here to be related 
directly to the degree of coil saturation, in accord ,vith ex­
perience, rather than to the total stored energy as had previously 
been suggested. (b) A quantitative picture of the oscillations 
which occur with "copper-sleeve" relays. This is found to be 
related to that portion of the main winding which is uncoupled 
to the secondary. 
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TABLE I-CIRCUIT CO~STA~TS 

Vo = Battery voltage. 
V c = Instantaneous voltage across contacts. 
f 0 = Steady state current = Vol Rw. 

3001 

ii, i~ = Instantaneous current in primary or secondary circuits respectively. 
ql = Instantaneous charge on capacitor. 

N I , N2 = Turns in primary, or secondary, respectively. 
R w , R2 = Hesistance of primary, or secondary, winding respectively. 

Hn = Primary circuit resistance external to coil (i.e., resistance of RC net­
work). 

RJ = Total resistance of primary circuit = Rw + H". 
GI , G2 = Coil constant for primary or secondary circuit 

NI2 No2 
= -R -R" respectively (mho). 

I 2 

G e = Eddy current constant of core (for which N2 = l). 

[Note that 1- = Rw + Rn = ~ + ~.l 
GI N12 Gw Gn 

L I , L2 = Incremental inductance of primary or secondary 
N1

2 !Jl, N 2 2!Jl respectively. 
!Jl = Incremental permeance of coil magnetic circuit at specified magnetiza­

tion (i.e., corresponding to operated ampere-turns). 
C = Capacitance across load coil. 
<P = :Magnetic flux. 

Case for 
General Case Case for H" = a G2 = a 

R' = Effective 
Resistance 

L' = Effective 
Inductance 

= Load Design 
Factor 

RI + G2!Jl 
C 

or 

HI(l + GdGI ) 
{31 

or 

LI 

{3w = 

Case for 
G2 = a and 

Rn = a 

(v) The ability to make design estimates for a number of applica­
tions. Examples are: (a) Number and frequency of breakdowns 
in a "B" type transient, and the energy available for causing 
erosion. (b) Peak value of the final surge, following a "B" type 
transient as for the tail of the irregular curve in Fig. 1. This is 
needed in verifying whether wiring insulation will be damaged 
when coils with large numbers of turns are disconnected. 
(c) Choice of proper test values for use in the production testing 
of relay coils to determine whether their internal insulation 
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breakdown strength is satisfactory. (For this test, which has 
been in use on an empirical basis for many years, the energized 
coil circuit is interrupted by an "ideal" vacuum tube "switch"; 
if the coil's self-induced voltage causes an internal breakdown, 
the coil is rejected as an incipient service failure because of 
faulty insulation or lead configuration.) (d) The ability to 
reinterpret inconclusive data from past contact tests, or to 
better define tests made years ago so that their applicability 
to today's designs in today's circuits may be better understood. 

(vi) Assessment of the mutual impact of contact erosion and relay 
miniaturization. For example, a smaller relay coil usually 
means less energy for the contact to control and therefore a 
smaller contact volume for a given contact life. A smaller 
contact volume means less wear allowance in the relay's ar­
mature motion, and hence a lower mechanical work requirement, 
with a correspondingly smaller relay magnet. Thus a knowledge 
of the interaction between the relay's inductive energy and 
the resulting contact wear can be an important guide to design 
for minimal relay sizes for a switching system where all the 
relays are of the same basic structure (i.e., the contacts of 
one relay control the winding of another). 

The paper is divided into three major sections: Analysis, Experiment, 
and Discussion. The circuit is first analyzed in general terms, giving 
results which for some cases are considered too complex for further 
treatment in this study. Substitutions are then made which considerably 
simplify the equations and lead to detailed answers for the important 
practical case of the unprotected relay coil. The major experimental 
results and discussion relate to this case. 

II. ANALYSIS 

In this section, we shall (i) develop the circuit equations and apply 
them to the consideration of special situations such as (ii) critical 
damping, (iii) peak voltage, and (iv) energy relationships. 

2.1 Development of the Circuit Equations 

This section defines a circuit model, presents the loop equations, 
and gives the resulting solution for current in the main circuit. This 
value of current as a function of time is then used to derive the related 
values of charge, contact voltage, and rate of change of voltage. 
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2.1.1 Choice ot Circuit },IIodel 

A simple relay winding shunted by an RC network, being connected 
or disconnected from a battery by means of an ideal contact, was 
chosen for the study. As only the surge on disconnection is studied, 
the influence of wiring can be included in the capacitive term, and so 
the results are generally applicable whether connections between 
contact and relay are very short, as on tL printed wiring board, or 
quite long, as through a considerable loop of switchboard cabling. 
Reflections and surge impedance of the wiring are important in con­
sidering the individual showering arcs, as has been done for example 
in recent work of G. W. l\Ells lO and J. R. Pharneyt but these features 
are outside the scope of the present study. 

After some initial experiments, it was found that an adequate repre­
sentation of an actual relay control circuit required the recognition 
of: (i) the distributed capacitance of the coil; (ii) a coupled secondary 
winding to represent core losses, copper sleeves, etc.; (iii) an effective 
lumped inductance representing the region of the demagnetization 
curve that is active during the initial surge; and (iv) (under certain 
conditions) a portion of the main winding which is not coupled with 
the core or secondary winding. The resulting study circuit is seen in 
Fig. 2a. For example, (i) it was found that distributed capacitance 
of typical relay coils is in the vicinity of 100-200 pF, which is too large 

N/ 
Gw= Rw 

Nl 
G2 =R; 

------1~-----
c 9 

Va 

L.....-_-----IIII--_----' ------;r 
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ql ~ 
---.l 

c Rn 
Vc 

Va 

II t 
(b) 

Fig. 2-Circuits for fully representing a relay as a contact load. (a) Circuit chosen 
for analysis. (b) Transformed circuit. 
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to ignore. Likewise, (ii) it was found that the discharges of typical 
relay structures can be so fast that the core losses (i.e., dissipation 
in an effective secondary winding) must be recognized. The additional 
influence of that portion of the coil winding which is not coupled to 
the "secondary" plays a significant role only when dealing with coils 
having a secondary consisting of a copper sleeve or short-circuited 
turns; it will be examined as a special case of the above circuit in Section 
2.2. Following this general solution, the simpler cases are readily found 
as special cases; e.g., setting the protection network resistance R" = 0 
gives the case of an ordinary relay coil with distributed or direct shunt 
capacitance, setting the eddy current coil constant G2 = 0 gives the 
case of an air core coil, or setting C = 00 represents a pure resistive 
shunt. 

The first objective is therefore to evaluate the current, charge, and 
contact voltage in the primary circuit for the period immediately 
after interrupting the circuit shown in Fig. 2a. The following considera­
tions will be used in the initial analysis: 

(i) The contact is "ideal," i.e., no gaseous or metal vapor break­
downs occur. This is in fact closely simulated by a mercury 
contact, and even more completely by certain vacuum tubes 
and transistors. 

(ii) Perfect coupling is assumed between primary and secondary. 
(iii) The initial conditions (just prior to t = 0) are that the steady 

current is Io = (Vo/R w ),* and the capacitor is charged to the 
value - Vo . 

(iv) The flux cI> which is linked to both primary and secondary 
windings is proportional to the algebraic sum of the instan­
taneous ampere turns of primary and secondary, in accordance 
with the usual magnetic circuit concepts. 

(v) The inductance of the load can be represented by a lumped 
value which effectively simulates the flux-current relation in 
the coil's working region. Use of a lumped-constant term 
simplifies the circuit equations, which otherwise become very 
difficult to solve in simple forms. The meaning of a lumped­
constant inductance is better understood with the help of 
Fig. 3, which shows the static flux-ampere turn characteristic 
of a typical relay magnet for operating and releasing cycles. 
For the present case, the releasing cycle, or demagnetization 
curve, applies. The instantaneous inductance is the slope of 

* For definitions of terms, see Tables I, II, and III. 
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Fig. 3-Representation of inductance, L = rs>N2, when contact opens a relay 
coil circuit. 

this demagnetization curve in the applicable working range, 
and may be expressed as 

L = ryN 2 

where ry (d4>/dNI) I N10 , N = number of turns in the coil, 
and N10 ampere turns at the operated point (i.e., starting 
point of the demagnetization curve on disconnection). ry is 
the differential permeance, or slope of the demagnetization 
curve, over the region where flux is changing during the surge. 
In the case of very fast surges, the flux is substantially un­
changed during the surge, and the value of CP at N I 0 applies, 
as shown at A in Fig. 3. For slower surges, a larger value of ry 
representing an average slope over the working range, as 
indicated by the dotted lines B in the figure, is presumed to 
apply. Values of ry are further discussed in Section 3.1.2. 

The analysis has been developed around this general circuit. The 
resulting general solution, which involves an appreciable number of 
variables, is relatively complex and its detailed examination is reserved 
for later computer-assisted studies. For the present study, special 
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attention is aimed only at the simpler but important practical case 
of the ordi~ary unprotected relay, which involves only a simple ca­
pacitive shunt, a term \vhichis always needed if only to cover the 
inevitable distributed capacitance of the coil itself. In addition, the 
manner in which the general expressions reduce to simpler forms, 
by neglecting appropriate terms, will be noted; conformity to previously 
known solutions for the conventional L, R, C circuit affords at least 
partial confirmation of the general analysis. The special cases chosen 
for detailed consideration are: 

Rn = 0, G2 finite (relay coil with capacitive shunt), 
Rn finite, G2 = 0 (air core coil with RC shunt), and 
Rn = 0, G2 = 0 (air core coil with capacitive shunt). 

The appropriate expressions for each of these cases are tabulated in 
the accompanying tables. 

The symbols applicable to this model circuit are summarized in 
Table 1. The notation using terms G = N 2 j R for coil constant, and 
expressing inductance in terms of turns and permeance CP (L = CP N 2

), 

has been used because of its convenience and common use in relay 
design. The resulting equations are also considerably simplified by 
their use. 

2.1.2 Equations tor Current in Primary 

The equations for the model circuit, Fig. 2a, are derived in Appendix 
A. The procedure was to sum the voltages around primary and secondary 
circuits, respectively, using the flux common to both windings to 
determine the inductive terms, Nl(difJjdt) and N 2 (difJjdt). LaPlace 
Transform techniques were used to represent the initial conditions 
and obtain the solution for current it in the primary circuit. The three 
possible solutions, oscillatory, critically damped, or overdamped 
[i.e., w~ greater than, equal to, or less than b2

] are: 

Case I: 
i l = 

Kioe- bt sin (wt + cp) 
(w~ < b2

) Oscillatory sm cp 

Case II: 
Critically i l = Kioc- bt [1 + (a - b)t] (w! b2

) (1) 
Damped 

Case III: 
i l 

Kioc- bt sinh (wt + cp) 
(w! > b2

). Overdamped sinh cp 

The values of the constants, of the phase angles, and of related terms, 
are summarized in Tables II and III respectively. The circuit equations 
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also showed that the transformed circuit of Fig. 2b could be used to 
represent all the variations in the primary circuit, where the primed 
values of Land R represent the effective values of primary circuit 
inductance and resistance respectively. This simplification results 
from the term G2 (J> IC, which is found to represent the dissipative 
losses due to the secondary. (The term L" will be discussed in Section 
2.2.2.) 

2.1.3 Equations for Charge, Current, and Contact Voltage 

The expression for current, equation (1), may be used to derive 
equations for charge and contact voltage as a function of time. The 
charge ql is given by 

(2) 

and contact voltage by 

(3) 

The resulting general expressions for all these variables are summarized 
in Table IV for the cases: oscillatory, critically damped, and over­
damped. Equations are also given for two important special cases: 
Rn = 0, and both Rn and G2 = ° (i.e., capacitive shunt only, or air 
core coil, respectively.) Of course, other special cases can be derived 
by making appropriate substitutions into the general equations. Table V 
similarly summarizes these results for the instant of contact opening, 
i.e., for conditions at t = 0. It is found that, at t = 0, Cases I, II, or 
III all give equal values for each variable, as one would expect. 

The equations in Table IV express the variations in charge, current, 
and contact voltage as a function of time. Of these, it is often of greatest 
interest to consider the contact voltage; a normalized version is plotted 
in Fig. 8 based on the discussion of peak voltages in Section 2.3. 

2.2 Discussion of Conditions at Critical Dampi'ng 

The boundary condition for critical damping, now to be considered, 
helps to explain the way in which the various kinds of surges are in­
fluenced by the circuit parameters. Comparison of experimentally 
observed conditions at the critical damping point with this analysis 
also provides confirmation for much of the analysis; these measurements 
also provide means for determining effective values for the core loss 



TABLE IV-BASIC CIRCUIT EQUATIONS 
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TABLE V-BASIC CmCUI'l' EQUATIO~S WHEN t 

Variable General Case Case when Rn = 0 

(a) ql = - CVo = -CVo 

(b) i l = KIo = 10 

( c) Vc = KIoRn = 0 

(d) Vc = K2I o[ 1 CR,,2 ] 10 
C - L J (1 + GdG W )2 = C 

term, G2 , and the effective permeance, (P, of the core, as will be seen 
in Section 3.2. 

2.2.1 General Expressions 

The critically damped condition is w; b2
, or alternatively: 

CR,2 
4£' = 1. (4) 

Substituting values for R' and L' from Table I, 

This expression is simplified by making the substitution 

CRi 
{31 = ~N~ , 

yielding a quadratic equation which can be expressed in terms of only 
two variables, {31 and Gz/G1 • The solution is given by either of the 
two equivalent expressions, equations (5a) and (5b), of which the 
former is usually more convenient: 

(5a) 

or 

(5b) 

These equations have two solutions, which depend on whether 
G2/G 1 > {31 , or G2/G 1 < {31 . The two solutions are plotted in Fig. 4, 
for the range of these values likely to be encountered in relay switching 
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Fig. 4-Conditions for critical damping-Gz/Gl vs (3. * 

practice. Thus, the boundary between oscillatory and overdamped 
conditions is determined by either of two circumstances: 

(i) Losses in secondary circuit are dominant [use + sign in equation 
(5a) or - sign in equation (5b)], for which 

G2 or G
C
2CP > Rl G

1 
> f31 , 

Here, 

f3t(f3t + 2) (6a) 

or 

[( G2 ) ( G2)~J f31 = 2 1 + 20
1 

- 1 + G
1 

(6b) 

and there are positive values of G2/G1 for all positive values of f31 • 

* The subscripts "I" or "w", applied to G and {3 in various figures, are used to call 
attention to the applicability of the information; e.g., {31 indicates that the general 
analysis (including RC network) applies; {3w indicates the analysis specifically applied 
to the unprotected case, where Rn = o. 
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(ii) Losses in primary circuit are dominant [use 
(5a) or + sign in equation (5b)], for which 

Here, 

or 

G2 
0

1 
< {31, or R > G2(J>. 

1 C 

[ G2 ( G2)!] 
{31 = 1 + 20

1 
+ 1 + 0

1 

3013 

sign in equation 

(7a) 

(7b) 

and meaningful (i.e., positive) values of G2/G1 only exist when 
{31 > 4. 

Note that, when G2 = 0, i.e., there are no eddy current losses, then 
from equation (5b), 

as is well known for the conventional L, R, C circuit. 
The condition 

O2 - {3 ( (J2(9 - R ) 
OJ - J or C - 1 

is seen to be incompatible with critical damping. It is indicated by the 
45-degree line in Fig. 4 which in fact corresponds to the point of mini­
mum damping. The character of the contact voltage surges in the 
various regions is sketched on the figure, summarized as follows. For 
a given value of G2 /G 1 , the response will be oscillatory for values of 
{31 lying between the two curves, with minimum damping when {31 = 
G2/G1 . When {31 equals or exceeds the value delineated by the right­
hand curve, the response will be critically damped or overdamped 
with a gradual asymptotic rise to Vo . When {31 equals or is less than 
the value delineated by the left-hand curve, the response will be critically 
damped or overdamped with a single overshoot followed by an asymp­
totic decay to Vo . 

Since the principal variation in {3l is usually the result of variations 
in C, it is also useful to replot Fig. 4 in the form GdG l vs C, for a range 
of values of (N l/R l )2(J>. Such a family of curves is given in Fig. 5. 
It is sometimes helpful to analyze experimental data by plotting the 
points on such a graph. 
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The data points seen in Figs. 4 and 5 will be explained in the later 
discussion of experimental results, Section 3.2. 

The critically damped circuit equations, Case II in Table IV, may 
now be extended to include expressions for the two-valued equalities 
of equation (5), which were not previously obvious. For this purpose 
it is convenient to make available the related values of some of the 
terms appearing in these equations. In the present study we consider 
only the simpler cases for Rn = 0, or both Rn and G2 = 0, which are 
summarized in Table VI. Using these equalities, the critically damped 
circuit equations of Table IV can be simplified for easier handling, 
as given for reference purposes in Table VII. 

The predicted boundaries between overdamped and oscillatory 
conditions sho\vn in Figs. 4 and 5 afford a convenient means for experi­
mentally verifying the foregoing circuit analysis. A test relay is selected 
which has parallel-wound primary and secondary coils. The primary 
is bridged by a variable capacitor, C, while the secondary is bridged 
by a variable resistor, R~ . For a chosen setting of C, the contact voltage 
surge V c is observ8d by oscilloscope, and R~ is varied until the surge 
appears to be critically damped. This process may be repeated for 
any desired number of settings for C, which must include corrections 
to include any distributed capacitance in the winding and wiring, 
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as is discussed in Section 3.1. These data may then be analyzed to give 
estimates for Ge and CP for the particular structure being studied; 
and also to compare the measured variation of G2/G 1 vs {3 against 
the predicted values, as is discussed in Sections 3.1.3 and 3.2. 

In accord with relay design practice, assume that the effective 
secondary coil constant, G2 , is the sum of two separate terms, 

G N; 
s = R2 + R~ 

and Ge , representing the actual secondary winding, and the single­
turn eddy current coupling term for the core, respectively. An ap­
proximate estimate of Ge may then be obtained from an examination 
of those data points for which Gs has quite small values. This procedure 
is helped by the fact that, at small values of G2/G 1 and {3, the critical 
damping equations (6) may be further simplified. By series expansion 
of equation (6b), neglecting terms of higher than second order, it 
reduces to 

(8) 

or, from Table I, 

(9) 

Thus, a plot of Gs vs C!, for small values of G2 , should yield a straight 
line with a negative intercept equal to G e and a slope of 2N 1 cp-!, from 
which CP may also be determined. This procedure is indicated in the 
experiment summarized in Table VIII, and further discussed in Section 
3.1, with determination of Ge shown in Fig. 17. In this example, Ge 

was found to equal about 220 mho. Using this figure to obtain an ap­
proximate value for G2 , the effective value of permeance CP (at least 
for small values of G2 ) may then be determined using equation (9), 
as is also shown in Fig. 17. 

2.2.2 Peak Voltages and Oscillations due to Imperfect Coupling Between 
Primary and Secondary 

The foregoing analysis is found to afford an accurate picture of the 
transients upon disconnection, so long as the windings are well coupled, 
as is shown in Section III. Such coupling is best obtained by the use 
of parallel windings, wherein each turn of one coil is coupled to the 
same flux as the corresponding turn of the other coil. However, when 
the coils are wound concentrically, there is a departure from this ideal 



TABLE VIII-:-CRITICAL-DAMPING lVIEASUREMENTS ON A WIRE SPRING (AG-55) RELAY 

Calculations 

Observed Parameters 
at Critical Damping 

G2 = 
C(f) R2' Ceff = C + Cd (Ceff )I/2 R s+R2' Gs Gs + Ge G2/Gw 

0.24 X 10- 6 0 0.24 X 10- 6 44.5 114,700 114,900 3.03 
0.14 50 0.14 94.5 53.900 54,100 1.43 
0.09 100 0.09 144.5 35;200 35,420 0.935 
0.05 200 0.05 244.5 20,800 21,020 0.514 
0.02 400 0.02 445 11 ,450 11 ,670 0.308 
0.4 X 10-8 1000 0.41 X 10-8 1045. ·4,850 5,090 0.134 
0.2 1500 0.217 1545 3,290 3,510 0.0925 
0.103 2300 0.120 2345 2,170 2,390 .0.0631 
7.65 X 10-10 2700 9.35 X 10-10 

4.55 3000 6.25 
2.15 3600 3.85 
1.1 4400 2.8 
0.52 5100 2.22 
0.10 5800 1.80 

Initial Data: Nl = 652.5 Rw = 1125 
N2 = 2260 Rs = 44.5 

Measured Value of Cd = 170 X 10-121 

2745 1,850 
3045 1,670 

1. 96 X 10-5 3645 1,392 
1.68 4445 1,143 
1.49 5145 988 
1.34 5845 871 

i * i 
Gw = N 12/Rw = 37.900 
G2max = N22/Rs = 114,700 

2,070 
1,890 
1,612 
1,363 
1,208 
1,091 

* From these data, see Fig. 17, and infer that Ge = 220 mho, CP = 2.6 X 10-8 Wb/NI. 
t {3w = ·(CRw2/CPN12)(1 + G2/Gw ) = 1.14 X 10 6 (1 + G2/Gw )C. 
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situation due to independent transient currents which arise within 
the uncoupled portion of the main winding. An additional oscillatory 
condition develops in such cases, which is particularly noticeable for 
relays with copper sleeves, whose core losses tend to be very high; 
this condition becomes more and more noticeable when the circuit 
approaches critical damping or is well into the overdamped core-loss 
region. This behavior may be explained by recognizing the role of the 
uncoupled part of the primary winding, now to be discussed. 

Recall that the core loss is governed by a term G2 (9/C representing 
the resistive losses in the secondary, and note that this term grows 
very large as C becomes small. Thus, in the critical damping region, 
this large term tends to block all flow of current in the primary in­
ductance. However, that portion of the primary inductance which is 
not coupled to the secondary, i.e., which does not share the same common 
flux, will not experience opposition to current flow from the term 
G2 (9/C (because, for it, G2 = 0). The uncoupled part of the winding 
provides a parallel path tending to bypass the main winding in series 
with its core-loss term, as shown by the dotted lines in Fig. 2b. Its 
inductance may be much less than that of the coupled part of the 
winding, but still capable of generating appreciable superimposed 
surges into the rest of the circuit. The equivalent circuit for this con­
dition reverts to the simple case for which only coil losses apply (i.e., 
no secondary winding) but for which the inductance is represented 
by a new term 

L" = (9"Ni (10) 

where (9" represents the effective differentjal permeance of that part of 
the coil which does not couple to the secondary. It may be found 
experimentally, or be approximated by rule of thumb, as discussed 
in Section III. The resulting oscillations, as to frequency, peak voltage, 
etc., may be predicted through the use of the equations in Table II, 
for the case that G2 = 0, and using L" to represent the inductance. 
Peak voltage effects for this case may be read from Fig. 8, where {3 
is estimated by using cp" for permeance. The oscillation frequency 
is approximated from the value of Wo given in Table II: 

Wo 1 
fa = 27r = 27rN

1
V(9"C· (11) 

Conversely, when the oscillation frequency is measured, corresponding 
to a given set of circuit conditions (i.e., (3, G, etc.), the value of (9" 
can be evaluated. lHeasurements on various relays are shown in Section 
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III to correlate well with this relation, where (p" is found to have a 
value of about 0.6 X 10-8 Wb/NI for various structural types typical 
of telephone switching. 

2.3 Determination of Peak Values of Contact Voltage, and Related Values 
of Charge and Current 

The peak values of the time-dependent variables ql , i l , and Vc 
may be determined by differentiating the corresponding equations 
as given in Table IV with respect to t, setting the result equal to 0, 
solving for t under these conditions (designated t'), and then evaluating 
each of the original equations when t is replaced by t'. These steps 
together with the resulting expressions for t' and for ql , i l , or V care 
briefly outlined in Appendix B. The derivations apply to the previously 
noted general case which includes an RC network shunted across the 
load, but the resulting general expressions are too involved for a full 
treatment in the present report. When the network resistance Rn is 
set equal to zero, however, representing the simpler unprotected case, 
the resulting expressions are relatively convenient to work with. These 
expressions, which are also developed in Appendix B, are summarized 
in Table IX. The peak voltage relations hold greatest interest, and 
will now be considered in more detail. 

As seen in Appendix B, and Table IX, the peak voltage expressions 
for an unprotected load (Rn = 0) are: 

Contact 
Condition Time to Peak, t' Peak Voltage, V p 

I t' =7r-CP [ _. ("-~)J (12) V p = Vol + (3 w 2 exp - tan fJ • 
w 

II G",(P(3~(l + (3~)2 = V o[l + (3:!e-(1+{jw l 
]. (13) 

III -~ = V [1 + (3-! exp (--~ )J (14) 
w o W tanh fJ 

These equations express the peak voltage in terms of the variables 
(3w , fJ, and cpo Actually, both fJ and cp may also be expressed in terms 
of (3w and G2/Gw (see Table III). The equations are given in the form 
shown for the sake of compactness. However, when computations 
are made, the more detailed values for these terms can be substituted 
from Table III. (The subscript w is used to indicate that the value 
of R in this case is only the winding resistance, i.e., R" = 0). 

For this case of unprotected load, equations (12), (13), and (14) 
may be used to plot the time-to-peak, and the peak voltage. It is 
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Fig. 6-Time, t', to reach peak voltage vs load design factor, (:3. 

convenient to plot these in ratio form, using the ratio of peak time to 
capacitive time constant, tf /RwC, and the ratio of peak voltage to 
battery voltage, Vp/Vo , respectively. These results are given in Figs. 6 
and 7, as a function of (Jw , for various values of G2/ G w. • They are 
found to be in good agreement with actual experience, as will be shown 
in Section 3.3, where measurements and theory are compared for both 
tf and Vp . It is seen that the ratio G2 /Gw has a pronounced influence 
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SWITCHING RELAY STRUCTURES 
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o MAGNETIC IRON RELAY-CORE APPROX. 

1.0 cm 2 

Fig, 7-Peak voltage, V p , as a function of load design factor, (:3. 



TRANSIENT EFFECTS 3023 

on the peak voltage across the opening contacts, and that even very 
small values of this ratio can lower the peak voltage and pulse time by 
several fold compared to the air core (i.e., nondissipative) case. This 
is particularly noticeable when small values of {3w (usually corresponding 
to small values of shunt capacitance) are involved. 

A summary of the equations for the peak-related values of ql , i l , 

and Ve is also given in Table IX. 
The relations determining these peak values may be used to restate 

the circuit equations in ratio form, if desired. As the contact voltage 
expressed in this form is of particular interest in later discussions, 
its value (when Rn = 0) is given below as 

( 7r-CP ) exp -~ (1 - T) sin {(7r - cp)r + cp + o} 

sin 0 
(15) 

Equation (1.5) expresses the ratio of instantaneous to peak coil voltage 
as a function of the ratio of instantaneous to peak time, T, following 
disconnection. A plot of this expression for two values of {3w IS gIven 
in Fig. 8. 

2.4. Energy Losses During the Surge 

The surges just discussed can lead to breakdowns in wIrmg, in 
apparatus, or between the opening contacts. The breakdown itself 
is usually a very rapid event resulting from the discharge of the circuit 
capacitance through the low-impedance breakdown path of electrodes 

1.2 r---------------------, 
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Fig. 8-Normalized plot of coil surge voltage (Ve - V o) vs time. 
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and battery. The energy transferred from inductance to capacitance 
is thus the preponderant source of breakdown damage, and expressions 
are therefore needed to describe the manner in which the inductive 
energy is dissipated or transferred to the capacitor. In this section, a 
brief discussion is given of the breakdown process, followed by the 
derivation of energy expressions based on the foregoing circuit equa­
tions. 

2.4.1 Breakdowns 

The earlier expressions for contact voltage are of particular interest 
when breakdowns occur, because it is the value of voltage-matched 
against the dielectric strength of the wiring, of the connected apparatus, 
or of the contact itself-which determines when and how often break­
downs will occur. These breakdown possibilities are indicated in the 
simplified view of Fig. 9, which shows a typical voltage surge vs time 
after disconnection, and also two forms of dielectric characteristics 
representing the breakdown strength of portions of the circuit. The 
horizontal line, designated A, represents, for example, the breakdown 
characteristic of a pair of wires or apparatus terminals with constant 
spacing; The line of rising slope, designated B, represents the break-

t 
r' I \ 

/ \ 
I \ 

I \ 
I \ 
I \ 
I \ 
I \ 
I \ 
I \ A 

B 

O~r7~--------------~--+-------~ 

Fig. 9-Interaction between inductive surge and contact's dielectric characteris­
tic (simplified view). 
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down characteristic of separating contacts. Its characteristic is well 
approximated by the equation 

(16) 

(see for example Ref. 9) 
where Voo minimum gas breakdown (usually the Paschen breakdown 

point which for air is about 320 volts), . 
k slope constant (for air it is approximately 7 X 106 V 1m), 

and 
u contact separation velocity. 

There will be a gas breakdown whenever the coil's voltage characteristic, 
plus the battery voltage, exceeds the electrode separation characteristic, 
as is shown in the figure for the case of separating contacts. Each 
breakdown is commonly followed by an arc resulting from the discharge 
of the local capacitance, which was charged to a voltage (VB - Vo), 
through the low-impedance local wiring, usually causing a partial 
capacitive discharge and an extinction of the arc due to reverse oscil­
lations. Following this,·a new charging cycle begins which is similar 
to the earlier surge except rising toward a somewhat lower peak voltage 
representing the energy remaining in the load afte~ the first breakdown. 
This procedure will continue repetitively until the residual load energy 
is insufficient to develop a surge whose peak value can reach the elec­
trodes' dielectric breakdown. 

For the constantly-spaced electrodes, each disconnection will lead 
to a group of multiple breakdowns which induce radiation in the 
wiring and a slow erosion of their surfaces. For example, fine-wire 
coils with too-close leadouts can eventually develop open-circuits as 
a result of this slow attrition. 

Similarly, separating contacts experience an erosion of their surfaces. 
In the case of relay contacts, it is desirable to correlate the amount 
of erosion with the circuit parameters in order to determine either 
(i) the required contact volume to permit a given number of operations 
before failure, or (ii) the number of operations for a given contact 
volume. The remainder of this section will indicate one approach 
toward the correlation of contact erosion with the conditions of circuit 
and contact. 

lVIany contact erosion studies have shown that the amount of metal 
lost is proportional to the energy dissipated between the electrodes 
during the discharge.7

•
9 For the present case, a method of estimating 

this energy for the multiple breakdowns of the "B" type transient is 
therefore needed, and two alternate procedures are conceptually 
possible. The two approaches may be more clearly understood by a 
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reexamination of the oscilloscopic traces of coil current and contact 
voltage immediately following the contact opening, in Fig. 1. Each of 
the multiple surges for the mechanical contact is seen to be the early 
stage of an ideal contact surge which is interr':lpted when it reaches 
the breakdown characteristic of the contact gap, as is also indicated 
in Fig. 9. The breakdown is due to the voltage to which the capacitor 
is charged, plus the battery voltage, and when the breakdown does 
occur, it represents the discharge of this capacitance through the 
circuit comprising capacitance, contact, battery, and the low impedance 
of their wiring. This is a very rapid discharge, occurring in times that 
are negligible compared to the time required for the original surge to 
reach its breakdown value. The discharge is extinguished either by 
exhausting the capacitive stored energy !C(V B - V o)2, or by reversals 
in voltage and current during the very high frequency breakdown 
discharge. Following extinction, a new surge develops as before. The 
energy dissipated in these multiple arcs may be approached in two 
ways: (i) by summing the individual energy terms (each of the form 
!:1E = J! VAIA dt), where VA is the characteristic voltage across the 
arc for the particular contact metal (typically about 14 volts) and I A 

is the current through the arc, or (ii) by the total of the energy in­
crements which are transferred from the coil to the capacitor to the 
arc (which should be related to the total initial inductive energy). 
Though the determination of V A , I A and t are subject to many dif­
ficulties of estimation, efforts to treat this problem with computer 
techniques have shown much promise. Io The alternative procedure, 
namely to find the inductive energy which can be released into the 
arc, via the capacitor, will be considered here. Contact erosion should 
be strongly related to this energy, which will be discussed for the ideal 
inductive case in Section 2.4.2, and for the usual showering case in 
Section 2.4.3. 

A more rigorous treatment must include the additional energy 
supplied from the battery during each breakdown arc, and an intro­
ductory discussion is given in Section 2.4.4. 

2.4.2 Energy Dissipation Following Disconnection-Ideal Contact 

First, let us find the energy consumed during the inductive surge, 
as a function of time. For simplicity, the analysis given here will con­
sider the case that Rn = 0, i.e., the unprotected load. Based on the 
equivalent circuit of Fig. 2b, and equation (Ib) Col. 2 of Table IV, 
the energy dissipated in the circuit resistance is seen to be 
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j
t .2 I;R' jt -"bt . 2 = 1, lR' dt = -.!3 e - sm (wt + ({!) dt. 

o SIn ({! 0 

(17) 

Upon integrating between the limits indicated, this internally dis­
sipated energy is found to be 

L'r 
2 . 2

0 

[{ 1 - cos (J cos (2({! + (J)} 
sm ({! 

E res = 

- e-2bt {1 - cos (J cos [2(wt + ({!) + (J])]. (18) 

A closer inspection of equation (18), and further rearrangement of 
terms based on the relations of Tables II and IV, gives the alternative 
expression 

E res = L~I! (1-+ G2 /Gw + (3w) 

_ e-2bt[sin2 (wt + ({!) +. s!n2 (wt + ({! + (J)] (19) 
sm (J 

where Eo = initially available energy in coil and capacitance 

= !IJI! + !CV! , (21) 

Eu = undissipated energy, i.e., that portion of initially stored 
energy, which, at time t, has not yet been dissipated 

E ind , energy still stored in inductance, L', 

+ E cap, energy so far transferred to capacitor, C. 

These expressions thus offer the means for quantitatively estimating 
the way in which the initially stored energy is either internally dis­
sipated (in the resistive term R') or made available for release outside 
the system (i.e., stored in the capacitor). 

The extent to which energy may be released outside the coil system, 
as for example into a contact arc, is perhaps more easily pictured by 
further reference to Fig. 2, recalling that, for the present discussion, 
Rn = o. At the time when the capacitor C is charged to a value capable 
of producing a dielectric breakdown at a contact voltage, VB, it possesses 
an energy content !C(V B - V o )2 which can be rapidly dissipated in 
the low-impedance contact circuit during a breakdown. The maximum 
capacitive energy which can be so discharged occurs at the time t' 
and at the voltage V p • t' is the time when the main circuit current 
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equals zero; at this instant all the undissipated inductive energy has 
been transferred into the capacitor. The energy in the system at this 
point, E~ = E cap, is therefore a useful measure of the maximum portion 
of the coil energy which can be released to do external damage. By 
substituting the value of t' from equation (12) into the second right­
hand term of equation (19), this is seen to give 

( 
2(11" - cp») 

Eeap I E~ exp tan (} 
Eo max = Eo = 1 + GdGw + {3w • 

(22) 

Equation (22) states the maximum fraction of the initial releasable 
inductive energy that would be capable of doing external damage. 
Since cp and (} are themselves (from Table III) expressible solely in 
terms of the circuit and relay design parameters {3w and G2/Gw , this 
energy factor is similarly dependent on only these two variables. The 
result for a wide practical range of relay and circuit variables is given 
by the family of curves plotted in Fig. 10. It is interesting that these 
curves indicate a central range of values for {3w where the energy that 
can be externally released is a maximum, with lesser energy values 
for larger or smaller values of {3w . This seems physically reasonable 
because small values of {3w correspond to small values of C and rapid 
pulses, while large values of {3w correspond to slow pulses. Thus, for 
the short pulses, more energy is forced into eddy-current dissipation, 
while for the slow pulses there is ample time to dissipate energy in 

~I 0 Uw 
w 

2 

103L-~~~ __ L--L~~ __ ~-L~ __ ~~-L __ ~~-L __ ~ 
10-6 2 

Fig. lO-Fraction of releasable energy, Eeap/Eo, available as potential source of 
arcing damage vs {3. 



TRANSIENT EFFECTS 3029 

the coil resistance before the capacitance is charged; for intermediate 
values of (3w , both dissipation terms are relatively small. 

To summarize this concept of maximum releasable energy, consider 
an illustrative case for which the following circuit and relay design 
conditions are given: 

Circuit: Vo 50 volts, C = 10-9 F, 10 = 0.100 ampere. 
Relay Coil: Nl = 3100 turns, Rw = 500 ohms, 

<P = 2.5 X 10-8 Wb/Nl, G2 = 100 mho. 
Determination of parameters and associated energy: 

10-
10 

X 250,000 10-3 • 

(3w = 2.5 X 10-8 X 106 = 

106 

Gw = 500 = 20,000 mho; Gz/Gw = 0.005. 

Eo = 2.5 ~ 10-
8 

(3100 X 0.1)2 

= 1.25 X 10-3 J, initially available. 

From the chart: Ecap/Eo = 0.74, or maximum releasable energy = 0.92 
X 10-3 joule. Since contact erosion is believed proportional to the energy 
delivered to the arc, this number is a useful starting point in establishing 
the system's erosion-inducing energy. For arcing contacts, it may be 
materially improved, it is believed, by an upward correction to the 
initial energy Eo as will be discussed in Section 2.4.4. 

2.4.3 Energy Dissipation During "B" Type Transient 

The preceding results are directly applicable to the repetitive break­
downs that occur between ordinary relay contacts that are separating 
in an air environment. The breakdowns occur when the surge voltage 
transient exceeds the dielectric breakdown characteristic of the contact 
gap, as previously discussed in Section 2.4.1 and illustrated in Fig. 9. 
Each breakdown occurs during a surge of the form of equation (15), 
which rises to intersect the contact characteristic given by equation 
(16) as illustrated in the figure. 

2.4.3.1 Steps During the Breakdown Process. The energy losses during 
this series of breakdowns will thus be somewhat different from those 
in the idealized case discussed in Section 2.4.2 because they occur at 
an earlier stage of the surge. This effect may be visualized by con­
sidering the following simplified statement of representative sequential 
steps in the total breakdown process: 
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(i) The surge rises to a value of VB given by equation (16). An 
amount of energy !C(V R - V o )2 is released into the arc circuit 
while concurrently an amount of energy given by equation 
(19) is dissipated internally. The energy still remaining in the 
inductance to serve as a source for the next surge is E ind and it 
comprises the initial energy of the previous surge minus the 
capacitive and resistive terms just mentioned. (A later and 
more rigorous study must also include the capacitive energy 
that is not dissipated during the surge, and so temporarily 
returned to the system, and also the energy replenishment 
from the battery.) 

(ii) A new surge now develops which will rise toward a lower peak 
value defined by the inductive energy content after the previous 
surge, and a new breakdown occurs when a higher value of VB 
is reached, as determined by the intersection of the coil surge 
with the contact's dielectric characteristic, equation (16). 
From the earlier work,9 or from an inspection of Fig. 9, each 
new breakdown voltage is approximated by 

VB_ ~ V1,"_,(1 + 1 ~'~fc~!;J ~ VB __ t _ 2!uCIJ (23) 

These approximate expressions result from assuming (a) that 
the relevant part of the surge is closely represented by using 
its initial slope, i.e., V It = 10iC when t = 0 (from Table V, 
Case led)), and (b) that the average initial current from the 
first to the last of the series of surges is given by 10 /2. 

(iii) Similar steps continue until the amoun~ of energy that must 
be imparted to the capacitor in order to produce a breakdown 
exceeds the energy remaining in the inductor. Further break­
downs cannot occur, and any remaining energy is dissipated 
in the coil's internal resistances. 

2.4.3.2 Energy Relations During the Surge. An approximate method 
of estimating the energy that will be available as a driving source for 
arc damage will now be given. (One method would be to use a series 
of linear approximations for energy similar to that for V It in item ii 
of Section 2.4.3.1. However, the procedure now to be given offers some 
simplicity, more rigor, and more insight into the mechanism of energy 
loss.) The method chosen requires a more detailed picture of the energy 
dissipation during the first stages of the surge, and a statement of the 
necessary energy content at each successively increasing breakdown 
voltage, now to be examined. 
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Equation (19) makes it possible to compare the energy lost in re­
sistive elements, the energy still remaining in the inductor, and that 
stored in the capacitor, as a function of time. Thus, from equation (19), 

(24) 

It is readily verified that the first and second (sin)2 terms in equation 
(19) define the inductive and capacitive energies, respectively. N or­
malizing these expressions, as was done for Vc in Section 2.3, we then 
write 

exp ( 2(71" -~) ) . 2 { 

E ind _ 
tan () T sm (71" - ~) T + ~} 

(25) Eo - (1 + G2 /G w + (3w) sin2 () 

exp ( 2(71" -~) ) . 2 {() } 

E tan () T sm 71" - ~ T + ~ + () 
~= (26) 
Eo (1 + GdGw + (3w) sin2 () 

Equations (24), (2.5), and (26) are plotted in Fig. 11 for the case that 
GdGw = 0.005, and two different values of {3w (= 10-4 and 10-3

). 

These curves show that the total losses during a discharge series may 
be divided between resistive and capacitive losses in quite different 
ratios, depending on the time at which the breakdown occurs, and 
also on the values of {3w and G2/Gw . Thus, arc damage at the contacts, 
which comes only from the capacitive energy term, E cap , will be a 
larger or a lesser fraction of the total initial inductive energy, depending 

1.0..----------------:::;;;;;-....., 
f3w=1O- 4 

0.8 

0.6 

E 
Eo 

0.4 

0.2 

o 0.2 0.4 0.6 
T T 

Fig. ll-Dynamic energy relationships during inductive surge. (GdGw = 0.005). 
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on its ratio to the energy which is concurrently dissipated resistively, 
E reB . By means of the relations given here, these various forms of 
energy loss can now be calculated, based on the known properties of 
the control contact, the relay load, and the circuit between them. 
In illustration, it is evident from Fig. 11 that the resistive losses com­
prise a much higher fraction of the total initial energy for the lower 
value of ,6",(10-4

). Accordingly, contact wear should be less for this 
case than for the case when,6", = 10-3

• 

2.4.3.3 Illustration. The following example illustrates the steps for 
making a simple estimate of energy into the arc for a particular case. 
The needed starting data are as follows: 

[

Control contact: separation velocity, u; VB vs gap as given 
Given: by equation (16). 

Circuit and load: Rw , Nl , C, G2 , Vo , NIo , (», (Rn = 0). 
Estimation of Energy: 

(i) From above data, find Gw = (NijR w), GdGw , and ,6w • 
(ii) Based on ,6w and G2 /Gw , find Vp/V o from Fig. 7, which in turn 

determines V p • 

(iii) The values of u, le, I, and C give a ratio which determines each 
successive new breakdown voltage according to equation (23). 
This in turn determines the capacitive energy which must be 
drawn from the inductive source, for each successive breakdown. 

(iv) Reference to the normalized surge curves (Fig. 8) gives the 
normalized time for successive surge breakdowns, from which 
the values of Ecap , Ere. , E ind , and residual E ind can be found 
(Fig. 11). 

(v) This procedure is continued iteratively until the residual 
inductive energy is less than the required capacitive energy 
for the next sequential breakdown. At this point, no further 
breakdowns can occur. The cumulative capacitive energy ratio 
for all the breakdowns to this point then determines that 
portion of the initial energy which can produce contact arc 
damage. 

These steps are of course conveniently performed by computer, but 
are not too complex for approximation using a slide rule. In one trial 
example: a relay with values of G2/G w = 0.005 and,6w = 10-3

, and 
other constants as in the example of Section 2.4.2, a slide-rule cal­
culation indicated a series of 10 breakdowns, which checked with 
experiment, and gave at the time of the last breakdown: 

Cumulative ~:p = 0.34, 



TRANSIENT EFFECTS 3033 

Residual E ind = 0.11, 

Cumulative Er!'..':.. = 05r: 
} ' . u. 
~o 

Thus, the indicated energy which is capable of producing contact 
damage in this case was estimated to be 

Reap = 0.34 X Eo 

0.34 X 1.2.5 X 10-3 

0.425 X 10-3 joule. 

In the specific example in Section 2.4.2, it had been estimated that the 
maxinz,um releasable energy that could be expended in arcing was 
0.74 Eo . However, in this extension of that case, where multiple break­
downs occur, with attendant changes in the ratio of resistive to ca­
pacitive losses, and with some energy still remaining in the system 
after the last breakdown, the energy releasable into the arc circuit 
is found to be only 0.34 Eo , i.e. about 46 percent of the hypothetical 
maximum. In general, it is expected that the energy releasable to 
cause arcing erosion will be considerably less than the maximum energy 
as given by Fig. 10, though roughly proportional to it. 

As already discussed in Section 2.4.2, the above procedure ignores 
a replenishment of energy into the system, during each brief arcing 
interval, due to the closed-circuit paths for battery current into the 
capacitor and into the inductor. Correction for these effects, discussed 
in the next section, will modify the results just obtained; it is expected 
that an upward revision in Eo , which recognizes the circuit current 
as well as the initial inductive energy, will result. The stepwise analysis 
just given is therefore an approximate treatment. Its special value is 
the insight it offers into the apportionment of energy available at the 
onset of each surge between internal dissipative losses, and between 
capacitive and inductive portions, which are the potential sources 
for arcing and associated contact erosion. 

2.4.4 lYlodifications in Eneroy Term, Eo , Due to Replenishment of 
Inductive Eneroy Durino Showerino Arcs 

When the capacitive energy is released into the arc, at breakdown, 
oscillations in the arc circuit tend to extinguish it before the full energy 
is released-either because contact voltage drops below the arc voltage 
or current falls below the minimum arc sustaining current. The un­
released energy remains in the system; some will be dissipated in the 
circuit resistance and some will be transferred to inductance and back 



3034 THE BELL SYSTEM TECHNICAL JOURNAL, NOVEMBER 1971 

to capacitor, and so will contribute to later breakdowns. The total 
of such av~ilable energy has an upper limit already given by E~ in 
equation (22), of the form 

where Eo = (J>(NIo)2/2 and (J> represents the differential permeance 
at NIo . But when additional energy is pumped back into the system, 
from the battery, during each arc, the term Eo must be replaced by 
(Eo + E i ) where Ei is this incremental battery energy. Information 
about the term E i is therefore essential to a full understanding of 
energy entering into the arcing and eroding process. 

A first indication of the approximate values for Ei comes from 
empirical erosion studies such as those discussed in Ref. 9. In this 
work it was found that Ei = kIo where 10 is the steady state circuit 
current and k is a term related to (i) arc voltage (ii) total time of all 
the arcs, (iii) magnetic constants of the circuit, etc. For a particular 
group of telephone relays it has the approximate value k = 0.1 (in 
volt-seconds) . 

Further treatment of this correction term., which can be a major 
factor in some cases, is beyond the scope of the present paper. But 
because of its probable significance in many practical cases, its existence 
should be recognized. An extensive study of the importance of this 
battery-contributed energy replenishment, now nearly complete, by 
Pharnei\ confirms the importance of a corrective current term as 
indicated above. 

III. EXPERIMENT 

The foregoing analysis has been found to agree well with experiment 
for a variety of applications problems. Some of these experiments 
will now be summarized, indicating (i) experimental determinations 
for some of the important circuit constants, (ii) confirmation of various 
critical damping relations, and (iii) verification of the peak time and 
voltage relations. While the data apply specifically to the case of an 
unprotected load (Rn = 0), the methods seem equally applicable to 
future studies of the more complicated general case. 

3.1 Evaluation of Circuit Parameters Which Describe the Relay Structure 

The principal variables to be considered are the effective distributed 
capacitance of the coil, its effective inductance, and the core-loss term. 
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3.1.1 Distributed Capacitance, Cd 

When one measures the voltage surges which develop upon dis­
connecting a coil in a circuit with very short wiring and no other ap­
parent capacitance, it is found that the circuit behavior is as though 
a capacitance Df the order of 50 to 200 pF were bridged across the 
coil. This is called the coil's effective distributed capacitance, Cd ; 
usually its value is fairly constant, for a particular basic structure 
and form of winding, regardless of number of turns, size wire, etc. 
This value should be known with fair accuracy in order to predict the 
relay's surge behavior in an actual circuit. 

The initial slope of the surge voltage curve may be used to find this 
value of apparent capacitance for any particular coil structure. Note 
in Table V that, for the case that Rn = 0, the value of Vc at time t = 0, is 

d~" I" ~ ~. 
Thus, to estimate the value of C, one may open the coil circuit, prefer­
ably by means of an ideal contact, and note the initial slope of the 
voltage surge, which can be quite easily measured with an oscilloscope. 
Then the indicated value of shunt capacitance is 

C = l~ 1 Vc 1=0 • 
(27) 

This technique can be used to measure any given structure, when all 
external capacitance is carefully minimized. To avoid possible errors 
from use of a single measurement, it is sometimes worthwhile to repeat 
the above measurement after adding several different values of external 
shunt capacitance. Figure 12 demonstrates this procedure in a typical 
measurement made on a particular form of relay structure. The seven 
approximately straight lines on the oscillogram (Fig. 12a) are the 
initial slopes when the bridged capacitance was successively changed 
from 0 to 50, 100, 200, 400, 750, and 1000 pF. The upper trace is a 
measurement of current taken simultaneously, to give the proper 
value of 10 for substitution in equation (27). After making appropriate 
corrections for capacitance of the measuring leads, the apparent ca­
pacitance was calculated and plotted against the actual values used 
in the experiment. This plot is seen in Fig. 12b. The intercept on the 
apparent-capacitance scale corresponding to Cexternal = 0 is seen to 
be 140 pF, which is taken as the effective value of Cd for this particular 
test coil. 
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Fig. 12-Experimental determination of distributed capacitance, Cd. (a) Measure­
ment of Vc and 10 • (b) Plot of Capparent VS Cexternal. 

Values for Cd which were measured for a number of different structural 
forms of relays are summarized below, together with brief data on 
relay construction. 

Measured Values of Cd for Certain Relay Coils 

Coil Description 
Code 

Designa- Relative 
tion Nl Rw Volume Shape Form of Structure Cd 

286 2,740 288 large 1/2 full wire spring 120 
280 26,550 12,450 large full polarized 125 
AF33 11 ,850 950 medium full wire spring 140 
AJ.5 19,400 2,500 medium full wire spring 125 
AJ7 34,900 9,100 medium full wire spring 110 
AJ12 5,150 700 medium short wire spring 110 
AJ57 P 3,235 200 medium concentric wire spring 140 

S 3,235 200 
AJ503 2,110 270 medium hollow wire spring 200 
AG55 P 6,525 1,000 medium concentric wire spring 180 

S 2,260 42 
MA24 P 2,400 200 small full flat spring 115 

S 2,400 200 
MB9 P 4,200 440 small full flat spring 170 

S 3,500 350 
295A 5,180 525 medium full 6 large mag. reed 195 

contacts 
311A 3,950 550 small full 3 small mag. reed 210 

contacts 
327B 7,740 950 small full 1 small mag. reed 140 

contact 
327D 16,550 2,000 small full 1 small mag. reed 150 

contact 
Miniature 4,300 1,560 
Structure 

very small full armature 80 
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3.1.2 Effective Inductance 

The present study has postulated a circuit model which comprises 
lumped parameters, including the inductance. The inductance of an 
air core coil should rigorously satisfy this assumption. However, for 
coils using ferromagnetic materials, the flux linkages are a nonlinear 
function of the coil current. It is therefore necessary to consider the 
magnetization curve of the load circuit and to determine the effective 
working region for the particular load structure and circuit condition. 
This may be clarified by further considering the magnetization char­
acteristic for a typical load structure shown in Fig. 3. The dotted 
curve shows a representative path that may have been followed by 
the prior operation of the unit, and point A indicates the starting 
condition of the inductive load at the time it is disconnected. The 
heavy curve is the demagnetization characteristic of the structure, 
which is the region of interest for the present discussion. Now, if the 
load is connected in a fast circuit (as for example with only a small 
capacitance) the circuit equations determine that the transient re­
sponses will be so fast that the core flux cannot change appreciably 
(being retarded by the core's eddy currents) in the time available 
during the early stages of the transient. In this case, the initial slope 
of the demagnetization curve (i.e., slope at Point A) should define the 
inductance quite accurately, and one may represent it as L = (J>N2 

where (J> represents the differential permeance or slope of the demag­
netization curve at the operated point, i.e., 

dip I 
(J>o = dNI . 

10 

However, if the load is in a slow circuit (for example with a large 
capacitance), there can be time for an appreciable amount of demag­
netization. The inductance then grows larger as the transient progresses 
(i.e., (J> increases as the cp-NI characteristic is traversed downward). 
The assumed lumped inductance no longer rigorously applies. 

In the present study, for the sake of analytical simplicity, this 
variation will be either ignored, or be treated by assuming a progres­
sively larger value of (J> as conditions combine to give slower transients. 
Based on the lumped-constant approach, (J> would be estimated by 
an averaging procedure over the portion of the demagnetization curve 
which is traversed during the transient. While it is believed that (J>av 

will largely depend on the ratio of the peak transient time t'lRe to 
the core-loss transient time-constant, G2 (J>, the subject is not treated 
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further here except as an averaged value of (p is determined empirically. 
An averaged value of (P is indicated in concept by the slope of dotted 
lines such as B in Fig. 3. Use of (Po usually gives good agreement with 
the analysis over several decades of variation in {3. 

(Po may be determined by magnetization data on the particular 
structure, or by various interpretations of actual surge measurements. 
While dynamic magnetization measurements are to be preferred, 
nevertheless static flux data have proven very useful. Determination 
using such a magnetic circuit approach is illustrated in Fig. 13. The 
two curves are actual demagnetization curves (taken statically) for 
two typical telephone relay structures: a standard wire-spring relay, 
and a flat-spring miniature relay. For the particular operated conditions 
shown, the resulting values of (Po are seen to be 1.8 X 10-8 Wb per 
ampere-turn in both cases. While these curves were obtained by measure­
ments with a search coil, they could also have been estimated by well­
known techniques of magnetic circuit analysis. 

The effective inductance may be inferred based on measurements, 
in a known circuit, of the transient behavior of such properties as 
frequency, critical damping, peak voltage, initial slope, etc. A few 
of these are noted below. 

3.1.2.1 Frequency M elhod. When circuit conditions are appropriate 
for an oscillatory response, as when G2 (P/C and Rl are approximately 
equal (discussed in Section 2.2), the frequency may be related to the 
circuit parameters based on relations given in Table II. Thus, 
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Fig. 13-Demagnetization curves of typical relays. Upper: AF relay. Lower: MA 
relay. 
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or 

(28) 

lVleasured values of f, together with known values of Nl , G1 , and G2 

are substituted in equation (28) to find the effective value of CP. 

3.1.2.2 1I1ethod Based on Initial Slope of Vc . From Table V, note 
that when t = 0, Vc = 0, for a load shunted by an RC network, when 

CR~ = L I (l + G21Gw )2 

or 

CP = N2( (-I IG )2 
1 1 + 1'2 Iw 

CR~ (29) 

Ordinarily, G21Gw is less than 0.01 and is neglected. Thus, in a circuit 
like Fig. 2a, one may vary Rn and C in various ways until oscilloscopic 
measurement of the contact voltage surge gives a zero initial slope. 
Because of its convenience, this method has been used extensively 
in the present study. It also provides some picture of how the inductance 
varies with the shunt capacitance which is a rough measure of the 
speed of the transient. The method is illustrated in Fig. 14. Figure 14a 
shows a family of surges for different values of Rn , with C fixed, and 
Fig. 14b shows a group of curves for which C and Rn have been adjusted 
to give Vc = 0 at t = O. The above procedure finds the combination 
of Rn and C for zero initial slope, and substitutes these values, together 
with N 1 , into equation (29). The results for a variety of representative 
armature-type relay structures are summarized in Fig. 15. It is seen 
that varying the direct shunt capacitance Cs has a much larger in­
fluence on the variation of CP, than does varying C in the RC network, 
presumably because the pulse transient is so slowed that it encompasses 
a larger range of the demagnetization curve. The spread in the data 
for various structures is thought to be explained by the range of con­
ditions for magnetic structure, stop disc height, operated ampere-turns, 
etc. Figure 16 gives a summary of the effective permeance for a wide 
range of sealed magnetic contact relays; the value of CP is seen to be 
proportional to the number of contact units, as expected from magnetic 
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(b) 

ILLUSTRATES VARYING SHAPE 
OF VC VS. t CURVE AS Rn 
IS VARIED (C=1O- 7 f). 
READING UPWARDS AT t = 0, 
VALUES OF Rn ARE: 0, 500, 
1000, 2000, 5000, 10,000, 
100,000 ohms. 

ILLUSTRATES CONDITIONS 

FOR Vc = ° AT t = 0. 

READING UPWARDS AT t = 0, 
PAIRED VALUES OF Rn AND 
C (JL f) RESPECTIVELY, ARE: 
0,0.1; 2700,0.1; 2000, 
0.2; 1700, 0.3; 1500,0.4; 
1230, 0.6; 1100,0.8. 

Fig. 14-Illustration of method of measuring effective inductance, based on V c = 0 
at t = O. [AJ12 Relay; Nl = 5150; Rw (hot) = 877 ohms.] 

circuit analysis. Each contact adds a permeance of about 0.12 X 10-8 

Wb/NI per unit. Departures from co~plete 'proportionality are at­
tributed to different amounts of magnetic material in the return paths 
for various of these structures. 

The above values are found to check well with values for CP which 
are found as a by-product of other tests, as will be seen below. 

One may estimate the initial effective stored inductive energy, 
which will be released into the system upon disconnection, by means 
of the relation 

(30) 

where N10 is the value of ampere-turns at the point of release. 

3.1.3 Method of Determining Effective Eddy Current Conductance, 
G. , of Relay Core 

The properties of a coupled secondary winding may be calculated 
directly from the relation G2 = N;/ R2 or from standard conductance 
formulas for copper sleeves.4 When sleeves are used, their conductance 
values ordinarily outweigh the core's eddy current conductance to 
the point that it can be ignored. However, especially for unprotected 
applications, an estimate of the core's effective eddy current value is 
needed; and at the present time only experimental procedures seem 
suitable. Two such methods will now be discussed, one based on readings 
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of current or surge voltage at t = 0, and the other based on measure­
ments of critical damping involving the use of a supplementary sec­
ondary winding. 

3.1.3.1 Method Based on Value of i l or Vc at t = O. An examination 
of the circuit variables indicates several equations where the term 
G2/G1 appears. For example, in Table V, the initial values of i l or Vc 
involve the term 

i l at t = 0+ 
10 

Vc at t = 0+ 
loRn 

Thus it is conceptually possible to measure G2 by observing the value 
of K, experimentally, as by oscilloscope, for particular values of Rn 
and Rw . Rearrangement of the above expression then gives 

1 
K Rn 1 

1 - K Rw -

(31) 

However, for small values of G2 , the value of K will evidently be close 
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Fig. I5-Values of CP determined b.y Vc = 0 at t = 0 method (conventional relays). 
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Fig. 16-Values of (p determined by Vc = 0 at t = 0 method (magnetic reed 
relays). 

to unity, reqmrmg experimental accuracies that seem quite difficult; 
therefore this method seems of doubtful value for measuring small 
values of G2 , though probably useful when G2 /Gw exceeds about 0.1 
as for copper sleeves, etc. 

3.1.3.2 Two-winding 1l1ethod. Instead, the method using two windings 
as already derived in Section 2.2.1 seems more useful. The procedure is 
to vary the shunt capacitance across the primary winding (with Rn = 0) 
and observe the value of series resistance across the secondary (or 
vice versa) for which critical damping is recognized on an oscilloscope. 
These steps are repeated over a range of values for C in the region 
of 10-10 to 10-1) F. After correcting C for the distributed capacitance 
of the primary winding, the resulting values of 

G N; 
8 = R2 + R~ 

are plotted against C~. In accordance with equation (9), the data tend 
to fall on a straight line whose zero intercept represents Ge • The effective 
permeance is then determined from the slope as 

CP _ 4Ni 
- (Slope)2 (32) 

Figure 17 illustrates this procedure for a typical WIre spring relay. 
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(p-~ 
- (SLOPE)2 

= 2.6 X 10-8 Wb/ NI 

SLOPE = 8.1 X 107 __ 
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c1/2 (f1;2) 

Fig. 17-Experimental determination of eddy current conductance, Ge• 

The data are from the small values for C and G2 , in Table VIII, which 
will be discussed in connection with more extended experiments on 
critical damping (Section 3.2). In the present experiment; the inferred 
value of Go , which is the negative intercept on the G2 axis of Fig. 17, 
is found to be 220 mho, and the slope is 0.81 X 108 mho r!, which 
from equation (32) gives CP = 2.6 X 10-8 Wb/NI. 

3.2 Critical Damping Measurements 

This section will describe measurements to verify the occurrence 
of critically damped relationships derived in Section 2.2, and to confirm 
the analysis for windings which are imperfectly coupled. 

3.2.1 Critical-damping Boundaries 

Determination of the effective eddy current term Go described in 
the previous section is a by-product of an experiment to verify the 
analysis of Section 2.2 which derived relations for the boundaries 
between oscillatory and damped conditions. It was particularly in­
teresting to verify'the case for core losses dominant, as this relation 
had not previously been recognized. The procedure, as previously 
noted, was to interrupt the primary winding of a two-winding test 
coil with a mercury contact (to minimize arcing) and to observe the 
character of the interrupted surge as the values of G2 and of the ca­
pacitance C across the primary were varied. (G2 is varied by varying 
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the value of R~ across its terminals). The value of the variable term 
for which the pulse changes from damped to oscillatory is fairly easy 
to recognize, using an oscilloscope. A set of such measurements is 
given in Table VIII together with calculations for plotting the data 
to check the validity of equation (5). The procedure was to (i) determine 
the corrected value of G2 from equation (9), using the steps noted in 
the previous section and Fig. 17, (ii) tabulate G2/Gw , and (iii) estimate 
the corresponding value of {3w • 

A special consideration applies to this calculation of {3w • The analysis 
in Section II has shown that the effective inductance increases with 
G2/G w (see Table I) as follows: 

L' = (P/(1 + GdGw ). 

Here a prime has been added to the permeance term to indicate that 
(p' represents the actual state of magnetization of the coil's magnetic 
circuit. The value of (p in the formula {3w = CR;,/ (PN; must be related 
to this experimental value as follows 

Thus, for the present measurements, a correction has been applied 
so that {3w can be evaluated using the experimental value, (pl. The 
corrected value is 

(33) 

The values of {3w as estimated in this way, and as read from the curve, 
of Fig. 4, are listed in adjacent columns of Table VIII, and the experi­
mental points are plotted as circles in Fig. 4. Agreement between 
experiment and analysis is seen to be good, especially considering 
that a constant value of (p' has been assumed to apply over the whole 
range of the experiment. 

The family of curves in Fig. 5 provides a convenient method for 
analyzing the data for a particular structure. In this case one plots 
the value of G2/Gw vs the corrected shunt capacitance at critical 
damping. Then, based on the known values for N 1 and Rw for the 
given structure, one infers the effective value for (p' from the numerical 
value for the appropriate curve, using the correction technique of 
the preceding paragraph. Data for several different structures with 
secondary windings are plotted, and also for several relays with copper 
sleeves. The copper sleeve cases are identified by a dot (measured 
value) surrounded by a rectangle representing the possible spread 
in the various parameters for a sample relay drawn from stock. The 
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copper sleeve relays represent the four standard sizes used in slow 
release relays for telephone switching. Agreement is again seen to 
be good. 

3.2.2 Oscillations in Imperfectly Coupled Circuits 

Measurements using secondary windings give somewhat different 
results depending on the form of winding used. When the primary 
and secondary are perfectly coupled, as with parallel-wound coils, 
the boundary between oscillatory and damped regions accords with 
the analysis given above. However, when primary and secondary 
are not perfectly coupled, as in the case of concentric windings, or 
of copper sleeves, a new and at first unexpected result is noted. In 
this case, there is a new form of oscillation which becomes noticeable 
as one operates near or beyond the region of critical damping-this 
is the discharge of the uncoupled portion of the inductance whieh 
is not attenuated by the core-loss term. The analytical basis was 
discussed in Section 2.2.2 and some data on numerical values will now 
be given. 

The presence of shorted secondary windings which are not perfectly 
coupled to the primary winding was seen to lead to two superimposed 
transient patterns: (i) that due to the coupled portion of the winding 
which experiences critical damping below values of {3 determined by 
the coil losses, and (ii) that due to the uncoupled portion of the winding. 
For this group of windings, operating in the overdamped region, one 
observes oscillations in the circuit which are produced by the parallel 
inductive path of the uncoupled part of the main winding. Such oscil­
lations are particularly noticeable with relays using copper sleeves. 
In fact the experimental observation of such oscillations is often helpful 
in the experimental determination of the critically-damped condition 
for the coupled portion of the winding. The following results are given 
as guides for dealing with these effects, which often need to be con­
sidered in the course of relay application studies. They are taken from 
extensive measurements on copper sleeve relays. 

Among the general results were (i) the consistent observation that, 
when the coupled portion of the main winding was operating in the 
core-loss overdamped region, the amplitude and frequency of the 
oscillations for the uncoupled portion of the coil were independent 
of the value of G2 , and (ii) the frequency was proportional to C-!, 
as predicted by equation (11). In addition, the critical damping bound­
ary for four sizes of sleeve (covering a range of G2 between about 
40,000 and 200,000 mho) was measured. The data were then analyzed 
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to give the corrected value of effective core permeance for different 
values of G2/G1 , in the same manner discussed in Section 3.2.1. This 
value of permeance cp' is determined by using the value of {3w for a 
given value of G2/G w from the curves, Fig. 4, and substituting in 
equation (33), as is shown in the left-hand side of Table X. The spread 
in the indicated value of cp' seems reasonable for a group of randomly 
selected stock relays. 

The right-hand portion of the table shows measured values of fre­
quency when the primary was shunted by a capacitor, C = 10-8 F. 
N ow, calling the effective value for this uncoupled inductance L" = 
cp" Ni , all the test samples are seen to show values for (p" of about 
0.6 X 10-8 Wb/NI. This value can be used to estimate {3, V p , f, etc., 
for the uncoupled portion of the winding, for which O2 = o. 

These data indicate that the uncoupled portion of the main winding 
can contain an appreciable energy which is externally releasable, 
even though the core-loss term due to the copper sleeve is very large. 
For example, for the relays studied in Table X, the initial releasable 
energy is about E = 0.6 X 10-8(Nl o)2 joule. 

The above concepts explain the general transient behavior of copper 
sleeve relays. The numerical values which are given for (p only apply 
to the particular structural group of relays studied here (the slow­
releasing class of the wire spring family). 

3.3 Time-to-Peak, t', and Peak Voltage, V p 

Peak voltage measurements, i.e., measurement of the time-to-peak 
and the value of the peak voltage, offer further opportunities to check 
the analysis. The following discussion examines the measurements 
for both peak time and peak voltage on a single experimental unit, 
and also reconsiders a large series of peak voltage measurements which 
were made about 1953 based on then-current empirical practices. 

3.3.1 Measurements of t' and V p on a Sample Wire Spring Relay 

The values of t' and V p were measured on a test relay over a range 
of shunt capacitances, C, representing a large spread of the variable {3w • 

Based on the known constants of the structure, the formula for t' /RwC, 
equation (12) as plotted on Fig. 7, and discussed in Section 2.3, was 
used to infer the associated value of {3w • This value of {3w was then used 
to predict the expected value of V p/V 0 , from Fig. 7. These results are 
summarized in Table XI, together with the measured values of Vp/V o • 

The measured and predicted values for V p/V 0 are seen to agree very 
closely, and are taken to support the analysis. 



TABLE X-COPPER SLEEVE RELAYS-NIEASUREMENTS OX CRITICAL DAMPING AND UNCOUPLED 

INDUCTAXCE 

Uncoppled Inductance 
Properties of Test Relay Critical Damping Data Data 

Primary Coil Secondary 

G2 {3w Crne", for <P' [From frneas for <P" [From 
Rw Gw (Nominal) (from Crit. Damp- Eq. (32)] C = 1O-8F Eq. (11)] 

Code Nl (ohms) (mho) [Rw/Nl]2 Sleeve* (mho) G2/Gw Fig. 4) ing (F) (Wb/NI) (Hz) (Wb/NI) 

AG 10 10,050 996 100,000 0.00985 0.046" Al 41,100 0.411 0.036 8 X 10-8 3.1 X 10-8 2040 0.61 X 10-8 
AG 13 16,050 2450 104,800 0.0231 0.046" Cu 69,600 0.665 0.082 4.5 X 10-8 2.1 X 10-8 .1330 ·0.56 X 10-08 
AG 15 7,800 702 86,700 0.0081 0.091" Cu 130,200 1.503 0.33 4.8 X 10- 7 3.0 X 10-8 2605 0.62 X 10-8 
AG 11 8,250 1180 57,700 0.0204 0.147" Cu 194,700 3.37 1.15 4.5 X 10- 7 3.5 X 10-8 2470 0.61 X 10-8 

- --- - ----

* Wall Thickness, Material. 
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The final column in Table XI indicates the effective value of <P for 
this same series of measurements. It is seen to have a fairly constant 
value for values of {3w greater than about 10-7

, and to gradually in­
crease above this point. In line with earlier discussions, this increasing 
trend accords with the view that slower surges involve larger changes 
in the demagnetization curve and correspondingly larger values of <P. 
In keeping with this picture, it appears that the values of (p as deter­
mined at the initial stages of the pulse (from Vc = 0 at t = 0 in Section 
3.1.2) should be increased by a factor of 2-3 when working with events 
at the peak of the pulse, where the flux curve has had more time to 
change. 

3.3.2 Use of 1952 Data to Further Confirm Peak Voltage Relation 

During a two-year period starting in about 1952, an extensive study 
was originated by M. 1VI. Atalla, and later extended by many others, 
into the values for peak voltages when contacts open relay loads. 
The data were found to fit a formula relating V viVo to a variable 
similar to the {3w term used in the present study, modified by an ex­
ponential term that was determined empirically. These very extensive 
data are available for comparison with the present analysis; their 
sources are unpublished Bell Laboratories memoranda. This earlier 
study used the following notation for the term designated {3w in the 
present work: 

where CR o represented the reluctance of the relay's magnetic circuit, 
and is the reciprocal of <P, the permeance as used in this report. This 
reluctance value, technically described as the "closed-gap reluctance," 
is a design constant which is tabulated for all telephone type relays. 
In the light of the present analysis, this value of reluctance, which 
represents the steepest slope of the magnetization curve, should be 
replaced by the uppermost slope of the demagnetization curve, repre­
senting a much higher reluctance (or lower permeance). Thus, all the 
earlier data can be used as a check on the present analysis if a relation­
ship between these two figures is known. Data are not available for 
all the specific cases involved; however, it was determined from a 
review of magnetic data for many of these structures that a correction 
from the CRo values mentioned above to values for CR which are related 
to the demagnetization curve could be approximated by increasing 
CR o by the factor 7.5. When this is done, w1;len units are changed from 



TABLE XI -lVIEASUREMEKTS OF t' AXD 17 p 

Vp/V o 

C C + Cd Meas. t' {3w (from (from 
(F) (F) (s) RwC t'/RwC Fig. 6) Fig. 7) 

0.825 X 10- 9 0.965 X 10- 9 34 X 10- 6 295 X 10- 9 115 1.5 X 10-4 61 
1.0 1.14 37 350 10.) 1.7 58 
4.0 4.14 77.5 1.27 X 10- 6 61 6.0 36 
0.01 X 10- 6 . 0.01 X 10- 6 128 306 41.9 1.3 X 10- 3 26 
0.05 0.05 338 15.3 22.1 5.0 14 
0.1 0.1 510 30.6 16.3 1 X 10-2 10 
0.5 0.5 1500 153 9.8 2.6 6.2 

Initial Data: Nl = 3235 Rw = 306 (hot) Gw = 34,200 mho (R/N)2 = 0.00894 
G2 = 200 mho (est.) GdGw = 0.0066 

Measured Value of Cd = 140 X 1O-12F 

C[~r Meas. 
Vp/Vo 

62 8.66X 10-12 

58 10.2 
37 37.0 
25 89.4 
13 447 
10 894 
5.5 4470 

-

Inferred <P 
(Wb/NI) 

-----
5.77 X 10- 8 

6.0 
6.16 
6.87 
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8.94 
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cgs to SI, and the new values of {3w are calculated, and <R is converted 
to (p (its reciprocal), a large number of data points for different struc­
tures becomes available for use here. The revised data points, taken 
from the unpublished memoranda, are plotted for various structures 
on Fig. 7. They are seen to show very good agreement between analysis 
and experiment for a wide range of telephone relays. The agreement 
could be further improved at the longer transient times (larger values 
of C or (3w) if an added correction for increasing differential permeance 
were made, along the lines indicated in Table XI (column showing 
"Inferred (P.") 

Although the core-loss terms for these particular structures have 
not been measured by the methods outlined in this paper, the data 
points as plotted for the various structures in Fig. 7 are consistent 
with the expectation that large cores, or low-resistivity cores, should 
have larger values of G2 /Gw than small or high resistivity cores. These 
results therefore offer additional confirmation for the analysis of Section 
II. 

SECTION IV. DISCUSSION 

Based on the close agreement between analysis and experiment, 
the formulas given here appear well suited for use in analyzing the 
various transient effects associated with a contact opening an inductive 
load. Because of satisfactory prediction of pulse times, peak voltages, 
frequencies, and regions of damping or oscillation, it also seems reason­
able to extend the use of these relations to the approximate estimation 
of energy dissipated in the contact arc, according to the analysis of 
Section 2.4. 

Returning to the list of various problems discussed in Section I, 
the present study should therefore find application in the following 
areas. 

(i) Prediction of surges from relay windings as a function of time, 
including breakdown values, times, oscillations, etc. The results 
apply equally to loads controlled by transistors, vacuum tubes, 
or relay contacts. While the examples are mainly given for 
the "unprotected" load, the basic formulas are available for 
the study of other cases. 

(ii) Extension of the above work to predict the energy which will 
be internally dissipated or be made available via the capacitor 
to do damage in arcing, as in contact erosion. Extension of the 
present work is still needed to more fully evaluate the energy 



TRAN:-;IENT EFFECTS 3051 

replenished into the system from the battery during arcing. 
It is expected that continuing work ll will improve understanding 
of the present empirical technique which relates contact erosion 
to the sum of an energy term and a current term. 

(iii) Reasonable explanations now are available for earlier uncertain 
points. 
(a) Relays with higher stop discs (i.e., larger operated air gaps) 

will ordinarily be less close to saturation. Therefore, their 
differential permeance will be larger than otherwise, which 
predicts a larger releasable stored energy. Although this 
configuration does not represent the condition for maximum 
total stored energy, (which must be at the smallest air gap), 
it does represent the condition for large initial release of 
magnetic energy, i.e., the value of (p is larger. 

(b) The oscillations which occur with copper sleeve relays are 
found to result from the uncoupled portion of the main 
winding. Relations are given for predicting their values. 

(iv) lVIethods for predicting various behavior patterns are demon­
strated. 
(a) An example of a "B" type transient energy calculation is 

gIven. 
(b) An extension of (a) above can be used to predict the final 

peak surge, following the last breakdown of a "B" type 
transient. Particularly with coils having a large number of 
turns, and a slowly rising surge, the number of breakdowns 
in a "B" type transient is relatively few. In such a case, 
a considerable residual inductive energy may remain 
following the last arc breakdown. The associated final surge 
tends toward higher than ordinary peak surges which need 
to be evaluated in order to insure adequate protection 
against breakdowns in the associated wiring. 

(c) An analytical basis is available for determining the proper 
test conditions for coils being production-tested to with­
stand their own self-induced surge voltages. 

(d) lVIany past evaluations of contact wear, and comparisons 
of various alloys and environments, are hard to compare 
with metals being studied today because the test conditions 
(magnetic structure of the load, circuit voltage, etc.) were 
so different from today's conditions. The relationships in 
this report are expected to permit the re-evaluation of some 
of this older data in a form that will permit comparisons on 
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a more universal basis. In one such test (1923), more than 
250 metals and alloys in various gaseous environments 
were tested and compared. The review of this information 
in the context of today's applications problems should 
help to guide current design activities, as for example, 
those on sealed contacts. 

(v) Future design for relay miniaturization can be better evaluated 
based on fuller understanding of the influence of the inductive 
load on the wear (and hence the necessary volume, travel 
allowance, and required work) of the contacts which control it. 
For example, the basic element determining contact wear is the 
effective releasable stored magnetic energy. The principal factor 
in this quantity is the initially stored effective energy term 
!(9(N1o)2, and often an additional term proportional to current 
10 due to energy replenishment into the system by the battery, 
during arcing. Thus, contact erosion is related to the square 
of the operated ampere-turns and the differential permeance 
of the magnetic circuit's demagnetization curve, together with 
a term of approximate value 0.1 10 . The most favorable con­
dition is therefore that where the desired work output and 
operating time for the relay lead to a low value for N10 (and 
also of current). The low value of N10 is generally associated 
with a high-permeance magnetic circuit at the unoperated or 
critical gap condition. A high permeance at the closed-gap 
releasing current, however, is not compatible with low re­
leasable energy. The present study suggests that contact life 
can be further improved if this sensitive unoperated structure 
were designed so that it is highly saturated (i.e., low (9) once 
it is in the operated position. 

This releasable energy may be further reduced through the 
conscious use of a secondary winding whose value of G2 is large 
enough to decrease the energy available for arcing by several 
fold while not being large enough to seriously influence release 
time. Typically, this means that one might profitably use a 
small closed secondary winding or copper sleeve having a value 
of G2 equal to about 1000 to 5000 mho. If desired, the effect on 
operate time could be minimized by completing the secondary 
winding circuit through a diode which is poled to make the 
secondary effective only on release. 

If, in this way, the load magnet can be made to cause less 
contact wear, the smaller contact wear allowance can result in 
a lowered mechanical work requirement. This in turn leads to a 
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smaller magnet structure, and so on. The concept should thus 
prove useful in design steps aiming to optimize a miniature 
relay structure, including the sealed magnetic reed types with 
their thin electroplated contact regions. 

v. SUMMARY 

This study has presented a group of analytical relations which 
describe the electrical transients when a contact opens an inductive 
load. In the past, relations based on a simple LRC analysis were found 
to be quite inaccurate. The present method expands the earlier approach 
to account for core losses, and is found to reduce to LRC-type relation­
ships provided the lumped-constant terms have effective values as 
defined in Section II, and provided the value used for inductance 
recognizes the actual differential flux-ampere-turn characteristic for 
the particular load's magnetic circuit. 

The analysis then leads to a group of useful relations for predicting 
surge times, peak voltages, or energies either consumed internally 
or available for external damage as in contact arcing. The analysis 
also predicts the conditions under which the surges are either oscil­
latory or damped. Experiments have confirmed these results, including 
the presence of two critically damped regions whenever the load pos­
sesses a finite secondary loss term. They have also explained the presence 
of an "anomalous" oscillatory condition for two-winding structures 
resulting from the uncoupled portion of the primary inductance. 

Illustrations of how these results may be applied in circuit and relay 
design are given, as for example: the prediction of peak voltages, or 
of the chain of breakdowns in a "B" type transient; the estimation 
of energy available to produce contact erosion; and the determination of 
the oscillation frequencies in a given circuit. Experimental techniques 
were also described for determining the effective values of the various 
circuit constants, and typical values for a wide range of structures 
are given. The implications in relay design, as for miniaturization, 
are also discussed. 

APPENDIX A 

Derivation of Basic Circuit Equations for Current 

The Disconnection of a Relay Winding-General Case (Assuming I deal 
Break Contact, an RC Shunt Network, and a Secondary Winding) 
Upon disconnection, transient currents will flow in the two meshes 

as shown in Fig. 2a. Using the notation of that figure, and of Table I, 
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the equations are 

(34) 

N d<p . R 
2 dt + 1,2 2 = 0 

These are interrelated through the magnetic circuit, for which we 
assume <P = <PI + <P2 , where <PI and <P2 are proportional to the primary 
and secondary magnetizing forces, N 1i 1 and N 2i 2 , respectively. Now 
designating <P as the incremental permeance of the relay's magnetic 
circuit, i.e., <P = dcp/ dN i, at the point in question, we write 

d<I> = <p(dN1i 1 + dN2i2). 
dt dt dt 

(35) 

l\1aking this substitution, the loop equations become 

N to(dNlil + dN2i2) + . R + J i, dt = 0 
IIJ dt dt 1,1 1 C 

(36) 

=0 

We now adopt LaPlace Transform notation, and combine with initial 
conditions, which are that at t = 0, the charge on C is (-V o), and 
the core flux is <Po = <pNIIo . Equation (36) may then be rewritten: 

Nl<PS(Nlil + N 2i2) + i1R1 + iCI = Nl<PNI I o + Yo} s s . 

N2<Ps(NJiJ + N 2i2) + i2R2 = N2<pNI I o 

(37) 

Using the second of these equations to find i2 , substituting into the 
first, and collecting terms: 

(38) 

This is recognized as the expression for a simple R, L, C circuit, as 
shown in Fig. 2b, for which the inductance and resistance have effective 
values: 
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L' = L 1(1 + G2 /G1) = Ni(J>(1 + G2 /G1) 

R' = Rl + G2(J>/C. 

Using these values, equation (38) becomes 

. (s + a) 
~1 = Klo (s + b)2 + w 2 

3055 

(39) 

where values of a, b, and ware as given in Table II. Equation (39) is 
immediately solved by reference to tables of LaPlace Transforms. 
There are three cases: 

I. Oscillatory: w~ > b2 

II. Critically Damped: w~ = b2 

III. Overdamped: w~ < b2 

The solutions are found to be: 

Case I. 

where 

Case II. 

Case III. 

where 

Kloe- bt sin (wi + cp) 

sin cp 

cp = tan- 1 _w_ 
a - b 

Kloe- bt sinh (wi + cp) 

sinh cp 

t h-l W 
cp = an ---

a-b 

(40) 

(See Table III for more detailed summary of values for cp and related 
terms.) 

APPENDIX B 

Evaluation at 111aximum or 111inimum Values at ql , iI, and Vc 

The procedure for these determinations is to differentiate the cor­
responding expression for ql , il or Vc given in Table IV, with respect 
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to t, and set the result equal to zero. This result, which defines the 
times at which the slope of the transient = 0, then deter~ines either 
a maximum or a minimum condition, as will be shown. The first maxi­
mum or minimum will be designated t', i.e., "time-to-peak". The 
value for t' is then substituted into the original expression to give the 
"peak" value for ql, ii, or Vc (using the subscript p to designate it). 
While the analysis shows the steps taken for the general case of a shunt 
RC network, the resulting equations are often fairly cumbersome. 
Thus, after indicating the direction of these general results, they are 
fully expressed for the case of shunt capacitance alone (Rn = 0) which 
is the major subject of the present study. The steps are briefly outlined 
below: 
Case I-Oscillatory (i.e., w! > b2

) 

Charge 

From Table IV, the time derivative of charge is 

dql _ 
dt -

Kia d l -bt • ( + () + )] . dt e sm wt ({) 
Wa SIn ({) 

The derivative thus has a zero value when t' = 00 or, based on phase 
angle relations indicated in Table III, when 

tan (wt' + () + ({) = tan (), 

which is only satisfied at values of t': 

27r - ({) 
etc. 

w w 

(max) (min) etc. 

Substituting equation (41) into the original expression for ql : 

+ Kia . () (7r - cp) qlp = . sm exp --t (). 
Wa sm ({) an 

(41) 

(42) 

For the case when Rn 
this reduces to 

0, from the relations in Tables II and III, 

(43) 

Current 

From Table IV, the time derivative of current is 
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di l Kio d [-bt . ( + )] -- = -.- - e sm wt ({) 
dt sm ({) dt 

= ~io e-bt[w cos (wt + ({)) - b sin (wt + (())]. 
sm({) 

3057 

The derivative thus has a zero value when t' = 00 or, based on phase 
angle relations of Table III, when 

tan (wt' + ({)) = tan 0, 

which is only satisfied for values of t': 

27r + 0 - (() 
w 

min* max* 

etc. 

etc. 

Substituting equation (44) in the original expression for i l : 

. Kio sin 0 ((7r + 0 - ({))) 
~l.p = sin ({) exp tan 0 . 

For the case when Rn = 0, from the relations in Fig. 4, 

io ( (7r + 0 - ({))). 
i lp = VI + G

2
/G

W 
exp tan 0 

Contact Voltage 

From Table IV, the time derivative of contact voltage is 

dVe Kio d [-bt{R . ( +) 1. ( + - = -.- - e sm wt ({) - - sm wt ({)-
dt sm ({) dt p woC o} ] 

Kio -bt[I . ( +) R' (+ )] = -.- e -C sm wt ({) - wo p sm wt (() - 0 . 
sm({) 

(44) 

(45) 

(46) 

The derivative has a zero value when t' = 00 or, based on phase angle 
relations of Table III, when 

tan (wt' + ({)) tan 0 

which is satisfied for values of t': 

(47) 

* (usually, however, there will be an initial maximum preceding min*, at (7r/2 -
cp), when cp < 7r /2). 
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The general expression for peak voltage is then given by substituting 
equation (47) into the original voltage expression. The resulting rather 
complicated formula may be used to estimate peak voltages for the 
general case which includes an RC protection network, a procedure 
which is beyond the scope of the present report. For the case when 
Rn = 0, substituting values of the various terms from Tables II, III, 
and IV: 

t' = 7r - cp 
w ' 

max, 

27r - cp 

w 

mm 

Case II-Critically Damped (i.e., w~ = b2
) 

etc. 

etc. 

(48) 

For the critically damped case, as for Case I, the procedure is to 
find the time, t', at which zero slope of the time derivative of each 
variable occurs, and the corresponding "peak" value, for the general 
case which includes the RC network. Following this, the results are 
given for the specific case for Rn = 0, with individual consideration 
of the two critically-damped conditions: core losses dominant, and 
coil losses dominant. 

Charge 

From Table IV, the time derivative of charge is 

dd~l = _~~o :t [e-bt{a + b(a - b)t}] 

- Kioe- bt [(b - a)t - 1]. 

The derivative has a zero value \vhen t' = 00 or when 

1 t' = --. 
q b - a 

Substituting equation (49) into the original expression for q: 

q = CVo [KR' _ 2J exp ( __ b_) 
l,p 2 Rw b - a 

or 

= O. 

(49) 

(50) 
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Current 

From Table IV, the time derivative of current is 

~tl = Kio :t [e- bt {I + (a - b)t}] 

= -Kioe-bt[b(b - a) - 2b + a]. 

The derivative has a zero value when t~ = 00, or when 

, 2b - a 
ti = d(d - a) (t51) 

Substituting equation (51) into the original expression for i1 : 

. . (b - a) (2b - a) 
'l1,p = - K'lo b exp b _ a (52) 

or 

= o. 
Contact Voltage 

From Table IV, the time derivative of the contact voltage is 

dVo = _ Vo ~ [e-bt{l _ KRn + (a - b)(!!. _ KRn)t}] 
dt dt Rw a R", 

= ~n e-btll - CRn(2b - a) + (a - b)(l - bCRn)t]. 

The derivative has a zero value when t~ = 00, or when 

t' = 1 - CRn (2b - a) . 
v (b - a)(l - bCRn) 

(53) 

and its value may be found by substituting equation (53) into the 
original voltage expression. 

Cases Where Rn = 0 

A more detailed treatment for the case where Rn = 0 will now be 
given, to indicate behavior under the two conditions for critical damping: 

(i) Core losses dominant: i.e., 

G2 CP > R C w, or b > a ({3w > 0) 

(ii) Coil losses dominant: i.e., 

R > 
G2CP 

W C' or or a > b ({3w ~ 4) 
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Then, the values of minimum or maximum circuit variable, and of 
corresponding times, are summarized below: 

(i) Core Losses Dominant 

Charge 

1 
t~ - -b---a 

Current 

t~ 
2b - a 

b(b - a) 

GwCP{3~({3~ + 2)({3~ + 1) 

io -(2+~w!) 
(1 + (3~) e 

Contact Voltage 

1 
t~ --­

b-a 

G wCP{3~,(1 + (3:v)2 

Vep = V o[1 + (3:te-(l+~w!)] 

Case III-Overdamped (i.e., b2 > w~) 

(ii) Coil Losses Dominant 

1 
t~ = a - b 

As a > b, a negative, i.e., 
impossible, value of t' is in­
dicated. Thus, t~ = 00 applies, 
and there is no peak value of q, 
which gradually decays to O. 

t~ = 
2b - a 

b(a - b) 

As just above, this expression 
is always negative, and t~ = 00 

applies, indicating no mInI­
mum, but a gradual decay 
to o. 

1 
a - b 

As above, this expression is 
always negative, and t~ = 00 

applies, indicating no maxi­
mum, but a gradual rise in 
contact voltage from 0 to V 0 • 

By following steps similar to those for Case I, except noting that 
the equations are in hyperbolic rather than trigonometric form, the 
conditions for maxima or minima are found to be as follows: 

Charge 

The condition for a maximum is that t' = 00, or 

tanh (wt' + e + cp) = tanh fJ. 
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The latter case is seen to be satisfied when 

t' = -~. 
q w (54) 

Now, recalling that cp = tanh- 1 w/(a - b), it is seen that a positive 
(i.e., realistic) value of t' only occurs when b > a, which is the case 
where core losses are dominant. Therefore when coil losses are dominant, 
the charge gradually decays to zero. 

The resulting peak value of charge, when b > a, is 

Kio sinh 0 ( cp) 
Qlp = Wo sinh cp exp -tanh 0 

where cp = tanh- 1 w/(b - a). 
For the case where Rn = 0, this reduces to 

qlp = CVol1:! cxp ( - ta~ 0)· 
Current 

The condition for a minimum is 

tanh (wt' + cp) = tanh 0 

which is seen to be satisfied when t' = 00, or when 

t' = 0 - cp. 
w 

(55) 

(56) 

As cp is always greater than 0 (see Table III), t' can only have a positive 
value when b > a, for which case 

o + tanh- 1 _w_ 
t' = b - a (57) 

w 

There is no minimum for the case that a > b, except as the current 
gradually decays to zero. 

The resulting peak value of current, when b > a, is 

. _ Klosinh 0 (_0 - cp). 
ZIp - • h exp thO sm cp an 

(58) 

For the case where Rn = 0, this reduces to 

(59) 
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Contact Voltage 

The condition for a maximum is that t' = 00, or that 

tanh (wt' + ({') = 
1 _ 1 

CWoRn cosh () 

tanh () 
(60) 

This expreSSIOIl may be used to give the peak voltage, when b > a, 
for the general case, as was indicated above for the oscillatory case. 

For the case Rn 0, the primary subject of the present paper, this 
becomes 

or 
tanh (wt' + ({') ° 

-({' 
t' = --. 

w 
(61) 

As in the case of equation (.54), this indicates a peak value of voltage 
only for the case where core loss dominates, for which 

VCP = Vo[ 1 + (3~! cxp ( - t,,':;' 0) 1 (62) 

When a > b, the voltage gradually rises to the asymptotic value Vc = Yo' 

Summary 

The foregoing expressions are summarized in Table VIII. 
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Restoring the Orthogonality of Two 
Polarizations in Radio Communication 

Systems, I 

By T. S. CHU 

(Manuscript received March .5, 1971) 

The transmission medium or the radiating system often fails to Tnaintain 
the orthogonality between two polarizations. Using a differential phase 
shifter and a differential attenuator, the orthogonality can be recovered 
by the transformation of two non orthogonal elliptically polarized waves 
into two orthogonal polarizations. 

I. INTRODUCTION 

l\1aking use of two orthogonal polarizations simultaneously can double 
the c~pacity of a radio communication system. 1 The requirement of 
maintaining orthogonality is easily fulfilled when the transmitting 
and receiving antennas are aligned in the beam maximum of each other. 
Sometimes this alignment is not possible; for example, in some satellite 
communication systems the ground stations are distributed across the 
beamwidth of the satellite antenna. Then any polarization variation 
within the antenna beamwidth will give rise to cross-polarization 
coupling. Rain attenuation may also introduce significant depolarization 
at the higher microwave frequencies. 2 

In practice the two orthogonal polarizations leaving the transmitter 
are either two orthogonal linearly polarized waves or two opposite 
circularly polarized waves. Whatever be the cause of polarization 
distortion, the failure to maintain orthogonality will produce two non­
orthogonal elliptically polarized waves at the receiving terminal. The 
purpose of this paper is to present a method of recovering orthogonality 
by transforming the two nonorthogonal elliptically polarized waves 
into two orthogonal linear polarizations. The transformation employs 
a differential phase shifter and a differential attenuator. 

3063 



3064 THE BELL SYSTEM TECHNICAL JOURNAL, NOVEMBER 1971 

II. ANALYSIS 

Two nonorthogonal elliptically polarized waves, I and II, can be 
represented by two polarization ellipses with their major axes oriented 
at an arbitrary angle e with respect to each other as shown in Fig. l. 
The axial ratios Al and A2 can be of the same or opposite sign depending 
on whether the polarization ellipses are rotating in the same or opposite 
directions. Let us find the representations of these two elliptically 
polarized waves in the X- Y coordinates where the X I - and X 2-axes are 
counterclockwise rotations of {3l and {32 respectively from the X-axis. 
({32 in the configuration of Fig. 1 is a negative value.) The ratio of 
clockwise to counterclockwise circularly polarized components for the 
polarization ellipse I (wave approaching) is 

1 +AI 
qi = 1 - Al (1) 

where A I is positive if the elliptic polarization is rotating clockwise 
and negative if the elliptic polarization is rotating counterclockwise. 
When the X-axis is used as phase reference for the two circularly 
polarized components, this ratio becomes 

, 1 + Al -j2{3, 

qi = 1 _ Al e (2) 

The ratio of the Y component to X component for the polarization 

POLARIZATION ELLIPSE I 

OC 
AXIAL RATIO IAII = aD 

XI 

y~--

POLARIZATION ELLIPSE II 

AXIAL RATIO IA21 = g~ 

Fig. l-Two nonorthogonal elliptically polarillcd waves. 
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ellipse I is3 

P -j(7r/2) 1 - q~ -j(7r/2) 
I = pIe = --,e 

1 + qi 

Substituting equation (2) into equation (3) Yields an expression 
PI ; similarly we can find P 2 for the polarization ellipse II. 

p. = 1(1 + A~) - (1 - A~) cos 2/3i 
, '\j (1 + Ai) + (1 - AJ cos 2/3i 

for 

. exp {j tan -, [(1 - l~~in 21J} , ~ = 1,2 

(4) 

o < LP i < 7r when Ai > 0; - (7r/2) < LPi < 7r/2 when sin 2/3i > O. 
In order to convert an elliptic polarization into a linear polarization, 

the phase difference between the X and Y components must be elimi­
nated by a proper differential phase shifter. The condition for simul­
taneous transformations of two elliptic polarizations into two linear 
polarizations is 

LP I = LP 2 or LP I + 7r = LP 2 • 

The above equations are equivalent to 

tan LP1 = tan LP2 • 

(5) 

(6) 

Substituting equations (4) into equation (6), and usmg the relation 
/32 = /3I - 0, the solution for /3I is 

l A2 (1 - AD] cos 20 - - ---2 
/3 - --l t- I Al (1 - A 2 ) 

1 - 2 co sin 20 ' (7) 

The above expression fixes the orientation of the X - Y coordinates. 
By applying a phase delay LP I to the components in the Y direction, 
the two elliptically polarized waves I and II are transformed into 
two linearly polarized waves L1 and L2 as illustrated in Fig. 2* for 
the case of LP I + 7r = LP2 • 

The angle between the two linear polarizations is 

1 I I 1 I I {LPI + 7r = LP2 l/I = tan- PI ± tan- P 2 when 
LP) = LP2 

(8) 

* When LPI < 0, the transformation into two linear polarizations can be also 
obtained by a phase delay lLPIi in the X direction. 
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---

~~ PHASE SHIFTER ---/ 

Fig. 2-Transformation into two linear polarizations. 

where I PI I and I P 2 I are given by equations (4). Note that 1/; is not 
necessarily a right angle. However, this angle can be changed to a 
right angle in the following manner. If 1/; < 7r'/2, an attenuation of 
tan (1/;/2) can be imposed on the components of Ll and L2 in the direc­
tion B (which bisects the angle 1/;) as shown in Fig. 3a; i.e., at an angle 

1 [ -1 I I -1 I PI] h { LP 1 + 7r' = LP 2 X = "2 tan P1::r= tan 2 w en . 
LP1 = LP2 

(9) 

with respect to the X direction. If 1/; > 7r' /2, an attenuation of cot 1/;/2 
can be imposed on the components in the direction perpendicular to 
B as shown in Fig. 3b. The above orthogonalization by differential 
attenuation is the inverse of depolarization by attenuation due to 
oblate raindrops.2 Obviously differential gain may also provide orthog­
onalization or depolarization. 

The two orthogonal linear polarizations obtained by the above 
scheme may not be aligned with the polarization axes of the receiver. 

(8) '" < f (b) ~ > f 

Fig. 3-0rthogonalization by differential attenuation. 
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In order to accomplish the alignment, one can use a Ll7f" phase shifter 
properly oriented as shown in Fig. 4 where Ll' and L2' are rotated 
into Ll" and L2". 4 This Ll7f" phase shifter can be also placed in front 
of or immediately after the Ll LP 1 phase shifter. Then the orientations 
of the differential phase shifters and the differential attenuator must 
be changed accordingly. 

III. DISCUSSION 

The above analysis suggests a method for restoring the orthogonality 
of two polarizations at the receiving end of the system. This method 
can be used when the two transmitted polarizations are either linear 
or circular. The differential phase shifter and the differential attenuator 
can be installed in a circular waveguide feeding the antenna. It follows 
from the reciprocity principle that the orthogonality of t\VO polariza­
tions will be also preserved if the direction of transmission is reversed. 

If the polarization distortions are time-varying, the practical imple­
mentation of the above scheme appears to require two beacon signals, 
each of which would occupy a separate narrow frequency band and 
would be transmitted on one of the two orthogonal polarizations. The 
components of each signal in the two orthogonal polarizations of the 
receiver can be measured. The amplitude ratio and phase difference of 
these two components completely specify an elliptically polarized wave 
for each signal. 

N ow let us obtain some feeling for the required differential attenua­
tion. In the absence of differential attenuation, each of the two linear 
polarizations separated by an angle 1/; will have a cross polarization of 
I tan tc 1/; - 7f" /2) I if their misalignment with respect to the two orthog­
onal linear polarizations of the receiver has been minimized. The 

Ll' 

i'1'lTPHASE SHIFTER- .......... / 

€ L2' -------.1 

Fig. 4-Rotation by Ll'lT section. 
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complete elimination of cross-polarization coupling will need a dif­
ferential attenuator of tan (1/;/2). However, it is often only necessary 
to reduce the cross polarization to a certain system specification, such 
as -30 dB. Then the required differential attenuation will be tan 
(1/;/2) / tan (1/;0/2) or its reciprocal where I tan ! (1/; 0 - 7r /2) I is the 
tolerable cross polarization. For various system specifications of tolerable 
cross polarization, Fig. 5 shows the required differential attenuation 
versus the original cross polarization. Furthermore, one notes that the 
differential attenuation only affects one component of each signal. 
The attenuation of each total signal is sin (1/;/2)/sin (1/;0/2) or cos (1/;/2) 
/cos (1/;0/2) when 1/; is less or greater than 7r/2. In the case of weak non­
orthogonality the attenuation of the total signal is approximately half 
of the differential attenuation. 

A reviewer has called the author's attention to the practice of using 
adjustable squeeze sections5 for the reduction of crosstalk in the horn­
reflector-antenna system. A differential phase shifter alone may reduce 
the cross-polarization coupling; however, the complete elimination of 
cross polarization in general requires the proper combination of a dif­
ferential phase shifter and a differential attenuator as described in this 
paper. 

(/) 
...J 

2.5,....---..----,----,.----.-----___.r-------,--y-----,--r---.-----. 

:g 2.01__--+---+---l__-----1f--------1--/-~--~__JL---+--____1 
U 
W 
o 

~ 

5 1.51----+----+----~--I---,lC----
~ 
::> 
z w 
~ 

~ 1.01__--+---l__~~l__-----1f---~~-~~--~--_+--____1 
...J 
< ;:: 
z 
w 
a: 
~0.51----+---l---~~-----1~~~--~--~---+------1 
u. 
o 

-28 -26 -24 -22 -20 -18 -16 -14 -12 
CROSS POLARIZATION WITHOUT DIFFERENTIAL ATTENUATION IN DECIBELS 

Fig. 5-Required differential attenuation for attaining a system specification of 
tolerable cross-polarization coupling. 
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