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to replace the infinite sum in the defining equation for Q(f) by a finite 
sum. I werson shows that if p = p / q where p and q are relatively prime, 

1 q-1 2 (n) ( pn) 1 
Q(f) = -4 2 L: csc - 7r rep 0 f - - + 122 rep o(f). 

q n=1 q q q 
(5) 

3.2 Experimental 

The spectra of waiting time jitter waveforms produced by an rvI12 
were recorded for a number of stuffing ratios. Three representative 
spectra are shown in Figures 6, 7, and 8. The stuffing ratios in these 
three figures are respectively 0.186, 0.372, and 0.333. The stuffing ratio 
was varied by varying the DS-1 symbol rate. 

The vertical dB scale on the graphs is only approximate. In addition, 
no attempt was made to have 0 dB correspond to any particular amount 
of jitter power, and therefore, readings taken from it are only relative. 

In Figures 6 and 7 the stuffing ratio is not close to any simple rational 
number and the spectral lines are all distinct. To record Figure 8, 
the stuffing ratio was set as close as possible to 1/3. The expected 
coincidence of lines is quite apparent. 

The weak line at about 0.08 cycle per stuffing opportunity in Figure 8 
is not present in the theoretical spectrum. Its origin can be traced to 
an improper (only in the sense that it deviates from the usual model) 
functioning of the synchronizer in the 1VI12. This improper functioning, 

32r------------------------------------------------------. 

28 

24 

OJ 20 
"0 

�~� 
16 

0: 
2+ 

UJ 5+ :: 
0 12 CL 

55,B 

8 

FREQUENCY IN CYCLES PER STUFFING OPPORTUNITY 

Fig. 6-An experimental waiting time jitter spectrum with p = 0.186. 
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Fig. 7-An experimental waiting time jitter spectrum with p = 0.372. 

termed multiple stuffing, is also apparent when looking at oscilloscope 
traces of waiting time jitter waveforms. Occasionally stuffs will be 
made when they quite obviously should not be (for instance, twice 
in a row with p < 1/2). The actual M12 used to record the spectra 
of Figures 6,7, and 8 was an experimental model having an asynchronous 
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Fig. R-An experimental waiting time jitter spectrum with p = 0.333. 
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delay lines elastic store rather than the usual commutator type (see 
page 617 of Ref. 4). It was used because it exhibited slightly less multiple 
stuffing. 

In Tables I, II, and III the powers of the lines in the experimental 
and theoretical waiting time jitter spectra are tabulated for the stuffing 
ratios 0.186, 0.372, and 0.333 respectively. To obtain the theoretical 
powers listed in Tables I and II, equation (2) for Q(f) was used. The 
rational stuffing ratio formula (,5) for Q(f) was used in computing 
the theoretical powers listed in Table III. 

The entries in the columns headed uncorrected experimental power 
were simply read off Figures 6, 7, and 8. For ease of comparison cor­
rected experimental powers are also listed. These entries were obtained 
by multiplying the corresponding uncorrected powers by 0.817 (to 
correct the vertical scaling) and subtracting 42.0 (to add an absolute 
reference). The constants 0.817 and 42.0 were chosen by a least squares 
procedure. 

The differences bet\veen the theoretical and corrected experimental 
powers are listed in the last column of Tables I, II, and III. The agree­
ment is to within 0.5 dB except in a few cases where discrepancies are 
easily explained in terms of the low frequency and small amplitude 
limitations of the spectrum analyzer. 

IV. THE RMS AMPLITUDE OF FILTERED WAITING TIME JITTER 

4.1 Theoretical 

Since 

c!>D(t) = h(t)*c!>s(t), 

TABLE I-SPECTRAL LINE POWERS FOR P = 0.186 

Power (dB) 

Normalized Experimental Experimen tal 
Line Frequency Theoretical Uncorrected Corrected 

1- 0.186 -16.5 31.0 -16.6 
2- 0.372 -24.1 22.3 -23.7 
3- 0.558 -30.5 14.1 -30.4 
4- 0.744 -38.2 5.6 -37.4 
5- 0.930 -52.5 - -
1+ 0.814 -29.3 15.2 -29.5 
2+ 0.628 -28.6 16.1 -28.8 
3+ 0.442 -28.5 16.3 -28.6 
4+ 0.256 -29.0 15.8 -29.0 
5+ 0.070 -30.0 14.3 -30.3 

SS,B 1.000 -30.6 13.5 -30.9 

Difference 

-0.1 
0.4 
0.1 
0.8 
-

-0.2 
-0.2 
-0.1 

0.0 
-0.3 
-0.3 
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TABLE II-SPECTRAL LINE POWERS FOR P = 0.372 

Power (dB) 

Normalized Experimen tal Experimental 
Line Frequency Theoretical Uncorrected Corrected Difference 

1- 0.372 -18.0 29.4 -17.9 
2- 0.744 -32.2 11.8 -32.3 
3- 0.116 -25.7 20.1 -25.5 
4- 0.488 -31.8 11.8 -32.3 
5- 0.860 -46.0 1.2 -41.0 
1+ 0.628 -22.6 24.0 -22.4 
2+ 0.256 -22.9 23.8 -22.5 
3+ 0.884 -43.3 2.0 -40.3 
4+ 0.512 -32.1 11.6 -32.5 
5+ 0.140 -30.2 14.0 -30.5 

8S ,B 1.000 -24.6 21.3 -24.6 

the spectrum SD(f) of filtered waiting time jitter is given by 

S D (f) = 1 H (/) 12 S s (f) 

where H(f) is the Fourier transform of h(t), that is, 

H(f) = g: {h(t)} 

= f_: h(t)e-i27rft dt. 

0.1 
-0.1 

0.2 
-0.5 

5.0 
0.2 
0.4 
3.0 

-0.4 
-0.3 

0.0 

Only the low frequency components of S s (f) will not be significantly 
attenuated by 1 H(f) 12. 

The power PD(p) in CPD(t) (that is, the rms amplitude squared of 
CPD(t» is given by 

PD(p) = i: SD(f) df 

= i: 1 H(f) 12 Ss(f) df 

= i: I H(f) 12 Ss ,A(f) df + i: I H(f) 12 Ss, B(f) df 

~ PD,A(P) + PD,B(P). 

Typically, h(t) cuts off at frequencies much smaller than 1 cycle per 
stuffing opportunity where the lowest frequency spectral line in S s ,B (f) 
is located, and, therefore, PD,B(P) is quite small in comparison to 
PD,A(P), Since PD,A(P) is symmetric about 1/2 (that is, PD,A(P) = 
P D ,A(1 - p», it is to be expected that PD(p) will be essentially sym­
metric also. 



TABLE III-SPECTRAL LINE POWERS FOR P 0.333 

Power (dB) 

Normalized Experimen tal Experimen tal 
Line Frequency Theoretical Uncorrected Corrected 

1-, 2+, 4-, 5+, ... 0.333 -16.0 31.4 -16.3 
1 +, 2-, 4+, 5-, ... 0.667 -22.0 24.2 -22.2 
3-, 3+, 6-, 6+, ... 0.000 -20.3 12.6 -31.7 

SS.B 1.000 -25.5 20.2 -25.5 
-- -- - - - - --

Difference 

- 0.3 
- 0.2 
-11.4 
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Fig. 9-A theoretical graph of the rms amplitude of filtered waiting time jitter as 
a function of p with H(f) assumed to have a double pole at 0.12 cycle per stuffing 
opportunity. 

A computer program was written to plot PD(p) for various filter 
transfer functions H (f). Two sample graphs appear in Figures 9 and 10. 
The assumed transfer functions were respectively 

( 
0.12 )2 

H(f) = jf + 0.12 

and 

( 
0.06 )2 

H(f) = jf + 0:06 . 
The first transfer function is a good approximation to that of the 
filter in the 1VI12*. The cutoff frequency of the second transfer function 
is 1/2 that of the first. In both graphs the predicted symmetry is quite 
apparent as are the expected peaks at rational stuffing ratios. The 
peaking is more pronounced with the sharper filter. 

For both filters there appears to be significant benefit to be gained 
by choosing p intelligently. Actually, as will be discussed more fully 
in Subsection .5.2, this conclusion is misleading because the effect of 
jitter on the input DS-1 signal has not been considered. 

* As noted in a previous footnote, the phase-locked loop in the M12 has been re­
cently redesigned and now has a lower cutoff. 
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Fig. lO-A theoretical graph of the rms amplitude of filtered waiting time jitter 
as a function of p with H(f) assumed to have a double pole at 0.06 cycle per stuffing 
opportunity. 

4.2 Experimental 

An experimental recording of PD(p) versus p for p l: [0, 1] appears 
in Figure 11. As in the experimental spectra of Figures 6, 7, and 8 
the dB scale is only approximate and relative. With this fact taken 
into account, the agreement with Figure 9 is good. 

The vertical lines at the tops of the peaks are caused by the low­
frequency cutoff of the true rms voltmeter used in making Figure 11. 
The unit used cutoff at 10-.1 cycle per stuffing opportunity (0.5 Hz). 

V. INPUT JITTER 

5.1 Generalized Spectrum 

I t is possible to generalize the spectrum derivation of Appendix A 
to allow for jitter already present on the signal at the input to the 
synchronizer. This jitter will indeed usually be present. If the signal 
at the input to the Hynchronizer is coming from a moderately sized 
TIline, it will be degraded by significant repeater jitter.!)-ll In addition, 
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it will be degraded by filtered waiting time jitter if it has already passed 
through a syndes (synchronizer-desynchronizer pair). 

Let ¢1 (t) denote the jitter on the signal at the input to the synchronizer 
and ¢s (t) and ¢D(t) again denote the jitters on the outputs of the syn­
chronizer and desynchronizer. All of these jitters will be assumed to 
be defined with respect to an unjittered reference signal and to be 
positive if their associated signals are ahead of it. In Section III the 
output of the phase comparator and the jitter on the output of the 
synchronizer 'were identical, and we denoted them both by ¢s(t). When 
there is input jitter, these two jitters are no longer identical and a new 
symbol must be introduced for one of them. We have chosen to still 
call the jitter on the output of the synchronizer ¢s(t). The symbol 
¢spc(t) will be used for the output of the synchronizer's phase com­
parator. We have 

¢spc(t) = ¢s(t) - ¢l(t). 

In Appendix B it is shown that with input jitter accounted for the 
spectrum of waiting time jitter is given by 

Ss(f) = sinc
2 

f·{j(f) + ~ (z:nY(o(f - n) + o(f + n» 

+ sinc2 f ·rep SI(f) 

~ SS,A(f) + Ss ,B(f) + Ss,c(f), (6) 
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Fig. ll-An experimental graph of the rms amplitude of filtered waiting time 
jitter as a function of p. 
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where 

Q(t) CIO ( 1 )2 ?; 27r1/, (rep Zn(f - np) + rep Zn(1 + np» (7) 

~{Zn(t)} i: Zn(t)e- i21r 
It dt, 

Zn(t) = E{ exp {-j27rn(cJ>I(t) - cJ>1(O»}}, 

SI(/) is the spectrum of the input jitter, and E denotes expectation. 
The input jitter cJ>1(t) will usually only have significant power in 

frequencies that are quite small in comparison to 1 cycle per stuffing 
opportunity. When this is the case, the approximation (see Figure 12) 
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Fig. 12-Approximating sinc2f . rep SI(J) by SI(J). 
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sinc2 I-rep 8 I (f) == sinc
2 I- 81 (/) 

== SI(f) 
can be used to simplify (6) to 

183 

Ss(f) "= sine' foe/(f) + t (t:n)'(o(j - n) + o(j + n)) + Slt)o (8) 

The input jitter makes its presence felt in two ways. The first way 
is simply in the appearance of the feedthrough term 8 I (f) (or, more 
precisely, sinc2 I- rep 8 1 (f)). The second way is in the smearing of 
spectral lines. The function Q(f) has the same funct.ional form as Q(f), 
but the envelope functions Zn(f) replace impulses. 

The envelope functions Z,,(f) are difficult to compute in general. 
Evaluating them requires evaluating the same type expressions that 
must be evaluated to find the spectrum of exponentially modulated 
carriers. This latter problem has been a traditionally difficult one. 
Exact evaluations for the special cases of Gaussian input jitter and 
sinusoidal input jitter and approximate evaluations for small amplitude 
input jitter are possible. 

5.1.1 Gaussian Input Jitter 

If cf>I(t) is Gaussian with zero mean and covariance CI(t) , then the 
random variable cf>I(t) - cf>I(O) is Gaussian with zero mean and co­
variance 2(CI (O) - CI(t)). By the well known formula for the char­
acteristic function of a Gaussian random variable, 

Zn(t) = E {exp {- j2nn(cf>I(t) - cf>I(O))} } 

= exp {- (2nn)\CI(O) - CI(t))}. 

Using the infinite series expansion for the exponential function, we have 

zn(t) = exp {- (2nn)2CI (O)} exp {(27rn)2CI(t)} 
00 (2 )2k 

= exp {- (2nn)2CI (O)} t; 7r;! C;(t). 

Therefore, 

Zn(f) = 5={Zn(t)} 
00 (2?k . 

exp {- (27rn)2CI (O)} tt 7r;! 5= {C;(t)} . 

exp {- (27rn)2CI (O)} oCt) 

+ exp {-(27rn?CI(O)} 1; (27rk~)2k ~I(f)* . 'v' *8I(f): (9) 

k terms 
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The envelope Z.,(f) is composed of an impulse at the OrIgm (the 
carrier line in exponential modulation theory) and an infinite sum of 
kth order convolutions of the input jitter spectrum with itself. 

5.1.2 Sinusoidal Input Jitter 

If the input jitter is sinusoidal, exact results are also possible. Sinus­
oidal input jitt~r can be modeled by the random process 

<PI(t) = {3 sin (27rFt + 0), 

where (3 and F are constants· and 0 is a random variable distributed 
uniformly on [0, 2'17-). [Introducing 0 is necessary to randomize the 
epoch and make <PI ( . ) stationary.] 

By direct substitution, 

zn(t) = E {exp {- j27rn(<PI(t) -<PI(O))} } 

= E{ exp {-j27rn{3 sin (27rFt + O)} exp {j27rn{3 sin O} } 

= E {exp {j27rn{3 sin (- 27r F t - O)} exp {j27rn{3 sin O} } . 

U sing the expansion 
00 

eiXsinx = L JlA)eikX , 
k=-oo 

where the Jk(A) are Bessel functions of the first kind (see, for example, 
equation 7.53 of Ref. 12) in this equation, we have 

z.(t) = Ett~ J.(2wn{J)e-;"'""+0) . ,t~ J,(2wn{J)e"'} 

00 L J k(27rn{3)Jl(27rn{3)e-ik27r Ft E {ei (l-k) o} 
k,l=-oo 

00 

L J~(27rn{3)e-ik27rFt. 
k=-oo 

Therefore, 
00 

Zn(t) = L J!(27rn{3) oCt + kF). (10) 
k=-oo 

The transform Zn(f) consists of a string of impulses stretching from 
- 00 to + 00 and separated from each other by F cycles per stuffing 
opportunity. 

5.1.3 Small Signal Approximations 

Small signal approximations for the Zn(f) can be derived easily 
using the power series expansion for an exponential function. We have 



and 

WAITING TIME JITTER 

Zn(t) = E {exp {- j27rn(¢I(t) - ¢I(O»} } 

= 1 - j21C"nE{¢I(t) - ¢I(O)} 

+ ~! (- j27rn)2E {(¢I(t) - ¢I(0»2} + 

1 - !(21C"n)2E {(¢I(t) - ¢I(0»2} + ... 
1 - (27rn)2(C/0) - CI(t» + 

Zn(f) = ~[Zn(t)] 

= oCt) - (21C"n)2(CI (0) oCt) - SICt» + 

185 

(11) 

If n and the input jitter are small enough, it will be reasonable to 
approximate Zn(f) by the first few terms of this expansion. 

The simplest such approximation is 

(12) 

Taking one more term gives the better approximation 

Zn(f) == oCt) - (21C"n)\CI (0) oCt) - SI(t» 

= (1 - (21C"n)2CI (0» oCt) + (27rn) 2 SICt). (13) 

Both of these approximations have the desirable property of preserving 
total power. 

The power in the term (27rn) 2 SI(f) can be used as a guide for deter­
mining which of these approximations (if either) is reasonable. For 
all n, the total power in Z7I (f) is 1. If 

(21C"n)2 i: SICt) dt ~ (21C"n)2PI 

is very small in comparison to one (say < 0.01), the approximation 

Zn(f) == o(f) 

will be adequate. For moderate power (say 0.01 < (27rn)2PI < 0.1), 
the second approximation will still be reasonable. 

For a given input jitter power, either of these approximations is 
better for small n than large. For weak input jitter 

Zn(f) == o(f) 

will be reasonable for small n, but not for large. Thus, the effect of 
weak input jitter is to smear the high order n-lines. [The feedthrough 
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term will be negligible because if Zn(f) == o(f) is reasonable for even 
small n, sinc2 frep SI(f) will be negligible in comparison to sinc2 f Q(f)]. 

5.2 Filtered Waiting Time Jitter Power with Gaussian Input Jitter 

When the effect of input jitter is considered, the power in filtered 
waiting time jitter is again given by 

PD(p) = i: 1 H(f) 12 Ss(f) dl, 

but with Ss(/) as defined by equation (6). Let PD,A(P), PD,B(P), and 
PD,c denote the components of PD(p) due to SS,A(f), SS,B(f), and 
Ss,c(f) respectively. The power PD,c is a constant independent of p. If 

sinc2 frep SI(f) == SI(f) , 

then 

which is the power of the jitter that would be present at the output 
of the syndes (synchronizer-desynchronizer pair) if its only effect 
were to filter the input jitter. The jitter power added to the bit stream 
by pulse stuffing is to within this approximation 

~PD(P) = PD,A(P) + PD,B(P). 

Computer-drawn graphs of ~P D(P) for Gaussian input jitter appear 
in Figures 13 through 16. The transfer function H(f) was assumed to 
equal that of Figure 9 for Figures 13 and 15 and that of Figure 10 for 
Figures 14 and 16. For Figures 13 and 14 

1 (1)2 0.2 
SI(/) = 27r 10 (0.1)2 + 12 , 

and for Figures 15 and 16 

1 (1)2 0.2 
SI(f) = 27r 4 (0.1)2 + 12. 

Both of these spectra are RC with a cutoff at 0.1 cycle per stuffing 
opportunity. The rms amplitude of the jitter of the first is 1/10 slot, 
and of the second, 1/4 slot. The first jitter spectrum is felt to be repre­
sentative of what will typically be encountered in the field. 

A comparison of Figures 9, 13, and 15 and of Figures 10, 14, and 16 
shows that the effect of input jitter is to erode the peaks and valleys 
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Fig. 13-A theoretical graph of the jitter power added by pulse stuffing as a 
function of p. The jitter on the input to the syndes is assumed to be Gaussian with 
an rms amplitude of 1/10 slot and an RC spectrum with a corner frequency of 0.1 
cycle per stuffing opportunity. The transfer function H(f) is assumed to have a 
double pole at 0.12 cycle per stuffing opportunity. 
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Fig. 14-A theoretical graph of the jitter power added by puls~ stuffing as a 
function of p. The jitter on the input to the syndes is assumed to be Gaussian with 
an rms amplitude of 1/10 slot and an RC spectrum with a corner frequency of 0.1 
cycle per stuffing opportunity. The transfer function H(f) is assumed to have a 
double pole at 0.06 cycle per stuffing opportunity. 
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Fig. 15-A theoretical graph of the jitter power added by pulse stuffing as a 
function of p. The jitter on the input to the syndes is assumed to be Gaussian with 
an rms amplitude of 1/4 slot and an RC spectrum with a corner frequency of 0.1 
cycle per stuffing opportunity. The transfer function H(f) is assumed to have a 
double pole at 0.12 cycle per stuffing opportunity. 

of the no input jitter graphs. It is felt that this erosion will occur for 
almost all input jitter and not just for Gaussian input jitter with a 
spectrum of the above form. Thus, the choice of p is not so critical 
as it appears to be in Figures 9 and 10 when, as is usually the case, 
input jitter is not negligible. Notice, however, that even with non­
negligible input jitter, there is still an advantage in using a narrow 
phase-locked loop. The graphs of Figures 14 and 16 are typically 3 dB 
below those of Figures 13 and 15. 

5.3 A Bound on the Power in Filtered W m't'z'ng Time Jitter 

By neglecting the effect of the filter in the desynchronizer, it is 
possible to obtain a simple bound on the power in filtered waiting time 
jitter. This bound is quite weak, but will be useful in the next section 
to bound the accumulation rate of filtered waiting time jitter in chains 
of syndes. 

Let 

Hmax max I H(f) I· 
ft (-00 .00) 

Then 

PD ~ H~ax P s 
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where 

Psi: Ss(f) dt 

i: SS,A(f) dt + i: Ss,n(f) dt + i: Ss,c(f) dt 

~ PS,A + PS,A + Ps,c . 

From equations (32), (31), and (33) of Appendix B 

PS,A 1/12, 

Ps,n //12 ~ 1/12, 

and 

where PI is the input jitter power. Therefore 

P D ~ H!ax(1/6 + PI)' 

If there is no peaking, 

Hmax H(O) 1 

and 

P D ~ 1/6 + PI' 
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Fig. 16-A theoretical graph of the jitter power added by pulse stuffing as a 
function of p. The jitter on the input to the syndes is assumed to be Gaussian with 
an rms amplitude of 1/4 slot and an RC spectrum with a corner frequency of 0.1 
cycle per stuffing opportunity. The transfer function H(f) is assumed to have a 
double pole at 0.06 cycle per stuffing opportunity. 
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VI. WAITING TIME JITTER ACCUMULATION 

6.1 Theoretical Bound 

A question of much engineering interest is how fast filtered waiting 
time jitter accumulates in tandem connections of syndes. Although 
the bound (15) is quite weak, it does guarantee that when there is no 
peaking in any of the transfer functions of the desynchronizers in the 
chain, the rms amplitude of the jitter on the output of the Nth syndes 
is no greater than VN /6, * and thus that the rate of accumulation 
of filtered waiting time jitter is no faster than VN. Notice that to 
obtain this bound on the growth rate, it was not necessary to assume 
the stuffing ratios at each of the synchronizers identical nor the transfer 
functions of each of the desynchronizers identical. 

6.2 Experimental Data 

The power of the filtered waiting time jitter at the output of a chain 
of ]\1112 syndes was measured for chain lengths N of 1, 2, 4, 8, and 16 
and six different stuffing ratios. The recorded powers are listed in 
Table IV and plotted in Figure 17. 

The upper bound t 

PD,N~N/6 

is plotted for comparison in each of the six graphs. The bound is typically 
about 15 dB above the data. No data are inconsistent with it. 

The other line plotted in each of the graphs is 

* PD,N = NPD,I , (16) 

where P; ,I is the theoretical power in filtered waiting time jitter from 
just one syndes. The values used for P;,1 were taken from the computer 
program that produced the graph of Figure 9 and are listed in Table IV 
for convenience. This line was plotted because it seems to be a reasonable 
empirical approximation to the data. 

The fact that P V ,2 < PD ,I for low stuffing ratios is rather surprising. 
We do not have a completely satisfactory explanation. For the stuffing 
ratios where this decrease in power occurs, the l--lines and 1 + -lines 

* It is of course being tacitly assumed here that the input to the first syndes is 
jitter free and that no other jitters (such as repeater jitter) are being introduced 
along the chain. A bound including the effects of other jitters could easily be obtained 
from (15) also. 

t There is about 0.15 dB peaking in the phase-locked loop of an M12 so we should 
strictly be using a bound based on (14) rather than (15). For this slight amount of 
peaking and the chain lengths considered here, the difference is negligible. 
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TABLE IV-AcCUMULATION DATA 

Jitter Powers in dB (0 dB = 1 Slot Squared) 
Stuffing 
Ratio Theoretical Experimental 

p N = 1 N = 1 N =2 N = 4 N = 8 N = 16 

0.018 -11.8 -10.9 -13.1 -10.0 - 6.1 - 2.2 
0.092 -17.3 -14.8 -20.7 -17.1 - 9.5 - 5.7 
0.167 -21.5 -20.7 -18.4 -19.0 -16.8 -10.3 
0.241 -22.9 -21.8 -19.6 -16.8 -12.8 - 6.6 
0.316 -22.6 -20.5 -15.2 -14.9 -11.7 - 9.1 
0.391 -24.5 -20.7 -19.8 -15.6 -12.5 - 9.6 

5 
p=0.018 P =0.092 P = 0.167 
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Fig. 17-Experimental accumulation data as a function of log N. 
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of Q(t) are within the passband of H(f). It is felt that an explanation 
lies partly in the fact that Z 1 (f) may (and the approximation of Sub­
section 5.1.3 suggests it will) throw much of the power in these lines 
out of the passband of H (f). If this idea is pursued and calculations 
made, however, it appears that while this phenomenon helps, it cannot 
be solely responsible. Multiple stuffing may possibly have played a 
role here also. 

VII. SUMMARY 

Expressions giving the spectrum of waiting time jitter both when 
there is and is not significant input jitter have been found. Using 
these theoretical expressions, graphs of the jitter power added by pulse 
stuffing versus the stuffing ratio have been drawn. These graphs indicate 
that when there is no input jitter there is much to be gained by intel­
ligently choosing the stuffing ratio, but that with a typical amount 
of input jitter present, much of the advantage is lost. 

Bounds on the power in filtered waiting time jitter have been found, 
and it has been shown that when there is no peaking in the desyn­
chronizers of a chain of syndes, the rms amplitude of filtered waiting 
time jitter accumulates at a rate no faster than the square root of the 
numberof syndes in the chain. 
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APPENDIX A 

In this appendix the spectrum Ss(f) of ¢s(t) is calculated. As noted 
previously, the procedure used will be to (i) write an equation describing 
waiting time jitter waveforms, (ii) introduce -initial condition random 
variables into this equation in such a way that a stationary ensemble 
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of waiting time jitter waveforms is defined, (iii) compute the covariance 
of the waiting time jitter random process, and (1'V) Fourier transform 
this covariance to obtain the power spectrum. 

Let [. ] denote the greatest integer function, that is, let 

-1, -1 ~ x < ° 
[x] 0, O~x<1. 

1, 1 ~ x < 2 

In Figure 18 a waiting time jitter waveform is drawn assuming stuffing 
opportunities occur at integer times and that just after stuffing at 
time t = 0, ¢s ( .) equals A-I. With the aid of the greatest integer 
function an equation describing the waveform of Figure 18 can be 
written. It is 

¢s (t) = (A - 1) + pt - [p[t]]. (17) 

Obtaining this equation is the key step in finding the spectrum of 
waiting time jitter. The constant term A-I is needed to make ¢s(O) = 
A-I. The second term pt generates the linearly increasing portion 
of the waveform ¢s(t). Stuffs are made by [p[t]]. The reader should 
convince himself that this nesting of greatest integer functions puts 
stuffs in the proper locations. 

Equation (17) defines ¢s ( . ) at a stuffing time to be equal to its value 
just after a stuff has been made if one is to be made. In other words, 
it makes the function ¢s(·) continuous from the right. This convention 

(f) 

l-

S 
(f) A 
~ 

2 
~ A-l 

o 2 3 4 5 6 
TIME IN STUFFING OPPORTUNITIES 

Fig. 18-A waiting time jitter waveform starting at A-I at time t = o. 
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is as good as any. For the purposes here it makes little difference how 
cJ>s(') is defined at switching times. 

A waiting time jitter waveform drawn at random from a stationary 
ensemble of waiting time jitter waveforms (see Figure 19) will not in 
general (in fact almost surely will not) have stuffing opportunities 
coming at integer times. Define the random variable T as how long 
before time t = ° a stuffing opportunity last occurred. Over the ensemble 
T will be distributed uniformly on the interval [0, 1). 

Define the random variable r as by how much cJ>s(') exceeded A-I 
at time t = -T+ (see Figure 19). The random variable r must exist 
in the interval [0, 1). It cannot be less than ° because cJ>s(') never is 
less than (A - 1). It must be less than 1 because if cJ>s(') exceeds A 
just before the stuffing opportunity at time t = - T, a stuff will be 

A 1---- --~"'------il-+- ----=----1-

A-l 

-1 o 

Fig. 19-An ensemble of waiting time jitter waveforms. 
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O~+-----~~----~------+-----~~----~------+---~ 

-1~~----~------~------~----~------~------~--~ 

1/12 

-1/12 L-....l...-------.,;L....------O.L..-------'-------~------:':__----~-----' 

:x: 

Fig. 20-Graphs of the functions u(x), v(x), and w(x). 

made. Over the stationary ensemble, r wjU be independent of T and 
distributed uniformly over [0, 1). 

A modified version of equation (17) that allows for nonzero rand Tis 

¢s(t) = (A - 1) + r + pet + T) - [r + p[t + T]]. (18) 

Define (see Figure 20a) 

u(x) = x - [x] 

= x mod 1. 

An equation equivalent to (18) is 

¢s(t) = (A - 1) + u(r + p[t + T]) + pu(t + T). (19) 

The next step in the procedure is to find the covariance of the random 
process ¢s(.). By definition the covariance Cs(t) of ¢s(·) is given by 

C set) = E {(¢s(s + t) - Jls)(¢s(s) - Jls)}, 



196 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1972 

where 

}.ts = E {cI>s(t)} 

and E denotes expectation. 
The mean }.ts is not difficult to evaluate. We have 

}.ts = E {cI>s(O)} 

= E{ (A - 1) + u(r + p[T]) + pU(T)} 

= E{(A - 1) + u(r) + pU(T)} 

= A-I + 1/2 + p/2. 

Define (see Figure 20b) 

vex) = u(x) - 1/2. 

Then, for all t 

cl>s(t) - }.ts = vCr + p[t + TD + pv(t + T). (20) 

Returning to the evaluation of Cs(t), we have 

C set) = E {(cI>s(t) - }.ts)(cI>s(O) - }.ts)} 

= E{v(r + p[t + T])V(r + p[TD} + E{v(r + p[t + T])pV(T)} 

+ E{pv(t + T)V(r + p[T])} + E{pv(t + T)pV(T)} 

= E{v(r + p[t + T])V(r)} + E{v(r + p[t + T])pV(T)} 

+ E{pv(t + T)V(r)} + E{pv(t + T)pV(T)}. 

The second and third terms in this expansion (cross covariances) are 
zero. Indeed, 

and 

E{v(r + p[t + T])pV(T)} = pE{E{v(r + p[t + T])V(T) I T}} 

= pE{V(T)E{v(r + p[t + TD I T}} 

= pE {v ( T) . 0 } 

= 0 

E{pv(t + T)V(r)} = pE{E{v(t + T)V(r) IT}} 

= pE{v(t + T)E{v(r) IT}} 

= pE {vet + T)E {v(r)} } 

= E{v(t + T) ·O} 

= O. 
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The fact that 

E{v(r + p[t + T]) I T} = 0 

follows once it is observed that v(·) is periodic with period 1 and that 
the integral of v(·) over any unit length interval is zero. Therefore, 

Cs(t) = CS,A(t) + CS,B(t), 

where 

CS,A(t) = E{v(r + p[t + T])V(r)} 

and 

CS,B(t) = /E{v(t+ T)V(T)}. 

The covariance C s ,B (t) is the easier to evaluate. We have 

P- 2CS,B(t) = E{v(t + T)V(T)} 

= i1 

vet + T)V( T) dT 

= i1 

vet + T)(T - 1/2) dT 

= i1

-

u

(t) (v(t) + T)(T - 1/2) dT 

+ ~~U(t) (v(t) + T - l)(T - 1/2) dT 

= 11 (v(t) + T)(T - 1/2) dT _11 (T - 1/2) dT 
o l-u(t) 

= 11 T(T - 1/2) dT _11 (T - 1/2) dT 
o l-u(t) 

= 1/12 - (1/2)u(t)(1 - u(t)). 

Define 

wet) = 1/12 - (1/2)u(t)(1 - u(t)). 

Then, 

C s ,B(t) = pZw(t). (21) 

A graph of wet) appears in Figure 20c. 
Turning to the calculation of CS,A(t), we have 

C s ,A(t) = E {vCr + p[t + T Dv(r)} 

= E{E{v(r + p[t + TDv(r) I T}}. 
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The same manipulations that were used to find an expression for 
C s ,R (t) show 

E (v(r + p[t + 7])V(r) ! r} = w(p[t + 7]). 

Therefore, 

Cs ,A(t) = E(w(p[t + 7])} 

= i 1 

w(p[t + 7] d7 

= t-u(t) w(p[tD d7 + fl w(p[t + 1]) d7 
Jo l-u(t) 

= (1 - u(t))w(p[t]) + u(t)w(p[t + 1]). 

A typical graph of CS,A(t) is shown in Figure 21. 

..... 

Cs , ACt) 

w(o) = 1/12 

Fig. 21-The covariance CS,A(t). 

(22) 

It is convenient before calculating S s (f) to mention an equivalent 
formula for CS,A(t). Define 

A(t) = J 1 - I t I, 
1 0, 

Then (see Figure 21), 

00 

I t I ~ 1 

I t I > 1 

C s ,A(t) = L w(pn)A(t - n) 
n=-oo 

= A(t) * (w(pt) ·rep oCt)) 

where * denotes convolution and for any function X (1) 
00 

rep X(f) = L XU - k). 
k=-oo 

(23) 

(24) 

The Fourier transform of Cs(t) is the spectrum of CPs(t). As a matter 
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Ss(f) = g: {C s(t)} 

= g: { C s , A (t)} + g: { C s , B (t) } 

= Ss ,ACt) + Ss ,B(f). 

199 

The transform S s ,B (f) is the easier to take. The function w ( .) is 
periodic with period 1 and has zero mean. Thus, it has the Fourier 
series expansion 

n=-oo 
nr'O 

where for n = ±1, ±2, ... 

Therefore, 

11 () -i27rnx d en = w X e X 
o 

= i1 

(1/12 - (1/2)u(x)(1 - u(x)))e-i27rnX dx 

-(1/2) 11 u(x)(l - u(x))e- i27rnx dx 

-(1/2) 11 x(I - x)e- i27rn
a: dx 

= (21l"nf2. 

S s , B (f) = g: { C s , B (t) } 

g: {/w(t)} 

g:{/ t (;-L)2ei27rnt} 
n=-oo 27m 

nr'O 

nr'O 

nr'O 

00 ( 1 )2 
= / ~ 27m (o(f - n) + oCt + n)). (25) 
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SS ,A (f) is only slightly more difficult to compute. Using equation 
(24) for CS,A(t), we have 

Ss ,A(f) = g: {C s ,ACt)} 

g: {A(t)*(w(pt) ·rep 8(t»} 

g: {ACt)} . g: {wept) ·rep 8Ct)} 
I 

g:{A(t)} ·(g:{w(pt)}*g:{rep 8(t)}). 

The eval ua tions 

g: {ACt) } 
• 2 I sm 7r A • 2 I = --- = slnc (7rf) 2 

and 

g: {rep 8(t)} = rep o(f) 

can be found in most Fourier transform tables. Proceeding as in the 
evaluation of Ss,n(f), we have 

g: {w(pt) } 

nr'O 

00 (1)2 
n~oo 27rn o(f - np) 

nr'O 

00 ( 1 )2 = ~ 27m (8(f - np) + 0(1 + np». 

Assembling these three evaluations, we obtain 

Ss,A(/) = sinc2 t-Q(f), 

where 

00 ( 1 )2 
Q(f) = rep 8(/)* ~ 27m (8(f - np) + (f + np» 

00 ( 1 )2 = ~ 27rn (rep 8(f - np) + rep o(f + np». 

APPENDIX B 

(26) 

(27) 

In this appendix the arguments of the previous appendix are gen­
eralized to allow for input jitter. Rather than trying to write an equation 
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for ¢s (t) directly, it is easier to first write an equation for ¢Sl'C (t). 
With the jitter sign convention of Section V, the instantaneous 

frequency of the signal at the input to the synchronizer is io + ¢I(t) 
and the instantaneous stuffing ratio is p - ¢I(t). As in Appendix A, 
let A denote the stuffing threshold, let r be a random variable denoting 
how long before time t = ° a stuffing opportunity occurs, and let r 
be a random variable denoting how far above A-I, ¢spc(') was 
just after the stuffing opportunity at time t = - r. The random variables 
rand r will again be independent and distributed uniformly on [0, 1). 
If there were no stuffing, ¢spc (t) would evolve as 

(28) 

In actuality there is stuffing, and at every stuffing opportunity a 
pulse is stuffed if ¢spc (t) is greater than A at that time. An equation 
describing ¢spc (t) when stuffing is taking place is* 

¢spc(t) = (A - 1) + r + itT (p - ¢I(S» ds 

- [r + i[Tt+Tl-T (p - ¢I(S» ds] 

= (A - 1) + r + p(t + r) - ¢I(t) + ¢/ - r) 

- [r + p[t + r] - ¢I([t + r] - r) + ¢I( - r)]. (29) 

A more convenient form for (29) can be obtained by again introducing 
the function u( . ). It is 

<Pspc(t) = (A - 1) + u(r + p[t + r] + ¢I(-r) - ¢I([t + r] - r» 

+ pu(t + r) + ¢I([t + r] - r) - ¢I(t). 

Since 

* Actually, this equation stuffs more than one time slot if the waveform r:P81'(.:(t) 
immediately before a stuffing opportunity has not only increased to a value above A, 
but is also above A + 1 (see Figure 22). A related problem arises if r:PspcCt) immedi­
ately before stuffing is below A-I (see Figure 23). The first situation will not 
occur if the sum of p and the negative of the maximum possible negative change 
of r:PI(t) in one time slot is less than 1. The second situation will not occur if p minus 
the maximum possible positive change of r:PI(t) in one time slot is greater than zero. In 
other words, the model will not deviate from actuality if p is not close to 0 or 1 and 
¢1 (t) is a low-frequency jitter. These conditions are reasonable and will be assnmed 
to be met. 
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we have 

1>s(t) (A - 1) + u(r + p[t + r] - 1>1([t + r] - r) + 1>1 ( - r)) 

+ pu (t + r) + 1>1 ([ t + r] - r). 

The mean J.Ls of 1>s(t) is not difficult to compute. The integral of 
u(x) over any unit length interval is 1/2, and therefore 

E{pu(t + r)} = p/2. 

Similarly, 

E{u(r + p[t + r] - 1>1([t + r] - r) + 1>1(-r))} 

= E{E{u(r + p[t + r] - 1>/[t + r] - r) + 1>I(-r)) I r, 1>I(')}} 

= E{l/2} 

= 1/2. 

o 2 3 456 7 8 9 11 12 13 
TIME IN STUFFING OPPORTUNITIES 

Fig. 22-Deviation of the model from act\lality when p = 1-. 
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Fig. 23-Deviation of the model from actuality when p = 1+. 

Therefore, 

jJ.s 1/2 + p/2 

and 

eps(t) - jJ.s = v(r + p[t + T] - epl([t + T] - T) + epIC - T» 

+ pv(t + T) + (epI([t + T] - T) - jJ.I) 

where 

I 

~ 

13 

(30) 

The three terms in this equation for eps (t) - jJ.s are easily shown 
to be uncorrelated. Thus, 
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C Set) = E {(¢s(t) - J-ts) (¢s(O) - J-ts)} 

= E{v(r + p[t + rJ - ¢1([t + rJ - r) + ¢1(-r))V(r)} 

+ E{pv(t + r)pv(r)]} 

+ E{(¢I([t + rJ - r) - J-(1)(¢I(-r) - J-(1)} 

~ CS,A(t) 

+ CS,B(t) 

+ Cs,e(t). 

From Appendix A ,ve have 

where 

CS,B(t) = E{p 2v(t + r)v(r)} 

= /w(t) 

wet) = 1/12 - (1/2)u(t)(1 - u(t)). 

(31) 

The evaluation of C s ,A (t) is similar to the evaluation of the cor­
responding term in Appendix A. We have 

Cs ,A(t) 

= E{v(r + p[t + rJ - ¢1([t + rJ - r) + ¢1( - r))v(r)} 

= E{E{vCr + p[t + rJ - ¢1([t + rJ - r) + ¢1(-r))V(r) I r, ¢1(')}} 

= E{w(p[t + rJ - ¢1([t + rJ - r) + ¢1( - r))}. 

Since ¢1(t) is assumed stationary, 

CS,A(t) = E{w(p[t + rJ - ¢1([t + r]) + ¢/O))} 

where 

= E{E{w(p[t + rJ - ¢1([t + r]) + ¢1(0)) I ¢1(')}} 

= (1 - u(t))E {w(p[tJ - ¢1([t]) + ¢1(0))} 

+ u(t)E{w(p[t + 1J - ¢1([t + 1]) + ¢1(0))} 

= A(t) * (r(t) ·rep oCt)), (32) 

Turning to the final term, we have again using the stationarity of 
¢I(t) 
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Cs,e(t) = E{(¢I([t + r]) - JLI)(¢I(O) - JLI)} 

= E {E {(¢I([t + r]) - JLr)(¢I(O) - JLI) I ¢I(') } } 

= (1 - u(t))E {(¢I([t]) - JLI)(¢I(O) - JLI)} 

+ u(t)E{ (¢I([t + 1]) - JLI)(¢I(O) - JLI)} 

= A(t)*(E{ (¢I(t) - JLI)(¢I(O) - JLI)} ·rep oCt)) 

205 

= A(t)*(C1Ct) ·rep o(t)). (33) 

The spectrum SsCt) of the random process ¢s(t) is the Fourier trans­
form of Cs(t). Let Ss,A(f), SS,B(f), and Ss,eCt) denote the Fourier 
transforms of CS,A(t), Cs,n(t), and Cs,e(t). From Appendix A 

Ss ,net) = g: {C s ,BCt)} 

= ~ (~nr (o(f - n) + o(f + n)). (34) 

The next easiest Fourier transform to take is that giving Ss ,cCt). 
We have 

Ss,e(f) = g:{Cs,e(t)} 

= g: {A(t)*(CI(t) 'rep o(t))} 

= g:{A(t)} ·(g:{C1(t)}*g:{rep oCt)}) 

= sinc2 f· (SI(f) * rep oCt)) 

= sinc2 f ·rep SI(f). 

The evaluation of Ss,ACt) is the most difficult. We have 

where 

SS,A(f) = g:{CS,A(t)} 

= g: {A(t)*(r(t) ·rep o(t))} 

= g: {A(t)} . g: {ret) ·rep o(t)} 

= sinc2 1- Q(f), 

a(f) = g: {ret) ·rep o(t)} 

= g:{r(t)}* rep o(f). 

(35) 

The periodic function w(x) has the Fourier senes expansion (see 
Appendix A) 
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Therefore, 

where 

and 

w(x) = i: (~)2ei27rnX. 
n= -00 L/lrn 

n=O 

n"'O 

n"'O 

n"'O 

00 (1)2 = L -- Zn(f - pn) 
n=-oo 27rn 

n"'O 

Z,,(f) = ~{Zn(t)} 

Zn(t) = E {exp {- j27rn(¢I(t) - ¢I(O»} }. 

(36) 

It is convenient to obtain another form for equation (36). Clearly, 

Z-n(t) = E {exp {- j27r( -n) (¢I(t) - ¢I(O»} } 

= E {exp { - j27rn(¢I(O) - ¢I(t»} } . 

Since ¢I ( .) is stationary, 

Therefore, 

Z-n(t) = E {exp {- j27rn(¢1( - t) - ¢1(0»} } 

= Zn(-t). 

Z-n(f) 4: ~ {z-nCt)} 

= i: z_n(t)e- i27r 
It dt 

= i: zn( - t)e-i'27rft dt 

= i: zn(t)e- i27r
(-n

t dt 

= ZnC-j)· 
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U sing this last relation in equation (36), we have 

00 ( 1 )2 
g: {r(t)} = ~ 27rn (Zn(f - pn) + Z-n(f + pn)) 

00 ( 1 )2 = L -- (Zn(f - pn) + Zn( -f - pn)). 
n=l 27rn 

Therefore, 

00 ( 1 )2 
Q(f) rep o(f)* ~ 27m (Zn(f - pn) + Zn( -f - pn)) 

00 ( 1 )2 
= ~ 27rn (re~ Zn(f - pn) + rep Zn( -f - pn)). (37) 

In summary, 

S s(f) = sinc2 f- Q(f) 

+ ~ (2::nY (o(f - n) + o(f + n)) + sinc
2 

f-rep SI(f) (38) 

where Q(f) is as above. 
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The coupled line equations for two modes traveling in the same direction 
are considered. The covariances of the mode transfer functions are cal­
culated in the case of random coupling. Exact results are obtained when 
the coupling is a function of a finite state Markov chain, and also when 
the coupling is white noise. Perturbation results are obtained in the case 
of weak, zero mean, wide sense stationary coupling. It is also shown that 
perturbation results are valid in the case of strong coupling, if the cor­
relation length is short. 

1. INTRODUCTION 

We consider the coupled line equations for two modes traveling in 
the forward direction,l 

~o + rolo(z) = jc(z)IJ(z) , 

~l + rJl(Z) = jc(z)Io(z) , 

subject to the initial conditions 

10 (0) = io , 11(0) = i l • 

(1) 

(2) 

The time dependence exp (27rjft) has been suppressed. Here c(z) is 
the real coupling coefficient, which we take to be a random function 
of z, and the loss and phase constants are 

(3) 

These equations provide an approximate description of a variety of 
physical systems2 

,3 ,4 such as optical fibers 5
,6 and metal waveguides.7

,8 

Typically, with the choice io = 1, i l = 0, IoCz) represents a desired 
mode launched at z = 0, and IlCz) an undesired spurious mode. 

209 
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Rowe and Youngl
,9 have studied these equations with c(z) taken 

to be white noise. When c(z) is white noise, equations (1) are symbolic, 
and Rowe and Young interpret them by a limiting process, and with 
the aid of a matrix technique obtain exact expressions for the means 
and covariance functions of the solutions. With the aid of these solutions 
they studied pulse distortion caused by the coupling, and provide 
additional verification of Personick'slo interesting result that in some 
cases increasing the random coupling can improve the impulse response. 

This article has three main purposes. The first is to show that there 
is another class of stochastic coupling coefficients for which the means 
and covariances of the solutions of (1) can be calculated exactly. These 
involve 1\1arkov processes which can assume only a finite number of 
values. We set up the equations satisfied by the covariance functions 
and means for a general coupling of this type in Section II, and solve 
them in a special case in Section III. 

The second purpose of this paper is to show, with the use of Ito 
integrals and the Ito calculus, that the interpretation of equations (1) 
by Rowe and Young when c(z) is white noise is consistent with the 
interpretation due to Stratonovich. ll This is the subject matter of 
Section IV. 

The third purpose is to apply a perturbation technique developed 
by Papanicolaou and Keller l2 to the coupled line equations. It is shown 
that this method can be applied not only to the case of weak coupling, 
but also to the case of strong coupling if the correlation length is short. 
This is the subject of Section V. 

In the remainder of Section I, we define the quantities of interest, 
introduce notation, and discuss some of the previously mentioned 
points at greater length. 

The differential loss and phase constants are given by 

A r = r 0 - r 1 = Aa + j A$. (4) 

We write the coupling coefficient in the form 

c(z) = CN(z), (.1) 

where N(z) is dimensionless. Following Rowe and Young! ,9 we assume 
that Aa is independent of the frequency f, but that A$ and C are odd 
functions of f. We further assume that C is an odd function of A$. 
Also, let 

(6) 

Note that our go(Z, Am corresponds to Rowe and Young's Go(z) and 
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our 01(Z, b.(3) to their G1(z). Then, from (1), (4), and (5), 

1zo = jC(b.{3)N(Z)gl(Z, b.(3) 

1zl = b.rgl (z, b.(3) + jC(b.{3)N(z)go(z, b.(3), 

with initial conditions 

00(0, b.(3) = io , 01 (0, b.(3) = il . 

N ow define the correlation functions 

211 

(7) 

(8) 

Rkl(Z) = (Ok(Z, b..{3 + a)g~(z, b..(3), (k, t = 0, 1), (9) 

where * denotes complex conjugate and ( ) denotes stochastic average. 
Rowe and Young1.9 have calculated Rkl(Z) exactly for the case of white 
noise coupling, with spectral density Do , 

(N (z)N (r) = Doo(z - r), (10) 

in the case of initial values io = 1 and il = 0, corresponding to the 
signal and spurious modes respectively. They have also calculated 
the average of the squared envelope of the impulse response, which 
involves a double integral with respect to b..{3 and (J' of Roo(z). The 
calculation was exact for frequency-independent coupling 1 (i.e., C = 
Co sgn b.(3), and approximate for moderate fractional band\vidths for 
frequency-dependent coupling.9 

In this paper we will be concerned with the calculation of Rkl(Z) 
only, and will not consider the time domain statistics. We note that 
the average powers in the two modes are given by 

Po(z) = e-2aozRoo(z) 1,,=0. P 1(z) = e-2aozRll(Z) 1,,=0. (11) 

We first consider the case 

N(z) = F(1If(z), z), (12) 

where 1I1(z) is a finite state l\1arkov chain13 which has, in general, 
a nonstationary transition mechanism. Using the results of a paper 
by l\i[orrison,14 we obtain a system of ordinary differential equations, 
with prescribed initial conditions, for calculating Rkl(.Z), If the process 
1I1(z) has a stationary transition mechanism, and F is a function of 
1I1(z) alone, these equations have constant coefficients. In the particular 
case in which N(z) = T(z), where T(z) is the random telegraph process/ 5 

we obtain the Laplace transforms of Rkl explicitly. 
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Next we investigate the case of white noise coupling by means of 
the Ito calculus. 16 This approach differs from that used by Rowe and 
Young,l,9 who consider the line as the limit of discrete sections, of 
vanishing length, of uncoupled ideal lines, with discrete mode converters 
at the end of each section. The quantities Rke(z) are calculated exactly 
for white noise coupling, in agreement with the results of Rowe and 
Young. l ,9 

Finally, we turn to the asymptotic calculation, for long lines, of 
the quantities Rk/(z) , in the case of weak coupling, weak attenuation, 
and narrow fractional bandwidth. The coupling is assumed to have 
zero mean and to "be wide sense stationary, so that c(z) IS given by 
(5), where 

(N(z) = 0, (N(z)N(r) = p(z - r). (13) 

The asymptotic equations for Rkt(z) are determined, first for the 
nonresonance case, and then for the resonance case, in which the 
differential phase constant is small. There is an alternate interpretation 
of the resonance case, for which the correlation length is short. It turns 
out that for white noise coupling (which has zero correlation length), 
corresponding to (10), the asymptotic equations for Roo(z) and Rll(z) 
are exact, in both the nonresonance and resonance cases, and those for 
Rol(z) and RlO(Z) are exact in the resonance case. 

II. MARKOV CHAIN COUPLING 

We begin by writing down the equations satisfied by the quantities 

rkt(z) = O,,(z, ~(3 + u)O~(z, ~(3), (le, t = 0, 1). (14) 

Let 

(15) 

Then, from (4) and (7), for sufficiently smooth N (z), it follows that 

d;~o = jN(z)(C"rlO - COr(lI) , (16) 

d;~1 = jN(z)(C"rll - Coroo) + ~r*rOl , (17) 

~~o = jN(z)(C"roo - COrll) + (~r + ju)rlO , (18) 

~~1 = jN(z)(C"rOl - Corio) + (~r* + ~r + ju)rll (19) 
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These equations do not hold when N(z) is white noise, as will be dis­
cussed later. From (8) the initial conditions are 

(20) 

We now consider the case of coupling corresponding to (12), and 
first state some properties of the finite state l\1arkov chain. 13 The 
sample functions Jl1(z) are defined on the half line ° ~ z < 00, have 
right-continuous paths, and can take on only a finite number N of 
distinct values ap(p = 1, ... , N). An initial probability distribution 
IS gIVen: 

Xp = Prob {Jll(O) = ap}, (p = 1, ... , N), (21) 

,,,here Xp > ° and 

(22) 
1'=1 

The transition probabilities are defined, for ° ~ x ~ y, by 

Ppq(X, y) = Prob {1I1(y) = aq 1 111 (x) = ap}, 

(p, q = 1, ... , N). (23) 

We consider only those processes which can be defined by means 
of a continuous, bounded infinitesimal generator. Thus, we assume 
given an N X N matrix function 

(24) 

satisfying the conditions 

Tpq(Z) ~ 0, P ~ q, Tpp(Z) ~ 0, (p, q = 1, ... , N), (25) 

and 
N 

L Tpq(Z) = 0, (p = 1, ... ,N). 
q=1 

Then1
\ for OZ ~ ° +, (p, q = 1, ... , N), 

P 1»,(Z, Z + oz) 

Ppq(z, Z + oz) 

1 + Tp/Z) OZ + o(oz), 

T1'q(Z) OZ + o(oz), p ~ q. 

(26) 

(27) 

(28) 

If the matrix "t' is constant then the process 1I1(z) is said to have a 
stationary transition mechanism. 

Stochastic matrix differential equations of the form 

dW 
-d- = A (1I1(z) , z)W(z) , 

Z 
W(O) = y[1I1(0)], (29) 
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where Wand j are n X m matrices, and A is an n X n matrix, have 
been considered by l\1orrison. 14 Equations were obtained for calculating 
the stochastic average (W(z), in the case that A and j are real, but 
it is easily verified that these equations are still valid for complex 
valued A and j. This may be shown by writing the system (29) in 
real form, and then combining in complex form the equations for 
calculating the stochastic averages of the real and imaginary parts of 
W(z). 

Let EN denote the row vector with all N elements equal to 1, and let 

(30) 

be the row vector of initial probabilities given by (21). Note, from 
(22) and (26), that 

ENXt = 1, EN't't(Z) == 0, 

where t denotes transpose. Let 

(31) 

(rkt(z)v = (rkt(z) 11I1[(z) = av) Prob {lIl[(z) = ap }, (32) 

(le, t = 0, 1), (p = 1, ... , N), and introduce the column vectors 

Rkt(Z) = col ((1\t(Z)1 , ... ,(rkt(z)N), (le, t = 0,1). (33) 

Then, from (9) and (14), 

Rkt(z) = (rkt(z) = ENRkt(z), (le, t = 0, 1). (34) 

We define the N X N diagonal matrix D(z) by 

D(z) = diag [F(ap , z)], (35) 

and denote the unit matrix of order N by IN . Then, for the system 
(16) through (19), with N(z) given by (12), it is found thae 4 

d~oo = jD(z)(CuRlO - CoRoI) + 't't(z)Roo , (36) 

d~ZOI = jD(z)(CuRII - CoRoo) + [~r*IN + 't't(Z)]ROl , (37) 

d~;o = jD(z)(CuRolJ - CORII) + l(~r + ja-)IN + 't't(Z)]RI0 , (38) 

d~II = jD(z) (CuROI - CoRIo) + [(~r* + ~r + ja)IN + 't't(Z)]Rll (39) 

From (20), (21), (30), (32) and (33), the initial conditions are 

Rk((O) = iki~Xt, (le, t = 0, 1). (40) 
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If the process Jl;[ (z) has a stationary transition mechanism, and if 
the coupling coefficient (5) depends on z through 1I1(z) only, then the 
differential equations (36) through (39) have constant coefficients. 
We consider a particular example of this in more detail in the next 
section. 

III. RANDOM TELEGRAPH COUPLING 

We now consider the particular case when N(z) = T(z), the random 
telegraph process,15 which is one of the simplest finite state l\1arkov 
chains. It is an ensemble of square wave functions {T(z)}, such that 
each sample function T(z) can assume only the values ± 1. For fixed z, 
a sample function chosen at random will equal + 1 or -1 with equal 
probability. The probability pen, z) of a given sample function changing 
sign n times in an interval of length z is given by the Poisson process 

( ) _ (bzr -bz 
p n, z - n! e , (n = 0, 1, 2, ... ), (41) 

where b is the average number of changes per unit length. The process 
T(z) has zero mean and is wide sense stationary, 

(T(z) = 0, (T(z)T(r) = exp {-2b I z - r I }. (42) 

The states of the process T(z) are a1 = 1 and a2 = -1, and the 
vector of initial probabilities is 

x = (!, !) = !E2 = !E. (43) 

The process has a stationary transition mechanism, with infinitesimal 
generator 

~ ~ [-: -:J ~ ~'. 
Since N(z) T(z), we have, from (12), 

F(ap ,z) = ap = (-IY-t, (p 

Hence, from (35), 

D = [1 OJ. 
° -1 

Note that 

(44) 

1, 2). (45) 

(46) 

-2bED. (47) 
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Let 

Qk~(Z) = EDRkt(z) , (le, t = 0, 1). (48) 

Then, multiplying equations (36) and (39) by E, and equations (37) 
and (38) by ED, we obtain, from (34), (47), and (48), 

d:l:o = j(C"QlO - COQOl) , (49) 

d:l;l = j(C"QOl - CoQlO) + (.1r* + .1r + jU)Rll , (50) 

and 

d~:t = j(C"R lI - CoRoo) + (.1r* - 2b)QOl , (51) 

d~;o = j(C"Roo - CoRlI) + (.1r + ju - 2b)QIO . (52) 

Similarly, multiplying equations (37) and (38) by E, and equations 
(36) and (39) by ED, we obtain 

d:l
z
01 = j(C"Qll - CoQoo) + .1r*ROl , (53) 

d~o = j(C"Qoo - COQll) + (.1r + jU)RlO , (54) 

and 

d~:o = j(C"R IO - COROI) - 2bQoo , (55) 

d~;l = j(C"ROI - CORIO) + (.1r* + .1r + ju - 2b)Qll . (56) 

From (34), (40), (43), (46) and (48), the initial conditions are 

RH(O) = iki~, Qkt(O) = 0, (le, t = 0, 1). (57) 

Equations (49) through (56), subject to (57), are solved by means 
of Laplace transforms in Appendix A. The Laplace transforms Roo(s) 
and Rll(s) of Roo(z) and R ll (z) are given by (128) and (129), where 
.1(s) is given by (130), and d l , dz and YJ are defined in (125). Note 
that d l and dz are linear in the Laplace transform parameter s. Thus 
L.\(s) is a quartic in s, and we denote the roots of .1(8) = 0 by Sk = 
Sk(.1{3, u), le = 1, 2, 3, 4. Inversion of the Laplace transforms in (128) 



COUPLED LINE EQUATIONS 217 

and (129) leads to 
4 

L A ok(.1,B, a) exp [Sk(.1,B, a)z] (58) 
k=l 

and 
4 

R l1 (z) = L A lk(.1,B, a) exp [Sk(.1,B, a)z], (59) 
k=l 

the coefficients AOk and Alk being the residues at S = Sk of the expressions 
in (128) and (129) respectively. 

Similarly, the Laplace transforms ROl(s) and Rlo(s) of ROl(z) and 
RlO(z) are given by (138) and (139), where E(s) is given by (140), 
and el and e2 are defined in (135). Note that el and e2 are linear in s, 
so that E(s) is a quartic in s. We denote the roots of E(s) = 0 by J.Lk = 
J.Lk(.1,B, u), k = 1, 2, 3, 4. Inversion of the Laplace transforms in (138) 
and (139) leads to 

4 

L B ok (.1,B, u) exp [J.Lk(.1,B, u)zJ, (60) 
k=l 

and 
4 

RlO(Z) = L B lk(.1,B, u) exp [J.Lk(.1,B, u)z], (61) 
k=l 

the coefficients BOk and B lk being the residues at s = J.Lk of the expressions 
in (138) and (139) respectively. 

IV. WHITE NOISE COUPLING 

In this section we investigate the case of white noise coupling, cor­
responding to (5) and (10), by means of the Ito calculus. We begin 
by considering the vector equation 

du 
dz = Au + BuHz), (62) 

where A and B are constant matrices, and Hz) is Gaussian white noise, 
with zero mean and spectral density 1. According to Wonham,17 the 
Ito differential equation corresponding to (62) is 

du = (A + !B2)udz + Budw, (63) 

where w is a Wiener process. The result is stated for real equations, 
. but it may be verified that it holds for complex A, Band u, by con­

sidering the equations for the real and imaginary parts. 
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The integral equation corresponding to (63) is 

u(Z) = u(O) + (A + !B2) iZ 

u(r) dr + B iZ 

u(r) dw(r). (64) 

The second integral in (64) is an Ito integral, and it has the property 
that its stochastic average is zero. IS Thus, 

(u(Z) = (u(O) + (A + !B2) i Z 

(u(r) dr, (65) 

or, in differential form, 

d 
dz (u(z) = (A + !B

2
)(u(z). (66) 

We will also make use of the I to calculus for the product of differentials, 16 

namely 

(dw)2 = dz, dwdz = 0, (dZ)2 = O. (67) 

We now consider the line equations for white nOIse coupling, so 
that, from (5) and (10), 

c(z) = CVDo Hz). (68) 

Hence, from (1), (62), and (66), 

:z (Io(z) = -(ro + ! C2Do)(Io(z) , (69) 

and 

(70) 

These equations agree with those obtained by Rowe and Young. 1,9 

From (2), (69), and (70), 

([((z) = i( exp [- (r ( + !C2Do)z], (e = 0, 1). (71) 

Also, from (5), (7), (62), (63), and (68), 

dgo = -!C2Dogo dz + jCVDo gl dw, 

dg 1 = (~r - !C2Do)gl dz + jCVDo go dw. 

But, from (14), 

drk((Z) = dgk(z, ~(1 + a)gtCz, ~(1) + gk(Z, ~(1 + a) dgtCz, ~m 

+ dgk(z, ~(1 + a) dgtCz, ~m. 

(72) 

(73) 
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Hence, from (4), (14), (15), (72), and (73), making use of the relation­
ships in (67), 

droo = Do[COCUrll - HC~ + C;)roo ] dz 

+ rVDo (Cur1O - COrOl) dw, (74) 

drOl = [Llr* - HC~ + C;)DO]rOl dz + COCuDOr1O dz 

+ rv Do (CUrll - Coroo) dw, (75) 

drlO = [(Llr + jo) - HC~ + C;)DO]rlO dz + CoCuDOrOl dz 

+ rv Do (Curoo - COrll) dw, (76) 

drll = [(Llr* + Llr + jo) - HC~ + C;)DoJrll dz + CoCuDoroo dz 

+ rv Do (CurOl - COr1O) dw. (77) 

From (9), (14), (63), and (66), it follows that 

d~;o = -HC~ + C;)DoRoo + CoCuDoRll , (78) 

d~;l = CoCuDoRoo + [(Llr* + Llr + jo) - HC~ + C;)DoJRIl' (79) 

and 

dRol _ "" 
dz - [Llr* - HC~ + C;)DoJRol + CoCuDoRlO (80) 

d~;o = CoCuDoRol + [(Llr + jo) - HC~ + C;)Do]RlO . (81) 

These equations for Rkt are consistent with those obtained by Rowe 
and Young. 1 ,9 The initial conditions are given by (57), and the solutions 
of (78) through (81) are easy to write down. The characteristic roots 
corresponding to (78) and (79) are, from (4), 

}.. = (Lla + !jo) - HC~ + C;)Do ± [C~C;D~ + (Lla + !ja)2]!, (82) 

and those corresponding to (80) and (81) are 

).. = (Lla + !jo) - HC~ + C;)Do ± [C~C;D~ - (Ll{3 + !aY]!. (83) 

We now return to the random telegraph coupling and consider a 
case where the coupling is large but has a short correlation length. 
We define the correlation length of the random telegraph process to be 

(84) 
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which is just the separation at which the covariance drops to 1/ e of 
its peak value. This also agrees with a more general definition of the 
correlation length of a wide sense stationary process, due to C. L. 
lVlallows:19 

t, = lo~ {21r to 1 sew) I' dw / I to sew) dw n ' (85) 

where Sew) is the spectral density function. We set 

Co = Vb80 , Crr = Vb8rr . (86) 

If we substitute (86) into the expression (130) for .1(8), and (140) 
for E(8), as b ---t 00, .1(8) has the roots 

8 = (.1a + !ja) - !(80 + 8 rr) ± [(.1a + !ja/ + 8 0 8 rr ]! + o(i) , (87) 

8 = -2b + (.1a + !ja) + !(80 + 8 rr) 

± [808 rr - (.1f3 + !a/]! + o(i) , (88) 

and E (s) has the roots 

p, = (.1a + !ja) - !(80 + 8 rr) ± [808rr - (.1f3 + tal]! + o(i) , (89) 

p, = -2b + (.1a + !ja) + !(80 + 8 rr) 

± [80 8 rr + (.1a + !jaY]! + o(i)· (90) 

\Vith the aid of (87) through (90), it is straightfonvard to calculate 
limb-+oo Rkt(z), (k, f = 0, 1). These limits are just the corresponding 
expressions for white noise coupling, if in the expression;:; for white 
noise we set 

(91) 

But (91) is consistent with (86), in view of (10), since 

f
~ 1 
_~ (T(z + r)T(r) dz = b ' (92) 

from (42). 

VI. PERTURBATION THEORY 

We now assume the random coupling is described by a zero mean, 
wide sense stationary process N (z), with an autocorrelation function 
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satisfying (102), but which is otherwise arbitrary. We assume in addition 
that there is a characteristic length t, e.g., the correlation length Ie , 
and an e, 0 < e« 1, such that 

Cot = O(e), C,l = O(e), f1cd = 0(e2
), o-t = 0(e2

), (93) 

and in the first instance 

f1{3t = 0(1). (94) 

This can best be described as a case with weak coupling, weak atten­
uation, and narrow fractional bandwidth. 

We consider the asymptotic calculation of Rkt(z) for small e. The 
asymptotic results are valid for z/t = 0(1/ e2

). We begin by stating, 
in a form which will suffice for our present purposes, some results of 
Papanicolaou and Keller12 on stochastic differential equations. 

Thus, consider the linear vector stochastic differential equation 

w(O) = Wo , (95) 

where Al(Z) is a rand on matrix with zero mean, 

(96) 

A2 is a constant nonstochastic matrix, and Wo is a nonstochastic vector. 
Define 

A,A, = ~~ [~t L (A,(z)A,(,» d, dzl (97) 

Then asymptotically, for 0 < e« 1, 

d -
dz (w(z» ~ e2 (AIAl + A2)(W(Z), (w(O) = Wo . (98) 

We now apply the above result to equations (16) through (19) for 
rkt(z), subject to the assumptions (93) and (94), where f1r is given by 
(4). Thus, we let 

(99) 

where t denotes transpose. Then, 

0 0 C -jtJ.{jz - oe C jtJ.{3z qe . 

eAl(Z) = jN(z) 
0 0 C -jtJ.{3z qe C jtJ.{3z - .loe 

(100) 
-Coe

j
tJ.{3z Cqej tJ.{3z 0 0 

C -jtJ.{3z qe C -jtJ.{3z - oe 0 0 
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and 

0 0 0 0 

(?A2 = 0 (2Lla + jo) 0 0 
(101) 

0 0 Lla 0 

0 0 0 (Lla + jo) 

Note that Al(z) as given by (100) satisfies (96), by virtue of (13). 
The calculation of AIAl , defined by (97), is carried out in Appendix B, 
under the assumption that 

;~ [~ i Z 

s I pes) I dsJ = 0, (102) 

where pes) is given by (13). Let 

Sew) = i OO 

e
iw

\ pes) ds· (103) 

Since, from (9) and (14), Rkl(Z) = (rkl(z»), it follows from (98), (99), 
(101), (148), and (149) that, asymptotically, 

d~:o ~ _ [C~S( - Llf3) + C;S(Llf3) ]Roo + CoC,,[S(Llf3) + S( - Llf3) ]R ll , 

(104) 

d~;l ~ CoC,,[S(Llf3) + S( - Llf3)]Roo 

+ [(2Lla + jo) - C~S(Llf3) - C;8( - Ll,B) ]Rll , (10.1) 

and, from (150), that 

d~:l ~ [(Lla - jLl(3) - (C~ + C;)S(Llf3) ]ROl , (106) 

d~;o ~ [(Lla + jLl{3 + ju) - (C~ + C;)S( - Llf3)]RlO . (107) 

The initial conditions are given by (57). 
Now, 

roo 1 fCC J
o 

cos (ws) o(s) ds ="2 -cr;) cos (ws) o(s) ds = !, (108) 

icr;) sin (ws) o(S) ds = O. 
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Hence, from (103), for per) = Doo(r) we have Sew) 1/2(Do). Note 
that the asymptotic equations (104) and (105) for Roo and Rll are, 
in fact, exact for white noise, as is seen from (4), (78) and (79). However, 
from (57), (106) and (107), for Sew) = 1/2(Do), we have asymptotically 

ROI(z) ~ ioit exp {[Llr* - HC~ + C;)DoJz} , (109) 

RlO(Z) ~ ilit exp {[(Llr + ja) - !(C~ + C;)DoJz}. (110) 

It is readily verified that these results are asymptotically consistent 
for 0 ~ z / e ~ 0 (1/ e2

), to lowest order in e, with the exact equations 
(80) and (81) for white noise, under the assumptions in (93) and (94). 
The characteristic roots corresponding to (80) and (81) are, from (83), 

A = ±j(Ll/3 + !u) + (Lla + !ju) - HC~ + C;)Do + ~(e4). (111) 

The above results are valid under the assumptions (93) and (94). 
Suppose now that instead of (94) we have 

(112) 

which we refer to as the resonance case. Note if we set b bo/ e
2 and 

t = tc = 1/2b, the correlation length, the random telegraph case 
considered at the end of Section IV is a special example of this resonance 
case. The resonance case can thus correspond to large coupling, moderate 
attenuation and fractional bandwidth, and small correlation length. 
Corresponding to (16) through (19), we take 

w. = (roo, r ll , rOI , rIO)t, 

so that, from (93), (95), and (112), we now have 

0 0 

eAI (z) = jN (z) 
0 0 

-Co Cu 

Cu -Co 

and 

o o 
o (Llr* + Llr + ju) 

o 0 

-Co 

o 
o 

Cu 

0 

0 

Cu 

-Co 

0 

0 

o 
o 
o 

o o o . (Llr + ju) 

(113) 

(114) 

(115) 
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Note that A1 (z) as given by (114) satisfies (96), by virtue of (13). 
The calculation of AJAI , defined by (97), is carried out in Appendix B. 
It follows from (98), (113), (115), (152), and (153), with R'ce(z) = 
(tke(Z)), that asymptotically 

d~:o ~ -(C~ + C;)S(O)Roo + 2CoC"S(0)Rll , (116) 

d~;1 ~ 2CoC"S(0)Roo + [(~r* + ~r + ja-) - (C~ + C~)S(O)]Rll , (117) 

and 

d~:1 ~ [~r* - (C~ + C;)S(O)]ROI + 2CoC"S(0)R10 , (118) 

d~o ~ 2CoC"S(0)Rol + [(~r + jer) - (C~ + C;)S(O)]RlO . (119) 

Thus, in the resonance case, the asymptotic equations (116) through 
(119) for Rke(z), (k, f = 0, 1), are exact for white noise, for which 
S(O) = 1/2(Do), as is seen from (78) through (81). 

APPENDIX A 

We here solve equations (49) through (56), subject to the initial 
conditions (57). The Laplace transform of F(z) is 

F(s) = looo e-SZF(z) dz. (120) 

Taking the Laplace transforms of equations (49) through (52), and 
using (57), one finds that 

and 

Let 

sRoo + jCOQOl - jC"Qlo = ioi~, (121) 

(8 - ~r* - ~r - jer)Rll - jC"Qol + jCoQlO = ili~, (122) 

(8 + 2b - ~r*)Qol = jC"Rll - jCoRoo , (123) 

(8 + 2b - ~r - jer)Qlo = jC"Roo - JCORll . (124) 

d1 = 8 + 2b - ~r*, d2 = 8 + 2b - ~r - jer, 

YJ = 2~a + jer. (125) 

Then, substituting for QOl and QIO from (123) and (124) into (121) 
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and (122), it follows that 

( + C~ + C!)R'" _ C C (L + ~)R" -"* 8 dl d2 00 0, "dl d2 11 - ~o~o , (126) 

C C ( 1 + l)R" + (. + C~ + C!)R" .. * 
- 0 "dl d2 00 8 - 7] d2 d; 11 = ~l ~1 • (127) 

Hence 

Roo = {[(8 - 7]) dl d2 + C~ dl + C! d2]ioit + COC,,(dl + d2 )ilit} 1.1(8), 

(128) 

R11 = {COC,,(dl + d2)ioit + (8 dl d2 + C~ d2 + C; d1)ilit} 1.1(8), (129) 

where 

.1(8) == [8(8 - 7]) dl d2 + (C~ + C!)s(dl + d2) 

- 7](C; dl + C~ d2) + (C! - C~)2]. (130) 

Similarly, taking the Laplace transforms of equations (53) through 
(56), and using (57), 

(8 - L\r*)ROl + jCoQoo - jC"Qll = ioit, (131) 

(8 - L\r - jU)RlO - jC"Qoo + jCOQll = ilit, (132) 

and 

(8 + 2b)Qoo = jC"RlO - jCoRo! , 

(8 + 2b - 7])Qll = jC"ROl - jCORlO , 

where 7] is defined in (125). Let 

el = 8 + 2b, e2 = 8 + 2b - 7]. 

(133) 

(134) 

(135) 

Then, substituting for Qoo and Qll from (133) and (134) into (131) 
and (132), 

( 8 - L\r* + C~ + C!)ROl - CoC,,(l + l)RlO = ioit, (136) 
el e2 el e2 

From (136) and (137) it follows that 

ROl = {[(8 - L\r - ju)ele2 + C~el + C!e2]ioit 

+ COC,,(el + e2 )ilit} IE (8) , (138) 
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and 

RIO = {COCq(el + e2)ioit + [(s - ~r*)ele2 + C~e2 + C;el]i1i<fl/E(s), 

(139) 

where 

E(s) == (s - ~r - ja)(s - ~r*)ele2 + (C~ + C!)s(el + e2) 

- [C~~r* + C;(~r + ju)]el - [C~(~r + ju) + c;~r*]e2 
(140) 

APPENDIX B 

We here carry out the calculation of AlAI, defined by (97). Cor­
responding to (100) we have, from (13), 

,'(A,(z)A,(,) = -p(z - ,t ~J' (141) 

where 

F = [[C~e-iAP(,-n + C;eiA/3(z-n] 

-2CoCq cos ~(3(z - r) 

- 2CoCq cos ~(3(z - r) ] 

[C~eiAP(Z-n + C;e-iAP(z-n] , 
(142) 

and 

G = [(C~ + C;)eiAP(z-n 

_ 2CoC"e-i Ap(z+n 

(143) 

Now, 

i Z i Z 

eiw(z-n p(z - r) dr dz 

= iZ iZ 
eiwl per) dr dz = iZ 

(Z - r)eiWI per) dr. (144) 

Hence, for real w, from (102) and (103), 

~~ [~f L e;o'd'p(z - ,) d, dZ] = S(w). (145) 

Also, 

iZ iZ 

eiw(z+n p(z - r) dr dz = iZ 
e2iwz i Z 

e- iwl per) dr dz 

= ~ l Z 
(e2iwZ e- iwl - eiWI)p(r) dr. (146) 

2]w 0 
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Hence, for real w ~ 0, 

~~ [~1Z 1z 

eiw(z+n p(z - S-) dS- dzJ = O. (147) 

Thus, from (97), (141) through (143), (145), and (147), 

e
2 
A1Al = [X(t1{3) 0 J' (D.{3)t = 0(1), (148) 

o Y(t1{3) 

where 

X(D.{3) = [- [C~S( - D.(3) + C;S(t1{3)] CoCq [S(t1{3) + S( - D.(3)] ] , (149) 

CoCq [S(t1{3) + S( - t1(3)] - [C~S(t1{3) + C;S( - t1(3)] 

and 

Y(t1{3) = (C~ + C!)[S(t1{3) 0]. 
o S( - t1(3) 

(1.50) 

Now consider Al(z) as given by (114). Then, from (13), 

<'(A,(z)A,(,» ~ - p(z - ,>[ ~ ~], (151) 

where 

H = [(C~ + C;) ~2CoC: ]. 
-2CoCq (Co + Cu) 

(152) 

Hence, from (97), (145), (151), and (152), 

,'A,A, ~ -S(o>[~ ~], (153) 

Note, from (148) and (150), the nonuniform behavior of e2A1Al in 
the neighborhood of resonance, which arises from the discontinuity 
of the limit in (147) at w = o. 
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Derivation of Coupled Power Equations 

By D. MARCUSE 

(Manuscript received August 6, 1971) 

The modes of a multinwde dielectric waveguide are coupled by im­
perfec#ons of the waveguide structure. The propagation of the coupled 
modes is described by coupled wave equations involving the wave amplitudes. 
If the coupling functions are random variables the interaction between 
the modes can be described more easily by coupled power equations. The 
derivation of the coupled power equations from the coupled wave equations 
is accomplished with the help of perturbation theory. 

1. INTRODUCTION 

The interaction of the modes of a multimode waveguide can be 
described by coupled wave equations. 1

•
2

•
3 The coupling between the 

waves is caused by imperfections of the waveguide structure. These 
imperfections are either deviations of the refractive index from the 
index distribution of the perfect waveguide or they are departures 
of the waveguide geometry from its nominal value. Changes of the 
core diameter of an optical fiber causes coupling between the guided 
modes and also coupling of the guided modes to the radiation modes. 

Solutions of the coupled wave equations are hard to obtain for 
many modes since not only the wave amplitudes but also their relative 
phases enter into the description. 

In most problems of practical interest the coupling coefficient is 
a random function of distance and only the exchange of power between 
the modes is of interest. A description of this problem in terms of 
coupled wave equations yields more information (phase information) 
than is required and consequently is quite complicated. One might 
expect intuitively that a description in terms of power exchange between 
the modes should exist. 4 If it were permissible to add power instead 
of amplitude one would be tempted to write down power rate equations 
that account for the incremental loss of power of one mode in terms of 
the power that is transferred per unit length from this mode to all 
the other guided modes while an increase in power can be expressed 

229 
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by the power that is transferred per unit length from all the other 
modes to the mode under consideration. Coupled power equations 
for two modes have been derived from the coupled wave equations 
that admit just this intuitive kind of interpretation. 5 Our derivation 
of the coupled power equations from the coupled wave equations is 
not mathematically rigorous. It is based on ideas of perturbation 
theory and on the assumption that the coupling coefficients can be 
described by correlation functions with Gaussian shape. No attempt 
has been made to solve the difficult problem of estimating the accuracy 
of the approximate theory. 

II. COUPLED WAVE EQUATIONS 

IVlany problems of coupling between the modes of multimode wave­
guides or the coupling between several different transmission lines 
can be expressed in terms of coupled wave equations1

•
2

•
3 

aav N 
-a = LCvp.ap.. 

z 1'=1 

(1) 

The amplitude of the vth mode is av ; Cvp. is the coupling coefficient that 
describes the interaction between mode J.L and v. The diagonal elements 
of the matrix of coupling coefficients represent the propagation con­
stants of the modes 

(2) 

The system of equations (1) is the starting point of our discussion. 
In the absence of loss, power must be conserved. We thus require 

a N 2 

az ~ I av I o. (3) 

With the help of (1) we obtain 

d N N ( da * da ) N N 
- L ava~ = L av _v + a~ _v = L L (c~1' + cp..)a.a: . 
dz .=1 .=1 dz dz .=1 1'=1 

(4) 

The asterisk indicates complex conjugation. In order to write the 
last part of (4) in its indicated form the v and J.L labels of the second 
term had to be interchanged. Since (4) must vanish for any possible 
choice of the amplitude coefficients (which at any point along the line 
can be chosen arbitrarily by means of initial conditions) we obtain 
the following condition for the coupling coefficients. 

(5) 
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It is advantageous to separate the rapidly varying z-dependent 
part exp (-i{3.z) from the wave amplitudes by the relation 

The coupled wave equations now assume the form 

dA. = LeA eitl.(3v~z 
dz p.r<v vp. p. , 

with the abbreviation 

A{3.J.I = {3. - (3p. • 

It follows from this definition that 

III. DERIVATION OF COUPLED POWER EQUATIONS 

(6) 

(7) 

(8) 

(9) 

The coupling coefficients are functions of the z coordinate that 
measures distance along the waveguide axis. In metallic as well as 
dielectric waveguides the coupling coefficients assume the form 

(10) 

KvJ.l is independent of z. The function fez) often describes the actual 
shape of the deformed waveguide boundary or the bent waveguide 
axis. From (5) we obtain the condition 

Kv~ = -K,uv. (11) 

The function fez) is supposed to be a stationary random variable whose 
correlation function is assumed to be Gaussian 

(f(z)f(z - u» = (ie-<U/D)2. (12) 

(7'2 is the variance and D is the correlation length of fez). Since we aim 
at deriving coupled power equations we use the fact that the average 
power carried by each mode is 

(13) 

The symbol ( > indicates an ensemble average. From (7) and (13) 
we obtain 

dPv = I A * dA.) + I A dA ~) 
dz \v dz \vdz 

L {KvJ.l(f(z)A; AJ.I>eitl.(3v~z + K;p.(f(z)AvAt>e-itl.(3v~Z}. (14) 
J.lr<v 
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Let us assume that the waveguide begins at z = o. At a point z suffi­
ciently close to z = 0 we obtain the following approximate solution 
of the wave equations (7) 

(15) 

The solution of the wave equations (15) is based on first-order per­
turbation theory. It applies if the coupling is sufficiently weak or if z 
is chosen sufficiently small so that Ap(z) is only slightly different from 
Ap(O). The input values Ap(O) are not subject to statistical fluctuations; 
their value is thus identical with their average value. Neglecting terms 
of higher than second order in Kvp. we obtain by substitution of (15) 
into (14) 

dPv = L: {L: Kvp.K~pAt(O)Ap.(O) 1z 

(f(z)f(x»ei (tlfj'l'z-tlfj.PX) dx 
dz p.¢v p¢v 0 

+ L: Kvp.Kp.pA~(O)A/O) jZ (f(z)f(x»ei (tl{J'l'z+tlfjI'PX) dx + c.c.}. 
p¢p. 0 . 

(16) 

Terms proportional to the first power of KnL are absent from (16) 
SInce 

(f(z» = o. (17) 

The abbreviation "c.c." indicates additional terms that are the complex 
conjugate of the terms shown in (16). 

Using (12) and the relation 

(18) 

we can write 

i Z 

(f(z)f(x»ei (tlfj'l'z+tl fi I'PX) dx = (/ei(tlfj'rtlfjpl')z i Z 

e-(u/D)'eitlfjpl'u duo (19) 

We must now assume that z » D requiring simultaneously that u
2 

is sufficiently small so that (15) is a good approximation. We can then 
write 
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The function F(D, ~(3pp.) is real and independent of z. It is thus clear 
that the expression in (19) depends on z only througl~ the factor 
exp [i({3p - (3p)z]. Oscillatory terms do not contribute appreciably 
to the right-hand side of the differential equation (16). This fact be­
comes apparent if we integrate (16) with respect to z. The functions 
Ap(z) are slowly varying compared to the oscillatory terms. Integrals 
over sine and cosine functions contribute very little compared to 
integrals over slowly varying functions. This consideration allows us 
to neglect the oscillatory terms in favor of the nonoscillatory terms. 
We thus consider only the term (19) with {3p = {3p . In an exactly anal­
ogous manner we obtain also 

(J'2ei(t.{Jv~-t.{Jvp)z l z 
e-(u/D)'eit.{Jv pu du 

o 

(J'2[!y; De-[(D/2)t.{Jv p]' + iF(D, ~{3pp)]ei({Jp-{J~)z. (21) 

By the above argument, that only nonoscillatory terms contribute 
to the differential equation (16), we keep only the term with {3p = (3p. • 
Equation (16) now assumes the form 

dPp(z) = 2 '"' { dz (J';;: [Kpp.K~p.Ap.(O)A:(O) + Kvp.Kp.vAv(O)A~(O)] 

. [ ~;;: De-!(DI'''',-',li' + iF(D, t>{l,,) ] + c.c.}. (22) 

Because of our assumption that the coupling is sufficiently weak so 
that the wave amplitudes do not change very much over the distance z 
we replace Ap.(O) with Ap.(z) and obtain from (22) with the help of (11) 
and (13) 

d~z(z) = y; (J'2D t. 1 Kvp. 12 e-[(D/2)({Jv-{J~)J2(pp.(z) - Pp(z)). (23) 

The complex conjugate terms cause the imaginary part of (22) to 
disappear. 

Our derivation of equation (23) provides us with the derivative of the 
power of the v-th mode essentially at z = O. However, we could have 
followed the same procedure by assuming that the wave amplitudes 
or the power carried by each mode was given at some point z' and 
could have calculated the power derivative at some adjacent point 
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z' + Llz. With the assumption of weak coupling we would then have 
obtained the derivative of the power of the vth mode at an arbitrary 
point z' along the waveguide in terms of the power in all the other 
modes at (or near) that same point. In a strict sense, the procedure 
just described contains the flaw that the wave amplitudes A.(z') are 
statistical quantities. At z = 0 we used the fact that the wave amplitudes 
could be arbitrarily but definitely prescribed to take A.(O) out of the 
ensemble average. This cannot be done if we replace A.(O) with A.(z'). 
However, we can use the following device to escape from this dilemma. 
Instcad of considering the full ensemble of waveguides we select sub­
ensembles in such a way that within each sub ensemble the wave am­
plitudes A.(z') have the same complex value (within a certain prescribed 
narrow range). Our derivation of (23) then holds for each member of 
the subensemble. By regrouping the full ensemble into sub ensembles 
in such a way that the amplitudes A. (z') within each subensemble 
are all very nearly identical we find that equation (23) holds for each 
of the subensembles. We now average (23) over the subensembles 
and obtain an equation, equal in form to (23),. that applies to the 
average power of the full ensemble. (See Appendix.) 

For a given value of the rms deviation (T, (23) is obviously more 
accurate for smaller values of the correlation length D. For D ~ 0 
the length of guide needed for an approximate solution of the wave 
equations shrinks to zero and the only approximation left in our deriva­
tion consists in neglecting the oscillatory terms in (16). For finite values 
of D we must impose a restriction on the allowed values of (T. Let K2 
and P indicate the maximum values of I K.JI. 12 and I PJI. - p. I while 
Ll{3 indicates the smallest value of {3. - {3J1. • Equation (23) yields the 
inequality 

~. ~ V'; (T2DNK2Pe-[(D12)t:.{3] 2. (24) 

N is the number of guided modes in the waveguide. According to our 
approximate derivation we had to require that P v change only slightly 
over a distance in the order of the correlation length D. We integrate 
(24) over a distance KD ·with K being a number close to but larger than 
unity and obtain 

p.(z + KD) - Pv(z) < _ /- 2D2NK2 -[(D12)t:.{3]2 (25) 
P = KV7r(T e . 

Since the right-hand side of (25) must be much smaller than unity 
in order for our approximate derivation of (23) to be valid we obtain 
the following inequality for the square of the rms deviation 
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[ (D/2) 1l~12 
2 « _e-=-__ _ 

(J' Y7l"KD 2NK 2 
(26) 

We have found the interesting result that the approximate coupled 
power equations hold for large values of (J' not only in the limit of very 
small D but also in the limit of very large D. The minimum value of 
the right-hand side of (26) as a function of D is obtained for 

2 
D = /:}.{3 , (27) 

which is the least favorable correlation length in terms of the validity 
of the coupled power equations. The inequality (26) with D given by 
(27) becomes 

(28) 

If (J'2 remains below the value given by the inequality (28) the coupled 
power equations hold for all values of D. 

We have assumed so far that the waveguide modes suffer no loss. 
This assumption is an idealization that can easily be extended to the 
more general case. The waveguide modes do not only suffer heat losses 
but also lose power by radiation. In fact the same mechanism that 
causes coupling between the guided modes also causes coupling to 
the radiation field so that losses are inevitable if the modes are coupled. 
If mode v suffers the power loss a. we obtain the coupled power equations 
in the presence of loss in the obvious form t 

ddP• = -a.P. + Y; (J'2D f 1 K.,.,. 12 e-[(D/2)(~'-~1')12(p,.,. - p.). (29) 
Z ,.,.=1 

Equation (29) has a simple intuitive interpretation. The decrease of 
power per unit length in mode v is caused by the loss of power a.P. 
per unit length to heat and radiation, by an outflow of power to all 
the other modes indicated by the index }.L, and finally there is an influx 
of power from all the other modes to mode v that tends to offset the 
power loss. 

IV. CONCLUSIONS 

For randol!lly coupled waves the coupled wave equations can be 
transformed into coupled power equations. In this paper we derived 

t The assumption of a Gaussian correlation function (12) is not essential for our 
derivation. In general vir u2D exp 1-[(Dj2)(i3. - i3,.,.)]21 can be replaced by the 
Fourier transform of the correlation function <f(z )f(z - u). 
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the coupled power equations for the special case of coupling coefficients 
that can be expressed as the product of a constant term times a function 
fez) that is independent of the mode labels. We further assumed that 
the correlation function of the coupling coefficients have Gaussian 
shape. The derivation of the coupled power equations from the coupled 
wave equations is based on perturbation theory. The coupled power 
equations are thus only approximately valid. An inequality was derived 
that limits the allowable values of the rms deviation u of the coupling 
function fez). The coupled power equations are easier to use than the 
coupled wave equations since the coefficient matrix of the coupled 
power equations is constant, real, and symmetric so that the theory of 
symmetric matrices can be used for their solution. 

The accuracy of our approximate derivation of the coupled power 
equations is not known. 

APPENDIX 

It is the purpose of the argument involving the sub ensembles to 
prove that we can use in (16) 

(A ~(z')AIL(z')f(z' + 6.z)f(z' + z + 6.z) 

= (A ~(z')AIL(z') )(f(z' + 6.z)f(z' + z + 6.z). (30) 

We abbreviate the product of the wave amplitudes by x and the product 
of f with itself by y and write (30) in the simplified form 

(xy) = (x)(y). (31) 

To show that (31) holds we introduce the probability Wi of finding 
any member of the full ensemble, the probability Pi of finding a par­
ticular sub ensemble and finally the conditional probability Pi. i of 
finding the member i of the full ensemble in the subensemble j. These 
three probabilities are related by the equation 

(32) 

We can now write the ensemble average in the form 

(33) 

The sum over the full ensemble can now be rearranged to be extended 
first over a particular subensemble (this sum is indicated by a prime 
on the summation sign) followed by a sum over all the subensembles 
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(Xy) = L P j L' Pi .iXiYi • 
i 
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(34) 

The sub ensembles were selected on the basis that Xi was constant 
(or nearly so) in any given one of them. We can thus take Xi out of 
the sum over the members of each sub ensemble and obtain 

(35) 

The symbol ( ) i indicates an ensemble average over the members of 
the jth subensemble. The subensembles were selected such that members 
with equal amplitude values are grouped together in each subensemble. 
This grouping does not affect the function fez). The average of y over 
the subensemble should thus be identical to an average of Y over the 
full ensemble. We assume 

(Y)j = (y), 

and obtain from (35) the desired result 

(xy) = (x)(y). 
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the Coding of Moving Images 
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Data are generated at a fairly uneven rate when video telephone signals 
are coded by transmitting only the parts of the picture that change from 
frame to frame. Complete smoothing of these data is impracticable because 
of the size of the required buffer. Obviously, even a small buffer provides 
some advantage however. The object of this paper is to explore the relation 
between buffer requirements and channel rate under varying experimental 
conditions. 

The study was made by recording three minutes of data (covering a 
range of action) on a digital computer and simulating buffer behavior 
for various channel rates and operating conditions. 

With little or no buffering, a large rate is necessary. As the size of the 
buffer is increased, the required channel rate typically decreases quite 
rapidly until the buffer is large enough to smooth the data over an entire 
field. Beyond this point there is relatively little improvement until the 
buffer is large enough to smooth the data generated by a moving user from 
one movement to the next 

At times data are generated at a faster rate than can be handled by the 
buffer-channel combination. Reduction of the rate of data generation during 
these periods can be controlled either by using the amount of activity in the 
picture as a control or by using the state of the buffer as a control. Both 
rnethods have distinctly different effects on the buffer-si.ze versus channel­
rate curve. The two modes of control can be effectively combined in developing 
a successful control strategy. 

The buffer size required to achieve within-field smoothing can be reduced 
dramatically if the data within the field are not taken in the order in which 
these data are generated but instead are interleaved in a systematic manner; 
this is because of the nonuniform rate of data generation within a field. 

I. INTRODUCTION 

Although most coding schemes for pictures have considered only 
a single frame at a time, it has long been realized that if only the changes 

239 
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between frames were transmitted the average bit rate could be reduced 
significantly.I.2 For Picturephone@ service this is particularly true 
because most of the time the person using a Piclurephone set sits quite 
still or only moves his mouth. However, extreme movement can occur 
when a camera is panned, when a user leans forward to adj ust the 
controls, or when he stands up and moves out of the field of the camera. 
In such instances the amount of movement can exceed even that 
which would be expected in· movies or broadcast television. But even 
if such extremes were unimportant, it would still be necessary to buffer 
the data generated during normal human movement in order to take 
advantage of the large reduction in average bit .rate which occurs 
when one transmits only those parts of the picture which change. 

l\10vements exceeding one second in duration are probably not 
unusual during videotelephone use. To smooth the peaks in data 
generated during such movement would require a large buffer, capable 
of storing a significant fraction of the data generated during the move­
ment. Even if buffers were cost-free items, it would probably not be 
feasible to smooth, completely, the flood of data generated during 
movement because of the delay introduced into the signal path. by 
the buffer. (The maximum round-trip delay that can be tolerated 
in a conversation is between one-half second and one second.3

) 

J. C. Candy, et al., describe experiments with a frame-to-frame 
buffered coder operating with feedback control to reduce the accuracy 
(both spatial and amplitude) with which the picture elements are 
reproduced. 4 They use a 67,000-bit buffer ,and assume a 2-megabitj 
second channel. The algorithm for selecting those points to be trans­
mitted differs from the one used in this study and will affect the results 
somewhat. 

The object of this study is to explore the relation between channel­
rate and buffer requirements and to determine how much smoothing 
the buffer can achieve. The effects of two different buffer control tech­
niques for reducing the spatial resolution in moving areas are compared 
and the saving in buffer capacity, using a technique of interleaving 
data (which in effect uses the frame memory of a coder to obtain some 
smoothing), is investigated. 

II. DESIGN OF EXPERIMENT 

There is currently no adequate statistical model to describe the 
movements of videotelephone users. If there were, transforming this 
to a data rate and then obtaining overflow statistics for the buffer 
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would still be a difficult task. Therefore we studied buffering by simula­
tion. 

A repeatable source of data is a necessity if required buffer sizes are 
to be computed and compared for many channel rates and under 
different conditions. This precludes the use of a live subject for each 
experiment, since variations between runs could mask the effect being 
studied. We would like to have recorded several minutes of a typical 
videotelephone signal in binary form but this would have, required 
much more storage than was available. Instead the signal was recorded 
in a reduced data form which could still yield the necessary information 
for the study. This is described more fully below. 

The picture was divided into moving and stationary areas using 
a moving area detector.5 A typical segmentation is shown in Fig. 1. 
For each horizontal line in the picture two measurements were made 
to represent quantitatively the moving (or changing) area. First, the 
elements falling in the moving area were counted; second, the number 
of moving area segments was counted. These two figures were each 
represented as 8-bit numbers, packed into one word, transmitted to 
the computer, and stored on a digital disk pack. Knowing these two 
numbers, we can calculate the number of bits generated per line by 
many different coding schemes. Buffer simuations can then be performed 
by incrementing a counter (each line) with the data generated during 
the line, and then decrementing the counter by the amount the channel 
transmits during the line. 

In calculating the buffer requirements for a particular channel rate 
the only important variable is the ratio between the number of bits 
used to transmit information about the address of each segment and 
the number of bits used to transmit the amplitude of each pel (picture 
element) within the segment. For example, if 16 bits are used to denote 
each segment and 4 bits are used to denote the amplitude of each 
pel within a segment, the ratio is 4. If we have the buffer-size versus 
channel-rate curve for this allocation of bits and want to find the curve 
for a coding scheme which allocates 32 bits to each segment and 8 bits 
to each pel within the segment, we need only halve the scales of the 
axes. l\1ost results have been obtained assuming 16 bits per segment 
and 4 bits per element. The 16 bits allocated to each segment can be 
distributed in many ways. For example, 8 bits can be used for a starting 
address, 4 bits for an error-correcting code, and 4 bits for a terminating 
code. Or, the 16 bits can be used just for a starting address and a 
stopping address. The 4-bit amplitude code can be used for an element 
difference code or a frame difference code. Of course, the actual allocation 
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Fig. l-(a) Picture showing moving head against stationary background; (b) 
Flags showing area deemed moving. 



BUFFERING DATA F'ROM MOVING IMAGES 243 

of bits is rather immaterial as far as a buffer study is concerned. Book­
keeping bits which occur every line, such as synchronization words 
and some forms of forced replenishment, were not explicitly incorporated 
in the simulations. These can be simply incorporated by modifying 
the channel rate to take these factors into account. Incrementing the 
buffer at a line rate rather than at an element rate makes little difference 
when ,ve are interested in studying the smoothing that takes place 
over a frame and from frame-to-frame rather than over a line. 

A rather basic assumption in comparing the buffer requirements 
of various schemes is that the operation of the movement detector 
does not change with the type of processing that is done (e.g., sub­
sampling). This is almost true of the 2-dimensional movement detector 
that was used, and further sophistication in the design of movement 
detectors should make them even less sensitive to the type of coding 
employed. In any event the required buffer size is not strongly de­
pendent on the segmentation criterion used because during periods of 
.rapid movement when the buffer is most likely to be full it is quite 
easy to pick out the moving area. 

2.1. Record'ing of Data 

An RCA vidicon camera was used having a signal format roug'hly 
equal to that used in Picturephone service: 248 elements and 271 lines 
with 24 blanked elements in the line and 16 blanked lines in the frame; 
a 30-Hz frame rate with a 2-to-1 interlace. The signal ,vas fed to a 
7-bit quantizer via a l--l\IHz low-pass filter. The frame difference 
signal was formed by subtracting the frame delayed signal from the 
undelayed signal. The difference signal was then fed to the movement 
detector which decided whether a point belonged to either the moving 
area or the stationary area. In order to make a decision the movement 
detector examined the frame-difference threshold signal of a block 
of 24 samples: 8 from the line being coded, 8 from the line above, and 
8 from the line below. The frame-difference threshold signal is unity 
for those samples whose magnitude, as compared with the previous 
frame, changed by more than a threshold value; otherwise it is zero. 
In our experiment the threshold was set at 3/128ths of the peak signal 
value. The movement detector will change from the stationary to the 
moving mode when 8 or more of the 24 samples currently being eval­
uated have a frame-difference threshold signal of value 1. The move­
ment detector will change back to the stationary mode when two or 
less of the 24 samples have a frame-difference threshold signal of value 1. 
Thus the decision is hysteretic, and, consequently, the movement 
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detector yields a reasonably contiguous moving area (see Fig. 1). 
If a stored signal is updated in only the segmented area then the resulting 
picture is of reasonable quality. 

Just over three minutes of data were recorded. During the first 
minute (inactive data sample) the subject was asked to talk naturally 
but quietly, keeping his head and body relatively still. During the 
second minute (medium activity data sample) the activity was in­
creased with the subject making occasional hand movements and 
more pronounced head movements. The subject was most active during 
the third minute (active data sample) making exaggerated head move­
ments and hand movements but no large body movements such as 
standing or moving out of the field of view. Some characteristics of 
the data are given in Table I. 

The statistics shown in Table I are (i) the mean value, (ii) the value 
which was exceeded only 1 percent of the time, and (iii) the maximum 
value. The mean number of segments in a line increased from less 
than 1 to 1.5 as the activity increased from inactive to active. The 
number of pels in the segmented area increased proportionately 
more - from 18 to 75. The small increase in the average number of 
segments is probably caused by short segments combining to form 
a single longer segment as the amount of movement increases. The 
maximum value and the 99-percent value do not show such a marked 
increase with movement as does the mean. Notice, however, that 
the maximum value of the number of pels for the active data cannot 
increase further, since it is equal to the number of pels in a line. 

For the coding techniques in which we were interested, the required 
buffer size was more dependent on that portion of the data used for 
describing amplitudes of pels than that portion used for positioning 

TABLE I-:MEAN, 99% VALUE, AND :i\1AXIMUM OF THE NUMBER OF 

J\10VING AREA SEGMENTS AND PELS IN A LINE. 

Inactive Medium Active 
Seg. Pel Seg. Pel Seg. Pel 

Mean rate per 
line 0.7 17.6 1 .-, • .:> 44 l.!) 7f) 

--------
99% value per 

line 3.0 100 4.0 122 .S.O 183 
--------

Maximum rate 
per line 7.0 119 9.0 224 
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segments. This does not necessarily mean, however, that the segmenting 
criterion should be changed so as to decrease the number of pels at 
the expense of increasing the number of segments. Such a policy 
could lead to an increase in the overall data rate since the reduction 
in data rate due to the decrease in the number of pels to be transmitted 
could be more than offset by the increase in data rate due to the in­
creased number of segments. The segmenting criterion which gives 
the minimum buffer requirement will depend on other factors such 
as whether or not subsampling4 is used, what buffer control,5 if any, 
is employed, and so on. Thus, at this early stage we have simply de­
manded that the segmenting give a reasonably contiguous coverage 
of the moving area, leaving the fine tuning until the basic structure 
of the coder is known. 

III. RESULTS 

Figure 2 shows a number of results relating required buffer size to 
channel rate. The channel rate is specified in bits-per-line. Thus a 
channel rate of 1 bit per pel corresponds to a channel rate of 224 bits 
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Fig. 2-Channel rate vs buffer state for medium activity data. Curves are for 
maximum buffer state, 99-percent point (1 percent overflow), and mean buffer 
state. 
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per line, excluding line address and line synchronizing bits. The simula­
tions assume no data are generated or transmitted during the vertical 
blanking interval. This period can be used for the transmission of 
periodic data such as forced picture updating. 4 

The buffer size is specified in kilo bits and plotted on a logarithmic 
scale to accommodate a large range of values. The term "state of the 
buffer" will be used to mean the fullness of the buffer at a particular 
instant. "Capacity of the buffer" will be used to denote the number 
of bits the buffer can store before overflow occurs. In this study the 
buffer was always .large enough so that, for the channel rates used, 
the buffer never overflowed and hence may be regarded as infinite. 
Three statistics of buffer state were measured: (i) the mean, (ii) the 
buffer state which was exceeded only one percent of the time, and 
(iii) the maximum buffer state. 

It is difficult to decide what measure of buffer state is appropriate 
in determining the capacity required for a buffer in a real system. 
The 99-percent point would probably result in too frequent buffer 
overflmv although, of course, it depends critically on what actually 
happens to the received picture when the buffer does overflow. Note 
that using the 99-percent curve would result in less frequent overflow 
of a finite buffer than of an infinite buffer* since a finite buffer will 
cease to overflow as soon as the data generation rate falls below the 
channel rate. However, it may be a while before meaningful data can 
again be transmitted after overflow has occurred. 

Conversely, the maximum buffer state is severe as a measure of 
practical buffer requirement because overflow would never occur. 
However, if the buffer in a working system were to overflow just once 
every minute (this curve was obtained for a I-minute sample), then 
overflow would probably be too frequent. In the results that follow, 
the maximum buffer state is the measure that is most generally used 
as an indication of buffer capacity requirement. 

The one-way signal delay through the send and receive buffer is 
assumed to be 

Ll = buffer capacity/channel rate. (1) 

Thus, if the round-trip delay, 2Ll, is to be kept less than 0.5 second 
then the send buffer and the receive buffer must each have a capacity 

* Of course an infinite buffer, strictly speaking, will never overflow; however, we 
regard overflow as occurring whenever the simulated buffer size is exceeded. An 
infinite buffer continues to operate normally after the simulated buffer size is ex­
ceeded. 
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less than that given by the dotted limiting curve [derived from equa­
tion (1)] of Fig. 2. 

The curves of Fig. 2 have two distinguishing features: 

(i) A sharp change in slope at high channel rates. 
(ii) A gradual turnover of the curves at lower channel rates. 

This is most apparent in the maximum buffer-state curve. The change 
in slope, at the far right of each curve, is the point at which the buffer 
ceases to smooth over a whole field and we hypothesize that the upper 
change in slope is the point at which the buffer ceases to smooth signifi­
cantly between one movement of the user and the next. The curves 
obtained from data interleaving (see later) provide evidence relating 
the "rightmost" change in slope (elbow) to the transition from intrafield 
to field-to-field smoothing. 

Regarding the upper change in slope, we can calculate approximately 
the number of frames stored in the buffer during periods of peak data 
generation in the following manner: about 325,000 bits are generated 
pe~ frame when the subject is active. If only 70,600 bits are transmitted 
per frame (275 bits per line) then the buffer has to hold about 255,000 
bits for the frame, and if the buffer were full (1.4 million bits) then 
about 5-1/2 frames of active data would be stored in the buffer. The 
difference in data generation rate between two frames, five frames 
apart, is probably sufficient to explain the change in slope of the curves 
for large buffers. 

From the elbow of the maximum buffer state curve to where the 
curve turns over at the top the slope is very steep. In reducing the 
channel rate from 400 bits per line to 300 bits per line the buffer size 
increases from 15,000 bits to 830,000 bits, an increase of 55 times. 
Thus, the elbow seems a suitable compromise for an operating point, 
enabling one to obtain the advantages of within-field smoothing for 
a reasonable buffer size. Of course, the actual operating point that is 
chosen will be a measure of economics, balancing the cost of the channel 
against the cost of the buffer. * 

3.1. Relation Between Activity and Buffer Requirem~ents 

The maximum buffer state is plotted as a function of channel rate 
in Fig. 3 for the first, second, and third minutes of recorded data. 
It is assumed that each pel in the segmented area is specified with 

* Or if the channel costs are relatively high the operating point will be determined 
by the maximum tolerable signal delay. 
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4 bits and each segment is Hpecified with 16 bits. The average rates 
are again shown by arrows on the abscissa. 

The active sequence has more than four times the average data 
rate of the inactive sequence, while the average data rate of the sequence 
having medium activity falls roughly midway between the other two. 
These three curves have much the same shape with the same pronounced 
elbow. As the amount of activity decreases, the slope of the segment 
to the right of the elbow becomes steeper and the position of the elbow 
shifts downward. This increase in the slope of the curve below the 
elbow is probably attributable to the fact that for inactive data human 
movements are shorter in duration and the segmented areas are less 
clumped than in active data, making smoothing within a field less 
profitable. Thus larger benefits are obtained with smaller buffers 
(below 103 bits) leading to smaller benefits as the channel rate is reduced 
to approach the elbow point in the curve. 

A coder should be capable of handling the data generated during 
the active data sample with only occasional overflow since this type 
of movement could easily be encountered in practice. Thus, if we have 
a buffer of 50,000 bits, a channel rate of 490 bits per line would be 
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required, according to the curve, for active data. To determine what 
the buffer is buying us in this instance, compare this with the data 
rate required by a simple in-frame coder which transmits 4 bits for 
each picture point. The picture quality of the two schemes would 
certainly be comparable but the required channel rate for the simple 
in-frame scheme would be 890 bits per line. Thus, simple frame-to-frame 
coding with a SO,OOO-bit buffer in this instance has enabled us to almost 
halve the required channel-rate. 

3.2. Change of Buffer Requirements as Segment-lo-Data Ratio Varies 

The curve labeled (16, 4) in Fig. 4 indicates the maximum buffer­
state versus the channel-rate for the medium activity data sample 
(also shown in Figs. 2 and 3). If all conditions are left the same except 
for the number of bits used to denote the amplitude of each data point, 
which is reduced from 4 bits to 2 bits, then the curve labeled (16, 2) 
results. To compare these curves assume that we have a .50K-bit buffer 
and determine what channel-rate will just fill this buffer. For the 
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Fig. 4-Channel rate vs buffer state for the medium activity data sample as (i) 
the number of bits/pel required to code the picture is halved (16,2) and (ii) the 
number of bits to code a segment is doubled (32,4) relative to the normal coding 
(16,4). Also shown is the effect of subsampling when the buffer state exceeds 25,000 
bits. Percentage points show time spent in full-resolution mode. 
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(16, 4) curve the rate is 367 bits per line and for the (16, 2) curve the 
rate is 185 bits per line, a reduction by almost half (0.504). This is 
not too surprising in that the average data generation rate is reduced 
by nearly half (0.556), and reflects the fact that the part of the gen­
erated data which specifies the segments is but a small fraction of the 
total data generated [12 percent for the (16, 4) case]. 

If, on the other hand, we double the bits used to specify each segment 
from 16 to 32 the curve labeled (32, 4) results, and as we would expect 
gives a negligible increase in channel rate for a given buffer capacity 
(4.6 percent). Consequently, it may prove well worthwhile to transmit 
additional error protective bits with each segment in an effort to limit 
the degrading effects of channel errors. 

3.3 Buffer Feedback 

One method for reducing the required buffer size is to use some form 
of feedback so that when the buffer exceeds a certain capacity the 
accuracy with which the data is coded is reduced. This may be either 
a reduction in the accuracy with which the amplitude of the data is 
specified (reduction in contrast resolution) or a reduction in the number 
of picture points transmitted (reduction in spatial resolution). 5 The 
form of the reduction in resolution is not particularly important for 
this simulation, but we have found that reducing the spatial resolution 
by a factor of two in moving areas has very little effect on the picture 
quality.4.5 ;6 

The dotted curve in Fig. 4 indicates what happens when feedback 
from the buffer is used to halve the number of samples transmitted in 
the segmented area (or alternatively, to halve the number of bits used 
to specify the amplitude of each element within the moving area). 
In this case a barrier was put at 25,000 bits; whenever the buffer state 
exceeded this amount the bit rate assigned to elements within the 
segmented area was halved. The figure shows rather dramatically 
how the curve first follows the (16, 4) curve until the buffer state 
reaches 25,000 bits and then moves over to follow the (16, 2) curve. 
Thus, the buffer control has effectively limited the maximum buffer­
state to approximately 25,000 bits for a large range of channel rates. 
As the channel rate is reduced, the amount of time spent in the lower 
data-rate mode increases. Percentage figures beside points on the 
curve indicate the percentage of time the coder was in the high data­
rate mode for that particular channel rate. 

The percentage of time spent in the low-resolution mode is quite 
low until the curve approaches the (16, 2) curve. Thus, assuming a 
buffer of say 40,000 bits, subsampling enables the channel rate to be 
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reduced from about 375 bits per line to about 225 bits per line. At 
this level the low-resolution mode is still only used about 10 percent 
of the time. 

The subsampling curve of Fig. 4, however, only gives the story for 
one level of activity. In Fig. 5 the curves show the effect of subsampling 
for three amounts of activity. Before one can decide on an operating 
point for a coding system, that is, a channel rate and a buffer size, 
one must decide on the maximum level of activity which will be tolerated 
before additional degradation of the signal takes place either in the 
form of buffer overload, or, for instance, further reduction in resolution. 
If a curve is available for this level of activity then an operating point 
can be selected, for instance, just below the sharp upward turn of 
the curve. 

A corollary of the above is that given a buffer of a particular size 
the position of the barrier beyond which subsampling is used should 
be placed as close to the top of the buffer as is possible without overflow 
occurring (over the allowed range of data activity), or before another 
stage of resolution-reduction is invoked. In this way the amount of 
time spent in the high-resolution mode will be maximized. If two 
stages of subsampling are used then the barriers associated with each 
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transition should be placed close together and near the top of the 
buffer. However, if the barriers are too close together then activity 
rates which would normally be handled by the first stage of subsampling 
will be handled by the second stage of subsampling. If on the other 
hand the barriers are too far apart then the first stage of subsampling 
will be entered prematurely. 

For practical reasons one may want to change control only at the 
beginning of each field. Thus the whole field would be either subsampled 
or not depending on the state of the buffer prior to the start of the 
field. This condition was simulated and the results, which are shown 
in the dashed curve of Figure 6, indicate the importance of being able 
to change from one mode to another within a field. Without this pro­
vision an increase in buffer size of up to 70 percent is required, depending 
on the operating point. 

3.4 Activity-Controlled Subsampling 

Reduction of spatial resolution by subsampling in the moving area 
affects picture quality very little because the image is already blurred 
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by the camera. * Also, the human observer is quite tolerant of blurring 
in a moving image. 

The state of the buffer provides some measure of the amount of 
movement in a picture, but this measure is delayed in time because 
the buffer acts like an integrator and responds after the fact. A better 
estimate of the amount of activity is the amount of data generated 
in a field. 

In order to simulate activity-controlled subsampling, the amount 
of data generated during a field was compared with a threshold. If 
it exceeded the threshold, subsampling was introduced in the next 
field. In Fig. 6 the buffer-state versus channel-rate curve for this con­
dition with a threshold of 50,000 bits per field is shown as a dotted 
curve. Of course, for activity-controlled subsampling the amount of 
time spent in the high-resolution modes does not vary with channel 
rate or buffer state and in the example considered it was 84 percent. 

One cannot speak of within-field activity control because a single 
activity figure is derived for the whole field. Subsampling active fields, 
in effect, alters the structure of the data being smoothed by the buffer, 
converting it into lower activity data but with a higher mean-to-peak 
ratio. Thus, the resulting channel-rate versus buffer-state curve should 
be similar in shape to the curve obtained without control but shifted 
to the left and down, as shown in Fig. 3 for decreasing amounts of 
activity. 

The result, shown in Fig. 6, is inconsistent with the above in that 
the activity-controlled curve converges with the curve obtained with­
out control as the channel rate increases. The reason for this is arti­
factual and stems from the way the control is derived. If one field is 
active enough to introduce subsampling in the next field, the sub­
sampling will reduce the amount of activity so that the following field 
will not be subsampled. Thus, with active data, fields will alternate 
between subsampling and no subsampling. For operating points to 
the right of the elbow of the uncontrolled curve there will not be enough 
smoothing to carry the surplus generated in the field that is not sub­
sampled into the next field, and one would expect the curves in the two 
cases to coincide. 

One could overcome this problem by deriving an activity control 
that was based on the data rate prior to subsampling or (as was used 
by CandY1 et al., in the buffer control case4

) build hysteresis into the 
threshold so that the decision to stop subsampling would not be made 

* The camera target integrates light falling on it over one frame period and in 
that time a fast moving object can move a distance of 4 or 5 pels. 
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until the data rate fell to about half the threshold used in the decision 
to switch to subsampling in the first place. The dot-dash curve is an 
estimate of what the channel-rate versus buffer-state curve would 
look like if this modified type of activity control was employed. 

In comparison, we see that buffer-controlled subs amp ling introduces 
a horizontal platform between the fully sampled curve and another 
curve with half the number of amplitude bits assigned to the segmented 
pels. On the other hand, activity-controlled subsampling produces 
a horizontal shift of the fully sampled curve to the left. 

The curves of Figs. 4 and 6 suggest the interesting possibility that 
perhaps buffer-controlled subsampling could be added to activity­
controlled sUbsampling. This would give the advantage of having the 
subsampling phased with the data peaks when the amount of activity 
is moderate, but having the powerful limiting effect of buffer-controlled 
subsampling for active-data sources. From knowing the effect of both 
of the methods of subsampling one could estimate quite accurately 
the curve resulting from the combined strategy. The results of a simula­
tion of the combined strategy is shown in Fig. 7 where all the conditions 
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are the same as for the results of Figs. 4 and 6, and control is only 
exercised at the end of a field. 

3.5. Data Interleaving 

As mentioned previously, an efficient operating point for a coder­
buffer combination is likely to be just below the elbow of the channel­
rate versus buffer-state curve. At this point the buffer is smoothing 
within a field but providing very little smoothing from field-to field. 
As one would expect the average data generation rate for Picturephone 
schemes is not uniform within a frame but peaks toward the bottom. 

The data generation rate as a function of vertical position within the 
field is shown in Fig. 8 for a single field of data. The data rate of this 
particular field is a local maximum, taken from the active data sample. 
The peak data rate is 850 bits/line occurring toward the bottom of the 
picture (probably associated with the model's shoulders) while the 
average rate is 517 bits/line giving a mean-to-peak ratio of 0.61. For 
less-active data samples the ratio is even more favorable, 0.47 and 0.35 
for a local maximum taken from the medium-activity data sample and 
the inactive data sample respectively. Plots of the vertical distribution 
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of data for adjacent fields, as one would expect, are very similar. Pre­
smoothing of the data can be achieved if instead of reading out the data 
in the order in which they are generated the data are read so that a line 
coming from an area having a high average-data-generation rate will be 
succeeded by a line from an area having a low average-data-generation 
rate. This arrangemcnt could only be achieved, in general, by having a 
memory capable of storing an appreciable portion of a frame of coded 
data at the transmitter to interleave the data and a similar arrangement 
at the receiver to put the data back in the correct order. In such a 
situation the advantage to be gained over spending the same amount of 
money on additional buffer capacity may be quite negligible. 

I Il certain types of coders such as conditional PCM replenishmene 
and conditional in-frame encoding8 the signal is stored in the transmitter 
frame memory in much the same form as the transmitted signal. In 
other coders such as the conditional element-line encodel the signal 
stored in the frame memory can be converted to the same form as the 
transmitted data without a great deal of storage (a line memory in 
the case of the element-line encoder). Thus the frame memory can 
also be used to interleave the data by providing readout taps at points 
within a field. In such situations additional memory is required to 
label the information which is to be transmitted but this only amounts 
to an increase of about 5 percent in the size of the frame memory. 

It is a simple matter to simulate data interleaving since the complete 
data is recorded on a digital disk in the form of two 8-bit numbers 
for each line and the data can be read from the disk in any order. The 
lines were taken in the order 1, 33, 6.5, 97; 2, 34, 66, 98; 3 ... 127; 
32, 64, 96, 128; 129, 161, ·193, 225; 130 ... 160, 192, 224, 256. Some 
small improvement may be obtained by using the order 1, 65, 33, 
97; . .. over the one above. 

The effect of 4: 1 data interleaving is shown in Fig. 9, for the medium­
active data sample. As would be expected, data interleaving has little 
effect with large buffers where smoothing takes place over many frames. 
However, at the elbow the curve for interleaving continues to fall 
until at a channel rate of 450 bits per line the maximum buffer states 
with and without data interleaving differ by more than a factor of 10. 
The difference in the 99-percent points (l080 bits as against .55 with 
data interleaving) is even larger. 

IV. DISCUSSION AND CONCLUSIONS 

With little or no buffering a frame-to-frame coder requires a large 
channel rate. As the size of the buffer is increased, the required channel 
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reduces the required buffer size by a factor of ten at higher channel rates. 

rate decreases quite rapidly until the buffer is large enough to smooth 
the data over an entire field. Beyond this point there is very little 
improvement until the buffer is large enough to smooth the data from 
one period of active movement to the adjacent inactive period. Buffers 
large enough to do this (greater than 106 bits), however, introduce 
transmission delays which are intolerable in normal conversations. 

The curve of maximum buffer-state versus channel-rate summarizes 
the buffer requirement of a coder for a particular level of activity and 
enables one to explore possible tradeoffs in the selection of a suitable 
operating point for a coder. For active movement and a 50,000-bit 
buffer, the use of simple frame-to-frame coding results in nearly a two­
to-one saving over the channel rate required by an in-frame coder 
giving roughly equal picture quality. Further reduction is obtained 
if the rate of data generation during periods of peak activity is con­
trolled by using either the amount of activity in the picture or the 
state of the buffer as the controlling variable. 

It is assumed that the coder can switch between one of two modes-a 
normal mode and a reduced resolution mode, which has about half 
the data generation rate. A simple buffer threshold control effectively 
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clamps the buffer state to the value of the threshold until the coder 
is operating predominantly in the reduced resolution mode. If the 
control signal is only permitted to change the coder mode' at the end 
of a field then the clamping action is less effective, since the buffer, 
in the worst case, may have to accommodate a large amount of data 
generated in a busy field prior to switching. This results in an increase 
in required buffer size of up to 70 percent depending on the channel 
rate. 

Activity control, on the other hand, does not change the basic shape 
of the buffer-state curve but instead makes the coder appear as though 
it has a lower overall data rate. Activity control is also an effective 
method of reducing the average data rate which is the most important 
parameter in TASI-like channel-sharing schemes. 

Ideally one would like to use the speed of the moving object as the 
control signal rather than the data generation rate because the reduced 
data-rate mode would then be used only when the subjective effect 
on picture quality is very small. 

Buffer control and activity control can be combined so that when 
either the buffer threshold or the activity threshold is exceeded the 
coder switches to the reduced data-rate mode. The activity control 
operates more rapidly than the buffer control, enabling the reduced 
data-rate mode to be restricted more to the periods of peak activity. 
For small buffer sizes, however, the addition of activity control would 
probably help picture quality ve!y little. The combined operating 
mode may find application where a channel sharing and buffer sharing 
arrangement is applied to a small number of users. In such an arrange­
ment both the average data rate and the peak data rate are important . 
. Most of the advantage in buffering is obtained by smoothing data 

over a field. This gain is possible only because the data are not generated 
at. a uniform rate throughout the field but tend to be concentrated 
near the middle and bottom of the picture. If data from different places 
in the field are interleaved the resulting bit stream can be smoothed 
with a much smaller buffer. A four-fold interleave was simulated and 
the size of the buffer at the elb'ow point was reduced by a factor of 
four. For slightly larger channel rates the reduction in buffer size was 
greater than a factor of 10. The frame memory can only be used to 
obtain the temporary storage required for data interleaving when the 
data in the frame memory is in the same form as the transmitted data 
or when the data can be converted economically to· be of the' same 
form. A small, but interesting class of coders, falls in this category. 
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Simulat'ions are described which test the feasibility of .several conditional 
replenishment type Picturephone coders sharing the same transmission 
channel. Channel sharing takes advantage of the fact that Tnany different 
users are rarely in rapl:d lnotion at the same time. Thus, when the data 
from several sources is averaged together prior to transmissl:on, it is much 
more uniform than that from a single source. Sz"nce the peaks in the averaged 
data are smaller than with a sl:ngle source, less buffering is required, 
and the channel rate required for transmission is much closer to the average 
data rate generated. Results indicate that by combining twelve sources 
prior to transmission, a 2: 1 reduction in the bit rate of the system described 
by Candy, et al./ can be obtained. This means that twelve Picture phone 
sources could share a 12 megabits per second (one way) transmission 
facility. 

I. INTRODUCTION AND SUMMARY 

In Ref. 1 a frame-to-frame coding system for Picture phone signals 
is described which operates at 2 l\1b/s and uses a number of techniques 
to reduce the bit rate required for transmission. For the most part, 
only picture elements that change significantly are transmitted in 
each frame period. 2 These elements are addressed in clusters and trans­
mitted as frame differences; and since information is generated at an 
irregular rate, the data is buffered prior to transmission. When the 
buffer starts to fill, indicating active motion, only every other changed 
picture element is transmitted, 3 

,4 the unsampled elements being re­
placed by the average of their neighbors. When the buffer fills com­
pletely, replenishment is stopped for one frame period allowing the 
buffer to empty before resuming transmission. 

Two-to-one subsampling in the changing parts of the picture has 
been shown to be sUbjectively invisible during rapid motion. 1 

,4 Frame 
repeating on the other hand, is quite visible, but since it is rarely used 
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(only during periods of camera panning or violent motion) it is not 
too objectionable. 

The rate at which data is generated by the system is very irregular 
due to random spacing of changed elements within the field and due 
to variations in movement on the part of the subject. It is practical 
to provide enough buffering to smooth the data over a field time. 
However, it is not practical to smooth the data between peakr-; in 
human movement because of the expense involved and because of 
the transmission delay which such a large buffer would introduce. l

,5 

Thus, the channel capacity which must be provided to accommodate 
active movement is much larger than the long-term average data rate 
generated by the system, and unless some sort of stuffing information 
is generated, 1 such as forced replenishment, the transmission channel 
is idle much of the time. 

An obvious method to utilize the channel more efficiently is to 
transmit the data from several interframe coders over a shared channel, 
allocating more capacity and buffer space to those sources which happen 
to require it at a given moment and less to those which are producing 
relatively little data. Since separate Picture phone conversations can 
be assumed to be independent, the combined data on a per source basis 
should be much less peaked than that from a singlc sourcc, or in sta­
tistical terms, if the data from N s independent, identically distributed 
sources is averaged, then the variance is reduced by a factor of N s 

(the mean is unchanged). This will not only reduce the required channel 
capacity, but it will also reduce the required buffering. 

A number of schemes have been proposed.6
-

s 1Vlost of them arc 
variations of the system shown in Fig. 1. Unbuffered data from the 
various sources is first stored in individual prebuffers, then trans­
ferred to the principal buffer via the multiplexing switch, and finally 
transmitted over a single high-capacity data channel to the receiver 
where the inverse operation takes place. The switch may rotate either 
sequentially or nonsequentially and either at a constant rate or at 
a variable rate. In any event, some source labeling information must 
be sent so that at the receiver a given block of data is identified with 
the correct source. 

If the individual sources are far removed from the high-capacity 
channel and its associated mUltiplexing switch, then it may be desirable 
to buffer the data as in Ref. 1 prior to transmission to the prebuffers 
of Fig. 1. In this case each pre buffer should be preceded by a device 
which removes the stuffing information from the incoming constant­
rate data stream before it is fed to the prebuffer. 
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In order to simulate the system of Fig. 1, one hour of unbuffered 
data from a single source was stored on a digital disk. The data included 
all types of activity in the proportion in which they could be expected 
to occur in actual Picturephone conversations. The simultaneous 
occurrence of N s independent conversations was then simulated by 
starting each conversation at a different point on the digital disk. 
This method of simulation avoids the necessity of constructing a 
reliable statistical model for the data; however, it does require a large 
amount of random access storage. 

Controlling the coding mode of a single source according to the 
number of bits in a buffer as is done in Ref. 1 reduces the peak data 
rate considerably, but it does not result in the minimum long-term 
average data rate, a more important parameter where channel sharing 
is concerned. Furthermore, if the prebuffers were the only ones available, 
they would probably not be large enough to perform this task effectively. 
Thus, in the simulations the number of significant changes per field 
was used to control the transitions between full sampling in the changed 
area, sampling every other 'changed picture eleI~ent (2: 1 subsampling), 
and sampling every fourth changed picture element (4: 1 subsampling). 

Sections II and III describe the method of acquisition of the data 
and various statistical results obtained from it. Section IV describes 
simulations of single interframe coders using different techniques to 
control the coding mode according to th~ amount of activity in the 
scene. Required buffer size' versus channel' rate curves are obtained 
under the assumption that the buffer is at least large. enough to smooth 
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the data over a field period. Simulation results for shared-buffer/shared­
channel systems are described in Section V. 

The simulations indicate that there is indeed considerable advantage 
in several interframe coders sharing a buffer and a channel. Using 
the techniques of Ref. 1, a channel rate of 2.0 l\1b/s (one way) is re­
quired to transmit the data from a single Piclurephone source. However, 
with a moderate amount of buffering (about the same as that of a single 
frame-to-frame coderl), combining five sources prior to transmission 
reduces the required one-way channel rate to1.2 l\1b/s on a per source 
basis, i.e., five sources over' a 6:..Mb/s transmission facility. With 12 
sources per shared channel a transmission rate or" 1.0 l\1b/s per source 
can be achieved with relatively little buffering. Significantly more 
savings in channel rate is obtained only by sh~ring a very much larger 
number of sources. As the number of sources per shared channel in­
creases, the bit rate per source approaches 0.6 l\1b/s asymptotically. 

II. ACQUISITION OF DATA 

Frame-to-frame television picture coders are, at present, only in 
the experimental stage. Thus, it is not possible to test in real time the 
feasibility of sharing transmission channels. Computer simulations 
can be carried out, however, by storing a long sample of unbuffered 
data from a single source on a digital disk and simulating the 
simultaneous occurrence of N s Piclurephone conversations· by ~ta"rting 
each conversation at a different point on the digital disk. As long as 
the'starting points are not close together the conversations "simulated 
in this manner will be independent. ' 

The apparatus used to generate the data was essentially the same 
as in Ref. 1. The picture was scanned with 271 lines at 30 frames per 
second (two interlaced fields per frame) producing a nominally t-l\1Hz 
signal. This was sampled at about 2 l\1Hz and coded as 8-bit PCl\1 
(0 ... 255) so that all processing could be done digitally. A picture 
element was deemed to have changed significantly if the magnitude 
of its frame-to-frame difference was greater than four out of a possible 
255. However, two exceptions to this criterion were made: (i) if a 
significant change was preceded and followed by two insignificant 
changes, then the change was deemed insignificant, and (ii) if two 
clusters of significant changes were separated by three or less insig­
nificant changes, then the clusters were joined by relabeling the in~ 
tervening elements as significant changes. 

For each field, two numbers were recorded": the number of significant 
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changes and the number of clusters requiring addressing. These were 
then stored on a digital disk via a Honeywell DDP-224 digital computer. 
Other data such as line sync words are generated, at least in these 
simulations, at a constant rate and, therefore, do not require storage. 
The bit rate for each field can then be computed by assigning four 
bits to each significant change, 12 bits to each cluster requiring ad­
dressing, and tlleri adding the bits which occur at a constant rate. 

Storing only two numbers per field makes it impossible to simulate 
phenomena that occur because of the irregular distribution of data 
within fields. It also requires that in all simulations buffers must be 
large enough to smooth these irregularities over a field time. l\llore 
will be said about this point in later sections. 

It was intended that these data should represent as much as possible 
those that would result in practice. To accomplish this goal, product­
trial video tapes of. actual Picturephone conversations were obtained 
and used as a guide as to the amount of motion which could be expected. 
A. subject was placed in front of a TV camera whose output was being 
coded by the interframe coder, and, at the same time, the product­
trial video tape was played through a monitor which was visible to 
the subject. The subject was then instructed to mimic as much as 
possible the motion displayed on the monitor. 

Violent activity such as camera panning or flipping the mirror to 
display printed material was simulated by waving a large card in 
front of the camera. Such behavior occasionally caused changes -in 
nearly 90 percent of the picture area. Simultaneous movement by 
more than one person in the scene (this rarely occurred) was simulated 
by the subject moving closer to the camera to more nearly approximate 
the area in motion. 

Data were recorded for one hour, using two subjects; the scene for 
both the simulation and the product trial was a standard office with 
average lighting: The dress of the subjects was somewhat more colorful 
than that of the individuals in the video tape, however. But since this 
will tend to make the results conservative, if anything, it was not 
considered to be a drawback. 

III. STATISTICAL CHARACTERISTICS OF THE DATA 

The long-term average characteristics of movement by the typical 
single Picturephone user are shown in Fig. 2 where the probability of 
the number of changes per field exceeding n versus n is plotted, i.e., 
1 - probability distribution function of number changes per field. 
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The curve is very close to the exponential e-Xn (for t.. = 4 X 10-4
) 

over much of its range. The exponential shape agrees with results 
obtained by Seyler!J for certain types of commercial television material, 
but, as reported by Pease,10 the curve tends to be much lower (i.e., 
a smaller proportion of the picture changing on the average). 

Inactive conversation (Jess than 11 percent of the picture changing) 
comprises about 70 per<~ent of the data. Active motion (between 11 
percent and 25 percent of the picture changing) comprises about 
24 percent of the data" and violent motion (more than 25 percent of 
the picture changing) comprises the remaining six percent of the data. 
Thus, an interframe coder which was designed to accommodate active 
motion would fully use the required channel capacity only about 
6 percent of the time. For the remainder of the time, stuffing informa­
tion would have to be transmitted to maintain synchronization within 
the system. 

Figures 3 to 6 show the curves corresponding to Fig. 2 when data 
streams from more than one source are averaged together prior to 
transmission. Simultaneous occurrence of several Picture phone con-
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versations was simulated by starting each conversation at a different 
point on the digital disk. The multiplicity of curves in each figure 
results from various choices for these starting positions. The number 
of changes per field per message source is obtained by adding the number 
of changes per field contributed by each message source and dividing 
by N s , the number of sources. The probability of this quantity ex­
ceeding ii versus ii is plotted in Figs. 3 to 6 for N s = 2, 5, 12 and 20 
respectively. As the number of sources increases, the variation of the 
data from the mean decreases indicating that the data are becoming 
more and more uniform. 

When the starting positions of the separate conversations on the 
digital disk are changed, the results vary, especially in the tails of 
the distribution. This occurs because the tails are determined com­
pletely by the alignment of movement peaks in the data from each 
of the several sources, and when the relative positions of these peakR 
are changed the alignment will also change. 

Figures 3 to 6, which were obtained experimentally, are very close 
to those obtained analytically using the exponential Ae -An as the prob­
ability density function of n for the single-source case. For more than 
15 sources (N s ~ 15) the central limit theorem begins to come into 
effect and ii is very nearly Gaussian with mean A -t, i.e., 2500 changes, 
and variance (N sA2)-1. 

The large spread and consequent large possible deviation from the 
mean of the data from a single source is only one reason why buffering is 
difficult. The other reason is the high field-to-field correlation in the 
data due to the fact that motion in successive fields is very much the 
same. 1 Figure 7 shows the normalized autocorrelation function of the 
number of changes per field (this function is independent of N s). 
According to the curve there is still a 50 percent correlation between 
fields which are as much as one second apart. 

For a single source, transmission channels become saturated and 
buffers become filled only during periods of rapid motion. Thus, one 
is less interested in the long-time average correlation in the data as 
shown in Figure 7 and is more interested in how long the large peaks 
in the data rate are going to last. Figure 8 indicates the average durations 
of data peaks for a single source. If n, the number of changes per field, 
rises above some threshold value T during field i and does not go below T 
again until field j, then the duration of the peak is (j - i) fields. From 
Fig. 8 it is seen that although periods of high data rates are quite rare, 
when one does occur chances are that it will last for at least several fields. 
In fact, for human conversations large peaks in the data can last for a 
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few seconds, a period much too long to allow complete smoothing by a 
buffer because of the transmission delay that would be introduced. 1 

,5 

Combining data from several sources prior to transmission reduces 
the impact of these peaks considerably. Figures 9 to 12 show the average 
durations of peaks in ii, the number of changes per field per source, 
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when Ns = 2, 5, 12, and 20 sources. As before: the multiplicity of 
curves represents changes in the digital disk starting positions. As 
N s , the number of sources per shared channel increases, the magnitudes 
of large data peaks decrease due to the probable misalignment of 
peaks from the several data sources. 

IV. SIMULATION OF SINGLE INTEHFHAME CODEHS 

A number of simulations were carried out of frame-to-frame coders 
operating by themselves without channel or buffer sharing. These 
simulations differ from those of Ref. 5 in that the data used represent 
all types of motion in the relative proportions that could be expected 
in Picturephone transmission, whereas in Ref. 5 each segment of data 
represented a particular level of activity. Also, two stages of data­
rate reduction were employed in these simulations, whereas in Ref. 5 
only 2: 1 subsampling was used. 

Several features of real-time interframe coders could not be simulated 
using the data described in Sections II and III. First, since the number 
of changes and the number of clusters were recorded on a per-field 
basis, behavior \vithin a field could not be simulated. Thus, it is always 
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assumed that buffers are large enough to smooth the data over a field 
period. For a bad case suppose that all of the data for a busy field 
occurred in the bottom half of the picture. Then for a 2 lVlb/s trans­
mission rate (~33,000 bits per field), a buffer capable of storing 16,500 
bits would be required to smooth over a field period. Even assuming a 
large buffer, however, small queue lengths cannot be represented 
accurately in systems where extra stuffing information is generated 
during periods when the buffer is empty. 

Second, raising the threshold, which determines a significant frame 
difference during periods of violent motion, as was done in Ref. 1 
requires feedback to the interframe coder; this was not employed 
during the collection of these data. However, the absence of this feature 
should not affect the results very much since during periods of high 
activity it is not a particularly effective technique for data reduction 
(see Fig. 16 in Ref. 1). Furthermore, use of a constant threshold in 
the simulations would tend to make the results conservative, if anything. 

A third effect which could not be simulated adequately was switching 
between the various stages of data-rate reduction. Switching from 
2: 1 subsampling to full sampling, for example, requires that extra 
information be transmitted to update those picture elements which 
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were previously being derived through interpolation. This switch 
need not take place in one frame-time, however. In a bad case where 
60 to 70 percent of the picture changes during subsampling and the 
interpolation is completely unsuccessful, only about 600 extra picture 
elements per field need be transmitted to produce a full resolution 
picture in 0.5 seconds. When switching from 4: 1 subsampling to 2: 1 
subsampling, only 300 extra picture elements per field need be trans­
mitted. In view of these facts, it is felt that the switching itself can be 
carried out in practice in such a way as to have little effect on simulation 
results. 

Initially, schemes similar to Ref. 1 were simulated where. the number 
of bits in the buffer, i.e., queue length, was used to determine the usage 
of 2: 1 subsampling or frame repeating. Twelve bits were assigned to 
each cluster that required addressing and four bits to each frame dif­
ference that was transmitted. When the buffer was more than 20 
percent full, 2: 1 subsampling in the changing area was switched in. 
When the queue length exceeded some higher threshold value, a whole 
frame was repeated thus requiring no transmission for the duration 
of that frame. 

In the first simulation, the queue length at the end of the previous 
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field was used to control sUbsampling and repeating in the present 
field. Using the channel rate and buffer size of Ref. 1, namely 2 }\/lb/s 
and 67,000 bits, overflow occurred during 0.11 percent of the frames, 
i.e., about 1 second in a 15-minute conversation. For other channel 
rates, Fig. 13 shows the buffer sizes and threshold values required to 
maintain a 0.11 percent probability of visible degradation due to buffer 
filling. 

If instead, one controls the subsampling and repeating by the queue 
length requirements in the present field, the results are changed very 
little, as can be seen by comparing Figs. 13 and 14. This is due to the 
high correlation in the amount of movement in successive fields. 

The effect on the picture of frame repeating during periods of violent 
movement is quite noticeable/ and it is speculated that this degradation 
might be made less objectionable if 4: 1 subsampling were used instead 
of frame repeating. 1

•
4 A simulation was carried out to see what the 

effect on buffer requirements would be of s\vitching to a 4: 1 subsampling 
mode when the queue length at the end of the previous field was above 
some threshold. Figure 15 shows the buffer size and threshold versus 
channel rate required to maintain a 0.11 percent probability of buffer 
overload. The buffer sizes are significantly larger than those of Figure 13. 

With 4: 1 subsampling, however, a higher usage of this mode may be 
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tolerated since the degradation is expected to be less than with frame 
repeating. Exactly how much can be tolerated is not known, but if 
the frequency of usage is allowed to rise to 0.23 percent, then the curve 
of Fig. 16 is obtained (which matches very closely the buffer require­
ments of Figure 13 where frame repeating is used). 

In the above schemes a drastic data-rate reduction is made if buffer 
overflow threatens. This has the effect of emptying the buffer so that 
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the next few fields can be sent with good resolution even though rapid 
motion is occurring. Thus, during violent movement only 1 in 4 or 1 in 
8 frames is degraded. The visible degradation is annoying, however, 
during the whole period of violent motion. Thus, although only 0.11 
percent of the frames are degraded, the visible impairment may be 
objectionable during all violent motion (0.88 percent of the time) 
since the intervening unimpaired frames do not reduce the visibility 
of the phenomenon. 

When channel sharing is contemplated, system performance depends 
on the long-term average data rate. Thus, 2: 1 subs amp ling should be 
employed not only when the buffer starts to fill but during all periods 
of active movement; similarly, 4: 1 subsampling should be used during 
all periods of very violent movement. To simulate techniques of this 
type the number of significant changes in the previous field was used 
to control the coding in the present field. If the number of changes 
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exceeds the value TZ:1 then 2: 1 subsampling is used; if the number 
of changes exceeds T 4 :1 , i.e., during violent motion, then 4: 1 sub­
sampling is used. In practice, only frame differences corresponding 
to sampled picture elements should be examined since the interpolation 
itself introduces frame differences independent of movement. Buffer 
size versus channel rate curves for various values of T 4 :1 are given in 
Fig. 17 along with the percentage of time that overload, i.e., 4: 1 sub­
sampling, is used. Variations in TZ:1 do not seem to affect these results 
as long as TZ:1 is much smaller than T 4 : 1 • 

The value of T 4 :1 for which the buffer requirements most closely 
approximated those of Figures 13 and 16 where queue length control 
is used is between 13,000 and 14,000 changes per field. This corresponds 
to very violent motion (about half the picture changing) and occurs 
only about 0.5 percent of the time (see Fig. 2). Statistics of the bit 
stream with T4 :1 = 13,400 changes per field and T 2 :1 = 3000 changes 
per field are given in Figures 18 and 19. From these figures it is again 
apparent that large peaks in the bit rate occur very rarely, but when 
they do occur they can last for an appreciable period of time. 
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Smaller values of T 4 : 1 require smaller buffers; however, the picture 
degradation will be more objectionable. Just how small T 4 :1 can be 
made depends on the actual 4: 1 subsampling scheme used and on the 
subjective requirements of the viewer. However, as we shall see in the 
next section, when combining sources prior to transmission, variations 
in T 4 :1 do not seem to affect the results significantly. TZ:1 then becomes 
much more important in the performance of the system. 

V. SIMULATION OF SHARED BUFFER-SHARED CHANNEL SYSTEMS 

The system that will be considered in this section is shown in Fig. 1. 
Unbuffered data from each interframe coder or buffered data from 
which the stuffing information has been removed enter the pre buffers 
at the left to await transfer to the principal buffer via the time division 
multiplexer. The prebuffers should be capable of storing one or two 
lines of coded information if excessive transmission of source identifica­
tion bits is to be avoided. The multiplexing switch can either rotate 
at a constant rate or stop at the output of each prebuffer only long 
enough to transfer data. A variable rotation rate will, in general, 
require less buffering and alleviate certain synchronizing problems. 
Similarly, the switch can access each prebuffer either sequentially or 
nonsequentially according to some control strategy which gives higher 
priority to more active sources. Nonsequential access will, in general, 
require smaller buffers; however, some means must then be provided 
for preventing one source from hogging the channel. Other configura-
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tions are also possible; e.g., with a nonuniform switch rotation rate 
the principal buffer might be removed by making the prebuffers larger. 

On rare occasions the combined data from all sources will be too 
much for the system to transmit, and some data will have to be deleted. 
If the coder itself can be told that data are being deleted, then it can 
be done without introducing too much picture degradation in the same 
way as in the single-source coder.! However, if rapid feedback to the 
coder is not feasible, then the responsibility for minimizing picture 
degradation in the event of buffer overflow falls entirely on the various 
receiver systems. This could happen in the situation depicted in Fig. 20; 
where the signal has successfully passed through N shared channel 
transmission systems and upon reaching the Nth switching station 
it finds that there is a momentary shortage of transmission capacity 
requiring the deletion of data according to some predetermined strategy. 
For example, half the transmitted samples along a line might be deleted, 
thus requiring interpolation at the receiver, or an entire line of data 

SWITCHING 
STATION N 

Fig.20-Cascaded shared channel transmission systems where feedback to the 
original coder is impractical. 
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might be dropped at the Nth switching station and replaced by the 
average of the line above and the line below at the receiver. 11 

In the simulations which were carried out to study the channel 
sharing system of Fig. 1, 2: 1 or 4: 1 subsampling was assumed to have 
already taken place for each incoming field in which the number of 
significant changes exceeded T 2 :1 = 3000 or T 4 :1 = 13,400, respectively. 
A value of three thousand changes per field represents moderate to 
active motion on the part of the subject and is probably near the 
minimum value which could be used to control 2: 1 subs amp ling in 
practice, since subsampling during slow movement results in noticeable 
aliasing defects in the picture. A value of 13,400 changes per field 
corresponds to violent motion, where nearly 50 percent of the picture 
area is changing. The choice of T 4:1 should not be crucial to the picture 
quality as long as it is in the range of violent motion; thus, for com­
parison purposes it was chosen so that the resulting single-source buffer 
requirements approximated those of Fig. 16, where subsampling was 
controlled by the queue length in the buffer. The effects of varying 
T 2 :1 and T 4 :1 will be discussed later. 

Since the data were recorded only at the field rate, the queue length 
within the transmitter buffer could be examined in the simulations 
only at certain times. Thus, as in the single-source case, small queue 
lengths are not represented accurately. Unlike the single-source case, 
however, a certain amount of in-field data smoothing takes place 
because of the data interleaving·5 mechanism at the multiplexer switch. 
If more than just a few sources are combined, it is highly unlikely 
that television lines from the various sources will come from the same 
area of the picture. Thus, while one line from one source may come 
from an active area near the bottom of the picture, other lines from 
other sources will come from quiet areas near the top of the picture. 
Furthermore, as the transmission rate per source is reduced, the amount 
of buffering per source required for in-field smoothing decreases. Thus, 
if the data from each source occurred in the bottom half of the field, 
and all the sources were more or less in vertical synchronism, then 
16K of buffering per source would be required for in-field data smoothing 
at 2 IVlb/s per source. However, only 8K of buffering would be required 
at 1 l\1b/s per source, and much less is required if, as seems likely, 
the sources are not in vertical synchronism. 

The maximum queue length per source is plotted versus the channel 
rate per source in Figures 21 to 25 for systems in which 1, 2, 5, 12 and 
20 sources respectively share the same transmission channel. As before, 
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Fig. 21-Buffer requirements versus channel rate for a single source. (Same as 
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changes in previous field exceeds T 4;1. Variations in T 2 ;1 have little effect. 

w u 
a:: 
:> 
0 
III 

a:~ w-
n. m 
:tu-
1- 0 

"Ill Zo 
Wz ...J< 
wCIl 
:>:> 
wO 
:>:t 
al-
~~ 
:> 
~ 
X 
< 
~ 

1000 
800 

600 

400 

200 

100 
80 

60 

40 

20 

10 
8 

6 

4 

2 
0.8 

~ ~ ,,' 
~~~ ~ 

~"\ ~~ 
~ ~~ , 

1\'\ "\. ~ 

\\. "- '\.~ 

\\ ,,~.~ 

\\ "" ~ ~ t\ \' I\~ 
1\ '\ ~ ~~\ 

\ ~ 1\ ~\\ 
\ ' b\~ 

\ ! 
1.0 1.2 1.4 1.6 1.8 2.0 

CHANNEL RATE PER SOURCE IN Mb/s 

Fig. 22-Buffer requirements versus channel rate when data from two sources is 
combined:prior to transmission. MUltiplicity of curves r~sults from different starting 
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Fig. 23-Buffer requirements versus channel rate when data from five sources 
is combined prior to transmission. 
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is combined prior to transmission. 
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Fig. 25-Buffer requirements versus channel rate when data from twenty sources 
is combined prior to transmission. 

the simultaneous occurrence of several conversations is simulated by 
starting each one at a different place in the data. Different sets of 
starting positions yield different curves. 2: 1 subsampling was assumed 
when the number of changes per field exceeded T 2 :1 = 3000, and 4: 1 
subsampling was assumed when the number of changes per field ex­
ceeded T 4 •1 = 13,400. If buffer sizes of the order of 70,000 bits per 
source are not considered unreasonable, then the approximate channel 
rate per source required to transmit N s sources, without buffer over­
flow, is given in Table 1. 

In every case where more than one source was simulated, changing 
the starting positions in the recorded data caused significant variation 
in the maximum queue length measurement. Results differing by a 
factor of ten were obtained in some cases. This occurs because the 
maximum queue length depends crucially on the lining up of data 
peaks from separate sources, and this is likely to be quite erratic as 
the starting position for each source is varied. 

When more than four sources shared a channel, variations in T 4 : 1 , 

the number of changes per field beyond which 4: 1 subsampling was 
assumed, had little effect compared with the effect shown in Fig. 17 
on a single source. Variations in T 2 :1 , however, had more and more of 
an effect as the number of sources per shared channel increased, whereas 
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TABLE I-CHANNEL RA'l'E VERSUS NUMBER OF SOURCES 

(BUFFER SIZE = 70,000 BI'l'S/SOURCE; No OVERFLOW) 

IN umber of Sources, N s 

1 
2 
5 

12 
20 

Channel Rate per Source (Mb/s) 

2.0 
1.7 
1.2 
0.90 
0.85 
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with a single source no effect was observed at all. This occurs because 
of the higher sensitivity to the average data rate as opposed to the 
peak data rate when the number of sources per shared channel is large. 

The curves also tend to become much steeper as the number of 
sources is increased. This is to be expected since as the rate of the 
combined data becomes more and more uniform, buffering will become 
less and less effective in reducing the required channel rate. If the 
principal transmitter buffer is reduced in size to the point where it is 
barely large enough to smooth data peaks within a field (the simulations 
are invalid for buffer sizes smaller than this), then the approximate 
channel rate per source required to transmit N s sources, without 
buffer overflow, is given in Table II. Comparison with Table I shows 
that for more than five sources, large buffers result in relatively little 
improvement in bit rate. 

Exactly how large the principal buffer must be to smooth the data 
within a field is difficult to specify because of the many factors that 
were discussed earlier in this section. In the simulations, however, 
the data are already smoothed over a field period regardless of the 
buffer size. Thus, the results in Table II can be obtained by simply 
setting the size of the principal buffer equal to zero in the simulations. 

TABLE II-CHANNEL RATE VERSUS NUMBER OF SOURCES 

(BUFFER LARGE ENOUGH ONLY FOR IN-FIELD SMOOTHING; 

No OVERFLOW) 

N umber of Sources, N s 

2 
5 

12 
20 

Channel Rate per Source (Mb/s) 

2.4 
2.0 
1.3 
1.05 
0.92 
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Q (QUEUE LENGTH PER SOURCE) 

Fig. 26-Probability that the buffer queue length exceeds Q when data from 
five sources is combined. Channel rate = 1.25 Mb/s. 

Up to now only the maximum queue length attained during the 
simulation has been considered. This maximum occurs only once, 
however. For nearly all the remaining time the queue length is much 
less than this. ThuEl, if a small probability of buffer overflow is allowed, 
the buffer size which would be required in practice could be somewhat 
less than is indicated in Figs. 21 to 25. Or, equivalently, for a given 
buffer size the required channel rate could be somewhat less. 

Queue length probability distributions for 5, 12, and 20 sources 
and various channel rates are given in Figs. 26 to 28 for various starting 

o 10K 20K 30K 40K 50K BITS 
Q (QUEUE LENGTH PER SOURCE) 

Fig. 27-Probability that the buffer queue length exceeds Q when data from 
twelve sources is combined. Channel rate = 1.0 Mb/s. 
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Fig. 28-Probability that the buffer queue length exceeds Q when data from 
twenty sources is combined. Channel rate = 0.9 Mb/s. 

positions on the digital disk. These channel rates, which are also shown 
in Table III, were chosen so that with buffering of only a few thousand 
bits/source, i.e., enough for smoothing the data over a field period, 
overflow occurred less than about 0.1 percent of the time. Compared 
with the 0.5 percent probability of 4: 1 subsampling, buffer overflow 
occurred one fifth as often. 

Comparison of Tables II and III shows that as the number of sources 
per shared channel increases, the bit rate saving obtained by allowing 
a small probability of buffer overflow becomes less and less. This result 
further substantiates the fact that as the number of sources increases, 
the combined data become uniform enough so that buffering is of very 
little importance. 

TABLE III-CHANNEL RATE VERSUS NUMBER OF SOURCES. 

(BUFFER LARGE ENOUGH ONLY FOR IN-FIELD SMOOTHING. BUFFER 

OVERFLOW OCCURRED LESS THAN 0.1 PERCENT OF THE TIME.) 

N umber of Sources, N s 

1 
2 
5 

12 
20 

Channel Rate per Source (Mb/s) 

2.0 
1.7 
1.25 
1.0 
0.90 
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VI. CONCLUSION 

The basic concept of sharing a buffer and a transmission channel 
between several interframe coders has been discussed with particular 
reference to the system in Ref. 1, which requires 2.0 ~1b/s to transmit 
a single Pictul'ephone signal. Several simulations were described, and 
it was concluded that five sources could be combined and transmitted 
on a 6-~1b/s facility with about the same amount of buffering as in 
Ref. 1; i.e., 1.2 megabits/second and 70,000 bits of buffering per source. 
With a minimal amount of buffering ea few thousand bits per source) 
a 2: 1 reduction of the bit rate in Ref. 1 can be obtained if twelve sources 
are combined prior to transmission; i.e., 1.0 megabits/second per 
source. Combining more than twelve sources results in relatively 
little reduction in the required channel rate. 

As in Ref. 5 the results of this paper can be used with appropriate 
scaling for other coding schemes as long as the ratio of addressing 
bits per cluster to amplitude bits per significant change (12 bits/4 
bits, here) is maintained and the 2: 1 and 4: 1 subsampling is brought 
in at about the same time. Thus, if 9 bits were to be used for addressing 
a cluster and 3 bits per significant change, then the channel rate and 
queue length scales should be all multiplied by 2/3. 

The simulations could have been carried out more easily had there 
been available a reliable statistical model of human movement in 
Pictul'ephone scenes. Section III goes a long way toward providing 
such a model. For a single source the number of significant changes 
per field has an exponential probability density function in the region 
of interest; however, there is a strong field-to-field correlation resulting 
in large data peaks which can last for many fields. It is this characteristic 
that makes channel sharing so effective in reducing the required bit 
rate. 
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Optimal Test Point Selection for 
Sequential Manufacturing 

Processes 

By M. R. GAREY 

(Manuscript received June 23, 1971) 

Consider a manufacturing process, such as the production of complex 
semiconductor devices, which consists of the sequential application of n 
possibly unreliable operations, t1 , t2 , ... , tn . Let Ci be the cost incurred 
in performing operation ti , and let Pi be the probability that ti will be 
performed successfully. Clearly one would prefer to reject immediately 
any 'item as soon as a faulty operation has been performed upon it in 
order to avoid the unnecessary cost of further processing that item,. For 
this purpose, we shall assume that, immediately following each operation 
ti , it is possible to apply a perfectly reliable test T i , for determining 
whether or not the item should be rejected at that point, where the cost 
incurred by applying Ti depends only upon the point i of test application 
and the last previous point at which such a test was applied. Since the 
application of tests entails additional costs, careful analysis is required 
to determine which tests are sufficiently useful to justify that additional 
cost. Using a dynamic programming approach, we derive a useful and 
efficient algorithm which utilizes the test and operation costs, along with 
the operation failure probabilities, to determine a set of testing points 
which will result in the minimal expected manufacturing cost. We then 
show how it is possible to further improve upon our algorithm for the 
particular case in which all test costs depend only upon the point of test 
application. 

Certain types of products, such as many semiconductor devices, 
are manufactured by performing a linear sequence of individual opera­
tions, where many of the individual operations have a nonnegligible 
probability of yielding an undesired result. In such cases it would be 
preferable to immediately reject a faulty item to avoid the unnecessary, 
and useless, cost of further processing that item. However, the in­
troduction of tests into the manufacturing process, for determining 

291 
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whether or not an item should be rejected, will itself introduce ad­
ditional costs in such a way that the total expected cost of the manu­
facturing process may increase. In addition, certain choices of test 
points, though reducing the total expected cost, may be considerably 
more costly than certain other choices of test points. We shall present 
an efficient and useful algorithm that uses the various test and operation 
costs, along with the operation failure probabilities, to determine an 
optimal set of testing points, which minimizes the expected cost of 
the entire manufacturing process. 

Consider a manufacturing process consisting of n individual opera­
tions, or tasks, tl , t2 , ... , tn , which are to be performed sequentially 
in the fixed order of their indices. Associated with each task tj are the 
cost Ci > 0 incurred by performing ti and the success probability Pi , 
o < Pi ~ 1, that operation ti will have the proper result, assuming 
all previous operations were successful. Immediately after any opera­
tion t i it is possible to perform a perfectly reliable test T i which deter­
mines whether or not all previous operations, including ti , have been 
successful, that is, whether or not the item should be rejected at that 
point. The cost for performing test T i is given by C i > o. We justify 
this simple testing cost by noting that in many manufacturing pro­
cedures of this type the major determinant of testing cost is merely 
the cost of removing the item from the assembly line and preparing 
it for test application. However, we shall later generalize the testing 
cost to allow a dependence upon the previously untested operations. 
We now develop an algorithm which uses the knowledge of these costs 
and probabilities to determine a choice of test points (a subset of the T i ) 

which results in the lowest possible expected manufacturing cost per 
item processed. This is equivalent to minimizing the expected cost per 
fault-free item produced, because the introduction of tests into the 
process does not change the probability, given by II~=l Pi , that an 
item is successfully processed by all n tasks. The tests merely serve to 
reject already faulty items to avoid the cost of useless additional 
processing. 

We solve this problem by the method of dynamic programming. 1 

Following each operation ti it is necessary to decide whether or not 
test Ti should be applied. To make this decision we need only compute 
the minimal expected costs for completing the process assuming that 
T i is or is not utilized and choose the smaller. The computations of 
these two expected costs use the cost of T i , the probability P that the 
item is not faulty at this point, and the cost of ti+ 1 • For the case that 
T i is used, we also need the minimal expected cost for completing the 
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process under the assumption that the item is fault-free before ti+1 
is performed. For the case that T i is not used, we need the minimal 
expected cost for completing the process under the assumption that 
the item is not faulty with probability P before ti+l is performed. 

Formally, let a state of the process be described by [j, p], with 
1 ~ j ~ nand 0 < P ~ 1, where the process is in state [j, p] if and 
only if operation ti has just been applied and the resulting item is 
fault-free with probability p. There is also a "reject" state R entered 
when a test rejects a faulty item. The initial state of the process is 
[1, Pl], and the final states are all those states of the form [n, p], 
o < P ~ 1, plus the reject state R. The transitions between states 
are determined by the decisions on whether or not to apply a test 
before the next operation. If the process is in state [j, p] and test T i is 
not applied, the next state will be [j + 1, p' Pi+l]. If the process is in 
state [j, p] and test Ti is applied, the next state will be either [j + 1, Pi+l], 
with probability p, or R, with probability 1 - p. The problem is to 
find a sequence of states to transform the process from the initial state 
to any final state, with minimal expected total process cost. 

Let K[j, p] be the minimum expected cost to get from state [j, p] 
to a final state and let S[j, p] be the corresponding optimal set of test 
points Tk . We then have 

K[ '] . {Ci+P'(Ci+l+KU+1,Pi+1]) J, P = mm 
Ci + 1 + K[j + 1, P'Pi+l] 

and S[j, p] equals either S[j + 1, Pi+l] U (Ti} or S[j + 1, P'Pi+l], 
depending upon whether the first or second expression is smaller. For 
a final state [n, p], 0 < P ~ 1, we have K[n, p] = 0 and S[n, p] empty. 
(In our basic model, the final test will never be applied, since it can 
only increase the total expected cost. However, the results can also 
be applied if test Tn is always required as a final product quality check, 
in which case K[n, p] = Cn and S[n, p] = (Tn}.) 

The difficulty with using these equations to obtain an optimal 
solution is that, since P can take any value from 0 to 1, there are an 
infinite number of equations to solve. Fortunately, for states of the 
form [j, p], P can take only a finite number of possible values, II~=l Pk , 
II~=2 Pk , ... , IIf=i Pic , depending upon the last test which had been 
applied. Thus, if none of the tests Ti , T i + 1 , ••• , T i - 1 were applied, 
and either i = 1 or T i - 1 was applied, then P = IIf=i Pk . Accordingly 
we shall now describe a state of the process by (j, 1:), i ~ j, where the 
process is in state (j, i) if and only if 
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(1') operation tj has just been applied, 
(ii) none of the tests Ti , Ti-l-l , ... , T j - 1 were applied, and 

(iii) either i = 1 or T i - 1 was applied. 

The initial state is then state (1, 1) and the final states are of the form 
(n, i), 1 ~ i ~ n, plus the reject state R. If the process is in state 
(j, i), the next state will be either (j + 1, j + 1), with probability p, 
or R, with probability 1 - p, if T j is applied or (j + 1, 'i) if T j is not 
applied. With K(j, i) and S(j, i) defined in the same way as previously, 
the dynamic programming equations become 

K( ' .) - . {Cj + (IT Pk)'(Ci+1 + K(j + 1, j + 1)) ), '/, - mIn k=i 

Cj+1 + K(j + 1, i) 

and S(j, i) equals either S(j + 1, j + 1) U {T j } or S(j + 1, i), de­
pending upon whether the first or second expression is smaller. We 
also have K(n, i) = 0 and Sen, i) empty for 1 ~ i ~ n. This set of 
equations can be solved iteratively to determine the optimal solution. 

Observe now that no additional complications arise if we generalize 
the test costs to allow a dependence upon the state (j, i). Accordingly 
we redefine the cost of test T j , when the previously untested operations 
are ti , t i + 1 , ••• , tj , to be given by Cj,i > 0, allowing the additional 
dependence upon i. We can then rewrite our dynamic programming 
equations as 

K( ' .) - . {Cj'i + (IT Pk)'(Cj+1 + K(j + 1, j + 1)) ), '/, - mm k=i 

Cj+1 + K(j + 1, i) 

with K(n, i) = 0 for 1 ~ i ~ n, with S(j, 1') corresponding as before. 
The following algorithm uses these equations to iteratively solve for 
the optimal set of test points. 

Algorithm 1. Computation of Optimal Testing Points 

(a) For each i, 1 ~ i ~ n, set 
K(n, i) ~ 0 and Sen, i) ~ !25 (empty set). 

(b) Set j ~ n - 1. 
( c) Set i ~ j and P ~ 1. 
(d) Set P ~ P'Pi . 
(e) Compute 

K( ") . {Cji+ P '(C i+1+K(j+l,j+l)) ), '/, = mIn ' 
Cj+1 + K(j + 1, i) 
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and set S(j, i) to S(j + 1, j + 1) U {T i } or S(j + 1, i), de­
pending, respectively, on whether the first or second expression 
is smaller. 

(f) If i > 1, set i f- i-I and go to (d). 
(g) If j > 1, set j f- j - 1 and go to (c). 
(h) The optimal set of test points is given by S(I, 1) and yields a 

manufacturing process with total expected cost per item processed 
of CI + K(I, 1). 

Notice that it is not necessary to actually construct and save all 
the optimal partial sets S(j, i) but merely to note whether or not test 
T j is included in S(j, i). The optimal test set can be constructed directly 
from this information upon completion of the algorithm. The number 
of operations performed by the algorithm is at most proportional to 
the square of the number of tasks in the manufacturing procedure 
under analysis. Thus the algorithm can be economically used for 
extremely large problems when programmed for a' digital computer, 
and many problems can be reasonably solved by hand calculation. 
The details of the algorithm are illustrated with a small example in 
Appendix A. 

Notice that if physical constraints prevent the application of a test 
following certain tasks, this can be handled in the' algorithm merely 
by automatically setting K(j, i) to Ci+1 + K(j + l,i) whenever Ti 
is not allowed. This is equivalent to combining tasks tj andt1 + I into a 
single task having cost Cj + Ci+1 and success probability Pi' Pi+1 . 

We now return briefly to the original case where the cost of test T i 
depends only upon j and show how Algorithm 1 can be 'improved for 
this case. We let 

D(j, i) = Ci + (g Pk)(Ci+l + K(j + 1, j + 1» - Ci+1 - K(j + 1, i). 

Thus D(j, i) is merely the difference of the two expressions which must 
be compared in order to determine whether or not to apply test T i 
when in state (j, i). An optimal solution is formed by choosing to apply 
test Ti from state (j, i) if and only if D(j, i) < O~ We can then prove 
the following theorem. 

Theorem 1: For all j, 1 < j < n, and all i, 1 < i < j, D(j, i) 
~ D(j, i-I). 

The proof of Theorem 1 is given in Appendix B. Simply stated, 
Theorem 1 tells us that, for fixed j, the difference function D(j, i) 
changes sign only once. In particular, it implies that if testT j is to be 
applied in state (j, i), then test Ti should also,be applied in each of the 
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states (j, i-I), (j, i - 2), ... , (j, 1). This enables us to modify step 
(e) of Algorithm 1, when" all test costs depend only on ,j, to omit the 
computation of Ci+1 + K(j + 1, i) in determining K(j, i) whe'never 
T j {: S(j, i + 1). In fact, for very large problems, one might consider 
using a binary search, for each j, to discover the value i = io at which 
D(j, i) changes sign. Once that point has been found, each K(j,i) 
can be computed by evaluating only one of the two expressions in the 
minimization, the proper one being determined by whether i is less 
than io or greater than io . Though the number of operations required 
will still increase proportionally to n 2

, this method will substantially 
reduce the actual number of operations performed. 

A related . problem with tests which merely test for the success or 
failure of a single operation, all of which must be applied, but which 
are not restricted as to point of application in the process sequence is 
solved as a special casein Ref. 2. The algorithm given there requires time 
bounded by the square of the number of tasks in the production 
sequence. A more general problem has tests which each determine' the 
success or failure of some particular subset of the tasks. Anyone of the 
tests may be applied at any point in the manufacturing process and 
will determine the success or failure of all operations which belong to 
its test set and which have already' been performed. The problem solved 
in this paper had those test sets restricted to being of the form {t1 , 
t2 , ... , t,,}, which enabled us to give an efficient optimization algo­
rithm. The best known algorithms for the general problem, however, 
require an amount of time which may be exponential in the number 
of tasks, restricting their usefulness to only very small problems. 

Another related problem has been considered by T. S. Ellington. 3 In 
his problem, one has a number of alternative methods for accomplishing 
each task, the alternatives having different cost and success probabilities, 
and one would like to select the best method for each task in order 
to obtain the minimum expected cost. Though Ellington was able to 
give an efficient algorithm for making this selection, it was based on 
the assumption that each task' is automatically' tested immediately 
after it is applied. If, however, we also allow choice as to 'test points, 
the problem becomes more complicated. One cannot merely combine 
our algorithm with Ellington's, though both are dynamic programming 
algorithms, because they work from opposite' ends of the process 
sequence. The development of an efficient algorithm to simultaneously 
select optimal test points and optimal task alternatives remains' an 
open problem which could have substantial pract~cal importance in 
the design of actual manufacturing processes. 
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APPENDIX A 

Opthnization Algorithm, EXa1nple 

We illustrate the application of the optimization algorithm with 
the following small example: 

Ci Pi Ci 

tl 10 .9 7 
t2 10 .8 8 
t?, 25 .9 4 
t4 20 .8 12 
t5 30 .8 10 
tn 15 .9 12 

If no tests are applied, the expected cost of the process is simply 
the sum of the Ci or 110. If all tests, except the last (which can only 
increase the total expected cost), are applied, the expected cost of the 
process is 

Cl + C1 + Pl(C2 + C2 + P2'(C3 + C3 + P3'(C4 + C4 + P4 

• (C5 + C5 + P5' (cn))))) ,-....; 101.77. 

We now show the successive computations performed in applying the 
optimization algorithm. 

K(6, i) = 0 for all i 
K(5,5) = min (10 + .8(15), 15) = 15 
K(5,4) = min (10 + .64{15), 1.5) = 15 
K(5, 3) = ~in (10 + .. 576(15), 1.5) = 15 
K(.5, 2) = min (10 + .4608(15), 15) = 15 
K(5, 1) = ~in (10 + .41472(1.5), 15) = 1.5 
K(4,4) = min (12 + .8(45),45) = 4,15 
K(4, 3) = min (12 + .72(45),45) = 44.4 
K(4, 2) = min (12 + .. 576(45), 45) = 37.92 
K(4, 1) = min (12 + .5184(45),4.5) = 35.328 
K(3, 3) = min (4 + .9(65), 64.4) = 62.5 
K(3, 2) = min (4 + .72(6.'», 57.92) = 50.8 
K(3, 1) = min (4 + .648(65),5.5.328) = 46.12 

no test 
no test 
no test 
no test 
no test 
no test 
no test 

test 
test 
test 
test 
test 
test 
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K(2, 2) = min (8 + .8(87.5), 75.,8) = 75.8 
K(2, 1) = min (8 + .72(87.5),71.12) = 71 
K(I, 1) = min (7 + .9(85.8), 81) = 81 

no test 
test 

no test 

These all are computed by simply following the optimization algo­
rithm as given, noting by "test" or "no test" whether the first or second 
value was smaller. The optimal solution has expected cost Cl + 81 = 91, 
which is appreciably smaller than the two "obvious" solutions. We 
remind the reader that the cost per fault-free item produced is obtained 
simply by dividing th~ cost per item processed by II7=1 Pi , the prob­
ability that the processed item is fault free. Thus, in this case, the 
optimal solution has cost per fault-free item approximately equal to 
233, compared to 282 if no tests are used and 261 if all tests are used. 
Considerably greater benefits may be derived when the algorithm is 
applied to processes with a larger number of tasks. 

To determine which tests are applied in the optimal solution, one 
notes first that T 1 is not applied since "no test" was indicated for 
K(I, 1). Since Tl is not applied, we go to K(2, 1) which indicates that 
T2 should be used. Since T2 is applied, we go to K(3, 3) which indicates 
that T3 should be used. Since T3 is applied, we go to K(4, 4) which 
indicates that T4 should not be applied. Next, since T4 is not used, we 
go to K(5, 4) which indicates T;; is not used. Finally, K(6, 4) indicates 
that T6 is not used. Thus, the optimal solution uses only two tests, 
T2 and T3 . 

If one is required to apply T 6 , the optimal solution can be computed 
similarly to have expected cost 98.6. It uses only tests T2 , T4 , and 
T6 . In this case, the solution which uses no tests other than T6 has 
expected cost 122, and the solution which uses all the tests has expected 
cost 106.75. We emphasize again that, even though the gain from 
applying the optimization algorithm to this small example is not 
insubstantial, considerably greater savings can be obtained with larger, 
more realistic problems. 

APPENDIX B 

Proof of Theorem 1 

Let 

D(j, i) = Cj + (g Pk)(Ci+l + K(j + 1, j + 1)) - Cj+l - K(j + 1, i). 

Theorem 1: For all j, 1 < j < 11, ancl all i, 1 < i ~ j, D(j, i) ~ D(j, 
i - 1). 
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Proof. Suppose D(j, i) < D(j, i-I). Then 

D(j, i-I) - D(j, i) = (IT Pk )(Pi-l - 1)(Ci+l + K(j + 1, j + 1)) 

+ K (j + 1, i) - K (j + 1, i-I) > 0. 

Then 

K (j + 1, i) - K (j + 1, i-I) 

> (i1 Pk )(1 - Pi-l)(Ci+1 + K(j + 1, j + 1)). 

We shall show that this inequality is never satisfied; that is, for all 
j, 2 < j ~ n, and for all i, 1 < i ~ j, 

We prove (*) by induction on j, running from n down to 3. If j = n, 
we have that K(n, i) = K(n, i-I), so that the left side of (*) is zero. 
Since the right side is nonnegative, the inequality is clearly satisfied. 

N ow suppose that (*) holds for all j, m < j ~ n, and all i, 1 < i ~ j. 
We shall show that it must then hold for j = m. 

To do this, we first prove a useful intermediate inequality, 

Pm(cm+ 1 + K(m + 1, m + 1)) ~ Cm + K(m, 111,). 

We consider two cases. If D(m, m) < 0, 

Cm + K(m, m) = Cm + Pm(Cm+l + K(m + 1, m + 1)) 

~ Pm(Cm+l + K(m + 1, 1n + 1)). 

If D(m, 1n) ~ 0, Cm + K(m, 1n) = Cm + Cm+l + K(m, + 1, 111,). By the 
induction hypothesis, we have 

K(m + 1, m + 1) - K(m, + 1, m) 

~ (1 - Pm)(Cm+l + K(m + 1, 'lrt + 1)). 

Rewriting, we obtain 

cm+lK(m + 1, m) ~ PrnCCm+l + K(m + 1, m + 1)), 

which completes the proof of the intermediate inequality. 

We now prove (*) for j = 1n, using two cases. 

Case 1. D(m, i-I) < 0. Since D(m, i-I) < 0, 

K(m, i-I) = Cm + Cft Pk)(Cm+l + K(m + 1, m + 1)). 
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It is always the case that 

K(m, i) ~ Cm + (g Pk)(Cm+l + K(m + 1, m + 1». 

Thus, 

K(m, i) - K(m, i-I) 

~ (g Pk)(1 - Pm-l)(Cm+ l + K(m + 1, m + 1» 

(}1 Pk)(1 - Pm-l)[Pm(Cm+l + K(m + 1, m + 1»] 

~ (}1 Pk)(1 - Pm-l)[Cm + K(m, m)], 

using the intermediate inequality proved earlier. This completes the 
proof of (*) for Case 1. 

Case 2. D(m, i-I) ~ O. Since D(m, i-I) ~ 0, 

K(m, i-I) = Cm+l + K(m + 1, i-I). 

It is always the case that K(m, i) ~ Cm+l + K(m + 1, i). Thus, K(nl, i) 
- K(m, i-I) ~ K(m + 1, i) - K(m + 1, i-I). By the induction 
hypothesis, 

K(m + 1, i) - K(m + 1, i-I) 

~ (g Pk)(1 - Pi-l)(Cm+l + K(m + 1, m + 1» 

('11 Pk)(1 - Pi-l)[Pm(Cm+l + K(m + 1, m + 1»] 

~ (}1 Pk) (1 - Pi-l)[Cm + K(m, m)], 

again using the previously proved intermediate inequality. This com­
pletes the proof of (*) for Case 2. 

Theorem 1 follows by induction. 
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The general conditions for reducing the third-order transfer function 
of a tw£n-T by one are derived using Euclid's algorithm. The conditions 
presently used impose narrower constrain ts than necessary on the twh'/,-T, 
thus leaving fewer free parameters to optimize the circuit. W1:th the new 
method the zeros of the twin-T transfer function can be placed 1:n both 
the left- and the right-half s-plane. 

The advantages of the twin-T with additional free parameters in second­
order RC-active filters are appreciable. For exarnple, in the medium­
selectivity frequency-emphasizing network (111 SFEN) , the gain needed 
to realize a given pole Q may be up to 70 times smaller than that required 
1m:th previous methods, while the stability of the pole is improved typically 
by a factor of 2. Thus, an 111 SFEN with the general second-order twin-T 
is capable of reali.zing a wider range of pole Q's than was possible pre­
viously, 'while the sensitivity of the pole Q is reduced. 

1. INTRODUCTION 

The twin-T as represented in Fig. 1 consists of the three resistors 
Rl , R2 , R3 and the three capacitors C1 , C2 , C3 • A straightforward 
analysis provides its Y-matrix as 

Y= 

as3 + i(b + f) + s(c + g) + 1 

Rs(Rp C3s + 1)(R3Css + 1) 

as
3 + bi + cs + 1 

301 

ai + bs
2 + cs + 1 

Rs(Rp C3s + I)(R3Css + 1) 

ai + i(b + d) + s(c + e) + 1 

Rs(Rp C3s + I)(R3Css + 1) 

(Ia) 
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where 

a = R]R2R3CIC2C3 

b = R sR3C1C2 

C = R3Cs 

d = R JC3(R2C2 + R 3Cs) 

Fig. I-The twin-To 

e = R 1C3 + R sC2 1 
f = R 2C3(R 1C1 + R 3Cs) 

g = RsCl + R 2 C3 

Rs = Rl + R 2 ; Cs = C1 + C2 [. 

R = RJR2 
P Rs 

The transfer function of the unloaded twin-Tis 

(lb) 

T(s) = 1'2 1 = _ Y 21 = as
3 + bs

2 + cs + 1 . (2) 
VI 1 2 =0 Y22 ai + (b + d)i + (c + e)s + 1 

The elements of Y and the transfer function T(s) are of the third 
degree in S. The properties of the twin-Tare very useful in second-order 
RC-active filter sections. 1

•
2 One of these properties is to allow right­

haH-plane zeros of T(s) in the unshaded region of Fig. 2 which is bounded 
by the line with an angle of 60 degrees.3 An important application 
in RC-active filters is based on the fact that one needs less gain of the 
amplifier to realize a high-pole Q if T(s) has right-haH-plane zeros.4 
However, as is well known, for the RC-active filter applications, 
the degree in s of either T(s) or of the elements of Y has to be reduced 
to second order by creating a common divider in the numerator and 
the denominator of T(s) or the elements of Y. To achieve this several 
special solutions are known,5 some of which will be listed later. All 
of them, however, either impose more constraints than necessary 
on the values of the components of the twin-T, or they destroy the 
possibility of right-half-plane zeros. Some solutions are approximations 
which hold only in the neighborhood of the imaginary axis. This paper 
will derive the general condition for the reduction by one of the degree 
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in s. This will lead to only one constraint, leaving additional free 
components of the twin-To This fact has a variety of applications in 
network theory. As an example it ,vill be used in Section V to optimize 
and. to extend the capabilities of the second-order FEN. Another 
application is the precision tuning of second-order RC-active filter 
sections.6 The reduction of the degree of T(s) by one will be dealt ''lith 
in the following section. 

II. THE TRANSFER FUNCTION T(S) OF SECOND DEGREE 

The degree of T(s) in equation (2) is reduced by one by creating 
a common divider in the numerator and the denominator of T(s) or, 
in other words, by creating a coinciding zero and pole of T(s) which 
can be cancelled. The condition under which a pole and a zero coincide 
may be found by using Euclid's algorithrri.7 This algorithm and its 
application to T(s) are presented in the Appendix. The result is the 
following: T(s) is of second degree in s if 

d(d2 + e2b) - e(e2a + cd2
) = O. (3) 

The common divider of T(s) is 

e 
D(s) = s + d; (4) 

Dividing the numerator and the denominator of T(s) by D(s) and 
considering equation (3) provides the transfer function of second degree 
IllS 

T(s) 

2 . (b e) d s + ---s+-
a d ea 

(5) 
2 (b e d) d s + ---+-s+-

a d a ea 

N ow we have to check the condition (3) in further detail. Inserting 

Fig. 2-The possible location of zeros of 7'(8). 
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a, b, c, el, and e from (Ib) in (3) and then rearranging equation (3) 
yields 

(6) 

Obviously equation (6) provides two separate conditions for the pole­
zero cancellation; namely, 

(7) 

or 

(8) 

The coefficients of T(s) in equation (,I)) depend upon the choice of 
condition (7) or (8). The two solutions are: 

Case 1. T(s) as in equation (5), with (~r = R 1R aC1C3 • (9 a) 

Case 2. T(s) as in equation (5), with 

R 1R2C3 = R3CsR s • (9b) 

Case 2 should be worked out in further detail. Inserting (8) in (5) 
yields the result 

T(s) 

.) d 
s- +­

ae 

2 d d s +-s+-
a ae 

[where" again constraint (8) holds]. 

(9 c) 

In Case 1 the zeros of T(s) may be in the left- or in the right-half plane 
since in the numerator the coefficient of s can be positive or negative. 
Thezeros of T(s) in Case 2 however always lie on the imaginary axis. 

As can be seen, the cancellation of poles and zeros is guaranteed 
in all cases by only one condition; namely, either equation (7) or equa­
tion (8). Thus from the six parameters of the twin-T, five are left at 
our disposal. 

III. :rHE Y-MATRlX OF SECOND DEGHEE 

The condition for the reduction of the degree in all four elements 
of Y in equation (Ia) is obvious. One of the two first-order factors 
of the denominator has to be contained in all numerators. We divide 
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the numerators by one of those first-order factors and set the rest of 
the division equal to zero. This provides the one condition 

(lOa) 

that is, the two first-order factors of the denominator are equal. In­
serting Rp from equation (1 b) in (lOa) yields 

(lOb) 

which is the same condition as equation (8). Dividing all numerators 
in Y by (sR p C3 + 1) and inserting R?, = (R 1R 2C:l/R"C,) from (lOb) 
yields the second-order Y-matrix 

s2R1R2C1C2 ~ + s(RsC1 + R 2 C3 ) + 1 

Y= Rs(sRp C3 + 1) 

s2R 1R 2C1C2 ~ + 1 

Rs(sRp C3 + 1) 

s2R 1R 2C1C2 ~ + 1 iR1R2C1C2 ~ + s(R sC2 + R I C3 ) + 1 

RsCsRp C3 + 1) Rs(sRp C3 + 1) 

(11) 

Again the pole-zero cancellation is guaranteed by only one constraint 
leaving five parameters of the twin-Tat our disposal. Before we con­
sider an application, let us look at some special cases for the constraints 
(7) or (lOb). 

IV. SPECIAL CASES 

We fulfill the condition (7) or (lOb) by selecting one or more of the 
remaining five free parameters of the twin-T in a special way. This 
will simplify sometimes the equations for T(s) and Y. We shall list 
the following six special cases. 

(i) 

With this choice of values the conditions (7) and (lOb) are satisfied 
simultaneously. So we shall obtain a second order T(s) with zeros on 
the imaginary axis and a Y-matrix of second order. 
From (9c) we get 

T(s) 
2 4 1 

s + RC S + [PCp 
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and from (11) we get 

y= 

s2R2C2 + 4RCs + 1 

2R(sRC + 1) 

s2R2C2 + 1 

2R(sRC + 1) 

s2R2C2 + 1 

2R(sRC + 1) 

s2R2C2 + 4RCs + 1 

2R(sRC + 1) 

This symmetrical twin-T with the two free parameters Rand C has 
been used in the filters described in Refs. 1 and 2. 

(".,;) R - pR . R - -p- R . C - Q. C - C p + 1 . p > 0 
~~ 2 - 1, 3 - 1, 2 - , 3 - I ,= . 

1 + p p p 

The conditions (7) and (lOb) are again satisfied simultaneously. Thus 
we get a T(s) of second degree with zeros on the imaginary axis. From 
(9c) we obtain 

82 + 2 p + 1 _1_ 8 + (_L)2 
P RlCl RIC I 

T(s) 

This so-called potentially symmetrical twin-T has been used in Ref. 5. 

(iii) Rl = R3 = R; Cl = C~ = C. 

With this choice of values only condition (7) is satisfied. We, therefore, 
expect a T(s) of second degree. Since condition (lOa) is not fulfilled, 
the Y-matrix will remain of third-degree. In this case we get from (5) 
with (7) 

2 1 R 1 8 +--8+---
T(s) = RC R2 RCR2C2 

2 1 (? R RC ) 1 8 + RC ..., R2 + 1 + R2C 2 S + RCR2C 2 

Obviously, only zeros in the open left-half plane are possible. 

(iv) R2C2 = R3(Cl + C2) = Rl(C2 + C3). 

This choice satisfies only (7) and yields the transfer function 

2 1 1 ( C) 8 +--8+- 1+~ 
T(8) = R2C3 R;C; C1 

2 [1 2 ( C2)J 1 ( C2) , 8 + R2C3 + R
2
C2 1 + C

l 
8 + R;C; 1 + C

1 

where again no right-half-plane zeros are possible. 

(v) 
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Again this special choice satisfies only constraint (7). Equations (5) 
and (7) yield 

T(s) 

2 1 (R3 R3 ) _1 
s + RICI RI + R2 - 1 s + R~C~ 

2 1 (R3 R3 RI RI) 1 
s + RICI RI + R2 + R3 + R2 S + R~C; 

Obviously this transfer function is capable of realizing right-half-plane 
zeros. 

(vi) 
R _I­

V CI C3 • 

R +R2 

This choice satisfies (7) and yields the transfer function 

2 + R(C, + vC;C;;) + R,(C, - C3 ) + . (R + R,)(C, + vc,c;;) 
T(8) = 8 RR,C,,(C, + VC,C,) 8 R'R,C,(C3 + VC,C,)VC,C3 , 

8' + [R(C, + VC,C,) + RiC, - C,) + (R + R,)(C, + VC,C')]8 + ,(R + R,)(C, + VC,C3) 
RR,C,,(C, + VC,C,,) RR,C, VC'C3 R R,C,(C3 + VC,C,)VC,C, 

which is capable of realizing right-half-plane zeros. An application 
for the general second-order twin-Twill be demonstrated in the following 
section. 

v. FREQUENCY-EMPHASIZING NETWORKS (FENS) WITH GENERAL TWIN-Ts 

The so-called medium-selectivity FEN (lVISFEN) 2 is shown in 
Fig. 3. Its transfer function is 

Rp 1 

- RG 1 + J..L{3T(s) , 
(12) 

Fig. 3-A frequency-emphasizing network. 
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where (3 ~ 1 is the gain of the noninverting amplifier in the feedback 
loop, 

(13) 

is the gain of the inverting amplifier in the forward path, and T(8) 
designates the transfer function of the unloaded twin-To Inserting 
T(8) from (ga), which enables realization of right-half-plane zeros, 
we get from (12) 

8
2 + (Q - ~ + ~)s + ~ 

_RF a d a ~ 

Ra (1 + p.(3)[S2 + (Q - ~ + ~_1_)8 + ~J 
a d a 1 + p.{3 ae 

(14) 

with constraint equation (7) . We want to realize the following transfer 
function of a FEN 

8
2 + Wo 8 + w~ 

-K qz 

8
2 + Wo 8 + w~ 

qp 

I TFEN (jw) I has a maximum at W = WI) where I TFEN (jwo) I 
In order to get a frequency-emphasizing network 

(15a) 

(15b) 

We immediately get from equation (15a) the following requirements 
for (14a): 

2 

Wo = ae ' 
d 

(16a) 

(16b) 

(16c) 

and from (14b): 

(16d) 

The last requirement K = RF/Ra[l/(l + p.(3)] can ahvays be satisfied 
by Ru which does not occur in (16a) through (16d). 
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We simplify the equations (16a) through (16d). Inserting (16b) 
into (16c) we get 

(17a) 

Inserting (17a) in (16a), (16a) in (16d), and (17a) and (16a) in (16b) 
we get 

') 

ewo = x, 

b 1 Wo -- + -2 + - = x. 
a awo qz 

With a, b, d, e from (16) we obtain, finally, 

(R 2C2 + R3Cl + R3C2 ) 
= X, 

R2R3Cl C2 

(R lC3 + RlC2 + R2C2)W~ = X, 

_ (R l + R2) + R C 2 + Wo _ , 
2 2WO - X, 

R lR 2C3 qz 

1 = RlR;R3ClC;C3w6 , 

(17b) 

(17 c) 

(17d) 

(18a) 

(18b) 

(18c) 

(18d) 

where (18d) has been used to simplify (18c). This nonlinear system 
of four equations with the seven unknowns: Ri , i = 1, 2, 3, C, , i = 
1,2,3, and J..LIJ contained in x may be solved by choosing three unknowns 
in such a way that all solutions are realizable, that is they are positive 
real numbers. Picking Rl , R2 , C3 and solving for R3 , C1 , C2 , and x 
does not give a feasible solution. We pick now R2 , C2 and x and solve 
for Rl , R3 , Cl and C3 • From (18b, c) we get 

x Rl + R2 [ 1 1 R lC3 = -2 - R2C2 - RlC2 = . 
WO R2 Wo 2 - + R2C2WO - X 

qz 

The equation on the right side of (19) yields 

(:~ - R2C2 )(~ + R2C2W~ - x) - 1 

~2 + C2(~: + R2C2W~ - x) 
From (19) we obtain, further, 

(19) 

(20a) 
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(20b) 

with R1 in equation (20a). 
Eliminating C1 in (18a) and (18d) and solving for R3 yields 

x - R ~ - (R2C2)2W~R1C3 
R3 = 2 2 

R1R2C;C3W~ 
(20c) 

while (18d) provides 

1 
(20d) 

From (17a) we obtain 

1 
~~ = ------------ (20e) 

x _ 1 

wo(~, - q:) 
The solution for Rl , R3 , C1 , C3 and ~~ has to be positive. C3 is positive 
if 

(21a) 

With equation (21a) the denominator of (20a) is positive; thus the 
numerator also has to be positive, which yields 

x2 - x( Wo + 2w~R2C2) + w~ + W~R2C2 + w~R;C; < O. 
qz qz 

This is satisfied for 

x t [2
wO + W~R2C2 - wo\/~ - 1 ;'0 + W~R2C2 + Wo '-\ - 1J· 
qz 4qz' ~qz '\j 4qz 

(21b) 

The square root in (21b) is always real since the numerator of equation 
(14a) or (15a) belongs to a passive RC-two port where qz < ! always 
holds. For the requirement ~~ ~ 0 we get from (20e) 

x > wo(L - ~) (21e) 
qz qp 
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which, with (15b), is always satisfied as long as I qz I < qp . Finally 
R3 > 0 yields 

x > R2~2 + (R2C2)2RIC3W~ . 

With Rl in equation (20a) and C3 in equation (20b) we then obtain 

2 (2 wo) 1 2 Wo X - X -- + - + -2-2 + Wo + -- < O. 
R 2C2 qz R 2C2 qzR2C2 

This is fulfilled for 

( Wo 1 ~ 1 Wo 1 /1 ) 
XI: 2+RC -Wo -2-1'2+RC +wQ'\.-2-I· qz 2 2 4qz qz 2 2 ~ 4qz 

(2Id) 

We now have to check the compatibility of the inequalities (2Ia) 
through (21d). It can be shown easily that the upper bound in (21b) 
guarantees (21a), which must no longer be considered. The inequalities 
(21b) and (2Id) have a range in common if the upper bound of (21b) 
is higher than the lower bound of (2Id) and if the lower bound of (2Ib) 
is lower than the upper bound of (21d). This is satisfied if 

R 2C2 (: [L (-21 - 1~2 - 1) , l (2
1 + 1~2 - I)J. (22a) 

Wo qz \) 4qz Wo qz \j 4qz 

Then the common range of (21b) and (2Id) is X I: (max [lower bounds 
of (21b) and (21c)], min [upper bounds of (21b) and (21d)]}. This yields 

[ Wo 2R C I 1 Wo - 1 / 1 J 
X I: -2 + Wo 2 2 - WQ'\/-2 - 1, 9 + R C + WO\ -2 - 1 

qz 'V 4qz ... qz 2 2 4qz 

l'f R C 1 2 2> -, 
Wo 

(22b) 

and 

[ 
Wo 1 I 1 Wo 2 C J 1 J 

X (: 2 + R C - WO\}4"2 - 1, 2 + WoR2 2 + wo\) 4 2 - 1 qz 2 2 qz qz qz 

The inequality (21c) may be satisfied if the upper limit of (22b) and 
(22c) respectively is larger than the limit in (21c). Thi$ yields for (22b) 

_1_ > ~.Q.. _ Wo _ WO~~2 - 1, 
R 2C2 2qz qp 4qz 

(22d) 
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and for (22c) 

(22e) 

Obviously (22a) also guarantees (22e); (22a) and (22d) are compatib1e 
if the lower bound of (22a) is lower than the bound for R2C2 in (22d). 
Again, this is always satisfied as can be easily shown. Thus we get the 
two following sets of constraints: 

Case 1. 

1 
R 2C2 > -. (23a) 

Wo 

Case 2. 

1 
R2C2 < -. (24a) 

Wo 

R 2C2 r [L (' _1 - ~~2 - 1) , 1. (_1 + ~~2 - I)J. (24b) 
Wo 2qz 4qz Wo 2qz 4qz 

x r [;0 + RIC - WO~41, - 1, ;' + w:R,C, + w'~41, - 1J. (24c) 
qz 2 2 qz. qz qz 

X > wo( 1. - 1.). (24d) 
qz qp 

Equations (20a) through (20e) and the constraints (23) and (24) 
represent the solution to the design of an FEN. For a given qp the gain 
J.L{3 should. become as small as possible. This enlarges the bandwidth 
of the amplifier and provides a more stable gain. As equation (20e) 
shows, J.L{3 becomes small if x is chosen as large as possible. 

G. lVlalek8 has written a computer program which provides solutions 
to equations (20a) through (20e) satisfying the constraints (23) and 
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(24). The user may specify the spread in the values of the resistors 
and the capacitors that can be tolerated. The program will give him 
a solution with the given spread and with a minimum value of the 
gain Jl{3. 

With G. l\1alek's program the following FENs have been designed. 
(i) Given: Wo = 5 X 104 l/second; qp = 60; tolerable spread in the 
values of the Rs and Cs is 1: 9.5; Jl{3 should be as small as possible. 
The result is 

Rl = 16.821K R2 = 50.00K R3 = 22.556K Jl{3 = 11.4 

Cl = 546pF C2 = 320pF C3 = 3010pF qz = 0.3. 

(ii) Given: Wo = 5 X 104 l/second; qp = 60; tolerable spread 1 :4.5; 
and again Jl{3 as small as possible. The result is 

Rl = 25.6K R2 = 50.0K R3 = 16.5K Jl{3 = 13.4 

Cl = 647pF C2 = 375pF C3 = 1674pF qz = 0.3. 

(iii) Given: Wo = 5 X 104 l/second; qp = 500; tolerable spread 1: 3; 
and Jl{3 as small as possible. The result is 

Rl = 41.4K R2 = 50.0K R3 = 22.5K Jl{3 = 20.16 

Cl = 413pF C2 = 370pF C3 = 1208pF qz = 0.25. 

A great variery of further solutions may be found by G. l\1alek's pro­
gram. If we would realize the three FENs with potentially symmetrical 
twin-Ts with the same spread in values, we would require a gain Jl{3 = 
133 in the first case, Jl{3 = 153 in the second, and Jl{3 = 1499 in the 
third case. Thus the gain in the new circuits is a factor of 10 to 75 
times smaller, resulting in increased bandwidth and stability. 

The deviation of qp with respect to temperature has been measured 
by G. l\1alek8

• In the temperature range of 10°C to 70°C, qp of the new 
circuit changed by 9 percent in comparison to 19.5 percent in the case 
of a potentially symmetrical twin-T. 

VI. CONCLUSIONS 

Conditions have been derived which guarantee that the transfer 
function Or the Y -matrix of a general twin-Tis of second degree in s. 
As a result, five parameters of the twin-T are at our dIsposal. Since 
this number is larger than in the commonly used approaches, more 
effective use can be made of a twin-To It has been demonstrated in the 
case of an l\1SFEN that the gain required to realize a given pole Q 
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may be reduced by a factor up to 70, while the stability of the pole 
may typically be improved by a factor of 2. The topological structure 
of the MSFEN, however, is the same as in the building blocks presently 
used. 

APPENDIX 

Given the two polynomials No(s) and NI(s) where the degree of Nl 
does not exceed that of No. We wish to find the largest common divider 
of No and NI using Euclid's algorithm.7 This algorithm is described 
below by the (a) equations, while the (b) equations are only used for 
the proof. 

We form 

(2,5a) 

or 

(2.5b) 

where the degree of N 2 is smaller than the degree of No . 
A common divider of No and N I is a zero which both have in common. 

At those zeros, No and NI vanish; thus N2 in equation (25b) also must 
vanish. So the common zero is also contained in N I and N 2 • Thus we 
continue by 

(26a) 

or 

(26b) 

With the same reasoning as before, the common zero is contained in 
N 2 and N 3 where the degree of N 3 is smaller than the degree of N 1 

Continuing in the same manner we get 

(27a) 

or 

(27b) 

If Nv+1(s) == 0 then N v is the largest common divider. This can be 
seen, considering that N v - 1 and N v have the same common divider 
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as No and NI . For NV+I == 0 we get from (27b) 

(28) 

which shows that the largest divider N v is also contained in N v - I • 

If we want the common divider to be of the first degree in S then we 
continue dividing as above until an Nv(s) of the first degree and a rest 
of zero degree remains. Now we put the rest Nv+I(s) == 0 from which 
we derive the one condition for a common factor of the first degree 
in No and NI . 

We apply this technique to T(s) in equation (2), where 

No(s) = as3 + (b + d)i + (c + e)s + 1, 

NI(s) = as
3 + bi + cs + l. 

We ask for the one condition for which a common divider of the first 
degree occurs. Applying the algorithm, we get 

Step 1: N2 = +(ds
2 + es) = +dS(S + 5)' 

Step 2: 

At this point we may use a shortcut, which is always possible and which 
saves a considerable amount of time. We are to find the common divider 
of N2 and N3 . Since N2 is of the second degree we may factor it as 
shown above. One of the roots of the first order must be the common 
divider; ds cannot be a root of N 3(s), thus 

e 
D(s) = s + -

d 
(29) 

must be the divider we are after. Dividing N3 by s + e/d we get the 
following rest which we set equal to zero 

(30) 

Equation (6) is the constraint guaranteeing that D(s) is the common 
divider of No(s) and NI(s). Dividing No(s) and NI(s) by D(s) and 
considering (30) we get 

(s + 5)( ai + (b + d - ~a)s + ~) , 

(s + 5)( ai + (b - ~ a)s + ~) , 

(31a) 

(31b) 
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and 
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