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n -SILICON 

Fig. 2-Simple three-phase charge-coupled device. 

propagation in the reverse direction. This can be achieved, for example, 
by arranging a periodic alteration in the channel threshold voltage­
such as by using two different oxide thicknesses, or two different doping 
levels at the surface.10 Such devices will be described in the next section. 

III. FABRICATION CONSIDERATIONS 

3.1 IGFET Bucket Brigade 

3.1.1 Description 

The basic steps required for fabrication of an IGFET bucket-brigade 
shift register (two-phase) using conventional diffusion and metallization 
technology are listed in Table I and illustrated by the cutaway VIew 

TABLE I-Two TYPES OF BUCKET-BRIGADE FABRICATION 

Bucket-Brigade Elements Conventional 
(Regenerator Elements) Processing Refractory Gate Processing 

1. Field Oxide (""' 1 J.Lm) Oxidation Oxidation 
Photo masking Photo masking 
Etching Etching 

2. Diffused Islands PhotomaSkingJ 
(Sources and Drains) Etching -

Diffusion 
3. Gate Insulation Oxidation Oxidation 

CVD Insulator CVD Insulator (Optional) 
4. Refractory Metallization No Deposition from Chemical Vapor 

Deposition of Insulator 
Photo masking 

5. Refractory Gate Defi- No Etching 
nition (Gates) Diffusion (Ion Implantation 

Optional) 
6. Sealing Insulation No --Sputtered or CVD Insulator 
7. Contact Holes Photo masking Photo masking 

8. Metallization 
Etching 
Evaporation 

Etching 
Evaporation 

Photomasking Photo masking 
Plating (Optional) Plating (Optional) 
Etching Etching 
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in Fig. 3. An experimental register chip fabricated this way is shown 
in Fig. 4.9 There are no critical steps or photolithography tolerances 
beyond those normally encountered in IGFET processing. Apart from 
input and output, the operation of the register is self-compensating 
for variations in IGFET threshold,9 and since somewhat heavier 
channel doping than for most IGFET applications will normally be 
used, the register should have less stringent requirements on stability, 
interface state density, and reproducibility than other IGFET circuits. 

For comparison to CCD registers, it is also of interest to examine 
the fabrication of an IGFET bucket-brigade shift register assuming 
that a refractory gate (either silicon or refractory metal) technology 
is available. The basic fabrication steps in this case are also listed in 
Table I assuming silicon gates as a specific example, and they can be 
followed by referring to the cutaway view in Fig. 5. Even though 
bucket-brigade registers can be fabricated without a two-level metal­
lization, the fabricational advantages of such a technology should be 
emphasized at this point. First, a self-aligned gate is achieved so that 
undesirable capacitance from one gate to the preceding p-island is 
minimized without a critical alignment step; second, the p-islands 
are also self-aligned with respect to the thin oxide; third, a second level 
of metallization is available for associated circuitry on the chip; and 
finally, these advantages are all achieved with, at most, an increase of 
only one mask, depending on the particular fabrication scheme. 

IGFET BUCKET-BRIGADE SHIFT REGISTER 
(STANDARD METALLIZATION) 

METAL CLOCK LINES 

'" --------------------------------------\~-------------
\ \ 

Fig. 3-Cutaway view of integrated bucket-brigade register-standard metallization. 



Fig. 4-Photograph of experimental bucket-brigade register chip showing an 8-bit string and a 31-bit string. Metal clock 
lines are approximately 3 mils wide. 
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IGFET BUCKET-BRIGADE SHIFT REGISTER 
(USING SILICON GATE) 

_ METAL CLOCK LINES 
-/ 

Fig. 5-Cutaway view of integrated bucket-brigade register-silicon gate technology. 

3.1.2 Shift Register Size and Tolerance Limitations 

In the shift register fabrication which we have described, we have 
restricted ourselves to the basic processing steps and ignored the extra 
steps associated with channel-stop diffusions, second insulator depo­
sition, and beam-lead processing which may be necessary for any 
particular application. These have not been included because of the 
large number of alternatives available to the designer. Similarly, we 
have not discussed input, regeneration, and output circuitry and their 
compatibility with the register, including any restriction they may 
place on the geometry, operating voltages, and minimum charge that 
must be transferred (i.e., minimum size of the shift register). For 
these reasons, an estimate of the minimum area per bit in the register 
obtained only from the basic processing steps restricted by photo­
lithographic tolerances will be somewhat optimistic. Nevertheless, 
such an estimate does provide a basis for comparison of similar shift 
register schemes, and it is some measure of processing simplicity. 

In this paper we shall estimate the minimum shift register area by 
arbitrarily assuming the following tolerances in the device fabrication: 
minimum metallization etching tolerance, 10 ,urn; mask realignment 
tolerance, 4 ,urn; and minimum oxide etching tolerance, 7.5 ,urn. Under 
these restrictions, an IGFET bucket-brigade register fabricated using 
standard metallization according to Table I must have a length per 
bit (along the direction of charge transfer) which corresponds to two 
p-islands and two IGFET gates. The gates can be 7.5 ,urn long, but 
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the p-islands must be large enough to allow a 4 j.£m metal overlap with 
the preceding metal gate, 10 j.£m metallization spacing, and at least 
18 j.£m for the intentional overlap capacitance. This last figure is derived 
from the requirement that the desired overlap must exceed the un­
avoidable overlap with the previous p-island even under worst case 
misalignment. Hence, the minimum bit length for such a shift register 
is 79 ,um. The width of each bit must include p-regions of at least 
15.5 j.£ffi, 8 j.£m due to mask realignment, and 7.5 j.£m for the oxide etch 
tolerance, plus an additional 7.5 j.£m for spacing between adjacent 
shift register strings. Hence, the minimum bit width is 23 j.£m and the 
minimum bit area is 1.8 X 103 square micrometers (2.8 mils2

). 

If we now assume the register is to be fabricated using refractory 
gate technology according to Table I and Fig. 5, the minimum length 
per bit will include two 10 j.£m self-aligned gates, and two p-islands, 
each of which must include 4 j.£m for spacing bet\veen the metallization 
and the silicon gate and a minimum of 10 j.£m for p-island overlap 
capacitance. This gives a total bit length of 48 j.£m. The minimum 
width per bit, however, is not as easily calculated when using refractory 
gates since it is determined by the nature of the signal flow in a shift 
register array. Figure 6 illustrates two principal types of signal flow­
parallel and serpentine. In parallel flow, the signal in every string moves 
in the same direction as might be useful, for example, in a multichannel 
or multiplexed register or in an imaging device. The serpentine signal 
flow is that type of flow which will be most prevalent in digital cir­
culating memory applications. Here, the signal reverses itself from 
left to right as it goes through the array (Fig. 4). For parallel flow, 
the minimum bit width will be simply two oxide etch tolerances 15 j.£m, 

PARALLEL FLOW 

SERPENTINE FLOW 

Fig. 6-IIlustration of shift register layout for serpentine or parallel signal flow. 
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one for the p-island and one for the spacing to the next string. Hence, 
the minimum bit area will be 0.72 X 103 square micrometers (1.1 mils2

). 

However, for serpentine flow the refractory gate lines and metal lines 
must crisscross from string to string and additional area will be required. 
For example, even if the gate length is increased from 10 /Lm to 14/Lm, 
photolithographic tolerances can only be maintained using a p-island 
width of 7.5 /Lm as before but increasing the spacing between strings 
to 10 /Lm. Under these conditions the minimum bit length will be 
56 /Lm and minimum bit width will be 17.5 /Lm for a minimum bit 
area of 0.98 X 103 square microns (1.5 mils2

). An illustration of the 
layouts for two-phase arrays for both serpentine and parallel flow 
using refractory gates is shown in Fig. 7. 

3.2 Charge-Coupled Device 

3.2.1 Description 

While the conceptual charge-coupled device, a series of MOS ca­
pacitors, would appear from its elegant simplicity to be easy to fabricate, 
there are a number of complicating factors which alter this conclusion. 
First, for digital applications, it is virtually a necessity to include 
diffused regions and associated contact holes either for the input, 
output, and regeneration, or because of the polyphase clock require­
ment. The eight-bit register of Tompsett, Amelio, and Smithll is 
representative of this simplest class of device, fabricated using con­
ventional metallization techniques. Because it is a three-phase register, 
it has been necessary to provide diffused crossunders at the expense 
of area and complexity. This fabrication approach is also limited 
because the thin channel oxide is exposed, thus making the device 
performance prone to gross alterations of its operating characteristics 
when ionic contamination reaches this sensitive surface. The simple 
expedient of subsequent passivating insulator deposition over the 
device may reduce the device performance instabilities, but in many 
cases this will not be a satisfactory solution. Even if the instability 
were eliminated, experimental and theoretical studies12 indicate that 
while CCD operation is possible with wide gaps between metal plates, 
best operation, particularly with p-channel, is normally achieved when 
the gaps are smaller than approximately three micrometers, a spacing 
smaller than the allowable photolithographic tolerances that we have 
assumed. 

In the long run the best fabrication procedure will probably involve 
the use of two levels of metallization such as that available from re-
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Fig. 7-Layout for serpentine and parallel flow arrays assuming a two-level metal 
technology for a bucket brigade. 

fractory gate technology since the problem of the spacing between 
adjacent plates can be solved without requiring more stringent photo­
lithographic tolerances. Within this context, it is natural to make 
two-phase or four-phase 13 rather than three-phase devices primarily 
because of the difficulty in laying out serpentine signal flow in three­
phase. Four-phase CCD's may have some performance advantages 
and be more versatile, while two-phase registers may be smaller and 
easier to layout in arrays. In this article we restrict ourselves to CCD's 
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made using two-level metallization and we ignore schemes for fabri­
cating CCD's using conventional metallization. Figure 8 is a sectional 
drawing of a multilevel CCD. It is clear that the problems associated 
with the gaps between adjacent capacitor plates has been eliminated 
because the gaps are reduced to the oxide thickness; further, the channel 
is entirely sealed by metallization to prevent ionic contamination of 
the oxide. For two-phase operation, directionality may be incorporated 
in the half-bits by providing two levels of oxide thickness, or by dif­
ferential surface doping. 1o 

Conventional CCD operation will be most efficient when the silicon 
substrate doping is relatively light. This is in contrast to the relatively 
heavy channel doping required for the IGFET bucket-brigade register. 
As a result, it may be necessary to provide channel-stop doping to 
inhibit the inversion of the surface outside the CCD channel. 

3.2.2 Shift Register Size and Tolerance Limitations 

For comparison with Fig. 7, arrays with serpentine and parallel 
layouts of two- or four-phase CCD's using refractory gate technology 
according to Table II are shown in Fig. 9. An estimate of minimum 
bit size will be obtained only for these registers for comparison to the 
IGFET bucket-brigade registers. 

Applying the same fabrication tolerances as previously described, 
the minimum length per bit must include four metallization tolerances 

CHARGE COUPLED DEVICE- FOUR PHASE 
(USING SILICON GATE) 

_ -;;.METAL CLOCK LINES 

Fig. 8-Sectional drawing of a multilevel charge-coupled device. 
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TABLE II-REFRACTORY GATE PROCESSING OF 
CHARGE-COUPLED DEVICES 

CCD Elements 
(Regenerator Elements) 

1. Field Oxide 

2. Gate Insulation 

3. Refractory Metallization 

4. Input and Output Diffusions 
(Sources and Drains) 

5. Refractory CCD Plates Definition 
(Gates) 

6. Sealing Insulation 

7. Contact Holes 

8. Metallization 

Oxidation 
Photo masking 
Etching 
Oxidation 

Processing 

CVD Insulators (Optional) 
Deposition from Chemical Vapor 
Deposition of Insulator 
Photo masking 
Etching 
Diffusion (Ion Implantation Optional) 
Photo masking 
Etching 
Oxidation 
CVD Insulator Optional 
Photomasking 
Etching 
Evaporation 
Photo masking 
Plating (Optional) 
Etching 
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for a total of 40 .um. However, because of the overlap requirement 
between the two metallization levels, the refractory metallization 
must be increased by two realignment tolerances per half-bit, or a 
total of 16 .um. For two-phase operation, then, the minimum bit length 
will be 56 .um, and for four-phase operation where the plates would 
usually be the same size, the minimum bit length will be 72 .um. For 
parallel strings, the minimum bit width will be the same as for the 
IGFET bucket-brigade register, 15 .um. Hence, the minimum bit area 
of a CCD will be 0.84 X 103 square microns (1.3 mils2

) and 1.08 X 103 

square microns (1.7 mils2
) for two- and four-phase operation respectively. 

For serpentine arrays, there again must be an increase in area per bit 
because of the crisscrossing of the two metallization levels. While there 
are several compromises available, for comparison wIth the bucket­
brigade register we will increase the minimum length per bit on the 
CCD to allow the same minimum width of 17.5 .um for the serpentine 
array. This requires an increase in bit length to 76 .um for the two­
phase register and 92 .um for the four-phase register. Hence, for ser­
pentine signal flow the minimum CCD bit area will be 1.33 X 103 

square microns (2.0 mils2
) and 1.61 X 103 square microns (2.5 mils2

) 

for two- and four-phase operation respectively. 
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Fig. 9-Layout for serpentine and parallel flow arrays assuming a two-level metal 
technology for charge-coupled devices. 

3.3 Regeneration and Output Circuitry 

When a shift register is to be used for digital applications, periodic 
regeneration of the pulses will be required. This will be the case even 
if the shift register has a perfect transfer characteristic because of 
generation currents in the reverse-biased p-islands of the IGFET 
bucket-brigade register or in the depletion layers of the CCD. Re­
generation of the pulse train can, in principle, be accomplished off the 
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chip if a sufficiently low leakage current and high transfer efficiency 
can be achieved so that hundreds of bits can be allowed before re­
generation. However, in general the charge transferred in a register 
is SO' small that some' amplification and output circuitry is always 
required on the chip in order to obtain usable impedance and signal 
levels off the chip. Since the processing steps necessary for regeneration 
are the same as those required for this amplification and output circuitry, 
there will often be no fabricational advantage to attempting regeneration 
off the chip. If this is the case, the extra area required to put regenerators 
every 10 bits, for example, rather than every 100 bits may be negligible 
when considered together with the improved margins and less severe 
performance requirements that accompany more closely spaced re­
generators. Depending on the complexity of the regenerator, some 
compromise spacing will be found, and it will probably be or'the order 
oi5 to 50 bits. 

Since for digital applications some output circuitry will always be 
required on the chip 'and regenerators may be required every 5 to 50 
bits, the compatibility between the extra circuitry and the basic shift 
register properties and fabrication requirements may become rather 
important. For example, because of the shift register simplicity, the 
fabrication steps required for the basic register may be a subset of 
the steps required for the output and regeneration circuitry. In this 
case, the fabrication complexity of the output and regeneration circuitry 
would determine the fabrication complexity of the register chip. 
Similarly, the speed of the regenerator or output circuit may be the 
important limitation to the speed of the register operation, and the 
minimum signal required to drive the regenerator or output circuitry 
may provide a more important limitation to the size of the register 
than photolithography tolerances. In this way, it is possible that the 
output and regeneration circuitry could provide important factors 
in determining many of the fabricational and operational limitations 
of charge-transfer shift registers. 

IV. SHIFT REGISTER PERFORMANCE 

The performance of both the bucket brigade and the charge-coupled 
device as shift registers must be described in terms of two rather different 
but interrelated properties, signal transmission and drive requirements. 
It will be shown that the signal degradation properties of these registers 
depend very strongly on signal amplitude, and as a consequence, device 
performance is invariably enhanced if information is represented by 
rather large quantities of charge and by assuming that all cells are 
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never totally devoid of charge during operation. The charge-carrying 
ability of a register is roughly proportional to the drive voltage. On 
the other hand, the drive power increases with the drive voltage. 
Hence, . there will always be a close link between signal transmission 
characteristics and drive power. 

While the practical limitations to overall performance of a register 
may· often be determined by the input, regeneration, and output 
circuitry, the inherent limitations of the register itself are of great 
importance. These must arise from the characteristics of the step-by­
step charge transfer operation within the register. In each step the 
charge is moved forward by one element, but invariably some of the 
charge lags behind. This effect will always provide a limit to the number 
of bits· in a register before unacceptable signal degradation occurs. 
The less time available for charge transfer, as at increased clock fre­
quencies, the more charge is left behind in each transfer. Ultimately 
this will result in a high-frequency limitation to shift register operation 
for any given number of bits. . 

At low frequencies, another limitation arises. Generation centers 
in the depleted regions of the semiconductor and states at the interface 
give rise to thermal generation currents; and these tend to fill the 
potential wells which have been intentionally left partially empty. 
This provides a general shift to higher charge levels in all bits and will 
eventually lead to unacceptable. signal. degradation as the register 
begins to be overloaded. Depending on the temperature of operation, 
generation currents will thus impose a low frequency limit for operation. 

To simplify the discussion which follows, the important charge 
transfer and drive characteristics of the bucket brigade and charge­
coupled device will be discussed separately but in a parallel fashion. 
Then those general· characteristics which are common to . the two 
registers, such as lmv-frequency limitations and waveform and signal 
level effects, will be described: The discussion of signal transmission 
characteristics of charge transfer shift registers, however, is complicated 
not only by the fact that the signal degradation is extremely nonlinear 
but also by the fact that the amouritof degradation depends on the 
natur~ of the signal;14 i.e., in a digital context it depends on the bit 
sequence. This means that the exact relationship between the per­
formance of a given shift register and the charge transfer characteristics 
of each· stage is very complex. One approach to simplifying this problem 
is to linearize the· transfer characteristics by making a· small-signal 
approximation. 14 In this wayan estimate of the dependence of shift 
register performance on the nature of the signal can be made in terrris 
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of an incomplete transfer parameter characteristic of each stage of 
charge transfer. 14

•
15 Another approach is to assume a worst case situa­

tion, a signal which is an alternating series of ONE's and ZERO's, 
and assume the fractional signal degradation of all stages in the register 
is the same as that of the first stage. 16 In this way the nonlinearity 
of the incomplete transfer can be illustrated by varying the magnitudes 
of the ONE and the ZERO. Both approaches will be used here, but 
it should be emphasized that both are approximations and are intended 
only to give an indication of the limitations of charge transfer shift 
registers. 

In the paragraphs that follow, for convenience, the particular devices 
analyzed theoretically will be those cited as the minimum size devices 
in the previous section; and they both assume the same design rules 
and a two-level metallization technology. Because the field of charge­
transfer devices is still evolving, some of the theoretical expressions 
represent approximations which are in the process of being refined. 
Consequently, the estimated performance represents, in each case, 
the application of the best theoretical work currently in hand. These 
best estimates will be subject to further refinement both by improved 
analysis and subsequent experimental work. 

4.1 Bucket-Brigade Performance 

4.1.1 Transfer Characteristics 

I t is possible to consider the operation of the bucket brigade as a 
sequence of capacitor discharges, where the discharging current path 
is an insulated gate field effect transistor with finite nonlinear trans­
conductance, and the current sink is another identical capacitor C. 
Using this approach, Berglund and Boll have determined the charge 
Qr left behind in the course of a single transfer, assuming a square­
wave drive. 9 The result is an algebraic function of the signal level and 
transfer time t: 

Vr = 1 
Vi 1 + KVit' 

(1) 

where Vi is the voltage associated with the initial charge Qi stored 
in the capacitor C, Vr is the voltage associated with Qr , Qr/C, and K 
is a normalizing factor which is a function of device parameters and 
capacitance C. The behavior of Vr for two specific signal levels, Vi of 
2 volts and 10 volts, is shown in Fig. 10 where time has been arbitrarily 
normalized in units of K- 1

• Note that for times beyond t' = 1, the 
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Fig. IO-Charge remaining on a bucket-brigade capacitor versus normalized time 
for two initial values of charge. 

amount of charge remaining, Vr , becomes relatively independent of 
the initial charge. For this reason signal degradation should be reduced 
by assuring that relatively large quantities of charge are always trans­
ferring through the register.9 

This effect can be made more evident by defining a large signal 
digital degradation factor r. This is the fractional change in the dif­
ference between an adjacent ONE and ZERO in a sequence of alternating 
ONE's and ZERO's on transferring through the first stage of a shift 
register. 

(2) 

The factor 2 comes from the fact that the charge lost by a ONE is 
added to the ZERO, and the p, representing the number of phases 
in the register, is the number of charge transfers per stage. Figure 11 
shows the variation of r with the ratio QolQl for a register with the 
previously described minimum dimensions operating at 10 MHz. The 
abscissa is the ratio of the amplitude of a ZERO to that of a ONE, 
keeping the ONE constant at 5 volts, and curves are presented for 
n-channel (mobility, J..t = 500 cm2 IV-sec) and p-channel (J..t = 150 
cm2 IV-sec) devices. Three points are evident from this plot. First is 
the advantage gained by having the higher mobility of n-channel 
devices (at large values of Qo , r varies approximately as J..t-

2
); second 
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Fig. ll-Variation of signal degradation with size of the ZERO in a bucket brigade. 

is the steady diminution of r with increasing size of the ZERO; third 
is the tendency for r to decrease less rapidly as the size of the ZERO 
Increases. 

Several other features of charge transfer in bucket-brigade shift 
registers can be conveniently illustrated by using the small-signal 
incomplete transfer parameter a defined by Berglund. 14 

(3) 

This is the differential charge left behind after a single transfer due to 
a differential change in the charge being transferred. Thornber17 has 
proposed that since a is usually quite small, the various contributions 
to incomplete transfer can be described by writing 

(4) 

In this expression, Xi might be anyone of the parameters associated 
with the transfer, like the times of initiation and completion of transfer 
or the channel length, which had been assumed constant in calculating 
Qr but which in fact depends somewhat on Qi . 
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The first term in equation (4) is the intrinsic term ai and has been 
analyzed by Berglund and Boll9 for square-wave clock drive and by 
Thornber17 for arbitrary clock waveform. Thornber concludes that 
this term can be. made exponentially small with respect to the sum of 
the terms in equation (4) provided that the quantity (Gfc/ A Va) is 
much smaller than unity. In this expression, e is the capacitance in 
which the signal charge is stored (typically it will consist primarily 
of the metal gate overlap with the p-islands, but it will also include 
the effects of gate-to-channel capacitance and the p-island-to-substrate 
capacitance), f c is the clock frequency, Va can be considered to a first 
approximation to be the voltage associated with the average signal 
charge Qa(Qa rv eVa), and A is the parameter which relates drain 
current I D to source-gate voltage V SG in an ideal IGFET through 

(5) 

where V T is the IGFET threshold voltage. Figure 12 illustrates the 
clock frequency dependence of the intrinsic contribution to incomplete 
transfer, ai , by the dashed lines as calculated by Thornber for the 
specific case of sine-wave drive. In this calculation the previously 
described minimum dimensions and a signal voltage Va of 5 volts have 
been assumed. Note that this contribution to the total a represented 
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by the solid lines is modest even to frequencies as high as 50 MHz, 
and decreases exponentially as the frequency decreases. 

In the previous discussion, it was pointed out that ai varies expo­
nentially with the quantity Glcl A Va . In all other analyses performed 
to date on incomplete transfer including that leading to Fig. 10, the 
clock frequency always appears in the product Glc! AV where the 
voltage V is a voltage associated with the signal or drive level, or some 
combination of the two. Since the signal and the drive voltages are 
typically within a factor of two, it is useful to define the quantity 
G I AVa as the characteristic bucket-brigade time constant TB • Also, 
since A Va is the IGFET transconductance at a source-gate bias of 
V a /2, TB is the time constant for charging the capacitor C through 
the IGFET transconductance at source-gate bias V a /2. Alternately, 
for comparison to charge-coupled devices, TB can be written in terms 
of geometrical and materials properties as 

LGLo 
TB =-V ' 

J.L a 

(6) 

where J.L is the field effect mobility, LG is the channel length, and La 
is the effective gate overlap length defined as that required to make 
the overlap oxide capacitance equal to G. Because of the contributions 
of gate and p-island capacitances, La will always be somewhat larger 
than the actual overlap. 

As ai decreases with decreasing clock frequencies, other contributions 
to a begin to dominate. One of the most important terms in equation 
(4) has been found to be that associated with the IGFET dynamic 
drain conductance.9 

,17 Since the transfer characteristic is dependent 
not only on the source-to-gate voltage but also weakly on the drain 
voltage, and since the drain voltage depends on the charge transferred, 
nonzero dynamic drain conductance introduces an additional de­
pendence of Qr on Qi . Assuming that this effect is entirely due to 
channel length modulation, Thornber has calculated this contribution 
to a, aD , for sinusoidal clock waveform, and his results can be sum­
sumarized by the approximate expression 

(7) 

where LG is the channel length in microns, Va is the signal voltage 
in volts, and Nc is the channel doping density in units of 1016 cm-3

• 

This contribution has been included in Fig. 12 to yield the solid curves 
assuming Nc equal to 1016 cm -3. 
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It should be noted that if the actual dependence of TB on La is in­
cluded in equation (7), there is an optimum channel-length-to-overlap­
length ratio which minimizes aD . Depending on channel doping, this 
minimum is rather broad and is centered approximately near La equal 
to the actual overlap length. The minimum value of aD decreases as 
La decreases. 

Interface states in the channel region also make a contribution to a. 

However, they typically add less than 0.1 percent even when the i~ter­
face state density is in the 1011 states/cm2-eV range and non optimum 
clock waveforms are assumed. For this reason and because interface state 
effects will be described in detail in the section on charge-coupled 
devices, no additional discussion will be included here. 

While experimental data on bucket-brigade registers is relatively 
sparse, most of the qualitative features of incomplete transfer described 
above have been experimentally observed. The large signal effects 
illustrated in Fig. 11 have been demonstrated using a register con­
structed from discrete components, and experimental data from inte­
grated registers in the 1 to 10 l\1Hz range have verified the frequency, 
clock waveform, and voltage magnitude effects predicted in the discus­
sion of equation (4). Figure 13 shows measured values of a as a function 
of clock frequency for a register using a distorted trapezoidal wave­
form. Also included for comparison are theoretical curves for the 
dimensions and device parameters used assuming sine and ideal trape­
zoidal clock waveforms. Over the measured frequency range, the channel 
length modulation effect dominates a and can be seen to explain both 
the approximate magnitudes and the frequency dependence of the 
data. Additional measurements on registers in which the channel 
doping was intentionally increased have verified that aD is the major 
contribution to a under most conditions. By such a technique it appears 
that values of a smaller than 10-3 at 1 MHz can be achieved. Figure 14 
shows the measured dependence of a at 1 MHz on the amplitude of 
the clock waveform for a signal level chosen to give optimum results. 
The main features of the experimental data are quite accurately re­
produced; namely, the rapid increase in a at the smaller clock voltages 
as the intrinsic contribution to a becomes important, and the tendency 
for the measured a to saturate at higher clock voltages as the dynamic 
drain conductance term dominates. While the data indicate that shift 
register operation at frequencies up to and exceeding 10 MHz with a 
less than 0.01 should be easily attainable, it is possible that other 
terms in equation (4) not considered here may become important as 
the frequency increases. For this reason no estimate of the ultimate 
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Fig. 13-Comparison of experimental and theoretical incomplete transfer param­
eter as a function of clock frequency for a bucket brigade. 

high-frequency limit for IGFET bucket-brigade operation is available. 

4.1.2 Drive Characteristics 

The drive characteristics of a bucket-brigade register must include 
the voltage and current requirements on the clock power supply and 
the power dissipated on the chip. These characteristics are all clock 
waveform dependent, and hence difficult to describe exactly for the 
general case. However, clock power supply requirements of major 
interest are the peak values of current and voltage rather than the 
detailed time dependences, and these peak values as well as the power 
dissipated on the chip can be estimated in a relatively simple way. 
The clock waveform effects will be discussed in a separate section. 

The minimum voltage levels required by the IGFET bucket-brigade 
shift register and the relationship between these voltages and the 
maximum charge that can be transferred have been briefly discussed 
by Berglund and Boll.9 The values are best illustrated by assuming 
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that we are dealing with a p-channel register and that the capacitance 
C is entirely made up of oxide overlap capacitance. Then if Vn and V p 

are the most negative and most positive values of clock voltage re­
spectively, each p-island in the register under the no charge transfer 
condition will vary in potential from a most positive value of Vn - V T 

toa most negative value of 2Vn - V p - V T where V T is the IGFET 
threshold voltage. Since each p-island must always be negatively 
biased, Vn must at least be sufficiently negative that Vn - V T is a 
negative voltage. This condition defines the minimum allowable negative 
excursion of the clock voltage. Also, since the maximum charge that 
can be transferred is QM = C(Vp - V n ), and since the register per­
formance has been shown to be very sensitive to the magnitude of 
charge transferred, the minimum difference between V p and Vn can be 
defined given the performance requirements of the register. Hence, 
the most positive and most negative values of the clock voltage for 
any application are rather simply defined by the IGFET threshold 
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voltage under operating conditions and the desired register char­
acteristics. Because of back gate bias, it should be noted that the 
IGFET threshold voltage will be different from that when source is 
shorted to the substrate. 

The peak current that will flow in a clock line will consist of two 
contributions. One term will be due to the substrate capacitive loading 
on the clock lines and will include the displacement current to the 
substrate through this capacitance. Generally, registers will be designed 
to minimize this capacitive loading such that this term will be negligible. 
The other term will be the current which flows from one clock line to 
the other due to the charge transfer itself. Its value will depend on the 
quantity of charge being transferred in each bit. In any given charge 
transfer event the peak value of this current will typically occur ap­
proximately TB after initiation of charge transfer where TB is given by 
equation (6), and at this time the peak current contributed by that 
bit of the register will be given approximately by 

I = C dVee 
P dt' (8) 

where Vee is the voltage between clock lines. The peak current required 
from the clock power supply will be given by equation (8) multiplied 
by the number of bits in the register. Figure 15 illustrates the values 
of I p per bit assuming sinusoidal clock voltages of 10 volts peak-to-peak 
for a register fabricated with the previously defined minimum dimen· 
SlOns. 

1O-4 r-----------------------., 

107~ ______ _L _______ ~ ___ ~ 

0.1 1.0 10.0 
CLOCK FREQUENCY fc IN MHz 

Fig. 15-Theoretical peak clock current required per bit as a function of clock 
frequency for a bucket brigade. 
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The average power dissipation on the chip, like the peak current 
and voltage requirements on the clock supply, is dependent on clock 
waveform. However, a relatively simple expression can be derived 
in which the detailed dependence on clock waveform can be lumped 
into one term. This term will often be negligible under practical operating 
conditions. 

Assuming series resistance of the substrate is negligible, the major 
power loss on the chip is associated with charge transfer from one 
capacitor C to the next. Suppose that the capacitance C is entirely 
due to the oxide overlap capacitance and that a periodic clock voltage 
Vc(t) with peak-to-peak magnitude V pp is applied to the two clock lines, 
one delayed one-half a clock period with respect to the other. Then 
during transfer the source-to-drain voltage magnitude is given by 

(9) 

where Q is the instantaneous charge remaining on the source capacitance 
and Qa is the total charge to be transferred. The power dissipation 
per bit, P D1SS , is given by the energy loss per cycle multiplied by the 
number of transfers per clock period and by the clock frequency f c • 

l Oa [ 2Q QaJ P mss = 2fc a 2Vc(t) + C - C dQ 

l
Oa 

= 2fc a 2Vc(t) dQ. (10) 

From equation (5), Vc(t) is related to Q by 

dQ [ QJ2 I = di = A 2 V c( t) - V pp + C . (11) 

Hence, from equations (10) and (11) 

[ 
Q~ loa II ] Pm ss = 2fc VppQa - 2C + a '\jA dQ . (12) 

The last integral in equation (12) is the only term dependent on the 
details of the clock waveform, and can he recognized as the integral 
over a clock period of the IGFET source-gate voltage above threshold. 
Defining this integral as VavQa where Vav is some average source-gate 
voltage above threshold during transfer of Qa , equation (12) becomes 

Pmss = 2Q,f,[ V,. + V .. - ~l (13) 

Note that Vav will tend to zero in the limit of low frequencies and will 
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probably never be comparable to Vpp in normal operation. For this 
reason, depending on the clock waveform, Vav can probably be neglected 
compared to Vpp in order to obtain estimates of P D1SS • This means 
that a first-order estimate of power dissipation in a two-phase bucket­
brigade register is independent of the details of the clock waveform 
but dependent only on Qa , fc , and the peak-to-peak clock voltage Vpp • 

Figure 16 illustrates the 1-1VIHz power dissipation per bit as a function 
of charge being transferred, assuming the previously defined minimum 
dimensions. While the previous discussion has centered on the power 
dissipated on the substrate of the charge transfer shift register, the 
driving supply must provide the current (e.g., Fig. 15) necessary to 
both move the charge, and establish the pattern of stored energy 
associated with the new charge distribution. Figure 16 has been prepared 
assuming an ideal sine wave voltage driver, so the power to move the 
charge is the real power, while the modifications of stored energy can 
be considered to be reflected in the reactive power. The reactive power 
is simply the product of the sine wave clock voltage and the quadrature 
Fourier component of the current. Both power components rise with 
increasing charge, and the real power starts linearly from zero, while 
the reactive power is fairly large for zero charge because of the ca­
pacitative loading of the substrate (assumed to be doped to 1016 carriers/ 
cm3

). This component can be lowered by using nonuniform doping 
profiles. The total power (since this is a sine wave analysis) is the 
phasor sum of the real and reactive powers. 
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Figure 17 shows the frequency dependence of the total power dissipa­
tion for a bucket brigade loaded to approximately half its absolute 
maximum value. This figure also illustrates the fact that the drive 
power varies roughly as the square of the drive voltage. At higher 
frequencies, the drive power will tend to rise more rapidly than linearly, 
because the importance of Vav increases when more charge is left behind. 

4.2 Charge-Coupled Device Performance 

4.2.1 Transfer Characteristics 

Difficult as the analysis of a bucket brigade is, the charge-coupled 
device presents even more formidable difficulties. In the general case, 
charge motion in CCD's is governed by a nonlinear relative of the 
diffusion equation, with driving forces coming from external fields, 
electrostatic repulsion of the mobile charges, and density gradients. 
Numerical solutions of this equation have been obtained in specific 
cases, but in the absence of general solutions, many approximations 
have been employed to reach reasonable estimates of CCD performance. 

In charge-coupled devices with relatively large plates, there is 
negligible penetration of fringing fields under the plates, and the charge 
transport is governed by this approximate equation:16 

aq = t!:. (aq)2 + (!L + kT) a2
f{ 

at C ax J.l C e ax2
' 
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Fig. 17-Theoretical power dissipation per bit versus clock frequency for a bucket 
brigade. 
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where q is the mobile surface charge density, n is the surface mobility, 
C is the capacitance per unit area, approximately equal to. the oxide 
capacitance Eo/O, but modified by space charge repulsion and depletion 
layer loading. The other symbols have their usual meanings. The 
assumption of negligible fringing fields is analogous to the "gradual 
channel" approximation in IGFET theory. 

In solving this problem,. it is found that time scales naturally against 
To defined as 

(15) 

where Lp is the length of a CCD plate an,d 1'0 is arbitrarily taken to 
be one volt. Also, the total charge is most readily described by a voltage 
1'a = f q dx/CL. The results16 of a numerical solution of equation (14), 
presented as the amount of charge remaining under the plate as a 
function of time normalized to To, in analogy to the similar calculation 
[equation (1) and Fig. 10] for bucket brigade, appear in Fig. 18. Note 
that for normalized times exceeding one, the charge quickly becomes 
independent of the initial charge. While time in Fig. 18 is normalized 
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to To as defined by equation (15), it is useful to also define a characteristic 
time for the CCD Tc = L2/p.Va for direct comparison to the bucket 
brigade TB in equation (6). As long as Va is much greater than kT Ie, 
it is found that the transport as determined by solving equation (14) 
scales with Tc in much the same way that bucket-brigade transport 

I . h 'rl sca es WIt TB'. " 

In Fig. 18 the advantage of a "fat" ZERO in digital charge-coupled 
devices is strongly suggested,18 and it becomes clearer in Fig. 19. The 
large-signal digital degradation factor r is shown for a 5-volt ONE 
at 10 MHz, again in analogy with the bucket-brigade results (Fig. 11), 
with the ZERO varying from completely empty to nearly equal to 
the ONE. Equation (2) has been applied to the specific four-phase 
charge-coupled device described earlier, with four 18-p.m plates formed 
by two levels of metallization. While the loss drops to the order of one 
percent in n-channel devices, the p-channel devices have a much higher 
percentage of loss at this operating frequency. 

The loss associated with the finite rate of charge transport, illustrated 
by the calculated curves in Figs. 18 and 19, is similar to the intrinsic 
contribution to the incomplete transfer parameter, (Xi , in bucket 
brigade. As is the case with the bucket-brigade register, this effect 
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becomes dominant at high frequencies and ultimately provides the 
high-frequency limitation for operation. The dashed curves in Fig. 20 
show the frequency dependence of aQr/aQi as calculated using equation 
(14) assuming a four-phase CCD with the previously defined minimum 
dimensions. To make it easier to include interface-state effects later, 
we have plotted the small-signal equivalent 'Y of the digital degradation 
factor r defined in equation (2), 

'Y = lim r, (16) 
00-+01 

rather than the incomplete transfer parameter a. The two are simply 
related by 

'Y = 2pa (17) 

so the bucket brigade results have been plotted using both parameters 
in order to simplify comparisons. Note that this intrinsic contribution 
to incomplete transfer decreases exponentially as the clock frequency 
decreases (as is the case with the bucket-brigade register), and that it 
becomes important at a somewhat lower frequency. The latter is due 
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partly to the fact that the minimum register dimensions over which 
minority carrier transport occurs are somewhat larger for the CCD 
and partly to the four-phase mode of operation. 

As the frequency of operation decreases, other contributions to 
incomplete transfer must begin to dominate. However, the CCD has 
no contribution analogous to the dynamic drain conductance term in 
the bucket brigade. Since it is believed that interface states will make 
a significant contribution to incomplete transfer at the lower frequencies, 
it is this term which will be considered next. 

There are three principal ways for the interface states to interact 
with the information transport. The first interaction occurs through 
the generation of minority carriers at the surface, . the second is by 
acting as a recombination site, and the third and most serious is their 
ability to retard mobile carriers, leading both to attenuation and 
distortion of the information. The generation of minority carriers at 
the surface adds to the bulk generation in depleted areas, and acts 
to liinit low-frequency operation, as discussed separately in a later 
section. The recombination process only assumes importance if, at 
some time during the charge transfer cycle, a portion of the surface 
is drawn into accumulation. When this happens, majority carriers 
are trapped in states across a considerable portion of the bandgap, and 
when information in the form of minority carriers reaches this surface, 
recombination effects attenuation of the signal. This difficulty is readily 
eliminated in both charge transfer shift registers by assuring that no 
surface is ever drawn into accumulation. 

Incomplete charge transfer due to interface-state trapping, on the 
other hand, is a more serious effect, and can be illustrated by using 
the formulation introduced in equation (4). If we define the charge 
left behind in interface states as Q~ and the interface-state contribution 
to incomplete transfer as ass, we can write 

dQ~ 
ass = dQ,' (18) 

Now suppose there is a time 7' following transfer of the signal charge 
beyond which charges still trapped in interface states will be left behind. 
Then equation (18) can be written 

= aQ~ + aQ:~. 
aQi aT dQi 

(19) 

Since interface-state emission times vary exponentially with energy, 
after time 7' essentially all the interface states below some energy 
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El corresponding to an emission time T will be filled and all those above 
will be empty. Hence, the first term in equation (19) can be made 
exponentially small by making Q i large enough to fill the interface 
states to a level above E1 on each cycle; i.e., the use of "fat" ZERO's 
will make the first term in equation (19) negligibly small. The second 
term, however, reflects the difference in total emission time available 
to interface states as a function of signal level, and will be very de­
pendent on clock waveform. 

The interface-state effects have been analyzed for CCD operation 
using an idealized traveling wave model/8 and the results have been 
used to yield the solid curves in Fig. 20 assuming a sinusoidal clock 
voltage with 10 volts peak-to-peak. In this model, the optimum transfer 
characteristics occur ,,,hen the signal charge is 5 volts. An interface­
state density of 1011 states/cm2 leV was assumed in preparing the 
data. The interface-state contribution to incomplete transfer leads 
to the tendency for 'Y to saturate as the clock frequency decreases 
as shown in Fig. 20. Further, the value to which the 'Y tends is inde­
pendent of the type of carrier. Hence,when interface states dominate 
as at low frequencies, CCD operation will be relatively independent 
of whether it is fabricated on n- or p-type substrates. 

In the preceding discussion of CCD transfer characteristics we have 
analyzed, for simplicity, the performance of four-phase registers. Two­
phase CCD operation, while probably very similar to that of a four-phase 
CCD, will depend in detail on the scheme used to achieve directionality, 
but three-phase operation can be predicted with only a minor change 
in the four-phase theoretical treatment. This has been done to compare 
the theory to existing experimental data in Fig. 21. The experimental 
points were obtained from an 8-bit, - three-phase, p-channel register 
with 50 J.Lm plates operating with a sawtooth clock voltage varying 
between -1.5 volts and -10 volts. 19 Also shown for comparison are 
results from a two-phase p-channel register made using silicon-gate 
technology with .50 J.Lm plates operating with a square-wave clock 
voltage between - 2 volts and - 8 volts. 20 Two-phase operation was 
achieved by using two thicknesses of oxide. The reasonable agreement 
between theory and experiment and the strong frequency dependence 
of r indicates that the intrinsic transfer rate is limiting the performance 
of both CCD's, and that the theory of Strain and Schryer16 represents 
a reasonable theoretical approximation to this limitation. On the other 
hand, greatly improved performance over that shown in Fig. 21 will 
result by going to smaller sizes. In fact, transfer efficiencies in excess 
of 99.9 percent at 1 MHz have already been reported. 19 
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Fig. 21-Comparison of experimental and theoretical digital degradation factor as 
a function of clock frequency for a charge-coupled device. 

4.2.2 Drive Characteristics 

The operating voltage requirements of the CCD will also vary 
depending on the clock waveform, but in general they can be determined 
by considerations similar to those used for the bucket-brigade register. 
Assuming a p-channel register, the most positive voltage V p on any 
clock line must not allow accumulation of majority carriers at the 
interface because of the loss that would be introduced through interface 
states. Hence, if the most negative flat-band voltage in the active 
region of the CCD is V F B , V p must be more negative than V F B • 

The minimum peak-to-peak clock voltage swing, V pp , will be deter­
mined, as is the case for the bucket brigade, by the desired operating 
frequency and required transfer characteristics. Since the signal degrada­
tion is reduced as the charge being transferred is increased, and since 
the maximum charge that can be transferred is directly proportional 
to V pp , the clock voltage requirements are rather simply defined by 
the flat-band voltage and the performance requirements of the register. 

The peak current required from the clock power supply will be made 
up of the same two components existing in the bucket-brigade register­
the displacement current to the substrate through the capacitive 
loading and the current between adjacent clock lines associated with 
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the charge transfer. The substrate current will generally be small, 
so the current associated with the transfer will usually dominate. 
Its peak value will occur approximately Te after initiation of transfer 
where Te is given by equation (15), and it too will be given approximately 
by equation (8) with C equal to the CCD plate capacitance and Vee 

representing the voltage between adjacent clock lines. Thus, as a first 
approximation, the peak current required from a CCD clock supply 
is independent of the number of phases, given that the storage ca­
pacitance Cp is fixed, and is essentially identical to that required by 
a bucket-brigade register with the same storage capacitance. 

The power dissipated on the chip of a two-phase CCD register can 
be calculated in the same way as that of the bucket-brigade register. 
However, in this case the dissipation will be dependent on the height 
of the potential barrier Vs introduced to achieve the two-phase operation 
as well as on the charge transferred and clock frequency. An analysis 
similar to that resulting in equation (12) yields 

PDf"S ~ 2Q,f,[ v. + V .. - 2~J ' (20) 

where Qa is the signal charge, Cp is defined by the half-bit area less 
the barrier area, and Vav here is the average excess voltage above the 
potential barrier through which the charge moves during transfer. 

The power dissipated for polyphase operation can be considerably 
less than that given by equation (20) for two-phase operation. The 
major difference comes from the fact that directionality in the register 
is achieved by proper phasing of the clock lines rather than by building 
in a potential step. This means that the charge transfer is achieved 
by moving the carriers through a smaller potential gradient, resulting 
in less dissipation. A general analysis of this dissipation has not been 
carried out because of its mathematical complexity and dependence 
on clock waveform. However, a lower bound of its magnitude can be 
obtained from the sinusoidal traveling-wave CCD model described 
by Strain18 in which the average power dissipation per bit was derived 
to be 

P _ Q 16L!I; 
Dr ss - a • (21) 

J1. 

Figure 22 shows this power as a function of frequency for the particular 
case of Qa = 0.5 picacoulomb. The dissipation can be seen to be very 
modest over the entire frequency range of interest. Even though equa­
tion (21) may provide a somewhat low estimate, it can be concluded 
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Fig. 22-Theoretical power dissipation per bit versus clock frequency for a poly­
phase charge-coupled device. 

that the power dissipation of a polyphase CCD can be made to be 
considerably less than that of a two-phase CCD or bucket-brigade 
register. On the other hand, a polyphase CCD presents a significant 
reactive load to its driver. Since there is no advantage to using a highly 
doped substrate for a charge-coupled device, the substrate loading 
contributes very little to the reactive power required for a CCD, as 
Fig. 23 indicates. In the traveling-wave model, the reactive power 
rises to !wC ox V 2 when the device is carrying the maximum possible 
charge. Optimum operation occurs with approximately one-third that 
charge, and there the power is just under half that predicted from 
Cox . So far as the driving source is concerned, the loading is totally 
reactive; substrate dissipation contributes negligibly. 

4.3 General Considerations 

4.3.1 Low-Frequency Limitations 

When a charge-transfer shift register is operated at low frequencies, 
or if the register operation is stopped for some time interval between 
regenerations, there are two problems which must be considered. 
First, generation currents due to interface states or bulk generating 
centers in the space-charge regions of the registers will contribute 
excess charge to both the ONE's and the ZERO's. Ultimately this 
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effect will overdrive the register, providing a lower frequency limit 
for operation and a limit on the maximum number of stages between 
regenerators. Second, any output and regeneration circuitry must be 
designed with the realization that only a small, finite amount of charge 
is available, and any shunt conductance may render the device in­
operative at low frequencies. This effect may become very important 
as the register size is reduced, but since it depends on the detailed 
design of the regenerator, it will not be considered further here. 

Using the usual carrier generation statistics, it can be shown that 
the generation current density due to interface states J G is 

(22) 

where kT is thermal energy, Vth is the mean carrier thermal velocity, 
ni is the intrinsic carrier density, and NBs is the interface state density 
near midgap. In the bucket-brigade register, only those interface 
states in the gate region contribute to J G and then only for that part 
of a clock cycle during which the gate region is not transferring charge. 
In the CCD, the entire surface over which charge is not being transferred 
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Fig. 23-Theoretical reactive power per bit versus signal charge for four-phase 
CCD for sinusoidal clock drive. 
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is active so interface state generation currents will be somewhat more 
important. Since charge will accumulate in proportion to the time a 
bit spends in residence in the shift register, Fig. 24 presents an estimate 
from equation (22) of the ratio of the charge accumulated per micro­
second of residence to the nominal charge in a bit, using the minimum 
shift register sizes that appear throughout the paper and assuming 
N B • ,-.v 5 X lOlOjcm2eV. The independent variable is temperature 
and the activation energy is that associated with ni . Since charging 
due to bulk centers is likely to be negligible, they have been neglected 
in preparing Fig. 24. 

The compromise between interface state generation currents and 
charge transfer efficiency can be summarized by relating the various 
signal degradation parameters to the maximum length of a single-string 
shift register between regenerators. This has been done in Figs. 25 
and 26 which present the maximum length as a function of operating 
clock frequency assuming the following two limits apply: (i) rn ~ 1 
where n is the number of stages in the register, and (ii) the fractional 
increase in the signal charge due to interface state generation current 
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Fig. 24-Ratio of thermal generation charge accumulated per microsecond to 
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Fig. 25-Maximum length of single shift register string versus clock frequency as 
limited by thermal generation and incomplete transfer in a bucket brigade. 

~O.l. The positive slope portions of the curves represent the limitation 
due to thermal generation currents; whereas, the negative slope portions 
represent the limitations of incomplete transfer effects. It is evident 
that for frequencies above approximately 0.7 MHz, generation currents 
are not expected to significantly affect charge transfer shift register 
operation even at 100°C. Further, bit strings up to 50 bits long appear 
feasible at approximately 2 MHz in p-channel and 10 IVIHz in n-channel 
for both CCD's and bucket-brigade registers. 

4.3.2 Clock Wave/orm and Signal Level Effects 

In the previous sections a dependence of shift register characteristics 
on both signal level and clock waveform was pointed out and several 
examples were given. However, because of its importance, it is felt 
that a separate section describing the effects in more detail is warrented. 

The dependence of incomplete transfer effects on the signal charge 
Qa reflects the nonlinear transfer characteristics inherent in both register 
schemes, and without exception all contributions to incomplete transfer 
which have been considered here decrease as the drive voltage, and 
consequently the signal charge, is made larger. Assuming this is a 
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Fig. 26-Maximum length of single shift register string versus clock frequency as 
limited by thermal generation and incomplete transfer in a charge-coupled device. 
The dotted lines represent the maximum length if it is assumed interface states do 
not contribute to incomplete transfer. 

general result, it can be concluded that best register operation will 
occur when the largest possible clock voltages are used and when the 
optimum fraction of that voltage is used for the signal. For digital 
applications this means that for fixed clock voltages, for example, a 
ONE should be represented by something near or greater than one-half 
the absolute maximum charge that can be transferred and a ZERO 
by some smaller but still reasonably large quantity of charge; for 
analog applications this means that the signal should be superimposed 
on a dc background. In the latter case it is important to recognize 
the noise disadvantage and the necessity for compromise between 
transfer efficiency and reduced nonlinear distortion, and signal-to­
noise ratio. 

The dependence of the various contributions to incomplete transfer 
on clock waveform differs depending on the particular contribution 
so that no ideal waveform can be defined. However, all of the con­
tributions for the charge-transfer dynamic registers will either be 
decreased somewhat or, at worst, remain unchanged by choosing a 
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clock waveform with both a short rise time and a short fall time. Also, 
a waveform should be chosen which makes the time interval over which 
transfer current flows as long as possible. While precautions of this 
kind can decrease signal degradation, at the same time they place more 
stringent requirements on the clock power supply. With this in mind 
it is important to note that either register will operate quite satisfactorily 
even with sinusoidal clock voltages, and that the frequency char­
acteristics presented in the figures of the previous sections were often 
calculated assuming sinusoidal clocks and always measured using 
waveforms with rather poor rise and fall characteristics. 

Ignoring for a moment the disadvantages associated with different 
clock voltage waveforms, it is instructive to illustrate the dependence 
of the theoretical incomplete transfer effects on the waveform. Figures 
27 and 28 show the calculated values for p-channel bucket-brigade 
and CCD registers respectively, keeping the signal charge and peak­
to-peak clock voltage constant but varying the waveform. A channel 
doping of 1016 cm -3 has been assumed. Note that bucket-brigade 
performance is best at high frequencies using trapezoidal waveforms 
but best at low frequencies using square waves. The crossover comes 
about as a result of different magnitudes and frequency dependencies 
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Fig. 27-Illustration of clock waveform dependence of incomplete transfer in a 
bucket brigade. 
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Fig. 28-Illustration of clock waveform dependence of incomplete transfer in a 
charge-coupled device. 

of the intrinsic and drain conductance contributions to a. Note also 
that degradation due to interface states in the CCD is effectively 
reduced to zero by using clock waveforms with negligible rise and fall 
times. This can be explained using equation (19). The first term is 
a S8 is made exponentially small by using a large signal charge, and the 
second term becomes zero since dr / dQ i is zero. 

There is another performance-limiting effect in addition to the 
increased clock current requirements associated with very short rise 
and fall times in the clock waveform. To illustrate this effect, suppose 
that the time required to change a clock line voltage from its most 
negative value to its most positive value is negligible compared to the 
time for most of the charge to transfer from one capacitor to the next. 
Then if a relatively large quantity of charge was present on a ca­
pacitor, the surface potential in the case of the CCD or the p-island 
potential in the case of the IGFET bucket-brigade register could be 
driven positive with respect to the substrate for a short period of time. 
If this occurred, some of the holes representing the signal would be 
injected into the semiconductor bulk where they would be lost to 
recombination. This injection effect can seriously limit the maximum 
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charge that can be transferred, thus limiting the transfer efficiency 
and the maximum frequency of operation. To eliminate this additional 
signal degradation contribution, one can either include an appropriate 
dc offset of the clock drive, or limit the clock waveform rise and fall 
times to at least several Tn in the case of the bucket brigade and several 
Tc in the case of the CCD. 

v. SUl\Il\IARY 

The detailed considerations of the preceding pages can be sum­
marized and the major conclusions stated. Because of the large number 
of considerations involved, we will subdivide the summary into four 
sections: size and fabrication considerations, performance limitations 
and characteristics, drive and power requirements, and regeneration 
and output requirements. 

5.1 Size and Fabrication Considerations 

If it is assumed that charge-transfer shift register size is limited 
only by 10 /Lm photolithographic tolerances, minimum sizes of the 
two registers, fabricated in serpentine geometry using such tolerances, 
are indicated below: 

Bucket Brigade 

Two-Phase CCD 

Four-Phase CCD 

Conventionall\1etal 

1.8 X 103 
/Lm2 

(2.8 mils2
) 

not considered 

not considered 

llefractory (jate 
Technology 

10
3 

/Lm2 

(1.5 mils2
) 

1.3 X 103 
/Lm2 

(2 mils2
) 

1.6 X 103 
/Lm2 

(2.5 mils2
) 

While factors other than photolithographic tolerances may often be 
more important in limiting shift register size, these results show that 
charge-transfer shift registers have the potential for significantly 
smaller size than other existing shift register schemes. 

The fabrication of CCD's using conventional metallization has not 
been considered because of the difficulty in defining a practical scheme 
within the restrictions of a 10 /Lm metallization tolerance. While some 
novel technology may lead to simplified fabrication schemes for either 
or both charge transfer registers, the aim here was to consider a practical 
but relatively simple technology for CCD fabrication within the assumed 
tolerance restrictions which would allow comparisons with bucket-
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brigade registers yet be compatible with additional circuitry on a 
register chip. This was the reason for choosing a two-level metallization 
scheme. Assuming such a technology, it can be concluded that the 
bucket-brigade register can be made slightly smaller than either CCD 
register. This conclusion comes about because there is no necessity to 
guarantee metal overlap between adjacent half-bits of the bucket 
brigade register. On the other hand, the CCD may be less sensitive to 
the precision of alignment between the two metal levels. With these 
fabrication differences, it is evident that significant reduction in photo­
lithography tolerances may alter this comparison by making it possible 
to fabricate practical CCD's using a single level of metallization and by 
simultaneously emphasizing the realignment problem for bucket bri­
gades. 

Approximately the same number of processing steps and masks 
are required for fabrication of both charge transfer shift registers. 
However, both registers are so simple and include such a small number 
of steps than if a two-level metallization is available, the steps will 
inevitably be included in the processing steps required for the input, 
output, and regeneration circuitry. The same conclusion applies to 
the bucket "brigade with conventional metallization. Hence, it will 
be the fabrication complexity of the associated circuitry rather than 
that of the shift register which will often. determine the fabrication 
complexity of a register chip. 

5.2 Performance Limitations 

Charge-transfer shift register performance becomes limited when 
the signal transferring through the register is unacceptably degraded. 
For digital operation this will occur when the difference between ONE's 
and ZERO's is significantly reduced or becomes noticeably dependent 
on the bit sequence. Since most signal degradation mechanisms in 
these shift registers are cumulative, for operation at a given frequency 
an upper limit to the number of stages will result, while for operation 
with a given number of stages, a minimum and maximum allowable 
clock frequency will be defined. 

Both charge-transfer shift registers will be limited similarly at low 
frequencies by generation currents. These currents will come partially 
from bulk generation in the space-charge regions and partially from 
interface states in the channel regions of the bucket brigade and over 
the active surface of the CCD. The difference in area over which inter­
face states can contribute represents the major low-frequency difference 
between the two registers. If too long a period of time is left between 
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regeneration of the signal in the register, the generation currents will 
add to the signal charge and tend to overload the register. With presently 
available technology it should be possible to operate 50-bit p-channel 
charge transfer shift registers at frequencies as low as 100 KHz even 
at temperatures of 100°C; i.e., periods approaching a millisecond 
between regenerations should be achievable. 

At high frequencies, register performance will be limited by the 
intrinsic rate at which charge can transfer from one capacitor to the 
next. This leads to a characteristic time constant for transfer which is 
L!/JLVa for the CCD and LaLo/JLVa' for the IGFET bucket brigade, 
where JL is the field effect mobility, Va is approximately the voltage 
associated "\'lith the signal charge, Lp is the CCD capacitor plate length, 
La is the IGFET channel length, and Lo is the effective p-island over­
lap length in the bucket brigade. Because the signal degradation due 
to this effect varies exponentially with clock frequency, it provides 
a high-frequency operating limit, but it is inconsequential for operation 
at lower frequencies. Using the minimum dimensions assumed through­
out the paper, it is f.oupd that the bucket-brigade register should 
operate to somewhat higher frequencies than the CCD. However, for 
both registers it should be possible to operate p-channel up to ap­
proximately 10 MHz and n-channel up to approximately 50 MHz 
even with the assumed 10 }.tm photolithographic tolerances. With 
improved tolerances the' gradual channel approximation used here for 
both registers win cease to be valid as fringing fields become important, 
so that a simple extrapolation of the results using smaller dimensions 
may be somewhat pessimistic. 

At intermediate frequencies both generation current and intrinsic 
transfer rate effects will be negligible, and other mechanisms will lead 
to perform'ance limitations of charge transfer shift registers. For the 
bucket brigade, the most important mechanism in this range is due 
to the IGFET dynamic drain conductance. Primarily due to channel 
length modulation, it gives rise to an incomplete charge-transfer 
contribution which varies slowly with clock frequency. However, the 
limitation is not serious for most applications since by appropriate 
doping of the channel region charge transfer efficiencies in excess of 
99.9 percent at 1 MHz can be achieved. 

For the CCD, there is no contribution to incomplete transfer analo­
gous to the dynamic drain conductance effect in the bucket brigade. 
However, there is a larger area over which interface states are active. 
For these reasons interface state effects, which were ignored in the 
bucket brigade, will probably provide the important limitation to CCD 
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performance at intermediate frequencies. It is found that their con­
tribution to incomplete transfer is relatively independent of clock 
frequency and carrier type, but very dependent on the details of the 
clock voltage waveform. As an example, an interface state density 
of 1011 states per cm2 per e V will limit transfer efficiency at inter­
mediate frequencies to less than 99.9 percent if the clock waveform 
is sinusoidal. However, interface states will introduce no limitation 
at all if the clock waveform is an ideal square wave. Hence, it may be 
possible to achieve extremely high transfer efficiencies at intermediate 
frequencies with the CCD by using clock voltages with very ·short 
rise and fall times. As will be pointed out later,such operation will 
be limited by the peak current capabilities of the clock power supply, 
but in most cases it should be possible to achieve more efficient mid­
frequency transfer than with the bucket-brigade register. 

All contributions to incomplete transfer in both registers are non­
linear. The nonlinearity is such that best performance is achieved 
when rather large quantities of charge are transferring through the 
register at all times. For digital applications, for example, this means 
that a ONE should be represented by a large quantity of charge and 
a ZERO should be represented by a slightly smaller, nonzero quantity 
of charge. 

5.3 Drive Characteristics 

The drive characteristics of charge-transfer shift registers can be 
described in terms of three related properties; power dissipation on 
the register chip per bit, clock voltage magnitudes and waveform, 
and peak current requirements from the clock supply. For two-phase 
operation, the power dissipation of both charge-transfer shift registers 
is approximately linear with clock frequency and is a maximum when 
the largest quantities of charge are being transferred. This maximum 
power is relatively independent of clock waveform but varies as the 
square of the peak-to-peak clock voltage. Typical values at 1 MHz 
for the previously described minimum dimensions will be in the 1-to-
5-microwatt-per-bit range assuming a peak-to-peak clock voltage of 
10 volts, and will be approximately the same for both the CCD and 
the bucket brigade. Polyphase CCD's may dissipate considerably 
less power depending on the details of the clock waveform, perhaps 
up to one or two orders of magnitude less at 111Hz. Since directionality 
is achieved by proper phasing of the clock lines, the charge does not 
have to transfer through as great a potential difference at each step 
for polyphase operation. 
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While the dc level of the clock voltage is an important factor to 
some of the operating conditions of a register, it is only the peak-to­
peak clock voltage magnitude which enters into power dissipation 
and limits the maximum charge that can be transferred. Because of 
their nonlinearity, all of the incomplete transfer effects considered 
here are reduced as the peak-to-peak clock voltage, hence the peak 
signal charge carried in the register is increased. In this \vay, the 
performance requirements of the register place a minimum on the 
peak-to-peak clock voltage which, for a given storage capacitance, 
is essentially the same for both charge transfer registers. 

There is some performance advantage to shaping the clock voltage 
waveform, especially by reducing the rise and fall times. However, 
the peak current from the clock power supply, being essentially dis­
placement current through a capacitance, increases as the rise and 
fall times are reduced. Since peak current values of the order of one 
microampere per bit are found to be required for 10-volt operation of 
minimum size registers at 1 MHz even under sinusoidal operation, 
the current requirements of a register chip might become completely 
unrealistic if the rise and fall times are required to be too short. In 
addition, for some operating conditions, charge injection effects into 
the semiconductor bulk will limit the maximum charge that can be 
transferred as the rise and fall times are reduced. 

5.4 Regeneration and Output Circuitry 

In the preceding sections the minimum sizes and optimum per­
formance characteristics of the basic charge-transfer register have 
been described. Because of the small quantities of charge transferred 
and small capacitance in which the charge is stored, all register chips 
will probably have additional circuitry for amplification on the chip. 
For digital applications, the. finite generation currents and incomplete 
transfer effects will make periodic threshold regeneration necessary 
in a register string, and this regeneration will most often be performed 
by circuitry on the register chip itself. This additional output and 
regeneration circuitry on a register chip may impose serious limitations 
to both fabrication and performance. The fact that fabrication com­
plexity of the additional circuitry will often determine completely 
the fabrication complexity of a register chip has already been pointed 
out. In a similar way the speed of the regeneration or output circuitry 
may be the important limitation to the speed of the register operation, 
and the minimum signal required to drive the circuitry may provide 
a more important size limitation than photolithography tolerances. 
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In these ways it is possible that output and regeneration circuitry may 
provide the more important fabrication, size, and performance limita­
tions to charge-transfer shift register chips. 

In devices which, are designed, for production, margins must be 
taken into considerations; this has not been done in this article, in 
part because the inputs to a margin analysis are' very intimately as­
sociated with the input, output, and regeneration circuitry and with 
the details of device manufacture. Because of the importance of margin 
considerations, however, some general comments are in order. In the 
size range discussed in this paper, margin limitations and requirements 
will probably be very similar for the two registers, particularly since 
input, output, and regeneration circuitry are likely to be essentially 
the same. Differences will arise primarily because of the fact that 'the 
charge in the bucket brigade register is stored in diffused regions; 
but they will be modest unless metallization dimensions approach 
diffusion depths either through improved photolithography or through 
extended diffusion times. 

In the final analysis, one of the most important comparative features 
of these devices will be fabrication yield. The major fabrication dif­
ference is associated with the addition of a diffusion at each storage 
site in the bucket-brigade register, but no detailed information con­
cerning yield is presently available. 
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Properties of various charge-coupled device (CCD) configurations are 
investigated by means of a computer model. The model is based on a nu­
merical solution of the Poisson equation for a unit cell of the CCD structure. 
The surface potential and the tangential surface electric field are obtained 
to an estimated accuracy of one percent and used to calculate transfer 
characteristics. On this basis various devices are compared as a function 
of both geometrical and electrical parameters. The geometrical parameters 
include oxide thickness, gap length, and electrode length. The electrical 
parameters include such things as doping density, fixed interface charge, 
and applied voltage. The influence of surface states is omitted fro111, the 
treatment. 

The principal results indicate that (i) for dimensions of practical 
interest electrode lengths of the same order as the interelectrode spacings 
are desirable, (ii) moderately thick oxides enhance the tangential surface 
electric fields and increase the effectiveness of the channel-stop diffusion, 
(iii) lightly doped p-substrates are more resistant to the formation of 
electrostatic barriers in the gaps and yield faster devices because p-type 
conductivity silicon has a higher minority carrier mobility, and (iv) fixed 
charge at the Si-Si02 interface can have a significant influence on the 
device characteristics. . 

It is concluded that proper choice of both geometrical and electrical 
parameters is essential in obtaining optimum CCD performance; how­
ever, for such an optimized design, the transfer efficiency is for all practical 
purposes not limited by electrostatic considerations and is probably limited 
only by surface states. Theoretical limits of transfer efficiency based on 
these calculations are reported. 

r. INTRODUCTION 

With the invention 1 and initial investigation2
•
3 of charge-coupled 

devices (CCDs), it became apparent that although conventional one-

705 
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dimensional considerations can lead to qualitative and heuristic argu­
ments concerning the device operation, the phenomenon of charge 
coupling laterally along a semiconductor surface is essentially two­
dimensional in nature and any quantitative understanding of the 
effect must begin with this premise. The purpose, therefore, of the 
present work is to use the solutions of the two-dimensional Poisson­
Boltzmann equation obtained within the bounds of certain reasonable 
approximations to try to infer the basis of operation for the structures 
reported in the literature as well as to study new structures and predict 
their anticipated performance. Such inferences are obviously dependent 
upon a large number of considerations. For purposes of tractability, 
however, attention will be restricted to what is believed to be the key 
attributes of the device. Central to our considerations, therefore, will 
be the static surface potential and electric field profiles. These will be 
obtained through numerical iteration of the two-dimensional equations. 
In addition, the analysis is limited to the simple three-phase devices 
as originally described. The question of charge motion is then treated 
for the case of a sufficiently small charge density so that the fields are 
not appreciably altered by its presence. The equations of motion are 
then solved by. an explicit quasi-static method. The usefulness and 
validity of such an artifical approach to the dynamic behavior of the 
device is discussed. 

II. THEORETICAL MODEL 

2.1 General 

In Fig. 1, one unit cell of a three-phase CCD is illustrated in cross 
section (not to scale). For purposes of the model, the structure is as­
sumed infinitely long in the direction normal to the page. Each electrode 
has a finite thickness t and length l and all are identical. They are spaced 
from each other by a distance g and from the semiconductor surface 
by the insulator thickness d. The interelectrode distance is taken as 
w (= l + g) and the unit cell length as L (= 3w). Although not shown 
in Fig. 1, in some calculations it will be assumed that the region between 
adjacent electrodes is occupied by a dielectric as may well be the case 
in an actual device manifestation. It is hypothesized that there exists 
an immobile charge of density Q88 in the insulator in a small region 
adj acent to the insulator-silicon interface. The insulator is assumed 
to be silicon dioxide. The silicon is postulated as uniformly acceptor 
doped and sufficiently thick so that punch-through is not a considera­
tion. 
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Fig. 1-Schematic cross section of a charge-coupled device unit cell showing the 
parameters and boundary conditions used in computer analysis. 

Transfer of mobile charge at the interface by such a three-phase 
structure has been described qualitatively in the literature. 1

-
3 Briefly, 

electrons residing in an inversion layer are localized at the interface 
under the most positive electrode. This charge packet is moved to an 
adjacent area by increasing the potential of the neighboring electrode 
and decreasing the voltage on the initial electrode. Three electrodes 
per unit cell are required to insure directionality of charge transfer. 
Under ideal circumstances, the charge packet should move quickly, 
and in its entirety, from one area to the next when the proper voltages 
are applied to the electrodes. Assuming that the possibly important 
effects of trapping can be ignored, this charge motion is governed by 
the transport equation which in turn depends on the surface potential 
and electric field profiles. Our chief concern in the model, then, is to 
accurately obtain these profiles for specified electrode potentials and 
boundary conditions. 

2.2 The Dimensionless Poisson Equation 

The fundamental equation governing the electrostatic behavior in a 
semiconductor is, of course, the Poisson-Boltzmann equation 

V;cp = _f!.. = !L (N A - N D + n - p) : semiconductor, (1) 
€ €s 
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where N A is the ionized acceptor concentration, N D is the ionized 
donor density, and nand p are the electron and hole densities respec­
tively. Similarly, in the oxide the appropriate equation is 

V!cp = - Q •• o(x - x.) : insulator, 
fox 

where x. is a vector defining the interface, and in the vacuum 

V;cp = 0: vacuum. 

(2) 

(3) 

Equations (1) through (3) all possess the same form and, for purposes 
of generality and computational convenience, can be simultaneously 
recast into dimensionless form by use of new variables defined as 

x 
0: = -

Xo 

(4) 

where Vo and Xo are dimensioned constants arbitrarily chosen and 
usually assuming a value suggested by the problem parameters. The 
basic P-B equation then becomes 

V2 V = - x! !!. = rev 0:) 
ex Vo f -, • 

In like manner, the dimensionless electric field is given by 

e=-vexv 
and is related to the true electric field by 

E = Vo e. 
Xo 

(5) 

(6) 

(7) 

Note that the solution v is unchanged if rev, 0:) is invariant to changes 
in Xo , Vo , and p. Assuming v to be available, the dimensional results 
can then be easily extracted by use of the scaling equations (4) and (7). 
To facilitate description of the physical operation of the device, the 
results in Section III are presented in dimensional form and the equa­
tions above can be easily applied to rescale to other dimensions or 
densities of interest. 

2.3 Approximations and Boundary Conditions 

In practice it is perhaps probable that, with the statement of boundary 
conditions, the problem can be solved by some numerical technique 
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without approximation. In the present problem such an approach is 
unnecessarily difficult and likely to be uneconomical as well. 

In the normal operation of CCDs the potentials on all electrodes 
are kept sufficiently positive at all times to insure that the surface is 
maintained in a state of depletion (or inversion). Experimentally, it 
has been determined that this leads to the more efficient charge transfer 
because majority carriers cannot then reach the surface and be trapped 
to subsequently recombine with minority carriers in a passing inversion 
packet. In the andysis, this means that the depletion boundary never 
terminates at the surface and hence it may be justifiable to treat the 
majority carrier density in the P-B equation in a less than rigorous 
way. This observation leads to a significant reduction in computational 
labor. In the depleted (but not inverted) volume near the surface of 
a device with a p-type substrate, n, p, and N D are much less than N A 

and hence equation (1) reduces to a simple form of the Poisson equa­
tion. Conversely, deep in the bulk the hole density is large, although the 
electron density is still very small and N A - P ~ o. Consequently, 
equation (1) reduces to Laplace's equation if, as is commonly assumed, 
N D is small. Within a few Debye lengths of the depletion boundary, 
however, the hole density is rapidly changing from near zero to N A 

and cannot be ignored. However, as stated above, in a CCD 
the depletion boundary does not come close to the surface in normal 
operation and hence the precise manner in which the potential changes 
in the depletion boundary region is relatively uninteresting. Thus we 
assume that the hole density p is zero up to the depletion boundary 
and is equal to N A beyond. This step function treatment of the majority 
carrier density is the essence of the "depletion edge" approximation 
and is expected to lead to accurate estimates of the true surface po­
tential. 

This method of treating the majority carrier density is the essential 
approximation of this work and with its statement the boundary 
conditions can now be specified: 

(i) At a distance "far above" the device surface, the potential is 
uniform and equal to zero. 

(ii) Each electrode is at a specified uniform potential (VI, V 2 , or V 3). 

(iii) Deep within the bulk the potential is zero. The potential is 
never allowed to go negative in the semiconductor. 

(iv) The potential is translationally periodic; i.e., <{J(o, z) = <{J(L, z) 
where L is the unit cell length and z is the direction normal to 
the surface. 
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(v) At the vacuum-dielectric boundary and at the dielectric­
semiconductor interface, the tangential component of the 
electric field and the normal component of the displacement 
field are conserved. 

The numerical formulation of the problem and the relevant error 
considerations are treated in the Appendix. 

III. RESULTS 

3.1 Static Surface Potential and Electric Field Profiles 

The surface potential, and consequently the electric field, throughout 
one bit of a CCD is a function of the semiconductor and oxide pa­
rameters, the geometrical configuration of the electrodes, and, of 
course, the impressed voltages. In this section the influence of each of 
these variables on the static surface potential and electric field is 
illustrated by several examples. For convenience these are presented 
in terms of specific dimensions as opposed to normalized coordinates. 
It is to be understood, however, that these results can be scaled to 
other dimensions by means of the equations of the previous section. 

3.1.1 Geometrical Influences 

Variation of the electrode length, the interelectrode spacing, and 
I the oxide thickness has a significant effect on the surface potential 

profile and the relationship between these parameters must be con­
sidered carefully in predicting CCD behavior. The effect of modifying 
the electrode length is considered first. In Figs. 2a and b the surface 
potential and electric field are presented for electrode lengths of 3, 6, 
and 12 JLm. For the other variables an oxide thickness of 3000 A, a gap 
length of 3 JLm, a doping density of 5 X 1014 cm -3, and a positive oxide 
charge at the interface of 1011 cm- 2 are assumed. At the instant of time 
in question, the electrode potentials are VI = 0, V 2 = 4 V, and V3 = 
16 V and it is assumed no minority carriers are present (the alternative 
case is considered separately in the next section). In this figure it is 
clear that the smaller electrode-Iength-to-gap-Iength ratio yields a 
larger tangential electric field under the center of the second electrode. 
A similar conclusion applies to the electric field under the first electrode. 
Elsewhere, the fields are very much alike. From the point of view of 
charge transfer, the tangential electric field under the second electrode is 
of particular interest. From Fig. 2b the minimum values of this field 
are about 40 V jcm, 500 V jcm, and 2000 V jcm for the 12-JLm, 6-JLm, 
and 3-JLm electrode geometries respectively. For electrodes less than 
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Fig. 2--:-Surface potential (a) and surface electric field (b) for three charge-coupled 
devices which differ in the electrode size but have the same gap length of 3 /-Lm. 

3 J,Lm, the minimum field slowly continues to increase to about 104 

V /cm; however, such electrode-length-to-gap-length ratios are not 
practical in terms of charge storage and efficient usage of silicon area. 
Moreover, for 2000 V /cm the region of nonlinear mobility is beginning 
and larger fields are of diminishing benefit. 

Some effects of increasing the gaps can be inferred from the results 
of Fig. 2 and the scaling equations of the previous section without 
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additional computation. From equation (5), it follows from invariance 
of rev, ~) that as the dimensions are increased the voltage required to 
produce similar surface potential profiles increases quadratically. This 
will lead to similar performance since the surface electric field increases 
linearly if it is assumed that the mobility remains constant and the 
carrier drift velocity increases in proportion to the tangential field. 
Thus, direct scaling of the structures to larger dimensions rapidly 
results in inordinately large voltages. If the voltage is not increased, 
charge transfer may still occur but proceeds more slowly due to the 
decreasing fields and the increasing size of the unit cell. In addition, 
the surface potential in the large gap region becomes more dependent 
on the local charge density with the electrode voltages imparting a 
lesser influence. Thus, as will become clear in the next section, the 
control of such things as interface charge becomes more critical. For 
the case of constant voltages and constant unit cell length, the effect 
on the surface potential as the gaps are increased is shown in Fig. 3. 
Note the presence of an electrostatic barrier when the gap equals or 
exceeds 4 j.Lm. 

In a similar manner, it is expected that the electric fields will be 
altered by changing the oxide thickness. Using the same parameter 
values as in Fig. 2 for the structure with 3-j.Lm electrodes, the surface 
electric field is shown in Fig. 4 for oxide thicknesses of 1500 A, 3000 A, 
and 5000 A. For the 1500 A oxide, the electric field dips to about 103 

V fcm under the second electrode but peaks to almost 105 at the edge 
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Fig. 3-The surface potential for charge-coupled devices with the same unit 
cell length but varying gaps and electrode sizes. 
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Fig. 4-Surface electric field for three charge-coupled devices which differ only 
in the oxide thickness. 

of the third electrode. For the thicker oxides, the fields are more uniform 
with a minimum field of about 2 X 103 V / cm and a maximum of about 
3 X 104 V / cm. For even thicker oxides, the tangential field begins to 
fall for a fixed set of gate voltages due to the rapidly decreasing surface 
potential. The better oxide thickness for this particular structure is 
approximately 3000 A (or 0.1 of the electrode length) because it yields 
the greatest oxide capacitance per unit area (and hence charge handling 
capability) without sacrificing the magnitude of the electric field 
parallel to the surface. The above results imply that the moderately 
thick oxide enhances the ability of adjacent electrodes to couple effec­
tively. In this context, two electrodes are said to be coupled when the 
tangential electric field at the surface is positive in the region between 
their centers. The larger the minimum field in this region, the more 
strongly the electrodes are said to be coupled. 

The geometrical influences as presented in Figs. 2 and 4 indicate 
that in the range of practical interest (g = 1 to 10 j-Lm), a preferred 
structure should possess an electrode-Iength-to-gap-Iength ratio of 
about unity and an oxide-thickness-to-electrode-Iength ratio of about 
0.1, assuming all parameters are scaled appropriately. Furthermore, 
the smaller electrode lengths generally imply larger tangential fields, 
although the gains are probably marginal below 3 j-Lm. These conclusions 
are in general consistent with intuitive notions about the effects of 
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capacitive fringing on which charge coupling is based. In an MOS 
capacitor, however, the magnitude of the fringing depends not only 
on the geometry but also on the charge density in the silicon and at 
the interface. 

3.1.2 Impurity Charge Density Influences 

In addition to the geometry of the device, the surface potential in a 
CCD is a function of the semiconductor impurity doping density and 
the (usually positive) ionic charge density at the interface. Ignoring 
f~r a moment the interface charge, the influence on the surface potential 
profile by modifying the substrate doping may be easily inferred from 
the'scaling of equation (5). Thus, if the doping density is halved, the 
applied voltage may be also halved and a similar surface potential 
profile results in which the amplitude is reduced by a factor of two. 
Alternatively, the same voltages may be maintained but the structure 
enlarged by a factor of \12. In the former case the electric field also 
diminishes by a factor of two but the decrease in performance may be 
acceptable if the voltage is limited in the expected application. In 
the latter case the fields are undiminished but the increased bit length 
will proportionally reduce the charge transfer performance. Again, 
this may be acceptable if very fine features prove to be a difficulty. 
Unfortunately, in practice, materials more lightly doped than 5 X 1014 

cm-3 are frequently nonuniform. Such nonuniformities could con­
ceivably eliminate the anticipated benefits and result in a nonfunctioning 
device. Using more heavily doped material appears unprofitable unless 
one is capable of fabricating features smaller than 3 ,um. 

The influence of a charge density Q88 at the interface is not so easily 
inferred. In Fig. 5a is plotted the surface potential for a CCD with 
12-~~elec~rodes, 3-,um gaps, and differing Q88 . The other parameters 
are the same as in Fig. 2. Note that for Q88 = 0 there is a barrier-to­
electron transfer in the gap between the second and third electrodes. 
As the magnitude of positive interface charge is increased, the barrier 
diminishes, eventually disappearing entirely. Thus, in an n-channel 
device, the normally occurring positive interface charge can be of 
substantial benefit. This is illustrated somewhat more dramatically 
in Fig. 5b. The parameters are as before except that the solid curve 
corresponds to a device with Q88 = 2 X 1011 cm- 2 and impressed 
voltages of 0, 4, and 16 volts. The dashed curve corresponds to a device 
with Q88 = 0 and impressed voltages of 2.78, 6.78, and 18.78 volts. 
(The flatband voltage V FB for 2 X 1011 cm- 2 is 2.78 volts.) Quite clearly, 
the lack of Q88 cannot be compensated for by adjusting the level of the 
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Fig. 5-Surface potential profiles for a 12-,um electrode charge-coupled device for 
differing values of interface charge and electrode voltage. (a) Electrode voltages 
held constant (VI = 0, V 2 = 4, Va = 16) but Qss varied. Note the "barrier" for 
QS8 = o. (b) The effect of interface charge on the surface potential. Solid line shows 
<Ps(x) for Qss = 2 X 1011 cm-2• Dashed curve shows <ps(x) for Qss = 0 and electrode 
voltages altered to compensate for fiatband shift. Note the formation of large 
barriers in interelectrode gap. Dot-dash curve shows change of solid curve when 
second electrode is reduced to zero volts. Note the formation of a "pocket" in the 
gap between electrodes. 

applied voltages without encountering large barriers to electron trans­
port. Since the surface potential under the electrodes can be controlled 
by the applied voltage, the effect of this solid curve can be obtained 
by placing charge in the gaps only. However, there does not appear 
to be any advantage to this approach. 
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The presence of fixed charge at the interface can also cause some 
difficulties. The dot-dash curve in Fig. 5b illustrates the surface po­
tential for a surface charge Qss of 2 X 1011 cm- 2 and impressed voltages 
of 0, 0, and 16 volts. Note that in the gap between the first and second 
electrode there is a "pocket" in which electrons may be temporarily 
stored. Thus, for example, an electron briefly trapped in a surface 
state at the interface under the second electrode may, when emitted, 
proceed to the right or left. Those proceeding to the left are acquired 
by a trailing charge packet resulting in loss of transfer efficiency. 
This pocket may be eliminated by increasing the voltage on the first 
and second electrodes. The condition at which there is no pocket or 
barrier occurs when the gate voltage equals the surface potential. 
This can be easily calculated from the familiar equation relating the 
gate voltage to the surface potential 

(8) 

where 

v~ 
Co 

a= 

Co = oxide capacitance. 

If Va cps it follows that when 

(9) 

the surface potential is "level" and no barrier or pocket exists in the 
gap between the first and second electrode. Conversely, difficulties 
with small pockets may be avoided by allowing V 2 to return to its 
minimum potential slowly enough so that the charge has the maximum 
opportunity to proceed to the right. For larger pockets such an approach 
may not be adequate. Both pockets and barriers become larger for 
greater interelectrode spacing. 

In addition to adjusting the doping, the electrode length, and the 
oxide thickness, the strength of coupling may be influenced by in­
cluding a dielectric in the interelectrode spacing. If the surface potential 
and electric field for the 12-J.Lm electrode, 3-J.Lm gap configuration 
discussed in Fig. 5 is recalculated for the case when Qss is set equal to 
zero, the solid curves of Figs. 6a and b result. Adding insulating material 
in the gaps with the same dielectric constant as Si02 but changing 
nothing else yields the dotted curves. Although the barrier has not 
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Fig. 6-Surface potential (a) and surface electric field (b) for two charge-coupled 
devices differing only in the presence of the dielectric in the region between electrodes. 

vanished, it has definitely decreased and the fields indicate a more 
favorable coupling posture. In these calculations the electrode thickness 
is assumed to be 2000 A and the observed results are believed attrib­
utable to more effective coupling of the electrode edges to the silicon 
surface. A material in the gaps \vith a higher dielectric constant would 
be even more effective in reducing or perhaps eliminating the barrier. 

Before proceeding to the discussion of minority carrier transport 
in these structures, the surface potential in the direction normal to 
the channel is treated so that the effects of the channel-stop diffusion 
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may be considered. The appropriate model geometry is shown in Fig. 7 a. 
The p + channel-stop diffusion is hypothesized 2 JLm deep with an abrupt 
junction. Assuming a substrate doping of 5 X 1014 cm- 3

, a channel-stop 
diffusion of 1018 cm- 3

, and a gate voltage of 25 V, the surface potential 
and electric field shown in Fig. 7b and 7 c result for oxide thicknesses 
of 2000 A and 3000 A. Note that near the channel-stop diffusion the 
maximum electric field approaches the breakdown field for silicon in 
both cases. Avalanche breakdown at the channel edges gives rise to 
unwanted currents thereby degrading device performance. In seeking 
methods to reduce the peak electric field it ,vas observed that field 
profiles are relatively insensitive to parameter changes, with the ex­
ception of substrate doping and, of course, the applied voltage. In­
creasing the oxide thickness helps to the extent of reducing the surface 
potential for a given gate voltage and, therefore, has only a small effect 
on the maximum field as illustrated in Fig. 7 c. The reduced potential, 
however, keeps the surface in the channel-stop region well below 
threshold thereby preventing large quantities of spurious dark current 
from coupling with the active region. Changing the doping of the 
channel-stop diffusion has only a very small effect on the maximum 
field, since by its very nature this diffusion must effectively hold the 
surface potential to small values in this region. It is concluded, then, 
that avalanching can most easily be avoided by limiting the voltage 
operation to values less than about 25 V, although an increase in the 
substrate doping density from 5 X 1014 cm -3 to larger values is also a 
possibility. 

3.2 Charge Transport 

When the surface potential and electric field profiles in a CCD are 
like those shown, for example, in Fig. 2, any electrons (minority carriers) 
under the second electrode will be rapidly transferred to the region 
under the third electrode. In this section we discuss the time behavior 
of this charge transfer and attempt to infer its dependence on surface 
potential, surface electric field, and minority carrier charge density. 

3.2.1 Analytic Transport Equation 

Before launching into a presentation of the computer predictions 
for the time dependence of charge transfer, it is useful to investigate 
the nature of the transport phenomenon by analytically studying t~e 
relevant equations. From such an analysis we can glean basic functional 
forms which shall prove useful in the interpretation of the computer 
results. 
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In one dimension, the equation for current flow in a semiconductor 
is well known to be 

j = p,(E)(pE _ kT ap) 
q ax 

(10) 

where p,(E) is the mobility, E is the surface electric field, and p is the 
minority carrier charge density. It is convenient to divide the surface 
electric field into two contributions 

E = Ep + Es 

where E s is the electric field arising from the device geometry as de­
scribed earlier and Ep is the field contribution resulting from variations 
in the charge density of minority carriers. This latter contribution is 
easy to derive for the case of a large MIS capacitor. From equation 
(8), it follows almost immediately that the inversion charge density 
is given by 

(11) 

where V = V G - V FB • Differentiating (11) with respect to x results in 

ap = _ (Co + ~qN fS) alPs 
ax 2lP. ax 

-(Co + Cd)Ep 

or 

E = p (12) 

in which Cd is the depletion capacitance. 
The thermal contribution in equation (10) may also be treated in 

terms of an effective field if it is divided by the charge density. 

E 
_ _ kT ! a p _ _ kT a On p) . 

th - -
q pax q ax 

(13) 

In many instances the "thermal" field is small, initially, in comparison 
to Ep and Es but can be important in determining the asymptotic 
behavior of the charge decay. 

It is now possible to identify three physical cases as suggested by 
the form of equation (10). These occur when Es is small and the electric 
field E is dominated by E p , when E s dominates and E p is small, and 
when Ep and Es are comparable. In each case Eth is assumed to be 
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small initially compared to the dominant field. In any of these cases 
it is possible to eliminate the current dependence by use of the continuity 
equation 

ap + aj = 0 
at ax . (14) 

The analytic transport equation is then 

:: = - :x ~(E>[pE. - (Co ~ Cd + k~') ::J}. (15) 

In the case when the tangential fields resulting from geometrical 
factors are small (Ep + Eth » E.), equation (15) reduces to a form of 
the diffusion equation 

:: = :x {[!lCo ~ Cd + k;) ] ::}. (16) 

If the temperature-dependent term is negligible and J-L and Cd are 
assumed constant, the variables easily separate* and the normalized 
time-dependent part, which we shall designate e' (t), has the form 

'( ) to 
e t = t + to (17) 

where to is a constant of integration determined by the boundary 
conditions. 4 Note that in this case e'(t) goes to zero very slowly in time 
thereby implying that the transfer efficiency will suffer at high fre­
quencies. However, when p becomes sufficiently small, the temperature­
dependent term can no longer be ignored. In the limit when the thermal 
term dominates, equation (16) assumes the standard Fick's equation 
form. Following R. J. Strain and N. L. Schryer,5 the gradient of the 
charge density may be assumed to be zero under the left edge of the 
electrode where the charge is initially located (charge transfers to the 
right). The solution is then an infinite series of the form 

p = t. a" exp {- [~~: ~ ~:)T Dt} cos [(2n ; 1)1r w ~ x:J (18) 

where D is the diffusion coefficient (= J-L kT / q), x' is a new spatial 
variable with its origin at the left edge of the electrode, and x~ is a 
constant determined by the boundary condition at x' = L. When the 
carriers reach x' = L, they move off at a constant velocity VL deter-

* In this and the ensuing cases it is assumed that separable boundary conditions 
are applicable. 
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mined by the electric field E L present at this edge (and in the inter­
electrode gap region) through the relation v L = J.LE /, . Thus the ap­
propriate boundary condition is 

j(x~ = L) _ _ D a In p I - V 
p(x' = L) - ax' x'=L - L· 

For nominal values of v L , x~ is much less than wand may be assumed 
negligible corresponding to the case v L = 00. The coefficients an are 
determined by the initial condition for the charge density distribution. 
If the distribution is such that it is rich in harmonics, the time decay 
of the charge density for small t is a large summation of exponentials 
not unlike an error function. After a sufficiently long time, however, 
the leading term will dominate and the decay will be purely exponential 
with the charge density distribution assuming a cosine form. 

In the other extreme, when p is large, changes in Cd may not be 
ignorable because in this case the depletion region is almost totally 
collapsed. Hence, for a very short time interval near zero, e' (t) will 
deviate from (17) but the intermediate and long-time behavior are 
unaffected. Thus, in the case when Ep + Eth » Es , the charge density 
under an electrode decays in approximately a hyperbolic fashion 
initially and exponentially asymptotically. 

In the case when the geometrically induced fields are large compared 
to the charge induced fields (Es » Ep + E th), equation (15) reduces 
to the field-aided form 

(19) 

As above, the variables separate and the normalized time-dependent 
part has the form 

(20) 

where b is a constant of integration and it has been assumed that J.L 
and E s are constant. Note that in this case the form of the charge 
decay is similar to the asymptotic form of the previous case. It is clear, 
however, that (20) will approach zero more rapidly than (18) when 

kT 
Es >­

wq 
(21) 

if we make the reasonable assumption that the constant b is comparable 
to (7r/2)2. If the electrode spacing w is taken to be 10 J.Lm, inequality 
(21) becomes 



CCD MODEL 723 

Es > 26 V/cm. (22) 

This condition can be easily achieved by designing the CCD structure 
according to the geometrical considerations outlined earlier. 

Finally, in the case when Ep and Es are comparable, equation (15) 
does not simplify and the variables are not separable. Thus we can 
say nothing quantitative. Qualitatively, however, it is expected that 
e' (t) in this case would be an admixture of the above results with an 
approximate hyperbolic-exponential form. 

3.2.2 Computer Analysis of Charge Transport 

A numerical approach to the question of charge transport in a CCD 
may proceed in one of two ways. Perhaps the most obvious is to return 
to equation (15) and solve it numerically using a standard technique 
for dealing with partial differential equations (such as the Crank­
Nicholson scheme) subject to some reasonable boundary conditions. 
The required electric field profile is either given some approximate 
mathematical form or taken digitally from the results of Section 3.1. 
Alternatively, one may return to the current equation (10) and recast 
it in the form of an effective carrier velocity for each point along the 
surface. Then proceeding sequentially in time, the trajectory of each 
carrier is computed for a small time increment jj.t during which the 
velocity is assumed constant. After jj.t, a new velocity is computed 
for each carrier resulting in a new trajectory and so on. At time zero, 
all carriers are under electrode #2 and the time-dependent transfer 
inefficiency e(t) is taken to be the number of carriers not under electrode 
#3 divided by the total number of carriers as a function of time. The 
transfer inefficiency e(t) is analogous to the time-dependent solution 
e'(t) discussed in the previous section but without the spatial dependence 
separated out. 

Clearly, the latter approach, although conceptually more straight­
forward, is economical only for a relatively small number of minority 
carriers. This, however, is just the case we wish to examine. In order 
to treat the case of large carrier densities, it is necessary to include 
these carriers explicitly in the solution of the Poisson equation. Whereas 
this in itself is not difficult, it is necessary to recompute the solution 
at every time step. It is possible that the cost of such an analysis would 
not be prohibitively large; nonetheless, it is essential to ask what 
additional knowledge is obtained. Reflection on the discussion in the 
previous paragraph reveals that the only significant addition is the 
very short time behavior when electrostatic repulsive forces between 
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carriers are large. The transfer inefficiency function then falls quickly 
under a combined form of the exponential and hyperbolic behavior 
discussed earlier. This mode of behavior, however, lasts for a time very 
short compared to the asymptotic behavior, which has the principle 
influence in determining how much charge is left behind in a practical 
device application. 

Based on these considerations much can be learned by investigating 
only small charge densities. This is done by means of the effective 
velocity approach and using nearest and next nearest neighbors to 
estimate local charge density. Thus, from (10), the distance ~x traveled 
by an electron in time ~t is 

( 
kT a'ln p) 

~x rv p.(E) E(x) - q -a;- ~t. 

For the field-dependent mobility the empirical relation 

p.(E) ~ p.ov. 

P.o I E - kT a In p I + vs 
q ax 

(23) 

(24) 

is used where v. is the scattering limited velocity of the electrons in 
silicon and P.o is the low field mobility. Using time increments of 0.002 ns 
and charge densities of a few times 109 cm -2 the charge motion is 
computed for the first nanosecond for each of the structures described 
by the results of Fig. 2. The time-dependent transfer inefficiency for 
each of these is plotted in Fig. 8. Note that in each trace the inefficiency 
initially stays at unity for 0.15 to 0.30 ns, during which time the first 
carriers move across the interelectrode gap. This is followed by a rapid 
faU, corresponding to the hyperbolic behavior indicated earlier, after 
which the decay lapses into an exponential. For each curve an ex­
ponential is matched to the appropriate data. The reSUlting time 
constants are 

0.08 ns: 3-p.m electrodes 
T = 0.5 ns: 6-p.m electrodes 

3.6 ns: 12-p.m electrodes. 
(25) 

Note that if these time constants are used in equation (20) to calculate 
the electric field modified by the undetermined constant, bE. , quantities 
are obtained which are consistent with the average fields in the transfer 
region as inferred from Fig. 2b if b ~ 1. 
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Fig. 8-Time-dependent transfer inefficiency for the same charge-coupled devices 
as in Fig. 2. 

104 V / cm: 3-,um electrodes 
bE 8 ~ 3 X 103 V / cm: 6-,um electrodes 

7 X 102 V /cm: 12~,um electrodes. 

Thus, for times large compared to the characteristic time constant, 
equation (20) with b = 1 is useful in estimating transfer inefficiency 
if the average field is available. Based on such an exponential form, 
the transfer efficiency "1]( = 1 - E) after N unit cells can be expressed 

"I](t) = (1 - E(t»3N 

where 

E(t) = e- t
/

to
• 

If E is assumed small compared to unity, equation (26) becomes 

"I](t) ~ e-3N • ~ 1 - 3NE 

(26) 

(27) 

where the first approximation is valid if 3N E2 « 1 and the second is 
valid if 3N E « 1. The appropriate time t used depends on the frequency 
of operation and to depends on the average electric field as described 
above. It is clear from (27) and previous discussion that an extremely 
high transfer efficiency is obtainable in principle in a properly designed 
charge-coupled device. 

IV. CONCLUSIONS 

The choice of geometrical and electric factors in the construction 
of a charge-coupled device influence the charge transfer performance 
of such structures. In particular, the following points are evident. 
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(i) For dimensions of practical interest (1-10 Jlm) electrode lengths 
comparable to interelectrode spacings are desirable. 

(ii) Generally, moderately thick oxides (r-v3000 A) enhance the 
tangential surface electric fields as well as increase the efficacy of the 
channel-stop diffusion without a serious loss in charge handling capa­
bility. 

(iii) The presence of a dielectric in the interelectrode gaps enhances 
the coupling strength of adjacent electrodes. A slightly conductive 
material (a so-called resistive sea) which allows charge to move between 
electrodes over the oxide surface in the gap region can be made to 
accomplish the same objective. . 

(iv) Uniform, lightly doped substrates are generally more resistant 
to the formation of electrostatic barriers in tpe gaps than more heavily 
doped material. 

(v) A p-type conductivity silicon substrate is preferable to n-type 
material because of the increased mobility and the favorable influence 
of the normally occurring positive surface charge, although at' the 
anticipated performance levels suitable p-channel devices can be made 
if these restrictions are taken into consideration. 

(vi) There is an optimum surface charge density depending on the 
oxide thickness and substrate doping density. 

(vii) For a CCD which is nearly optimized with respect to the 
considerations discussed in this paper, the transfer efficiency is for all 
practical purposes not limited by electrostatic considerations. 

Remaining to be investigated are the proposed two (or four) phase 
structures which call for either two levels of metallization or the addition 
of surface charge near the interface.6 Furthe~more, the effect of surface 
states on transfer efficiency has been completely ignored and for an 
appropriately designed CCD will likely represent the limiting factor. 
With the exposition of the basic electrostatic considerations described 
in the present work, these important questions can now be investigated 
on a solid physical foundation mid future CCDs can be designed con­
fidently. 

APPENDIX 

Numerical Formulation 

Except for cases of simple geometry, the Poisson equation cannot 
be solved analytically and the' use of numerical methods is necessary. 
As a result of the great interest in elliptic equations and in the Poisson 
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equation in particular, a number of satisfactory numerical techniques 
exist for finding the solution within a bounded region Q with perimeter 
r on which the solution is specifiable. 

The region Q and the boundary conditions on r usually suggest 
themselves by considerations of symmetry. These were discussed 
earlier for the problem of a three-phase charge-coupled device and are 
illustrated in Fig. 1. The geometry of the region is seen to be a simple 
rectangle characterized by linear interface boundaries. In such cases, 
an explicit, finite difference method employing successive overrelaxation 
(SOR) is often satisfactory.7 While more elegant methods such as the 
implicit or finite element techniques are equally valid, adequate accuracy 
and economy is possible with the simple SOR approach. With more 
exotic geometrical configurations or boundary conditions, the alternative 
methods may be more advantageous. 

The region Q is segmented into p X q rectangular cells and each 
node is labelled (i, j). Each rectangular cell is not necessarily the same 
size and the length of the sides are given as hi and k j • In this notation 
the potential at any mesh point is estimated by 

e = lJ12{hi-ICPi+I,j + hiCPi-l. j + kj-ICPi, j+I + kjCPi ,j-I} 
CPi,j hihi-1(hi + hi-I) kjkj-1(k j + k j - I) (28) 

where 

]12 = hihi-Ikjkj-I 
hihi- 1 + kjk i - 1 ' 

Pi, i is the charge density, and only nearest neighbors have been used 
in estimating the derivatives (the so-called five point approximation). 
To compute the solution, the potential is successively calculated using 
(28) for each node in the field. After completing a step through the 
field, the process is continued repeatedly until by some means (discussed 
below) it is determined that the result is within a certain specified 
precision of the solution and the iteration process is ended. The solution 
is often approached more rapidly if, instead of (28) above, the potential 
at each node point is estimated by a linear combination of (28) with 
the previous estimate. Thus, after n iterations of the region Q, the 
potential at any node is given by 

(29) 



728 THE BELL SYSTEM TECHNICAL JOURNAL, MARCH 1972 

where a is the relaxation factor and determines the rate of convergence. 
For any given problem there exists an a for which the rate of con­
vergence is maximized provided the sequence in which the nodes are 
calculated possesses a consistent ordering designated "Property A.,,4 
If a is less than unity, the convergence is "underrelaxed"; and if a is 
greater than unity, the convergence is "overrelaxed." In practice the 
maximum rate of stable convergence is usually obtained when a > 1 
and hence the name successive-overrelaxation. 

A detailed description of consistent orderings of the nodes possessing 
Property A is available in the literature. In the present work the common 
"checkerboard" array has been used. The nodes of region Q are divided 
into two groups, A and B, and each iteration is composed of a step 
through the A group followed by a step through the B group. All the 
nodes in Q are categorized into A or B in a manner exactly analogous 
to the familiar black and white squares of the chessboard. Note that 
when computing the potential at a node point in group A, only the 
potentials at node points of group B are used. All consistently ordered 
sequences possess this property. 

When the region Q is rectangular and the calculation sequence is 
consistently ordered, it is possible to analytically determine the optimum 
relaxation factor. It is given by the expression 

a = 2(1 _ ~ I?Tq2). (30) 
opt pq ~ 2 

When Q is not rectangular or circular, the optimum relaxation factor 
cannot be computed in closed form and methods exist for estimating 
it numerically.6 As a result of the unusual boundary condition for the 
depletion edge, the region in the present problem is not truly rectangular. 
Nonetheless, the relaxation factor calculated on the basis of (30) is 
almost identical to the value estimated numerically, so long as the 
bottom of the rectangle is within a few mesh points of the lowest part 
of the depletion edge. This is fortuitous because, in general, the depletion 
boundary changes with every problem and recomputation of aopt each 
time would be prohibitive. 

Finally, it is possible to estimate the error of the numerical solution. 
Actually, there are two kinds of error to consider. One arises from the 
quantization of the space and the replacement of the differential equation 
by a finite difference equation. The other kind of error arises from the 
termination of the calculation after a finite number of iterations. The 
former is of order J.L2, where J.L2 is the dimensionless equivalent of M2 

defined in equation (28) and obtained by scaling the area of Q to unity. 
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The quantization error is typically not a problem and can usually be 
made acceptably small without using a prohibitively large number 
of mesh sites. It is to be noted that, whereas the quantization error in 
the potential is 0(//), the error in the electric field is O(!J.). 

Truncation error can also be estimated. After many iterations (the 
exact number depending on the specific problem) the ratio of the 
errors en from one iteration to the next approaches a constant A. at 
any given mesh point 

I en
+

1 I 
~~A.. 

The constant A. is in turn related to the "residuals" dn 

where a residual is defined 

dn _ [~ ~ ( (n) _ (n-l»)2Ji - L.J v·· v·· pq i.i'.1 '.1 

(31) 

(32) 

and v~~~ is the normalized potential [equation (4)]. Thus, in the iteration 
region where the convergence is monotonic the mean error after n 
iterations is given as 

(33) 

In the CCD problem discussed in the text, the region Q is divided 
into approximately 50 X 90 cells. In the direction parallel to the semi­
conductor surface, the nodes are equally spaced. In the direction normal 
to surface, the spacing is 500 A in the vicinity of the interface but 
increases linearly deep into the bulk and quadratically into the vacuum. 
In this way the voltage change from one node to the next is always 
about the same. Such an approach yields the greatest economy with 
no real loss in accuracy. Based on (33), a mean error in the potential 
of less than 10-2 is typically obtained after less than 102 iterations. 
The constant A. defined in (31) generally is established after about 
20-30 iterations. In any practical problem this represents a lower 
limit to the required number of iterations. Once A. is known, the number 
of additional iterations needed to reduce the error to an acceptable 
value can be determined. 
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The spectral and temporal characteristics of a narrowband radio channel 
subject to multipath fading were estimated from a detailed sampling of 
channel loss variations. The data base for this characterization was obtained 
during a 59-day experiment in which the amplitudes of a set of coherent 
tones spanning a band of 33.55 MHz and centered at 6034.2 MHz were 
continuously monitored. The more significant observations were: 

(i) For fade depths less than 30 dB the frequency selectivity is ac­
curately described by linear and quadratic components (in fre­
quency) of amplitude distortion. The derived statistical distri­
butions of such distortion parameters exhibit slopes of a decade 
of decrease in probability of occurrence for each 10 dB increase 
in distortion, for bandwidths greater than 5 MHz. 

(ii) For fade depths greater than 30 dB and bandwidths in excess of 
5 lVIHz the amplitude distortion exceeds second order. 

(iii) Maximum observed rates of change for the linear and quadratic 
distortion were 90 and 60 dB/second, respectively. 

I. INTRODUCTION 

Unusual atmospheric conditions may support microwave propagation 
over two or more distinct paths between two line-of-sightradio antennas. 
The various signal paths will typically differ in their propagation delay, 
thereby permitting constructive and destructive interference at the 
receiving antenna. When the relative delay is significant with respect 
to the radio frequency signal period, the interference can be quite 
selective, with deep nulls in parts of the radio band, and smaller varia­
tions at adjacent frequencies. The variation in received power is called 
fading, and the variation in the amount of fading with radio frequency 
is known as frequency selective fading. 

731 
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Experimental data on selective fading are difficult to obtain because 
of the long time periods (millions of seconds) of continuous measure­
ment required to obtain a sufficient sampling of the fading events for 
a meaningful characterization. As a result, the experimental literature 
on the subject generally has been sparse, has been incomplete, or has 
tended to de-emphasize the magnitude of the propagational effects. 
W. T. Barnete has explored these frequency effects for discrete micro­
wave signals separated by 20 to 500 MHz, and in an important early 
study R. L. Kaylor2 observed maximum amplitude deviaHons as large 
as several tens of decibels for the same bandwidths. Be6'~use of the 
ever-increasing emphasis on performance and the need for more efficient 
use of the microwave frequency spectrum, as well as for other reasons, 
an extensive experimental program was undertaken in ~ ~70 to more 
precisely characterize the spectral and temporal effects' of frequency 
selective fading within a narrowband microwave radio channel during 
a fading season. An additional objective was to obtain information 
which permits a better understanding of the complex physical processes 
of multi path fading. 

The experiment described in this paper was of 59 days' duration 
and included the amplitude measurement of 62 uniformly spaced, 
coherent tones spanning 33.55 MHz at 6 GHz transmitted over a 
26.4-mile radio path to Palmetto, Georgia. The tones were sampled 
five times per second and the results recorded whenever significant 
activity occurred. 

In the following, we present the results of the data analysis and their 
interpretation. The organization of the report is (i) an experimental 
description, (ii) an overview of the fading activity observed, (iii) the 
fading behavior of single tones, (iv) a selectivity characterization of 
multiple tone activity by means of a three-tone amplitude difference 
technique, (v) an error analysis for estimating the higher-order selec­
tivity structure, and (vi) observations describing an atypical fading 
period and comments on the temporal and spatial properties of selective 
fading. 

II. SUMMARY 

A listing of the findings follows: 

(i) The fade depth distributions for individual tones during periods 
of typical multipath fading were essentially the same and had the 
expected power law of deep fades with a slope of a decade of probability 
per 10 dB change in fade depth. 3 
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(ii) The degree of frequency selectivity was characterized by 
statistical distributions of linear and quadratic amplitude distortion 
constructed from the measured amplitudes (in dB) of three uniformly 
spaced tones spanning different bandwidths in the narrowband channel. 
The distributions exhibited slopes of a decade of probability per 10 dB 
change in observed distortion for bandwidths greater than 5 MHz and 
greater slopes for bandwidths less than 5 MHz. For a bandwidth of 
20.35 MHz the linear and quadratic distortions exceeded 15 and 9 dB, 
respectively, for 10-5 of the observation time. As anticipated, the 
selectivity structure increased with fade depth. 

(iii) An analysis was made to determine at what fade levels and 
bandwidths the linear and quadratic amplitude distortion characteriza­
tion becomes inadequate. The measure of failing was the residual or 
difference between the observed amplitude-frequency characteristic 
and a three-term, power series analytic approximation constructed 
from the linear and quadratic distortions. This study indicated that, 
for fade depths greater than 30 dB, the amplitude distortion generally 
exceeded second order. 

(iv) During deep selective fades the distortion evolves rapidly. 
The maximum rates of change observed for the linear and quadratic 
distortion for a bandwidth of 20.35 MHz were 90 and 60 dB/second, 
respecti vely. 

(v) The statistical distributions of amplitude distortion derived 
from the loss in the narrowband channels as received on tw~· vertically 
spaced antennas of different beamwidths were found to be nearry 
identical. 

III. EXPERIMENTAL DESCRIPTION 

3.1 The Experiment 

A signal generator located at a microwave station in Atlanta (Fig. 1) 
generated a field of 62 coherent tones spaced 550 kHz apart and centered 
on 70.4 11Hz. The envelope of the tone field was constant in time and 
fiat to within ±0.5 dB. The transmitter translated the 33.55-MHz­
wide tone field to a 6.0342-GHz center "frequency, and radiated the 
signal via a standard horn reflector antenna located 260 feet above 
the ground. After propagating 26.4 miles along a line-of-sight micro­
wave path (Fig. 2), the test signal was received both by a horn refiector 
antenna (1.25 degrees half-power beamwidth) 330 feet above ground 
and a 6-foot dish (2 degrees) located 19 feet 3 inches below the horn, 
on a microwave relay tower located outside of Palmetto, Georgia. 
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Fig. I-Experimental layout, Atlanta to Palmetto, Georgia. 

Both narrowband tone fields were translated back to 70.4 l\1Hz and 
a specially designed tone receiver controlled by a multiple input data 
acquisition system (MIDAS) selected individual tones in a predeter­
mined time sequence for measurement. The subset of tones measured 
is shown in Fig. 3; each tone was measured every 0.2 second. Using 
a common detector, the tone amplitudes were converted to dc voltages, 
quantized into I-dB steps over a 55-dB range, and recorded on magnetic 
tape by MIDAS synchronously \vith timing and tone identification 
information. The recording rates were 1 sample per 30 seconds, 1 sample 
per 2 seconds, and 5 samples per second (normal, intermediate, and 
fast rates) depending on the current fading activity. The higher re­
cording rates were initiated by monitoring the rates of change of tone 
amplitudes, a necessary step for maintaining a manageable data base 
for extended surveillance propagation studies. 

3.2 Calibration of Reference Levels and Determination of Transmission 
Shape 

The first step in analyzing fading data is to determine the nonfaded 
reference levels for proper calibration of the received tone amplitudes 
during fading conditions. 

During normal transmission, when the lower atmosphere was well­
behaved, the received tone field was nearly identical in shape to the 
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Fig. 2-Atlanta-Palmetto path profile and line-of-sight radio path for the normal 
(an equivalent earth radius factor k = 4/3) and the less frequent (k = 1, 2/3) 
atmospheric configurations. Clearance is adequate even for the extreme case of 
k = 2/3. 

transmitted field and was attenuated by the free-space path loss due 
to the usual spherical radiation spreading. A precise determination 
of the free-space path loss as well as losses due to radio equipment 
was done in the usual manner! by using midday periods from 12 A.M. 

to 2 P.M., during which time there was generally no fading. Such quiet 
periods, selected by visual examination of time plots of received signal 
levels, were processed by computer to establish the average nonfaded 
received amplitude levels. These reference levels showed no long-term 
variations in excess of ± 1 dB throughout the measurement period. 
By using these results, calibration curves were constructed for the 
tone receiver detector. 

RECORDED NARROWBAND TONES 

HORN 

1IIII1 I I IIIII1 

III11111111111111111111111111111111111111111111111111111I11111 
1 TONE NUMBER ez 

- - - - - - - - - - - - - - - 33.5SMHz - - - - - - - - - - - - ---

IIIIII 
DISH 

Fig. 3-Subset of 62 tones received on horn reflector and dish antenna measured 
and recorded serially. 
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Even during these favorable midday propagation periods, however, 
the received amplitudes of the tones were undergoing small time­
varying random deviations called scintillation. By using specially 
implemented amplitude measuring capabilities of the tone receiver, 
amplitude data of all 62 tones were obtained for several1-hour intervals 
at a constant rate of 5 measurements per second with an amplitude 
resolution of 1/8 dB. One such period showing the amplitude statistics 
of the 2 tones at the extremities of the narrowband is given in Fig. 4. 
The abscissa is the tone level in dB and the ordinate is the fraction 
of time that the received tone amplitude has exceeded the indicated 
level. The horizontal scale is logarithmic and the vertical scale is normal; 
thus, the scintillation amplitude statistics for both tones are log­
normally distributed (normally distributed in dB). The standard 
deviation of 0.5 dB was found to be independent of tone frequency 
over the narrowband. The amplitude distribution of the microwave 
scintillation was found to agree with other experimental studies over 
the same radio path in previous years. 4 

In addition to the long-term variations in the reference values as 
well as the short-term scintillation, a third effect was the amplitude 
deviation across the narrowband arising from the experimental equip­
ment. Figure 5 shows the average received tone level for all 62 tones 
during the same midday period shown in Fig. 4. As indicated, some 
tones (e.g., 16, 32) showed spurious amplitude effects. These effects 
were due to the modulation technique used in the tone generator and 
such tones were not used in the characterization of the selective fading. 
In addition, the amplitude depression of the extremities of the tone 
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Fig. 4-Amplitude statistics of microwave scintillation for tones 1 and 62 
received on horn reflector antenna during a 50-minute midday period on 
September 21, 1970. 
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TONE NUMBER 62 

Fig. 5-Transmission shape of narrowband tone field received on horn reflector 
antenna. 

field due to passive filtering were compensated for by suitable modifica­
tion of the calibration curves for the outer tones. 

The reference levels were calibrated in dB relative to midday normal 
by combining the calibration curves for the detector, the results of 
the statistical determination of the scintillation effects, and the trans­
mission shape. The rms variation in the reference values for the tones 
used was estimated to be less than one dB. 

IV. OBSERVED FADING ACTIVITY 

The fading activity of the narrowband tone fields received by the 
horn reflector and dish antennas was continuously monitored from 
September 13 to November 11, 1970, and recorded for almost all of 
the 59 days (5.1 X 106 seconds). lVIore than 1.8 billion measurements 
were made and the recorded data base was stored on 20 magnetic 
tapes. To condense this mass of raw data, a manual preselect was 
employed which included all periods with any fading in excess of 10 dB. 
The hour immediately preceding or succeeding each such event was 
also included. This process condensed the data base to 2 magnetic 
tapes containing data spanning 1.08 X 106 seconds (21.2 percent) 
of the total measurement period. This process resulted in a data base 
with 5 times the fading activity per unit time as compared to that 
originally measured, and contained all fades in excess of 10 dB. The 
effects and importance of this apparent increase in normalization of 
the fading activity will be discussed further in Section V. 

An overview of the daily fading activity received on the horn antenna 
is shown in Fig. 6. The lower half of the figure shows the daily distri­
bution of the fraction of the total time the received amplitude was 
faded 20 dB for tones 1, 25, 62. The upper half of the figure is for the 
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Fig. 6-Daily history of 20 and 30 dB fading activity for tones 1, 25, and 62 during 
the entire measurement period. 

30-dB level. Tone 25 was used instead of tone 32 because of the spurious 
modulation effects in tone generation mentioned earlier. Several ob­
servations can be made from Fig. 6. First, as is typical of line-of-sight 
multipath fading, the deep fading at these levels occurred in unpredict­
able bursts; second, higher fading activity occurred in more con­
centrated bursts and for deeper fades (a rare event phenomena); and 
third, there was increasingly different fading activity of the closely 
spaced tones for deeper fades. This last observation is an indication 
that frequency selective fading is more pronounced for deeper fades 
as previously observed by Kaylor. 2 

V. FADING BEHAVIOR OF SINGLE TONES 

The data were processed by computer to determine the total amount 
of time during which any tone was faded below a certain level. The 
resulting fade depth distributions for tones 1, 25, and 62 received on 
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the horn reflector antenna are given in Fig. 7. The abscissa is the fade 
depth in dB relative to midday normal and the ordinate is the fraction 
of the 1.08 X 106 seconds that the tones were faded the indicated 
amount. It is apparent that these amplitude statistics are not the same 
below 30 dB with tone 25 in the middle of the· narrowband channel 
having suffered more fading. A preferential amount of fading in the 
channel, not expected from physical considerations of the overland 
microwave link, indicates the dominance of one particular fading 
event and the lack of events at other points in the channel and will 
now be examined closely. 

In a recent study, S. H. Lin3 has presented a general analysis of the 
statistical behavior of the envelope of a fading signal. His model indi­
cates that for typical overland line-of-sight microwave links, designed 
to avoid a single dominant interfering multipath echo, the amplitude 
V of the received fading signal fades below a specified signal level L 
according to the following fade depth distribution 

L ~ 0.1 (20 dB) (1) 

where fade depth = - 20 log L. For the special atypical case of a 
dominant (single) echo the model indicates the distribution 

P(V ~ L)aL L ~ 0.1 (20 dB). 
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Fig. 7-Fade depth distributions for tones 1, 25, and 62 received on the horn re­
flector antenna. 
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Both distributions (1) and (2) are shown on Fig. 7 with slopes of a 
decade decrease in probability of occurrence per 10 and 20 dB, respec­
tively. 

For fade depths less than about 30 dB all three tones exhibit the L2 
dependence, indicating that the majority of the events at these levels 
were not due to dominant echo interference. For fade depths greater 
than 30 dB, tone 25 sustained significantly more deep fading and 
exhibited the L dependency. The indication was that at some time 
during the 5.1 X 106 seconds of the measurement period, the lower 
atmospheric structure was sufficiently stable and produced a dominant 
echo with appropriate amplitude and time delay (phase) resulting in 
substantial selective fading in the middle of the narrowband radio 
channel (tone 25). Studies of line-of-sight propagation at the same3 

and other microwave linles5
,6 indicate that single dominant echo fading 

is not the typical multipath mechanism for overland fading. This 
period during dominant echo interference was assumed as atypical 
and was extracted from the total data base for special study 
(Section VIII). It is important to note, as indicated in Fig. 8, that 
the fade depth distributions for the same tones received on the dish 
antenna (located 19 feet 3 inches below the horn antenna) all exhibited 
the L2 dependency. This reflects the strong spatial sensitivity of multi­
path fading and will be discussed further in Section VIII. 
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Fig. 8-Fade depth distributions for tones 1, 25, and 62 received on the dish antenna. 
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A day-by-day examination of the fading activity indicated that 
the atypical dominant echo event occurred on the morning of October 5 
between 4 and 7 :30 A.M .• With this time period removed from the data 
base the fade depth distribution for tone 25, shown in Fig. 9, exhibited 
more closely the L2 dependency. The faded depth distribution of tone 62 
remained unchanged because of the small sample size at the extremity 
of the narrowband. 

Whereas the slope of the single-tone fade depth distribution curve 
gives information about the multipath fading process, the ordinate 
intercept gives a measure of the occurrence of such fading. Previous 
experience l at the same frequency and at approximately the same 
path length and path roughness indicates that the proportionality 
constant of equation (1) is about 0.5 which implies that P(V ~ 0.032) f".J 

5 X 10-4 at the 30-dB fade depth [- 20 log (0.032) = 30] as plotted 
in the figures. Figure 9 shows that the fading activity was below ex­
pectation at all fade depths; about 1/5 of that expected. This lack 
of observations was compensated for by using the condensed data 
base as discussed in Section IV. That is, we had 1/5 the number of 
fades, but we condensed the time base by five to compensate. This 
allows us to extrapolate these observations of frequency selective 
fading derived from a modest but, \ve believe, not atypical set 
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Fig. 9-Fade depth distributions for tones 1, 25, and 62 received on the horn 
reflector antenna for the entire 1970 measurement period excluding the fading 
activity of October 5. 
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of measurements during this late fall fading season to what is believed 
to be more representative of a typical summer fading month. 

VI. SELECTIVITY CHARACTERIZATION OF MULTIPLE TONE ACTIVITY 

To give a flavor of the variety and nature of the selective fading 
observed during the 1970 measurement period. and to motivate the 
characterization of such events, two fading periods are presented in 
Figs. lOa and lOb. These time sequences of the channel transmission 
loss (displayed here as a continuous amplitude-frequency characteristic 
rather than discrete measurements) indicate the dynamics and disper­
sion of the channel. For figure compactness, the sequential scans of 
the tone field have arbitrary 0 dB reference; the absolute fade depth 
of tone 1 is indicated. The time between scans was 0.2 second. Event 
(a) was extremely rapid, and was preceded by 2 and followed by 6 
days of near free-space propagation conditions. During the period 
shown in event (a), all tones in the narrowband channel were faded 
20 dB. Event (b) was preceded by 9 days of free-space conditions and 
was followed by additional selective fading periods within the hour. 
For this early morning event the highly selective portion of the fade 
was superimposed on what appears to be a broader-band selective 
fade as indicated by the slopes of the amplitude characteristic before 
and after the events of greatest dispersion. 

In event (a) the selectivity swept through the narrowband, suggesting 
the appearance of a very small echo with rapidly changing delay (phase), 
which maintained, at least approximately, a constant' amplitude. In 
contrast, in event (b) the selectivity develops and dissipates in-band, 
suggesting a continual change in the relative amplitude of the echoes 
present. All of the highly selective fading events observed exhibited 
activity somewhere between these two extremes and the study of 
events such as these will undoubtedly sharpen our thinking about the 
mechanisms of multi path fading. 

The choice of form of characterization of such selective fading events 
is bounded by the two constraints of generality and simplicity. Study 
of events like those shown in Fig. 10, and others, suggested that the 
amplitude-frequency characteristic most frequently exhibited either 
simple slopes or simple curvatures (or combinations of slopes and 
curvatures) and only for the deeper fades did higher-order structure 
(for example, cusps) occur. Therefore, the detailed variation across 
the amplitude-frequency characteristic was parameterized by monitoring 
the amplitudes of three symmetrically spaced reference tones as shown 
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in Fig. 11. The three amplitudes, A(fl), A(f2), and A(f3), were used 
to construct the simple first difference 

(3) 

which is the linear amplitude distortion (slope) in dB across a narrow­
band channel of width f3 - fl = 2Llf, and the second difference 

(4) 

which is the quadratic amplitude distortion (curvature) in dB across 
the 2Llf channel. LlA, Ll2A/2, and A(f2) form a complete set; A(f2) is 
defined to be the fade depth of the event, 2Llf is the bandwidth pa­
rameter. For the example shown in Fig. 11, the fade depth is A(f2) = 
-34 dB and for a bandwidth of 2Llf = 20.35 MHz, the linear distortion 
is LlA = 10 dB and the quadratic distortion is Ll2A/2 = 6 dB. 

The 1.05 X lOG seconds of data were processed and the observed 
experimental distributions for I LlA I and I Ll2A/2 I were accumulated 
both for conditional and unconditional fade depths [conditioned on 
A (f 2)] as well as for seven different bandwidths (2Llf = 1.65 to 33.55 
MHz). The results of this selectivity characterization are presented 
in the following sections in the order: 

(i) Unconditional linear and quadratic distortion for a bandwidth 
of 20.35 MHz, 
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Fig. ll-Selectivity characterization of the observed amplitude-frequency charac­
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(ii) Conditional linear and quadratic distortion for 20.35 MHz, 
(iii) Unconditional distortion for other bandwidths, 
(iv) Cross plots of the above results showing growth in selectivity 

structure with bandwidth and fade depth. 

6.1 20.35-1j/IHz Bandwidth 

The unconditional linear and quadratic distortion distributions for 
20.35 MHz are shown in Fig. 12. The abscissa is the amount of distortion 
in dB and the ordinate is the fraction of time (1.05 X 106 seconds) 
that the linear or quadratic distortion equaled or exceeded the cor­
responding abscissa value. For example, .1A ~ 15 dB and .12A/2 ~ 9.5 
dB for 10- 5 of the time (about 10 seconds). As indicated for smaller 
fractions of the time even greater distortion was observed. The roll-off 
at the tails below 10-6 is the result of too few samples. The data points 
below 10-4 can be approximated by lines with slopes of a decade of 
probability of occurrence per 10 dB of distortion and will be discussed 
in Section 6.2. 

It is appropriate to comment here on the effects of quantization. 
Since the measured amplitude of each tone has a maximum uncertainty 
of ±0.5 dB, there results a maximum uncertainty of ± 1 dB in both 
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linear and quadratic distortion parameters. Assuming that the error 
in each tone measurement is uniformly distributed about 0 dB (a 
reasonable assumption for a many-measurement statistic) results in 
an average error of 0 dB for the distortion parameters ilA, and il2 A/2. 
Thus we conclude that the quantization effects are secondary and 
manifest themselves only at the distribution's tails where the samples 
are few. In addition, it is important to realize that for high-performance 
microwave systems the relevant fraction of time for propagation 
considerations of a single radio hop is in the range of 10-4 to 10-5

• 

For these fractions of time the data shows consistency. 
The linear and quadratic distortion distributions for a 20.35-MHz 

bandwidth conditioned on the fade depth of the middle tone [A (f 2)] 
are shown in Figs. 13 and 14, respectively. Note that the time base 
for each curve is different and is the total time the middle tone was 
faded the indicated amount. For example, for half of the 30-dB fading 
time (about 7.4 seconds) the linear distortion ilA ~ 3.4 dB and the 
quadratic distortion il2A/2 ~ 1.8 dB. The point scatter of the linear 
distortion at the 25-dB level is difficult to explain; the irregular position 
of the 35-dB curve suggests that at (and below) these fade levels a 
simple linear distortion characterization parameter is an inadequate 
descriptor of the frequency selectivity in the narrowband channel. 
As anticipated, the distortion values increase with fade depth, par­
ticularly the quadratic distortion below the 30-dB level. 

6.2 Other Bandwidths 

By processing different sets of three reference tones, information 
regarding the bandwidth of the selective fading process was obtained. 
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Fig. 13-Conditional linear distortion distributions for 20.35 MHz. 
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Fig. 14-Conditional quadratic distortion distributions for 20.35 MHz. 

Figure 15 shows a summary of the unconditional linear distortion 
distributions for different bandwidths and Fig. 16 indicates the quadratic 
distributions. Remembering again that the data below 10-6 are less 
reliable because of fewer samples, the linear distortion distribution 
shows good consistency for the different bandwidths. The quadratic 
distributions show more scatter; the unusual behavior of the quadratic 
distortion for the 33.5.5-MHz case indicates the inadequacy of char­
acterizing the selective fading amplitude characteristic by monitoring 
three reference tones spanning a bandwidth as great as 33.55 MHz. 
For bandwidths less than 5 MHz the tones are highly correlated and 
the amplitude distortion parameters are smaller. 

Both the linear and quadratic distortion curves for the larger band­
widths exhibit slopes of a decade decrease of probability for 10 dB 
increase in distortion. This is a general result for deeply faded signals 
and their differences when such quantities are expressed in dB. 

To examine more closely the increase in amplitude distortion with 
increased bandwidth and fade depth, several cross plots of the previously 
shown results were constructed. Figure 17, a cross plot of Figs. 15 and 
16, shows the growth in distortion as a function of channel bandwidth 
for 10- 5 fraction of the time. As indicated, the distortion increases 
rapidly with increasing bandwidth up to about 5 MHz; beyond 5 MHz 
the increase is less. For the quadratic distortion the transition point 
appears to occur around 20 MHz. 

Crossplots of Figs. 13, 14, and others (not shown) for 10-2 fraction 
of the middle reference tone [A(f2)] fade time give the results shown 
in Fig. 18 for bandwidths of 10.45 and 20.35 l\1Hz. The growth in 
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Fig. IS-Summary of unconditional linear distortion distributions for different 
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distortion is clearly a function of both fade depth and bandwidth. 
The dashed lines showing the estimated growth in the quadratic dis­
tortion below 30 dB were obtained by extrapolation of conditional 
distortion curves to the appropriate fade depths. 

VII. AN ERROR ANALYSIS OF THE HIGHER-ORDER DISTORTION 

As previously indicated, the selectivity structure increases with 
fade depth and monitoring the relative amplitudes of only three tones 
will not provide a complete description of the frequency selectivity 
for deep fades. In this section we discuss these higher-order selective 
effects and describe how a determination was made of the fade depth 
at which higher-order effects become significant. 

This determination was made by making use of the multiple-tone 
amplitudes measured in the following way: For each amplitude-fre­
quency characteristic measurement the three-term power series ap­
proximation was constructed 

A(t) ~ A(t,) + t,.: (t ~/') + t,.'.; (t ~/')', (5) 
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Fig. 16-8ummary of unconditional quadratic distortion distributions for different 
bandwidths. 

where AA and A 
2 A /2 are again the distortion parameters as defined 

in (3) and (4). Then by using the measured amplitudes, AM, of tones 
(called here intertones) falling within the 2Af bandwidth, the errors 
(deviations) between the measured values and the values calculated 
by the power series approximation (5) were found by 
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Figure 19 shows, for an instant in time, the observed selectivity, the 
power series approximation, and two of the intertone errors. The 
maximum of the absolute value of the set {E i} called MAX I ERROR I 
(maximum inband amplitude deviation) was monitored as a function 
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Fig. 19-Definition of errors as differences between the observed selectivity structure 
(solid line) and the power series approximation (dashed line). 
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of fade depth and tone spacing ~f. Figure 20 shows the experimental 
distribution of this MAX I ERROR I for a channel bandwidth of 
20.35 MHz. Although the scatter of data is large (undoubtedly due 
to the higher-order selectivity structure), it is clear that for small 
fractions of the time the MAX I ERROR I can become significantly 
large (6 dB at 10- 5 fraction time). The effect of decreasing the band­
width is shown in Fig. 21. Figure 22, a crossplot of Fig. 21, indicates 
that, at 10- 5 of the time, halving the bandwidth approximately halved 
the observed MAX I ERROR \. But, as indicated, the bandwidth 
would have to be limited to values considerably less than 5 l\1Hz to 
limit MAX I ERROR I to less than 1 dB. 

The large values of MAX I ERROR I occurred only during the 
deep selective fades, and we nmv explore these effects. The observed 
distribution of MAX I ERROR I for a bandwidth of 20.35 MHz con­
ditioned on the fade depth of the middle reference tone is given in 
Fig. 23. Note again that the time base for each curve is different. As 
indicated, the MAX I ERROR I is a sensitive function of fade depth. 
Half of the time the middle reference tone A (f 2) was faded 20, 25, or 
30 dB, the MAX I ERROR I was less than 1 dB. But for the same 
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fraction of time when the middle tone was faded 35 dB, the 
MAX I ERROR I was greater than 2.5 dB. The same rapid growth 
in MAX I ERROR I below 30 dB was also observed for the other 
bandwidths as indicated in Fig. 24, which is for the 10-2 fraction of 
the middle reference tone's fade time. This figure indicates that for 
bandwidths from 5 to 20 MHz and fades not in excess of 30 dB, the 
three-term power series approximation constructed from the linear and 
quadratic distortion parameters approximates the actual channel to 
within 2 dB. Below 30 dB the selectivity structure is often greater 
than second order, and higher-order distortion parameters constructed 
from more reference tones are required to more precisely quantify 
the frequency selectivity of channel loss. 

VIII. SPECIAL TOPICS 

8.1 Temporal Activity 

Although the physical process responsible for multipath fading 
may be of relative slow time scale, reflecting the huge inertia of the 
extended propagating medium, the faded microwave signal, which 
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is the vector sum of multiple echoes, may itself exhibit much greater 
rates of change. An example of this was indicated in Fig. lOa. 

Figure 25 illustrates a particular fade, in which the dynamics of 
the linear distortion, quadratic distortion, and MAX I ERROR I for 
a 20.35-MHz bandwidth are displayed. Note that as the selectivity 
develops the distortion grows to significant values. The three-tone 
power series approximation initially matches the channel frequency 
selectivity character to within 1 dB. During the 58th second, however, 
the selectivity structure is of such high order (again see Fig. lOa) that 
the power series approximation fails substantially to match the am­
plitude structure, resulting in MAX I ERROR Is in excess of 6 dB. 
The 30-dB fading period for the middle reference tone A (f 2) is shown 
and further supports the earlier observation of the inadequacy of 
using only three tones to monitor selective fading over bandwidths 
of a few tens of MHz for fades below 30 dB. The rates of change 
(d/dt)(jj.A) I"-' 90 dB/second and (d/dt) (jj.2A/2) I"-' 60 dB/second, 
which existed for only a fraction of a second, were the maximum ob­
served during the 1970 measurement period. 

8.2 Spatial Activity 

The fading activity experienced by a dish antenna located 19 feet 
3 inches below the horn antenna was also monitored throughout the 
measurement period. The results, less complete than those for the 

14 
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Fig. 22-A crossplot of Fig. 21 showing the observed MAX IERRORI as a function 
of bandwidth for 10-4, 10-5, and 10-6 fractions of the time. 
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Fig. 23-Conditional distributions of MAX \ERROR\ for a bandwidth of 20.35 MHz 
and different fade depths. 

horn reflector because of fewer tones recorded (see Fig. 3), are shown 
in Fig. 26. These distributions also have slopes of a decade of probability 
per 10 dB of distortion for the main portion of the curves. The roll-off 
at the tails is a small samples effect. Comparing the selectivity char­
acterization plots for the horn in Figs. 15 and 16 to the plots for the 
dish in Fig. 26, we see the same amount of selectivity structure. The 
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Fig. 24-0bserved MAX iERRORi for 10-2 fraction of the middle reference tone's 
fade time as a function of fade depth and bandwidth. 
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Fig. 25-Dynamics of the linear and quadratic distortion and the MAX IERRORI for 
a bandwidth of 20.35 MHz. This is the event shown in Fig. lOa. 

conclusion is that the selective fading structure as observed in a narrow­
band radio channel at these frequencies is insensitive to the beamwidth 
or to the precise vertical location of the antenna. 

Although the joint activity of selective fading in the narrowband 
channels received on both antennas was not directly processed, examina­
tion of all significant fading periods showed very few simultaneous 
events with appreciable selectivity. 

8.3 The Atypical Event of October 5 

For completeness, the linear and quadratic distortion distributions 
were accumulated for the entire measurement period including the 
assumed atypical event of October 5. The distributions for a 20.35-MHz 
bandwidth are shown in Fig. 27. The distortion distributions for this 
inclusive period have t4e same slope as before (see Fig. 12), indicating 
that the frequency selective structure which occurred during this 
unusually long dominant echo period was similar to the selective 
structure occurring during the remainder of the experiment. 



756 THE BELL SYSTEM TECHNICAL JOURNAL, MARCH 1972 

4: 
<n 
<n 

10-1 

~ 10-2 
(D 
4: 

All 

c=-='=-. 10-3 

~~IC\J <l<l 
~ 

UJ 
10-4 :::l: 

i= 
LL 
0 

Z 10- 5 0 
i= 
~ 
0:: 
LL 

10- 6 

10- 7
0 

LINEAR AND QUADRATIC DISTORTION 

RECEIVED ON DISH ANTENNA 

33.SSMHz 

DISTORTION IN DECIBELS 

30 

Fig. 26-Unconditional distributions of the linear and quadratic distortion received 
on the dish for a bandwidth of 33.55 MHz . 

z 
Q 
I-
U 
4: 
c:: 
LL 

. ~ 
\. 

'-. ' . ........ 

10- 5 

10-6 

LI NEAR AND QUADRATIC DISTORTION 

....... ........ 

RECEIVED ON HORN ANTENNA 

INCLUDING ACTIVITY OF OCTOBER 5 

20.35 MHz 

....... --. 
---.~EAR f}A 

!;:,. .--!;:,.!;:,. e __ 

!;:,. !;:,.!;:,. .-......... 

!;:,. .~ 

.~ 
10-7~ ________ ~ ________ ~ ________ ~ ________ ~ ________ ~~ ______ ~. 

o 30 
DISTORTION IN DECIBELS 

Fig. 27--Unconditionallinear and quadratic distortion distributions for a band­
width of 20.35 MHz and for the entire 1970 measurement period including the 
activity of October 5. 



FREQUENCY SELECTIVE FADING 757 

IX. ACKNOWLEDGMENTS 

The narrowband data come from an experiment to which many 
colleagues at Bell Laboratories have contributed. Indebtedness is 
extended to W. T. Barnett \vho was instrumental in the conception 
and supervision of the experiment; to H. J. Bergmann and L. J. Morris 
who installed and calibrated the radio link; especially to G. A. Zimmer­
man who created the multiple-tone generator, multiple-tone receiver, 
and the MIDAS; and to C. H. Menzel who provided the necessary 
computer programs required for interfacing the author's analyses 
programs to the narrowband data. 

REFERENCES 

1. Barnett, W. T., "Microwave Line-of-Sight Propagation With and Without 
Frequency Diversity," B.S.T.J., 49, No.8 (October 1970), pp. 1827-1871. 

2. Kaylor, R. L., "A Statistical Study of Selective Fading of Super High Fre­
quency Radio Signals," B.S.T.J., 32, No.5 (September 1953), pp. 1187-1202. 

3. Lin, S. H., "Statistical Behavior of a Fading Signal," B.S.T.J., 50, No. 10 (Decem­
ber 1971), pp. 3211-3270. 

4. Babler, G. M., "Scintillation Effects at 4 and 6 GHz on a Line-of-Sight Microwave 
Link," IEEE Trans. Ant. and Prop., AP-19, No.4 (July 1971), pp. 574-575. 

5. Crawford, A. B., and Jakes, W. C., "Selective Fading of Microwaves," B.S.T.J., 
31, No.1 (January 1952), pp. 68-90. 

6. DeLange, O. E., "Propagation Studies at Microwave Frequencies by Means of 
Very Short Pulses," B.S.T.J., 31, No.1 (January 1952), pp. 91-103. 





Copyright © 1972 American Telephone and Telegraph Company 
THE BELL SYSTEM TECHNICAL JOURNAL 

Vol. 51 , No.3, l\Iarch, 1972 
Printed in U.S.A. 

Capacitallces of a Shielded Balanced-Pair 
Transmissioll Line 

By C. M. MILLER 
(Manuscript received October 4, 1971) 

The exact formulae (calculable to any accuracy) for mutual and con­
ductor-ta-ground capacitance (Cm and Cg) for a shielded balanced pair 
are expressed as infinite determinants. Convergence of these determinants 
is rapid except as the conductors of the pair approach each other or the 
shield. Approximate expressions developed by Philips Research, though 
not extremely accurate, are simple and in closed form thereby allowing 
capacitance surfaces to be plotted. These surfaces show qualitatively the 
variation of capacitance with dimensions. 

1. INTRODUCTION 

The shielded balanced pair consists of two straight cylindrical con­
ductors immersed in a homogeneous dielectric, surrounded by an 
electrically thick tubular shield. Figure 1 is a cross section of the shielded­
pair structure. 

Dimensional restrictions are imposed which serve to keep the three 
conductors of the structure from touching. These restrictions are 
S > d and D > S + d. In terms of the traditional dimensional ratios 
u and V, u < 0.5 and V < 1/(1 + 2u). Thus, the variables u and V 
are contained in the shaded area in Fig. 2. 

The exact capacitance expression for a pair in free space (unshielded) 
is derived in most texts. 

Cm = ?r€o/cosh -1 (0.5/u) (1) 

where €o = (C2
J1.0)-1 = 8.8541853 X 10-12 farads/meter. 

As the spacing between the conductors approaches zero, u ~ 0.5 
and Cm ~ 00. The effect of placing a shield around the pair at a large 
relative distance cannot alter the limiting values of C m as u ~ 0.5. 
Also, intuitively, as the inner conductors of the shielded pair structure 
approach the outer conductor, V ~ 1/(1 + 2u) and Cg ~ 00. The 
capacitance values at the limiting dimensions appear in Table I. 

759 
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Fig. I-The shielded-pair transmission line. 
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V 

Fig. 2-Dimensional restrictions for the shielded pair. Typical values of u and V 
for existing shielded balanced-pair cables and equivalent u and V for mUltipair 
cables generally lie within the dashed square. 

II. EXACT CAPACITANCE EXPRESSIONS 

J. W. Craggs and C. J. Tranter1 derived the exact expression for 
the mutual capacitance of the shielded balanced pair. The method 
assumed a Fourier surface charge density on the conductors, the 
coefficients being determined from the constancy of the potential 
over the surfaces. The factor 012 is expressed in an infinite determinant 
set equal to zero. 

E 

0.044766 --------- IlF /mile 

(
1 1 - V2) 

loge ~'1 + V:2 

(2) 



where 

and 

TRANSMISSION-LINE CAPACITANCES 

- a1 (2u) 1 + All(2u)2 
1 

am = 

= 0, 

mE ( l)m+n 2 ~ 2q+1C mE V 2 (2 q+1) 
Amn = - n -2 - LJ n 2q+1-m , 
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(3) 

and q equals (n - 1)/2 or (m - 1)/2, whichever is greater. B represents 
binomial coefficients and C represents combinatorial coefficients. 

TABLE I-LIJ\HTING CAPACITANCE VALUES 

Dimensional Condition Capacitance Value 

D=co 
d -8,' 
8 + d - D, 

v = 0 
u -0.5 
V - 1/(1 + 2u) 

Cm = 0.044765€r/cosh-1 (0.5/u) uF /mile C
m 

_ co 

Cu - co 

This solution lends itself well to computer calculation and for small 
values of u and V, a 2 X 2 determinant will give accurate answers. 
As u and V increase, more terms must be included until at u = 0.45, 
a 10 X 10 determinant is required to give five-digit accuracy. The 
convergence of this determinant is very slow as the conductors approach 
each other or the shield (u and V approach the limiting values). 

The exact expression for Cu , capacitance to ground of one conductor, 
was derived by the author using the method of Craggs and Tranter. 
This derivation yields another infinite determinant equal to zero. 

With polar coordinates (r, 0) let the surface charge density on r = rl be 

f(O) = 2Q- (ao + t an cos no). 
7rr l n=l 

An even function is selected since the conductors will be equipotential 
circles. The potential due to this charge density is then 
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t 00 (r)n an cos nO 
V = - 2Qao log rl + Q L - for r ~ rl 

n=l rl n 
(4) 

or 

t 00 (rl)n an cos nO 
V = - 2Qao log r + Q L - for r ~ rl • 

n=l r n 
(5) 

Since three conductors, each with different polar origins, are involved, 
several coordinate transformations are required. For polar coordinates 
(p, w) with origin at r = c, 0 = 0, and c > rl and p < c - rl use equa­
tion (5). Using 

(n + m - I)! 
n Bm = -'---~-----''--

m! (n - I)! 

and 

log (1 + 2 ~ log w + ~;) 
then 

t ~ cos nw ( p)n V = -2Qao log c + 2Qao L...J -- --
n=l n c 

+ Q t an (~)n nBm(- p)m cos mw. 
n=l nee 

(6) 

For c < rl and p < rl - c and p < c use equation (4). Using 
n 

(1 + xf = L nCmXm, 
m=O 

nc = n! 
m m! (n - m)! ' 

then 

t V = -2Qao log rl + Q t an (~)n t nCm(f!.)m cos 11UrJ. (7) 
n=l n rl m=O C 

For c > rl and p > c + r1 use equation (5). Using previously stated 
identities, 

t V = -2Qao log p + 2Qao f cos nw (_!2)n 
n=l n P 

+ Q t (~)n an t nBm(_!2)m cos (m + n)w. (8) 
n=l P n m=O P 

t This result is stated in Ref. 1. 



TRANSMISSION-LINE CAPACITANCES 

For polar coordinates (p, w) with origin at r = c, e 
and p > c + rl use equation (5). 

~ cosnw (~)n V = - 2Qao log p + 2Qao L...J 
n=l n P 
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7r, and c > rl 

+ Q i: (C!.)n an i: nBm(~)m cos (m + n)w. (9) 
n=l P n m=O P 

For the shielded balanced pair structure let the inner and outer 
conductors be numbered as shown in Fig. 3. 

Fig. 3-Polar coordinates for the three conductors of the shielded-pair structure. 

Assuming a charge distribution on conductor 1 

fee) = 2~rl (1 + ~ an cos ne) , 

and on conductor 2 

f( .. - 0) ~ 2~, [1 + ~ a. cosn( .. - O)J 
= 2Q [1 + i: (-Iran cosneJ ' 

7rrl n=l 

and on conductor 3 

Writing the equation for the potential on conductor 3 with both inner 
conductors at + Vo potential and conductor 3 at zero potential yields 

o = V31 + V 32 + V33 , 
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where Vab is the potential on (a) due to a charge distribution on (b). 
From (8) with p = 1'3 and 2c separation between conductors 

V 31 2 1 + ') ~ ( c)n cos nw - = - og 1'3 - L...J -- --
Q n=1 1'3 n 

From (9) with p = 1'3 , 

V 32 2 1 + 2 ~ (c )n cos nw - = - og 1'3 L...J - --
Q n=1 1'3 n 

From (4) or (5) with r = 1'1 = 1'3 , 

V:~3 2b 1 + ~ bn cosnw. -Q = - 0 og 1'3 L...J 
n=1 n 

Substituting k = m + n yields the total potential on conductor 3, 

~ (c)n cos nw n 
0=-2(2+bo)10g1'3+2~ ~ -n-[l+(-l)] 

+ f (?:.!.)n an f nBk_n(~)k-n( -If[l + (_l)k] cos kw 
n=1 1'3 n k=n 1'3 

+ f bn cosnw. 
n=1 n 

From this relationship we select the charge distribution on conductor 3 
so as to eliminate the angle (w) dependence. 

f(O) = 2Q (-2 + f b2n cos 2no) 
7r1'3 n=1 

(10) 

Using 

nBk_n = 0 for k < n 

and 

~ ~ ~ k 

L L nBk_nf(n, k) L L nBk_nf(n, k), 
n=1 k=n k=1 n=1 

then 
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(11) 

Equation (11) gives a functional relationship between the Fourier 
coefficients for the assumed charge distributions. For conductor 2 
the total potential Vo = V 21 + V 22 + V 23 . From (6) with p = rl and 
2c separation between conductors, 

~ cos nw ( rl)n V 21 = -2Q log 2c + 2Q L..J -- --
n=l n 2c 

+ Q f an (rl)n f nBm(_!i)m cos mw. 
n=l n 2c m=O 2c 

From (4) or (5) with r = r1 , 

V22 = -2Q logrl + f an (-It cosnw. 
n=l n 

From (7) and (10) with p = rl and rl = r3 , 

co b ( )2n 2n ()m V 23 = +4Q log r3 + Q L 22n ~ L 2nCm ~ cos mw. 
n=l n r3 m=O C 

The total potential on conductor 2 is then, 

Vo n 1 2 + 2 ~ cos nw ( rl)n + - = -L, og crl L..J -- --
Q n=l n 2c 

f an (-It cos nw 
n=l n 

+ f am (2rl )m f mBn(_2rl)n cos nw 
m=l m C n=O C 

co b ()2m 2m ()n + 4 log r3 + L 22m ~ L 2mC n ~ cos nw. 
m=l m r3 n=O C 

For n = 0, 

Vo = 2 log (r3)2 + f am (!i)m + f b2m (~)2m. (12) 
Q 2cr1 m=l m 2c m=l 2m r3 

Using 2mCn = 0 for n > 2m, 
co 2m co CO 

L L 2mCnf(m, n) L L 2mCnf(m, n). 
m=O n=O n=O 2m=n 

For n = 1, 2, 3 ... 

o = +~ (_!i)n + (-It an + (_2:l)n f mBn(2:l)m am (13) 
n 2c n 2c m= 1 2c m 

+ (~)n f 2mCn(~)2m ~2m. 
C 2m=n r3 2m 
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To obtain the final solution, substitute (11) into (12) and (13) to 
obtain a system of n + 1 homogeneous equations in n + 1 unknowns. 
The determinant of this system is then equal to zero. 

V 2 co ( )2(2k) 1 co ()m 
--.-i! + 2 log ~k + 4 L ~ - - L am ?:.!. am = O. 
Q (r3) k=l r3 2k m=l m c 

where 

and 

Using 

~ (?:.!.)nan + (-It an + (?:.!.)n t Amn(_?:.!.)m (_ am) = 0, 
n c n C m=l C m 

am = ( l)m ( c2 )m (_c2 )m 
-- - -2--0 - -2--2 

2 r3 - c'" r3 + c ' 

q = m/2 or n/2, whichever is greater. 

Vo _ ~ 
Q - Cg ' 

and transferring to the traditional dimensional ratios, u = r l /2c and 
V = c/r3 , yields n + 1 equations in the variable (_I)m am/m so that 

where 

Cg = 
€ 

0.089532 F/ ·1 

[ 

2k+'](1)k J.L ml e, 1 co 1 - V "2 

log 4 V 2 II 2k+' -.1 g 

U k=l 1 + V 

_ al (2u) 
2 

2~l (2u) 1 + All(2u)2 =0 

(14) 

The convergence characteristics of this solution are similar to the 
C'" solution with the added effect of the infinite product as V ~ 1. 
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With these two exact solutions and the computer programs to calculate 
them, other closed-form approximate solutions can be evaluated. 

III. APPROXIMATE CAPACITANCE EXPRESSIONS 

Several approximate expressions (Refs. 2 through 6) using various 
methods and useful over limited ranges of u and V have been derived. 

The Philips3 approximate equations for Cm and Cg have several 
useful characteristics. 

where 

where 

Cm 0.17906 j.tF - = 1 
€ 4 cosh- p mile' 

1 1 - V2(1 - 4u2
) 

P = 2u·l + V2(1 - 4u2)· 

Cg _ 0.17906 j.tF 
2 cosh -1 q mile' 

1 1 q =-. 
2u 

(15) 

(16) 

These equations are simple, easy to compute, and in closed form. 
Additionally, they give the values of capacitance shown in Table I 
at the dimensional limits. Tables II and III show that the overall 
accuracy of these relationships in the range of u and V corresponding 
to practical cables is not high. 

IV. NUl\IERICAL TECHNIQUES 

Several numerical techniques have been described to calculate 
capacitance by mapping equipotential lines. A grid is usually assumed 
to set values of x and y and known boundary values of potential are 
used. The value Vex, y) is taken as the average of the four neighboring 
values, and when this is true for all points, Laplace's Equation, a2v / ax2 

+ a2v / ay2 = 0, has been solved. This relaxation method is used in a 
computer program7 to calculate capacitance for a system of shielded 
circular conductors. 

It is difficult when using a relaxation method to determine the 
accuracy of the final solution (due to the finite grid and computer 
errors). The program7 was run with the proper parameters to calculate 
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TABLE II-PERCENT ERROR IN PHILIPS Cm EQUATION 

(CPHILIP s - CEXACT)* 100/CEXACT 

v 
o 

0.05 

0.1 
0.15 

0.2 
0.25 

0.0.5 

0 
0.001 

0.003 
0.007 

0.013 
0.019 

0.3 0.026 
0.35 0.035 

0.4 0.44 
0.45 0.054 

0.5 0.064 

0.1 

0 
0.004 

0.017 
0.038 

0.066 
0.101 

0.142 
0.lH9 

0.240 
0.295 

0.355 

0.15 0.2 

0 0 
0.012 0.024 

0.047 0.097 
0.104 0.218 

0.182 0.383 
0.279 0.592 

0.395 0.843 
0.528 1.14 

0.677 1.47 
0.843 1.86 

1.03 2.30 , , 0.55 0.075 0.422 1.24 2.H4 

0.6 
0.65. 

0.7 
0.75 

0.8 
0.85 
0.9 

0.087 
0.099 

0.114 
0.132 

0.157 
0.200 
2.49 

0.496 1.49 3.52 
0.584 1.82 4.49 

0.695 2.28 6.5 
0.854 3.22 

1.15 

u 

0.25 0.3 0.35 0.4 0.45 

0 0 0 0 0 
0.044 0.073 0.114 0.174 0.267 

0.176 0.292 0.458 0.700 1.07 
0.394 0.657 1.04 1.59 2.47 

0.699 1.17 1.86 2.89 4.52 
1.09 1.84 2.96 4.64 7.39 

1.56 2.67 4.3.5 6.94 11.3 
2.13 3.68 6.09 9.93 16.7 

2.79 4.90 8.28 13.9 24.4 
3.58 6.41 11.1 19.4 36.5 

453 8.33 15.0 28.1 61.7 
5.73 11.0 21.5 51.0 

7.44 15.7 
10.8 

0.5 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 

Note: Typical values of u and V for shielded-pair and multi pair cables generally 
lie within the enclosed area. 

Cm and Cg of a shielded pair with u = V between 0.05 and 0.45 in 0.05 
increments. The finest grid (33 X 33 in each quadrant) was used and 
Table IV shows the error in the relaxation solution. The conductor 
diameter for u = V = 0.05 did not include enough of the grid to com­
pute. Unlike the approximate equations, the errors in the relaxation 
method, for the most part, are not a strong function of u and V. For 
most values of u and V (u = V > 0.2) the relaxation method is more 
accurate than the Philips equations. 

V. CAPACITANCE SURFACES 

The complexity of the exact formulae for calculating the capacitance 
of a shielded balanced pair structure causes difficulty in visualizing 
how capacitance is affected by changes in dimensions. The Philip's 



TABLE III-PERCENT ERROR IN PHILIPS Cg EQUATION (CPHILIP B - CEXACT)* lOO/CExAcT 

u 

V 0.05 0.1 0.1.5 0.2 0.25 0.3 0.:35 0.4 0.45 0.5 

0.05 -0.033 -0.144 -0.342 -0.630 -1.01 -1.47 -2.01 -2.62 -:3.27 0 
0.1 -0.040 -0.180 -0.4:35 -0.811 -1.31 -1.H3 -2.66 -3.49 -4.40 0 8 

~ 

0.15 -0.046 -0.211 -0 .. 1)17 -0.974 -1 .. 59 -2.36 -:3.29 -4.34 -S.50 0 > 
Z 0.2 -0.052 -0.241 -0.5!J6 -1.14 -1.87 -2.81 -3.94 -5.24 -6.68 0 [f1 

~ 
0.25 -0.057 -0.270 -0.677 -1.31 -2.17 -3.28 -4.64 -6.22 -7.99 0 en 
0.3 -0.062 -0.300 -0.762 -1.49 -2 .. 1)0 -3.81 -.5.42 -7.32 -9.47 0 

[f1 

0 
0.35 -0.067 -8.58 -11.2 0 

Z 
-0.330 -0.853 -1.68 -2.85 -4.40 -6.31 I 

0.4 -0.073 -0.364 -0.H52 -1.H -3.26 -5.07 -7.35 -10.1 -13.2 0 t"' 

Z 
0.45 -0.079 -0.400 -1.06 -2.15 -3.n -5.87 -8.59 -11.9 -15.9 0 

trj 

0 
0.5 -0.085 -0.440 -1.19 -2.44 -4.30 -6.86 -10.2 -14.4 -19.8 0 > 

'"d 

0.55 -19.1 > -0.m)2 -0.487 -1.34 -0.280 -5.03 -8.20 -12.6 0 

0.6 -0.099 -0.542 -1.53 -3.27 -6.06 -10.4 8 
> 

0.65 -0.109 -0.611 -1.77 -3.96 -8.00 
Z 
0 

0.7 -0.120 -0.703 -2.15 -5.38 trj 
[f1 

0.75 -0.135 -0.841 -2.91 
0.8 -0.159 -1.11 

0.85 -0.199 
0.9 -2.08 

Note: Typical values of u and V for shielded-pair and multipair cables generally lie within the enclosed area. 
-l 
0:. e.o 
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TABLE IV-PERCENT ERROR USING A RELAXATION METHOD 

(Cm , }LF/mile) 

Percent 
u V CEXACT CRELAX Error 

0.05 0.05 0.01498054 0 -100. 
0.1 0.1 0.01969278 0.01985524 0.825 
0.15 0.15 0.02442631 0.02445576 0.121 
0.2 0.2 0.02987059 0.02984397 -0.089 
0.25 0.25 0.03669688 0.03665908 -0.103 
0.3 0.3 0.04594544 0.04589750 -0.104 
0.4 0.4 0.08314346 0.08311094 -0.039 
0.45 0.45 0.13697544 0.13692383 -0.038 

(C g , }LF / mile) 

Percent 
u V CEXACT CRELAX Error 

0.05 0.05 0.01178299 0 -100. 
0.1 0.1 0.01624484 0.01363114 -16.1 
0.15 0.15 0.02090778 0.02052972 -1.81 
0.2 0.2 0.02632710 0.02623542 -0.348 
0.25 0.2.5 0.03308222 0.03298556 -0.292 
0.3 0.3 0.04210923 0.04203434 -0.178 
0.35 0.35 0.05529502 0.05520572 -0.162 
0.4 0.4 0.07744843 0.07732726 -0.156 
0.45 0.45 0.12737824 0.12717648 -0.158 

equations provide simple functions which can be plotted to give a 
qualitative picture of a capacitance surface. Computer plotting of a 
function of two variables8 has been described and will be used to display 
capacitance surfaces along with scales, coordinate axes and a "cube 
of reference." 

Figures 5, 6, and 7 are plots of capacitance surfaces as functions 
of diD and SID. The dimensional restrictions with these ratios, map 
into the region shown in Fig. 4. 

These plots in the interval 0.05 ~ diD ~ 0.3 and 0.35 ~ SID ~ 0.65 
can be interpreted as capacitance surfaces normalized to some constant 
outer conductor diameter (say D = 1). Figure 5 shows CId € to be a 
monotonically increasing function of dl D and a monotonically de­
creasing function of SID with a maximum slope as the inner conductors 
approach each other. Figure 6 shows Cyl e is an increasing function of 
both diD and SID with a maximum slope as the inner conductors 
approach the shield. Cmle, plotted in Fig. 7, is seen to contain the 
sum of previous effects with approximately equal weighting. 



0.5 

o 

TRANSMISSION-LINE CAPACITANCES 

0.5 
SID 

..... -S+d =0 

771 

1.0 

Fig. 4-Dimensionallimits as functions of djD and SjD. The shaded area defines 
the plotting interval in Figs. 5, 6, and 7. 

0.05 0.10 0.15 0.20 0.25 0.30 

diD 

Fig. 5-Cl2/E as a function of djD and SjD. 
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0.05 0.10 0.15 0.20 0.25 

diD 

Fig. 6-Cgle as a function of diD and SID. 

The previous three plots show qualitatively how Cm and its com­
ponents vary with dimensions. They also reinforce the previous intuitive 
statements made regarding behavior at dimensional limits. Thus, for 
a given diD, Cgle is seen to increase as BID increases (wires approach 
shield) whereas C12/e is seen to increase as SID decreases (wires ap­
proach each other). Cml e, the functional sum of CgI e and C121 e, therefore 
has a minimum with respect to SID. The position of this minimum is 
only a slight function of diD; for 0.05 ~ diD ~ 0.3, Cm/e is minimum 
for 0.48 ~ SID ~ 0.5. 

VI. INVERSE PLOTS OF PHILIPS EQUATION 

With the Philips equations, values of u and V can be obtained for 
a given Cml e and Cyl e (as could be measured in a cable). Thus from 
equations (15) and (16), 



TRANSMISSION-LINE CAPACITANCES 

---- 0.17906e 
q + V q2 - 1 = exp ----

2Cu 

using cosh- 1 a = loge (a + V~?--=-i) for a ~ 1. 

773 

(17) 

(18) 

Solving (17) and (18) iteratively for p and q yields two simultaneous 
iterative equations in two unknowns. 

0.05 0.10 

1 1 - V2(1 - 4u2) 
P = 2u' 1 + V2(1 - 4u2)' 

1 1 q =-. 
2u 

0.15 0.20 0.25 0.30 

diD 

Fig. 7-Gm / € as a function of d/ D and S/ D. 

(19) 

(20) 
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Solving (19) for V 2 and substituting in (20) yields, 

(21) 

and 

2 3 = 1 - 4u + 2up - 8u p 
8up(1 - 2up) 1 _ (1 - 2up)2(1 - 4U2)2 

(1 - 4u2 + 2up - 8u3 p)2 
(22) 

Equation (22) can now be iteratively solved for u and substituted 
in (21) to get V. The variables u and V are again inconvenient from 
the standpoint of intuitive visualization. In the manufacture of a 
shielded balanced-pair cable, D and S are difficult to control; however, 
d can be accurately controlled. Even if d varies down the length of 
the cable this can be related to die wear or to elongation, which can 
be modeled. Normalizing Sand D with respect to d yields, 

and 

D 1 
d = 2uV' 

(23) 

(24) 

Figures 8 and 9 are surfaces of Sid and Did as functions of C ml e 
and C gl e in the following regions. 

0.015 ~ Cje ~ 0.035. 

No attempt is made to define the bounding values for Cml e and 
CgI e; however, the above represents one of the largest rectangular 
regions the author could find by trial and error. These surfaces have 
the expected general shape (Sid ~ 00 as Cml e ~ Cg /2e and Did ~ 00 

as Cgle ~ 0). 



Sid 

0.02 0.03 

TRANSMISSION - LINE CAPACITANCES 

0.04 0.05 

em 
€ 

0.06 
0.015 

0.07 

0.020 

0.025 

Fig. 8-Sjd as a function of Gn./ f and Guj f. 

VII. CONCLUSIONS 

775 

0.030 

The exact expressions for em and C g must be used if a high degree 
of accuracy is desired. As the conductors approach each other or the 
shield, the convergence of the exact solutions is slower and the accuracy 
of approximate expressions is less. For large values of u and V, the 
relaxation method yields a more accurate result than the Philips ap­
proximate equations; however, the error is difficult to ascertain. Ca­
pacitance surfaces using the Philips relationships show a great deal 
about the manner in which capacitance varies with dimensions and 
enables inverse plots of dimensions versus capacitance. 
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The Equivalent Group Method for 
Estimating the Capacity of Partial-A.ccess 

Service Systems Which Carry 
Overflow Traffic 

By SCOTTY NEAL 

(Manuscript received August 17, 1971) 

We present a technique, called the Equivalent Group method, for esti­
mating the capacities of partial-access service systems which carry over­
flow traffic. The basic idea is to find a full-access group which has the 
same capacity as the partial-access system when the arrival process is 
Poisson. We consider these groups to be "equivalent" and use the capacity 
of the full-access group when it is offered overflow traffic to estimate the 
capacity of the partial-access group if it is offered the same overflow traffic. 

The Equivalent Group method is used to estimate the capacity of Step­
by-Step graded multiples which carry overflow traffic. The resulting pro­
cedures can account for day-to-day variations in the offered load, and the 
computations can be carried out by appropriate use of existing engineering 
tables. 

1. INTRODUCTION 

In telephone traffic engineering, it is frequently necessary to under­
stand the behavior of partial-access service systems, i.e., systems in 
which arriving customers do not have access to all servers. The analysis 
of such systems is difficult even when the arrivals are adequately 
approximated by a Poisson process. However, when the arrivals are 
the overflows from some other service system, there are no simple 
methods for estimating capacity. 

In this note, we present a new procedure, called the Equivalent 
Group method, for estimating the capacity of partial-access service 
systems which carry overflow traffic. The basic idea is to find a full­
access group of servers which has the same capacity as the partial-access 
system when the arrival process is Poisson. We consider these groups 

777 
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to be "equivalent" and use the capacity of the full-access group when 
it is offered overflow traffic to estimate the capacity of the partial-access 
group if it is offered the same overflow traffic. 

We then consider the Step-by-Step switching system, wherein the 
trunk groups that interconnect the selectors are sometimes arranged 
so as to form partial-access systems called graded multiples. l

•
2 Although 

graded multiples have been studied extensively, almost all of the 
results have had to be based on the assumption that arrivals occur 
according to a Poisson process. When graded multiples are used as 
alternate routes, the arrivals are not adequately approximated by a 
Poisson process. 3 Consequently, the standard approximations (which 
assume Poisson arrivals) are inadequate. Here we apply the Equivalent 
Group method to estimate the capacities of such gradings. 

Graded mUltiples which serve overflow traffic have been studied in 
two other instances. S. Neal3 and A. Lotze4 have obtained approxima­
tions but their results require extensive calculations. 1Vloreover, their 
methods are not applicable when grading capacity is significantly 
affected by the properties of the system in which the grading is imbedded, 
eg., the Step-by-Step switching system. l 

II. THE EQUIVALENT GROUP METHOD 

A partial-access service system can be viewed as a service device; 
customers arrive and are either served or blocked. * Hence, to each 
offered load a for a partial-access group S, there corresponds an "equiva­
lent" full-access system of s = sea, S) serverst which will experience 
the same blocking at the load a. That is, if Bg(a) denotes the blocking 
probability for S when the offered load is a erlangs, then s is determined 
by the relation E l , sea) = Bg(a) where E l , sea) is the first Erlang loss­
function. 

If an overflow process having mean a but variance v > a were offered 
to S, a blocking probability Bg(a, v) > El.s(a) would result. If the 
same overflow stream were offered to the equivalent full-access group 
of sea, S) servers, the blocking probability would be Bs(a, v) > El.S(a). 
Since the blocking probabilities Bs(a, v) have been tabulated,5 it would 
be very useful if Bs(a, v) could be used to estimate Bg(a, v). 

* All service systems under consideration are in statistical equilibrium and obey 
a blocked-calIs-cleared discipline; a customer arriving to find no server available is 
blocked, leaves the system, and does not return. Unless specified otherwise, arrivals 
constitute a Poisson process. Service times are independent and identically distributed 
according to a negative-exponential distribution. 

t There is no apparent relation between sea, S) and the equivalent number of 
servers obtained by the extended Equivalent Random method. 3 
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The phrase "Equivalent Group method" denotes the entire procedure 
outlined above. That is, determine s = sea, g) so that El .• (a) = Bg(a) 
and then use B.(a, v) to estimate Bg(a, v). Of course, we have not 
described exactly how B.(a, v) should be used. This point is covered 
below. 

It is not our intention to determine the range of applicability of the 
Equivalent Group method. We desire only to point out the method 
and to show how it was used successfully to solve certain engineering 
problems in the Step-by-Step system. 

III. APPLICATIONS 

The Equivalent Group method evolved from a search for a simple 
procedure for engineering Step-by-Step graded multiples which serve 
overflow traffic. Initially we wanted to make an analytical comparison 
between Bg(a, v) and B.(a, v) to determine how B.(a, v) should be used 
to estimate Bg(a, v). However, we did not find a feasible analytical 
method. Having no alternative, we resorted to a numerical study using 
a simulation. 

3.1 Capacity Estimates for Step-by-Step Gradings 

We chose Step-by-Step gradings of 11, 19, 25, 37, and 45 trunks 
for experimentation (the gradings used in Ref. 1). The inherent load­
balancing present in Step-by-Step systems was represented by the 
approximate model described in Ref. 1. The arrival processes having 
specified mean and variance were generated by using the swinging-gate 
approximation, as analyzed by A. Kuczura,6 for an overflow process. 

For each grading-selector configuration, we used a simulation to 
generate estimates of the grading load-loss relations for several values 
of the variance-to-mean ratio z = via of the input (overflow) process. 
Figure 1 contains the results for the 25-trunk grading with 40 selectors. 
(We will come back to Fig. 1 later on.) The results of the other cases 
are of a similar nature. The results for z = 1 were obtained from Ref. 1. 

The first step of the Equivalent Group method is to determine 
s = sea, g) so that El .• (a) = Bg(a) (g denotes the 2.5-trunk graded 
multiple). The results are displayed in Fig. 2. [Notice that sea, g) is 
not very sensitive to changes in the load a.] Next, we find B.(a, v) for 
each value of z = via of interest. This can be done by using Wilkinson's 
tables5 together with linear interpolation to obtain values of B.(a, v) 
for noninteger s. Figure 1 displays B.(a, v) as a first approximation to 
Bg(a, v). Again, the relations for the other gradings were of a similar 
nature. 
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For the Step-by-Step applications, we desire results for 1 ~ z ~ 3. 
Comparing the curves in Fig. 1, we see that B 8 (a, v) > Bg(a, v) > Bs(a) 
for all a andz > 1. However, the differences between the load-loss 
relations obtained by s~mulation and those obtained from B8(a, v) 
appear to be simply related to the size of z. In fact, if we merely decrease 
z by Az = 0.2 (z - 1) when carrying out the computations, the modified 
results are in excellent agreement with the simulation results (see Fig. 3). 
Moreover, except for the gradings having only two first-choice sub­
groups, the same adjustment was just as successful for the other cases. 
The Az correction was not necessary for the gradings with only two 
first-choice subgroups. 

3.2 An Engineering Procedure for Step-by-Step Graded Multiples 
Any method used for the engineering of Step-by-Step systems must 

be able to incorporate into the system model day-to-day variations 

0.1 - - - -- Bs (a,v) 
- - -- - - ~--o POINTS OBTAINED BY SIMULATION, - - -

0.08 GRADING PATTERN L.e., BG (a,v) 

0.06 1.5 
r-

0.05 

>-S 0.04 
iii 
~ 

~ 0.03 
a: 
a.. 
\.!) 

z 
3 0.02 
g 
III 

0.01 

0.008 

0.006 

0.005 
2 3 4 5 6 7 

OFFERED LOAD (~~~) 

Fig. I-Approximate load-loss relations for the 25-trunk graded multiple with 40 
selectors. 
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Fig. 2-Equivalent group vs offered load for the 25-trunk graded multiple with 40 
selectors. Corresponding blocking enclosed in parentheses. 

in the offered load.7 We account for day-to-day variations by being 
consistent in the determination of Bg(a), sea, S), and Bs(a, v). That 
is, if one is interested in results for day-to-day variations in the offered 
load, then the same level (low, medium, or high) of day-to-day varia­
tions must be assumed at each of the steps* outlined above. An example 
should clear up this point. 

Suppose we are asked to decide which Step-by-Step graded multiple 
should be connected to 320 selectors in order to carry 13 erlangs (468 
CCS) of overflow traffic having z = 1.7. We know that high day-to-day 
variations in the offered load are present and that the average blocking 
should not exceed 2 percent. 

From the preceding, Bs(a, v) = 0.02, a = 13, and z = 1.7. For the 
first step, decrease z by ilz = 0.2 (z - 1) = 0.14. t Using the B tables 
in Ref. 5 we see that 24.4 trunks will serve 13 erlangs under the specified 
conditions. In the same table, observe that 24.4 trunks will serve 14.5 

* In the past, Step-by-Step selector-multiple tables have not explicitly accounted 
for day-to-day variations in the offered loads. However, revised tables that include 
the effects of day-to-day variations have been made and will soon be distributed l • 

t We are anticipating that one of the larger gradings will be required. Recall 
that the .1z correction is not required for the graded-multiples having only two 
first-choice subgroups. . 
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Fig. 3-Load service relations for the 25-trunk graded mUltiple with 40 selectors. 

erlangs of Poisson traffic at .8.02.* Thus, the equivalent group contains 
24.4 trunks and the equivalent load is 14.5 erlangs. Consequently, 
we must find a Step-by-Step grading which, when connected to 320 
selectors, will serve an average of 14.5 erlangs of Poisson traffic at 
.8.02 when high day-to-day variations in the load are present. 

Consulting the section for high day-to-day variation in the new 
Step-by-Step selector-multiple tables, we see that the closest entry 
is 29 trunks. Thus, the 29-trunk graded mUltiple connected to 320 
selectors will serve an average of 13 erlangs of traffic with z . = 1.7 at a 
slightly lower average blocking probability than .8.02, when high day­
to-day variations in the offered load are present. 

IV. CONCLUSIONS AND SUMMARY 

The Equivalent Group method can be used to estimate the capacity 
of partial-access service systems which serve overflow traffic. In general, 

* Since sea, g) changes very little as a function of a, for computational simplicity 
we are holding it constant during the computations for this example. The results 
are not sensitive to this approximation. 
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we can only say that the Equivalent Group method seems reasonable; 
an analytical study of the method seems very difficult. We were able 
to use the method to obtain good estimates of the capacities of Step­
by-Step graded multiples for 1 ~ z ~ 3. For the Step-by-Step ap­
plication, the Equivalent Group method is easy to apply. lVIoreover, 
there is no reasonable alternative presently available. 

In our applications of the Equivalent Group method, an empirical 
adjustment (i.e., the Llz correction) was required to maintain accuracy 
throughout the range of interest, 1 ~ z ~ 3. Hence, one should be very 
cautious when attempting to use the Equivalent Group method for 
something other than the Step-by-Step applications discussed above. 
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