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Fig. 3-Field intensity for lowest-order even mode. 

III. THE INFLUENCE OF ADDITIONAL REFRACTIVE INDEX DIFFERENCES 

In general, if there is a gain or loss difference between two regions, 
the refractive index will be different as well. Gain and refractive index 
are related by the Kramers-Kronig relations and thus the presence of 
gain can change the refractive index. Furthermore, in the case of the 
injection laser, the injected carriers change the refractive index due to 
the plasma resonance. In this particular case, the gain region can be ex­
pected to have a lower refractive index than the side regions. It is thus 
necessary to explore the effects of refractive index increases and depres­
sions in the center region in conjunction with gain-loss differences. 
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If there is an increase in refractive index in the center, we can expect 
the confinement of the energy to increase with increasing index differ­
ence. However, in the case of a refractive index depression in the center, 
the two confining mechanisms will counteract each other. 

Let us consider the effect of increased refractive index in detail. In 
contrast to the case of gain-induced modes where the phase of v was 
17"/4 Ceq. (6)J independent of material parameters, it is now dependent 
on the complex difference El - E2. This precludes a representation of 
the guiding p~rameters independently of the waveguide parameters as 
it was possible in the previous case. We are thus forced to determine 
a solution of the characteristic equation for each set of parameters. It 
is therefore of importance to develop approximations for the propaga­
tion constant. We treat first the case, tlk/ tln « 1. We regard the wave­
guide as a perturbed refractive guide. The b(v) characteristic is plotted 
in Fig. 6. Obviously, both v and b are real. A small perturbation tlk has 
two effects: (i) the characteristic eq. (8) becomes complex and yields 
an imaginary part bi , whereas the real part is to a first order unper­
turbed; and (ii) the propagation constant (9) is now approximated by 

i.e., there appears a second imaginary component bi tln, which acts 
like a gain since tln and bi are both positive. This effect is due to the 
improvement in guiding by the gain-loss mechanism. The calculations 
are straightforward and are listed in Appendix B. We note here only 
the result: 

b. = tlk (1 - bo)vo~ 
, tln 1 + vo"\ff)o ' 

(11) 

where the quantities indexed with a zero denote the unperturbed state. 
In particular, Vo = akon~2tln/n. We notice that bi contains a factor 
1 - bo, which decreases with bo approaching unity. Inserting (11) into 
eq. (10) yields an expression for the loss (or gain) of the mode: 

a ~ ko [k2 + Ilk (b o + (1 - bo)Vo~)]. 
1 +vo~ 

We note that the function 

f(Vo) = bo + (1 - bo)vo~ 
1 +vo~ 

(12) 
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Fig. 6-b(v) for lowest-order even mode in a refractive slab guide and loss-weighing 
function f(vo) for lowest-order even mode. 

associated with flk is only dependent on Vo and we have thus again 
achieved a representation valid for all waveguide parameters. Figure 
6 shows that f(vo) approaches unity much faster than bo(vo); the loss 
is approaching the loss or gain in the center region indicating improved 
confinement due to the gain-loss difference. 

We will now consider the refractive index depression in the center 
region. From our discussion of cutoff frequencies, we know that modes 
in this case do have a cutoff frequency if they exist at all. It can be 
determined from the condition that w = v~b is purely imaginary. 

In Fig. 7 real and imaginary parts of b are plotted as functions of 
s/A with the parameters listed in the figure caption. Since br is larger 
than one, eq. (10) shows that the effective refractive index is smaller 
than that of either medium (fln is negative). The phase velocity is 
therefore larger than that of a plane wave in either medium, as in 
metallic waveguides. Altogether, this is quite a different behavior from 
the ordinary dielectric waveguide. One would expect the index depres­
sion to counteract the confinement and, if the depression is strong 
enough, to destroy it completely. As discussed before, this is only the 
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Fig. 7-b(s/"A) for lowest-order mode for a refractive index depression An = 10-2, 
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case below the cutoff frequency. To ensure that the solution of the 
characteristic equation is real and not a freak of the computer program, 
we have derived an approximate solution for ~k/ ~n « 1 in Appendix 
C. The normalized propagation constant is given by 

(13) 

where 

IV. GAIN-INDUCED MODES IN STRIPE-GEOMETRY GaAs LASERS 

The function of the stripe geometry has been viewed as selecting 
a filament and preventing others from forming. 6 We will now show that, 
in contrast to a laser with a wide area contact, the stripe geometry 
does provide a confining mechanism for the optical power and is not 
merely "selecting" the filament. 

In stripe-geometry lasers, the flow of carriers is confined in a stripe 
region parallel to the junction (laterally). This is done by proton bom-
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barding the adjacent regions. 7 The proton bombardment and subse­
quent annealing alter the free-carrier density but not the optical prop­
erties of the material. 8 There are no deliberately built-in refractive 
index changes between the active and the passive regions. The experi­
ments show that with stripe widths of '" 12 }lm the lasers operate gen­
erally in a single lateral mode; the origin of this confinement has not 
yet been explained. Figure 8a gives a linear scan of a typical nearfield 
distribution. However, at high current levels or wider stripe widths, 
numerous deviations from such a single-mode field distribution occur. 
Figure 8b gives an example of the nearfield in such a case. The field still 
fills essentially the whole stripe width but is highly nonuniform. Fre­
quently the intensity maximum changes its position with changing 
current. It is clear that the simple case we have been analyzing so far 
cannot explain these effects. However, not enough knowledge is avail­
able at this time about the numerous parameters involved. We there­
fore try only to isolate the common properties of the majority of stripe­
geometry lasers and explain them in terms of gain-induced modes. We 
had three major facts to consider: 

(i) For stripe widths in the order of 12}lm and less, there is gen­
erally a single mode for current levels close to-threshold. 

(ii) At stripe widths above'" 18 J-tm, the field distribution is very 
often nonuniform even at threshold. 

(iii) The threshold current increases steeply with decreasing stripe 
width. 

Since we know that there must be a gain-loss difference between the 
stripe and the surrounding regions, we will apply the previous results 
on gain-induced modes and investigate if the experimental results can 
be explained by this effect or if additional mechanisms have to be in­
voked. In doing so we must kccp in mind that we can expect the 
agreement between experiment and this theory to be only qualitative 
since a number of effects are neglected. \Ve mention the few most 
obvious: 

(i) The loss in the layers above and below the active region 
contributes to the overall loss. This contribution is dependent 
on stripe width. 

(ii) The gain depends on the field intensity and is therefore not 
constant. 

(iii) The mirror loss may depend on the stripe width. 

The mirror reflectivity R of the lowest-order mode was determined to 
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(a) 

(b) 

Fig. 8-Linear scan of nearfield distribution of stripe geometry lasers with stripe 
width of ",,12 ""m. One division ~3.7 ""m. Current in both cases is ",,20 percent above 
threshold. 

be ",,0.3 and hence the mirror loss, defined by aM = l/L In l/R, to be 
1"V10/cm for L = 400 J-tm sample length. 9 The attenuation of GaAs is 
",10/cm. We ask now how much gain would one need to reach thresh­
old with an active region width of '" 12 J-tm. In the following, we will 
call gain g the excess gain over the intrinsic attenuation in the active 
region. To reach threshold, the effective gain of the lowest-order mode 
(gb r - 0'.(1 - br ) from eq. (9)) must equal the mirror losses: 

(14) 
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Fig. 9-Threshold gain as function of stripe width. Mirror loss aM = lO/cm, 
n = 3.56, a = lO/cm, and refractive index depressions An = 10-3, 10-4• 

where a is the loss in the side regions. br-as pointed out before-is ex­
clusively a function of I v I (Fig. 2). g A/ 47r is plotted as a function of 
stripe width in Fig. 9. We can see that the gain value corresponding to 
'" 12 }lm stripe width is quite realistic and we conclude that the gain­
induced guiding must play at least some role in the stripe-geometry 
confinement. As a further piece of experimental evidence, it has been 
shown by DymentlO that the threshold current in a stripe-geometry 
laser increases strongly with decreasing stripe width. There is, unfor­
tunately, some uncertainty about the relationship between current 
and gain. Generally, an exponential dependency is assumed (g '" Jq, 
where q varies between 1.5 and 3). We have used q = 2 to insert 
Dyment's measured results into Fig. 9. We have furthermore intro­
duced yes/A) curves for refractive index depressions of 10-4 and 10-3 

which correspond to carrier densities of 1018 and 1019/cm, respectively. 
The agreement is satisfactory considering the accuracy of the measure­
ments. It therefore seems reasonable to conclude that the gain-induced 
modes provide the dominant confining mechanism in stripe-geometry 
lasers. In view of this conclusion we will now derive a few properties of 
the gain-induced modes which should be useful for predicting some 
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properties of the stripe-geometry lasers. Wherever the ouput of the 
laser is to be coupled into an optical system, it is desirable to reduce the 
stripe width without increase in threshold current. Equation (14) was 
therefore evaluated for various loss values in the side region. Figure 10 
shows that-at least for zero refractive index difference-a has very little 
influence on the necessary gain. Evidently the increased loss in the 
higher a case is compensated for by improved guidance. 

A refractive index depression generates a gain-width relationship of 
the form Ceq. (13)] 

ko 1 1 
g = aM + 4.-n' (S/X)3 ~2~n' (15) 

It is quite evident that it is very difficult to compensate for the very 
strong s/A dependence by proper choice of An. It is, however, possible 
to reduce the stripe width with a refractive index increase, in which 
case the effective gain is given by Ceq. (12) ] 

aM + a(1 - f(v)) (16) 
g = f(v) , 

where f(v) is plotted in Fig. 6. However, at present, the technological 
difficulties of this approach have not been solved. 

110100 

40 

30 

E 
~ 
Ol 

20 

10 

o 

/' - CUTOFF ODD MODE 100 

/ 

a=10/cm 
/ 

/ 

CUTOFF ODD MODE 10 
/ 

I CUTOFF ODD MODE 1 

I 

~_-"":===:Il/cm 
10/cm 

---'100/em 

Fig. 10-Threshold gain as function of stripe widths for different attenuation a in 
the side regions. aM = 12.5/cm. 
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V. CONCLUSION 

Modes caused by gain attenuation differences in a slab structure 
have been investigated. They can exist without refractive index differ­
ences, in which case the lowest-order even modes do not have a cutoff 
frequency. The cutoff frequencies for the next-higher modes are given. 
The influence of additional refractive index increase or decrease in the 
center region is studied. One particularly interesting result is that, in 
the presence of gain, a refractive index depression does not remove the 
mode, but it causes it to have a cutoff frequency. 

An application of these results to the problem of lateral confinement 
in stripe-geometry lasers shows that gain-induced modes are mainly 
responsible for the optical confinement. Thus the stripe geometry does 
not just select a filament, but provides a confining mechanism for the 
optical power. (A similar conclusion was reached independently by F. 
R. Nash. ll) The sharp increase of the threshold current with reduced 
stripe width is a direct consequence of this gain-induced confinement. 
It therefore appears impossible to reduce the stripe width significantly 
below ""V 10 tLm without a substantial sacrifice in the threshold current. 
A deliberately built-in refractive index increase in the center region 
should alleviate this situation. 

APPENDIX A 

Field Components in Slab Guide 

TE 
Ixl 

H 'Au. x 't:/ z = - J - SIn u - e-JI-'ZZ 
a a 

Ixl 
Ey = AWtLo cos ue-[i{3zz+w(lx/al-l)] 

H x = -A/3z cos ue-U{3zz+w(lx/al-l)] 

TM 
~a 

H y = AWfOfl cos u :: e-i{3zz 
a 

Ex = A/3z cos u ~ e-i{3zz 
a 

E 'A u. x 't:/ 
Z = J - sIn u - e-JI-'ZZ 

a a 
~a 

H y = AWfOf2 cos ue-[i{3/zz+w(1 x/ai-I)] 

Ex = A/3z :! cos ue-[i{3zz+w(lx/al-l)] 
f2 

Hz = =r= jA ~ cos ue-U{3zz+w(lx/al-l)] Ez = ±jA ~ ~ 
a a f2 

Xcos ue-[i{3zz+w(lx/al-l)] 
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The notations are explained in the list of notations at the end of the 
paper. The separation parameters are related to each other by 

({3za)2 + u2 = El(koa) 2, 

and u 2 + w2 = (El - E2)(koa)2. 

APPENDIX B 

Approximate Solution of Characteristic Equation for Refractive Index 
Increase in Outer Region 

We assume that !:lk/!:ln « 1, i.e., the refractive index step is govern­
ing the guiding properties. The normalized frequency v can then be 
expressed by 

v ~ !. 7rn ~2 !:In (1 + j !:lk ). 
A n 2!:ln 

(17) 

We treat the characteristic equation for TE modes first [eqs. (3)]. The 
regular solution for !:lk = 0 will yield real values for u and w. For 
small !:lk/ !:In, both will be complex with a small imaginary part. We 
list the real and imaginary part of the characteristic equation separately, 
neglecting second-order terms: 

U r sin U r = Wr cos U r (18a) 

ui[(1 + w r) sin U r + U r cos urJ = Wi cos U r• (18b) 

The real part (18a) is identical to the unperturbed equation and we as­
sume, therefore, U r and Wr to take the values of U and w, respectively, 
of the !:lk = 0 case. Combining (I8a) and (I8b) yields the following 
relation between Ui and Wi: 

(19) 

N ow we have to relate Ui, Wi to bi , the quantity we really want to 
determine. 

W = v~ U=v~. (20) 

With a small imaginary part of b we get 

W = Vr ~ [ 1 + j ( ~ + :;r ) ] (21a) 

U = Vr~ [1 + jVr (~ - 2(1 ~ br»)]· (21b) 

These equations show that, if the real parts of wand U are unperturbed 
to the first order, the real part of b will be unperturbed also. If we intro-
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duce eqs. (21) into the characteristic eq. (19), bi can be determined 

b. = ~k (1 - bT)VT~ 
t ~n 1 + VT~ (22) 

The characteristic equation for the TM mode has an additional factor 
eI/ e2. It is easy to show that the real part of b is altered by ~b from the 
TE value bo 

db T _ _ ~ n 4 (1 - b) 
b;- n l+w (23) 

The imaginary part is to a first approximation the same as for the TE 
mode Ceq. (22)]. 

APPENDIX C 

Approximate Solution of Characteristic Equation for Refractive Index 
Depression in Center Region 

Again we assume ~k/ I ~n I « 1. ~n will be negative. The normalized 
frequency v is now expressed by 

. s ~ (1 + . ~k) . (1 . ~k ) 
v = J~n7r~~-n- J21~nl = JVi - J21~nl . 

Let us assume that u is very close to 7r /2, 

u = 7r /2 + 0 + J1/I, 
where 0 and 1/1 are small quantities. Since 

we use 

w ~ V~l - (~)'. 

w = v [1 _ ~ (~)2] , 

(24) 

(25) 

(26) 

where we note that u/v is small compared to one. The characteristic 
equation to a first-order approximation takes the form 

(27) 

The solution is 
7r 1 

o ~ - 21 + v7 (28) 
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It is now easy to calculate b, which is related to u by 

(29) 

The result is 

71"2 { 2 } b = 1 + 4---"2 1 + j - (1 + vr) 
Vt Vi 

(30) 

keeping in mind that Vr/Vi « 1 and v7 » 1. 

NOTATIONS 

471"k 
ex = A 

a 
b 
8 = 2a 
dn = nl - n2 
flk = kl - k2 

g 
ko = W~Jl.oeo 
k1,2 

271"c 
w=-

A 
u 
v=ako~ 
w 
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Heat Transfer in Electronic Systems 
With Emphasis on Asymmetric 

Heating 

By W. AUNG 

(Manuscript received January 26, 1973) 

The trend in electronic circuit design is toward increasing power dis­
sipation density. The performance and reliability of increasing number of 
electronic systems are now seriously threatened by thermal effects, so that 
it is necessary to reappraise the relevant thermal design procedures. This 
paper examines natural convection cooling and concerns the prediction 
of maximum temperatures of electronic cabinets containing arrays of 
vertically oriented circuit cards with unequal power dissipation levels. By 
means of a vertical channel model, the effects of channel spacing, channel 
height, and power dissipation level are assessed with emphasis on asym­
metric powering of the channel walls. Methods are indicated for rapid 
evaluation of maximum temperatures and optimum channel spacing with 
asymmetric heating. The present results show that asymmetry reduces the 
thermal performance of the channel. Consequently, the power dissipation 
on the channel walls should be made nearly equal. 

I. INTRODUCTION 

For the past several years, the trend in electronic equipment design 
has been toward ever-increasing circuit speeds. Now it is common for 
response times of telecommunication equipment to be specified in 
terms of nanoseconds while, in high-performance data processing sys­
tems, the required response times are given in the picosecond range. 

The increase in circuit speed is facilitated by integration of circuit 
functions, circuit miniaturization, and higher-density packaging. Al­
though the miniaturization of circuits results in decreased power dis­
sipation per circuit, the power generation per unit volume, which is the 
important parameter in determining the circuit temperature, is actually 
increased due to the much higher packaging densities. The thermal 
problem is also compounded by the lower operating temperature re-

907 
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quirements of integrated circuits. This gives rise to a challenging under­
taking in thermal design. And yet a poor thermal design could pos­
sibly lead to complete failure or unreliable performance of equipment. 
Thus, it is imperative that a sound thermal design be initiated, and this 
at the earliest possible stage of system planning. 

The thermal design of a modern electronic system is based on a ra­
tional selection of a cooling option followed by a thoughtful design con­
sideration. A design should not only be practicable, but also economi­
cal, serviceable, reliable, and compatible with other system compo­
nents. It is the purpose of this paper to present design data on natural 
convection cooling of modern electronic systems. The emphasis is on 
the prediction of maximum temperatures in equipment. Although na­
tural convection is the oldest method used in electronics cooling, the 
method is still employed extensively in new generations of equipment 
both in the communications and the data processing fields. In many 
cases, this method is used in conjunction with one or more of the newer 
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methods such as forced flow and the application of heat pipes and 
liquid cooling. 

The present paper concerns equipment wherein circuit boards con­
taining heat-dissipative components are mounted vertically in channel­
like fashion as shown in Fig. 1. Since the circuit boards are not iden­
tically powered, the average heat fluxes from the columns are different, 
giving rise to asymmetrical air flow. In each channel, the heat transfer 
may be modeled by that in a vertical, two-dimensional, smooth-walled 
channel as shown in Fig. 2. The channel walls are treated as uniformly 
heated. However, the two wall heat fluxes need not be identical. 

A number of investigations have been reported in the literature 
concerning free convection in vertical channels. Ostrach 1 solved the 
combined free (natural) and forced convection problem in a vertical 
channel in fully developed flow with symmetrical uniform heat flux and 
internal heat generation. By fully developed flow is meant a situation 
in which the fluid velocity is invariant in the direction of flow. Engel 
and Mueller2 investigated the effect of nonisothermal channel walls by 
assuming constant heat fluxes. Their results, however, are limited to 
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symmetrical wall heating. Lauber and Welch 3 considered the combined 
free and forced convection between vertical flat plates which are heated 
at uniform but different heat fluxes. Their work is confined to fully 
developed flow. 

Two standard references widely applied to heat transfer in electronic 
equipment are the experimental work of Elenbaas 4 and the numerical 
solution of Bodoia and Osterle. 5 Inasmuch as the above references deal 
with a channel whose walls are at a constant temperature, two factors 
are therefore ignored in their results: the effect of nonisothermal sur­
faces and asymmetric heating. These effects are considered in the 
present paper. 

It is to be noted that, as in the references cited above, radiative trans­
fer of heat is ignored in this paper. In some electronic systems, radiation 
may be a significant factor in heat removal. Inasmuch as temperatures 
of heat sources are of interest, the neglect of radiation usually results 
in conservative (too high) estimates of the temperatures. 

II. ANALYSIS 

Referring to Fig. 2 which shows a two-dimensional, straight vertical 
channel, let the channel height be f and width be b. The channel walls 
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Fig. 3-Relation between dimensionless maximum wall temperature rise and the 
dimensionless parameter L (from Aung, et a1. 6). 
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are heated causing fluid to rise between them by free convection. The 
thermal conditions of the walls are characterized as uniform heat flux 
(UHF), but the individual values for the two walls need not be the 
same. The fluid that enters the channel at the ambient temperature To 
is assumed to have a flat velocity profile Uo. The equations expressing 
conservation of mass, momentum, and energy for free convection in 
the constant-property (except for density in the buoyancy term) 
laminar flow may be written respectively as: 

au au a2u gc dp' 
u - + v - = v - - - - + g{3(T - To) 

ax ay ay2 p dx ' 

(
aT aT) a2T 

pc p u ax + v ay = k ay2 , 

where p' is the pressure excess above the hydrostatic pressure. 
The boundary conditions are: 

For x = 0 and 0 < y < b: 
u = Uo, 

For y = 0 and x ~ 0: 

u = 0, 

Fory = bandx ~ 0: 

u = 0, 

v = 0, 

v = 0, 

T = To; 

At x = 0 and x = f: p = po, where po is the hydrostatic pressure. 

(1) 

(2) 

(3) 

(4) 

The system of eqs. (1) to (4) may be cast in nondimensional form and 
then solved by numerical integration using a digital computer. Details 
are contained in Refs. 6 and 7. The latter references show that the nu­
merical results agree well with experimental data. It may be pointed 
out that, for a channel whose height is large compared to the spacing so 
that the so-called fully developed flow condition exists, the governing 
eqs. (1) to (3) may be simplified and the solution is then obtainable in 
closed form. This is indicated in Ref. 8. In the present paper, these re­
sults will be applied to indicate the effect of operating parameters on 
maximum wall temperatures. The cooling fluid considered is exclusively 
aIr. 
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III. RESULTS 

When the channel walls are individually heated at uniform heat 
fluxes, the quantity that is of design interest is generally the maximum 
temperature rise on the hotter wall. This quantity may be obtained 
from the general results shown in Fig. 3. It is clear from the latter that 
the maximum temperature increase depends on the parameter L 
which in turn depends on the quantity t/qb 5• When the latter quantity 
is large, fully developed flow is approached6 and the desired informa­
tion on the maximum temperature increase is given by a rather simple 
expression which follows. 

3.1 Results at Large t/qb 5 

At large values of the quantity t/qb 5, the flow in the channel exhibits 
interesting characteristics whereby the velocity distribution across the 
channel remains unaltered with axial distance. All axial temperature 
variations are also given by linear relations. Typical velocity and tem­
perature distributions in this situation are given in Fig. 4. This is the 
so-called fully developed flow situation. Clearly, it prevails most com­
monly in a channel whose height t is large compared to its width. In 
a channel with developing flow, typical velocity and temperature dis-

0.5 
y/b 

TEMPERATURE DISTRIBUTION 

1.0 

o 
:::J 
....... 
:::J 

1.5r------~--=,--------, 

1.0 

rH = 1 

M =0.15 

0.5 
y/b 

VELOCITY DISTRIBUTION 

Fig. 4-Typical temperature and velocity distributions in a channel having nearly 
fully developed flow. 
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1.5 .------x-/-£ -:-0.-99----....., 

0.5 1.0 0.5 1.0 
y(b y(b 

TEMPERATURE DISTRIBUTION VELOCITY DISTRIBUTION 

Fig. 5-Typical temperature and velocity distributions in a channel having de­
veloping flow. 

tributions are as indicated in Fig. 5. In both Fig. 4 and Fig. 5, the quan­
tity .if is a dimensionless mass flow parameter which is related to L 
(see Refs. 6 and 8). 

Figure 3 shows that, as fully developed flow is approached, all curves 
coalesce into one. Based on the derivations given in Ref. 8, it can be 
shown that, in fully developed uniform heat flux channels with asym­
metric heating, the maximum temperatures on the hotter and cooler 
walls become practically identical and may be evaluated using the 
equation: 

Omax,1 = Omax,2 = 6.9~85(pr)-1/2(L)1/2,}. 
L ~ 5, all rH 

(5) 

For air at 120°F, the Prandtl number (Pr) is about 0.7. Evaluating the 
thermal physical properties for air in eq. (5) at a temperature of 120°F, 
we may rewrite eq. (5) as: 

t . (6) 
T max ,1 - To = T max ,2 - To = 0.1610(Q)O.5(f)O.5(b)-1.5} 

for Qb 5 ~ 1.19 X 109
, all rH 

In eq. (6), t is expressed in ft, q in W jft2, and b in ft. Note that, if T max,l 
alone is to be evaluated, eq. (6) is applicable at tjQb 5 ~ 4.76 X 107• 
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The reason is apparent from Fig. 3 where at L ~ 0.2 the deviations 
among curves of Omax,l at all values of rH may be neglectf>d. 

3.2 Results at Small f/qb 5 

The counter-case to the situation just discussed is the one in which 
the channel height f is relatively short compared to its width b. Again, 
in this situation the maximum temperature rise on the channel walls 
may be calculated by a simple relation. Note that, to use this relation, 
which will be given below, it is not necessary that f be smaller than b. 
It is only necessary to fulfill the validity limit attached to the equation. 

For relatively short channels, the results in Ref. 6 indicate that the 
maximum temperature in each wall is independent of the other wall, 
and may be calculated using the result for a single vertical flat plate. 9 

The latter result is valid for the asymmetrically heated channel when 
L ~ 10-3• Thus, we may write: 

Omax = 2.05(L)1/5 at L ~ 10-3• (7) 

Again, inserting thermal physical properties of air at 120°F, the above 
may be written: 

T max - To = 8.66P/5q4/5} 

at q~5 ~ 2.35 X 105
, all rH . 

(8) 

In eq. (8), (Tmax - To) is in degrees Fahrenheit, f in feet, and q in 
watts per square foot of surface area. Equation (8), which gives the 
maximum temperature on either the hotter or cooler wall when q is 
appropriately replaced by ql or q2, shows that the maximum tempera­
ture on the hotter wall, subject to the attached condition, is indepen­
dent of the channel spacing which is to be expected. It may also be 
noted for reference that 

~ _ (1 + rH) -.£. (9) 
q1b5 - 2 qb 5 

3.3 Results at Intermediate f/qb 5 

If the proposed design is such that neither eq. (6) nor eq. (8) may be 
applied, then the maximum temperature increase in the channel can 
be evaluated using Fig. 3. Parametric curves can be generated from 
Fig. 3 to display the effect of various operating variables on the maxi­
mum temperature rise on the hotter wall. Since the value of L depends 
on the channel spacing, the average heat flux, and the channel height, 
anyone of these may be varied while others remain constant at typical 
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Fig. 6--Effect of channel spacing on the maximum wall temperature rise. 
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Fig. 7-Effect of channel height on the maximum wall temperature rise. 
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240~----~------~------~----~~----~------r-----~ 

200r------+-qOPT~------_+--~--~----~~----_+----~ 
rH =0-

rH = 0.5 

o 
~ 120~-----+----~4_--~~~~~~~~--4_------~----~ 

-----r =05 .Q,=6FT 
""--- rH~ 0.1} 

80 ~----~--~~~-:.L~"""--ol:-_::---_-_-_ r: = l' b = 0.0365 FT -~-----I 

40~~~~~----~------~----+------~------~----~ 

4 6 8 10 12 14 

q OR qOPT [F~2J 
Fig. 8-Effect of average heat flux on the maximum wall temperature rise. 

operating values. The following conditions are chosen as an example: 

b = 0.0365 foot (0.4375 inch) 
f, = 6 feet 
q = 5.75 watts per square foot. 

(10) 

The resulting curves are shown in Figs. 6 through 8 which can be used 
by the designer. To obtain Fig. 6, f, and q are obtained from eqs. (10) 
and, corresponding to each pair of assigned values of band r H, L is 
calculated. A value of Omax,l is then obtained from Fig. 3. The maximum 
temperature rise can then be obtained. By varying rH and b, the solid 
curves in Fig. 6 result. The range of validity of eq. (8) is also indicated. 
Figures 7 and 8 are obtained in the same manner. The dashed lines in 
Figs. 6 and 8 pertain to optimum spacing which will be discussed later. 
From Figs. 6 through 8, it can be seen that at any fixed maximum tem­
perature rise the effect of asymmetry is to increase the necessary chan­
nel spacing, decrease the channel height, or decrease the heat flux when 
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anyone of these quantities is taken as the sole variable in the 
equipment. 

The effect of asymmetric wall heating may be more conveniently 
examined by replotting Fig. 3 in the manner of Fig. 9. In the latter, 
the maximum temperature increase on each wall of an asymmetric 
channel is normalized by the maximum temperature increase on a 
similar channel wherein the same average heat flux is distributed evenly 
on the two walls, so that rH = 1. Clearly, as the degree of asymmetry 
is increased so that rH is decreased without affecting the average heat 
flux, the result is that the maximum temperature on the hotter wall is 
raised while that on the cooler wall is depressed. Therefore, in equip­
ment design, it is desirable to obtain equal heating on the two channel 
walls. This is also desirable from the standpoint of optimum spacing, 
as will be seen. 

With the help of Fig. 9, the maximum temperature increases in an 
asymmetric channel may be evaluated once the symmetric heating 
value is known. The latter may be obtained rapidly with the aid of the 
nomogram shown in Fig. 10 once t, b, and ij are known, rH being 1 in 
Fig. 10. The use of the latter has been described in Ref. 7 but is repeated 
here for ease of reference. To use Fig. 10, first locate Points 1,2, and 4. 
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Fig. 9-Maximum wall temperature rise as a function of the quantity t/qb5• 
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Draw a line connecting Points 1 and 2. Extend this line to intersect 
with the Pivot Axis {3 to give Point 3, and with Pivot Axis a to give 
Point 6. Draw a line joining Points 3 and 4. The intersection of this 
line with Pivot Axis 'Y gives Point 5. Draw a line connecting Points 5 
and 6. Read the a value at Point 6 which for the case illustrated is 2. 
The intersection of line 5-6 with the appropriate a-branch (a = 2 in 
this case) in the center of the nomogram (Point 7) gives the maximum 
card temperature rise over room ambient, which in this example is 
38°C or 68°F. It should be noted that each a-branch is made up of 
three segments: a left-side vertical line which corresponds to flow 
around a single flat plate, a right-side vertical line which corresponds to 
fully developed flow, and an inclined straight line joining the two verti­
cal ones. Moreover, the asymptotes of the vertical lines coincide for all 
values of a. Hence, if the line joining Points 5 and 6 does not intersect the 
appropriate a-branch on its inclined segment, either the left or the 
right vertical segment should be chosen depending on whether the 5-6 
line passes above the inclined segment or below it. 

3.4 Optimum Spacing Including the E.tJect of Asymmetry 

Consideration may now be given to the overall performance of the 
channel as a heat-removing device. In electronic equipment the maxi­
mum device junction temperature is usually specified. Since the junc­
tion temperature is related to the wall temperature, the maximum wall 
temperature is therefore implied. In modern equipment, it is desirable 
to increase the packing density and hence the total power dissipation of 
the entire equipment without increasing the maximum wall tempera­
ture beyond the allowable limit. As shown in the appendix, the task 
here is to select b so as to maximize the heat transfer. The latter value 
will be designated qopt and the corresponding spacing is called bopt • 

Design curves for finding bopt and qopt will be given below. The emphasis 
here is on asymmetrically heated channels. A more detailed discussion 
of optimum spacing in a symmetric channel may be found in Ref. 7. 
Note that maximum power dissipation is realized only when the equip­
ment is strictly operating at bopt and qopt. If a different (smaller) spac­
ing is used, then a different (smaller) heat flux must be employed to 
yield the same maximum temperature increase. For this purpose, de­
sign curves such as those in Figs. 6 through 8 can be consulted. 

Following Bodoia,lO it can be shown that the power dissipation is 
maximized if the channel parameters are so selected that the channel is 
operated at the point where the slope of a log-log plot of Nu versus Ra 
is one-half, where Nu is the Nusselt number and Ra the Rayleigh 
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number defined as: 

Nu = qb 1 
(T max,l - To)k = -Om-a-x-,l ' 

From Fig. 3, a relation between Nu and Ra can be obtained. This is 
shown in Fig. 11. Calling the values of N u and Ra for maximum power 
dissipation NUopt and RaoPt, respectively, Table I may be constructed 
from Fig. 11. In Table I, E is an efficiency of heat transfer defined as 

where 

E= P 
(p)rH=l 

p = N uopt! (Raopt) 1/2 

h opt 
0::-

bopt 

(11) 

In the above, hopt and bopt are optimum values of hmax,l and b which give 
maximum power dissipation. 

10 1 
I 1 

./ 
SLOPE = 1/4 - .......... 

V 
V e::::: ~ ~ ----

~ 
~ ---- -~ 

~ b2 ~ ~ b::::== ~ ---- ~ 
.... ~ 
~ ~ ~~ ~ 

" rH = 1 

~ ~ 
, ....... , 

---rH=0.5 
....... -' .... t-- rH =O.l -

Nu 

~ 
--rH =0 

1 

/ o LOCATION WHERE SLOPE = 1/2 

VV ....... ...... 
SLOPE = 1 

Fig. ll-Relation between Nusselt and Rayleigh numbers. 
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TABLE I-OPTIMUM RAYLEIGH AND NUSSELT NUMBERS 

TIl Raopt NUopt E 

0 42 0.43 65% 
0.1 51 0.51 70% 
0.5 70 0.73 86% 
1.0 135 1.18 100% 

From Table I, it is seen that the efficiency E varies in the same 
manner as r H. Asymmetry therefore decreases the efficiency of heat 
transfer. From the thermal standpoint all equipment should therefore 
be designed to yield symmetrical heating as closely as possible. 

Using values of Raopt from Table I, it is possible to obtain optimum 
spacings for different maximum temperatures once the channel height 
is specified. In like manner, the necessary heat flux at optimum spacing 
corresponding to different prescribed maximum temperatures can also 
be obtained from NUopt. Results have been obtained for a 6-foot chan­
nel with rH = 0.0 and rH = 0.5 and compared with the case rH = 1 
in Figs. 6 and 8 (indicated by the dashed line). It may be ascertained 
from these figures that the effect of asymmetric heating is to decrease 
bopt and qopt. The net effect of asymmetry is to decrease the total power 
dissipation in the cabinet (see appendix). 
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Fig. 12-0ptimum spacing and optimum heat flux as a function of the heat flux 
ratio TH. 
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Using the values of Raopt and N Uopt given in Table I, it is possible to 
obtain a general relation between optimum spacing bopt or optimum 
heat flux qopt and r H, since 

and 
(jopt 

(Raopt) 1/4 

(RaoPt)~~~l 

NUopt 

The results are indicated in Fig. 12. With the aid of this figure and the 
nomogram given in Fig. 13 which yields (bopt) rH=l, the optimum spac­
ing at specified rH, f, and maximum hotter wall temperature rise 
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(T max,! - To) can be rapidly evaluated. Note that the maximum tem­
perature rise to be entered in Fig. 13 is also the specified value of 
(T max,! - To). 

IV. CONCLUDING REMARKS 

In the present paper, consideration has been given to the free or 
natural convection cooling of electronic cabinets containing arrays of 
vertical circuit cards with asymmetric heating. It was indicated that 
fully developed flow prevailed in a channel whose height is large com­
pared to its width. In this case, the maximum temperature in the chan­
nel can be calculated using the simple relation presented here. In con­
trast, when the channel spacing is relatively large, the maximum tem­
perature on each wall is independent of the conditions on the other 
wall but can again be calculated by a simple equation. 

In situations where neither of the above two approaches can be ap­
plied, the maximum temperature in the channel can be evaluated 
rapidly using the graphical procedure outlined in this paper. The opti­
mum channel spacing for maximizing the power dissipation is discussed 
and it is emphasized that to reduce adverse thermal effects channel 
walls should be powered as equally as possible. 

APPENDIX 

The total power dissipation in the cabinet per unit depth can be 
written as 

Power = 2tNq 
= 2tNh(T max,! - To), 

where N is the number of channels (see Fig. 1). If the thickness of the 
channel wall is neglected, we have 

Hence, 

W 
N=1)' 

h 
Power = 2tW(Tmax ,! - To) b 

h 
0::-

b 

for fixed (Tmax ,! - To), W, and t. Clearly, to obtain the largest pos­
sible power one needs to obtain the maximum h (that is q) and the 
minimum b, the combination of which gives the specified (T max,! - To). 
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NOTATIONS 

b clear channel or card spacing in feet (ft) 
Cp specific heat of air in W-s/lbm-F 
g acceleration due to gravity in ft/S2 
h gj(T max,l - To), average heat transfer coefficient, in W /ft2-F 
k thermal conductivity of air in W /ft-F 
L1 (fv2k) / (g{3q1b5), dimensionless 
L (fv2k) / (g{3qb 5), dimensionless 
t channel height in ft 
Pr Prandtl number defined by J,tcp/k, dimensionless 
p pressure in Ib f/ft2 

po hydrostatic pressure in Ib f/ft2 

p' (p - Po) in Ib f/ft2 

q heat flux on channel wall per unit surface area, in W /ft2 
q (q1 + q2)/2, W /ft2 
r H qd Q1, dimensionless 
T temperature in degrees Fahrenheit (F) 
To ambient temperature in degrees Fahrenheit 
u, v axial and transverse velocity in ft/s 
W width of cabinet 
x, y axial and transverse coordinates in ft, see Fig. 2 
{3 thermal expansion coefficient of air in I/F 
J,t dynamic viscosity in lbm/ft-s 
v kinematic viscosity of air in ft2/S 
p density of air in Ibm/ft3 
{j dimensionless temperature rise defined in Fig. 3 

Subscripts 

1 
2 
max 
max, 1 
max, 2 

refers to hotter wall 
refers to cooler wall 
maximum value 
maximum value on hotter wall 
maximum value on cooler wall 
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A long-standing communications problem is the efficient coding of 
a block of binary data into a pair of in-phase and quadrature components. 
This modulation technique may be regarded as the placing of a discrete 
number of signal points in two dimensions. Quadrature amplitude modu­
lation (QAM) and combined amplitude and phase modulation (AM-PM) 
are two familiar examples of this signaling format. Subject to a peak or 
average power constraint, the selection of the signal coordinates is done so 
as to minimize the probability of error. In the design of high-speed data 
communication systems this problem becomes one of great practical sig­
nificance since the dense packing of signal points reduces the margin 
against Gaussian noise. Phase jitter, which tends to perturb the angular 
location of the transmitted signal point, further degrades the error rate. 
Previous investigations have considered the signal evaluation and design 
problem in the presence of Gaussian noise alone and within the framework 
of a particular structure, such as conventional amplitude and phase modu­
lation. We present techniques to evaluate and optimize the choice of a signal 
constellation in the presence of both Gaussian noise and carrier phase 
jitter. The performance of a number of currently used or proposed signal 
constellations are compared. 

The evaluation and the optimization are based upon a perturbation 
analysis of the probability density of the received signal given the trans­
mitted signal. Laplace's asymptotic formula is used for the evaluation. 
Discretizing the signal space reduces the optimal signal design problem 
under a peak power constraint to a tractable mathematical programming 
problem. 

Our results indicate that in Gaussian noise alone an improvement in 
signal-to-noise ratio of as much as 2 dB may be realized by using quadra­
ture amplitude modulation instead of conventional amplitude and phase 

927 
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modulation. New modulation formats are proposed which perform very 
well in Gaussian noise and additionally are quite insensitive to moderate 
amounts of phase jitter. 

I. INTRODUCTION 

A very attractive modulation format for coherent high-speed data 
transmission is the family of suppressed-carrier, two-dimensional signal 
constellations of which quadrature amplitude modulation (QAM) and 
combined amplitude and phase modulation (AM-PM) are two ex­
amples. In this paper we will consider using this more general signal 
format, which is equivalent to the arbitrary placement of a discrete 
number of signal points in the plane, subject only to a peak or average 
power constraint. The object will be to mitigate the major statistical 
transmission impairments encountered on the voice-grade telephone 
channel, such as carrier frequency offset, carrier phase jitter, and 
additive noise. Our attention is focused on constellations of 16 points, 
since this seems to be the largest constellation which is practical 
for the typical telephone channel. However, the techniques we develop 
are applicable to constellations of arbitrary size. 

The placing of signal points in the plane is a long-standing problem 
that has received considerable attention in the past. Previous investi­
gations l - 3 have considered the signal evaluation and design problem in 
the presence of Gaussian noise alone and within the framework of 
a particular structure such as combined amplitude and phase modula­
tion. When Gaussian noise is the only transmission impairment, it is 
well known that at high signal-to-noise ratios (> 25 dB) the signal 
points should be placed as far apart from each other as possible (the 
circle-packing problem). In the application to high-speed digital com­
munication systems, the two-dimensional signal design problem be­
comes one of great practical significance because the dense packing of 
a large number of signal points markedly reduces the margin against 
random noise and phase jitter. The signal design problem in the pres­
ence of both phase jitter and Gaussian noise has not been solved before 
and is the subj ect of our discussion. 

Coherent receiver structures have recently been proposed which em­
ploy an adaptive equalizer4 to compensate for any linear distortion, 
low-frequency phase jitter, or small amounts of frequency offset intro­
duced by the channel. A phase-locked 100p5 may be used to suppress 
high-frequency phase jitter and frequency offset. Of course, the output 
of a phase-locked loop will still deviate somewhat from the optimum 
demodulating phase angle. One purpose of this study is to assess the 
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effect of such phase errors on the system error rate and to indicate how 
this knowledge can be incorporated into the system design. 

By system design we have in mind the selection of both a particular 
two-dimensional signaling format and the decision device placed at the 
demodulator output. In order to pursue these objectives, we discuss: 

(i) the relative immunity of various signal constellations as a func­
tion of the degree of noncoherency (i.e., the size of the phase 
error) ; 

(ii) an efficient iterative procedure for determining optimum signal 
formats under a peak power constraint; 

(iii) system performance for the following hierarchy of decision de­
vices: easily implementable, optimum in Gaussian noise, and 
a maximum-likelihood detector which uses the statistics of the 
phase error; 

(iv) the accuracy required in any phase-locked loop to attain a satis­
factory error rate; and 

(v) the resulting error rate when no attempt is made to track the 
jitter. * 

Our approach is to assume that intersymbol interference has been 
effectively eliminated by the equalizer while the phase-locked loop, if 
there is one, has only partially removed the phase jitter. Thus the 
equalizer output will be the sum of the partially coherentt transmitted 
signal and additive Gaussian noise. We adopt a phenomenological 
model which assumes that the (slowly varying) phase error has 
a Tikhonov density.5 The Tikhonov density is associated with a con­
ventional first-order phase-locked loop whose input is the sum of a 
sinusoid (whose phase is being tracked by the loop) and Gaussian 
noise. Under our assumed operating conditions of high signal-to-noise 
ratio, this density will closely approximate the actual phase density. 
When no attempt at tracking is made, t the jitter is modeled as being 
uniformly distributed in a reasonable peak-to-peak range. For each 
of these jitter densities, the probability density of the demodulator 
output, conditioned on the transmitted symbol, is used to estimate the 
error rate. This estimate is of the minimum distance type, where the 
"distance," which reflects the presence of phase jitter, is measured in 

* In the sequel, we will use the term jitter as a catch-all when referring to phase 
jitter and/or frequency offset. 

t A partially coherent signal is one whose carrier phase is jittered by a random com­
ponent which is not uniformly distributed in the range (-7r, 7r). 

t Since the passband equalizer4 will determine the optimum static demodulating 
phase, the absence of a phase-locked loop does not imply the use of an arbitrary de­
modulating phase. 
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a non-Euclidean manner. The error rate is given for various signal 
constellations and detector structures under peak and average power 
constraints. By discretizing the received signal space, an iterative 
procedure is developed to determine (locally) optimum signal formats 
under a peak power constraint. This technique, which assumes a maxi­
mum-likelihood detector, makes use of an efficient search procedure 
developed by Kernighan and Lin. 6 

The system model and the problem formulation are presented in 
Section II. An asymptotic estimate and an upper bound on the error 
rate are developed in Section III. A comparison of the relative im­
munity of some popular signal constellations and detectors to phase 
jitter is described in Section IV. Section V discusses a technique to 
obtain locally optimum signal structures under a peak power constraint. * 

II. SYSTEM MODEL AND PROBLEM FORMULATION 

2.1 Preliminaries 

We consider the two-dimensional synchronous data communication 
system shown in Fig. 1. Binary data are first grouped into blocks of 
M bits, and each block of M bits is then mapped into one of 2M two­
tuples (a, b). The sequences {ad and {bd amplitude modulate, re­
spectively, an in-phase and quadrature carrier to generate the trans­
mitted signal 

m(t) = L: akP(t - kT) cos wet + L: bkP(t - kT) sin wet, (1) 
k k 

where liT is the symbol rate,t p(.) represents the transmitter pulse 
shaping, and We is the carrier frequency. It will be assumed that the 
two-tuples are equiprobable. The received signal at the output of the 
bandpass filter is given by 

r(t) = (L: akx(t - kT) - L: bky(t - kT» cos ((we +.Ll)t + O(t») 
k k 

- (L: aky(t - kT) + L: bk(t - kT) 
k k 

X sin ((we + Ll)t + O(t») + n(t), (2) 

where x(t) and yet) are the system (baseband) in-phase and quadrature 
impulse responses,t Ll is the carrier frequency offset, OCt) is the random 

* The present authors have recently treated the two-dimensional signal design 
problem under an average power constraint. 7 

t :N'ote that the data rate is M/T bits/second. 
t These pulses represent the cascade of the transmitter shaping filter, the channel, 

and the receiving filter. 
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Fig. I-An in-phase and quadrature data transmission system. 

phase jitter, and net) is additive Gaussian noise. The received signal, 
which is sampled at the symbol rate, is adaptively equalized and 
then coherently demodulated with the aid of a phase-locked loop.5 
The demodulated output, denoted by the sequence of two-tuples 
Zk = {(Zk, Zk) }, is then processed by the (simple) detector to give the 
output sequence {(ilk, lh) }. The system error rate is just the probabil­
ity that (ilk, lh) differs from the transmitted two-tuple (ak' bk). 

2.2 Basic Model 

For the purposes of this study, it will be convenient to assume that 
the equalizer has completely eliminated the intersymbol interference 
present in x(t) and yet), but that the phase-locked loop has only par­
tially compensated for the carrier phase jitter. The in-phase and 
quadrature demodulator outputs, at the kth sampling instant, are 
then given by 

z(kT) = ak cos cJ>k - bk sin cJ>k + nc(kT), 

z(kT) = ak sin cJ>k + bk cos cJ>k + ns(kT), 
(3) 
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Fig. 2-Effect of Gaussian noise and phase jitter on transmitted symbol. 

where ¢k is the (slowly varying) phase error in the tracking loop, and 
nc(kT) and n8(kT) are, respectively, the in-phase and quadrature 
Gaussian noise components. * Dropping the time index, eq. (3) can be 
rewritten to give the basic model 

z = Rs + n, 

where the vectors are given byt 

z = (;) , 

and the matrix R is the rotational (by an angle ¢) transformation 

-sin ¢). 
cos ¢ 

(4) 

(5) 

* Recall that nc(kT) and n.(kT) are independent Gaussian random variables with 
equal variance, No. It should be noted that 2No is the noise power contained in the 
bandwidth of the received signal. 

t We denote the values that a and b can assume by a(i) and b(i), respectively, and 
the values of the transmitted symbols by s(j) = (a(j),b(j». 
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Fig. 3-Quadrature amplitude modulation. 
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As we show in Fig. 2, the effect of the phase jitter is to rotate the trans­
mitted symbol, s, by an angle ¢; thus the demodulator output, z, is dis­
persed in an angular manner due to phase jitter and in a circularly sym­
metric way due to the Gaussian noise. The receiver will make an error 
when these perturbations move the demodulator output across the 
decision boundary associated with the transmitted symbol. For a par­
ticular transmitted data sequence, the demodulated sequence will be 
scattered about the transmitted points in a manner which reflects the 
combined effects of phase jitter and Gaussian noise. For the transmitted 
signal constellation of Fig. 3, which is known as QAM, a typical scat­
tered demodulated sequence is shown in Fig. 4. As one might expect, 
for those signal points further a way from the origin, the angular dis­
placement becomes more apparent. An estimate of this effect is given 
by the mean-square error between the transmitted and demodulated 
symbols. For small values of jitter, this error is obtained from (4) by 
noting that 

Z - S J = . ( .) (cos ¢ - 1 
SIn ¢ 

SW + n ~ ¢ J + n; -sin ¢ ) ( -b.) 
cos ¢ - 1 aj 

averaging the norm-squared of both sides gives* 

E//z - sWI12 = No + u:IIS(i)//2, (6) 

* The notation IIzll denotes the Euclidean norm of z; additionally the notation 
(z, s) will be used to denote the inner product of z and s. 
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Fig. 4-Received signal points in a QAM system. 

where u! is the variance of ep and E denotes the statistical average. 
Thus, because of phase jitter, signal points located further from the 
origin are subjected to a larger mean-square error. 

2.3 Probability Density of the Demodulator Output 
. . 

In order to evaluate the system errot rate, the probability density 
function (pdf) of the phase error must be specified: The pdf of the phase 
error in a phase-locked loop that is tracking the angle of the two­
dimensional data signal given by (2) is not yet known, but as explained 
below it can be approximated by the following (Tikhonov) density 5: 

1 ea COB c/> 

peep) = 271" Io(a) , (7) 
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where 10(') is the modified Bessel function of the first kind and a is 
a positive number. As is shown in Fig. 5, a = 0 implies a completely 
incoherent system, while a = 00 corresponds to a completely coherent 
system. For large values of a (a > 100), we have the useful relation 

2 1 
(J'</> ~ ~ (in radians). (8) 

Since the above density arises from a first-order phase-locked loop 
whose input is the sum of Gaussian noise and a sinusoid (whose phase 
is being tracked by the loop), it is felt that for high signal-to-noise 
ratio, for negligible intersymbol interference, and for slowly varying 
phase jitter the actual phase-error density will closely resemble the 
Tikhonov density. This simple model will be quite useful in studying 
the effect of phase jitter on the system error rate. 

The pdf of the demodulator output, conditioned on the transmission 
of s (j), is given by 

(9) 

where it is noted that the output density conditioned on both sCi) and 
¢ is given by 

pj(zJ¢) = _1_exp [- _1_ liz - RsWII2] (lOa) 
27rNo 2No 

= _1_ exp { __ 1_ [liz - sWII2 + 2(z, SCi»~ 
27rNo 2No 

- 2(z, RSU»J}' (lOb) 

Substituting the Tikhonov density into (9) gives 

pj(z) = _1_ exp {- _1_ [liz - sCi)II 2 + 2(z, SW)J}' 
27rNo 2No 

1 f7r 1 . (Io(a))-l 27r -7r exp No [(z, s{J» + aNo) cos ¢ 

+ (z, sCi>!) sin ¢Jd¢, (11) 

(where if SW = IIsWII(cosa, sin a) then SCi>! = IIs W II(sina, -cosa)), 
and we recognize the latter integral as 

10 (~o ~(z, sW) + aNo)2 + (z, SCih)2J)' 

Assume a = kj No (k a constant). Employing the well-known result 
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Fig. 5-Tikhonov phase jitter density p (cp) = exp (a cos cp)/27rlo(a). 

that for large values of argument Io(x) ~ eX
/ I ""xl, and assuming a is 

sufficiently large and No is sufficiently small, we get 

1 ~ aNo ( 1 p·(z) ~ -- exp --
J 27rNo ",,«z, sW) + aNo)2 + «z, SUh»)2 2No 

X {liz, s(j)112 + 2(z, sU» + 2aNo 

- 2../((z, SUl) + aN,)' + (z, SUll)'}). (12) 

In the error rate computations we shall eventually make, we will have 
k so large compared to the practical range of (z, sW) that the coeffi­
cient multiplying the exponential of pj(z) can be taken to be (27rNo)-1. 

Thus, for our purposes, 

piCz) ~ 27r~0 exp [ - 2~o d2(z, SW)], (13) 

where 

d2(z, s) £ liz - sll2 + 2(z, s) + 2aNo 

- 21 ""z"211s11 2 + 2aN o(Z, s) + (aN 0)21· (14) 

The form of eq. (13) is very reminiscent of the density in Gaussian 
noise alone, and to further suggest such a similarity we refer to d(z, s) 
as the "distance" between z and s. It is important to emphasize that 
this function is the key to assessing the combined effect of Gaussian 
noise and phase jitter on the system performance; through its use we 
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Fig. 6-Constant distance contours: values of z for which 

27rNoPj(z) = exp { - 2~o d2(z, Sj)} = 10-2, 10-6, 10-1°. 
d2 given by eq. (14). 

937 

are able to give a very suggestive geometric interpretation of the jitter 
phenomenon as well as accurate estimates of the error rate. In Fig. 6 
we show some contours of constant "distance" (i.e., points which are 
equiprobable) about a given point. Note the angular orientation and 
similarity of these "banana" shaped contours to those obtained ex­
perimentally (Fig. 4). 

Our procedure will be to use (13) and (14) to estimate the error rate 
for various constellations and detector structures; however, before we 
do this, we first wish to discuss some properties of the function d(z, s) 
which will be useful in estimating the system performance, and then to 
consider the conditional density pj(z) in the absence of a phase-locked 
loop. 

2.4 Some Properties of the Jitter Distance d(z, s) 

(i) A requisite property that d(z, s) should possess is that for vanish­
ingly small jitter the distance between points becomes Euclidean. This 
is easily verified by expanding (14) in terms of l/a and observing that 

lim d2(z, s) = liz - sll 2. (15) 
l/a-.O 
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(ii) Since we do not expect the distance between an arbitrary point 
and the origin to be affected by phase jitter, it is reassuring to note that 

(16) 

and that a similar property holds for points on the same ray, i.e., 

k > o. (17) 

(iii) A "bonus" property is that even though (14) was derived for 
large a (small jitter), the expression 

lim d2(z, s) = , IIzil - IIsil '2 (18) 
a-+O 

is quite reasonable in that, for completely incoherent systems, all 
points on the same circle are indistinguishable. 

(iv) An interesting consequence of (14) is that points are now closer 
together than their Euclidean distance. To demonstrate this, we use 
the Schwartz inequality to show that the non-Euclidean part of d2(z, s) 
is always negative, i.e., 

since squaring gives 

(z, S)2 + 2aNo(z, s) + (aNo)2 ~ IIzll211s112 + 2aNo(z, s) + (aNo)2 

which upon cancelling becomes the Schwartz inequality 

(z, S)2 ~ IIzil 211s11 2. 

(v) If both the signal and noise power are scaled by the same con­
stant for a given jitter level, a, it is clear that the conditional density is 
unchanged. Thus the signal-to-noise ratio and the mean-square jitter 
a are the natural parameters for characterizing the system. 

(vi) A natural question to ask is whether or not d(z, s) is a convex 
metric * in the plane or, of more practical interest, if some sufficiently 
accurate approximation to d(z, s) is a convex metric in some circle 
centered about the origin; As we shall see later, if such an approximate 
representation can be obtained, some tedious error rate computations 
may be done quite simply. While the requirements of symmetry and posi­
tivity can easily be shown to hold in the entire plane, J. E. Mazo has re­
cently informed us that his results in Ref. 8 imply that d(z, s) is not a 

* A convex metric is a metric which possesses the rilidpoint property, i.e., for any 
two points x and y there is always a third point z such that d(x, z) = d(z, y) 
= (1/2)d(x, y). 
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convex metric in any circle about the origin for any value of 2N o. The 
question remains open as to whether or not d(z, s) admits an accurate 
convex metric approximation in a neighborhood of the origin. Appendix 
B reports the results of an investigation of this question. 

By considering the above properties, it is apparent that a signal 
constellation will be relatively immune to small amounts of phase jitter 
either if the error rate (or minimum distance) is determined by a point 
at the origin and any other signal point, or if signal points on the same 
circle are widely separated (the more circles the greater the Gaussian 
noise penalty). 

2.5 Probability Density in the Absence of a Phase-Locked Loop 

In a subsequent section we will compare the performance of various 
signal constellations, and the following question naturally arises: Can 
we, by judicious signal design, eliminate the need for a phase-locked 
loop? * Preliminary to answering this question we must obtain the den­
sity of the demodulated signal in the absence of a phase-locked loop. 
For simplicity we model the jitter as arising from the single tone 

¢(t) = A cos (wjt + 1/-'), (20) 

where 2A is the peak-to-peak jitter, Wj is the jitter frequency, and 1/-' is 
a uniformly distributed random phase. For this model, the jitter den­
sity is given by 

(21) 

/¢/ > A 

To determine the density of the demodulated samples we use (9) and 
(10) to write 

pj(z) = _1_ exp {- _1_ [liz - s(j)II 2 + 2(z, s(j)J} 
27rNo 2No 

Xf_: exp {;o [(z, SUl) cos </> + (z, SUl) sin </>]} p(</»d</> 

which for small ( < 12 degrees) peak-to-peak jitter becomes 

pj(z) ~ 27r~o exp [ - 2~o liz - s(j)II2] Mq,(~j), (22) 

* The equalizer4 is capable of determining the optimum demodulating static phase, 
so that the demodulation is noncoherent only to the degree that the untracked jitter 
degrades the error rate. 
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where M cf>( .) is the moment-generating function of C/>, and 

~j = ~ 0 (z, s(j)!). 

For the jitter density given by (21) it is easy to show that 

Mcf>(~j) = 10(AI~jl); 

thus we have the familiar form 

pj(Z) = 27r~ 0 exp [ - 2~ 0 D2(Z, S (j) ] , 

where 

(23) 

(24) 

(25) 

D2(Z, s) = liz - sll2 - 2No en 10 (:0 I (z, sU)l) I)' (26) 

It is useful to summarize our work up to this juncture. Using the 
simple model (4) and the phase-error densities (7) and (21), we have 
derived the conditional density of the demodulated two-tuple with 
and without a phase-locked loop. Equations (13) and (14) and (25) 
and (26) are the desired expressions. In the next section we will use 
these densities to estimate the system error rate. 

III. ESTIMATING THE ERROR RATE 

In this section we give two estimates of the error rate: an asymptotic 
(high SNR) evaluation and an upper bound. Consider the arbitrary 
signal constellation shown in Fig. 7, where the decision regions are de­
noted by R j • The detector, which is specified by the decision regions, 
will declare that s(j) has been transmitted if and only if the demodu­
lated vector z falls inside R j • Because of various practical considera­
tions, principally ease of implementation, the mathematically optimum 
detector will not always be the one which is built. 

3.1 Asymptotic (High SNR) Error Rate 

The probability of error is given by 

M 

P e = L PjP eh 
j=l 

(27) 

where the p/s are the (taken to be equal) a priori probabilities and P ej 
is the conditional error rate. The conditional error rate is just the prob­
ability that z falls outside R j when s (j) is transmitted, i.e., 

P ej = Pr [z EE Rjls(j) transmitted]. (28) 
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Fig. 7-Typical decision region about signal point Si, with minimum distances to 
boundary shown for Gaussian noise alone (no phase jitter) and for large jitter (angu­
lar displacements highly likely). 

This quantity may be written, using the conditional density Pj(z), as 

P ej = f pj(z)dz. 
zEERj 

(29) 

Let z~ denote a point of global minimum for the function d2 or D2 on 
the decision region boundary and let M j be the number of times this 
minimum is achieved on the boundary. Let (u, v) denote an orthogonal 
coordinate system erected at z; with the positive u axis pointed along 
the boundary line in a clockwise direction and v pointed outside R j • 

Then, as is shown in Appendix A, for a high signal-to-noise ratio 
(N 0 ~ 0) with aN 0 = k, the conditional error rate is given by 

(30a) 

For the case of Gaussian noise alone (no phase jitter) d2 becomes the 
ordinary Euclidean distance and the partials in (30a) are easily evalu­
ated. In this case, with SCi) the signal(s) closest to sCi), we have 

* SCi) + sCi) 
Zj = 2 
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and 

Hence, for the Gaussian case, 

M j Wo -lls(i) - s(j)112 
P ej = 2/ls(i) _ s(j)1I ~-:;;: exp 8No ' (30b) 

a useful formula in its own right. 
In terms of the distance functions d ( .) and D ( . ), the asymptotic 

error rate is determined by the point on the decision boundary "closest" 
to the transmitted signal. Of course, in the presence of phase jitter, 
this point will generally differ from the closest point according to 
a Euclidean measurement. In Fig. 7, the indicated point on the vertical 
boundary segment is the closest point to Sj in the Euclidean sense. 
As phase jitter increases, those points with a radial coordinate nearly 
equal to that of Sj becomes closer to Sj. So for large phase jitter, 
the point indicated on the boundary segment above Sj is the "closest" 
point. Thus the exponential decay in error rate is quite similar to the 
asymptotic Gaussian result since it is of the form 

exp [-d~ln(j)/2NoJ, (31) 

where dmin(J) is the minimum distance (measured in a non-Euclidean 
manner) to the J'th decision boundary. The minimum distance can 
sometimes be obtained analytically, but most often must be obtained 
by a computer search of the boundary. 

The minimum distance to the jth decision boundary is particularly 
easy to determine if the function d( . , .) is a metric which possesses the 
midpoint property, i.e., for each distinct pair of points S(i) and s{j) 
there exists a third point z* such that 

!d(s(i), s(j) = d(s(i), z*) = d(z*, s(j). 

If this is the case, let Zi denote any point on the decision boundary be­
tween S (i) and S (j) and the triangle inequality gives 

d(s{j), Zi) + d(S(i), Zi) ~ d(s(i), s(j). (32a) 

Since for maximum-likelihood detection 
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minimizing both sides of (32a) over the decision boundary gives 

des (j), z*) ~ min td(s (i), s (j) 
i~j 
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(32b) 

where z* is the point on the boundary closest to s(j). Note that (32b) 
would provide an upper bound on (31). Since the midpoint z* clearly 
lies on the boundary, z* = z*, and (32b) is satisfied with equality, 
the minimum distance is given by 

d(s(i), z*) = min td(s(i), s(j). 
j~i 

(32c) 

Since the Euclidean metric is convex, eq. (30b) could be directly 
obtained from (30a) by using (32c). 

3.2 An Upper Bound on the Error Rate (for Small Jitter) 

In systems which use a tracking loop, an upper bound on the system 
error rate may be obtained, for small jitter, by considering Fig. 8. This 
figure shows the transmitted point s (j), the decision boundary R j, and 
several nested regions Cj (defined by contours of constant probability), 
where 

Fig. 8-Nested equidistance contours [distance defined by eq. (13) ] about signal 
Si in arbitrary decision region. Contour Ci*, at distance d.*, defines di * as the shortest 
distance to the boundary. 
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If we let C; denote the first contour which touches the boundary, then 
it is clear that 

P ej = Pr [z EE Rjl s(j) transmitted] ~ Pr [z EE C;I SU)] 

=f pj(z)dz 
zEEe} 

(33) 

For small jitter, the exponent may be expanded in the first power of 
l/a, to give 

(34) 

for which the contours of constancy are ellipses. Transforming the 
ellipses into circles and changing to polar coordinates enable us to inte­
grate (33) to get 

P ej ~ 1 exp [ - di1(~/2N oJ. - 'I _ IIs(j)II2 
'\j aNo 

(35) 

Again din1n is the minimum distance to the jth decision boundary which 
for convex polygonal decision boundaries can be determined analyti­
cally. For high SNR, the above bound is useful up to 1.5 degrees rms 
jitter. Because of the similarity of (30a) and (35), we will use only the 
former asymptotic results in the sequel. 

IV. A COMPARISON OF VARIOUS SIGNAL CONSTELLATIONS 

In the preceding section we have presented a means of evaluating the 
asymptotic (high SNR) error rate for a given signal constellation and 
detector structure. In terms of the minimum distance, measured via 
the appropriate noise/phase-jitter distance function to the jth decision 
boundary, we have 

P" M j !No [ 1 d(j)2] 
e "" 7' pj 211s(i) - sWil '\j--;- exp - 2No min • (36) 

The minimum distance will be obtained by a computer search of the 
decision boundary. It should be emphasized that comparisons based on 
the asymptotic error rate are not exact but rather indicate order-of­
magnitude effects. 
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Our comparisons will be made by varying the following quantities: 

(i) signal constellations 
(ii) signal-to-noise ratios 

(iii) rms jitter 
(iv) decision boundaries 
(v) phase-error density. 

Clearly the pie may be sliced several ways, so let us first say a few 
words about each of the above variables. 

(i) Signal constellations: For the purposes of signal evaluation we 
will consider the existing 16-point constellations QAM, 8-8, and (4, 90°) 
shown in Figs. 9a through 9c. The circular constellation (4, 90°) has 
signal points equally spaced (i.e., 90 degrees apart) on four circles. This 
large angular spacing of points on the same circle suggests that this 
constellation will be insensitive to small amounts of phase jitter: The 
ratio of outer radius to inner radius (rdrl) for the 8-8 constellation is 
1.59, found by Luckyl to minimize the error rate in Gaussian noise. 
8-8 is an optimized form of AM-PM in which signal points on the outer 
circle do not lie on the same radial lines as those on the inner circle. It 
offers an order-of-magnitude improvement (over AM-PM) in error rate 
in the presence of Gaussian noise. We will also consider the new circu­
lar modulation formats 1-5-10, 1-6-9, 5-11, shown in Fig. 10. The 
optimum ratio (rdrl) is very close to 2 for these constellations as we 
have determined by equating the three smallest nearest-neighbor 
distances. 

(ii) We consider peak and average SNR's, P pk and P avg respec­
tively, chosen so that P e (no jitter) is < 10-5• These quantities are 

5 

(a) (b) (c) 

Fig. 9-Existing signal constellations: (a) quadrature amplitude modulation 
(QAM), Ppeak/Pav = 1.8; (b) modified AM-PM (8-8), Ppeak/Pav = 1.43; (c) circular 
constellation, (4, 90°) Ppeak/Pav = 1.85. 
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(a) (b) (c) 

Fig. lO-New signal constellations: (a) 1-5-10, Ppeak/pav = 1.42; (b) 1-6-9, 
Ppeak/Pav = 1.525; (c) 5-11, Ppeak/Pav = 1.31. 

defined by 
P pk = max IlsWIl2/2No, 

i 

(iii) Our attention is focused on the practical range of residual 
(from a PLL) jitter of < 3 degrees rms. 

(iv ) We will consider both the boundaries which are optimum in 
Gaussian noise (straight lines) as well as more practical boundaries for 
the circular formats (polar wedges). 

(v) The Tikhonov density will be taken as representative of those 
systems which use a tracking loop, while the peak-to-peak density will 
be used to model the raw (untracked) phase jitter. 

The error rate curves are grouped as follows: Figure 11 shows the 
error rate vs rms residual phase jitter (Tikhonov density) under aver­
age and peak power constraints for the six constellations described 
above. For each constraint, a Gaussian noise power (and thus an SNR) 
is assumed which places the curves in a useful operating range, and the 
receiver is presumed to use the Gaussian optimum decision region 
boundaries. These boundaries are piecewise-linear contours constructed 
from segments of perpendicular bisectors of lines joining signal points as 

, shown in Fig. 12a for the 1-5-10 constellation. This is equivalent to 
deciding in favor of the signal point closest in Euclidean distance to the 
demodulated point. Figure 12b shows a more "practical" set of deci­
sion boundaries for the 1-5-10 constellation. Figure 11 indicates the 
immunity of the (4, 90°) constellation to small amounts of phase jitter 
at the expense of an error rate more than an order of magnitude greater 
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Fig. ll-Error rate vs jitter with a phase-locked loop: (a) average power con­
straint; (b) peak power constraint. 

than those of the 1-5-10, 1-6-9, and QAM constellations. In practical 
operation with a tracking loop, any of these alternative constellations 
will almost always outperform the (4, 90°) constellation. 

Figure 13 shows the error rates vs SNR, again under average and 
peak power constraints, in the presence of Gaussian noise alone (no 
phase jitter) and with 1.5 degrees rms residual phase jitter in addition 

(a) (b) 

Fig. 12-Decision region boundaries for part of 1-5-10 constellation: (a) Gaussian­
optimum decision region boundaries; (b) practical decision region boundaries. 
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Fig. 13-Error rate vs SNR for channels with and without phase jitter; Gaussian­
optimum receiver is assumed to have a phase-locked loop: (a) no jitter, average power 
constraint; (b) no jitter, peak power constraint; (c) rms jitter = 1.5 degrees, average 
power constraint; (d) rms jitter = 1.5 degrees, peak power constraint. 
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Fig. 14-Probability of error for receiver with "practical" decision region bound­
aries for the 1-5-10 constellation and with phase-locked loop: (a) average power con­
straint; (b) peak power constraint. 

to the Gaussian noise. Although some of the curves shift their relative 
positions (at least under the average power constraint) when phase 
jitter is added, the good performances of 1-5-10 and 1-6-9 are main­
tained. QAM performs respectably and the (4, 90°) constellation comes 
in last. 

Figure 14 is similar to a reduced Fig. 11 except that the "practical" 
set of decision region boundaries is presumed for the 1-5-10 constella­
tion. As can easily be seen, the Gaussian optimum boundaries for QAM 
are also practical boundaries, and the jitter-immune (4, 90°) constel­
lation is shown to best advantage by presuming Gaussian optimum 
boundaries. Under the average power constraint, QAM is superior to 
1-5-10 below about 1.5 degrees rms jitter. Under the peak power con­
straint, 1-5-10 is uniformly superior to QAM. The (4, 90°) constella­
tion does not show an advantage until the rms jitter reaches 2.5 to 3 
degrees. 

Figure 15 is a set of error rate vs SNR plots with practical decision 
region boundaries for 1-5-10. Curves are shown for Gaussian noise 
alone (no jitter) and 1.5 degrees rms jitter. Only the average power 
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cal" decision region bou.ndaries for the 1-5-10 constellation and with phase-locked 
loop: (a) no jitter, average power constraint; (b) rIDS jitter = 1.5 degrees, average 
power constraint. 

constraint is presumed. As before, QAM shows an advantage in the 
absence of phase jitter and still does well in the presence of moderately 
severe residual phase jitter. 

Figure 16 presents,some data for receivers which do not use tracking 
loops. In this case t~e peak-to-peak density of eq. (22) describes the 
raw jitter. Curves are plotted vs peak jitter under average and peak 
power constraints. Some interesting features are the resistance of 1-5-
10 up to a threshold of about 8 degrees peak-to-peak jitter and the 
rapid deterioration of the performance of QAM. 

Figure 17 shmvsthe perforIl1ance vs SNR for the receivers without 
tracking loops wheIlJhe peak-to-peak jitter .is12 degrees. This is the 
only instance for which the (4~ 90°) constellation looks relatively good, 
but here, too, the 1-6-9 constellation performs slightly better. QAM, of 
course, does rather poorly. 

The advantage of using a phas"e-Iocked tracking loop with QAM and 
1-5-10 can be seen from the above data and a simple calculation. If 
the raw phase jitter is modeled by 

Q(t) = A cos [Wit + tP], 
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Fig. 16-Probability of error vs. peak-to-peak jitter for Gaussian-optimum receiver 
without a phase-locked loop: (a) average power constraint; (b) peak power constraint. 

where 1/; is uniformly distributed from - 7r to 7r and 2A is the peak-to­
peak jitter, then a rule of thumb9 suggests that the residual rms jitter 
out of a tracking loop is of the order of 0.1 X 2A. For A = 6 degrees, 
this rms value is 1.2 degrees. A comparison of the curves of Figs. 11 and 
16 shows that substantially lower error rates are achieved by the re­
ceiver with a tracking loop. The performance of constellation (4, 90°) 
is relatively unaffected by the introduction of a tracking loop. 

A further conclusion that can be drawn from the numerical data is 
that the QAM constellation, which is simple to generate and to de­
modulate, performs quite well in Gaussian noise alone or (with the aid 
of tracking loop) Gaussian noise plus phase jitter. More circular con­
stellations, such as 1-5-10 and 1-6-9, appear to offer a moderate fur­
ther advantage at the expense of greater complexity. 

V. OPTIMUM SIGNAL CONSTELLATIONS UNDER A PEAK POWER CONSTRAINT 

In this section we discretize the received signal space to obtain a 
tractable optimization problem. The discretizing is such that the M 
signal points are selected from a circle containing L points while the 
received points lie in a circle of N (N > L) points (note: M < L). We 
make the following two comments concerning this approach to solving 
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Fig. 17-Probability of error vs SNR for Gaussian-optimum receiver without a 
phase-locked loop: (a) peak-to-peak jitter = 12 degrees, average power constraint; 
(b) peak-to-peak jitter = 12 degrees, peak power constraint. 

the problem: 

(i) the level of discretization must be fine enough to provide a good 
approximation to the continuous problem, and 

(ii) the outer radius must be chosen so that for all practical purposes 
the probability that a received point lies outside the outer circle is 
negligible. The peak power constraint simply means that no signal 
points can be selected outside the L circle. 

5.1 Discrete Maximum-Likelihood Formulation 

If we denote the received point, z, by "i" and the transmitted signal, 
s(f), by "j," then the perturbation of the transmitted signal due to 
Gaussian noise and phase jitter may be summarized by a transition 
matrix whose elements are defined by 

p(i I j) = Pr [receiving 'ii"~ I transmitting "j"J 
i = 1, 2, · .. N (37) 
j = 1,2, ···M. 

The transition probabilities may be computed by integrating the condi-
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tional densities piCz) over an appropriate region. It is convenient to 
work with the maximum-likelihood receiver (i.e., the optimum decision 
boundaries are used) which receives "i" and declares that "t/' was 
transmitted, where 

j,ti = 1,2, ···M. (38) 

Note that we have (temporarily) fixed the M points in the signal con­
stellation. It is easy to see that the probability of being correct is given 
by 

N 

Pr [correct] = L Pr [correct I receive "i"] Pr [receive "i"], (39) 
i=l 

but by Bayes rule 

Pr [correct I receive "i"] 

= Pr [send "t/' I receive "i"] 

_ Pr [receive "i" I send "t/'] Pr [send "i"] 
- Pr [receive "i"] (40) 

Substituting (40) in (39) and recalling that the transmitted signals 
are equiprobable gives 

Pr [correct] = 11 E Pr [receive "i" I send "t/'] 

1 N 
= M E p(il t i ), (41) 

and the optimum constellation is the M signals (or columns) that 
maXImIze 

(42) 

Note that since p(ilti ) is the maximum entry in the ith row of the 
transition matrix, the problem is one of selecting M out of L columns 
such that the sum of the row maxima is maximized. The error rate may 
be determined from (41). 

5.2 Optimum Constellat~·ons 

A heuristic program for solving the combinational optimization 
problem posed by (42) has been developed by Kernighan and Lin. 6 

Their process is based upon iterative improvement of either known 
initial constellations or random initial starts. For each start, a "locally 
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optimum" solution is found in the sense that no change of position of 
a single signal can improve the criterion. The heuristic process is very 
fast and, for the resolution we require, 20 random starts can be pursued 
to completion in 25 seconds. For particular values of rms phase jitter 
and noise power we find, among the best of 20 local optima, reaffirma­
tion of known solutions and in some instances new competitive con­
stellations. For example, for a peak signal energy of SNR = 22 dB, 
Figs. 18, 19, and 20 give the best among the 20 local optima for an 
rms of 0, 1.5, and 3 degrees, respectively. As expected, the O-degree 
solution has a 5-11 character and the 1.5-degree solution has a 1-5-10 
character. On the other hand, the 3-degree solution is somewhat of 
a surprise; it has a 1-6-9 character. The (4, 90°) constellation, which is 

. . . . . 
•• • • • 

· e·· · · e 
• 0 0 0 • 

· · e . 
o • 

• 0 .0 
.0 

•• 0 • o • 

•• o 0 • 

Fig. 18-0ptimum signal constellation: Peak SNR = 27 dB, no jitter (courtesy of 
B. W: Kernighan and S. Lin). 
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Fig. 19-0ptimum signal constellation: Peak SNR = 27 dB, 1.5 degrees rms jitter 
(courtesy of B. W. Kernighan and S. Lin). 

best at 3 degrees among heretofore considered desigris, has an error 
rate only a few percent worse than that of the 1-6-9 constellation: 

A byproduct of the development of the above procedure is the 
demonstration of the fact that numerical quadrature routines offer 
a competitive alternative to asymptotic techniques and bounding 
methods for the estimation of system error rates. 

VI. CONCLUSIONS 

Comparisons have been made of several well-known two":dimen­
sional signal formats in the presence of Gaussian noise and phase 
jitter, at high signal-to-noise ratios and under both peak and average 
power constraints. It has been demonstrated that, under an average 
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Fig. 2{}-Optimum signal constellation: Peak SNR = 27 dB, 3 degrees rms jitter 

(courtesy of B. W. Kernighan and S. Lin). 

power constraint for systems which have a high-quality phase-locked 
loop (rms residual jitter < 1 degree), QAM had the lowest error rate 
of all candidate constellations. If the residual jitter is < 1.5 degrees 
rms, the 1-5-10 constellation becomes extremely attractive since it is 
immune to phase jitter in this range and provides the same asymptotic 
(no-jitter) error rate as QAM. For small amounts of jitter, 1-5-10 and 
QAM have a 2-dB SNR advantage over the (4, 90°) constellation which 
is "immune" to phase jitter. Both these constellations offer a O.5-to-1-
dB advantage in SNR over conventional AM/PM signaling techniques. 
Thus, under an average power constraint, both QAM and 1-5-10 merit 
consideration. 

For a peak power constraint, in addition to making comparisons 
similar to the above, we have been able to attain the optimum signal 
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constellations for various levels of jitter. Our comparisons indicate 
that, for jitter < 1 degree, QAM suffers a 1.5-dB SNR penalty with 
respect to the 5-11 constellation, while 1-5-10 suffers a O.l-dB penalty. 
At 1.5 degrees rms jitter, 1-5-10 again is superior to both QAM and 
5-11 (by 4 and 1 dB respectively). 

Based upon the peak and average power constraints, the new modu­
lation format 1-5-10 appears to make extremely efficient use of avail­
able signal power and for a slight increase in modulation/ demodula­
tion complexity offers considerable immunity to moderate « 1.5 
degrees rms) residual phase jitter. QAM systems which employ high­
quality phase-locked loops will also be operating very efficiently, pro­
vided that the residual phase error is <0.8 degree rms. 
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APPENDIX A 

Method of Laplace 

Let g(x) and hex) be continuous real functions on [a, b] where hex) 
is also twice continuously differentiable. Then, if hex) attains a single 
maxima at c (a < c < b), we have that 

Jab g(x)e(l/k)h(c)dx '"'V g(c)e(l/k)h(a) ~~~;~ (k ~ 0) 

(read '"'V as asymptotic to). The proof is not difficult and the key steps 
can be found in Papoulislo or in J ones. ll This analysis technique for 
estimating an integral for large values of the parameter k is called the 
method of Laplace. 

An immediate application of this method used in the body of this 
paper is 

(ex ~ 00). 

For estimating system error rates, a certain two-dimensional version 
of Laplace's method is needed. Particularly, we shall investigate the 
following two-dimensional integral: 

I £ ! ! exp {~h(Z)}dZ [z = (u, v)] 

v ~o 
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for small k. The function h(z) we shall be concerned with is assumed 
to have the following properties: 

(i) h(z) is twice continuously differentiable such that hv(O) < 0, 
huv(O) ~ 0, and 0 is the unique point of maximum for h(z) in 
v ~ 0. * Thus we also assume huu of (0) < 0. 

Let Gr = {v ~ 0, u 2 + v2 ~ r} 
(ii) For some r > 0, 

Rewriting I as 

it is easy to conclude that for each e > 0 

I ~ e(lIk)"O)f, f: exp {~[h(Z) - h(O)]}' 

We shall proceed to integrate with the exponent in the integrand re­
placed by its local representation 

e(1Ik)h(O) f, f: exp { ~ [h,(O)v + huu(O)u'/2 + h.,(O)UV]} dvdu. 

The absence of hu(O) and hvv(O) follow directly from (i). Integrating 
(dv) we get 

I '" e(l/k)h(O) f~E k{exp {~ [h.(O), + h .. (O)U']} - I} 
. hv(O) + huv(O)u 

X eCl/k(huu(O) (u 2 /2)du. 

We appeal to the first paragraph to integrate each term involved in 
this subtraction. Take e small enough to avoid the singularity at 
u = -hv(O)/huv(O). The first term is asymptotic to 

k'" ~ h~u~~){exp H h(O) + h,(O), - Z:~ ,,]} 
* In this appendix, subscripts are used to denote partial derivatives, e.g., 

hv(O) = ahl . 
av (u, v)-(O, 0) 
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while the second is k3/26271" _ __ _ __ eh(O)/k 

hv(O) huu(O) . 

Since for E small enough hv(O)E - [h;v(O)/h uu(O)]E 2 < 0, we conclude 

_k3
/
2 ~ h(O)/k 

I ""' hv(O) 'Vh::JOj e . 

In error rate computations one is often integrating over the exterior 
of a convex polygon. In the body of this paper we encounter the case 
where h(z) has a finite number of global maxima on the boundary, at 
most one on each side, and none at the vertices. Let z~ be the nth local 
maximum. Map the exterior half-space containing z~ into the upper­
half plane via a rotation, composed with a translation taking z~ ~ o. 
Then the method of the last paragraph can be applied. The process is 
repeated for each maxima and the results sum to the required asymp­
totic estimate of the exterior integral. The fact that the exterior half­
spaces containing distinct points of maxima may overlap is of no conse­
quence. Furthermore, in our applications, h(z) is symmetric with re­
spect to each z: and the process need only be completed once and the 
answer multiplied by the multiplicity of the maxima. 

APPENDIX B 

The N atureof d(x, y) 

B. 1 Introduction 

Let V be a vector space endowed with a scalar product (x, y) and 
a norm derived therefrom. It is not known whether d'Y(x, y): V X V ~ 
/ R / defined by 

d'Y(x, y) = (/lx/l 2 + /ly/l 2 + 21'-1 - 2/"/lx/l 2/1y/l 2 + 21'-1(X, y) + 1'-2/ )1/2 

is a metric for any values of l' (0 < l' < 00). Nor is it known whether 
d'Y(x, y) is a metric in any sphere centered about the origin. Similarly, 
the status of the midpoint" property is also unknown to us. However, 
from Ref. 8, we know that these two properties cannot hold simultane­
ously for any l' in any sphere about the origin. 

Concerning the metric question, the difficulty (as usual) is the 
triangle inequality. By definition d'Y(x, y) is symmetric in its arguments. 
Positivity follows easily from the Schwartz inequality, 

d'Y(x, y) ~ {/Ix - y// 2 + 2(x, y) + 21'-1 

- 2/"//x/l 2//y//2 + 21'-1//x /l// y // +1'-2/} = / /lx/l - /ly// / ~ o. 
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Notice d-y(x, y) > 0 unless x = y. If d-y(x, y) is a metric on V X V for 
a particular value of ')' then it is a metric for all ')' (0 < ')' < 00 ); this is 

easily obtained by employing the mapping z ----; 1-fY I z. 

B.2 One-Dimensional Case 

In the special case V = R we can show dl(x, y) is a metric. In one 
dimension we have (the "I" subscript will now be suppressed) 

{
Ix - yl 

d(x, y) = I ~(x + y)2 + 221 
xy + 1 ~ 0 

xy + 1 ~ 0 

To show the triangle inequality, first notice that, if three points a, b, 
and e are on the same side of zero, the distances are all Euclidean. So 
for the remaining cases to be investigated we assume one point has 
a different sign than the other two. Notice d(x, y) = d( -x, -y) so we 
lose no generality by assuming e ~ b ~ 0 ~ a. Two sub cases remain: 
(i) only d(e, a) is non-Euclidean; (ii) d(e, a) and deb, a) are non­
Euclidean. For (i) the distances involved are (e - b), (b - a), and 
I [(a + e)2 + 22]1/21. Now I [(a + e)2 + 22]1/21 ~ e - a since, by squar­
ing, this is equivalent to 1 + ac ~ O. To show 

(e - b) ~ (b - a) + I[(a + C)2 + 22J1/2 1 
and 

(b - a) ~ (c - b) + I [(a + e)2 + 22J1/2 1 , 

it is enough to show 

[(e + a) - 2bJ2 ~ [(a + e)2 + 22J 

since squaring both sides when the right-hand side is positive can only 
weaken the inequality. The last inequality can be simplified to 
b2 - be ~ 1 + ab for which the left-hand side is negative and the right­
hand side is not. On the other hand, (ii) is immediate since e - b, 

-Y(a + e)2 + 4, and -Y(b + a)2 + 4 can be identified as sides of a tri­
angle with apex (- a, 2) and base points e and b. Notice d does not 
have the midpoint property since d(10, -10) = 2, yet the only points 
y satisfying d(10, y) = 1 are 9 and 11, but both d(9, -10) 
d(ll, -10) exceed 2. 

This last observation shows that the open spheres in this metric 
space are not all connected. In two dimensions, the boundaries of cer­
tain open spheres are disconnected; specifically, it can be shown that 
for certain values of q > 0 

{yld(x, y) = q} 

is a disconnected set if IIyll 2')' > 1. 
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B.3 Approximating d-y(x, y) on the Unit Circle 

As mentioned in the text, an important open question is whether 
d-y(x, y) can be accurately approximated by a convex metric. There 
are, of course, many ways in which one can approximate d-y(x, y). In 
this section we dispose of two approximations which suggest themselves 
immediately. 

Let us view d-y(x, y) on the unit circle. Notice, as l' ~ 0, 

1 -vllx/l 2/1yI12 + 21'-I(X, y) + 1'-21 

~ 1'-1 (1 + I'(x, y) + 1'2 ( /lx/l 2/1y/l22 - (x, y)2 ) ) . 

Hence, for small phase jitter, 

where 0 is the angle between x and y, or what is the same, 

(
A 2(X, y) )1/2 

d-y(X, y) ~ /Ix - y/l 1 - 41' /Ix _ y/l2 , 

where A(x, y) is the area of the triangle Oxy. Let hxy denote the altitude 
of Oxy perpendicular to xy; then 

d-y(x, y) ~ /Ix - y/l (1 - I'h;y) 1/2. 
Since h ~ 1, 

/Ix - y/l (1 - I'h;y)1/2 ~ 0 

with equality if and only if x = y so long as l' < 1; also, the left-hand 
side is symmetric. Notice 

Ll(x, y) = /Ix - y/l (1 - h;y)I/2 

has the midpoint property. Indeed, if z lies on the line segment joining 
x and y, 

d(x, z) + d(z, y) = d(x, y) 

since hXZl = hxy = hyz• 

So we are strongly motivated now to see if Ll(x, y) is a metric on the 
unit disc. Note that if F is any finite subset of the unit disc, then for 
l' sufficiently small, d(x, y) is a metric on F. This follows from the fact 
that for noncolinear triples, the triangle inequality holds properly for 
the metric /Ix - y/l. Perhaps surprisingly, the triangle inequality for 
Ll-y(x, y) does not hold for all triplets in the unit disc. This was dis­
covered by linearizing Ll(x, y) to get o(x, y) = /Ix - y/l (1 - l' /2h;y) 
which is likewise a valid approximation for d(x, y) for small 1'. 
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For o(x, y), the midpoint property and all requirements for a metric 
hold except for the triangle inequality. The triangle inequality question 
is easier for us to investigate for 0 (x, y) than for ~ (x, y) as it de­
velops into a geometrical extremal problem which we can handle. In 
solving the extremal problem, a class of vector triplets in the unit disc 
emerge for which no value of 'Y > 0 exists such that the triangle in-
~~ .. ~l;.j.~. h~L·l~ .. ~;.j.'~_~l~ • .j.'~_ .j.h~ ~l~~~ A l.j.h~ .. ~h .j.h~~~ ..j._;~l~.j.~ ~_;~~ ;~ 
c;Y.UUUlJ,Y UU1U;:' UUUU1UJ.l,Y lUl lJUC; 1.)1U;:';:' • .n..llJUUU~U lJUC;;:'C; lJlll'lC;lJ;:' Ull;:'C; lU 

the analysis of o(x, y), they serve just as ruinously for ~(x, y). 
In order to discuss this geometric extremal problem, we require some 

notation. Suppose we have a triangle (nontrivial-positive area) in the 
unit disc with side lengths a, b, and c and opposing vertices A, B, and 
C, respectively. Let ha, hb, and he denote the distance from the origin 
to the line containing the side of length a, b, and c, respectively. 

Write the "triangle inequality" expression for o(x, y) : 

/Ix - y/l (1 - ~ h;Y) ~ /Ix - zll (1 - ~ h;z) 
+ /lz - y/l (1 - ~ h;Y) . 

Changing to the notation just introduced, we have directly that the 
triangle inequality holds for 0 ~ 'Y ~ "( where "( = inf rea, b, c). 

rCa, b, c) ~ {aht :b~%-_c Ck;} 
and the infimum is over all triangles for which the bracketed expression 
is positive. This geometric extermal problem is disposed of by substitut­
ing a triangle of the form depicted in Fig. 21. It follows easily 
limE-+o r = o. Thus "( = 0 and the only d(x, y) metric is the obvious 
one. A straightforward substitution of the three vectors depicted 
above into the "triangle inequality" for ~(x, y) yields again that for 
no fixed 'Y > 0 can the triangle inequality hold for this family of 
triangles. 

Strikingly, for the class of triplets in Fig. 21, it is easily demonstrated, 
via substitution, that the triangle inequality for d-y(x, y) holds for an 
open interval including 'Y = O! 

BA A Metric on the Boundary of the Disc 

We end on a positive note: o(x, y) is a metric on the boundary of the 
unit disc for a nontrivial interval [0, "(]. * It is enough to show inf 

* We anticipate applications in phase-modulation systems. 
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Fig. 21-Infimizing family of vectors. 

rea, b, c) > 0 where the infimum is over those triangles circumscribed 
by the unit circle for which r is positive. Now h~ = 1 - a2/4 and 
similarly for hb and he so 

( 
1 a3 + b3 - e3 )-1. 

rea, b, C) = 1 - 4" a + b - e 

Dividing gives 

(a b c) = (1 - ! [a 2 + b2 + e2 - ab + ae + be _ 3abe ] )-1. , '4 a+b-e 

So "( > 0 if and only if 
abc 

sup + b < 00. a - e 

At this point, we must digress and recall some plane geometry from 
Ref. 12. First abe/4 is the area of the triangle and 2-1(a + b + c) is 
called a semiperimeter. Given any triangle ABO, extend the two lines 
emanating from the apex A. Construct bisectors to the two exterior 
angles complementary to the angles Band 0 respectively. The bisec­
tors meet in a point equidistant from the three lines containing a, b, 
and e. The circle tangent to these three lines is called an excircle. See 
Fig. 22. The center of the excircle (where the bisectors meet) is called 
the excenter and of course the radius is called the exradius. Each tri­
angle has three excircles. Finally from Ref. 12 we need: 
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c 

Fig. 22-Excircle tangent to c. 

(0,1) 

b' 

Fig. 23-Upper exradius bound for excircles tangent to c. Since 0 ~ c ~ 2, the 
exradii are uniformly bounded. 
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Theorem: An exradius of a triangle is equal to the ratio of the area to the 
difference between the semiperimeter and the side to which the ex circle is 
tangent internally. 

So if the set of exradii of triangles circumscribed by the unit circle is 
uniformly bounded away from infinity, then y > ° and {81'} 0<1'<"( are 
metrics. 

To complete the proof, consider any triangle with vertices on the 
unit disc boundary. With an isometric transformation of the circle into 
itself, we can situate c horizontally with apex C above c in the left 
half-plane. The more obtuse the exterior angles at A and B, the larger 
the excircle tangent to c. So take a horizontal line a' through B and a 
line b' going through A and (0, 1) and replace a and b with a' and b'. 
Clearly, bisectors constructed using a' and b' will intersect at a point 
further away from c than the excenter of any excircle tangent to c. By 
similar triangles, the primed bisectors intersect at a distance 
2(1 ± ~1 - c2j4) from c where the sign is plus if c lies in the lower 
half-plane and negative otherwise (Fig. 23). 
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A theory of traffic-measurement errors for loss systems with renewal 
input is developed. The results provide an accurate approximation for the 
variance of any differentiable function of one or more of the following basic 
traffic measurements taken during a given time interval: 

(i) The total number of attempts (peg count) 
(ii) The number of unsuccessful attempts (overflow count) 

(iii) The usage based on discrete samples (TUR measurement) or on 
continuous scan. 

The approximation is given in terms of the individual variances and 
covariance functions of the three measurements. Asymptotic approxima­
tions for these moments are obtained using the concept of a generalized re­
newal process, and are shown to be sufficiently accurate for telephone 
traffic-engineering purposes. 

As an application of the theory, we examine the variances of the standard 
estimates of the load and peakedness (variance-to-mean ratio) of an input 
traffic stream for a time interval of one hour. Other possible applications to 
Bell System trunking problems are discussed. 

1. INTRODUCTION 

In the Bell System, there are a number of traffic measurements 
which can be made on any given trunk group. For a standard time 
interval (0, tJ of one hour, the three most important measurements are: 

(i) A(t), the number of attempts (peg count); 
(ii) O(t), the number of unsuccessful attempts (overflow count); 

and 
(iii) Ld(t), an estimate of usage based on 36 discrete samples (TUR 

measurement). 

When all three measurements are available, several statistics can be 
formed to estimate traffic parameters of interest. For instance, the 

967 
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ratio O(t)j A(t) is an estimate of call congestion. Two other important 
parameters are the peakedness (variance-to-mean ratio) and the load 
of the input traffic. An estimate of the load is given by the function 

A L d(t)j36 
a = OCt) , 

1 - A(t) 

while an estimate of peakedness is a complicated function of A(t), 
OCt), and Ld(t) which is usually obtained by iteration using the Equiv­
alent Random method. l 

Since the trunk-engineering procedures are based on such estimates, 
it is important to know their statistical accuracy. For instance, it 
would be useful to know the error inherent in a prediction of the re­
quired size of a trunk group (to obtain a specified grade of service) 
based on the estimates of offered load and peakedness of the input 
traffic. Such a result could be used to determine the number of single­
hour measurements necessary to ensure a desired accuracy in the pre­
diction, to determine the optimum number of measurements from a 
cost-effectiveness point of view, or to evaluate the consequences for 
trunk provisioning of using a given number of measurements. 

Many results concerning the accuracy of the individual traffic mea­
surements (i) through (iii) have been obtained previously, but most of 
these have assumed the arrival process to be Poisson. For example, 
assuming Poisson arrivals, the variance of the usage measurement 
Ld(t) was obtained by Benes,2 and the variance of the measured call­
congestion O(t)j A(t) was given by Descloux. 3 More recently, the vari­
ance of O(t)jA(t) was obtained for arbitrary renewal input by Kuczura 
and Neal. 4 The variances of some nonstandard traffic counts were 
considered by Descloux,5 and numerical results were obtained for the 
case of Poisson input. 

Using the concept of a multidimensional renewal process, we develop 
a general theory of errors which provides an estimate of the variance of 
any differentiable function of the measurements (i) through (iii). Con­
sequently, our results can be used to answer many questions similar to 
those mentioned above. The variances of the estimates of offered load 
and peakedness of the input traffic will be derived in Section IV as 
examples which illustrate our general theory. 

Section II contains the derivation of an approximation for the vari­
ance of a function of the three traffic measurements. The approxima­
tion is given in terms of the individual variances of (i), (ii) , and (iii) 
and the covariance functions between them. 
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Section III contains the mathematical model used to derive the vari­
ances and covariances. Section V contains a summary and an outline 
of other possible applications. 

II. STANDARD ERRORS OF FUNCTIONS OF RANDOM VARIABLES 

For completeness, we present those results from the theory of stan­
dard errors6 which are required below. Let ~l, ~2, and ~a be random 
variables and g a real-valued function. Assume that ~i has a mean 
Oi, g(~l' ~2, ~3) has finite mean and variance, and g is differentiable at 
the point (01, O2, 03), Using a Taylor series expansion we have, to first 
order, 

(1) 

Weare assuming that the observation period will be sufficiently large 
so that the contribution of the higher-order terms can be neglected. 
This assumption will be justified in our model. 

Taking the expectation of (1), we see that the mean value of g is 
approximately g(Ol' O2, 03) since E[~i - Oi] = O. We also have 

Var [g(6, ~2, ~3)] 

3 (ag )2 ag ag 
{-;l aOi Var [~i] + 2 aOl a0

2 
Cov [~l, ~2] 

ag ag ag ag 
+ 2 aOl a0

3 
Cov [~l, ~3] + 2 a0

2 
aOa Cov [~2, ~3]' (2) 

After setting ~l = A(t)/t, ~2 = O(t)/t, and ~3 = L d (t)/36 the above re­
lation becomes the starting point for our theory of traffic-measurement 
errors. It approximates the variance of any differentiable function of 
the measurements in terms of their variances and covariances. 

In the next section we derive expressions for the required moments. 
These, together with the first partial derivatives of g, approximately 
determine the variance of g. If the function g is too complicated to be 
differentiated analytically, differencing may be used to approximate the 
partial derivatives. An example of this procedure is given in Section IV 
where we discuss the variance of an estimate of the peakedness of a 
stream of offered traffic. 
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III. MATHEMATICAL MODEL 

Consider a system of c servers serving customers whose arrival 
epochs constitute a renewal process. We assume that the interarrival 
times are independent and identically distributed according to the dis­
tribution F having mean I/A, and that the service times are in­
dependent and identically distributed according to a negative-exponen­
tial distribution with unit mean. If all servers are occupied when a 
customer arrives, he leaves and has no further effect on the system. If 
an idle server is available when a customer arrives, service begins 
immediately. 

Let (0, t] denote a time interval of length t which commences at a 
stationary point for the arrival process.* (Such a point is often said to 
be chosen at random on the time axis.) Let A(t) be the number of 
arrivals and OCt) the number of blocked attempts in (0, t]. Finally, let 

L(t) = f ot C( u)du , (3) 

where C(u) is the number of busy servers at time u, be the total usage 
in (0, t]. Note that L(t) /t is a continuous-scan estimate of the carried 
load. 

As was pointed out in Section II, the individual first two moments 
of A(t), O(t), and Ld(t) and the corresponding three covariance func­
tions are sufficient to obtain an estimate of the variance of any func­
tion of these measurements. By numerical experimentation, we 
found that the covariance functions Cov[A(t)/t, L d(t)/36] and 
Cov[O(t)/t, L d(t)/36] are, for our purposes, well approximated by 
Cov [A(t)/t, L(t)/t] and Cov [O(t)/t, L(t)/t], respectively. However, 
the variance of L(t) can be significantly smaller than the variance of 
Ld(t) so that, in general, we must use Var [Ld(t)] in our applications. 

In the next two sections, we derive the individual and joint moments 
of A(t), OCt), and L(t). In Section 3.3, we obtain the variance of Ld(t). 

3.1 A Multidimensional Renewal Process 

Assume that the system described above is in statistical equilibriumt , 

let tn, n = 0, 1, 2, ... , be the instant of time at which the nth overflow 

* That is, the time until the first arrival after t = 0 has the remaining life-time 
distribution H(t) = A Jot [1 - F(x)Jdx. 

t That is, the system has been in operation sufficiently long prior to t = 0 so that 
system-state probability distribution at t = 0 is the limiting (or stationary) dis­
tribution P{G(O) = k} = Pk = limu-+oo P{G(u) = k}. It follows that for any t ~ 0, 
P{G(t) = k} = Pk, i.e., the process {G(t), t~O} is stationary. 
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occurs, to < ° < tl < t2 < "', and define X n = tn - tn-I. Now let 
K n, n = 1, 2, .. " be the number of arrivals in (tn-I, tn] and 

In = ft~:l C(u)du, n = 1,2, 

be the total usage in (tn-I, tn]. 
Since holding times are exponential and arrival epochs constitute a 

renewal process, the sequence of times tn, n = 0, 1,2, .. " are regenera­
tion or renewal points in our model. Hence X n, K n, and In, n = 1, 
2, "', are sequences of independent and identically distributed 
random variables. 

If we now define the row vector 

Xn = (1, K n, In), n = 1, 2, ... , 

then it follows that {xn, Xn}, n = 1, 2, "', is a multidimensional 
renewal process. 7 Moreover, setting 

'f](t) = ~xn, 

where the sum is taken over all n such that ° < tn ~ t, we see that for 
large t, 

'f](t) ~ (O(t), A(t), L(t)). 

Since this formulation corresponds to the concept of a generalized 
renewal process as communicated by J. M. Hammersley in the dis­
cussion of W. L. Smith's paper,7 his results apply directly to our model. 
In particular, we shall use his equations (25) and (26) to compute the 
moments of 'f](t). 

Let }J,n(C) = E(XV be the nth moment of the interoverflow times 
from a group of e servers and 

For brevity, we denote the arrival intensity vII by 'A. From Ref. 4, we 
have the first moments of A (t) and OCt) already computed: 

E[A(t)] = 'At, 

t 
E[O(t)] = -' 

}J,I(C) 

From eq. (25) of Ref. 7, we have 

E[L(t)] = tWICe) , 
}J,I(C) 

(4) 

(5) 
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where 
Wn(C) = E[I1} 

Again, from Ref. 4 and Ref. 7, the variances and covariances of the 
three measurements for large t, omitting terms which behave as o(t), 
are given by 

Var [A(t)J '" ~ [V2 - vi], 
VI 

t 
Var [OCt) J '" ---a-( ) [1l2(C) - lliCc) J , 

III C 

t 
Var [L(t)J '" ---a-( ) {IlI(c)w2(c) + 1l2(c)wI(c) 

III C 

- 21l1(C)WI(c)E[X d IJ}, (6) 

Cov [A(t), OCt) J '" /() {AIl2(C) - E[KIX IJ} , 
III C 

Cov[A(t), L(t)J '" 2t() {JlI(c)E[KdIJ + AIl2(C)WI(C) 
III C 

- AIlI(C)E[XdIJ - wI(c)E[XIKIJ}· 

We now need to compute the various moments and joint moments of 
XI, K I , and II appearing on the right-hand side of (4), (5), and (6) 
in order to evaluate the approximate expressions for the moments and 
joint moments of A(t), OCt), and L(t). Note that the mean and variance 
of A(t) are known since A = vii and V2 are computed directly from F. 

3.2 The Joint Distribution of K I, XI, and II 

The development here parallels that of Section 2.2 in Ref. 4. Let 
hc(w, r, n) be the joint density function defined by 

a2 

hc(w, r, n) = awarP{XI ~ w, II ~ r, KI = n}· 

By considering the two mutually exclusive events {the cth trunk re­
mains busy throughout (0, w)} and {its complement}, and using a 
renewal-type argument, we arrive at the following integral equation: 

hc(w, r, n) = e-whc_l(w, r - w, n) + ntl f w f U f r-v e-vhc_l(u, s, k) 
k=l 0 0 0 

X hc(w - u, r - 8 - v, n - k)dsdvdu, (7) 
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in which the time variables u and v run concurrently from an overflow 
epoch. 

The following boundary conditions hold: 

hc(w, r, n) = 0, for r > cw or r < 0, 
hc(w, cw, n) = e-cwj(W)Ol,n, 

where f = F' and 01, n = 1 for n = 1 and is zero otherwise. * 
If we define 

/'c(X, y, z) 00 foo/oo L e-xw-yrhc(w, r, n)zndrdw, 
n=l 0 0 

then it follows from (7) that 

( ) _ (y + 1)/'c-l(X + y + 1, y, z) 
/'c x, y, z - y + 1 _ /'c-1(X, y, z) + /'c-1(X + y + 1, y, z) 

(8) 

(9) 

Motivated by the work of Riordan8 and the success of the approach 
taken in Ref. 4, we set 

/'c(X, y, z) 
(y + I)Dc(x, y, z) 

D c+1(x, y, z) 

where Do(x, y, z) = 1, and, as can be seen by setting c = 0 in (8), 

where 

Furthermore, for m ~ 1, 

D m+1(x, y, z) 

¢(X) = 1000 

e-xtdF(t)· 

= Dm(x, y, z) + [~¢1X)1 - 1 ] Dm(x + y + 1, y, z)· 

If we now define 

X X( )=1- y+l 
j = j x, y, z z¢(x + jy + j) , 

(10) 

(11) 

(12) 

(13) 

then using (11) and (12) and mathematical induction one can show that 

Dm(x, y, z) = 1 + L (- 1)1 "XOX1 • •• Xj - 1 • m "(m) 
j=l J 

(14) 

• In our model we assume that the interarrival-time probability distribution func­
tion is differentiable. However, with more formalism, the same results can be obtained 
for the more general case; e.g., the one-point distribution function for constant 
interarrival times. 
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Now, since 

E[Xlt[J1KklJ = ( l)i+i () ai+i+k I 
-, a ia 'a k "Ye x, y, Z x=1/=O 

X yJ Z z=1 

for k = 0, 1 and i, j ~ 0, we can compute the required moments di­
rectly by means of differentiation. Omitting all of the details of the 
operations indicated, we obtain 

where 

with 

).tl(C) = vIDe 

Wl(C) = Dc - 1. 

Dc = D e(1,O, 1) = 1 + t (-l)i(~) ADA I • ··Aj_I, 
i=1 J 

1 
Ak = 1 - ¢(k + 1) 

(15) 

Note that Dc is the reciprocal of the generalized Erlang-B blocking 
probability Be. Moreover, with the aid of the results obtained in Ref. 
4, we have 

e 

W2(C) = 2[Wl(C) + 1J L [Wl(j) + 1J - 2[D~100) + D~OI0)J, 
i=1 

(16) 

where 
ai+i+k I (tjk) _ 

Dc - a ia ia k De(x, y, z) 1/=0 • 
x Y Z x=z=1 

(17) 

The required derivatives are given by 

D~100) = t (-l)i(~) AQA1 ... Aj - 1 [n~ + n~ + ... + n;-I] , 
i=l J AD Al Ai - 1 

D (OIO) ~ ( ). (C) [n~ + n~' + n;'-I] c = L...J -1 J • ADAl ··· Aj-l - - + ... --, 
. i=1 J AD Al Aj- l 

where n~ is the derivative of Ak(X, 0, 1) evaluated at x = 1, i.e., 

, ¢'(k + 1) 
nj; = ¢2(k + 1) , 

and n~ is the derivative of Ak(1, y, 1) evaluated at y = 0, i.e., 

" k¢'(k + 1) 1 
nk = ¢2(k + 1) - ¢(k + 1) 
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Similarly, we have the joint moments 

E[XtllJ = 2Vl[Wl(C) + IJ t [WIU) + IJ 
/=1 

c 

E[KtllJ = 2[Wl(C) + IJ L [Wl(C) + IJ 
/=1 

where 

D20
1O) = tl (-1)/ ( ;) AoAl' .. Ai- 1 [10 + 11 + ... + A:-l - Jl 

3.3 Variance of Discrete-Scan Estimate of Usage 

Our present mathematical model assumes that the measurement of 
usage, L(t), is made by means of continuous scanning, as can be seen 
from the definition of L(t) in eq. (3). In practice, however, usage is 
estimated by discrete scanning. The number of busy trunks is sampled 
at constant intervals of time, say r, and the integral in (3) is replaced 
by the finite sum 

nCt) 

Ld(t) = L G(kr), (19) 
k=1 

where 
net) = max (k: kr ~ t). 

This procedure introduces a sampling error in the evaluation of the 
integral. As we shall see later, the difference between the variances of 
L(t) and Ld(t) can sometimes be large enough that the discrete-scan 
variance of usage must be used to estimate accurately the variance of 
g in eq. (2). In this section we indicate how the variance of Ld(t) is 
computed. 

Let n = net) be the number of discrete samples in (0, t]. In trunking 
applications, t is usually taken to be one hour (about 20 mean holding 
times) and, since r is normally set at 100 seconds, n = 36. Since the 
process {G(t), t ~ O} is stationary, from (19) we have 

n 

Var [Ld(t)J = nR(O) + 2 L (n - J)RUr), (20) 
i=1 

where R is the covariance function defined by 

R(t) = E[G(O)G(t) J - B[G(O) JE[G(t)]. (21) 
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Since P{C(O) = k} = P{C(t) = k} = Pk, 

c c 

R(t) = L kPk L JPkj(t) - mi, (22) 
k=O j=O 

where 
PkiCt) = P {C(t) = J I C(O) = k}, (23) 

and 

(24) 

The problem of determining the transition function in (23) has been 
treated by Takacs in Chapter 4 of Ref. 9. However, he uses a renewal 
point for t = 0, i.e., his origin is chosen at a point immediately after an 
arrival has occurred. His result, though not directly applicable, can be 
modified in a straightforward manner to take account of our different 
location of the origin. We state here the analogue of his Theorem 3 for 
the case of a stationary origin and give a proof in the appendix. We 
use 1/}L to denote the mean service time throughout the statement and 
proof of the theorem. 

Theorem: Let t = 0 be a stationary point for the arrival process described 
above. Then the Laplace transform of (23) is given by 

7rkj(S) = 100 

e-stPkj(t)dt = t. ( -1)i-j ( ~) (3ki(S), (25) 
o ~=J J 

where 

(3ki(S) = 1 - cJ>(s + i}L) t/;ki(S) + (k) 1 [1 _ ¢(s + i}L) ] 
cJ>(s + i}L) (s + i}L) i (s + i}L) cJ>(s + i}L) , 

t/;ki(S) = [Ci(S) / to (;) Cj~S)] 
X ([ t, (;) Cj~8) ] [ to C) Cj~1(8) :i: ! ;:; ] 

[
i-l(C) 1][ c (k) 1 CP(s+J}L)]} - Eo J Cj(s) j]1+1 J Cj- 1(s) cJ>(s + J}L) , 

j cJ>(s + i}L) 
CiCs) = ITo 1 - cJ>(s + i}L) , J = 0,1,2, ... , 

C-1(s) = 1, 

cJ>(s) = 1000 

e-stdF(t), 
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and ej,(s) is the Laplace-Stieltjes transform of the distribution (24-), that 
is, 

ej,(s) = ~ [1 - cp(s)]. 
s 

Taking the Laplace transform of (22), substituting for 'Trkj(S), and 
simplifying, we obtain the following expression for pes), the Laplace 
transform of the covariance function R(t): 

p(s) ~ s ~ 1 {I - s ~ 1 [ 1 ~(:~ t 1) ]} - ~l 

+ [1/(S + 1) t (~) _1 ]{Aml t (~)_1 
j=O J Cj(s) S j=l J Cj(s) 

+ Am2 Co(s) t (c) _1_ 
(s + 1) Cl(s) j=l j Cj(s) 

_ A 2 t 1 [1 - cpU) B. 
j=2 (s + j)Cj(s) cpU) J 

1 - cpU + 1) ]} 
+ cpU + 1) B j +1 , 

(26) 

where 

j cp(iJ.l.) 
Cj = II 1 cp(') , 

i=l - ~J.I. 
.i = 1, 2, ... , 

Co = 1, 

and ml and m2, the first and second moments of the distribution {pd, 
are given by 9 

e 

m2 = L k2pk = ml + A[BI - cBe]. 
k=l 

Note that ml is the carried load and Be is the generalized Erlang-B 
blocking 

Be=l/t(~)Cl .. 
}=o J J 

Equation (26) has been inverted analytically for the case of Poisson 
input. 2 When cp(s) does not have the simple expression of this special 
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case, analytical inversion appears to be complicated. However, for the 
purpose of computing the variance of Ld(t) for our trunking applica­
tion, it is unnecessary to obtain an explicit inverse of pes). We found 
that the numerical inversion scheme described by Eisenberg lO is com­
putationally efficient and gives satisfactory results. 

To illustrate the difference between continuous-scan and discrete­
scan measurements for the case when the input traffic is of the overflow 
type, we computed the estimates of the variances of L(t)/t, the con­
tinuous-scan estimate of the carried load, and L d ( t) /36, the discrete­
scan estimate, for various trunk-group sizes and t = 20 mean holding 
times-i.e., about one hour. For these results, the interarrival-time dis­
tribution of the arriving traffic was obtained by using the Interrupted 
Poisson process with a three-moment match. ll 

The case for ten trunks is typical and is presented in Fig. 1 where 
(JLd = ~Var [Ld(t)/36] and (JL = ~Var [L(t)/t] vs ex are graphed for 
z = 1, 2, and 4. 

Since the variance of L d(t)/36 must be at least as large as the vari­
ance of L(t) It, our results show that the asymptotic estimate of 
Var [L(t) /t] has a small positive bias, especially for low loads. Our 
simulation results verify this observation and also indicate that the 
asymptotic approximation becomes more accurate as the input load 
increases. Notice that the variance of L d(t)/36 is about equal to the 
variance of L(t)/t at low loads. As the load increases, the relative error 
introduced by discrete scanning can increase substantially. Finally, we 
found that for fixed load and peakedness, the relative difference be­
tween Var [Ld(t)/36] and Var [L(t)/t] decreases as the trunk-group 
size increases (an effect not shown in the figure). 

IV. TWO APPLICATIONS 

We give two applications of our results, in which we obtain the ac­
curacy of the estimates of two traffic parameters. In the first example, 
the parameter is the offered load as given in Section 1. For the second 
example, we discuss an estimate of the peakedness of the offered traffic. 

4.1 Accuracy of an Estimate of Offered Load 

Suppose we have observations A(t), O(t), and Ld(t) recorded. Then 
for the measurement period (0, t], &, an estimate of the offered load (in 
erlangs), is given by 

& = g[A(t), OCt), Ld(t)] = Ld(t)6~~· (27) 

1 - A(t) 
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ANALYTICAL APPROXIMATION 
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Fig. I-Standard deviation of carried load measurements vs offered load using 
discrete-scan and continuous-scan measurements on a lO-trunk group for t = 20 
mean holding times. 

Obtaining the required derivatives of g as indicated in eq. (2), sub­
stituting into (2), and simplifying, we have the following expression 
for the variance of the offered-load estimate in (27): 

Var [&J ~ 1'(1 ~ B,)' { Var [O(t)J + Var [Ld(t)J (;6)' 
+ B~ Var [A(t)] + 2 Cov [L(t), OCt)] 

- 2B, COY [L(t), A(t)J - 2B, COY [Ott), A(t)]}. (28) 

Now using eqs. (6), (15), (16), and (18) to substitute for the various 
quantities on the right-hand side of (28), we can compute Var [a]. 

To test the approximation (28), we computed the variance of a, as 
outlined above, for trunk-group sizes of c = 10 and c = 40 trunks, for 
input traffic streams of the overflow type having different combinations 
of load and peakedness values. We also used a computer simulation to 
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Fig. 2-Standard deviation of offered-load estimate vs offered load for c = 10 
trunks. The measurement interval is 20 mean holding times. 

estimate Var [~J at several points. The numerical results are displayed 
in Fig. 2 for c = 10 trunks and Fig. 3 for c = 40 trunks where 
eTa = ..JVar [~J vs a is displayed for z = 1,2,4, and 10 (again for t = 20 
mean holding times). 
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The simulation results indicate that for c = 10 and c = 40 the 
asymptotic approximation for Var [&J is quite accurate for all ranges 
of load and peakedness of interest in trunking applications. 

We obtained almost identical results for Var [&J regardless of 
whether we used Var [Ld(t)/36J or Var [L(t)/t]. Apparently, for low 
loads (low blocking probability) the accuracy of & is dominated by the 
accuracy of the usage measurements while at high loads (blocking 
near 1) the accuracy of the call-congestion estimate is the dominant 
factor. Since the relative difference between Var [Ld(t) /36J and 
Var [L(t) /tJ is small for low blocking probabilities, we see that the 
accuracy of & is not significantly affected by the TUR sampling error. 

4.2 Accuracy of an Estimate of Traffic Peakedness 

When all three of the measurements A(t), OCt), and Ld(t) are avail­
able for a final trunk group of c trunks in an alternate-route network, 
the peakedness z of the input traffic is estimated in the following man­
ner: First an estimate of offered load & is determined as described in 
the preceding section. Then an estimate z of z is obtained by iterative 
methods (using the Equivalent Random method l ), such that a single 
overflow stream having load & and peakedness z would experience the 
call congestion OCt) / A (t) or, equivalently, the resulting carried load 
would be Ld(t) /36. 

Thus, there is a well-defined procedure for determining a unique 
value for z corresponding to A(t) ~ OCt) > 0 and Ld(t) > 0, i.e., we 
have the estimate 

A _ [A(t) OCt) Ld(t)] 
z-g -t-'-t-'36 

in the required form. However, there is no explicit analytical expres­
sion for g which can be used to obtain the derivatives needed in (2) to 
obtain the variance of z. 

In such cases, it is natural to estimate the partial derivatives by first 
differences. For example, 

~I ~ g[Ol(l + ~), O2, 03J - g[Ol' O2, 03J (29) 
aXl 91,9z,93 Old ' 

where ~ is a small positive number. Numerical experimentation indi­
cated that ~ = 0.001 gives sufficient accuracy for the present applica­
tion. Using the first-difference approximations as illustrated in (29) 
for the derivatives in (2) we have an estimate for the variance of z. 

We computed the resulting approximation for c = 10 and c = 40 
trunks for a range of offered loads (x, several values of peakedness z, 



982 THE BELL SYSTEM TECHNICAL JOURNAL, JULY-AUGUST 1973 

w 
I-
<! 
~ ANALYTICAL APPROXIMATION 
i= 
Cfl 
w X X POINTS OBTAINED BY SIMULATION 
Cfl 
Cfl 
W 
z 5.0 Cl 
w 
~ 
<! 
w 
a.. 
LL 2.0 

-x 
-----X 

X X 10 
0 

N 
c 
z' 1.0 
0 
i= 
<! 

0.5 :; 
w 
Cl 
Cl 
0: 
<! 0.2 Cl 

-X 
--X 4 

X X 
......... x 

~x X 2 
X 

z=1 x __ x 
X X 

z 
<! 
I-
Cfl 0.1 

4 8 12 16 20 

OFFERED LOAD, ex, IN ERLANGS 

FIG. 4-Standard deviation of peakedness estimate vs offered load for c = 10 
trunks. The measurement interval is 20 mean holding times. 

and t = 20 mean holding times. We also compared our approximation 
with results obtained by simulation. The results are displayed in Figs. 
4 (for c = 10) and 5 (for c = 40) where (J"z = ~Var [z] vs a is given for 
Z = 1,2,4, and 10. Note that (J"z/z :::::: 0.2 for large a, independent of c. 
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Fig. 6-Comparison of the standard deviation of peakedness estimates using 
discrete-soan and continuous-scan measurements of carried load on a 40-trunk group. 

In general, the simulation results are in good agreement with the 
approximation. The curves are plotted either for a ~ z, or else for call­
congestion exceeding 0.01, the range of interest for trunking applica­
tions. When a is smaller than z or the call-congestion is much smaller 
than 0.01 (not shown in the figures), the value obtained from the ap­
proximation for Var [z] occasionally tends to be larger than that ob­
tained by simulation. Hence, the approximation may not be adequate 
for such applications. 

In the preceding section, we noted that essentially the same results 
were obtained for Var [a] regardless of whether we used Var [L(t)/t] 
or Var [L d(t)/36] in the computations. In contrast, the variance of z 
is very sensitive to the variance of the usage measurements. That is, 
Var [Ld(t)/36] is required to obtain an accurate approximation for 
Var [z]. The errors which can result from using Var [L(t)/t] instead 
of Var [L d(t)/36] are illustrated in Fig. 6 for the case of c = 40 trunks. 
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V. SUMMARY AND OTHER APPLICATIONS 

5.1 Summary 

We derived an approximation for the variance of any differentiable 
function of the three basic traffic measurements-namely, peg count, 
overflow count, and usage (TUR). The approximation is expressed in 
terms of the first partial derivatives or first differences of the function, 
and the individual variances and covariances of the measurements. 
Except for the variance of the TUR measurements, asymptotic ap­
proximations for the required moments were obtained by an applica­
tion of Hammersley's generalized renewal theory. 

The variance of the TUR was given as a sum involving the covari­
ance function for the number of busy servers at equally spaced scan 
intervals. The Laplace transform of the covariance function was de­
rived and inverted numerically using an inversion technique described 
by Eisenberg. 

The results were then applied to obtain approximations for the 
variances of estimates of offered load and peakedness (variance-to­
mean ratio) of a stream of traffic of the overflow type submitted to a 
loss system. The approximations were in good agreement with results 
obtained by simulation. 

5.2 Other Applications 

5.2.1 Offered Load Estimates Based on U sage Measurements 

At present, A(t) and O(t) are not always measured on primary high­
usage trunk groups. Estimates of the single-hour offered load and call­
congestion for such groups are obtained from the TUR measurement 
Ld(t) with an iterative procedure based on the Erlang-B theory. Using 
the techniques presented above, one could compare the accuracy of 
these estimates with that which would be obtained by using all three 
measurements. It should then be possible to evaluate the difference in 
statistical accuracy that results from using (or not using) the additional 
measurements. 

5.2.2 The Optimum Number of Single-Hour Measurements 

Normally, 20 single-hour measurements are used to obtain estimates 
s of the correct number of trunks s required to obtain a specified grade 
of service. For example, on final trunk groups, the 20 single-hour esti­
mates of call-congestion O(t)jA(t) and usage Ld(t) are first averaged 
and then used to estimate an average load and peakedness of the input 
traffic. These average values are used to obtain s. 
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It has been proposed that the number of measurements be reduced 
in order to lower the data handling costs. However, reducing the num­
ber of measurements would increase the variance of s, i.e., decrease the 
accuracy of the trunk estimates. It appears that an optimum number of 
measurements could be determined by minimizing a function of the 
form 

e(N) = :Ie Var [seN)] + CN, (30) 

where C N is the cost of taking and processing N measurements, seN) 
is the estimate of s based on N measurements, and :Ie is a cost associ­
ated with inaccurate trunk estimates. The precise form of the function 
might require modification. However, the basic idea is to trade off an 
increase in the accuracy of the provisioning process due to more ac­
curate trunk estimates (as N increases) against a corresponding in­
crease in cost. 

It appears that one can obtain an approximation for Var [s(N)] 
using an extension of the ideas presented in Sections II and III in order 
to account for the effects of day-to-day variation in the offered loads. 
However, a realistic model to justify (30) or to obtain :Ie and C N will 
require further study. 

APPENDIX 

We prove here the theorem stated in Section 3.3. We shall need the 
following lemma. 

Lemma: For the model described in the text, let yet) be the number of busy 
servers at time t, t = 0 be a stationary point, and yeO) = i. Now let Y n 

be the number of busy servers found by the nth arrival and tn be the time of 
the nth arrival. For n = 1, 2, ... , and r = 0, 1, ... , c, define 

and 

A~)(8) = E {e-." (~. )IY(O) = i}, (31) 

co 

L: A~~). (32) 
n=l 

Then we have 

(33) 
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where 
j ¢(s + i}l) 

Cj(s) = llo 1 - ¢(s + i}l) , j = 0,1,2, ... , 

C_1(s) == 1, 

¢(s) = 1000 

e-stdF(t), 

and 

A = - [1 - ¢(s)]. 
s 

The proof below is essentially the same as the proof of Lemma 1 of Ref. 
9, modified to account for the stationary origin. For n = 1, 2, ... , we 
have 

E{e-,'nH (Y;+1)!Yn ~ j, tn+1 - tn ~ x} 
= {e-(8+r~)X ( j -; 1) E{e-Btni Y n = j}, 

e-(8+r~)x (~) E{e-Btni Y n = c} 

for j < c, 

for j = c, 

because under the given conditions Y n has a binomial distribution 
with parameters j + 1 (for j = 0, 1, ... , c - 1) or c (for j = c) and 
e-~X. If we remove the condition tn+1 - tn = x, that is, multiply by 
dP {tn+1 - tn ~ x} and integrate over all x, we obtain 

for j = 0, 1, ... , c - 1 and 

If we multiply the corresponding equations by P { Y n = j} and add 
them for j = 0, 1, ... , c, then we get 
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for r = 1, 2, ... , C and 

A~a)(s) = ¢(s)[¢(s)Jn-l. 

Since YeO) = i and t = ° is a stationary point, we have 

A ~p ( s) = (;) ¢ (s + r jl) . 

Forming the sum (32) we get 

t/;ir(S) - (;) ¢(s + rjl) 

= ¢(s + rjl) [t/;ir(S) + Vti,r-l(S) - (r ~ 1) t/;ic(S) ] ' 

or 

¢(s + rjl) [( i) ¢(s + rjl) 
Vtir(S) = [1 - ¢(s + rjl) ] r ¢(s + rjl) 

+ t/;i,r-l(S) - (r ~ 1) t/;ic(S) ] . (35) 

Dividing both sides of this equation by Cr(S) we get 

Adding these equations over r, r - 1, r - 2, ... , 1 we obtain 

t/;ir(S) = t ( i) ¢(s + jjl) _1 __ t/;. ( ) t ( C ) _1_ 
Cr(S) i=O j ¢(s + jjl) Ci-1(S) tC S i=l j - 1 Ci-1(S) ' 

i = 1, 2, ... ,C. (36) 
Setting r = C in (36) we get 

t/;ic(S) = t ( ~) ¢(s + ~jJ,) ._1_/ t (~) _1_. (37) 
i=O J ¢(s + JjJ,) Ci- 1(S) i=O J Ci(s) 

Substituting (37) into (36) we obtain Vtir(S) for r = 1, 2, "', c. If 
r = 0, then 

t/;iO(S) = f ¢(s)[¢(s) In-l 
n=l 

¢(S) 
1 - ¢(s) 

This completes the proof of the lemma. 
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We now prove the theorem stated in Section 3.3. Again, the proof is 
a slight modification of the proof of Theorem 3 in Chapter 4 of Ref. 6. 

Let us define the binomial moments 

i, r = 0, 1, ... , c. 

From the definition it follows that 

(38) 

so that setting 

and forming the Laplace transform of (38), we get eq. (25) of the 
theorem. It remains to determine (jir(S). 

Let Y(t) be the number of busy servers at time t and let t = 0 be 
a stationary point. The times between those successive arrivals which 
find j servers busy are independent and identically distributed ran­
dom variables. Hence, the sequence of epochs immediately preceding 
those arrivals which find j servers busy constitutes a renewal process. 
If Y(O) = i, we will denote the renewal function of such an imbedded 
renewal process by Mii(t). 

It may be helpful to recall that Mii(t) is the expected number of 
those calls which arrive in the time interval (0, t] and find exactly j 
servers busy, given that initially there are i servers busy. Hence, we 
can write 

Mii(t) = f P{t n ~ t, Y n = j/ Y(O) = i}, (39) 
n=l 

where tn and Y n have the same meaning as in the statement of the 
lemma. 

If no calls arrive in (0, t], then Y(t) has the binomial distribution 
with parameters i and e-p.t, and Bir(t) is given by 

(;) e-r p.t[l - F(t)], 

where 

F(t) = A fot [1 - F(x) Jdx. 

If one or more calls arrive in (0, t], let the last call's arrival epoch be 
u and at that instant let the number of busy servers be j. Now Y(t) has 
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the binomial distribution with parameters J + 1 (if J = 0, 1, 
c - 1) or c (if J = c) and e-~(t-u). Thus, together we have 

c-l (J + 1) ft + iE-l r 0 e-r~(t-u>[1 - F(t - u)JdMij(u) 

989 

+ (~) fot e-r~(t-u>[1 - F(t - u) JdMic( u). (40) 

If we introduce the Laplace-Stieltjes transform 

fJ.ij(S) = for¥;) e-stdMiiCt), 

then from (40) we have 

!3ir(S) = 1 - ¢(s + rfJ.) [( i) 1 - ¢(s + rfJ.) 
(s + rfJ.) r 1 - ¢(s + rfJ.) 

c-l (J + 1 ) ( c ) ] + . L fJ.ij(S) + fJ.ic(S)· 
)=r-l r r 

From (39) we have 

fJ.ij(S) = f P{Yn = j}E{e-stnl Y n = j, YeO) = i} 
n=1 

and hence by (31) and (32) we get 

t (J) fJ.ij(S) = t E {e- stn ( Y n) I YeO) = i} 
J=r r n=l r 

= Y;ir(S). 

Thus, !3ir(S) can be written in the following form 

(3ir(S) = 1 - ¢(s + rfJ.) [( i) 1 - ¢(s + rfJ.) + Y;ir(S) 
S + rfJ. r 1 - ¢(s + rfJ.) 

(41) 

+ Y;i,r-l(S) - (r ~ 1) Y;ic(S) ] . 

If we take relation (35) into consideration, then this formula can be 
simplified to 

(3. (s) = 1 - ¢(s + rfJ.). Y;ir(S) + (i) 1 [1 _ ¢(s + rfJ.)]. 
lr ¢(s + rj.J.) (s + rfJ.) r (s + rfJ.) ¢(s + rj.J.) 

This completes the proof of the theorem. 
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Switching Networks of 
Planar Shifting Arrays 

By R. S. KRUPP and L. A. TOMKO 
(Manuscript received June 2, 1972) 

A n array of shift registers that may operate in two orthogonal directions 
can be called a planar shifting array. This article shows how two basic 
building blocks, fashioned from planar shifting arrays, may be inter­
connected to form a time-division switching network of arbitrary size. The 
characteristics of magnetic bubble and charge-coupled devices are com­
patible with the concept of planar arrays, and it is in these emerging 
technologies that switching networks of planar shifting arrays may become 
practical. 

1. INTRODUCTION 

Switching machines in the Bell System have grown in both number 
and capacity to meet the growing traffic demand. Early machines con­
sisted of a small amount of distributed logic embodied in electrome­
chanical devices but, as technology has permitted, the machines have 
evolved into largely solid state systems with central processor control. 
The environment in which switching machines must operate has also 
changed from a relatively small collection of analog voice grade circuits 
to an overwhelming number of circuits of various bandwidths with an 
increasing proportion of digital facilities. It is the purpose of this paper 
to look at a possible future realization of one portion of a switching 
machine that might have advantages in meeting future requirements 
in a largely digital environment. 

We may consider that a switching machine consists of three major 
subdivisions. One is a switching network, which makes cross connec­
tions for each call. A controller, used to direct the operation of the 
network, is another. Finally, some interface is needed between the 
network, the controller, and external circuits. The subject of this paper 
is a switching network, one that may reduce the complexity of the tasks 
of the other two subdivisions of a switching machine as well as have 
advantages of its own in conjunction with some emerging technologies. 

991 
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Most switching networks in the past have been "space-division" net­
works; that is, a spatially distinct path is assigned to each of the many 
simultaneous calls that might pass through the network. The present 
paper, however, refers to a "time-division" network, in which inter­
leaved samples of several simultaneous calls may share parts of the 
same spatial path. A potential savings of equipment is implied by this 
time-sharing process, and its merits have already resulted in plans for 
a large-scale digital electronic switching machine with some time shar­
ing in the switching network (the No.4 ESS, now under development 
in Bell Laboratories).l 

The possibility of constructing a somewhat different time-division 
digital switching network from two basic building blocks is explored in 
this paper. The two blocks, or subsystems, may be realized in the form 
of planar shifting arrays which are basically shift registers that can 
perform shifting operations in two orthogonal directions. These capa­
bilities seem to be consistent with those of the emerging technologies 
of magnetic bubble and charge-coupled devices,2,3 which do shift data 
on a plane. Although these types of devices may be particularly well 
suited for use as planar shifting arrays, the concepts presented below 
are not restricted to implementation by any particular type of device. 

The first building block, a time-slot interchanger, is the only actual 
switching element in the system. The other type of block, a mass 
serial-to-parallel converter, performs a time-space mapping and thereby 
acts as the interconnection links between successive stages of time-slot 
interchangers. Networks of arbitrary size and blocking probability can 
be fashioned from these two building blocks. 

In the sections that follow, the basic interconnections of time-slot 
interchangers and mass serial-to-parallel converters necessary to per­
form multistage switching functions are explained, and some logical 
details of the two building blocks are presented. Although the network 
is only a part of a total switching machine, the concepts presented here 
may simplify the interface with digital external circuits and may help 
reduce the burden on the central control processor. 

II. NETWORK ARCHITECTURE 

In this section, multistage switching network structures are described 
that use pure time-division techniques only. Such a network may be 
diagrammed using two types of functional blocks, as in Figure 1. 

Each block labelled TSI denotes one time-slot interchanger-a 
familiar subsystem in the time-division switching art. The attached 
notation N X M indicates that the TSI rearranges words from an 



SWITCHING NETWORKS OF PLANAR ARRAYS 993 

r-------- ----------, 

~----------------~ 
NxM LxL MxN 

Fig. I-Three-stage switching network. 

N-slot input frame into an M-slot output frame. The TSI is the only 
actual switching element in the network. It corresponds to an N X M 
array of crosspoints in an analogous space-division network. 

Each block labelled S-P denotes a mass serial-to-parallel converter. 
The S-P does not perform switching functions, but corresponds to the 
links between crosspoint stages in a multistage space-division network. 
Its basic function is that of interchanging the space and time co­
ordinates of each word it handles. As inputs to one S-P, the figure 
shows L time-division multiplexed lines, each carrying M time slots 
per frame. The output is M lines with L slots per frame. An input word 
in slot m of line .e will always be routed by the S-P to slot .e of output 
line m, where 1 ~ m ~ M and 1 ~ .e ~ L. Thus, the mth words of all 
L input frames are combined to form a single output frame on line m, 
and conversely the input frame on line .e gets distributed into the .t'th 
slots of all the M output frames. 

A three-stage switching network is diagrammed in Figure 1 using the 
two functional blocks. To illustrate its operation, suppose that a word 
in slot n of input line .t' must be sent to time slot p on output line X, 
where 1 ~ n,p ~ Nand 1 ~ .t',X ~ L. First an intermediate time slot 
m is assigned for some 1 ~ m ~ M, which permits the middle stage to 
complete a connection. Thereafter: 

(i) The .t'th input TSI switches word n to slot m. 
(ii) The first S-P places this word in slot ( on line m. 

(iii) The mth intermediate TSI switches word .e to slot x. 
(iv) The second S-P places the word in slot m on line X. 
(v) The Xth output TSI switches word m to slot P, and the task is 

finished. 

The portion of the figure surrounded by a dashed line performs the 
same function as the time-shared space-division switch (TSSDS) stages 
of the No.4 ESS.l That is, all words that enter the first S-P in time 
slot m will exit the second S-P in the same slot. In their passage through 
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IN--<:C :X>---QUT 

Fig. 2--Spiderweb graph for Figure 1. 

the S-P's and the mth intermediate TSI, however, these words may be 
spatially rearranged to different output lines. A direct realization of the 
same TSSDS function using magnetic bubbles has been suggested by 
P. 1. Bonyhard. 4 

Figure 2 is the probability linear graphS (also called spiderweb or 
Lee graph) of all paths for one call in Figure 1. It is the standard Lee 
graph for a three-stage network and yields the usual blocking formulas. 
In particular, if M ;;; N - 1 and we assume independent occupancy p 
of all input and output time slots, then a modification of C. Y. Lee's 
argument5 yields the mismatch blocking probability first given by M. 
Karna ugh 6 in 1954: 

P B = (p2)M-N+l[1 - (1 - p)2J2N-M-2(N - 1) ! 2/ 
M! (2N - M - 2)!' (1) 

On the other hand, if M ~ N - 1 and we assume all intermediate 
time slots m have independent occupancy p, a more appropriate esti­
mate is: 

(2) 

When M;;; 2N - 1 in Figure 1, PB vanishes and the network is non­
blocking. 7 Figure 3 illustrates such a case for M = 2N. A part of the 
time-space interchange is accomplished, not by the S-P, but by split­
ting each input and output TSI into two separate TSI's. Now each 
TSI in the network handles input and output frames of equal size. This 
might prove convenient for certain applications or implementations. 
Note that Figure 3 may also be interpreted as a pair of three-stage net­
works whose inputs and outputs are tied in parallel. A third, inactive, 
network could be placed in parallel as well, and held in reserve against 
failure of one of the first two. 

There is an unavoidable signal delay of at least one frame for each 
stage of the TSI's. This could contribute to the cost of echo suppression 
on long toll circuits; however, the duration of the frame itself may be 
shortened within the switch to mitigate this effect. 

The three-stage network of Figure 1 has a capacity of C = LN 
terminations. Such networks may be nested to achieve a higher switch­
ing capacity. A five-stage example having capacity C = J LN is dia-
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NxN LxL NxN 

Fig. 3-N onblocking three-stage network. 

grammed in Figure 4. Shown are M three-stage TSSDS sections 
within dashed lines, as well as one large overall TSSDS which re­
arranges JL words spatially in each of M time slots. Blocking probabili­
ties for the five-stage nested network are obtained by arguments simi­
lar to those for eqs. (1) and (2), using the spiderweb graph in Figure 4. 

A different kind of five-stage network organization is shown in Figure 
5. No section of this network performs the TSSDS function. In fact, 
a word entering its first S-P in time slot m may exit its last S-P in any 
time slot J.I. for 1 ~ m,J.I. ~ M, depending upon the path it follows 
through the network. The number M2 of possible pairs (m, J.I.) yields 
the same number of possible paths for routing a message, as the spider­
web graph in Figure 5 shows. At full occupancy, this graph reduces to 

,----------
I r r---------, 

I 
L ____ L-=-=-=-===---=--~ ___ ~ 

NxM LxK JxJ KxL MxN 

Fig. 4-Nested five-stage network. 
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NxM Lx M JxJ MxL MxN 

Fig. 5-Cross-connected five-stage network. 

Figure 2, but with M' = (M - N + 1)2 center-stage switches, so that 
(2) applies with link occupancies p = N(L - 1)/ M2 to yield the fol­
lowing blocking probability expression: 

(3) 

Thus, parameters L = N = 48 and M = 60 yield P B < 10-10 at any 
occupancy level; essentially, this is a nonblocking network. The same 
parameters in a nested arrangement produce a much higher degree of 
blocking, P B > 0.027 at full occupancy, based on (1) for the case p = 1. 

To illustrate operation of the network in Figure 5, suppose that a 
word in time slot n on line e of input block j must be transmitted to slot 
v on line A of output block r for 1 ~ n,v ~ Nand 1 ~ f,A ~ L with 
1 ~ j,r ~ J. First, intermediate time slots m and J.L must be chosen 
for some 1 ~ m,J.L ~ M which permits completion of the connection. 
Then TSI's in the five stages perform the following switching opera­
tions consecutively to complete the task, as indicated on Figure 5: 

(i) Switch word n into slot m 
(ii) Switch word f into slot J.L 

(iii) Switch word j into slot r 
(iv) Switch word m into slot A 
(v) Switch word J.L into slot v 

(Stage 1). 
(Stage 2). 
(Stage 3). 
(Stage 4). 
(Stage 5). 

The networks of Figures 4 and 5 each have a center section consisting 
of the third-stage TSI's and the two rows of S-P's to which they 



SWITCHING NETWORKS OF PLANAR ARRAYS 997 

attach. A total of J independent input and output blocks of LN termi­
nations each connect to the center. Each pair of blocks consists of an 
input S-P, an output S-P, and their attached TSI's in the first, second, 
fourth, and fifth stages. This structure immediately suggests an ap­
propriate strategy for growing the network capacity in modules of LN 
terminations. 

III. NETWORK PATH SEARCH 

Section II mentioned the need to choose one or two intermediate 
time slots m before setting up a message path through the network. This 
amounts to specifying which of the many possible paths in the spider­
web graph is currently free and will be used. The decision might be 
made by a central control processor after consulting its memory records 
of the current status of the network. In this section, an alternate pro­
cedure is described by which some simple operations within the network 
itself can identify suitable paths for routing a new call. A possible ad­
vantage is reduced demands upon processor time and memory for call 
processing. 

To provide necessary information about network status, a "busy­
bit" is used. This is a bit in each word which travels through the net­
work with that word and serves to indicate whether or not the word is 
part of a call currently in progress. The busy-bit may occur in every 
word of a message or less frequently, perhaps every tenth or hundredth 
frame. For concreteness, assume the busy-bit is "one" for a call in 
progress and "zero" otherwise. 

To determine occupancy of a time slot on some line in the network, 
we merely consult the busy-bit in that slot. For example, in routing a 
word from input line -C of Figure 1 to output line A, an intermediate time 
slot m was chosen that was vacant both at the output of the -Cth first­
stage TSI and at the input of the Ath third-stage TSI. Such m may be 
found by comparing the two corresponding streams of busy-bits. This 
is illustrated by Figure 6a for the case -C = A = 1. Output from the first 
input TSI and input to the first output TSI are sent to a NOR gate. 
When simultaneous zeroes are found in the busy-bit positions of words 
m, an output pulse is produced by the gate identifying an available 
path through the network by its timing. 

Other means of sampling and matching busy-bits are possible. For 
instance, the stream of busy-bits from the -Cth input TSI will exit the 
first S-P simultaneously in word time -C, while the busy-bits entering 
the second S-P at word time A are those for the Ath output TSI. 
Hence, timed sampling pulses to the two S-P's can select the two de-
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m 

OUT, 

I L ______________ -l 

NxM LxL MxN 

Fig. 6a-Path search in three-stage network. 

sired strings of busy-bits rather than use spatial selection of an input 
and output TSI. Such an option might serve to reduce the amount of 
control and signal wiring associated with the network. 

Once an intermediate time slot m is chosen, a central processor could 
issue the necessary orders to the first-, second-, and third-stage TSl's 
to establish the path. But again some additional logical apparatus in 
the network could perform the same task. The significance of this ob­
servation is that the dependence of the network upon external inter­
vention may be reduced. Indeed, for each new message, the principal 
external control required would be a specification of which input and 
output terminations must be connected. Such a structure might lend 
itself, for example, to applications in which all processor functions are 
performed by a remote computer that sends its instructions to the net­
work over a data link. 

The path search procedure in the nested five-stage network of Figure 
4 would consist of two nested three-stage path searches. That is, the 
busy-bit streams of the input and output TSl's are compared, as above, 
to determine which one m of the M intermediate three-stage networks 
will carry the message. Then the mth three-stage network is searched 
for some intermediate time slot 1 ~ k ~ K which will complete the 
connection. 

A different search procedure is required for the cross-connected net­
work of Figure 5, since all M2 paths in the spiderweb graph must be 
tested. This involves sorting the M busy-bit streams leaving the second­
stage TSl's of the input block j by using them as inputs to an S-P with 
M output lines. The S-P outputs are then compared by a set of OR 
gates to the M busy-bit streams entering the fourth-stage TSl's of the 
output block r. A "zero" at word time m from gate J.L identifies a pos­
sible path in Figure 6b. Note that, if time slot m from the first-stage 
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Fig. 6b-Path search in five-stage network. 

TSI or time slot J.1- into the fifth-stage TSI is busy, then path (m, J.1-) 

cannot be used. To eliminate such possibilities, all the OR gates should 
be pulsed during each busy first-stage slot m, and all gates J.1- correspond­
ing to busy fifth-stage slots should be pulsed for the entire frame, as 
is accomplished in Figure 6b by feeding parallel "ones" to the S-P. 
This last path search requires only one pass instead of two nested steps. 

IV. PLANAR SHIFTING ARRAYS 

To understand the role of planar array devices in the realization of 
the functions described above, it is helpful to study the building blocks 
at the logical level, with a notation suggestive of the two-dimensional 
nature of the devices. The device technologies mentioned in Section I 
differ considerably in their physical principles. Nevertheless, certain 
common features of their operation may be abstracted to aid in discus­
sing their use for switching applications. To this end, a "planar shifting 
array" (PSA) notation will be introduced, exemplified by Figure 7. 
Circles 0 represent fixed word-storage locations in one-dimensional or 
two-dimensional shift registers. Diamonds 0 stand for shifting ap­
paratus, which can move the contents of each circle to the next in line, 
under control of clock pulses A and B. Gates 0 allow transfer of 
individual words between the adjacent circles under control of switch-
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ex 

~00000000000 

8 0 0 8 0 0 
~00000000000 

fJ 

Fig. 7--Switch elements for time-slot interchanger. 

ing signals n. The distinction between <> and 0 is one of function 
rather than physical structure. In this section, a word, rather than a bit, 
is the basic quantum of information. It is not necessary to specify 
whether this word is in a serial or parallel digital representation or some 
other form. 

A basic scheme for performing switching functions in a time-slot 
inter changer appears in Figure 7. Gates 1 to 6 allow transfer of input 
words from a frame stored in the upper shift register into output slots 
in a frame stored in the lower shift register. The input and output 
frames move, relative to one another, in the two adjacent shift registers, 
and the switching strategy is: For each input word a, wait until its des­
tined output slot {3 lies directly underneath and then transfer through 
the appropriate gate. 

It is important to note a particular difficulty. If both the input and 
output frames are shifted simultaneously, then word a in the diagram 
will pass slot {3 halfway between gates 3 and 4, so that it is not possible 
to transfer. This we will call the "half-word" problem. At least three 
kinds of solution can be suggested: 

(i) Alternate clock pulses A and B, so that only one frame shifts at 
a time. 

00000000000~ 

o 0 000 0 
o 0 000 0 
8 0 080 0 

~00000000000 
Fig. 8--Switch elements for time-slot interchanger with buffer. 
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(ii) Omit one set of clock pulses, say A, so that one frame is held in 
stationary buffers. 

(iii) Let each circle contain only a half-word, so that two consecutive 
locations hold an entire word. Then it is never necessary to 
transfer between first and second half-word locations. 

A fourth solution, based on the technique of bubble expansion, has been 
found by P. I. Bonyhard. 4 

The first solution above may be illustrated by Figure 7. The basic 
switching cycle would consist of the following four steps: 

(i) Diamonds 0 move the input words right one slot. 
(ii) Gates 0 may transfer input words to output slots. 

(iii) Diamonds 0 move the output words left one slot. 
(iv) Gates 0 may transfer input words to output slots. 

For an M-word frame, switching is completed in M cycles. Each shift 
register operates M times, and the M gates each have as many as 2M 
chances to operate in every frame. 

The second solution to the half-word problem is illustrated by Figure 
8. The diamonds <8> read in an entire input frame, which is stored in 
buffers 0 by simultaneous operation of all gates 0 at the end of the 
input frame. Then the following two-step switching cycle: 

(i) diamonds <§> move the output words left one slot, 
(ii) gates C2J may transfer words from buffers to output, 

is repeated 2M times, and the M gates each have M chances to operate 
in an M-word frame. This scheme has the additional advantage that 
the input and output clocks need not be synchronous. Each solution to 
the half-word problem has advantages with respect to particular 
hardware. 

Figure 9 uses the PSA notation to illustrate a simple scheme for 
implementing the S-P function. The S-P shown has L = 4 input lines, 
each carrying six-word frames, and M = 6 output lines, each with 
four time slots per frame. The diamonds <0 operate to load an entire 
frame into the S-P from each input line. Then the diamonds 0 oper­
ate to unload an entire frame from the S-P onto each output line. 
Loading and unloading may proceed at twice the external basic word 
rate so that the S-P empties in time to receive the next frame, or else 
an alternate S-P may handle the next frame while the first one is un­
loading. Other schemes permit the S-P to load and unload simulta­
neously. While the S-P is drawn as a distinct unit in preceding figures, 
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Fig. 9-Mass serial-to-parallel converter. 

only its function need be distinct. The S-P as a device may be broken 
up and its parts integrated onto the same chips as the various TSI's 
which it serves. Schemes to obviate the S-P completely using specific 
device properties have been proposed by W. F. Chow and P. I. 
Bonyhard. 4 

v. MEMORY STRUCTURE 

In the switching schemes described above, each gate 0 should 
operate at the same word times in each consecutive frame; it is natural 
to place it under the control of a recirculating local memory. This could 
consist of a shift register fabricated from the same materials as the 
switching elements and preferably integrated onto the same chips. 
Such an arrangement is diagrammed in Figure 10, using the PSA nota­
tion. The switching elements appear at the right. The rest of the dia­
gram is the local memory array to control these elements. Each shift 
register in the control memory moves its contents one word to the right 
under the action of clock pulse C whenever a pulse A or B occurs. A 
word in shift register n is read when it reaches the box 0 , which is 
considered to generate a pulse n that operates gates G . For example, 
the gating operations might be realized through repulsion between 
control bubbles and message bubbles. Gates B at the left start new 
words down the shift registers to accomplish recirculation of the local 
memory. 
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The size of the local memory array depends on the number of words 
Q in each register and the number R of such registers, which is the same 
as the number of switching gates. Although the exact size depends on 
the particular solution chosen for the half-word problem presented 
above, we can conclude in each case that the local memory in a TSI 
grows quadratically in frame size (as QR), while the number of switch­
ing elements grows only linearly (as R). For moderate-size frames (say, 
20 words or more), each TSI becomes a large recirculating memory 
plane with a small quantity of logic elements at the edges. A word in the 
control memory corresponds most closely to a crosspoint in a space­
division switch, since the number of crosspoints also grows as the square 
of the number of circuits, and each crosspoint stores just one bit of 
information. 

VI. CONTROL INSERTION AND ERASURE 

The switching operations of a TSI are fixed from frame to frame on 
a short time scale (say, thousands of frames); thus, the contents of its 
local memory array are fixed. On some longer time scale, though, it is 
necessary to be able to change portions of local memory; for instance, 
in response to external signals emanating from a central control 
processor. 

Specifically, one requires the capability to address single word posi­
tions in the local memory in order to close or open a "crosspoint" by 
writing or erasing a bit. In the case of erasure, it would be sufficient to 
simultaneously erase all memory locations affecting a given input 
word, or alternatively a given output slot. This is due to the following 
two properties of the TSI: 

(A) Each input word is switched into one output slot at most. 
(B) Each output slot receives at most one input word. 

.. 
080<s>0000 .. ·00[!] 

000<s>0<s>0<s>", 000 

000<s>000<9"'0<&>[2] 

tOUT 
oGO 
o 0 
o@o ~IN 
o 0 
OGO 

Fig. lO-Recirculating memory array for TSI gates. 
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Hence, one can provide for erasure of a control word without knowing 
exactly where it is in the local memory by erasing a whole class of 
words. 

The fact that local memory recirculates will greatly simplify the 
problem of addressing specific locations, since this allows access to any 
location from the edge of the array. Indeed, one efficient and convenient 
scheme would be to build an analog of the switching elements and oper­
ate it "backwards" to insert control bits into the local memory. Inser­
tion could be directed by two external control pulses whose timing 
would specify an input word and the output slot for which it is in­
tended. Such an approach is illustrated in Figure 11, in which switch­
ing elements are deleted to concentrate attention on the memory plane. 
Control insertion elements appear at the right-hand side. A bit is in­
serted in order to control gate n at word time m as follows: 

(i) At the start of a frame, 0 gates a "one" into the vertical 
shift register, where it propagates downward. 

(ii) After n of the A clock pulses, gates 0 operate to place the 
"one" in buffer 0 at the right of the nth recirculating shift 
register in local memory. 

(iii) In the next frame, gates 0 operate with the mth clock pulse 
C, to place the "one" in word m of memory line n. This is indi­
cated formally by reading the "one" at GJ ' but the actual 
details of bit injection will depend on the type of hardware. 

It is clear now that any word location in the local memory may be 
addressed employing a pair of time-coded pulses I and J. The scheme 
shown would be particularly appropriate to the case of buffered input, 
since n then becomes the number of the input word to be switched. 

--------.~ ~ 

OG08000<v 0080080 
o 0 

l00000<S>00··· 0<s>0G00 0 t 
o 0 
0800000<S>··· 0<v0GOC2]0 
o 

Fig. ll-Addressing and erasure schemes for the TSI local memory. 
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Indeed, the nth shift register contains only those locations that can 
affect input word n. By property (A) above, at most one location on this 
memory line has nonzero contents. It is sufficient now to erase the en­
tire shift register, by interrupting recirculation, for example; before 
a new control word is inserted. 

The left side of Figure 11 shows a simple scheme for erasure in 
the case of buffered input, which also guarantees that at most one 
nonzero word is resident in each memory line. Once each frame, 
the buffers 0 at the left are loaded with "ones." Gates 8 then 
start these "ones" down the various shift registers at the appropriate 
times to accomplish recirculation. Clearly, at most one nonzero word 
can circulate. To erase memory line n, the "one" is simply deleted in 
its recirculation buffer for a single frame. 

A single time-coded pulse will suffice to specify erasure of any word 
in the local memory above, if the buffers are loaded serially. Just such 
an arrangement appears at the left side. Gate 0 enters "ones" in 
the vertical shift register at each input word time, and these are loaded 
into the buffers by gates B at the start of each frame. By deleting 
the B pulse at the nth word time, a "zero" is sent to the buffer for the 
nth memory line, erasing it and opening any "crosspoint" which might 
affect the nth input word. The deletion of pulse B could coincide with 
pulse I, which routes a new control word to memory line n. Then the 
pair of external signals I and J would accomplish erasure together with 
address insertion. Examples at device level of this procedure have been 
given by P. 1. Bonyhard and W. F. Chow. 4 

VII. BUSY-BITS FOR PATH TAKE-DOWN 

The preceding section considered two schemes for erasure in the local 
memory: 

(i) A direct instruction from the central control processor. 
(ii) Automatic erasure when a new control word is inserted. 

A third scheme is to provide for automatic erasure when the message 
that is being switched terminates. This might be accomplished through 
use of the busy-bits introduced previously. Recirculation of a word in 
local memory would be made contingent on the presence of a "one" in 
the busy-bit position of the particular input word which that control 
word switches. When the message terminates, the path along which it 
was routed through the switch is taken down simply by sending through 
one word with a "zero" busy-bit. This function is analogous to that of 
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the sleeve-lead in electromechanical switches and might be considered 
an "electronic sleeve-lead" application of busy-bits. 

This strategy of making recirculation in the local memory contingent 
on busy-bits can be easily implemented in Figure 11. It is merely neces­
sary to read the busy-bit stream for the input frame into the left-hand 
shift register and load it into the recirculation buffers once each frame. 
N ow each busy-bit will prime the recirculation of the memory register 
associated with the word of that busy-bit. 

VIII. CONCLUSION 

The possibility of constructing a time-division switching network 
using two building blocks of planar arrays was discussed in this paper. 
The compatibility of planar arrays with the emerging technologies of 
magnetic bubble, charge-coupled, and bucket-brigade devices 2 ,3 may 
lead to application of these concepts in the construction of relatively 
inexpensive large-capacity switching machines. 

The need for external connections to a network composed of these 
building blocks can be minimized by including path search and path 
maintenance functions with the blocks. As a result, a relatively small 
amount of information must be exchanged between the network and 
the supervisory processor, and some of the processing burden on the 
controller is shared by the network itself. 

Some examples of compatible network architecture have been given, 
although no specific design is proposed. The process of switching is ac­
complished by time-slot interchangers within the network rather than 
a space-division crosspoint array, but the task performed by some of 
the described subnetworks, when viewed from their external ports, is 
the same as a time-shared space-division switch. 
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By W. H. KENT 
(Manuscript received January 11, 1973) 

This paper studies charge distribution in buried-channel charge­
coupled devices. Detailed development of a one-dimensional electrostatic 
model is presented and a numerical solution of the resulting nonlinear po­
tential equations is described. Graphical results show the charge-fiUing 
mechanism and the relationship between the oxide-semiconductor interface 
potential and total free positive charge. 

I. INTRODUCTION 

This paper describes a numerical determination of the distribution 
of charge in a one-dimensional model of a buried-channel charge­
coupled device (CCD).l Several calculations have recently been made 
of the static potential in CCD's in the absence of stored charge. 2- 4 In 
addition, the motion of the stored charge under dynamic conditions 
has been studied by means of essentially one-dimensional models which 
do not involve a true knowledge of the distribution of stored charge or 
the charge-carrying capacity of the CCD.2,5 However, so far it has not 
been possible to calculate even the static stored-charge distribution in 
a two-dimensional model of a buried-channel CCD, much less to follow 
the motion of this charge under dynamic conditions. In this paper a 
start is made on the problem by calculating the static distribution of 
stored charge in a one-dimensional model of a buried-channel CCD. 
The resulting information on the charge distribution is of interest in 
itself. However, an additional important objective has been to find 
numerical techniques which can be extended to the two-dimensional 
problem. 

The paper is divided into three parts. Section I treats the physics of 
the model and Section III gives numerical results. Section II deals 
briefly with the numerical techniques used and it may be omitted by 
the reader without loss of continuity. 

1009 
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",.-SILICON DIOXIDE 

~ 

METAL p - TYPE SI LI CON n - TYPE 51 LICON 

o 

Fig. 1-Buried-channel device structure. 

The buried-channel device has a layered structure which will be 
modeled in one dimension as follows (Fig. 1): 

o ~ x ~ hI: silicon dioxide (Si02) with relative dielectric constant 
€d €o = 4. (€o is capacitivity of free space.) 

hl ~ x ~ h2 : p-type silicon with acceptor number density N A(X) 
and relative dielectric constant €d €o = 12. 

h2 ~ x ~ 00: n-type silicon uniformly doped with constant donor 
number density N D and dielectric constant €3 = €2. 

The point x = 0 is a perfectly conducting boundary held at a potential 
Vo. The potentials (!>l(X) , cf>2(X) , and cf>3(X) , in the Si02, p-type, and 
n-type regions, respectively, satisfy the one-dimensional Poisson 
equation, 

i = 1,2,3, (1) 

where the Pi(X), the lineal charge densities, are nonlinear functions of 
the potentials cf>i(X). 

The functional forms of the Pi(X) are determined by the assumptions: 

(i) The Si02 is a perfect insulator. 
(ii) The generation and recombination rates for holes and electrons 

are zero. 
(iii) Hole and electron currents are zero at the time of observation. 
(iv) The flat-band voltage is zero. 
(v) The injected free holes and electrons are separately in 

equilibrium. 

Conditions (i) through (v) define a static device for which the Pi(X) are: 

PI(X) = 0, } 
P2(X) = q[p(x) - N A(X)], 
P3(X) = q[N D + p(x) - n(x)], 

(2) 

where n(x) and p(x) are the number densities of free electrons and 
holes, respectively. The most general expression for n(x) is 

n(x) = f 00 g(E)F e(E)dE, 
Ec(x) 

(3) 
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where geE) is the density of states, Fe(E) is the Fermi distribution for 
electrons, and Ee(x) is the conduction band edge. Substitution for geE) 
and F e(E) yields 

n(x) = N~f 00 (E - Ee(x))!dE. (4) 
Ec(x) 1 + exp ((E - EI)/kT) 

This specific choice for the density of states corresponds to the simplest 
possible band structure. E I is the equilibrium Fermi level for electrons 
and N~ is the constant 

(5) 

where me is the effective mass of an electron in silicon and h is Planck's 
constant. 6 

A similar expression for the distribution of holes is 

j EV(X) 

p(x) = -00 g(E)Fh(E)dE, (6) 

where Fh(E) = 1 - FeCE); substitution for geE) and Fh(e) yields 

j Ev(x) (E vex) - E)!dE 
p(x) - N° 

- v -00 1 + exp ((Elh - E)/kT) 
(7) 

Ev(x) is the valence band edge and Elh is defined as the pseudo-Fermi 
leveF for the holes. N~ is the constant given by 

(8) 

where mv is the effective hole mass in silicon. 8 Ec(x) and E vex) are func­
tions of cpi(X) given by: 

Ec(x) = E~ - qcpi(X), 

E vex) = E~ - qcpi(X). 

(9) 

(10) 

E~ and E~ are the valence and conduction band edges at x = 00, and 
q is the magnitude of an electronic charge. p(x) and n(x) are functions 
of the yet undetermined constants Eland E Ih. Later they will appear 
only in the forms 

7] = (E~ - EI)/kT, 

7]' = (E~ - Elh)/kT. 

Since only difference terms appear, no energy reference need be estab­
lished for the model. 7] will be determined from the electron charge 
neutrality condition at x = 00. 7]' is fixed by the total amount of free 
positive charge Q+ = jhl OO p(x)dx in the device. In reality, determina-
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tion of 'YJ' is difficult, so the alternative scheme of choosing r/ and cal­
culating the resulting Q+ is employed. Substituting eqs. (2), (4), and (7) 
into eq. (1) results in the system of differential equations which charac­
terize the device described above. In the appendix these equations are 
reduced in a straightforward manner by using the Boltzman approxi­
mation; justification for its use is given. The resulting equations which 
will be solved are (' denotes d/dy): 

tf~'(Y) = 0, 

tf~'(Y) = (J - (m v/m e)!e pO-"'2(Y), 

o ~ y ~ hI/X, (11) 

hI/X ~ y ~ hdX, (12) 

tf~'(Y) = e"'3(Y) - 1 - (m v/m e)!e pO-"'3(Y), 

where 
tf = q¢/kT, 

y = x/X, 
X = -'-lr=-"k-=T=--f2--:/--=q2C-::-N=-D, 

N v = N~(kT)!, 
Ne = N~(kT)!, 

fo = the bandgap energy in kT's, 

(13) 

'YJ = (E~ - EJ)/kT is a constant dependent 
on doping levels, 

'YJ' = (E~ - EJh)/kT is a parameter depend­
ing on the pseudo-Fermi level, 

Po = 'YJ + 'YJ' - fo, 

(J = NA/ND • 

mv and me are the effective masses of holes and electrons in silicon; 
they are 1.08mo and 0.59 m o, respectively.9 Equations (11), (12), and 
(13) satisfy boundary conditions 

tfl(O) = Vo 

and, consistent with eqs. (9) and (10), 

tfa( (0) = O. 

At y = hI/X and y = hdX the continuity conditions are 

tfl(hI/X) = tf2(hI/X) 
fltf;(hI/X) = f2tf;(hI/X) 

tf2(hdX) = tfa(hdX) 

tf;(hdX) = tf~(hdX). 

(14) 

(15) 

(16) 

(17) 
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II. NUMERICAL SOLUTION 

The system of differential equations (11), (12), and (13) together 
with boundary equations (14), (15), (16), and (17) are solved numeri­
cally by the method of finite differences. 

For computational convenience the length of the device will be 
truncated from the whole half-line to the segment [0, LJ; the distance 
L is chosen such that I 1/;3 ( (0) - 1/;3(L) I and I 1/;~( (0) - 1/;~(L) I are 
suitably small. [0, LJ is partitioned by a mesh of N points and the 
solution at each point Yi is denoted by 1/;i. The mesh lengths (distance 
between successive points) are 00, op, and On in the oxide, p-region, and 
n-region, respectively, and are chosen such that y Nl = hI/A and 
YN2 = hdA. The boundaries are 1/;0 = 1/;1(0) = V o and 1/;N = 1/;3(L) 
:::::: 1/;3( (0) = o. The subscripts on 1/;(y) can now be dropped since the 
superscripts identify the solution point. The second derivative is ap­
proximated by the second difference 

d
2
1/;(y) = (1/;i+l _ 21/;i + 1/;i-l)/02 
dy2 

in each region; 0 is one of 00, On, or op as appropriate. Using this ap­
proximation to discretize eqs. (11), (12), and (13) results in the matrix 
equation 

(18) 

which has rows generated by eq. (19); p(Yi, 1/;i) is defined in the three 
regions by the right-hand side of eq. (19). 

{
a, i < N 1, 

t/;i+l - 2t/;i + t/;i-l = (u - (mv/mc) !epo-I/ti) op, Nl < i < N 2, 

(el/t i - 1 - (mv/mc)!epo-l/ti)On, i > N 2• 

(19) 

Rows corresponding to the solutions at the boundary points YNI and 
YN 2 are obtained from eqs. (16) and (17) where the first derivative is 
approximated by 

=F1/;'(Y) :::::: (+IIt/;(y) - 181/;(y ± 0) 
+ 91/;(y ± 20) - 21/;(y ± 30»/60, (20) 

and 0 is the appropriate mesh size for each region (the positive or for­
ward derivative uses points to the left of y). Equation (20) results from 
simultaneous solution of the Taylor expansions for t/;(y ± 0), 1/;(y ± 20), 
and t/;(y ± 30) with terms 0(0 4) and higher dropped; the result is ac­
curate to 0(0 3) which is consistent with the second difference approxi­
mation to d21/;/dy2. In the oxide layer, a first-difference approximation 

(21) 
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is adequate since the solution in this region is linear. The boundary 
equations are: 

for i = N 1, 

- (60 pEd Oo(2)1/;Nl-l + (11 + 60 pEd Oo(2)1/; Nl 
- 181/;Nl+l + 91/;Nl+2 - 21/;NIH = 0; (22) 

for i = N 2, 

(-I/op)(21/;N2-3 - 91/;N2-2 + 18N2- 1) + II1/; N2(I/o n + l/op) 

- (I/on)(181/;N2+1 - 91/;N2+2 + 21/;N2H) = O. (23) 

The matrix A in eq. (18) is tridiagonal except for theN Ith and N2th rows. 
For each choice of the parameter po, the {1/;i} of eq. (18) are solved for 

iteratively using a combination of successive under- and over-relaxa­
tion 10 (SOR) on the equation 

(24) 

The procedure described here differs slightly from the usual SOR "in 
that the transformed equation (24) is solved instead of eq. (18). For 
the ith row of eq. (24), the j + lth estimate of 1/;i is given as 

(25) 

where w is a relaxation parameter with values 0 < w ~ 2. 1f;i is a N ew­
ton's method solution of eq. (26), a transcendental equation in 1/;i result­
ing from the ith row of eq. (24) with the remaining N - 2 variables 1/;k 
held constant. The coefficients ai,;1 in eq. (26) are elements of A -I. 

Criteria for convergence of the process, as well as the choice of the 
value of w, is based on the residual rj defined at the jth iteration as 

(27) 

It can be shown that if (18) were a linear system of equations and if 1/;i 
were the true solution at Yi then 

where C(w) is a constant dependent on the choice of w. ll For the opti­
mum value of w, C(w) is O(N) while for values of w only slightly different 
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from the optimum C(w) can be 0(N2). In the computations presented 
in the next section, N ~ 100 so the iterative process was stopped when 
the residual terms were less than 10-8 ; this allowed margin for the fact 
that (18) is nonlinear. A discussion of the choice of w is necessarily even 
more heuristic. It was found that for a mesh of N = 50 points and large 
negative values of Po corresponding to small positive charge densities 
(i.e., ePo-y,i « 1 for all i), the iterative scheme was convergent for any 
choice of w and any initial estimate of the {if;i J. For less-negative values 
of po and the corresponding larger values of epo-y,i, the scheme was con­
vergent for over-relaxation (w > 1) only if rj < 10 for all j (approxi­
mate figure); but using under-relaxation the process was well behaved 
with r/s as great as 104

• It should be pointed out that due to the ex­
ponential nature of the right-hand side of eq. (19) even a very good initial 
estimate typically resulted in rl > 103 when over-relaxation was ap­
plied. Although the SOR process described above may well be stable12 

regardless of rj values, the magnitude of the exponential terms in (19) 
limits machine computations. The combination of under- and over­
relaxation detailed below eliminates this problem. 

Good initial estimates for the {if;iJ were obtained by choosing the Po 

values with equal spacing !J.p; the first po value being the small positive 
charge-density case described above. With !J.p < 10 a linear estimate 
of the {if;iJ for successive values of po was adequate. The iterations were 
under-relaxed (w = 0.5) until the residual term was less than 10; suc­
cessive iterations were over-relaxed so as to increase the rate of con­
vergence. The choice of w for the SOR steps was not critical; values in 
the range 1 < w ~ 1.5 had approximately the same rate of conver­
gence. Values above 1.5 did not converge for all values of Po. 

Total positive charge in the device for a given value of Po is calcu­
lated by 

(29) 

Using a piecewise linear approximation for if;(y) on [Yk, Yk+l], 

(30) 

and summing the integrals over each such interval in [YNlI L] gives the 
approximation 

N-l + On L epo(e-y,i - e-y,Hl)/(if;i+l - if;i), (31) 
i=N2 
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which can be modified to include the case !/IHI = !/Ii. Dimensional 
charge in coulombs can be calculated from Q+ by Q = Q+N DA. 

The operational scheme may be summarized as follows: 

(i) Choose a value of po corresponding to small total charge Q+ 
(Po ~ - 00 in eq. (24) =} Q+ ~ 0), 

(ii) Solve for !/I(y), thus determining p(y), 
(iii) Integrate p(y) to find Q+, 
(iv) Increment Po by /:::.p and repeat (ii) , (iii), and (iv). 

The technique of starting with Q+ :::::: 0 and slowly adding positive 
charge to the device is important since it is this scheme of operation, 
in conjunction with the successive under- and over-relaxation, that 
avoids the exponential overflow limitations in machine computation. 

III. COMPUTATIONAL RESULTS 

In this section, numerical results for two specific device configura­
tions will be given. The first device has a constant doping profile 
(N A = a constant) and dimensions 
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Fig. 2-Potential versus distance for a buried-channel device with uniformly 
doped p-region and Vo = -4 volts. 
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Fig. 3-Charge density versus distance for a buried-channel device with uniformly 
doped p-region. 

A in this case is approximately 0.415 ~m. Doping levels are 

N A = 2 X 1015 cm-3, 

N D = 1 X 1014 cm-3, 

so 

N e is calculated by 13 

Ne = 4.831 X 1015(me/m o)!T!, 

with T = 3000 K and me as before. 
Using eq. (46), 1] is found to be 

1] = 12.09. 

The nondegeneracy condition for this device may now be stated using 
eq. (45) 

€g - 1]' + !fey) > 3.5, 
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Fig. 4-Potential at the Si-Si02 interface versus total positive charge in a buried­
channel device with a uniform p-region and Vo = -4 volts. 

or 
r,' - fg - t/;(y) < -3.5. 

Adding 1] to both sides of the inequality gives 

po - t/;(y) < 1] - 3.5. 
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p-region doping profile and Vo = -4 volts. 



BURIED-CHANNEL CCD 1019 

44 

40 

36 
Ul 
co 
:2: 
0 
...J 32 
:J 
0 
U 

~ 28 
co 
I 
~ 
x 24 

~ 
N 
x 20 

>-
I-
Vi 

16 z 
UJ 
Cl 

UJ 
l.? 12 
0::: 
<! 
::z:: 
u 

8 

4 

0 
0 4 8 12 16 20 

x/'A- DISTANCE IN DEBYE LENGTHS 

Fig. 6-Charge density versus distance for a buried-channel device with a Gaussian 
doping profile. 

Then for each choice of the parameter Po, the solution set {lfi} must 
satisfy: 

po - lfi < 8.59. (32) 

From eq. (12) it is clear that if one assumes the Boltzmann approxi­
mation to hold, then as long as Q+ < u(h2 - hI) /A the equilibrium con­
dition causes the lineal charge density to have constant sign so 

(33) 

for all i; for this device, eqs. (32) and (33) are always consistent if 
N A < 1.3 X 1018 cm-3• 

Computation was performed using a 90-point mesh and took ap­
proximately 4.8 minutes of processor time on a Honeywell 6000-series 
machine. 

Figures 2, 3, and 4 summarize the computational results. Figure 2 
shows potential solutions {lfi} versus the points Yi for a family of po 
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values with Vo = -4 volts. The range of total charge values is indi­
cated. Figure 3 is a plot of the linear charge density with Q+ values 
indicated. Figure 4 is Q+ plotted against t/lNl (the oxide-interface 
potential). 

A realistic modification to the device studied thus far is to allow u to 
have y variation. The second set of results presented are for the same 
device as described above but with the p-region having a doping profile 

u(y) = (DB + 1)e-[(y-hl)f(h2-h 1 )]2 In (Ds+O - 2. (34) 

The values for hI, h2' and V 0 are as before, L = 32.48, and D 8 = 46. 
[This value of Ds corresponds to an average doping level in the p-layer 
of N A = 1.9 X 1015/cm3, and eq. (34) describes a doping profile as if 
the p-layer were formed by drive-in diffusion. 14] The solutions {t/l i } 

must still satisfy eq. (32). Figures 5, 6, and 7 are a summary of results. 
Comparison of the two cases shows that for the doping profile in eq. 

(34) the potential minimum is greater and the "channel" is shifted 
toward the oxide. In both cases the added positive charge is contained 
entirely in the p-region and it fills the region starting from the side 
remote from the oxide interface (see Figs. 2 and 5). 
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APPENDIX 

Substituting eqs. (2), (4), and (7) into eq. (1) results in (' denotes 
d/dx) : 

¢~'(x) = 0, 0 ~ x ~ hI, (35) 

" q { of Ev(x) (Ev(x) - E)ldE } 
¢2(X) =;; N A - N v 

-00 1 + exp [(Efh - E)/kTJ ' 

hI ~ X ~ h2, (36) 

"( ) _ q {N0! 00 (E - Ec(x))!dE N 
¢3 x - ~ c Ec(x) 1 + exp [(E _ Ef)/kTJ - D 

Nof E,,(x) (Ev(x) - E)ldE } 
- !] -00 1 + exp [(Efh - E)/kTJ ' 

h2 ~ X ~ 00. (37) 

Transform the integral involving E c(x) by making the substitutions: 

e = (E - Ec(x))/kT, 
Ec(x) = E~ - qcp(x), 

7] = (E~ - Ef)/kT. 

For the integrals involving E VCx) make the substitutions: 

e = (Ev(x) - E)/kT, 
Ev(x) = E~ - qcp(x), 

7]' = (E~ - E fh) /kT, 

eg = (E~ - E~)/kT. 
For both cases let 

tf;(x) = qcp(x)/kT 

and make the change of variables 

Y = X/A, 
where 

A = ~kTedq2N D. 

These substitutions and some straightforward manipulation reduce 
eqs. (35), (36), and (37) to 

tf;~'(y) = 0, 0 ~ y ~ ht/A, (38) 

"( ) _ N A N~ (kT)Jj 00 eide 
tf;2 y. - N D - N D 0 1 + exp (e + eg - 7]' + tf;2(Y)) , 

ht/A ~ Y ~ hdA, (39) 
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"( ) _ N~ (k ) If 00 e!de _ 
t/;3 y - N D T 0 1 + exp [e + rJ - t/;3(Y) ] 1 

_ N~ (kT) If 00 e!de 
N D 0 1 + exp (e + eo - rJ' + t/;3(Y)) , 

hd'A ~ y ~ 00. (40) 

These equations are further simplified by making the classical Boltz­
mann approximation for the electrons: 

10
00 e!de f 00 e!de 

1 + exp (e + rJ - t/;(y)) f'.J 0 exp (e + rJ - t/;(y)) 
(41) 

which holds since rJ - t/;(y) is always positive by several kT (see Fig. 
8). The last result is integrable and simplifies the approximation to 

r(!) exp (t/;(y) - rJ), (42) 

where r( . ) is the usual gamma function. This approximation has been 
shown to be less than one percent in error ifl5 

rJ - t/;(y) > 3.5. (43) 
Similarly, for the holes, 

1000 

1 + exp (e +E:~E_ rJ' + t/;(y)) f'.J r(!) exp (rJ' - eo - t/;(y)) (44) 

if 
eo - rJ' + t/;(y) > 3.5. (45) 

The validity of this last approximation is not clear since t/;(y) is de­
pendent on rJ' and t/;(y) becomes large and negative. Note that requiring 
the inequalities (43) and (45) to hold is equivalent to requiring the 
device to be nondegenerate. Computational results show this approxi­
mation to be consistent. 

rJ is expressed in terms of the constants N c, N v, and N D by requiring 
electron charge neutrality at x = 00. It should be stated that the cor­
rect condition to use at this point is complete charge neutrality. This 
requirement, however, is computationally indistinguishable from the 
algebraically simpler condition used here. Using eqs. (40) and (15), the 
neutrality condition is 

so 
(46) 
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E~ 

Equation (46) defines the Fermi level for the electrons. Using eqs. (5) 
and (8), 

N vlN D = (N viNe)· (NeIN D) = (m vlme)!e'7/r(!), (47) 

where mv and me are the effective masses of holes and electrons in 
silicon; they are 1.08 mo and 0.59 m o, respectively.Io Using eqs. (42), 
(44), (46), and (47) in eqs. (38), (39), and (40) results in equations 
(11), (12), and (13) which are to be solved. 
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The Effect of Rain on Circular Polarization at 18 GHz 

By R. A. SEMPLAK 
(Manuscript received February 14, 1973) 

Limitations imposed by attenuation during heavy rain on the reli­
ability of microwave systems are well known,l and some calculations 
of the depolarization of linearly 2 and circularly3 polarized waves have 
been made. Recently, measurements of rain-induced rotation4 of linear 
polarization at 30 GHz indicated that depolarization by large oblate 
raindrops 5 may limit efficient utilization of a microwave channel where 
orthogonal polarizations are employed. However, an advantage in 
using circular polarization is that less-stringent mechanical stability 
may be required of some antennas; also, in satellite systems, circular 
polarization is not affected by Faraday rotation. As the effect of rain 
on transmission of circular polarization had not been measured, an 
experiment was initiated. Data have been collected for the period June 
1, 1972, through January 24, 1973. 

A frequency-swept Gunn oscillator operating at a frequency of 18.5 
GHz is used as a source in circular polarization on a 2.6-km path ori­
ented in a southeasterly direction from Crawford Hill, Holmdel, New 
Jersey, the site of the receiver. The receiver has a ferrite switch which 
looks sequentially at the received fields, i.e., the desired circular polari­
zation and then the depolarized component, the opposite sense, are 
observed. * Paper strip chart recordings are made of both the desired 
and depolarized components. 

The clear-day polarization discrimination of the system is better 
than 32 dB. In view of the ambiguities 6 associated with measuring cross 
polarization below - 32 dB, none of the data below - 32 dB are 
included. 

The total data obtained from the circularly polarized system are 
shown in Fig. 1 where the depolarized component (the field measured in 
the undesired sense) is plotted as a function of the rain-induced at­
tenuation. One can see that rain has a strong depolarizing effect. For 
example, the very deep rain-induced attenuations of 39-40 dB have 

* The switching rate is 17 Hz; this is much faster than the changes in at.t.enuat.ion 
produced by rain. 
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Fig. I-Data on circular polarization from June 1, 1972, through January 24, 1973. 
Depolarized component plotted as a function of rain-induced attenuation. 

depolarized components that are only 9-15 dB below that level. The 
curve shown in Fig. 1 is an estimate of the median of the data. From the 
figure, we observe, for example, that a rain-induced fade of 20 dB has 
associated with it a depolarized component with a median value of the 
order of -15 dB. Likewise, for a modest rain-induced fade of 10 dB, 
the median value of the depolarized component is about 23 dB below 
that level. 

From measured data at 18 GHz it is concluded that there are serious 
polarization discrimination problems for circular polarization during 
periods of rain. However, circular depolarization should not be as 
serious for frequencies of 60 G Hz and higher, since at these frequencies 
the small raindrops have the strongest effect on transmission, and these 
small drops tend to be spherical rather than oblate. Measurements not 
discussed here show by comparison that the attenuation of circularly 
polarized waves by rain lies between that for horizontally and vertically 
polarized waves. 7 
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Attenuation Through the Clear Atmosphere at 30, 19, 
and 13 GHz for Low Elevation Angles 

By PAUL S. HENRY 
(Manuscript received February 21, 1973) 

I. INTRODUCTION 

Synchronous satellite service for Alaska, and possibly other places, 
requires that ground station antennas point at low elevation angles. 
For example, from Point Barrow (71°N, 155°W), such a satellite would 
never be more than 11 degrees above the horizon, and for satellite 
longitudes 45 degrees east or west of Point Barrow, the elevation is only 
5 degrees. At such low angles, the attenuation of a nominally clear 
atmosphere is significant in the 18- and 30-GHz bands of proposed 
domestic satellite systems. There are also satellite bands near 13 GHz, 
where the attenuation is expected to be somewhat lower. Predictions 
of this attenuation have been made,l but as a check direct measure­
ments have been obtained with the Crawford Hill Sun Tracker as re­
ported below. 

II. APPARATUS AND PROCEDURE 

The experimental setup, described in detail elsewhere,2 is briefly 
this: the antenna temperatures of the sun and a nearby patch of sky 
are compared by means of a radiometer. The temperature difference, 
!!:.T, is related to the excess attenuation above the solar noon value, 
A, by the formula 

A (dB) = 10 log [!!:.T / !!:.To], (1) 

where !!:.To is the antenna temperature difference at solar noon on a 
clear day. As the antenna follows the setting sun, attenuation as a 
function of elevation angle is measured directly. 
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The measured attenuations are increases above the noontime value. 
Thus the absolute attenuation is the measured value plus the atmo­
spheric attenuation at noon; the latter has been estimated to be 0.3, 
0.3, and 0.1 dB at 30,19, and 13 GHZ.l For the remainder of this paper, 
quoted attenuations are referred to noontime as the zero of attenuation. 

A small correction must be applied to the Sun Tracker raw data to 
account for different antenna temperatures in the "sun" and "sky" 
positions due to differences in atmospheric radiation. This correction 
is readily determined by measuring ~T for low elevation angles of the 
antenna beam, while the sun is high in the sky and thus out of the 
beam. The magnitude of the correction is less than 3 percent of the 
measured attenuation in dB for elevations of 5 degrees or greater. 
Below 5 degrees, the correction rises to a maximum of 8 percent at 
3 degrees elevation. 

III. DATA 

The measured attenuations, corrected as described above, are shown 
as a function of elevation angle in Fig. 1. The data, collected during 
four sunsets in August 1972, are shown as bars spanning the full range 
of the values observed. During the measurements the absolute surface 
humidity was about 12.5 gm/m3, which is typical of summertime New 
Jersey. The curves through the bars represent the average behavior 
of the data. At 5-degree and 10-degree elevations are indicated the 
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FIG. 2-Attenuation vs elevation angle, humid weather (August 7, 1972, humidity 
23 grn/rn3). 

attenuation predictions of Hogg, normalized to zero dB at noon. Also 
shown for the 30-GHz attenuation are the points corresponding to a 
cosec 8 law, normalized to agree with observation at 10 degrees and 
12 degrees. 

Figure 2 is a plot of measured attenuation versus elevation for very 
humid air. These measurements were made on August 7, 1972, shortly 
after a rainstorm when the atmosphere had cleared. The surface hu­
midity was 23 gm/m3 at the time of observation. For comparison, the 
curves from Fig. 1 also are shown. The increased attenuation is clearly 
visible. Even larger attenuations are possible. Hogg and Semplak3 have 
calculated that very humid weather can result in attenuations more 
than double those shown in Fig. 2. 

IV. EXTRAPOLATION TO OTHER ATMOSPHERIC CONDITIONS 

The atmospheric attenuation is due primarily to oxygen and water 
vapor. In summertime New Jersey, the fraction of the total attenua­
tion attributable to water vapor is roughly 50, 75, and 50 percent at 
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30, 19, and 13 GHz, respectively.! Thus one can convert attenuations 
measured at one humidity to values corresponding to a different water 
vapor content. For example, we can predict the attenuations that 
should have been observed under the conditions of Fig. 2 (23 gm/m3) 
by doubling (very nearly) the contributions due to water vapor in 
Fig. 1 (12.5 gm/m3). This simple extrapolation rule predicts the ob­
served attenuation to an accuracy of 10 to 15 percent. 

Compared with New Jersey, the Point Barrow atmosphere contains 
essentially no water. In winter the humidity is 0.5 gm/m3 and in 
summer 5 gm/m3.4 Therefore, a first approximation for conversion of 
the attenuations of Fig. 1 to Alaskan conditions consists in neglecting 
the water vapor entirely and simply reducing the observed attenua­
tions by 50, 75, and 50 percent at 30, 19, and 13 GHz. 

V. ERRORS 

There are two main sources of systematic error. The first is occul­
tation of the setting sun by objects near the horizon. At the Crawford 
Hill location the Sun Tracker has a clear view down to about 3 degrees 
elevation. The second error is an increase in antenna beamwidth in the 
vertical plane due to the gradient of atmospheric refraction within the 
antenna beam. 5 The forward gain of the antenna is thus reduced, re­
sulting in an apparent increase in attenuation. The magnitude of this 
effect depends on the size of the source being observed. A "point" 
source, such as a synchronous satellite, would show an attenuation 
about 0.1 dB above the values reported here. 

Strictly speaking, the points calculated by Hogg shown in Fig. 1 
should not be compared directly with the data. Although the attenua­
tion at solar noon has been subtracted from them (they are normalized 
to 0 dB at noon), they still do not correspond to the conditions of this 
experiment. Hogg assumed a humidity of 10 gm/m3-a value 20 percent 
below the prevailing humidity during the observations. A rough 
correction to Hogg's values would involve scaling his attenuations 
(in dB) up by 10, 15, and 10 percent at 30, 19, and 13 GHz. 

Fluctuations in the data are attributable to three sources: (i) error 
in reading attenuations on the chart recorder, (ii) error in reading the 
time on the chart, and (iii) changes in humidity over the course of the 
observations. The first-mentioned error, called oA below, is estimated 
to be about 0.2 dB rms, one-fifth of the smallest chart division. The 
timing error is significant because it leads to an uncertainty in the 
elevation angle, 00 below, at which a particular measurement was made. 



ATTENUATION OF A CLEAR ATMOSPHERE 1035 

A reasonable estimate for this error is 1 minute rms, which means oe is 
0.25 degree. Finally, the diurnal changes in humidity, 0:, were about 
20 percent. All these errors add in quadrature to give a resultant over­
all error estimate 

(2) 

where S is the slope of the attenuation versus elevation angle curve 
(see Fig. 1), f is the fraction of the attenuation due to water vapor, 
and A is the measured attenuation. The errors represented by the 
three terms of eq. (2) are of comparable magnitude. Thus the noise in 
the data must be ascribed to both instrumental and "external" sources. 

The rms fluctuations predicted by eq. (2) can be compared with the 
observed scatter in the measurements at various frequencies and 
angles. Typically the two differ by only 0.2 to 0.3 dB, indicating that 
the stochastic processes operating in this experiment are reasonably 
well understood. 

VI. CONCLUSIONS 

The 13-, 19-, and 30-GHz attenuation of a clear atmosphere at low 
elevation angles has been measured by the Crawford Hill Sun Tracker. 
The results are in good agreement with predictions. Extrapolation of 
the measurements to Alaskan conditions yields attenuations sub­
stantially below those measured in New Jersey. A significant improve­
ment in the measurements using the Crawford Hill Sun Tracker can 
be made only under conditions of reduced and/or more stable atmo­
spheric water vapor content. 
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