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Fig. 2-Step-size histograms (B = 3, C = 0.5, N = 10,000). 
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In fact, if N is sufficiently large, the value of .1sTART is entirely 
academic in the study of adaptive quantizers. See the step-size histo­
grams in Fig. 2, for example. Notice how they are independent of 
.1sTART, except for the fiat tails representing transient values of .1. 

In adaptive quantization, a suitable mUltiplier function for a given 
signal should provide a compromise between quickness of response [as 
measured by the magnitude of (9) for small values of N and bad values 
of .1sTARTJ and satisfactory steady-state performance [as measured by 
the magnitude of (9) for large values of N and values of .1sTART close 
to .1oPT]. With these opposing factors in mind, we define an average 
performance index 

6 1 
SNRAVE = 20 LN L SNR(N, .1sTART) 

dSTART 

for values of N = 10, 100, 1000, and 10,000, and 

.1sTART = [ �1�~� , .k ' 1, �~�,� 10 ] .1oPT. 

(11) 

The target values of Nand .1sTART above have been chosen with the 
following factors in mind: 

(i) First, as mentioned earlier, infinitesimally small ranges of 
values (for example, .1sTART �~� .1oPT; any N) are uninteresting 
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because they can result in M OPT values arbitrarily close to the 
trivial value of unity. 

(ii) On the other hand, overly wide ranges of parameters which 
include combinations like (N = 1, ~START = 104~oPT) reflect 
pathological situations and lead to multiplier specifications that 
tend to be quite uncorrelated with the statistical nature of the 
signal being quantized. 

(iii) As long as the extreme situations in (i) and (ii) are avoided, it 
has been found that MOPT values are not overly sensitive to the 
actual N and ~START values employed in the performance crite­
rion (11), but depend mainly on the statistics of the signal being 
encoded. In fact, optimal multipliers in this case are merely the 
best multipliers in a variance-estimating problem (see the 
theory for C = 0 in Section III) that includes neither N nor 
~START as a significant parameter. 

(iv) With the aforementioned factors in mind, the specific values 
of N and ~START in (11) were selected to have the following 
significance for a typical application such as speech quantiza­
tion. First, the 40-dB range for ~START reflects an extent of 
uncertainty (about signal power) which is reasonably charac­
teristic of telephone conversation. 7 Second, when one considers 
Nyquist-sampled speech for applications like adaptive PCM or 
adaptive DPCM,1 the values of N in (11) correspond at the 
lower end to about 1 millisecond of speech, and at the higher 
end to about 1 second of speech. This range clearly includes the 
range of durations that one may associate with "steady-state" 
or "stationary" segments in the acoustic waveform. In fact, if 
one considers phoneme durations, values of N in the range 100 
to 5000 seem to provide an adequate model. It is our contention 
that by using N values of this type in an index of performance 
such as (11), we can very usefully assess M-functions for 
quantizing locally stationary signals such as speech, even when 
simulating the quantizer with a (standard and easily dupli­
cated) stationary Gaussian input. Actually, however, we have 
carried out completely independent simulations with real speceh 
signals as well (Section IV), and the results of this section are 
directed toward the quantization of Gaussian inputs as such. 

2.2 Multiplier Functions for B = 2, C = 0 

Table I illustrates the nature of the SNR function (9) for two 
multiplier functions in a 2-bit quantizer. The first multiplier function 
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TABLE I-ExAMPLE OF SNR FUNCTIONS FOR B = 2, C = 0 
(ENTRIES IN dB) 

Values of N 

20 log ( L1START) 
L10PT 

10 100 1000 10,000 

M! = 0.8 M2 = 1.6 

-20 6.4 7.2 7.4 7.3 
-10 10.5 8.9 7.9 7.3 

0 9.7 8.3 7.6 7.3 
10 5.8 7.2 7.4 7.2 
20 -5.9 4.2 7.1 7.3 

M! = 0.98 M2 = 1.04 

-20 1.6 3.8 8.4 9.1 
-10 5.2 5.8 8.9 9.2 

0 10.7 8.0 9.4 9.2 
10 0.0 5.9 9.0 9.2 
20 -13.2 -5.0 3.5 8.1 

shows quicker response (better SNR values forN = 10 and 100), while 
the second function achieves a better asymptotic value of SNR (at 
N = 10,000). Obviously, the poor asymptotic performance of the first 
M-function is due to overly abrupt step-size oscillations in the "steady­
state," while the inferior performance of the second .Ll1-function for 
small N is due to sluggish adaptations of ~ when ~START is suboptimal. 

Table II compares several M-functions* for a 2-bit quantizer on the 
basis of (11). The functions included represent a subset of many more 
functions which were simulated and compared on the basis of SNRAVE • 

The best value of 6.8 dB has been noted for M ~ = 0.80, M 2 = 1.60, 
although this function provides a clearly nonmaximal asymptotic per­
formance (Table I). The first five functions in Table II also satisfy 

TABLE II-COMPARISON OF MULTIPLIER FUNCTIONS (B = 2, C = 0) 

ill! M2 SNRAVE (dB) 

0.71 2.00 5.9 
0.80 1.60 6.8 
0.90 1.20 6.5 
0.95 1.10 6.1 
0.98 1.04 5.3 

0.95 1.20 5.9 
0.50 2.00 5.8 
0.90 1.10 5.2 

* Whenever there is no scope for confusion, we shall use the symbols M I , M 2, M 3, 

and M4 instead of Mr(l), Mr(3), M r(5), and Mr(7). 
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the interesting constraint suggested by Goodman:11 

(12) 

where PI ~ 0.67 and P 2 ~ 0.33 are the probabilities of inner- and 
outer-slot occupancy in a nonadaptive quantizer with an optimal 
~OPT for the Gaussian input. Goodman conjectures that the prob­
abilities of using M 1 and M 2 in a well-designed adaptive quantizer 
should indeed be equal to the parameters PI and P 2 of the nonadaptive 
quantizer. A constraint of the form (12) then represents a stability 
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criterion which specifies that the random step-size ~r neither grows out 
of bounds, independently of the input, nor decays to infinitesimal 
values. This criterion has been discussed earlier in the context of 
adaptive delta modulation with a I-bit memory.6 

The desirability of constraint (12) on step-size multipliers is also 
demonstrated by the step-size histograms in Fig. 3. The multiplier 
pairs (0.9, 1.2) and (0.71, 2.0) satisfy constraint (12), and the corre­
sponding histograms have the desirable property that they are centered 
on ~OPT although they have different dispersions (suggesting differences 
in quickness of response and steady-state performance). The function 
(0.9, 1.10), on the other hand, produces a histogram whose mode is 
clearly displaced from ~OPT. This suggests that (0.9, 1.10) falls in a 
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TABLE III-SNR FUNCTION FOR Ml = 0.90, M2 = 0.90, Ma = 1.25, 
M4 = 1.75 (B = 3, C = 0, ENTRIES IN dB) 

20 log (LlSTART) 
Values of N 

LlOPT 10 100 1000 10,000 

-20 11.9 11.2 12.7 12.7 
-10 14.5 11.8 12.6 12.7 

0 15.7 11.2 12.9 12.7 
+10 11.8 11.6 12.5 12.7 
+20 -1.6 8.7 12.3 12.7 

class of inefficient multiplier functions; this is attributed to the fact 
that the function (0.9, 1.10) clearly violates requirement (12) above.l1 

Finally, in Fig. 4, we show SNR (6) as a function of N for a fixed 
value of ilSTART, and for different M-functions. It is once again ap­
parent that the adaptation function (0.8, 1.6) provides an attractive 
combination of responsiveness and asymptotic performance for B = 2. 

2.3 Multiplier Functions for B = 3, C = 0 

Table III demonstrates the nature of the SNR function (9) for 
B = 3 and a specific multiplier function. Table IV uses the performance 
criterion (11) to show the efficiency of this multiplier function (0.9, 
0.9, 1.25, 1.75). As in the 2-bit example, the M-functions in Table IV 
are only a subset of a much larger set of M -functions which were 
simulated and compared on the basis of SNRAVE • We have only 
included the most interesting functions from our search for maximum 
SNRAVE • The first three M-functions in Table IV satisfy a stability 
constraint analogous to (11): 

(13) 

It is interesting that the best function in Table IV belongs to the class 
of functions obeying (13). Notice also that the reduction of the number 
of distinct step-size multipliers (second row in Table IV) leads to a 

TABLE IV-COMPARISON OF MULTIPLIER FUNCTIONS (B = 3, C = 0) 

Ml M2 Ma M4 SNRAVE (dB) 

0.90 0.90 1.25 1.75 11.7 
0.90 1.00 1.00 1.75 11.4 

-------------.---------------------- ... ----------
0.5 1.0 1.0 2.0 9.6 
0.3 0.9 1.5 2.1 8.9 



0.5 

0.4 

>- 0.3 
I-
::J 
iii 
<t 
al 
o 
a::: 
c.. 0.2 

-

-

r-

r-

o. 1-

o 

ADAPTIVE QUANTIZATION 

:-----, 
i 

2 3 4 5 

SLOT NUMBER 

Fig. fj-Histogram of slot occupancies (B = 3, C = 0, N = 10,000). 

1131 

marginal decrease of SNRAvE • This tolerance to a reduction of the 
number of distinct multipliers does seem to extend, although in lesser 
measure, to larger values of B and to speech and picture signals. 

Finally, Fig. 5 shows a histogram of slot occupancies for the best 
M-function in Table IV. The number of quantizer slots or output 
levels is equal to four (neglecting signs), and the dotted fifth slot 
refers to the overload probability that has been accumulated into the 
fourth bar of the histogram. It is interesting that, despite step-size 
adaptations, the Gaussian nature of the input density function shows 
up in the histogram. The heights of the bars in Fig. 5 represent experi­
mental slot probabilities of 0.47, 0.30, 0.14, and 0.09. Notice again 
that, in the manner of (13) : 

0.9°.47.0.9°.30 ·1.250.14 .1.75°.09 = 0.994 :::: 1. (14) 

2.4 Comparison of Adaptive and Nonadaptive Quantizers 

Table V summarizes the nature of optimal multiplier functions for 
B = 2 and 3. These functions are obtained on the basis of criterion 
(11). Values of M are generally rounded, representing broad optima, 
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TABLE V-QUANTIZATION OF GAuss-MARKOV INPUTS [ENTRIES ARE 

SNR (10,000, ~OPT) VALUES IN dB] 

B C 0.00 0.50 0.99 

SNRNA 9 9 9 

2 SNRA 7 8 11 
M(I) 0.8 0.8 0.5 
M(2) 1.6 1.6 2.0 

SNRNA 14 14 14 
SNRA 13 13 16 

3 M(I) 0.90 0.90 0.30 
M(2) 0.90 0.90 0.90 
M(3) 1.25 1.25 1.50 
M(4) 1.75 1.75 2.10 

and the precision in the specification of M values may be as bad as 
±5 percent in some cases. 

To provide a fair comparison with optimal nonadaptive quantizers, 
the performance figure used in Table V is the asymptotic value (10). 
Formally, the notation used in the table is as follows: 

SNR = SNR(10,000, ~OPT). (15) 

The subscript A refers to the adaptive quantizer with step-size multi­
pliers optimized using (11), while the subscript NA refers to a non-

P(XrlXr-l ) 

/s~ 

o CX r-l 

Fig. 6-Conditional density function of quantizer input. 
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adaptive quantizer with constant step-size .10PT . The SNR values are 
in dB, and are rounded to the nearest integer. 

Note that negative values of C are not included in the table. The 
assumption of a symmetrical quantizer (Fig. 1) renders the quantizer 
design independent of the sign of C. Specifically, the quantizer input 
X r has a probability density function (conditioned to X r-l) that is 
sketched in Fig. 6; the optimum step-size is that which fits the 
quantizer to this density function in a way that minimizes the sum of 
overload error variance and granular error power. This optimum 
depends only on the disposition of the PDF in Fig. 6 and the magnitude 
of the nonzero mean, not the sign of it. 

Finally, Table V assumes that no constraints exist on the minimum 
and maximum values of step-size. Practical implementations will, of 
course, involve such constraints (see Fig. 8), as well as constraints on 
actual multiplier values. Significant conclusions from Table V are the 
following: 

(i) Except for C = 0.99, optimal multipliers are such that step-size 
decreases are always slower than step-size increases. The observation 
has been found to extend for B = 4 also and, as seen later (Section IV), 
to the quantization of speech and picture signals as well. 

The need for fast increases of step-size and slow decreases thereof 
may be physically explained as follows. Quantization errors during 
overload tend to be more harmful than those during granularity, in 
that the magnitude of granular error is restricted, by definition, to a 
half step-size, while no such simple constraint exists for an overload 
error. It is therefore reasonable to decrease step-sizes (relatively) 
slowly to avoid unduly small step-sizes leading to the harmful overload 
errors. The observation is obviously less significant for a coarser 
quantizer than for a finer quantizer because granular errors in the 
former are more comparable in magnitude to overload errors and 
hence more equally harmful. This is indeed reflected in Table V. Note 
that, for a given value of C, the disparity in rates of step-size increases 
and step-size decreases is least for the coarser quantizer (B = 2). 

There is an alternative explanation for (i) above, which also clarifies 
why the disparity between the speeds of step-size increase and step­
size decrease is less apparent for large values of C. Refer to the stability 
constraints (12) and (13), as discussed for the case of C = O. It turns 
out that in the uniform (nonadaptive) quantization of a Gaussian 
signal, the probability P 8 (8) is a monotonically decreasing function of 
s. It follows then, as seen in (12) and (13), that multipliers for step­
size decreases have greater probabilitip,fl of being employed, and hence 
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must lead to slower step-size changes each time they are actually used. 
Explicitly, for B = 2, (12) can be rewritten: 

fnM 2 PI 
fn(1j M 1) = P 2 • 

(16) 

Obviously, then, if PI > P 2, the step-size increase (as given by Jl1l 2) 

is faster than the step-size decrease (as given by .ill I) . 
The argument for nonzero values of C is very similar, except that 

the probabilities P s peculiar to a Gaussian probability density function 
should now be replaced by probabilities P s (C) that refer to the uniform 
quantization of the asymmetrical conditional PDF in Fig. 6. Ap­
parently, the probabilities Ps(C) are not monotonically decreasing for 
C = 0.99. This is why the requirement of relatively more rapid step-
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Fig. 7-Histogram of slot occupancies (B = 3, C = 0.99, N = 10,000). 
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size increases is waived for the example of C = 0.99 (while being still 
true for C = 0.5). 

Figure 7 shows a histogram of slot-occupancies for B = 3 and 
C = 0.99. Compare this non-monotonic PDF with the Gaussian histo­
gram for C = 0 (Fig. 5). In analogy with (13), the stability criterion 
associated with Fig. 7 is 

0.3°.070.9°.63 1.5°.212.1°.09 = 0.993 "-' 1. (17) 

Finally, it should be mentioned that the (relatively) slow step-size 
decreases in Table V are fast enough, in an absolute sense, for typical 
quantizer applications. For example, if M = 0.95, and a step-size 
decrease of 20 dB is needed for adaptation to an idle-channel situation 
in speech quantization, the time needed for such adaptation will be 
45 samples. For Nyquist-sampled speech, this is only about 5 ms. 

(ii) Although the quantization problem for C = 0.5 is qualitatively 
similar to that for C = 0.99 (Fig. 6), we note that results for C = 0.5 
(Table V) are nearly identical with those for C = O. The differences in 
M OPT values that are caused by a nonzero C = 0.5 were apparently 
too small to be detected in our finite search for best multipliers. 

(iii) Referring again to Table V, the best adaptive quantizers seem 
to have an SNR advantage over the nonadaptive scheme (working 
with an optimal step-size) only for very highly correlated inputs. In 
fact, in many instances, the SNR gain resulting from adaptation is 
seen to be negative (due, evidently, to overly abrupt manipulations of 
step-size) . 

The reason for using an adaptive quantizer in these situations is 
only to facilitate quantizations with much less knowledge of the input­
equivalently, with much less knowledge of LloPT than is necessary for 
an equivalent performance in the nonadaptive case. In other words, 
step-size adaptions increase the dynamic range of the quantizer and 
enable it to handle inputs with large amplitude variations, such as 
nonstationary signals. 

The above idea has already been demonstrated by the asymptotic 
SNR values in Tables I and III. To provide a more application­
oriented illustration, we undertook two extensions of our computer 
simulation. These experiments employed B = 4, C = 0.5, and the fol­
lowing multiplier function: 

(0.90, 0.90, 0.95, 1.0, 1.2, 1.5, 1.8, 2.1). (18) 

Finite step-size dictionaries were used, determined by maximum and 
minimum step-sizes LlMAX and LlMIN. The starting step-size was set 
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equal to ~OPT, subject, however, to modification because of the con­
straints ~MAX and ~MIN. 

In the first of these extensions, the step-size dictionary had the 
characteriza tion 

(19) 

(20) 

and the quantizer performance was studied in terms of SNR (10,000, 
~OPT) as a function of R. It was reassuring to note that the SNR was 
constant to within 1 dB for sample values of R in the range 1 to 
<Xl-due, no doubt, to the safe design feature (19). In fact, a maximum 
SNR was noted for a noninfinite value of R. 

In a more revealing second experiment, the quantizer was "centered" 
at a value ~MID not necessarily equal to ~OPT: 

(21) 

and the performance was measured as a function of ~MID for values of 
R(20) equal to 1, 10, and 100. Note that R = 1 refers to the non­
adaptive case. 

Figure 8 plots these results. The monotonic improvement of dynamic 

-40 -20 

SNR(dB) 

30 
N=10,OOO 

20 

o 
(NONADAPTIVE QUANTIZER) 

-10 

o 

20 LOGlO( ~MID ) 
~OPT 

20 

Fig. 8-Companding characteristics (B = 4, C = 0.5). 

40 



ADAPTIVE QUANTIZATION 1137 

range with increasing R is apparent. It is expected1 that practical 
quantizers can be designed with values of R equal to 100 or more. 

III. THEORETICAL DERIVATION OF OPTUfAL MULTIPLIERS 

In this section, we shall regard the adaptive quantization problem 
as one of learning signal variance. In other words, the problem of 
determining an optimum instantaneous step-size .1 r is regarded as 
being tantamount to that of finding the best estimate at time r of 
the conditional standard deviation Sr of the quantizer input; and of 
setting .1 r proportional to this estimate: 

.1?PT = K (B) ·5r (.1 r- 1, P r-l) • (22) 

3.1 Case of C = 0 

The constant K is an obvious function of the number of quantizer 
levels and, hence, of B. For the problem of uniform quantization of a 
zero-mean Gaussian signal, Max's Table Ipa specifies the following 
values for K (B) :* 

K(1) = 1.596, 

K (3) = 0.586, 

K(2) = 0.996, 

K(4) = 0.335. 
(23) 

The dependence of 5r on .1 r- 1 and P r-l (22) is, of course, characteristic 
of an adaptation strategy which uses a I-word memory. 

We now propose that the variance of X r be estimated as the average 
of the squares of (i) X r- 1, the most recent quantizer input, and (ii) 
5r - 1, the most recent estimate of S. In other words, let 

5~ = ! (X;-l + 5;-1) . t (24) 
We next recall the identity 

X Y E Pr- 1.1r- 1 E r-l = r-l - 'r-l = 2 - r-l, (25) 

where E r- 1 is the quantization error. Furthermore, by virtue of the 
basic algorithm (22), we suggest that 

5;-1 = .1;-d K2 (26) 

Let us use (25) and (26) in (24) and set the resulting value of 5r in 
(22) . We obtain, after some algebra: 

(.1?PT / .1 r_1)2 = ~2 [ P~-l + ~2 + .1Ll (E;-l - E r- 1.1 r- 1P r-l) J. (27) 

* These K values are relevant for C = 0 because, in this case, the conditional 
density function (Fig. 6) is indeed zero-mean Gaussian. 

t In general, one may consider a weighted average of the type UX2 + vs2• The 
case of u = 0 will be appropriate for "steady-state" operation, and the use of v = 0 
will be appropriate for a "transient" situation. The need for time-invariant step-size 
multipliers suggests a compromise design characterized by a weighting of the type 
1), = v = 0.5. 
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E r-1 is an unknown random variable, but the following can be said 
about its role in (27): 

First, the E;-1 term is significant only for the last quantizer slot in 
which, due to possible overload, E;-1 can be arbitrarily large. Further­
more, for this end slot the -Er-16.r-1Pr-1 term tends to be positive. 
Notice, from definition (25), E is negative in overload when P is 
positive and vice versa. 

For the remaining quantizer slots, E;-1 is again positive but no 
longer significant, and - E r-l6.r- 1P r-1 is expected to be negligible as 
well, on the average. This is by virtue of the uniform PDF approxi­
mation for granular errors 

peE) = 1/6.; 
6. 6. 

- "2 < E gran < "2 (28) 

and a consequent decorrelation of output P 6. and error E. 
The optimum multiplier function [square root of (27) ] can therefore 

be expressed in the form 

M OPT _ [1 K2 2 ] ! 2 ( 1 PI) . r - '2 + 8 P r-l + 0 r-l, e = 0; (29) 

where 02 is a positive correction term that is significant only for the 
end slot: 

(30) 

Table VI compares the M values from (29) with those from the 
simulation in Section II. 

3.2 Comparison With Stroh's Adaptation Logic (C = 0) 

Consider, in place of (24), a simpler variance estimation of the 
type considered by Stroh :2 

(31) 

This results in, by virtue of (25), (22), and arguments similar to those 
at the end of the previous paragraph, a multiplier function of the form 

K 
M r = "2 1 P r-1 1 + 02 

( 1 P r-11 ) ; 
(32) 

02 
( 1 P r-11) ""' 0 if 1 P r-11 ¢ 2B - 1. 

Table VI lists values of M?PT (29), M r (32), and the experimental 
optima M EXP from Table V. Values of K have been taken from (23). 

Notice how M?PT provides a better specification of optimal multi-
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TABLE VI -COMPARISON OF MULTIPLIER FUNCTIONS 

B = 2 B = 3 

Mr MOPT 
T MEXP IPr-ll Mr M?PT 

0.50 0.79 0.80 1 0.29 0.75 
1.50 + 02 1.27 + 02 1.60 2 0.87 0.94 

3 1,45 1.26 
4 2.00 + 02 1.61 + 02 

1139 

0.90 
0.90 
1.25 
1.75 

pliers than does Mr. Furthermore, as B increases, the constant K 
approaches zero and the theoretical multiplier functions for the inner­
most slot (P r- 1 = ±1) have the following limiting behavior: 

lim M r (l) = 0 (33) 
B-+oo 

lim M?PT(I) = "1/2 = 0.71. (34) 
B-+oo 

Simulations with B = 4 and 5 have verified that the trend in (34) 
is indeed more realistic than that in (33). 

It should be mentioned that the adaptation strategy (31) is only 
the simplest case of Stroh's2 method which has a general variance 
estimator of the form 

A2 1 n 2 
Sr.n = - L X r- u. 

n u=l 
(35) 

It is interesting, nevertheless, that for the same length (n = 1 or 
one-word) of quantizer memory, our adaptation rule specifies better 
step-size multipliers, as seen in Table V. In fact, the use of M?PT 
yields for (B = 3, C = 0), an SNR (for Gaussian signals) which is 
better than what Stroh reports for n = 2 (10 dB; N = 2500) in his 
Fig. 3.3. With the experimentally optimized M-function (Table V), we 
indeed do significantly better and the SNR value of 12.7 dB for this 
case is equivalent to n = 6 in Stroh's logic and falls short of the 
optimum (n = 00 in Stroh) by not much more than 1 dB. 

The efficiency of our logic is clearly attributable to the way we 
exploit quantizer memory, namely, in terms of P and .1, rather than 
in terms of the product of the two quantities (the quantizer output Y 
used by Stroh). Physically, the use of PLl for adaptation seems to 
wipe out some of the "overload" and "underload" cues that an indi­
vidual knowledge of P and .1 preserves. 
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TABLE VII-COMPARISON OF THEORETICAL (M?PT) AND EXPERI­

MENTAL (M~XP, IN PARENTHESES) MULTIPLIERS 

B C 0 0.99 

2 M(l) 0.79(0.8) 0.5(0.5) 
M(2) [1.27 + 02J (1.6) [1.5 + 02J(2.0) 

M(1) 0.75(0.9) 0.25(0.3) 

3 M(2) 0.94(0.9) 0.75(0.9) 
M(3) 1.26(1.25) 1.25(1.5) 
M(4) [1.61 + 02J (1. 75) [1.75 + 02J(2.1) 

3.3 Case of C ~ 1 

When the adjacent signal correlation C approaches unity, the con­
ditional PDF (probability density function) of X r approaches a 
Gaussian spike centered at CX r- 1 (Fig. 6). The width of the spike 
is proportional to the square root of (1 - C2), and therefore approaches 
zero irrespective of the value of signal variance S. The adaptive 
quantization problem is no longer one of variance estimation. It will 
consist, instead, in a "fool-proof" strategy of the following type: 
Select a step-size Ar such that the PDF spike at CX;-1 falls right in 
the middle of the positive (or negative) half of the quantizer range, 
assuming that CXr - 1 is positive (or negative). If we recall that a 
B-bit quantizer has a half-range width equal to 2B - 1A, we see the 
requirement (assuming positive quantities throughout) is: 

2B - 1A r 
CXr - 1 = -2-; C---71. (36) 

The logic clearly provides simultaneous protection against both over­
load and underload. Utilizing the estimate of X r - 1 (25) in (36), we 
obtain the condition 

C [
Pr-lAr-l - E ] = 2B - 2A . 2 r-l r, C---71. (37) 

Equivalently, with usual assumptions on the quantization error E r- 1, 

1· MOPT = ~ = IPr
-

1
! + ~2(IP I) 1m r A 2B - 1 U r-l 

C -+1 ~r-l (38) 

02 ( 1 P r-l I) "" 0 if P r-l ~ 2B - 1. 

* See the spike in the histogram of Fig. 7. 
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3.4 Comparison with Simulation Results 

Results for a general value of C (0 < C < 1) can in principle be 
attempted on the basis of a general PDF such as Fig. 6. However, 
tractable derivations seem to require too many simplifying assumptions 
to make the theory worthwhile, especially in view of the observation 
(Table V) that the correlation becomes significant only if C ~ 1. We 
therefore conclude this section by merely listing, in Table VII, theo­
retical step-size multipliers for C = ° and 0.99 [from (29) and (38) ] 
together with the experimentally optimized multipliers from Section II. 

IV. QUANTIZER SIMULATIONS WITH SPEECH AND PICTURE SIGNALS 

In this section, we present results from computer simulations of the 
adaptive quantizer with speech and picture inputs. 

The results in Table VIII refer to a low-pass-filtered speech signal 
(about a second long), and a single frame of picture input (the face of 
Karen in Picturephone® format 6). Listed are step-size multipliers found, 
by search procedure, to maximize an asymptotic SNR (10) as measured 
over the entire length (N)> 10,000) of the input sequences. 
The following observations are of interest: 

(i) The signal PDF seems to have a significant effect (presum­
ably through overload statistics and the end-slot correction 
02( ! P r-l!) of Section III) on the largest step-size multiplier. 
Note the value of M 4 for picture input. 

TABLE VIII-STEP-SIZE MULTIPLIERS FOR ILLUSTRATIVE SPEECH AND 
PICTURE SIGNALS (ENTRIES IN PARENTHESES REFER TO PICTURES) 

B~der 
Type PCM DPCM 

2 0.6,2.2 0.8, 1.6 

3 0.85, 1, 1, 1.5 0.9, 0.9, 1.25, 1.75 
(0.9, 0.95, 1.5, 2.5) (0.9, 0.95, 1.5, 2.75) 

4 0.8, 0.8, 0.8, 0.8, 0.9, 0.9, 0.9, 0.9, 
1.2, 1.6, 2.0, 2.4 1.2, 1.6, 2.0, 2.4 

5 0.85, 0.85, 0.85, 0.85, 0.9, 0.9, 0.9, 0.9, 
0.85, 0.85, 0.85, 0.85, 

I 

0.95, 0.95, 0.95, 0.95, 
1.2, 1.4, 1.6, 1.8, 1.2, 1.5, 1.8, 2.1, 
2.0, 2.2, 2.4, 2.6 2.4, 2.7, 3.0, 3.3 
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3 

o 

Fig. 9-Desirable form of the multiplier function M for the adaptive quantization 
of speech signals (B > 2) and first-order Gauss-Markov signals which are not highly 
correlated (say, C » 0.5). 

(ii) Differentiation has the effect of decreasing adjacent sample 
correlation. This seems to explain differences in multipliers as 
applied to PCM and differential PCM quantizers for speech. 
Note that the effect is most pronounced for B = 2. 

(iii) Although the input signals are not first-order Markovian, the 
multipliers have the earlier-mentioned property that step-size 
increases are relatively more rapid than step-size decreases. 
Refer to the general diagram in Fig. 9. 
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TABLE IX-COMPARISON OF SPEECH QUANTIZERS 
(ENTRIES ARE SNR VALUES IN dB) 

B 

2 
3 
4 

Logarithmic 
PCM with 

,a-law 
Quan tiza tion 

3 
8 

15 

Adaptive 
PCM with 

Uniform 
Quantization 

9 
15 
19 

Adaptive Adaptive 
DPCM with DPCM with 

Uniform Nonuniform 
Quan tiza tion Quan tiza tion 

13 12 
18 18 
22 24 

It may be mentioned that in each of the above simulations, the 
adaptive techniques also registered an SNR gain of 2 to 4 dB over 
optimized nonadaptive quantizers. Table IX shows some results per­
taining to a band-pass-filtered speech sample. These results were 
obtained from an independent experiment on coder assessment. 12 The 
adaptive quantizers (APCM, ADPCM) used the multipliers of Table 
VIII*, and the nonuniform quantizer characteristics employed in 
adaptive DPCM are those recommended by Paez and GlissonY 
Finally, the log-PCM used a J..t = 100,7 and the adaptive quantizers used 
a maximum-to-minimum-step-size ratio of 100. 

Notice from the table that adaptive quantization, as incorporated 
into PCM, has the potential of outperforming the conventional 
technique of logarithmic companding. Evidently the advantages over 
log-PCM are even more impressive in ADPCM, and a companion 
paper will discuss, at length, the use of 3-bit and 4-bit adaptive 
quantizers in the DPCM coding of speech.! 
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This paper discusses a heuristic solution procedure for a combinatorial 
optimization problem that originates in designing signal constellations 
for modems. ' 

The design problem is to place m signals in a two-dimensional space 
to minimize the average error rate under specified noise conditions, using 
a maximum-likelihood decoding scheme. Intuitively, it amounts (roughly) 
to spreading the signal points as far apart as possible, according to the 
distance measurement implied by the noise function. 

We show how this problem can be reduced to a discrete one: Given an 
t by n matrix P, and m < t, find an m-row subset M = {iI, ... , i m } of 
the rows of P that maximizes 

n 

L max Pij, 
j=l iEM 

and then describe an efficient procedure for finding this maximizing set. 
Experiments indicate that the procedure is a useful tool, both for 

analysis of existing and proposed signal constellations and for finding 
new, near-optimum ones. 

1. THE PHYSICAL PROBLEM 

This paper discusses a heuristic procedure for solving a combinatorial 
optimization problem that arises in designing signal constellations for 
modems. The solution method is also applicable to the covering 
problem; we will discuss this at the end of this section. 

The underlying physical problem is the following: A digital signal 
s is to be sent through a noisy channel. In general, s may take on only 
a finite number, m, of distinct values. (In practice, m will be a power 
of 2.) Since the transmission line is an analog device, any specific s 
value is encoded for transmission by modulating a carrier wave for a 
period of time. For instance, s might take on only the two values 0 and 

1145 
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1, in which case the modulation might be to send either of two ampli­
tudes (amplitude modulation) or to send either of two frequencies 
(frequency modulation). 

The modulation considered here is more complex: A specific value 
of s will be encoded as 

get) [a sin wet + b cos wet], 

where We is the carrier frequency, g is an appropriate pulse shape, and 
a and b are the amplitudes of the sine and cosine components. 

The signal s is quantized into one of m levels; for each level, there is 
a corresponding a and b, so there are m different (a, b) pairs. 

The received signal, as always, is corrupted by noise, so a sample 
value sent as (a, b) is received as (a', b' ). At the receiver, a decoder 
processes this corrupted (a', b' ) and attempts, according to some 
criterion for minimizing the error rate, to reconstruct the (a, b) which 
was sent originally. 

The design question is: What (a, b) pairs should be chosen to 
minimize the error rate for this decoding process? 

In the version of the problem we solve, the main constraint is that 
a2 + b2 is bounded for all (a, b) pairs, which implies that peak signal 
power is bounded. A related but more difficult problem requires that 
the average of a2 + b2 over the (a, b) pairs is constant; this corresponds 
to a bound on average power. We discuss this problem in Section VII. 

The combinatorial optimization problem is a discrete version of this 
design question. Let us replace the continuum of points that could 
represent (a, b) values (everything inside the circle a2 + b2 = 1) by f 
discrete points, spread more or less uniformly throughout the region. 
We call these "allowable" signal values. Since the noise may add to the 
received amplitude, the received signal can in fact be outside this 
circle. Let us define additional n - f discrete points to represent the ad­
ditional possible received signals that lie outside the circle a2 + b2 = 1. 

N ow define an f by n matrix P = {Pij} by 

Pij = probability that, if signal i were sent, it would be 
received as (discrete) point j 

i = 1, ... ,f, j = 1, ... , n. 

Suppose for convenience that the chosen signal values are points 1 to 
m (i.e., rows 1 through m of P). The decoding procedure to be used is 
simply this: If j is the received signal, it is decoded as that i in 1, ... , m 
for which Pi; is maximum. If 1, ... , m have equal a priori probabilities, 
this procedure minimizes the error probability. 
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The probability that a particular signal i is decoded correctly is the 
probability that it falls into a column j where it is the largest entry. 
The probability of correct decoding using any particular set of m rows 
of P is thus the sum of the column maximum elements in those m 
rows (divided by m). The problem (at last) is to find those m rows that 
maximize this probability; these will be the signals used. More for­
mally, find an m-row subset M = {iI, ... ,im } of the rows of P that 
maximizes 

n 

V M = L max Pij. 
i=I iEM 

We call V M the value of the subset M. 
In the physical problem, m < t < n; as an abstract problem, the 

latter inequality is unnecessary. 
Note that the algorithm we will present is essentially insensitive to 

the characteristics of the matrix P. In practice, this means, for example, 
that any noise characteristics can be treated effectively. This includes 
not only the classical additive white noise, but also phase and ampli­
tude jitter components. 

As an example of a matrix with quite different characteristics, 
suppose P has entries which are either 0 or 1. A covering problem is 
"Find a minimum set of rows of P such that these rows together con­
tain a 1 in each column of P." We can use our heuristic procedure to 
find approximate solutions for the covering problem as follows: Find 
a maximum value solution of the original problem, using m rows. If 
the value is less than the number of columns of P, increase m; if it 
equals the number of columns, decrease m. Find a new solution with 
the new m. The smallest value of m for which the value equals the 
number of columns is a minimum cover of P. 

II. A HEURISTIC PROCEDURE 

The process is based on iterative improvement of random initial 
solutions. A random set of m rows is chosen from the t possible rows. 
(In practice, of course, we can also let the procedure try to improve 
on a specific initial set.) We augment the m initial rows by one row 
chosen from the t - m unused rows, giving us m + 1 rows. We then 
compute which of these m + 1 rows contributes the least to the value 
of the set and remove it. (The row removed might well be the row 
added.) We then move to the next row in the unused ones and add it 
to the current m rows. The process terminates when all the t - m 
currently unused rows have been examined without finding a profitable 
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replacement. This defines a local optimum solution. We then iterate 
the entire procedure from a new random start. 

The resulting solutions are "I-opt" in the sense of Reference I-that 
is, no exchange of a single pair of rows can improve the solution. 
Although I-opt procedures are among the weaker heuristics, the 
results are quite acceptable, as we shall see in the next section. 

The process is very fast which counteracts the lower effectiveness 
of I-opting: a 100 by 100 problem takes about one second on the 
Honeywell 6070 (in FORTRAN A). The run time for dense matrices 
is essentially proportional to tn and independent of m. For sparse 
matrices (the situation that occurs in practice), the run time varies 
only with the number of non-zero elements, which for real problems 
is proportional to tn. 

The process is fast, partly because care is taken to do no extra work. 
In detail, a basic step of the algorithm is as follows (the next section 
contains a numerical example, which can be followed in parallel) : 

Initialization. Suppose without loss of generality that the initial rows 
are 1, ... , m. Call this set M. Let v(i), i = 1, ... , m, be the decrease 
in value if row i is removed from M. We will compute v. This is done 
only once per local optimum solution. 

We begin by setting v(·) = O. Each column j (1 ~ j ~ n) con­
tributes an increment to exactly one component of v, as follows. Find 
Xj and Yh the largest and second-largest elements among the first m 
elements of column j. Record these, and also the rows in which they 
were found, ix and iy (1 ~ ix, i y ~ m). Now, since Xi is the largest 
element in column j, it determines the contribution that column makes 
to the value of M. But if row ix were removed from M, the contribution 
of column j would be determined by Yh the second largest element. 
Thus, the decrease in value that would result if row ix were removed 
from M is Xj - Yh so we add Xi - Yj to v(ix). This process is done for 
each column. 

Phase 1-Evaluation of a Replacement Row. When the initialization is 
finished, we evaluate replacement rows. Suppose row r (m + 1 ~ r ~ t) 
is the next proposed replacement. We will compute which of the m + 1 
rows in M r = {I, ... , m, r} decreases the value of M r least when 
removed. We will do this without examining any of the matrix P 
except for row r itself. 

Let il(i) be the change in v(i) that results if row i is removed from 
Mr. By computing il, we do not need to change v unless we are actually 
going to exchange two rows. Initially, let il(i) = 0, i = 1, ... , m, r. 
(Let vCr) = 0 as well.) The value il(i) will be ~O for i in M while 
il(r) ~ o. 
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For each column j, let z = pril X = Xii and y = Yi; we will do one 
of (i), (ii), or (iii): 

(i) If z ~ y, the new element is smaller than second best; no 
action is necessary. 

(ii) If y < z ~ X, z is a new second-best element. The .1 value for 
the row containing x, .1(ix), must be decreased by z - y, since 
the contribution to v(ix) from column j is now X - z instead 
of X - y. 

(iii) If z > x, we have a new largest element in the column. Add 
z - X to .1(r) (x is now second largest) and subtract x - y from 
.1 (ix) , since row ix no longer contains the largest element in 
this column. 

Phase 2-Determination of Which Row to Remove. We have now 
determined .1 (i) , the change in value that would result if row i were 
removed from Mr. Find the minimum among v(l) + .1(1), 
v(m) + .1(m), vCr) + .1(1'). 

If the minimum occurs at row k ~ r, let us say, then we must 
exchange rows rand k, update v( . ), and update the records of largest 
and second-largest elements for each column. Go to Phase 3. 

If this minimum occurs at r, there is no profit in replacing one of 
1, ... , m by r. If f - m rows have been consecutively examined 
without profit, we have finished; the set M is the local optimum solu­
tion. Otherwise, we must set r to r + 1 (wrapping around from f to 
m + 1 if necessary) and go back to the Phase 1 calculation. 

Phase 3-Updating After Exchange of Two Rows. As in Phase 1, we 
must perform one of (i), (ii) , or (iii) below for each column. The 
element x is the largest in M, y is the second largest, and z is the new 
element from row r. Row k is the row being ejected (1 ~ k ~ m). 

Case (i): z ~ y. If k ~ ix and k ~ i y, then we are not replacing 
either of the two largest elements in this column, so no updating is 
necessary. Go to the next column. 

If k = ix, we are replacing the largest element with something no 
better than third largest. We replace x by y (and ix by iy) and find a 
new number two element in M r-call it w. Since y is now largest, we 
subtract w - y from v(iy) and then let iy = iw. 

If k = i y , we are replacing the number two element with something 
no better than third largest. Again we search for w, the new number 
two, update v(ix) by subtracting w - y, and update iy. 

Case (ii): y < z ;£ x. If k = ix, we are replacing the largest element 
with a new and smaller largest element. The element z replaces x as 
the largest element, and .1(r) is increased by z - y. 
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If k ~ ix, z becomes the new number two element, and z - y is 
subtracted from v(ix) to reflect the smaller difference between first and 
second elements. 

Case (iii): x < z. If k = ix, we are replacing the largest element 
with a new largest element. The value A(r) is augmented by x - y (it 
already contains z - x from Phase 1). The element z replaces x. 

If k ~ ix, we push x down into second place, since z is now the 
largest element, and subtract x - y from v(ix), since x no longer 
contributes. 

After this update has been done for each column, we copy A(r) into 
v(k) and interchange rows rand k. (In the actual implementation, of 
course, row movement is just pointer manipulation.) Now go back to 
Phase 1. 

This is the end of the algorithm description. The critical part of this 
algorithm is evaluating the contribution of a row without doing any 
of the updating necessary to exchange it, and particularly without 
scanning the matrix to find any column maxima. This latter operation 
need be performed only after we have decided upon an exchange; 
furthermore, it is performed only upon a small set of columns-those 
for which the element of the row being replaced was first or second 
largest and for which the replacement element is smaller than both 
[case (i) in Phase 3, above]. In practice, this condition holds for about 
10 percent of the columns when we actually do a replacement. Since 
typically we replace relatively few rows in proportion to the number 
examined, the time saving is large. 

III. AN EXAMPLE 

This description may be clarified by one step of an example. Suppose 
m = 3, the cost matrix is 

[

1 3 3 6 1 61 228 7 2 0 
p= 1 5 3 4 4 1 , 

424 5 8 2 
791 135 

and the first three rows are the current set. (This is obviously not a 
probability matrix-small integers are better for exposition.) Then the 
best entries are (2, 5, 8, 7, 4, 6), a value of 32. 

Initialization. We find that VI is 5 (from column 6), V2 is 7 (from 
columns 1, 3, and 4), and Va is 4 (from columns 2 and 5). Thus 
V = (5, 7, 4). Suppose we want to evaluate row 4 as a replacement for 
one of these rows. 
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Phase 1. Considering column 1, 4 > 2 so we are doing case (iii). The 
value .14 is augmented by 2; at the same time, .12 is decreased by 1, 
because the element in row 2 is no longer largest in column 1. 

There is no change in column 2 [case (ii)]. In column 3, row 4 
represents a new second-largest element, so .12 is decreased by 1. There 
is no change in column 4. In column 5, add 4 to .14, and subtract 2 from 
.13. In column 6, decrease .11 by 1. Thus, .1 = (-1, -2, -2,6). 

Phase 2. The minimum of Vi + L\i is 2, at i = 3, implying that row 
3 should be ejected. We now commence the updating operation. 

Phase 3. For column 1, the largest value is 4 (coincidentally in row 
4) and the second largest is 2 (in row 2). Decrease V2 by 1, since row 2 
no longer contributes in this column [case (iii)]. In column 2, we are 
replacing the largest element by a very small one [ case (i) J; the old 
number two element becomes the new largest, and we have to search 
for the new second largest. Add 1 to VI, since the largest value is a 3 
and the second largest a 2. In column 3, P4,3 represents a new and 
bigger second element; decrease V2 by 1. No change takes place in 
column 4. In column 5, we are replacing the largest element by a new 
largest element. The value of V4 is increased by 2 (P5,3 - P5,2). In 
column 6, we gain a new second element, so VI is decreased by 1. 

En route, we compute the new value of the solution as 36. 
When we have finished, V = (5, 5, 8) for rows 1, 2, and 4, and the 

process continues by our considering row 5. Notice that out of six 
columns we only had to search for a second-largest element once; the 
rest of the time, it was immediately at hand. 

IV. EXPERIMENTAL RESULTS 

We have tried the procedure on several different types of data: 
matrix entries random on {O, ... , n}, random 0 - 1 matrices, and 
various probability matrices based on the physical problem. 

For problems formed by generating random entries in the matrix, 
the fraction of random starts producing the optimum diminishes as 
m/e increases (except for the trivial cases of very small or very large 
m), and also as n increases. Although there is significant individual 
variation, the frequency of obtaining the optimum is close to 100 
percent for small problems and still about 20 percent for problems 
with m = 10, t = 60, n = 80, the largest random problems tried. (It 
should be noted that "optimum" usually means "best solution seen 
in a large number of trials"; we have strong statistical grounds for 
believing them optimal, but no proof.) 
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TABLE I-TYPICAL STATISTICS FOR SMA~L RANDOM PROBLEMS 

(ENTRIESUN~F,6RM: ON [0, nJ) 
''' .. , 

No. of . -'No. Qf" 
optimUIns/ Distirict ", 

Time Total Trials Solutions' ," , 
m .{ n . (ms) (range) (r~nge) ; ~ 
5 10 20 21 20/20 1 
5 40 40 120 32-39/50 6-9 .; 
5 40 80 230 6-47/50 4-19 

10 20 20 42 20/20 1 
10 40 40 140 25-41/50 3-5 
10 40 80 300 11-16/50 5~1O 

20 60 60 340 18-41/50 2-5 
20 60 80 ,450 12-42/50 7-13 

Run time is directly proportional to :en; in absolute terms, the rtln 
time is about 100 .en microseconds per random start. 

The procedure almost always makes less than two passes through 
the.e - m unused elements; the number of row replacements is roughly 
equal to m. As \ve mentioned abQve; it is only on these occasions .that 
it is necessary to actually upClat~ the records of first- and second-best 
elements, and only for about 10 percent 6f the columns among t4e 
replacements is it necessary actually to scan through the m rows. to, 
locate a new second largest. (After initialization, it is never necessary 
to scan to find the largest.) Table I shows some typical results for th~se 
smaller tests. 

Limited tests, on 0-1 matrices produced similar ~esults, although the 
run time appears to be slightly lower per case. It is possible in the' 
0-1 case to make several simplifications th~t. would further decrease. 
run time, and storage requirements could be drastically reduced by'; 

. ~ . 
·8· ·8· ·8· 

·8·8· ·8· ·8· . . . . . . . . 
·8· ·8· ·8· 

. '8 . 8 · 8 . 

Fig. 1-0ptimum solution. 
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using bit storage. However, we have not experimented extensively on 
. 0~1 m~trices. This will b~ reported in.a separate paper. , 

. Several experiments have ~een performed on various models of the 
real problem. Since the mod'ems involved hav'e very low error rates, 
the error transition probability Pij, i rf= j, is small. This means that the 
matdx P has large diagonal eleme~rs, .a few small elements, and a 
large number of zeros. For our purposes, the existence of large values 
is irrelevant; however, many zeros means that a storage organization 
that does not store zeros is attra,ctive.We will discuss this shortly. 

One problem to be faced is how to represent the continuous (a, b) 
space as a set of discrete points. One crude model we studied uses a 
"honeycomb" or hexagonal scheme (shown in Fig. 1), since this is a 
reasonable approximation to circular symmetry. The inner 61 points 
represent allowable signal locations; the outer 30 are the extra points 
to take care of the set of received signals that violate the peak power 
constraint. 

For this test, P is defined as 

Pij = e ifj is a neighbor of i (e « 1) 
= 1 - (e X number of neighbors) if i = j 
= 0 otherwise. 

This set of probabilities ignores phase jitter, which ad cis a radially 
increasing tangential component to the error transitions. 
, Figure 1 shows an optimur,n solution (it is easy to p!ove it optimum) ; 

Fig. 2 shows a local optimum differlp.g bye. In both cases, 12 signals 
are placed symmetrically' on ~he bomidary, and the remaining four are 
placed as well as possible in the interior. For this problem, all solutions 
were within ge of optimum a~d the median witp.in 3e (t4e mean ran­
dom start is about 35e away), run ti~es averaged 370 ms per cas,e, and 

·0·0·0· . . . . 
·0· ·0· ·0· 

·0· ·0· ·0· 
.. 0 . 
·0· ·0· ·0· 

Fig. 2-Suboptimal by one unit. 
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the frequency of optimum solutions was about 10 percent. This problem 
appears to be slightly harder than random problems of this size, but 
run times are smaller. 

V. LARGER PROBLEMS 

To properly handle larger problems (e.g., to increase the resolution 
available when discretizing) a version of the program using a sparse 
matrix representation has been implemented. This involves substantial 
overhead in accessing elements of the matrix, but it is balanced by the 
fact that, when most matrix elements are zero, much less processing is 
required. For example, in the 16/61/91 (i.e., m/t/n) problem above, 
average run time increased from 370 to 390 ms, which is not significant. 
The run time is determined predominantly by the number of non-zero 
points, which is usually proportional to tn. 

o • 0 0 0 0 0 

o o • 

• 0 

o 0 • 

o • 0 

• .0 
• 0 O. 

.0 o • 0 0 

o • 0 o 0 0 • 

o I 

• 0 O. 
o • 0 

Fig. 3-"5-11" solution in pure Gaussian noise; {3 = 0.0; error rate = 1.07 X 10-7• 
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TABLE II-SoME RESULTS ON DESIGN PROBLEMS 

(m = 16, No = 0.002) 

Phase 
Run Jitter Character 

Non-zero Time {3 of Best 
t n Entries (s) (degrees) Solution 

1. 293 421 8,500 6.5 1.5 1-5-10 
2. 421 577 17,000 14.5 1.5 1-6-9 
3. 421 577 17,000 14.5 1.5 1-5-10 
4. 489 665 22,000 19.3 0 5-11 
5. 489 665 22,500 18.4 1.5 1-5-10 
6. 489 665 27,000 20.5 3.0 1-6-9 

7. 489 665 27,000 21.0 3.0 Special 
design 

8. 577 749 31,000 24.9 1.5 1-5-10 

VI. RESULTS ON REAL PROBLEMS 
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Figure 

3 
4 
5 

6 

In this section we discuss some of the experimental results obtained 
from real problems, using formulas for the transition probabilities 
taken from Reference 2. The probability for the transition from 
X = (Xl, X2) to Y = (YI, Y2) has the general form 

p(X, Y) = f(X, Y; (3, No) exp [g(X, Y; (3, No)], 

where No is the noise power of the channel and (3 is the rms phase jitter 
in the received signal. The details of f and g do not concern us here; it 
is sufficient to say that p(X, Y) drops to zero rapidly as Y gets further 
from X. For example, in the pure Gaussian noise case ({3 = 0), we have 

p(X, Y) = _1_ exp [_ I/Y - X//2] . 
27rN 0 2N 0 

Thus, the probability matrix is quite sparse when the transition 
probabilities have been scaled and converted to integers. 

The discrete space consists of points on a square lattice, as shown in 
Fig. 3. The number of rows in P is determined by the number of lattice 
points within the circle of radius 1. To these are added exterior points 
approximating all possible additional received points. Since the radial 
probabilities drop off rapidly, this exterior layer need only be one or 
two units thick. This extra layer is indicated by the band of omitted 
points on Fig. 3. 

The run time and the storage requirements both grow with the 
number of lattice points; this limits the resolution we can use. The 
largest problem tried had 665 rows, 861 columns, and about 40,000 
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• 0 o. 

o 0 • 0 o • 0 

• 0 o • 

o • 

o • 0 0 0 0 0 0 

• o 0 • 0 o • 

• 0 

o • 0 

o • 

o. 0 

Fig. 4-"1-5-10" solution for lo5-degree jitter (error rate = 2.97 X 10-7). 

non-zero matrix entries. It should be noted that the matrix has a 
fourfold symmetry, so, at the price of an increase in computing time 
(in practice, about 50 percent), only 10,000 entires need be stored. 

Two types of experiments were performed. First, several constella­
tions of intrinsic interest were used as initial solutions; the heuristic 
procedure attempted to improve upon them. Second, the procedure 
was used to produce good solutions from a large number of random 
initial configurations. For all solutions, approximate error rates were 
computed and the constellations displayed. 

Table II lists some typical parameters for several experiments at 
various sizes; Figs. 3 to 5 show the best solutions found for particular 
parameter settings. 

Each signal point is surrounded by a set of points which, when 
received, will decode into that signal point. This set of points is the 
"decision region" for that signal point. Because we have quantized a 
continuous space into small squares, the decision regions surrounding 
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• • 

. . . . . 
• 

• ••• 
• • 

. . .. 
• • 

• • ••• 
• •• . . . . . . 

. . . . . . . . . 
• 

• • 
• • • 

Fig. 5-"1-6-9" solution for 3-degree jitter (error rate = 3.26 X 10-6). 

each signal point have "ragged edges" and are of necessity somewhat 
arbitrary. As the resolution is made finer, this effect is less serious, and 
in fact the procedure can make more subtle choices of points and of 
boundaries, so the apparent error rate decreases with increasing 
resolution. For this reason, error rate comparisons between different 
resolutions are not appropriate. However, the rates are internally 
consistent in that, for any given resolution, the solution character and 
error rates vary with noise as would be expected. 

As predicted by analytic techniques,2 solutions like "1-5-10" and 
"1-6-9" are better for high jitter ({3 > 1.5°), while "5-11" solutions 
are better in low jitter cases. (The notation will be evident after 
examining the figures.) These trends are clearly indicated in Figs. 3 
through 5, which show, respectively, the best solution (a 5-11) for zero 
phase-jitter (pure Gaussian noise) with an error rate of 1 X 10-7, the 
best solution (1-5-10) for 1.5 degrees of phase jitter (error rate 
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· . . . . 
• • · . . . • • • 

. . . . . . . . . . 
• • • • • • • • • 

. . . . . .•.. 

• • • •• • • 

• •• 

Fig. 6-Competing design, for 3-degree jitter (error rate = 3.47 X 10-5). 

3 X 10-7), and the best solution (1-6-9) for 3 degrees of jitter (error 
rate 3 X 10-6). 

For comparison, we experimented with the competing design shown 
in Fig. 6, at various levels of jitter. This design is intended to be robust 
over a wide range of jitter. This configuration does degrade less than 
the others as jitter increases, but its overall performance is very much 
inferior. Figure 6 shows that, at 3 degrees, its error rate is 3.5 X 10-5, a 
factor of 10 worse than the 1-6-9 configuration. These results agree 
closely with predictions of independent theoretical studies. 2 

VII. CONCLUSIONS 

As a solution to a combinatorial optimization problem, the heuristic 
procedure presented here is quite good for small-to-medium problems, 
say up to about 100 rows, even for dense matrices. It remains useful, 
but not strong, for large sparse problems. 
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As for the original design problem, the number of rows and columns 
in the matrix both rise with the resolution; thus, highly accurate 
representations are computationally expensive, so the procedure is 
generally not appropriate for generating precise answers to specific 
design questions. Rather, it is most useful in providing quick approxi­
mate and comparative optimizations or evaluations, either to furnish 
insight or to supplement results obtained by analytic techniques. 

The extension of this technique to problems with an average power 
constraint, rather than peak power, appears to be straightforward, 
although we have not implemented it. [The average power constraint 
requires that L(a2 + b2

) ~ 1.J 
As the simplest solution, start with a random feasible set of m rows. 

Then, before each possible replace row is selected, test to see if it would 
violate feasibility; if so, it cannot be used. A more powerful algorithm 
would permit temporary violations of feasibility in a controlled way. 
Either of these approaches should serve reasonably well. 
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Impulse Response of Fibers With 
Ring-Shaped Parabolic Index Distribution 
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(Manuscript received March 6, 1973) 

The index distribution in the cross section of a multimode fiber has an 
important influence on the modal group velocities and, hence, on the fiber 
impulse response. In this paper we derive a method for the evaluation of 
arbitrary circular symmetric index profiles. In particular, we compute the 
impulse response of a fiber with a ring-shaped parabolic index profile 
which exhibits useful equalizing properties. The pulse spread is found to 
be nearly one order of magnitude smaller than that of a fiber with an equal, 
but abrupt, index decline from core to cladding. 

1. INTRODUCTION 

Multimode operation of optical fibers relaxes the fabrication toler­
ances, allows the use of incoherent sources, and can alleviate handling 
and splicing problems. Modal (group) delay differences are nearly 
equalized 1.2 if the core index decreases as the square of the fiber radius 
from a maximum at the axis (Fig. 1). A distribution of this kind is 
realized in the Selfoc* fiber, which was indeed reported to have very 
low values of differential mode delay.3.4 

Since then, the question has been raised whether there are other 
index profiles which have similar equalizing effects, but are otherwise 
perhaps more amenable to certain fabrication techniques or have 
advantages with respect to splicing or bending. Although the latter 
part of this question is difficult to answer at this time, it is certainly 
possible to identify at least one profile that has quite effective equaliz­
ing properties. Imagine a: slab with a square-law index distribution in 
transverse direction. The group velocities of all its modes are known to 
be nearly equal. 1 It is then plausible to expect that these properties 
are approximately preserved if the slab is warped'in a way which 
results in a tube with the cross-sectional index distribution shown in 

* Registered trademark of Nippon Electric Co., Ltd. and Nippon Sheet Glass 
Co., Ltd. 

1161 



1162 THE BELL SYSTEM TECHNICAL JOURNAL, SEPTEMBER 1973 

RADIUS r 

Fig. I-Concentric parabolic index profile. 

Fig. 2. Assume that a cladding material of lower refractive index fills 
the bore and surrounds the tube to the outside, so that a fiber is formed 
which guides modes within a tube-like structure with parabolic index 
distribution. 

The purpose of this paper is to identify the modes of this structure, 
calculate their group velocities, and predict the impulse response to 
be expected when all modes propagate uncoupled and with equal 
power. To do this, we employ the WKB description5 in a form which 
ignores the anomalies of dielectric waveguide modes near cutoff, as­
suming that few of all the propagating modes are close to this condition. 
For the sake of simplicity, we also restrict the following computations 

RADIUS r 

Fig. 2-Cross section through a ring-shaped parabolic index profile. Maximum 
index no along a circle of radius RD. Cladding index no(1 - Ll). 
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to small index variations, so that all propagation directions can be 
assumed paraxial to the waveguide axis and the corresponding ap­
proximations apply. 

II. A CHARACTEIUSTIC EQUATION FOR CIRCULAR SYl\L\IETRIC INDEX 

DISTRIBUTIONS 

Let us adopt a cylindrical coordinate system (1', ¢, z) and assume 
that the refractive index n is a function of l' only. vVe define a local 
wave number 

k(r) = 27rn(r)/'A, (1) 

where 'A is the wavelength in free space. Because of the circular sym­
metry, we can separate the general wave equation and solve for ¢ and 
z. In doing so, we define an axial propagation constant (3 and describe 
the azimuthal periodicity by an azimuthal mode number v. The re­
maining partial differential equation for the radial field dependence 
E(l') has then the form 

Following the usual WKB approach,5 we substitute 

E(r) = eu(r), 

(2) 

(3) 

ignore the second derivative a2u/ ar2, and, by solving for au/at, \ye 
obtain the solution 

(4) 

Given {3 and v, we can find two radii, Rl and R 2, at which the root in 
(4) vanishes (Fig. 3). These radii define a ring-shaped region within 
which eq. (4) has an imaginary part causing the field E to be a periodic 
function. Outside of the region, E decreases or increases aperiodically. 

As in the 2-dimensional case,5 decreasing (or evanescent) field charac­
teristics outside are obtained if the total phase inside the region is 

(5) 

where J..I. is an integer called the meridional mode number. It determines 
the number of half periods of E in radial direction. The accuracy of 
(5) improves for large J..I., but is in most cases surprisingly good even for 
small values of J..I.. Equation (.5) permits an evaluation of the propaga-
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v2 + 1/4 
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R 1 R2 

RADIUS r 

Fig. 3-Sketch defining regions of periodic and aperiodic field characteristics of a 
mode of azimuthal order v. 

tion constant (3 for given mode numbers IJ. and v. This will now be done 
for the parabolic ring structure sketched in Fig. 2. 

III. GROUP DELAY AND IMPULSE RESPONSE 

Figure 2 shows a cross-sectional view of the circular symmetric index 
distribution. The index has a maximum value no at r = Ro, decreases as 

nCr) = no[l - A(r - RoP/ a2
] for R - a < r < R + a, (6) 

and has a constant value 

nCr) = no(l - A) (7) 

everywhere else. We assume A to be small compared to unity, introduce 
the abbreviations 

ko = 211"no/"A (8) 

and 

p = r - R o, (9) 

and obtain, with the help of (1) and (6), 

k2(r) ~ k5(1 - 2Ap2/ a2) . (10) 



IMPULSE RESPONSE OF FIBERS 1165 

In order to solve eq. (5) analytically, we assume in addition that 
Ro » a, which permits us to replace r by Ro in (5). As a result, 

(p. + t.hr = (R2 ...Jk5 - {32 - (v 2 + i)/R5 - 211k5p2/a2 dr, (11) 
J Rl 

which has the solution 

{3 = [k5 - (v 2 + i)/R5 - 2m(p. + i)ko/aJ!. (12) 

The phase constant {3 of a propagating mode must furthermore 
fulfill the condition 

(3 ~ k o(1 - 11) (13) 

for the cladding field to have evanescent characteristics. This permits 
us to calculate the total number of propagating modes. Keeping v 

fixed, we first determine the number of modes m in a group with the 
same v. We do this by solving (12) for p. with (3 = ko(1 - 11). Since 
A« 1 

_~ a(v 2 + 1/4) 3 
m = p.max(V) + 1 = "V 11/2ako - 2koR5m + 4' (14) 

This number decreases as v increases. The largest possible v is obtained 
for m = 1. Thus with (14) 

Vmax = (2k5R511 - kO:5 ...J 11/2)! - i' (15) 

For the following approximations, we ignore the terms i. In this case, 
the sum over all m from v = 0 to Vmax yields 

M = iak5Rol1, (16) 

which is the total number of propagating modes. Using the same 
approximations, we can express m with the help of (15) in the form 

(17) 

an expression which will be used later on. 
To calculate the mode delay, we first convince ourselves with the 

help of (14) and (15) that the p.- and v-terms in (12) are small (of the 
order 11) compared to k5. We therefore approximate {3 by 

{3 = ko - (v 2 + i)/2koR5 - -{2L5.(p. + i)/a. (18) 

The differentiation of {3 with respect to the radial frequency 
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Fig. 4-Impulse response of the thin parabolic tube structure; (a) individual mode 
groups, (b) power distribution for large mode numbers (Ro» a). 

w = cko/ no yields the group delay 

t = ~ no [ 1 + (v 2 + ~) / 2k~R5] , (19) 

where L is the fiber length and c the velocity of light in free space. 
Since t depends only on v but not on }.L, mode groups with the same v 

have the same delay. Consequently, if all modes are excited by equal 
pulses of unit energy at the fiber input, the output consists of pulses 
of energy m (v) delayed by t(v). If we ignore the delay Lno/ c common to 
all modes and then insert (15) into (19), again neglecting the terms 1, 
we can write the delay in the form 

rev) = t _ Lno 
c 

(20) 

Figure 4 illustrates the output distribution for the case in which the 
pulses are so narrow that individual groups are resolved. All pulses 
have the same (very small) width, and their heights correspond to the 
total energy m in each group. 

More meaningful than this plot is a plot of the energy per unit time 

per) = mdv/dr (21) 

which coincides with the power distribution in the case of very large 
mode numbers. We find dr/dv by differentiating (20) and, if the term 
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Fig. 5-Impulse response of the parabolic tube structure for various radius-to­
thickness ratios. 

1 in (14) is again ignored, we have 

peT) = caRok5 [(~Lno)! _ (~)t]. 
V1Lno Cr ~Lno 

(22) 

This function is also plotted in Fig. 4. We find half the total output 
concentrated in the time interval 

T = 0.12~noL/c. (23) 

The remaining power is drawn out in a tail of length Jj,noL/ c. This tail 
is caused by modes of high azimuthal order v, modes which are not 
present in the 2-dimensional structure and are essentially equalized in 
the case of the concentric parabolic profile (Fig. 1). In this respect, the 
parabolic ring structure is inferior to the corresponding concentric 
profile, yet an effective width of 0.12 Jj,noL/c may be a useful improve­
ment in comparison to a guiding structure with uniform index no which 
theoretically produces a width Jj,noL/ c. 

The condition Ro » a was necessary for an analytic solution of the 
integral (11). Exact numerical results for arbitrary ratios Ro/a are 
shown in Fig. 5. The corrections with respect to (22) are largest for 
high azimuthal orders. An exact analytical solution can only be found 
for the maximum delay T(Vmax) which becomes 

T(Vmax) = l1:oL [ 1 - ~ ( ~~~ + 8 _ ~o)'] . (24) 
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As an example, consider a parabolic ring whose half width, a, is 
equal to the central radius Ro. Let no = 1.5 and assume ~ = 1 percent. 
The total width of the impulse response after 1 km of this fiber would 
be r(V max) = 25 ns according to (22), but half the power is concentrated 
within the first 6 ns. Since high-order modes are usually lossier than 
the low orders, it is likely that much of the pulse tail does not reach 
the fiber end. 

IV. CONCLUSIONS 

The WKB approximation yields a simple characteristic equation for 
the propagating modes in fibers with arbitrary circular symmetric index 
distribution. We use this method to compute the impulse response of a 
fiber with a ring-shaped parabolic index distribution. We find that this 
structure has equalizing properties similar to the concentric parabolic 
index distribution, except for certain azimuthal mode orders, which 
lag behind, forming a rather long pulse tail. The rest of the power is 
concentrated in a time interval which, for a l-km length and a relative 
index difference of 1 percent, is only 6 ns. 
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Fiber With Parabolic Index Profile 
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To the paraxial approximation there is no difference in the group delay 
of the modes of a parabolic index fiber. However, the wave optics treatment 
of the infinitely extended parabolic index medium predicts a slight differ­
ence in the group delay of the various modes. This result is used in this 
paper to predict the shape and width of the impulse response function of 
a parabolic index fiber with finite radius. 

1. INTRODUCTION 

The current interest in multimode optical waveguides is related to 
progress in the fabrication of luminescent diodes which have become 
cheap and dependable sources of incoherent light. Since incoherent 
light cannot be injected into a single-mode fiber with high efficiency, 
multimode waveguides must be used. A disadvantage of using multi­
mode instead of single-mode waveguides is multimode pulse dispersion 
caused by the fact that the group velocity of the guided modes is not 
the same. Power injected at one end of the waveguide is shared by 
many or all of the possible guided modes. As each mode reaches the 
other end of the guide at a different time, the initial pulse is broadened. 

It is the purpose of this paper to calculate the impulse response of a 
graded-index, multimode fiber. 1- 3 The index distribution is assumed to 
be given by the expression 

n = no ( 1 - ~ ::) o ~ r ~ a. (1) 

The parameter a represents the finite radius of the fiber, ~ determines 
the strength of the index gradient. The analysis is simplified by using 
the modes of the infinitely extended square-law medium (1) instead of 
the modes of the actual waveguide of radius a. 

The impulse response of a graded-index fiber with parabolic index 
profile is much more favorable than that of the usual clad fiber with a 

1169 
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rectangular index profile. In the paraxial approximation it is a delta 
function. The finite width of the impulse response function is attribut­
able to rays that move on trajectories making relatively large angles 
with the waveguide axis. 

II. THE MODES OF THE SQUARE-LAW MEDIUM 

The electric or magnetic field components of the modes of the 
infinitely extended square-law medium are obtained from the reduced 
wave equation 

(2) 

with 

n2 = n~ ( 1 _ 2.1 x
2 
~ y2) . (3) 

The coordinates x and yare oriented in transverse direction to the 
waveguide axis which points in z direction; k = 271'//\ is the propagation 
constant of light in vacuum and (3 is the propagation constant of the 
guided modes. The distribution of the square of the refractive index is 
not simply the square of the index distribution (1). Equation (3) 
follows from (1) only if we neglect the square of the .1 term. However, 
we can turn the argument around and consider eq. (3) as correct and 
(1) as the approximation. The exact solution of (2) with the function 
(3) is given by4 

'lr = AHp (Y2;) Hq (Y2~) exp ( _ x
2 
~ y2) e-iPz • (4) 

H p is the Hermite polynomial of order p. The beam half-width is 
defined as 

(5) 

and the propagation constant is given by 

[ ~ ]! {3 = n ok 1 - 2 n oka (p + q + 1) . (6) 

However, eqs. (4) through (6) are not an exact solution of Maxwell's 
equations since an additional term containing the gradient of n 2 has 
been neglected in (2). Since this additional term does not make a 
significant contribution in (6)-particularly at large mode numbers p 
and q-we use the solution in its present form for our discussion of the 
impulse response of the fiber with parabolic index profile. 5 
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III. GROUP DELAY 

We are interested in fibers satisfying the inequality 

-{LS. 
-k «1. (7) 
no a 

We thus approximate (6) in the form 

-ffi5. L\ 
{3 = nok - - (p + q + 1) - -k 2 (p + q + 1) 2. (8) 

a no a 

The group delay can now be expressed as 

T = f = f d{3 = noL [1 + _L\ __ (p + q + 1) 2] . (9) 
v c dk c (noka)2 

v is the group velocity and L is the length of the waveguide. The second 
term of {3 in (8) does not contribute to the group delay. In first approxi­
mation, if the third term in (8) is neglected, the group delay would be 
independent of the mode number. The difference in the group delay of 
the different modes is thus only slight in the square-law medium. 

IV. CUTOFF CONDITION 

In the infinite square-law medium there is an infinite number of 
modes; p and q can both assume values from 1 through infinity. The 
number of guided modes of a fiber with radius a must be finite. It seems 
reasonable to assume that those modes that interact strongly with the 
waveguide boundary at r = a lose power at a high rate and become 
unimportant for the power transport. Low-order modes are concen­
trated near the waveguide axis while the modes spread out further 
away from the axis with increasing mode number. At a certain mode 
number the modes reach into the region of the fiber boundary and thus 
become very lossy. 

It is known from the theory of the WKB approximation6 that the 
mode field has an oscillatory behavior in the range 

n(r)k > {3 

and an exponentially decaying behavior in the range 

n(r)k < {3. 

(10) 

(11) 

It appears logical to let the cutoff point of the guided modes in the 
fiber with parabolic index profile and finite radius r = a coincide with 
the condition 

n(a)k = {3. (12) 

Using the square of (12) and eqs. (3) and (6) results in the cutoff 
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condition 

S = (p + q)c = ~noka. 
Using (5) we can also write the cutoff condition in the form 

a2 

s= -. 
w2 

(13) 

(14) 

The actual performance of the fiber with parabolic index distribution 
can now be approximated by assuming that all modes carry equal 
amounts of power up to the maximum mode number that is determined 
by (13) or (14). 

V. THE IMPULSE RESPONSES 

The impulse response of the fiber with parabolic index profile is 
obtained by counting the number of modes that arrive at the fiber out­
put simultaneously. The power carried by these modes is proportional 
to their number. The waveguide losses do not influence the shape of 
the impulse response function if we assume that all modes suffer equal 
amounts of loss. 

Equation (9) shows that modes with constant values of 

(15) 

arrive simultaneously at the end of the waveguide. The number of 
modes with equal group delay is obtained by inspection of Fig. 1. The 
modes of the waveguide occupy the area of the triangle indicated in the 
figure. Modes with equal transit time lie on the straight line labeled 
u = const. The area in p, q space is equal to the number of modes con­
tained in it. The number of modes in the interval dh is thus given by 
the length of the line u = const times dh. The length of the lines 
u =' const is 2h. We thus have for the number of modes in the in­
terval dh 

M(h)dh = 2hdh. (16) 

The total number of modes is 

{ (l/V'i)S 

N = Jo M(h)dh = tS2. (17) 

The ratio of M (h)dh/ N is equal to the ratio of the power b.P, that 
corresponds to the interval dh, divided by the total power P arriving 
at the end of the waveguide. We thus have 

1 dP 4h 
P dh = S2' (18) 
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Fig. I-Mode distribution in p-q space. The dotted line labeled u = const corre­
sponds to modes with equal group delay. 

We define the impulse response function F( T) as the relative amount of 
power arriving per unit delay time T, 

F (T) = 1 dP = J dP dh. 
P dT P dh dT 

(19) 

All that is left to do is the determination of the function h(T). We see 
from Fig. 1 that 

1 1 
h = Y2 u = Y2 (p + q). 

Neglecting the 1 compared to p + q in (9) we have 

h = noka (~ - I)! . 
-{2Li noL 

(20) 

(21) 

The impulse response function is now obtained by combining eqs. (13) 
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and (18) through (21). 

F(r) 

VI. DISCUSSION 

o 
2c 

noLd2 

o 

(22) 

Equation (22) shows that an impulse, shared equally by all the modes 
at the beginning of the parabolic index fiber, reaches the end as a 
rectangularly shaped pulse whose width is 

dr = n~~ d2. (23) 

The pulse width is thus dr = 0.25 ns/km for no = 1.5 and d = 0.01. 
The pulse width increases rapidly with increasing values of d. For 
d = 0.015 we have a pulse width of dr = 0.55 ns/km. However, the 
impulse response of the parabolic index fiber is much more favorable 
than the corresponding impulse response of the conventional fiber with 
discontinuous index distribution whose impulse response width is 
directly proportional to7 nI/n2 - 1 (nl = core index, n2 = cladding 
index). 
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If a sequence of digitally on-off modulated optical pulses is injected 
into a dielectric waveguide, these pulses may begin to overlap after a 
sufficient distance of propagation because of material dispersion and/or 
group delay spreading. In general, the pulses will not add linearly in 
power, which can complicate the problem of equalization of the square-law 
(power) detected overlapping output pulses at baseband. This paper 
illustrates important situations in which the guide may be treated as 
"pseudo-linear" in power, meaning that the detected guide output pulses 
appear to add linearly. 

I. INTRODUCTION 

If a single pulse of optical energy propagates along a dielectric 
waveguide, pulse broadening can occur for one or more of the following 
reasons: material dispersion, individual mode waveguide dispersion, or 
differences in the group delays of different guide modes. In addition, 
the pulse shape may become only statistically defined because of 
random mode coupling and/or statistical fluctuations of the optical 
source. 

If a sequence of digitally on-off modulated pulses is injected into a 
dielectric waveguide, those pulses may begin to overlap after a sufficient 
distance of propagation. In general, the optical powers in the pulses 
will not add in a linear manner. t On the other hand, as will be shown 
below, the guide may be pseudo-linear in power. That is, for the 
purpose of processing the power received at the output end of the 

t The fiber is a medium which is linear in E field propagation (from Maxwell's 
equations). It is usually excited by a power-modulated source, and its output field is 
detected by a square-law (power sensitive) device. Even if the input pulses are 
separate, the response of the square-law detector will in general contain cross terms 
resulting from the overlap in the output pulses. 

1175 
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guide-in order to make decisions as to whether or not each pulse is on 
or off-we may be able to treat the individual overlapping output 
pulses as if they added linearly. 

If the output power pulses could be considered to add linearly, then, 
after detection, the resulting current pulses could be separated with a 
linear equalizer provided the shapes of the pulses are well defined and 
identical from pulse to pulse. In this paper we consider a number of 
interesting cases in which the guide can be treated as if it were linear 
in power (output pulses add linearly) and in which the pulses at the 
output assume a well-defined shape in spite of random mode coupling 
and/ or source fluctuations. 

II. CASE I: MULTIMODE GUIDE, MODE-LOCKED SOURCE, NO MODE 

COUPLING 

The easiest case to visualize in which the guide appears linear in 
power with overlapping output pulses is that of a multimode guide 
propagating pulses derived from a mode-locked laser operating in a 
single spatial mode. It is assumed that there is no mode conversion 
and that group delay differences among the modes dominate pulse 
spreading. 

Even though the laser puts out a well-defined spatial mode, it may 
be very difficult to match this to a given fiber mode so that only one 
fiber mode is excited. We assume that a number of fiber modes are 
excited by the pulses from the mode-locked laser. The assumption of a 
mode-locked laser implies that the optical bandwidth being used is 
small so that material and waveguide dispersion can be neglected, and, 
in addition, no random fluctuations are present from beating of un­
locked source modes. The sequence of nonoverlapping pulses from the 
laser exciting the guide input will produce identical sequences of non­
overlapping pulses in each mode at the guide output. However, the 
sequences at the output in the various modes will have relative time 
delays because of the differences in the group delay per unit length 
associated with the various modes (see Fig. 1). When the fiber output 
falls upon a detector, the current produced (neglecting shot noise) is 
proportional to the sum of the powers in all the modes. The sum of the 
powers in all the modes resulting from a single input pulse is shown in 
Fig. 1. Since the output pulses in a single mode do not overlap and 
since the detector linearly adds the powers of the various modes, the 
total detected current will be a sum of pulses modulated on and off, 
each of which looks like the response to a single input pulse. Thus, the 
output power produces a detected current which is a filtered version of 
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Fig. l-Multimode propagation without coupling. 

the input power. That is, the sequence of nonoverlapping input pulses 
produces a detected current at the output, which is a sequence of over­
lapping pulses that add linearly. For the purposes of processing this 
current, the guide can therefore be considered linear in power or linear 
at baseband. 

III. CASE II: INCOHERENT SOURCE, MULTIMODE GUIDE, NO MODE 

COUPLING 

In this example, we assume that a pulse modulated incoherent 
source excites one or more modes of a multimode waveguide with no 
mode coupling. We show that the received output power in each mode 
can be treated as a linearly filtered version of the input power, i.e., that 
the sequence of nonoverlap ping input pulses produces a sequence of 
output pulses in each mode which add up linearly, whether they overlap 
(because of material dispersion) or not. Since the detector produces a 
current which is proportional to the sum of the powers in each mode, 
the total current will also consist of a sequence of pulses which add 
linearly, whether they overlap or not. We show that, in order for this 
effective linearity in power to be valid, it is necessary that the source 
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bandwidth be sufficiently large compared to the reciprocal of the input 
pulse duration. How big the ratio of these two quantities must be de­
pends upon how much overlap there is in the output pulses and there­
fore upon how much equalization is required to separate the pulses at 
baseband. 

We can model the complex amplitude of a given spatial mode at the 
guide input as follows: 

€in(t) = ..Jm(t)c(t). (1) 

In the above example, (m (t))! represents the modulation and c(t) is 
a complex Gaussian random process which represents the incoherent 
carrier. By definition of an incoherent carrier. we have 

(c(t)c(t + u) = 0, (c(t)c*(t + u) = Rc(u). (2) 

The Fourier transform of Rc(u) is what is called the incoherent source 
spectrum, shifted to baseband. 

The input complex amplitude of (1) produces an output from 
the guide in the corresponding mode having the following complex 
amplitude 

€out(t) = f €in(t')hg(t - t')dt'. (3) 

In eq. (3), hg(u) is the guide bandpass impulse response for the mode 
under consideration. Equation (3) follows from the fact that the guide 
is linear in voltage. 

The average power at the guide input in the given mode is (averaging 
over the fluctuations in the incoherent carrier) 

(Pin(t) ~ (€in(t) €:n(t) = m (t)Rc(O) = Rc(O) [I: akhpin(t - kT)]. (4) 

In (4), the modulation m (t) is a sequence of nonoverlapping pulses 
(modulated on or off) where hpin(t) is the pulse shape, ak assumes the 
value zero or one for each k, and T is the pulse spacing. The average 
power at the guide output is 

It is reasonable to assume that the following approximation holds: 

(€in(t')€:n(t") = (..Jm(t')c(t')..Jm(t")c*(t") = -..Jm(t')-..Jm(t") 

Rc(t' - t") ~ m(t')Rc(t' - t"). (6) 

This approximation is valid since the coherence time of a typical 
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incoherent source such as a GaAs LED is of the order of 10-13 seconds, 
while modulation pulse widths of interest here exceed 10-9 seconds. 

Substituting (6) into (5) we obtain 

(Pout(t) = L akhpout(t - kT), (7) 
where 

hpout(t) = f hpin(t') [f ReCt' - t")hg(t - t')h;Ct - tll)dtll] dt'. 

Thus, the average output power is a linearly filtered version of the 
average input power. That is, the average output power consists of a 
sequence of pulses which add linearly even if they overlap. 

Thus far, we have considered the average output power, averaging 
over the fluctuations in the incoherent source power output. We next 
consider the effect of those fluctuations on the equalized-detected 
current. We shall show that these source fluctuations will produce 
negligible deviations in the equalized-detected current from its mean 
provided that the source bandwidth is sufficiently large. 

We can write the power at the guide output in the mode under 
consideration as the sum of the average power of eq. (7) and a deviation 
from this average bet) : 

Pout(t) = (Pout(t) + bet). (8) 

If this power falls upon a detector, it produces a current which is 
proportional to Pout(t) (neglecting shot noise). This current will pass 
through a filter which performs an equalization function and/or band­
limiting. The baseband filter output voltage will therefore be 

Vout(t) = z f PoutCt')hb(t - t')dt', (9) 

where hb(t - t') is the baseband filter impulse response and z is an 
arbitrary proportionality constant. 

The mean baseband output voltage is given by 

(10) 

The mean square deviation of the baseband voltage from its mean 
is given by 

(v~ut(t) - [(vout(t) J2 = (J";(t) ~ Z2 f(Pout(t')Pout(t ll ) 

X hb(t - t')hb(t - t")dt'dt" - [(vout(t)J2. (11) 

Thus, to calculate the ratio of the mean voltage to the rms deviation 
in order to determine whether or not the deviations are negligible, we 
need the correlation function of the power Pout(t). 
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In order to calculate this correlation function, we must recall that 
c(t) defined in (1) is a complex Gaussian random process and satisfies 
[in addition to (2) ] the following 

(c(t)c*(t') C(t") c*(t"') ) 
= Rc(t - t')Rc(t" - til') + Rc(t - t"')Rc(t" - t'). (12a) 

Using (1), (3), (4), and (12a) we obtain 

(Pout(t)Pout(t'» = (Pout(t) )(Pout(t'» 

+ If m(a)Rc(a - (3)hg(t - a)h;(t' - (3)dad(31
2

• (12b) 

To obtain some numerical results, we assume that the input pulses 
hpin(t) defined in (4) are Gaussian in shape and that the guide mode 
impulse response corresponds to that of a dispersive medium having a 
group delay To at the optical source center frequency and a dispersion 
"(2 within the optical band of the source. Further, we shall assume that 
the source spectrum is Gaussian in shape. That is, we shall assume the 
following: 

hpin(t) = exp (-t 2/2u 2), 

(2.36u = input pulse width between! points) (13a) 

g: {hg(t)} ~ H g(w) 

= exp ( - j "(;2) exp (- jToW) exp (-w 2B;-2/2) (13b) 

hg(t) . 1 exp [ - (t - To) 2/2(j"(2 + B;-2) ] 
...J27r(J,,(2 + B;-2 (13c) 

Rc(u) = exp (-u2B;/2), 

where 
g: { } = Fourier transform. 

In eq. (13), we have already assumed that the source bandwidth Bs 
is much greater than the reciprocal of the input pulse width u. We also 
shall assume that the guide bandwidth Bg is much larger than the 
source bandwidth B s. Since To represents an absolute propagation 
delay from input to output, we shall neglect it as irrelevant to the 
problem at hand. Therefore, the only significant parameter in the guide 
impulse response hit) is the dispersion "(2. 

If we insert the particular functions of (13) into (7) and (12b) using 
(4), we obtain 

(Pout(t» = Z2 L ak exp {-!(t - kT)2/["(4B; + u 2J} (14a) 
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(i.e., a sequence of Gaussian-shaped on-off modulated pulses having 
width ~'Y4B; + 0- 2), where Z2 = an arbitrary proportionality constant 
which we shall henceforth set to unity. 

, [{ (t - t') 2B; ~l 
(Pou,(t)Pou,(t» = [(Pou,(t))J' 1 + exp l- [1':~; + l]J . (14b) 

Thus, hpout(t) of (8) is in this case the Gaussian-shaped pulse in (14a). 
Looking at eqs. (13a) and (14a), we see that 'Y4B;/0-2 « 1 implies that 
little pulse broadening has occurred in propagation; 'Y4B;/0-2» 1 
implies that considerable pulse broadening has occurred in propagation. 
Now using (14) in (11), we obtain 

(f (Pout(t'»hb(t - t')dt,)2 
[(Vout(t»J2 - dt'dt" (15) 

o-~(t) - f [Pout(t') J2hb(t - t')hb(t - t")e-(t'-t ll
)2 u2/ 2 ' 

where 
u 2 = 2B~[ 'Y4B~/0-2 + 1J-1. 

Recall that (vout(t» is the average baseband (detected and equalized) 
voltage produced by the power output in the mode under consideration, 
and that it consists of a sum of on-off modulated pulses given in (14a). 
In addition, o-~(t) is the mean squared deviation of this baseband 
voltage from its mean. Thus, (15) is effectively a signal-to-noise ratio. 
For a typical broadband source and an equalizer having a bandwidth 
comparable to l/(pulse spacing-T), we can treat the Gaussian term of 
the integrand in the denominator of (15) as a delta function having 
area -{2;/u. Then (15) becomes 

(16) 

We can evaluate (16) for particular equalizers, hb(t), and particular 
output power pulse widths ('Y4B~ + 0- 2). We recognize from (16) in 
general that the equivalent noise bet) of (8) which must be added to 
the average output power is a signal-dependent noise with correlation 
function 

(b(t)b(t'» 1"'./ ~27r [(Pout(t»J20(t - t'), 
u 

(17) 
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where 
u 2 = 2B;/[ 'Y4B;/ (T2 + 1]. 

If the power output pulses hpout(t) overlap significantly, then this 
signal-dependent noise will become stationary when all the pulses are 
on, which should simplify the calculation of (16). At the other extreme, 
if the output pulses hpout(t) do not overlap (i.e., 'Y4B; + (T2 « T2) and if 
the baseband equalizer hb(t) is taken to be a matched filter (matched 
in shape to the output pulses), then the signal-to-noise ratio is given by 

[(Vout(t)J2 = _102 B 
(T~(t) "J ~(T s 

(18) 

[if T2 » 'Y 4B; + (T2, hb(t) = hPout(t)]. 
In general, for a given desired equalized pulse shape, the equivalent 

noise will be negligible if the product of the optical source bandwidth 
B 8 and the input pulse width (T is sufficiently large. For practical cases 
of interest, this product is on the order of 104 to 105• For reasonable 
amounts of equalization consistent with other noise considerations 
(shot noise, thermal noise, etc.), we can treat the guide as being linear 
in power even if the pulses overlap, i.e., we can neglect the equivalent 
noise bet). 

When more than one mode is present, we simply add the individual 
mode output powers, since the detector current is proportional to the 
sum of the powers in all the modes. If the optical source is spatially 
incoherent, the equivalent noises bet) in each mode may be uncorre­
lated.t In that case, the requirements upon the product of the source 
bandwidth and the input pulse width are less stringent. This is par­
ticularly true if the pulse spreading resulting from dispersion dominates 
the spreading resulting from the differences in group delay among the 
various modes. 

A simple interpretation which may prove useful follows. It was 
easy to obtain (7), which showed that the guide was linear in power 
if we averaged out the source fluctuations. Since the source is very 
broadband, we can think of it as a sum of independently fluctuating 
sources separated by a frequency spacing equal to the bandwidth of 
the modulation pulses at the input. Thus, the output power is the sum 
of the fluctuating powers associated with each equivalent indepen­
dently fluctuating optical source. The average output powers associated 
with these equivalent sources add systematically, while the indepen-

t That is, if the optical source is close to the fiber, each fiber mode effectively sees 
an independent carrier, and therefore we obtain averaging of the fluctuations in 
these carriers when the mode powers at the output of the guide are added. 
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dent fluctuations about the average add at random. Thus, for a 
sufficiently large number of equivalent sources-corresponding to a 
large product of optical source bandwidth and input pulse width-the 
total fluctuations become small compared to the average power. In 
effect, one has a frequency diversity system. 

IV. CASE III: MODE-LOCKED COHERENT SOURCE, MULTIl\WDE GUIDE, 

MODE COUPLING 

In this example, we consider a spatially coherent mode-locked laser 
source and a multimode guide. Unlike example I, we assume con­
siderable mode coupling. Once again, the rationale of using a multimode 
guide with a single mode source may be the inability to stably match 
the source to a single-mode guide. Before proceeding, we must model 
the transmission properties of a multimode guide with random coupling. 

Very little is known about the complete statistical properties of the 
guide under consideration here. Any particular guide, which is linear in 
voltage (field), can be characterized as having a set of modes associated 
with an ideal guide having no geometry perturbations (which are the 
source of coupling). The input and output complex envelopes of the 
corresponding input and output optical fields can be expanded using 
the orthogonal guided modes, which together with the continuum of 
radiating modes form a complete orthonormal series. We can relate the 
complex amplitudes in each input and output mode by a matrix im­
pulse response. That is, calling the complex amplitude in mode k at 
the input fkin(t), and the complex amplitude in mode j at the output 
fiout(t), we have 

fiout(t) = ~ f fkin(t') hik (t - t')dt', (19) 

where hik(t - t') is the bandpass impulse response from input mode k 
to output mode j. 

In order to proceed in the analysis to follow, we need at least the 
fourth-order joint statistics of the random processes hik(t). (The reader 
is cautioned that the term random process refers to the fact that the 
actual hik(t) for each j and k will be different for different guides be­
cause of the random mode coupling. For any particular guide which 
does not change its physical parameters in time, hik(t) is a fixed but 
a priori unpredictable function of time. All averaging and references to 
statistical properties refer to ensembles of guides whose gross physical 
properties are alike.) 

As mentioned above, little is known about the statistics of the 
hjk(t). Rowe and Young,! Personick,2 and Marcuse3 have shown in 
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various analyses that, for a particular j and k, the Fourier transform 
of hjk(t), Hjk(w) can be considered a stationary random process under 
various restricted conditions which include the assumption that the 
optical bandwidth being used is not too large. That is, one may argue 
under restricted conditions that 

(20) 

(where the averaging is over an ensemble of guides having identical 
gross properties). 

In another analysis, Marcuse4 has shown that, for a particular j and 
k and for a sufficiently long guide (so that enough mode coupling has 
taken place), one has 

(I Hjk(W) 14) ~ 2( 1 Hjk(w) 1
2)2. 

This last result is consistent with (but certainly not a sufficient 
condition for) the possibility that Hjk(w) is a complex Gaussian random 
process. 

Based on this admittedly scanty evidence which should certainly be 
explored in more depth, we shall assume that the Fourier transforms 
Hjk(W) of the hjk(t) satisfy the following conditions which would be 
satisfied if the Hjk(w) were joint complex Gaussian random processes 

(Hjk(W)H lm(W + u» = 0, (Hjk(W)H7m(w + u» = Sjklm(U) 

(Hjk(W)H7m(w + u)H no(W + u')H;Il(w + u"» (21) 
= Sjklm(U)Snopq(U" - u') + Sjkpq(U")Snolm(U - u'). 

It is hoped that the results which we shall next derive will be qualita­
tively valid for actual multimode guides with random mode coupling. 

The guide input optical field complex amplitude is given by 

(22) 

where €p(p) represents the spatial variation of the field over the guide 
input plane and €T(t) represents the time variation of the field and 
includes the modulation. We shall assume that the modulation con­
sists of a sum of nonoverlapping on-off modulated pulses with spacing T 

€T(t) = L akhin(t - kT), 

ak = 0 or 1 for each k. 

We can expand the input field in the guide modes as follows: 

€p(p) = L €k¢k(p) + unguided remainder, 

where ¢k(p) is guided mode k. 

(23) 

(24) 
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From (20) and (24), we obtain the complex amplitude in mode j at 
the guide output in terms of the input complex envelope and an im­
pulse response 

€jout(t) = :t= f €k€T(t')hjk(t - t')dt' 

= f €T(t')hj(t - t')dt', where hj(t) ~ ~ €khjk(t). (25) 

Since hj(t) is a weighted sum of individual responses hjk(t), it follows 
from (21) and the linearity properties of the Fourier transform that the 
transform H/w) of hj(t) must also satisfy 

(Hj(w)H;(w + 0"» = S/O") , (Hj(w)Hj(w + IT)) = 0 

(H/w)H;(w + 0" )H/w + O"')H;(w + 0""» (26) 
= S/O")Sj(lT" - 0"') + Sj(O"")Sj(O" - 0"'). 

We next show that the guide may be considered under restricted 
circumstances to be linear in power with a well-defined output pulse 
shape even though the output pulses overlap and even though there is 
unpredictable mode coupling. 

First, we can write down the power at the guide input and at the 
guide output in mode j: 

pin(t) = [f 1 €p(p) 12d~] L ak 1 hin(t - kT) 12 (27) 

(since hin(t)h~n(t - kT) = 0 for k ~ 0, and ak = 0 or 1). 

Pjout(t) = f €T(t')€~(t")hj(t - t')h;(t - t")dt'dt". 

Next, we can ensemble average Pjout(t) over the ensemble of similar 
guides to find the average power response. 

In Reference 2, it is shown that (26) implies that 

(hj(t - t')h;(t - t"» = Sj(t - t')o(t' - t"), (28) 

where Sj(t) = ff-1 { Sj(w)} (inverse Fourier transform). 
Using (28) and (27) we obtain 

(Pjout(t» = L akhjout(t - kT), 
where 

(29) 

We thus see that the input power consists of a sum of on-off modu-



1186 THE BELL SYSTEM TECHNICAL JOURNAL, SEPTEMBER 1973 

lated overlapping pulses, and the average output power (averaged over 
an ensemble of guides with identical gross physical properties) consists 
of a similar sum of on-off modulated pulses which in general may 
overlap. Thus, in this ensemble-averaged sense, the guide is linear in 
power with impulse response Si(t). We must next investigate how an 
individual guide in the ensemble can deviate from this average and 
under what conditions these deviations can be neglected for com­
munications purposes. 

In order to study these deviations we must consider them in the 
context of a detector followed by an equalizing (or simply band­
limiting) filter. Since the detector produces a current which is pro­
portional to the linear sum of the powers in each guide mode at the 
output (neglecting shot noise), we consider the response to one mode 
only for the moment. The voltage at the equalizer output is related to 
the output power in mode j as follows: 

Vout(t) = z f Piout(t')hdet.-filt.(t - t')dt', (30) 

where hdet.-filt. (t) is the detector-filter impulse response and z is an 
arbitrary constant. 

The average (over an ensemble of guides) voltage produced is a sum 
of on-off modulated pulses, since we have already shown that the 
average output power in mode j is a sum of on-off modulated pulses 

(31) 
where 

hVout(t) = f hiout(t')hdet.-filt.(t - t')dt'. 

The mean squared deviation from this average voltage is given as 
follows: 

<T~(t) ~ (v~ut(t) - (vout(t)2 

= Z2 f f (Piout(t') Piout (t") )hdet .- filt. (t - t') 

Xhdet.-filt.(t - t")dt'dt" - (Vout(t) )2. (32) 

To calculate the mean squared deviation, we need the correlation 
function of the output power in mode j. From (27) we obtain 

(Piout (a) Piout({3) ) = f f f f [€T(t') €~(t") €T(t"') €~(t"") ] 
X (hj(a - t')h;(a - t")hi ({3 - t"')h;({3 - t"") )dt'dt"dt"'dt"". (33) 
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In order to obtain numerical results, we must make some assump­
tions to facilitate the products and convolutions of (33). We assume 
that the guide power impulse response Sj(t) for mode j is Gaussian in 
shape. It has been shownl •2 that this should be the case under re­
stricted conditions for long guides. We assume that the input pulses, 
hin(t), are Gaussian in shape with a width less than i the pulse spacing, 
T, so that the previous assumption that they do not overlap is not 
violated for practical purposes. That is, we assume 

hin(t) = e-t2/2rr2, 

Sj(t) = e-t2 / 2"(2, 

30- < T = pulse spacing 

"( > 30-. 

From (33), (26), and (34) we obtain 

(Pi ... (ex» ~ Z L a, exp - {(ex - kT)' / 2[ ;' + -y,]} 

(34) 

(Pjout (a) Piout «(3) ) I"'-' [Z2 LLL akak-maZaZ+m (35) 
kml 

{ 
(a - kT) 2 } {«(3 - IT) 2 } 

Xexp- 2(0-2/2 + "(2) exp - 2(0-2/2 + "(2) 

Xexp- {[(;0,j~ ~ ~,f::-Y'} ] 
+ (piout(a) ) (Piout«(3) ). 

The approximations of (35) become equalities when the width of the 
average power impulse response "( becomes large compared to the input 
pulse width, 0-, i.e., when there is a lot of pulse spreading in propagation. 
We shall soon see that this will be the case of interest in this example. 
Before attempting to use (35) in (32) to evaluate the magnitude of the 
deviations of a particular guides power from the ensemble average, we 
can make some simplifications and comments upon (35). Using the 
assumptions "( » a:, we have 

(piout(a) = Z L ak exp {- (a - kT)2/2"(2} 

Rb(a, (3) ~ (Piout(a)Piout«(3) - (Piout(a)(Piout«(3) 

= Z2 LLL akak_maZaz+me[-Ca-kT)2/2"(2]e[-CtJ-lT)2/2"(2] 

kml 

(36) 

X e-Ca-tJ-mT)2/2rr2. 

If we assume that 0- is small compared to the pulse spacing T and if 
we assume that the detector-equalizer combination passes frequencies 
only up to the inverse of the pulse spacing T, then we can make the 
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further approximation 

Rb(a, (3) = Z2 LLL akak-maZaZ+m 
klm 
X [eCa-kT)2/2'Y2e-ctJ-ZT)2/2'Y2]D(a - (3 - mT) ~21Tcr2. (37) 

What we have shown so far is that the power in mode j at the guide 
output can be considered to be of the form 

Piout(t) = «Piout(t» + bet), (38) 

where 

where bet) represents the deviations of the power in a particular guide 
in mode j from the ensemble average. 

Combining (36) and (38) with (32), we obtain the ratio of the 
(average voltage)2 at the detector filter output to the mean square 
deviation from this average voltage 

S b. (vout(t) )2 
N = cr;(t) 

[ J'" a e- Ct'-kT)2/2'Y2h . (t - t')dt'] 2 ~ k det.-hlt. 

(-{2;cr) f LLL akaZak_maZ+me[-Ct'-kT)/2'Y2je[-Ctll-lT)/2'Y2j 

X D(t' - t" - mT)hdet.-fiIt.(t - t')hdet.-filt.(t - t")dt'dt". (39) 

It is clear that, whatever the equalizing filter is, this ratio increases 
with decreasing cr. Thus, as the input power pulses to the guide become 
narrow, two things happen: the average output pulse widths become 
independent of the input pulse width and the deviations of the output 
power in mode j from the ensemble average become negligible. Exactly 
how small cr has to be depends upon how much the average output 
power pulses overlap and how much equalization we are therefore 
using. In the extreme case of no output pulse overlap, assuming that 
the equalizer response hdet.-filt.(t) is matched to the average pulse 
power, we obtain 

T > 3"1 (no pulse overlap at output) 

S 'Y~ 
N = ---;-- for cr« "I (output pulse width » input pulse width) (40) 

hdet.-filt.(t) = hiout ( -t) (matched filter equalizer). 

Obviously, the guide acts linearly in power if the output pulses 
don't overlap, but (40) shows that the output pulses take on a well-
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defined shape (i.e., the deviations from the ensemble average are 
negligible) in spite of the random mode coupling. For cases where the 
output pulses overlap, the conditions for the deviations from the 
ensemble average to be negligible are more stringent, i.e., the signal-to­
noise ratio (39) is less than the special case (40). 

Summarizing, we started with a mode-locked laser putting out 
pulses which were much narrower than the spacing between them and 
on-off modulated. This optical field excited a guide with random mode 
coupling. We modeled the transfer function relating the input field 
complex envelope to the complex amplitude of a particular mode at the 
output as having specific properties (26) associated with a complex 
Gaussian random process. This model was justified only in the sense 
that it was consistent with available but scanty analytical results on 
guides with random coupling. We showed that the ensemble average 
output power in the mode under consideration looked like a linearly 
filtered version of the input power. That is, the average output power 
was a linear sum of pulses which could in general overlap. Thus, on the 
average, the guide looked linear in power for digital communication 
applications. We showed that the deviations in a particular guide from 
this ensemble average linearity behavior would be negligible provided 
the input pulses were very narrow compared to the width of the guide 
average power impulse response. How narrow the input pulses had to 
be depended upon how much equalization was required to separate the 
output pulses.t 

It is clear that, since the detector adds the powers in each output 
mode, the total power will be a linear sum of pulses if the individual 
mode powers are. In addition, we may suspect that the deviations from 
the ensemble average in each mode may add randomly while the 
average powers add systematically. Thus, some improvement in the 
signal to "noise" ratio may accrue from this spatial diversity. 

An interpretation of what is happening to make the deviations 
negligible is the following: Since the guide average power impulse 
response for output mode j, Sj(t), is the Fourier transform of the two­
frequency correlation function Sj(w) defined in (26), we can interpret 
the reciprocal of the width of s/t) as the bandwidth difference over 
which the guide transfer function between the input field and the 
output mode j becomes uncorrelated. When we use narrow input 
pulses compared to the width of the average power impulse response, 
we use a lot of bandwidth compared to this correlation bandwidth and 

t Remember that the output pulse shape becomes independent of the input pulse 
shape as the input pulses get narrow. 
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thus obtain frequency diversity. As the input pulses become very 
narrow, the output pulses become fixed in shape equal to Sj(t), but the 
diversity keeps increasing, resulting in averaging out of the deviations 
from one guide to the next. 

v. CASE IV: INCOHERENT SOURCE, MULTIMODE FIBER WITH MODE 

COUPLING 

In this example, we consider an incoherent intensity-modulated 
source exciting a multimode fiber with random mode coupling. We 
assume that material dispersion is negligible. (Since we shall be con­
sidering a wideband source, we may question the physical reality of 
neglecting material dispersion. On the other hand, the qualitative 
results to follow may provide insight into more general cases.) To 
simplify what will prove to be a somewhat complicated analysis, we 
shall consider the response in a particular guide mode, }, at the output, 
to the field in a particular mode, k, at the guide input. Extension to 
consideration of the total input field and the total response should be 
straightforward, using the techniques outlined below. 

The input field complex amplitude in mode k is of the form 

(41) 

where m (t) is the modulation and e(t) is the optical incoherent carrier 
which satisfies 

(e(t)e*(u» = Re(t - u) (42a) 

(e(t)e*(u)e(t')e*(u') ) 

= Re(t - u)Re(t' - u') + Re(t - u')Re(t' - u). (42b) 

The complex amplitude in mode } at the output due to the input 
field in mode k is given by 

€jout(t) = f €kin(t')hjk(t - t')dt', (43) 

where the impulse response coupling mode k to } is assumed to satisfy 
the same statistics as were outlined in the first paragraphs of Section 
IV, i.e., 

(i) Hjk(W) = ~ {hjk(t) } 

(ii) (Hjk(w)H;k(W + 0"» = Sjk(O") 

(iii) (Hjk(w)H;k(W + O")Hjk(w + O"')H;k(W + 0""» (44) 
= Sjk(O" )Sjk(O"" - 0"') + Sjk(O"")Sjk(O" - 0"') 

(iv) (hjk(t)h;k(t'» = Sjk(t)O(t - t'), 



LINEARITY AND EQUALIZATION 1191 

where 
Sjk(t) = g:-l {Sjk(W) }. 

The average input power (averaging over the source fluctuations) is 

i.e., a sequence of on-off modulated pulses where ak = 0 or 1, T = pulse 
spacing. 

The output power is given by 

If we average over the source fluctuations and the guide statistics 
we obtain, using (44) and (6) 

<Pjout(t) = ! m(t')Rc(t' - t") <hjk(t - t')h;k(t --t") )dt"dt' 

= ! m(t')Rc(O)Sjk(t - t')dt' = L akhjout(t - kT), (47) 

where 

Thus, on the average, the output power looks like a linearly filtered 
version of the input power with impulse response Sjk(t). 

This average output power will produce an average detected­
equalized voltage which is also a linearly filtered version of the input 
power. We next show that, if the optical bandwidth of the incoherent 
source is sufficiently large, then the deviations of the detected equalized 
voltage from its average, because of fluctuations in the source and 
deviations of the impulse response of a particular guide from the 
ensemble average, can be neglected. 

As before, the detected-equalized voltage is given by 

Vout(t) = z ! Pout(t')hdet.-filt. (t - t')dt', (48) 

where z is an arbitrary constant. 
The mean detected-equalized current and the mean square deviation 

from the mean are given by 
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where 

hvout(t) = f hiollt(t')hdet.-filt.(t - t')dt' 

CT~(t) = (V~ut(t) - (Vout(t)2 = f (Piout (t') Piout(t") ) 

X hdet.-filt.(t - t')hdet.-filt.(t - t")dt'dt" - (vout(t)2 (49) 

To calculate the mean square deviation we need the correlation func­
tion of Piout(t). Using (6), (42b), and (44) we obtain the following com­
plicated expression: 

( ( ') (") ( (')( (")[I+ IRe (t"-t')12] Piout t Piout t = Piou! t Piout t R~(O) 

+ f [m(r)]4sik (t' - r)sik(t" - r)dr f I Re(u) 12du 

+ f [m(r)]2[m(t" - t' - r)]2Isik (t' - r) 12dr 

X f I Re(u) 12du. (50) 

In order to obtain numerical results we must make some assumptions 
as to the shapes of Sik(t), hin(t) , and Re(t). We shall assume the 
following: 

hin(t) = exp -t2/2CT 2 

ff{Re(t)} = exp -w2/2B~ 
Sik(t) = exp - t2/2'}'2 

(Gaussian-shaped input pulses) 
(Gaussian-shaped source spectrum) 
(Gaussian-shaped power impulse re­
sponse-appropriate for long guides). 

Using (51) in (50) we obtain the expressions 

(p . (t) = "ake[-lt-kT)2/2(O'2+'Y2)] CT'}'B s 
Jout '-' ~CT2 + '}'2 

(Piout(t')Piout(t") ) 
= (Piout(t')(Piout(t"){l + exp [-(t" - t')2B;]} 

+ BsCT'}' L L akai{ e[-(t"-t')2/4'Y2]e-[(k-i)T]2/4O'2 
2~CT2 + '}'2 

X e[-1/ O'H 'Y 2] (t'+[(t"-t') /2]-(k+i)(T /2)}2 + e-[ (k-j) T+(t"-t' )]2/40'2 

(51) 

X e [-1/O'2+'Y2] (t'+ [(t"-t') /2]-(k+n (T/2)}2}. (52) 

Equation (52) is still fairly complicated, but we can make some 
general observations. The mean output power is proportional to the 
source bandwidth B s, and therefore the mean output power squared 
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will be proportional to B~. Looking at the mean squared output power, 
we see that the portions involving the double sum are proportional to 
Bs. Those terms will become negligible compared to the mean output 
power squared as Bs gets large. The term exp - (til - t')2B~ can be 
approximated by an impulse of area --.)27r/ B s. Thus, this term is also 
proportional to B;-I and will be negligible for large Bs. Thus, for large 
B 8 we can approximate the mean square power by the mean power 
squared. Equivalently, o-~(t) will become negligible compared to (vout(t» 
as the source bandwidth becomes very large. Just how large the source 
bandwidth has to be depends upon how much overlap there is to 
average output pulses and therefore upon how much equalization has 
to be done. In the simple case where the output pulses do not overlap 
and where the equalizer is matched in shape to the output pulses, we 
obtain 

for 

T > 3--.)0- 2 + ')'2 = 1.5 X output pulse width 

hdet.-fiIt.(t) = hiout ( -t) (matched filter). 

(53) 

From (53) we see that, in this special case, the ratio of the mean 
detected equalized (filtered) voltage squared to the mean squared 
deviation, because of source fluctuations and guide random coupling, 
will be greater than 1000 if the optical source bandwidth is more than 
1000 times the reciprocals of both the input pulse duration and the 
average power impulse response duration. 

Typically, the source bandwidth is more than 1013 radians per 
seconds. Thus, the deviations are negligible for input and output pulse 
widths larger than 10-10 seconds. Of course, more bandwidth is re­
quired to make the deviations negligible when there is considerable 
pulse overlap. 

An interpretation is similar to previous cases. The requirement that 
the source bandwidth be large compared to the reciprocal of the 
duration of the input pulses allows averaging out of the fluctuations in 
the source. The requirement that the source bandwidth be large com­
pared to the reciprocal of the guide average power impulse response 
duration gives the frequency diversity that averages out the deviations 
between guides resulting from random mode coupling. 
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VI. CONCLUSIONS 

We conclude that there are a number of interesting circumstances in 
which a fiber system, normally linear in voltage, can be considered 
linear in power for digital communication purposes. The input power 
consisting of a sum of on-off modulated pulses produces an output 
power (and thus a detected current) which is also a sequence of on-off 
modulated pulses, possibly overlapping. The output pulse shape is 
well-defined under the conditions described above, which usually 
amount to using enough optical bandwidth to have sufficient fre­
quency diversity to average out source fluctuations and/or random 
mode coupling differences between guides. This power linearity allows 
baseband equalization (with the usual noise penalties) to allow use of 
the guide at higher bit rates than would be associated with the criterion 
that the output pulses must not overlap. Many assumptions made 
above may not be completely applicable to particular guides, but it is 
hoped that, qualitatively, some insight as to when power linearity may 
occur will be derived from these results. 
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A telephone network with switching and trunk congestion is considered. 
An optimization problem expressed in terms of mean numbers of calls and 
mean rates of flow of calls in various categories of service throughout the 
network is formulated. The maximum mean number of talking calls given 
by this optimization problem is an upper bound on the mean number of 
talking calls which could be carried by the network using theoretically 
optimum network management. Examples are given suggesting that the 
upper bound is close to values which actually can be attained. 

The optimum of the problem is achieved by controls which (i) restrict 
the number of calls coming into the network from the end offices and (ii) 
route appropriate fractions of the remaining calls over the various possible 
routes. 

I. INTRODUCTION 

Telephone communication facilities are designed to adequately 
handle peak traffic loads of an average day. In many instances the 
system is subject to higher loads. Classic examples of situations in 
which overloads occur are during holidays such as Christmas or 
Mother's Day, after disasters such as earthquakes or hurricanes, and 
during facility failures. Because of the time lag necessary to install new 
equipment, high overloads can also occur in normal operation in cases 
in which predicted traffic growth is greatly exceeded by actual traffic 
growth. An interesting observed phenomenon is that under certain 
high-load situations fewer calls may be completed than during normal 
load periods. Recognition of this gave rise to the subject of network 
management. One objective of network management is to control the 
handling of calls so that the maximum number of calls is put through 
the network. 

An interesting discussion of the network management problem and 
early work to understand the phenomena involved in it is contained in 
Ref. 1. In response to the problems mentioned in Ref. 1, a simulation 
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study of the network management problem was carried out in Ref. 2. 
Simulations2 of a modest-sized telephone network were developed and 
were used to evaluate the performance of various control techniques. 

A large number of control techniques have been suggested for 
managing the network under overload conditions. Some papers which 
are representative of these controls are Refs. 3 through 5. 

For given point-to-point calling rates, and given network manage­
ment controls, let us measure the steady-state performance of the net­
work by the expected total number of talking calls carried by the 
network. Define the capacity of the network (with the given calling 
rates) to be the maximum performance that could be obtained by any 
network management controls. Our objective is to set up techniques 
for computing the capacity of the network. The capacity of a network 
can be used as a benchmark in evaluating network management 
controls. That is, the performance of a given network management 
control system could be computed and compared against the capacity 
to tell how effective the given control system is. 

The calls carried on a telephone network can be considered as a 
stochastic process described by a very large number of variables. There 
are techniques which apply to optimization of stochastic systems;6-9 
however, these would not give practical methods for computation of 
the optimum capacity. 

For simplicity, we will consider only the steady-state situation. Our 
method will be to establish inequalities and equations which must be 
satisfied by the mean steady-state values of numbers of calls in various 
categories of being set up and mean rates of flow to calls into and out 
of these categories. From these equations and inequalities an optimiza­
tion problem will be formulated. It will not be claimed that the set of 
inequalities and equations obtained is an exhaustive set. Hence the 
optimum value of the criterion of the optimization problem will only 
be an upper bound on the optimum value for a corresponding criterion 
for the real system. Later, examples will be given to show that in these 
cases the optimum value of the optimization problem can be nearly 
obtained by an appropriate choice of controls incorporated in a simula­
tion of the network. 

While the situations are quite different, our treatment of this problem 
follows in spirit a corresponding technique in optimal control theory, 
called "relaxation" of the problem. lOoll However, the interest there is 
in finding an optimal control, while we are not after an optimal control, 
but merely want a good upper bound for the message carrying capacity 
of the network. 
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II. BACKGROUND 

The factors underlying the decrease in the number of calls carried by 
the telephone network as it became highly overloaded were already 
well understood in the early work of Ref. 1. As a call is being set up, it 
uses equipment in one switching machine until the next switching 
machine on its route accepts the call and receives the destination of the 
call from the previous machine. If a switching machine becomes over­
loaded, machines adjacent to it will have to wait longer to have their 
calls accepted and the destinations passed on. This causes an increase 
in the service time for putting a call through these machines. This in 
turn may cause the adjacent machines to become congested. A current 
device to relieve this congestive phenomenon is that calls that must 
wait longer than a fixed time-out time for a subsequent machine are 
given a no-circuit announcement. However, even with time-outs, 
switching machine congestion can back up throughout the network. 

Calls being set up occupy trunks on the partial route over which 
they have progressed. If a large number of calls are attempting on 
routes which are blocked, a portion of the capacity of certain links 
could be used by these ineffective attempts trying to set up. This would 
use capacity that could be used by talking calls. These ineffective at­
tempts also use switching capacity in machines preceding the blockage. 
Most blocked attempts try again. These retrials increase the congestion. 

The model which will be set up will incorporate the features men­
tioned above. Based on these observations, the model must take into 
account both trunking congestion and switching machine congestion. 
Since the route a call may take can be controlled and calls which are 
given busy signals free the entire partial route they occupied, the model 
should keep track of the partial routes over which calls have progressed. 

Throughout the entire paper we will be interested only in the ex­
pected values of the various variables in the steady state. We will 
assume throughout that the processes are ergodic. 

III. SWITCHING MACHINE MODEL 

A block diagram of the operations of the switching machine which 
will be modeled is given in Fig. 1. This is a simplified model of the 
Bell System No. 4A-ETS switching machine. In the model a call 
coming into a switching machine enters a queue to wait for a vacant 
sender. When a call gets a sender it inpulses its destination information 
to the sender and releases the sender it had in the previous machine. 

The call then gets into a queue for a decoder-marker combination. 
This decoder-marker decides on the machine the call should be routed 
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Fig. I-Switching machine block diagram. 

to next, tests for a vacant trunk, and sets up the connection, if possible. 
If there are no vacant trunks to appropriate subsequent machines, a 
no-circuit announcement is given. After a no-circuit announcement, 
the trunks on all the links that the call had progressed through become 
vacant again. If it is routed to a subsequent machine, it enters a queue 
for a sender in that machine. 

The sender in the current machine is occupied by the call from the 
time it begins processing the call until the call has, transmitted its 
destination information to the sender which processes the call in the 
subsequent machine. If a call waits longer than a fixed time to get a 
sender in the subsequent office, it is timed out. If it is timed out, the 
call is sent back to the marker-decoder which then connects it to a 
no-circuit announcement. 

The process of a call being connected for service to a sender is 
accomplished by a sender link controller and a sender link connector. 
These devices test for an idle sender and an idle path to the sender. 
Then a path through the switch from the incoming trunk to the sender 
is selected and the connection established by closing appropriate 
switches. 

The process of connecting a call for service to a marker is carried out 
in a similar fashion by a marker connector. 
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IV. COMPLETE AND PARTIAL ROUTES 

A telephone network can be thought of as a collection of call switch­
ing machines connected by communication links. In the operation of 
the network, a talking call which hangs up frees a trunk on all the links 
of the route it occupied. A call which is in some state of being set up 
will occupy a partial route. If it is given a no-circuit announcement, it 
will free trunks on all the links of the partial route it occupied. 

To model routes and partial routes, we will make the following 
definitions. Assume there are k switching machines of the network 
labeled by the integers 1, ... , k. We will use the letter R to denote a 
complete route. A complete route 

R = (iI, . . . , in) 

is a succession of switching machines. A call occupying a complete 
route is always considered to be a talking call and it is understood that 
the call is occupying trunks on the links connecting switching machines 
in adjacent positions in the expression R. 

A partial route describes the route occupied by a call in the process 
of being set up and the destination of the call. Let r designate a partial 
route. If 

it is understood that the call has passed through machines h· .. i n - 2, 

is waiting to get into in-lor is in i n- l being processed, and its destina­
tion is machine in. It occupies trunks on links connecting adjacent 
machines from i l to in-I. When a partial route r is of the above form, 
we shall say the partial route "terminates" at machine in-I. 

The symbol r+ will be used to designate a route subsequent to r. 
If r = (il ··· in-I, in), r+ may be the complete route 

R = (il ··· in-I, in) 

in the case in which there is a link between machine i n- l and the 
destination in; or it may be a route of the type 

that is, a partial route in which the call has passed to one further 
machine im on its way to its destination in than the call on partial 
route r had. 

v. MODEL DESCRIPTION 

In a given switching machine, calls can be distinguished by the 
partial route they occupy and the stage of processing they are in. 
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Completed talking calls can be distinguished by the complete route 
which they occupy. To describe the operation of the switching 
machines, we define the variables: 

W r = mean number of calls on partial route r waiting for a sender 
Sr = mean number of calls on partial route r which are inpulsing 

into a sender 
V r = mean number of calls on partial route r waiting for service by 

a decoder-marker 
M r = mean number of calls on partial route r being serviced by a 

decoder-marker 
N R = mean number of talking calls on complete route R 

Xr = mean rate of flow of calls on partial route r into the sender 
queue 

Zr = mean rate of flow of calls on partial route r into the sender 
Vr = mean rate of flow of calls on partial route r from the sender 

into the decoder-marker queue 
U r = mean rate of flow of calls on partial route r into decoder­

marker 
tr = mean rate at which calls in sender queue on partial route rare 

timed out 
br = mean rate at which calls on partial route r are blocked 
ZR = mean rate at which calls are being completed through the 

network on complete route R. 

We shall show that the following statements must be satisfied by 
these mean rates and mean numbers. 

1. The mean rate at which calls flow into senders in a given machine 
is less than or equal to a constant times the mean number of 
senders which are not currently processing calls. 

2. The mean rate at which calls arrive at the marker queue from the 
senders is equal to a constant times the mean number of senders 
which are processing calls which have not yet entered a marker 
queue. 

3. The mean rate at which calls flow into the marker-decoder is less 
than or equal to a constant times the mean number of markers 
not currently processing calls. 

4. The mean rate at which calls leave the markers is equal to a 
constant times the mean number of markers which are processing 
calls. 
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Consider statement 1. Let us define a call to be in the process of 
connecting to a sender from the time an idle sender is found until the 
connection has been completed to that sender. Defining the process 
this way, no time-outs occur during it. While a call is undergoing this 
connection process, we will say it is in the connector. We use this 
definition: 

number of calls connecting to some sender 
~ number of free senders. 

The above inequality also must hold for the mean values of both 
quantities. 

N ow the number connecting to some sender is the number in a 
queuing system (the connector) whose service time is the time required 
to make a connection. Applying Little's Theorem12 •13 gives: 

E {number of calls connecting to some sender} 
= (mean rate at which calls are flowing into the connector) 
X (mean time to make a connection). 

Since we are considering a steady-state situation, the mean rate at 
which calls are flowing into the connector equals the mean rate at 
which calls are connected to some sender. Hence we obtain statement 
1. The constant in statement 1 is the reciprocal of the mean work time 
required to connect a call to a sender. 

Consider statement 2. Calls attach to a sender, impulse their destina­
tion information, and then enter a marker queue. Applying Little's 
law to the number of calls inpulsing into a sender gives, 

mean number of calls inpulsing into a sender 
= (mean rate at which calls arrive at senders) 
X (mean inpulsing time). 

Since the system is in steady state, the mean rate at which calls arrive 
at senders equals the mean rate at which calls arrive at the marker 
queue. The mean number of calls inpulsing into a sender is the mean 
number of calls in the sender which have not yet entered the marker 
queue. Hence statement 2 is established. 

Statements 3 and 4 are statements concerning markers similar to 
statements 1 and 2 concerning senders. They can be established by 
using Little's law in a similar manner to statements 1 and 2. 

Next, statements 1 through 4 will be expressed more formally as 
equations and inequalities in the variables defined previously. For a 
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given switching machine, let 

Ii = all partial routes terminating in machine i 
Oi = all partial routes immediately subsequent to a partial route 

termina ting in machine i 
Si = total number of senders in machine i 
~i = total number of decoder-markers in machine i. 

The total rate at which calls are entering senders in machine i is the 
sum over all the partial routes which terminate at machine i of the 
rates at which calls on those partial routes are entering senders. In 
symbols this is 

L Zr· 
rEI. 

The mean number of calls occupying senders in machine i is 

Hence, the mean number of free senders is 

Hence, statement 1 may be written as the inequality 

L Zr ~ Cl!Si - L (Sr + Vr + Mr) - L Wr+). (1) 
rEI. . rEI, r+EOi 

A similar interpretation of statement 3 yields 

L U r ~ C3J~i - L M r ). 
rEli 1 rEI, 

Statements 2 and 4 are expressed by 

Vr = C2Sr , 

U r = C4M r • 

(3) 

(2) 

(4) 

The number of calls on a given link either talking or being processed 
in some switching machine must be less than or equal to the number of 
trunks in that link. Hence, the expected number of calls of these types 
must be less than or equal to the number of trunks on the link. The 
inequalities expressing this are given by 

L N R + L [Wr+Sr+Vr+MrJ~Cii' (5) 
R:J i,i r:J i,i 
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In this notation there is one inequality for each link connecting a 
machine i and a machine j, Cii is the number of trunks on this link, and 
the notations R ~ i,j and r ~ i,j indicate that the sums are respec­
tively over all complete routes or all partial routes which pass through 
link i,j. 

In the steady state the expected rate at which calls flow into any 
category of processing in a switching machine must equal the rate at 
which they flow out. Thus the following flow-in equal flow-out equa­
tions must hold. 

Vr + 2: t r+ = U r 
r+EO, 

(6) 

(7) 

(8) 

(9) 

Let AR denote the probability that a call that completes through the 
network on route· R will be answered by the customer. The rate at 
which calls are completing to talking calls on route R is ARzR. If the 
mean length of a talking call is l/v, calls will be hanging up at rate v. 
To be in steady state, the equation 

(10) 

must hold. 
Let Aii denote the mean rate at which calls wish to enter the network 

originating at machine i with destination machine j. Suppose that, 
if a call is placed and receives a no-circuit announcement, the customer 
decides to retry with probability P or to give up placing the call with 
probability 1 - P. Suppose this is true independently for every call 
irrespective of how many times the customer may have tried pre­
viously to place the call and failed. * 

Let aii denote the rate at which calls including retrials are being 
placed from i to j. Let rii denote the rate at which no-circuit announce­
ments are being given and Sii the rate at which calls are being com­
pleted from i to j. Then 

(11) 

• Customer retrial behavior is discussed by Wilkinson in Ref. 14. The model 
considered here can be considered as an idealized approximation to the more com­
plicated behavior reported in Ref. 14. 
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Solving for r ij, 

(12) 

N ow the rate at which calls are being completed between i and j is the 
sum over all the complete routes joining i and j of the rate at which 
calls are flowing onto these complete routes. Hence, 

Sij = L ARzR • 
R=(i," '.j) 

Using (11), (12), and (13) gives 

Aij - P L ARzR 
aij = ___ -::-R-=-=_<'--'i.-:::; . • :-,-,. ,=i) __ 

1 - P 

(13) 

(14) 

Calls entering the network at machine i will be assumed to originate 
through an end office which leads into machine i. Since this is so, there 

Aij - P L ARzR 

X(i.j) 
____ R_=--'-<~...:....· •• _ • ...:..; •• J:..:.....) __ - b(i.j) 

1-P (2.3) 

L NR + L (Wr+Sr + V r + Mr) ~ Cij (2.4) 
R:Ji,i r:Ji.i 

Xr = Zr + tr (2.7) 

Zr = Vr (2.8) 

(2.10) 

Fig. 2-Equations and inequalities described in Section V. 
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will be a possibility that a call which wishes to enter the network at 
machine i with destination machine j may be blocked in the end office 
prior to its getting into the network. Let bCi,j) denote this rate at which 
calls from i to j are blocked in the originating end office. 

If r = (i, j), that is, r is the partial route of a call just starting at i 
whose destination is j, then the rate of flow onto r is given by 

Xr = aij - b(i,j)' 

Since all the variables of the problem are mean numbers of calls 
or mean rates at which calls are flowing, all variables must be 
non-negative. 

The equations and inequalities which have been described so far are 
gathered together in Fig. 2. 

Rewriting the equations of Fig. 2, it can be seen that X r , V r , UT) N R, 

Sr, and Mr can be expressed in terms of ZT) tr, and br. Eliminating these 
variables from the problem, we arrive at the equations expressed in 
Fig. 3. 

(3.1) 

(3.2) 

(3.3) 

(3.4) 

(3.5) 

Fig. 3-Formulas of the relaxed optimization problem. 



1206 THE BELL SYSTEM TECHNICAL JOURNAL, SEPTEMBER 1973 

VI. AN OPTIMIZATION PROBLEM 

Up to this point we have been considering the very complex sto­
chastic process of calls progressing through a telephone network. For 
any such process, the constraints in Fig. 3 must be satisfied by the 
appropriate mean values. Next we will consider the relaxed optimiza­
tion problem mentioned in Section I. 

The total expected number of talking calls at a given time is 

2:NR • (15) 
R 

Suppose it is desired to maximize this quantity. From (10) this is 
equivalent to maximizing 

(16) 

Let us first assume that it is possible to control the variables 

We formulate the optimization problem of maximizing (16) subject to 
the formulas of Fig. 3. 

This is the relaxed optimization problem mentioned in Section I. 
Notice that while we have argued that the formulas of Fig. 3 must 
hold, it seems apparent that other relationships than those given in 
Fig. 2 will have to be satisfied for corresponding variables in the real 
network. However, we shall treat this relaxed optimization problem as 
a "model" for the network and investigate the optimum mean number 
of calls carried by this model. Later, for an example, the calls carried 
by the model and those carried by a call-by-call simulation will be 
compared to show that these call-carrying capacities are close. In this 
sense, this indicates that the model mirrors the major features of the 
call-carrying capacity of the network. 

Notice that the variables which are to be controlled contain mean 
rates of flow of calls throughout the network. Implicit in this is the 
assumption that the routing of calls is to be chosen in the relaxed 
optimization problem. This will result in a routing different than 
conventional alternate routing. The relaxed optimization problem as 
formulated is a linear programming problem. If rules for alternate 
routing were imposed in addition to the formulas of Fig. 2, this linearity 
would be destroyed. For this reason the more flexible type of routing 
will be allowed rather than insisting on conventional alternate routing. 

Notice that it might be felt that the variables to be controlled by 
the program are not really subject to control in a real network. It will 
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be shown that the optimum solution only adjusts a subset of those 
variables and it does appear that the variables which must be adjusted 
in the optimum solution are subject to adjustment in a real network. 

VII. GRADE OF SERVICE CONSTRAINT 

In the relaxed optimization problem that has just been formulated, 
no provision has been made to assure maintenance of an appropriate 
level of service. For instance, it is conceivable that the solution of 
the optimization problem would deny service completely to some 
point-to-point pair if the facilities on the route it used could be better 
utilized by other traffics. A provision should be made to insure at 
least a certain level of calling between each point-to-point pair. 

Since the situation to be considered is one in which the network is 
already overloaded, it will not be possible to keep the blocking for 
each point-to-point pair below desired levels. However, it is possible 
to require that each point-to-point pair has the capability of com­
pleting through the network a fixed minimal number of calls per unit 
time. The total mean rate at which calls are completed through the 
network between point-to-point pair (i, j) is 

L ZR. 
R=(i.·· '.j) 

The inequalities 
(17) 

assure that calls between each pair (i, j) will be completed through the 
network at a mean rate greater than or equal to K ij• In the future 
inequalities, (17) will always be added to the formulas of the relaxed 
optimization problem given in Fig. 3. 

VIII. REDUCTION OF THE OPTIMIZATION PROBLEM 

Notice that in this problem if ZR, Zr, br, tr, V r, Wr is an optimal 
solution, then there is another optimal solution with the same ZR and 
Zr, the same br for r not of the form r = (ij), new b(ij) equal to the 
previous b(ij) + t(ij), and with Vr = Wr = tr = O. This is so since 
the equations and inequalities are still satisfied and the quantity (16) 
to be maximized is unchanged. 

Notice also that eq. (3.1) in Fig. 3 implies that 

(18) 

In this, the notation r ::> R means that the sum is to be taken over all 
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complete routes which have the partial route r as their common 
beginning and destination. 

Let 

be any optimal solution of the type described above. If 

b; = 0, r ~ (i, j), 

bun [ Aij - P R=(i~ .,j) ARzR ][1 - P]-l - R=(i~' ',j) ZR, (19) 

(20) 

Then 
ZR, z;, b;, 0, 0, 0 

is an optimal solution since (20) implies equation (3.1) in Fig. 3 is 
satisfied, (18) and (19) imply that the equations or inequalities (3.2) 
through (3.5) are satisfied, and (16) and (17) are unchanged, This 
implies that the optimization problem may be rewritten in terms of 
only the variables b(i,j) and ZR through using eqs. (19) and (20). The 
optimization problem is restated in this form in Fig, 4. 

IX. CONSEQUENCES OF THE OPTIMIZATION PROBLEM 

Notice that the variables of the final optimization problem are 

b(i,j) = the fraction of calls given a no-circuit announcement in 
their originating office 

ZR = rate at which calls are being completed through the network 
on complete route R 

and that it has been shown that if bun and ZR are optimal values for 
the final relaxed optimization problem, then 

ZR, Zr = 2: ZR, V r = 0, W r = 0, tr = 0 
R:Jr 

if r = (i, j) 

if r ~ (i, j) 

are optimal values for the original optimization problem. 
This implies that the solution of the relaxed optimization problem 

may be taken to be of the following form: An appropriate fraction of 
point-to-point attempts are blocked in their originating end office. The 
remainder is appropriately divided among the various complete routes 
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Maximize 

subject to 

. [ ( 1 1 1 )-1 ( 1 1 )-lJ ~ MIn S i C 1 + C 2 + C 4 ,~i C 3 + C 4 

L (1 - P + PAR)ZR = >-"ij - (1 - P)b(ij) 
R=(i,''',j) 

L ZR ~ Kij 
R=(i," ',j) 

Fig. 4-Reduction of the optimization problem. 

1209 

(4.1) 

(4.2) 

(4.3) 

(4.4) 

(4.5) 

joining the origin and the destination. No further blocking takes place. 
The fractions of traffic assigned to each complete route are chosen so 
that no queues build up in senders or markers and no blocking occurs 
on trunks. They also maximize the total expected number of talking 
calls. The fraction of each point-to-point traffic which is blocked at its 
source and the fractions which are routed over each complete route 
joining a point-to-point pair can be considered to be the optimal 
controls chosen by the relaxed optimization problem. 

Of course, the above paragraph refers to the solution of the relaxed 
optimization problem and not to an optimal control for a real network. 
Recall that the relaxed optimization problem contained some, but not 
all, of the constraints of a real network. As a result, its optimal solution 
may violate some of those additional constraints. However, the message­
carrying capacity found by the relaxed optimization problem must be 
at least as large as the capacity of the corresponding real network. 

The optimal solution of the relaxed problem is suggestive of a good, 
but suboptimal, control for a real network: Code block calls in the end 
offices by the same amount as used in the relaxed optimization problem 
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and route the calls as indicated. Do not intentionally block calls at any 
other point. Since the real system is stochastic, this will result in some 
queues forming and, depending on the method of implementation, in 
some blocking internally in the network. Because of this, the control 
might be improved by choosing slightly different values of code 
blocking. 

x. JUSTIFICATION OF THE OPTIMIZATION PROBLEM 

It is natural and crucial to ask if the capacity of the model will 
approximate the capacity of the stochastic network. It might be 
thought that the optimal solution of the model is an "Alice in W onder­
land" solution due to the relaxed nature of this model, especially since 
it chooses just the right amounts of traffic to route over each complete 
route so that there is never any internal blocking or any queues in the 
switching mathines. We will try to demonstrate that this is not so by 
the following argument. 

It has been shown in establishing the equations and inequalities of 
Fig. 4 that corresponding variables for any real network must satisfy 
these conditions. Hence, these variables for a real network are a feasible 
set for the optimization problem. Thus the capacity of the model is an 
upper bound on the capacity of a real network. We will show in typical 
examples that controls similar to those of the optimization problem 
when incorporated in a stochastic simulation of these networks give a 
carried load close to this upper bound. 

The first example is shown in Fig. 5. The small network shown there 
was subj ected to severe overloads. An overload factor of one corre-
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Fig. 5-Comparison of upper bound and achieved carrier loads with severe overloads. 
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Fig. 6-Network used in focused overload example. 

sponds to the traffic load for which the network was designed, an 
overload factor of two corresponds to twice the design load, and so 
forth. For all the overloads shown the upper bound on the network 
capacity was 238 messages. A Monte Carlo simulation of the network 
was run restricting the offered traffic at the end offices. The steady-state 
average number of messages carried was 228. 

The second example was run on the considerably larger network 
shown in Fig. 6. This network received its design offered load except 
that all offered traffics destined for the node marked "Focus" were 
eight times their design levels and all traffics originating at that node 
were twice their design levels. Focused overloads of this type occur 
in the toll network. A similar pattern might occur following a natural 
disaster in the vicinity of the node marked "Focus." 

Four cases were run on this network with this offered load. In all 
four cases only in-chain routing was used, i.e., only message paths 
which could exist under the current hierarchial routing scheme were 
allowed. The results are shown in Fig. 7. First, a Monte Carlo simula­
tion was run using short sender timing as the only network manage­
ment control. The average number of messages carried in steady state 
was 250. Second, the simulation was run using the network manage-
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Fig. 7-Comparison of upper bound and achieved carrier loads with focused overload. 

ment controls proposed for the No.4 ESS switching machine, the next 
generation of Bell System toll switching machines. The steady-state 
average number of messages carried by the network was 1239. Third, an 
analytic model15 was run with code blocking, not in the end offices 
but in their associated toll machines. The steady-state average number 
of messages carried was 1273. Finally, the upper bound on the network 
capacity was 1329. 

In this example the proposed, economically feasible No. 4 ESS 
controls achieve most of the improvement between the essentially 
uncontrolled case and the upper bound on network capacity. The upper 
bound is more nearly attained by choosing code blocking in the toll 
centers, based on knowing the mean offered loads. Presumably the 
upper bound could be even more closely approached if code blocking 
was done in the end offices and some routing controls were included. 

In summary, not only is it likely that controls based on complete 
knowledge of the underlying distributions can nearly achieve the 
upper bound on capacity, but also economically feasible control 
schemes can approach it. 

XI. SOLUTION INFORMATION 

Computer programs have been set up to solve the final linear pro­
gramming problem. The program consists of two parts. The first part 
takes given data on the network, such as number of toll centers, which 
toll centers are connected by links, number of trunks on a link, and 
machine operating constants. Then it writes the equations given in 
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Fig. 4 in a form suitable for use in a linear programming algorithm. The 
second part uses a linear programming algorithm to solve the linear 
programming problem. These programs have been used to compute 
optimal controls for moderate-sized networks. 

For a network with 17 nodes, 57 links, and 272 point-to-point 
offered traffics, it cost about $45 to run both programs on an IBM 360. 
For 21 nodes, 204 links, and 441 point-to-point offered traffics, it cost 
about $100 to run both programs on the same machine. By modifying 
the standard linear programming algorithm, taking into account the 
special structure of the model, it appears that it will be feasible to 
compute capacities for very large networks. 

The output of the solution algorithm for the linear programming 
problem contains much additional information which can be important 
in evaluating the network's operation. The amount of slackness in the 
inequality constraints and the optimal variables for the dual linear 
program are printed out. 

In Fig. 4, the left side of inequality (4.2) is the rate at which calls 
are processed in switching machine i. The left side of inequality (4.3) 
is the average number of calls on the trunk group connecting machines 
i and j. The left side of inequality (4.5) is the completion rate for calls 
originating at machine i and destined for machine j. 

The dual variables for inequalities (4.2) and (4.3) are related to the 
incremental increase in the optimal carried load which could be 
achieved by adding one sender or marker or one trunk in the indicated 
place. The dual variables for inequality (4.5) give the incremental in­
crease in the carried load which could be achieved by relaxing the 
minimum service constraint for a particular source-destination pair, i-j. 

The amount of slackness in inequalities (4.2) and (4.3) gives infor­
mation on how efficiently the toll centers and trunks are being utilized 
in carrying the given traffic. 

XII. CONCLUSIONS 

A steady-state, mean-flow-rate model of an overload telephone net­
work with trunk and switching congestion was set up and optimized. 
The expected number of calls carried by this model is an upper bound 
for the number of calls which can be carried in the real network. The 
model takes into account the progression of calls along their routes as 
they are being set up and the amount of trunk space and switching 
machine capacity used by the calls which are in the process of being 
set up. The form of the model was such that the optimization could be 
carried out using conventional linear programming. 
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The calls carried by the optimized model can be used as a standard 
against which the calls carried by various network management control 
systems can be compared. The form of the controls of the optimized 
model should provide insight for network management. Computations 
indicate that there can be a significant difference between the number 
of calls carried by an unmanaged system and the optimally managed 
system. Some information which may be valuable in assessing the need 
for additional facilities in the network is available from peripheral 
information supplied by the linear program. 
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Analysis of First-Come First-Served 
Queuing Systems With Peaked Inputs 

By H. HEFFES 
(Manuscript received March 8, 1973) 

This paper treats the problem of analyzing a first-come first-served 
queuing system, in equilibrium, when subjected to a peaked input (e.g., 
traffic overflowing a trunk group with Poisson input). The basic GI/M/N 
(renewal input to N exponential servers) queuing result is used, together 
with each of two models for representing peaked traffic, the Equivalent 
Random (E-R) model and the Interrupted Poisson Process (IPP) model. 
The equilibrium virtual delay distribution is derived and compared with 
the equilibrium distribution of delays seen by arriving calls. Numerical 
examples are presented, along with comparisons of results using both the 
above models. The results show that delays can be quite sensitive to 
peakedness. 

I. INTRODUCTION 

It is well known, from analysis of blocking in trunk groups, that the 
blocking seen by peaked traffic (e.g., traffic overflowing a first-choice 
trunk group with Poisson input) can be significantly larger than block­
ing seen by Poisson traffic with the same intensity. In this paper, we 
are interested in determining the effect peaked traffic has on delays in 
queuing systems. The analysis was motivated by a study of sender 
attachment delay in Crossbar Tandem switching machines receiving 
alternate routed (peaked) traffic. 

We treat the problem of analyzing a first-come first-served queuing 
system with peaked input for the situation where there is no idle 
server if there is a waiting customer. The basic tool is the GI/M/N 
queuing result which requires a characterization of the input process 
in terms of the Laplace-Stieltjes transform of the interarrival time 
distribution. This characterization is provided using Wilkinson's 
Equivalent Random 1 (E-R) model where the peaked input is modeled 
as an overflow process from a finite trunk group with Poisson input. 

1215 
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The size of the finite trunk group and intensity of the Poisson input are 
chosen so that the overflow process produces the desired mean and 
peakedness (variance to mean ratio of trunks up on an infinite trunk 
group). The E-R method has been widely used in analyzing blocking 
in trunking networks and is considered our basic model when the source 
of the traffic peakedness is from alternate routing. 

A second model, which gives a much simpler characterization of the 
peaked input (both computationally and analytically), is the Inter­
rupted Poisson Process. 2 Here the peaked traffic is considered to be the 
output process of a switch, with Poisson input, where the switch is 
opened and closed for independent, exponentially distributed time 
intervals. The parameters of the switch are chosen to match either 
the first two or three moments of trunks up on an infinite trunk group 
with the corresponding moments obtained for the E-R model. 

Comparisons between results using each of the above models are 
presented along with a set of numerical results which show that delays 
can be quite sensitive to peakedness. 

For Poisson traffic, the virtual delay distribution (time congestion) * 
is identical with the delay distribution seen by arriving calls (call 
congestion). This is not the case for peaked traffic. Since in some 
applications measurements form estimates of time congestion (e.g., 
SADR measurements), it is of interest to relate the time and call 
congestion quantities. Numerical results show the sensitivity of the 
relationship to peakedness. 

II. GI/M/N QUEUING RESULTSt 

Consider a recurrent inputt to an N server queuing system. The 
service times are independent, exponentially distributed with the mean 
service time given by 1/ J.L2. The customers are served in their order of 
arrival, and there is no idle server if there is a waiting customer. 

Let F(x) denote the distribution function of the interarrival times. 
The mean interarrival time, I/A2, is given by 

1 foo - = xdF(x) 
A2 0 

(1) 

* Time and call congestion are commonly used in trunking analysis (BOO system; 
i.e., blocked calls cleared). In the delay case (BOD system), we use call congestion for 
the delays seen by arriving calls and time congestion for the virtual delay. See appendix 
for precise definitions. 

t The reader is referred to chapter 2 of Ref. 3 for a more detailed mathematical 
description of these results. 

t The peaked input will be modeled bv recurrent processes. For these processes, 
F(O+) =0. 



FIRST-COME FIRST-SERVED QUEUING 

and the Laplace-Stieltjes transform of F(x) is given by 

<p(s) = lor>:) e-sxdF(x). 

We define the load/server (sometimes called occupancy) as 

A2 
p=-

NJ.l.2· 

1217 

(2) 

(3) 

The following result is available to us: 3 If p < 1, then the equilibrium 
delay distribution (as seen by arriving calls, i.e., call congestion) exists 
and is given by 

A 
Pr[delay> T] = 1 _ W exp [-NJ.l.2(1 - w)T]. (4) 

The exponential delay distribution is seen to be a function of two 
parameters, wand A. The parameter w is the solution, in (0, 1), of the 
equation 

(5) * 

For p < 1, this equation is known to have a unique solution in (0, 1); 
furthermore, the solution can be found by successively iterating on 
(5); i.e., 

Wi+! = <p[N J.l.2(1 - Wi)] 

with Wo E [0, 1). If we define 

<Pj = <P(jJ.l.2) 

and 
j <PI' 

Cj = IT 1 _ "" , 
11=1 ':1:'1' 

then the parameter A is given by 

(6) 

(7a) 

(7b) 

A = 1 . (8) 

[
_1- + f (~)[N(l - <f!;) - jJ 1 
1 - W j=1 Cj (1 - <pj)[N(1 - w) - j] 

Thus, given the characterization of the input in terms of <pCs) , eqs. 
(6), (7), and (8) provide the means to compute the equilibrium delay 
distribution as seen by arriving calls (4). The mean of the equilibrium 

* In Poisson traffic, the solution of (5) is w = p. In some cases, to be treated later, 
(5) can be solved in closed form. 
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delay distribution is given by 

A 
E[delayJ = N IL2(1 - W)2 (9) 

In the next two sections we discuss the Equivalent Random and 
Interrupted Poisson models for generating peaked traffic and charac­
terizing <I> ( 8 ) • 

III. EQUIVALENT RANDOM MODEL 

The E-R model treats peaked traffic as an overflow process from a 
finite trunk group with Poisson input. The holding time for the trunk 
group is assumed to be exponential with mean 1/ ILl.· The number of 
trunks and the intensity of the Poisson traffic are chosen so the mean 
and variance to mean ratio (peakedness) of trunks up on an infinite 
overflow group closely match the desired mean and peakedness. If we 
denote the desired mean and peakedness by m d and Zd respectively, 
then Rapp's formulas 4 for the Poisson load (aeq) and number of 
trunks (c), 

(10) 

( 
md + Zd ) 

C = aeq + 1 - md - 1, 
md Zd-

(11) 

yield an overflow process which approximates the desired process. It 
should be noted that use of (10) and (11), or truncation of c from (11), 
will often lead to overflow traffic with mean and peakedness different 
from (but usually close to) the desired values. To quantify this effect, 
the actual mean and peakedness should be computed using 

m = aeqB(c, aeq) 

Z = [1 - m + c + 1 :e~ -a
eq 
J 

where B is the Erlang B function. 

(12) 

(13) 

Takacs3, Chapter 4, shows that the Laplace-Stieltjes transform of the 
interarrival time distribution of the overflow traffic is given by 

c ( c) 1 i-I / c + 1 (C + i) 1 j-1 <1>(8) = ~ . 0 1I (8 + iILl) ~ . 0 1I (8 + iILl), (14)t 
1 =0 J I\eq J =0 1 =0 J I\eq ~ =0 

• Note that we can have 1'-1 ¢ 1'-2. For example, if overflow traffic from trunks is 
offered to a group of senders, 1/1'-1 is of the order of minutes, whereas 1/1'-2 is of the 
order of seconds. 

t The value c is considered an integer. In practice we round c given by (11) up 
and down and choose the one that gives an actual z closest to Zd. The actual m and Z 

are computed from (12) and (13) using the rounded values of c. 
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where the empty product is unity. Note that <p(s), given by (14), has 
to be repeatedly evaluated in (6) for the solution of (5) and in (8). In its 
present form, (14) is unsuitable for computation (for large c) because 
of numerical problems. In order to avoid these problems, we use a 
recursive method for the evaluation of <p(s) developed by A. Descloux. 5 

If we use the notation <pc(s) to denote the dependence of <p(s) on c, 
then <pc ( s) satisfies 

[<pk(S) J-l = ~ + 1 + J1.1 k - ~ k<pk-l(S) (15) 
A~ A~ A~ 

with initial condition 

<p°(s) = ~. (16) 
s + Aeq 

The solution is thus obtained as follows: Using (15) to evaluate 
cJI(s), we iterate on (6) to find the w parameter and subsequently the A 
parameter (8). Having evaluated the wand A parameters we can 
compute Pre delay > TJ from (4). 

We now turn our attention to the interrupted Poisson process model 
for generating peaked traffic, the resulting simplifications, and com­
parisons with the E-R model. 

IV. INTERRUPTED POISSON PROCESS MODEL 

This model, suggested by W. S. Hayward and analyzed by A. 
Kuczura,2 treats peaked traffic as a Poisson process modulated by a 
random switch where the switch is opened and closed for independent, 
exponentially distributed time intervals. The importance of this process 
is that it can provide a simple and accurate approximation to overflow 
traffic. 

This model contains three parameters, the intensity of the Poisson 
process into the switch, As calls per second; the mean open time of the 
switch, l/ws seconds; and the mean closed time of the switch, 1/1s 
seconds. If we choose 

and 

As = A, = mz + 3z(z - 1), 
J1.1 

w, m [ J - = w, = - m + 3z - 1 , 
J1.1 A, 

1, [As 1] - = 'Y, = - - w" 
J1.1 m 

(17) 

(18) 

(19) 

then the mean and variance to mean ratio of trunks up on an infinite 
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trunk group, with mean holding time 1/ J.Ll, will be m and z respectively.2 
This corresponds to the two-parameter match of Ref. 2. The so-called 
three-parameter match is obtained by matching the first three moments 
of trunks up on an infinite trunk group with the corresponding moments 
that would be obtained using the E-R model. In this case, e and aeq are 
computed from (10) and (11) and the switch parameters are obtained 
from 

and 
18 _ _ w" [A 8 - aeq 0 0 ] --"I --
J.Ll 8 aeq 00 ' 

where the Ok, defined in Ref. 2, are given by 

00 = B(e, aeq) 

and 
~-l _ e + k - aeq + aeq ~ 
Uk - k k Uk-I' 

(20) 

(21) 

(22) 

(23) * 

(24)t 

For a given mean m and peakedness z, it has been shown2 that the 
Laplace-StieItjes transform of the interarrival time distribution of the 
output process of the switch is given by 

<p(s) = k1rlJ.Ll + k2r2J.LI, 
s + rlJ.Ll s + r2J.LI 

(25) 

where the parameters rl, r2, kl' and k2 are given by 

rl = ![A8 + W8 + "Is + ~(As + W8 + "Is)2 - 4Asws] (26) 

r2 = ![As + Ws + "Is - ~(As + Ws + "18)2 - 4Asws] (27) 

kl = As - r2 (28) 
rl - r2 

k2 = 1 - kl (29) 

and As, Ws, and "Is are given by (17), (18), and (19) for the two-param­
eter match and by (20), (21), and (22) for the three-parameter match. 

* B is the Erlang B function. 
t This equation can be simply obtained from equation (1.15) in the appendix to 

Ref. 1. 
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With (25) defining <p(s), eq. (5) becomes a cubic in the w parameter 
of the delay distribution. Dividing the cubic by the known root at unity 
gives the desired root in (0, 1) 

w= 

with 

and 
r2J.Ll 

0:2=-· 
NJ.L2 

(30) 

(31) 

(32) 

Thus w, given by (30), together with (8) specify the equilibrium delay 
distribution. Note that the iteration procedure (6) has been eliminated 
and that <Ph defined by (7a), is simple to compute using (25). 

v. TIME CONGESTION 

For Poisson traffic, the virtual delay distribution (time congestion) 
is identical with the delay distribution as seen by arriving calls (call 
congestion). This is not the case for peaked traffic. Since in some 
applications measurements form estimates of time congestion (e.g., 
SADR measurements), it is of interest to relate the time and call 
congestion quantities. 

We define time congestion as the delay in being serviced experienced 
by a fictitious call arriving at an arbitrary time t when the system is in 
equilibrium. * It is shown in the appendix that, in equilibrium, the rela­
tionship between call congestion (CC) and time congestion (TC) is 
given by 

Pr[TC > TJ = !! Pr[CC > TJ 
w 

(33)t 

if p < 1 and the interarrival time distribution, F(x), is not a lattice \ 
distribution.: Pr[CC > TJ is the delay distribution seen by arriving 
calls and is given by (4). 

VI. NUMERICAL RESULTS AND DISCUSSION 

One measure of system performance of possible interest is the mean 
delay experienced by arriving calls, given by (9), versus CCS offered 

* See appendix for a more precise definition of time congestion. 
t For Poisson traffic, w = p giving Pr[TC > TJ = Pr[CC > T]. 
~ The E-R model and Interrupted Poisson model clearly satisfy the nonlattice 

hypothesis. 
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to the servers where 

#CCS = 36 JLI m 
JL2 

with m given by (12) in the E-R model and 

m = Aa Wa 

Wa + "fa 

(34) 

(35) 

for the interrupted Poisson model. Here A a, "fa, and Wa are given by 
(17), (18), and (19) for the two-parameter match and by (20), (21), 
and (22) for the three-parameter match. Figures l(a) and l(b) are plots 
of the mean delay characteristics for each of the three models of 
interest. The values of peakedness z ranging from 1 to 3 are presented 
on Fig. l(a), and the z = 4 results are plotted on Fig. l(b). The param­
eters of this example are N = 18, 1/ JLI = 180 seconds, and 1/ JL2 = 7.6 
seconds. 

It is seen that, while the two-parameter results tend to overestimate 
both the E-R and three-parameter results, the differences are indis­
tinguishable (for the entire CCS range shown) up to z = 1.5 and small 
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up to about z = 2. The three-parameter results· are seen to be in­
distinguishable from the E-R results up to z = 2.0 and close up to 
about z = 3. In all cases, the E-R results tend to lie between the two­
and three-parameter results. We see in Fig. 1 (b) that the results differ 
greatly for z = 4. The results of Ref. 6 show that fixing the equivalent­
random mean and variance for a renewal process does not necessarily 
tightly tie down the blocking in the BCC case. Weare observing the 
same phenomenon here. In fact, nonnegligible discrepancies'between 
the E-R and three-parameter results for larger z's can occur despite 
a matching of three moments. 

Specific delay distributions are shown in Figs. 2(a) and 2(b). An 
observed property of the results are that the w parameter (5) for the 
two-parameter case exceeded the w parameter of the E-R model which, 
in turn, exceeded the w parameter for the three-parameter case. This 
explains the slope differences. This also tends to order the T = 0 
results as shown. In many cases, the A parameter of the distribution 

• In order to avoid severe numerical problems in computing the three-switch 
parameters, double precision was used in eqs. (20) through (24). 
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(8) for the two-moment match exceeded the A parameter for the E-R 
model which, in turn, exceeded the A parameter for the three-param­
eter match. From these figures, we again observe the closeness of 
results for z = 2 and the large differences for z = 4. 

Figures 3(a) and 3(b) plot the load service relationship P(delay > 2.5 
seconds) versus offered load for each of the three models. The compari­
sons again exhibit the same characteristics that were seen for the mean 
delay results [Figs. l(a) and l(b)]. 

These results show the extreme sensitivity of the queuing system 
performance to the peakedness of the input process. They also give some 
insight into the region where two- and three-parameter results are 
expected to be closest, i.e., low peakedness and high congestion. When 
seeing the discrepancies between the two- and three-parameter matches 
and the E-R model, we may question which is the bench mark. If the 
peakedness arises from alternate routing, the E-R model seems basic 
since it is an overflow model which has been shown to accurately 
describe superposition of overflows. l This has led to its wide use in 
analyzing blocking in trunking networks. It should also be noted that 
the parameters of the interrupted Poisson process have been chosen to 
match the moments of the E-R model. 
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Although there are discrepancies between the two- and three­
moment matches and the E-R model for high z's, the IPP is a close 
approximation to the E-R model for a wide range of practical z's. 
Furthermore, it should be emphasized that it provides a convenient 
method of analysis using birth and death equations (and simplified 
Laplace-Stieltjes transform) in many cases where the E-R model is 
intractable. 

Figures 4 and 5 result from applying (33) to the example under 
consideration using the E-R model. Figure 4 shows the load service 
relationship for both call and time congestion. The call congestion 
results, taken from Figs. 3(a) and 3(b), are reproduced here for com­
parison. It is seen that the time congestion (TC) results consistently 
fall below the call congestion (CC) results. * Figure 5 shows the CC­
to-TC ratio (wi p) as a function of peakedness. While for a given load 
the time and call congestion can differ substantially, the decrease in 
load that makes up the difference may be relatively small. 

* It has been shown by R. P. Marzec that for the Interrupted Poisson Pro­
cess'rPr[TC > OJ ~ Pr[CC > OJ. This implies p/w ~ 1, which in turn implies 
Pre C > TJ ~ Pr[CC > T]. 
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APPENDIX 

Time Congestion 
Let Ht) denote the state of the system (number of customers waiting 

or being served at time t) and let Pk(t) = Pr[Ht) = k]. Moreover, 
define ~n = Ht;;) (i.e., the number of customers in the system just 
prior to the arrival of the nth customer). Takacs shows (Ref. 3, 
Theorem 1, p. 148) if p < 1 then the limiting distribution 

lim P[~n = k] = Pk (k = 0, 1, ... ) (36) 
n-'oo 

exists and is independent of the initial distribution. Furthermore, he 
shows that 

(k = N, N + 1, ... ), (37) 

where A is given by (8) and w by (5). It is also true that the above 
holds for k = N - 1, i.e., 

(k = N - 1, N, N + 1, ... ). (38) 

If we denote by '1'Jn the waiting time of the nth customer, then the 
equilibrium delay distribution, 

W(x) = lim W n(X) lim P['1'Jn ~ x], 
n-'oo n-'oo 
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exists and is given by 

N-l 00 fX _ (N J.l2y)j-N 
W(x) = ,L P j + ,L P j e N/Io2 Y 

(. _ N) , NJ.l2dy, 
J =0 J =N 0 J . 

(39) 

which reduces to (4). We have 

N-I ~ 

W(x) = L P j + L PjliCx) , 
j=O j=N 

where IiCx) represents the integral in (39). The complementary dis­
tribution, W(x), is given by 

~ 

W(x) = 1 - W(x) = L P j[1 - IiCx)]. (40) 
j=N 

If p < 1 and the interarrival distribution F(x) is nonlattice, then the 
equilibrium time congestion probabilities given by 

P; = lim Pk(t) (k = 0, 1, ... ) (41) 
t-+oo 

exist and are independent of the initial state. Furthermore, 

(k = N, N + 1, ... ). (42) * 

At this point, we are able to evaluate the equilibrium time congestion 
distribution under the hypothesis p < 1, and F(x) is not a lattice 
distribu tion. 

Denote rJ(t) as the waiting time of a fictitious arrival at time t and let 

Wet, x) = Pr[rJ(t) ~ x]. (43) 
We have 

Wet, x) = ~'El Pj(t) + ,f Pj(t) (X e-N/Io2 Y (rJ.l~~~~ N J.l 2dy (44) 
J =0 J =N J 0 J . 

since rJ(t) = 0 if Ht) < N. And if Ht) = J ~ N, then fictitious arrival 
must wait for j + 1 - N successive departures. These departures 
follow a Poisson process with intensity N jJ.2. Taking the limit and using 
(41) we have 

N-I 00 

W*(x) = lim Wet, x) = L P; + L P;Ij(x). (45) 
t~oo ~o ~N 

Using (42), the complementary distribution is given by 

00 

W*(x) = P L Pj- I [1 - IiCx)]. (46) 
j=N 

* See Theorem 2, p. 153 of Ref. 3. 
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From (38), (40), and (46): 

W*(x) = !!. W(x) . 
w 

(47) * 

This result is given by Ref. 7, p. 229, for a single-server queue; the 
multiserver case is given here for completeness. 

REFERENCES 

1. Wilkinson, R. I., "Theories for Toll Traffic Engineering in the U. S. A." (Appendix, 
J. Riordan), B.S.T.J., 35, No.2 (March 1956), pp. 421-514. 

2. Kuczura, A., "The Interrupted Poisson Process As An Overflow Process," B.S.TJ., 
52, No.3 (March, 1973), pp. 437-448. 

3. Takacs, L., Introduction to the Theory of Queues, New York: Oxford University 
Press, 1962. 

4. Rapp, Y., "Planning of Junction Network in a Multi-Exchange Area, I. General 
Principles," Ericsson Tech., 20 (1964), No.1, pp. 77-130. 

5. Descloux, A., "On Overflow Processes of Trunk Groups With Poisson Inputs 
and Exponential Service Times," B.S.T.J., 42, No. 2 (March, 1963), pp. 
383-397. 

6. Holtzman, J. M., "The Accuracy of the Equivalent Random Method with 
Renewal Inputs," Seventh International Teletraffic Congress, Stockholm, 1973. 

7. Cohen, J. W., The Single Server Queue, New York: Wiley, 1969. 

* Note that, for Poisson traffic, '" = p, which gives W*(x) = W(x). 



Copyright © 1973 American Telephone and Telegraph Company 
THE BELL SYSTEM TECHNICAL JOURNAL 

Vol. 52, No.7, September, 1973 
Printed in U.S.A. 

Low-Loss Splices in Optical Fibers 

By R. M. DEROSIER and J. STONE 

(Manuscript received March 20, 1973) 

Several methods are reported for making splices in optical fibers. The 
methods have application to both liquid-core and solid-core fibers and have 
been demonstrated for liquid-core fibers. The lowest-loss splice consists of 
an inserted glass pin and an outer sleeve. Best repeatable results are 0.4 dB 
loss in the splice. A splicing device has been constructed which provides 
automatic alignment of the components and automatic assembly for several 
fibers at once. The technique may be directly extended to multiple splicing 
as for fiber cables. 

I. INTRODUCTION 

Several methods have been demonstrated for making splices in 
optical fibers. These have included fused butt joints,l,2 sandwiching of 
the fiber ends between grooved lucite blocks,3,4 and mounting in a 
snug-fitting sleeve. 5 These techniques have been applied to multimode 
and single-mode fibers. The most desirable splice in an optical fiber 
would be one which can be made quickly and simply, causes negligible 
loss at the junction, and does not have a bulky connector at the 
junction. Furthermore, it should be made with a technique which is 
applicable to simultaneous splicing of a number of fibers in a bundle. 

As a step toward this goal, we have constructed a splicing device 
which has been used to make several types of splices in multimode 
optical fibers. It can be used to make splices in both solid-core and 
liquid-core optical fibers, although we have demonstrated its use here 
only for liquid-core fibers. Its extension to simultaneously splicing a 
number of fibers is obvious and a feature to permit this has been 
included, although not demonstrated. Our best results, which have 
been obtained repeatedly, are 0.4 dB loss in the splice. 

II. DESCRIPTION OF SPLICING DEVICE 

The splicing device was built to be used in several different ways: 

(i) To make temporary butt joints for a number of fibers. 
1229 
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(ii) To make temporary splices for a number of liquid-core fibers 
by simultaneously inserting transparent index-of-refraction­
matched glass pins in each splice. 6 

(iii) To make permanent splices for a number of fibers by sealing a 
snug-fitting glass sleeve on each splice. 

(iv) To make permanent splices for a number of liquid-core fibers 
by inserting glass pins and sealing on snug-fitting glass sleeves. 

In all of the above applications it was intended that the device be 
capable of carrying out its function by aligning the ends to be spliced 
without any detailed alignment or separate adjustment for each fiber. 

A photograph of the splicing device is shown in Fig. 1. It consists of 
two sliding carriers, shown in Fig. 2, which travel on snug-fitting slide 
bearings on precisely aligned drill rod tracks. Each of the carriers has 
several grooves in it into which fibers may be dropped. The cover clamp 
is slid in on top to hold the fibers snugly in place without crushing them. 

A pan which can be slid up and down is filled with index-matching 
liquid. In the case of liquid-core fibers this is the core liquid. When the 
pan is raised up the fibers are immersed in liquid, and when it is 
dropped the fibers are above the liquid surface. In the center of the 

Fig. 1-Fiber splicing device. A, sliding carrier; B, immersion pan; 0, pin holder; 
D, removable clamp for pins; E, removable clamp for fibers. 
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Fig. 2-Detail of fiber splicer sliding carrier and pin holder. Components are not 
to scale. 

pan is a pedestal with grooves in it. The glass pins to be inserted into 
the fibers sit in these grooves and are aligned by them in such a manner 
that, with the pan raised to its highest position, when the two sliding 
carriers are brought together the pins are coaxial with the fibers to be 
spliced. A cover clamp is then dropped in to hold the pins in place. If 
pins are not used, this portion of the device is ignored. As can be seen 
from the construction of the device, when a splice has been completed, 
the spliced fiber can be lifted out of the splicing device by simply lifting 
off the clamps and then raising the fiber. If a number of fibers have 
been spliced simultaneously, each of the fibers is now an independently 
spliced fiber, with only a slender sleeve adding to its bulk. 

III. FABRICATION OF A SPLICE 

The discussion here will be given in terms of a single splice including 
a pin and sleeve. The two fiber ends to be joined are positioned in the 
aligning grooves of the sliding carriers and clamped in place. The 
grooves are 200 microns wide at the bottom and can be used with 
fibers of outside diameter of about 175 to 200 microns. An excess 
length of fiber is left extending from the clamp. The splice end is then 
obtained by scoring the fiber at the point where it is to be broken and 
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~ 80pm 

Fig. 3-Intermediate stage of splicing showing glass pin inserted into fiber core. 
The exposed end of the fiber is more irregular than what is used in an actual splice. 

then pulling to break it. A satisfactory end is obtained in this manner, 
as can be seen in Fig. 3. The fiber is broken when immersed in liquid 
and kept immersed until the fiber has been pinned in order to avoid 
formation of a bubble at the junction. 

The fiber pin is made from glass rod. Its index of refraction must be 
higher than that of the fiber cladding to provide guidance. A small 
index mismatch between liquid and pin will give a negligible reflection 
loss. (a mismatch of 1 percent gives a reflection at normal incidence of 
10-4). However, it is better if the pin index of refraction is slightly 

I----i 80 pm 

Fig. 4-Assembled splice including: A, glass pin; B, fiber cladding; 0, outer sleeve. 
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1---1 1000 J.Lm 

Fig. 5-Finished splice with epoxy-sealed sleeve. 

higher rather than slightly lower than that of the liquid, since for the 
latter case there will be some mode conversion transferring energy to 
the cladding. The fibers used had a quartz cladding index of refraction, 
nD = 1.468, and a tetrachloroethylene core, nD = 1.505, and the glass 
plug was made from an ordinary commercial glass, nD = 1.52. The 
pins were made by stretching the rod after softening in a flame. The 
core diameter of the fiber was about 100 microns, and loose-fitting 
cylindrical plugs of about 80 microns diameter were obtained in lengths 
of about 6 mm. It was found that loose-fitting plugs did not give extra 
loss and were easier to insert than tight-fitting plugs. (Any attempt 
to make a permanent splice by jamming a plug into the fiber ends was 
abandoned because the fiber broke from the pressure of the plug.) 
Furthermore, keeping the plugs undersized avoids the necessity for 
making them tapered. The plugs were cleaned with "Windex D" * before 
using. The pin was placed on the center pedestal of the splicing device 
and clamped in place. The two sliding carriers were then brought 
together and the pin entered both fiber ends. 

Due to a small amount of residual play and misalignment (~25 
microns) it was necessary to manipulate the device slightly in order to 
insert the pin. It is this limitation which prevents the making of 
simultaneous splices. Further shop work should eliminate the residual 
errors. Figure 3 shows a pin which has been inserted into a fiber. 

The outside sleeve is made of glass. Its composition and optical 
quality are unimportant, and other materials could be used. The 
sleeve is made by stretching glass tubing after softening in a flame. 

A length of this tubing is slipped over one of the fiber ends and slid 
out of the way but kept between the sliding carriers before insertion 
of the fiber end in the splicing device. When the pin connection has 

* Copyright 1970, The Drackett Products Co., Cincinnati, Ohio. 
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Fig. 6-Test setup for measuring splice loss. 

been completed, the sleeve is slid over the splice, and then the outer 
clamp and the clamp on the sliding carrier blocking the sleeve are 
removed. The third clamp is then removed and the completed but 
unsealed splice is lifted out. The splice at this stage is shown in Fig. 4. 
The final step is to seal the sleeve onto the fiber. This is done by placing 
a drop of quick-curing epoxy at each end of the sleeve. The epoxy 
consists of equal parts of Shell Epon 828* and Minit-Curet hardener. 
It cures in several minutes. The completed splice is shown in Fig. 5. 

IV. MEASUREMENT OF SPLICE LOSS 

The test setup used to measure the loss due to the splice is shown in 
Fig. 6. Light from a He-N e laser at 6328 A is injected into the fiber. 
Since, as is to be expected, the loss in the splice is mode-dependent, a 
realistic measurement is obtained only for a mode distribution charac­
teristic of that existing in the fiber in its "steady state," i.e., a long 
distance from the beginning of the fiber, such that the mode distribu­
tion is independent of light-launching conditions. Therefore, the splices 
were made after about 100 m of fiber since previous measurements have 
shown that the steady-state condition has been obtained. Furthermore, 
it is necessary to strip cladding energy both before and after the fiber. 

Splice loss was then obtained by measuring the fiber output without 
a splice and comparing it with the output with an intervening splice. 

V. RESULTS 

In Table I we summarize results obtained for a simple butt joint 
and two types of permanent splices. It can be seen that the best results 

* Manufactured by Shell Petroleum Co., New York. 
t Manufactured by Allaco Products, Inc., Braintree, Massachusetts. 
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TABLE I-SPLICING Loss OBTAINED FOR VARIOUS TYPES OF SPLICES 

Two fiber ends Two fiber ends Two fiber ends 
with no plug aligned by an aligned with a plug 

Method (butt joint) outer glass sleeve and outer sleeve 

Average results 1.8 dB 1.2 dB 0.53 dB (19 splices) 

Best results 0.86 dB 0.70 dB 0.40 dB (6 splices) 

are obtained using a plug and sleeve combination. The best results of 
0.40 dB are repeatable, and compare favorably with other reported 
techniques. They are slightly better than any reported for multimode 
fibers, and are exceeded only by Someda's best results for single-mode 
fibers.4 While Someda's technique presumably should give as good 
or better results for multimode fibers, this has not actually been 
demonstrated. 

The epoxied splices have been found to be quite strong and, under 
tension, are stronger than the fiber itself which will break first when 
stretched. The splices have been observed over several weeks with no 
observable increase in loss. 

VI. SUMMARY 

A simple mechanical device has been constructed and used to make 
splices in liquid-core optical fibers. This device is also suitable for 
splicing solid-core fibers. The device makes a prealigned splice con­
sisting of a transparent glass plug and an outside sealed-on sleeve. 
Repeatable results of 0.4 dB loss have been obtained. These compare 
favorably with other reported results. The device may also be used to 
make splices either with the outer sleeve or pin alone. However, in 
either case the losses are higher. The method is directly extendable to 
making multiple splices as, for example, in a cable. The resultant 
splices are compact and independent of each other. 
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A Note on Optimal Approximating 
Manifolds of a Function Class 

By ARUN NETRAVALI 

(Manuscript received March 30, 1973) 

Concept of n-width and extremal subspaces, first introduced by Kolmo­
gorov, plays an important part in mathematical problems of approximation 
of classes of functions and in engineering problems of signal representation 
and reconstruction. In this short paper, explicit expressions for n-width 
and extremal subspaces are obtained for a class which is of some engineer­
ing importance. 

1. INTRODUCTION 

Kolmogorov1 first introduced the concept of n-width as a measure 
of the degree of approximation of a set n of a normed linear space X by 
linear manifolds of finite dimension. If ~ is an n-dimensional subspace 
of X, then its deviation E(n, ~) from n is defined as 

E(n, ~) = sup { inf /Ix - y/l} (1) 
xEn yEmr 

and the n-width 

dn(n) = inf {E(n, ~): ~ C X, dim ~ = n}. (2) 

If the lower bound in (2) is attained by ~*' then ~* is called the 
n-dimensional extremal subspace. 

Since Kolmogorov, several authors, including Lorentz, 2 Tihomirov,3 
Mitjagin,4 Golomb,5 and Jerome,6 have obtained results on n-widths 
and extremal subspaces of several important function classes. Golomb 
has obtained expressions for n-widths and the narrowest subspaces for 
ellipsoids determined by a linear, nonnegative, self-adjoint operator in 
a Hilbert space. In this paper, these results are extended to the case of 
a class formed by the intersection of an ellipsoid and a unit sphere. 
These classes are important in signal representation and reconstruction 
problems whenever the magnitude of signals has to be constrained 
because of certain physical reasons. 

1237 
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II. THE MAIN RESULT 

Following Golomb, if mIl and mI2 are subspaces of a complex Hilbert 
space, H, with the inner product (', .), let us call mIl narrower than 
mI2 (written: mIl« mI2) whenever mIt- n mI2 ¢ ~, ~ being the null 
space and mIt- the orthogonal complement of mIl in H. The class n 
under consideration is defined by 

and 

nl = {f: f E ~(A), (Af, f) ~ K}, 

n2 = {f: (f, f) = I}, 

(3) 

(4) 

(5) 

where A is a linear, nonnegative [i.e., (Af, f) E;; 0 for all f E ~(A)], 
not necessarily bounded, self-adjoint operator with domain ~(A) 

which is dense in H. Let A ~ Ex be the spectral family of A which is 
continuous from the left and 0X be the range of Ex. 

The case nl C n2 is not possible, and the case n2 C nl leads to the 
following trivial result: 

E(n, mI) = 1, 
= 0, 

if mI ¢ H 
if mI = H. (6) 

Therefore, these two cases are not considered below. It is also assumed 
thatt O"min < 0-2, O"min < K < 0-2, where O"min is the minimum value of 
the spectrum of A. 

Theorem 1: 

(i) E(n mI) ~ r K - O"min}' , - Lo-2 - O"min ' 

(ii) E(n mI) = {K - O"min}! 
, 0-2 - O"min ' 

Proof: By definition, 

mI« 00 - 2 =::} mIl- n 00 - 2 ¢ ~. 

Then let mIl- n 00 - 2 = G and consider the following two cases: 

(A) 0Umin is not empty. 

In this case, take fo E 00-'.1 such that 

fo = II + h, 

/I III12 = 0152 - O"min, 
- O"min 

t If K < Umin, n will be empty. 

(7) 

(8) 

(9) 

(10) 
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and 

f2 = t. Psuminft} 
I/Psuminftl/ 

= t·e 

where e is any unit vector in Sumin and 

otherwise, 

1239 

(11) 

(12) 

This construction of fo is illustrated geometrically in Fig. 1, where 
OA is a vector in G and OB is along the subspace spanned by the pro­
j ection P Suminft. Then fo is the vector sum of ft and a vector h along 
OB such that fo has unit magnitude. 

It is easy to see that 

I/fol/ 2 = 11ft + hl/ 2 

= I/Psumin ft + hl/ 2 + I/Psfminftl/ 2 

= 1 

/' 
/ 

,..... .- UNIT CIRCLE 

A 
o~----~----~~--------------

Fig. I-Geometrical construction of fo. 

(13) 



1240 THE BELL SYSTEM TECHNICAL JOURNAL, SEPTEMBER 1973 

and 

(Alo, 10) = I:: Ad[I/ E x/ol/ 2J 

~ O"min[/iPeuminh + 12/12J + 0-2[I/Pek.inh/l 2J 
~ O"min[1 - I/Pek.inh/l 2J + 0-2[/lPek.in/l/12J 
~ /lPek.inil1/2[0-2 - O"minJ + O"min 

~ K - O"min + O"min = K. (14) 
Hence 10 E O. Now 

/lPGlol1 2 

=(h+PGh,h+PGh) 
= (h, II) + (P G/2, P G/2) + 2(h, P Gh) 
= (h, II) + (P G/2, P G/2) 

2t 
+ IIPeuminhl1 (h, PGPSuminh), 

~ II hl12 = 0152 __ :::n' (16) 

Also, if Peuminh = 0, then :-the third term in the RHS of eq. (15) is 
equal to zero and (16) still holds. Equations (13), (14), and (16) 
together imply that 

E2(O mI) ~ E2(1 mI) ~ K - O"min . (17) 
, - 0, - 0-2 _ O"min 

(B) 0umin is empty. 
Since O"min is a point in the spectrum, a sequence exists of nonincreas­

ing and nonnegative real numbers {Oi} such that each Oi is in the spec­
trum of A and the following conditions are met: 

lim Oi = O"min, 
i 

(ISa) 

Oi < K, for all i, (ISb) 
and 0a)S not empty (i.e., it contains more than the zero element) for 
any Oi. Then, for each Oi using the same construction as in (A) above 
(using 0ai instead of 0Umin), it can be shown that 

E2(O mI) ~ K - ~. (19) 
, - 0-2 - Oi 

However, since (K - Oi) / (0- 2 - Oi) is a nondecreasing sequence of posi­
tive numbers tending to (K - O"min)/(0-2 - O"min), 

E2(O mI) ~ K - O"min . (20) 
, - 0-2 - O"min 

This proves (i). 
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(ii) Consider now the case in which ~ = 00 - 2• For any f E Q, 

< K - Umin • 

= 0-2 - Omin 

Equation (22) follows from (21) because, for all f E Q, 

and 

I t follows from (22) that 

E(Q 0 -2) :::; {K - Umin }!. 
,0 - 0-2 _ Umin 

Theorem 2: 

E(Q 0 -2) = {K - umin}! 
," 0-2 - Umin 

if and only if 0-2 is in the spectrum of A and, in this case, 

if~« 00-2• 

(22) 

(23) 

(24) 

(25) 

(26) 

(27) 

Proof of this theorem is similar to the proof of Theorem 2 in Golomb5 

and is therefore omitted. 
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A Finline Radiator 

By D. C. HOGG and W. E. LEGG 
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I. INTRODUCTION 

Tapered finline might constitute a radiating element compatible 
with planar technology and therefore be suitable for antenna arrays 
fed by integrated circuitry. We have constructed such an element, not 
by photo etching a substrate but by mounting a tapered fin in a circular 
waveguide such th~t it is fed in Robertson's traditional way,! and then 
applying a dielectric "substrate" to the fin. Measurements of radiation. 
patterns at 18.5 GHz are given for the prototype element using various 
"substrate" thicknesses. It is found that the element has considerable 
gain, and that performance improves with the thickness of the simu­
lated substrate. 
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Fig. 2-Radiation patterns at 18.5 GHz with no dielectric applied. (a) H-plane 
pattern. (b) E-plane pattern. 

Fig. 3-Radiation patterns at 18.5 GHz with dielectric thickness of 10 mils. 
(a) H-plane pattern. (b) E-plane pattern. 
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II. DESIGN 

The impedance and power flow along a fin in circular waveguide has 
been calculated by S. P. Morgan2 but, to the author's knowledge, no 
information is available regarding radiation properties. Therefore, the 
simple device shown in Fig. 1 was built for initial tests. The dominant­
mode circular waveguide is matched into the finline gap via a taper. 
After exit from the waveguide the finline is gently expanded to a 2! 
inch "aperture" which amounts to about four wavelengths at 18.5 
GHz. The fin is 20 mils thick and the finline per se has a gap of 6 mils, 
resulting in an impedance of about 70 ohms. The taper is such that the 
phase error over the aperture, in the plane of the fin, is about 7r /2; the 
flare angle is 30 degrees. The return loss exceeds 20 dB over, at least, 
a ten-percent band. 

III. RADIATION PATTERNS 

Figure 2 shows the H- and E-plane radiation patterns (orthogonal 
to and in the plane of the fin, respectively) ; in this case- no dielectric 
(substrate) is applied. 

The E-plane pattern (in the plane of the fin) has several shoulders; 
but these are not unexpected3 for phase errors of the order 7r /2. Figures 
3, 4, and 5 show patterns where polyethylene substrates of thickness 
10, 15, and 27 mils, respectively, were applied over an entire side of the 
fin structure, i.e., also within the waveguide. Note that the E-plane 
patterns remain essentially constant with increasing substrate thickness. 

The H-plane patterns (in the plane orthogonal to the fin) are inter­
esting. In the first place, the pattern of Fig. 2a is more well-behaved 
and somewhat narrower than the E-plane pattern, Fig. 2b. This means 
that the field spreads considerably in the transverse plane resulting in 
a sizeable effective aperture dimension. Moreover, as shown in Figs. 
3a, 4a, and 5a, the addition of substrate material narrows the beam­
width of the H-plane pattern. Table I lists the 3- and 10-dB beamwidths 
of the H-plane pattern as a function of substrate thickness. 

The gain of the 27-mil version is about 15 dB. 

IV. CONCLUSION 

The tapered finline radiator appears to be a reasonable candidate 
for an array element where planar technology is involved. Element 
beamwidths appropriate for certain tasks (such as illumination of the 
contiguous United States from synchronous orbit where beamwidths of 
the order of 10 degrees are desirable) appear feasible by suitable choice 
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Fig. 4-Radiation patterns at 18.5 GHz with dielectric thickness of 15 mils. 
(a) H-plane pattern. (b) E-plane pattern. 

Fig. 5-Radiation patterns at 18.5 GHz with dielectric thickness of 27 mils. 
(a) H-plane pattern. (b) E-plane pattern. 
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TABLE I-BEAMWIDTHS OF H-PLANE PATTERN 

Substrate 
(Polyethylene) 
Thickness-Mils 

o 
10 
15 
27 

H-Plane Beamwidths 
Degrees 

3 dB 10 dB 

30 
23 
20 
20 

48 
36 
34 
32 
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of flare angle and aperture. Of course, an objective of the design is that 
the radiator be integrable with microstrip circuitry; this requires a 
microstrip-to-finline (slotline) coupler, perhaps of the type described 
by S. B. Cohn.4 
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