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(18), (26), and (27). Let 

F n(X) = an cos AnX + bn sin AnX, 

E± = 1 ± 1/7], 

A~ = 1 ± (1 + A;-2)t, 

M n(Y) = {E+A;t + E_A;-e-2Xn(ha-hl) }e-Xnv 

(34) 

(35) 

(36) 

+ {E_A;te-2Xnhl + E+A;-e-nnha}eXnv, (37) 

Ln(Y) = 2{Ate-xnv + A;-e-xnC2ha-v)}, (38) 

where 7] is given by (19), An by (33), and ao, an, bn (n = 1, 2, ... ) are 
unknown constants. Then these expressions are 

Y;1(X, y) = (Aao + B) + (Cao + D)y 

+ f iF n(X) M n(y) + CPn(X) Ln(hl) sinh AnY), (39) 
n=l M nCO) M nCO) l1~n 

Y;2(X, y) = ~ [ ao(1 + hs - h2) - (hs - h2)2 

- (ao + 2h2 - 2hs)(Y - h2) + 2 i: (y - ~)O"(~)d~] 

+ f iF n(X) + CPn(X) sinh Anhl) Ln(Y) , (40) 
n=l 7]An M nCO) 

Y;s(X, y) = ![ao(1 + hs - y) - (y - hsP] 

+ f iF n(X) + CPn(X) sinh Anhl) Ln(Y) , (41) 
n=l l1An M nCO) 

co 1 sinh A hI ) Y;4(X, y) = !aoe-(V-ha) + 4 L F n(X) + CPn(X) A n 
n=l 7] n 

where 

exp [ - -VI + A;(y - ha) - AnhS] 
Mn(O) 

A = ~ (1 + hs - hI + ~l ) , 

B = i:2 

( ~ - hI + ~l )O"(~)d~ 

1 [ hI)] - 2" (hs - h2)(hs + h2 - 2hl) + --:;;- (ro + 2hs - 2h2 , 

C = - 1/(27]), 

D = r ro + 2(hs - h2) - 2 i:2 

O"(~)d~] / (211), 

(42) 

(43) 

(44) 

(45) 

(46) 
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and 
ao = (!ao - B)/ A. (47) 

It should be noted that 
00 

,h(x, 0) = !ao + L F n(X). (48) 
n=l 

In the case of single-level metalization we can write down an expres­
sion for a solution of (21) in Y ~ 0 which satisfies boundary conditions 
(11) : 

00 

!/to(x) = !ao + L F n(x)eXny
• (49) 

n=l 

In the case of double-level metalization, a solution of (21) in 
- h-l ~ Y ~ 0 satisfying boundary condition (12) is 

!/to(x, y) = ! (1 + L ) ao + f. F n(X) sinh.An(Y + h_1) 

2 h-l n =1 smh Anh_1 

_ ao ( JL ) _ f. G (x) sinh AnY. (50) 
2 h-l n=l n sinh Anh_1 

Note that these solutions have been constructed so that from (48) 
and either (49) or (50), for 0 ~ x ~ L, 

!/to(X,O) = !/tl(X, 0). (51) 

[Note also that, term by term, (49) is the limit as h-l ~oo of (50).J 
Equations (34) to (50) contain expressions for !/ta, 0 ~ a ~ 4, which 

satisfy the differential equations (21)-(25) and all the required bound­
ary and interface conditions except condition (13) on the plates and 
the normal derivative condition of (14) in the gaps. These particular 
solutions contain the unknown parameters ao, an, bn, (n = 1, 2, ... ), 
which remain to be determined. At this point it might be assumed that 
the series should be truncated at some n = N and the 2N + 1 coeffi­
cients ao, an, bn, n = 1, 2, ... , N, be determined directly by making a 
least-squares fit to the remaining boundary conditions. However, it 
can be shown 10 that if Xi-l < Xi are the end points of an electrode on 
Y = 0 then for Xi-l < x < xii and x near Xii say, a!/to/ ay(x, 0) will 
behave like (Xi - x)-! plus a power series in (Xi - X)!. This implies 
that the Fourier series for !/to(x, 0) cOllverges very slowly. In fact, we 
have found that it is often necessary to take up to 2000 terms in the 
series to represent !/to (x, 0) adequately. This makes it impractical to 
use the Fourier coefficients themselves as the parameters to be deter­
mined directly by a least-squares process. 
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Instead, we used the following technique. We approximated the 
charge density on y = 0 by a finite sum of known functions 

N 

p(X) = pg(X) + L pjpj(x). (52) 
j=1 

The functions pj(x) are zero except on the electrodes and are of several 
types, as shown in Fig. 4. The function po(x) is a periodic, triangular 
spline for the ends of the device, as shown in Fig. 4a. Corresponding to 
the edge of each plate, there is a discontinuous triangular spline, Figs. 
4b and 4c, and singular splines of the form I x - Xk I-!, Figs. 4d and 4e. 
The remaining pj(x), whose supports lie wholly interior to the elec­
trodes, are triangular splines as shown in Fig. 4f. 

N ow each unknown parameter ao, an, bn (n = 1, 2, ... ) is deter­
mined as a linear sum of the N parameters Ph 1 ~ j ~ N, by equating 
p(x), given in (52) with at/;o/ ay(x, 0) - at/;t! ay(x, 0). In the case of 
single-level metalization, from (39) and (49), 

~to (x, 0) - ~tl (x, 0) 

00 00 Ln(h1) 
= - (Clio + D) - n;;l F n(x)AnEn - n;;l cI>n(X) 17M n(O) , (53) 

where 
M~(O) 

En = AnM nCO) - 1. (54) 

It should be noted from (33), (35), (37), and (38) that, as n -700, 

(55) 

In the case of double-level metalization, from (39) and (50), 

aat/;o (x, 0) - aat/;1 (x, 0) = a02~ C¥o - (Clio + D) - f F n(x)AnH n 
y y -1 n=l 

00 An 00 Ln(h1) 
- n;;l Gn(x) sinh Anh_1 - nL;l cI>n(X) 17M n(O) , (56) 

where 
M~(O) 

H n = AnM nCO) - ctnh (Anh_l)' (57) 

It again follows from (33) and (37) that, as n -700 , 

H n ';::3- 2. (58) 

For a periodic function f(x) , of period L, we denote by cn[fJ and 
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Fig. 4-The splines used to represent the charge density on the electrodes. 

Sn[fJ the cosine and sine Fourier coefficients of f: 

cn[fJ = ~ Io L 

f(x) cos (Anx)dx, Sn[fJ = ~ IoL 

f(x) sin (Anx)dx. 

Then, from (52), the Fourier series for p(x) is 

p(x) = ~ {c,[p,] + ;t p;C,[Pj]) 

+ n~l {Cn[p,] + ;~1 PjC.[p;]) cos Anx 

+ {Sn[P,] + ;t P;s.[p;]) sin A.x, 

1777 

(59) 

(60) 
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In Appendix A we give cn[Pj] and 8n[pj] for the various functions 
pj(x). If we now equate (53) with (60), we can obtain the an and bn 
as linear functions of the Pj in the case of single-level metalization: 

2(BC - AD) A J N I 
ao = C - C 1 Co[pg] + i~l pjCO[pj] , (61) 

an = - [r nLn(h1) ]j[1]AnEnM n(O)] 

-1 cn[p,] + J. P;c.[P;]} / (I,.E.), (62) 

bn = - [~nLn(hl) ]j[1]AnEnM n(O)] 

-IS.[p,] + J. p;sn[p;] } / (AnEn). (63) 

Similarly, if (56) is equated with (60), we obtain the an and bn in the 
case of double-level metalization: 

2h_1(BC - AD) - aoA Ah_l 
ao = (h_1)C - A - (h_1)C - A 

·1 c,[P,] + it p;C'[P;]} , (64) 

an r nL n(h1) a = - - --==--==-=---,---,-
n H n sinh (h_1An) 1]AnH nM nCO) 

-1 c.[p,] + ;~. P;c.[p;]} / (AJ! .), (65) 

b - _ (3n ~nLn(hl) 
n - H n sinh (h_1An) 1]AnH nM nCO) 

- 1 s.[P,] + 7;. P;8.[p;] } / (AnH n). (66) 

Equations (39) to (42) and either (49) or (50), with the an and bn 

defined by eqs. (61) to (63) or (64) to (66), respectively, define solutions 
to eqs. (21) to (25) which satisfy boundary conditions (11) or (12), 
(14) to (16), (26), and (27). They do not, however, assume the correct 
values on the electrodes at y = 0; i.e., (13) is not satisfied. These 
solutions depend linearly on the N unknown constants Ph 1 ~ j ~ N, 
and of course on the choice of functions pj(x) used to describe the 
charge density on the plates. Having picked the pj(x) described 
earlier, M j points are chosen on the jth electrode, xi j >, 1 ~ i ~ M h with 

p 

M = L M j ~ N. 
j=1 
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Then the expression 

(67) 

is minimized with respect to the Pa.. 

It has been observed that near the edge of an electrode, where the 
potential has square-root behavior, the fitting points Xii) should be 
spaced quadratically closer together as the edge of the electrode is 
approached. If x = e is an edge of the jth plate, then we distributed 
the points near this edge by picking b ~ e and an integer m < M j /2 
and setting 

(j - 1)7r 
Zj = b + (e - b) cos 2(m _ 1) , (1 ~ j ~ m). (68) 

The points Zj were then used as the fitting points Xi near the edge of 
the plate. Away from the edges of the plate, the fitting points were 
uniformly distributed. 

We have assumed the existence of a bounded solution 1/;(x, y) to the 
linearized problem. In Appendix B we show that if 1/;(x, y) is the true 
solution of the linearized problem and 1/;a(x, y) is one of our approximate 
solutions, then the error 1/;(x, y) - 1/;a(x, y) is bounded at every point 
by the maximum error on the electrodes. Since the true solution is 
known on the electrodes, this provides us with a posteriori error bounds. 
We will make use of this important point later in evaluating the 
quality of our approximate solutions. 

The technique described in this section can be formulated in a 
rather general setting and, we believe, can be applied to many problems 
of interest in physics and engineering. It has been used by Morrison 
et al. in a study of microwave scattering by deformed raindrops.ll 
Assume that a problem can be separated into two parts: Input data 
and a governing system of partial differential equations (PDE's), with 
possible interface conditions, which determine the solution when given 
the input data. Further, assume that linear families of particular solu­
tions to the PDE's can be found. For example, these may be con­
structed by separation of variables, Fourier series, Green's Theorems, 
etc. Finally, assume that by linearly parameterizing some unknowns 
of the solution (for our problem, the charge distribution on the plates) 
we can obtain particular solutions to both the PDE's and the interface 
conditions. Then one could use some fitting procedure, a discrete 
least-squares fit, for example, to force the linear family of particular 
solutions to the governing system to have approximately the same 
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input data as the desired solution. This generates a solution of exactly 
the same governing system, but with input data which" differs by a 
known, and hopefully small, amount from the desired input data. For 
all practical purposes, this gives an effective bound on the error in the 
computed approximate solution. For example, if the desired input is 
only known to 1 percent, because of experimental error in measuring 
it, then any solution generated by the above procedure which corre­
sponds to the desired input data perturbed by at most 1 percent 
cannot, on the basis of comparing inputs, be distinguished from the 
true solution of the problem. 

Also, in many cases, one can use the Maximum Principle, conserva­
tion of energy, or some other basic principle to give sharp, rigorous 
bounds on the error in such an approximate solution in terms of how 
well it satisfies the given input data. We do this for our problem in 
Appendix B. This is a very great improvement over the standard 
discretization methods for solving such problems. Those methods 
generally give an approximate solution to an approximate system of 
equations, but with exactly the given input data, with the result that 
it is very difficult to estimate reliably what the true error is for a given 
approximate solution. 

IV. THE POTENTIALS AND FIELDS IN SOME SPECIFIC CCD'S 

U sing the method described in Section III, we have evaluated approx­
imately the solutions of eqs. (21) to (25) for a number of different plate 
configurations and design parameters, and we present some of these 
results graphically in this section. 

We have assumed in each case that the n-type substrate doping is 
N~ = 1014 cm-3, that ed eo = 12, where eo is the permittivity of free 
space, that ed e2 = i, and that Q(x) == 0, i.e., there is no trapped or 
implanted charge at the oxide-semiconductor interface. Then at 
T = 300°1(, the Debye length is Ao = 0.415 ,urn. In addition, we have 
used the factor (kT / e) = 0.025 V to convert dimensionless potentials 
to volts, and the factor (kT / eAD) = 600 V / em to convert dimensionless 
fields to volts per centimeter. In each example involving a buried 
channel CCD, we assume that the acceptor number density in the 
p-layer is given by (1), [(6) ] with C~ = 4.6 X 1015 cm-3 [C 8 = 46]. In 
each such case, this corresponds to an average number density of 
acceptor atoms of 2 X 1015 cm-3 [see eq. (2.5) of I]. 

In I we investigated the effects of changing the p-layer doping and 
thickness, and so here we concentrate mainly on the effects of gap 
width, plate potential, and the separation of the levels of metalization. 
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Fig. 5~The channel potential cp* plotted as a function of x* for a three-phase 
buried channel CCD. The 45-/Lm-wide electrodes are at 0, -5, and -10 V; the gaps 
are 5 /Lm wide; ht = 0.1 /Lm; h~ - ht = 5 /Lm; and C: = 4.6 X 1015 cm-3• The 
dashed curve is for no surface charge implanted in the gaps; the solid curve is for 
pUe = 0.8 X 1012 cm-2 implanted in the gaps. 

In Figs. 5 and 6 we show some properties of a three-phase buried 
channel CCD with single-level metalization. The electrodes are 45 tlm 
wide, and the gaps between them are 5 tlm wide. The p-layer is 
5 tlm thick (h; - h~ = 5 tlm), and the oxide layer is 0.1 tlm thick 
(M = 0.1 tlm). The region y < 0 is assumed to be filled with SiG 2. The 
potentials on the electrodes are 0, - 5, and -10 V, as shown. The 
dashed curve in Fig. 5 shows the channel potential cp* (that is, the 
value of the potential at the potential minimum in the p-layer) as a 
function of x* when there is no implanted surface charge in the gaps 
between electrodes [p;(x*) == OJ. This curve illustrates one early 
difficulty encountered in the design of buried channel CCD's, namely 
the large potential well under the gap between the plates. A CCD 
with almost these same parameters was constructed5 and did not work 
because of the variable amounts of charge trapped in these wells. In 
the remainder of this section we discuss a number of possible methods 
of eliminating this potential well in the gaps between the plates. 
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Fig. 6-The channel field - a cp* / ax* plotted as a function of x* for the CCD of 
Fig. 5 with pt / e = 0.8 X 1012 cm-2 implanted in the gaps. 

An operating buried channel CCD has been reported 12 in which the 
gaps between the electrodes have been filled with a resistive material 
so that the potential drop between the electrodes is essentially linear. 
This CCD was also discussed in I, and it was shown there that the 
potential wells are eliminated. Another technique for eliminating the 
potential wells is to implant a layer of positive surface charge in the 
gap between the electrodes. (Other schemes for eliminating this 
problem are discussed in the literature. 13) The solid curve in Fig. 5 
shows the channel potential in the same three-phase CCD after a uni­
form surface charge density, p;(x*)/ e = 0.8 X 1012 cm-2 [pg(X) = 578J, 
has been implanted in the gaps between the electrodes. Note that 

h* 
( *2 N~(y*)dy* = 1012 cm-2. 
J hI 

This technique should also eliminate the potential wells under the 
gaps. In Fig. 6 we plot the channel field E; = - a cp* / ax* (that is, the 
field at the potential minimum in the p-Iayer) as a function of x*. 
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Fig. 7-The channel potential in a buried channel CCD with double-level metaliza­
tion. The lower level electrodes are 10 J,tm wide with 5-J,tm gaps and are at potentials 
of -5 and -7 V. The upper level is a single electrode at -5 V; ht = 0.1 J,tm; 
hf - ht = 5 J,tm; C: = 4.6 X 1015 cm-3 ; and the separation of the metalization levels 
is h~l = 0.1, 0.5, and 1.0 J,tm. 

This shows that there are substantial fields in the gap between the - 5 
and -7 V electrodes, but the field penetration under the electrodes is 
not too good. 

In Figs. 7 to 9 we investigate the possibility of eliminating the poten­
tial wells by the use of double-level metalization, in which the upper 
level of metal is a single continuous piece covering the entire channel 
and has a dc potential applied to it. The presence or absence of the 
potential wells is mainly a local phenomenon and can be studied by 
considering just two adjacent electrodes in the lower level of metaliza­
tion. Thus, in the interests of economy we consider a model CCD in 
which alternate electrodes of the lower level are at the same voltage. 
These plates are 10 J,tm wide and the gaps between them are 5 J,tm 

wide. The oxide layer between the first level of electrodes and the 
p-layer is 0.1 J,tm thick (h~ = 0.1 J,tm) and the p-layer is 5 ,um thick 
(h; - M = 5 J,tm). For the CCD of Fig. 7, the electrodes on the lower 
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Fig. 8-The channel potential in the CCD of Fig. 7 with the separation of the 
metalization levels held fixed at h":l = 0.5 JLm and the potential of the center, lower­
level electrode taking the values -7, -10, -15, and -20 V. 

level are at a potential of - 5 and -7 V, and the upper level consists 
of a single electrode, covering the whole device, which is at a potential 
of -5 V. In Fig. 7 we plot the .channel potential for three different 
separations of the levels of metalization, h*-l = 0.1,0.5, and 1 ~m. Even 
with h*-l = 0.1 ~m, there is still a very slight well in the gaps. 

We next see what happens if we hold the separation of the levels of 
metalization at h*-l = 0.5 ~ and change the voltage, Vo, on the middle 
. electrode in the lower level. In Fig. 8 we plot the resulting channel 
potential, cp*, as a function of x* for Vo = -7, -10, -15, and -20 V. 
From these graphs we see that a potential difference of 15 V between 
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Fig. 9-The channel potential in the CCD of Fig. 7 with the separation of the 
metalization levels held fixed at h~l = 0.1 J.Lm and the potential of the center, lower­
level electrode taking the values -7 and -10 V. 

neighboring electrodes on the lower level will insure the absence of 
potential wells in the gaps. 

In Fig. 9 we plot the channel potential for the same device but 
with h*-l = 0.1 pm and for Vo = -7 and -10 V. For this small separa­
tion of the levels of metalization, a 5-V potential difference between 
neighboring electrodes eliminates potential wells in the gaps. 

In Figs. 10 and 11 we show some effects of gap width. We consider 
first a buried channel CCD with double-level metalization. The p-Iayer 
is 5 /-lm thick (h; - h~ = 5 /-lm), the oxide layer between the first level 
of electrodes and the p-Iayer is 0.1 /-lm thick (h~ = 0.1 /-lm), and the 
layer between the two levels of electrodes is 0.5 /-lm (h*-l = 0.5 /-lm). 
The upper level of electrodes consists of a single electrode at a potential 
of - 5 V. The lower level consists of electrodes 10 /-lm wide and, as 
shown in Fig. 10, they are alternatively at potentials of -5 and -7 V. 
Curves of the channel potentials are plotted for three different gap 
widths between plates: 5, 1, and 0 /-lm. (The O-gap curve was calculated 
by the methods of I.) The x* scale for the three curves are different, but 
are chosen so the centers of the gaps coincide. With 5-/-lm-wide gaps, 
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Fig. lO-The channel potential in the CCD of Fig. 7 with the separation of the 
metalization levels held fixed at h~l = 0.5 JLm, and the gap width taking the values 
5, 1, and 0 JLm. 

there are large potential wells, as we saw in Figs. 7 and 8. However, by 
reducing the gap width to 1 Jlm, the potential wells are essentially 
eliminated. The curve for zero electrode separation is included to show 
that it is a good approximation to the channel potential in cases of 
small electrode separation. 

Finally, in Fig. 11, we plot the potential along the oxide-semicon­
ductor interface (y* = h~) for two surface CCD's. In each case, the 
oxide layer is 0.1 Jlm thick (h~ = 0.1 Jlm) and the region y* < 0 is 
assumed to be filled with Si02• Also, in both cases, the electrodes are 
10 Jlm wide and are held at alternate potentials of -5 and -7 V. In 
one case the gap between electrodes is 1 Jlm, while in the other case 
there are no gaps between electrodes. (The zero gap curve was calcu-
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Fig. 11-The potential ~* (x*, ht) plotted as a function of x* for a surface CCD 
with single-level metalization; ht = 0.1 ~m; 10-~m-wide electrodes held at -5 and 
-7 V; and with gaps between electrodes of 1 and 0 ~m. 

lated by the method of I.) Again the x* scales differ, but the centers of 
the gaps coincide. Except in the region between the plates, the two 
curves coincide closely. 

v. COMMENTS ON ACCURACY AND COST 

We considered in some detail in I how well the solutions of the 
linearized equations (21) to (25) approximate the solutions of the 
nonlinear equations (7) to (10). It was shown there and in Ref. 4 that 
as long as max 1/;I(X, hI) ~ -160, and I 1/;4 (x, h3) + 11 < 10, 0 ~ x ~ L, 

O:$;x:$;L 

[I 1/;3 (x, h2) +-11 < 10 for surface devices] then the solution of the 
linearized problem approximates the solution of the nonlinear problem 
to within several percent in the p-Iayer for buried channel devices 
(near the oxide-semiconductor interface for surface devices). In addi­
tion, we are interested in examining the accuracy of the approximate 
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solutions of the linearized equations. As we stated in Section III (and 
prove in Appendix B), the difference between the exact solution and 
the approximate solution, a*(x*, y*) = t/I*(x*, y*) - t/la*(x*, y*), is 
bounded everywhere by its maximum value on the electrodes. 

As typical examples, consider the curves in Figs. 10 and 11. For 
all three curves in Fig. 10, we found that t/l1(X, hI) ~ -345 and 
I t/l4(X, h2) + 11 < 2.75 for 0 ~ x ~ L. For the two curves of Fig. 11, 
we found that t/l1(X, hI) < -186 and I t/la(X, h2) + 11 ~ 1 for 0 ~ x ~ L. 
Furthermore, for the curves of Fig. 10, a search of the electrodes showed 
that, for 5-JLm gaps between electrodes, max I a*(x*, y*) I ~ 0.29 V 
and, for 1-JLm gaps, max I o*(x*, y*) I ~ 0.18 V. (The no-gaps curve was 
calculated by the methods of 1.) These correspond to maximum errors 
of the channel potential of 1.3 and 0.83 percent respectively. For the 
curve for the surface CCD with 1-JLm gaps between the electrodes a 
search of the electrodes showed that max lo*(x*, y*) I ~ 0.4 V. (The 
no-gaps curve was again calculated by the methods of 1.) This corre­
sponds to a maximum percentage error of 0.86 percent. 

For the curves of the buried channel CCD of Fig. 10, we have 
undoubtedly overestimated the error in the channel for the following 
reasons. It can be shown that the error in each coefficient an and bn 

appearing in (34) can be expressed as an integral over the electrodes of 
the error o(x, y) times a weight function. The sign of o(x, y) oscillates 
on the electrodes, and so one would expect the error in the lower-order 
coefficients to be quite small. Furthermore, an examination of (34) to 
(38) and (40) shows that, for the parameters involved, only the first 
ten terms in (40) contribute significantly to the channel potential. 

To present some idea of the cost of running these programs, the 
calculation of the solution for the case of 5-JLm gaps in the curves of 
Fig. 10 took 253 seconds and used 40 K of core, the case of 1-JLm gaps 
took 258 seconds and 40 K of core. Calculation of the solution for the 
1-JLm gap case of Fig. 11 took 263 seconds and used 40 K of core. By 
comparison, the two corresponding no-gap solutions, obtained by the 
methods of I, took 16 seconds and 32 seconds, respectively, and both 
solutions required 40 K of core. 
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APPENDIX A 

This appendix lists the coefficients of the Fourier series of the 
various splines used in approximating the charge density on the elec­
trodes. We begin by defining the function 

{( 
1 - X ), 0 ~ x ~ h, 

u(x, h) = 

0, h ~ x ~ L. 

(69) 

Outside the interval 0 ~ x ~ L, this function is defined by periodicity, 
u(x, h) = u(x + L, h). The Fourier coefficients of u(x, h) are 

2 
an(h) = cn[u] = Lht.:;" (1 - cos Anh), 

bn(h) = Sn[U] = L~A; (Anh - sin Anh), 

(70) 

where the notation cn[u] and Sn[U] is defined in (58), An = 2n7T'/L, 
and n = 0, 1,2, .... Note that 

h 
ao(h) = L' bo(h) = o. (71) 

The triangular splines can all be expressed in terms of u(x, h), and 
their Fourier coefficients are simple linear functions of the coefficients 
an(h) and bn(h) defined in eq. (70). Thus (see Fig. 4a): 

po(x, h) = u(x, h) + u(L - x, h), (72) 

and for n = 0, 1, 2, "', 

(73) 

Similarly (see Figs. 4b and 4c), we have the end splines 

Pt(x; Xo, h) = u(x - Xo, h), Pr(X; Xo, h) = u(xo - x, h), (74) 

and for n = 0, 1, 2, ... 

and 

Cn[Pt] = (cos Anxo)an(h) - (sin Anxo)bn(h), 

Sn[pt] = (sin Anxo)an(h) + (cos Anxo)bn(h), 

Cn[Pr] = (cos Anxo)anCh) + (sin Anxo)bn(h), 

Sn[Pr] = (sin Anxo)an(h) - (cos Anxo)bn(h). 

(75) 

(76) 
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Finally (see Fig. 4f), 

t(x; xo, hI, h2) = U(Xo - x, hI) + u(x - xo, h2), x ~ xo(mod L) 
= 1, x = xo(mod L) (77) 

and 

Cn[t] = cos AnXO {an(hl) + an(h2)} + sin AnXO {bn(hl) - bn(h2)}, 

Sn[t] = sin Anxo{an(hl) + an(h2)} - cos Anxo{bn(hl) - bn(h2)}. 
(78) 

The coefficients of the Fourier series of the singular edge splines were 
calculated as follows. We define (see Figs. 4d and 4e) 

and 

__ {=(X-XO)-i_h-!, xo<x~xo+h, 
se(x; Xo, h) 

= 0, 0 ~ x ~ Xo, Xo + h < x ~ L, 

Sr(x; Xo, h) = st(2xo - x; Xo, h). 

Then after an integration by parts 

cn[se] = 
= ~ [h! "\ ( + h) _ sin An(XO + h) - sin AnXO 

L cos "n Xo 2AnM 

(xO+h ] + An ) Xo (x - xo)! sin Anxdx , 

(xO+h ] 
- An ) Xo (x - xo)! cos Anxdx . 

(79) 

(80) 

(81) 

The integrals on the right of (81) were evaluated by quadratures using 
Filon's method. 14 Similarly, 

Cn[Sr] = 

= ~ [h! "\ ( _ h) _ sin AnXO - sin An(XO - h) 
L cos "n Xo 2A

n
h! 

- An r co 
(Xo - x)! sin AnXdX] , (82) 

} xo-h 

= ~ [h! . "\ ( _ h) + cos AnXO - cos An(XO - h) 
L sm "n Xo 2An h! 

+ An (XO (Xo - x)! cos AnXdX] . 
} xo-h 
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APPENDIX B 

We assume that a solution of equations (21) to (25) satisfying 
boundary and interface conditions (11) or (12) and (13) to (16), (18), 
(26), and (27) exists and is bounded. As before, we denote this solution 
by tf;(x, y), we denote our approximate solution by tf;a(x, y), and we 
define 

Hx, y) = tf;(x, y) - tf;a(x, y). (83) 

By tf;a, tf;~, and ~a, (0 ~ a ~ 4), we mean tf;, tf;a, and ~ restricted to the 
various sub domains. 

From their construction, the approximate solutions satisfy the same 
equations and boundary and interface conditions as the exact solution, 
except they do not assume the correct values on the electrodes. 
Consequen tly 

V'2~a(x, y) = 0, (0 ~ a ~ 3), V'2~4(X, y) - ~4(X, y) = -0. (84) 

Also ~a(x, y) satisfies either boundary condition (11) in the case of 
single-level metalization or 

(85) 

in the case of double-level metalization. In addition, ~o(x, 0) = ~l(X, 0), 
o ~ x ~ L, and ~a(X, y) satisfies (14) with Po == 0, (15) with Q(x) == 0, 
(16), (18), (26), and (27). 

We now outline a proof that if M = sup I ~o(x, 0) I, where E denotes 
xEE 

the electrodes, then I Hx, y) I ~ M for all (x, y). The plan of the proof 
is to show that ~o(x, y) is bounded both above and below by its maxi­
mum and minimum on (0 ~ x ~ L, y = 0); that ~a(X, y) is bounded 
above and below by its maximum and minimum on either (0 ~ x ~ L, 
y = ha - 1) or (0 ~ x ~ L, y = ha ), (a = 1, 2, 3), where we define 
ho = 0; and that ~4(X, y) is bounded above and below by its maximum 
and minimum on (0 ~ x ~ L, y = ha). Then we show that the global 
maximum and minimum must occur on the electrodes. 

First consider ~o(x, y) in the case of single-level metalization. Then 
~o(x, y) is harmonic in the strip So = (0 ~ x ~ L, - 00 < y ~ 0), and, 
by the Phragmen-Linde16f theorem [Ref. 15, corollary to theorem 19, 
Chapter 2, with w(x, y, = 1 - yJ, ~o(x, y) is bounded in So, both above 
and below, by its values on the lines (x = 0, - 00 < y ~ 0), (y ~ x ~ L, 
y = 0), and (x = L, - 00 < y ~ 0). Let mo = inf ~o(x, 0) and 

o=o;x=o;L 

M 0 = sup ~o(x, 0). [Note that since Hx, 0) is continuous, there exist 
O=o;x=o;L 

points 0 ~ xm, XM ~ L such that mo = ~o(Xm, 0), Mo = ~O(XM' O).J 
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Further, we must have 

00 

~o(x, y) = !,Bo + L (,Bn cos AnX + 'Yn sin AnX)e>-nv, (86) 
n=l 

and hence 

lim ~0(0, y) 
y-> - 00 

. 1 1 Ic L 

hm ~o(L, y) = -2,Bo = -L ~o(z, O)dz. 
y->-oo 0 

(87) 

From (87) we can conclude that 

mo ~ lim ~0(0, y) = lim ~o(L, y) ~ Mo. (88) 
v-+-oo y-+-oo 

Now if Mo is not the maximum value of ~o(x, y), from what we have 
just shown, and from the periodicity of Hx, y) in x, this maximum 
value must be assumed at two points (0, Yo) and (L, Yo), with 
- 00 < Yo <- o. Further, the outward directed normal derivative at 
these points must be positive (Ref. 15, theorem 8, Chapter 2); that is, 
- (a~o/ ax) (0, Yo) > 0, (a~o/ ax) (L, Yo) > O. However, from periodicity, 
(a~o/ ax) (0, Yo) = (a~o/ ax)(L, Yo), which is a contradiction. Hence Mo 
is the maximum value of ~o(x, y) in 8 0• The same reasoning applied to 
- ~o(x, y) shows that mo is the minimum value in So. 

In the case of double-level metalization, the maximum principle for 
harmonic functions (Ref. 15, theorem 2, Chapter 2), plus the boundary 
condition ~o(x, - h_1) = 0, implies that ~o(x, y) is bounded everywhere 
in (0 ~ x ~ L) X (-h-l ~ Y ~ 0), both above and below, by its 
values on the sides (x = 0, -h-l ~ Y ~ 0), (0 ~ x ~ L, 0), and 
(x = L, - h-l ~ Y ~ 0). Then the same reasoning as in single-level 
metalization shows that ~o(x, y) achieves its maximum and minimum 
on (0 ~ x ~ L, y = 0). 

Essentially the same arguments used in the double-level metalization 
case can be used to show that ~a(X, y) (a = 1, 2, 3) must achieve both 
its maximum and minimum either on the line (0 ~ x ~ L, y = ha- 1) 

or (0 ~ x ~ L, y = ha ), where we define ho = O. 
The Phragmen-LindelOf theorem can be applied to ~4(X, y) in 

8 4 = (0 ~ x ~ L) X (h3 ~ Y < (0) to show that ~4(X, y) is bounded 
everywhere in S4 both above and below by its values on (x = 0, 
h3 ~ Y < (0), (0 ~ x ~ L, y = h3), and (x = L, h3 ~ Y < (0). Making 
use of the boundary condition ~4(X, (0) = 0, the same arguments used 
in the case of single-level metalization for ~o(x, y) show that ~4(X, y) 
achieves its maximum and minimum values on (0 ~ x ~ L, y = h3). 

We have shown that Hx, y) must assume its maximum and minimum 
values at points on the lines (0 ~ x ~ L, y = ha ), 0 ~ a ~ 3. Suppose 
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that Hx, y) is a global maximum at the point P = (z, ha ). Then clearly 
t/la(x, y) and t/la+1(X, y) take on their maximum values at P. Conse­
quently, their exterior normal derivatives at P must be positive (Ref. 
15, theorem 8, Chapter 2), i.e., (8t/1a/8y)(P) > 0, - (8t/1a+d 8y)(P) > 0. 
However, if P is not a point on an electrode, it follows from inter­
face conditions (14), (15) with Q(x) = 0, (16), or (26) that either 
1}(8t/1a/8y)(P) = (8t/1a+d8y(P) or (8t/1a/8y)(P) = (8t/1a+d8y) (P), 
which is a contradiction. Consequently Hx, y) achieves its maximum 
Moon an electrode. The same argument applied to - Hx, y) shows 
that Hx, y) also achieves its minimum 1110 on an electrode. If we set 
M = max(l111ol, IMol), then we have shown that IHx, y)1 ~ M. 
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We calculate the probability of error in detecting digital signals trans­
ferred through a charge transfer device in the presence of incomplete charge 
transfer, random noise in the device, and detection uncertainty in the 
detector. The coefficient of incomplete charge transfer is assumed to be 
independent of charge-packet size, and both the device noise and detector 
noise are assumed to be Gaussian. Error probabilities for two-level and 
four-level codes are computed for the cases of both simple static and 
optimum dynamic detection. For rms detection voltage level fluctuations 
Vd of the order of tenths of volts (much larger than the random noise 
fluctuations in the device), a very rapid increase in error probability 
(from t;::dl0-20 to t,:::dl0- 5) is found to occur for a very small (20 percent) 
change in V d • This indicates that detection level fluctuations will have 
to be held down to a few hundred millivolts at most. To achieve equal error 
rates with an error probability of about 10-14, Vd for the detection of 
four-level codes will have to be about 3.5 times smaller than for two-level 
codes. Comparison of error probabilities under static and dynamic 
detection shows that in CTD's improved detection has a greater potential 
for reducing error rates than improved coding. 

1. INTRODUCTION 

As a packet of charge is transferred through a charge transfer 
device (CTD), the size of the packet is altered owing to effects of 
incomplete transfer1 ,2 and noise.3- 9 At the output the size of each 
packet is measured and, depending on its size, a decision is made as 
to the initial size of the packet. Usually the decision will be correct. 
However, occasionally the cumulative effects of incomplete transfer 
and noise will result in a sufficiently distorted charge packet that an 
error will be made. It is the purpose of this paper to calculate the 
probability of making such a detection error. When this probability is 
multiplied by the rate of detection (the clock frequency), we obtain 

1795 
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the error rate for a single device. Multiplying by the number of devices 
of interest in the storage unit or in the processing unit, we obtain the 
total error rate, a very useful quantity for evaluating digital systems. 
(By "detection," we include regeneration; by a "single device," we 
mean a single unregenerated line of transfer elements.) 

To calculate the probability of detection error we assume that the 
effect of incomplete transfer on the signal can be treated in terms of 
the usual small signal analysis. lO •n (The coefficient of incomplete 
charge transfer, lX, is assumed to be constant, independent of the size 
of the signal.) Charge gain or loss because of leakage current is assumed 
to be sufficiently small that it can be ignored. The random noise which 
introduces fluctuations into the size of the charge packets is assumed 
to be Gaussian. 8 This is reasonable by the law of large numbers, since 
the size of a charge packet is typically 106 elementary charges. In the 
numerical calculations, only shot noise at the input and thermal noise 
induced during charge transfer are considered, as these are the most 
important sources of noise in good devices. 8 In addition, the detection 
levels are assumed to fluctuate with Gaussian statistics. This simulates 
(i) the fluctuation in detection levels from device to device, (ii) the 
uncertainty in the location of the boundary between two decision 
regions, (iii) the uncertainty introduced from nonideal regeneration, 
and (iv) the fluctuations induced by the coupling of the clock lines to 
the output. In a future paper, we plan to treat several of these effects 
more carefully. 

For our numerical work we take the position that probabilities of 
error of about 10-14 are of greatest interest. Values much higher would 
necessitate more-often-than-daily correction of a multimegabit store. 
Attention is focused on how large a fluctuation can be tolerated in the 
detection levels, so that the probability of error is in this region for the 
cases of two-level and four-level digital codes. In addition, the error 
probability is also examined as a function of the number of charge 
transfers. Similar calculations are made for the theoretically minimum 
possible error rate, which can be obtained using a dynamic detection 
scheme.12 Comparison of this absolutely minimum error probability 
with the error probability obtained using conventional (static) detec­
tion suggests that a substantial improvement in error rate is possible 
using dynamic rather than static detection levels. 12 

II. PROBABILITY OF ERROR 

In previous work,1o,12 it has been shown that in thc absence of noise, 
after (n + 1) transfers, each characterized by a coefficient of in-
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complete transfer a, a charge packet of some initial size Qi has at the 
output a size Q(i) given by 

(1) 
where 

(2) 

and where QN is the initial size of the Nth packet preceding Qi. In the 
presence of noise, the probability P(Q - Q(i»dQ that the observed 
size Q of the packet is Q (i) to within dQ is given by 

P[Q - Q(i)JdQ = exp{ - [Q - Q(i)J2j(2AQ2)} j(21rAQ2)tdQ, (3) 

where AQ2 is the mean-square fluctuation in the size of the charge 
packet at the output resulting from noise (see Appendix A). If the 
range of Q over which the packet will be detected as Qi is given by 
Q;- < Q < Qt, then Pi, the probability of error in detecting a specific 
Q (i) packet, is 

Pi = f-~- P[Q - Q(i)JdQ + f
Q

: P[Q - Q(i)JdQ. (4) 
~ 

To determine error probability, Pi must be averaged over all possible 
Q (i) for each i. 

The quantities Qi- and Qt can be readily determined by rewriting 
(1) and (2) in the form 

Q(i) = Q + (Qi - Q)(l - a)n+l + Q~, (5) 
where 

Q~ = (1 - a)n+l f (N + n)aN(QN - Q). (6) 
N=l N 

In (5) and (6), Q is the (time) average size of a charge packet. (For 
example, if two packet sizes, Ql and Qo, are used equally frequently 
in a two-level digital code, then Q = (Ql + Qo)j2.) If now we average 
eq. (5) over all possible preceding sequences of packets, then we obtain 
for (Q (i», the average size of Q (i), 

(Q(i» = Q + (Qi - Q) (1 - a)n+r, (7) 

since the average Q~ of Q~ is zero. (Note that QN = Q by definition.) 
The deviation of Q(i) from (Q(i» is simply Q~, independent of i. 
[Q(i) - (Q(i» = Q~.J By extending the results of a previous treat­
ment12 of two-level coding to the multilevel coding considered here, it 
follows at once (see Appendix B) that the theoretically minimum 
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possible error rates will be achieved for Qi and Qt given by 

Qi- = (Q(i» + ~Q(i - 1» + Q~ (8) 

and 

Q:t- = (Q(i» + (Q(i + 1» + Q' 
t 2 B· (9) 

(Note: Qi+l = Qt. For an M level system, i = 0, 1, ... , M - l. 
For completeness we define Q( -1) == - 00 and Q(M) == + 00.) These 
results apply even if the coding levels are not equally spaced. However, 
it should be obvious that if each size packet is used equally frequently, 
then equally spaced levels will result in the 1east probability of error. 

In previous work12 we have referred to the detection scheme which 
utilizes detection levels determined by Q~ (that is, by the preceding 
signal) as a dynamic detection scheme. In other words, by subtracting 
out the incompletely transferred portion from the preceding signal 
prior to each detection (achievable under noiseless conditions), we 
can select detection regions which null out the scatter in the signal­
charge size induced by incomplete transfer. Since random noise cannot 
be nulled out, a lower limit is placed on the error probabi1ity. 

Using (8) and (9), we now compute the minimum error probability 
P min of a single detection and average this over all possible preceding 
signals to obtain the minimum error probability (P min). Let Pi be the 
relative average frequency with which charge packets of initial size Qi 
are used in the code. Then using (4) we may write 

M-l 

Pmin = L PiP i 
i=O 

= :~o' Pi (f~--Q(i) P(Q)dQ + h;-QW P(Q)dQ). (10) 

If we note that [Qi- - Q(i)] = - [(Q(i» - (Q(i - 1»J/2 and that 
[Qt - Q(i)J = + [(Q(i + 1» - (Q(i»J/2, then P min becomes 

M -1 (f -[(Q(i»-(Q(i-l»]/2 
P min = L Pi P(Q)dQ 

i=O -00 

+ f+OO P(Q)dQ). 
+[(Q(i+l» -(Q(i»]/2 

(11) 

As mentioned in the preceding paragraph, P min is independent of the 
foregoing charge packets. Thus (P min) = P min. As (P min) is the 
minimal, or optimal, error probability, we wi1l use it as a touchstone 
to compare other detection schemes. 
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Complete dynamic detection as discussed above is one extreme in 
detection. [Boonstra and Sangster4 have operated a CTD utilizing 
a partial lowest order (in no:) correction.J The other extreme in detec­
tion is to ignore completely the sequence of charge packets preceding 
the packet of interest and to attempt to detect without compensating 
for the accumulated background charge. Since the average of Q~ is 
0, one would then choose for Qi and Qt the following 

and 
Q1- = [(Q(i) + (Q(i - 1)J/2 

Qt = [(Q(i + 1) + (Q(i) J/2. 

(12) 

(13) 

In this case, the error probability P associated with a specific detection 
event becomes 

M -1 (f -C(Q(i»-(Q(i-l»]/2-Q~ 
P = L Pi P(Q)dQ 

i=O -co 

+ lCO , ,P(Q)dQ). 
+C(Q(i+l» -(Q(i) )]/2 -QB 

(14) 

To calculate (P), the average error probability, we must average (14) 
over all possible preceding signal sequences. Unlike P min, P is a func­
tion of the preceding sequence through Q~. In the remainder of this 
paper we shall focus attention on calculating (P). 

III. NUMERICAL METHOD 

Let us assume (i) that we are using a multilevel (M-level) code in 
which each size of charge packet is used equally frequently (so that 
Pi = 1/ M), and (ii) that the levels of charge are equally spaced. 
Let S! == [Q(i + 1) - Q(i)J/2. Then from (14), it follows that 

2M - 2 f -cst. (l-a)n+l+Q~] 
(P) = M P(Q)dQ. 

-co 
(15) 

[N ote: If nand 0: are such that I Q~ I > S! for some sequences of 
charge packets, then errors are made with this detection scheme even 
in the absence of noise. Thus using the detection scheme characterized 
by the Qt- and Qt given by eqs. (12) and (13), it is essential that n 
and IX be such that I Q~ I < S! for all possible sequences of packets. 
Thus, (S! + Q~) > 0, and (P) < 1.J 

For numerical calculations, it is expedient to use (3) to rewrite 
(15) as 

( 
1 ) f -(S/N)l(1 +a)n+l(1 +2:) dx 

(P) = 2 1 - - e-x2
/ 2 - (16) 

M -co ..J2;' 
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where SIN, the signal-power-to-noise-power ratio, is given by 

SIN = {[Q(i + 1) - Q(i)]/2}2 
AQ2 , (17) 

and where 2; is given by 

2; = N~l (N: n) aNJN. (18) 

In (18) each I N[ = (QN - Q)IS!] is a random variable, which for M 
even can take on the values ±1, ±3, ±5, ... , ± (M - 1) with equal 
probability, and for M odd is 0, ±2, ... , + (M - 1) again with equal 
probability. To evaluate (16) in this form it is now necessary to average 
the integral in (16) over all possible sequences J I, J 2, J 3, •••• 

In this paper, we focus attention on that range of n and a which 
will probably be of greatest device interest-na« 1. In this case, 
only the first few terms in 2; will contribute significantly to its total 
value. By "significantly," we mean, of course, that whether 
I N = + (M - 1) or I N = - (M - 1) for fixed J 1, •.• , I N - 1 and 
o = J N+I = J N+2 = ... , makes an acceptably small (say, 0.1 %) 
difference in the values of the integral in (16). Thus, we can proceed 
as follows. Evaluate the integral in (16) for J 1 equal to each of its 
possible values and 0 = J 2 = J 3 = ... , sum, divide by M, and 
multiply by 2(1 - 11M). This gives a first estimate of (P) which we 
call (P)I. Now again evaluate the integral in (16) for all possible pairs 
of J 1, J 2 with 0 = J 3 = J 4 = ... , sum, divide by M2, and multiply 
by 2(1 - 11M). This gives a second estimate of (P) which we call 
(P)2. In general, {P)2 > {P)I. If (P)2 - (P)I) I (PI) is within the 
desired accuracy, then we may stop here. If (P)2 differs significantly 
from (P)I, we calculate (P)3 in the obvious way and compare to 
(P)2, etc. For the numerical results presented in the next section, 
(P)3 is as far as it is necessary to calculate to obtain 0.1 percent 
accuracy. For na « 1, convergence is guaranteed. 

Often knowledge of the error probability to within a factor of 2 is 
adequate for design purposes. Thus, computing can be greatly facili­
tated if use is made of the following result. If A > 1, then 

DI2 < leA) < D, (19) 
where 

leA) = f_~A e-x2
/
2dx (20) 

and 
D = exp( - A2/2)IA. (21) 
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In the following section, our results for error probability are somewhat 
high, as D has been used in place of I (A) in evaluating (16). 

IV. !NUMERICAL RESULTS 

We have calculated both the mInImUm error probability (Pmin ) 

Ceq. (11)] using a dynamic detection scheme [eqs. (8) and (9)J and 
the error probability (P) Ceq. (15)] using a static detection scheme 
[eqs. (12) and (13) J, both for two-level and four-level coding. In all 
cases, we have taken a = 10-3, storage capacitance C = 0.1 pF, 
detection capacitance C DE = 0.1 pF (see Appendix A), Qo = C· (4 
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Fig. I-Error probability as a function of the root-mean-square fluctuation in the 
detection level voltage for static and dynamic detection schemes of two-level and four­
level coding in a 64-bit device. 
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volts), and QM-l = C· (10 volts). All calculations were carried to 
0.1 percent. 

In Fig. 1 we have plotted error probability (P) (static detection) 
and minimum error probability (Pmin ) (dynamic detection) for two­
level and four-level coding as a function of the root-mean-square 
detection-voltage fluctuation Yd. For the two-level results n = 128, 
and for the four-level results n = 64. Both these cases correspond to a 
64-bit device. It is quite clear from Fig. 1 that to achieve an error 
probability of about 10-14, for two-level coding Vd < 0.345 V, whereas 
for four-level coding Vd < 0.105 V. This means that, to be able to use 
four-level coding, we must have significantly better control of detection 
voltage fluctuation than is necessary with two-level coding. 

We might imagine that a trade-off could exist which would favor 
four-level coding. For example, only one-half the number of transfer 
stages are needed with four levels as compared with two levels. Taking 
a inversely proportionaP·2 to C, for four levels we can double C and 
thereby cut a in half relative to C and a for two levels. As a is reduced, 
the role of incomplete transfer is reduced as well. However, for Vd 
= 0.35 V, detection noise dominates the random noise. Thus SIN is 
practically unchanged as C is varied [see eq. (24) in Appendix A]. 
In addition, SIN for four levels is so small (~8) that (P) goes only 
from 6.8.10-3 for a = 10-3 to 4.3.10-3 for a = 0.5.10-3• Of course, for 
smaller Vd the change would be more drastic, as SIN would be larger. 
However, for smaller V d, two-level operation is enhanced as well. 

In Fig. 2 we have plotted the error probability of a two-level code 
as a function of the number of transfers for three different detection­
level fluctuations for both static and dynamic detection schemes. In 
Fig. 3 we have plotted the same quantities for four-level coding and 
lower detection-level fluctuations. The striking superiority of dynamic 
detection over static detection is evident. (The dynamic curves are 
not actually flat; they increase somewhat in the region shown and 
much more rapidly for na > 1.) 

v. CONCLUSIONS 

In this paper we have derived expressions for the probability of 
error in detecting the size of charge packets carrying digital informa­
tion in charge transfer devices. Effects of both random noise in the 
transfer device and detection noise at the detector were included. 
Error probabilities were computed and compared for common, static 
detection and optimum, dynamic detection of two types of coding 
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Fig. 3-Error probability as a function of the number of transfers n for static 
and dynamic detection of four-level coding for three values of root-mean-square 
detection voltage fluctuation (0.10,0.15, and 0.20 V). For given n, the corresponding 
device is an n-bit device. 

schemes. In the region of primary interest here (detection noise much 
larger than device noise), it was found that the error probability is a 
very sensitive function of detection noise, varying 20 orders of magni­
tude for a ±20 percent change in the detection noise level. Also 
significant was the finding that, to achieve equivalent operational 
performance, the rms detection noise level in a device using a four-level 
code must be 3.5 times smaller than that in a device using a two-level 
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code. Thus, in designing circuits for digital signal detection, it will be 
necessary to focus primary attention on the detection level noise. This 
must be held to a few hundred millivolts at most. It was also shown 
how our dynamic detection scheme could maintain a very low error 
probability as the number of transfers, n, was greatly increased. 
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APPENDIX A 

Noise 

In general, we can write the mean-square noise charge, t,.Q;/1 resulting 
from random fluctuations in the forms 

t,.Q;/ = t,.Q~put(l - a)2(n+l) + t,.Q~pHsp(n + 1) 
+ 2t,.Q~pH TP(n + 1), (22) 

where t,.Q~put is the input noise contribution, t,.Q~p is the storage 
process noise acquired by a single packet during a single clock period, 
t,.Q~p is the transfer process noise acquired by a single packet during 
a single charge transfer, (1 - a)2(n+l) is the (square of the) attenuation 
from input to output, H sp(n) is the compounding factor for storage 
process noise, and H TP(n) is the compounding factor for transfer 
process noise. A derivation of eq. (22) and a discussion of the various 
terms therein are treated elsewhere. 6- s For our purposes (na« 1), it 
suffices to let H sp(n + 1) = H TP(n + 1) = n + 1. (For na « 1, in­
complete transfer of the noise can be ignored relative to the noise 
itself. Thus after (n + 1) transfers, the accumulated noise is just 
(n + 1) times the noise resulting from a single transfer.) We shall 
assume that t,.Q~p« t,.Q~p and set t,.Q~p = o. For shot noise at the 
input, t,.Qrnput = qQ, where Q is the mean total signal charge 
(QM-l - Qo). For thermal noise, t,.Q~p = jkTC. As it turns out, the 
exact details of t,.Q;/ are not essential because these random effects 
turn out to be much smaller than the detection level fluctuations 
discussed below. However, if these detection level fluctuations can be 
reduced, then eq. (22) is quite important, especially in the region of 
na ~ 1 where devices can operate using dynamic detection. 

There are two equivalent ways in which detection level fluctuations 
can be included. The more systematic way is to use t,.Q;/ in place of 
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l1Q2 in eqs. (3) and (4) and then average over Qi- and Qt in (4) with 
the appropriate distribution for the detection level fluctuations. In 
this paper, we have restricted attention to a Gaussian distribution for 
these fluctuations. As the noise is also Gaussian, it follows from a 
straightforward integration that we can write eq. (4) in the form 
given in the text with 

(23) 

where l1Q~ is the mean-square uncertainty of the detection level. 
[The second way is just to write (23) a priori.] Since some detection 
error will result from nonideal regeneration, once this can be more 
accurately simulated, a more careful analysis of detection uncertainty 
will be necessary. 

The uncertainty l1Q~ is generated by an uncertainty V~ in the 
detection voltage. Thus, 

(24) 

where CDE is the capacitance of the detector. In our calculations, we 
have assumed that CDE = C, where C is the elemental storage capaci­
tance. If now l1Q~» l1Q;" then SIN ~ V2C2IV~C2 = V2IV~ in­
dependent of the capacitance. (Here V represents the signal voltage.) 
Thus, increasing C does not improve the signal-to-noise ratio (SIN) 
when detection noise exceeds random noise. 

APPENDIX B 

Minimum Error Probability 

It is a very general result, rederived in a previous work,12 that if 
I (A) is defined by 

I (A) = f_~A e-x2
/
2dx 

and if the probability that A < 0 is 0, then 

(leA»~ ~ 1({A». 

Thus any detection scheme for which 

(25) 

(26) 

f-~- P[Q - Q(i)]dQ = f_~--QCi) P(Q)dQ = f_:;-QCi» P(Q)dQ (27) 

for each i (and the corresponding equalities for f;t .. ·dQ) will result 
in the minima overall error probability. The choice given in eqs. (8) 
and (9) does this, as it makes Qi- - Q(i) independent of the preceding 
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sequence of charge packets over which the average in (26) and (27) 
is taken. 

APPENDIX C 

Realizability of Dynamic Detection Scheme 

Before considering the realizability of the scheme of dynamic 
detection discussed in the text, a point of clarification is necessary. 
One reason for developing dynamic detection here is to see just how 
low we can, in principle, make the error rate. This we have done 
assuming Gaussian noise, linear incomplete transfer, and complete 
knowledge of the preceding signal. If we relax the last assumption, 
we must take into account the fact that our detection of the preceding 
signal may not be perfect and, therefore, a higher error rate may in 
fact be the minimal rate possible physically. This problem is more 
difficult and will not be attempted here. What is important to dis­
tinguish, however, is the difference between "perfect" dynamic 
detection, which provides a minimum error rate below which one 
cannot hope to achieve, and the actual error rate when employing 
dynamic detection, which as we shall indicate below is not appreciably 
larger than the minimum rate under operating conditions of interest. 
With this in mind, let us proceed to a consideration of realizability. 

In the absence of noise, the dynamic detection scheme is clearly 
realizable in principle. Knowledge of the preceding signal permits 
determining the background charge level QB (resulting from in­
complete transfer) operationally using eq. (2). This permits placing 
the detection levels so that the size of the charge packet to be detected 
will lie midway between these detection levels. Under noiseless condi­
tions, this permits error-free detection which, in turn, provides the 
signal history needed to determine QB for the next packet detection. 

In the presence of noise, one may ask whether the dynamic detection 
scheme envisioned in Section II is truly realizable. If, for example, an 
error is made in detection, then the detection levels may be shifted 
far enough away from optimum so that for the next packet the error 
probability will be greatly increased. Fortunately, as the argument 
below suggests, if the probability of making a second error immedi­
ately following the first is small compared to unity, then the optimum 
(minimum) error probabilities presented in the text are only slightly 
increased (on the order of percents rather than order of magnitude). 

Consider a two-level code and the dynamic detection scheme in 
which it is only necessary to adjust the detection levels for the first 
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preceding signal [QB = a(n + l)Ql, Ql = size of first preceding 
packet]. We desire the probability Pc (i) that the ith packet is detected 
correctly. Clearly, 

Pe(i + 1) = Pee(i + lli)Pe(i) + Pee(i + 1Ii)Pe(i), (28) 

where Pe(i) [= 1 - Pe(i)] is the probability that the ith packet is 
detected incorrectly, Pee (i + 11 i) is the probability that the (i + l)th 
packet is correctly detected given that the ith was also, and Pee(i + 11 i) 
is the probability that the (i + l)th packet is correctly detected given 
that the ith was detected incorrectly. Noting that Pe(i + 1) 
= Pe(i) = Pc, we can solve (28) for Pc, obtaining 

Pc = [1 + PecCi + 11 i)/Pce(i + 11 i)]-l, (29) 

where Pee = 1 - Pee. The error probability Pee = 1 - Pc) which we 
seek is, therefore, given by 

Pe = [1 + Pee(i + lli)/Pee (i + lli)]-l 
Pee Pee 

~-= . 
Pee 1 - Pee 

(30) 

(31) 

Equation (31) follows if P ee « Pee, as will be the case for Pe« 1, 
which is the region of greatest interest. If now Pee < 0.1, then Pe will 
differ from Pee [calculated in the text, eq. (11), as (P min)] by less 
than 10 percent, an insignificant change. Although we have not 
investigated Pee in detail, it is clear that Pee will be closer in size to 
(P) (eq. 15) corresponding to static detection rather than to (Pmin). 

However, what is important is that Pee can be as large as one-half 
without increasing (P min) by more than a factor of 2. Thus, the (P min) 

calculated here are not expected to be overly optimistic so long as the 
detection level need only be corrected on the basis of just the first 
preceding signal. For the present, this is the situation of primary 
interest. It should be kept in mind, however, that it is the random 
noise and not the incomplete transfer which complicates dynamic 
detection. With sufficiently low noise, we can in principle greatly 
reduce incomplete-transfer distortion without appreciable propagation 
of detection errors even when the detection level must be corrected 
on the basis of many preceding signals. 
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Because of its theoretical and practical interest, the stability problem 
in pulse-width-nwdulated feedback systems has received an enormous 
amount of attention. Much of the reported literature deals with highly 
approximate methods, and the exact approaches, based on Lyapunov's 
direct method or functional analysis, are quite restrictive and do not 
easily lend themselves to systematic compensation or design. 

In this paper, a quite general PWM is considered, and a frequency 
domain stability criterion is presented, yielding a geometric interpretation 
in the Popov plane. 

I. INTRODUCTION 

The stability of pulse-width-modulated control systems has been 
an active area of research since the early 1960's. A variety of graphical 
and analytical approaches to the problem have appeared in the 
literature. I - 4 Aside from the approximate methods, the main contri­
bution of the early 1960's to exact stability criteria was in the applica­
tion of Lyapunov's direct method. 5,6 As is often the case, this approach 
yields conservative results and does not easily lend itself to system 
compensation. Input-output stability via functional analytic tech­
niques was reported in Skoog7 and Skoog and Blankenship,8 where 
conditions for the LI boundedness and continuity of the system opera­
tor are derived for PWM systems (considered there to belong to a 
larger class of pulse-modulated systems, i.e., that class of modulators 
for which the input is sampled). One drawback to the above type of 
criteria is the lack of a simple geometric interpretation; e.g., a Popov­
type condition. In Skoog7 a circle criterion is derived for PWlVI systems, 
operating in the "quasi-linear" mode; that is, where the modulator does 
not saturate. In its exact form, however, the above condition is rather 

1811 
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difficult to apply (the radius of the circle is in the form of an infinite 
sum, involving an arbitrary parameter). 

In all the previous cases, the pulse-width modulator considered is 
the periodic sampling type, where the input to the modulator is 
sampled and the polarity and width of the output pulse is determined 
from that sample. This paper will consider a similar PWM which is a 
generalization (GPWM) of the so-called natural sampling type. 9- 11 .* 
In this scheme, the input is compared to a repetitive reference wave­
form, and pulses are emitted in accordance with some specified relation 
between the two signals. 

It is the purpose of this paper to develop a geometric stability 
criterion for the GPWIV[ system. The main result of the paper is a 
frequency domain condition for the stability of a feedback system 
containing a GPWM (described below) and a linear plant that may 
be either lumped or distributed. The condition, similar to a Popov 
type, is interesting in that it allows a tradeoff between the slope of the 
stability line and its intersection with the real axis of the Popov plane. 

II. NOTATION 

In this paper we are concerned with measurable functions of a real 
variable defined on [0,(0). We consider the function spaces Lp(p ~ 1), 
where 

and 

Lp(p E [1,00)) = \X(t): f1x(t)IPdt <00 I 
Loo = \X(t): ess sup 1 x(t) 1 < oo} . 

t~O 

The corresponding norms are defined by 

and 

IIx(t)IILp(p E [1, (0)) = (10001X(t) IPdty'P 

IIx(t) IILoo = ess sup 1 x(t) I· 
t~O 

Also, we shall use the extensions13 of these spaces, defined as: 

Lp,(p E [1, 00)) = \x(t): f IXT(t) I dt < 00, 'I T E [0, oo)} 
and 

Looe = {x(t); ess sup 1 XT(t) I, V T E [0, oo)}, 
t~O 

* In a very recent paper, V. M. Kuntsevich12 has treated this type of modulator 
by the discrete version of Lyapunov's direct method. 
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where 

X (t) = J X(t), t ~ T 
T 1o, t > T· 

And finally stability will be interpreted to mean that, for all inputs 
belonging to the spaces of interest, the composite system operator is a 
bounded mapping of those spaces into themselves. 

III. SYSTEM DESCRIPTION AND ASSUMPTIONS 

Consider the feedback system of Fig. 1, where the output of the 
GPWM is: 

met) = L ill EK[t.t(t - KTd) - t.t(t - KTd - TK)]. (1) 
K 

The constant M is the pulse height, t.t (t) is the unit step function, 
and Td is the period of the modulator. Also EK ~ sgn [(T(KTd)]. 
Furthermore, if we define: 

WK(t) ~ [(T(t) - EKA (t - KTd)][t.t(t - KTd) 
- t.t(t - (K + I)Td)], V K E 1+, (2) 

where A (the slope) is a positive constant, then 

_ J min {(t - KTd): WK(t) = 0, t E [KTd, (K + I)Td)]} (3) 
TK - 1 Td, if Wk(t) ~ 0, V t E [KTd, (K + I)Td)] . 

The above relations are illustrated in Fig. 2. 
From eqs. (1) and (3) we see that the GPWM is a causal operator 

mapping Lpe into itself. Furthermore, it is interesting to note that the 
periodic PWM is derivable from the GPWM by inserting a sampler 
(operating every Td seconds) and a zero order hold before the modu­
lator, as shown in Fig. 3. Here the analog of eq. (3) would be 

u(t) + 

I (T(KTd) I ~ ATd 

I (T(KTd) I >ATd 

LINEAR PLANT c(t) 
G(S) 1----..... -. 

Fig. l-GPWM feedback system. 
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which is, indeed, the functional relation between the pulse width and 
the sampled input of a periodic PWM. 

It is worth pointing out that various forms of the GPWM process 
could exist. The modulator may be one-sided (ex = + 1, VK) as, 
for example, in dc power conditioning; it may emit multiple pulses 
period; or the reference ramp may be replaced by a symmetrical 
triangle or other similar waveforms. The results of this paper may be 
extended to any of these variations. 

With the foregoing, the following assumptions are also made (see 

u(t) + c(t) 

Fig. 3-Derivation of PPWM. 
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Fig. 1) : 

AI. U (t) is absolutely continuous14 on [0, 00), and U (t), -0 (t) 
E Ll n L 2, where U (t) includes an external input and the 
zero input response of the linear plant. 

A2. get), get) E L1 n L 2 ; get) = 0, t < 0, where get) is the impulse 
response of the linear subsystem. 

Normally, in input-output stability analysis the solution of the 
system is assumed to exist in the extended space under consideration. 
However, the constraints of the modulator make this unnecessary. 

Lemma t: Under assumptions At and A2, (j(t) E Lpe (p = 1,2). 
Proof: From eq. (1), for any finite time T E [0, 00) the modulator 
will produce a finite number of pulses. Thus met) E Lpe(P > 1), 
which implies by virtue of A2 that so does c(t). Hence (j(t) E Lpe 
(p = 1, 2) by Al and the linearity of the Lp spaces. 

IV. STABILITY 

The objective of this section is to develop a geometric stability 
criterion for GPWM systems. Conditions for the system response to 
belong to Lp (p ~ 1) will be derived, yielding a geometric criterion in 
the Popov plane. The result will require that the linear subsystem 
have a measurable impulse response, satisfying A2, and thus may 
represent either a lumped or distributed plant. The following extension 
of a result due to Euler15 will be useful in establishing the criterion. 

Lemma 2: If x(t) is absolutely continuous on [0, TJ for any T E [0, 00), 
then: 

K~olx(KTd)1 ~ ~d foT1x(t)ldt 

+~foTIi;(t)ldt+![lx(O)1 + Ix(NTd)IJ, (4) 

where N = [T ITdJ; i.e., the largest integer ~ T lTd, and the derivative 
i; (t) exists almost everywhere. 

Proof: For K = 0, 1,2, "', N - 1, 

{(K+l)Td (~_ K _ !)'~lx(t)ldt = ![lx(KTd)1 
lKTd Td 2 dt 

1 1 (K+OTd 
+lx((K + I)Td)IJ - -T Ix(t)ldt 

d KTd 

since both x(t) and (tlTd - K - !) are absolutely continuous on the 
intervaU6 In the integrand on the left, we can replace K by [tlTdJ 
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since, on the interval, t/Td - [t/Td] - ! differs from t/Td - K - ! 
only on a set of measure zero. Now addition of the above for K = 0, 1, 
2, "', N - 1 and then the expression ![ I x(O) I + I x (NTd) I ] to both 
sides yields: 

N oting that: 

(NTd (t [t] 1) d 1 (NTd Jo Td - Td - 2 'dt1x(t)ldt ~ 2 Jo 1i:(t)ldt 

and that NTd ~ T, we see: 

K~olx(KTd)1 ~ ~d IoT1x(t)ldt + ~ Io
T

Ii:(t)ldt 

+ ![lx(O)1 + Ix(NTd ) I]. 
Q.E.D. 

Along with the above result, the following observation concerning 
the modulator will be of interest in what follows. 

Lemma 3: Consider Fig. 1. If met) E Lp for any p E [1, 00), then it 
belongs to Lp for all p E [1, 00]' 

Proof: Suppose met) E Lp, for some P E [1, 00). Then 

(OOlm(t) 1 pdt = Mp £. TK <00 
Jo K=O 

and, since M is a finite number, we see that, for any p, 

IIm(t) II Lp = Mp f. TK < 00 
K=O 

and thus met) E Lp for all p E [1, 00 ] [of course, met) E Loo by 
virtue of (1)]. 

With the foregoing we are now in a position to state the main 
result of this paper. 

Theorem: Consider the GPW M feedback system of Fig. 1. Suppose there 
exist two numbers, ql E R+, q2 ~ 0, such that: 

(i) _1 > Tl IIg(t) II Ll + ![lIy(t) II Ll + I g(O) I] - MA and 
qlq2 d 

(ii) Re [(1 + jwql)G(jW)] ~ !, Vw E R+, 
q2 
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where 

G(jw) = fooo g(t)e-jwtdt. 

Then 
G(t) E Lp(p ~ 1). 

Remark: If U (t) E Lp as well, then the system will be termed 
Ll n L2 n Lp stable (bounded). 

Proof: Consider Fig. 1. We note that condition (ii) implies (see, for 
example, Ref. 17) that: 

foT [<T(t) + ~m(t)].m(t)dt + qlfoT m(t)o-(t)dt 

~ foT u(t)· m(t)dt, V T E [0, (0), (5) 

where u(t) = u(t) + qlU(t). Now from the defining relations of the 
modulator (see also Fig. 2), the GPWM is an e-positive operator ;18 i.e., 

foT <T(t)· m(t)dt ~ 0*, V T E [0, (0). 

Thus: 

1 IcT IT - m2(t)dt + ql m(t)o-(t)dt 
q2 0 0 

where Schwarz's inequality has been used on the rhs of (5). Using 

N 

met) = L M €k[JL(t - KTd) - JL(t - KTd - TK)] for t E [0, T):t 
K=O 

in which we have used 

* Note on L2 this is not true for the periodic PWM. 
t If the truncation time T should occur during the Nth pulse, then, of course, 

TN = T - NTd • 
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Inequality (7) follows from the fact that u(t) is absolutely continuous, 
which will be shown below. 

Now in view of (2) and (3), TK ~ I u(KTd + TK) I / A, and thus: 

( M) N [N ]! M q1A + q; K"L:,O TK - Mllu(t)IIL2 K"L:,O TK 
N 

~ q1M E I u(KTd) I. (8) 
K=O 

We observe that C(t) [and hence u(t) by AI, Section III] is ab­
solutely continuous, since it is the indefinite integral of a summable 
(Lebesque) function. Therefore, Lemma 2 is applicable to u(t) and: 

K~olu(KTd)1 ~ ~d foTlu(t)ldt 

+ ~ IoTl o-(t)ldt + ![lu(O)1 + lu(NTd)l] 

~ loT (~dlu(t)1 + ~lu(t)l)dt 

+ loT (~)C(t)1 + ~IC(t)l)dt + ~~~lu(t)l. 
Furthermore, 

and 

loT I C(t) I dt ~ M[II(i(t) II L1 + I g(O) I] K~O Tk· 

Using (9) and (10) in (8) then implies: 

MZ[( f rK)! _ Ilu(t) II L2]2 
K=O 2Z 

(9) 

(10) 

~ qlM(~d loT lu(t) Idt + ~ JoT lu(t) Idt) 

+ qlM ~~E I cr(t) I + MII~~ II L22 

~ qlM( ~d Ilu(t) II Ll + ~llu(t) II L1) -

+ q1M ~~E I cr(t) 1* + Mllu4~ II L22 < 00, 

* It is a simple matter to show that, under the hypotheses of the theorem, the 
system is L~ stable and, since u(t) E L~, sup I (T(t) I < 00. 

t~O 
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where 

Z = q1A - M
T

ql/1g(t) /I Ll - M
2
ql [/I{j(t) II Ll + I g(O) I] + 111. 

d q2 

N 
For Z > 0 [condition (i) of the theorem], we have L TK ~ Q(in-

K=O 

dependent of T) < 00, and thus met) E L p , which implies by A2, Sec­
tion III, that C (t) does also, and the theorem is proved. 

Comments: (a) Condition (ii) of the theorem is similar to a Popov 
condition for feedback systems with static, sector nonlinearities, 
although the GPWl\1 does not strictly belong to that class. 

(b) The condition allows a tradeoff between the slope of the sta­
bility line and its interaction with the real axis of the Popov 
plane. 

(c) Because of the constraints of the modulator, the modified linear 
plant does not have to be a strictly positive operator, as is 
commonly the case. I8 

(d) Since the assumptions are sufficient to ensure that U(t) [and 
get)] ~ 0 as t ~ 00, the theorem also guarantees that CI(t) ~ o. 
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Decision feedback equalization is presently of interest as a technique 
for reducing intersymbol interference in high-rate PAM data communica­
tions systems. The basic principle is to cancel out intersymbol interference 
arising from previously decided data symbols at the receiver, leaving re­
maining intersymbol interference components to be handled by linear 
equalization. In this work we consider the application of decision feedback 
equalization to quadrature-amplitude modulation (QAM) transmission, in 
which two independent information streams modulate quadrature carriers. 
Extending Salz's treatment in a companion paper of decision feedback for 
a baseband channel, we derive the form of the optimum receiver filters via a 
matrix W iener-H opf analysis. We obtain explicit analytical expressions 
for minimum mean-square error and optimum transmitting filters. The 
optimization is subject to a constraint on the transmitted signal power and 
assumes no prior decision errors. The class of QAM transmitter and re­
ceiver structures treated here is actually much larger than the class usually 
considered for QAM systems. However, our results for decision feedback 
equalization show that, for nonexcess bandwidth systems, optimum per­
formance is achievable without taking advantage of the most general struc­
ture. If the transmitter is required to have the conventional QAM structure, 
study of the time continuous system that gives rise to the sampled data sys­
tem considered here demonstrates that under quite general assumptions a 
nonexcess bandwidth system is optimum. Finally, the explicit description 
of the optimum transmitting matrix filter follows from an information­
theoretic "water-pouring" algorithm in conjunction with the determination 
of the form of the points of maxima of a determinant extremal problem. 

I. INTRODUCTION 

Interest has recently intensified in receiver structures which hope­
fully will permit higher data symbol rates than are possible with con-

1821 
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ventional demodulator/linear equalizer structures having the same 
error probability. The decision feedback equalizer is an example of a 
receiver component that can have important performance advantages 
over a linear equalizer operating over dispersive channels with additive 
noise. 1- 7 The basic structure of a decision feedback equalizer (DFE) 
is shown in Fig. 1. The function of the filter in the feedback path is to 
cancel "postcursors" of the channel's impulse response; that is, inter­
symbol interference components arising from previously decided sym­
bols. Thus, the job of the linear filter in the forward path is to minimize 
(according to some criterion) "precursors" of the channel's impulse 
response which cause intersymbol interference from future data sym­
bols. Of course, there is a possibility of error propagation with this 
nonlinear feedback structure. We avoid this intractable problem by 
assuming that no erroneous decisions pass into the feedback filter. 
Thus, our results provide a performance lower bound. Earlier experi­
mental studies indicated that error propagation is not a serious problem 
on some channels.3 ,4 

Price6 (whose bibliography on the subject is extensive) has derived 
asymptotic formulas (allowing for an infinite number of equalizer taps) 
for error probability, optimum transmitter pulse spectrum, and com­
munication efficiency for the "zero-forcing" DFE, which minimizes the 
noise variance at the DFE output subject to the constraint that the 
intersymbol interference is zero at the receiver's sampling instants. As 
is the case for linear equalization, the mean-square-error (MSE) cri­
terion is more general than the zero-forcing criterion. The MSE cri­
terion minimizes the mean square of the total error (noise plus residual 
intersymbol interference) at the DFE output.2 ,5 Asymptotic results 
and illuminating calculations of performance for MSE-minimizing 
DFE's are contained in a companion paper by Salz.7 

All previous theoretical studies of decision feedback equalization 
have assumed a "baseband" linear PAM channel model depicted in 

-----III FILTER 
RECEIVED 
WAVEFORM L-. ------' 

Fig. I-Basic decision feedback equalizer structure. 

OUTPUT 
DECISIONS 



DATA 
SYMBOLS 

{ an} 

DFE IN QAM SYSTEMS 

Fig. 2-Baseband channel model. 

Fig. 2. The transmitted waveform s(t) is 

S(b) (t) = L ang(b) (t - nT), 
n 

NOISE 
n (t) 

r(t) 
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where the data symbols {an} are statistically independent discrete­
valued random variables from a finite set and g(b) (t) is some suitable 
transmitted pulse waveform. The channel output waveform is then 

r(b)(t) = L anh(b)(t - nT) + n(b)(t), 
n 

where the overall impulse response is 

h(b) (t) = f-: C(b) (r)g(b) (t - r)dT 

and n(b) (t) is additive noise. This model is certainly valid for a real 
linear channel accepting every T second a pulse of the form ang(b) (t). 
It is also valid for the important case where the linear channel C(b) (t) is 
actually the baseband equivalent of a passband channel when the 
modulation is either double-, vestigial-, or single-sideband. (See Ref. 
8, Chapter 7.) Of course, C(b) (t) then depends on the carrier frequency 
and on any phase offset between the reference carriers at the modulator 
and demodulator. 

In this paper we extend the asymptotic DFE theory to the case of 
QAM (quadrature amplitude modulation) signaling, for which the 
baseband model of Fig. 2 is not sufficient. We summarize our results 
at the end of Section II. The most general QAM transmitter structure 
is illustrated in Fig. 3. Two independent data sequences enter a lattice 
network comprising filters with impulse responses gl1(t), g21(t), g12(t)' 
and g22(t). Modulation is done with two quadrature carriers with fre­
quency fo Hz. In practice, most QAM transmitters are specialized to 
the case gl1(t) = g22(t); g21(t) = -g12(t). * We call the class of trans-

* Indeed, it is often assumed that g12(t) and g21(t) are zero. 
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5 (t) 

Fig. 3-General QAM transmitter structure. 

mitters with this special structure the class of "passband" transmitters 
((p). We show in later sections that optimum performance is in general 
achievable by restricting the transmitter to this class or a simple 
variant thereof. It is worth noting that QAM systems with passband 
transmitters are mathematically equivalent to baseband PAM sys­
tems, but with complex impulse responses and information symbols. 9 ,lO 

For the most general QAM structure, the waveform set) is expressed 
in terms of two-dimensional vectors and matrices. Define the vector 
an to be the nth pair of information symbols, 

(1) 

The most general QAM transmitter is characterized by the matrix 
filter 

yet) = (Yu(t) 
Y21(t) 

Then the structure of Fig. 3 yields 

set) = (cos 2n-jot, sin 27rJot) L y(t - nT)an • 
n 

(2) 

(3) 

We assume that the data symbols are uncorrelated discrete-valued 
random variables with variance CT~. Thus 

(4) 

where ( ) denotes expectation, t denotes transpose, * Onm is the Kro­
necker delta, and I is the identity matrix. The transmitted power is 

* The symbol t will denote conjugate transpose for complex vectors and matrices. 
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then given by 

where Gij(w) is the Fourier transform of gij(t). For future reference 
note that we can also write P as 

P = 4:~T f-~:/: ~ [[GU( w + 2;n) [2 + [G12( W + 2;n) [2 

+ [G21( W + 2;n) [2 + [G22( W + 2;n)[2]dw 

= 4:~T [~:/: ~ tr G( W + 2;n)tG( W + 2;n)dw, (6) 

where 

is the matrix frequency response of the transmitter. We use tr to denote 
the trace of a matrix. 

Later sections will show that without an initial assumption of the 
special passband transmitter structure the treatment of decision feed­
back equalization for two- (and hence higher) dimensional signals is a 
nontrivial generalization of the baseband signal case. 

II. THE CHANNEL MODEL AND SUMMARY OF RESULTS 

The impulse response q(t) of any linear channel can be resolved about 
a center frequency Jo: 

q(t) = Cl(t) cos 271" Jot - C2(t) sin 271" Jot. (7) 

It is easy to show that the channel model of Fig. 4 yields exactly the 
above impulse response, and thus any linear channel can be conve­
niently represented in terms of an arbitrary center frequency Jo by the 
structure of Fig. 4. We note in passing that the so-called "in-phase" 
and "quadrature" impulse responses Cl(t) and C2(t) are often inter­
preted as the real and imaginary parts, respectively, of the "complex 
envelope" of the impulse response q(t) with respect to the frequency 
Jo. 

We assume that the low-pass transmitter impulse responses {gij(t)} 
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Fig. 4-A passband channel model. 

are all strictly bandlimited to lie within the frequency interval ( - 10, 10) ; 
otherwise, the system would suffer distortion from aliasing effects. 
There is then no loss of generality in assuming that the channel's in­
phase and quadrature impulse responses Cl (t) and C2 (t) are also strictly 
bandlimited to this interval. 

With these assumptions, double-frequency terms disappear,!l and it 
is easily shown that the noise-free channel output 

f-: q( r)s(t - r)dr, (8) 

where q(t) is given by (7) and s(t) by (3), can be written 

!(cos 2n-Jot, sin 27r10t) ~ f-: c(t - r)g(r - nT)dran , (9) 

where c(t) is the matrix 

c(t) = ( Cl (t) c2 (t») (10) 
- C2 (t) Cl (t) , 

the matrix g(t) is given by (2), and integration of matrices and vectors 
means integration of each entry. 

Consider receiver structures whose "front end" is the type shown in 
Fig. 5-sine and cosine demodulators followed by identical ideal low­
pass filters that are strictly bandlimited to (- 10, 10) and whose outputs 
are labelled r(t) and r(t), respectively. This structure causes no loss of 
information, since any bandlimited input signal can be reproduced 
exactly if the outputs r(t) and r(t) are multiplied by cos 2n-Jot and 
sin 2n-Jot, respectively, and then added together. The function of the 
low-pass filters is to remove double frequency terms; it will turn out 
that the "front end" will be followed by a band-limiting matched filter, 
so that the low-pass filters are not necessary. 
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2 cos 2 rrf 0 t 

I----r(t) 

I---_~(t) 

2sin2rrfot 

Fig. 5-Receiver "front end." 

The low-pass outputs ret) and ret) can be written in vector form as 

ret) = (~~~~) = ~ ~ h(t - nT)an + vet), 

where the matrix impulse response h(t) is 

h(t) = i: C(T)g(T - T)dT, 

and the components of the vector 

vet) = (nc(t)) 
ns(t) 

(11) 

(12) 

represent additive noise. Assuming that the additive noise in the 
channel is white with double-sided power spectral density N 0/2, it can 
be shownll that nc(t) and ns(t) are statistically independent stationary 
zero mean processes; each is the result of passing a stationary white 
noise with double-sided power spectral density No through an ideal 
low-pass filter. Noise outside the signal bandwidth will be eliminated 
by a matched filter. Accordingly, we take the covariance matrix of the 
noise to be 

(v(t)vt(t + T) = Nolo(T), (13) 

where I is the identity matrix and oCt) is a "unit-area delta function." 
The mathematical model for the transmitter and channel is now com­
plete and is summarized in Fig. 6a. 

We remark in passing that linear modulation of a single stream of 
data symbols (e.g., single-sideband or vestigial-sideband modulation) 
constitutes a special case of this model. In that case, g12(t) = g22(t) = 0, 
and the receiver front end consists of a cosine demodulator with some 
phase shift 0, followed by an ideal low-pass filter. Then the overall 
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Fig. 6-(a) Canonical mathematical model of transmitter and channel. (b) QAM 
decision feedback equalizer structure. (c) Structure of the matrix filter w (t). 
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impulse response is a scalar function of time (which depends on the 
receiver phase shift (J), and hence all two-dimensional matrices and 
vectors in the present treatment would be replaced by scalar quantities 
(see Ref. 7). 

The following list summarizes our main results: 

(i) The optimum linear forward filter at the receiver for a given trans­
mitter channel cascade, H(w) = C(w)G(w), is found to have the form 

~ N A~ Const X H (w)j <I>(e- iwT ) + ~ I , 
CTa 

where 

and VA~ denotes minimum-phase square root. This filter can be viewed 
as a matrix matched filter followed by an anticausal matrix tap delay 
line. (See Sections III and VI.) 

(ii) For a given transmitter power spectral density: if a nonexcess 
bandwidth system (Section V) is required, an optimum transmitter is 
found and it is passband; conversely if the transmitter is taken to be 
passband, the optimum system is a nonexcess bandwidth one (Sec­
tion III). 

(iii) Given a passband transmitter, the MSE (the sum of the mean­
square errors of the two unquantized receiver outputs) is 

2 1 T f7r ' T [ CT~ ] ) 2CTa exp - 27T' -7rjT log NoXeq(W) + 1 dw , 

where 

~ IGl( W + 2;n) + jG2( w + 2;n)12 

X ICl( w + 2;n) + jC2( w + 2;n) 12 

and G1(w) = Gll (w) = G22 (W) and G2(w) = G12 (W) = -G21 (W) (Sec­
tion VI). 

(iv) The optimum transmitter power spectral density is found for the 
class of passband transmitters meeting an output power constraint 
(Section VII). This optimal density has a water-pouring description. 
(Since the processing capability considered here represents an advance­
ment over conventional linear equalization, this emergence of an in­
formation theoretic type density is perhaps not surprising.) 



1830 THE BELL SYSTEM TECHNICAL JOURNAL, DECEMBER 1973 

(v) Although we do not constrain the in-phase and quadrature mean­
square errors to be equal, we show that for the above-mentioned opti­
mal systems the errors on the two data streams have equal variances 
and are uncorrelated (Section VI). 

In a nutshell, the system optimization proceeds as follows: 

(i) Find the optimal receiver for each transmitter. 
(ii) Find an optimal transmitter for each transmitter power spec­

tral density. 
(iii) Find the optimal transmitter power spectral density. 

Then we reverse, using the solution of (iii) to specify an optimal trans­
mitter and then using this optimal transmitter to specify the optimal 
receiver. 

III. THE RECEIVER OPTIMIZATION PROBLEM 

The DFE structure consists of a linear matrix filter w(t), quantizer, 
and a transversal feedback filter with matrix tap coefficients {b n } which 
processes previously made decisions as shown in Fig. 6b. The kth 
sampled vector input to the quantizers is written 

(14) 

where an is the receiver's decision on the nth data symbol-pair. Note 
that we allow the feedforward and feedback matrix filters to have 
infinite-duration impulse responses. We also replace ak-n in (14) by 
the true data symbol vector ak-n for mathematical tractibility; thus, 
we in effect postulate a "magic genie" preceding the feedback filter 
who corrects any decision errors. The genie's existence is immaterial 
up to the time of the first decision error, and hence our expression for 
MSE is certainly valid up to that time. 

The error vector En is defined to be the difference between Y k and the 
correct symbol ak, 

(15) 

and the MSE is defined to be the trace of the error matrix eo, where 

(16) 

the average being with respect to the noise and the data symbol se­
quence. Note that eo is positive semidefinite and symmetric. 

Substituting (14) and (15) into (16) and using the noise correlation 
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matrix (13) and the data symbol correlation matrix (4), we can write 

eo = (T~ nlik f-: f-: w(rl)h[(k - n)T - rlJht[(k - n)T - r2J 

X W
t (r2)d rldr2 + No f-: f-: w (rl)wt (r2)o (rl - r2)dr1dr2 

+ (T~I + (T~ n~l [b n - f-: w( r)h(nT - r)dr] 

X [b n - f-: w(r)h(nT - r)dr r -(T~ f-: w(r)h( -r)dr 

-(f~ f-: M( -r)wt(r)dr. (17) 

We immediately observe that tr eo is minimized with respect to the 
matrices {b n} if and only if for all n ~ 1, bn = Sn, where 

Sn == f-: w(r)h(nT - r)dr all n (18) 

represents the matrix samples for n ~ 1 of the impulse response of the 
transmitter / channel-receiver filter combination. Then, once the {b n } 

are optimized in this way, the remaining terms comprising the matrix eo 
can be written 

eo = (T~ n~o [OnoI - f-: w( r)h(nT - r)dr J 

X [onoI - f_: w( r)h(nT - r)dr r + No f_: w( r)wt (r)dr. (19) 

We wish to minimize tr eo with respect to the entries in the matrix 
w(t). Notice from eq. (16) that tr eo is a positive quadratic form. Thus 
from Ref. 12 we set the gradient equal to zero to determine the sta­
tionary points which are necessarily points of global minima. We shall 
find that there is only one solution. 

Proceeding with the calculus of variations method, we replace 

by 

w(t) +(€U1711(t) 
€211'}21 (t) 
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where the TW(t) are arbitrary. Setting 

at Ell = E12 = E21 = E22 = 0, 

we get 

-CT~ht(-T)+CT~ l~o f_: W(Tl)h(nT - Tl)dTlht(nT - T) 

+ NoW(T) = [OJ 
or 

WeT) = L wnht(nT - T), (20) 
n~O 

where 
2 

Wn = ;;a
o 

(onol - Sn) n ~ O. (21) 

This means that the matrix filter wet) can be interpreted as a matrix 
matched filter with impulse response M ( - t) followed by a sampler and 
matrix transversal filter with matrix tap coefficients {w n }. Note that 
the transversal filter is "anticausal"-that is, Wn = [OJ for n > o. The 
structure of W (t) is illustrated in Fig. 6c. 

Furthermore, substitution of the optimum filter (10) back into ex­
pression (19) for the error matrix eo results in 

eo = CT~(I - so)t 
and from (21) 

(22a) 

(22b) 

An explicit solution for the optimum tap coefficient matrices {w n } 

can be obtained by postmultiplying (20) by h(mT - T) and integrat­
ing, using (21) and (18) and the definition 

¢n ==-f-: M( -T)h(nT - T)dT 

to yield 

L Wm[¢n-m + N20 om-n.ol ] = onol for n ~ o. (23) 
m~O CT a 

We recognize eq. (23) as a classical Wiener-Hopf equation for which 
we are assured the existence of a unique solution.13 

We attach a plus (minus) subscript to any matrix sequence whose 
value is the zero matrix on the strictly negative (positive) integers.· 

* A matrix sequence u+, zero on the strictly negative integers, is referred to as 
causal. A sequence u_, zero on the strictly positive integers, is referred to as anticausal. 
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By 1 we mean the matrix sequence vanishing everywhere but . zero, 
where the value is I. Then (23) is written 

w_*~= 1 (n ~ 0), (24) 

where we have used ~ to denote the sequence sum which we observe is 
the Fourier coefficient sequence for a positive definite Hermitian matrix 
function whose determinant is uniformly above (No/(J"~). Hence ~ ad­
mits a causal, anticausal deconvolution of the kind provided by Wiener 
and Akutowicz14 (generalizing a result of Szego). Based on Ref. 14, we 
can say 

(25) 

where we have used (U-)n to denote the nth entry in the u_ sequence 
(similarly for u+). Corresponding to u_, we have its convolution in­
verse, [u_]-I, which is also anticausal. 

From what we have just said, 

[(U+)O]-l[U_]-l*U_ *u+ = 1, 

and so w_ = [(U+)O]-l(U_)-l and, in particular, 

Wo = (UOUb)-l, 

(26) 

(27) 

where in the last equation the negative subscripts have been sup­
pressed. Thus the anticausal transversal filter is found from eqs. (23) 
through (26) to have a frequency response inversely proportional to 

where the notation ..r'" <I> means minimum-phase square root and 
'l>(e- iwT) is the discrete Fourier transform of the matrix sequence {<I>n}. 
Recalling eq. (22b), we have the following expression for the error 
matrix: 

(28) 

We remark that the development so far is analogous to that of the 
baseband decision feedback equalizer. 5 Further progress toward achiev­
ing a closed-form expression for tr eo thus depends on obtaining a 
closed-form expression for the matrix [UOUb]-l or for its trace, corre­
sponding to the result recently developed for the baseband case. 7 It 
has not been possible to do this directly for the QAM case when the 
most general transmitter matrix is allowed. We shall prove under quite 
general conditions that the minimum of tr Wo is achieved with a trans-
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mitter of passband structure, and that, given this transmitter struc­
ture, 

tr Wo = !"det Wo 
and 

I T J7I"f
T 

[ No] I det Wo = exp - -2 log det <I>(e- jwT
) + 2" I dw , 

~ -7I"jT Ua 

where "det" denotes the determinant. 

IV. CLOSED-FORM EXPRESSION FOR DET eo 

For the most general matrix filter, attainment of a closed-form MSE 
expression for tr eo in terms of the matrix <I>(e- iwT ) has so far proved 
intractable. However, we shall see that such a general expression is 
unnecessary to describe the behavior of optimum systems. Our ap­
proach is to employ the following easily proven lower bound for 2 X 2 
positive semi-definite symmetric matrices 

tr Wo ~ 21 det!wo I, (29a) 

which holds with equality if and only if Wo is a scalar matrix (i.e., 
multiple of the identity). In this section we develop a closed-form 
expression for det woo In the following sections where we deal with 
optimum systems, we can always perform the analysis in a context 
where eq. (29) h01ds the equality. 

We begin the analysis of "det Wo by recalling (25a), from which 
follows 

Then from the one-dimensional theory we have15 

IT J7I"f
T 

[ . N o ] I det (uou6) = exp 2- log det <I> (e-)W T) + -z I dw , 
~ -7I"jT Ua 

and from (28) and (29a) 

~ 0 tr eo = tr Wo ~ 2"det Wo, (29b) 

where 

I
T J7I"f

T 
[ N o ] I det Wo = exp - 2- log det <I>(e- jwT

) + -'2 I dw . 
~ -7I"jT Ua 

(29c) 
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v. FOR A NONEXCESS BANDWIDTH SYSTEM, PASSBAND TRANSMITTERS 

CANNOT BE OUTPERFORMED 

In this section we begin by expressing <I> explicitly in terms of the 
transmitter and channel matrices. Then we define the notion of a 
nonexcess bandwidth system. The primary result of this section is that, 
for a nonexcess bandwidth system, if the transmitter power density 
function 

f(w) = tr GtG ( 
1 j7rIT 2TP) f(w) ~ 0, 2- f(w)dw = -2 

71" -1f"/T (J'a 

is specified, then there exists a passband transmitter in the class of all 
matrix transmitters optimal under the constraint that f(w) is the power 
density function. 

To display the dependence of our results so far on the transmitter 
frequency response G(w), we first rewrite the matrix cfJ(e-iwT) using the 
definition of ¢n as 

cfJ(e-iwT) == f_: hf(-r)JC(w, r)dr, (30a) 

where 

JC(w, r) == L h(nT - r)e-iwnT. (30b) 
n 

Expression (30b) is a Fourier series. Thus, 

T j7rIT h(nT - r) = - JC(w, r)eiwnTdw. 
271" -7r/T 

(31) 

But the matrix impulse response h(nT - r) can also be written as 
the inverse Fourier transform of a matrix frequency response H(w), 

1 JOO h(nT - r) = - H(w)eiwCnT-T)dw, 
271" -00 

which, upon splitting up the range of integration and changing the 
variable of integration, can be written 

h(nT - r) = eiwnT 1 j1rIT 
271" -1rIT 

x [~H( w + 2;m) exp [ - j( w + 2;m)r ]]dw. (32) 

Equating the integrands in (31) and (32), we obtain an explicit ex-
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pression for X(w, r) which when substituted into (30a) yields 

Furthermore, denoting the Fourier transforms of e(t) and get) by the 
channel matrix C(w) and the transmitter matrix G(w) respectively, we 
can write H(w) = C(w)G(w) and 

<I>(e-iwT) = ~ L G(w + 27rn)t 
TnT 

X C( w + 2;n)tC( w + 2;n)G( w + 2;n). (34) 

A nonexeess bandwidth system is defined by the property that for any 
radian frequency w there is no more than one nonzero term in the above 
sum. It can be taken to be the n = 0 term by making a trivial fre­
quency translation where necessary. Hence for a nonexcess bandwidth 
system 

<I>(e- iwT) = ~G(w)tC(w)tC(w)G(w) (Iwl ~ ;). (35) 

In this section we deal exclusively with nonexcess bandwidth systems. 
In Section VIII we refer to a recent theorem of H. Witsenhausen which 
enables us to do a complete analysis of excess bandwidth systems by 
transforming them to a canonical nonexcess bandwidth "equivalent" 
and then transforming back. 

To model the class of transmitter frequency responses G(w), we intro­
duce 9 to denote the (Hilbert) space of all 2 X 2 matrices whose entries 
are Hermitian symmetric {G(w) = [G( -w)J*} finite energy functions 
on (-7r/T, 7r/T). The Hermitian symmetry of the entries is required 
so that each entry represents the Fourier transform of a real-time 
function. As in Section I, we use (p to denote the passband subspace of 
9 consisting of matrices of the form 

We shall be dealing only with matrix filters G of finite power P, given 
by (6). Thus we use gP and (pp to denote 

1 1

1 j7rIT 2TPj G 2- tr G(w)G(w)tdw = -2 
7r -7rjT (J'a 
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in 9 and <P, respectively. In the sequel, all transmitter filters will be 
assumed to have power P. 

We now optimize det (GtctCG + (No/(j~) J) at each radian frequency 
w for a fixed amount of power transmitted at w. 

Fix No > 0, f> 0 and C = (~C2 Z:) (C/s complex functions 

of frequency). Explicitly, we shall show that 

max det {GICICG + ~; I j 
over all complex G such that tr GtG = f(w) is achieved for a G of the 

b (
G11 G12) . pass and form G G . (For hnear QAM systems, the same de-
- 12 11 

terminant extremal problem arises in the optimum selection of a trans­
mitter with a specified power spectral density function. To our knowl­
edge, this aspect of linear QAM systems has escaped the literature.) 

Notice the unitary transformation 'It = 2-~(~. {) diagonalizes 

matrices of the form ( -~b J:) in that 

'ltt( _ajb ~)'lt = (a t b a ~ b)· (36) 

Since ctc is of the form ( _a
jb 

·b) ~ (a, b, real, a > b), if we let G = 'ltB 

the problem becomes 

max det {BI(a t b a ~ b)B + Nolj, tr BIB ~ f(w) , 

Let D = (a t b a ~ b) and rewrite the problem as 

max {det(BtDB) + No tr(BtDB) + N~}, tr BtB = f(w). 

At this stage we denote the Hermitian matrix BBt by Q and write 

max {detQD + NotrQD + N~}, trQ = f(w). 

Of course, an optimum Q exists, since we are maximizing a con­
tinuous function over a compact set. A nonzero off-diagonal entry in Q 
would only affect the determinant and not the traces. Since 
Q is Hermitian, the optimal Q is diagonal. Retracking, Q = BBt 
= 'lttG('lt'ltt)Gt'lt. Now Q is positive definite and so has a positive 
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definite square root Q!. From the definition of B, 

G = 'lrQhIrt 

which shows that the optimal G has the form 

G = ( Gu G12) . (37) 
-G12 Gn 

Although the proof is now complete, we go further and find Gn and 
G12, as this will be used in the sequel. To find Gu and G12 we have seen 
that we must first find the entries ql1 and q22 of Q so as to maximize 

{ql1q22(a + b)(a - b) + No[qn(a + b) + q22(a - b)] + N5} 

on the triangle in the (qu, q22) plane described by 

qu + q22 ~ f, ql1 ~ 0, q22 ~ O. 

Since a > 0 and a ~ b, the optimum (ql1,q22) is achieved with ql1 
+ q22 = f. Let A linearly parametrize the segment joining (f,O) and 
(0, f) as shown below 

solution on 
A = 1 this segment 

? 
f A = 0 

f 
so (ql1, q22) = [(1 - A)f, Af] where (0 ~ A ~ 1). 

The criterion becomes: Maximize 

f {A(l -A)f(a2 - b2) + N o[(l -A)(a + b) + A(a - b)]} + N5, (38) 

which is a parabola concave in A. Our problem is to determine 
Aopt(O ~ Aopt ~ 1). Now the parabola is maximized at 

- 1 No( b ) 
A = "2 - 7 a2 - b2 • 

If ~ satisfies 0 :-::; ~ < 1, then Aopt =~. If ~ < 0, Aopt = 0 and if 
~ > 1, Aopt = l. 

So from G = 'lrQ!'lrt , we obtain 

G - [I" (1 - Aopt) I + I ~ I ] I PI (39a) 
u - 12! I 

G . ( I " 1 - Aopt I - I ~ I ) I f! I· b (39b) 
12 = J 12! I sIgnum . 
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The determination of the signs attached to G11 and G12 was made by 
noticing that at each frequency 

det ( GtctCG + ~o I ) (40) 

is invariant to the sign of G11 , while (40) is maximized if signum b is 
used for G12 • 

VI. CLOSED FORM EXPRESSION FOR ALL PASSBAND G 

We have seen that, for nonexcess bandwidth systems, an extremal 
G for 

I
T f7r!T [ N o ] I det Wo = exp - -2 log det cP (e-iw T) + 2" I dw 
7r -7r!T (Ja 

exists in the space <P. Next we show that for each GE<P, whether or not 
it has excess bandwidth, tr Wo = 2"det woo To do this we must show 
that Wo is a scalar matrix. First observe that the matrices G and Care 
in <P, and their entries, being Fourier transforms of real-time functions, 
are Hermitian symmetric. The matrix cp(e-iwT) + (No/(J~)I, which is 
designated by CR and is the Fourier transform of the matrix sequence A 

in (24), can be expressed in terms of the channel matrix C (w) an d a 
passband transmitter matrix 

as in (34) to yield 

jCR2(W)) 
CR1(W) , 

where 

CR1 (w) = ~~ [IG1(w + 2;n)C1(w +2;n) 

_ G2 ( W + 2;n) C 2 ( W + 2;n) 12 

+ 1 G1 ( W + 2;n) C 2 ( W + 2;n) 
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and 

- ; ~ 1m 1 [ G, (w + 2;n) C 1 (w + 2;:') 

+ G1 (w + 2;n) C 2 (w + 2;n) ] * 
X [ G1 ( W + 2;n) C 1 ( W + 2;n) 

- G, (w + 2;n) C, (w + 2;n)] I· (42) 

The entries 6h and 6h are real functions of w. Cfh is a positive even 
function and 6h is an odd function. The matrix CR is positive definite; 
i.e., CRi > CR~. It is also Hermitian and passband. 

We have previously noted in eq. (25) that the matrix CR can be 
factored into the anticausal and causal matrices U _(e-iwT) and 
[U _(e-iwT)]t, respectively. The matrix Uou6, which is proportional to 
the error matrix inverse, is unique and the factor U _(e-iwT) is unique up 
to an arbitrary unitary matrix post-multiplicative factor 'It. We now 
pick a particular unitary matrix. 

The matrix CR is diagonalized by the unitary matrix 

_ 1 (1 J) .' t _ (CRI - CR2 
'It - V2 J 1 ' I.e., 'It CR'It - 0 (43) 

N ow the entries CRl - CR2 and CR 1 + CR2 are nonnegative real functions 
on - (7r/T) ~ w ~ (7r/T). Since 

f
7r 'T 

- 00 < log (CR 1 ± CR 2)dw, 
-7r/T 

we have from Szeg6's theorem15 that 

CRl - CR2 = I a_12 
and 

where a_ and f3- are anticausal functions of w, i.e., 

and 

a_ = L ame-iwmT 
m~O 

f3- = L {3me-jwmT; 
m~O 

(44a) 

(44b) 

(45a) 

(45b) 

the {am} and {{1.m} being sequences of complex numbers. We can assume 
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ao and f30 are real and positive without loss of generality. Therefore 

where 

v = (a_ 0) 
o {3-' 

and since w is a unitary matrix, 

where 

ill = (wVwt) (wvtwt) 
= U_U_t , 

(46) 

(47a) 

(47b) 

Thus in this factorization, U _ can be taken to be passband. Further­
more, since ao and {3o are real, 

( 
ao + (3o 

Uo = _ j(ao - (3o) 
j(ao - (3o)) 

ao + f30 
(48) 

is both Hermitian and passband, and so therefore is the error matrix 
eo = [uoubJ-l; i.e., its off-diagonal terms are purely imaginary. * But 
we know that eo, defined by (15), must have real equal off-diagonal 
terms, and therefore eo must be a scalar matrix. Thus Wo = (1/ N o)eo is 
also scalar and 

tr Wo = 2"det woo (49) 

Summarizing the development so far, we have shown that, for non­
excess bandwidth systems, if the transmitted power spectrum is speci­
fied, the passband transmitter structure is optimum. We then showed 
that if the transmitter has the passband structure, the MSE is given 
by eqs. (29b) and (29c), (29b) holding with equality. Incidentally, 
using the results of the last paragraph it can be shown that ao = f30 

= " N o/2MMSE ; hence Uo is known. In Section III the optimum linear 
receiver filter w(t) was found up to the constant (matrix) multiplier 
uo 1

• For nonexcess bandwidth passband systems, we can now make the 
more complete statement that the matrix Fourier transform of w(t) is 

(where .y-" 4> means minimum-phase square root). 

* It is important to notice that, although Uo is unique only up to a postmultiplica­
tive unitary factor, the matrix uouJ is unique. 
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We shall now express (29c) in a somewhat different form, which 
avoids the use of the determinant. As pointed out earlier, (fh (w) and 
Cfh(w) are real even and odd functions, respectively. Thus 

and 

from which it follows that 

[ 
T f7r

'
T ] treo = 2Noexp - -4 logdetCR(w)dw 

7r -7r/T 

( T 1 f 7r
'T = 2No exp - -4 log [Cfh(w) - CR2(w)Jdw 

7r -7r/T 

+ f,: log [<RI(W) + <R2(w)]dw I) 
1 

T f7r ' T I = 2No exp - -2 log [CRl(W) + CR2(W)Jdw . 
7r -7rIT 

(51) 

Substituting (41) and (42) into (51) gives the following expression 
for MSE: 

J T f 7r IT [ 0"2 ] I tr eo = 20"~ exp 1- 27r -7r/T log Nao Xeq(W) + 1 dw , (52) 

where 

Xeq(W) = ~ ~ I G1 (w + 2;n) + JG2 (w + 2;n) 12 

X ICI (w + 2;n) + J·C2 (w + 2;n) 1
2

• 

This expression is valid for any passband transmitter and, as shown 
in the previous section, it is valid for optimum general QAM trans­
mitters with no excess bandwidth. * We show in Appendix A that, 
under very general assumptions, optimum passband transmitters will 
have no excess bandwidth. 

* We remark at this point that if we had restricted attention to passband trans­
mitter structures from the outset, we could have derived the MSE expression (52) 
more directly by using the complex envelope notation referred to in Section II instead 
of the matrix formulation. 
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VII. OPTIMUM TRANSMITTER 

Here we continue under the assumption of a nonexcess bandwidth 
system. So far, we know that, if f = tr GtG is specified, an optimal 
passband G exists yielding a minimum for MSE and possessing power 
spectral density f. Our next step is to free tr GtG and to find G, which 
minimizes MSE subject only to the constraint that 

- f = - tr GtG = = P T f7r ' T (T f
7r
'T ) 

271" -7rjT 271" -7rIT . 
(53) 

Notice 

(54) 

since G~G2 - GIG; is odd. Thus our problem becomes to find 
I G1 + jG212, minimizing 

T f 7r
'T subject to 2- I G1 + jG212 = P. 

71" -7r}T 

It is shown in Appendix B that the solution to this problem is given 
uniquely by 

IG 1 + jG212 = (e - NO;2 IC 1 + jC21-2) 
(Ia + 

(where (~)+ ~ max[(~, O)J), 

where e is a constant set at a value so that 

This solution also occurs in a related context in information theory, 
where it is dubbed "the water-pouring solution."ls 

Since (G~(W)G2(W) - G1 (w)G;(w» is odd and f(w) is even, we average 
IG~(w) + jG2(w) 12 and IG;( -w) + jG2( -w) 12 to get* 

f(w) = ~ ([ e - N;f I C,(w) + jC,(w) I-'L 
+ [ e - N;f I C,( -w) + jC,( -w) I-'Ll. 

To find G1 (w) and G2(w), use the above f(w) in Section V. 

* Note that for No ~ 0, the optimum few) tends to a constant. 
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VIII. THE ROLE OF NONEXCESS BANDWIDTH SYSTEMS 

In the previous sections we have determined the optimum trans­
mitter under the hypothesis that the system is nonexcess bandwidth. 
Here we point out that this hypothesis is not very restrictive. 

In systems in which the transmitter is required to be passband, it 
follows, under very mild assumptions on the channel characteristics, 
that the optimum transmitter (subject to an output power constraint) 
is a nonexcess bandwidth system. The mathematical proof of the 
optimality of the nonexcess bandwidth system is considered in detail 
in Appendix A. For an example, if for each w( I w I < 7r/T) 

IC 1 (w) + jC2(w) I > \Cl(w+2;k)+jC2(W+2;k)[ (k ~ 0), 

then the optimal transmitter has no energy outside 

H I w - 2,,10 I ~ ; } . 

For systems allowing any matrix transmitter, the question arises 
whether or not the optimal transmitter is passband. If the answer to 
the question is negative, the next question is whether or not the opti­
mal transmitter is nonexcess bandwidth. The answers to these ques­
tions depend on the system parameters, and there are channels for 
which the answers to both questions are negative. It is beyond the 
scope of this paper to give a detailed mathematical discussion of these 
more complex systems. Such systems are still under investigation, and 
so we shall limit ourselves to mentioning without proof some important 
facts concerning the analysis of such systems. 

The analysis begins by returning to Section IV fixing wand posing 
the extremal problem of 

max det (L GtCtCkGk + No!), 

subject to tr L G1Gk = f. If for each w it is optimal to expend all of 
f on one of the Gk's, then we are in the line pursued in the previous sec­
tions. However, to achieve optimality one may need to use more than 
one G. Indeed, H. Witsenhausen has solved this determinant extremal 
problem showing that at most two Gk's are required to achieve opti­
mality, and there are instances where two Gk's are necessary. Even 
when two Gk's are needed, the Wo matrix remains a scalar matrix and 
once again the trace and the determinant optimization are equivalent. 
The fact that two Gk's are required means the transmitter is excess 
bandwidth. 
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Witsenhausen has shown that when two Gk's are needed, one can 

be taken to be a multiple of (_~. {) and the other a multiple of 

(~. _ i). Although both Gk's cannot have the passband form, the 

(~ _ {) matrix corresponds to a very simple structural variation of 

a passband filter. 
We mention in closing that systems whose optimization takes us 

outside the realm of passband structures can be analyzed via equivalent 
canonical nonexcess bandwidth passband systems. The equivalence is 
in the sense that MMSE versus P curves for the two systems are 
identical, and optimum design can be carried out in the canonical 
system and then transformed to the more complicated system. 
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APPENDIX A 

Optim.ality of a N onexcess Bandwidth System. 

Fix P > 0 and q(w) a positive continuous real function on 
(- 00, + (0). In the text we are confronted with the optimization 

sup f_7r:!: log L =f; 00 r ( w + 2;k ) q ( w + 2;k) + 1 ] dw, 

where the sup is over all nonnegative Lebesque integrable r(w) for which 

f-:~ r(w)dw ~ P > o. 

We show here that, under weak conditions on q(w), the optimization 
problem can be replaced by an equivalent "nonexcess bandwidth 
problem," namely, find 

f
+7r!T 

sup log [r(w)q(w) + 1Jdw, 
-7r!T 

where q(w) is a given continuous function and r(w) is any nonnegative 
integrable function satisfying 

f
7r!T 

r(w)dw = P > o. 
-7r!T 



1846 THE BELL SYSTEM TECHNICAL JOURNAL, DECEMBER 1973 

Define q(w) on [-niT, 7I"/TJ to be the envelope sup q(w + 271"k/T). 
To avoid annoying pathologies, assume q(w) is such that for each w 

is not empty. Moreover, assume that (-7I"/T, 7I"/T) can be expressed 
as a disjoint union of subsets {V mH' of total measure 271"/T such that 
on each V m there exists a km so 

( 
271"km) _() q w+r- =qw 

holds uniformly in w on V m. So q(w) is continuous on (-7I"/T, 7I"/T). 
Define 

Given any r(w) ~ 0 satisfying Ilrlh = P, define p on (- 00,(0) by 

p (w + 2~m ) = {i~ r ( w 0+ 2;k) for w E V m 1n = 1, 2, ... , M 

wEE V. 
So 

= L r w + - = L r w + - dw = P, f 7r
'

T ( 271"k) f 7r

'T ( 271"k) 
-7r I T h T k -7r IT T 

where the second equality results from the definition of p and the third 
equality is from the Lebesque Dominated Convergence Theorem. Now 
for Iwl < 7I"/T 

_ (271"k ) (271"k ) ( 271"k ) = q(w) ~ p w + T = ~ p w + T q w + T ' 

where the very last equality follows from the fact that p vanishes off 
V. Since in L[ -7I"/T, 7I"/TJp(w) always fares at least as well as r(w), 
we have the fact that the supremum can be taken over the class of 
nonnegative functions vanishing off V. 

In the applications it often occurs that V ~ (-71" /T, 71" /T), in which 
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case q(w) = (j(w) on V and the optimization problem becomes 

f
1r

'

T 

sup log [r(w)q(w) + l]dw. 
IIrll =p -1r/T 

Even when V ct (-7rIT, 7rIT), we need only solve 

f
1r'T sup log [r(w)(j(w) + l]dw 

111'11 =p -1r/T 

with the optimand "rearranged" to produce the desired r(w). The re­
arrangement procedure is simply that, for each w E (-7rIT, 7rIT), we 
define r(w + 27rkm IT) = r(w). Elsewhere r(w) is defined to be zero. 
In dealing with even q(w), if V ct (-7rIT, 7rIT), the rearrangement 
produces an uneven r(w). When this occurs, Crew) + r( -w)]/2 pro­
vides an even optimand. 

APPENDIX B 

Maximization of the Exponent Functional 

Let q(w) be a continuous positive function on an interval [a, bJ. 
Fixing a real number P > 0, let r be the convex set of nonnegative 
continuous functions with integral less than or equal to P. We seek "I 
to maximize the nonlinear functional 

l:,. rb 

1("() = Ja log (1 + "Iq). 

This same problem occurs in classical information theory where, for 
reasons we shall see, it is dubbed "the water-pouring problem." 
Although the solution is correctly described in the literature, the sup­
porting arguments are formal (for example, see Ref. 16 or 17). We 
give a rigorous proof here, although our argument is not construc­
tive in that the extremal function is "pulled out of the air." To moti­
vate the extremal function, the reader can turn to the references or 
supply for himself a variational derivation. 

Now 1("1) is concave on r, as we see by employing the Liebnitz rule 
to confirm the strict negativity of 1"[A"I1 + (1 - A)"I2] on 0 ~ A ~ 1 
with "11 and "12 in r (differentiation is with respect to A). It is clear that 
if the extremal function exists it has integral equal to P and so we can 
redefine r to require equality of the integrals. 

For each constant e, the function (e - q-l)+ denotes the function 
equal to e - q-l when e - q-l > 0 and equal to zero otherwise. Now 
J (e - q-l) is a continuous strictly increasing function of e with range 
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--~--------------------~I--w 
b 

Fig. 7-0ptimal power spectral density. 

[0, 00]' Fix e so fee - q-l)+ = P and call the resulting function 'Y. 
To show I('Y) is the global maximum of 1("1) over r, let "11 denote 
any other function in r and let us investigate the segment 
{A'Y + (1 - A)'YI, ° ~ A ~ I}. Now I[A'Y + (1 - A)'YI] is concave in 
A and straightforwardly 

I'[A'Y + (1 - X)'YI] I }.=I = e-1 J P - ( eq'Yi - f_ "(1) 1 } ~=O } :y>o 

which is nonnegative as eq ~ 1. By definition, for a concave function 
the graph lies above any chord joining two points on the graph. So 
A = 1 must be a point of global maxima of the segment. 

Also, 'Y is the unique point of maxima since, if there were another 
point of maxima ;;;, we would have 1("1) constant on the line segment 
joining'Y and )i contradicting the strict negativity of I". 

To understand the water-pouring terminology, look at Fig. 7 where 
we consider the graph of q-l with vertical walls based at [a, q-l(a)] and 
[b, q-l (b)] to be a vessel into which water of amount (area) P is poured. 
Relocate the w axis to the water level line. Then reflecting the water 
accumulation about the level line gives the shape of 'Y. 

We mention in closing that 'Y is optimal in a larger set than r ob­
tained by requiring integrability rather than continuity in the defini­
tion of the constraint set. The optimality over the larger set foHows 
from a function space continuity argument. 
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Analyses in the literature of digital communications often presuppose 
that the digital source is "white," that is, that it produces stochastically 
independent equiprobable symbols. In this paper we show that it is possible 
to "whiten" to any degree all the first- and second-order statistics of any 
binary source at the cost of an arbitrarily small controllable error rate. 
Specifically, we prove that the self-synchronizing digital data scrambler, 
already shown effective at scrambling strictly periodic data sources, will 
scramble any binary source to an arbitrarily small first- and second-order 
probability density imbalance 0 if (i) the source is first passed through the 
equivalent of a symmetric memoryless channel with an arbitrarily small 
but nonzero error probability e, and (ii) the scrambler contains M stages 
where 

M ~ 1 + log2[(ln 2o)/ln (1 - 2e)]. 

Some interpretations and applications of this result are included. 

1. INTRODUCTION AND SUMMARY 

Digital transmission systems often have impairments which vary 
with the statistics of the digital source. Timing, crosstalk, and equaliza­
tion problems usually involve source statistics in some way. While 
redundant transmission codes may be used to help isolate system 
performance from source statistics, the isolation is not always complete, 
and such codes generate additional problems by increasing the required 
symbol rate or the number of levels per symbol which must be trans­
mitted. In addition, with or without transmission codes, it is always 
easiest to analyze or predict system impairments if we assume that the 
source symbols are stochastically independent and equiprobable. We 
shall refer to such a source as "white" because of the obvious analogy 
to white Gaussian noise. Methods for "whitening" the statistics of 
digital sources without using redundant coding generally come under 
the heading of scrambling. 

1851 
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We describe here a nonredundant scrambling/ descrambling method 
which in principle will satisfactorily whiten the statistics of any binary 
source. The technique is based upon the self-synchronizing digital data 
scrambler. Savage has shown 1 that this device is very effective at 
scrambling strictly periodic digital sources. In this paper it is proven 
that the same device will scramble any binary digital source to an 
arbitrarily small first- and second-order probability density imbalance 
o if (i) the source is first passed through the equivalent of a binary 
symmetric memorylesfl channel with an arbitrarily small but nonzero 
error probability E, and (ii) the scrambler contains lYlstages where 
111 ~ 1 + log2 [(In 20) /In (1 - 2E)]. In other words, at the cost of an 
arbitrarily small controllable error rate, one can "whiten" to any degree 
all the first- and second-order statistics of any binary source. This relaxes 
the restriction frequently found in the literature in which the source is 
assumed a priori to produce only independent equiprobable symbols. 
An auxiliary result is that the above relation for M is useful when 
designing a standard self-synchronizing scrambler for a given applica­
tion. Heuristically speaking, the relation expresses the "power" of the 
scrambler by linking the "randomness" of the input and output to the 
scrambler length, 111. 

In Sections II and III of this paper we examine some properties of 
scramblers, maximal length sequences, and mod-2 sums of binary 
random variables. With these discussions as background, we prove the 
main theorem in Section IV. In Section V we derive bounds for the 
autocorrelation of the scrambled sequence. Section VI contains some 
practical considerations involved in applying the theorem of Section 
IV. Beacuse they add insight, we give simple direct proofs for the 
lemmas and theorem of Sections III and IV. 

II. SCRAMBLERS AND MAXIMAL LENGTH SEQUENCES 

Figure 1 shows a five-stage self-synchronizing scrambler and de­
scrambler.1 As seen, both are linear sequential filters, the scrambler 
utilizing feedback paths and the descrambler feedforward paths. Each 
cell represents a unit delay. We restrict our attention to the binary 
case and use the symbols EB and E to denote mod-2 addition. Repre­
senting the data as shown, we have 

bk = ak EB bk - 3 EB bk- 5 

and 
Ck = bk EB bk- 3 EB bk- 5 = ak, 

which shows that the descrambled sequence is identically equal to the 
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Fig. l-(a) Five-stage scrambler. (b) Five-stage descrambler. 

original data sequence. The descrambler is self-synchronizing because 
the effect of a channel error, insertion, or deletion lasts only as long as 
the total delay of the register, five bit-intervals in this example. 

Let us consider the general scrambler of Fig. 2a with the input 
stream disconnected. Under such a condition, the scrambler becomes 
a sequence generator whose output must ultimately become periodic 
because (i) future states of the register are completely determined by 
the present state (the state of the register is the contents of its stages) 
and (ii) only the finite number 2M states are possible, where M equals 
the number of stages. One of these, the all-zeros state, simply leads to 
an all-zeros output. Discounting this state, we see that the longest 
possible period from the generator must be 2M - 1 bits. It is proven in 
the literature2 •3 that with the proper choice of feedback taps we can 
generate such a maximal length sequence for any M. 

Registers which generate maximal length sequences make very 
effective scramblers because of their ability to dissociate one scrambler 
output bit from another. This property will enable us to show that two 
arbitrarily chosen output bits tend to be very weakly correlated. We 
state this essential property here in the form of a lemma. 

Lemma 1: From Fig. 2a it is evident that each "b" bit is equal to a lengthy 
mod-2 summation of selected "a" bits. Choose two bits, bm and bn , m > n, 
and define J mn to be the number of "a" bits which enter the summation for 
bm but not the summation for bn • That is, bm is dissociated from bn by the 
mod-2 sum of J mn "a" bits. 

Then, if n > 2M +1 (that is, the scrambler has processed at least 2M +1 
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ak 
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bk 
INPUT 

"a" bits), 
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Fig. 2-(a) M-stage scrambler. (b) M-stage descrambler. 

J 0 == min [J mnJ = 2M - I • 
m.n 

(1) 

In other words, after a settling time of 2M +1 bits, any chosen pair of 
output bits will differ by the mod-2 sum of at least 2M - 1 input bits. 
Proof: See appendix. 

III. MOD-2 SUMS OF BINARY RANDOM VARIABLES 

Throughout this paper we assume that a data sequence may be 
modeled as a sequence of binary random variables defined on a suitable 
probability space. In this section we state as lemmas two essential 
properties of mod-2 sums of binary random variables. Since the 
scrambler output is formed from mod-2 sums of input bits, these 
properties playa key role in determining the scrambler output charac­
teristics. We include the proofs in the text because the equations 
involved will be useful later on. 

Lemma 2: Consider two independent binary random variables rl and r2. 
A third binary random variable ra = rl EB r2. Let 

Pi = P(ri = 1) = 1 - P(ri = 0), i = 1, 2, 3. 



A UNIVERSAL DIGITAL DATA SCRAMBLER 1855 

Then 
I pa - ! I ~ min [I P2 - ! I, I PI - ! I ] 

with equality if and only if PI or P2 = !, 0, or 1. In other words, ra is 
as close or closer to being equiprobable than either r2 or rl. 

Proof: Since rl and r2 are independent, 

Let 
di = Pi - ! i = 1, 2, 3. 

Then by substitution 

But since 

we have 
I dal ~ min [I dll, I d21 ] 

with equality if and only if I dll or I d21 = 0 or !. 

(2) 

Corollary to Lemma 2: If PI = !, then pa = ! and ra is independent of r2. 

Proof: Since ra = rl (±) r2, P(ra = 11 r2 = 1) = 1 - PI = !. But by eq. 
(2), pa = !. Thus, P(ra = 11 r2 = 1) = P(ra = 1) = !, which implies 
ra and r2 are independent. 

Lemma 3: Consider now a sequence of independent binary random 
variables {rk' k = 1, 2, ... } with 

Perk = 1) = 1 - Perk = 0) = e for all k. 

We form the mod-2 sum 

(3) 

and let P n = P(Rn = 1). Then 

P n = ![1 - (1 - 2e)nJ; n ~ 1. (4) 

Note that, as n ~ 00, P n converges to ! for all 0 < e < 1. However, 
we shall be concerned only with finite values for n. 

Proof: By applying eq. (2) repeatedly, it is easily shown that the 
sequence P n satisfies 

P n = (1 - 2e)Pn - 1 + e; n ~ 2, 
and 
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The solution to this first-order linear difference equation is given by 
eq. (4). 

IV. A UNIVERSAL DIGITAL DATA SCRAMBLER 

With the help of the lemmas, we may now derive the main result. 
We model the source as a device which generates a sequence of binary 
random variables {Sk} with completely unknown statistics. Our goal is 
to find a scrambling/ descrambling method such that the scrambled 
sequence {bd will have statistics which approach those of the inde­
pendent equiprobable ("white") sequence {Wk}. If we attempt to 
scramble {Sk} directly as in Fig. 2, we are faced with a dilemma. The 
scrambler simply provides a one-to-one mapping between its input and 
output. As long as we have no knowledge or control of the statistics of 
{sd, the statistics of {bd must likewise remain unknown and uncon­
trolled. Hence, the self-synchronizing scrambler alone cannot be 
universal. 

Instead of scrambling directly, we proceed as shown in Fig. 3. The 
source output is first passed through the equivalent of a binary sym­
metric memoryless channel (ESC) with crossover probability € > o. 
Remarkably, no matter how small € may be, this modification of the 
source sequence is sufficient to guarantee that the first- and second­
order probability densities for {bk} will approach those of {Wk} to 
within an arbitrarily small difference o. The only requirement is that 
M, the length of the scrambler, be dependent upon the choice of € and 
o. This is the essence of the theorem which we derive below. (We note 
in passing that the descrambled sequence will now differ from the 
original source sequence by the error rate €, but since € may be chosen 
arbitrarily small, we assume for now that this is of no consequence.) 

To begin, we observe that because of the ESC the scrambler input 
sequence may be written 

k = 0,1,2, ... , (5) 
where 

Perk = 1) = 1 - Perk = 0) = €. 

From Lemma 1 we have seen that the action of the M-stage scrambler 
is to dissociate any chosen pair of bits (b m , bn ) by the mod-2 sum of at 
least 2M - 1 "a" bits. Let us assume that bm and bn are dissociated by 
exactly 2M - 1 "a" bits and that they are related by 

2 M - 1 

bm = bn EB ~ al. 
l=l 

(6) 
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I (l-E) I 
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(a) 

bk 1M-STAGE 
--~-~l DESCRAMBLER 

(b) 

Fig. 3-(a) Universal scrambler. (b) Descrambler. 

(Here the subscript l is unrelated to the original position of al in the 
scrambler input stream.) In what follows we show that P(bm = 1) ~ ! 
and that bm and bn are nearly independent. For these purposes the use 
of eq. (6) represents a worst-case analysis. By substitution from eq. 
(5) we may write 

[ 

2
M

-
1

] 
bm = bn EB E Sl EB 

l=l 

A EB 

(7) 

where A and R equal the first and second bracketed terms, respectively. 
Since the bits comprising R are independent from those comprising A, 
R is independent of A. Furthermore, by Lemma 3, 

peR = 1) = ![1 - (1 - 2e)2M
-

1
]. (8) 

Therefore, by Lemma 2, no matter what the value of peA = 1), 

0' == I P(bm = 1) - ! I ~ ![(1 - 2e)2M
-

1J == O. (9) 

It follows that so long as e > 0 we may force 0 and 0' to be arbitrarily 
small by choosing a large enough M. Specifically, for a given 0, 

M ~ 1 + log2 [ In l~ ~o 2e) ] ; o < e < !. (10) 

Since 0 may be made arbitrarily small, the density function p(bm ) may 
be made nearly white, and it follows that all first-order statistics of the 
scrambled sequence may be made nearly white. 

Our having shown P(bm = 1) ~ ! does not by itself show that the 
source has been effectively scrambled. For example, consider a sequence 
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{Xn} which consists of consecutive blocks of 100 symbols each. All the 
symbols in each block are alike; with probability! they are all ones, 
and with probability! they are all zeros. Here P(xn = 1) = ! for all n, 
yet the sequence has a very "nonrandom" nature. The implication is 
that to determine the effectiveness of the scrambler, we must also 
evaluate the statistical dependence between scrambler output bits. 

By definition, the variables bm and bn are independent if 

Accordingly, we define the function 

d(bm, bn) == p(bm, bn) - p(bm)p(bn) 
= p(bm 1 bn)p(bn) - p(bm)p(bn) (11) 

and show that the universal scrambler (Fig. 3) bounds the maximum 
value of 1 d(bm, bn) I. 

We do a worst-case analysis by assuming that bm and bn are related 
byeq. (7). Further, we ignore the "s" bits appearing in eq. (7) because, 
being independent of R, they can only weaken the dependence between 
bm and bn. Hence, we may compute the maximum value of 1 d(bm, bn) 1 

by assuming 
(12) 

From eqs. (8) and (9) we note peR = 1) = ! - 0 and for con­
venience we temporarily let P(b n = 1) = b. Substituting these rela­
tions and eq. (12) into eq. (11), we find that 

1 d(bm, bn) 1 = 20[b(1 - b) J; 
for 

Hence, for b = ! we obtain the general result 

Since 0 may be forced arbitrarily small if M is given by eq. (10), it 
follows that any pair of output bits may be made nearly independent, 
and we may whiten to any degree all the second-order statistics of the 
source sequence. 

We may also show that the joint (second-order) density p(bm, bn) 
approaches that for the white sequence. The derivation of eqs. (6) to 
(9) shows that both the density p(bi ) and the conditional density 
p(bilbj ) must have values on the interval [(! - 0), (! + o)J for all 
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Fig. 4-Scrambler stages required as a function of E and o. 

possible values of bi and bi' Hence, 

(! - 0)2 ~ p(bm , bn) = p(bm I bn)p(bn) ~ (! + 0)2, 
or 

I pCb b) 1 I _::;; ~ + .<:'2 ~ .<:', m, n -"4 U U. _ U 

where 

For the white sequence {Wk}, we know p( W m, wn) = i for W m, Wn = 0, 1. 
Thus the joint density p(bm , bn) may be whitened to any degree by 
choice of 0, €, and M. 

The discussion above constitutes a proof of the following theorem. 

Universal Scrambler Theorem: A binary source with unknown output 
statistics is connected to a binary symmetric memoryless channel and an 
M-stage self-synchronizing scrambler as shown in Fig. 3. The channel has 
error probability € where 0 < € < !. The scrambler output is represented 
by a sequence of random variables {bn, n = 0, 1, ... } and we define 
p(bn) to be the first-order and p(bm , bn) the second-order density functions 
for {b n}. Then for all 0 > 0; m > n > 2M+1, and bm , bn = 0,1, 

(13) 
and 

(14) 
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provided that 

M ~ 1 + log2 [In l; :'0 2E) ] . (15) 

Figure 4 shows the relation between M, E, and o. As seen, M is 
primarily dependent upon E. This may be clarified by rewriting eq. 
(15) for small values of E. We then obtain 

M ~ log2 (1/ E) + log2 [In (1/20) J; E« !. 

The primary importance of this theorem is conceptual. To avoid 
inordinate difficulties, many analyses in the literature of digital trans­
mission must assume a priori that the digital source is white. The 
theorem relaxes this restriction by showing that in concept the first­
and second-order statistics of any source may be made asymptotically 
white. The practical application of this theorem is discussed in 
Section VI. 

V. AUTOCORRELATION OF THE SCRAMBLED SEQUENCE 

An important second-order statistic of the scrambled sequence is its 
autocorrelation. We define the autocorrelation as the expectation 

and for convenience we let the value of bn be + 1 or -1. Clearly, 
R(O) = 1. For k ~ 0, we compute a bound on 1 E[bnbn+kJ I. Following 
the argument which led to eq. (12), we have 

n, n + k ~ 2M +1, k ~ O. 

By definition, 

E[bnbmJ = L L ijP(bm = il bn = j)P(bn = j). 
i j 

We let bm = bn Ef) R and for convenience 

P(bn = 1) = b = 1 - P(bn =-1). 

Substituting, the dependency on b vanishes, leaving us with 

Hence, 
R(k) = 1 

IR(k) 1 ~ 20 
for k = 0, 
for k ~ O. 

(16) 

Note that, by forcing 0 to a small value with proper choice of M and 
E, this autocorrelation approaches that for a "white" digital source 



A UNIVERSAL DIGITAL DATA SCRAMBLER 1861 

R(T) 
1-

-3T -2T -T T 2T 3T 

(a) 

R(T) ---, 
I 1 
I 

1-

k-TJ I 1 ----r 
I I 
L ___ ..J 

UNIT RECTANGULAR PULSES 

T 
-3T -2T -T T 2T 3T 

(b) 

Fig. 5-(a) Autocorrelation for white sequence {wd. (b) Autocorrelation bound 
for scrambled sequence {bd. 

which has R(k) = 0, k ~ O. This is shown graphically in Fig. 5 which 
shows the autocorrelation of "white" and scrambled sources for unit 
rectangular pulses. 

VI. PRACTICAL CONSIDERATIONS 

In practice, the binary symmetric channel required by the theorem 
might be implemented as shown in Fig. 6. The bit rk is a logic "one" 
only when the level from the noise generator exceeds some threshold. 
The threshold is set such that Perk = 1) = €. The noise source need 
not be white, but values of net) separated by the baud interval should 

Fig. 6-0ne possible implementation of the BSC. 
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be independent. In principle, the combination of this simulated BSC 
and an M-stage self-synchronizing scrambler will form a universal 
scrambler capable of satisfactorily whitening the statistics of any 
binary source. Such a scrambling structure could be used wherever 
randomized bit statistics are essential and a small error rate can be 
tolerated (or perhaps corrected by an error-correcting code). 

There are, of course, good reasons to avoid actual implementation of 
the BSC. First, it may be difficult to generate the rk sequence accu­
rately if € is very small. Second, the deliberate generation of errors, if 
not impractical, is at least unpalatable. Third, and most important, 
many commonly encountered sources do not need it. Self-synchronizing 
scramblers have been used successfully without any prior randomiza­
tion of the source. 4 In this section we consider the operation of the 
scrambler without the BSC and show how a designer may use eq. (15) 
to estimate the required scrambler length for a given application. 

From eqs. (2) and (5) we deduce that the net effect of the binary 
symmetric channel in Fig. 3 is 

ak = 0, 1, (17) 

for all k. In other words, because of the BSC there remains a small 
uncertainty as to the value of any "a" bit, even though all the other 
"a" bits might be known. As shown in the theorem, this and the 
dissociation property are sufficient to guarantee effective scrambling. 
Hence, if the designer knew to begin with that the source itself had the 
characteristic 

€ < p( 8k I 80, 81, •.. , 8k-1) < 1 - €; 8k = 0, 1, (18) 

then no BSC would be necessary, and eq. (15) could be applied directly. 
For example, bit streams encoded from analog waveforms (such as 
frequency-division multiplexed speech) often have such a property, and 
a value for € could be obtained from the coding rule and the amplitude 
distribution of the analog signal. 

For those cases in which a value for € cannot be computed, let us 
assume that the designer has at least some knowledge of the source 
pulse density. He could then proceed by estimating a nominal value for 
€ and then decreasing the value to allow some margin. For example, a 
source which produces bit streams known to vary from 10 to 90 percent 
"ones" over short periods (say, several hundred bits) would have a 
nominal € = 0.1. It seems reasonable to allow at least one order of 
magnitude "margin" in the estimate, resulting in € = 0.01. Then from 
Fig. 4 we see that an eight-stage scrambler should be sufficient. 
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Of course, estimating e from the source pulse density does not 
guarantee that eq. (18) really holds, but if the source sequence is not 
strictly periodic (the case covered comprehensively by Savage), it is a 
reasonable procedure. The point here is that even when we are un­
willing to commit deliberate errors to guarantee fixed source statistics, 
we may still use eq. (15) to estimate how large a scrambler is required. 
Heuristically speaking, eq. (15) is an expression for the "power" of 
the scrambler, relating the "randomness" of the input and output to 
the number of scrambler stages. 

VII. CONCLUSIONS 

We have shown that at the cost of an arbitrarily small error rate it is 
possible to "whiten" to any degree all the first- and second-order 
statistics of any binary digital source. This relaxes the restriction 
frequently found in the literature in which the digital source is assumed 
a priori to produce only independent equiprobable symbols. The key 
equation in our result Ceq. (15)J is useful when designing a standard 
self-synchronizing scrambler for a given application. 

We leave unsolved the problem of whether universal scramblers exist 
for the M -ary source. 
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APPENDIX 

Proof of Lemma 1 * 

For convenience, we assume that in Fig. 2a the scrambler initially 
contains all zeros. Since each scrambler output bit is ultimately a 
mod-2 summation of selected input bits, we may write 

n 

bn = ~ hkan-k, 
k=O 

(19) 

where the binary sequence hk performs the selection. We note that if 
ao = 1 and ai = ° for all i > 0, then {b n } = {h n }. But under these 

* Independently of the author, U. Henriksson has developed5 a proof of a similar 
lemma. 



1864 THE BELL SYSTEM TECHNICAL JOURNAL, DECEMBER 1973 

conditions, as described in Section II, {b n } will be a maximal length 
sequence. Hence, {h n } must itself be a maximal length sequence. 

N ow we consider the two output bits bn and bm • We wish to count 
the number of "a" bits which entered the summation for bm but not 
bn. We have 

Since m > n, 

m 

bm = ~ hkam-k. 
k=O 

(a) (b) 

m-n-l m 

~ hkam-k EB ~ hkam-k 
k=O k=m-n 

m-n-l n 

~ hkam-k EB ~ hm-n+kan-k 
k=O k=O 

(20) 

(21) 

Examination of the subscript range shows that all the "a" bits 
selected by the first summation in eq. (21) are unique to bm • By com­
paring the second summation with eq. (20a) we see that the additional 
"a" bits which enter bm but not bn are those for which 

Hence, 

or 
m-n-l n n 

J mn L hk + L h m - n+ k - L hm-n+khk , (22) 
k=O k=O k=O 

where addition is now in the usual sense. 
We examine this expression in detail, recalling that the sequence 

{h k } has period p = (2M - 1) and the given condition n > 2M+l. 

Case (1): If m - n = Kp, K = 1,2, ... , then 

for all values of k. Hence the second and third summations cancel. But 
then the first summation contains K periods of a maximal length 
sequence. Since each period contains exactly 2 (M-I) ones,6 the first 
summation totals at least 2(M-l). 

Case (2): If m - n ~ Kp, then it is easily shown6 that the sequence 
formed by the term-by-term product hm-n+khk has period p and con-
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tains 2 (M-2) ones per period. The sequence {h m- n+k J contains 2 (M-I) 

ones per period. Hence the net contribution of the second and third 
summations is 2 (M-2) ones per period. Since n > 2M+! > 2p, the 
summations cover at least two periods. Thus their net total is at least 
2 (M-l). 

Thus for either case, 

J o mm [J mnJ = 2M - I • 
m,n>2M +1 
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Dispersion and Equalization in Fiber 
Optic Communication Systems 

By D. M. HENDERSON 
(Manuscript received July 2, 1973) 

The additional optical power required at the repeater input in a fiber 
optic communication system due to intersym,bol interference is experi­
mentally nwasured. In the experiment, the intersymbol interference which 
results from differential mode delay in multimode fibers is minimized 
with a five-tap transversal equalizer. Error rate measurements are per­
formed using five fibers ranging from 0.01 km to 1.25 km in length. In 
this manner, the additional optical power required to achieve a given error 
rate is found as a function of pulse width. The measured values compare 
favorably with the power penalties predicted by Personick. The trade-off 
between excess optical power and equalization penalty in dispersion­
limited fiber systems is discussed. 

I. INTRODUCTION 

The temporal spreading of light pulses in an optical fiber can impose 
a limit on the highest data rate transmitted by a fiber optic communi­
cation system. Such spreading arises from differential mode delay 
in multimode fibers and material dispersion in both single-mode and 
multimode fibers.1 The fiber materials and geometry together with 
the type of light source determine the magnitude of each effect. In 
this paper, we report the measurement of the additional optical power 
required to compensate for the loss in sensitivity resulting from the 
need to equalize detected light pulses that experience mode-delay 
spread. The experiment was carried out to determine the feasibility 
and practicality of equalization in dispersion-limited fiber systems. 

In the experiment, light from a Burrus2-type gallium arsenide 
light-emitting diode (LED) digitally modulated at 48 Mb/s is coupled 
into a liquid-core fiber.3 Intersymbol interference in the detected pulse 
train is reduced with a transversal equalizer4 by forcing zero crossings 
in the pulse response at all sampling times but one. Error rate measure-

1867 
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ments are made as a function of optical power on five sections of 
fiber ranging from 0.01 kilometer to 1.25 kilometers in length. From 
these measurements, the power required to assure a given error rate 
can be determined for the five pulse widths encountered. It is found 
that the measured power penalty due to intersymbol interference 
compares favorably with the values calculated by Personick. 5 The 
trade-off between excess optical power and increased repeater spacing 
afforded by equalization is discussed in the concluding section of 
this paper. 

II. DESCRIPTION OF EXPERIMENT 

A block diagram of the experimental setup is shown in Fig. 1. For 
a source we use a Burrus-type diffused junction GaAs LED driven 
with a 48-Mb/s pseudorandom pulse stream. The LED output is 
first collimated, then attenuated as necessary with neutral-density 
filters, and finally focused onto the input of a liquid-core fiber. For 
the half-duty-cycle, return-to-zero, input light pulses used in the 
experiment, a maximum of -14.4 dBm average optical power can be 
coupled into the fibers. 

In Table I, the measured loss and pulse width are shown for the five 
lengths of fiber used. The pulse width for the shortest section is deter-

WORD 
GENERATOR 

~III~ 
ATTENUATORS 

Fig. I-Block diagram of experimental setup. 
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TABLE I-MEASURED Loss AND PULSE WIDTHS FOR THE 
FIVE FIBERS TESTED 
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Fiber length Differential loss Total loss Rms pulse width 
(km) (dB/km) (dB) (ns) 

0.01 27.8 ~O 3.0 
0.50 27.8 13.9 7.5 
0.75 30.0 22.5 6.8 
1.12 25.5 28.6 10.9 
1.25 29.6 37.0 10.5 

mined by the input pulse width and the bandwidth of the RCA 
C30817 avalanche photodiodc (APD) detector. The additional width 
that is observed for the remaining four fibers is due to differential mode 
delay. Note that the 0.75-km fiber has greater differential loss and 
exhibits less pulse spreading than the fiber 0.50 km in length. Higher­
order modes are presumably more highly attenuated in the 0.75-km 
fiber. The 1.25-km fiber is obtained by splicing the two together. 

A high-impedance receiver is used, the first stage of which tends to 
integrate the detected light pulses. Incorporated in the receiver is an 
appropriate compensating network to assure that the receiver response 
is flat over the bandwidth of interest. Such a design has been shown 
to give improved signal-to-noise performance and reduced avalanche 
gain over a conventional, nonintegrating receiver. 5 At near-optimal 
avalanche gain of ~ 60, a 10-9 error rate is realized with - 53.7 dBm 
average optical power for the shortest section of fiber. 

In order to equalize the detected optical pulses of various widths 
and shapes, a five-tap transversal equalizer is utilized. The tapped 
delay line with one time slot between taps is realized with RG 188 
coaxial cable. Variable gain and polarity of the signal picked off at 
each tap are achieved with MC1733 wideband differential amplifier 
integrated circuits. An additional wideband amplifier serves as a 
summing amplifier to recombine the signals. The equalizer is manually 
adjusted for each fiber tested. 

Figure 2 shows the eye diagrams of the output of the "Nyquist" 
filter both with and without equalization for the shortest section of 
fiber. Here the equalizer serves to modify slightly the combined band­
width response of receiver and filter, giving an improved response. The 
eye diagrams for the 1.12-kilometer fiber are shown in Fig. 3. In this 
case, differential mode delay has resulted in significant intersymbol 
interference. Adjusting the equalizer for zero crossings results in the 
equalized signal shown. 
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WITHOUT WITH 
EQUALIZATION EQUALIZATION 

Fig. 2-Eye diagrams of input to regenerator with and without transversal equalizer 
for the O.OI-km fiber. 

The equalized pulse train is regenerated and then compared with 
the original pseudorandom sequence in an error detector. Error rate 
measurements are then made as a function of optical power for each 
fiber. Optical power readings are taken with a Coherent Radiation 
Model 212 power meter. 

III. RESULTS 

The shape of the detected optical pulse strongly influences the 
amount of intersymbol interference and accordingly the additional 
optical power required. To accurately determine these shapes, a 
wideband, low-noise, 50-ohm amplifier is substituted for the high­
impedance receiver. Through signal averaging with boxcar integration, 

WITHOUT 
EQUALIZATION 

WITH 
EQUALIZATION 

Fig. 3-Eye diagrams of the input to regenerator with and without transversal 
equalizer for the 1.12-km fiber. 



-1.5 -1.0 

FIBER OPTIC COMMUNICATION SYSTEMS 

0.5 -1.0 -0.5 

-0.5 o 0.5 

(tiT) 

o 

1.0 

__ - L=0.75km 

_- L =0.50km 

0.5 1.0 

1.5 

Fig. 4-Detected pulse shapes for the five fiber lengths tested. 
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1.5 

the pulse shape can be recorded with signal-to-noise ratios in excess 
of 100. The pulse shapes for the five fiber lengths are plotted in Fig. 4 
versus the normalized parameter tiT, where T represents one time 
slot (20.83 ns). From these data, the rms pulse widths (J" of Table I were 
computed from the relation (J"2 = [ft2 f(t)dt) ] - [ftf(t)dtJ2. Here 
jet) is the measured pulse shape normalized to unit area. The inte­
gration was numerically performed. In the figure, it is seen that for the 
shortest length, the pulse is confined to a single time slot. For the 
intermediate lengths the pulses are effectively confined to two time 
slots; for the longest lengths to three time slots. 

A compilation of the error rate measurements is shown in Fig. 5. 
We have not attempted to fit the best curve to the data for each fiber. 
Instead we show superimposed on the data a curve of fixed shape 
which minimizes the deviation from the mean for all the fibers. The 
measured values fan within ± 1/8 dB of the selected curve. 
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Fig. 5-Results of error rate measurements for the five fiber lengths tested. 

The dependence of required optical power on the detected pulse 
width and shape has been calculated by Personick. 5 In this calculation, 
the degradation in signal-to-noise ratio is found when equalizing from 
the detected pulse shape to a raised cosine shape. These results are 
presented in Fig. 6 in terms of the additional optical power required 
to maintain a fixed error rate. The dependence is shown for an expo-

nential pulse (l/CT) ·exp( -t/CT) and a Gaussian pulse (l/-{i;CT) 
·exp( -t2/2CT2). When (CT/T) < 0.25 the power penalty for the two 
shapes is about equal. This behavior follows from the fact that little 
difference exists between the frequency spectra of the pulses over the 
range of interest (0 < w/27r < l/T) in the narrow pulse limit. As 
the pulse width increases, the frequency spectrum of the Gaussian 
falls off much more rapidly than the exponential, resulting in a much 
larger power penalty. 

Also shown are the measured points taken from Table I and Fig. 5. 
As no measurement is performed in the limit CT /T --? 0, the point at 
CT /T = 0.15 has been assigned the value of 0.25 dB to coincide with 
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Fig. 6-The additional optical power required to maintain a fixed error versus 
normalized pulse width. 

the Gaussian curve at that point because the measured pulse shape 
appears Gaussian rather than exponential. All other points have been 
scaled upward by this amount. Scaling this point to the value for the 
exponential pulse shape would merely shift all points up by an addi­
tional 0.12 dB and not affect the results significantly. 

The measured points do not fall on a continuous curve but rather 
define a range of values. A dashed line which bisects the measured 
points is shown. It is interesting to note that the 0.75-km and 1.25-km 
fibers which lie above the dashed line have a more symmetric pulse 
shape and less of a tail than the 0.50-km and 1.12-km fibers which fall 
below the line. Such dependence is expected because the presence of 
the tail leads to spectra which fall off less rapidly in the frequency 
domain and therefore will suffer less power penalty. Calculations 
confirm this dependence. 6 

These results point out the important role the detected pulse shape 
plays. The decidedly asymmetric pulses that result from differential 
mode delay in liquid-core fibers lead to power penalties that increase 
much more slowly with pulse width than the penalty predicted from 
Gaussian pulses. 

IV. DISCUSSION 

In order to point out the benefits and limitations of equalization 
in dispersion-limited fiber optic communication systems, we treat a 
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specific case below. In the example, optical pulses from an LED source 
are transmitted by a low-loss fused-silica multimode fiber. 

The fiber loss is considered first. Define 

R(dB) = 10 log [Pin/Preq(To)], (1) 

where Pin is the optical power coupled into the fiber and P req is the 
power required in the absence of intersymbol interference to assure a 
given error rate at the data rate l/To. The distance L(km) over which 
one can communicate is governed by the fiber attenuation coefficient 
a(dB/km) according to 

R(To) - aL ~ O. (2) 

Consider the fused-silica multimode fiber announced by Corning Glass 
Works7 for which a = 4 dB/km at 0.85 J,Lm. If we take for P req the 
measured value of -53.7 dBm at 1 error in 10+9 and assume that 
-15 dBm can be launched into the fiber, then the inequality in eq. (2) 
would hold for distances less than ~ 9.6 km. Additional signal-to-noise 
margin that is required would reduce this value in proportion to the 
fiber loss. 

The required power is dependent on the data rate. For the high­
impedance receiver it has been shown that5 P req ~(T)-7/6. By defining 
r = 10 log (To/T)116, eq. (2) can be written 

R(To) - aL ~ r(To/T). (3) 

From this result the maximum separation can be found as a function 
of data rate. In Fig. 7 the curve marked 4 dB/km loss shows the 
dependence. The inequality is satisfied for distances L below the line. 

Personick, et aI.,8 have studied the pulse spreading in such a low-loss 
fused-silica multimode fiber excited by an LED source. For a fiber 
with a tailored index-of-refraction profile which gives an effective 
numerical aperture of 0.12 and an effective diameter of 96 J,Lm, they 
find that material dispersion is the dominant pulse-spreading mecha­
nism due to the large spectral width (400 A) of the LED. The measured 
rms pulse width is found to be o-/L == 0-' = 1.75 ns/km. 

If we do not equalize, but restrict the pulse width to avoid inter­
symbol interference, then an additional limit is imposed on L. As an 
example, take the arbitrary restriction 0-' ·L/T < 0.35. In Fig. 7, this 
inequality is satisfied to the left of the curve marked material dis­
persion. Therefore, the area in the lower left-hand side bound by the 
two limiting curves shows the available working distances versus 
data rate. It should be noted that another possible way to reduce this 
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Fig. 7-Maximum repeater spacing versus data rate for the fiber system described 
in text. 

dispersion is to trade off optical power and LED bandwidth by 
reducing the spectral width of the output. We deal with equalization 
alone in this paper. 

At higher data rates, dispersion limits the repeater spacing before 
the fiber loss limit occurs. Below we consider the effect of using this 
excess power for equalization to increase the spacing. The power 
penalty has been presented as a function of pulse width in Fig. 6. 
Here aiT become (TIL/T. Let peL, T) expressed in dB represent the 
power penalty. Equation (3) then becomes 

R(To) - aL ~ T(To/T) + peL, T). (4) 

The solutions to this equation are shown in Fig. 7 for both the Gaussian 
and exponential pulses. At the data rate used in this experiment 
(48 Mb/s) the repeater separation is increased from ~ 4.2 km to 
~ 6.5 km for the Gaussian-shaped pulses. At that distance the rms 
pulse width is (T/T .::: 0.55. For exponential pulses the spacing could 
be as large as 8.4 km with accompanying pulse width (T/T = 0.70. 
The exact distance will depend strongly on the detailed shape of the 
detected pulses as noted previously. In any case, increases of at least 
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50 percent would be possible. At higher data rates the potential 
increases are greater still. 

v. SUMMARY 

We have experimentally measured the additional optical power that 
is required to maintain a fixed error rate for digitally modulated light 
pulses that encounter differential mode delay in multimode fibers. 
The resulting power pena1ty versus pulse width compares favorably 
with the values predicted by Personick. We find that the asymmetric 
shape of the mode-delay-spread pulses results in penalties which 
increase much more slowly with pulse width than does the penalty 
predicted for Gaussian pulses. Each potential dispersion-limited fiber 
system must be examined separately to determine the potential 
increase in repeater spacing that equalization offers as the pulse 
spreading mechanisms vary significantly among different sources and 
fibers. The example presented shows graphical1y how one can utilize 
excess optical power in equalizing delay distortion and thereby 
maximize the repeater spacing for a given data rate. 
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Phase Dispersion Characteristics During 
Fade in a Microwave Line-of-Sight 

Radio Channel 

By M. SUBRAMANIAN, K. C. O'BRIEN, and P. J. PUGLIS 
(Manuscript received February 5, 1973) 

Measurements of phase and amplitude dispersion over a 20-MHz band 
have been made on a 42-km, 6-GHz, line-of-sight microwave link. A novel 
technique is introduced for measuring the phase dispersion induced by 
the propagation path. Specifically, the amplitudes and relative phases of 
four tones separated equally by 6.6 MHz have been continuously monitored 
over a period of four months. The data show that there is usually measur­
able (0.02 degree/ (M Hz)2) phase distortion over the 20-M Hz band 
during those fades whose depth exceeds about 20 dB. These dispersive 
fades, which usually last a few seconds, typically occur along with shallow 
and essentially non dispersive fades that have durations of several minutes. 
However, only the dispersive fades exhibit a phase nonlinearity. Analysis 
of 16 events measured in the autumn of 1970 yield the following results. 

(i) The distribution curve describing the fraction of time that phase 
nonlinearity (quadratic) exceeds a given value follows a log­
normal distribution. 

(ii) The quadratic phase nonlinear coefficient exceeds an average value 
of 0.1 degree/ (M Hz)2 for fades with depth larger than 34 dB 
from the nominal level. This corresponds to a time delay distortion 
of 0.55 nanosecond over l-MHz band. 

(iii) The correlation between log-amplitude and phase nonlinear 
coefficients yields a correlation coefficient whose magnitude is 
fade-depth dependent and whose sign varies from event to event. 

The experimental technique of measuring phase dispersion reported 
here may be of interest not only for propagation studies but also in other 
systems such as measurement of characteristics of electrical networks. 
The statistical results obtained on the phase characteristics may prove of 
interest in formulating an analytical model. Further, they may be of 
significance in the design of existing and future microwave systems. 
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I. INTRODUCTION 

Fading in microwave communication channels has been the subject 
of investigation by many workers for a considerable length of time. 
However, the emphasis on these studies has been more toward the 
behavior of the amplitude characteristics of the signal rather than of 
its phase characteristics. The purpose of this study was to investigate 
the phase characteristics of a microwave signal transmitted over a 
typical tropospheric, line-of-sight link. * Specifically, the following 
topics were addressed in the experiment. 

(i) Measurement of phase variations over a microwave radio 
channel, as a function of both frequency and time; obtaining 
from the experimental results statistics on the phase non­
linearity in a microwave radio channel. 

(ii) Correlation, if any, between the amplitude and phase distortions. 

l\1easurementswere made in late 1970 on a TH-3 radio channel 
operating between Atlanta and Palmetto, Georgia. The experiment 
was conducted as an adjunct to an ongoing study by other members 
of Bell Laboratories. The transmitter located in Atlanta and the front 
end of the receiver situated in Palmetto were common to both experi­
ments. However, a different set of apparatus was employed for the 
measurement of amplitude and phase in the present study. G. M. 
Babler! has reported on the experimental layout of the microwave 
link. 

This paper addresses three major areas: experimental technique 
and arrangement, measured data, and statistical analysis. The experi­
mental technique is a novel one in that it measures directly the phase 
difference between pairs of transmitted tones separated in frequency. 
Only the phase difference induced by the propagation path is measured, 
not the transmitter and receiver beat oscillator fluctuations. More 
specifically, at a carrier frequency of 6 GHz, four tones separated by 
6.6 MHz and with a definite phase relation are transmitted over a 
42-km line-of-sight path. At the receiving end, the signals are brought 
to a 70-MHz IF and filtered out. The amplitude of each tone is con­
tinuously monitored. The phase difference between each adjacent 
pair is measured. 

Data were recorded during roughly 100 events in which the fade 

* As a result of the findings reported here, a more comprehensive, higher resolu­
tion measurement program has been undertaken to characterize more completely 
the dispersive microwave channel. It is expected that a summary of these results will 
be published here in the near future. 
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depth exceeded 10 dB. These fades can generally be divided into two 
categories. The majority of them are relatively shallow « 20 dB), 
long-lasting (minutes) events which show little amplitude and non­
linear phase distortion, although linear phase dispersion corresponding 
to path length variations may be observed. A second class of events 
are those that exhibit deep and brief (seconds) fades showing sub­
stantial amplitude dispersion and nonlinear phase dispersion. This 
second class could present difficulties to communication systems. 

Twenty-six dispersive fading events whose fade depth exceeded 20 
dB were observed during the autumn of 1970, a smaller number than 
usual. Only 16 of these were analyzable as a result of equipment 
malfunction. This analysis yielded the following results. 

(i) The distribution curve describing the fraction of time that 
the phase nonlinearity (quadratic) exceeds a given value follows 
an almost log-normal distribution. 

(ii) The quadratic phase nonlinear coefficient exceeds an average 
value of 0.1 degree/ (MHz)2 for fades that are deeper than 34 
dB from the nominal level. This corresponds to a time delay 
distortion of 0.55 nanosecond over I-MHz band. 

(iii) No simple relationship seems to exist for the correlation be­
tween the quadratic log-amplitude and the quadratic phase 
nonlinear coefficients. 

II. DESCRIPTION OF PHASE DISPERSION MEASUREMENT 

This experiment measures the effect of the transmission path on the 
relative phase of signals at different frequencies. Specifically, a "picket 
fence" of tones in the 6-GHz range, separated from each other by 
0.55 MHz, are transmitted over an approximately 42-km path. These 
tones are generated at the transmitter by means of a "picket-fence" 
generator developed by G. A. Zimmerman of Bell Laboratories. The 
experimental apparatus measures the phase difference between pairs 
of these tones separated by 6.6 MHz in such a way that only the phase 
difference induced by the transmission path is measured, and not the 
transmitter and receiver beat oscillator fluctuations. Although a closer 
spacing between the tones would have been more desirable, practical 
considerations limited the selection to four tones distributed uniformly 
over the 20-MHz radio channel. Further, at the time of initiation of 
this experiment, the available statistics2 on the amplitude dispersion 
during deep microwave fading did not seem to indicate any significant 
fine structure over a 20-MHz band, and consequently no fine structure 
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of phase nonlinearity of significant magnitude was expected as a 
result of fading by multiray phenomena. 

To understand the measurement, it is important to trace a signal all 
the way through the system. A 70.4-1VIHz signal inserted into the 
picket-fence generator is divided by 128 and fed into a pulse generator. 
The resulting pulses are then mixed with the 70.4-MHz signal pro­
ducing a picket fence of tones separated by 0.55 MHz and centered at 
70.4 MHz. In addition to having equal amplitude, the tones have the 
same initial phase. The time-dependent frequency error of the 70.4-
MHz signal caused by oscillator fluctuations may conveniently be 
expressed as 128 .1wo (t). The nth tone can then be written, with Wo 
= 70.4/128 MHz, as 

(1) 

where Ao is the amplitude of each picket. Up conversion at the trans­
mitter by a beat oscillator with angular frequency WT yields 

AT cos ({[WT + n(wo + .1wo)]}t + CPT), (2) 

where A T is the amplitude of the transmitted up-converted signal and 
<PT is the phase shift introduced by the beat oscillator. After trans­
mission through the atmosphere, the signal becomes 

A~Ancos {[WT + n(wo + .1wo)]t + CPT + cP~}, (3) 

where A n and <P~ are the amplitude and phase modulation introduced 
by the atmosphere on the nth tone and A~ is the amplitude of the 
received signal without any modulation by the atmosphere. Down 
conversion at the receiver yields 

ARA~An cos {[WT - WR + n(wo + .1wo)]t + CPT - CPR + cP~}, (4) 

where ARA~An is now the amplitude of the IF signal, WR is the angular 
frequency of the receiver beat oscillator, and <PR is the phase shift 
introduced by the receiver beat oscillator. Consider that this IF signal 
is mixed with a signal from a standard oscillator (phase changes are 
included in .1w 8 ) described by 

(5) 

We then have, for the upper and lower sideband signals (ignoring a 
constant), 

Sn = AsARA~An cos {[WT - WR + n(wo + .1wo) ± (ws + .1w8 )]t 
+ CPT - CPR + cp~}. (6) 
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In order to compare two tones (11'~ and n) with phases <I>~ and <I>~, 

n > m, choose 

(n - m) 
Ws = --2- WOo (7) 

By appropriate filtering, S nand Sm are isolated. After being mixed 
with Ws , the lower sideband of Sn denoted by Snl and the upper side­
band of Sm denoted by Smu are separated, yielding 

Snl = A.ARA~An cos l[ w,' - Wil + (n ~ 11l)wn + nllwn - Ilw.Jt 

+ <PT - <PR + <P~ I (8) 

Sm. = A.ARA~Am cos {[ WT - WR + (n ~ 11l)wn + mllwn + IlW.Jt 

+ <PT - <PR + <p::.l' (9) 

Measurement of the difference in phase of Snl and Smu yields 

(10) 

If the first term is small, we have a direct measure of the quantity 
of interest. In this case, Ws and Wo are derived from similar highly 
stable sources (Hewlett-Packard 105B quartz oscillators and General 
Radio 1165 and 1163 frequency synthesizers). The phase drifts, 
12Llwot and 2Llwst [in eq. (10) corresponding to the selected value for 
(n - m) = 12 in the experiment], are approximately -1 degree/day. 
Note that, if the frequency deviation is the same for both oscillators, 
even this small phase drift cancels out. Further, the transmitter and 
receiver oscillators are manually synchronized every day, except on 
Sundays. However, this small drift produces a running phase difference 
(which is linear with time) between tones and can be subtracted out 
during the data analysis by measuring the linear slope before and after 
a fading event, thus causing no error to the data. The short-term rms 
frequency deviations « 1 s) are on the order of 1 X 10-8/ms or 
1 X 10-11/s. At the frequency of 6.6 MHz, this corresponds to arms 
phase noise of 0.024 degree. When the picket-fence generator was run 
directly into the phase and amplitude measurement system, the 
observed rms phase noise out of the network analyzers was 0.03 
degree. This is considerably smaller than the accuracy of the measuring 
equipment which is ± 1 degree. 
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Figure 1 is a block diagram of a simplified system. Of the entire 
assembly of pickets, those numbered "I" and "13" are separated 
out by the narrow bandpass filters. Both WI and Wl3 are mixed with an 
Ws = (W13 - wI)/2 derived from the same source. The second pair of 
filters labeled [(WI + W13) /2J separates the appropriate sidebands. 

Figure 2 is a block diagram of the actual measuring system. The 
entire picket fence is received and divided into four channels. In each 
channel one tone is filtered through. The four frequencies used are 
53.35, 59.95, 66.55, and 73.15 MHz, spanning the desired range of 
approximately 20 MHz, the width of radio channel. The nominal 
level of the individual tones at the input to the system is approxi­
mately -46 dBm. 

Each filtered tone is amplified and mixed with a signal of frequency 
Ws from the standard oscillator. The output is then split into its two 
sidebands, thus producing three pairs of signals, each pair having the 
same frequency difference. 

The network analyzer (Hewlett-Packard Model 676A-H05, which 
is a modified version of 676A to meet our requirements) measures the 
relative phase (10 mY/degree), the amplitudes (50 mY/dB), and the 
ratio of the amplitudes of the two input signals. Amplitudes can be 
measured over a maximum of 80-dB range with up to O.Ol-dB resolu­
tion and ± 1.5-dB accuracy. Phase difference can be measured with up 
to 0.02-degree resolution and ± I-degree accuracy if the tone levels are 
not too widely different, The measured results on the system indicate 
that for tones whose amplitude difference is less than 30 dB, which is 
well within the limits on requirements of our experiment, these specifi­
cations were satisfactorily met. The network analyzer performs its 
amplitude and phase measuring functions at an IF frequency of 100 
kHz. The accuracies quoted above can be achieved only if this 100 kHz 
is stable to less than 100 Hz. Because of drifts in the beat frequency 
oscillators at transmitter and receiver, the frequencies of the signals 
at the input of the network analyzers drift (together) by a few hundred 
hertz. In order to maintain the network analyzer's IF frequency 
constant, it is necessary to track these drifts. This is accomplished by 
sampling in each network analyzer one of the input signals, amplifying 
it to a constant level, mixing it with a 100-kHz signal, filtering out 
one (the upper) sideband, and employing this signal as a local oscilla­
tor in the network analyzer. The IF strip in the network analyzer then 
operates at a constant 100 kHz. This arrangement is shown in Fig. 3. 
The dc voltage outputs of the network analyzers are recorded on a 
7-channel FM tape recorder with a dc-to-625-Hz bandwidth. The four 
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amplitudes and three phase differences are recorded. Note that if one 
knows <P2 - <PI and <P3 - <P2 one can compute <P3 - <PI, etc. 

III. DISCUSSION OF EXPERIMENTAL TECHNIQUE 

The experimental technique described here has several advantages 
and limitations compared with others used in the past.3- 5 

The distinguishing characteristic of this technique is that the actual 
phase difference between two signals is measured. Thus, if we consider 
<P = <p(w), we measure Ll<P/ Llw rather than simply d2<p/dw2, which is 
the delay distortion. Further, the tones are generated and measured 
at IF in such a way that the phase and frequency variations of the 
up and down converters do not affect the measurements. Hence, the 
same apparatus could be used at any desired carrier frequency. A 
knowledge of the envelope delay, dcp/dw, could be of use in the analysis 
of multipath fading of line-of-sight microwave link. 

The basic problem facing anyone wishing to measure phase differ­
ences of the same signal reaching two widely separated receivers, as 
in very-long-baseline interferometry (VLBI) or, as in our case, of two 
signals generated at one place and received at another, is one of a time 
reference. One technique is to transmit a timing signal either over the 
air or through a cable from one place to another. This approach 
suffers from unknown variations in the signal path because of atmo­
spheric changes in the broadcast case or temperature variations in the 
cable case. Following the lead of the workers in VLBI, similar standard 
oscillators have been set up at the transmitter and receiver. These 
oscillators have sufficient short-term « 1 s) and long-term « 1 
degree/day) stability to enable measurements to be made within the 
desired accuracy (0.03 degree rms for 6.6-MHz tone separation). 

IV. CHARACTERISTICS OF FADES 

This section describes the temporal behavior of the signal during 
fading. The data were recorded on analog F1V[ tapes continuously from 
September 11 to December 31, 1970. The system was shut down on 
two occasions for several days for servicing. The system was also 
turned down a few times for several hours at a time for making tests. 
The tape was manually changed as it approached the end. Each tape 
lasted an average of five days. The tape was turned on automatically 
whenever anyone tone exceeded 10-dB fade and ran till all the four 
tones recovered from deeper than 10-dB fade. The nature of the fades 
can be classified into the following broad categories. 
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(i) All the four tones in the 20-l\1Hz band fade simultaneously, 
with the level of fade being approximately the same for all of 
them. In other words, there is no significant frequency selec­
tivity present. Such fades last several minutes. These fades are 
usually relatively shallow (less than or about 20 dB). 

(ii) The four tones fade selectively; that is, the fade levels of the 
four tones are significantly different. Such selective fades are 
usually deep (greater than about 20 dB) and last no more than 
a few seconds and often much less than one second. The disper­
sive fades are usually superimposed on shallow, nondispersive 
ones. The deepest fade level on the four tones may occur either 
simultaneously or separated in time by a small fraction of a 
second. In the former case the minimum amplitude in the band 
occurs at a single frequency in the band, whereas in the latter 
case the minimum traverses across the band in time. 

There is no significant phase nonlinearity during the nondispersive 
fades mentioned in case (i) above. A temporal presentation of the 
amplitudes of the four tones and phase differences between them 
during a typical nondispersive fade is given in Fig. 4. For the sake of 
clarity, the traces are displaced from one another. The fade level of 
Al is with respect to its nominal unfaded value. The nominal unfaded 
levels of A 2, A 3, and A4 are displaced by approximately 20, 40, and 
60 dB, respectively. Similarly, the three phase difference traces are 
displaced from each other by about 50 degrees. The fade duration is 
about 1 minute, and the maximum fade depth is about 15 dB. There 
is no noticeable variation in the magnitudes of the difference between 
adjacent tones. Although the traces of the phase differences in Fig. 4 
are nearly horizontal, they have, in general, a linear slope with time 
which is the same for all three. As mentioned in Section II, this is 
caused by the difference in the quartz oscillator frequencies between 
the one driving the picket-fence generator at the transmitter and that 
of the other in the phase/amplitude measuring system at the receiver. 
Any path length change is reflected on the three traces as a change 
from the linear slope and will be the same in all the three traces. 
However, when there is a phase nonlinearity present within the 
20-MHz band, the three traces will have different slopes. 

Figure 5 represents a dispersive fade of the type discussed in case 
(ii) above. The total duration of the fade is in excess of 5 minutes, 
and the maximum fade depth is 39 dB (on A4). Once again, the time 
axis has been referenced with respect to that at which the deepest 
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fade occurs. It could be observed in this particular event that there are 
two deep fades separated by about 2 minutes superimposed on the 
prolonged shallow fades. It is further observed from the phase data 
that significant phase nonlinearity is present only during the deep 
fade periods that last only in the order of seconds. The magnitude of 
the phase nonlinearity is dependent on the depth of the fade and its 
amplitude dispersion. Thus, while the first fade in Fig. 5 exhibits 
significant phase nonlinearity, the second does not. 

A time-expanded representation of the first fade in Fig. 5 is given 
in Fig. 6. Large selective fading is exhibited during this event for an 
extended period of time. During the few seconds around the deepest 
fade period, the fade dispersion curve changes slope and the high­
frequency end of the band (A4) fades deeper than the rest. The phase 
nonlinearity is exhibited predominantly during this period of deepest 
fade. Figure 6 has been redrawn in Fig. 7 by interchanging the role of 
time and frequency parameters. The dispersion with respect to fre-
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180 

quency of the fade depth and the phase difference are plotted as discrete 
functions of time. This presentation visually portrays the nonlinearities 
as greatest around zero time. We can also observe that the phase 
difference curve changes from a convex to a concave shape between 0 
and 0.2 second. Thus, the phase nonlinearity could assume zero value 
around the time of deepest fade. 

The relationship between the amplitude distortion and phase 
nonlinearity was explored by fitting a second-order polynomial curve 
over the log-amplitude and phase dispersion curves and then corre­
lating the coefficients of the quadratic terms. 

The following second-order polynomial expansion was assumed for 
log-amplitude dispersion X(f) (in dB) and phase dispersion ¢(f) (in 
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3 4 

X(f) = ax(fs) + bx(f - fs) + cx(f - fs)2 

¢(f) = acp(f3) + bcp(f - fs) + ccp(f - fs)2. 

5 6 

(11) 

(12) 

The temporal behavior of the quadratic log-amplitude and phase 
nonlinear coefficients designated by Cx and Ccp, respectively, are given 
in Fig. 8. There appears to be some degree of correlation between 
these coefficients except around zero time reference. As explained in 
the description of Fig. 7, the reason for the deviation around zero time 
is the change in the convexity of the phase dispersion curve. 
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The amplitude and phase dispersion data have been fitted with 
second-order polynomial curves, and the nonlinear coefficients of the 
two have been studied. Specifically, results on the following have been 
obtained. 

(i) The distribution curve describing the fraction of time that 
the phase nonlinearity exceeds a given value. 

(ii) The average of the magnitude of the phase nonlinearity as a 
function of the depth of the fade. 
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(iii) The nature of the correlation between log-amplitude and phase 
nonlinear coefficients. 

Letting fa = 0 and 1 - 13 = ~1 in cqs. (11) and (12), we obtain 

X(~1) = ax(O) + bx(~1) + CX(~1)2 
¢(~1) = a¢(O) + b¢(~1) + C¢(~1)2. 

(13) 

(14) 

The data were taken on four tones, at ~1 = - 13.2 lVIHz, - 6.6 l\1Hz, 
0, and +6.6 l\1Hz. For the sake of convenience in the analysis, the 
frequency separation was normalized with respect to ~1 = 13.2 l\1Hz. 
Thus, the four data points corresponding to eq. (14) were designated 
by the following set of simultaneous equations. 

¢(-1) = a¢(O) + b¢(-l) + c¢(-1)2 

¢( -!) = a¢(O) + b¢( -!) + c¢( _!)2 
¢(O) = a¢(O) 

¢(+!) = a¢(O) + b¢(!) + C¢(+!)2. 

(15) 
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Comparing the coefficients of eqs. (14) and (15), we obtain 

be/> = be/> (2 X 6.~ X 106 ) 

Ce/> = Ge/> (2 X 6.~ X 106 r 

1893 

(16) 

A similar set of equations can be obtained for the log-amplitude 
dispersion, yielding 

bx = bx ( 2 X 6.~ X 106 ) 

Cx = Gx (2 X 6.~ X 106 Y (17) 

The measured log-amplitude and phase dispersion data of each event 
was digitized at a sampling period of 0.2 second. Equations (15) con­
tain three unknowns (ae/>, be/>, and Ge/» and four equations. The four data 
points for cp were obtained by arbitrarily setting CPI = 0 and then 
computing CP2, CP3, and CP4 by the measured differences. These four data 
points were then fitted with a smooth curve with the least-square-fit 
criterion, and Ce/> was computed for the fitted curve. Note that this 
procedure does not affect the computational result on Ce/>. Further, it 
will not cause any serious error as discussed by Babler, I as in the case 
of fitting a third-order polynomial curve that passes through all four 
data points. The log-amplitude coefficient Cx was obtained by fitting 
a second-order polynomial curve through the four data points, Xl, X2, 

x3, and x4, which are directly available from measurements. The 
coefficients Ce/> and Cx were then computed using eqs. (16) and (17). 

The quadratic phase nonlinearity can easily be related to the more 
familiar parameter of delay distortion. The delay distortion, denoted 
by r(w), is defined as the departure of the envelope delay, D(w), from 
a constant value. 6 The envelope delay is given by 6 

dcp 
D(w) = dw. 

From eqs. (12) and (18), we obtain 

Ce/> 
r{Aw) = 180 X 10+6 (Ai), 

(18) 

(19) 
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where r(Aw) is the delay distortion in s/MHz, Cq, is expressed in degrees/ 
(MHz)2, and Af is expressed in lVIHz. 

VI. RESULTS 

Numerous fading events were recorded exceeding 10-dB fade. Of 
these, 26 events faded deeper than 20 dB and were selected for data 
analyses. This selection was based on the fact that only these display 
phase distortion and consequently are of interest here. The first 
selected event occurred during the period of September 16 to 18 
(recorded in the tape that ran during this period). The twenty-sixth 
event occurred during the period of November 20 to 23. No event 
exceeded 20-dB fado betwoen November 23 and December 31. Bablerl 

has observed, in the amplitude dispersion experiment run during 
approximately the same period in the same microwave link, 40 counts 
of the tone at the center of the band dipping below 20 dB. In the 
present analysis, the interval of an event is defined boginning from 
when at least one tone exceeds a fade depth of 10 dB and lasting until 
all the tones have recovered above 10-dB fade level. Thus, an event 
of ours could include more than one count of Babler's experiment. 
Considering the loss of time because of system shut-downs and tape 
run-outs mentioned in the previous section, the number of 20-dB 
fade events in the two experiments agree with each other satisfac­
torily. Note that the number of fading events during the 1970 autumn 
season appears to be significantly below normal. Unfortunately, not 
all the events could be used in the analyses because of failure in part 
of the instrumentation. Data of 16 events were used in connection 
with the analysis of phase nonlinearity [items (i) and (ii) mentioned 
in the previous section], and the correlation between log-amplitude 
and phase nonlinearities [item (iii)] was made for 14 events. 

6.1 Distribution of Phase Nonlinearity 

The distribution of the phase nonlinear coefficient Ccf> for the 
pooled data of 16 events (consisting of 2284 samples) is shown in 
Fig. 9. Three distribution curves represent the positive, the negative, 
and the absolute values of Ccf>. Observe in Fig. 9 that 70 percent of the 
samples yielded positive values for Ccf> and the remaining 30 percent 
were negative. No attempt was made to study the distributions of the 
individual events, since the sample size was considered inadequate. 
The distribution of I Ccf> I is presented on a log-normal graph in Fig. 10. 
Observe that the smooth curve fitted over the data points is "close" 
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to a straight line. Hence, it appears that the distribution of the phase 
nonlinearity is close to log-normal. This conclusion is substantiated 
more quantitatively in the appendix. 

6.2 Dependence of Phase Nonlinearity on Fade Depth 

Figure 11 shows the dependence of phase nonlinearity on the depth 
of fade. The data points represent the magnitude of quadratic non­
linear coefficient I Cef> I as each event reached the fade depths of 10, 15, 
20, 25, 30, 35, and 40 dB as well as when they come out of the fade. 
This approach of plotting the data points was adopted over that of 
recording the value of I Cef> I at the maximum level of the fade for each 
event for the following two reasons. First, the sample size is larger. 
Second, and more important, as explained in Section IV, I Cef> I could 
momentarily assume a zero value at the peak of the fade because of 
its changing sign, and thus could lead to an erroneous result. The 
smooth curve represents the average value of I Cef> I as a function of the 
fade depth. We see that I Cef> I increases with fade depth beyond 20-dB 
fade. The magnitude of I Cef> I remains constant at 0.02 degree/ (MHz)2 
below 20 dB, which is due to the limitation in the accuracy of equip­
ment and the variance of I Cef> I in curve fitting. (I Cep I should eventually 
go to zero at O-dB fade.) 
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Also presented in the ordinate scale is the delay distortion r(Aw) 
in eq. (19), in seconds over a 1-1VIHz band. Observe that corresponding 
to I Cq, I = 0.1 degree/ (lVIHz)2 and Aw = 27r the delay distortion is 
calculated to be 0.55 nanosecond, and this occurs at a fade depth of 
about 34 dB. This reasoning does not take into account the phase 
dispersion ripples being present between the tones (i.e., frequency 
separation of less than 6.6 MHz). Babler! and H 0 7 have reported the 
presence of such ripples (some of them of significant magnitude) 
superposed on an overall smooth amplitude dispersion curve in a 
20-MHz band. This fine structure is currently being investigated in a 
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more comprehensive study being conducted at Bell Laboratories by 
choosing tones that are closer than G.G-MHz separation. 

6.3 Correlation Between Log-A mplitude and Phase N onlinearities 

The correlation between the log-amplitude nonlinearity Cx and phase 
nonlinearity c¢ was computed for each event. Table I shows the results 
for 14 events. The correlation coefficient was calculated for each event 
using digitized data points for that part of the fade below the 10-, 15-, 
20-, and 25-dB levels in order to establish the dependence of the corre­
lation coefficient R on fade level. The results shown in Table I do not 
easily lend themselves toward making any firm conclusions about the 
physical model that would yield such data, yet they are presented here 
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TABLE I-CORRELATION BETWEEN LOG-AMPLITUDE 

AND PHASE N ONLINEARITIES 

Event 
10 dB 15 dB 20 dB 25 dB 

70-3-1 +0.58 +0.58 +0.68 +0.77 
70-3-2 -0.38 -0.40 -0.71 
70-6-1 +0.80 +0.80 +0.60 +0.36 
70-6-2 +0.68 +0.68 +0.70 +0.70 
70-6-4 +0.50 +0.43 
70-6-5 +0.49 +0.49 -0.70 
70-6-6 +0.36 +0.39 +0.45 -0.48 
70-6-8 +0.68 +0.93 
70-13-1 -0.74 -0.74 
70-16-1 -0.65 -0.67 -0.70 -0.71 
70-16-2B -0.39 -0.62 -0.74 
70-18-1A -0.65 -0.64 -0.71 -0.72 
70-18-1B -0.97 -0.97 -0.98 -0.99 
70-23-1 -0.42 -0.42 -0.48 -0.48 

to give an idea of the complexity of the problem. The fol1owing 
observations can be made on the results. 

(i) The positive and negative coefficients are equally probable. 
(ii) The magnitude of the correlation coefficient, in general, 

increases as the fade-depth increases. 
(iii) The correlation coefficient, in some cases, changes sign near 

the peak of the fading. 
(iv) It appears difficult to predict the behavior of the phase non­

linear coefficient from a knowledge of the amplitude nonlinear 
coefficient. One primary aim in pursuing this course of analysis 
was to investigate whether a deterministic relationship could 
be established between the two coefficients. If this were 
possible, it would have helped a communication system 
designer to build an automatic phase compensator that could 
be controlled by measuring the amplitude dispersion, measure­
ment of the amplitude dispersion being far simpler than that of 
the phase dispersion. 

VII. SUMMARY 

l\1easurement of phase and amplitude dispersion have been made 
over a 20-MHz band at 6 GHz on a 42-km line-of-sight radio link. 
The present experimental technique is unique in that the direct phase 
dispersion, instead of delay distortion, has been measured using the 
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scheme of very-Iong-base interferometry. The base delay between 
adjacent pairs of four tones equally spaced over a 19.8-MHz band was 
measured. Twenty-six events were recorded during the autumn 
season of 1970 that produced phase distortion of greater than 0.02 
degree/ (NIHz)2. All these events had fades which exceeded 20 dB 
below the nominal level. Although the number of events observed 
appears to be considerably less than normal, it was considered adequate 
to derive some preliminary statistics about the phase dispersion charac­
teristics during deep dispersive microwave fading. 

The quadratic phase nonlinear coefficient which is linearly propor­
tional to the delay distortion is observed to have a log-normal distri­
bution. To the best of the authors' knowledge, this is the first time that 
statistics have been obtained on such phase characteristics. These 
results may be useful in the formulation of a statistical model of 
microwave fading. 

The quadratic phase nonlinear coefficient and hence the delay 
distortion increase with the depth of fade. On the average, fades 
deeper than 34 dB below nominal level cause a delay distortion in 
excess of 0.55 nanosecond/l'vIHz. For a monochrome television signal 
with about 4-NIHz bandwidth, the delay distortion permitted is about 
25 nanoseconds. 6 If the same bandwidth is assumed at the radio 
frequency band as would be if it were an amplitude-modulated system, 
the average delay distortion for a 40-dB fade would be, from Fig. 11, 
about 4 nanoseconds, which would be well within the tolerance. Over 
the measured 20-NIHz band, the delay distortion at 40-dB fade would 
be about 20 nanoseconds. 

During the deep dispersive fades, the nonlinear phase and amplitude 
coefficients were found to have nonzero correlation which could be 
either positive or negative. No simple relationship seems apparent 
between the two coefficients. Although simple two-ray models can be 
made to account for both amplitude and phase dispersion,7 the com­
plex temporal behavior indicated in our results along with that re­
ported by Babler! lead us to believe that the multiray (more than two 
rays) phenomenon is the cause of these deep fades. 
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APPENDIX 

To determine the nature of the distribution curve for the absolute 
value of Cq" an entirely empirical approach to the problem was adopted. 
Plotting the raw data of the phase nonlinear coefficient I cq, I on a 
log-normal graph paper indicated that the distribution was close to 
log-normal. In the literature8 a powerful technique exists which 
transforms, in most cases, a given distribution to a normal distribution 
by a suitable linear transformation. Use of this technique was ex­
pected to yield information on how closely the observed set of data 
approximated a log-normal distribution. Following Box and Cox8 who 
have treated such an analysis of transformation, the following trans­
formation was chosen. 

(A ~ 0) 
(20) 

(A = 0). 

Here, A is the parameter that defines the transformation. (For the 
sake of convenience, the absolute value signs have been omitted.) In 
accordance with our assumption, a value exists for A such that Cq,t(A) 
is normally distributed. The value of A can be determined using the 
maximum likelihood theory. The method of maximum likelihood 
involves maximizing the log-likelihood estimate £max with respect to 
the unknown parameters of J..!, 0"2, and A, where J..! and (T2 are the mean 
and variance of the transformed data cq,t (X). The maximum likelihood 
estimate of A, denoted by X, yields the best possible estimate that 
would make the transformed variable cq,t closest to a normal distri­
bution. The maximum log-likelihood function is given by 

£max(A/Clq" C2q" .• " cnq,) = - i log 0"2 + (A - 1) i~110gciq" (21) 

where n is the number of data points. 
The value of A varied between -1 and + 1 in steps of 0.1. The 

maximum value of £max(A) as a function of A occurs at A = - 0.1. 
Thus, the maximum likelihood estimate for A, ~ is -0.1. Figure 12 
shows the data points of Cq,t(~) on a log-normal graph. The straight 
line through the data points corresponds to A = O. It is seen from 
eq. (20) that A = 0 yields a log-normal distribution. Except at the 
large value of nonlinearity, the distribution appears log-normal. This 
is further justified by the fact that ~ = - 0.1 is statistically quite 
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close to zero. The deviation at the high end can be largely attributed 
to poor sample size. 

REFERENCES 

1. Babler, G. M., "A Study of Frequency Selective Fading for a Microwave Line-of­
Sight Narrowband Radio Channel," B.S.T.J., 51, No.3 (March 1972), pp. 
731-757. 

2. Kaylor, R. L., "A Statistical Study of Selective Fading of Super-High Frequency 
Radio Signals," B.S.T.J., 32, No.5 (September 1953), pp. 1187-1202. 

3. Thompson, M. C., Jr., and Vetter, M. J., "Single Path Phase Measuring System 
for Three Centimeter Radio Waves," Rev. Sci. Instr., 29, No.2 (February 
1958), pp. 148-150. 

4. Thompson, M. C., Jr., and Janes, H. B., "Measurements of Phase Stability Over 
a Low-Level Tropospheric Path," J. Res. NBS, 63P, July-August 1959, pp. 
45-51. 



1902 THE BELL SYSTEM TECHNICAL JOURNAL, DECEMBER 1973 

5. Janes, H. B., "Correlation of the Phase of Microwave Signals on the Same Line­
of-Sight Path at Different Frequencies," IEEE Trans. Ant. Prop., November 
1963, pp. 716-717. 

6. Bell Telephone Laboratories, Incorporated, Transmission Systems for Com­
munication Engineers, Fourth Edition (February 1970), p. 721. 

7. Ho, T. L., private communication. 
8. Box, A. E. P., and Cox, D. R., "An Analysis Transformation," Royal Statistical 

Society, Series B, 26, No.2 (1964), pp. 211-252. 



Contributors to This Issue 

DAVID T. CHAI, B.S.E.E., 1959, Purdue University; M.S. and Ph.D. 
in Communication Science, 1961, 1967, University of Michigan; IBM 
Development Laboratory, 1959-1960; Bunker-Ramo Corporation, 
1967-1969; Bell Laboratories, 1969-. Mr. Chai has worked on the 
language design for interactive data management systems. He was 
responsible for the design and implementation of the CPAS (Con­
struction Program Administrative System) Query System along with 
BISP. He was principally responsible for the retrieval part of the 
SNS70 (Switching Network Survey of 1970) System. He is now a 
supervisor of the Quality Information Systems Group of the Quality 
Assurance Center. Member, Eta Kapp Nu, Tau Beta Pi, Association 
for Computing Machinery, American Linguistic Society. 

DAVID D. FALCONER, B.A.Sc., 1962, University of Toronto; S.M., 
1963, and Ph.D., 1967, Massachusetts Institute of Technology; post­
doctoral research, Royal Institute of Technology, Stockholm, 1966-67; 
Bell Laboratories, 1967-. Mr. Falconer has worked on problems in 
coding theory, communication theory, channel characterization, and 
high-speed data communication. Member, Tau Beta Pi, Sigma Xi, 
IEEE. 

GERARD J. FOSCHINI, B.S.E.E., 1961, Newark College of Engineer­
ing; M.E.E., 1963, New York University; Ph.D. (Mathematics), 
1967, Stevens Institute of Technology; Bell Laboratories, 1961-. Mr. 
Foschini initially worked on real-time program design. Since 1965 he 
has mainly been engaged in analytical work concerning the transmis­
sion of signals. Currently he is working in the area of data communica­
tion theory. Member, Sigma Xi, l\1athematical Association of America, 
American Men of Science, N ew York Academy of Sciences. 

THOMAS A. GIBSON, B.S. (E.E.), 1960, Kansas State University; 
Bell Laboratories, 1960-. Mr. Gibson has worked on network, 
control, and traffic aspects of No. 1 ESS. He also participated in 
studies of small electronic switching offices. He is now engaged in the 
study and design of time-shared computing techniques for providing 
information management capabilities. Member, Eta Kappa N u, 
Tau Beta Pi, ACM. 

1903 



1904 THE BELL SYSTEM TECHNICAL JOURNAL, DECEMBER 1973 

LEE E. HEINDEL, B.S., 1965, The Pennsylvania State University; 
M.S., 1967, and Ph.D., 1970, University of Wisconsin; Bell Labora­
tories, 1970-. l\1r. Heindel is engaged in various areas of computer 
science research, notably algebraic algorithms and information 
management systems, and is currently co-authoring a book on inter­
active language design systems. He is a visiting lecturer at Stevens 
Institute of Technology. lVlember, Association for Computing :\1a­
chinery, Sigma Xi, Pi l\1u Epsilon. 

D. M. HENDERSON, B.A. (Physics), 1962, M.S. (Physics), 1964, 
Miami University; Ph.D. (Engineering and Applied Science), 1969, 
Yale University; Bell Laboratories, 1969-. Upon joining Bell Labora­
tories, Mr. Henderson was involved in optical communication at 
10.6 ,urn. Presently he is engaged in optical fiber communication. 
Member, American Physical Society, IEEE, Phi Beta Kappa. 

DAVID G. LEEPER, B.S.E.E., 1969, Washington University; M. Eng. 
(Electrical), 1970, Cornell University; Bell Laboratories, 1969-. Mr. 
Leeper has worked on problems associated with digital transmission. 
Member, IEEE, Eta Kappa Nu, Tau Beta Pi. 

JAMES McKENNA, B.Sc. (Mathematics), 1951, Massachusetts In­
stitute of Technology; Ph.D. (Mathematics), 1961, Princeton Uni­
versity; Bell Laboratories, 1960-. Mr. McKenna has done research in 
quantum mechanics, electromagnetic theory, and statistical mechanics. 
He has recently been engaged in the study of nonlinear partial differ­
ential equations that arise in solid-state-device work and in the theory 
of stochastic differential equations. 

KEVIN C. O'BRIEN, B.S. (Physics), 1963, Boston College; Ph.D. 
(Physics), 1969, Brown University; Bell Laboratories, 1969-. l\1r. 
O'Brien's work at Bell Laboratories has included antenna design, 
microwave propagation on earth-space as well as tropospheric paths, 
digital carrier maintenance, and currently the development of an 
automatic voice response system. He is supervisor of the l\1aintenance 
Information Processing Group. Member, Sigma Pi Sigma, Sigma Xi, 
IEEE. 

BRUCE W. PUERLING, B. A. (l\1ath), 1966, Franklin and l\1arshall 
College; l\1.A. (l\1ath), 1967, University of l\1ichigan; Bell Laboratories, 
1966-. l\1r. Puerling has been engaged in the design and implementa­
tion of interactive computer applications including engineering aids, 



CONTRIBUTORS TO THIS ISSUE 1905 

data base query languages, data base management systems, and tools 
for the design of interactive applications. lVIember, Association for 
Computing IVlachinery, Pi lVIu Epsilon. 

PHILIP J. PUGLIS, JR., Electronics Technology, 1967, RCA Insti­
tutes; B.S.E.E., 1972, Polytechnic Institute of Brooklyn; lVLS.E.E., 
1973, Stanford University; Bell Laboratories, 1967-. From 1967 to 
1972, l\1r. Puglis was involved in various antenna and propagation 
studies which included laser simulation of microwave relay links aimed 
at studying the fading phenomena. He has recently completed the 
OYOC (one year on campus) assignment, 1972-1973 at Stanford 
University. He is currently a member of the Transmission 1\1easure­
ment Circuits Department. 

JERRY T. ROBERTO, B.S. (E.E.), 1965, Newark College of Engineer­
ing; lVLS.(Computer Science), 1966, Harvard University; Bell Labora­
tories, 1965-. l\1r. Roberto has been involved in electronic switching 
systems and development of interactive management information 
systems. He is currently co-authoring a book on interactive language 
design systems. lVIember, Eta Kappa N u, Tau Beta Pi, Association 
for Computing lVIachinery. 

JACOB ROOTENBERG, B.S. (E.E.), 1960, 1\1.S. (E.E.), 1962, D.Sc. 
(E.E.), 1967, Technion-Israel Institute of Technology. 1\1r. Rootenberg 
joined Columbia University in 1967 where he is currently an Associate 
Professor of Electrical Engineering and Computer Science. His fields 
of interest include nonlinear and optimal control systems, simulation, 
and power processing. Since 1971 he has been teaching a series of 
courses in control systems theory as part of the In-Hours Education 
Program at Bell Laboratories. Member, IEEE, SIAlVL 

N. L. SCHRYER, B.S., 1965, M.S., 1966, and Ph.D., 1969, University 
of Michigan; Bell Laboratories, 1969-. Mr. Schryer has worked on the 
numerical solution of parabolic and elliptic partial differential equa­
tions. He is currently studying problems of this type which arise in 
semiconductor device theory. 

PETER F. STOCKHAUSEN, B.S.(Math), 1969, Marquette University; 
M.S. (Applied Math), 1971, Stevens Institute of Technology; Wiscon­
sin Telephone Company, 1066-1969, 1973, Data Processing Systems 
Support; Bell Laboratories, 1969-1973. Mr. Stockhausen has been 



1906 THE BELL SYSTEM TECHNICAL JOURNAL, DECEMBER 1973 

engaged in the design and implementation of computer-supported 
information management systems. Member, Pi Mu Epsilon. 

M. SUBRAMANIAN, B.S., 1953, Madras University (India); Dip., 
1956, Madras Inst. Tech. (India); M.S.E.E., 1961, and Ph.D., 1964, 
Purdue University; Bell Laboratories, 1966-. Mr. Subramanian's 
earlier research included work on receivers, parametric amplifiers, 
and ferroelectric materials in the microwave region as well as non­
linear optics and cathodoluminescence in the quantum electronics 
field. His experience in the field of electromagnetic wave propaga­
tion includes studies on characterization of the atmosphere and its 
effects on optical and microwave propagation. He is currently involved 
with digital carrier maintenance. IVlember, IEEE, Eta Kappa N u, 
Sigma pj Sigma, Sigma Xi. 

K. K. THORNBER, B.S., 1963, M.S. (E.E.), 1964, Ph.D. (E.E.), 1966, 
California Institute of Technology; Research Associate, Stanford 
Electronics Laboratories, 1966-68; Research Assistant, Physics De­
partment, University of Bristol, 1968-69; Bell Laboratories, 1969-. 
Mr. Thornber is a member of the Unipolar Integrated Circuit Labora­
tory. Member, Sigma Xi, Tau Beta Pi. 

RALPH WALK, B.S.E.E., 1966, Tufts University; IVLS.E.E., 1968, 
Columbia University; Bell Laboratories, 1966-. Mr. Walk has 
worked on the design of power conditioning circuitry, using ferro­
resonant devices. Member, IEEE, Sigma Xi, Tau Beta Pi, Eta 
Kappa Nu. 

JOSEPH M. WIER, B.S. (E.E.), 1949, and M.S. (E.E.), 1950, Iowa 
State University; Ph.D. (E.E.), 1956, University of Illinois; Bell Lab­
oratories, 1956-. Mr. Wier has worked on problems in data trans­
mission, data switching, electronic switching, data processing, and 
information management since coming to Bell Laboratories. Member, 
IEEE, AAAS. 



Copyright © 1973 American Telephone and Telegraph Company 
THE BELL SYSTEM TECHNICAL JOURNAL 

Vol. 52, No. 10, December, 1973 
Printed in U.S.A. 

B.S.T.J. BRIEF 

Perturbation Calculations of Rain-Induced Differential 
Attenuation and Differential Phase Shift at Microwave 

Frequencies 

By J. A. MORRISON and T. S. CHU 
(Manuscript received August 24, 1973) 

In a recent note! calculated results of differential attenuation and 
differential phase shift, as a function of rain rate, were given at fre­
quencies of 4, 18.1, and 30 GHz. The calculations have since been done 
at 11 GHz also. These results are based on scattering of a plane elec­
tromagnetic wave by oblate spheroidal raindrops. The point matching 
procedure used to obtain nonperturbative solutions to the problem was 
briefly described, and full details will be presented later.2 Somewhat 
similar calculations have been carried out by Oguchi3 at 19.3 and 
34.8 GHz. 

The purpose of this note is to point out that a modification of 
Oguchi's earlier first-order perturbation approximation,4 for spheroidal 
raindrops with small eccentricity, gives results which are quite close 
to those obtained by the point matching procedure. We also give these 
modified perturbation results at frequencies in the range up to 100 
GHz, although they may be less reliable at the higher frequencies, par­
ticularly at the heavier rain rates.4 We remark that the perturbation 
results are obtained quite inexpensively, whereas the point matching 
procedure is very costly. 

The surface of an oblate spheroidal raindrop is given in spherical 
coordinates by 

r = R(()) = a(1 - v sin2 ())-! = a[1 + !v sin2 () + 0(v2)], (1) 

for 0 ~ () ~ 7r, independently of the azimuthal angle cpo It was assumed! 
that the ratio of minor to major axis depends linearly on the radius 
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a (in cm) of the equivolumic spherical drop; specifically alb = (1 - a). 
Thus, from (1), a = a(l - a)~ and v = a(2 - a). We may rewrite (1) 
in the form 

R(O) = a[l + 2a(! sin2 0 - l) + 0(a2)J, (2a) 

or 

R(O) = a[l + v(! sin2 0 - l) + 0(v2)J. (2b) 

Then, rather than perturbing about a spherical drop of radius a, with 
perturbation parameter v, as did Oguchi,4 we perturb about the equi­
volumic spherical drop of radius a, and take either v or 2a as the per­
turbation parameter. 
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Fig. I-Rain-induced differential attenuation. 
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Oguchi's first-order perturbation results have been generalized to 
axisymmetric raindrops which are nearly spherical, as will be discussed 
in the detailed paper.2 There the first-order approximations to the 
forward scattering functions SI (0) and Sn (0), for horizontally disposed 
oblate spheroidal raindrops, will be compared to the values obtained 
by the point matching method, for the 14 different drop sizes a = 0.025 
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Fig. 3-Comparison between point matching and three perturbation methods for 
differential attenuation. 

(0.025) 0.35. The subscripts I and II correspond to vertical and hori­
zontal polarizations of the incident electric field, respectively. Here we 
consider only the differential attenuation and differential phase shift, 
which are obtained! by summing the real and imaginary parts of 
8n (0)-81 (0) over the Laws and Parsons drop size distribution. 5 We 
comment that for the larger drop sizes the perturbation parameter is 
not small. 

Although extra first-order correction terms arise in the expansions 
about the equivolumic spherical drop, given in (2), they correspond to 
a constant change in the radius of the drop. Hence the corresponding 
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Fig. 4b-Comparison between point matching and three perturbation methods for 
differential phase shift at 30 GHz. 

increments in the forward scattering functions are the same for both 
polarizations, and therefore do not affect the difference Sn (0)-S1 (0). 
Thus Oguchi's formulas4 may be applied directly to calculate this 
difference, by replacing a by u, and using either 11, or v = 2a, as the 
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perturbation parameter. We remark, however, that some simplifica­
tions may be made2 in the four expressions given in equation (37) of 
Oguchi's 1960 paper. 

Using the approximate forward scattering functions from the per­
turbations about an equivolumic sphere, we obtained the differential 
attenuation and differential phase shift versus frequency for various 
rain rates as shown in Figs. 1 and 2. The refractive indexes of water at 
20°0 were obtained as described in the previous note. 1 The curves are 
calculated with the perturbation parameter ii = 2a, whiJe the dots are 
calculated with the perturbation parameter p. The point matching 
solutions are included as crosses; these show good agreement with the 
curves, whereas the dots deviate more from the crosses. (In order to 
avoid confusion, we have omitted the dots and crosses corresponding to 
the differential phase shift at 30 GHz.) On the other hand, we found 
much greater discrepancy between the point matching results and the 
approximate results from the perturbations about an inscribed sphere. 
This discrepancy is illustrated in Figs. 3, 4a, and 4b for 11 and 30 GHz. 
Discrepancies for 4 and IS.1 GHz are similar to those for 11 GHz. The 
above comparison between the point matching solution and three 
perturbation solutions is consistent with the order of geometrical 
errors in the three approximations to the oblate spheroid, i.e., the 
largest error corresponds to (1) and the smallest error corresponds 
to (2a). 

The differential attenuation and differential phase shift recently pre­
sented by Watson and Arbabi6 from 4 through 36 GHz are based upon 
Oguchi's perturbation solution. These numerical values are in general 
considerably lower than those of the point matching solution, except 
for the differential phase shift around 30 GHz, where the differential 
phase shift from the point matching method decreases sharply. The 
differential phase shift becomes negative at mil1imeter wavelengths, 
and hence remains a significant factor in depolarization. 

The authors are indebted to Susan Hoffberg who wrote the programs 
for calculating the first-order perturbation approximations, and to 
Diane Vitello who performed the summation over the drop size 
distribution. 
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Erratum 
"A Theory of Traffic-l\1easurement Errors for Loss Systems With 

Renewal Input," B.S.T.J., Vol. 52, No.6, July-August 1973, pp. 
967-990, by S. R. Neal and A. Kuczura. 

A transcription error occurred in eq. (18). It should be 

and was derived in Ref. 4. This is a transcription error only and does 
not alter the numerical results or the conclusions (S.R.N. and A.K.). 
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