
































































































































































































and J = 80 main stations working. Using these as the parameters of 
the extreme-value distribution (3), we repeatedly generated random 
samples of size four from that distribution. We calculated the mean 
and variance of each such sample and estimated the main-station 
capacity. This process was repeated 100 times for each of the five 
samples and for both 40 and 80 working main stations, yielding a 
sample distribution of the estimated main-station capacity. The spread 
of this distribution is attributable to the variability of the weekly 
peaks drawn from the distribution (3). 

Figure 2 shows an example representing 1000 runs based on the 
IFR * data from McComb, Mississippi, described in Ref. 3. Alongside 
the estimated-main-station-capacity scale is a scale which gives the 
mean return-period of heavy-load hours for the indicated number of 
main stations. Note that if the procedure were followed with only four 
weeks' data, some systems would be overloaded (with return periods 
of heavy-load hours as short"as three weeks) and others, with much 
spare capacity, would be greatly underloaded. Table lA summarizes the 
Monte Carlo results for the five samples. The statistics listed are: 

(i) The percentage of cases that would have a return period of 
less than the desired 13 weeks. 

(ii) The percentage of cases that would have a return period of less 
than 4 weeks. These systems would be considered overloaded. 

(iii) The percentage of cases that would be underloaded by more 
than 20 main stations. A system is considered underloaded if 
it has a return period greater than the central value of 37 weeks. 

We see from Table lA that the percentage of systems that would be 
overloaded ranges from 2 to 14 and the percentage of systems that 
would be seriously underloaded ranges from 3 to 12. On the basis of 
these results it was decided that four weeks' data (one measurement 
month) are not enough for a final determination of main-station 
capacity. We therefore recommend the use of the mean of the main­
station-capacity estimates of four samples of four weeks each. (This 
should be a weighted mean, the weights being the average numbers of 
working MS in the four measurement months. This weighting accounts 
for the greater predictive value of an estimate that is based on the 
traffic of a larger fraction of the stations that will ultimately be 
served.) A Monte Carlo study was carried out for this procedure and 
the results are shown in Table lB. Note that an overloaded or badly 

* Single-party, fiat-rate, residential service. 
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Table 1-Percentage of systems that would have particularly 
high or low loads - summary of Monte Carlo results 

Working Main Stations: 

Study Area 
Hanceville 
Benton-1FR 
Cleveland 
COP6er Hill 
Mc omb-1FR 

Return Return 
Period Period 

<13 Weeks <4 Weeks 

40 I 80 40 I 80 

A: ESTIMATED 
(100 Runs of 4 Weeks Each) 

28% 39% 3% 5% 
21 37 2 4 
28 38 2 14 
29 43 3 10 
19 27 3 5 

B: PREDICTED 
(1000 Runs of 4 Groups of 4 Weeks) 

Hanceville 11.2% 11.4% 0.0% 0.0% 
Benton-1FR 8.8 19.7 0.0 0.0 
Cleveland 10.3 22.6 0.0 0.3 
Co~er Hill 11.3 24.1 0.0 0.0 
Mc omb-1FR 4.1 13.3 0.0 0.2 

Underloaded 
by More Than 

20MS 

40 I 80 

7% 12% 
7 7 
9 7 
3 4 
8 10 

0.3% 0.6% 
0.1 0.5 
0.1 0.1 
0.0 0.0 
0.1 0.1 

underloaded system would result very infrequently. Figure 3 shows a 
histogram of the sample distribution based on the McComb data. We 
distinguish the result of the modified procedure, using the mean of 
four estimated capacities, by calling it the predicted main-station 
capacity; and Fig. 3 is so labeled. 

The last two pairs of columns in Table I relate to cases in which 
the administrative system may be said to have performed inadequately. 
The criterion for this is more stringent on the overload side, as neces­
sitated by the inherent variability of the predicted capacities. This 
difficulty could be cured by taking many more measurements-a solu­
tion whose cost, in our judgment, would not be justified. 

An alternative to the averaging procedure would be to calculate 
the mean and variance of 16 weekly peaks and to use the main­
station-capacity charts only once. The precision of this approach was 
shown by a Monte Carlo study to be comparable to that resulting 
from averaging the four estimates from groups of four weekly peaks. 
But, as mentioned above, if a system is being filled during the measure­
ment period, there is a much better chance of the number of working 
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Fig. 3-Monte Carlo results: 40 working main stations; 1000 runs of 4 groups 
of 4 weeks. 

main stations remaining nearly constant for four weeks than for 16 
weeks. 

The spread of the capacity estimates, as indicated by Table I, 
was slightly larger with 80 main stations working than it was with 40. 
We have found no convincing explanation for this unexpected result. 

VII. DISCUSSION OF ASSUMPTIONS 

Several assumptions used in the foregoing argument are known to 
be invalid. Nevertheless, the procedure we recommend worked well 
when applied to the Rural Line Study data. [Some confirmation of its 
efficacy comes from weekly peak loads observed in an SLM system trial 
in Brandon, Mississippi, which closely fit the Gumbel distribution (3).J 
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But in order to distinguish the realistic from the idealized features of 
our mathematical model, we summarize the latter in this section. 

The concept of a candidate busy-hour is fictitious. However, we 
know of no better means of proj ecting the distribution of weekly peaks 
from the current number of working main stations to a larger number 
of main stations; and it seems intuitively reasonable that not all 
waking hours of the week should be equally likely to contain the 
week's highest load. Furthermore, as shown in Appendix A, the pro­
cedure does seem to be quite insensitive to the form of the assumed 
distribution of candidate-busy-hour loads and to the number n of 
candidate busy-hours. We do not believe that this aspect of our 
model will cause problems in practice. 

It is also assumed that the loads generated during a candidate 
busy-hour by each of the (existing or future) working main stations 
are statistically independent and identically distributed. In fact, sub­
scribers in an area do not behave independently, since they are subject 
to similar influences from events in their shared environment. More 
important is the critical assumption that the load parameters are 
identical for all customers. Departures from this assumption among 
customers already served may actually offset other errors in the 
model, as noted in Section V; but the possibility of adding to an SLM 
system a group of subscribers whose traffic characteristics differ 
considerably from those of the ones already being served constitutes 
the greatest danger in using the predictive method of administration 
here proposed. One way of guarding against this danger is to limit the 
number of main stations that may be added to a system before addi­
tional measurements are taken; and a precaution of this kind is 
included among the rules of administration given in Appendix B. New 
subscribers should be added to a system even more cautiously if they 
are thought to differ sociologically from those whose loads have been 
measured, especially if those to be added have higher incomes. Business 
telephones, in particular, may generate several times the loads typical 
of residential service. 

The problem of seasonal variation has not been mentioned. No 
seasonal effects were observed in the Rural Line Study, but some 
SLM systems, especially in resort areas, will have highly seasonal 
loads. Our administrative procedure contains no internal safeguards 
against this source of error. Local knowledge will have to ensure that 
only weekly peak loads recorded in the busy season are used as inputs 
to the computations, and in some cases this may force planning to be 
based on fewer than four 4-week estimates of MS capacity. 
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In the discussion above, it has been assumed that the number of 
working main stations remains constant during a measurement month. 
The case in which inward or outward movement occurs during or 
between measurement months is covered by some of the rules in 
AppendixB. 

I t is not known whether any error is introduced by applying to 
peak loads the load-service relations deduced from Jones's model. 

VIII. SUMMARY AND CONCLUSIONS 

In this paper we describe a procedure for forecasting the main­
station capacity of an SLM system when it is partially filled. The pro­
cedure is simple to use, requiring little data and few calculations. Its 
validity and precision have been shown to be adequate by applying 
it to the Rural Line Study data (as described in Appendix A) and 
through a Monte Carlo study of its statistical variability. An SLM 
system filled in the recommended way should be essentially 
nonblocking. 

In fact, most rural systems will be able to serve many more than 
the nominal 80 MS. Application of our procedure to the data from the 
Rural Line Study led to a sample of predicted capacities whose mean 
slightly exceeds 120 MS, but this figure must be viewed with caution 
for three reasons: First, this is the mean of the limits imposed by 
traffic considerations alone; geographical constraints associated with 
transmission criteria may keep it from being attained in practice. 
(Lack of demand for multiparty service could also act to limit main­
station fills.) Second, the Rural Line Study was conducted in eight 
rural areas in the territory of South Central Bell; loads would cer­
tainly be larger in some suburban applications, and as yet we have no 
assurance that our data are representative even of rural areas in other 
parts of the country. And third, the predicted capacities have a very 
wide spread; a small but significant fraction of systems are predicted 
to have a capacity of only 80 MS, confirming the early choice of that 
number as appropriate for rural use. Studies of suburban traffic that 
are now in progress should lead to an evaluation of SLM main-station 
capacities in the suburban environment. 

In this study we have viewed the capacity of a telephone system in 
terms of its behavior in the presence of peak rather than average 
demand. (In this general sense our work has many forerunners, in the 
Bell System and elsewhere.) Instead of measuring the load in a time­
consistent busy-hour, we record only the load carried during the 
busiest hour of the week. This reduces the measurements required to 
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only one observation per week by focusing on the hour that is most 
important to the quality of service, regardless of when that hour 
occurs. It has the corresponding disadvantage of working with a 
traffic statistic that is volatile (as compared to the more stable mean, 
for example) and therefore difficult to predict with accuracy. 

Although our procedure was developed for subscriber multiplexers 
with concentration, we hope that modified versions of it will prove 
applicable to other traffic-handling systems. 
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APPENDIX A 

Number of Candidate Busy-Hours and Their Load Distribution 

In the body of this paper we assume that the candidate-busy-hour 
loads are normally distributed. Although the central-limit theorem 
supports this assumption, the gamma distribution has in some situa­
tions been found to be more descriptive of offered loads; and unlike 
the normal, it does not imply the existence of negative loads. This 
appendix summarizes a study comparing the normal and gamma 
distributions as bases for scaling peak loads, and also leading to the 
choice of n = 10 as the number of candidate busy-hours. 

The gamma distribution function, also a member of the exponential 
class, takes the form 

G(x) = -- s.,-le-s/fJds 1 !C
X 

r (1])~" 0 
(18) 

for x > 0; G(x) = 0 otherwise. The scale of G is determined by the 
parameter ~ and the shape by 1]; the mean and variance are ~1] and 
~21] respectively. The distribution G is asymptotically (as 1] -700) 
normal. It is considerably more difficult to manipulate algebraically 
than is the normal: For example, such expressions as (13) and (14), 
which are simple for the normal, are not available for the gamma. 

With a change of variable in (18), eqs. (8) and (9) become 

s.,-le-sds = 1 - -1 !cu/fJ 1 
r(1]) 0 n 

(19) 

and 

(20) 
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The procedure requires that given n, u, and ct we solve (19) and (20) 
for 7] and {3. This was done by using a modified regula-falsi method of 
iteration. Solving for U and ct when 7] and {3 are given is somewhat 
easier: Given 7], the value of u/ {3 can be found from a subroutine for 
the inverse incomplete gamma function, and from u/ {3 the product 
Uct is easily calculated from (20). 

It is well-known that the sum of independent, identically distributed 
gamma variables is also gamma. Hence, if the candidate-busy-hour 
load distribution for J main stations is gamma with parameters {3 

and 7], the individual main-station mean load J.L = {37]/ J with variance 
u2 = {327]/ J. Thus the candidate-busy-hour load distribution for K 
main stations is also gamma with scale parameter {3 and shape param­
eter K7]/ J. 

We now have all that is necessary to arrive at UK and ctK, for both 
the gamma and normal distributions, if we are given UJ and ctJ and 
any value of n. 

In choosing the form of the candidate-busy-hour distribution F and 
the number n of candidate busy-hours, we used the Rural Line Study 
data to evaluate the precision and bias of the estimation procedure. 
We chose 13 groups of lines, varying in size from 54 to 254 main 
stations, on which we had peak-load data in series whose lengths 
varied from 14 to 51 weeks. We divided each group in two in such a 
way that the two subgroups were approximately equal in the numbers 
of main stations for each class of service. We found the weekly peaks 
for each subgroup and, combining the two subgroups, for each whole 
group as well. From the subgroups' weekly peaks we predicted the 
distribution of the weekly peaks for each whole group and then com­
pared these predictions with the observed whole-group weekly peaks. 
This was done with both normal and gamma candidate-busy-hour 
load distributions, for numbers of candidate busy-hours ranging from 
6 to 18. 

To determine the best model two measures were used: the root­
mean-square deviations of the subgroup predicted values from the 
total-group estimated values of the mean peak load and of the 37-week­
return-period load. Table II shows the results of these calculations. 
Since the gamma and normal assumptions perform about equally 
well, and since calculation of the charts (such as that shown in Fig. 1) 
is many times easier, faster, and cheaper with the normal, we chose 
it as a model for the distribution of candidate-busy-hour loads. The 
results of our procedure are not very sensitive to the value of n; and 
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Table II - Variability of predicted peak loads - square-root 
of the mean-squared deviation (in CCS) 

Number of Mean Weekly Peak 37-Week-Return-Period Load 
Candidate 

Busy-Hours Gamma Normal Gamma Normal 

4 22 21 24 24 
6 17 16 23 23 
8 14 14 24 23 

10 13 13 25 25 
12 13 14 27 26 
14 13 15 29 28 
16 14 17 31 29 
18 15 18 32 31 

we took n = 10 because this value gave optimal performance in 
predicting the mean weekly peak load (the more stable statistic) and 
nearly optimal for the 37-week-return-period load. 

Table II also gives us an evaluation of the procedure; and in par­
ticular, it tests the assumption of homogeneity within the groups of 
customers represented. The rms error for the predicted mean weekly 
peak is 13 CCS, or about four to six main stations. This means that 
most such predictions should be accurate to within 10 main stations. 
(Since these results come from 14 to 51 weeks' data, the statistical 
variability that would result from using only four weekly peaks is not 
represented here; it was investigated in the Monte Carlo study dis­
cussed in the body of this paper.) 

Table III shows the predicted means and the whole-group sample 
means for the weekly peaks of the 13 groups, using the normal model 
with n = 10. There appears to be no bias in the prediction procedure. 
The last column in Table III shows the predicted main-station ca­
pacities for SLM systems if installed in the 13 study areas. These 
capacities range from 100 to well over 160 main stations. Excluding 
the five groups that are predominantly four- and eight-party sub­
scribers, the mean main-station capacity is 124. 

APPENDIX B 

Rules tor Traffic Administration * 

In order to ensure that the conditions for validity of our mathe­
matical model are satisfied, or nearly so, and to guard against erroneous 

* The proposed procedure, together with these operational rules, is now being 
tested in field use. This appendix is included here only to illustrate problems that 
arise in reducing the peak-load approach to practice. 

278 THE BELL SYSTEM TECHNICAL JOURNAL, FEBRUARY 1974 



~ » 
~ 
r o 
» o 
-t 
:D » 
II 
II 
(5 
» 
o 
~ 
Z 
~ 
:D 

~ 
o 
z 

I\) 
...... 
co 

Group Location 

Cullman, Ala. 
Hanceville, Ala. 
Jones Chapel, Ala. 
Jones Chapel, Ala. 
Benton, Tenn. 
Benton, Tenn. 
Cleveland, Tenn. 
COP6er Hill, Tenn. 
Mc omb, Miss. 
McComb, Miss. 
Tylertown, Miss. 
Tylertown, Miss. 
Tylertown, Miss. 

Table 111- Comparison of predicted and observed peaks (in CCS) 
from the 13 Rural Line Study groups 

Number of Main Stations for Predicted Mean Weekly 
Each Class of Service No. of Peak for Total Group Whole-Group 

Weeks Sample Mean 

1FR 2FR 4 & 8FR Subgroup I Subgroup II 
Weekly Peak 

49 4 33 44 230 265 246 
54 22 12 28 265 274 278 

254 14 413 461 426 
6 114 14 324 308 308 

54 43 192 180 187 
68 43 174 188 181 

72 24 51 348 320 326 
71 22 40 345 323 338 
79 26 253 261 253 

205 26 461 460 477 
33 40 33 26 234 249 237 

147 26 261 282 270 
151 26 353 335 339 

-- - ------- -- -----

Predicted 
Main-Station 

Capacity 

130 
110 

>160 
>160 

115 
150 
110 
100 
120 
135 

>160 
>160 
>160 



predicted capacities when they are not, we give the following rules and 
guidelines for the use of the administrative procedure. 

Data and definitions 

Readings should be taken (and the WPL register reset to zero) at 
the same time every week. When this is not possible, each measure­
ment week must contain no more than six weekdays and no less than 
four weekdays. When this condition is violated, the data should be 
discarded. 

Measurement weeks need not be contiguous. Studies have shown 
that there is no serial correlation among weekly peaks. A missing 
week should therefore not affect the results, so long as there are four 
weekly peaks in each measurement month. 

The number J of main stations associated with a measurement 
month should be the mean of the numbers of main stations being 
served at the times the four weekly peak loads were recorded. This 
mean should be rounded to the nearest multiple of ten when one of 
the charts such as Fig. 1 is to be chosen. 

Inward or outward movement of main stations served by an SLM 
system will tend to increase the variance of the weekly peak loads and 
so to decrease the accuracy of capacity estimates. A study has shown 
that if the number of main stations varies more than 10 percent during 
a measurement month, the peak-load data should not be used to 
estimate a main-station capacity. 

The MS capacity predicted from several measurement months is 
the weighted mean of the monthly estimates. The weights are the 
numbers of working main stations for each measurement month. 

No measurements should be used when fewer than 40 main stations 
are being served. For this reason, the first of the charts for estimating 
main-station capacities is for J = 40 working main stations. 

Restrictions on aI/owed fill 

No system should be loaded beyond 60 main stations until the 
available data (used in accordance with the rules in this appendix, and 
consisting of at least an estimate based upon one measurement­
month) indicate that it is safe to do so. (The Rural Line Study shows 
that even some rural systems may suffer excessive blocking with 80 
main stations.) 

No system may serve more than 160 main stations, with this 
exception: Unusual configurations in which no concentrator-blocking 
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is possible, such as 24 lines with 8 MS on each, are perfectly acceptable 
with respect to the considerations treated here. 

Except for the initial fill, no more than 40 main stations may be 
added to an SLM system on the basis of a single predicted capacity. If 
a predicted capacity exceeds the present fill by more than 40 MS, the 
system should be allowed to grow by 40 MS and a new series of mea­
surements taken. This rule embodies a compromise between the 
value of predicting main-station capacities and the danger of adding 
customers unlike those already served. 

If the current main-station capacity estimate was calculated from 
fewer than four measurement months, the number of main stations 
may be increased to the lesser of 

(i) the current main-station-capacity estimate minus 20, and 
(ii) the mean of the current main-station-capacity estimate and 

the current number of working main stations. 

These restrictions are necessary because of the statistical variability 
of such estimates. 
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Time Domain Analysis and Synthesis 
of Notch Filters 
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The response of notch filters to sudden excitations is analyzed. Unit 
step and stepped trigonometric inputs are considered for the class of 
filters derived from low-pass networks by a frequency transformation. 
I t is possible in some cases to approximate the transient solutions in terms 
of Laguerre functions and deduce general properties of notch filters from 
these solutions. The use of phasing sections to modify the transient response 
is also examined. It is shown that this method can be used to effectively 
reduce the overshoot in the response to a stepped trigonometric excitation. 

I. INTRODUCTION 

In order to accurately measure noise levels in compandored com­
munication systems, it is necessary to set the compandor charac­
teristics at approximately the values associated with signal trans­
mission. This is done by applying a so-called "holding tone" which is 
subsequently removed by a notch filter incorporated into the measuring 
set. This investigation originated in connection with the design of such 
a notch filter for an impulse noise counter.1 The filter has to meet 
both frequency and time domain requirements. The frequency response 
requirements could be readily met with existing filter design pro­
cedures. However, the time domain characteristics of notch filters 
needed investigation with regard to the suitability for the present 
application. The time domain requirement is that the filter when 
combined with a C-message weighting filter2 and excited with a stepped 
trigonometric time function at the notch frequency should, in the 
transient state, have only a specified overshoot level. This requirement 
is imposed by the necessity to distinguish in the measuring set between 
sudden gain and phase variations and impulse noise. 

To examine the transient response oj notch filters, a class of such 
filters derived from low-pass filters by a frequency transformation is 
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considered. The transient response to a unit step function, and to a 
stepped t.rigonometric function with the notch frequency, is expressed 
in terms of the low-pass impulse response. It is shown that the low­
pass and notch filter response are for both excitations related by a 
Hankel transform. Some general properties of the transient response 
are deduced by considering notch filters for which the response can 
be obtained approximately in terms of generalized Laguerre functions. 

This investigation shows that notch filters would distort narrow 
time pulses of duration less than one-half the notch frequency period. 
The amount of distortion is related to the notch depth. The response 
of a notch filter to a stepped trigonometric function can be kept to a 
low level only after a certain time duration, which depends on the 
filter parameters. The transient response of a notch filter followed by 
a low-pass filter may still assume large values at relatively short times 
from the beginning of the response. A method of decreasing the 
transient response at such times by the use of phasing sections is also 
presented. The use of phasing sections is of particular importance 
where it is necessary to modify the transient response without affecting 
the frequency response. 

Although this work is primarily concerned with notch filters, the 
methods used may also be applied to determine the transient response 
of high-pass and bandpass filters, when derived from low-pass filters 
by a frequency transformation. 

II. TRANSIENT RESPONSE OF NOTCH FILTERS TO A UNIT STEP FUNCTION 

A class of notch filters derived from low-pass filters by a frequency 
transformation3 is considered. The transformation corresponds to re­
placing the inductances and capacitances in the low-pass filters with 
parallel and series resonant circuits, respectively. Let T L (s) be the 
low-pass transfer function in the complex frequency domain s. The 
transformation is given by 

{3z 
s= ---

Z2 + w~' (1) 

where Wo = 27r fo, fo = notch frequency, and {3 is a constant. (For 
low-pass filters normalized such that for s = jw the 3-dB bandwidth 
is at w = 1, (3 is the 3-dB circular bandwidth of the notch filter.) The 
transfer function of the notch filter in the complex frequency domain 
z, TN(z), is related to the low-pass transfer function TL(S) by 

TN(Z) = TL (Z2: w~)· (2) 
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To investigate the transient response of notch filters, that response 
is related to the impulse response of the low-pass filter. Such a rela­
tionship is obtained by first expressing the transfer function of the 
low-pass filter in terms of the Laplace transform of the impulse re­
sponse, f L (t), 

TL(S) = 1000 

e-stfL(t)dt; (3) 

then from (2) the transfer function of the notch filter by 

(00 [(3zt] TN(Z) = Jo exp - Z2 + w~ fL(t)dt. (4) 

The time response, fNS(t), of the notch filter to a unit step function 
can now be obtained by inversion of the Laplace transformation, 
through integration in the complex plane over the contour r, as follows: 

(5) 

where 'Y is a positive constant. The relationship between step response 
of the notch filter and the impulse response of the low-pass filter is 
obtained by the substitution of (4) into (5) yielding 

1 ~ e
zt !coo ((3ZU) fNS = -2' - exp - ~+ 2 f L(u)du dz. 

7r J r Z 0 Z Wo 
(6) 

In Appendix A it is shown that (6) can be expressed as follows: 

fNS(t) = [1000 

fL(U)dU] ·l(t) 

-f [J,~ h(u) ~Jl(2;i~xU)dU] J.(2w.;ixt - x2)dx, (7) 

where 1 (t) is the unit step function and In(y) is a Bessel function of 
order n. 

In (7) the first term is the undistorted unit step response and the 
second term expresses the distortion introduced by the notch filter. 

The first term can be simplified by observing that from (3) 

(8) 

Without loss of generality, T L(S) can be normalized to be equal to 
unity at zero frequency. The expression in the brackets of the second 
term contains a Hankel transform,4 of order one, hence (7) can be 
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written 

!NS (t) = 1 (t) - 2 lot ,/II (2-{j3X) ~ J 0(2wo -vxt - x2)dx, (9) 

where 1/11 is the Hankel transform. 
The integration in (9) can be performed approximately by using 

the method of stationary phase. This is a good approximation when 
the Hankel transform is a slowly varying function in comparison to 
the Bessel function. It is also shown in Appendix A that with the 
stationary phase approximation (9) can be approximated by 

(10) 

An example considered subsequently shows that (10) is indeed a good 
approximation for {3 « W o, i.e., for narrowband notch filters. 

III. TRANSIENT RESPONSE OF NOTCH FILTERS TO A UNIT STEPPED SINE 
FUNCTION 

The transient response to this function is obtained in a manner 
similar to the response to a unit step function. However, a more 
general response function, !Nm (t), is considered, 

w2m+1 ~ T L ( Z2 : w2 ) 
!Nm(t) = -2

0
. ezt (2 + 2) ~1 dz, 7r J r z Wo m 

(11) 

providing for the possibility of a low-pass notch combination. The 
time response of a notch filter to a stepped sine function with the 
notch frequency is obtained as a special case, by setting m = O. 
Proceeding in a manner similar to Appendix A, it can be readily 
shown that (11) can be expressed as follows: 

!Nm(t) = w. f If h(u) [ w~(t/l: x) r'J m(2;1/lux)du I 
.J m[2Wo-Vx(t - x) Jdx. (12) 

Equation (12) also contains a Hankel transform but of order lrL 

Similarly as before, (12) can be approximated by using the method 
of stationary phase. It can also be readily shown, from the results in 
Appendix A, that with this approximation (12) is given by 

!Nm(t) ~sin (wot - ~7r) 1oO'J !L(U) (;J~)m/2Jm(-V2{3Ut)dU'1(t). (13) 
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It is shown below that, for m = 0, (13) is a good approximation 
for {3 «wo• 

IV. APPLICATION TO PARTICULAR TYPES OF NOTCH FILTERS 

4.1 Introduction 

To gain some insight into the behavior of the transient response, a 
low-pass transfer function is chosen for which the integrals (10) and 
(13) can be evaluated. As mentioned before, these integrals are Hankel 
transforms. A class of functions for which Hankel transforms can be 
evaluated in closed form are the generalized Laguerre functions. 5 ,6 In 
fact, for these functions the Hankel transforms are self-reciprocal. 5 

These functions form orthogonal sets so that, in principle, any passive 
filter impulse response can be expanded in terms of these functions. 
However, the impulse response of some low-pass filters may be ap­
proximated closely by a single Laguerre function. Such a response can 
be used to obtain an estimate of the notch filter response. 

The low-pass transfer functions considered are of the following form: 

(s/a2 + l)n 
TL(S) = (s/a1 + l)n+m+l 

with m and n integers, n, m ~ 0, and 0'.1 > o. 

(14) 

The transfer function (14) is normalized such that T L (0) = 1.0. This 
function can be considered as consisting of (m + 1) cascaded low-pass 
filter sections and, for 0'.2 = - 0'.1, of n phasing sections. For physical 
realizability of the n cascaded sections, it is necessary and sufficient7 ,8 

that 10'.21 ~ 0'.1· 

The impulse response corresponding to the transfer function (14) is9 

(15) 

where Lr;:(x) are generalized Laguerre polynomials given bylO 

L~(x) = t (-I)k (n + m) Xk. 
k=O n - k k! 

(16) 

These polynomials are oscillatory for positive arguments and mono­
tonically increasing for negative arguments. 

4.2 Unit step response 

The integral (10) with f L(U) given by (15) can be reduced to a 
tabulated integral for the special case n = o. The applicable integral 

NOTCH FILTERS 287 



is of the form ll 

1000 

e-x2x2n+ll+lJIl(2x-{}i)dx = ~! e-Yyl/2IlL~(Y). (17) 

For this special case the low-pass transfer function is 

1 
T L(S) = (s + l)m+l , (18) 

where without loss of generality al is set equal to one. 
The transient response of the notch filter is obtained by using (10), 

(15), and (17) and is approximately 

!NS(t) ~ [1.0 - :0 e-(~/2)tL; (~t) sin wot].l (t). (19) 

It is of interest to determine the accuracy of (19) for different 
values of m. This is done in Appendix B for m = 0, 1, and 2 where 
(19) is compared with the exact solutions. It is shown that the accuracy 
of (19) is of order {3/wo when expressions multiplied by both sin wt 
and cos wt are considered. However, expressions multiplied by sin wt 
only are of order ({3/w o)2, so that near the maximum amplitudes of 
the second term in (19), expected near cos Wot ~ 0, the approximation 
can be said to be of order ({3/ wo)2. Equation (19) is therefore a very 
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good approximation for fJ/w o « 1, i.e., for notch filters in which the 
3-dB bandwidth is much smaller than the notch frequency. 

In Fig. 1 the function e-xL:n(x) is shown for m = 0, 1, 2. It follows 
from this figure, in conjunction with (19), that the distortion of the 
unit step function will be particularly pronounced in the time vicinity 
T = 7r/2wo. In Fig. 2 the values of the second term in (19) are plotted 
as a function of fJT /2 for m = 0, 1, 2. This graph gives an estimate of 
the distortion of the unit step function, and is of particular· significance 
when considering the transient response of notch filters to pulses of 
short time duration. This investigation shows that pulses of duration 
less than one-half notch frequency period will be considerably dis­
torted by notch filters. 

To obtain a numerical estimate of the distortion, a notch filter with 
the following requirements is considered: (i) Notch frequency-1010 
Hz. (ii) Notch depth at least -30 dB in the frequency range 995-1025 
Hz. A notch filter with these requirements is derived from the low-pass 
transfer function (18) for m = 0, 1, 2, 3. 

It readily follows from the transformation (1) that fJ can be deter­
mined from the following equations. 

fJ = wA27r(fo - II) (1 + ~ ) , (20) 

where fo = notch frequency, fl is the lower frequency where a notch 
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depth A[dB] is required, and, from (18), 

WA = ~exp - (10(:+ 1) In 10) - 1. 

The 3-dB bandwidth B of the notch, also obtained from (1), is 

{3 
B=-

27rWB' 

where WB is given by (21) with A = -3.0. 

(21) 

(22) 

Table I lists the filter parameters, including the maximum value, 
am, of the second term in (19). 

It is evident from Table I that the 3-dB bandwidth and the distor­
tion term am decrease as the number of sections increases. The differ­
ence is particularly pronounced between m = 0 and m = 1. A further 
decrease in the distortion term can be obtained by decreasing {3; how­
ever, this also reduces the depth of the notch. 

The listed values of am seem to be representative of what is obtain­
able with notch filters of specified notch depth and 3-dB bandwidth. 
For example, computation of a two-section notch filter derived from 
a, Tschebyscheff low-pass filter with 0.5-dB ripple gave a value for 
am of 0.18. The notch depth of this filter was also -30 dB and the 
3-dB bandwidth 170 Hz. The lower value obtained with this filter can 
be attributed to the more oscillatory behavior12 of the low-pass impulse 
response. Equation (10) suggests such an interpretation. 

4.3 Transient response to a stepped sine function 

The low-pass transfer function (14) and the corresponding impulse 
response (15) are again considered. With that impulse response the 
integral (13) is given by 

a1+
m

+
1 

n! (wot )m/2 . ( m7r ) 
!Nm (t) = ~ (n + m) ! 2{3 sm wot - 2 

'Io~ e-aluum/2L~[(al - a2)u]Jm(-V2{3ut)du. (23) 

The integral (23) can be evaluated in closed form, again yielding 
Laguerre functions6 

!Nm(t) = (n! (wot)m e-fJtI2alL~ [f!!. (a2 - al) ] 
n + m) ! 2 2 ala2 

. ( m7r) 'SIn wot - 2 .' (24) 
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Table I-Notch filter parameters 

m WA WB J3[kHz] B[Hz] am 

0 31.61 1 6.00 955 0.527* 
1 5.53 0.64 1.05 260 0.273 
2 3.00 0.51 0.57 178 0.234 
3 2.15 0.43 0.41 149 0.227 

* Computed from the exact expression, and occurs at a time, t = 0.12 ms. 

It is noted that with the condition for physical realizability of the 
n cascaded sections in (14), \a2\ ~ aI, that the argument of the 
Laguerre functions is always positive, and hence the functions are 
oscillatory. 

From (11), (14), and (1), (24) corresponds to the inverse of the 
following Laplace transform: 

T(z) = [Z2 ~ w~ ] [ (Z2 + wtr ~/aIZ)m ] 

[ 
Z2 + w~ ] [( Z2 + w~ + ~ / a2Z ) n] 

. Z2 + w~ + ~/alz Z2 + w~ + ~/alz . (25) 

The terms in the brackets in (25) can be interpreted as transforms 
of (i) a stepped sine function, (ii) an m-section low-pass filter, (iii) 
a notch filter section, (iv) n phasing sections for a2 = - al or n addi­
tional notch sections for a2 -+ 00 • 

The transient response of a notch filter followed by a low-pass 
filter is of interest. However, (25) is restricted to a particular low-pass 
filter with a high-frequency cutoff in the vicinity of the notch fre­
quency, and will not be considered further. 

Setting m = 0, (24) simplifies to 

fNO(t) = e-(,B/2c:q)tL~ [J!i (1 - ~)] sin wot. (26) 
2al a2 

The special case a2 -+ 00, treated previously for the unit step re­
sponse, can be obtained from (26) and is in agreement with the result 
obtained by performing the integration directly by using (17). 

For a2 -+ 00 and m = 0, 1, 2, a comparison was made between the 
exact solutions and the approximate solution (26). The comparison 
showed the same accuracies as for the unit step response. 

The time response due to a stepped cosine excitation can be ob­
tained by differentiating (26) and dividing by woo It readily follows 
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that, within the accuracy of (26), the same expression is obtained but 
with sin wot replaced by cos wot. 

It is noted that (26) gives the correct value for t = O. This value 
can be obtained by using the initial value theorem of Laplace 
transforms. 13 

lim sF(s) = lim J(t). (27) 
8 -+00 t-+O 

Graphs of e-xL~(x) are shown in Fig. 3 for n = 0, 1,2. These graphs 
give the envelope of the transient response (26) for 0:2 ~ 00. The 
effect of finite values of 0:2 can be deduced from the graphs. For 
example, for 0:2 negative the arguments of the Laguerre functions 
increase reaching maximum values of ({3t) /0:1 for 0:1 = - 0:2. Therefore, 
for the same (3t the spacing between the zeros would decrease and 
the maximum values increase. For positive 0:2 the opposite would be 
the case. 
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0.8 t-tt-\:----t----+-----t----t------t----I 
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0<: 
...J 0.4 
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Fig. 3-Laguerre functions, e-zL~(x). 
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It has been shown above that the transient response of notch filters 
can be obtained from the Hankel transform of the low-pass impulse 
response. This property can be used to deduce the qualitative charac­
teristics of notch filters derived from conventional low-pass filters of 
the Bessel, Butterworth, and Tschebyscheff type. The impulse re­
sponse of conventional filters, with transfer function polynomials of 
the same order and approximately the same bandwidth, has similarities 
to the impulse response considered. Therefore, the graphs shown in 
Fig. 3 are also representative of the transient response of notch filters 
derived from conventional filters. 

The transient response of notch filters can be kept arbitrarily low 
at large times, such times being defined after the first zero of the 
envelope, to. The time to can be kept small by the choice of the number 
of sections m, and/or by choosing ~/allarge. However, for the interval ° ~ t ~ to these methods are not effective. In fact, it has been shown 
above from the initial value theorem (27) that, at t = 0, the envelope 
of the response is unity independent of the filter parameters. A low­
pass filter combined with a notch filter would cause the transient 
response to be zero at t = 0, and behave, for small t, as tk- 1 if k is the 
order with which the transfer function goes to zero as 8 ~ 00 • However, 
with a given low-pass filter the transient response may not be reduced 
to a desired level at small t. An additional method of reducing the 
response by the use of phasing sections is discussed subsequently. 

4.4 Numerical computations 

To illustrate some of the properties of notch filters, numerical 
computations for a three-section filter (m = 2), with the parameters 
given in Table I, have been performed. Figure 4 shows the filter 
response to a step function and Fig. 5 the response to a stepped cosine 
function. The computed results are essentially in agreement with 
those obtained based on the approximate method. Figure 6 shows the 
transient response of this filter followed by a C-message weighting 
filter, when excited with a stepped cosine function. A comparison of 
Figs. 5 and 6 shows that the C-message filter reduced, as expected, 
the first lobe of the response, affected only slightly the second lobe 
and increased the subsequent lobes. Increasing ~ and hence the 3-dB 
bandwidth of the notch is not very effective in reducing the second 
lobe. This led to the investigation of phasing sections as a means of 
reducing the transient response. 
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v. TRANSIENT RESPONSE OF PHASING SECTIONS 

The transient response of a phasing section is considered when 
excited by a damped sine function representing the output of the 
notched low-pass filter combination. Let the transfer function of the 
phasing section, T pes), be given by 

S2 - CS + d 2 

T pes) = S2 + CS + d 2 (28) 

and the Laplace transform of the damped sine function, F d (s), by 

~29) 

withwd = ~b2 - (a/2)2. The Laplace transform of the response, F(s), is 

W d (S2 - CS + d 2) 

F (s) = S2 + as + b2 S2 + CS + d2 
(30) 

Equation (30) can also be written 

F(s) 
S2 + as + b2 

- 2CWd r A (s + 0 + B + C (s + n + D 1 ' (31) 
S2 + as + b2 S2 + CS + d 2 

where the constants A, B, C, and D are obtained by comparing (30) 
and (31). 
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I t can be readily shown that the time response corresponding to 
(31), J(t), is 

J(t) = e-(a/2)t [sin wdt - 2~b sin (Wdt + ()o) ] 

2cd Wd . + - - e-(c/2) t SIn (WIt + ()l) (32) 
r WI ' 

where 

r = ~ (d2 - b2)2 + (c - a)[b2c - d2a], (33) 

(d2 - b2)Wd 
tan ()o = b2(c _ a) _ a/2(d2 _ b2) , (34) 

(d2 - b2)WI 
tan ()l = d2(c _ a) _ c/2(d2 _ b2) , (35) 

and 

(36) 

The first term in (32) is the damped sine function and the other two 
terms are introduced by the phasing section. In order that the last 
two terms be of significance, it is necessary that these terms be com­
parable to the first term. This will be the case for d = b, for which 
(32) reduces to 

J(t) = e-(a/2)t c + a sin wdt - ~ Wd e-(c/2)t sin WIt. (37) 
a - c a - c WI 

If, in addition, (a/2)2« b2 and (C/2)2« d2, (37) simplifies further 
and, for (a/2 - c/2)t « 1, (37) is approximately given by 

J(t) ~ e-a /2t sin bt (1 - ct). (38) 

Equation (38) contains the damped sine function but modified by 
the term (1 - ct). This term can be used to introduce a zero in the 
time vicinity where the damped sine function assumes a maximum 
value. 

To illustrate the above, a phasing section is introduced to modify 
the impulse response of a C-message weighting filter. The computed 
impulse response of the filter is shown in Fig. 7 and has relatively 
large values in the time vicinity of 0.4 ms. The impulse response 
modified by a phasing section is shown in Fig. 8. The phasing section 
parameters are c = 2.103 and d = 108• These parameters have been 
chosen on the basis of the above analysis. It is evident the large values 
of the response have been reduced, but the modified response has 
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Fig. 7-Impulse response of C-message weighting filter. 

appreciable values for a much longer time duration than the initial 
response. This behavior can be explained on the basis of Parseval's 
theorem,14 since the absolute value of the Fourier transform of the 
response is the same with and without the phasing section. 
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Fig. 8-Impulse response of C-message weighting filter with phasing section. 
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3 

Table II-Twa-section filter with phasing section 
(3-dB bandwidth 390 Hz, 3D-dB bandwidth 80 Hz) 

Parameters in kHz Units 

2 2 
Uni Wni Udi Wdi 

0.09 40.27 1.35 27.91 
0.09 40.27 1.94 51.10 

-1.8 100.00 1.8 100.00 

Phasing sections can be used to reduce the overshoot of the response 
of a notch filter followed by a low or bandpass filter and excited with 
a stepped trigonometric function at the notch frequency. Such sections 
are of particular importance where the transient response has to be 
modified without affecting the amplitude of the frequency response or 
where a modification is needed at times shortly after the beginning of 
the response. However, such sections may also introduce considerable 
distortions of the unit step response. 

As an example, the performance of a lOlO-Hz notch filter with 
and without a phasing section is considered. The transfer function, 
T(z), of the filter and phasing section can be written as 

3 2 + + 2 T(z) = II z O"ni
Z W~i. 

i=l Z2 + O"diZ + Wdi 
(39) 

The parameters in (39) are listed in Table II. 
This filter was derived from a Tschebyscheff low-pass filter, and 

an operational amplifier version was synthesized and built. Figures 9a 
and 9b show the computed response to a stepped cosine of the filter 
combined with a C-message weighting filter without and with the 
phasing section. Figures 9c and 9d show photos of the corresponding 
oscilloscope displays obtained with the actual filters. Good agreement 
was obtained between the computed and measured response. The 
effect of the phasing section on the response is evident in this figure. 
About a 4-dB reduction in the overshoot was obtained with the 
phasing section. 

VI. CONCLUSIONS 

The transient response of a class of notch filters which are derived 
from low-pass filters by a frequency transformation was investigated. 
General expressions for the transient response due to a unit step 
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Fig. 9-Computed and measured response of notch filter with C-message weighting 
filter to a stepped cosine: (a) and (c) without phasing section, (b) and (d) with 
phasing section. 

function and a stepped trigonometric function have been obtained in 
terms of the low-pass impulse response. 

The transient response of certain types of notch filters can be formu­
lated approximately in terms of Laguerre functions. These filters have 
been examined in detail and some general properties of the notch 
filter response have been deduced from this formulation. 

Notch filters may considerably distort short time pulses (time 
duration less than one-half notch frequency period). The amount of 
distortion depends on the notch depth. 

The response of notch filters to stepped trigonometric functions can 
be kept at low levels only after a certain time interval from the begin­
ning of the response. The length of the time interval depends on the 
filter parameters. 

A method of reducing the transient response at short time intervals 
by the use of phasing sections was presented. This method may prove 
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particularly useful in applications where it is necessary to modify the 
transient response without affecting the frequency response. 
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APPENDIX A 

Transient Integrals 

A.l Unit step response 

The relationship between the step response of the notch filter and 
the impulse response of the low-pass filter from which the notch filter 
is derived is given by (6) of the text, 

1 ~ e
zt foo ( (3z ) !NS(t) = 2-' - exp - ~+ 2 u !L(u)du dz. 7r J r Z 0 Z Wo 

(40) 

After interchanging the order of the integrations and expanding the 
exponential function, (40) can be written 

!NS(t) = -21 . [00 !L(U) [ e
zt t (_{3~)n ( 2 +Z 2 )ndZ du. (41) 

7r J J 0 J r Z n =0 n. Z Wo 

Equation (41) contains a sum of inverse Laplace transforms of a 
tabulated form 15,16 

1 ~ e
zt 

( w~) -2' 2 +1 G Z + - dz 7rJ rZv Z 

= -2- J2v[2wo~ut- u2Jg(u)du, f t (t - u)V 
o wou 

(42) 

where g(u) is the inverse Laplace transform of G(z). 
Equation (42) is of its own interest, since it may be used to obtain 

the step response of a bandpass filter derived from a low-pass filter by 
a frequency transformation. A direct derivation of (42) follows. 

Using the definition of G[z + (w~)/zJ, (42) can be written 

1 ~ e
zt 

( w~) 
2---: 2 +1 G z + - dz 7rJ rZV z 

1 [e Z 

t [00 [( w~)] = 27rj Jr Z2v+1 Jo exp - z + z u g(u)du. (43) 
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After interchanging the order of integration and expanding the 
exponential function in a power series, (43) can be written 

-2
1 

. ( :z~1 G (Z + w~ ) dt 
7rJJrzv z 

=~. r~ g(u) ( ez(t-u) t (_w~u)m dz duo (44) 
27rJ Jo J r m=O m! zm+2v+l 

The inverse of each term in (44) is zero for a negative exponential 
argument. For a positive argument u ~ t, the inverse is readily ob­
tained; hence, 

2
1. ( :z:1 G (z + w~) dz 
7rJ Jrzv z 

_ t 00 (-l)m(w~u)m (t - u)m+2v 
- Jo g(u) mL:o m! (m + 2v) ! duo (45) 

The summation of the terms in (45) gives a Bessel function 17 of order 
2v, and hence (42). Using (42), (41) can be written 

(~ (~t 00 (_{3u)n x n- 1 

!NS(t) = Jo !L(u)du + Jo !L(U) Jo n~l n! (n - 1) ! 

·Jo(2wo-vxt - x2)dx duo (46) 

The series in (46) can be summed yielding a Bessel function of 
order one; hence, 

(~ (t (~ @U 
!NS(t) = Jo !L(u)du - Jo Jo !L(U) 'V-X J 1 (2-V{3xu)du 

. Jo(2wo...;r-tx-_-X-2)dx. (47) 

The integration with respect to u can be interpreted as a Hankel 
transform of the low-pass impulse response. For an impulse response 
which is not very oscillatory, and for (3 «wo , the Hankel transform 
will be a slowly varying function in comparison to the Bessel function. 
Under these conditions an approximation to (47) can be obtained by 
using the method of stationary phase. 

A.2 The stationary phase approximation 

The stationary phase method18 approximates integrals, I, of the 
following type: 

(48) 

where k is large and g(x) is a slowly varying function. The approxi­
mation considers only contributions from the vicinity of stationary 
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points where (dl/l)/dx = 0, and is of order (l/k). The approximate 
value of the integral (48) is 

I t;:::J. '" g(x o
) ~ ejk.p(xi) (49) '-7 t \jkv7TxJ . 

To bring (47) to a form suitable for evaluation with the stationary 
phase method, the Bessel function is expressed in terms of modulus 
and phase.19 

(50) 
with 

(51) 

where Do(Z) and Mo(z) are slowly varying functions for large Z with 
limz .... oo Do(Z) = 0 and limz .... oo Mo(z) = ~2/(7rz). 

With Z = 2wo~tx - X2, the integral in (47) has a stationary point at 
x = t/2. The approximate value of (47), obtained by using (49), is 

fNS(f) ~ f hCu)dt - .Ji;fM.Cw.t) cos [o.Cw.t) - ~] 

. 1000 
! L(U) ~2~U J 1 (~2{3ut)du. (52) 

For large values of t such that Mo(z) and Oo(t) can be approximated 
with their asymptotic values, 

(00 sin wot (rfJ {2jjU _ ~ 
!NS(t) ~ Jo !L(u)dt - ~ Jo !L(U) \jT-t- J 1 ("J2{3ut)du. (53) 

It is of interest to note that the stationary phase method gives the 
correct value for the integral 

(54) 

This integral can be evaluated exactly by using (42) with v = 0 and 
g(u) = 1.0. The left-hand side of (42) is readily inverted yielding (54). 

APPENDIX B 

Comparison of Exact and Approximate Solutions 

Consider a notch filter transfer function 

( 
Z2 + w~ )m+l 

TN (z) = Z2 + {3z + w~ . 
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The Laplace transform of the time response due to a unit step 
function is 

1 ( (3z )m+l 
FNS(Z) = Z 1 - Z2 + (3z + w~ . (56) 

For m = 0, the time response is 

INSet) = (1 - ~ e-({3/2)t sin wt).l (t), (57) 

where 

(58) 

A comparison of (57) with (19) shows that both are of the same 
form but w is replaced by woo Hence, the approximation is of order 
({3/Wo)2. 

For m = 1, using tables of Laplace transforms, 

{3 [ ( (3)2 (3] . INset) = 1 - ~ 2 + 2w - "2 t e-({3/2)t sm wt 

+ (~Y{3te-({3/2)t cos wt. (59) 

Neglecting terms of order ({3/W)2 against one, (59) can be written 

INSet) = 1 - ~ e-({3/2)tLl (~t) sin wot 
Wo 2 

+ ( :Wo )2{3te-({3/2)t cos wot, (60) 

where from (16) 

L}Cx) = 2 - x. (61) 

The terms multiplied by sin wot are up to order ({3/ wo)2 the same 
as in (19). 

For m = 2, 

INSet) = 1 - - e-({3/2)t 3 + - - + - -{3 [7 {32 3 ({3)4 
w 8 w2 32 w 

{3t ( (32) 1 ({3t)2 ( (32 )] . - 2 3 + 4w2 +"2 2 1 - 4w2 SIn wt 

+ {32 e-({3/2)t{3t [Z + ~ ~ - ~ ] cos wt. (62) 
w2 8 32 w2 8 
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Neglecting terms of order ((3/ wo)2 and higher against one yields 

1 - ~ e-(fJ/2)tL~ (~t) sin wut 
Wo 2 

where from (16) 
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The purpose of this paper is to make comparisons between optinLUm, 
linear phase, finite impulse response (FIR) digital filters and infinite 
impulse response (IIR) digital filters which meet equivalent frequency 
domain specifications. The basis of comparison is, for the l1Wst part, 
the number of multiplications per sample required in the usual realiza­
tions of these filters-i.e., the cascade form for IIR filters, and the direct 
form for FIR filters. Comparisons are also made between group-delay 
equalized filters and linear phase FIR filters. Considerations dealing 
with finite word-length effects are discussed for both these filter types. A 
set of design charts is also presented for determining the minimum filter 
order required to meet given low-pass filter specifications for both digital 
and analog filters. 

I. INTRODUCTION 

Although a great deal is known about the properties of different 
types of digital filters, very little has been done to relate the various 
designs as to performance and complexity of realization. Thus the 
filter designer must learn the details of several design procedures 
before being able to make a wise decision on a suitable filter for his 
specific application. It is the purpose of this paper to add insight into 
some of the problems that have been encountered by filter designers 
by: (i) presenting new and useful design curves for digital and analog 
low-pass filters, and (ii) making several comparisons between optimum 
(quasi-equiripple), linear phase, FIR low-pass filters and equiripple 
(elliptic) IIR filters which meet equivalent frequency domain specifica­
tions. Although these results are presented for low-pass filter designs, 
they are easily extended to the case of bandpass, bandstop, and high­
pass filters by the well-known frequency band transformations. 
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Fig. l-Terminology used to describe low-pass filter characteristics. 

The organization of the paper is as follows. After defining the 
terminology to be used, the design relationships between the FIR 
filter parameters are reviewed. The design relationships for the IIR 
filter parameters are developed and a novel graphical interpretation 
of these relations is presented in the form of useful filter design charts 
(applicable to both digital and analog filters). Using the design rela­
tionships, the filter orders required to achieve equivalent performance 
are compared for different ranges of filter parameters. 

II. TERMINOLOGY 

The design procedures for the two general classes of digital filters, 
FIR and IIR, have essentially progressed along independent paths. As 
a result, the terminology used in specifying the filter performance is 
generally not quite the same. Thus it is instructive to define the most 
commonly accepted definitions of the filter parameters for these two 
classes of filters. The relations between these parameter sets for 
equivalence are then established. Figure la shows the amplitude 
response of a typical optimum FIR low-pass filter and Fig. 1 b shows 
the magnitude response of a typical elliptic low-pass filter. For the 
FIR case the amplitude response in the passband (0 ~ f ~ F p) * 
generally oscillates between 1 + (h and 1 - 51, where 51 is the passband 
ripple. In the stopband (Fs ~ f ~ 0.5) the amplitude response oscil­
lates between +52 and - 52 where 52 is the stopband ripple. For the 
elliptic case the magnitude response is constrained to always be less 

* Throughout this paper the frequency scale has been normalized with respect to 
the sampling frequency. Thus the normalized sampling frequency is 1.0 and the 
frequency range graphed is 0 ~ f ~ 0.5 or, equivalently, 0 ~ w ~ 7f'. 
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than 1.0. Thus, in the passband (0 ~ f ~ F p) the magnitude response 
oscillates between 1 and 1 - 81. In the stopband the magnitude re­
sponse oscillates between 82 and o. It is straightforward to relate (h, 
02, 31, and 82 so the resulting magnitude characteristics are equivalent. 
If the FIR amplitude characteristic is scaled by 1/ (1 + 01) and the 
magnitude of the resulting amplitude response is taken, then the 
following relationships are obtained: 

A 201 
01 = 1 + 01 (1) 

A 02 
02 = 1 + 01 (2) 

01=~ 
2 - 01 

(3) 

02 = 282 
A • 

2 - 01 
(4) 

Thus, given either (01, 02) or (81, 82), eqs. (1) through (4) can be used 
to find the equivalent specifications for the other type of filter. 

Although the notation of Fig. Ib is acceptable for the magnitude 
response of an elliptic filter, it is not the most widely used form for 
these filters. Figure lc shows the same magnitude response described 
in terms of passband parameter e and stopband parameter A. Com­
paring Figs. Ib and lc it is easy to relate e and A to 31 and 32 as 

(5) 

1 
A ="A. 

02 
(6) 

At this point it is convenient to define the additional filter terms E, 
ATT, and 17 as 

E = (in-band) ripple = 20 10glo -Y (1 + e2) (7) 

ATT = stopband attenuation = 20 10glo A (8) 

e 82 ~ -Y2 - 31 202(~) 
17 = = = . (9) 

-YA2 - 1 (1 - 81)-Yl - 8~ (1 - 01)-Y (1 + 01)2 - o~ 

Thus, parameters E and ATT are a third set of parameters which 
describe the characteristics of the magnitude response of the elliptic 
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filter. The parameter 1] has been shown to be a basic analog filter 
parameter1 which will be used in the filter design curves given in a 
later section. 

III. FIR DESIGN RELATIONS 

The five basic FIR filter parameters are F p, Fs, (h, D2, and N, the 
duration of the filter impulse response in samples. For the general 
case of optimum, linear phase, low-pass FIR filters, there exist no 
simple analytical relationships between these five filter parameters, 
except in special cases, e.g., one passband or one stopband ripple. 
However, an approximate empirical relationship between the filter 
parameters has recently been obtained2 which accurately satisfies 
known design results for a wide range of values of the filter parameters. 
The relationship is of the form: 

N = 1 + Doo ~~ D2) - f(D1, D2)~F, (10) 

where 
~F = Fs - F p = relative transition width, (11) 

[0.005309 (lOg10 Dl)2 + 0.07114 loglo Dl - 0.4761J loglo D2 
- [0.00266 (lOglo D1)2 + 0.59411og1o Dl + 0.4278J, (12) 

and 
(13) 

Equation (10) can generally predict the value of N required to meet 
specifications on Dl, D2, F p, and Fs to within ±2. In the cases where 
F p is very close to 0, or Fs is very close to 0.5, eq. (10) tends to over­
estimate the required N. It should be noted that eq. (10) shows the 
estimate of N to be independent of specific values of Fs or F p, but 
instead is dependent only on the transition width, (Fs - F p). 

A simpler expression giving a less accurate estimate of N is 

N = -10 loglo (Dl' D2) - 15 + 1 
14~F . (14) 

This expression is a modification I)f the design relationship for FIR 
filters designed by windowing techniques (where Dl = D2)' See Ref. 3, 
pp. 237-238. 

IV. IIR DESIGN RELATIONS 

One of the most general procedures for designing IIR digital filters 
is through the bilinear transformation of an appropriate continuous 
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filter. There are two equivalent techniques for obtaining the desired 
digital filter using the bilinear transformation and these are illustrated 
in Fig. 2. The technique of Fig. 2a begins with an analog low-pass 
filter with normalized passband cutoff frequency of 1 radian per second, 
and analog stopband cutoff frequency of Os radians per second. This 
filter is bilinearly transformed4 to give a "normalized" digital filter 
with passband cutoff frequency 7r/2 radians per second (or f = 0.25 on 
the normalized scale) and stopband cutoff frequency ws. The relation 
between the frequency variables 0 and w is given by 

o = tan (w/2). (15) 

Thus Os and Ws are simply related by eq. (15) with 0 = Os, and w = ws. 
Finally, a digital all-pass transformation5 is used to give the desired 
digital low-pass filter with passband cutoff frequency Wp and stopband 
cutoff frequency Ws. The relation between the frequency variables w 

and w is given by 
(1 - a 2) sin w 

tan w = (1 + 2) A ')' a COS w - _a 
(16) 

where 
sin (w p /2) - cos (w p /2) 

a= . 
sin (w p /2) + cos (w p/2) 

(17) 

The second technique (shown in Fig. 2b) begins with the identical 
analog low-pass filter as in the first technique and immediately per­
forms a low-pass-to-Iow-pass transformation to give an analog filter 
with passband cutoff frequency Qp and stopband cutoff frequency Qs • 

The relation between the frequency variables 0 and Q is 

(18) 

The resulting low-pass filter is then transformed to a digital filter using 
the bilinear transformation, giving the same end result as in the first 
technique (Fig. 2a). The relation between frequency variables wand Q is 

n = tan (w/2). (19) 

In the case where the prototype normalized, analog filter is an elliptic 
filter, it is relatively easy to derive a design formula relating the various 
filter parameters, both in the analog and digital cases. For either the 
analog or digital case the order, n, of the elliptic filter is related to 
the remaining filter parameters by the equation 
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where K ( .) is the complete elliptic integral of the first kind and 

and 

1 • • • 1 tan (w p /2) 
Ie = transItIOn ratIO = Q

s 
= tan (w

s
/2) (21) 

(22) 

Thus eq. (20) relates filter order, n, to the parameters F p, Fs [through 
eq. (21)] and 01 and 02 [through eq. (22)]. 

For the case when the prototype filter is a Chebyshev filter (either 
type I -equiripple passband, monotone stopband, or type II -maxi­
mally flat passband, equiripple stopband) the design equation becomes 

cosh-1 (1/17) 
n = In {3 , (23) 

where 

1 +-{l=k2 
{3 = ---::----

k 
(24) 

and 17 and k are defined as eqs. (21) and (22). Finally for a prototype 
Butterworth filter (maximally-flat magnitude, all pole) the design 
equation is 

In 17 
n = In k· (25) 

Although eqs. (20) through (25) completely describe the design' 
curves for both analog and digital filters, it is generally quite helpful 
to see the relationships between filter parameters displayed in a 
meaningful way. Since, in general, there are five filter parameters 
there is no simple way of presenting these relationships on a single 
plot, even in terms of well-known nomograph procedures. 6 There is, 
however, a simple and straightforward way of including all design 
relations for both digital and analog filters, for any prototype filter, 
using a sequence of three charts. 

The first chart (s) relates the filter design parameter 17 to the pass­
band and stopband ripple specifications 01 and 02 or their equivalents. 
The second chart(s) graphs the filter design equation relating filter 
order n, design parameter 17, and transition ratio k. The third chart (s) 
relates transition ratio k to passband cutoff frequency F p and transition 
bandwidth v. 

Figures 3a through 3d show four possibilities for Chart No. l. The 
graphs of Figs. 3a and 3b correspond to digital filters with 01 as a param-
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TJ 

Fig. 3-Plots of 1/ versus stopband specification, with parameter passband specifi­
cation for low-pass filters. 
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eter (Fig. 3a) or 2010g1o (1 + (h) (dB) as a parameter (Fig. 3b). The 
graphs of Figs. 3c and 3d correspond to analog filters with absolute rip­
ple 81 as a parameter (Fig. 3c) or total ripple 20 10g1o [1/(1 - 81)](dB) 
as a parameter (Fig. 3d). 

Chart No.2 represents the design relations particular to the proto­
type filters, i.e., eq. (20) for elliptic filters, eq. (23) for Chebyshev 
filters, and eq. (25) for Butterworth filters. For these graphs the param­
eter rJ is plotted versus transition ratio, k, with filter order, n, as the 
parameter. Figures 4a through 4c show the resulting graphs for elliptic 
filters, Chebyshev filters, and Butterworth filters, respectively. The 
horizontal scale on each of these graphs is a nonuniform scale which 
was chosen to provide a reasonably good spacing of the curves for the 
various values of n. The actual nonlinear scale used is represented by 
the equation 

k + k 8 

x= ---
2 ' 

(26) 

where x is the x-axis coordinate (0 ~ x ~ 1) and k is the transition 
width. Thus, the scale is linear for small values of k and highly non­
linear near k = 1.0. 

Chart No.3 represents the relation between the transition ratio and 
the filter cutoff frequencies Ceq. (21)]. For these graphs the passband 
cutoff frequency, F p, is plotted versus transition ratio, k, for various 
values of normalized transition width, v, defined as 

_ F - F _ Ws - wP • 
v - s P - 21l' (27) 

Figures 5a and 5b show the resulting graphs for digital and analog 
filters. The scale for transition ratio is identical to the scale used for 
Chart No.2. 

v. USE OF CHARTS 

To illustrate how to use the set of charts of Figs. 3 through 5, con­
sider the determination of filter order n required to meet the following 
specifications: 

(h = 0.01 (~ ±0.086-dB passband ripple) 
02 = 0.0001 (80-dB stopband loss) 
passband cutoff frequency = 480 Hz 
stopband edge frequency = 520 Hz 
sampling frequency = 8000 Hz. 
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Normalizing the band-edge frequencies gives 

480 
Fp = 8000 = 0.06 

520 
Fs = 8000 = 0.065. 

For the determination of filter order n for a digital filter of the 
elliptic type, the charts of Figs. 3a, 4a, and 5a are used (Fig. 4a special­
izes the design to the elliptic type). To obtain the value of YJ on Fig. 
3a, we use the curve 01 = 0.01 and find its intersection with the line 
02 = 0.0001 which yields a value of YJ approximately equal to 2 X 10-5• 

To obtain the transition ratio, we use Fig. 5a by finding the intersection 
of the curve lJ = Fs - F p = 0.005 with line F p = 0.06; this yields a 
value of 0.923 for the transition ratio (this agrees nicely with 
F p/ Fs = 0.06/0.065 = 0.923, an alternate way of arriving at the same 
result). Finally, the filter order, n, can now be determined from Fig. 4a 
by finding the intersection of the lines YJ = 2 X 10-5 and transition 
ratio = 0.923; thus the required theoretical elliptic filter order is 
~ 11.5. In order to meet specifications on all four parameters, a 
12th-order filter must be used. 

However, there are several tradeoffs possible for the final filter 
specifications. For example, if YJ is held fixed at 2 X 10-5 and the 
transition ratio is changed to approximately 0.94 to lie on the n = 12 
curve, then either Fs or F p can be varied to match this new value of 
transition ratio. The tradeoffs here are obtained from Fig. 5a. If the 
transition ratio is held fixed, then for n = 12 we find YJ is ~ 1.0 X 10-5 ; 

from Chart No.1 (Fig. 3a) we can observe the tradeoff as 01 and 02 are 
varied for this new value of YJ. Finally, both transition ratio and YJ 

can be varied, e.g., to 0.93 for transition ratio and 1.5 X 10-5 for YJ, 

so as to make their intersection remain on the n = 12 curve; now all 
four filter parameters can be varied to match the new values of YJ 

and transition ratio. 
It is interesting to note that if a Chebyshev or Butterworth filter 

type is specified in place of the elliptic, the designer need only substi­
tute Figs. 4b or 4c for Fig. 4a as Chart No. 2 and proceed as before. 
In both cases of the example given, the required filter order consider­
ably exceeds the maximum limit of 20 of the curves; thus the "effi­
ciency" of the elliptic design is clearly seen. 

Clearly, this design procedure presents a tremendous amount of 
flexibility to the designer-more so than is generally available in most 
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Fig. 4-Plots of 1/ versus transition ratio as a function of filter order n for elliptic, 
Chebyshev, and Butterworth low-pass filters. 
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TRANSITION RATIO 

Fig. 4 (continued). 

programs for filter order determination. Furthermore, the insight into 
the design problem afforded by this graphical technique allows the designer 
to get a feeling for the way in which small changes in filter specification 
affect the required filter order. Quite often the designer is willing to 
changes his ideas on "required" specifications, especially if it reduces 
the filter order necessary to meet his specifications. 

VI. COMPARISONS BETWEEN OPTIMUM FIR AND ELLIPTIC DIGITAL FILTERS 

Based on the design formulas of the preceding sections, it is possible 
to make some comparisons between optimum FIR low-pass filters and 
equivalent elliptic filters. The main basis of comparison will be the 
number of multiplications per input sample* required in the most 
standard realization of each filter type, i.e., the direct form for the 
FIR case and the cascade form for the elliptic case. 7 Direct realization 
of an N-point impulse response filter with linear phase requires 

* The number of multiplications per input sample is a useful measure of the com­
putational complexity of the filtering operations as it represents the number of 
multiply-add operations required for a software implementation of the algorithm as 
well as for a general hardware implementation. 
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[(N + 1)/2J multiplications per sample, whereas cascade realization 
of an nth-order elliptic filter (all zeros on the unit circle) requires 
[(3n + 3)/2J* multiplications per sample where [. J denotes "integer 
part of." 

Thus, one basis of comparison between equivalent filter designs (i.e., 
both meeting the same specifications on 01, 02, F p, and Fs) is in terms 
of the efficiency of the respective realizations, i.e., which structure 
requires fewer multiplications per sample. Equivalence between struc­
tures is attained when the condition 

[ 3n : 3] = [ (N : 1) ] (28) 

or equivalently 
N 1 
-~3 +_. 
n n 

(29) 

Using the appropriate filter design formulas, we have measured the 
quantity N In as a function of 17, for a large range of values of F p, 01, 
and 02. Figure 6 shows two typical sets of curves which were obtained. 
Figure 6a shows data for the case F p = 0.15, 01 = 0.1, 02 = 0.1, 0.01, 
0.001, 0.0001, and Fig. 6b shows data for F p = 0.35, 01 = 0.00001, and 
the same range of 02 as in Fig. 6a. Also shown in these plots is the line 
N In = 3 for showing where the data lie with respect to the fixed 
portion of eq. (29). As seen in this figure, for certain values of F p, 01, 
and 02, the ratio of N In falls below the equivalence level of eq. (29), 
i.e., the FIR filter is more efficient than the elliptic filter. However, in 
general, the elliptic filter is more efficient than the optimum FIR 
filter, and, in the case of high-order elliptic designs, the ratio of N In 
is often in the hundreds or thousands. 

Based on our examination of large amounts of data, the following 
general observation can be made: the most favorable conditions for 
the FIR design are large values of 01, small values of 02, and large 
transition widths (i.e., small transition ratios). One also observes the 
following behavior: 

(i) For values of F p ~ 0.3, the ratio N In always exceeded 3 + lin 
for all values of 01, 02, and n. 

(ii) For values of 17, ~ 7, the ratio N In always exceeded 3 + lin 
for all values of 01, 02, and F p. 

* This number of multiplications per sample for the IIR filter assumes that any 
scaling between sections is an integer power of 2 and is performed entirely by shifts 
of the data. If finer scaling multipliers are included between each cascade section, 
the realization requires [(4n + 3)/2J multiplications per sample. 
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(iii) The smaller the value of F p, the larger the range of 15 1, 15 2, and 
n for which N In was less than 3 + lin. 

Since the design formula for N for the optimum FIR case is not 
exact but only an estimate, measurements were also made of the 
required theoretical value of n (elliptical filter order) to meet the 
specifications of optimum FIR filters which had already been designed. 
Typical results of these measurements are shown in Fig. 7. Figure 7a 
shows the theoretical order n (n need not be an integer) required to 
match specifications on F p, F s , for 15 1 = 0.1, 15 2 = 0.1, 0.01, 0.001, 
0.0001, and 0.00001, as a function of F p for a set of optimum FIR 
filters with N = 21. (It should be noted that as F p varies, Fs also 
varies so as to achieve the desired specifications on 15 1 and 15 2.) Figure 
7b shows similar measurements for N = 41. In Fig. 7a the theoretical 
point of equivalence is n = 6.3, whereas in Fig. 7b it is n = 13. From 
this figure it is seen that for these cases the elliptic filter is always 
more efficient than the equivalent FIR filter, as anticipated by the 
discussion in the preceding paragraphs. 

In summary, elliptic filters are generally more efficient in achieving 
given specifications on the frequency response than optimum FIR 
filters. However, the FIR filters have the additional useful property 
that their phase is exactly linear, i.e., there is no group delay distortion. 
For the elliptic filter, however, there is generally a large amount of 
group delay distortion (concentrated primarily near the band edge). A 
question of both theoretical and practical importance is whether, in 
cases when the additional requirement of a flat delay is specified, it is 
more desirable to equalize the delay of an elliptic filter or to use the 
equivalent optimum FIR filter (with its constant group delay). In the 
next section we discuss various aspects of this question. It should be 
noted that the above alternatives are not the only possibilities for 
obtaining a digital filter which meets frequency domain specifications 
on both magnitude and group delay responses. For example, a filter 
can be designed, using modern optimization procedures, where the 
number of poles and zeros are unequal. In such cases, the comparisons 
between FIR and IIR filters are quite distinct from those to be dis­
cussed in the next section. 

VII. COMPARISONS OF OPTIMUM FIR FILTERS AND DELAY-EQUALIZED 
ELLIPTIC FILTERS 

Recently developed optimization procedures8 make it possible to 
design an all-pass equalizer which can equalize the group delay of any 
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digital filter to any desired accuracy over a restricted band of fre­
quencies. As an example of the use of this procedure, Fig. 8 shows 
plots of the group delay of a 6th-order (unequalized) elliptic filter 
(with parameters <h = 0.01, 02 = 0.0001, F p = 0.24163, Fs = 0.34842) 
and the equalized group delay using a 10th-order all-pass filter. The 
relative error in the equalized delay curve is 3.6 percent of the average 
delay in the passband. In this case the equalized elliptic filter requires 
20 multiplications per sample, whereas an optimum FIR filter which 
achieves the same specifications requires only 11 multiplications per 
sample. 

The difficulty with trying to equalize the group delay of a filter 
lies in the fact that the equalized filter must have a total delay greater 
than the largest delay in the unequalized filter which always occurs 
near the passband cutoff frequency. Thus, in the example of Fig. 8, 
even though the delay throughout most of the passband is between 
2 and 6 samples, the delay at the edge of the band is about 15 samples. 
It can be shown that an all-pass equalizer of degree nc has the 
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Fig. 8-The group delay of an unequalized and an equalized elliptic filter. The 
equalizer is of 10th degree and the elliptic filter is of 6th degree. 
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property 

1 1'11" 9 Tg(w)dw = 0.5n e, 
",,7r 0 

(30) 

where Tg(W) is the equalizer group delay and the integral is taken over 
half the sampling interval (0 ~ w ~ 7r). Since Tg(W) ~ 0, i.e., group 
delays add, to justify eq. (30) it is sufficient to show that a first-degree 
all-pass equalizer has the required property. The z-transform of a first­
degree all-pass equalizer is 

1 - z-l/a 
H(z) = 1 _ az-1 , (31) 

where a is the pole position and 1/ a is the zero position in the z-plane. 
The group delay is commonly defined as 

( ) 
__ d[ 1:H(eiw )] 

Tg w - dw ' (32) 

where 1:H(eiw ) is the phase of the transfer function. Using eqs. (31) 
and (32) we obtain 

1 - a2 

Tg(W) = ---2----
1 + a - 2a cos W 

(33) 

for the first-degree equalizer. Integrating eq. (33) from 0 to 7r and 
normalizing by 27r gives 

1 ['II" 1 - a2 

27r J 0 1 + a'2 - 2a cos w dw 

=·~tan-l [(1 - a
2

) tan (w/2) JI'II" = ~ = 0.5. 
7r (1 - a)2 0 27r 

The significance of eq. (30) is that one can estimate the minimum­
order equalizer required to equalize a given group delay characteristic 
by determining the area between the line T = T max and the curve 
Tg(W) and dividing by 7r, where Tmax is the maximum value of Tg(W) 
in the passband. Thus in the example of Fig. 8, the estimated order of 
the equalizer is approximately (13 X 7r/2)/7r = 6.5. Of course, the 
required order of the equalizer must be greater than the estimate given 
above, since this estimate assumes the delay of the equalizer exactly 
compensates the delay of the unequalized filter. As the degree of the 
equalizer is increased over the estimate, the peak error of approxima­
tion decreases monotonically. 

We have used the above algorithm, along with initial estimates of 
equalizer order, to equalize three sets of elliptic filters. The data for 
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Table I - Comparisons between optimum FIR and equalized 
elliptic digital filters 

(Set 1: 81 = 0.01, 82 = 0.0001) 

Fp F. n N ne Tg r Nl* N2* 
--------------

0.0502 0.13999 5 21 2 28.7 12.1 11 11 
4 42.7 3.4 13 

0.09846 0.24111 5 21 2 14.5 11.6 11 11 
4 22.2 4.1 13 
6 29.4 0.8 15 

0.14722 0.25297 6 21 4 17.6 13.1 11 14 
6 23.0 6.3 16 
8 28.5 2.6 18 

0.19507 0.30647 6 21 4 13.8 16.0 11 14 
6 17.8 8.7 16 
8 22.0 4.2 18 

0.24163 0.34842 6 21 6 14.5 11.1 11 16 
8 18.3 7.0 18 

10 21.8 3.6 20 
0.28664 0.41668 5 21 6 11.6 8.4 11 15 

8 14.5 3.8 17 
10 17.3 1.6 19 

0.33014 0.43727 5 21 6 10.7 14.7 11 15 
8 13.1 8.3 17 

10 15.7 4.5 19 
0.37254 0.47479 4 21 6 8.7 19.1 11 13 

8 11.1 6.5 15 
10 13.4 3.2 17 

0.41665 0.49417 3 21 8 9.6 6.3 11 14 
10 11.8 3.2 16 

* N 1 is the number of multiplications per sample for the optimum FIR filter; N 2 

is the number of multiplications per sample for the equalized elliptic filter. 

these three sets of filters are given in Tables I through III. Included 
in the table are the filter specifications (01, 02, F p, F,); the required 
elliptic order n; the required FIR filter duration N; the equalizer 
order ne; the average passband delay, To (in samples), of the equalized 
filter; the percentage ripple, r, in the passband group delay of the 
equalized filter; and a comparison between the number of multiplica­
tions per sample required in both the optimum FIR filter and the 
equalized elliptic filters. The data in these tables indicate that to 
achieve equalization to within about a 3-percent error requires on the 
order of 30 percent more mUltiplications per sample for the equalized 
filter than for the optimum FIR design, although in most cases the 
unequalized elliptic filter was more efficient than the optimum FIR 
designs. Thus it would appear that, at least for these restricted results, 
if constant group delay is required in addition to the equiripple magni-

FIR AND IIR DIGITAL FILTERS 325 



Table II - Comparisons between optimum FIR and equalized 
elliptic digital filters 

(Set 2: Fp = 0.25, ~h = 0.02, 82 = 0.001) 

F. n N n. Tg r Nl* N2* 

0.4893 2 11 2 3.3 1.2 6 6 
4 5.6 0.1 8 

0.44816 3 13 2 4.5 9.4 7 8 
4 7.3 1.0 10 

0.39146 4 19 2 5.9 25.1 10 9 
4 8.8 8.0 11 
6 11.9 2.2 13 

0.34153 5 29 2 8.4 37.4 15 11 
4 10.6 21.6 13 
6 13.7 11.6 15 
8 16.9 5.6 17 

10 20.3 2.4 19 
0.30639 6 45 4 13.8 34.7 23 14 

6 16.0 25.0 16 
8 18.7 16.9 18 

10 22.0 11.7 20 
12 25.5 7.9 22 
14 29.4 5.2 24 
16 32.8 3.2 26 
18 36.3 1.8 28 

* N 1 is the number of multiplications per sample for the optimum FIR filter; N 2 

is the number of multiplications per sample for the equalized elliptic filter. 

tude characteristics, then the optimum FIR filter is always more 
efficient than an equalized elliptic filter. It should also be noted that 
the delay of the optimum FIR filter [(N - 1)/2 samples] was always 
less than the delay of the equalized elliptic filter. 

The examples of Tables I through III considered filters where the 
order of the unequalized elliptic filter was six or less. It can be argued 
that, for higher-order elliptic designs, the relative efficiency of the 
elliptic filter over the optimum FIR filter is far greater than for lower­
order designs; hence in these cases perhaps the equalized filter may 
still be more efficient than the optimum FIR design. This conjecture 
turns out to be untestable because high-order elliptic filters have a 
peak passband delay Tmax which is much larger than for low-order 
filters, hence the order required for the equalizer becomes extremely 
large and thus is not even practical to consider if equalization over 
the entire passband is required. To illustrate this point, Fig. 9 shows 
the group delay of a 10th-order elliptic low-pass filter with F p = 0.25. 
Using eq. (30) to get an estimate of ne we arrive at a value of ne = 45. 
Since this value of ne is only an underbound on the actual order of the 
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Table III - Comparisons between optimum FIR and equalized 
elliptic digital filters 

(Set 3: Fp = 0.25, 01 = 0.02, 02 = 0.0001) 

F. n N n. Tg r Nl* N2* 

0.49661 2 11 2 3.3 1.2 6 6 
4 5.6 0.1 8 

0.47564 3 11 2 4.5 9.1 6 8 
4 7.3 1.0 10 

0.43591 4 17 2 5.8 23.3 9 9 
4 8.8 7.0 11 
6 11.8 1.7 13 

0.38983 5 21 2 8.0 33.4 11 11 
4 10.3 18.0 13 
6 13.5 8.7 15 
8 16.7 3.7 17 

10 20.0 1.4 19 
0.34878 6 31 4 12.8 28.9 16 14 

6 15.5 19.2 16 
8 18.2 11.8 18 

10 22.0 7.7 20 
12 25.3 4.3 22 
14 28.8 2.2 24 

* N 1 is the number of multiplications per sample for the optimum FIR filter; N 2 

is the number of multiplications per sample for the equalized elliptic filter. 

equalizer, it is clear that it is not practical to try to obtain such a 
high-degree equalizer. 

Another interesting question which arises when one considers the 
idea of equalizing an IIR filter is how does the cascade combination 
of an elliptic filter and an all-pass equalizer compare to the optimum 
IIR filter which best approximates both the desired magnitude and 
group delay characteristics? It is clear that the optimum IIR filter can 
be no worse than the cascade; the question remains as to how much 
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Fig. 9-The group delay of a 10th-order elliptic filter with F p = 0.25. 
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better it can be. There is no clear-cut answer to this question. However, 
based on our experience with equalized elliptic filters, several observa­
tions can be made. (We shall use the z-plane pole-zero plot of a typical 
equalizer filter, shown in Fig. 10, to aid in understanding the nature of 
the equalized filter.) 

(i) The zeros of the elliptic filter lie on the unit circle to give 
good stopband attenuation. 

(ii) The zeros of the equalizer lie outside the unit circle to give 
positive delay. 

(iii) The poles of the elliptic filter are constrained by the transition 
width requirements of the low-pass filter. 

(iv) The poles of the equalizer lie approximately on a circle of fixed 
radius, and are approximately equally spaced in the passband. 

If the zeros of the optimum filter are not constrained to lie on the 
unit circle, then each second-order section will require four multipli­
cations per sample, rather than the three multiplications for each 
second-order section of the elliptic design and the two multiplications 
for each second-order section of the all-pass equalizer. Based on the 

ELLIPTIC FILTER 

ALLPASS 
,/ EQUALIZER 

n = 6 
ne = 12 
Fp = 0.25 
Fs = 0.30639 
81 = 0.02 
82 = 0.001 

Fig. lO-The pole-zero positions of an equalized elliptic filter. 
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above observations, it seems unlikely that there is much to gain by 
using the optimum IIR filter over the equalized filter. 

VIII. GENERAL DISCUSSION 

In this paper we have considered only one basis for comparison 
between optimum FIR filters and equivalent IIR designs, that mea­
sure being the number of multiplications per sample required in the 
standard method of realization for each of these filter types. The 
justification for this measure is that in hardware (and generally in 
software) the number of multiplications per sample is an excellent 
measure of the complexity required in the implementation as well as 
the factor which determines the maximum throughput rate of the 
system. 9 However, there are many other ways for comparing these 
filter types when one takes into consideration the various finite word­
length effects which occur in a practical design situation. In this section 
we review several of these design issues. 

Among the various finite word-length effects are roundoff noise, 
both uncorrelated and correlated (e.g., limit cycles), and coefficient 
quantization sensitivity. For direct-form FIR realization, the peak 
roundoff noise can easily be made to be less than ! of the least signifi­
cant bit by accumulating partial sums in an extended length register 
and then rounding the final result. For cascade IIR filters realized 
with fixed-point arithmetic, the roundoff noise problem is inherently 
related to the dynamic range problem,1 and involves the concepts of 
pole-zero pairing and section ordering. J ackson1o has shown that with 
reasonable pairing and ordering the uncorrelated roundoff noise vari­
ance can be minimized. However, even in the best of situations, the 
roundoff noise is equivalent to several bits. In terms of correlated 
roundoff noise, i.e., limit cycles, the direct-form FIR realization has no 
zero-input limit cycles (because no feedback is present), whereas the 
cascade IIR realization will generally exhibit zero-input limit cycles. 
Kaiserll has extensively studied these limit cycles and has developed 
bounds and estimates for their amplitude and frequency. 

The coefficient quantization problem is one of the most difficult 
finite word length effects to treat analytically. Rounding of infinite 
precision filter coefficients to a fixed number of bits alters the overall 
frequency response of the filter in a complicated manner. Avenhaus12 

has shown that straight rounding of the infinite precision filter co­
efficients is generally inferior to optimizing the filter performance over 
the finite set of fixed precision filter coefficients. However, there are 
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no general procedures for performing this optimization, nor are there 
any guarantees of convergence of the existing methods. Furthermore, 
in many cases the advantage of optimizing finite precision coefficients 
over straight rounding of the infinite precision coefficients is small. 
Thus for the case of coefficient quantization neither direct-form 
realization of FIR filters nor cascade realization of IIR filters seems 
to offer a relative advantage here. 

Thus it is difficult, if not impossible, to be quantitative in comparing 
FIR and IIR filters based on anything other than number of multipli­
cations per sample. This is why we have used this measure throughout 
this paper. 

IX. SUMMARY 

In this paper some comparisons were made between equivalent FIR 
and IIR digital filters based on the number of multiplications per 
sample required to realize these filters. In the case of low-pass filters 
with quasi-equiripple magnitude characteristics, IIR elliptic filters 
could generally be realized more efficiently than equivalent linear phase 
FIR filters. When the additional requirement of constant group delay 
in the passband was added to the specifications, comparisons showed 
the linear phase FIR filters to be more efficient than group-delay­
equalized elliptic IIR filters. 

Additionally, a novel set of design charts for determining the 
minimum filter order required to meet given filter specifications for 
both digital and analog elliptic, Chebyshev, and Butterworth low­
pass filters was presented. Explanation of how to use these charts to 
gain insight into the various filter parameter tradeoffs was also given. 
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Optimum, (in a minimax relative error sense) linear phase FIR digital 
dijJerentiators can be designed in an efficient manner using a Remez opti­
mization procedure. This paper presents data on wideband dijJerentiators 
designed with even and odd values of N, the filter impulse response dura­
tion in samples. Based on these data, several interesting observations can 
be made, including: 

(i) DijJerentiators with even values of N have peak relative errors which 
are approxil1wtely one to two orders of magnitude smaller than identical 
bandwidth dijJerentiators with odd values of N, and with the same number 
of multiplications per sample in a direct convolution realization. 

(ii) The smaller the bandwidth of the dijJerentiator, the faster the de­
crease of the peak relative error with increasing N. 

(iii) The larger the value of N, the faster the decrease of the peak relative 
error with decreasing bandwidth. 

These observations lead to the conclusions that the bandwidth of a 
dijJerentiator should be made as small as possible, and that even values 
of N should be used whenever possible. Complete tables of values of the 
impulse response coefficients are included for several wideband dijJer­
entiators for even and odd values of N. 

I. INTRODUCTION 

In the past few years a great deal of work has been done in devising 
filter design techniques capable of obtaining optimum approximations 
(in the Chebyshev or minimax sense) to a prescribed frequency 
response characteristic. A general-purpose algorithm now exists l for 
the design of such optimum linear phase finite-duration impulse 
response (FIR) approximations to any desired multiband filter, differ­
entiator, or Hilbert transformer. Since differentiators are an integral 

333 



part of many practical systems,2-4 it is the purpose of this paper to 
present new data on the characteristics of optimum FIR differentiators, 
as an aid in making informed decisions concerning their use. 

II. DISCRETE-TIME DIFFERENTIATORS 

A differentiator is a system whose output is the derivative of its 
input. The frequency response of a differentiator is purely imaginary 
and is proportional to frequency. A sequence of samples of the deriva­
tive of a band-limited signal can be obtained by filtering a sequence 
of samples of the signal with a digital filter that approximates the 
ideal frequency response of a differentiator over the bandwidth of the 
signal. Therefore, digital filters having this type of frequency response 
are also called differentiators. 

The frequency response of the ideal digital differcntiator with a 
delay of r samples is 

H d(e;w) = jwe-;wT O~W~7r 
= j (w - 27r )e-;t w-21r) T 7r < W ~ 27r. (1) 

The impulse response corresponding to eq. (1) is obtained as the 
inverse Fourier transform of eq. (1) and is given by 

hd(n) = 2
1
7r [10 7r 

jwe-;wTeiwndw + f7r
21r 

j(w - 27r)e-itw-27r) Teiwndw l (2) 

which can be written as 

_ cos [7r(n - r)] 
- (n - r) 

For r = 0, eq. (4) gives 

hd(n) = 0 

cos (7rn) 
n 

sin [7r (n - r)] 
7r(n - r)2 

n = ° 
n ~ 0, 

whereas for r = -! (i.e., a half-sample advance) eq. (4) gives 

hd(n) = -cos (7rn) = -4 cos (7rn) . 
7r(n + !)2 7r (2n + 1)2 

(3) 

(4) 

(5) 

(6) 

The impulse response of eq. (5), which corresponds to an ideal differ­
entiator with zero delay, is of infinite duration and obeys the symmetry 
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condition 
n = 1,2, .... (7) 

The impulse response of eq. (6), which corresponds to an ideal differ­
entiator with one-half-sample advance, is of infinite duration and obeys 
the symmetry condition 

n = 0, 1, .... (8) 

In Ref. 2 it was shown that the frequency response of an ideal 
differentiator with zero delay had a discontinuity at half the sampling 
frequency [i.e., w = 7r in eq. (1) with T = OJ, whereas the frequency 
response of an ideal differentiator with a one-half-sample advance had 
no discontinuity at w = 7r. The frequency response of a half-sample­
advance differentiator has a slope discontinuity at w = 7r but, as we 
will see, slope discontinuities are much easier to approximate than 
function discontinuities. It should be noted that the output of a one­
half-sample-advance differentiator is the derivative of the input signal 
evaluated midway between input samples. For numerical analysis appli­
cations where one desires the derivative at the sample point rather 
than midway between samples, the use of differentiators with zero 
delay is required. For most signal processing applications, either type 
of differentiator is generally appropriate. 

We have only considered T = 0 and T = - ! as possible delays for 
the ideal differentiator. It can be seen from eq. (4) that these are the 
only values of (- 1 < T ~ 0) such that the impulse response has desir­
able symmetry properties. 

In order to obtain a causal approximation to the ideal differentiator 
which has no phase distortion (other than that corresponding to 
delay), it can be shown that an FIR approximation is required. 5 

Therefore, consider a causal FIR filter with impulse response h(n), 
o ~ n ~ N - 1, and frequency response 

N-l 

H (e iw ) = L h(n)e-iwn• (9) 
n=O 

For this system to have exactly linear phase, the impulse response 
sequence must satisfy the condition 

h(n) = -h(N - 1 - n) n = 0, 1, ... , N - 1. (10) 

For N an odd integer, this means that h(n) has odd symmetry about 
the sample at n = (N - 1)/2. [This case corresponds to the r = 0 
case above with an additional delay of (N - 1)/2 samples.] For N 
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even, hen) has odd symmetry about a point halfway between the 
samples at n = N /2 and n = (N /2) + 1. (This case corresponds to 
the r = -! case above with an additional delay of N /2 samples.) 
This implies that the frequency response of a filter satisfying eq. (10) 
can be expressed as 

(11) 

where H*(e iw ) is a purely real function of w. In particular, for N odd, 
H*(eiw ) is 

(N-l)/2 

H* (e iw ) = L: a(n) sin (wn), (12a) 
n=l 

where 

a(n) = 2h ( N ~ 1 - n ) n = 1,2, ... , ( N ~ 1 ). (12b) 

Also, from eq. (10), 

(12c) 

For N even, the expression for H*(e iw ) is 

N/2 

H*(e iw ) = L: ben) sin [wen - !)], (13a) 
n=l 

where 

b (n) = 2h ( ~ - n ) n = 1, 2, ... , N /2. (13b) 

The factor e-iw (N-l)/2 in eq. (11) represents a delay of (N - 1)/2 
samples, which may be accounted for when necessary. Therefore, in 
approximating the differentiator, the coefficients a(n) and ben) must 
be chosen so that jH*(eiw ) approximates the ideal differentiator 
frequency response of eq. (1) (with r either 0 or -!). In many cases 
it is not required, and often it is not desirable, that the approximation 
be carried out over the entire band 0 ~ w ~ 7f. Thus, in general, the 
real function H*(eiw ) must approximate 

D(eiw ) = w 
= (w - 27f) 

o ~ w ~ 27fF P 

27f (1 - F p) ~ w ~ 27f, (14) 

where F p is the highest frequency where a good approximation to a 
differentiator is desired. In the interval 27fF p < w < 27f(1 - F p), the 
frequency response of the differentiator is generally left unconstrained 
-although it certainly could be constrained to approximate zero over 
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Fig. I-The frequency response and error curves of an N = 16 wide band 
differentiator. 

this interval. The frequency F p is called the bandwidth of the differen­
tiator. When F p = 0.5, eqs. (1) and (14) are identical (to within the 
delay T). This case is called a full-band differentiator. 

The iterative Remez algorithm of IVIcClellan, Parks, and Rabiner can 
be used to choose the values of a(n) or ben) that minimize the peak rela­
tive error of approximation 

(15) 

Our present concern is the general properties of the resulting approxi­
mations rather than the details of the approximation algorithm which 
are available in Ref. 1. The general properties of differentiators de-
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signed by the optimization procedure are illustrated by examples given 
in the next section. 

III. CHARACTERISTICS OF OPTIMUM DIFFERENTIATORS 

The approximation to the ideal differentiator is characterized by 
a relative error function that is equiripple over the approximation 
band 0 ~ w ~ 2nP p. This is illustrated by Figs. 1 through 4 which 
are plots of the frequency responses of several wideband differen­
tiators. Figure 1 shows the magnitude response, the approximation 
error [D(e iw ) - H*(e iw )], and the relative approximation error 
[D(eiw ) - H*(eiw)]j[D(e iw )] as a function of frequency for N = 16 
and F p = 0.5. The relative error curve can be seen to be equiripple 

rr,---------------------------------------------__ 
DIFFERENTIATOR 

N=32 

(a) 
O~ ______ ~ ________ -L ________ ~ ________ L_ ______ ~ 

0.0195 r-----------------------------------------~-
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o 
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UJ 
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0.0062 r-..... ----..,....-------..r------...------,,..-----------------....--. 

UJ 
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~o 
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UJUJ 
0: 

0.1 0.2 0.3 
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0.4 0.5 

Fig. 2-The frequency response and error curves of an N = 32 wideband 
differentiator. 

338 THE BELL SYSTEM TECHNICAL JOURNAL, FEBRUARY 1974 
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DIFFERENTIATOR 
N=31 

NORMALIZED FREQUENCY 

0.5 

Fig. 3-The frequency response of an N = 31 wideband differentiator. 

with a peak relative error of 0.0136. That is, the maximum error is 
1.36 percent of the desired frequency response over the entire band 
o ~ w ~ 7r. Figure 2 shows the same curves for N = 32 and F p = 0.5. 
By doubling N, the peak relative error is reduced to 0.0062. Figure 3 
shows the magnitude response for N = 31 and F p = 0.5. In this case, 
the relative error at f = 0.5 is 1.0 since the desired value is 7r and the 
approximation is zero. The reason for the undesirable behavior of the 
approximation in this case is apparent from eqs. (12a) and (13a). 
When N is odd, H* (e iw ) is exactly zero at w = 0 and w = 7r, inde­
pendent of the choice of a(n) in eq. (12a). When N is even, H*(e iw ) is 
exactly zero only at w = 0, independent of the choice of b(n) in eq. 
(13a). It is quite desirable to have a zero of H*(e iw ) at w = 0 since 
this is the desired response; however, a zero of H* ( eiw ) at w = 7r is at 
odds with the desired response at w = 7r. Thus, the inherent zero at 
w = 7r for N odd is a fundamental limitation to the design of extremely 
wideband differentiators.2 However, if F p is less than 0.5, the resulting 
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Fig. 4-The frequency response and error curve of an N = 31, F p = 0.4 wideband 
differentiator. 

approximation can be quite acceptable as seen in Fig. 4a for the case 
N = 31 and F p = 0.4. Figure 4b shows the magnitude response 
plotted from f = 0 to f = 0.4, the cutoff frequency, and Fig. 4c 
shows the error function over this same range. The peak relative error 
is 0.000088 over the approximation interval. 

As is clear from these examples, the basic parameters that charac­
terize these differentiator approximations are N, F p, and 0, the peak 
relative error of approximation. The examples suggest that 0 can be 
reduced by increasing N, and by decreasing F p. Also, there seems to 
be a distinct advantage in choosing even values of N provided the 
half-sample delay is not undesirable. To substantiate these observa­
tions, a large set of measurements of 0 as a function of F p and N were 
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Fig. 5-The curves of 20 loglo 0 versus N for F p = 0.5, 0045, 0040 for even and odd 
values of N. 

made. The results are shown in Figs. 5 through 8 * and in Tables I 
through VIII. Figure 5 shows the dependence of 20 loglo 0 upon N for 
F p equal to 0.5, 0045, and 0040 and for even and odd values of N in 
the range 3 ~ N ~ 128. The curve for N odd, F p = 0.5, is not in­
cluded since 0 = 1.0 independent of N. Figure 6 shows the same data 
as Fig. 5 with a logarithmic horizontal scale. From Figs. 5 and 6 it 
is seen that for the same value of F p the values of 0 for even values 
of N are approximately 1 to 2 orders of magnitude (20-40 dB) smaller 
than the values of 0 for comparable odd values of N. This difference 
between even and odd values of N is due to the frequency response 
discontinuity for odd N, which is considerably more difficult to approxi­
mate than the slope discontinuity in the frequency response for even 
N. To substantiate this claim, the curve for F p = 0.5, N even, was 
subtracted (on a log scale) from the F p = 0045, N even, and the 

* The curves in Figs. 5 through 8 are straight-line connections of measured data 
points and do not represent any smoothing or fitting of the data. 
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Fig. 6-The curves of 20 loglo 0 versus loglo N for F p = 0.5, 0.45, and 0.40 for 
even and odd values of N. 

F p = 0.40, N even, curves and the resulting curves were replotted on 
the same scales as Fig. 5. It was then seen that the difference between 
the N even and N odd curves for fixed values of F p was small (on the 
order of 2 dB) and essentially independent of N. Thus the 1 to 2 order­
of-magnitude difference in the deltas is almost entirely accounted for 
by the frequency response discontinuity for odd values of N. 

Another observation from Figs. 5 and 6 is that the smaller the 
bandwidth (F p) of the differentiator, the faster the peak relative error 
decreases with increasing N. Thus for F p = 0.5, the value of 20 loglo 0 
decreases by only about 30 dB as N varies from 4 to 128; whereas for 
F p = 0.45, the value of 20 loglo 0 decreases by about 98 dB as N 
varies from 4 to 52. For the cases when N is odd, the relation 

(N - 1)(0.5 - F p) ~ a IOglo 0 (16) 

appears to work for 0 smaller than approximately 0.01, where a ~-0.5. 

Thus, for F p = 0.45, a value of N = 41 gives a 0 of 0.000764, whereas 
for F p = 0.40, a value of N = 21 gives a value of 0 of 0.000878. This 
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Fig. 7-The curves of 20 loglO 0 versus F p for N = 4, 8, 16, 32, and 64. 

inverse proportionality between transition bandwidth and filter order 
for fixed value of (5 was originally noted by Kaiser.6 

Figures 7 and 8 show the dependence of 20 loglo (5 upon F p for even 
values of N (N = 4, 8, 16, 32, 64) and odd values of N (N = 5, 9, 
17, 33,65) respectively. Note that since h((N - 1)/2) = 0 when N is 
odd, there are the same number of nonzero impulse response coefficients 
for differentiators of length 4 and 5, 8 and 9, etc. The data for even 
and odd values of N are presented on different figures because of 
the different nature of the solution in the two cases. As seen in Fig. 8, 
where N is odd, as F p approaches 0.5, 20 loglo (5 approaches 0, inde­
pendent of N. As previously discussed, this is because of the con­
strained zero of H*(eiw ) at w = 7r when N is odd. For even values of 
N, the curves are spaced apart for all values of F p. The main observa­
tion from these figures is that the larger the value of N, the faster the 
peak relative error decreases with decreasing differentiator bandwidth. 

The curves in Figs. 5 through 8 can be used to determine the length 
of impulse response required to meet a given specification of approxi-
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Fig. 8-The curves of 20 loglo 0 versus F p for N = 5, 9, 17, 33, and 65. 

mation error. For example, to obtain a peak relative error less than 
1 percent (- 40 dB) requires the following values of N (as a function 
of F p): 

Fp 

0.5 
0045 
0040 

N (odd) 

impossible 
27 
15 

N (even) 

22 
10 
6 

Similarly, to obtain a peak relative error less than 0.1 percent requires 

Fp 

0.5 
0.45 
0040 

N (odd) 

impossible 
41 
21 

N (even) 

>128 
18 
12 

These examples indicate the substantial reductions in N that result 
when F p is reduced and when N is changed from odd to even. 
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IV. APPLICATION OF FIR DIFFERENTIATORS 

The data presented above indicate that the most efficient FIR 
differentiators (i.e., having the smallest value of N for a given value 
of peak relative approximation error) are obtained when the band­
width, F p, is as small as possible and when N is even. These design 
considerations must be viewed in the light of the intended application. 

In processing sequences obtained by sampling an analog signal, it is 
generally true that a fullband differentiator is not required, since the 
sampling rate is generally set somewhat higher than twice the Nyquist 
frequency of the analog signal. Thus, differentiator bandwidths on the 
order of 0.40 to 0.49 are quite reasonable for most applications. 

Since even values of N result in better approximations than com­
parable odd values, it is generally desirable to choose N even. However, 
even values of N are sometimes undesirable because the delay is a 
nonintegral number of samples. In situations when the differentiator 
is part of a larger signal processing system it may be important to 
be able to equalize signal delays in different parts of the system. This 
may be more difficult to accomplish when the delay of the differen­
tiator is not an integral number of samples. When N is large and the 
differentiator is to be realized as a general-purpose computer program, 
it may be desirable to use an FFT realization instead of a direct 
discrete convolution realization. In such cases, the odd symmetry of 
the impulse response about (N - 1)/2 permits the frequency response 
of the differentiator to be purely imaginary only when N is odd, thus 
reducing the storage requirements for the transform of the impulse 
response and the number of intermediate multiplications by a factor 
of two. 

These two practical limitations, however, are often of little conse­
quence in digital signal processing applications, where the overriding 
concern is often simply the reduction of system complexity while 
maintaining a prescribed performance. In such cases, it is clear from 
previous discussion that even values of N provide the most efficient 
approximations to the differentiator. 

A subset of the differentiators designed in this study is given in 
Tables I through VIII. Included in these tables are wideband differen­
tiators (F p = 0.5, 0.49, 0.48, 0.45, and 0.40) for both even and odd 
values from N = 3 to N = 50.· The value of peak relative error, 

• Only those differentiators for which () < 0.1 are included in these tables. 
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denoted D, is given for each case as well as the impulse response 
coefficients for the filter. Note that only the first half of the impulse 
response is given in the table; i.e., h(n) for n = 0, 1, '" , (N /2) - 1. 
The remainder of the impulse response can be obtained using eq. (10). 
These data should be adequate for most design applications. 
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Table I-Wideband differentiators 
(F p = 0.5, N even) 

N =4 N = 6 N = 8 N=1O 
D = 0.0831040 D = 0.0470970 D = 0.0320840 D = 0.0240945 

0 -0.1310637 0.0508099 -0.0289328 0.0196350 
1 1.3091933 -0.1630958 0.0668126 -0.0386111 
2 1.2829105 -0.1471745 0.0549917 
3 1.2774790 -0.1441674 
4 1.2755435 

N = 12 N = 14 N = 16 N = 18 
D = 0.0192165 D = 0.0159235 D = 0.0135730 D = 0.0118460 

0 -0.0146791 0.0116236 -0.0095995 0.0081685 
1 0.0261968 -0.0194562 0.0153294 -0.0125786 
2 -0.0291034 0.0182665 -0.0126660 0.0093698 
3 0.0528837 -0.0275156 0.0169834 -0.0115683 
4 -0.1430612 0.0521278 -0.0269451 0.0165044 
5 1.2746868 -0.1425363 0.0517493 -0.0266517 
6 1.2742573 -0.1422334 0.0515315 
7 1.2739692 -0.1420377 
8 1.2737782 

N = 20 N = 22 N = 24 N = 26 
D = 0.0104985 D = 0.0094195 D = 0.0085365 D = 0.0078050 

0 -0.0071000 0.0062722 -0.0056118 0.0050796 
1 0.0106302 -0.0091800 0.0080620 -0.0071883 
2 -0.0072703 0.0058390 -0.0048205 0.0040624 
3 0.0084292 -0.0064393 0.0051079 -0.0041422 
4 -0.0111803 0.0081015 -0.0061625 0.0048465 
5 0.0162637 -0.0109978 0.0079432 -0.0060168 
6 -0.0264660 0.0161349 -0.0108840 0.0078424 
7 0.0513867 -0.0263595 0.0160438 -0.0108017 
8 -0.1419117 0.0512852 -0.0262854 0.0159807 
9 1.2736673 -0.1418134 0.0512146 -0.0262332 

10 1.2735768 -0.1417436 0.0511684 
11 1.2735077 -0.1417041 
12 1.2734707 

N = 28 N = 30 N = 32 N = 34 
D = 0.0071890 D = 0.0066600 D = 0.0062025 D = 0.0058025 

0 -0.0046291 0.0042600 -0.0039405 0.0036653 
1 0.0064623 -0.0058789 0.0053806 -0.0049612 
2 -0.0034847 0.0030260 -0.0026653 0.0023703 
3 0.0034495 -0.0029082 0.0025070 -0.0021762 
4 -0.0039226 0.0032396 -0.0027291 0.0023323 
5 0.0047240 -0.0038139 0.0031397 -0.0026465 
6 -0.0059332 0.0046549 -0.0037470 0.0030907 
7 0.0077802 -0.0058820 0.0046040 -0.0037036 
8 -0.0107505 0.0077387 -0.0058437 0.0045698 
9 0.0159345 -0.0107147 0.0077095 -0.0058145 

10 -0.0261921 0.0159024 -0.0106896 0.0076837 
11 0.0511322 -0.0261619 0.0158792 -0.0106654 
12 -0.1416711 0.0511027 -0.0261387 0.0158559 
13 1.2734383 -0.1416415 0.0510788 -0.0261186 
14 1.2734088 -0.1416173 0.0510609 
15 1.2733839 -0.1416001 
16 1.2733660 
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Table I-continued 

N = 36 N = 38 N = 40 N = 42 
D = 0.0054505 D = 0.0051375 D = 0.0048585 D = 0.0046080 

0 -0.0034253 0.0032145 -0.0030272 0.0028607 
1 0.0046009 -0.0042886 0.0040140 -0.0037721 
2 -0.0021287 0.0019267 -0.0017546 0.0016072 
3 0.0019148 -0.0017005 0.0015212 -0.0013694 
4 -0.0020200 0.0017690 -0.0015623 0.0013908 
5 0.0022528 -0.0019478 0.0017009 -0.0014989 
6 -0.0025912 0.0022079 -0.0019054 0.0016619 
7 0.0030565 -0.0025573 0.0021778 -0.0018777 
8 -0.0036810 0.0030238 -0.0025346 0.0021567 
9 0.0045437 -0.0036587 0.0030046 -0.0025174 

10 -0.0057900 0.0045295 -0.0036367 0.0029902 
11 0.0076598 -0.0057714 0.0045142 -0.0036235 
12 -0.0106443 0.0076422 -0.0057629 0.0044975 
13 0.0158387 -0.0106280 0.0076300 -0.0057519 
14 -0.0261035 0.0158233 -0.0106158 0.0076262 
15 0.0510459 -0.0260878 0.0158104 -0.0106082 
16 -0.1415850 0.0510323 -0.0260762 0.0158013 
17 1.2733532 -0.1415734 0.0510217 -0.0260652 
18 1.2733444 -0.1415624 0.0510100 
19 1.2733312 -0.1415514 
20 1.2733199 

N = 44 N = 46 N = 48 N = 50 
D = 0.0043825 D = 0.0041785 D = 0.0039920 D = 0.0038215 

0 -0.0027118 0.0025770 -0.0024552 0.0023443 
1 0.0035572 -0.0033646 0.0031912 -0.0030348 
2 -0.0014794 0.0013682 -0.0012698 0.0011841 
3 0.0012416 -0.0011307 0.0010345 -0.0009519 
4 -0.0012475 0.0011244 -0.0010198 0.0009299 
5 0.0013308 -0.0011900 0.0010713 -0.0009698 
6 -0.0014615 0.0012959 -0.0011583 0.0010418 
7 0.0016346 -0.0014370 0.0012745 -0.0011376 
8 -0.0018561 0.0016167 -0.0014213 0.0012579 
9 0.0021391 -0.0018419 0.0016028 -0.0014081 

10 -0.0025029 0.0021275 -0.0018293 0.0015925 
11 0.0029785 -0.0024922 0.0021165 -0.0018212 
12 -0.0036153 0.0029682 -0.0024834 0.0021086 
13 0.0044897 -0.0036056 0.0029610 -0.0024759 
14 -0.0057381 0.0044821 -0.0035984 0.0029537 
15 0.0076162 -0.0057321 0.0044752 -0.0035915 
16 -0.0106048 0.0076042 -0.0057262 0.0044686 
17 0.0157953 -0.0105953 0.0075986 -0.0057202 
18 -0.0260586 0.0157918 -0.0105840 0.0075939 
19 0.0510019 -0.0260529 0.0157830 -0.0105799 
20 -0.1415416 0.0509959 -0.0260495 0.0157733 
21 1.2733098 -0.1415357 0.0509909 -0.0260416 
22 1.2733032 -0.1415313 0.0509884 
23 1.2732988 -0.1415278 
24 1.2732960 
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Table J1-Wideband differentiators 
(Fp = 0.49, N even) 

N = 4 N = 6 N = 8 N=1O 
D = 0.0756235 D = 0.0402290 D = 0.0255765 D = 0.0178930 

0 -0.1249465 0.0458333 -0.0244765 0.0155119 
1 1.2992160 -0.1556062 0.0604056 -0.0328369 
2 1.2778984 -0.1435042 0.0519839 
3 1.2742206 -0.1416396 
4 1.2731675 

N = 12 N = 14 N = 16 N = 18 
D = 0.0132725 D = 0.0102355 D = 0.0081120 D = 0.0065675 

0 -0.0108071 0.0079847 -0.0061368 0.0048544 
1 0.0208881 -0.0145299 0.0107000 -0.0081958 
2 -0.0265471 0.0159989 -0.0106296 0.0075254 
3 0.0507873 -0.0256995 0.0153658 -0.0101326 
4 -0.1411075 0.0504637 -0.0254815 0.0152063 
5 1.2727987 -0.1409274 0.0503597 -0.0254177 
6 1.2726648 -0.1408696 0.0503343 
7 1.2726240 -0.1408602 
8 1.2726199 

N = 20 N = 22 N = 24 N = 26 
D = 0.0054065 D = 0.0045055 D = 0.0037945 D = 0.0032230 

0 -0.0039242 0.0032252 -0.0026848 0.0022597 
1 0.0064632 -0.0052075 0.0042657 -0.0035440 
2 -0.0055757 0.0042694 -0.0033533 0.0026892 
3 0.0071314 -0.0052518 0.0040021 -0.0031297 
4 -0.0100173 0.0070397 -0.0051824 0.0039440 
5 0.0151654 -0.0099887 0.0070237 -0.0051698 
6 -0.0254039 0.0151620 -0.0099918 0.0070290 
7 0.0503330 -0.0254130 0.0151745 -0.0100057 
8 -0.1408656 0.0503509 -0.0254312 0.0151940 
9 1.2726300 -0.1408860 0.0503717 -0.0254529 

10 1.2726507 -0.1409083 0.0503940 
11 1.2726749 -0.1409325 
12 1.2726997 

N = 28 N = 30 N = 32 N = 34 
D = 0.0027515 D = 0.0023760 D = 0.0020535 D = 0.0017890 

0 -0.0019148 0.0016418 -0.0014118 0.0012240 
1 0.0029716 -0.0025230 0.0021529 -0.0018542 
2 -0.0021894 0.0018089 -0.0015120 0.0012767 
3 0.0024976 -0.0020279 0.0016726 -0.0013946 
4 -0.0030847 0.0024627 -0.0020003 0.0016484 
5 0.0039389 -0.0030810 0.0024618 -0.0019999 
6 -0.0051770 0.0039458 -0.0030894 0.0024683 
7 0.0070419 -0.0051893 0.0039581 -0.0031014 
8 -0.0100233 0.0070579 -0.0052056 0.0039744 
9 0.0152150 -0.0100424 0.0070768 -0.0052210 

10 -0.0254777 0.0152355 -0.0100622 0.0070931 
11 0.0504213 -0.0254978 0.0152556 -0.0100801 
12 -0.1409620 0.0504402 -0.0255185 0.0152744 
13 1.2727299 -0.1409799 0.0504625 -0.0255380 
14 1.2727475 -0.1410032 0.0504816 
15 1.2727717 -0.1410217 
16 1.2727889 
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Table II-continued 

N = 36 N = 38 N = 40 N = 42 
D = 0.0015625 D = 0.0013680 D = 0.0012035 D = 0.0010655 

0 -0.0010650 0.0009290 -0.0008146 0.0007191 
1 0.0016041 -0.0013927 0.0012161 -0.0010685 
2 -0.0010867 0.0009299 -0.0008017 0.0006955 
3 0.0011746 -0.0009968 0.0008520 -0.0007339 
4 -0.0013744 0.0011567 -0.0009814 0.0008401 
5 0.0016487 -0.0013748 0.0011577 -0.0009836 
6 -0.0020081 0.0016562 -0.0013820 0.0011649 
7 0.0024812 -0.0020191 0.0016666 -0.0013917 
8 -0.0031146 0.0024941 -0.0020314 0.0016776 
9 0.0039898 -0.0031300 0.0025076 -0.0020436 

10 -0.0052395 0.0040046 -0.0031441 0.0025208 
11 0.0071107 -0.0052559 0.0040200 -0.0031576 
12 -0.0100974 0.0071289 -0.0052706 0.0040335 
13 0.0152926 -0.0101144 0.0071443 -0.0052845 
14 -0.0255.565 0.0153093 -0.0101310 0.0071569 
15 0.0504998 -0.0255738 0.0153250 -0.0101445 
16 -0.1410399 0.0505181 -0.0255892 0.0153398 
17 1.2728072 -0.1410588 0.0505341 -0.0256034 
18 1.2728270 -0.1410757 0.0505482 
19 1.2728442 -0.1410899 
20 1.2728587 

N = 44 N = 46 N = 48 N = 50 
D = 0.0009435 D = 0.0008355 D = 0.0007420 D = 0.0006635 

0 -0.0006352 0.0005614 -0.0004979 0.0004439 
1 0.0009406 -0.0008294 0.0007336 -0.0006528 
2 -0.0006060 0.0005300 -0.0004653 0.0004109 
3 0.0006355 -0.0005529 0.0004835 -0.0004247 
4 -0.0007235 0.0006264 -0.0005457 0.0004778 
5 0.0008423 -0.0007260 0.0006293 -0.0005488 
6 -0.0009909 0.0008492 -0.0007323 0.0006359 
7 0.0011743 -0.0009997 0.0008573 -0.0007405 
8 -0.0014027 0.0011844 -0.0010091 0.0008665 
9 0.0016892 -0.0014134 0.0011947 -0.0010188 

10 -0.0020555 0.0017009 -0.0014241 0.0012045 
11 0.0025331 -0.0020675 0.0017119 -0.0014341 
12 -0.0031702 0.0025453 -0.0020788 0.0017219 
13 0.0040464 -0.0031824 0.0025566 -0.0020892 
14 -0.0052977 0.0040593 -0.0031941 0.0025670 
15 0.0071710 -0.0053102 0.0040709 -0.0032047 
16 -0.0101577 0.0071839 -0.0053222 0.0040816 
17 0.0153533 -0.0101712 0.0071961 -0.0053332 
18 -0.0256184 0.0153665 -0.0101838 0.0072068 
19 0.0505624 -0.0256316 0.0153794 -0.0101945 
20 -0.1411034 0.0505765 -0.0256436 0.0153900 
21 1.2728719 -0.1411169 0.0505881 -0.0256542 
22 1.2728844 -0.1411291 0.0505982 
23 1.2728967 -0.1411395 
24 1.2729083 
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Table III-Wideband differentiators 
(Fp = 0.48, N even) 

N = 4 N = 6 N =8 N=1O 
D = 0.0685890 D = 0.0342610 D = 0.0203665 D = 0.0132955 

0 -0.1194462 0.0415099 -0.0208464 0.0123838 
1 1.2897494 -0.1488110 0.0549279 -0.0282322 
2 1.2731593 -0.1400594 0.0492614 
3 1.2710796 -0.1392143 
4 1.2708226 

N = 12 N = 14 N = 16 N = 18 
D = 0.0091960 D = 0.0066075 D = 0.0048850 D = 0.0036880 

0 -0.0080758 0.0055801 -0.0040121 0.0029697 
1 0.0169344 -0.0110911 0.0076843 -0.0055383 
2 -0.0243059 0.0141089 -0.0090057 0.0061179 
3 0.0488103 -0.0240382 0.0139418 -0.0088998 
4 -0.1392103 0.0488703 -0.0241146 0.0140184 
5 1.2709260 -0.1393617 0.0490132 -0.0242418 
6 1.2711088 -0.1395291 0.0491596 
7 1.2712857 -0.1396846 
8 1.2714456 

N = 20 N = 22 N = 24 N = 26 
D = 0.0028315 D = 0.0022025 D = 0.0017315 D = 0.0013725 

0 -0.0022456 0.0017272 -0.0013462 0.0010612 
1 0.0041061 -0.0031111 0.0023970 -0.0018733 
2 -0.0043398 0.0031799 -0.0023882 0.0018287 
3 0.0060476 -0.0042958 0.0031532 -0.0023725 
4 -0.0089705 0.0061132 -0.0043558 0.0032063 
5 0.0141281 -0.0090663 0.0061971 -0.0044281 
6 -0.0243671 0.0142374 -0.0091603 0.0062788 
7 0.0492947 -0.0244843 0.0143370 -0.0092466 
8 -0.1398254 0.0494151 -0.0245867 0.0144256 
9 1.2715885 -0.1399466 0.0495200 -0.0246775 

10 1.2717111 -0.1400541 0.0496127 
11 1.2718185 -0.1401477 
12 1.2719131 

N = 28 N = 30 N = 32 N = 34 
D = 0.0010945 D = 0.0008810 D = 0.0007135 D = 0.0005780 

0 -0.0008419 0.0006751 -0.0005457 0.0004414 
1 0.0014784 -0.0011790 0.0009488 -0.0007659 
2 -0.0014238 0.0011215 -0.0008944 0.0007185 
3 0.0018215 -0.0014209 0.0011234 -0.0008972 
4 -0.0024200 0.0018636 -0.0014586 0.0011558 
5 0.0032688 -0.0024753 0.0019117 -0.0014998 
6 -0.0044975 0.0033307 -0.0025277 0.0019575 
7 0.0063517 -0.0045625 0.0033857 -0.0025767 
8 -0.0093227 0.0064189 -0.0046203 0.0034366 
9 0.0145047 -0.0093921 0.0064786 -0.0046731 

10 -0.0247589 0.0145754 -0.0094534 0.0065333 
11 0.0496959 -0.0248305 0.0146379 -0.0095087 
12 -0.1402316 0.0497675 -0.0248937 0.0146945 
13 1.2719969 -0.1403032 0.0498316 -0.0249515 
14 1.2720686 -0.1403686 0.0498901 
15 1.2721348 -0.1404270 
16 1.2721930 
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Table III-continued 

N = 36 N = 38 N = 40 N = 42 
D = 0.0004745 D = 0.0003865 D = 0.0003195 D = 0.0002630 

0 -0.0003616 0.0002947 -0.0002435 0.0002004 
1 0.0006258 -0.0005102 0.0004213 -0.0003471 
2 -0.0005831 0.0004750 -0.0003908 0.0003220 
3 0.0007241 -0.0005881 0.0004825 -0.0003971 
4 -0.0009268 0.0007493 -0.0006120 0.0005023 
5 0.0011925 -0.0009582 0.0007785 -0.0006362 
6 -0.0015400 0.0012274 -0.0009902 0.0008052 
7 0.0019999 -0.0015771 0.0012610 -0.0010185 
8 -0.0026210 0.0020389 -0.0016123 0.0012909 
9 0.0034828 -0.0026616 0.0020753 -0.0016434 

10 -0.0047202 0.0035246 -0.0026993 0.0021077 
11 0.0065816 -0.0047636 0.0035632 -0.0027329 
12 -0.0095586 0.0066259 -0.0048032 0.0035981 
13 0.0147451 -0.0096042 0.0066668 -0.0048390 
14 -0.0250027 0.0147916 -0.0096453 0.0067035 
15 0.0499419 -0.0250492 0.0148333 -0.0096830 
16 -0.1404791 0.0499890 -0.0250919 0.0148714 
17 1.2722451 -0.1405266 0.0500314 -0.0251305 
18 1.2722929 -0.1405696 0.0500707 
19 1.272336.5 -0.1406089 
20 1.2723761 

N = 44 N = 46 N = 48 N = 50 
D = 0.0002185 D = 0.0001810 D = 0.0001510 D = 0.0001260 

0 -0.0001665 0.0001382 -0.0001153 0.0000961 
1 0.0002884 -0.0002394 0.0002001 -0.0001671 
2 -0.0002673 0.0002224 -0.0001860 0.0001561 
3 0.0003292 -0.0002736 0.0002287 -0.0001920 
4 -0.0004153 0.0003449 -0.0002881 0.0002416 
5 0.0005243 -0.0004342 0.0003619 -0.0003032 
6 -0.0006607 0.0005454 -0.0004530 0.0003786 
7 0.0008310 -0.0006830 0.0005652 -0.0004709 
8 -0.0010458 0.0008545 -0.0007040 0.0005843 
9 0.0013195 -0.0010707 0.0008768 -0.0007241 

10 -0.0016732 0.0013455 -0.0010939 0.0008979 
11 0.0021385 -0.0017002 0.0013697 -0.0011156 
12 -0.0027646 0.0021664 -0.0017254 0.0013924 
13 0.0036307 -0.0027935 0.0021925 -0.0017489 
14 -0.0048726 0.0036606 -0.0028205 0.0022170 
15 0.0067378 -0.0049031 0.0036879 -0.0028453 
16 -0.0097176 0.0067686 -0.0049314 0.0037137 
17 0.0149065 -0.0097490 0.0067975 -0.0049574 
18 -0.0251657 0.0149386 -0.0097785 0.0068242 
19 0.0501065 -0.0251984 0.0149684 -0.0098059 
20 -0.1406450 0.0501395 -0.0252289 0.0149961 
21 1.2724119 -0.1406780 0.0501700 -0.0252568 
22 1.2724452 -0.1407088 0.0501979 
23 1.2724760 -0.1407371 
24 1.2725043 
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Table IV-Wideband differentiators 
(Fp = 0.45, N even) 

N =4 N = 6 N = 8 N=lO 
D = 0.0507220 D = 0.0209865 D = 0.0102350 D = 0.0054640 

0 -0.1049330 0.0313204 -0.0132691 0.0066049 
1 1.2640770 -0.1318473 0.0425774 -0.0188979 
2 1.2599360 -0.1307889 0.0423179 
3 1.2621213 -0.1324320 
4 1.2640211 

N = 12 N = 14 N = 16 N = 18 
D = 0.0030870 D = 0.001813.5 D = 0.0010970 D = 0.0006780 

0 -0.0036000 0.0020785 -0.0012494 0.0007731 
1 0.0097311 -0.0054557 0.0032324 -0.0019893 
2 -0.0189385 0.0098781 -0.0056282 0.0033951 
3 0.0434812 -0.0197685 0.0104785 -0.0060664 
4 -0.1337806 0.0444447 -0.0204678 0.0109918 
5 1.2654301 -0.1348054 0.0452000 -0.0210311 
6 1.2664828 -0.1355959 0.0458000 
7 1.2672905 -0.1362207 
8 1.2679283 

N = 20 N = 22 N = 24 N = 26 
D = 0.0004255 D = 0.0002715 D = 0.0001750 D = 0.0001140 

0 -0.0004882 0.0003148 -0.0002055 0.0001357 
1 0.0012579 -0.0008143 0.0005353 -0.0003569 
2 -0.0021291 0.0013757 -0.0009079 0.0006095 
3 0.0037159 -0.0023684 0.0015526 -0.0010402 
4 -0.0064459 0.0040014 -0.0025818 0.0017137 
5 0.0114147 -0.0067686 0.0042459 -0.0027693 
6 -0.0214891 0.0117693 -0.0070416 0.0044582 
7 0.0462857 -0.0218711 0.0120681 -0.0072772 
8 -0.1367253 0.0466885 -0.0221913 0.0123242 
9 1.2684422 -0.1371425 0.0470259 -0.0224649 

10 1.2688667 -0.1374915 0.0473133 
11 1.2692216 -0.1377887 
12 1.2695236 

N = 28 N = 30 N = 32 N = 34 
D = 0.0000750 D = 0.0000495 D = 0.0000330 D = 0.0000220 

0 -0.0000905 0.0000609 -0.0000412 0.0000280 
1 0.0002406 -0.0001637 0.0001122 -0.0000776 
2 -0.0004147 0.0002853 -0.0001979 0.0001385 
3 0.0007084 -0.0004888 0.0003409 -0.0002400 
4 -0.0011618 0.0008008 -0.0005589 0.0003943 
.5 0.0018573 -0.0012723 0.0008856 -0.0006245 
6 -0.0029342 0.0019861 -0.0013722 0.0009638 
7 0.0046439 -0.0030806 0.0021014 -0.0014640 
8 -0.0074817 0.0048076 -0.0032113 0.0022063 
9 0.0125460 -0.0076617 0.0049527 -0.0033295 

10 -0.0227011 0.0127401 -0.0078204 0.0050837 
11 0.0475609 -0.0229076 0.0129110 -0.0079627 
12 -0.1380441 0.0477767 -0.0230885 0.0130637 
13 1.2697831 -0.1382662 0.0479655 -0.0232500 
14 1.2700086 -0.1384607 0.0481336 
15 1.2702059 -0.1386335 
16 1.2703809 
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Table IV-continued 

N = 36 N = 38 N = 40 N = 42 
D = 0.0000145 D = 0.0000100 D = 0.0000065 D = 0.0000045 

0 -0.0000192 0.0000132 -0.0000091 0.0000063 
1 0.0000537 -0.0000377 0.0000264 -0.0000185 
2 -0.0000974 0.0000691 -0.0000490 0.0000352 
3 0.0001700 -0.0001213 0.0000870 -0.0000628 
4 -0.0002805 0.0002014 -0.0001451 0.0001052 
5 0.0004448 -0.0003198 0.0002312 -0.0001684 
6 -0.0006855 0.0004929 -0.0003569 0.0002608 
7 0.0010361 -0.0007430 0.0005378 -0.0003927 
8 -0.0015475 0.0011033 -0.0007961 0.0005809 
9 0.0023015 -0.0016248 0.0011652 -0.0008467 

10 -0.0034360 0.0023892 -0.0016958 0.0012237 
11 0.0052009 -0.0035337 0.0024690 -0.0017621 
12 -0.0080899 0.0053080 -0.0036223 0.0025431 
13 0.0131997 -0.0082058 0.0054048 -0.0037043 
14 -0.0233932 0.0133232 -0.0083101 0.0054940 
15 0.0482831 -0.0235233 0.0134344 -0.0084063 
16 -0.1387868 0.0484182 -0.0236399 0.0135362 
17 1.2705364 -0.1389253 0.0485392 -0.0237470 
18 1.2706765 -0.1390494 0.0486498 
19 1.2708019 -0.1391628 
20 1.2709168 

N = 44 N = 46 N = 48 N = 50 
D = 0.0000030 D = 0.0000020 D = 0.0000015 D = 0.0000010 

0 -0.0000044 0.0000031 -0.0000022 0.0000016 
1 0.0000132 -0.0000094 0.0000066 -0.0000047 
2 -0.0000251 0.0000182 -0.0000132 0.0000094 
3 0.0000452 -0.0000330 0.0000239 -0.0000176 
4 -0.0000767 0.0000559 -0.0000412 0.0000302 
5 0.0001232 -0.0000905 0.0000666 -0.0000493 
6 -0.0001910 0.0001411 -0.0001043 0.0000776 
7 0.0002887 -0.0002133 0.0001587 -0.0001181 
8 -0.0004266 0.0003157 -0.0002350 0.0001756 
9 0.0006211 -0.0004593 0.0003421 -0.0002560 

10 -0.0008938 0.0006594 -0.0004904 0.0003673 
11 0.0012777 -0.0009381 0.0006959 -0.0005202 
12 -0.0018231 0.0013283 -0.0009802 0.0007304 
13 0.0026113 -0.0018802 0.0013760 -0.0010198 
14 -0.0037787 0.0026748 -0.0019337 0.0014209 
15 0.0055751 -0.0038485 0.0027338 -0.0019836 
16 -0.0084933 0.0056505 -0.0039129 0.0027888 
17 0.0136282 -0.0085737 0.0057202 -0.0039732 
18 -0.0238434 0.0137137 -0.0086482 0.0057849 
19 0.0487497 -0.0239323 0.0137919 -0.0087170 
20 -0.1392649 0.0488417 -0.0240143 0.0138645 
21 1.2710199 -0.1393589 0.0489262 -0.0240897 
22 1.2711151 -0.1394452 0.0490041 
23 1.2712024 -0.1395247 
24 1.2712825 
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Table V-Wideband differentiators 
(Fp = DAD, N even) 

N = 4 N = 6 N = 8 N=1O 
D = 0.0296405 D = 0.0089245 D = 0.0031370 D = 0.0012040 

0 -0.0861745 0.0205935 -0.0068427 0.0026524 
1 1.2288833 -0.1115391 0.0300431 -0.0109331 
2 1.2405798 -0.1179778 0.0335962 
3 1.2484761 -0.1225086 
4 1.2534103 

N = 12 N = 14 N = 16 N = 18 
D = 0.0004890 D = 0.000206,1'j D = 0.0000900 D = 0.0000400 

0 -0.0011231 0.0005036 -0.0002350 0.0001128 
1 0.0045751 -0.0020735 0.0009893 -0.0004888 
2 -0.0129299 0.0057108 -0.0027250 0.0013644 
3 0.0362512 -0.0145085 0.0066583 -0.0032958 
4 -0.1255952 0.0381971 -0.0157403 0.0074380 
5 1.2567278 -0.1278179 0.0396824 -0.0167274 
6 1.2590998 -0.1294942 0.0408526 
7 1.2608785 -0.1308018 
8 1.2622592 

N = 20 N = 22 N = 24 N = 26 
D = 0.0000180 D = 0.0000085 D = 0.0000040 D = 0.0000020 

0 -0.0000553 0.0000276 -0.0000141 0.0000072 
1 0.0002476 -0.0001279 0.0000672 -0.0000358 
2 -0.0007056 0.0003738 -0.0002014 0.0001100 
3 0.0017093 -0.0009151 0.0005008 -0.0002787 
4 -0.0037888 0.0020219 -0.0011121 0.0006255 
5 0.0080905 -0.0042201 0.0023044 -0.0012978 
6 -0.0175364 0.0086475 -0.0045990 0.0025623 
7 0.0417986 -0.0182150 0.0091270 -0.0049367 
8 -0.1318492 0.0425824 -0.0187905 0.0095470 
9 1.2633610 -0.1327106 0.0432403 -0.0192881 

10 1.2642636 -0.1334294 0.0438045 
11 1.2650144 -0.1340417 
12 1.2656525 

N = 28 N = 30 
D = 0.0000010 D = 0.0000005 

0 -0.0000038 0.0000019 
1 0.0000192 -0.0000104 
2 -0.0000606 0.0000336 
3 0.0001568 -0.0000889 
4 -0.0003569 0.0002058 
5 0.0007458 -0.0004345 
6 -0.0014706 0.0008608 
7 0.0027963 -0.0016311 
8 -0.0052373 0.0030087 
9 0.0099149 -0.0055056 

10 -0.0197195 0.0102394 
11 0.0442895 -0.0200961 
12 -0.1345657 0.0447099 
13 1.2661969 -0.1350178 
14 1.2666657 
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Table VI-Wideband differentiators 
(Fp = 0.48, N odd) 

N = 31 N = 33 N = 35 N = 37 
D = 0.0904880 D = 0.0775765 D = 0.0669570 D = 0.0574865 

0 0.0608611 -0.0522909 0.0452050 -0.0389237 
1 -0.0899683 0.0775166 -0.0671563 0.0580516 
2 0.0575832 -0.0499780 0.0435425 -0.0380356 
3 -0.0599504 0.0521363 -0.0454862 0.0398662 
4 0.0676325 -0.0587798 0.0512472 -0.0449414 
5 -0.0779065 0.0675169 -0.0587481 0.0514649 
6 0.0906186 -0.0781443 0.0677554 -0.0591983 
7 -0.1063470 0.0910075 -0.0784716 0.0682828 
8 0.1262399 -0.lb68305 0.0913845 -0.0790428 
9 -0.1522623 0.1267944 -0.1072511 0.0919846 

10 0.1878138 -0.1527018 0.1270991 -0.1077415 
11 -0.2401009 0.1881949 -0.1529673 0.1275383 
12 0.3258611 -0.2405147 0.1884984 -0.1534175 
13 -0.4949906 0.3261771 -0.2407258 0.1888647 
14 0.9974893 -0.4951904 0.3263414 -0.2410280 
15 O. 0.9975854 -0.4953164 0.3265623 
16 O. 0.9976379 -0.4954722 
17 O. 0.9977334 
18 O. 

N = 39 N = 41 N = 43 N = 45 
D = 0.0496845 D = 0.0427980 D = 0.0370790 D = 0.0319585 

0 0.0337241 -0.0291326 0.0252974 -0.0218781 
1 -0.0504549 0.0437514 -0.0381107 0.0331074 
2 0.0333314 -0.0292008 0.0256448 -0.0225406 
3 -0.0350300 0.0308071 -0.0271405 0.0239650 
4 0.0395115 -0.0347953 0.0307025 -0.0271669 
5 -0.0452125 0.0398250 -0.0351626 0.0311429 
6 0.0519079 -0.04f>6920 0.0403302 -0.0357293 
7 -0.0596859 0.0524473 -0.0462408 0.0409394 
8 0.0687827 -0.0602598 0.0530210 -0.0468694 
9 -0.0795659 0.0694016 -0.0608706 0.0536820 

10 0.0924131 -0.0801166 0.0699494 -0.0614800 
11 -0.1081069 0.0929299 -0.0806174 0.0705137 
12 0.1279109 -0.1086479 0.0934269 -0.0811778 
13 -0.1537285 0.1283931 -0.1090871 0.0939352 
14 0.1891258 -0.1541598 0.1287811 -0.1095404 
15 -0.2412344 0.1894996 -0.1544809 0.1291782 
16 0.3267197 -0.2415476 0.1897616 -0.1548211 
17 -0.4955762 0.3269657 -0.2417578 0.1900419 
18 0.9977978 -0.4957493 0.3271268 -0.2419859 
19 O. 0.9978660 -0.4958426 0.3272880 
20 O. 0.9979125 -0.4959485 
21 O. 0.9979703 
22 O. 
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o 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 

N = 47 
D = 0.0277365 

0.0190371 
-0.0289080 

0.0198593 
-0.0211875 

0.0240589 
-0.0276055 

0.0316820 
-0.0362942 

0.0415174 
-0.0474776 

0.0542475 
-0.0620081 

0.0710446 
-0.0816707 

0.0943907 
-0.1099542 

0.1295429 
-0.1551425 

0.1903205 
-0.2421995 

0.3274491 
-0.4960631 

0.9980259 
o. 

Table VI-continued 

N = 49 
D = 0.0239425 

-0.0164918 
0.0251594 

-0.0174902 
0.0187459 

-0.0213377 
0.0245186 

-0.0281603 
0.0322648 

-0.0368924 
0.0421467 

-0.0480777 
0.0548148 

-0.0625739 
0.0715793 

-0.0821746 
0.0948557 

-0.1103751 
0.1299234 

-0.1554828 
0.1906061 

-0.2424311 
0.3276270 

-0.4961835 
0.9980887 
o. 
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Table VII-Wideband differentiators 
(F p = 0.45, N odd) 

N = 15 N = 17 N = 19 N = 21 
D = 0.0735575 D = 0.0507440 D = 0.0351550 D = 0.0245205 

0 0.0621149 -0.0435352 0.0307251 -0.0218457 
1 -0.1208630 0.0858820 -0.0616198 0.0445927 
2 0.1395483 -0.1005756 0.0736612 -0.0545490 
3 -0.1970413 0.1402768 -0.1025906 0.0762772 
4 0.2916922 -0.1997274 0.1436066 -0.1061155 
fj -0.4713966 0.2942249 -0.2029221 0.1470256 
6 0.9854400 -0.4732577 0.2968538 -0.2059085 
7 O. 0.9864199 -0.4751178 0.2992430 
8 O. 0.9873796 -0.4767810 
9 O. 0.9882420 

10 O. 

N = 23 N = 25 N = 27 N = 29 
D = 0.0171585 D = 0.0120320 D = 0.0084550 D = 0.0059730 

0 0.0155952 -0.0111731 0.0080321 -0.0058000 
1 -0.0324316 0.0236892 -0.0173702 0.0127850 
2 0.0406871 -0.0305049 0.0229594 -0.0173278 
3 -0.0573479 0.0434319 -0.0330574 0.0252509 
4 0.0797751 -0.0606437 0.0464403 -0.0357494 
5 -0.1095875 0.0831228 -0.0637571 0.0492781 
6 0.1502102 -0.1127769 0.0861795 -0.0666162 
7 -0.2086526 0.1530955 -0.1156518 0.0889542 
8 0.3014107 -0.2111147 0.1556885 -0.1182549 
9 -0.4782695 0.3033453 -0.2133255 0.1580256 

10 0.9889982 -0.4796075 0.3050898 -0.2153078 
11 O. 0.9896812 -0.4808120 0.3066433 
12 O. 0.9902957 -0.4818795 
13 O. 0.9908395 
14 O. 

N = 31 N = 33 N = 35 N = 37 
D = 0.00422.55 D = 0.0029835 D = 0.0021205 D = 0.0015065 

0 0.0041972 -0.0030316 0.0022041 -0.0016019 
1 -0.0094342 0.0069542 -0.0051557 0.0038195 
2 0.0131118 -0.0099202 0.0075348 -0.005716] 
3 -0.0193447 0.0148315 -0.0114071 0.0087679 
4 0.0276221 -0.0213785 0.0165958 -0.0128862 
5 -0.0382866 0.0298388 -0.0233329 0.0182658 
6 0.0518947 -0.0406255 0.0319384 -0.0251623 
7 -0.0692328 0.0542892 -0.0428193 0.0338874 
8 0.0914895 -0.0716110 0.0565198 -0.0448418 
9 -0.1206189 0.0937794 -0.0738174 0.0585671 

10 0.1601348 -0.1227515 0.0958981 -0.0758355 
11 -0.2170932 0.1620418 -0.1247175 0.0978301 
12 0.3080442 -0.2187083 0.1637913 -0.1265044 
13 -0.4828449 0.3093083 -0.2201835 0.1653775 
14 0.9913327 -0.4837123 0.3104607 -0.2215197 
15 O. 0.9917735 -0.4845030 0.3115043 
16 O. 0.9921756 -0.4852199 
17 O. 0.9925410 
18 O. 
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Table VII-continued 

N = 39 N = 41 N = 43 N = 45 
D = 0.0010700 D = 0.0007635 D = 0.0005430 D = 0.0003895 

0 0.0011652 -0.0008504 0.0006202 -0.0004546 
1 -0.0028328 0.0021064 -0.0015651 0.0011677 
2 0.0043404 -0.0033002 0.0025070 -0.0019091 
3 -0.0067453 0.0051953 -0.0039977 0.0030822 
4 0.0100145 -0.0077927 0.0060586 -0.0047187 
5 -0.0143150 0.0112340 -0.0088112 0.0069219 
6 0.0198555 -0.0156929 0.0124011 -0.0098156 
7 -0.0268851 0.0213726 -0.0169985 0.0135415 
8 0.0357108 -0.0285178 0.0228014 -0.0182649 
9 -0.0467274 0.0374289 -0.0300468 0.0241771 

10 0.0604684 -0.0484943 0.0390296 -0.0315102 
11 -0.0777016 0.0622422 -0.0501326 0.0405542 
12 0.0996092 -0.0794383 0.0638811 -0.0516874 
13 -0.1281462 0.1012620 -0.0810377 0.0654312 
14 0.1668343 -0.1296683 0.1027800 -0.0825450 
15 -0.2227461 0.1681805 -0.1310632 0.1042063 
16 0.3124603 -0.2238759 0.1694129 -0.1323710 
17 -0.4858737 0.3133399 -0.2249101 0.1705665 
18 0.9928727 -0.4864766 0.3141448 -0.2258767 
19 O. 0.9931793 -0.4870273 0.31489.r57 
20 O. 0.9934589 -0.4875406 
21 O. 0.9937194 
22 O. 

N = 47 N = 49 
D = 0.0002770 D = 0.0001985 

0 0.0003314 -0.0002432 
1 -0.0008674 0.0006481 
2 0.0014489 -0.0011040 
3 -0.0023700 0.0018278 
4 0.0036666 -0.0028563 
5 -0.0054274 0.0042647 
6 0.0077575 -0.0061421 
7 -0.0107775 0.0085916 
8 0.0146251 -0.0117291 
9 -0.0194593 0.0156885 

10 0.02.14670 -0.0206239 
11 -0.0328758 0.0267183 
12 0.0419704 -0.0341940 
13 -0.0531259 0.0433323 
14 0.0668603 -0.0545041 
15 -0.0839314 0.06822.57 
16 0.1055160 -0.0852521 
17 -0.133569.5 0.1067601 
18 0.1716214 -0.1347058 
19 -0.2267589 0.1726205 
20 0.315580fi -0.227.5936 
21 -0.4880090 0.3162280 
22 0.9939fl72 -0.4884507 
23 O. 0.9941812 
24 O. 
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Table VIII-Wideband differentiators 
(Fp = 0040, N odd) 

N = 9 N=l1 N = 13 N = 15 
D = 0.0609450 D = 0.0292625 D = 0.0142550 D = 0.0070280 

0 -0.0756455 0.0391813 -0.0207637 0.0111819 
1 0.2086718 -0.1121159 0.0622962 -0.0352879 
2 -0.4002986 0.2123949 -0.1213132 0.0715702 
3 0.9466429 -0.4116991 0.2254262 -0.1332217 
4 O. 0.9534363 -0.4221135 0.2364777 
5 O. 0.9591518 -0.4305757 
6 O. 0.9637379 
7 O. 

N = 17 N = 19 N = 21 N = 23 
D = 0.0034901) D = 0.0017425 D = 0.0008780 D = 0.0004415 

0 -0.0060893 0.0033408 -0.0018491 0.0010251 
1 0.0202278 -0.0116764 0.0067871 -0.0039493 
2 -0.0429142 0.0259414 -0.0157683 0.0095916 
3 0.0813764 -0.0504920 0.0315941 -0.0198219 
4 -0.1433229 0.0898511 -0.0572637 0.0367532 
5 0.2455792 -0.1518244 0.0972194 -0.0632651 
6 -0.4374621 0.2531345 -0.1590934 0.1036232 
7 0.9674450 -0.4431314 0.2595207 -0.1653232 
8 O. 0.9704860 -0.4478868 0.2649402 
9 O. 0.9730241 -0.4518964 

10 O. 0.9751570 
11 O. 

N = 25 N = 27 N = 29 N = 31 
D = 0.000223f) D = 0.0001140 D = 0.0000580 D = 0.0000295 

0 -0.000.5721 0.0003211 -0.0001806 0.0001015 
1 0.0023072 -0.00131)34 0.0007945 -0.0004659 
2 -0.0058456 0.003,r)688 -0.0021774 0.0013261 
3 0.0124605 -0.0078430 0.0049320 -0.0030942 
4 -0.0236760 0.OH>2804 -0.0098561 0.0063438 
5 0.0414998 -0.027:3300 0.0180098 -0.0118517 
6 -0.0686617 0.0458852 -0.0307650 0.0206299 
7 0.1092853 -0.0735522 0.0499183 -0.0339823 
8 -0.1707635 0.1143420 -0.0779740 0.0536241) 
9 0.2696310 -0.17.5.5688 0.1188552 -0.0819780 

10 -0.4553459 0.2737411 -0.1798160 0.1228947 
11 0.976981)4 -0.4.583518 0.2773477 -0.1835837 
12 O. 0.9785734 -0.4609763 0.2805263 
13 O. 0.9799561 -0.4632794 
14 O. 0.9811659 
15 O. 
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Table VIII-continued 

N = 33 N = 35 N = 37 N = 39 
D = 0.0000150 D = 0.0000075 D = 0.0000040 D = 0.0000020 

0 -0.0000572 0.0000324 -0.0000182 0.0000104 
1 0.0002730 -0.0001602 0.0000946 -0.0000556 
2 -0.0008061 0.0004901 -0.0002985 0.0001813 
3 0.0019374 -0.0012117 0.0007581 -0.0004734 
4 -0.0040743 0.0026122 -0.0016742 0.0010703 
5 0.0077839 -0.0051026 0.0033417 -0.0021825 
6 -0.0138180 0.0092391 -0.0061707 0.0041092 
7 0.0231441 -0.0157479 0.0107053 -0.0072577 
8 -0.0370061 0.0255562 -0.0176463 0.0121583 
9 0.0570510 -0.0398558 0.0278845 -0.0194879 

10 -0.0856320 0.0602338 -0.0425629 0.0301031 
11 0.1265440 -0.0889869 0.0632195 -0.0451067 
12 -0.1869606 0.1298634 -0.0921018 0.0659923 
13 0.2833588 -0.1900104 0.1329205 -0.0949672 
14 -0.4653230 0.2859028 -0.1928014 0.1357111 
15 0.9822372 -0.4671520 0.2882201 -0.1953339 
16 o. 0.9831935 -0.4688120 0.2903130 
17 o. 0.9840602 -0.4703068 
18 o. 0.9848390 
19 o. 

N = 41 N = 43 N = 45 
D = 0.0000010 D = 0.0000005 D = 0.0000005 

0 -0.0000060 0.0000035 -0.0000019 
1 0.0000330 -0.0000195 0.0000113 
2 -0.0001106 0.0000672 -0.0000408 
3 0.0002959 -0.0001844 0.0001147 
4 -0.0006846 0.0004364 -0.0002774 
.5 0.0014247 -0.0009274 0.0006013 
6 -0.0027341 0.0018140 -0.0011982 
7 0.0049144 -0.0033182 0.0022305 
8 -0.0083667 0.0057416 -0.0039235 
9 0.0136084 -0.0094801 0.0065776 

10 -0.0212934 0.0150360 -0.0105809 
11 0.0322462 -0.0230414 0.0164220 
12 -0.0475332 0.0342936 -0.0247140 
13 0.0686105 -0.0498257 0.0362270 
14 -0.0976501 0.0710606 -0.0519676 
15 0.1383067 -0.1001420 0.0733295 
16 -0.1976766 0.1407019 -0.1024316 
17 0.2922413 -0.1998276 0.1428897 
18 -0.4716800 0.2940053 -0.2017829 
19 0.9855531 -0.4729332 0.2956031 
20 o. 0.9862041 -0.4740651 
21 o. 0.9867909 
22 o. 
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Optimum (in a minimax sense) linear phase FIR Hilbert transformers 
can be designed efficiently using a Remez optimization procedure. This 
paper presents useful design data on wideband Hilbert transformers with 
even and odd values of N, the impulse response duration (in samples) of 
the filter. Based on these data, the following observations can be made: 

(i) In the case of equal lower and upper transition regions, Hilbert 
transformers with odd values of N can be realized more efficiently than 
those with even values of N, assuming the same peak errors of approxima­
tion for both cases. This is because every other impulse response sample is 
exactly zero for odd values of N. 

(ii) The peak approximation error for Hilbert transformers with odd 
values of N is determined primarily by the mininz,um of the values of the 
lower and upper transition widths. 

(iii) The peak approximation error for Hilbert transformers with even 
values of N is deterJnined primarily by the lower transition width of the 
filter. 

(iv) The smaller the bandwidth of the Hilbert transformer, the faster 
the decrease of peak error of approximation with decreasing bandwidth of 
the Hilbert transformer. 

(v) The larger the value of N, the faster the decrease of peak approxima­
tion error with decreasing bandwidth of the Hilbert transformer. 

These observations lead to the conclusion that the bandwidth of the 
Hilbert transformer should be made as small as possible, and that odd 
values of N should be used, whenever possible, for efficient direct form 
realizations. A set of tables of values of the impulse response coefficients 
is included for several different bandwidth Hilbert transformers and for 
both even and odd values of N. 
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I. INTRODUCTION 

Hilbert transformers have been used in a variety of applications 
including radar systems, speech processing systems, modulation 
systems, and schemes for efficient sampling of a real bandpass signal. 1 •2 

Although the theory of discrete Hilbert transformer systems is well 
understood, it is only recently that design techniques have become 
available for obtaining optimum (in a minimax or Chebyshev sense) 
finite-duration impulse response (FIR) approximations to the ideal 
Hilbert transformer. 3 •4 It is the purpose of this paper to present new 
design data on minimax FIR Hilbert transformers to aid in selecting 
the most efficient network to meet given design specifications. Herr­
mann3 has already given a small table of data on FIR Hilbert trans­
formers; however, the generality and widespread applicability of the 
data presented here justify this more complete elaboration of the 
properties of the minimax Hilbert transformer approximations. 

II. DISCRETE-TIME HILBERT TRANSFORMERS 

lVIost applications of Hilbert transformers involve the representation 
of a real bandpass signal in terms of a complex signal. For continuous­
time signals, such complex signals are analytic functions of time and 
thus are called analytic signals. Although the concept of analyticity is 
meaningless for discrete-time signals, complex representation of real, 
discrete-time, bandpass signals can be used in a similar manner to 
analytic signals. Therefore, consider a real sequence x(n) with Fourier 
transform X (e iw ). Corresponding to this sequence, we can construct 
the complex sequence 

x(n) = x(n) + ji(n) 

whose Fourier transform, X (e iw ), is 

X(e iw ) = 2X(eiw ) 
=0 

0~W<7I' 

71' ~ W < 271'. 

From eq. (1), the Fourier transform of x(n) is 

X(e iw ) = X(eiw ) + jX(eiw ) 

and from eq. (2) it follows that 

X(e iw ) + jX(eiw ) = 0 
and 

o ~ w < 71'. 

These relationships are satisfied if 

X (e iw ) = H d(eiw)X (e iw ), 
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where 
H d (e iw ) = - j - 0 < W < 71" 

= + j 71" < W < 271". (4) 

Thus x(n) can be obtained by linear filtering the sequence x(n) with 
a system having a frequency response, Hd(eiw ), as in eq. (4). Such a 
system is called an ideal Hilbert transformer and x(n) is the Hilbert 
transform of x(n). If one allows the addition of a linear phase term in 
the definition of the frequency response of the "ideal" Hilbert trans­
former, eq. (4) becomes 

H d(e iw ) = - je-iwT 

= + je-i (W-21r) T (5) 

where 7 is the delay in samples. The impulse response of the ideal 
Hilbert transformer of eq. (5) can be shown to be 

2 sin2 [~ (n - 7) ] 
hd(n) = - . 

71" (n - 7) 

For 7 = 0, eq. (6) gives 

2 sin2 
[ 71"; ] 

hd(n) = - n ~ 0 
71" n 

=0 n = 0, 

whereas for 7 = -! (i.e., a half-sample advance) eq. (6) gives 

1 
hd(n) = 71"(n + !) 

(6) 

(7) 

(8) 

The frequency response [eq. (5) ] corresponding to 7 = 0 has dis­
continuities at both w = 0 and w = 71", whereas the frequency response 
corresponding to 7 = -! only has a discontinuity at w = O. The 
impulse response of eq. (7), corresponding to 7 = 0, has odd symmetry, 
is noncausal, and is of infinite duration. In addition, all even-numbered 
samples of the impulse response are exactly zero-i.e., hd(2n) = 0, 
n = 0, ± 1, ±2, .... The impulse response of eq. (8), corresponding 
t.o 7 = -!, is also noncausal, is of infinite duration, and obeys the 
symmetry condition 

hen) = -he -n - 1) n = 0,1, .... (9) 

This impulse response does not have the property that even-numbered 
(or odd-numbered) impulse response samples are zero. 
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We have only considered T = 0 and T = -! for determining the 
impulse response of the ideal Hilbert transformer. All other values of 
(-1 < T ~ 0) can be shown to yield impulse responses without de­
sirable symmetry properties and hence are not suitable candidates for 
approximation or implementation. 

To obtain a causal approximation to the ideal Hilbert transformers 
with no phase distortion (except for a delay), it can be shown that 
an FIR approximation is required. 5 Since there are a number of subtle 
distinctions between FIR systems of even-length and of odd-length, 
the next section deals with some of the general properties of FIR 
Hilbert transformer approximations. 

III. PROPERTIES OF FIR HILBERT TRANSFORMERS 

Consider a causal FIR system with impulse response h(n), 
o ~ n ~ N - 1, and frequency response 

N-l 

H (e iw ) = L h(n)e-iwn. (10) 
n=O 

Since the desired frequency response H d(e iw ) is purely imaginary and 
h(n) is real, a linear phase approximation to the ideal frequency 
response is obtained only when h(n) satisfies the symmetry condition 

h(n) = - h(N - 1 - n) n = 0, 1, ... , N - 1. (11) 

For N an odd integer, this means that h(n) has odd symmetry about 
the sample at n = (N - 1) /2. (This case corresponds to the T = 0 
case above with an additional delay of (N - 1)/2 samples.) For N 
even, h(n) has odd symmetry about a point halfway between the 
samples at n = N /2 and n = (N /2) + 1. (This case corresponds to 
the T = -! case above with an additional delay of N /2 samples.) 
This implies that the frequency response of a filter satisfying eq. (11) 
can be expressed as 

(12) 

where H*(eiw ) is a purely real function of w. In particular, for N odd, 
H*(e iw ) is 

(N-l)/2 

H* (e iw ) L a(n) sin (wn), (13a) 
n=l 

where 

a(n) = 2h ( N ; 1 - n ) n=12··· -_. (
N - 1) 

" , 2 (13b) 
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Also, from eq. (11), 

(13c) 

For N even, the expression for H*(e iw ) is 

N/2 

H*(eiw ) = L ben) sin [wen - !)], (14a) 
n=l 

where 

n = 1, 2, . . . , N /2. (14b) 

The factor e-iw (N-l)/2 in eq. (12) represents a delay of (N - 1)/2 
samples. When N is odd, this delay is an integer number of sample 
intervals, but when N is even, it is an integer plus one-half of a sample 
interval. In approximating the Hilbert transformer, the coefficients 
a(n) and ben) must be chosen so that jH*(eiw ) approximates the ideal 
frequency response of eq. (5). In many cases it is not required, and 
often it is not desirable, that the approximation be carried out over 
the entire band 0 ~ w ~ 27r. Thus, in general, the real function 
H*(eiw ) must approximate 

(15) 

where FL and FH define the lower and upper cutoff frequencies respec­
tively. Alternatively, FL and 0.5 - FH define the lower and upper 
transition bandwidths respectively. It can be seen from eqs. (13a) 
and (14a) that H* (e iw ) is constrained to be zero at w = 0, and 7r when 
N is odd, and when N is even, H*(eiw ) is constrained to be zero at 
w = O. Thus, fullband approximations are impossible since FL cannot 
be zero, and F H can be 0.5 only when N is even. In the transition 
regions the desired frequency response is left undefined; hence, in 
these regions, H* (e iw ) is unconstrained except at the end points. In 
the next section it will be shown by examples that leaving these 
regions unconstrained can lead to unsatisfactory FIR approximations. 

The impulse response of the ideal Hilbert transformer (with T = 0) 
has the property 

n = 0, ±2, ±4, .. '. 

This can be shown to be a direct result of the fact that hd(n) is real 
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0.633 
HILBERT TRANSFORMER 
N = 31, FL = 0.04, FH = 0.46 

o I I I 

-0.633 I I 
o 10 

I 
I 

I 
15 

SAMPLE NUMBER 

I I I 

(a) IMPULSE RESPONSE 

I I 
20 25 30 

1.008 r-----::;;II""Ic;= ...... -====-===-===-==_==_==--~___, 

0.1 0.2 0.3 0.4 0.5 
NORMALIZED FREQUENCY 

0.008094 ...-r----x---___ ---~--_r----.......... ----..,---__._.. 

-0.008094 
0.04 0.10 0.16 0.22 0.28 

NORMALIZED FREQUENCY 
0.34 0.40 0.46 

Fig. I-The impulse response, magnitude response, and error function of an N = 31 
Hilbert transformer with F L = 0.04 and F H = 0.46. 

and the frequency response is an imaginary, odd, periodic function and 

(16) 

Similar properties can be achieved for the FIR Hilbert transformers 
if N is odd and FL = 0.5 - F H • To see this, assume that 

(17) 

Clearly this requires that FL = 0.5 - F H • Substituting eq. (13a) into 
eq. (17), it follows that 
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0.627 
HILBERT TRANSFORMER 
N = 32, FL = 0.04, FH = 0.46 

II I I I 

I I I I I o 

(a) IMPULSE RESPONSE 

-0.627 I I I I 
o 10 15 20 25 31 

SAMPLE NUMBER 

RESPONSE 

0.1 0.2 0.3 0.4 0.5 
NORMALIZED FREQUENCY 

0.007175 rT"--"7'r-----,..------'O(---""J"r------:~--~.__-_"l'T'O 

O~+-~-+--~~r_-+-_+-~-~-+_-~~~_+-~_H 

-0.007175 L-~:....-.---I.---.:)L... _ __L...--loj'___.J......_....lo.L_---I_.loL... _ __L...____loL__.J......_....loL _ ___II 

0.04 0.10 0.16 0.22 0.28 0.34 0.40 0.46 

NORMALIZED FREQUENCY 

Fig. 2-The impulse response, magnitude response, and error function of an N = 32 
Hilbert transformer with FL = 0.04 and Fll = 0.46. 

(N-l) /2 (N-l)/2 

L a(n) sin (wn) L a(n) sin [(71" - w)nJ 
n=l n=l 

(N-l)/2 

L a(n)( _l)n+l sin (wn) 
n=l 

or 
(N-l)/2 

L a(n) sin (wn)[l - (-l)n+lJ 0 
n=l 
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1.267 ,....--...,..,..-------......"..o:::----------,,~-----,.....,..._____, 

OL----~-----~------~--------~------~ 

2.466 ,....---.....,.;:------------------------------, 

FL=0.10 
FW0.48 

0=0.261 

OL------~------~--------~-------~------~ 

2.466 r-----------------------------------~----, 

O~-----~-----~------~----~-----~ 
o 0.1 0.2 0.3 0.4 0.5 

NORMALIZED FREQUENCY 

Fig. 3-The magnitude responses of three N = 15 Hilbert transformers with 
different upper and lower cutoff frequencies. 

which implies 
a(n) = 0 n even 

= unconstrained n odd. 

Therefore, from eqs. (11), (13b), and (13c), it can be shown that when 
(N - 1)/2 is even, h(n) = 0 for n = 0, 2, 4, ... and when (N - 1)/2 
is odd, h(n) = 0 for n = 1, 3, 5, .... When N is odd and (N - 1)/2 
is even, h(O) and h(N - 1) are both zero so that the actual length of 
the impulse response is N - 2 samples. Thus, for symmetrical approxi­
mations [i.e., satisfying eq. (17)], it is only necessary to consider 
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1.1248 r---=-o------~~----___:;o~-----~,__-____. 

FL=0.02 
FH=0.48 
0=0.247920 

(a) OL-____ L-____ L-____ L-____ L-___ ~ 

13.7...-------------------------

FL =0.02 
FH=0.40 

0=0.232594 

O~----~---~----~~----~---~ 
1.249 r---_____ ,...---------,-.--------::o __ -----~~-____... 

FL =0.02 
FW O.50 

0=0.248561 

(c) 
O~---~~---~----~----~-----~ 

o 0.1 0.2 0.3 0.4 0.5 
NORMALIZED FREQUENCY 

Fig. 4-The magnitude responses of three N = 16 Hilbert transformers with 
different upper and lower cutoff frequencies. 

values of N such that (N - 1)/2 is odd, since the FIR approximations 
to be discussed in the next section are unique. 

In a manner similar to above, it can be shown that when N is even, 
alternate coefficients are not zero even if FL = 0.5 - F H • 

This distinction between even- and odd-length impulse responses is 
important in direct convolutional realizations of such systems. For 
this realization, the convolution summation 

N-l 

yen) = x(n) L h(k)x(n - k) 
k=O 
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o~------------------------------------------~ 

(J) 
....J 
UJ 
co 

-10 

-20 

-30 

-40 

U -50 
UJ 
o 

~ -60 

o 

t9 -70 
o 
....J 
a 
N -80 

-90 

-100 

-110 

HILBERT TRANSFORMERS 

-120 ~--'-__ ....J....... __ .L-----' __ --'-__ -'--__ ...L---'~-'-__ --'--__ -'-----' __ ---' 

o 10 20 30 40 50 60 70 80 90 100 110 120 130 

N IN SAMPLES 

Fig. 5-The curves of 20 loglo /) versus N for t.F = 0.01, 0.02, 0.05, and 0.10 for 
even and odd values of N. 

requires N /2 multiplications per output sample for N even, whereas 
only (N + 1)/4 multiplications per output sample are required for N 
odd when alternate samples of hen) are exactly zero. Thus an odd­
length filter requires about half the computation required by an even­
length filter one sample shorter. 

IV. PROPERTIES OF OPTIMUM FIR HILBERT TRANSFORMERS 

The iterativB Remez algorithm of McClellan, Parks, and Rabiner4 

can be used to choose the values of a(n) or ben) that minimize the 
peak approximation error. 

o = max [D(e iw ) - H*(e iw )]. (18) 
2-rrFL~w~271"FH 

The resulting approximation is the unique best approximation (in the 
minimax sense) to D(eiw ) for a given choice of N, FL , and FH • The 
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HILBERT TRANSFORMERS 

0.02 0.04 0.06 0.08 0.10 
TRANSITION WIDTH (LlF) 

Fig. 6-The curves of 20 loglo {j versus tlF for N = 3, 4, 7, 8, 15, 16, 31, 32, 63, 
and 64. 

details of the approximation algorithm are given in Ref. 4. Our present 
concern is the general properties of the minimax FIR Hilbert trans­
former approximations obtained using the lVlcClellan, et al., algorithm. 

The minimax approximation to the ideal Hilbert transformer is 
characterized by an error function that is equiripple over the approxi­
mation band 27rFL ~ W ~ 27rFH. This is illustrated in Figs. 1 through 
4 which show the responses of several optimum Hilbert transformer 
approximations. Figure 1 shows the impulse response, magnitude 
response, and the error function of an optimum Hilbert transformer 
having N = 31, FL == 0.04, and FH = 0.46. The peak approximation 
error is 0.008094 and the error curve is seen to be equiripple. It can be 
seen that H(e iw ) has the symmetry property of eq. (17) and therefore 
alternate samples of the impulse response are zero. To see that the 
minimax solution must satisfy eq. (17), assume that 

H*(eiw) ~ H*(ei(7r-w»); 
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-60 
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-80 

HILBERT TRANSFORMERS 
N ODD 

/ ..... - F L = 0.02, FH= 0.48 

F L = 0.02, FH = 0.40 ---

/ 

FL = 0.10, FH=,0.48 --_ .... 

-90~~--~--~--~--~~--~--~--~--L-~--~~ 

o 10 20 30 40 50 60 70 80 90 100 110 120 130 

N IN SAMPLES 

Fig. 7-The curves of 20 loglo 5 versus N for three sets of upper and lower cutoff 
frequencies with N odd. 

then because H*(eiw ) = -H*(e-iw ) and because FL = 0.5 - FH , both 
H*(eiw ) and H*(e i (7r-w») would satisfy the conditions for optimality, 
thus contradicting the uniqueness of the optimum approximation. 

Figure 2 shows the same responses as in Fig. 1 for the case N = 32, 
FL = 0.04, and FH = 0.46. As previously noted, even though the 
upper and lower transition widths are equal, all the impulse response 
coefficients are nonzero because the frequency response cannot have 
the required symmetry when N is even. As seen in Fig. 2b, the magni­
tude response is not constrained to be zero at f = 0.5. Figure 2c 
shows the error curve to again be equiripple over the band of approxi­
mation. The peak approximation error for this case is 0.007175. 

Figures 3 and 4 show the effects of making the upper and lower 
transition bandwidths unequal. Figure 3 shows three sets of conditions 
for N = 15; i.e., FL = 0.02, FH = 0.48 in Fig. 3a, FL = 0.10, FH = 0.48 
in Fig. 3b, and F L = 0.02, F H = 0.40 in Fig. 3c. The peak approxi-
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OPTIMUM HILBERT TRANSFORMERS 
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N IN SAMPLES 

Fig. 8-The curves of 20 loglo 5 versus N for three sets of upper and lower cutoff 
frequencies with N even. 

mati on errors are 0.267 for 3a, 0.261 for 3b, and 0.261 for 3c. Thus, 
even though one of the transition widths changes by a factor of 5: 1 
(i.e., from 0.02 to 0.10), the change in peak error is on the order of 
2 percent. Furthermore, as seen in Figs. 2b and 2c, the magnitude 
response of the filter peaks up significantly in the wide transition 
band-a generally undesirable result. Also, when the transition band­
widths are unequal, the symmetry property of the frequency response 
no longer holds and all the impulse response coefficients are nonzero. 
In conclusion, the negligible decrease in peak error obtained by using 
unequal transition bandwidths is more than offset by the undesirable 
effects in the magnitude and impulse responses. Furthermore, based 
on this and other similar examples, it is seen that the peak error of 
approximation is determined primarily by the smaller of the two 
transition widths when the filter impulse response duration js odd. 

Figure 4 shows similar examples of unequal transition widths for 

FIR HILBERT TRANSFORMERS 375 



Table I-Wideband Hilbert transformers 
(FL = 0.01, N odd) 

N = 55 N = 59 N = 63 N = 67 
D = 0.0954980 D = 0.0819670 D = 0.0704360 D = 0.0606110 

0 -0.0555675 -0.0477809 -0.0411397 -0.0354857 
2 -0.0167258 -0.0145478 -0.0126851 -0.0110945 
4 -0.0194725 -0.0169056 -0.0147109 -0.0129141 
6 -0.0226148 -0.0196199 -0.0171191 -0.0149160 
8 -0.0264560 -0.0228180 -0.0197933 -0.0173168 

10 -0.0310395 -0.0266103 -0.0229817 -0.0200179 
12 -0.0366783 -0.0311604 -0.0267924 -0.0231739 
14 -0.0439134 -0.0368259 -0.0313469 -0.0269273 
16 -0.0535532 -0.0440473 -0.0369689 -0.0314908 
18 -0.0671782 -0.0536627 -0.0441620 -0.0371318 
20 -0.0881528 -0.0672589 -0.0537578 -0.0443213 
22 -0.1253143 -0.0882199 -0.0673427 -0.0538996 
24 -0.2109951 -0.1253639 -0.0882996 -0.0674568 
26 -0.6362148 -0.2110201 -0.1254324 -0.0883853 
28 -0.6362213 -0.2110732 -0.1254904 
30 -0.6362430 -0.2111059 
32 -0.6362516 

N=71 N = 75 N = 79 N = 83 
D = 0.0522480 D = 0.0450690 D = 0.0388830 D = 0.0336160 

0 -0.0306629 -0.0265190 -0.0229388 -0.0198861 
2 -0.0097354 -0.0085562 -0.0075151 -0.0066273 
4 -0.0113179 -0.0099546 -0.0087784 -0.0077367 
6 -0.0131328 -0.0115623 -0.0101565 -0.0090091 
8 -0.0151642 -0.0133373 -0.0117808 -0.0103953 

10 -0.0175162 -0.0153870 -0.0135612 -0.0119879 
12 -0.0202240 -0.0177321 -0.0155902 -0.0137883 
14 -0.0233958 -0.0204320 -0.0179182 -0.0158166 
16 -0.0271460 -0.0235782 -0.0206260 -0.0181339 
18 -0.0316681 -0.0273088 -0.0237742 -0.0208124 
20 -0.0372851 -0.0318335 -0.0274953 -0.0239473 
22 -0.0444587 -0.0374340 -0.0319865 -0.0276626 
24 -0.0540183 -0.0445843 -0.0375627 -0.0321489 
26 -0.0675540 -0.0541292 -0.0447012 -0.0377091 
28 -0.0884541 -0.0676461 -0.0542333 -0.0448244 
30 -0.1255376 -0.0885235 -0.0677331 -0.0543328 
32 -0.2111303 -0.1255838 -0.0885965 -0.0678187 
34 -0.6362585 -0.2111601 -0.1256401 -0.0886665 
36 -0.6362709 -0.2111964 -0.1256905 
38 -0.6362830 -0.2112252 
40 -0.6362926 

N = 16. The lower and upper cutoff frequencies for these examples 
are: FL = 0.02, FIl = 0.48 for Fig. 4a, FL = 0.02, FH = 0.40 for Fig. 
4b, and F L = 0.02, F H = 0.50 for Fig. 4c. The resulting peak approxi­
mation errors are 0.247920 for 4a, 0.232594 for 4b, and 0.248561 for 
4c. For the data of Fig. 4b (where the upper transition width is 5 
times the lower transition width) the magnitude response becomes 
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Table I-continued 

N = 87 N = 91 N = 95 
D = 0.0290440 D = 0.0251650 D = 0.0217910 

0 -0.0172371 -0.0149759 -0.0130099 
2 -0.0058530 -0.0051648 -0.0045718 
4 -0.0068525 -0.0060643 -0.0053689 
6 -0.0079733 -0.0070506 -0.0062800 
8 -0.0092241 -0.0081894 -0.0072616 

10 -0.0106323 -0.0094332 -0.0083873 
12 -0.0122073 -0.0108306 -0.0096455 
14 -0.0139949 -0.0124102 -0.0110350 
16 -0.0160152 -0.0141947 -0.0126022 
18 -0.0183265 -0.0162129 -0.0143770 
20 -0.0210006 -0.0185127 -0.0163895 
22 -0.0241199 -0.0211705 -0.0186922 
24 -0.0278194 -0.0242786 -0.0213465 
26 -0.0322920 -0.0279699 -0.0244424 
28 -0.0378402 -0.0324331 -0.0281175 
30 -0.0449441 -0.0379675 -0.0325665 
32 -0.0544359 -0.0450542 -0.0380864 
34 -0.0679017 -0.0545312 -0.0451608 
36 -0.0887289 -0.0679795 -0.0546233 
38 -0.1257349 -0.0887891 -0.0680547 
40 -0.2112513 -0.1257759 -0.0888468 
42 -0.6363005 -0.2112740 -0.1258168 
44 -0.6363082 -0.2112989 
46 -0.6363167 

very large in the upper transition band. For this case, the peak approxi­
mation error is about 6 percent smaller than the peak error for equal 
transition widths. Thus the slight decrease in peak error does not 
compensate for the undesirable peaking in the transition region of the 
frequency response. On the other hand, Fig. 4c shows that setting 
the upper transition width to 0, i.e., letting FH = 0.50 produces a 
negligible change in the peak error. Based on these and other examples, 
it has been found that for even values of N, the peak approximation 
error depends almost entirely on the lower transition width (because 
of the zero at w = 0). Thus the upper transition width should be 
made less than or equal to the lower transition width to minimize the 
peaking in the upper transition band. 

V. DESIGN DATA FOR OPTIMUM HILBERT TRANSFORMERS 

The basic Hilbert transformer parameters are N, FL , FH , and 0, the 
peak approximation error (or the ripple) of the filter. It is assumed 
that FH = 0.5 - FL , i.e., the upper and lower transition widths are 
equal, for the data to be presented in this section. Thus there are only 
three parameters: N, 0, and AF = FL = 0.5 - FH • A large set of 
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Table II-Wideband Hilbert transformers 
(F L = 0.02, N odd) 

N = 31 N = 35 N = 39 N = 43 
D = 0.0750950 D = 0.0554920 D = 0.0413090 D = 0.0308560 

0 -0.0510610 -0.0380993 -0.0286598 -0.0216528 
2 -0.0315637 -0.0241883 -0.0187406 -0.0146215 
4 -0.0425110 -0.0324289 -0.0250998 -0.0196329 
6 -0.0577251 -0.0433438 -0.0332813 -0.0259590 
8 -0.0805394 -0.0584460 -0.0441044 -0.0340917 

10 -0.1196632 -0.0811443 -0.0591324 -0.0448233 
12 -0.2075778 -0.1201457 -0.0816868 -0.0597557 
14 -0.6350674 -0.2078690 -0.1206017 -0.0821807 
16 -0.6351797 -0.2081174 -0.1209598 
18 -0.6352463 -0.2083547 
20 -0.6353344 

N = 47 N = 51 N = 55 N = 59 
D = 0.0231120 D = 0.0172930 D = 0.0130540 D = 0.0098300 

0 -0.0164094 -0.0124427 -0.0095117 -0.0072606 
2 -0.0114.516 -0.0090077 -0.0071168 -0.0056269 
4 -0.0154645 -0.0122483 -0.0097423 -0.0077659 
6 -0.0204740 -0.0162677 -0.0129935 -0.0104170 
8 -0.0267802 -0.0212626 -0.0170107 -0.0136817 

10 -0.0348570 -0.0275401 -0.0219890 -0.0176945 
12 -0.0455267 -0.0355514 -0.0282298 -0.0226586 
14 -0.0603428 -0.0461607 -0.0361989 -0.0288540 
16 -0.0826818 -0.0608791 -0.0467260 -0.0367817 
18 -0.1213191 -0.0831083 -0.0613745 -0.0472445 
20 -0.2085553 -0.1216348 -0.0835102 -0.0618163 
22 -0.6353986 -0.2087518 -0.1219297 -0.0838702 
24 -0.6354638 -0.2089363 -0.1221934 
26 -0.63.55268 -0.2090940 
28 -0.6355770 

N = 63 N = 67 N=71 N = 75 
D = 0.0074430 D = 0.0056250 D = 0.0042570 D = 0.0032330 

0 -0.0055706 -0.0042726 -0.0032801 -0.0025265 
2 -0.0044618 -0.0035440 -0.0028140 -0.0022373 
4 -0.0062078 -0.0049725 -0.0039850 -0.0031981 
6 -0.0083775 -0.0067529 -0.0054510 -0.0044073 
8 -0.0110475 -0.0089470 -0.0072626 -0.0059065 

10 -0.0143195 -0.0116331 -0.0094805 -0.0077446 
12 -0.0183266 -0.0149084 -0.0121819 -0.0099820 
14 -0.0232716 -0.0189147 -0.0154612 -0.0126922 
16 -0.0294397 -0.0238353 -0.0194595 -0.0159751 
18 -0.0373177 -0.0299778 -0.0243626 -0.0199615 
20 -0.0477262 -0.0378112 -0.0304737 -0.0248494 
22 -0.0622273 -0.0481616 -0.0382687 -0.0309326 
24 -0.0841979 -0.0626016 -0.0485700 -0.0386871 
26 -0.1224340 -0.0845011 -0.0629480 -0.0489418 
28 -0.2092445 -0.1226550 -0.0847785 -0.0632654 
30 -0.6356280 -0.2093771 -0.1228583 -0.0850334 
32 -0.6356716 -0.2095022 -0.1230441 
34 -0.6357140 -0.2096158 
36 -0.6357524 
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o 
2 
4 
6 
8 

10 
12 
14 
16 
18 
20 
22 
24 
26 
28 
30 
32 
34 
36 
38 
40 
42 
44 

N = 79 
D = 0.0024390 

-0.0019358 
-0.0017746 
-0.0025624 
-0.0035600 
-0.0048021 
-0.0063300 
-0.0081910 
-0.0104453 
-0.0131630 
-0.0164470 
-0.0204251 
-0.0252943 
-0.0313515 
-0.0390711 
-0.0492818 
-0.0635544 
-0.0852651 
-0.1232135 
-0.2097186 
-0.6357869 

N = 95 
D = 0.0008240 

o -0.0006935 
2 -0.0007156 
4 -0.0010724 
6 -0.0015362 
8 - 0.0021265 

10 -0.0028655 
12 -0.0037775 
14 -0.0048903 
16 -0.0062348 
18 -0.0078492 
20 -0.0097764 
22 -0.0120734 
24 -0.0148104 
26 -0.0180826 
28 -0.0220234 
30 -0.0268256 
32 -0.0327847 
34 -0.0403791 
36 -0.0504390 
38 -0.0645363 
40 -0.0860506 
42 -0.1237874 
44 -0.2100684 
46 -0.6359043 

Table /I-continued 

N = 83 N = 87 N = 91 
D = 0.0018650 D = 0.0014170 D = 0.0010810 

-0.0015010 -0.0011577 -0.0008961 
-0.0014164 -0.0011264 -0.0008980 
-0.0020630 -0.0016565 -0.0013331 
-0.0028866 -0.0023363 -0.0018946 
-0.0039174 -0.0031921 -0.0026054 
-0.0051899 -0.0042528 -0.0034906 
-0.0067435 -0.0055519 -0.0045785 
-0.0086254 -0.0071273 -0.0059016 
-0.0108928 -0.0090270 -0.0074976 
-0.0136187 -0.0113048 -0.0094123 
-0.0168997 -0.0140366 -0.0117008 
-0.0208693 -0.0173154 -0.0144355 
-0.0257215 -0.0212753 -0.0177116 
-0.0317515 -0.0261107 -0.0216618 
-0.0394368 -0.0321163 -0.0264799 
-0.0496063 -0.0397698 -0.0324618 
-0.0638299 -0.0499010 -0.0400852 
-0.0854855 -0.0640805 -0.0501796 
-0.1233750 -0.0856865 -0.0643163 
-0.2098177 -0.1235215 -0.0858747 
-0.6358204 -0.2099064 -0.1236593 

-0.6358499 -0.2099905 
-0.6358782 
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Table Ill-Wideband Hilbert transformers 
(F L = 0.05, N odd) 

N = 15 N = 19 N = 23 N = 27 
D = 0.0475550 D = 0.0227350 D = 0.0110710 D = 0.0054480 

0 -0.0529897 -0.0272752 -0.0144218 -0.0077528 
2 -0.0882059 -0.0478756 -0.0272241 -0.0158203 
4 -0.1868274 -0.0931810 -0.0525858 -0.0311403 
6 -0.6278288 -0.1902395 -0.0971984 -0.0564206 
8 -0.6290423 -0.1929460 -0.1004278 

10 -0.6299931 -0.1950992 
12 -0.6307509 

N = 31 N = 35 N = 39 N = 43 
D = 0.0026800 D = 0.0013490 D = 0.0006790 D = 0.0003430 

0 -0.0041956 -0.0023116 -0.0012787 -0.0007098 
2 -0.0092821 -0.0054978 -0.0032636 -0.0019390 
4 -0.0188358 -0.0115383 -0.0071031 -0.0043804 
6 -0.0344010 -0.0214763 -0.0135513 -0.0085912 
8 -0.0595516 -0.0371891 -0.0237704 -0.0153599 

10 -0.1030376 -0.0621930 -0.0395684 -0.0257859 
12 -0.1968315 -0.1052127 -0.0644154 -0.0416246 
14 -0.6313536 -0.1982643 -0.1070280 -0.0663138 
16 -0.6318550 -0.1994533 -0.1085658 
18 -0.6322687 -0.2004560 
20 -0.6326171 

N = 47 N = 51 N = 55 N = 59 
D = 0.0001730 D = 0.0000880 D = 0.0000450 D = 0.0000230 

0 -0.0003957 -0.0002206 -0.0001243 -0.0000703 
2 -0.0011534 -0.0006843 -0.0004080 -0.0002435 
4 -0.0027042 -0.0016654 -0.0010288 -0.0006354 
6 -0.0054585 -0.0034627 -0.0022014 -0.0013985 
8 -0.0099769 -0.0064829 -0.0042215 -0.0027472 

10 -0.0170000 -0.0112537 -0.0074746 -0.0049655 
12 -0.0275785 -0.0184771 -0.0124599 -0.0084200 
14 -0.0434280 -0.0291657 -0.0198467 -0.0135851 
16 -0.0679619 -0.0450039 -0.0306162 -0.0211031 
18 -0.1098913 -0.0693880 -0.0464284 -0.0319297 
20 -0.2013159 -0.1110305 -0.0706666 -0.0477053 
22 -0.6329151 -0.2020517 -0.1120458 -0.0718040 
24 -0.6331695 -0.2027050 -0.1129440 
26 -0.6333949 -0.2032809 
28 -0.6335934 

measurements of 0 as a function of AF and N were made, and the 
results are shown in Figs. 5 and 6. Figure 5 shows a plot of 20 lOglo 0 
as a function of N for values of AF of 0.01, 0.02, 0.05, and 0.10, and for 
even and odd values of N in the range 3 ~ N ~ 128. The curves for 
even and odd values of N, for fixed transition widths, are almost 
indistinguishable on the scales of Fig. 5, and hence a single curve is 
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o 
2 
4 
6 
8 

10 
12 
14 
16 
18 
20 
22 
24 
26 
28 
30 
32 
34 
36 

N = 63 
D = 0.0000120 

-0.0000396 
-0.0001447 
-0.0003910 
-0.0008853 
-0.0017821 
-0.0032906 
-0.0056838 
-0.0093111 
-0.0146260 
-0.0222481 
-0.0331126 
-0.0488448 
-0.0728120 
-0.1137361 
-0.2037871 
-0.6337675 

N = 79 
D = 0.0000010 

o -0.0000041 
2 -0.0000179 
4 -0.0000550 
6 -0.0001389 
8 -0.0003074 

10 -0.0006182 
12 -0.0011532 
14 -0.0020239 
16 -0.0033761 
18 -0.0053956 
20 -0.0083167 
22 -0.0124372 
24 -0.0181511 
26 -0.0260178 
28 -0.0369200 
30 -0.0524475 
32 -0.0759556 
34 -0.1161821 
36 -0.2053402 
38 - 0.6343000 

Table III-continued 

N = 67 N=71 N = 75 
D = 0.0000060 D = 0.0000030 D = 0.0000020 

-0.0000224 -0.0000127 -0.0000072 
-0.0000860 -0.0000512 -0.0000305 
-0.0002402 -0.0001476 -0.0000907 
-0.0005592 -0.0003531 -0.0002226 
-0.0011533 -0.0007456 -0.0004811 
-0.0021759 -0.0014366 -0.0009467 
-0.0038306 -0.0025777 -0.0017311 
-0.0063793 -0.0043663 -0.0029833 
-0.0101567 -0.0070545 -0.0048946 
-0.0155978 -0.0109630 -0.0077079 
-0.0233034 -0.0165113 -0.0117315 
-0.0341916 -0.0242838 -0.0173711 
-0.0498758 -0.0351847 -0.0251972 
-0.0737183 -0.0508176 -0.0361023 
-0.1144451 -0.0745415 -0.0516821 
-0.2042389 -0.1150864 -0.0752934 
-0.6339227 -0.2046464 -0.1156699 

-0.6340625 -0.2050163 
-0.6341892 

given for both. * Based on these curves, it is seen that the larger the 
transition bandwidth of the Hilbert transformer, the faster the de­
crease of peak error with increasing N. Thus for AF = 0.01, the value of 
20 loglo 0 decreases by only about 42 dB as N varies from 3 to 128; 

.. Points on each curve are connected for convenience in plotting. 
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Table IV-Wideband Hilbert transformers 
(FL = 0.10, N odd) 

N = 7 N=l1 N = 15 N = 19 
D = 0.0515030 D = 0.0111870 D = 0.0025460 D = 0.0005960 

0 -0.1270413 -0.0379718 -0.0125869 -0.0043760 
2 -0.6012845 -0.1426690 -0.0517464 -0.0203793 
4 -0.6102909 -0.1563345 -0.0622833 
6 -0.6159002 -0.1655747 
8 -0.6195926 

N = 23 N = 27 N = 31 N = 35 
D = 0.0001420 D = 0.0000340 D = 0.0000080 D = 0.0000020 

0 -0.0015643 -0.0005691 -0.0002098 -0.0000778 
2 -0.0082383 -0.0033614 -0.0013764 -0.0005626 
4 -0.0269557 -0.0119241 -0.0052972 -0.0023445 
6 -0.0702312 -0.0324676 -0.0153339 -0.0072495 
8 -0.1722057 -0.0764431 -0.0371398 -0.0184388 

10 -0.6221851 -0.1771894 -0.0814346 -0.0411255 
12 -0.6240992 -0.1810706 -0.0855177 
14 -0.6255683 -0.1841662 
16 -0.6267261 

N = 39 
D = 0.0000010 

0 -0.0000292 
2 -0.0002304 
4 -0.0010348 
6 -0.003414-9 
8 -0.0091741 

10 -0.0212775 
12 -0.0445889 
14 -0.0889475 
16 -0.1867128 
18 -0.6276691 

whereas for AF = 0.05, the value of 20 loglo 0 decreases by about 
112 dB as N varies from 3 to 76. 

Figure 6 shows plots of 20 loglo 0 as a function of AF for even and 
odd values of N. The actual values used were N = 3, 4, 7, 8, 15, 16, 
31, 32, 63, and 64.t As seen in this figure, as AF tends to 0, 20 loglo 0 
tends to 0 dB or a peak error of 1.0, independent of N. It is also seen 
from Fig. 6 that the larger the value of N, the faster the decrease of 
peak error with increasing transition width. 

From Figs. 5 and 6 it is seen that for a fixed value of 0 the product 
of Nand AF is approximately a constant. Thus a simple relation of 

t The values N = 3, 7, 15, 31, 63 were chosen since they satisfy the condition that 
(N - 1) /2 be an even integer. 
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Table V-Wideband Hilbert transformers 
(F L = 0.02, N even) 

N = 28 N = 30 N = 32 N = 34 
D = 0.0951180 D = 0.0814020 D = 0.0701460 D = 0.0602910 

0 -0.0583712 -0.0503043 -0.0435848 -0.0376976 
1 -0.0113151 -0.0095838 -0.0080700 -0.0068443 
2 -0.0250915 -0.0221816 -0.0196145 -0.0174179 
3 -0.0167301 -0.0141454 -0.0119484 -0.0102336 
4 -0.0325317 -0.0285499 -0.0251301 -0.0222922 
5 -0.0247101 -0.0206725 -0.0174096 -0.0148471 
6 -0.0431589 -0.0372953 -0.0325172 -0.0285854 
7 -0.0372340 -0.0305387 -0.0254134 -0.0213430 
8 -0.0603244 -0.0504644 -0.0431125 -0.0372679 
9 -0.0602139 -0.0470364 -0.0378782 -0.0311972 

10 -0.0952250 -0.0740018 -0.0601857 -0.0503464 
11 -0.1181848 -0.0814343 -0.0608355 -0.0476850 
12 -0.2181622 -0.1322336 -0.0948931 -0.0737466 
13 -0.6290021 -0.2041128 -0.1187316 -0.0819751 
14 -0.6431801 -0.2177788 -0.1319350 
15 -0.6295038 -0.2045900 
16 -0.6427692 

N = 36 N = 38 N = 40 N = 42 
D = 0.0519110 D = 0.0446700 D = 0.0385670 D = 0.0333770 

0 -0.0326595 -0.0282952 -0.0245988 -0.0214323 
1 -0.0058524 -0.0050023 -0.0042702 -0.0036896 
2 -0.0154507 -0.0137594 -0.0122671 -0.0109456 
3 -0.0087342 -0.0075285 -0.0064963 -0.0055936 
4 -0.0197750 -0.0176078 -0.0157127 -0.0140321 
5 -0.0126789 -0.0109166 -0.0094489 -0.0081451 
6 -0.0252849 -0.0224120 -0.0199636 -0.0178443 
7 -0.0181526 -0.0155645 -0.0133761 -0.0115729 
8 -0.0325485 -0.0286715 -0.0253906 -0.0225664 
9 -0.0260945 -0.0220630 -0.0188546 -0.0161964 

10 -0.0430437 -0.0372556 -0.0325934 -0.0287451 
11 -0.0385775 -0.0318807 -0.0267466 -0.0227040 
12 -0.0600130 -0.0502752 -0.0429692 -0.0372458 
13 -0.0614526 -0.0483355 -0.0391895 -0.0324747 
14 -0.0946252 -0.0735543 -0.0598556 -0.0501784 
15 -0.1192901 -0.0825735 -0.0620113 -0.0488826 
16 -0.2174115 -0.1316258 -0.0943740 -0.0733751 
17 -0.6299570 -0.2051058 -0.1197944 -0.0830622 
18 -0.6423602 -0.2170604 -0.1313650 
19 -0.6303873 -0.2055264 
20 -0.6420162 

the form 
N ~F ~ - 0.61 loglO 0 (19) 

has been suggested by Kaiser as a reasonable approximation to most 
cases of interest in Figs. 5 and 6. Similar inverse proportionality be­
tween filter order N and transition with ~F was originally noted by 
Kaiser. 6 
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Table V-continued 

N = 44 N = 46 N = 48 N = 50 
D = 0.0289000 D = 0.0249860 D = 0.0216400 D = 0.0187460 

0 -0.0186686 -0.0162707 -0.0141858 -0.0123663 
1 -0.0031491 -0.0027127 -0.0023498 -0.0020288 
2 -0.0097718 -0.0087416 -0.0078077 -0.0069733 
3 -0.0048431 -0.0042104 -0.0036580 -0.0031894 
4 -0.0125771 -0.0112581 -0.0100901 -0.0090601 
5 -0.0070753 -0.0061883 -0.0053834 -0.0047149 
6 -0.0159563 -0.0143100 -0.0128560 -0.0115401 
7 -0.0100472 -0.0087497 -0.0076664 -0.0067136 
8 -0.0201647 -0.0180530 -0.0161867 -0.0145598 
9 -0.0139985 -0.0121846 -0.0106353 -0.0093153 

10 -0.0254980 -0.0227293 -0.0203292 -0.0182394 
11 -0.0194634 -0.0168032 -0.0145949 -0.0127501 
12 -0.0326375 -0.0288154 -0.0256046 -0.0228635 
13 -0.0273381 -0.0232943 -0.0200391 -0.0173661 
14 -0.0429264 -0.0372432 -0.0326723 -0.0288867 
15 -0.0397492 -0.0330275 -0.0278909 -0.0238409 
16 -0.0597342 -0.0500908 -0.0428880 -0.0372447 
17 -0.0625157 -0.0493928 -0.0402628 -0.0335462 
18 -0.0941798 -0.0731977 -0.0596122 -0.0500194 
19 -0.1202296 -0.0835088 -0.0629931 -0.0498713 
20 -0.2167857 -0.1311139 -0.0939759 -0.0730461 
21 -0.6307415 -0.2059084 -0.1206478 -0.0839375 
22 -0.6416971 -0.2165035 -0.1308803 
23 -0.6311019 -0.2062839 
24 -0.6413871 

As discussed earlier, it has been found that for odd values of N, 
the peak error is determined primarily by the smaller transition width 
of the filter; whereas for even values of N, the peak error is determined 
primarily by the lower transition width. Figures 7 and 8 present data 
which essentially verify these claims. Figure 7 shows curves of 20 loglo 0 
as a function of N for three sets of conditions: (i) FL = 0.02, FH = 0.48, 
(ii) FL = 0.10, FH = 0048, (iii) FL = 0.02, FH = 0040 for filters where 
N is odd. The curves for cases (ii) and (iii) are indistinguishable on 
these scales. This figure shows that the maximum differences between 
the peak errors for these cases is about 3.4 dB for N = 127, 1.5 dB for 
N = 63, and 0.7 dB for N = 31. Figure 8 shows similar results for 
even values of N. For this figure the three cases were: (i) FL = 0.02, 
F H = 0.48, (ii) F L = 0.02, F H = 0.50, (iii) F L = 0.02, F H = 0040. In 
this case the curves for cases (i) and (ii) are indistinguishable. The 
maximum differences between peak errors are almost identjcal to the 
errors for comparable cases when N is odd. These figures substantiate 
the conclusions stated previously-that the peak ripple is determined 
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primarily by the smaller transition width for N odd, and by the lower 
transition width for N even. 

VI. APPLICATION OF FIR HILBERT TRANSFORMERS 

The above discussion suggests that, for direct realizations, the most 
efficient FIR Hilbert transformer (i.e., using the smallest number of 
multiplications per sample to obtain a desired value of peak approxi­
mation error) has as large a transition bandwidth as possible, and an 
odd number of impulse response samples. As an example, to obtain a 
peak error of less than 1 percent (0 ~ 0.01) requires the following 
values of N (as a function of t1F) : 

Number of Number of 
Multipli- Multipli-
cations cations 

t1F N (odd) per Sample N (even) per Sample 

0.01 119 30 118 59 
0.02 59 15 60 30 
0.05 27 7 24 12 
0.10 11 3 12 6 

whereas to obtain a peak error of less than 0.1 percent (0 ~ 0.001) 
requires: 

Number of Number of 
Multipli- Multipli-
cations cations 

t1F N (odd) per Sample N (even) per Sample 

0.01 >127 >128 
0.02 95 24 94 47 
0.05 39 10 38 19 
0.10 19 5 18 9 

The above tables indicate the substantial processing advantages of 
odd-length Hilbert transformers with symmetrical frequency responses. 

Further discussion of the relative merits of even and odd values 
of N for signal processing applications is given in Ref. 7. 

A subset of the Hilbert transformers designed in this study is given 
in Tables I through VII. These are symmetrical approximations 
(FL = 0.5 - FH ), with FL = 0.01,0.02,0.05, and 0.10 and both even 
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Table VI-Wideband Hilbert transformers 
(F L = 0.05, N even) 

N = 12 N = 14 N = 16 N = 18 
D = 0.0877240 D = 0.0597790 D = 0.0410810 D = 0.0283820 

0 -0.0736839 -0.0521805 -0.0373724 -0.0269588 
1 -0.0363534 -0.0241948 -0.0165007 -0.0114666 
2 -0.0903566 -0.0652477 -0.0485333 -0.0367081 
3 -0.0984140 -0.0611815 -0.0408488 -0.0284029 
4 -0.2224184 -0.1316266 -0.0902308 -0.0658999 
.5 -0.6161179 -0.1891560 -0.1026126 -0.0652968 
6 -0.6508407 -0.2207546 -0.1308795 
7 -0.6192659 -0.1925465 
8 -0.6486609 

N = 20 N = 22 N = 24 N = 26 
D = 0.0196660 D = 0.0136990 D = 0.0095770 D = 0.0067230 

0 -0.0195468 -0.0142530 -0.0104407 -0.0076828 
1 -0.0080974 -0.0057586 -0.0041350 -0.0029765 
2 -0.0280261 -0.0215342 -0.0166115 -0.0128555 
3 -0.0202798 -0.0147091 -0.0107983 -0.0079913 
4 -0.0496954 -0.0381941 -0.0296899 -0.0232496 
t) -0.0447385 -0.0319145 -0.0233406 -0.0173478 
6 -0.0902215 -0.0664464 -0.0506653 -0.0394210 
7 -0.1060595 -0.0686265 --0.0478081 -0.0346831 
8 -0.2194255 -0.1302985 --0.0902502 -0.0669352 
9 -0.6218219 -0.1952413 -0.1087422 -0.0712032 

10 -0.6469252 -0.2184181 -0.1298971 
11 -0.6237772 -0.1973125 
12 -0.6456253 

N = 28 N = 30 N = 32 N = 34 
D = 0.0047080 D = 0.0033280 D = 0.0023350 D = 0.0016500 

0 -0.0056474 -0.0041824 -0.0030839 -0.0022879 
1 -0.0021606 -0.0015760 -0.0011563 -0.0008479 
2 -0.0099450 -0.0077198 -0.0059708 -0.0046343 
3 -0.0059617 -0.0044628 -0.0033653 -0.0025388 
4 -0.0182731 -0.0144233 -0.0113703 -0.0089951 
f; -0.0130602 -0.0098963 -0.0075683 -0.0058006 
6 -0.0310326 -0.0246460 -0.0196285 -0.0157095 
7 -0.0258302 -0.0195324 -0.0149782 -0.0115559 
8 -0.0514404 -0.0404127 -0.0321135 -0.0257649 
9 -0.0502551 -0.0369370 -0.0278948 -0.0213933 

10 -0.0902847 -0.0673263 -0.0520567 -0.0411844 
11 -0.1108639 -0.0732746 -0.0522566 -0.0388270 
12 -0.2176401 -0.1295790 -0.0903025 -0.0676060 
13 -0.6253137 -0.1989583 -0.112588.5 -0.0750001 
14 -0.6445903 -0.2170031 -0.1292842 
15 -0.6265553 -0.2003315 
16 -0.6437163 
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Table VI-continued 

N = 36 N = 38 N = 40 N = 42 
D = 0.0011710 D = 0.0008310 D = 0.0005910 D = 0.0004190 

0 -0.0017032 -0.0012691 -0.0009465 -0.0007052 
1 -0.0006244 -0.0004591 -0.0003397 -0.0002522 
2 -0.0036007 -0.0027975 -0.0021716 -0.0016832 
3 -0.0019213 -0.0014545 -0.0011051 -0.0008426 
4 -0.0071254 -0.0056461 -0.0044715 -0.0035365 
5 -0.0044616 -0.0034385 -0.0026575 -0.0020612 
6 -0.0126059 -0.0101283 -0.0081395 -0.006.5367 
7 -0.0089661 -0.0069853 -0.0054622 -0.0042881 
8 -0.0207937 -0.0168426 -0.0136681 -0.0110982 
9 -0.0165912 -0.0129692 -0.0102003 -0.0080657 

10 -0.0330465 -0.0267559 -0.0217832 -0.0177909 
11 -0.0295922 -0.0229337 -0.0179839 -0.0142292 
12 -0.0526097 -0.0418905 -0.0338324 -0.0275664 
13 -0.0538732 -0.0403563 -0.0310313 -0.0242859 
14 -0.0903686 -0.0679104 -0.0530752 -0.0424512 
15 -0.1139494 -0.0763652 -0.0552251 -0.0416870 
16 -0.2165425 -0.1291214 -0.0904306 -0.0681302 
17 -0.6275161 -0.2013870 -0.1150770 -0.0775488 
18 -0.6430778 -0.2161671 -0.1289480 
19 -0.6283058 -0.2023087 
20 -0.6425071 

N = 44 N = 46 N = 48 N = 50 
D = 0.0002970 D = 0.0002110 D = 0.0001500 D = 0.0001070 

0 -0.0005261 -0.0003931 -0.0002935 -0.0002189 
1 -0.0001872 -0.0001391 -0.0001037 -0.0000773 
2 -0.0013044 -0.0010110 -0.0007823 -0.0006044 
3 -0.0006418 -0.0004892 -0.0003738 -0.0002860 
4 -0.0027965 -0.0022113 -0.0017457 -0.0013761 
5 -0.0015986 -0.0012405 -0.0009647 -0.0007512 
6 -0.0052500 -0.0042167 -0.0033821 -0.0027090 
7 -0.0033696 -0.0026507 -0.0020894 -0.0016495 
8 -0.0090193 -0.0073334 -0.0059575 -0.0048348 
9 -0.0063942 -0.0050794 -0.0040451 -0.0032278 

10 -0.0145676 -0.0119479 -0.0098009 -0.0080374 
11 -0.0113197 -0.0090412 -0.0072487 -0.0058283 
12 -0.0226020 -0.0186095 -0.0153542 -0.0126823 
13 -0.0192248 -0.0153413 -0.0123211 -0.0099429 
14 -0.0344657 -0.0282591 -0.0233103 -0.0193023 
15 -0.0323002 -0.0254597 -0.0203150 -0.0163525 
16 -0.0534295 -0.0429264 -0.0350095 -0.0288317 
17 -0.0564114 -0.0428283 -0.0333997 -0.0265154 
18 -0.0904417 -0.0683159 -0.0537337 -0.0433047 
19 -0.1160705 -0.0785556 -0.0574287 -0.0438482 
20 -0.2158094 -0.1288020 -0.0904537 -0.0684414 
21 -0.6290120 -0.2030878 -0.1169158 -0.0794554 
22 -0.6420267 -0.2155088 -0.1286420 
23 -0.6296096 -0.2037902 
24 -0.6415800 
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Table VII-Wideband Hilbert transformers 
(FL = 0.10, N even) 

N = 6 N = 8 N = 10 N = 12 
D = 0.0908340 D = 0.0409350 D = 0.0188980 D = 0.0088710 

0 -0.1291026 -0.0685959 -0.0381031 -0.0217187 
1 -0.1482639 -0.0642207 -0.0320979 -0.0171366 
2 -0.6651173 -0.2171077 -0.1158537 -0.0691363 
3 -0.5959958 -0.1657805 -0.0792088 
4 -0.6563900 -0.2154404 
5 -0.6069062 

N = 14 N = 16 N = 18 N = 20 
D = 0.0042080 D = 0.0020170 D = 0.0009720 D = 0.0004710 

0 -0.0125849 -0.0073860 -0.0043698 -0.0026042 
1 -0.0095049 -0.0053963 -0.0031146 -0.0018192 
2 -0.0429910 -0.0272417 -0.0174135 -0.0111820 
3 -0.0436051 -0.0254919 -0.0153794 -0.0094478 
4 -0.1183342 -0.0735061 -0.0478330 -0.0317741 
5 -0.1765512 -0.0886565 -0.0513442 -0.0315749 
6 -0.6513727 -0.2145760 -0.1200051 -0.0764602 
7 -0.6134417 -0.1833481 -0.0950101 
8 -0.6483398 -0.2140796 
9 -0.6176569 

N = 22 N = 24 N = 26 N = 28 
D = 0.0002300 D = 0.0001120 D = 0.0000550 D = 0.0000270 

0 -0.0015625 -0.0009411 -0.0005678 -0.0003437 
1 -0.0010738 -0.0006373 -0.0003815 -0.0002288 
2 -0.0072008 -0.0046408 -0.0029868 -0.0019225 
3 -0.0058736 -0.0036749 -0.0023155 -0.0014609 
4 -0.0213129 -0.0143562 -0.0096696 -0.0065138 
5 -0.0200200 -0.0129010 -0.0084074 -0.0055027 
6 -0.0512512 -0.0351492 -0.0243353 -0.0169296 
7 -0.0569012 -0.0362082 -0.0237777 -0.0158604 
8 -0.1211777 -0.0785910 -0.0537606 -0.0377068 
9 -0.1879880 -0.0995599 -0.0611011 -0.0398850 

10 -0.6463321 -0.2137791 -0.1220080 -0.0801285 
11 -0.6205691 -0.1913704 -0.1030239 
12 -0.6448821 -0.2135097 
13 -0.6227594 

and odd values of N from 3 to 95. * The peak approximation error in 
the band 2'TrPL ~ W ~ 27rPH , denoted D, is given for each case as well 
as the impulse response of the filter. Note that only the first half of 
the impulse response is given in the table; the last half can be obtained 
using eq. (11). When N is odd, only the even-indexed samples are 
given. 

* Only those Hilbert transformers for which 0 < 0.1 are given in these tables. 
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Table VII-continued 

o 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 

N = 30 
D = 0.0000130 

-0.0002100 
-0.0001373 
-0.0012437 
-0.0009210 
-0.0044021 
-0.0036033 
-0.0118308 
-0.0106521 
-0.0268217 
-0.0268094 
-0.0557869 
-0.0642873 
-0.1227568 
-0.1938141 
-0.6439281 

N = 38 
D = 0.0000010 

o -0.0000291 
1 -0.0000187 
2 -0.0002118 
3 -0.0001500 
4 -0.0008867 
5 -0.0006795 
6 -0.0027458 
7 -0.0022607 
8 -0.0069528 
9 -0.0061396 

10 -0.0152613 
11 -0.0145127 
12 -0.0304415 
13 -0.0316100 
14 -0.0585324 
15 -0.0691050 
16 -0.1236067 
17 -0.1974694 
18 -0.6423832 

N = 32 
D = 0.0000070 

-0.0001278 
-0.0000832 
-0.0007997 
-0.0005851 
-0.0029567 
-0.0023756 
-0.0082330 
-0.0072175 
-0.0191244 
-0.0183719 
-0.0398133 
-0.0428072 
-0.0814133 
-0.1056496 
-0.2134097 
-0.6243396 

VII. ACKNOWLEDGMENT 

N = 34 N = 36 
D = 0.0000030 D = 0.0000020 

-0.0000778 -0.0000474 
-0.0000508 -0.0000309 
-0.0005133 -0.0003291 
-0.0003730 -0.0002375 
-0.0019805 -0.0013237 
-0.0015700 -0.0010367 
-0.0057153 -0.0039588 
-0.0049095 -0.0033408 
-0.0136464 -0.0097328 
-0.0127195 -0.0088460 
-0.0287628 -0.0209019 
-0.0294506 -0.0206098 
-0.0572528 -0.0414122 
-0.0669934 -0.0453215 
-0.1231647 -0.0822898 
-0.1959100 -0.1078912 
-0.6429969 -0.2131694 

-0.6257461 
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criticisms provided by J. F. Kaiser. 
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Interframe Picturephone@ Coding Using 
Unconditional Vertical and Temporal 

Subsampling Techniques 

By R. T. BOBILIN 

(Manuscript received November 8, 1973) 

I. INTRODUCTION 

A number of articlesl - 4 have described the use of horizontal re­
dundancy removal techniques to reduce the transmission rate required 
for coded Picturephone® signals to 6.312 Mb/s. Here an extension of 
this work is given which uses unconditional vertical and temporal 
subsampling techniques to reduce the required transmission capacity 
to 3 Mb/s. This type of processing is unique in that it does not employ 
the complex conditional replenishment techniques which typically have 
been used to reduce the digital transmission rate to either 2 lVlb/s5 

or 1.5 Mb/s. 6 

II. SYSTEM DESCRIPTION 

The analog Picturephone signal has an interlaced frame format7 
as illustrated in Fig. 1. Two adjacent fields, each containing 125! 
alternating lines, combine to form a complete 251-line frame of video 
information. In the experimental system being described, two adj acent 
fields are "averaged" together at the coder; this averaged 125! line 
field is processed using variable-length coding techniques3 and sent 
to the decoder at a 30-Hz rate. The decoder processes the received 
averaged field to form a two-field, 251-line frame for transmission to 
the station set receiver. Hence, unconditional vertical and temporal 
subsampling is being used to reduce the digital transmission rate from 
6 Mb/s to 3 Mb/s; vertical subsampling because only 125! lines per 
frame are transmitted and temporal subsampling because averaged 
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Fig. l-Interlaced frame format. 

fields are only transmitted at a 3D-Hz rate instead of the original60-Hz 
rate. The basis for this unconditional vertical subsampling is that 
the vertical spatial dimension of a Picturephone signal does not con­
tain 251 lines of detail. There is no vertical aperture correction cir­
cuitry in the station set and the actual resolution is much closer to 
the 125! lines contained in one field of the interlace pattern; the 
vertical amplitude response of the station set transmitter varies from 
8 to 27 dB down at half the field sampling rate (125! video lines/2), 
depending on the control unit settings at the transmitter. This is not 
a station set design failure but a requirement to prevent objectionable 
vertical aliasing effects in the displayed scene. In the temporal dimen­
sion the required signal properties are harder to define because the 
postfiltering action of the human eye dominates system parameters. 
It is known that a 60-Hz field repetition rate was chosen on the basis 
of flicker sensitivity, not on the basis of motion rendition, but the 
application of general eye temporal sensitivity studies to the present 
Picturephone format is of questionable value and leads to inconclusive 
results. Therefore, an experimental 3-Mb/s co dec was built both to 
verify the vertical processing predictions and to see if 3D-Hz trans­
mission is subjectively acceptable in the present Picturephone system. 

A block diagram of the experimental system is given in Fig. 2. 
Prior to AID conversion the analog video signal is deemphasized, 
equalized, clamped, and filtered with a crispened Gaussian filter that 
is 20 dB down at 1 MHz. The AID converter uses a synchronized 
1.536-MHz clock to produce an 8-bit PCM word at each sample time. 
The input to the variable-length coder (VLC) is either the unfiltered 
(no vertical or temporal filtering) output of the AID converter or a 
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filtered version of the same signal. This is done so that an easy AB 
test can be made to determine the effects of additional vertical and 
temporal prefiltering. In the unfiltered case the input to the VLC 
during time i is field i (!i); in the filtered case the input is the average 
of field i (!i) and an estimate of field i based on the information con­
tained in field i-I (li-l). If line j is in field i, then the estimate of 
line j from field i-I is given by: 

li = lj-5 - 3l j- 3 + 10lj_1 ~ 10l j +1 - 3l j+3 + lj+5 . (1) 

Zj is an estimate of even fields from odd fields and vice versa. This 
particular estimator gives adequate filtering performance and is easy 
to implement. The variable-length coder and decoder are the same as 
described in Ref. 3 and process either every other field or every other 
average field. The vertical and temporal postfilter uses the received 
30-Hz fields to reconstruct the proper 60-Hz even-odd field pattern 
for the station set receiver. Again two options were designed for the 
postfilter. In the vertical dimension both postfilters are the same and 
estimate an adjacent field using the relationship given in (1); in the 
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time domain the postfilter using the estimate Jj is a sample-and-hold 
postfilter, whereas the one using the estimate (Jj + Ji+2)/2 is an 
interpolating postfilter. The D/ A converter turns the 8-bit 1.536-1\1Hz 
PCM samples into an analog format. 

III. SUBJECTIVE RESULTS 

When the station set transmitter is operating in its highest resolution 
condition, \vith no zoom, and when the coder prefilter is not used, then 
vertical aliasing is easily seen on cypglass rims and around the lips. 
This aliasing can be eliminated either by using the coder vertical 
prefilter or by placing the station set in a partial-zoom mode. Both 
changes have the effect of introducing additional vertical pre filtering ; 
the coder vertical prefilter adds 6 dB of vertical filtering at half the 
sampling rate or 62! lines per frame and the use of the zoom mode adds 
filtering proportional to the setting, somewhere between 8 and 27 dB 
at 62! lines per frame. The effect of the temporal prefiltering associated 
with the coder field filtering is insignificant. 

The use of the sample-and-hold postfilter (3 dB down at 15 Hz) 
results in a slight jerkiness of motion (temporal aliasing) which is 
completely removed by using the interpolating postfilter which is 6 dB 
down at 15 Hz. 

In order to evaluate this :3-lVlb/s codec a series of subjective tests 
were developed. Fifteen people were given an AB test between the 
analog and the coded video (using field filtering at the coder and the 
interpolating post filter at the decoder) and were asked if the impair­
ment added by the codec was: 

1. Nat noticeable 
2. Just noticeable 
:~. N.oticeablc but not objectionable 
4. Objectionable 
.5. Extremely objectionabk. 

In this test each observer was given 15 seconds of analog follO\ved by 
15 seconds of the coded scene shown in Fig. 3. During each IS-second 
interval, Bonnie carried on a normal conversation for the first f> seconds, 
moved from side to side for the next 5 seconds, and again carried on a 
normal conversation for the last 5 seconds. With the station set in its 
high-resolution mode, no zoom, the average scale rating was 2.8 in­
dicating that for this scene the impairment added by the 3-1\/Ib/s 
codec was noticeable but not objectionable; with the station set in a 
partial-zoom mode the average scale rating was 2.3 indicating an 
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Fig. 3-Bonnie. 

impairment that is just noticeable. These comment scale ratings can 
be compared with a more complete series of tests carried out using the 
same horizontal processing without any vertical or temporal processing 
on three different scenes. This resulted in an overall average scale 
rating of 2.1 for the corresponding 6-Mb/s codec.4 

IV. CONCLUSIONS 

An experimental system has been built showing that unconditional 
vertical and temporal subsampling techniques can be used on a 6-Mb/s 
intraframe codec to result in a 3-Mb/s interframe codec. The impair­
ment resulting from this 3-Mb/s codec is rated as being between just 
noticeable and noticeable but not objectionable. This unconditional 
alternate field transmission technique can also be used as a higher 
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activity mode in a conditional replenishment type codec as shown in 
Ref. 6. 
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Simultaneous Measurements of Depolarization by Rain 
Using Linear and Circular Polarizations at 18 GHz 

By R. A. SEMPLAK 

(Manuscript received August 3, 1973) 

I. INTRODUCTION 

Limitations imposed by attenuation during heavy rain on the reli­
ability of microwave systems are well known! and a recent paper2 
discussed observations of depolarization of circular polarization by 
rain at 18 GHz; it was concluded that depolarization by oblate rain­
drops poses a serious problem for the use of circular polarization. 
However, it is desirable that a direct comparison be made by simul­
taneous measurements of linear and circular polarizations on the same 
propagation path. Continuous measurements have been made during 
the period June 1972 through April 1973 (a total of 35 rain showers) ; 
a discussion of these follows a few remarks on the experimental system. 
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Fig. I-The 2.6-km propagation path is indicated by the dashed line. 

II. EXPERIMENTAL SYSTEM 

The 2.6-km propagation path used in the experiment is shown by the 
dashed line in Fig. l. Two frequency-swept solid-state transmitters 
(with separate antennas) are located at the lower right of the path. 
The circularly polarized transmitter operates at a frequency of 18.65 
GHz while the linear horizontally polarized transmitter is at a fre­
quency of 18.35 GHz. 

The two receivers (with separate antennas) share a common building 
at Crawford Hill, Holmdel, New Jersey (upper left of propagation 
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path, Fig. 1). Each system has a ferrite switch which looks sequentially 
at the received fields; e.g., in the circularly polarized system, the de­
sired circular polarization and then at the depolarized component. 
Switching rates are of the order of 17 Hz and occur much faster than 
the changes in attenuation produced by rain. Strip-chart recordings 
are made of all four components. 

The clear-day discrimination for both the circular and linear systems 
is more than 32 dB, but none of the depolarization data below - 32 
dB are included. 

III. DISCUSSION OF DATA 

The extremes of attenuation in linear (horizontal) and circular 
polarizations are shown in Fig. 2 for the fades induced by the 35 rain 
showers that occurred during the period of June 1972 through April 
1973; they have similar magnitudes but the attenuation in linear 
(horizontal) polarization is slightly higher than that for circular polari­
zation;· This is as it should be, for it is known4 that most storms 
consist of oblate drops whose major axes are predominantly hori­
zontally aligned, resulting in less attenuation for vertical than for 
horizontal polarization, whereas in circular polarization the attenua­
tion is something like the average of vertical and horizontal. 

Comparison of the linear cross-polarization discrimination (XPD) 
with the simultaneously measured circular polarization discrimination 
(CPD) is made in Fig. 3; the curve is the median of the data. The 
depolarization is much stronger in circular than in linear polarization; 
for example, the former is -15 dB when the latter is - 25 dB. 

We pursue the comparison further by examining a particular fade 
associated with a rain shower that occurred April 1, 1973, as presented 
in Fig. 4. The set of two curves on the left pertains to circular polari­
zation, the set of two curves on the right to linear polarization. The 
upper curve in each set is a plot of the rain-induced attenuations. As 
in Fig. 2 the circular polarization shows a slightly smaller attenuation 
than that for horizontal linear polarization. For example, the maximum 
attenuation for circular polarizations was 36 dB while that for linear 
was 38.5 dB. At the same time, from the lower curve of each set, ,ve 
see that the circular polarization discrimination was only 8 dB while 
the cross-polarization discrimination for the linear case was 13.5 dB. 
Let us examine the measurements at time 19 :57 ; for the circular case, 

* The sparseness of attenuations greater than 20 dB is, of course, due to the limited 
number of heavy rain fades that occur during a year. Figure 3 of Ref. 3 shows that 
this path has rain-induced attenuations that exceed 20 dB about 20 minutes a year. 
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Fig. 3-Comparison of simultaneous measurements of linear polarization dis­
crimination (XPD) and circular polarization discrimination (CPD). 
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Fig. 4-Rain shower of April 1, 1973. Upper curves are rain-induced attenuation. 
The lower curves show the level of the depolarized component. 

the desired signal was attenuated to a level of -18.5 dB and the de­
polarized component was only 18.5 dB below that (-37 dB). In the 
linear case at this same point in time, the rain-induced fade was 19 dB 
and the XPD was 28 dB. The linear polarization is depolarized signifi­
cantly less than the circular polarization; therefore, in radio relay sys­
tems at frequencies of the order 20 GHz, linear (vertical or horizontal) 
polarization is believed to be preferable in systems relying on polari­
zation discrimination. 
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