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Fig. 4-Central control simulation. 

2.2.4 Experience 

The central control for the lA Processor was the first and largest 
unit whose logic was extensively verified using LAMP. The experience 
gained in verifying the central control is presented here to illustrate the 
effectiveness of LAMP for logic and diagnostic test verification. Figure 
4 is a functional block diagram of the simulation models and interfaces. 
The lA Processor contains duplicate central controls. When diagnostic 
testing is performed, the active central control tests the standby cen­
tral control through an interface port. In the simulation process, the 
LAMP model for the complete standby central control was created. A 
simplistic model of the active central control was created to take the 
tests and apply them to the standby central control at the proper time. 
The active central control model contains an oscillator that could be 
started and stopped, allowing the circuit to settle and a new test to be 
applied at the appropriate time. In the active central control model, a 
comparator circuit was built in to check the actual results of a test 
with the expected results. Whenever the error flag gate became active, 
a message was printed listing the failing test. For conversational 
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simulations, this allowed termination of simulations if the number of 
failures became too large. 

In addition to the diagnostic tests, a series of special test programs 
was simulated that was designed to test program execution func­
tionally. Since these programs were not written in the high-level lan­
guage of the diagnostic tests, they were not simulated in the same way. 
Instead, using LAMP features, a functional model consisting of a pro­
gram store and a call store was constructed and connected to the gate 
model of the central control. The programs were compiled and loaded 
into the memories using a special memory loader facility. Special 
LAMP vectors were written to initialize the standby central control 
model and then to release the oscillator. This allowed the clock to run 
continuously and to simulate actual program fetching and execution. 
Conversational LAl\1P control procedures were used to stop the simula­
tion when the program transferred to the error address or when it 
reached the return address. These programs allowed operational test­
ing in addition to the diagnostic testing. 

For the central control verification, approximately 20,000 diagnostic 
tests and 4000 words of program were simulated. The simulation of all 
the special tests and most of the diagnostics was completed before the 
first unit arrived from the factory. Through simulation, approximately 
85 percent of the logic and 80 percent of the diagnostic tests were veri­
fied. The areas remaining to be tested were primarily the circuitry and 
tests that interconnect the central control with its system environ­
ment. At the present time, this type of testing is beyond the capability 
of LAMP, mainly because of the large number of gates required to 
model all the units connecting with the lA central control. 

Many diagnostic and logic changes were generated as a result of 
simulation. LAMP is an indispensable part of the development process. 
It has proven effective in reducing development intervals and in re­
ducing the number of circuit modifications. 

III. FAULT SIMULATION 

3.1 Purposes 

Fault simulation is necessary to determine (and enhance) the detec­
tion level of the diagnostic tests and can be viewed as an extension of 
the design verification process. The true behavior of a circuit is studied 
during verification. The set of other possible behavioral responses can 
be ascertained with fault simulation. This process is systematic; re­
sponses are derived on a fault-by-fault basis. This type of information 
is essential to the lA Processor subsystems because (i) it contributes 
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to meeting stringent factory test requirements, and (ii) the complete 
characterization of subsystem behavior is necessary to satisfy long­
term in-service system maintenance requirements. 

Fault simulation at the circuit pack level is not complicated and is 
discussed in the next section. On the other hand, unit level simulation 
is quite complex. Many factors are involved, including large gate 
counts, precise timing, complex fault modeling considerations, and 
limited computer resources. These are discussed in the remaining 
sections. 

3.2 Circuit pack simulation 

The size of 1A Processor circuit packs (100 to 400 gates) makes fault 
simulation on LAMP an easily managed process. Simulation models of 
packs are extracted from the central design data base. These models 
seldom require any additional modeling changes. Classical faults are 
simulated for every gate in the circuit. Tests are designed to detect 
every simulated fault, if possible. A mixture of manual test design 
and automatic test generation via ATG is used.3 The process is facili­
tated through the use of interactive LAMP on the IBM 360/67 or 
370/168 computer. 

Each test consists of one or more input vectors and an expected set 
of outputs. The input vectors are simply strings of 1 and 0 combina­
tions that are applied to the inputs of the pack. The tests need not be 
functionally arranged, but may be independent of each other. Testing 
is not "clocked," inputs are applied simultaneously, and outputs are 
examined well after the circuit has settled down. Test minimization is 
not stressed, since the cost of simulating each fault per test is small, and 
redundant test sequences may improve detection of nonclassical and/or 
multiple faults. 

As described in Section 2.1, verification tests were generated using 
a combination of manual and ATG techniques. These tests were then 
run in the fault simulation mode, achieving an average of 75 percent 
fault detection. Additional tests were generated with manual and ATG 
techniques to achieve 100 percent fault detection. 

The ATG program was used on about 50 percent of the packs to 
increase fault detection to about 90 percent although, on some com­
binational packs (about 10 percent of total), ATG immediately pro­
duced 100 percent detection. Manual techniques were required to pro­
vide detection of the last 10 percent of the faults on most packs. During 
this process, design redundancies and other bugs were uncovered. 
Overall, fault simulation at the circuit pack level produced debugged 
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factory tests and helped uncover design bugs, thus significantly reduc­
ing the intervals required for manufacture. 

3.3 Unit modeling 

The logic model used for unit level design verification forms the 
basis for the fault simulation model. In some cases, it may be necessary 
or desirable to make alterations. Simulated logic used only to support 
verification studies may be removed to save simulation time. It may 
be necessary to manually append additional models of specialized 
circuitry not kept in the design data base. Typical devices are discrete 
analog components such as operational amplifiers, current drivers, and 
signal buffers. This circuitry communicates with the logic and affects 
its state, but is nonlogic in nature. Often, many one-of-a-kind models 
must be constructed through truth table and timing diagram studies. 
In some cases, circuitry exists that is not modeled. The lA Processor 
call/program store core memory is an example. While functional simu­
lation can be used to model the memory for design verification at the 
present time, LAMP cannot support fault list propagation into and 
out of a functional model. 

Once the fault model is completed, circuit initialization must be 
considered prior to simulation. Ideally, simulation should begin with 
the circuit in an unknown state. This represents the most accurate 
approximation to the physical circuit whose state prior to testing is 
not necessarily predictable. The unknown state approach is normally 
used for design verification simulation, but not for fault simulation. 
This is because starting from a known state significantly reduces the 
excessive simulation CPU time caused by the potential for large fault 
list buildup during initialization. The resulting loss in accuracy is 
small. 

A known state is normally achieved by applying an initializing 
sequence to the circuit using true value simulation. Fault simulation is 
conducted starting with this true-value state and a set of "null" fault 
lists. 

3.4 Test selection 

Test selection is an important consideration for large unit fault 
simulation because it is costly to simulate an input vector, and each 
test usually expands into a series of from two to ten such vectors. 

The decision concerning which tests to simulate is influenced by the 
particular objective, the circuit model, and the available computer 
resources. Fault simulation to evaluate early tests or to support the 
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improvement of tests (test enhancement) is concerned with the detec­
tion of classical faults. This objective permits the exclusion of tests 
designed to improve fault isolation or to detect lead shorts (such as a 
walk of 1 through a field of O's). Test exclusion is also necessary to size 
the tests according to the capabilities of the simulation model. This is 
most evident in tests that deal with the system environment, such as 
tests of "interunit" communication buses or of nondigital circuitry 
such as memory. A set of tests may also be simulated versus only a 
fraction of the faults. This is discussed further in Section 3.6, under 
"simulation strategy." 

How the tests are sequenced is also important. Functional ordering 
(grouping tests according to the circuitry being tested) is essential to 
make the tests useful as a repair vehicle. The test phase is considered 
the basic functional entity whose predesigned sequence must be main­
tained. In some cases, tests may be deleted from a phase during simula­
tion, but the order of remaining tests is preserved. During test evalua­
tion, phase ordering is not essential. How or when a fault is detected 
is of little consequence at this stage. Functional phase ordering assumes 
greater importance when data are collected to support trouble loca­
tion dictionaries. Also, tests excluded from earlier stages of simulation 
are included here wherever possible. 

3.5 Fault selection 

The lA Processor uses conventional TTL integrated circuits for 
logic function implementation. Discrete circuitry augments this logic 
where required. The major subsystems use LAIVIP to simulate 
"stuck-at" (input open, output stuck at 0 and at 1) logical faults on 
TTL gates. Shorted fault simulation has, to date, not been used at the 
unit level. The restriction to stuck-at fault simulation is an engineering 
decision. In an actual circuit, the possible failure modes are much more 
extensive, including not only lead shorts but also timing changes, 
voltage changes, intermittents, etc. It is assumed that the majority 
of these faults will behave as stuck-at faults for a portion of the tests. 
Experience with previous electronic switching systems has shown this 
assumption to have validity. 

Since there are several hundred thousand possible stuck-at faults in 
lA Processor subsystems, the fault selection process must be facilitated 
by various options available in LAIVIP. Depending upon application, 
faults are selected on an individual basis by gate name, by circuit pack, 
or to a certain extent by hardware function. 

1548 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1974 



When detection information is being sought, random sampling is 
used. A sufficiently large random sample has been found to predict 
detection levels accurately. According to requirements, samples are 
selected on a uniform, localized, or stratified basis. 

Several automatic fault administration options in LA1'vIP have re­
duced lA Processor simulation costs significantly. Early termination 
is used extensively during test evaluation and enhancement. Under 
this option, a fault is terminated (removed from simulation) after one 
"hit," or detection. Typically, this option saves from 50 to 75 percent 
of simulation time. Fault collapsing removes n - 1 out of n logically 
equivalent faults from the fault set being simulated. For example, if 
five faults cause the same effect upon a logic circuit, LAl\IP simulates 
one of the five. Typically, this option reduces the fault set by 25 to 50 
percent. Undetectable fault elimination, which removes faults such as 
those on unused gates, reduces fault sets up to 10 percent. 

Even after every attempt to prune the fault set has been exhausted, 
it is still necessary to form fault partitions for typical large unit simula­
tion runs. The degree of partitioning necessary depends upon the size 
of the unit, the tests, the circuit topology, and the computer resources. 
The primary factor influencing fault partitioning is the available com­
puter main memory. Using an IBIVI 360/67, typical fault sets are in the 
3000- to 6000-fault range. Using an IBM 370/168, sets as large as 
30,000 faults have been simulated. 

On the other hand, test partitioning (the smallest partition being a 
phase) is primarily influenced by simulation time limits. Some par­
titions may require 1 or 2 hours of processor time. 

For protection, the LAl\1P CHKPOINT/RESTART facility is used 
to permit rollback in the event of a computer, simulator, or procedural 
failure. 4 

3.6 Simulation strategy 

An interactive simulation procedure is used in the lA Processor for 
test enhancement. A random sample of faults is selected and simulated 
with the diagnostic tests. The results are analyzed to reveal undetected 
faults for which additional tests are designed. A new sample is then 
selected, consisting of the previous undetected faults plus an additional 
random sample, and the process is repeated. The size of a fault sample 
is generally larger than the minimum required to predict detection 
levels. This increases the probability of revealing classes of undetected 
faults. Ultimately, large classes are eliminated, and a point of diminish-
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Fig. 5-Two-pass diagonal simulation. 

ing returns is reached. At this stage, complete fault detection informa­
tion is secured by simulating all remaining faults with the complete set 
of tests. 

Selection of several fault partitions (such as a random sample di­
vided into four parts) that must be simulated against many phases, a 
phase at a time, requires the execution of many successive simulation 
runs. The most obvious way to execute these runs is to simulate the 
various combinations of fault and test partitions in succession. This 
approach does not prove efficient, and significant cost reductions are 
possible through an alternate strategy called "two-pass diagonal 
simulation." Figure 5 is an illustration of this method. In the ideal 
situation, i mutually exclusive fault partitions and i test partitions are 
selected. Each fault partition is chosen in the area of circuitry that a 
corresponding test partition is designed to exercise. This correspon­
dence significantly increases the probability of fault detection per 
second of processing time. Pass 1 simulation then consists of i runs, 
not i2• Early termination is used to remove detected faults prior to 
pass 2. In pass 2, undetected faults are collected and repartitioned into 
a smaller set of j runs, and all combinations of partitions are simulated. 
The effectiveness of this method lies in the fact that, for a minimum of 
resources, the great maj ority of faults are detected in pass 1. From a 
practical point of view, mutually exclusive fault sets with clear test 
associations are hard to produce. Instead, overlapping fault partitions 
are usually selected. Pictorially, this means that, in Fig. 5, regions off 
the major diagonal would be lightly shaded. This reduces slightly the 
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efficiency of the method, but the savings are still significant. Results 
have shown that tightly connected circuits benefit least from this tech­
nique because the concept of localized fault detection tends to break 
down. 

The method just described is used primarily for simulation where 
detection information is being sought. In other applications such as 
data collection for trouble location dictionaries, the procedure of Fig. 5 
is not used since it produces incomplete fault behavior information. 
In such cases, the simple strategy of simulating all fault and test parti­
tions may be utilized with corresponding CPU time increases. 

3.7 Experience 

A composite LAMP model of the 1A Processor call/program store 
was constructed to support design evaluation and diagnostic develop­
ment. Figure 6 is a block diagram showing interrelations of distinct 
portions of this model. 

The model contains approximately 10,000 LAMP gates. This count 
is about 40 percent higher than the real gate count because of attendant 
logic controlling bus interaction and specially modeled "nonlogic" 
circuitry. This model was verified in the manner described in Section 
II. A preliminary diagnostic was designed consisting mainly of func­
tional exercise tests, which translated into about 3000 LA1VIP input 
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Table I - Program store simulation data 

Statistic 15,000 Faults 580-Fault Sample 

N umber Detected * 
Number Race Faults 
N umber Oscillation Faults 
Detection with Races Removed 
Detection Estimate Following First 

Test Enhancement Iteration 
Estimate of Ultimate Detection Level 

* Using initial set of tests. 

10,400 
2200 

80 
81% 
90% 

96% 

400 
83 
3 

80% 
90% 

96% 

vectors distributed over a number of phases. At the time, the inability 
to model the core memories with LAl\1P gates necessitated omission of 
several test phases. 

A study was conducted using the model of Fig. 6 and these tests to 
meet the following objectives: 

(i) Determine the detection power of the tests. 
(ii) Provide data to support test enhancement. 

(iii) Evaluate proposed methods of data collection for use with other 
units (this was a pilot study for large unit fault simulation). 

The model contained a set of 15,000 meaningful classical faults. As a 
first experiment, this set was simulated using the two-pass diagonal 
simulation method of the previous section. As a second experiment, a 
random sample of 580 faults was selected and simulated against all 
tests. In the first experiment, the number of faults in each partition 
was chosen to optimize use of the host computer. For the random 
sample, it was possible to simulate the 580 faults in one partition. 
About eight partitions were selected for the 15,000-fault experiment, 
each containing on the average 4000 faults. Significant overlapping of 
fault partitions was necessary because the minimum fault able unit 
was selected as a circuit pack (out of convenience) which often en­
compassed several functions. 

About 24 CPU hours of IBM 360/67 computer time were required 
to complete the above experiments. This included the time required to 
restart several runs because of procedural errors and system crashes. 
Through some additional runs, it was possible to show that diagonal 
simulation saved about 50 percent of the CPU time that would have 
been required to simulate all tests versus all faults. 

Table I contains some simulation results and estimates for the two 
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experiments. It is important to emphasize the fact that the tests were 
an initial cut used to support early factory testing of frames. The 
resulting detection level of 81 percent was about as expected at this 
stage of design. The most significant result was the relatively large 
number of race faults encountered. The LOGIC simulatorS was used 
for the study to save computer time. This resulted in race faults (those 
causing indeterminate gate or output states) and oscillation faults 
(those leading to circuit oscillation) being removed during simulation 
when encountered. Subsequent studies using the FAULT simulatorS 
showed that most race faults were in reality noncritical races that did 
not cause indeterminate output states. Furthermore, the race faults 
were actually detected at about the same level as normal faults. In 
Table I, it was, therefore, reasonable to remove them from the sample 
in computing the actual detection level. 

Oscillation faults are a serious problem that demand careful study. 
They potentially jeopardize system operation by causing interference 
with other units on the system buses. Although such faults would prob­
ably be detected in the real system, they were not considered as such 
in Table I. 

The undetected faults in the random sample were carefully analyzed 
and led to some interesting results. Fourteen major classes of unde­
tected faults (with respect to the 15,000 fault sets) were categorized. 
In most cases, these classes consist of similar faults on repetitive func­
tions, such as successive bits of a register, which require a few tests for 
detection. In some cases, other faults were revealed that implied the 
design of a class of new tests. Several one-of-a-kind faults, each requir­
ing unique tests, were also revealed by the analysis. About 2 percent of 
the faults were undetectable for various reasons. Sixty percent of the 
faults were associated with operational logic, and the rest with main­
tenance circuitry. 

It is estimated in Table I that new tests designed because of the 
results of the random sample analysis will reduce the undetected fault 
set to about 10 percent. It is also estimated that, through the use of 
LAMP in this iterative process, no more than three iterations will be 
required to achieve an ultimate detection level of 96 percent of the 
classical faults. 

Resolution of the remaining 4 percent, which are truly undetectable, 
pose a problem. Some represent true circuit redundancies (in the 
simplest case, a single gate output feeding a gate twice). Others, more 
subtle, reside in circuitry used to improve noise or electrical margins. 
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These might be detected under worst-case conditions by existing tests. 
A third class deals with system constraints (inputs constrained not to 
assume certain state combinations). 

It is impractical to consider complete removal of these faults through 
design changes. In any event, LAMP has done its job by categorizing 
these faults. Maintenance information can at least be provided to help 
deal with the possibility of their existence throughout the life of the 
system. 

IV. CONCLUSION 

When LAMP was first introduced, it received almost immediate 
acceptance and support from circuit and diagnostic program design 
groups, although many growing pains were involved with its use. On 
countless occasions, the user community taxed both LAMP and its 
host computer resources to their limits. In response to this, LAMP has 
grown and matured, making significant improvements in capacity, 
speed, and capability. 

The use of LAMP to verify the paper design of lA Processor sub­
systems significantly reduced laboratory debugging intervals and pro­
vided major cost reductions. Logic design errors were located and cor­
rected prior to the construction of initial hardware. In association with 
this, the "first iteration" of diagnostic design, the debugging of func­
tional tests using LAIVIP simulation, was completed prior to the avail­
ability of system laboratories. These tests were then used to test the 
frames in the factory environment. 

The availability of interactive LAMP has been a significant aspect 
of design verification. The option to freeze the state of a logic simula­
tion in order to examine internal nodes has proved so powerful that 
circuit designers have sometimes preferred this facility to the actual 
unit as a debugging tool. 

The LAMP fault simulator has been essential to the development 
of complete circuit pack test vectors for the lA Processor. The exten­
sion of fault simulation to large subsystems is just beginning. Initial 
fault simulation studies using the lA Processor program/call store are 
encouraging. Iterative test enhancement using LAMP will insure the 
detection or classification (as to reason for not being detected) of every 
stuck-at logical fault. This is of primary importance because of the 
very stringent maintenance requirements of the lA Processor. 

In the future, the trend toward higher scales of logic integration will 
increase the use of LAMP for design verification and factory test 
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development. The use of LAMP as a breadboard will become a prac­
tical necessity. 
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Rain-Induced Cross-Polarization at Centimeter 
and Millimeter Wavelengths 
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Rain-induced cross-polarization is an important factor in design of 
dual-polarization microwave radio communication systems. We present 
current estimates of this effect based upon calculated differential char­
acteristics of canted oblate raindrops and their relationship to experiments. 
Measured differential attenuation and cross-polarization, mainly at 18 
GHz, are used to determine two empirical parameters: an effective average 
of the absolute value of the canting angle and a measure of the imbalance 
between positive and negative canting angles. We can then provide estimates 
for median values of cross-polarization discriminations at other frequen­
cies; these are found to agree fairly well with available measured data. 

Differential phase shift is the dominant factor in the rain-induced cross­
polarization at frequencies below about 10 GHz, and differential attenua­
tion becomes increasingly important at higher frequencies. For a given 
rain fading, the cross-polarization decreases with increase in frequency 
and is relatively insensitive to the rain rate, whereas for a given amount of 
rain the cross-polarization increases with frequency up to about 35 GHz. 
The cross-polarization discrimination of circularly polarized waves is 
much poorer than that of linearly polarized waves. When the angle a 
between the direction of propagation and the axis of symmetry of oblate 
raindrops is not equal to 7r /2, as on earth-space paths in satellite communi­
cation systems, the differential attenuation and differential phase shift 
can be approximated by sin2 a times those for a = 7r /2, which is the con­
dition for terrestrial paths. 

I. INTRODUCTION 

Understanding depolarization properties of the transmission medium 
is of crucial importance in planning frequency reuse by employing 
orthogonal polarizations in a radio communication system. The rain­
induced depolarization, which concurs with heavy rain attenuation, 
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Fig. I-Canted oblate spheroidal raindrop. 

has attracted considerable theoretical and experimental efforts.1-9 A 
mathematical model of canted oblate spheroidal raindrops as shown in 
Fig. 1 has been assumed in most theoretical investigations. Cross­
coupling between vertical and horizontal polarizations occurs as a 
result of the differential attenuation and differential phase shift be­
tween two polarizations parallel and perpendicular to a major axis of 
the oblate raindrops. Recently, Morrison et al.I°. ll have given the cal­
culated differential characteristics for various rain rates throughout 
the microwave range from 4 to 100 GHz. These results are based upon 
numerical solutions12 of the scattering of a plane electromagnetic wave 
by oblate spheroidal raindrops using a point-matching procedure or 
perturbation about an equivolumic sphere. The modified perturbation 
schemell offers a substantial improvement over Oguchi's previous 
perturbation caleulations.1 Very recently, Oguchi13 .14 also used a point­
matching procedure to make similar calculations. The purpose of this 
paper is to assess our current understanding of the rain-induced micro­
wave depolarization in view of these new calculations and their rela­
tionship to the measured data. 

Table I -- Attenuation and phase shift at 4 GHz with a = 90° 

Rain Rate AI AlI <PI <Pu 
in mm/hr in dB/km in dB/km in deg/km in deg/km 

0.25 1.825 X 10-4 2.013 X 10-4 1.413 X 10-1 1.487 X 10-1 

1.25 7.806 X 10-4 8.931 X 10-4 5.494 X 10-1 5.894 X 10-1 

2.5 1.506 X 10-3 1.759 X 10-3 9.933 X 10-1 1.077 
5.0 2.980 X 10-3 3.570 X 10-3 1.806 1.984 

12.5 7.581 X 10-3 9.435 X 10-3 3.995 4.478 
25.0 1.610 X 10-2 2.089 X 10-2 7.377 8.417 
50.0 3.547 X 10-2 4.836 X 10-2 13.83 16.10 

100.0 8.038 X 10-2 1.164 X 10-1 26.15 31.10 
150.0 1.324 X 10-1 2.021 X 10-1 38.35 46.23 

1558 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1974 



Table II - Attenuation and phase shift at 11 GHz with a = 90° 

Rain Rate AI AlI <PI <PII 
in mm/hr in dB/km in dB/km in deg/km in deg/km 

0.25 2.428 X 10-3 2.669 X 10-3 3.985 X 10-1 4.195 X 10-1 

1.25 1.592 X 10-2 1.820 X 10-2 1.579 1.697 
2.5 3.787 X 10-2 4.399 X 10-2 2.880 3.127 
5.0 9.144 X 10-2 1.076 X 10-1 5.266 5.783 

12.5 2.907 X 10-1 3.470 X 10-1 11.69 13.06 
25.0 6.898 X 10-1 8.293 X 10-1 21.32 24.18 
50.0 1.605 1.945 38.94 44.93 

100.0 3.586 4.392 70.25 82.58 
150.0 5.605 6.919 99.26 118.3 

The considerable uncertainty about the canting-angle distribution 
can be characterized by two parameters as suggested by Thomas.2 The 
first parameter, which is an effective average of the absolute value of 
the canting angle, can be determined by comparing the calculated 
values with the measured differential attenuation between vertical 
and horizontal polarizations. The second parameter, which is a mea­
sure of the imbalance between positive and negative canting angles 
with respect to the vertical direction, can be determined by comparison 
between the calculated and measured cross-polarizations. The re­
liability of empirical parameters will be much improved by recent 
developments in theory and experiment. Then the theoretical model 
provides systematic extrapolation of the measured data. 

Section II tabulates the details of the calculated attenuation and 
phase shift that were abbreviated in Ref. 10. The normalized differ­
ential characteristics with respect to rain fading give physical insight 
and the main features of the rain-induced cross-polarization. Section 
III describes the calculation of depolarization for both linearly and 

Table 111- Attenuation and phase shift at 18.1 GHz with a = 90° 

Rain Rate AI All <PI <PII 
in mm/hr in dB/km in dB/km in deg/km in deg;km 

0.25 9.797 X 10-3 1.071 X 10-2 6.674 X 10-1 7.029 X 10-1 

1.25 6.483 X 10-2 7.275 X 10-2 2.608 2.801 
2.5 1.458 X 10-1 1.658 X 10-1 4.680 5.078 
5.0 3.205 X 10-1 3.702 X 10-1 8.362 9.182 

12.5 8.927 X 10-1 1.055 17.78 19.90 
25.0 1.874 2.273 31.33 35.63 
50.0 3.869 4.846 55.24 63.88 

100.0 7.696 10.04 97.39 114.1 
150.0 11.5 15.39 137.0 161.4 
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Table IV - Attenuation and phase shift at 30 GHz with a = 90° 

Rain Rate AI All 4>1 4>11 
in mm/hr in dB/km in dB/km in deg/km in deg/km 

0.25 3.347 X 10-2 3.660 X 10-2 1.102 1.160 
1.25 1.960 X 10-1 2.221 X 10-1 4.134 4.428 
2.5 4.121 X 10-1 4.757 X 10-1 7.220 7.789 
5.0 8.506 X 10-1 1.001 12.51 13.57 

12.5 2.179 2.634 25.26 27.56 
25.0 4.321 5.321 42.54 46.31 
50.0 8.444 10.58 71.16 76.72 

100.0 15.96 20.25 118.6 125.2 
150.0 23.05 29.37 161.3 167.7 

circularly polarized waves. Section IV determines empirical param­
eters of the canting-angle distribution. Estimates are made for the 
median values of the rain-induced depolarization at centimeter and 
millimeter wavelengths. An approximation for the case of oblique 
propagation is also examined. 

II. DIFFERENTIAL ATTENUATION AND DIFFERENTIAL PHASE SHIFT 

The ratio of minor to major axes of the oblate spheroidal raindrop 
is assumed to be linearly dependent upon the radius ii (in centimeters) 
of the equivolumic spherical drop; specifically, alb = 1 - ii. This 
relationship is a simple approximation for the experimental data of 
the drop shape.15 Morrison and Cross12 have used a least-squares-fitting 
procedure to calculate the complex forward scattering functions SI (0) 
and Sn (0)16 for the two polarizations I and II parallel and perpendicu­
lar to the plane containing the axis of symmetry of the raindrop and the 
direction of propagation of the incident wave. They have given nu­
merical tables of forward scattering functions for all the raindrop sizes 

Table V - Attenuation and phase shift at 30 GHz with a = 70° 

Rain Rate AI An 4>1 4>11 
in mm/hr in dB/km in dB/km in deg/km in deg/km 

0.25 3.372 X 10-2 3.648 X 10-2 1.108 1.160 
1.25 1.984 X 10-1 2.215 X 10-1 4.170 4.433 
2.5 4.183 X 10-1 4.746 X 10-1 7.293 7.803 
5.0 8.664 X 10-1 9.996 X 10-1 12.66 13.61 

12.5 2.230 2.633 25.61 27.67 
25.0 4.440 5.326 43.18 46.53 
50.0 8.712 10.60 72.26 77.19 

100.0 16.53 20.33 120.3 126.1 
150.0 23.91 29.50 163.4 168.9 
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Table VI - Attenuation and phase shift at 30 GHz with a = 50° 

Rain Rate AI All <PI <PIl 
in mm/hr in dB/km in dB/km in deg/km in deg/km 

0.25 3.433 X 10-2 3.617 X 10-2 1.127 1.161 
1.25 2.045 X 10-1 2.199 X 10-1 4.272 4.447 
2.5 4.343 X 10-1 4.719 X 10-1 7.501 7.840 
5.0 9.068 X 10-1 9.959 X 10-1 13.07 13.70 

12.5 2.362 2.632 26.57 27.93 
25.0 4.746 5.339 44.90 47.11 
50.0 9.398 10.67 75.17 78.36 

100.0 17.97 20.52 124.7 128.3 
150.0 26.10 29.84 168.8 172.0 

of the Laws and Parsons distribution. The rain-induced attenuation 
and phase shift are obtained from the forward scattering functions as16 

A2 
Ar,II = 0.434 - L Re Sr,II(O)n(a) (dB/km) (1) 

7T' 

A2 
CPr,II = -36 47T'2 L ImSr,rr(O)n(a) (deg/km), (2) 

where A is the wavelength in centimeters and n(a) is the number of 
drops with equivolumic radius a per cubic meter. For a = 90°, the 
attenuation and phase shift for various rain rates at 4, 11, 18.1, and 30 
GHz have been listed in Tables I to IV. Here a is the angle between the 
direction of propagation and the axis of symmetry of the raindrop. The 

Table VII - Index of refraction of water at 20°C (computed 
from a recent empirical equation in Ref. 17) 

Frequency in GHz 

4 
5 
6 
8 

11 
14 
18.1 
20 
24 
30 
40 
60 

100 

Index of Refraction 

8.77 + 0.915i* 
8.685 + 1.195i 
8.574 + 1.399i 
8.319 + 1.761i 
7.884 + 2.184i 
7.437 + 2.477i 
6.859 + 2.716i 
6.614 + 2.780i 
6.151 + 2.849i 
5.581 + 2.848i 
4.886 + 2.725i 
4.052 + 2.393i 
3.282 + 1.864i 

* Since the calculations at 4 GHz were made at an earlier date, the 4-GHz refractive 
index was taken from the older literature (Ref. 18). 
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Fig. 2-Calculated attenuation coefficients of polarization I from perturbation 
about an equivolumic sphere. 

cases a = 50° and 70° at 30 GHz have been listed in Tables V and VI. 
The differential attenuation and the differential phase shift were pre­
sented graphically in Ref. 10, whereas the above tables are documented 
here for the reader interested in more details. Most results of this paper 
belong to the case a = 90°, which is pertinent to terrestrial microwave 
relay systems. However, we discuss later an approximation for other 
values of a that are of interest in satellite systems. 

Since the results of a modified perturbation scheme showed close 
agreement with those of the least-squares-fitting procedure, the rain­
induced differential attenuation and differential phase shift based 
upon that perturbation scheme have been graphically presentedll for 
various rain rates from 4 to 100 GHz. As a supplement to Ref. 11, the 
refractive indices used for the calculations are listed in Table VII, 
computed from an equation in Ref. 17. For a given rain rate, the differ­
ential attenuation increases with frequency until about 35 GHz, 
whereas the differential phase shift peaks around 20 GHz and then 
decreases sharply to negative values for millimeter wavelengths. The 
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cross-polarization is expected to increase with frequency until about 
35 GHz for a given amount of rain. 

As reference, Fig. 2 presents AI obtained from the modified pertur­
bation scheme. Combining Fig. 2 with the differential attenuation data 
of Ref. 11 results in Au. In comparison with Setzer's data,t8 we note 
that the attenuation by equivolumic spherical drops lies between AI 
and AIl, but closer to AIl. Since the average of the absolute value of 
the canting angle is about 25°, as demonstrated later, the attenuation 
of vertical polarization will be greater than AI, whereas the attenua­
tion of horizontal polarization will be less than AIl. 

A communication system is usually designed for a certain margin of 
fading. In propagation experiments, attenuation and cross-polarization 

0.5...-------------------------, 

o~ __ ~_~_~ ____ ~ ____ ~ __ ~_~_~ 
4 6 8 1 0 20 40 60 80 1 00 

FREQUENCY IN GHz 

Fig. 3-Normalized differential attenuation with respect to AI. 
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Fig. 4b-Normalized differential phase shift with respect to AI (30 to 100 GHz). 

are often simultaneously measured for correlation with each other. 
The above two considerations suggest the normalization of both differ­
ential attenuation and differential phase shift with respect to the 
attenuation of polarization I as shown in Figs. 3, 4a, and 4b. These 
presentations invite a number of observations, as described below. 

It is well known that the rain attenuation of longer microwaves such 
as 4 GHz is slight. Therefore, the relatively high ratio for the nor-
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malized differential attenuation in this frequency region will make 
little contribution to depolarization. However, the very high differ­
ential phase shift at 4 GHz in Fig. 4a indicates that significant de­
polarization is possible even for only a few decibels of attenuation that 
can occur on a long path, say 40 km between two repeaters. Barnett8 

has reported experimental observations of 4-GHz depolarization 
during heavy rain. Here, the differential phase shift is indeed the 
dominant cause of rain-induced depolarization. 

For a given fade, the differential phase shift declines sharply with 
the increase in frequency, whereas the normalized differential attenua­
tion is relatively insensitive to frequency. Therefore, the differential 
attenuation becomes increasingly important as the frequency increases. 
The differential attenuation in nepers and the differential phase shift 
in radians are about the same at about 20 GHz. The sharp descent of 
the differential phase shift also implies less depolarization at higher 
microwave frequencies for a given fade. 

We note that the decline of the differential phase shift continues into 
negative values at millimeter wavelengths as shown in Fig. 4b. Al­
though the absolute accuracy of the differential phase shift above 30 
GHz is somewhat doubtful in view of its dependence on the cancella­
tion between large numbers, we should expect small differential phase 
shift per decibel of fading at millimeter wavelengths. Furthermore, 
the normalized differential attenuation also becomes small because 
smaller rain drops of less ellipticity are contributing heavily to the 
attenuation at shorter wavelengths. Delange et aU9 observed only 
2-dB differential attenuation between vertical and horizontal polari­
zations with a rain fading of 40 dB at 60 GHz. 

As the rain rate decreases, the normalized differential attenuation 
of each frequency decreases. On the other hand, the differential phase 
shift per decibel of fading generally increases with the decrease of the 
rain rate. These two opposite trends tend to keep the depolarization 
relatively insensitive to the rain rate, as is shown in Section 4.2. 

III. CALCULATION OF DEPOLARIZATION 

Let the axis of symmetry of the oblate raindrop be oriented with 
respect to the vertical direction at an angle (J, called the canting angle, 
which is discussed later. We now calculate the depolarization resulting 
from the anisotropy described in the preceding section. In practice, 
dual-polarization radio communication systems employ either two 
orthogonal linear or circular polarizations. The orthogonal linear 
polarizations are usually aligned in the vertical and horizontal direc-
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tions. The polarization transformation of an anisotropic medium can 
be conveniently obtained by listing the following matrix operations: 

-sin (J)(T2 
cos (J 0 

0)( cos (J sin (J)(Hi) 
T 1 - sin (J cos (J Vi' (3) 

where T2 and T1 are the transmission coefficients over a path of length 
L for polarizations II and I, 

T2 = exp [- (a2 - j,62)L], 

T1 = exp [- (a1 - j,61)L]. 

(4) 

(5) 

Carrying out the multiplication of the matrices yields the relationship 
between input (transmitted) and output (received) polarizations: 

(Ho) = (ahh Vo avh 
ahv )(H~), 
avv Vt 

(6) 

where 
ahh = T2 cos2 (J + T1 sin2 (J, (7) 

avv = T1 cos2 (J + T2 sin2 (J, (8) 

(T2 - T1) . aht, = avh = 2 SIn 2(J. (9) 

The following expressions are given for the convenience of com-
putation: 

lahhl 2 = exp [- (a1 + (2)L](D + C cos2 2(J - E cos 2(J), (10) 

lavv l2 = exp [- (a1 + (2)L](D + C cos2 2fJ + E cos 2(J), (11) 

1 ahv 12 = exp [- (a1 + (2)L] C sin2 2(J, (12) 
where 

C = cos2 ,6L sinh2 aL + sin2 ,6L cosh2 aL, (13) 

D = cosh2 aL cos2 ,6L + sinh2 aL sin2 ,6L, (14) 

E = 2 cosh aL sinh aL. (15) 

The differential attenuation coefficient and the differential phase shift 
coefficient are 2a = a2 - a1 and 2,6 = ,62 - ,61, respectively. When aL 
(in nepers) and ,6L (in radians) are small, eq. (13) may be approxi­
mated by C = (aL)2 + (,6L)2. 

Since both ahh and avv are independent of the sign of fJ, an average 
of the absolute value of the canting angle can be obtained by compar­
ing the calculated 1 ahh/ avv 1 for various (J with the measured differential 
attenuation between vertical and horizontal polarizations. The ex-
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pressions for ahv = avh indicate that the cross-polarized components 
resulting from positive and negative canting angles tend to cancel each 
other. Furthermore, Saunders9 found from photographs of falling rain­
drops that the canting angle is not far from an even distribution be­
tween the positive and the negative senses. Then the cross-polarization 
coefficient I ahv I or I avh I should be reduced by a factor e which is a 
measure of the imbalance between positive and negative canting angles. 
Having first obtained the average of the absolute value of the canting 
angle, e can be determined by comparison between the calculated and 
measured cross-polarization data. 

Then, when transmitting horizontal and vertical polarizations the 
crosstalk discriminations are 

XTDH = e2 ahv = e sIn 
1 1

2 2C . 22(} 

ahh D + C cos2 2(} - E cos 2(} 
(16a) 

for receiving horizontal polarization, and 

XTDV = e2 avh = e SIn () 
1 1

2 2C . 22 

avv D + C cos2 2(} + E cos 2(} 
(16b) 

for receiving vertical polarization. The crosstalk discriminations are 
important information for communication systems. In propagation 
experiments, we often receive both horizontal and vertical polariza­
tions with one transmitted polarization. The cross-polarization dis­
crimina tions are 

XPDH = (17a) 

for transmitting horizontal polarization and 

XPDV = e2 ahv = e sIn 
1 1

2 2C . 22(} 

avv D + C cos2 2(} + E cos 2(} 
(17b) 

for transmitting vertical polarization. The crosstalk discriminations in 
(16) are numerically the same as the cross-polarization discriminations 
in (17). Experimental confirmation of this theoretical equivalence 
based on the simple model has been reported by Watson and Arbabi.20 

The attenuation is greater in horizontal than in vertical polarization 
because the effective average of the absolute value of raindrop canting 
angle is estimated to be about 25°, as shown in the next section. Then 
XPDH will be poorer than XPDV. Since ahv = avh, the difference 
between XPDH and XPDV for the same rain is expected to be the 
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at 18 GHz. 

same as the differential attenuation between horizontal and vertical 
polarizations. 

N ow let us examine the case of circular polarization. The polariza­
tion ratio V /H is first obtained from the following transformation: 

(18) 

The ratio of the desired circular polarization to the undesired rain­
induced circular polarization is21 

1 - jV /H = T2 + Tl e- i2e 
1 + jV /H T2 - Tl . 

(19) 

The cross-polarization discrimination of circular polarization becomes 

(20) 

where the mean value of ei2e is taken over the canting angle distribu-
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tion. If all the oblate raindrops are oriented at a single canting angle, 
XPDC is equal to 1 avh/ahh 12 with (j = 45°. In view of the uncertainty of 
the canting angle distribution, comparison between the measured and 
calculated cross-polarizations will be used to estimate this reduction 
factor 1 ei20 12. We also note that the cross-polarization discriminations 
of two circular polarizations should be equal to each other. 

IV. NUMERICAL RESULTS AND DISCUSSIONS 

4.1 XPD of vertical and horizontal polarizations 

We first estimate an effective average of the absolute value of the 
canting angle by comparing the calculated differential attenuation 
with the measured data. Such comparisons are shown in Figs. 5 and 6 
for 18 and 30 GHz. The calculated curves assume that the canting 
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Fig. 6-Comparison between calculated and measured differential attenuation 
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angles of all raindrops are oriented at 20°,25°, and 30° from the verti­
cal direction. A uniform rain rate has been also imposed over each 
measured path in the calculations. 

The 18-GHz data in Fig. 5 are obtained by W. T. Barnett7 and S. H. 
Lin22 in Georgia. R. A. Semplak's 30-GHz measurement5 in New Jersey 
is shown in Fig. 6, where the dots indicate the scatter of the original 
data and the crosses are median values at 5-dB intervals. The abscissa 
in Fig. 5 is simply the attenuation of vertically polarized waves, 
whereas the one in Fig. 6 is the sum attenuation, ! ( I ahh 12 + I a vv 12), 

which represents the received power sum of the horizontal and vertical 
components of a transmitted wave linearly polarized at 45° from the 
vertical direction. It is evident from the comparisons in Figs. 5 and 6 
that 25° is a good estimate for an effective average of the absolute 
value of the canting angle. Substituting 101 = 25° in (10) and (11) 
yields the calculated attenuation of vertically and horizontally polar­
ized waves as shown in Fig. 7. We note that an effective average of the 
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Fig. 7-Attenuation coefficients of vertically and horizontally polarized waves. 
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absolute value of the canting angle should not be mistaken for the 
mean canting angle,23 which is much smaller .... 

N ext, an estimate is made of the imbalance between positive and 
negative canting angles by comparing the calculated cross-polarization 
discrimination with the measured data. The calculated curves in Figs. 
8 and 9 are computed from (17) with /0/ = 25° and e assumed as 0.1, 
0.2, and 0.3. Uniform rain rates have been assumed over the propaga­
tion path in the calculations. The crosses in Fig. 8 are Barnett's mea­
sured 17.71-GHz median XPDH of 16 rain storms in Georgia. 7 •21 The 
dots from Semplak's 18.35-GHz measurements24 over a 2.6-km path 
are given in Fig. 8 to provide a check. The measured XPDV points in 
Fig. 9 are deduced from polarization rotation measurements25 at 30.9 
GHz, where the effect of the differential phase shift has been assumed 
to be negligible. The assumption is approximately valid at this fre­
quency for heavy rain. Figures 8 and 9 show that the measured data 
are largely confined within the curves with e = 0.1 and 0.2, and hence 
suggest the geometric mean 0.14 as a good estimate for the median 
value of E. 

Having determined the parameters /0/ = 25° and e = 0.14, we can 
use (16) to calculate crosstalk ratios vs attenuation of transmitted 

... If the canting angle distribution is simulated by a gaussian model, then the 
mean will be 2 to 3° and the standard deviation will be 30 to 40°. 
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signal for various frequencies at 100 mm/hr rain rate, as shown in 
Fig. 10. The solid and dashed curves are expected to be median values 
at 100 mm/hr rain rate for XPDH and XPDV, respectively. For a 
given rain fading, the cross-polarization increases with decreasing fre­
quency. However, 4- and 6-GHz communication systems seldom ex­
perience rain attenuation of more than a few decibels. Although it 
takes a slightly heavier rain for the vertically polarized signal to suffer 
the same fading as the horizontally polarized signal, XPDV is gen­
erally less than XPDH for the same fading, except at lower frequen­
cies such as 4 GHz, where the differential phase shift dominates the 
cross-polarization excitation. 

In addition to explaining the measured cross-polarization at 18 and 
30 GHz, the predicted cross-polarization discriminations in Fig. 10 
also agree fairly well with measured data at 4 GHz of Barnett,8 at 11 
GHz of Watson and Arbabi26 and Evans and Thompson,27 at 20 GHz 
of Yamamoto et al.,28 and at 60 GHz of Delange et al. 19 The lack of 
precise agreement stems not only from the imperfection of the theo­
retical model but also from the measuring error of the experiments. 
Ground reflection and antenna depolarization often limit the cross­
polarization discrimination of measuring systems to around - 35 
dB in clear weather. 
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Measurements show considerable variance of cross-polarization dis­
crimination at a given rain attenuation. This factor must be kept in 
mind when median values of cross-polarization discriminations at 
given rain fades are used for the design of a dual-polarization radio 
communication system. The worst cross-polarization discrimination 
can be 5 to 10 dB above the median values, whereas it is also possible 
to have very little cross-polarization when almost perfect cancellation 
occurs among the raindrop canting-angle distribution, i.e., E -1- O. For 
more precise predictions of radio channel reliability, the joint statistics 
of rain fading and cross-polarization discrimination should be 
considered. 

4.2 Effect 01 rain rate 

Measured statistics will always be needed for the design of com­
munication systems. In order to extrapolate statistical results from 
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one measured path to another path of different length, it is essential 
to know the effect of rain rate on depolarization for a given fading. 
Qualitative discussions in Section II already suggest that the depolar­
ization is relatively insensitive to rain rate. This observation is now 
confirmed in Fig. 11, where XPDH versus frequency are plotted for 
20-dB fading at three rain rates of 100, 25, and 5 mm/hr. 

4.3 XPD of circular polarization 

Equation (20) has been used to calculate the rain-induced cross­
polarization of circularly polarized waves as shown in Fig. 12. To 
obtain agreement between the calculated curves and the measured 
median values of Semplak6 at 18 GHz, the canting-angle reduction 
factor [~[2 has been empirically determined as 8 dB. On the other 
hand, Saunders' measured canting-angle distribution yields a reduc­
tion factor of 6 dB. In view of the variability of the rain storm, the 
above discrepancy does not seem unreasonable. Comparison of Figs. 
10 and 12 shows that the rain-induced depolarization of circularly 
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Fig. 12-Calculated rain-induced cross-polarization of circularly polarized waves. 

polarized waves is about 10 dB worse than that of a horizontally 
polarized wave. * 

4.4 Oblique propagation 

The above numerical results have been confined to the case of 
a = 7r /2, where a is the angle between the direction of propagation 
and the axis of symmetry of oblate raindrops. This case corresponds 
to terrestrial microwave relay systems, whereas other values of a are 
of interest in satellite systems. Limited data for the latter cases are 
also available from point-matching scattering solutions.lO,14 However, 
the following approximate relations exist: 

(Arr - Ar)a = (Arr - Ar)1!'/2 sin2 a, (21) 

(22) 

* The depolarization of a signal linearly polarized at 45° from vertical is expected 
to be about the same as that of a circularly polarized wave (Ref. 29). 
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Table VIII - 30-GHz differential attenuation in dB/km 

pin mm/hr a = 900 a = 700 a = 500 

0.25 0.00313 0.00276( 0.00276) * 0.00184(0.00184) 
1.25 0.0261 0.0231(0.0230) 0.0154( 0.0153) 
2.5 0.0637 0.0563( 0.0562) 0.0376( 0.0374) 
5.0 0.150 0.133( 0.133) 0.0890( 0.0886) 

12.5 0.455 0.403(0.402) 0.270( 0.267) 
25.0 1.00 0.886(0.883) 0.593( 0.587) 
50.0 2.14 1.89( 1.89) 1.27( 1.26) 

100.0 4.29 3.80(3.79) 2.54(2.52) 
150.0 6.32 5.60(5.58) 3.74(3.71) 

* Numbers in parentheses are ~A a_90 0 sin2 a. 

The above approximation was also suggested by Evans and Trough­
ton. 30 A simple derivation in the appendix illustrates the underlying 
assumption. This low-frequency approximation has been tested by 
comparison with 30-GHz point-matching results of a = 70° and 
a = 50°.10 Tables VIII and IX show excellent agreement except for the 
differential phase shift of heavy rain rates at a = 50°, where cancella­
tion between large numbers is involved. 

Making use of eqs. (21) and (22), we can predict the cross-polariza­
tion discriminations of satellite systems by-simply dividing the abscissa 
scale by sin2 a in Fig. 10. Here, the incident linear polarization from 
the satellite has been assumed to be parallel or orthogonal to the plane 
containing the direction of propagation and the local gravity direction 
of the ground station. When this assumption is violated in the fringe 
area of an area coverage satellite antenna, higher cross-polarization is 
expected. 

Table IX - 30-GHz differential phase shift in deg/km 

pin mm/hr a = 900 a = 700 a = 500 

0.25 0.0585 0.0521(0.0517) * 0.0346( 0.0343) 
1.25 0.294 0.263(0.260) 0.175(0.173) 
2.5 0.569 0.510(0.502) 0.339( 0.334) 
5.0 1.06 0.952(0.936) 0.632(0.622) 

12.5 2.30 2.06(2.03) 1.36( 1.35) 
25.0 3.77 3.36(3.33) 2.21(2.21) 
50.0 5.56 4.93(4.91) 3.20(3.26) 

100.0 6.59 5.77(5.82) 3.59(3.87) 
150.0 6.43 5.53(5.68) 3.23(3.77) 

* Numbers in parentheses are ~¢a=90o sin2 a. 
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APPENDIX 
Approximation for Oblique Propagation 

If the axis of symmetry of each oblate spheroidal raindrop is aligned 
in the same direction and the raindrop radius is small compared with 
wavelength, then a uniform rain can be approximately characterized 
as an anisotropic medium with the relative dielectric constant given 
in the Cartesian coordinates (XYZ) : 

(

EI 

~ = ~ E~ ~) = (~ n~ ~). 
o E2 0 0 n2 

The governing equation for a plane wave e:Y·; is simply 

1 X (1 X E) = k2~·E. 

(23) 

(24) 

In view of the symmetrical property of the medium, the arbitrary direc­
tion of propagation, 1, may be confined to the XZ-plane without loss 
of generality. Let the angle between the direction of propagation and 
the axis of symmetry (x-axis) be denoted by Q!. Now we consider two 
polarizations with subscripts I and II designating the electric fields 
parallel and perpendicular to the plane containing the axis of sym­
metry and the direction of propagation. Polarization II has only one 
electric field component, Ey. Substituting E = EyY into (24) immedi­
ately yields 

(25) 

Polarization I has two electric field components, Ex and E y. Substitut­
ing them into eq. (24) gives two equations: 

(k2ni + 'Yiz)Ex - 'YIz'YIxE z = 0 

-'Yrz'YI:r;Ez + (k2n~ + 'Yix)Ez = o. 
(26) 

(27) 

For the above two equations to be compatible, we need the following 
condition: 

k2ni + 'Yiz 
'Yrz'Yrx 

'Yrz'YI:r; 

k2n~ + 'Yix 
(28) 
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Substituting 'YIx = 1'1 cos a and 'YIz = 1'1 sin a into the above equation 
yields 

-k2nin~ 
'Yi = ni cos2 a + n~ sin2 a (29) 

We note that 

Subtracting (29) from (25), 
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Buried-Channel, Charge­

Coupled Device 
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The design of a two-phase, buried-channel (or bulk-channel) charge­
coupled device is presented. Directionality is obtained by using a stepped­
oxide structure. The basic operation of the device is explained, and the 
effect that changes in various design parameters have on its operation is 
examined in some detail. A set of roughly optimal parameters are found 
that yield an extremely fast and efficient device. We estimate a charge­
transfer time of 1.B ns and a charge capacity of 4.1 X 1011 (electrons/cm2

). 

Only existing technology is necessary for its fabrication. 

This paper presents some design considerations for a two-phase, 
buried-channel (or bulk-channel) charge-coupled device (BCCD). The 
concept of the BCCD has been presented previously,1,2 and operation 
of three-phase BCCD's has been demonstrated. 3- 6 Two-phase surface 
charge-coupled devices (CCD's) have advantages over three-phase 
surface CCD's in many applications, and several designs have been 
discussed. 7- 12 Therefore, it seems important and timely to consider the 
design of two-phase BCCD's. 

We present here a brief review of the basic n-channel BCCD struc­
ture. Figure 1 shows the CCD electrode configuration originally 
proposed for the buried-channel device.1 Beneath the charge-transfer 
electrodes are successively a layer of silicon dioxide about 1200 A thick, 
a layer of n-type single-crystal silicon, and finally the substrate of 
lightly doped p-type silicon. By depleting the entire n-region and 
part of the adjacent p-substrate of mobile carriers with the aid of a 
reverse-biased diode at the end of the channel, a potential configuration 
is obtained like the one shown schematically in Fig. 2.1 Here we plot 
the negative of the electrostatic potential, i.e., the potential energy of 

1581 



I 

_METAL 
GATES 

Y, n-DOPED LAYER 

~~~~~-----J----------­
I 

* 
p-SUBSTRATE 

I 
Fig. I-Schematic diagram of a three-phase buried-channel CCD. 

an electron. The distinguishing feature is that the potential energy 
minimum is located away from the semiconductor-insulator interface; 
this means that any mobile charge being transferred down the channel 
travels in bulk silicon, and the transfer should be free of losses as­
sociated with interface states. It also means that the free carrier 
mobility may have a value close to that for bulk. Both these factors 
were expected to increase transfer efficiency relative to surface CCD's, 
but at the expense of a reduced charge-carrying capability resulting 
from the reduced capacitance associated with the increased separation 
between the metal gates and the channel. 

However, there are necessarily gaps between adjacent electrodes in 
this three-phase device. Since the image charge in the metal plays an 
important role in controlling the channel potential, the finite gaps give 
rise to local potential wells, which store charge between the elec­
trodes. I •13 The amount of charge in each well is not constant; it depends 
on the values of the clock voltages on neighboring gate electrodes. Thus, 
charge can be exchanged between the signal and the well. This can 
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lead to extremely inefficient transfer. I It has been shown that this 
problem can be eliminated by ensuring that the potential between 
electrodes varies monotonically as a function of distance between 
plates.3.13.14 The gap problem can also be alleviated by using a fabrica­
tion procedure that reduces the interelectrode gap to zero. 15 If we 
have a zero-gap two-phase device, there will be operational and 
fabricational simplifications relative to three-phase devices. 

The stepped-oxide structure illustrated in Fig. 3 not only can be 
operated as a two-phase BCCD, but it also has essentially zero gaps 
between the electrodes. lo •11 This is the basic configuration studied in 
this paper. Other studies of this configuration have been made.16- IS 

Techniques now exist for fabricating the device. The n-type layer, 
which has a uniform surface concentration, can be obtained by doing 
an ion implant in the required channel region before the oxide steps 
are defined. The definition of metallization and oxide steps can be 
accomplished by using either the undercut isolation scheme lO or an 
overlapping-gate technology. 11 

Our purposes here are to investigate the principles of operation of 
the device, to study the effect of varying certain of its design param­
eters, and to attempt to make a reasonably optimal choice of these 
parameters. 

In Fig. 3, we see that the width of the electrode over the thick­
oxide step is WI and over the thin-oxide step is W2. The thickness of the 
thick step is dl and of the thin step d2 ; the permittivity of the oxide 
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Fig. 2-Schematic potential diagram of a buried-channel OOD. 
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is fox. The n-type layer has thickness Y l and permittivity fs, and the 
donor density N D is assumed to vary with position as19 

N D(Y) ~ c. exp { - (Y -;,
d

, )' In ;:) - NA, (1) 

where y is distance measured from the top of the thin-oxide step, C8 

is the number density of donor ions at the upper surface of the n-type 
layer, and N A is the acceptor number density of the p-type substrate. 
Finally, the uniformly doped p-type substrate has thickness Y 2 and 
permittivity f s • Of these, the design parameters are dl , Y 1, and the 
total implanted charge in the n-Iayer. 

The operation of the device can be qualitatively explained on the 
basis of a simplified one-dimensional model with constant n-Iayer 
doping N D, which is discussed in the appendix. As shown there, the 
depth of the potential energy well, shown schematically in Fig. 2, 
increases with increasing oxide thickness. This means that the region 
under the thin oxide in Fig. 3 will act as a barrier to charge flow while 
that under the thick oxide will store charge. Interestingly, this is just 
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the opposite of the case for a surface CCD, and consequently the 
direction of transfer in a two-phase BCCD is opposite to that of a 
surface device. The device acts as a BCCD provided the electrode 
voltage does not exceed a limiting value Vlirn, where 

Vlirn = ND (1 + ND) eNAYi. 
2NA NA €s 

(2) 

If the plate voltage exceeds Vlirn, then the potential mInImUm is 
located exactly at the insulator-semiconductor interface. Typically, 
Vlirn has a value of several hundred volts. 

We wish to choose the design parameter values so that the potential 
well under the thick oxide is deep enough to store as much signal charge 
as possible, and yet the potential barrier between two wells can be over­
come by applying reasonable potentials to the plates to obtain com­
plete transfer of this charge. 

To obtain more quantitative information about the device, we turn 
to a two-dimensional calculation. We use a model described in an 
earlier paper13 to calculate the electrostatic potential <p(x, y) in the 
absence of any mobile charge. For the purpose of the two-dimensional 
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Fig. 4-Single cell of the model used to calculate curves of Figs. 5 and 6 and 
numbers of Table 1. 
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15 volts. Parameters are d1 = 0.3 }.Lm, d2 = 0.12 }.Lm, Yl = 1.2 }.Lm, Qn = 1.5 X 1012 

em-2, N A = 5 X 1014 em-a. 

potential calculation, the plate widths WI and W2 are kept fixed at 
10 jLm throughout the discussion, as is the thin-oxide thickness at 
d2 = 0.12 jLm. The uniform doping of the n-type substrate is also held 
fixed at N A = 5 X 1014 cm-3, and it is assumed that Y 2 ~ 50 jLm, 
which is at least twice the maximum-depletion-region width at any 
voltage considered. These values are similar to those commonly used 
in most MOS technologies. We somewhat arbitrarily put an upper 
limit of 15 volts on the potential difference between electrodes, which 
we are willing to use to transfer charge from one potential well to a 
neighboring one. 

First, we consider the case in which the electrodes are all at the 
same potential, either 0 or 15 volts, and we approximately model the 
device by the configuration in Fig. 4. The potentials and fields were 
calculated for combinations of the following parameter values: thick­
oxide thicknesses (d l ) of 0.3 and 0.6 JLm; n-Iayer thicknesses (Y I ) of 
0.4 and 1.2 jLm, and total n-Iayer doping charges (Qn) of 0.5 X 1012 

cm-2, 1.5 X 1012 cm-2, and 4.5 X 1012 cm-2• The spatial distribution of 
doping in the n-Iayer is assumed to be given by (1). It can be shown20 
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that Ca, Y 1, and Qn are related by 

Q. = Y 1 !~ ! .,jln (::1 N A) } erf [.,jln (c,1 N A) ] - N A I ' (3) 

where erf (z) is the error function. 21 Equation (3) was used to calculate 
Ca, given the other parameter values. 

Figures 5 and 6 give plots of the channel potential rpc(x) as a function 
of distance parallel to the oxide semiconductor interface for two sets of 
parameter values shown in the figure captions. If rp(x, y) is the elec­
trostatic potential in the device, then 

rpc(x) = - max rp(x, y). (4) 
d2~y~d2+Yl 

We summarize our calculations in Table 1. Of particular interest is 
the variation of the channel potential with the thick-oxide thickness. 
The variation is defined as the voltage difference between the minimum 
and the maximum, as shown in Figs. 5 and 6. For Y 1 = 1.2 ,urn, 
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Fig. 6-Channel potential in a two-phase BCCD with all plates either at 0 or 15 
volts. The parameters are d1 = 0.6 }.Lm, d2 = 0.12 }.Lm, Y1 = 1.2 }.Lm, Qn = 1.5 X 1012 

em-2, N A = 5 X 1014 em-3• 
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Table I 

dl Y1 Plate Minimum Maximum Minimum Plate 

in in 1O-12Qn Voltage Channel Channel Channel Voltage 

J.Lm J.Lm 
in cm-2 

in V Potential Potential pepth Limit 
in V in V lllJ.Lm Vlim 

--
0.6* 0.4 1.5 0 -25.28 -7.56 0.106 343 
0.6* 0.4 1.5 15 -38.23 -22.02 0.099 343 
0.3 0.4 1.5 0 -15.62 -7.93 0.140 343 
0.3 0.4 1.5 15 -28.90 -21.87 0.124 343 
0.6* 1.2 1.5 0 -27.27 -10.78 0.381 352 
0.6* 1.2 1.5 15 -39.83 -24.51 0.340 352 
0.3 1.2 1.5 0 -17.89 -10.61 0.398 352 
0.3 1.2 1.5 15 -30.88 -24.23 0.398 352 
--

0.6* 0.4 0.5 0 -6.78 -2.35 0.096 39 
0.6* 0.4 0.5 15 -18.58 -16.01 0.050 39 
0.3 0.4 0.5 0 -4.42 -2.34 0.125 39 
0.3 0.4 0.5 15 -17.12 -15.99 0.058 39 
--

0.6* 1.2 4.5* 0 -91.3 -35.63 0.398 3088 
0.6* 1.2 4.5* 15 -104.74 -49.90 0.390 3088 
0.3 1.2 4.5* 0 -58.57 -34.45 0.398 3088 
0.3 1.2 4.5* 15 -72.25 -48.58 0.398 3088 

* Unacceptable values. 

Qn = 1.5 X 1012 cm-2, and a plate voltage of 15 volts, the values of 
the variation are 6.65, 11.75, and 15.32 volts, corresponding respec­
tively to d1 values of 0.3, 0.45, and 0.6 /Lm. 

Note that the physical depth of the channel (the distance of the 
potential minimum below the oxide interface) is less by as much as a 
factor of 2 when the doping profile is given by (1) than when it is 
constant, equal to the average doping, which has been pointed out 
elsewhere. 22 

Although actual operation of the device involves having different 
voltages on successive electrodes, a first screening of the possible 
parameter values can be made on the basis of the calculations de­
scribed in the preceding paragraphs. A criterion for total charge 
transfer from under the plate at 0 volt to the plate at 15 volts is that 
the minimum channel potential under the O-volt plate be greater than 
the maximum channel potential under the plate at 15 volts, i.e., the 
barrier potential in the receiving region should be less than that of the 
potential well in the sending region. Table I shows that all cases of 
d1 = 0.6 /Lm or Qn = 4.5 X 1012 cm-2 violate this condition. The cases 
of Qn = 4.5 X 1012 cm-2 and Y 1 = 0.4 /Lm are not shown because they 
would also violate this condition. These parameter choices were re-
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jected. The parameter value Qn = 0.5 X 1012 cm-2 was also rejected 
because the minimum channel depth is small. 

There remain the parameter values d1 = 0.3,um and Qn = 1.5 X 1012 

cm-2, and either Y 1 = 0.4 ,urn or Y = 1.2 ,urn. Since there seems to be 
little difference between these two cases on the basis of the calculations 
so far, we also consider the case in which d1 and Qn are as stated above 
and Y 1 = 0.8 ,urn. We now examine the device in which one plate is 
at 0 volt and the adjacent one at 15 volts. The device was modeled 
by the configuration of Fig. 7, and the calculations are again based on 
the model of Ref. 13, in which there is no mobile charge. In all the 
calculations to be discussed now, we took d1 = 0.3 ,urn, d2 = 0.12 ,urn, 
Y 1 = 0.4, 0.8, or 1.2 ,urn, Qn = 1.5 X 1012 cm-2, N A = 5 X 1014 cm-3, 

and N D(Y) given by (1). Figure 8 plots some results for one cell of 
such a BCCD for the case Y 1 = 0.8 ,urn; 'Pc is the channel potential, 
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Fig. 7-Two cells of the model used to calculate the curve of Fig. 8. Assumed 

potential variation along the second level of metallization is shown below. 
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Fig. 8-Channel potential 'Pc and potential at the semiconductor oxide interface 
'Ps in two cells of a two-phase BCCD. There is no inserted charge, plate potentials 
are as shown, and parameters are d1 = 0.3 Mm, d2 = 0.12 Mill, Y1 = 0.8 Mm, 
Qn = 1.5 X 1012 cm-2, N A = 5 X 1014 cm-3• The dashed curve shows the position 
of the channel below the oxide-semiconductor interface. 'Pc and CPs at the potential 
minimum under the receiving pJate are also indicated when the device is full of charge. 

CPs is the potential at the oxide-semiconductor interface, and the 
dotted curve is the position of the potential minimum below the 
oxide-semiconductor interface. 

The amount of charge that can be carried in this BCCD was esti­
mated using a one-dimensional analysis in the well. Charge was 
added to the one-dimensional well until the minimum potential in the 
well just equalled the barrier potential; that is, the potential under the 
thin-oxide step part of the 15-volt plate of Fig. 8. The values obtained 
(3-5 X 1011 cm-2) indicate that practical quantities of charge can 
be handled by the BCCD. The method of this calculation23 is similar 
to one carried out by Kent. 24 

It is of interest to consider the relative values of surface potential 
and channel potential for empty and full wells. Figure 8 shows the 
results of the two-dimensional calculation for both potentials with no 
free charge; a potential difference of approximately 1.75 volts is 
maintained along the channel in the receiving well. As the well is 
filled with charge, this difference is reduced to 0.825 volt, as is indi­
cated in the diagram. These last data were obtained with the aid of 
the one-dimensional calculation described above.23 The 0.825-volt 
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differential ensures that the carrier concentration at the silicon­
silicon-dioxide interface will be a negligible fraction of that in the 
channel which, in turn, indicates that device performance will be 
essentially unhindered by surface effects. 

Table II contains a list of charge-carrying capacities and fringing 
field values as a function of Y 1. Notice that the capacity falls off 
relatively slowly with increasing Y 1, while the fringing fields increase 
at a somewhat more rapid rate. Two columns give field strengths; the 
left-hand column refers to the minimum horizontal field in the channel 
under the "sending" well, and the right-hand column refers to that 
under the "receiving" barrier. Notice that charge transport will be 
mainly limited by the fields under the latter. The situation would 
reverse if the maximum clock voltage were increased somewhat 
beyond the 1.'5 volts used here. It is shown below, however, that a field 
strength of 710 V j cm is sufficient to ensure extremely rapid charge 
transfer. The data in Table II show that the ultimate choice of Y 1 

is one involving a tradeoff between capacity and fringing field and 
would depend on the particular device requirements. 

Both from the simple model in the appendix and from our two­
dimensional calculations, we estimate that, for our choice of parameter 
values, the electric field at the semiconductor surface never exceeds 
1.8 X 105 V jcm and at the p-n junction never exceeds 105 V jcm. 
These fields are below the avalanche breakdown fields for these 
conditions (3-4 X 105 V jcm). It can be shown that the field at the 
semiconductor surface increases with increasing Qn, so if Qn is too 
large, this field will exceed the avalanche breakdown field. In fact, our 
calculations show that in the case Qn = 4.5 X 1012 cm-2, Yl = 1.2 ILm, 
which we rejected for other reasons, the surface field is about 
5.8 X 105 V jcm, which indeed exceeds the avalanche breakdown field 
for that case. 

Finally, we estimated the speed with which the device of Fig. 8 can 
transfer charge from one well to the neighboring well. A technique of 

Table II 

Charge Capacity Fringe Field Fringe Field 
Y1 in ,urn Under Well Under Barrier in crn-2 

in V fcrn in V fcrn 

0.4 4.8 X 1011 1395. 482. 
0.8 4.1 X 1011 1755. 710. 
1.2 3.4 X 1011 1955. 845. 
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Fig. 9-Plot of loglo T(t) as a function of t for the BOOD of Fig. 8. 

Strain and Schryer25 has been adapted to cases such as the present 
one. Initially, we assumed the plate voltages were the opposite of 
those shown in Fig. 7, and the charge was all stored in the left-hand 
well (5 p. ~ x ~ 15 p.). Then at t = 0, the voltages were instantaneously 
reversed to the configuration shown in Fig. 7, and the charge flowed 
from the left-hand well to the right:-hand well (25 p. ~ x ~ 35 p.). The 
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calculation26 based on a one-dimensional analysis of the charge flow 
in the channel showed that if the well initially contained 106 electrons, 
then essentially all the charge transfers in 1.8 ns (see Fig. 9). Let Qo(t) 
denote the total charge in the left-hand well at time t, and define the 
transfer ratio r(t) by 

(5) 

Figure 9 plots loglo r(t) as a function of t. Figure 10 plots the charge 
density in the channel (in dimensionless units) as a function of position 
for t = 0, 0.18 ns, and 2.56 ns. By referring to Fig. 8, it is seen that the 
two deep depressions in the curve for t = 0.18 ns are due to the very 
strong field-aided transfer at those points. Note in Table II that the 
minimum field under the receiving barrier is 710 V / cm, while the 
minimum field under the sending well is 1755 V /cm. This accounts for 
the bunching effect at t = 0.18 ns shown in Fig. 10. This bunching 
effect can be reduced by increasing the most positive electrode 
potential. 

By taking advantage of the capabilities of either self-aligned gate 
technology or undercut isolation schemes and of ion implantation 
technologies, the preceding paragraphs have shown the design param-

5 
t = 0 t = 2.56 ns 

4 

3 

o 10 20 40 

x IN MICROMETERS 

Fig. lO-Charge distribution (in dimensionless units) along the channel for three 
different times. 
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eters required in the fabrication of an extremely fast and efficient 
two-phase, buried-channel, charge-coupled device. This device should 
have the advantages of convenient operation because of two-phase 
operation and high transfer efficiency because the buried channel 
eliminates surface trapping and surface scattering of the transferring 
carriers and introduces strong fringing fields. Further, by careful design, 
the charge capacity of this device, while lower, can be competitive 
with surface devices. 

APPENDIX 

This appendix briefly derives some results using a simplified, one­
dimensional model of a BCeD and the well-known depletion-layer 
approximation.20 The oxide layer has thickness d and permittivity Eo x • 

The n-type layer has a thickness Y 1, permittivity Es, and is uniformly 
doped with donor density N D. The p-type substrate is assumed to be 
infinitely thick, with permittivity Es and acceptor density N A. The 
electrostatic potential is denoted by cp(x). 

We introduce dimensionless quantities as follows. All distances are 
measured in terms of Debye lengths 'AD, 

(6) 

where k is Boltzmann's contant, T is the absolute temperature, and e 
is the magnitude of the electronic charge. Then we define 

(7) 

In addition, we define the dimensionless electrostatic and electrode 
potentials 

1/I(z) = ecp(y)/kT, Vo = eVG/kT, 

and the dimensionless ratios 

Then 1/I(Y) is the solution of the equations 

1/1" (z) = 0, o ~ z ~ h, 

1/I"(z) = -(1, 

1/1" (z) = 1, h + ZI ~ Z ~ h + Zl + R, 

1/I(Z) == 0, h + Zl + R < z, 
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which satisfies the electrostatic boundary conditions 

1/;(0) = V o, 

1/;(h-) = 1/;(h+), rJif;'(h-) = if;'(h+), 

(lla) 

(lIb) 

1/;(h + Zl-) = if;(h + Zl+), if;'(h + Zl-) = if;'(h + Zl+), (llc) 

if;(h + Zl + R) = if;'(h + Zl + r) = O. (lId) 

The thickness of the depletion layer, R, is an unknown to be deter­
mined from the boundary conditions. The solution can be determined 
easily. 

if;(z) 
Z 

= V 0 + (UZI - R) - , 0 ~ Z ~ h, 
rJ 

= -! (1 + u) (z - h - Zl) 2 + ! (z - h - Zl - R) 2, 
h ~ Z ~ h + Zl, 

= !(z - h - Zl - R)2, h + Zl ~ Z ~ h + Zl + R, (12) 

where 

R = - ( ~ + Zl) + ~ (1 + u) ( ~ + Zl)2 - U ( ~)2 + 2Vo. (13) 

The electrostatic field is obtained from (12) by differentiation. 
To determine the position, Ym, of the electrostatic potential maxi­

mum, we first set if;' (Zm) = 0 in h < Z < h + Zl and obtain 

1 R 
Zm = h + - (UZI - R) = h + Zl - _. 

U U 
(14) 

Thus the position of this maximum occurs in h < Z < h + Zl if and 
only if UZI - R > o. If UZI - R ~ 0, it is easy to show that 1/;(z) ~ V o, 
and the device would operate as a surface CCD, since the potential 
maximum in the semiconductor would be at the oxide-semiconductor 
interface. It is easy to show that UZI - R > 0 if and only if 

Vo < !u(l + u)zi. (15) 

When it is written in terms of dimensional quantities, we obtain 
inequality (2). 

Inequality (15) is a rough criterion that places an upper limit on 
the plate voltages that may be used in a BCCD. 

Assuming (15) is satisfied, the value of the electrostatic potential 
maxImum IS 
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It is straightforward to show that 

dR O"Zl - R 
dh = h + 7J(R + Zl) 

(17) 

Thus, as long as O"Zl - R > 0, dR/ dh > O. Consequently, from (16) 
d1f;(zm)/dh > 0 as long as (15) is satisfied. In other words, for electrode 
voltages within the operating range of a BCCD, the value of the 
electrostatic potential maximum is greater under the thick-oxide step 
than it is under the thin-oxide step. This is just the opposite of the 
case in a surface, stepped-oxide CCD. From (14) it follows that 

d 1 dR - (z - h) = - - _. 
dh m 0" dh (18) 

Thus, within the operating range, the position of the electrostatic 
maximum is closer to the oxide-semiconductor interface under the 
thick-oxide step than it is under the thin-oxide step. 
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A dielectric slab can keep optical beams confined transversely in its 
plane if it is tapered, with the slab thickness having a maximum along some 
straight line. When the square of the local wave number of the slab (k 2) is 
a quadratic function of the transverse coordinate (y), the rays in the plane 
of the slab are sinusoids whose optical length is almost independent of the 
amplitude. For thin slabs (2d« t-.) as well as for thick slabs (2d» t-.), 
pulse spreading is large because the ratio of the local phase to group velocity 
is strongly dependent on the distance (y) from axis. We show that pulse 
spreading is almost negligible, however, if the thickness of the slab is 
properly chosen. For example, if the slab thickness on axis is 2.5 microm­
eters and the refractive index of the slab is 1 percent higher than that of the 
surrounding medium, pulse spreading is only 0.05 nanosecond per kilome­
ter at a wavelength of 1 micrometer. Pulses in clad fibers having the same 
width (0.2 millimeter) and carrying the same number of modes (15) 
spread 50 times faster. Splicing and matching to injection lasers may be 
easier with planar fibers than with conventional fibers. Low-dispersion 
planar fibers are therefore attractive when used in conjunction with sources 
that are multimoded in one dimension. Closed-form expressions are given 
for square-law and linear-law profiles. 

I. INTRODUCTION 

This introduction gives first a brief review of the general concepts 
of pulse transmission in multimode waveguides,1,2 and subsequently 
considers the case of planar structures that ensure transverse confine­
ment of the optical beams. 

The most important parameters of optical fibers for communication 
are loss (perhaps a few decibels per kilometer) and pulse spreading 
(perhaps a few tens of nanoseconds per kilometer). Given these two 
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parameters, the maximum repeater spacing and the transmission 
capacity of the fiber are pretty much determined, considering the 
limitations that presently exist in source power (L.E.D. or injection 
lasers) and detector sensitivity (avalanche photodiodes). If the loss 
is the limiting factor, a reduction in bandwidth allows an increase in 
repeater spacing because of the increased receiver sensitivity, but only 
by a modest distance. Inversely, baseband equalization allows the 
transmission capacity to be increased at the expense of optical power, 
but not by a very large factor. In this paper, we consider only the 
problem of pulse spreading. 

Consider first a single-mode waveguide; for instance, a rectan­
gular waveguide whose width is less than a wavelength. The wave 
number {3 may be a rapidly varying function of w, particularly near 
cut-off. The transit time of a pulse of radiation is equal to the ratio 
Ld{3/dw of the path length L and the group velocity dw/d{3. Because a 
pulse of small duration has a broad frequency spectrum, some com­
ponents arrive ahead of the others if d{3/ dw varies with w; that is, if 
d2{3/dw2 ¢ O. The pulse duration, T, is of the order of (Ld2{3/dw2)!. If 
the waveguide is filled with a material having dispersion, the phe­
nomenon remains essentially the same. Single-mode pulse spreading 
is small at optical frequencies when the carrier is almost monochro­
matic (e.g., injection lasers) because, for a given kind of waveguide, 
single-mode pulse spreading is inversely proportional to the square 
root of the frequency; that is, it is 100 times smaller at optical fre­
quencies than at microwave frequencies. This effect can therefore be 
neglected. 

A quite different mechanism for pulse spreading is found in multi­
mode waveguides (with modes of the order m = 0, 1, 2, ... ) excited 
by multimode sources. In most waveguides, different modes have 
different group velocities. Thus, a pulse decomposes into a train of 
pulses, one for each mode, having times of arrival Ld{3m/ dw, m = 0, 
1, 2, .. '. This effect has similarities with the multipath effects ob­
served in open space. Multimode pulse spreading is observed even 
when a single mode is excited because, soon after, the power is trans­
ferred to other modes and back to the first mode, as a result of the 
irregularities of the fiber or of the bends (see Ref. 2 and references 
therein). In this paper, we assume that the fiber is perfectly straight 
and uniform, and investigate ways of minimizing the dependence of 
d{3m/dw on m. 

To appreciate the magnitude of the problem, let us consider first a 
nondispersive homogeneous dielectric slab with refractive index n close 

1600 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1974 



to unity. By comparing the length of rays at the critical angle «(}o) 
to the length of axial rays, we find that the pulse spreading is AT 
= (L/c) [(cos (}o)-l - IJ ~ (L/c)(n - 1). This pulse spreading can be 
written as a function of M, the number of modes that we want to trans­
mit (a characteristic of the source used) and of the slab width Y: AT 
= 400 M2(X/Y)2 ns/km. For example, if we want to transmit 20 modes 
and Y = 70 X, pulse spreading is 33 ns/km, a value that seriously limits 
the transmission capacity for long-distance applications. The guide 
width Y cannot be increased very much because the bending losses 
would rapidly increase and because it is difficult to fabricate clad fibers 
with very small differences in refractive index. 

The difficulty is solved in principle if the permittivity e of the 
medium varies as the square of the transverse coordinate y: e(y) 
= 1 - y2. In a square-law medium, the optical length of the rays is 
almost independent of their amplitude. If the permittivity has the 
form e(y) = (cosh y)-2 ~ 1 - y2 + i y4 + "', rays have in fact all 
exactly the same optical length. 1 ,3-7 Because most glasses have negligible 
dispersion, such media exhibit very small pulse spreading. * Multimode 
square-law fibers are certainly attractive. However, it may prove 
difficult to obtain with sufficient accuracy the desired variation of 
permittivity. Furthermore, the losses (impurities and scattering) are 
usually higher for heterogeneous material than for homogeneous mate­
rial such as fused quartz. It is therefore interesting to investigate 
whether a dimensional change can replace the continuous change in 
the refractive index considered above. 

A proposal to that effect was first made by Kawakami and Nishi­
zawa. 1 They have shown that optical beams can be confined trans­
versely in the plane of a slab if the slab thickness has a maximum along 
some straight line (z-axis). This can be understood from a geometrical 
optics point of view. The slab thickness can be considered a constant 
over a small interval of the transverse coordinate y. Various modes can 
propagate in this uniform slab. Let k denote the wave vector of one of 
them, e.g., the HI mode. Because of isotropy, the magnitude k of k is 
the same in all directions. Once the local properties of the waveguide 
characterized by the wave number k(y) have been obtained, the prop­
agation of optical beams can be found, in the semiclassical approxima­
tion. We need deal only with k(y). For instance, if k2(y) is a quadratic 
function of y, e.g., k2(y) = ko

2 - f},2y2, the rays are sinusoids and they 
have almost all the same optical length. Diffraction effects in the 

* The properties of graded-index fibers that depart somewhat from a quadratic 
law have also been investigated (Refs. 8 to 10). 
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yz plane can be taken into account, to some extent, as the Hamil­
tonian theory of beam modes shows. ll For the quadratic variation 
considered above, for example, the modes of propagation are Hermite­
gauss/,ll regardless of the physical origin of the variation of k with 
y (that is, whether the variation of k with y results from a genuine 
variation in refractive index or from a change in slab thickness). Be­
cause we are interested in highly multimoded fibers, we consider only 
the geometrical optics field. In that approximation, a mode is repre­
sented by a manifold of rays y(z + r), 0 < r < Z, where Z denotes the 
ray period. The main result of this representation is that the axial 
propagation constant (kz) of the guide is the value assumed by k at 
the turning point y = ~ of the trajectory. Therefore, we need only 
solve a ray equation. 

The preceding discussion is applicable to the propagation of waves 
at one angular frequency, woo To obtain information concerning the 
propagation of optical pulses, we need to know, not only k(y), but also 
the variation of the local group velocity u with y. If the ratio (walk) 
. (akl aw) of the local phase velocity (v = walk) and group velocity 
(u = awl ak) happens to be independent of the y coordinate, the time 
of flight of a pulse along a ray trajectory is proportional to the optical 
length of that ray. In that case (but only in that case), equal optical 
lengths imply equal times of flight. The above condition (vlu inde­
pendent of y) is rather well satisfied for most materials with low dis­
persion, such as fused quartz, whose refractive index is changed slightly 
by such processes as ion implantation. (For normal quartz n = 1.4564, 
dnl d'A = -0.27 X 10-5 at 'A = 0.6563 JLm.) In cases where there is a 
physical change in the refractive index, it is sufficient to consider the 
optical lengths of rays with different amplitudes to obtain with good 
approximation the value of the pulse spreading. For a homogeneous 
dielectric slab, however, the ratio of the local phase to group velocities 
is strongly dependent on the slab thickness (2d), and therefore on y, 
when either 2d» 'A * or when 2d« 'A. (The latter approximation is 
made in Ref. 1; pulse spreading for tapered slabs is not discussed in 
Ref. 1). We will show that small pulse spreading is obtained only for a 
precise value of the slab thickness on axis. For simplicity, we have con­
sidered only quadratic and linear dependences of k 2 on y. The optimum 
profile may be different, however. In Section II we give the essential 
formulas for the ray trajectories and times of flight in structures with 

* We are indebted to E. A. J. Marcatili for pointing out that pulse spreading in 
thick, quadratically tapered slabs is almost as large as in clad slabs. This observation, 
at first surprising, stimulated our interest in the problem. 
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known local phase and group velocities. In Section III we consider in 
detail the case of tapered slabs and given design values for low pulse 
spreading. General results are given in Appendix A, and analytic 
solutions for square-law and linear-law tapers are given in Appendix B. 

II. GENERAL RESULTS 

The local value k of the wave number of a slab mode is given in 
Section III. In the present section we assume that the local wave num­
ber k == WoV and the inverse 8k/8w of the local group velocity u are 
known functions of y at the operating angular frequency (wo). We give 
the general form of the ray equations and the time of flight of a pulse 
in a mode m, in the geometrical optics (J.W.K.B.) approximation. 
The derivations are given in Appendix A. 

In a medium that is isotropic, time-invariant, and independent of 
the axial coordinate (z), that is, in a uniform fiber, the ray equations 
y(z) are most convenient in the form 

dy/dz = -8kz/8ky = ky/kz, 

dky/dz = 8kz/8y = t(8k2/8y)/k z, 

dt/dz = 8kz/8w = t(8k2/8w)/k z. 

(Ia) 

(Ib) 

(Ic) 

(Id) 

Because of the t and z invariance of the medium, wand kz are constant 
along any given ray (constants of motion). The x coordinate is ignored. 
The first equation, (Ia), says that, because of local isotropy, k; + k;; 
is equal to k2• In (Ib) to (Id), kz is considered a function of k y, w, and 
y. Equations 1 (b) and (Ic) are the ray equations. They give the in­
crements in ray position (dy) and momentum* (dk y) for an increment 
dz of z. As indicated before, kz characterizes a ray trajectory, that is, 
it is different from one ray to another, but it remains the same along 
any given ray. We can eliminate k y from (Ib) and (Ic) by differentia­
tion. We obtain 

(2) 

We first select, as an initial condition, the angle 00 that the ray makes 
with the z axis at the origin of the coordinate system (y = z = 0). We 
then evaluate the constant of motion kz from 

kz = k(O) cos 00 • (3) 

* The ray momentum is the transverse component of the wave vector. Ray 
momenta and photon momenta (hk) are essentially equivalent concepts. 
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The ray trajectory y(z) is obtained step by step from (Ia) and (lb), 

Yi+l = Yi + [k2(Yi)/k~ - IJ!~z, (4) 

~z being the increment in z, and Yo = O. Note that, because of sym­
metry, it is sufficient to evaluate y(z) from y = 0 to the turning point 
y = ~, with ~ given by k(~) = kz• 

To any given value of 00 (or kz) we can associate a mode number m. 
The mode number is the area enclosed in phase space (k y , y) by a ray 
trajectory, divided by 271" minus! (see Appendix A). Thus, if the 
integration is stopped at the turning point y = ~ (one-fourth of the 
ray trajectory), we have 

m = (2/71") Ioe 
kydy - !. (5) 

Strictly speaking, only those values Oom of 00 should be considered that 
make m an integer in (5). However, because we are interested in modes 
of high order, m can be considered a continuous parameter. An approxi­
mate value for m is 7I"OoU'A, where 'A denotes the wavelength on axis 
[k(O) == 271"/'A]. 

The time of flight T of a pulse is, for a unit length, the inverse I/vg 

of the axial group velocity. We show in Appendix A that T is obtained 
most easily by integrating along a ray ds/u, where ds = (k/ky)dy 
= (k/kz)dz denotes the elementary ray arc length, and I/u = ak/ aw 
the inverse of the local group velocity. Thus, 

Near the turning point (k = k z), the integrand in (6) is singular. It is 
therefore preferable from a computational point of view to set ds 
= (k/kz)dz and integrate over z rather than over y. We have [also 
directly from (Id) ] 

rZ
/
4 

T= (2/Zk z)}o (ak2/aw)dz. (7) 

The purpose of this paper is to find ways to minimize the variation 
~T of T for 0 < m < M, where m is given in (5) and M is the number 
of modes that we want to transmit. It is interesting to compare this 
variation to the variation ~Tc for a clad fiber having the same width 
y == 2~ and the same number of modes M. The latter is, as we have 
seen in the introduction, 

(8) 
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Thus, we want to maximize a quality factor Q defined as 

(9) 

Note that, since AT and ATe are times of flight for unit lengths, they 
have the dimensions of inverses of velocities. For given key) and 
(8k/8w) (y), integration of (4), (5), and (7) gives Q({)o) in (9). As 80 is 
increased, Q increases and reaches a maximum Qrnax, which charac­
terizes the pulse spreading properties of an optical waveguide for a 
given profile. The best profile is the one that maximizes Qrnax, provided 
other specifications (number of modes, channel width, ... ) are met. 

III. TAPERED DIELECTRIC SLABS 

Let us now consider the tapered dielectric slab shown in Fig. lb. We 
consider only the HI mode of the slab. A similar discussion would be 
applicable to the EI mode (and to higher-order modes if the slab is 
thick enough to support them). Of course, a profile that is optimum for 
the HI mode need not be optimum for the EI mode, for example, unless 
e = n2 is very close to unity. Let us first give expressions applicable to 
slabs with constant thicknesses. We assume that the medium is the 
same on both sides of the slab. (For dissymmetrical media, the formu­
las in Ref. 13 would be helpful.) 

The dispersion equation k(w) for HI modes in a slab with relative 
permittivity e and thickness 2d is, as is well known, 

(lOa) 

(lOb) 

From (10) we obtain at w/ c = 271" (that is, A = 1 J,tm, using the J,tm 
as the unit of length), by straightforward substitutions and differ­
entiations, 

d = (1/271")( e - l)-!¢/ cos ¢, (lla) 

k2 = (271")2[1 + (e - 1) sin2 ¢], (lIb) 

D == !l. 8k2 = 271"(e¢ tan ¢ + e sin2 ¢ + cos2 ¢) . (llc) 
2 8w (¢ tan ¢ + 1) 

Thus, the quantities k2 and !8k2/8w that enter in our previous expres­
sions are explicit functions of the parameter ¢, related to d by (lla). 
The parameter ¢ varies from 71"/2 for d = 00 to 0 for d = O. The varia-
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(a) 

x 

€ = €O/cosh2 (YIVo) 

~~~------------------------------------z 

Y 

x 

RAY 

Y 

~~M\~~,~-----------------------------------O'----

Fig. 1-Planar fibers. (a) Fiber with constant thickness and variation of the 
permittivity of the form 1/cosh2 (y). (b) Tapered dielectric slab. The field is shown 
for the HI slab mode. (c) Coupling between the various slab modes (HI, H 2, ••• , 

E 1, E 2, ••• ) cannot be neglected when the thickness 2d(y) varies abruptly. This 
coupling can eliminate the higher-order modes (H 2, E 2, ••• ) for suitable dimensions 
(see Ref. 12). 

tion of 
v 

( 
27f" ) c ak2 E€/> tan €/> + E sin2 €/> + cos2 €/> 
F "2 aw = [1 + (E - 1) sin2 €/>](€/> tan €/> + 1) 

(12) u 

is plotted in Fig. 2 as a function of €/> for various values of E. For quad-
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ratic k2 (y), the optimum value ¢ on axis if close to the maximum of 
the curves, shown by a dotted line, because, near this maximum, times 
of flight are proportional to optical lengths (see Section II). Thus, we 
have for that case a rule for the selection of the slab thickness on axis, 
2do == 2d(0). The optimum value of do may be slightly different, how­
ever, than the one given by the maximum of the curves in Fig. 2, be­
cause we want to minimize the variations of T over a finite range of m. 

Instead of specifying the slab profile dey) or the square of the wave 
number law k2(y), we find it convenient, for the ease of computa­
tions, to specify ¢(y). If ¢ is quadratic in y, both k2(y) and dey) are 
quadratic in y to first order. Thus, we set 

(13) 

where K denotes a constant, in (11), and substitute in the ray equa­
tions, (Ib) and (Ic), eq. (5) for m and eq. (7) for T. 

The variation of the time of flight as a function of the angle eo that 
the ray makes with the z axis at the origin is shown in Fig. 3 for ¢o = 1.5 
to 0.2 and n = 1.45, A = 1 J,Lm. Large pulse spreading is observed 

10 

€=100--

0.1 

I 
::J 0.01 :> 

0.001 

0.0001 

0.00001 
0 0.2 0.4 0.6 0.8 1.0 1.2 1.6 

ct> 

Fig. 2-Variation of the ratio of phase to group velocity in a dielectric slab for 
different relative permittivities, as a function of the characteristic angle cp. The 
optimum points of operation for low pulse spreading in square-law tapered slabs are 
shown by a dashed line (A = 1 J.Lm). 
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Fig. 3-Ratio of vacuum to axial group velocities (c/v(J) as a function of the ray 
angle (00 ) at the origin, for a tapered dielectric slab with n = 1.45 and a quadratic 
variation of the characteristic angle cf>: cf> = cf>o - 4 X 1O-Sy2, for various values of cf>o. 
Group delay is related to c/v(J by T = (104/3)c/v(J ns/km. The characteristic angle 
on axis cf>o = 0.65 is seen to give a small variation of c/v(J over a large range of values 
of 00 (}. = 1 pm). 

when the slab is very thick on axis (¢o = 1.5) or very thin (¢o = 0.2). 
Optimum values are between 0.6 and 0.7. Detailed results will be given 
for the case n = 1.01 (refractive index of the slab is 1 percent higher 
than that of the surrounding medium), which seems of greater practical 
importance. 

For n = 1.01, A = 1 JLm, and ¢ = ¢o - 10-5y2, we see in Fig. 4 
that the tapered slab can be 50 times superior to the equivalent clad 
fiber (factor Q). The profile of this fiber is shown in Fig. 6 (curve a), 
the thickness on axis being equal to 2.5 JLm. The results for the case of 
a linear law ¢ = ¢o - 5 X 10-3

1 y 1 are shown in Fig. 5 and the cor­
responding profile in Fig. 6 (curve b). For both quadratic and linear 
laws, we note that a trade-off has to be made between the quality 
factor Q and the mode number M. (Note that the results are meaning­
ful only when M is large compared with unity.) 

In conclusion, tapered dielectric slabs can exhibit very low pulse 
spreading if properly dimensioned. If the slab material has a refractive 
index 1 percent higher than that of the surrounding medium, the thick­
ness should be of the order of 2.5 ± 0.2 JLm at a wavelength of 1 JLm. 
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The waveguide width would be in that case of the order of 0.2 mm. 
Pulse spreading does not exceed 0.05 ns/km for 15 modes. These opti­
cal waveguides are attractive because they can be stacked for multi­
channel operation (a possible arrangement is shown in Fig. 7) and 
splicing would perhaps be easier than with conventional fibers (a good 
angular alignment, however, is required for planar fibers). Further 
technological researches are needed to settle this point. 
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APPENDIX A 

Times of Flight in the J.W.K.B. Approximation 

The purpose of this appendix is to derive the ray equations and the 
time-of-flight equations from general principles. We start from the 
Hamilton equations in space-time both for conceptual clarity and to 

Q M ~T ~ 
(nsec/km) (/.1m) 

50 20 0.1 100 

25 10 50 

o~ __________ ~ ____________ ~ ____________ ~~ o 
0.775 0.780 0.785 0.790 

<Po IN RADIANS 

Fig. 4-Variation with the characteristic angle on axis cPo (or slab thickness on 
axis 2do) of the quality factor Q (defined as the ratio of pulse spreading for an equiva­
lent clad fiber !:lTc to the actual pulse spreading !:IT) for E = 1.02 (n = 1.01) and 
cP = 4>0 - 1O-Sy2. ~ denotes the maximum ray excursion, M the total number of 
modes, and !:IT the pulse spreading. The ray period is 14 mm and (Jo is equal to 2.60 

for cPo = 0.785 (X = 1 JLm). 
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Q M LlT 
(nsec/km) 11m 

20 20 100 

10 10 0.5 50 

o L--L ____ ~ ____ ~ ____ ~ ____ ~ ____ ~ ______ ~~ o 
0.97 0.98 0.99 1.00 1.01 1.02 1.03 

cPo IN RADIANS 

Fig. 5-Variation with the characteristic angle on axis cpo (or slab thickness on 
axis 2do) of the quality factor Q for € = 1.02 (n = 1.01) and cP = cpo - 5 X 10-3 \ y \. 
The variations of ~, M, and !::i.T are also given. The ray period is 5.6 mm and eo is 
equal to 40 for CPo = 1. 

facilitate generalizations to anisotropic or time varying media (which 
are not discussed in detail in the main text, but are of potential 
interest). 

A general medium is described by a function of w, k, t, x 

H(w,k,t,x) = O. (14a) 

The space-time trajectories (world lines) of particles or wave packets, 
[t(u), x(u)] or x(t), are obtained by integrating the Hamilton equations 

dt/du = - aH/ aw, 
dx/ du = aH / ak, 
dw/du = aH/ at, 
dk/du = - aH/ ax, 

(14b) 

where u denotes an arbitrary parameter. * These equations are in a suit-

* If we define X == {x, ict}, K == {k, iw/c}, the Hamilton equations (14b) are: 
dXjdu = aHjaK and dKjdu = -aHjaX. The latter follows from the first (see 
Ref. 11) because H = 0 and K = V S. The dynamical significance of the Hamilton 
equations follows from the expression of the canonical stress-energy tensor (Ref. 14) : 
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°O~------~------~~------~------~--------~------~150 

Fig. 6-Slab profiles for n = 1.01. (a) Quadratic case cf> = 0.785 - 1O-Sy2. (b) 
Linear case cf> = 1 - 5 X 10-3 \ y \. 

able form for numerical integration. The initial conditions must, of 
course, be consistent with (14a). Then (14a) remains satisfied at all 
0" because, from (14b), dHldO" = 0. 

For time-invariant media, the form 

w = w(k, x) (15) 

is more useful. The motion x(t) of a wave packet is a solution of the 
Hamilton equations 

dx/dt = awl ak, 
dkldt = - awl ax. 

(16) 

If we are interested only in ray trajectories at some fixed w, we can 
rewrite (15) 

h(k, x) = 0, (17a) 

T = Ka£/aK, where £ denotes the averaged Lagrangian density. a£/aK is the 
(conserved) wave action, and T is conserved in time-invariant homogeneous media. 
The equality of group and energy velocities readily follows from this expression for 
T. Note that these results are applicable to any linear wave (e.g., matter waves, 
acoustical waves, or optical waves). 
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----------------Q~m--------------

(10 CHANNELS) 

Fig. 7-Stacked tapered dielectric slabs. Adjacent slabs are separated by slabs 
with inverted slope and high index to minimize crosstalk caused by scattering. 

and obtain the rays from 

dx/ du = ah/ ak, 
dk/ du = - ah/ ax, 

(17b) 

where u is again an arbitrary parameter. Equation (17) is the reduction 
of (14) to three dimensions. Note that the Fermat principle (in three 
dimensions) is applicable to rays x(u) at a constant frequency w. It is 
unrelated to the time of flight of wave packets, except for nondispersive 
media. It is important for our study that the time of flight of a pulse 
be carefully distinguished from the transit time of the crest of a time­
harmonic wave (optical length). The latter is the integral of the ray 
index along the ray path, evaluated at a fixed frequency w. 
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We need the Hamilton equations in one more form, in which the z 
axis is singled out. For media that are invariant in the z direction, it is 
convenient to solve (14a) for k z• Ignoring the x coordinate, we have 

H ::::::; kz - kz(w, ky, y) = 0, 

and the ray equations are, from (14b), 

dy/dz = - akz/ aky, 

dt/ dz = akz/ aw, 

dky/dz = akz/ay, 

(18a) 

(18b) 

where w andkz are constants of motion. If the surface y, z is isotropic, 
k enters only through its magnitude k. Thus, 

and (18) becomes 
dy/dz = ky/kz, 

dky/dz = !(ak2
/ ay)/kz, 

dt/dz = !(ak2/aw)/k z. 

(19) 

(20a) 

(20b) 

(20c) 

These are the expressions used in the main text. Equations (20a) and 
(20b) give the rate of change of the ray position and momentum as a 
function of z. Equation (20c) gives the time of flight of a pulse by direct 
integration. We now show that this result can be obtained from the 
J.W.K.B. approximation of the wave optics solution. 

The scalar Helmholtz equation is obtained from the substitution 

(21) 
in (19). We obtain 

(22) 

where m = 0, 1,2, ... , for trapped modes. Given k(w, y), we look for 
solutions of (22) that are square-integrable and obtain the time of 
flight of a pulse in a mode m over a unit length by differentiating kzm 
with respect to w, 

(23) 

Instead of solving (22) for kz and differentiating with respect to w, 

we may use the Hellmann-Feynman (H. F.) theorem. I5 Let :JC be a 
self-adjoint operator depending on a parameter w, 
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Premultiplying both sides of (24) by if;m we obtain 

Em = (if;mJC(w)if;m)/ (if;mif;m), 
where 

/

+00 

(ab) == -00 a*(y)b(y)dy. 

(25) 

(26) 

It is not difficult to show that Em is stationary with respect to a small 
change in if;m. Thus, when we differentiate (25) with respect to w (or 
w2), we can ignore the dependence of if;m on w (or w2). We have for if; 
a real 

In our case, (22), 

(if;m(dJC/ dw2)if;m) 
(if;mif;m) 

JC(w) == d2/dy2 + k2(w, y). 

Thus, by application of the H.F. theorem we obtain 

(C/Vg)m = (ko/k zm) (dk;m/dk~) = (ko/k zm) 

X 1_:00 (ak2/ak~)if;!tdy / 1_:00 if;!tdy == (ko/kzm)<ak2/ak~)m. 

(27) 

(28) 

(29) 

The J.W.K.B. method shows that, for large m, a mode can be repre­
sented by a manifold of rays satisfying the Bohr-Sommerfeld condition 

f kydy = (m + !)27r, (30) 

where the integral on the lefthand side in (30) is the area enclosed in 
phase space (k y , y) by a ray trajectory. Equation (30) expresses the 
uniqueness of the phase of the field. At the turning point, k y = 0, 
y = ~m, we have from (19) 

(31) 

An alternative way of obtaining the time of flight of a pulse in a 
mode m is to integrate ds/u from z = 0 to 1 along a ray of the mani­
fold. The arc length is denoted by ds = (k/kz)dz and u-1 == ak/ aw is 
the inverse of the local group velocity. Thus, 

T = e ( ak )( ~ ) dz == c-1 ( ~ )( ak:). (32) J 0 aw kz kz ako 

This expression, (32), in which < ) denotes an average taken along a 
ray period, is the semiclassical analog of the Hellmann-Feynman theo­
rem eqs. (27) and (29), and is used in the main text. It can be obtained 
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alternatively by noting that the group velocity in a waveguide is the 
ratio of the total energy flow to the energy stored per unit length. 
(This is a special case of the theorem derived in Ref. 16 for periodic 
bi-anisotropic media. To obtain the result applicable to open wave­
guides, we only have to let the periods go to infinity.) The result, (32), 
follows by integrating the energy density along a ray pencil bounded 
by the rays y(z) and y(z + dz). Let us sketch the proof. If Pdz denotes 
the energy flow in this ray pencil, the total energy flow in the wave­
guide is PZ. The energy density, on the other hand, is P /u sin 0, 
where 0 is the angle that the ray makes with the z axis. Thus, the energy 
per unit length is obtained by integrating Pds/u along the ray, In 
agreement with (32). 

APPENDIX B 

Square-Law and Linear-Law Media 

In this appendix we work out the case of square-law and linear-law 
media because they lend themselves to exact analytical expressions 
that are useful for comparison with computed solutions. The case in 
which the wave number k varies quadratically with y is also useful to 
obtain first-order solutions. Let us consider this case first. 

(33) 

where the functions ko(w) and new) are arbitrary. The wave equation, 
(22), is 

(34) 

where 1f; represents, for instance, the y component of the electric field 
for H modes in a dielectric slab. This equation has the well-known 
eigenvalues 

k; = k~ - (2m + l)n. 
Thus, 

T = l/vg = dkz/dw = [k)co - (m + !)n][k~ - (2m + l)n]-! 

= ko + (n/ko) (ko/ko - n/n) (m + !) + (n2/k~) 

(35) 

X [(-i.)ko/ko - n/n](m + !)2 + "', (36) 

where upper dots denote differentiation with respect to w. The condi­
tion for the removal of the first-order terms in (36), k/ko = n/n, is the 
same as the condition of stationarity of v/u == wk-2!( ak2/ aw) given in 
the main text. (Note that m is proportional to e~. Thus, first-order 
terms in m correspond to e~ terms.) 
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Let us now show that this result can be derived from the ray equa­
tions. Equations (19) and (20) are 

dy/dz = ky/kz, 

dky/dz = -D2y/k z, 

d2y/ dz2 + (D/kz)2y = O. 

The solution of these equations is straightforward. We obtain 

where 

y = (kyo/D) sin [(D/kz)z], 

k y = kyo cos [(D/kz)z], 

(37a) 

(37b) 

(37c) 

(38a) 

(38b) 

(38c) 

if we specify, for simplicity, that yeO) = 0, and use (33). The quantum 
condition, (30), is therefore 

k~o = (2m + l)D. (39) 

Thus, setting kyo/D = ~, the axial wave number is given by 

k; = k2(w, ~) = k~ - D2e = k~ - (2m + l)D, (40a) 

in exact agreement with (35) (the agreement needs to be exact only 
for square-law media). 

The ratio of the optical length of a ray period (period Z) to the cor­
responding length on axis is 

R = (koZ)-l fo Z kds = (kokzZ)-l foz k2dz 

(kokzZ)-l i Z 

{k~ - k~o sin2 [(D/kz)z]}dz 

= (1 - ! sin2 Oo)/cos 00 = 1 + OV8 + (40b) 

where 00 denotes the angle between the ray and the z axis at the origin. 
By comparison, we have for a clad slab 

Rc = l/cos 00 ~ 1 + O~/2 + .... (40c) 

Thus, for small 00 , R - 1 is much smaller than Rc - 1, as discussed in 
the introduction. The above results, (40b) and (40c), are significant in 
the problem of pulse spreading in graded-index fibers if the material 
has low dispersion, but they are not relevant to tapered dielectric 
slabs. They are given here only for comparison. 
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Let us now evaluate the group velocity by integrating ds/u along a 
ray of the manifold, following (32). We have 

ViI = (kzZ)-1 ~ 10 Z ( ~:~ - ~~2 y2) dz, (41) 

where Z = 27rk z/Q denotes the spatial period, and y(z) is given in 
(38a). The integration is straightforward. Using (39), a result identical 
to (36) is obtained. Note that the above results are exact; the paraxial 
approximation was not made. We have shown in Appendix A that it 
is legitimate to evaluate pulse spreading by integrating the inverse of 
the local group velocity along rays representing the modes of propaga­
tion, in the limit of large mode numbers. The agreement is now found 
to be exact for square-law media. 

For a linear-law medium with 

k2(w, y) = k~(w) - 2a(w) I y I, (42) 

we shall only give the results. The rays are, from (20), 

( ) ( / k2 2) 21 0 < z < Z/2 
y z = tan (}o z =F a 2 0 cos (}o z Z/2 < z < Z, (43) 

with a period 
Z = 4k~ sin (}o cos (}o/ a. (44) 

The ratio of the opticallcngth of a ray to the length on axis is 

f kds / f kodz = (1 - i sin2 (}o)/cos (}o = 1 - (}~/6 + .... (45) 

The situation is opposite to that of a clad fiber: The optical length 
decreases as (}o increases. Therefore, we may in that case have a small 
increase of v/u when the slab thickness is reduced, that is, work on the 
right side of the dotted line in Fig. 2. This leads to a thicker slab than 
in the case of square-law profiles. These theoretical results are con­
firmed by the curves in Figs. 5 and 6. We note that the optimum <po 
is about 1, the maximum of the v/u curve being at only 0.8. The time 
of flight is, using (32), 

T = l/vg = (cos (}o)-ldko/dw - (23/6) (ko/a) (sin2 (}o/cos (}o) (da/dw). 

Thus, T is independent of (}o for small (}o (no terms in ()~) if ko(w) and 
a(w) in (42) are related by 

(dko/dw)/ko = (23/3) (da/dw)/a. (46) 

It can be shown that this condition corresponds to an increase of v/u 
with I y I, in agreement with the previous discussion. 

PULSE SPREADING IN OPTICAL FIBERS 1617 



REFERENCES 
1. S. Kawakami and J. Nishizawa, "Proposal of a New Thin Film Waveguide," 

Research Inst. of Elec. Comm. Tech. Rep., TR-25, Oct. 1967 and "An Optical 
Waveguide with the Optimum Distribution of the Refractive Index with 
Reference to Waveform Distortion," op. cit., TR-24. 

2. H. E. Rowe and D. T. Young, "Transmission Distortion in Multimode Random 
Waveguides," I.E.E.E. Trans. of Microwave and Technique, M.T.T. 20, No.6 
(June 1972), pp. 350-365. 

3. L. B. Slichter, "The Theory of the Interpretation of Seismic Travel-Time Curves 
in Horizontal Structures," Physics, 3, December 1932, pp. 273-295 (this 
reference was given by A. H. Carter in an unpublished work). 

4. R. K. Luneburg, The Mathematical Theory of Optics, lectures at Brown University, 
1944, published by University of California Press, Berkeley, 1964, p. 180. 

5. L. D. Landau and E. M. Lifshitz, Quantum Mechanics Non-Relativistic Theory, 
2nd ed., London: Pergamon Press, 196.5, pp. 72-73. 

6. E. T. Kornhauser and A. D. Yaghjian, "Modal Solution of a Point Source in a 
Strongly Focusing Medium," Radio Science, 2 (March 1967), pp. 299-310. 

7. E. G. Rawson, D. R. Herriott, and J. McKenna, "Analysis of Refractive-Index 
Distributions in Cylindrical Graded Index Gla~s Rods Used as Image Relays," 
Appl. Opt., 9 (March 1970), pp. 753-759. 

8. D. Marcuse, "The Impulse Response of an Optical Fiber with Parabolic Index 
Profile," B.S.T.J., 52, No.7 (September 1973), pp. 1169-1173. 

9. S. E. Miller, "Delay Distorsion in Generalized Lens-Like Media," B.S.T.J., 53, 
No.2 (February 1974), pp. 177-H)3. 

10. D. Gloge and E. A. J. Marcatili, "Impulse Response of Fibers with Ring-Shaped 
Parabolic Index Difference," B.S.T.J., 52, No. 7 (September 1973), pp. 
1161-1168. 

11. J. A. Arnaud, "Hamiltonian Theory of Beam Mode Propagation," in Progress 
in Optics, Vol. XI, E. Wolf, ed., Amsterdam: North Holland, 1973. 

12. E. A. J. Marcatili, "Slab-Coupled Waveguides," B.S.T.J., 53, No.4 (April 1974), 
pp.645-674. 

13. H. Kogelnik and V. Ramaswamy, "Scaling Rules for Thin-Film Optical Wave­
guides," Appl. Opt. 13, No.8 (August 1974), pp. 1857-1862. 

14. G. B. Whitham, "Two-Timing, Variational Principles and Waves," J. Fluid 
Mech., 44, Part 2, pp. 373-395, 1970. 

15. E. Merzbacher, Quantum Mechanics, New York: John Wiley, 1970, p. 442. 
16. J. A. Arnaud and A. A. M. Saleh, "Theorems for Bi-anisotropic Media," Proc. 

of the I.E.E.E., 60, No.5 (May 1972), pp. 639-640. 

1618 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1974 



Copyright © 1974 American Telephone and Telegraph Company 
THE BELL SYSTEM TECHNICAL JOURNAL 

Vol. 53, No.8, October 1974 
Printed in U.S.A. 

Theory of the Single-Material Fiber 

By D. MARCUSE 

(Manuscript received March 6, 1974) 

The term "single-material fiber" describes a dielectric optical waveguide 
made of only one type of glass. The theory of this waveguide is simplified 
by placing the structure between two perfectly conducting planes that have 
very little influence on the properties of the low-order modes. 

The field distribution and propagation constant of the lowest-order mode 
are investigated and com pared to an approximate theory. 

I. INTRODUCTION 

A dielectric optical waveguide made entirely of one type of material 
is called a "single-material fiber."l Figure 1 shows such a structure 
schema tically. It may be regarded as a rectangular dielectric wa ve­
guide supported by two infinitely extended slabs made of the same 
material. Such a structure has been shown to be capable of supporting 
modes that are concentrated near the enlarged section of the wave­
guide and that do not lose power by energy seepage into the slabs. l ,2 

Single-material fibers are usually made of pure fused silica. Since no 
other material is needed to form a waveguide, the low-loss properties 
of pure fused silica can be fully utilized.3 

The single-material fiber has been described by means of an approxi­
mate theory by IVlarcatili.l The theory presented here serves the pur­
poses of proving that truly guided modes do indeed exist in single­
material fibers and of providing more precise solutions for comparison 
with the approximate theory. 

An analysis of the guided modes of the single-material fiber is pre­
sented in this paper. The mode field is expressed as a superposition of 
the guided modes as well as the radiation modes of the two types of 
slabs. The enlarged region, henceforth called the core, can be regarded 
as a slab joined by narrower support slabs on either side. Since the 
radiation modes of the slabs have a continuous spectrum of eigen­
values4 ,5 (propagation constants), their contribution to the total field 
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Fig. l-Single-material fiber showing the rectangular core attached to its support 
slab. 

consists of an integral that must be approximated by a sum for pur­
poses of numerical analysis. In addition, the mathematical expression 
describing the guided and radiation modes are different so that the 
analysis becomes rather complex. 

To simplify the analysis, it is convenient to consider the single­
material fiber enclosed between two perfectly conducting planes, 
as shown in Fig. 2. Since the fields of the guided modes of the slabs, 
and hence the field of the guided mode of the fiber, are very tightly 
confined near the dielectric structure, the presence of the perfectly 
conducting planes does not appreciably influence the shape of hori­
zontally polarized fields. However, the simplification of the analysis is 
considerable, since the modes that correspond to the guided modes of 
the open slab and the waveguide modes of the parallel plate system 
(corresponding to the radiation modes of the open slab) are now de­
scribed by one analytical expression and belong to a system of discrete 
eigenvalues. There is, therefore, no need to worry about a suitable 
approximation to the integral over the radiation modes of the slabs. 
Vertically polarized fields (polarized in the y-direction) are strongly 

Fig. 2-For our analysis, the single-material fiber is placed between two perfectly 
conducting planes. 
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influenced by the presence of the metal plates, since the normal field 
components reach the metal plates with maximum intensity. For this 
reason, we limit the study of the single-material fiber to horizontally 
polarized modes. Vertically polarized modes could be treated if the 
perfectly conducting planes were replaced by magnetic short circuits. 
(An explanation of the negligible influence of the perfect conductors is 
given in the appendix.) 

After formulating the exact solution to our problem, we present 
numerical approximations for the field distributions and the solution 
of the eigenvalue equation. The theory is compared to an approximate 
analysis. 

II. CALCULATION OF THE MODES OF THE SINGLE-MATERIAL FIBER 

The electric and magnetic fields of the modes of the single-material 
fiber are expressed as 

(1) 

and 

R(i) = f C~i):re~i). (2) 
v=l 

The script symbols indicate modes of the slabs. The superscript i 
assumes the values 1 and 2. Value 1 indicates modes of the wider slab 
that forms the core of the single-material fiber, while value 2 indicates 
the modes of the narrower supporting slabs. 

The modes in the core region are those of a metallic parallel plate 
waveguide. These modes can be designated as TE modes with 8?) = 0 
and TIVI modes with X~l) = O. We have for the TE modes in region 1 

(3) 
and 

(4) 

We use odd integers, v = 1, 3, .. " to label these modes. In addition 
to the sine and cosine functions appearing in (4) we could also use the 
other three possible combinations. We restrict ourselves to the modes 
shown here, thus limiting ourselves to the study of fiber modes of a 
certain symmetry. All other modes can be obtained similarly. 

The other field components can be obtained from 8~1) and X~l) by 
differentiation (see, for example, page 13 of Ref. 4 or page 51 of Ref. 5). 
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The parameters appearing in (4) are related as 

n2k2 = k~v + k~v + (32, 
with 

27r 
k = W~EOJ.LO = _. 

A 

(5) 

(6) 

The refractive index of the single-material fiber is designated by nand 
the refractive index of the medium outside the fiber is taken to be unity. 
The angular frequency is w, and Eo and J.L0 are the dielectric permittivity 
and the magnetic permeability of vacuum. 

The TM modes are labeled by even integers, v = 2,4, ... , and are 
obtained from the field components 

(7) 

and 
(8) 

TE and Tl\![ modes must satisfy the boundary conditions that 8~~) and 
8~~) vanish at y = ±d. These conditions are met if we use 

kyv = (2J.Lv - 1) 2:· (9) 

Equations (5) and (9) are the same for TE modes (odd values of v) 
and Tl\![ modes (even values of v). The integers J.Lv assume the values 

J.Lv = 1 for v = 1,2 
J.Lv = 2 for v = 3,4 (10) 
J.Lv = 3 for v = 5, 6 
etc. 

The TE and TM modes are mutually orthogonal. Their amplitude co­
efficients can be related to the amount of power in the core region by 
means of the equation 

1 jb jd * P = -2 dx dye Bv X 3Cv)z. 
-b -d 

(11) 

The asterisk indicates complex conjugation, and the subscript z labels 
the z component of the vector. From (3), (4), and (11) we obtain 
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It is apparent from (5) and (9) that k;v can assume positive as well as 
negative values. 

We choose P equal to the unit of power. With this normalization, 
I C;i) 12 appearing in (1) and (2) measure directly the power carried by 
each mode. 

N ext, we turn to the modes of the narrower support slabs. Since the 
perfectly conducting planes do not touch the support slabs, their 
modes are more complicated. Strictly speaking, we do not have TE or 
TlVI modes with reference to the z direction. However, if we refer the 
labels TE or TlVI to the direction of propagation of the modes in the 
x-z plane, we do indeed have transverse electric and transverse 
magnetic modes. Used in this sense, we obtain the following z com­
ponents of the TE modes of the support slabs: 

I
e ve-iO"xy(1 xl-b) cos ((J'yvy)e-i{JZ 

(>(2) = _ e cos (J'yvt -iO"xy(1 xl-b) 
0z

v 
v sin [p v (d - t)] e 

X sin [p,,( I y I - d) ]e-i{Jz 

and 

1

. (jyv{3 e ve-iO"xy(1 xl-b) sin ((J'yvy)e-i{Jz 
~(J' xvWj.Lo 

JC~;) = (J'yv{3 e -..lL sin (J'yvt e-iO"xy(lxl-b) 

i(J'xvwj.LO v I y I cos Pv(d - t) 

X cos [Pv( I y I - d) ]e-i{Jz 

For TE modes, we have &~;) = O. 

Iyl ~ t 

t~ Iyl ~d (14) 

Iyl ~ t 

t ~ I y I ~ d. (15) 

J\1axwell's equations are satisfied if the parameters appearing In 
these field expressions satisfy the following relations: 

(16) 
and 

(17) 

We again use odd integers v to label the TE modes. 
The field expressions satisfy the condition of vanishing tangential 

electric fields at the perfectly conducting planes. To satisfy the bound­
ary conditions at the surface of the slab, the x dependence of the field 
expressions must be identical inside as well as outside the slab. For 
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this reason, the parameter U xv is common to the fields for t ~ I y I and 
t ~ I y I ~ d. Since the fields must also satisfy boundary conditions 
along the planes x = ±b for all values of z, the parameter {3 must be 
the same for all field expressions, where (3 is the propagation constant 
for the mode of the single-material fiber that is yet to be determined. 

The requirement of continuity of the field components 8i;) , 8~;), 
xi;) and x~;) at y = ±t leads to the eigenvalue equation 

tan u y vt = ~ cot [p v (d - t)]. 
u yv 

(18) 

Equation (18) determines the allowed values of Uyv and PI', since ac­
cording to (16) and (17) we have 

(19) 

Although u~" is always positive, p; can be positive as well as negative. 
Modes with negative values of p; correspond to the guided modes of an 
open slab. For negative values of p;, the cotangent function on the 
right-hand side of (18) becomes a hyperbolic cotangent function that 
approaches unity for large values of its argument. The eigenvalue equa­
tion (18) is thus identical [for large values of I PI' I (d - t)] to the eigen­
value equation (8.3-16) on page 308 of Ref. 4 for even TE modes 
of the slab waveguide. 

Modes with positive values of p; correspond to the radiation modes 
of the open slab. However, instead of the continuous spectrum of 
radiation modes,4.5 we now have a discrete spectrum of modes that 
approach the modes of the metallic parallel plate waveguide in the 
limit of vanishing slab thickness 2t. The guided as well as the radiation 
modes of the narrow support slabs are thus represented by the same 
analytical expressions (14) and (15). The presence of the perfectly 
conducting planes has the added advantage of causing the mode spec­
trum to be discrete. 

The parameter u;" can also be positive as well as negative. Positive 
values of u;" correspond to real values of u xv, so that the mode fields 
(14) and (15) represent traveling waves that carry power away from 
the core region into the slab. Coupling the modes in the core region and 
the slab regions thus results in a leaky wave. It is clear that we obtain 
guided single-material fiber modes only for negative values of u;". We 
see from (16) that all u;" are negative if U;l of the lowest-order mode is 
negative, because the values of U yv increase with increasing mode 
number. It is thus immediately apparent that lossless guided modes of 
the single-material fiber are indeed possible. Neither the guided modes 
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of the slab (those tightly confined to the slab region) nor the "un­
guided" modes, which correspond to the radiation modes of the open 
slab, carry away power; all decay exponentially in x direction. This 
argument is not changed when we let the metallic plates move to 
infinity so that we obtain a truly free single-material fiber. The single­
material fiber is thus seen able to support guided modes whose fields 
are confined to the vicinity of the fiber core. The existence of these 
guided modes is contingent on sufficiently large values of {3. Whether 
such solution with large {3 values really exist depends on the solutions 
that we must yet derive of the eigenvalue equation for (3. However, 
even at this stage we can state that guided modes that do not suffer 
radiation losses are possible at least in principle. 

Using (11), (14), and (15) we can again relate the amplitude co­
efficient to the power unit P: 

(20) 

The TM modes of the support slabs are labeled by even integers v 
and fo How from their z components: 

Iyl ~ t 

t ~ I y I ~ d, (21) 

uJ"x"n D"e-iu.,v(!x!-b) sin (uy"y)e- i /3z I y I ~ t 
WJ,Lo{3u y" 

(2) - • 2k2 • t JCzv - ~ux"n D SIn U Y " y. (!! b) _--=-----:--::"------:-"""'" __ e-t u.,. x-
WJ,Lo{3u y" "cos [p,,(d - t)] Iyl 1

· 2k2 

X cos [p,,(lyl - d)]e- i /3z t ~ Iyl ~ d. (22) 

For TM modes we have JC~;) = O. 
The parameters U x ", U Y '" and PI' are again related by (16), (17), and 

(19). The eigenvalue equation for TM modes is 

tan uy"t = ~ U
Y

" cot [p,,(d - t)J. 
n PI' 

(23) 

For large imaginary values of p,,(d - t), (23) becomes the eigenvalue 
equation (8.3-45), page 313 of Ref. 4, for odd TM modes of the free 
slab. 
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Finally, we have 

2 2 2 2 I 2 sin2 
U YIlt 

D" = nk ({1 + CTxv) t + n cos2 [Pv(d _ t)] (d - t) (24) I 
4w}Lo{1u;v I Uxv I )! 

+ (n2 
- I)k2 s:n 2Uyvtl 

\.. 2uyvPv 

N ow we have written down the field expressions for the mode fields 
that must be substituted into the series expansions (1) and (2) for the 
mode of the single-material fiber. It remains to match the field in the 
core of the single-material fiber to the field in the regions of the support 
slab. We need to require continuity of E z, E y, Hz, and Hy only along 
the line x = band 0 < y < d, since the boundary conditions in the 
remaining three quadrants are satisfied for reasons of symmetry. Since 
the numerical analysis can handle only a finite number of equations, 
we require continuity of the tangential field components only at a 
finite number of points. Adjusting the size of the series expansion to 
the number of matching points, we obtain a finite, homogeneous equa­
tion system for the determination of the expansion coefficients C~i). 
This equation system can only have a solution if the determinant 
vanishes. The condition of vanishing system determinant provides 
the eigenvalue equation for the propagation constant {1 of the single­
material fiber. 

III. SPECIAL CASES AND APPROXIMATE SOLUTIONS 

In the limit t = 0, an exact solution of the guided-mode problem is 
easily obtained. Since, in this case, the distributions of the fields in the 
two regions have the same y dependence, the boundary conditions 
along the plane x = ±b can be satisfied without resorting to the 
series expansions (1) and (2). Using the field expressions (3), (4), (7), 
(8), (14), (15), (21), and (22) and requiring continuity of E z, E y, Hz, 
and H y at x = b leads to the eigenvalue equations 

kx (25) 

or 

tan kxb = n2 i;: . (26) 

For guided modes we have 
(27) 

with real positive 'YJ. 
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Equation (25) is the eigenvalue equation for odd TE modes of a 
slab waveguide, while (26) is the eigenvalue equation for even TM 
modes of the slab.4 When the ampHtude coefficients of the superposi­
tions of the TE and TM modes (3), (4), (7), and (8) (that are deter­
mined with the help of the boundary conditions) are substituted into 
the field expressions, we obtain for the field in the fiber core belonging 
to (25) 

Ixl ~ b (28) 

and 

Ixl ~ b. (29) 

For this mode we have Ex = O. Viewing this field from the boundary 
of the slab, x = b, we see that the normal electric field component 
vanishes. This is typical for TE modes of the slab waveguide so that it 
is not surprising that the propagation constant of this mode is deter­
mined by an eigenvalue equation of the TE type. 

The mode belonging to (26) has the following z components: 

E - kxf3 G . (k) (k) -i{3z 
z - n2kyk2 sm xX cos yy e Ixl ~ b (30) 

and 

Ixl ~ b. (31) 

This mode has H x = O. With respect to the surface x = b, it is indeed 
a TM mode. 

For simplicity, the fields outside the core are not stated. However, 
a good approximation to these field expressions is obtained by using 
(21) and (22) to extend the field (28) and (29) outside the core and 
similarly by using (14) and (15) with the core fields (30) and (31). 

For t ~ 0, the mode field of the single-material fiber can only be 
described by an infinite series of modes. However, we find a crude 
approximation by using only the first two terms in this series expansion 
and obtain an eigenvalue equation by requiring that a certain wave 
impedance be matched at the interface x = b. We stated earlier that 
only those modes of our structure with vanishing normal field compo­
nents at the metallic planes resemble modes of the true single-material 
fiber. The mode field (28) and (29) with Ex = 0 has a strong normal 
component of the electric field. We thus limit ourselves to the hori­
zontally polarized field and use (30) and (31) as a crude approxima-
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tion. Note that the field (30) and (31) consists of a superposition of 
one TE mode [eqs. (3) and (4)J and one TM mode [eqs. (7) and (8)]. 

The wave impedance, 

(32) 

obtained from (30) and (31) does not depend on the y coordinate. 
Similarly, we use (14) and (15) to form 

Ez WfJ4'x 
H y = - n2k2 - u~' (33) 

which is also independent of y. Since the tangential field components 
must be continuous at the boundary x = b between the two regions, 
we require that (32) be equal to (33), obtaining the following approxi­
mate eigenvalue equation for the horizontally polarized modes (of only 
a certain special symmetry) of the single-material fiber: 

(34) 

The parameter U y must be obtained as the solution of the eigenvalue 
equation (18). In the limit t = 0, (34) should reduce to (26). To see 
that the correct limit is obtained, we use (19) to write 

For t = 0, we obtain from (18) 

p = (2fJ. - 1) !!:.... 
2d 

(35) 

(36) 

For small values of the integer fJ. and kd » 1, we have p « k so that 
(26) and (34) become indeed approximately the same. We do not get 
exact agreement, since we approximated the field outside the core by 
(14) and (15) instead of using the exact field expressions. We see that 
our eigenvalue equation (34) is a good approximation in the two limit­
ing cases, t ---7 0 and t ---7 d. Once U y has been determined from (18) we 
find 7] = iu x from 

(37) 

and (34) with the help of (9). The propagation constant {3 can then be 
obtained from (5) or (16). 
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IV. DISCUSSION AND NUMERICAL EXAMPLES 

Marcatili has shown by an approximate analysis l that the single­
material fiber can be made to support only a single guided mode, even 
if its dimensions are large compared to the wavelength, if the ratio 
(7r/4) (bd/t2) approaches unity. However, for large values of kd and 
large values of bd/t2, the single-material fiber supports a large number 
of guided modes. 

We are limiting our discussion to the lowest-order guided mode. 
Since the properties of the single-material fiber can be obtained ade­
quately from the approximate solutions, it is our principal purpose to 
show how well the approximate solution (34) and Marcatili's approxi­
mate theory work, and to study the field distributions of the exact 
solution that cannot be obtained from the approximate analysis. As 
indicated earlier, we limit the discussion to the modes with horizontal 
polarizations (E y = 0), since the vertically polarized modes (Ex = 0) 
are very strongly influenced by the presence of the perfectly conduct­
ing planes that were used only to simplify the analysis. * The analysis 
is further restricted to modes whose Ex component is a symmetric func­
tion in both x and y. The modes with other symmetries can be obtained 
similarly by using slab waveguide modes of the appropriate symmetries. 

All the numerical examples shown here were computed for the 
following choice of parameters: 

d/'A = b/'A = 5 
n = 1.5. 

(38) 

The boundary conditions at the plane x = b were satisfied by matching 
the fields at 10 points evenly distributed between y/ d = 0.05 and 
y/d = 0.95. As a consequence, the field expansion uses 20 modes in 
each region, 10 TE modes and 10 TM modes. Adequate accuracy was 
obtained this way. However, an expansion using only 6 points to 
match the fields did not appear sufficiently accurate. 

The computer program was written to solve, first, the eigenvalue 
equations (18) and (23) by an iterative search procedure. Next, the 
computer was instructed to use a large trial value for {3 and compute 
the normalized field amplitudes (12), (13), (20), and (24) as well as the 
matrix elements of the equations system resulting from the boundary 
conditions at the N matching points. Next, the system determinant 
was examined and {3 was decreased until the determinant changed its 

* The case of vertically polarized modes can be treated by replacing the electrical 
short-circuit planes with magnetic short circuits. 
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sign. By narrowing the increments for {3 successively and oscillating 
around the point where the sign change of the determinant occurred, 
an approximate solution for (3 was determined. Since the order of mag­
nitude of the determinant was not known a priori, no attempt was 
made to reduce the value of the determinant below a certain limit. 
Once an approximate eigenvalue had been found, the coefficient dl

) was 
set equal to unity, and the first equation of the system was omitted. 
The remaining equation system was solved by inverting the reduced 
coefficient matrix. The values of the expansion coefficients were finally 
used to calculate the magnitude and direction of the electric field in a 
grid of preselected points in the x-y plane. 

Figures 3 to 6 compare the magnitude of the electric field vector of 
the lowest-order mode of the single-material fiber with the magnitude 
of the field of the rectangular waveguide if if d = o. Figure 3 applies to 
a single-material fiber with the dimensions given by (38) and with 
il d = 0.32. The magnitude of the field intensity is plotted as a func­
tion of x/b for different values of y/d. It is apparent that the field 
intensity decreases with increasing values of y. The field is strongest on 
axis and vanishes at y = d. In the absence of metallic planes, the field 
would not be zero at y = d, but would decrease to a very small value. 
The solid curves indicate the field of the single-material fiber, while the 
broken curves apply to the rectangular waveguide (i = 0). In the 
region of the guide where the support slab is present, yld < 0.32, the 
field of the single-material fiber reaches out much further than the field 
of the corresponding rectangular waveguide, since it penetrates into 
the slab. For y/d > 0.32, the field shape of the single-material fiber 
has become identical with the field distribution of the rectangular 
waveguide. 

Figure 4 shows the field distribution as a function of yld for four 
different values of xl d. The solid curves describe again the field of the 
single-material fiber, while the broken curves belong to the rectangular 
waveguide. In the y direction, both fields vanish at y = d but, near 
the edge of the single-material fiber, its field intensity is quite different 
from the rectangular waveguide field. vVe have plotted the ratio of 
the field intensity to the maximum value (the value that the field 
assumes for each value of x/d) at y/d = O. Far from the edge of the 
core, the single-material fiber field is identical to the field of the rec­
tangular waveguide. However, near the edge, at x/b = 1, the field is 
strong in the region 0 < y/d < 0.32, since it is allowed to penetrate 
into the support slab. But in the range 0.32 < yl d < 1, where it en­
counters the dielectric interface, it is relatively much weaker. The 
field of the rectangular waveguide is likewise weak near the dielectric 
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8 HORIZONTAL POLARIZATION 
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Fig. 3-Magnitude of the electric field vector shown as a function of the normalized 
horizontal dimension x/b. Solid curves describe the single-material fiber with 
tid = 0.32, and broken curves apply to the fiber with tid = o. 

interface; it appears strong only because of our normalization with 
respect to the maximum field intensity at y/d = O. For x/b > 1, the 
rectangular waveguide field is no longer plotted since it decays rapidly 
to insignificant values outside the waveguide core. The single-material 
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Fig. 4-Magnitude of the electric field vector relative to its maximum value at 
Y = 0 as a function of the normalized vertical dimension Yld. Solid and broken 
curves describe the single-material fiber with tid = 0.32 and tid = o. 

fiber field shows the distribution typical of the lowest-order mode in 
the support slab. 

Figures 5 and 6 show the same behavior for a single-material fiber 
with a much wider slab, tid = 0.8. The field penetrates even further 
into the support slab, as can be seen from Fig. 5. However, the field 
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Fig. 5-Magnitude of the electric field vector shown as a function of the normalized 
horizontal dimension xlb. Solid curves describe the single-material fiber with 
tid = 0.8, and the broken curves apply to the fiber with tid = o. 

distribution in the vertical plane, shown in Fig. 6, is now much closer 
to the field distribution in the core of the rectangular fiber. 

Figures 7 and 8 show the mode spectra for the single-material fiber 
with t/ d = 0.32. Figure 7 presents the mode content of the field in the 
core. Because of our normalization, the square of the mode amplitudes 
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Fig. 6-Magnitude of the electric field vector relative to its maximum value at 
y = 0 as a function of the normalized vertical dimension y I d. Solid and broken curves 
describe the single-material fiber with tid = 0.8 and tid = o. 

c~l) represents the relative power carried by each mode of the series 
expansion (1) and (2). The broken vertical lines give the mode content 
of the corresponding mode of the rectangular waveguide. It is remark­
able how nearly identical the mode amplitudes of the lowest-order TE 
and TM modes are in either case. Note that the mode amplitudes of 
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Fig. 7-Mode spectrum of the lowest-order single-material fiber mode inside its 
core. The solid vertical lines describe a fiber with tid = 0.32, the broken vertical 
lines belong to the case tid = O. 

the higher-order modes vanish because of the presence of the perfectly 
conducting planes; without them, the rectangular waveguide modes 
would also have to be represented by infinite-series expansions with a 
very slight mixture of higher-order modes. The mode of the single­
material fiber consists of a mixture of the higher-order modes required 
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Fig. 8-Mode spectrum of the lowest-order single-material fiber mode in the region 
of its support slab with tid = 0.32. The short vertical broken line represents the mode 
content of the fiber with t = O. 
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to produce the field distortions in Figs. 4 and 6. The rise of the mode 
amplitudes for modes with II > 12 is not truly representative of the 
actual mode content. If the mode number is varied in the numerical 
approximation, it is found that, near the last mode, II = N, the mode 
amplitudes always tend to assume increased values. The appearance 
of the mode spectrum is thus somewhat dependent on the total num­
ber N of modes used in the series expansion. However, the distribution 
of lower-order modes was found to be very similar for N = 16 com­
pared to the spectrum shown in Fig. 7 for N = 20. Only the highest­
order modes appear with different amplitudes. When N = 12 was 
used, a different mode spectrum and an implausible field distribution 
was obtained, indicating insufficient accuracy. 

Figure 8 shows the mode content of the field in the support slab. The 
mode amplitudes are much smaller, since much less power is carried 
outside the fiber core. The lowest-order TE mode is most prominent. 
The short broken line at II = 1 represents the much weaker contribu­
tion of the rectangular waveguide (t = 0). For our model, the lowest­
order TM mode outside the core, II = 2, contributes slightly to the 
mode field of the rectangular dielectric waveguide, but its amplitude 
is too small to be visible on the scale of this figure. It is interesting 
that the field of the single-material fiber in the region of the support 
slab is represented to a very good approximation by the lowest-order 
TE mode of the support slab. The modes II ~ 8 are guided slab modes 
with imaginary values of Pv; modes with II > 8 have real valued param­
eters Pv corresponding to the radiation modes of open slabs. 

Figure 9 is a plot of the direction of the electric field vector in the 
vicinity of the corner of the dielectric material at x/b = 1, y/d = 0.32. 
Far from this corner, the field is horizontally polarized. It is remarkable 
how little distortion is evident near the dielectric discontinuity. There 
is no peak in the field intensity at the sharp dielectric corner, and the 
field direction is likewise almost unperturbed. 

Finally, we present solutions of the eigenvalue equation (system 
determinant = 0). Instead of plotting values for the propagation con­
stant {3, we present values for the relative effective width of the fiber 
core. If the core boundary at x = b were a metal wall we would have 

(39) 

for the lowest-order mode. The actual values of kx deviate from the 
value (39) partly because the dielectric discontinuity at x = b is not 
an electrical short circuit, and also because the field penetrates some 
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Fig. 9-Short arrows indicate the direction of the electric field vector of the lowest­
order mode of the single-material fiber, with tId = 0.32 near the corner of the dielec­
tric material where the support slab is attached to the core. 

distance into the support slab. We use the actual value of kx to define 
an effective core width 

b' =~. 
2kx 

(40) 

The value of kx is obtained from the solution {3 of the eigenvalue equa­
tion with the help of (5) and (9) 

(41) 

The solid line in Fig. 10 represents the relative effective width of the 
core for the lowest-order mode of the single-material fiber with the 
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Fig. lO-Relative effective width of the core of the single-material fiber as a 
function of the relative thickness of its support slab tid for the lowest-order mode. 
The solid line is the result of the numerical solution of the complete theory; the 
broken line was calculated from the solution of the approximate eigenvalue equation 
(34) ; and the dash-dot line is the result of Marcatili's theory. 

dimensions stated in (38). This mode does not suffer a cutoff. It can 
propagate without power outflow into the support slab for arbitrarily 
small values of 1 - (tid). The computer program had difficulties solv­
ing the eigenvalue problem for tid> 0.8; thus, the solid curve is not 
continued beyond this point. The nonzero value of (b' - b) Ib at 
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t/ d = 0 represents the field penetration of the rectangular waveguide 
mode outside the dielectric core. 

The upper dotted line of Fig. 10 is the result of solving the approxi­
mate eigenvalue equation (34). For tid near zero and near unity, the 
approximation is excellent. The departure of the approximation in 
the middle of the range is not surprising when we look at Fig. 4. 
The approximate solution uses the field distribution represented by the 
dotted line of Fig. 4, which is clearly a poor approximation of the 
actual field distribution. In fact, it is surprising how good the approxi­
mate solution for (b' - b) /b is, even in this case. Even though the 
solid curve does not extend past t/ d = 0.8, we can trust the dotted 
curve in this region, since the actual field distribution becomes very 
close to the approximate distribution. This is evident from a compari­
son of the solid and broken curves of Fig. 6. 

The large error in the approximation in Fig. 10 causes only a very 
slight error for {3. For t/ d = 0.32, we obtain from the solid curve of 
Fig. 10 (b' - b)/b = 0.1 corresponding to kxA = 0.2856 or {3A = 9.41043. 
From the broken curve we obtain (b' - b) /b = 0.24, kxA = 0.2534 or 
{3A = 9.41135. The relative error in the {3 value is thus only A{3/ {3 = 0.01 
percent. 

The dash-dot curve shown in Fig. 10 is a plot of eq. (15) of Ref. l. 
This curve was plotted by using the following identification of the 
symbols in Ref. 1 with our symbols: T = 2t, W = 2b, and H = 2d. 
The dash-dot curve of Fig. 10 shows clearly how remarkably accurate 
IVlarcatili's approximate theory describes the effective width and hence 
the propagation constant of the single-material fiber mode. His ap­
proximation deviates more from the "exact" solution (given by the 
solid curve) near t/ d = 0 and t/ d = 1 than does the dotted curve. 
The disagreement near t/ d = 0 is caused by assuming that the field 
must vanish at the boundary x = b of the rectangular waveguide. 

V. CONCLUSIONS 

We have studied the properties of the lowest-order mode of the 
single-material fiber using a model that departs from the actual fiber 
by the presence of two perfectly conducting planes shown in Fig. 2. 
Horizontally polarized modes are not appreciably distorted by the 
presence of these planes. In particular, we are confident that the influ­
ence of the support slab on the field distribution and propagation con­
stant of the single-material fiber mode is represented very accurately 
by this model. The agreement of the model with metallic planes and 
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the free single-material fiber becomes better for fibers with large values 
of d/X. 

By representing the field of the single-material fiber as a superposi­
tion of the modes of the dielectric slabs in the core region and in the 
region of the supports, we find solutions by matching the boundary 
conditions in the plane x = b at a finite number of points. We find that 
matching along 10 points in the range 0 < y/ d < 1 (requiring 20 
modes in each region of the guide) provides satisfactory accuracy. 

This study shows that the field of the single-material fiber in the 
vicinity of the edge, at x = b, departs considerably from the field dis­
tribution that would result for t = O. However, for very narrow as well 
as very wide support slabs, a simple approximation using only the two 
lowest-order modes of the series expansion yields satisfactory results. 
Our theory thus serves the purpose of clarifying the range of appli­
cability of approximate descriptions1 •2 of the single-material fiber and 
of inspiring confidence in the validity of such approximations. 

In particular, it is our aim to show that l\1arcatili's approximate 
theory of the single-material fiber is indeed justified and yields very 
good results compared to our more precise treatment. 
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APPENDIX 

It is claimed that the analysis presented in this paper is an almost 
exact description of the single-material fiber, and yet the structure that 
is analyzed differs from the actual single-material fiber by the presence 
of the perfect metallic conductors attached to the fiber core, as shown 
in Fig. 2. In defense of this procedure, two remarks may be made here. 

The performance of the single-material fiber is dominated not by the 
dielectric-air interface on the two sides at y = ±d of the fiber core 
but by the presence of the attached support slabs. The electromagnetic 
fields of the single-material fiber modes extend much further into the 
support slabs than they do into the air space outside the core, as shown 
in Figs. 3 through 6. The dielectric-air boundary acts almost like an 
electrical short circuit, so that the presence of actual short circuits 
at the dielectric-air interface at y = ±d has a very slight effect. In 
particular, it is the radiation of power into the support slabs rather 
than into the air space outside the core that signals the cutoff of the 
guided modes. This behavior is described correctly by our analysis. 
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It is easy to estimate the field penetration into the air space above 
and below the core in the absence of the perfect conductors. The field 
outside the fiber is described by the functional dependence exp ( - 'YY). 
The decay parameter 'Y is defined as [see eqs. (1.2-14) and (1.3-44), 
Ref. 5J: 

[ (7r)2]! 'Y = ( n 2 
- 1) k2 - d . (42) 

With the numbers used in the numerical example, we obtain 'YA = 7. 
This means that, at a distance of A/7 from the air-dielectric interface, 
the field has decayed to '1/ e2 (or 14 percent) of its power density at the 
interface. Instead of having an effective electric short circuit at this 
distance, the presence of the metallic planes moves the short circuit 
a relative distance of 1.4 percent (in terms of the fiber diameter) 
nearer to the fiber core. This small change of the electrical width of the 
core has only a very slight effect on the field penetration into the 
slabs, which is the most interesting feature of the single-material fiber. 
Furthermore, this change can be taken into account by allowing the 
value 2d of the modified fiber to be 3 percent larger than that of the 
actual fiber. 

The cutoff condition of the modes follows from the eigenvalue equa­
tion, which is the condition for the vanishing determinant of the equa­
tion system resulting from the continuity requirements for the tangen­
tial field components. At cutoff, the propagation constant {3 ceases to 
have real solutions, but becomes complex. No analytical expression 
can be given for the cutoff point. Its determination from the numerical 
analysis is difficult. In this respect, the approximate theory proves to 
be more powerful, since it is able to estimate the cutoff point. 
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The theory of propagation in a new single-material, single-mode, optical 
fiber is given. The modes are of the whispering-gallery type, with the 
propagation taking place along helicoidal paths close to the boundary of a 
cylindrical dielectric rod. The beams are confined in the azimuthal direc­
tion in helicoidal ridges. It is shown that single-mode, low-loss operation 
is possible if the helix period is of the order of the rod cross-section area 
divided by the wavelength and the ridge area is of the order of 1 percent of 
the rod cross-section area for two channels. The rod is supported by heli­
coidal wings that playa role in the mode-selection mechanism. 

I. INTRODUCTION 

The best-known single-mode optical fiber is the clad fiber. If the 
difference in refractive index between core and cladding is small, 
single-mode propagation can be achieved for core diameters that are 
large compared with the wavelength. It is, however, desirable to use 
just one material, such as quartz, that exhibits low impurity and scat­
tering losses. In a previous work, l we indicated that single-mode propa­
gation could be achieved in a single-material configuration that we 
called a "helicoidal fiber." Figure 1 represents a more recent version 
of this type of fiber. 

To explain the mechanism of operation, let us consider first a cy­
lindrical dielectric rod with radius a = p. The refractive index of the rod 
is perhaps n = 1.45 (quartz), and the surrounding medium is air. Waves 
are guided along the rod boundary as shown in Fig. 2a. These so-called 
"whispering-gallery modes" can be represented by rays repeatedly 
reflected from the boundary because of total reflection. In the interior 
of the rod, the modes are described by Bessel functions Jv(kr) 
X exp (iv¢), where v is a large integer and kr is a large number of the 
order of v. Because kr and v are both large and comparable to one 
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Fig. i-Open view of the single-material, helicoidal fiber for two optical channels. 
The two optical beams propagate in the two ridges shown, with areas t X 2d. The 
helicoidal motion is essential to maintain confinement. High-order modes are not 
confined. They radiate away to the envelope through the wings (only part of one is 
shown). The ratio period/diameter is much larger than that shown in the figure. 

another, the Bessel functions can be approximated by Airy functions. 
The field is oscillatory from the rod boundary down to a slightly smaller 
radius recalled the caustic (or turning point) radius. For radii smaller 
than r c, the field decays exponentially. Thus, the field of whispering­
gallery modes clings tightly to the rod boundary. The distance between 
the caustic and the boundary, which defines in some sense the "thick­
ness" of the mode, is for the fundamental mode of the order of (A2a)!, 
with A the wavelength in the medium and a the rod radius. For ex­
ample, if A = 1 J,tm and a is equal to 8 mm, the fundamental mode 
thickness is of the order of 20 J,tm. It increases with the mode num­
ber m, approximating as mi. As m increases, the phase velocity in­
creases too. 

These whispering-gallery modes can be generalized to take into 
account a motion along the rod axis z. The combined rotation and axial 
motion results in a helicoidal path that can be understood from simple 
ray-optics considerations. The only significant difference from the 
previous case is that the radius a of the rod should be replaced, in the 
expression for the mode thickness, by the helix radius of curvature, 
p = a/sin2 (), where () denotes the angle that the helix makes with the 
rod axis. For example, if a is 80 J,tm and () = 0.1 radian, the mode 
thickness is the same as in the previous example, where a was assumed 
to be 8000 J,tm. If () is equal to zero, there is of course no confinement 
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(a) 

(b) 

Fig. 2-(a) Whispering-gallery modes clinging to a circular boundary with effective 
radius p (=a/sin2 8). The field (m = 0, 1, ... ) is described exactly by Bessel functions 
and approximately by Airy functions. (b) Cross section in a local r, ~ plane. 

near the rod boundary. Observation of helicoidal rays in optics has 
been reported. 2 

Let us now assume that we have selected a convenient value for (), 
perhaps () = 2.5°, and that we wish to define one or more channels in 
the azimuthal direction. This can be achieved with helicoidal sepa­
rators,! or ridges, as shown in Fig. 1, that follow the path of the desired 
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whispering-gallery modes. It is clear, intuitively, that the optical power 
will tend to remain in the ridges. As the mode number increases, either 
in the azimuthal or radial direction, the modes occupy larger and 
larger volumes and eventually "spill out" of the ridges. Because there 
is maximum confinement in the ridge when () = 7r/2 and no confine­
ment at all when () = 0, it is plausible that only a single mode remains 
confined in the ridge for a proper choice of (). The higher-order modes 
radiate away from the ridge along the boundary. They can be ab­
sorbed easily without degrading the fundamental mode. In this paper, 
we justify the above intuitive arguments and show that strong dis­
crimination against unwanted modes can indeed be obtained. 

The first step of the calculation is to obtain the propagation con­
stants of whispering-gallery modes in circular cylinders in a con­
venient form. This is done in Section II. In Section III, we investigate 
the case of helicoidal boundaries in the local mode approximation and 
obtain the design parameters. In Section IV, the case of small ridges 
is investigated with the help of a new perturbation method. 

The single-material helicoidal fiber discussed in this paper can be 
compared to the single-material ridge guide recently demonstrated3 

and analyzed. 4 ,5 These two single-material fibers have features in 
common. The mode-selection mechanism rests on similar general 
principles. It can be ascribed to a coupling between ridges carrying 
trapped modes and two-dimensional substrates carrying radiation 
modes. 6 In the case of the ridge guide, the slab constitutes the two­
dimensional substrate needed to ensure single-mode propagation. In 
the case of the helicoidal fiber, the dielectric rod itself can be con­
sidered a two-dimensional mode sink because the whispering-gallery 
modes that it guides have a restricted thickness in the radial direction, 
as we have discussed before. In both cases, a good discrimination 
against high-order modes should in principle be obtained by increasing 
the distance between the absorbing elements and the ridges, because 
these elements are coupled through the radiation field rather than 
through evanescent waves. 

The theory given in this paper is applicable to purely metallic heli­
coidal waveguides as well as to dielectric waveguides. The metallic 
helicoidal waveguide is attractive as a low-loss, multichannel, single­
mode system for long-distance microwave communication. It can be 
compared to the groove guide7 shown in Fig. 4c. The metallic helicoidal 
waveguide has the advantage that TEM m,odes are absent. In the 
groove guide, any lack of symmetry between the two plates introduces 
a large loss through coupling to the (slower) TEM modes. This is, in 

1646 THE BELL SYSTEM TECHNICAL JOURNAL, OCTOBER 1974 



fact, also the reason for the superiority of the dielectric ridge guide4 

over the metallic groove guide.7 

II. PROPAGATION OF WHISPERING-GALLERY MODES IN CYLINDRICAL 
SURFACES 

Let us consider a circular dielectric cylinder with radius a. For E 
modes, the cp and z components of the electric field have the form 

E(r, cp, z) = Jp(ur/a) exp [i(vcp + kzz], (1) 

where 
(2) 

Assuming that the discontinuity in refractive index is sufficiently 
large, a condition well satisfied for quartz rods in air, the boundary 
condition at r = a is 

(3) 

because, for the type of mode considered, the field tends to vanish at 
the boundary. The zeros of J P are denoted um(v), m = 0,1,2, .. '. 

We introduce new coordinates ~, r in place of y, z (see Fig. 1) 

where 

~ = r cos 0 cp - sin 0 z, 
r == cos 0 z + r sin 0 cp, 

o == tan-1 (27rr/p), 

(4) 

(5) 

the quantity p, for "period," being for the moment an arbitrary con­
stant. The wave numbers r t, rr in the new coordinate system are 
related to v, kz by 

They are such that 

v = rcosor t + rsinOrr, 

kz = - sin 0 r t + cos 0 rr. 

(6a) 

(6b) 

(6c) 

The characteristic equations, (2) and (3), are now written, using 
eqs. (6), 

(-sinOr t + cos 0 rr)2a2 + u~(rcosOrt + rsinOrr) = k2a2. (7) 

Equation (7) provides us with the desired relation between rr and r t. 
We wish to simplify this relation. Because we are interested in whisper­
ing-gallery modes corresponding to large values of v, we can use the 
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m 

o 
1 
2 
3 

Table I - Values of b parameter in eq. (10) 

1.85575 
3.24461 
4.38167 
5.387 

[311"(2m + 3/4)/2;4Jl (J.W.K.B.) 

1.841 
3.239 
4.379 
5.385 

following approximation for Um (V)8 

um(v) = V + bmv i , (8) 

where bm is given in Table 1. In the second column in Table I, the 
J.W.K.B. approximation for bm obtained from simple ray optics con­
siderations is given. As we can see, the error does not exceed 1 percent 
even for small m. 

We note further that a is not very different from r. Thus, we set 
a = r + t, t « r. Because we are considering waves that do not depart 
very much from the reference helicoidal path, rr is very close to k, and 
the transverse wave number r~ is small compared with rr. Neglecting 
products of small quantities, (7) becomes 

(9) 

where we have introduced the reference helix curvature p = a/sin2 8. 
The term 2t/ p expresses the fact that, at the reference radius r, the 
phase velocity is smaller than at the boundary with radius a. The term 
2bm (kp)-J results from the radial variation of the field. The larger the 
radial mode number m, the smaller the tangential wave number r. 
Note that the system is approximately isotropic. 

III. HELICOIDAL BOUNDARY 

In the previous section we have assumed that the boundary is a 
circular cylinder with radius a. We now assume that a is a function of 
~, but that it remains independent of r. By letting a vary with ~, we 
generate a helicoidal surface. Azimuthal confinement of the whispering­
gallery beams can be expected for various well-shaped profiles a(~). 
For simplicity, we assume here that a(~) = a, a constant, for -d < ~ 
< d, and a = r, where r denotes the reference radius, anywhere else 
in the period. A slightly tapered transition region is assumed. Mode 
mixing can therefore be neglected in the evaluation of the propagation 
constants of the modes m = 0,1,2, .. '. A small amount of mode mix-
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ing is nevertheless needed for this mode-selection mechanism to 
opera teo 4-7 

From (9), the wave numbers for the fundamental mode (m = 0) 
and first-order mode (m = 1) in the ridge (unprimed number) and 
outside the ridge (primed number) are, respectively, 

r5 = k2[1 + 2t/ p - 2bo(kp)-~], 

r5' = k2[1 - 2bo(kp)-i], 

ri = k2[1 + 2t/ p - 2b1(kp)-i], 

ri, = k2[1 - 2b1(kp)-i]. 

(lOa) 

(lOb) 

(IOc) 

(lOd) 

The axial wave numbers rIo and rn for the two modes 0 and 1 are 
now obtained using the standard dielectric slab theory. If we normalize 
the axial wave number rIo by defining 

K2 == (rfo - r5,)/(r5 - r5') 
and introduce the V parameter 

V2 == (r5 - r5,)d2, 

(11) 

(12) 

we have, for the modes m = 0, an explicit relation between V and K, 

V = {tan-1 [K(I - K2)-!] + mr/2} (1 - K2)-!, (13) 

where n = 0, 2, 4, ... correspond to even modes and n = 1, 3, ... to 
odd modes. * A similar relation holds for the modes m = 1, n = 0, 
1,2, .... 

The axial wave numbers r lmn of these various modes m,n are plotted 
in Fig. 3 as functions of the ridge width 2d, for A = 1 pm, n = 1.45 
(quartz), a rod radius a = 50 pm, and a ridge height t = 3.5 pm. We 
have chosen (J = 2.5°, corresponding to a helix radius of curvature 
p = 25 mm. Modes whose axial wave number is less than r o' (the wave 
number of the fundamental mode outside the ridge) suffer radiation 
losses. 

This figure clearly shows that only one mode (m = 0, n = 0) is free 
of radiation loss if 2d is less than 14 pm. For 2d = 14 pm, the field of 
the fundamental mode decays in azimuth by a factor of 1/ e at a 
distance 

(14) 

on either side of the ridge. For two channels, the "wings" holding the 

* The mode number n should not be confused with the refractive index n. 
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Fig. 3-Axial wave numbers rtmn for various m and n modes (r and ~ coordinates). 
Radiation loss is suffered whenever rt < ro'. The radiation zone is shaded. This 
figure shows that single-mode propagation is possible if the ridge width 2d is less 
than 14ILm (for AO = 1ILm, n = 1,45, t = 3.51Lm, a = 50 ILm, and () = 2.5°). 

rod in Fig. 1 are located at a distance 7ra12 = 80 p.m from the corruga­
tion. At that distance, the field has decayed by a factor of more than 
105• The fundamental mode therefore suffers negligible radiation loss 
(bending losses are not considered here). If we set the condition that 
~o be lo of 7raI4, we obtain the approximate condition 0 ~ AI a for 
single-mode low-loss operation. More detailed relations are given at 
the end of Section IV. 

The local mode theory used in this section is expected to be appli­
cable when the ridge width 2d is large compared to the ridge height, t, 
and large compared to the wavelength, A. In the next section, we find 
that a perturbation method applicable to small ridge areas (2 td) leads 
to almost identical conclusions. 

IV. LINE PERTURBATION OF SURFACE WAVES 

We give a general theory of the trapping of surface waves by rods 
of small cross section. This theory is then applied to helicoidal ridges 
of small cross section. 

Let us consider an isotropic surface, perhaps an inductive surface, 
supporting a plane wave with wave number k. Let us introduce a di-
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Fig. 4-Various methods of introducing a line perturbation on a surface wave. 
(a) Reactive (e.g., corrugated) surface perturbed by a dielectric rod. (b) TEM waves 
perturbed by a dielectric slab. (c) "Groove guide."7 (d) Ridge guide considered in 
this paper. The torsion of the helicoidal motion is not essential. The radius of curva­
ture p of the helix is the important parameter that determines mode selection. 

electric rod of very small cross section parallel to this surface, some 
distance away from it (Fig. 4a). Because the power carried by the plane 
wave is infinite, a straightforward application of the conventional 
perturbation method does not give any meaningful result. Therefore, 
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we shall proceed the other way around. We start from the perturbed 
state and assume that we know the propagation constant h > k. The 
wave is in that case confined transversely with a decay rate (h2 - k2)1. 
We now "peel off" the rod and evaluate the successive perturbations 
until the perturbation resulting from the rod vanishes. By specifying 
that h -+ k in that limit, the initial value of h is obtained. 

For simplicity, this method is first explained for the case where 
E ~ EO, the perturbed field being of the order of the unperturbed field. 
Let (J' be a parameter such that (J' = 0 corresponds to the absence of the 
rod and (J' = 1 corresponds to the presence of the rod. Furthermore, (J' 
is so chosen that, in the perturbation formula 

(15) 

a is a constant. This can be done because we have factored out a term 
(h2 - k2)1 inversely proportional to the power carried by the mode. 
(The distortion of the field in the close neighborhood of the rod does 
not contribute significantly to the total power, because of the large 
transverse extent of the field.) The ratio (J'is essentially the ratio of the 
present cross-section area of the perturbating rod to its original cross­
section area. Integrating eq. (15) from (J' = 1 to (J' = 0, we obtain 

(16a) 

or 
h = k cos a ~ k(l - a 2/2). (16b) 

To clarify the significance of this result, let it be applied to a con­
figuration where the exact solution is known. Consider two parallel 
perfectly conductive plates with spacing D carrying TEM modes, as 
shown in Fig. 4b. If we introduce a dielectric slab with E ~ Eo and 
width 2d, we obtain the so-called "H-guide" configuration proposed by 
Tischer.9 (Note, however, that we consider here the H modes rather 
than the low-loss modes.) The parameter (J' = y/d, where y is shown 
in Fig. 4b, clearly satisfies the requirements set up above. The con­
ventional perturbation formula (see, for example, Ref. 5, Part II, eq. 
(21), with Ep ~ E, Hp ~ H, Et = E, Ht = -H) is 

Llh = !w f (E - Eo)E2dS / f E X H·dS. (17) 

For our case, we obtain, taking into account the exp [ - (h2 - k2)1/ y I] 
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dependence of the field on y, 

Thus the constant a is, from (18), 

a = (n2 - l)kd, (19) 

where e/ eo == n2• Application of (16b) now gives the perturbed wave 
number h 

(20) 

The exact solution to the problem, for small (n2 - l)kd, is well known 
[see, for example, Ref. 5, Part II, footnote after eq. (11)]. We have, 
with the approximation tan [(n2 - l)!kd)] ~ (n2 - 1)!kd, 

(21) 

Equation (21) coincides with our perturbation result, (20), because 
h ~ k. Having satisfied ourselves with the validity of our perturbation 
technique, we apply it to a small wall perturbation. We assume that 
the case of quartz in air is the same as the case of a metallic boundary, 
except for the wavelength A/n replacing A. 

For a wall perturbation with cross-section area s, the perturbation 
formula is 

Ah = ~W}J.OH2S / f E X H·dS, (22) 

if the electric field is equal to zero. Note that h increases if the volume is 
increased, e.g., if we introduce corrugations in the wall. 

For H waves uniform along the y-axis (see Figs. 4c and 4d) (E y == E), 
we have, from lVlaxwell's equations, 

Hx = - (k/w}J.o)E, 

Hz = (iw}J.o)-laE / ax. 

Substituting in (22) we obtain the perturbation 

Ah = (s/2k)( aE/ ax)2(h2 - k2)! / fE2dX. 

(23a) 

(23b) 

(24) 

Defining (}" as x/t (see Figs. 4c or 4d), the constant a defined in (15) is 
found to be 

a = (s/2k) (aE/ ax)2 / f E 2dx, (25) 
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the derivative being evaluated at the first zero of E(x) for the mode 
m = 0, the second for the mode m = 1, and so on. 

For whispering-gallery modes, we have 

E = Ai(t), 

where Ai ( ) denotes the Airy function and 

t = (2k2/p)!x - (2k2/p)-i(k2 - h2), 

p being the boundary radius. Substituting in eq. (25), we obtain 

a = 2lmktd/ p, 

where 1m is a numerical factor 

1m = (dAijdt)r=tm / f~~ Ai2(t)dt, 

(26a) 

(26b) 

(27) 

(28) 

to, tt, ... , tm , ••• being the zeros of Ai(t). By numerical integration, we 
find 

10 = 0.981· .. 

It = 0.955· ... 

(29a) 

(29b) 

Thus, the change in propagation constant resulting from a wall 
deformation of area s = 2td is, from (27), 

(30) 

As long as the perturbation is small, hI remains smaller than r o' and 
only the mode m = 0 is free of radiation loss. For a sufficiently large 
perturbation, however, hI may exceed r o'. Then the modes m = 0 and 
m = 1 are both free of radiation loss, that is, the system is no longer 
single-mode. The condition for the system to be single-mode is therefore 

hm - r l , < r o' - r l " 

or 
(31) 

r o', rl', and the constants bo, bl were defined in Section III. The above 
condition can be written, using the values in Table I for bo, bl , 

(32) 

If we take the limit d ~ 0 in the expressions given in Section III, we 
obtain instead 

(33a) 
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which is very close to the perturbation result, (32). Thus, the local mode 
approach and the perturbation approach agree closely, not only in 
form, but also numerically. Because p ~ a/(}2, () being the angle that 
the helix makes with the z axis, and () ~ 27ra/p, p being the helix 
period, condition (33) for single-mode operation can be rewritten 

(33b) 

The extent ~o in azimuth of the fundamental mode, defined as the 
l/e point of the field, ~o = (M - k2)-! ~ (2k)-!(ho - k)-!, is, from 
(30) with m = 0, given by 

k~o ~ p/ks. (34a) 

If we specify that the fundamental mode field has decayed by a factor 
of 105 at the "wings," located, for two channels (see Fig. 1), a distance 
7ra/2 away from the ridge, we must have ~o = (7ra/2)/l1.5. Introducing 
the helix period p, this condition for the fundamental mode to have 
small radiation loss can be written 

s > 0.005(AP/a)2. (34b) 

The condition for a single mode to propagate, (33b), and for the fun­
damental mode to have small radiation losses, (34b), are consistent if 

p < 5a2/A. (35) 

For example, if a = 50 }.tm, A = (1/1.45) }.tm, according to eq. (35), 
the helix period, p, must be smaller than 18 mm. A period of 10 mm, 
for instance, would be quite adequate. Note that for such rather long 
periods the optical path is not significantly increased by the circular 
motion. Radiation into free space is negligible, as long as the medium 
surrounding the ridge is air. For mechanical reasons, however, we may 
want to use a material with lower index. In that case, radiation into 
the surrounding medium may be a limitation. 

v. CONCLUSION 

The single-material helicoidal fiber proposed earlier by the author 
has been shown to support only one mode, with low radiation loss, 
provided the following two conditions are satisfied: 

Helix period ~ rod cross-section area/wavelength. 
Ridge area ~ rod cross-section area/70. 

More detailed calculations, similar in spirit to the ones given in 
Ref. 5, would be necessary to specify the magnitude of the radiation 
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losses and the exact value of the mode discrimination. The helicoidal 
fiber, like any single-mode fiber with large mode cross section, may be 
sensitive to bending losses. The bending loss is therefore another key 
point that needs to be investigated. 
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An offset Cassegrainian antenna with essentially zero aperture blockage 
is expected to support closely spaced well-isolated beams suitable for earth 
stations and satellites. Each beam is fed with a separate smalZ-flare-angle 
corrugated horn and has good area efficiency over a 1.75:1 bandwidth. 
Each beam also has good cross-polarization properties. The antenna is 
compact, and the design appears practical for a 4- and 6-GHz earth station, 
a 20- and 30-GHz earth station, and a 20- and 30-GHz satellite. 

I. INTRODUCTION 

Satellite communication systems with large capacities can be 
achieved if the satellites and earth stations are provided with multiple­
narrow-beam antennas. l The capacity is proportional to the number of 
satellites, and thus it is important to use as many as practical in the 
limited orbital space. A moderate number of the resulting closely 
spaced satellites can be served by a single antenna at each earth­
station site if the antenna is patterned after the offset Cassegrainian 
antenna shown in Fig. 1. This design allows an orderly expansion in 
communication capacity by the addition of feed horns. Since only one 
antenna is needed at each site, the design also permits a large saving in 
earth-station costs. Good multiple-beam performance can be achieved 
across all up/down pairs of satellite frequency bands, including those 
well below 10 GHz. At 20 and 30 GHz, a large earth-station antenna 
with acceptable thermal and wind distortion is hard to achieve. How­
ever, with the design outlined here, these problems can be largely over­
come because the main reflector and subreflector can be fixed in posi­
tion, thus allowing a stiffer structure. The steering of each beam is 
achieved by moving one of the feed horns, resulting in a steerable angle 
sufficient for tracking near-synchronous satellites. 
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Fig. I-Geometry of antenna and feed system. The feed horns are scaled for a 
3m 20- and 30-GHz satellite antenna. For a 30m 4- and 6-GHz earth-station antenna, 
Land 2a are half as large as shown. 

The offset Cassegrain is also appropriate for use aboard a satellite 
because all beams, including those moderately far off-axis, have high 
area efficiencies and low side-lobe levels. However, good results on a 
satellite are restricted to bands well above 10 GHz because the antenna 
size is limited by the launch vehicle. 

It has been previously shown that a multiple-beam antenna can be 
achieved in a variety of ways,2-5 where each approach has emphasized 
one feature desired in a practical antenna. By combining several of these 
with a corrugated feed horn6 and an enlarged subreflector, it is possible 
to achieve a compact antenna with exceptionally good multiple-beam 
characteristics. In particular, in the offset Cassegrainian antenna 
shown in Fig. 1: 

(i) An offset design essentially eliminates beam blockage, thus 
allowing a significant reduction in side-lobe level. 7 This, in 
turn, results in higher isolation between beams and a lower 
antenna noise temperature. 
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(ii) The Cassegrainian feed system is compact and has a large 
focal-Iength-to-diameter (F / D) ratio. 8 The large F / D ratio 
reduces aberrations to an acceptable level, even when a beam 
is moderately far off-axis. 

(iii) A corrugated feed horn is essentially a Gaussian-beam launcher9 

and, as such, it can be used to achieve beams with low side-lobe 
levels. The corresponding feed-horn aperture6 is small enough 
to allow the beams to be closely spaced. 

(iv) An enlarged subreflector, as indicated by the dashed line in 
Fig. 1, allows the main reflector to be properly illuminated, 
even when a beam is moderately far off-axis. 

These features can be achieved over a wide range of antenna param­
eters. Using the results developed here, the sample calculations sum­
marized in Table I show that (i) the off-axis beam angles are practical, 
(ii) the coma aberration is small, (iii) the feed-horn dimensions are 
reasonable, and (iv) the isolations between beams are large. 

II. OFF-AXIS DESIGN CRITERIA 

Consider a parabolic reflector that is circularly symmetric and 
illuminated with a feed at its prime focus. If the aperture is large in 
wavelengths and the prime focal-Iength-to-diameter, F'/D, ratio is 2 
or more, it is well-known that a beam can be scanned over tens of beam­
widths by lateral displacement of the feed. 2 A Cassegrainian antenna 
normally has a secondary focal length F larger than F', and thus a 
larger F / D ratio. 8 Consequently, a scanned beam can also be obtained 
by displacing a feed at the secondary focus. 5 For the small off-axis angle 
reported in Ref. 5 (4 beamwidths == 0.9°), the on-axis and off-axis 
beam characteristics are nearly identical, and the residual differences 
can be readily explained in terms of an equivalent parabola. 5 ,8 The 
equivalent parabola, in turn, has characteristics identical to those of a 
prime-focus parabola. Consequently, the prime-focus theory2 can be 
used to predict the off-axis equivalent-parabola results, and thus the 
Cassegrainian results. This chain of reasoning assumes that the equiv­
alent-parabola concept is valid for the antenna parameters (F' / D and 
F / D ratios and off-axis angles) considered here. In support of this 
assumption, it is of interest to note that the chief off-axis beam param­
eter of a prime-focus parabola, namely,2 

(1) 
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where N is the off-axis angle in half-power beamwidths, has a value in 
Ref. 5 of about 30. Thus, the equivalent-parabola concept is valid for 
X' values at least through 30. Furthermore, the known results indicate 
that the region of validity can be extrapolated to X' values well 
beyond 30. In particular, Ref. 5 shows that the coma lobe, which is the 
first side lobe aimed toward the on-axis direction, increases very slowly 
as a function of off-axis beam angle. From Ref. 2, it is also known that 
an increase in coma-lobe level is a sensitive leading indicator of serious 
aberration problems, and that X' increases rapidly with coma-lobe 
level. It follows that X' in Ref. 5 can be much larger than 30 before a 
larger increase in coma-lobe level signals the onset of serious aberra-. 
tions. The upper limit of X' should and can be calculated but, in the 
meantime, some of the results in Table I include an engineering judg­
ment that the equivalent-parabola concept is valid for X' values 
through 45. Even if the upper limit turns out to be somewhat less, the 
offset Cassegrain can still support a respectable number of multiple 
beams, i.e., for X' = 30, the number of 1°-spaced beams from the 
earth-station antenna of Table I is 7 rather than 11. 

An important parameter of an off-axis beam is the third-order phase 
error across the beam at the antenna aperture. This error, de/>, increases 
the level of the coma lobe.2 For a symmetrical parabola illuminated 
with a feed displaced laterally from the prime focus, the peak value of 
de/> at the edge of the aperture can be calculated from eq. (12) of 
Ref. 2. Similarly, when an offset parabola (as in Fig. 1) is illuminated 
with a feed displaced laterally from the prime focus (in the x direction 
in Fig. 1), the maximum third-order phase error, de/>', which occurs at 
the side edge of the aperture, can be calculated from1o 

I 27r F' sin () 1 
de/> = 32 ~ (F'/D)3 1 + (Y2/2F')2 , (2) 

where F' is the prime focal length, () is the off-axis angle of the beam, D 
is the diameter of the offset aperture, and Y 2 (see Fig. 1) is the offset 
height of the aperture. Equation (2) assumes that the feed is also dis­
placed slightly in the longitudinal direction (the - z direction in Fig. 1) 
to cancel field curvature. 

Comparison of eqs. (12) and (13) of Ref. 2 shows that de/>' is pro­
portional to X'. Noting that D.ie/>' in (2) is defined in terms of the aper­
ture diameter, D, independently of whether the aperture is centered or 
offset, it follows that D in eq. (1) should be interpreted in the same way, 
i.e., it is the diameter of the offset aperture, D, and not the diameter of 
the aperture of the full parabola (8/3 D in Fig. 1). 
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If the prime-focus feed illuminating the offset parabola is replaced 
with a Cassegrainian feed system, as in Fig. 1, and the equivalent­
parabola concept is valid, F' in (1) and (2) can be replaced with the 
Cassegrainian focal length F. In Fig. 1, F is the distance Z times the 
ratio of centerline-ray heights where they intercept the main and sub­
reflector heights, i.e., F = Z(YdY1). For the antenna parameters 
listed in Table I, the values of D.¢ calculated from (2) are substantially 
less than 90°. For these values, the first side lobe, or coma lobe, is 
increased in amplitude, but the side lobes which are positioned further 
out, i.e., those that determine the minimum spacing of well-isolated 
beams, are virtually unchanged. Accordingly, in the remainder of this 
paper, it is assumed that D.¢ is zero. The corresponding values of X, 
which are calculated from (1) after replacing F' by F, are found to be 
4.5 or less. From the plots given in Ref. 2, the off-axis and on-axis 
beam characteristics are essentially identical for these values of X. 

III. BEAM SPACING 

Suppose the amplitude distribution across an unblocked aperture 
is that of a dominant-mode Gaussian beam, that the amplitude at the 
edge is truncated at the -15-dB point, and that the phase front is 
uniform. The envelope of the resulting radiation pattern is shown in 
Fig. 2. For the offset Cassegrain shown in Fig. 1, the above amplitude 
and phase distribution can be achieved by placing a corrugated feed 
horn6 at the secondary focal point, f. Comparison of Dragone's results9 

with the standard Gaussian-beam equationsll shows that the radius of 
the beam, w, at the - 8.686-dB (or 1/ e amplitude) point, is related to 
the feed-aperture radius, a, by 

w = 0.647 a. (3) 

The comparison also shows that the phase-front radius is equal to the 
slant length of the feed-horn, L. Using Gaussian-beam equations,!1 the 
beam parameters in any other region in the feed system can be cal­
culated. One result is that the required feed-horn length, L, can be 
found from the half-angle, 'Y, subtended at the focus f by the subre­
flector, and the illumination taper, T, in dB, at the edge of the sub­
reflector. 

~ 
L = 0.076 2 T dB • 

'Y 
(4) 

Equation (4) includes the feed-horn design criterion6 

a2/~L = 1, (5) 
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Fig. 2-Estimate of the side-lobe envelope resulting from a Gaussian illumination 
taper truncated at the -15 dB point, courtesy of T. S. Chu. 

where, for a 1.75: 1 bandwidth, X is specified at the low end of the fre­
quency range. Equation (4) is strictly valid only when 'Y » XI Dsub, 

where Dsub is the diameter of the subreflector. For an equivalent 
parabola with focal length F,8 it can be shown that the 'Y criterion is 
automatically satisfied when the F I D ratio is less than 5. 

The corresponding feed-horn aperture radius, a, is found by solving 
a2/XL = 1 for a, and substituting L from (4) : 

X 
a = 0.275 - ~TdB. (6) 

'Y 

Suppose the antenna shown in Fig. 1 has a diameter-to-wavelength 
ratio, D IX, in the hundreds, an equivalent focal length, F, and an F I D 
ratio larger than 2. Then if a second feed-horn is placed adjacent to 
the on-axis feed, the second beam will be aimed in an off-axis direction, 
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01 = 2a/F. Inserting a from Eq. (6) and noting8 that 'Y = D/2F, 

A 
01 = 1.1 D ~TdB. (7) 

Inserting (7) into the parameter on the abscissa of Fig. 2, the value of 
u for contiguous corrugated feed horns is 

Ul = 3.46~TdB. (8) 

For T = 15 dB, Ul = 13.4. From Fig. 2, the - 3-dB beamwidth is 
3.62; thus, Ul corresponds to 13.4/3.62 = 3.7 beamwidths. For 
Ul = 13.4, Fig. 2 shows that the side-lobe envelope level is - 37 dB; 
this is approximately equal to the isolation of two beams spaced 01 

degrees apart. The isolations for typical beam spacings are included in 
Table I. In the earth-station example, the minimum beam spacing is 
0.6°, but the corresponding isolations, 37 and 43 dB at 4 and 6 GHz, 
respectively, are too small for allowable adjacent-satellite interfer­
ence.12 These isolations can be increased to 45 and 49 dB, respectively, 
by increasing the beam (and satellite) spacing to 1°. The increased 
beam spacing also allows room between feed horns, so they can be 
moved individually to track small errors in satellite positioning. 

IV. AREA EFFICIENCY 

Suppose an off-axis plane wave is incident on the main-reflector aper­
ture shown in Fig. 1. The rays intercepted and reflected by the main 
reflector are displaced laterally with respect to those from an on-axis 
beam. But if the subreflector surface is sufficiently broadened, each of 
these rays will be intercepted and focused to a new point that is dis­
placed laterally with respect to focal point f. To accommodate off-axis 
beams in the horizontal plane, the subreflector width is increased; 
similarly, for beams in the vertical plane, the height is increased, as 
indicated by the dashed line in Fig. 1. 

The lateral displacement of the focus, corresponding to an off-axis 
beam at an angle 0, is equal to 0 times the equivalent focal length, F. 
It is assumed that a separate corrugated feed horn is optimally posi­
tioned about the focus of each off-axis beam, i.e., each feed is pointed 
such that the original on-axis amplitude distribution is maintained 
across the main-reflector aperture, and each feed is longitudinally 
positioned to minimize aberrations. 

The phase center of a corrugated horn can be calculated as a func­
tion of frequency. 9 This in turn allows the longitudinal position of the 
feed to be optimized for broadband performance. 
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Assuming the foregoing precautions are observed, each beam of the 
antenna in Fig. 1 has a computed gain about 1 dB less than that ob­
tainable from an aperture with a uniform amplitude distribution. The 
underlying reasons for the good area efficiency, 80 percent, are (i) the 
main reflector does not have to be enlarged to accommodate off-axis 
beams, and (ii) the F / D ratio of a Cassegrainian antenna is fairly large. 

V. POLARIZATION CROSS-COUPLING 

T. S. Chu and R. H. Turrin have shown that the cross-coupling of an 
offset reflector is a function of (i) the angle between the feed axis and 
the reflector axis and (ii) the half-angle subtended at the focus by the 
reflector.13 In an offset Cassegrainian antenna with a moderate F / D 
ratio, these angles are fairly small; thus, the cross-coupling is very 
small. In particular, in Fig. 1, 1/; = 14° and 'Y = 8.5°. For linearly 
polarized excitation, the cross-polarized lobes have a peak value of 
-45 dB. It is anticipated that, in beams with small off-axis angles, as 
in Table I, the cross-coupling will be about the same. 

VI. MULTIPLE-BEAM ANTENNA PARAMETERS 

The off-axis beam parameters and corresponding feed-horn dimen­
sions of an offset Cassegrainian antenna fed with corrugated horns 
can be calculated once the main-aperture diameter and operating 

Table I - Multiple-beam antenna parameters 

Aperture diameter, D 
Wavelength, X 
Beamwidth, {3 
Primary focal length, F' 
Off-axis beam angle, () 
No. of beamwidths, N = ()/{3 
Off-axis parameter, X' 
Main-reflector offset, Y 2 

Subreflector offset, Y 1 

Equivalent focal length, F 
F /D ratio 
Coma aberration, AcJ> 
Off-axis parameter, X 
Feed-horn length, L 
Feed-horn diameter, 2a 
Beam spacing ()1 

Isolation at ()1 spacing 
Isolation at 1 ° spacing 
No. of available beams 

Earth Station 
at 4/6 GHz 

30 meters 
7.5 cm/5 cm 
0.165° /0.11 ° 

30 meters 
5° 

30/45 
30/45 
25 meters 
5 meters 

100 meters 
3.33 

18°/27° 
3.0/4.5 
3.8 meters 
1.03 meters 
0.6° 

37 dB/43 dB 
45 dB/49 dB 
16 (in a row) 

Satellite at 
20/30 GHz 

3 meters 
1.5 cm/1 cm 
0.33° /0.22° 
3 meters 
4° 

12/18 
12/18 
2.5 meters 
0.5 meter 

10 meters 
3.33 

14°/21° 
1.2/1.8 

76 em 
20.5 em 

1.2° 
37 dB/43 dB 

18 (within U. S.) 
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wavelengths are specified. Typical results for an earth-station antenna 
at 4 and 6 GHz and a satellite antenna at 20 and 30 GHz are givenin 
Table r. Similar results for other diameters and wavelengths can be 
found by following the text and performing the calculations in the 
order listed in Table r. 

VII. CONCLUSIONS 

An offset Cassegrainian antenna fed with corrugated horns is ex­
pected to have well-isolated multiple beams that are broadband and 
dual-polarized. The antenna has good area efficiency and is relatively 
compact. This combination of properties makes the antenna well­
suited for earth stations and satellites. 
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A n improved delta modulator is described that. communicates to the 
receiver changes in the magnitude of the signal instead of changes in the 
amplitude. It is shown that propagation of errors in this system is limited, 
even when digital accumulators without leakage are used for integration. 

I. INTRODUCTION 

A major factor in the design of differential CODECS is achieving rapid 
recovery from transmission errors. Traditionally,! slow leakage in 
analog integrators has allowed error signals to decay with a defined 
time constant. We describe here another method for curtailing the 
propagation of errors, one that is well suited for use with digital 
integration. Digital integration2- 4 is attractive for differential CODECS 

constructed of integrated circuits. It allows the conversion to analog 
format to be left to a late stage of signal processing, thereby avoiding 
the need for high-grade amplifiers and carefully matched pulses, and 
enables signal amplitudes to be companded by appropriate design of 
the digital-to-analog CD/A) conversion network. 

Introducing slow linear leakage into digital integrators is incon­
venient. Indeed, leakage is often undesirable because perfect integra­
tion has an advantage of its own, once the effect of circuit and trans­
mission faults has been contained. 

Reference 2 demonstrates how a periodic clamp or an overload of 
the integrator corrects errors, but neither of these methods is suitable 
for use with speech signals. The proposed method is a simple one; 
instead of signaling changes of amplitude, the coder merely signals 
changes of magnitude. This small modification causes errors to fall 
quickly to zero. It has application to a variety of CODECS, being especi­
ally well suited for delta modulators and related I-bit CODECS used for 
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transmitting speech. Application to multibit differential CODECS IS 

somewhat restricted. 

II. DIFFERENTIAL CODECS INCORPORATING DIGITAL INTEGRATION 

There are several ways of providing digital integration for differ­
ential CODECS; Fig. 1 shows three methods. The first is a delta modu­
lator that uses an up-down counter.3- 4 The second is a multilevel differ­
ential CODEC that uses a conventional accumulator,2 comprising an 
adder and a register. The third is an interpolative CODEC 5 that uses a 
bidirectional shift register. If this register is fed l's at the lower input 
and 0'8 at the upper, the entire contents shift up or down during each 
cycle, in response to the output of the threshold decision circuit. 
Details of this third circuit will be discussed in a later paper. 

It is clear that a transmission error or inaccurate start-up procedure 
in any of these circuits can result in permanent mist racking of the trans­
mitting and receiving integrators. Such mistracking may not be very 
serious for uniformly quantized signals, but when the D / A con­
version levels are companded, mistracking would be catastrophic. 
Logarithmically companded magnitudes are useful for transmitting 
speech, and they are easily obtained by means of the circuit in Fig. 1c. 

Figure 2 shows a CODEC modified to communicate changes of mag­
nitude: Whenever the most significant bit in the counter is 0, the code 
is inverted for transmission. The code is reinverted at the receiver 
under control of the most significant bit of the receiving counter. 
Notice that for symmetric signals, such as speech, the most significant 
bit indicates the polarity of the signal, and the remaining bits describe 
its magnitude, negative magnitudes being in 2's complement format. 

The circuits in Fig. 1 do not explicitly show the means for protecting 
the digital integrators from overflowing, but such protection is needed 
to prevent serious distortion of very large signals. Figure 2 incorporates 
two gates, A and B, that detect when the counter is full or empty. 
Their outputs inhibit threshold decision that would cause over- or 
underflow. 

Figure 3 contrasts the responses of the circuits in Figs. 1a and 2 
when transmission errors occur in the eighth and the nineteenth cycle. 
Permanent mistracking can occur when amplitude changes are sig­
naled, but the errors quickly disappear when magnitude changes are 
signaled. The speed of recovery depends on the frequency of zero 
crossings of the input signal: A single positive error is wiped out when 
the signal would have crossed through zero going positively, or when 
the erroneous signal crosses zero going negatively. Zero crossings in 
the other direction correct negative errors. 
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Fig. 1-Differential CODECS employing digital integration. (a) Steps are counted 
in a delta modulator. (b) Steps are accumulated in a differential CODEC. (c) A shift 
register stores l's in an interpolative CODEC. 
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FIG. 3-CODEC responses. (a) Representative input and output. (b) Delta modulator 
code. (c) Delta modulator code with two errors. (d) Delta modulator responses. (e) 
Code that signals magnitude change. (f) Code with two errors. (g) Output waveforms. 

An alternative circuit arrangement for signaling magnitude is shown 
in Fig. 4. Here the exclusive NOR gate that inverts the code is placed 
in the feedback loop of the coder, and the counter holds code that 
describes only the magnitude of the signal. Polarity is defined by the 
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state of a toggle circuit, T. The AND gate A prevents overflow of the 
counter. The OR gate B detects when the counter is empty, and when 
a further decrease in magnitude is demanded, it diverts the clock from 
the counter to changing the state of the toggle. When the toggle in­
dicates a negative polarity, its output inverts both the code and the 
output of the D / A network, thereby preserving negative feedback. 
This circuit arrangement is often easier to implement for companded 
codes than is the arrangement in Fig. 2. The methods illustrated in 
Figs. 2 and 4 can be used to modify any CODEC in Fig. 1. For the 
application to multilevel coding, the exclusive NOR gate should be 
used to invert only the polarity bit, the magnitude in the transmitted 
bit remaining unchanged. 

III. PRESERVING SIGNAL POLARITY 

A liability of signaling magnitudes is the inability to continuously 
inform the receiver of signal polarity. We now demonstrate that trans­
mission errors cannot cause an inversion of the signa1. 

The output signal at any time has one of a set of discrete values. In 
Fig. 5a, these values have been numbered in order, as have the cycle 
times. The graph starts at cycle 1 on 5, an odd-numbered level; there­
after, the signal always has an odd-numbered value on an odd-num­
bered cycle, even after a transmission error has occurred. An inversion 
of polarity, illustrated in Fig. 5b, requires that the signal assume even­
numbered values at odd-numbered cycles. This can occur only after 
incorrect start-up or loss of synchronization; once polarity is estab­
lished, it will be preserved as long as the system remains synchronized, 
transmission errors having only a transitory effect. 

Notice that the method used for avoiding overflow of the counters 
in Figs. 2 and 4 preserves the timing of the system in a way that pre­
vents an inversion of polarity when error causes an overload. It also 
helps to eliminate errors in a way that is analogous to the method 
described in Ref. 2. 

The above discussion applies whether or not the output levels are 
companded, but it does assume that the signal steps up or down by 
one level at a time. Multilevel differential CODECS permit the signal to 
step through several levels at a time; they can lose their hold on 
polarity after an error unless step sizes are chosen with care. Spe­
cifically, the sum of any odd number of steps should never be equal to 
the sum of an even number of steps. Regardless of the manner in which 
the steps are chosen, multilevel steps tend to increase the time taken 
to wipe out errors, as is illustrated in Fig. 6. These observations indi-
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Fig. 5b-An inversion of polarity caused by incorrect start-up. 

cate that signaling changes of magnitude is best suited for I-bit cod­
ing, stepping one level at a time, but the levels themselves may be 
companded. 

IV. CONCLUSION 

Codes that signal changes in magnitude direct the output to step 
either toward or away from zero amplitude. We have seen that such 
coding wipes out the effect of a transmission error when next the signal 
passes zero in an appropriate direction. 

Use of zero as the reference is appropriate for coding speech signals, 
because they frequently pass through zero amplitude. In general, the 
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Fig. 6-Response of a multilevel differential CODEC having step sizes ±1, ±3, ±5. 
(a) Ordinary differential code. (b) The code that signals changes of magnitude. (c) 
The code with an error. (d) The correct and erroneous responses. 

reference can be any value that does not correspond exactly to a 
possible output level. For coding video, the reference is best set at an 
amplitude corresponding to medium brightness so that errors can be 
wiped out quickly. 

Conventional differential CODECS signal changes in amplitude; they 
may be regarded as having a reference set outside the signal range and 
do not use the error correcting properties associated with an internal 
reference. 
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