










































































































































































































































































Since it is also true that 
N-l 

B(z) = mN - :E (mr+l - �m�r�)�F�(�~�r�z�)�,� (8') 
r=l 

it is clear that B (z) is a monotonic, strictly decreasing function of z; 
also, B(O) = mN > 0 and B(z) �~� ml < 0 as z �~�O�O�.� Hence, there 
exists a unique integer i with the property that 

(9) 

We denote "(i by C and refer to it as the central step size. All step sizes 
are considered to be of the form C,,(i, i = 0, ±1, ±2, 

Remarks: 

(i) The parameters {mi} and "( may be selected to make the resulting 
central step size C approximate as closely as desired any given real 
positive number, �~�.� First, by making "( close to unity the grid of 
possible step sizes can be made sufficiently fine. Second, the integral 
parameters {md can be chosen to make :E �m�r�{�F�(�~�r�.�6�.�)� - �F�(�~�r�-�l�~�)�}� 
sufficiently small. 

(ii) So far, we have been concerned with the central step size for 
the probability distribution F(z), corresponding to the particular scale 
parameter u = 1. To demonstrate the behavior of the central step 
size with various scale parameters, let C u denote the central step size 
corresponding to the input probability distribution, F u (z), and let 
Bu(z) be defined like B(z) in (8) with F(·) replaced by Fu(')' Let Qu 
be the unique solution of 

(10) 

where, of course, Qu may not be of the form "(i, i integral. However, 

(11) 

We observe that Qu scales, i.e., 

(12) 

The above follows from the following property of the functions 
{Bu(')} : 

From (11) and (12), 

(13) 

and it is in this sense that we say that the central step size scales. 
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1.3 Basic equations 

We define a Markov chain and obtain the transition equations for 
the ordinary quantizer with the inputs being {x(n)}, which are inde­
pendent identically distributed, and Pr{ Ix(n) I ;:£ z} = F(z). Let 

wen) ~ 10g'Y den) - 10g'Y C, 

so that 

where 1 ;:£ r ;:£ N. We have in (14) a Markov chain on 0, ±1, ±2, ... , 
with the central step size C corresponding to the 0 state. Let 

p(i; n) ~ Pr [wen) = i]. 

The state transition equations are 

N 
p(i; n + 1) = L b(r) (i - mr)p(i - mr ; n), (15) 

r=1 

where the transition probabilities are 

The qualitative results that we obtain are based on the following 
two relations that do not depend on the particular distribution F(z). 

(i) 0 ;:£ F(~r'Yi) < F(~r'Yi+1) ;:£ 1 
for all i and 1 ;:£ r ;:£ (N - 1). (17) 

N N 
(ii) L mrb(r) (-1) > 0 ~ L mrb(r) (0). (18) 

r=1 r=1 

The latter condition follows from the definition of the central step size. 
The 0 state of the random walk has the following important prop­

erty: There is a net drift to the left (right) from states to the right 
(left) of the 0 state. 

N 
E[w(n + 1) Iw(n) = iJ - i = L mrb(r)(i) < 0 if i > 0 

r=1 
> 0 if i < 0 . (19) 

The above super- and submartingale properties are the basis for the 
existence of a stochastic Liapunov function (Appendix A) and the 
bound given in Section 3.2. 
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1.4 Saturating adaptive quantizer 

Any hardware implementation of the quantizers will incorporate 
some scheme for restricting the range of step sizes. In addition, there 
are reasons for desiring the step size to be bounded. For instance, by 
limiting the step sizes at both ends, it is possible to devise automatic 
schemes for "forgetting" the effects of past channel errors. 9 In such 
algorithms, the step size may be bounded to fairly small intervals. 

For the saturating adaptive quantizer, eq. (3), suppose that 

~r_lC'Yw(n) ~ I x(n) I < ~rC'Yw(n) 

for some r, 1 ~ r ~ N. We obtain the following equation analogous 
to (14): 

wen + 1) = wen) + mr if -K ~ wen) + mr ~ L 
=-K if wen) + mr ~-K 
= L if L ~ wen) + m r, (20) 

where K and L are fixed positive integers. The ordinary quantizer is 
obtained if K, L -+ 00. 

We observe the following: The central state for the saturating 
adaptive quantizer may be defined exactly as in the ordinary type of 
quantizer; the important martingale properties, expressed in eq. (19) 
for the ordinary quantizer, carryover to the saturating type. The 
time-dependent transition equations of the saturating quantizer are 
characterized by numerous involved boundary equations. However, 
the bulk of the equations are of the form given in (15): 

N 
p(i; n + 1) = L b(r) (i - mr)p(i - m r ; n) 

r=l 

We do not give the remaining equations since we have no direct need 
for the time-dependent equations. In Appendix B we give, following 
the method and notation of Section 2.1, a complete set of reduced 
equations satisfied by the stationary probabilities. 

II. STATIONARY DISTRIBUTIONS 

Appendix A establishes the existence and uniqueness of a finite 
stationary distribution for the step size in the quantizers. The following 
sections establish the main qualitative properties of the stationary 
distributions for both the ordinary and saturating adaptive quantizers. 

If we set p(i; n + 1) = p(i; n) = p(i) in the time-dependent 
equations, then the stationary probabilities are given by {p (i) }. Thus, 
the stationary probabilities of the ordinary adaptive quantizer are 
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obtained from 

N 
p(i) = L: b(r) (i - mr)p(i - mr), i = 0, ±1, ±? ... (21) 

r=l 

and the normalization equation, 

00 

L: p(i) = 1. 

2.1 A useful reduction of the equations for stationary probabilities 

In each equation in (21), the maximum difference in the indices of 
the state probabilities is (mN - ml). By exploiting a property of the 
stationary distribution, we now obtain a set of new equations where 
the maximum difference in the indices is (mN - ml - 1). The reduced 
set of equations together with the normalization equation is complete. 
A simple interpretation and the motivation of the reduced equation 
is given in Ref. 1; remark (ii) below gives an additional probabilistic 
interpretation. The reduced equations are important to us, as they 
allow us to consider only a smaller set of solutions. 

For any integral j, 

Since L::Y=1 b(r) (i) = 1, the above reduces to 

i~J;dl pCi) ~ :~: i~;~~::'+l Ltl b(')Ct) I pCt). (22) 

Define for 1 ~ r ~ N and all integral i, 

y;(r) (i) ~ t b(s) (i). (23) 
8=1 

The quantities {y;(r),(i)} may be directly obtained from the input 
distribution, since y;(r) (i) = F(~rC'Yi). From (22) we obtain the reduced 
equations 

N-l j-mr 

L: L: y;(r) (i)p(i) j = 0, ±1, ±2, .. , 
r=1 i=j-mT+l+l 

(24) 
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In these equations, the set [j - mr+l + 1, j - mrJ is to be treated as 
empty if mr = mr+l. 

Remarks: 

(i) The manipulations leading to (24) are justified since they involve 
bounded quantities, as is implied by the existence of a unique finite 
stationary distribution. 

(ii) Equation (24) is equivalent to the following identity, which is 
intuitively plausible and may be proven independently: 

Pr 8 [w (n) ~ j and w (n + 1) ~ j + 1 J 
= Pr b [w (n + 1) ~ j and w (n) ~ j + 1 J, 

where the subscript s is being used to identify stationary probabilities. 
(iii) Equation (24) may be used to give a simple proof of an identity 

(called simply an identity in Ref. 1 and "the design equation" in 
Ref. 4) involving the stationary state probabilities of the ordinary 
quantizer. Sum both sides of (24) for all integral j: 

00 i 00 N-l i-mr 
L: L: p(i) = L: L: L: 1f;(r) (i)p(i). 

j=-r:L:J i=j-mN+l j=-oo r=l i=j-mr+l+1 

The left-hand side is simply mN and the right-hand side is 

where 

qr ~ :E {1f;(r) (i) - 1f;(r-l) (i) }p(i). 
i=-oo 

Hence, 

(25) 

Equation (25) has a natural interpretation if we recognize that qr is 
the stationary rth step occupancy probability, i.e., 

(26) 

The steps leading to eq. (24) may be repeated for the saturating 
adaptive quantizer, and a similar reduction may be achieved. These 
equations are given in Appendix B. The main recursion is identical 
to that of the ordinary quantizer, namely, eq. (24), and holds for all 
integral j, -K + mN ~ j ~ L + ml + 1. Observe that the range 
over which (24) is valid, for the saturating quantizer, is such that 
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every state probability is included in at least one component of the 
recursion. 

It may be verified by the reader that the identity in (25), the design 
equation of Ref. 4, does not hold for the saturating quantizer. 

2.2 Localization property of the stationary distribution 

We prove a fundamental distribution-free property of the stationary 
distribution of the step size. For both the ordinary and the saturating 
adaptive quantizers, ·we obtain sharp geometric bounds on almost all 
the stationary state probabilities as a function of the distance of the 
state from the 0 state. The actual bounds obtained are somewhat 
stronger than the above statement implies, since the rate parameter in 
the geometric bound itself decreases monotonically with increasing 
distance from the 0 state. These bounds show that a strong localization 
of the mass of the stationary distribution about the 0 state (central 
step size) is inherent in the random walk. Also, we found that it was 
necessary to prove a result like Theorem 1 before the effects of the 
multipliers on the dispersion of the stationary distribution could be 
quantified. 

It is necessary to define certain vectors and matrices of dimensions 
(mN - ml - 1) and (mN - ml - 1) X (mN - ml - 1), respectively. 
Let Pi denote the column vector with the following components:* 

Pi ~ [p(i), p(i + 1), .. " p(i + mN - ml - 2)Jt. (27) 

Equation (24) may be used to construct matrices {Ad, which govern 
the transitions of the above vectors in the following manner: 

(28) 

By examining (24) we observe that the elements of Ai depend on the 
quantities y;(r) (i), "', y;(r) (i + mN - ml - 1), 1 ~ r ~ N, and the 
subscript i indicates this dependence. 

Theorem 1 (Localization Property) : Let i > O. For both the ordinary and 
saturating adaptive quantizers, there exists a constant weight vector with 
positive elements, A, and a constant, r > 1, depending only on Ai such 
that, for all j ~ i, 

(AtP j) ~ (~ )j-i (AtP i). (29) 

There exists the L1-norm, Ixl ~ L Aklxkl, of the vectors {Pj} which 
decreases geometrically as I j - i I increases. 

* The superscript t denotes the transpose. 
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A n identical statement with I j - i I replacing the index j - i in 
(29) is also true for i < 0 and all j ~ i. 

Remarks·: 

(i) When r and ~ in (29) are as constructed by us in the proof of 
the theorem, then the inequality in (29) becomes an equality if Ak = Ai 
for k = i, i + 1, "', j. This indicates that it is not possible to obtain 
tighter geometric bounds without making further assumptions on the 
distribution F(z). 

Using Theorem 1, We can give the following point-wise bound on 
the stationary state probabilities for both the ordinary and saturating 
adaptive quantizers:t let i > 0; then, for j ~ i 

Similarly, for i < 0 and all j ~ i, 

- (ltp i ) ~ - • ( 
1 ) i-i ( 1 ) i- j 

r r 
(30') 

The proof of (30) is as follows. Let f-m denote the largest element of the 
vector ~ occuring in Theorem 1 so that 1 ~ m ~ mN - ml - 1. From 
Theorem 1, 

( 
1 )i-1 

( 1 )i-i f-mP(j + m - 1) ~ ~tPi ~ r (~tPi) ~ r f-m(ltP i ), 

and the inequalities in (30) follow. 

Remarks: 

(ii) Observe that for the bounds in (29) and (30) we may use any 
i, 0 < i ~ j, as the reference state. The choice of the best reference 
state depends on the behavior of r with i which, in turn, depends on 
the distribution F(z). The main distribution-free property of rei), 
namely, statement (iii) of Lemma I, indicates an advantage of choos­
ing a large i for the reference state. In Section 2.4, we prove an assertion 
by implicitly using more than one reference state i. 

The proof of Theorem 1 relies on two lemmas that we state here 
and prove in Appendix C) 

* This remark implies the tightness of the bound in (29), which is lacking for the 
bound obtained in Ref. 1 for the two-bit quantizer. 

t The vector 1 has every element equal to unity. 
lObserve that neither Ai nor A? is a nonnegative matrix so that the usual 

Frobenius theory does not apply. 
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Lemma 1: For every i > 0, 

(i) Ai is nonsingular and Ail has a unique positive real eigenvalue, 
say, r. Furthermore, r > 1. 

(ii) Every element of the corresponding left eigenvector of A-I, J., is 
of the same sign and nonzero, hence we l1Wy take J. to be a positive 
vector. 

(iii) r which depends on i is monotonic, strictly increasing with i. 

Lemma 2: For j ~ i > 0, 

(31) 

Remarks: 

(iii) It is not the case that J.t[Aj-1 - Ail] ~ 0, so that (31) is 
not true if P i+l is taken to be an arbitrary nonnegative vector. * In 
proving Lemma 2 it is necessary to take into account the fact that the 
vector P j, from which P i+l evolves according to eq. (28), is itself 
nonnegative, and this implies that P i+l is restricted to a cone that is 
a proper subset of the nonnegative quadrant. 

Proof of Theorem 1 : For j ~ i > 0, 

J.tPi = J.tAj-IPi+1 = J.t[Aj-1 - Ai-I]P i +1 + J. tA i-IPi+1 

= J.t[Aj- 1 - Ai-l]Pi+l + rJ.tPi+1 from Lemma 1 
~ rJ.tPi+l from Lemma 2. (32) 

Hence, (J.tpi) ~ (l/r)i-i(J.tp i) for all j ~ i, as was to be proved. 
As every element of Pi is nonnegative, the L1-norm I Pi I is equal 

to J.tp i. Finally, we may transfer the result that holds for i > 0 to 
the case of i < 0 by a simple renumbering of states in the manner that 
has been indicated in Ref. 1. 

The notation common with Ref. 1 conceals some rather significant 
differences in both the main result (29) and its proof. In Ref. 1, the 
corresponding result involved J. and r, which were elements of the 
eigensystem of an additional matrix Ai obtained in an involved way 
from Ai. The result in Lemma 2 has no counterpart in Ref. 1. The 
geometric bound obtained in Ref. 1 is peculiar to two-bit (N = 2) 
quantizers, and does not directly generalize. Also, the bound obtained 
here is stronger even for the case N = 2. 

2.3 Lower bounds on the steepness factors, rei) 

Theorem 1 and the subsequent bound in (30) indicates that rei) 
is a local measure of the rate with which the stationary probabilities 

* A vector is nonnegative if every element is nonnegative. The nonnegative 
quadrant in Rn is the set of all nonnegative vectors of dimension n. 
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change, and for this reason we find it natural to call rei) the local 
steepness factor. Here we go back to the definition of rei) as being the 
unique positive real root of the polynomial C(J..L), eq. (60), to obtain 
the following bound on rei), which has the advantages of being ex­
plicit and being dependent only on the transition probabilities at state 
i. We make free use of this bound in the following section. 

l 
t (-m

r
) {~(r) (i) - ~(r-l) (i) } ] l/mN-ml-1 

rei) ~ p(i) ~r -=-:~:-::------------ , 
L mr{~(r) (i) - ~(r-l) (i)} 

r=J'+l 

(33) 

where, of the N multipliers, only J..L multipliers have values not exceed­
ing unity, i.e., 

and 

The bound p(i) has certain interesting properties. First, observe that, 
by virtue of the definition of the central state [eqs. (8) and (9)], 
p(i) > 1 for all i > O.Also,thesequencep(i),is,like {r(i)},monotonic, 
increasing with i. The numerator and denominator of the bracketed 
expression have interesting probabilistic interpretations: The numer­
ator (denominator) is the expected change in state conditional on the 
transition being from state i to all states i' ~ i(i' > i). 

The proof of eq. (33) is involved, and for the sake of brevity we 
omit giving it. 

2.4 Effect of 'Y on the stationary distribution 

We show in this section that the mass of the stationary distribution 
of the step size can be concentrated about the central step size to an 
arbitrary extent by making'}' sufficiently close to unity. To show this, 
we first put together, from the results of the preceding two sections, a 
rather explicit bound on the stationary probability of the step size 
exceeding a particular value for a given ,}" i.e., Prs [..1 > C'}'i]. This 
bound is in a form that allows direct comparison with the corresponding 
probability arising from the choice of '}" = ~. By successively taking 
'}' to be the square root of the preceding value, the bound on the 
probability can be made as small as desired. This procedure for proving 
the assertion is similar to the one we developed in Ref. 1. We restrict 
our attention to step sizes that exceed the central step size, i.e., i > 0, 
since a parallel argument holds for i < O. 

In the following discussion the quantity (mN - ml - 2) arises 
frequently, and it is convenient to denote this quantity by the symbol 
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v. Clearly, v is a measure of the spread in the log of the multipliers. 
For i > 0 and r = rei), we have from eq. (29) that 

Now 
r ~ p(i), 

where p(i) is defined in eq. (33), and 

~~i ~ max [p(i), . ", p(i + v)]. 

Since 

Prs [.1 ~ C')'i+v] = f p(j), 
j=i+v 

we have, from eq. (34), 

P [ A > C i+v] < p(i) [ (.) (. + )] r 8 ~ = ')' = p (i) _ 1 max p ~ , "', p ~ v 

Finally, from Eq. (30), for i ~ v + 1, 

[ P (
11) ] i-v-l • max [p (i), .. " p (i + v)] ~ 

(34) 

(35) 

(36) 

(37) 

Equations (36) and (37) together give us the desired bound on the 
stationary probability of the step size exceeding a given value, which 
we now compare with a similar bound that holds for ')" = -{:y. The 
prime superscript is used on symbols to denote the functional depend­
ence of the associated quantities on ')". In establishing the reference, 
i.e., central, step size corresponding to ')", minor differences exist 
depending on whether [see eqs. (8) and (9)] 

(i) 

or 

(ii) (38) 

We consider only (ii), in which case: w'(n) = 2i {=:=} wen) = i, and all 
the transition probabilities are simply related: y;Cr) (2i)' = y;Cr) (i). As 
a consequence of the latter property, we have 

p' (2i) = p (i). (39) 
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Repeating the arguments leading to eqs. (36) and (37), we have 

P '[A> C· / 2i+vJ < p'(2i) [ '(2') '(2" + )J r8 .u = "'I' = p' (2i) _ 1 max p ~,"', p ~ v (40) 

and 

[ 
1 J2i-V-2 

max [p' (2i), "', p' (2i + v) J ~ p' (2) . (41) 

By the fact that p'(2i) = p(i), we have 

(i) [ 1 Ji-V-l [ 1 Ji-l 
Pr; [..1 ~ C.fY"2i+

VJ ~ p(~ _ 1 p(l) p(l)' (42) 

Comparison with eqs. (36) and (37) completes the demonstration. 

III. TRANSIENT RESPONSE 

In this section, we are interested in the random time, called the 
adaptation time, taken for the step size of the quantizer to adapt from 
some arbitrary initial value to the central step size. It is necessary to 
have the adaptation time relatively small if the quantizer is to ade­
quately track the scale variations of the input process. Also, it is 
reasonable to expect that, as I' is made large, the increased range of 
the multipliers Ceq. (7)J will give the desired tracking. However, as a 
counterbalance, we already know from the preceding section that, with 
the correct choice of the log of the multipliers, {md, the quality of 
steady-state performance is increasingly impaired as the value of I' is 
raised. From this brief discussion (see Ref. 1 for a more detailed 
discussion), it is clear that it is useful to have formulas for the efficient 
computation of the mean adaptation time and bounds that provide 
insight on the dependence of the time on the multipliers. 

3.1 Mean time for first passage to the central state 

We consider only the saturating adaptive quantizer since, as K 
and L are made large, the quantities obtained for this model approxi­
mate corresponding quantities for the ordinary adaptive quantizer. 
Also, for the usual reason only the case of positive initial states) 
w (0) > 0, is considered. 

Let the initial step w (0) = i > 0 and let T (i) denote the mean 
value of the random time T where WeT) ~ 0 and wen) > 0 for all 
n < T. It can be shown that, as a consequence of the recurrence and 
irreducibility of the Markov chain (see Appendix A), the mean first 
passage time, T (i), is finite with probability 1. If the first transition 
results in a transition to the state i + m r , the process continues as 
if the initial state had been i + m r • The conditional expectation of the 
first passage time is therefore T(i + m r ) + 1. From this argument, we 
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deduce that the following recurSIOn is satisfied by the mean first 
passage time, 

N 
T (i) = :E b (r) (i) { T (i + 111r) + 1} - 1111 + 1 ~ i ~ L - 111 N ,(43) 

r=l 

where, as in eq. (16), b(r) (i) = F(~rC'Yi) - F(~r_lC'Yi). Of course, 
:E:Y=1 b(r)i(i) = 1. The recursive relation in (43) may be used to 
generate the entire sequence {T(i)}, provided (111N - 1111) initial con­
ditions can be found. Now, by the same argument that led to eq. 
(43), we have 

T(1 + 1111) = T(2 + 1111) = ... = T(O) = O. (44) 

The remaining 111N initial conditions, namely, 

T(I), T(2), ... , T(111N), 

are harder to obtain, and it is necessary to look more deeply into the 
dynamics of the process to obtain these quantities. 

For every time instant, we define the L-dimensional vector z(n) with 
components z(j; n), 1 ~ j ~ L, where 

z (j ; n) ~ Pr [w (n) = j and w (s) ~ 1 for all s ~ n]. (45) 

We show in Appendix D that the vectors z(n) evolve in time according 
to the homogeneous equation 

z(n + 1) = Dz(n), n ~ 0, (46) 

where D is an L X L matrix. Also, in Appendix D we prove the 
following: For i ~ 1, 

T(i) = :E xp>, 
j f;;1 

where (47) 
[I - DJx(i) = e(i) 

and the elements of the L-vector e(i) are zero everywhere except at 
the ith location where the element is unity. It is shown in Appendix D 
that [I - D J is nonsingular. 

The simple recursion in (43) may be used to generate the sequence 
{T(i)} after obtaining the nonzero initial conditions via 111N inversions, 
as in (47). Alternatively, if T(i) is required for only a few particular 
values of i, it may be easier to obtain them via the inversions in (47). 

The bulk of the equations in (47) [see eq. (72)J are in the form 
encountered in the analysis of the stationary distribution, eq. (21). 
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Also, the elements of the vectors xJi> are all nonnegative. Hence, by 
applying the techniques and results of the preceding section, we may 
draw certain conclusions about eq. (47). 

First, the bandwidth of the matrix [I - DJ may be reduced by 1 
by carrying out the reduction of the equations described in Section 
2.1. For ml = -1 and arbitrary values of m2, "', mN, this step is 
enough to triangularize the matrix [I - DJ for any countable Land 
thus substantially simplify the computations. Second, we may con­
clude from Section 2.2 that, with increasing j, the solution elements 
xJi> decrease at least geometrically. This is a very useful property from 
the point of view of numerical inversion of [I - DJ for L large and 
the approximation of the solution for L = 00 by finite L. 

3.2 A bound on the mean first passage time 

Let T(i, j), 0 ~ i < j, denote the following mean first passage 
time: the initial state w (0) = j, first crossing occurs after r transitions 
if w(r) ~ i, and w(n) > i for all n < r, and T(i, j) = E(r). The 
quantity T (j) of the preceding section is equivalent in our present 
notation to T(O, j). We now give an explicit bound on T(i, j) that 
provides some insight into the dependence of T(i, j) on the multipliers. 

For both the ordinary and saturating adaptive quantizer, 

T(i, j) ~ C(i ~ 1) [(j - i) - (ml + I)J 0 ~ i < j, 

where (48) 
N-l 

C(i) = L: (mr+l - mr)l/;(r) (i) - mN 
r=1 

From the definition of the central state, eq. (18), and the monotonicity 
of I/;(r) (i) with respect to i, we observe that for i > 0, C (i) is positive, 
monotonic, increasing with i. We only sketch the proof of (48) because 
the method of the proof is contained in the. proof of the bound that 
we gave in Ref. 1 for the two-bit quantizer. First, recall Ceq. (19) ] 
that a supermartingale property exists that holds for both types 
of quantizers, according to which there is a net drift to the left 
from all states j > O. Second, we define a new process in which 
w'(n) = w(n) + nC(i + 1) and show that the supermartingale prop­
erty, i.e., E[w' (n + 1) I w' (n) ] ~ w' (n), is preserved for the range of n 
of interest. Finally, an application of Doob's theorem on optional 
stopping of supermartingaleslO on the new process yields the bound 
in eq. (48). 

The bound provides some insight into the dependence of the mean 
adaptation times on the multipliers, and 'Y in particular, when the 
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initial and final step sizes are Cl'i and C, respectively. Briefly, consider 
the effect of making 1" = -(:y, i.e., M; = ~ and the spread of the 
multipliers is reduced. The number of states between the states cor­
responding to CI''' and C is doubled. Now C (1) is hardly affected by 
the transformation and, as a consequence of the linear dependence of 
the bound on T(i, j) on the distance (j - i), we have the bound on 
the mean adaptation time approximately doubled. For i = 0 and 
j » ( - ml), computations amply corroborate this conclusion. 

IV. COMPUTATIONAL RESULTS 

We present here a sampling of rather extensive computations done 
on three- and four-bit adaptive quantizers (N = 4 and 8, respectively) 
for independent identically distributed input sequences with gaussian 
distributions. Both uniform, i.e., ~i = i, and nonuniform quantizers 
were considered. Max8 has shown in the nonadaptive framework that 
optimal nonuniform quantizers can yield an improvement in the 
signal-to-noise ratio of about 20 percent over optimal uniform quan­
tizers with the number of bits in the range of interest here. We note 
that four-bit adaptive quantizers have been breadboarded in Bell 
Laboratories,3 and that Jayant's2 systematic numerical study is re­
stricted to uniform quantizers up to three bits. We also observe that a 
simple search procedure of the "optimal" set of multipliers grows to 
be almost unmanageable and expensive when the dimension of the 
parameter spaces is 8. 

Table I lists five quantizers with their respective parameters {mi}. 
The parameter I' is not considered part of the characterization of the 
quantizer type. Among the quantizers investigated, the following five 
proved to be the most interesting in their respective classes, specified 
by number of bits and uniform or nonuniform. The first of the five, 
with I' ~ 1.12, is close to what J ayant calls the optimal, three-bit 
quantizer. The parameters {md were arrived at by the procedure 
described in remark (i), Section 1.2. 

Table I - Five quantizers 

Specifications 

Uniform or Number of 
Designation 

Nonuniform Bits {log'Y (Mi) I: mI, ... , mN 

Uniform 3 -1, -1,2,5 UQ, 3 bits, No.1 
Uniform 3 -1,0,1,4 UQ, 3 bits, No.2 
Nonuniform 3 -2, -1,2,8 NUQ, 3 bits 
Uniform 4 -2, -2,0,0, 2, 5, 10, 17 UQ, 4 bits 
Nonuniform 4 -2, -2, 0, 0, 1, 2, 5, 16 NUQ, 4 bits 
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The optimum division of the horizontal aXIS In Fig. 1, given by 
~i, i = 1, 2, .. " (N - 1), was obtained from Max,!' and we reproduce 
these parameters for the reader's benefit. 

NUQ, 3 bits. {~d = {1.0, 2.097, 3.492}. 
NUQ,.4 bits. {~d = {1.0, 2.023, 3.097, 4.256, 5.565, 7.142, 9.299}. 

Table II lists some statistics of the stationary stepl"'size distribution 
for unit variance of the input distribution. The stationary distri­
bution was obtained by solving the stationary equations of the satu­
rating adaptive quantizers with suitably large saturating levels 
(K + L ~ 100). We also give the stationary step-occupancy prob­
abilities qi, where qi = Prs [~i-l~ (11,) ~ I x(n) I < ~i~ (11,)], as in eq. 
(26). Table II also gives, for purposes of comparison, corresponding 
quantities of the optimal nonadaptive quantizer obtained from Max.8 

In particular, Li is the optimal, nonadaptive step size. 
Figures 2 to 5 show the mean adaptation times for inputs with 

unit variance. Figures 2 and 3 are concerned with the three types of 
three-bit quantizers for various values of 'Y. These figures plot the 
mean time taken by the quantizers to adapt to the central, and 
optimal, step size for various values of the initial step size. In Fig. 2, 
the initial step size exceeds the central step size, while the reverse case 
is considered in Fig. 3. Similarly, Figs. 4 and 5 plot data on the mean 
adaptation times for the uniform and nonuniform four-bit quantizers. 

The purpose of the remaining tables (III to V) is to give the reader a 
feel for the relative performance of the five quantizers. We measure per­
formance by the ratio of the input signal energy to the quantization 

Table II - Statistics of the stationary step-size distributions 

a Step Occupancy Probabilities 
Type l' (Max) E(tJ.) u(tJ.) {adaptive quantizer} 

{optimal nonadaptive quantizer} 
----

UQ, 3 bits 1.04 0.586 0.594 0.105 {0,445, 0.310, 0.156, 0.089} 
No.1 {0.442, 0.317, 0.162, 0.078} 

UQ, 3 bits 1.04 0.586 0.613 0.089 {0.458, 0.314, 0.152, 0.075} 
No.2 {0,442, 0.317, 0.162, 0.078} 

NUQ, 3 bits 1.04 0.501 0.522 0.114 {0.396, 0.317, 0.198, 0.088} 
{0.383, 0.323, 0.213, 0.081 } 

UQ, 4 bits 1.04 0.335 0.366 0.095 {0.285, 0.244, 0.182, 0.121, 0.075, 
0.043, 0.024, 0.027} 

{0.263, 0.235, 0.188, 0.135, 0.086, 
0.049, 0.025, 0.019} 

NUQ, 4 bits 1.04 0.258 0.279 0.066 {0.219, 0.205, 0.178, 0.145, 0.110, 
0.076, 0.045, 0.022} 

{0.204, 0.195, 0.177, 0.152, 0.121, 
0.086, 0.049, 0.016} 
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Fig. 2-Transient response of three three-bit quantizers. 

error energy. Unlike all previous data, the data for these tables were 
obtained by Monte Carlo simulation. The interval of time over which 
performance was monitored is denoted by N A. Thus, signal energy is 
L;i~l x2 (n). The remaining parameter in the tables is the initial step 
size, .t:l (initial). However, we do not list the raw initial step size, but 

Table III * - Sf N performance of two uniform three-bit quantizers 
(Main numbers are for UO, three bits, No.1; numbers in () 

for UO, three bits, No.2) 

Log ILl (initial)j.3. I NA = 10 NA = 100 NA = 1000 NA = 10,000 

-1 6.92 (5.84) 14.4 (14.8) 17.4 (19.3) 17.7 (20.1) 
0 25.7 (27.6) 19.1 (21.4) 17.9 (20.4) 17.8 (20.2) 
1 0.549 (0.549) 3.94 (3.99) 13.1 (14.3) 17.1 (19.2) 

* All logarithms in Tables III, IV, and V have base 10. 
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3.0 3.5 

the more relevant quantity d (initial) /'& where .& is, as usual, the 
optimal nonadaptive step size. After experimenting, we arrived at the 
following values of l' for the five quantizers, since they gave a suitable 
mix of performances over short (N A small) and long (N A large) runs. 

Table IV - SIN performance of nonuniform three-bit quantizer 
(NUQ, three bits) 

Log {.1(initial)ja I NA = 10 NA = 100 NA = 1000 NA = 10,000 

-1 5.81 16.0 21.2 22.0 
0 29.8 23.8 22.4 22.1 
1 1.12 7.00 18.2 21.6 
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0.4 

For a particular input process, the relative weightings may be quite 
different, and 'Y may then be tuned accordingly. 

Quantizer 'Y 

UQ, 3 bits, No.1 1.12 
UQ, 3 bits, No.2 1.12 

NUQ, 3 bits 1.06 
UQ, 4 bits 1.06 

NUQ, 4 bits 1.06 

The following observations may be made on the above results. 
There is a pronounced asymmetry in performance with respect to 
log {~(initial)/.:i} over short runs (NA = 10 or 100). This is, of 
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Table V - SIN performance of uniform and nonuniform 
four-bit quantizers 

(Main numbers are for UO, four bits; numbers in () 
for NUO, four bits) 

Log {~(initial)/a} NA ~ 10 I NA ~ 100 NA = 1000 NA = 10,000 

-1 19.62 (21.65) 136.98 (47.30) 48.22 (67.35) 48.97 (71.50) 
0 86.2 (111.0) 56.0 (80.1) 50.60 (72.50) 49.20 (71.90) 
1 2.97 (4.86) 17.7 (27.6) 42.00 (62.00) 48.10 (70.30) 

course, related to the contraction multipliers being grossly smaller 
than the expansion multipliers in all the quantizers considered (Table 
I). The sin when A (initial) ILl = 1 and N A = 10 is close to the sin 
obtained with the step size optimally tuned to the known level of 
scaling of the input sequence. The steady but not excessive deteriora­
tion in performance with increasing N A is the price paid for adapt­
ability: it is due to the fluctuations in step size arising from the random 
walk. Finally, we observe from Table V that there is a striking gain 
from nonuniform quantization, the extent of the gain being somewhat 
greater than what may be expected from previous results on non­
adaptive quantizers. 

APPENDIX A 

Existence and Uniqueness of the Stationary Distribution 

We establish in this appendix that, for independent identically 
distributed inputs, there exists a unique, finite stationary step-size 
distribution (invariant measure). The proof given here is via the 
construction of a stochastic Liapunov function, and it relies on a 
standard, unified theory of stochastic stabilityll,12 that is well-known. 
The stochastic stability of the adaptive quantizer has been proved by 
Goodman and Gersho,4 and the prime reason for including an alterna­
tive proof is our belief that familiarity with the method followed here 
may be beneficial to future workers in adaptive processes. The positive 
function that is proved to be a stochastic Liapunov function here is 
identical to the function that worked in Ref. 1 for the two-bit quan­
tizer, and the proof is a straightforward generalization. 

We consider in turn two properties of well-behaved Markov chains, 
namely, irreducibility and recurrence. 

A.1 Irreducibility 

The Markov chain is irreducible if and only if every state com­
municates with both neighboring states. This occurs if and only if 
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there exist nonnegative integers ni and n;, 1 ~ i ~ N, such that 

(49) 
and 

(50) 

It is an elementary fact from Euclid's theory that this occurs if and 
only if the integers {mil are relatively prime, i.e., their greatest 
common divisor is unity. 

A.2 Recurrence 

Consider the following nonnegative function of the states 

V (,j) __ 6 I ,; I . ° 1 2 " "t = ,±, ± , .... (51) 

Let D (i) be defined as 

D(i) ~ E[V{w(n + I)} Iw(n) = iJ - V(i). (52) 

Now D(i) is uniformly bounded from above. By the monotonicity 
of 1/I(r) (i) with respect to i and the definition of the central state, (18)) 
we obtain; for all i ~ (-ml), 

N-l 
D(i) = mN - L (mr+l - mr)1/I(r) (i) 

r=l 

N-l 
~ mN - L (mr+l - mr)1/I(r) (-ml) < 0 (53) 

r=l 

and, for all i ~ -mN, 

N-l 
D(i) = -mN + L (mr+l - mr)1/I(r){i) 

r=l 

N-l 
~ -mN + L (mr+l - mr)1/I(r) { -1nN) < 0, (54) 

r=l 

where, as in eq. (23), 1/I(r) (i) denotes F(~rC'Yi). Hence, by virtue of 
eqs. (53) and (54), D(i) ~ - E < 0 for all but a finite set of states i, 
and V(i) is a stochastic Liapunov function for the process. 

From Kushner's Theorem 7,11 we have recurrence and we can infer 
further, from Theorem 4, that there exists at least one finite invariant 
measure, i.e., stationary distribution. Also, since we have shown 
earlier that two or more disjoint self-contained subsets of the state 
space do not exist, we have, from Theorem 5, at most one invariant 
probability measure. The existence and uniqueness of a finite stationary 
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distribution for the step size of the ordinary adaptive quantizer IS 

therefore established. 

A.3 The saturating adaptive quantizer 

The argument leading to irreducibility is intact. In addition, we 
have here that the end states (-K) and L have period 1 and, since 
periodicity is a class concept (i.e., every state in a particular com­
municating class has the same periodicity), the entire Markov chain 
is aperiodic and, consequently, there is a single ergodic class that 
includes every state in the chain. Hence, the distribution at time 
n, p(n) approaches p, the stationary distribution for all initial dis­
tributions, and furthermore every component probability of p is 
strictly positive. 

APPENDIX B 

The Saturating Adaptive Quantizer 

We give in this appendix a set of equations satisfied by the stationary 
probabilities of the states in the saturating adaptive quantizer. These 
equations are complete and reduced by the method described in 
Section 2.1. 

Let J.L denote the number of contraction multipliers, i.e., multipliers 
having values less than 1, so that 

(55) 

The tacit assumption that there are no multipliers exactly equal to 
unity is by no means necessary, but does lead to a simpler presentation. 

The main set of equations is 

j N-l j-mr 
L p(i) L L 1/I(r) (i)p (i), 

i=j-mN+1 r=1 i=j-mr+l+1 

- K + 1nN - 1 ~ j ~ L + 1nl. (56) 

The lower boundary equations are* 

j-l 8-1 j-mr-l 

L p(i) = L L 1/I(T) (i)p(i), (57) 
i=-K r=1 i=-KII.(j-mr+l) 

whereJ.L + 1 ~ s ~ Nand -K + m s-l + 1 ~ j ~ -K + 1n s • Finally, 

* xlI.y = Max [x, yJ and xvy = Min [x, y]. 
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the upper boundary equations are 

j N-l Lv (j-mr) 
L p(i) = L L 1f;(r) (i)p(i), 

i=j-mN+I r=8 i=j-mr+l+l 

where 1 ~ s ~ fJ. and L + ms ~ j ~ L + ms+l - 1. 

APPENDIX C 

Proofs of Lemmas 1 and 2 

C.1 Proof of Lemma 1 

(i) It can be shown that the determinant of the matrix Ai, 

(58) 

det [Ai] = (-l)mN-mt[l -1f;(N-O'(i)]/1f;(I)(i + mN - ml - 1). 

As det [Ai] > 0, At-l exists. 
Since Pi = Ail P i+l, we observe from the structures of Pi and P i+l 

that the matrix Ai-l is in companion form in that all rows except the 
first reflect shift operations, i.e., for k ~ 2, 

[Ail]k.l = 0 if l ~ (k - 1) 
= 1 if l = (k - 1). (59) 

The elements of the first row of Ai-l are obtained from the equation 

mN-I N-l mN-mr-l 
L p(i + l) - L L 1f;(r)(i + l)p(i + l) = o. (24) 
1=0 r=l l=mN-mr+l 

As the matrix Ai-l is in companion form, we know that its charac­
teristic polynomial is equal to within a constant of proportionality to 
the polynomial obtained by replacing, in eq. (24), p(i + l) by 
fJ.mN-ml-l-l. That is, where 

we have 
mN-l L fJ.mN-ml-l-l 

1=0 

N-l mN-mr-l - L L 1f;(r) (i + l)fJ.mN-ml-I-I. (60) 
r=l l=mN-mr+l 

The quantity [1 - 1f;(N-I) (i)] is merely the coefficient of p (i) in 
eq. (24). 

Scanning the coefficients of the polynomial C(fJ.), we observe that 
there is a single-sign alternation and, hence, by Descartes' rule, C (fJ.) 
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has at most one real positive root. Since 

C(O) = -1/;(1)I(i + 1nN - 1n1 - 1)/[1 - 1/;(N-1) (i)] < 0 

and C (J..L) ---700 as J..L ---700, there exists exactly one real posit~ve root. 
Let r denote this root. 

Now 
N-1 mN-mr-l 

[1 - 1/;(N-1) (i)]C (1) = 1nN - L L 1/;(r) (i + l) 
r=1 l=mN-mr+l 

N-l mN-mr-l 

< mN - L L 1/;(r)'(i) 
r=1 l=mN-mr+l 

N 
L tnr {1/;(r) (i) - 1/;(r-1) (i) }, (61) 
r=1 

where we have followed the usual convention in setting 1/;(N) (i) = 1 
and 1/;(0) (i) = o. So C(I) < 0 if Lf=l m r {1/;(r) (i) - 1/;(r-1) (i)} ~ O. The 
latter condition holds for all i ~ 0 [see eqs. (17) and (18)]. Hence, 
r > 1. 

(ii) Let us denote the elements of the first row of Ai-l by {ad and 
{tJz} so that the row appears as 

(62) 

One reason for expressing the row in this manner is that every al and 
tJl is strictly positive by eq. (24). 

The left eigenvector J. of Ai-
l corresponding to the eigenvalue r 

satisfies, by definition, J.tA;1 = rJ. t. Examining the component equa­
tions, we find that 

f..l+l = (rl + alr l- 1 + ... + al)f..l 1 ~ l ~ (mN - 1). (63) 

Also, for 1 ~ l ~ (-ml), 

Finally, 

(65) 

Since the a's and tJ's are positive quantities, statement (ii) of the 
lemma is true. 

(iii) The statement may be verified by examining the characteristic 
polynomial C(J..L) in eq. (60) and observing that the quantities 1/;(r) (i) 
are monotonic, increasing with i. 
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C.2 Proof of Lemma 2 

It is required to prove that, for j ~ i > 0, 

J.t[Aj-1 - Ai-IJPH1 ~ O. (66) 

The matrices Aj-l and Ai-l are identical in all except the first row and 
also ",1 > O. Equation (66) is therefore equivalent to* 

(67) 

We prefer to show that 

B(N-I) (i)p (j) ~ B(N-I) (i)eiAi-IP HI, (68) 

where ()(N-I) (i) ~ {I - ~(N-I) (i)} > O. As eiAjlPHI = p(j), the 
lemma will then have been proved. 

From eq. (24), 

B(N-I) (j)p (j) = p (j) _ ~(N-I) (j)p (j) 

i+mN-I N-I i+mN-mr-1 

L p (l) + L L ~(r) (l)p (l) 
l=i+l r=l l=i+mN-mr+l 

- ~(N-I) (j)p (j) (69) 

and 

N-I i+mN-mr-1 

+ L L ~(r) (l - j + i)p(l) - ~(N-I) (i)p(j). (70) 
r=I l=i+mN-mr+l 

Now 

B(N-I) (i)p (j) - B(N-I) (i)eiAiIPHI 

~ B(N-I) (j)p(j) - B(N-I) (i)eiAiIPi+1 

N-I i+mN-mr-1 

~ L L {~(r) (l) - ~(r) (l - j + i) }p(l) 
r=l l=i+mN-mr+l 

- {~<N-I) (j) - ~(N-I) (i) } p (j) ~ 0, (71) 

because of the monotonicity of ~(r) (l), and the final term in the expres­
sion on the right-hand side of (71) is cancelled by an identical com­
ponent (r = N - 1, l = j + mN - mr+l) of the leading part. The 
lemma is proved. 

* The column vector with the leading element equal to unity and all other elements 
equal to zero is denoted by el. 
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APPENDIX D 

Two Equations Concerning Mean First-Passage Times 

We prove two assertions made in Section 3.1, eqs. (46) and (47), 
concerning (i) the homogeneous evolution of the vectors {z(n)} via 
the matrix D and (ii) the explicit formula for the mean first-passage 
time, 'P(i). 

D.1 Derivation of eq. (46) 

Let X(n) denote the event 1 ~ WeT) ~ L for all T, 0 ~ T ~ n. 
Then, by definition, 

z(j;n) = Pr[w(n) = j and Xn] 1 ~ j ~ L. 

Since it is also true that 

z (j ; n) = Pr [w (n) j and X n - 1], 

we have 
L 

z(j; n) L Pr [wen) = jlw(n - 1) = i, X n_ 1]z(i; n - 1). 
i=l 

We have obtained the quantities Pr [wen) = jlw(n - 1) = i, X n- 1] 

for 1 ~ i, j ~ L and, thereby, the following equations. In the follow­
ing, fJ. denotes the number of contraction multipliers, that is, 

The basic recursion is, for mN + 1 ~ j ~ L + 1n1, 

N 
z(j;n) = Lb(r)(j-mr)z(j-mr;n-l). (72) 

r=l 

The initial boundary equations are 

Jl 

z(j; n) = L b(r) (j - mr)z(j - m r; n - 1) 1 ~ j ~ m Jl+1 (73) 
r=l 

s 

= L b(r)(j - mr)z(j - m r; n - 1) ms + 1 ~ j ~ m s+1 
r=l 

s = fJ. + 1, fJ. + 2, "', (N - 1). (74) 

The final boundary equations are 

N 
z(j; n) = L b(r) (j - mr)z(j - m r; n - 1) 

r=s 

L + m s-1 + 1 ~ j ~ L + m s, S = 2, 3, "', fJ., (75) 
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N 
L b(r)(j - mr)z(j - mr ; n - 1) 

r=l'+l 

L + ml' + 1 ~ j ~ L - 1, (76) 

N L 
L L b(r) (i)z(i; n - 1) j = L. (77) 

r=l'+l i=L-mr 

Equations (72) to (77) define the matrix D stated in the main text. 

D.2 Derivation of eq. (47) 

For i = 1,- 2, ... , L, let 

f(i; n + 1) ~ Pr [first passage occurs at (n + 1) I w (0) = iJ 
= Pr [w (n + 1) ~ 0, X n I w (0) = iJ 

-ml 

= L Pr [wen + 1) ~ 0 I wen) = jJz(j; n), (78) 
i=l 

with z(O) = e(,i), the vector with every element equal to zero except 
for the ith element, which is unity. The event w (n + 1) = k ~ 0 
conditioned on wen) = j is associated with a jump = k - j. The 
following diagram illustrates the magnitudes of the jumps required for 
passage. 

jumps 

I I I I 
I I I I 

···01 2···-m "(-m+l) ... -m-1 1 ... I(-m2+1) ... -m 1 i .... 
I' I' I' I I I 

! I I I 
~---,\ V I \ 'I I 

jump ~ ml' jump ~ ml'-l jump ~ ml 

Equation (78) can be explicitly stated, thus, 

-mj.l -mj.l_l 

f(i; n + 1) = L 1/;(1') (j)z (j; n) + L 1/;(1'-1) (j)z (j; n) 
i=l i=-mj.l+l 

-ml + ... + L 1/;(l)(j)z(j;n). (79) 
i=-m2+1 

In the more convenient vector form, 

f(i; n + 1) = ctz(n), (80) 

where the coefficients of the L-dimensional column vector c is ob­
tained from (79), and we observe that only the leading (-ml) ele­
ments of c are nonzero. 
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The important fact about the vector c is that 

c t = 1t[1 - D], (81) 

where 1 is the vector with every element equal to unity. Equation 
(81) may be established by either direct verification or by probabilistic 
reasoning. Now 

T(i) = L (n + l)f(i; n + 1), 
n~O 

= C / L nz (n) + L f( i ; n + 1), 
n ~o n ~o 

= C t L nz (n) + 1, 
n~O 

1t[1 - D] L nz(n) + 1 
n~O 

It L zen), 
n~O 

1/ [n~o Dn] z(O), 

1 t[I - D]-lZ(O). 

(82) 

from (81), 

(83) 

(84) 

(85) 

Equation (82) is obtained by noting that the probability that passage 
occurs at finite time is unity. In obtaining Eq. (83), we have used 
zen + 1) = Dz(n) and that ttz(O) = 1. The convergence of the series 
2;Dn is a consequence of the fact that every eigenvalue of the matrix 
D is strictly inside the unit circle. We omit the proof of this assertion, 
as it is similar to the proof given in Ref. 1 in connection with the 
matrix D for two-bit quantizers. 

Equation (85) with z(O) = e(i) is the same as eq. (47) in the main 
text. 
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A new technique for very fast start-up of adaptive transversal-filter 
equalizers used in high-speed synchronous data communications is pre­
sented. A special training sequence whose period in symbols is equal to 
the number of equalizer taps is used initially to achieve an open eye 
pattern. Rapid convergence, even over highly distorted channels, is obtained 
because an ideal reference sequence is available at the receiver, but it is 
not necessary to synchronize the ideal reference with the received sequence. 
The special choice of the training sequence automatically provides the 
synchronized ideal reference needed for fast convergence, but the resulting 
equalizer coefficients may be cyclically displaced from their proper posi­
tions. After the eye is opened by this process, the equalizer coefficients are 
rotated to their proper positions, and decision-directed equalization is used 
with either a longer training sequence or random data to achieve final tap 
settings. Adjustments during the training period can be made with a 
gradient-type algorithm or with stochastic adjustment techniques; an 
exact analysis is possible for both of these schemes. Cyclic equalization is 
shown to provide perfect equalization at evenly spaced points in the fre­
quency domain. 

I. INTRODUCTION 

The effective data throughput in polling systems is, to a large degree, 
dependent on the start-up time of the data modems that are used in 
the network. Many of these systems operate at high speed and trans­
mit data blocks of comparatively short duration. At 4800 bls, a 1000-bit 
block is transmitted in about 200 ms, and to achieve a reasonable 
overall efficiency, the time needed to condition the modem for trans­
mission (start-up) should be short in comparison to the time required 
to transmit an average block. This becomes increasingly difficult with 
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higher modem speeds. Prior to the transmission of the actual data, 
timing and carrier information must be recovered very accurately, and 
the adaptive equalizer that is necessary to cope with the linear channel 
distortion at such high speeds must be trained. 

The time required to adjust the equalizer represents the bulk of the 
modem start-up time; it is thus important to study in detail the prob­
lems associated with fast equalizer start-up. The most common struc­
ture of such an equalizer consists of a transversal filter with a set of 
controlled gain coefficients that are spaced at the symbol interval T: 
and the start-up problem is to find an initial set of "reasonably good" 
values for these coefficients in a very short time. The purpose of this 
paper is to present a practical method for doing this. 

We first provide some background and discuss some factors that 
affect equalizer start-up. This leads to the principle of cyclic equaliza­
tion that is discussed in Section III. Sections IV through VIII discuss 
the operation of the cyclic equalizer using the mean-square tap-adjust­
ment algorithm where averaging is used to compute the adjustment 
signals. The optimum tap coefficients are discussed and shown to 
provide perfect equalization of the channel at equally spaced points 
in the frequency domain. The relationship is explained between the 
eigenvalues of the channel correlation matrix, which control the con­
vergence of the adaptive algorithm, and the discrete Fourier transform 
of the received training signal. Selection of the training sequence and 
the starting values of the tap coefficients and the effects of noise are 
also discussed. Finally, in the remaining sections, a more practical 
implementation is analyzed of the cyclic equalizer that does not use 
averaging in the tap adjustment algorithm (stochastic adjustment). 
The analysis of this algorithm is, in general, very difficult but, in the 
case of the cyclic equalizer, the time-varying difference equation that 
describes the noiseless equalization process can be solved exactly, and 
the conditions for this algorithm to be stable can be developed. Again, 
here the stability of the algorithm is related to the discrete Fourier 
transform (DFT) of the received signal. It is shown that the algorithm 
converges if the DFT of the received signal has no zero elements-that 
is, if the received signal spectrum has no nulls. This material along 
with a brief discussion of the asymptotic behavior of the algorithm is 
given in Sections IX through XII. 

Within the paper, we also discuss various implementations, includ­
ing a method to further speed up the tap calculation using an acceler­
ated signal-processing technique. It will be seen that cyclic equalization 
is very attractive and economical to implement. Actual convergence 
is presented with some computer simulations that demonstrate the 
fast start-up capabilities of the new method. 
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NOISE 

Fig. I-Block diagram of data transmission system. 

II. BACKGROUND 

We will consider the pulse-amplitude modulated data system shown 
in Fig. 1. Data symbols, dk , are transmitted every T seconds through 
a transmitter low-pass filter. This signal then passes through a dis­
torting channel that has been made baseband by the modulation­
demodulation process inherent in the modem, noise is added, and the 
composite signal is sampled every T seconds after the receiver filter. 
The sampled signal vector Xk is then equalized by a transversal filter 
with coefficient vector c (see Fig. 2) to produce an output Yk = xfc 
upon which the decision device operates to produce estimates, dk , of 
the transmitted symbols. The receiver structure has the form of the 
optimum linear receiver6 but, because the channel is never precisely 
known and changes with time, the transversal equalizer is made 
adaptive to optimize performance. 

Our concern in this paper is with the equalizer and ways to make it 
adapt rapidly from some initial setting to its final setting. A large 
number of papers, a partial list of which has been included in Refs. 
1 to 51, have been written about equalizers, algorithms for adjusting 

L...-____ ..... ____ --.._ ---------....... -~ Yk 

N 

Y = L X_K CK = X T C 

K=l 

Fig. 2-N onrecursi ve transversal filter. 
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them, and the speed with which these algorithms converge. In de­
veloping procedures for adapting the equalizer coefficients, some ap­
propriate performance measure must be defined that will discriminate 
between good and bad coefficient vectors. Although our goal is to 
minimize the probability of error, this criterion is too difficult to work 
with directly. As a result, secondary performance measures such as the 
peak distortion, 2 

(1) 

or the mean-square error, 

M = 2, (2) 

are used. In (1), hk is the sampled system impulse response. The peak 
distortion is related to the "eye opening,"6 and for binary symbols 
and noiseless transmission, D < 1 implies no decision errors. In (2), 
E { .} is the expectation operation and Yk - dk is the remaining error 
at the equalizer output. These performance measures (M could be 
greater than 2, if desired) can be shown to be convex functions of the 
equalizer coefficients, thereby proving the existence of a global 
mmImum. 

We will work primarily with the mean-square error (MSE) criterion. 
This criterion includes the effects of noise, whereas the peak distortion 
criterion does not, it is convenient to work with mathematically, it 
can be used to bound the probability of error,52 and it leads to adaptive 
algorithms that are easy to implement. Using the MSE, the optimum 
coefficient vector for the equalizer can be determined easily. Assuming 
E{d%} = 1, we have from (2) 

where 
A = E{XkXf} 

is the signal autocorrelation matrix, 

v = E{dkxd 

(3) 

(4) 

(5) 

defines the signal correlation vector, and Xk is the vector of tap signals 
at the kth time instant. Finding the gradient of (3) with respect to the 
tap gains gives 

g = 2E{ (Yk - dk)xd = 2(Ac - v). (6) 

Our optimization problem has a unique solution if A-I exists. Setting 
(6) equal to zero yields 

Copt = A-IV 

Eopt = 1 - vTCopt = 1 - v TA-IV . 
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The problem of equalizer start-up is simply to find the solution to 
(7) in a rapid and economical manner. The economical part of the 
question is very important. One can imagine a start-up procedure that 
operates by sending a special training signal for a short period of time. 
The received signal, x (t), is stored at the receiver. The training se­
quence is known at the receiver, but its absolute time reference is not 
known. The receiver contains a very fast high-power computer which 
now, in essentially no time, computes (8) for a large number of different 
time references and finds the time reference for the locally stored 
training sequence that minimizes Eopt. The computer has thus ac­
complished both synchronization and equalization. This hypothetical 
system achieves a start-up time limited only by the time required to 
transmit the training signal but, with today's technology, its speed-cost 
product, if you will, is very poor. It does not represent an economical 
solution to the problem. lVlany currently proposed fast start-up 
equalizers, although not as extreme as this example, still do not present 
cost-effective solutions. 

In addition to the economic aspect, this example illustrates two other 
important points. The first is the solution of (7). IV[uch of the work on 
equalization is concerned with efficient algorithms that avoid the direct 
matrix inversion and obtain an iterative solution. Often, however, the 
time required to perform the calcula tionE3 in (4) and (5) is not explicitly 
considered in evaluating start-up time. Second, synchronizing the 
stored reference signal in the receiver can take significant time, and 
that aspect of start-up time seems to be universally ignored. 

Now we consider the solution of (7) in more practical terms. A well­
known approach for solving (7) is 

(9) 

i.e., a first-order steepest-descent gradient algorithm. For appropriate 
conditions on 13m, Cm converges to Copt. 

According to (6), the gradient is obtained by correlating the tap­
signal vector and the error voltage 

(10) 

From an implementation point of view, this is a convenient quantity 
because the signal vector, Xk, is readily available, and the error, 
ek = Yk - dk , can be estimated. A difficulty still remains in that the 
expected value is not available in real time and must be estimated by 
averaging over a finite number of symbols. The difference equation 
(9) then takes the form 

1 mL+L-I } 
Cm+l = Cm - 13m· L- L Xk (xlcm - dk) 

k=mL . 

= Cm - 13m (AmCm - Vm) 

(11) 
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Averaging is done over L symbols between succeeding adjustments. 
If random data are transmitted, Am and Vm will depend on the par­
ticular signal pattern of each iteration interval and are random vari­
ables with mean A and v and variances decreasing with longer averaging 
interval L. The analysis of the behavior of (11) is difficult, particularly 
when we try to determine ways of improving the convergence rate. 
By reducing L, we can make many more iterations in a given time, but 
we must use a smaller .8-value to take into account the larger variance 
of the calculated gradient. Longer averaging between each step would 
take more time but give a better estimate for the gradient, and there­
fore allow a somewhat higher value of .8. Monsen13 has studied the 
optimization of the averaging interval, assuming an ideal reference and 
Gaussian signals. In this special case, the optimum value is L = 1; i.e., 
corrections are made after each symbol and no averaging at all is 
done. This method is often called "stochastic approximation," because 
the corrections are stochastic quantities whose means equal the desired 
gradient. 

At this point, it appears that the mean-square algorithm with no 
averaging, i.e., 

Cm+l = Cm - .8memxm ) 
= (I - .8mxmX;;)Cm + .8mdmxm ' 

(12) 

is an attractive scheme to investigate further to obtain fast real-time 
convergence. There remain, for the moment, two main difficulties that 
need further discussion. The first one is the problem of obtaining the 
data values dk • They can be estimated in the usual way from a threshold 
decision, but on channels with large distortion the initial error rate 
may be close to 50 percent and estimates dk are very unreliable in such 
a situation. An algorithm with a decision-directed reference may thus 
behave erratically, and convergence cannot be guaranteed. The results 
of a few simulations will give some further insight. 

The channel assumed for the simulation consisted of a 10-percent 
cosine roll-off baseband filter with parabolic delay distortion [5.4T 
at the Nyquist frequency (1/2T)] and a sampling offset of 0.3T from 
the peak of the response. The resulting channel response from a single 
pulse is shown in Fig. 3. This same pulse was also used by Hirsch and 
WolfY The initial peak distortion is 2.62, resulting in a completely 
closed eye pattern. 

The first simulation is for the algorithm (12), but an estimated 
reference (obtained from a threshold decision) was used. Figure 4 
shows the resulting peak distortion versus the number of symbols for 
four different step sizes. Decision errors are responsible for random 
distortion increases rather than reductions. This is avoided in Fig. 5 
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PULSE RESPONSE 
10% COSINE ROLL-OFF BASEBAND FILTER WITH PARABOLIC DELAY DISTORTION 
TIMING OFFSET FROM PEAK RESPONSE: 30% 

Fig_ 3-Impulse response with peak distortion of 2.62. 

where we have repeated the same runs with an ideal reference signal. 
The improvement is significant. Note that the ideal reference signal 
is really needed only until the peak distortion has decreased sufficiently 
to yield an open eye pattern; from this time on, the error probability 
is essentially zero, and a decision-directed reference can be used. 

The difficulty in providing an ideal reference signal lies in the syn­
chronization problem. Remember that we require such a signal only 
in channels with very large amounts of distortion, but achieving reliable 
synchronization in the presence of severe distortion is a problem in 
itself that usually calls for time-consuming correlation methods. 5 

A second problem is associated with the choice of the training 
sequence. Obviously, a strictly random data pattern would be a bad 
choice, since transitions would only occur on a probabilistic basis and 
not be guaranteed. The variability of repeated convergence runs would 
be large. This can be avoided by transmitting a short-period training 
sequence. Even if the starting point occurred at random, convergence 
would be more predictable. We know that we cannot make the period 
of the training sequence shorter than the duration of the impulse 
response of the equalizer; otherwise, the tap signals would not be 
linearly independent, the correlation matrix A would be singular, and 
a unique solution for the optimum tap vector c would not exist. We 
will, however, study the limiting case where the period, in symbols, of 
the training sequence is equal to the number of taps on the equalizer. 
This will lead directly to the idea of the cyclic equalization. Before we 
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Fig. 4-Convergence behavior of stochastic adjustment algorithm (12) with a 
decision-directed reference. 

do this, we will provide some additional insight by a short discussion of 
the frequency domain aspects of the equalization problem. 

III. PRINCIPLE AND IMPLEMENTATION OF CYCLIC EQUALIZATION 

Let the spectrum of the received data signal be G(w) and assume 
that this signal is applied to an N tap equalizer with coefficients Cn, 

n = 0, .. " N - 1. The resulting output spectrum is 

N-l 

X(w) = G(w) L Cn exp (-jwnT), (13) 
n=O 
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Fig. 5-Convergence behavior of stochastic adjustment algorithm (12) with an 
ideal reference. 

and the overall system would be distortion-free (Nyquist criterion) if 

i: X ( w + 2;k) = exp (- jWT), JwJ < !!.. 
T 

(14) 

Combination of (13) and (14) yields the condition 

Nf.l en exp (-jwnT) L G (w + 27rTk) = exp (-jWT), J w J < -T
7r

· (15) 
n=O k 

Obviously, (15) cannot be satisfied for a finite N and an arbitrary 
G(w). Usually, the coefficients en are chosen according to a minimum 
mean-square-error (MMSE) criterion in the time domain, which is 
equivalent to an MMSE criterion of (15) in the frequency domain. The 
problems of such an approach have been discussed in Section II, and 
we have seen that the commonly used iterative search schemes can be 
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very efficient during the tracking mode, but initial training may not be 
without problems. 

A closer look at (15) shows that the left-hand side is a linear com­
bination of the coefficients en. Although perfect equalization cannot 
be achieved at all frequencies, it is possible to obtain zero error at a 
number of specified frequencies Wm within the range I Wm I < 7r I T. This 
is, of course, also true with an MMSE approach, since the resulting 
transfer function will oscillate around the desired one; i.e., the error 
will ripple between positive and negative values. The crossing fre­
quencies are, however, not known and usually not of interest. In the 
new scheme we propose here, we will do exactly the contrary: We will 
precisely specify the crossing frequencies, although ,ve realize that such 
an approach will, in general, not yield MMSE. Specifying the frequencies 
Wm where perfect equalization is obtained will transform the condition 
(15) in a set of linear equations for the coefficients en. Obviously, we 
have to consider two cases: 

(i) N = even: N /2 different frequencies Wm ~ 0 must be specified. 
(ii) N = odd: (N - 1)/2 different frequencies Wm ~ 0 and W = 0 

must be specified to obtain a unique solution for the en's. 

Theoretically, a set of reference tones Wm could be transmitted, G(wm ) 

measured at the receiver, and the coefficients computed from (15). 
Fortunately, it is possible to propose a much more attractive solution. 

The generation of the reference tones can be accomplished in a 
straightforward way if we select the frequencies Wm equally spaced 
across the Nyquist band; a suitable periodic data sequence of length 
NT will produce such spectral lines at Wm = 27rm/NT. Note that the 
number of symbols in such a training sequence is equal to the number 
of taps of the equalizer. This choice is extremely important and provides 
a number of unique advantages to achieve fast equalizer start-up. 

We now discuss in detail such a training procedure. Assume an 
equalizer where an ideal reference signal is used and the period of the 
training sequence is equal to the number of taps on the equalizer. 
Assume for the moment that the channel is distortionless and the ideal 
reference is synchronized with the incoming signal. If ,ve let the adap­
tive algorithm adjust the equalizer taps, the center tap on the equalizer 
will become unity, and all the others will be zero. This is really what 
we mean when we say the reference is synchronized; that is, the opti­
mum equalizer coefficients are centered on the equalizer rather than 
shifted off to one end or the other. Now again, for this "ideal" example, 
if the reference signal is delayed by one symbol from perfect syn­
chronization, the adaptive algorithm will cause the equalizer coefficient 
one position removed from the center to become unity, and all the 
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others will be zero. The movement of the unity gain tap by one position 
indicates a one-symbol delay in synchronization of the ideal reference. 
In an actual situation, the other taps on the equalizer will be nonzero 
and, with an unsynchronized reference, the adaptive algorithm will 
cause tap coefficients to occur that are cyclically rotated from those 
that would occur if the reference were synchronized. 

To say this another way, if the training sequence is periodic with a 
period equal in symbols to the number of taps of the equalizer, the 
received signal is then also periodic (neglecting noise effects), and one 
full period of the sequence is always stored in the equalizer. Each 
symbol that is shifted out at the end of the delay line is replaced by 
an identical new symbol at the input. This is more clearly shown in 
Fig. 6 for a seven-tap equalizer with taps CI through C7 and a seven-bit 
sequence Xl through X7. At time to + 2T, it is seen that the stored 
sequence has been cyclically shifted by two units as compared to the 
time to. But it is also seen that the same output signal y (to + 2T) 
could have been obtained at time t = to if the taps were cyclically 
shifted back by two positions. Thus, at any given time t = to, all out­
puts y(t = to + kT) can be obtained with a suitable cyclic shift of the 
components of the tap vector. 

L-----4_-.. --...... --...... --..... -___4~ ..... y{to ) 

~-.-._-_+--...... --..... --..... --._ ..... y{to+2T) 

L.....---4~-~--.... --...... --..... --__ ___4 .. y{to +2T) 

Fig. 6-Basic idea of cyclic equalization. 
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This feature provides an elegant solution to the synchronization 
problem. Any cyclic shift between the received sequence and the refer­
ence sequence will yield a compensating cyclic shift of the (same) tap 
coefficients. It is, therefore, not necessary to achieve synchronization 
prior to equalization, but it is of course necessary to properly shift the 
tap coefficients after initial training to prepare the equalizer for random 
data. This can easily be done by cycling them in such a way that the 
largest coefficient is aligned with a reference position, e.g., the center 
tap. Because of its particular features just described, we will call this 
novel start-up scheme "cyclic equalization. "42,43 

The possible structure of such an equalizer is outlined in Fig. 7. 
An internal word generator produces an ideal reference sequence that 
need not be synchronized with the received sequence. All taps are 
initially preset to identical values (since the location of the "center 
tap" is not known). The equalizer will then produce a set of taps with 
the particular cyclic shift corresponding to the "synchronization 
delay." After this initial training, the tap coefficients are cyclically 
shifted for "alignment," as outlined above. At this point, the equalizer 
has reasonably good tap coefficient settings and the peak distortion at 
the output is less than unity; i.e., the eye is open and, in the absence 

Fig. 7-Block diagram of an equalizer with cyclic start-up. 
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of noise, errorless decisions can be made. Fast coarse adjustment of 
the tap coefficients has been achieved without wasting time synchro­
nizing the ideal reference. Once the eye is open, decision-directed 
equalization can be used with a somewhat longer training sequence 
or random data to achieve the final fine adjustment of the tap 
coefficients. 

The fact that mean-square equalization with a training sequence 
period equal to the length of the equalizer can give very fast and very 
consistent, relative to the starting point of the adaptation, equalization 
has been demonstrated in numerous simulations. One of these is il­
lustrated in Fig. 8. The same channel is used for this example as was 
used previously; the peak distortion is 2.62, the signal-to-noise ratio 
is 30 dB, and the step size is 0.04. In this case, the equalizer has 15 
taps and a 15-bit maximum length training sequence is used because 
of its nice spectral properties. Adjustments are made at the symbol 
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Fig. 8-Start-up behavior with cyclic equalization. 
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rate. The shaded region in the figure contains all 15 possible con­
vergence curves that correspond to the different starting points for 
adaptation. Not only are all the convergence curves very similar, but 
they all achieve a peak distortion of about 0.4 or less in 15 symbols. 

A few words are in order about the presetting of the tap coefficients. 
Because an unsynchronized reference is used, the location of the 
largest coefficient is a priori unknown. It is therefore reasonable to 
preset all coefficients to identical initial values s, as we have already 
mentioned above. With most channels, tap coefficients of both polari­
ties will evolve so that one might consider setting s = 0 for an unknown 
channel. The large final value of the center tap would, however, suggest 
that slightly biased initial conditions might give faster convergence; 
we will make more precise statements about that in Section VII. 

The discussed method of presetting has, of course, some consequences 
if a channel with low distortion or even an ideal channel were used. In 
such a situation, a conventional equalizer could do a better job because 
it would be started with the optimum tap settings (Ck = OOk) right 
away and need not make any corrections at all. The cyclic equalizer 
would have to "converge" even with an ideal input signal; simulations 
of this case have shown a convergence plot similar to that of Fig. 8. 

As a final example, we present the results of a VSB system that is 
operated over a channel with "parabolic-like" delay (exponent = 2.73) 
and an sin of 30 dB. The received and demodulated signal is sampled 
with different timing phases spaced T 14 apart and equalized in a cyclic 
equalizer with N = 15 taps. The distortion values resulting after 
equalization during only one sequence (i.e., 15 symbols) are sum­
marized in Table I. For comparison, the initial channel distortion 
DChannei and the minimum distortion D min that can be achieved with 
an equalizer of this length are also included. It can be seen that initial 
training using cyclic equalization achieves a performance that is 
already close to optimum. 

Some comments should be made about the simulation results we 
have presented. They indicate that initial training with cyclic equaliza­
tion may only be necessary for a very short time; in some cases, for 
only one sequence period. This means that the received signal is not 

Table I - Distortion for VSB channel and 1S-tap equalizer 

Timing DChannel DCyel. D min 

0 2.04 0.15 0.06 
25% 1.87 0.52 0.21 
50% 2.25 0.99 0.98 
75% 2.88 0.25 0.12 

382 THE BELL SYSTEM TECHNICAL JOURNAL, FEBRUARY 1975 



really periodic and that no spectral lines in the strict sense will occur at 
equally spaced frequencies W m , as we specified earlier in this section. 
The spectrum will be continuous, showing increasingly concentrated 
peaks at those frequencies with larger numbers of sequence repetitions. 
We have not found this to be a disadvantage; in fact, under some cir­
cumstances, the tap settings achieved with only a small number of 
iterations were, for the transmission of random data, preferable to the 
steady-state solution. 

We have shown by example that fast reliable initial convergences 
can be achieved using an ideal reference signal without spending any 
time to synchronize the reference. Final fine adjustment of the taps is 
accomplished in a decision-directed mode using a longer sequence or 
random data. In the next sections, we will analyze the behavior of the 
cyclic equalizer during its initial training period. The convergence be­
havior with the mean-square algorithm with averaging, the choice of 
the training sequence, and the effect of the initial value of the taps will 
be considered. Then the exact behavior of the mean-square algorithm 
without averaging will be analyzed and conditions for convergence 
will be given. 

IV. STEADY-STATE SOLUTION FOR THE TAPS 

As was discussed in the previous section, the operation of the cyclic 
equalizer does not depend upon the synchronization of the reference, 
and we will not stress the rotation property of the taps unless necessary. 

We assume a system with N equalizer taps and let the samples of the 
received signal be the components of the vector 

x T = ("IN, "IN-I, ..• , "II). (16) 

If we neglect the noise components, the tap-signal vector is periodic 
and successive vectors are cyclic shifts of each other ('YN+m = "1m). We 
define a signal matrix 

"IN 'YN-l 'YN-2 "II 

"II "IN 'YN-l "12 
s= "12 "II "IN "13 (17) 

'YN-l 'YN-2 'YN-3 "IN 

whose rows consist of all N succeeding sample vectors. The elements of 
S are given by 

Sik = 'Y(i-k)Mod N. (18) 

At the equalizer output, a sequence of values xTc (c is the tap-weight 
vector) appears as the input vector x is cyclically shifted through its 
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N states. The resulting output sequence is 

y = Sc. (19) 

Obviously, it is possible to obtain from a given input sequence any 
arbitrary desired output sequence by a suitable choice of c, provided 
only that S-1 exists. If we define a data vector ~ which contains the 
reference values associated ·with y, it is possible to select c so that 

y = ~ = Sc, (20) 

i.e., the recovered sequence can be perfectly equalized (at least, at the 
sample points) and there is no residual error. This is even true with 
nonlinear distortion. Since the error can be reduced to zero, we con­
clude that the same tap vector 

Co = S-1~ (21) 

is obtained with any equalizer in the steady state, regardless of the 
particular tap-updating algorithm (as long as it is unbiased). 

We now proceed to determine the eigenvalues of the circulant matrix 
S. Let us first define a set of values r so that 

r N = 1 --7 rk = exp (j 2~k ) . (22) 

In the next step we form 

A = 'YN + r'YN-1 + r2'YN_2 + ... + r N- 1'Y1 

rA = 'Y1 + r'YN + r2'YN_1 + ... + r N- 1'Y2 

r N- 1A = 'YN-1 + r'YN-2 + r2'YN_3 + ... + rN-1'YN. 

This may be written in matrix form as 

rkAk = Srk, (23) 

where we have defined the vector 

r, ~ {r'n}; with r'n ~ ~ exp (/; nk ) . (24) 

The rk's are obviously eigenvectors of S. The eigenvalues Ak are 

Ak = xTrk' 0 ~ k ~ N - 1, (25) 

and are given by the discrete Fourier transform (DFT) of the input 
vector x. The signal matrix S can be diagonalized if we introduce a 
matrix W with 

(26) 
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whose columns are made up from the vectors rk. W is also symmetric 
and unitary; the properties 

W = WT, W* = Wt, WtW = I (27) 

are easily established. We may now alternatively either express the 
eigenvalues as components of the diagonal matrix D 

D = WtSW (28) 

or as components of a vector 

J. = Wx, (29) 

since multiplication with W transforms a vector into its DFT. 

We now give an interpretation in the frequency domain. The received 
(periodic) sequence can be expanded into a Fourier series 

1 (. 27r ) 
X (t) = -{N ~ Xm exp J NT mt , (30) 

where the coefficients Xm correspond to the spectral lines and the range 
of m is determined by the bandwidth. The components 1'i in x are 
given by x(t = T + iT); this may be combined with (25), and we 
obtain for the eigenvalues the frequency domain representation 

[
• 27rT ( k )] Ak = ~ Xk+ lN exp J T l + N . (31) 

In the case where all spectral lines are contained within twice the 
Nyquist frequency and T = 0, we have 

Ao = X-N + Xo + X N 

Al = Xl + XI- N 

A2 = X2 + X2- N 

AN-2 = X N - 2 + X_2 

AN-I = XN-I + X_I 

(32) 

As this represents 100-percent excess bandwidth, we may assume that 
most practical systems are within this range. If spectral lines are only 
within the Nyquist limit, (32) is simplified to 
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We can now give some comments as to the nature of the resulting 
tap vector Co. By combining (21) and (28), Co may be expressed as 

(34) 

Here the term W~ is the DFT of the ideal samples and establishes a set 
of reference values at equally spaced points in the frequency domain 
(discrete Nyquist equivalence). The multiplication with D-l determines 
the gain of an ideal correction function at these points. The resulting 
tap-vector Co is the inverse DFT of this correction function. The overall 
transfer characteristic (channel and equalizer) is discrete Nyquist 
equivalent when Co = S-l~, i.e., frequency-domain equalization is 
precise at a set of equidistant points [spacing (2·n/NT)]. This tap 
vector is, in the general case, not optimum for random data trans­
mission after the training period. Basically, equalization is a mathe­
matical approximation problem. The equalizer approximates the com­
pensation function with a trigonometric polynomial. With a cyclic 
equalizer, the coefficients are selected to match the desired function 
at equidistant points. This will generally not give minimum mean­
square error at the output, since only discrete frequency information is 
used and the channel behavior between the sample points is not taken 
into account. In a recent paper, Chang and Ho40 briefly discussed this 
problem from a somewhat different point of view and concluded that 
the initial approximation Co is generally close to the optimum settings 
for random data. We will not further discuss the approximation prob­
lem in this paper. 

V. MEAN-SQUARE ALGORITHM WITH AVERAGING 

In this section, we are looking at a tap-control system that minimizes 
the mean-square error between the equalizer output y(nT) and refer­
ence symbols ~n. We use a steepest descent gradient algorithm of the 
form 

(35) 

where A is the signal-correlation matrix and v is the signal-correlation 
vector. The gradient 

(36) 

is evaluated in the usual way by time averaging. 

First we note that, in the noiseless case, because of the cyclic nature 
of x, both A and v can be determined by time-averaging over one full 
sequence length of N symbols. Further, A and v are constant and well­
defined throughout the process. It is easily verified that A can be 
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expressed in terms of the normal signal matrix S, 

A = 1 SSt = 1. StS 
N N' 

(37) 

and that v is equivalent to 
1 

v = NSt~. (38) 

The gradient is zero, and updating stops when 

C = Co = A-IV = S-l~. (39) 

If we introduce the tap error vector Om = Cm - Co, (35) takes the form 

(40) 

The choice of f3 and the convergence depend on the eigenvalues of A. 
To guarantee that Om+I ~ 0 for large 'l11, we require 0 < f3 < 2/J1.max, 
where J1.i are the eigenvalues of A. Since 

S = WDWt (41) 

and therefore 
1 1 

A = - SSt = - WDDtWt 
N N ' 

(42) 

the eigenvectors of A and S are common (and independent of x). The 
eigenvalues J1.k of A are related to the eigenvalues Ak of S by 

(43) 

Another interpretation is obtained by realizing that the matrix A is 
circulant (like S) and symmetric with elements 

1 l+N-l 
{A} ik = ai-k = ak-i = an = N- L 'Ym'Ym-n. (44) 

m=l 

By analogy to (25), the eigenvalues are 

(45) 

where a contains the components an. We see that the eigenvalues are 
given by the DFT of the cyclic autocorrelation values, an. 

We now express these eigenvalues by the spectral lines in the fre­
quency domain. If we combine (31) and (43), we obtain 

J1.k = ~ ~ ~ Xk+mNX~+nN exp [j 2;r (m - n) ] (46) 
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or, in an equivalent form, 

J.1.k = ~ ~ ~ Xk-mNX(n+m)N-k exp (j27!"n ~ ). (47) 

If the bandwidth is Nyquist-limited, only one single term in (47) con­
tributes to the eigenvalues, namely, 

N 
k <_. 

= 2 (48) 

The eigenvalues are then independent of timing and carrier parameters 
and phase distortion of the channel. Only the signaling format, the 
channel attenuation, and the choice of the sequence ~ determine the 
eigenvalues. (Note that we have so far not restricted the choice of ~ 
to a particular class of sequences, such as maximum length sequences.) 

In the case of excess bandwidth which is, however, limited to twice 
the Nyquist frequency (all reasonable pulse-amplitude modulation 
systems fall in this category), a few more terms in (47) need be con­
sidered, and 

J.1.k = 1 X k 12 + 1 XN-k 12 

( 
. 27!"T ) * * (. 27!"T ) + XkXN - k exp J T + XtXN - t exp -J T ' (49) 

which shows the influence of the timing phase T. Note that only the 
third and fourth terms depend on phase and timing parameters. This 
term represents the fold-over around the Nyquist frequency.* The 
smaller the roll-off, the less the eigenvalues will be affected by this 
fold-over. In fact, it is even possible to have a small amount of excess 
bandwidth without any contribution of these terms. This is shown in 
Fig. 9. We distinguish two cases. 

(i) N = odd. The Nyquist frequency is located midway between 
two spectral lines of the training sequence. Fold-over is avoided 
if we have a normalized roll-off a ~ liN. 

(ii) N = even. The Nyquist frequency coincides with a spectral 
line of the training sequence. If we choose a ~ liN, the 
eigenvalues will still be phase-invariant, but one of them (for 
k = N 12) will now be dependent on the timing phase to. 

Most voice-grade telephone channels have very large phase distor­
tion, but only moderate amplitude distortion. Usually, the worst-case 
gain deviations over a given frequency range are known (e.g., on 

* Some cross terms in (49) are zero if the bandwidth is less than twice the Nyquist 
frequency. 
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Fig. 9-Spectrum of training sequence. 

private channels). If we deal with small excess bandwidth and we 
know our sequence ~, it is obviously possible to calculate the spread of 
the eigenvalues from (46) or (49). We may then choose the value of (3 
in (35) so that 

o < {3 < X:ax (50) 

to insure convergence. In addition, it may, of course, be necessary to 
normalize the signal power xTx with an automatic gain control to make 
the eigenvalues dependent only on the relative gain difference between 
the various frequencies, but independent of the average absolute gain. 

VI. CHOICE OF THE TRAINING SEQUENCE 

SO far, we have not discussed the choice of the training sequence ~. 
From the previous study we know that the eigenvalues of S and A 
are well-behaved as long as the DFT of x, or of the sampled autocorrela­
tion function, respectively, has no zero elements. This is obviously 
sufficient to guarantee the existence of inverses of S and A and there­
fore also the existence of a solution Co. Zero elements can be avoided 
by selecting a signaling format and a sequence ~ to insure nonzero line 
amplitudes at all frequencies in = n/NTwithin the transmission band­
width. If the channel does not have serious attenuation gaps, we have 
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also nonzero amplitudes at the receiver input. To obtain fast con­
vergence, the eigenvalues should be as equal as possible (minimum 
spread). This can obviously best be achieved by selecting a sequence 
~ which produces lines of equal amplitudes; predistortion for expected 
attenuation at the band edges is possible. The transmitter is then 
effectively sending a comb of equally spaced frequencies of approxi­
mately equal amplitudes that could obviously also be provided by a 
number of frequency generators, but are, of course, much more effi­
ciently synthesized as spectral lines of a suitable sequence. Note that 
the samples of the training sequence ~ need not necessarily be binary; 
arbitrary numbers (and sequence lengths) can be stored in ROM'S in 
both transmitter and receiver. We will discuss a few special cases for 
~, assuming small excess bandwidth « 1/ N) and an odd number of 
taps and flat gain: 

(i) Single pulse, ~T = (0, "', 0, 1, 0, "', 0) : This produces a fre­
quency comb of equal amplitudes. We have further 

1 
A = N I, Ak = const = 1/ N, /Jopt = N. (51) 

Convergence is obtained in a single iteration, independent of 
the initial settings. See eq. (40). 

(ii) Single pulse, ~T = (1, .. " 1, -1, 1, .. " 1): This produces a 
similar frequency comb, but with a much larger amplitude at 
dc. The eigenvalues are shown to be 

Ao = (N - 2)2/N; A1 = ... = AN-1 = 4/N. (52) 

(iii) Maximum-length pseudorandom sequence: Such sequences 
have lengths N = 2m - 1 (among others), and were used for 
the simulations given earlier in Section II. The eigenvalues are 

1 1 
Ao = N; A1 = ... = AN-1 = 1 + N' (53) 

For a given symbol magnitude of the ~/s and a given peak power, the 
maximum-length sequence gives the largest spectral line energy and 
seems thus to be a good choice, especially for noisy channels. Both in 
(ii) and in (iii), Ao is different from the other N - 1 identical eigen­
values; "\ve will, ho"\vever, show that /J can be selected according to these 
(N - 1) values and that Ao does not affect the convergence if the 
equalizer is properly preset. 

VII. PRESETTING THE TAPS 

Since the reference sequence is not synchronized with the received 
signal, the resulting tap vector may have its main tap in any position, 
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and it would obviously not make sense to preset in the traditional way 
of having Ci = Oio. Instead, we choose an initial tap vector su whose 
coefficients have equal values s. If we assume N = 2M + 1 taps, the 
initial equalizer transfer function is given by 

H() !!- -' T sin (NwT/2) 
w = s L...J e 1 w n = S -----:----,--=_:_=_,--

n=-M sin (wT/2) , 
(54) 

which is a comb filter with period I/T and attenuation poles at 
f = k/NT, i.e., precisely at the frequencies where the spectral lines 
of the training sequence are located. Only dc information is thus 
transmitted to the output prior to the first iteration. This is also obvious 
from the fact that the output y = sxTu does not depend on the cyclic 
shift of x, since it is the sum of all N sequence samples. If an ideal 
Nyquist pulse is applied to such a system, the initial distortion of the 
output signal is very large, i.e., 

Dpeak = DMSE = N - 1. (55) 

This is independent of s. If, however, we look at the average mean­
square error of the training sequence, we have with the initial setting. 

This can be differentiated with respect to s, and we find that the initial 
mean-square error is minimized if we choose 

1 ~TU 
Sopt = N xTu' (57) 

The quotient associated with 1/ N represents the dc gain of the channel 
and is usually close to unity. Since the dc gain of the equalizer is equal 
to the sum of the tap coefficients, (57) means that the initial settings 
should be chosen to have the same sum as the final settings in Co 

(remember that Co is the inverse DFT of the correction function). 
Some further physical insight is obtained if the mean-square error 

after m iterations is studied. This mean-square error may be expressed 
as36 

N-l 

E~+l = L qi,m+l, 
i=O 

where the ith error component, qi,m+l, is given by 

(58) 
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The initial value of each component is proportional to its corresponding 
eigenvalue and to the square of 

where 
T _ 10 if i ~ 0 

uri - 14N if i = o. 

The values of ofr i are then obtained as 

ofro = N-!(N s - cfu) if i = o. 

(60) 

(61) 

(62) 

(63) 

Because of what we have said earlier, we see that these coefficients are 
proportional to the values of the correction function at the line fre­
quencies, except in the case of i = 0, where ofro is only proportional to 
the misadjustment at dc. If we select s according to (57), the error 
component associated with >'0 becomes zero. The constant {3 is then 
selected in accordance with the remaining eigenvalues to provide fast 
convergence. 

A few comments are in order for the case of J.l.o = O. This will occur 
whenever the sequence is dc-free. An example of this property is a 
maximum-length sequence that is complemented by one additional 
bit to provide an equal number of ones and zeros (N would then be 
even). From (59) we see that the error term associated with J.l.o is zero; 
since there is no spectral line at dc, the gain at w = 0 is obviously im­
material as long as we transmit the training sequence, and convergence 
and mean-square error are independent of the choice of s. To see how 
this affects the solution co, we write the relation Aco = v in the form 

(64) 

Assume k eigenvalues in the diagonal matrix DDt are zero.* Therefore, 
we have only N - k linear independent equations for the N com­
ponents of co. The set of solutions for Co can be expressed with k inde­
pendent linear parameters. In the most important case where only 
J.l.o = 0, this ambiguity can be avoided easily by constraining the sum 
of the tap values. This sum remains constant throughout the equaliza­
tion process. We can best show that if we look at the sum of the 
gradient components, 

L UTXi(xTc - ~i), 
i 

* This can happen if the test sequence has zero power at some frequencies 
h = k/NT within the transmission band. 
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which is obviously zero since UTXi is zero by definition. We would thus 
choose s in such a way as to match the desired dc gain (which is no 
longer immaterial if we transmit random data after the initial training 
period). This is still in accordance with (57) if the quotient of the 
right-hand side is replaced by the quotient of the spectral densities 
at dc when data are random. 

VIII. INFLUENCE OF NOISE 

SO far, we have made the assumption that the received samples are 
noiseless. We give here a coarse analysis of the effects of noise which 
will show that its influence is, in fact, quite small and may often be 
neglected. We assume that the taps are calculated from a single-input 
signal vector which includes noise; that is, the vector x in (16) now 
consists of the received signal values plus noise samples. As the equalizer 
cannot make any distinction between signal and noise components, a 
tap vector, 

Cor = (S + R)-l~, (65) 

will evolve instead of Co = S-l~, where R is a noise matrix defined in 
accordance with (17). We then write the tap difference vector as 

(66) 

if we combine (21) and (65). If a noiseless test sequence were trans­
mitted over the system, there would be some output error because the 
vector Cor is different from the optimum Co. The resulting mean-square 
error, averaged over the ensemble of cor's, would be 

e2 = E { (co - cor)tA (co - Cor)}, 

and can be written as 

e2 = E{c!rRt(S-l)tAS-lRcor }. 

If we make use of the relation (37), this can be simplified to 

e2 = ~ E{c!rRtRcor}. 

(67) 

(68) 

(69) 

Assuming that succeeding noise samples are uncorrelated and that 
1 Cor 12 ~ 1, we finally obtain for the mean-square error 

where (72 is the noise power. We conclude that for reasonable sin's 
there will be only a small bias introduced because of the superimposed 
nOIse. 
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IX. CYCLIC EQUALIZATION USING A MEAN-SQUARE ALGORITHM 
WITHOUT AVERAGING 

The previous discussion has given an analysis of the process of cyclic 
equalization using the mean-square algorithm with averaging. Much 
of the insight developed there regarding the final tap values, the type 
of training sequence to use, etc., carries over to the equalization 
process which uses the mean-square algorithm without averaging. 
However, to be more precise we now will carry out an exact analysis 
of this algorithm. Because it permits a more simple implementation, 
it is the algorithm without averaging that will most likely be used in 
practical situations. 

Let the N-component tap-signal vector at time to + kT be denoted 
by Xk. In the absence of noise, succeeding signal vectors will then be 
related by 

where U is an N X N cyclic shifting matrix of the form 

o 0 
1 0 

U = 0 1 

o 1 
o 0 
o 0 

o 0 1 0 

Note also that U is orthogonal and 

The equalizer output at time to + mT will be 

(70) 

(71) 

(72) 

(73) 

where we have expressed the signal vector as a cyclic shift of one fixed 
state at start-up. We will drop the index on x from now on. 

Let dk be the reference value of the data signal at t = to + kT. The 
mean-square error at to + mT is 

(74) 

where m indicates any of the equally probable cyclic shifts of x and d. 
The expected value in (74) can be obtained by time averaging over 
i + 1 ~ k ~ i + N because of the cyclic nature of the signals under 
consideration. The gradient with respect to the tap weights is given by 

(75) 

In this section we make adjustments of c at each symbol interval and 
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use a non averaged approximation of (75) (the product of error and 
tap signals of the previous baud interval) for updating. Thus, our 
strategy becomes* 

Cm+l = Cm - (3Umx(c~Umx - dm) 
= Um(J - (3xXT) U-mcm + {3Umxdm. (76) 

For convenience, we define a data vector ~ which contains the reference 
values dm • We further define an N-dimensional vector, 

r = {rd, (77) 

containing zeros in all positions except in one reference (kth) position 
("center tap"). We observe that 

and we can write (76) in the form 

Cm+l = UmZU-mcm + {3UmEU-mr, 

where we have introduced for convenience 

Z = J - {3xxT 

E = X~T. 

(7S) 

(79) 

(SO) 

(Sl) 

By solving the time-varying difference equation (79), the tap vector 
after m adjustments can be expressed as 

(S2) 

The new matrix Q in (S2) is defined as 

Q = ZU-l = (I - (3xXT) U-l, (S3) 

and will play an important role in further analysis. We can also easily 
verify the synchronization-invariant properties of (S2). In fact, if we 
replace x by UiX (introducing some arbitrary delay), we obtain 

(S4) 

but since we choose the initial CI with equal bias values for all coeffi­
cients, U-iCI = CI, and (S4) and (S2) are identical except for an 
i-position cyclic shift of the resulting tap vector. 

* We are assuming {3 is constant; in practice, it might be desirable to make {3 
dependent on m. 
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x. SOLVING THE DIFFERENCE EQUATION 

Before we discuss (82) in more detail, we define 

m-l 

Hm = {3 L QkEUk (85) 
k=O 

because sums of this type will be frequently needed in the subsequent 
analysis. Examples are 

Ho = ° 
HI = {3E 

Further, it is rather straightforward to show that 

H i+i = Hi + QiHiUi = Hi + QiHiUi, 

and, as a special case, 

(86) 

H IN may be expressed in a more convenient form if we introduce a new 
summation index, iN + j, 

l-l N-I 
HLN = {3 L QiN L QiEUi. (88) 

i=O j=O 

The first series can be summed, and we obtain 

(89) 

where we have made the implicit assumption that I - QN is non­
singular (we will say more about that in a moment). 

We are now ready to study (82), which may be \vritten as 

(90) 

By setting m = IN + n and combining the first expression in (87) with 
(89), we obtain 

ClN+n+1 = Un{QlN+nCl + QlNHnU-nr 
+ (I - QlN) (I - QN)-lHNU-nr}. (91) 

For any nonzero value of {3, Cm will not converge in the usual sense; 
however, it will reach a steady-state condition that does not depend 
upon the initial value of CI. In order that this can occur, we require 

lim QlN = 0, (92) 
l-+<Xl 
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which means that we require the spectral radius p(Q) to be less than 
unity (all eigenvalues inside the unit circle). This will also guarantee 
the nonsingularity of 1 - QN and thus the existence of (89). The first 
(transient) term in (91) will then converge to zero, which means that 
the steady-state solution is independent of the initial tap settings. * 
The second term will also converge to zero and the steady-state value 
of C is 

(93) 

This solution is periodic in n; it is trivial to verify that, owing to the 
cyclic nature of U, 

(94) 

As an important special case we have, if n = 0, 

Coo = (I - QN)-IHNr ~ Hoor. (95) 

After m = IN iterations, the tap vector is 

ClN+l = QlNC1 + (I - QlN) (1 - QN)-lHNr. (96) 

By combining (95) and (96), we can express the convergence with the 
error vector ClN+l - Coo, 

(97) 

as a function of the initial error vector. This is a particularly simple 
form, which shows how the convergence is directly dependent on the 
eigenvalues of Q. The error vector is reduced by a factor QN with each 
cycle of iterations. The eigenvalues of Q are functions of {3 and of the 
signal format and channel characteristics. We will study this problem 
in the next section. 

XI. CONDITIONS FOR CONVERGENCE 

The eigenvalues 'A and eigenvectors z of Q are determined by 

Qz = U-l (I - {3xx T )z = 'Az. 

We can calculate ('Az)t ('Az) and obtain 

(98) 

(99) 

Assuming normalization of the eigen~'<!.:tOl'S, we then require for 
stability that 

* If only a small number of iterations are used for training, c, should be chosen 
carefully, since c will then be a function of the tran~ :I~at term as well. 
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If we now assume that ztx ~ 0, we get the simple condition 

0</1<+ x x 
(101) 

to ensure convergence of the tap coefficients. Note that the bound 
(101) depends only on the received signal power, which can be nor­
malized with an automatic gain control. 

A completely different situation occurs if x is orthogonal to an 
eigenvector z; ztx = O. It is easy to see from (100) that this would 
imply I A I = 1, regardless of /1. This case must be avoided and needs 
some special attention. 

We first conclude that ztx = 0 implies that z is an eigenvector of 
both Q and U; this is evident from (98). The next step is then to de­
termine the eigenvectors y and eigenvalues J.L of the cyclic shifting 
matrix U. They are defined by the equation 

Uy = J.Ly. 

We introduce a unitary matrix W with elements 

1 (. 21T' 'k) Wik = {N exp - J N ~ , o ~ i, k ~ N - 1 

and observe that 

{WtUW}ik = Oik exp ( _j 2;i) 

is diagonal. The eigenvalues of U are thus given by 

( . 21T'i) J.Li = exp -J N i = 0,1, "', N - 1 

and the corresponding eigenvectors are 

We now define a vector h with values yix, 

(102) 

(103) 

(104) 

(105) 

(106) 

(107) 

The components of h are thus simply the components of the discrete 
Fourier transform of x, and we can finally write our requirement 
ztx ~ 0 in the form 

-vNhi = :~: Xk exp ( -j 'f; ik) ~ 0 for i = 0, .. " N - 1. (108) 
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This is not a serious restriction, since most channels will produce an 
x whose DFT will have only nonzero components. Difficulties can arise, 
however, with frequency gaps of severe attenuation within the pass­
band range, but this is a condition that needs special attention with 
any equalizer. Partial-response signaling does not satisfy (108), and 
we conclude that it cannot be used for cyclic equalization 'without 
changes in the equalizer structure or tap-updating algorithm. 

Before we leave the stability discussion, we would like to point out 
another aspect of our problem. By setting n = 1 and IN ~ 00 in (89), 
we obtain 

or, after postmultiplying with U-1, 

QH~ - H~U-l = -EU-l. (109) 

Matrix equations of the above type play an important role in stability 
and control theory (Lyapunov), and it is known that a unique solution 
of (109) exists only if Q and U-l have no common eigenvalues. This 
would obviously also lead to our conditions (101) and (108). 

XII. ASYMPTOTIC BEHAVIOR '-'1-

The coefficient vector that minimizes the mean-square error of the 
received sequence is given by 

Co = A-lV, (110) 

where A and v are the signal-correlation matrix and the cross-correla­
tion vector bet,veen this sequence and the reference. Our current 
strategy does not use the gradient (75) in a steepest descent algorithm; 
nor do we assume that (3 decreases as the iterations proceed. Thus, it 
is to be expected that we obtain settings that are biased with respect 
to (110). We first write (95) in the form 

(I - QN)C~ = HNr. (111) 

From (70) and (83) we can express QN as 

QN = (I - (3XNX~) ... (1 - (3X2Xf) (I - (3XIXf) 

= 1 - (3 L xixf + (32 L xixfxkX'{ - ... (-l)N(3NxN ··· xi. (112) 
i i>k 

If the signal matrix, 
1 N 

A = E{xixf} = N iL;l XiX£, (113) 

is introduced, we have 

1 - QN = (3N A J 1 - ~ A-I L xixfxkX'{ + ... J. (114) 1 N i>k 
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We can expand the right-hand side of (111) in a similar way, 

HNf = [3 it. LA. (I - [3x;xf) I xidi 

N-l N 

= {3Nv - {32 L L XiXJxid i + 
i=l i=i+l 

where the signal correlation vector v is defined as 

1 N 
V = E{xidi } = N i~l xidi. 

(115) 

(116) 

Combining (113) to (116) and writing out only the first-order terms 
in {3 / N yield 

The neglected terms in (117) are multiplied with higher powers of {3. 

It is, therefore, always possible to choose {3 small enough to make the 
linear term dominant. We can conclude that the resulting asymptotic 
tap vector differs from the MMSE solution Copt by a bias which, for 
sufficiently small {3, is directly proportional to {3 and may be made 
arbitrarily small. Very fast initial convergence can be obtained by 
choosing {3 large; then {3 may be made smaller for the remaining itera­
tions to reduce the bias error (gear shifting). * This will also reduce the 
periodic fluctuation of the tap coefficients in the final steady state. 

On the other hand, one should always keep in mind that the cyclic 
process is used only during the training time and that random data 
are used later on for adaptation. The tap vector that yields MMSE for 
the training sequence generally does not minimize the mean-square 
distortion for random data. However, the work of Chang and H o40 

indicates that (for small (3) the results may not be significantly in 
error. It would be expected that, in the normal data set application, 
cyclic equalization would be used for enough cycles to achieve a good 
open eye; then a longer training sequence would be used, decision­
directed, to determine the steady-state tap coefficients. 

XIII. ACCELERATED PROCESSING 

After these theoretical studies, we conclude our paper by discussing 
some more practical aspects of the signal-processing organization. 

* It seems possible that a continuous decrease of {3 during the iterations would 
yield superior results; we have, however, not analyzed this case. 
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l\1ore precisely, we present a somewhat modified implementation 
technique of cyclic equalization that will allow a further reduction in 
the initial training time. For this, we assume that the received sequence 
is not substantially corrupted by noise. In a highly dispersive channel 
with a relatively high sin, this is a realistic assumption since inter­
symbol interference is completely dominant and noise is of minor in­
fluence at the beginning of equalization. Once the initial transients 
have settled, the receiver will thus see a train of continuously repeated 
identical sequences. No information is lost if one sequence length is 
stored in the receiver for further processing and the input is switched 
off. Such a system is depicted in Fig. 10. 

B 

DATA IN 

\: // 
STORED REFERENCE SEQUENCE 

SUMMING 
AMPLIFIER 

S 

DATA rCLOCK 
HIGH 

......... _--" SPEED 
B CLOCK 

Fig. lO-Block diagram of cyclic equalizer equipped for accelerated processing. 
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For clarity, only three taps are shown. The samples of the data se­
quence are entered into the delay line (shift register in the case of a 
digital equalizer) of the transversal filter while switches S are in posi­
tion A. As soon as one full sequence is stored, i.e., when samples have 
reached the end of the delay line, switches S are moved to position B. 
Thus, a shift-register ring circuit is formed and the stored samples can 
be shifted cyclically by applying appropriate clock pulses. The stored 
reference sequence is shifted at the same speed. It is important to 
realize that this speed need not be related to the actual data rate. The 
stored signal vector and the reference sequence can be shifted at a 
much higher rate, thus simulating a "speeded-up" data flow. Initial 
training can be achieved in a time interval limited only by the speed 
capabilities of the signal-processing hardware. After going through a 
specified number of sequences, training is considered sufficient and the 
computed tap coefficients are cyclically shifted for alignment. All 
switches are then set to position A, received data are shifted down the 
transversal filter at the actual data rate, and further adaptive equaliza­
tion is performed on a decision-directed basis. The described training 
method combines cyclic rotation of the signal vector, the reference 
vector, and the coefficient vector to simultaneously achieve equaliza­
tion and synchronization in "speeded-up" time, i.e., virtually instantly. 

The above method is particularly simple when used with a stochastic 
adjustment algorithm. However, accelerated processing is also at­
tractive with the mean-square gradient-type algorithm. Since the 
gradient is determined by averaging over N symbols, an additional 
array is necessary to store the accumulated correlation products of 
error and tap signals. The speeded-up data flow is again achieved by 
cyclically shifting either the signal vector or the coefficient vector at 
the highest possible rate consistent with the required signal-processing 
operations, only now the coefficient vector remains unchanged until, 
after one full cycle, the correlator array contains the (suitably scaled) 
tap corrections. The coefficients are now updated and the process is 
repeated, if necessary. After a couple of iterations the coefficients are 
rotated to align the largest of them with the reference position and the 
equalizer is switched to real-time processing and decision-directed 
operation. 

Even without accelerated processing, the initial training time using 
cyclic equalization is so short that the delay needed for the signal to 
initially "fill up" the transversal filter becomes significant. With the 
described method of accelerated processing, the training time can be 
reduced to an arbitrary short interval limited only by the speed capa­
bilities of the circuit elements. The "fill-up" time becomes completely 
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dominant. In the extreme, cyclic training can be achieved within a 
single symbol interval (after the equalizer is filled up). 

XIV. CONCLUSION AND SUMMARY 

Cyclic equalization, as presented in this paper, is a new method for 
initial equalizer training. Its main features are: 

(i) A special training sequence where the number of symbols 
equals the number of equalizer taps. 

(ii) Very fast start-up with provision for futher speeded-up opera­
tion, reducing training time theoretically to less than one 
symbol interval. 

(iii) Ideal reference operation with no synchronization required. 
The processes of equalization and synchronization are com­
bined in a unique way. 

(iv) Perfect equalization at a set of equally spaced points in the 
frequency domain. 

(v) Simple and economical implementation. 

Cyclic equalization provides a set of tap coefficients that need to be 
cyclically rotated after initial training. At this time, a coarse equaliza­
tion is achieved, the eye pattern is open, and the equalizer can switch 
to a decision-directed mode to achieve final tap settings using random 
data. 

We have shown that the periodic training sequence can always be 
exactly equalized, so that all unbiased tap-updating algorithms will 
converge to the same tap settings, namely the inverse DFT of the 
sampled channel correction function. The mean-square gradient algo­
rithm was analyzed in detail. The channel correlation matrix eigen­
values that influence the convergence are directly related to the lines 
of the power spectrum of the received sequence. The problem of initial 
coefficient presetting was discussed, and we made some comments con­
cerning the choice of the training sequence and the influence of noise. 

The cyclic equalization process using the mean-square algorithm 
without averaging was considered, and the difference equation that 
describes the coefficient convergence was solved. It was proved that 
the algorithm converges provided that the discrete Fourier transform 
of the received signal vector has no zero elements, and that the step 
size is within certain limits related to the number of taps and the 
received signal power. Finally, it was shown that the tap coefficients 
for the algorithm without averaging equal those for the algorithm with 
averaging except for an error term which goes to zero as the step size 
approaches zero. 
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The paper has been concluded by presenting a signal processing 
technique that achieves "accelerated convergence." This allows co­
efficient calculation in a time interval limited only by the speed 
capabilities of the equalizer circuitry. 
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Group theory impinges on the combinatorial study of connecting net­
works in a natural way: the stages, frames, and cross-connect fields from 
which l1wny existing networks are built provide simple pennutations out 
of which desired, complex assignments are built by composition. Some 
of the consequences of this interpretation are explored in this paper. In 
the group-theoretic setting, the action and role of the stages and fields be­
come transparent, and many questions and results regarding networks 
can be regarded as problems about cosets, subgroups, factorizations, etc. 
This approach is particularly useful for the study of rearrange able net­
works made of stages of square switches; such a network is rearrangeable 
if and only if the symm,etrie group of appropriate degree can be factored 
into products of certain subgroups associated with the network. Or again, 
the original Slepian-Duguid rearrangeability theorem corresponds to 
factoring a symmetric group into a product of double eo sets of subgroups 
generated by stages. 

I. INTRODUCTION AND SUMMARY 

Many connecting networks for telephone switching are constructed 
of several stages of independently acting rectangular or square switches 
with suitable cross-connect fields between the stages to allow for 
"grosser" transitions. The permutations or maps of inlets into outlets 
that can be realized by the network are obtained in a sequence of 
steps each corresponding to passage through a stage or a cross-connect 
field. To put it in mathematical terms, the stages and cross-connect 
fields provide simple maps out of which desired ones can be built by 
successive compositions. This fact allows one to use the concepts of 
group theory to study questions about connecting networks. Such a 
study was initiated in a previous paper,! in which we remarked that 
it aI-ways seemed to be easier to obtain results about groups by the 
few available methods known for networks than vice versa. We are 
happy to report that this tendency has been in part reversed.2 
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In Sections II and III we describe how the actions of a stage of 
switching and that of a cross-connect field are to be interpreted in 
terms of permutations. Section IV contains a definition of a general 
notion of a "stage," and it is explained there how the cascading of 
successive stages of switching separated by cross-connect fields corre­
sponds to composition or multiplication of permutations. In Section V, 
we indicate how some concepts from group theory can be used to 
describe the permutations achievable by successive stages of square 
switches with fields between them. As a result, we can in Section VI 
pose some questions about (permutation) groups that are relevant to 
the practical matter of what calls can be carried in a network made of 
stages of square switches. 

N ext, Section VII contains a study of how stages can give rise to 
subgroups, culminating in the result that a stage S is made of square 
switches iff S generates a group and S is complete in this sense: every 
crosspoint of S is used in some permutation that S can generate. The 
factoring of groups into products of complexes or subgroups is taken 
up in Section VIII. This important phenomenon first arose in a 
group-theoretic interpretation l of the rearrange ability theorem of 
Slepian and Duguid, and has since appeared in other studies2 of this 
basic network property. Some half-dozen theorems on factoring a 
group into a product of complexes or subgroups are given. The special 
case of factoring by double cosets, exemplified by the Slepian-Duguid 
results, is considered in Section IX, and it is shown that only the 
standard "frame" cross-connect field used in that result will give a 
rearrangeable network when identical square switches are used in a 
stage. 

II. STAGES AND CROSS-CONNECT FIELDS 

Two examples of connecting networks are shown in Figs. 1 and 2. 
They illustrate how networks can be built of stages of (usually square) 
switches joined by a link pattern or cross-connect field. * These fields are 
responsible for the distributive characteristics of the network. They 
afford an inlet many ways of reaching other switches and so many 
outlets. The examples have the property that the number of inlets, 
the number of links in a cross-connect field, and the number of outlets 
are all the same number. We shall restrict our attention to networks 
with this property, built by alternating stages with link patterns. 

* The word "field" in this usage is borrowed from the domain of switching engineer­
ing, and has no algebraic significance. Such a field is, of course, usually tantamount to 
a permutation. 
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INLETS 

RECTANGULAR 
CROSSBAR 

SWITCH 

OUTLETS 

Fig. I-N etwork showing stages, frames, and fields. 

III. INTERPRETATION IN TERMS OF PERMUTATIONS 

Suppose that the inlets and the outlets are both numbered in some 
arbitrary way from 1 to N. Then it is clear that each link-pattern, 
and each permitted way of closing N crosspoints in a stage, can be 
viewed abstractly as a permutation on {I, ... , N}. Here, "permitted," 
of course, means that no inlet to a stage is connected to more than one 
outlet, nor is any outlet connected to more than one inlet. Both the 
examples have the property that any maximal state, i.e., one in which 
no additional calls can be completed, has exactly N calls in progress; 
such a state realizes a permutation that is a product of the permuta­
tions represented by the link-patterns and the switch settings in the 
stages. 

INLETS 
,/ - -... v---ST AG E 

/ \ 
~----~~ ~~----~ 

I 
/ 

CROSS-CONNECT' 

RECTANGULAR 
_ CROSSBAR 

• ,//..-- SWITCH 
/ 

OUTLETS 

Fig. 2-Three-stage network. 
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IV. STAGES AND PRODUCTS 

It will be convenient to adopt a generalized notion of a "stage" of 
a switching network. This generalization is based on the view that a 
stage is essentially a two-sided connecting network in which every 
call passes through one crosspoint. By a stage of switching we shall 
mean a connecting network constructed thus: with I the set of inlets 
and n the set of outlets, we choose an arbitrary subset S of I X n, 
and we place a crosspoint between all and only those inlets u E I and 
outlets v E n such that (u, v) E S, and we speak of S itself as the 
stage. Logically, S is a relation indicating between what inlets and 
outlets there are crosspoints; it thus specifies the structure of the 
stage in the sense of Ref. 2. Thus, 

Definition 1 : A stage is a subset of I X n. 

This terminology is an extension of the usual one, according to which, 
for example, a column of switches in Fig. 1 or 2 forms a stage, and the 
network consists of four or three stages joined by three or two cross­
connect fields. 

Definition 2: A substage Sf of a stage S is a subset of s. 

In view of the discussion in Section III, we henceforth identify 
1= n= {I, ···,N}. 

Definition 3: A stage S is made of square switches iff there is a partition 
II of {I, "', N} such that 

S = U (A X A). 
A Ell 

Evidently, S is made of square switches iff it is an equivalence rela­
tion. It is easily seen why all the stages illustrated in Figs. 1 and 2 are 
made of square switches as stated in Definition 1. Consider a stage 
S that has N inlets and N outlets. Evidently, such a stage provides 
ways of connecting some of the inlets simultaneously to some of the 
outlets. If the stage contains enough cross-points, it can be used to 
connect every inlet to an outlet, with no inlet connected to more than 
one outlet and vice versa; such a switch setting corresponds to a 
permutation on {I, .. " N}. This circumstance motivates the following 
definition. 

Definition 4-: A stage S generates the permutation 7r on {I, "', N} if 
there is a setting of N crosspoints of S which connects i to 7r (i), i = 1, .. " 
N, that is, if [i, 7r(i)] E S for i = 1, "', N, or most simply if 7r ~ S. 

Definition 5: P (S) is the set of permutations generated by S. 
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Notice that peS) may be empty, and that for many 7r, S may 
generate* various submaps of 7r without generating 7r itself. 

Definition 6: A network with N inlets and N outlets generates a permuta­
tion 7r if there is a setting of the crosspoints of the network which connects, 
by 1nutually disjoint paths, each inlet to a unique outlet such that i is 
connected to 7r(i), i = 1, ... , N. 

Multiplication of permutations is defined in the usual way by 
composition. Thus, if 7rl and 7r2 are permutations, then 7r27rl is the 
permutation defined by 

7r27rl(i) = 7r2[7rl(i)] ~ = 1, ... , N. 

If two stages Sl and S2 are connected by a link pattern corresponding 
to a permutation 7r, then together they generate the permutations 
of the form 

v. CONNECTION WITH GROUP THEORY 

We adopt some concepts and notations from group theory to simplify 
the presentation. If G is a group, it is customary (although now a 
little old-fashioned) to speak of a subset K ~ G as a c01nplex. If 
x E G, then xK denotes the set of products xy with y E K, and 
Kx = {yx: y E K}. Similarly, for complexes Kl and K 2, the product 
[( lK 2 is the set of products yz with y E K 1 and z E K 2. 

If a network consists of two stages Sl and S2 joined by a cross­
connect field corresponding to a permutation 7r, then it generates 
exactly the permutations in the complex 

Similarly, a network v of s stages Si, i = 1, ... , s, with a cross-connect 
field 7ri between Si and Si+l, i = 1, ... , s - 1, generates the complex 

(1) 

This complex completely describes the maximal assignments realiz­
able by a net,vork built of stages joined by link-patterns, all of N 
inlets and N outlets. To ask what simultaneous calls the network can 
carry is to ask what permutations of the full symmetric group SN on 
{I, ... , N} belong to the complex. This is a question of group theory 
that can in some cases be answered by its methods. 1,2 It is now possible 
to formulate a group-theory approach to the analysis and synthesis of 

* To use an obvious extension of the terminology of Definition 4. 
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connecting networks made of stages, for the factors P(Si)1I"i, i = 1, .. " 
b - 1 and P(Ss) occurring in (1) are themselves complexes. 

VI. QUESTIONS 

With this interpretation of the combinatorial power of a network 
in mind, we can immediately pose several problems of (permutation) 
group theory that shed light on the practical question, What calls can 
be carried in a network? 

(i) What products of complexes are groups? 
(ii) What groups can be generated by stages? 

(iii) When can the whole symmetric group SN be factored into a 
product of complexes corresponding to stages joined by cross­
connect fields? In other words, When does such a product 
correspond to a rearrangeable1 network? 

(iv) What relationships and trade-offs exist between the stages and 
cross-connect fields chosen to build a network and the assign­
ments it can realize? 

Aspects of the first three questions will be taken up in the following 
sections; the fourth is discussed in Ref., 2. 

VII. GENERATION OF GROUPS BY STAGES 

In studies of rearrange ability of networks, questions have arisen as 
to (i) when the set peS) of permutations generated by a stage forms 
a group and (ii) what groups can be got in this way. Only a partial 
answer has been given. 1 In cases of practical importance, such as those 
in Figs. 1 and 2, the stages are made of square switches. Clearly, such 
a stage is capable of effecting or generating only a special class of 
permutations: for each switch there are numbers m and n with m < n 
such that the switch can perform all (n - m + I)! permutations of 
the numbers k in the range m ~ k ~ n among themselves. Since no 
inlet or outlet is on more than one switch, the permutations generated 
by a stage form a subgroup of the symmetric group S N of all permuta­
tions on {I, ... , N}. This subgroup is isomorphic to the direct product 
IIi S ni' where ni are the switch sizes; i.e., the subgroup has a property 
which might be described intuitively by saying that there exist sets on 
which the subgroup elements can "mix strongly," but which they keep 
separate. Group theory has some terminology for this situation, and 
we specialize it as follows. 

A group G of permutations is called imprimitive3 iff the objects 
acted on by the permutations of G can be partitioned into mutually 
disjoint sets, called the sets of imprimitivity, such that every 11" E G 
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either permutes the elements of a set among themselves, or else 
carries that set onto another. That is, there is a partition IT of the 
set X acted upon such that 7r E G and A E IT imply 7r(A) E IT. We 
shall specialize this terminology as follows: 

Definition 7: G is called strictly imprirnitive iff it is imprimitive and the 
sets of imprilnitivity are carried onto themselves by elements of G, i.e., iff 
there is a partition IT of X such that A E IT implies 7r(A) = A for all 
7r E G, so that 7r E G are nonmixing on IT. 

Remark 1: Let lJi be a complex, i.e., a set of permutations. Define a 
stage S by 

s = {(i, j): 7r(i) = j for some 7r EM}. 

Then P (s) ;;;2 M, and no smaller stage has this property. 

Remark 2: If S is made of square switches, then P (S) is a strictly 
imprimitive group. For (i, i) E s for all 1 ~ i ~ N, so that the 
identity is in peS). pes) is closed under mUltiplication, so'it is a group. 
Its sets of imprimitivity are exactly the sets A of the partition IT 
such that S = UAEll A X A. 

Remark 3: If H is a strictly imprimitive group of permutations on 
{I, "', N} with sets of imprimitivity forming the partition IT, and 
if S is the smallest stage with peS) ;;;2 H (Remark 1), then 

S = U A X A, 
A Ell 

so that S is made of square switches. 
Thus, stages of square switches generate strictly imprimitive groups, 

and any such group can be generated by a stage made of square 
switches; there is a correspondence between strictly imprimitive 
groups and stages made of square switches. It has been shown pre­
viouslyl that the permutations generated by a stage include a sub­
group only if the stage contains a substage made of square switches. 
This suggests that stages made of square switches arise naturally in 
switching, not just because designers thought of them, but because the 
mathematics demands it: to factor the symmetric group efficiently into 
a product of complexes some of which are subgroups, you must use 
subgroups that are generated by stages of square switches. We have 
seen that if s is made of square switches, then peS) is a strictly im­
primitive group; we now show that (i) among the stages we would 
want to consider, those made of square s\vitches are the only ones 
that generate groups, and (ii) only strictly imprimitive groups can 
be generated by stages. 
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Theorem 1: If peS) contains a group H, then H is strictly imprimitive, 
and there is a substage <R ~ S :3 H = P (<R) and <R is made of square 
switches: <R = U A Err A X A, and the sets of imprimitivity of Hare 
Just the A E II. 

Proof: Define a relation <R on {I, ... , N} by the condition that i<Rj 
iff j = 7r(i) for some 7r E H. H must contain the identity, so i<Ri 
holds for all i E {I, ... , N}. Let i, j, k be numbers in {l, ... , N}, 
and <p, 1/; permutations in H, such that j = <p(i) and k = 1/;(j). Then 
1/;<p E Hand k = 1/;<p(i), so that i<Rj; thus <R is transitive. Finally, if 
j = <p(i) with <p E H, we have i = <p-1(j) with <p-1 E H, since H is 
a group, so <R is symmetric. Thus <R is an equivalence relation, and 
it is made of square switches. Obviously, <R ~ Sand H = P(<R), and 
the result is proved. 

To clarify the situation further, we introduce this property of stages: 

Definition 7: S is complete iff every crosspoint of S is used in generating 
some 7r E pes), i.e., iff (i, j) E Simply :FI7r E peS) :3 j = 7r(i). 

The point of introducing this idea of completeness is two-fold: (i) it 
gives rise to clean theorems, and (ii) it is a reasonable requirement to 
impose on stages; for it means that every crosspoint can be used to 
realize some maximal assignment in the stage. 

Theorem 2: S is made of square switches iff S is complete and P (S) is 
a group. 

Proof: If S is made of square switches, there is a partition II of 
{I, ... , N} such that S = UAErr A X A, and peS) is clearly the 
largest strictly imprimitive subgroup of permutations whose sets of 
imprimitivity are just the A E II. From the form of S it follows that 
(i, i) E S for 1 ~ i ~ N, so that the identity permutation I belongs 
to peS) and I(i) = i. Thus, S is complete. Conversely, let S be complete 
and peS) be a group. We show that S is an equivalence relation. peS) 
must contain the identity, so (i, i) E S for each 1 ~ i ~ N, and S 
is reflexive. Also, if (i, j) E Sand (j, k) E S, then by the com­
pleteness there are permutations <p, 1/; E peS) such that j = <p(i) 
and k = 1/;(j). Since peS) is a group,1/;, <p E peS) with 1/;<p(i) = k. 
Hence, (i, k) E S, and we have shown that S is transitive. Similarly, 
if (i, j) E S there is a <p E peS) with j = <p(i), whence i = <p-1 E peS), 
so that (j, i) E S, and S is symmetric. It is therefore an equivalence 
relation, and so is made of square switches. 

Remark 4-: If S is reflexive and symmetric, then S is complete. For 
given i and j, with (i, j) E S, we consider the permutation 7r which 
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interchanges i and j, leaving all else unchanged. Clearly, 7r E P (s) 
because (j, i) E S, and (k, k) E S for all 1 ~ k ~ N so that 7r C S. 

Remark 5: The condition in Theorem 2 that S be complete can be 
replaced by symmetry of S. For if peS) is a group then I E pes), so 
S is reflexive. By Remark 4, S will then be complete. 

Let G be a subgroup of SN. 

Theorem, 3: G = peS) for some stage S iff G is strictly imprimitive. 

Proof: <= is obvious by Remark 3. Let then G = peS) for a stage S, 

and define CR by 

CR = {(i, j): j = 7r(i) for some 7r E G}. 

CR is the smallest stage that will generate G. We note that CR is complete, 
since (i, j) E CR ==> j = 7r(i) for some 7r E G ~ P(CR). Also CR ~ S, 
because (i, j) E CR ==> (f[7r E peS) 3 j = 7r(i), so that (i, j) E S. 
Thus, P(CR) ~ peS) = G, so P(CR) is a group. By Theorem 2, CR is 
made of square switches. Hence, by Remark 2, G[ = P (CR) ] is strictly 
imprimitive. 

VIII. FACTORING OF GROUPS 

It is known! that the Clos three-stage rearrange able network (Fig. 3) 
corresponds to a factorization 

(2) 

where G ,-....., (Si) rand H ,-....., (Sr) n. (For ",-.....," read "is isomorphic to.") 
There are similar factorizations of SN, where N has p > 2 prime 
factors, into a product of 2p - 1 subgroups associated with a re-

'--r--' ~ 
( ( 

Snr=,(S~lr, Cfl (S rln , 
i 

G SUBGROUP 
CONJUGATE 

TO H 

=G<p-l H<pG 

=(H<pGr1(H <pG) 

~ 
( 

({J, (S )r 
~ 

IMPRIMITIVE 
SUBGROUP G 

Fig. 3-How the three-stage network factors the group Snr. 
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arrangeable two-sided network of 2p - 1 stages symmetrically placed 
around a center stage. For this reason we shall look at conditions under 
which a group can be factored into a product of the form 

H 1H 2·· ·Hk , 

where some or all Hi may be subgroups. 
For k = 2 and HI, H 2 arbitrary complexes, this problem has been 

studied by S. Stein4 under the additional condition that each element 
of H IH 2 has a unique representation as a product in H IH 2. Since, for 
the study of rearrangeability, this kind of uniqueness is of no interest, 
we shall not impose Stein's condition while we follow, initially, his 
original lines of reasoning. For A, B subsets of a group G, we let as usual 

AB = {xy:xEA,yEB}. 

Theorem 4-: Let G be a group, and A and B subsets of G. Then G = AB 
iff for every x E G 

A n XB-l r!= cp. 

Proof: If G = AB, then, given x E G, there exist a E A and b E B 
with x = ab, so that a E XB-1. Conversely, if A n XB-1 is not empty, 
there exist a E A and b E B such that a = xb-1, whence x = ab E AB. 

If B is a subgroup, the necessary and sufficient condition that 
AB = G is that A n xB r!= cp for each x E G; for then B = B-1. This 
amounts to saying that A intersects every right coset of B, so by 
Lagrange's theorem 

IAI > lQl. 
= IBI 

In fact, A can be got by choosing an element from each right coset of 
B. This is the "best" you can do, given B and no further structure. 
Of course, analogous results hold for left cosets if A is a group. 

The factorization Snr = Gcp-1HcpG corresponding to the three-stage 
network prompts the question: If G and H are (sub) groups, when 
is GHG a group? The answer is given in the following: 

Theorem 5: Let G, H be groups. Then GHG and HGH are both groups iff 
they are identical: G H G = H G H. 

Proof: If GHG is a group, then (GHG)2 = GHG) so that GHGHG 
= GHG. But HGH C GHGHG, so HGH ~ GHG. Now interchange G 
and H. Conversely, if GHG = HGH, then (GHG)2 = GHGHG 
= GGHGG = GHG, so GHG is closed and is a group. 
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The same form of argument actually proves this apparently stronger 
result: 

Theorem, 6: Let G be a group and H a complex. Then GHG is a group iff 
HGH C GHG. 

These results are extensions to three factors of the familiar fact that 
if H, G are (sub) groups, then HG is a group iff GH ~ HG. 

Theorem 7: Let F, G, H be groups. Then FGH is a group iff 
GHFG C FGH. 

Proof: If FGH is a group it is closed, so FGHFGH ~ FGH. But if 
I E F n H, then GHFG ~ (FGH)2, so that GHFG ~ FGH. Con­
versely, should GHFG be contained in FGH, it would follow that 
FGHFGH was also a subset of FGH. Thus, FGH would be closed and 
so a group. 

A sufficient condition for Theorem 7 to hold is given in the next 
result, which then allows extension of the sufficiency part of Theorem 
6 to three factors. 

Lemma 1: If G is a group, and F and H are complexes such that HFG 
C GHF ~ FGH, then GHFG C FGH. 

Proof: Left-multiplying the first inclusion by G gives at once that 
GHFG C GGHF = GHF C FGH. 

Theorem 8: Let F, G, and H be groups. If either GHF ~ FGH ~ HFG 
or HFG C FGH C GHF, then FGH is a group. 

Proof: Assume the first horn of the dilemma. Then by Lemma 1, 

(FGH)2 = FGHFGH ~ HFG2H C FGH, 

so FGH is closed. Similarly, for the other horn, interchange the roles 
of GHF and HFG. 

Along the same lines, one can give a sufficient condition for the 
product GI G2 •• ·Gn of n groups to be a group: 

Theorem 9: If GI , G2, "', Gn are all subgroups of a given group, and if 

n 

II G7r (i) = G 
i=l 

is the same set for every cyclic permutation 7r E Sn, then GIG2 •• ·Gn is 
a group. 
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Proof: Gl •• ·GnGl ·· ·Gn = Gl (G2 •• • Gn-lGnGl)G2· . ·Gn 
(Gl G2 •• ·Gn)G2·· ·Gn 
(G3G4 • •• GnGlG2)G2· .. Gn 
(Gl G2 • •• Gn )G3 • •• Gn 

Thus, IIf=l Gi is closed and so is a group. 

It is apparent that the hypothesis of equality of all the sets obtained 
by cyclically permuting the order of the multiplication could be 
replaced by a continued inclusion as in Theorem 8. 

IX. FACTORING BY DOUBLE COSETS: UNIQUENESS 

If G and H are (respectively) the groups generated by a stage of 
r n X n switches and a stage of n r X r switches, and cp is the "can­
onical" frame cross-connect defined by 

cp: j~ 1 + [j: 1] + r(Ci - 1) mod n), j = 1, ... , nr, (3) 

then the Slepian-Duguid theorem affords factorizations 

corresponding to Clos rearrangeable networks. It is a natural pertinent 
question whether there are other cross-connect fields if; that can be 
used instead of cp so as to have 

We shall show that any such if; can differ from cp only in having its 
links mounted in different places on the switches. In particular, and 
this is the important property, it must give rise (as cp does) to the 
complete bipartite graph from n nodes to r nodes, when one lets 
switches be vertices and links be edges in a "frame" corresponding to 
Gif;-lH (Fig. 4). 

First of all, we notice that the Slepian-Duguid theorem can be 
viewed as a factorization into a product of double cosets: 

So we are really asking this question: For what double cosets Hif;G is 
it true that Hif;G times its inverse is the whole group Snr? Note that 
such double cosets are of the form P(v) for a conventional frame v. 
We make the following convenient definition. 
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Fig. 4-How a frame generates a double coset. 

Definition 8: A permutation I/; works jor G and H iff 

Remark 6: The order of occurrence of groups G and H in Definition 8 
is of consequence. For it is readily seen from examples that if I/; works 
for G and H, it may not work for Hand G. However, I/; does work for 
G and H iff 1/;-1 works for Hand G; for by Theorem 4, (HI/;G)-I(HI/;G) 
= Snr iff x E Snr implies 

(HI/;G)-1 n x(HI/;G)-1 ~ 0, 

i.e., iff x E Snr implies GI/;-IH n xGI/;-IH ~ cp. Thus, also, if G = H 
(n = r), then I/; works for Hand H iff 1/;-1 does too. 

The next concept formalizes what is meant by saying that two 
cross-connect fields differ only in having their links mounted on 
different terminals of the same switches. 

Definition 9: Two permutations (cross-connects) I/; and ~ are equivalent 
with respect to G and H iff 

H1/; = ~G. 

This amounts to saying that the left~-coset of G is exactly the right 
I/;-coset of H. Intuitively, two cross-connects are equivalent if, when 
used between columns of switches corresponding to G and H, their 
links differ only in respect to the terminals on the switches where they 
attach but not in the switches themselves; thus, exactly the same 
pairs of switches have links between them, and the cross-connects are 
in a sense the same except for a renaming of terminals within switches. 

What we shall show is that the special, canonical "frame" cross­
connect eq. (3) is essentially the only one that works for G and H, in 
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the sense that any other that does is equivalent to it. Then it follows 
that there is exactly one double coset H1/;G such that (H1/;G)-1(H1/;G) 
= Snr, namely H cpG. Thus, there is a unique factorization by double 
cosets of G and H associated with cp and the complete bipartite graph. 

In the next result, G and H are as before the strictly imprimitive 
subgroups generated respectively by r n X n switches and n r X r 
switches. 

Theorem 11 : 1/; works for G and H iff 1/; is equivalent to cp with respect to 
G and H, where cp is given by 

cp: j -+ 1 + [U - l)/nJ + r(U - 1) mod n), j = 1, "', nr. 

Proof: If 1/; is equivalent to cp with respect to G and H, then the cosets 
H1/;G and H cpG are identical, and so are (H1/;G)-1 and (H cpG)-1. Thus, 

(H1/;G)-1(H1/;G) = (H cpG)-1(H cpG), 

and, thus,1/; works for G and H. That much is fairly obvious. What is 
interesting is the converse: to prove that we use network arguments. 
Consider the network v obtained by placing 1/; between a stage of 
r n X n switches (giving G) and a stage of n r X r switches (giving H), 
followed by 1/;-1 to another stage of r n X n switches. If 1/; is not equiva­
lent to cp with respect to G and H, then there are switches (in adjacent 
stages, left and middle, in fact) between which 1/;-1 places no links, and 
some between which 1/; places two or more links. Let L be a left (or 
inlet or first stage) s\vitch and M a middle switch with no link between 
them. There is, then, a right (or outlet or third stage) switch R with 
one or more links to M. Since all outer switches are square and identical, 
no assignment taking the inlets of L onto the outlets of R is realizable, 
because, at most, n - 1 middle switches have links to both Land R. 
Thus, the network v is not rearrangeable, and so some permutation in 
Snr is missing from (H1/;G)-1(H1/;G). Hence,1/; does not work for G 
andH. 

Remark 7: The argument above shows that if there are permutations 
1/; and ~ such that (H1/;G)-1(H~G) = Snr, then 1/; and ~ are both equiva­
lent to cp with respect to G and H. Thus, there is a unique factorization 
of Snr into a product of double cosets of G and H. 
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Concepts and calculations from group theory have led to a new way of 
demonstrating rearrangeability of networks made of stages of square 
switches and to new factorizations of symmetric groups of composite degree. 

I. INTRODUCTION AND BACKGROUND 

Telephone connecting networks usually consist of stages of switching 
that alternate with fixed cross-connect fields; in effect, these two kinds 
of units are used to build up desired connection patterns out of sim­
pler permutations by composition (see Fig. 1). Since permutations 
form a group under composition, the notions of group theory have 
become relevant to the study of connecting networks. They are 
particularly useful for looking at desired combinatorial properties 
such as rearrangeability, which is the capacity to realize any permuta­
tion. This is true because, in the group-theoretic setting, the original 
Slepian-Duguid rearrangeability theorem! provides the possibility of 
factoring a symmetric group into a product of subgroups, or of double 
cosets of subgroups generated by stages. 

Here we extend a natural notion of "switch permutation" implicit 
in Duguid's proof to general networks with nr inlets and as many 
outlets. For such networks J.L and v, we establish a group-theoretic 
condition on the sets D(J.L) and D(v) of switch permutations realized 
by J.L and v, respectively, under which the larger network obtained by 
cascading J.L and v alternately between three stages of r n X n switches 
is rearrangeable. This result corresponds to factorization of the sym­
metric group of degree nr into a product of subgroups with the sets 
P(J.L) and P(v) of permutations realized by J.L and v, respectively. The 
condition given is verified in the examples in Section V by carrying 
out group multiplications. 

It is conceptually useful to regard a connecting network as a quad­
ruple v = (G, I, [2, S), where G is a graph depicting structure and, in 
particular, indicates between which terminals (nodes) there is a switch 
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CROSS-CONNECT (13)(25)(46) __ 

"" \ 
V 

Fig. 1-Switching network with incomplete access between stages. 

(edge) ; I and n are respectively the set of inlets (terminals) and the 
set of outlets, and S is the set of states deemed physically meaningful, 
that is, the set of allowed ways of closing switches so as to connect I 
to n by paths through G. We shall assume v to be two-sided: Inn = ¢ 
and I I I = I n I = nr, where nand r are integers ~ 2. The set A of 
assignments is the set of correspondences of subsets of I into n, each 
correspondence being interpreted as a particular way that terminals 
could ask to be connected together in pairs. Of course, there mayor 
may not be a state in S realizing such a desired assignment. In any 
case, there is a natural map 'Y: S ---t- A such that 'Y(x) is the assignment 
realized by state x; in effect, 'Y(x) tells us who is talking to whom 
when the network is in state x. 

To put our questions into their natural group-theoretic setting, we 
shall identify both I and n with the integers {I, 2, "', nr}, and the 
set of maximal assignments (everybody wanting to talk to somebody) 
with Snr, where 

Sk = {k - permutations} = symmetric group of degree k. 

The set P(v) of maximal assignments or permutations realized by v is 
then expressible as 

P(v) = 'Y(S) n Snr. 

A connecting network is called rearrangeable iff for every assignment 
a E A there is a state xES such that x realizes a, i.e., 'Y(x) = a. Thus, 
the basic problem of the rearrange ability of v can be cast in the follow­
ing equivalent questions: When can every assignment be realized? 
When is 'Y(S) = A? Under our assumptions, these questions take the 
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form: When can the symmetric group on {I, ... , nr} be realized? 
When is P(v) = Snr? 

The latter, group-theoretic form of the question begins to assume 
interest and importance when we note that many of the usual ways 
of constructing networks from stages of square switches correspond to 
factoring S nr into factors that are subgroups. How this happens is 
explained next. 

II. FACTORING Snr 

If X and Yare sets of group elements (complexes, in the old 
terminology) then XY is the set of products xy with x E X and y E Y. 
We drop the notation I for the set of inlets, and use it henceforth for 
the identity permutation. Also, it is convenient to use exponent 
notation both for products oj complexes with themselves, as X2 for 
XX, and for the direct product of a group with itself some number of 
times. Thus, we establish the convention that if X is a complex, X2 
is XX as defined above; but if X is a group, then Xk means the k-fold 
direct product of X with itself. 

It is readily seen, and has been pointed out before,2 that a stage 
of square switches realizes an imprimitive subgroup of permutations. 
For example, the column of r n X n switches shown in the top half 
of Fig. 2 realizes the (imprimitive) subgroup that permutes the first 
n inlets among themselves, the second n among themselves, etc., up 
to the last n among each other. This subgroup is isomorphic to the 
direct product of Sn with itself r times, that is to (Sn)r, and will be 
denoted by the same notation. In short, if v is a stage of r n X n 
switches, then P(v) = (Sn)r. 

nxn 

~ 
[J 

EXAMPLE: n=3, r=2 1 1§1 
2 2 'V (123) 

3 3 

'V (123) € (S )2 
2 (12) 3 161 

2 2 'V (12) 

3 3 

Fig. 2-Direct product group interpretation of a stage of square switches. 
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'---r--I L-,--J ~ 
( ( ( 

Snr=(Sn)r cp-l (Sr)n CPt \ (Sn)r t 
~ \~--'T"i _-.:...J. -,---.-

G SUBGROUP IMPRIMITIVE 
CONJUGATE SUBGROUP G 

TO H 

=Gcp-l HcpG 

=(H!pG)-l (H cpG) 

Fig. 3-Manner in which thc three-stage network factors group Snr, with H = (Sr)n 

Passing now to the three-stage network depicted in Fig. 3, we recall 
that by the classical result3 of Slepian and Duguid, it is a rearrangeable 
network. We denote by <p the permutation corresponding to the 
standard cross-connect field between stages that defines a frame, 
namely, 

<p: j~ 1 + [(j - 1)/nJ + r(U - 1) mod n) j = 1, "', nr, 

and we see that in Fig. 3 the middle and right stages have <p between 
them. (An alternative description of <p is that it takes the jth outlet 
on switch i into the ith outlet of switch j, for j = 1, "', nand 
i = 1, "', r.) The original rearrangeability theorem can now be 
stated as a factorization, as follows (Fig. 3) : 

Classical Theorem (Slepian and Duguid): The symmetric three-stage 
network of square switches, in which switches on adjacent stages are 
connected by exactly one link, is rearrangeable and corresponds to a 
factorization 

(1) 

The three middle factors above define a conjugate subgroup, so we 
have factored Snr into a product of three subgroups. The remaining 
sections of this paper are devoted to finding alternative factorizations 
of Snr that are associated with rearrangeable networks. We prove a 
factorization like (1) but with <p replaced by P(v) for suitable v, and 
then describe some applications. 

III. SWITCH PERMUTATIONS 

Now the essence of Duguid's proof of Slepian's result from Hall's 
theorem is contained in what we shall call a switch-permutation: he 
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decomposes any nr-permutation into a union of n submaps, each of 
which, because it corresponds basically to permuting outer switches, 
can be realized on a single middle switch. This idea is made precise as 
follows: define the function 

sw: {I, ... , nr} ~ {I, ... , r} 

by 

SWi = the switch (inlet or outlet) i is on in a stage of r n X n switches 
= the k(l ~ k ~ r) such that nk - n + 1 ~ i ~ nk. 

Let 7r be a permutation of Snr. A Hall decomposition of 7r is a partition 

7r = U?=l Pl of 7r into n submaps Pl such that for l = 1, ... , n, the set 

ql = {(SWi, SWi): (i, j) E pd 
is an r-permutation, i.e., ql E Sr. The intuitive meaning of this 
property of the Pl is that each one maps exactly one inlet from each 
consecutive set of n onto outlets that are on distinct consecutive sets 
of n outlets. Hall's theorem on distinct representatives of subsets 
implies: 

Fact: Every 7r E Snr has a Hall decomposition. 

We can now define the switch-permutations generated by a network 
v as follows: an element 

OJ E (S,)" 

is a switch permutation generated by v iff there exists 7r E P(v) ,vith 
a Hall decomposition 7r = U?=l Pl such that 

ql = {(SWi, SWi): (i, j) E pd. 

Remark 1 : If ( 1: ) is a switch permutation generated by 

v, then so is 

(2) 

Intuitively, the ql associated by (2) with the Pl of a Hall decomposition 
are just the settings of the successive middle switches that come out 
of Duguid's rearrangeability argument. The remark above is a reflec­
tion of the fact that submaps Pl of the decomposition can be assigned 
to the middle switches in an arbitrary way. 
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IV. FACTORIZATION 

We let D(v) be the set of switch permutations generated by v. The 
new factorization-rearrangeability result we prove is as follows: 

Theorem 1 : If p. and v are networks with nr inlets and nr outlets, such that 

then the network (Fig. 4) obtained by cascading v and p. alternately 
between three stages of r n X n switches is rearrangeable, and corresponds 
to a factorization 

Proof: Take 7f" E Snr to be realized. It has a Hall decomposition 
7f" = Ur=l pz inducing a switch permutation 

0:) E (8,)" C D(v)D(Il) 

VIa qz = {(SWi, SWj): (i, j) E pz} as before. Thus, for each 
l = 1, ... , n there exist az and bz each in Sr such that qz = bzaz, with 

a = (1:) E D~) and ~ = 0:) E D(v). 

The desired permutation can now be obtained by setting p. and v to 
generate switch permutations a and (3, respectively. For (i, j) E pz 
we look at how SWi and SWj are connected to the middle stage and claim 
that they are connected to the same middle-stage switch! This is 
because p. connects SWi to aZ(swi), and v connects SWj to bz- 1(swj). 

v 

REARRANGEABLE NETWORK WHEN (Sr)n S;;D( v )D(fL) YIELDING FACTORIZATION 

Snr = (Sn) r P(V) (Sn) r P(fL) (Sn)r 

. Fig. 4-Rearrangeable network when (Sr)n~ D(v) D(p,), yielding' factorization 
Snr = (Sn)rp(V)(Sn)rp(P,)(Sn)r. 
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Since, by construction, 

SWj = qZ(SWi) 

= bZ[aZ(SWi)], 

we have al(swi) = bl-1(SWj). It remains to route i to a(swi), to route 
j to bl-

1 (SWj) and to complete the connection in the middle switch. 
This recipe works for all pairs (i, j) E 7r, 'and the theorem is proved. 

We next note that the hypothesis (Sr)n C D(II) D(f..L) of the 
theorem can be replaced by a stronger, more complicated condition 
that is less work to verify by calculation. 

Remark 2: If M, N are subsets of D(f..L), D(II), respectively, such that for 
any ql, ... , qn E Sr there is some cp E Sn such that 

( 

q'P(l») 
: ENM, 

q'P(n) 
(3) 

then (Sr)n C D(II)D(f..L). For if (3) holds, then there are al, bl in 
M, N, respectively, and, hence, in D(II) such that q'P(l) = b1al, i.e., 
qz = b'P-1 (l)a'P- 1 (l). But 

by the remark following the definition of switch permutation. Hence, 

v. EXAMPLES 

Figure 5 and Tables I through III illustrate an application to the 
network of Fig. 1 to prove it rearrangeable. Here f..L = II, the network 
II being just a stage of three 2 X 2 switches preceded and followed by 
the permutation (13) (25) (46) induced by the cross-connect field that 
links successive stages. Figure 5 illustrates two of the switch permuta­
tions generated by a copy of II; the three stages shown in Fig. 5 are 
either the first three or the last three stages of the network of Fig. l. 
Table I gives all eight possibilities; these form sets M, N (with M = N) 
of the form described in Remark 2, as can be verified from the product 
table, Table III, using the multiplication table for S3 given in Table 
II. The entries of the product table that are shown form a subset C 
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22 
33 

2 13 I OR (13) 
'V 31 'V (13) I 

11 
22 

23 
32 

2 'V 11 'V (23) OR (12) 
33 (12) (23) 

12 
21 

Fig. 5-Switch permutations generated by states of the middle stage. 

of M such that either 

(~) or (~) 
belongs to C for any choice of a and b in S3; thus, property (3) of 
Remark 2 holds, and Theorem 1 is applicable. 

Tables IV and V show the same kind of calculation for the network 
with a cyclic cross-connect field (Fig. 6) that induces the permutation 
(5432). Tables VI and VII show the same results for the network 
(Fig. 7) based on (23) (45). Asterisks in Table VII define a subset 

Table I - Direct product elements corresponding to switch 
settings for cross-connect (13) (25) (46) used in Fig. 1 

sw # 

1st 
22 23 22 22 23 23 22 23 
33 32 33 33 32 32 33 32 

2nd 
11 11 13 11 13 11 13 13 
33 33 31 33 31 33 31 31 

3rd 
11 11 11 12 11 12 12 12 
22 22 22 21 22 21 21 21 

Elements of K I (23) I (12) (13) (23) (13) (123) 
I I (13) I (23) (12) (12) (132) 
1 2 3 4 5 6 7 8 
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Table II - Multiplication table for S3 

1st Operator 
I (12) (13) (23) (123) (132) 

I I (12) (13) (23) (123) (132) 
(12) (12) I (132) (123) (23) (13) 
(13) (13) (123) I (132) (12) (23) 
(23) (23) (132) (123) I (13) (12) 

2nd 
Operator (123) (123) (13) (23) (12) (132) I 

(132) (132) (23) (12) (13) I (123) 

with the property (3) of Remark 2, except that neither 

(13) (132) 
(132) nor (13) 

is in the subset; nevertheless (S3)2 ~ D(1I)2. 

Table III - Partial table of M2 for cross-connect corresponding 
to the permutation (13) (25) (46) and showing that 

condition of Remark 2 is satisfied 

M 
1 2 3 4 5 6 7 8 

1 
I 
I 

2 
(23) (123) (13) 
I (12) (132) 

3 
I (23) (13) 

(13) (123) (123) 

4 
(12) (132) (132) 
I (23) (12) 

M 

5 
(13) (132) I (12) 
(23) (132) (132) (12) 

--
6 

(23) (123) (13) 
(12) (123) (13) 

----
7 

(13) I 
(12) (123) 

---
8 

(123) (23) 
(132) (23) 
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Table IV - Direct product elements corresponding to switch 
settings for cyclic cross-connect (5432) 

sw # 

1st 
11 21 11 21 11 21 21 
23 13 23 13 23 13 13 

2nd 
21 31 31 21 21 31 21 
32 22 22 32 32 22 32 

3rd 
12 32 12 32 32 12 12 
33 13 33 13 13 33 33 

Elements of M (12) (132) I (132) (23) (13) (12) 
(23) (13) (123) (132) (132) (12) (132) 

1 2 3 4 5 6 7 

VI. CONJECTURE ABOUT NUMBER OF STAGES NEEDED TO GIVE 
REARRANGEABILITY WHEN A GIVEN CROSS-CONNECT 
FIELD IS USED 

11 
23 
31 
22 
32 
13 

(13) 
(23) 

8 

From Fig. 1 it is evident that an input switch on the left does not 
reach all the switches of the second stage, but can reach all the switches 
of the third stage by passing through the second stage. Thus, regarding 
switches as vertices and links as edges, we can say that no input 
switch is farther away from a third-stage switch than d = 2 units, in 
the usual metric of the graph defined by the vertices and edges. 
Furthermore, the number R of stages necessary and sufficient for 
rearrange ability is 5 = 2d + 1. Similarly, in the three-stage network 
of Fig. 3, the distance from any input switch on the left to a middle 

CROSS-CONNECT (5432) __ 
....... 

Fig. 6-Network based on cyclic cross-eonnect field corresponding to the permuta­
tion (5432). 

430 THE BELL SYSTEM TECHNICAL JOURNAL, FEBRUARY 1975 



M 

Table V - Partial table of M2 for cyclic cross-connect, 
showing that condition of Remark 2 is satisfied 

1 2 3 4 5 6 7 8 

1 
I (13) (132) 
I (123) (132) 

2 
(23) (23) 

(132) (23) 

3 
(12) I 
(12) (132) 

4 
(23) (123) (132) 
(13) (12) (123) 

5 
(132) (23) 
(13) I 

6 
(123) 
(123) 

7 
I (13) (12) 

(13) (12) I 

8 
(123) (23) (13) (23) (132) 

I (123) (13) (12) (12) 

switch is, of course, d = 1, and the number of stages R (necessary and 
sufficient for rearrangeability) is 3 = 2d + 1. This leads us to suspect 
that there is a connection between the number of links one must go 
through to reach all switches of a stage and the number of stages 
needed to get a rearrangeable network. 

To pose the question another way, let S be a stage of square switches, 
and ip a cross-connect field (permutation), and consider the natural 
sequence of networks such that 

P (V2) = SipS 

P(va) = SipSipS 

P (V4) = S ipS ipS ipS 

We ask for what value s = R will Vs first be rearrangeable, and how 
does this number R depend on ip? 

Going back now to the graph defined by the switches as vertices and 
the links as edges, we shall say that an inlet switch or vertex has 
access to a switch in a given stage iff there is a path on the graph from 
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Table VI - Direct product elements corresponding to switch 
settings for cross-connect represented by (23) (45) 

(see Fig. 7) 

sw # 

1st 
11 12 11 11 12 11 12 
22 21 22 22 21 22 21 

2nd 
11 11 13 11 13 13 11 
33 33 31 33 31 31 33 

3rd 
22 22 22 23 23 23 23 
33 33 33 32 32 32 32 

Elements of M I I I I (123) (23) (12) 
I (12) (13) (23) (132) (13) (23) 
1 2 3 4 5 6 7 

Table VII - Complete table of M2 for cross-connect 
corresponding to the permutation (23) (45) 

M 

1 2 3 4 5 6 7 

1 
I* I* I* I* (123)* (23)* (12)* 
I (12) (13) (23) (132) (13) (23) 

2 
I I I* I* (123)* (23)* (12)* 
(12) I (132) (123) (13) (132) (123) 

3 
I I I I (123)* (23) (12)* 
(13) (123) I (132) (23) I (132) 

4 
I I I I (123) (23) (12) 
(23) (132) (123) I (12) (123) I 

M 

5 
(123) (123) (123) (123) (132) (12)* (13)* 
(132) (23) (12) (13) (123) (12) (13) 

6 
(23) (23) (23) (23) (13) I (132) * 
(13) (123) I (132) (23) I (132) 

7 
(12) (12) (12) (12) (23) (123)* I 
(23) (132) (123) I (12) (123) I 

8 
(12) (12) (12) (12) (23)* (123) I 
(13) (123) I (132) (23) I (132) 

12 
21 
13 
31 
22 
33 

(12) 
(13) 

8 

8 

(12)* 
(13) 

(12)* 
(132) 

(12) 
I 

(12) 
(123) 

(13) 
(12) 

(132) 
I 

I 
(123) 

I 
I 

Note: Neither (g;~ nor (~~~~ occurs, so that condition of Remark 2 fails, although 

condition of Theorem 1 holds because 

I (13) (13) 
(13) . (23) (132) 
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2x2 
CROSS-CONNECT (23)(45) - ____ ....... , 

Fig. 7-Network based on cross-connect field corresponding to the permutation 
(23) (45). 

the first switch to the second containing exactly one switch from every 
intermediate stage. Typically, the set of outlet switches to which an 
inlet switch has access will grow with the number of stages, and, for 
rearrangeability, it is, of course, necessary that every inlet switch have 
access to every outlet switch. Roughly speaking, the more access the 
field <p provides for switches from one stage to those of the next, the 
smaller will be the number of stages required for rearrangeability. It 
would therefore be of interest to relate this "amount of access" avail­
able with a given number of stages to the number of stages required 
for rearrangeability. 

To this end, let us say that Vs has "full access" if every inlet switch 
has access to every outlet switch, and define 

d = min {s: v8+! has full access} 

R = min {s: V8 is rearrangeable}. 

To return to the examples, if <p is the permutation (13) (25) (46) 
corresponding to the cross-connect field of Fig. 1, and s is a stage of 
three 2 X 2 switches, then d = 2 and R = 5 = 2d + 1. In Fig. 3, <p 

consists of a link between every pair of switches in successive stages, 
and so d = 1 and clearly R = 3 = 2d + 1. Again, in Fig. 6, using the 
cyclic cross-connect corresponding to (2345), it can be seen that d = 2 
and R = 5 = 2d + 1. 

All of these cases induce the following conjectures: 

(i) V2d+l is rearrangeable. 
(ii) R = 2d + 1. 
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It is easy to find additional confirming examples, especially necessity 
arguments for R ~ 2d + 1, but to give a general proof seems to be 
very difficult. 
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Measurements of rain-produced depolarization for linearly polarized 
20- and 30-GHz satellite signals oriented vertically (V) and horizontally 
(H) and a few degrees either side of V and H are required to detennine 
both the proper polarization orientation for future systems and the de­
polarization at that orientation. The polarization received fr01n area­
coverage satellite beacons will vary considerably for different measuring 
sites within the coverage area. Calculation of rain-produced depolarization 
of one pair of orthogonally polarized signals from l1wasurel1wnts of de­
polarization, differential attenuation, and differential phase of a different 
pair of orthogonally polarized signals will be required. Some effects of 
measurement errors on these calculations are shown. Accuracies on the 
order of ±0.5 dB in differential attenuation and ±2 degrees in differ­
ential phase are required in the measurements. Cross-polarization isolation 
of 25 dB in the measuring system is inadequate. 

I. INTRODUCTION 

It is desirable to use two orthogonal polarizations to double the 
number of radio channels available in future 20- and 30-GHz satellite 
repeaters. Since rain-produced depolarization (cross-polarization 
coupling) is more severe for circular polarizations than for linear 
polarizations l oriented parallel to the raindrop axes (see Fig. 1), two 
properly oriented orthogonal (near vertical and horizontal) linear 
polarizations are the logical choice for such systems. The only mea­
surements of rain-produced depolarizationl - 4 above 10 GHz have been 
made on terrestrial propagation paths. Therefore, measurements of 
rain-produced depolarization for linearly polarized 20- and 30-GHz 
satellite signals oriented vertically (V) and horizontally (H) and a 
few degrees either side of V and H are required to determine both the 
proper polarization orientation for future systems and the rain­
produced depolarization at that orientation. 
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There will be considerable variation, however, in the polarization 
orientation of linearly polarized signals received at different measuring 
sites within the coverage area of 20- and 30-GHz area-coverage 
satellite beacons. I) For example, the polarization orientation will vary 
on the order of 40 degrees over the continental United States for a 
satellite in synchronous orbit. Thus, the orientation cannot be optimum 
at all receiving sites from the standpoint of collecting data for system 
design. Also, since the angular orientation of the raindrop axes with 
respect to V and H at a given site varies from storm to storm,4 sta­
tistics of -the polarization orientation that produces the minimum 
depolarization and of the minimum value of that depolarization are 
needed, as well as statistics of the depolarization for several fixed 
polarization orientations. These requirements imply the need for 
calculating depolarization at orientations other than the polarization 
transmitted by a satellite beacon to a given receiving site. In principle, 
this is readily done if signal attenuation, phase shift, and depolarization 
parameters are measured with sufficient accuracy. This paper shows 
some effects of measurement errors on the calculation of rain-produced 
depolarization for one pair of orthogonally polarized signals from 
measurements made on a different pair of orthogonally polarized 
signals that have a different angular orientation. This information is 
needed in determining the accuracy required for earth-based instru­
mentation used in depolarization-determining satellite-beacon propaga­
tion experiments. 

II. PROBLEM DEFINITION 

A propagation experiment for determining rain-produced depolariza­
tion can be defined as follows. 

Transmit a linearly polarized signal, E lt , through the rain. Measure 
the attenuation and phase of (i) Eil, the signal received with the same 
polarization as E lt , and (ii) E 1Z, the depolarized signal received with 
polarization orthogonal to E lt . Then transmit E zt , the signal orthogonal 
to E lt , and measure the attenuation and phase of (iii) E zz , the received 
signal with EZt polarization, and (iv) E 21 , the depolarized signal 
orthogonal to E z t. 

From these measurements, calculate (v) E y1 , the orthogonal de­
polarized signal that would be received through the same rain from 
Ext, a linearly polarized signal transmitted at some orientation other 
than that of Elt or E zt and (vi) E xz, the corresponding depolarized 
signal received from E yt, a signal transmitted orthogonal to Ext. 
Figure 1 illustrates the spatial orientation of the polarization vectors, 
E 1, Ez and Ex, E y, on a coordinate system referred to the axes of an 
elliptical raindrop. 6 
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v 

Fig. l-Signal polarization vectors referred to elliptical raindrop axes. 

A coefficient matrix for relating signals transmitted with polariza­
tions 1 and 2, i.e., Elt and E zt , to signals received with the same 
polarization, E 1r and E zr, can be defined as 

[ 
Elr] _ A [1 
E 2r - 12 C12 (1) 

where all coefficients and signals are complex and the phase reference 
for the transmission coefficients, bIZ, CIZ, and d1Z, is the Elt to E 1r 
coefficient. 

The coefficients are obtained from the measurements described 
above as follows. 

A En. h b I .. ffi . ( 
12 = E- IS tea so ute transmIssIOn coe cIent attenua-

1t 

tion and phase) for the I-oriented signal. 

b En 1 E21 E lt . h d I" ffi' t f 
12 = E- 'A- = E-'E- IS t e epo anzatIOn coe cIen or 

.; Z t lZ n 2 t 

transmit 2 receive 1 normalized to Au. 

E12 1 E 12 . h d I" ffi' t f CIZ = -'- = - IS t e epo anzatIOn coe Clen or 
Elt A 1Z En 

transmit 1 receive 2 normalized to A lZ. 

d EZ2 1 EZ2 E lt . h ., ffi . f 
12 = -. - = -' - IS t e transmIssIOn coe cwnt or 

E2t A 1Z Ell E zt 
the 2-oriented signal normalized to A 12. 

The coefficient E 1 tiE 2 t can be measured in clear air (or before 
launch) so, in principle, all coefficients can be determined. Note that 
the absolute transmission attenuation and phase appear only in A 12 so 
the absolute phase, which is not measurable in the beacon experiment, 
is not involved in the other coefficients. (It is not necessary for com­
puting the rotated polarization coefficients either, as will be shown.) 
The coefficient d12 contains the differential attenuation and phase 
between the two polarizations, 1 and 2. 
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Table I - Representative differential attenuation and phase 
for vertical-horizontal polarization 

Total Attn. IA121 Differential Differential 
(dB) Amplitude Ratio Phase (degrees) 

10 0.32 1.25 17 
20 0.10 1.6 33.5 

The corresponding matrix relation for signals transmitted and 
received with orthogonal polarizations x and y (see Fig. 1) is 

(2) 

The problem stated at the beginning of this section then reduces to 

Given: A 12, b12, C12, d12 , and (), the angle between polarizations 
1,2 and x, y, 
Find: A xy , bxy, CXy , dxy• 

This is easily done since, from Fig. 1, 

and (3) 

-sin ()][ Ex] 
cos () Ey 

where, of course, [()12]-1 = [()Xy]. 

Table II - Rain-produced matrix coefficients determined 
from Table I and eqs. (6) 

a = 0° = Vertical and Horizontal 

Attn. 
du bu eu 

IAul a 
(dB) deg. 

Mag. Ang. Mag. Ang. Mag. Ang. 

10 0.32 0 1.25 17 0 0 0 0 
10 0.32 45 1.0 0 0.1862 52.42 0.1862 52.42 
10 0.32 20 1.188 13 0.1301 59.48 0.1301 59.48 

20 0.1 0 1.6 33.5 0 0 0 0 
20 0.1 45 1.0 0 0.3783 48.55 0.3783 48.55 
20 0.1 20 1.448 25.38 0.2906 63.59 0.2906 63.59 
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o:+B IN DEGREES 

Fig. 2-Depolarization vs angle for lO-dB attenuation. No measurement errors 
for measurements at 0: = 0, 20, and 45 degrees. 

After combining (1) and (3), comparing with (2), completing the 
simple matrix multiplication, and defining 

then 

v = cos2 0 + d12 sin2 0 + (b 12 + Cl2) sin 0 cos 0, (4) 

Axy = vA l2 
bxy = [(dl2 - 1) cos 0 sin 0 + b12 cos2 0 - C12 sin2 OJ/v 

CXlI = [(d 12 - 1) cos 0 sin 0 - b12 sin2 0 + C12 cos2 OJ/v 

dxy = [sin2 0 + d12 cos2 0 - (b 12 + C12) sin 0 cos OJ/v. 

(5) 

The absolute transmission attenuation and phase contained in A12 

affects only the absolute attenuation and phase in Axy and not the 
relative coefficients, bxy , CXy , and dxy • The question of interest in the 
depolarization-determining propagation experiment is: What effect do 
errors in b12 , Cl2, and dl2 for specified a (orientation with respect to 
raindrop axes) have in determining the magnitudes of the depolariza­
tion coefficients, bxy and CXy , for 0 ~ 0 ~ 45°? To proceed further, 
estimates of b12, C12} and d12 and of errors in measuring these quantities 
are needed. 
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III. ESTIMATES OF COEFFICIENTS AND MEASUREMENT ERRORS 

Since direct measurements of most of the coefficients are not avail­
able, estimates must be obtained analytically using known properties 
of rain,7--9 electromagnetic theory,6,10 and the measurement data that 
are available.1- n The theoretical calculations are for paths through 
uniform rain. SetzerlO calculates attenuation (db/km) and phase 
(degrees/km) constants for different rain rates assuming a Laws-and­
Parsons drop-size distribution. Morrison et al. 6 calculate differential 
attenuation (db/km) and differential phase (degrees/km) for oblate 
spheroidal raindrops7,8 with a Laws-and-Parsons drop-size distribution 
for two orthogonal linear polarizations oriented parallel to the axes of 
the elliptical cross section of the raindrops (see Fig. 1) at 18 GHz. The 
obvious difficulties in using this work are that actual rain is not uniform 
over the satellite path, the length of the rain-filled path is not known, 
the radio wave fronts will not be incident on the raindrops perpen­
dicular to the raindrop cross-section axes with maximum ellipticity (as 
is more often the case for line-of-sight paths and is assumed in Ref. 6), 
and, of course, the drop-size distribution and raindrop ellipticity also 
vary from storm to storm. 
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Fig. 3-Depolarization vs angle for 10-dB attenuation. Measurement error in d12 

of +0.06 or +0.5 dB for measurements at a = 0, 20, and 45 degrees. 
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Fig. 4-Depolarization vs angle for 10-dB attenuation. Measurement error in d12 
of +0.26 or +2 dB for measurements at a = 0, 20, and 45 degrees. 

The experimental data yield path attenuation only for satellite 
pathsll or differential attenuation for terrestrial paths.2,3 The pro­
cedure that was followed in estimating satellite-path differential 
attenuation and differential phase was 

(i) Choose total path attenuations,!! 10 and 20 dB at 20 GHz, 
that represent rather severe conditions but that are exceeded 
for a significant time, ~ 10 hours and ~ 3 hours during a year. 

(ii) Assume a uniform rain rate R falling over a path of length L 
and calculate a few R, L pairs that yield total attenuations 
of 10 and 20 dB using Setzer'slO attenuation constants. 

(iii) Calculate diff-erential attenuation and phase between two 
linearly polarized signals oriented parallel to raindrop axes6 

(V and H in Fig. 1) using the calculated Rand L. 
(iv) Assume all raindrops oriented with their elliptical cross­

section axes parallel and perpendicular to the signal polariza­
tions, i.e., vertical V and horizontal H, so that, because of 
symmetry, the depolarization is o. 

The representative sets of estimated differential attenuation and phase 
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(i.e., Section II matrix coefficients) obtained by this procedure are 
summarized in Table I. 

These representative sets were selected from the different Rand L 
combinations for total attenuations of 10 and 20 dB. The V and H 
matrix coefficients were then used in the polarization-rotation equa­
tions (5) to calculate coefficients for the two signal polarizations 
rotated 20 and 45 degrees with respect to the elliptical raindrop axes 
(i.e., a = 20° and 45° in Fig. 1). These coefficients used in later 
calculations are tabulated in Table II. 

Methods available for estimating potential measurement errors are 
even less rigorous than those used in estimating the matrix coefficients, 
since measurement errors will depend both on carrier-to-noise ratios 
and on equipment-measuring accuracy. The three general types of 
measurement errors that are distinguishable are errors in (i) differen­
tial attenuation or phase between the two signals transmitted with 
different polarizations, d12 , (ii) relative attenuation and phase between 
depolarized signals and direct signals, b12 and C12, and (iii) absolute 
amplitude and phase A 12. Since errors in absolute measurement do 
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of +5 degrees for measurements at a = 0, 20, and 45 degrees. 

not affect the accuracy in calculating rotated coefficients, they will 
not be considered here. 

Additive errors to dI2 of ±0.06 and ±0.26 in magnitude and ±2 
and ±5 degrees in angle were selected for assessing the effects of 
direct-signal differential attenuation and phase errors on rotated 
polarization coefficients. These values correspond to differential 
amplitude measuring errors of ~ 0.5 and 2 dB. Such error values are 
likely to be contributed to by the measuring equipment or by noise, 
if the receiver carrier-to-noise ratio degrades sufficiently with attenua­
tion of the signal by rain. Computing the rotated depolarization 
coefficients, bxy and CXy , in eq. (5) uses only the difference, d12 - 1, 
between the transmission coefficient so the magnitude error was added 
to dI2 only. 

Estimating errors for depolarization coefficients, bI2 and C12, is 
somewhat different for the V and H case than for the case of a = 45 
and 20 degrees because, for the assumed symmetric raindrop orienta­
tion, the theoretical V and H depolarization coefficients, bI2 and e12, 

are O. Antenna cross-polarization isolation may be as low as 25 dB, 
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resulting in a contribution of 0.06 to b12 or C12. Since this overshadows 
noise contributions at reasonable signal levels, a spurious magnitude 
of 0.06 was assumed for bl2 • In the VH case, this is the only contribution 
to b12 , and its phase angle is unknown. Error phase angles of 45, 90, 
180, and 270 degrees were selected for b12• 

In the 45-degree case with rain attenuation of 10 dB, the rain 
contribution to b12 is 0.1862 /52.42 degrees (see Table II). Since the 

phase angle of the assumed error, 0.06, is unknown, several cases were 
considered for b12 : (i) no phase error, magnitude errors of ±0.06, 
(ii) no magnitude error, phase error of ±18 degrees, and (iii) phase 
error of ±5 degrees, magnitude error of 0.06. 

Similar considerations for the case of a = 20 degrees resulted in the 
choice of errors in b12 of (i) magnitudes of ±0.06, phase of ±5 and 
± 10 degrees, and (ii) magnitude of 0, phase of ±30 degrees. 

IV. RESULTS 

It is obvious from Fig. 1 and eq. (2) that letting () range over 
o ~ () ~ 90 degrees and looking at I bxy I is equivalent to letting () 
range over 0 ~ () ~ 45 degrees and looking at both I bxy I and I CXy / dxy I. 
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Fig. 8-Depolarization vs angle for IO-dB attenuation. Measurement error in b12 

of ±O.06 for measurements at ex = 45 degrees. Corresponds to cross-polarization con­
tamination of ~ -25 dB. 

Also, any continuous 90-degree range of () contains all values of 1 bxy I. 
For the graphs in this section, then, I bxy I is plotted for the range of 
o ~ a + () ~ 90 degrees for all three initial polarization angles, a = 0, 
20, and 45 degrees. (Note that a is the orientation angle of the 
"measured" coefficients, 12, with respect to the axis of the elliptical 
raindrops and a + () is the angle of the calculated coefficients, xy, 
referred to the same elliptical axes and rotated an angle () with respect 
to the measured coefficients, as in Fig. 1.) 

Figure 2 is a plot of cross-polarization coupling (depolarization), 
I bxy I, for 0 ~ a + () ~ 90 degrees computed using as starting points 
each of the three sets of coefficients in Table II for 10-dB attenuation 
with no measurement errors included. Without measurement errors, 
the rotated coefficients can be calculated without significant computa­
tion error. The 0 depolarization at 0 and 90 degrees is a result of the 
assumed perfect raindrop symmetry and orientation. In actual rain, 
random orientations and asymmetries will cause these nulls to fill in 
to some as-of-now unknown level. 
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Figures 3 to 10 are plots of depolarization, I bxy I, for 0 ~ a + () ~ 90 
degrees computed from the coefficients in Table II for 10-dB attenua­
tion. The solid curve on each figure is the "no errors" curve from Fig. 2. 
Figures 3 to 6 each include measurement angles of a = 0, 20, and 
45 degrees and different errors in differential attenuation, I d12 1, and 
differential phase, / d12 , indicated in the captions. In general, errors 
with the opposite sign of those in the figures produce error curves with 
approximately the same magnitudes but shifted in the opposite 
angular direction from a + () = 0 degrees. Figures 7 to 10 include 
different measurement errors in depolarization, b12 , indicated in the 
captions. Each of these figures is for a specific a as indicated. Asym­
metries in the error curves are a result of alloting all the measurement 
error to the one coefficient, b12• 

Figures 11 and 12 are similar plots of I bxy I computed from co­
efficients in Table II for 20-dB attenuation. They are for the different 
errors in d12, as indicated. 

Three overall effects of measurement errors on the calculated I bxy I 
near the regions of minimum depolarization that are indicated in 
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Figs. 3 to 12 are (i) the I bxy / at a + () = 0 and 90 degrees become 
nonzero in all cases, (ii) the minima of the I bxy / vs a + () curves shift 
in angle from the no-error 0 and 90-degree positions, and (iii) at the 
minima the / bxy I also become nonzero. These effects are tabulated 
for each separate error for initial angles, a, of 0 and 45 degrees and 
total attenuation of 10 dB in Table III. 

From the figures and Table III, it appears that errors in measuring 
I d12 / at a = 45 degrees on the order of ±2 dB or ±5 degrees produce 
unacceptable errors (min > - 30 dB and offset of min ~ 50) in I b xy I 
at the vertical and horizontal orientation, a + () = 0 and 90 degrees, 
from the standpoint of use in evaluating future systems performance. 
An error of ±2 degrees in I d12 1 at a = 45 degrees produces acceptable 
errors in I bxy I at a + () = 0 and 90 degrees. An error of ±0.5 dB in 
/ d12 / at 10-dB attenuation produces errors in I bxy I at 0 degrees that 
are marginally acceptable. 

V. SUMMARY 

The deficiencies in the methods used to estimate the rain-produced 
differential attenuation and phase and the measurement errors are 
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Fig. ll-Depolarization vs angle for 20-dB attenuation. Measurement error in dl2 
of -0.26 or -2 dB for measurements at a = 0, 20, and 45 degrees. 

obvious. However, a range of 20-GHz attenuation and rain rate and 
of measurement errors were considered, so the estimates of the effects 
of the errors illustrated in the figures and in Table III should be 
representative of those to be encountered in an actual experiment. 

Calculation of rain-produced depolarization of one pair of orthog­
onally polarized signals from measurements of depolarization and 
differential attenuation and phase of a different pair of orthogonally 
polarized signals is quite sensitive to measurement errors. Therefore, 
it is better to measure the propagation parameters for the polarization 
orientation for which the parameters are desired. Considering future 
system applications, the optimum polarizations are linear, oriented 
horizontally and vertically (i.e., perpendicular to horizontal and the 
propagation path) at the receiving site, since this combination is 
expected to produce the minimum depolarization on the average. 
Measurement at the desired orientation produces the best results at 
the desired orientation and can produce at least partial results during 
partial equipment failure. Useful depolarization information can be 
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Table III - Summary of effects of measurement errors on Ibxvl 
for 10-dB rain attenuation and a = 0° and 45° 

Max Ibxy I at Max Angular Shift Largest Min 
ex + (J = 0° or 90° of Min of I bxy I of Ibxyl 

Error 
ex = 0° ex = 45° ex = 0° ex = 45° ex = 0° ex = 45° 

dB dB deg. deg. dB dB 

Idl21 
±0.5 dB 0 -30 0 4 0 -32 
±2.0 dB 0 -18 0 15 0 -20 

Id12 

±2 degrees 0 -34 0 2 0 38 
±5 degrees 0 -26 0 5 0 30 

Cross-polarization of 
-25 dB -25 -29 

at max shift of min 7° 4° -31 -40 
at largest min 4° 

I 
0° -26 -29 
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obtained by calculation if the satellite configuration requires measure­
ment of propagation parameters at a polarization orientation other 
than the optimum discussed above. 

The accuracies required in the measuring system to ensure adequate 
accuracy in the calculated propagation parameters (particularly 
depolarization) are (i) error in differential attenuation between the 
transmitted polarizations < ±O.5 dB, and (ii) error in differential 
phase for the same two signals ~ ±2 degrees. Cross-polarization 
isolation of 25 dB in the measuring system is inadequate. 
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A method for obtaining low-loss splices of lnultimode optical fibers has 
been devised that uses no adhesives, mechanical clamps, or adjustable 
alignment tools. Simultaneous splices were made of three-fiber as well as 
single-fiber pairs. The coupling efficiency was over 95 percent for single­
fiber pairs and 93 percent for three-fiber pairs. The strength of the joint 
was two-thirds the breaking strength of the fibers. 

I. INTRODUCTION 

Recently, several techniques for connecting both multimode and 
single-mode fibers have been developed,I-5 The problems associated 
with obtaining good optical ends of the fibers to be spliced have also 
been the subject of a recent work. 6 These efforts have been motivated 
by the fact that, for optical communications to become a reality, 
permanent low-loss splices of fibers must be achieved. 

In this paper, a method of permanently joining single and multiple 
pairs of fibers is described. The method used is summarized here, and 
a complete description of the technique and results is given in the 
following sections. It should be noted that the results reported for 
single bonds were obtained with eight splices and for the multiple 
bonds with 30-fiber pairs. In brief, coupling efficiency is over 95 
percent, and the strength of a joint does not fail until a force of over 
300 grams is applied to the end of the fiber. The fiber breaks at a force 
of approximately 450 grams. Alignment of the fibers is achieved by 
feeding the fiber into flared tunnels over a fused-silica substrate and is 
easily done by hand. 4 After the fibers are aligned, an aluminum washer 
l6-inch in diameter is placed against the aligned fibers. The washer is 
centered so that the splice is in the open center of the washer. The 
washer is then compressed against the aligned fibers so that the alumi­
num yields around a portion of each fiber. The pressure required is 
below the breaking strength range of the fiber, and the aluminum is 
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permanently bonded to the fibers without bonding to the silica sub­
strate. The yielding of the aluminum protects the fiber from the ram 
pressure and acts as a control, making the process independent of the 
heated (~300°C) ram pressure. The process is schematically illus­
trated for a single fiber in Fig. 1, and photographs of the spliced single 
and multiple fibers and washer are shown in Fig. 2. The bonding 
process occurs in less than five seconds. After splicing, the washer 
weight is easily supported by a single fiber. This splicing technique 
differs from results reported previously in that the splice is a conse­
quence of a metal oxide-glass bond and is not a result of end fusing,I·2 
mechanical clamping,3 glass-to-glass bonds,4 or crimping. 5 

The coupling efficiency is measured at a light wavelength of 6328 A. 
The index-matching fluid used between the fibers is glycerol having 
a refraction index of approximately 1.48, and the fiber cores have an 
index of 1.45. The core diameters are approximately 100 J,Lm and the 
fiber diameter 142 J,Lm. The ends of the fibers are cut using the diamond 
cutter. 6 

The washer provides a convenient container for the index-matching 
fluid. 

ALUMINUM WASHER 

ALIGNING FIXTURE 

________________ ~I I~I ________________ ___ 

FIBER 

HEATED BASE T:::::::300oC 

Fig. 1-8chematic of fiber splicing apparatus. 
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(a) 

(b) 

Fig. 2-Spliced optical fibers embedded in an aluminum washer. The fiber diameter 
in both photographs is 142 pm. (a) Single-fiber pairs. (b) Multiple fiber-pairs. 
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II. JOINING TECHNIQUE 

To obtain a joint as shown in Fig. 2, the alignment tool shown 
schematically in Fig. 1 is used. Variations of this tool, using no adjust­
able alignment tools, have been used to splice fibers having outer 
diameters as low as 18,um, and even at this small diameter the fibers 
were hand-fed.4 A hole in the center of the alignment tool allows access 
for the bonding ram. The fibers are fed by hand from both tunnels 
and meet in the access hole of the ram. The ends of the fibers are cut 
flat by means of a diamond-cutting technique,6 giving a measurable 
improvement in the coupling efficiency over fibers whose ends are not 
cut flat. 

An aluminum washer is placed over the aligned fibers. The entire 
apparatus is then placed over a heated U~300°C) base, and a heated 
(~300°C) ram applies pressure to the washer, which yields around the 
fibers. The pressure applied by the ram is generated by hand, and the 
total force is quite low. The spliced fibers are then removed from the 
alignment tool by unclamping the fused-silica substrate. The final 
spliced fibers are shown in Fig. 2. 

III. OPTICAL MEASUREMENTS 

The optical measurements used apparatus and techniques that are 
similar to those described previously3 and are made at a wavelength of 
6328 A. The results of the various measurements are given in Table I, 
which gives the average and worst results. The single-fiber-pair trans­
missions data exclude only one instance in which a clearly identified 
"mistake" occurred that was a burr of aluminum remaining in the 
washer and blocking the passage between the splices. The results of 
the multiple splices are also given in Table I, and are based on ten 
consecutive three-fiber splices. 

The index-matching fluid used between the fibers is glycerol. It 
should be noted that if the ends are properly cut and the alignment 
maintained, coupling efficiency depends on when the glycerol is added. 

Table I - Experimental results 

No. of I 
Transmission Breaking Strength 

Fiber 
Pairs Worst Ave. 

(%) (%) 

1 90.5 94.5 
3 89.5* 92.7 

* Lowest average of three-fiber pair . 
. t Number of fiber pair measured. 

No. of Worst Ave. 
Meas. (grams) (grams) 

8 235 284 
30t 290 331 
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If the splices remain outside the index-matching fluid for a day, 
splicing efficiencies in the low-gO-percent range were recorded. If the 
glycerol is added approximately 4 hours after splicing, the efficiency is 
approximately in the mid-gO-percent range. Measurements made 
immediately after splicing showed no measurable loss (less than 
2 percent). 

IV. BONDS 

The strength of the bonds is measured by vertically suspending a 
fiber splice pair and pulling the fibers apart. The results are given in 
Table I and exclude a single instance where a fiber failed at a point 
considerably removed from the bond area. The fiber failed when a force 
of approximately 450 grams was applied to the end of a single fiber. 

The bonds are probably oxide bonds and arise when the fibers break 
through the alumina (AI 20 a) coating on the washer leaving the fused­
silica fiber embedded in the aluminum. The bonds could not be made 
at room temperature, but no research has been conducted to determine 
the optimum bonding temperature. 

It is interesting to note that bonds of up to three-fiber pairs using a 
single washer have been completed. No degradation of the strength 
of the splice has been observed in these multiple-fiber bonds. 

V. CONCLUSION 

Single and multiple permanent optical connections between fibers 
using aluminum as a joining medium have been made. The results are 
strong bonds with high efficiency. 
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The loss induced in optical fibers by random bends in the fiber axis 
is studied by winding fibers under constant tension onto a drum surface 
that is not perfectly smooth. The tension forces the fibers to conform to 
slight surface irregularities, which can result in an increase in the optical 
loss on the order of 100 dB / km. This microbending loss may be a signif­
icant design consideration in system, applications of low-loss optical 
fibers. Data are presented on the reduction of the e.ffect by means of coatinrlS 
and increased numerical aperture. 

I. INTRODUCTION 

For the full potential of presently available optical fibers to be 
realized, care will have to be taken to minimize any perturbations that 
affect the fiber's transmission. One such perturbation is random bends 
in the axis of the fiber. Gloge1 and lVlarcuse2 have shown that such bends 
need not be of large amplitude to cause losses of a few decibels per 
kilometer. We have found this "microbending loss" to be common in 
multifiber structures. The worst of these structures add as much as 
500 dB/km to the loss of the fibers. Although several decibel-per­
kilometer added loss is more typical, the effect clearly poses a danger 
to system performance unless proper steps are taken to minimize it. 
The following experimental study of microbending loss shows how it 
can be reduced by means of coatings and increased fiber numerical 
aperture. 

II. EXPERIMENTAL TECHNIQUE 

To obtain quantitative data on microbending loss, fibers were wound 
under controlled tension onto a drum whose surface was not perfectly 
smooth. The tension forced the fiber to partially conform to the surface 
roughness. The resulting random bending of the fiber axis caused a 
measurable increase in the optical loss. The drums were 10-in. diam­
eter cast acrylic, and no roughening of the polished surface was 
necessary to obtain measurable microbending loss. 
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The technique is illustrated in Fig. 1, where a continuous 455-m 
length of fiber is excited with a He-Ne laser. The left half was wound 
under 0.7 kg/mm2 tensile stress and the right half under 7 kg/mm2. 
It is seen from the scattering that the light is decaying much more 
rapidly in the right half. In fact, the microbending loss is 15 dB/km in 
the left half and 145 dB/km in the right half. 

The method for winding the fibers is shown in Fig. 2. The pay-out 
shaft rides on low friction bearings and is splined to a hysteresis brake 
which generates a torque that is approximately independent of revolu­
tions per minute. The torque is set by the current to the brake, and 
the resulting tension in the fiber is monitored with the polariscope to 
assure its constancy during winding. The polariscope is calibrated 
before each run by hanging weights on the pay-out drum while the 
brake is disconnected. 

III. RE8UL T8 

To determine the length dependence of the microbending loss, a 
Corning Glass Works (CGW) fiber with an inherent loss of 15 dB/km 
at 632.8 nm was wound with uniform pitch (20 turns/ cm) at 2-
kg/mm2 tensile stress. A He-Ne laser beam was launched into the fiber, 
and the forward scattering was detected with a I-cm-wide solar cell 
(appropriately baffled), whose edge was about 3 mm from the windings. 
Thus, the detector integrated the scattering from about 20 turns of 

Fig. 1-632.8-nm scattering from a CGW step-profile fiber wound under 0.7 kgjmm2 
(1 kpsi) tensile stress (left half) and 7 kgjmm2 (10 kpsi) (right half). 
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Fig. 2-Apparatus for winding fibers onto a drum under controlled tension. 

the fiber. The detector was then translated parallel to the drum axis to 
generate the solid dots in Fig. 3. The fiber was then rewound under 
o kg/mm2 and 4 kg/mm2, and the scan repeated for each of these cases. 
Following the transient condition at the launching end, the curves 
become linear to within experimental error, and the slopes yield the 
attenuation coefficients shown. These numbers agree within experi­
mental error with the total loss measured in the conventional way (by 
breaking a I-ft length at the input end). Launching into the opposite 
end of the fiber did not alter the results. The linearity of the data in 
Fig. 3 shows the microbending attenuation coefficient l' to be indepen­
dent of position along the fiber. This is to be expected when the sta­
tistics of the bending are not a function of position, and the energy 
distribution among the modes has reached equilibrium. 

It has been shown that the microbending loss should decrease with 
increasing fiber numerical aperture for both parabolic2 and step3 index 
profiles. Experimental data for step-profile CGW fibers are shown in 
Fig. 4. The two fibers were similar except for their numerical apertures, 
and the microbending loss is plotted against the tensile winding stress. 
In a recent paper,4 Gloge derived expressions for the microbending loss 
l' in both step and parabolic index fibers, assuming the spectral density 
of the drum roughness to be of the form 

(1) 

Here, K is the mechanical wave number 2'Tr/ A, and l has the physical 
significance of a correlation distance. Gloge has derived4 a general 
expression for l' in terms of the parameters land jJ.. This expression is 
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Fig. 3-632.8-nm scattering from a CGW step-profile fiber with a c = 44 }.Lm, 
ao = 66 }.Lm, N.A. = 0.120. 

consistent with the 'Ya: (N.A.)-4.3 dependence manifested in Fig. 4, 
when J..L = 3.1. Setting J..L = 3 in the expression gives the following upper 
limit for the microbending loss in a step profile fiber: 

where 

30-2a2/27rl 5!:J.2 
'Y ~ (1 + 144!:J.4H2/25a~D2) (1 + 640-4H4D~/225ftPO)t ' (2) 

0- = rms drum roughness 
ac = core radius 
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Ll = (core index - cladding index) / (core index) 
= (N.A.)2/2n2 

H = flexural rigidity 
D = lateral rigidity 
fo = normal force per unit length of fiber 

= (tensile winding force)/(drum radius). 

For an uncoated fiber of Young's modulus E f and outer radius ao 
wound onto a drum of Young's modulus Ed, we have 

H = 7rEfa6/4 and D t'..J Ed. (3) 

140~----------------------------------------------------~ 

120 

o 4 6 8 

STRESS IN KG/MM2 

Fig. 4-'Y vs winding stress at 632.8 nm for two CGW step-profile fibers which are 
similar except for their N .A.'S. a c = 44 I'm, ao = 66 I'm, and the lengths were about 
200m. 
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Fig. 5-Spectral loss curves showing that the added loss under stress is almost 
wavelength-independent. 

Equation (2) assumes that l is large compared to both K;l = acl (2Ll)! 
and (HID)!, which are typically a few tenths of a millimeter. 

Although the spectrum (1) with J.L = 3.1 leads to 'Y 0:: (N.A.)-4.3, any 
other roughness (whether from coatings, drums, packaging, or what­
ever) will likely have a different spectral density and hence cause a 
different dependence of 'Y on numerical aperture. 
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There is no explicit dependence on optical wavelength in eq. (2). 
As a test of this, a spectral loss curve was obtained for a 160-m length 
CGW fiber wound first under 4-kg/mm2 stress and then 0 kg/mm2. 
Subtracting the lower curve from the upper curve in Fig. 5 gives the 
micro bending contribution, which is indeed almost wavelength­
independent. The very slight dependence on A may be a result of 
dispersion in the fiber's relative index difference A. Similarly, measure­
ments of the '}' induced in 14 different fibers by multifiber structures 
were the same (within experimental error) at 0.64 .urn as at 0.84 .urn. 

According to eq. (2), '}' should be proportional to fo for small fo. 
As fo -700, however, the fiber fully conforms to the roughness, and '}' 
becomes independent of fo. Since fo is proportional to the winding 
stress, the shape of the Fig. 4 curves is consistent with this prediction. 
The value of fo corresponding to the transition between these two 
regimes can be predicted from eq. (2). The predicted value is several 
times larger than the measured value (which corresponds to about 
3 kg/mm2 stress) from Fig. 4. This may be because adjacent turns of 
the fiber are not isolated, a fact which is evident from a measured de­
crease in '}' with increasing winding pitch. For this reason, the same 
pitch (20 turns/cm) was used for all measurements. 

Letting fo -700 in (2) and setting'}' equal to the asymptotic value of 
the N.A. = 0.158 curve in Fig. 4 yields (J"2/l5 = 0.4 X 10-6 mm-3• A 
correlation distance of I = 1 mm, for example, would then imply 
(J" = 0.6 .urn. The existence of roughness of this magnitude is not sur­
prising, despite the polished appearance of the surface. A 0.6-.um 
variation over a distance of 1 mm would be difficult to measure. 

For the acrylic drum used, D = 280 kg/mm2 (400 kpsi) , and with the 
fibers used, 144A4H2/25a~D2« 1, so that, in the limit of small fo, (2) 
becomes 

(4) 

From this expression, it is evident that a small core radius and large 
outer radius is desirable for minimizing microbending loss. The mini­
mum usable core radius may be determined by splicing considerations, 
and the maximum outer radius by the bending which the fiber is re­
quired to withstand without breaking. The microbending also increases 
the penetration of the evanescent wave into the cladding, 5 thus possibly 
making thicker cladding necessary for adequate optical isolation. 

In addition to maximizing A and ao and minimizing ac and (J", a 
further option is available for minimizing ')'. This is to encapsulate the 
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fiber in a compliant medium. The requirements for the encapsulant 
are that it be thick and uniform. The case of a homogeneous coating is 
illustrated in Fig. 6. The linearity of these curves is probably due to a 
larger (]' for the acrylic drum surface used here than for the one used in 
Fig. 4. The coating applied to the fiber was DuPont Elvax® 265, a 
co-polymer of ethylene and vinyl acetate. The coating was 50 J,tm 
thick, with a modulus of Ec = 1.4 kg/mm2 (2000 psi), and was applied 
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Fig. 6-')' vs winding stress at 632.8 nm before and after coating a CGW step 
profile fiber with a 50-JLm thickness of DuPont Elvax® 265. The fiber was 180 meters 
long with ac = 43 JLm, ao = 66 JLffi, and N .A. = 0.160. 
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with a die technique. After the fiber is coated, D in (2) becomes 
(Ed l + E;l)-l r-..; E e, while H is only slightly changed. In order for 
Gloge's general expression4 for 'Y to predict the observed reduction in 
'Y of a factor of 4.3 in the small 10 regime owing to a uniform coating, J..L 

must equal 4.4. The discrepancy between this and the value J..L = 3.1 
(deduced from the N.A. dependence) may be an indication that the 
assumption of perfect coating uniformity is invalid. In that case, the 
coating thickness variation spectrum would add to the drum roughness 
spectrum, creating a new composite spectrum. Also, despite careful 
cleaning of the drum, it is possible that foreign material with a modulus 
different from Ed may make some contribution to the microbending. 

IV. SUMMARY AND CONCLUSIONS 

The microbending caused when an optical fiber is forced to conform 
to small irregularities is shown to be capable of causing sufficient 
optical loss to affect the performance of a communication system. 
Studies involving the winding of fibers under tension onto drums show 
significant reduction in the effect by means of coatings and increased 
fiber numerical aperture. Studies of multifiber structures are currently 
in progress and suggest that, with proper care and knowledge in design, 
the effect can be reduced to an acceptable level. 
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