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case, the trouble was in the No.4 ESS office as noted on the outage log 
(Fig. 19). 

The craftsperson can then enter the results of the tests on the trouble 
ticket and refer the trouble to the TEC. The personnel in the TEC can 
repair the faulty equipment, utilize the CMS to verify the problem has 
been fixed, put the trunk back in service, and clear the trouble ticket. 

The preceding example was based on the assumption that the craft­
sperson was familiar with the CMS system and knew exactly what com­
mands to enter to perform the desired functions. However, at any step 
it is possible to recall the "100" display (Fig. 14) to obtain a list of func­
tional areas and then to enter the code (e.g., "700") for a functional area 
to obtain a list of functions (Fig. 17) within the area. 

VI. SUMMARY 

A No.4 ESS can have over 100,000 trunks and the associated data base 
to support call processing. Both the trunks and the data base require 
installation, updating, and maintenance to meet initial and changing 
needs and to resolve and correct trouble conditions. The data base has 
been described. 

The large quantities of data and trunks concentrated in a single 
switching machine created a concern that the cost of installation, update, 
and maintenance not grow disproportionately when compared with 
existing switching systems. Also, there were objectives to improve these 
processes to make them more efficient and less error-prone. The large 
concentration of trunks and data in No.4 ESS that created these concerns 
also made it economic to develop auxiliary systems and subsystems to 
deal with them. 

The systems developed include a Western Electric software system 
to generate, on a general-purpose computer, the initial data base from 
office wiring and trunking information, 1A Processor resident software 
to administer and maintain both the data base and tpe trunks, and three 
minicomputer systems (CMS, CAROT, and CTMS). The CMS provides a 
common interface to office personnel for all trunk maintenance activities 
and provides many administrative and coordination functions. CAROT 

and CTMS automate transmission testing capabilities that rely on an 
extensive data base. 

Throughout the design of these systems, an emphasis has been placed 
on enhancing the personnel interface with the machine and on mini­
mizing the need of manually produced records. Routine and adminis­
trative functions have been automated. 
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A number of hardware and software support systems are used in 
the design, testing, evaluation, and administration of the No.4 ESS 

software. The Program Administration System (PAS) provides a 
management facility for the large data base that consists of the mul­
titude of ESS programs. These programs must be changed, controlled, 
and manipulated in a uniform fashion to produce the various official 
releases of the No.4 ESS software without jeopardizing the integrity 
of the data base. The 1 A Processor Utility System uses a minicomputer 
and a hardware interface with the No.4 ESS as an operating system 
for the interpretation, initialization, execution, monitoring, and display 
of tests written in a high-level utility language. Thus it makes available 
a convenient means for testing and debugging No.4 ESS software in a 
system laboratory environment. A directed-graph model, describing 
the sequential stimulus-action-transition behavior of a software process 
under test, acts as a reference and a starting point for the Automated 
Testing and Load Analysis System (ATLAS). Components of ATLAS 

then automatically derive tests and employ test directives embedded 
in the model to apply and monitor tests for the modeled process. 
Testing of the ESS software under high traffic loads is achieved in the 
laboratory by the Programmed Electronic Traffic Simulator (PETS). 

This system simulates the peripheral equipment and monitors the ESS 

responses for deviations from a norm. 

I. INTRODUCTION 

A large development undertaking like No.4 ESS-one that spans 
years, involves several organizations, and is built by the combined efforts 
of many people-is seldom described solely in terms of the final mar-
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keted product. Numerous supporting activities must exist to assist the 
project through its design, implementation, testing, evaluation, and 
production of official releases. A number of support tools that were de­
veloped to meet the demands of producing quality software in No.4 ESS 
in a systematic and efficient fashion evolved to be systems of significant 
sizes themselves. A common objective behind these support systems was 
to provide their users, viz., the community of No.4 ESS programmers, 
with powerful yet easy-to-use tools to assist in the development of a 
quality product. 

Four such systems of diverse scope, content, and applicability but 
linked by the common objective above are described herein. The Pro­
gram Administration System (PAS) provides management facilities for 
the sources, object modules, listings, and other data entities associated 
with the many programs constituting the No.4 ESS software package. 
PAS is described in Section II. In Section III, the 1A Processor Utility 
System that enables program testing and debugging to be done in the 
controlled environment of the System Laboratories is described. A novel 
testing concept and its application methodology and component tools, 
collectively known as the Automated Testing and Load Analysis System 
(ATLAS), is described in Section IV. While ATLAS primarily concentrates 
on testing the complex logic of the programs and their interfaces, engi­
neering aspects of the software and dynamic performance are evaluated 
in the face of various levels of system loading by the Programmed 
Electronic Traffic Simulator (PETS). PETS is described in Section V. 
Each section is essentially complete in itself. The objectives, components, 
features and usage experience related to a system are covered in its as­
sociated section. 

II. PROGRAM ADMINISTRATION SYSTEM 

2.1 General 

It was anticipated that the object code of the No.4 ESS software system 
might reach 1,000,000 words in size, that the number of separately as­
sembled programs (PIDENTS) would be 1000 or more, that over 200 
program designers would be involved, and that the volume of textual 
documentation associated with the software would exceed 100,000 pages. 
It was clear that no system of manual procedures, no matter how vigor­
ously enforced, would suffice to keep order and accountability in the 
creation and administration of the No.4 ESS software. An all-inclusive 
system of facilities for both programmers and administrators was 
needed. 

Further, the No.4 ESS software would continue to evolve. New features 
and program changes would be incorporated into new generic programs 
(GENERICS) while older GENERICs would simultaneously be supported. 
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The No.4 ESS software system consists of two major components: the 
No.4 ESS application software and the lA Processor software. The lA 
Processor software is used in both the No.4 ESS and the No. lA ESS (a 
local switching system utilizing the lA Processor). These two pieces of 
software were developed concurrently but in two different organizations. 
Hence there was a need to administer them as two separate but closely 
coordinated communities. A further administrative division came from 
the need to provide special facilities for the diagnostic maintenance 
programs, which were used in the generic programs, and for the Instal­
lation Test System used by Western Electric Company engineers in the 
installation of No.4 ESS offices. Finally, the support computing system, 
the IBM 360/Time Sharing System known as TSS, was anticipated to have 
insufficient capacity to accommodate the entire development in a single 
system. Hence the administration of the software development was to 
be carried out in several separate TSS systems. Within a single support 
computation system, it would be useful to allow several communities 
of users to be recognized and to be able to divide the data base along 
administrative boundaries. The Program Administration System (PAS) 

was designed to address the problems of administering the large software 
system of the No.4 ESS. 

2.2 Objectives 

The primary objective of the Program Administration System is to 
provide for the creation, modification, preservation, and administration 
of the No.4 ESS and lA Processor software and their associated data 
bases. This implies an orderly structure for all data (both temporary and 
permanent) and a set of facilities which enable the creation of data, the 
copying and erasing of data, the naming and renaming of data sets, and 
the combining of data sets to form new data sets. These facilities must 
allow for moving data between various types of storage and must include 
reporting which is necessary to keep the users up to date on the state of 
their data. 

The second objective is to allow the user and the administrator* easy 
and efficient access to the data base and to the support programs which 
are used in the development and testing of each PIDENT. Access must 
be concise to eliminate ambiguity over what is being accessed. Access 
must also be simple to minimize errors in the user's specification. In the 
case of data sets, a structured and functional naming convention is 
needed. This allows the user to readily determine the name of each data 
set through knowledge of the function of the data set. In the case of 
support programs, the calling sequences and parameters must be uni-

* The administrator is responsible for the production of the GENERIC from the mul­
titude of component parts known as PIDENTS. 
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form so the user can easily remember them. There is also a need to pro­
vide values (termed "defaults") for parameters when the user does not 
supply values. The use of defaults is a powerful administrative tool which 
allows the system to produce correct calling sequences even when the 
user does not know the correct values. 

The third objective is to provide the administrator with the facility 
to manipulate the data base on a large scale to accomplish backup pro­
tection against both system failure and data mutilation due to inad­
vertent destructive actions on the part of users or administrators. It is 
important that these facilities be comprehensive and foolproof. 

The fourth objective is to make maximum use of the basic TSS facilities 
in the implementation of the ,Program Administrative System. This 
approach minimizes the need to create new basic facilities and assures 
a robust design in the face of changes in TSS. An additional benefit is the 
consistency in appearance this produces between the Program Admin­
istration System and its host, TSS. 

The fifth objective is to make efficient use of computing resources. 
Since the Program Administration System has a large number of users 
and has a heavy influence on how they use the computing facilities, it 
is important that its usage be efficient. In a similar vein, the adminis­
trative environment should discourage duplication of storage (for ex­
ample, users making their own backups to protect their data) and pro­
cessing. 

The final objective is to implement the system in a modular and ex­
tensible structure. The Program Administration System functions within 
an evolving environment and frequently must accommodate change so 
that users are not impacted. It is important that the system be designed 
to be readily modified and extended to handle changes. 

2.3 User facilities 

The user facilities provided by the Program Administration System 
fall into three categories: facilities which support the basic conversational 
and batch processes that are associated with PIDENT development, fa­
cilities which allow the user to create and save or execute batch jobs while 
engaged in conversational processing, and facilities which provide ad­
ministrative and general-purpose computing capabilities. 

The system provides the facility to edit PIDENT source data sets, cause 
assembly of a PIDENT (inputting the PIDENT source data set to the as­
sembler), load the Output Program Module (OPM), simulate the exe­
cution of the loaded PI DENT OPM, or execute any meaningful combi­
nation of those processes by issuing a single terse command supplied with 
a single parameter: the PIDENT name. The proper data sets will be ac­
cessed, modified, or created in the Program Administration System data 
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base by each process without further attention from the user. For the 
assembly process, No.4 ESS and lA Processor software systems utilize 
a set of libraries called COMPOOLS which contain data definitions, data 
structures, and macro definitions. Each PIDENT utilizing any of these 
named values or structures obtains the correct definitions at assembly 
time via access to the correct COMPOOL. The Program Administration 
System assures that the proper COMPOOL is made available to each as­
sembly. 

A further extension supported by the Program Administration System 
is the concept of a PROGRAM UNIT, or a part of a PIDENT which may be 
assembled separately. The system allows the user to create an arbitrary 
collection of PROGRAM units, and to operate on each of them as though 
they were PIDENTS. The user can combine any group of PROGRAM 
UNITS into a single PROGRAM UNIT or into a PIDENT at will. This facility 
allows the user to develop a PIDENT by building it from smaller func­
tionally oriented pieces. 

A full set of batch facilities, all of which can be invoked while the user 
is in the conversational mode, are provided. The user can build data sets 
which consist of batch jobs (which may include both PAS and non-PAS 
commands and processes) and can execute these jobs concurrently with 
the conversational jobs. The user can create a series of such jobs and be 
guaranteed of the sequence of execution. The user will be informed of 
the batch job beginning and completion via messages sent from the batch 
job to the user's conversational job. If the user attempts to exit from the 
Program Administration System without specifying the disposition of 
any batch job created, he will be prompted for the proper disposition 
(execute, save, or erase). 

The user is provided with access facilities other than the standard 
processes previously described. For instance, the user can create "pri­
vate" versions of PIDENTs or PROGRAM UNITs and can maintain them 
separately from the official versions. The Program Administration 
System provides a facility which indicates the elements to be included 
in the official version. This facility is accessed by the administrator when 
assemblies are done for system loads. 

A user may issue TSS commands while using the Program Adminis­
tration System and can temporarily leave and return without invoking 
the overhead that is associated with a user's initial access. No TSS fa­
cilities are denied the user under the Program Administration System 
except those which actually conflict. More details on these issues will 
be given in Section 2.5. 

2.4 Administrator facilities 

The administrator facilities are primarily directed to the task of or­
ganizing and processing the PIDENT-associated data in accordance with 
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the needs of the project as a whole. In a more subtle vein, the adminis­
trator facilities must provide the ability to redirect or change the results 
of user processes and to change the details of the facilities available to 
the users. Finally, the administrator must have tools to create and per­
mute the administrative data itself and to use that data to control user 
processes and administrator processes. 

The Program Administration System provides a data base which is 
owned by the administrator and made available to the user on a shared 
basis. The administrator can permit access on a read-only basis, a 
read/write basis, or an unlimited basis (the user can create or destroy 
the data set); or the administrator can deny all access. The permission 
can be established at a data set level or over groups of data sets. The 
system supports many administrative communities, allowing each ad­
ministrator autonomous control over a community, but allowing the 
transfer of data between administrative communities at the adminis­
trator level. Hence the No.4 ESS administrator can gain access to the 
lA Processor community in order to prepare a generic load for No.4 
ESS. 

The administrator has the facilities to build the structure of the data 
and processes necessary to add a new user to the Program Administration 
System and to build the administrative data which would allow the new 
user to access all necessary PIDENT data. The administrator can rees­
tablish all of these structures from data saved in the administrative data 
base if some system disaster should strike. The entire data base (in­
cluding the administrative data) is protected by a powerful data base 
backup facility executed by the administrator. This facility allows the 
administrator to select the criteria for data set backup and the frequency 
of backup. The data base resides on a different media than the backup, 
which makes it unlikely that the backup can be damaged by the same 
mechanism which damages the data base. 

The administrator has the same facilities as any user. Hence the ad­
ministrator can perform tasks on behalf of the user, or even in spite of 
the user when necessary. In addition, the administrator has free access 
to all PIDENT data and can execute processes which are denied to any 
user. This is a heavily used facility when the software under development 
is under strict change control (termed "frozen"). Under these circum­
stances, only the administrator can modify a PIDENT, and users may 
make modifications only through the change control process. 

The administrator also has the facility to modify the way in which a . 
user accesses the support programs and to determine which version of 
a support program is made available to users. This facility further allows 
the administrator to introduce changes into the user environment while 
the user is using the Program Administration System. 

In addition to the facilities for controlling user access to the data base, 
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which are described earlier in this section, the administrator has the 
overall capability to control the allowable syntax and semantics in that 
community and to control exactly which facilities are invoked with each 
user or administrator command. The definition of most processes and 
the parameters passed to each process (including default values) can be 
modified by the administrator. 

When changes are introduced that require user notification, the ad­
ministrator can issue messages to all conversational users and can send 
messages to be included in all batch jobs. An announcement can be sent 
to each user as they log into the system. There is a "news" facility which 
the user can use to obtain general information supplied by the admin­
istrator. 

For changes that require that the system not be in use, the adminis­
trator can invoke controls that prevent further conversational and batch 
jobs from beginning. The administrator can also query to determine the 
identity of any users logged in. The administrator can then send mes­
sages to the conversational users requesting them to leave the system 
(or even issue the command which logs the user off), and can wait until 
the executing batch jobs finish before introducing the changes into the 
quiescent system. 

2.5 Implementation 

The Program Administration System is implemented on and executes 
under the IBM 360/67 Time Sharing System, which is a large general­
purpose conversational computing system. The principle characteristics 
of this operating system are: 

(i) A very large addressing space (16 million bytes) available to each 
user, called "virtual" memory. 

(ii) A time-shared operating system which gives seemingly con­
tinuous service to reasonable numbers of concurrent conversational 
users. 

(iii) A powerful and flexible command system which includes the 
capability to build, preserve, or delete individual user commands. 

(iv) A "default" facility, which allows prespecified values to be 
supplied to parameters of commands when the command has not sup­
plied values explicitly. 

(v) A heirarchical catalog which allows each user to create, access, 
and erase data sets by name, and allows users to share each other's data 
sets. The sharing permission is granted by the owner and can be read­
only, read/write, or unlimited. 

(vi) A group of data-set access methods which deal with the com­
plexities of concurrent access of a data set by several users and control 
the interwrite problem using a system of access locks. 
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(vii) A complete set of batch-processing facilities and a capability 
which allows users to initiate batch jobs while in the conversational 
mode. 

(viii) A dynamic loader which automatically loads programs invoked 
by any command. The TSS and the user provide libraries to the loader 
which are searched for programs in response to commands or to resolve 
references in programs being loaded. 

The user of TSS is supplied with an environment of commands, de­
faults, and facilities (programs) when initially joined to the system. The 
user may subsequently add to that environment or change the values 
of the defaults or the function of the commands and may elect to save 
these changes for future use or let them disappear at the conclusion of 
the current session. An address space and identity known to TSS as a task 
is created for each user when he logs onto TSS either conversationally 
or as a batch job. At a given time, a user may have in existence one con­
versational task plus as many batch tasks as he has concurrently exe­
cuting. When the user logs off TSS or his batch job completes, the asso­
ciated task disappears. Changes to the user's environment during the 
execution of the task are normally lost when the task ends, but can be 
preserved by explicit command of the user. 

The Program Administration System operates as a subsystem under 
TSS, and a major element in the design was the attempt to keep a con­
sistent appearance to the user. In many cases, TSS did not have facilities 
to deal with the concept of a subsystem and much of the significant de­
sign work involved the creation of these facilities (most of which were 
then incorporated into TSS for the use of other subsystems). 

When a user first accesses the Program Administration System (a 
process called "joining"), an environment is built for him. In subsequent 
accesses, the user will have this environment merged into the TSS envi­
ronment, and any conflicts (commands or defaults with identical names) 
will be resolved in favor of the Program Administration System envi­
ronment. The Program Administration System will interpret and exe­
cute all commands issued by the user. The user may execute any TSS 

command by prefixing the command with an underscore, which will 
cause the system to pass the command to TSS for interpretation and 
execution. Similarly, the user may execute a command of his own cre­
ation by prefixing the command with a dollar sign, which will cause the 
Program Administration System to restore the user's original environ­
ment and then pass the command to TSS for interpretation and execu­
tion. The user may also exit from the Program Administration System 
on a temporary basis to do work in TSS and then return without causing 
the reestablishment of environments. 

After command interpretation by the Program Administration Sys-
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tem, the result is usually a call to invoke a program and a stream of pa­
rameter values to be passed to that program. As described earlier in this 
section, the TSS dynamic loader resolves the program call by searching 
a list of libraries (called the JOB LIB chain) which has been established 
by TSS and the user. When the program is first found (the program may 
appear more than once in the chain of libraries), it is loaded and its pa­
rameters are passed to it before execution. If there are parameters ex­
pected by the program for which no values have been passed, TSS uses 
the default from the task environment for the value (if one exists). The 
Program Administration System utilizes these facilities by supplying 
a library or series of libraries to be put at the top of the JOBLIB chain for 
the user's task and by supplying a set of default values to be merged into 
the task environment. The administrator can change the libraries and 
default values freely, and the user is given access to a portion of the de­
faults to allow the tailoring of his environment. Further, the Program 
Administration System rarely makes a direct call to a support program; 
instead it issues a command. These commands are built through the TSS 

command-building facility and are part of the environment which is 
merged into the user's task. These commands can be easily altered by 
the administrator and provide power and flexibility in the mechanism 
which invokes support programs. Since these commands are used to pass 
parameter values to the support programs, it is possible to override the 
parameter values that the user has supplied or those that are default 
values. 

Some programs expect to receive their input from the user's terminal 
or from a data set which will be identified in the terminal input. TSS uses 
a mechanism called the "source list" to serve as a buffer between the 
terminal data and the program which receives it. The Program Admin­
istration System manipulates the source list when it is necessary to 
provide input to such a program before the user begins his input or when 
it is necessary for the Program Administration System to "get in the last 
word." 

The conversational user may use the "attention" key on his terminal 
to gain control over program execution, that is, to interrupt the execution 
of a program. When the interruption is accomplished, TSS will allow the 
user to carry out some other activity and then resume (if the user desires) 
the interrupted execution. TSS provides the facility to allow the inter­
rupted program to recognize the attention, and provide its own response 
(called "fielding the interrupt"). The Program Administration System 
utilizes this facility extensively to allow or deny each support program 
the fielding of the interrupts during its execution. Further, the system 
may also field other types of interrupts such as those caused by input/ 
output or system routines. The objective of this approach is to provide 
the user with a reasonable response to an attention at any phase of 
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process execution, and to shield the user from confusing system re­
sponses. Finally, the Program Administration System makes extensive 
use of the TSS interrupt-handling' facilities to provide task-to-task 
communications. These capabilities include administrator announce­
ments to all users, administrator-user messages, user-user messages, 
notification messages to a conversational user regarding batch job ac­
tivity, and statistics gathering. 

The data base for the Program Administration System is implemented 
entirely in direct-access disk storage. The majority of this storage is on 
private disk packs, although most storage in TSS is implemented in a 
common pool of direct-access disk storage called "public storage." The 
use of private disk packs provides the freedom to administer the storage 
independently between communities and independently of the rest of 
the TSS users. It also allows the user the option to keep his general storage 
separate from the project data base, and allows a backup-and-restore 
facility which can adopt administrative boundaries. Backup of this data 
base is done to magnetic tape on a regular basis by the administrator, 
and restoral of a single data set or the entire data base can be done by 
the administrator. Backup is currently done daily on all data sets 
changed that day, and the entire data base is backed up weekly. All 
project-oriented data generated under the Program Administration 
System and some project-oriented data generated within our support 
systems is maintained in this data base and protected through the 
backup procedures. 

The Program Administration System command analysis is performed 
in a program which executes the lexical and syntactic analysis from a data 
table produced by a compiler-compiler. The lexical and syntactic rules 
were compiled into a data table, and this table is used to drive the ana­
lyzer. The result of this analysis is a data structure (a job stack) and a 
table of values (hash table), which can be used by the interpreter in the 
execution of the job stack. The interpreter program operates on the job 
stacks to produce calls to programs or commands in TSS, together with 
the parameter values to be passed to those processes. The lexical and 
syntactic rules and the values of constants needed for the hash table are 
stored in an administrative data set for each administrative community 
and are used to build the user and the administrator environment when 
each accesses the Program Administration System. 

2.6. Commentary 

For several years the Program Administration System has been used 
continuously by several projects on two separate IBM TSS systems. 

The objectives set for it were met, and there is no doubt that chaos 
would have reigned without such a system. Several observations should 
be made on the design approaches and the objectives themselves. 
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The decision to implement the system as a subsystem of TSS was a 
good one. Much design effort was saved by minimizing the reinvention 
of many facilities already available in TSS, and in many cases the ex­
tensions made for the Program Administration System were useful to 
other TSS users. TSS evolved through many software releases and 
through conversion to the IBM 370 series of hardware during the devel­
opment period, and the impact of this on the Program Administration 
System was minimal. There was virtually no impact on the Program 
Administration System users from these TSS changes. The users of TSS 
and of the Program Administration System benefited from the consis­
tency of appearance and function. 

Although much was done to make the structure of the Program Ad­
ministration System flexible and very general, not enough generality 
was achieved. It is now clear that all of the implications of generality may 
still not yet be known. A measure of generality which would allow an 
administration system to create subsystems within itself, each with all 
of the facilities of its progenitor, seems to be a good start on this problem. 
The Program Administration System was able to meet all of its original 
requirements, and was able to adapt to many new and unexpected ones, 
but eventually the necessity to use a "kludge" to solve an immediate 
problem produced a less and less modifiable system. 

Finally, it is clear the entire software development process, not just 
the program-writing phase, is in need of administration. Hence there 
is a need for a development support system which would provide facilities 
for all phases of software development. 

III. 1A PROCESSOR UTILITY SYSTEM 

3.1 General 

Convenient and efficient debugging tools were required for the de­
velopment of the large body of software that would be resident in the 
lA Processor. As mentioned earlier, the IA Processor itself was being 
developed for application in two major Electronic Switching Systems: 

(i) The IA ESS designed to serve customers at the local level. 
(ii) No. 4 ESS designed to serve the national network as a toll 

switch. 

Because of this dual application, it was necessary to design a utility 
system which would serve both the common and individual needs of the 
two systems. 

Since the ESS laboratories represented millions of dollars of invested 
capital, laboratory time was a precious development resource. To meet 
schedule goals, a total of four system laboratories utilizing the IA Pro­
cessor were initially constructed. Two of these were No.4 ESS labora-
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tories and two were lA ESS laboratories. Because there was neither floor 
space nor money for a fifth laboratory, efficient utilization of the existing 
four laboratories was a necessity. Efficiency here means the time spent 
in test execution relative to the total laboratory time devoted to that test. 
Total time includes the overhead of setting up the test and of outputting 
test results. 

To enhance user productivity, tools had to be provided that would give 
the most useful results in the form of run-time data with the least amount 
of personnel effort and time. These objectives led directly to develop­
ment of the lA Processor Utility System which would allow a batch mode 
of operation wherein the user could leave his test for an operator to ex­
ecute. 

The input language for the utility system user needed to be intuitively 
straightforward, and symbolic representation had to be permitted to the 
greatest possible extent. Output data needed to be conveniently for­
matted, with symbolic representation employed wherever possible. 

Since data collected from a real-time multi program environment can 
have a high degree of time dependency, there are circumstances where 
the act of data collection should not interrupt the operation of the ma­
chine under test. Autonomous collection of data from key processor 
locations was therefore an important feature that needed to be provided 
by the lA Processor Utility System. 

To meet these needs, the lA Processor Utility System employs an SEL 

8l0B minicomputer with a vendor-supplied real-time monitor system. 
It is programmed to provide both user and administrative functions 
which are described herein. There is a complex hardware interface known 
as the Utility Test Console (UTe), and finally there is a body of utility 
code in the lA Processor itself. 

3.2 Hardware configuration 

The hardware configuration of the lA Utility System is explained 
through use of Fig. l. 

The upper part of the figure shows the main elements of the lA Pro­
cessor. The central control is the central processing unit, and it is fully 
duplicated. There are four bus systems. Generally speaking, the call 
stores on the call store bus contain time-variant data, whereas the pro­
gram stores on the program store bus contain invariant data including 
the program itself. Both of these stores are constructed of magnetic cores. 
The Auxiliary Unit (AU) bus serves magnetic disk units via the disk file 
controller. Major peripheral units of ESS, including the man-machine 
interface known as the Master Control Center, are served by the pe­
ripheral unit bus. 

The lower part of Fig. 1 shows the major units of the utility system. 
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Fig. l-IA Processor utility system hardware configuration. 

The UTC serves as an interface between the 1A Processor and the SEL 
810B computer. 

The UTC consists of three functionally independent units: the Memory 
Access Unit (MAU), the Control and Monitor Unit (CMU), and the 
Maintenance Control Center Access Unit (MCCAU). 

It is through the MAU on the auxiliary unit bus of the 1A Processor 
that the Utility Computer (Uc) is able to read and write ESS memory 
locations. 

The CMU contains registers which shadow a large number of central 
control locations. These registers in turn provide an input to matchers 
that can trigger a utility action when a predetermined condition exists. 
There is also a monitor store with capacity for 512 entries resulting from 
snapshots of the contents of processor locations. A single snapshot entry 
consists of a total of 528 bits of data. The data gathered on each snap 

. consists of a fixed part and a variable part. The variable part is a set of 
up to four quantities chosen by the user from a list of 21 possibilities and 
specified in the job deck at the start of the run. 
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The MCCAU allows interrogation of processor status indicators and 
the setting of major controls on the MCC. 

The utility computer has access to the subunits of the UTC via its I/O 
bus, which is time-shared with its own peripheral units. As shown in Fig. 
1, the utility system peripherals consist of two disks (one with 2-mega­
byte capacity and the other with 6-megabyte capacity), a magnetic tape 
unit with an optional spare, a card reader, a line printer, and a type­
writer. 

The user input to the utility system is usually via the card reader, and 
normally the test results are printed on the line printer. 

All utility system run-time actions occur as a result of a user-specified 
trigger. The trigger may either be a hardware trigger in the UTC or a 
software trigger resulting from planting a branch instruction at a spec­
ified program address which will interrupt the normal program flow and 
transfer control to the lA Processor resident utility program. Following 
a hardware trigger, there may be autonomous actions such as a snapshot 
of processor locations, or, as in the case of the software trigger, there may 
be embedded actions requiring the execution of utility code in the lA 
Processor. An example of an embedded action is the memory dump 
which moves a user-specified block of memory to space reserved for the 
utility system in call store. At the conclusion of the test, the contents of 
the utility call store, together with data in the monitor store in the CMU, 

are formatted and printed for the user. 
As mentioned previously, run-time actions may be caused by a hard­

ware trigger within the UTC. A variety of matchers have been provided 
which allow great flexibility in the choice of conditions that will initiate 
utility action. 

The hardware matchers are provided in the CMU portion of the UTC. 
The matcher inputs are on the one hand a user specified quantity and 
on the other hand an address or data input from the central control. 

There are 16 single address matchers. Since the matchers are inde­
pendent of each other, independent utility actions may be specified for 
up to 16 individual addresses in a single test run. Twelve matchers may 
be set to match on either an instruction or data address residing in either 
the current program store address register or the data address register, 
respectively, of the central control. The other four may be set to match 
on a core address used in transfers to and from a unit on the AU bus 
(generally a file store). When a data address has been specified, the user 
has the additional option of qualifying the match condition to produce 
a trigger on a read, a write, or either a read or write operation. 

Eight block address matchers have been provided. Six are for matching 
against instruction or data addresses obtained from the processor using 
the same register sources as the single address matchers. The other two 
are used to match against core addresses used in transfers to or from a 
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unit on the AU bus (generally a file store). As implied by the name, a block 
address matcher requires inputs to specify both the start and end address 
of the block. There are two selectable matching modes: the interface 
mode and the block mode. In the interface mode, a trigger is produced 
the first time the source address lies within the user-defined block or, 
optionally, the first time the address lies outside the specified block. A 
third option produces a trigger when either entering or exiting the ad­
dress block. In the block mode, the user has the additional option of re­
questing whether the addresses of interest are inside or outside the block. 
In this mode, a trigger is generated and associated utility action results 
each time an address inside (or, optionally, outside) the specified address 
block is referenced. 

Four 24-bit data matchers have been provided. These may be used 
to match against the contents of any of 16 central control registers. The 
match may be against all of the bits or against any combination of bits 
as specified by a masking quantity. 

There are two counter matchers, each of which may count one of six 
user-specified count sources. The user specifies the source (e.g., processor 
cycles) and the value of the count which will produce a trigger. 

An interrupt matcher is provided that produces a trigger each time 
a selected processor interrupt level occurs. Any combination of levels 
may be specified. 

Finally, there are four multiple-condition matchers which will produce 
a trigger when a specified combination of any of these conditions occurs. 
The trigger and associated utility action will occur only when the spec­
ified combination occurs in the same instruction cycle. 

3.3 Utility language 

Through the use of the utility language, the user has the ability to 
initialize the test environment, to control the execution of programs, and 
to specify the collection of test data. The statement is the basic compo­
nent of the language, and there are two basic types: 

(i) Job control statements, which delimit the job deck and establish 
the operating environment 

(ii) Utility language statements, which determine the utility actions 
that are to occur during the test run. 

All statements have a command field, except comment-only statements. 
In the case of the utility language statement, the command field is further 
subdivided into a trigger clause and an action clause. The trigger clause 
specifies the conditions that will initiate utility actions, and the action 
clause specifies the utility actions that are to occur. Conditional action 
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clauses based on run-time data are permitted. So that run-time decisions 
may be made to enable or disable a statement by name, a name label may 
accompany the utility language statement. 

The basic purpose of job control commands is to establish the envi­
ronment in which the test will be executed. The user may choose to ac­
cept the system in the state left by the previous job or may specify with 
considerable exactness the hardware and software configuration desired. 
Overwrites may be installed prior to the start of the test, and the user 
has the option of expressing them either in mnemonic terms or in 
octal. 

Trigger commands specify the conditions that will initiate utility ac­
tion. As explained previously, the trigger may be either a hardware 
trigger resulting from a specified condition detected by a hardware 
matcher or a software trigger resulting from a branch instruction planted 
at a specified program address. There are subtle but important differ­
ences between these two trigger types. The software trigger operates on 
the machine state existing just prior to the branch instruction and in­
terferes with the program flow. Hardware triggers are completely au­
tonomous in themselves, although the resulting utility action may not 
be. Autonomous action that may accompany a hardware trigger consists 
of either snapping key central control locations or initiating or termi­
nating a trace action. The trace terminates either by command or when 
the trace counter is satisfied. A useful feature is the trace-last option 
whereby only a user-specified number of the last instructions (or 
branches) of the trace are output. 

The action clause specifies the utility actions that are to follow a 
trigger. A variety of utility verbs may be specified in the action clause. 
Generally speaking, any combination of verbs may accompany any 
trigger. Specified values may be set into registers or memory locations. 
The contents of registers or memory locations may be saved for output 
at the end of the job. Other utility statements may be enabled or dis­
abled. Program execution may be transferred to a user-specified address. 
Conditional action based on the current machine state is also possible. 
Instruction or transfer traces may be initiated or terminated. Messages 
may be input to ESS or sent to the system operator. This last action is 
useful when it is necessary to ask for manual action during the test. 

A particularly useful capability available to the user is that of writing 
new utility functions and then invoking them during the test using any 
of the available triggers. This feature, known as the DOlT function, has 
enabled the users to meet unique needs which are not satisfied by the 
general utility verbs. 

Pseudo operations do not directly generate any utility functions, but 
are a necessary part of the language to improve its convenience. Pseudo 
operations may be used to define symbols, to change default values, to 
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Fig. 2-1A Processor utility system software organization. 

specify the start address and range of a set of overwrites, or to specify 
the use of a prestored set of utility statements. 

3.4 Personal mode 

Another mode of operation available to users is known as the personal 
mode. This mode gives the user the benefits of interactive operation; and 
though the personal mode commands are limited, they permit direct 
manual control. Typically, a user will input a set of commands for a 
conventional batch job and then invoke the personal mode. Through use 
of personal mode commands, the utility system may output any data 
immediately after it is collected instead of at the end of the test. Op­
tionally, data collected may be erased, specified memory locations may 
be dumped, register or memory locations may be set to a specified value, 
or program execution may be transferred to a specified address or the 
test may be terminated. 

3.5 Software organization 

The software organization of the lA Processor Utility System is ex­
plained through use of Fig. 2. The Real Time Executive (RTX) is a ven-
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dor-supplied software monitor controlling the utility programs. The 
utility system software consists of four major programs: input processor, 
run administration, lA Processor resident utility program, and output 
program. The input processor interprets the input and generates a 
worklist. Run administration sets up the job according to commands in 
the worklist, controls the job during execution, and collects the output 
data after the job terminates. During execution of the job, the lA Pro­
cessor resident utility program performs non autonomous user-specified 
utility actions. The output program formats the data, outputs the listing 
and saves statistical data about the job. 

The input processor program reads and interprets the input, generates 
a worklist corresponding to the input statements, and records the input 
as part of the information contained in the output file. Due to memory 
limitations, the input processor program is divided into three tasks which 
are executed sequentially. The first task reads the input and performs 
a syntactic scan of all statements. The second task performs a semantic 
check and builds a worklist for all job control statements. The third task 
performs a semantic check and builds a worklist for utility language 
statements. Run administration, the next utility system task, is activated 
by the input processor program. 

Run administration is responsible for controlling the job during setup 
and execution, and collecting the data after the job terminates. Run 
Administration sets up the job according to commands stored in the 
worklist. Typical job setup functions include configuration and initial­
ization of ESS, loading the lA Processor system from magnetic tape, 
installing overwrites, initializing the UTC hardware matchers, installing 
branch instructions in ESS programs to implement the software triggers, 
and passing tables to the lA Processor resident utility program for ex­
ecution-time processing. During job execution, run administration times 
the job, responds to execution-time requests for activation or deactiva­
tion of hardware matchers, responds to job termination requests, and 
responds to user commands from the operator's console if the job is a 
personal-mode job. After the job terminates, data generated during the 
job must be collected. Autonomous traces and snaps are saved in the 
monitor store of the UTC. Data generated from nonautonomous action 
is saved in a call store dedicated to the utility system. This data is col­
lected and merged in a time-sequential output file. Lastly, overwrites 
and software triggers are removed, and the original instructions are re­
stored. Run administration is now completed and the Output Program 
is activated. 

The lA Processor resident utility program is entered after a trigger 
to execute any nonautonomous action. The program is primarily table 
driven, using tables passed by Run Administration. The work table 
contains encoded data about the specific requests for each trigger. An 
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entry vector table contains a pointer to the work table which was con­
structed for each trigger. For each software trigger, the return table 
contains the original instruction and the return address where ESS 

program execution will be resumed. 
The IA Processor has programs which are paged into core and overlay 

a portion of memory. Since utility requests may apply to paged programs, 
the IA Processor resident utility program monitors the programs as they 
are paged and activates or deactivates the necessary triggers. 

The output program formats the raw data from the output file, outputs 
the job listing, and saves statistics accumulated for the job. The addresses 
of the triggers are converted to a symbolic name plus displacement. Fi­
nally, the output program activates the input processor for the next 
job. 

3.6 Administrative and support features 

As in any programming system, the versatility of the system depends 
greatly on support programs. The utility system is no exception and has 
numerous support programs which may be grouped into five functional 
types: loader map administration for symbolic name representation, 
overwrite administration, statistic gathering, message handling, and 
operator programs. 

Program designers prefer to specify a program address as a symbolic 
program name (base address) plus displacement, rather than as an ab­
solute number. Similarly, faster evaluation of the output is possible if 
the addresses are printed as a symbolic program name plus displacement. 
The loader process produces additional files on the loader tape for the 
benefit of the utility system. These files, called loader map files, are 
stored on the utility system disk. The input processor program references 
one file for name-to-address conversion. This file contains all program 
and entry names. Another file specifies the addresses of all the core­
resident programs and a third file contains the addresses for paged 
programs. The output program accesses these latter two files for ad­
dress-to-name conversion. 

Overwrites account for a major portion of utility system work. An 
off-line incremental assembler accepts changes in the source language 
and produces the necessary overwrite data. This procedure greatly re­
duces the number of errors that might otherwise result. The next step 
requires that the utility system input the overwrites, allocate space 
temporarily, and install them for testing. If the overwrites are to be 
permanent, the utility system allocates the permanent patch space, 
updates the loader map files, and adds the overwrites to the loader 
tape. 

The output program gathers various types of statistical information 
about individual test runs. Periodically, through operator request, the 
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statistical files are output. The statistics include the total number of runs, 
the number of successful (nonaborted) runs, the accumulated execution 
time, the accumulated number of input statements, and the accumulated 
number of output pages. 

The utility system employs a message-handling program, whose 
purpose is to format all messages, to generate a message catalog, to 
control entering messages and data in the output file, and to maintain 
a log. Consistency for the utility system output is achieved, since a single 
program controls all messages and data formats for the output file. 

The operator programs provide the operator with the capability to 
maintain, monitor, and control the lA Processor utility system. The main 
operator program, activated by a manual switch, activates any of the 
other operator programs on request. The operator programs are grouped 
into administrative and operational programs. 

The standard administrative operator programs may be used to ini­
tialize the utility computer from the utility system disk, save the disks 
on tape, reinitialize the disks from tape, update specified files on disk 
from tape, copy tape to tape, set time and date, and control diagnostic 
programs for the utility system main frame and peripherals. Special 
administrative operator programs build or print the statistical files, copy 
the loader map files from tape to disk, update the loader map files, log 
permanent overwrites, log the loader tape, and control diagnostic pro­
grams for the UTe. 

The operational operator programs may be used to activate the input 
processor program, to terminate the active job, and to cancel any utility 
system job in progress. A widely used operator program serves as a partial 
loader. This program temporarily loads any new version of a lA Pro­
cessor program from the assembled output module. Other operator 
programs can dump- lA Processor memory locations or compare the lA 
Processor memory with the loader tape. Lastly, since the lA Processor 
resident utility program is relocatable, a parameter table defines the 
addresses of the relocated symbols. This paramater table also contains 
the operational status of all hardware matchers. An operator program 
can print or change the value of any parameter in this table. 

3.7 Commentary 

A convenient and efficient debugging tool has been provided by the 
lA Processor Utility System. The batch mode of operation has resulted 
in a throughput of about 20 jobs per hour with jobs varying in duration 
from seconds to several minutes. A functional test language has provided 
the user with a convenient language by which to describe and control 
tests. Symbolic representation of loader process names has been made 
available to both input and output. Autonomous tracing and snap-
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shotting has satisfied the non interfering requirement. The overwrite 
process has been widely and successfully used. 

In regard to deficiencies, the memory limitation of the minicomputer 
has hampered the design, implementation, and throughput of the utility 
system. The input processor requires three separate tasks to complete 
its function. Overlapping execution of the input processor, run admin­
istration, and output programs to increase throughput can not be realized 
because of the same memory limitations. Greater use of symbolic rep­
resentation would be highly desirable; but to accomplish this, access to 
the common data pool (known as COMPOOL) would be required. Because 
of the size of COMPOOL (about 100,000 symbols), implementing a ca­
pability to reference COMPOOL is not practical in the minicomputer. 

To overcome most of these deficiencies, implementation is underway 
to link the computation center facilities to the minicomputer by means 
of a data link. As a consequence, the input processor and output pro­
grams would execute on the full-scale computer facilities that are 
available. Only run administration would remain in the minicomputer. 
It would get the input worklist via the data link from the input processor 
and in a similar fashion would pass the output file to the output program. 
This linking to full-scale computation facilities will give the user access 
to COMPOOL, will allow application of the full power of a high-level 
language, will allow the loader to install permanent overwrites using 
source language statements, and finally will improve the test throughput 
of the ESS laboratories by a factor of two to three. 

IV. AN AUTOMATED MODEL-REFERENCED TESTING TOOL 

4. 1 Model-referenced testing 

The first step in developing systematic testing is to determine the 
standards against which the test is being verified or the behavior model 
of the process that is being realized by the software. A model at a level 
more detailed than the rather broad system requirements and guidelines 
is required. Software testing should not only detect deviations from the 
modeled behavior but also pinpoint the component causing such de­
viation. 

A fairly accurate and formal class of models is frequently available 
for software processes, since coding is seldom done directly from the 
broad system requirements. The operation of the software system in 
processing a set of external stimuli is typically modeled by a series of 
small steps. Each step in the model consists of a decision concerning the 
classification of some external stimuli and/or internal variables followed 
by a reaction of the software process to the stimuli, external or internal. 
This model can be easily formalized into a directed graph where nodes 
represent the decision or stimulus classification points and directed arcs, 
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representing the outcome of such decisions and the ensuing reaction of 
the process, join the nodes. A flowchart is a familiar example of such a 
model; the state diagrams used for No.4 ESS call-processing functions 
constitute another set of examples. Further information may be imparted 
to the model by specifying logical constraints imposed on the process 
by the physics of the problem. For example, if two classes of stimuli are 
mutually exclusive in the physical world then the model should exhibit 
no decisions that classify them into one set. This information is not 
readily expressed by the adjacency relationships in a graph and needs 
to be supplied additionally. 

The Automated Testing and Load Analysis System (ATLAS) was de­
veloped in response to the need to systematically test the complex 
software processes of the No.4 ESS. ATLAS provides a means for testing 
software processes that may be modeled formally by such a directed 
graph with optional logical constraints imposed upon the order and se­
quence of arc traversals. Entry (exit) nodes in the graph model usually 
correspond to the software process getting (relinquishing) control or 
being initiated (terminated). Every path in the graph that starts at an 
entry node, terminates at an exit node, and is admissible according to 
the logical constraints on arc traversals, is composed of a sequence of arcs 
that may be interpreted as a sequence of steps. Each step describes a 
stimulus-decision-action-transition sequence. This interpretation of 
the path description states that if the sequence of stimuli contained in 
the path is applied to the process modeled by the graph, then the ac­
companying set of actions must take place. If the stimulus-action de­
scriptions are written as directives to a test driver for generating the 
prescribed stimuli in the sequence enumerated and for verifying the 
resultant actions, a test for the software is generated from the model. 

The two major functions of ATLAS are to identify the admissible test 
sequences from the model and to apply the identified tests to the soft­
ware. These functions and their ancillaries are described in the next two 
sections. No.4 ESS application experience of ATLAS as well as the merits 
and demerits of ATLAS are also given. The interconnection of the com­
ponents of ATLAS is shown in Fig. 3. 

4.2 Test identification 

A directed graph model of the software to be tested is the starting point 
for the ATLAS process. Some logical propositions are added to the de­
scription of the model to express the inherent logic of the physical process 
being realized by the software. Addition of test commands which cause 
test drivers to initiate and monitor test actions associated with each arc 
of the graph makes the model ready for processing by ATLAS. 

The first active step in ATLAS processes the model for the identifica­
tion of admissible tests that are not only consistent with the adjacency 
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of the graph but also satisfy the model logic. This is equivalent to finding 
paths in the graph that begin at the entry nodes and terminate at the exit 
nodes and satisfy the logical constraints of the model. The set of all such 
paths is an exhaustive set of tests for the software as stipulated by the 
model. This set may be quite large in size for models of even moderate 
complexity. A smaller set of tests, called the cover set of tests, may be 
selected from the paths identified. The cover set has the property that 
every arc of the model is t.raversed in at least one path of the set. This 
smaller set of tests is useful for checking the software under test against 
gross deviations from the model. 

The Enumerator of Loops, Covers, and Admissible Paths (ELCAP) is 
the component of ATLAS charged with the identification of tests from 
the model. After a thorough syntactic check of the encoded model, ELCAP 

uses graph-theoretic algorithms to identify the set of all admissible paths 
in the model and subsequently selects a suitable cover set. Since the 
presence of loops in the model implies potentially infinite test sequences, 
ELCAP also identifies all such loops and warns the user about their 
presence. The traversal of such loops in any admissible path may then 
be constrained to be finite. The test commands associated with the arcs 
of each path are collected sequentially and provide a complete specifi­
cation for the test identified by the path. 

The ATLAS component that may be used to draw the encoded model 
is a computerized graphic process called ELDRA W. 

4.3 Test application 

The tests derived from the model may be executed in many modes on 
the actual or simulated software depending upon the test facilities 
available. These facilities may be the lA Processor, simulators, or test 
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drivers constructed specifically for the software under test. The Test 
Call Application Program (TCAP), a component of ATLAS, is one of the 
first such test drivers constructed for testing No.4 ESS call-processing 
programs. Another component called Facility for the Application of 
Software Tests (FAST) extends the principles of TCAP to non-calI-pro­
cessing software of No.4 ESS. Both are ESS resident programs that use 
the facilities of No.4 ESS to apply and to monitor tests for the software 
in as natural a manner as possible. 

TCAP has the capability of emulating various sources of stimuli that 
are recognized by the No.4 ESS call-processing system. Software 
mechanisms enable TCAP to secure control before and after these stimuli 
are acted upon by the software under test so that TCAP may verify the 
accuracy of these actions against those specified in the test. Abnormal 
conditions, such as resource blocking, are also simulated by TCAP. 

Commands associated with a test are presented to TCAP as a data 
block, called a test call block. Entries in this block generally contain 
command codes followed by command operands and are interpreted by 
the routines of TCAP. The execution of a test via TCAP may be described 
as follows. The initialization data provided in the test call block enables 
TCAP to secure the required trunks for the test to be executed. TCAP 

assumes control and generates stimuli on the remote ends of these 
trunks. Other necessary initialization is also done. Testing is then started 
by generating the first stimulus, generally a call origination prescribed 
in the test call block. When the stimulus is reported to the operating 
system of ESS, a built-in software mechanism transfers control to TCAP. 

TCAP checks the accuracy of the report, sets up linkages so that control 
may be returned to TCAP after the software under test has had a chance 
to process the stimulus, and then invokes the call-processing software. 
When control is regained by TCAP, verification commands in the test 
call block direct TCAP to monitor the accurate processing of the stimulus. 
The cycle is repeated for each stimulus until a test termination command 
is reached or the software is detected to behave differently from the 
pattern given in the test call block. The test is then terminated with the 
appropriate success or failure message. The system is subsequently 
purged of the test. 

TCAP is capable of generating a large number of tests in parallel. 
Various other capabilities, such as timing and manipulation of special 
call-processing data and control structures, are also provided. 

The Facility for the Application of Software Tests (FAST) extends the 
basic pattern set by TCAP to other No.4 ESS software. The requirements 
are the same in both cases; generation of stimulus in a natural fashion, 
emulation of abnormal conditions, verification of response, and a smooth 
control interface between the operating system, the test driver, and the 
programs under test. Due to the wider scope of FAST, the control inter-
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faces are not built into the system. They are generally realized via lA 
Processor Utility System commands. FAST provides some general 
functions, e.g., stimuli generation, data initialization, timing, simulation 
of some systemwide abnormal conditions, and general data verification. 
It also provides for linkages to any special-purpose routines the user may 
generate so that the capabilities described above may be customized for 
the application at hand. 

Two specialized command languages, one for each of the two test 
drivers described above, are incorporated in ATLAS to give the user the 
capability of writing test commands in a symbolic and easily readable 
format. The constructs in the languages are chosen to be particularly 
relevant to the application. The languages have declarative statements 
that permit the associated test drivers to initialize tests as well as exe­
cutable statements that actually direct test actions. Since tests written 
in these languages consist of strictly predetermined sequences of stim­
ulus-action pairs, conditional statement facilities are not provided. The 
conditional aspects of the tests are handled in the identification stages 
by ELCAP. 

Assemblers, constructed with the macro handling facilities of SWAP, 

the assembler for ESS programs, are provided in ATLAS for resolution 
of symbols. These assemblers use the same symbol dictionaries (COM­

POOLS) that are employed by the program assemblers so that ATLAS 

users may maintain uniform symbol definitions in both the coding and 
testing phases. The assemblers allow for initialization declarations to 
be placed in the model where deemed relevant by the user. They also 
bind tests to models via test and arc identifiers to facilitate the admin­
istration of tests and to resolve errors identified by the tests. A loader 
handles the movement of high volumes of test data generated in the 
computation center facilities (where parts of ATLAS are resident) to the 
No.4 ESS Laboratories where TCAP and FAST are resident. 

4.4 Usage data and summary 

The components of ATLAS have been used in various combinations 
to test over 40,000 instructions in No.4 ESS software. In the majority of 
cases, ATLAS was used as a testing tool during the phase of integrating 
various component programs of a software function. The call-processing 
system has used ATLAS extensively. In all cases, the programs had been 
tested by using non automated methods before ATLAS testing methods 
were employed, though only a small set of cover tests were run rather 
than an exhaustive set of tests. The incompleteness and inconsistencies 
of the models constituted a large class of errors. However, about 300 
problems were found in the pretested software during ATLAS testing, 
excluding the model errors. The errors ranged from hardware problems 
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that surfaced because of the intense mode of testing by the test drivers 
to software logic and implementation errors. 

The primary benefit derived from ATLAS is the formalization of the 
testing process. Programmers are relieved from the very detailed, tire­
some, and error-prone work of specifying how to test their software so 
that more thought may be given to the fundamental question of what 
needs to be tested. The repeatability of the tests, testing in a natural 
environment, documentation, and ease of test administration are other 
benefits that are directly attributable to the formalism imposed by 
ATLAS. 

Since ATLAS is a model-referenced testing method, the excellence 
achievable by ATLAS testing is inherently dependent upon the quality 
of the model. If the model is incomplete in reflecting the requirements 
of the software, the set of tests derived from it will also be incomplete. 
Furthermore, since ATLAS cannot distinguish between a model error and 
a genuine program bug, model inconsistencies will generate spurious 
error data. These facts imply that the model should be carefully devel­
oped and checked for completeness and consistency for ATLAS testing 
to be fully effective. The use of a formal approach always needs more 
thoughtful planning than its ad hoc counterparts. Lead time to do this 
thinking and planning is needed. The direct computer charges associated 
with the use of an algorithmic testing approach such as ATLAS can be 
expected to be high. The software product of the No.4 ESS project is 
designed to have high reliability and is expected to undergo considerable 
change over the years as new capabilities are added to the system. The 
benefits of formalism and discipline inherent in the use of ATLAS far 
outweigh its disadvantages. 

v. PROGRAMMED ELECTRONIC TRAFFIC SIMULA TOR 

5. 1 System description and environment 

The stress testing and evaluation oflarge real-time software systems 
present unique problems. System performance under load is difficult 
to measure and is difficult to simulate. Stress testing of an Electronic 
Switching System (ESS) is no exception. 

Previous ESS traffic simulation methods have employed electrome­
chanicalload boxes and software simulators with simulated calls applied 
to the network terminals. This approach required large quantities of 
per-terminal equipment and a network with associated peripherals large 
enough to process the high traffic loads. For large systems with high call 
capacities, terminal simulation processors cannot be economically jus­
tified because of both the dollar expenditure for all of the required 
equipment and the space limitations of laboratory test models. Thus, 
in order to apply a realistic traffic load to a No.4 ESS in a laboratory 
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Fig. 4-PETS system. 

environment, a new approach was necessary. The search for a new ap­
proach led to the development of PETs-the Programmed Electronic 
Traffic Simulator. 

The basic objectives of the simulator system are the following: 
(i) Generation of traffic levels that exceed the designed or engi­

neered capacity of the system. 
(ii) Interconnection with ESS via the Peripheral Unit (pu) bus. 

(iii) Generation of random traffic loads that are realistically dis­
tributed in time. 

(iv) Generation of traffic that is independent of the available ESS 
peripheral hardware. 

(v) Operation in real time. 
(vi) Operation without requiring any significant modification to the 

ESS program. 
(vii) Collection of sufficient meaningful data to allow evaluation of 

ESS performance. 

To meet these objectives, the simulation system illustrated in Fig. 4 
was developed. The PETS system consists of a commercial computer, a 
hardware interface which connects the simulator to the peripheral bus 
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system of the No.4 ESS, and a memory and data terminal which enable 
the interface to communicate with the commercial computer. These 
components are discussed in more detail in subsequent sections of this 
paper. 

PETS simulates most of the environment external to the ESS. To ac­
complish this, the peripheral equipment action that would result from 
either connecting office stimuli or the peripheral equipment action that 
would result from the ESS response must be generated. The outputs from 
the ESS processor to the peripheral system must be intercepted and 
analyzed. These outputs are compared with expected responses to an­
alyze the performance of ESS. 

PETS does not replace all of the peripheral equipment in a laboratory 
but supplements the existing laboratory peripheral system by making 
it appear to ESS that it is working with a large office. 

To meet the stated objectives, the system described in the following 
paragraphs was developed. The type of peripheral equipment simulated 
includes the Signal Processor (sP), the Time-Slot Interchange (TSI), and 
the Terminal Access Circuit (TAC). Because the system laboratories are 
equipped with the necessary Time-Multiplexed Switch (TMS) configu­
rations, this portion of the network does not require simulation. 

To simulate the proper environment, both the PETS and the No.4 ESS 
data bases must identify the peripheral equipment of a large office and 
must contain corresponding translation and parameter data. The real 
peripheral equipment in the laboratory may be defined in the ESS data 
base along with the simulated equipment. This allows real and simulated 
traffic to be simultaneously presented to the ESS processor. 

The amount of memory required for the PETS system depends, in part, 
on the number of simulated circuits. Each simulated terminal, whether 
it is a trunk or service circuit, requires a dedicated block of storage in the 
PETS memory. To keep the memory required for PETS manageable, a 
relatively small number of terminals is simulated instead of a full-size 
network. In addition, the simulated terminals are evenly spread over the 
simulated equipment. 

To achieve the large traffic volume necessary to adequately test the 
ESS, the per-terminal origination rate must be higher than the per-ter­
minal origination rate of a working office. Thus, to provide a high calling 
rate using a reduced number of terminals, shorter holding times or 
"talking" intervals are necessary. However, realistic distributions of other 
call timing intervals are maintained. 

PETS has the capability of simulating a maximum of eight SPs having 
both universal and miscellaneous scan and signal distributor points and 
eight additional SPs having only miscellaneous points. The additional 
miscellaneous points are required for the MF transmitters and receivers 
for maximum MF traffic loads. 
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The PETS hardware simulates a maximum of five TSI frames and four 
TACs with 16 terminals each. Only the TAC low-priority and high-priority 
message buffers are simulated. 

Communication between the No.4 ESS processor and the PETS system 
is via the peripheral unit bus system. This system consists of the enable 
address bus, the write bus, the reply bus, and the control bus. In addition, 
there is a communication link between the utility test console and the 
PETS system for start/stop control in either direction. 

A hardware interface unit provides for the connection to the ESS pe­
ripheral unit bus system and the transfer of data into and out of simu­
lator memory. 

The computer used in the PETS system is the SEL Systems 86. In ad­
dition to the normal peripheral configuration, the Systems 86 is equipped 
with a special memory terminal and data terminal. The memory terminal 
is utilized by the interface to gain access to the Systems 86 core memory. 
The data terminal provides for the transfer of status information from 
the interface to the PETS software system. 

To provide for the transfer of data between the interface and the PETS 
programs, two-port memory is utilized. This allows the interface to re­
trieve data directly from dedicated areas of memory and to store data 
necessary for processing by the software. The programs, in turn, can 
update status information utilized by the hardware interface. The area 
of core accessed by both the interface and the programs is referred to 
as "shared memory." 

Control and status information is exchanged between the interface 
and the programs via the data terminal. The control functions of starting 

. and stopping the systems are provided through the use of the data ter­
minal. 

PETS must provide external stimuli to ESS such as originations, dialed 
digits, answer, and disconnect signals. To accomplish this, the simulation 
program enters data into the SP buffers and updates simulated T -bits 
and scan points in shared memory. When ESS transmits an order to read 
a buffer, T-bit data, or scan points, the interface intercepts the order, 
retrieves the data from the proper locations of shared memory, and re­
turns the data to ESS. 

In response to the stimuli, the ESS processor sends orders to the pe­
ripheral equipment to connect and disconnect network paths, outpulse 
digits, etc. The interface intercepts these orders, provides the proper 
response to ESS and stores appropriate data in a common buffer area 
of shared memory. The simulation program periodically processes the 
data in the common buffer. The simulated portion of any equipment 
affected by the order is updated in the proper time sequence and ap­
propriate additional stimuli are provided to ensure the progress of the 
simulated call. 
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The simulation program provides a random distribution of origina­
tions that approximate those encountered in a working office. In addi­
tion, realistic timing variations are provided for the various interoffice 
signaling stimuli and responses. 

Call characteristics, such as permanent signal, partial dial, call 
abandon, and originator on-hook, are provided on a random basis based 
upon the parameters specified for a simulation run. 

The simulation program keeps records of the traffic presented to ESS 
and the disposition of that traffic. Records are kept of all originations, 
terminations, anomalies and unexpected events. In addition, histogram 
data is maintained for the time delays between the various stages of call 
setup. The data are used to evaluate the performance of the ESS under 
load. 

The number of terminals in the simulated office is dependent upon 
the desired load, the average call-holding time, the amount of available 
ESS call store, the amount of available PETS memory, and the number 
of service circuits required for the traffic load. The ESS call store re­
quirement is dependent upon the maximum load and the number of 
simulated terminals. Based, in part, on these considerations, the system 
laboratory is engineered and the Office Data Assembler (ODA) is utilized 
to provide the ESS translation and parameter data required for the 
simulated peripheral equipment. 

A data assembler produces the translation data base needed by the 
PETS system. The input to the data assembler will be derived from the 
same input used by the ESS ODA. 

The translation and parameter data must be supplemented with ad­
ditional data describing the call types to be included in the simulation 
run, the desired load characteristics, the various call anomalies to be 
simulated, etc. Much of the data is processed and built off-line. Thus, 
very little run-time processing is necessary. 

5.2 Hardware configuration 

The hardware interface provides the communications path between 
ESS and the PETS system. The functions of the interface are to: 

(i) Recognize when ESS sends a peripheral order to the simulated 
equipment, extract the appropriate data, and gate the data to the soft­
ware system. 

(ii) Process, via hardware, those orders requiring an immediate re­
sponse to the ESS. 

(iii) Provide the necessary timing and control functions to properly 
transfer or exchange data between the ESS PU bus and the Systems 86 
Central Processing Unit (cPu). 

(iv) Provide logic level shifting and data formatting for efficient 
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transfer of information between the ESS PU bus and the Systems 86 
cpu. 

(v) Generate, upon demapd, signals to control both the ESS processor 
and the PETS system clock. 

(vi) Provide a visual display of the interface status and report all 
anomalies in operation to the software system. 

A block diagram of the interface is shown in Fig. 5. 
The PETS interface with ESS is at the PU bus. Modified ESS cable 

drivers and receivers are employed. The modifications provide the 
necessary interface between the + I-volt logic levels of the ESS circuits 
and the +5-volt logic levels of the TTL circuits employed in the inter­
face. 

The interface processes those peripheral orders accompanied by the 
address of a simulated peripheral frame. When the address match is 
detected, the information on the PU write bus and enable address bus 
is processed. The interface also responds to the pulses on the PU control 
bus. These pulses are stored in the control register until the interface· 
has appropriately responded to the ESS processor. 

Responses from PETS to ESS are transmitted over the PU reply bus. 
The interface generates a response which is identical to replies from the 
real peripheral frames. An all-seems-well pulse and a parity bit are also 
transmitted as part of each response. 
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The exchange of information between the interface and the Systems 
86 CPU is accomplished via two individual channels of communication. 
The memory terminal enables the interface to access any part of the 
Systems 86 memory and provides the capability to read or write as many 
as 64 bits (double-word) of data. In addition to double-word transfers, 
the memory terminal provides the capability of word, halfword, byte, 
and bit transfers. 

The interface must provide the memory terminal with an address 
compatible with the Systems 86 memory address format. This address 
is derived from three sources: 

(i) Information received by the interface from the peripheral unit 
bus. 

(ii) Hardware address counters in the interface. 
(iii) Information obtained from a previous memory-read opera­

tion. 

Approximately 24K words of Systems 86 memory are utilized as shared 
memory. The interface accesses this memory to obtain the data associ­
ated with the simulated equipment and to obtain address pointers and 
indices necessary to locate the data in shared memory. 

Since PETS is designed as a load simulator and not as a maintenance 
tool, no faults or other hardware anomalies are simulated. Thus, the 
interface simulates responses to most of the operational orders and a 
small subset of maintenance orders associated with the simulated 
equipment. 

The simulation of peripheral orders may require as many as five 
separate accesses of shared memory. For example, on a "read SP buffer" 
order, the interface must first read the dedicated location associated with 
the particular SP and buffer type to obtain the pointer to the next buffer 
entry to be unloaded. These data are then used to read the particular 
buffer entry into a register in the interface. The interface must then zero 
the memory location where the buffer entry was previously stored. Next, 
the interface must update the address pointer and write the new pointer 
into the dedicated address. Finally, the buffer entry is gated onto the 
reply bus for transmission to ESS. 

The PETS interface operates asynchronously from both the ESS CC 

and the Systems 86 CPU. The timing and control functions are derived 
in the interface from data provided by the ESS central control and the 
Systems 86 CPU. The basic clock signal used by the interface is derived 
from a clock signal transmitted from the Systems 86 CPU via the memory 
terminal. 

The interface detects certain types of failures during processing of 
peripheral orders and generates an interrupt through the data terminal 
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to notify the software system of the problem. The types of failures de­
tected by the interface are: 

(i) An attempt to address nonpresent memory. 
(ii) A parity error occurring during a read operation of shared 

memory. 
(iii) An attempt to address a protected area of memory. 

The cause of the failure is determined by the software utilizing test 
instructions. 

5.3 Software description 

The PETS software consists of many systems-each performing a 
generalized function. Figure 6 is a functional diagram of the software 
illustrating the various systems, with the dashed lines indicating the 
control programs. The following paragraphs describe the systems shown 
in the figure. 

Data associated with the receipt of ESS peripheral orders are stored 
by the interface in a common buffer in shared memory. The peripheral 
order processing system periodically unloads this common buffer and 
processes each entry. Most orders are processed immediately. However, 
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in the case of network orders, processing is deferred until a complete ESS 

sequence (e.g., connecting an originating MF trunk to a receiver) has been 
received. 

The signal processor simulation system administers the four buffers 
associated with each SP. This system provides the loading of these buffers 
with the various reports required during the simulation of a call and 
provides the ability to temporarily store a report if the buffer does not 
presently contain an empty slot. 

The PETS software system is organized around two levels of process­
ing-high-priority and base-level. The high-priority processing system 
utilizes a hardware timer that provides an interrupt every 5 ms. This 
interrupt causes the system to be entered for unloading the common 
buffer and the processing of peripheral orders. All high-priority tasks 
requiring attention are also processed during this interval. At the con­
clusion of high-priority processing, control is returned to base-level 
processing at the point of interrupt. 

The base-level control system provides the basic control for the con­
tinuous cycling of the base-level tasks including base-level timing list 
processing and I/O control. To ensure that PETS is providing proper 
timing resolution, the length of the base-level cycle is continually mon­
itored to ensure that it does not exceed specified limits. 

The timing list processing system provides the real-time breaks be­
tween segments of a call simulation and provides the ability to measure 
various events occurring during a simulation run. Use of both high-pri­
ority and base-level timing allows great flexibility in the amount of time 
requested and the precision assigned to each request. 

The state analysis and update system analyzes the various ESS re­
sponses or lack of response, determines the next state of the call simu­
lation process, and provides ESS with any necessary stimuli. 

The traffic origination system determines the time interval between 
call originations and generates Poisson traffic based upon data supplied 
by the user. This system determines the originating trunk and makes 
various call simulation decisions (e.g., abandon, permanent signal, etc.) 
associated with the call and presents the stimuli to ESS to accomplish 
the origination. 

All error messages, status information, and user communications are 
processed by the I/O system. This system has the ability to process input 
commands and to supply the necessary data and communications 
without stopping or interfering with the simulation run. 

All unexpected ESS responses are processed by the error analysis 
system. Data is recorded for output and all necessary action is taken to 
recover from the situation. 

The philosophy for the software design is based upon three major 
concepts: the call register, timing list processing, and state analysis. 
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Keeping in mind the previously described systems, a general description 
of the PETS software follows, beginning with the call register. 

Every simulated call in the system has a 6-word block of memory as­
sociated with it for the duration of the call. The call register contains the 
up-to-date status of the simulated call including the terminals involved, 
decision information to guide the progress of the call, and an indication 
of all ESS actions or responses received since the call register was last 
processed. Call registers are seized from an idle list during the origination 
and released after the call has been completely processed. During actual 
simulation, the call register will be linked to a timing list waiting for 
appropriate ESS actions or for a time-out to occur before presenting the 
next stimuli to ESS. 

Each call register has an associated state stored as an item in the call 
register. The state value determines which program will process the call 
register after either the last requested time delay has elapsed or when 
ESS has taken some sort of action that involves the call. If an ESS action 
is involved, the processing of the call register will take place during base 
level; if a time-out occurs, the processing will take place in either high­
priority or base level depending upon the timing precision required. 

From an examination of the data contained in the call register, it can 
be determined what terminals are involved, how far the call has pro­
gressed, what ESS action has been received, what state analysis program 
to use to process the call register, and what anomalies, if any, are to be 
simulated as part of this call. 

Numerous real-time breaks and timing measurements are required 
for each simulated call. Two timing lists are utilized. Base-level timing 
lists provide a wide range of timing applicable for most situations; 
high-priority timing lists provide greater precision for those events re­
quiring critical timing but at the expense of being processed during the 
high-priority interrupt cycle. 

Each timing list processing system consists of four timing list tables. 
The first table of the high-priority timing list is examined every 5 ms 
during high-priority processing. That is, every 5 ms the next slot of the 
first table is examined and all call registers linked to that slot are ana­
lyzed and processed. 

Every time the processing of the first table is recycled (i.e., slot 0 is 
processed), the next slot of the second table is processed. Similarly, when 
the second and third tables are recycled, the next slot of the third and 
fourth tables, respectively, are processed. Thus, with four tables with 
16 slots each, up to 5.461 minutes of high-priority timing in 5 ms incre­
ments can be provided. 

Base-level timing differs from high-priority timing in that the pro­
cessing is done during base level, the increment of time between slots 
on the first list is 20 ms instead of 5 ms, and the first list is 64 slots in 
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length instead of 16. The base-level timing list tables provide up to 1.456 
hours of timing in 20-ms increments. 

State analysis is a set of programs that analyze a call register to de­
termine how far the call has progressed and what action is necessary next. 
Each call register has an associated state, and it is this state value that 
determines which program to use to process the call register. A state 
analysis program is entered as a result of processing or examining a call 
register and determines what stimulus, if any, is required for ESS or what 
time delay is necessary before taking any further action. 

Functions other than those associated with the processing of a call can 
be provided by using special registers with states corresponding to the 
appropriate function. 

Traffic originations are the result of processing special registers. When 
one of these traffic origination registers is processed, a traffic origination 
program is entered to generate a call and to make a decision, based upon 
the specified calling rate, as to when the next origination should 
occur. 

Each of the traffic origination registers contains a calling rate that is 
currently in effect. The processing of another set of special registers 
causes the calling rate stored in the traffic origination registers to be 
periodically updated. Thus, a given calling rate curve can be approxi­
mated by a table containing 256 equal time intervals, each of which has 
a constant calling rate corresponding to the average over the interval. 
At the completion of each time interval, the next calling rate is retrieved 
from the table and stored in the traffic origination register. All traffic 
originations, selection of call characteristics, and trunk selections are 
based upon random number generators. Thus, the PETS system ap­
proximates user-specified values for the various call characteristics on 
a "random" basis. 

A monitor system provides user communications prior to the actual 
start of the simulation run, provides the initial linkage of all call registers 
to the idle list, controls the PETS-ESS start/stop communications, pro­
cesses all interrupts resulting from abnormal conditions (e.g., parity 
failure, nonpresent memory, etc.), and controls the periodic (5 ms) in­
terrupt. The monitor system also controls the starting of the simulation 
run and the duration of the run. 

5.4 Data accumulation 

During a simulation run, the system records various events for analysis 
of ESS performance. The type of data collected is described in the fol­
lowing paragraphs. 

Originations are recorded on an originating-trunk-type basis and on 
a trunk-subgroup basis. An origination is recorded when the initial SP 

buffer entry is made. Terminations are recorded at both the path res-
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ervation stage and at the path setup stage of a call and are recorded ac­
cording to the type of call and on a trunk-subgroup basis. 

Counters are incremented as the simulated calls progress through the 
various stages and paths of call processing. In addition to recording 
completed calls, counters are incremented as each call anomaly (e.g., 
abandon and permanent signal) is simulated. 

In order to evaluate the performance of ESS, PETS records those events 
related to the resources available to ESS. Counts are kept for all con­
nections to tones and announcements, for events that indicate no 
available MF receiver or ESS call register, for failure to connect to a tone 
or announcement when 'one is required, for overflow of SP simulated 
buffers, and for similar items reflecting on ESS performance and the 
engineering of the ESS system. 

Evaluating the performance of ESS requires measurements such as 
incoming delay, seizure time, address time, response time, answer time, 
and disconnect time. These six critical timing measurements are vital 
indicators of ESS performance. In order to record useful data and to 
display the data in meaningful form, these critical timing measurements 
are accumulated in histogram form. Each histogram consists of 16 ele­
ments of equal interval. 

The PETS software system is in itself a complex real-time operating 
system with data that must be engineered to correspond to the simulated 
office environment. The system monitors and records its own base-level 
and high-priority cycle times, the number of times no trunk or no call 
register was available for an origination and the number of times the 
system was not able to cause ESS to properly idle a trunk. 

PETS provides a periodic traffic summary in matrix form indicating 
the number of originations on a trunk-type basis and the disposition of 
those originations (e.g., completions on a trunk-type basis, abandons, 
and connections to tones and announcements). This traffic summary 
is output every minute unless the user specifies a different interval, and 
each summary presents the data for the last time period. 

Because of the large 'volume of data collected during a simulation run, 
it is neither desirable nor practical to output a hard copy of this data 
during the run. The PETS system provides the ability to periodically 
dump the data to a disk file for analysis at the conclusion of a simulation 
run. A comparative analysis is available to print the data associated with 
each period and to compare one period with another. The data are pre­
sented in a well formatted dump indicating the counter description, its 
internal mnemonic, and the associated value. 

5.5 Application results 

Providing for the testing and evaluation of ESS performance is a major 
goal of the PETS system. In addition, the simulation system is designed 
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to be used as a tool for supplying background loads for the debugging, 
integrating, and testing of ESS programs and systems. Some of the many 
applications and results are discussed in the following paragraphs. 

In June, 1975, PETS was used to experimentally verify that No.4 ESS 

could process its design objective peak busy-hour call load of 385,000 
switched calls (431,000 total call attempts) while meeting all speed­
of-service criteria. During the experiment, all normally scheduled 
maintenance tasks were performed as well as traffic administration and 
network management functions. Service circuits and transient call 
memory were engineered for the expected load. The results of this ex­
periment demonstrated overwhelmingly that No.4 ESS met and gen­
erally exceeded the advertised busy-hour capacity. 

As a result of the initial experiment, further experiments were made 
that verified a new advertised peak capacity of No.4 ESS of 550,000 
switched calls (616,000 total call attempts) per busy-hour. 

In addition to providing capacity verification results, PETS is a valu­
able tool for providing background loads for system testing. It has pro­
vided background loads exceeding 630,000 call attempts per hour while 
testing and evaluating the recent change system, the network manage­
ment system, the traffic measurement system, and trunk maintenance 
procedures. 

With background loads, more exhaustive testing of No.4 ESS was 
possible, and means were available to compare internal ESS data with 
corresponding data in the PETS system. 

PETS has been used to provide various loads to No.4 ESS while mea­
suring different aspects of performance. Many performance measure­
ments such as base-level cycle times were taken and many logic and 
programming errors were uncovered during this load testing. 

The present real-time capacity of the simulator is in the range of 
680,000 call attempts per hour. It is quite possible that this capacity could 
be significantly increased by eliminating much of the internal data col­
ledion and by streamlining some of the more frequently used pro­
grams. 

The PETS concept of load simulation has been successfully applied 
to the development of No.4 ESS. The same concept with its associated 
rewards can be applied to other real-time software systems. 

VI. CONCLUSION 

Large systems such as No.4 ESS, which evolve as new capabilities 
are added over a long period of years, must continue to have support 
systems like those described in this paper. In fact, the support systems 
themselves must continue to evolve in order to meet the ever-increasing 
challenge arising from the need to produce a high-quality product under 
more and more difficult circumstances. Difficulties arise from the need 
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to support multiple generics which are inherent to the evolution process, 
the attendant growth in size, and the need to provide support to the 
field. 

As we look to the future in No.4 ESS support systems development, 
we see a three-pronged approach: (i) The scope of support must be 
widened to include all aspects of software development from the deter­
mination of requirements to the administration of code in the field. (ii) 
The individual support systems must be integrated into a network of 
systems which allows each process access to the necessary data of the 
other processes and which provides the user with a single, uniform in­
terface. (iii) Such a network of systems must facilitate the introduction 
of new processes and allow the modification of those that already 
exist. 

In summary, the four support systems described herein have signifi­
cantly assisted the development process which produced the initial 
versions of No.4 ESS. Together with No.4 ESS, these support systems 
themselves will continue to evolve in order to provide new capabilities 
and to meet the demand for greater development efficiency. 
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This article describes the special equipment and test procedures 
developed for system-testing the No.4 ESS toll system. It discusses 
novel methods developed for the coordination of hardware and software 
changes and testing in various system laboratory configurations. 
Planning, engineering, installation, and testing of early offices are 
described. Early field experience with the first operational No.4 ESS 

is presented. This office, a selective routing tandem located in Chicago, 
went into service on January 17, 1976. 

I. INTRODUCTION 

A No. 4 Electronic Switching System was installed in Chicago to 
provide toll service between metropolitan Chicago and selected area 
codes in the United States. The new system was cut into service on 
January 17, 1976. During a three-month period, 150 local Chicago 
switching offices were connected through the new Chicago toll office to 
57 toll offices in California, Illinois, Florida, and Ohio. This cutover was 
the culmination of seven years of designing, manufacturing, and testing 
the new No.4 ESS toll switching system. A second No.4 ESS office in 
Kansas City, Missouri, was cut into service on July 3, 1976. Two more 
offices, Jacksonville, Florida, and Dallas, Texas, went into service in 
December 1976, and nine more offices are scheduled for service in 
1977. 

The development and testing of a toll system of this complexity was 
a sizable undertaking. The framework for integrating such a system was 
laid down in the initial planning stages of the project, and was supported 
throughout by the existence of design standards, documentation re-

1279 



quirements, and control procedures. Some of the important aspects, in 
this regard, in the No.4 ESS development were: 

(i) Design standards for both hardware and software were developed 
and documented early in the project, and almost without exception, 
followed throughout. 

(ii) A procedure for the overall design of the system, as well as for each 
hardware and software unit, was specified. The requirements for No. 
4 ESS are based upon the requirements for a Bell System toll office. For 
each unit developed, two levels of design specifications were written, 
reviewed, and approved. The top level was known as a requirements 
design specification, and the second level as an implementation design 
specification. Each approved document became the vehicle for the next 
development step. 

(iii) Procedures for documenting both hardware and software changes 
were developed very early in the project. These documents provided the 
vehicle for the institution of control and coordination procedures as 
required. 

(iv) The development of test facilities was begun at the same time 
as the development of the system and was subjected to the same stan­
dards and development procedure requirements. 

(v) Early in the development, it was decided that there would be no 
field trial and that the development would progress directly from a 
laboratory test to the first commercial installation. By January 1970, 
Chicago had been identified as the site of the first installation and a first 
office planning committee had been formed. 

The following sections of this article describe how the overalllabo­
ratory and field testing was implemented. The excellent performance 
of the overall system at cutover resulted not only from good design but 
from the thorough planning, scheduling, and testing of the system before 
cutover. 

II. TESTING THE SYSTEM 

The testing and design verification of No. 4 ESS was accomplished in 
three distinct phases. In the first phase, the many units making up the 
system were tested individually. The definition of a "unit" was rather 
broad. For example, hardware unit testing included verification that 
individual circuit packs met their design requirements and also that all 
of the frame types used in No.4 ESS worked together in a laboratory 
environment. Software unit testing encompassed everything from sim­
ulating small software modules to verification that, for example, the data 
administration system correctly handled all specified input messages. 

The second phase of the job was called functional testing. In this phase, 
the objective was to verify that not only was each system function cor-
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Fig. 1-Testing of No.4 ESS. 

rectly performed, but that the system remained stable during the per­
formance of any combination of instructions. 

The third phase was the evaluation and testing of the No.4 ESS system 
under field conditions. In this phase, unit and functional tests similar 
to those run in the laboratory were repeated in order to provide a baseline 
from which to test the system in its operating environment. 

The testing of No.4 ESS was a continuing effort for a period of five 
years, as shown on Fig. 1. While the objectives of each testing phase were 
distinct, the phases overlapped in time. This overlap was accomplished 
by beginning functional testing as soon as unit tests on a cohesive set of 
features were completed, and beginning field testing as soon as usable 
stability was achieved. Also shown on Fig. 1 are several major bench­
marks referred to in the next sections. 
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III. UNIT TESTING 

3. 1 Hardware-early testing 

Initial verification of the hardware design was done using a logic 
simulator called LAMP,1,2 running on a general-purpose computer. The 
LAMP simulator was capable of handling units varying in size from circuit 
packs of several hundred gates to frames of several thousand gates. In 
addition to verifying the hardware design, the test sequences used to 
detect and locate faults in the circuits were verified using LAMP. 

Once designed and LAMP-tested, circuit pack models were constructed 
in Bell Laboratories' model shops and tested by the designers. Some 
skeletonized frames were constructed at Bell Labs to verify concepts and 
check timing. However, the general reliance was on Western Electric for 
production of prototype equipment. The first of a kind for each frame 
was built by Western Electric and tested by the designers at Bell Labs 
using a minicomputer-controlled test set. Since the Bell Labs and 
Western Electric test sets were compatible, once the test data base was 
designed and verified at Bell Labs it could be transferred to Western 
Electric and all future frames tested in the factory. Exactly the same test 
data forms the basis for the Installation Test System described in Section 
5.2 and the generic diagnostic program.3 As individual frame types were 
verified, groups of prototype frames were brought together in hardware 
laboratories where frame intercommunication and further operational 
checks were made. 

3.2 Software-early testing 

Just as the early hardware testing was done with a simulator (LAMP), 
early software was first verified on an ESS program simulator running 
on a general-purpose computer. While all software could not be com­
pletely tested on the simulator, it proved to be a very efficient way of 
eliminating a large percentage of bugs early in the development. In all, 
90 percent of the generic code was tested on the simulator. As was 
mentioned previously, most of the diagnostic tests (also approximately 
90 percent) were verified in frame test and in the Installation Test Sys­
tem. 

Before an operationallA Processor was available, further testing of 
the software was accomplished using an available No.1 ESS Processor. 
To do this, the No.1 ESS Processor was slightly modified and connected 
via a No.4 ESS peripheral unit bus branching frame to a signal processor, 
time-slot interchange, and time-multiplexed switch. The program, 
written in a combination of lA Processor assembly language and ESS 
Programming Language (EPL), was translated so as to run on the No. 
1 ESS Processor. Sufficient progress was made in checkout of the oper­
ating system and call-handling programs to allow a call to be completed 

1282 THE BELL SYSTEM TECHNICAL JOURNAL, SEPTEMBER 1977 



DELTA _ 
LABORATORY 

" 

/ 

ECHO _ 
LABORATORY 

I 
INSTALLATION 

1972 

I 
UTILITY 
SYSTEM -

PROGRAM/HARDWARE 

T 
INSTALLATION 

I 
UTILITY 
SYSTEM ,-

FULL SCALE 
PROGRAM TESTING 

PROGRAM/HARDWARE 
TESTING 

1973 1974 

, 
FULL SCALE 

PROGRAM TESTING 

1975 

Fig. 2-No. 4 ESS system laboratory activity. 

on November 2,1972, seven months before a 1A Processor was available 
for general-program debugging. 

3.3 System laboratories 

Two system laboratories were devoted to testing No.4 ESS. A system 
laboratory consists of a 1A Processor, a minimum set of No.4 ESS pe­
ripheral hardware, and transmission switching interface and toll terminal 
equipment. An additional system laboratory containing only a 1A Pro­
cessor was also used, mainly for testing 1A Processor common pro­
grams.4,5 There were two reasons for having two complete system labo­
ratories. First, the initial laboratory, which we called Delta, contained 
prototype equipment, while the second laboratory, which we called Echo, 
was made up of production equipment. Having Echo guaranteed that 
testing, especially the testing of changes, was carried out in a realistic 
environment. The second reason for two system laboratories was to 
double the available program testing time in order to meet the cutover 
schedule. 

As shown on Fig. 2, activity in each system laboratory began with in­
stallation and testing of the equipment and utility system.6 Program 
checkout began on June 1, 1973, in Delta and on April 1, 1974, in Echo. 
However, in both system laboratories, the initial program debugging 
began in an environment of continuing hardware debugging and hard­
ware change activity. Many of the hardware changes, involving both 
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wiring and circuit pack change, came about as a result of problems found 
when operating with the generic program. One measure of change ac­
tivity is shown in Fig. 3. The curve shows the cumulative number of wires 
changed in the two system laboratories during 1974 and 1975. Change 
activity consumed a great dea1 of laboratory time in early 1974, but began 
to level off by August when basic operating stability was achieved. It then 
inc~eased slightly and continued at a relatively uniform rate throughout 
most of 1975. However, in this later period the changes generally were 
such that they did not cause extensive interference with program de­
bugging. The approximately 40,000 backplane wires changed in the 
system laboratories in 1974 and 1975 were about 1.5 percent of the total 
number in the laboratories. 

Beginning August 1, 1974, both system laboratories were devoted to 
full-scale program checkout. Full-scale program checkout was defined 
to be the point where 16 hours a day were scheduled for program de­
bugging and where at least 80 percent of the scheduled time was actually 
productive. Unproductive time was caused by such things as hardware 
failures or change activities not being completed on schedule. 

From the time program debugging began, the system laboratories were 
operated in two different modes. One was a closed shop, batch-type mode 
where programmers submitted test decks, which were run by operators, 
and printouts returned. Of the total system laboratory time available 
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Fig. 3-Cumulative backplane wiring changes in Delta and Echo laboratories. 
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for program debugging during the unit testing interval, approximately 
55 percent was devoted to batch operation. The availability of a powerful 
utility system and automated testing aids6 made this mode of operation 
viable. 

The remaining system laboratory program debugging time was de­
voted to hands-on operation. Hands-on time was assigned when required 
by specific problems, such as those whose solution required the interplay 
of a programmer with debugging tools and a hardware designer with 
oscilloscope, and also where problems existed which were impeding fu­
ture debugging progress in other areas. In this second situation, a small 
group of programmers was assigned blocks of time. Much of the time was 
used running "instant turn-around" batch-type test jobs for these pro­
grammers. 

Using both batch and hands-on techniques, a program debugging rate 
of about 20,000 instructions a month was sustained from September 1973 
through February 1975. The fast startup of program debugging, shown 
in Fig. 4, was a result of the extensive pretesting of both the hardware 
and software. 

IV. FUNCTIONAL TESTING 
4. 1 Laboratory system testing 

An independent system test group was chartered to provide a systemic 
testing viewpoint. A set of system-level test sequences was generated 
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and executed in a controlled, highly interactive environment. A subset 
of these test sequences was used as a generic system laboratory accep­
tance test. This acceptance test was executed periodically during the 
functional testing interval, and the statistical performance results, as 
a function of time, were used to indicate the rate of achieving system 
stability. The results of the acceptance tests are presented in Figs. 5 and 
6. Figure 5 shows the percentage of tests in an acceptance test that exe­
cuted as expected. Figure 6 shows the mean time between unscheduled 
major recovery events. Both are graphed as functions of time. Absolute 
numbers were not used as prime indicators, rather the slopes were used 
and, as can be seen, both figures indicate that system stability was being 
achieved. 

The highest-priority goal of the functional testing interval was to 
achieve system stability in the presence of system faults. This was fo­
cused on with the firm conviction that this characteristic was funda-
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mental to our ability to resolve problems in an operational office. This 
important goal was achieved. 

The key point was that this was an independent effort. The people 
were responsible for the system, not for any individual component of it. 
They ensured that the system was ready for release, using the system 
laboratory as the testing vehicle. This was achieved by the system test 
group being the focal point of change control and also the primary in­
terface with the field test group. 

4.2 Laboratory System Evaluation 

A great deal of effort was spent to ensure that No.4 ESS would meet 
all of its real-time objectives. Early in the project's life, numerous real­
time simulations were developed and executed to establish confidence 
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that these objectives would be met. These simulators were designed such 
that after the system laboratories became operational, the same exper­
iments could be run there to verify the simulator results. These experi­
ments were done in three areas: (i) system response versus call attempts 
per hour; (ii) system overload control responses as a function of call load; 
(iii) system engineering requirements versus real-time capacity. In all 
three cases, the simulator results were verified, and in the case of real­
time capacity, allowed us to increase the advertised capacity from 
350,000 to 550,000 engineered call attempts an hour. 

In summary, we were able to verify our simulated system performance 
characteristics, and thus, to achieve all engineering requirement system 
objectives. 

v. ENGINEERING AND PLANNING EARLY OFFICES 

5. 1 Selection of Early Offices 

There were many locations at which there was need for a large toll 
switching machine. Chicago was chosen jointly by AT&T, Bell Labs, and 
Illinois Bell as the site for the first No.4 ESS for a number of reasons. It 
is conveniently close to both Bell Labs at Indian Hill, the development 
location, and to Western Electric at Lisle, the principal manufacturing 
location. This proximity facilitated support during the installation, 
testing, and initial service periods. In addition, the office, called Chicago 
7, was planned to be a new-start office rather than a replacement. This 
avoided many problems that would have been associated with the 
cutover of in-service facilities from one office to another. It permitted 
the development of a simple phased cutover and contingency plan. 

Kansas City was chosen as the site of the second office, called Kansas 
City 2, in part, in order to face the problems associated with replacing 
an in-service 4A crossbar office with a No.4 ESS. These problems include 
the reuse of existing toll terminal equipment and the development of 
flash cutover procedures. 

The selection of subsequent offices was done by Long Lines and AT&T 
and was based on need for additional switching capacity and the buildup 
in Western Electric production rate. 

For both Chicago 7 and Kansas City 2, office planning committees 
were organized with representatives from AT&T Headquarters, Long 
Lines Headquarters, local Long Lines Operations and Engineering, 
Western Electric Product Engineering Control Center and Installation, 
and Bell Labs. These committees were distinct from and in addition to 
the normal operating company cutover committees. The planning 
committees established schedules for office engineering, manufacturing, 
installation, and testing. Progress was reviewed regularly and problems 
were solved as they arose. Because many decisions were required before 
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standard methods had been developed and documented, Bell Labs en­
gineers did much of the engineering of the processor and network for 
Chicago 7. Western Electric's Product Engineering Control Center 
participated in this effort and developed the standard engineering 
questionnaire as a result. The transmission facilities for Chicago 7 were 
all new and posed no special problems. They were engineered by Long 
Lines and installed by Western Electric. Because Kansas City 2 was to 
be a replacement for an existing 4A crossbar office, the reuse of an ex­
isting set of transmission facilities raised many questions about methods 
of connection to No.4 ESS, trunk circuit compatibility, and segregation 
of private line and switched circuits that were mixed in existing carrier 
systems. The economics of reusing existing older equipment compared 
with replacement by new toll terminal equipment was also considered. 
Bell Labs System Engineering worked closely with operating company 
engineers to answer these questions. 

As part of the system development, standard floor plans were devel­
oped for the major elements of the system, i.e., 1A Processor, time-di­
vision network, signal processor-voiceband interface cores, and toll 
terminal equipment. Therefore, the preparation of floor plans for Chi­
cago 7 and Kansas City 2 was simplified to arranging these large blocks, 
rather than individual frames, in the available space. 

5.2 Installation Test System 

Concurrent with the development of the No.4 ESS, Western Electric 
engineers developed factory frame tests and installation tests based on 
the common tests described earlier. A key element in the design of No. 
4 ESS is that a single set of tests be developed and used for all testing of 
a particular type of unit, i.e., single unit testing in the factory, system 
testing during installation, and diagnostic testing in an in-service office. 
Installation Test System (ITS) is the name of the program used by the 
Western Electric installation testers to control the execution of unit and 
subsystem tests. ITS is characterized by permitting tests to be run si­
multaneously on several different pieces of equipment. A prerequisite 
for the beginning of system testing at Chicago 7 was that all ITS unit and 
subsystem tests pass successfully. The testing activity at Chicago 7 
spanned a period of 1 % years starting in mid-1974 when ITS tests were 
begun. Figure 7 shows the sequence of tests through the phased cutover 
in early 1976. 

5.3 Field Test Plan 

A field test plan consisting of functional tests, environmental tests, 
and an overall acceptance test was written and used as a final check that 
the system met its functional objectives at specified environmental 
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Fig. 7-Chicago 7 testing activity. 

limits. About eleven thousand individual functional tests were written 
and most were executed several times during the system test interval 
at Chicago 7. The environmental tests verified system performance at 
the limits of high temperature and low voltage. A program-generated 
call load of 80,000 calls per hour was applied in order to verify the ade­
quacy of the office engineering. In addition, six persons at real telephones 
placed several thousand calls in order to get a subjective measure of the 
system performance. Final acceptance of the system as ready for com­
mercial service was based on tests during which the system was operated 
for several days by the Long Lines craft while it was switching test 
traffic. 

This functional testing interval began on one shift a day in November 
1974, increased to two shifts a day in January 1975, and went to three 
shifts a day in March of 1975. During this period, many tasks competed 
for system time. In addition to the execution of field test plans, time was 
required for the installation of hardware design changes, program cor­
rections, ordinary maintenance troubleshooting, and testing and 
alignment of the connecting trunks by Long Lines. Although several 
tasks might be executed at the same time, careful scheduling was re­
quired to avoid the many incompatible combinations of system use. From 
the earliest stages of planning the system integration and testing, it was 
agreed that there would be no scheduled program debugging at Chicago 
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Fig. 8-Chicago 7 traffic. 

7 in order to avoid yet another demand for system time. Despite thorough 
verification in the system laboratories, there were occasions when pro­
gram tests were run at Chicago 7 to identify problems that were unique 
to the office because of its size, hardware configuration or data base. 
Despite these occasional lapses, the normal procedure was for system 
performance problems to flow from the field test group to the system 
test group and for integrated programs and tested changes to flow to 
Chicago 7. 

VI. CHICAGO 7 PERFORMANCE EVALUATION 

The cutover of Chicago 7 was accomplished on the schedule set in 1972. 
The cutover was of the phased type, covering the period January 17 to 
April 24, 1976, during which about 4500 toll connecting trunks from 150 
local offices in the 312 NPA and a nearly equal number of inter toll trunks 
to 57 toll offices in foreign NPAs were put in service. Traffic data for 
Chicago 7 are shown in Fig. 8. Traffic built up as trunks were added and 
reached a busy-day high of 350,000 and a busy-hour of 31,000 calls at the 
completion of the phased cutover. Additional trunks to the NPAs origi­
nally served were added in the summer of 1976 and trunks to New York 
City were added starting in the fourth quarter of 1976. The trunking 
configuration for Chicago 7 at the start of 1977 is shown in Fig. 9. 

There are several criteria for judging the performance of an electronic 
switching system. These include the number of ineffective attempts, as 
a measure of the grade of service received by the customer, and measures 
of the required maintenance effort on the part of the operating company. 
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Prior to cutover, two criteria were set for each of a number of measure­
ments, Table I. These were a desirable objective and second a level at 
which the advisability of putting the office into service would be ques­
tioned. 

Ineffective attempts result from sources external to the switching 
machine as well as from internal causes. Figure 10 shows the history of 
ineffective attempts at Chicago 7 for the first year of service. The most 
recent data show total ineffective attempts averaging less than 1 per­
cent. 

The replacement rate for plug-in apparatus is one measure of the 
maintenance effort required. Figure 11 shows the monthly average of 
the daily replacement rate through the first year of service. During the 
first 122 days of service, there were 413 plug-ins of all kinds replaced, 

Table I - Cutover performance criteria 

Ineffective attempts 
Plug-in replacements 
Interrupts 
Phases (2 or higher) 

Objective 

1.25% 
<2/day 
<50/day 

1f2 month 

Concern 
threshold 

3.0% 
7/day 

200/day 
% day 
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for an average replacement rate of 3.4 a day. The present average re­
placement rate is between 2.5 and 3.0 a day. 

A maintenance interrupt occurs whenever the system experiences an 
event of sufficient importance to interrupt the normal flow of program 
control in order to take immediate action. Maintenance interrupt actions 
require only a few milliseconds and have no impact on customer service. 
They are, however, a measure of required maintenance activity. Another 
measure of system performance is the number of occurrences for which 
the system response was a memory reinitialization phase3 of sufficient 
severity to have an impact on call processing. Neither a phase 2 nor a 
phase 3, either of which can be run automatically, will disturb calls in 
the talking state, but these phases will prevent the completion of calls 
in the process of being established. A phase 4, the most severe reiniti­
alization, can be induced only by manual action. A phase 4, in addition 
to preventing completion of transient calls, will disconnect stable calls 
in the talking state. One observation is that there is a tendency for one 
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stimulus, e.g., a hardware failure, to trigger a number of phases in rapid 
succession. Each such incident has been studied in detail and these 
studies have resulted in a number of improvements in the maintenance 
program strategy. Transient hardware errors resulting from marginal 
equipment failures are one of the most difficult classes of problem for 
the system to cope with. Figure 12 shows both the monthly average of 
the number of interrupts a day and the occurrences of maintenance in­
cidents that required one or more reinitialization phases. 

VII. SUMMARY 

The successful introduction of No.4 ESS into commercial service in 
Chicago 7 resulted not only from good design but also from a large effort 
directed toward system testing and integration. Initiated early in the 
development process, these efforts included careful planning for mea­
suring system performance and coordination of the introduction of 
hardware and program changes. This ensured that the process converged 
toward a stable and satisfactory system design. 

The overall performance of the Chicago 7 system has been excellent. 
No fundamental system problems have been encountered, although some 
software and hardware improvements have been incorporated as a result 
of operational experience. It is expected that all performance objectives 
will be reached in the near future as a result of additional craft training 
and recently introduced system improvements. 
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No.4 ESS: 

The Switched Digital Network Plan 
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A plan for the introduction of time-division switching in the intertoll 
network is outlined. The plan uses the No.4 ESS as the switching ve­
hicle. The plan defines a Switched Digital Network (SDN) which can 
evolve compatibly with the existing Switched Analog Network (SAN). 

The plan introduces 64 kilobits per second time-division multiplexf!d 
PCM as a standard switching signal format in the intertoll network. 
Facilities utilization, trunk design, timekeeping, and maintenance 
plans which are required for the new format are presented. Effects on 
intertoll network evolution, particularly voice performance, are as­
sessed. 

I. INTRODUCTION 

The selection of a digital format for the No.4 ESS switch represents 
a significant step in the continuing evolution of the intertoll network in 
the United States. This selection was dictated by the economics of ad­
vancing technology and by the requirements for a large toll switch which 
could economically satisfy current and projected volumes of intertoll 
serVIce. 

Economic considerations, however, must be bounded by the re­
quirements of a viable technical plan for the installation and operation 
of a digital toll switch in an evolving intertoll network which is now an­
alog and which will remain substantially analog for many years in the 
future. This paper outlines the basic characteristics of the network plan 
for introducing digital switching into the intertoll plant. 

The plan proposes direct interconnection of digital transmission fa­
cilities, digital switches, and analog-to-digital converters to form a 
Switched Digital Network (SDN). 
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Facilities in the SDN will be the No.4 ESS switch; a set of digital 
transmission facilities which carry digital bit streams on paired wire, 
coaxial, radio, and millimeter waveguide at rates from 1.544 megabits 
per second to 274 megabits per second; a set of analog-to-digital con­
verters which include D-type channel banks using the J.L = 255 D2 coding 
law and the Voiceband Interface Frame (VIF); and a digital interface, 
the Digroup Terminal (DT), which permits direct digital interconnection 
between the No.4 ESS switch and digital transmission facilities. This 
facilities set will permit a digital connection to be established from a local 
(class 5) switch through the intertoll network to a distant local switch. 
Additionally, the plan provides for compatible interconnection with the 
existing switched analog network (SAN) so that the intertoll DDD network 
can include both the SDN and the SAN as its evolution continues. 

This plan introduces two new types of trunks into the telephone plant. 
In addition to the existing 4-kHz analog trunk, digital trunks and com­
bination trunks will be required. Digital trunks transmit and receive a 
64 kilobit per second PCM format. They interface with No.4 ESS at both 
ends through the digroup terminal (DT). Combination trunks interface 
with 4-kHz analog at one end and 64 kilobits per second at the other. The 
analog end terminates in a D-type channel bank and the digital end in 
the DT. 

The introduction of these two new types of trunks changes long-es­
tablished viewpoints of network engineering, transmission objectives, 
and maintenance. Digital trunks, in particular, require new objectives 
and maintenance procedures. They also require the operation of a na­
tionwide timekeeping plan. 

Digital switching offers a new opportunity for integration of switching 
and transmission equipments. From the origin of telephony to the 
present, switching and transmission systems have been integrated into 
a telecommunication network at a 4-kHz baseband interface. Progress 
in both switching and transmission has been constrained by the tradi­
tional requirements of the interface which affect both transmission and 
signaling. The introduction of a 64 kilobit per second PCM signal in a 
word-organized time-division multiplex format offers significant op­
portunities for improved performance, and reduced capital and opera­
tional costs. 

Section II provides a basic overview of the network plan for the SDN, 

an overview of the major differences between the SDN and the SAN, and 
the expected mode of evolution of the SDN. 

Section III provides some details of the SDN plan in the areas of signal 
formats, facilities utilization, trunk design (loss and level designs), 
timekeeping, and maintenance. Space does not permit a complete de­
scription. Details such as idle channel code selection and facilities pro­
visioning are included. These details were critical elements requiring 
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Fig. I-Functional organization of the SAN, SDN, and interfaces. 

specification so that a viable technical plan could be realized. 
Section IV assesses expectations of voice performance of the network 

as the SDN evolves. Section V concludes with a summary of trends which 
begins as the SDN is introduced and notes some currently perceived 
issues which are to be resolved as future technology develops. 

II. SON PLAN IMPACT ON DOD NETWORK EVOLUTION 

The introduction of No.4 ESS and with it, the SDN plan, will have 
impact on the DDD network from the viewpoints of new engineering and 
operational methods and economics. This section gives an overview of 
these viewpoints as perceived at the present time. 

2. 1 Compatibility of the SDN with the SAN 

Compatibility of the SDN with the SAN is the dominant constraint for 
the introduction of No.4 ESS and the SDN into the current DDD network. 
Figure 1 broadly illustrates how the SDN will interface. The SDN is 
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Fig. 2-Simplified configuration of analog, digital, and interface facilities as parts of 
the SAN and SDN. 

constructed exclusively with digital transmission and switching facilities. 
In contrast, the SAN is constructed with analog switches, and a mixture 
of digital and analog transmission systems. These two facilities networks 
are distinct. Interconnection will occur at toll and local wire centers 
where analog-to-digital conversion occurs. 

Traditionally, transmission and switching designs in the DDD network 
have adopted a standard 4-kHz interface which permits route selection 
by the switch to be made independently of transmission facility type, 
and to be dependent only on route destination and traffic engineering 
and design considerations. The SDN introduces a second interface 
standard which is a J.l = 255 PCM word-organized digital format l in a way 
which preserves the traditional method of route selection by the 
switching machine. Figure 2 illustrates, in more detail, the component 
parts of the SDN, and the way 4-kHz and 64 kilobit per second interfaces 
coexist in the combined SAN SDN network that will be the DDD network 
of the future. As shown in Fig. 2, traditional switching functions are 
maintained by the introduction of two new trunk types, digital and 
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combination, which were defined in the previous section. As a result of 
these choices, it is expected that the basic functional and service char­
acteristics of the intertoll network will be unchanged by the introduction 
of the SDN. 

2.2 Impact of SDN plan on the DDD network 

The SDN plan impacts the engineering and operation of the DDD 

network in four areas. These are trunk design, facilities utilization, 
maintenance, and synchronization. 

The selection of a signal format, and loss and level plan, represents 
a significant change from traditional standards in the network. These 
choices, which are detailed in Sections 3.1 and 3.3, simplify maintenance, 
level administration, and trunk design and minimize the need for digital 
processing. The significant features of this plan are: 

(i) The J1 = 255 PCM format described in the D2 channel bank 
specification1 becomes a network standard. 

(ii) Loss and level administration merge into a unified plan rather 
than being treated independently as in the past. 

(iii) A digital milliwatt test signal becomes a standard at all test 
points in the SDN; furthermore, this test signal is compatible with the 
analog milliwatt test signal in the SAN. 

(iv) The preservation of bit integrity through the network offers 
opportunities for simplified and enhanced maintenance, and the promise 
of enhanced voice performance. 

Direct digital interconnection of digital and combination trunks on 
No.4 ESS changes facilities utilization in three significant ways: 

(i) Significant economies have been demonstrated by directly ter­
minating the digroup, which is a 24-channel TDM-PCM signal carried on 
1.544 megabit per second facilities. These economies are sufficient to 
eliminate the use of voice-frequency cable in the toll connecting trunk 
plant and to stimulate the use of T1 carrier significantly. 

(ii) The 24-channel digroup becomes the basic unit in facilities 
provisioning instead of a single circuit. Past practices of intermixing 
message channels and private-line channels on transmission facilities 
requires modification. Section 3.2 describes a plan called modified seg­
regation in which the majority of message trunks and private line 
channels are carried on segregated facilities. 

(iii) Channel numbering and trunk numbering in switching machines 
are strongly interrelated because of the sequential nature of the 24-
channel word (time slot) organized TDM-PCM digroup. The SDN plan 
uses the straightforward one-to-one correspondence between channel, 
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time slot, and trunk (traffic) number with the expectation of simpler and 
more straightforward data base and record administration. 

Maintenance of the SDN will be simplified because of the opportunities 
for automatic error monitoring in digital switches and digital facilities. 
Significant economies will occur in the maintenance of digital trunks, 
since a successful test of one digital trunk in a digroup will assure the 
performance of the remaining 23 trunks. 

Finally, the introduction of the SDN into the DDD network requires 
the introduction of a synchronization or timekeeping plan. A time­
keeping plan, described in Section 3.4, is designed to maintain synchrony 
between parts of the SDN to about one part in 109 when the network is 
stressed because of equipment failures. Normally, timekeeping will be 
maintained to accuracy attainable with atomic clocks. The timekeeping 
plan will provide a level of performance which makes timekeeping im­
pairments substantially smaller than impairments caused by hits, out­
ages, and equipment failures. 

2.3 The Evolution of the Switched Digital Network 

The SDN will be formed as No.4 ESS machines are installed and are 
interconnected via short, medium, and long-haul digital transmission 
systems as dictated by economics. Thus, the manner in which the SDN 
grows and evolves is a function of the economical sequence in which No. 
4 ESS's are installed throughout the Bell System for both growth and 
modernization, and the existence of digital transmission facilities where 
they prove-in over their analog counterparts. This section describes how 
these economic considerations will dictate a particular mode of evolution 
of the SDN, called "islands," and discusses some of the operational 
characteristics that result from such a mode. 

Beginning with the introduction of four No.4 ESS machines in service 
within the Bell System at the end of 1976, and a projection of several 
score more by the end of the decade, the SDN will emerge. It should be 
emphasized again that the timing and location of this installation se­
quence is determined by the economics of each installation on a case­
by-case basis and not solely on the pre-existence of digital carrier sys­
tems. During this same period, as in the past, the Bell System will be 
installing short-haul digital carrier and also medium-haul digital systems 
when the case-by-case economics so dictate. Economic studies have 
shown that the lower cost of terminating digital carrier on the No.4 ESS 
does substantially reduce the prove-in distance ofTl-carrier, resulting 
in considerably greater use of T1, but has a limited ability to prove-in 
additional long-haul digital systems over those which would be eco­
nomical with conventional analog terminations. Thus, it is expected that 
the SDN will materialize in metropolitan clusters of "islands" intercon-
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nected by digital transmission systems that are short enough that the 
termination savings possible with the digroup terminal will have a 
measurable effect on total system economics. It is only later, when 
long-haul digital systems prove-in on their own merit, that a nationwide 
SDN will result. 

In summary, then, the early years of the SDN will be marked by three 
characteristics: clusters of No.4 ESS machines in "islands," a large 
number of combination toll connecting trunks and a smaller number of 
short digital trunks within islands, and a limited digital interconnection 
of islands with long-haul digital facilities. 

These characteristics of SDN evolution have dictated the form of the 
timekeeping plan (Section 3.4). This plan, as will be seen below, capi­
talizes on this mode of evolution. It will provide an orderly transition 
from a group of SDN islands to a nationwide, fully interconnected 
SDN. 

III. NETWORK PLAN 

3. 1 Signals Within the SDN 

In this section, the idle channel code signal and the two interface 
signals between digital transmission and switching equipment within 
the SDN are briefly described. The two interface signals are referred to 
as the DS-l and the Ds-120 signals. Typical appearances of these signals 
are illustrated in Fig. 3. The idle channel code is the digital signal 
transmitted by the No.4 ESS on digital and combination trunks when 
such trunks are in the idle (on-hook) state. 
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3.1.1 The Ds-1 signal 

The Ds-1 signal carries one "digroup" (i.e., twenty-four 64 kilobit 
per second channels). The digroup is the lowest or first multiplex level 
in the SDN. It is a 1.544 megabits per second signal, organized into frames 
of 193 bits repeated at a rate of 8000 frames per second. Twelve such 
frames constitute a superframe of 2316 bits. The frame consists of 
twenty-four 8-bit words, called time slots, plus a 193d bit, which alter­
nates in function between framing and signaling subframe. 

Frame integrity is preserved in the SDN by aligning incoming Ds-1 
frames at the No.4 ESS. Such alignment requires one-frame storage in 
the DT. However, superframe integrity is not retained in the SDN, since 
superframe alignment at each No.4 ESS would cause a signal delay ap­
proaching 2 milliseconds at each switch. Such delays would cause greatly 
increased echo suppression costs. Thus, when channels on two distinct 
digroups are connected through the No.4 ESS, the signaling bit trans­
mitted from the No.4 ESS will most likely occupy a bit position formerly 
occupied by PCM information on the incoming digroup. The impact of 
signaling frame realignment (called digit robbing) on SDN transmission 
performance is not expected to degrade service. Further, the planned 
transition to Common Channel Interoffice Signaling (CCIS) will eliminate 
the need for digit robbing. 

The lowest level cross-connect in the SDN is at the Ds-1 digital speed, 
or in groups of 24 voice channels. This characteristic of the SDN repre­
sents one of the most fundamental changes from current practice. In 
effect, it preserves digroup integrity throughout the network and leg­
islates against per-circuit access for cross-connecting on a digital basis. 
This characteristic of preserving digroup integrity permits maintenance 
opportunities' and efficiencies heretofore not achievable in the current 
analog network, as discussed in Section 3.5. 

3. 1.2 The Ds-120 signal 

The No.4 ESS may receive inputs from either of two interface termi­
nals: the DT or VIF. The signal passing between these two interfaces and 
the Time-Slot Interchange (TSI) is referred to as the Ds-120 signal. This 
signal is identical whether it originates from the DT or VIF. Thus, the 
switch need not keep track of which of these facilities the Ds-120 signal 
originates from. The Ds-120 bitstream can accommodate the 120 VF 
trunks processed by a VIF or five digroups processed by a DT. It is orga­
nized into a frame of 2048 bits with a frame rate of 8 kiloframes per 
second. The Ds-120 signal is described in detail in another paper in this 
issue. 

3.1.3 Idle channel code Signal 

To ensure that all statistical and syntactical constraints on digital 
bitstreams within the SDN are met, No.4 ESS will transmit an "idle 
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channel code" in all time slots corresponding to idle switch terminations. 
This code will prevent transmission impairments either on the digital 
facility or at AID converters at the SDN boundary. The idle channel code 
will be generated within the Time-Slot Interchange (TSI) unit of No.4 
ESS. The format of the idle channel code is repetitive transmission of 
the code word 01111111. 

The following describes the rationale for selecting the idle channel 
code and its point of generation in the SDN. 

The reason for generating the idle channel code at the TSI is that it 
must be generated at a location where the busy/idle state of every trunk 
is easily accessible. This information is an integral part of No.4 ESS 

operation and is readily available at the TSI; it will not be readily avail­
able to transmission equipment in a CCIS environment. 

The statistical constraints on the minimum number of "ones" that 
a PCM word contains derives from the need for a T1 bitstream to provide 
sufficient timing energy in the signal to accurately time the regenerators 
of a T1 repeatered line. The requirement is that each 8-bit PCM word 
must contain at least one "one." 

Repetitive transmission of a single 8-bit word is desirable because the 
TSI output buffer memory, where idle channel code generation seems 
most appropriate, is capable of storing at most one 8-bit word per channel 
per frame. It is relatively simple to read one predetermined word into 
the output time-slot buffer memory when a time slot becomes idle. There 
does not appear to be sufficient need for a more complicated code. 

The idle channel code must satisfy syntactical constraints in order 
not to imitate any of the patterns used for terminal framing, signal 
framing, and alarm functions. 

The requirements on the idle channel code are as follows: 

(i) The idle channel code is to be a sequence formed by repetitive 
transmission of a single code word read toward the line at the No.4 ESS 

TSI during periods when the switch termination is idle. 
(ii) The word must contain at least one "one". 

(iii) Digit 2 of the word must be a "one" because a repetitive zero 
would be interpreted as an alarm. 

(iv) The word must not decode to a significant analog value at the 
SDN boundary. 

The four constraints above are satisfied by repetitive transmission of 
code words of the J.L = 255 inverted binary coding algorithm, near to the 
center of the coder characteristic. The word 01111111 is chosen for two 
reasons. Its slightly lower ones density results in less crosstalk impair­
ment of crosstalk-limited digital transmission facilities, notably T1, and 
because, if a TIline fails in such a way so as to produce all "one's," the 
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failure condition is more easily distinguished from the normal idle 
channel code sequence. 

3.2 Facility utilization plan 

In the current analog network, digroups terminating on channel banks 
are often filled with a mixture of different types of message trunks and 
special service circuits. All circuits are returned to voiceband at each 
switch. Thus, by cross-connecting at voiceband, message trunks termi­
nate at the switch and special service circuits can be routed as required. 
However, use of the digroup terminal to terminate a digroup on the No. 
4 ESS digital switch excludes the possibility of trunk appearances on a 
distribution frame, resulting in the loss of individual circuit access. 
Therefore, special plans are needed to accommodate the presence of 
special service circuits. 

The plan to be followed in the SDN can be described as a modified 
segregation plan. Strict segregation requires that digroups entering a 
digroup terminal be composed solely of message trunks terminating on 
the No.4 ESS. 

The imposition of a strict segregation rule would decrease the effi­
ciency of utilization of transmission facilities. In some cases, additional 
digroups beyond those needed with current practice will be required. 
A decrease in digroup fill of about 5 percent has been estimated. Since 
the digroup fill will now be applied to No.4 ESS switching equipment, 
such as signal processors and time-slot interchange units, the same re­
duction in fill occurs on switching equipment. 

In addition, a strict segregation policy would require more effort for 
circuit layout. This, however, may not be a serious problem. In return 
for this extra effort, segregation would help to reduce the number of 
distribution frame appearances and consequently, their associated 
problems of space, installation, and data-base records. By fostering fa­
cility provision for No.4 ESS on a digroup basis rather than one circuit 
at a time, segregation should also help to simplify future rehomings and 
rearrangements. However, the plant is not now segregated, and thus must 
be groomed for future segregation for No.4 ESS. 

Because of the likely reductions in fill as described above, total seg­
regation may not provide as much savings as might appear at first, and 
a modification of the segregation policy which maintains facility fill is 
the recommended plan. The plan for facility utilization with No.4 ESS 
is as follows: A policy of segregation will be followed where economic, 
but where segregation would cause unacceptable transmission cost 
penalties, a digroup may contain a mixture of switched and other circuits. 
About 97 percent of the digroups can remain in a segregated format, 
without a reduction in fill. Thus, the digroup terminal can still be used 
in most cases, but circuits on "mixed" digroups will be demultiplexed 
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Fig. 4-Method of providing 3-dB toll connecting trunk loss in the SAN. 

and decoded by a D channel bank, and must enter the No.4 ESS through 
the voiceband interface. Circuits in these "mixed" digroups could also 
be permanently switched ("nailed-up") rather than demultiplexed, if 
this capability is available for No.4 ESS. 

3.3 Loss and Level Plan 

The effect of echo is currently controlled by the judicious use of trunk 
loss and echo suppressors. If these same techniques were used within 
the SDN, digital loss would be required. Since provision of digital loss 
would introduce additional cost and transmission impairments as well 
as require more administration, a study2 was conducted to investigate 
whether loss is needed in digital trunks. This study showed that zero-loss 
digital intertoll trunks would suffice if the following conditions were 
met: 

(i) Toll connecting trunk loss was fixed at 3 dB. 
(ii) Digital echo suppressors were used on long digital trunks. 

(iii) All toll connecting trunks should achieve or exceed a terminal 
balance requirement of 22 dB on the average, and none less than 16 
dB. 

The provision of 3 dB toll connecting trunks in the SDN requires a change 
in level administration as shown in the following. The provision of 3 dB 
toll connecting trunks in the current analog network using Tl with D3 
banks is shown in Fig. 4. (The receive test build-out pad is not included.) 
Note that in this case the receive level at the toll switch is 3 dB below the 
reference level, 0 TLP at the class 5 office; and the receive level at the class 
5 office is 3 dB below the toll switch reference level, -2 TLP (0 TLP is 
often used on the toll connect side of toll switches instead of -2 TLP, but 

DIGITAL NETWORK PLAN 1307 



t 
OdBm 
TEST 
TONE 03 

CHANNEL BANK 

*HYBRID, PAD, AND OFFICE LOSS IN dB 

~ 
OdBm 
TEST 
TONE 03 

CHANNEL BANK 

-TEST TONE ENCODED AS 
STANDARD DIGITAL MILLIWATT 

Tl 
CARRIER 

-7.5 

-3 dBm t 
TEST TONE 

VIF NO.4 VIF 
ESS 

I 
TLP TEST I 

~ TONE 
L ___ -2 TLP ________ -.J 

(a) 

(b) 

Fig. 5-(a) Provision of 3-dB toll connecting trunk with No.4 ESS defined as -2 TLP. 
(b) Loss for toll connecting trunks when a DT is used with the No.4 ESS defined as -2 
TLP. 

for our purposes -2 TLP will suffice to demonstrate the problem). This 
same technique can be used with the No.4 ESS and VIF as demonstrated 
in Fig. 5a. The VIF in the figure is designated as a -2 TLP, meaning that 
the VIF would encode a -2 dBm tone into the standard digital miiliwatt 
and would decode a digital milliwatt into a -2 dBm tone. When a DT 

replaces the D3 and VIF as shown in Fig. 5b, the technique does not work. 
Note that a 0 dBm tone transmitted from the class 5 office would appear 

1308 THE BELL SYSTEM TECHNICAL JOURNAL, SEPTEMBER 1977 



as a -2 dBm tone at the No.4 ESS test position, indicating a 2 dB trunk 
instead of a 3 dB trunk. 

To resolve this problem, one of the following would suffice: (i) re­
designate the class 5 office as a + 1 TLP; or (ii) redesignate all toll offices 
as -3 TLP. The first solution has been ruled out primarily because of the 
cost involved in modifying all class 5 test equipment. The second solution 
has been partially ruled out because of the cost of converting existing 
toll offices. However, it has been decided that No.4 ESS offices will be 
designated as a -3 TLP. This solves the problem in the long run, of 
providing 3 dB combination toll connecting trunks, as demonstrated in 
Fig. 6, where the VIF is now designated as a -3 TLP. However, this so-

CLASS 5 OFFICE (0 TLP) TOLL OFFICE (-3 TLP) 

I-----~CHANN~I ,-------l 
I BANK I I I 
, I I I 

i : CA:~IER i DT N~SS4 I 
I I I I 

I I I I 
, -6 dBm I t ~~~~ 'I I ~ ITONES I 
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I EQUIPMENT I : EQUIPMENT I 

L' k------------------i--· 3 dB LOSS __ J ________ ~ [ 
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TEST TONE ENCODED AS 
STANDARD DIGITAL MILLIWATT 

Fig. 6-Provision of 3-dB toll connecting trunks with DT and with the No.4 ESS as -3 
TLP. 

lution causes problems during the evolution of the SDN, because analog 
toll offices will still be a -2 TLP. As a consequence, combination intertoll 
trunks will be designed to have 1 dB loss as illustrated in Fig. 7. 

The loss plan for the SDN is designated the fixed -loss plan and specifies 
a fixed 3-dB loss for all toll connecting trunks, O-dB loss for digital in­
tertoll trunks, and 1 dB for combination intertoll trunks. Intertoll trunks 
utilizing analog facilities are designed to via net loss. The No.4 ESS will 
operate at a -3 TLP and existing analog switches will be at a -2 TLP. 

This loss plan is summarized in Fig. 8. The plan for combination toll 
connecting trunks was shown in Fig. 6. 

In conjunction with the above loss plan, digital echo suppressors will 
be used on digital intertoll trunks longer than 1850 miles. 
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Fig. 7-Provision of intertoll combination trunks (1 dB only). 

3.4 Timekeeping Plan 

3.4.1 A slip rate objective 

Each No. 4 ESS switch will have a clock that controls its output 
frame rate as well as its internal timing. A signal to be transmitted over 
a digital trunk leaves the originating No.4 ESS in digital form at a rate 
determined by that switch's clock. After transmission, the signal is read 
into a buffer in a digroup terminal at the terminating No.4 ESS; the 
read-in rate is of course that determined by the originating switch. 
However, the signal is read out of the buffer at a rate controlled by the 
terminating switch's clock. It is clearly desirable that the read-in and 
read-out rates-or equivalently, the relative rate difference between No. 
4 ESS clocks-be very nearly identical on the average. For example, if 
the read -out rate is too fast, then eventually the buffer will be scanned 
twice in succession while occupied by the same frame, i.e., the frame will 
be repeated. Conversely, if the read-out rate is too slow, then eventually 
a frame will be overwritten before being read out, i.e., the frame will be 
deleted. The phenomena just described, the repetition or deletion of an 
entire frame, are referred to as slips. Slips are one of the basic impair­
ments to which signals in the SDN will be subjected. Like all other im­
pairments, slips cannot be eliminated. But the objective of the time­
keeping plan is to control slips to within tolerable limits. 

Evidence with regard to the effect of slips on voice signals indicates 
that most slips are inaudible. However, the SDN will also carry voiceband 
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data signals and the effect of slips on these can be much more serious; 
a single slip can impair the operation of some data sets for several sec­
onds. A specific objective that has been adopted for the SDN is based 
primarily on voiceband data requirements. The slip rate objective is at 
most one slip in 5 hours on an end-to-end connection. Based on a refer­
ence connection of two intertoll trunks, two toll connecting trunks (this 
is longer than for most intertoll calls), and accounting for the possibility 
of digital local offices, the slip objective is at most one slip in 20 hours 
per trunk. Since the duration of a frame is 125 microseconds, the slip rate 
objective leads immediately to a clock accuracy objective of 1. 7 parts in 
109 for the average relative rate difference between clocks. The specific 
goal of the timekeeping plan is to satisfy the clock objective. In fact, the 
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scheme to be described will do much better; under most conditions (in­
cluding most carrier outages or failures) performance should be virtually 
slip free. 

3.4.2 Basic features of the timekeeping plan 

The timekeeping plan provides for the following three basic fea­
tures: (i) a master-slave hierarchical timing structure, (ii) stable local 
clocks at each No.4 ESS, and (iii) the means to phase-lock a local clock 
to one of two different types of external reference timing signals. 

The concept of master-slave synchronization of clocks is shown in Fig. 
9. The arrows represent facilities over which timing information is car­
ried. The direction of the arrows indicates the direction of timing flow 
so that a clock at the head of an arrow is "locked" to the clock at the tail. 
In the SDN, this locking can be described as a loose phase-locking. Care 
must be taken in setting up and administering the timing structure that 
a strict hierarchy is maintained; such anomalies as timing loops should 
not occur. This is an especially important consideration during a tem­
porary reconfiguratlon of the hierarchy for maintenance purposes. 

The clocks in Fig. 9, with the exception of the network master, rep­
resent the local No.4 ESS clocks. These clocks have a measured frequency 
stability of better than one part in 1010 per day. In the event of a failure 
on one of the timing links, the No.4 ESS clock can "free-run" and in the 
free-run mode it would take in the worst case (linear drift with initial 
frequency offset) at least 3 days before a single slip occurred. On the other 
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hand, carrier failures typically last less than a few days. Thus, such 
failures could easily be bridged by free-running clocks. 

The network master is not a No.4 ESS clock; rather it is a standard 
reference obtained from the Bell System Reference Frequency Network 
(BSRFN). The BSRFN is being deployed to meet the stringent demands 
of the new high-capacity analog transmission systems such as L5. An 
atomic standard located in Hillsboro, Missouri near the geographical 
center of the country provides a precise reference frequency at 2.048 
MHz.3,4 This reference is transmitted without regeneration over analog 
cable and radio systems to regions throughout the country. Recent field 
trials have shown that reference frequency signals can be transmitted 
over cable and radio facilities for a thousand miles with a propagation 
error of less than one part in 1011 over a 15-minute measuring inter­
val. 

The actual timing structure in the SDN will be based on a partition of 
the network into timing regions. The deployment of No.4 ESS switches 
is expected to exhibit an initial clustering near metropolitan regions, with 
digital interconnection within each cluster but no digital interconnection 
between clusters. These clusters were referred to as SDN islands in 
Section 2.3. They are geographically separated areas of digitally inter­
connected No.4 ESS switches and they form natural timing regions. One 
switch in each island is "elected" the master for that island, and the other 
switches in the island are slaved directly or indirectly to the master. The 
paths used for timekeeping purposes are a subset of paths in the com­
munications network. Timing information appears on every path in the 
form of digroup framing bits. Thus, special equipment is needed to 
bridge onto a digital bit stream, detect the framing, and feed derived 
timing information to the clock. 

With the introduction of medium- and long-haul digital facilities the 
previously established islands will become digitally interconnected. It 
will be expedient for administrative, maintenance, and performance 
reasons to retain separate timing regions. For example, such retention 
will place natural limits on the length of timing chains that can be 
formed. But there now has to be timekeeping between islands. For this 
purpose the master in each island will be slaved to the BSRF. 

3.4.3 The clock and its interfaces 

Figure 10 shows in stylized form the No.4 ESS clock and some of its 
interfaces. Note that the blocks shown as isolated units in the figure do 
not necessarily correspond to physically isolated hardware compo­
nents. 

The figure indicates three reference inputs; two are TIlines and one 
is an analog system carrying the BSRF. A particular No.4 ESS may have 
only two inputs. If the switch is a slave, the BSRF input would not appear. 
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But a slave should have two sources of timing via framing on digital 
communication paths, preferably over physically separated systems. One 
source would be used as a spare for maintenance purposes. If the switch 
is a master then the BSRF input is necessary. In addition, it would be 
desirable to have provision for a framing reference, again for mainte­
nance purposes. 

The blocks labeled timing interface accept as input an external ref­
erence: either the 2.048 MHz BSRF from analog carrier, or a digroup from, 
for example, T1 carrier. They produce as output an extracted timing 
signal at an integral subfrequency of the No.4 ESS clock frequency. One 
of these extracted timing signals can be chosen by means of a source 
selector to provide the timing reference for the clock. 

The next major subdivision of the figure is a digitally controlled 
phase-locked loop consisting of three blocks. The guard box performs 
several functions including detection of reference outage, initiation of 
the source select (via software), opening the phase-locked loop in order 
to make the clock free-run, and correction for sudden phase discon­
tinuities due, e.g., to protection switches. The clock consists of four 
coupled crystal oscillators but can operate with only one working. Each 
oscillator has a frequency stability of better than one part in 1010 per day. 
As mentioned previously, this degree of stability permits the clock to 
free-run and bridge most carrier outages or failures and yet produce 
virtually no slips. The final box labeled filter and control determines the 
dynamics of the loop. 
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3.4.4 Channel banks and local switches 

Other equipment will also interconnect with the No.4 ESS as illus­
trated in Fig. 11 and will require accurate timing. D channel banks will 

. be digitally connected to the No.4 ESS. The special requirement for D 
channel banks is that they must have the means to be loop timed, i.e., 
to have the local oscillator phase-locked to the timing of the incoming 
signal and return this timing to the far-end No.4 ESS. We must also 
account for the possible introduction of digital local switches and their 
digital interconnection with the No.4 ESS. Recall that for the derivation 
of the slip rate objective for trunks, the toll connecting trunks in the 
reference connection were assumed to terminate on digital local switches. 
Thus, the introduction of digital local switches per se is consistent with 
the goal of the timekeeping plan, which is to control the end-to-end slip 
rate. A possible method for extending timekeeping to the exchange area 
is shown in Fig. 11. 

3.5 Digital trunlc maintenance plan 

3.5. 1 Special characteristics of digital trunlcs 

The basic task of maintenance in any telecommunications network 
is to ensure adequate performance of the network. But maintenance 
activity in a digital network will be different than in an analog network 
for several reasons. One of the underlying reasons for this difference is 
that different performance parameters are measured on digital trunks. 
Transmission through an analog trunk is subject to noise, loss, echo, and 
various types of distortions. Transmission through a digital trunk is 
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subject to only three impairments: errors, misframes, and slips. An error 
is the erroneous substitution of a zero for a one or vice versa in the bits­
tream at any point in its transmission. Misframes can occur at a multi­
plex or digroup terminal, and are usually caused by the masking of 
framing bits by an error burst, or by the displacement or omission of 
framing bits due to protection switching in the upper levels of the digital 
hierarchy, or by propagation of misframes in other facilities in the hi­
erarchy. During a misframe, the affected equipment searches the in­
coming bitstream for a bit with the right framing pattern; this search 
effectively produces a noise burst that can last tens of milliseconds. Slips, 
as defined in the previous section, cause an entire frame to be deleted 
or repeated. Transmission performance on digital trunks is thus char­
acterized by (i) error rate, (ii) misframe rate, and (iii) slip rate. Jitter 
is not a separate problem since the digroup terminal buffer will absorb 
jitter. Excessive jitter can, however, resuit in slips, or, if the jitter is at 
a digital repeater, can result in errors. A digital trunk in an integrated 
digital network has two characteristics which can significantly simplify 
network maintenance: 

(i) For voice circuits which reach a digital switch in multiplexed digital 
form, individual circuit access will not be available at the digroup ter­
minal. However, per-circuit access is not necessary since a fault that 
affects a single circuit will almost always affect the digroup in which the 
circuit occurs. Thus, maintenance activity can be concentrated at the 
digroup level with a potential 24:1 increase in efficiency. 

(ii) Digital systems can potentially monitor themselves. The pre­
dominant impairment will be errors, and it is possible to automatically 
obtain a measure of error rate while equipment is in service. Misframes 
and slips will be measured and reported by the digroup terminal. Thus 
emphasis can be placed on automatic surveillance of equipment as a 
means of controlling network performance. 

3.5.2 Maintenance tasks 

Maintenance of a telecommunication network takes on different 
meanings depending upon the viewpoint. From a strictly operational 
viewpoint, a telecommunication network consists only of switches and 
trunks; and therefore, only two areas of maintenance-switch and trunk 
maintenance. However, from an equipment point of view, such a network 
consists of switches, transmission lines, multiplexers, channel banks, 
signaling gear, etc. Hence, from this viewpoint, the maintenance job 
involves the maintenance of this equipment when interconnected in a 
network. By combining both points of view, a telecommunication net­
work has two basic areas of maintenance-trunk and equipment main­
tenance. 

Up until now, these two areas of maintenance have been relatively 
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independent of each other. For the SDN, the plan is to merge trunk and 
equipment maintenance activity as much as it practicable. 

Equipment maintenance consists of the following functions: trouble 
detection and sectionalization, removal of defective equipment from 
service, repair and return of equipment to service after repair. SDN 
maintenance of digital trunks will simplify these functions by requiring 
the partition of the network into maintenance spans. Each maintenance 
span will have a monitor at the end of the span so that unsatisfactory 
performance is detected. These monitors will provide an adequate 
measure of error rate and should provide a minor alarm when the error 
rate reaches a level which affects circuit performance and causes it to 
be degraded. This minor alarm signifies a need for corrective mainte­
nance in order to restore good service within a reasonable time. A major 
alarm should also be provided when the error rate reaches a higher level 
which affects network operations. This alarm will cause the faulty system 
to be automatically removed from service. The major and minor alarm 
levels in the SDN are nominally 10-3 and 10-6 errors per bit, respec­
tively. 

Several additional techniques will be used to perform the maintenance 
functions. Automatic protection switching upon a major alarm substi­
tutes a working set of equipment for the failed span. In the case of a 
multiple failure where a working spare is unavailable, the affected di­
group must be removed from service. This will be accomplished by re­
quiring at the failed span that a signal be inserted (such as the all-ones 
signal) that will inhibit maintenance alarms downstream, but will acti­
vate major alarms at the trunk ends. These major alarms will cause 
trunks to be automatically removed from service. Maintenance functions 
can also be aided by such centralized maintenance techniques as auto­
matic remote monitoring and alarm pattern analysis because some 
equipment may not be monitored, and because of the possibility that 
some faults can produce ambiguous alarm indications. 

In view of the above, the trunk maintenance activities of digital trunks 
will largely be concerned with network administration when faults occur. 
This administration is concerned with removal of malfunctioning circuits 
from service, verification of repair, and restoral to service. In addition, 
a digital test line that can measure error rates on individual digital trunks 
should be provided so that periodic end-to-end digital trunk testing can 
be performed as part of the trunk maintenance activity. Such testing 
will provide further assurance of proper performance and will detect the 
rare occurrence of single circuit failures. 

4. VOICE PERFORMANCE ON THE SON 

4. 1 Noise-loss grade of service 

In order to enter the SDN, an analog voice signal must be encoded into 
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digital form by a PCM interface terminal (D channel bank or VIF). The 
PCM encoding and subsequent decoding introduce noise and distortion 
into the voice channel. In a fully evolved digital toll plant, there will be 
only one such encoding and decoding on each connection. However, 
during the evolution of the SDN, when a connection may use a mixture 
of analog and digital facilities, a path may enter and leave the SDN several 
times, being subjected to further PCM noise and distortion each time. 
During the same period of evolution, the introduction of digital long-haul 
transmission facilities may be expected to reduce the accumulation of 
noise on long-haul connections, since digital transmission systems do 
not accumulate such impairments. The question addressed in this section 
is the evaluation of the net effect of these two competing tendencies, one 
tending to degrade the grade of service and other tending to improve 
it. 

This section describes the results of computer simulation studies 
designed to predict the combined noise-loss performance of the DDD 

network as the SDN evolves. The performance measure is voice grade of 
service of the transmission quality of telephone connections. The sim­
ulation model that was used accounted for the deployment of No.4 ESS, 

digital transmission facilities, PCM interfaces, and analog switching and 
transmission facilities including improved analog carrier such as L4, L5, 
and TD3. 

The computer simulation model used for the DDD network is a mod­
ification of a model developed by T. C. Spang.2 The approach used in 
the computer model was to duplicate within the computer the routing 
and transmission characteristics that could have occurred on a sample 
of actual calls in the network. From this information, estimates of the 
distributions of loss and noise were obtained. To these were added an 
estimate of an equivalent amount of additive noise contributed by a D 
channel bank or VIF. Estimates of customer opinion were obtained by 
subjective tests5 in which customers rated a call having a given set of 
transmission parameters on a scale of "excellent," "good," "fair," "poor," 
and "unsatisfactory." By combining this information with the distri­
butions of occurrences of the parameter, estimates were obtained of the 
expected percentage of customers who would rate a call "good or better" 
(good and excellent) or "poor or worse" (poor and unsatisfactory) if a 
large number of calls are made. These estimates are referred to as "grade 
of service." . 

4.2 Results 

For the future, as the SDN evolves in the DDD network, the predicted 
noise-loss grade of service expressed in percent of subscribers rating 
transmission quality both "good or better" and "poor or worse" is il­
lustrated in Fig. 12. The grade of service is a function of connection 
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Fig. 12-Noise-Ioss grade of service of switched network with evolving digital facilities 
as a function of connection distance. 

distance (airline mileage). The curves shown are smoothed versions of 
the computed results. The "all-digital toll plant" refers to a hypothetical 
situation when all voice circuits are carried from end office to end office 
in digital form without intermediate analog-to-digital conversion. The 
grade of service is predicted to improve as the amount (percentage) of 
digital connectivity in the toll plant increases. In Fig. 12, two examples 
(20 percent and 50 percent intertoll trunks are digital) are illustrated. 
The improvement is more substantial for connections greater than a few 
hundred miles than for shorter connections. The evolution of digital 
facilities improves grade of service and reduces the contrast between long 
and short connections; that is, the improvement is greatest where grade 
of service is least, at the long distances. For the all-digital toll plant case, 
no contrast is found between long and short calls. 

5. SUMMARY AND FUTURE TRENDS 

The introduction of No.4 ESS and the initial implementation of the 
SDN mark a transition from existing practices in intertoll telephony to 
a new intertoll network which will continue to evolve. The plan outlined 
here has been subject to debate and challenge throughout the develop­
ment cycle of the No.4 ESS machine and has been maintained essentially 
unchanged. Projected economies of digital termination on No.4 ESS 

switches are being realized in initial installation. Projected economies 
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in maintenance are being realized also. The difficult transition from 
current methods of facilities utilization and trunk provisioning to the 
new methods required by digroup engineering have been accomplished, 
and improvements in circuit record data base administration are rea­
sonable expectations. Improvements in voice performance remain a 
reasonable expectation, but years of evolution will be required to dem­
onstrate them. 

One note of caution, however, must be mentioned. A number of 
planning opportunities or alternatives have been used up by decisions 
reached to formulate the plan. Such an example is the adoption of a 
unified loss and level plan which restricts independent evolution of loss 
planning and level planning. Future technological innovation will be 
constrained to some degree by existence of this plan for an integrated 
digital transmission and switching network. 
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