




































































































































































3lT. Typically, a few offsets will be in the 2lT to 3lT interval and seldom any 
greater than 3lT. Also the angle of the offset, Lqi, places it in one of four 
quadrants. The distribution of offsets among the four quadrants is 
printed out as a check to see if the offset vectors are more or less uni­
formly distributed among the four quadrants. 

The primary use of these alignment calculations is for use as a "figure 
of merit" for an individual connector half. From the outset, it was realized 
that assembly and measurement of splice loss for a 144-fiber array splice 
would be tedious and time-consuming. This method of alignment 
characterization provides a basis for alignment comparison of connector 
halves, while requiring only one connector half to be assembled and 
without requiring splices to be assembled or losses to be measured. 

IV. ARRAY ALIGNMENT RESULTS 

Table I lists the alignment results for selected connector halves. A 
further description of these connector halves is needed. Connectors 34 
and 35 were the last 12 X 12 aluminum chip arrays! assembled. The 0.3 
mil to 0.4 mil value for the minimum mean offset is typical for 12 X 12 
aluminum arrays. (All offset data are in mils, 0.001 inch.) 

Silicon chip arrays have from the outset exhibited greatly reduced 
minimum mean offsets. Connectors 38 through 41 had mean offset values 
close to 0.1 mil. Connectors 40 and 41 were the input and output fanout 
connectors for the Atlanta Fiberguide System Experiment. Connectors 
45 and 46 were the connector halves on the fiberguide experiment cable. 
These connectors mated with fanout connectors 40 and 41 to provide 
access to the cable, and performed satisfactorily. Splice loss data for these 
specific splices are unavailable due to the fact that they appeared in 
series with other splices in the system configuration. 

V. SPLICE LOSS TEST CONNECTORS 

Connectors 47 through 50 were fabricated on the ends of two 0.8 meter 
long ribbon stacks for the purpose of measuring splice loss for these 
improved silicon chip arrays. Fiber diameter variations were measured 
to be approximately ±2.5 percent for the fiber used in these connectors. 
Connectors 47 and 49 were epoxied at the same time in the holding vise. 
The stack height for connector 47 was less than that for connector 49 by 
0.4 mils and this "slop" may account for the slightly higher minimum 
mean offset. Connectors 48 and 50 were fabricated separately and gave 
improved offset characteristics. 

VI. LOSS MEASUREMENT PROCEDURE 

Array splice losses were measured using the setup shown in Fig. 6. The 
beam from a Spectra Physics He-Ne laser was expanded and focused with 
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Fig. 6-Loss measurement setup. 

a lOX, 0.25 NA, lens onto the core of a fiber in the array. The reflected 
image from the fiber core was observed on the viewing screen (Fig. 6) and 
the laser spot positioned above the center of the core approximately 
midway to the core-clad boundary. The exact spot in this region was not 
critical since input power to the splice was found to be close to maximum 
as long as the spot was about midway between core center and clad­
ding. 

Input power measurements were obtained by exciting each fiber of 
connector 47 and measuring the power exiting connector 48. The splice 
was then assembled by placing connector 49 (or connector 50) in position 
against connector 48. Again, each fiber of connector 47 was excited by 
positioning the spot as previously described and the power exiting con­
nector 50 (or connector 49) was measured. Once again the same vicinity 
on the fiber core almost always corresponded to maximum transmission 
through the splices. This technique, by contrast with the technique of 
maximizing input and output power, allowed a larger time constant (1 
or 3 seconds) to be used on the lock-in amplifier, thereby reducing noise 
fluctuations. The time required for a full 12 X 12 array loss measurement 
was reduced from 4 hours with the previous technique to less than 2 
hours with the new technique. The fact that only two negative losses 
occurred (-0.03 dB and -0.06 dB) compared to 130 positive losses be­
tween 0 and +0.1 dB is indicative of measurement accuracy and re­
peatability substantially better than 0.1 dB. 

VII. LOSS MEASUREMENT RESULTS 

7. 1 Case 1-Connector 48 to connector 49 

Figure 9 is a splice loss histogram for case 1. In this case, the ribbons 
were organized so that a particular fiber was spliced to its mating section. 
This splicing of "identical" fibers was done to minimize the effect of 
mismatch due to core diameter variations. 
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Fig. 7-12 X 12 array splice, connector 48 to connector 49. 

Three fibers were broken within connectors 47 or 48 as indicated by 
a low input power to the splice and one fiber was broken in connector 
49 or 50 as indicated by a large loss. These four fibers were not included 
in Fig. 7 due to definite scattering, indicating breaks. Two fibers also had 
low input power indicating a break in connector 47 or 48 although the 
losses for these splices were 1.05 dB and 1.29 dB respectively. It is sus­
pected that another break occurred (1.26 dB loss) in either connector 
49 or 50 as this was the only other loss above 0.4 dB. 

These seven high losses are due to breaks and if they are excluded from 
the data, a mean loss of 0.18 dB results with a variance of 0.09 dB. Seven 
breaks in fabricating four connectors involving 576 fibers corresponds 
to 98.8 percent yield, and, although this is high, it is believed that im­
provements in the yield can be made. 

7.2 Case 2-Connector 48 to rotated connector 49 

Figure 8 is a splice loss histogram for the case of rotating connector 
49 by 1800 before joining it with connector 48. Fiber diameter mis­
matches occur in this case and have contributed to the higher mean loss 
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Fig. 8-12 X 12 array splice, connector 48 to inverted connector 49. 

and variance. Of the five losses above 1 dB in Fig. 8, three can be at­
tributed to breaks in fibers, leaving two losses over 1 dB unexplained thus 
far. 

Considering the possible effects of ±2.5 percent core diameter varia­
tion-if splice loss increases with the square of the ratio of the core di­
ameters when the transmitting core is larger,4 then a worst-case effect 
would be 0.42 dB. This worst-case effect may account for the two losses 
over 1 dB mentioned earlier. Since no core diameter mismatch effect 
occurs when the transmitting core is the smaller, the mean effect is 
probably less than half the worst case or perhaps on the order of 0.1 dB. 
Thus the core diameter mismatch could account for most of the increased 
mean loss. 

7.3 Case 3-Connector 48 to connector 50 

Figure 9 is the splice loss histogram for this case. All losses greater than 
1 dB have been previously identified as breaks. In this case, improved 
alignment accuracy appears to be present, since a significant portion of 
the mean loss could be due to diameter mismatch effects. It is unclear, 
at this time, how mismatch losses and alignment losses combine. From 
Table I it is seen that connector 50 has the least value of minimum mean 
offset and the least 8; therefore, improved splice loss is expected. 
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Fig. 9-12 X 12 array splice, connector 48 to connector 50. 

It is also seen in Table I that Ys for connector 50 is significantly less 
than Ys for connector 48. This difference accumulates throughout the 
array and a connector height measurement shows that connector 48 is 
0.52 mils larger than connector 50. When the connectors are placed in 
the final alignment fixture, a greater force is applied to the thicker 
connector; however, it was unclear how much deformation occurred and 
to what extent connector height differences affect array splice losses. 
This case shows that 0.52 mils can be accommodated with little or no 
degradation in the splice. 

7.4 Case 4-Connector 48 to connector 49 

This case is a repeat of case 1. The connectors had been handled, as­
sembled and disassembled several times since the first set of measure­
ments. This test was to see if any noticeable deterioration had taken 
place and to check the repeatability of the final alignment procedure. 

Figure 10 shows that the mean loss is reduced slightly from case 1. All 
losses greater than 0.9 dB occur in positions which have been identified 
as broken fibers. It is interesting to note that the three losses between 
1 dB and 1.3 dB in case 1 are between 0.7 dB and 1.0 dB in this case. One 
fiber position measured 0.15 dB in case 1 and increased to 0.89 dB in case 
4 possibly due to contamination or end damage. 
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Fig. 10-12 X 12 array splice, connector 48 to connector 49. 

VIII. CORRELATION OF LOSS AND OFFSET 

A computer program has been written that calculates this mean value 
of offset between two sets of fiber position data. Two fiber positions that 
are well separated within the array are selected on the basis of low splice 
loss at these points. One position is used as the origin, the other is used 
to fix the position of the x -axis. This operation defines a coordinate 
system common to both arrays. Each set of fiber position data is trans­
formed by the previously described set of transformations, and the mean 
offset is calculated as before. After generation of a computer data file 
containing the measured splice loss data, a correlation coefficient, p, is 
calculated. 

n _ 

L Iqd ·li -nillil·li 
i=l 

p= 

(t1 Iqd 2 - nlqd 2) (~ lr - nI{) 

where li = splice loss data and Ii = mean splice loss. 
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Table II - Splice data 

Splices Probable I"(li I , mils t dB p Loss limit, dB 

1. 48 to 49 0.16-0.18 0.18 <0.2 0.5 
2.48 to inv (49) 0.18-0.20 0.32 <0.15 1.0 
3.48 to 50 0.32 0.16 0 0.5 
4.48 to 49 0.16-0.18 0.16 <0.2 0.5 

To eliminate the predominating effect of high-loss fibers, a loss limit 
is set to exclude high losses caused by fiber breaks. Table II lists the re­
sults of the mean offset and correlation coefficient calculation. It is seen 
in Table II that the correlation coefficients are small, indicating little 
or no correlation between offset and loss on a fiber-by-fiber basis. This 
had not been the case with aluminum chip splices which exhibited cor­
relation coefficients of typically 0.7. The reduced correlation coefficient 
for silicon chip arrays indicates that alignment accuracies and the re­
sulting splice losses are approaching the limit of measurement resolution 
as applied on a fiber-by-fiber basis. 

Another approach is to compare the mean offset to the mean loss. 
Figure 11 is a measured loss versus offset curve5 for a single fiber similar 
in index profile and diameter to the fibers used in these arrays. N or­
malizing a mean offset of 0.17 mils (from Table II for connector 48 spliced 
to 49) with respect to fiber core radius yields a mean offset of approxi­
mately 0.16 core radius. From Fig. 11, this corresponds to a transmission 
of96 percent or 0.18 dB loss. The measured mean loss was 0.18 dB (ex­
cluding fiber breaks), in agreement with the value predicted from the 
measured mean offset. 

For connector 48 spliced to inverted connector 49, the mean offset was 
0.19 mils (0.176 core radius) which corresponds to 95 percent transmis­
sion or 0.28 dB. The 0.04 dB by which the mean measured loss exceeded 
0.28 dB is probably attributable to core diameter mismatch. 

Connector 48 spliced to 50 does not follow the same trends as the 
previous two splices, due to the 0.52 mil overall connector height dif­
ference and the supposed unequal deformation during final alignment. 
The 0.32 mil (0.30 core radius) mean offset should cause a 0.75 dB mean 
splice loss, from Fig. 11. The measured mean loss of 0.16 dB suggests that 
significantly unequal array deformation is taking place in this splice as 
previously supposed. 

IX. CONCLUSIONS 

Etched silicon chips have enabled uniform arrays to be fabricated with 
an average error of 0.1 mil without complex tools or microscopes. Ex­
ceptionally low mean splice loss data have been obtained which corre­
lated well with mean offset. 
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Fiber diameter variations of ±2.5 percent caused an increase in the 
mean loss on the order of 0.1 dB; however, it is not known to what extent 
array uniformity was affected by these fiber diameter variations. Two 
arrays with an overall height difference of 0.52 mil had very low mean 
splice loss, indicating that this height difference was equalized within 
the splice holding fixture. After several combinations of arrays were 
assembled and loss measurements made, the original array configuration 
was measured to test for array deterioration, loss measurement repeat­
ability and final alignment repeatability. Only one fiber position showed 
evidence of contamination, and repeatability was within 0.02 dB for the 
mean. 
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Accurate Silicon Spacer Chips for an Optical­
Fiber Cable Connector 

By c. M. SCHROEDER 

(Manuscript submitted July 1, 1977) 

Assembled silicon array connectors have been fabricated with low 
splice loss. The silicon chips can be manufactured with submicrometer 
repeatability and accuracy. Improvements in chip thickness variations 
are anticipated which in turn should reduce the overall groove opening 
variations to a point where individual chip selection is not required. 

I. INTRODUCTION 

Low-loss multifiber splices have been obtained with the use of accurate 
silicon spacer chips. These spacer chips are used in a unique splicing 
technique developed by Bell Laboratories! and used in the Atlanta Fi­
berguide experiment. This multifiber cable splice is a stacked array 
consisting of two properly prepared cable connectors butted end to 
end. 

A cable array connector is a laminate sandwich of silicon alignment 
chips with "V" grooves on both top and bottom surfaces interleaved with 
optical fibers epoxied to form a two-dimensional array (Fig. 1). A com­
pleted connector may consist of up to 144 optical fibers positioned by 
up to 13 alignment chips. Each fiber in the array must be positioned 
accurately to its counterpart in a mating array to obtain low splice loss. 
The transverse misalignment of the mating fibers should be no greater 
than one-tenth the core radius or typically 2.5 micrometers.2,3 This can 
only be obtained with alignment chips having high dimensional accuracy 
with respect to thickness, groove geometry, and position. 

The feasibility of the multifiber splice was shown with alignment chips 
manufactured of aluminum. The aluminum chip, however, could not be 
manufactured repeatedly with the high dimensional accuracies required. 
An improved chip was developed, that met the above goals, using (100) 
oriented silicon4 and photolithographic techniques. This improved chip 
has demonstrated a significant reduction in the overall array splice 
loss. 
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Fig. 1-Schematic of a multifiber array connector. 

II. PHOTOLITHOGRAPHIC AND PROCESSING TECHNIQUES 

I 
I 
I 

RIBBONS 

The use of silicon for alignment chips offers several advantages. The 
material is readily available, it can be handled and processed relatively 
easily, and it can produce precise V grooves to photomask accuracy. 

When a (100) surface slice of silicon covered by an oxide mask is 
submerged in a basic solution, the etch rate is much greater in the < 100) 
direction than in the (111) direction (Fig. 2). This anisotropic etching 
of the silicon results in a precise V groove to an angle of 70.53° with the 
reaction self-stopping at the point where the (111) planes intersect. The 
groove opening is determined by the opening in the oxide mask. The 
(110) plane is used as a reference to align the photomask features parallel 
to the intersection of the (100), (111) planes. 

The processing of the silicon first starts with the selection of a 5 cm 
diameter (100) surface oriented wafer polished on both surfaces to a 
thickness of 0.25 mm. Thickness variations and surface defects should 

Fig. 2-Crystallographic planes used to manufacture alignment chips. 
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be minimized for best results. The wafer is cleaned, then placed into a 
tube furnace for a I-micrometer oxide growth. The wafer is then coated 
on both surfaces with a positive photoresist, placed between two preal­
igned photomasks and exposed to ultraviolet radiation (Fig. 3). The 
exposed wafer is removed, then developed leaving open windows of sil­
icon oxide which are in turn etched in a buffered hydrofluoric acid so­
lution. The remaining photoresist is removed leaving a silicon wafer 
covered by an oxide mask which'is then placed into a potassium hy­
droxide solution for preferential etching5. A cross section of a typical 
silicon alignment chip is shown in Fig. 4. 

-1 3.8mm i-
t 

I 
I 
I 
I 

9.52 mm 
I 

I 
I 
I 
I 

----.i 

Fig. 4-Cross section of typical alignment chip with dimensions. 
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III. ALIGNMENT CHIP EVALUATION 

A listing of variations that can cause splice loss in a multifiber con­
nector in their present order of importance is as follows: 

(i) Alignment chip thickness variations 
(ii) Fiber diameter variations 
(iii) Groove opening variations 
(iv) Transverse misalignment of the top and bottom grooves 
(v) Aperiodic grooves 

Excluding fiber diameter variations, the remaining list must be con­
trolled by alignment chip accuracy. 

Measurements on the photomask features and the chip profile were 
made with the use of a Hewlett Packard model 5526A laser interfer­
ometer. The object whose features are to be measured is placed onto a 
traversing stage under the cross hair of a microscope. A reflecting cube 
attached to the stage monitors the movement of one of the two paths of 
the interferometer. This movement is compared to a fixed length of the 
second path with the changes displayed on a monitor. The repeatability 
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of the data was found to be 0.2 micrometer, limited chiefly by the vernier 
acuity of the eye. 

Measurements on the photomask features indicate the required di­
mensions were well within the 1 micrometer stated accuracy for the 
masks with line-width variations not measurable across the mask face. 
Profile measurements on an etched silicon wafer indicate the groove 
periodicity of 228.6 micrometers was maintained within the measure­
ment error. The transverse misalignment of the top and bottom grooves 
was held to 1 micrometer or less and the groove depth maintained at 50 
micrometers. Variations of this type do not significantly add to the 
overall splice loss. The major contributors to array splice loss other than 
fiber diameter variations, was found to be chip thickness variations and 
groove opening variations. 

The groove opening directly affects the vertical position of the optical 
fiber. The groove angle is constant but relatively steep with 1 unit of 
groove opening corresponding to 1.4 units of vertical drop in the optical 
fiber. The data on groove opening variations are shown in Fig. 5. These 
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Fig. 7-Laser-scribed silicon wafer. 

data were taken on both surfaces of one silicon wafer with the cross­
hatched region being data from surface 1 superimposed onto data from 
surface 2. An overall shift in data of 0.2 micrometers can be observed 
when comparing the two surfaces. This shift was caused primarily by 
unequal exposure times. Maximum groove width variations were found 
to be ±0.7 micrometers with a standard deviation of 0.23 micrometers. 
The maximum difference in groove width of 1.4 micrometers would cause 
vertical positioning errors of the optical fibers of 1.96 micrometers for 
a worst-case situation. While this deviation does not exceed the 0.1 core 
radius offset, it does point to a need to minimize groove width variations, 
which are probably caused by variations in wafer thickness with Fresnel 
diffraction playing a part in undercutting at the areas where the wafer 
and photomask did not contact. Thickness variations are at present the 
largest potential contributor to splice loss with total variations of 4 mi­
crometers encountered on some wafers. 

IV. LOSS DUE TO TRANSVERSE OFFSETS 

Splice loss as a function of offset for small offsets of parabolic index 
fibers is shown in Fig. 6.3 K is the ratio of the radius of the receiving fiber 
to the radius of the transmitting fiber. The maximum offsets due to 
groove opening and thickness variations are displayed to indicate the 
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probable loss that could be expected in the worst-case situation. To avoid 
variations of this type an individual chip selection is required at 
present. 

Splice loss data for 144-fiber array connectors using silicon alignment 
chips have been made with the results presented in a companion report 
by C. M. Miller. 

V. SUMMARY AND CONCLUSION 

A laser scribed silicon wafer is shown in Fig. 7. Each 5-cm diameter 
wafer yields 36 usable alignment chips 3.8 X 9.52 mm in size. 

Assembled silicon array connectors have been fabricated with low 
splice loss. The silicon chips can be manufactured with submicrometer 
repeatability and accuracy. Improvements in chip thickness variations 
are anticipated which in turn should reduce the overall groove opening 
variations to a point where individual chip selection would not be re­
quired. 
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We consider the range of validity of a Hilbert-transform approach 
in which the measured magnitude of the modulation-transfer-function 
of an optical fiber is used to compute the fiber's impulse response. It 
is argued that a key "minimum-phase assumption" can fail to be sat­
isfied in important cases, and a few closely related experimental and 
analytical results are presented. 

I. INTRODUCTION 

Pulse dispersion in an optical fiber transmission line limits its infor­
mation-carrying capacity by limiting the temporal spacing of input 
pulses that can be resolved at the output. The impulse response g(t), by 
which we mean the output power of a fiber excited by a unit impulse of 
optical power, provides the necessary information concerning the dis­
tortion of the pulse by modal and material dispersion. For a strictly 
monochromatic pulse source, only modal dispersion contributes to the 
distortion. However, with regard to the corresponding measurement 
problems, it is difficult to obtain sufficiently short «0.5 nsec) and 
monochromatic ( < 10 A) input pulses to accurately study fibers with very 
low modal dispersion. Another difficulty is the lack of availability of 
suitable sources that are tunable over a wide range of wavelengths, in­
cluding wavelengths longer than 1 p,m which are of interest for practical 
fiber systems. 

One can obtain g(t) from the modulation frequency transfer function 
(MTF) G(w), which is the envelope response of the fiber to an incoherent 
optical signal sinusoidally modulated in amplitude at angular frequency 
w. Personick1 has shown that to the extent that certain reasonable ap­
proximations hold, g(t) and G (w) are a Fourier transform pair. In prin­
ciple, the MTF can be determined experimentally. The method employed 
in Refs. 2 and 3 uses a xenon lamp and monochromator as a tunable 
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source that can be sinusoidally modulated to high frequency (> 1 GHz) 
by an electro optic modulator. It is straightforward to measure the 
magnitude I G(w)l of the transfer function 

G(w) = IG(w)le i8 (w) (1) 

using available components, including an RF spectrum analyzer. How­
ever, because the fibers must be long ('-"1 km) in order to obtain good 
measurement precision, the measurement of (J(w) appears to be formi­
dable. As f = w/27r varies from zero to 1 GHz, (J(w) varies nearly linearly 
with f from zero to 1047r radians for a 1 km long fiber. However, the 
contribution of (J(w) to pulse dispersion is due to a nonlinear deviation 
~(J(w), on the order of 27r, from the much larger linear phase shift (Jo(w); 
i.e., 

(J(w) = (Jo(w) + ~(J(w) 

(Jo(w) = wL/v 

(2) 

(3) 

where L is the fiber length and v is an effective envelope velocity taken 
to be independent of w. Hence, direct measurement of phase distortion 
in the presence of the large frequency-dependent (Jo(w) could be subject 
to large error as v varies with temperature or other environmental factors. 
One is therefore led2,3 to consider methods of mathematical computation 
of (J(w) from I G(w) I using Hilbert-transform theory. 

The main purpose of this note is to report on results which indicate 
that unfortunately the Hilbert-transform approach described in Refs. 
2 and 3 is, in general, not a helpful one for the particular problem at issue, 
even though early experimental results suggested otherwise. t 

Roughly speaking, it is known that by using a Hilbert-transform 
relation the phase can be obtained from the magnitude of a transfer 
function provided that the transfer function is "minimum phase." A 
standard condition (which is by no means sufficient) for "minimum­
phase behavior" is that the Laplace transform of the impulse response 
that corresponds to the transfer function have no zeros in the closed right 
half-plane. This is in accord with the observation that for an ideal 
waveguide with constant positive delay TO and transfer function Go = 
e-iWTO, the phase cannot be determined from a knowledge of the function 
IGo(w)1 alone, but a transfer function that has the same magnitude as 
that of the waveguide is G1(w) = 1 for which the phase is zero for all 
w. tt 

t The statement on page 1518 of Ref. 2 concerning the possible lack of "approximate 
minimum phase behavior" was motivated by the results of the joint work described 
here. 
tt The mathematical reason that Go is not a "minimum-phase" function (even though 

e-ZTO has no zeros for Re(z) ~ 0) is that lnle-ZTol fails to satisfy a sufficiently strong growth 
condition in the half-plane Re(z) ~ O. See Sections 5.1 and 5.3 for related material. 
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For our purposes, the difference between Go(w) and G1(w) is unim­
portant, because we are willing to ignore a constant time delay that can 
easily be estimated. More generally, it is reasonable to ask if eiWTOG(w) 
is a minimum-phase function, where TO denotes the linear part of the 
delay. An early impulse response measurement on an actual fiber sug­
gested2,3 that this might indeed be the case. However, the further ana­
lytical and experimental study reported on here shows that nonmini­
mum-phase behavior is likely to arise, and can arise, in important actual 
cases. Some additional closely related material is also presented. 

Methods for circumventing the difficulties described in this note are 
under study, and it is expected that they will be described in a later 
paper. 

II. SOME ANALYTICAL PROPERTIES OF THE MUL TIMODE TRANSFER 

FUNCTION 

In the general case, the transfer function of a fiber can be written in 
the form 

(4) 

in which the integrator a (T) is a real-valued monotonically nondecreasing 
function of T,t and Ta and Tb, which are fixed by the refractive indices 
of core and cladding, are the smallest and largest modal delays, respec­
tively.tt Often a(T) is normalized so that 

J:
Tb 

da(T) = 1 
Ta 

For a fiber that can propagate n discrete modes without mode mixing, 
(4) becomes 

n 
G(w) = L dje -iWTj (5) 

j=l 

in which each dj is a positive constant that represents the initial exci­
tation of the jth mode. Typically, n > 100. Most of our discussion is 
concerned with the important particular case in which (5) holds, and, 
in order to avoid a lack of continuity of the presentation, proofs of the 
results discussed are given in a separate section. We assume that the Tj 

are ordered so that T1 < 1'2 < ... < Tn. 

In (5), G(w) is the generalized Fourier transform of a finite train of 

t Thus, roughly speaking, da (T) in (4) can be replaced with b (T)d T in which the function 
b (T) is nonnegative and may contain impulses corresponding to discrete modes. See Refs. 
1 and 2 for the relevant background material. 

ttWe are of course assuming that material dispersion can be neglected. 
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not-necessarily-equally-spaced impulses. Let H(z) denote the corre­
sponding Laplace transform. That is, let H (z) denote 

n 
.L dje-ZTj 

J=1 

for all complex z. Of course G(w) = H(iw) for all w. 
A standard Hilbert-transform method4,2,3 for determining the phase 

8(w) of a transfer function G(w), from the function IG(w)l, when it is 
possible to do so, is to use the formulat 

8(w) = 2w roo lnl G (y)l dy (6) 
7r Jo y2 - w2 

which, roughly speaking, amounts to a direct application of the Hilbert 
transform 

Im(f(iw)] = 2w roo Re(f(iy)] dy 
7r Jo y2 - w2 

(7) 

in which f(z) is any complex-valued function of z that satisfies certain 
conditions (such as those described in Section 4.ltt) which include the 
condition that f(z) is analytic for Re(z) ;::: O. 

The way in which (7) is used to obtain (6) is of course to let f(z) be a 
suitably defined single-valued variant ofln[H(z)], in which H(z) is the 
Laplace transform of the time function whose Fourier transform is G(w). 
That is what gives rise to the well-known requirement that H(z) be 
zero-free in the closed right half-plane. 

2.1 The zeros of H(z), and related material 

With regard to the location of the zeros of H(z), according to Propo­
sition 2 of Section IV: H(z) ~ 0 for Re(z) ;::: 0 if 

n 
d 1 > L dj (8) 

j=2 

and if (8) is not satisfied, then given an arbitrarily small positive number 
{, and any set of n numbers t 1 < t 2 < ... < tn, we have H (z) = 0 for some 
z in the closed right half-plane for a choice of the Tj such that I Tj - tj I 
.:$; {for allj. In particular, and roughly speaking, unless (8) is satisfied, 
given any set of n delays, there is a set of delays arbitrarily close to those 

t The integrals in (6) and (7) are to be interpreted as Cauchy principal values. 
ttSection 4.1 contains an outline of a proof that (7) holds under certain specific condi­

tions. The derivation given, for instance in Ref. 4, lacks rigor in that, for example, the point 
s in Ref. 4 is initially assumed to be a point internal to a certain contour, while subsequently 
an expression based on that assumption is evaluated for s on the contour. The main reason 
for including the basically tutorial material of Section 4.1 is that it is used to prove another 
result described in this note. . 
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delays such that H(z) is not "minimum phase." Notice that it is not 
claimed that H(z) has a zero in the closed right half-plane whenever (8) 
is violated. t However, Proposition 2 does imply that whenever (8) is not 
satisfied it is incorrect to assert that H(z) -:;z!: 0 for Re(z) ~ 0 when the 
7j are known only to within some positive tolerance E, no matter how 
small E is. Therefore, H(z) is zero-free in the closed right half-plane, and 
that property is structurally stable in the sense indicated, if and only if 
(8) is met. This result suggests that it would not be surprising to en­
counter "nonminimum-phase" behavior with fibers for which the total 
power in a sufficient number of the modes corresponding to the delays 
72, T3, ••• , 7 n is considerable. 

An idealized example in which a somewhat analogous conclusion is 
reached is as follows. Consider an n-mode fiber without mode mixing 
for which the modal delays are equally spaced by 0 sec, so that Tj = T' 0 

+ j 0 for each positive integer j. Assume that the fractional power into 
the jth mode is given by dj = ce'Yj for allj, in which 'Y and c are constants 
with c > O. Then 

e ('Y-zo)n - 1 
H(z) = ce-ZT'o-----

1 - e-('Y-zo ) 

and the condition that H (z) -:;z!: 0 for Re(z) ~ 0 will be satisfied if and only 
if 'Y < O.tt Of course 'Y < 0 means that modes with larger delays have 
smaller excitation. A similar conclusion is reached for the continuum 
mode-mixing caset in which the integrator a (7) of (4) has a continuous 
derivative that is proportional to e'YT. 

While the discussion in the preceding paragraphs suggestsH that there 
are important cases in which (6) cannot be used, it certainly does not rule 
out the possibility that there is some other method for determining O(w) 
from IG(w)1 (which, for example, might possibly exploit the fact that 
the dj are positive). 

In this connection, consider (5). In order to avoid the necessity of in­
troducing a function equal to eiwTlG(w), assume throughout the re­
mainder of this section that 71 = 0 (which of course simply provides a 
normalization tt). 

Suppose, for example, that n = 2 and that d 2 = (1 - d 1) with 0 < d 1 

< 1 and d 1 -:;z!: 1/2. Then IG(w)1 = d 1
2 + (1- dIP + 2d 1(1- d 1) cos (WT2) 

t In fact, we show that that claim would be false. 
tt Since (8) is violated when 'Y is negative and sufficiently close to zero, we see that a given 

specific H (z) can be zero-free in the closed right half-plane when (8) is violated. 
t This example was suggested by H. E. Rowe. 

t t Little information is available concerning how to accurately specify G (w) for an actual 
fiber using purely analytical methods. Very small geometrical perturbations can have 
significant effects on the impulse response of graded-index fibers.5 

tt It is easy to see that without some such normalization, it is is not possible to determine 
8(w) from IG(w)l. 
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Fig. I-Measured (deconvolved) impulse responses for (a) a Ge02-Si02 fiber with IX < 
IXopt; (b) a B20 3-Si02 fiber with IX ~ IXopt. 

which clearly is unchanged if d l is replaced with (1 - d l ). Hence given 
only IG(w)1 for all w, and that (5) with TI = 0 holds, it is not possible to 
find a unique O(w).t 

With regard to results in the opposite direction, when (5) holds and 
(8) is satisfied, it is true that the phase function O(w) can be obtained from 
I G(w) I by using (6). This is proved in Section 5.3. 

III. EXPERIMENT 

For each of two fibers A and B the impulse response was measured by 
injecting 0.4 nsec pulses (20' width) from a GaAs laser (A = 0.9 JIm) and 
observing .the pulse distortions after propagation through the fibers. 
Fiber A was 1 km long and had a graded index Ge02-Si02 core with a 
~ 1.9 and a opt(O.9 JIm) ~ 2.0. Fiber B was 1 km long and had a graded 
index B20 3-Si02 core with a ~ a oPt(0.9 JIm) ~ 1.8. The measured impulse 
responses are shown in Figs. 1a and b. These impulse-response functions 
were Fourier transformed to obtain IG(w)1 for each case. Then each 
I G (w) I together with its phase calculated from piecewise-linear formulas4 

based on (6) was used to calculate a corresponding impulse response. The 
plots are shown in Figs. 2a and b for fibers A and B, respectively. It may 
be seen that the calculated and measured responses agree quite well for 
fiber B with a suitable normalization and translation to bring them into 

t Analogous examples can be given which hold for all n ~ 2. For instance, let H(z, 'Y) 
denote the expression for H(z) for the idealized exponential-excitation case mentioned 
above, with c chosen to depend on 'Y so thlltH(O, 'Y) = 1. It is not difficult to verify that 
we have IH(iw, 'Y)I = IH(iw, -'Y)I for all w for each 'Y. 
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Fig. 2-Impulse responses calculated from the magnitudes of the fourier transforms 
of the measured impulse responses in Figs. l(a) and (b). 

coincidence. On the other hand, the measured and calculated responses 
for fiber A do not agree. t 

The fact that the functions of Figs. 1a and 2a appear to be approximate 
mirror images of one another suggests that all of the dominant zeros 
associated with the transfer function of fiber A might lie in the right 
half-plane. In this connection, we note that a general function H(z) of 
the form defined in Section II can have zeros in both half-planes. For 
example, with H(z, 'Y) as defined in a preceding footnote, the product 
H(z, l)H(z, -1), which can be written in the same form as H(z), has 
zeros in both half planes. 

IV. CONCLUSIONS 

With regard to the overall problem of determining the impulse re­
sponse g(t), direct measurement of the phase appears to be difficult and 
the general use of the "minimum phase" assumption to calculate the 
phase does not appear to be justified. 

Methods for circumventing the difficulties described are under study, 
and it is expected that they will be described in a later paper. 

V. APPENDIX: PROOFS 

5. 1 Outline of a derivation of a well-known formula 

Let z be a complex variable with real and imaginary parts x and y, 
respectively, and let z* denote the complex conjugate of z. Let f be a 

t An early computational error led to a reversal of the sign of the time scale for the phase 
calculations as reported in Refs. 2 and 3. Thus, it was erroneously reported that g (t) for 
measured and calculated responses matched for fiber A. 
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complex-valued function of z defined throughout an open subset S of 
the (x, y)-plane that contains the half-plane x ~ 0 such that: f(z*) = 
f(z)*, Re[f(iy)] is an even function of y, and Im[f(iy)] is an odd function 
ofy. 

Proposition 1. Suppose thatf is analytic on S, and that If(z)/z 1-- 0 as 
Iz 1 -- 00 in the half-plane x ~ o. Then 

Im(f(iw)] = 2w P foo Re[f(iy)] dy 
7r Jo y2 - w2 

for each real w > 0, in which P denotes a Cauchy principal value. 

Outline of a Proof. Assume that the hypotheses of Proposition 1 are 
satisfied. Let w > 0 be given, and choose € > 0 such that € < wand f is 
analytic for 1 z - iw 1 < 2€. With p any positive number such that p > w 
+ €, let C denote the contour shown in Fig. 3 which consists of a semi­
circular arc of radius p, two semicircular arcs of radius €, and a portion 
of the y-axis. 

By Cauchy's integral theorem, 

f(iw) = ~ f f(z~ dz 
27rl Jc z - lW 
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Therefore, 

Im[f(iw)] = ~ r [(z) dz 
27ri Jc (z - iw)(z + iw) 

(10) 

Consider separately the following contributions to the right side of (10): 
lIthe integral along the y-axis from z = ip to z = -ip excluding the two 
gaps due to the semicircular E arcs, the sum 12 of the integrals along the 
E arcs, and the integral 13 along the remaining arc of radius p. 

We find at once that 

II = ~ [ r W
-

E + f.P ] Re[f(iy)] dy 
7r Jo W+E y2 - w2 

Using the fact that the integral of (z - iw)-1 over the upper € arc is i7r, 
it follows that 12 = % Im[f(iw)] + O(E) in which o(€) -- 0 as € -- o. Also, 
13 = (J(p) in which (J(p) -- 0 as p -- 00. 

Since Im[f(iw)] = II + 12 + 13, we have 

Im[f(iw)] = 211 + 20(€) + 2{J(p) 

from which it is clear that the limit 

lim lim 211 
P_oo E-O 

exists and is equal to Im[f(iw)]. This completes the outline of the 
proof. t 

5.2 Result concerning the zeros of H( z) 

Let H (z) denote tt 

n 
" d ·e-ZTj 
.L J 
J=l 

for all complex z, in which n ~ 2, dj > 0 for all j, and the 7j are real 
numbers such that 71 < 72 < ... < 7 n. 

Let tr, t2 . .. , tn denote any set of n real numbers with the property 
that t1 < t2 < ... < tn. 

Consider the condition 

(11) 

Proposition 2. We have H(z) ~ 0 for Re(z) ~ 0 if (11) holds. If (11) is 
not satisfied, then for any positive € there is a choice of the 7j such that 
17j - tjl ~ € for allj and H(z) = 0 for some z with Re(z) ~ o. 

t For further results concerning Hilbert transforms, see, for example, Ref. 6. 
tt For the reader's convenience the definition of H(z) is repeated here. 
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Proof. If (II) holds and z = x + iy with x ~ 0, 

IH(z)i = I e-ZT1 
[ d, + J2 djrZ

(Tj-T1)] I ~ e-XTI (d, - jt2 dj) > 0 

Suppose now that 

(12) 

and let € be given. Let z = x + iy with y = 7r / €. Choose Tl = t 1 - €, and for 
eachj = 2,3, ... , n, choose Tj such thate-iY(Tj-Tl) = -1 and ITj - tjl 
:5 €. We have 

H(z) = e-ZTI [d1 - .f dje-Xh-Tl )] (13) 
J=2 

in which Tj - Tl > 0 for j ~ 2. Using (12) and (13), it is clear that there 
is an x ~ 0 such that H(z) = 0, which completes the proof. 

5.3 A corollary of proposition 1 

Concerning the function H defined in Section 5.2 consider the fol­
lowing hypothesis. 

Hypothesis: Tl = 0 and (11) is satisfied. 
We notice that if the hypothesis holds, then, for each real w, Re[H(iw)] 

> 0 and we have H(iw) = IH(iw) I eict>(iw), in which cJ>{iw) denotes the 
principal value of tan-l {Im[H(iw)]lRe[H(iw)]}. 

Proposition 3. If the hypothesis holds, then 

( .) 2w P So 00 In I H (i w ) I d cJ> lW = - Y 
7r 0 y2 - w2 

for w > 0 in which P denotes a Cauchy principal value. 

Proof: Assume that the hypothesis is satisifed. We shall show that 
Proposition 1 can be used. 

Let Xo be a negative number such that 

n 
d 1 > .L dje-XOTj 

J=2 

We see that there is a positive constant () such that Re [H (z)] > () for Re(z) 
> Xo. Let cJ>{z) denote the principal value of tan-l {Im[H(z)]lRe[H{z)]} 
for Re(z) > Xo. 

For each complex z such that z ~ 0, let p{z) denote the principal value 
of In z. Thus, p[H(z)] = InIH(z) I + icJ>(z) for Re(z) > xo, and p[H(z)] is 
analytic in z for Re(z) > Xo. 
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Reduction of Network States Under Symmetries 
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It is a folk-theorem of traffic theory that if all sources have the same 
stochastic behavior, then symmetries of a telephone connecting network 
can be used to lump together equivalent states and to reduce the 
number of equations to be solved for the state probabilities. The 
structural and algebraic bases of this idea, and its connections to sto­
chastic models, are studied here by means of concepts from lattice 
theory, group theory, and combinatorics generally. It is shown that 
when offered traffic is homogeneous and routing is structurally con­
sistent, the state equations for certain natural Markov processes 
(representing operating telephone networks) can be substantially 
simplified by restricting attention to "macros tates, " defined as the 
structural equivalence classes of states, of which there are typically 
many fewer than of states. Reduced state equations are then obtained 
for general networks under simple Markovian traffic assumptions. 

I. INTRODUCTION 

Most telephone connecting networks are built in stages of identical 
units, arranged symmetrically in frames, and joined by symmetric 
cross-connect fields (Fig. 1). As a result, their structure has so much 
symmetry that it is possible quickly to identify at least some network 
states that are "essentially" equivalent in that their combinatorial 
structure is the same, and that they differ only in point of renaming 
terminals, switches, links, customers, etc. It has long been known in the 
informal lore of traffic theory that if the traffic sources at the terminals 
have the same stochastic behavior, then these symmetries of the network 
could be used as a basis for lumping together equivalent states and re­
ducing the number of equations to be solved for the state probabili­
ties. 

Such a line of thought was first pursued in a formal way by S. P. Lloyd l 

in unpublished work dated September 19, 1955, and we follow it further 
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here. But whereas Lloyd right away considered probability transition 
rate matrices (for Markov processes) which he assumed admitted sym­
metry operations, we shall instead first relate the relevant symmetries 
to the network graph and the semilattice of states, without reference to 
a probabilistic model, and only later consider a natural traffic model. 
Our approach remains combinatorial as long as possible, and allows us 
eventually to include the effects of routing decisions, to connect the re­
duction ideas with optimal routing, and to find that certain natural 
transition matrices necessarily admit the network symmetries. In par­
ticular, we show that a traffic model used in previous work2 has a tran­
sition rate matrix that admits the symmetries of the network graph, 
provided only that the routing matrix used also admits these sym­
metries. 

An additional practical incentive for the present study is the fact that 
for small networks, such as concentrators, it is often possible to press 
the advantages gained by reducing the states to their equivalence classes, 
and to solve completely the problem of optimal routing. One can then 
devise a circuit or a finite-state machine to mechanize the optimal 
routing policy, as has been done by A. F. Bulfer for the RTA concentrator 
structure.3,4 Indeed, historically, it was our attempts to prove some of 
Bulfer's surprising empirical results that led to a realization that a 
thorough study of structural equivalence of states was valuable and 
necessary.5,6 

II. SUMMARY 

Various preliminaries are in Sections III and IV: a model for discussing 
connecting networks, with an account of the role of symmetry. Prior· 
results of S. P. Lloyd on the use of groups to reduce state equations are 
described in Section V, and there is a heuristic discussion of some nec­
essary conditions on such groups in Section VI: they should be groups 
of automorphisms of the semilattice of states that preserve the relation 
of having the same calls up. The symmetry group Gn of the network 
graph appears in Section VII; it is used in Section VIII to define struc­
tural equivalence of states and its associated group G v, and in Sections 
IX and X to define a natural homomorphic image G TJ of G n into G v which 
usually gives a more economical description of equivalence in terms of 
a group than does Gv• The semilattice of states induces a partial ordering 
of the reduced states, described in Section XI. 

The next four sections are devoted to detailed calculations of sym­
metry groups Gn , G v, and G TJ for various well-known networks: individual 
2 X 2 switches in Section XII, a random slip concentrator in Section XIII, 
a small three-stage network in Section XIV, and general crossbar net­
works in Section XV, including frames, cascades of stages, and the No. 
5 crossbar type network. The final four sections consider a simple sto-
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chastic model for traffic in a network with routing decisions, and show 
how the reduced state equations are derived in this setting. 

It can be concluded that symmetry groups afford a precise definition 
of structural equivalence for network states; this equivalence in turn 
allows a substantial reduction in the number of equilibrium equations 
for state probabilities in suitable stochastic models, thus extending the 
range of computable examples. For modest networks the reduction 
method can be used to perform optimal routing in explicit ways.5,6 

III. PRELIMINARIES 

We shall use a model for the structural and combinatorial aspects of 
a connecting network. This model arises by considering the network 
structure to be given by a graph G whose vertices are the terminals of 
the network, and whose edges represent crosspoints between terminals 
by pairs, with some of the terminals designated as inlets or outlets. Calls 
in the network are described by paths on G from an inlet to an outlet. 
Thus a connecting network v is a quadruple v = (G,l, n,S) where G is a 
graph depicting network structure, I is the set of vertices of G which are 
inlets, n is the set of outlets, and S is the set of permitted or physically 
meaningful states. It is possible that I = n (one-sided network), that I 
n n = ¢ (two-sided network), or that some intermediate condition ob­
tain, depending on the "community of interest" aspects of the network 
v. Variables w, x, y, and z at the end of the alphabet denote states, while 
u and v denote a typical inlet and a typical outlet, respectively. 

A possible state x can be thought of as a set of disjoint chains on G, 
each joining I to n. Not every such set of chains need represent a state 
in S: wastefully circuitous chains may be excluded from S. The set S is 
partially ordered by inclusions ~, where x ~ y means that state x can 
be obtained from state y by removing zero or more calls. It is reasonable 
that if y is a state and x results from y by removal of some chains then 
x should be a state too; i.e., S should be closed under "hangups." It can 
be seen from this requirement that the set S of permitted states has the 
structure of a semilattice, that is, a partially ordered system whose order 
relation is definable in terms of a binary operation n that is idempotent, 
commutative, and associative, by the formula x ~ y iff x = x n y. Here. 
for x n y we can simply use literal set intersection: x n y is exactly the 
state consisting of those calls and their respective routes which are 
common to x and y. 

An assignment is a specification of what inlets are to be connected to 
what outlets. The set A of assignments can be represented as the set of 
all fixed-point-free correspondences from subsets of I to n. The as­
signments form a semilattice in the same way that the states do, and A 
is related to S as follows: call two states X,y in S equivalent as to as­
signment, written x '" y, iff all and only those inlets ud are connected 
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in x to outlets vd1 which are connected to the same v in y, though pos­
sibly by different routes; the realizable assignments can then be iden­
tified with the equivalence classes of states under "', and there is a nat­
ural map 1': S -- A, the projection that carries each state x into the 
assignment 'Y(x) it realizes, i.e., the equivalence class it belongs to 
under "'. 

With x and y states such that x 2: y, it is convenient to use x-y to mean 
the state resulting from x by removing from x all the calls in y. Similarly, 
with a and b assignments such that a 2: b, we use a-b to mean the as­
signment resulting from a by dropping all the connections intended in 
b. Note that here x-y, a-b have their usual set-theoretic meaning. 

It can now be seen that the map l' is a semilattice homomorphism of 
S into A, with the properties: 

x 2: Y ==? 'Y(x) 2: 'Y(y) 

x 2: Y ==? I' (x - y) = I' (x) - I' (y ) 

1'(x n y) s 1'(x) n 'Y(y) 

'Y(x) = ¢ ==? X = 0 = zero state, with no calls up 

Not every assignment need be realizable by some state of S. Indeed, 
it is common for practical networks to realize only a vanishing fraction 
of the possible assignments, and the networks that do realize every as­
signment, the so-called rearrangeable networks, have been the objects 
of substantial theoretical study. Thus the image set 'Y(S) of realizable 
assignments is typically much smaller than the set A it is embedded in. 
A unit assignment is, naturally, one that assigns exactly one outlet to 
some inlet, and it corresponds to having just one call in progress. It is 
convenient to identify calls c and unit assignments, and to write l' (x ) U 
c for the larger assignment consisting of 'Y(x) and the call c together, with 
the understanding of course that c is "new in x" in the sense that neither 
of its terminals is busy in x. 

We denote by Ax the set of states that are immediately above x in the 
partial ordering s of S, and by Bx the set of those that are immediately 
below. Thus 

Ax = \states reachable from x by adding a call} 

Bx = \states reachable from x by a hangup} 

For c new in x, let Acx = Ax n 1'-1 ['Y(x) u c]; Acx is the subset of states 
of Ax that could result from x by putting up the call c, because 'Y- 1'Y(Y) 
is precisely the equivalence class of y under "'. If Acx is empty then we 
say c is blocked in x: there is no YfAx which realizes the larger assignment 
'Y(x) U c. It can be seen that with F x the set of new calls of x that are not 
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blocked, the family {Acx,cE:Fx I forms the partition of Ax induced by the 
equivalence "'. 

IV. HOW DOES SYMMETRY HELP? 

Symmetry in the structure of a connecting network, together with the 
theoretically convenient (but in practice false) assumption of homoge­
neous or interchangeable traffic sources, leads to simplifications in 
calculating state probabilities, loss, carried load, and other traffic 
quantities. In most cases the simplification occurs because network states 
that have the same structure to within renaming of customers, links, and 
switches are in a definite sense equivalent, and because if traffic sources 
are interchangeable, such equivalent states can turn out to have the same 
equilibrium or transition probabilities. Whether they do or not depends 
on the rest of the traffic model, especially on the rule used to make 
routing decisions: roughly speaking, if the rule is consistent in that it 
opts for analogous routes for analogous calls in equivalent states, then 
equivalent states will (or at least can) have the same probabilities. In such 
cases the state probabilities can be calculated from those of the equiv­
alence classes, of which there are usually many fewer, by considering, 
in place of the original microscopic stochastic process on the set of states, 
a macroscopic one taking values on the equivalence classes. 

Our problem in this paper is to make all these notions, especially that 
of "equivalent" states, as precise as possible in the general network 
setting. In view bf the central role of symmetry it is natural to expect that 
the equivalence idea be expressed mathematically by means of group 
theory, and particularly, in terms of the symmetry group of the graph 
G depicting network structure. Applications to optimal routing in net­
works and concentrators will appear in later work.5,6 These applications 
are considerably complicated by the following "problem of refusals": 
It turns out that analytical methods for finding optimal routing rules 
are greatly simplified if, as operator of the network, the telephone 
company is allowed the option of refusing to complete an unblocked call 
if it thinks that this denial of service will improve performance according 
to some criterion of interest; with this added option the task of finding 
out when to decline unblocked calls is part of the routing problem, a part 
which it turns out is usually much harder than actually choosing the best 
route if the call is to go in; however, it is often possible to solve the routing 
problem up to refusals, that is, to specify optimal routes for calls that 
might go in without ruling on whether they go in or not. 

V. PRIOR RESULTS OF S. P. LLOYD 

The relevance of group theory was well understood in 1955 by S. P. 
Lloyd, whose unpublished work! is now sketched. He used a standard 
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method of identifying an equivalence relation on a set with a group of 
bijections of the set into itself. This method considers a group G v of 
correspondences of S onto itself, and describes "equivalent" states as 
follows: G v is said to be transitive on a subset X of S iff 

(i) XEX, gEG v ~ gXEX 

(ii) X,YEX ~ 3gEG v such that gx = Y 

X is then called a transitive set. With I X I the cardinality of X, it can 
be shown that I X I divides the order of G v, and that each member of X 
appears exactly 

times in the array gx, gEG v, where x is any element of X. For each XES 
define 7rX = {gX:gEG v}. It can be seen that each 7rX is a transitive set, and 
that for any X,YES we have either 7rX = 7rY or 7rX n 7rY = ¢. Thus the 7rX 

form a partition of S, and so Gv induces a corresponding equivalence 
relation == according to x == Y iff there is a gEG v such that gx = y. Con­
versely, given an equivalence relation == on S, the set of all bijections g:S 
~ S with gx == x forms a group G v under composition which induces == 
in the sense above, and we have the following "summation formula:" 
With a an equivalence class of ==, x any member of a, and f a real valued 
function on S, 

10'1 
L f{y) = -IG I L f(gx) 
yw v gEG v 

Now let Xt be a continuous-parameter Markov process taking values 
on S, with a stationary transition rate matrix Q = (qxy), assumed to be 
ergodic. There is then a unique probability vector p = {Px,x ES} such that 
p solves the "statistical equilibrium" equations 

(I) 

p is the stationary probability distribution for Xt. The group G v and the 
relation == become relevant to eq. (1) when the matrix Q of rates is un­
affected by the permutations (of its rows and columns) corresponding 
to gEG v ; indeed, if Gv and == express what we mean by saying that 
equivalent states differ only in respect of renaming customers, switches, 
etc., this is the precise way that symmetry affects the problem of calcu­
lating state probabilities. This relevance is recognized in the fol­
lowing 

Def. 1: Q admits Gv iff gEG v, X,YES ~ 

qxy = q(gx)(gy) 
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which leads quickly to Lloyd's basic 1955 results: 

Theorem 1: Let G v be a group of bijections of S onto itself such that Q 
admits Gv , and let E = I7rX,XES} be the set of equivalence classes induced 
by Gv• Then 

(i) The projection map 7r:X -- 7rX defines a "macroscopic" Markov 
process 7rXt on E, with transition rates 

qa{3 = L qxy for XElX and lXEE 
yt{3 

and stationary probabilities IPmlXEE} satisfying 

(ii) For each xElXEE, 

1 
Px =~Pa 

Thus if Q admits G v, then equivalent states have the same stationary 
probabilities, and these can be computed from a reduced state equation 
of lower order. 

Proof of Theorem 1: Everything follows from the fact that if {3EE, 
then 

has the same value for all x ElXEE; so we prove this first. If Z ElX then by 
transitivity of lX there is a gEG v with x = gz, so that 

The second equality arises from g-l{3 = {3, the third from Q's admitting 
G v. Since x and z were arbitrary elements of lX, the result is proved. It 
implies, by results7 of M. Rosenblatt and C. J. Burke, that 7rXt is a 
Markov process with transition rates 

qa{3 = L qxy, any XElX 
yt{3 

and 7rXt is ergodic if Xt is. Hence it has a unique stationary probability 
distribution IPmlXEE} satisfying 

L Paqa{3 = 0, {3EE 
aEE 
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Thus (i) is proved; to prove (ii) we show first that 

Pa = L Px 
XEa 

where {Px,x {OSI is the stationary distribution of Xt. We find 

L L Pxqa{1 = L Px L qxy = L L Pxqxy = 0 
mE xw XES YE{1 YE{1 XES 

since the inner sum in the last term is always zero. Thus 

{ L Px, CHE} 
XEa 

satisfy the (reduced) equilibrium equations for 1rXt, and so by the uni­
queness of its (probability vector) solution, 

Pa = L Px 
XEa 

Now define q by qx = l1rx 1-1p7rx and consider that 

o = L Paqa{-J = L l1rx 1-1
p7rxq(7rx){1 

mE XES 

= L qx L qxy = L L qxqxy 
XES YE{1 YE{1 XES 

However if z{O{3, there is gf.G v with y = gz, and (since q is constant on 
equivalence classes) qx = q(g-lx) so that 

Thus 

is constant over equivalence classes and so it must be zero. Hence q is 
a probability vector solution of the equilibrium equation for Xt, so q = 
p, i.e., Px = l1rx 1-1p7rx. 

Lloyd's theorem accurately captured the relevance of the rate matrix 
Q's admitting the group G v, and he gave examples of the application of 
his result to small networks, such as individual switches and partial ac­
cess concentrators, but he did not elaborate on the groups G v to be 
considered. However, in applying such a result to traffic in connecting 
networks we want to be sure that the groups Gv we use reflect the intu­
itive notions of invariance of structure under renaming of terminals, 
switches, etc. The theorem thus leaves us with these important questions: 
What groups G v are appropriate or available for describing equivalence 
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relations == useful in applications to traffic in networks? What traffic 
models give rise to rate matrices Q that admit these groups? 

Furthermore, since we expect the applications we make of Lloyd's 
theorem to networks to depend on both network symmetry and customer 
interchangeability, not to mention routing, it would be well to have a 
formulation in which these items are clearly separated, as they are not 
in Theorem 1. What we need is a more specific definition of "equiva­
lence" of states, one independent of probabilistic models, and peculiar 
to the network applications we intend, and one that reflects the idea of 
invariance of structure under renaming. These requirements will be met 
by constructing some groups that are appropriate from the symmetry 
group of the network graph G; Lloyd entertained8 such an idea but did 
not describe it in Ref. 1. We shall first argue that certain natural neces­
sary conditions, to be met by groups considered "appropriate," imply 
that they should be automorphism groups of (8, ~) whose elements 
preserve ""; then we show how such groups arise directly from the sym­
metry group of the network graph. 

VI. TWO INTUITIVELY NECESSARY CONDITIONS 

We need properties and concepts that help make precise the notion 
of "structurally equivalent" states. Some of these will now be arrived 
at quickly and intuitively. Consider therefore two states x and y that 
differ only in point of renaming terminals and links, but otherwise have 
the same structure. In such a situation we expect to be able to make a 
correspondence between the calls in progress in x and those in y, because 
structural equivalence requires that each call e in progress in x have at 
least one analog in progress in y, playing the role of e in the structure of 
y. This being so, we see in the same way that the elements of Bx (ob­
tainable from x by a hangup) have a natural correspondence to those of 
By, going beyond the fact that IBxl = IByl = Ixl = Iyl:namely, toz(Bx 
we assign a state in By obtained by hanging up an analog of the call hung 
up in x to get z, i.e., an analog of 'Y(x - z). 

An exactly similar situation holds for the sets Ax and Ay of states 
which are respectively above x and y; actually, more is true, since for 
every call e free and not blocked in x there will be an analog (possibly 
more than 1), call it e', free and not blocked in y, and to every way of 
putting up e in x, i.e., for every z €Aex, there will be a corresponding way 
of putting up an analog e' in y, and thus a natural correspondence of Aex 
with Ae1y. It is intuitively clear that Ae,y cannot have either more or fewer 
states than Aex, else there would have to be something structurally dif­
ferent about x and y to account for the discrepancy. 

Let now g denote the partial natural correspondence we have so far, 
with the properties gx = y, g(Bx) = Bgx, and g(AI'(z-x)x) = AI'(gz-gx)gX 
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for uAx. As we indicated, not even this much of g is unique. Nevertheless 
we suggest thatg can be extended in a similar way, and to be defined on 
all of 8 in such a way as to satisfy the commutation g(Bx) = Bgx and the 
distribution g(Ay(z-x)x) = Ay(gz-gx)gx for zEAx. It is not hard to see that 
these conditions are the same as 

x ~y~gx ~gy 

x ~y ~gx ~gy 

The map g then takes any state into one equivalent in structure, in such 
a way as to preserve order in (8, ~) and also equivalence in the other 
sense of having the same people talking. We can expect that g (8) = 8, 
and that g is one-to-one. 

Now an isomorphism between two partially ordered systems (POS) 

is precisely a bijection that preserves order both ways; in our case the 
two POS coincide, so g is called an automorphism of (8, ~). Since 
equivalence is transitive, it follows that if there are automorphisms g, 
h such that y = gx, Z = hy, then there must be one I such that Z = lx, 
namely the composition I = hg. Hence one is led naturally to consider 
groups of automorphisms that preserve~. Thus while any equivalence 
relation on 8 can be described by a group of bijections on 8, we claim that 
to adequately express what is meant by structure invariant under re­
naming, the groups of interest for a theory of networks should be auto-· 
morphism groups of (8, ~). Thus the first part of this study of equiva­
lence == between states is the search, for a general network v, for a group 
Grt of automorphisms of (8, ~) that preserve ~ such that the "usual" 
definition of equivalence via a group, viz., 

x == y iff 3gEG rt :9 x = gy 

agrees with what we mean by structural equivalence. 

VII. SYMMETRIES OF THE NETWORK GRAPH 

Structural equivalence of states rests ultimately on properties of the 
network graph G that are independent of and prior to the choice of inlets 
I, outlets rl, and states 8 that complete the description of a network v 

= (G,I,rl,S). In an informal way, one might say that the equivalence of 
two states under renaming of terminals and links really depends on what 
it means for the network to "look the same" to distinct terminals. As an 
example consider \two arbitrary distinct inputs on the left side of the 
standard No.5 crossbar type network in Fig. 1. It is obvious intuitively 
that if the frames and switches are identical, and the connections within 
and between frames correspond to complete bipartite graphs in the usual 
way, then the network "looks the same" to two such inlets. The same is 
true of any two interframe junctors, or of any two links from the same 
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Fig. I-Connecting network. 
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or from two distinct frames. We seek to clarify this informal notion of 
"looking the same," and to develop it into a precise definition of struc­
tural equivalence in terms of a natural symmetry group for the network 
graph. 

Let us think of the terminals of v as the vertices, and of the crosspoints 
as the edges, of the network graph G. It is clear that G is determined by 
giving a relation N on the set T of terminals such that for t,s in T, tNs 
iff there is a crosspoint or edge between t and s. N is the symmetric 
"nextness" or adjacency relation that completely depicts the network 
structure. 

Now suppose that we rename the terminals in T according to some 
permutation T. Most permutations would play havoc with the adjacency 
relation; that is, if t and s had a crosspoint between them, then Tt and 
TS easily might not, and conversely. But there might be some permuta­
tions other than the identity which preserved N in the sense that for 
every t,sET 

tNs iff (Tt)N(TS) 

In this case the permuted terminals have cross points between them in 
exactly the same pattern as the unpermuted. It is the existence of such 
an "N -preserving" permutation T that we take as the precise meaning 
of "looking the same." 

The network "looks the same" to two terminals t and s iff there is an 
N -preserving permutation T of T into itself such that s = Tt. It is ap-
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parent that these N-preserving permutations form a group, which we 
call the symmetry group of the network graph G. We remark that this 
group may be trivial (if there are no N -preserving permutations except 
the identity), and that in any case it in no way depends on what terminals 
have been designated as inlets or outlets, or on what ways of closing the 
cross points are to be allowed as physically meaningful states. 

In most telephone connecting networks the set I of inlets and that n 
of outlets are fixed sets of terminals, and one is not interested in whether 
the network "looks the same" to an inlet as it does to an intermediate 
link or junctor; in most cases it will not, in any case, because of their 
different functions in operation. So it makes sense to restrict the N­
preserving bijections we think of as renamings of switches and terminals 
to those which either preserve both I and n, or else map each onto the 
other. This restriction defines a subgroup Gn , called the symmetry group 
of G for I and n, which will be used to define structural equivalence of 
states. 

VIII. SYMMETRIES OF THE SET OF STATES 

The set 8 of states of a network v = (G,I, n,8) represents all the ways 
of closing the crosspoints which we regard as physically sensible. It is 
closed under hangups, that is, under removal of a chain from a state; it 
need not be closed under adding new chains, nor even under adding new 
chains which by themselves already represent a state with one call in 
progress. It is convenient, however, to require that sets of chains in a 
structural equivalence class either all belong to S, or that none of them 
does. This requirement of course implicitly assumes that we know what 
structural equivalence is before we choose states for S; it will be seen that 
the definition of equivalence below applies to arbitrary sets of chains 
on G, so the requirement can be met as we choose such sets to belong to 
8. Specifying the set 8 represents definite choice of the ways in which 
the network with graph G is to be used. 

We shall now use the symmetry group Gn of the network to define 
what we mean by two states' differing only in point of renaming links, 
terminals, etc. Indeed, it can be seen intuitively that the symmetry group 
G n of the network induces a natural equivalence relation on sets of chains 
on G, and thus on whatever such sets we choose as states: two sets of 
chains on G are equivalent if there is some group element nGn such that 
a terminal t is busy in the first iff rt is busy in the second. The incorpo­
ration of a map nGn in the definition ensures that simultaneously the 
network looks the same to a terminal t and to its analog rt. For states, 
then, we define structural equivalence == by 

Def. 2: x == y iff :1 nGn :3 tr, ... ,tm are the terminals busy in x iff rtl, 
... ,rt m are those busy in y. 
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It is apparent that since Gn is a group, == is an equivalence relation on 
S, partitioning S into a set E of equivalence classes cx,/J, ... , and inducing 
a natural projection map 7r: S -- E such that 

7rX = {y:y == x}fE 

The elements cx of E will be the reduced network states. As in Section 
V, we see that there is an associated group G v that provides an alternative 
description of ==; G v is the group of all bijections g: S ~ S which map each 
equivalence class cx into itself. In fact, G v is the largest strictly imprimitive 
group of bijections of S onto itself whose sets of imprimitivity are pre­
cisely the cxfE: 

De/. 3: Gv = {g:S ~ S 3 g(cx) = cx for cxfE} 

Remark 1: As in Section V, we have x == Y iff :3gfG v 3 gx = y. 

Remark 2: Although G v is a group of bijections which does characterize 
==, it is typically not economical. It turns out that a much smaller 
subgroup of G v, defined directly from Gn , suffices to characterize == as 
in Remark 1. These subgroups appear in Section 10, and they are the 
"'-preserving automorphism groups desired in Section VI. 

IX. ACTIONS OF TEGn ON A AND 5 

An assignment a is a correspondence or injection from a subset of I 
into Q. Thus an element TEGn acts in a natural way on an assignment afA 
to produce a new assignment ,a according to the rule that U and v cor­
respond in a iff IU and ,v correspond in la. Similarly an element HGn 

acts in a natural way on a set X of chains on the graph G to produce a 
new set IX of chains consisting of the I-images of chains in X, thus: tI, 
... ,tl is to be a chain of X iff It 1, ••• "t I is a chain of IX. In particular 
a HGn acts on a state XfS to produce a set of chains IX, and it is rea­
sonable to assume, as we have done here, that the choice of S is consistent 
with the symmetry group Gn in that S is closed under the action of any 
HGn:XfS, HGn ==> IXfS. This will ensure that either all the sets of chains 
in a structural equivalence class are states, or none of them is. 

Remark 3: Since I may map Q onto I its action on afA may reverse the 
"usual" order of the pairs (u,v)d X Q to (,U"V )fQ X I. Therefore we do 
not distinguish between an assignment 

a = {(u,v)d X Q:(u,v)w} 

from its inverse 
a-I = {(V,U)fQ X I:(u,v)wj 

or else we specify that when II = Q then the action is defined by 

,a = {(,v"u):(u,v)wj 
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x. HOMOMORPHISM OF Gn INTO Gp 

The network symmetry group Gn depends only on the basic network 
structure: the adjacency relation N of the graph G that depicts the 
network, and the choice of I and Q, since nGn are restricted to preserve 
inlets and outlets. The state symmetry group Gv describing ==, however, 
also depends on what sets of chains on the graph G are chosen as phys- . 
ically interesting or important states. Since Gn is used in the definition 
of ==, and thus of G v, it is not surprising that Gn and G v happen to be al­
gebraically related: there is natural homomorphic image GTJ of Gn in G v , 

consisting entirely of "'-preserving automorphisms of (S, :::;), and de­
scribing the same equivalence relation ==. Thus for most purposes it is 
more convenient to use the "equivalent" subgroup G TJ than the full 
symmetry group G v associated with == by the standard method. The big 
group G v induced by ==, incidentally, is not necessarily an automorphism 
group: consider, e.g., the 2 X 2 switch of Fig. 4 supra; clearly 5 == 6 and 1 
== 3, but 1 :::; 5 and 3 :$ 6. Thus the map g defined by the permutation (13) 
(24) (56) belongs to Gv but is not an automorphism. 

Theorem 2: The action of nGn on states x defines a homomorphism 
1]:Gn -- G v according to the rule that 1](r)x = rx; the image group GTJ = 
1](Gn ) is an automorphism group that preserves "'. 

Proof: For nGn , define 1]( r)eG v by the condition 1]( r)x = rX that tl, . .. 
,tl is a chain of xeS iff rtl, . .. ,rtl is a chain of 1](r)x(=rx). The subset 
1](Gn ) is closed under composition, so it is a subgroup GTJ of G v• If x :::; 
y, then 1](r)x :::; 1]( r)y for each nGn , so that each 1]( r) is an automorphism 
of (S, :::;). It is easily verified that 1](rlr2) = 1](rl)1](r2); preservation of 
'" follows from the definition of action. 

Theorem 3: If every terminal teT is busy in some state xeS, then the 
homomorphism 1] of Theorem 2 is an isomorphism, i.e., it is injective 
(one-to-one). 

Proof: If 1]( rl) = 1]( r2), let x be a state with one call up in which a terminal 
t is busy. Then x consists of a single chain tl, ... ,tl such that t is some 
ti and rltj = r2tj for 1 :::; j :::; 1. Then rlt = r2t, and since t is arbitrary we 
have rl = r2, and so 1] is injective. 

Remark 4: The following conditions are all equivalent: 

(i) x == y 
(ii) For some nGn , x = ry = 1]( r)y 
(iii) For some heGTJ, x = hy 
(iv) For some geG v, x = gy 
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2x2 

Fig. 2-SmaIl3-stage network. 

XI. PARTIAL ORDERING OF REDUCED STATES 

It is natural to try to partially order the set E of requced states ac­
cording to this idea: an equivalence class a is "above" another {3 if some 
element XEa can be reached from some member YE{3 by adding more calls, 
i.e., if x ~ Y for some XEa and YE{3. Formally, we make the 

Def.4: a ~ {3 iff 3xEa, YE{3 :9 X ~ Y 
For this to define a partial ordering it must be reflexive, antisymmetric, 
and transitive. The first is obvious; we prove the other two. Let then a 
~ {3 and {3 ~ a; to show a = {3 it is enough to show a n {3 ~ </>, because 
each is an equivalence class. There exist X,ZEa and Y,WE{3 such that x ~ 
Y and W ~ z. Since x == Z and Y == w, there exist automorphisms Tb T2 EG 7J 

such that TIX = Z and T2Y = w. Hence TIX ~ TIY and 

T2Y = W ~ Z = TIX 2: TIY 

so that TI- 1T2Y 2: y. But a state Z that is above another TIY and has the 
same number of calls in progress equals it: Z = TIY. SO a n {3 ~ </>. 

To prove transitivity let a 2: {3 and (3 ~ )" so that there exist XEa, YE{3, 
ZE{3, and WE)' such that X 2: y, Y == z, and Z 2: w. There is an automorphism 
TEG7J such that TY = z, whence 

TX 2: TY = Z 2: W 

Hence there is something in a which is above something in )" i.e., a 2: 

)'. Thus 2: is a partial ordering on E = 7r(S). 

Remark 5: x 2: Y ==> 7rX 2: 7rY 

Remark 6: The partial order 2: on E need not be a semilattice, and a 
fortiori the projection 7r:S -- E need not be a semilattice homomorphism, 
as is )':S -- A, if A is ordered by inclusion. Figures 2 and 3 provide a 
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Fig. 3-Reduced state diagram for small 3-stage network of Fig. 2. 

counterexample, as well as an illustration of the reduced states of a 
network. 

XII. 2 X 2 SWITCH 

The next four sections are devoted to increasingly complex examples 
that will illustrate the notions we have introduced to make precise the 
idea of structural equivalence. Our first and simplest example is the 2 
X 2 switch shown in Fig. 4. We arbitrarily label the inlets 1 and 2 and the 
outlets 3 and 4. So with I = {1,2} and Q = {3,4} the network graph G is a 
square with the terminals of I on diagonally opposite vertices, and 
similarly for Q. The adjacency relation N consists of exactly the pairs 
(1,3), (1,4), (2,3), and (2,4) together with the results of interchanging the 
first and second members of these pairs so as to make N symmetric. 

The maps of the terminal set T = {1,2,3,4} into itself which preserve 
N and either preserve both I and Q, or carry one onto the other, are ex­
actly the permutations 

identity, (12), (34), (12)(34), (13)(24), (23)(14), (1423), (1324) 
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Fig. 4-Network graph, adjacency matrix, and states for 2 X 2 switch. 

These 4-permutations form the symmetry group Gn of the 2 X 2 switch 
for I = {1,2}, Q = {3,4}. This group has a nice geometric meaning in terms 
of the network graph, the square in Fig. 4: it consists precisely of all the 
rotations and reflections of the square into itself. The multiplication 
table for this group is given in Table I, along with "generators" A = 
(1423) and B = (12) which, under the relations A 4 = B2 = identity, BA 
= A 3B, identify the group as (an isomorph of) the dihedral group D4 of 
order 8. Every terminal is busy in some state, so Theorem 3 applies and 
we need only calculate Gn to define =, instead of passing through Gil' 

The symmetry group Gn describes the equivalence of states through 
the action table in Fig. 5. Here the columns are indexed by states x (;8 and 
the rows by group elements nGn , and the r,x entry is the state rx defined 
by the action of r on x, i.e., by replacing every chain (tI,t2)(;X by (rtl,rt2)' 
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Table I - Multiplication table of Gn for 2 X 2 switch 

f B A2B A2 AB A3B A A3 
g I (12) (34) (12)(34) (13)(24) (14)(23) (1423) (1324) 

I I (12) (34) (12)(34) (13)(24) (14)(23) (1423) (1324) 
(12) (12) I (12)(34) (34) (1324) (1423) (14)(23) (13)(24) 
(34) (34) (12)(34) I (12) (1423) (1324) (13)(24) (14)(23) 

(12)(34) (12)(34) (34) (12) I (14)(23) (13)(24) (1324) (1423) 
(13)(24) (13)(24) (1423) (1324) (14)(23) I (12)(34) (12) (34) 
(14)(23) (14)(23) (1324) (1423) (13)(24) (12)(34) I (34) (12) 
(1423) (1423) (13)(24) (14)(23) (1324) (34) (12) (12)(34) I 
(1324) (1324) (14)(23) (13)(24) (1423) (12) (34) I (12)(34) 

1 2 

~ #!# ++ ++ ++ # +t 
T~Gn o 1 2 3 4 5 6 1) (T) 

0 2 3 4 6 

(12) 0 4 3 6 5 (12) (34) (56) 

(34) 0 4 3 6 (14) (23) (56) 

(12) (34) 0 3 4 2 6 (13) (24) 

(13) (24) 0 4 3 2 6 (24) 

(14) (23) 0 3 2 4 5 6 (13) 

(1423) 0 2 3 4 6 (1234) (56) 

(1324) 0 4 3 6 (1432) (56) 

Fig. 5-Action and isomorphism for the 2 X 2 switch. 

Each row of the table defines a bijection of 8 = to, ... ,6} into itself that 
corresponds to the row index nGn, and thus an isomorphism 7]:Gn -
8 7 depicted by 

T lid (12) (34) (12)(34) (13)(24) (23)(14) 

7]( T) id (12)(34)(56) (14)(23)(56) (13)(24) (24) (13) 

(1423) (1324) 

(1234) (56) (1432)(56) 

It can be verified that GT/ = 7](Gn) is an automorphism group of (8, ::::;), 
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INLETS I (LINES) 
/~--------------~I--------------~ 

2 3 4 6 

----~----_r----_r----~----*_----+_----8 

-----+----~----~----~----+_----~----9 

----~----_r----~----~----~----~----10 

Fig. 6-Random slip concentrator. 

OUTLETS 
Q 

(TRUNKS) 

isomorphic to D 4 and preserving I'"V. It remains to check that"== defined 
with the help of Gn is in fact the intuitive one that is indicated in Fig. 
4: looking at the values of 7J in the two line table above we easily see that 
5 == 6, 1 == 2 == 3 == 4, and no other distinct states are equivalent, so the 
equivalence classes are {OJ, {1,2,3,4}, and {5,6}, as we had guessed. The 
group G v of all bijections which preserve these equivalence classes is 
isomorphic to 8 2 X 8 4, a group of order 48; in contrast, the subgroup GTJ 
is sufficient to characterize == and is only of order 8. 

XIII. RANDOM SLIP CONCENTRATOR 

The crosspoint assignment for a 6-line to 4-trunk random slip con­
centrator is shown in Fig. 6. The phrase "random slip" is old telephone 
terminology that clearly originated as a description of the even or regular 
way in which the incomplete access of lines to trunks is distributed over 
the network, something like the statisticians' balanced block designs. 
Figure 6 may also be depicted as the labelled tetrahedron of Fig. 7, with 
the interpretation that an edge (line) "has access" to the two vertices 
(trunks) that it connects. Figure 7 leads naturally to the network graph 
(Fig. 8) and the adjacency matrix (Table II): just add a vertex of degree 
2 in the middle of each edge, with the same label as the edge. In this 
network every t is busy in some state, so Theorem 3 applies, GTJ ~ Gn , 

and we need only calculate Gn . The reduced states are shown in a con­
venient representation as a partially ordered system in Fig. 9. 

Thus we seek maps of 1= {1,2, ... ,6} and n = {7,8,9,lO} into themselves 
which preserve adjacency. It can be seen from Figs. 6 and 7 that every 
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Fig. 7-Labeled tetrahedron. 
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5 

Fig. 8-Network graph for concentrator. 

Table II - Adjacency matrix for concentrator 

N 1 2 3 4 5 6 7 8 9 10 

1 1 1 0 0 
2 1 0 1 0 
3 0 1 0 0 1 
4 0 1 1 0 
5 0 1 0 1 
6 0 0 1 1 
7 1 1 1 0 0 0 
8 1 0 0 1 1 0 0 
9 0 1 0 1 0 1 

10 0 0 1 0 1 1 
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_ ARROW POINTS 

TO TRUNK IN USE 

Fig. 9-Reduced states of random slip concentrator. 

permutation of 17,8,9,10} forces a unique permutation of 11, ... ,6} if ad­
jacency is to be preserved; graphically, we see that all the maps we seek 
are rotations or reflections of the tetrahedron of Fig. 7 into itself, and 
that all permutations of 17,8,9,10} are allowed. More formally, every 
transposition of Q is allowed and requires a unique pair of disjoint 
transpositions in I according to the table 

(78) forces (24)(35) 
(89) .forces (12)(56) 

(9 10) forces (23)(45) 
(7 10) forces (15)(26) 

(7 9) forces (14)(36) 
(8 10) forces (13)(46) 

Since the allowed maps form a group, and every permutation of Q is a 
product of transpositions, every permutation of Q forces a unique one 
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Table III - Gn for concentrator 

id. 
(78) 
(89) 

(910) 
(710) 
(79) 

(810) 
(78)(910) 
(89)(7 10) 
(79)(8 10) 

(789) 
(798) 

(7810) 
(7108) 
(7910) 
(7109) 
(8910) 
(8109) 
(78910) 
(79810) 
(7910 8) 
(78109) 
(71089) 
(71098) 

id. 
(24)(35) 
(12)(56) 
(23)(45) 
(15)(26) 
(14)(36) 
(13)(46) 
(25)(34) 
(16)(25) 
(16)(34) 

(142)(356) 
(124)(356) 
(153)(246) 
(135)(264) 
(145)(263) 
(154)(236) 
(123)(465) 
(132)(456) 
(1463)(25) 
(2453)(16) 
(1265)(34) 
(1562)(34) 
(3542)(16) 
(3641)(25) 

of I, as claimed. It follows that On is isomorphic to 8 4, and consists of 
the permutations shown in Table III. The "forced" permutations of I 
are of course a subgroup of 8 6 isomorphic to 8 4• 

XIV. CLOS NETWORK EXAMPLE 

The crosspoint structure and network graph for the simplest 3-stage 
Clos rearrangeable network are shown in Figs. 10-11. A planar form of 
the network graph is on Fig. 12. At the start of this paper we loosely de­
scribed the invariances of structure to be studied as those associated with 
"renaming terminals, switches, and links." The little Clos network now 
under discussion gives us a specific example of what this means: it means, 
of course, permuting these entities while preserving the structure, e.g., 
interchanging switches in a stage while dragging along each switch's rat's 

3 

4 

_--2 X 2 SWITCHES--_ 
I "-

I " 

Fig. 10-Simple 3-stage elos network. 

13 

14 

15 

16 
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9 

14 

3 16 

Fig. ll-Crosspoint structure and network graph for 3-stage Clos network made 
of 2 X 2 switches. 

nest of links that connect to other stages. In particular, the organization 
of crosspoints into switches must also be preserved by these permuta­
tions of terminals, switches, and links. In the next section (XV) we shall 
describe how this constraint provides an approach to calculating the 
group Gn for general crossbar networks. For the present we show how 
the approach applies to the example under discussion. 

Any 16-permutation that preserves the adjacency or crosspoint 
structure depicted in Fig. 11 must permute the inner terminals or links 
15,6, ... ,121 among themselves only, and it can do so in e~actly the 16 
ways shown in Table IV. It is readily seen that (i) these 16 ways corre­
spond to interchanging switches, and rotating or reflecting the network, 

4 

12 

Fig. 12-Planar form of network graph of Fig. 11. 

REDUCTION OF NETWORK STATES 133 



Table IV - Allowed permutations of inner terminals for 3-stage 
Clos network of 2 X 2 switches 

No. Map Type Action, if simple 

1 id. ss move no switches 
2 (57)(68)(9 11)(10 12) ss interchange m. sw. 
3 (9 10)(11 12) sm interchange rt. sw. 
4 (57)(68)(9 12)(10 11) sm interchange rt. and m. sw. 
5 (56)(78) ms interchange 1 sw. 
6 (58)(67)(9 11)(10 12) ms interchange 1. and m. sw. 
7 (56)(78)(9 10)(1112) mm interchange rt. and 1. sw. 
8 (58)(67)(9 12)(10 11) mm rt., m., and 1. 
9 (59)(7 11)(610)(8 12) aa rotate about vertical axis 

10 (5 11)(79)(612)(8 10) aa 
11 (51069)(7 12811) ad 
12 (5 12 6 11)(7 1089) ad 
13 (596 10)(7 11 8 12) da 
14 (5 11 6 12)(7 9 8 10) da 
15 (5 12)(6 11)(7 10)(89) dd 
16 (5 10)(69)(7 12)(8 11) dd 

and (ii) that they form a subgroup of S16. Each of these ways can "go 
with" a number (here always 16) of permutations of outer terminals 
among themselves, to form an element of en. By writing down the 
possible ways this matching can be done (so as to preserve adjacency) 
we get a brute force way of calculating the group en for the 3-stage Clos 
network made of 2 X 2 switches. 

The matching in question has a block structure: the permitted per­
mutations of links can be partitioned in such a way that to each parititon 
element there corresponds a set of permitted permutations of outer 
terminals anyone of which can "go with" each link permutation in the 
element. This block structure is indicated in Table IV by the type 
symbol; all allowed link permutations of the same type can match with 
all the same permutations of the outer terminals. Thus to present en 

Type 

Table V - Gn for Clos network example 

ss 

id. 
(12) 
(34) 

(1314) 
(1516) 
(12)(34) 

(12)(13 14) 
(12)(15 16) 
(34)(1314) 
(34)(1516) 

(13 14)(15 16) 
(12)(34)(13 14) 
(12)(34)(1516) 

(12)(13 14)(15 16) 
(34)(13 14)(15 16) 

(12)(34)(13 14)(15 16) 

sm 

(13 1)(14 16) 
(13 16)(14 15) 

(12)(13 15)(14 16) 
(12)(13 16)(14 15) 
(34)(13 15)(14 16) 
(34)(13 16)(14 15) 

(12)(34)(13 15)(14 16) 
(12)(34)(13 16)(14 15) 

(13151416) 
(13161415) 

(12)(13 15 14 16) 
(12)(13 16 14 15) 
(34)(13 15 14 16) 
(34)(13 16 14 15) 

(12)(34)(13 15 14 16) 
(12)(34)(13 16 14 15) 
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Type 

Type 

Type 

Table V - (Continued) 

ms 

(13)(24) 
(14)(23) 

(13)(24)(13 14) 
(14)(23)(13 14) 
(13)(24)(15 16) 
(14)(23)(15 16) 

(13)(24)(13 14)(15 16) 
(14)(23)(13 14)(15 16) 

(1324) 
(1324)(13 14) 
(1423)(13 14) 
(1324)(15 16) 
(1423)(15 16) 

(1324)(13 14)(15 16) 
(1423)(13 14)(15 16) 

aa 

(113)(214)(315)(416) 
(1 13)(2 14)(3 16)(4 15) 
(114)(213)(315)(416) 
(114)(2 13)(3 16)(4 15) 
(1 13)(2 14)(3 154 16) 
(113)(2 14)(3 164 15) 
(1 14)(2 13)(3 15 4 16) 
(1 14)(2 13)(3 164 15) 
(113214)(315)(416) 
(113214)(316)(415) 
(114213)(315)(416) 
(114213)(316)(415) 
(1132 14)(3 154 16) 
(1132 14)(3 164 15) 
(1 14 2 13)(3 154 16) 
(1142 13)(3 164 15) 

(1134 15)(2 143 16) 
(1134 16)(2 143 15) 
(113315)(214416) 
(1133 16)(2 144 15) 
(1144 15)(2 13 3 16) 
(1144 16)(2 133 15) 
(1143 15)(2 134 16) 
(1143 16)(2 134 15) 
(1133 15 2 144 16) 
(1133 162 144 15) 
(1134 152 143 16) 
(1134 162 143 15) 
(1 14 3 15 2 13 4 16) 
(1143 162 134 15) 
(114 4 15 2 13 3 16) 
(1144 162 133 15) 

mm 

(1324)(13 15)(14 16) 
(1324)(13 16)(14 15) 
(1423)(13 15)(14 16) 
(1423)(13 16)(14 15) 

(13)(24)(13 15)(14 16) 
(13)(24)(13 16)(14 15) 
(14)(23)(1315)(1416) 
(14)(23)(1316)(1415) 

(1324)(13 15 14 16) 
(1423)(13 15 14 16) 
(1423)(13 16 14 15) 

(13)(24)(13 15 14 16) . 
(13)(24)(13 16 14 15) 
(14)(23)(13 15 14 16) 
(14)(23)(13 16 14 15) 

ad 

(1153 13)(2 164 14) 
(1163 13)(2 154 14) 
(1 15 4 13)(2 16 3 14) 
(1164 13)(2 153 14) 
(1153 14)(2 164 13) 
(1163 14)(2 154 13) 
(1154 14)(2 163 13) 
(1 16 4 14)(2 15 3 13) 
(1153 132 164 14) 
(1163 132 154 14) 
(1154 13 2 163 14) 
(1164 132 153 14) 
(115 3 14 2 16 4 13) 
(1 16 3 14 2 15 4 13) 
(1154 14 2 163 13) 
(1 16 4 14 2 15 3 13) 

(115)(216)(313)(414) 
(115)(216)(314)(413) 
(116)(215)(313)(414) 
(116)(215)(314)(413) 
(115)(2 16)(3 134 14) 
(115)(2 16)(3 144 13) 
(116)(2 15)(3 134 14) 
(116)(2 15)(3 144 13) 
(115216)(313)(414) 
(1152 16)(3 14)(4 13) 
(1162 15)(3 13)(4 14) 
(1162 15)(3 14)(4 13) 
(115 2 16)(3 13 4 14) 
(1152 16)(3 144 13) 
(1 16 2 15)(3 13 4 14) 
(116215)(314413) 

it is enough to list the "outer" permutations that match each type of 
"inner"; this is done in Table V. The reduced states are in Fig. 13. 

The multiplication table of the group of "inner" or switch permuta-
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Fig. 13-Reduced states for 3-stage Clos network made of switches. 

tions can be calculated from the cycle representations of Table IV; it is 
displayed in Table VI, from which it can be seen that elements R 1 = 2, 
R2 = 4, and R3 = 15 satisfy the relations 

(RIR3)2 = (R 2R 1)4 = (R2R3)4 = identity 

which identify the group as (an isomorph of) S2 X D4. This factorization 
is related to the fact that the type of a product is determined by the types 
of the factors in a way that is summarized in Table VII, in which the row 
is the type of the first factor, and the column that of the second. Indeed 
the type symbols themselves form an isomorph of D4 under the "mul­
tiplication" Table VII. What is more, we can identify this group as the 
subgroup (~ D 4) of the link or switch permutation group which restricts 
attention to the motion of the outer switches. Clearly the motion of the 
two middle switches is independent of that of the outer ones; this fact 
shows up in the feature that every type consists of just two permutations, 
and in the factor S2 in the switch permutation group. The possible in-
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Table VI - Multiplication table for switch permutation group 

id. 
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 

id. 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 
2 1 4 3 6 5 8 7 10 9 12 11 14 13 16 15 
3 4 1 2 7 8 5 6 11 12 9 10 16 15 14 13 
4 3 2 1 8 7 6 5 12 11 10 9 15 16 13 14 
5 6 7 8 1 2 3 4 13 14 16 15 9 10 12 11 
6 5 8 7 2 1 4 3 14 13 15 16 10 9 11 12 
7 8 5 6 3 4 1 2 16 15 13 14 11 12 10 9 
8 7 6 5 4 3 2 1 15 16 14 13 12 11 9 10 
9 10 13 14 11 12 16 15 1 2 5 6 3 4 8 7 
10 9 14 13 12 11 15 16 2 1 6 5 4 3 7 8 
11 12 16 15 9 10 13 14 3 4 7 8 1 2 6 5 
12 11 15 16 10 9 14 13 4 3 8 7 2 1 5 6 
13 14 9 10 16 15 11 12 5 6 1 2 7 8 4 3 
14 13 10 9 15 16 12 11 6 5 2 1 8 7 3 4 
15 16 12 11 14 13 10 9 8 7 4 3 6 5 1 2 
16 15 11 12 13 14 9 10 7 8 3 4 5 6 2 1 

Type ss ss sm sm ms ms mm mm aa aa ad ad da da dd dd 

terchanges of outer switches are summarized in Fig. 14 and they corre-
spond to the type symbols as follows 

swi tch interchange 1 r h u x a b 
type symbol 1 sm ms aa mm dd da ad 

The switch interchange symbols of course also form a group ~ D4 under 
the multiplication transferred from the type symbols; indeed 11,h,u,x I, 
11,r,l,ul, and 11,a,b,ul each forms a sub-"Vierergruppe": 

XV. CALCULATION OF Gn FOR CROSSBAR NETWORKS 

In connecting networks built out of stages of rectangular crossbar 
switches, a permutation of the terminals cannot preserve adjacency in 
the network graph unless it maps the terminals of each switch onto those 
of some switch, either itself or another one, so as to either preserve or 

Table VII - "Multiplication" table for type symbols. Top row: 
generators identifying with 04. Left column: identification with 

outer switch interchanges. 

A3B AB A A3 A2 B A2B 
aa dd da ad mm ms sm ss 

h aa ss mm sm ms dd ad da aa 
x dd mm ss ms sm aa da ad dd 
a da ms sm mm ss ad dd aa da 
b ad sm ms ss mm da aa dd ad 
v mm dd aa ad da ss sm ms mm 
l ms da ad aa dd sm ss mm ms 
r sm ad da dd aa sm mm ss sm 
1 ss aa dd da ad mm ms sm ss 
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SYMBOL TYPE OF INTERCHANGE 
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POSSIBLE ORIENTATIONS 

b 

o 0 0 
~ 

Fig. 14-Possible interchanges of outer switches. 

interchange inlets and outlets. It follows that any such permutation 
determines a permutation of the switches, and that the set Gs of such 
induced "switch permutations" is again a group, which we call the switch 
permutation group. The task of calculating Gn for a crossbar network 
is substantially simplified by first finding Gs . 

In the language of group theory, the symmetry group Gn for a crossbar 
network must be an imprimitive group, because it consists of permu­
tations that either preserve switches or map them onto each other. In­
deed it can be seen that the map <I> which assigns to each g f.G n the switch 
permutation that g induces is a homomorphism of Gn onto Gs . Once a 
permitted switch permutation Pf.Gs is chosen, each element in <I>-l{pl 
is determined by choosing, for each permuted outer switch, a map which 
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Fig. I5-Frame with "canonical" complete bipartite cross-connect field. 

assigns the outer terminals of that switch to the outer terminals of its 
image under p. These maps are independent, so we have proved 

Theorem 4: If v is a crossbar network, then 

where the product is over outer switches 0, 10 I is the number of inlets 
(outlets) on 0 and Sk is the symmetric group on k objects. 

For many crossbar networks made of stages it is rather straightforward 
to calculate the switch permutation group Gs , because Gs turns out to 
be isomorphic to a semidirect product of groups that are determined by 
the way the stages are joined together. 

Example: Frame. It is clear that for a frame made of two identical 
stages, interconnected by the "canonical" (complete bipartite) cross­
connect field as shown in Fig. 15, G s will consist of all maps that take the 
inlet switches onto the outlet switches and vice versa, together with all 
maps that permute the inlet switches among themselves, and also the 
outlet switches among themselves. If each stage has n switches, then G s 

is isomorphic to the largest imprimitive permutation group on 2n objects 
with two equinumerous sets of imprimitivity. If 1, ... ,n are the inlet and 
n + 1, ... ,2n are the outlet switches respectively, then 

where Fn is the isomorph of (Sn)2 in S2n which permutes 1, ... ,n among 
themselves and also n + 1, ... ,2n among themselves and (J = (1 n + 1)(2 
n + 2)···(n 2n). Each switch is n X n, so 

Gn ~ (Fn U (JFn) X (Sn)2n 

It can be verified that the union Fn U (JF n is in fact a group and a sem­
idirect product. The order of Gs for the frame is 2(n!)2. For n = 2, Gs ~ 
D 4, the dihedral group of order 8. 
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mxm nxn mxm 

Fig. 16-Three-stage Clos network. 

Example: 3-Stage Clos Network. From Fig. 16 it is evident that Gs is 
the imprimitive group which permutes the middle switches, and either 
permutes the inlet switches and the outlet switches independently, or 
else maps inlet switches onto outlet and vice versa. If now Kn is the iso­
morph of (Sn)2 in Sm+2n which permutes 1, ... ,n and m + n + 1, ... ,m 
+ 2n independently, and Lm is the isomorph of Sm in Sm+2n which 
permutes only n + 1, ... ,m + n, then for the Clos network of Fig. 16, 

Gs = (Kn U TKn) X Lm 

where T = (1 2n + 1)···(n 3n), and Gn ~ Gs X (Sm)2n. For the case m = 
n = 2, treated in detail in Section XIV, we have Gs ~ S2 X D4 and Gn ~ 
(S2)5 X D4. It is now easy to see that the S2 X D4 structure of Gs arises 
from viewing the outer stages as a frame that yields D4 as in the previous 
example, while the S2 arises from permuting the middle switches. 

Example: Cascade of s stages with "complete bipartite" cross-connect. 
The structure of this network is shown in Fig. 17. The parity of splays 
a role here, as follows: If s is odd, then under a switch permutation the 
switches of the middle stage can only go into each other, and as we saw 
in the previous example, they contribute to Gsa group factor isomorphic 

STAGE NO. 1 [5/21 + 1 

g 
n [5/21 + 1 

~{n-lI<+l 

n x n SWITCHES n [5/21 + n 

Fig. 17-Cascade of s stages with "complete bipartite" cross connect. 
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Fig. 18-No. 5 crossbar type network. 

to Sn. Whatever the parity of s the noncentral switches contribute a 
factor isomorphic to an imprimitive group (not the largest) with 2[s/2] 
sets of imprimitivity; these are partitioned into pairs and the group el­
ements either map each set onto itself, or each set onto its paired set, and 
never some of each. If the switches are numbered as in Fig. 17, this group 
is essentially the semidirect product 

where Mn is the largest subgroup of Ssn which fixes all the central 
switches and permutes vertically within every other stage, and 

Finally 

[s/2] 
() = II (kn + 1 (s - 1 - k)n + 1)···(kn + n sn - kn) 

k=O 

Gs ~ (Mn U ()Mn )(Sn)s-2[s/2] 

Example: No.5 Crossbar. With the switches numbered as in Fig. 18, 
Jet Pn be the isomorph of (Sn)3 in S4n2 which for k = 0,1,2,3, permutes 
kn 2 + 1, ... ,(k + l)n2 among themselves in such a way as to map frames 
onto frames, outer stages onto outer of the image frame, and inner stages 
onto inner stages of the image frame, and inner stages onto inner stages 
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of the image frame. Let 

(J = (1 3n 2 + 1)(2 3n 2 + 2)···(n2 4n 2) 

X (n 2 + 1 2n 2 + l)(n 2 + 2 2n2 + 2)···(2n 2 3n 2) 

Then 

Gs =Pn U (JPn 

Gn ~(Pn U (JPn ) X (Sn)2n
2 

The remainder of this paper derives the reduced state equations for 
the stochastic model of Ref. 2. 

XVI. ROUTING OF CALLS 

We shall use a routing matrix R = (r xy) as a convenient formal de­
scription of how routes are chosen for calls. The class of routing matrices 
R can be described thus: for each XiS let IIx be the partition of Ax in­
duced by the relation'" of "having the same calls up," or satisfying the 
same assignment of inlets to outlets; it can be seen that IIx consists of 
exactly the sets Acx for c free and not blocked in X; for YiIIx , r xy for yi Y 
is to be a probability distribution over Y, that is rxy ~ 0 and LytY rxy = 
1; r xy is to be 0 in all other cases. 

The interpretation of the routing matrix as a method of choice is to 
be this: any YiIIx represents all the ways in which a particular call c (free 
and not blocked in x) could be completed when the network is in state 
x; for yi Y, r xy is the chance (or fraction of times) that if call c arises in 
state x it will be completed by being routed in the network so as to take 
the system to state y. The distribution {r xy,Yi Yl indicates how the call­
ing-rate due to c is to be spread over the possible ways of putting up this 
call. Evidently, such a description of routing could be made time-de­
pendent, and extended to cover refusal of unblocked calls as an option; 
we do not consider these possibilities here. The problem of choosing an 
optimal routing matrix R has been worked on at some length, in Refs. 
9 and 10; its relations to state reduction are described in forthcoming 
sequels5,6 to the present paper. 

XVII. STOCHASTIC MODEL 

We now reca1l2 a stochastic model for the traffic offered to a network. 
A Markov stochastic process Xt taking values on S can be based on these 
simple probabilistic and operational assumptions: 

(i) Holding times of calls are mutually independent variates, each 
with the negative exponential distribution of unit mean. 

(ii) Ifu is an inlet idle in state XiS, and v -:;6: u is any outlet, there is 
a conditional probability"Ah + o(h), "A> 0, as h -- 0, that u at­
tempt a call to v in (t, t + h) if Xt = x. 
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(iii) A routing matrix R = (rXY ) is used to choose routes, as follows: 
If c = I(u,v)} is a call free and not blocked in x, then the fraction 
of times that the system pass from x to YfAcx if c arises when Xt 
= x is just rxy . 

(iv) Blocked calls are declined, with no change of state. 

It is convenient to collect these assumptions into a transition rate 
matrix Q = (qxy), the generator of Xt; this matrix is given by 

1 if YfBx 

cxy = 
{ 

Arxy if YfAx 

- I x I - AS (x) if Y = x, with s (x) = IF x I 
o otherwise 

and the associated statistical equilibrium (or state) equations take the 
simple form 

[Ix I + AS(X)]Px = L Py + A L pyryxXfS 
y~Ax y~Bx 

where IPx,XfS} is the asymptotic distribution of Xt. 
The remainder of this paper takes up the problem of correctly writing 

some reduced state equations for the stochastic model we have de­
scribed. 

XVIII. MULTIPLICITY 

In an (unreduced) state x belonging to a structural equivalence class 
a there may be several calls in progress whose termination would carry 
the system into an equivalence class {3. For example, in Fig. 13, for a state 
x in a = 7 there are two calls whose ending would yield a state from 3, 
and there is one call leading to 2. Since we have assumed a unit hangup 
rate per call in progress, the downward transition rates between adjacent 
unreduced states is always unity; but as soon as we lump states into 
equivalence classes a,{3, ... these rates in effect add up. A similar situa­
tion obtains for new calls: there may be several calls free and not blocked 
in a state x fa whose completion could (under a suitable choice of route) 
lead to a state in equivalence class (3. 

We call this phenomenon multiplicity, and we need an account of it 
in order to define transition rates between reduced states, and to cor­
rectly use5 and understand the reduced state equations. 

The "hangup" matrix H = (hxy ) associated with a network v is a matrix 
of zeros and ones that tells which states can be reached from which by 
a hangup: 

It can be seen that H admits the automorphism subgroup G 11' i.e., 
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that 

h xy = h(gx)(gy) gfG rJ 

H is so-called because if we make the standard traffic assumption that 
all calls in progress terminate independently of any past history at unit 
rate, then H is precisely the part of the transition rate matrix due to 
"hangups. " 

The transition rate, due to hangups, from a state x to an equivalence 
class {3 is 

L hxy 
Yf{3 

We claim that this number is the same for all x in an equivalence class 
a, and that it is the hangup rate from a to {3. There are two ways of 
proving this result, which will be put in the following form: 

Lemma 1: The numbers IBx n {31 and 

L hxy 
Yf{3 

are equal; they assume the same value for all x in an equivalence class 
a, and represent the hangup rate ha{3 from a to {3. 

Proof: Equality is obvious. The numbers are zero unless a covers {3 in 
the partial ordering on E. Let Xfa, Zfa, Z = gx where g is an automor­
phism of (8, ~).If now YfBx n {3, then gYfBgx = B z, and gYf{3 because 
{3 is an equivalence class. Conversely if YfBz n {3, then g-lYfBx n {3, by 
the same argument, so Bz n (3 = g(Bx n (3). The result follows because 
g is a bijection. 

Alternative proof: With Xfa, Zfa, Z = gx as above, consider that where 
w is any element of {3 

IBgx n (31 = L XYfBgx 
Yf{3 

= J& " 1{31 
I G I L. Xg{wfBgx = -I GIL h(gx)(g{w) 

rJ {fGTJ rJ {fGTJ 

= IGI{311 L hx({w) = L h xy = IBx n {31 
rJ {fGTJ Yf{3 

The multiplicity question is more complicated for new calls than it 
is for hangups; this is because only one state can arise by removing a call 
c in progress, whereas possibly one of several could arise by completing 
a call c which is new and is not blocked; as a result, the calculation of 
transition rates between reduced states depends on routing decisions 
as well as on multiplicity. For by itself multiplicity will only provide the 
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calling rates which might take the state into a reduced state {3: whether 
a particular transition occurs depends, however, on what state x the 
system is in and what routing policy is being followed. We shall see, 
though, that if the routing is consistent in the sense that it routes anal­
ogous calls analogously in equivalent states, then these calling rates will 
depend only on 1T'X and {3, i.e., on the reduced states in question. 
Mathematically this idea of consistency is expressed by the condition 
that the routing matrix R = (r xy) admit the group G 1): if c is a call free 
and not blocked in x, and nG 1)' then in the terminology above, c and TC 

are analogous calls, x and TX are equivalent states, and r(Acx) = A(TC)(TX), 
so consistency amounts to asking that we have rxy = r(TX)(TY) for y<:Acx, 
i.e., that R admit G 1)" 

The matrix N = (nxy ) associated with a network v is a matrix of zeros 
and ones that tells which states can be reached from which by adding 
a new call; it is obviously the transpose of the hangup matrix H: 

n xy = hyx = .XnBy = Xy~Ax 

Thus N admits the automorphism subgroup G 1)' and we have this analog 
of Lemma 1, with a similar proof. 

Lemma 2: The numbers lAx n (31 and 

L nXY (= na (3) 
y~{3 

are equal; they assume the same value na{3 for all x in an equivalence class 
a, and they represent the number na{3 of calls free and not blocked in x 
which could be put up so as to lead to a state of {3. 

To calculate the actual transition rate from a state x into an equiva­
lence class {3, we must use the routing matrix R. Notice that R is just N 
with enough of the ones reduced (but still ~ 0) so that rxy summed over 
y<:Acx is unity for each x and c<:Fx. 

For the traffic model assumed in Section XVII run according the 
routing matrix R the transition rate from a state x into an equivalence 
class {3 that intersects Ax is 

L L rxy (= L rxy ) 
c free in x y~{3nAcx y~{3nAx 

c not blocked 

Notice that replacement of each rxy by 1 in this expression increases its 
value to precisely 

na{3= lAx n{31 = I{c:{3<:1T'(Acx)11 

Lemma 3: If R admits G 1)' then the numbers 

are the same for x <:0'. 

L rxy (= ra (3) 
y~{3nAx 
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Proof: Like that of Lemmas 1 and 2. 

We put 

Aa = 1{3f:E: {3 covers (X in the partial order of E induced by ~} 

Ba = 1{3f:E: (X covers {3 in the partial order of E induced by ~} 

These are the reduced analogs of the sets Ax and Bx, useful for writing 
the state equations. It can be seen that 

Xfa 

xfa 

Let us set 
ha(3 {3fBa 

{

Ara(3 (3f:Aa 
qa(3 = 

- [AS (x) + I x I ] X H~, (X = (3 

o otherwise 

We can now informally describe the reduced equations as follows: 
when R admits G 1)' they correspond to equilibrium equations for a 
Markov process 7rXt on E whose transition rates up and down are Ar a(3 
and ha(3 respectively, with the obvious necessary convention on the 
"diagonal." In terms of the notation introduced above, these reduced 
equations are 

(2) 

with qaa = -[AS(X) + Ixl] for any Xf:(x. 

XIX. REDUCTION OF STATE EQUATIONS 

We can now give precise explicit conditions under which the original 
"microscopic" equations of state can be exactly replaced by the less 
numerous "macroscopic" or reduced equations for the probabilities of 
equivalence classes. It will be shown that if the routing matrix admits 
G 1) then the original and the reduced equations imply each other, and 
that the state probabilities IPx,Xf:S} are constant over equivalence classes 
(X. Only the equilibrium case is considered. 

Theorem 5: Let the routing matrix R admit G1). Then 

(i) The "microscopic" transition rate matrix 

Q = H + AR - diag[As(x) + Ix I]ns 
also admits G 1). 
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(ii) The projection map 7r:X -- 7rX defines a "macroscopic" Markov 
process 7rXt on the == - equivalence classes with transition rate matrix 

_ {h a{3 + 'Ar a{3 a ~ {3 
qa{3 -

qxx a = {3, X€a 

(iii) If Pa = LXlCi Px, then the equilibrium equations Lx Pxqxy and 
La Paqa{3 imply each other. 

(iv) If lPm a€7rS} solves the reduced equations, then lpx, X€S} defined 
by 

Pa 
Px =~' X€a 

solves the original equilibrium equations. 
Proof: (i) is clear from the hypothesis that R admits 01)' from Lemmas 
1 and 3, and from the fact that s (x) = s (TX), I x I = I TX I for nOn. To 
prove (ii) it is enough, by (Lloyd's) Theorem 1, to prove that 

L qxy 
Yf{3 

are constant for x €a. For a = (3 this follows from invariance of s (.) and 
1-1 under nOn. If {3 covers a in the induced partial order on 7rS, then 

L qxy = 'A L rxy = 'Ara{3 
Yf{3 Yf{3 

Here we have used Lemma 3. Similarly if a covers {3, then for x €a 

L qxy = L hxy = IBx n (31 = ha{3 
Yf{3 Yf{3 

by Lemma 1; thus (ii) is proved. 
To prove the reduced equations from the original ones, we sum the 

latter over x €a, to get 

L Px['As(x) + Ixl] = L L Py + 'A L L pyryx 
XfaXfa YfAx Xfa YfBx 

Since s(·) and 1·1 are constant over a, the left-hand side is just -Paqaa. 
For the first term on the right, argue thus: since hyx = 0 unless y€Ax 
and 

{3fA a Yf{3 

sums over (at least) all y€Ax if X€a, we have 

L L Py = L L Py L hyx 
Xfa YfAx {3fA a Yf{3 Xfa 

= L LpylBynal 
{3EAa YE{3 

= L p{3h{3a 
{3 EA a 
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using Lemma 1. Similarly, since ryx = 0 unless hxy = 1, we find 

This proves the reduced equations from the original; the original ones 
can be proved from the reduced by reversing the identities used above. 
Neither argument depends on the fact (iv), to be proved next, that Px 
is constant over XElX. 

To prove (iv) we shall set Px = p'lrX/l7rx I in the unreduced equations 
and obtain an identity. Substitution in eq. (2) and multiplication by lal 
gives, for Xfa, 

Pa[AS(X) + Ixl] = lal L IP7c'Yl + Alai L IP7C'Y1 ryx 
YfAx 7rY YfBx 7rY 

1 
= lal L P{3-1 QI L hyx 

{3fA a /J Yf{3 

1 
+A L P{3-L Lryx 

{3fB a I f31 Yf{3 xw 

Since the left side is -Paqam the substitution has resulted in the reduced 
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equations. Since the solution p of the original equations is unique, (iv) 
is established. 
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Elastic State of Stress in a Stalpeth Cable 
Jacket Subjected to Pure Bending 
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The stresses in the plastic jacket of a slightly bent telephone cable 
are analyzed within the linear theory of elasticity. The jacket is con­
sidered to be bonded to the underlying corrugated steel by a flooding 
compound. The constraining effect of the steel results in a three-di­
mensional state of stress that differs substantially from the predictions 
of elementary beam theory. For the thin jackets typically used on 
telephone cables it is found that the stress state is essentially biaxial, 
the axial and circumferential normal stresses being at least an order 
of magnitude larger than the others. On the tensile side, the stresses 
are closely approximated (at any given point) by those in the well­
known biaxial strip experiment, in which the principal stresses are in 
proportion by the Poisson's ratio of the plastic. The compressive side 
is likewise in biaxial compression, and there the flooding compound 
is subjected to tensile stresses even before the onset of any jacket 
buckling. The results confirm the validity of previous approaches to 
the effects introduced by imperfections and indicate further that the 
probability of spontaneous cracking is increased by the adherence of 
the jacket to the soldered steel layer. 

I. INTRODUCTION 

The selection and development of plastic jacketing compounds for 
multipair cables depend to a large extent on cable behavior during 
bending. Cable jackets are expected to be relatively flexible for ease of 
handling and installation while at the same time surviving large strains 
(up to 15 percent) without cracking, splitting, or severe wrinkling. 
Temperature extremes encountered in the field render these criteria even 
more stringent. 

Recently completed analyses have led to easily performed laboratory 
tests for the screening of candidate compounds with regard to some of 
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these requirements. Now, for example, the relative influence of various 
sheath-grade plastics on the bending stiffness of cables can be evaluated 
by conducting ordinary tensile tests.1 In addition, the relative sensitivity 
of compounds to low temperature and high strain-rate cracking can be 
determined through impact tests on notched specimens.1 Still, there 
remains the observation of slow crack growth at high temperatures 
during bending and the occurrence of wrinkles in cable jackets during 
duct installation at low temperatures. None of these phenomena nor how 
they are affected by cable parameters such as jacket moduli and thick­
ness, flooding compound tackiness, and the depth of the corrugations 
in the underlying steel, is presently understood. 

This paper is devoted to a study of the state of stress in the jacket of 
a Stalpeth cable subjected to classical pure bending. The problem is 
treated within the framework of the linear theory of elasticity, which 
supposes small strains and rotations and an elastic material. Although 
the bending strains in telephone cable are frequently large, our analysis 
is intended to provide insight into the circumstances at incipient 
cracking, buckling, or yielding of the cable jacket. Standard techniques 
from linear viscoelasticity theory2,3 can be applied to the elastic results 
given here to account for the time dependence inherent to plastics. 

The primary emphasis in the present investigation is directed toward 
estimating the effect on the stress field in the jacket resulting from the 
constraint imposed on its inner surface by the underlying cable structure 
(see Fig. 1 for a detail of the Stalpeth construction). For slight bends, 
the influence of the soldered steel shield dominates that of the wire core, 
and we shall, therefore, consider the pure bending of a plastic jacket 
bonded to a corrugated metal shell. The analysis is further simplified 
by the realization that the corrugation wave length used in Stalpeth cable 
is one to two times larger than the jacket thickness, while the valleys 
imprinted on the jacket's inner surface are reasonably shallow because 
of the presence of the flooding compound. We are thus afforded the 
privilege of averaging field variables over a corrugation wave length to 
arrive at a boundary value problem involving a uniform cylindrical ge­
ometry. The amplification of jacket stresses created by the corrugation 
imprints can be deduced from the results obtained here together with 
published concentration factors in the usual way. 

We begin in the next section by formulating the relevant three-di­
mensional field equations and show that they can be reduced through 
a change in dependent variables to plane strain equations. The approach 
taken is reminiscent of the scheme used in elementary elasticity for the 
St. Venant-bending of cylinders with irregularly shaped cross sections, 
but differs in that here the strain field, rather than the stress field, is. 
supposed to conform to the elementary Bernoulli-Euler theory. 

Next, the boundary conditions at the jacket-steel interface are con-
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POLYETHYLENE JACKET, , 
SOLDERED CORRUGATED STEEL ..... 

WITH THERMOPLASTIC FLOODING '" 
'\ 

CORRUGATED ALUMINUM SHIELD, 

" CORE WRAP 

Fig. l-Stalpeth cable. 

'\ 

sidered in detail. The steel is assumed to have negligible stiffness in the 
corrugation direction and to otherwise obey the usual hypotheses on the 
deformation of thin shells. Integration over a corrugation wave length 
then permits the stresses and displacements of the jacket to be related 
to those of the steel shield. 

The appropriate (plane strain) boundary value problem for the stress 
state in the sheath having been set up, we find that it admits an ele­
mentary solution in closed form through the introduction of an Airy 
stress function. The full three-dimensional stress and displacement fields 
are then calculated. 

When these results are applied to Stalpeth cables as presently man­
ufactured, it is found that, on the tensile side of the cable, the jacket is 
essentially in a state of biaxial tension. That is, the ratios of the axial and 
circumferential normal stresses to the shear and transverse (thick­
ness-direction) stresses are of the order of the ~iameter .. tor- thickness ratio. 
Furthermore, if E denotes the Young's modulus of the plastic jacket, D 
the cable diameter and p the bend radius, then the longitudinal and hoop 
stresses are shown to be in approximate proportion to the bending 
stresses ED/2p from elementary beam theory. Of particular interest is 
the conclusion that these constants of proportionality vary appreciably 
only with the Poisson's ratio of the jacket, at least for the ranges of cable 
size, corrugation geometry and jacket moduli encountered in Stalpeth 
applications. With Poisson's ratio chosen in the typical range for plastics 
(0.3-0.5), the longitudinal stress varies from about 110 to 130 percent 
of the beam theory stress, while the hoop stress factor ranges from 30 
to 45 percent. The stress state on the tensile side of the cable is thus 
closely approximated by the biaxial strip experiment discussed at the 
end of the paper. The importance of biaxiality in bending has been 
recognized previously.4 

All of the results outlined above for the tensile side of the cable apply 
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as well on the compressive side, except that the stress state is, of course, 
one of biaxial compression. It is also observed that the flooding com­
pound is subjected to a tension on the compressive side that exceeds that 
which currently used compounds are likely to support, even for very 
small bend radii. 

The implications of these results on the cracking to which we alluded 
earlier are discussed qualitatively in the final section of the paper. For 
the time being, we remark only that the biaxiality tends to increase the 
likelihood of spontaneous cracking. Finally, it should be mentioned that 
the jacket stresses generated in the bending of cables other than Stalpeth 
can differ drastically from those obtained here. Indeed, the biaxial state 
of stress produced by the constraining effect of the soldered steel layer 
would not be present in those designs that allow relative motion between 
the jacket and underlying metallic layers. 

II. REDUCTION OF THE PROBLEM TO ONE OF PLANE STRAIN 

Consider a cylindrical shell of inner radius ri and outer radius r o. 

Referring to Fig. 2, choose cylindrical coordinates (r,O,z) in the obvious 
way, and let the shell be subjected to pure bending in the y-z plane. The 
center line of the bent shell is then a circle of prescribed radius p. 

Recall the field equations of linear elasticity in cylindrical coordi­
nates:5 

Strain-displacement relations 

lo = OUr loO = ! (OUO + u) lo = OUz 
r or' r 00 r, z OZ 

(1) 

2lO 0 = ! (OUr _ uo) + OUo 2lO = OUz + OUr 2lO = OUo + ! OUz 
r r 00 or' rz or OZ' Oz OZ r 00 

Equations of equilibrium 

Hooke's law 

OCT rIo CT rO CT r - CT 0 -+--+ =0 
or r 00 r 

OCTrO + ! OCTO + 2CTrO = 0 
or r 00 r 

OCTrz + ! oCToz + OCTz = 0 
or r 00 OZ 

2/J(1 + V)lOr = CTr - V(CTO + CTz ) 

2/J(1 + v}fo = CTO - V(CTr + CTz ) 

2/J(1 + v}fz = CTz - V(CTr + CTO) 
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(2b) 

(2c) 

(3a) 

(3b) 

(3c) 

(3d) 



y 

z 'JI--++---L.. X 

Fig. 2-Choice of cylindrical and Cartesian coordinates. 

Here, the symbols u, E, and (J, suitably subscripted, stand for components 
of displacement, strain, and stress, respectively. The constants J.l and 
v represent the shear modulus and Poisson's ratio for the cable jacket, 
while the coefficient 

E = 2J.l(1 + v) (4) 

of En EO, and Ez in the first three equations of (3) is Young's modulus. 
Next, make the assumption that the annular cross sections remain 

plane and normal to the shell's axis during bending. * It then follows from 
a familiar geometric argument7 that 

r sin () 
Erz = E()z = 0, Ez = --- (5) 

p 

With no consequent loss of generality, we assume further that the cross 
section at z = ° remains in the x-y plane and undergoes no rotation about 
the z -axis nor overall rigid translation in the x-y plane, so that 

uz(r,(),O) = ° (6a) 

u()(ro,O,O) = u() (ro, ~,O) = uo(ro,1r,O) = ° (6b) 

We show next that the formulae (5) and (6a) require the in-plane 
stresses (In (Jo, and (Jr(J to be associated with a state of plane strain. That 
is, we establish the existence of plane displacements ur and u(J, inde­
pendent of z, that generate strains ErJ E(J, and ErO obeying the plane strain 

* The viewpoint here is similar to that of the traditional St. Venant "semi-inverse" 
method.6 The solution thus obtained is justified by exhibiting stress distributions on the 
ends of the cylinder that support the assumed deformation. 
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form of Hooke's law:5 

2/lEr = (1 - v)lTr - VlTo 

2/lEO = (1 - v)lTo - VlTr 

(7a) 

(7b) 

(7c) 

We first confirm (7) and then prove the existence of the requisite dis­
placements. 

Since Ez is known from (5), we have from (3c) that 

lTz = 2/l(1 + V)Ez + v(lTr + lTo) (8) 

Thus, lTz may be eliminated from eqs. (3a), (3b) for Er , EO to obtain 

(9) 

where Er,Eo are given by (7a), (7b). The last of (7) is, of course, satisfied 
by taking 

(10) 

To see that the strain field Er, Eo, and ErO is indeed generated from (7) by 
in-plane displacements ur and uo, independent of z, observe that the 
displacement field * 

(vr2 + Z2) sin () _ (vr2 - z2) cos () _ rz sin () 
2p , Uo = 2p ,Uz = p (11) 

has an associated strain field 

(12) 

Thus" the defining equations 

(13) 

for Un uo, and uz, together with (1), (9), and (12), reveal that the dis­
placements Ur,UO satisfy the strain-displacement relations for Er, EO, ErO. 
Moreover, when (13) is combined with (7c), (5), and (12), there re­
sults 

OUr + oUz = 0 oUo + 1. oUz = 0 oUz = 0 
OZ or 'oz r o() 'oz 

(14) 

Integration of (14) subject to the constraint (6a) yields 

U
z 

= OUr = oUo = 0 
oz oz 

and the desired result is established. 

* This dis~lacement field (11) is that which the shell would exhibit were it hollow (see 
Sokolnikoff, Article 32, for example). 
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The three-dimensional problem is now reduced to determining the 
plane-strain elastic state with displacements (ur,uo), strains (Er'€O, frO), 
and stresses (O"r, 0"0, O"rO), subject to boundary conditions on the cylindrical 
surfaces r = ri and r = roo The remaining stresses O"z,O"rz,O"Oz are then 
provided by (8) and 

O"rz = O"Oz = 0 (15) 

which follows from (5) and (3c). 

III. THE BOUNDARY CONDITIONS 

As previously mentioned, the intent of this paper is to account for the 
influence of the soldered steel shield on the plastic jacket. Since the 
longitudinal (z direction in Fig. 3) stiffness of the corrugated steel is small 
for small longitudinal extensions,8 the constraint imposed on the inner 
surface of a Stalpeth jacket is essentially confined to the x-y plane, 
provided the jacket field variables are interpreted as averages over a 
corrugation wave-length. 

Moreover, since the corrugation depth H (see Fig. 3) is small compared 
to the radius ri of the cable, the shield will deform in approximate ac­
cordance with Kirchoffs hypothesis of classical shell theory.9 In par­
ticular, denoting by u and v the circumferential ,and radial displacements 
of the midsurface of the shield (see Fig. 3), one has the relations9 

u~(~,O) = v (16a) 

2~ ( dV) uH~,O) = u + u - -d 
2ri - H 0 

(16b) 

for the radial and circumferential displacements of a particle at a dis­
tance ~ from the midsurface (again, see Fig. 3). Requiring the displace­
ments of the steel to conform to those of the jacket at ~ = H /2 results 
In 

v(O) = ur(ri,O) 

( 2ri ) u(O) = uO(ri,O) + Hour (ri,O) 
2ri - H 2ri - H 00 

(17) 

Next, take the shield to have an (in-plane) modulus Es and use (16), 
(17) to compute the tension T and moment M in the shield averaged over 
a corrugation wave length.e (refer again to Fig. 3). There results 

(18) 
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Fig. 3-Corrugation details. 

where A and I are respectively the area and area moment of inertia about 
the midsurface of a corrugation wave length (see Fig. 3a), and EO is the 
circumferential strain in the jacket. 

Finally, recall that for the shield to be in equilibrium under the in­
terfacialloads (Jr,(JrO exerted by the jacket, T and M must satisfylO 

(19) 

The sought-after boundary conditions at the inner surface of the jacket 
can now be extracted from (18) and (19) with the aid of (5), (9), (11), and 
(13). Neglecting terms in H/2ri compared to unity, one has 

EsA A (AH 1 d 2M) EsA vri . -ri(Jr+--EO- -M+--- =----smO 
. f I ri d0 2 f P 

(20a) 

(20b) 
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where 

M = - EsI (Ur + 02Ur) 
ri 2£ 00 2 

(20c) 

The remaining boundary conditions 

Ur = urO = 0 at r = ro (21) 

insure the absence of load on the exterior of the cable. 

IV. SOLUTION OF THE PROBLEM 

According to the plane theory of elasticity, there exists an Airy stress 
function 1> generating the stresses u r , Uo, and UrO through the rela­
tions5 

1 01> 1 02 1> 
U =--+--

r r or r2 of)2 

0 21> 
U ---
0- or2 

UrO = _ ~ (1-. 01» 
or r of) 

In addition, 1> must satisfy the biharmonic equation 

\141> = 0 

(22) 

(23) 

Michellll has given a general form for Airy's function for annular do­
mains subject to the requirement that the stresses and displacements 
be single-valued. * Examining Michell's solution (see also Fung,5 p. 246) 
and the boundary conditions (2), it seems worth trying 1> in the form 

1> = (ar3 + blr) sin f) (24) 

To determine the constants a and b in (24), substitute first into (22) 
and impose the boundary conditions (21) to conclude that 

and hence 

Ur = -2af(r) sin f), Uo = 2ag(r) sin f), UrO = 2af(r) cos f) 

f(r) = r(ro 41r 4 - 1), g(r) = r(ro 4/r 4 + 3) 
(25) 

Before enforcing (20), we compute the displacements and strains gen-

* Although Michell's argument for the generality of his solution is sketchy, his result is 
nevertheless correct. This can be established directly with the aid of Muskhelishvili's12 
complex valued stress functions. 
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erated by the stress state in (25). Toward this end, substitute (25) into 
the plane strain form of Hooke's law to arrive at 

~r = - ~ er(r) sin f), ~o = ~ eo(r) sin f), ~rO = - ~ f(r) cos f) 
~ ~ ~ 

- (r 0 4 
) _ (r 0 4 

) o r = r -;:4 + 4v - 1 ,00 = r -;:4 + 3 - 4v 

(26) 

If eqs. (26) are now incorporated into the strain displacement relations 
(1) and an elementary integration is performed, it is found that 

a [ro 4 _]_ 
u r = - -2 - (4v - 1)r2 + A sin 0 + B cos f) 

2~ r 

a [ro 4 _] _ _ 
Uo = - - --2 + (5 - 4v)r2 + A cos f) - B sin 0 + Cr 

2~ r 

(27) 

where A, B, and (; are constants fixed by the condition (6b). In fact, (27), 
(13),·(11), and (6b) give 

- - - (~v ) B=C=O,A= pa +2(2v-3) r02 (28) 

We are now in a position to determine the unknown constant a. Ob­
serve first that (27) and (20) require that the moment M in the steel 
vanish identically. Thus, the second of (20) follows from the first pro­
vided 

O(JrO 
--= (J 

of) r 

a condition that is met for all r by the stress field in (25). Equations (25), 
(26), and the first of (20), therefore, reveal that the boundary relations 
(20) are all satisfied provided 

a = _ ~vrd p , S = 2~fri 
00(ri) + Sf(rd EsA 

The result in (29) may be rewritten in the form 

~v a=-
AP' 

A = 3 - 4v + _0_ + S _0_ - 1 r 4 [r 4 ] 

ri 4 ri 4 

(29) 

(30) 

with the aid of (25) and (26). The stress field is now completely deter­
mined since by (8) and (25), 

( 
4apv) 2~r . 

(J z = 1 + v + -~- --;; SIn f) 
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or, using (30) and (4), 

(J z = [1 + 4"2)] Er sin () 
A(I + v p 

(31) 

By the same token, the displacements are given by (11), (13), (27), (28), 
and (30) in the form 

U r = _0 __ 0_ - (A + 4(v - 1» - - -- + A + 2(2v - 3) sin () ar 2 [r 2 r2 A Z2 ] 
2J.l r2 ro2 v ro2 

Uo = - _0_ _0_ + (5 - 4v - A) -ar 2 [r 2 r2 
2J.l r2 ro2 

(32) 

A z2 ] + - -2 + A + 2(2v - 3) cos () 
v ro 

The solution to the original three-dimensional problem has thus been 
found. Although there is no available uniqueness theorem encompassing 
the present problem (the boundary conditions (20) are nonstandard), 
it can be shown from Michell'sll representation for the Airy function 
that the solution obtained here is unique except for certain peculiar 
choices of the elastic and geometric parameters of the jacket and shield. 
The physical significance of these instances of non-uniqueness is related 
to the important sheath-buckling phenomenon that has been observed 
in telephone cables. Since the present analysis is insufficient to ade­
quately describe the crucial z-dependence of the ripples, we shall explore 
this issue no further in this paper. 

v. DISCUSSION OF THE STRESSES IN THE JACKET 

Observe first [eq. (31)] that the axial stress (Jz varies linearly with the 
distance y = r sin () from the neutral plane (y = 0), just as in the ele­
mentary Bernoulli-Euler theory. In addition, (25) reveals that (Jr and 
(Jo are likewise antisymmetric about the neutral plane, (Jr being com­
pressive and (Jo tensile when (Jz is tensile and vice versa. The shear stress 
(JrO, as expected, is symmetric about the neutral plane. 

The variation in (Jr (and hence (JrO) and (Jo across the thickness of the 
jacket is illustrated in Fig. 4, where the dimensionless functions 

FBAR = -//4ro, GBAR = g/4ro 

[Eq. (25)] are plotted against the dimensionless radius 

RBAR == r == r/ro 

(33a) 

(33b) 

for 0.5 ~ r ~ 1. It is seen that as long as the jacket thickness is less than 
10 percent of the cable radius (0.9 < r < 1), the transverse stress (Jr is less 
than 10 percent of the hoop stress (JO, which is itself essentially constant 
across the jacket. 
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Fig. 4-Radial dependence of (Jr (FBAR) and (J(J (GBAR). 

With a view toward examining the influence of the properties of the 
jacket on the stress state, let (lzm and (lom stand for the maximum values 
of the axial and hoop stresses, respectively. Then (25) and (31) together 
with (30) and (4) give 

Ev 
(lOm == (lo(ri,7r/2,z) = g(rd 

(1 + v)"Ap 

[ 
4v2] Era 

(lzm == (lz(ra,7r/2,z) = 1 + )-
(1 + v"A p 

(34) 

The ratio of the maximum bending stress in the cable to the prediction 
of elementary beam theory is thus 

(l~ 4v2 

SIGMAX == -/- = 1 + ( ) 
Era p 1 + v "A 

(35) 
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Further, the degree of biaxiality created in the jacket by its constrained 
inner surface is described by the parameter 

(Jom vg(rd/ro ALPHA =-- = ---=--:........:....:---.:::-

(Jzm (1 + V)A + 4v2 
(36) 

In Fig. 5, the dimensionless stresses SIGMAX and ALPHA are plotted 
versus Poisson's ratio v for a 3-inch diameter Stalpeth cable conforming 
to the current Bell System design. In computing the p.arameter S that 
enters the formula (30) for A, the area A of a half-corrugation wave length 
has been approximated by 

H- ts 
A = vm 2 + 1 fts m =---, f (37) 

which is the area of the parallelogram shown in Fig. 3c. Also, the modulus 
Es was assumed to be that of steel and the jacket modulus E was sup­
posed to be 45,000 psi, representative of low-density polyethylene at 
room temperature.13 

The .curves shown are quite insensitive to variations in jacket modulus, 
SIGMAX changing by less than % percent and ALPHA by less than 2 
percent when E is increased to 90,000 psi. The results indicate that for 
a Poisson's ratio v = 0.35, the bending stress in the jacket is about 12 
percent higher than the prediction of the elementary theory while the 
hoop stress is roughly % of the axial stress. 

The formulae (35) and (36) can also be used to investigate the effect 
of cable size on the state of stress in the jacket. Once the cable diameter 
is chosen, all other geometric parameters (e.g., jacket thickness, corru­
gation height) are fixed. This information was incorporated into (35) and 
(36) resulting in equations relating SIGMAX and ALPHA to cable diameter 
and the elastic constants of the jacket. For the range" of Stalpeth cable 
currently manufactured, SIGMAX and ALPHA are independent of cable 
diameter. 

The conclusions already reached as well as others of interest may be 
inferred more easily from the approximations of the previous equations 
arising from assuming the jacket to be thin. Toward this end, let 

(38) 

so that, for any n 

CJ = (1 - :J = 1 - < + 0 [CYJ as tiro - 0 (39) 

If the approximation in (39) is applied to the formula (30) for A, one 
gets 

A = 4(1 - v) + 4t/ro + 4St/ro + 0[(t/ro)2] 
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Fig. 5-Dependence of bending and hoop stresses on Poisson's ratio (cable diameter 
= 3 inches, E = 45,000 psi). 

But from (30), (37), and (39) 

St _ 2/-l .i. ri _ 2/-lt (1 _~) + 0 [(~) 2] 
ro Esvm 2 + 1 ts ro Estsvm 2 + 1 ro ro 

whence 

A = 4 (1- v +~) + O(t/ro) 
1+v 

S = 2/-l(1 + v)t Et 
o vm2 + 1 Ests vm 2 + 1 Ests 

Equations (40) and (35) give 

v2 

SIGMAX = 1 + 2 S + O(t/ro) 
1- v + 0 

Similarly, 
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Fig. 6-Dependence of bending and hoop stresses on the modulus parameter So (v = 
0.35). 

so that, using (40) as well, ALPHA may be approximated from (36) by 

v 
ALPHA = --+ O(t!ro) 

1 + So 
(42) 

The dependence of the nondimensionalized stresses on Poisson's ratio 
is thus seen from (41) and (42) to have the form indicated in Fig. 5. 
Moreover, (41) and (42) exhibit no explicit dependence on cable radius, 
though there is a slight implicit dependence entering through So, since 
t and m are governed by cable diameter. 

The approximate relations (41) and (42) have been used to generate 
the curves in Fig. 6. The parameter So for present cable designs is very 
small (10-2 to 10-3) which accounts for the insensitivity of the curves 
in Fig. 5 to variations in jacket modulus in contrast to those in Fig. 6. In 
fact, the ratio Et/Ests is so small for all conceivable cable applications 
that So may as well be neglected. If this is done, then (41), (42) can be 
used in conjunction with (25), (31), (35), and (36) to provide 

E 
(J'z ~ ---2 f, (J'o ~ V(J'z 

1 - v 

ro sin () 
f= 

p 

All other stresses zero 

as a good approximation to the jacket stresses. 

(43) 
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VI. IMPLICATIONS ON CABLE PERFORMANCE 

One important result that emerges from the present investigation is 
that (43) (for fixed (), 0 < () < 71") is the stress state that arises in the so­
called "biaxial strip" experiment (Fig. 7). When a strain E > 0 is imposed 
in the y direction, the strip is in plane stress (o-z ~ 0) throughout and 
plane strain (Ey ~ 0) in a region near the center. The circumferential and 
longitudinal directions in the cable thus correspond, respectively, to the 
x and y directions in Fig. 7. 

The approximate plane strain condition in the bent Stalpeth cable 
is created by the adherence of the jacket to the steel. Should this con­
straint remain intact during continued bending of the cable, the analogy 
with the strip experiment also continues. In that event, the elongation 
at break in the biaxial strip experiment would be an important material 
parameter. Another biaxial experiment4 (equal principal stresses) in­
dicates that some low-density polyethylenes exhibit an ultimate elon­
gation biaxially that is substantially reduced from the uniaxial value, 
say to 20 percent or perhaps even less at lower temperatures or higher 
rates. Since jacket strains typically reach 15 percent during duct in­
stallation, failure due simply to biaxiality is indeed a concern. The strip 
experiment should, therefore, be instituted as a materials screening 
test. 

Even if the material exhibits a high elongation in the biaxial strip 
experiment, however, the cable jacket may fail because of the localization 
of deformation in the neighborhood of imperfections, such as corrugation 
imprints or surface scratches. In these cases, failure occurs at bend radii 
for which the present analysis is applicable to points in the jacket away 
from the imperfection. Thus, if the geometry and orientation of the 
imperfection are known, concentration factors may be used to determine 
under what conditions the transition to highly localized deformation 
occurs. The critical parameters at which this transition occurs are cur­
rently found from impact tests on relatively narrow notched bars.l The 

y 
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Fig. 7-Biaxial strip experiment (clamps pulled in y direction). 
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biaxiality evidenced here should have little effect on the conclusions 
drawn from such a procedure, since the notches create a complex state 
of stress which is largely independent of width.14 

In addition, the growth of sharp internal or surface flaws under the 
influence of the far-field stresses calculated here can be analyzed with 
the aid of a recently developed viscoelastic theory15 coupled with stress 
intensity factors available from the literature.16 Theoretical failure times 
would then be compared against the duration of loading to give a prob­
ability of cracking failure for a given flaw population. Here, we remark 
only that the probability of premature fracture is obviously enhanced 
by the constraining effect of the steel, since the severity of loading for 
those flaws not oriented in the () direction is increased by the biaxial­
ity. 

In addition to the effect on fracture performance, biaxiality can also 
have a substantial effect on the yielding behavior of plastics. 4,17 But in 
view of the fact that cable jackets, including Stalpeth jacket, are im­
printed with corrugation valleys, localized yielding behavior is more 
relevant. 

The failure mechanism on which the present analysis sheds the most 
light is that of sheath buckling. Firstly, on the compressive side of the 
cable, (25) indicates that the jacket exerts tensile loads on the flooding 
compound. Estimates from the preceeding formulae reveal the magni­
tude of this stress to be as high as 200 psi during installation. It would 
therefore seem that only an exceptional flooding compound would suc­
cessfully restrain the jacket at low temperatures and suggests a need for 
the mechanical characterization of these compounds. The situation is 
further aggravated by the biaxiality and the fact that the stresses vary 
in proportion to the modulus. This accounts for the occurrence of 
buckling at low installation temperatures. The temperature at which 
buckling will occur for a given duration of loading can be estimated from 
this analysis and elementary viscoelasticity theory. This buckling 
analysis is presently being pursued. 

VII. CONCLUSIONS 

We have shown that: 

(i) The state of stress in the jacket of a bent telephone cable is es­
sentially biaxial and constant across the thickness. 

(ii) At any fixed point in the ja~ket of a Stalpeth cable, the stress state 
is essentially that in the biaxial strip: 

E ro sin () 
(Jz ~ --- E (Jo ~ V(Jz E == 

1 - v2 ' , P 

with all other stresses and strains negligible. Thus, the maximum 
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bending stress is 110-130 percent of the elementary beam theory pre­
diction while the maximum hoop stress is 30-45 percent of the bending 
stress. 

(iii) The flooding compound on the compressive side of the cable is 
subjected to tensile and shear stresses as high as 200 psi. 

(iv) Practical variations in cable design parameters such as corru­
gation depth and frequency, steel thickness and jacket thickness have 
no significant effect on the global stresses due to bending. 

Having the results of this as well as previous investigations in mind, 
we have concluded that: 

(i) The currently used techniques! for evaluating the notch sensi­
tivity of plastics are applicable to the bending conditions encountered 
in cable installation. 

(ii) The failure strength of flooding compounds can play an impor­
tant role in preventing jacket buckling. For this reason, any anticipated 
change in flooding material should be thoroughly examined with respect 
to tensile strength and adhesive strength. 

(iii) The probability of spontaneous cracking is increased by the 
adherence of the jacket to the soldered steel layer. 

ACKNOWLEDGMENT 

The authors appreciate the computational assistance provided by C. 
Jones. 

REFERENCES 

1. G. M. Yanizeski, E. D. Nelson, and C. J. Aloisio, "Predicting Fracture, Creep and 
Stiffness Characteristics of Cable Jackets from Material Properties," Proc. of the 
Twenty-Fifth Int. Wire and Cable Symp. (sponsored by U.S. Army Electronics 
Command), November 1976, pp. 272-280. 

2. M. L. Williams, "Structural Analysis of Viscoelastic Materials," AIAA Journal, 2, No. 
5 (May 1964), pp. 785-808. 

3. M. E. Gurtin and Eli Sternberg, "On the Linear Theory of Viscoelasticity," Archive 
for Rational Mechanics and Analysis, 11, No.4 (1962), pp. 291-356. 

4. 1. L. Hopkins, W. O. Baker, and J. B. Howard, "Complex Stressing of Polyethylene," 
J. Appl. Phys., 21, No.3 (March 1950), pp. 206-213. 

5. Y. C. Fung, Foundations of Solid Mechanics, Englewood Cliffs, N.J.: Prentice-Hall, 
1965. 

6. 1. S. Sokolnikoff, Mathematical Theory of Elasticity, New York: McGraw-Hill, 
1956. 

7. S. Timoshenko and D. H. Young, Elements of Strength of Mai'f!rials, fourth edition, 
Princeton: D. Van Nostrand, 1962. 

8. D. J. Meskell, tensile test data provided in a private communication, July 22,1976. 
9. V. V. Novozhilov, Thin Shell Theory, English translation, Gronigen: Noordhoff, 

1964. 
10. A. E. H. Love, A Treatise on the Mathematical Theory of Elasticity, fourth edition, 

New York: reprinted by Dover, 1944. 
11. J. H. Michell, "On The Direct Determination of Stress in an Elastic Solid, with Ap­

plication to the Theory of Plates," Proc. of the London Mathematical Soc., 31, April 
1899, pp. 100-146. 

12. N. 1. Muskhelishvili, Some Basic Problems of the Mathematical Theory of Elasticity, 
fourth edition, English translation, Gronigen: Noordhoff, 1963. 

168 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1978 



13. R. P. DeFabritis, private communication, April 27, 1976. 
14. A. S. Tetelman and A. J. McEvily, Jr., Fracture of Structural Materials, New York: 

Wiley, 1967. 
15. R. A. Schapery, "A Theory of Crack Initiation and Growth in Viscoelastic Media I. 

Theoretical Development," Int. J. Fract., 11, No.1 (January 1975), pp. 141-159. 
16. P. C. Paris and G. C. Sih, "Stress Analysis of Cracks," Fracture Toughness Testing 

and Its Application, ASTM-STP-381, Philadelphia (1965), pp. 30-83. 
17. R. S. Raghava, "Macroscopic Yielding Behavior of Polymeric Materials," Ph.D. dis­

sertation, Mechanical Engineering Department, University of Michigan, 1972. 

ELASTIC STATE OF STRESS IN CABLE JACKET 169 





Copyright © 1978 American Telephone and Telegraph Company 
THE BELL SYSTEM TECHNICAL JOURNAL 

Vol. 57, No. I, January 1978 
Printed in U.S.A. 

A Generalization of Takagi's Theorem on 
Optimal Channel Graphs 

By F. R. K. CHUNG and F. K. HWANG 

(Manuscript received June 6, 1977) 

A channel graph, also called a linear graph, 5 is a multistage graph 
with the properties that (i) each of the first and the last stages consists 
of a single vertex (denoted by I and 0 respectively); (ii) for any vertex 
v ~ I or 0, v is adjacent to at least one vertex from the preceding stage 
and at least one vertex from the following stage. In a switching network, 
the union of all paths connecting a fixed input terminal to a fixed 
output terminal can usually be studied as a channel graph by taking 
each switch as a vertex. In comparing the blocking probabilities of two 
channel graphs with the same number of stages, we say one is superior 
to another if its blocking probability is less than or equal to that of the 
other under any link occupancies. Takagi proved a basic theorem in 
showing one type of channel graph is superior to another. In this note 
we present a more powerful result which includes Takagi's theorem as 
a special case. 

I. INTRODUCTION 

A graph is called a multistage graph if its vertex set can be partitioned 
into subsets Vb . .. , Vs , for some number s, and its edge set into subsets 
E l , ... ,Es - l such that Ei connects Vi with Vi+ l . A channel graph, also 
called a linear graph,5 is a multistage graph with the properties that (i) 
each of the first and the last stages consists of a single vertex (denoted 
by I and 0 respectively); (ii) for any vertex ~ lor 0, v is adjacent to at 
least one vertex from the preceding stage and at least one vertex from 
the following stage. In a switching network, the union of all paths con­
necting a fixed input switch to a fixed output switch can usually be 
studied as a channel graph by taking each switch as a vertex and each 
link as an edge. 

In a switching network, a link can be in either one of two states, busy 
or idle, depending on whether it is part of a connection carrying a call. 
A path from a fixed input switch to a fixed output switch is blocked if 

171 



(a) (b) 

Fig. I-Channel graphs in Takagi's theorem. 

it contains a busy link. A pair of switches is blocked if every path between 
them is blocked. The same notion of "blocking" applies to the study of 
channel graphs and therefore we can talk about the blocking probability 
of a channel graph. 

A series-parallel channel graph is a channel graph which is either a 
series combination or a parallel combination of two smaller series-parallel 
channel graphs with an edge being the smallest such graph. Channel 
graphs which are not series-parallel are often called spider-web channel 
graphs. Recent studies have shown, either by analysis or by simulation 
(see Refs. 3 and 9, for example), that spider-web channel graphs can 
sometimes significantly reduce blocking probabilities over series-parallel 
channel graphs for given switching network hardware. In particular, 
Takagi8,9 gives a useful theorem which compares the blocking probability 
of the spider-web channel graph in Fig. la and the series-parallel channel 
graph in Fig. lb. 

In Fig. la, the connection between the two middle stages can be viewed 
as a complete bipartite graph on m and n vertices. In Fig. Ib, the con­
nection between the two middle stages can be viewed as a matching of 
m pairs, each pair joined by n multiple edges. 

The above theorem is the basis of Takagi's work8,9 on optimal channel 
graphs which has been widely quoted in the literature (see Refs. 1,2,4, 
6,7,10,11, and 12, for example). In this note we present a more powerful 
result which deals with a much larger class of channel graphs and in­
cludes Takagi's theorem as a special case. 

II. TAKAGI'S THEOREM 

Takagi's comparison of two 4-stage channel graphs as shown in Fig. 
1 actually has broader applications than it appears. The extension is 
made possible by interpreting each edge in the 4-stage channel graphs 
as a reduction of a multistage graph. The only requirement is that the 
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(a) (b) 

Fig. 2-Two 6-stage channel graphs. 

multistage graphs represented by the edges in the same set Ei are iso­
morphic. For instance, the two 6-stage channel graphs shown in Fig. 2 
can be reduced to the two 4-stage graphs shown in Fig. 3. 

Note that a vertex in the 4-stage graphs can represent a group of 
vertices (from the same stage) in the 6-stage channel graphs. Further­
more, two disjoint edges in the 4-stage channel graphs can come from 
two nondisjoint subgraphs of the 6-stage channel graphs. Finally, an edge 
in the 4-stage channel graphs can have more than one state where a state 
is basically a distinct subset of non blocking paths in the corresponding 
multistage graph. 

By associating a probability distribution to the joint states of the edges, 
the blocking probability of a channel graph can be computed. Let D be 
a collection of probability distributions on the joint state of the edges. 
Then an s-stage channel graph G is said to be superior to another s-stage 
channel graph G' with respect to D if given any member of D, the 
blocking probability of G never exceeds that of G'. Let P(Xd, i = 1, 

(a) 

E' 1 

Fig. 3-Two 4-stage channel graphs. 

E' 2 -

(b) 

E' 3 

Fig. 4-The mapping from Fig. 2 to Fig. 3. 

GENERALIZATION OF TAKAGI'S THEOREM 173 



(a) (b) 

Fig. 5-Channel graphs in main theorem . 

. . . ,x, denote the probability that an edge of El is in state Xi, let P(Zj), 
j = 1, ... ,y, denote the probability that an edge of E3 is in state Zj, and 
let Y(i,j) denote the blocking probability of a path from I to 0 which 
contains an edge of El in state Xi and an edge of E3 in state Zj. Finally, 
let S be a joint state of the edges in E 3. Then Takagi proves: 

Takagi's theorem. The channel graph ofFig.1a is superior to the channel 
graph of Fig. 1b for arbitrarily given S, P(Xd, and Y(i,j) under the fol­
lowing assumptions: 

(i) The states of the edges are independent. 
(ii) n;::: m. 

In the next section, we give a generalization of Takagi's theorem. 

III. THE MAIN THEOREM 

Consider the two channel graphs in Fig. 5. 
In Fig. 5a, each vertex in stage 2 has n' edges connected to n' distinct 

vertices in stage 3, and each vertex in stage 3 has n edges connected to 
n distinct vertices in stage 2. Furthermore mn = m'n', n' =:; m and n =:; 
m'. Figure 5b is the same as Fig. lb. 

U sing the same notation as in Section II, we now prove: 

Main theorem. The channel graph in Fig. 5a is superior to the channel 
graph in Fig. 5b for arbitrarily given S, P(Xi ) and Y(i,j) under the fol­
lowing assumptions: 

(i) The states of the edges are independent. 
(ii) m';::: m. 

Before we prove the theorem we state a lemma proved by Takagi8 

which is a generalized version of Holder's inequality. 
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Lemma. If aij ~ 0, and 

m 1 
L-= 1 
j=l bj 

for bj > 1, and Ai ~ 0, then the following inequality holds: 

(1) 

Proof of the theorem. Let S be an arbitrary state on the set of edges 
between stage 3 and stage 4 in Fig. 5. Suppose under S, Z j edges between 
stage 3 and stage 4 are in the state Zj, j = 1, ... ,y. In Fig. 5a, let Wkj be 
the number of edges joining the kth vertex in stage 2 to a vertex v in stage 
3 such that the edge between v and 0 is in the state Zj. Then it can be 
easily checked: 

and 

m' 

L Wkj = nZj 
k=l 

y 

L Wkj = n' 
j=l 

y 

L Zj = m 
j=l 

(2) 

(3) 

(4) 

Let Y(i,j) denote the blocking probability of a path from I to 0 which 
contains an edge in the state Xi between stage 1 and stage 2 and an edge 
in the state Zj between stage 3 and stage 4. Furthermore, let P(Xd de­
note the probability of Xi and let x be the number of possible states Xi. 
Then the blocking probabilities of the channel graphs in Fig. 5a and5b 
for the given state S, denoted by Ba and Bb, are 

and 

Bb =.II .L P(Xd Y(i,j)n J 
y [ x ]z. 

J= 1 l= 1 

Using (2), (3), and (4), we have 
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(a) (b) 

Fig. 6-Example 1. 

(a) (b) 

Fig. 7-Example 2. 

(a) (b) 

Fig. 8-A counterexample . 

• • 

(a) (b) 

Fig. 9-A reduction of Fig. 8. 
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If m' = m, then n' = n. By substituting Ai = P(Xi ), aij = Y(i,j)Wkj and 
bj = n/wkj in (1), we obtain 

m' { x y } 
Bb ~ kI]1 i~1 P(Xd jgl Y(i,j)Wkj = Ba 

If m' > m, then n > n'. Define 

Y(i,y + 1) = 1 and 
n 

b +1=--
y n - n' 

Then by+ 1 > 1 and 

y+l 1 y Wk· n' 
L-=L~+1--=1 

j=1 bj j=1 n n 

Now 

~ ljl Lt, P(X,J ;Jj: Y(i,j)n/bj
) 

m' { x y } 
= kI]1 i~ P(Xd J~\ Y(i,j)Wkj = Ba 

where the inequality is obtained by making a similar substitution as 
before. The proof is complete. 

We note that by setting m' = n (hence n' = m) in the given theorem, 
we obtain Takagi's theorem immediately. 

IV. DISCUSSION 

Two examples to which Takagi's theorem does not apply while our 
theorem does are shown in Figs. 6 and 7. In both figures, the channel 
graph (a) is superior to that of (b). The comparison in Fig. 6 is especially 
useful since the degrees of corresponding vertices are exactly the 
same. 

Next we ask can we generalize our theorem in the direction that the 
states of the edges between stage 1 and stage 2 can also be dependent. 
We conjecture the theorem will still be true but no proof is known yet. 
Certainly we cannot hope to imitate the proof given here. A ready 
counterexample to this approach is illustrated in Fig. 8. 

If the two states we assume are such that the first edge between the 
first two stages and the first edge between the last two stages are blocked, 
then the two channel graphs can be reduced to the channel graphs in 
Figs. 9a and b, respectively. Clearly, the channel graph in Fig. 9b is su­
perior. But from Takagi's theorem or our theorem, we know that the 
channel graph in Fig. 9a is superior to that in Fig. 9b. 
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A general computer-aided design method for use with electromag­
netic devices such as ringers, relays, and solenoids is described. The 
method is demonstrated by applying it to the design of polarized bell 
ringers. A lumped-element model with electrical, magnetic, and me­
chanical portions is used in the analysis. First, interaction equations 
are derived using a Lagrangian formulation applied to a simple model. 
Second, the model is refined by subdividing the iron members and in­
cluding more leakage paths. An electrical circuit analysis program 
assembles the equations for the electromagnetic portion of this more 
complete model and produces a subroutine that solves these equations. 
A computer program has been written to predict the effects of changing 
motor parameters. The versatility and usefulness of the design tech­
nique has been demonstrated by applying it to the Bell System 
TRIMLINE® telephone set ringer to achieve major design improve­
ments. 

I. INTRODUCTION 

In 1952 the Bell System introduced the standard 500-type telephone 
set which uses a "universal" two-gong ringer (C-type) to meet a wide 
variety of service conditions.! A universal ringer must: (i) have two 
voltage sensitivity modes that ensure adequate operation under worst­
case conditions and provide protection against cross ringing on party 
lines, (ii) be electrically polarized to protect against bell tapping due to 
dialing transients, (iii) have high impedance (~8 kohms) at ringing 
voltages so that multiple ringers can be bridged across the line, (iv) have 
high impedance (~120 kohms) at voice frequencies to prevent speech 
signal attenuation, and (v) have two coil windings for use with multiparty 
ringing circuits.2 

Recently a project was undertaken to design a miniature single-gong 
ringer that would have the low cost, reliability, sensitivity, and sound 
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ACOUSTIC RESONATOR ............ 

MOTOR ...... 

GAPA--

--BASE 

Fig. I-Ringer with rocking-armature motor (gong and clamp plate removed). 

output of the C-type ringer but would be significantly smaller. The small 
single-gong P-type ringer commonly used in TRIMLINE® telephones 
and other new telephone sets did not optimally meet all of these objec­
tives and previous attempts to meet them were unsuccessful. To achi~ve 
these objectives, effort was channeled toward a rocking armature type 
motor3,4 that drives a single clapper and fits under the gong. A mathe­
matical model was essential for the design process in order to perform 
parametric analyses and design optimization. The mathematical model 
had to realistically account for flux saturation of materials and flux 
leakage paths in the design, both of which have significant influence on 
the performance of a compact ringer motor. 

II. RINGER OPERATION 

The structure of a ringer with a rocking armature motor is shown in 
Fig. 1 and an exploded view of the motor is shown in Fig. 2. In the absence 
of coil current a bias spring (not shown) returns the armature to the 
position shown in Fig. 1. The permanent magnet flux passes through 
both armature gaps and nearly saturates the shunt member. The ringer 
is electrically polarized since only coil current of one polarity will cause 
operation. Coil current in the operate direction increases the flux in gap 
A and decreases the flux in gap B causing clockwise armature rotation 
which drives the clapper away from the gong. As the current returns to 
zero the armature returns to its normal position and drives the clapper 
into the gong. For negative coil current the shunt member of the mag­
netic circuit has a relatively low reluctance so that most of the coil flux 
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passes through the shunt instead of the working gaps. The low reluctance 
shunt results in the ringer having a high electrical inductance which is 
necessary for resonance of the ringer circuit at the frequency of the 
ringing power supply, 20 Hz. 

The ringer motor consists of a bobbin-wound coil, a pole piece as­
sembly, a permanent magnet, a pivot pin, and an armature of low carbon 
steel. Figure 2 shows one version of the rocking armature motor which 

HEADED RIVET 
\ 
\ 

ARMATURE---

./ TOP LAMINATION STRAP 

/SHUNT MEMBER 

/LAMINATION STACK 
./ 

--- PIVOT PIN 

Fig. 2-Rocking-armature motor. 

is described in this paper. In this version the pole piece assembly consists 
of two lamination stacks sandwiched between two silicon steel lamination 
straps and held together with three aluminum rivets. 

Basic motor performance is usually studied using measured static 
torque curves that show the relationship between blocked armature 
torque, armature position, and dc coil current. Figure 3 shows two ide­
alized torque curves, one with the armature blocked in the nonoperate 
position (gap B closed) and the other with the armature blocked in the 
operate position (gap A closed). A single cycle of very slowly varying coil 
current is shown below the torque curves to illustrate the quasistatic 
operation of the motor. A major objective of the mathematical model 
described here was the prediction of static torque curves. from basic 
motor parameters such as dimensions, material magnetic characteristics, 
and armature displacement. 
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Fig. 3.-Ringer motor static torque curves and quasistatic operation. 

III. MATHEMATICAL MODEL 

Successful methods of modeling electromechanical devices such as 
relays and solenoids have appeared elsewhere.5,6 The electromechanical 
ringer is a complex device and a complete analysis would involve the 
solution of Maxwell's three-dimensional field equations in space occu­
pied in part by nonlinear material with memory. Fortunately, because 
ringers are low-frequency and low-velocity devices, the following sim­
plications can be made for design analysis: 

(i) The field problem can be approximated by a network where each 
volume of space occupied by a uniform material is represented as one 
or more lumped elements. Each element represents a physical effect in 
the uniform member, such as reluctance or loss. 

(ii) All magnetic members except the permanent magnet are as­
sumed not to have memory (no hysteresis). 

(iii) Stray flux paths through air can be adequately represented by 
lumped leakage reluctances. 

A lumped-element model for the magnetic portion Qf the motor of Fig. 2 
appears in Fig. 4. This model uses the common flux-current analogy 
between magnetic circuits and electric circuits. Iron members are 
modeled by nonlinear reluctances and are characterized by normal B-H 
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Fig. 4-Lumped element model (equivalent circuit) for magnetic portion of rocking­
armature motor. 

curves. The magnet is modeled using its demagnetization (de-mag) curve 
and recoil permeability. A function was fitted to reference data for the 
B-H characteristics. The fitting process and results are described in 
Appendix A. 

Leakage flux paths are modeled by lumped reluctances. The number 
and magnitude of these reluctances were determined from available 
formulae and prototype measurements as described in Appendix B. 

IV. EQUATION FORMULATION 

A consistent way to develop the equations for a system that has me­
chanical, magnetic, and electrical energy is to use the Lagrangian for­
mulation. The procedure is illustrated in Appendix C by applying it to 
the simplified model of Fig. 5. The equilibrium equations for the sim­
plified model are a set of five differential equations, one electrical, one 
mechanical, and three magnetic, the simultaneous solution of which 
describes the dynamic performance of the motor. 

The equilibrium equations are reduced to the static case since only 
quasistatic motor performance is considered here. In the resulting set 
of nonlinear equations the current source becomes a magnetomotive 
source NI in one of the magnetic equations and the mechanical equation 
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Fig. 5-Simplified lumped element model for rocking-armature motor. 

gives the static torque on the armature. See Appendix C, eq. (21). Ar­
mature torque to is given by 

t = _ ¢~ oPa _ ¢~ oPb _ (¢a + ¢b)2 oPmg 
o 2P~ of) 2P~ of) 2P~g of) 

where the ¢'s and P's are the gap fluxes and permeances respectively. 
Magnetic permeance is the reciprocal of reluctance. 

It is apparent from this equation that for accurate calculations of 
torque, appropriate functions for gap permeance must be determined. 
This is done in Appendix D. The gap fluxes are found by solving the three 
magnetic equations for specified values of coil current and armature 
displacement. The gap fluxes are then used in the torque equation above. 
To achieve accurate calculations of circuit fluxes it was found necessary 
to include up to 30 elements in the magnetic portion of the model. 

Having used the Lagrangian formulation to determine the terms of 
mechanical-magnetic interaction for the simplified model, circuit 

184 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1978 



analysis techniques were then used to generate the equations for the 
electromagnetic portion of the more complex model shown in Fig. 4. This 
step permitted increasing model complexity to account for significant 
measured effects without tedious derivation of new equilibrium equa­
tions. 

V. SOLUTION OF EQUATIONS 

The next task is to find the solution to a set of simultaneous nonlinear 
equations. Since linear equations are easy to solve, at least in principle, 
the set of nonlinear equations may be solved most easily by finding a 
sequence of solutions to related linear equations that co'nverges to the 
solution of the nonlinear equations. In general, closed-form (exact) so­
lutions do not exist for nonlinear systems, so some such iterative method 
of solution must be used. 

The procedure adopted is well known as Newton's method. The 
nonlinear system is expanded in a Taylor series about some trial solution. 
Retaining only the linear terms in this expansion, the resulting set of 
linearized equations is solved to yield a new approximation to the solu­
tion. Successive solutions converge to the solution of the original non­
linear system. 

The magnetic portion of the more complex model was analyzed using 
the Circuit Analysis Program for Efficient Computer Optimized Design 
(CAPE COD).7 From a topological input description of the magnetic cir­
cuit, CAPE COD produces a subroutine that solves the network equations. 
This routine is combined with the interaction terms derived from the 
Lagrangian formulation to provide the complete device model for the 
static case. 

5. 1 Sequence of analyses 

The first calculation procedure determines a maximum operating 
point for the magnet. For this calculation, the magnet is described by 
its de-mag B-H curve, and the independent coil current source is set to 
zero. A tentative operating point is found by iteration, as described 
above .. Once this maximum operating point is determined, the operating 
point of the magnet is lowered until the ringer will just begin to operate 
at a specified current. The results of this analysis are then printed. 

A graph for the de-mag B-H curve for the magnet and the "load line" 
of the rest of the circuit as seen by the magnet is produced. For this 
calculation of the load line, a value for H is selected, and the slope of the 
B-H curve for the magnet is set to zero. The solution of this system gives 
the corresponding value of B on the load line for the selected H. The 
independent source associated with the coil is again set to zero for these 
calculations. 

COMPUTER-AIDED MAGNETIC CIRCUIT DESIGN 185 



1.0 

0.8 

<I: 0.6 
..J 
CJl 
w 
I-
a] 0.4 

0.2 

0 
320 280 

50 

40 

30 

20 

E 
I 10 z 
E 
w' 
:J 
d 0 
II: 
0 
I-

-10 

-20 

-30 

-40 
-16 

l:;. LOWER AREA 

o NOMINAL 

240 200 160 120 80 
H, A/mm 

ARMATURE IN<;""-

BALANCED (8= 0) 

-8 -4 o 
I, mA 

OPERATE " 
POSITION 

4 8 

40 0 

12 16 

Fig. 6-Typical program output showing the predicted effect of decreasing the cross­
sectional area of a magnetic shunt member. 

To calculate torques, the magnet characteristic used is that of the 
recoil line through the final operating point. The independent source 
associated with the coil is set to the appropriate ampere-turns, and the 
calculations proceed as before. The torque on the armature is calculated 
from the flux through the gaps at the armature. The displacement of the 
armature and the ampere-turns of the source are varied to produce a 
family of curves. Figure 6 is a sample of the plotted program output 
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Fig. 7-Flux versus coil current, predicted and measured. 

showing both the permanent magnet and torque characteristics of a 
motor and the predicted effect of changing a single parameter, the 
cross-sectional area of the shunt. 

VI. VERIFICATION OF MATHEMATICAL "MODEL 

Measurements were made on an early prototype of the rocking ar­
mature motor in order to verify the mathematical model. The solid 
curves of Fig. 7 show the predicted flux versus coil current in key mag­
netic members. Measured fluxes, some of which are indicated, showed 
good agreement with predicted values. Agreement was particularly good 
for fluxes 1>a and 1>b, which determine armature torque. 
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The comparison of predicted to measured armature torque is shown 
in Fig. 8. Agreement between these two curves is ·very satisfactory. A 
comparison of the predicted to measured effect of changing two im­
portant variables, armature displacement and magnet strength, is shown 
in Fig. 9. The measured change is considered to show adequate agree­
ment, especially in the important midrange currents where ringer bias 
adjustments are made. 

VII. OPTIMIZATION 

The mathematical model of the ringer motor aided first in identifying 
key parameters and second in finding a set of parameter values which 
optimize motor performance. The General Purpose Optimization 
Package (GPOp)7 was combined with the ringer analysis program to 
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perform that optimization. First a criterion function based on the desired 
motor characteristics was developed. Second, the program determined 
a set of values for the parameters that improves the performance of the 
ringer relative to a set of initial values provided to the program. 

7. 1 Desired motor output 

Basic motor performance is evaluated through use of static torque 
curves. The two idealized torque curves of Fig. 3 are shown in Fig. 10, 
with important points indicated. The two "stick" torques are defined 
to occur at zero current with the armature on either pole. They are in­
dicated on the figure by the labels Ta and T b. Torque Ta must be either 
negative (counterclockwise) or, if positive (clockwise), must be small 
enough to be overcome by a practical bias spring. This ensures that the 
armature always returns to its nonoperate position in the absence of coil 
current. 

Torque Tb must be large enough to drive the clapper against the gong 
with sufficient velocity. At the same time Tb must not be so large that 
excessive armature impact noise and wear are produced by the armature 
striking pole B. 

Of primary importance is the slope of the nonoperated torque curve 
immediately above turn-on current II. This is called the motor torque 
factor and should be as high as possible to facilitate ringer sensitivity 
adjustments and to maximize ringer reliability. The slope between 12 
and 13 is usually lower than that between II and 12 but must be high 
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enough to prevent reliability problems in high ringing-voltage situations 
with the ringer bias spring in its high-tension position. 

Another important criterion is the inductance of the ringer. The 
change in flux through the coil between peak currents was taken as an 
approximation to the inductance. 

CW TORQUE 

-I.-------------~~--~~----__.~ 

ARMATURE-­
IN OPERATE 

POSITION 

ARMATURE IN-, 
NONOPERATE 

POSITION CCW TORQUE 

Fig. lO-Idealized torque curves. 

7.2 Criterion function 

From these diverse requirements a function is formed that expresses 
in a single number a measure of performance for a ringer built to match 
any given set of parameters. The form of the function selected involves 
the use of penalty functions. The idea is fairly simple. To a function 
describing how good the performance is, functions are added that are 
zero if a given constraint is satisfied and nonzero if the constraint is 
violated. Appendix E shows the function used. 

VIII. RESULTS 

8. 1 Rocking armature motor 

The modeling technique was used to evaluate variations of the basic 
rocking armature motor so as to best meet the diverse requirements. 
Based on the theoretical results obtained, laboratory models of ring~r 
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designs were built and evaluated in terms of the Bell System ringer re­
quirements. Figure 11 shows a motor design which meets requirements 
and appears simple to manufacture. Iron straps are used to sandwich 
the lamination stacks and also to reduce flux densities in the assembly. 
A short Alnico 8 magnet is used which allows the use of a straight ar­
mature. Figure 12 shows the predicted and measured results of an op­
timization run. As shown, a significant reduction in pole A stick torque 

Fig. l1-Ringer motor with straight armature. 

is achieved, but with a sacrifice in torque factor. Further evaluation and 
refinement of this rocking armature design was not pursued since effort 
was turned toward improving the P-type ringer as described below. 

8.2 Bell System P-type ringer 

The analysis techniques developed for the rocking armature motor 
were applied to the Bell System small P-type ringer. The objective was 
to investigate potential improvements to the torque curve with simple 
design changes. Figure 13 shows the motor structure which is a single­
ended rocking-armature type with air gaps on opposite sides of the ar­
mature. Figure 14 shows the equivalent circuit used to analyze it. It was 
predicted and then verified with measurements that a significant im­
provement in torque factor is achieved with two basic design changes. 
First, the magnetic bias force is reduced by moving the pivot pin closer 
to the magnet center. This results in higher magnet flux after the mag-
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Fig. 12-Predicted and measured effect of optimized parameters. 

netization adjustment. Secondly, the flux density at a critical point of 
saturation is reduced by increasing the cross-sectional area of the pole 
piece. The measured results are shown in Figure 15. 

IV. CONCLUSIONS 

A general method of computer-aided design for electromagnetic de­
vices has been presented. The method was applied to the design of two 
polarized bell ringer motors. A mathematical model and computer 
simulation of the rocking armature motor made it possible to accurately 
and efficiently study motor performance as a function of the many pa­
rameters involved. The simulation methods were also applied to the 
P-type ringer commonly used in the TRIMLINE telephone and resulted 

CORE_ ....... 

SHUNT .... , 

MAGNET /' 

/ 
/' 

/POLE PIECE 
/ 

..... 
'PIVOT PIN 

..... 
'ARMATURE 

Fig. 13-P-type ringer motor. 
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Fig. 14-Lumped element model of P-ringer motor. 

in a significantly higher torque factor. This improvement in addition 
to others not covered here have led to a modified P ringer virtually 
meeting the original goals of the rocking armature ringer develop­
ment. 
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Fig. 15-P-type ringer motor measured torque curves. 

Iron member characterization 

The characteristics of an iron member are modeled using the element's 
length, width, and the normal B-H curve for the material. Several 
methods have been used for representing this curve: a table of (B,H) 
pairs may be given, simple hyperbolas may be fit to a range of the curve, 
a series of exponentials may be fit to the curve, a function of a polynomial 
divided by another polynomial (rational function) may be fit to the data. 
For this analysis H is given as the ratio of two polynomials in B. 

A family of functions with numerator and denominator polynomials 
of varying orders was fitted to the data. The function selected from this 
family provided a good combination of low order, close approximation 
to the data being fitted, and smooth behavior of the derivative. Figure 
16 shows the selected curve fit and the data points used in the fitting 
process. 

APPENDIX B 

Leakage elements 

Leakage elements are reluctances which represent stray flux paths 
through air from two points in the magnetic circuit. Leakage elements 
placed across nonlinear magnetic elements reduce the sharpness with 
which the elements go into saturation and are essential to obtaining 
agreement between predicted and measured fluxes. 
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Fig. 16-BH curve fit for silicon steel. 

The number of leakage elements and their placement in the model 
can be observed by sprinkling iron fillings on a prototype as shown in 
Fig. 17. Precise numerical values of these leakage elements are difficult 
to obtain. However, the method of "estimating the permeances of 
probable flux paths" from Ref. 8 has proven useful in obtaining first­
order estimates. Also, low-frequency inductance measurements of partial 
motor assemblies can be used to estimate leakage around the coil. Flux 
measurements on the physical model are then used to refine the initial 
estimates. Once determined, the leakage reluctances remain constant 
unless major changes in geometry are made. 

APPENDIX C 

Lagrangian formulation 

The first step for the Lagrangian formulation is to select an appro­
priate set of generalized coordinates which define the state of the system. 
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Typically these are flux linkage, node voltage, capacitor charge, inductor 
currents, and physical displacements. For this ringer analysis, coordi­
nates representing linkage, node voltage, and angular displacement of 
the armature where selected. 

The second step of the procedure requires formulation of the Lag­
rangian function and a Rayleigh dissipation function in terms of the 
generalized coordinates. Since most power dissipation occurs in winding 
resistance and since the technique becomes burdensome with individual 
hysteresis and eddy current loss elements, a single electrical loss element 
was assumed to account for the total system dissipation. 

Fig. 17-Prototype ringer with iron filings. 

The third step applies Lagrange's formula to the energy functions to 
produce a set of simultaneous differential equations. Primarily this in­
volves taking partial derivatives and collecting terms. 

The advantage of this technique is that it systematically accounts for 
the interaction between the magnetic and mechanical portions of the 
system. The disadvantages are as follows: first, the choice of generalized 
coordinates is not necessarily obvious; second, hysteresis and other losses 
are difficult to fit into the formulation. 

The Lagrangian .L is defined as the difference between the total sys­
tem coenergy function 7' and the total system energy function <y as 
defined below. Choosing a nodal formulation for the electrical portion 

196 THE BELL SYSTEM TECHNICAL JOURNAL, JANUARY 1978 



of the system and using the functional dependencies prescribed in Ref. 
9 we have: 

.L (8,(),}..,A,t) = T'(8,(),}..,t) - CV((),A,t) (1) 

where () is the angular displacement of the armature, A is the flux linkage, 
t is time and dots above quantities denote differentiation with respect 
to time. 

The system coenergy function is the sum of the mechanical (kinetic) 
and electrical coenergy functions: 

T'(8,O,}..,t) = T'(8,(),t) + W~(}",()) (2) 

The system energy function is the sum of mechanical (potential) and 
magnetic energy functions: 

CV((),A,t) = V((),t) + W m (A,()) (3) 

For the system of Fig. 5 the mechanical coenergy function is 

. 1. 
T'((),t) = 2. J()2 (4) 

where J is the moment of inertia of the armature about the pivot axis. 
The electrical coenergy function is: 

(5) 

where C is the value of the ringing capacitor. The total system coenergy 
function now becomes: 

. 1.' 1 '2 
T'(() A t) = -J()2 + - CA 

,11 2 2 1 
(6) 

Since no change in mechanical potential energy is assumed, it remains 
to find the magnetic energy function, W m' The energy W in a lumped 
magnetic element of length f, area A, flux density B and magnetic field 
H can be approximated by the following integral: 

W = fA IB H(B') dB' (7) 

Since B = </JIA, 

(8) 

where fH is called the magnetomotive force (MMF) and is labeled ':J. 
For linear magnetic elements ':J is a linear function of flux, i.e., ':J = 

R </J, where R is the reluctance of the element and defined as f I tLo.A. 
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Therefore the energy in a linear element is: 

w = art> R4>' dq/ = 1: R4>2. Jo 2 
(9) 

In a system model that includes more magnetic elements than those 
which directly link the coil, it is convenient to use flux (4)) for coordinates 
in the magnetic portion of the circuit rather than flux linkage (A). Both 
have the same dimensions, differing only by the dimensionless quantity, 
number of turns. 

The total magnetic energy function, W m, can now be expressed by 
summing the energy of magnetic elements: 

+ i rt>e ;; e (4)~) d4>~ + i rt>c ;; c (4)~) d4>~ (10) 

Note that the first three terms are gap energies and are functions of ar­
mature displacement. The last four terms are the energies in the non­
linear elements. 

Continuity of flux in the magnetic circuit provides the following 
constraint equations: 

4>m = 4>a + 4>b 

4>d = 4>a - 4>c 

4>e = 4>c + 4>b 

(11) 

After substituting the constraint equations into eq. (10) and then using 
eqs. (3), (6), and (10) in (1), the Lagrangian becomes: 

. . . -1. ·2 ! ·2 _! 2 L ((),(),Ab4>"t) - J() + CAl Ra (())4>a 
2 2 2 

(12) 

(13) 
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where }..r is the voltage across resistor R and the voltage across the coil 
}..2 is equal to N 4>c. 

Lagrange's formula can now be applied: 

!i. (OL) _ oL + oD = Q. 
dt oqi oqi oqi z 

For the electrical coordinate AI, we have 

.. 1 . 
CAl -Ii (N4)c - AI)::::; 0 

For the mechanical coordinate 0 we have 

(14) 

(15) 

JO + 4>; oRa + 4>~ ORb + (4)a + 4>b)2 oRmg = t (t) (16) 
2 00 2 00 2 00 0 

For the magnetic coordinates 4>a, 4>b, and 4>c we have 

(Ra + Rmg + R ta )4>a + Rmg4>b - Rta 4>c 

+ c.Jm(4)a + 4>b) + c.Jd(4)a - 4>c) ::::; 0 

Rmg4>a + (Rb + Rmg)4>b + c.Jm (4)a + 4>b) 

+ c.Je (4)c + 4>b) = 0 (17) 

c.Jc(4)c) + c.Je (4)c + 4>b) + c.Jd(4)a - 4>c) - R ta 4>a + R ta 4>c 

N .. 
+ R (N4)c - AI) ::::; Ni(t) 

where Ra, R mg, and Rb are understood to be functions of O. After the 
permanent magnet has been charged and then stabilized, its second 
quadrant minor loop operation is modeled by a source of constant 
magnetomotive force, -Fs, in series with an internal magnet reluctance 
Rm. Thus, 

(18) 

The five equilibrium equations are then reduced to the static case by 
setting all time derivatives to zero and representing constant coil current 
and armature torque by I and to respectively: 

(Ra + Rmg + R ta + Rm)4>a + (Rmg + Rm)4>b 

- Rta 4>c + c.Jd(4)a - 4>c) = Fs 

(Rmg + Rm)4>a + (Rb + Rmg + Rm)4>b + c.Je(4)c + 4>b) ::::; Fs (19) 

-Rta 4>a + R ta 4>c + c.Jc(4)c) + c.Je(4)c + 4>b) - c.Jd(4)a - 4>c) ::::; NI 

(20) 
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The result is three nonlinear algebraic magnetic equations (19) which 
must be solved for the three unknown fluxes. Fluxes CPa and CPb are then 
used in the mechanical eq. (20) for calculating torque developed on the 
armature. For conveni,ence in handling gap functions, the torque equa­
tion is rewritten in terms of gap permeances (reciprocal of reluc­
tance): 

(21) 

APPENDIX D 

Working gap functions 

Since armature torque is determined from gap permeances and the 
partial derivatives of these permeances with respect to armature dis­
placement, accurate mathematical expressions (gap functions) for these 
permeances must be derived. Gap functions which account for both 
fringing flux and main gap flux between nonparallel surfaces can be 
derived by use of the principles given by Roters.8 By introducing the 
"magnetic pivot" concept,IO these functions are modified to account for 
the fact that the mechanical pivot is not located in the plane of the gap 
magnetic surfaces. 

The derivation of the permeance of gap B (Pb) will serve to illustrate 
the method. The region between the armature and pole B is divided into 
11 simple geometric elements as shown in Fig. 18. Each element repre­
sents a region of flux paths. Total gap permeance is the sum of the in­
dividual permeances, each defined in terms of gap geometry as shown 
below: 

PI (0) = permeance of main gap 

J-LoFb In (OB 2 + Lmg) for 0 ~ 0 
o OBI + Lmg 

(22) 

J-LoFb ( B2 _ BI ) for \0\ «Lmg 

OB2 + Lmg OBI + Lmg BI 

P2 = permeance of one-half of a semicircular cylinder with length Fb 

and radius OB 1 + Lmg 

P2 = 0.52 J-LoFb (23) 

P 3(0) = permeance of a quarter annulus with axial length Fb and 
bounding radii of OBI + Lmg and OBI + Lmg + t 

P 3 (0) = 2J-LoFb In (1 + t) (24) 
7r OBI + Lmg 
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Fig. 1S-Flux paths at gap B. 

P4 = permeance of a semicircular cylinder with length Fb and diameter 
OB 2 + Lmg 

(25) 

P 5 (0) = permeance of a half annulus with axial length Fb and bounding 
radii of %(OB2 + Lmg) and %(OB2 + Lmg) + t 

P 5 (0) = J.loFb In (1 + 2t) (26) 
7r OB2 + Lmg 

P6 = permeance of a semicircular cylinder with length B2 - Bl and av­
erage diameter 0(B 2 + B 1)/2 + Lmg 

P 6 = 0.26 J.lo (B 2 - B 1) (27) 

P 7 (0) = permeance of a half annulus with length B2 - Bl and average 
bounding radii of 

and 

Q (B2 + Bl) + Lmg 
222 
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P 8(fl) = permeance of a spherical quadrant with diameter OB2 + Lmg 

P 8 (O) = 0.077 J.lo (OB 2 + Lmg) (29) 

Pg = permeance of a quadrant of a spherical shell with bounding radii 
of %(OB2 + Lmg) and %(OB2 + Lmg) + t 

(30) 

PlO(O) = permeance of a spherical quadrant with diameter OBI + Lmg 

(31) 

P 11 ::: petmeance of a quadrant of a spherical shell with bounding radii 
of 1/2(OBI + Lmg) and %(OB1 + Lmg) + t 

P _ J.lot 
11 - 4 

Now We can write P b (8), the total permeance of gap B: 

Pb (0) = PI (0) + P2 + P 3(fl) + P 4 + Ps(O) + 2P6 + 2P7 (O) 

(32) 

+ 2P8(O) + 2Pg + 2Pl0(O) + 2P11 (33) 

Since P 2 = '2P4 and Pg '::: PIll 

Pb(O) = PI(O) + P 3(O) + 3P4 + P 5(O) + 2P6 +'2P7 (O) 
+ 2P8 (O) + 2P lO (O) + 4P11 (34) 

The total permeance of gap B (34 and 22 to 32) has noW been expressed 
in terms of ringer motor parameters. The permeance is then differen­
tiated with respect to 0 for use in the torque eq. (21). Gap A and the 
magnet-to-armature gap are handled in the same way. 

APPENDIX E 

Criterion function 

The first term in the function to be minimized is the reciprocal of the 
torque factor squared. The rest of the terms are constraints imposed by 
means of penalty functions. Refer to Fig. 10 and the definitions in Section 
VII. Let 

RI = l/(torque factor)2 

R2 = Ta 

R3::: Tb 

R4= 1\ 
R$::: T3 ...... T2 
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R6 = estimate of inductance 

R7 = thickness of shim in gap A 

R 11 
(torque factor from 12 to 13) 

8 = ro over = 
(torque factor from II to 12) 

Then let 

Di = 0, Rmini ~ Ri ~ Rmaxi 

Di = Ri - R mini, Ri < R mini 

Di = Rmaxi - R i, Ri > Rmaxi 

The criterion function P is formed by taking the weighted sum of the 
D·2 

l • 

8 
P= L AiDi 2 

i=I 

The designer controls the optimization process by judicially choosing 
the weighting factors Ai and the constraints Rmini and R maxi . 
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The Preparation of Optical Waveguide Preforms 
by Plasma Deposition 

By R. E. JAEGER, J. B. MACCHESNEY, 

and T. J. MILLER 

(Manuscript submitted February 11, 1977) 

Optical fiber preforms are prepared by a technique similar to the 
modified CVD process, except that an RF plasma is used. Optical losses 
as low as 6.5 dB/km at 1.06 J.Lm were achieved. Higher reaction ef­
ficiencies resulted in deposition rates more than three times greater 
than the modified CVD process. 

I. INTRODUCTION 

The modified chemical vapor deposition (MCVD) process! has achieved 
acceptance as a means of preparing low-loss optical waveguides. A recent 
study of the preparation of silica -clad germania borosilicate optical fibers 
by this process2 indicates that it can provide low-loss optical fibers having 
properties which surpass minimum requirements for wide-band com­
munications applications. Typical fibers produced by MCVD are char­
acterized by low loss «4 dB/km at 1.06 J.Lm), a reproducible graded index 
profile (a rv 2.0) and controlled core/cladding ratio, circularity and 
concentricity. 

Although current deposition rates are competitive with other pro­
cesses, higher rates are desirable. Furthermore, the efficiency, defined 
as the ratio of glass deposited/reactants in, is generally below 50 percent 
for most Ge02 containing compositions. These considerations stimulated 
our investigation into using the ionized environment of a plasma to in­
crease the rate and efficiency of the MCVD process. Initially both mi­
crowave and RF plasmas were considered. In the former, ionic species 
are produced which deposit as a vitreous deposit directly on the tube 
walls as the result of a heterogeneous reaction similar to conventional 
CVD.3 This advantage, however, is purchased by the use of reduced 
pressures which dictates a low flux of reactants. As a result, even at 100 
per cent efficiency, the deposition rates in the microwave method need 
be no higher than MCVD and frequently are lower. 
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Fig. I-Apparatus for preparing preforms. 

In contrast, the use of an RF argon-oxygen plasma operating at a 
pressure of 1 atmosphere provides the potential for higher deposition 
rates as well as increased efficiency. In this type of plasma, temperatures 
in the vicinity of lO,OOO-20,OOooK exist, producing an intense reaction 
region in which highly ionized species occur. Under these conditions, 
reactions between ionized species occur resulting in a deposit on the tube 
wall which is similar to that produced by MCVD. Significant improve­
ments in the efficiency and deposition rate achieved by the RF plasma 
MCVD process are derived from the ability to produce gas phase reactions 
in a highly ionic environment. 

II. EXPERIMENTAL 

The apparatus consists of a glass working lathe positioned adjacent 
to an RF generator as shown in Fig. 1. An RF coil, mounted to a motorized 
carriage on the lathe was connected to the generator via water-cooled 
flexible leads. In a typical deposition, a 25 X 28 mm T08 silica tube was 
positioned in the lathe and a flow of argon was started. All gas flows were 
left to right and were controlled with rotometers. The plasma was ini­
tiated at a frequency of 4.5 MHz by striking an arc with a graphite rod 
inserted into the tube in the vicinity of the coil. The coil was traversed 
at a constant rate over "'25 cm length and the tube was rotated as shown. 
Gaseous SiCl4 and GeCl4 were introduced to the reaction zone using an 
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oxygen carrier which was bubbled through room temperature chloride 
liquids. BCh gas was directly introduced from a cylinder of liquid BC13• 

SiC14 at 92 cc/min and BCh at 10 cc/min were initially introduced into 
the gas stream to produce a borosilicate "barrier layer." Deposition was 
carried out for 5 minutes before GeC14 at 65 cc/min was added to produce 
a germanium borosilicate core. Core deposition continued for 15 minutes, 
at which time the RF power and all gas flows were turned off and the tube 
collapsed using an oxyhydrogen burner. 

III. RESULTS AND DISCUSSION 

It is well known that the stability of an RF plasma may be related to 
the diameter of the tube in which it is being sustained. We found that 
under our operating parameters, stable operation could be obtained at 
a frequency of 4.5 MHz by using 25 tnmID tubes. Fundamental consid­
erations indicate that, in general, it is desirable that the tube radius be 
greater than the skin depth4 of the plasma, which is proportional to the 
1f2 power of the ratio of the plasma resistivity to the operating frequency. 
Hence, higher frequencies would be one variation that would simplify 
the use of smaller tubes. 

Figure 2 gives the loss spectrum for a 1100 meter length of a plasma­
deposited fiber with a 35 t£m core and a 110 t£m OD having a minimum 
loss of 6.5 dB/ktn at l.06 t£m. The peaks are due to overtones and com-
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Fig. 3-Unetched microstructure. 

binations of the fundamental OH absorption band and the loss at 0.95 
JIm indicates a water content of --50 ppm.5 Since typical MCVD fibers 
exhibit a minimum loss below 4 dB/km and contain only a few ppm 
water, an attempt was made to determine the extent to which the current 
plasma process parameters contributed to the excess water content and 
loss, by preparing a preform in the conventional manner using an ox­
yhydrogen torch as the heat source. This resulted in a fiber having the 
same OH content but with a minimum loss < 3 dB/km at 1.06 /-tm, 
suggesting that the excess loss at this wavelength is related to specific 
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process parameters while the OH concentration may be due to the gen­
erallack of humidity control in the surrounding environment. 

The unetched microstructure of a core deposit for a 200 ~m fiber 
viewed in an optical microscope, shown in Fig. 3, indicates some of the 
limitations encountered under the present operating conditions. The 
noncircularity of the core reflects the difficulty in collapsing a 25 mm 
tube while the rings result from compositional variations in the deposit. 
Examination of an etched core deposit in a scanning electron microscope 
revealed that the dark rings are Ge02 deficient regions. Thus, the excess 
loss in this fiber may result from scattering caused by inhomogeneity 
of the deposit and/or compositional variations in the core. In either case, 
large excursions of the tube wall temperature during the deposition are 
the probable cause. However, other loss phenomena have not been ruled 
out. 

In order to make very low loss preforms, it may be desirable to heat 
the deposit on the wall to a temperature where fining and homogeniza­
tion of the glass take place with minimal vaporization of the more volatile 
constituents or heating the tube to temperatures where it will deform. 
Temperature control in the plasma deposition process was attained 
primarily by traversing the plasma ball along the tube at a rate suffiCient 
to accomplish these objectives. Additional cooling of the outside of the 
tube to prevent deformation was provided by an air stream directed at 
the region surrounding the plasma. However, other important param­
eters that affect the wall temperature include th~ composition and ve­
locity of the plasma gases and the RF power levels. For example, in­
creasing the oxygen/argon ratio in the plasma requires increased RF 

power, both of which produce a high plasma temperature that is trans­
ferred to the walls. The evaluation and control of these parameters is 
currently underway. 

The principal advantage of plasma deposition is the potential for in­
creased deposition rates and improved overall reaction efficiency. For 
approximately equivalent reactant flows a rate of deposition of 0.19 
g/min was obtained compared to a rate for MCVD of 0.05 g/min. This 
increase in the deposition rate supports the belief that the overall reac­
tion efficiency is markedly increased for the RF plasma process. In ad­
dition, the NA of the plasma-deposited fibers were 0.28 compared to 0.24 
for the conventional process, indicating increased efficiency for Ge02 
incorporation. Furthermore, reasonable extension of the results achieved 
to date suggest that deposition rates perhaps an order of magnitude 
greater than normally achieved by the MCVD process may be obtain­
able. 
IV. CONCLUSIONS 

The RF plasma CVD process is capable of producing low loss « 10 
dB/km) optical fibers at high deposition rates. A better understanding 
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of the effect of various operating parameters on the nature of the depo­
sition process is necessary to exploit the full potential of this process. 
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ERRATA 

In the Bell System Technical Journal, 56, No.8 (October 1977), Figs. 
2 and 3 on pp. 1454 and 1455 should appear as follows. 

I ELEMENT 2 I l "A/4 LINE j 
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Fig. 2-(a) Diagram of a grating resonator in the external transmission configuration. 
(b) The transmission spectrum at ......,145.5 MHz for a resonator on YZ-LiNb03 using Ti­
diffused gratings with A = 12 JLm and L = 6.48 mm. (c) The calculated transmission 
spectrum for the device in (b) using K = 3.74 cm- I and a = 0.036 cm- I . 
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Fig.3-(a) Diagram of cascade of N identical resonators. (b) The transmission spectrum 
at 145.5 MHz of a cascade of three identical resonators with A = 12ILm and L = 3.84 mm. 
(c) The calculated transmission spectrum for the device in (b) using K = 3.55 cm- l and 
a = 0.027 cm- l . 

Equation (I5h) on p. 1509 should he: 

2 M/2 
(Tmn ~ 1f2w2C~nSn - - Ef L 1f2w2C~n 

M m==l 
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