
































































































































































































































Fig. ll-Discrete time linearized, second-order loop model. 

where L is the number of symbol intervals elapsed since initiation of the 
wideband mode. Thus, the initiation of the wideband mode restarts a 
stochastic approximation algorithm, with step-size decreasing toward 
a fixed minimum value. The duration of the wideband mode is 200 
symbol intervals, after which the narrowband mode resumes. 

VI. SIMULATION RESULTS 

The channel model and receiver structure described in Section V were 
simulated with a 24-dB signal-to-noise ratio and with the insertion of 
occasional delay hits. 

The value of K (the number of past squared errors stored by the 
coarse-quantized timing recovery algorithm) was set to either 20 or 40. 
Transmission both with and without a -18-dB (p = 0.554) 1/2T tone was 
simulated. The results are summarized in Fig. 12, which displays the 
observed average number of symbol errors (errors in �a�~�*�»�)� vs the delay 
hit expressed as a fraction of a symbol interval. 

Each average plotted in Fig. 12 is only over five delay hits of the same 
magnitude, and thus the curves display considerable variability. Nev­
ertheless, it is clear that a receiver employing two-mode decision-directed 
and coarse-quantized timing recovery can tolerate delay hits of up to 
almost half a symbol interval, while sustaining error bursts on the order 
of a dozen or less, rather than several thousand, which might be expected 
in a conventional tracking loop with a bandwidth on the order of 100 Hz. 
Greater delay hits unavoidably cause the deletion or repetition of 
data. 

The number of errors sustained roughly doubled as K was doubled 
from 20 to 40. This is understandable, since the delay in detecting a phase 
change, by the coarse-quantized timing recovery system, is proportional 
to K. The risk of "false-alarm switching" decreases with K, and therefore 
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Fig. 12-Average number of errors produced by delay jumps in the simulated system 
employing two-mode, decision-directed and coarse-quantized timing recovery. 

a relatively large value of K such as 40 may be worth the price of, say, 
a dozen extra errors sustained per delay jump. On the other hand, de­
creasing K will increase the number of errors due to "false-alarm" 
switching. The optimum value of K can best be determined by experi­
ence with a real system. 

It is interesting to note from the curve that the presence or absence 
of a transmitted timing tone 18 dB below the data signal does not make. 
a dramatic difference in the robustness of the system against delay hits. 
It therefore appears safe to omit the tone in a system employing 
decision-directed and coarse-quantized timing recovery. We note that 
the simulated system displayed rapid start-up characteristics in the 
coarse-quantized, decision-directed mode. The timing phase, correct 
to within T/20, was acquired in 20 to 25 symbol intervals in the absence 
of a transmitted tone. The transmission of a -18-dB tone unaccountably 
delayed timing-phase acquisition during start-up. 

Figure 13 shows the evolution of the receiver's sampling-phase esti­
mate followiJ?g a delay jump of -1.5T'. The horizontal coordinate is the 
number of elapsed symbol intervals. The dotted curves show the phase 
estimate i*T' + Lim (quantized by the limited resolution of the computer 
plotting routine). The x's at height 8.5 indicate the occurrence of symbol 
errors. In this example, the errors occur after the delay hit but before 
initiation of a coarse-quantized timing jump. 
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Fig. 13-Response of system to delay Jump applied at t = O. 

VII. CONCLUSIONS 

The technique of data-directed, coarse-quantized, dual-mode timing 
recovery has been derived and applied to the rapid acquisition of timing 
phase in systems subject to delay hits. In a~imulated system, typical 
error-burst lengths, following a timing discontinuity of up to a half 
symbol interval, have been reduced to a dozen or so-two orders of 
magnitude less than that expected with a conventional phase-locked 
tracking system. Furthermore, the derivation and simulations have 
demonstrated the viability of these timing-recovery techniques in the 
absence of a transmitted pilot tone. 
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Ray-tracing algorithms have been developed to follow the propaga­
tion of a collimated beam of light traveling along and refracting out of 
a glass rod in a region of monotonically decreasing cross section. These 
algorithms have been used to study the formation and distribution of 
caustics as a function of the changing cross-section area. Axial profile 
data taken from the melt, or drawdown, zone of a solidified fiber­
drawing sample provide the geometrical information needed to predict 
the loci of two major and two minor families of caustics. General 
principles for relating the observable far-field caustic patterns to the 
actual shapes of symmetric melt zones in glass samples are dis­
cussed. 

I. INTRODUCTION 

When a plane light wavefront propagates along a cylindrical glass rod 
in which a rapid monotonic decrease in cross section occurs, some light 
may be refracted from the glass and become externally visible. For a 
sample with homogeneous optical properties, the amount of emerging 
light and its intensity distribution are strongly influenced by the rate 
at which the cross section decreases. In a previous study of melt, or 
drawdown, zones of solidified samples taken from a laser-heated fiber­
drawing system, the boundaries between the regions of emitted light and 
shadow were seen to be loci of intense illumination properly identified 
as "caustics."! These caustics were shown, by both experiment and 
analysis, to arise from various internal reflections and a refraction of the 
light from the surface. It was noted that the number of caustics increases 
as the rate of change of the cross section increases. No light is emitted 
from a very gradually tapered sample, while a great deal of light and 
numerous caustics are emitted from a sample with a very rapid taper. 
Also, as the rate of change of the cross section increases, the propagation 
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vectors of the light rays which form the far-field caustic patterns rotate; 
i.e., from the pulling or downstream direction through the radial and 
toward the upstream direction. 

During the initial investigation, ray-tracing algorithms were developed 
that permitted accurate calculation of the light paths necessary to 
identify the two principal caustics experimentally observed. These 
routines utilize actual melt zone profile data and polynomial spline­
fitting procedures to provide the geometrical information necessary to 
describe the caustics for a given value of the index of refraction n. Ex­
perimental results from four radically different samples compared very 
favorably with those obtained from the algorithm within the limitations 
of the accuracy of the profile data itself. 

The present study uses the algorithms to investigate the detailed re­
sponse of the caustic loci to systematic changes in the melt zone geom­
etry. Only rotationally symmetric homogeneous examples were con­
sidered. Results were obtained for a far greater range of melt zone tapers 
than were originally investigated experimentally. 

II. PROCEDURE 

None of the four samples discussed in the earlier reports was in fact 
rotationally symmetric. Three were specifically selected because of their 
existing asymmetries. It was found that, for certain cases, these geometric 
asymmetries influenced the far-field caustic patterns quite strongly. In 
the present study, symmetric profile data were generated by averaging 
the least asymmetric coplanar profiles of the most gradually tapered 
sample (Sample 4 with (3 = 52.3 degrees). These data were then fitted 
by the same polynomial spline-fitting routine used earlier l to simulate 
a symmetric version of the original sample as shown in Fig. 1a. There, 
{3 is the angle between an axial ray and the outer normal to the profile 
at the inflection point I. Taking the slope of the outer normal as dx/dy, 
then 

{3 = - arc tan dx/dyII, 

where x is the axial location parameter and y is the radial location pa­
rameter. The magnitude and location of the derivative at the inflection 
point are determined from the spline-fitting routine. 

It is worth comparing the calculated values of the caustic half-angles 
for the symmetric melt zone assuming n = 1.46 and the corresponding 
angles originally reported in Ref. 1. For example, the symmetric 
2-intercept caustic half-angle, O!{t, of 98.2 degrees, compares well with 
asymmetric half-angles of 86.8 and 104.7 degrees, for an average of 95.7 
degrees. Similarly, with the 3-intercept family, the symmetric data give 
a caustic half-angle, O~ = 148.5 degrees, whereas the half-angles of 
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Fig. 1-(a) Symmetric profiles of Sample 4 showing coordinates and inflection point. 
Here f3 = 52.92 degrees, comparable to original data. (b) Symmetric profiles of Sample 
4 (as above) showing limiting ray gaths for 2-intercept caustics with (J~l = 98.2 degrees 
and for 3-intercept caustics with (J A = 148.5 degrees. 

138.1 and 154.5 degrees yield an average of 146.3 degrees from the original 
unsymmetric data. * 

The effects of changes in the taper of a symmetric melt zone were 
revealed by stretching one of the data coordinates by a scale factor before 
each calculation. With this procedure, increasing the scale factor pro­
duces an increase in {3 and hence a more gradually tapered melt zone. 
Conversely, decreasing the scale factor decreases {3 and increases the 
taper. The slope of the outer normal, dx/dy, at any point on the profile 
clearly varies linearly with the scale factor. 

To quantitatively determine the caustic half-angle, 8 A, as a function 
of geometry over the maximum possible range, over 130 differently scaled 
melt zones were analyzed. To establish the generality of these results, 
the analysis was repeated using data derived from the least symmetric 
and most sharply tapered of the original samples (Sample 3 with 
(3 ~ 27.5 degrees). 

III. THE CAUSTICS 

The two principal families of caustics are of primary interest because 
they appear over the greatest range of tapers. The first of these caustics 
is formed by light which reflects internally from a given side, crosses the 
axis of the melt zone, and is refracted out of the opposite side as shown 
in Fig. lb. The second caustic family is due to light which makes two 
reflections on the initial side, then crosses the axis and is refracted out 
of the opposite side, as also shown in Fig. lb. Hereafter, these first 

* All angles are measured from the upstream axial direction (see Fig. Ib), whereas in 
Ref. 1 caustic half-angles for the 3-intercept family were measured from the opposite 
direction. 
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and second caustic families will be referred to as "2-intercept" and "3-
intercept," respectively. * 

Two caustics of lesser interest are also briefly discussed later in this 
report. The first of these is a "I-intercept" caustic which, as its name 
implies, is refracted from the glass on its first interception with the 
surface. The second arises from light which, like the 3-intercept family, 
reflects twice from the first side before crossing the sample. However, 
its interception with the opposite side results in an initial reflection and 
it then refracts from the glass upon its second interception with that side. 
This is referred to as a "4-intercept" caustic. 

Figure 2 presents a plot of the rays which are refracted from the 
drawdown zone in a sample with {3 = 69.3 degrees when 2-intercept light 
only is emitted. Illuminating rays propagating at greater radial distances 
than ray 1 or lesser radial distances than ray 3 intercept the second side 
at angles greater than the critical angle.t Consequently, they are con­
tinuously internally reflected and propagate on down the fiber. All the 
rays between bounding rays 1 and 3 refract out. Ray 2 represents that 
ray which is incident at the point of maximum slope (labeled I in Fig. 
2) and is therefore turned through the greatest angle. That ray conse­
quently forms a catacaustic, i.e., a caustic by reflection, within the glass. 
This caustic travels across the melt zone and forms a visible external 
caustic when refracted out on the opposite side. From Fig. 2 we see that 
rays originating on either side of ray 2 are refracted out at angles greater . 
than the ray initially incident at the inflection point. 

It should be observed in Fig. 2 that the rays between 1 and 3 which are 
initially distributed evenly become concentrated near the caustic ray 

Fig. 2-Symmetric profiles of Sample 4 scaled to give only 2-intercept caustics. The 
figure shows all trajectories for rays refracting out of the sample between bounding 
rays 1 and 3 on either side of limiting caustic ray 2. Here {3 = 69.3 degrees. 

* In Ref. 1, these were referred to as "upstream" and "downstream" caustics because this 
described their far-field propagation directions as observed in the first of the four original 
samples studied experimentally. 
t Taken as 43.2 degrees, assuming an index of refraction of 1.46 (at the reference wave­
length) for fused silica. 
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as it develops. This concentration of rays symbolizes the intensification 
of light found along the far-field caustic loci associated with ray 2. 
Conversely, the rays become widely separated as the bounding rays 1 
and 3 are approached, representing a decrease in intensity. 

It will be seen that, as {3 decreases, other 2-intercept caustics appear 
which are not associated with the internal catacaustic formed at the 
inflection point. These are due to the refraction of an internal fan of light 
initially produced by reflection. When the final refraction causes the light 
to gather into a caustic, it is called a diacaustic. 

The 3-intercept caustics also involve an internal catacaustic, due to 
the interplay between the two initial reflections rather than from the 
inflection point. In this case, the internal caustic rays originate from rays 
propagating near the surface of the sample and finally emerge as the 
far-field caustic rays after refraction. To the best of our understanding, 
no other 3-intercept rays form externally visible caustics in symmetric 
melt zones of homogeneous glass. 

IV. RESULTS 

This section describes the development of the caustic field as a func­
tion of the melt zone geometry for the fourth sample. The history of 
Sample 3 is similar. The reader who is not interested in specific details 
should proceed to Section V. 

We begin by considering melt zone examples with gradual tapers that 
emit little light and a single caustic. By systematically increasing the 
taper, we observe an increase in the amount of light emitted and corre­
sponding increases in the number and complexity of the associated 
caustics. We interpret these results to give the reader a detailed under­
standing of their significance. 

Figure 2 shows a typical distribution of rays throughout the sample 
including the caustic and bounding ray trajectories. Hereafter, for clarity, 
we show only the limiting rays (i.e., caustic and bounding rays). However, 
the reader is reminded that the ultimate intensity distribution is always 
nonuniform, being much brighter at a caustic and decaying severely as 
an extinction (e.g., by internal reflection) boundary is approached. 
Further simplification is effected by separating the graphical information 
as follows: The melt zone profile and the internal and external caustic 
rays as they appear are shown in Fig. 3. No other rays are shown. Figures 
4 and 5 are "polar plots" of all the far-field limiting rays, for the 
2-intercept and 3-intercept families, respectively. The scales are greatly 
magnified so that the collimated beam is represented as a single hori­
zontal arrow propagating from left to right, and the sample profile is 
represented as a point. The far-field caustic rays are shown as solid lines 
and the bounding rays as broken lines. The circumferential arrows follow 
the continuous fan of light from the outermost bounding ray to the in­
nermost bounding ray, including all caustic rays. 
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Fig. 3-Symmetric profiles of Sample 4 showing internal and external ray paths for the 
limiting caustic rays as they appear. (a) {3 = 69.3 degrees. Only one 2-intercept caustic is 
present. (b) {3 = 60.6 degrees. Both 2- and 3-intercept caustics are present. (c) {3 = 45.7 
degrees. Both 2- and 3-intercept caustics are present. (d) {3 = 45.5 degrees. Only the 3-
intercept caustic is present. (e) {3 = 39.8 degrees. 1-, 2-, and 3-intercept caustics are present. 
(f) {3 = 24.9 degrees. 1-, multiple 2-, and 3-intercept caustics are present. 

In Fig. 4, the 2-intercept rays are numbered sequentially beginning 
with the outermost ray 1, which originates near the surface, and in­
creasing inward. The highest numbered ray represents that which ini­
tially propagates nearest the sample core and ultimately refracts out. * 
The 3-intercept rays are lettered A through C or D, as shown in Fig. 5. 
Each of Figs. 3, 4, and 5 are repeated for a succession of scaled profiles, 
as shown. The complete range covered in this investigation extends from 
{3 = 72 to {3 = 6.8 degrees. In Ref. 1, the corresponding range extended 
from 53 to about 31.3 degrees. 

Figure 3a is the same as Fig. 2, but with the bounding and intermediate 
rays omitted. The corresponding far-field caustic and bounding ray 
trajectories are shown in Fig. 4a for the 2-intercept family and Fig. 5a 
for the 3-intercept family (where the light simply propagates along the 
sample). Figure 3b shows the emergence of the 3-intercept caustic and 
a partially rotated 2-intercept caustic. (See also Figs. 4b and 5b.) The 
2-intercept caustic originates at the inflection point, as it always must, 
while the 3-intercept ray originates from a point close to the initial 
change in the sample cross section, as reported in Ref. 1. 

As {3 continues to decrease, both caustics rotate in an upstream di-

* Actually, of course, the light is not made up of discrete rays but comprises a continuum, 
including rays on either side of the limiting rays shown. Because of the concentration of 
rays at the caustic, discreteness errors made in identifying the caustic angles are very small, 
while those associated with locating the extinction boundaries are substantially larger. 
The ray spacing used in the present study was optimized so that the caustic angles could 
be located within +0.1 degree, while the bounding rays are accurate to within no better 
than ±4 degrees. 

3214 THE BELL SYSTEM TECHNICAL JOURNAL, NOVEMBER 1978 



{3 = 69.3° 

(a) 

{3 = 45.5° 

(d) 

_---1 
- ---4 
- - --4 
----1 

2 
{3 = 60.6° 

(b) 

(e) 

5 

2 

2 
{3 = 45.7° 

(c) 

(f) 

Fig. 4-Schematic diagram showing the external limiting rays for the 2-intercept light 
paths. The symmetric profiles are omitted, but the orientation is the same as in Fig. 3. The 
horizontal arrow represents the incoming beam of collimated light illuminating the sample 
which in turn deflects the light into the plotted ray paths in the far field. Here, the solid 
lines represent caustics and the broken lines represent bounding rays limited by internal 
reflection. The circumferential arrows follow the continuous fan of light from the outermost 
bounding ray to the innermost bounding ray including all caustic limiting rays. The rays 
are numbered in sequence beginning with 1 as the outermost ray, which originates nearest 
the surface, and increasing inward. The unnumbered ray in Figs. 4e and 4f represent the 
last ray after ray 3 which is fully reflected on its first interception with the profiles (except 
the last two rays, which are again fully reflected). Figures 4a through 4f relate to the same 
geometrical parameters as Figs. 3a through 3f. 

rection, or opposite the rotation of the outer normal at I. Figures 3b and 
3c show this rotation quite clearly. Simultaneously, the fans of light 
forming both caustics broaden (see Figs. 4b and c and 5b and c). How­
ever, there is an important distinction between these caustics which may 
be seen by comparing any two, e.g., Fig. 4c with Fig. 5c. The 2-intercept 
fan angle is larger and "evenly developed" about the caustic. That is, in 
Fig. 4c, the fan angle from ray 1 to ray 2 is comparable to the fan angle 
from ray 2 to ray 3. In contrast, Fig. 5c shows an "unevenly developed" 
fan of light for the 3-intercept caustic; i.e., the fan angle from ray A to 
ray B is much greater than the fan angle from ray B to ray C. The reasons 
for this can be understood by considering how the fans of light are formed 
internally. The rays forming the 2-intercept caustics are bounded by rays 
1 and 3 defined by the internal reflection conditions on the second in­
cident side (see Fig. 2), and therefore give rise to an evenly developed 
fan. Hereafter, we shall refer to these bounding rays as extinction rays 
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Fig. 5-Schematic diagram showing limiting rays for the 3-intercept light paths. Figure 
5 is otherwise the same as Fig. 4, except that the ray sequence is lettered rather than 
numbered. 

because the internal reflection causes extinction of the corresponding 
external illumination. However, for the 3-intercept family only the 
outermost bounding ray, A, is an extinction ray defined by the reflection 
condition on the second side. In contrast, the innermost bounding ray, 
C, is determined by the presence of the inflection point, which limits the 
distribution of poss!ble double reflections. In other words, ray C is not 
an extinction ray as are rays 1, 3, and A, but rather C is a bounding ray 
determined by the geometrical conditions required for double reflections 
on the first incident side. 

Figures 3d and 4d represent a change of only 0.2 degree from the {3 of 
Fig. 3c and show the abrupt extinction of the external2-intercept caustic 
due to a second incidence angle in excess of the critical angle, 43.2 de­
grees. In this case, the 2-intercept catacaustic ray is internally reflected 
back up the sample, as shown. In Fig. 4d, it can be seen that most of 
the 2-intercept rays are still incident at angles less than the critical angle 
and therefore are refracted from the glass. However, two separate fans 
are formed which are bounded by extinction rays on all sides: rays 1 and 
2 and rays 3 and 4. At the same time the 3-intercept caustic simply 
continues to rotate upstream as seen in Figs. 3d and 5d. As the taper is 
increased further, {3 reaches the critical angle at a minimum outer normal 
slope of 0.98, causing most of the light in the catacaustic ray to refract 
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from the sample on the first intercept. This results in the family of 
I-intercept caustics associated with the inflection point mentioned 
earlier. Since the optical mechanism by which the light is concentrated 
is refraction, this is also a diacaustic. Initially, the only light emitted is 
the ray at the inflection point which exits tangent at the surface (at a 
half-angle of 226.8 degrees) and follows the glass surface downstream. 
As (3 increases, the amount of light refracted increases and the caustic 
ray refracts from the glass at decreasing angles. It is important to note 
that this caustic half-angle is always greater than 180 degrees; i.e., it is 
the only caustic that always propagates toward the axis of the sample. 

At (3 = 40.7 degrees, a new 2-intercept caustic emerges. Here the two 
fans of light bounded by extinction rays are still present. In addition, 
there is a small bundle of rays, including a caustic ray lying between 
them. This caustic is termed a second 2-intercept caustic because it 
differs considerably from the original 2-intercept caustic, as may be 
understood from Figs. 3e and 4e. In Fig. 3e, the usual3-intercept caustic 
can be seen originating from the outermost illuminating ray. At this 
point, it refracts out almost normal to the surface of the melt zone. 
Therefore, it depends only on the geometry of the melt zone and it is 
nearly independent of the magnitude of the refractive index. The in­
nermost illuminating ray is incident at the inflection point; it gives rise 
to two caustics: the external diacaustic (the I-intercept family discussed 
above) and the catacaustic associated with the original 2-intercept 
caustic which has now been reflected internally. A new caustic ray is now 
shown between these illuminating rays. This new ray gives rise to the 
new 2-intercept caustic heading upstream in Fig. 3e and is designated 
ray 4 in Fig. 4e. Then one obvious difference between the second 
2-intercept caustic and the original2-intercept caustic is that the second 
2-intercept caustic is not generated from the inflection point. Figure 4e 
illustrates a second difference: namely, that extinction rays 3 and 5 
propagate at smaller angles than caustic ray 4, rather than at larger an­
gles as before. Recall, for example, Fig. 4c, where extinction rays 1 and 
3 propagate at much larger angles than caustic ray 2. In other words, the 
new caustic is formed by a folding in the opposite direction. 

Simultaneously, the fan of light formed by the I-intercept caustic 
broadens as the band of illuminating rays refracting at the first inter­
ception broadens. This band is evenly developed about the inflection 
point ray, or I ray, and has now expanded to include the rays giving rise 
to the new 2-intercept caustic. Consequently, most of the light from rays 
forming this caustic has refracted at the first interception as part of the 
fan of light which forms the I-intercept caustic; thus, the second 
2-intercept caustic is much less intense than the original. When the 
second 2-intercept caustic first emerges, however, the band of illumi­
nating rays refracting at the first interception was so small that it did 
not yet include the rays contributing to the new caustic. This is the case 
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at {3 = 40.7 degrees, where this caustic was still relatively intense. The 
loss of intensity is illustrated in Fig. 4e by an unnumbered ray repre­
senting the last one that is fully reflected on its first interception, shown 
between rays 3 and 4. Referring to fan 3, 4, and 5, the rays between 3 and 
the unnumbered ray are totally internally reflected on their first inter­
ception and are therefore intense. But the rays between the unnumbered 
ray and ray 4, then continuing to extinction ray 5, all are less intense since 

, much light is lost on their first interception. Note that all other fans of 
light are totally reflected on the first interception and are also in­
tense. 

Concurrently, it was found that the first extinction rays 1 and A rotate 
away from their original downstream directions as {3 decreases from 40.7 
degrees. This is not the case for final extinction ray 7, while extinction 
ray C continues to stay close behind the 3-intercept caustic as it also 
swings upstream. 

At {3 = 37.3 degrees, the 2-intercept catacaustic ray, partially reflected 
at the inflection point from the second side, has re-emerged propagating 
in the upstream direction. At this stage, it does not form an external 
caustic as it did earlier. This ray, referred to as the "1 ray," is not asso­
ciated with any stationary point in the angular ray distribution and is 
located in the intermediate fan of rays. Though theoretically originating 
as a catacaustic limiting ray within the glass, its caustic character is 
momentarily lost to external observation because of the dominant effects 
of the severe spread in refraction angles approaching the extinction ray. 
Beginning with Fig. 4e, this unnumbered 1 ray appears between ex­
tinction ray 3 and the new caustic ray 4, such that both the caustic and 
the 1 ray can be expected to be rather less intense. While the 1- and 3-
intercept caustics rotate upstream in the directions of smaller () A s with 
decreasing {3s, the new 2-intercept caustic rotates in the opposite di­
rection-downstream toward greater caustic angles. In addition, its 
radial position in the illuminating beam has moved farther out from the 
center of the sample, away from the 1 ray and toward the illuminating 
ray for the 3-intercept caustic. This outward displacement of its illu­
minating ray and its retrograde rotation are two other properties which 
make the second 2-intercept caustic different from the first. 

When {3 is decreased further to 34.5 degrees, the first 2-intercept 
caustic reforms from the 1 ray, along with yet another 2-intercept caustic. 
The illuminating ray for the newest caustic propagates just inside the 
1 ray and emerges in the far field barely downstream from the re-emer­
gent first 2-intercept caustic ray. Both these rays are of reduced intensity, 
since they originate within the band of rays which lose most of their light 
by refraction on the first interception with the boundary. As the taper 
is decreased still further, a continued folding of this intermediate fan 
takes place, and the three 2-intercept caustics separate in the far field. 
The illuminating rays for the second and third 2-intercept caustics move 
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away from the I ray. At the same time, the illuminating ray for the third 
caustic moves in toward the surface. The third 2-intercept caustic, like 
the second, is folded in a direction opposite that of the first 2-intercept 
caustic and shows an initial rotation toward smaller () AS. 

One additional point should be noted. In Fig. 3e, soon after the second 
2-intercept caustic appeared, its point of emergence moves out along the 
profile with decreasing {3 and becomes stationary at the "start" of the 
melt zone, i.e., the location where the sample begins its decrease in cross 
section. At the same time, it continues retrograde rotation. On the other 
hand, the first 2-intercept caustic reappeared as soon as the emergent 
point of the I ray moved downstream to the same point, so that the outer 
normal angle becomes constant along the surface and the internal 
catacaustic could emerge intact with only a change in direction. Subse­
quently, as {3 is decreased, the point of emergence of the first 2-intercept 
caustic moves upstream along the sample surface where the diameter 
is constant, while the emergent points of both the second and third 2-
intercept caustics merge together at the start of the melt zone. Ulti­
mately, both the 3-intercept and the first 2-intercept caustics approach 
extinction by internal reflection, the latter for a second time as its 
propagation angle approaches 0 degree. Consequently, their rates of 
rotation seem to accelerate. From {3 = 24.9 degrees (Fig. 3f) to {3 = 22.3 
degrees, both original caustics disappear by internal reflection, leaving 
only the second and third 2-intercept and the single I-intercept caustics 
in the emerging light field. Figure 4f shows the complicated 2-intercept 
far-field light ray pattern prior to extinction, with many overlaps be­
tween the various fans of light contributing to the structure of the ob­
served illumination. Here the first caustic, ray 5, is once again the ex­
treme upstream ray while all other caustics and extinction boundaries 
are spread out in the light regions behind it. The unnumbered I ray still 
lies between ray 3 and the second 2-intercept caustic, ray 4, such that 
all of the 2-intercept caustics may appear relatively less intense than 
either the 1- or 3-intercept caustics. At this point, the third 2-intercept 
caustic, ray 6, has reversed its initial upstream rotation and, like the 
second 2-intercept caustic, assumed a retrograde rotation with changing 
slope. In Fig. 5f, {3 = 24.9 degrees, the fans of light behind the 3-intercept 
caustic can be seen to start to broaden slightly just prior to the disap­
pearance of this caustic, while by {3 = 22.3 degrees the caustic ray is in­
ternally reflected and only the overlapping fans, bounded by extinction 
boundary rays, and the one geometrical boundary ray, remain. The two 
remaining 2-intercept caustics (with the original caustic extinguished) 
continue to rotate toward the downstream direction. 

At this geometry, we have probably passed beyond the practical limit 
for most melt zone profiles drawn in a laser furnace. However, if it were 
possible to draw even blunter profiles, we would observe that the second 
2-intercept caustic angle would approach 90 degrees while the I-intercept 
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caustic angle would approach 180 degrees. At the same time, the inter­
nally reflected 3-intercept caustic would reappear, at {3 ~ 16.4 degrees, 
although somewhat altered. That is, following the two reflections on the 
first side of the sample and the initial reflection on the second side, the 
family forms an internal catacaustic which refracts out of the sample on 
its next interception with the second side. Since this is a fourth inter­
ception overall, it represents the emergence of a 4-intercept caustic rather 
than a re-emergence of the original3-intercept caustic. Further blunting 
of the profile causes the caustic to rotate in the retrograde direction to 
a maximum caustic half-angle of about 50 degrees, somewhere between 
{3 = 14.0 and {3 = 13.4 degrees. It then reverses direction and disappears 
once more by internal reflection, at {3 = 6.8 degrees, leaving only the 
I-intercept caustic, which would be very bright, and the second and third 
2-intercept caustics, the first of which would also have become bright. 
Intensification of the light associated with the second 2-intercept caustic 
results from the outward migration of the associated illumination ray. 
It eventually reaches a point so near the start of the melt zone surface 
as to fall incident on the now rapidly curving profile at an angle greater 
than the critical angle. Consequently it is wholly reflected and all its light 
is transmitted across the sample to refract out and form the caustic. 

V. SUMMARY 

The variations of the angles of various 1-, 2-, and 3-intercept caustics 
as functions of {3 for both Sample 4 and Sample 3 are given in Figs. 6a 
and 6b. Significant values are also listed in Table 1. In this study, we have 
identified two additional 2-intercept caustics. Comparison of Figs. 6a 
and 6b and the tabulated results show that, with the exception of these 
two caustics, the results for the morphologically different samples are 
numerically quite similar. Figure 6 also offers a comparison with the 
results of the original study'! For all four samples, these results compare 
very favorably. Since in Fig. 6 we are comparing results from symmetric 
samples with the average values obtained from often rather unsymmetric 
samples, this agreement is quite remarkable. * It is worth noting that in 
Ref. 1 both the experiments and the original analysis identified only two 
2-intercept caustics for Sample 3. In fact, there are three such caustics 
present. The taper of Sample 3 was such that the first and third 
2-intercept caustics were barely separated and consequently appeared 
to the observer as one. 

Turning to the more general results, we see that, for a shallow taper, 
no light emerges. When {3 falls below 73 degrees, the 2-intercept caustic 
emerges, initially directed downstream toward the x -axis and along the 
surface at an angle, () A ~ 190 degrees. As the taper becomes steeper 

* It indicates that, while melt zone asymmetry may have a strong influence on caustic 
asymmetry, it may have relatively little influence on determining the total caustic cone 
angle,20A' 
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Fig. 6-Plots of the limiting caustic half-angle, 8A, vs the angle of the outer normal at 
the inflection point, {3. (a) For symmetric Sample 4. (b) For symmetric Sample 3. The 
numbered data points represent averaged values of the caustic angles measured on the 
four original samples described in the earlier study (Ref. 1). Heavy lines denote bright 
caustic; light lines denote dim caustic. 

(fJ decreases), the caustic ray swings toward the upstream direction. It 
reaches a half-angle, () A, normal to the surface at fJ ~ 58 degrees and a 
() A = 90 degrees at a fJ ~ 51 degrees. Thereafter, its rate of rotation ac­
celerates as it approaches extinction at () A ~ 52 degrees or fJ ~ 45.7 de­
grees. Recalling that this caustic is the one formed at the inflection point, 
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Table I-Significant values of limiting caustic half angle 

~austic Sample 2-Interce~t 3-Interce~t 
unction 4 ;3 4 :3 

Station (3" O~lO (30 O~lO (30 O~o (30 O~o 

At Maximum (3 71.7 189.6 72.7 188.5 61.3 186.7 62.6 184.0 
At OAl.Surface 58.5 118.9 58.0 115.0 38.5 116.0 41.6 120.0 
At OAl. X-Axis 51.0 90.0 51.2 90.0 28.4 90.0 29.8 90.0 
At Minimum (3 45.7 51.9 45.8 52.3 23.7 55.2 25.7 67.2 

2-Intercept Third 2-Intercept 
1 a ;I :;~ 

(30 aUlo (30 aUlo (30 0030 (30 0030 
A A ~.5 'fu.5 At Maximum (3 34.5 58.5 31.0 46.5 34.5 31.0 

At Minimum OA 23.4 0.0 22.8 0.0 29.6 55.5 26.9 45.3 
At Minimum (3 23.4 0.0 22.8 0.0 {O.O}* ~90.0) (0.0) (90.0) 

Second 2-Interce]t I-Intercept 
4: 4 :l 

(30 0020 (30 0020 (30 OlD (30 OlD 
b .A 22~.8 22~.8 At Maximum (3 40.7 40.0 38.4 48.0 43.2 43.2 

At Minimum (3 (0.0) (90.0) (0.0) (90.0) 0.0 180.0 0.0 180.0 

* Numbers in parentheses were extrapolated and not actually calculated. 

it should be noted that, at {3 ~ 37.5 degrees, the internal catacaustic ray, 
or I ray, again emerges. However, it is not seen as an external caustic until 
{3 < 34 degrees. A different 2-intercept caustic does become visible when 
{3 ~ 40 degrees. This caustic is not associated with the internal caustic 
formed by reflection at the inflection point. It also differs from the 
original 2-intercept caustic in that, as the taper increases, it rotates in 
the opposite direction, i.e., toward greater angles. It may also emerge 
initially as an intense caustic, but it becomes quite dim once the inci­
dence angle of the illuminating beam falls below the critical angle. When 
{3 < 16.7 degrees, this new caustic ray is again illuminated by a ray ini­
tially at an angle greater than the critical angle and so it again becomes 
bright. The half-angle, 0 A, of this caustic approaches 90 degrees 
asymptotically as {3 -- 0 degree. Referring again to the I ray, we see that 
its rotation is also initially retrograde as {3 decreases. However, when it 
again becomes the leading 2-intercept caustic ray, its direction of rotation 
reverses. From this point, until its extinction at {3 ~ 23 degrees, the re­
emergent 2-intercept caustic is much less intense. Simultaneously, a 
third, dim, 2-intercept caustic appears which ultimately rotates in the 
direction of increasing caustic angle, like the second 2-intercept caustic 
that preceded it. 

Careful study of Figs. 6a and 6b and Table I shows that over most of 
its range above {3 = 46 degrees the 2-intercept caustic OA vs {3 relationship 
is very nearly the same for both samples. However, this is not true of the 
second and third 2-intercept caustics, which differ from the first in a 
number of significant ways. First, the far-field ray trajectories fold in 
opposite directions. Second, both new caustics rotate to larger rather 
than smaller caustic angles with decreasing {3. Third, they are indepen­
dent of the internal catacaustic originating at the inflection point. This 
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latter observation is significant, because while the functional forms of 
both samples are similar, the additional caustics are quantitatively the 
most highly differentiated. This differentiability is a result of their 
originating from rays initially incident far away from the inflection point. 
There they are more strongly influenced by other aspects of melt zone 
morphology than just {3. More of this will be discussed later in this 
paper. 

The 3-intercept caustic is also less involved with the inflection point 
and shows some differentiation between the two samples over its entire 
range (see Table I). Since its initial emergent caustic angle depends on 
the downstream surface geometry in much the same way as it did for the 
original2-intercept caustic, it is not surprising that it too should result 
in an initial caustic half-angle, () A, significantly greater than 180 degrees, 
although for a 10-degree smaller value of {3. As shown in Table I, the final 
3-intercept caustic angles are quite different. These extinction angles 
appear at {3s about 22 degrees smaller than their respective 2-intercept 
caustic's initial extinction {3 angles and at very nearly the same final 
extinction {3 angles as those of the re-emergent first 2-intercept caustic. 
Actually, the light rays associated with the 3-intercept caustic also 
eventually make a reappearance. As shown in Fig. 6a for Sample 4, a 
bright 4-intercept caustic resulting from the internally reflected 3-in­
tercept caustic does emerge briefly headed in the upstream direction and 
then disappears, all at {3s too small to be physically significant. 

There is a diacaustic which emerges when {3 falls below the critical 
angle. This caustic is formed by the light which refracts from the surface 
on its first interception. The I ray which forms the internal catacaustic 
and, ultimately, the 2-intercept caustic, also attains an external extre­
mum when it forms the I-intercept caustic. Because little of the light 
in the illuminating rays is reflected, once the I-intercept caustic appears, 
many (but not all) of the 2-intercept rays which appear at {3s below the 
critical angle are quite dim. Consequently, over most of this range the 
2-intercept caustics are also dim. This is indicated by the light line 
weights used to represent them in Fig. 6. 

While the second and third 2-intercept caustics are unique in that they 
never propagate downstream or toward the fiber axis, the I-intercept 
caustic is also unique because it always propagates downstream toward 
the fiber axis. Consequently, the I-intercept caustic either follows the 
surface or reflects off the fiber at some station downstream, such that 
its fundamental rotation as a function of {3 depicted in Fig. 6 becomes 
reversed. Since this caustic depends only on {3, its angle is a unique 
function of {3 for all melt zone profiles, 

()1 = 1800 
- {3 + arc sin (n sin (3), 

where n is the index of refraction. Hence, for n = 1.46 it always originates 
following the surface downstream at an angle of 226.8 degrees at {3 = 43.2 
degrees and then rotates toward a limit of 180 degrees. 
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We conclude that the most useful caustics for studying fiber-drawing 
melt zones are the first 2-intercept caustic and the 3-intercept caustic. 
Between them, these cover a broad range of melt zone geometries. Except 
at very large {3s, the first 2-intercept caustic depends mostly on the melt 
zone profile near the inflection point and does little to distinguish be­
tween samples. In contrast, the 3-intercept caustics readily distinguish 
between the different samples. Sample 3 is on the average larger by about 
1.5 degrees in {3 than Sample 4, a difference originating from variations 
in geometry near the shoulder and heel of the profiles. Figure 7 presents 
plots of both sample profiles scaled to a common {3 of 51.3 degrees. It can 
be seen that Sample 4 is significantly larger than Sample 3 both up­
stream, at the shoulder, and downstream, at the heel of the profile. In 
addition, the inflection point of Sample 4 is at a greater radius, and up­
stream, of that for Sample 3. Since the {3 angles are the same, these dif­
ferences produce a less than 0.7 -degree change in the 2-intercept caustic 
angle O~l. However, the 3-intercept caustic involves reflections at the 
shoulder region of the melt zone and a refraction at the heel region 
downstream, and it manifests a change in the caustic angle O~ more than 
three times that in OJil. As reported in Ref. 1, this difference is detectable 
experimentally. 

Though less intense and of rather limited range, the second and third 
2-intercept caustics are also potentially useful as a means of studying 
melt zone geometries. These are the most distinguishable caustics be­
cause they involve light which is initially incident either at the shoulder 
of the melt zone, as with the second 2-intercept caustic, or at the heel 
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Fig. 7-Superimposed symmetric profiles from Sample 4 (dashed lines) and Sample 
3 (solid lines) showing limiting ray paths for both 2- and 3-intercept caustics, one side only. 
Here, {j = 51.3 degrees for both samples with data from Sample 3 shown in parenthe­
ses. 
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of the melt zone as with the third. Both caustics exhibited numerically 
greater angles for Sample 3 than for Sample 4 whose shoulder and heel 
profiles induce greater rotations in the reflected rays. Indeed, the aver­
aged experimental results for these caustics from Sample 3 agree rea­
sonably well with the values computed from the symmetric Sample 3 
profile data and rather poorly with the values computed from the sym­
metric Sample 4 profile data, Figs. 6a and 6b, respectively. These caustics 
are the only primary ones still visible for {3 < 22 degrees, and together 
with the I-intercept caustic provide some means of studying extremely 
blunt melt zones. 

It should be realized that, since each of these six caustics under dis­
cussion involves a refraction from the sample, they all may depend on 
the index of refraction, n, as well as on the surface geometry. In Ref. 1, 
another caustic generated wholly by reflection and dependent only on 
{3 was discussed. That caustic is the externally illuminated equivalent 
of the internal catacaustic that forms at the inflection point and can 
easily be generated for all physically reasonable melt zone profiles. Since 
it does not depend on n, information from this externally illuminated 
catacaustic may be used to separate the {3 dependence of the data ob­
tained from an appropriate internally illuminated caustic. This could 
provide otherwise unavailable information concerning the index of re­
fraction. For example, consider a melt zone sample of unknown n ex­
hibiting a first 2-intercept caustic at an angle OJ{! somewhere between 
52 and 110 degrees. It may be matched with a computer analysis of the 
present data at a {3 determined from direct measurement of the exter­
nally illuminated catacaustic angle, OfXT. Adjustment of the n value used 
in the computer analysis to yield an equal theoretical OJ{! value should 
provide a good estimate of the unknown index of refraction. The quality 
of this estimate would depend on how uniform n was across the sample 
and how close the propagation vector of the emerging caustic was to 
tangency with the surface. Obviously, if {3 is such that the caustic emerges 
normal to the surface, it can provide no information about n. 
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Two types of geometrical asymmetries have been analyzed numeri­
cally to determine their influence on the externally visible caustic 
patterns from a drawdown zone. The first of these asymmetries involved 
axial displacement of identical opposing profiles of the drawdown zone, 
while the second involved opposing profiles of differing slope positioned 
with their inflection points in axial alignment. The results of these 
studies are presented graphically as an aid to interpreting the asym­
metries of actual caustic patterns generated by illuminating real 
drawdown zone samples in optical fiber drawing. 

I. INTRODUCTION 

In the present study, we demonstrate how deviations from rotational 
symmetry in the melt zone give rise to asymmetries in the resulting 
caustic pattern. In Ref. 1, rotationally symmetric profiles of melt zones 
were generated by averaging measurements of data taken from solidified 
melt zone samples. These data provided symmetrically idealized data 
sets for the study of the two principal types of caustics as functions of 
the rate of change in the cross section. Changes in the maximum rate of 
change in the cross section were simulated by scaling*'the data sets, and 
the analysis was carried out using the algorithms developed earlier in 
Ref. 2. These algorithms describe families of 2- and 3-intercept caustics 
as shown in Fig. la, where the scale factor is unity. The incident angle, 
{3, for an axial light ray at the inflection point, I, is 52.9 degrees on both 
sides of the cross section. However, in Ref. 2 it was shown that the 
samples were usually asymmetric, resulting in pronounced asymmetric 
caustic patterns, especially when the caustic rays emerged nearly tangent 
to the surface. 

* That is, by scaling the axial and transverse data values differently with the scale factor, 
SF = (axial scale)/(transverse scale). 
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(a) (b) (c) 

Fig. 1-Drawdown profiles for a melt zone with an average)' of 1.323 and a preform 
radius, R, of 0.1217 in. (3.09 mm). The data scale factor, SF, is 1. The rays labeled D rep­
resent the 3-intercept caustic trajectories and the rays labeled 1 represent the first 
2-intercept caustic trajectories for the following cases: (a) Symmetric drawdown profiles 
with)' = 1.323 ({3 = 52.9 degrees) on both sides and no shift (b.hR = 0.0, 0)' = 0 percent). 
(b) Asymmetric drawdown profiles with)' = 1.323 ({3 = 52.9 degrees) on both sides and 
an axial shift of b. = 0.05·in. (1.27 mm) of the left side ahead of the right side (b.hR = 0.311, 
b./R = ±0.41). Here 0)' = 0 percent. (c) Asymmetric drawdown profiles with)' = 1.455 ({3 
= 55.5 degrees) on the left side and)' = 1.1907 ({3 = 50.0 degrees) on the right side (average 
)' = 1.323,0), = ±10 percent). Here b.hR = 0.0. 

Two types of asymmetric drawdown zones were studied, based upon 
the symmetric data set generated from the fourth sample.1,2 In the 
simplest case, the asymmetry was introduced by axially shifting the 
profile data for one side of the cross section with respect to the other. An 
asymmetric cross section with the caustic rays is shown in Fig. 1 b, where 
the relative axial shift between the two profiles is 41 percent of the 
preform radius* and the scale factor is 1.0. The asymmetry produces 
significant counterclockwise rotations in the propagation directions of 
the emerging caustic rays when viewed with the downstream profile as 
shown on the left. 

A second type of asymmetry was produced by scaling the opposite 
sides differently. In this study, the inflection points of the opposite 
(differently scaled) profiles were kept in axial alignment so that the re­
sulting shift in the caustic ray pattern would be due solely to the dif­
ference in the slopes, as shown in Fig. lc. There the scale factors of op­
posite sides are 0.9 and 1.1. These produce counterclockwise rotations 
of the emerging caustic rays comparable to those shown in Fig. lb and 
toward the elongated profile as plotted. 

In addition, for both types of asymmetry, the overall scaling was 
changed so that the effects of these asymmetries could be assessed for 
greater or lesser average gradients than those of the original data. These 
scale factors and associated average slopes, 1', and incident angle values, 
{3 A, are tabulated in Table 1. Here l' is the average of the slopes of the two 
outer normals at the inflection points, dx/dy[, and {3A = -arc tan 1'. 

The next two sections present the results from the computer simula­
tions including diagrams of significant cases for both types of asymme-

* R = 0.1217 in. or 3.09 mm. 
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Table I-Scale factors and average slopes and angles 

Scale Factor 

1.300 
1.200 
1.000 
0.775 
0.700 
0.520 
0.450 
0.340 

Average Outer 
Normal Slope l' 

1.720 
1.588 
1.323 
1.025 
0.926 
0.688 
0.595 
0.450 

Average Incidence 
Angle {3A (degrees) 

59.8 
57.8 
52.9 
45.7 
42.8 
34.5 
30.8 
24.2 

tries. The reader who requires a less detailed synopsis of these results 
is referred to the discussion portions of these sections and to Section V, 
Summary. 

II. SHIFT ASYMMETRY 

The effects of axial misalignments in the profiles of the drawdown zone 
were studied by computing the ray paths for examples with the profiles 
of opposite sides shifted various amounts, ~. The results of these com­
putations provide a complete description of the caustic patterns for an 
asymmetric drawdown zone with a range of profile shifts for each 'Y given 
in Table I. 

To compare the varied scalings, an asymmetry parameter, ~/'YR, was 
established, where R is the preform radius. The asymmetry was varied 
from ° ~ I ~/'Y R I ~ 1.20, which represents a broader range than is ever 
likely to actually occur in fiber drawing. The specific incremental changes 
in asymmetry were chosen to illustrate what occurs as the asymmetry 
increases. 

An extreme example of the effects of this type of asymmetry can be 
seen by comparing Fig. 2a with Fig. 2b, which has the same average slope 
but a large asymmetry. Emergent 2-intercept caustics are labeled nu­
merically to indicate which of the family they represent; the 3-intercept 
caustics are labeled D. The unlabeled rays represent caustic rays of the 
I-intercept family which emerge at the inflection point for 'YS less than 
0.939. In Fig. 2b, the 3-intercept caustics have rotated counterclockwise, 
or in a positive direction, toward the leading side. Extra 2-intercept 
caustics (labeled 2', 2/1, 3') have merged on the leading side, while all 
2-intercept caustics have disappeared from the trailing side. Those 
2-intercept caustics on the +~ side have rotated clockwise, in a negative 
direction, away from the leading side. 

2. 1 Graphical results 

Figures 3a to 3d are simplified versions of the format used in Figs. 1 
and 2 which show both the internal ray paths and the external caustic 
trajectories. In these simplified diagrams, the internal ray paths have 
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Fig. 2-Drawdown profiles for a melt zone with an average "( of 0.688 (SF = 0.52). The 
rays labeled D represent the 3-intercept caustic trajectories, while the rays labeled 1,2, 
3, etc., represent the first, second, third, etc., 2-intercept caustic trajectories for the fol­
lowing cases; (a) Symmetric drawdown profiles with "( = 0.688 (fj = 34.5 degrees) on both 
sides and no shift, 6.hR = 0.0,0"( = 0 percent. (b) Asymmetric drawdown profiles with 
"( = 0.688 (fj = 34.5 degrees) on both sides and a shift, 6. = 0.075 in. (1.905 mm) of the left 
side ahead of the right side (6./"(R = ±0.89G, MR = ±0.616). Here, 0"( = 0 percent. 
(c) Asymmetric drawdown profiles with "( = 0.894 (fj = 41.8 degrees) on the left side and 
"( = 0.482 (fj = 25.7 degrees) on the right side ("( = 0.688, 0"( = ±30 percent). Here, 
6./"(R = 0.0. 

been eliminated, and the drawdown profiles have been reduced to tan­
gent lines at the inflection points. The profiles, shown as thick lines, meet 
in the symmetric case and progressively move farther apart to depict 
increasing ±~s. The external caustic trajectories are shown schematically 
as rays radiating from the point ~ = O. The 3-intercept caustics are again 
labeled D and, in the unusual case of a second 3-intercept caustic, D2 
is used. Whenever the ray which internally reflects from the inflection 
point, I, is refracted from the opposite side without forming an external 
caustic, it is shown by an unlabeled dashed line. In Figs. 3a to 3d, the 
diagrams are drawn with the leading side as the left profile, consistent 
with Figs. 1b and 2b. We then define a positive, or forward, rotation of 
caustic angles to be counterclockwise, or toward the leading side. 

We begin with gradually tapered profiles that emit little light. As the 
taper is increased, we observe an increase in the amount of light emitted 
and in the complexity of the caustic structure. The first case, with 'Y = 
1.72, is shown in Fig. 3a. Both caustics present initially rotate in a forward 
direction as the asymmetry increases. However, the 3-intercept caustics 
quickly disappear from the trailing side by internal reflection. The 2-
intercept caustics continue to rotate in a positive direction on the trailing 
side, but on the leading side they reverse direction and rotate in a neg­
ative direction at an asymmetry ~ly R of about 0.40. The situation is 
similar for 'Y = 1.588, not shown. The 3-intercept caustics also rotate 
forward. Since the emergent angle for the symmetric case is smaller this 
time (163.48 degrees as opposed to 172.66 degrees), the caustic does not 
internally reflect as soon. The 2-intercept caustic initially rotates for­
ward. This time, the direction reversal on the leading side occurs earlier 
at a ~/'YR of 0.33 and is more pronounced. Reducing 'Y to 1.323 does not 
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Fig. 3-Diagrams of external caustic trajectories for drawdowns of varying asymmetry 
due to axial shifts, b.hR, of varying amounts as follows: (a) For'Y = 1.720 ({1 = 59.8 degrees), 
b.hR = ±O.OOO, ±0.118, ±0.236, ±0.354, ±0.472, ±0.596. (b) For 'Y = 1.025, ({1 = 45.7 de­
grees), b.hR = ±O.OOO, ±0.199, ±0.410, ±0.596, ±0.801. (c) For'Y = 0.926 ({1 = 42.8 degrees); 
b.hR = ±O.OOO, ±0.223, ±0.441, ±0.664, ±0.888. (d) For 'Y = 0.450 ({1 = 24.2 degrees); 
b.hR = ±O.OOO, ±0.183, ±0.365, ±0.548, ±0.730, ±0.913. Here the sides of the melt zone 
are represented by heavy lines sloped {1 degrees below horizontal and shifted vertically 
in proportion to the axial shift, n. The external caustic trajectories are shown as rays em­
anating from a common center at their appropriate angles and labeled with D or D2 to 
indicate a first or second 3-intercept caustic and 1,2, or 3, etc. to indicate a first, second 
or third, etc. 2-intercept caustic. Dashed lines represent emergent I rays which do not form 
caustics. 
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alter the situation significantly, except that both caustics are present 
for the entire range of asymmetry. In all cases, the rotation of all caustics 
on the trailing side has been consistently positive. On the leading side, 
the 2-intercept caustic's forward rotation reverses at a D./'YR of only 0.25. 
At the same time, a reversal in the forward rotation of the 3-intercept 
caustic also becomes apparent at an asymmetry of 0.75. 

Figure 3b shows the case of'Y = 1.025, where {3 = 45.7 degrees, i.e., very 
close to the 2-intercept caustic's extinction angle. This caustic emerges 
at a minimum angle, fJ, for the symmetric case, and progressively forms 
larger angles as D. increases; i.e., it rotates negatively on the leading side 
and positively on the trailing side. As discussed in Part I, l the rays which 
are only incident once on the first side form a catacaustic at the inflection 
point. If the catacaustic ray then refracts from the second side, it is 
usually seen as the first 2-intercept caustic ray. However, the dashed 
lines shown in the diagrams for the smaller asymmetries in Fig. 3b depict 
emergent rays which form internal catacaustics at the inflection points 
but are not seen as external caustics. We call these rays the I rays. Their 
angles are at least half a degree different from the 2-intercept caustic 
angles. Once the asymmetry has increased to a D./yR of 0.80, however, 
these two rays have recombined. The 3-intercept caustic rotates in the 
forward direction over the asymmetry range studied. 

Continuing further, the symmetric case with 'Y = 0.926 has no emer­
gent 2-intercept caustic (see Fig. 3c). However, once the asymmetry has 
increased to D./,,(R = 0.441, the original 2-intercept caustic has re­
emerged and subsequently rotates to larger fJ angles on both sides. Again, 
the (noncaustic) I ray is initially distinct from the 2-intercept caustic 
ray, and they merge as the asymmetry increases. It should be noted that 
the I ray initially emerges on the forward side without forming a caustic 
before the 2-intercept caustic emerges. The 3-intercept caustic continues 
to rotate in a forward direction up to the largest calculated asymmetry, 
at which point it reverses direction on the forward side. 

When,,( is 0.688, there are three 2-intercept caustics for the symmetric 
case caused by multiple-folding in the fan of emerging light. This is the 
case shown earlier in Fig. 2a (D./,,(R = 0.0) and Fig. 2b (D./'YR = 0.896). 
The folding geometry is illustrated in the left and center diagrams in 
Fig. 4a. Here the caustic rays are labeled 1,2,3, etc., consistent with the 
present convention, while the bounding rays are labeled L1, L2, L3, etc. 
The lower L numbers represent bounding rays originally propagating 
nearest the surface of the sample, with successive higher numbers pro­
ceeding inward. The left diagram in Fig. 4a shows that the fan of light 
which lies between bounding rays L3 and L4 is folded to form the three 
2-intercept caustics with the first and third very nearly superimposed. 
As the asymmetry is increased, most of the 2-intercept caustics disappear 
on the trailing side while several additional ones appear on the leading 
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side. All these caustics rotate in a negative direction except for the 
original2-intercept caustic on the leading side, which remains stationary. 
This unusual circumstance occurs because the I ray does not form an 
external caustic until its point of emergence has moved upstream of the 
melt zone to where the radius is constant. 

In Fig. 2b, we can see that, since the profile on the initial incident side 
does not change, the internal trajectory of the I ray remains the same. 
Consequently, as long as caustic ray 1 refracts from the leading side its 
external angle will be constant, regardless of the magnitude of ~. On the 
trailing side, the internal I ray is incident along that portion of the melt 
zone profile for which the radius is changing very rapidly; therefore, al­
though it emerges for asymmetries of less than 0.3 it does not form an 
external caustic. However, this I ray reappears along with a first 
2-intercept caustic when the asymmetry ~/'YR reaches 1.2. In addition, 
a new 2-intercept caustic emerges on the leading side. This fourth 2-
intercept caustic is associated with the closing of the break between the 
L1-L2 fan of light and the L3-L4 fan of light, illustrated in the center 
diagram in Fig. 4a. Consequently, this new caustic is folded downstream 
in the same way as the original first 2-intercept caustic. It originates from 
a coaxial ray initially propagating down the sample at a greater radius 
than the second 2-intercept caustic, but well inside the ray which origi­
nates the 3-intercept caustic, as shown in Fig. 2b. 

Several other minor 2-intercept caustics appear and are labeled 2', 2", 
and 3' in Fig. 4a center. These lie very close-in terms of both originating 
axial rays and emergent angles-to the second or third 2-intercept 
caustics. Each is associated with another fold in the fan of light. * The 
3-intercept caustics in this case ('Y = 0.688) initially rotate positively. 
Eventually, on the leading side this caustic reverses its rotation at 
~/'YR !::: 0.6 and then extinguishes at an asymmetry of about 0.8. On the 
trailing side, it continues to rotate in a forward direction. The additional 
2-intercept caustics also appear in the case where 'Y = 0.595. Again the 
first 2-intercept caustic, when it emerges, remains stationary. The others 
in this family all rotate in the negative direction. The first, second, and 
third 2-intercept caustics emerge on the leading side for all asymmetries 
and are extinguished when the asymmetry is between 0.83 and 1.1 on 
the trailing side. Minor caustics associated with the second and third 
major caustics were found on the trailing side, but not on the leading side. 
The fourth caustic emerges at greater asymmetry than in the previous 
case of'Y = 0.688 and again only on the leading side. This case, with 'Y 
= 0.595, is of particular interest because it exhibits for the first time a 
second 3-intercept caustic. The new caustic is associated with a folding 

* It should be noted that, since the algorithm computes the ray trajectories for an equally 
spaced sequence of axial rays, finding these minor perturbations in emergent ray angles 
depends somewhat on the ray spacing chosen. 
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Fig. 4-(a) Schematic diagrams showing the exter:nallimiting rays for the 2-intercept 

light paths. The drawdown melt zone profiles are omitted, but the orientation is the same 
as in Figs. 1 and 2. The vertical arrow represents the incoming beam of collimated light 
illuminating the sample which in turn deflects the light into the plotted ray paths in the 
far field. Here, the solid lines represent the caustic trajectories and the broken lines rep­
resent the bounding rays limited by internal reflection (see Ref. 1). The circumferential 
arrows follow the continuous fan of light from-the outermost bounding ray to the innermost 
bounding ray including all caustic rays. The bounding rays are numbered in sequence, 
beginning with L1 as the ray which originates nearest the surface of the sample and in­
creasing inward L2, L3, etc. The caustic rays themselves are numbered 1, 2,3, etc. to in­
dicate that they represent the first, second, or third, etc. of the 2-intercept caustics. The 
asymmetries are as follows: Right-Symmetric, with)' = 0.688 ({3 = 34.5 degrees) on both 
sides and t::.hR = 0.0,0)' = 0 percent. Center-Asymmetric with)' = 0.688 ({3 = 34.5 de­
grees) on both sides and a shift t::. = 0.075 in. (1.905 mm) of the left side ahead of the right 
side (t::.hR = ±0.896, t::./R = ±0.616). Here, 0)' = 0 percent. Left-Asymmetric with)' = 
0.894 ({3 = 41.8 degrees) on the left side and)' = 0.482 ({3 = 25.7 degrees) on the right side 
()' = 0.688,0)' = ±30 percent). Here, t::. = 0.0. (b) Schematic diagram showing external 
limiting rays for the 3-intercept light paths. The same ray identifications apply to the di­
agram as apply to the diagrams in Fig. 4a except that the caustics are numbered D and 
D2, representing the original and second 3-intercept caustics. The asymmetry is given 
by )' = 0.595 ({3 = 30.8 degrees) on both sides and a shift, t::. = 0.08 in. (2.032 mm) of the 
left side ahead of the right side (t::.hR = ±1.105, t::./R = ±0.657). Here, 0)' = 0 percent. 

in the fan of light in the direction opposite that of the original 3-intercept 
caustic. It is formed from a ray initially propagating down the fiber at 
a radius smaller than that ray which forms the first 3-intercept caustic. 
The folding pattern is shown in Fig. 4b, where the new ray is labeled D2. 
The new caustic emerges only for large asymmetry and only on the 
leading side. Meanwhile, the original3-intercept caustic, as before, ro­
tates initially in a positive direction but eventually reverses with in­
creasing asymmetry. 

The last case studied, 'Y = 0.450, is shown in Fig. 3d. Here the first 
three 2-intercept caustics emerge over the whole range of asymmetries. 
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The second and third caustics rotate in a negative direction; the first is 
again stationary. The fourth caustic emerges on the leading side and only 
for the largest asymmetry. The first 3-intercept caustic appears only on 
the trailing side and rotates downstream with increasing asymmetry. 
The second 3-intercept caustic appears alone on the leading side and only 
for larger asymmetries. 

2.2 Discussion 

The diagrams in Fig. 3 illustrate the far-field caustic response to in­
creasing axial asymmetry ~ly R for fixed 'Y. We now present a general 
quantitative description of the caustic behavior due to changing geom­
etry. Figure 5 shows the propagation angles, 0, of the major caustics as 
functions of ~/'YR for various 'Y. The values, 0_, for the trailing side are 
plotted to the left and the values, 0+, for the leading side are plotted to 
the right of the zero asymmetry line. Figures 5a and 5b show the first 
2-intercept and the 3-intercept caustics, respectively. The behavior of 
the remaining major 2-intercept caustics, the second, third, and fourth, 
are plotted in Fig. 5c. Each curve on these plots represents a fixed outer 
normal slope 'Y over the range of asymmetry tested. Those curves with 
arrowheads at the ends indicate caustics which emerge for higher 
asymmetry but were not calculated. The absence of an arrowhead in­
dicates that the caustic ceases at or just beyond that point. 

Other measures of caustic behavior are given in Fig. 6, for cases where 
the caustics emerge on both sides of the drawdown. In terms of actual 
three-dimensional drawdown samples, the caustic trajectories form cones 
of light whose total included angle is 0_ + 0+. The average sum, Os = %(0-
+ (h), is plotted to show the half cone angle as a function of asymmetry. 
The average difference, OD = %(0_ - 0+), is plotted to show the rotation 
of the cone as a function of asymmetry. Figures 6a and 6c refer to various 
2-intercept caustics, while Fig. 6b refers to the 3-intercept caustics. 

Consider the first 2-intercept caustic shown in Figs. 5a and 6a. In Fig. 
5a, starting with large 'Y, on the leading side 0 UI decreases, reaches a 
minimum, and slightly increases as ~/'YR increases. As the profile be­
comes blunter, the minimum becomes more pronounced and moves 
toward the symmetric case, ~/'YR ~ O. When 'Y = 0.926, the drop in OUI 

as ~/'YR ~ 0 becomes so large that the caustic is extinguished for small 
asymmetries and only the ends of the curve remain. This means that, 
although the first 2-intercept caustic is extinguished by internal re­
flection in the symmetric sample of 'Y = 0.926, the development of suf­
ficient asymmetry causes an almost simultaneous reappearance on both 
sides of the sample. Figure 6a also shows that the average angle, 0 sV; of 
the first 2-intercept caustic decreases as ~/'YR ~ O. This decrease is 
greatest for profiles with the lowest 'YS. In other words, the caustic cone 
angle increases as the asymmetry increases, especially in blunt samples. 
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Fig. 5-Plots of the 0 angles of the caustic trajectories for various "(s as functions of the 
axial shift, ~. Here the values of the angles, 0+, of the caustics emergent on the leading side 
are plotted on the right and the values of the caustic angles, 0_, of those emergent on the 
trailing side are plotted on the left. These results are arranged as follows: (a) The first 
2-intercept caustic angles, designated 0 VI, and the I ray progagation angle, 01, vs j,hR. 
(b) The first and second 3-intercept caustic angles, OD and 0 2, vs j,hR. (c) The second, 
third, and fourth 2-intercept caustic angles, OU2, OV3 and OV4, vs uhR. 

At the same time, the (J~1 vs !1/-yR curves in Fig. 6a show that the first 
2-intercept caustic cone, which is initially symmetric about the drawing 
axis, first rotates toward the leading side, reverses, and then rotates back 
toward the axis as the asymmetry increases. 

The 3-intercept caustic exhibits similar behavior, as shown in Figs. 
5b and 6b, although there are significant differences. Again, there is a 
minimum in the caustic angle vs asymmetry curve that appears on the 
leading profile side of the (JD vs !1/-yR plot. However, the minimum does 
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Fig. 6-Plots of the averaged sums, Os = %(0- + 0+), and the averaged differences, 0D 
= %(0- - 0+), vs the magnitude of the axial shift I nl hR for various "(s. These results are 
arranged as shown in 6a, 6b, and 6c. (a) The first 2-intercept caustic angles, (I vI, averaged 
sums and differences vs l.:ll hR. (Figs. 6b and 6c on following pages.) 

not move toward the symmetry axis as 'Y decreases. Also, except in the 
region near the extinction points, the OD vs tl/'YR plots are morphologic­
ally similar. In Fig.5b, the magnitude of the depression in the curve still 
grows as 'Y decreases until, by 'Y = 0.450, the caustic is extinguished on 
the leading side. Pigure 6b shows that the caustic cone half-angles, O~, 
are less influenced by the asymmetry than they were for the 2-intercept 
caustics (Fig. 6a). In addition, the 3-intercept caustic cone rotates more 
rapidly toward the leading side before it reverses direction, as shown by 
the oB curves in Fig. 6b. The behavior of the second, third, and fourth 
2-intercept caustics is illustrated in Figs. 5c and 6e. These caustics are 
distinct because their directions of rotation are opposite those of the first 
two major caustics. This backward rotation, with increasing tl/'YR, of 
the second and third 2-intercept caustics parallels the reverse 0 A rotation 
with increasing 'Y noted in the earlier "symmetric" study.1 At the same 
time, the Os values in the second and third 2-intercept caustics remain 
almost constant, indicating that the shapes of these caustic cones are 
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Fig. 6(b)-The 3-intercept caustic angles, eD, averaged sums and differences 
vs I tllhR. 

almost independent of the asymmetry, except near the extinction 
points. 

III. DIFFERENTIAL SLOPE ASYMMETRY 

The effects of asymmetric profiles of differing slopes were studied by 
changing the scaling of opposite sides of the profile by equal positive and 
negative percentages. These changes produce equal percentage changes 
in the slopes of the outer normals to the profiles, dx/dy. As shown in Part 
1,1 the outer normal slope defines a unique incidence angle and is the 
most significant single parameter controlling the formation of the 
caustics. Therefore, we can define asymmetry by a ± change in ,,(, 
i.e., cry. 

An extreme example of the effects of this type of asymmetry is found 
in the comparison between Figs. 2a and 2c where in the latter 0"( = ±30 
percent. It can be seen that the external trajectories of the 3-intercept 
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Fig. 6(c)-The second and third 2-intercept caustic angles, ()V2 and ()V3, averaged sums 
and differences vs 1~lhR. 

caustics have rotated in the direction of increasing ,)" i.e., downstream 
on the shortened side and upstream on the lengthened side, which will 
be referred to as a forward (positive) rotation. At the same time, the 
external2-intercept caustics have disappeared from the side of dimin­
ished ,)" while an additional2-intercept caustic, the fourth, appears on 
the opposite side. Like the 3-intercept caustic rays, the first and third 
2-intercept caustic rays have rotated forward, while the direction of the 
second ray is unchanged. Indeed, only the insignificant I-intercept 
caustics exhibit a backward or negative rotation. A better understanding 
of this behavior can be obtained only in the context of a range of changing 
asymmetries for the various average ')'s in Table I, which are discussed 
below. 

3. 1 Graphical results 

A graphical description of the effects of this asymmetry covering a 
range of typical average ')'s is presented in Fig. 7. As in Fig. 3, these dia­
grams are simplified versions of the earlier formats showing only the 
external caustic trajectories. In most cases, the range of asymmetry, 0,)" 
is from ±o to ±30 percent. These represent a much greater range of 
asymmetry than might be expected to arise with actual samples. The 
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Fig. 7-Diagrams of external caustic trajectories for drawdowns of varying asymmetry 
due to percentage differences in /" o/', of varying amounts as follows: (a) /' = 1.720 ± 0%, 
± 5%, ± 10%, ± 20%, ± 30%, ± 40%. (b) /' = 1.025 ± 0%, ± 1%, ± 10%, ±20%, ± 30%. 
(c) /' = 0.688 ± 0%, ± 10%, ± 20%, ± 25%, ± 30%, ± 35%. Here the sides of the melt zone 
are represented by heavy lines sloped {3 degrees below horizontal. The external caustic 
trajectories are shown as rays emanating from a common center at their appropriate angles 
and labeled D to indicate a 3-intercept caustic and 1, 2, or 3, etc. to indicate a first, second, 
or third, etc. 2-intercept caustic. Dashed lines represent emergent I rays which do not form 
caustics. 
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specific incremental changes in asymmetry shown are not uniform, but 
were chosen to illustrate what occurs as the asymmetry increases. In 
every case, the diagram is drawn with the side of reduced l' to the left 
so that a forward (positive) rotation of caustic rays is consistently 
counterclockwise on the diagram. In general, on the decreasing l' side, 
o increases and on the increasing l' side, 0 decreases with increasing 
asymmetry. 

The first two cases, for which l' = 1.720 (Fig. 7 a) and 1.588, are similar; 
the rotation of all the caustic rays is forward and the 2-intercept caustic. 
on the right-hand, or decreasing 1', side disappears by internal reflection. 
It initially propagates at a greater angle for l' = 1.720 than it does for 
l' = 1.588, and its rotation due to increasing asymmetry is positive. 
Therefore, the right-hand 2-intercept caustic extinguishes at a 01' of only 
±10 percent for the case of l' = 1.720, but must reach a 01' of ±14 percent 
before it extinguishes for l' = 1.588. Decreasing l' to 1.323 reduces 0 for 
all trajectories and permits forward rotations of both caustic rays on both 
sides for asymmetries up to 01' = ±30 percent without loss by internal 
reflection. 

Internal reflection can also cause a caustic ray to disappear when its 
propagation direction swings too far upstream (0 decreasing). This is 
shown in Fig. 7b where the 2-intercept caustic rayon the increased l' side 
disappears as soon as the asymmetry begins to develop, because it 
emerges near the extinction region.1 Very little asymmetry is then re­
quired to rotate the left-hand ray below the critical angle. 

The case of l' = 0.926 lies within the range for which no 2-intercept 
caustic rays emerge from a symmetric drawdown. However, an asym­
metry of ±24 percent yields an external2-intercept caustic rayon the 
side of reduced 1'. Hereafter, the ray rotates in the forward direction, as 
do the 3-intercept rays. It is interesting to note that the I ray initially 
emerges on the reduced l' side at ±22 percent asymmetry without 
forming an external caustic and becomes the externally visible caustic 
ray at 01' = ±24 percent. A similar ray, initially incident at the inflection 
point on the reduced l' side as a catacaustic ray, emerges even earlier on 
the increased l' side, at an asymmetry of 01' = ±20 percent. However, 
within the range of asymmetries considered, this ray never develops into 
an external caustic. 

Reducing the l' to 0.688 creates a far more complicated structure even 
for the symmetric case, for which there are three 2-intercept caustics 
associated with multiple folds in the fan of emerging light. As shown 
earlier in Figs. 2a and 2c and further in Fig. 7 c, the rotation is in general 
forward, although the second 2-intercept caustic appear~ to be relatively 
less responsive. On the decreased l' side, the fold in the fan of emerging 
light disappears by 01' = ± 10 percent, leaving the I ray still emergent. 
No first or third 2-intercept caustics are formed. At 01' = ±25 percent, 
even the I ray has disappeared. At 01' = ±30 percent, the second 
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2-intercept caustic is extinguished on the reduced 'Y side and a fourth 
2-intercept appears on the opposite side. A better understanding of this 
new caustic, which is the only one that rotates backward as shown by the 
last two diagrams of Fig. 7 c, may be obtained from consideration of the 
left and right diagrams of Fig. 4a. As mentioned above, the left diagram 
in Fig. 4a shows that the fan of light which lies between bounding rays 
L3 and L4 is folded to form the three 2-intercept caustics with the first 
and third very nearly superimposed. The right side of Fig. 4a shows the 
same situation on the increased 'Y side for the asymmetric case repre­
sented by Fig. 2c with the folds of the first and third 2-intercept caustics 
widely separated. The break in the 2-intercept fan of light shown lying 
between bounding rays L2 and L3 in the left diagram in Fig. 4a (which 
separates the initial fan LI-L2 from the folded fan L3-L4) is closed in 
the right diagram by the new or fourth 2-intercept caustic. This new 
caustic is folded downstream in the saine way as the original first 
2-intercept caustic and originates from a coaxial ray initially propagating 
axially down the sample at an even greater radius than the second 
2-intercept caustic but well inside the ray which originates the 3-inter­
cept caustic (see Fig. 2c). 

At a further reduction of scale to a 'Y of 0.595, all rays rotate forward 
due to increasing asymmetry, with the first 2-intercept the fastest and 
the second 2-intercept the slowest. In this case, the former disappears 
for the increased 'Y side at an asymmetry of almost ±30 percent, while 
the fold in the fan of light separating the first and third 2-intercept 
caustic rays on the opposite side is almost completely suppressed by an 
asymmetry of only ±20 percent. 

A final case, at a 'Y of 0.450, behaves in much the same way, although 
since the () angles are even smaller, the first 2-intercept caustic disappears 
from the increased 'Y side of the drawdown zone at an asymmetry of only 
±4 percent. In this case the 3-intercept caustic propagates at a lesser 
angle than the first 2-intercept caustic and disappears at around the 
same percent asymmetry and on the same side. 

3.2 Discussion 

Study of the collective response yields two general observations. First, 
it is apparent that all of the significant caustic rays rotate in a forward 
direction with increasing asymmetry: the first 2-intercept caustic being 
most responsive, the 3-intercept caustic slightly less so, and the third 
and second 2-intercept caustics even less so, in that order. Second, the 
angles between the opposing rays for each caustic appear to be fairly 
constant with changing asymmetry, except when one of the rays nears 
extinction by internal reflection. 

Figures 8a, 8b, and 8c illustrate these points. Each of these figures is 
a plot of the propagation angle () as a function of the percentage of 'Y 
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Fig. 8-Plots of the () angles of the caustic trajectories for various )'s as functions of the 
asymmetry, D)'. Here the values of the angles, fL, emergent on the side where), is decreased 
are plotted on the left; the values of the angles, ()+, emergent on the side where I' is increased 
are plotted on the right. These results are arranged as follows: (a) The first 2-intercept 
caustic angles, designated OUl, and the I ray propagation angle, OJ, vs the asymmetry, D)" 
in percent. (b) The 3-intercept caustic angle, ()D, vs the asymmetry, D)" in percent. (c) The 
second and third 2-intercept caustic angles, (JU2 and OU3, vs the asymmetry, D)" in per­
cent. 

asymmetry, 0')'. The values for the side where,), is decreased, fL, are 
plotted to the left; and the values for the side where,), is increased, ()+, 
are plotted to the right of the zero asymmetry line. Figures 8a and 8b 
represent the response of the first 2-intercept and the 3-intercept caustics 
respectively, while the responses of both the second and third 2-intercept 
caustics are presented in Fig. 8c. The () response of the I ray is repre­
sented by a broken curve where it appears alone on Fig. 8a, and broken 
curves are used in Fig. 8c to differentiate between the second and third 
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2-intercept caustics. Each curve shown is labeled to indicate the average 
')' for which the range of asymmetries is now determined. Thus, to de­
termine the 0 angles for a first 2-intercept caustic rayon a melt zone of 
average,), of 1.323 with an asymmetry of 0')' = ±30 percent, one finds a 
value of 115 degrees on the left side of the plot as the value of 0~1 on the 
side of the melt zone where,), is reduced 30 percent, and a value of 77.4 
degrees on the right of the plot as the value of 0 ~1 on the side of the melt 
zone where,), is increased 30 percent. 

Except for those portions of the curves which are near points of ex­
tinction, the curves* for both the first 2-intercept caustic and the 3-
intercept caustic are similar in shape for all ')'s. In fact, over the range 
of most realistic asymmetries, which means the first ±10 or ±15 percent, 
these curves are almost linear. This indicates that for these caustics the 
total included angle between opposing caustic rays, 0+ + 0-, remains 
constant while the angle of its bisector increases linearly with the in­
creasing asymmetry. In terms of actual drawdown samples, these caustic 
rays form cones of light which remain fairly stable in shape but which 
tilt in the direction of these asymmetries and become distorted in those 
regions where they approach extinction by internal reflection. This is 
also true of the second 2-intercept caustic except that it seems to be 
relatively less sensitive to this asymmetry. 

Another way of illustrating this behavior is shown in Fig. 9. Here the 
average sum, Os = %(0- + 0+), is a direct measure of the constancy of 
the cone half-angle as a function of asymmetry, while the average dif­
ference, OD = 112(0_ - 0+), gives a direct measure of the tilt or rotation 
of the cone as a function of asymmetry. Figure 9a shows that the cone 
half-angle for the first 2-intercept caustic, 0 J/\ remains fairly constant 
but does decrease a few degrees at high asymmetries. This may be par­
tially accounted for by the fact that the average f3 angle does not remain 
constant with increasing asymmetry but decreases as shown in Fig. 10. 
Consequently, if the first 2-intercept caustic is somewhat more 
f3-dependent, it too may be expected to decrease, since in Part F on 
symmetric drawdowns it was shown that decreasing f3 decreases O. On 
the other hand, Fig. 9b shows fairly constant 3-intercept caustic-ray cone 
angles, O~, for all circumstances except those approaching extinction, 
as does Fig. 9c for the Os angles of the second and third 2-intercept 
caustics. 

In all plots of Fig. 9, the curves for the average differences, OD, vs 

* Many more calculations were made to produce these plots than were illustrated by the 
diagrams of Fig. 7, with particular attention given to accurate determination of the points 
where each caustic disappeared, if it did so within the range of interest. These terminations 
are shown exactly where they occur on the plots of Fig. 8, with arrows marking a contin­
uation where the computation was stopped for other reasons, such as reaching the limits 
of the maximum range of interest or reaching the limits of the computable range of the 
input data. 
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Fig. 9-Plots of the averaged sums, Os = 112«(L + 0+), and the averaged differences, OD 
= 112(0_ - 0+), vs the asymmetry, 0)" for various )'s. These results are arranged as shown 
in 9a, 9b, and 9c. (a) The first 2-intercept caustic angle's averaged sums and differences 
vs the asymmetry, ±o)" in percent. (Figs. 9b and 9c on following pages.) 

asymmetry, fry, are nearly linear within the same limitation and indicate 
a constant slope or rate of rotation, rD. The greater slopes, rD, of the 
average difference curves in Fig. 9a indicate the higher response of the 
first 2-intercept caustic to changes in asymmetry, which is about 0.8 
degree/ ± 1 percent. Also, their closer grouping indicates a significant 
degree of uniformity of this rate over a range of )'s. The ()D vs 0)' curves 
for the 3-intercept caustic ray angles are also nearly linear but shallower, 
with rates of rotation, rD, of about 0.6 degree/±l percent. They also show 
considerably more variation from), to )'. 

Figure 9c shows the same two functions «() s vs 0)' and () D VS 0)') for the 
second and third 2-intercept caustics. For both, the half-cone angles, 
()s, are reasonably constant except near extinction (i.e., the second caustic 
at)' = 0.68 degree), but the rates of rotation are smaller. These run from 
0.4 degree/±l percent and less for the third caustic to 0.17 degree/±l 
percent and slightly negative for the second caustic, and with much 
greater variation from), to )'. 

The results provide a means by which the caustic angles measured on 
opposite sides of a section through the melt zone may be used to estimate 
both average), and its asymmetry for that section. For example, since 
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Fig. 9(b)-The 3-intercept caustic angle's averaged sums and differences vs the asym­
metry, ± cry, in percent. 

the averaged sum of the 3-intercept caustic angles, ()~, is relatively in­
sensitive to the asymmetry in 'Y (Fig. 9b), this parameter may be used 
to estimate 'Y. In other words, ()~ will be very nearly the same as (}D for 
the symmetric case. In turn, the dependence on 'Y may be derived directly 
from the (}D vs {3 relationship given in Fig. 6 of Part I.! Figure 11 shows 
a plot of ()~ vs 'Y adapted from this original plot of (}D vs {3 using 'Y = tan 
{3 and ()~ ~ (}D. The figure also shows a plot of the inverse rate of rotation, 
rr/ vs 'Y. Therefore, for a drawdown where melt zone asymmetry is the 
result of an asymmetry in 'Y, measurement of ()~ and (}!:! will provide a 
means of estimating 'Y and its asymmetry as follows: 

From ()!! and ()~, compute (}B = 1f2(()!! - (}~) and ()~ = li2((}!:! + (}~). 
Then use Fig. 11 to estimate a value of'Y and to find the corresponding 
value of rr}. The latter may then be used to compute the asymmetry, 
0'Y, by multiplying by (}B. Consider the example of a sample whose 
3-intercept caustic angles measure 134 and 115 degrees. These yield a 
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Fig. 9(c)-The second and third 2-intercept caustic angles' averaged sums and differ­
ences vs the asymmetry, ± 0"(, in percent. 

fiB = 124.5 degrees which, by Fig. 11, gives an estimated l' of 0.930. At 
this 'Y, Fig. 11 also gives an r"j/ = 1.56. Since oB = 9.5 degrees, the 
asymmetry, 01', is then 1.56 X.9.5 = 14.8 percent. Computer-generated 
data for a l' of 0.926 with an asymmetry of ±15 percent gives O!!. = 134.1 
degrees and o~ = 115.0 degrees, which is within an absolute error of only 
0.004 in estimating l' and 0.2 percent in estimating the asymmetry. This 
order of accuracy is consistent throughout the region for which oB is 
independent of 'Y. 

The development of additional data for the various 2-intercept 
caustics would permit similar analyses of data taken over the appropriate 
'Y or fJ ranges for which these caustics appear on both sides of the melt 
zone and manifest linear dependences on 01' or ofJ. 

IV. COMPARISON WITH AN ACTUAL DRAWDOWN SAMPLE 

Empirical profile data from Sample 1 discussed in Ref. 2 provide a 
comparison for the present technique. Figure 12 shows data taken from 
the 3 and 9 o'clock profiles superimposed on smooth curves computed 
from the averaged data used in the present report (from Sample 4). 
These synthesized profiles have been asymmetrically scaled (1' = 1.006 
± 15 percent) to match the fJ angles of the empirical data (f3+ = 48.9 
degrees (3-side) and f3- = 44.6 degrees (9-side)). It can be seen that the 
empirical and computed values are very similar and superimposed (in 
this case) with no axial shift asymmetry (IJ./'YR = 0). Various caustic 
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Fig. ll-Plots of the averaged sum of the caustic angles, O~, and the inverse rate of 
rotation (from their averaged difference curves), r"[/, vs 'Y for the 3-intercept caustics. 

angles were computed from these profiles and are shown in Table II along 
with the angles measured in the original experiment and the values 
calculated at that time using the empirical profile data. In some cases, 
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Fig. 12-Plots of the empirical profile data from Sample 1 (Ref. 2) and the computed 
profiles obtained using the present technique for synthesizing asymmetric profiles ('Y = 
1.006 ± 15 percent, j.hR = 0) with differing slopes (f3+ = 48.9 degrees, f3- = 44.6 degrees). 
For Sample 1, Ro = 3.24 mm, and for Sample 4, Ro = 3.09 mm. 

Table II-Caustic angles from profile data 

Measured Values From Calculated Values Using Computed Values Using 
Original Experiments Empirical Profile Data Smoothed Avg'd Data 

(Ref. 2) (degrees) (Sample 1) (degrees) (Sample 4) (degrees) 

OU + 46.1 54.5 EXT (43.2)* 
of! 72.5 75.3 75.0 
OD + 130.6 133.8 122.1 
01}. 140.0 142.7 145:4 
of 59.3 64.9 (59.1)* 

O~ 135.3 138.3 133.8 

015 13.2 10.4 (15.9)* 

O£ 4.7 4.5 l1.7 

* In this case the caustic is extinguished by internal reflection, so the extinction angle itself 
is used in computing effective O¥ and og values. 

the newer values are in better agreement with the observed angles than 
are those computed using the actual profiles, and certainly they appear 
to be about as good overall. 

V. SUMMARY 

Two types of asymmetry have been studied using computer simulation 
for predicting the trajectories of caustics emitted by a coaxially illumi­
nated, fused-silica melt zone. The first type of asymmetry involves an 
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axial shift of one side of the melt zone with respect to the other. Increases 
in this type of asymmetry produce changes in the trajectories of the 
various types of caustics which appear. The appearance of these caustics 
also depends very strongly upon the average taper of the melt zone.2 The 
following effects have been observed: 

(i) The first 2- and 3-intercept caustics rotate downstream when 
they appear on the trailing side of the melt zone. 

(ii) The first 2-intercept caustic initially starts to rotate upstream 
and then reverses direction when it appears on the leading side. 
This effect is more pronounced in blunter melt zones. 

(iii) The first 3-intercept caustic generally rotates upstream on the 
leading side but may reverse its rotation for large asymmetries 
on very blunt melt zones. 

(iv) The second 3-intercept caustic appears on the leading side only 
for blunt melt zones ('Y = 0.450) and only at large asymmetries 
for which it rotates downstream. 

(v) The second and third 2-intercept caustics rotate downstream 
on the leading side and upstream on the trailing side with in­
creasing asymmetry. This is the reverse rotation of the first two 
major caustics. 

(vi) The fourth 2-intercept caustic appears only on the leading side 
of melt zones which are moderately blunt ('Y ~ 0.688) and ro­
tates downstream with increasing asymmetry. 

(vii) When a particular caustic appears on opposite sides of a melt 
zone, its intersecting trajectories form an angle which may be 
thought of as the included angle of a cone oflight emitted from a 
three-dimensional sample. * Cone angles of the first 3-inter­
cept caustic and the second and third 2-intercept caustics are 
moderately insensitive to the asymmetry. 

(viii) The cone angle of the first 2-intercept caustic increases signif­
icantly with increasing asymmetry. 

(ix) The cones of light for most of these caustics rotate forward with 
increasing asymmetry. The rotation of the cones of light for the 
3-intercept caustic and the first 2-intercept caustic is initially 
forward or toward the leading side and then reverses. 

(x) The light cones for the second and third 2-intercept caustics 
generally rotate backward at a constant rate with increasing 
asymmetry for a given 'Y. 

(xi) The rate of rotation of the first 3-intercept caustic is generally 
greater than that of the first 2-intercept caustic, while the rates 
of rotation for the second and third 2-intercept caustics are al­
ways negative. 

* It should be kept in mind that the cone angle, as we have defined it here, is the sum of 
the particular caustic angles on opposite sides of the drawdown measured from the up­
stream axial direction. 
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·The second type of asymmetry investigated involves scaling opposite 
sides of the melt zone differently to produce asymmetries in slope. In­
creases in slope asymmetry produce changes in the external caustic 
trajectories, which are in many ways simpler than those observed with 
the axial shift asymmetry. These changes are as follows. 

(i) All caustics generally rotate downstream on the trailing (de­
creased) 'Y side and upstream on the leading (increased) 'Y side. 
This is comparable to the behavior of the first 2- and 3-intercept 
caustic response' to the shift asymmetry. 

(ii) The cone angles of the 3-intercept caustic and the second and 
third 2-intercept caustics are almost independent of the asym­
metry over significant ranges. 

(iii) The cone angle of the first 2-intercept caustic is only weakly 
dependent on the asymmetry in 'Y and may be varying in response 
to changes in the average value of (3, which itself changes with 
asymmetry. 

(iv) There is no second 3-intercept caustic, as was the case previ­
ously. 

(v) All the caustics rotate forward at constant rates for any partic-
ular 'Y. 

(vi) The rates of rotation are ordered as follows: 

rUl > rD > rU3 > rU2· 

For both types of asymmetry, sufficient rotation in any axial plane 
usually causes one of the caustic trajectories to be extinguished by in­
ternal reflection. The approach of a caustic trajectory to its extinction 
usually results in an acceleration in its rate of rotation, thereby distorting 
the general pattern of movement of the cone of light for that caustic. 
Nevertheless, over much of the range of reasonable geometries there will 
be caustics whose rotations are sufficiently regular as to provide a direct 
means of estimating the geometrical asymmetry from the asymmetry 
of the caustic cone itself, if the caustic and type of asymmetry are 
properly identified. 
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Measurement of Echoes Due to Spurious TEon 
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To estimate the seriousness of spurious TEOn mode generation in a 
long-distance millimeter waveguide communication system requires 
a measurement of small echoes in the impulse response with delays up 
to about 500 ns. We report the results of such a measurement made as 
part of a recent 14-km field test of the WT4 communication system with 
a novel test set operating near 41 GHz. The results show that the WT4 
system can perform satisfactorily without any filters of spurious TEOn 
modes. 

I. INTRODUCTION 

The performance of a long-distance millimeter waveguide commu­
nication system can be seriously degraded by slowly decaying echo trains 
in the impulse response. Slowly decaying echo trains are caused by 
coupling over long distances of the desired signal mode (TEol) with for­
ward traveling spurious TEOn modes. When many echoes in such an echo 
train act in phase, the resulting peak distortion on a received signal can 
be quite large, even with relatively small total echo power. 

A previous paper! described an echo test set (Fig. 1) designed to detect 
such slowly decaying echo trains. This test set transmits a 20-ns pulse 
into a 60-mm waveguide line with a shorting plate at the end, samples 
the signal in 4-ns increments for 1 j.LS near the returning pulse, transforms 
the data to loss and delay versus frequency, and overlaps data taken at 
different center frequencies, fe, to extend the frequency range of the data. 
Measurements were made with this test set as part of a recent 14-km field 
test of the WT4 system2 between Netcong and Long Valley, New Jersey. 
These measurements indicated indirectly that the power in slowly 
decaying echo trains generated in the 60-mm waveguide itself was too 
small to degrade system performance.! 

To demonstrate overall system performance, however, we must de-
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Fig. 1-Block diagram of the echo test set. 

termine the impulse response for the entire WT4 system, including the 
band diplexer trees at each end of the 60-mm waveguide. A band diplexer 
tree3 contains several miter elbows and hybrids, each of which converts 
a relatively large amount of energy to and from spurious TEOn modes.4 

Energy that is converted to TEOn modes in the long-distance 60-mm 
waveguide medium and then reconverted at the band diplexer tree (or 
vice versa) can cause echoes much larger than those generated in the 
waveguide medium alone. Miter elbows used for sharp waveguide bends 
in an experimental Japanese system caused serious ripples in the mea­
sured loss versus frequency5 and presumably serious echoes in the im­
pulse response also. 

In this paper, we evaluate the seriousness of spurious TEOn mode 
generation in the WT4 system from the levels of echoes in the impulse 
response. We explain first, in Section II, how to obtain the impulse re­
sponse from measurements of loss and delay versus frequency. To es­
tablish credibility for the results, we consider round-trip loss and delay 
measurements of the field test without the diplexer tree! and show that 
the level of the large echoes in the impluse response agrees with inde­
pendent data. Since the echo test set could not conveniently measure 
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through the diplexer tree, we made a discrete TEOn generator to simulate 
the tree. In Section III, we describe theoretical and experimental char­
acterizations of the mode conversion levels in this TEOn generator and 
compare the level of TE02 with that expected from the diplexer tree. In 
Section IV, we compare the impulse response of Section II with that 
obtained from round-trip measurements of the field test with the TEOn 

generator in place. From the data in Sections III and IV, we also estimate 
in Section V the level of TE02 generated within the ~aveguide itself and 
show that this level is consistent with an estimate based on mechanical 
measurements. We conclude, in Section VI, with a discussion of the 
implications of all these measurements on the WT4 system design. 

II. DETERMINATION OF THE IMPULSE RESPONSE 

2.1 Theory 

The levels of echoes in the impulse response can be determined from 
the waveguide forward transfer function. First we write the total wave­
guide transfer function 10 for the TEol mode (the desired signal mode) 
as: 

(1) 

where P(f) is the transfer function for ideal waveguide and contains the 
effects of dispersion and ohmic losses. For a length z of waveguide, this 
transfer function is 

P(f) = e- roz = e-aze- j /3z. (2) 
Here a(f) and (3(f) are the real and imaginary parts, respectively, of the 
propagation constant r 0 for the TEO! mode. Reflections and mode con­
version cause the normalized transfer function Ho (f) to differ from unity. 
In the absence of reflections and when there is mode conversion from 
TEol to only one other mode, Ho (f) is identical to the function Go [b..r(f)] 
used in studies of mode conversion.6,7,8 There, ~r is the differential 
propagation constant 

~a + j~(3 = ~r = ro - r n , (3) 

where r n is the propagation constant of the spurious mode. 
Since we know the ideal transfer function P(f), we consider now only 

the normalized impulse response h(t), which is the Fourier transform 
of Ho(f): 

J
+OO 

h(t) = -00 Ho(f)exp(j27rft)df. (4) 

To obtain the normalized transfer function Ho(f), we first remove the 
characteristics of ideal waveguide from the loss and delay T(f) data. We 
integrate the residual delay data to obtain the residual phase versus 
frequency ¢(f) and then find Ho(f) by exponentiation of the residual loss 
A (f) and phase: 
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Ho(f) = exp(-A(f) + j¢(f). (5) 

To reduce echo sidelobe levels, we multiply the real and imaginary parts 
of Ho (f) - 1 by a data window and transform the result using an FFT(fast 
Fourier transform). This procedure produces h(t) minus the delta 
function at zero delay. Finally, we square and sum the real and imaginary 
parts of h (t ) to obtain the power in each echo as a function of delay. The 
echo power is corrected for the attenuation introduced by the data 
window. 

2.2 Example 

For illustration, we consider round-trip measurements of the 14-km 
waveguide medium without the TEOn generator. The baseline for these 
measurements is the round trip to a closed shutter9 at the manhole (see 
Fig. 2). Data over a 350-MHz band near 41 GHz are shownin Fig. 3a. 
These data are the same as reported previously, except that the delay 
dispersion characteristic of ideal waveguide has been subtracted out. 

Most of the features of the data in Fig. 3a exhibit the expected be­
havior. The decreasing loss versus frequency is characteristic of the 
ohmic loss in the waveguide wall. The level of the very rapid ripples is 
about at the level of the test set noise (0.01 dB rms).! 

The magnitude of the normalized impulse response shown in Fig. 3b 
reveals a pair of equal magnitude echoes separated from the main im­
pulse by to = ±10 ns. These echoes correspond to the ripple seen in the 
delay data with period lito = 100 MHz. Since these echoes produce a 
ripple in the delay but not in the loss, they must be 180 degrees out of 
phase. IO 

This pair of echoes is caused by reflections from a pressure window 
located 1.5 m in front of the shorting end cap in the test station (Fig. 2). 
This pressure window is a short length of foam with low relative dielectric 
constant € embedded in the 60-mm waveguide. Some energy is reflected 
from the pressure window without ever reaching the shorting end cap 
and returns to the test set 10 ns before the main pulse. Other energy, after 
being reflected from the end cap, is reflected from the pressure window 
back to the end cap a second time and finally arrives at the test set 
10 ns after the main pulse. 

NETCONG 
MAIN STATION TEST STATION 

/~ __ --,--I __ -.., /r-__ ~I __ ~, 

TEST 
SET TEonGENERATOR SHUTTER IN PRESSURE 

SWITCH (WHEN IN PLACE) MANHOLE WINDOW SHORT 

+ + t + + 
0---2------383-----------13987.5--13989 

DISTANCE FROM TEST SET IN METERS 

Fig. 2-Distances in the WT4 field test. 
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Fig. 3-(a) Measured loss and residual delay for the 27.21-km round trip between the 
manhole and the test station. (b) Normalized impulse response corresponding to 
Fig.3a. 

The magnitude of this echo pair seen in Fig. 3b agrees with other 
measurements. Fault location measurements made at 41.24 GHz with 
the shorting end cap removed also gave 20 loglOlR I = -37 dB for the total 
reflection coefficient R at the location of the pressure window.!1 Fur­
thermore, since the two echoes are 180 degrees out of phase, it is easy to 
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show that the reflection coefficient Ro for each end of the window must 
satisfy the relation Ro = I R I /2 = 0.007. Then we infer that ~ - 1 ~ 
0.014, or € = 1.03, which is exactly the dielectric constant specified for 
the foam. 12 

The remaining echo power in the impulse response shown in Fig 3b 
is quite small. We conclude that there is negligible power in long echo 
trains caused by mode conversion and reconversion within the 60-mm 
waveguide medium itself. Considerably stronger echoes appear, however, 
when the TEOn generator is inserted to simulate the diplexer tree. 

III. TEon GENERATOR CHARACTERIZATION 

The TEOn generator was designed for insertion on the 60-mm side of 
the circular waveguide taper at the Netcong test set platform (Figs. 2 
and 4). The interior of the TEOn generator is a 76-mm (3-in.) length of 
reduced diameter waveguide. The inside diameter is 54 mm (2.125 in.) 
over the central 50.8-mm (2 in.) region. To reduce reflections, the di­
ameter is tapered linearly up to 60 mm (2.362 in.) in 12.7 -]Ilm (0.5 in.) 
tapers on each end of the generator. 

Perturbation theory6 applied to the above diameter variation predicts 
excitation of spurious modes with the levels shown in Table I. We may 
expect these estimates to be somewhat in error, because the diameter 
change from 60 to 54 mm is a fairly large fraction of the original diameter 
and therefore may violate the assumption inherent in the perturbation 
theory. 

We determined experimentally the levels of spurious TEOn modes 
excited by the generator from the levels of ripples in the round-trip loss 
from the test set to the shutter in the manhole. We obtained a baseline 

TO 
TEST 

TEST 13 mm I 60 mm DIELECTRIC STATION SU'B F~~~EER ~1:4~: __ L_IN_E_D_W-,-AV_E_G_UI_DE __ -;--;--; 1-
~----ICJ T '''--;1 ,======c:, 

<L-.: : m m : : 

RECTANGULAR RECTANGULAR 13 mm + i + 
WAVEGUIDE TO TO I T 

SWITCH CIRCULAR 60 mm TEoll CONNECTION 
(FIG. 1) WAVEGUIDE TAPER GENERATOR POINT FOR 

TRANSDUCER 60mmELBDW 
DURING 

REPEATER 
TESTING 

PERMANENT 
PRESSURE 
WINDOW 

Fig. 4-Layout of test components at Netcong main station including the TEon gener­
ator. 

Table I - Mode levels relative to TEo1 at the TEon generator 
output (perturbation theory) 

TEo2 
TE03 
TE04 

40GHz 

-13dB 
-16dB 
-24 dB 

45GHz 

-14dB 
-15dB 
-34 dB 
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measurement in this case by closing the rectangular waveguide switch 
in the test set (see Figs. 1 and 4). The net round-trip measurement sees 
the effects of two equal discrete mode converters of strength x separated 
by a distance 2.e, where .e is 381 m (see Fig. 2). The measured mode 
conversion loss A due to one spurious TEOn mode is then:6 

A"= x 2(1 + e-ltwl2f cos b.{32.e) nepers. (6) 

Here b.a and b.{3 are the differential attenuation and phase, respectively, 
of the TEOn mode relative to TEOl (see eq. (3)). The first term in eq. (6) 
is the round-trip insertion loss of the generator. Because b.{3 varies with 
frequency, the second term in eq. (6) represents a loss ripple. 

The period of the ripple in eq. (6) corresponds to a change in b.{3 of 
27r/2.e. The period of in frequency is: 

of = (-.!!:L) (27r). (7) 
db.{3 2.e 

Equivalently, 

t = ~ = (db.{3) 2.e 
R of dw ' 

(8) 

where tR is clearly the round-trip differential group delay OfTEOn relative 
to TEO!. 

The theoretical parameters for the lowest order TEOn modes are shown 
in Table II for 41.3 GHz, which is close to the center frequency of our 
measurements. We also list for reference the beat wavelengths 27r/ b.{3 
and wall coupling coefficients 2. For TLOn modes, these parameters are 
not very sensitive to the thickness or properties of the dielectric liner 
on the wall of the waveguide. 

The data in Fig. 5 show clearly that the TEon generator excites TEo2, 
TE03, and TEo4. The loss versus frequency data in Fig. 5a show the 
14-MHz ripple period expected from TE02 in a 762-m round trip. The 
presence ofTEo3 and TEo4 is seen more easily after Fourier transforma­
tion of the loss. 

With the help of eq. (6), we determined the mode conversion levels 
plotted in Fig. 5b. Defining A (k) as the N -point discrete Fourier trans­
form of A(f) in eq. (6), we find that the peak magnitudes in A(k) are: 

Table II - TEon parameters at 41.3 GHz in 60-mm waveguide * 

TE02 TE03 TE04 

/..\0'1 0.26 0.70 1.38 nepers/km 
..\{3 22.73 59.76 113.23 radians/m 
21f/ ..\{3 0.276 0.105 0.056 m 

d( ..\(3)/dw 
1216 -1804 2447 m-2 

-0.092 -0.253 -0.514 ns/m 
tR(in 762 m) 70 193 392 ns 
of (for 762 m) 14.3 5.2 2.6 MHz 
8.686/Lla/f (in 381 m)" 0.86 2.32 4.57 dB 

* Assuming a 179-JLm dielectric liner with Er = 2.28 and tan 0 = 1.25 X 10-4. 
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Fig. 5-(a) Measured loss for the 766-m round trip between the test set and the manhole 
with the TEOn generator in place. (b) Modified Fourier transform of Fig. 5a, showing levels 
of TEOn modes generated at the TEOn generator. 

N 
\A(k)\ = 2"x 2e-\Aa\2f, k = NtR~f, (9) 

where ~f is the sampling interval in frequency, and tR is defined in 
eq. (8). For these data, ~f = 1 MHz, corresponding to the l-~s total sam­
pling interval of the original time domain measurements.1 Inverting 
eq. (9) to find the mode conversion levels x, we obtain: 

(
2\A(k)\) 

ak == 20 IOglO X = 10 IOglO N + 8.686\ ~a\.e, k = NtR~f· (10) 

The ratio of 8.686\~a\.e to round-trip delay tR is very nearly constant 
for TEOn modes and is within 3 percent of 0.012 dB/ns for the three modes 
and conditions of Table II. Using this fact to evaluate the last term in 
eq. (10), we then plotted eq. (10) in Fig. 5b from the data in Fig. 5a. 

The data in Fig. 5b agree quite well with the theoretical expectations 
for the TEon generator listed in Table 1. The peaks corresponding to TEo2, 

TE03, and TE04 occur at delays within 1 ns of those predicted in Ta­
ble II. The mode levels inferred from Fig. 5b are -12 dB, -17 dB, and 
-23 dB relative to TEOl for TEo2, TE03, and TE04, respectively. In par­
ticular, the level of TE02 generated is roughly equal to the worst possible 
TE02 mode level that could be generated in the band diplexer tree be­
tween 40 and 110 GHz.13 
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IV. LONG-DISTANCE ECHO TRAIN MEASUREMENTS 
WITH THE TEon GENERATOR . 

The presence of the TEOn generator causes the round-trip measure­
ments of the 14-km field test to differ significantly from the measure­
ments presented in Section II. In this section, we examine these differ­
ences, first in the frequency domain and then in the time domain. The 
time domain data provide an estimate of the impulse response of the 
entire waveguide system including the diplexer tree. 

Data from measurements with and without the TEOn generator are 
displayed together in Fig. 6a. For these measurements, the shorting 
switch in the echo test set was used to obtain the baseline. The difference 
in average loss with and without the TEOn generator is due mainly to the 
mode conversion loss for a round trip through the generator. For the 
mode conversion levels observed in Fig. 5 for TEo2, TE03, and TEo4, this 
loss is theoretically 0.77 dB. The additional discrepancy is consistent 
with the test set's ± 1 percent accuracy in absolute loss.1 A minor dif­
ference in average delay is caused by a slight difference in the pressure 
of nitrogen filling the waveguide. [We used only the nominal pressure 
to estimate the effect of the refractive index of nitrogen on the ideal 
transfer function P(f) of eq. (1).] 

The level of the rapidly varying ripples increased substantially after 
insertion of the TEOn generator. An additional slowly varying loss ripple 
has also appeared in Fig. 6a that is not present in the measurement made 
with the baseline in the manhole (Fig. 3a). The origin of these ripples 
is clarified by the time domain data in Fig. 6b, which was obtained from 
Fig. 6a by the method described in Section II. 

An additional echo at a 10-ns delay is evident in Fig. 6b and is due to 
a reflection from the precision attenuator in the test set. The echoes 
leading and lagging the main signal are no longer equal in level, as they 
were when the baseline was taken at the manhole (see Fig. 3b and Section 
II). Correspondingly, a loss ripple with a period of about 100 MHz ap­
pears in Fig. 6a. 

The large echoes in Fig. 6b with delays of 35 and 96 ns may be due to 
mode conversion at the TEOn generator followed by reconversion near 
the manhole (and vice versa). The differential delays for the 381 meters 
between the generator and the manhole are indeed 35 and 96 ns for TE02 

and TEo3, respectively (see Table II). 
The power in echoes with long delays generally is substantially greater 

with the TEon generator in place than without it. For example, the in­
tegrated total power in the echoes shown in Fig. 6b with delays greater 
than 50 ns, excluding the echo at 96 ns, is 44 dB below the signal. In 
contrast, the power in such echoes (and test set noise) shown in Fig. 3b 
is 57 dB below the signal. These levels of echo power are consistent with 
the expected levels of spurious TEOn modes generated in the waveguide 
itself, as discussed next. 
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are shown. (b) Normalized impulse response corresponding to the data in Fig. 6a for the 
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V. COUPLING TO TEon MODES IN THE 
BURIED 60-mm WAVEGUIDE MEDIUM 

5. 1 Levels estimated from electrical measurements 

From the measurement data presented in Sections III and IV, we can 
now estimate the amount of spurious TEOn mode power generated in the 
buried 60-mm waveguide. First, from Section III (Fig. 5 and Table II), 
there is no evidence that the TEOn generator excites any modes but those 
in the TEOn family. Therefore, the increase in power in echoes with long 
delay seen in Fig. 6b is due solely to mode conversion to and from TEOn 

modes. 
For simplicity, let us assume that spurious TEOn energy generated in 

the buried waveguide is predominantly in the TE02 mode. Let us also 
assume that the level of TEo2 generated per unit length does not vary 
greatly with position along the 14-km route. Because TEo2 has a low 
differential attenuation per unit length I ~al, almost all the TE02 energy 
reconverted at the TEOn generator is then in echoes with delays longer 
than, say, 50 ns. 

To calculate the level of TEo2 incident on the TEOn generator from the 
waveguide, we argue in reverse. If the TE02 level returning from a round 
trip in the 60-mm waveguide and incident on the TEOn generator were 
-38 dB, then the reconverted power seen in TEOl would be 12 dB lower, 
or -50 dB. However, the total reconverted power also contains a con­
tribution from energy converted to TEo2 at the generator at the beginning 
of the round trip and then reconverted along the waveguide. Since the 
coupling is completely reciprocal, the echoes caused by coupling to and 
from TEo2 on the forward and reverse legs of the round trip will add in 
phase. Hence the total reconverted power in echoes would be 6 dB 
greater, or -44 dB, as was measured (excluding the echo at 96 ns and 
those with delays less than 50 ns). 

Coupling to higher order TEOn modes probably causes a smaller frac­
tion of the total echo power than does coupling to TEo2, because those 
modes have a higher differential attenuation and also less coupling at 
the TEOn generator (see Tables I and II). The level of TEo2 generated 
through continuous coupling in a one-way trip through the buried 
waveguide is therefore roughly 40 dB below the level of TEOl. 

5.2 Levels estimated from mechanical measurements 

From independent measurements, we can estimate the level of TEo2 

that is generated by various coupling mechanisms. These mechanisms 
include continuous coupling at diameter distortions in helix and 
dielectric-lined waveguide and coupling at localized diameter distortions 
at the waveguide flanges. 

The average TEo2 spurious mode level generated by continuous cou-
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pIing in dielectric-lined waveguide can be calculated from the spectrum 
of waveguide diameter variation with distance.6 At the mechanical fre­
quency ~fJ/27r appropriate for coupling to TEo2 near 41 GHz, the average 
spectrum measured on individual waveguide sections corresponds to an 
average TEO! mode conversion loss in 14 km of about 5 X 10-5 neper 
(0.0004 dB). According to the coupled power equations,14 the average 
random spurious mode power P builds up to a steady state independent 
of the length L of waveguide, when the total differential attenuation' 
1 ~a IL is large. This steady-state level is 

p=J& 
I~al ' 

(11) 

when (A) is the average TEolloss per unit distance. Taking I~al from 
Table II, we find 10 10glO P to be about -48 dB for continuous conversion 
in dielectric-lined waveguide. 

Analysis of diameter data for some helix mode filters in the field test 
showed that TEo2levels of about -51 dB could be generated in some of 
these filters near 50 GHz,15 If we assume every mode filter generates that 
much TEo2 and take into account the effect of differential attenuation, 
we find that the steady-state level P after 14 km is about 3 dB higher, 
orP = -48 dB. 

The TEo2 level generated at the flanges can be very serious, but the 
randomized waveguide length scheme used in the field test reduces this 
level considerably.16 Without randomization of lengths, the steady-state 
TE02 power after a long distance would be only 16 dB below the power 
in TEoI' (This level was calculated from measured diameter distortions 
near flanges.) Randomization of the waveguide lengths destroys the 
coherent build-up of spurious mode power and thus keeps the average 
random TEo2 mode power P at a steady state 45 dB below the power in 
TEoI' 

The sum of the calculated TE02 mode power generated by the above 
three sources of coupling is -42 dB, which is close to the value of 
-40 dB inferred above from the electrical measurements. While the 
levels calculated from the mechanical and electrical measurements are 
only rough estimates, the agreement between them is reasonable. 

Reconversion of TE02 mode power at strong couplers such as the TEOn 
generator or the diplexer tree is evidently always more serious than 
continual conversion and reconversion along the waveguide alone. The 
calculated reconverted power caused by the above three sources of mode 
coupling without the TEOn generator in place is less than -80 dB and thus 
is completely invisible in Fig. 3. For the case without randomized lengths, 
the total power reconverted from TEo2 with and without the TEOn gen­
erator would be -22 dB and -50 dB, respectively. 
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VI. CONCLUSIONS 

The power in long echo trains caused by coupling between TEOl and 
spurious TEOn modes is too small to affect the performance of the WT4 
system. In the two- and four-phase WT4 systems, the designed thermal 
noise levels are 22 and 28 dB below the carrier, respectively.!7 By com­
parison, the estimated maximum power in long echo trains in the WT4 
field test is about 44 dB below the signal power after a 28-km round trip 
including the diplexer tree. The system thermal noise will therefore 
certainly swamp out the power in long echo trains. 

Assuming the waveguide lengths are randomized as in the field test, 
the power in long echo trains should be no greater in a 50-km or 60-km 
repeater hop than in the field test. After a certain distance in 60-mm 
waveguide, the average random power in any spurious TEOn mode reaches 
a steady state independent of the length of the waveguide. Echo power 
generated by continuous mode conversion and reconversion in the 
60-mm waveguide alone does increase indefinitely with the length of the 
waveguide. The level of this echo power, however, is generally much 
smaller than the echo power caused by reconversion at the band diplexer 
tree of spurious TEOn mode power generated in the 60-mm wave­
guide. 

Filters of spurious TEOn modes are therefore not necessary in the WT4 
system. Such filters are difficult to fabricate without introducing sig­
nificant TEol insertion loss, and they also require obstructions within 
the waveguidel8 that may interfere with waveguide maintenance. 
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Dependence of Depolarization on Incident 
Polarization for 19-GHz Satellite Signals 
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Rain and ice crystals depolarize radio waves along earth-satellite 
propagation paths. The magnitude of this depolarization is a function 
of incident polarization angle and is minimized when polarization and 
depolarizer symmetry axes coincide. A technique is presented for a 
direct determination of the medium's attenuation and depolarization 
for any incident polarization, based on measurements taken at two 
orthogonal polarizations. Some sample results from this technique are 
presented, using data collected at Crawford Hill, New Jersey using the 
19-GHz COltJSTAR satellite beacon. 

I. INTRODUCTION 

Depolarization caused by rain and ice crystals is an important factor 
in the design of future satellite communication systems operating at 
frequencies above 10 GHz,l,2 These systems will likely use dual, or­
thogonal polarizations to increase transmission capacity. Quantitative 
knowledge of depolarization is necessary for determining the pair of 
polarizations that experience the least depolarization, for determining 
whether the isolation between any two polarizations is adequate during 
rain and ice depolarizing conditions, or for guiding the design of circuits 
for canceling crosstalk resulting from depolarization if the isolation is 
not adequate. 

Only a few measurements have been made of depolarization along 
earth-space propagation paths.3- 5 These measurements were not nec­
essarily made at incident polarizations that produce minimum depo­
larization. Aerodynamic forces acting on vertically falling raindrops are 
expected to orient raindrop symmetry axes vertical and horizontal on 
the average. Thus, rain depolarization is expected to minimize at linear 
horizontal and vertical polarizations. Maximum depolarization is ex­
pected for linear polarizations oriented 45 degrees to horizontal and for 
circular polarizations.5,6 These expectations are supported by mea-
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surements for terrestrial propagation paths, but there is no experimental 
evidence available to either confirm or refute them for earth-space paths. 
Depolarization caused by ice crystals with unknown orientations raises 
additional uncertainty in the expected behavior of depolarization along 
earth-space paths.7 

It is difficult and expensive to instrument satellites to measure de­
polarization directly at several incident polarizations. A technique in­
volving direct measurement of elements in the polarization transmission 
matrix and direct calculation of depolarization for other incident po­
larizations was proposed for the COMSTAR beacon propagation experi­
ments.8,9 This calculation method has the potential for answering many 
of the questions regarding rain and ice depolarization along earth-space 
propagation paths. This paper presents what are believed to be the first 
experimental results obtained using the technique.1o A minimum in 
depolarization occurs for vertical and horizontal incident polarizations 
for the attenuation event analyzed. 

II. THE MEASUREMENTS 

2. 1 Equipment and signal parameters 

The transmitting source for the propagation measurements is the 
19-GHz beaconll on the COMSTAR satellite located at 95°W longitude. 
This beacon output is switched at a I-kHz rate between two linear or­
thogonal polarizations. These 19-GHz signals, among others, are received 
at Crawford Hill, New Jersey with a 7-m diameter antenna and precision 
receiving electronics described in Refs. 12 and 13. 

The polarizations of the beacon signals received at Crawford Hill are 
rotated 21 degrees from horizontal and vertical (for simplicity, these 
signals are referred to as H and V). Amplitudes of copolarized, V and H, 
and cross-polarized, XV and XH, signal components are measured for 
the two transmitted polarizations. Phase differences, 1>, referenced to 
the V signal are measured for the H, XV, and XH signals. The receiver 
3-dB predetection bandwidths of 10 Hz in co- and crosspolarized 
channels yield a dynamic range of 60 dB between the clear air copolarized 
signal level and the receiver noise level; crosspolarized signal amplitudes 
are also measured in I-Hz bandwidths yielding a 70-dB dynamic range. 
Post-detection bandwidths are 1 Hz for all amplitude and phase mea­
surements. 

Residual signals in the crosspolarized signal channels are produced 
by transmitting and receiving antenna imperfections. These residuals 
are < -35 dB below the copolarized signal levels everywhere within the 
-3 dB beamwidth of the receiving antenna. Residuals are < -40 dB 
everywhere within the beam for the XV channel (XV is the channel for 
transmit vertical and receive horizontal); on-axis residuals are typically 
< -45 dB for XV and -36 to -40 dB for XH. 
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2.2 Calibration 

The crosspolarized signal channels are calibrated with the antenna 
feed in the normal receiving position. The receiver polarization switches 
(see Figs. 1 and 14 of Ref. 13) are temporarily configured to connect the 
H and V copolarized signals through the XV and XH channels respec­
tively. These known signal levels are then used to establish the gains of 
the crosspolarized signal channels. These channel gains remain within 
±O.l dB over many months. The H and V signals are within 0.05 dB of 
each other as measured by physically rotating the receiving antenna feed 
assembly 90 degrees. The phase scale for the differential phase, ¢ V -H, 
is calibrated by reversing the polarity of one signal input to produce a 
ISO-degree phase change. 

Determination of the zero on the phase scales for the crosspolarized 
signals, ¢ V -XV and ¢ V -XH, requires simultaneous insertion of signals 
with known phase relationship into the receiving feeds. Rotating the feed 
assembly inserts projected spatial components of the copolarized signals 
into both feeds. These components have the same phase and will produce 
signals with either 0- or ISO-degree phase difference in the crosspolarized 
signal channels; the sense, 0 or ISO, depends on the direction of feed 
rotation. Contamination by the residual crosspolarized signals produces 
an uncertainty in this zero of about ±l degree. This zero calibration 
remains within ±2 degrees over many months. The phase scale is cali­
brated by reversing the polarity of one signal input while rotating the 
feed assembly for the zero determination. Note that the phases of the 
clear-air residual crosspolarized signals are not suitable for determining 
phase scale and zero because they are low level and their phases are ex­
tremely sensitive to the accuracy of the nulling of the residuals with feed 
assembly rotation.7 

2.3 Baseline removal 

The amplitudes and phases of co- and crosspolarized beacon signals 
exhibit small diurnal variations. These diurnal baseline variations repeat 
very closely from day to day, but change somewhat from season to season. 
The variations result from thermal changes in the satellite beacon cir­
cuits, waveguides, and antennas as the solar illumination changes. 
Day-to-day receiver contributions to baseline variations are insignificant. 
Because of the repeatability of these baseline variations, they can be 
removed from the experimental data. 

V and H attenuations and differential phase, ¢V-H, are determined 
by subtracting, from values measured during propagation events, the 
values measured at the same clock times on clear "days within a few days 
of the events. The differential values of attenuation and phase that are 
critical in the calculation of depolarization for other incident polariza­
tions are determined within ::l:0.2 dB and ±0.5 degree. 
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Baseline removal of residual crosspolarized components is done by 
vectorially subtracting, from the values measured during events, the 
weighted residual components at the same clock times. These vector 
subtractions can be made since both amplitudes and phases are mea­
sured. Prelaunch measurements of the beacon antennas, pattern range 
measurements on the receiving antenna, and measurements with the 
receiving feed at normal polarization and rotated 90 degrees all suggest 
that the XH residual is dominated by the beacon antenna. Thus, the XH 
residual is weighted by the event attenuation and differential phase as 
though it were all contributed by the beacon. Weighting of the XV re­
sidual assumes equal contribution by beacon and receiving antennas. 
The vector subtraction of clear-air crosspolarized channel residuals 
suppresses the residuals to -45 to -50 dB below copolarized signal levels 
before and after events and on adjacent clear days. This accuracy de­
grades with the intensity of the propagation event because of the un­
certainty in assigning residual contributions to beacon and receiving 
antennas. However, during weak events when depolarization is low and 
residual suppression is needed, the residual is suppressed to -45 to -50 
dB; when the event is stronger and the suppression degrades, the de­
polarization is strong and the relative errors contributed by the residual 
are less significant anyway. 

III. POLARIZATION ROTATION TECHNIQUE 

This section introduces the concept of the medium transmission 
matrix for a given set of incident and received polarizations. Receiver 
outputs directly generate the transmission matrix for the incident po­
larizations; results for other incident polarizations are generated through 
rotations of the measured matrix. 

Let us assume two orthogonal signals, ETa and ETb, incident on the 
medium. The medium outputs in the same reference frame are ERa and 
E Rb . The medium is then completely described by four coupling coef­
ficients, as shown in Fig. 1. Coefficients A and D represent the copolar­
ized signal attenuations of the medium, while Band C indicate the me­
dium's depolarization. Note that these coefficients are, in general, 
complex. The above relation may be written in matrix form: 

[!;:J = [~ ~J [!;:l (1) 

ETa ERa 

E Tb >.<c' ERb 
~ 

Fig. l+-Description of propagation medium by coupling coefficients A, B, C, D (ETa 
~nd E+bltran~mitted, ERa and ERb received). 
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Since the 19-GHz COMSTAR beacon transmits alternately on two or­
thogonal polarizations, ETa and ETb are alternately o. Receiver out­
puts8,13 are thus directly proportional to A and C (for ETb = 0) or Band 
D (ETa = 0). The transmission matrix TM for the actual incident po­
larizations is given by these measured values. 

(2) 

This measured transmission matrix may now be used to generate the 
transmission matrix for any other orthogonal set of incident polariza­
tions. This operation is done without recourse to path models. Linear, 
circular, or elliptical polarizations are admissible; the following discussion 
considers only linear polarization. As shown in Fig. 2, the transmission 
matrix for the 1-2 frame is desired, based on measurements obtained 
in the Ma - Mb frame. Components in the 1-2 frame are obtained from 
those in the Ma - Mb frame through the following relation: 

where 

[Ro] = [C~s 0 -sin 0]. 
sm 0 cos 0 

(3) 

(4) 

To generate the transmission matrix for incident polarizations along the 
1-2 axes, the 1-2 inputs are rotated into the measurement frame by [Ro], 
passed through the transmission matrix [TM ], and rotated back to the 
1-2 frame by [RO]-l, i.e., 

[ ERl] = [RO]-l [TM][Ro] [ET1 ]. 
ER2 ET2 

(5) 

The transmission matrix [TM,o] for two orthogonal polarizations rotated 
an angle 0 from the measurement frame is thus 

(6) 

Fig. 2-Relation between reference frames of measured (Ma - Mb) and desired (1 -
2) transmission matrices. 
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IV. OBSERVATIONS 

The accuracy of the polarization rotation technique described here 
is critically dependent on amplitude and phase calibration of all four 
receiver channels.9 To verify the end-to-end operation of the receiver 
and rotation software, a depolarizer with known symmetry axes was 
inserted near the receiving antenna focus in clear weather. Data were 
taken at several orientations of the depolarizer with respect to the actual 
received polarizations. For each case, depolarization was computed as 
a function of incident polarization angle relative to the depolarizer 
symmetry axes. All results were identical, with minimum depolarization 
along the depolarizer symmetry axes. This agreement validates both the 
receiver calibration and rotation software. 

Data from a recent rainstorm were analyzed to determine the de­
pendence of depolarization and attenuation on incident polarization 
angle. Since little depolarization was observed before or after the high­
attenuation portion of the event, it appeared that rain, rather than ice, 
was the predominant depolarizing agent.7,lO 

Some effects of incident polarization angle are shown in Fig. 3 for three 
points in this storm. These points had maximum vertical copolarized 
attenuations of 5.4,10.4, and 20.3 dB. The lower three curves show the 
effect of vertical depolarization (the ratio of vertical crosspolarized to 
copolarized levels) as a function of polarization rotation from local ver-

en -10 
-l 
w 
co 
u 
~ -20 

z 
~ -30 
<t: 
N 
cr: 
<t: 
-l -40 
~ 
w 
o 

H -80 -60 

CRAWFORD HIll, 19 GHz, 4/20/78, ELEVATION 38.6° 

-40 -20 o 
V 

20 

20.3dB MAX COPOl 
ATTENUATION 

40 60 

RCVD POLARIZATION ANGLE (DEG CCW) 

80 H 

Fig. 3~ Variations in depolarization and differential attenuation with incident polar­
ization angle for three points during April 20, 1978 rainstorm. Solid curves are calculated 
from measurements made at an incident polarization of -21 degrees indicated by the 
dashed line. 
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tical to horizontal. The experimental data, taken at a 21-degree rotation 
angle, appear along the dashed line. All three curves exhibit a sharp null 
within 2 degrees of local vertical, indicating a mean raindrop canting 
angle close to 0 degree.5,6,10 

The upper three curves indicate the variation in differential attenu­
ation (the ratio of horizontal to vertical copolarized attenuations) with 
polarization angle. Maximum differential attenuation coincides with 
minimum depolarization, since the raindrops then exhibit their maxi­
mum oblateness along the two incident polarizations. Differential at­
tenuation changes sign at 45 degrees from this point, as "vertical" and 
"horizontal" interchange roles. 

The temporal history of a portion of this rainstorm is shown in 
Fig. 4. The upper two curves indicate maximum depolarization (for 
45-degree polarization) and the concurrent copolarized attenuation. A 
maximum depolarization of -11 dB was observed at 30-dB copolarized 
attenuation. Maximum depolarization exceeded -20 dB for all copo­
larized attenuations exceeding 11 dB. 

The lower curves indicate time variations for polarization angles in 
the vicinity of the nulls shown in Fig. 3. The central curve indicates the 
polarization angle exhibiting minimum depolarization, while the outer 
curves show the -20 and -30 dB depolarization contours around this 

CRAWFORD HILL, 19 GHz, 4/20/78, ELEVATION 38.6° 
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Fig. 4-Temporal history of portion of April 20, 1978 rainstorm. Upper curves show 
copolarized attenuation and maximum depolarization. Lower curves show angular location 
and extent of depolarization minima. 
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minimum. For this portion of this event, the polarization angle exhibiting 
minimum depolarization remained within 2 degrees of local vertical. 
Depolarization remained below - 30 dB for all polarizations within 
3.5 degrees of local vertical, and below -20 dB within 12 degrees of local 
vertical. 

The relation between attenuation and depolarization appeared to be 
well-behaved for the section shown of this rainstorm. Other regions, 
however, appeared less homogeneous. Figure 5 shows the polarization 
angle dependence of depolarization and differential attenuation for two 
points in the storm separated by 19 minutes. Both points had 10.5-dB 
copolarized attenuation. The earlier point, however, had 2.5-dB lower 
maximum depolarization, almost 50 percent lower differential attenu­
ation, and more than 50 percent greater maximum differential phase 
shift between copolarized channels. In addition, the depolarization null 
was filled in below -41 dB. All these changes are consistent with lower 
average raindrop ellipticity (or less preferential drop orientation) and 
the presence of a small amount of depolarization due to ice crystals.7,lO 

Very preliminary observations of other events have suggested that de­
polarization nulls occasionally deviate far from local vertical during 
periods of predominantly ice depolarization. 
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Fig. 5-Variations in depolarization and differential attenuation with incident polar­
ization angle for two points in April 20, 1978 rainstorm exhibiting identical copolarized 
attenuation but different depolarization characteristics. Solid curves are calculated from 
measurements made at an incident polarization of -21 degrees indicated by the dashed 
line. 
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V. CONCLUSIONS 

A method has been presented, based on transmission measurements 
at one set of incident polarizations, for direct calculation of attenuation 
and depolarization of the transmission medium for any incident polar­
ization. This technique has been applied to 19-GHz data from the 
Crawford Hill COMSTAR beacon propagation receiver. Test results in­
dicate that the receiver calibration accuracy is sufficient to provide useful 
information on polarization-dependent effects along earth-space 
propagation paths. 

The rainstorm analyzed exhibited a sharp depolarization minimum 
for incident polarizations within 2 degrees of vertical and horizontal. This 
implies that the mean raindrop symmetry axis was nearly vertical. The 
minimum depolarization was sufficient for communication systems 
employing polarization reuse. 

Similar observations of ice-produced depolarization events suggest 
that the depolarization minima for these events occur occasionally at 
polarizations other than vertical and horizontal. This implies ice particle 
alignment by other than gravity. The simultaneous presence of ice and 
rain with differing symmetry axes could destroy the depolarization nulls 
observed with either separately. Such events, if frequent, could have a 
serious impact on dual-polarization communication systems. The 
technique described here will allow further investigation of this and other 
polarization-dependent propagation phenomena on earth-space 
paths. 
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In a conventional PAM data transmission system, the transmitted 
signal is x(t) = }; (Xng(t - ~T), where Ian} is a 2L -level data sequence, 
and g(t) is a Nyquist pulse (g(O) ~ 0, g(mT) = 0, m ~ 0). Ideally, the 
bandwidth of the pulse g(t) and, therefore, the bandwidth of x (t) can 
be made equal to 1/2T = p/2L, where p is the data rate. In practice, 
however, an "excess bandwidth" of at least 10 to 20 percent is re­
quired. 

Using a class of real sequences called "discrete prolate spheroidal 
sequences," we show how to construct a modulated signal with band­
width just slightly in excess of the optimal p/2L (say, by 2 to 4 percent). 
The new signal is similar in many ways to a conventional PAM signal, 
and in particular an ad-hoc receiver structure is suggested for which 
the resulting error performance is about the same as for a conventional 
PAM system operating in the same environment. 

I. INTRODUCTION 

To fix ideas, consider the following conventional (baseband) PAM 

data-transmission scheme (see, for example, Ref. 1). The data to be 
transmitted is a sequence lak} :00. The (Xk are independent identically 
distributed copies of the random variable (x, which is uniformly dis­
tributed on the set 1±1, ±3, ... , ±2L - I}. Thus, (X takes 2L equally likely 
values, where L = 1,2"" ,is a fixed parameter. The modulated signal 
IS 

00 

xo(t) = L akgo(t - kTo), (1) 
k=-oo 

where go(') is a real-valued "Nyquist pulse"-i.e., 

k ~ 0. (2) 

Since (2) implies that Xo (kTo) = (Xkg (0), k = 0, ±1, ±2, ... , the data 



sequence {c~k} can be obtained from xo(·) simply by sampling. We assume 
that the Fourier transform 

Go(f) = i: go(t)e-i21fftdt, -co < 1 < co, (3) 

of go(·) has support on the interval [-Fo, ±Fo], where Fo :::; l/To. Under 
this assumption, the Nyquist condition (2) is known 1 to be equivalent 
to 

Go(f) + Go (I - ;0) = Tgo(O), 
1 

0:::;/:::;-
To 

(4) 

(except perhaps in a set of measure zero). Figure 1 is an example of a real 
Go(f) which satisfies (4). An often-used Nyquist pulse Go(f) is the so­
called raised-cosine pulse. (See Ref. 1, pp. 50-51.) The bandwidth of xo(·), 
which is the same as the bandwidth of go(·), is taken as Fo. The difference 
Fo - 1/2To is called the "excess bandwidth." 

To conserve bandwidth, it is desirable to make F 0 as close to 1/2To 
as possible, but typically (Fo - 1/2To)/Fo ~ 10 to 20 percent in real 
systems. Further reduction in the excess bandwidth is difficult, since 
the very sharp cutoff filter used to generate go(t) with F 0 close to 1/2To 
will introduce either phase distortion or ripples in the amplitude char­
acteristic. 

In a practical data transmission system for the voice-grade telephone 
channel, a reduction in bandwidth is also desirable, since the channel 
characteristics at the band edges are poor. 

In this paper, we suggest another approach to the signal design 
problem which will allow a further reduction in the excess bandwidth, 
perhaps to as little as 2 to 4 percent. The technique involves a family of 
sequences called "discrete prolate spheroidal sequences" (DPSS) and 
is also intimately tied up with notions concerning the space of square 
summable sequences (1 2). Therefore, before presenting our scheme, we 
must digress to review some notions about the space 12 and to introduce 
the DPSSs. We do this in Sections II and III, respectively. In Section IV 
we discuss our new scheme. 

G{f) 

TO 90(0) 1------..... 
EXCESS BANDWIDTH 

1-------1 
I I 
I I 
I I 

I 
I 
I 
I 

1/2TO Fo 1/To 

Fig. I-Example ofreal G(f) satisfying eq. (4). 

3278 THE BELL SYSTEM TECHNICAL JOURNAL, NOVEMBER 1978 



At this point, I would like to acknowledge with thanks three of my 
colleagues without whose help this project could never have gotten off 
the ground. D. Slepian introduced me to DPSSs, and with much kindness 
and no small amount of work helped me to get numerical values for these 
sequences and their associated eigenvalues. J. Mazo taught me most of 
what I know about data communication, and J. Salz's interest and en­
thusiasm stimulated me to obtain a full understanding of the properties 
of the modulation scheme. 

II. REVIEW OF THE SPACE 12 

The space l2 of square-summable, real-valued sequences is the set of 
sequences {a(n)l~=-co (or a(·)) such that 

co 

L a 2(n) < 00. (5) 
n=-co 

Let a(·), b(·) E l2; then the inner product of a(·) and b(·) is 
co 

(a, b) = L a(n)b(n). (6) 
n=-co 

Also, the norm of a(·) is 

Iia II = (a, a) 1/2. (7) 

We will need the following facts. For a(·), b(·), c(·) E l2, and any real 
number 1', 

(I'a, b + c) = I' (a, b) + I' (a, c), 

which implies that, for aj E l2' j = 1, 2, ... , 

II L ajl12 = L Ilaj l12+ 2 L (aj, ak)· 
j j j<k 

Further, the Schwarz inequality is, for a, b E 12, 

I (a, b) I ~ Iiall lib II. 
For a(·) E l2' the (sequence) Fourier transform is defined by 

co 

AT(f) = L a (n)e-i27ffTn, -00 <f<oo, 
n=-co 

(8) 

(9) 

(10) 

(11) 

where T> 0 is a fixed parameter. Of course, AT(f) is periodic with period 
I/T, and usually we will be concerned only with its values on the interval 
[-(1/2T), (1/2T)]. The sequence {a(n)l can be recovered from A r (·) by 
the formula 

S
l/2T 

a(n) = T AT(f)ei27ffTndf, 
-1/2r 

-00 <n < 00. (12) 

The convolution theorem states that if 
co 

c(n) = L a(m)b(n - m) 
m=-co 
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(which we denote c = a*b), then 

CT(f) = AT(f)BT(f), -00 <f<CXl, (13) 

where AT, B T, and CT are the transforms of a, b, and c, respectively. 
The Parseval relation is, for a, b E l2' 

f
+I / 2T 

(a, b) = T AT(f)BT(f)df, 
-1/2T 

(14) 

where "*" denotes complex conjugate. Thus, in particular, 

f
+ I /2T 

IIal1 2 = (a, a) = T IAT(f)1 2df. 
-1/2T 

(15) 

We say that a sequence a(·) E l2 is bandlimited to [0, F], ° ~ F ~ 1/2T, 
if its transform AT(f) = 0, for F ~ If I ~ 1/2T. Thus, a bandlimited a(·) 
can be written 

a(n) = JP A(f)ei211fTndf. 
-P 

(16) 

A sequence a(·) has support on the interval [NI' N 2], -CXl ~ NI ~ N2 
~ 00, if a(n) = 0, for n tt [NI' N 2]. A sequence with support on 
[Nt, N 2], where INIL IN21 < 00, cannot be bandlimited to [0, F] with 
F < 1/2T. 

It is convenient to define the bandlimiting operator on l2' 13 = 13p, ° ~ F ~ 1/2T, by (for a E l2) 

where 

13a = b, 

b(n) = JP AT(f)ei27rfTndf. 
-P 

In other words, the transform of b (.) is 

BT(f) = {AT(f), \/\:$ F, 1 

0, F ~ If I ~ 2T . 

(17a) 

(17b) 

(17c) 

A sequence a E l2 is bandlimited to [0, F] iff 13pa = a. Corresponding 
to the operator 13p, we also define the complementary operator 13' = 
J3~ = I - 13 p , where I is the identity operator. 

We also define the index-limiting (or time-limiting) operator 1) = 
:J) N (1 ~ N < (0), by (for a E l2) 

:J)a = b, (1Sa) 

where 

b(n) = {a(n), 1 ~ n ~ N, 
0, otherwIse. 

(1Sb) 
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Thus a E 12 has support on [1, N] iff 1)Na = a. We will need the following 
easily established propositions. 
Proposition 1: Let x(t), -00 < t < 00, be a real-valued function with 
ordinary Fourier transform (as defined by (3)) X(f), - 00 < f < 00. Let 
the sequence a(·) be defined by a(n) = x(nT). Then, the sequence 
Fourier transform of a(·) is 

1 en ( k) 
AT(f) = T k=~ en X f - T ' -oo<f<oo. 

In particular, if x(t) is bandlimited to F Hz, and liT> 2F, then 
1 1 

AT(f) == TX(f), If I ~ 2T' 

Thus the sequence a(·) is bandlimited to [O,F]. 

Proposition 2: Let a(·) E l2' and let g(t) be a real-valued function of 
the continuous variable t. Let 

en 

x(t) = L a(n)g(t - nT), -00 <t < 00. 

n=-en 

Then the ordinary Fourier transform of x (t) is 

X(f) = AT(f)G(f), -00 < f < 00. 

where AT(f) is the sequence Fourier transform of a(·) and G(f) is the 
ordinary Fourier transform of g(t). 

III. PISCRETE PROLATE SPHEROIDAL SEQUENCES 

Let T, F > 0 (where W = FT ~ 1/2) and N > 1 be given; let the oper­
ators:B = :BF, 1) = 1JN be as defined in Section II. The following theo­
rem is proved in Appendix A. 

Theorem 3: There exists a set of real sequences {¢j(·)}f=b called "discrete 
prolate spheroidal sequences" (DPSS), with support on [1, N] and a 
corresponding set of real numbers {Aj}f"', called "eigenvalues," with the 
following properties. 

N 
(A) 1 ~ Al ~ A2 ••• ~ AN > 0, and L Aj = 2FTN. 

j=I 

(B) 1):B¢j = Aj¢j, 1 ~ j ~ N. 
(C) (¢j, ¢k) = Ojk 

(D) (:B¢j, :B¢k) = AjOjk 
(E) With 0 > 0, and F, T held fixed, as N ~ 00, 

~ {nUmber of j such that} ~ O. 
N 0 < Aj < 1 - 0 

(F) With E > 0, and F, T held fixed, as N ~ 00, 

A2FTN(I-~) ~ 1, 

A2FTN(1 +d ~ O. 
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(G) (Slepian [Ref. 4, eq. (63)]), with <: > 0 and F, T held fixed, as 
N- 00, 

1 - A2FTN(1-f) = expl-C(<:)N + o(N)}, 

where C(<:) > O. 

(H) The cpj(o) and Aj, 1 ~ j ~ N, depend on F, T only through their 
product W = FT. 

Remarks: 
(i) In the course of giving the proof of Theorem 3, we will show ex­

plicitly how to find the DPSSs Icpj} and the corresponding IAj}. 
(ii) Theorem 3A, F implies that, with N large, about 2FTN of the AjS 

are about 1, and that the remainder (about (1 - 2FT)N) of the AjS are 
about O. Theorem 3G indicates that the convergence as N - 00 is quite 
rapid. Since this fact is crucial to our modulation scheme, we list some 
of the AjS for FT = 1f4' and various values of N in Table I. Here 2FTN 
= N /2, so that about half of the AjS are 1 and the remainder are about 
O. 

Table I - {Aj} for W = 0.25, for N = 5, 10,20,50, 100 

j Aj j Aj 

N = 5 1 0.9976686 15 0.0000212 
2 0.92441a2 16 0.0000008 
a 0.5000000 17 0.0000000 
4 0.0755868 18 0.0000000 
5 0.002314:3 19 0.0000000 

20 0.0000000 
N = 10 1 0.9999994 

2 0.9999490 N = 50 1-21 >0.9997 
a 0.9980787 22 0.998 
4 0.9650286 23 0.985 
5 0.7326630 24 0.914 
6 0.2673371 25 0.680 
7 0.0349714 26 0.320 
8 0.0019213 27 0.086 
9 0.0000510 28 0.015 

10 0.0000005 29 0.002 
aO-50 <0.00023 

N = 20 1 0.9999999 
2 0.9999999 N = 100 1-45 >0.9998 
3 0.9999999 46 0.9993 
4 0.9999999 47 0.996 
5 0.9999992 48 0.976 
6 0.9999788 49 0.892 
7 0.9995798 50 0.664 
8 0.9940340 51 0.336 
9 0.9435514 52 0.108 

10 0.7070557 53 0.024 
11 0.2929445 54 0.004 
12 0.0564486 55 0.0007 
13 0.0059659 56-100 <0.0001 
14 0.0004201 
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(iii) Theorem 3C implies that II¢j II 2 = 1, and Theorem 3D implies 
that IIi3¢j II 2 = Aj. Thus, the fraction of the energy of ¢j within the band 
[0, F] is Aj. Therefore, when Aj is close to unity, ¢j is a sequence with 
support on [1, N] with most of its energy in the band [0, F]. Theorem 3 
implies that, with N large, there are about 2FTN orthogonal sequences, 
i.e., ¢j (j = 1, 2, ... , 2FTN(1 - E)), with support on [1, N] which are 
approximately bandlimited to [0, F]. 

(iv) Slepian has made an exceptionally detailed study of DPSSs and 
their properties. Reference 4 contains most of his results, and Ref. 5 
describes a Fortran program for computing the DPSSs and their eigen­
values. 

IV. HEURISTIC DESCRIPTION OF THE MODULATION SCHEME 

Let the data to be transmitted be as in Section I, the 2L -Ievel sequence 
{ajl ::::00' We break this sequence into blocks of length v, where the kth 
block is akv+ 1, ••• , a (k+ l)v, - 00 < k < 00, and where v is an integer to be 
chosen later. Consider the Oth block £xb ••• , £xv' Let N > v be another 
integer parameter, and let F, T > 0, with FT < Ih, be given. Let 
¢j, Aj, 1 ::S j ::S N, be the DPSSs and eigenvalues guaranteed by Theorem 
3, with parameters N, F, T. Then define the sequence 

v 

a(n) = 2: £xj¢j(n), -00 < n < 00. (19) 
j=l 

Observe that a(·), like the ¢j(.), has support on the interval [1, N]. Fur­
ther, if we take v = 2FTN(1 - €), with N sufficiently large so that Av ~ 
1, then from Theorem 3 (see remark iii), a(·) is approximately band­
limited to [0, F]. 

Now the modulated waveform corresponding to the Oth data block 
IS 

N 
xo(t) = 2: a(n)g(t - nT), -00 <t < 00, (20) 

n=l 

where the pulse g(t) has Fourier transform G (f) which satisfies 

G(f) = t, If I ::S F, (21a) 
1 

0, If I > 2T' 

I G (f) I ::S T, 
1 

F ::S If I ::S - • (21b) 
2T 

Thus, we do not specify G(f) in the interval [F, 1/2T], except by (21b). 
Since G (f) need not have sharp transitions, it is not difficult to imple­
ment in practice. For the kth data block (-00 < k < 00), £xkv+b ••• , 

a(k+l)v, we set 
v 

a(n) = L £Xkv+j¢j(n - Nk), 
j=l 

Nk + 1 ::S n ::S N(k + 1), (22) 

PAM DATA TRANSMISSION 3283 



and let the modulated waveform be 

N(k + 1) 
Xk(t) = L a(n)g(t-nT). 

n=Nk+1 

The entire modulated signal is 
co co 

x(t) = L Xk(t) = L a(n)g(t - nT). 
k=-co n=-oo 

(23) 

(24) 

Since the number of bits in each data block is Lv and each data block 
"occupies" NT seconds, the transmission rate is 

p = (~) ~ bits/so (25) 

We now give an intuitive, though imprecise, explanation of the 
properties of the modulation scheme. Consider xo(t) given by (20). Its 
Fourier transform is, from Proposition 2, 

where 

Xo(f) = AT(f)G(f), 

N 
AT(f) = L a (n)e- i2-rrf Tn 

n=l 

v 

= L CXj~jT(f), 
j=l 

(26a) 

(26b) 

where ~jT is the sequence Fourier transform of ¢j(.). In the light of 
remark iii following Theorem 3, the {~jT(f)}J-1 and therefore AT(f) are 
approximately zero for If I E [F, 1/2T] provided v ~ 2FN(1 - E). Since 
G(f) is bounded in this interval and ° for If I > 1/2T, we see that Xo(f) 
is approximately bandlimited to If I ~ F. Further, if we take v = 
2FTN(1 - E), we have from (25) that the transmission rate p is 2FL(1 
- E). Thus in our scheme we can transmit 2F(1 - E), 2L-Ievel data sym­
bols per second with bandwidth F. If E = 0, then we would have effec­
tively constructed a PAM system with no excess bandwidth. Since, in 
practice, E can be made very small, we can in fact come quite close to the 
ideal. 

So far so good. But we still must show that the data symbols {CXj}1 can 
be recovered conveniently from xo(t). In fact, we claim that the samples 
xo(nT) ~ a(n), 1 ~ n ~ N. The key observation here is that, since 
AT(f) ~ 0, If I E [F, 1/2T], then Xo(f) is not appreciably changed when 
G (f) is replaced by G / (f) ("I" for "ideal") where 

G (f) = {T, If I ~ 1/2T, (27) 
/ 0, If I > 1/2T. 

The inverse transform of G/ is g/(t) = (sin 7rt/T)/(7rt/T). Let us therefore 
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define Xj(t) by replacing g(t) by gj(t) in the definition of xo(t). We ob­
tain 

N 
Xj(t) = L a(n)gj(t - nT), 

n=l 

so that 

xj(nT) = a(n), 1 =:; n =:; N. 

It follows that 

xo(nT) - a(n) = xo(nT) - xj(nT), 

Now define the sequence e(·) by 

1 =:; n =:; N. 

e(n) = xo(nT) - xj(nT), 1 =:; n =:; N. 

Since xo(t) - Xj(t) is bandlimited to 1/2T Hz, we have from Proposi­
tion 1 that 

1 
CT(f) = T [Xo(f) - Xj(f)], 

and from Proposition 2 that 

1 
CT(f) = T [Xo(f) - Xj(f)] 

1 
= TAT(f)[G(f) - Gj(f)]. 

From the Parse val relation (15), 

N 
L [xo(nT) - a(n))2 =:; lie 112 

n=l 

i l/2T 
= T ICT(f)1 2df 

-1/2T 

=.!. r IAT(f)12IG(f) - Gj(f) I 2df 
T JF < If I :5 1/2T 

=:; 4T r IAT(f)1 2df= 41123~112 ~ o. J F < f :5 1/2T 

The inequality follows from (21b), which implies that 

I G (f) - G j (f)l =:; 2 T. 

Thus, a(n), 1 =:; n =:; N can be recovered from xo(t) simply by sam­
pling. From (19) and the orthonormality of the l¢j}]', 

N 
CXj = L a(n)¢j(n), (28) 

n=l 
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so that the \Ojl1 can be recovered from samples x(nT), 1 :S n :S N. 
Aside from imprecision, the above arguments completely ignored the 

effects of the other data blocks (k ~ 0) and the effects of channel dis­
tortion and noise. In the next section, we give a precise definition of the 
modulation scheme and of a proposed receiver, and then state theorems 
that give bounds on the error introduced by linear channel distortion 
and a channel noise. We will also bound the instantaneous power 
x 2(t). 

V. PRECISE STATEMENT OF RESULTS AND DISCUSSION 

Let k~jl:oo be, as in Section IV, a sequence of independent, identically 
distributed copies of the 2L -valued random variable a, where 

Pr\a = ml = 2-L , m = ±1, ±3, ... , ± (2 L - 1). (29) 

The sequence \ajl is the data sequence to be transmitted. Let v, N, F, T 
> 0 be parameters such that v, N are integers, and 

v<N, 

W ~ FT < 1/2. 

(30a) 

(30b) 

Partition the data sequence into blocks of length v, such that the kth 
block is 

k = 0, ±1, ±2,'" . Let \¢j(')' Ajlf=l be the quantities (DPSSS and eigen­
values) whose existence is· guaranteed by Theorem 3 with parameters 
N, W. Corresponding to the kth data block, define the sequence ak(') 
by 

and let 

v 

ak(n) = 2: avk+j¢j(n - Nk), 
j=l 

k=-oo 

(31a) 

(31b) 

Since ¢j(') has support on [1, N], ak (.) has support on [Nk + 1, 
N(k + 1)]. Finally, the modulated signal is 

00 

x(t) = 2: Xk(t), -00 <t < 00, (32a) 
k=-oo 

where 
00 

Xk(t) = 2: ak(n)g(t - nT), 
n=-oo 

N(k+l) 
2: ak(n)g(t - nT), (32b) 

n=Nk+l 
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and the pulse g(t) is the inverse Fourier transform of G(f), which we 
leave unspecified for now. 

A block diagram for the modulator described above is given in Fig. 2. 
The data symbols appear at a rate of "INT per second. Box A takes the 
data symbols" at a time and calculates the numbers {a(n)l-producing 
N outputs for every" inputs. Thus, the a (n) appear at a rate of liT per 
second. Box B produces x(t) by modulating the amplitude of a pulse 
train with the {a(n)l. Although we will not specify the ratio "IN and the 
pulse g(t) now, it will be useful to informally think of 

"IN = 2FTN(1 - E) = 2WN(1 - €), 

and g(t) ~ G (f) as in (21). We will allow the possibility of non-physically 
realizable pulses g(t), with the usual understanding that a close ap­
proximation to g(t) can be obtained with a finite delay (which we shall 
ignore). 

The received signal is taken as 

y(t) = w(t) + z(t), (33a) 

where 

w(t) = i: x(r) he(t - r)dr, (33b) 

and where he(t) is the impulse response of the channel (He (f), the 
channel transfer function, is the transform of he (t», and z (t) is noise 
with zero mean and power spectral density Nz(f). 

We now turn to the receiver. We will postulate a simple receiver 
structure which, though not optimum, has the virtues of simplicity and 
amenability to analysis. Furthermore it is probably not very far from 
being optimal itself. Refer to Fig. 3. The received waveform y(t) is first 
sampled at t = nT, to produce the sequence {y(nT)I~=-oo. These samples 
are the input to box C, a tapped delay line with 2M + 1 taps. The output 
of box C is the sequence {d(n)l given by 

y (t) = w(t) + z (t) 

( a(n)} 

• B 
x(t)= ~ a(n)g(t-nT) 

• 

Fig. 2-The modulator. 

a(n) = ~ c(m)y ((n-m)T) 

~~ C 
1/T~~-1 

TAPPED 
DELAY LINE 

ImlSM 

'~{a} ~ 
· i L.-l · j SLICER ~ 

COR RELATOR 

Fig. 3-The receiver. 
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+M 
a(n) = L c(m)y«n - m)T), -oo<n<oo, (34) 

m=-M 

where Ic(m)}~~ are the tap weight coefficients. As we shall see, the tap 
weights should be chosen so that the sequence a (.) is the receiver's best 
guess of the sequence a ( .). 

Consider the Oth block of {a(n)}, i.e., a(I), ••• , a(N). If a(n) == a(n), 
then the Oth block of data symbols all··· , a v could be recovered from 
{a(n)} using (28). Our approach will be to use these same formulas to 
obtain an estimate {aj} of the {aj}, i.e., 

N 
aj = L a(nhl>j(n), 1 ::s j ::s v. 

n=l 

For the remaining blocks (k ~ 0), we proceed analogously, viz., 
N(k+l) 

(35a) 

akv+j = L a(n)c/>j(n - Nk), 1 ::s j ::s v. (35b) 
n=Nk+l 

This is box D. The final step in the demodulation process is a "slicer," 
which examines aj(-oo < j < 00) and emits Ctj where Ctj equals a value 
of m E {±1, ±3, ... , ±2L - I} which minimizes I Ctj - mi. 

As in (25), the transmission rate is p = (v/N) . (L/T) bits/so 
Weare now ready to state the properties of the modulation scheme 

in the form of theorems. The proofs of these theorems are given in Sec­
tion VI. Theorem 4 gives an upper bound on the average power of the 
transmitted signal x (t). Theorem 5 gives an upper bound on the expected 
instantaneous power E x 2(t), as a function of t. Finally, Theorem 6 gives 
an upper bound on the mean-squared error. We state these results with 
no restrictions on G(f), Hc(f), and Nz(f). In the remarks which follow 
the statement of the theorems, we will look at some interesting special 
cases. 

We begin with a bit of notation. Denote the variance of the data ran­
dom variable a, defined in (29), by 

0"; = E a 2 = 2-L L m2 = (2
L 

- 1)(2
L + 1) . (36) 

Imls2L-l 3 
m odd 

Also, for v,N, W = FT satisfying (30), let 

1 v 
Q = Q(v, N, W) = - L (1 - Aj). (37) 

V j=l 

Of course, if we set v = 2WN(1 - E), and let N -- 00, with W, E > 0 held 
fixed, then Q -- o. It will be helpful to think of Q as a small quantity. 
Here are the theorems. Although they may seem formidable at first 
glance, please stick with it! In the extensive discussion following the 
theorem statements, you will see that they can be easily applied and yield 
useful information. 
Theorem 4: (average power) 
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where 

A 1 = sup ~ fiG (f _ ~) 12. 
F.:5lfl.:51/2T T2 k=-ro T 

(38b) 

Theorem 5: For -00 < t1 < 00, 

E X2(t1) ~ 0-; r 1/2T 1 f G (f - 1::..) ei27rltll2 df. 
T J-1/2T k=-ro T 

(39) 

Theorem 6: (mean-squared error) 
1 I' 

(024: - E L (itj - aj)2 = (OIv + (OJ, (40) 
v j=1 

(N stands for noise, and I for intersymbol interference). The noise error 
(0 Iv is bounded by 

,1, ~ ~ i: ICT (f)[2 ct N z (I -~)) dl + A2Q, (41a) 

where 
M 

CT(f) 4: L c(n)e-i27rfTn, (41b) 
n=-M 

N z(f) is the power spectral density of the noise, and 

A2 4: sup 1 CT(f) 12 f N (f - ~). (41c) 
F.:5lfl.:51/2T T k=-ro T 

The intersymbol interference error (OJ is bounded by 

,1 ~ (J~ e) [ T i: I Cr(f)BT(f) - 112dl + A,Q l (42a) 

where 

BT(f) 4:1.. f G (f -~) He (f - ~), (42b) 
T k=-ro T T 

CT(f) is given by (41 b), and 

A3 4: sup 1 CT(f)BT(f) - 112. (42c) 
F.:5lfl.:51/2T 

Remarks: 
(i) The reason that P AV as defined by (38a) is the "average power" 

is that the random function x (t) is cyclostationary with period NT. In 
other words, the shifted sequence x (t) 4: x (t - kNT) has the same sta­
tistical properties as x(t) itself (for k = 0, ±1, ±2,·· .). Thus, it follows 
that 

1 iT/2 1 foNT lim E - x 2(t)dt = -E x 2(t)dt = PAY. 
r-+ro r -T/2 NT 0 

(43) 
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(ii) When Q is small, the upper bound of (38a) on P A V depends es­
sentially on the folded power spectrum 

f G (f-~), 
k=-ro T 

If I S: F. 

Furthermore, if G(f) = ° for If I S: 1/2T, then 

'f G (f -~) = G(f), If I S: F, 

so that Theorem 4 becomes 

PAV S: (Tn [fF IG(hl 2df + ~ A1Q], 
T -F N 

(44a) 

where 

Al = sup I G(f) 12. (44b) 
F:5lfl :51/2T 

(iii) If we assume, as in Remark ii, that G (f) = 0, If I > 1/2T, then 
Theorem 5 becomes 

E X 2(t) S: (Tn I G (f) 1 2df. 
2 f 1/2T 

T -1/2T 
(45) 

Thus the upper bound on E x 2(t) depends on G(f) for If I S: 1/2T. 
(iv) Saltzberg's3 bound can be applied (see Appendix B) to our 

problem to show that the distribution for the instantaneous power 
satisfies 

Pr!lx(t) 12 > r2} :$ 2 exp \- 2E :22(t))' 

The bound of Theorem 5 can be applied here to further overbound this 
probability. 

(v) We now explain the rationale for using the mean-squared error 
(:2 = (l/v) ~J=l E(aj - fxj)2. First note that with (:] ~ E(fxj - aj)2, 

Saltzberg's bound (see Appendix B) can again be used to show that, if 
the noise is Gaussian, then 

Pej = Pr\aj ~ ajl S: 2 exp {- ~}. 
2(:j 

Since the sequence of random pairs \aj, ajli=-oo is cyclostationary with 
period v, the overall error probability is 

1 v 2 v {I} Pe = - .2: Pej S: - .2: exp - ~ . 
V)=1 V)=1 2(:} 

Now let (:~ax = max (:J. Ineq. (46) yields 
l:5j:5v 
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Pe ~ 2exp {-+}. 
2(Omax 

Thus it would appear that (O~ax rather than (02 is the appropriate criterion. 
Nevertheless the use of (02 (which was, of course, chosen for its mathe­
matical tractability) can be justified by the following argument. 

Let R be the II X II covariance matrix with (j, k)th entry E(&j - aj)' 
(&k - ak), 1 ~ j, k ~ II. Let Mo be a II X II orthogonal matrix such that 
the diagonal elements of MbRM 0 are all identical. * One choice of M 0 is 
!VIo ~ M 1M 2, where Ml is a II X II orthogonal matrix which diagonalizes 
R (i.e., MiRMl is a diagonal matrix), and M2 is a normalized Hadamard 
matrix (i.e., a II X II orthogonal matrix with entries ±l/Vv). A normalized 
Hadamard matrix is known to exist for all II which are multiples of 4 
up to 200. 

Now modify the communication system as follows. Preceding box A 
in Fig. 2, insert a device which multiplies the data symbols \ajl, taken 
in blocks of II, by the matrix Mo. Then, following box D in Fig. 3, insert 
a device which multiplies the input \&jl, taken in corresponding blocks 
of length II, by Mo 1 = Mb. Let the output of this device be \a} It is easy 
to show that (i) the analysis which yields Theorems 4 to 6 is unchanged 
in the modified system and (ii) E(aj - aj)2 == (02, 1 ~ j ~ II. 

We must emphasize that the choice of the matrix M 0 depends on R 
which in turn depends on the channel which is usually unknown or 
variable. Although it is undoubtedly possible to find an adaptive pro­
cedure for finding a good matrix M o, our conjecture is that, in most real 
situations, M 0 can be chosen to be any normalized Hadamard matrix 
with fairly good results. 

(vi) To obtain more insight into our scheme, let us assume that 
Q ~ 0, and G(f) = He(f) = N(f) = 0, III > 1/2T. Then (38), (41), (42) 
become 

2 F 
PAV ~ (fa f IG(f)1 2dl, (47a) 

T -F 

(O~ ~ ~ i: ICT(f)12N(f)dl, (47b) 

(O[ ~ (f~T (~) i: I~CT(f)G(f)He(f) -112dl. (47c) 

We see immediately that our bounds on the important quantities P A V, 

(O~, (O[ depend on G(f), He(f), N(f) only for III ~ F and not for F ~ III 
~ 1/2T: In particular, we need a channel whose bandwidth is F. Since 
the transmission rate 

II L II L II 

P = N' T = N· 2FT· 2F = 2 WN . L . 2F 

* Witsenhausen (Ref. 6) has shown that there always exists an Mo with the desired 
property for all v = 1,2, .... 
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we have that 

F = (;L) (2:N). (48) 

Now the ideal bandwidth in a conventional2L-level PAM system with 
rate pis (p/2L). We pointed out in Section I that the required channel 
bandwidth in real systems is usually no less than 10 to 20 percent in ex­
cess of this. For our system with v = 2WN(1- <:), the ratio of the required 
bandwidth given by (48) to p/2L is (1 - <:)-1, which can be made very 
small. See the numerical example in remark vii. 

(vii) Roughly speaking, Theorem 6 tells us that there are three sources 
of error. The first is given by the integral in (41a) which is a bound on 
the error introduced by the noise in the band [-F, F]. The second is given 
by the integral in (42a), which is a bound on the error introduced by the 
imperfections of the channel, as compensated by CT(f), in the band 
[ - F, F]. The third source of error is the fact that Q > o. The first two of 
these sources appear in conventional PAM systems, but the last is unique 
to our system. The following numerical example shows that Q can in fact 
be made small. 

Let W = 2FT = 0.415, N = 80, v = 64. Then Q(v, N, W) = (l/v) ~J=l 
(1 - Aj) = 1.01 X 10-4, which corresponds to -40.0 dB. The ratio 2 WN / v 
= 1.0375, so that the required bandwidth is 3.7 percent in excess of the 
ideal p/2L. 

Continuing with this example, let us say that liT = 6 X 103/s, F = WIT 
= 2490 Hz, and L = 2. Then the transmission rate p = (vIN) . (LIT) = 
9.6 kb/s. Note that 1/2T = 3 kHz, so that the system performance is es­
sentially independent of th~ channel characteristics or noise in the band 
[2.49 kHz, 3 kHz]. Of course, we are assuming that He (f) = N(f) = 0, It I 
> 3 kHz. 

Finally, observe that the receiver-correlator (box D in Fig. 3) must 
perform N . v multiplications every N . T second, or vlT multiplications 
per second. For v = 64, and liT = 6 X 103, this works out to one multi­
plication every 2.6 J.ls. To store the N X v ¢j(n), 1 :::; n :::; N, 1 :::; j :::; v, 
to say 10-bit accuracy, we need a ROM with capacity 10· N . v = 
51.2,kb. 

(viii) Continuing with the assumptions made in remark vi, let us fur­
ther assume that G(f) == T, Itl:::; F, and He(f) == 1, It I :::; F, i.e., a perfect 
channel response (in band). Also, let N(f) = N o/2, It I :::; 1/2T. Then, 
from (47), 

PA.V:::; 2FT u~. 

Further, the upper bound on the total mean-squared error is minimized 
for CT(f) == 1 (i.e., c(O) = 1, c(m) = 0, m ~ 0). Then 

NfFNo N <:2:::; - -dt= - (NaP). 
v -F 2 v 
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If v/N;::;;;; 2FT, the total mean-squared error 

2 (NoF) 2 ( ) 
~ ~--(J(Y. 49 

PAV 

Note that (NoP) is the noise power in the band [-F, F]. Observe that in 
a conventional PAM system with a perfect Nyquist equivalent channel 
and additive white noise, the mean-squared error is given the right 
member of (49) with F = the Nyquist bandwidth (see Ref. 1, Chap. 
5). 

(ix) Suppose that it is desired to transmit our data using a modulated 
signal x(t) which is bandpass in the band [FI' F2]' Then, using quadra­
ture amplitude modulation (QAM) in a straightforward manner, we can 
modify the present scheme to achieve a bandpass signal. We will now 
outline the procedure. 

Let 0 < F I < F 2 be given. Set F = (F 2 - F 1)/2, and choose T < 1/2 F. 
With F, T so chosen, form two modulated signals (with independent 
data) according to our (baseband) prescription. Denote these baseband 
signals by x (l)(t), x (2)(t). Their rates are each vL/NT. Then form a 
bandpass signal 

x (t) = x (l)(t) cos 2nPc t + x (2)(t) sin 2nPct, 

where Fe = (F2 + F1)/2. The signal x(t) is essentially bandpass with 
lower frequency 

Fe - F = (F2; FI) _ (F2; Fl) = F1 , 

and upper frequency Fe + F = F 2. The transmission rate for x (1) is 

2vL v L (V) L 
p = NT = 2 N 2FT (2F) = N W (F 2 - F 1)' 

Thus the required channel bandwidth to pass x (t) is 

(F - F ) = L (2WN) 
2 I 2L v ' 

exactly as in the baseband case (48). It is a fairly simple matter to analyze 
the QAM system and obtain results analogous to Theorems 4 to 6. 

Another way of accomplishing the synthesis of a bandpass signal is 
to use "bandpass" DPSSs instead of the conventional DPSS characterized 
in Section III. 

(x) Combining (31) and (32), we can rewrite the modulated signal 
as 

co 

x (t) = L CXjg(t, j), 
j=-co 

where for kv < j ~ (k + l)v~ 
N(k + 1) 

g(t, j) = L ¢j-k,,(n - Nk)g(t - nT). 
n=Nk+1 
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Note that, for s = 0, ±1, ±2,··· , 

g(t, j + sv) = g(t + sNT, j), 

so that there are only v possible shapes for g(t, j). 
We conclude from this that the present system is a kind of PAM, with 

the data Ic~jl modulating the amplitude pulses Ig(t, j)l· 
(xi) Computation of the Tap Weights: Let us again make the as­

sumptions of remark vi. Then, to minimize (;2, it is a reasonable strategy 
to choose the coefficients Ic(m )1~M so that Cr(f)G (f)Hc (f) is as close as 
possible to unity for If I ~ F. Of course, we must take care not to enhance 
the noise by making Cr(f) too large. In fact, it is a simple matter to solve 
for the optimal set lc(m)I~M which minimizes our bound on the total 
mean-squared error (with Q ~ 0) 

= e T) U~: ICT(f)12N~) df 

+ <T,~ i: ICT(f) G(f) :c(f) -112dfl (50) 

Let the sequences ~o(·), h(·), ~2(·) be the inverse transforms of 

N;'/l~~) r(f), G(f)H~f)r(f) r(f), r(f), 

respectively, where 

r (f) = {I, I f I 5, F, 1 
0, F < If I ~ 2T . 

Then the bound of (50) is, from the Parseval relation (15) ("*" indicates 
convolution), 

= N [1\C*~oI12 + O";llc*h - ~2112] 
V 

= ~ n~t I [m'~M c(m%(n - m') r 
+ 0"; [m,EM c(m')h(n - m') - b(n) ]2}. 

Differentiating with respect to c(m), -M ~ m ~ M, and setting the re­
sult equal to zero, yields 

m,E
M 

c(m') L=~oo ~o(n - m)~o(n - m') 

+ 0"; n=~oo h(n - m)h(n - m')} = n=~oo h(n - m)~2(n), 
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or 

Im.E
M 

c(m)!lO(m - m') = f.ll(m) I , 
where 

co 

m = 0, ±I, ... , ±M, (5Ia) 

fJ.o(m) = L [~o(n)~o(n - m) + a-~h(n)h(n - m)] (5Ib) 
n=-co 

co 

fJ.l(m) = L h(n - m)~2(n). (5Ic) 
n=-co 

Clearly, fJ.o(·) is the inverse transform of 

[ 
N (f) + 2 1 G (f) 121 He (f) 12] r (f) 

T a-a T2 ' 

and fJ.l(·) is the inverse transform of (a-;/T) G* (f)H~(f)r(f). The tap 
weights lc(m)I~M are found by solving the linear equations (5Ia). 

Of course, the above computation of the tap weight coefficients is 
possible only when the channel transfer function He (f) and the noise 
spectrum N(f) are known. In most real applications, these quantities 
are unknown or changing, so that an adaptive learning technique is re­
quired. 

VI. PROOF OF THEOREMS 

Proof of Theorem 4: Using (32), we have 

P AV 4: -E x2(t)dt 1 foNT 

NT 0 

=_I_ E ,NT( f Xk(t»)2dt 
NT Jo k=-co 

Q) _1_ f E ,NT x1i(t)dt 
NT k=-co Jo 

(2) 1 co f -kNT+NT 
= - L E X6(t)dt 

NT k=-co -kNT 

= _I_E f 00 X6(t)dt = _I_E f 00 1 Xo(f)1 2df. 
NT -00 NT-oo 

(52) 

Step (1) follows from the independence of the lajl:oo, which implies [see 
(31) and (32b)] thatExk(t)xk,(t) = 0, k :;C k'. Step (2) follows from (32b), 
and the fact that lak(n)I~Ji.r~~l has the same statistics as lao(n)l~=l' Thus, 
Xk (t) has the same statistics as xo(t - kNT). 

We next apply Proposition 2, which implies that 

Xo(f) = AT(f)G(f), (53a) 

where 
N 

AT(f) = L a (n)e-i27rfTn . (53b) 
n=l 
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Substituting (53a) into (52), we obtain 

PAV = _l_E fro IAT(f)12IG(f)1 2df 
NT -00 

1 00 1: (k+1)/T 
= - 2: E I G(f)12IAT(f)1 2df 

NT k=-oo kiT 

= ~T k~t E .en'l a(t -~) j"IAT(fl l2df, 

where we have used the fact that AT(f) is periodic with period liT. 
Thus 

PAV = ~T 50 liT (kiro \ G (f -~) \2) (EIAT(f)12)df 

= ~T i;/~:T (kfro \ G (f -~) \2) (EIAT(f)1
2
df, 

where the last step follows from the fact that the integrand is periodic 
with period liT, so that we can change the interval of integration from 
[0, liT] to [- 1/2T, 1/2T]. Continuing, we have 

PAv =_l IF ( f IG (f_~)12) (EIAT(f)12)df 
NT -F k=-ro T ' 

+ N
1
TE r (2: I G (f 7" -T

k
) \2) IAT(f)1 2df J F~ If I ~1/2T k 

=11 +12 . (54) 

Now the second integral 12 can be overbounded by 

12 5: IT (A1T2) E r IAT(f)1 2df = 1.- A1TE1:. \\J3'ao\\2, 
N JF~lfl~1/2T N T 

where Al is defined by (38b). From (31), with k = 0, and (:13' ¢j,:13' ¢j') 
= (1 - Aj )Ojjl, we have 

12 :> ~ A, ElljP' ajJ3' <l>j W 
1 v 

= - AlE 2: aJ(l - Aj) 
N j=l 

where Q is defined by (37). 

v 
= - A (J2Q N 1 a , (55) 

To overbound 11, the first term in (54), we again use (31) to obtain 

EIAT (f)12 = Eli, aj<!'jT(f} I' 
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where cf>jT(f) is the transform of ¢j(')' Since E ajaj' = (J"~Ojj', we have 

E/AT(f)/2 = t (J"~/cf>jT(f)/2 
j== 1 

~ (J";N, 

by Theorem 7 (proved in Appendix C). Thus 

h ~ ~ i:Ct Ie (f-~) n df. (56) 

Substituting (55) and (56) into (54) yields Theorem 4. 

Proof of Theorem 5: Let tr, -00 < tl < 00, be given. Then from (32) and 
(31), 

co co N(k+l) v 
x(t 1) = L Xk(tl) = L L L akv+j¢j(n - Nh)g(tl - nT) 

k==-co k==-co n==Nk+l j==1 

[ 
N(k+l) ] 

= L L akv+j . L ¢j(n - Nh)g(tl - nT) . 
k j n==Nk+l 

Using E ajaj' = (J"~Ojj" we obtain 

co v [N(k+l) ]2 
E x2(tl) = k==~CO j~1 (J"~ n==~+1 ¢j(n - Nh)g(t1 - nT) . (57) 

Now with tl held fixed, define the sequence c(.) by 

c(n) = g(tl - nT), -00 <n < 00. 

Also for -00 < h < 00, 1 ~ j ~ v, define the sequences ¢kj(') by 

¢kj(n) = ¢j(n - hN), -00 < n < 00. 

Thus ¢kj(') has support in the interval [Nh + 1,N(h + 1)]. Of course, for 
-(X) < h, h' < 00, 1 ~j,j' ~ v, 

{
I h = h' j = j' 

(¢kj, ¢k'j') = 0' th '. ' 
, 0 erWlse, 

so that l¢kj}k,J is a family of orthonormal sequences. Furthermore, the 
term in brackets in (57) is (¢kj, c), so that (58) can be written 

co v 

E X2(tl) = (J"~ L L (¢kj, C)2. (58) 
k==-co j==1 

Letting ~ be the subspace of 12 spanned by the I¢kj}, and po\'c the pro­
jection of the sequence c into ~, (58) is 

E X(tl) = (J"~"PJ,cI12 ~ (J";llcI1 2. (59) 

We will now bound Ilcll 2• 

Define the function WI (t), - 00 < t < 00, by 

Wl(t) = g(t1 - t), 

with t 1 still held fixed. Then 
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c(n) = wdnT), 

and Proposition 1 yields 

1 ex> (k) 
C T (f) = T k =~ ex> W I f - T ' 

where W l(f) is the ordinary Fourier transform of w(t). Since W1(f) = 
G*(f)e-i27rftl, we have, from (15), 

J
1/ 2T 

\k1l 2 = T ICT (f)1 2df 
-1/2T 

=! f 1/2T 1 f. G* (f -~) e-i27rflI 12 df. 
T J-l/2T h=-ex> T 

Combining this with (59) yields Theorem 5. 
Proof of Theorem 6: We begin by observing that the entire system 

described in Section V (up to the slicer in Fig. 3) is linear and the noise 
is additive and independent of the data. Thus, the error sequence 
\&j - a'jl=oo can be written as the sum of two sequences \{3J:", and \'yjl:"". 
The sequence \{3jl is data dependent and is of the form 

In fact, the sequence \{3jl is the output of box D in Fig. 3 when the noise 
z(t) == O. The sequence \'Yjl is due to the noise and is, in fact, equal to the 
output of box D in Fig. 3 when we set w (t) == O. Since the data and noise 
are uncorrelated, so are \{3jl and \'yjl. Thus the mean-squared error 

€2 = 1:. E f (&j - a'j)2 
V j=l 

1 v 
= - E L ({3j + 'Yj)2 

V j=l 
1 v 1 v 

= - E L {3J + - E L 'YJ 
V j=l v j=l 

~ € J + € Iv . (60) 
We will overbound €1 and €7v separately. 

We begin with €7v, the error due to the noise. Thus we must over­
bound 

1 v 

€7v = E - L 'YJ, 
V j=l 

where \'yjl is the output sequence of box D in Fig. 3 when w(t) == O. Let 
us define the sequence bo(·) to be the output of box C when w(t) == O. 
Then 

N 
'Yj = (bo, ¢j) = L bo(n)¢j(n), 

n=l 
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and 

1 v') Iv N N 
f:7v = - E L ~J = - L L L ¢j(n)¢j(m)E bo(n)bo(m). (61) 

v j=l v j=l n=l m=l 

Next observe that bo(·) is a stationary random sequence with 
E bo(n) = 0, E bo(n)bo(m) = Rbo(n - m). The sequence Rbo(n), - 00 < 
n < 00, is the inverse Fourier transform of its spectral density Sbo(f), 
which is, from Proposition 1, 

Sbo(f) = ~ ICT (f)12 k=~oo N z (f - ~). (62) 

Returning to (61), we write 

,'tv ~ ~ il JI '/>j(n) [1 Rbo(n - mJ</>j(m) 1 (63) 

The quantity in brackets in (63) is dj(n), where the sequence dj(.) is the 
convolution of the sequences Rbo(·) and ¢j(.). Further, (63) can be written 
as 

1 N N 1 N 
f:7v = - L L cPj(n)dj(n) = - L < ¢j, dj ). 

Vj=ln=l Vj=l 

From the Parseval relation (14), we have 

T N J1
/
2T 

f:7v = - L DjT(f)CP]T(f)df, 
Vj=l -1/2T 

(64) 

where ipjT(f), DjT(f) are the transforms of ¢j(.), d j (.), respectively. 
Furthermore, the convolution theorem (13) yields 

DjT(f) = ipjT(f)Sbo(f), 
so that (64) becomes 

T v fl/2T 
f:7v = - L Sbo(f) I ipjT(f) 12df 

v j=l -1/2T 

~ ~ i>bo(f) Ctl 14'j(f)12) df 

+ I t r Sbo(f)lipj(f)1 2df. 
v j=l JF<lfl.:sl/2T 

Using Theorem 7 (Appendix C), we obtain 

~NfF (TSbo(f))df+ [ sup Sbo(f)]! t 11J3'¢jI12 
v -F F<lfl.:sl/2T v j=l 

= N SF I CT(f)12 L N z (f -~) df + A2! t (1 - Aj), 
v -F k T v j=l 

which is (41). 
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It remains to verify (42), which is an upper bound on the data­
dependent error or intersymbol interference error (;1. Thus, set the noise 
z(t) == 0, and 

(65) 

We begin by observing that, since the sequences ¢j(.), j = 1,· .. ,v, are 
orthonormal, any sequence co(·) can be written as 

" co(·) = L "Ij¢j(.) + r(·) , (66) 
j=l 

where (r, ¢j) = ° and "Ij = (co, ¢j), 1 ~ j ~ v. Applying (66) to the se­
quence 1J(a - a), where a(·) and a(·) are as defined in Section V and 
1J = 1J N is the index-limiting operator defined in Section II, we ob­
tain 

" 1J(a-a)= L (1J(a-a),¢j)¢j+r(.) 
j=l 

" = L (a - a, ¢j) ¢j + r, 
j=l 

where (r, ¢j) = 0, 1 ~ j ~ v. Thus 

" 111J(a - a)112 = L (a - a, ¢j)2 + IIrl12 
j=l 

" 2: L (a - a, ¢j)2. (67) 
j=l 

Now from (31), 

1 ~ j ~ v, 

and from (35a), 

Thus (67) is 

" 111J(a - a)2112 2: L (&j - Ctj)2, 
j=l 

so that the mean-squared error, 

(;7 ~!. E t (&j - Ctj) ~!. EII1J(a - a)112. 
v j=l v 

(68) 

Ineq. (68) relates the error (;7 to the error which the system makes in 
transmitting the sequence a(.). 

We proceed to overbound (l/v)EII1J(a - a)112. We now define 
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HT(f) = CT(f)BT(f) =! CT(f) f G (f -~) He (f - ~). 
T k=-oo T T 

(69) 
BT(f) is defined by (42b). It is easy to verify thatHT(f) is the (sequence) 
transfer function of the overall system from the input to box B at the 
transmitter (Fig. 2), through the channel [defined by (33)], and through 
the sampler and box C at the receiver (Fig. 3). Thus with h(·), the inverse 
transform of HT(f), 

00 

a(n) = L h(n - m)a(m), - 00 < n < 00. 

m=-oo 

Further, the error sequence 
00 

a(n) - a(n) = L a(m)[h(n - m) - On m] 
m=-oo 

00 

= L a(m)u(n - m), 
m=-oo 

where the sequence u(·) is defined by 

u(n) = h(n) - on,O , 

The transform of the sequence u(·) is 

-00 < n < 00, 

- 00 < n < <Xl. 

UT(f) = HT(f) - 1. 

(70) 

(71a) 

(71b) 

(72) 

Now, with ak(') as defined by (31a), we define the convolution of ak(') 
and u(·) to be 

00 

uk(n) = (ak*u)(n) = L ak(m)u(n - m) 

00 

m=-oo 
N(k+l) 

= L ak(m)u(n-m). 
m=Nk+l 

Since a(·) = L ak('), (71) is 
k=-oo 

00 

a - a = a*u = L Uk. (73) 
k=-oo 

We next introd uce the time-truncation operators J) (k), - 00 < k < <Xl, 

defined by 

(J) (k)bo)(n) = {bo(n), Nk + 1. ~ n ~ N(k + 1), (74) 
0, otherwIse. 

Of course,:n = :n(0). Then, from (73), 

! 11:n(a - a)112 = 1:. 11J)(O)(a - a)112 
II II 

(75) 
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Now let us observe that Uk depends (through a,J on the data symbols 
in and only in the kth data block 

Since all the data symbols are assumed to be statistically independent, 
we conclude that Uk and Uk' (k rf:. k') are also statistically independent 
and uncorrelated. Thus 

E <:JJ (O)Uk, 1) (O)Uk') = 0, k rf:. k', 
and (68) and (75) are 

11= 
<=7~-EII:JJ(a-a)112=- L EII:JJ(O)UkI1 2. (76) 

v Vk=-= 

We now make another observation about the sequence Uk(·). As we 
observed in the proof of Theorem 4, the N random variables lak (n )}~Jir~~l 
have the same statistics as the N random variables lao(n)};;'=l' It follows 
that, for -00 < n < 00, uk(n) has the same statistics as uo(n - Nk), so 
that 

N 
EII:JJ (O)Uk 112 = E L u~(n) 

n=l 
N N(-k+l) 

= E L U6(n - Nk) = E L u6(n) 
n=l n=-Nk+l 

= EII:JJ(-k)uoI1 2. (77) 
Substituting (77) into (76), we have 

1 = 1 
<=7 ~ - L EII:JJ(-k)UoI1 2 = - Ell uol1 2• (77a) 

Vk=-= v 

Now from the convolution formula (13) and the Parseval rela­
tion (15), 

Since 
v 

AT(f) = L C'tjif>jT(f) 
j=l 

and the IC'tj}I are uncorrelated, 

EIAT(f)12 = f O'~Iif>jT(f)l2. 
j=l 

Substituting (79) and (78) into (77), we have 

1 Sl/2T v E1 ~ - T I UT(f) \2 L 0';\ if>jT(f) \2d{ 
v -1/2T j=l 
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= :'!; T f-: IUr(f) 12 j~ l1>jT(flI
2df 

') 

+ (J(~ T t r I U T(f)1 21<pjT(f)1 2dl 
v j=l JF::Slfl::Sl/2T 

') F 

::; (J(~ TN f I UT(f) I 2dl 
v -F 

') 

+ (J;; T sup I UT(f) 12 t r I <Pj(f) 12dl. 
V F::slfl::Sl/2T j=l JF::Slfl::Sl/2T 

Using (72) and (69), which define U(f), and the definition of A3 (42c), 
we obtain 

EJ::; (J; (~) T i: ICT(f)BT(f) -11 2dl 

1 v 
+A3 - L II 13'¢j II 2. 

v j=l 

Since 1113' ¢j II 2 = 1 - Aj, we have established (42), completing the proof 
of Theorem 6. 

APPENDIX A 

Proof of Theorem 3 

Let T, F > 0, with W ~ FT < 1/2 be given. Let N = 1, 2, ... , also be 
given. Define the sequence 'Y(.) by 

() 
sin 27rWn 

'Y n = , -00 <n < 00. (80) 
7rn 

The transform of 'Y(.) is easily seen to be 

00 {I III::; F 
fT(f) = n=~oo 'Y(n)e-i27rfTn = ' 1 

0, F < III ::; 2T . 

(81) 

The bandlimiting operator 13 = 'BF is therefore defined by b = 13a, where 
BT(f) = fT(f)AT(f). 

Let K be the NXN matrix with (m, n)th entry 'Y(n - m), 1 ::;n, m ::; 
N. Consider the matrix eigenvalue equation 

Kex = Aex, (82) 

where ex = (ab 0'2, ••• , aN )t. Equation (82) is equivalent to 

N 
L 'Y(n - m)am = Aan, 1 ::; n ::; N. (82') 

m=l 

Since K is a symmetric matrix, eq. (82) or (82') has N (not necessarily 
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distinct) real eigenvalues Al ~ A2 ~ ••• ~ AN and a corresponding set of 
N real orthogonal eigenvectors aj = (ajl, ••• , ajN )t, 1 ::; j ::; N. We as­
sume that the eigenvectors are normalized so that aJajl = Ojj', Also we 
can write 

N 
L 'Y(n - m)ajm = Ajajn, 1 ::; n ::; N. 

m=l 

We can now define our sequences I¢j(·)}. Let 

¢.(n) = {aj n' 1::; n ::; N, 
J 0, otherwise. 

Equation (83) is therefore 
N 
L 'Y(n - m)¢j(m) = Aj¢j(n), 1 ::; n ::; N, 

n=l 

which is equivalent to 

1 ::; j ::; N, 

where :n = :n N, and :B = 13 F. This is Theorem 3B. 
Now, for 1 ::; j ::; N, let Cj(·) = 13¢j. Then (86) implies that 

(83) 

(84) 

(85) 

(86) 

cj(n) = Aj¢j(n), 1 ::; n ::; N. (87) 

Thus 
N N 

(Cj, ¢j) = L cj(n)¢j(n) = L Aj¢J(n) 
n=l n=l 

= Aj II ¢j 112 = Aj. 

Further, since the transform of Cj{-) is CjT(f) = rT(f)<pjT(f), the Parseval 
relation (14) yields 

i
l/2T 

Aj = (Cj, ¢j) = T rT(f) <l>jT(f) <PjT (f) df 
-1/2T 

= T S~ I <Pj(f)1 2df. (88) 

From (88), Aj ::; II ¢j 112 = 1 and Aj ~ 0. In fact, if Aj = 0, then <Pj (f) = ° 
for If I ::; F. But, since <Pj(f) is a polynomial in e-i27rfT, it vanishes on an 
interval only if it vanishes identically, which contradicts II¢j II = 1. Thus 
Aj > ° for 1 ::; j ::; N. Since ~{" Aj = trace K = 2WN, the IAj}{" can be la­
beled so that they satisfy Theorem 3A. 

Now Theorem 3C follows from 

(¢j, ¢k) = aJak = Ojk. 

Theorem 3D is established as follows: 
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J
1/2T 

= T rT(f) 4>jT(f) 4>k T(f)df 
-1/2T 

(1) 
= (:B¢j, ¢k) = (:1):B¢j,¢k) 

(2) 
= A j ( ¢ j, ¢ k) = A/) jk . 

Step (1) follows from the fact that ¢k has support on [1, N] so that for 
anya(·), (a, ¢k) = (:1)a, ¢k). Step (2) follows from Theorem 3B. 

To prove Theorem 3F, observe* that 

and 

N 
L Aj = traceK = 2WN 
j=l 

N N 
L AJ = trace (KtK) = L ')'2(n - m). 
j=l n,m=l 

(89) 

Substitution of the formula for ')'(n) (80) and a simple computation 
yields 

N 
L AJ ~ 2WN - 0 (log N), (90) 
1 

as N -- co. Combining (89) and (90), we have 

~~ Ao(1- AO) =~~ AO - A~ < o (logN) ~O (91) 
NT J J NT J J - N . 

Let S = U: 0 < Aj < 1 - oj. Then (91) yields 
lIN N 
N 02 (card S) ~ N ~ Aj(l - Aj) ~ 0, 

which is, on dividing by 02, Theorem 3E. 
Theorem 3F follows directly from Theorems 3A and 3F. Theorem 3G 

is established in Ref. 4. Finally, Theorem 3H follows immediately from 
the definition of the ¢j(.), Aj, 1 ~ j ~ N. 

APPENDIX B 

Saltzberg's Bound 

Saltz berg's Q6und2,3 states that if ~ is a random variable defined by 

j=-oo 

where lajl~CD are i.i.d. copies of the r.V. a, defined by (29), and (lui are 
fixed coefficients, then the moment generating function of ~l 

{
S2o-2} 

Mh(s) = E esh ~ exp T ,s ~ 0, (92a) 

* This trick is used in Ref. 7. 
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where 
co 

crr = Var h = cr; L 71J. (92b) 
j=-co 

The right member of (92a) is the moment-generating function of a 
Gaussian r.v. with zero mean and variance crr. 

Now let ~ = h + ~2' where h is as above and b is a Gaussian r.v. with 
zero mean and variance cr~. Let hand b be statistically independent. 
Then, from Saltzberg's bound (92), the moment-generating function of 
~, 

M,(s) = M'l(S)' M,,(s) ::; exp r: (0'1 + O'~) j, S "" O. 

It follows from the Chernoff bounding technique that, for r > ° 
Pr{~ > r} ::$ exp {- (2,2 2}' (93) 

2 crl + cr2) 
Let us now apply (93) to establish the claims made in remarks iv and 

v in Section V. In remark iv, observe that x (t) is a random variable of 
the form of ~b i.e., a linear combination of the data symbols {aj}. If we 
apply (93) with h = x(t), ~2 == 0, we obtain the inequality of remark 
iv. 

Next consider Remark v. Observe that, due to the linearity of the 
system, the error Cxj - aj is of the form of~, with crr + cr§ = f:J. Thus (93) 
yields 

Pr{(Cxj - aj) > 1} ::$ exp {-;}. 
2f:j 

Since aj -:;C aj, only when I Cxj - aj I > 1, we have 

APPENDIX C 

Pej = Pr{aj -:;C aj} ::$ 2 exp {-;}. 
2f:j 

Theorem 7: Let {<pj(·)},7=l be an orthonormal set of sequences (in 12) with 
support on [1, N]. That is, DN<Pj = <Pj and (<pj, <Ph) = Ojh, 1 ::$ j,k ::$ N. 
Let ipjT(f), -00 < f < 00, be the Fourier transform of <Pj(.), 1 ::$ j ::$ N. 
Then 

N 
L I ipjT(f)12 = N, -00 < f < 00. 

j=l 
Proof: Let v(n) = e-i27rfTn or ° according as n E [1, N] or n ($ [1, N]. 
From the orthonormality of the {<pj}l", we conclude that they span the 
N -dimensional space of complex-valued sequences with support on 
[1, N]. Thus we can write 

N 
v(n) = L vjcf>j(n), 

j=l 
-00 <n < 00, 
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where 

N 
Uj = (U, ¢j) = L u(n)¢j(n) 

n=l 

l.::::;j '::::;N. 
n=-oo 

Furthermore, the orthonormality of the l¢jl also implies 

N N N 
L lu(n)12= L IUjI2= L 1 <PjT(f) 12. 

n=l j=l j=l 

Since I u(n) I == 1, we have established the theorem. 
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Sound Alerter Powered Over an Optical Fiber 
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An optically powered sound alerter has been constructed which 
demonstrates the feasibility of converting optical power into sound 
power with good efficiency and at power levels comparable to those of 
present telephone ringers. The alerter has an overall optical-to-acoustic 
efficiency of about 35 percent at 2 m W of acoustic output power. Optical 
power is converted to electrical power by a 52-percent efficient pho­
tovoltaic detector and then into acoustical power by a 72-percent ef­
ficient electroacoustic tone generator which uses a piezoelectric 
transducer. This demonstration establishes that it is technically fea­
sible to deliver optically, via a fiber lightguide, sufficient power to op­
erate a telephone, since all other telephone signaling functions can be 
accomplished, in principle, with less power and within the context of 
dielectric lightguide technology. For conventional usage, the design 
of a telephone alerter must take many factors into consideration, in­
cluding background noise masking, frequencies not irritating to the 
customer, satisfactory performance for customers with impaired 
hearing, etc. These factors have not been addressed here. 

I. INTRODUCTION 

The potential introduction of lightguide connecting residential and 
commercial premises to central switching offices offers exciting possi­
bilities for communications users. The availability to each customer of 
hundreds of megahertz of inexpensive switchable bandwidth could re­
volutionize telecommunications. One cost barrier to the employment 
of lightguide in the local loop would be eased if the guide could also be 
used to provide the essential functions of ordinary telephone service 
without requiring metallic wires to carry electrical power to the tele­
phone. The possibility would then exist for introducing a lightguide 
telephone system; the essential functions of this system would be pow­
ered from central offices, and broadband services could subsequently 
be added to it in a cost-effective manner. The broadband services and 
non-essential telephone services could be locally powered. 
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The largest technical uncertainty limiting the consideration of di­
electric lightguide for ordinary telephony is power: Can telephone op­
erating power requirements realistically be met by photovoltaic con­
version of optical power emergent from the lightguide? Since the largest 
power demands in a conventional telephone occur when the bell is rung, 
we have given first priority to investigating the power efficiency of an 
optically driven sound alerter. The other essential functions-speech 
signaling and recognition of the telephone hook status-will be discussed 
in a subsequent report. 

II. AN OPTICALLY POWERED ALERTER 

Electromechanical ringers ot the TRIMLINE® and 500D-type tele­
phones produce multitone outputs in the range from 0.4 to 0.6 m W of 
acoustic power; the simultaneous sounding of five ringers (extension 
telephones) produces 2.5 mW of acoustic power; and the SIA "hard­
of-hearing" alerter produces 4 mW of acoustic power. Cost, physical size, 
and customer acceptability of the alerter noise are important features 
in the design of these ringers and in the past have dominated the eco­
nomic importance of high electroacoustic efficiency. However, if the 
acoustic power levels just listed are to be realized (or even approached) 
with optically powered sound alerters, then the attainment of high op­
tical-to-acoustic power conversion efficiency is a matter of paramount 
necessity-at least within the boundaries set by present laser and 
lightguide technology. 

We have fabricated an optical sound alerter demonstration unit, 
shown in the photograph of Fig. I and block diagram of Fig. 2, in which 
optical power from a GaAIAs laser is transmitted through a large nu­
merical aperture, low-loss, optical fiber and is air-coupled into a GaAIAs 
photovoltaic detector! where it generates dc electrical power at 1.0 volt. 
This is converted by attendant circuitry into an audio frequency wave­
form at the terminals of an electroacoustic tone generator which uses 
a piezoelectric transducer. The components are mounted on a 16-in. X 
IO-in. X %-in. Lucite board with compact X-Y-Z positioners used for 
optical alignments. The 0.823-in. high X 1.156-in. diameter Helmholtz 
acoustic cavity was constructed as an integral part of the board, with the 
tone generator acoustic output coupled into the surroundings via a 
Helmholtz air piston consisting of 97 holes of 0.078-in. diameter drilled 
through the 1f4-in. Lucite thickness. A surface-tension microlens, formed 
by wetting the cut end of the optical fiber with a small drop of optical 
cement and curing in ultraviolet light, increased the laser-to-fiber cou­
pling efficiency from 45 to over 60 percent. The photovoltaic detector 
quantum efficiency was improved by applying a thin-film, Zr02, anti­
reflection coating which reduced the net reflection loss to 2.5 percent. 

To simulate conventional telephone ringing, the laser transmitter is 
operated in a 2-second-oN, 3-second-OFF cycle (but is otherwise un-
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Fig. I-Optically power sound alerter demonstration unit. Laser, on the right, is coupled 
by large N.A. fiber lightguide to the photovoltaic detector. Tone generator and high-Q 
inductors for the ringing choke circuit are at lower left. 

modulated), causing the alerter to respond similarly. These periodic 
bursts of optical power are converted into electrical power by the pho­
todetector, and this power is converted into an audio signal by a free­
running, 2.O-kHz nominal frequency, astable multivibrator and an 
acoustically damped, ringing-choke circuit whose capacitive element 
is the tone generator. A portion of the acoustic response curve of the tone 
generator at room temperature is shown in the inset of Fig. 2. A raucous, 
buzzer-like sound is produced by a second multivibrator which sweeps 
the audio frequency over a ±lOO Hz interval about 1.98 kHz at a 30-Hz 
rate. The ringing-choke and frequency-control circuits are operated 
directly from the photovoltaic detector output terminals. 

Selection of the 2-kHz tone generator was based on measured com­
parisons of its acoustic output power with that of similarly designed 
1.0-kHz and lA-kHz tone generators, the results being qualitatively 
consistent with acoustic efficiency scaling laws. The ±lOO-Hz frequency 
modulation ameliorates some of the more irritating effects associated 
with the use of a single, unmodulated tone-e.g., strong standing waves 
(and hence dead zones) in a room, an intensely piercing sound, and 
masking of the alerter sound if the noise environment contains pure tones 
of similar frequency. The expedient adopted for this demonstration is 
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Fig. 2-Schematic of sound alert demonstrator. Laser is battery-operated, with a timing 
circuit controlling the 2-second-ON, 3-second-oFF ringing cycle. Optical acoustic efficiency 
was measured with the ±100-Hz sweeper disconnected and the optical fiber replaced by 
lenses. A 45F transistor is used for T 1• The values of L1. L 2, and C1 are 0.24h, 0.16h, and 
0.0033 J.Lf for 1.98-kHz operation. The tone generator room temperature acoustic output 
power at 5.0 V rms is shown in the inset for a limited frequency range. 

a departure from usage in existing multi tone telephone ringers, which 
incorporate widely spaced frequencies in the range 750 to 1600 Hz to 
satisfy human factors criteria. Our optical techniques can be extended 
to multitone systems with some loss in electroacoustic efficiency. It 
should also be noted that the volume occupied by the present tone 
generator and the high-Q inductors of the ringing choke circuit is larger 
than that consumed by conventional electromechanical telephone 
ringers. 

III. EFFICIENCY 

As seen from the Fig. 2 inset, the tone-generator output power varies 
by about ±5 percent over the ±100-Hz swept band. To obtain a definite, 
single-frequency result, the sound alerter optical-to-acoustical power 
conversion efficiEmcy was measured at 1.98 kHz with the ±100-Hz 
sweeper disconnected. This sweeper consumes approximately 3 percent 
of the photovoltaic output power when used in the sound alerter dem­
onstration unit. Accuracy in the efficiency measurements required that 
the optical fiber be replaced by a lens system which focused the A = 0.801 
JLm laser output, with correction for astigmatism,2,3 onto the photovoltaic 
detector. (Auxiliary measurements show that the fiber-to-detector 
coupling efficiency exceeds 95 percent.) Optical powers were measured 
with a thermopile whose calibration against a pyroelectric radiometer 
of ±0.5 percent absolute accuracy agreed to within ±1.1 percent with 
its standard lamp calibration. Acoustic powers were measured as func-
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tions of frequency and rms voltage in an absolutely calibrated anechoic 
test chamber. Electroacoustic efficiencies were obtained from this cal­
ibration and the voltage and current waveforms and phase angle at the 
tone generator. 

A summary of the optical, electrical, and acoustic powers and power 
conversion efficiencies obtained in this measurement is given in Fig. 3. 
The overall efficiency, defined as the total sound power divided by the 
optical power incident onto the photovoltaic detector, achieves a max­
imum value in the range 33 to 36 percent at acoustic powers in the 
neighborhood of 2.1 m W. With our present unsophisticated circuits, the 
alerter efficiency decreases slowly and uniformly as the acoustic (or 
optical) power is lowered, and it decreases abruptly if the power is raised 
too high. This behavior follows from the shape of the photovoltaic V-I 
curve and from the fact that the ringing choke circuit presents a load at 
the detector output terminals which is nearly independent of optical 
power and which permits optimum photovoltaic efficiency to be achieved 
only over a narrow optical power range. Thus, the total acoustic power 
of 2.1 m W might be distributed among three or four alerters ringing si­
multaneously' but only if the present circuit were modified to maintain 
an optimum efficiency impedance match to the photo detector. Reali­
zation, in the present arrangement, of a previously attained "best" value 
of photovoltaic efficiency! could raise the overall efficiency into the 37 
to 40 percent range. 
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Fig. 3-Power and efficiency. (a) The indicated values represent optical power incident 
onto detector, detector dc output power, circuit audio frequency power into tone generator, 
and tone generator total radiated acoustic power at 1980 Hz. (b) The photovoltaic efficiency 
was 52 percent, and the tone generator efficiency was 72 percent for the results cited in 
this paper. A value of 58 percent has been measured on another detector of this type, and 
the present tone generator can provide 75 percent electroacoustic efficiency (over a nar­
rower frequency band) by increasing its cavity height to 0.861 inch. 
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IV. EXTRAPOLATION TO FUTURE TECHNOLOGY A POWER ESTIMATE 

The losses expected for the large N.A. fiber at the 0.80l-/.lm wavelength 
used in the present demonstration alerter exceed 6 dB/km. Thus, even 
with perfect laser-to-fiber and fiber-to-detector coupling, at least 5 watts 
of optical power would be needed at the input end of a 5-km fiber to 
produce 5 mW of light at the photodetector, a large power indeed. 
However, fiber losses as low as 1.2 dB/km have been reported4 at wave­
lengths near 0.9 /.lm, which are attainable with GaAs lasers and photo­
detectors, and as low as 0.5 dB/km at wavelengths near 1.3 /.lm, which 
are attainable with InxGl-xAsyPl-y devices. 

For purposes of estimating the power that might eventually be needed 
at the central office to operate one optically driven sound alerter, we will 
consider the more optimistic case corresponding to 1.3-/.lm wavelength. 
In expectation that multi-junctionS InGaAsP photovoltaic detectors can 
be constructed whose power conversion efficiency will be comparable 
to that of the present GaAs detector, we arrive at the values listed in 
Table I. 

A 10-percent efficient InGaAsP laser driving a 5-km loop needs to 
draw only 0.10 watt during the alerter sounding (and considerably less 
during speech communication). For comparison, we note that present 
Bell-System-wired telephones draw at least 20 rnA from a 50V battery, 
i.e., 1 watt, when operating, and they require more to ring. 

The alerters on conventional extension telephones are rung simulta­
neously, but the correct engineering approach to ringing several optically 
powered telephones in one location is not obvious. A l-second-oN, 
2-second-OFF ringing sequence with appropriate circuits to switch be­
tween extensions would permit the ringing of three telephones with the 
same power as noted in Table I, provided the 2-second delay between 

Table 1 - Central office power for A. = 1.3/.lm laser to operate one sound 
alerter 

Assumed acoustic power per alerter 
Tone generator electroacoustic efficiency 
Dc-to-audio circuit efficiency 
Photovoltaic power conversion efficiency 
Fiber-to-photodetector coupling efficiency 
Optical power required at fiber output end 
Fiber loss (N.A. = 0.2) 
Cabling losses (including splices) 

Total medium loss 
Laser-to-fiber coupling efficiency 
Optical power required at central office for fiber length of: 

* Present best value, near 2 kHz. 

= 0.6mW 
= 75 percent* 
= 90 percentt 
= 58 percentt 
= 93 percent 
= 1.65 mW 
= 0.5 dB/km 
= 0.8 dB/km 
= 1.3 dB/km 
= 80 percent 

lkm2.SmW 
2 km3.8mW 
5km9.2mW 

10 km 41.2 mW 

t Assumes that circuit load line is matched to photovoltaic optimum power point for 
the optical power actually used. 

t Assumes that multi-junction photovoltaic efficiency can be made equal to single 
junction efficiency. 
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ringing the first and third telephones is tolerable. The ringing of more 
extensions and of a hard-of-hearing alerter would probably require the 
assistance of local power, as would additional services such as wideband 
video. 

One reason for examining the possibilities of optical systems in the 
loop plant, in today's time frame, stems from the expanded services to 
telephone subscribers which are implicit in the hundreds of megahertz 
of switch able fiber bandwidth. Beyond this, there are many technical 
advantages, including freedom from lightning strikes (low voltage 
electronics), power line pick-up, and problems with potentially dan­
gerous electrical pick-up from customer-provided electrical equipment. 
Optical loop systems would be more difficult to tap and thus somewhat 
more secure than wired systems. They may also exhibit compelling cost 
advantages and power savings, but today's technology is much too ru­
dimentary to permit firm predictions. 

V. SUMMARY 

We have measured an optical-to-acoustic power conversion efficiency 
of 33 to 36 percent on an optically powered sound alerter driven by a 
O.801-j.tm wavelength laser. Assuming that comparable efficiency can 
be attained in the 1.3-j.tm wavelength range of low fiber-lightguide losses, 
this result suggests that the optical powering of telephones over glass 
fibers may in the future be technically feasible for loop lengths up to at 
least 5 km-in the sense that the other essential station set signaling 
functions can be performed compatibly with an all-dielectric technology 
at less power than that consumed by the sound alerter. 

Since the high efficiency is made possible by restricting the alerter 
acoustic output to a narrow range of high frequencies, the tone quality 
of optically driven alerters would not be expected to equal that of con­
ventional electromechanical ringers. Also, it is unclear, with limited 
optical powers, how best to handle the problems of ringing extension 
telephones and hard-of-hearing alerters. 
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