






































































































































































































































































































































The TOUCH-TONE service receiver circuit pack contains the re­
ceivers, tone circuits, and network ports via an 8- by 16-bit first-stage 
switch (Fig. 13) necessary for stand-alone operation. Provision for up 
to six receiver circuit packs exists in each frame with equipage based 
on the number of equipped lines. 

The miscellaneous scan and distribute circuit pack provides 24 scan 
points and 32 distribute points required by the system for scanning 
and distributing capability, such as testing functions and office alarms. 
With provision for up to four scan and distribute boards per frame, a 
single frame can be equipped with 128 distribute points and 96 scan 
points. 

3.2 Frame growth/options 

The RSS frame contains 19 separate lists required for system growth 
and optional features. These lists are designed to provide an easy 
means to engineer the RSS frame equipage and can be divided into 
three basic categories: basic frame equipment and optional units (lists 
1 to 4), apparatus required for system growth (lists 5 to 10, 13 to 16), 
and apparatus required for optional features (lists 17 to 21). 

IV. BUILDINGS AND ENCLOSURES 

4. 1 Floor plans 

A fully equipped RSS frame (1024 lines) weighs approximately 1100 
lb, which includes 100 lb for interframe cabling and overhead cable 
racks. The resulting floor loading is 90.25 lb/fe, figured using a 2-ft 
operating aisle space and a 2-foot 6-inch maintenance aisle space. A 
second frame can be added to provide growth to 2048 subscriber lines 
and 240 channels. When two frames are used, the two frames must be 
adjacent because of lead length restrictions on common circuitry. 

The compact size of the lOA RSS remote terminal frame permits a 
number of different enclosure options, such as the reuse of an existing 
building, construction of a new modular building, or an electronic hut 
for pair-gain applications. In many CDO applications, it will be possible 
to reuse the existing building, power plant, and main distributing 
frame, in which case floor space need only be provided for the RSS 

frames and a bay or two of miscellaneous equipment. Figure 20 shows 
a typical CDO replacement floor plan after the sxs equipment is 
removed. 

The RSS frame has been designed to meet all central office environ­
mental operating requirements as outlined in the New Equipment 
Building Systems (NEBS) building specifications. The RSS equipment 
design objectives require a normal operating ambient temperature of 
40 to 100°F with short-term limits of 35 to 120°F for up to 72 hours. 
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Fig. 20-Typical RSS floor plan as a eno replacement (800 lines step-by-step office). 

Relative humidity can vary from 20 percent to 55 percent, with short­
term limits of 20 percent to 80 percent. 

For pair-gain applications, a new enclosure called an electronic 
equipment enclosure will be available. This enclosure contains suffi­
cient space for two RSS frames, two miscellaneous equipment bays, a 
-48 volt power plant, a main distributing frame, and a cable entrance 
facility. Preinstallation of equipment at a service center prior to 
shipment may be provided which should offer a shorter, more uniform 
installation with reduced shipping costs. Fig. 21 shows the floor plan 
for the electronic enclosure. 

4.2 Electronic equipment enclosure 

The electronic equipment enclosure is a building-like enclosure 
which can be used for both large pair-gain applications and new wire 
centers where no existing structure will generally be available. This 
shelter has floor dimensions of approximately 10 by 20 ft and can be 
erected with various optional architectural facade treatments, which 
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Fig. 21-Remote Switching System floor plan (electronic equipment enclosure). 

Fig. 22-Typical electronic equipment enclosure. 

are expected to satisfy the aesthetic needs of most applications (Figs. 
22 and 23). 

The electronic equipment enclosure is capable of accommodating 
two RSS frames providing 1536 lines (2048 maximum). To avoid the 
need for traffic balancing, pair-gain applications are limited to 1536 
lines. Standard central office environment (temperature between +40 
and 100°F, maximum long-term relative humidity of 55 percent) is 
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maintained over an external ambient of -40 to 120°F by the heating 
and air conditioning equipment. A modular l3lB power plant consist­
ing of three 35A rectifiers, a control unit, and two high-gravity lead­
calcium battery strings will provide approximately 14 hours of reserve 
at 32°F and 8 hours of reserve at -10°F for 2 fully loaded RSS frames. 

4.3 External interfaces 

Because of the compact nature of the RSS frame, a large number of 
external interfaces must be made via interframe cabling. All cabling is 
connectorized at the No. lOA RSS end to simplify field installation, 
testing, and unit repair by allowing front removable units to be easily 
replaced. External interfaces to a single RSS frame consist of: 

Type 

Subscriber tip and ring 
T carrier (in) 
T carrier (out) 
N carrier (in) 
N carrier (out) 
Scan points 
Distribute points 
Ground start appliques 
D4 special services 
Miscellaneous 

Number of 
Pairs 

1024 
5 
5 

240 
240 
96 

128 
128 

16 
13 

V. RELIABILITY ASPECTS OF NO. 10A RSS 

5.1 The RSS outline block diagram 

In the RSS outline shown in Fig. 24, the following items are worth 
noting: 

., The RSS is equipped with a duplicated controller group. The 

Fig. 23-Typical electronic equipment enclosure. 
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Fig. 24-Remote Switching System block diagram. 

controller group consists of memory, microprocessor, and data 
link circuit packs. Failure of a duplicated group will affect the 
entire office and total service outage will occur. 

o Replicated junctors, universal service circuits, fan-out circuit 
packs, and voice channels are provided. The failure of some of the 
replicated units will cause traffic problems, but customer outage 
will not take place. Should all replicated units fail, an entire office 
outage will occur, although this has a low probability of occur­
rence. 

o Line interface circuit packs are dedicated to customers. Each 
circuit pack has eight circuits, each of which is dedicated to one 
customer. Failure of a circuit deprives one customer of service. In 
the event of a common circuit failure, all eight customers are 
affected. 

o Automatic fault detection, periodic diagnostics, per-call test, and 
internal analysis are also provided for diagnostic purposes. 

5.2 Failure modes in No. 10A RSS 

Any of the following will cause total service outage: 
(i) Simultaneous failures of both controllers and data links (DLIS). 

(ii) Failure of all of the following circuit packs: 
(a) Grid-Junctors (G-Js) 
(b) Fan-Outs (FOS) 
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(c) Universal Service Circuits (uscs) 
(d) Line Interfaces (LIS) 
(e) Channel Interfaces (CIS). 

(iii) Failure of the following items related to power: 
(a) Both -48 volt office buses 
(b) All +24 volt converters 
(c) Both of the +5 volt converters dedicated to the micropro­
cessors 
(d) Both multivoltage converters dedicated to the DLI, FO, 

and CI 
(e) Both +5 volt peripheral converters. 

Partial service outage will occur under the following conditions: 
(i) Greater than 10 percent service degradation 

(a) Failure of two mating fan-out boards will affect 128 lines 
(eight LIS from each side will be affected). 
(b) Failure of two mating fan-out boards will affect 512 lines 
(four USCs from each side will be affected). 
(c) Failure of any two fan-out boards, one from each side (will 
bring 128 lines down if LI is affected and 512 lines down if usc 
is affected). 

(ii) Greater than 1 percent service degradation 

A blown fuse will affect 64 lines. 
(iii) Greater than 0 percent service degradation 

A component failure on the LI board may affect service of as many as 
eight customers. 

5.3 Mean repair time 

It is difficult to determine the repair time for various types of 
troubles for an unstaffed office, but, a general formulation can be made 
based on No.1 ESS experience. The formulation includes the travel 
time required to dispatch a craft person and the degree of difficulty 
encountered in the repair of the trouble. From ESS experience thus far, 
the average repair time for staffed offices is two hours. For unstaffed 
offices, the calculations must include a 2-hour travel time for the craft 
person. Therefore, the mean repair time for No. lOA RSS was assumed 
to be four hours. 

5.4 Failure rates for No. 10A RSS circuit packs 

In evaluating the reliability of RSS, it was necessary to obtain failure 
rates on all components under typical office conditions. These rates 
were obtained from the Bell Laboratories Reliability Information Note 
Book, KS specifications for commercial devices, advice from various 
Bell Laboratories device engineers, and some field data. They did not 
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include software induced outages, errors on the part of craft persons, 
or unusual environmental conditions such as lightning, earthquake, 
fIre, etc. The study concerned itself only with the electronic functioning 
of system components. 

Mean failure rates are assumed to be constant, although they tend 
to decrease with an increase in time. For a long-term reliability study, 
the steady state portion of the bathtub curve is assumed (see Fig. 25). 
In this case, the components on all of the circuit packs were studied to 
determine the failure rate for each. The results are shown in Table I. 
For a 1024-line, fully equipped RSS frame, the data show that 

(i) approximately half of the total FITS* are attributed to LI 

packs (FE101), which is directly related to customer line performance 
(every ten weeks one LI will fail), 

(ii) about seven percent of the total system FITS come from . 
controller groups, which are duplicated and do not seem to have 
serious consequences in terms of service loss to customers (they may 
have an impact on maintenance schedule for Bell Operating Compa­
nies), 

(iii) fan-outs, uscs, and G-J circuit packs constitute one-third of 
the total system FITS (here again, the consequences are not serious), 
and that 

(iv) FITS associated with automatic diagnostic features, fault de­
tection, and internal analysis constitute about 10 percent of the total 
FITS. 

Analyzing FITS from various components on RSS circuit packs (see 
Table II) shows that 

(i) most of the failures come from integrated circuits. The con­
troller group (FE107, FE109, FEl13, FE123) shows a high usage of ICS, 

• FITS = Failures in one billion hours. 
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Table I-Plug-in failure rates (1,024 lines, 120 channels fully 
equipped office) 

No. of Percent of 
Circuit No. Circuit Name Circuits System FITS MTBF* (yrs) 

FE101 LI 128 44.6 0.21 
FEI02 G-J 16 8.5 1.08 
FEI03 CI 30 5.3 1.73 
FEI04 FO 32 12.4 0.75 
FEI05 USC 16 8.7 1.06 
FEIv6 BOS 16 3.7 2.50 
FE107 DLI 2 0.4 23.30 
FEI08 GS 4 2.9 3.20 
FEI09 PROC I 2 1.6 5.65 
FEllO MEMI 4 2.4 3.82 
FEl11 TR 5 1.0 8.93 
FE1l2 TI-ALI 5 1.0 9.19 
FE1l3 PROC II 2 0.8 11.57 
FE114 TOUCH-TONE 6 1.1 8.38 

service receiver 
FE1l5 ROH 1 0.2 42.18 
FE1l6 PAB 1 0.3 34.08 
FE1l8 RLTI 1 0.2 37.55 
FE1l9 RLTII 1 0.2 45.53 
FE120 MSD 4 2.4 3.90 
FE123 MEMII 4 2.3 4.35 

Steady state total FITS = 1,234,563 (MTBF* = 28 days) 

* Mean time between failures. 
In terms of customer service effect, the LI boards are of most concern, since they 

account for about 50 percent of the total system FITS. 

Table II-Percent FITS in RSS 

components 
Percent 

Components FITS 

ICS 43 
Capacitors 29 
Relays 7 
Others* 21 

* Transistors, transformers, resis­
tors, diodes, etc. 

which account for approximately 90 percent of the total controller 
FITS, 

(ii) the second highest number of failures comes from capacitors 
and in LI boards, tantalum capacitors contribute about 42 percent of 
total LI FITS, and that 

(iii) the contribution of all other components, including power 
converters, to failures (FITS) is small. 

5.5 Downtime predictions for No. 10A RSS 

To determine downtime for any system, the following parameters 
must be studied: 
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Table III-Remote Switching System performance in 
relation to downtime 

Service Outage 
(Percent) 

100 
100>x2:10 
1O>x2:1 
l>x2:0 

* (8 customers affected) 

Objective for 
Downtime 
(min/yr) 

3 
10 
21 
53 

Expected RSS 
Downtime 
(min/yr) 

0.025 
0.107 
1.32 

134* 

Table IV-Line circuit downtime 

Line Circuit Spare Description 

One spare for 31 circuits 
One spare for 255 circuits 

* N ote: Average repair time = 4 h. 

• Failure rates of components 
., Repair time for various troubles 

Downtime* (min/yr) 

With 
Spare 

0.03 
0.27 

Without 
Spare 

1076 
1076 

o Status of subsystem, i.e., Simplex or Duplex, etc. 
These parameters determine the availability or unavailability of the 

subsystem or system. The method of determining downtime is shown 
in the Appendix. The results of downtime calculations are shown in 
Table III. From the results, the following comments are pertinent: 

o For the entire system, the standard of no more than three minutes 
per year downtime is adequately realized. The downtime, because 
of hardware troubles, is 0.025 minutes per year. 

• Partial system downtime can be caused by simultaneous outages 
of fan-out boards, which is a remote possibility. However, the 
objectives are met for customer groups greater than ten percent. 

o For less than 1 percent of the total customers, the downtime 
objective is met by having a switch able circuit for every 31 circuits, 
or 255 circuits. Downtime calculations made suggest that sparing 
makes downtime almost negligible. (See Table IV.) 

5.6 No. 10A RSS burn-in considerations 

The interval between RSS ship-date and service is much shorter (four 
weeks) than that for most electronic switching systems. Also, the No. 
lOA RSS is unstaffed and may be situated in a hut that, instead of air 
conditioning, merely has an exhaust fan to circulate the air and bring 
the ambient temperature close to the outside temperature. Therefore, 
it is imperative that No. lOA RSS perform near its steady state relia­
bility objective prior to service. This can be accomplished by various 
burn-in procedures. 
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To eliminate early failures, burn-in in the factory at the circuit pack 
level, as well as at the frame level, appears to be the most economical 
approach, in which case marginal and weak components are weeded 
out. The following assumptions are made in order to arrive at burn-in 
procedures: 

(i) The majority of circuit pack components obey the following 
relationship: 

where 
A = FITS corresponding to time t, 

Al = FITS corresponding to time tI, 
m = constant for components, m = -1.2, and 
A corresponds to the steady state failure rate, which takes place at 

tl = 4400 hours (6 months) of system operation. 
(ii) Burn-in failures are the result of manufacturing errors and 

material defects. 
To accelerate failures, temperature burn-in, heat test, and power 

cycling are the burn-in methods used for No. lOA RSS, and are based 
on other Bell System experience. 

Steady-state failure rate data for No. lOA RSS plug-ins show that 
early failure rates can be estimated using the assumptions just de­
scribed. Figure 26 shows the relationships among instantaneous failure 
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Fig. 26-Relationship between instantaneous failure rate, cumulative failures, and 
operating time. 
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rates, cumulative failures, and time of No. lOA RSS plug-ins subjected 
to operating stresses. The estimated number of failures for a fully 
equipped, 1024-line RSS frame is 115 within the first six months of 
operation in the field with no burn-in. Of course, some failures will be 
eliminated during system test and installation and before cutover. 
However, such failures are costly and place a burden on system test 
engineers and installers which, in turn, lengthens the duration of 
testing and installation. Based on this logic, it is assumed that the 
strategy of having failures occur during system test and installation 
for a system with no burn-in is offset by increased system test and 
installation interval. 

The burn-in procedures for No. lOA RSS were intended to eliminate 
85 percent of the failures in the factory. Table V and Fig. 26 show the 
burn-in procedures, acceleration factors, and failures eliminated. The 
economic analysis shows that a substantial net gain to the Bell System 
results because of the burn-in procedures. 

5.7 Sparing philosophy for No. 10A RSS 

As the price of plug-in modules increases with the advent of elec­
tronic systems and increased component density on plug-ins, a need 
for a sparing philosophy based on plug-in reliability appears to be 
necessary. To determine the spare requirements for RSS plug-ins, the 
Erlang-C traffic model is used, in which the spare requirements is a 
function of plug-in failure rate, turnaround time (spare replacement 
interval), and the service continuity objective (availability of spares 
when needed). 

The main emphasis of the No. lOA RSS sparing philosophy is on 
quality of service to a customer or a group of customers and on 
economics. Based on these considerations, the plug-ins were divided 
into three classes: 

Class I. Plug-in modules with frequent occurrences of failure. 
Class II. Plug-in modules whose failure can cause partial or total 

Table V-Factory burn-in 

Burn-in Procedure 

1. Temperature burn-in, all plug­
ins 60°C, 6 h 

2. Heat test RSS frame 50°C, 48 h 
3. Power-cycling* RSS frame 3 h on, 

1 hoff, 10 cycles 

Accelera-
tion Factor 

3.4 

6.1 

Failures 
Elimi-
nated 

64 

33 
7 

(See Fig. 3) 

A toB 

Bto C 
CtoD 

* An acceleration factor of 8 can be estimated from data set experience at Bell 
Laboratories. More important, however, is that power cycling eliminates device failures 
that are caused by a unique mixture of thermal, electrical, and fatigue-type alternating 
stresses. Temperature burn-in alone may not be able to eliminate all marginal compo­
nents based upon Arrhenius relationship. 
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service outage. This, of course, is a serious category in terms of spare 
requirements. 

Class III. All other plug-ins whose failure would affect traffic 
capacity, quality of service, or system maintenance. 

The classification of No. lOA RSS plug-ins, based on these defini­
tions, are listed in Table VI. 

In using the Erlang-C model for RSS, the relationship between the 
service continuity objective or availability and the load offered to 
inventory (L) is shown in Fig. 27. When the spare quantity required is 
less than or equal to one spare, two spares are assigned, with the 
additional spare acting as a "spare for a spare." When two or more 
spares were required, an additional spare was not provided. 

The availability of the spare was taken to be 0.99, which means that 
once in 100 repairs there is no spare available. The failure rates and 
mean time between failures (MTBF) for all No. lOA RSS plug-ins, 
showed this availability level of 99 percent to be more than adequate 
for system operation. The condition of having no spares for all plug-

Table VI-Spare philosophy classification and spare 
requirement 

FE Cir- Inventory No. of 
Classifica tion cuit Circuit Name Load* Spares 

101 LI 1.44 6 

II 104 FO 0.52 4 
107 DL 0.12 2 
lOB GS 0.09 2 
109 MPA 0.051 2 
110 MEMI 0.078 2 
111 TR 0.033 2 
112 ALI 0.033 2 
113 MPB 0.027 2 
123 MEMII 0.069 4 

III 102 G-J 0.276 3 
103 CI O.lBO 2 
105 USC 0.2B2 3 
106 BOS 0.120 2 
114 TTR 0.036 2 
115 ROH 0.006 2 
116 PAB 0.009 2 
118 RLTI 0.009 2 
119 RLTII 0.006 2 
120 MSD 0.078 2 

Converters 
II 131Nl 0.024 2 

III 131Ll 0.918 2 
J 573BO-C-lLI 0.036 2 
130L 0.006 2 

* Inventory load = 
spare replacement interval 

mean time between repairs 
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Fig. 27-Relationship between unavailability of spares and load on inventory. 

ins, except the line interface (FEIOI) circuit pack (see Table VI), occurs 
less often than once every 40 years. 

S.B Sparing strategies: economic consideration 

Sparing strategies depend mainly on the geographical location of the 
RT, on economics, and on service quality objectives. Three strategies 
are possible for the No. lOA RSS: 

(i) Spares at both RT (Class I) and at host (Class II and Class III). 
(ii) Spares at both RT (Class I) and at see (Class II and Class III). 

(iii) Spares at RT (Class I), host (Class II), and at see (Class III). 
The strategy to be selected is a judgmental matter and is a Bell 

Operating Company decision that is primarily based on the geograph­
icallocation of the RT and on economics. 

The sparing strategy (ii) is economically superior to (i) and (iii) 
and it meets the service quality objectives. The normalized price per 
RT for these strategies is shown in Fig. 28. With the increase in RTS per 
host and in hosts per see, the spare price per RT decreases. However, 
the price differences between strategies (ii) and (iii) are insignificant. 
Strategy (i) is uneconomical when there are only a few RTS, but it is 
an important strategy for situations where the see is too far from the 
host and the host is in the vicinity of all the RTS. Strategy (ii) appears 
to be economical and convenient to manage if the distances between 
the RTS and the see do not require craft persons to travel more than 
two hours to keep downtime within acceptable limits. Strategy (iii) 
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appears to be an acceptable solution if the distances involved between 
the RT and host are not overly significant and see is relatively far away 
from the RT and host. 

5.9 Summary of reliability aspects of No. 10A RSS 

(i) Service requirements are met in areas where the units are 
duplicated and replicated. 

(ii) Burn-in in the factory must be performed to economically 
eliminate weak components and improve customer service. Steady­
state reliability is achieved by cumulative lOO-hour burn-in. 

(iii) Spare requirements can be determined using the Erlang-C 
traffic model, where reliability information becomes a key parameter. 
Economical sparing strategy can be formulated by keeping spares at 
the RT, as well as at the see. 
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VI. SUMMARY 

Each aspect of the No. lOA RSS physical design serves to ultimately 
provide a low-cost, small-size highly reliable electronic switch. Inter­
connection technology selections were made to achieve low cost and 
small size. Frame layout partitioning and growth were devised to 
reduce equipment growth and to maximize plug-in apparatus, which 
decreases engineering and start-up cost. The resulting small equipment 
size maximizes the reuse of existing buildings or allows for the use of 
a small portable modular building. Circuit partitioning, sparing philos­
ophy, and burn-in procedures ensure ESS central office service objec­
tives, while providing low-cost maintenance. 

APPENDIX 

Downtime Calculations 

A = Availability of a system . 
..4 = Unavailability of a system. 
A+..4=1. 
A = fl/A + fl . 
..4 = A/A + fl. 
A = Failure rate. 
fl = Repair rate. 
Expected down time 

= (..4)(8760)(60) min/yr Simplex Model. 
= (..4)2(8760) (60) min/yr Duplex Model. 

Expected down time in case of N duplicate units 
= (..4)N(8760)(60) min/yr. 

Example 

Consider a subsystem with 50,000 FITS, repair time = 4 h. 
A = (50,000) (l0-9) failures./h. 
fl = 0.25 repairs/h. 

Expected down time 
= 105 min/yr (Simplex). 
= 0.021 min/yr (Duplex). 
= 0.42 by 10-7 min/yr (Triplex). 

564 THE BELL SYSTEM TECHNICAL JOURNAL, APRIL 1982 



Copyright © 1982 American Telephone and Telegraph Company 
THE BELL SYSTEM TECHNICAL JOURNAL 

Vol. 61, No.4, April 1982 
Printed in U.S.A. 

No. 10A Remote Switching System: 

Remote Terminal Firmware 

By D. A. ANDERSON, D. R. FULLER, D. R. HANSON, and 
R. B. SCHMIDT 

(Manuscript received April 29, 1980) 

The No. lOA RSS remote terminal (RT) is a part of a distributed 
telephone switching system consisting of one or more remote terminals 
controlled by a host ESS via data link communication. The RT is a 
microprocessor-based peripheral controller acting as an extension of 
the host network. The RT firmware contains a process-oriented oper­
ating system. Ringing and other high-power signals are supplied by 
universal service circuits used in a time-sharing arrangement. The 
RT firmware is responsible for scanning lines and reporting supervi­
sory state changes to the host. These changes are reported over either 
the data link or a channel, depending on the state of the line. If data 
link communication fails, the RT leaves the normal master/slave 
mode and enters a special stand-alone mode to provide a POTS -type 
intra-RT service. 

I. INTRODUCTION 

The No. lOA RSS RT acts as an intelligent peripheral controller which 
follows call processing and maintenance orders sent over the data link 
from the host processor. In addition, the RT performs a large number 
of autonomous maintenance activities to ensure that all of its functions 
are being done correctly. In the event that data link communication 
with the host is lost, the RT is also designed to enter a stand-alone 
mode that provides simple intra-RT call service to its connected cus­
tomers. 

As with other telephone switching systems, high availability is also 
a requirement in the RT. This is achieved in part by duplication of the 
data link and duplication of the microprocessor controller (processor, 
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memory, peripheral access). The normal state is for one data link to 
be active and the other standby and for one microprocessor to be 
active and the other standby. Normally, the standby microprocessor 
is in a halted state that allows the active microprocessor to write 
simultaneously into both the active and standby memories. This keeps 
the standby memory up-to-date in the event that it is necessary to 
switch microprocessors. A certain portion of the RT firmware is devoted 
to the management of these duplicated units to ensure that the RT is 
in a working configuration and is capable of recovering from a hardware 
fault in one of these units. 

In the development of the RT firmware, several program design 
techniques were used in an attempt to produce a more understandable, 
maintainable, and easily debugged code. These techniques included 
peer reviews at the program requirement, design, and code levels, 
extensive use of the high-level language C, and modular hierarchical 
program structures. Modules were coded as C functions or as assembly 
language subroutines using the same linkage conventions as the C 
compiler. Module coding standards were very important and helped 
the many programmers involved produce a uniformly good and under­
standable product. Coding standards required a comment prologue at 
the beginning of each module describing its purpose and inputs and 
outputs. Also important were the use of structured control constructs, 
with proper indentation, and the elimination of unnecessary "go-to's." 
Module sizes were normally kept to a couple of pages of program 
listing for understandability. 

II. OPERATING SYSTEM STRUCTURE 

The techniques described above are sufficient for programming a 
single task well. However, since in the RT many tasks must execute 
concurrently, the concept of an operating system becomes attractive 
to solve the complex problems that arise in a multitask environment. 
Also the local data hiding aspects of processes and the global data 
hiding aspects of monitors provide a good structure to limit and control 
interactions between tasks. 

A process has a single entry point, which is called by the operating 
system, and returns when it is done. A process reads and writes only 
its own local (private) data and communicates with other processes 
through monitors. A monitor reads and writes global (shared) data and 
consists of the set of routines allowed to read or write a particular 
global data area. A monitor routine is passive in the sense that it only 
executes when called by a process. Monitors are necessary when two 
or more processes must communicate and perform the function of 
hiding the global data structure where the communication actually 
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takes place. Monitors are especially useful in the RT to hide the data 
structures necessary for seizing and releasing peripheral resources. 

2. 1 Scheduling mechanisms 

The operating system supports three general categories of program 
activity: (i) base level, (ii) interrupt level, and (iii) reset level. Most 
processes execute at base level under control of the base-level sched­
uler. The operating system is nonpreemptive in that processes give up 
control voluntarily. The interrupt and reset levels are entered only as 
the result of a hardware interrupt. Interrupts always return to the 
point of interruption, whereas resets, which are caused by error con­
ditions, may not return to the point of interruption. Each interrupt 
enters a separate program structure with its own stack and is overseen 
by a handler that performs the simple process scheduling required for 
that level. 

The base level scheduler is actually a hierarchy consisting of a main 
scheduler and several subschedulers. The main scheduler provides two 
general forms of priority: (i) classed priority and (ii) timed priority, 
where priority simply means the frequency at which a process receives 
control. Under classed priority a process may be in one of three classes 
termed A, B, and C. Class A processes receive control twice as often as 
class B and four times as often as class C, according to the sequence 
ABACABA which is repeated endlessly. Under timed priority, a proc­
ess receives control at fIxed time intervals with a minimum period of 
once every 100 ms to a maximum period of once every 24 hours. The 
fIxed time interval must be a multiple of 100 ms, 1 second, 1 minute, 
or 1 hour. 

The class C-to-class C time interval is approximately 50 ms under 
no load and increases as the load increases. Timed scheduling is 
performed as required between the scheduling of each class with a 
maximum rate of once per class (or equivalently, 8 times per C-to-C 
cycle). When the C-to-C cycle time exceeds 800 ms, the system is in 
overload and some random 100-ms work cycles will be skipped. Each 
process when called gives up control voluntarily and is designed to 
keep most of its time segments under 10 ms. As protection against 
insane processes, a hardware sanity timer causes a reset if not restarted 
frequently by the operating system. 

The base level scheduling algorithm has been kept fairly simple to 
minimize the overhead consumed by this portion of the operating 
system. Basic scheduling information is kept in a set of vector tables 
defIning entry points and a set of cycle tables defIning frequency of 
entry. These tables are built at compile time and, thus, defIne perma­
nent scheduling information. This table-driven approach has the ad­
vantage of being easy to administer whenever changes are made. 
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Interrupt level is used to provide control for those processes that 
have critical timing requirements. The two normally occurring inter­
rupts are the active data link interrupt and the IO-ms interrupt. A data 
link interrupt occurs each time the data link hardware is ready to 
transmit or has received a byte of information. Received bytes are 
buffered at interrupt level for later examination at base level where 
complete data link input messages are routed to the appropriate clients 
by the operating system. Data link output messages are also loaded 
into the active transmit buffer by the operating system at base level 
and sent out byte by byte at interrupt level. Of lower priority than the 
data link interrupt is the IO-ms interrupt which is used to control 
several processes that require timing more accurate than available at 
base level. These processes are associated with ringing telephones and 
surpervising lines at a fast rate. 

A reset is the highest priority interrupt and in some cases is not 
maskable. A reset may be caused manually but in general it is caused 
by a check circuit sensing an error condition, such as a sanity timer 
timeout, parity error, write-protect violation, etc. Many of the recovery 
routines execute only in the event of a reset since they perform 
functions associated with switching microprocessors and system ini­
tialization. As in other program-controlled switching systems, the RT 

firmware provides several forms of initialization less severe than a 
complete initialization. Repeatedly occurring resets cause an automatic 
escalation in the severity of initialization performed, up to the point of 
clearing all transient telephone calls. Normally, a complete initializa­
tion can only be induced manually. 

2.2 Memory management 

The memory management needs of the RT are influenced by the 
architecture of the microprocessor used, namely, the BELLMAC*-8. 
Assembly language instructions of the BELLMAC-8 refer to sixteen 
16-bit general registers, but these registers are actually located in 
memory at a point determined by the address contained in a 16-bit 
hardware register called the rp (register pointer). The rp can be loaded 
with any memory address (on an 8-byte boundary) and generally 
points to an area called the rp stack, since the contents of the general 
registers can be saved and restored quickly by proper bumping and 
debumping of the rp. There is also a 16-bit hardware register called 
the sp (stack pointer) which points to an area called the sp stack. 
Return addresses, register contents, and other variables can be pushed, 
popped, or otherwise accessed on this stack. By the appropriate saving 
and restoring of these two hardware pointers, the context switching 

* Trademark of Western Electric. 
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required when calling subroutines, handling interrupts, or switching 
processes can be made very efficient in the BELLMAC-8. 

The BELLMAC-8 has 16-bit addressing capability which allows the 
system to access 64K bytes (where K is 1024). To control peripheral 
hardware, the RT uses a memory-mapped I/O scheme. The first 32K of 
the address spectrum addresses memory and the last 32K addresses 
peripheral hardware. Since 32K of memory is not nearly enough for 
the RT firmware, a memory-bank switching scheme has been imple­
mented. In the same address spectrum as the periphery, several 32K 
banks of memory are placed. (See Fig. 1.) A bank select register, 
external to the BELLMAC-8 and under operating system control, 
decides which bank is selected. 

The first 32K or base page of memory is always addressable. All 
stacks and other writable variables are located here to be accessible to 
programs executing in any bank. Interrupt handlers, programs that 
modify the bank select register, and programs that physically read and 
write the periphery must also be located in the first 32K. 

It is important to hide from programmers the linkage required when 
a subroutine in one bank calls a subroutine in another bank. This 
linkage is provided automatically for RT firmware by a combination of 
an overlay link-editor and the trap handler of the operating system. 
When the link-editor encounters an interbank call, it replaces the call 
instruction with a special illegal instruction and a pointer to a transfer 
table entry. The transfer table built by the link-editor contains sub­
routine addresses for interbank calls, plus the corresponding bank 
numbers. When the BELLMAC-8 executes an illegal instruction, a 
reset-like interrupt occurs to the trap handler located in the first 32K 
of memory. If the trap is caused by the link-editor, the trap handler 
stacks the current return address and bank number, loads the bank 
number of the called routine, and makes the actual call. Upon return 
from the called routine, the trap handler restores the previous return 
address and bank and returns to the calling routine. Traps not caused 
by the link-editor are treated like an error reset. 

Since interbank calls involve more overhead than intrabank calls, 
the placement of routines in banks is not done at random. Instead, an 
attempt is made to place related routines in the same bank. The 
placement policy of routines in banks is administered manually and 
achieves a best-guess form of optimization. 

2.3 Process management 

Before describing the implementation of process management in 
more detail, it is necessary to define the term process descriptor. A 
process descriptor is the block of writable memory associated with a 
process that defines the current state of the process. The process 
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Fig. I-Memory bank structure. 

descriptor remains unchanged, while the process takes a time break 
and for this reason the contents of the process descriptor is very 
important in determining the program structure of the process. For 
example, a process descriptor containing a stack allows the process to 
take a time break while nested several subroutine levels deep. This 
feature can be extremely valuable for producing an understandable 
hierarchical program structure. 
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However, process descriptors with stacks also raise some important 
questions. How big should the stacks be? Should stacks be dynamically 
allocated to conserve memory? Can enough concurrent processes be 
provided to meet system requirements? Is this a reasonable way to 
utilize memory? The remainder of this section will attempt to explain 
how these questions were answered for the RT firmware. 

First, telephone traffic is well understood and it is possible to 
estimate the arrival rates and holding times of the various tasks 
required of the RT. Second, the stack usage conventions of the C 
compiler are known, and it is possible to estimate stack sizes for storing 
local variables and passing parameters. The results of this brief ex­
amination indicated that it would be very expensive to support each 
task to be done with the same general-purpose process descriptor. 

The RT solution. to this general problem was to break the system 
into several different kinds of processes and to provide a different kind 
of process descriptor for each. Large descriptors with more general 
layouts were provided for tasks with few concurrent processes and 
smaller descriptors with more specific layouts for tasks with many 
concurrent or real-time intensive processes. This approach tends to 
make the operating system special purpose, but it appeared to be the 
only way of incorporating the process concept into the RT firmware 
and, yet, efficiently meet the system requirements. 

The seen and unforeseen complications of dynamic stack allocation 
were eliminated by taking a conservative approach and not providing 
this feature. Instead, the size and number of process descriptors is 
fixed at compile time. The only dynamic stack allocation done at 
execution time is that which occurs for the allocation of local variables 
within functions when they are called. Interrupt handlers also have 
their own dedicated stack areas so that room does not have to be 
provided for interrupt variables in each individual base-level stack 
area. 

Stack sizes are an important consideration and were determined by 
the following methods. Initially, estimates were made based on provid­
ing a certain number of subroutine nesting levels. Later, a software 
tool was developed to statically examine written code and chart the 
nesting structure of processes to determine their deepest stack usages. 
Stack overflow violations were corrected by changing the code or 
enlarging the stack. Finally, a stack audit was incorporated into the 
system to dynamically look for stack violations. This audit is performed 
by periodically checking the last byte of each stack and making sure 
it always contains a zero. 

2.4 Time critical processes 

Time critical processes must respond quickly to call processing 
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inputs. The ROB (Remote Order Buffer) process is the most general 
time critical process at the RT. It is the primary base level workhorse 
and is scheduled as a class A task. In the normal host-controlled mode, 
ROB processes receive data link orders from the ESS host, execute these 
orders, and return a success or fail acknowledgment. In the stand­
alone mode, these processes take over the role of handling entire 
telephone calls themselves, one transient telephone call per ROB. 

The process descriptor for a ROB process is quite large. The rp and 
sp stacks account for most of this size and are estimated to provide 10 
levels of C function nesting. In addition, there is a third stack in each 
descriptor for bank switching. The top of this third stack is located by 
a l6-bit pointer in memory called the Bp (bank pointer). This stack is 
used by the trap handler to store the current bank number and return 
address when an interbank call occurs. Note that it is important for 
the trap handler to be reentrant since other interbank calls can occur 
during an interrupt or during a time break. 

When a ROB process takes a time break, it calls an operating system 
subroutine and passes it a timing parameter. This subroutine saves 
the current values of the 'rp, sp, Bp, and bank number in the process 
descriptor, restores their previous values, sets up the specified timing, 
and returns to the operating system. Later, after the specified time has 
passed, these pointers are restored and control is given back to the 
ROB process via a subroutine return. This method of context switching 
is very efficient since it involves little more than saving and restoring 
several stack pointers. 

Another important time critical process is the usc (Universal Service 
Circuit) process which is scheduled at the 10-ms interrupt level to 
ensure short and accurate timing. A usc is a hardware circuit with 
metallic access to a group oflines. It is primarily used to ring telephones 
but can also perform power cross tests, party tests, and coin control 
functions. 

In contrast to ROB processes, usc processes are designed to perform 
a very specific task in a very efficient manner. For example, the usc 
process descriptor contains a small sp stack only large enough for a 
few return addresses. During execution, the usc process uses a common 
rp stack but any information left in this stack during a time break is 
lost. Timing during a time break is provided by linking the usc process 
descriptor at the proper point for the amount of delay requested to a 
timing list especially designed to minimize operating system overhead. 
Any delay in multiples of 10 ms up to 1 second can be requested. 

The remaining time critical processes are controlled by the RT 

operating system on a so-called one-shot basis. No time break mech­
anism is provided for such processes; they are called periodically, 
perform some quick task, and return. Any change in per-entry behavior 
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of such processes occurs as the result of changes in information read 
from the periphery or from global data structures. These one-shot 
processes use the same common rp, sp, and Bp stacks as the operating 
system. A good example of such a process is the line-scanning process 
which is called frequently to look for potential line originations or 
disconnects. This process also performs hit timing and flash timing. 

2.5 Time deferrable processes 

The remaining processes are referred to as time-deferrable processes 
because they do not handle customer affecting inputs. For this reason, 
they are deferrable and, during heavy load, can be given control less 
frequently. 

The liT operating system supports three kinds of time-deferrable 
processes: (i) audit processes, (ii) BGT (BackGround Task) processes, 
and (iii) a special data link diagnostic process. There is one process 
descriptor for each of these three kinds of time-deferrable processes 
and hence only one process of each kind can be active at a time. These 
processes are all normally scheduled as class C tasks but in some cases 
can enter higher priority modes of execution. One case occurs when a 
ROB process is blocked by a resource seized by a diagnostic BGT process. 
At this point, the BGT process begins executing as a class A task until 
the resource is released. This action minimizes the amount of time the 
ROB process is blocked. 

The purpose of an audit process is to examine global data structures 
to verify that they contain legitimate information. This service is 
necessary in continuously running systems to free resources that 
otherwise get lost slowly as the result of program bugs or hardware 
failures. In the RT, only one audit process is active at a time and, when 
it completes, the next audit is automatically started in a continuous 
audit cycle. To support time breaks, the audit process descriptor 
contains three stacks which are identical in function and similar in size 
to the ROB process stacks. 

Also identical in function but much larger in size are the stacks of 
the BGT process descriptor. This large size is needed to support the 
deeper subroutine nesting structure and greater use of local variables 
required by certain BGT processes. There are quite a number of 
different BGT processes to provide the various maintenance and ad­
ministrative functions needed occasionally but not simultaneously at 
the RT. The bulk of these processes are diagnostics to help a craft 
person locate and repair hardware faults. 

A BGT process is normally inactive for relatively long periods of time 
until a request is made for its service. If another BGT process is 
currently active, the operating system will queue a limited number of 
additional requests. The BGT processes are requested either automat-
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ically on a timed basis or manually on a demand basis or in some cases 
both ways. The BGT processes are also unique in that they can be 
aborted manually by host TTY input message. 

The BGT processes can also execute at interrupt level by calling a 
special operating system subroutine and passing it a delay parameter. 
This subroutine uses the delay parameter to initialize a programmable 
timer that causes an interrupt when it times out. When the interrupt 
occurs, control is given back to the BGT process via a subroutine return. 
This form of time break can be used any number of times in sequence, 
effectively allowing a BGT process to raise its priority of execution 
above base level. Normal base-level execution is resumed by taking a 
standard time break. This feature is valuable when diagnostics need to 
delay an accurate amount of time. 

To the operating system, BGT processes appear as subroutines that 
are called and return when done. This structure also allows one BGT 

process to call other BGT processes as subroutines. This hierarchical 
structuring ability has the valuable consequence of allowing one to 
build a large process from several small ones. One important use of 
this feature is in the routine exercise BGT process run nightly at the 
RT. This process calls, in a prescribed sequence, all of the diagnostic 
processes which are otherwise requested manually on an individual 
basis. 

The data link diagnostic process, which performs the necessary 
testing at the RT end of the data link, is under control of the host. This 
process has its own process descriptor so that the host may diagnose 
the data link any time it wishes without being blocked by other activity 
at the RT. The data link diagnostic process also has a unique interface 
with the operating system. It may call a special operating system 
subroutine that returns control on the next off-line data link interrupt. 
Repeated calling of this subroutine allows this process to change its 
mode of execution from base level to data link interrupt level, a feature 
essential to completely test the data link. 

III. DATA LINK MESSAGE HANDLING 

Messages sent over a 2400-b/s serial data link provide the primary 
means of processor-to-processor communication between the RT and 
the host. The link is a two-way communication path with each end 
capable of sending and receiving concurrently. For reliability, the data 
link is duplicated with the normal configuration being one link in the 
active mode and the other link in the standby mode. Both RT micro­
processors have access to both data links which allows either micro­
processor to be active, independent of the data link configuration. In 
addition, it allows the active microprocessor to communicate over both 
links concurrently for testing or other purposes. 
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The data link interface hardware at the RT converts a serial bit 
stream on the link to and from (8-bit) bytes of information for the RT 

fIrmware, plus performing certain control and checking functions. The 
RT data link message handling fIrmware is completely interrupt driven 
by the interface hardware. Each byte received causes an interrupt at 
a maximum rate of 3.3 ms per byte. Similarly, at the same maximum 
rate, an interrupt is caused each time the hardware is ready to transmit 
another byte. On the data link, a limited number of data bytes are 
grouped together, along with certain control and checking bytes to 
form a frame which is transmitted according to a standard protocol. 
The frame protocol is designed to provide a high degree of error 
control. Data bytes are initially sent and ultimately received in a 
higher level protocol termed a message. The message protocol is 
designed to provide a unit of information exchange between RT and 
host programs and simply contains message delimiting, routing, and 
size information, plus data. A message may be contained in any fraction 
of one or more frames. 

3. 1 Frame protocol 

The frame protocol is the standard CCITT X.25 format of the Syn­
chronous Data Link Control (SDLC) protocol. It is a positive acknowl­
edgment/retransmission scheme with extensive checking to provide a 
high degree of error control for a single data link. ConfIguration and 
state control of the duplicated data links is handled at the message 
protocol level. The X.25 protocol has special commands to bring up or 
disconnect the link. There are also special commands to turn off and 
restart transmitting to prevent sending data at a rate faster than it can 
be received. 

All traffIc over the link, whether it be special commands, responses, 
or actual message data, is transmitted in the form of frames. A frame 
consists of from 6 to 22 bytes in the following fIxed sequence: 

1 flag byte, 
1 address byte, 
1 control byte, 
o to 16 data bytes, 
2 CRC (cyclic redundancy check) bytes, and 
1 flag byte. 
An idle link is marked by a continuous sequence of ones. A flag byte 

consists of a zero followed by six ones and a zero, (01111110) and 
denotes the beginning and ending of a frame. A single flag may also 
close one frame and open the next frame. The address byte simply 
distinguishes between commands and responses. The control byte 
distinguishes the different frame subtypes and also contains the se­
quence number information for the positive acknowledgment proce-
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dure. Data bytes have unrestricted value and the hardware automati­
cally inserts and deletes a zero bit after all sequences of five contiguous 
ones to ensure a flag is not contained in the data. The CRC bytes are 
also generated and checked by hardware to detect any errors intro­
duced during the transmission of the frame. 

All information frames are numbered modulo 8. Up to seven infor­
mation frames may be sent before transmission must stop to wait for 
an acknowledgment. Frames are acknowledged by sending the se­
quence number n of the next expected frame, thereby acknowledging 
all frames with sequence numbers n-1 or less (modulo 8). All unac­
knowledged information frames are retransmitted after an appropriate 
timeout period to take care of cases where information frames or 
acknowledgments are lost on the link. In retransmission cases, the 
sequence numbers per frame are very important in distinguishing new 
frames from retransmitted frames to prevent accepting the same frame 
more than once. 

3.2 Message protocol 

Messages to be sent to the host are placed in a circular transmit 
buffer where they are extracted one byte at a time by the interrupt 
driven data link control program and placed in the data section of an 
outgoing frame. Conversely, data bytes from incoming frames are 
placed one byte at a time at interrupt level into a circular receive 
buffer where they are partitioned at class A base level into individual 
messages. A message is a sequence of 16-bit words with the following 
simple format: 

1 sync word, 
1 message header word, and 
o to 32 data words. 
The sync word is a fixed bit pattern and is used to find the beginning 

of a probable message after power up or any other cause of message 
mutilation. The message header contains the client identity and mes­
sage size information needed to properly route messages. Data words 
have unrestricted value. 

When a complete message has been received in the data link receive 
buffer, the entire message, without the sync word and usually without 
the message header word, is moved by the RT operating system into 
the specified client message buffer. Each client buffer has a load and 
unload pointer associated with it, and these pointers are updated 
properly to notify the client of a new message. Each client scans its 
buffer for new messages at a frequency dependent on load and priority. 
As orders contained within the message are executed, the client buffer 
pointers are adjusted accordingly until the two pointers are equal 
signifying an empty buffer. 
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3.3 Link state control 

The data link transmit buffer and receive buffer, plus associated 
pointers and protocol state variables, are organized into a single 
structure termed a data link record. There are actually two data link 
records, one always associated with the on-line (or active) data link 
and the other always associated with the off-line data link. The RT 

keeps a single flag denoting which link, 0 or 1, is associated with the 
on-line record. 

The two data link records give the RT the capability of receiving and 
transmitting messages over both links concurrently. However, mes­
sages to be transmitted are normally placed in the on-line record, 
unless a specific request is made for the message to be placed in the 
off-line record. This is done only for certain test and error messages. 

Configuration of the duplicated data links is entirely the responsi­
bility of the host which informs the RT of its decision via a special data 
link switch message. This message specifies which link, 0 or 1, is to be 
associated with the on-line record. Upon receipt of such a message, if 
the specified link is currently associated with the on-line record, 
nothing is done. If not, the RT flag is toggled and the on-line record is 
immediately associated with the opposite link. Any loss or duplication 
of data caused by this switch is cleaned up by the frame protocol. 

The RT firmware has extensive data link error control and recovery 
checks designed into it. The data link records are audited frequently 
by normal message and frame handling programs for protocol viola­
tions, out-of-range pointers, and other illegal states. In addition, the 
data link records are audited once a second at base level for deadlock 
conditions. Protection against hardware failures is provided by mask­
ing off invalid or too-frequent data link interrupts to prevent them 
from overloading the microprocessor. Either link interrupt may be 
independently masked. Once a second at base level, an attempt is 
made to reinitialize the data link hardware associated with any masked 
interrupt and, if successful, the interrupt is again unmasked. 

As the last line of defense in helping the host reconfigure and recover 
the data links properly under all possible situations, three special RT­

to-host messages have been implemented. The first message informs 
the host that the RT has received an input message with improper 
message protocol. Upon frequent reception of this message from the 
RT, the host should assume a data link hardware failure has occurred. 
The second special message is sent by the RT when it finds an input 
message in the off-line data link record for a client that always receives 
messages from the active link. Since this evidence suggests that the 
host and RT no longer agree on the active link, this message is sent via 
the off-line record and asks the host to send a data link switch message 
specifying the currently active link. The last message is sort of a "heart 
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beat" since it is sent every 10 seconds by the RT. Each time the host 
receives this message, it returns a special acknowledgment message. 
The absence of this handshake arrangement for a period of time 
indicates to both the host and the RT that one or both of the links are 
down. It is the responsibility of the host to initiate recovery actions in 
this case. 

IV. METALLIC ACCESS CONTROL 

Telephone switching systems exist to allow customers to talk or 
send data to each other. The voice and data signals are similar to each 
other, and are characterized by modest power levels and a frequency 
range of 200 to 3200 Hz. If the RT were required to carry these kinds 
of signals only, then the solid state voice network that it has would 
suffice. There is another set of signals, however, that is incompatible· 
with this solid state network. These signals have too much power 
(ringing), or have too Iowa frequency (party test), or both (coin 
collect) to be carried by the voice network. 

An auxiliary network is necessary to apply these signals to customer 
lines. Since there is much less signaling than voice traffic, this auxiliary 
network can be more concentrated than the voice network. 

In other switching systems, the high-power signals are provided by 
circuits called service circuits. These service circuits are usually single­
purpose circuits, such as ringing circuits or coin control circuits. The 
No. lOA RSS RT design has a general-purpose circuit providing ringing, 
party test, and coin control. This circuit also provides dc access to the 
customer lines for other more specialized circuits. This general purpose 
circuit is called the Universal Service Circuit (usc). 

The Line Interface (LI) boards have A and B metallic access relays 
per line circuit. Each metallic access relay connects a line circuit to a 
bus, and each bus is wired to relays of two uscs. (See Fig. 2.) Each pair 
of usc's has access to eight of these buses, and there are thirty-two LI 

circuits wired to each bus. Thus, each group of 256 lines has access to 
a group of four uscs. Note that the access network has the possibility 
of blocking. 

4. 1 Universal service circuit time sharing plan 

Metallic access buses are used mostly for ringing. In North America, 
ringing usually consists of a two-second burst of ringing followed by 
four seconds of silence. Note that in the four seconds of silence, a 
single source of ringing current could be ringing two more phones by 
reconfiguring the access between the ringing current source and the 
phones being rung. 

The No. lOA RSS takes advantage of this capability to reconfigure 
the metallic access network every two seconds. Thus, one usc can 
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ONE GROUP 

Fig. 2-Metallic access network. 

supply ringing to three phones. The metallaic access control software 
is written to give each usc three time slots, and each time slot is two 
seconds long. In the case of normal ringing, a time slot is used to apply 
the 20-Hz ringing voltage to the line and scan for customer off-hook 
(ring trip). During the 4-second silent interval, no usc is connected to 
the line and the LI circuit is scanned for customer off-hook (ring trip). 
The beginning and end of each of these time slots is defined by a 
program entry. The program looks for work to do in a per-time slot 
database. 

Each group of four uses has two A metallic access bus uses and two 
B metallic access bus uses. The B uses are delayed in time with 
respect to the A uses by one-halftime slot. Thus, any given line at any 
time has the potential of one complete time slot available starting in 
one second or less. 

In a large RT, there may be eight groups of four uses. The time slots 
corresponding to these eight groups are staggered in time. This is done 
because starting a time slot or ending a time slot requires many 
processor cycles. Spreading the group start-up periods in time spreads 
this processor load out in time. 

There is a set of programs called the usc operating system which is 
driven by the IO-ms timed interrupt. These programs keep track of 
what time it is, start the control programs (which actually connect the 
uses to the lines desired and accomplish the desired functions), provide 
real time breaks, and tell the usc selection routines what time it is so 
that the routine can select the next time slot. 
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4.2 Universal service circuit administration and timing 

To understand how uscs are administered, it is necessary to briefly 
describe the usc administration databases. 

There is a buffer per usc containing per-usc information and a small 
stack. The BELLMAC-8 stores return addresses on the stack. Putting 
a stack in each usc buffer allows the control programs for each usc to 
take real-time breaks easily. All that is required is for the real-time 
break routine to remember what the value of the sp was when the 
break was taken, and to restore the sp after the break is over. The 
control routine may resume processing, since the string of return 
addresses necessary to get back to the first subroutine call is intact 
and pointed at by the sp. 

Each usc buffer contains three time-slot buffers with information 
pertaining to the usc function being performed in that time slot, and 
the necessary pointers to exchange information with other programs. 

Each usc can ring three different phones at any time by using the 
three time slots. Thus, there must be three busy /idle bits per usc for 
usc selection purposes. 

To select a usc time slot, it is necessary to know 
(i) The number of complete time slots necessary to hold the 

function to be performed. If only a partial time slot is desired, then the 
length of time (in tens of milliseconds) necessary to accomplish the 
desired function. 

(ii) How far ahead in time the usc selection routine is to look. This 
prevents long delays, i.e., instead of selecting a time slot four seconds 
away to do a party test, the selection routine will return a blocked 
indication. 

(iii) What time is it now with respect to the time slots of the uscs 
that can service the line in question. This information is necessary so 
that the routine can select the next occurring idle time slot. 

After deciding which time slot or time slots can hold the function, 
the usc selection routine then makes those time slots busy by marking 
the time slot busy/idle bits. 

The uscs are normally administered independently of the host. This 
is necessary because usc time slots must be chosen in time order, and 
it would be extremely difficult to keep the host and the RT in precise 
synchronism. 

After the time slot is chosen and seized, the time slot buffer or 
buffers are loaded with the information necessary to do the function. 
If the time slot chosen is occurring at the time it was selected, the 
control routine is started immediately. If, however, the time slot is due 
to start at a later time, the time slot is started later by the usc 
operating system. 

The usc control routines must report the status of the function 
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performed to the routine that initiated the function. If the function is 
regular ringing, then the report occurs only if the function was started 
immediately. This prevents long holding times on Remote Order 
Buffers (ROBS) on high-runner calls. Functions other than ringing 
always get reports from the usc control routines. 

In the control of the usc, there are occasions when waits are desired. 
For example, when relays are operated there will be several millisec­
onds between the signal that puts current through the relay coil driver 
and the actual closing of the contacts. The usc operating system, as 
mentioned above, can suspend processing by remembering the value 
of the sp at the point where the real-time break is requested. The usc 
operating system has a series of linked lists for taking real-time breaks. 
Each list corresponds to a different real-time break, i.e., there is a list 
for 10-ms breaks, one for 20 milliseconds, etc. The usc operating 
system links the usc buffer onto a linked list when the control program 
calls the real-time break routine. After the time is up, processing 
resumes on that usc by restoring the sp (stored in the usc buffer) and 
resuming processing. This scheme was adopted because it can be 
administered very efficiently. 

4.3 Universal service circuit functions 

When ringing telephones, some of the tests made in the first cycle of 
ringing are the following: 

(i) A test is made to verify that no other LI circuits are connected 
to the metallic access bus used for this particular USC-tO-LI connection. 
This is necessary to avoid interference between the two circuits con­
nected to the bus. 

(ii) There are usc and Lllogic tests done to assure that the circuitry 
used to ring the phone is in proper working order. 

(iii) A measurement is made to assure that there are no high 
voltages on the outside plant. This measurement, called a power cross 
test, protects the usc used to ring the line. 

Subsequent ringing cycles for the same call eliminate the above 
tests, except for the first metallic access bus test. 

Reverting ringing is used to alert the calling customer and the called 
customer if both parties are on the same party line. This kind of 
ringing requires two time slots, one for each customer. Instead of 
writing a special control program for reverting ringing, this kind of 
ringing uses two time-slot buffers, each loaded with the information to 
ring one of the associated parties. 

There are three basic kinds of coin orders: collect, return, and 
presence test. Coin collect and return orders put 130 volts onto the tip 
conductor. The difference between the two functions is the polarity of 
the voltage. Coin presence tests put a positive or negative potential on 
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the tip conductor and test for the presence or absence of a ground by 
whether or not current flows. 

Party test is almost exactly like the coin presence test; that is, a 
potential is applied to the tip conductor and the presence or absence 
of current is tested using the usc measurement capability. 

V. LINE SUPERVISION PROCESSING 

In the lOA RSS, the host system has overall control of calls, but it 
does not have direct access to the line supervisory states. The only 
call-processing circuits in the RT that can scan the line are the uscs 
(during ringing) and the LI (all other times). 

The RT controller has the responsibility of scanning RT lines and 
sending the supervision states to the host. There are two paths for this 
information: via the channels or via the data link. If a line is connected 
to a channel, the supervisory state of the line must be written to the 
channel because the solid-state voice network will not pass dc signals. 
The supervisory state that is written to the channels by the RT 

processor is reflected by the channel circuit at the host and used to 
supervise the line. The data link is used for reporting supervision 
changes for lines that are not connected to a channel. 

5.1 Off-hook and on-hook scanning 

The RT has an off-hook scan program and an on-hook scan program. 
Each program is run every 200 ms, and the two are run 100 ms apart. 
Not every line is looked at by each program. For example, lines that 
are in the origination (idle) state are not looked at by the on-hook 
program, since on-hook lines in the origination state are of no interest 
to the host. This selective scanning is done by having a mask table for 
each routine. Lines in the origination state have ones in the off-hook 
mask table, corresponding to their equipment locations, and zeros in 
the on-hook mask table. 

When the off-hook or on-hook scanning routine finds a line in the 
state for which it is looking, the routine must consult an item called a 
Path Memory Remote (PMR) table entry to find out what to do with 
the line. For example, assume that the off-hook scan routine finds an 
off-hook and then consults a PMR. If the PMR indicates that the line is 
in the origination state, the off-hook is treated as an origination. If the 
PMR indicates that the line is connected to a channel, the off-hook is 
treated as a change of state and the channel supervisory flip-flop is 
updated. 

The functions that can be performed by the off-hook and on-hook 
scan routines are as follows: 

(i) The programs pass the supervisory state of lines that are 
connected to channels to the channels. This is done by scanning the 
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lines as they go into the pass supervIsIon state and writing the 
appropriate state to the channel supervisory flipflop. Then a bit is set 
in the opposite scan mask table so that changes of state will be 
discovered by the opposite routine. When the routine discovers a 
change of state, it updates the channel circuit supervisory flip-flop, 
resets the bit in its own scan mask table corresponding to the line just 
found, and sets the bit in the opposite table. 

(ii) The programs perform timing by setting both of the bits in the 
scan mask tables and using the PMR to count time intervals. Since both 
bits are set, the timer is incremented every 200 ms regardless of the 
supervisory state of the line. 

(iii) The programs inform the host of line supervisory changes by 
scanning for a given change, then sending a message to the host when 
it is found. 

(iv) The programs must scan intra-RT calls for disconnect, since 
intra-RT calls use no channels to the host. Since one or both of the 
parties may have flashing privileges, the RT may have to time the 
length of on-hook intervals to make sure that they are not flashes. 

(v) The programs discover originations. This is discussed in the 
next section. 

5.2 Origination processing 

After a line originates, the origination is verified by doing a rescan 
and making sure that the line is not back on-hook. The line is then put 
into a buffer called the origination hopper and an origination message 
is sent to the host. 

After the message has been sent to the host, the line is timed. If the 
host does not respond in a timely manner, the origination message is 
sent again. Another timeout causes a special origination message to be 
sent to the host which can clear up some RT and host data inconsist­
encies which can cause lines to be ignored. 

Line Load Control (LLC) is an origination restricting feature that a 
switching machine can invoke when the machine is overloaded with 
traffic. If the host machine gets into this condition, it sends a message 
to the RT to go into the LLC state for three minutes. When in this state, 
the RT scans only certain high priority lines such as fi~e and police 
numbers and one-seventh of the remaining customers. The one-sev­
enth of customers that are scanned is changed every time through the 
off-hook scan routine. 

The RT drops out of the LLC state if the LLC message is not received 
at least once every three minutes. 

The RT can recognize an overload condition within itself. This occurs 
when regularly scheduled work is not done, and results in the RT 
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suspending origination scanning for a brief period of time. This is 
independent of the LLC condition mentioned above. 

5.3 Fast passing of supervision 

For lines in certain states, supervision must be passed at a faster 
rate than allowed by the off-hook and on-hook scanning routines. This 
is done by interrupt level routines that pass supervision at 10- and 20-
ms intervals. 

To prevent this passing from becoming a burden to the processor, 
very special measures must be taken. The database described below 
makes this passing of supervision a tolerable burden. 

The BELLMAC-8 chip has no on-chip registers where data are held 
and processed, but rather uses main memory for this data storage. The 
area of memory being used as registers is pointed at by the rp. Register­
oriented commands are really memory manipulation commands. 

Since the registers are really memory, it is possible to point the rp 
to memory that has been loaded with the data necessary to do some 
function. This simple operation has the effect of loading that data into 
registers. 

In RSS, this scheme is used to save processor cycles for the fast 
passing of supervision. The data necessary to pass supervision is stored 
in memory in the form of linked lists, i.e., each piece of data that is 
used to pass supervision on one call has the address of the next piece 
of data. Loading this address into the rp has the same effect as 
mentioned: the data are loaded into registers. 

There are two cases where this fast supervision is necessary. When 
a dial pulse line is dialing, a dial pulse can shrink to as low as 11 ms in 
length. Thus, lines in the dialing state need passing of supervision at 
a 10-ms rate. 

Lines that are being rung also need fast passing of supervision so 
that the ring trip at the RSS is processed promptly at the host. This 
need is not so stringent, so passing of supervision on lines being rung 
is done at a 20-ms rate. 

The ringing pass supervision routine also must do some processing 
on lines that have tripped ringing. The ringing connection that is up 
(if the ring trip occurred in the two-second active interval of the ringing 
cycle) must be torn down and the usc and metallic access bus made 
idle. The channel must be put into the talk state, and the LI must be 
put into the talk state. 

VI. REMOTE ORDER PROCESSING 

Electronic switching systems are generally designed as call-oriented 
systems. A call coming into the system is assigned a memory block, 
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and control of the call is passed through various programs to handle 
particular parts of the call. However, the primary focus of the system 
is still the call. 

The RT of the No. lOA RSS is not call oriented. Instead the central 
focus of the RT is the processing of remote orders from the host. The 
RT orders consist of operations to be performed on the RT peripheral 
hardware. Each order describes both an operation and a logical circuit 
on which to perform it. Examples include path orders, line scan orders, 
ring orders, and coin orders. These orders which correspond to partic­
ular parts of a call are under control of the RT, but total call control is 
resident in the host. 

The philosophy of this control between the host and the RT is one 
of a master/slave relationship. The host, being the master, controls 
the actions of the RT on a functional basis. Orders to execute specific 
functions are sent to the RT over a data link. The RT, being the slave, 
receives these orders and executes the functions. Acknowledgments 
indicating the status of order execution are returned to the host. 

The master/slave relationship provides a simplified view of the 
operation of the host and RT. The orders received from the host over 
the data link can cause quite different actions to be taken by the RT, 
depending on the state of the lines involved in the order. For example, 
an order to change the supervision of a line causes different hardware 
and firmware actions for a line in an intra-RT connection than for a 
line in an RSS to ESS connection. The RT responds to all data link 
orders as an intelligent slave and bases its actions on the current line 
states. 

6. 1 Remote order buffers 

The ROBS are used for sending call-processing orders from the host 
to the RT. The host call-processing programs will seize an ROB and load 
it with one or more orders necessary to process a part of a particular 
call. The contents of this ROB will then be sent over the data link and 
stored in a corresponding ROB in the RT. Upon completion of the ROB 
orders, the RT returns acknowledgment messages over the data link to 
the host ROB. Programs in the host continue processing the call based 
on the acknowledgment data. 

The host has a pool of ROBS used for sending orders to the individual 
RTS. The ROBS are not dedicated to a particular RT; they can be used 
to send orders to any RT. However, the number of ROB identifiers 
available for each RT is limited to the number of ROBS present in the 
RT. This prevents blockage of ROB data in individual RTS. The average 
holding time for an ROB is approximately 1 second. The ROB execution 
within the RT contributes most heavily to this holding time. 
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6.2 Data structures 

Several data structures are required for remote order processing in 
addition to ROBS. Since the RT is a slave to the host, the primary data 
structures for call control are resident in the host. Call registers, 
resource memory, and equipment translators are all maintained in the 
host for ready access by call controL Data structures that are main­
tained in the RT are used primarily for maintenance and stand-alone. 

Resource memory for the lines, channels, and network are kept in 
the host and duplicated in the RT. The state of the lines and channels 
is stored in PMRS and Path Memory Channel words (PMCS), respec­
tively. Network path information is reflected in Path Memory Junctor 
words (PMJS) and the network map. Busy/idle status of network links 
is stored in the network map, while path descriptions are stored in the 
PMJS. 

During the execution of remote orders, the RT memory for these 
resources is kept up to date. This allows the RT maintenance programs, 
which are independent of the host, to select and use idle resources. 
During the time the maintenance programs are using resources, the 
appropriate resource memory is marked diagnostic busy. The only 
conflict arises if the host chooses to use the same resource that 
maintenance is using. In this case, the remote order notes the resource 
conflict and requests maintenance to idle the desired resource. After 
a time break to allow maintenance to idle the resource, the remote 
order proceeds. This is an example of the master/slave relationship 
between the host and the RT. 

The resource memory is also necessary for the entry and exit 
transitions from stand-alone operation. Intra-RT stable calls are main­
tained during the transitions through preservation of the resource 
memory. (See Section VII for details.) 

Remote order processing also makes use of the resource memory for 
the metallic access network. However, full administration of this 
network exists in the RT so that duplicate memory and resource 
conflicts with the host do not exist. (See Section IV for details.) 

The RT equipment translators exist primarily in the host for ready 
access by call control when forming remote orders. However, a few 
translators are also maintained at the RT to provide information 
required during remote order execution. These translators include: 

(i) Line Remote Equipment Number Translator provides line 
transmission and ground start information for lines. 

(ii) Ground Start Applique Translator relates lines to ground start 
applique circuits. 

(iii) Remote Miscellaneous Distributor Number Translator pro­
vides distributor point information for lines. 
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(iv) Office Parameters are used to specify variable information for 
the RT such as ringing type and equipage of circuits. 

6.3 Remote order buffer execution 

Once a ROB has been loaded with orders from the data link, the RT 

operating system schedules execution of the ROB. The ROB execution 
program, which deals with the data in the ROB, can be viewed as a 
three-level structured program. The highest level in the structure is 
the executive which receives control for an active ROB from the 
operating system, decodes orders in the ROB, and passes control to the 
order execution routines. The executive also handles the acknowledg­
ments returned to the host after the ROB orders are completed. The 
second level is a series of programs which carry out the order execution 
requested by the executive. To perform the actions requested by the 
orders, these routines call a third level of programs which are collec­
tions of various primitive functions that carry out specific tasks. 

The operating system regularly looks for active ROBS that need to 
begin or continue execution. When a ROB with pending orders is found, 
the ROB executive begins processing by extracting the first order 
identifier and decoding it. Assuming a valid order is found, the execu­
tive reads the remaining data in the ROB associated with the order and 
passes it on to the appropriate order execution routine. Upon comple­
tion of the order, the order execution routine returns success/fail data 
to the executive. If the host requested acknowledgment data after the 
completed order, the executive returns the success/fail data to the 
host ROB via the data link. The executive then extracts the next order 
identifier in the remote ROB and repeats the process. The ROB proc­
essing continues until all orders in the ROB have been completed. 

If an order should fail execution for any reason, the executive will 
report the failure to the host via an acknowledgment. If the acknowl­
edgment was requested after the failing order, an immediate report is 
sent. However, if another order follows the failing order, that order 
and all succeeding orders will be skipped until an acknowledgment 
request is found. At that point, the failing order data are returned in 
an acknowledgment to the host and ROB execution terminates. 

Another option that can be requested by the host for remote ROB 

execution is to ignore all failures during order execution. This option 
is used during failure recovery when the host program idles the RT 

hardware. Since the state of the hardware may be unknown, failures 
on some orders are expected. The failures are purposely ignored by 
always returning success acknowledgments to the host. This option 
simplifies the host program by eliminating the processing of ROB failure 
conditions. 
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After the executive has decoded an order identifier and extracted 
the data for the order, control is passed to one of many order execution 
routines. These routines break down the orders into a sequence of 
primitive functions dealing with specific tasks in firmware and hard­
ware. 

For example, the "path" order contains data specifying a set of two 
Remote Equipment Numbers (RENS), two network A-links, and a 
junctor which describe a unique network path. Additional data specify 
a connect or a disconnect operation and the new scan states for the 
two RENS. To execute this order, the path order execution routine 
must first translate the logical equipment numbers into peripheral 
hardware addresses. These addresses are in turn used in specific tasks 
to perform the network hardware operations. The new status of the 
network is recorded in the network maps and the PMJS. Similar tasks 
must be performed for each of the line scan states. Each one of the 
above functions must be completed to perform the path order. A 
failure in any function causes the order to fail and a failure return to 
the ROB executive. 

Each ROB order is made up of one or more primitive functions which 
perform a specific task in either hardware or firmware. Several func­
tions are used in the execution of the path order described above. One 
of these functions records the new status of the network in the data 
structures. This is accomplished by writing the path data into the PMJ 

for the junctor, computing the network links, and writing their new 
state into the network maps. This is an example of a function that 
depends on no other condition than the path data passed to it, and the 
function cannot faiL 

Other primitive functions depend on the current state of the hard­
ware. For example, setting a line to the origination scan state causes 
different actions when the line is in a path to the host than when it is 
in a path to another RSS line. In the first case, the line's supervisory 
state is repeated over a channel to the host. In the second case, the 
line's supervisory state is sent to the host as a data link supervision 
report. In either case, when the line disconnects, a ROB order will be 
received at the RT to set the line to the origination scan state. Clearly, 
the primitive function which handles the scan state change must first 
determine the old state of the line. The appropriate set of actions can 
then be taken to realize the desired final scan state. A success/fail 
return is given to the higher level routine to reflect execution status of 
the function. In this example, the primitive function is dependent on 
the line state and may faiL 

Many of these primitive functions are called by several of the order 
execution routines. By placing the line state dependent actions in the 
primitive functions, the order execution routines do not require knowl-
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edge of previous line states. This achieves greater code efficiency and 
more uniformity in handling specific tasks. 

6.4 Peripheral control 

Many of the primitive functions called by order execution routines 
perform peripheral hardware actions. However, not all peripheral 
circuits operate in the same amount of time. The electronic PNPN 
network operates at program speed and requires no firmware time 
breaks. Other circuits, such as the metallic access network, take longer 
to operate and require the firmware to delay before proceeding with 
additional orders. Consequently, a provision for time breaks has been 
included in the primitive functions to handle the slower operation. 
Higher level order execution routines are unaware of these delays. 

Also built into the peripheral control functions is the ability to retry 
orders. If an order fails, it is first retried on the same microprocessor 
controller. If the order fails a second time, the microprocessor control­
lers are switched and the order is retried from the newly on-line 
controller. Only if this third attempt fails is the peripheral circuit 
considered faulty and the order aborted. This retry strategy gives the 
peripheral orders every chance to succeed before a failure is accepted 
and propagated back to the host through a ROB acknowledgment. 

VII. STAND-ALONE SERVICE 

The stand-alone feature of the No. lOA RSS RT provides a POTs-type 
intraoffice service to individual, multiparty, PBX, and coin-type lines. 
Typically, an RT will be located in an area where there is a community 
of interest. The feature has been designed to serve this community of 
interest during periods when both data links to the host fail. 

The feature is a Bell operating company (BOC) option and is imple­
mented by equipping the RT with an engineered quantity of special 
circuit boards which provide the tone digit receivers and tone sources. 
The stand-alone feature is always resident in the RT firmware. 

7. 1 Stand-alone features 

The stand-alone feature was designed primarily with the CDO appli­
cation in mind. It provides intraoffice services to lines which are served 
directly by the RT. 

Local emergency service agencies in a community (e.g., fire, police, 
hospital, etc.) will most likely have several local telephone lines work­
ing in a multiline hunt arrangement. To continue to provide an 
adequate service to these agencies, a basic multiline hunt capability 
has been included in the stand-alone feature. 

A special facility has been incorporated to reroute selected numbers 
such as "a" operator and "911" to a local line. This rerouting is 
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accomplished by the Special Directory Number Translator which can 
translate an "0" first digit, or any 3-digit or 7 -digit number to a 
directory number served by the RT. If the BOC provides an entry in the 
special number translator to handle "0" calls, the RT can handle 
manual lines in the stand-alone mode by routing manual line call 
originations to the special "0" handling. 

Coin phones may be either dial-tone-first or coin-first. Intra-RT calls 
will be completed but any coins deposited will be returned. For 
multiparty lines, all ringing options are available. 

A recorded announcement port has been included on the special 
stand-alone circuits boards. Provision of a recorded announcement 
machine is optional for the BOC. Calls destined to numbers not served 
by the particular RT are routed to the recorded announcement on a 
"barge-in" basis. If one is not provided, reorder tone is substituted for 
the recorded announcement. 

While running in the stand-alone operating mode, no connect timing 
is performed on calls and no record is made for charging purposes. 

Special features such as call forwarding, abbreviated dialing, call 
waiting, specialized multiline hunt patterns, etc., are not available. 

Counts of traffic activity and of calls which cannot be handled for 
lack of or malfunctioning of resources are maintained. These counts 
are sent to the host and displayed on teletypewriters (TTYS) at the time 
the No. IDA RSS exits from the stand-alone mode. 

7.2 Entering and exiting stand-alone 

The stand-alone operating mode is entered whenever a duplex data 
link failure occurs. This may occur as a result of the loss of frame 
protocol on both data links for a period of 30 seconds or as the result 
of the loss of the "heart-beat" for a period of about one minute. A 
heart-beat message on the active data link is the ultimate back-up 
which controls entry into stand-alone. The RT originates a data link 
message every 10 seconds and increments a heart-beat counter. The 
host on receiving this message returns an acknowledgment which, 
when received at the RT, causes the counter to be zeroed. If this 
counter gets past 6, (no heart-beat returned for about 1 minute), all 
call processing in the RT is stopped and the transition into stand-alone 
is initiated. 

When entering stand-alone, all stable intra-RT calls are retained. All 
other calls are disconnected and the affected lines are placed into the 
appropriate state (origination or high and wet). Placing off-hook lines 
into the high and wet state helps to control the number of originations 
entering the system when stand-alone processing begins. 

The entry into stand-alone generates a modified transient clear 
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which initializes the database and hardware of all transient calls and 
all calls involving a channel connection to the host. It is possible that 
the trigger to enter the stand-alone mode may not affect the RT to 
host channel calls. However, since the stand-alone service circuits 
share network appearances with the channels, it is essential that 
channel hardware be idled. 

In the unlikely event stand-alone was triggered by other than carrier 
system failure, the channel idling will ensure that the host ESS will 
clear all of the related RSS calls. In the event of a normal outage, the 
host ESS is protected by the Carrier Group Alarm (eGA) conditioning 
capability of the host channel circuits. 

The process to bring the RT out of the stand-alone operating mode 
is initiated by the host. This may be accomplished manually by the 
initialization of the data links at the host or automatically under 
control of host code. The exiting stand-alone process is started by a 
host-originated message in which the host asks the RT "Are you in 
Stand-Alone?" If the RT is not in stand-alone, it sends a reply which so 
advises the host and does nothing. 

If the RT is in stand-alone, all call-processing work is suspended and 
the exiting stand-alone process is executed. As in the case of entering 
stand-alone, a transient clear is done which again initializes the data­
base and hardware of all transient calls. All lines which are off-hook, 
including both those involved in transient calls and those giving a 
permanent signal (high and wet lines) are placed into the originating 
state. Stable calls remain connected. 

When the database and hardware initialization work has been com­
pleted, information on stable calls is sent to the host. This information 
is used by the host to rebuild its database. 

Finally, the RT sets up a background task to send the traffic data, 
which was collected while in stand-alone, to the host for printing on 
the host's TTY. A message is then sent to the host that says "I am out 
of stand-alone" and normal host-RT call processing resumes. 

In the RT exiting process, lines with permanent signals are placed in 
the originating state. The host, after resuming control of call process­
ing, will see these lines as call originations. With no activity on the 
lines, they will be given permanent signal treatment by the host and 
will eventually be placed into the high and wet state at the host. 

7.3 Data structures 

During stand-alone call processing the Stand-Alone Buffer (SAB) is 
the basic data structure and serves as a repository for data which are 
accumulated while originating or disconnecting a call. Each call origi­
nation and each disconnect requires the use of an SAB. On an originat-
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ing call, the SAB is idled when the called party answers or if the calling 
party abandons the call. In many respects its use is similar to that of 
a call register in other ESS systems. 

The ROBS, which are used during host mode operations, are used 
and redefined as SABS for stand-alone mode. Because of much longer 
holding times (an average of 30 seconds for an originating call) addi­
tional SABS are provided for use only in stand-alone. 

While a call is in the dialing stage, a Universal Call Register (VCR) 

is attached to the SAB and placed on the digit collection linked list. 
This is a reuse of the VCR from one of its normal host mode functions. 

In the RT, office translation information is stored in write-protected 
memory. Principal translation data structures are as follows: 

(i) Directory Number (DN) Translator provides the information 
to translate a called number to the equipment location where the 
called party's line terminates. This translator also provides ringing 
information to ring the called party's line. 

(ii) Special Directory Number (SDN) Translator is used to translate 
the called special emergency numbers to a DN served by the RT. A first 
digit of 0, or any 3- or 7 -digit number can be entered into this translator 
(e.g., "0" or "911"). 

(iii) Line Remote Equipment Number (LREN) Translator provides 
information on the attributes of lines: i.e., major class of service, 
ground start applique usage, sleeve lead, TOUCH-TONE* service 
equipped, member of a multiline hunt group, etc. 

(iv) Multiline Hunt List contains the LREN number for lines which 
are members of multiline hunt groups. This list is used in connection 
with the multiline hunt facility. 

(v) Remote Miscellaneous Distributor Number (RMDN) translator 
provides translation information for lines equipped with sleeve leads. 

(vi) Ground Start Applique (GSA) Translator provides information 
on GSA equipment assigned to lines. 

(vii) Office Parameters provide information on office equipment 
availability, office options, etc. 

The LREN translator, GSA translator, and office parameters are used 
in both the stand-alone and host operating modes. The other transla­
tion data structures are used only while in the stand-alone mode. 

A full translation update is made automatically by the host over the 
data link on a scheduled basis, or a special update can be requested 
manually at any time. To accommodate service order activity, recent 
changes entered at the host will be updated individually almost im­
mediately at the RT. 

Busy /idle maps for the network junctors and A-links are maintained 

* Registered service mark of AT&T. 
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in memory. In stand-alone mode, the maps are used to make path 
assignments to connect a tone to a line or to make a talking path 
connection. Another busy/idle map in memory maintains the status of 
stand-alone tone circuit assignments. 

7.4 Call setup 

A major objective in the design of the stand-alone call processing 
feature was the maximum reuse of code and functions which were 
developed for host mode operations. Many ROB execution functions 
were used "as is," except for a few that required some minor modifi­
cations to accommodate both operating modes. Line scanning and 
ringing functions were also reused along with many hardware control 
primitives. 

Stand-alone call processing is carried out by a number of processes 
interacting with one another asynchronously and communicating 
through commonly accessed message areas located in the SAB. 

As in the host mode, the Line Scanning process regularly scans the 
line interfaces for changes in the on-hook/off-hook state of the sub­
scriber lines. When a call origination has been detected, the originating 
line is posted in the Origination Hopper. The Origination Hopper 
Unloading function, running at base level, unloads the hopper and, 
instead of sending a data link message, passes the LREN of the origi­
nating line to the directly coupled Originations Interface Routine. The 
Originations Interface seizes an SAB and spawns a process to handle 
the originating call. 

The RT operating system regularly scans the SABS for newly spawned 
processes and, when one is found, the Stand-Alone Executive is called. 
The Executive controls the call through three main phases of the call 
setup process. In the first phase, the Originating Call Process Initiali­
zation, the SAB is initialized, a UCR is attached, the call is placed on the 
digit collection list, and the originating customer is given dial tone. 

The Get Dialed Digits Process, the second phase, runs at base level 
and works asynchronously with the IO-ms interrupt level Digit Collec­
tion Process to receive the dialed digits from the customer, to analyze 
them, and to determine the equipment location of the called number. 
Digit analysis is performed after the first, third, and seventh dialed 
digits. On completion of the second phase, the called line has been 
checked for busy, line supervision is turned over to line scanning, the 
call is removed from the digit collection list, and the called line is ready 
to be rung. The Get Dialed Digits Process, while waiting for receipt of 
digits from the customer, regularly takes real-time breaks and returns 
control to the operating system. 

The third phase, the Ring Called Line Process, builds the ring order 
and calls the ROB execution function which handles ring orders. This 
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function spawns a new process which will actually control the ringing, 
and the detection of answer on the called line. When the called party 
answers, the ringing control process posts a flag in the SAB and 
terminates. The Ring Called Line Process then establishes the talking 
path between the two customers. 

This call is now in a stable state, line supervision has been turned 
over to line scanning, and the call is completed. The SAB is idled and 
the Call Setup Process terminates. . 

The mechanisms for detecting and handling hardware problems in 
the host operating mode are still active when running in the stand­
alone mode. However, with the data links out of service and no way of 
reporting the problems, these mechanisms are of limited value. Heavy 
reliance is placed on the hardware and software audits to keep as 
much of the RT hardware available for use as practical. 

To minimize the effect of a defective tone circuit on a stand-alone 
circuit board the various tones are assigned on a rotating basis. To 
avoid indefmite tie-up of anyone hardware or software resource, time­
out facilities have been incorporated throughout the Call Setup Proc­
ess. If the preset time limits are exceeded, the customer is given 
appropriate tone treatment and the resource is idled. 

7.S Call disconnects 

While a call is in the talking state, line scanning watches both lines 
for an on-hook condition. When one of the lines goes on-hook and so 
remains for a period of 1 second (the on-hook is not a hit or a flash), 
line scanning passes the information to the directly coupled Supervi­
sion Interface Routine. The Interface then searches path memory to 
locate the other party, seizes an SAB, and spawns a Disconnect Process. 
No distinction is made between the calling and called parties in 
processing a disconnect. 

Line scanning can detect an on-hook from a reverting call disconnect 
or from a high and wet line going on-hook. In either of these situations, 
there would not be a second line and a search of path memory would 
fail. In these cases, the Supervision Interface will still spawn the 
disconnect process which will perform a "single line disconnect." 

The operating system, as in the case of an originating call, finds a 
newly spawned process and calls the Stand-Alone Executive. The 
Executive determines that the SAB is for a call disconnect rather than 
a call origination and then passes control to the Call Disconnect 
Process. 

On receiving control, the Call Disconnect Process first disconnects 
and idles any network path. For the first or only line involved, any 
coins which may possibly be still in the coin chute of a coin phone are 
returned, and the line is conditioned so that it can originate a new call. 
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If a second line is involved (a line-to-line connection), possible coins 
are returned on coin lines. A direct check of the second line's line 
interface is then made to determine its on-hook/off-hook status. If it 
is on-hook, the line is set up so that it can originate a new call. Should 
it still be off-hook, the line is placed into the high and wet state. 

This completes processing of the call disconnect, the SAB is idled, 
control is returned to the Stand-Alone Executive and then to the 
operating system. The disconnection process then terminates. 

When the second line which possibly was placed high and wet later 
goes on-hook, another disconnect process will be spawned. The Call 
Disconnect Process will then be concerned with only a single line and 
appropriate action will restore the line to the originating state. 

VIII. SUMMARY 

There is a growing trend to incorporate distributed processing in 
telephone switching systems. The No. lOA RSS is in the forefront of 
this trend and is part of a system consisting of a host ESS connected to 
one or more remote terminals (RTS). The host ESS and its associated 
RTS have a master/slave relationship via direct processor-to-processor 
communication over a data link. The RT is effectively an extension of 
the host ESS allowing it to now provide service for customers many 
miles away. This arrangement can increase substantially the range and 
utilization of an existing host ESS. 

The RT processing power is supplied by the BELLMAC-8 nlicro­
processor. One unique architectural feature of this microprocessor is 
the absence of on-chip general registers. All such temporary variables 
are located on two stacks in memory referenced by the rp and sp. This 
feature makes the context switching required when calling subroutines, 
handling interrupts, or switching processes very efficient since no data 
movement is necessary other than changing two pointers. These kinds 
of context switching occur very frequently in the RT firmware design. 

Most of the RT firmware is coded in the high-level language C. The 
RT tasks performed are controlled by a process-oriented operating 
system in which each process descriptor contains its own stacks. The 
dedicated stacks keep time breaks from having a detrimental effect on 
the program structure of a process. The number of bytes of RT firmware 
code exceeded the 16-bit addressing capability of the BELLMAC-8 
microprocessor so a memory bank switching scheme was incorporated 
into the RT design. Bank switching was hidden from process execution 
by traps to the operating systenl supplied by the overlay link-editor. 

Ringing and other high-power signals are supplied in the RT from a 
general-purpose circuit termed a Universal Service Circuit (usc). A 
sizable portion of the RT firmware is devoted to the complex control 
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required by these uses and their metallic access to customer lines. The 
most notable aspect of this usc control fIrmware is that one usc can 
be used to ring up to three phones via a time-sharing arrangement. 

The RT fIrmware is responsible for periodically scanning lines and 
reporting any change in supervisory state to the host. If the line is 
connected to a channel, the supervisory state must be written to the 
channel because the solid state voice network will not pass dc signals. 
This has to be done as often as every 10 ms, while the line is in the 
dialing state, to properly pass dial pulses. If the line is not connected 
to a channel, supervisory information is passed over the data link. In 
these cases, the RT also performs any hit timing or flash timing 
necessary. 

The RT is not call-oriented since total call control resides in the host. 
Instead, the RT focuses on executing orders sent by the host over the 
data link in ROBS. Several ROB execution processes can be active at 
anyone time. If data link communication with the host fails, however, 
the RT enters a call oriented stand-alone mode of operation to provide 
customers with a POTs-type intra-RT service. In this mode, the ROBS 
are redefIned as SABS and increased in number to support the increased 
holding time of their new call-oriented usage. One important aspect of 
the transitions into and out of stand-alone is that they have been 
designed to preserve all stable intra-RT calls. 
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The lOA Remote Switching System (RSS) is unlike previous elec­
tronic switching systems in that its various subsystems can be physi­
cally separated by hundreds of miles. Thus, its maintenance plan 
must make provisions for the day-to-day operation and repair of the 
separate system components by different Bell operating company 
craft forces. The maintenance of each of the RSS subsystems is de­
scribed in this article, as well as the required overall coordination 
between the various craft forces charged with RSS maintenance. 

I. INTRODUCTION 

1.1 Maintenance objectives 

Overall system requirements and objectives for the lOA Remote 
Switching System (RSS) are detailed in Ref. 1. From a maintenance 
standpoint, the objective is to provide continuous and reliable tele­
phone service throughout the life of the system, while providing 
maintenance capabilities equivalent to those of other ESS systems. 
That is, the system must be both highly dependable and easily main­
tainable. The maintainability objective is to have a system in which 
troubles, when they occur, are easily located and sectionalized, and 
repair operations can be completed quickly by craft without extensive 
training in RSS. It is a further objective that the RSS maintenance plan 
be as consistent as possible with existing Bell operating company 
procedures for maintaining switching systems and fit the organiza­
tional structures and maintenance support systems expected to exist 
in the 1980s. 
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1.2 Overview 

The No. lOA RSS maintenance plan is similar to that of other Bell 
System electronic switching systems in its reliance upon hardware 
duplication of critical system components and its use of program 
control for fault detection, recovery, and support of repair operations. 
The RSS is unique, however, in that its various subsystems can be 
physically separated by up to 280 miles,2 and the maintenance plan 
must make provisions for the day-to-day operation and repair of 
separate parts of the system by different craft forces. For this reason, 
proper maintenance of the RSS will require considerably more coordi­
nation among various Bell operating company maintenance forces 
than earlier electronic switching systems. 

A block diagram of the RSS is shown in Fig. 1. The three major 
components are 

(i) The RSS remote terminal. 
(ii) The data links and interconnecting channel facilities. 

(iii) The controlling host ESS. 

All of the communication (both voice and data) from the remote 
unit terminates on the host office, which supplies much of the overall 
control for the system. The communication between the remote ter­
minal and the host ESS is over duplicated data links, controlled at the 
host by the Peripheral Unit Controller configured in the Data Link 
application (PUC/DL). The voice channels from the remote terminal 
connect to the host line network and, thus, present some characteristics 
of both lines and trunks. Detailed discussions of the software and 
hardware characteristics of the various RSS components are included 
in Refs. I to 7. 
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Fig. I-Remote switching system block diagram (T carrier). 
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A maintenance plan for the RSS must include all of these separable 
subsystems and their interactions. In general, existing host mainte­
nance procedures have been extended to include the maintenance of 
components of the RSS closely tied to the host ESS. Thus, the channels 
interconnecting the host and the remote terminal are treated, from a 
maintenance standpoint, much like interoffice voice trunks connected 
to the ESS. The PUC/DL is treated like any other piece of ESS periphery 
and is maintained similarly. 

On the other hand, the remote terminal itself, where the hardware 
is distinctly separate from that of the host, is maintained, as much as 
possible, as a separate entity. The host maintenance teletypewriter 
(TTY) is the primary interface for remote terminal maintenance, but 
all remote terminal fault detection, diagnostic control, system state 
control, etc., are coordinated by the microprocessor controller at the 
remote terminal. In this way, most maintenance procedures for the 
RSS remote terminal can be kept independent of the host type (No.1, 
lA, or 2B ESS). The specific host-dependent maintenance capabilities 
described in this article refer to No. lilA ESS. 

The RSS per-line circuitry is quite complex because of space, power, 
and network considerations,4 while the host ESS per-line circuitry is 
relatively simple. Extensive loop maintenance functions, such as local 
test desk access and Automatic Line Insulation Tests (ALIT) exist in 
the host, but there are no line circuit maintenance functions applicable 
to the RSS per-line hardware. Host software has been modified to 
supervise ALIT testing, and to control line test access in the RSS. 

Software has been implemented in the remote terminal to provide the 
required per-line circuitry maintenance functions. 

Section II of this paper describes the operational relationships 
necessary to efficiently maintain the RSS. Remote terminal mainte­
nance is discussed in Section III, and puc/DL maintenance is outlined 
in Section IV. Section V reviews the approach to RSS channel main­
tenance, and customer line maintenance is discussed in Section VI. 

II. DIVISION OF MAINTENANCE RESPONSIBILITIES 

2. 1 Overall maintenance coordination 

The primary responsibility for the maintenance of the RSS lies with 
the switching force responsible for the maintenance of the host ESS. 

The RSS sites are unstaffed, with all TTY messages from the various 
RSSS appearing on the host maintenance TTY. All alarms associated 
with the RSS trigger host central office audible alarms and light alarm 
indicators on the host Master Control Center (MCC). The sectionali­
zation of troubles often requires detailed host office expertise because 
of the complex interrelationship between the host and the RSS. 
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The ESS switching maintenance force may be located either in the 
host central office or in the Switching Control Center (see). When the 
host is maintained from an see, the see is the ideal point to centralize 
the overall maintenance responsibility for the RSS. The see is normally 
responsible for the operation and maintenance of all ESS central office 
equipment within a geographic area, and its responsibility would 
normally extend to any RSSS served by host ESS offices in that area. 

The see is responsible for continuous surveillance and trouble sec­
tionalization for the RSS. Since see personnel would normally monitor 
all TTY printout and host alarms, they are responsible for sectionalizing 
and isolating all machine-generated trouble reports. When a fault is 
found in the host ESS equipment, the pue/DL, or the RSS remote 
terminal, the see maintenance force is directly responsible for its 
repair. In some cases, the see will have direct repair responsibility for 
other portions of the system. In some Bell operating companies, the 
see is responsible for the maintenance of central office carrier equip­
ment. When this is the case, see craft will normally be responsible for 
the maintenance of any host office located channel carrier equipment. 
In all other cases of RSS troubles, it is the responsibility of the see to 
refer other troubles (e.g., customer loop problems, carrier facility 
troubles, or data link modem difficulties) to the appropriate mainte­
nance force for follow-up repair. The see is also responsible for tracking 
all RSS repair activities, independent of the specific maintenance force 
responsible for the repair. 

2.2 Remote terminal maintenance 

The repair and maintenance of the RSS remote terminal will normally 
be carried out by ESS switching craft dispatched from the host central 
office or from the see. In some cases, however, because of long travel 
times or other local problems, it may be expedient to train other 
available maintenance personnel in simple RSS repair procedures. In 
these cases, the repair operations will be performed under the direction 
of switching craft, either at the host or at the see. 

2.3 Data link maintenance 

All pue/DL faults are reported on the host maintenance TTY and are 
treated in the same manner as a fault in any other piece of ESS 

periphery. After the trouble is sectionalized and isolated, the host 
switching craft will be responsible for the repair. If the fault is found 
to lie within the data sets, the trouble will be referred to the appropriate 
force (normally either data services or carrier repair forces) for repair. 
If the fault is found to lie within the carrier facilities, those normally 
responsible for carrier maintenance and repair will be called. 
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2.4 Channel maintenance 

The maintenance of the voice channels between the RSS remote 
terminal and the host ESS is the responsibility of the same force 
responsible for the maintenance of the host office trunks. This function 
will be performed at the host trunk test panel or at the trunk mainte­
nance work station at the scc. This force will be responsible for 
monitoring the weekly scheduled automatic channel diagnostics, and 
providing ongoing surveillance of the maintenance TTY output in order 
to react to channels automatically removed from service by system­
error analysis. When RSS channel troubles are detected, it is the 
responsibility of this force to sectionalize the trouble to either host 
central office equipment, host carrier equipment, carrier facilities, or 
remote terminal equipment. Once the fault is isolated to one of these 
areas, the trunk maintenance force is charged with either repairing the 
trouble, or referring the problem to the appropriate maintenance 
group. 

When the host trunks are included in a Centralized Automatic 
Reporting On Trunk (CAROT) center, the RSS channels will normally 
also be included. Then, the CAROT center will routinely perform trans­
mission measurements on the RSS channels. 

2.5 Carrier equipment maintenance 

The carrier equipment between the host ESS and the RSS remote 
terminal is the maintenance responsibility of the Bell operating com­
pany force normally charged with carrier maintenance. The switching 
craft responsible for the host will normally receive the first indication 
of carrier trouble via TTY printouts and audible alarms. The problem 
will then be sectionalized further to determine which specific force 
should carry out the repair. Trouble could lie within the RSS remote 
terminal frame, within the host ESS carrier equipment, or within the 
carrier facilities in the outside plant. In the case of T -carrier, particu­
larly, coordination greater than the norm will often be required be­
tween the switching craft and the force responsible for carrier main­
tenance, because the T -carrier equipment at the remote terminal is 
integrated into the RSS equipment frame. When the switching craft 
has isolated the carrier problem to the facilities, the trouble would 
normally be reported to the Facility Operation Center of the T -carrier 
Restoration Control Center (TRCC) for repair and service restoral. 

2.6 Customer loop maintenance 

The responsibility for the maintenance of the customer outside plant 
and station equipment remains with the appropriate maintenance 
center. In the following, such a maintenance center will be referred to 
generically as a Repair Service Bureau (RSB). In the future, RSB 

functions may be split among several other maintenance centers. 
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The ability to test an RSS customer loop from the local test desk is 
provided either via a metallic test connection or through a modified 
remote test system. As with other systems, most customer complaints 
will be reported directly to the RSB, and it will be their responsibility 
to sectionalize the problem as either "in" the switching equipment or 
"out" in the outside plant. If the problem is found to be in the switching 
equipment, it is the responsibility of the RSB to notify the switching 
craft for further fault resolution and repair. Customer drop line, 
terminal equipment, and loop plant problems will be repaired by the 
appropriate maintenance force. 

Customer loop problems that are detected by the RSS will result in 
TTY output messages that print on the local test desk TTY channel. It 
will be the responsibility of the RSB maintenance force to react to these 
trouble reports, sectionalize the problem to either "in" or "out" and 
either repair the "out" problem or alert the switching craft to problems 
within the RSS equipment. 

III. REMOTE TERMINAL MAINTENANCE 

3. 1 System overview 

The RSS microprocessor controller generally operates under the 
control of the host ESS processor. In the case of call processing, the 
degree of host control is large.5 However, remote terminal maintenance 
activities are carried out nearly autonomously, with the host ESS acting 
primarily as a TTY input/output coordinator. Remote terminal hard­
ware fault detection, error analysis, alarm scanning, and processor 
configuration are performed by the remote terminal microprocessor. 
The RSS hardware diagnostics are also resident at the remote terminal. 
The host exercises automatic control over remote terminal hardware 
diagnostics only for interface circuitry, such as channel interface 
hardware and data link hardware. 

The desired degree of remote terminal reliability is accomplished 
through hardware duplication of circuitry that affects more than 64 
customer lines. To ensure that no single fault will affect more than 64 
lines, the RSS microprocessor controller and the data link connecting 
the remote terminal to the host are duplicated. A block diagram 
illustrating this duplication is shown in Fig. 2. A complete RSS con­
troller consists of the microprocessor itself, along with its dedicated 
memory and a dedicated set of fanout boards through which the 
periphery is accessed. Each microprocessor controller can communi­
cate over either data link. The host determines which data link is 
active, and the remote terminal decides which microprocessor con­
troller is active. 

The remote terminal microprocessor controllers have four allowable 
states: active, standby, out-of-service, and unavailable. In the normal 
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Fig. 2-Remote switching system terminal-system control. 

working mode, one processor side is active with the other standby. In 
this mode, there is no matching between the two sides, but the standby 
memory is placed in a double-write mode, allowing the active processor 
to write into both the on-line and off-line memories simultaneously. 
Thus, if a fault is detected in the on-line controller, a switch can 
quickly be made to the standby side whose memory has been kept up 
to date. Any data mutilation caused by the fault will be cleaned up by 
initialization and audit routines after the switch. 

If the off-line microprocessor complex is suspected of being faulty, 
or its memory is not being kept up to date, it is placed in the out-of­
service state. When the off-line microprocessor is marked out-of-ser­
vice, it is still available for a switch to the active state if a severe fault 
is detected in the on-line controller. The off-line processor is made 
unavailable, and a processor switch inhibited, if it has been manually 
forced off-line or if it has had its power removed. The RSS control 
complex is discussed in detail in Ref. 3. 

Peripheral circuitry, such as the network links and junctors, the 
various service circuits, and the voice channels between the host and 
the remote terminal, are replicated.4 If a malfunction occurs in one of 
these circuits, the faulty component is identified and removed from 
service. Generally, there is a sufficient number of remaining circuits to 
adequately handle the normal traffic with little or no degradation of 
service. 

The primary maintenance interface with the RSS remote terminal is 
via the host ESS maintenance TTY. Direct TTY communication with the 
remote microprocessor control system is not possible. A maintenance 
panel is provided for on-site interaction with the remote terminal, but 
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its primary function is to allow for circuit-pack replacement and repair 
verification. The capability is provided to verify a failing circuit, 
remove it from service, remove power from the circuit pack if neces­
sary, replace the pack, and then verify the replacement's correct 
operation. A software buffer associated with the maintenance panel 
must be preloaded, via the host TTY, with a list of circuit packs to be 
diagnosed on site. 

During installation and periods when extensive repair activity is 
necessary at the remote site, remote access to the host maintenance 
TTY facility is possible. This access will generally be provided via a 
secure dial up connection to the see serving the host ESS. In this case, 
it is recommended that a voice-grade facility, independent of the RSS 

equipment, be provided. It is also possible to provide access to the host 
remote maintenance TTY on a direct, dedicated-facility basis. 

3.2 Remote terminal fault detection 

The RSS remote terminal maintenance programs detect and recover 
from a fault, reconfigure the system if necessary, and report pertinent 
information concerning the fault in a TTY output message at the host.3

•
6 

Normally, the message will identify the specific circuit in which the 
fault occurred. The detection of a fault does not automatically initiate 
a diagnostic of the remote terminal hardware. It is necessary for the 
craft person to use manual diagnostics to verify and repair the faulty 
circuit. 

Both hardware and software checks are used to detect faults in the 
RSS remote terminal microprocessor controller complex.4 There is a 
hardware sanity timer associated with each microprocessor. If the 
timer is not periodically reset, a timeout occurs, causing the associated 
microprocessor to begin executing code to initialize itself and establish 
a working mode. Repeated time outs result in more severe initialization 
levels. In addition, hardware exists to detect parity errors when ac­
cessing the memory and fanout boards. 

Software fault detection is performed by a set of sanity tests that 
are repeated approximately every 10 seconds. These tests are designed 
to fail when the control complex is functioning improperly. 

A software check routine verifies the ability of the processors to 
access the RSS periphery. Peripheral faults are also detected by a 
number of tests each time the peripheral equipment is used. These 
include tests for network continuity, tests for proper operation of the 
logic on the line interface boards, and, on terminating calls, tests of 
the universal service circuit output voltage levels and logic operation. 
On terminating calls, proper operation of the high voltage metallic 
access circuitry is verified, and the ringing current on the customer 
loop is measured. The failure of any of these tests results in a report 
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to the error analysis programs. The operation of these programs is 
discussed in Section 3.4. 

A number of tests of RSS remote terminal hardware are scheduled 
on a routine basis. These include a daily diagnosis of the off-line data 
link (discussed further in Section IV), weekly scheduled diagnostics of 
the voice channels between the host and the remote terminal (dis­
cussed in Section V), and periodical automatic line insulation tests (see 
Section VI). Remote terminal hardware diagnostics are automatically 
run once a day. The off-line microprocessor controller is diagnosed and 
switched on-line daily, and all of the peripheral hardware is diagnosed 
at least once every four days. 

Hardware problems in the remote terminal permanent memory are 
detected by a memory audit that periodically examines every memory 
location. Data parity is checked, and the on-line and off-line data are 
compared. If a fault is detected, the appropriate controller is removed 
from service. 

3.3' Fault recovery and reconfiguration 
If a fault is detected in the active microprocessor controller in the 

RSS remote terminal, an attempt is made to automatically recover and, 
if necessary, to switch sides to reach a working hardware configuration. 
The control of this recovery action normally lies with the active 
processor. If it becomes too insane to initiate a switch, the sanity timer 
for the off-line processor will time out and initiate a recovery.3 

Several levels of initialization are available, ranging in severity from 
a simple restart of the base level program cycle to a complete initiali­
zation of all data bases and a reset of all peripheral hardware. Repeated 
occurrences of faults will cause an automatic escalation of the initial­
ization level up to the point where transient telephone calls are cleared. 
A complete initialization (which includes clearing stable calls) can 
normally only be requested manually. 

The different initialization levels and their associated recovery ac­
tions are: 

1. A Level 1 recovery requests any active background task to abort. 
Program execution is restarted at the beginning of the base level cycle. 
This level is normally the first action taken if a processor or memory 
fault is detected. 

2. In Level 2, a minimal amount of call store is cleared, any active 
background task is aborted, and the processors are switched, if possible. 
An out-of-service processor can be switched on-line unless a switch 
has been inhibited by TTY request. 

3. In Level 3, a minimal amount of call store is cleared, and a set of 
emergency audits are run. On their completion, the program cycle is 
restarted. 

4. Initialization Level 4 clears all telephone calls in the transient 
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state and idles their associated peripheral hardware. Any call store 
memory that is not up to date is copied from the off-line side. The 

. translation checksum is examined, and if it is not correct, a complete 
translation update from the host is performed. Level 4 is normally the 
highest automatic initialization level allowed. 

5. In Level 5, all call store is cleared, except for a special "never 
cleared" area containing the data link buffers, traffic counts, and post­
mortem information concerning the ongoing recovery action. The 
periphery is completely idled, and all in-progress telephone calls are 
lost. The translation checksum is examined, and if found to be incor­
rect, a complete translation update from the host is performed. 

6. All clearing actions of Level 5 are executed in Level 6. The 
translations are unconditionally updated from the host, and the on­
line/off-line roles of the processors are switched, if possible. This 
initialization level is entered only via a TTY request or a manual request 
from the reset button on the RSS frame. 

When an RSS remote terminal initialization takes place, the main­
tenance forces at the host and at the see are notified via an alarmed 
TTY output message. This message indicates which microprocessor 
controller was on-line both before and after the initialization, the level 
of initialization, and the program address where the recovery occurred. 
The reason for the recovery action is also given. The reasons include 
various parity check errors, a sanity timer timeout, an attempt to write 
into write-protected memory, a request to execute an invalid program 
instruction, and an attempt to access an invalid peripheral address. 

After a few minutes, when it is clear that further recovery action is 
not going to occur, a "post mortem" message is printed, giving detailed 
information relative to the recovery. Information is printed about both 
the first initialization in the current series, and from the most recent 
initialization. Normally, the initialization process is carried to comple­
tion by the RSS remote terminal programs, and no craft intervention is 
required. If the controller gets in a state where it is continually 
initializing itself, a manually requested Level 6 initialization may 
become necessary. 

When the periodically executed processor sanity tests fail, the re­
covery mechanism differs from the multilevel initialization process just 
described. The failure of one of these tests normally indicates a 
hardware fault in the on-line microprocessor controller, and the recov­
ery consists of an attempt to switch to the standby side. If the off-line 
controller is marked out of service, it mayor may not be switched on­
line, depending on the severity of the fault and its potential effect on 
the system. If a processor switch is not completed, the original con­
troller remains active, with the processor marked faulty. In this state, 
the discovery of new processor faults will not be reported via TTY 

output, unless they are severe enough to cause a processor switch. 
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Memory faults discovered by the memory audits also result in a 
processor switch, if possible. A switch will not take place if the off-line 
controller is out of service. 

As with sanity test failures, peripheral faults are also handled outside 
the multilevel initialization procedure, since they normally result from 
peripheral hardware problems. If a fault is detected while attempting 
to execute a peripheral order, one of three problems is assumed to 
exist. The fanout board involved could be faulty, the particular periph­
eral hardware being accessed could be faulty, or a transient hardware 
failure could have occurred in either the fanout board or the periphery. 

When a peripheral order fails, it is first retried without altering the 
system state. If the retry succeeds, a transient hardware fault is 
assumed and a transient error counter for the on-line side is incre­
mented. If the number of transient errors exceeds a threshold, the 
system will switch sides, if possible. 

If the peripheral order retry fails, the system attempts to switch 
sides. The peripheral order is then retried from the new controller 
complex. If it succeeds, the original fanout board is assumed faulty. 
The off-line controller is then removed from service, with that partic­
ular fanout marked bad. If the peripheral order fails on the new side, 
a peripheral hardware failure is indicated. The now off-line microproc­
essor controller is left in the standby state, and the faulty portion of 
the periphery is marked bad so further access problems with the 
suspected hardware will not result in a processor switch or TTY output. 

When two successive peripheral orders fail and a processor controller 
switch is not allowed, it is not possible for the system to differentiate 
between fanout and peripheral hardware faults. In this case, the on­
line fanout board involved is marked faulty. 

3.4 Error analysis and peripheral circuit disposition 

When a fault is detected in the peripheral hardware, either through 
the mechanism described in the previous section or the various per­
call tests, the hardware involved is reported to the RSS error analysis 
programs located in the remote terminal. The circuits analyzed by 
these programs include network A-links and junctors, Receiver Off­
Hook (ROH) tone circuits, metallic access buses, and Universal Service 
Circuits (uscs). Channels and lines receive modified treatment, as 
described in Sections V and VI, respectively. 

The error analysis programs make use of two techniques for analyz­
ing and pinpointing faulty hardware-peer group analysis and quick 
check. A peer group analysis program compares the error rate of a 
particular member of a group of circuits to the error rate of the entire 
group. The circuits are compared on the basis of a particular error 
type, and any circuitry that shows a high rate of failure relative to the 
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other members of the group is reported to the circuit disposition 
programs for possible removal from service. 

The second technique used for peripheral hardware error analysis is 
a success/fail comparison called quick check. The quick check program 
looks for three successive failures from the same circuit. When a 
particular circuit fails three times in a row, an attempt is made to 
automatically remove it from service. 

When a per-call failure is detected by either the peer analysis or 
quick check technique, a TTY output message is generated. This 
message details the particular circuit which failed and the failure type. 

The circuit disposition program, located primarily in the host, is 
responsible for acting on requests to remove or restore peripheral 
circuits to and from service. Removal requests can be automatically 
generated by the error analysis programs as just outlined, or they can 
be the result of a manual request from the RSS maintenance panel or 
from the host maintenance TTY. Restoral to service requests can only 
be made manually. 

When a request is received to remove a circuit from service, it may 
be removed immediately, the request may be denied, or, if the circuit 
is busy, it may be camped on and removed when it becomes idle. A 
removal request can be denied if a predefined out-of-service limit has 
been reached. In this case, a manual request can be made from the 
TTY to override this limit and unconditionally remove the circuit from 
service. The camp-on mechanism will not monitor the circuit indefi­
nitely. After a period of time, the program will time out, and it will be 
necessary to re-request the circuit removal. 

In all cases, the action taken by the circuit disposition programs is 
reported to the craft by host maintenance TTY output messages. The 
success or failure of a removal or restoral request is indicated. If a 
removal request failed, the reason for failure is specified. When an 
automatic request from error analysis results in the removal of a circuit 
from service, the error type or types is specified, and the reason for 
removal, either peer analysis or quick check, is given. 

The circuit disposition program also formats and outputs informa­
tion about the status of RSS remote terminal peripheral hardware. Out­
of-service lists for network A -links and junctors, metallic access buses, 
and uses are output by this program. The current state of any 
individual line can also be determined and printed via the circuit 
disposition program. 

3.5 RSS remote terminal diagnostics and fault repair 

In the RSS remote terminal the circuit pack is generally the smallest 
replaceable entity. For this reason, the diagnostics for the remote 
terminal hardware are designed on a per-circuit-pack basis. Each 
diagnostic tests a complete circuit pack, which often contains many 
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individual circuits. For example, the line interface board contains line 
access circuitry for eight lines, the first stage of the switching network 
for these lines, and the metallic interface network between the cus­
tomer loop and the usc which supplies high voltage control, such as 
ringing and coin control. 

The primary requirement for the design of these diagnostics is 
testing completeness rather than fault resolution. Thus, the diagnostics 
are designed to determine which portion of the system (to the circuit 
pack level) contains a fault, not which specific circuit is faulty. In most 
cases, a failing diagnostic pinpoints the faulty board, or at most a few 
suspected faulty boards. 

The TTY output message associated with a diagnostic failure will 
usually include enough information to either determine the faulty 
board or suggest further diagnostics that should be run. If a more 
detailed analysis of the failure is necessary, the output message will 
contain raw data that, when used in conjunction with the diagnostic 
program listings, will enable this examination to be done. 

All diagnostics can be requested manually from the maintenance 
TTY. The microprocessor controller diagnostics are automatically run 
daily, and all peripheral hardware is routinely diagnosed on a 4-day 
cycle. Except for the channel and data link diagnostics, discussed later 
in this paper, RSS remote terminal diagnostics are not run automati­
cally as the result of a detected failure. Also, a failing diagnostic will 
not remove circuitry from service because of the lack of failure rc~o­
lution to the circuit level. 

The RSS processor, memory, and fanout diagnostics run on the off­
line controller only, but diagnostics for the peripheral circuitry will run 
whether the equipment is in service or out-of-service. If a diagnostic is 
run on a circuit pack containing traffic busy circuitry, the tests for that 
portion of the board are skipped. Thus, there are three possible results 
for a peripheral circuit-pack diagnostic. It can pass all tests, it can fail 
some tests, or it can pass every test run, with some tests skipped. Each 
of these cases is detailed with a TTY output message, with an indication 
of the number of skipped orders when all tests were not run. 

The diagnostics can be run in one of three modes. In the normal 
mode, the diagnostic is run only to the point where a failure is detected. 
At that point, the diagnostic is terminated and the failure is reported. 
The daily routine diagnostics are run in this mode. An unconditional 
mode exists for cases where the fault resolution of the normal mode is 
inadequate. In this mode, every diagnostic test is run and every failure 
is reported. The third diagnostic mode is the repeat mode. The 
diagnostic, or a portion of the diagnostic, is repeated continually until 
manually aborted. In this mode, the result of the first run through the 
diagnostic, either pass or fail, is reported. On subsequent runs, only 
changes in diagnostic results are reported. This mode is useful when 
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an intermittent failure exists, or when it becomes necessary to use 
external test equipment to monitor the operation of a portion of the 
RSS circuitry. 

In addition to using the diagnostics for fault detection, they are also 
useful for fault isolation. In some cases, a diagnostic failure implicates 
only one circuit pack, but in other cases, the failing diagnostic will 
implicate other boards. By diagnosing these circuit packs, the partic­
ular board that is faulty can usually be identified. In some cases, it 
may be necessary to use the information in the diagnostic program 
listings for a description of the test situation and a detailed analysis, 
using the raw data contained in the diagnostic failure message. 

When a fault has been isolated to one or a few suspected faulty 
boards, a craft person must be dispatched to repair the problem. The 
RSS maintenance panel is the normal field interface between the system 
and the craft. Identification numbers of the suspected faulty boards 
must be preloaded in the maintenance panel repair buffer from the 
host maintenance TrY. In the field, the craft person can then use the 
panel to sequentially examine each circuit pack. First, the board is 
removed from service and diagnosed. If it fails, it is replaced and 
rediagnosed for repair verification. If it passes, the pack is restored to 
service. If the diagnostic continues to fail, the fault probably lies on 
one of the other suspected faulty packs. In this case, the original board 
can be replaced, and the second suspected circuit pack investigated. 
This procedure is repeated until every circuit pack stored in the 
maintenance panel repair buffer passes its diagnostic. 

IV. PERIPHERAL UNIT CONTROLLER/DATA LINK MAINTENANCE 

4. 1 Peripheral hardware 

A Peripheral Unit Controller (puc) is a microprocessor-based, intel­
ligent No. lilA ESS peripheral. It communicates with the No. lilA 
ESS through the peripheral unit bus, the scanner answer bus, a central 
pulse distributor, and a master scanner (see Fig. 3). 

Since the puc is a general-purpose controller used in No. lilA ESS 

for such features as Digital Carrier Trunk, and Electronic Tandem 
Switching, as well as the Remote Switching System, puc maintenance 
considerations will not be specifically discussed. The RSS requires a 
puc data link (puc/DL); that is, a puc with additional hardware and 
an additional firmware package that allows it to provide an interface 
with up to 16 data links. Because of the dependence of RSS {)n its data 
links, the puc/DL maintenance considerations will be discussed. Other 
aspects of RSS data link operation are covered in Refs. 3, 5, and 6. 

Since an RSS can serve up to 2000 customers, its communication link 
to the host is duplicated for reliability. The two links are operated in 
an active-standby configuration at a 2400-b/s data rate using the CCITr 
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X.25 link-level protocol. A PUC/DL frame can support up to eight RSSS. 

Each link connects the host to the Remote Terminal via either Tl or 
N -carrier. If Tl carrier is used, the link consists of the following: 

(i) Line Interface Unit (LIU) in the puc. 
(ii) Special D4 channel bank data port plug-in. 

(iii) Standard interface between the LIU and the data port. 
(iv) Tl voice channel. 
(v) Data Link Interface (DLI) board in the RT. 

If N -carrier is used the link consists of the following: 
(i) Line Interface Unit in the puc. 

(ii) Standard 2400-baud, full-duplex data set. 
(iii) Standard interface between the LIU and the data set. 
(iv) N -carrier voice channel. 
(v) Matching data set at the RT. 

(vi) Data Link Interface board. 
(vii) Standard interface between the modem and the DLI. 

It is the task of PUC/DL maintenance to detect link-affecting prob­
lems in any of these components, reconfigure appropriately, and to 
provide diagnostic resolution sufficient to sectionalize the problem. 

4.2 Data link trouble detection and recovery 

Trouble in the data link can be detected by the hose or the remote 
terminal3

•
6 when a carrier failure, a protocol response failure, or an 

excessive error rate is encountered. When the remote terminal detects 
a problem before the host, it simply stops responding to the received 
data, causing the host to detect a protocol response failure. In any 
case, the host attempts to establish a working configuration using the 
standby link. The faulty link is then diagnosed and reported to the 
craft person by a host TTY message. If both links to the RSS are faulty, 
the remote terminal will go into a stand-alone mode. Host recovery 
programs continue to periodically diagnose the links and will auto­
matically bring the data links back on-line when the trouble clears. 

Faults requiring manual intervention require additional software 
tools. The TTY messages are provided to request the data link status, 
restore a data link to service, remove an active link from service, and 
diagnose a data link. In rare cases, TTY messages can be used to force 
a link active or detain a link out-of-service; thus, overriding the system 
checks and forcing the system to use or not use a specified link. 

4.3 Data link diagnostic 

A data link diagnostic can be requested manually or automatically. 
It is composed of seven phases which test the various sections of the 
data link by looping signals at different interfaces, applying enough 
load to stress the system, and observing the results (see Fig. 4). The 
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diagnostic can print in the normal or raw data modes. It can run all 
phases, begin and end at a specific phase, or loop on a particular phase. 
Phase 1 tests host access to the LIU. Phase 2 loops the host signal at 
the LIU. Phase 3 loops the host signal at the host modem or data port. 
Phases 4 and 5 consist of tests run at the RT. Phase 4 verifies proper 
operation of the DLI board and performs a local loopback from the 
remote terminal controller to the DLI. Phase 5 remotely loops the 
signal at the remote terminal Tl interface or modem, depending on 
the facility. Phase 6 is a hardware end-to-end loop consisting of 1000 
frames of data; fewer than 10 errors is considered as an All-Tests-Pass 
(ATP), fewer than 100 errors is characterized as a degraded link, and 
more than 100 errors is considered a failure. Phase 7 attempts end-to­
end communication by sending a message to the remote terminal 
controller, and waiting for a response. This phase fails if a response is 
not obtained within a reasonable period of time. 

V. REMOTE SWITCHING SYSTEM CHANNEL MAINTENANCE 

5.1 Channel maintenance overview 

A channel is a Special Service Circuit, similar to a voice trunk, 
connecting the RT to a line appearance on the host No. lilA ESS. A 
channel looks like a line to call processing programs, enabling most 
No. lilA ESS line features to be readily available to any RSS customer 
when connected to a channel. In the areas of maintenance and traffic 
usage, however, channels more closely resemble trunks. With a traffic 
usage of up to 25 ccsi channel, a faulty channel can potentially affect 
many customers; therefore, weekly diagnostics, per-calI-failure tests, 
error analysis, and manual access arrangements are required to main­
tain them adequately. 

At least a part of every normal RSS call involves a link from the RSS 

to the ESS consisting of an RSS line circuit, an RSS network connection, 
and an RSS channel. Since this link did not exist when the Direct 
Distance Dialing (DDD) transmission allocation plan was developed, it 
was not given any loss allocation. This link must then have a nominal 
O-db loss characteristic. This requirement led to the transmission plan 
detailed in Ref. 2. This plan requires tight control of the channel 
transmission characteristics. Automated monitoring of RSS channel 
transmission performance is provided by the Centralized Automatic 
Reporting On Trunks (CAROT) system. 

Since the RSS is simply a remote extension of the host ESS, the 
maintenance of both ends of the channel becomes the natural respon­
sibility of the host. This allows the autor:natic testing of channels to be 
superior to that provided for most trunks. 
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Because of the similarity between channels and trunks, the possibil­
ity of using the existing No. lilA ESS trunk maintenance programs 
was appealing. Connecting the host line appearance of an RSS channel 
to one port of a loop-around trunk allows the unconnected port (and, 
therefore, the channel) to be treated like a trunk (see Fig. 5). Two 
criteria were considered vital in the implementation of the design. The 
fust: minimize the differences between RSS channel maintenance and 
No. lilA ESS trunk maintenance so that it is unnecessary for the craft 
person to learn new and radically different procedures. The second: 
minimize software changes by making the RSS channel look as much 
like a trunk as possible. 

5.3 Channel maintenance functions 

Channel maintenance functions can be divided into two major 
categories: automatically initiated testing and manually initiated test­
ing. 

5.3.1 Automatic maintenance functions 

The following six automatic maintenance functions are provided for 
channels: 

(i) Per-call failure processing 
(ii) Audit failure processing 

(iii) Automatic progression testing 
(iv) Error analysis 
(v) Transmission testing 

(vi) Software state control. 
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Per-call failure processing refers to the action taken by the channel 
maintenance programs when call processing suspects a channel fault. 
Even though a faulty channel can potentially affect many customers, 
real-time considerations prevent all channels from being fully diag­
nosed more than once a week. It, therefore, becomes the responsibility 
of call processing to inform maintenance when a faulty channel is 
suspected. Examples of per-call tests include testing if off-hook super­
vision can be successfully transferred over a channel from an RSS line, 
and a host network continuity test from the channel to a trunk circuit. 
When such tests fail, call processing programs attempt to place the 
channel on the Channel Maintenance List (CML). The CML is a queue 
of channels that are awaiting a system diagnostic. If the diagnostic 
fails, the channel is retested after a 5-second delay. If the channel fails 
both diagnostics, it is removed from service (i.e., locked out) as long as 
the Automatic Maintenance Limit (AML) has not been exceeded. In 
any case, two messages are printed on all failures to inform the craft 
person of both the failure and the disposition of the channel. If either 
test passes, RT error analysis is informed and the channel is returned 
to the traffic-idle, maintenance in-service state. 

Audit failure processing takes place when system audits find a 
channel in an invalid state. The channel is placed on the Channel 
Maintenance List for Audits (CMLA). The CMLA is a queue of channels 
that are awaiting a blind-idle of their hardware. After the channel is 
hardware idled, the control program attempts to place the channel on 
the CML. 

Automatic progression testing is the primary vehicle used to allow 
channel maintenance to detect and remove faulty channels before they 
are used by call processing, and cause calls to be lost. Beginning at 
1:00 a.m. every Monday morning, channel automatic progression test­
ing begins at the first idle channel in the first-assigned RSS. The 
diagnostic, software state control, and printing are exactly as described 
for the CML. When all channels in the RSS have been tested, testing 
continues with the first idle channel in the next RSS. Testing continues 
until all idle channels in all assigned RSSS are tested, or until 6:00 a.m. 
If testing has not been completed at that point, it is resumed each 
morning thereafter between 1:00 a.m. and 6:00 a.m. until all idle 
channels have been tested. 

Error analysis for channels is carried out in much the same manner 
as described in Section 3.4 for the RT. All channel error analysis counts 
are kept in the RT. A data link message is sent to the RT every time a 
channel passes a CML diagnostic sequence in the host. In addition, the 
RT records every time a channel is involved in a half-path continuity, 
a half-path cross, or a CI board failure. If an individual channel fails in 
three consecutive usages (quick check failure) or performs poorly in 
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relation to other channels (peer analysis failure), a data link message 
is sent to the host resulting in the channel being removed from service 
if the AML is not exceeded. 

Automatic routine transmission testing is provided using a CAROT 

system. Software modifications were necessary to allow: 
(i) A line equipment number to be substituted for a trunk network 

number as the circuit identifier for CAROT testing. 
(ii) A channel modifier digit specifying the state of the balance 

network and 2-dB pad instead of a trunk modifier digit specifying the 
trunk state. 

The CAROT system interfaces with a Remote Office Test Line (ROTL) 

in the host machine and a miniresponder4 in the RT. (The RT minire­
sponder is a miniaturized single-board version of the 52A responder 
used in the ROTL.) All appropriate CAROT capabilities that are available 
on No. lilA ESS trunks have been provided for RSS channels. The 
Processor Controlled Interrogator (PCI) allows the use of the ROTL 

equipment from the local office or an scc without the aid of CAROT. 

The PCI is used primarily to verify that problems reported by CAROT 

have been corrected. 
Software state control refers to the automatic administration of RSS 

channel maintenance states. Although one of these states is usually 
related to a hardware state, it is strictly a software construct. This 
software state, which may be permanent or transitory, is encoded in 
per-channel memory. The following maintenance states have been 
provided for RSS channels: 

(i) ACTIVE-Available for use by both call processing and main­
tenance. 

(ii) HIGH AND WET-Host side of the channel is off-hook and 
not involved in a connection. A channel in the high and wet state is 
unavailable to call processing. Channels are automatically removed 
from this state when they go on-hook. The most likely reason for the 
channel being in the high and wet state is a carrier failure. 

(iii) CHANNEL MAINTENANCE LIST-Queued for a deferred 
channel diagnostic and temporarily unavailable to call processing. 

(iv) LOCKED OUT -Out-of-service and permanently unavailable 
to call processing without manual intervention. Channels can be locked 
out by error analysis, automatic progression, or CML processing and 
manual requests from the TTY or one of the trunk test panels. 

(v) CHANNEL MAINTENANCE LIST FOR AUDITS-Queue 
of channels found in an invalid state by the system audits and waiting 
to be blind-idled. Temporarily unavailable to call processing. 

5.3.2 Manual channel maintenance functions 

Manual channel maintenance functions can be requested from the 
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ESS maintenance TTYS, as well as from the ESS trunk test panels. 
Remote control from the see is also possible. 

Single-channel diagnostics can be executed in one of two modes: 
normal and raw. A normal mode diagnostic indicates the general area 
of the fault. A raw diagnostic printout, with the help of the RSS channel 
trouble location manual, can be used to localize specific channel faults. 

A single-channel transmission test can be requested using the RT 

miniresponder as a I02-type Far-End Test Line (FETL) for a I-way 
(RSS to ESS) loss measurement, a lO~-type FETL for a I-way (RSS to 
ESS) loss and noise measurement, or a I05-type FETL for 2-way loss, 
noise, noise with tone, and gainslope measurements. During any of 
these tests, the switchable transmission components at the remote 
terminal end of the channel (described in Ref. 7) can be placed in most 
of their allowed states. 

In addition to the single-channel maintenance functions, three types 
of multiple channel test requests are provided: group tests, repeat 
tests, and diagnosis of all out-of-service channels. These functions are 
provided to increase the efficiency of a craft person in localizing a 
transient fault or a single fault which affects multiple channels. Group 
tests allow the craft person to request a diagnostic or transmission test 
on all channels associated with the specified RSS. A repeat test allows 
the craft person to diagnose a channel 32 times in a row and print only 
the failures. A diagnosis of all out-of-service channels allows the craft 
person to quickly verify that these channels are still faulty. 

In addition to the automatic software state control discussed earlier, 
channels can be manually locked out or made active. Manual state 
changes are not subject to the AML. If manual actions cause this limit 
to be exceeded, the craft person will be so informed. 

Access to channels from manual test positions is provided to permit 
initial channel alignment and testing, and manual testing when system 
diagnostics provide insufficient trouble localization. The following 
functions are provided: 

(i) DC access from the panel to the channel facility. 
(ii) DC voltage measurements. 

(iii) Connection from the panel to the channel to a I02-type FETL. 

(iv) Monitoring or measuring of ac tones. 
(v) Connection from the panel to the channel to a lO~-type FETL. 

(iv) Noise measurements. 
(vii) The ability to send an ac tone from the panel and detect it at 

the RT. 

(viii) The ability to control the 2-dB pad, the state of the hybrid 
balance network, and the off-hook/on-hook state of a channel con­
nected to the panel. 

The following channel list functions are provided: 
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(i) A list of all out-of-service channels. 
(ii) A list of all high and wet channels. 

(iii) A list of all idle channels in a specified RSS. 
(iv) A list of all RSSS with the number of out-of-service channels 

exceeding the AML. 

(v) A list of all channels in a specified RSS and their overriding 
maintenance state. 

The ability to request the traffic and maintenance state of a single 
channel is also provided. 

5.4 Channel diagnostic tests description 

The approach taken by the channel diagnostic is to emulate all 
operations performed on a channel during a call, verifying in each 
instance that the channel performs satisfactorily. The hardware com­
ponents that make up an RSS channel are described in Ref. 4. 

The following nine channel tests are performed: 
(i) Power Cross-A check to detect commercial power crosses at 

a channel's host line appearance. 
(ii) False Cross and Ground-A check for path crosses or grounds 

in the portion of the ESS network involving a channel. 
(iii) Supervision-A check that the on-hook and off-hook state of 

a channel can be passed from the RT to the host. 
(iv) Restore Verify-A check that the line ferrod can be connected 

and disconnected via the line cut-off relay on the host line link network. 
(v) Low Line Resistance-A check of the resistance across tip and 

ring at the host to detect a condition where this resistance is so low 
that an on-hook channel would erroneously trip ringing and cause false 
billing. 

(vi) Showering Line-A check of the resistance across tip and ring 
at the host to detect a condition where the on-hook and off-hook status 
of a channel varies depending on whether the channel is supervised at 
the line ferrod or at a service circuit. 

(vii) Dial Pulse-A check of the ability of a channel to successfully 
transmit a dial pulse zero (10 pulses) to a host dial pulse receiver. 

(viii) AC Far-To-Near-A check of the ability of a channel to 
successfully transmit an ac tone from the RT to the host. 

(ix) AC Near-To-Far-A check of the ability of a channel to 
successfully transmit an ac tone from the host to the RT. 

It may be noted that this diagnostic does not provide any test of 
that portion of the RT network physically located on the CI board. This 
network testing function is performed by the Rss-controlled CI board 
diagnostic. This has the disadvantage that complete testing of a newly 
replaced CI board requires that one CI board and four individual 
channel diagnostics be requested. The overriding advantage of this 
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approach is that it permits a host controlled end-to-end functional test 
of the channel without creating an unacceptable resource contention 
problem with the RSS. 

VI. REMOTE SWITCHING SYSTEM LINE MAINTENANCE 

6. 1 Line maintenance overview 

The overall approach to RSS line maintenance is to extend from the 
host ESS all existing line maintenance features and to implement within 
the RT any maintenance feature uniquely required for RSS lines. Stand­
ard line maintenance features are normally divided, both functionally 
and administratively, into two types: 

(i) Testing of the metallic customer loop and associated station set. 
(ii) Testing of the central office per-line circuitry. 
While RSS requires no changes to a properly designed outside plant,2 

the RSS per-line circuitry4 is considerably more complex than the per­
line circuitry in the ESS.8 Both systems have line circuits that provide 
the basic functions of switching network protection, line attending, 
and voice network access. However, the RSS'S nonmetallic voice-switch­
ing network requires that its line circuits provide dial pulse reconstruc­
tion, talking battery, and test access, all of which are provided by 
service circuits in the host ESS. The RSS line circuit must also provide 
metallic access to its shared service circuits for such functions as 
ringing and coin control. In addition, space and power considerations 
require a constant current loop-feed design, which in turn requires 
special line circuit provisions for anticorrosion biasing, detection of 
ground start originations, and switchable line feed states. 

Therefore, traditional outside plant functions like Automatic Line 
Insulation Tests (ALIT) and Local Test Desk (LTD) have been imple­
mented by providing new RT hardware4 with the necessary dc access, 
and generalizing the host programs to control the new hardware via 
the data link, whereas new per-line circuit functions, such as diagnos­
tics and error analysis, have been implemented in the RT. 

6.2 Line maintenance functions 

The maintenance functions provided for RSS loops include: 
(i) Per-call loop tests, performed automatically by the system. 

(ii) Automatic line insulation tests, normally performed on a rou­
tine, scheduled basis. 

(iii) Manual testing from the local test desk, normally performed 
only when trouble is suspected. 

(iv) Station ringer and TOUCH-TONE* dialing tests, normally 
initiated from the customer premises when a station set is installed. 

* Registered service mark of AT&T. 
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Maintenance functions provided for RSS line circuits include: 
(i) Per-call tests of various line circuit functions. 

(ii) Routine exercises, which provide, on a scheduled basis, a com­
plete diagnosis of the line circuit. 

Each of these functions is described in more detail in the following 
paragraphs. 

6.2.1 Loop maintenance functions 

The number of per-call loop tests that can be made are restricted by 
considerations of call setup time and processor capacity. As a result, 
these tests are limited to those which establish that the line can safely 
be placed in a connection, and that the subsequent call disposition can 
be monitored. These tests are as follows: 

(i) Power Cross Test-Before a metallic connection is set up to 
apply ringing, a test is made for voltages on the loop which may 
damage the ringing circuit. 

(ii) Ringing Continuity Test-Shortly after ringing voltage is ap­
plied to a line, a current measurement is made to establish that a 
ringer is actually connected to the loop. 

(iii) Showering Line Test-The RSS line circuit is more sensitive to 
dc loop current in the idle state than in the talking state. This can 
cause some leaky lines to "shower" (that is, continually appear to 
originate and then immediately hang up when put in a dialing connec­
tion). To prevent this, the line is scanned with the line circuit in both 
the idle and the talking states when an origination is detected. 

When any of these three tests fail, an immediate report is made on 
a host TTY, identifying the line and the nature of the failure. This 
immediate reporting, which differs from the usual RSS error-analysis 
approach, is necessitated by the immediate customer service impact of 
these failures. Also, in the showering line case, the system must take 
defensive action (placing the line high and wet) to avoid being flooded 
with origination reports. 

Permanent Signal and Partial Dial (PSPD) timing is another per-call 
loop "test," but one requiring much different treatment. Although 
faulty customer loops sometimes evidence themselves this way, PSPD 

failures are more often induced by customer actions. A PSPD timeout 
occurs when a line originates but does not dial at all (permanent 
signal) or does not dial successive digits (partial dial) within 20 seconds. 
As a result, the line is connected successively to an appropriate 
recorded announcement, receiver-off-hook tone, and finally an opera­
tor. If none of these actions results in the line going on-hook, the line 
is placed high and wet. After an additional timing interval specified by 
the Bell operating company, the line is reported on a host TTY. A 
summary list of all high and wet lines (both host ESS and RSS) is 
available by manual TTY request. 
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The Automatic Line Insulation Test (ALIT) provides automatic, 
routine surveillance of customer loops for insulation breaks in wire, 
cable sheath, and cable terminals. The RSS lines are tested under the 
control of the host ESS, using measuring circuitry in the RT. On a 
schedule established by the Bell operating company, the host ALIT 

control program sequences through all testable host and RSS lines in 
order of telephone number. For each RSS line, a data link message is 
sent, identifying the line and requesting an ALIT test. The RT performs 
the test, returning the results to the host. Failing results are reported 
on the appropriate host TTY. 

There is one respect in which ALIT failures on RSS lines require 
special interpretation and screening. The anticorrosion biasing ar­
rangement may be ineffective on lines with localized, very low resist­
ance leakage paths to ground. The ALIT failure reports in this category 
provide the only automatic indication of an RSS line subject to corro­
SIOn. 

In addition to performing routine testing, the ALIT circuit in the RSS 

may be used in the "demand" mode, via host TTY request. These tests 
may select different test types or ranges from those used for routine 
testing. Either a single line or all testable idle lines in a particular RSS 

may be tested via a single TTY request. 
The RSS lines are accessible for testing from standard Local Test 

Desk (LTD) No. 14, or No. 16. Access arrangements depend on the 
distance from the test desk, through the host ESS, to the RSS. When 
this distance is within metallic testing range, a metallic access arrange­
ment is provided. In this case, mechanized loop testing (MLT) access is 
also supported. Otherwise, access is via a modified version of the LTD 

Remote Test System (LTDRTS). From a user's point of view, both 
arrangements duplicate the majority of existing LTD functions. Certain 
functions (e.g., operation of the no test vertical key) do not apply 
because the RSS testing configuration is different. Other functions, like 
verifying that a ground start line can originate, cannot be performed 
because of design limitations. (The required ground start applique is 
automatically placed in the bypass state and the line is "tested" as a 
loop-start line.) When an LTDRTS is required, additional differences 
occur. To use a standard system at the LTD, nonstandard arrangements 
are provided in the host and the RT. The host must be able to detect 
a limited set of control oriented test requests (e.g., origination, discon­
nect, line ferrod), while test configuration requests are detected and 
acted upon at the remote terminal. This new hardware requires the 
LTD to use a different test trunk or test trunk group to obtain access to 
RSS lines than that used to access host ESS lines. It also requires a 
connection to an RSS line before RTS test battery voltages can be 
checked. (Existing systems require only a connection to the eDo.) A 
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complete description of the RSS line test hardware is included in 
Ref. 4. 

All customer trouble reports are received at the Repair Service 
Bureau (RSB) which has primary responsibility for maintaining satis­
factory service to customers. The RSB performs tests to determine if 
the trouble is internal or external to the RSS. Since the RSS line circuitry 
is more complex than the per-line circuitry of most existing switching 
systems, and because the RSS line circuit cannot readily be isolated 
from the customer loop, the internal-external decision is more compli­
cated for RSS lines. In some cases, RSS line and ground start applique 
diagnostics will be needed to help localize the problem. Therefore, RSS 

line testing requires more coordination between the RSB and the scc. 
When a telephone set is installed, or repaired, the Station Ringer 

and TOUCH-TONE dialing test equipment can be accessed via a 
telephone company assigned directory number to perform any of the 
following tests: 

(i) TOUCH-TONE Dialing Test-A verification that a predeter­
mined digit sequence can be correctly dialed from a 10- or 12-button 
telephone set. 

(ii) Automatic TOUCH-TONE Dialing Test-A verification that a 
predetermined digit sequence is dialed at the correct rate from a 12-
button automatic dialer set. 

(iii) Party Ground Identification Test-An off-hook resistance mea­
surement from simplex tip and ring-to-ground. 

(iv) Leakage Test-An on-hook resistance measurement from sim­
plex tip and ring-to-ground. 

(v) Ringing Test-A test of the ability to ring the customer phone. 
For Station Ringer and TOUCH-TONE dialing testing of RSS lines, 

no special circuits are required at the RT. An RSS line accesses the host 
ESS Station Ringer and TOUCH-TONE dialing test circuit via a 
channel, and the host circuit is used for the TOUCH-TONE dialing 
tests and for all tone signaling to the line. Party ground identification 
and leakage tests are performed by the RSS upon host data link request. 
The results are returned to the host which, in turn, conditions the 
Station Ringer and TOUCH-TONE dialing test circuit to signal the 
appropriate test result tone. The ringing test is performed by the RSS 

in a similar manner. 

6.2.2 Line circuit maintenance functions 

Generally, each time the RSS firmware accesses a line circuit to 
perform a function, a test is made to ensure that the action is successful. 
This approach is supported by comprehensive test access and by the 
fact that the tests can be made quickly (i.e., with an acceptable penalty 
to call setup time and processor capacity). Among the per-call tests 
performed on a line circuit are the ability of the circuit to 
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(i) Place the loop feed in the talking (high power) state. 
(ii) Provide a path for network holding current. 

(iii) Operate and release relays which provide access to the metallic 
network. 

(iv) Place the loop feed in the idle (low power) state. 
(v) Open the path for network holding current. 

Failure of any of these tests is reported on the host maintenance 
TTY and also analyzed by standard RSS error analysis. If the failures 
exceed the error analysis threshold a high priority trouble message is 
printed on the host TTY. Some of these failures are subject to additional 
processing by the RSS firmware. For example, loss of power to a line 
circuit causes the line to appear to originate. Therefore, when the 
attempt to place a line in the talking state fails after an origination is 
detected, further tests are made and, if appropriate, the failure is 
reported at the host ESS specifically as a "no power" condition. 

All assigned RSS line circuits are diagnosed as part of the RSS routine 
exercise program. Both the scheduling control and the diagnostic logic 
reside entirely within the remote terminal. In addition, any single RSS 

diagnostic may be requested via a TTY at the host ESS. When manually 
requested, the diagnostic may be performed in any of the three modes 
described in Section 3.5. 

The remote terminal diagnostics are partitioned to permit complete 
testing of a single plug-in circuit board with a single request. For most 
customer lines, this partitioning allows all diagnosable circuitry asso­
ciated with a single line to be tested via a single request for a line 
interface board diagnosis. Certain lines, however, such as ground start, 
and coin lines, require an additional request to diagnose the associated 
ground start applique. 

VII. SUMMARY 

The RSS maintenance plan has been made as consistent as possible 
with existing Bell operating company switching system procedures, 
but the geographical separation of the various system components has 
required modifications and additions to these procedures. In addition 
to the switching craft charged with RSS maintenance responsibility, 
several other craft forces (e.g., outside plant, data services, LTD, carrier, 
trunk maintenance, etc.) will become involved in the maintenance of 
various portions of the RSS. The required coordination of these differ­
ent craft forces will make new Bell operating company maintenance 
procedures necessary. 

The maintenance of each major portion of the RSS has been discussed 
in detail. Remote terminal maintenance activities are carried out 
nearly autonomously, with little interaction required between the host 
ESS and the RT. Both hardware and software checks are utilized to 
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detect system faults, and automatic recovery, circuit removal, and 
fault reporting are utilized when a fault is detected. Manual diagnostics 
are available for detailed fault location and repair. 

The PUC/DL is a direct peripheral unit of the host ESS. Its mainte­
nance is coordinated closely with that of the host. 

The RSS channel maintenance has been made to look as much like 
ESS trunk maintenance as possible. Per-calI-failure tests, error analysis, 
and manual maintenance access arrangements, similar to those existing 
for trunks, have been provided. 

Numerous existing line maintenance features (e.g., ALIT, LTD access, 
etc.) have been extended to RSS customer loops from the host ESS. In 
addition, the increased complexity of the RSS per-line circuitry has 
made new maintenance functions necessary. 
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The transmission properties of a switching system always play an 
important role in the design of any switching system. This was 
particularly true in the design of the lOA Remote Switching System 
which has an architecture that raises new transmission problems. 
This paper describes these new problems and details the methods by 
which they were solved. 

I. INTRODUCTION 

The design of the lOA Remote Switching System (RSS) has involved 
the interaction of many disciplines and required the solving of many 
old and new problems. One of these traditional questions concerned 
the transmission performance of the switching path. It must be assured 
that the switching path contributes little to the transmission impair­
ments of the overall end-to-end talking connection. While the design 
of the RSS must continue to meet this requirement, the question must 
be answered in a new light since RSS is an "extension" of its controlling 
host RSS and located some distance from it. This paper addresses the 
transmission issues associated with the host-RSS link, spelling out the 
objectives and requirements, detailing the actual plan, describing the 
methods of analyzing and evaluating the plan, and defining its char­
acteristics. 

II. OBJECTIVES AND REQUIREMENTS 

In this section, we describe various aspects of the design of RSS 

which had an impact on the development of the transmission plan. 
For a more detailed description of the RSS, see Ref. 1. 
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2. 1 Extension of its host 

The RSS, by design, is considered an extension of the host which 
controls it and on which it homes. This implies that lines served by 
the RSS be given the same kind of service as those lines served by the 
host directly. A customer served by the RSS should experience about 
the same transmission grade of service as would be experienced by a 
customer served directly by the host. This is an absolute requirement 
when RSS replaces a class 5 Community Dial Office (eDo). In this case, 
the loops on the eDO could have been designed to the limits of a 
conventional class 5 office, and the link between the eno replacement 
and the class 5 host should not add additional impairments which 
might affect DDD transmission. This transparency characteristic is 
desirable for pair-gain applications because, even though the trans­
mission link replaces designed loss in the loop, significant savings can 
be obtained using finer gauge cable than would be required if the RSS 

subscribers were served directly by the host. 

2.2 Choice of host class 

As a way of assuring wide deployment of the RSS, it is important 
that the transmission plan be designed so that the RSS can be hosted 
from any local electronic switching system. In other words, the plan 
should not require that the RSS be hosted only by class 4 or combined 
class 4/5 offices. 

2.3 Singing and echo performance 

By forcing the transmission link to be transparent from a loss point 
of view, some form of amplifying equipment is needed. This gain can 
be supplied by unidirectional or bidirectional amplifiers. In either case, 
instability is a potential problem. 

One choice of carrier facilities could be unidirectional amplifiers, 
commonly known as a 4-wire facility. Since both ends of the link are 
2-wire (the subscriber end and the host end), standard methods of 
converting between 2- and 4-wire facilities using hybrids are required. 
Raising the gain in each direction to satisfy the transparency require­
ment mentioned earlier increases the probability that the connection 
will oscillate or sound hollow because of the feedback mechanisms of 
the 2- to 4-wire conversions, unless corrective measures are taken. The 
transmission plan must provide these corrective measures so that the 
transmission paths exhibit adequate echo performance. 

2.4 Distance objectives 

For this system to be economically viable, any restraints imposed 
by the transmission plan must be generous enough to allow the RSS to 
be at least 50 miles from its host. 
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2.5 Type of facilities 

As indicated in a companion paper, l 
RSS will be deployed in various 

applications, e.g., as a replacement for enos and as an economic 
alternative to cable (pair gain). As a result, the RSS should be able to 
be served by as many different types of carrier facilities as possible, 
including both digital (e.g., Tl) and analog (e.g., N) types, particularly 
to take advantage of in-place plant. 

2.6 Interface with real loops 

The plan must be workable and provide adequate performance even 
in the face of a real loop plant which does not conform exactly to 
design rules for a variety of reasons, including economic and mainte­
nance. Design rules for loop plant include constraints on resistance, 
load coil spacing and deployment, and constraints on allowable bridge 
taps. As the loop plant is reconfigured to satisfy customer require­
ments, variation from the design rules can occur. 

2.7 Ease of administration and maintenance 

The plan must be straightforward and use simple methods for 
administration and maintenance. The ultimate goal should be that the 
RSS satisfy its own needs for information (e.g., condition or type of 
subscriber loop) rather than relying on manual methods, and use 
maintenance methods that are triggered and executed automatically. 

III. THE RESULTING PLAN 

3. 1 Zero-dB link 

The RSS transmission plan centers around O-dB links from the line 
appearance at the RSS to the ESS line link network appearance of the 
channel. (See Fig. 1.) From a transmission loss standpoint, the RSS line 
effectively appears as a line at the ESS. 

3.2 Improved impedance match 

Previous implementations of O-dB plans have often had problems 
because the resulting 2- to 4- to 2-wire paths were frequently poor 
transmission links. Connections using these links might be graded as 
poor by customers because they would sound "hollow" * or, even worse, 
they might be unstable and oscillate or squeal in the customer's ear. 
This condition results from the fact that signals starting at A (see Fig. 
2) and arriving at the input of the 4-wire port of hybrid 1 would "leak 
across" the hybrid and return via its transmit port back to hybrid 2. If 

* Hollowness on telephone connections is typically referred to as listener echo. Loss 
in the closed loop formed by the 2- to 4- to 2-wire path is defined as listener echo path 
loss. 

TRANSMISSION PLAN 629 



STANDARD 
LOOP 

LENGTH 

I 0-8dBJ 
LO-1600 n 

RSS 

CHANNEL 

------ LINK = 0 dB ------

CLASS 5 
ESS HOST 

TO 
DDD 

Fig. I-Remote switching system transmission plan basic objective. 

RSS ESS 

-0 
Fig. 2-Remote switching system transmission link. 

the signal also leaks across hybrid 2 such that it returns to A at the 
same or greater energy than it began, oscillation (or singing) can occur. 
Oscillation can be prevented by decreasing the gain in either (or both) 
directions, or by increasing the loss across one (or both) hybrids. 
Because we must keep the loss from one end to the other at 0 dB, we 
are not free to decrease the gain of either amplifier. Therefore, tech­
niques for increasing the transhybrid loss at the 2- to 4-wire interfaces 
were established. The most straightforward approach is to choose a 
better impedance compromise network for the overall loop population. 
It has been determined2 that a single, parallel resistor-capacitor com­
promise network provides a better impedance match to the overall 
Bell System loop population than does the standard 900 ohm in series 
with 2.16-,uF network. In addition, it has also been determined that 
further improvements in impedance matching and, hence, return loss 
can be gained by using separate parallel RC balance networks for 

630 THE BELL SYSTEM TECHNICAL JOURNAL, APRIL 1982 



loaded and nonloaded loops. The use of separate balance networks for 
loaded and nonloaded loops is generally called loop segregation. 

To improve stability and listener echo performance on the Rss-host 
channel, the RSS has adopted the improved balance networks. The 
channel units at the remote end of the Rss-host channel are equipped 
with switchable balance networks for loaded and nonloaded loops. The 
appropriate balance network is inserted on a per-call basis. The loaded­
nonloaded decision is made automatically by a new circuit called the 
Electronic Loop Segregator (ELS). See Section 3.3 and the Appendix 
for more details. 

At the host end of the channel, it is impractical to implement a 
device like the ELS in existing analog offices since there is no convenient 
place in the host network topology to place the loop segregator circuit 
and minimize per-call usage of host resources. Therefore, a single 
compromise network is used to match all types of terminations. The 
most difficult to match impedances at the host office are the lines 
served by the host. Therefore, the RSS channel unit at the host uses an 
impedance compromise network. This results in an improvement in 
return loss for connections to host lines and provides adequate return 
loss for connections to direct and toll connecting trunks. 

3.3 Electronic Loop Segregator 

The separation of loops into the two categories of loaded and 
nonloaded loops is done by the RSS system using the ELS. This circuit 
is used in the following way: 

(i) At least once a day, a measurement of the ac impedance of each 
on-hook line is made. The real part of this impedance is compared to 
a threshold. The result of this comparison is stored in RSS memory 
with 1 bit per line. 

(ii) When the line goes off-hook on a terminating or originating call, 
the proper balance network is chosen for the RSS end based on the 
above measurement. If the real part of the impedance is above the 
threshold, the loop is assumed to be loaded, and the loaded network is 
selected. If the real part of the impedance is below the threshold, the 
loop is assumed to be nonloaded, and the nonloaded network is 
selected. (If the loop is misdesigned, ELS usually chooses the best 
match.) 

3.4 Maintenance aspects 

To retain the improved transmission performance that the modified 
balance networks provide, all the parameters of the elements in the 
transmission paths must be chosen to have a minimal variation. This 
has been guaranteed for each end of the link by choosing components 
with minimal variation and by assuring that the variations in the gains 
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of the amplifiers be limited. For this plan, we have required this 
variation to be limited to ±1 dB. 

The maintenance of the channels from both an operational and 
transmission perspective is done from the host, and uses techniques 
similar to those used to maintain operational and transmission per­
formance on trunks. Included in the RSS frame is a miniresponder 
circuit which has metallic access to the network side of each channel. 
(See Fig. 3.) The host, under control of automated transmission test 
systems [centralized automatic reporting on trunks (CAROT) or pro­
gram controlled interrogator (PCI)], will establish a test call to the 
responder from the ESS and will use the channel under test. Conven­
tionalloss and noise measurements will be made in each direction. The 
Ql level (the gain/loss band outside of which a report is made to the 
maintenance craft) is about 0.7 dB, and the Q2 level (the gain/loss 
band outside of which the channel is removed from service) is about 
0.9 dB. The choice of these values is influenced by the measurement 
accuracy of the test equipment which is ±0.1 dB. 

3.5 Provisions for trouble loops 

As will be shown later in this paper, the above plan works well even 
in the face of most real loops that do not necessarily meet the 
conventional resistance design requirements. As a backup measure, 
however, a feature has been included to allow the RSS to work tem­
porarily with a loop that is grossly different from the design require­
ment. Loops with this characteristic need to be repaired, but can be 
made to work temporarily until maintenance craft can be routinely 
dispatched. On a temporary basis, the RSS has the capability of 
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inserting 2-dB loss in each direction of a channel connected to a loop. 
The system will perform this loss function if a specified bit per line is 
set. The bit is set (or cleared) by a TTY message initiated by a craft 
person. The bit is not controlled autonomously by the system. This 
loss state will be temporary; ultimately, the problem loop must be 
fixed. 

IV. EVALUATION AND ANALYSIS METHODS 

When the plan was designed, it was clear that the various aspects of 
the plan provided improvements to the transmission quality, but it 
was not clear whether enough improvement was achieved. This section 
describes the various methods used to analyze and evaluate the plan. 

4. 1 Subjective testing 

A zero loss 2- to 4- to 2-wire connection has the potential of singing 
if the energy circling around the 4-wire path is sufficiently high to 
sustain oscillations. However, even if a connection is not singing but is 
close to singing, the transmission performance would not generally be 
considered acceptable to most customers. This characteristic is called 
"near singing distortion" or "listener echo." Objectively, near singing 
creates ripples in the net 2- to 2-wire response of the system. The 
ripples can be characterized by the magnitude and frequency shape of 
the loss in the feedback path, plus the round-trip delay in the 4-wire 
portion of the system. Subjectively, near singing manifests itself as an 
unnatural or hollow effect which can, in some cases, make a conver­
sation sound as if it is being conducted in a drainage pipe. 

To quantify the effects of near-singing distortion, subjective tests 
were conducted (Ref. 3). The tests independently varied listener echo 
path loss, round-trip delay, and frequency response of the 4-wire path. 
As a result of these tests, a new measure of subjective quality has been 
defined: Weighted Echo Path Loss (WEPL). The WEPL provides a more 
accurate view of connection quality than does singing margin. The 
WEPL concept is demonstrated in Fig. 4. The measure is based on an 
average (versus frequency) of the loss around the closed loop (listener 
echo) path. Because of the averaging, WEPL provides a less conserva­
tive view of connection quality than singing margin. Use of WEPL for 
judging subjective quality allows more meaningful objectives for the 
control of listener echo to be established. 

One of the most important parameters when evaluating performance 
is the round-trip delay of the system. Listener echo becomes increas­
ingly objectionable with increasing delay. Correspondingly, the value 
of WEPL required to provide adequate connection quality increases 
with increasing delay. Thus, current WEPL objectives are stated as a 
function of round-trip delay in the 4-wire path. A comparison of the 
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WEPL objectives and the predicted WEPL performance for a distribution 
of connections can be used to establish the allowable delay in the 
system. For example, the WEPL objectives for a distribution of connec­
tions with round-trip delays of 4 and 7 ms are shown in Fig. 5. For a 
system with a 4-ms round-trip delay to provide acceptable listener 
echo performance, the WEPL performance for a distribution of connec­
tions made over the system must exceed (i.e., be to the right of) the 4-
ms WEPL objective. Similarly, the 7-ms distribution must be met or 
exceeded by connections with a 7-ms round-trip delay. Recommended 
distributions of WEPL performance for other delays have also been 
established (Ref. 3). 

Knowledge of the allowable round-trip delay can be used to form 
limits on signal processing delays and to set length restrictions for 
remote-host transmission lengths. The remote-host length restrictions 
for the RSS system are discussed in Section V. 

4.2 Evaluation using various loop populations 

Once the subjective tests had been used to establish transmission 
objectives for achieving customer satisfaction, it was necessary to 
determine how the RSS performed with its transmission plan. This was 
done by performing a computer simulation based on a model of the 
RSS transmission characteristics and a data base which contained the 
impedance of the subscriber loops. The model included the transmis­
sion characteristics of the switched path from the line appearance of 
the subscriber on the RSS to the 2-wire channel appearance at the host 
ESS. The model was more complex than models of previous ESS systems 
because the RSS contains more components affecting the transmission 
paths than earlier systems. With the model created (together with the 
expected worst-case tolerance of each part), the performance of RSS 
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36 

for loss and WEPL was determined by simulating connections where 
terminations at the 2-wire points were real loop impedances. The 
simulation involved choosing two loops from the population, placing 
one at each end of the connection, and calculating loss and WEPL for 
that connection. This process was repeated for all possible connections 
involving all loops in the data base. Cumulative distribution functions 
of WEPL performance were then generated and compared with the 
requirements. 
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The evaluation of WEPL performance for the RSS was completed 
using two different data bases of customer loops. The first data base 
came from the 1973 survey of Bell System loops (Ref. 4). This data 
base contained 1098 loops sampled from all varieties of real loops on 
working switching systems. These survey data were based on paper 
records only. The second data base came from a 100-percent sample of 
the loops served by one of the first RSSS placed in service. This data 
base contained 625 loops, and was generated by using paper records 
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and electrical testing of each loop. It is expected that this office is 
typical of many Bell System CD OS. 

The WEPL performance using the CDO data base was not as good as 
the performance using the 1973 survey data base. (See Fig. 6.) How­
ever, performance for both surveys met the WEPL requirements for a 
system with 4-ms round-trip delay. This level of performance of a CDO 

population is significant because the CDO data base contained a large 
number of loops that did not strictly adhere to resistance design rules. 
This WEPL performance level implies that wholesale changes are not 
required when an RSS is placed into service, even though there are a 
number of other reasons that loop plant should be improved, inde­
pendent of the installation of the RSS. 

V. CHARACTERISTICS 

5.1 Limitations on facility types 

Because of the requirement (in Section 3.4) that the variation of 
gains be limited to ±1 dB, only the more modern carrier types are 
compatible with RSS. Specifically, RSS will be able to interface with T1 
digital lines, N2, N3, and N4 analog lines, and analog radio facilities 
that use A5 or A6 banks. The A-banks must be equipped with com­
pandors to assure quality signal-to-noise performance. 

5.2 Distance limitations 

As is shown in Section 4.2, the transmission link is limited in distance 
by the round-trip delay of the facility. This round-trip delay is limited 
to 4 ms (averaged over the frequency band). All components that 
contribute to the delay must be accounted for, including the multi­
plexing terminals at each end, as well as the propagation delay over 
the transmission medium. These parameters vary with facility types. 
The following lists the distance limitations by facility type: 

T carrier via repeatered metallic lines 
T carrier via digital radio 
N2 carrier via repeatered metallic lines 
N2 carrier via analog radio 
N3, N4 carrier via repeatered metallic lines 
N3, N4 carrier via analog radio 
A5, A6 banks with compandors via radio 

VI. SUMMARY 

175 miles 
260 miles 
150 miles 
280 miles 

75 miles 
140 miles 
140 miles 

The RSS is now providing service to customers in Clarksville, New 
York, as well as in over 50 other locations around the country. 
Performance from both a switching and transmission perspective has 
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been very satisfactory. The transmission plan that has been presented 
above has met all the goals and objectives that were set forth. 
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APPENDIX 

Techniques for Loop Segregation Using ELS 

A scheme for improving singing margin and echo performance 
through the use of loop segregation is meaningless unless a simple 
means of distinguishing between loaded and nonloaded loops is avail­
able. Separating loaded from nonloaded loops can either be done on 
paper (through office records), or by an electrical measurement. The 
paper approach is hazardous because using office records is not as 
accurate as electrical measurements and could commonly lead to the 
wrong choice for a compromise network. The most common electrical 
measurement which can distinguish between loaded and nonloaded 
loops is the level trace meter. However, there are other simpler 
measures which can be employed. These measures are based on the 
fact that one of the most significant electrical differences between 
loaded and nonloaded loops is in the real part of the loop impedance 
near the upper band edge. These differences occur for both on-hook 
and off-hook measurements. However, the customer may be bothered 
by measurements on the loop while the telephone receiver is at the 
customer's ear. Also, off-hook measurements may experience difficul­
ties because of interference from the customer's voice or ambient noise 
at the subscriber location. Therefore, the RSS has adopted an algorithm 
for loop segregation based on an electrical measurement of the on­
hook impedance. Fig. 7 shows a scatter diagram of on-hook loop 
driving point impedance at 3200 Hz for loops from the 1973 Bell 
System customer loop survey. Different symbols have been used for 
loaded and nonloaded loops. Note that there are differences between 
the two populations which can be exploited. Table I shows the result 
of a search for a loaded-nonloaded decision criterion based on the real 
part of the on-hook impedance. A threshold setting between 400 and 
540 ohms results in a loaded-nonloaded accuracy of 98.7 percent. 
Almost all of the mistakes are loaded loops matched with nonloaded 
balance networks. They are primarily short single-load coil loops which 
should not have been loaded. 
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Fig. 7-Bell System loop survey-loop driving point impedance (3200 Hz) on-hook 
500 set. 

The following paragraphs give an overview of the circuit arrange­
ments to do this segregation. The standard way to measure an un­
known impedance (such as that of the loop which we wish to charac­
terize) is shown in Fig. 8. A current of known level and frequency is 
applied, and the resulting voltage is measured. This works well if the 
unknown impedance (Zx) is passive. However, any noise from the 
unknown impedance shows up in this voltage. The obvious solution is 
to filter Vat the same frequency as the current source. (See Fig. 9.) 

This will block the noise unless the noise falls in the pass band of 
the filter. As we boost the Q of the filter, less noise can pass. This 
works well as long as the current source frequency remains in the 
filter's pass band. One can see that as the bandwidth gets smaller, the 
alignment of the oscillator and the filter becomes critical. 
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Table I-Threshold values for loaded-non loaded 
segregation based on real part of 3200-Hz on-hook 

Real 
Impedance 

300 
320 
340 
360 
380 
400 
420 
440 
460 
480 
500 
520 
540 
560 
580 
600 
620 
640 
660 
680 

Isinwot 

impedance 

Number 
Mistakes 

178 
138 
106 
68 
40 
14 
13 
13 
14 
14 
14 
14 
14 
15 
15 
15 
17 
18 
18 
18 

CURRENT 
SOURCE 

Number 
Loaded 

Assumed 
Nonloaded 

9 
11 
11 
11 
13 
13 
13 
13 
14 
14 
14 
14 
14 
15 
15 
15 
17 
18 
18 
18 

+ 

1 

Number 
Nonloaded 
Assumed 
Loaded 

169 
127 
95 
57 
27 
1 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

Fig. 8-Standard impedance measurement technique. 

Fig. 10 shows the details of the problem. Here, one Band Pass Filter 
(BPF) is used as an oscillator and another one is used to filter the 
current related to the unknown impedance. Ideally, the two filters 
should be identical. One way to keep the two filters close is to build 
them from crystals. This could be done, but at 3200 Hz, it would be 
difficult and expensive. Besides, what is needed is not a precise 
frequency-only tracking filters. 

The best way of making two filters track is to make them one filter. 
If the same filter can be used to generate the oscillations and filter the 
resulting voltage, the filter's Q can be made very large. 

Figure 11 displays the circuit configuration using only one filter. 
There are three functions present. First there is the high Q, two-pole, 
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Fig. IO-One form of implementing Fig. 9. 

BPF. Added to this is the Voltage Controlled Circuit Source (vccs). 
The comparator completes the circuit. 

If we assume that the BPFS output voltage, Vout, is a sine wave at a 
given frequency, then the output of the comparator, Vc, will also be at 
the same frequency. Furthermore, it will be in phase with V out• The 
vccs will also be in phase with Vout• 

The test current out of the vccs is applied to the unknown imped­
ance Zx. The resulting voltage is applied to the filter. It is at the same 
frequency and out of phase with the test current by the phase angle of 
Zx. The input voltage to the filter is equal to the test current times the 
unknown impedance. Note that a phase difference has been forced 
across the filter. Vout is, by definition, 0 degrees; Vin is determined by 
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Fig. ll-Improved way of implementing Fig. 9 using single fIlter. 

Zx's phase. The BPF is forced to exhibit a phase difference equal but 
opposite to the unknown's phase. Once this occurs, the sum of the 
phases around the signal path become 0 degrees. The frequency of 
oscillation adjusts itself to satisfy this condition. 

In the above discussion, it was assumed that all voltages and currents 
were sine waves. Note that the comparator's output is really a square 
wave. This forces the test current to also be a square wave. A square 
wave contains odd harmonics, as well as the fundamental. However, 
only the fundamental frequency passes through the high-Q BPF. It is, 
therefore, valid to treat all signals as pure sine waves. 

The circuit will oscillate as long as the sum of the phases equals 
zero. The two-pole BPF can exhibit phases from -90 degrees to +90 
degrees. This means an unknown impedance must not exceed ±90 
degrees. All telephone loops satisfy this condition. 

It can be shown that the magnitude of Vout of Fig. 11 is proportional 
to the real part of the unknown impedance, Zx. 
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ACRONYMS AND ABBREVIATIONS 

ACI 
ACKBLK 
ALIT 
AML 
AROB 
ATP 
AUD 
BGNBLK 
BGT 
Bp 
BPF 
BOC 
BOS 
CAROT 
CARSEL 
CC 
CCIS 
CCITT 

CCS 
CDO 
CGA 
CI 
CLKOUT 
CODEC 
CML 
CMLA 
CNTL 
CPD 
CRC 
CRC-CCITT 

DAC 
DDD 
DDS 
DIGROUP 
DIP 
DLENA 
DLENB 
DLI 
DN 

analog carrier interface 
acknowledgment-block 
automatic line insulation test 
automatic maintenance limit 
activate remote order buffer 
all-tests-pass 
audible circuit 
begin-block 
background task 
bank pointer 
band pass filter 
Bell Operating Company 
build-out switch 
centralized automatic reporting on trunks 
carrier select input 
central control 
common-channel interoffice signaling 
Comite Consultatif International Telegraphique et 

Telephonique 
hundred call seconds 
community dial office 
carrier group alarm 
carrier interface 
clock out 
coder-decoder 
channel maintenance list 
channel maintenance list for audits 
control 
central pulse distributor 
cyclic redundancy check 
cyclic redundancy check-Comite Consultatif Inter-

national Telegraphique et Telephonique 
digital-to-analog converter 
direct distance dialing 
digital data system 
digital carrier group (twenty-four channels) 
dual in-line package 
data link enable A 
data link enable B 
data link interface 
directory number 

643 



DSU 
DSU-DP 
EIA 
ELS 
ENDR 
EPROM 
ESS 
FETL 
FITS 
FO 
G-J 
GS 
GSA 
HLSC 
HROB 
IC 
IGFET 
IHA 
IHB 
12L 
INHIB 
INT 
I/O 
IT 
JCT 
JFET 
LED 
LEN 
LI 
LIU 
LLC 
LLN 
LREN 
LSI 
LTD 
LTD A 
LTDRTS 
MCC 
MCEN 
MDAC 
MLAP 
MLT 
MRDY 
MSD 

data service unit 
data service unit-data port 
Electronics Industries Association 
electronic loop segregator 
end-ROB 
erasable programmable read-only memory 
electronic switching system 
far-end test line 
failures in one billion hours 
fan out 
grid-junctor 
ground start 
ground start applique 
high-level service circuit (same as USC) 
high-priority ROB 
integrated circuit 
insulated gate field effect transistor 
hold current-side A 
hold current-side B 
integrated injection logic 
inhibit signal 
interrupt signal 
input/ output 
talk current 
junctor 
junction field effect transistor 
light-emitting diode 
line equipment number 
line interface 
line interface unit 
line load control 
line link network 
line remote equipment number 
large-scale integration 
local test desk 
local test desk applique 
local test desk remote test system 
maintenance control center 
memory chip enable 
multiplying digital-to-analog converter 
metallic line access port 
mechanized loop testing 
memory ready 
miscellaneous scan and distribute 
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MSI 
MTBF 
MTTF 
MWRT 
NEBS 
nMOS 
OIU 
PA 
PAB 
PAM 
PBX 
PCI 
PCM 
PMC 
PMJ 
PMR 
PNPN 

POB 
POTS 
PSPD 
PU 
PWC 
PWB 
PUC/DL 
PUCDL/DCT 

RAM 
R-DIPs 
RCLK 
RE 
REN 
RLT 
RMDN 
RMSN 
RNDIS 
RNPCM 
ROB 
ROB 
ROTL 
rp 
RSB 
RSCO 
RSS 

medium-scale integration 
mean time between failures 
mean time to failure 
memory write 
New Equipment Building Systems 
n-channel metal oxide semiconductor 
office interface unit 
power alarm 
peripheral address bus 
pulse-amplitude modulation 
private branch exchange 
processor controlled interrogator 
pulse-code modulation 
path memory channel 
path memory junctor 
path memory remote 
semiconductor crosspoints, described by the four 

layers in the device 
peripheral order buffer 
plain old telephone service 
permanent signal and partial dial 
peripheral unit 
pulse-width controlled 
printed wiring board 
peripheral unit controller/data link 
peripheral unit controller data link/digital carrier 

terminal 
random access memory 
resistor-DIPs, used for level adjustments in channels 
receive clock 
read enable 
remote equipment number 
remote line test 
remote miscellaneous distributor number 
remote miscellaneous scan number 
receive not disable 
r~eceive not pulse-code modulation 
remote order buffer 
receiver off-hook 
remote office test line 
register pointer 
repair service bureau 
remote switching system central office end (D4 unit) 
remote switching system 
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RT 
RTS 
RWD 
SAB 
SCC 
SCR 
SDN 
SDLC 
SF 
sp 
SRI 
SSI 
SXS 
SYSRD 
TAB 
TCI 
TDCLK 
TLN 
TNDATA 
TR 
TRCC 
TTL 
TTY 
TWD 
UCR 
USC 
UV 
VCCS 
WE 
WEPL 
WPBLK 

remote terminal 
remote test system 
receive window 
stand-alone buffer 
switching control center 
silicon controlled rectifier 
special directory number 
synchronous data link control 
single frequency 
stack pointer 
client buffer identifier 
small-scale integration 
step-by-step 
system read 
test access bus 
T -carrier channel interface 
transmit data clock 
trunk link network 
transmit not data 
transmit-receive 
T -carrier restoration control center 
transistor-transistor logic 
teletypewriter 
transmit window 
universal call register 
universal service circuit (same as HLSC) 
ultraviolet 
voltage controlled current source 
write enable 
weighted echo path loss 
write-protect block 
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