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Assuming that the lognormal random variables are independent, and 
following Prabhu,16 we find that the moments of 

K 

VK= L Yi 
i=1 

are given by the recurrence relation 

E[(Vk)i] = ± (i) E[(Vk- 1)l].ui-l, 
l=O 1 

(19) 

where {.ud 1~1 are the moments of the independent, identically distrib­
uted lognormal random variables. Figure 4 shows the resulting distri­
butions for K = 2, 4, 8, and 16. As we mentioned above, the distribution 
was symmetrized and inverse transformed to reduce the effects of 
roundoff errors. This technique can be applied to any number of 
arbitrary distributions for which the required moments can be com­
puted. 

3.2 Known discrete random variable case 

In this section, we apply the GQR estimator W~(a) to discrete 
distributions. First we consider the case of a mixed distribution com­
posed of a Gaussian distribution plus discrete components. The weights 
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Fig. 5-Mixed Gaussian distribution. 

and nodes of the estimator are shown in Fig. 5, where the second 
moment of the discrete part equals ten times that of the Gaussian 
component. As we can readily discern, the GQR procedure is useful in 
identifying the discrete components of a PDF. 

As the final example of a known distribution, we consider the sum 
of nine equally spaced delta functions 

9 

w(x) = 1/9 L 8(x - Xi) Xi = -5 + i i = 1, 2, ... 9. (20) 
i=l 

The convergence of the GQR estimator WN(X) is shown in Fig. 6, where 
the N = 9 estimator is exact since the distribution is uniquely defined 
by the first 2N = 18 moments. For N > 9, the algorithm breaks down. 

IV. SUMMARY 

An estimator based on GQR has been proposed, which converges 
rapidly to the CDF of a random variable and requires only knowledge 
of the moments of the random variable in question. The technique is 
generally applicable to a large class of communications problems and 
provides a practical solution to many analytically intractable problems. 
The technique works equally well for discrete and continuous distri­
butions and assumes no a priori knowledge of the distribution. 
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APPENDIX 
Details of the GaR Algorithm 

In this appendix, we outline the algorithm used to compute Gaussian 
Quadrature Rules. The procedure combines Gautchi's modified mo­
ment technique14 with the Cholesky decomposition suggested by Mar­
tin et al. 15 The resulting algorithm has been implemented using double 
precision arithmetic and has proven stable and robust. 

To compute the 2N unknowns {Ad~l and {td~l' we first form the 
matrix of modified moments 

M= 

where mij is given by the inner product 

mij = (Ti- 1, Tj - 1) 

(21) 

= f Ti-,(x)Tj-,(x)dW(x) i,j = 1,2 ... N + 1 (22) 
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and {Ti} f!.o are the first N + 1 members of an arbitrary set of 
polynomials satisfying the recurrence relation 

xTj(x) = ajTj+1(x) + bjTAx) + cjT j- 1(x) j = 0, 1, 2, ... N 

T- 1(x) = O~ aj ~ O. (23) 

The orthogonal Tchebycheff polynomials determined by (23) consti­
tute a convenient choice, with 

ao = 1 

aj = Cj = % j = 1, 2 ... 

j = 1,2 .... (24) 

The modified moments mij in (23) are simply linear combinations of 
the moments 

J1.j = f xidW(x) 

and can be simplified for the case of the Tchebycheff polynomials by 
using the relation 

Ti(x)Tj(x) = %{Ti+j(X) + Ti-Ax)} i ~j. (25) 

Thus, if we define 

Vk = J Tk(x)dW(x), 

then 

(26) 

It is not necessary in theory for the Tk(x) to be orthogonal. The 
formulation by Golub and Welsch2 used the unmodified moments 
corresponding to T/l(x) = Xk and, hence, aj = 1, bj = 0, and Cj = 0 for all 
j. As Gautchi shows,14 the use of modified moments results in less 
sensitivity to computer roundoff errors. 

We next form the tridiagonal matrix 

where 

aN-1 
{3N-1 

rj,j+1 rj-i,j 
aj = bj + -- aj - -- aj-1 j = 1, 2 ... N 

rj,j rj-1,j-1 

n rj+1,j+1 
fJj=--aj 

r' . J,J 

j = 1,2 ... N - 1. 
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The rij are found from the relation 

M=RTR. (28) 

The matrix R is an upper triangular matrix and theoretically is 
positive definite if M is positive definite. In practice, however, M can 
be ill-conditioned and finite precision arithmetic will cause the matrix 
to appear singular. 

The elements of R are related to the moment matrix M by the 
relations 

i<j 

i,j = 1,2 ... N. (29) 

In practice, the computation of R from (29) will fail at relatively small 
values of N when the square root of a negative number is attempted. 

A refined Cholesky decomposition15 overcomes this problem by only 
requiring square roots to be computed at the end of the decomposition 
and not at each step as in (29). If we define R* by the relation 

R = R*diag(rii) , 

then R * will be a unit upper triangular matrix and 

M=RTR 

= R * Tdiag(rTi)R * 
=R*TDR*, (30) 

where D is a positive diagonal matrix. Then, defining the auxiliary 
quantities 

the following solution is obtained 
j-l 

mij = mij - L mikrJk j = 1, 2 ... i-I 
k=l 

i=l 

(31) 

di = mii - L mikrik. (32) 
k=l 

The advantage of the alternate decomposition is that square roots 
are not required until the final step, when the positive diagonal matrix 
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Table I-Comparison of three implementations 

Gaussian Random Variable 
Uniform Random Variable 
Lognormal Random Variable 
Symmetrized, Lognormal Random Variable 

Stand­
ard Cho­

lesky 

17 
13 

Alter­
nate 
Cho­
lesky 

60 
40 
17 
60 

Alternate 
Cholesky 
Modified 
Moments 

60 
38 
14 
60 

Din (30) is factored. Along with the modified moment procedure, the 
alternate Cholesky decomposition yields accurate results even for large 
values of N. 

Several implementations of the GQR algorithm have been examined 
to elucidate the features that contribute to the reduction of computer 
roundoff errors. These include: 

(i) Standard Cholesky 
(ii) Alternate Cholesky 

(iii) Alternate Cholesky with modified moments 
(iu) All of the above using symmetrized moments. 

Each approach was evaluated in double precision arithmetic. 
The value of N at which the Cholesky decomposition fails was 

chosen as the measure of robustness for a variety of input probability 
density functions. Some of these results are tabulated in Table I. The 
standard Cholesky consistently had the poorest performance for all of 
the distributions considered. For symmetric distributions, the alternate 
Cholesky scheme provided a significant reduction of computer error. 
For the Gaussian distribution, the procedure was accurate for all 
N ~ 60, where 60 was the dimensionality limit imposed on the com­
puter routine by storage requirements. The addition of the modified 
moment approach resulted in virtually no improvement relative to the 
alternate Cholesky implementation alone. None of the first three 
approaches proved satisfactory for nonsymmetric distributions (e.g., 
lognormal). The solution to this obstacle for one-sided distributions is 
to symmetrize the distribution according to (16), find the GQR estimate 
for the symmetrized distribution, and then obtain the desired distri­
bution using (17). As we see in Table I, this renders the lognormal 
estimate as robust as the symmetric Gaussian distribution. 

The final step in obtaining the nodes and weights involves finding 
the eigenvalues and eigenvectors of the matrix J in (27). The eigen­
vector qj corresponding to the eigenvalue tj is found from the equation 

(33) 

The eigenvalues {tj} ~l are the nodes of the GQR and the positive 
weights are given by 
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where 

COMPUTE 
MOMENTS 

I SYMMETRIZE 
I DISTRIBUTION I L _________ ...J 

Fig. 7-Flowchart of GQR algorithm. 

qJ = (qlj, q2j ... qN). 

(34) 

A flowchart of the steps used to compute GQR is shown in Fig. 7. 
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A 9.6-kb/s DSP Speech Coder 
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A digital speech coder has been designed for real-time operation 
at a data rate of 9.6 kb/s. The design is based on a combination of 
two speech compression techniques: Time-Domain Harmonic Scaling 
(TDHS) and Sub-Band Coding (SBC). It is a highly modularized 
hardware implementation using five Bell Laboratories Digital Signal 
Processor (DSP) integrated circuits as the key processing elements. 
Three DSPS are used in the encoder for pitch detection, TDHS com­
pression, and sub-band encoding. Another two DSP s are used in the 
receiver for sub-band decoding and TDHS expansion. In this paper we 
describe the overall design of the system and discuss some of the 
techniques used to realize it in the DSP hardware in real time. General 
issues of the algorithm design, software implementation, and hard­
ware design are considered. 

I. INTRODUCTION 

The subject of digital speech encoding and bit-rate compression has 
been one of considerable interest in recent years. Attention has focused 
strongly on bit rates in the range of 9.6 kb/s for applications where 
good "communications quality" is required and where robustness 
across a broad range of background noise conditions and speaker 
variations is necessary.l,2 This bit rate appears, at present, to be about 
the lowest practical rate at which this standard of quality and robust­
ness can be reliably achieved. Below 9.6 kb/s presently known tech­
niques have a noticeable synthetic quality and are considerably more 
fragile to differences in speakers and background conditions.l 

Several encoding methods for achieving "communications quality" 
at 9.6 kb/s have been proposed and studied. Most of these methods 
involve a considerable amount of signal processing to meet these goals 
and are thus referred to as "high-complexity" algorithms. Their imple-
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mentation in real time typically requires the use of specially designed 
high-speed digital hardware or array-processing digital computers.3

,4 

In recent studies,2 we found that a combined technique of sub-band 
coding (SBC) and time-domain harmonic scaling (TDHS) leads to an 
encoding approach whose quality is comparable to, or better than, 
some of the previously studied "high-complexity" algorithms. The 
interesting aspect of this approach is that it is a combination of two 
relatively "low-complexity" algorithms that are amenable to real-time 
implementation using currently available technology. Thus, this TDHS/ 
SBC approach appears to be an attractive, economical candidate for 
real-time implementation of 9.6-kb/s speech encoding using a rela­
tively small amount of hardware. 

In this paper we discuss the design of a 9.6-kb/s speech coder based 
on the above TDHS/SBC approach. The design is highly modularized 
around the use of the Bell Laboratories Digital Signal Processor (DSP) 
integrated circuit.5

,6 Three DSPS are used in the encoder for pitch 
detection, time-domain harmonic-scaling compression, and sub-band 
encoding, respectively. Another two DSPS are used in the receiver for 
synchronization, sub-band decoding, and time-domain harmonic-scal­
ing expansion. Essentially all of the signal processing in the coder is 
performed by the DSPS with only a minimal amount of support hard­
ware for interfacing, clock generation, and input/output (I/O) buffer­
ing. 

This paper discusses aspects of the overall design and the design 
parameters of the coder. Other papers7

-
9 discuss in more detail the 

software implementation of the pitch, TDHS, and SBC algorithms on 
the DSPS and the architecture of the multiple-DsP hardware used to 
implement the coder. 

II. THE TDHS/SBC ALGORITHM 

The TDHS/SBC system is basically a cascade of two different speech­
compression algorithms, TDHS and SBC. Figure 1 gives a basic block 
diagram of this approach. The sampled input signal s(n) is first 
compressed in bandwidth and sampling rate by the TDHS algorithm to 
form the intermediate signal sc(n). This processing is performed in a 
pitch-synchronous manner. Consequently, a pitch detector is required 
in the system. The SBC encoder digitally encodes the compressed 
signal, sc{n), to form the encoded data. This data, multiplexed with 
the encoded pitch and appropriate frame-synchronization information, 
forms a 9.6-kb/s bit-stream which is sent over the digital channeL In 
the receiver the digital signal is first synchronized into frames and 
demultipl~xed into pitch and SBC data. The SBC data is decoded by the 
SBC decoder to form the intermediate signal, sc{n) , which is a quantized 
version sc(n). It is then expanded back to its original bandwidth and 
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sampling rate by a TDHS expansion algorithm to produce the signal 
s(n), which is a decoded replica of the input s(n). 

The two algorithms operate on different properties of redundancy 
of the speech signal to achieve their compression. The TDHS algorithm 
takes advantage of the pitch structure or pseudoperiodic nature of 
speech through a pitch synchronous process.lO It effectively interpo­
lates two pitch periods of signal into one period to achieve a signal­
compression factor of two. Further details of this approach are re­
viewed in Section V. 

The SBC algorithm is a waveform coding technique that achieves a 
bit-rate compression by adaptively quantizing the speech in frequency 
bands. It takes advantage of the properties of temporal nonstationarity, 
spectral-formant structure, and auditory masking in speech production 
and perception. l

,9,n Further details of this method are outlined in 
Section VI. 

Because the TDHS and SBC algorithms operate on different properties 
of redundancy of speech, they are highly complementary and 
"noncompetitive" in their operation. Thus, the overall compression of 
the cascaded system is effectively the product of the two individual 
compression factors. 

A second advantage of this cascaded approach is that the degrada­
tions introduced by the two compression techniques are perceptually 
different. Degradations introduced by TDHS compression appear as a 
form of reverberance, whereas degradations introduced by SBC coding 
appear in the form of quantizing noise and intermodulation distortion. 
Since these degradations combine in different perceptual 
"dimensions," the overall perceived degradation tends to be less objec-
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Fig. 2-Block diagram of the DSP. 

tionable than if they were combined along the same perceptual 
"dimension. ,,2 

Finally, a third desirable feature of this algorithm is that the com­
pression introduced by the TDHS algorithm allows the SBC algorithm 
to be computed at effectively one-half the computation rate of that 
which would be required with an uncompressed signal. Thus, it leads 
to a system that is efficient computationally, as well as one that can be 
modularized into a system of smaller algorithmic units. 

III. BASIC HARDWARE CONFIGURATIONS 

The hardware design is highly modularized using the DSP as the key 
processing element in each module. Therefore, it is useful to review 
the basic characteristics of this device. Figure 2 shows a basic block 
diagram of the DSP.5 The main elements are: (i) a I024-word X I6-bit 
read-only memory (ROM) for instruction and coefficient storage, (ii) a 
I28-word X 20-bit random-access memory (RAM) for variable data 
storage, (iii) an address arithmetic unit (AAU) with address registers 
for controlling memory access, (iv) a data arithmetic unit (AU) with 
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Fig. 3-Block diagram of the hardware configuration for the 9.6-kb/s coder. 

provision for multiplication, full product accumulation, rounding, and 
overflow protection, (v) an I/O unit to control serial data transmission 
in and out of the circuit, and (vi) a control unit that provides instruc­
tion decoding and processor synchronization. 

The processor operates with an 800-ns machine cycle time, which is 
established by a 5-MHz clock. In one machine cycle it can: (i) decode 
an instruction, (ii) fetch data and perform a 16 X 20-bit multiplication, 
(iii) accumulate the output products from the multiplier, and (iv) store 
data in memory. 

Figure 3 is a simplified block diagram of the hardware architecture 
for the 9.6-kb/s coder. It consists of cascaded connections of DSP 

modules with data passing from one DSP to the next in multiplexed 
form. The encoder contains three DSPS in series with an analog-to­
digital (A/D) converter at the input and a first-in-fIrst-out (FIFO) buffer 
at the output to the channel. The decoder contains two DSPS with a 
FIFO buffer between the second DSP and the output to the digital-to­
analog (D/ A) converter. In addition, a logic circuit is necessary at the 
receiver between the input of the 9.6-kb/s channel and the fIrst DSP 

for use in bit slipping for synchronization on startup. 
The analog input, s(t), is fIrst converted to digital form s(n) by a J-L­

law A/D converter.12 An 8-KHz clock signal for the sampling rate of 
the A/D converter is generated from the 9.6-KHz channel clock using 
a phase-locked loop (PLL) circuit. The first DSP is used to implement 
the pitch detector. It passes the J-L-Iaw signal s(n) through to the second 
DSP along with multiplexed pitch information. The second DSP is used 
for the TDHS compression algorithm. Its output consists of the com-
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pressed signal, sc(n), multiplexed with pitch and synchronization infor­
mation. The third DSP is used for the SBC encoder and for multiplexing 
the pitch, synchronization, and sBc-encoded data into a 9.6-kb/s serial 
bit stream. Its output is passed to the channel in the form of 16-bit 
serial words. A FIFO memory is used to control the flow of data between 
the DSP and the channel. 

In the decoder the fourth DSP receives the serial bit stream directly 
from the 9.6-kb/s channel in the form of 16-bit words. A bit-slipping 
logic circuit is used to interface the channel to the DSP; it is controlled 
by a flag from the DSP. The circuit is used to align the fIrst bit of a 
frame of data to the fIrst bit of a 16-bit word in the synchronization 
locking mode of the decoder. Once frame synchronization is estab­
lished, the fourth DSP is used to demultiplex the pitch and SBC data 
and perform the computation for the SBC decoder. The SBC decoded 
output, sc(n), and the pitch are then passed to the fIfth DSP, which 
computes the TDHS expansion algorithm. The output, s(n), of this DSP 
is the decoded version of s(n) and it is passed to the D/ A (in IL-Iaw PCM 
format) through a second FIFO buffer. 

In the next fIve sections we discuss each of the components of this 
system in more detail. Section IV discusses the design of the pitch 
detector, Section V discusses the TDHS algorithms, and Section VI 
discusses the design of the SBC. The overall framing and multiplexing 
structure for the coder is discussed in Section VII, and Section VIII 
discusses the synchronization detection algorithm used for frame align­
ment in the receiver. Finally, Section IX discusses the performance of 
the system. 

IV. THE PITCH DETECTOR 

The pitch detector is based on a modifIcation of the autocorrelation­
type pitch-detection algorithm,13 and it is designed for implementation 
in a single DSP.7 Figure 4 illustrates this basic approach. The input 
speech signal s(n) is fIrst converted to a linear PCM signal and lowpass 
filtered to remove spectral energy above 1 KHz. The resulting low-pass 
fIltered signal, x(n), is then used to compute the autocorrelation­
function estimate at time n 

rn(m) = L f(n - t)x(t)x(t - m), (1) 
t=-oo 

where m denotes the autocorrelation lag and f(n) corresponds to the 
analysis window over which rn(m) is computed. The pitch period is 
then defIned as the lag mo over the range of the allowed set of lag 
values {m} for which rn(m) is maximum, i.e., 

rn(mo) = max [rn(m) • g(m)] (2a) 
m 
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Fig. 4-Block diagram of the pitch-detector implementation. 

pitch = pn = mo, 

PITCH 
ESTIMATE 

Pn 

(2b) 

where g(m) is a weighting factor used to control the behavior of the 
algorithm. 7 

A total of 64 autocorrelation coefficients are included in the set 
{rn(m)} corresponding to values 

{m} = {25, 26, 27, ... 55, 56, 58, 60, 62, ... 116, 118, 120}. (3) 

This allows the pitch period to be encoded into a 6-bit word for 
transmission over the channel. With a sampling rate of 8 KHz, the 
pitch values in the set {m} correspond to a pitch frequency range from 
66.7 Hz to 320 Hz, which spans the range of most speakers. Note also 
from eq. (3) that the allowed values of pitch period are more closely 
spaced (quantized) for low values, m, than for high values. This allows 
for a more uniform percentage of accuracy of pitch for high- and low­
pitch speakers. 

The autocorrelation estimate rn(m) is computed using an exponential 
window function 

f(n) = {yn n ~ 0 
On< o. (4) 

This forms allows rn(m) to be sequentially updated according to the 
relation 

rn(m) = yrn-l(m) + x(n)x(n - m). (5) 

In this manner, only two multiplications and one addition are required 
to update each autocorrelation coefficient. 
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To further reduce the amount of computation and storage required 
in the DSP, eq. (5) was modified so that rn(m) is updated only every 
fourth sample, i.e., 

rn(m) = y'rn-4(m) + x(n)x(n - m), (6) 

where y' typically has a value of y' = 0.95. This reduces the total 
amount of computation by a factor of 4. It also reduces storage 
requirements for the delayed signal x(n - m) by allowing x(n) to be 
decimated (reduced in sampling rate) by a factor of 4. Thus, at any 
one sample time only certain values of rn(m) can be updated. Compu­
tation is therefore distributed over a four-cycle process in which four 
input samples s(n) are received, all values of rn(m) are updated, and a 
new estimate of pitch is determined every four sample times. A more 
detailed description of this computational structure and the manner in 
which it is implemented in the DSP is described in Ref. 7. Further 
details concerning the weighting parameters g(m) and the performance 
of this design are also available in the same reference. 

The speech signal s(n) is passed from the pitch detector to the TDHS 

algorithm along with the 6-bit encoded pitch information, which is 
inserted after every fourth speech sample. Since the TDHS algorithm 
does not require information regarding the voiced or unvoiced nature 
of the speech, no voiced/unvoiced decision is made by the pitch 
detector. During voiced regions, the pitch detector measures the speech 
periodicity, and during the unvoiced and silence regions it gives the 
best estimate of any long-term correlation that may exist in the signal, 
even though this correlation may be low. 

v. THE TDHS ALGORITHM 

The TDHS algorithm compresses the input signal s(n) by a factor of 
two such that the compressed signal sc(n) contains one-half of the 
original number of samples.2

,8,lo Since the sampling rate of s(n) is 8 
KHz, the sampling rate of sc(n) is, therefore, 4 KHz. This compression 
process can be interpreted in the frequency domain in terms of a 2: 1 
compression of the spectral bandwidth such that the original 0- to 4-
KHz bandwidth of the signal s(n) is scaled to a 0- to 2-KHz bandwidth 
allowing the sampling rate to be reduced by the factor of two. The 
compression is achieved by reducing the frequency spacing between 
pitch harmonics and appropriately scaling the envelope of the spec­
trum by a factor of two. 

In an alternative time-domain interpretation, the signal s(n) is 
compressed by a factor of two by computing one pitch period of the 
compressed signal sc(n) from a weighted average of every two pitch 
periods of the input signal s(n) in a pitch-synchronous manner. The 
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Fig. 5-TDHS compression. 

TDHS algorithm is implemented according to this interpretation. Figure 
5 illustrates this interpolation process for the compression algorithm. 
Given the pitch period, P = pn, from the pitch detector, the input 
speech s(n) is divided into blocks of 2p samples. One block of p 
samples of compressed signal sc(n) is then computed from these 2p 
samples according to the following process. The fIrst block of p samples 
of s(n) is weighted by a p-sample window, w(m), m = 0, 1, ... p - 1, 
which linearly decreases from a value of 1 to 0 across the block. The 
second block of p samples of s(n) is similarly weighted with a window 
1 - w(m) that linearly increases from 0 to 1 across the block. The sum 
of the two weighted blocks then produces one block of p samples of 
the compressed signal sc(n), as illustrated in Fig. 5. The waveform of 
sc(n), therefore, looks mostly like the fIrst block of s(n) at its beginning 
and mostly like the second block of s(n) at the end. In this way the 
concatenation of the blocks of sc(n) forms a continuous waveform 
without end effects from block to block. The next block of sc(n) is 
computed in the same manner as above using the next 2p = 2pn 
samples of s(n). 
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Fig. 6-TDHS expansion. 

In the TDHS expansion of sc(n) to s(n) a similar pitch-synchronous 
interpolation is performed. Figure 6 illustrates this process. In this 
case, 3p samples of sc(n) are used to compute 2p samples of s(n) using 
the 2p-sample overlapped windows shown by the solid lines in Fig. 6. 
The windows are then moved over by p samples, as shown by the 
dashed lines in Fig. 6, and the next 2p samples of s(n) are computed in 
a similar process. Thus, for ever~ p samples of new input signal, sc(n), 
2p samples of the expanded signal §(n) are computed. A careful 
analysis reveals that this process results in an output waveform s(n) 
that is continuous across the concatenated output blocks without end 
effects. 

Although the TDHS compression and expansion algorithms have 
been discussed above in terms of block-processing operations, they are 
more conveniently implemented in the DSP in a stream-processing 
manner.8 That is, for every two input samples of s(n) in the TDHS 

compression, one sample of sc(n) is computed. Similarly, for every 
input sample of sc(n) in the TDHS expansion, two outputs of s(n) are 
computed. These operations are performed using the structure shown 
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Fig. 7-Block diagram of the implementation of TDHS compression (or expansion). 

in Fig. 7. A length 2P shift register is used to hold the input data s(n) 
(for compression) or sc(n) (for expansion), where 

P = maxpn = 120. (7) 

Input samples enter from the right and are shifted one sample to the 
left for each input. The computation of each output sample involves 
the multiplication of samples located at indices i and j in the shift 
register with the respective window coefficients w(m) and 1 - w(m), 
as illustrated in Fig. 7. The sum of these two products is then the 
interpolated output sample. It also should be clear from the above 
discussion that the indices i and j are always spaced P samples apart. 

For TDHS compression the data in the shift register moves two 
samples to the left and the indices i and j are decremented (shifted 
left) by one sample for each output. At the start of a new block of P 
samples, index i is initialized to the center of the shift register, P is 
initialized to PM j is initialized to i + pn and w(m) is initialized to w(O) 
= 1. The process is then repeated for the next P samples. 

For TDHS expansion the opposite process occurs. Since the output 
samples are generated at twice the rate of the input samples, the 
indices i and j must be incremented (shifted right) by 1 after each 
output sample. At the start of a new block, index j is initialized to the 
center of the shift register and i is initialized to j = p. Further details 
on how these operations are implemented in the DSP are covered in 
another paper.8 
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Fig. 8-Block diagram of the SHe encoder and decoder. 

Another novel aspect of the above DSP implementation of TDHS 

compression and expansion algorithms involves the amount of memory 
required for the shift register. From eq. (7) and Fig. 7 we can see that 
the required length of the shift register is 2P = 240 samples, whereas 
the nsp contains only 128 locations of RAM. This conflict is conveniently 
solved by using the capability of the DSP to convert between 8-bit }L­

law and 20-bit linear PCM formats. By storing the data in the shift 
register in 8-bit }L-Iaw format and packing two 8-bit words into each 
20-bit RAM location, the effective memory of the DSP is doubled, 
allowing the TDHS algorithms to be completely implemented within 
individual DSPS without external memory. Also, by carefully organizing 
the "high" and "low" 8-bit words of memory it is possible in the TDHS 

algorithms to associate "high" memory with one of the indices i or j 
and "low" memory with the other. This greatly simplifies the software 
implementation.8 

VI. THE SUB-BAND CODER 

The sub-band coder (SBC) encodes the compressed signal sc(n) into 
a digital bit stream. It is a waveform coding technique that takes 
advantage of the temporal and spectral properties of speech production 
and speech perception by partitioning the signal into a set of sub­
bands by a filter bank (see Refs. 1, 9, 11, and 14). Each sub-band is 
effectively bandpass filtered, low-pass translated to dc, sampled at its 
Nyquist rate (twice the width of the sub-band), and then digitally 
encoded using adaptive differential PCM (ADPCM). Figure 8 illustrates 
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Band 

1 
2 
3 
4 

TOTAL 

Table I-Sub-band coder design 
Frequency Range (Hz) 

Uncompressed Compressed 

0-500 0-250 
500-1000 250-500 

1000-2000 500-1000 
2000-3000 1000-1500 

0-3000 

Sampling 
Rate (Hz) 

500 
500 

1000 
1000 

Bits/ 
Sample 

5 
4 
2 
2 

Bit Rate 

2500 
2000 
2000 
2000 

8500 

a simplified block diagram of this process. In the receiver the digital 
signal sc(n) is reconstructed by decoding the sub-band signals, inter­
polating them, translating them back to their original spectralloca­
tions, and then summing them to form the decoded signal sc(n). 

The sub-band framework offers several advantages. Quantization 
noise is contained in bands to prevent masking of one frequency band 
by quantizing noise in another frequency band. Separate adaptive 
quantizer step sizes are used so that bands with lower signal energy 
have lower quantizer step sizes and contribute less quantization noise. 
By appropriately allocating bits in different bands, the shape of the 
quantization noise can be controlled in frequency. In the lower fre­
quency bands, where pitch and formant structure must be accurately 
preserved, a larger number of bits/sample are used, whereas in upper 
frequency bands, where fricative and noise-like sounds occur in speech, 
fewer bits/sample are used. 

A four-band SBC design is used in the 9.6-kb/s coder. Table I 
summarizes the choice of bands, sampling rates, and bits/sample used 
in this design. Bandwidths are given with respect to both the uncom­
pressed and compressed frequency scales. Therefore, the total band­
width of the coder is 3 KHz, relative to the uncompressed frequency 
scale. The total bit rate of the SBC coder is 8.5 kb/s, leaving the 
remaining 1.1 kb/s for transmission of pitch and framing information. 

Figure 9a illustrates the manner in which the SBC analysis filter 
bank is implemented. The design is based on the use of quadrature 
mirror filter (QMF) designs,9,15 which are implemented in terms of 
polyphase structures.16 The QMF approach allows a signal band to be 
divided into two equally spaced, high-pass filtered (HPF) and low-pass 
filtered (LPF) sub-bands, which are each reduced in sampling rate by 
a factor of two. This process is accomplished with a pair of symmetric 
finite impulse response (FIR) high-pass and low-pass filters. Because of 
the symmetry and the quadrature mirror relationship of these two 
filters, their coefficients are identical except for the signs of the odd­
numbered coefficients. This property allows the computation to be 
shared between the two filters by separately computing the even taps, 
he(n), and the odd taps, ho(n), of the low-pass filter h(n).9,15 The sum 
of these two partial computations gives the output for the lower band 
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Table II-Filter coefficients for hen), g(n), and fen) 

n h(n) g(n) and {(n) 

0 0.0006506 0.0065257 
1 -0.0013508 -0.0204875 
2 -0.0012601 0.0019911 
3 0.0041581 0.0464768 
4 0.0014272 -0.0262756 
5 -0.0093636 -0.0992955 

6 -0.0001722 0.1178666 
7 0.0178820 0.4721122 
8 -0.0041094 
9 -0.0311553 

10 0.0144688 

11 0.0529093 
12 -0.0392449 
13 -0.0998001 
14 0.1284651 
15 0.4664583 

and the difference gives the output for the upper band. By applying 
this two-band splitting process in the tree structure in Fig. 9a,.the band 
structure in Table I is obtained where the highest band (band 5) is 
discarded in the process. In the receiver a similar tree structure (Fig. 
9b) is used in reverse order to recombine the sub-bands into a full­
band signal. The delays in bands 3 and 4 in Fig. 9 are used to 
compensate for the processing delay caused by the extra split used to 
generate bands 1 and 2. 

The above QMF filter-bank design offers two advantages. First, it 
leads to an efficient means of computing the filters by sharing com­
putation among bands. Second, because of the quadrature nature of 
the design, aliasing terms, which are generated in the process of 
sampling rate reduction in the encoder, are canceled by imaging terms, 
which are generated in the filter-bank interpolation process in the 
receiver. This property allows the use of relatively low-order finite 
impulse response (FIR) filter designs in the coder. 

The low-pass filter design, h(n), for the first stage of QMF splitting is 
accomplished with a 32-tap FIR filter. The coefficients for this design17 
are given in Table II, column 2. Note that only the first symmetric 
half of the coefficients is given. The remaining coefficients can be 
obtained from the relation h(n) = h(31 - n) for n = 16 to 31. The filter 
designs g(n) and f(n) for the second and third stages of QMF splitting 
are accomplished with identical 16-tap FIR filters. Table II, column 3, 
gives the coefficients for this design. Again, only the fIrst symmetric 
half of the coefficients is given and coefficients from n = 8 to 15 can be 
obtained from the relation g(n) = g(15 - n). All coefficient values are 
quantized to the 16-bit accuracy of the nsp in the actual implementa­
tion. 
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Fig. lO-Frequency response for (a) the compositive five-band filter bank, and (b) 
the analysis/synthesis reconstruction based on the filter bank. 

The frequency response for the combined filter bank is shown in 
Fig. lOa, where the band structure given in Table I is clearly apparent. 
Note also that because the filters in the second and third stages of the 
structures in Fig. 9 are implemented at lower sampling rates, their 
frequency responses are respectively scaled to narrower widths in the 
combined system. Finally, Fig. lOb shows a plot of the total frequency 
response of the back-to-back filter bank (without ADPCM coding). A 
total reconstruction error of less than 0.25 dB is observed. 

The ADPCM coders for quantizing the sub-band signals are identical 
to the DSP design discussed in Ref. 18, except for the choice of design 
parameters. Therefore, we will only briefly review the design and 
discuss the choice of parameters. Figure 11 is a block diagram of this 
design. The main elements of the coder are: (i) a b-bit PCM quantizer 
(where b can be varied from 2 to 5), (ii) tables to store the step size 
and inverse step size, (iii) a step-size adaptation circuit to control the 
choice of step size (i.e., the addresses to the tables), and (iv) a first­
order fixed predictor. 

A predictor signal p(n) is fIrst computed by scaling the previous 
decoded sub-band signal sc(n - 1) by the predictor coefficient /3, where 
for telephone speech, values of /3 will be close to zero (e.g., 0, -0.4, 0, 
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Fig. 11 (b}-Block diagram of the ADPCM decoder. 

o for bands 1 to 411
). The signal p(n) is then subtracted from the sub­

band signal sc(n) to produce the difference e(n), which is adaptively 
quantized. This is accomplished by first scaling e (n) down by the 
inverse step size V(n) and limiting and rounding it (PCM coding) to the 
b-bit integer I(n). By adding the value 2b

-
1 to I(n) a positive b-bit code 

word, J(n), is obtained, which can be conveniently multiplexed with 
code words from other sub-bands (as well as pitch and synchronization 
information) . 

The b-bit integer, I(n), is also used in the encoder and decoder for 
obtaining the decoded output sc(n) and for step-size control. Decoding 
is accomplished by adding 0.5 to I(n) and scaling it back up by the 
step size A(n). By adding the predictor value p(n) to this quantized 
difference we obtain the decoded signal sc(n), which is the output of 
the decoder. It is also used in both the encoder and decoder for 
generating the next predictor value. 

The step size A(n) and its inverse V(n) are determined by the table 
address, which is adaptively incremented or decremented by the step­
size control. The size of the tables are 64 words and they span a 60-dB 
step-size range (i.e., 0.9375 dB/word). Their address is obtained from 
the integer part of the variable d (n) (see Fig. 11), which is limited to 
the range -32 to +31. The value of d (n) is stored in a "leaky integrator" 
with a leak factor of 0.98. In this way d (n) "drifts" toward zero (the 
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No. of Bits 

2 
3 
4 
5 

Table III-Quantizer adaptation parameters 

4.88 
5.47 
5.47 
5.47 

-0.98 
-1.27 
-1.27 
-1.27 

Attack Rate 
(dB/sample) 

4.6 
5.1 
5.1 
5.1 

Decay Rate 
(dB/sample) 

-0.92 
-1.2 
-1.2 
-1.2 

center of the tables) and mitigates the effects of channel error. If an 
outermost (positive or negative) quantizer level is used, a positive 
value, m[I(n)] = ml is added to d(n), and if an innermost (positive or 
negative) level of the quantizer is used, a negative value, m[I(n)] = m2 
is added to d (n). In this way the step size is dynamically varied to 
match the range of es(n) to the range of the PCM quantizer. Table III 
shows typical values of ml and m2 for b = 2 to b = 5 bit quantizers in 
SBC and their corresponding "attack" and "decay" rates (in dB/sample) 
at which they can respectively expand or contract their step sizes. 

The manner in which the computation in the SBC is performed is 
strongly determined by the three-stage framework of the filter bank. 
Since the sampling rate is reduced by a factor of two at each stage, 
computation in different stages must be performed at different rates. 
This is accomplished by distributing the total computation of the 
coder (and decoder) over an 8-cycle process. In each cycle one input 
sample sc(n) is received in the coder, one path of the filter band "tree" 
is computed, and one ADPCM coder is implemented. The cycle numbers 
n = 0, 1, 2, ... 7 in Fig. 9 indicate the paths of computation taken in 
each cycle. For example, in cycle 0 of the SBC encoder, filters ho(n), 
go(n), and fo(n) in the uppermost branch of the tree are updated and 
the ADPCM coder in band 1 is computed. As can be seen from this 
structure, stages and coders in the tree that have higher sampling rates 
are computed more often and those with lower sampling rates are 
computed less often. 

The tree structure also determines the manner in which output bits 
from the ADPCM coders are multiplexed and framed for transmission. 
Table IV lists the cycle number and the sub-band that is coded in each 
cycle. After eight cycles of processing, eight input samples are received 
and 17 output bits are generated. The process is then repeated. 

VII. MULTIPLEXING AND FRAMING OF THE DATA 

The 9.6-kb/s data from the TDHS/SBC coder is multiplexed into 
frames of 96 bits each for serial transmission over the channel. Each 
frame corresponds to 10 ms of encoded speech. The multiplexing is 
performed in the third DSP along with the multiplexing of the sub-band 
coder data. The output from this DSP is in the form of I6-bit words 

2282 THE BELL SYSTEM TECHNICAL JOURNAL, NOVEMBER 1982 



Table IV-Order of computation in the sub-band coder 
Cycle Band Bits 

0 1 5 
1 4 2 
2 3 2 
3 (5) 
4 2 4 
5 4 2 
6 3 2 
7 (5) 

r------------------ 96-BIT FRAME- --- ----------------1 
r--- 16 --i-- 16---j---16---j--16---j--16---i-- 16 ---i 

ISYNCI PITCH I SBC SBC SBC SBC SBC 

Fig. 12-Frame structure for the 9.6-kbj"l bit stream. 

such that six words form one 96-bit frame. Figure 12 summarizes this 
multiplexing structure for one frame of data. 

The first five bits in the frame represent a synchronization header, 
which is used for frame locking in the receiver. The next six bits are 
used to transmit pitch from the pitch detector. The remaining bits are 
used for the transmission of five groups of 17 bits each of SBC data, 
where each group comprises one 8-cycle computational loop in the SBC 

coder. From Fig. 12 we can see that one 16-bit word can be obtained 
from the nsp after encoding band 1 in each 8-cYcle loop of the SBC 

coder, and a final 16-bit word can be transmitted at the end of the 
frame. In the receiver a similar decoding process is performed in the 
demultiplexer of the SBC decoder. 

VIII. SYNCHRONIZATION DETECTION AND DATA ALIGNMENT 

Before the data in the receiver can be decoded, the framing structure 
in the bit stream must fIrst be identified and the data must be aligned 
with the 16-bit input words according to Fig. 12. This synchronization 
detection and data alignment is accomplished in the fIrst nsp of the 
receiver with the aid of the bit-slipping logic at the input from the 
channel (see Fig. 3). 

Figure 13 shows a block diagram of this process. The algorithm is 
divided into two modes of operation, a synchronization search mode 
and a run mode. In the search mode the nsp receives input from the 
channel in the form of 16-bit words. If the first five bits match the bit 
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Fig. 13-Block diagram of the synchronization detection and data alignment algo­
rithm. 

pattern of the header, it is assumed that the fIrst word of a frame has 
been found. It then discards the next fIve words of the frame and 
proceeds to the run mode. 

If no match is found, it waits for the next I6-bit input and tries 
again. If it is unsuccessful in fInding a header after seven trials it 
assumes that the frame structure is out of alignment with the word 
structure. It then sends a flag to the bit-slipping logic, which discards 
one bit in the bit stream. The search process is then repeated. A total 
of seven trials are used to avoid the possibility of skipping a bit in the 
middle of the header. 

Once the algorithm is in run mode it continues to check the header 
at the beginning of each frame. If a match is found in one or more of 
the past three frames it assumes that the algorithm is synchronized 
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and proceeds to process the frame. In this way the algorithm is more 
resistant to channel errors that may occur in the header. If no match 
is found after three consecutive frames, it assumes that the system is 
out of synchronization (or had received a false start) and it returns to 
the search mode. 

The above algorithm works well and uses a minimum amount of 
code in the DSP. The bit pattern for the header was chosen to be the 
5-bit sequence 10010. 

IX. PERFORMANCE 

In terms of quality, the real-time DSP version of the TDHS/SBC coder 
matches the quality of the computer simulations.2 The degradations 
introduced by TDHS compression/expansion are generally perceived as 
a form of reverberance, and degradations introduced by the SBC coder 
are generally perceived as a form of quantization noise and harmonic 
distortion. 

In a recent study involving TDHS/SBC coding of telephone network 
speech it was found that the perceived reverberance caused by the 
TDHS processing was more noticeable than that for high-quality micro­
phone speech.19 This implies that some caution must be exercised in 
applications involving a direct tandem connection of TDHS/SBC with 
the telephone network environment. Later we will show how this effect 
can be mitigated to some extent. For applications where the charac­
teristics of the transducer can be controlled, this poses no problem. 

The reason for the increased reverberance for telephone network 
speech was found to be a consequence of the strong pre-emphasis 
caused by the 500-type telephone set specifications and the tight band­
pass filtering (200 to 3200) of the D-channel bank. Figure 14 shows the 
resulting frequency response of the network environment.19 This can 
be compared to the flat response of a high-quality microphone. 

The network frequency response of Fig. 14 has two effects on the 
perceived quality of TDHS processing. Both effects stem from the fact 
that TDHS depends strongly on an accurate pitch measurement for its 
performance, as well as the assumption that voiced speech can be 
modeled as a pseudoperiodic signal. For example, if ~f represents the 
error in the measurement of the fundamental pitch harmonic (caused 
by measurement error or quantization of the pitch) the nth harmonic 
will have an error of n~f This means that TDHS processing will always 
degrade the high-frequency regions of speech more than the low­
frequency regions. For high-quality microphone speech this high-fre­
quency reverberance is not very apparent because for voiced sounds 
the high-frequency regions are relatively low in amplitude. In addition, 
the strong energy in the first formant helps to perceptually mask any 
degradations in the high-frequency regions. During unvoiced regions 
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the noise-like character of speech tends to mask most of the effects of 
TDHS processing. 

The effect of the telephone pre-emphasis in Fig. 14 is to amplify the 
high-frequency region of the speech by a factor of 15 to 20 dB relative 
to the low-frequency region. This also amplifies the high-frequency 
reverberance ofTDHs as well. The effect of the high-pass filtering from 
o to 200 Hz effectively removes most of the fundamental harmonic of 
the speech and consequently reduces the masking process. Thus, both 
effects contribute to enhancing the perceived reverberance of the TDHS 
processing. Therefore, the problem is one of auditory perception rather 
than the TDHS algorithm performing differently on telephone or micro­
phone speech. We found that if high-quality microphone speech is 
filtered with the same filter response as that of Fig. 14, either before or 
after TDHS/SBC coding, we get the same effect as with telephone 
network speech. 

The effects of the pre-emphasis in Fig. 14 on TDHS processing can be 
mitigated to some degree by undoing some of the pre-emphasis. It 
cannot restore the fundamental harmonic, however, which is removed 
by 0- to 200-Hz high-pass filtering. Thus, the perceived reverberance 
can be reduced in amplitude (along with the amplitude of the high­
frequency content of the speech) but the masking effects caused by 
the fundamental harmonic cannot be restored. The deemphasis filter 
used in the DSP was a simple first-order filter with the difference 
equation 

y(n) = 0.65y(n - 1) + 0.667x(n) + 0.25x(n - 1). (8) 
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This filter can be inserted or removed in the DSP realization by 
controlling one of the input flags to the DSP with a switch. 

A final observation that we have made is that the TDHS/SBC coder 
appears to perform slightly better with electret microphone speech 
than with carbon-button microphone speech. We speculate that this is 
due to the increased harmonic distortion of the carbon-button micro­
phone over that of the electret. 

x. CONCLUSIONS 

In this paper we have discussed the overall aspects of the design of 
the 9.6-kb/s TDHS/SBC speech coder. An attractive feature of the 
design is that it can be broken down into a set of five highly modular­
ized parts, each of which is implemented in a single DSP and effectively 
fully utilizes the capabilities of the DSP. It therefore leads to a relatively 
efficient and low-complexity approach to a 9.6-kb/s coder. It offers 
good "communications" quality that is competitive with that of other 
higher complexity systems. 

The overall processing delay of the coder and decoder is about 80 
ms or about 160 ms for a full-duplex system. This amount of delay is 
fairly typical compared with other competitive techniques at this bit 
rate. 
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Current models for isolated word recognition perform very well on 
small vocabularies of distinctly different sounding words. However, 
when we are confronted with vocabularies of similar sounding words 
(e.g., the letters of the alphabet), the performance of isolated word 
recognizers decreases dramatically. By carefully reexamining the 
model used for isolated word recognition we have identified some of 
the inherent deficiencies. In this paper we propose an improved word­
recognition model that is inherently capable of accurately recogniz­
ing words from almost any vocabulary. We have investigated a simple 
implementation of the model that preserves most of the structure of a 
linear predictive coding (LPc)-based version of the canonic isolated 
word model. In an experimental evaluation of the improved model, 
using an alpha-digit vocabulary, recognition accuracy improvements 
of from 1 to 5.7 percent were obtained for four talkers. The improve­
ments were due to changes in both the analysis model and the 
decision procedure. The strengths and weaknesses of the improved 
model are discussed. 

I. INTRODUCTION 

Although the goal of continuous speech recognition by machine 
remains far out of reach, the one area of speech recognition that is 
practical with today's technology and understanding is that of isolated 
word recognition. 1

-
6 What is interesting about this area is that the 

general approach used to solve the isolated word-recognition problem 
(i.e., the statistical-pattern-recognition approach) bears little relation­
ship to the way in which humans understand speech. As a result the 
vocabularies for which the isolated word recognizers can achieve good 

* Work performed while a consultant to Bell Laboratories. 
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performance are severely constrained in both size and complexity. 7 If 
we are interested in using a vocabulary for which the performance of 
the isolated word recognizer is less than perfect (e.g., the letters of the 
alphabet), then we have to rely on the syntax and semantics of the 
recognition task to provide the desired level of performance from the 
overall system.8

-
10 

In an effort to improve word-recognition accuracy for arbitrary 
vocabularies, we have re-examined the word-recognition model and 
proposed a somewhat more general structure. The proposed changes 
in the model include an improved feature analysis in which both long­
time and short-time features are measured, and an improved decision 
box in which the two-pass decision rule of Rabiner and Wilponll is 
adapted to the speaker-trained case. 

The implementation of the improved word-recognition model, which 
we have studied, is based on the standard linear predictive coding 
(LPC) word recognizer as originally proposed by Itakura. 12 In an effort 
to retain as much of the original structure as possible, we have used 
the standard LPC analysis as the long-time features, and a new LPC 
analysis based on 15-ms frames as the short-time features. Experimen­
tation with the improved model, using a 39-word vocabulary of the 
alphabet, the digits, and three command words in a speaker-trained 
mode, showed improvements in accuracy of from 1 to 5.7 percent for 
four talkers. An analysis of the results showed that the improved 
feature analysis provided only small improvements in accuracy (from 
o to 1.3 percent), whereas the two-pass decision rule provided some­
what larger improvements in accuracy (from 1 to 4.4 percent). 

The outline of this paper is as follows. In Section II we briefly review 
the canonic isolated word-recognition model and discuss its strengths 
and weaknesses. We also discuss, in this section, the implementation 
of the model based on LPC feature analysis and an LPC distance 
measure. In Section III we present the improved word-recognition 
model and discuss how it was implemented within the structure of the 
LPc-based recognizer. In Section IV we describe the experimental 
evaluation of the improved model based on the alpha-digit vocabulary. 
Finally, in Section V we discuss the results and their implications for 
practical systems. 

II. THE CANONIC MODEL FOR ISOLATED WORD RECOGNITION 

Figure 1 is a block diagram of the canonic (statistical-pattern-rec­
ognition) model for isolated word recognition. The three basic com­
ponents of the model include: 

(i) Feature measurement in which the speech signal is analyzed to 
provide a set of Q features (e.g., filter bank energies, LPC coefficients, 
etc.) once every M samples. If the isolated word is of duration L X M 
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RECOGNIZED 
WORD 

Fig. 1-Block diagram of standard isolated word-recognition model. 

samples, then a total of L sets of features characterize the word. The 
matrix of Q X L features is called the test pattern. 

(ii) Pattern similarity measurement in which a score (similarity or 
distance) relating the similarity of the test pattern to each of a set of 
V reference patterns is computed. Pattern similarity involves both 
time alignment (registration) of the test and reference pattern, and 
distance computation along the alignment path. The output of the 
pattern similarity box is a set of V distance scores, i.e., one for each 
reference pattern. 

(iii) A decision rule in which the distance scores are used to provide 
an ordered (by distance) list of recognition candidates. Generally, the 
candidate with the smallest distance is chosen as the "recognized 
word." 

Rather than dwelling further on the canonic model we now review 
the LPC implementation of this model, as we will be relying on this 
structure throughout this paper. We will return to the canonic model 
in Section 2.2 when we discuss its limitations and propose the improved 
model. 

2. 1 The LPC-based implementation of the word recognizer 

Figure 2 is a block diagram of the feature measurement for an LPC­

based analyzer. The digitized speech signal (digitized at a 6.67-kHz 
rate) is first pre emphasized using a simple first-order digital network 
and then blocked into overlapping frames of N (300) samples with 
consecutive frames overlapping by 200 samples. Thus, a frame spacing 
of M = 100 samples is used (i.e., 67 frames/second). Each speech frame 
is then windowed by a 300-sample Hamming window, and a pth-order 
(p = 8) autocorrelation analysis is performed. A full LPC analysis 
(using the autocorrelation method13

) is then performed giving the set 
of (p + 1) LPC coefficients as the features for each frame. 

The pattern similarity processing is carried out using a dynamic 
time-warping (DTW) algorithm in which the test pattern is simultane­
ously time aligned with each reference pattern, and a distance along 
the time-alignment path is computed. One of the major features of this 

ISOLATED WORD RECOGNITION 2291 



N M w(n) p 

s(n) = s(n) - as(n-1) 

xZ(n) = s(MZ +n), 1=0,1, ... ,L-1 

n = 0,1, ... ,N-1 

xz(n) = x/(n) • w(n) 

N-l-m 

RZ(m) = L xZ(n) xZ(n + m) 

n=O 

Fig. 2-Block diagram of LPC analysis system. 

processing is the local distance measure, which relates the distance 
between a frame of the test pattern and a frame of the reference 
pattern, of the form 12 

d(T R) = I [aRVTak] , og 'T t , 
aTYTaT 

(1) 

where aR and aT are the LPC feature sets of reference and test, 
respectively, and V T is the autocorrelation coefficient set of the test. 
The distance measure of eq. (1), called the LPC log-likelihood measure, 
can be computed using only (p + 1) multiplications and additions, and 
one logarithm.12 Furthermore, the LPC distance of eq. (1) has been 
shown to have reliable and well understood statistical properties.14,15 
In particular, if both aR and aT are derived from the same underlying 
stationary random process, then d (T, R) is precisely X2 distributed 
with p degrees of freedom. This statistical behavior of the LPC distance 
holds for fricative sounds. For voiced speech, although the model is 
inexact on a frame-by-frame basis, the statistical properties are ap­
proximately correct on a time-average basis. 

To compute the pattern similarity between the test and each refer­
ence pattern using the DTW algorithm with the distance measure of eq. 
(1), a solution to the minimization of 

D* = min [1 d(Tn, Rw(n))] (2) 
w(n) n=1 

must be found where NT is the number of frames in the test, and w(n) 
is the warping function relating frame n of the test to frame w(n) of 
the reference. Efficient recursive procedures for solving eq. (2) have 
been described in the literature. 12,16-18 

Finally, the decision box orders the distance scores for each reference 
pattern and chooses either the reference with the minimum distance 
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(the nearest neighbor rule) or the reference whose average of the K­
best scores (for multiple-template systems) is minimum (the K-nearest 
neighbor rule) as the recognized word. When the recognized word is 
unique (i.e., only a single reference gets a small distance score), this 
simple decision rule is sufficient. However, for complex vocabularies, 
generally several references achieve small distance scores, and reliable 
recognition using the smallest distance cannot be achieved. In such 
cases a two-pass decision rule11 has been shown to increase accuracy 
by deferring the final recognition decision to a discrimination analysis 
in a second pass of the decision rule. This discrimination analysis has 
only been applied to speaker-independent systems because of the 
problems associated with obtaining appropriate word discrimination 
weights. 11 

2.2 Strengths and limitations of the word-recognition model 

The strengths of the canonic word-recognition model of Fig. 1 are as 
follows: 

(i) It is invariant to different speech vocabularies, users, feature 
sets, pattern similarity algorithms, and decision rules. 

(ii) It is easy to implement. 
(iii) It works well in practice. 

The weaknesses of the model include: 
(i) The feature analysis only adequately represents long-time sta­

tionary events in the speech signal; nonstationary and transient events 
are only poorly represented. 

(ii) The model does not perform well for complex vocabularies with 
acoustically similar words. 

We now consider the first weakness of the model. By way of example 
Fig. 3 shows waveform plots of the beginning regions of two distinct 
words. Word 1 shows a silence followed by the onset of voiced speech. 
Word 2 shows a short (15 ms) transient of low-level, unvoiced speech 
(e.g., a plosive sound) followed by the onset of voiced speech. Figure 
3 also shows the placement of the first two long-time speech segments 
(frames), which contain identical data except for the first 15 ms of the 
first segment, in which one frame has silence and one frame has a short 
plosive. It should be clear that for a long-time analysis such as the LPC 

model of Section 2.1, the low-level differences in the first 15 ms of 
frame 1 will be swamped out by the high-level voiced speech in the 
last 30 ms of the frame. Thus, in a long-time stationary framework 
accurate recognition of differences between short transients and other 
nonstationary regions (e.g., as occur during onsets and offsets of 
voicing) is greatly limited~ Thus, to ameliorate this weakness, the 
feature-detection algorithm must be enhanced to include some repre­
sentation of short-time nonstationary events. 

ISOLATED WORD RECOGNITION 2293 



15 

,.- .... 
/ , , 

\ FRAME 2 

\ 
\ , , 

'J 
30 45 60 

TIME IN MILLISECONDS 

• •• WORD 1 

••• WORD 2 

Fig. 3-How a short transient in a word can be swamped out by a voiced region in the 
long-time analysis model. 

Consider now the second weakness of the model. The reason that 
acoustically similar words are easily confused is that the pattern­
similarity measure (the DTW distance) gives equal weight to all frames 
of the word. For differentiating words of one equivalence class from 
words of another equivalence class this procedure is reasonable. How­
ever, within a class of acoustically similar words a discrimination 
analysis rather than a straight recognition is required. Such an analysis 
has been proposed by Rabiner and Wilpon 11 for the case of speaker­
independent recognition of words. 

For speaker-trained recognizers this two-pass decision rule must be 
modified so that the optimal weighting curves for word discrimination 
could be obtained directly from the robust training procedure. 19 

With the incorporation of the expanded feature analysis, a modified 
DTW algorithm, and an expanded decision rule, the basic weaknesses 
of the canonic word recognizer can be overcome to some extent. In the 
next section we describe an "improved" model for word recognition 
and show how the improvements can be incorporated directly into the 
LPC framework of Section 2.1. 

III. THE IMPROVED WORD-RECOGNITION MODEL 

Based on the discussion of Section 2.2, the improved word-recogni­
tion model would have a structure of the type shown in Fig. 4. The 
major differences in the model, from that of Fig. 1, are: 

(i) The feature measurement box is expanded into three sub­
blocks, namely long-time feature measurements, short-time feature 
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Fig. 4-Block diagram of the improved, isolated word-recognition model using both 
long-time and short-time features, and a two-pass discrimination model. 

measurements, and a stationarity profile. The long-time features are 
essentially those of the original model, although the rate at which they 
are measured will generally be higher for this new model than for the 
original model. The short-time features are intended to characterize 
transients and other nonstationary events in the speech signal. Some 
typical short-time features include zero or level crossing counts over 
short-time intervals, wideband (short-impulse response), filter bank 
analyses, short-time LPC analyses, etc. The stationarity profile decides 
which feature set (either long-time or short-time) is used to character­
ize a given frame of speech, and hence is used for the distance measure 
of the pattern-similarity algorithm. 

(ii) The DTW algorithm is expanded to use both long-time and 
short-time patterns, for both test and reference pattterns, in determin­
ing similarity of a given reference pattern to the test pattern. The 
stationarity profile is used to guide the alignment and to choose which 
feature set is used in making a given distance computation. 

(iii) The decision box is implemented as a two-pass decision. In the 
first-pass decision the distance scores for each reference pattern are 
ordered, and if the best distance is smaller than the second best 
distance by a threshold T*, the decision phase is terminated. If, 
however, the top two or more references are within T* in distance, a 
second-pass decision rule is used in which the similar words are 
compared using a discriminant analysis and the recognized word is 
chosen on the basis of this analysis. To implement the discriminant 
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analysis, a set of distance-weighting curves discriminating word i from 
word j (for all i, j) must be saved along with the reference patterns. 
We now describe how the improved model was implemented in the 
framework of the LPC analysis system. 

3. 1 The LPC basic improved word-recognition model 

Using the LPC analysis framework, the expanded feature measure­
ment was implemented as follows. The long-time analysis was imple­
mented as described in Section 2.1 except that the shift parameter, M, 
was changed from M = 100 to M = 33, and the analysis frame length, 
N, was changed from N = 300 to N = 297. Thus, for the long-time 
analysis, analysis frames were computed every 5 ms rather than every 
15 ms, thereby giving a frame rate three times larger. The analysis 
frame was changed to 297 samples so as to be an integral multiple of 
M, the shift parameter. We denote the long-time LPC features as TLT. 

For convenience the short-time analysis was implemented with the 
same processing (i.e., that of Fig. 2) as that of the long-time analysis, 
except that N was changed to 99 (15-ms analysis frames) and M was 
again set to 33 (5-ms frame shifts). The order of the LPC analysis was 
kept at 8 for the short-time as well as the long-time analysis. We 
denote the short-time LPC features as TST . 

To understand how the stationarity profile, fl, is generated within 
the framework of the LPC analysis, we must first define a characteri­
zation of the types of speech segments that are encountered. For this 
purpose we define two binary features that characterize the source and 
the dynamics of the vocal tract. The first feature describes the exci­
tation for the frame of speech and we denote voiced speech as V, and 
unvoiced speech as V. The second feature describes the vocal tract 
dynamics and we denote the stationary, steady-state case as SS, and 
the nonstationary, time-varying case as SS...,: Thu~a given frame of 
speech is characterized by the notation (V / V, SS / SS). 

The determination of whether a frame is voiced or unvoiced is fairly 
straightforward and is readily obtained from any number of pitch­
detection algorithms. The determination of whether a frame is station­
ary or nonstationary is somewhat more complicated. This computation 
is made as follows. The basic idea is to compare both the long-time 
and short-time features offramesj and i, wherejrepresents the frame 
occurring 15 ms before frame i. A distance comparing frames i and j is 
made as 

d[TLT(i), TLT(j)] + d[TLT(j), TLT(i)] 
+ d[TsT(i), TST(j)] + d[TsT(j), TST(i)] 

4 
(3) 

i.e., the average of the long- and short-time LPC distances between 
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Table I-Feature sets used for similarity determination 
Test Frame 

Status 

(V, SS) 
(V,SS) 
(v,SS) 
(V,SS) 

Feature Set 

LT analysis 
LT analysis 
LT analysis 
ST analysis 

Frame Spac­
ing 

15ms 
5ms 

15ms 
5ms 

Speech Example 

Vowels, steady-state sounds 
Onset, offset of voicing transitions 
Steady fricatives 
Transients 

frames i and} and between frames} and i (recall that the LPC distance 
is not symmetric). The distance score, (Xi, is then compared with a 
threshold (different for voiced and unvoiced frames), and the station­
arity value is given as 

{

I if V and (Xi:S THV 
SS = 1 if V and (Xi:S THU 

o otherwise, 
(4) 

where 1 represents a stationary frame, and 0 represents a nonstationary 
frame, and THV and THU are voiced and unvoiced thresholds, re­
spectively. 

Once a frame has been characterized with the two-feature code, (V / 
V, S8/S8), the only remaining step is to specify which feature set and 
frame spacing should be used in the DTW distance computation. 

It should be clear that for voiced frames, (V, -), the long-time 
analysis should be used to avoid potential bias caused by the pitch 
period. Similarly, for all nonstationary frames, (-, 8S), a frame spacing 
of 5 ms should be used to track the fast dynamics of such frames. 
Finally, for unvoiced, nonstationary frames, (V, 88), the short-time 
analysis is most appropriate to follow transients and other brief events. 

Table I shows a summary of the feature sets and frame spacings, for 
each of the four types of frames, as used to determine word and 
reference template similarity. 

To illustrate the above analysis, Fig. 5 shows a series of plots of (a) 
the waveform, (b) the log energy (in dB), (c) the pitch, and (d) the 
average of long- and short-time LPC distance [eq. (3)] for the word 
IBI. It can be seen in Fig. 5a that the LPC distance becomes large at 
the beginning of voicing (point A in the plot), at the termination of 
voicing (point B in the plot), and at the end of the word (point C in the 
plot). Such frames (and their neighborhoods) are the nonstationary 
regions of the word, and generally correspond well with transients, 
onset and offset of voicing, and rapidly varying vocal-tract dynamics. 

To determine the stationarity thresholds intelligently, THV and 
THU, histograms of the behavior of (Xi for voiced and unvoiced frames, 
had to be measured. Such histograms are shown in Fig. 6. The data in 
this figure were obtained by computing (Xi every 5 ms for all the frames 
of a 39-word vocabulary of letters of the alphabet plus the digits. Based 
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Fig. 6-Histograms of values ~f (a) LPC distance for voiced speech, and (b) unvoiced 
speech. Thresholds THV and THU are chosen to give desired percentages of nonsta­
tionary classification. 

on the data of Fig. 6, values for THV and THU can be chosen, so as to 
obtain any desired average probabilities of occurrence of voiced or 
unvoiced classification. For example, if we assume that, on average, 
only 10 percent of the voiced frames should be classified as SS, then 
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a threshold of THV = 0.2 should be used. Similarly, for non-voiced 
frames a threshold of THU = 0.3 yields an average of 10 percent of the 
frames being classified as nonstationary. If the thresholds, THV and 
THU, are both set to infinity, then all frames are classified as stationary 
and hence the feature analysis is essentially identical to that of the 
original model. Similarly, if the thresholds are both set to zero, all 
frames are classified as nonstationary and a 5-ms frame spacing is used 
with both short- and long-time feature sets. 

3.2 Modifications to the DTW algorithm for the improved word model 

As discussed above, the basic changes made in the feature measure­
ment were inclusion of both short- and long-time LPC analyses, and an 
increase in the frame rate of the analysis from once every 15 ms to 
once every 5 ms. These analysis changes required some modifications 
to the DTW algorithm to properly handle the raw data structure. The 
modifications primarily involve reformulation of the local path con­
straints to account for the diffferent possible frame spacings (i.e., 
nonuniform sampling in time), and modifications to the distance 
computation to handle both long- and short-time LPC distances and 
their appropriate weights. 

We denote the long-time test pattern as {TLT(n), n = 1, 2, "', 
NT}, the short-time test pattern as {TsT(n), n = 1,2, ... , NT}, and 
the stationarity distance (on which the stationarity profile is based) as 
{an, n = 1,2, ... , NT}. Similarly, we denote the long-time reference 
pattern as {RLT(m), m = 1, 2, ... , NR} and the short-time reference 
pattern as {RST(m), m = 1,2, ... , NR}. 

We wish to solve for the optimum warping path of the form m = 
w(n), defined for values of n that satisfy either of the following 
conditions: 

(n - 1) EB 3 = 0 (5a) 

or 

an> TH or an-I> TH or an-2> TH. (5b) 

Equation (5a) says we solve for m = w(n) at each standard I5-ms time 
slot. This constraint essentially guarantees a grid spacing, between 
adjacent DTW frames, of no more than three frames. It also guarantees 
that, in the limit, as the entire word is classified as stationary, the new 
analysis becomes identical to the previous analysis. Equation (5b) says 
we solve for m = w(n) at each frame, n, in which the stationarity 
distance, an, of that frame or either of its two predecessors falls below 
the specified threshold, TH. (For voiced frames the threshold TH is 
set to THV, and for nonvoiced frames the threshold TH is set to 
THU). Cases in which eq. (5b) is satisfied (i.e., one of the distances is 
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above threshold) correspond to voiced frames with a rapidly changing 
spectrum (transitions), or unvoiced frames with nonstationary excita­
tion. 

For each frame n that satisfies one of the constraints of eq. (5) we 
must solve the DTW recursion 

DA (n, m) = w(n - ndd(n, m) 

where 

+ min [Da(n - nL, mo)], 
ml.:5mO:5mll 

nL = last value of n for which a DTW recursion was done. 
nL = next-to-Iast value of n for which a DTW recursion was 

done. 
w(n - nL) = weighting function on the local distance to account for 

the nonuniform frame spacing. 
d(n, m) = local frame distance for reference frame m and test 

frame n. 
mL = smallest value of m at n = nL from which a valid path 

can go to the grid point (n, m). 
mH = largest value of m at n = nL from which a valid path 

can go to the grid point (n, m). 
mL = smallest value of m at frame n for which DTW recursion 

is solved. 
mH = largest value of m at frame n for which DTW recursion 

is solved. 

The values of mL and mH are determined from the global path con­
straints which specify that all valid DTW paths must lie within a 
parallelogram defined from lines of slope 2 and slope 1/2 beginning at 
grid point (0,0) and ending at grid point (NT, NR). Thus, mL and mH 
satisfy the path constraints 

mL = max[(n - 1)/2 + 1,2 X (n - NT) + NR, 1] (7a) 

mH = min[2 X (n - 1) + 1, (n - NT)/2 + NR, NR]. (7b) 

The values of mL and mH are those which guarantee that the path to 
grid point (n, m) satisfies the local constraint that the average slope be 
no less than one half nor more than 2. If we define a path increment 
function, Ll(m), as 

Ll(m) = increment in m along the best path to grid point (nL, m), 

i.e., if the best path to grid point (nL, m) comes from grid point [nL, m 
- Ll(m)], then values of mo in the DTW recursion [eq. (6)] must satisfy 
the local path constraint 

2300 THE BELL SYSTEM TECHNICAL JOURNAL, NOVEMBER 1982 



(n - lid A 

---:s ~(mo) + (m - mo) :s 2(n - nd. 
2 

Since ~(mo) also satisfies the constraint 

~(mo) :s 2 (nL - lid, 

we can rewrite the inequalities of eq. (8) as 

_ A( -) m - (n - lid 
mH - Ll mH :s ---2---

(8) 

(9) 

(lOa) 

(lOb) 

Equation (lOa) must be checked for each possible m value to find its 
solution, whereas eq. (lOb) can be used directly. 

The weighing function w(n - nd is simply 

(11) 

to give more weight to longer frame separations, and the distance 
d(n, m) of the form 

A _{d[TLT(n), RLT(m)] if (V, SS), (V, SS) 

d(n, m) - or (V, SS) (12a) 

d[TsT(n), RST(m)] if (V, SS). (12b) 

The complicated form of the DTW recursion is due to the nonuniform 
sampling rate at which the recursion is solved. If we translate eqs. (6) 
through (12) into words we can say that for each frame n for which the 
recursion is solved we compute DA(n, m) for a range of m from m = mL 
to m = mH, as determined by the global path constraints. For each m 
the optimal path is determined as the weighted local distance, 
d(n, m)w(n - nL), (as determined by the stationarity profile at frame 
n) plus the best accumulated distance to a predecessor frarrie that is a 
valid candidate for a path to frame m (i.e., mL :s mo:S mH). The range 
on mo is chosen to guarantee that the local path constraints of a 
warping curve slope of between 1/2 and 2 are met. Since the number 
of frames between the current frame n and the predecessor frame nL, 
for which the DTW recursion was last solved, is variable (ranging from 
1 to 3), the local path constraints must use this range, along with 
information as to how much the local path rose [~(m)] at frame (nL, 
rna) to set the local path constraints correctly. 

The DTW recursion of eq. (6) is solved for all valid points from n = 
1 to n = NT, and the total DTW solution is then given as 

D* = DA(NT, NR) (13) 
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and the average path distance is 

[j = DA(NT, NR) 
NT . (14) 

3.3 The improved decision rule 

As we discussed earlier a two-pass decision rule is used to improve 
recognition accuracy. The task of the fIrst-pass decision rule is to 
determine the set of vocabulary words that are acoustically similar to 
the test word (i.e., the set of confusions). The task of the second-pass 
decision rule is then to resolve these confusions. 

The key idea behind the operation of the second-pass decision rule 
is that the DTW distance scores between the test pattern and those 
reference patterns that are acoustically close to each other and to the 
test pattern consist ofaX2 random component and a Gaussian random 
component. The ~ random component is associated with the averaging 
of distance scores between frames with the same basic spectrum, and 
therefore has a X2 distribution with p degrees of freedom. The Gaussian 
random difference is associated with the averaging of large distance 
scores between frames with dissimilar spectra. 

In cases where the size of the dissimilar region is small (such as in 
comparing a / B / to a / D /) compared to the size of the similar region, 
the X2 component distance often outweighs the Gaussian component, 
thereby causing potential recognition errors. 

The purpose of the second-pass decision rule is to enhance the role 
of the Gaussian component associated with spectrally dissimilar re­
gions in determining the fInal decision. This is accomplished using a 
distance-weighting function that enhances the discrimination power of 
the frame-by-frame distance scores. 

By way of example, consider a simple confusion list of two references, 
Ri and Rj, for test word T. Let the DTW frame-by-frame distance and 
warping path be specifIed as 

(15) 

and 

wk(n) = Warping path comparing frame n of the test with reference 
Rk • 

We now defIne two distance-weighting functions, 

{Wi,j(n), n = 1, 2, ... , NRd 

{Wj,i(n), n = 1,2, ... , NRj } , 

where Wi,j(n) is the weighting to discriminate Rj from Ri , and Wj,i(n) 
is the weighting to discriminate Ri and Rj • (Reference 11 shows that 
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these weighting functions are generally not symmetric). We defer a 
discussion of how the weights are generated, in a speaker-trained 
system, to Section 3.4. 

The basic hypothesis is that the test pattern, T, corresponds to 
either Ri or Rj , and we wish to come up with a discrimination score 
that aids in this decision. If we define a discrimination score, 8( T, Ri I 
T E R j ), as the weighted distance between the T and Ri,assuming 
that T actually corresponds to Rj, then we get 

NT 

l: Wi,j[Wi(k)]d{T(k), Ri[W(k)]} 

8(T, Rd T E R j ) = -k=-l---:-:N=T------_ (16) 
l: Wi,j[Wi(k)] 

k=l 

and similarly we get 

NT 

l: wj'tWj(k)]d{T(k), Rj[w(k)]} 
h=1 

8(T, RJ IT E R i ) = ----::N=T:--------- (17) 
l: Wi,J[Wi(k)] 

11=1 

The weighted distance corresponding to the hypothesis T E R j [i.e., 
eq. (16)] is shown in Fig. 7. The frame-by-frame distance is multiplied 
by the weighting function reflected through the warping curve to give 
the discrimination score 8. 

The discrimination distances of eqs. (16) and (17) have the following 
important property. If T and Ri are from the same word (different 
replications) then the frame-by-frame distances, d(·, .) are all X2 

distributed (theoretically) and thus 8(T, Rd T E R j ) will be theoreti­
cally "independent" of the weighting function. If, however, T and Rj 

(instead of Rd are from the same word, then 8(T, Rd T E R j ) will 
reflect to a greater extent the Gaussian-distributed component of the 
original distance score, d(T, Rd, since it primarily consists of distance 
in regions where RJ and Ri differ significantly, even though they may 
be quite short. 

Thus, in the simple case of a confusion between two references, Ri 
and R j , the final decision is made on the basis of the discrimination 
scores of eqs. (16) and (17). 

More generally, if the confusion list associated with test pattern T 
has Q candidates, {Ril , R i2 , ... , R iQ }, then the following procedure is 
followed: 

(i) Compute all pairs of discriminations 

8(T, Rial T E RiJ, b::;6 a, a, b = 1,2, "', Q}. 
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Fig. 7-The time warping plane of a test and reference pattern along with the distance 
of each frame and the weighting curve on distance. 

(ii) Form the average discrimination distance 

- 1 Q 

8(T, Ri) = Q _ 1 b~l 8(T, Rial T = Rib)' a = 1,2, "', Q. 
b~a 

(iii) Define the most likely candidate, Ri , as the candidate with the 
minimum average discrimination distance, i.e., 

8M1N = min {K(T, Ri)}. 
a 

Similarly, a least likely candidate with maximum distance is defined 
as 

8MAX = max {8( T, Ri)} 
a 

(iv) Given the original (i.e., first-pass) distance scores for all Q 
candidates, d(T, Ri), with smallest distance dM1N and largest distance 
dMAX , a second-pass set of distances scores is computed by retaining 
second-pass ordering with first-pass distances. This procedure is illus­
trated in Fig. 8. A reference with second-pass discrimination score 
K(T, Ri ) is given distance d(T, Rd by linearly interpolating along the 
line of Fig. 8. 

3.4 Determination of the weighting curves in the speaker-trained case 

The determination of the weighting curves, W j,i and wi,j, is readily 
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performed in the training phase for speaker-trained systems. Given 
reference templates Ri and Rj, as obtained using the robust training 
procedure of Rabiner and Wilpon,19 a simple way of obtaining Wi,} is 
to warp Ri to Rj, giving 

(18) 

where wAn) denotes the warping path. Thus, the frame weights (W) 
are essentially the frame-by-frame warped DTW distances between the 
reference templates. Figure 9 shows weighting functions for references 
corresponding to the words III and IYI. When compared with the 
speaker-independent weights of Rabiner and Wilpon,11 we immediately 
see the statistical effects of small samples. It is evidence that the 
curves of Fig. 9 need some smoothing to reduce the statistical variance. 
The resulting of applying a 3-point smoother (a triangular window) to 
the data of Fig. 9 is given in Fig. 10. A good deal of the statistical 
variation in the curves is smoothed out. 

An alternative, more statistically meaningful, way of obtaining 
smoother weighting curves is to use all P replications of each word in 
the training set to determine the weights. Basically, we obtain a 
weighting function for each pair of training tokens such that each 
token is close in distance to the appropriate reference. The final 
weighting curve is then obtained by averaging the individual weighting 
curves, with appropriate time alignments. We use the term subweights 
to denote the set of weights obtained by averaging all training tokens, 
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w 1----------------------------------------~ :: 

FRAME NUMBER 

Fig.9-Typical weighting curves for (a) I vs Y, and (b) Y vs I, derived from the 
robust training tokens. 

and we use the notation S to refer to this set. Figure 11 illustrates the 
(sub) weighting curves for I, Y comparisons based on a set of five 
training tokens for each word. 

IV. EXPERIMENTAL EVALUATION OF THE IMPROVED MODEL 

To measure the performance of the improved, LPc-based, isolated 
word-recognition model, a small evaluation test was performed. Each 
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Fig. lO-Smoothed weighting curves for (a) I vs Y, and (b) Y vs I, derived from the 
robust training tokens and a 3-point smoother. 

of four talkers (two male, two female-all experienced with speech­
recognition systems) trained the recognizer on a 39-word alpha-digit 
vocabulary by saying each vocabulary word five times during the 
course of a single training session. The word-reference patterns, the 
normal discrimination weights, W, and subweights, S, were determined 
from the training data using the robust training procedure of Rabiner 
and Wilpon. 19 
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Fig. ll-Subweight curves for (a) I vs Y, and (b) Y vs I, derived from using all 
training tokens. 

For evaluation purposes the 39-word vocabulary was spoken 10 
additional times by each of the four talkers in two distinct recording 
sessions. Thus, a total of 390 words were used in each recognition test 
for each talker. 

4. 1 Recognition test results 

The overall results of the evaluation tests are given in Table II, 
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Table II-Recognition accuracies as a function of the stationarity 
thresholds and the number of recognition passes for the four talkers 

Talker Number 

(THU,THV) 2 3 4 

Pass 1 Alone (-00,00) 94.9 94.9 90.5 86.7 
(-.3, .2) 95.4 94.9 91.8 86.4 
(0.,0) 94.9 94.9 91.5 85.4 

Pass 2 With Weight W (-00,00) 96.7 95.6 94.1 87.2 
(-.3, .2) 96.4 95.6 94.9 88.5 
(0.,0) 95.6 95.4 94.4 86.4 

Pass 2 With Subweight S (-00,00) 95.6 95.9 95.4 87.2 
(-.3, .2) 95.4 95.4 96.2 87.9 
(0.,0) 95.4 95.6 95.1 87.2 

which shows recognition accuracy as a function of stationarity thresh­
olds, talker, and analysis condition. Three analysis conditions are 
shown, namely Pass 1 alone (no discriminant analysis), Pass 2 with 
weights, W, derived from single reference tokens, and Pass 2 with 
subweights, S, derived from all reference tokens. 

The results of using Pass 1 alone show only a O.4-percent improve­
ment, on average, in recognition accuracy for the four talkers when 
comparing the old stationary model (where THU = -00, THV = (0) 

with the new stationary model (where THU = -0.3, THV = 0.2). 
The results of using Pass 2 with weights W show an average of 2.1-

percent improvement in recognition accuracy for the four talkers over 
the old stationary model (when THU = -0.3 and THV = 0.2). When 
subweights S are used in Pass 2, the improvement in recognition 
accuracy is an average of 2 percent. 

Table II also shows that when Pass 2 is used the recognition accuracy 
with stationarity thresholds set to (-0.3, 0.2) is, on average, about 0.5 
percent higher than with stationarity thresholds set to (-00, (0). This 
result indicates that the improved model provides a consistent recog­
nition accuracy improvement of about 0.5 percent, with or without the 
second-pass weights. 

V. DISCUSSION 

The results presented in Section IV are both encouraging and 
discouraging. They are encouraging in that real improvements in 
recognition accuracy were obtained when a nonstationary analysis 
framework was used in place of the purely stationary framework used 
in earlier work. They are discouraging in that the average improvement 
resulting from the nonstationary model (0.5 percent) was considerably 
smaller than the average improvement resulting from the discrimina­
tion analysis of the second pass (1.6 percent). 
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There are several points worth noting that have bearing on the 
discussion and results of this paper. The first concerns the anticipated 
improvement in performance for the improved word-recognition 
model. If one carefully considers the sources for recognition errors 
with the alpha-digit vocabulary, it should become clear that the 
anticipated improvement resulting from the nonstationary analysis 
should be small unless some extra weighting is applied to the nonsta­
tionary regions. This is because words that are strongly affected by 
the nonstationary analysis (e.g.,p, d, t, k, etc.) are easily confused with 
similar words in the vocabulary (e.g., b, v, g, a, etc.), and since the 
nonstationary regions are only a small subset of the word patterns, the 
improved analysis will be swamped out by the word-similarity regions. 
This is the original motivation for the discriminant analysis model 
used in the two-pass word recognizer. ll Hence, the results of Section 
IV, which show a small (but consistent gain) for the improved analysis 
model and a somewhat larger gain for the discriminant model, are 
entirely consistent with the anticipated results given above. 

A second point of note is that the implementation of the improved 
word model was more of a convenient one, rather than one that 
naturally followed from the theory. Thus, the short-time features were 
LPC coefficient sets derived from a short-time window. This implemen­
tation was straightforward and required only minimal modification of 
the recognizer structure. A more reasonable implementation of the 
short-time analysis in the model would have been something like a 
filter bank model, or a basilar membrane model. Such features would 
then have complemented the long-time LPC features and would have 
provided a better vehicle for testing and evaluating the improved 
model. The problem with using these alternative short-time feature 
sets is that there is no simple way of combining LPC and filter bank (or 
basilar membrane model) features and deriving from them a distance 
measure with good physical properties. The problem of combining LPC 

and energy features has already been investigated by Brown and 
Rabiner,20 and it was shown that no simple metric existed even for 
such a simple case. The main point in the above discussion is that the 
small gain of the improved word model is more impressive when one 
considers the simplicity of the short-time analysis used to provide the 
performance gain. 

The third point of note is the fact that the simple weighting derived 
from the robust training procedure seemed to provide the same per­
formance improvement as the more sophisticated weighting obtained 
by using multiple tokens in obtaining the weights. The obvious conclu­
sion to be drawn from the result is that the gain obtained from the 
second pass (which is due primarily to small regions of extreme spectral 
difference) is manifested in any pair of training tokens and that simple 
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smoothing (to eliminate statistical variability) is as good as using 
multiple tokens. 

When one takes into consideration all of the above points, the results 
of Section IV provide a reasonable basis for believing that the improved 
word-recognition model is a reasonable one and that both the nonsta­
tionary analysis of the first pass, and the discrimination analysis of the 
second pass provide real performance gains. 

VI. SUMMARY 

An improved word-recognition model was proposed in which the 
standard long-time analysis features of the model are combined with 
a set of short-time analysis features. A stationarity index is also 
computed for each speech frame indicating which set of features (long­
time or short-time) best characterized the current frame of speech. 
Appropriate modifications to the DTW algorithm were required to 
handle the enhanced analysis feature set. Also incorporated in the 
recognition model was a speaker-trained version of the discriminant 
analysis, two-pass model proposed by Rabiner and Wilpon. ll 

An evaluation of the model based on an LPC implementation of both 
long-time and short-time feature sets showed the overall improved 
word model had from 1- to 5.7-percent improvement in recognition 
accuracy across four experienced users of speech recognition systems 
using an alpha-digit word vocabulary. On an average the nonstationary 
feature set alone led to a O.5-percent improvement in accuracy, whereas 
the two-pass discriminant analysis alone led to a lo6-percent average 
improvement in accuracy. The two improvements were almost inde­
pendent and the overall recognizer had, on average, a 2.1-percent 
improvement in word accuracy. 

The above results are considered encouraging and indicate that the 
improved model should be considered with alternative short-time 
feature sets. 
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in a Firestopped Cable Bundle 
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A mathematical model of heat transfer in a firestopped vertically 
oriented cable bundle is derived to assist in planning fire test exper­
iments and to enumerate how changes in geometric and thermophys­
ical properties affect the temperature rise in the cables when subjected 
to standard furnace fire tests. The analysis indicates that the primary 
heat transfer mode to the cable array is from the flow of hot furnace 
gases up through the void spaces between the individual cables. As 
expected, the most practical and effective way of reducing the heat 
transmission characteristics of a cable bundle is by tightly packing 
the firestop, which reduces the void space between cables and provides 
heat sinking to the cooler environs. 

I. INTRODUCTION 

In this paper a mathematical model of heat transfer in the cable 
bundle of a frrestopped vertical cable assembly is developed to assist 
in planning experiments and to evaluate the relative influence of the 
geometrical and thermophysical properties of this portion of the fire­
stopped configuration. A representation of this complex cable bundle 
geometry in terms of an approximate transient one-dimensional, 
lumped parameter model is obtained through heuristic arguments. 
This is accomplished in a systematic way by first deriving a simplified 
model for a single conductor wire and progressing up in scale, by 
averaging and lumping parameters, to arrive at a heat transfer model 
of a single cable. The heat transfer in a cable bundle is then treated 
using the single-cable model. Cable-to-cable heat transfer is handled 
through boundary conditions at the contact surfaces of the individual 
cables. A set of coupled transient one-dimensional equations results, 
with as many equations as cables in the array. The model is then 
exercised to compute transient temperature distributions within a 

2313 



1200 
w 
0 
<x: 1100 a: 
(:J 

~ 1000 
w 
u 
en 900 w 
w 
a: 
(:J 800 w 
0 

~ 
700 w 

a: 
::J 
I- 600 <x: 
a: 
w 
0.. 500 :2: 
w 
I-

400 
0 2 3 4 6 8 

TIME IN HOURS 

Fig. l-ASTM En9 standard temperature vs time curve. 

vertically oriented frrestopped cable bundle when exposed to the 
ASTM El19* temperature variation shown in Fig. 1. 

Properties of three generic-type cables (terminating, switchboard, 
and power cable) are used to suggest how physical and geometrical 
characteristics of the cables influence the effectiveness of a firestopped 
cable closure. It should be noted that an absolute evaluation of a 
frrestop using the approximate heat transfer model developed here is 
beyond the capability of the model. This can only be attempted when 
considering potential nonlinear combustion modes of the polymeric 
cable materials, which is beyond the scope of this paper. 

II. HEAT CONDUCTION MODEL OF A SINGLE CABLE 

A cable consists of a core containing the insulated wire conductors 
and an outer protective sheath. In general, the cable core will contain 
a loose array of copper wires (which constitute 40 to 50 percent of the 
core) covered with a thin, polymeric insulating layer. The dominant 
path of heat conduction, because of their high conductivity, is in the 
longitudinal direction of the copper wires. Heat is also transferred 
radially, through the porous array of wires, by virtue of thermal 
radiation and heat conduction through contact points along the length 
of the wires, as shown in Fig. 2. The cable core cannot be considered 
a continuum because of the noncontiguous nature of the wires; hence, 
in developing the governing equation of heat conduction it is desirable 
to consider the individual wires as microstructural elements. This 
concept, as will be seen, permits interaction of the wires and leads, in 

* Standard Methods of Fire Tests of Building Construction and Materials, American 
Society of Testing Materials. 
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the limit, to an approximate continuum representation of heat con­
duction in the cable core. This development follows. 

Consider the individual conductor wires as composite cylinders with 
copper wire radius rc (see the appendix for a list of parameters) on 
which is affixed an insulating material with thickness (rd - rc), as 
shown in Fig. 3. When radial symmetry prevails, Fourier heat conduc­
tion equations and boundary conditions for the conductor wire assume 
the following forms: 

k [
a2Tcu 1 a ( aTcu)] _ ( ) aTcu cu --2-+-- r-- - PCcu--, 
az r ar ar at 

for the copper wire conductors, and 

k [
a2Ti 1 a ( aTi)] _ ( ). aTi 

i --+-- r- - PC,-, 
az2 r ar ar at 

z>O 
0:5 r :5 rc , 

t> 0 

z>O 
rc:5 r:5 rd, 
t>O 

(1) 

(2) 
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Fig. 3-(a) Macrocoordinate and (b) microcoordinate systems. 

for the insulation, with boundary conditions: 

Tcu(O, Z, t) = finite, 

Tcu(rc, Z, t) = Ti(rc, Z, t), * 
aTcu aTi 

k cu -- (rc, z, t) = ki - (rc, z, t), 
ar ar 

aTi 
k i - (rd, z, t) = -hi[Ti(rd, z, t) - 1(z, t)], 

ar 

and initial conditions: 

Tcu(r, z, 0) = Ti(r, z, 0) = o. 

(3) 

(4) 

(5) 

(6) 

(7) 

* A perfect contact between the copper wire and insulation is assumed, since the 
insulation is literally molded onto the wire. 
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In the above equations, T(r, z, t) is the temperature, k is the thermal 
conductivity, pc is the volumetric sensible heat capacity, z is the axial 
coordinate along the length of wire, r is the radial coordinate, t is the 
time, hi is an effective linear heat transfer coefficient, and T(z, t) is a 
temperature to be assigned subsequently. The subscripts "cu" and "i" 
are assigned to quantities associated with the copper conductor and 
insulation, respectively. Since the diameter of the wire is much smaller 
than its length, it is convenient to express the temperature in the series 

Teu(r, z, t) = To(z, t) + T~~(r, z, t) + "', (8) 

and 

(9) 

The leading term in eqs. (8) and (9) is the average temperature, i.e., 

2 [Ire Jrd ] To(z, t) = r~ 0 rTeu(r, z, t)dr + re rTi(r, z, t)dr, (10) 

from which it follows that 

I
re rT~~)(r, z, t)dr + Jrd rT~n)(r, z, t)dr = 0, 

o re 
n = 1, 2, 3, .... (11) 

Substituting series (8) and (9) into differential equations (1) and (2) 
produces a set of recurrent differential equations: 

[ a2T~~-1) 1 a ( aT~~»)] aT~~-l) 
k +-- r-- = (pc) --eu az2 r ar ar eu at ' 

n = 1, 2, ... (12) 

n = 1, 2, .... (13) 

All T~':2(r, z, t) and T~n)(r, Z, t)n = 1, 2, 3, ... are then expressible in 
terms of the average temperature, To(z, t). Retaining terms up to first 
order, it follows from (12) and (13) that 

r2 
Teu(r, Z, t) = To(z, t) - -k Leu + A(z, t)ln r + B(z, t), (14) 

4 eu 
and 

r2 . 
Ti(r, z, t) = To(z, t) - -k L Z + C(z, t)ln r + D(z, t), (15) 

4 i 

where 
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The variables of integration A, B, C, D are determined from boundary 
conditions, eqs. (3) through (5) and eq. (11). The final form of the 
temperature in the copper wire and insulation in terms of the average 
temperature Jro(z, t) is 

Jrcu(r, z, t) = Jro(z, t) 

+ _1_ (r~ _ r~2 _ r2) L CU + r~ In(rd/rc)(LCU _ Li) 
4kcu 2rd 2ki 

+ (r~ - r~) [_ 2LcU + (r~ + r~) Li] 
4kir~ rc 2 ' 

(16) 

and 

1 (rj - r~ r~ r2) . Jri(r, z, t) = Jro(z, t) + -k B 2 + - - - Ll 
i rd 4 4 

+ r~ln(r/rd) (Li _ LCU) _ [ r~ 2 (r~ - r~) + ~JLcU. (17) 
2ki 4kir d Bkcur d 

It now remains to obtain the differential equation for the average 
temperature, Jro((z, t). This equation comes from the satisfaction of 
the boundary condition at r = rd, as shown in eq. (6); 

[ 
1 r~ hi (2 2)2]Li {r~ hi [2r~(r~ - r~) ---+-- rd-r + -+-
2 2r~ Br~ki c 2r~ Br~ k i 

r~]} hi A + -k LCU = - [Jro(z, t) - Jr(z, t)]. (IB) 
cu rd 

Relating the variables in each conductor wire to those of neighboring 
ones in the limit leads to a continuum base from a discrete one. To 
arrive at this continuum description of the cable core consider the 
wires as embedded in a radially symmetric macro coordinate system, 
as shown in Fig. 3. The center of, say, the nth conductor is located at 
Rn and eq. (IB) is written at this point. In keeping with the assumption 
of radial symmetry, the temperature on the right of (IB), T(z, t), is 
related to the average temperature of adjacent wires Jrin+1) and Jrin-l) 
located at Rn + 2rd and Rn - 2rd, respectively. To determine T(z, t) 
the temperatures are weighted with respect to the location of the wire 
in the cable core. This has the effect of enforcing radial symmetry 

A 1 
Jr(z, t) = 2Rn [(Rn + rd)Jrin+

1) + (Rn - rd)Jrin- 1)]. (19) 

Thus, if D is used to denote the difference appearing on the right of 
(IB), it can be written with the aid of (19) as 
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D = - 2~n [(Rn + rd)Tin+ l
) - 2RnTin) + (Rn - rd)Tin- I)]. (20) 

When we expand Tin+ l
) and Tin-I) in a Taylor series about R n, eq. 

(20) becomes 

(21) 

If we substitute (21) into (18) and consider rd « 1 so that only the 
fIrst term on the right of (21) is signifIcant, the fInal form of the 
continuum representation of the cable core, after the subscript n is 
eliminated, is obtained as: 

The quantity (4hird) has the dimensions of conductivity and represents 
the effective radial conductivity of the cable core. The conductivity in 
the axial direction reflects the effect of the microstructure and is given 
as 

(23a) 

and the effective heat capacity as 

[ 
r~ hi(r~ - r~)2] 

(pc)eff. = 1 - 2' + 3 (pC)i 
rd 4rdk 

(23b) 

Notice that when the conductor wires are assumed insulated, i.e., 
hi = 0, there is no radial heat flow and the effective heat capacity and 
axial conductivity are given, as expected, by the law of mixtures. 

N ow that the heat conduction equation for the cable core has been 
determined, it remains to obtain the equation that governs the heat 
transfer in the entire cable including the outer sheath. This develop­
ment parallels the procedure employed above. The only exception is 
that, since the cable core and sheath are not generally in perfect 
contact, the average temperatures in the cable core and sheath are 
assumed to be different. In many cables the cable core can be pushed 
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through the cable sheath with only a moderate pressure. Since the 
axial conductivity of the cable core is much larger than that of the 
cable sheath, as a simplification, it appears reasonable to assume that 
the axial heat conduction in the cable sheath can·be neglected. Thus, 
the expression for the temperature in the cable core and sheath 
assumes the form 

_ (0) (2R 2 
- R~) (0) 

To(R, z, t) - To (z, t) + 8kW) L (z, t), o :s R :s Rc (24a) 

and 

T (R ) = T(O)( ) ~ [R2 _ (R; + R~)] aT~O) ( ) s ,Z, t s z, t + 4 2 z, t 
Ks at 

R ~ [ R; 1 ] [ (0) 1 aT ~O)] 
+ 2" In(R/Rc) - R; _ R~ In(Rs/Rc) + 2 L (z, t) - Ks fit ' 

Rc:S R :s R s, (24b) 

where 
aThOl a2ThO) 

L(O)(z, t) = (Pc)eff-- - (kz)eff--2-
at az 

and T~O)(z, t), T~O)(z, t) are the average cable core and cable sheath 
temperatures, respectively. The other parameters are defined in the 
appendix. The average cable core and cable sheath temperatures given 
above are related through the imperfect heat transfer boundary con­
dition at R = R c , namely, 

(c) aTo 
kR aR = -hcs(To - Ts) IR=Rc• (25) 

where hcs is the heat transfer coefficient between the cable core and 
cable sheath. 

In the following section eqs. (24b) and (26) are used to determine 
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the heat transfer in an array of sheathed cables that form a bundle. 
However, before this is accomplished it is worthwhile to briefly sum­
marize the preceding developments. 

The cable core is obviously not a continuum; consequently, a micro­
structural characterization starting with an individual conductor wire 
was used to derive the governing radially symmetric heat conduction 
equation for the cable core. This derivation produces an effective or 
averaged macroscopic continuum representation of the cable core that 
retains the physical characteristics of the conductor wire microstruc­
ture. It is, however, anisotropic, since the thermal conductivity in the 
axial and radial directions is not equal. After we obtain the governing 
equations for heat flow in the core, the equations that the cable sheath 
temperature satisfies [eqs. (24b) and (26)] were then determined. 
These were obtained, paralleling the preceding microstructural deri­
vation, for heat flow predominantly in the axial direction. The radial 
heat transfer is introduced as a perturbation. 

III. HEAT TRANSFER THROUGH A CABLE BUNDLE 

The objective of this investigation is to analyze heat flow through 
frrestopped cable bundles during frre tests. The ASTM El19 temper­
ature-time history, Fig. 1, provides the fire environment. A typical 
firestopped cable bundle configuration and the above- and below-floor 
coordinate system is illustrated in Fig. 4. 

As previously mentioned, cable penetrations vary in size and in the 
number and type of cables accommodated; to lend a degree of defi­
niteness to the analysis it is convenient to consider a widely used 
arrangement. A square cable array containing nine cables, as illustrated 
in Fig. 5, is a mathematically manageable configuration, yet most of 
the heat transfer characteristics of larger cable arrays are maintained. 
From the point of view of symmetry, only three cables need be 
considered-the corner cable, to be designated hereafter as cable 1, 
the side cable, to be denoted as cable 2, and the center cable, to be 
called cable 3. 

The section of each cable below the slab (see Fig. 4) is directly 
exposed in a furnace to a fire temperature of up to 1000 degrees 
centigrade and, therefore, after only a short time all polymeric insu­
lating material is burned away. In the model this effect is approximated 
by assuming that only a loose array of independent copper wires 
projects below the slab. This section of the cable bundle extending up 
through and above the floor slab experiences a different thermal 
environment. A zone of decomposition of the polymetric insulating 
materials occurs and creeps upwards during the extended period of 
exposure to the below-floor fire. This zone of charred and expanded 
insulating material alters the temperature in the void spaces. In the 
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present analysis the effect of this nonlinear phenomenon is ignored to 
render the analysis tractable. It is conservatively assumed here that 
the hot furnace gases move unimpeded in the void space between 
cables. 

The average cable core and average cable sheath temperature for 
each of three cables is determined by performing a heat balance at the 
outer cable sheath surface R = Rs. This leads to the following three 
coupled equations: 

T(l) 
ks iJiJ~ (Rs, Z, t) = 2AcHcB[T~2) - T~l)] + (3Ar+ 2Ac)Hr[TjO) - T~l)] 
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Fig. 5-Cable bundle configuration considered. 

+ ArHl[T?) - T~l)] + 2ArHrF12[T~2) - T~l)] 

+ ArHrF22[T~3) - T~l)]IR=Rs (27a) 

aT (2) 
s (1) (2) ks aR (Rs, z, t) = 2AcHcB[T s - Ts ] + (AcHcB + 2ArHrFd 

.[T~3) - T~2)] + 2ArHl[T?) - T~2)] + (2Ar+ Ac)Hr[TjO) - T~2)] 

+ 2ArHrF12[T~1) - T~2)] IR=Rs (27b) 

aT(3) 
ks a~ (Rs, z, t) = 4AcHcB[T~2) - T~3)] + 4ArH1[T?) - T ~3)] 

+ 8ArHrF12[Ti2) - Ti3)] + 4ArHrF22[T~1) - Ti3)] I R=Rs' (27c) 

In the above equations the parameter Ac denotes the fraction of the 
cable sheath perimeter that is in contact with an adjacent cable, and 
Ar the portion exposed to the hot furnace gases that flow up through 
the interstices of the cable. It therefore follows that 4(Ac + Ar) = 1. 
HcB is the solid-contact conductance between the cables, Hris the heat 
transfer coefficient between the cables and the frrestop material, HI is 
the convective heat transfer coefficient between the cable and the hot 
furnace gases that flow up through the void spaces between cables, 
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and Hr is a linearized black body radiative heat transfer coefficient 
between the cables. FI2 and F22 are radiation form factors between 
cable 3 and cable 2, and cable 1 and cable 3, respectively. The 
temperatures TjO) (z, t) and T?) (z, t) are assumed known and represent 
the temperature distribution in the mineral wool insulating firestop 
material surrounding the cable bundle and the temperature of the 
furnace gases that move up through the void spaces between cables, 
respectively. 

At this juncture, it is convenient to eliminate the independent time 
variable t from the equations by introducing the Laplace transforma­
tion 

(28) 

In what follows, a bar over a variable indicates that the transformation 
(28) has been performed. Substituting eq. (24b) into (27) and using eq. 
(26) to eliminate the average cable sheath temperature, we produce a 
system of three coupled ordinary differential equations for the trans­
formed average cable core temperatures Tb~l, Tb~t and Tb~~: 

(rID 2 
- ildTb~l - 2(y1D2 - 81)T&~~ - (TJlD 2 - EI)T&~~ 

- (0) - (1) = -(hcs + pEl)[(3Ar + 2A c) HrT r + ArHIT r ], (29a) 

-2(y1D2 -81)T&~1 + (r2D2 - il2)Tb~~ - (112D2 - E2)Tb~~ 
-(0) -(1) = -(hcs + pEI)[(2Ar + Ac)HrT r + 2ArHIT r ], (29b) 

-4(111D2 - El)T&?i - (y3D2 - 83)T&?~ + (r3D2 - il3)T&~~ 
-(1) = -4(hcs + pEI)ArHIT r , (29c) 

d 2 

where the operator D2 = dz 2 and the coefficients r, il, y, 8,11, and E are 

linear functions of the transform parameter p. After considerable 
algebra the system of differential equations (29) is solved for the three 
average cable core temperatures in the form 

T&O) = Clexp(-z~) + C2exp(-zrm;) + C3exp(-z~) 
- (0) - (1) 

-(hcs + pEI)[RTr + HTr]. (30) 

The quantities mI, m2, and m3 are functions of the Laplace transform 
parameter p and are evaluated as the roots of the characteristic cubic 
equation of the system of equations in (29). The coefficients of inte­
gration CI , C2 , and C3 are determined by matching the solution of the 
cable section below the slab. This is accomplished by enforcing tem-
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perature and energy continuity for each of the three cables at the 
common boundary Z = 0 and X = L, as shown in Fig. 4. The cable 
sheath temperature evaluated at R = Rs follows from (30) in the form 

- [hcs + pBl ] -(0) 
TARs, z,p) = h E (1 + pAl) + pDl To cs + P 1 

_ (K) [Bl(l + pAl) + D ] d
2T6°) (31) 

z eff (h E ) 1 d 2 ' cs + P 1 Z 

where AI, B l , Dl and El are constants. 
The temperatures presented in this section are in the Laplace 

transform domain and must be inverted to the real-time regime. The 
functions, however, are too complicated to be inverted in closed form. 
A numerical procedure using the method of quadratures to obtain 
these inversions is discussed in Section IV. 

IV. INVERSION OF LAPLACE TRANSFORM TEMPERATURE SOLUTION 

The form of the transformed temperature solution given in eqs. (30) 
and (31) is much too complicated to use for obtaining a closed-form 
inversion formula. Consequently, we must resort to a numerical inver­
sion procedure. Most of the methods that appear in the literature 
involve expanding the transformed function in a series that could then 
be inverted term by term using tabulated formulae. Littlewood and 
Zakianl suggest expanding in a series of Chebyshev polynomials, while 
Longman2 proposes using the Pade table for the Taylor series expan­
sion of the transformed function. Both of these methods were judged 
to be impractical because of the complexity of the functions to be 
inverted here. 

The method that was finally adopted was developed by Talbot.3 The 
inversion of arbitrary transforms is accomplished by a method of 
quadrature along a special contour in the complex plane. The standard 
inversion formula for a transformed functionF(p) involves performing 
the following integration in the complex plane: 

1 iY+iOO 

F(t) = -2 . F(p)ePtdp, 
7T'l . 

y-lOO 

(32) 

where p is considered a complex variable, i = (-1) 1/2, and y is to the 
right of all the singularities of F(p). In Talbot's method the path of 
integration indicated by (32) is deformed to the path L shown in Fig. 
6, the equation of which is 

p = a + i8, (33) 
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IMAGINARY AXIS 

Fig. 6-Path L for Laplace transform inversion. 

where a = 0 cot O. 

REAL 
AXIS 

Path L is equivalent to the standard integration path providing that 
(i) L encloses all singularities of F(p), and 
(ii) I F(p) I ~ 0 uniformly in Rep:5 0 as Ip I ~ 00. 

Condition (ii) holds for the functions considered here. Condition (i), 
in general, may not be satisfied by a given F(p); however, the modified 
function F(Ap + a) for suitable scaling and shift factors A and a can be 
made to conform. In this regard, for the functions to be inverted here 
it can be argued that the singularities exhibited by eqs. (30) and (31) 
are located on the negative real axis; consequently, condition (i) is 
satisfied without resorting to scaling or shift factors. However, to 
accurately perform the inversions over large intervals of time (the 
temperatures are calculated for times up to two hours) a scaling factor 
A > 1 is necessary. This scaling factor merely shifts the singularity 
along the negative real axis closer to the origin. 

Once conditions (i) and (ii) are satisfied, the inversion formula (32), 
when taken about L assumes the form 

7' = At. (34) 

Finally, "Y.3" Simpson quadrature with equal intervals '!TIn in the 
variable 0 gives the approximation 
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Ae OT 

F(t) -- - {Re(Ho + 4Hl + 2H2 + 4H3 + ... + 4Hn - 1)}, (35) 
3n 

where 

Hk = H(p) 10k, 

Ok = kw/n (k=0, ... ,n-1) 

H(p) = ePTF("Ap + 0-)(1 + i{3), 

and 

{3 = [0 - % sin(20)]/sin20. 

The symbol Re indicates that only the real part of the complex 
quantity is taken. Sufficient accuracy is obtained by a suitable choice 
of n, A, and 0-. The principles of choice are presented by Talboe and 
will not be discussed here. 

A check of this technique was made by inverting the function given 
in Ref. 2. In all instances satisfactory results were obtained. For 
numerical inversions performed here, it was found sufficient to take 
n = 20, A = 8, and 0- = 0. 

V. DISCUSSION AND SUMMARY 

The concept of frrestopping any type of penetration is synonymous 
with retarding the flow of heat from the frre side of the penetration to 
the unexposed side. The problem rests solely on the identification of 
procedures and materials to seal the space adjacent to the penetrant 
to meet certain standards. Cables by their very nature have excellent 
thermal conduction properties in the longitudinal direction. Very little 
can be done to prevent heat conduction up the array of copper wire 
conductors that make up the center core section of the cable. However, 
it appears reasonable to measure the efficiency of a firestop by the 
temperature rise on the free surfaces on the unexposed side of the 
penetration. If these surfaces are maintained at sufficiently low tem­
peratures, ignition of combustibles that happen to be in direct contact 
or in close proximity cannot occur. In the case of cable penetrations 
the critical surfaces are the horizontal frrestopping material surface on 
the unexposed side and the vertical cable sheath surfaces at the outer 
perimeter of the cable bundle, as shown in Fig. 4. In normal practice 
the frrestop material is chosen to be a good thermal insulator and is 
applied with sufficient depth to preclude high temperatures at the top 
surface. Thus, the efficiency of the frrestopped geometry will, in 
general, be determined more by the temperature rise on the cable 
sheath surface of the outer perimeter cables than by the firestop 
material. To ascertain the temperature at this critical location, a 
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theoretical transient heat transfer model of a frrestopped cable bundle 
was developed. In addition to heat flow through the cable core, the 
model treats the lateral heat flow from the cable core to the cable 
sheath and convective heat transfer to the cable sheath from the flow 
of combustion gases through the interstices between the cables. The 
standard ASTM El19 temperature variation is applied at one end of 
the cable bundle and the temperature distribution of the individual 
cables is computed along the length for up to two hours. To quantify 
these effects, temperature distribution was computed at 10-minute 
intervals for two hours at the 20-cm and 30-cm frrestopped depth for 
three different cable types-switchboard, terminating, and power ca­
ble. For each of these cable types the following parameters were 
varied: 

(i) R s , cable radius 
(ii) A c , fraction of cable sheath surface in contact with an adjacent 

cable 
(iii) hcs, conductance between cable core and sheath 
(iv) H" conductance between cable bundle perimeter and firestop 

material 
(v) !l.p, furnace pressure. 

Some remarks concerning the inclusion of the furnace pressure as a 
parameter are in order. Furnace pressure influences the magnitude of 
the heat transmitted to the cable sheath-by the hot furnace gases 
that travel up through the space between cables-through the heat 
transfer coefficient HI, as shown in eq. (27). The value of HI is 
computed from standard empirical formulae4 once the gas flow velocity 
and flow-channel characteristics are known. The steady-state gas 
velocity is calculated from the furnace pressure assuming that the 
spaces between cables are independent flow channels.5 In general, HI 
increases with increased furnace gas pressure. 

Some of the results of the analysis for a given type cable are given 
in Table I and Fig. 7. The calculated end-point temperature at z = 30 
cm in Fig. 6 and t = 2 hours for the cable sheath and core are given in 
Table I, and a typical temporal temperature distribution is given in 
Fig. 7. The temperatures given in Table I and Fig. 7 should not be 
construed to be indicative of actual measured test values. As previously 
indicated, the model does not take into account nonlinear aspects of 
this obviously complex phenomenon, such as potential combustion 
modes and melting of the polymeric materials that in some instances 
could conceivably, for periods of time, constrict the void of spaces 
between cables and thereby reduce the flow of furnace gases. N ever­
theless, the sensitivity of the cable temperatures to changes in the 
linear cable bundle parameters identified in the model, H" A c , Rs , and 
!l.p can be calculated and are presented in Table I. 
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Table I-Calculated temperatures at z = 30 cm and t = 2 hours for 
various values of the cable bundle parameters 

Cable Sheath Cable Core 
Temperature Temperature 

Hr (OC) Rise (OC) Rise 
(W/em2- Rs Llp (em 

Case °C) Ac (em) of Water) Cable 1 Cable 3 Cable 1 Cable 3 

1 0.034 0.1 1.27 1 115 164 199 246 
2 0.017 0.1 1.27 1 224 265 293 332 
3 0.017 0.15 1.27 1 170 190 248 270 
4 0.017 0.1 0.635 1 93 115 135 154 
5 0.017 0.1 1.27 0.13 102 115 188 204 
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Fig. 7-Cable eore temperature for Case 1 eable bundle parameters given in Table I. 

It is clearly shown in Table I that the cable core temperature exceeds 
that of the cable sheath. A tightly packed frrestop that exerts lateral 
pressure on the side of the cable array will provide sufficient heat 
sinking to reduce the temperature in the cable bundle. This physical 
effect is embodied in the contact conductance parameter, Hr. The 
larger the numerical value of this parameter, the tighter the frrestop 
packing. Cases 1 and 2 of Table I show that increasing this parameter 
indeed results in a lowering of the cable sheath and cable core tem­
peratures. 

The same general result prevails when furnace overpressure ~p is 
reduced. This effectively reduces the heat transfer coefficient HI 
between the cable sheath and the hot furnace gases. This is demon­
strated in Table I by comparing the end-point cable temperatures of 
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Cases 2 and 5. Cable temperature can also be reduced by increasing 
the contact surface between cables, as measured by an increase in the 
parameter A c , suggesting a tighter and more compact cable bundle. 
The cable temperatures, as observed in Cases 2 and 3, are also lowered. 
This is primarily due to the resulting smaller void space between the 
cables and secondarily to the larger conduction path presented to the 
interior cables. 

VI. CONCLUSIONS 

The following trends were generally indicated: 
(i) The cable core and cable sheath temperature is largest for the 

interior cable (cable 3 of Fig. 5) and the smallest for the corner cable 
(cable 1 of Fig. 5). 

(ii) The temperature of cable core exceeds that of the cable sheath. 
(iii) The primary heat transfer mode to the cable sheath is from 

the flow of hot combustion gases through the void space between 
cables. 

(iv) Reducing the void space between the cables by tightly packing 
the cables and/or using smaller diameter cables impedes the flow of 
hot combustion gases and results in a significant reduction of the 
primary convective heat transmission mode. 

(v) A tightly packed firestop capable of providing some heat sink­
ing to the cooler environs is the most practical and effective method of 
reducing the heat transfer properties of the cable bundle. 

(vi) The magnitude of the cable sheath temperature for similar size 
cables depends on the furnace gas pressure and, to a lesser degree, on 
the firestop depth. 
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APPENDIX 

Ac-Fraction of cable sheath surface in contact 
with an adjacent cable. 

Ar-Fraction of cable surface in contact with com­
bustion gases, 4(Ac + Ar) = l. 

F12, F22 - Radiation form factors between cables. 
HI - Heat transfer coefficient between cable and 

combustion gases. 
HcB - Solid contact conductance between cables. 

Hr- Contact conductance between cable bundle 
perimeter and firestop. 

Hr-Linearized black body radiative heat transfer 
coefficient. 

hcs-Conductance between cable core and cable 
sheath. 

hi - Conductance between individual copper con­
ductor wires. 

k~) = 4hird-Effective radial thermal conductivity of cable 
core. 

k cu - Thermal conductivity of copper wire. 
k i - Thermal conductivity of wire insulation. 
ks - Thermal conductivity of cable sheath. 

(kz)eff-Effective axial thermal conductivity of cable 
core. 

"cu = kcu/(pc)cu-Thermal diffusivity of copper wire. 
"i = ki/(pc)i-Thermal diffusivity of wire insulation. 

"s = ks/(pc)x-Thermal diffusivity of cable sheath. 
("z)eff = (kz)eff/(pc)eff-Effective axial thermal diffusivity of cable 

core. 
L-Length of cable below slab. 

Rc-Radius of cable core. 
Rs-Overall radius of cable. 
rc-Radius of single copper conductor wire. 
r d-Total radius of single conductor wire. 

!:::.p-Furnace pressure. 
(pc)cu-Sensible volumetric heat capacity of copper 

wire. 
(pc)eff-Effective sensible volumetric heat capacity of 

cable core. 
(pc)i-Sensible volumetric heat capacity of wire in­

sulation. 
(pc)s-Sensible volumetric heat capacity of cable 

sheath. 
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This paper reviews the major aspects of planning and conducting 
field-tracking studies, including: (i) establishing well-defined, real­
istic objectives; (ii) designing data collection and analysis procedures 
to meet the objectives; and (iii) ensuring the successful implementa­
tion of these procedures. The paper gives general guidelines on 
matching study objectives and procedures, as well as detailed infor­
mation on sample size selection for some common field-study situa­
tions. Several studies recently conducted by Bell Laboratories Quality 
Assurance Center are used to illustrate the principles of field-study 
planning and implementation. 

I. INTRODUCTION 

It is the function of Bell Laboratories Quality Assurance Center 
(QAC) to provide assurance that telecommunication products pur­
chased by the Bell Operating Companies (BOCS) are of satisfactory 
quality and perform as required. This assurance is provided through 
the three primary activities of the Quality Assurance effort: 

(i) Quality inspection and auditing at manufacturing, repair, and 
installation locations. 

(ii) Qualitative feedback gathered through informal contacts with 
BOC personnel and a more formal engineering complaint procedure. 

(iii) Quantitative field-tracking studies of selected products and 
systems. 
This paper discusses the third activity from both a historical and 
tutorial point of view. The authors relate some lessons and principles 
learned through field-tracking studies in the past and offer suggestions 
for those planning to conduct a field-tracking study (FTS) in the future. 

Formal field-tracking studies were undertaken during the 1960s. The 
studies that will be described in this paper began in 1973 with Product 
Performance Surveys (pPS)l on Western Electric station sets. PPss are 
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designed to track field performance of the sets, identify problems 
quickly, quantify the extent of those problems so that economic 
corrective action can be taken, and assure that the "fixes" are effective. 
Typically, ppss on station sets are conducted concurrently in five or 
six Hoe locations chosen to provide geographic and climatic diversity 
and good representation of a variety of set types. This permits approx­
imately one million station sets to be tracked at any given time, and 
provides approximately 100,000 trouble events for recording and anal­
ysis each year. 

pps data on station sets have been instrumental in detecting and 
quantifying numerous field problems. Representative examples include 
a series of contact contamination problems in Touch- Tone* dials, 
ringer failures in certain premium station sets, and lamp failures in 
key telephone sets. 

The success of PPS has stimulated an increased effort into field 
studies of other products, such as PBX's, switching networks, channel 
bank equipment, switching machines-just about the entire range of 
telecommunications products purchased by the Hoes. Recently, this 
field-study effort has been extended to include selected general trade 
products manufactured by suppliers other than Western Electric. The 
remaining sections of this paper discuss principles learned by the 
authors in the process of conducting field-tracking studies and offer 
suggestions for those planning to conduct an FTS. 

Section II discusses important considerations in planning an FTS; 

Section III discusses key steps in an FTS implementation program; 
Section IV is devoted to some illustrations from recent Quality Assur­
ance Center studies. 

II. PLANNING A FIELD-TRACKING STUDY 

The principal steps involved in planning a successful FTS are: 
(i) Defining study objectives 
(ii) Planning data collection to meet those objectives 

(iii) Planning for successful data analysis. 

2. 1 Defining study objectives 

Perhaps the single most important requirement for a successful FTS 

is a clear statement of purpose that has been agreed to by the 
concerned parties. A study will frequently have an impact on many 
different organizations through its implementation, interpretation, and 
the use of its results. The designer, the manufacturer, and the user all 
have legitimate concerns in a given FTS. Obtaining their understanding 
and agreement is an important, but not necessarily a simple, task. 

* Registered service mark of.AT&T. 
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Early in the planning of a study, small changes can easily be made 
to accommodate the needs of potential users. But care must be taken 
not to try to answer all questions with a single study. Setting precise 
objectives that simplify implementation can avoid many pitfalls. For 
example, taking all the data that are easily accessible may initially 
seem reasonable, since we certainly don't want to miss anything that 
might be important. But, trying to ensure that "too many" pieces and 
types of data are good invariably leads to a degraded level of data 
quality. The topic of data collection is discussed in detail in Section 
2.2.2. 

Frequently, objectives change as data are collected. This implies the 
need to provide for such changes initially and to monitor the flow of 
data to determine when such changes are appropriate. For example, a 
study that has the objective of comparing the performance of products 
from three suppliers may quickly show that one supplier is an obvious 
noncontender. Rules for dropping such a candidate could result in a 
more efficient use of resources. 

Objectives can be classified2 as: 
(i) Detecting problems 

(ii) Quantifying known problems 
(iii) Verifying quality audit information or reliability predictions 
(iv) Establishing problem causes 
(v) Measuring the impact of design or manufacturing change(s) 

(vi) Evaluating the product. 
A study can involve aspects of several of these, but procedures must 
be matched to purposes. For example, some studies are intended 
primarily to find and make a preliminary evaluation of problems. Once 
a problem has been identified, a more detailed study can be used to 
better quantify its economic impact. 

Early thinking about a proposed study may be clarified by the 
following list of objectives, stated in a statistical framework: 

(i) Point estimation (e.g., early failure rate) 
(ii) Interval estimation- (e.g., confidence or prediction intervals) 

(iii) Comparisons (within study, with a standard or with results 
from a previous study) 

(iv) Model testing (e.g., decreasing failure rate) 
(v) Other information (previous list). 

Failure to get agreement on specific objectives among all participants 
can easily lead to continuing disagreements regarding the implemen­
tation of the study and the interpret~tion of its results. 

2.2 Planning data collection 

Once the general objectives of a field study have been established, 
the work aimed at meeting those objectives begins with the planning 
of appropriate data collection procedures. 
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Most of this planning is aimed at answering the following questions: 
(i) What data will be collected? (ii) How will the data be collected? 
(iii) In what study population will the data be collected? and (iv) How 
much data (sample size) will be collected? Finding the appropriate 
answer to each of these questions for any given study is the key to its 
success. It is worthwhile examining each question separately and 
describing some of the answers that have been found appropriate in 
previous studies. 

2.2.1 What data will be collected? 

There are clearly many factors that will determine what data should 
be collected for any given field study. For purposes of this discussion, 
we assume that the study in question is directf;Q. at estimating the 
frequency of troubles occurring in a specified product population. This 
objective imposes the following minimum requirements on the data to 
be collected: 

(i) The data must include the size of the study population. 
(ii) The data must record or count every trouble "event" occurring 

in the study population during a specified time period, and must 
exclude or specifically identify events that are reported but occur 
outside the study population or specified time period. 

Clearly, a field study satisfying 'only these minimum requirements 
will yield merely gross trouble rate information. However, there are a 
number of situations appropriate for such a minimal study. 

First, for a larger, more detailed study, a preliminary estimate of the 
overall trouble rate is sometimes needed to determine the study 
population size. This topic will be further considered below, in the 
discussion on sample size (Section 2.2.4). Minimal data collection will 
usually suffice for such an estimate. Minimill data collection might 
also be appropriate after a detailed study to monitor the effectiveness 
of corrective actions that may have been taken in response to infor­
mation obtained during the larger study. 

A minimal program of data collection may also be justified in cases 
where the need for a larger, more detailed and more costly study must 
be demonstrated. Several tracking studies that we have conducted 
were operated in this way, with minimal trouble rate data collected 
until a need for more detailed information was indicated by observing 
higher than expected trouble rates. 

For most field-tracking studies, however, minimal data collection 
falls short of what is needed in two important ways. First, since this 
approach provides no identification of the subpopulation in which any 
trouble occurs, it cannot yield specific trouble-rate estimates by sub­
populations. Subpopulation, here, refers to a newly manufactured 
versus a repaired product, or to different manufacturing vintages of a 
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given product that may reside within a single overall study population. 
Second, because this approach provides no information on the nature 
of each trouble event, it cannot yield estimates of the frequency with 
which the product under study fails for specific reasons. 

Information on subpopulations and trouble types makes up virtually 
all of the detailed data that must be collected for any study; and 
determining the level of detail for each is a principal objective of study 
planning. 

As noted, subpopulation data would ordinarily include information 
on whether a piece of equipment in which a trouble occurred was 
newly manufactured or repaired, the date of manufacture or repair 
(vintage), service life, and additional descriptive information on the 
product, such as the issue or series number for a product that has 
undergone changes in design or manufacture. (Specifying series or 
issue numbers for circuit packs is an example of detailed product 
specifications used in tracking studies that are currently under way). 
Included, too, under the general heading of subpopulation information 
would be data on how or by whom the trouble was reported, e.g., 
customers or employees. 

In almost all FTS situations the more detailed the data asked for, the 
more complicated and costly the collection process will have to be. 
Therefore, it is important to limit to the extent possible the level of 
detail in subpopulation data requested. The guiding principle in choos­
ing which characteristics should be included in data collection is 
straightforward: Include only characteristics for which it will be both 
useful and worthwhile to obtain separate subpopulation trouble-rate 
estimates when all the data have been collected. Since almost any 
level of detail can be viewed as potentially useful, the key is to choose 
only those characteristics that produce "partitions" that will be worth­
while, i.e., that will yield subpopulations of sufficient size to permit 
making accurate trouble-rate estimates and comparisons. In other 
words, do not waste time and money partitioning the trouble data into 
subpopulations so small that the individual data are insufficient to 
yield accurate and, therefore, useful results. 

In many studies it is important to determine precisely when in the 
life of the equipment each trouble occurs. In those cases deciding when 
the lifetime of a product starts (so-called "zero time") is of crucial 
importance. This is particularly true when early life failure rates are to 
be estimated. For example, does lifetime begin when units arrive, are 
inspected, are installed, or first operated? Dead-on-arrivals may show 
up as defective initially or later in time, depending on the type of 
failure, its effect on the system, the extent of failure detection, and the 
procedure for collecting the data. 

Electronic hardware frequently exhibits a decreasing failure rate 
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during its early life. Here, failures tend to occur closer together during 
the early weeks of operation. Therefore, depending upon the "zero 
time" definition, much of the study's most useful data can be lost or 
misclassified. Particular care is required in defining zero time if units 
enter the study at different times, are turned on and off for testing, or 
are moved to different locations. 

To relate a real-life incident, one of the authors was recently asked 
to analyze some data from a study where the objective was failure-rate 
estimation after six months of operation. But the records gave only 
the date of installation and failure. Plotting failures against time gave 
very strange results, solely because these units were turned on only 
intermittently and no record of actual operating time on each unit was 
available. In this case the ability to analyze important time-related 
failure characteristics was lost because of insufficient detail in the data 
collected. 

Detailed data on the "nature" of troubles occurring during any study 
generally fall in one of two categories. The first category includes a 
description of the trouble symptoms, the particular portion or com­
ponent of equipment in which the trouble was observed, and results of 
any detailed failure mode analyses performed on the failed compo­
nents. The second category of detailed trouble information includes 
data on the particular circumstances or environmental conditions 
associated with any trouble. Whether equipment was observed to be 
initially defective or to fail in-service and usage conditions are examples 
of this second category. Below, we have listed some of the detailed 
items that may be included on the nature of subpopulations: 

(i) Product vintage (date of manufacture or repair) 
(ii) Source (new, repair, etc.) 

(iii) Length in service 
(iv) Issue, series number, or other product code identifiers. 

Like the subpopulation information, the level of detail required on 
the nature of troubles can have a profound effect on the data collection 
process, including who will be involved in that process. We have listed 
the trouble types as follows: 

(i) Component or equipment subcode 
(ii) Trouble symptoms 

(iii) Repair analysis results 
(iv) Component failure mode analysis results 
(v) Precise time of failure. 

Obtaining data on failure-mode analyses, for example, may require 
the participation of technical organizations not directly involved in the 
field tracking itself. This, in turn, imposes additional requirements on 
the flow of hardware and paper (trouble tickets, analysis results, etc.) 
for a given study. At the end of this section we will illustrate some of 
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these ideas with examples from recently conducted tracking studies. 
Now, we turn to a closer examination of the question, "How will the 
data be collected?" 

2.2.2 How will the data be collected? 

There are as many answers to this question as there are products to 
be studied. Our aim in this paper, therefore, is to identify goals and 
procedures common to all or most field-tracking situations. 

Probably the best way to start this discussion is the same way it is 
best to start planning a data collection process-by identifying existing 
procedures for recording, collecting, and storing information on the 
field performance of the product under study. It is a rare product on 
which no information is recorded in the field or at a repair center. 
Planning data collection should ideally be viewed as a process of either 
supplementing or tailoring existing data sources to suit the needs of a 
particular FTS. 

At this point it would be helpful to distinguish between data collec­
tion carried out in the field (i.e., where the product under study is 
used), and that carried out in repair locations, and to discuss each 
separately. 

In most tracking studies, the collection of field failure data involves 
the use of a trouble ticket that must be completed by people respon­
sible for maintaining the equipment under study. As noted, completion 
of existing trouble tickets is frequently a part of the regular mainte­
nance routine, and substitution of a more detailed study ticket, or 
"piggybacking" of the study ticket on an existing form, is preferable to 
burdening maintenance people with a new and separate piece of paper. 
Whether or not a separate or modified existing form is used, there are 
a number of basic rules that govern the design of trouble tickets. First, 
the tickets should be kept as short and as simple as possible. Those 
are the obvious rules. Less obvious, but equally important, are the 
following: Wherever possible, the trouble tickets should be formatted 
in "modular" fashion, with separate sections devoted to different types 
of information-e.g., time and place of the trouble in one section, 
equipment description in another, trouble description in still another. 
The most frequently used modules should appear first and most 
prominently; less frequently used modules should appear later. The 
trouble ticket used in the station set Product Performance Survey 
(pps) (Fig. 1) illustrates these ideas. The top of the ticket gives 
information on when and where a trouble occurred. That information 
is required for each trouble report. Next comes information on the 
nature of the trouble, also needed for each event. Data on the type of 
set or component involved in the trouble come next; however, these 
data are not needed if the equipment in question is returned with the 
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BELL SYSTEM 
@ PRODUCT PERFORMANCE SURVEY 

DATE CRAFT 1.0. 

PHONE NO. EXT. 

TROUBLE CATEGORY 
WHEN DID APPARATUS FAIL? (CHECK ONE) 

o INITIALLY DIN-SERVICE 
TROUBLE 
REPORT 

CHECK IF ACTION DUE TO: 
o PREVENTIVE MAINTENANCE/ROUTINE 

o CUSTOMER DAMAGE o LIGHTNING 

o SHIPPING DAMAGE o SUSPICION 

IF COMPONENT REPLACED 
OR ADJUSTED - COMPLETE 

SET SET 
CODE DATE 

~C-STOCK/REISSUED o NEW 

o RAPID RECOVERY o TELCO TURN-A-RND 

IF ADJUSTMENT - COMPLETE 
COMPONENT COMPo 
CODE DATE 
ADJUSTMENT 
DESCRIPTION 

IF COIN APPARATUS - CHECK ONE: 
o ROTARY DIAL o TOUCHTONE DIAL 
OTHER COMMENTS MAY BE PUT ON TAG BACK 

Fig. I-Station set Product Performance Survey trouble ticket. 

trouble ticket. Finally, the last section of the ticket describes field 
adjustments, used only in those few cases where no hardware is 
returned along with the ticket. 

As this last discussion of the station-set PPS implies, there is more to 
field data collection than the gathering of trouble tickets; there is 
frequently the gathering of failed hardware as well. The design of an 
effective, integrated hardware/trouble ticket data-flow system is as 
important as the design of the trouble ticket itself. The basic objectives 
of the data-flow system are: 

(i) To ensure that each piece of returned hardware reaches the 
designated repair or diagnostic location and, in many cases, the des­
ignated individual responsible for hardware analyses in the study; and 

(ii) To ensure that the information on the trouble tickets reaches 
the organization responsible for storing and analyzing the trouble data. 

There are other important objectives, as well, primarily related to 
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assuring compliance with study procedures and ensuring that hardware 
analysis results may be uniquely identified with reported trouble 
events. We will discuss the issue of compliance later. The ability to 
associate hardware analysis results with trouble symptom reporting is 
important in tracing down the causes of No Trouble Found (NTF) 

returns (e.g., diagnostics problems). The use of serialized, multipart 
tickets is the prime vehicle for making such associations and will be 
illustrated below. 

We have already noted that the burden imposed by an FTS on field 
personnel can be minimized by using existing reporting forms, when­
ever possible. For some products, the burden can be even further 
reduced by exploiting automatic data collection procedures. We in­
clude in this category fully automatic data collection, such as that 
associated with accessing maintenance channel output of software­
controlled equipment, and semiautomatic data collection, such as that 
associated with accessing computerized administrative data on cus­
tomer trouble reports where the initial entry of the data into the data 
base depends on action by customers or field personneL Access of 
existing data sources such as these has become an increasingly prom­
inent mode of data collection in field-tracking studies. Access of repair 
location data bases serves an analogous function for hardware-repair 
analysis data. 

2.2.3 In what study population will the data be collected? 

In choosing the study population it is important to explicitly define 
the limits of the inferences to be made from the study. Are the results 
to be applied to all units, all units made in a given period or under 
given conditions, or used in a particular fashion, etc.? If the members 
of the study population received special care, were hand-made, pro­
duced at one plant, etc., then conclusions beyond these boundaries 
depend upon engineering judgment more than upon statistical infer­
ence. Confidence intervals reflect variability only in the population 
actually sampled and not from other sources. For example, increasing 
the sample taken in one operating area gives no information regarding 
inter-area differences. When sampling is performed by first selecting 
K operating areas and then sampling only within these, the formulas 
appropriate are those used in cluster sampling.3 Here, the intra-area 
and inter-area variability are separated. Of course, looking at inter­
area differences in detail can indicate important variables (mainte­
nance procedures, environmental impact, etc.) that could be the focus 
of a follow-up study. Care must be taken before cause and effect 
relationships are assumed because of the multitudes of possible causes 
and interrelationships. As Cox relates: 4 
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"If we wish to apply the conclusions to new conditions or units, 
some additional uncertainty is involved over and above the un­
certainty measured by the standard error. The only exception 
... is when the units ... are chosen from a well-defined population 
of units by a proper sampling procedure." 

And later, 

" ... it is important to recognize explicitly what are the restric­
tions on the conclusions of any particular experiment." 

In any tracking study there is a trade-off between more detailed 
conclusions regarding a smaller population and less detailed conclu­
sions about a larger one. For example, a study may be aimed at 
determining whether a change in design has improved reliability in 
systems subject to certain load characteristics, or whether an overall 
reliability increase independent of load has occurred. A careful state­
ment of objectives will greatly assist resolving such questions. 

Once a population of interest has been defined and agreed upon, 
technical sampling questions can be addressed. There are certain 
population characteristics that require special attention. For example, 
if a small proportion of the units contribute a large proportion of the 
events under study, stratification and other specialized techniques may 
be required. Also, considerable gains in efficiency can sometimes be 
realized by the use of ratio or regression estimates. Here, known 
characteristics of products or systems under study are related to the 
characteristics of interest in the study. 

2.2.4 How much data will be collected: sample size considerations 

Selecting the appropriate number of units to be included in an FTS 

is very important. On the one hand, a sample size that is too large may 
add unnecessary expense to the study. On the other hand, a sample 
size that is too small may mean that any statistical test using study 
data may lack sufficient power to draw meaningful conclusions. Several 
authors5

,6,7 have addressed this problem. Reference 5 took the theory 
of Refs. 7 and 8 and transformed it into usable curves; these curves 
will be discussed in general in this section and in detail in the appendix. 

The parameters of interest in a field study are summarized in Table 
I. In cases A and D a sample size will be chosen to control the pre­
cision of the estimates within certain bounds. In the remaining cases 

Table I-Parameters of interest in a field study 
Proportion Rate 

Estimating one parameter 
Testing hypothesis about one parameter 
Comparing two parameters 

Case A 
CaseB 
Case C 

CaseD 
Case E 
Case F 
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the sample size will be chosen to control the probability of making 
incorrect conclusions. If we assume that failures associated with a 
proportion occur according to a binomial model and that failures 
associated with a rate occur according to a Poisson model, it is possible 
to develop excellent sample sizing guidelines for each of the cases A 
through F. (A discussion of model selection and use is included in the 
next section.) Each case is discussed in detail, with examples, in the 
appendix. 

2.3 Planning for successful data analysis 

In this section, we consider both the data analysis, itself, and the 
data storage and retrieval procedures that make the analysis possible. 

2.3.1 Model building and data analysis 

It requires no lengthy argument to establish that the payoff from 
any field study comes only with the successful analysis of the data 
from that study. And in a very real sense, all of the detailed planning 
on data collection is aimed at ensuring that at the conclusion of the 
study it will be possible to carry out all of the data analyses appropriate 
to the study objectives. 

In broad terms, there are three things that generally get done with 
field-tracking data. These are: 

(i) Estimating trouble or replacement rates, including the con­
struction of confidence intervals, where appropriate and practical; 

(ii) Searching the data for anomalies-equipment types or vintages 
that stand out, or trouble causes that stand out; and 

(iii) Making comparisons of product performance among different 
types, or vintages, of equipment. 

Each of these procedures requires careful planning and a close 
linkage between the setting of objectives, the design of the data 
collection process, and the data analysis itself. 

During both planning and implementation of a study, the mechanism 
by which the study objectives, the actual data collection, and the data 
analysis are linked is the statistical "data model." It is through the 
data model that the nondeterministic (stochastic) nature of the data 
is described, and through the model that statistical inferences on the 
questions of interest to the study are made. 

As noted above, most field-tracking studies concern themselves with 
counts of events (failures, replacements, etc.). It is for this reason that 
the simplest and most frequently used models in field studies are the 
binomial and Poisson models. 

The binomial model relates the number of events of interest (failures, 
say), X, to the total number of "trials" (opportunities for failure), N, 
through the expression: 
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Probability [X = k] = N! pk(l _ p)N-k 
k!(N - k) , 

k = 0,1, ... , N, 

where p is the probability of a failure on an individual trial. 
The Poisson model relates the number of events. of interest, X, to 

the total amount of time during which those events can have occurred, 
t, through the expression: 

(At)ke-At 

Probability [X = k] = k! k = 0,1, ... , 

where A is the rate at which the events occur in time. 
Both models assume a uniform probability or intensity of occur­

rences-from trial-to-trial for the binomial, over time for the Poisson. 
For studies in which a model allowing for changing failure intensity 
seems appropriate (e.g., studies of equipment that may be subject to 
infant mortality), other models such as the Weibull and lognormal are 
commonly employed. Detailed information on the form and use of 
these models may be found in anyone of several statistical/reliability 
texts9 and we will not attempt to describe them here. 

None of the models mentioned thus far is equipped to handle data 
collected under changing study conditions (e.g., changing environment, 
age, study locations, etc.), or so-called "nuisance factors." 

To illustrate the problem of nuisance factors, suppose we wanted to 
compare the replacement of two types of equipment (called "old" and 
"new"), from a study in which the "old" equipment was observed, in 
one study location, while the "new" equipment was observed in that 
and other study locations. Here, the factor of interest is equipment 
type (old versus new); the nuisance factor is the difference that may 
exist between study locations, which could bias the comparison be­
tween the old and new equipment. It is at this point that the use of 
relatively sophisticated data-analytic techniques, employing tools such 
as the well-known linear (or log-linear) model, becomes necessary and 
worthwhile. These techniques allow for separating the effects (on 
replacement rates, for example) caused by equipment differences, 
study location differences, etc. and for getting at the factors of interest 
without ignoring potential biases introduced by the presence of nuis­
ance factors. The use of linear models is well documented in both the 
statistical and engineering literatures.10

,1l However, when confronted 
with an apparent need to make use of such techniques, the study 
designer and data analyst should seek the assistance of a statistician 
who is thoroughly familiar with the application of these techniques. 

The use of any of the models mentioned above involves making 
some assumptions about the data. For example, as noted, use of the 
binomial or Poisson models assumes a uniform failure probability or 
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intensity. Use of a linear model generally involves some assumptions 
of independence between the way in which different factors affect the 
probability of equipment failure. If those assumptions are violated, the 
resulting data analysis can be invalid and, worse, misleading. For 
example, if the failure intensity changes with time (age) for a given 
type of equipment, use of the Poisson model in analyzing the data on 
that equipment could easily mask important information on both the 
short- and long-term reliability of the equipment. Invalid assumptions 
concerning the independence of various factors employed in a linear­
model can mask or falsely create the impression of cause-and-effect 
relationships between various factors and the probability of failure. 
Rather than attempt to catalog all of the field-study conditions and 
assumptions associated with the use of any particular model, we will 
give some general guidelines on the choice and use of models in field­
tracking studies. 

Probably the simplest but most important rule to use in choosing a 
FTS model is "keep it simple." The more complicated a model is, the 
more parameters it will use that must be estimated during the data 
analysis, and the more assumptions it will require to make that analysis 
valid. As this last discussion implies, there are two additional rules 
that are closely related to the simplicity rule: 

(i) Estimability-Since data analysis, at its core, involves making 
statistical inferences about parameters in the model from the available 
data, it is essential that the model and the collection process be 
matched to ensure that the right data are available in sufficient 
quantities to make inferences about all the parameters of interest. 
This is a point we have already touched on in the discussion on data 
collection. 

(ii) Verifiability-The assumptions implicit in the use of any model 
must be verifiable or the results of the FTS will remain open to doubt. 
In some cases, engineering judgment can be used to justify certain 
model assumptions. In all cases, every effort must be made to verify 
assumptions from the data-either during a procedural trial (see 
Section 3.2 below), or as the first step in the data analysis stage of the 
study. A wide variety of statistical techniques are available for testing 
the uniformity and independence assumptions typically encountered 
in FTS model use; these techniques should be applied with the advice 
and assistance of a trained statistician. 

In summary, successful data analysis is dependent on the choice of 
an appropriate FTS model that is matched to both the actual study 
conditions and to the data collection procedures employed in the 
study. 

2.3.2 Data storage and retrieval 

With the exception of very small-scale studies, involving perhaps 
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fewer than 100 trouble events in all, computerized data storage is a 
great asset-if not a necessity-in permitting complete and timely 
analyses of field-tracking data. There are a number of data systems 
available [for example Data Management System (DMS) *, RAMIS®t, 
etc.] that lend themselves to constructing field-tracking data bases. 
Among the factors that must be considered are total eventual size, 
frequency of access required, and most important, flexibility of ac­
cess-i.e., flexibility in retrieving and summarizing the data by one or 
more characteristics, such as equipment type or vintage, or type of 
trouble. It would be very difficult, for example, to compare the perfor­
mances of different vintages of a given product if the data retrieval 
system did not permit easy, separate access to the trouble data for 
each vintage. On the other hand, it is important not to confuse a need 
for flexible data access with a need for an elaborate data retrieval 
system that turns out regular, detailed data summaries that display 
results in every conceivable way. The key is to retain flexibility without 
trying to preprogram every possible way of looking at the data. 

III. FTS IMPLEMENTATION 

In this section we briefly consider several topics in the actual 
implementation of an FTS: 

(i) Developing procedures and training personnel 
(ii) Assuring compliance with study procedures 
(iii) Conducting a procedural trial. 

3. 1 Developing procedures and training personnel 

Based on mutually agreed-upon objectives, specific procedures and 
forms for data collection need to be developed. Determining the extent 
of automatic data retrieval, checking the validity of the inputs, deciding 
exactly what data are necessary, etc., are detailed questions that 
require resolution. 

Unless rules are provided to meet contingencies, people tend to 
either make up their own rules or just get discouraged about partici­
pation in the study. Although all possibilities cannot be provided for, 
care should be taken to anticipate the most common "unusual" events. 
As a default, a space for "additional comments" or "other" on data 
forms will alert the data analyst to the fact that the specified categories 
were ambiguous, not mutually exclusive, not exhaustive, etc. 

The training of the field personnel who will actually perform the 
data collection is a very important step. Hands-on teaching with real 
situations will prepare them for being on their own. Giving them an 

* Data Management System, developed by Bell Laboratories. 
t RAMIS is a trademark of Mathematica, Inc. 
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indication of the reasons for the study and how important their 
participation is can improve their morale and impact on the quality of 
the data collected. A specific procedure to provide continuing contact 
and periodic feedback of results can also be a strong positive stimulus. 

3.2 Compliance 

It is difficult to overemphasize the importance of monitoring com­
pliance with tracking-study procedures. The basic output of any FTS is 
a measure of the reliability of the equipment under study. In order for 
that measure to be useful and unbiased (by differences in the com­
pleteness of reporting for different products, trouble types, etc.), all or 
substantially all of the trouble events experienced by the equipment 
must be reported. It is the function of compliance procedures to ensure 
that this is the case. 

Basically, compliance can be checked in one of two ways. If an 
independent (of the FTS) count of trouble events for the equipment 
under study is available, compliance can be checked by comparing 
that count to the number of troubles reported through the study 
procedure. This method is used in the station set PPS, where adminis­
trative counts of customer trouble reports serve as the independent 
count of station troubles in any PPS study location. If no such count is 
available, but the equipment under study is located in a geographically 
small, reasonably well controlled setting, such as a central office, 
serializing of the equipment under study and periodic mapping of the 
office inventory-when compared to the reported troubles-can serve 
as an effective compliance check. With either procedure, the key to 
maintaining good compliance is fast feedback to the people responsible 
for providing the field data and their management about the degree to 
which study procedures are being followed. It is for this reason, 
principally, that some identity of the field person reporting the trouble 
is included on most field-tracking study tickets. 

As noted earlier, in addition to field data collection, many tracking 
studies involve the collection of data-usually from failure-mode anal­
yses-at repair locations and/or diagnostic laboratories. Reporting 
forms for such analyses will usually have to be tailored to the particular 
equipment under study. But some of the general principles that govern 
field data collection apply to the hardware failure analysis data as well. 
The flow of hardware and paper must be designed to ensure that (i) 
each piece of hardware returned can be accounted for and checked off 
against reported field troubles, and (ii) individual hardware analyses 
can be associated with reported field trouble symptoms. 

3.3 Procedural Trial 

Once study procedures and forms have, at least tentatively, been 
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developed, a trial is an excellent way to shake out unexpected prob­
lems. Here, an attempt is made to collect some actual data by people 
who will participate in the real study. Estimates of speed and accuracy 
of filling out forms, difficulties with interpreting procedures when faced 
with real situations, completeness of instructions, and potential use­
fulness of results are some of the possible outputs. If extensive revision 
of procedures, forms, etc., are required, a second trial may be necessary. 

In addition to testing the data collection portion of the study, a trial 
of the data analysis methodology should also be made with simulated 
or actual data. It is useful to present possible conclusions, with their 
justification, to the users of the study results. Then, a comparison of 
their subjective impressions from the raw data with the quantitative 
results from the statistical analysis can be used to improve both. It is 
also at this point that model assumptions are to be verified or modified 
as needed. 

IV. ILLUSTRATIONS 

In this section, we briefly describe some recent field-tracking studies. 
Perhaps the longest running study is the Product Performance Survey 
on station sets, which we mentioned earlier in this paper. Figure 2 
shows the flow of hardware and data in that study. The trouble ticket 
is shown in Fig. 1. Note the modularized design of the ticket described 
above. Analysis of returned equipment in this study is carried out by 
analysts in the Western Electric Quality Assurance organization who 
are dedicated to the study. These analysts encode the results of their 
analyses, as well as other information on the trouble tickets that 
accompany the returned hardware, for direct entry into a data base. 
Compliance is monitored by comparing the number of PPS trouble 
ticket returns to the total number of trouble reports tracked by 
administrative reporting systems in each study location. 

A second example is illustrated in Figs. 3 and 4, which are the data­
reporting form and a flow sheet, respectively, for the FTS of Northern 

TELEPHONE 
COMPANY 

IMPROVED 
PRODUCT 

AT&T 
WE 
BTL 

RETURNED ITEMS 

TAGS 

PROBLEMS IDENTIFIED 

REPORTS 

WESTERN 
ELECTRIC 
QUALITY 

ASSURANCE 

TEST 
RESULTS 

BELL 
LABORATORIES 

Fig. 2-Product Performance Survey data flow diagram. 
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DMS-l0 Tracking Study Report 

M M D D Y Y HR Min 

Office ________ _ 

Report No. _______ _ 

Start of Trouble/Activity 

Maintenance Org. Called? 

~I =*1 =*=*=*:::;1 ~I *=*~ 
~I =*I=*=~:::::::I :=1 *=*~ 

Maintenance Org. Arrived? I I I I :=1 =:=::;::=;~ Generic Issue, _______ _ 

Craftsman _______ _ Trouble Cleared? I I I II '--.l---'---'--' 

REASON FOR REPORT 

A 0 Trouble B 0 Class A Change C 0 Service Disconnect 

DESCRIPTION OF TROUBLE 

A 0 Total System Outage 

D 0 Excessive AUD Messages 

G 0 Feature Problem (Specify) 

Further Description: 

B 0 Subsystem Outage 

E 0 Excessive BUG Messages 

H 0 CPF Message 

J 0 Line/Trunk 

MEANS OF TROUBLE DETECTION 

A 0 Customer Complaints B 0 System CD Referred In 

RECOVERY 
A 0 Automatic B 0 Manual 

Z 0 Other - Specify 

C 0 Automatic Sparing 

F 0 Overload 

I 0 I nitially Defective 

Z 0 Other - Specify 

DO Alarm Given 

CD SYSLOAD DO SMART Recovery ED INITIALIZATION 

SPARING: F 0 CPU G 0 Memory H 0 Network loPE Shelf J 0 Line CCT K 0 None 

HARDWARE MAINTENANCE ACTION 

A 0 Unit Reseated 

Z 0 Other (Specify) 

B 0 Unit Tested And Restored C 0 Unit Replaced 

UNIT IDENTIFICATION 
Unit IT] 
Location: Slot Shelf [J:=J 

Reported Unit 

Replacement 
Unit 

COMMENTS 

INSTRUCTIONS 

Unit Code & Series 

1111110 
'---'---"---,---L--'----,I 0 

Bay LI -L--'----'----' 

Serial Numbers 
Study No. NTI No. 

1 1 I 1 ,----,--,--I --1..1---,1--,----,---,----, 

1. Use a ball point pen and press firmly. you are making 4 copies. 
2. Attach TTY printouts and other information (TTY printouts before and after trouble). 
3. Report routing: copy l-office file; copy 2-BTL/OAC; copy 3 -BNR via BTL/OAC copy 4 - with replaced 

hardware. 

Fig. 3-DMs-1O Tracking Study Report. 

Telecom's DMs-IO switching office. The flow sheet illustrates a point 
discussed in Section II, namely, that numerous organizations are often 
involved in an FTS. Cooperative planning among organizations involved 
played an important role in making this study run smoothly and 
produce meaningful results. The report form shows a completely 
different set of data fields and possible responses than did the PPS 

trouble ticket. Just as trouble tickets are compared with local admin­
istrative data in the station set study, report forms for this FTS are 
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TRACKING-STUDY 
REPORT r--------, TRACKING-STUDY .----------, 

FINAL 
INVENTORY 

REPORT 

QRIS REPORTS 

TRACKING-STUDY REPORT (2 COPIES) 

FAILED UNITS 

REPAIRED UNITS 

NEW UNIT INVENTORIES 

(a) 

(b) 

FAILED 
COMPONENTS 

FAILED 
COMPONENTS 

ANALYSIS 
RESULTS 

TRACKING 
STUDY 
REPORT 

Fig. 4-DMS-10 switching system installation tracking study. (a) Routing of informa­
tion. (b) Routing of study units. 

compared with maintenance and outage data automatically collected 
from the switching machine's maintenance output channel. 

V. CONCLUSIONS 

In this paper we have discussed several important aspects of plan­
ning and conducting an FTS. We have shown how careful planning 
beforehand in the areas of data collection, population definition, sam­
ple size, and stating of objectives is essential. We have also discussed 
means of ensuring that the study is producing the required ongoing 
data. If properly planned and conducted, FTSS can and do play a key 
role in assuring the quality and reliability of telecommunication prod­
ucts. 
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APPENDIX 

Sample Size Selection 

In this appendix we discuss in detail the six cases of sample size 
selection described in Section 2.2.4 of this article. These cases are: 

(i) Estimating a parameter' 
(ii) Testing a hypothesis about one parameter 

(iii) Comparing two parameters for both proportion and rates. 
Each case is discussed in turn below. The six cases are shown in Table 
I, Section 2.2.4. 

A.1 Case A 

In Case A we wish to have a sample size to control the precision of 
the estimate of a percentage within certain bounds. The estimation 
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Fig. 6-Minimum sample sizes for cI>o = 1 percent. 
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process is subject to imprecision; therefore, it is customary to express 
the estimate as an interval, say 2 to 6 percent, as opposed to a single 
point, say 4 percent. This interval is chosen so that if we were to repeat 
the process of data collection and interval construction, our intervals 
would cover the true, unknown percentage a very large proportion of 
the time. The shorter the interval, the more precise is our estimate. 
This interval will decrease in width as the sample size increases. We 
will then select the sample size before the FTS to obtain an anticipated 
width for our interval after the FTS. Figure 5 shows sample sizes 
necessary to generate 90-percent confidence intervals which are 2Ll 
wide. The sample size depends on the true percentage. The maximum 
sample size is required when the true percentage is 50 percent. 

Example of Case A: Suppose we are only interested in estimating 
the percentage of units that are initially defective. We think that this 
percentage is less than 15 percent, and we want the estimated interval 
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Fig. 7-Minimum sample sizes for <1>0 = 2 percent. 
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to be at most 6-percent wide. Therefore, !l = 3 and we see in Fig. 5 
that a sample of size 400 is required. If we had no idea as to the true 
percentage we would use the maximum sample size for 50 percent, that 
is, 750. Note that the curves are symmetrical about 50 percent. 

A.2Case8 

In Case B we wish to test the hypothesis that a proportion is less 
than or equal to <1>0. We will look at a sample of n units, and make one 
of the two decisions: 

(i) If we see that a number of units less than or equal to c, the 
"acceptance number", have the trait associated with the proportion, 
then we will accept the hypothesis that the proportion is less than or 
equal to <1>0. 

(ii) If we see that more than c of the units have the trait, then we 
will reject the hypothesis in favor of the alternative that the proportion 
is greater than <1>0. 

We wish to structure the test so that if the true value of the 
proportion is <1>0, we will make decision i a large portion of the time, 
and if the true value of the proportion is <1>1, we will make decision ii 
a large portion of the time. The reader more interested in acceptance 
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sampling plans, which is an example of such a situation, should refer 
to a specialized reference, e.g., Ref. 12. 

Figures 6 through 9 show the required sample size for values of <Po 
= 1, 2, 5, and 10 percent for 80-, 90-, and 95-percent confidence levels. 
As an example of the use of the curves, let <Po = 1 and <PI = 5 percent. 
We see in Fig. 6 that for a 90-percent confidence level, a sample size of 
100 is needed. 

A.3 Case C 

This case deals with comparing two percentages, call them percent­
age A and percentage B. These percentages might be similar charac­
teristics on competing products, or competing designs. For example, 
we might be interested in percentages of circuit packs that are dead­
on-arrival from two suppliers. After the FTS we may arrive at one of 
three conclusions: 

(i) The two percentages are not significantly different 
(ii) Percentage A is larger than percentage B 
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Fig.lO-Minimum sample sizes for comparing two proportions at the 90-percent 
confidence level. 

(iii) Percentage B is larger than percentage A. 
There are certain risks in arriving at incorrect conclusions. The risks 
decrease with increasing sample size. We wish to control, at a low level, 
the risk of not making conclusion (i) when percentages A and Bare 
equal. And we wish to control, at a low level, the risk of not making 
conclusion (ii) when percentage A is a larger than percentage B [or, 
similarly, the risk of not making conclusion (iii) when percentage B is 
!::"larger than percentage A]. Figure 10 gives sample sizes necessary to 
accomplish this at the 90-percent confidence level. 

Example of Case C: Suppose we wish to compare the percentages 
of plug-in units (from two suppliers) that fail during the warranty 
period. Further, we assume that the lower percentage will be less than 
20 percent. We wish to have a high probability of concluding that the 
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Fig. ll-Minimum observed failures for estimating a failure rate. 

upper percentage is greater than the lower percentage when the upper 
percentage is 5 greater than the lower. For Ll = 5 and a lower percent 
of 20, we need to look at 1300 units from each supplier. With no 
knowledge of the true percentages we would use the sample size for 50 
percent, that is, 1700. 

A.4 Case D 

Cases D, E, and F deal with failure rates, as opposed to the percent­
ages of Cases A, B, and C. (The results for Cases D, E, and F must be 
used subject to the cautions given at the end of this appendix.) Cases 
D, E, and F require the use of two curves. The first curve will tell us 
how many failures we need to see. The second curve will tell us how 
many units must be included in the FTS so that we are reasonably 
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Fig. 12-Minimum sample sizes for failure-rate estimation (6-month interval). 

certain that the failures occur in a prescribed time period. In Case A 
we measure the precision of our estimation by the width of the interval, 
expressed in absolute percentages. In Case D, we will measure the 
precision in terms of relative percentages. For example, if our interval 
is 1500 FITS* ± 5 percent = 1500 ± 75 FITS = (1425, 1575), then we will 
say that the precision is 5 percent. This interval corresponds to (1.25, 
1.38) failures per 100 sets per year. 

Example of Case D: Suppose that we wish to obtain a precision of 
15 percent at the 90-percent confidence level in the estimate of the 
failure rate of a plug-in unit. In Fig. 11 at an abscissa of 0.15 (15 
percent) we see that 120 failures must be observed. Suppose that the 
FTS is to last 12 months and that our reliability prediction gives us an 

* FIT = Failures in 109 hours = 8.75 X 10-4 failures per 100 units per year. 
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Fig. 13-Minimum sample sizes for failure-rate estimation (9-month interval). 

estimated FIT rate of 2500. In Fig. 14 we see that about 7000 units need 
to be included in the study. 

Figures 12 through 15 give required sample sizes for studies of 
lengths 6,9,12, and 18 months, and for FIT rates up to 10,000. If some 
other combination is needed, then the following formula should be 
used: 

N = F + 1.645 X .JF +!. 
(7.2 X 10 7»\T 2 ' 

(1) 

where 

F is the number of failures, 
A is the prior estimate of the failure rate in FITS (failures in 109 

hours), 
T is the number of months the study will last, and 
N is the required sample size. 
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Fig. 14-Minimum sample sizes for failure-rate estimation (12-month interval). 

This formula provides 95-percent confidence that the required number 
of failures will be observed. 

A.S Case E 

In Case E we wish to test the hypothesis that a rate is less than or 
equal to a specified value, VI. Based upon the data observed, we will 
either 

(i) Accept the hypothesis that the rate is less than or equal to VI, 
or 

(ii) Reject the above hypothesis in favor of the alternative that the 
failure rate is greater than VI. 

We wish to structure the test so that if the true value of the rate is 
VI, we make decision i with a high probability and if the true value of 
the rate is (R) VI, we make decision ii with a high probability. 

Example of Case E: Suppose we wish to check to see how a newly 
designed part has changed the reliability of a piece of equipment. We 
are satisfied with R = 2 and the 90-percent confidence level. Figure 16 
shows that 15 failures must be observed. 
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Fig. 15-Minimum sample sizes for failure-rate estimation (IS-month interval). 

A.6 Case F 

Here we wish to compare failure rates of two competing products. 
At the end of the FTS we can arrive at one of three conclusions: 

(i) Failure rate A and failure rate B are not significantly different 
(ii) Failure rate A is larger than failure rate B 

(iii) Failure rate B is larger than failure rate A 
Again there are risks of arriving at incorrect decisions. As we increase 
the sample sizes, we can decrease these risks. We wish to control, at a 
low level, the risk of not making conclusion (i) when failure rates A 
and B are equal. And we wish to control, at a low level, the risk of not 
making conclusion (ii) when failure rate A is R times as large as failure 
rate B (or similarly the risk of not making conclusion (iii) when failure 
rate B is R times as large as failure rate A). 
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Fig. I6-Minimum observed failures for a hypothesis test (one failure rate). 

Example of Case F: Suppose we wish to use the FTS to compare 
the failure rates of the channel units of two different suppliers. Suppose 
further that we wish to have a high chance (90-percent probability) of 
concluding that the larger failure rate is larger than the smaller failure 
rate when indeed the larger failure rate is twice the smaller. In Fig. 17 
we see that we need to observe about 36 failures. If the study is to last 
12 months and our reliability prediction yields an estimate of 6000 
FITS, then Fig. 14 shows that a sample size of 900 is required to be 95 
percent certain of observing the required number of failures. That is, 
we need 900 of each supplier's units in the study. 

A.7 Cautions 

In Cases D, E, and F, if the required number of failures is not 
observed in the nominal time period for the FTS, then the desired 
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Fig. 17-Minimum observed failures comparing two failure rates. 

precision will not be achieved. (This might occur if the reliability 
prediction is in error and yields a higher than actual FIT rate as a 
prediction. If the prediction is much higher than the actual, we will be 
incorrectly led to believe that the required number of failures will be 
observed in a shorter interval than is actually needed.) In this case it 
would be wise to extend the study period until the required number of 
failures is observed. 

The theory developed for Cases D, E, and F requires that the failure 
rate be constant throughout the FTS. Even for very large sample sizes, 
the theory is sensitive to departures from this assumption. Therefore, 
if we know that the failure rate is high for one time period (e.g., early 
life) and low for a different time period (e.g., steady state), then we 
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must do a separate analysis on each period, as shown in the following 
example. 

Assume that the early failure period is 3 months. Our reliability 
predictions indicate that the early failure rate will be about 10,000 FITS 

and that the steady-state failure rate will be about 4,000 FITS. We wish 
to obtain a precision of 0.25 at the 90-percent confidence level in 
estimating each of the failure rates in an FTS that we wish to finish in 
6 months or less. What sample size is needed? Figure 11 shows that we 
need to observe 41 failures, that is, we must observe 41 failures in the 
early-life period (months 1 to 3) and 41 failures in the steady-state 
period (months 4 to 6). Use of eq. (1) shows that we need at least 2400 
units for the early-life period and 5980 for the steady-state period. 
Since we need to satisfy both requirements we will need a sample size 
of 5980. 

The example above illustrates another important point. If you want 
to use the FTS to estimate several characteristics, then go through the 
sample size analysis for each characteristic. The FTS will satisfy all 
requirements if it has the maximum of the required sample sizes. 

In Cases B, D, E, and F, curves for several confidence levels are 
placed on one page. However, for Cases A and C, each confidence level 
would take a separate page, so only the 90-percent confidence level 
was given. For other confidence levels, see Ref. 8. 
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LETTER TO THE EDITOR 

Comments on "Voice Storage in the Network-Perspective and History," 
by E. Nussbaum * 

In a recent article E. Nussbaum discussed the FCC's rejection of 
AT&T's petition for waiver to allow the offering of Custom Calling 
Services II in the U.S. under the Computer Inquiry II decision. 
Unfortunately, references were not given to these decisions for the 
benefit of those readers who may wish to learn more about this 
apparent frustration of technology and the policy issues involved. The 
FCC rejection can be found in 88 FCC 2d 1. The Computer Inquiry II 
decision is given in 47 CFR 64.702, adopted in 77 FCC 2d 384 (Final 
Decision) on reconsideration, 84 FCC 2d 50, appeal pending sub nom 
CCIA vs. FCC, Case No. 80-471 (D.C. Cir. 1980). 

Michael J. Marcus 
Acting Chief 
Technical Analysis Division 
Office of Science & Technology 
Federal Communications Commission 

* B.S.T.J., 61, No.5 (May-June 1982), pp. 811-13. 
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