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Code generation techniques are used to program an application character­
ized by complexity arising from many special cases, and rapid changes due to 
advances in the state of the art. A formal notation-an inverted decision table 
written in a propositional logic form-is developed as a means for allowing 
expert users to describe the application in a knowledge base that code gener­
ators then can use to create production code. The complete system described 
in the paper automatically transforms a one thousand-page specification into 
a running program. The development of this system is an example of the 
formalization of the specification of a complex application. In this case the 
application is a part of the Job Management Operations System, an opera­
tional support system to aid regional Bell Operating Company construction 
and engineering processes. The techniques described, however, can be gener­
alized. 

I. INTRODUCTION 

A complex applications program that involved enumerating and 
analyzing many special cases was successfully developed using the 
notation, tools, and techniques described in this paper. Such enumer­
ative complexity is characteristic of many applications. In such cases 
a detailed knowledge of the application is in the minds of experts who 
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are best able to state the rules of the game, but are not able to program 
them. Computer scientists, on the other hand, can program but do not 
know the application in depth. Thus, the skills of these two groups 
are complementary. Formal notation and tools enable them to coop­
erate by allowing them to focus on their respective skills. 

In addition many applications have a knowledge base or set of rules 
that changes with advances in the state of the art. Since the most 
current information about the application is in the hands of expert 
users, it is desirable for them, and not programmers, to maintain the 
knowledge base of the program. This is possible when an appropriate 
notation exists for stating the application information, and when 
programming tools are available for exploiting this repository of infor­
mation. 

In this paper we discuss the development of a module of the Job 
Management Operations System (JMOS) application software. This 
development made a deliberate attempt to incorporate both (1) nota­
tion to allow expert users to describe their knowledge base in a formal 
specification, and (2) programming tools to generate the application 
code directly from this specification. Updating the programs to reflect 
changes in the state of the art then consists primarily of modifications 
to the knowledge base driving the program, and these updates can be 
performed directly by the expert users. 

In the software development method that evolved, the specification 
is developed using UNIX™ operating system shell and editing tools. 
This specification is in a form that can be used as a basis for a 
document for users, and also as a basis for mechanical translation into 
programs. From the specification, decision tables are derived by shell 
programs. Then these decision tables are translated into PL/l pro­
grams by a decision table processor developed for this application. If 
the specification has been properly composed, it then becomes a 
directly compilable program and is the primary program description. 
Although we have not achieved 100 percent of this goal, we feel that 
it is a realizable objective. 

In Section II of this paper we describe the application and those 
characteristics motivating the present work. In Section III, the evo­
lution of our approach is presented as it proceeded through several 
iterations. Section IV details the current approach to the specification­
design process. The last section is an assessment of this methodology. 

Our intended audience is programmers, specifiers (analysts and 
systems engineers), and managers involved in applications develop­
ment. 

1.1 Related work 

Decision tables are well known and have an extensive literature. 
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Their use in specifications as a methodology relevant to correctness is 
described in Gerhart and Goodenough.1 Our inverted decision tables 
resemble production systems.2

,3 Computer contains a survey of recent 
work in specification languages.4 Our own efforts in this area are 
somewhat more special purpose. The emphasis on productivity of 
programmers is part of the broader concern for productivity gains in 
the general economy. Jones is a collection of articles describing work 
in this area.5 

Code generation, long a part of compiler technology,6 rises to a 
higher level in application code generators. Reference 7 is a broad 
survey of the state of the art in 1977, and specifically discusses decision 
tables. The work of one of the authors in an earlier application has 
been reported in Levinson, Levy, and Salisbury.8 Other recent work is 
described in Refs. 9 through 14. 

II. PROBLEM DESCRIPTION 

2. 1 The application 

The JMOS system is a predominantly on-line operations support 
system that tracks and manages construction work in the outside 
telephone plant. * Its major functions are to 

• Analyze data from engineering drawings and compute the work 
content of the construction job; 

• Schedule such jobs to meet due dates, taking into account material 
availability, job priorities, and construction resources; 

• Use daily reports of work progress to track the status of jobs; 
• Analyze and report the ongoing performance of the construction 

forces; 
• Interface with accounting, budgeting, and inventory systems to 

maintain company records, produce payrolls, and track operations 
and costs. 

The application addressed in this paper deals with the first of the 
functions listed above. In particular it decomposes each work operation 
specified on an engineering drawing into two sets of components. One 
set comprises the physical tasks that must be undertaken to complete 
the work operation. The second set comprises theoretical elements 
that are used to compute a standard company work measurement 
index. 

Associated with each of the tasks in the former set is a Standard 
Time Increment (STI) allotted to perform the task. These STIs are 

* The outside telephone plant is the physical part of the telecommunications network 
that extends from the local central office to the customer's premises. It comprises cables, 
service wires, interconnection facilities, signal regeneration equipment, etc., as well as 
supporting structures such as poles, guys, anchors, strand, manholes, and conduit. 
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later accumulated and used as the basis for planning, scheduling, and 
tracking the construction jobs. Associated with each of the elements 
in the latter set is a quantity of Work Units (WUs), which are a 
relative expression of the value and complexity of the element. This 
measure allows construction work to be compared to dissimilar work 
in other areas of the telephone business. For example, craft perform­
ance is measured in terms of WU s per hour and cost performance is 
measured as dollars per WU. 

To identify the STI components, the application program must 
derive and correlate information about such things as the nature of 
the work to be performed (e.g., install a cable), the location (e.g., 
buried in a trench), the field conditions (e.g., rocky soil), and the 
equipment to be used (e.g., backhoe). Derivation of the WU elements 
is similar in concept, but differs significantly in terms of analytic 
detail. Throughout this paper we will use STIs as illustrations, since 
they are generally the more complex of the two work components. 

As an example, Fig. 1 is an annotated engineering drawing that calls 
for the installation of a new buried cable from a manhole to a pedestal 
(splice point). Note that there are four construction work operations, 
called job steps, in this example. Step 1 involves placing 500 feet of 
cable, 100 feet in a duct extending from the manhole, and the remain­
ing 400 feet in a trench. Step 2 involves the placement of a terminal, 
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Fig. I-Sample engineering drawing, 
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STEP STI CODE DESCRIPTION QUANTITY TIME 

5P01 SITE SETUP - UNDERGROUND PLACING 1 0.9 
5P14 PUMP MANHOLE 1 0.3 
5P10 PLACE CABLE IN LATERAL DUCT 1 0.8 
4P018 SITE SETUP - BURIED CABLE PLACING 1 0.4 
4P08 DIG TRENCH WITH TRENCHING MACHINE 400 1.9 
4P09 ADD FOR ROCKY SOIL 400 1.0 
4P13 PLACE CABLE IN TRENCH 400 0.6 
4P15 BACKFILL TRENCH BY MACHINE 400 1.0 

TOTAL 6.9 

2 4P17 PLACE PEDESTAL 0.5 

TOTAL 0.5 

3 S09 SITE SETUP - UNDERGROUND SPLICE 1 0.7 
S10 PUMP MANHOLE 1 0.3 
Sll SET MANHOLE PLATFORM 1 0.2 
S13A PREPARE CABLE ENDS 3 0.9 
S13C CLEAN FILLED PAIRS 600 0.6 
S13D PREPARE CABLE ENDS 3600 2.2 
S22A CLOSE Y SPLICE - NEW CABLE 1 0.8 
S39 JOIN PULP PAIRS 3000 4.8 
S41 JOIN FILLED PIC PAIRS 600 1.3 
S54 IDENTIFY AND TAG PAIRS 600 4.8 
S55 PROVIDE TONE FOR TAGGING 600 4.8 

TOTAL 21.4 

4 S06 SITE SETUP - BURIED SPLICE 1 0.4 
S13A PREPARE CABLE ENDS 3 0.9 
S13C CLEAN FILLED PAIRS 1200 1.2 
S13D PREPARE CABLE CORE 1225 0.7 
S40 JOIN AIRCORE PIC PAIRS 25 0.1 
S41 JOIN FILLED PIC PAIRS 1175 2.6 
S60 PLACE GRAVEL IN PEDESTAL 1 0.1 

TOTAL 6.0 

Fig. 2-STI components derived for sample job. 

or pedestal, in which the cable will be spliced to other cables and to a 
termination block, from which service wire can be extended into a 
customer's premise. Step 3 involves splicing (i.e., connecting) one end 
of the cable in the manhole to two other new cables installed on 
another portion of the drawing. Step 4 involves splicing the other end 
of the cable to two smaller cables and to a distribution terminal. 

The STI components of these steps are listed in Fig. 2. Figure 3 
illustrates the information supplied by the user, typically a clerk in 
the engineering office. The function of the application program is to 
analyze these input data and derive the correct set of work tasks. 

2.2 Problem complexity 

The complexity of the problem arises from a combination of static 
and dynamic factors. The static complexity is due to the inherent 
nature of telephone plant construction. The dynamic complexity of 
the problem is due to rather rapid changes in construction methods. 
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STEP 

2 

3 

4 

DATA ITEM NAME 

WORK ENVIRONMENT 
MATERIAL DESCRIPTION 
PLANT ACCOUNT CODE 
MATERIAL QUANTITY 
PLACING ACTION 
ACTION QUANTITY 

WORK ENVIRONMENT 
MATERIAL DESCRIPTION 
PLANT ACCOUNT CODE 
MATERIAL QUANTITY 
PLACING ACTION 

WORK ENVIRONMENT 
PLANT ACCOUNT CODE 
FIXTURE FLAG 
CABLE DESCRIPTION 
CABLE STATUS 
CABLE CATEGORY 
CABLE IDENTITY 
PAIR RANGE 

WORK ENVIRONMENT 
PLANT ACCOUNT CODE 
FIXTURE FLAG 
CABLE DESCRIPTION 
CABLE STATUS 
CABLE CATEGORY 
CABLE IDENTITY (1) 
PAIR RANGE (1) 
CABLE IDENTITY (2) 
PAIR RANGE (2) 

ITEM 1 

B 
AJTW-6 
45C 
500 
LDUC 
100 

B 
FCT-25 
45C 
1 
STAN 

U 
5C 
N 
CSDC-18 
N 
C 
05 
1-1800 

B 
45C 
Y 
AJTW-6 
N 
C 
05 
1201-1800 

ITEM 2 

STAN 
400 

AJTW-6 
N 
F 
05 
1201-1800 

AJTW-3 
N 
F 
05 
1201-1500 

Fig. 3-Input data for sample job. 

2.2.1 Static factors 

ITEM 3 

CSDC-12 
N 
F 
05 
1-1200 

AJTW-3 
N 
F 
05 
1501-1775 
A 
1-25 

ITEM 4 

FCT -25 
N 
F 
05 
1776-1800 

Telephone plant construction involves the use of diverse materials, 
methods, field conditions, equipment, and types of operations. In 
particular this work employs over five thousand different material 
items in over 50 classifications. Some 265 different work tasks and 80 
work-unit elements characterize just two major classes of work oper­
ations-placing and splicing. 

Placing work includes the installation, removal, and rearrangement 
of materials and entails the use of many different types of specialized 
equipment and methods. There are also four distinct field environ­
ments to consider: 

1. Aerial-cable and other materials supported by poles; 
2. Buried-cable buried directly in the ground; 
3. Building-cable and other materials placed on and within build­

ings; and 
4. Underground-cable installed in underground conduits extend­

ing between manholes. 
The following illustrates the complexity just of the installation of 

buried cable: 
There are two common installation methods-plowing and trench-
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ing. With plowing, one of two types of vehicles may be used-one with 
a static plowshare or one with a vibrating plowshare. With the trench­
ing method, either a backhoe or a specialized trenching machine may 
be used to dig the trench. In some cases trenches are even dug by 
hand. For each of these methods and types of equipment the system 
must assign work tasks and associated times. Additional time is 
required if the soil is rocky. Furthermore, there are some ten special .. 
ized operations, used in conjunction with or in place of these standard 
methods, that must be selected on a case by case basis for each job 
step. 

Splicing is the second major class of work performed by the con­
struction forces. Here there are fewer methods and types of equipment 
involved than with placing. However, the normal splicing process is 
more detailed and complex than its placing counterpart, so that a 
given step often involves many more work tasks. Consequently, the 
analysis of splicing input is inherently more difficult and requires the 
use of rather esoteric algorithms. 

For example, consider Step 4 in Fig. 1. As Fig. 1 shows, the input 
for this splice includes a description of each cable, along with the 
identification of its component pairs. Consider the cable at the top 
right side of the splice. It is designated as AJTW -3, which means it 
contains 300 pairs, has color-coded plastic insulation on the copper 
wires (known as PIC cable), and is filled with a petroleum jelly 
compound to render it waterproof so that it can be buried directly in 
the ground. The pairs in the cable are numbered 05, 1201 through 05, 
and 1500. Algorithms in the splicing module examine the pairs in each 
cable and determine which are being connected, disconnected, or 
rearranged. Subtotals, computed by type of cable (e.g., filled PIC), are 
used to derive the quantities of STIs and WUs for the splice. For this 
splice a total of 1175 filled PIC pairs and 25 regular PIC pairs are 
being joined. Similar analyses are performed to derive the other STIs 
and WUs for the step. 

Describing the work operations outlined above requires the use of 
five different data-entry formats. The original word specification 
describing the application was over 150 pages long. The new specifi­
cation described in this paper is over one thousand pages long. 

2.2.2 Dynamic factors 

The application faces additional complexity due to dynamically 
changing construction operations. New materials, tools, and tech­
niques are constantly emerging. The application must be able to be 
modified frequently to keep abreast of these changes. For example, 
lightguide cable is currently being introduced very rapidly. This re­
quires new placing and splicing procedures. 

DECISION TABLES 539 



In addition to this normal evolution, the problem was recently 
complicated further by the reissuance of completely revised sets of 
both work tasks and work-unit elements. These revisions were trig­
gered by the recent completion of extensive statistical studies of 
telephone construction methods. 

III. EVOLUTION OF APPROACH 

3.1 Informal word specification 

Development of the prototype version of JMOS was started in late 
1980. At that time the preliminary specifications described the deri­
vation of work tasks (and associated standard times) to be associated 
with different outside plant construction operations. The document 
was over 150 pages long and its interpretation required extensive 
discussions between the software developers and the system engineer. 

An example of the style of the original specification is the following: 

Original Specification Style 

If the step is entered on a Placing Work mask, the work environment is "buried," the 
material class is "cable," and one of the following conditions is met: 
• The placing action is "trench with backhoe," "trench by machine," or "trench by 

hand." 
• The placing action is "standard," the account code classification is "c," and the 

Profile Table specifies trenching with a backhoe or a trenching machine as the 
standard buried cable placing method. 

Then for each foot of cable, generate: 
1 4P13 PIc Ca in Trench 

Although this example captures the flavor of the original specifica­
tion, it does not indicate the level of complexity of the specification or 
of the changes that resulted from either errors in specification or 
typing. Suffice it to say that there were pages of the original specifi­
cation in which the marginal notes and corrections were comparable 
to the typing on the page. Indeed, the changes were so extensive, and 
the specification so complex, that it was never reissued with correc­
tions. 

3.2 Manual translation to design 

At that time it seemed clear that the amount of detail in the 
specification document, and the need for interpretation, would prob­
ably induce a fairly extensive debugging effort once the programs were 
written. When coupled with the fact that there were also undoubtedly 
errors in the specification itself, that some parts of the specification 
were incomplete, and, finally, that the specification would be exten­
sively revised in 1982, we decided to use decision tables. 
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3.3 Decision table and processor 

Decision tables are a well-known schema for specifying algorithms. 
They are, in effect, a deterministic version of the production systems 
currently popular in artificial intelligence applications. The advan­
tages of decision tables are that they are quite change tolerant and 
fairly readable. Their disadvantage is that they represent a natural 
solution to only a part of the problem-there are algorithms that do 
not readily fit into decision table form. 

A search of various software resources failed to turn up any decision 
table processor, both available and supported, that could generate 
PL/I code-although we did find several that met two of these three 
criteria. Accordingly, a decision table processor was built that has 
been used in JMOS for the development of an operational prototype. 

The format ot the decision table that was used is shown below: 

!D-TABLE:sti-p-bu 
!VERSION:%I%,DATE,%D% 
!============================================= 
%logical 

buriedpla 
cable 
backhoe 
trencher 
hand 
standard 
pacc 
opf~ackhoe 

opf_trencher 
%conditions 

buriedpla 
masktype = 'p' & workenv = 'b' 

cable 
mattype = 'cable' 

backhoe 
plaatn = 'ctrb' 

trencher 
plaatn = 'ctrm' 

hand 
plaatn = 'ctrh' 

standard 
plaatn = ' stan' 

pacc 
paccls='c' 

opf~ackhoe 

opf_tbl ( , btL-cbl.-l11th' ) = ' backhoe' 
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opf_trencher 
opf_tbl('b~cbl-IDth')= 'trencher' 

%actions 
s4p13 
CALLad~sti('4p13' ,rnatqty, jobstep_ptr, index, 

total); 
$indexer 

%specifications 
bur iedpla & cable & (backhoe I trencher I hand I 

( standard & pacc & (opf~ackhoe I opf_trencher) ) ) 
% 4p 13 

The interpretation of this decision table specification is as follows: 
• Lines beginning with '!' are comment lines and are ignored by 

the decision table compiler . 
• Lines beginning with a '%' are syntactic markers, which denote 

the headings of sections of the decision table. 
There are four sections to the decision table. 
1. Logical-This section consists solely of a list of the logical 

conditions occurring in the decision table. It is used to compile decla­
rations in the object program. 

2. Conditions-This section assigns values to the logical variables. 
In the object ptogram, buriedpla will be true ifrnasktype is 'p' and 
workenv is 'b'. The decision table will compile this into an assign­
ment statement initializing the logical variable. 

3. Actions-This section identifies action stubs of the decision 
table. In general, the actions are a sequence of PL/l statements and 
PL/l preprocessor statements. In the example, s 4 p 1 3 consists of a 
procedure call, and a preprocessor statement. 

4. Specifications-This section relates conditions and actions. A 
set of specific actions to the right of the '%' symbol will be invoked if 
the Boolean expression to the left of the '%' symbol is true. 

The decision table processor is a very straightforward implementa­
tion in the UNIX system, written in a combination of shell-level tools, 
primarily a wk. Although there was no optimization performed in 
generating object code from the decision table, the performance was 
quite acceptable supporting our thesis that, in general, application 
code is not performance limited. However, had performance been a 
problem, it would have been possible to include optimization in the 
decision table processor without changing the decision table source. 
(The source code of the decision table is almost two orders of magni­
tude larger that the source code of the decision table processor, so 
clearly the processor would have been the place to optimize.) 

The decision table approach did, in fact, accomplish what we thought 
it would. It was change tolerant, and more readable if only because it 
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was more concise than the PL/I code. The decision table source 
resides in some 17 decision tables, each of which translates into a 
PL/I program. These 17 PL/I programs comprise in excess of ten 
thousand lines of code. 

But once extensive debugging was under way, the decision table did 
not satisfy our needs completely, since there was no direct way to 
relate outputs to inputs. The same work task output could be generated 
by anyone of a number of decision tables since these were organized 
by generic categories of the application. Thus, the problem was to 
develop a means of tracing an output back to its input. 

3.4 Decision table inverter 

The format that evolved to solve this problem of correlating outputs 
to inputs was an inverted decision table. These tables, which are 
generated by shell programs, list each output, the programs that 
generate each output, and, for each program, the conditions under 
which the output arises. This inverted decision table, which is an 
extended form of cross-reference listing, made the debugging easier 
and became an invaluable aid in this phase of the project. 

The concept of a decision table inverter can best be visualized by 
considering the tabular form of a decision table: 

Conditions 
Cl T 
C2 T 
C3 F 

Actions 
Al x 
A2 

F 

x 
x 

T 
F 

T 
T 
T 

x 
x 

In this standard form of decision table, the relationship between 
conditions and actions is specified by the vertical columns. Each 
vertical column corresponds to a given set of input conditions. To 
determine what output actions apply, one starts with the specification 
of input conditions and searches for a column that matches those 
input conditions. The corresponding action portion of that column 
defines the output actions in that case. 

Suppose that one wanted to know what input conditions could 
generate a given output. Then, even though the information is con­
tained in the decision table, it is not in a convenient form. On the 
other hand, if one inverts the decision table, then the actions appear 
as the entry points that one uses to search for conditions that could 
generate those actions. The inverted decision table for our example is 
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Actions 

Conditions 

Al 
A2 

Cl 
C2 
C3 

x 

F 

x 
x 

F 
T 

x 

T 
T 

Although the inverted decision table is the current conceptual model 
of our methodology, it was first conceived of as a generalized cross­
reference listing to assist in debugging the prototype software. This 
generalized cross-reference listing, or inverted decision table, was 
produced automatically from the decision table source listings. 

The major problem still remaining was that the translation from 
the specifications to decision tables was very labor intensive, entailing 
considerable human interaction between programmers and systems 
engineers to interpret the specifications. To solve this problem, the 
inverted decision table was used as a model for the next iteration of 
the specification documents. In this next iteration, the specification is 
used as an input to a processor that directly generates the decision 
tables, as an intermediate step, and then the PL/I code. The specifi­
cation itself then acts as a cross reference and is accurately embodied 
in the code. 

It would, of course, be possible to produce the object code directly 
from the formal specification without producing the intermediate form 
of decision table. However, there were at least three reasons for not 
doing this: 

1. In generating software it is desirable to decompose the process 
into a sequence of simple transformations such that each transfor­
mation is easy to implement efficiently and correctly. 

2. The intermediate form of the code represented by the decision 
table can be used to provide several different versions of the final 
program. Some of these versions may have more extensive diagnostics 
to be used in the debugging phase. In fact, some of the versions were 
so used. 

3. We had at this stage of the project a· working decision table 
processor that did a significant part of the transformation for us. 

IV. CURRENT APPROACH 

The development of the prototype system began in the fall of 1980, 
and at that time the decision table processor was written. During the 
first half of 1981, the decision table processor was used to produce 
PL/I code. In the late summer of 1981, the decision table inverter was 
written to assist in the debugging of the prototype. In planning for the 
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production release, we decided to use the inverted decision tables as a 
model for the software specification itself. 

The current approach requires that a systems engineer write a set 
of specifications, which are then automatically translated into produc­
tion software. The specification must conform to a rigid documenta­
tion format and use a propositional-calculus-type language with a 
limited vocabulary and a simple syntax. The specification is machine 
readable so that the two-stage code generation program can transform 
it first into decision table format and finally into PL/1 code. 

Section 4.1 details the specification generation process. This in­
cludes a description of the specification structure and the language 
developed for the application. Also described are several software tools 
designed to aid in the preparation of the specifications themselves. 

Section 4.2 describes the process of translating the specifications 
into finished code. This includes the two stages of the translation 
process as well as the handling of several special problems, such as 
the addition of program elements not expressly included in the speci­
fication. 

Section 4.3 discusses the performance improvements that result 
from this current approach. These include programming efficiency, 
streamlined debugging, and vastly simplified maintenance. 

4. 1 Specification: language and preparation 

4.1.1 Document structure 

The specification document contains three parts-logic modules, 
data structures, and function definitions. A logic module defines a set 
of conditions required to generate a single STI task or WU element. 
There are about 650 of these modules, which constitute over 90 percent 
of the total specification document. The data structures define the 
vocabulary of the specification language. There are five parts to the 
data structure section, corresponding to the five data-entry formats. 
The function definition sections define 20 special functions referenced 
in the logic modules. These functions perform numerical computations 
or evaluate logical conditions that either cannot be handled by the 
logic modules or that are common to many logic modules. 

Presently our code generation tools work only on the logic modules. 
The data structures are used to manually produce the PL/1 data 
declarations. The 20 functions are manually coded. 

4.1.1.1 Logic modules. Each logic module comprises six parts (see 
Fig. 4, which defines the conditions for STI task 4P 13). 

1. Title-The first line of the module is the title. It indicates 
whether the module applies to an STI task or to a WU element and 
identifies the specific task or element involved. Thus if the conditions 
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STI 4P13 

Description: 
Place cable in a trench. 

Level: job step 
Factor: matqty 

Conditions: 

Notes: 

mask type = epw & 
<like cable> = 'true' & 
{plaatn ctrb I 

plaatn = ctrm 
plaatn = ctrh 
plaatn = ctr I 

( wrkenv = b & 
plaatn = stan & 
pacclass = c & 
OPF(bu_cbl_plc_mth,argl) plow 

1. No work environment check against actions ctrm, 
ctrb, ctrh, ctr, since these apply 
unambiguously to buried plant. 

2. Actions bore and push are not allowed here 
(i.e., to generate cable placement), since they imply 
only that structure work is to be done. If cable is 
placed in conjunction with this other work, then the 
EPW mask should be used to enter multiple actions. 

Fig. 4-Logic module for STI 4P 13. 

specified in the remainder of the module are satisfied, then some 
quantity of this task is required to work the job step being analyzed. 

2. Description-The second section is a word description of the STI 
task or WU element denoted by the title. In cases where more than 
one logic module applies to a given task, the description differentiates 
among the cases. The purpose of the word description is simply to aid 
persons reading the specification. 

3. Level-The third section is a one-line entry that specifies the 
operating level of the logic module. The set of possible levels that may 
apply are defined by the data structures document and correspond to 
the hierarchical layers of data defined for each of the five entry forms. 
For example, for a placing step entry form, the possible levels are job 
step, supplementary placing action, and plant account code. 

The level factor controls the processing of the logic module. The 
conditions in the module are evaluated once for each appearance in a 
job step of the data denoted by the level parameter. Thus if the level 
is job step, the module is evaluated once for a step. In the placing step 
example cited above (see also Fig. 4), the level is supplementary placing 
action, so the module is evaluated once for each action entered for the 
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step. (From 0 to 20 of these entries are allowed for a single placing 
step.) 

The reason for varying levels is that different tasks apply at each of 
these levels. For example, since the task of setting up a work site 
applies to a job step as a whole, the logic module for a site set-up task 
is evaluated only once Uob-step level) per step. On the other hand, a 
task associated with a placing action (e.g., STI 4P 13 as shown in Fig. 
4) must be evaluated for each action entered for a step in order to 
determine how often it applies. 

4. Factor-The fourth section is another one-line entry. It specifies 
the quantity of the associated task to be generated if the conditions of 
the module are satisfied. This value must be numerical. It may be a 
fixed number (a constant), a variable name corresponding to an input­
data item, or the result of a function computation. In the example in 
Fig. 4, the factor is the quantity associated with the placing action 
and represents the length in feet of the trench to be dug. 

5. Conditions-The fifth section is the main body of the logic 
module. It defines the logical conditions that must be satisfied in order 
to generate the associated task. The conditions are written in a 
propositional-calculus-language form developed specifically for this 
application (see Section 4.1.1.2 for a detailed description). 

The conditions specify the various combinations of data values that 
indicate the need for a given STI task or WU element. They may 
include references to data entered by the user, parametric data derived 
from these entries, the output of functions applied to these entries, or 
fixed parametric data extracted from tables that define the standard 
operating methods used by the local construction organization. 

6. Notes-The last section contains an optional set of notes. Notes 
are provided to explain certain aspects of the conditions that may not 
be obvious to the reader. They may also be used to further differentiate 
a given module from others that apply to the same STI or WU.* 

4.1.1.2 Data structures. Each data structure lists the set of data items 
used in the logic modules and functions associated with a particular 
data-entry form. Figure 5 illustrates the data structure for the placing­
step entry form. 

Note that the data items are partitioned by operating level (see 
Section 4.1.1.1). For placing steps there are three such levels. The job­
step level contains all those data items that apply universally to the 
step (e.g., only one material description-matdsc-is entered for a 
placing step). The second level is supplementary placing action. Two 

* Typical reasons for specifying multiple logic modules for a given task are that the 
task can be generated from more than one input form, at more than one data level, or 
with more than one quantity factor. 
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Structure: EPW 

Description: 
Data structure for EPW (placing work) job steps. 

Contents: 

Notes: 

STEP 

jobstp' 
rskeystp 
rsgrpid 
masktype 
pacclass 
wrkenv 
matdsc 
matclass 
mattype 
matsize 
plaby 
facts tub 
matqty 
plaatn 
rdsd 
hivltpro 
'suppatn 
'stppac 

job step number 
RS key step flag 
RS group i.d. 
mask type 
stppac (1) class 
work environment 
material description 
material class 
material type 
material size 
placed by indicator 
factory stub flag 
material quantity 
placing action 
road side flag 
high voltage protection flag 
number of supplementary placing actions 
number of plant account codes 

SUPPLEMENTARY PLACING ACTION 

suppatn 
atnqty 

supplementary placing action 
supplementary placing action quantity 

PLANT ACCOUNT CODE 

stppac plant account code 
pacqty plant account code quantity 
paccls plant account code class 
meas measured account flag 
plttype plant type 

1. Note that the SUPPLEMENTARY PLACING ACTION & PLANT ACCOUNT CODE 
portions of the data structure are parallel. They each relate 
directly to the STEP level. 

Fig. 5-Data structure for placing data-entry forms. 

data items are associated with each supplementary placing action in a 
step. Up to 20 pairs of such data may be entered for a placing step. 
The third level is plant account code. Two data items are also associ­
ated with each plant account code and up to three pairs of such data 
are permitted per step. Note that the second and third levels in this 
case are parallel, in that each homes on the job-step level. For other 
types of steps, the data-structure hierarchy may be three levels deep. 

The location of a given data item in the data structure denotes its 
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availability to the logic modules. The general rule is that a data item 
may be used in a logic module or function for which the specified level 
is the same as or lower than the level at which the data item is defined. 
For example matdsc may be used in any placing-step logic module or 
function, since it is defined at the highest level of the data structure. 
However, suppatn may only be used in those logic modules or func­
tions that apply to the supplementary-placing-action level. 

The data items listed in the data structures define most of the 
variables used by the specification language. These data items may be 
entered directly by the user via an entry form (e.g., matdsc), or they 
may be derived from an entered value (e.g., matclass is a parametric 
data element associated with matdsc and extracted from a table of 
material descriptions). Other than items in the data structures, the 
only data variables allowed in the logic modules or functions are 
function references (e.g., (like_cable) in Fig. 4) or references to the 
Operations Profile Table, which defines the standard operating meth­
ods used by each local construction organization (e.g., OPF (blLCbl_ 
plc--IDth) in Fig. 4 defines the standard method for placing buried 
cable). 

4.1.1.3 Function definitions. A function is used either to perform 
numerical computations, which cannot be handled by the propositional 
calculus language, or to evaluate complicated logical conditions that 
appear in numerous logic modules or functions. The function defini­
tions are structured much like the logic modules. Each has seven parts 
(see Fig. 6, which defines the logical function (1 ike_cable) and Fig. 
7, which defines the numerical function (#reg_pr_trans_sp». 

1. Title-Name of the function. 
2. Description-Word description of the function. 

Function: <like_cable> 

Description: 
Determine whether material item for step is cable 
or some item similar to cable (eg, ground wire, 
air pipe, innerduct, or lightguide). 
Used on EPW steps and with RS logic. 

Level: job step 
Step Type: epw 
Data Type: logical 

Conditions: 

matclass = cable 1 
mattype = ground wire 1 
mattype = electrolys wire 
mattype = air_pipe -I 
{ matclass = fiber_op~eqp & 

{mattype innerduct 
mattype = lightguide 

Fig. 6-Definition for logical function (1 i k e_c a b 1 e ) . 
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Description: 
Calculates the total number of regular pairs transferred for 
an SP step. 

Level: job step 
Step Type: sp 
Data Type: numeric 

Algorithm: 

total = 0 ; 

for ( i = 1; i <= 'cblsht; i++ ) 

total = total + 'trspr 

return ( total - 'spcpr ) ; 

Fig. 7-Definition for numeric function ( #reg_pr_trans_sp). 

3. Level-Operating level of the function. It is basically the same 
as defined for the logic modules (see Section 4.1.1.1). There is one 
slight difference, however: In numerical functions it is possible to 
selectively operate at levels lower than the one specified for the 
function as a whole by means of an iteration segment. These segments 
are denoted as for loops in the function algorithm. 

4. Step type-Denotes the type(s) of data-entry form(s) to which 
the function applies. 

5. Data type-Denotes whether the function computes and returns 
a numerical value, or evaluates a set of logical conditions and returns 
a true or false value. 

6. Conditions/algorithm-The main body of the function. If the 
function is logical, this section contains the conditions that must be 
satisfied in order to return a value of true (if the conditions are not 
satisfied, false is returned). The conditions are written in the same 
propositional-calculus-language form used in the logic modules (see 
Section 4.1.1.1). If the function is numerical, this section contains the 
algorithm used to compute the numerical value. The algorithm is 
written in a predicate calculus form and includes iteration capabilities 
(patterned after the C programming language). 

7. Notes-An optional set of notes to provide an expanded expla­
nation of the function to the reader. 

4.1.2 Specification language 

As noted previously, the conditions section of a logic module or 
function is written in a propositional-calculus-language form. This 
section describes some of the grammatical rules of that language, 
incuding the syntax and vocabulary. 

4.1.2.1 Syntax. The primary syntactic rules are: 
1. A condition statement comprises one or more logic expressions 
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<expression> ::= <exprl> I <exprl> or <expression> 
<exprl> ::= <expr2> I <expr2> & <exprl> 
<expr2> ::= <variable name><logical operator><data value> I 

{ <expression> } 
<variable name> ::= any variable listed in the data structure 

<function> I <opf ref> 
<opf ref> ::= OPF«opf op name><opf arg position» 
<opf op name> ::= any operation listed in the OPF table 
<opf arg pos> ::= argl I arg2 I arg3 
<function> ::= < <functIon name> > 
<function name> ::= any function listed in the function definitions 
<logical operator> ::= <lexical op> I <numerical op> 
<lexical op> ::= = I -= 

<data value> ::= <variable name> <constant> 
<numerical op> ::= = -= I < I <= I > I >= 

<constant> ::= <number> I <string> 'true' I 'false' 
<number> ::= any integer or decimal number 
<string> ::= any character string 

Fig. 8-BNF syntax of specification. 

joined by the connectors "and" (&) or "or" (I), and possibly grouped 
by curly brackets, I I. 

2. A logic expression is a comparison between a data variable and a 
data value of the form 

(variable name) (logical operator) (data value) 

3. Permissible logical operators include = and -=, which may be 
used with any variable, regardless of type. The other operators, (, (=, 
), and ) =, may be used only with numerical variables. 

4. By convention, each logic expression is stated on a separate line. 
5. By convention, curly bracket groups are indented to show the 

level of imbedding. Also, the closing curly bracket is positioned on a 
separate line directly below the opening bracket in a given group. 

6. By convention, connectors (&, or)* are placed at the end of the 
last line containing the first of the two expressions being joined. 

Figure 8 formally specifies the syntactic rules of the language. The 
Backus-Naur Form (BNF) definition given here leaves out the format 
of the specification that was incorporated as essentially a syntactic 
component. It would be possible, by extending the BNF notation to 
include horizontal and vertical positioning symbols, to include the 
format as part of the grammar. For example, if CR is used as the 
symbol for a carriage return, then the second part of the first definition 
would read (expr 1) or CR (expression). A full discussion of the 
considerations of including formats as part of the grammar would be 
tangential to the main concerns of this paper. 

4.1.2.2 Vocabulary. Other than the connectors and logic operators 
noted in the previous section, the specification language vocabulary is 
limited to two classes of terms: variables and constants. 

* In the act un) object language, "or" is denoted by I. Here we have reserved the use 
of I for the metalanguage disjunction. 
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The variables have already been defined (see Sections 4.1.1.1 and 
4.1.1.2). They include the items listed in the data structures, the 
functions, and the references to the Operations Profile Table. Varia­
bles may appear on either side of the logical operator in a logic 
expression, though they usually appear on the left. 

Constants may be numbers or character strings and may appear 
only on the right side of a logic expression. Common examples are 

plaatn = plac 
matsize <= 400 

A constant must match in type and value one of the acceptable 
values of the variable to which it is being compared. 

Two special constants are true and false. These correspond to the 
binary values of logical variables. They are used to make the specifi­
cation more readable. 

4.1.3 Derivation 

Several programming tools were developed to aid in preparing the 
specifications. These enable the systems engineer to write a source file 
using severely abbreviated terminology and a very simple, loose format. 
The tools translate and expand the abbreviations into finished vocab­
ulary and syntax. They also produce a finished format that adheres to 
all of the necessary conventions. For example, Fig. 9 is the source file 
corresponding to the logic module shown in Fig. 4. 

Because of the magnitude of the specification, this tool provides 
several major benefits. 

• It reduces typing significantly and enables much of the specifica­
tion to be drafted directly on-line from working notes; 

• It eliminates the need for word-processing support to convert the 
draft into a finished document-a finished specification is pro­
duced within minutes; 

• It reduces typing errors; 
• It guarantees that formatting is consistent and adheres to all 

conventions; and 
• It simplifies correction and maintenance. 
In addition to the translating and formatting programs, the UNIX 

operating system screen-editing tools were used to create templates of 
recurring logical conditions. These templates were then inserted where 
appropriate, usually requiring only minor editing changes or no 
changes at all. This eliminated the need to retype these sections. 
N early half of the specifications for placing steps were written using 
such templates. 

552 TECHNICAL JOURNAL, FEBRUARY 1985 



gn GENERIC 1.0 
tl SPECIFICATION FOR STI LOGIC -- BURIED PLANT PLACING WORK 
id task STI 4P 

hd 13 
dsc 
Place cable in a trench. 
enddsc 
Iv step matqty 
cn 
epw & 
<like cable> 'true' & 
{ pa ctrb I 
pa ctrm I 
pa ctrh 
pa ctr I 
{ wb & 
pa stan & 
pc & 
OPF(bu cbl plc mth,argl) -= plow 
} - - -
} 

Note 
1. No work environment check against actions ctrm, 

ctrb, ctrh, ctr, since these apply 
unambiguously to buried plant. 

2. Actions "bore" and "push" are not allowed here 
(i.e., to generate cable placement), since they imply 
only that structure work is to be done. If cable is 
placed in conjunction with this other. work, then the 
EPW mask should be used to enter multiple actions. 

endnote 

Fig. 9-Specification source file for STI 4 P 1 3. 

4.2 Mechanical translation to design 

The objective of a mechanical translation to design is to take the 
specification from a file on the UNIX system Programmers' Work­
bench and after performing the appropriate transformations, submit 
the PL/l source code corresponding to the specification for compila­
tion via a Remote Job Entry (RJE) link. Once such a mechanical 
translation is realized, many problems at the object level can be 
resolved at the metalevel where they are often easier to deal with. 

The complete process is a shell procedure called spec to pli. 

Spec_to_pli performs the following steps in sequence: 
• Retrieve files-Retrieves the specification files. 
• Preprocess specifications-A buffer step to filter out any nota­

tional variations in the specifications, and ensure that the input 
to the rest of the code generation process is "under control of the 
code generator. 

• Split out the component files-A single specification file may 
·specify several decision tables. These are broken out in this step. 

• Alphabetize the Booleans-A housekeeping routine. To make the 
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object code more systematic, the logical variables corresponding 
to the condition codes in the decision tables are alphabetized. 
(There are often close to one hundred such variables.) 

• Shorten the lines-The code generator may use very long lines 
internally in its list of logical variables, but the PL/I environment 
limits the line length to 72 characters. 

• Rename files-An interface to match the file names to those 
expected by the decision table processor. 

• Assemble files into decision tables-The four component parts of 
the decision table, described above, are assembled here. 

• Generate PL/I from decision tables-The decision table processor 
itself. 

• Add JCL to PL/I code-The job control statements needed by 
Time-Sharing Option (TSO) are added here. 

• Cleanup-Remove miscellaneous working files that have been 
generated in previous steps. 

• Send to TSO-Submit to RJE. 
• Save the decision table and the PL/I code-These items are 

stored in a separate directory, where they may be inspected, or 
printed out. 

Translation from a specification to a design requires the addition of 
those elements that are present in a design but are not present in a 
specification, or that are present in both but in a different form: 

• Variable declarations, defining the types of the variables, are 
generally not present in a specification; 

• Organization of sets of variables into a larger structure is present 
in a design because of programming or database considerations, 
but is not usually present in the specification. 

• If the design uses components that are referred to in the specifi­
cation, but not described there, the design must solve the problem 
of resolving these references by including, or linking, the appro­
priate code. 

• Occasionally, aliasing problems arise because of the preceding 
item, and the mechanical translation must deal with these. 

The solution to these problems is a program that constructs a 
structure to which the code in the decision table refers. In this 
structure, the organization, types, and specific names of the variables 
as seen by the decision table are all under our control. While it would 
be possible to write the code manually for the procedure to populate 
this mediating structure, it is rather simple to generate both the 
declaration of the structure to be populated and the program to fill it 
from a small data dictionary maintained for this purpose. This data 
dictionary can be a rather simple, ad hoc facility since it is designed 
for a rather limited purpose. 
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4.2.1 Current status of the code generator 

The current version of the code generator accepts as input the 
specification files, in the formatted version that is the customer copy 
of the specification. This is a propositional logic description of the 
conditions that generate the appropriate work credits-and, as noted 
above, is essentially an inverted decision table. The 20 specification 
files comprise 850 pages. The outputs of the code generators are 41 
decision tables and their associated PL/l programs, since most of the 
specifications produce more than a single decision table. The PL/l 
code is approximately 16,500 lines of source code, the lines being 
relatively densely populated. Both the decision tables and the PL/l 
code are stored in files, with the PL/l being sent for compilation as 
well. 

The code generator running time is about 0.1 second/line of system 
time, and 0.3 second/line of user time. In off hours the elapsed real 
time is about 0.6 second/line. Thus it is quite reasonable to regenerate 
the PL/l code overnight if necessary. 

4.2.2 Productivity 

The literature on programming productivity describes several high­
productivity methods for generating programs. Foremost among these 
are two techniques: reusable code and code generators. The reuse of 
code is applicable when one is developing a set of programs for similar 
applications, and common functions can be identified among the 
various applications. In that case the first application in the set to be 
developed pioneers the code, and subsequent applications reuse it. If 
the subroutines cannot be reused without modification, then they 
should be generalized in the hope of anticipating future requirements. 
Thus after several iterations, a considerable library of common func­
tions and subroutines can be developed. The foremost example of 
reusable code is the extensive scientific subroutine package of Fortran. 

In the present application, the cases of enumerative complexity are 
sufficiently specialized that it does not seem likely that any other 
application would have need for these particular specifications. For 
this reason we have chosen to use the techniques of code generation 
here. 

As far as programmer productivity, a productivity rate in excess of 
ten thousand lines of tested code per year is readily achievable using 
code generation techniques. Indeed, the goal of code generation tech­
niques is to ultimately put the programmer in the position of only 
developing and maintaining the code generators. In that case, appli­
cations experts would retain all of the knowledge about the application 
and would generate formal specifications that could be compiled 
directly. Indeed, the purpose of formalization is to abstract the seman-
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tics of the problem so that the programmer can deal with it as a purely 
syntactic problem. 

The code generation time required to produce all of the decision 
tables and associated PL/l code for one 62-page specification was 1.5 
minutes of system time-4.5 minutes of user time-in a UNIX system 
on a VAX 11-780 computer. * The four decision tables generated in 
this case were 350 to 400 lines each. 

Using this code generator, it was possible to generate a completely 
fresh set of decision tables and PL/l code each time that the specifi­
cations were changed. In this way the specifications did indeed become 
the primary program description. 

v. ASSESSMENT 

The methodology and tools described in this paper were effective in 
producing a complex product on schedule, with the assurance that the 
program corresponded to the specification. Indeed, most of the speci­
fication files were revised, some of them extensively, within the final 
week prior to delivery. When such revisions were necessitated because 
the specification did not accurately state the conditions for various 
work credits, the production code was regenerated from the revised 
specification. This has the advantage that the last-minute changes to 
the code are not patches, and avoids the problem of introducing new 
bugs when fixing old ones. 

The development of the module described in this paper supports the 
thesis that increasingly large roles in the software-development proc­
ess should be played by code generation techniques. Indeed, the major 
problems encountered in the process of producing the code arose 
because we did not have some tools that should be part of the code 
generation facility. Examples are 

• Syntax checking-There was no syntax check of the specification. 
Syntax errors in the specification showed up only as compile-time 
or run-time errors. 

• Semantic checking-No tests were run to determine the correct­
ness of the specification, until it was translated into production 
code. Most of the errors that were detected in the operational 
tests of the software were errors that could have been found by a 
diagnostic tool capable of executing the specification. 

The code generation process also provided severe tests of other 
software. The symbols and data structures that were generated ex­
ceeded the capacity of some of the available tools. Examples are 

• Variable names are constructed automatically by the code gener-

* Trademark of Digital Equipment Corporation. 
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ator and are semantically significant as an aid in diagnosis. Thus 
the statement in the specification: 

paeelass = 'e' 

generates the logical identifier: 

In some cases, this translation yields symbols that exceed the 31-
character PL/I limit on identifiers. (In those cases, prqvision was 
made in the generator to shorten the names. It was necessary in 
those cases to take special precaution to avoid name conflicts 
where two distinct names might have the same 31-letter prefix.) 

• Lines constructed by the code generator often contained the entire 
specification of the conditions for a work task. In unabbreviated 
form these lines might be as long as 1,500 characters. Since awk 

is one of the primary tools used by the code generator and has a 
line length limit just under 512, this caused a problem. The 
solution was to use data compression and expansion at different 
stages in the generation process. (The primary tool used to effect 
the data compression and expansion is sed-the UNIX system 
stream editor.) 

In summary, the development of formal specifications and their 
automatic processing by computer yielded significant dividends in the 
JMOS project. Considering that the technology of application software 
generation is still quite new, we expect that much greater dividends 
can be obtained as we learn how to manage and organize software­
development projects to more fully exploit this technology. In addition, 
new and improved tools and techniques will arise from aspects of the 
code generation process that are different from the manually produced 
code. 

Although we attempted to quantify the productivity gains that result 
from the processes that we have described, we feel that the technology 
is too new and there are too many variables to support particular 
claims. Much of the time of the authors was spent in developing tools 
and learning how to use them. Still a significant improvement was 
obtained in both the quality and quantity of the specifications and the 
delivered code, even when no allowances are made for the time spent 
developing the tools and learning how to use them. 
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The BX.25 link-layer protocol is a standardized procedure for establishing 
and maintaining a connection across a data link. Virtually all such standard­
ized communication protocols worldwide are defined through English-language 
specifications. While the English-language BX.25 specification was developed 
with exceptional care and in fact represents an improvement over the inter­
national standard X.25, it is argued here that it, or any English-language 
specification, can be expected to fall short of the implicit objective: to define 
implementations that will be mutually compatible and satisfy given perform­
ance criteria. An alternative formal specification is presented. A~ong its 
attributes are that it is by its nature mathematically precise; it provides a 
medium for formal structured development and formal proof of performance 
of a task (validation) independent of any implementations; and the formal 
specification may be implemented into software or hardware in an automated 
fashion, reducing the need for laborious and repetitive implementations and 
virtually eliminating the need for "certification" of implementations. The 
specification given here can also be used to resolve issues of vagueness, 
ambiguity, and contradiction as they arise in the English-language BX.25 
specification standard. 

I. INTRODUCTION 

The BX.25 link-layer (level 2) protocol is for data packet inter­
change between DTE (Data Terminal Equipment) customer equip­
ment and DCE (Data Circuit-Terminating Equipment) network equip-
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ment, or between two DTEs, over a single data link (a general reference 
for the terminology used here is Ref. 1). The protocol is designed with 
the expressed intention to be compatible with the International Stand­
ards Organization (ISO) Standard High-level Data-Link Control 
(HDLC) and International Telegraph and Telephone Consultative 
Committee (CCITT) Recommendation X.25 Link Access Procedure 
B (LAPB). 

1.1 Function of level 2 

The functional purpose of level 2 is to provide end-to-end transmis­
sion of "frames" (packets) with the capabilities of error and flow 
control. Error control is provided through error detection and error 
correction. Error detection is accomplished by means of a Cyclic 
Redundancy Check (CRC) for detection of erroneous frames, and by 
level 2 issued sequence numbers for detection of lost frames. Error 
correction is accomplished by retransmission of lost or erroneous 
frames. Flow control is provided through interstation signaling, which 
interrupts the generation of frames at the remote end. The protocol is 
defined for use on a synchronous, full-duplex link. 

1.2 OSN specification of level 2 

This paper is based upon the following document, hereinafter re­
ferred to as OSN: "Link-Layer Logical Interface," Section 2, Opera­
tions System Network Protocol Specification: BX.25, Issue 2, Part II, 
published by Bell Laboratories in March 1980. (Since the writing of 
this paper, a third issue has appeared; however, the Part II, Section 2 
of concern here remains substantially the same in the new issue.) 

1.2.1 Purpose 

The purpose of OSN, as described elsewhere in the BX.25 document, 
is to provide a standard that will serve two goals. The first is to assure 
compatibility of two stations adhering to the standard. The second is 
to assure the performance of any implementation adhering to the 
standard. 

1.2.2 Means 

The means by which OSN sought to fulfill the above purpose is a 
very carefully formulated English-language description with numbered 
paragraphs and associated figures and tables (see OSN) that covers 
"every aspect" of operation of the protocol. The description is meant 
to describe the fu'iictions of the protocol, independent of any particular 
implementation. 

560 TECHNICAL JOURNAL, FEBRUARY 1985 



1.2.3 Critique 

The BX.25 link -layer protocol is a standardized procedure for es­
tablishing and maintaining a connection across a data link. The 
protocol is defined through an English-language specification, the way 
virtually all communication protocols are defined worldwide. In fact, 
the BX.25 link-layer protocol is a refinement ofX.25 LAPB, a protocol 
adopted by the international telecommunications standards organi­
zation, CCITT. BX.25 is compatible with X.25, and corrects certain 
problems associated with X.25. 

Why write a protocol specification? One answer might be to provide 
implementors with a conceptual sense of the facility to be imple­
mented. This is a reasonable use for such a document, and many of 
the carefully worded English -language specifications previously 
adopted as standards, including BX.25, serve fairly well in this capac­
ity. 

However, there is no guarantee that an implementation whose 
design is guided by such a specification will be compatible with any 
other such implementation. Nor is there a guarantee that any such 
implementation will maintain any level of performance whatsoever. 
When stated this way, there are few who would disagree. Nonetheless, 
there is an implicit inference held by many people that if a commu­
nication protocol implementation "adheres" to a specification, then it 
will be compatible with all other "adhering" implementations and, 
furthermore, will maintain a certain level of performance. An overrid­
ing difficulty with this inference, as we shall see, is that in practice 
there is virtually never a reasonable criterion for "adherence" of an 
implementation to an English-language specification. 

At the root of the difficulty is the semantic meaning of "specifica­
tion." Actually, specification would seem to entail a three-fold purpose, 
which goes far beyond the (certainly useful and viable) role of pre­
senting a conceptual sense of a facility. According to this expanded 
purpose, a specification first of all should define (logically) a class of 
implementations (namely, those which adhere to it). Within the con­
text of the specification, it should be possible to state a task that each 
implementation is intended to perform (e.g., maintain some level of 
performance). The specification should be such that it is possible, at 
least in theory, to determine whether it is logically consistent with the 
stated task (e.g., if part of the required performance is to detect all 
sequence number errors, it should be possible to determine by theo­
retical means whether every adhering implementation necessarily will 
detect all sequence number errors, without actually testing each of 
what is most likely an infinite number of such possible implementa­
tions). If it is not presumed that a task can be stated, or that the 
question of whether a task always will be performed is logically 
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meaningful, then adherence to a specification loses all practical sig­
nificance. 

The question is whether an English-language specification can 
satisfy these three points. The claim here is that it cannot. The basic 
problem with English-language specifications is that they generally 
lack any concrete form or structure (such as one does find in "formal" 
specifications). This amorphous quality of English-language specifi­
cations leads to a generality which engenders vagueness and ambiguity. 
Furthermore, a lack of structure fosters the appearance of inconsist­
encies. 

For example, the BX.25 specification is the result of careful thinking 
by many talented individuals. It is well organized and formulated, 
probably as much so as any English language specification can be. It 
represents an improvement over the X.25 specification, which itself 
was the result of careful thinking by other individuals at the interna­
tional level; BX.25 itself has undergone two major revisions. All this 
effort notwithstanding, BX.25 is nonetheless vague (e.g., the condi­
tions under which a poll may be sent are never made explicit), 
ambiguous (e.g., precedence of the rejection of an out-of-range N(R) 
described in OSN 2.4.7, over the packet acceptance described in OSN 
2.4.5.2, while probably intended, is never stated), and contradictory 
(e.g., OSN 2.3.4.3 provides for retransmissions of REJ [Reject] while 
OSN Table 2.1c uses RR [Receiver Ready] consistently in its place). 
Given the quality effort that went into this specification, it might 
seem unreasonable to place the blame for these deficiencies upon the 
individuals who created the specification; an alternative culprit is the 
specification medium: the non formal, unstructured English language. 
This view is reinforced by the (now widely accepted) observation that 
such difficulties are not the exception but the rule in English-language 
specifications of communicative protocols. 

Definitions that are vague and ambiguous have limited use. It is not 
surprising to hear reports that different implementations of OSN (and 
virtually all other standardized communication protocols, for that 
matter) have been incompatible and of varying performance, even 
though this was the very situation OSN was intended to prevent. 

Let us suppose for the sake of argument that a protocol specification 
such as OSN were free of imprecision. Where would that leave it with 
respect to its purpose? How would one determine whether a particular 
implementation adheres to the specification? Since the specification 
is nonformal, a formally defined adherence criterion would have no 
meaning beyond its informal interpretation. Possibly the best adher­
ence criterion would be that several experts examine the implemen­
tation and declare that it adheres. The issue of stability of such a 
criterion aside, however, the consensus of experts is a patently im-
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practical criterion, as many implementations involve optimized code 
of an arcane nature understood only by its designer. More likely, one 
would skirt the adherence criterion altogether, relying instead upon 
testing the implementation. What about testing (which is commonly 
called "certification"?2 It is a notoriously difficult problem to design a 
test for performance of a task. At best, such a test can only say with 
a certain level of confidence, assuming the implementation has certain 
properties (which, in fact, we can never know for sure that it does 
have), that it performs the task. In practice, however, it is virtually 
never the case that a testing procedure is sufficiently well analyzed 
that one can assign to the result a qualitatively defined degree of 
confidence. Thus, the test itself can only suggest that an implemen­
tation is okay. Moreover, such a test certainly can say little or nothing 
about the overall integrity of the specification, since the relationship 
between the specification and an implementation is not quantized. (As 
a case in point, there have been satisfactory implementations of BX.25 
level 2, the above-mentioned deficiencies in the specification notwith­
standing.) 

There are, in fact, models that are used for protocol validation, such 
as Refs. 3 and 4 (more about them later). However, to use such a 
model, a given specification such as OSN must be translated into the 
context of the model. As there is no unique way to do this, one might 
end up with a validated translation of OSN, but certainly not with a 
validated OSN (other translations may not be valid). 

Thus, the status of the English language as a specification medium 
is this: it does not lend itself to precise, unambiguous, or internally 
consistent specifications; and there is no meaningful way either to test 
(abstractly) the properties of a specification or to determine whether 
a particular implementation adheres to a specification. It does provide 
a conceptual sense of a facility. However, if this is the only requirement 
placed on a specification, the specification could be considerably 
simplified. For example, the concept of the link layer of X.25 is 
presented in Ref. 1 in a mere four pages (as compared to 27 pages for 
OSN). When one speaks privately to implementors who have imple­
mented a protocol from an English -language specification, one often 
learns either they did not concern themselves with the precise details 
of the specification, or if they did, then these details have led them 
astray. 

1.2.4 This paper 

This paper presents an example of an alternative approach to 
protocol specification. The approach is to present a specification in a 
formal, mathematically based context that, by its very nature, renders 
the specification free of vagueness, ambiguity, and inconsistency. 
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Furthermore, this formal context not only provides a medium for 
precise specifications, but also provides a medium for a formal, struc­
tured development of the protocol and for statement and formal proof 
of the performance of a task (independent of any implementations). 
The formal specification may be stored on -line as a database in a 
computer, and tested and altered quite easily, prior to any implemen­
tations. Finally, the specification medium is such that a protocol 
specification may be implemented into software or hardware in an 
automated fashion. 

This paper presents a formal specification of BX.25 level 2, pre­
sented through such a formal specification medium (called the selec­
tion/resolution model for concurrent processes). The specification is 
intended to illustrate that such a formal specification can be quite 
readable (the implementors with whom I have interacted have been 
able to follow such a specification after about an hour of coaching). A 
production quality, formal specification of the protocol should be 
preceded by an informal introduction that presents the concept of the 
protocol (e.g., the above-mentioned four pages in Ref. 1). It is proposed 
that such a formal specification with a suitable introduction replace 
currently accepted English-language specifications. Not only would 
this permit true validation (formal proof of performance of task); it 
could also eliminate the need for laborious and repetitive implemen­
tations of the same protocol, through application of automated imple­
mentation. This would save time and effort, virtually eliminate the 
need for certification of implementations, and reduce the problem of 
interimplementation compatibility to the level of hardware interfaces. 

The specification given here can also be used to resolve issues of 
vagueness, ambiguity, and contradiction as they arise in OSN. Devia­
tions from OSN occur only for the purpose of resolving inconsistencies 
as they appear in that specification; they are indicated by a comment 
in the right margin of the formal specification. In every case that the 
formal specification clarifies an ambiguity or resolves a vague issue in 
OSN, this clarification has been cleared with at least one expert on 
BX.25 level 2 (such clarifications were too numerous to indicate them 
in the formal specification). 

1.3 Other possible level 2 specifications 

There is no dearth of models for specification and analysis of 
concurrent processes [see the Special Issue on Computer Networks 
and Protocols of IEEE Trans. Commun., 28, No.4 (1980)]. However, 
there is something unsatisfying about each such model I have exam­
ined. Without trying in any way to give a critique of the literature, I 
will voice my complaints about two such models. The complaints (not 
the models) may be considered to be representative. 
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Bochmann and Chung use a Petri net model for a synchronous 
environment in which transitions are determined by enabling predi­
cates "specified in terms of a high-level programming language such 
as Pascal.,,3 However, this makes no sense in an asynchronous envi­
ronment as the lower-level interactions of synchronization, interrup­
tion, message exchange, and other "critical section" problems are 
hidden from view by the programming language. This aside, they 
describe no algorithm for combining several processes, a necessity for 
any analysis. 

Zafiropulo et al. use a finite state model based upon message 
exchange.4 While this is (theoretically) capable of specifying processes 
in asynchronous environments and an algorithm for combining several 
processes is described, transitions are based simply upon the receipt 
or transmission of a message. There is no provision for complex 
interdependencies among processes such as exist in BX.25. 

Other specification formats such as Ref. 5 provide actual software 
to establish a database containing a well-defined, formal specification. 
However, no tools exist to analyze the resulting protocol. 

1.4 The selection I resolution model 

The format used here to specify level 2 is based upon a general 
model for concurrent processes.6

,7 It is arithmetic in nature and has 
the property that the collective specification and joint behavior of 
several processes is computed by a fixed algorithm from the specifi­
cations of the component processes alone. Processes are described in 
terms of states and enabling predicates. The states need not be listed 
exhaustively, but may be represented by one or more parameters. For 
analysis, a task is formally defined. To facilitate validation (proof that 
a given task is performed) reduction algorithms are available that 
substitute for a given system a simpler system with the (provably) 
same performance. Such reductions are necessary to combat intract­
ability produced by "state explosion." 

1.4.1 Methodological attributes 

The approach of the selection/resolution model has several meth­
odologically desirable attributes. First, all algorithms may be applied 
mechanically without understanding the meaning of the protocol 
specification or task. Second, the procedure for defining the formal 
specification requires a complete systematic detailing of process be­
havior, reducing the opportunity, which exists in a less organized 
approach, to overlook events. The significance of this is not negligible. 
Most approaches to specification suffer not so much through incorrect 
assertions as through what is overlooked. While specification mistakes 
and oversights are still possible in the model described here, they are 
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easily caught (see Section 1.4.2). The given specification is guaranteed 
to be logically complete in the sense that there can be no unexpected 
event. 

Not only does the specification provide a vehicle for analysis vali­
dation, it provides the basis for implementation as a structured pro­
gram. This is helpful not only to the implementor, whose programming 
job becomes straightforward if not trivial through automated imple­
mentation, it is essential to assure the carry-over of compatibility and 
performance to each implementation. 

1.4.2 Quick review of the model 

A system is decomposed into many small interacting automaton­
like processes. Suppose process A is in an OFF state and process B is 
in its READY state. The process C comprised of the two processes A 
and B taken together is then in a joint state (OFF, READY). Process 
A, let us suppose, has an ON state and a labelled directed edge from 
OFF to ON. The label, say, corresponds to the assertion, "A is in its 
OFF state and B is in its READY state." This label encodes the 
condition under which the transition from OFF to ON may occur. It 
is denoted thus: 

(A:OFF) . (B:READY) . 

Suppose B has a labelled directed edge from READY to its state 
WILLING with the label 

(B:READY) . (A:ON) . 

A 
OFF 
l(A:OFF). (B:READY) 
ON 

B 
READY 
l(B:READY). (A:ON) 
WILLING 

Then the joint process C has an "edge" from its state (OFF, READY) 
to its state (ON, WILLING) with the label 

(A:OFF) . (B:READY) . (B:READY) . (A:ON) 
(The Boolean product of the label of A and the label of B) . 

When interpreted as a Boolean expression, this has the logical value 
o (always false) since (A:OFF) and (A:ON) can never be true simul­
taneously. Thus, in fact, C has no edge between (OFF:READY) and 
(ON:WILLING). Had B's label been rather 

(B:READY) . (D:?) 

then C's edge would have had the (reduced) label 

(A:ON) . (B:READY) . (D:?) . 
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In this example, each process selects (broadcasts to the other proc­
esses) the name of its current state. This is a special case of the more 
general presentation but is typical of the processes defined for level 
2.6 

The joint behavior of all the processes that comprise level 2 taken 
together is modelled by taking all such possible products as illustrated 
above. This procedure is curtailed (so as to avoid the need to consider 
the labels on some 1012 possible edges) through formal reductions of 
the system.6 

1.5 How the structural organization of the protocol was established 

The division of an environment (in this case, level 2) into component 
processes (see Fig. 1) is part discipline and part art. The general 
approach involves several passes over a founding document such as 
OSN, a set of notes or evolving ideas. In the first pass, the so-called 
explicit processes are identified. These are objects, parameters, rou­
tines, and the like that are explicitly named, such as timers, counters, 
messages, and channels. Some are more obviously translated into 
processes than others. For example, a counter is a conceptually simple 
process that advances from state N to state N + 1 each time the thing 
it is counting arrives. A message is produced by a sending process 
whose states correspond to the message it sends. (The Control Pri­
mitive process CP sends the primitive REJ when it is in state REJ.) 
A channel process (such as level 1) is represented as a buffer process 
which stores the message M it is transmitting while in its state M. 
Delay is modelled by the length of time the channel process remains 
in the state M. In this pass, each such explicit process is named and 
its states are defined (to the extent possible). 

Once the explicit processes have been identified, another pass is 
made over the founding document and the list of explicit processes 
and associated states. In this pass, implicit processes are identified. 
These are mainly processes which keep track of what is going on (and 
hence are dubbed place-keeper processes). For example, if the founding 
document says, "Transmit SABM and wait for acknowledgement," a 
place-keeper process must be defined that will (say) start in state 1 
and then move to state 2 when SABM (Set Asynchronous Balanced 
Mode) is sent. This enables the protocol to determine if an appropriate 
reception is in fact an acknowledgement and not simply out of the 
blue. 

Having identified all the component processes (explicit and implicit) 
and their respective states, a third pass is made, this time over the 
processes, to define the selections of each process. A selection is a 
signal that each process broadcasts from a given state. In level 2 
almost every process simply selects the name of the state it is in. In 
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Fig. I-BX.25 link-layer (level 2) protocol structural organization local end. 
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other words, it broadcasts the name of its state. (An exception is the 
transmission process, TR.) Finally, a fourth pass is made in which the 
edge labels of each process are defined in terms of the selections of 
the various processes. These edge labels are Boolean functions in the 
selections of various processes that describe the conditions under 
which the associated transitions occur. 

7.6 Sources of errors 

Having completed the specification of all the component processes 
comprising a protocol, one begins a refining procedure to eliminate 
errors. This is best facilitated when the specification resides in an on­
line database. Four types of errors are possible: 

1. Errors in the founding document (OSN) 
2. Errors of inference from the founding document 
3. Errors in transcription (typographical errors) 
4. Errors in interpretation of implementation considerations. 
The first three types of errors will be caught (insofar as they hinder 

the formally stated task of the protocol) during the validation phase, 
during which one applies algorithms to the specification database to 
prove that the given task is satisfied (or not satisfied). If it is deter­
mined that the task is violated, the source of the difficulty is tracked 
down, corrected, and the validation procedure repeated. This may be 
continued until a satisfactory specification is found. (Alternatively, 
there are algorithms for synthesizing a satisfactory specification.6 

However, in the present case, the result would be quite different from 
OSN.) Aside from verification that the task is performed, it is often 
useful to examine possible histories of parts of the protocol to deter­
mine whether there are any behavior abnormalities (whose exclusion 
was omitted from the scope of the task). 

The fourth type of error is caught upon implementation by the 
programmer or chip designer who notices that it is impractical or 
impossible to be faithful to the given specification. This is rectified by 
altering the specification accordingly and repeating the validation 
procedure. (An error of the fourth type would not arise if the specifi­
cation were derived from an actual implementation rather than a 
conceptual design.) 

7.7 Synchronization 

The local end (level 2) and remote end are each assumed to be 
controlled by separate clocks driven by the respective clock of the 
associated incoming level 1 (see Fig. 2). Thus each level 2 is synchro­
nized to its incoming level!. The two ends are assumed to synchronize 
at the interface of level 2 and the outgoing levell, but are otherwise 
asynchronous. (This is an inference, nowhere discussed in OSN.) 
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L3 

LOCAL 
LEVEL 2 

OUTGOING LEVEL 1 

INCOMING LEVEL 1 
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REMOTE 
LEVEL 2 

L3 

L3 

Fig.2-BX.25 link-layer (level 2) protocol structural organization end-to-end. The 
two asynchronous components of an end-to-end link layer. 

In each synchronous end, time is divided into (not necessarily 
uniform) intervals. During each time interval (defined separately for 
each end by the centralized scheduler at each end), each process makes 
a selection (which in most cases is simply an announcement of its 
current state). Once each process has done this, and before the end of 
the time interval, each process resolves the selections of the other 
processes by moving to a new state along an edge whose label is 
enabled by the joint selections of the other processes. Once this is 
done, the time interval is ended. Since different edge labels have 
varying degrees of complexity, transitions will require varying lengths 
of time (and the associated time intervals will vary). All this is 
controlled by the scheduler for the corresponding synchronous end. 

However, unlike the specification format,5 the state transitions all 
will be relatively quick, and thus it may be desirable to implement the 
time intervals so all have uniform length. This is especially true if the 
component processes are implemented in hardware. 

1.8 Purpose of this paper 

This paper serves to illustrate a specification of BX.25 level 2 using 
the selection/resolution mode1.6

•
7 The specification was derived almost 

exclusively from OSN. While every attempt was made to avoid errors 
in inference, transcription, and interpretation, the greatest likelihood 
is that all three types will be found here. They, as well as errors in 
OSN, could be ironed out during validation, which will not be discussed 
further here. 

II. HIERARCHY OF PROCESS GROUPS 

The processes that comprise level 2 may be grouped according to 
function into a hierarchy of classes. At the highest level of the 
hierarchy, I identify three classes: 

1. Levell frame interface 
2. Internal memory 
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3. Level 3 packet interface. 
The level interface processes transmit or receive, and buffer signals or 
packets/frames between levels (i.e., packets between level 3 and level 
2, and frames between level 2 and level 1). Processes in the internal 
memory class include counters, timers, and place-keeper processes to 
remember what is happening, such as "link setup in progress." The 
three main classes are further subdivided as follows, with process 
name acronyms indicated in boldface. 

1. Level 1 interface 

1.1 Outgoing 
1.1.1 Header Assembler 

1.1.1.1 C/R (Address)-identifies frame as command or re­
sponse. 

1.1.1.2 CP (Control Primitive)-sets one of I; RR, RNR, REJ, 
SABM, DISC, DM, VA, FRMR. 

1.1.1.3 V(S)-sets the "send" sequence number N(S) (generated 
locally) of the next (information) frame to be transmit­
ted. 

1.1.1.4 P/F -sets the poll/final bit. 
1.1.1.5 V(R)-sets N(R), the receive sequence number (gener­

ated remotely) of the next expected information frame to 
be received. 

1.1.2 TR (Transmitter)-notifies outgoing level 1 and "internal mem­
ory" processes of onset of frame transmission. 

1.2 Incoming (frame buffer) 
1.2.1 C/R' (Incoming address buffer) 
1.2.2 CP' (Incoming control primitive buffer) 
1.2.3 N(S) (Incoming N(S) sequence number buffer) 
1.2.4 P/F' (Incoming poll/final bit buffer) 
1.2.5 N(R) (Incoming N(R) receive sequence number buffer) 
1.2.6 I' (Incoming packet number buffer) 

2. Internal memory 

2.1 Counters 
2.1.1 UNACK-the next expected receive (acknowlegement) se­

quence number N (R) (sequence generated on this end) in a 
received (information or supervisory) frame (0 ~ N(R) < 8). 

2.1.2 RETR-number of (re-) transmissions N of a frame subsequent 
to the expiration of timer Tl (0 ~ N ~ N2). 

2.1.3 PP (Packet Pointer)-points to packet in packet buffer that 
was last transmitted to level 1. 

2.2 Timers 
2.2.1 Tl-times unacknowledged frame, pending initiation of retrans­

mission procedure. 
2.2.2 T2-times period of link idleness pending declaration that re­

mote station is unresponsive or inoperative. 

2.3 Place-keepers 
2.3.1 STS (Connection Status-States) S1 = disconnected 

S2 = link setup 
S3 = frame rejected 
S4 = disconnect request 
S5 = information transfer 
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86 = REJ primitive sent 
87 = waiting acknowledge­

ment 
2.3.2 LS (Local host 8tatus)-indicates status of local end. 
2.3.3 RS (Remote host 8tatus)-indicates busy/not busy status of 

remote end. 
2.3.4 N(S)A (N(8) Analyzer)-indicates valid/invalid status of re­

ceived N(8). 
2.3.5 N(R)A (N(R) Analyzer)-indicates valid/invalid status of re­

ceived N(R). 
2.3.6 SD (8ender)-indicates to-be-sent/already-sent status of header 

assembler. 
2.3.7 SW(TR 8hadow)-marks the instant that the transmitter TR 

turns on or off. 

3. Level 3 interface 

3.1 Packet Buffer-holds packets from local level 3; packet is represented 
by (local) level 3-assigned packet number. 
3.1.1 I-indicates number of oldest (local level 3) packet in buffer; in 

sequence 1, 2, .... 
3.1.2 Q-indicates queue length in packet buffer. 

3.2 R(Packet R'eceiver)-receives packet number of packets received and 
passed by level 2. 

III. PERIPHERAL LEVEL 2 EQUIPMENT 

The following pieces of level 2 equipment have no effect on protocol 
performance (relative to the level 2 task) and hence are not modelled 
here. Conceptually (and likely physically, too), they sit between the 
level 2 processes defined above and level 1. Those marked (A) (respec­
tively (B)) sit between the level 2 outgoing (incoming) level 1 interface 
and outgoing (incoming) level 1. 
(A) Flag generator-prefixes every frame with a flag consisting of the 
sequence 01111110, and generates continuous flags between frames. 
(A) Frame checking sequence generator-appends a 16-bit Frame 
Checking Sequence (FCS) field to the end of every frame that provides 
a CRC for error detection. 
(A) Bit-stuffer-provides for transparency of the flag by inserting a 
O-bit after any sequence of five contiguous I-bits in the address, control 
and FCS fields. 
(A) Frame-abort sequence generator-transmits seven contiguous 1-
bits (without O's) when a frame in the course of transmission is aborted. 
(See comment in specification of level-l Transmitter TR given in 
Section VII.) 
(B) Idle link detector-detects an input of 15 contiguous I-bits; when 
detected, the incoming link is declared idle and timer, T2, is set; when 
a O-bit is detected, the idle condition is cleared. If T2 expires in this 
mode, level 2 STS returns to a disconnected state, 81. (This is 
modelled by a disconnect request DISC retransmitted N2 times.) 
(B) Invalid frame discarder-discards a frame not bounded by flags, 
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containing an address field other than 00000001 or 00000011, or having 
fewer than 32 bits between flags. 
(B) Bit-destuffer-reverses bit-stuffing procedure between flags. 
(B) Flat sensor-identifies beginning of frame by sensing opening ~ lag 
(exactly six contiguous l's). This facilitates the definition of the 
address, control, and information fields whose components provide 
the elements of the frame buffer, and it serves to mark the arrival of 
a new frame. 
(B) CRC decoder-discards a frame which contains errors detected by 
CRC. 
(B) Syntax checker-discards a valid error-free frame which contains 
any of the following syntactical faults: 

• Control field unknown 
• Receipt of an information field in a noninformation frame 
• Information field exceeds maximum established length 
• Receipt of an information field not containing an integral number 

of octets, if this is not allowed. 
When such a frame is detected and discarded, an FRMR primi1 ive 

is sent in response. (Such faults have no way of being generated w th 
a valid implementation of levels 2 and 3 [short of the presence Jf 
undetected errors introduced by level 1]. However, this process is 
simulated by the N(R) analyzer process N(R)A which causes an 
FRMR to be sent if the N(R) of an incoming frame is out of range 
[not between the last received N(R) and the last transmitted sequence 
number N(S)]. This fault also has no way of being generated by a 
valid implementation of levels 2 and 3, short of undetected level 1 
errors, and serves to represent, for the purpose of end-to-end perform­
ance analysis, all the possible syntax faults which result in a FRMR 
response.) 
(B) FRMR information field generator-generates the special infor­
mation field which is returned with an FRMR frame. (This field has 
no function with respect to the operation of the protocol. It is used 
exclusively for diagnostic purposes external to the normal operation 
of the protocol.) 
(B) Frame buffer-buffers the frame address/control fields as they 
arrive from levell, via the level 2 peripheral equipment listed above. 
The syntactically valid address/control fields are separated (by the 
frame stripper) into the five components listed below, as the bits 
arrive. Information bits (if any) may also be buffered while level 2 
evaluates the (earlier arriving) address/control fields of the frame and 
determines whether the information field should be passed to level 3 
or discarded. (See the packet receiver process R described in Section 
VII.) The address/control fields cannot be evaluated until they have 
completely arrived and the frame stripper has set the values of the 
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following five memory elements of the frame buffer: 
1. Address 
2. Control primitive 
3. N(S) 
4. P/F 
5. N(R). 
Once the values of all five elements are set, the frame stripper 

signals level 2 to evaluate the frame. However, the final determination 
about the frame cannot be made until the FCS field has been received, 
the frame has passed the CRC (error check), and the closing flag is 
checked as valid. (The physical delay associated with filling the frame 
buffer and checking for frame validity and correctness [CRC] is 
modelled here as part of the delay in level 1. There is no conceptual 
difference between a physical implementation in which a frame buffer 
is sequentially filled and then presented in toto to level 2 for evalua­
tion, and a level 1 that receives the frame, pauses, and then presents 
the five frame elements [simultaneously] to level 2 for evaluation.) 
(B) Frame discarding by peripheral equipment-the effect of frame 
loss, which results when any of the (unmodelled above-described) 
peripheral equipment discards a frame, is modelled here by loss of the 
frame in level 1. Hence, each frame seen by level 2 as modelled here 
is assumed to be error-free, valid, and syntactically correct, except 
possibly for an out-of-range N(R). 

IV. LEVELS 1 AND 3 

In order to analyze the end-to-end peer-level performance of level 
2, the channel between the local and remote ends (the physical buyer 
or levell) must be modelled. Furthermore, as the end-to-end perform­
ance is stated in terms of delivery of level 3 packets, level 3 must be 
modelled to the extent of packet delivery to the adjoining level 2. 

4.1 Level3 

Level 3 is modelled implicitly as presenting two signals to level 2: 
• Transmitting packet 
• Idle. 

These signals are not explicitly represented, but are presented as a 
nondeterministic filling of the packet buffer. (The actual level 2/level 
3 interface is user defined, and may vary from implementation to 
implementation. However, its definition is not required in order to 
analyze the end-to-end performance of level 2.) 

4.2 Levell 

The end-to-end performance is analyzed in terms of packet through­
put in the context of a local level 2, remote level 2, outgoing level 1 
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(from local end to remote end) and incoming level 1 (from remote 
end to local end). Of course, it is enough to define one level 2 and one 
level 1. . 

Levell is modelled as a frame buffer with delay, in order to absorb 
the delay in levell/level 2 interfacing devices such as the CRC checker 
(error detection) and frame format checker. (These are technically 
part of level 2, but are not specifically modelled here since they do not 
affect the end-to-end behavior, aside from producing delay). The 
capacity of level 1 could be modelled as infinity. However, it can be 
shown on a theoretical basis that it will never hold more than k frames, 
where k is the maximum number of transmitted I-frames permitted to 
be unacknowledged by remote level 2. Furthermore, all the delays 
attributed to level 2 are smaller than the delay of transmitting one 
frame. (One frame is at least five octets or 40 bits long. For the purpose 
of this model, the delay of certain level 2 overhead, including error 
detection and frame format checking, has been attributed to level 1. 
This contributes a noncumulative delay of no more than the time 
required to transmit three octets.) Hence, levell may be modelled as 
a buffer with a capacity of only one frame, which is pushed out of the 
buffer by a nondeterministic selection change after an arbitrary delay. 
(The model thus models a situation which, in this respect, is more 
general than reality. There is no harm in doing this if the desired 
conclusions are nonetheless obtained. Presumably, we do not want a 
level 2 which is critically sensitive to timing considerations.) 

The processes of level 1 are designed as follows: 

Outgoing level 1 

1. C/Rl address buffer 
2. CPl control primitive buffer 
3. N(8)1 N(S) buffer 
4. P /F 1 P /F buffer 
5. N(R)1 N(R) buffer 
6. 11 I buffer 
7. Rl Receive moderator (indicates whether level 1 is ready to 

receive) 
8. 81 Send moderator (indicates whether levell is ready to send). 

Incoming level 1 component processes are denoted by acronyms 
followed by a prime ('). 

4.3 Synchronization 

Incoming level 1 provides clocking to level 2 through its bit stream 
and flag generation. This establishes bit and octet synchronization 
with level 2. Hence, the process comprising local levels 2 and 3, the 
local host and incoming level 1 are all assumed to be synchronized 
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(driven by a common clock), and are modelled as synchronous proc­
esses. The local end is defined to be (the product 00 these processes. 
Remote levels 2 and 3, the remote host and outgoing level 1 comprise 
the remote end. Thus end-to-end behavior is modelled by these two 
processes (the local end and the remote end) taken together. The 
stabilization 7 of each of these two processes represents the two ends 
as asynchronous (general) processes. Intuitively, the "asynchronous 
connection" between the local end and the remote end is provided by 
the transmitter process TR of level 2, which synchronizes its trans­
mission to level 1 by sensing the level· 1 clock. This is modelled by 
permitting transmission to level 1 only in the presence of a level 1 
selection, "level l-is-ready" (process RI), seen by the transmitter of 
level 2. 

V. LOCAL HOST 

The computer comprising the residence of local levels 2 and 3 (local 
host) may disconnect the node (for preventive maintenance, for ex­
ample). This is done in an orderly fashion. Before the actual discon­
nection, local level 2 informs the remote end that a disconnection is 
in progress. The actual disconnection takes place only once this notice 
has been acknowledged by the remote end. 

Similarly, to reestablish a link, the host causes the level 2 link setup 
procedure to be initiated~ 

Furthermore, if local difficulties cause a temporary inability to 
process incoming frames (for example, a temporary malfunction which 
causes a buffer overflow condition), the local host may suspend incom­
ing packets by issuing a busy signal. The effect of this is that local 
level 2 discards any incoming information fields and notifies the 
remote end of this condition (using the RNR primitive). When the 
condition terminates, the host clears the busy condition, and level 2 
in turn notifies the remote end (with an RR primitive). 

The interaction of the local host with local level 2 is modelled by 
providing the local host (process H) with four L-selections visible to 
local level 2, defined below. 

Host L-selection 

(H:GO) 
(H:STP) 
(H:B) 
(H:NB) 

VI. SYSTEM PARAMETERS 

Interpretation 

Local host start command 
Local host stop command 
Station becomes busy 
Busy condition clears 

There are four system parameters upon whose definition this spec­
ification depends. (There are other system parameters, such as maxi-
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mum allowed size of information field or timer periods, upon which 
this specification does not depend.) The four parameters are: 

• Sequence number modulus (set at eight here and in OSN descrip­
tion) 

• N2-maximum number of (re-) transmissions of a frame subse­
quent to the exploration of timer T 1 

ok-maximum number of transmitted I-frames permitted to be 
unacknowledged by remote level 2 (0 < k < 8) 

• Qrnax-capacity (in number of packets) of level 3 packet buffer 
(0 < Qrnax < 8). 

VII. PROCESS SPECIFICATION 

The link layer interface (level 2) is specified as a product of 27 
component processes. Additionally, the physical layer (level 2) is 
specified as a product of 16 component processes (8 incoming, 8 
outgoing). The processes, outlined in the previous section, are formally 
specified here. 

7.1 Format 

The format of specification is as follows. The comments column 
includes the source in OSN for the given edge labels. 

<process acronym> «process number/name» 

<verbal description> 
states: <list of state acronyms followed by (names» 

<comments> 

selections: <list of L-selection acronyms followed by (names» 

<state acronym (name) A~ 
<state acronym a>: <edge label of the edge (A,a» 

<state acronym (name) B~ 
<state acronym a>: <edge label of the edge (B,a» 

7.2 Special notation 

1. Unlisted edge labels are 0 (no edge). 
2. When the list of L-selection acronym (names) is identical to the 

list of state acronym (names), the former is omitted. 
3. When states are identified implicitly in terms of parameters, the 

range of the parameters is described in the comments column. 
4. The word "otherwise" is used to denote the complement of the 

disjunction (inclusive OR) of the other labels on edges outgoing from 
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the state in question, multiplied by the sum of the L-selections at that 
state. 

5. [N] denotes the smallest nonnegative integer congruent to N 
modulo 8 (in particular, [8] = 0); [i ~ m ~ n] denotes [i] ~ [m] < [n] 
if [i] ~ [n], and denotes 0 ~ [m] ~ [n] or [i] ~ [m] ~ 7 otherwise. 

6. If A is a process, its L-selections are expressed as (A:S) where S 
is the selection identifier. The standard relations6 are satisfied, namely, 
(A:S)(A:S') = 0 if S ¢ S', (A:S) and (B:S') are independent if A ¢ B 
and LS (A:S) = l. 

7. A prefix dot (.) in edge labels of edges outgoing from a state S of 
a process P denotes the L-selection (P:S). 

8. We may denote Li-l (A:SJ == (A:{SI, ... ,Sn}) when convenient. 
9. Each process has a single initial state, which is either the state 

listed first, or in the case of a parameterized state variable, the smallest 
value of that variable. 

7.3 Common elements 

The following are definitions of expressions which occur in the edge 
labels of more than one process. They may be used in implementation 
to centralize the redundant computations they present. Each expres­
sion is defined in terms of a character a«acronym», headed in 
parentheses by the list of the process in which it appears, and meaning, 
if relevant. 

(C/R, PF Poll may be set) 

a(poll) = (N(R)A:OK)[(STS:(5,6,7»[(CP':I)(LS:NB)(RS:NB) 

+ (CP':{RR:REJ})]. (C/R':C)(P/F':O) + (C/R':R)] + (H:GO) 

+ (LS:STP) + (RETR:N2) + (T2:EXP)(STS:3) 

(CP, P IF A final transmission is pending) 

a(fp) = (C/R:R)(P/F:l)(SD:C) 

(CP, TR, SD All packets in buffer have been sent) 

a(aps) = L (PP:n)(Q:n) 
n 

(CP, RETR, Tl, I No new acknowledgment of an outstanding I 
frame) 

a(nn) = L (UNACK:n)(N(R):n) 
n 

(TR, Tl All sent I frames have been acknowledged) 

a(aa) = L (UNACK:n)(V(S):n) 
n 
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7.4 Level 2 processes 

The 27 processes which comprise local level 2 are specified here. 
The processes which comprise remote level 2 are identical but that to 
each of their acronyms is adjoined the suffix "r". (This may be seen 
in the edge labels of incoming level 1.) 

For the interconnection of these 27 processes, see Figs. 1 and 3. 

C/R (1.1.1.1 address assembler) 
Identifies a frame as a command or response by defining the address 

field. (For command [respectively, response], address is set to that of 
the remote [local] end.) The edge labels are taken from OSN Table 
2.1 and from the need to ensure that a pending "final" (i.e., a response 
with P /F bit 1) is not superceded as a result of a subsequent frame 
arrival, as described in OSN sections relating to the poll bit (see 
description of P IF process). 
states: C (command) 

R (response) 

C (command) ~ 
R:- £i(poll)[(Tl:EXP) + (STS:3)] 
C: otherwise 
R (response) ~ 
C:· [(P/F:O) + (SD:L)][a(poll) + (T1:EXP)(STS:3)] 
R: otherwise 

CP (1.1.1.2 Control Primitive Assembler) 
Identifies command/response control primitive in the frame control 

field of the next frame to be sent. This may be updated several times 
before it is actually sent, if several frames arrive from level 1 during 
the course of transmission of a long information frame. Level 3 packets 
and send sequence numbers appear exclusively in frames containing 
the information control primitive I. Acronyms are those of OSN. Edge 
labels are from OSN Table 2.1 and 2.4.5.2b. 
states: I 

RR 

(Information command) Frames containing this con­
trol primitive are called infor­
mation frames and contain a 
send sequence number N(S) 
and a receive sequence num­
ber N(R) in the control field 
and an information field con­
taining a level 3. 

(Receiver Ready) Indicates local station is 
ready to receive an I frame; 
frame contains N(R) in the 
control field (acknowledging 
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previously sent I frames). "Su­
pervisory" frame. 

RNR (Receiver Not Ready) Indicates host is busy (un-
able to accept packets); frame 
~ontains N(R). 

"Supervisory" frame. 
REJ (Reject) Frame contains N(R) (ac-

knowledging previously sent I 
frames); constitutes request to 
retransmit frames with send 
sequence numbers ~ N(R). 

"Supervisory" frame. 
SABM (Set Asynchronous Bal- Indicates host wants to set 

anced Mode Command) up link. 
DISC (Disconnect Command) Indicates host isdiscon-

necting from link (e.g., for 
prevention maintenence). 

D M (Disconnected Mode Indicates host is discon-
Response) nected from link. 

UA (Unnumbered Acknowl- Indicates receipt of SABM 
edgment Response) or DISC. 

FRMR (Frame Reject Re- Indicates receipt of semant-
sponse) ically bad frame (e.g., N(R) 

out of range). 

Set a = (CP':I)(PjF':O)(STS:{5,7})(LS:NB)(RS:NB) 
+ (CP':{RR,REJ1)[(CjR':C)(PjF':O) 
+ (CjR':R)](STS:{5,6,7}), 

(3 = (LS:{NB,Bl)(RETR:N2)(N(S)A:OK)(N(R)A:OK) 
')' = [(Tl:EXP) + (CjR':R)(PjF':1)](T2:EXP). cf: OSN 2.4.5.8 

v (parameter) ~ v E {I.RR, ... , FRMRI 
I: . a(fp)a(aps)a(3')' 
RR: . a(fp)(3(STS:{5,o,7})['Y{(CP':{I,RR,RNR,REJ})(PjF':l) 

(LS:NB) + (CP':I)(PjF':O)(LS:NB)(RS:B) + a(aps)a} 
+ [(Tl:EXP) + (T2:EXP)][(STS:5)(RS:NB) + 
(STS:6)(RS:B)](LS:NB) + (Tl:EXP)(STS:7)(LS:NB)] 

The a(aps)a term is from OSN 2.4.5.1.2. 
RNR: . (RETR:N2)[(STS:{5,6,7})[(H:B)(LS:NB) + 

(LS:B)[(CP':l) + (PjF':l)(CP':{RR,RNR,REJ}) + 
(Tl:EXP) + (T2:EXP)]]] 

REJ: . a(fp)(LS:NB)(RETR:N2){[(Tl:EXP) + 
(T2:EXP)](STS:{5,6})(RS:NB) + 
(N(S)A:REJ)(STS:5)} 

SABM: .l(CP':DM)(STS:l) + (CP':{DM,FRMR})(STS:3) + 
(CP':{DM,FRMR,UA})(STS:{5,6,7}) + 
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DISC: 

DM: 

VA: 
FRMR: 
v: 

(Tl:EXP)(STS:1) + [(Tl:EXP) + (T2:EXP)](STS:2) 
+ (RBTR:N2)(STS:{3,5,6,71 + (H:GO)J 

.a(fp){(LS:STP)(STS:{1,4J) + [(Tl:EXP) + 
(T2:EXP)](STS:4)1 

· {(STS:1)[(CP':{I,RR,REJ,RNRI)(CjR':C)(P/F':1) + 
(CP':DISC)] + (STS:2)(CP':DISC) + 
(STS:4)(CP' :SABM)J 

· [(CP':SABM)(STS:4) + (CP':DISC)(STS:{3,5,6,7J)] 
· (N(R)A:FRMR) 
otherwise 

V(S) (1.1.1.3 sequence number generator) 
Indicates the sequence number N(S) (assigned here) in the frame 

control field of the next information frame to be transmitted. This is 
"seen" by level 1 (i.e., is part of the frame transmitted to level 1) in I 
frames only. 
states: N (parameter) 
N~ 

0~N<8 

[N + 1] 
M: 
0: 
N: 

· (SW:O)(TR:ON)(CP:I) OSN 2.3.1.4.1 
· (CP':REJ)(N(R):M)(N(R)A:OK) OSN 2.3.5.5, 0 ~ M < 8 
· [(CO':SAB-M) + (CP:SABM)] if N '# 0; OSN 2.3.3.5 
otherwise 

OSN refers to initialization of N(S) only 
upon receipt of SABM; presumably, this 
must be done by sending end as well, as 
modelled here. 

P/F (1.1.1.4 poll/final bit assembler) 
Indicates value (0 or 1) of poll/final bit in the frame control field of 

the next frame to be transmitted. (OSN is very vague about this. 
According to Fred Berg [private communication], the purpose of a poll 
[P /F bit set to 1 in a command frame] is to force the other end to 
respond to the associated command, rather than to wait and respond 
possibly to a subsequent command [or I frame], as is allowed if there 
is no poll. The response is required to be a "final" [P /F bit set to 1 in 
a response frame], which indicates it is a response to the outstanding 
poll, of which there is allowed to be at most one [from each end] at 
any time. However, when to send a poll is, with one exception, nowhere 
specified in OSN and thus is left to the implementer. The exception 
is that when timer T1 expires, a poll is required [OSN 2.4.5.8]. Hence, 
it must be the intention of OSN that the protocol be equally valid, 
independent of the extent to which polls are ever used. Furthermore, 
this polling convention leads to certain inefficiencies. For example, 
the response during the information transfer to a supervisory poll 
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must be an RR [final], whereas an I frame would convey the same 
information [less the final bit] more efficiently.) The following sections 
of OSN mention the P /F bit: 2.3.2, 2.3.3.2, 2.3.3.3, 2.3.3.4, 2.3.3.8, 
2.3.4.2, 2.4.3, 2.4.4.4, 2.4.4.6, 2.4.5.5, 2.4.5.7, 2.4.5.8, 2.4.7, 2.4.8.1. 
states: 0 Outgoing frame not poll/final. 

1 Outgoing frame is poll or final. 
v (parameter) ~ v E {0,1} 
1: . [(CjR':C)(PjF':l)(N(R)A:OK) + a(fp) 

+ (STS:3)(Tl:EXP) + a(poll)] 
0: . [a(fp)[(CjR':R) + (PjF':O)] + a(poll)] a(poll) is added to both 

edges to model polling 
conventions for all legal 
implementations. 

TR (1.1.2 transmitter) 
Indicates to level 1 the on/off status of the frame transmission. 

When the transmitter is on, level I receives sequentially the bits 
comprising a frame, including those of the address/control fields and 
the information field if the frame is an I frame or FRMR frame. When 
the transmitter finishes to send a frame, it turns off and one or more 
flags are then (automatically, by unmodelled peripheral equipment) 
sent across level 1. The periods during which the transmitter is on can 
be of variable length, depending upon the length of the information 
field and the amount of bit-stuffing required. This is modelled by a 
nondeterministic state change from the "on" states to the OFF state. 
The lengths of the periods when the transmitter is off must be an 
integer multiple of the length of time required to send one flag, i.e., 
one octet (8 bits). This is modelled by a level 1 state change from the 
"not ready" state to the "ready" state which is assumed to occur at 
each instant that a complete flat has been sent. 

The transmitter process also optionally aborts the transmission of 
an I frame when a REJ primitive is received concurrently (in an error­
free, valid, syntactically correct frame). The delay associated with the 
transmission of the frame abortion signal by the peripheral frame­
abort-sequence generator is modelled here as if absorbed in the delay 
until the "on" state is next reached. 
states: OFF 

ON/I (transmitting I frame) 
ON (transmitting non-I frame) 
AB (abort) 

selections: (TR:OFF) 
(TR:ON) 
(TR:ON) 
(TR:AB) 
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OFF~ 

ON/I: . (SD:C)(CP:I)(Rl:1) 
ON: . (SD:C)(CP:1)(Rl:R) 
OFF: . otherwise 

V(R) (1.1.1.5 received sequence number assembler) 
Indicates the sequence number N(S) (assigned at remote end) in 

frame control field of the next expected information frame to be 
received. This is "seen" by level 1 (i.e., is a part of the frame trans­
mitted to level 1) in I frames and supervisory frames (RR, RNR, REJ) 
only. 
states: N (parameter) 
N~ 

[N + 1] 
0: 
N: 

(CO:I)(N(S):N)(N(R)A:OK) 
[(CP:SABM) + (CP:SABM)] 
otherwise 

0~N<8 

OSN 2.3.1.4.3 
OSN 2.3.3.5 

OSN refers to initialization of V(R) only 
upon receipt of SABM; presumably, this 
must be done by sending end as well, as 
modelled here. 

ON/I (transmitting I frame) ~ 
OFF: (TR:ON) 
AB: (TR:ON)(N(R)A:OK) 

(CP':IREJ,SABM}) 
ON/I: (TR:ON) 

ON: (transmitting non-I frame) ~ 
OFF: 
ON: 
AB: (abort) ~ 
OFF: ·a(aa) 
AB: otherwise 

OSN 2.4.5.5b 
Abort is optional. 

OSN does not describe 
abort upon receipt of 
SABM: added here. 

CjR' (1.2.1 incoming address buffer) 
Buffers the address field of a frame arriving from level 1. 

states: C (command) 
R (response) 

C (command) ~ 
R:· (CjRl ':R)(SI ':1) 
C: otherwise 
R (response) ~ 
C:· (CjRl ':C)(SI ':1) 
R: otherwise 
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CP' (1.2.2 incoming control primitive buffer) 
Buffers the control primitive in the control field of a frame arriving 

frame level 1. 
states: I 

RR 
RNR 
REJ 

For names of states, see control primitive assembler 
process 1.1.1.2. 

SABM 
DISC 
DM 
VA 
FRMR 

v (parameter) ~ 
w:· (CP1':w)(SI':1) 
v: otherwise 

v,w E tl, ... ,FRMR} 
w¢v 

N(S) (1.2.3 incoming sequence number buffer) 
Buffers the sequence number in the control field of a frame arriving 

from level 1. 
states: N (parameter) 
N (parameter) ~ 
M (parameter):.(N(S)I':M)(SI':l) 
N: otherwise 

P/F' (1.2.4 incoming poll/final bit buffer) 

O~N<8 

o ~ N,M<8 
M¢N 

Buffers the poll/final bit in the control field of a frame arriving 
from level 1. 
states: 0 

1 
v (parameter) ~ 
w (parameter):. (P/Fl ':w )(SI ':1) 
v: otherwise 

v,w E to,l} 
w¢v 

N(R) (1.2.5 incoming receive sequence number buffer) 
Buffers "receive sequence number" in the control field of a frame 

arriving from level 1. 
states: N (parameter) 
N (parameter) ~ 
M (parameter):. (N(R) 1 ':M)(SI ':1) 
N: otherwise 

O~N<8 
O~N,M<8 

M¢N 

I' (1.2.6 incoming information field buffer) 
Buffers the packet number of the packet in the information field of 

a frame arriving from level 1. 
states: N (parameter) 
N (parameter) ~ 
M: (ll':M)(SI':l) 
N: otherwise 

O<N 
O<N,M 
O<N,M 
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UNACK (2.1.1 first unacknowledged frame number counter) 
Indicates the next expected receive (i.e., acknowledgment) sequence 

number N(R} in a received (information or "supervisory") frame. 
Receipt of the number N(R} = N constitutes acknowledgment from 
the remote end that the (locally generated) information frame with 
sequence number N(S} = N was received by the remote end. 
states: N (parameter) 0 ~ N < 8 
N (parameter) ~ 0 ~ N,M < 8 
M (parameter):. (N(R):M)(N(R)A:OK) M'# N 
N: otherwise 

RETR (2.1.2 retransmission counter) 
Counts the number of (re-) transmissions of a frame subsequent to 

the expiration of timer T1. OSN 2.4.5.8 and 2.4.8.2. 
states: N (parameter) 
N (parameter) ~ 
N + 1: (TI:EXP) 
0: . [(CP:(UA,RNR}) + 

N: 

(CP':(I,RR,RNR,REJ}). 
(N (S)A:OK)(N (R)A:OK)a(nn)] 
otherwise 

0~N~N2 

0~N<N2 

OSN is vague about what reception is cor­
rect enough to warrent resetting RETR to 
o (e.g., RNR is accepted, according to OSN 
2.4.5.8, even with (N(R)A:FRMR) whereas 
acceptance of I with (N(S)A:REJ) is not 
indicated positively or negatively). 

N2~ 
0:· (CP:SABM)(SD:L) 
N2: otherwise 

PP (2.1.3 packet pointer) 
Points to packet in packet buffer that was last transmitted to level 

1. (This process "goes back N" for retransmission of lost packets. 
When acknowledgments arrive, it must decrement accordingly, to keep 
pace with the packet buffer queue length, process Q.) 
states: N (parameter) 
N~ 

N+1: . (SW:O)(TR:ON)(CP:I) 
M: . (N(R)A:OK) L (N(R):i)(UNACK:j) 

U-i]=N-M 

+ (CP':REJ)(N(R):i)(V(S):j)} 
N: otherwise 

TI (2.2.1 timer 1) 

o ~ N ~ Qmax 
o ~ N ~ Qmax 

if N < Qmax 

Times unacknowledged frame, pending initiation of retransmission 

586 TECHNICAL JOURNAL, FEBRUARY 1985 



procedure. (Expiration of timer is modelled as a nondeterministic 
selection change, and thus is more general than reality.) 
states: OFF 

ON 
EXP (expired) 

Define 
a = (CP:{REJ,SABM,DISC,FRMRD + (C/R:C)(CP:RR) 
+ a(aa) + (C/R:C)(P/F:1) 
OFF~ 

ON: a 
OFF:· [a + (CO:FRMR)] OSN 2.4.4.1, 2.4.4.3, 2.3.3.3, 2.3.4.3, 

2.4.5.4, 2.4.8.1 and 2.4.6, in which set­
ting T1 when sending FRMR is unfor­
mal. In part, a is defined in accordance 
with the comment to state 6 of STS. 

Define 
{3 = (STS:{2,4})(CP':UA) + (N(R)A:OK)(CP':{RR,RNR,REJD 

(C/R':R)(P/F':l) + a(nn) 
ON~ 

OFF: 

EXP: ~ 
ON: ~ 
EXP~ 

OSN 2.4.4.1, 
2.4.5.4, 2.4.5.8 

OFF: (TR:ON)(SD:L)[(STS:{1,2D(CP:SABM) + 
(STS:3)(CP:FRMR) + (STS:4)(CP:DISC) + 
(STS:{5,7})(LS:NB)(CP:RR) + (STS:6)(LS < 
NB)(CP:REJ) + (STS:{5,6,7})(LS:B)(CP:RNR) + 
(N (R)A:OK) (P /F': 1) (C/R' :R)a(nn)] 

EXP: otherwise 

T2 (2.2.2 timer 2) 
Times period of "link idleness" and periods during which consecutive 

flags are received. (Expiration of timer is modelled as a nondetermin­
istic selection change, and this is more general than reality.) 
states: OFF 

ON 
EXP (expired) 

OFF~ 

ON: . (Tl:0FF) 
OFF: otherwise 
ON ~ It is assumed that T2 times any combination 

of link idleness and consecutive flags (OSN is vague 
about this). 
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If the local end rejects a frame while the remote 
end enters a failure mode wherein it transmits 
continuous flags (only), the local end will eventually 
wait forever in STS state 7, without any further 
transmissions. 

EXP: . (Tl:0N)(TR:OFF) 
OFF: . (Tl:0N) + (TR:OFF)] 
ON: . (Tl:0N)(TR:OFF) 
EXP~ 
OFF: . (TR:OFF)(SW:O)(SD:L) 
EXP: otherwise 

STS (2.3.1 connection status) 
Indicates status of level 2 link control. Acronyms, names, and 

definition are from OSN Table 2.1. (Collisions of conflicting com­
mands from remote end, host or internal devices such as timers are 
rarely resolved in OSN; here, in each case a [hopefully] reasonable 
resolution is given.) 
states: 1 (disconnected) 

2 (link setup) 
3 (frame rejected) 
4 (disconnect request) 
5 (information transfer) 
6 (REJ control primitive sent) 
7 (waiting acknowledgment) 

1 (disconnected) ~ 
2:· [(CP':DM) + (Tl:EXP) + (H:GO)](CP':SABM) 
5:· (CP':SABM) 
1: otherwise 
2 (link setup) ~ 
1:· (CP':{DM,DISC})(LS:STP) 
4:· (LS:STP)(CP':UA) 
5:· (CP':UA) 
2: otherwise 
3 (frame rejected) ~ 
1:· (CP':DISC) 
2:· [(CP':{DM,FRMR}) + (RETR:N2) + 

(H:GO)](LS:STP)(CP':{SABM,DISC}) . 
4:· (LS:STP)(CP':{SABM,DISC}) 
5: (CP':SABM) 
3: otherwise 
4 (disconnect request) ~ 
1:· [(CP':{UA:DM}) + (RETR:N2)](H:GO) 
2:.(H:GO) 
4: otherwise 
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Set a = [(CP':{UA,DM,FRMR}) + (RETR:N2) + (H:GO)] 
. (CP':DISC)(N(R)A:FRMR)[(LS:STP) + a(fp)]. 

(j = (N(R)A:FRMR)(CP':DISC), 
"I = ti(fp)(LS:STP)(CP':DISC)(N(R)A:FRMR), 
o = ti(fp)[(Tl:EXP) + (T2:EXP)](CP':{DISC,UA,DM,FRMR}) 

(RETR:NZ)(H:GO)(N(R)A:FRMR)(LS:STP), 
E = ti(fp)(LS:NB)(N(S)A:REJ)(N(R)A:OK) 

5 (information transfer) ~ 
1:· (CP':DISC) 
2:·ae 
3:· (j 
4: ."1 
6:· E(CP':DISC) 
7:· (LS:NB)oe 
5: otherwise 
6: (REJ control primitive sent) ~ 
1:· (CP':DISC) 
2:· a(CP':{I,SABM}) 
3:· (j 
4: ."1 
5:· (LS:NB)[ti(fp)(CP':1) + (CP':SABM)]. 

(N(R)A:FRMR)(CP':DISC) 
7:.o(CP':{I,SABM}) 
6: otherwise 

Modelled according to OSN Table 2.l.c 
which permits at most 1 retransmission of 
REJ, this contradicts OSN 2.3.4.3 which 
permits up to N2 retransmission of REJ. 
Here, RR rather than REJ is retransmitted 
upon expiration of Tl, up to N2 times. 

7 (waiting acknowledgment) ~ 
1:· (CP':DISC) 
2:.a(CP':SABM)[(CP':{RR,RNR,REJ}) + (C/R':C) + (P/F':O)] 
3:· (j 
4: ."1 
5:· [(CP':SABM) + [ti(fp)(CP':{RR,REJ}) + (CP':RNR)] 

(C/R':R)(P/F':l)] 
7: otherwise 

LS (2.3.2 local host status) 
Indicates status of local end as deduced from last received control 

signal from the local host. OSN Table 2.l. 
states: NB (not busy) 

B (busy) 
STP (stop) 
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OFF 
NB (not busy) ~ 
B: . (H:B) 
STP:· (H:STP) 
NB: otherwise 
B (busy) ~ 
NB: ·(H:NB) 
STP: . (H:STP) 
B: otherwise 
STP (stop) ~ 
OFF:· (STS:1) 
NB . (H:GO) 
STP: otherwise 
OFF~ 

NB: ·(H:GO) 
OFF: otherwise 

RS (2.3.2 remote host status) 
Indicates busy/not busy status of remote end as deduced from a 

receipt of RNR control primitive from remote level 2, based upon 
OSN Table 2.l. 
states: NB (not busy) 

B (busy) 
NB (not busy) ~ 
B: . (CP':RNR)(N(R)A:OK)(STS:{5,6,7}) 
NB: otherwise 
B (busy) ~ 
NB:· (CP':{RR,REJ,SABM})(N(R)A:OK) 
B: otherwise 

N(S)A (2.3.4 N(S) analyzer) 
Indicates whether or not the sequence number N(S) of the last 

received (information) frame is the next expected sequence number. 
If not, it causes a retransmission request (REJ primitive) to be sent. 

states: OK 
TEST 
REJ 

OK~ 

TEST:· (SI ':1) 
OK: otherwise 
TEST~ 

OK:· [(STS:{5,6,7}) + (CP':l) + L (V(R):n)(N(S):n)] 

REJ: otherwise 
REJ~ 

n 
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OK: .£i(fp) 
REJ:·a(fp) 

N(R)A (2.3.5 N(R) analyzer) 
Indicates whether or not receive sequence number N(R) in the last 

received (information or "supervisory") frame is "within range," i.e., 
whether or not [UNACK* ~ N(R)* ~ V(S)*], where (*) denotes the 
state of the associated counter. An N(R) is within range if and only if 
it acknowledges a sent but yet unacknowledged frame (in which case 
it also acknowledges all previous unacknowledged frames). If N(R) is 
not within range, the N(R) analyzer process N(R)A causes the link to 
be reinitialized (the FRMR primitive is sent), and all previously 
transmitted but unacknowledged I frames are cleared from the packet 
buffer (they remain unacknowledged and are not retransmitted). (Ac­
cording to OSN 2.3.3.5, detection and recovery from the possible loss 
of such frames is left to a higher-level protocol. I find no reason not 
to provide for recovery in level 2. This could be accomplished merely 
by retransmitting all frames starting with the first unacknowledged 
one, without reinitializing the link. However, the specification given 
below is consistent with OSN 2.3.3.5.) 
states: OK (within range) 

TEST 
FRMR (not within range) 

OK (within range) ~ 
TEST:·(SI':l) 
OK: otherwise 
TEST~ 

OK: . [(STS:{5,6,7}) + (CP':{I,RR,RNR,REJ}) OSN 2.4.7c 
+ L (UNACK:i)(N(R):n)(V(S):j)] 

[i.;;n~l 

FRMR: otherwise 
FRMR~ 
OK: . (STS:3) 
FRMR: otherwise 

SD (2.3.6 sender) 
Classifies current status of header assembler as "to be sent" or 

"already sent." (This is not an explicit process of OSN; it is used in 
conjunction with the transmitter process TR to coordinate buffering 
of outgoing frame.) 
states: L (last) 

L' 
C (continuing) 

selections: (SD:L) 
(SD:C) 

Header already sent. 
Placekeeping state. 
Header to be sent. 
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L (last) ~ 
L':· [(N(R)A:TEST) + a(aps)(CP:1)] 
L: otherwise 
L'~ 
C: (SD:L)(N(R)A:TEST)[a(aps) + (CP:1)] 
L': (SD:L)[(N(R)A:TEST) + a(aps)(CP:I)] . 
C (continuing) ~ 
L:· (TR:ON)(SW:O) 
C: otherwise 

SW (2.3.7 TR shadow) 
Marks the instant that the transmitter process TR turns on and 

off. (Implicit process for control of certain counter.) 
states: 0 (transmitter was OFF) 

1 (transmitter was not OFF) 
o (transmitter was OFF) ~ 
1: . (TR:OFF) 
0: otherwise 
1 (transmitter was not OFF) ~ 
0: . (TR:OFF) 
1: . otherwise 

I (3.1.1 packet counter) 
Indicates the smallest in-sequence level 3-assigned number of a 

packet unacknowledged by the remote end. 
states: N (parameter) N ~ 1 
N~ 

N + 1:· (N(R)A:OK)a(nn) 
N: otherwise 

Q (3.1.2 packet buffer queue length) 
Indicates the number of packets N in the packet buffer. (By as­

sumption, the packets in the packet buffer bear numbers M, M + 1, 
... , M + N - 1 where M is the state of the packet counter I.) The 
buffer may be loaded by local level 3; this is modelled by a nondeter­
ministic jump in state from N to N + 1. 
states: N (parameter) 
N~ 

N+ 1:· 
M: (N(R)A:OK) 

[j-iJ=N-M 

(N (R):i) (UN ACK:j) 
N: (N(R)A:OK) 
N~ 

N< Qrnax 
O~M<N 

N + 1:· if 0 ~ N < Qrnax 
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M + 1:· (N(R)A:OK) L ifO~M<N-1 
[j-i)=N-M 

(N(R):i)(UNACK:j) 
M: (N(R)A:OK) L ifO~M<N 

[j-i)=N-M 

(N(R):i)(UNACK:j) 
N: otherwise o ~ N ~ Qrnax 

The transition from N to M + 1 models the 
simultaneous acknowledgment of N - M 
frames and the reception of a frame from 
level 3. 

R (3.2.1 packet receiver) 
Indicates the level 3 packet number of last packet passed by level 2 

to level 3. (The passing of the actual packets is modelled here by the 
passing of these packet numbers. The transmission of bits from level 
1 to level 3 is assumed to occur in real time. That is, it is assumed 
that level 2 can transmit to level 3 as fast as level 1 can transmit to 
level 2. The sequence of events during the course of which a packet 
passes from level 1 [through level 2] to level 3 is as follows. An 
incoming information frame is first analyzed by peripheral level 2 
equipment (B). If the frame is not immediately discarded on the basis 
of an invalid opening flag on syntactically bad address/control fields, 
the control field is analyzed by the N(S)/N(R) analyzers. The control 
field is followed immediately by the information field [packet]. Two 
possible ways to treat this packet are (1) to immediately transmit it 
to level 3 and then abort this transmission if the level 2 analysis 
indicates the frame must be discarded or (2) to buffer the packet 
during the course of the level 2 analysis. [In option (2), virtually the 
entire frame must be buffered, as the CRC check and closing-flag­
valid check cannot be made until the entire frame has been received.] 
In either case, the checks on the frame are not all simultaneous. When 
the final check test is passed [valid closing flag] the UNACK and 
V(R) counters are updated.) 
states: N (parameter) 
N~ 

M . (CP':I)(N(S)A:OK)(N(R)A:OK)(LS:NB)(I':M) 
N: otherwise 

7.5 Level 1 processes 

N~O 

M¢N 

The eight processes comprising incoming level 1 are modelled here. 
Each process has an acronym which ends with a prime ('). The 
processes of outgoing level 1 are identical but that their acronyms 
omit the prime ('). 
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C/R' (4.1 incoming L1 address) 
Signals the address field of a frame arriving from remote level 2. 

states: C 
R 
c/> (null state) 

v (parameter) ~ v E (C,R} 
c/>:.(SI':1} 
v: otherwise 
c/> (null state) v E (C,R} 
v . (Rl':1)(TRr:ON)(C/Rr:v) 
c/>: otherwise 

CPl' (incoming control primitive) 
Signals the control primitive in the control field of a frame arriving 

from remote level 2. 
states: I 

RR 
RNR 
REJ 

For names of states, see control primitive as­
sembler process 1.1.1.2. 

SABM 
DISC 
DM 
UA 
FRMR 
c/> (null state) 

v (parameter) ~ 
c/>:·(SI':1} 
v: otherwise 
c/> (null state) ~ 
v:· (Rl' :1)(TRr:ON)(CPr:v) 
c/>: otherwise 

v E (I, ... ,FRMR} 

v E (I, ... ,FRMR} 

N(S)I' (4.3 incoming L1 sequence number) 
Signals the sequence number in the control field of a frame arriving 

from remote level 2. (The state of N (S) is equal to the state of V (8) 
when the frame was transmitted). 
states: N (parameter) 0 ~ N < 8 

c/> (null state) 
N (parameter) ~ 
c/> ·(SI':1) 
N: otherwise 
c/> (null state) ~ 
N· (Rl ':1)(TRr:ON)(V(S)r:N)(CPr:1) 
c/>: otherwise 

594 TECHNICAL JOURNAL, FEBRUARY 1985 



PjFl' (4.4 incoming Ll poll/final bit) 
Signals the poll/final bit in the control field of a frame arriving from 

remote level 2. 
states: 0 

1 
¢ (null state) 

v (parameter) ~ v E {O,l} 
¢·(Sl':l) 
v: otherwise . 
¢ (null state) ~ 
v:· (Rl':l)(TRr:ON)(PjFr:v) 
¢: otherwise 

N(R)l' (4.5 incoming Ll receiver sequence number) 
Signals the state of the received sequence number assembler V(R) 

in the control field of a frame arriving from remote level 2. 
states: N (parameter) 0 ~ N < 8 

¢ (null state) 
N (parameter) ~ 
¢:·(Sl':l} 
N: other 
¢ (null state) 
N:· (Rl':l)(TRr:ON)(V(R)r:N)(CPr:{I,RR,RNR,REJ}) 
¢: otherwise 

II' (4.6 incoming Ll information field) 
Signals the packet number of the packet in the information field of 

a frame arriving from remote level 2. 
states: N (parameter) 0 < N 

¢ (null state) 
N (parameter) ~ 
¢:·(Sl':l} 
N: other 
¢ (null state) ~ 
N:· (Rl' :l)(TRr:ON)(Ir:N)(CPr:l) 
¢: other 

Rl' (4.7 incoming Ll receive moderator) 
Indicates to remote level 2 whether or not incoming level 1 is ready 

to receive a frame. (This process provides synchronization for trans­
missions from remote end to local end.) 
states: 0 (not ready to receive) 

1 (ready to receive) 
o (not ready to receive) ~ 
l:·(CPl':¢} 
0:· 
1 (ready to receive) ~ 
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0:· (TRr:OFF)(8Wr:1) 
1: otherwise 

81' (4.8 incoming L1 send moderator) 
Indicates to local level 2 whether or not level 1 is ready to send a 

frame. 
states: 0 (not ready to send) 

1 (ready to receive) 
o (not ready to receive) ~ 
1:.(CP1:¢) 
0:· 
1 (ready to receive) ~ 
0:· 
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Clocked schedules represent an important method of task scheduling for 
computer systems with real-time applications. In this paper we consider a 
generalized class of clocked schedule that includes those used in many stored 
program control switching systems. Key performance measures for this class 
are discussed, and an analytic approximation method for analyzing certain of 
these measures is given. This approximation method is most applicable in 
evaluating long-term delays. (A companion paper by Doshi addresses short­
term delays for systems with extremely time-critical tasks.) Comparisons are 
made with exact numerical results (obtained using the method presented in a 
companion paper by Ackroyd), detailed simulation models, and field data. 

I. INTRODUCTION 

Processor scheduling concerns specifying when each task that must 
be done in a computer system is to be scheduled for execution, and 
how conflicts in task execution are to be resolved-e.g., by setting task 
priorities. In this paper we consider the performance analysis of a 
class of schedules for computer systems with real-time applications, 
that is, applications where at least some tasks have time-critical 
execution requirements. Collection of digits in a call-processing system 
is one of the more important examples of a time-critical task. 

To introduce the concept of a clocked schedule, we consider the 
simple example system of Fig. 1. The processor must respond in a 
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timely manner to requests from sources to send data. This consists of 
recognizing new requests, doing setup work (e.g., assigning buffers, 
sending a "ready to receive" signal), and collecting the data sent. For 
concreteness, consider this to be a microprocessor system handling 
incoming dial pulse trunks. Collecting the data corresponds to count­
ing the number of pulses sent (number dialed). We can distinguish at 
least two distinct tasks: task 1, collecting pulses on active trunks; task 
2, scanning inactive trunks for new requests and performing needed 
setup work. Task 1 is clearly the most time critical. Figure 2 shows a 
clocked schedule for this system. Time is divided into intervals (slots) 
of length T (dictated by the on -off lengths of the pulses), and in each 
slot, first task 1 is executed (for all active trunks), then task 2. If, at 
the beginning of a time slot, task 2 is executing, it is interrupted and 
task 1 execution is given control. 

In applications of this type, the large number of stimuli (e.g., state 
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Fig. 2-Clocked schedule for example system. 
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changes on active trunks) that need processing per unit time usually 
precludes the use of an interrupt-driven schedule having one interrupt 
per stimulus. Figure 3 gives a qualitative description of the relative 
trade-offs between clocked and interrupt-driven schedules. For a more 
detailed, quantitative treatment of this trade-off, see, for example, 
Ref. 1. For a discussion of performance trade-offs of other scheduling 
alternatives, see Ref. 2, where this example system is used to provide 
a tutorial on the analysis and design of processor schedules for com­
puter systems with real-time applications. 

Considerable work on analyzing clocked schedules similar to the 
basic one described above, including applications to distributed micro­
processor-based systems, has been done by P. Kuehn and others (e.g., 
see Refs. 3,4, and 5). Here we consider a generalized clocked schedule 
that forms the basis for the processor scheduling in many real-time 
systems, including microprocessor-based systems as well as large sin­
gle- and multiprocessor call-processing systems. In Section II we define 
the class of schedules to be studied, discuss relevant performance 
measures and work-load characterizations, and use concrete examples 
to illustrate some scheduling variants to this class of schedules. In 
Section III we develop approximations for certain performance meas­
ures introduced in Section II. The approximation method is based on 
that given in Ref. 6. In Section IV we illustrate the accuracy of the 
approximation by using comparisons with exact calculations (using 
the methods described in Ref. 7), simulation, and field data. Section 
V contains some concluding remarks. 

II. A GENERAL CLASS OF CLOCKED SCHEDULES 

The simple clocked schedule noted above can be generalized in a 
variety of ways. We will consider some of the most important gener­
alizations from an applications point of view and also note some 
additional variants of practical importance. 
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2.1 Generalized clocked schedule 

Figure 4 shows the general class of clocked schedules that. we will 
consider. Time is divided into intervals (slots) of length T. The first 
(labeling) column lists, in order of descending priority, all potential 
tasks for scheduling. A 1 in the ith row and jth column indicates that 
the ith listed task is scheduled for execution in the jth slot. We assume 
that every task is scheduled periodically and that the total period of 
the schedule is Nperiod. Three classes of tasks are indicate~ on Figure 
(4): High Priority (HP), Low Priority (LP), and Fill (F). The distinc­
tion between these will become clear in the following discussion. 

The execution of the schedule proceeds as follows. We begin at time 
t = 0 at the beginning of the first slot. The tasks scheduled are 
executed in the order that they appear. Assuming all HP and LP tasks 
are completed before the end of the time slot (t < T), F work (assumed 
scheduled in every slot) is begun. If an LP task is still executing at 
the end of the time slot, it is interrupted, and it and all lower-priority 
LP tasks are added to the work list of the next slot at their same 
priorities. The HP tasks are not interrupted at the end of the time 
slot, that is, all HP tasks scheduled are completed before new work is 
scheduled. We will thus often refer to HP tasks as noninterruptable 
tasks and LP tasks as interruptable tasks. (F work is also interrupta-
ble.) 

Thus, in summary, we have the following execution pattern. When 
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Fig. 4-General clocked schedule. 
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the HP list of tasks for the jth slot is begun (possibly q.elayed due to 
past scheduled HP work), the interrupt timer is inhibited. At the 
completion of all HP tasks, the timer is enabled. If the current time 
slot has already expired, the interrupt timer will immediately fire 
(scheduling new HP tasks); otherwise the LP work is begun. If an 
interrupt occurs prior to completion of all LP tasks, the remaining 
work is added to the next slot (the remaining rows in the jth column 
are "or'ed" to the (j + l)st column). If all LP work completes prior to 
the interrupt, F work is executed until the interrupt occurs. 

2.2 Performance measures 

For a given task, scheduled every T time units, we distinguish three 
categories of performance measures: short-term delays-delays on the 
order T or less; medium-term delays-delays greater than T but less 
than T; and long-term delays-delays greater than T. While this 
categorization is somewhat arbitrary, it has been useful in practice. 

HP tasks are generally reserved for executing the most time-critical 
functions (e.g., digit reception in our example), and hence short-term 
delays are the most important performance measures. Indeed, short­
term delays generally are needed to determine an appropriate time­
slot length, T. A particularly important performance measure in this 
category is the probability that HP work scheduled for a given time 
slot is still executing at the end of that slot. This measure is generally 
referred to as the probability of (slot) overrun. Medium- and long­
term delays also are often important for HP tasks; the latter is often 
needed to set appropriate levels for sanity timers. (In most systems, 
timers are set to monitor the time between successive executions of 
each task. If this time exceeds a given threshold [set to minimize the 
probability of false alarms due to work-load variability], certain main­
tenance routines are invoked.) 

Long-term and sometimes medium-term delays are usually the most 
important performance measures for LP tasks, which generally are 
less time critical. For example, receiver attachment is typically sched­
uled as an LP task, possible every 100 ms, but with delays up to 500 
ms acceptable. 

Typical F tasks are line scanning for new originations or mainte­
nance. For such tasks one defines a quantity Tf (e.g., time to scan all 
lines once and time to complete a set of maintenance tasks) such that 
the relevant performance measures are based on delays in completing 
Tf time units of F work. (Sometimes F work consists of executing a 
new schedule, in which case distributional information for delays can 
be an input to another performance analysis.) The delays of interest 
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for F work are generally long term, much greater than T, and often 
greater than Nperiod T, the entire schedule period. 

2.3 Work-load characterization 

Two main aspects of work-load characterization must be considered: 
the job-processing times associated with task execution, which gener­
ally depends on the number of jobs (stimuli) to be processed; and the 
characteristics of the arrival of jobs (stimuli). If we denote by Xi the 
(random) amount of time required to process task i, then often Xi is 
adequately characterized by ai + biJi, where ai is the overhead associ­
ated with entering task i, J i is the (random) number of jobs found (in 
our example, the number of trunks that had state changes to be 
processed), and bi is the time needed to process each job found. To 
discuss the characterization of the arrival process, we use the queueing 
model description of a clocked schedule given in Fig. 5. There are two 
queues for each HP or LP task, an internal queue and an external 
queue. There is also a "never empty" single queue for F work. The 
arrival rate of jobs for the ith task is denoted by Ai-often (we note 
some important exceptions shortly) the assumption of independent 
Poisson streams for these external arrivals is adequate. These external 
arrivals enter the external holding queue and are only allowed to pass 
to the internal queues, where they can be processed, when the indicated 
gates are opened. We distinguish four main arrival characterizations 
based on the gate-closing mechanism. 

Gating 1: Here, at the start of each new time-slot execution, all 
gates corresponding to tasks scheduled for execution in this time slot 
are instantaneously opened, moving all existing jobs from the holding 
queues to the internal queues. The gates are then immediately closed, 
barring further movement of new jobs into the internal queues. 

Gating 2: At the start of execution of a new slot, the gate for the 
highest-priority scheduled task is opened instantaneously and then 

Am + n-

_-----'~ I --- x x I 
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(FILL TASK) ;' x x x x x x I 
( 
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Fig. 5-Queueing model of clocked schedule. 
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closed. As each new scheduled task is ready for execution, its gate is 
correspondingly opened instantaneously and then closed. 

Gating 3: Same as gating 2, but once opened, each gate is left opened 
until there are no more jobs for this task; the gates are then closed 
and the gate for the next task is opened. 

Gating 4: All gates are always open. 
Although in any given case, one of these gating mechanisms can 

often be used to characterize the arrivals, in actual systems, quite 
often a mixture of all are present, and indeed, there are further 
complications, e.g., the Ai are not independent. (Even in our example, 
clearly a large number of state changes in a given slot implies a high 
probability of a large number of state changes in a slot that is displaced 
in time i.>y a dial pulse length.) We will note some examples as we 
discuss some variants of the class of clocked schedules we have defined 
for study. 

2.4 Some variants and examples 

We briefly note some examples of systems that use clocked schedules 
as a means of demonstrating some of the complexities of clocked 
schedules for real systems and how they often deviate from the "ideal" 
models noted above. However, practical experience has indicated that 
these somewhat idealized models can often provide valuable insight 
into system performance. 

2.5 Microprocessor peripheral interface system 

An example of a rather basic clocked schedule is that used in the 
Microprocessor Peripheral Interface System (MPIS), designed to pro­
vide an intelligent interface between certain switching systems and T­
carrier facilities. The main purpose of MPIS is to execute the tasks 
associated with the setup and tearing down of interoffice calls via a 
T-carrier facility. This includes digit reception/transmission/timing 
and interoffice signaling. For this system, the schedule for each slot is 
identical. After some overhead associated with each new time slot, the 
first task executed is to poll each of the T -carrier digroups and to 
process signaling change reports from or orders to them. With this 
polling mechanism, some work arriving after the task is initiated will 
be processed, while some will not. Hence the arrivals to this task 
behave like a combination of gating 2 and gating 3. The next task 
consists of unloading a First-In First-Out (FIFO) queue with orders 
from the switching machine and, unless the order is a high-priority 
maintenance order, sorting and scheduling the orders for processing 
by other tasks later in the slot. Gating 1 is a reasonable approximation 
for characterizing the arrival pattern to these latter tasks. However, 
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there is clearly a dependence between the work associated with these 
tasks and the work done in the FIFO task. 

2.6 Support processor 

Large 1 ESS™ switching equipment offices have a Support Processor 
(SP), which performs most of the needed input/output and timing 
functions. Almost all of the tasks are executed as HP, LP, or F tasks 
consistent with the model of Fig. 4. Typical HP tasks include digit 
reception and transmission, LP tasks include timing functions, and 
both trunk and line scanning for new originations are done as F work. 
However, one low-priority (interruptable) task, Peripheral Order 
Buffer (POB) execution, is clearly at variance with Fig. 4. This task 
executes orders that control peripheral equipment, e.g., open (close) 
relays; thus, after completing execution, it must wait a minimum 
period of time (20 ms) for the controllers to free and reset. Hence, this 
task is executed asynchronously with the rest of the schedule being 
rescheduled precisely 20 ms after completing. Moreover, these orders 
can be loaded by the main processor at any time; hence gating 4 
applies. 

2.7 Private branch exchange 

Clocked schedules are common in many Private Branch Exchanges 
(PBXs). Again, HP work usually involves digit reception and trans­
mission, and LP work includes scanning for new originations and 
receiver attachment, while F work is devoted to maintenance tasks. 

These variants, and many others in actual systems, cause the models 
discussed above to be approximate at best. Nonetheless, as noted, they 
can often supply useful performance information. We will use these 
examples to look at some concrete quantification in Section IV. 

III. APPROXIMATE ANALYSIS OF LONG-TERM DELAYS 

For systems where short-term delays are an important performance 
measure, it is usually necessary to capture a considerable amount of 
scheduling detail (e.g., the dependencies and gating noted for MPIS 
in Section II). This problem has been addressed in Ref. 8, where exact 
solutions for realistic models are given. Here we concern ourselves 
with obtaining rather simple analytic approximations to long-term 
delays. In practice, the results have also been useful for medium- and 
sometimes short-term delay calculations. 

3.1 Approximating task waiting time for the simplest system 

Consider the simple clocked schedule depicted in Fig. 6. We assume 
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Fig. 6-Simplest clocked schedule. 

that the arriving work associated with the ith task, i = 1, 2, forms 
sequences (xt}, (X~} of independent, identically distributed random 
variables and that these sequences are mutually independent. We also 
assume that the work arrivals follow the gating 1 procedures described 
above. Denote the distribution functions for these work items by Fi(x), 
i.e., Fi(x) = Pr(Xi :5 x}. Under these assumptions, the delays for task 
1 can be obtained by studying a DIG/1 queue with (deterministic) 
interarrival time equal to T and service-time distribution given by 
FI(x). Reference 8 gives a variety of approximation methods for 
estimating the delays in such a system. In particular, if we denote the 
waiting time by t1, then Ref. 9 shows how to determine suitable 
parameters a1, CI such that 

(1) 

is a good approximation to Pr(t1 :5 x}. (We discuss some specific 
choices of aI, CI in Section IV.) To study the delays for task 2, we first 
define a random walk, {yk; y} by 

yk+1 = yk _ (T - xt+l ) = yk - Zk+1, k ~ 0 

N(y) = min{ n: kt. y' < 0, given yO = y}, 

where T is the time slot length. 
Now define: 

(2) 

TN = time from arrival of an arbitrary batch of task 2 work until its 
processing begins (task 2 waiting time). 

w = work backlog (task 1 and task 2) just before the start of an 
arbitrary time slot. 
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Wc{n) = Pr{TN > nT}. (Complementary task 1 waiting-time distri­
bution). 

Gc{n; y) = Pr{N{y) > n}. 
H{x) = Pr{w ::; x}. 

We then have that 

W,(n) = f.oo a,(n; x)dH(x)~ 
Wc{O) = 1 - H{O)FI{O). 

n;;:=l 

(3) 

That is, if in the random walk (2), y is the backlog seen by an 
arriving task 2 batch of work, then Zk is the amount of time available 
in the kth slot to work off this backlog (or add to it if Zk < 0), yk is 
the remaining backlog at the end of the kth slot {start of the (k + l)st 
slot), and the new work for task 2 arriving at the beginning of slot 1 
begins execution in the first slot that ends with yk < O. 

The usefulness of (3) depends on our ability to determine reasonable 
approximations for Gc{n; x) and H{x). First, we note that the work 
backlog, W, is precisely what would be seen by an arrival to a DIGII 
queue with service-time distribution equal to the convolution of FI 
and F2, i.e., with service time Xl + X 2• Again the approximation 
methods of Ref. 8 allow us to reasonably approximate H{x) by using 
a simple exponential form, H'{x), i.e., with 

(4) 

The central limit theorem implies that Gc{n; x) is asymptotically 
Gaussian, for large n. We thus approximate Gc{n; x) by G :(n; x) 
defined by 

where 

and, as above, Z = T - Xl. 

x 
mN =-= 

Z 

Equation (5) can be written as 

a:'(n; x) = ~ [1- Erf[~ -A2 Fx]]. 
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where 

and 

Al = Z3/2/,J2u~ 

A2 = ZI/2/ ,J2u~ 

21V 

Erf(v) =.;; 0 e-
s2

ds. 

Using (4) and (6) in (3) yields the approximation W:(n) to WAn) 

W:(n) = A 3exp(-A4 n), n ::: 1 

where 

a2C2 
A3 = '2 [ 'A 2 A ] 2vA 2 +a2'V 2+ a2- 2 

A4 = 2A I ( ,JA~ + a2 - A2)' 
Equation (7) thus provides our desired approximation of the delay 
distribution for task 2. Note that (7) can readily be evaluated for n 
nonintegral yielding an interpolation formula. 

While the use of (5) might seem to imply that n would need to be 
reasonably large for (7) to be useful, in fact, practical experience has 
indicated that (7) can provide a useful approximation, even for small 
n (e.g., n = 1). This will be illustrated via some examples in Section 
IV. We will look at how other performance measures can be approxi­
mated, e.g., task sojourn time and delays for F work. First, we look at 
how we can use this method to obtain approximate delays for the more 
general clocked schedule of Fig. 4. 

3.2 Approximating low-priority task waiting time for a general clocked 
schedule 

To treat the generalized clock schedule introduced in Section II, we 
need to extend the above approximation method to include an arbitrary 
number of tasks in a given time slot and, more important, to include 
more complex schedules. The former can be accounted for readily in 
the following manner. Assume for now that all slots have an identical 
schedule and that LPj is the task to be analyzed. We then replace all 
tasks of higher priority than LPj by a single task with an equivalent 
work load, i.e., we make the transformation 

m j-I 

L HPi + L LPi ~ task 1 
i=1 i=l 

LPj ~ task 2 
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and use the above analysis. Two methods of obtaining the needed 
aggregated work-load characterization for task 1 have been found 
useful. The simplest method is to match the relevant means and 
variances. For example, if the work loads take the form ai + biJi for 
the ith task, and Ai is assumed Poisson, then we assume that the work 
load for the aggregated task, task 1, has the form a + bJ, where 

a = L ai 

bJ = L biJi 

b2J = L b2Ji• 

Another alternative that is often preferable (particularly if the 
dominant work load is the result of a small number of jobs with large 
processing times) is to match the mean work load and the probability 
that there is no time available in a slot to execute task 2 work. That 
is, in addition to a = L ai, bJ = L biJ, we must require that 

Pr{a + bJ> T} = Pr{L ai + L biJi > T} = P*. 

The methods of Ref. 8 can be used to obtain P*. A simpler method for 
estimating P* that has proved useful is to use a "clustering" technique 
to replace the potentially large number of tasks that must be aggre­
gated by precisely three, i.e., 

where the L ai and tasks with small values of bi map into a,I, tasks 
with medium values of bi map into b,lJ,h and tasks with large values 
of bi map into b,2J,2. The resulting estimate of P* can then readily be 
computed. This also provides a simple approximation technique for 
the probability of overrun, another important performance measure 
noted earlier. 

We now consider a more complex schedule. Let Nperiod,j be the 
scheduling period for LPj • We assume that Nperiod,j divides Nperiod, the 
period of the total schedule. We introduce a new clocked schedule with 
slot length T,j = Nperiod,j T, and a task 1 that is a suitable average of 
all tasks of higher priority than task j in all slots, i.e., let Kj = Nperiod/ 

Nperiod,j, and let IHP,k and ILP,k be the collection of indices for tasks of 
higher priority than task j in the kth scheduling interval, k = 1, ... , 
K j • Then 

A~erag~ {. L HPi + . L LPi} ~ task 1 
k-l, .. ,KJ IfIHP,k IdP,k 

LPj ~ task 2, 

608 TECHNICAL JOURNAL, FEBRUARY 1985 



and we again use the above analysis. (Aggregation methods similar to 
those discussed above can be used here.) 

3.3 Other performance measures 

The method outlined above can be extended to obtain useful ap­
proximations to other performance measures. We first look at the 
conditional sojourn time of a task. For simplicity of notation, we 
consider the simple system of Fig. 6. The work-load aggregation given 
above can also be used here for more complex schedules. 

We now define: 
TS(Y) = time from arrival of an arbitrary batch of task 2 work until 

completion of y units of work on that batch. 
Sc(n; y) = Pr(TS(Y) > nT} (Complementary conditional sojourn 

time). 
We then have that 

S,(n; y) = .[00 G,(n; x + y)dH(x). (8) 

Thus if Y = 0, then Sc(n; 0) = Wc(n). 
Using (4) and (6) in (8), we obtain a rather complex integral 

involving the error function Erf( . ) that does not seem to have a closed 
form representation in terms of Erf( . ). Since our objective is to obtain, 
where possible, simple analytic approximations (exact numerical 
methods are available in Ref. 7), in addition to the Gaussian assump­
tions above, we assume the following (approximate) decomposition, 
S:(n; y), of Sc(n; y): 

where 

and 

S;(n; y) = J W;(n - m)dG'(m; y), 

- Y 
Ny=Z 

(9) 

i.e., G'(m; y) is a (continuous in m) Gaussian approximation to 
Pr(N(y) = mI. This results in the following expression for S:(n, y): 

CLOCKED SCHEDULES-I 609 



S;(n, y) = ~ W,(n) [1-Erf [J:.:N]] 
y 

+ ~ A3 exp [A4(1V;- n) + Ai~,] 

. [Erf [J2A4UNy + Ny ] 
2 J2UN

y 

_ Erf [J2A4UNy + Ny _ _ n_]] 
2 J2UNy J2uNy 

+ HI - Erf [n ~u~Y]] (10) 

and the A/s are as before. 
While (10) may seem complicated, it involves nothing more complex 

than an error function, Erf(.), whose efficient computation is available 
in most computer system libraries. 

Equation (10) can be used to obtain approximations for a variety of 
important performance measures. For example, the time from arrival 
to completion of a batch of task 2 work is given by 

S;(n) = loo S;(n; y)dF,(y). (11) 

For the common case where X2 is composed of individual jobs, we can 
use (10) to compute the average sojourn time seen by a job. Also, if, 
as a fill task, we schedule, say, Tf of maintenance as the next fill job 
starting at some time point, then S:(n; Tf ) provides the delay in 
finishing this task (with task 1 including all scheduled [nonfill] tasks). 

Often, F work is repetitive, e.g., continuously scanning a set of lines. 
In such a case, there is no "waiting time" for fill work, i.e., by its 
definition, it starts immediately after completing. In this case, the 
elapsed time until all fill work is done can be approximated simply by 
a:(n; Ts), where Ts is the time to scan all lines. 

Finally, we note that in the gating model "gating 1," jobs are 
additionally delayed as they wait in the outer queue. Since this delay 
is independent of the delays internal to this system, performance 
measures including this delay can be computed by simply convolving 
this external delay with the internal job delays. 

IV. EXAMPLES AND VALIDATION 

The approximation method we have introduced is relatively simple, 
considering the complexity of the problem. Its usefulness, of course, 
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depends on how well it can capture the essence of the delay character­
istics. We discuss here some applications and comparisons with: (1) 
exact results for the general class of clocked schedules introduced in 
Section II (using gating 1), (2) detailed simulation results that include 
all of the inherent work-load dependencies in an actual system, and 
(3) a comparison with some actual field data. 

The approximation results were computed using a prototype soft­
ware package, PACS (Performance Analysis of Clocked Schedules). 
This explicit implementation of our approximations determines Ci and 
ai in the following manner. First, the service-time distribution in a 
D/G/1 queue is replaced by an appropriate hyperexponential, expo­
nential, Erlangian, deterministic distribution that matches the first 
two moments of the service time. Then the approximation referred to 
as the A * approximation in Ref. 9 is used to determine Ci and ai. (For 
extreme light or heavy loads the approximations ALT,AH,o of Ref. 9 are 
used.) 

The first two examples considered use a mean and variance match 
of the aggregated work loads to a Gaussian distribution (see below). 
The third example used the clustering method noted above, while the 
fourth example again used a mean and variance match. 

Example 1: As a first example we consider the simple schedule of 
Fig. 6 with the following parameter values: 

T (Time slot length) = 10 ms 
Ai (Poisson arrival rate of jobs for task i) = 0.8/10 ms = 0.08/ms 
bl (Time to process each job for task 1) = 5.0 ms 
b2 (Time to process each job for task 2) = 4.9 ms. 

The resulting approximation for the backlog (eq. [4]) is 

W2(x) = 1 - C2e-~x = 1 - 0.554eo.0760x the variable Z = T - Xl = 
10 ms - 5.0 ms (JI ), where J I = number of jobs found for task 1. 

For eqs. (5) and (10) we thus have 
Z = 6.0 ms 
O"~ = 20.0 ms2

• 

The resulting waiting time (eq. [5]) and sojourn time (eq. [10]) for 
task 2 is shown in Fig. 7, where it is compared with the exact results 
obtained by the methods described in Ref. 7. Even for this simple 
example, the exact equilibrium solution is quite complex, being quasi­
periodic in nature. Our simple method is seen to provide reasonable 
approximations to the waiting and sojourn time. 

Example 2: Here we consider the more complex schedule shown in 
Fig. 8 with the parameters indicated. We look at the sojourn-time 
distribution for task 7. The work-load aggregation discussed above 
thus leads to J( = 2, T,j = 40 ms. Task 1 work is characterized by the 
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Fig. 7-Waiting and sojourn times for Example 1. 

S 1 2 3 4 

TASK Ai bi 

1 1 1 1 1 0.050 2.0 

2 1 1 1 1 0.050 2.0 

3 1 0 1 0 0.075 2.0 

4 0 1 0 1 0.050 3.0 

5 1 0 .0 0 0.050 3.0 

6 0 0 1 0 0.063 2.0 

7 0 1 0 1 0.050 3.0 

F 1 1 1 1 

o 20 40 60 80 

TIME IN MILLISECONDS 

Fig. 8-Schedule for Example 2. 

mean and variance of the task i (i = 1, ... , 6) work falling in each of 
two slots (oflength 20 ms.) Figure 9 shows the resulting approximation 
for the sojourn-time distribution again compared with the exact results 
obtained from the methods of Ref. 7. 
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Fig. 9-Sojourn time for Example 2. 
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Fig. lO-Receiver attachment delay for Example 3. 

Example 3: As noted in Section II, one of the LP tasks for the PBX 
discussed is the attachment of a digit receiver for a new line origina­
tion. Figure 10 shows the delays in receiver attachment as computed 
from our approximation method compared with the results of a de­
tailed simulation model. This is a call-by-call simulation that includes 
most of the work-load dependencies associated with the actual system. 
We again see quite reasonable agreement. 

Example 4: In the SP noted earlier, line scanning is a fill task. 
Figure 11 shows the line-scan delays predicted by our approximation 
as compared with data collected at a field site. We see that the 
approximation results fall well within the observed band of field data. 
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Fig. 11-Line-scan delay for Example 4. 

v. CONCLUDING REMARKS 

The approximation methods presented here, while quite simple in 
nature, have been used in the performance optimization of many 
systems. Often, these relatively easy-to-compute approximations are 
used in the preliminary design phase to determine several feasible 
candidate schedules, as well as to identify performance issues needing 
closer study. The more precise methods of Refs. 7 and 8 then have 
been used to address these issues. The final one or two potential 
schedules generally are then evaluated using detailed call-by-call sim­
ulation. In the case of modifications to existing systems, field trials 
are conducted for validation. For new systems, predicted performance 
is verified in laboratory models and early field introduction as needed. 
This has helped bring high-performance, high-capacity systems to 
fruition. 
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A discrete-time model for clocked schedules is described. The distributions 
of the waiting and sojourn times for tasks in this model can be computed by 
a two-stage process. The first stage involves computing the distribution of the 
work awaiting execution at each time slot in the schedule. The second stage 
yields the required delay distributions. The computations in both stages 
involve discrete convolutions, which can be computed via the fast Fourier 
transform. The availability of an exact method of analysis permits the detailed 
study of schedules. It also enables the accuracy of approximate methods of 
analysis, such as those in a companion paper by Fredericks et aI., to be 
determined. The present paper considers just one form of scheduling mecha­
nism; a companion paper by Doshi considers several other mechanisms. 

I. INTRODUCTION 

Clocked schedules provide a means for organizing and controlling 
the execution of tasks in software for switching systems or other 
systems having strict timing requirements. 1

,2 This paper describes a 
method for computing schedules. The method is based on the use of a 
discrete-time model, which makes it possible to compute the required 
distributions exactly, except for the effect of computational error. The 
availability of an exact method of analysis has some advantages, even 
though it can be somewhat expensive in terms of the amount of 
computation needed. An exact method permits the detailed study of 
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the behavior of clocked schedules and the comparison of schedules 
that differ only in small details. In addition, it can be used to check 
the accuracy of more economical, approximate methods of analysis. 

The next section of the paper describes the discrete-time model for 
clocked schedules that allow the methods presented here. Section III 
explains the method for the numerical computation of the required 
delay distributions. Section IV describes some aspects of an imple­
mentation of the method, and Section V gives some illustrative results 
computed by its use. 

II. CLOCKED SCHEDULE MODEL 

There are two aspects of the model that need to be described. First, 
we need to describe the discipline under which the execution of the 
different software tasks, each having its own priority, is organized and 
controlled. Second, we need to specify the statistical characteristics of 
the execution times of the tasks. 

2.1 Organization and control of task execution 

Figure 1 illustrates how task execution is organized. There are Ntask 

tasks, each with a unique priority. The priorities are numbered from 

1 1 1 :::E 
2 0 1 0 1 

NTAs"I, I 0 I 0 I :::tj 
2 3 

ARRIVING DEMANDS _______ _ 

OF PRIORITY 1 ) 

ARRIVING DEMANDS 
OF PRIORITY NTASK t 

---'1i--r--r11~1 --rl ~II ~II ~III ~ 
'-----r--" 
PRIORITY 

N TASK 

~' j / 

PRIORITY PRIORITY 
2 1 

Fig. I-Schedule table and demands for the execution of tasks waiting in a preempt 
resume head-of-line priority queue. 
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one, top priority, to Ntask, lowest priority. The schedule is specified by 
a table whose elements are ones and zeros. The table has Nperiod 

columns and is considered to be repeated periodically. Each tick of the 
system clock, at t = 0, T, 2 T, ... , corresponds to one column of the 
schedule table, and each task corresponds to one row of the table. The 
periods between consecutive ticks are referred to as slots. 

When a clock tick occurs, the system consults the schedule table to 
determine which tasks have become due for execution. The tasks due 
for execution are indicated by the presence of ones in the positions 
corresponding to these tasks and the current clock tick. The system 
instantly places demands for the execution of the newly scheduled 
tasks in a queue. This queue, which is illustrated in Fig. 1, is a head­
of-line priority queue.3 In the queue, demands for task execution are 
grouped in order of task priority, the group of demands for the highest­
priority task being at the front of the queue. 

All the tasks are considered, in this paper, to be of interruptable 
type, l i.e., if a task of priority i is still being executed when a clock 

. tick occurs, its execution is instantly interrupted, rather than running 
on to completion, through the occurrence of the clock tick. The demand 
for the execution of the task is put back in the queue at the head of 
the group of demands of priority i until no demands of higher priority 
remain to be handled. The execution of the task of priority i is then 
resumed where it was left off, with no overhead (extra execution time) 
involved in the resumption. The queue is of the head-of-line, preempt 
resume type. 

2.2 Task execution times 

We assume that the time required to execute a task, given that it 
has exclusive use of the processor, is an independent, discrete random 
variable. This key assumption makes possible the numerical method 
of solution described in the next section. Task execution times are of 
the form k~, where k is a random integer and where the interval ~ is 
an integer submultiple of the clock period T / ~ = Nsubdv. The execution 
time of each task is characterized by the distribution of the random 
integer k. The method of this paper applies to arbitrary distributions 
for k, which need to be available in numerical form. 

If experimental information about the task execution times is avail­
able, e.g., as histograms, these data can be used directly to provide the 
numerical input required by the analysis. Alternatively, the numerical 
input required can be provided by evaluating a formula that provides 
a model for the execution times of the tasks. One such model, used in 
Ref. 2, is based on the assumption that the task execution time consists 
of an initial overhead a, followed by n executions of a job, where n is 
Poisson distributed and where each execution of the job requires time 
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b. Provided that a and b are integer multiples of .1, this model fits the 
form assumed in this paper. Examples of the use of this model are 
given in Section V. 

2.3 Performance measures 

Various measures of the performance of a system controlled by a 
clocked schedule may be of interest. Here we deal with two: the 
distribution of the waiting time of a task and the distribution of its 
sojourn time. The waiting time for a task is the time that elapses from 
the instant it is scheduled until its execution starts. The sojourn time 
is the time from the instant a task is scheduled until its execution is 
completed. 

As mentioned before, the execution of a task may be considered to 
consist of a number of repeated executions of a single job. We do not, 
in this paper, deal with the waiting and sojourn times for the 'individual 
jobs that, in a batch, constitute the task. Of course, the waiting time 
for a task provides a lower bound on the waiting time for a job within 
the task. Similarly, the sojourn time for a task provides an upper 
bound on the sojourn time for a job. 

In this paper we are concerned with the behavior of systems in 
equilibrium. Nonetheless, the delay distributions will generally be time 
dependent. Consider, for example, a task of low priority that is 
scheduled at several slots. The delays for the low-priority task will 
generally be larger at slots where much work of higher priority is also 
scheduled than at slots where little work of higher priority is scheduled. 

In assessing the performance of a schedule to determine whether it 
meets a specification, the average of the delay distributions of a task 
will usually be of prime interest-the average being computed over all 
slots where the task is scheduled. Sometimes, though, the individual 
delay distributions will be of interest, such as when a schedule is being 
analyzed in detail in order to improve it. In either case, the approach 
described in the next section involves computing the delay distribu­
tions for a task at each slot where it is scheduled. The average 
distribution is obtained by averaging the individual distributions. 

III. COMPUTATION OF DELAY DISTRIBUTIONS 

As shown in the previous section, a system controlled by a clocked 
schedule can be considered as a nonstationary multiclass priority 
queueing system. The analytical solution of such a system would be 
difficult. However, because of the form assumed for the distributions 
of task execution time, numerical results can readily be obtained. In 
this section we detail the computation of the waiting-time distribution. 
The computation of the sojourn distribution is very similar, so it is 
mentioned only briefly. 
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TASK OF PRIORITY i 
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WAITING TIME 

~ 
WAITING TIME 
DOES NOT END 
HERE 

Fig. 2-Relationship between task waiting time and the work waiting in the queue. 

We consider a task of priority i. At the instant the task is scheduled 
to be executed, the demand for its execution joins the queue, behind 
any previously scheduled demands for execution of the task still 
waiting to be handled. Its waiting time consists of the sum of two 
components, as illustrated in Fig. 2. The two parts of the waiting time 
are as follows: 

1. The time required to clear any backlog of work, also of priority 
i, which was already waiting at the instant the task was scheduled. 
The wait of the task is unaffected by any arrivals of priority i after its 
own, so these do not need to be considered. 

2. The time required to clear the backlog of work, if any, of priority 
higher than i that was already waiting at the instant it has scheduled 
plus the time required to deal with any work, of priority higher than 
i, that is scheduled during its wait. 

We now elaborate on our definition of waiting time. The waiting 
time of a task is considered to have ended when the waiting work 
taking precedence over it becomes zero and then remains zero for a 
finite period. The waiting time is not considered to have ended if the 
waiting higher-priority work merely becomes zero for an instant-an 
event that can have finite probability, with the discrete distributions 
considered here. An example of such an event is illustrated in Fig. 2. 

The situation is quite' similar for sojourn times. The sojourn time of 
a task ends when the sum of the work in the queue taking precedence 
over the task plus the work remaining to execute the task itself 
becomes zero. In contrast to our definition of the waiting time, the 
sojourn is considered to have ended if this sum becomes zero for even 
just an instant. 
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The distribution of the waiting time for a task of priority i can be 
computed in two stages. The first stage involves computing the distri­
bution of the work, of priority i and higher, awaiting execution im­
mediately after the task is scheduled. This work is indicated by the 
time' A' in Fig. 2. The second stage involves computing the distribution 
of the waiting time itself from the results of the first stage. This is 
done by a recursive process in which the lth stage of the recursion 
yields the probability that the waiting time has duration l~. The two 
stages are now described in more detail. 

3.1 Computing the distribution of the work awaiting execution 

We need to compute the distribution of the work, of priority i and 
higher, awaiting execution just after each clock tick. Yn, the work of 
priority i and higher awaiting execution at t = n T +, can be expressed 
in terms of Yn-l and Xn, the new work joining the queue at t = nT. The 
equation is 

Yn = (Yn-l - T)+ + Xn , (1) 

where (.)+ = max (0, .). This expresses the fact that the work awaiting 
execution is diminished by T during a slot, but the waiting work 
cannot become negative. 

The right side of (1) involves the addition of a pair of independent 
random variables. The distribution of the sum of independent variables 
is obtained by convolving their distributions, which leads to a formula 
for the distribution of Yn in terms of the distribution of Yn-l: 

{(n, i, k) = ['l1 k,N.ubdJ(n - 1, i, k)] *k q(n, i, k). (2) 

Terms used in (2) are defined below: 
{(n, i, k) = the probability that Ym the work in the queue, of priority 

i and higher, at t = nT+, would require a total time k~ for its execution. 
i, though indicated explicitly, is held constant throughout all compu­
tations. 

q(n, i, k) = the probability that Xn, the new work of priority i and 
higher, scheduled for execution at t = nT, would require a total time 
k~ for its execution. 

'l1 k,N.ubdv = the operation of shifting a distribution Nsubdv places left 
on the k axis and then sweeping the probability on the negative k axis 
up to the origin.3 The shift corresponds to the subtraction of T = 
~Nsubdv in (1), and the sweep corresponds to the fact that the waiting 
work can be reduced only to zero. 

* k = the operation of convolution with respect to the discrete variable 
k, e.g., u(k) *k v(k) = L[:-oo u(l)v(k -l). 

By starting with a known distribution {(O, i, k), such as the distri­
bution corresponding to an empty queue, (2) can be evaluated repeat-
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edly to give the distributions f(n, i, k) for successive values of n. The 
volume of computation needed would normally be quite unreasonable 
if (2) were evaluated directly. However, by using a fast Fourier trans­
form algorithm,3 we can reduce the amount of computation to reason­
able proportions. 

The distribution of the work arriving at the queue, q(n, i, k) is, 
due to the periodicity of the schedule table, periodic in n. That is, 
q(n, i, k) = q(n + Nperiod, i, k), for all n. Provided that the average work 
scheduled per clock tick is less than T, the queue will be stable, and 
f(n,j, k) will converge to a periodic steady state. (Repeated evaluation 
of eq. [2] is analogous to a stable time-invariant linear system driven 
by a periodic input. After initial transients have decayed, only the 
periodic response remains.) On convergence, we have obtained the 
periodic steady-state distribution, i(m, i, k), for m = 1, 2, ... ,Nperiod, 

i.e., for each slot in the schedule. Except in special cases, convergence 
requires an infinite number of iterations, so an appropriate criterion 
must be used, in practice, to determine when the iterations may be 
stopped. 

3.2 Computation of the waiting-time distribution 

The waiting-time distribution can be computed from the work 
distribution, j(m, i, k), by a recursive process. We require the com­
putation of a sequence of probabilities w(m, i, k), for k = 0, 1, ... , 
where w (m, i, k) denotes the probability that a task of priority i, 
scheduled at slot m, waits a time period of k~ until its execution 
starts. Equivalently, we require the computation of the probability 
that the work in the queue, having precedence over the task, first 
becomes zero at time k~ after the task is scheduled (and remains zero 
for at least ~). 

We define a sequence of conditional distributions r(m, i, k, l), l = 0, 
1, ... , where r(m, i, k, l) is the probability that the work in the queue 
having precedence over the task of priority i scheduled at slot m is k~, 
given that the waiting time is l~ or more (for l> 0). For l = 0, r(m, i, 
k, l) is the unconditional distribution of the waiting work that has 
precedence over the task of interest, at slot m. This work is the sum 
of the work, of priority i and higher, left over from the previous slot, 
plus any new work, of priority higher than i, joining the queue at slot 
m. By convolving the distributions of the two parts of the sum, we 
obtain the required distribution: 

r(m, i, k, 0) = ['ltk,NsUbdv i(m - 1, i, k)] *k q(m, i-I, k). (3) 

The convolution in (3) can be computed, as previously, by the use of 
a fast Fourier transform algorithm. 

The probability that the waiting time is zero is given by the origin 
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point of the distribution computed from (3), i.e., w(m, i, 0) = r(m, i, 
0,0). 

We now consider the computation of the probability that the waiting 
time is l~, for I> o. r(m, i, 0, l) is the probability that the work in the 
queue having precedence over the task of interest becomes zero at l~+ 
after the task is scheduled, given that the task's wait has not yet 
ended. The unconditional probability that this work becomes zero at 
l~+ after the task is scheduled at slot m is given by 

{

[-I } 

w(m, i, l) = 1 - j~O w(m, i, j) r(m, i, 0, l), (4) 

i.e., the required probability value is obtained from the previously 
computed points in the waiting distribution and the I = 0 point on the 
conditional distribution r(m, j, k, I). 

To complete the lth stage of the recursion, the conditional distri­
bution r(m, j, k, I + 1) must be computed. It is the distribution of 
waiting work having precedence over the task of interest at (I + 1)~+ 
after the clock tick where the task was scheduled, given that the wait 
did not end at l~+ after the task was scheduled. (We consider l~+ 
because the wait is not considered to have ended if the waiting work 
becomes zero at l~ _ and then immediately becomes nonzero again due 
to the arrival of new high-priority work.) r(m, j, k, l + 1) is obtained 
by modifying r(m, j, k, l) in three ways, as follows: 

1. The k = 0 point is set to zero and the remaining points are 
normalized. This discounts the case where the waiting time is l~. 

2. The conditional distribution is shifted one place to the left on 
the I axis to account for the reduction of the waiting work during an 
elapse of time ~. 

3. The conditional distribution is convolved with the distribution 
of the new work, of priority higher than i, joining the queue at 
(l + 1)~ after the task of interest was scheduled. If none is scheduled 
to join the queue or if (l + 1)~ is not a clock instant, the conditional 
distribution is left unchanged. 

The new conditional distribution is thus given by 

where o(k) = 1, k = 0; o(k) = 0, otherwise, and where g(k) is the 
distribution of arriving work having priority higher than i, i.e., 

(k) = q(m + l/Nperiod, i-I, k), for l mod Nperiod = 0 
g o(k), otherwise. 
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The recursive scheme defined by (4) and (5) is started with r(m, i, 
k, 0), given by (3). 

The normalizing division by 1 - w(m, i, l) in (5) is followed, at the 
next stage. of the recursion, by a corresponding multiplication by 1 -
w(m, i, l) in (4). In the actual computations, the divisions in (5) and 
the corresponding multiplications in (4) can be omitted. The computed 
intermediate quantities then lose their interpretation as probabilities, 
of course. 

Evaluation of (6) gives the waiting-time distribution for a task 
scheduled at the mth slot in the schedule. As mentioned before, for a 
task scheduled more than once per period of the schedule, the waiting­
time distribution will generally vary with m. The computations in­
volving (4) and (5) can be repeated, for each slot where the task is 
scheduled, to obtain the individual waiting distributions. When the 
average of the distributions is required, this can be obtained by 
summing the individual distributions and normalizing the sum. 

3.3 Sojourn distribution 

The computation of the sojourn distribution is similar to the com­
putation of the waiting distribution, but it differs in two ways. We are 
concerned with when the waiting work of priority i and higher becomes 
zero, rather than the work whose priority is higher than i. Also, the 
sojourn ends even if this work becomes zero for just an instant. 

To consider work of priority i and higher, (3) is replaced by 

r( m, i, k, 0) = ['It k,N
8Ubdv 

I (m - 1, i, k)] * k q (m, i, k) 

or, equivalently from this equation and (2), 

r(m, i, k, 0) = l(m, i, k). (6) 

Equation (5) is used unchanged. So that we do not disregard cases 
where the waiting work becomes zero for just an instant, we use the 
conditional distribution of the waiting work immediately prior to clock 
instants, rather than immediately after. r(m, i, k, l -1) is the condi­
tional distribution of work at t = (l- 1)~+ after the task is scheduled, 
so r(m, i, k + 1, l- 1) is the conditional distribution at l~_. Equation 
(6) is therefore replaced by 

s(m, i, I) = {[I -;R s(m, i, j)]} r(m, i, 1, 1 - 1), 

where s(m, i, l) denotes the sojourn distribution for the task or priority 
i scheduled at slot m. 
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IV. IMPLEMENTATION 

The method given in the previous section has been implemented as 
a computer program in which all the convolutions are computed via 
Fast Fourier Transform (FFT) routines.4 The delay distributions for 
a task of priority i are computed in four principal steps: 

1. Initialization 
2. Distribution of waiting work, via (2) 
3. Waiting-time distributions, via (3, 4) 
4. Sojourn-time distributions, via (6, 7). 

The major part of the initialization step is the computation of the 
distributiorts q (m, i, k) for each slot m in the period of the schedule. 
This is done by convolving the individual task execution time distri­
butions, as specified by the presence of ones in each column of the 
schedule table. 

Convolutions performed via the FFT are cyclic convolutions of finite 
sequences, rather than the aperiodic convolutions of infinite sequences 
required here.4 In principle, this introduces error, due to wraparound 
of the tails of the computed distributions. However, when a suitably 
large FFT block size is used, the magnitude of the tail extending 
beyond the end of the block is small by comparison with the error due 
to arithmetic rounding (or truncation). The effect of wraparound is 
then negligible, with no appreciable effect on the computed results. 

The iterations in computing the distributions of the waiting work 
are computationally expensive. Of course, if the FFT were not used, 
the computation would be more expensive still-by factors of over one 
hundred, for large block sizes. To minimize the computational expense, 
only as many iterations should be used as necessary for a required 
level of accuracy. In using the method, the following criterion has been 
found useful. The computed cumulative distribution of the waiting 
work at the first slot in the schedule is compared with the correspond­
ing distribution obtained Nperiod iterations previously. In equilibrium, 
these cumulative distributions would be identical. The iterations are 
stopped when the computed cumulative distributions agree completely, 
in element-by-element comparison, to Nplace decimal places, Nplace 

being specified by the user. Experience shows that this is a reasonably 
satisfactory rule for halting the iterations. Experience with examples 
such as the one mentioned below suggests that the use of this criterion 
usually results in the computed cumulative distributions of waiting 
and sojourn times also having an accuracy of about Nplace decimal 
places in each point. If a large value of Nplace is specified, the desired 
accuracy may be unachievable, due to the effects of arithmetic round­
ing. 

Testing an implementation of the method presents a difficulty 
because the delay distributions can be calculated manually only for 
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Fig. 3-Example of a simple schedule whose delay distributions can readily be 
calculated. 

simple, somewhat atypical examples. Statistical simulations can be 
used to check for gross errors in the implementation, but it would be 
impractical to use simulation results to determine the accuracy of the 
extremes of the distribution tails. One example whose solution can be 
calculated manually is a schedule with a single task, scheduled every 
clock instant. If the execution time of the task is zero with probability 
a, and 2 T with probability 1 - a, it is straightforward to show that 
the waiting-time distribution is geometric, with parameter (1 - a}/a. 

In the present form of the program, the FFTs are computed in 
double precision floating-point arithmetic, with the remainder of the 
computation being done in single precision. The accuracy of the 
computed delay distributions depends on the particular problem, but 
results are typically accurate to four decimal places when an IBM 
3081 computer is used. When a VAX* machine is used, which has the 
same word length but has different floating-point arithmetic charac­
teristics, results are typically accurate to five decimal places. 

v. EXAMPLES 

Figure 3a illustrates a simple example of a clocked schedule; the 
schedule table and the distributions of the execution times for the 

* Trademark of Digital Equipment Corporation. 
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Fig.4-Example of a schedule where the waiting and sojourn distributions depend 
on the slot at which the task is scheduled. 

individual tasks are shown. The task of higher priority always takes 5 
ms to execute. The task of lower priority, if it had sole use of the 
processor, would take 10 or 15 ms, with equal probability. This example 
is unusual in that the waiting and sojourn distributions can readily be 
computed manually. For the task of lower priority, the waiting time is 
always 5 ms-the time it waits while the higher-priority task is 
executed. In each slot, there are 5 ms available for the task of lower 
priority. Its sojourn time is therefore, with equal probability, 20 or 30 
ms. The complementary cumulative distributions of waiting and so­
journ time are shown in Fig. 3b. 

Figure 4a illustrates another simple clocked schedule. For each task, 
the execution time has the form a + nb, where a denotes the overhead 
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Fig. 5-Two schedules, identical except for the slot at which task 3 is scheduled, 
illustrating how delays can depend on details of the schedule. 

incurred in starting the execution of the task, b denotes the time to 
execute a single job, and n is the number of jobs in the task, n being 
Poisson distributed. This is a form for the task execution time assumed 
in Ref. 1. Figure 4a shows the schedule table and, for each task, the 
values of a and b, and of if, the expected number of jobs in the task. 
Figure 4b shows the complementary cumulative distributions of the 
waiting and sojourn times for task 4. In this example, the delay 
distributions differ according to the time slot at which the task is 
scheduled. The individual distributions are shown hatched; their av­
erage is shown as a continuous line. The presence of cusps is quite 
typical of delay distributions for low-priority tasks. They exist because, 
if a task of low priority is still being executed when a clock tick occurs, 
then it will probably have to wait considerably longer, while the newly 
scheduled high-priority work is executed. 

Figure 5a illustrates two simple schedules; they differ only in the 
slot at which the task of lowest priority is scheduled. Figure 5b shows 
the resulting delay distributions for the task of lowest priority. An 

. apparently minor change in the schedule results in significant in­
creases in delay. 
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VI. CONCLUSION 

A method has been presented, based on the use of a discrete-time 
model, for the numerical computation of delay distributions for inter­
ruptable tasks in clocked schedules. The method is particularly useful 
when a detailed examination of the characteristics of a schedule is 
needed, such as how the delays depend on the slot where a task is 
scheduled. It does not depend on assumptions that delays are long, so 
it gives information about delays that are smaller than a clock period, 
as well as for longer delays. An important use of the method is checking 
the accuracy of computationally more economical, though approxi­
mate, methods of analysis. 

Only systems in equilibrium have been discussed here. However, the 
method is capable of being extended to the analysis of transient 
conditions such as those that occur when a system controlled by a 
clocked schedule is subjected to a sudden increase of traffic. 

The method presented here uses an iterative method to compute 
the equilibrium distribution of the work awaiting execution at each 
slot in the schedule. An alternative approach involves the direct 
solution of the equilibrium equations. Levinson's method for the 
solution of block Toeplitz systems5 has been used, experimentally, for 
the analysis of clocked schedules by the direct solution of the equilib­
rium equations. However, this approach must be further developed in 
order to become a practical alternative to the iterative method de­
scribed in this paper. 
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Clocked schedules are used in a variety of real-time systems to perform 
tasks in accordance with their delay requirements. A comprehensive overview 
of various clocked schedules can be found in the accompanying paper by 
Fredericks et al. For one model of a clocked schedule we can see approximate 
and exact analysis of the relevant performance measures in the papers by 
Fredericks et al. and by Ackroyd in this issue of the Journal. These results 
can also be used to evaluate the long-term delays in the other models. For 
extremely time-critical (high-priority) tasks, the probability of tasks not 
getting served in the scheduled interval and the short-term delay distribution 
are important performance measures that are sensitive to the detail structure 
of the clocked schedule. In this paper, we show that these performance 
measures can be obtained in terms of steady-state distribution of an embedded 
Markov chain. This steady-state distribution is calculated, exactly or approx­
imately, for a number of models, and the results are used to compare, 
numerically, various scheduling mechanisms. 

I. INTRODUCTION 

Clocked schedules are used in a variety of real-time systems to 
perform tasks in accordance with their timing requirements. These 
real-time systems (switching, monitoring, etc.) are characterized by 
having to perform some tasks with extremely stringent timing require­
ments. We call these high-priority tasks. Besides these, real-time 
systems also perform tasks that can tolerate somewhat longer delays 

* AT&T Bell Laboratories. 
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without affecting performance. These will be called low-priority tasks. 
Finally, these systems perform a variety of background tasks (audits, 
maintenance, etc.), which have very liberal timing requirements but 
which require a specified minimum fraction of the processor time over 
a reasonably long period of time. These tasks are usually performed 
when no high- or low-priority work is present in the system. We call 
these the fill tasks. We emphasize that the boundaries among these 
categories of tasks are not clear-cut and that within each category the 
tasks may have significantly differing time scales. There are various 
mechanisms for allocating the processor time to meet the varying 
requirements of the individual tasks. These mechanisms and their 
relative merits are discussed in Ref. 1. Clocked schedules provide a 
very effective and reliable mechanism to achieve the desired timing 
objectives. Of course, to use them effectively, it is necessary to under­
stand their performance as it applies to the various categories of tasks. 
Considerable progress has been made in this direction (see Refs. 1, 2, 
and 5 through 8). For low-priority and fill tasks approximate analysis 
of queueing models is described in Ref. 1. Exact numerical procedures 
for these models are developed in Ref. 2. For many systems the 
analyses in Refs. 1 and 2 can also be used to study high-priority tasks. 
However, for other systems the modeling assumptions may not ade­
quately capture the working of the schedule to accurately analyze the 
short-term delay of high-priority tasks. For such systems it is necessary 
to incorporate additional features into the clocked schedule model and 
understand the implications of these features. Some of these features 
are the gating mechanism, the strategies used under overrun, and the 
dependence introduced by autonomous work generation. In this paper 
we consider increasingly complex models of clocked schedule by intro­
ducing these features one at a time, and we develop methodology to 
study the performance measures for the high-priority tasks in these 
situations. To analyze these models in a relatively simple way, we 
make assumptions that restrict our analysis only to high-priority tasks. 

This paper is organized as follows: In Section II we briefly define 
the clocked schedule and the performance measures that we will use. 
We also introduce various gating mechanisms and overrun strategies 
in that section. In Section III we analyze a simple clocked schedule 
with respect to the performance measures for the high-priority tasks. 
We also use this analysis to numerically compare various scheduling 
and priority mechanisms. Section IV deals with various generalizations 
and complex clocked schedules. 

II. MODEL OF A CLOCKED SCHEDULE 

The mechanism underlying a clocked schedule has been discussed 
in detail in Ref. 1, so we will be very brief here. 
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Fig. I-Multiclass queueing structure in clocked schedules. 

Assume that there are m high-priority tasks and n low-priority tasks 
numbered {I, 2, ... , m, m + 1, ... , m + n}. Each task has two queues, 
the external queue and the internal queue (see Fig. 1). Jobs arrive at 
the external queues and, at specified times, are transferred to the 
corresponding internal queues. The internal queues are served accord­
ing to a priority scheme, with lower-numbered queues having higher 
priority. The priority of the high-priority queue over the low-priority 
queue and the fill work is preemptive. The priority between two high­
priority queues is determined by the overrun strategy discussed below. 

The time is divided into intervals of length T ms. During each of 
these time slots some high-priority tasks and some low-priority tasks 
are scheduled (for an example see Fig. 2). The jobs in the queues for 
the tasks scheduled in a given slot are typically moved from the 
external queues to the internal queues in that time interval. The gating 
mechanism determines when this transfer happens. Three gating 
mechanisms are used in practice, the actual choice depending on the 
application and hardware limitations. The first gating mechanism 
(G 1) transfers the jobs in the external queues to the internal queues 
for all tasks scheduled in a given interval at the beginning of that 
interval. No more transfer takes place during that interval. In the 
second gating mechanism (G2) the processor starts with task 1 at the 
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TASK 
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1 1 1 1 1 

2 0 1 0 1 

3 1 0 0 0 

4 0 0 0 1 

T 2T 3T 4T 

1 = TASK SCHEDULED 

0= TASK NOT SCHEDULED 

Fig. 2-An example of a clocked schedule for m = 2, n = 2. 

beginning of each interval. If it is scheduled for that interval the 
transfer takes place and the processor serves the internal queue for 
task 1 to completion. During this period no additional transfer takes 
place for queue 1. After exhausting the first queue the processor moves 
to queue 2. If the corresponding task is scheduled, the transfer takes 
place at this time, and so on. Note that the order of service for the 
internal queues is always (1, 2, ... , m + n, fill). The schedule table 
only indicates when the transfer takes place for each task. The third 
gating mechanism (G3) is essentially similar to G2, the difference 
being that when the processor is serving an internal queue, the new 
arrivals to the corresponding external queue move immediately to the 
internal queue. 

If all the internal queues become empty before any interval ends, 
then the processor does fill work until the end of that interval. If the 
interval ends while the processor is working on a low-priority job, then 
that work is preempted and the processor moves to queue 1. If the 
processor is working on a high-priority queue when the interval ends, 
then we sayan overrun has occurred. We consider three different 
overrun strategies, 81, 82, and 83. In strategy 81 (Fig. 3) the remaining 
high-priority work in the internal queues is expelled. This is done in 
some systems either because the necessary bookkeeping ability is not 
available or because serving a high-priority task after a reasonably 
long delay is most likely to result in unsuccessful service and waste of 
the processor time. More importantly, as we will see in 8ection IV, 
this strategy is the starting point of our analysis for more common 
strategies 82 and 83, which are discussed below. The strategy 82 (Fig. 
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Fig. 4-Strategy S2, in which incomplete work is rescheduled. 

4) under overrun is the same as that used for interrupting a low­
priority task, namely, the incomplete work is rescheduled and the 
processor moves back to queue 1. In strategy S3 (Fig. 5) the end of 
interval is ignored until all the high-priority internal queues are empty. 
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Fig. 5-8trategy 83, in which incomplete work is carried over. 

Only then does the processor move to queue 1. Note, however, that 
the end of interval is usually marked by an interrupt from an asyn­
chronous clock. Thus in S3 an overrun reduces the time available in 
the next interval. 

As mentioned earlier, the high-priority tasks are typically very time 
critical. In this paper we consider high-priority tasks as those which 
we require to be completed in the scheduled interval with very high 
probability. This dictates which performance measures capture our 
interest. 

We are interested in the probability of an overrun. Assuming that a 
high-priority task is scheduled once every p time slots, we are inter­
ested in the delay distribution in the range [pT, (p + l)T]. Once we 
address these two questions successfully, we can answer the other 
important questions: What is the largest T for which the delay criteria 
for all high-priority tasks are satisfied? This frequently determines 
the best value of T. Which is the best priority order for the high­
priority tasks? 

Since we are interested in the delay distribution over a short time 
range, the effects of gating mechanism and overrun may be quite 
significant here. In this paper we develop a methodology to address 
the issues discussed above in a manner suitable for relatively easy 
computations. We begin with a rather simple special case of the general 
model and then introduce complexity in the schedule gradually. 
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III. ANALYSIS OF A SIMPLE CLOCKED SCHEDULE 

Recall that high-priority tasks have preemptive priority over low­
priority and fill tasks and so are not affected by them. Thus we can 
simplify the description of the schedule by replacing all the low­
priority and the fill tasks with a single task, m + l. 

The special case we study here (see Fig. 6) is a clocked schedule in 
which each of the m high-priority tasks is scheduled in each interval. 
Thus the entire schedule has a period of one time interval (T). In 
addition we assume that the jobs in the external queue i arrive 
according to a Poisson process at rate Ai, and that the arrival processes 
in different queues are independent. When the processor starts serving 
queue i, it ineurs an overhead OHi with distribution function Hi. Each 
job in queue i has service time Xi with distribution function Fi, i = 1, 
... , m. For i = 1, 2, ... , m, let 

ai = J.oo xdHi(x), 

O'i = J.oo (x - a,)'dH,(x), 

bi = J.oo xdFi(x), 

(3, = J.oo x 2dF,(x), 

Pi = Aibi, 

and 
'Yi = Ad3i • 
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We analyze this clocked schedule with overrun strategy Sl and 
gating mechanisms G1 and G2. Note that we require the high-priority 
queues to exhaust in every interval with high probability, so the 
difference between overrun strategies Sl, S2, and S3 should be small. 

3.1 Analysis for gating mechanism G1 

The analysis for the gating mechanism G 1 is simple. First consider 
an arbitrary clock interval of length T. Suppose we let this interval 
continue until all the internal high-priority queues are empty. Let ti 
denote the time from the beginning of this interval to the moment the 
processor exhausts internal queue i. Then 

i i N j 

ti = L OHj + L L Xjk , (1) 
j=l j=lk=l 

where X jk is the service time of the kth job in the j th queue and Nj is 
the number of jobs served by the processor from the j th queue. Nj has 
Poisson distribution with mean AjT. Thus, if Gi , Hi and Fi denote the 
Laplace transforms of ti, OHi and Xi, respectively, then 

i 

Gi(s) = n [Hj (8 )e-AjT(1-Fj (s»]. 
j=l 

(2) 

The above equation can be inverted to obtain the distribution of ti. 
This can be done, for example, by using the transform inversion 
technique discussed in Ref. 3. Alternatively, the convolutions involved 
in eq. (1) can be carried out directly using fast Fourier transforms 
after suitably discretizing the random variables.2 Obviously, an over­
run occurs when tm > T. Thus, 

P(overrun} = P(tm > T} = 1 - Gm(T). 

Also, 

l oo 1 - G (8) 
e-st (l _ Gm(t))dt = m. 

t=D 8 
(3) 

Thus, we can get P(overrun} by inverting the right-hand side of eq. 
(3) at T. 

Next, we obtain the sojourn time distribution for a job arriving at 
queue i assuming that it does get served in the following time slot. Let 
Si denote the sojourn time for an arbitrary job arriving at queue i, that 
is, Si is the time between the arrival of a job at queue i and the 
completion of its service. Suppose that a job arrives at queue i when 
R time units are left to the end of a time slot and that there are Ni 
jobs waiting in that external queue at that time. Then R is uniformly 
distributed on (0, T) and, conditioned on R, Ni has Poisson distribution 
with mean Ai( T - R). The sojourn time, Si, is then given by 
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Nj+l 

Si = R + ti-l + L Xij + OHio 
j=l 

Thus, if 8i denotes the Laplace transform of Si, then 

8.(s) = it(s )Gi-ds )Fi(s )[e-AiT(~-Fi(S» - e-sT ] 
I T(s _ Ai(1 _ Fi(s)) . (4) 

Once again, eq. (4) can be inverted to obtain the distribution of Si. 
We next obtain the mean and variance of ti and the mean of Si. 

From eq. (2) we easily get 

and 

i 

E[td = L (aj + pjT), 
j=l 

i 

(5) 

Var[td = L (aj + "fiT). (6) 
j=l 

Also, by differentiating eq. (4) and setting s = 0, we get 
i-I T 

Si = E[Si] = j~l (aj + pjT) + bi + "2 (1 + pd + ai· (7) 

3.2 Analysis for gating mechanism G2 

We next analyze the simple clocked schedule under gating mecha­
nism G2. The overrun strategy is still assumed to be 81. Our general 
approach is to define an embedded Markov chain and show that the 
relevant performance measures can be obtained easily in terms of the 
steady-state distribution of this Markov chain. We then find expres­
sion for this steady-state distribution. 

Let N n•i denote the number of jobs in the external queue i when the 
nth time slot of length T begins. Then {(Nnh N n2, ••• N nm ): n ~ I} is 
an ergodic Markov chain. Let (Nh N 2 , ••• N m ) denote the steady­
state random vector corresponding to this Markov chain and let 
p(Zl, Z2, ... , zm) denote the generating function of the random vector 
(Nl ... N m ), that is, 

- [ N N N ] P(Zl, Z2, ... , zm) = E Z l lZ 2 2 ••• zmm . 

We first show that the probability of overrun and the sojourn time 
distribution for any queue can be obtained easily in terms of P. 
Consider an arbitrary time slot and, as before, allow all high-priority 
internal queues to be completely served in this slot by letting the 
available interval overrun, if necessary. Let ti denote the time from 
the beginning of this time slot until the completion of service to the 
internal queue i. Let (N1, N 2 , ••• N m ) denote the number in the 
external queues at the beginning of this slot, and for i = 1, 2, ... m, 
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let Nt denote the number transferred from the ith external queue to 
the internal queue when the service to that queue begins. Let to = 0. 
Then for i = 1, 2, ... , m, 

where 

Nt 

ti = ti-l + OHi + i Xij, 
j=l 

(8) 

(9) 

Mi(x) -- Poisson (AiX). (10) 

Equations (8) through (10) allow us to calculate the distributions of ti 
and Nt, i = 1, 2, ... m, recursively. In terms of transforms, let 

O(S1, S2, .•. sm) = E[e-(Slt1+S2t2+o 
0 o+smtm)]. 

Then, 0 can be obtained recursively from eqs. (8) through (10) as 
follows: Let S = (S1, S2, ... , sm). Define oAs) and Wi(S), i = 1, ... , m, 
recursively by --

(Jm(~) = Sm, 

(Ji(~) = Ai+l(1 - Wi+1(~» + (Ji+1(~) + Si, 

and 

1 ::s::; i ::s::; m - 1, (11) 

l::s::;i::S::;m-l. 

Then _ _ m 

G(~) = P[Wl(~)' W2(~)' W3(~), ... Wm(~)] n It[(Ji(s)]. (12) 
i=l -

The marginal Laplace transform of tm now follows by putting S = s(m) 
= (0,0, ... '~m)' Once again, this can be inverted to get the distribution 
function of tm • In particular, 

and 

P(overrun} = 1 - P(tm < T}, 

100 1 -" O(s(m) 
e-stP(tm > t}dt = ---=---

o S 
(13) 

Thus P(overrun} can be obtained by inverting the right-hand side in 
eq. (13) at T. 

We next derive the distribution function of the sojourn time in a 
given queue in terms of P. Suppose we are considering queue i. We 
assume that the probability that the task i overruns the interval is 
essentially zero. Let Si denote sojourn time of an arbitrary job in queue 
i and Si its Laplace transform. Let Ni'l and Ni2 denote, respectively, 
the numbers in the internal queue i and the external queue i when an 
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arbitrary job in queue i completes service. Let Ni'= Ni'l + Ni2. Finally, 
let N: be the number of jobs in the external queue i just before they 
are transferred to the internal queue and the processor starts working 
on them. Let rih ri2, ri, and qi denote the generating functions of Ni'h 
Ni2, Ni~ and Nf, respectively. We express 8i in terms of h ri in terms 
of qi, and qi in terms of P. Combining these relations we will get 8i in 
terms of P. 

First note that, since the service within a given queue is First-In 
First-Out (FIFO), Ni'denotes the number of arrivals to queue i during 
a time interval of length Sj. Thus, from Ref. 4 we get 

8i(s) = ri (1 - S(Ai). (14) 

Next, 

ri(Z) = E[ZNi] 

= E[E[ZNi'j Nf]] 

= E[E[E[ZNil+Ni21 K i] I Nt]], (15) 

where Ki is the position of the job that completed service in the batch 
of size Nf transferred to the ith internal queue when the processor 
last arrived there. From eq. (15) we get 

h(z) = E[E[zNi-KiJ~'i(Ai(1 - z))Kqt(Ai(1 - z)) INf]] 

_ it(Ai(1 - z))(.F\(1 - Z))[qi(Z) - qiCFi(Ai(1 - z)))] 
- ni(z - F i(Ai(1 - z))) 

(16) 

where ni = E[Nf]. Finally, by the arguments used to derive eq. (12) we 
obtain the following relation between qi and P: Let 

Uf-l(Z) = Ai(1 - z), 

Wf-l(Z) = Fi-1[Ui-l(Z)], 

1 ~ j ~ i-I, 
and 

wJ(Z) = Fj(uJ(z)) 1 ~ j ~ i - 2. 
Then 

i-I 

= n Hj (uJ(z))p(wl(z), w2(z), ... , Wf-l(Z), z). (17) 
j"i 

Combining eqs. (14), (16), and (17) we obtain 8i in terms of P. 
Thus, all performance measures of interest can be expressed in 

terms of the steady-state distribution of the vector (Nh N 2, ••• ,Nm ). 

We next evaluate this distribution P(lh l2' ... , lm} or, equivalently, 
its generating function P(Zh Z2, ... , zm}. Let 
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= kmlNn.I = II, ... , N n.m = 1m} 

be the transition probability function for the Markov chain {(Nn•h 

N n•2, ••• ,Nn•m ): n ~ I}. Then P is the unique nonnegative solution of 

P(kh k2' ... , km) 
00 

= L L L P(lh 12, ... , lm)Q(kh k2' ... , km Ill, ... ,1m), (18) 
lj=O ~=O lm=O 

for ki = 0, 1 ... , i = 1, 2 ... m, and 

L L ... L P(kI ··· km) = l. (19) 
k 1=0 k2=0 km=O 

Q can be readily expressed in terms of II, 12, . . . , 1m, kh k2' . . . , km and 
the arrival and service time parameters. In particular, it is clear that 
Q(kh ... km Ill, 12, ... 1m) does not depend on 1m. Thus, if we define 

Pi(kh k2' ... , ki) = P{NI = kh ... , Ni = kd (20) 

and 

Qi(k1 ••• ki Ill, 12, ... , Ii-I) 

= P{Nn+1•1 = kh ... , N n+1•i = kd N n.1 

(21) 

for 1 :::; i :::; m, then 

L Pm(ll ... 1m) 
lm=O 

= L ... L Pm-l(ll··· 1m- I) 
ll=O lm-l=O 

and, in general, for i = 2, ... m, 

Pi(kt, ... kJ = L ... L Pi-l (lb···, [i-I) 
ll=O lj_l=O 
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Thus PI, P2, ••• , Pm can be calculated recursively using eq. (23). We 
start these recursions with 

These recursions use the functions Qi for i = 1, 2, ... m. Of course, 
some form of discretization is necessary to carry out these recursions. 
For large m it is convenient to have a closed form approximation 
instead. Such an approximation is possible if we assume that the 
probability of an overrun occurring by queue i, i = 1, ... m - 1 is 
negligible. We illustrate this approximation below for the case m = 2 
and then write down the approximation for general m. For m = 2, the 
exact generating function is given by 

P(Zl, Z2) = E[zrlz~2] 

= E[E[zrlz~21 t{]] 

where t { represents the time from the beginning of the previous s. at 
until the completion of all work in the internal queue 1 in that sIt .t. 
Thus, 

+ i:o- i:o dH1(Xl)dF[")(Sl - xl)eA,.,(H,) (24) 

Our approximation is equivalent to replacing the first term in the 
squared bracket in eq. (24) by 

i:T I,~o- dH1(Xl)dF\")(Sl - zl)eA",(H,), 

If we denote the resulting approximation for P by 15, then 

15(ZI, Z2) = Hi-A2(1 - z2»e-AIT(1-Z1)-A2T(1-Z2)-AIT(1-F\(-A2(1-Z2))). (25) 

How good is P an approximation for P? If we put Zl = 1 in eqs. (24) 
and (25) and then invert the resulting generating functions for N 2, we 
can compare the exact and approximate distributions for N 2• Tables I 
through III give such distributions for three sets of parameters. The 
approximation seems remarkably good in these cases. These tables 
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Table I-Distribution of the number in 
queue 2 at the beginning of an interval 
with Al = 0.OS,A2 = 0.1 O,bl = 1.0,b2 = 

1.0, T = 20.0 
P(N2 = k) 

Approximation 
k Exact UsingP 

0 0.055308 0.055308 
1 0.104504 0.104504 
2 0.099035 0.099035 
3 0.062750 0.062750 
4 0.029901 0.029901 
5 0.003648 0.003648 
6 0.001001 0.001001 
7 0.000241 0.000241 
8 0.000052 0.000052 

Table II-Distribution of the number in 
queue 2 at the beginning of an interval 
with Al = 0.OS,A2 = 0.1 O,b, = 2.0,b2 = 

1.0,T = 20.0 
P(N2 = k) 

Approximation 
k Exact Using P 
0 0.062126 0.062126 
1 0.109075 0.109075 
2 0.097270 0.097270 
3 0.058602 0.058602 
4 0.026782 0.026782 
5 0.009889 0.009889 
6 0.003069 0.003069 
7 0.000823 0.000823 
8 0.000194 0.000194 

Table III-Distribution of the number 
in queue 2 at the beginning of an 

interval with Al = 0.OS,A2 = 0.1 O,bl = 
3.0,b2 = 1.0, T = 20.0 

P(N2 = k) 

Approximation 
k Exact Using P 

0 0.070641 0.070636 
1 0.112676 0.112681 
2 0.094152 0.094152 
3 0.054193 0.054193 
4 0.023988 0.023988 
5 0.008665 0.008665 
6 0.002651 0.002651 
7 0.000704 0.000704 
8 0.000166 0.000166 
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also suggest the region in which the approximation is likely to work 
well. 

In general let Pm represent the approximation for Pm and for 1 :s;; i 
:s;; m - 1, let 

Pi(Z1, Z2, ... zd = Pm(Zl, Z2, ... , Zi, 1, 1, ... 1). (26) 

Then we can express Pi in terms of Pi- I as follows, thus enabling a 
simple recursive calculation of Pm: For ~ = (ZI, Z2, ... , zm), let 

cf>i(~) = Ai(l - zd, 

l/;m(~) = cf>m(~)' 

and for 1 :s;; i:s;; m - 1, 

l/;i(~) = cf>i(~) + l/;i+I(~) - Ai(l - Fi(-l/;i+I(~))). (27) 

Then 

.Pm(FI(-l/;2(~))' F2(-l/;3(~))' ... , Fm-I(-l/;m(~))' 1). (28) 

This represents Pm in terms of Pm-I. Applying this equation succes­
sively m times we get Pm in terms of Pm-I, P m- 2, ... , PI and Po = 
Pm (1, 1, ... , 1) = 1. Thus Pm can be obtained recursively from eq. 
(28). 

3.3 Moments for gating mechanism G2 

We again look at the case m = 2 and obtain approximate expressions 
for the first two moments of tl and t2, where tl and t2 are as defined in 
Section 3.1. We also obtain the mean values of the sojourn times, Si, 
i = 1, 2, assuming that the probability of an overrun is negligible. We 
compare these expressions with those for gating mechanism GI and 
also with the gating mechanism G2 but with indices 1 and 2 reversed, 
that is, with queue 2 served at higher priority than queue 1. We will 
use our approximation throughout this analysis. First, from eqs. (12) 
and (28) we get 

O(S1, S2) = E[e-tl'~I-t2S2] 

= H2(S2)HI(SI + S2 + A2(1 - F2(S2))HI(-A2(1 - F2(S2)))) 

·e-T[A2(1 - F2(S2)) + AI[2 - FI(SI + S2 

+ A2(1 - F2(S2)) - F I(-A2(1 - F2(S2))))]]. (29) 
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Putting S2 = O(SI = 0) in eq. (29) we get the approximate Laplace 
transform of tl ( t2)' Let 

gl(S) = Log O(s, 0) (30) 

and 

g2(S) = Log 0(0, s). (31) 
Then 

E[td = - g[(O+) (32) 

and 

var[td = gi'(O+) (33) 

for i = 1, 2. Substituting from eq. (29) into eqs. (30) through (33), we 
get 

and 

E[t1] = al + PI T, 

E[t2] = al + a2 + (PI + P2)T, 

Var[t1] = al + "II T, 

(34a) 

(34b) 

(34c) 

Var[t2] = al + a2 + T("I1 + "(2) + 2p2(1 + P2)(al + "II T). (35) 

Comparing these with the expressions derived in Section 3.1 for the 
gating mechanism G 1, we conclude that the mean values of tl and t2 
do not depend on the gating mechanism. The variance of tl also 
remains the same. However, the variance of t2 for the gating G2 is 
larger than that for gating G1• The difference is 

(36) 

This implies that the probability of an overrun is likely to be larger 
for gating G2 than for gating G 1. The difference depends on the 
average load in queue 2 (P2) and the variability of the load in queue 1 
(al + "II T). Since, in general, it is much easier to analyze G 1 than to 
analyze G2, we frequently use the gating G 1 as an approximation for 
gating G2. The left-hand side in (36) then gives a measure of this 
approximation. If this quantity is small the approximation is likely to 
be good. We will come back to this point in Section 3.4. 

Next, we see what happens if we interchange queues 1 and 2. In 
other words, the parameters of the arrival and service time for these 
two queues are interchanged and we compare the moments of tl and 
t2 for these two orders. We will use suffix 0 for the original order and 
R for the reversed order. Then, 
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and 

ER[tI] - Eo[td = 0, 

ER[t2] - EO[t2] = 0, 

VarR[tI] - Varo[td = 0, 

VarR[t2] - Varo[t2] = 2pI(1 + PI)(a2 + 'Y2 T ) - 2p2(1 + P2)(aI + 'YIT). 

If we associated smaller variance with better performance, then the 
order (1, 2) is better than the order (2, 1) if 

PI (1 + pd P2(1 + P2) 
:........:.....-~...;..> . 
aI + "11 T a2 + "12 T 

(37) 

This suggests that if other things are equal the queue with smaller 
variability should be served first if we are concerned about the over­
runs. 

We next evaluate the mean sojourn time, Hi, in queue i, i = 1, 2, 
assuming that it gets served completely in the scheduled slot. We use 
eqs. (14), (16), (17), and (28) and some straightforward but tedious 
algebra to obtain 

(38) 

and 

- T aI + 'YIT 
8 2 = a2 + b2 + 2" (1 + P2) + T (1 + P2). (39) 

Comparing eqs. (38) and (39) with eq. (7), we see that the mean value, 
HI, of 8 1 is not affected by the gating mechanism. However, 82 does 
depend on the gating. If we use the suffixes 1 and 2 to denote gatings 
Gl and G2, respectively, then 

CI - aI + "11 T 
~22 - 8 21 = T (1 + P2) - aI - PI T. (40) 

Under the assumption that the probability of overrun is very small, 
the above difference is negative. Thus the mean sojourn time under 
gating G2 is smaller than under G 1. 

3.4 Numerical results 

In this section we use the analysis of Sections 3.1 through 3.3 to 
compute the probability of overrun and the sojourn time distributions 
for some special cases of the simple clocked schedule described earlier. 
For these numerical results we used the algorithm in Ref. 3 for 
inverting Laplace transforms. When the underlying function is not 
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Fig. 7-Pr!OVERRUNj as a function of load. 

smooth enough, it may be more appropriate to discretize the problem 
and then use one of the routines for inverting the generating functions. 

Suppose m = 2 and the overhead is zero. The service times are 
deterministic, 5 ms for queue 1 and 1 ms for queue 2. The length of a 
time slot is T = 20 ms. Finally, Al = 2.5A and A2 = 12.5A. Figure 7 
shows the probability of overrun as a function of A for gating G1, gating 
G2 (exact), and gating G2 (approximate). For gating G2 the exact and 
approximate results agree very well. For the selected values of the 
parameters the results for gating Gland G2 differ significantly. The 
probability of overrun using gating G2 is higher than that using G l. 
This can be explained by the higher variance, as shown in Section 3.3. 
Alternatively, consider the work in queue 1 and queue 2 to be done in 
a time slot (see Fig. 8). For queue 1 the number of jobs to be served is 
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Fig. 8-Work content in queue 2. 

the number that arrived in time T for both gating mechanisms. The 
number of jobs to be served in queue 2 is the number that arrived in 
time T for gating G1 and in time T - t{ + tI, where t{ and tl are, 
respectively, times to complete all work in queue 1 in the preceding 
and current intervals. The mean value of T - t { + tl is T, but because 
of the randomness in T - t{ + tI, the amount of work arriving at queue 
2 in that time interval has a larger tail than that of the work arriving 
in time T. This explains the larger probability of overrun. This also 
indicates that the difference in the two gating mechanisms is related 
to the variability in t { and tI, which corresponds to the variability in 
the work arriving at queue 1. 

Next we reverse the order of service within a time slot. For gating 
G 1 the probability of an overrun is not affected by this. However, for 
gating G2 this does change the probability of an overrun. Figure 9 
shows the probability of an overrun as a function of A for gating G 1, 
gating G2 with order (1, 2), and gating G2 with order (2, 1). We 
see considerable reduction in the probability of an overrun with order 
(2, 1). This is expected because queue 2 has less variable work load 
than queue 1 has. Also, as expected, the difference between gating G 1 
and G2 is much smaller with order (2, 1) than with order (1, 2). 

We further investigate the effects of the order of service within a 
time slot by considering an example with three queues (m = 3). The 
service times and overheads are deterministic. The parameters are as 
shown in Table IV. Queues 2 and 3 have the same parameters, while 
queue 1 has more variable work load than either queue 2 or 3. The 
probability of an overrun with gatings G 1 and G2 and orders (1, 2, 3), 
(2, 1, 3), and (2, 3, 1) are shown in Table IV. Once again, we observe 
that the probability of an overrun decreases as we push the more 
variable queue down in the priority order. 
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Fig. 9-PIOVERRUN\ as a function of load. 

Thus, from the moments considerations and from numerical results 
we have the following guidelines when the probability of an overrun 
is of concern: 

1. The difference between the two gating mechanisms is greater 
when the queues with more variable work load are served earlier in a 
time slot. 

2. The probability of an overrun is smaller if queues with more 
variable work load are pushed down in the priority order. 

Of course, in most clocked schedules the differences in the time 
criticality of various tasks determine the order of service. The above 
guidelines, however, are useful when deciding order of service among 
tasks of comparable time criticality. 

We next evaluate the sojourn time distributions numerically. The 
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Table IV-Probability of overrun 

Number of Queues = 3,T = 20.0 Parameters 

Queue 

1 
2 
3 

Schedule 

(1,2,3) 
(2, 1, 3) 
(2,3, 1) 

Arrival Service 
Rate Time 

1.0 0.2 
2.0 0.1 
2.0 0.1 

PI OVERRUN j 

Gating G2 

0.027 
0.023 
0.021 

Gating Gl 

0.015 
0.015 
0.015 

Overhead 

1.0 
1.0 
1.0 

GatingG2 
Approxima­
tion (First 

Order) 

0.025 
0.022 
0.020 

case considered here is m = 2, no overhead, and deterministic service 
times. The parameters are A2 = 0.05, b2 = 2.0, Al = 0.05, and bi = 1.0. 
In Fig. 10 we have complementary sojourn time distribution, 1 - S2(t), 
for queue 2 under gatings G 1 and G2. As indicated earlier the delay 
for queue 2 with gating G 1 is larger than with gating G2. 

IV. GENERALIZATIONS AND COMPLEX SCHEDULES 

This section cOhtains various generalizations of the basic method­
ology described in Section III. Some of these generalizations are aimed 
at relaxing underlying assumptions, while the others look at more 
complex schedules. To avoid presenting a lot of tedious and repetitive 
algebra we will only outline the derivations in this section. The details 
are similar to those in Section III. 

4.1 The effects of queues feeding downward 

In Section III we assumed that the arrivals to different queues form 
independent Poisson processes. In many applications an arrival (job) 
may complete one task and immediately request another. Thus some 
of the task queues may feed the others. In typical situations the high­
priority queues feed downward within an interval. That is, when a job 
is served in a high-priority queue, it may create an arrival directly to 
the internal queue of another task still to be served in that interval. 
Here, we indicate how to extend the results of Section III to include 
such feed-downs. 

The basic clocked schedule is still the same as in Section III, but 
the arrival processes are now more general. Queue i still has an 
exogenous Poisson arrival process at rate Ai, i = 1 ... m. However, 
when a job is served in queue i, it creates an arrival to the internal 
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Fig.I0-Delay distribution in queue 2. 

queue j with probability Pij. We assume 

and 

Pij = 0 j ~ i, 

L Pij ~ 1. 
j>i 

(41) 

(42) 

The Poisson arrivals may represent either genuinely exogenous ar­
rivals or those generated by service completions in other queues in 
previous intervals. The Poisson approximation seems reasonable when 
the number of intervals between the completion of a task and the 
generation of a new one is large. 

We consider the overrun strategy 81 and gating G2 (gating G1 is 
easier to analyze) and obtain the joint transform O(Sb S2, .•. sm) of 
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tl, ... , tm • This can be done recursively as follows: We first obtain G 
in terms of I> where 

I>(ZI, ... , zm) = E[zf1zf2 ... z~m]. 

We then express I> in terms of G with the last argument being zero. 
Since G(O, 0, ... 0) = 1, we get both G and I> by iterating on these 
two relations. We implicitly make the assumptions of the type made 
in Section III. Our expressions below are approximations that work 
when the probability that queue i overruns is very small, i = 1, ... , 
m-l. 

For z = (ZI, Z2, ... , zm), let ¢i(Z) = -Ai(l - Zi), i = 1, ... m. For 
~ = (Sl~ S2, ••• sm), let -

i = 1, ... m, 

and, for i ~ j ~ m - 1, 

Ai.j(~) = Ai.j+I(~)[l - Pi,j+1 + Pi,j+1Pj+I(Bj+I(~))]' 

Bj(~) = Sj + Cj+l(~) + Bj+1(~)' 
and 

Then 
m 

G(~) = n ft(Bi(~)) 
i=l 

and 

(44) 

We next study the effect of these feed-downs numerically. We 
consider the case m = 2, no overhead, and deterministic service times 
with bl = b2 = 1.0. Let Pl2 = p. We consider six cases with P varying 
from ° to 1 in steps of 0.2. The exogenous arrival rate A2 in queue 2 is 
adjusted so that 

that is, 
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for all six cases. Al is varied from 0.1 to 0.15. The case p = 0 corresponds 
to no feed-down. Increasing p corresponds to increasing feed-down 
and hence increasing correlation between the queues in an interval. 
The probability of overrun for each of these six cases is presented in 
Fig. 11. At large p, the effect of feed-down is clearly very significant. 

4.2 Complex schedules 

In Section III we analyzed a simple clocked schedule in which each 
high-priority queue is scheduled in each interval. Although such sched­
ules occur in practice, in most applications a subset of the set of high­
priority tasks is scheduled in each interval. This subset changes from 
one time interval to the next. The entire schedule may repeat after 
Nperiod time slots. Such a schedule is a clocked schedule with time slot 
length T and schedule period Nperiod. Figure 12 illustrates a schedule 
with period 2. 

In theory we can extend the results of Section III to analyze a 
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Fig. 12-A clocked schedule with period 2T. 

schedule with period Nperiod. For overrun strategy Sl and gating mech­
anism G 1, the analysis is straightforward and can be carried out 
individually for each time slot within a period. For gating G2 with 
overrun strategy Sl, note that 

is a time-homogeneous Markov chain and its balance equations can 
be written down as in Section III. We can also use the techniques of 
Section III to obtain transforms G for each time slot in a period in 
terms of P, the joint generating function of the steady-state numbers 
in m queues at the beginning of a period. 

However, for large Nperiod both the analysis and numerical evalua­
tions may be difficult because of the dimensionality. Moreover, we 
need individual analysis for each schedule. When such difficulties 
arise, the approximation discussed below may be an appropriate alter­
native. This approximation applies uniformly to a wide variety of 
complex schedules and, for each slot, requires the same computational 
effort as for the simple schedule of Section III. 

In order to understand this approximation consider an interval in 
which ml of the m high-priority queues are scheduled. For simplicity 
we number them from 1 through mI, the order in which they are 
scheduled for service. Let T denote, as before, the length of the interval 
and, for i = 1, 2 ... mI, let Ti denote the nominal time between service 
initiations for queue i (that is, if all queues complete service at their 
expected times, then the time between two successive starts of service 
to queue i is Ti). For the simple schedule of Section III, Ti = T for i = 
1, ... m. For the schedule in Fig. 12, TI = T, T2 = T3 = 2T. Let 

i-I 

Tf = Ti - L (aj + pjTj ). (45) 
j=1 
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Then the approximation for P is given by 
ml 

- - L AiT[(1 - zJ 
P(ZI, Z2, ... Zm) = e i-I • (46) 

The relations expressing O(S1, S2, ... Sm) and Si(S) in terms of P 
remain the same as in 8ection III. 

Recall that in 8ection III we calculated the probability of overrun 
for m = 3. The parameter values and the probability of overrun are 
given in Table IV. For the same parameter values we calculated the 
probability of overrun for gating G2 using the approximation described 
above. The results given in the last column indicate that the approx­
imation works well in this case. A little reflection suggests that for 
schedules with longer periods, the approximation should be even 
better. 

4.3 Other overrun strategies 

In 8ection III we analyzed clocked schedules with overrun strategy 
81. In theory, it is possible to extend these results to the schedules 
using overrun strategies 82 and 83. For strategy 82, {(Nn1, N n2, ... 
Nnm):n~ 1} is still a time-homogeneous Markov chain. Its balance 
equations can be written down easily, but they do not have the 
triangular structure of those for strategy 81. Thus, these equations 
cannot be solved recursively. They can, however, be solved as a system 
of linear equations after suitably discretizing the underlying distribu­
tions. For strategy 83 an overrun in one time slot will reduce the time 
available in the following slot. In this case {Nn1, N n2, ... 
N nm, Un):n ~ 1} is a Markov chain, where Nni is the number in the 
external queue i when the server visits queue 1 for the nth time and 
Un is the time remaining in that interval. Again, the steady-state 
distribution of this Markov chain can be obtained by solving a system 
of linear equations obtained by suitably discretizing the underlying 
distributions. 

The numerical complexity involved in the above procedures may 
preclude their use for all but small values of m. For large m, some 
approximation or relatively easy to obtain bounds are needed. Note 
that for strategies 82 and 83 the probability of an overrun is bounded 
below by the probability of an overrun for strategy 81, because strategy 
81 ignores the work carried over from an overrun interval into the 
next. If the amount of overrun is probabilistically small this bound 
must be quite close. 

For strategy 83 we can also get an approximation if we assume that 
overrun does not extend beyond one clock interval. This approxima­
tion is obtained by adding a dummy queue, say queue 0, at the 
beginning of each schedule interval. The overhead in this queue 
represents the work carried over from the preceding interval. The 
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Table V-P{OVERRUN} for strategy S3 
with T = 20.0, A, = 0.1, b, = 1.0, and 

b2 = 5.0 

0.025 
0.05 

PIOVERRUNI 

Approximation 
SI 

0.003278 
0.023526 

Approximation 
Using Dummy 

Queue 

0.003427 
0.026999 

arrival rate to this queue is assumed to be zero. We then use the 
following iterative procedure: 

Step I-Assume that the overhead in queue 0 is O. 
Step 2-Using the results of Section III for strategy SI, obtain the 

distribution of the carried over work, (trn - T)+. 
Step 3-Assume that the overhead in queue 0 has the distribution 

of (tm - T)+ obtained in Step 2. 
Repeat Steps 2 and 3 until two successive iterations give "close" values 
for the distribution of (trn - T)+. 

Numerical values of P{OVERRUN} calculated using strategy SI 
and the approximation for strategy S3 are given in Table V. The 
parameter values are m = 2, no overhead, deterministic service times, 
bI = 1.0, b2 = 5.0, Al = 0.1, and A2 = 0.025 and 0.05. 

v. CONCLUSIONS 

We presented a methodology to analyze the performance measures 
for the high-priority tasks in clocked schedules. The analysis was exact 
for a simple clocked schedule. For more complex clocked schedules 
this analysis formed the basis for easy to use approximations. 
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