












A turn-page mode, one in which pages are com­
posed and printed with a 90° rotation, can also 
b e programed. This can only be done with an area 
co mposing system (see bottom of page 121). 

\Vhen a computer instruction calls for a turn­
page mode, switches and gates within the system 
produce the following changes: 

• X and Y positioning codes are transferred 
respectively to the vertical and horizontal position-
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Grid changer holds four 
character grids, each of 
which can be switched 
into the Linotron tube in 
a half second. 

ing digital-to-analog converter inputs. 
• Horizontal character raster deflection sweeps 

are transferred to the vertical deflection amplifier; 
the vertical sweeps are transferred to the horizontal 
amplifier. 

• Vertical positioning yoke leads are reversed. 
• Horizontal character raster deflection yoke 

leads are reversed. 
Ruled lines may be drawn by the crt under 

%11··1····· %1111' 

-
-
.. % II'" II II •••••• • % II'" 

.... 
Servo system for horizont al axis cont rol generates a position correction signal that locks t he scan to t he reference 
mark beneat h the character. Reference and coding marks indicate how the character should be scanned and spaced. 
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Major yoke (dark color) is controlled by the digital ·to·analog converter to place the 
character at a selected spot on a page. 

computer instruction. The computer specifies the 
coordinates for the origin of a line, its direction 
(horizontal or vertical) , length and thickness. The 
origin of the line is set into a position register 
and counter which drives the digital-to-analog con­
verter. 

Upon command, the crt spot is unblanked and 
an oscillator is gated into the register. The oscil­
lator pulses are also applied to a backwards counter 
which has been preset to a valu e corresponding 
to the length of thc line. The response time of 
the positioning system limits the spot travel to a 
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Light passing through hole punched in the film by 
solenoid'operated punches is sensed by servo system to 
determine when film has been pulled down to its selected 
length. Film lengths range from 6 to 8 1/ 2 inches. 
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constant velocity as the register is advanced. vVhen 
the backwards cOllnter reaches zero, the oscillator 
is gated off and the crt spot is blanked. 

\Vhile the spot is moving across the crt facc 
to produce the line, an orthogonal spot wobbl e is 
applied. Line width varies with the amplitude 
of this wobble and spot brightness is adjusted to 
achieve a constant energy density on the recording 
film that is independent of the width of the lin e. 

Format overlay projector 

The computer is employed for drawing line for­
mats that are not used regularly. But for formats 
repeated often, like column rules, the Linotron 
may Li se its format overlay projector-a digitally 
addressed, random access slide projector. It holds 
96 slides which contain pictorial or typeset infor­
mation , as well as ruled lines. The slides are 2 
inches square and are magnified to page size. 

A format slide is normally selected while the 
type is being generated on th e crt. A pivoting 
reflec ting mirror drops into position at the 
completion of the typese tting and flash lamps fire 
and expose the projected format on the recordin g 
film. Each slide can be changed in 3.5 seconds. 
Formats are positioned with a repea tability of 
about 4 mils. Most of the operating cycle for the 
overlay projector is shared by other sys tem fun c­
tion s so that time delays are minimized. 

Linotron as an X-V plotter 

The implicit positioning system of the Lino­
tron normally positions characters within a word 
after the starting point of the word has been 
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Advanced version of the Linotron system-the Lexical 
Graphical Composer Printer-being built for the Air 
Force will be able to handle all kinds of pictorial inputs 
with the additional subsystems shown in color. 

obtained from the 
Under such explicit 
like an X-Y plotter. 

instructions in the tape. 
control, the system b ehaves 

Coordinates for the s tart of columns, paragraphs, 
lines, and words are tran sferred from the tape as 
a 5-digit binary coded decimal words. The las t 
significant figure corresponds to 1/18th of a point. 

E xplicit position codes preset the position regis­
ters and the bl anked crt spot is moved to the 
required location by the deflection currents gen­
erated by the digital-to-analog converter. 

When expli cit positioning is used, the computer 
must calcul ate the correct coordinates for a word 
or line wi th respect to an or igin on the page. 
Often it is more convenient for the computer to 
calcula te an address as a differential change of 
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Normal printing mode on film (left ) has crt display 
positioned on its side . This allows wide, multi -column 
pages to be printed. In turn -page mode (right) pages 
are composed aft er being rotated 90° so long lists of 
information ca n be printed . 
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loca tion from the last position in the registers . 
To do thi s, a delta positioning capability h as 
b een des igned into the control sys tem. This allows 
a number to be added to the position r.egisters so 
that the location of the crt spot will advance from 
the last position by the delta address. 

Another positioning method reads the implicit 
positioning codin g only and doesn't scan the letters. 
The width code is converted into spacing pulses. 
This allows the computer to call out spacing with 
fewer coded instructions . 

Advanced Linotron 

An advanced version of the Linotron system, 
call ed the Lexical Graphical Composer Printer 
shown in block diagram above, is being built for the 
Air F orce Logistics Command. In addition to all 
of the capabilities of the Linotron, this system 
will b e able to process photograph s. The tech ­
niques used are adaptable to a wide range of 
illustrations. They can even be expanded to include 
color separations for printing illustra tions in color. 

The graphic input consists of a high resolution 
crt flying-spot scanner which converts picture in­
formation to video signals. The video is stored on 
a s tandard broadcas t video tape recorder modified 
to prOVide high resolution at slower than standard 
scan rates. Digital codes that describe the pictures 
for retrieval are also added to the tape. 

The video signals corresponding to a des ired 
picture are read out of the video tape reader into 
th e graphics copier electronics which processes 
them for display on the sys tem's crt. Precision 
linear sweeps are generated instead of the asynch­
ronOll S jump-scan sweep used for character posi­
tioning. 

The control sys tem receives commands from 
the compu tel' composition sys tem which defin e 
the coordinates of a picture to b e copied from the 
video tape fil e. As the type is set on a page, areas 
on the film are left blank for the pictures to b e 
addcd. The bl anked crt spot is moved to the space 
and the picture is then recorded in accurate regis­
tration with the typeset copy. 
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Industrial electronics /I 

Generating characters with Linotron 

Generator tube converts printing characters into sequence 

of video signals that tr igger high-resolution crt display 

By Robert A. Botticelli , Patrick F. Grosso, Arthur Sansom and Robert E. Rutherford Jr. 
CBS Laboratories, Colu mbia Broadcasti ng System Inc., Sta mford, Conn. 

Because Linotron photocomposition is a special 
kind of closed-circuit television hookup, the sys­
tem requires a special camera and receiver -the 
Linotron character-generating tube I and a high­
resolution cathode-ray tube. 

The Linotron tube resembles an array of 256 
cameras, each focusing on a particular character. 
The characters are projected optically onto the 
tube's photocathode (see cover) and a beam of 
electrons is emitted for each. Focused through 
holes in an aperture plate, the beams are dissected 
and converted into video signals. 

A switching section blocks all but one of the 
signals and propels the surviving signal-chosen 
by the Linotron system-into an elec tron multi­
plier section , from which it is routf'd to the crt 
whcre the character is regen erated and projected 
on film . 

Start with 256 beams 

The character grid, projected on the photocathode 
hy a mercury arc lamp, consists of the 16 x 16 matrix 
of transparent symbols on a black background. 
\Vhen the photocathode is struck by the images of 
th e symbols, an energy exchange releases b eams of 
photoelectrons that have th e same cross sections 
as th e characters . These space-modulated beams 
are accelerated by an electrostatic fi eld toward th e 
aperture plate. 

The photocathode, occupying a 5-inch diameter 
area of the 7 -inch faceplate, is of semih'ansparent 
cesium-antimony with an S-Il spectral response. 
It has a typical sensitivity of 40 microamps per 
lumen , and operates at a current density of 100 
microamps per square centimeter. Neutral density 
filters in front of th e mercury lamp control the 
cathode illumination. Although sensitivity slowly 
decreases with tube operation-limiting its life 
-tubes have lasted upward of 1,500 hours when 
the photocathodes are deposited on transparent 
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conductive substrates. 2 

As the electron beams travel from the photo­
cathode through the image section of the Linotron 
tube, th ey are focused and deRected at the aperture 
plate by three pairs of H elmholtz coils. 3 Each 
electron image is scanned across a I -mil square 
aperture to generate video information. The aper­
tures convert the original 256 character images into 
video signals. Thus, the Linotron hlbe is funda­
mentally a multiple aperture image dissedor. ' 

The coils make the focus and deAection fields 
uniform to within 0.1%. The focusing coil pair is 
about 20 inches in diameter, concentric wi th the 
hlbe and centered about the image section. It 
generates a 24-gauss field. 

Varying horizontal and vertical deRection fi elds 
are produced by the other pairs of coils. The sweep 
fields of the deRection coi ls are generated by cur­
rents supplied by high-power deRection amplifiers . 
Linearity and stability of th ese amplifiers are ap­
proximately 0.1%, and they have a I-megahertz 
signal bandwidth . The highest deRection-signal 
frequency, used for the smallest characters, is 
approximately 125 kilohertz. Total current in the 
horizontal deRection coi ls is 16 amperes and coil 
inductance is 10 microhenrys. 

A mutually orthogonal arrangement of the coil 
pairs readily eliminates stray fi elds. Th e earth 's 
fi eld , for example, can be canceled simply by 
creating opposing fi elds which neutralizes its effect. 

Both the magnetic and electrostatic fi elds must 
be uniform in the image section . Distorted electro­
static fi elds can cause the b eams coming from the 
photocathode to be out of focu s, espccially b cam s 
that arcn't close to the axis of the tube, shown in 
the schematic at the bottom of page 125. 

An off-axis beam would pass through the aper­
ture plate incorrectly, causing the crt to reproduce 
the character in a shifted position. In th e switching 
section, the beam would b e furth er effected. Part 
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Character generator's switching section selects one of the 256 video signals representing the characters that 
have been projected on the tube's photocathode. The video sig nal is then sent to t he cathode· ray tube where it 
sweeps out the character in its proper position on the page to be printed. The ch aracters expose f ilm wh ich is 
deve loped off·line and used to make printing plates. 

of it might strike the switching grids instead of 
passing straight through. This would result in a 
shaded output oharacter or, in a severe case, no 
ou tput at all . 

Image at the aperture 

Each symbol of the character grid has its o""n 
aperture, a hole 1 mil square, in the aperture plate. 
The apertures dissect the images into incremental 
video signals with as-Mhz bandwith, when the 
beam scans them. 

Although each of the 256 high resolution image 
disscctor scanning tubes within the Linotron tube 
is associated with a single character, all are 
scanned in parallel. Scanning angle is only that 

Electronics I April 3 , 1967 

required to scan a single character (1.5°) so that 
geometric distortion s are negligible. 

Resolution of the tube depends almost entirely 
upon the size of the scanning aperture in the Lino­
tron tube. The I -mil-square apertures limit resolu­
tion to 20 I ine-pairs per millimeter. Higher resolu­
tion is not required, but could easily be obtained by 
redu cing the aperture size. Tradeoff for this would 
be a reduction in the output current and a decrease 
in the signal-to-noise ratio. 

Switching section action 

The switching sect ion-which allows only one 
of the 256 video signals to be accelerated toward 
the multiplier section where it is amplified before 

123 



Linotron tube has 65 leads that control character selection and signa l am plificat ion. An ion getter pump, 
right, maintains a hard vacuum in the 13 1/ 2 -inch-long glass tu be. 

going on the crt-consists of 16 vertical and 
16 horizontal stainless steel bars. Insulated from 
each other and placed bet'vveen two Beld plates , the 
bars are 100 mils wide and 50 mils thick. In the 
bars are holes 60 mils in diameter that line up 
with the holes in the Beld plates and apertures, 
as in the partial schematic at the top of page 127. 

The fir st Beld plate, directly behind the aper­
tures, decelerates the elec trons so that they pass 
through the section slowly and are eas ier to control. 
The second plate is held at the same potential as 
the first, creating a Beld-fr ee region within the 
switching section. 

The b eam representing the des ired character is 
accelerated by applying a high voltage, 100 volts 
compared with 30 volts on the photocathode, to one 
vertical and one horizontal switching bar. The other 
bars are kept at zero voltage. In effect, this opens 
only one of the holes in the switching section­
at the crossing point of the energized bars-and 
closes the others, while propelling the selected 
signal through the second fi eld plate and into the 
multiplier section of the tube. 

Electron multiplier 

A lO-stage electron multiplier ampliBes the 
small currents obtained from the photocathode. 
The intensity of light falling on the photocathode 
and the voltages on the multiplier chain are ad­
justed so that the anode current at the output is 
25 microamperes. 

The multiplier has a venetian blind structure 
which is less sensitive to magnetic fi elds than 
other types. 

Another advantage of this structure is that 
the vanes of each dynode can b e spaced to match 
the period of the aperture rows. Each input signal 
enters the common multiplier at a different point 
and travels to the anode through its own section. 

A partitioned effect is created. Each partition 
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is identical, minimizing the variation in anode 
current from different apertures. 

The signal-to-noise ratio is also enhanced by 
this type of structure b ecause primary electrons 
are focus ed on the lower edge of the Brst dynode 
where the withdravval fi eld is strongest. Second­
ary electrons are drawn off this emitting surface 
to the next dynode. The high yield of secondaries 
from the first dynode results in an over-all improved 
signal-to-noise ratio. 

The transit-time spread between the individual 
electrons as they pass through the multiplier is 
large. While this spread might be a disadvantage 
in some electron-multiplier applications- since it 
limits operating frequency-it is of no consequence 
in the Linotron system. The tube easily handles 
the system's 5-Mhz bandwith. 

Long, slim receiver 
The shape of the photocomposing crt contrasts 

sharply with the modern, noo scan-angle, ultra­
short television tube. It is approximately 26 inches 
long, with a nominal screen diameter of 7 inches, 

PHOTOCATHODE OF 
LI NOTRON TUBE 

Helmholtz coils over the image section focus 
the beams at the aperture plate and scan them 
pcross the aperture holes. 

Electronics I April 3 , 196~ 



shown at the bottom of page 127. An area with a 
diameter of only about 6 inches is used to display 
the information, which reduces the scanning angle 
to approximately 40° . 

This smaller angle helps to keep the spot size 
of the b eam uniform. The image on the screen is 
magnified 2.3 times, to a rectangular area with a 
14-inch diagonal, before it is projected on the 
printing film. 

The single-beam, high-resolution electron gun is 
of tetrode design and has an oxide-coated cathode. 
Angular spread is approximately 0.03 radians. 
Anode voltage is typically 30,000 v and can go as 
high as 45,000 v. The gun is fabricated without 
the limiting apertures often used to reduce the 
diameter of the electron beam. This means that the 
b eam current can be high . 

The beam diameter is Y3 in. at the main focus 
coil. Yet at a beam current of 20 microamperes, 
the resolution is 24 line pairs per millimeter-a 
b etter resolution than the eye can distinguish when 
the film is inspected. 

Extra focusing 

Dynamic refocusing keeps the spot size at 1.5 
mils in diameter any place on the faceplate, al­
though the beam diameter is large as it passes 
through the defl ection coils. 

The main focus coil is 2 inches in diameter. Its 
largc inductance makes it unsuitable for the rapid 
changes of focus needed to position characters 
at different locations on the tube's faceplate. The 
faceplate is flat, rather than curved so the imagc 
can be projected on the flat film. Thus, beam leD'~ th 
changes with each character location. \Vithout 

ELECTRON BEAM 
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ELECTR ODES 

DEFOCUSIN G EFFECT 

Large Helmhoitz coiis at the ends of the image 
section are the focusing coils. Between them is 
support ring . Two smaller pairs of coils are for 
vertical and horizontal deflection . 

dynamic focusing, spot size would not b e constant. 
A dynamic focus coil, driven from high-speed 
squaring circuits , compensates for this change in 
thc path length of the deflected beam. 

The coil is built in a low-loss ferrite case with 
an air gap close to the major focus coil. Sharing 
tllf' major focu s gap, and therefore its core ma­
terial , can lead to serious problems of hystf' res is 
and eddy currents whcn the focus modulation 
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A uniform electrostatic field in the image section and carefu I focusing result in a beam passing straight through 
the aperture plate and the switching and multiplier sections (the beam at the center). If the field were not 
uniform, an off·axis beam (the upper beam) would not be f ocused exactly at its aperature. The result would be 
characters printed out of focus or with nonuniform intensities. 
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Standard overlays may be projected onto film after com pleted page has been conlposed . Pivoting mirror drops 
into place so that it reflects slide image from format overlay projector. 

changes rapidly. H ence, b oth the major and minor 
focu s current supplies mu st be highly regulated 
and stable. 

This auxiliary coi l has negligible res idual mag­
netism so that central focus is regaincd when the 
dynamic coil current is removed. Astigmatism isn 't 
introduced during refocusing. H owever, some may 
occur because of lack of circu lar symmetry in the 
main focusing fi eld . This is corrected by a magnetic 
quadripole astigmator that acts as a cylindri cal lens. 
Now perfectly circular, th e uncleflectcd beam is 
directed along the axis of the tube by an alignment 
coil. 

Character positioning 

The major defl ection yoke moves the elec tron 
beam into th e pos ition 0 11 th e crt faceplate at 
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Character grid has letters and numbers in 
roman, italics and bold face. 
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which th e character is to be written and holds the 
beam there. This position is selected by the Lino­
tron system. Th e character is written by the minor 
defl ection yoke that scans thc electron beam at 
high speed ovcr th e small area required to display 
the charactcr. 

Because th e defl ecting fields are so well bal­
anced th ere is no astigmatism, the most import­
ant spot distortion to avo id . Only a small amount 
of non-orthogonality (lcss than 0.05°) is accep table. 
This is maintain ed by inscrting a single layer sub­
yoke inside the main yoke and in series with one 
defl ection axis. This component is rotated until 
nonorthogonality is redu ced to a level se t ()n l ~' 
by the accuracy of the instruments bein g used to 
measure thc defect. 

The character-writing minor yoke has only a 
few microhcnrys inductance. Th e defl ection angles 
are ex tremely small and th e minor yoke does n't 
distort the focus ed spot. Orthogonality of th e de­
fl ec tion axes is the same as for th e major yoke, 
within 0.05°. 

The minor yoke is close b ehind th e major yokc 
to kcep the off-axis distance of the electron beam 
minimal as it enters the major defl ecting fi elds. 
Vertical and horizontal deflec tion axes of the minor 
yoke accurately parallel th e corresponding defl ec­
tion axes of th e major yoke. This eliminates­
without shielding-cross couplin g between the two 
yokes and preserves the quality of the page of 
print. 

Corrected positions 

However, the sweep signals for the subraster 
generated by the minor yoke must b e corrected so 
character size is independent of location-another 
requirement imposed by the flat faceplate. Both 
the horizontal and vertical subras ter dimensions 
depend on horiz(Jntal and vertical location. \\ 'ith­
out correction the same angle would produ ce a 
longer beam scan near the edge of th e tube than in 
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Yoke arrangement and the four magnets around the crt 
faceplate correct beam alignment and distortion. The 
major yoke positions the beam and the minor yoke 
deflects it. Both centered and deflected 
beams are shown. 
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Correction of these raster faults on the crt yields displays 
with edges straight to within 1 mil over a 5·in · long 
display. Opposite sides are parallel to 2 mils. 

the center and the character would become shorter 
and wider. 

The correction is a function of KIH2 - K2 V2, 
where H and V are the horizontal and vertical 
voltages , respectively, KJ and K~ are constants of 
the deflection systems. 

The squared terms are derived from the function 
generators used to provide focus modulation and 
are added into the sweep generator amplitude 
control reference voltages. Deflection of the elec­
tron beam is uniform to within 0.1 % for defl ection 
angles of 20°. 

Residual magnetism in the major defl ection yoke 
is low enough so that spot displacement is only a 
fraction of its diameter when the beam returns to 
the un deflected position from full deflection . 

The ferromagnetic material also permits very 
rapid and precise deflection of the spot between all 
positions on the tube face. 

Raster geometry 

Four separate magnetic pole pieces, placed close 
to the phosphor plane of the crt correct pin cushion 
distortion, the most eye·jarring defect in a crt 
raster. This distortion is particularly noticeable 
where an uncorrec ted raster appears to have bowed 
sides. In the crt, sides of the raster are straight­
ened to within 1 mil ; corners are also located to 
the same accuracy. 

Usually, a pin cushion corrector is close to the 
deflection yoke on the faceplate side wh ere it 
requires less power and doesn ' t make the faceplate 
end of the tube bigger. This couldn ' t b e done here 
h ecau se the correction and yoke fi elds would inter­
act, distorting the defl ected spot. 

Parallelogram distortion is eliminated b y mak­
ing sure the horizontal and vertical deflec tions 
are orthogonaL Other fault s, like trapezium dis­
tortion , are dealt with by aligning precisely tJle 
correction, focus, and deflection components of the 
tube. The un deflected beam mu st, for example, 
land orthogonally on the phosphor screen. Ade­
quate magnetic shielding prevents stray fields 
from influencing the position of the beam. 

A number of the currents and voltages also 
mu st be extremely stable. Possibly the most im­
portant are the alignment coil currents and the 
final anode voltage. Upon these depend the loca­
tion of the electron beam with respec t to the focus 
coil, main deflection yoke, and pin cushion cor­
rector. An incorrectly positioned beam may lead 
to only a slight loss of resolution but the effect 
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upon raster shape, when the accuraG-Y -must . b e 
within 0.01 %, could b e disas trous. 

Bright display 

The faceplate and luminescent phosphor plane 
of the crt must be unusually uniform and blemish­
free. Otherwise, tl1e slightest fault would show up 
as broken or distorted characters. A fine-grain P24 
phosphor (ZnO:Zn) is used. This material's bright 
emission spectrum fits well with high contrast 
film. The phosphor is also rugged and withstands 
high peak current densities and ages slowly. It 
emits more light than ot,her fast decay phosphors 
such as a P16 (CaMgSi03 :Ce), for example. Varia­
tion in light output due to granularity, or phosphor 
noise, is less than 2% rms. 
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