








































































































Stunning speed. Unmatched performance. Total flexibility. 
Simple and intuitive operation. The newest VEDIT PLUS de­
fies comparison. 

Try A Dazzling Demo Yourself. 
The free demo disk is fully functional- you can try all features 
yourself. Best, the demo includes a dazzling menu-driven 
tutorial - you experiment in one window while another gives 
instructions. 

The powerful 'macro programming language helps you 
eliminate repetitive editing tasks. The impressive 
demo/tutorial is written entirely as a 'macro' - it shows that no 
other editor's 'macro' language even comes close. 

Go ahead. Call for your free demo today. You'll see why 
VEDIT PLUS has been the #1 choice of programmers, writers 
and engineers since 1980. 

Available for IBM PC. TI Professional, Tandy 2000, DEC 
Rainbow, Wang PC, MS-DOS. CP/M-86 and CP/M-80. (Yes! 
We support windows on most CRT terminals, including 
CRT's connected to an IBM PC.) Order direct or from your 
dealer. $185. 

Compare features 
BRIEF Norton PMATE VEDIT and speed 

Editor PLUS 

'Off the cuff macros No No Yes Yes 
Built-in macros Yes No Yes Yes 
Keystroke macros Only 1 No No 100 + 
Multiple file editing 20+ 2 No 20 + 
Windows 20 + 2 No 20 + 
Macro execution window No No No Yes 
Trace & Breakpoint macros No No Yes Yes 
Execute DOS commands Yes Yes Yes Yes 
Configurable keyboard 

Layout Hard No Hard Easy 
'Cut and paste' buffers 1 1 1 36 
Undo line changes Yes No No Yes 
Paragraph justification No No No Yes 
On-line calculator No No No Yes 
Manual size I index 250/No 42/No 469IYes 380IYes 
Benchmarks in 120K File: 
2000 replacements 1:15 min. 34 sec. 1 :07 min. 6 sec. 
Pattern matching search 20 sec. Cannot Cannot 2 sec. 
Pattern matching replace 2:40 min. Cannot Cannot 11 sec. 

VEDIT a£1d CornpuView are registered trademarks of CompuView Products. Inc. BRIEF is a 
trademark of UnderWare. Inc. PMATE is a trademark of Phoenix Technologies Ltd. Norton Editor is a 
trademark of Peter Norton Computing Inc. 

PROGRAMMABLE 
EDITOR 

(Call for FREE DEMO disk) 

VEDIT PLUS FEATURES 

• Simultaneousy edit up to 37 files of unlimited size. 
• Split the screen into variable sized windows. 
• 'Virtual' disk buffering simplifies editing of large files. 
• Memory management supports up to 640K. 
• Execute DOS commands or other programs. 
• MS-DOS pathname support. 
• Horizontal scrolling - edit long lines. 
• Flexible 'cut and paste' with 36 'scratch-pad' buffers. 
• Customization - determine your own keyboard layout, create 

your own editing functions, support any screen size. 
• Optimized for IBM PC/XT/AT. Color windows. 43 line EGA. 

EASY TO USE 

• Interactive on-line help is user changeable and expandable. 
• On-line integer calculator (also algebraic expressions). 
• Single key search and global or selective replace. 
• Pop-up menus for easy access to many editing functions. 
• Keystroke macros speed editing. 'hot keys' for menu functions. 

FOR PROGRAMMERS 

• Automatic Indent/Undent for 'C', PUI, PASCAL, etc. 
• Match/check nested parentheses, i.e. '{' and'}' for 'C'. 
• Automatic conversion to upper case for assembly language 

labels, opcodes, operands with comments unchanged. 
• Optional 8080 to 8086 source code translator. 

FOR WRITERS 

• Word Wrap and paragraph formatting at adjustable margins. 
• Right margin justification. 
• Support foreign, graphic and special characters. 
• Convert to/from WordStar and mainframe files. 
• Print any portion of file; selectable printer margins. 

MACRO PROGRAMMING LANGUAGE 

• 'If-then-else', looping, testing, branching, user prompts, 
keyboard input, 17 bit algebraic expressions, variables. 

• Flexible windowing - forms entry, select size, color, etc. 
• Simplifies complex text processing, formatting, conversions 

and translations. 
• Complete TECO capability. 
• Free macros: • Full screen file compare/merge. Sort mailing 

lists. Print Formatter • Menu-driven tutorial 

COlJ1puView 
1955 Pauline Blvd., Ann Arbor, MI 48103 (313) 996-1299, TELEX 701821 



Trapping DOS's Fatal Errors 

DOS errors aren't too bad, they're 
certainly clearer than those generated 
by most other operating systems. 
However, there are times when you 
just can't have them lighting up their 
own little corner of the CRT. Laine 
shows you how to trap the little beas­
ties. 

W
· hat would you think if you 

were running a nice, friend­
ly little program on your 
computer ,and it suddenly 

came up on the screen with: 

Ziss frizsen heimel diskzen flop! 
Reizen Zein Flimmel? 

After you've thought about that for 
awhile, maybe you'll understand why 
it's very important for our Turkish 
software to trap out all those "Abort, 
Retry, Ignore?" errors that DOS throws 
out at you when you forget to plug in 
the disk or turn on the printer. 

In the U.S. it may not be as much of 
a problem, but it's still kind of unsight­
ly to have the messages scrolling off 
the bottom of the screen and ruining all 
your lovely window borders. 

Fortunately, MS-DOS allows the 
programmer to specify his own "Fatal 
Error Handler" to replace the default 
handler supplied by DOS (actually sup­
plied by COMMAND.COM, but let's 
not get into needless details unless they 
can be made to hopelessly confuse). 
This is done by pointing to your hand­
ler with the interrupt 24h vector. (You 
know, I really get tired of putting that 
"h" after all the numbers I write. Sure­
ly by now you guys have figured out 
that I only speak in Hex anyway, right?) 

Many languages have built-in fea­
tures to support this. For instance, in 
Microsoft BASCOM (no, I don't use it!) 

the "ON ERROR GOTO" command 
causes BASCOM's internal INT 24h 
handler to call your BASIC error han­
dling code after it has converted the 
error codes into something easily acces­
sible in BASIC. 

Unfortunately, Turbo Pascal 
provides no such facility. And not only 
d~es Turbo rely completely on the DOS 
error handler, the only way to mix as­
sembly (required to retrieve the error 
codes) and Pascal in the same proce­
dure is to use those horrible "inline" 
statements, which I detest (sure would 
be nice if they would put in a #asm 
directive like Aztec C). 

To top it all off, Turbo's I/O library 
isn't reentrant. So if you encounter an 
error while doing I/O (which is the 
only time this kind of error occurs) and 
happen to do something stupid (like 
writing an error message to the screen 
or asking for a reply), the I/O library 
will freak out and do something 
wonderful, like send the rest of your 
printer output to the screen (or send 
your mother-in-law to Tahiti). 

It's possible, however, to write a 
fatal error handler for Turbo. (Though 
that may not retrieve a high-flying rela­
tive.) 

After several lost evenings, I finally 
managed to work out all the bloody 
details, all the way from the register 
pushes and data segment restores right 
down to the bypassing of the I/O 
library without sacrificing portability 
(almost). Since it was such a bother for 
me to figure out, I decided I'd better 
put it in the magazine to save the rest 
of you the trouble. 

Initialization 
The first step of any hunk of code is 

initialization. Iri our case, this means 
changing the INT 24h vector and 
saving the contents of the DS register 
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to a variable in the code segment. (We 
need access to the program's DS during 
the error routine,but DS will likely be 
pointing somewhere into DOS when 
the routine is entered.) 

This is all simple enough, just use 
DOS's "Set Vector" call to point INT 
24h to CS:ofs(FatalError), then store the 
value of "Dseg" (Turbo's name for DS) 
into a typed CONST. (Turbo's typed 
CONSTs are actually just initializedCS 
variables.) From now on, whenever 
bos encounters some kind, of 
hardware error, it will call our little 
routine instead of its own. 

If we wanted· to be really thorough, 
we could first use the "Get Vector" call 
to save the original" then write a 
RestoreFatalError at the end of the 
program, but I'm lazy. DOS automati­
cally restores the vector when your 
program exits anyway. So even though 
restoring it is nice and symmetrical and 
clean, and all those other words you 
like to use when you talk about your 
programming style, it's just a waste of 
code segment space. And there's little 
enough of that in a Turbo program, 
with its 11K library and 64K total code 
limit. (Haven't they ever heard of far 
CALLs and .EXE files???) 

Handler 
The, error handler itself (FatalError) 

is a bit more complicated. What needs 
to be accomplished is fairly straightfor­
ward. It's just that using Pascal (Turbo 
especially) to implement an iriterface 
that was intended to be written in, as­
sembly brings up a few problems. 

At that, the explanation of what I 
did is all in the DOS technical manual, 
and you can find most everything you 
need to know about "what?" and 
"where?" either there or in my code. 
It's the "why?" and "how come?" that 
need explaining. Therefore, I'll give a 



short explanation of entry conditions, 
tasks to accomplish, and exit condi­
tions, then get right down to the 
realities of torn hair and empty beer 
bottles. 

Entry Conditions 
Upon entry to the fatal error routine, 

the following information is available 
in the following places: 

AX - IF bit 7 of AH = 0 THEN error is on disk and 

drive is in AL 

IF bit 7 of AH = 1 THEN error is on device and AL 

is meaningless 

DI - Error code of 0-12 corresponding to error 

messages in the array 

BP:SI - points to first byte device header of erring 

device 

"Because I didn't have the time to go 
looking around for the original value of 
BP (one of the first things a Turbo pro­
cedure does is to push the value of BP 
onto the stack and then clobber it), I 
didn't use the pointer to the device 
header. I leave that as an exercise for 
those of you with just a hint of 

. masochism in your psyche. 

Tasks to Accomplish 
Once we· have an error, we must 

save all the registers, examine AX and 
DI, and output an appropriate message. 
Then, it's usually a good idea to dis­
play a message telling the operator 
how to correct things (turn on the 
printer, . put the damn disk in the 
drive ... ). Finally, we wait for a reply 
from the user. Simple as that. 

If we wanted to get real fancy, we 
could use . DOS function 59 (hex, 
remember?) to get more details about 
what caused the error and what DOS 
thinks would be an appropriate action 
to take. 

Exit Conditions 
Only a single parameter is passed 

back from the error handler on exit. 
Register AL must contain a "response 
code" telling DOS what to do about the 
. error. The codes are: 0 = ignore, 1 = 
retry, 2 = abort (and 3 = fail for DOS 
3.1 and above). 

Other than that, all registers must be 
unchanged from entry to the handler 
(that's why we saved them). 

Problems 
Okay, now to the real painful and al­

cohol-binge-inducing parts. 
The most common problem (al­

though the easiest to solve) was install­
ing the inline code. Since Turbo doesn't 
guarantee that any registers will be 
saved, we will have to put some 
pushes at the start of the procedure to 
save the registers. Then, because the in­
ternal variables of all Turbo's library 
routines are in the program's DS, we 
will need some inline code to restore 
DS from the value we saved in DSSave 
during initialization. 

Since registers are not directly ad­
dressable from Pascal, we must also 
use inline code to move AX and DI into 
memory variables for inspection. After 
the message printing and keypress wait­
ing has finished, we will again have to 
use inline code to restore the registers 
and move the response code into 
register AL. Finally, because the proce­
dure will be called through an INT in­
struction, it must be terminated with a 
RETI (Turbo procedures are terminated 
with a normal near RET). In addition to 
all of this, we will have to do a couple 
of seemingly stupid things with BP to 
counteract Turbo's use of BP as a 
"Frame Pointer" register. 

But that's not all. For some reason 
you can't use local variables if you 
have monkeyed around with the stack 
(like, maybe because the local variables 
are allocated on the stack, huh?) so all 
local variables need to be declared as 
typed CONSTs (like ErrorType, 
ErrorCode, and ch). Keep that in mind 
if you want to expand the functionality 
of my little jewel. 

"The only thing I want to do is put 
message at the bottom of the screen 
and wait for a character to be typed, 
and I have to go through all this???" 
Yep. That's right, big fella. 

With all this trouble, is it really 
worth the effort? Well, that's debatable, 
but it doesn't matter because I've done 
it already, anyway. 

Reentrancy 
And I'm not finished complaining 

yet! I mentioned earlier that Turbo's 
I/O library isn't reentrant. Basically 
this is because the Read and Write pro­
cedures apparently keep a "handle" of 
some type stored in a static variable (in­
stead of allocating it on the stack like a 
good boy should). 

I discovered this. problem after 

finally made the first working version 
of FatalError. If I had a printer error, 
the first two characters of the string I 
was outputting to the printer would 
eventually get there, but the remainder 
of the string was cheerfully displayed 
at the console. Thanks, guys. 

Since I like to write all my software 
so that it can run on ANY MS-DOS sys­
tem (not just compatibles), I didn't real­
ly want to get by the problem by 
coding in BIOS calls. On the other 
hand, if I'm running on a compatible, I 
would like to be clean and consistent 
(and all those other good "c" words) 
and use the BIOS for outputting, since 
that's the way the rest of the program 
is outputting. 

Fortunately, the built-in I/O 
routines pointed to by ConOutPtr and 
ConlnPtr are reentrant. Unfortunately, 
since they are pointers to routines (not 
routines), they are not directly callable 
without using inline code. And that 
was the mother that necessitated the in­
vention of WriteString and ReadChar. 
If you are using the IBM version of 
Turbo, WriteString and ReadChar will 
use BIOS calls; if you are using the MS­
DOS version, they will use DOS func­
tion 6. Even if you create your own cus­
tom windowing routines and plug 
them in via ConOutPtr, WriteString 
and ReadChar will still work correctly. 

Notice that I didn't have to do any­
thing special for GotoXY and 
ClearEOL. Since they are specific to con­
sole I/O, they don't go through the file 
system, so we wouldn't have to worry 
about reentrancy even if they had 
problems with it. 

The Finished Product 
See Figure 1 for the four procedures 

needed for operation of FatalError -
WriteString, ReadChar, FatalError, and 
SetFatalError. As always, feel free to 
modify them any way you like and use 
them any way that suits your fancy. 

The example version does pretty 
much just what the default error hand­
ler does, except that it always prints on 
lines 24 and 25. I made it this way so 
that you could see how the original re­
lates to real life. Of course, I expect you 
to replace the cryptic error messages 
(straight from the DOS manual) with 
plain English (or Swahili, or Por­
tuguese, or whatever). 

To use your own special little error 

(continued next page) 
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(continued from page 53) 

handler, just include all this code some­
where in your program (I keep it in an 
include file called MSDOS.lNC with 
loads, of other neat little MS-DOS 
specific routines), then call 
SetFatalError once right at the begin­
ning of the program. 

Reflections 
Writing the inline code was really 

quite straightforward, with a bit of help 
from SYMDEB, once I figured out exact­
ly what code was compiled by a 
''begin'' statement. After I found a DOS 
manual that had "the rest of the story" 
on error routines, it was quite simple to 
decide what message to put with 
which code. 

The one part that should have been 
completely unnecessary (and that I was 
offended at being forced to do) was the 
writing of the WriteString and 
WaitChar procedures to overcome the 
non-reentrancy problem of Turbo's I/O 
library. There is just no excuse for that. 
Frankly, my dear, I'm appalled. 

A Hint 
A technique that I used quite often 

while I was figuring out all the details 
behind this (and have used quite a bit 
in the past as well) was to run Turbo 
under SYMDEB (or DEBUG) and put 
an "inline($CC)" in the code at some 
stategic place to cause a breakpoint out 
to SYMDEB. By doing this, I could get 
a look at exactly what code Turbo is 
generating (and my, oh my, what slop­
py code it is ... ). 

If you try this, you should remem­
ber that putting a breakpoint right after 
''begin'' will not set a breakpoint on 
the very first instruction of the' chosen 
procedure - ''begins'' generate code, 
too. If you really want to look at every­
thing involved with a certain procedure 
or function, set a breakpoint immediate­
ly before a call to the function. Then 
you can also see the code which sets up 
the arguments. 

Also, if you don't replace the CC 
(INT 3) with a 90 (NOP), you may stay 
on the breakpoint forever. If you want 
to keep the breakpoint there, but don't 
want to keep saying "rip=ip+ 1;g" all 
the time, you can just replace it with a 
NOP and then set a SYMDEB break­
point at the same address with the BP 
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Figure 1 - Fatal Error Handler 

TYPE 
string128 = string[128]; 

Registers = RECORD 
CASE INTEGER OF 

l;(AX,BX,CX,DX,BP ,5I,DI,DS,ES,Flags : INTEGER); 
2:(AL,AH,BL,BH,CL,CH,DL,DH : BYTE); 
end; { Registers } 

{------------------- WriteString ---------------------} 
{ output a string to the console w / 0 going through standard 
{ WRITE procedure. This procedure is to be used during 
{ interrupt service routines to avoid reentrancy problems in } 
{ WRITE. 
{---------------------------------------------------------} 
PROCEDURE WriteString (Str : String128); 

V AR ct : INTEGER; 

begin 
IF Length(Str) 0 THEN 

FOR ct := 1 TO Length(Str) DO 
inline($8B/$76/ <Ct/ 

$FF/$B2/Str/ 
$FF /$16/ConOutPtr); 

end; { WriteString } 

{---------------------- Read Char ---------------------------} 

{MOVSI,CX} 
{PUSH [BP+SI+Str] } 
{ CALL word ptr [ConOutPtr] } 

{ reads a char from console w / 0 going through standard READ 
{ procedure. This procedure is to be used during interrupt } 
{ service routines to avoid reentrancy problems in READ 
{------------------------------------------------------} 
FUNCTION ReadChar : CHAR; 

begin 
inline($4C); {DEC SP} 
inline($FF /$16/ConInPtr); 
inline($88/$46/$04); 
end; { WriteString } 

{----------------------- Fa talError -------------------------} 
{ Interrupt 24H error-handling routine. 
{-------------------------------------------------------} 
CONST DSSave : INTEGER = 0; 

PROCEDURE FatalError; 

CONST 
ErrorType : INTEGER = 0; 
ErrorCode : INTEGER = 0; 
ch : CHAR _'I. - , 

ErrorMessage : ARRAY [0 .. 12] OF STRING[30] = 
('Disk is Write Protected', 

'Unknown Unit', 
'Drive Not Ready', 
'Unknown Command', 
'BadCRC', 
'Bad Request Structure Length', 
'Seek Error', 
'Unknown Media Type', 
'Sector Not Found', 
'Printer out of Paper', 
'Write Fault', 
'Read Fault', 
'General Failure'); 

{CALL word ptr [ConInPtr] } 
{MOV [BP+ReadChar],AL} 

p.1-21 

{register AX} 
{ register DI } 



Figure 1 - Continued 

begin 
{ PUSH all registers, enable interrupts} 
inline ($50/$53/$51/$52/$56/$57 /$1E/$06/$FB); 

inline($2E/ $A3 /ErrorType); 
inline($2E/ $89 / $3E/ErrorCode); 
inline($2E/$8E/$IE/DSSave); 

GotoXY(1,24); 
IF «ErrorType and $8000) = 0) THEN 

{ MOV CS:[ErrorTypel, AX } 
{ MOV CS:[ErrorCodel, DI } 
{ MOV DS,CS:[DSSavel } 

WriteString('Disk Error - '+ErrorMessage[ErrorCodel 
+' on Drive' +chr«ErrorType and $FFhord(' A'))) 

ELSE 
WriteString('Device Error - ' +ErrorMessage[ErrorCode]); 

GotoXY(1,25); 
WriteString(' <I>gnore, <R>etry, <A>bort ? '); 
REPEAT 

ch := ReadChar; 
UNTIL (UpCase(ch) in ['I' ,'R',' A']); 

CASE (UpCase(ch» OF 
'I': ErrorType:= 0; 
'R': ErrorType := 1; 
, A': ErrorType := 2; 
end; { case ch } 

GotoXY(1,24); ClrEol; 
GotoXY(1,25); ClrEol; 

{ restore all registers} 
inline($07 /$IF /$5F /$5E/$5A/$59 /$5B/$58/$8B/$E5/$5D); 

inline($2E/$AO /ErrorType); 
inline($CF); 
end; 

{--------------- SetFatalError -----------------} 

{ MOV AL, CS:[ErrorTypel } 
{IRET} 
{ FatalError } 

{ Enable Int 24H error-handling routine called FatalError } 
{----------------------------} 
Procedure SetFatalError; . 

var Reg: Registers; 

begin 
Reg.AH := $25; Reg.AL := $24; 
Reg.DS := CSEG; Reg.DX := Ofs(FatalError); 
MsDos(Reg); 
DSSave := Dseg; 
end; { SetFatalError } 

End of Listing 

••• 

command. Oh, yeah, I keep forgetting 
about all you lowlifes who only have 
DEBUG - you'll just have to suffer 
through without permanent break­
points. 

But more on SYMDEB and others 
another time. 

Next Issue 
I'm really getting tired of all these 

limitations and "almost bugs" of Turbo 
Pascal. It keeps presenting me with lit­
tle obstacles which, although usually 
solvable, waste a lot of my time. Just to 
see if it's ever going to get any better, I 
think I'll try writing a Fatal Error Hand­
ler module for Logitech Modula for 
next time. I hope I'll be able to show a 
couple of other cute little tricks with 
Modula, too. On the other hand, maybe 
I'll send a documentary report from 
Mozambique on the migration of the 
Great Desert Whale. Ya' just can't 
never tell ... 

••• 

(BEl) FOR YOUR BIGBOARD 
ONE MEGABYTE RAM DISK ON THE STD 
BUS Includes: STD adapter pcb &. 
connector, 1 MB RAM pcb & connector 
and software. Price $125.00 
INTEGRATED BIOS, reads and writes any 
5" and/or 8" disk format. 
INCLUDES: 
• CONFIGuration program that lets you 

install any new floppy disk format 
INTERACTIVELY 

• FORMATIER allows you to format al­
most any diskformat. 

• PC-COpy reads and writes PC diskettes 
on your Bigboard II. 

• MONITOR EPROM with serial keyboard 
and translate table. 

• 300 page ZCPR2 manual. 
• 60 page Bigboard II tech manual. 
• BOOTABlE DISK contains free ZCPR2 

and P2DOS system. With TIME and DATE 
stamping. BIOS also has provisions for 
256K RAM disk, Centronics, System in 
EPROM AND 1 MBYTE RAM DISK. 

• WINCHESTER FORMATIER and SYSGEN. 
Supports XEBEC, W-D and Adaptec type 
controllers. Subdivides into any speci­
fied number of drives. Price: $99.95 
(specify disk) 

TAKE BOTH 1 MB AND BIOS FOR 
$199.9511 

ANDY BAKKERS 
de Gervelink 12 • 7591 OT Oenekamp 
The Netherlands. Tel: 31-5413-2488 

FIOO Net 500 Node 100. Please pay with 
US$ Money Order. MC or VISA welcome 
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Interrupting A PC From C 

We interrupt this magazine to 
bring you this· epistle on interrupts. 
Ron tackles the creation of generic in­
terrupt routines in C along with C 
standards and other C things. 

F
rom the number of letters and 
calls I received after my recent 
column on graphics routines, 
I've concluded two things. First, 

lots of you are intrigued by the pos­
sibility of doing your own graphics 
programming on clones. Second, even 
more of you are trying to adapt patches 
of code in self-defeating ways. You're 
not alone. 

When even Pascal Peter Norton 
proclaims C to be the wave of the fu­
ture, and when Borland's Turbo C is 
about to appear out of the misty 
midregions of Vaporland into the mail 
order houses (at $70 a throw), C can no 
longer be written off as the sole 
domain of software engineers and hack­
ers who count the days to Christmas in 
hexadecimal. (The other morning I 
opened my refrigerator and counted 
the eggs on hand, starting with zero - it 
was then I knew I'd been playing with 
C too long.) 

Joys of Standardization 
Like every other high level program­

ming language, C was designed to free 
the programmer from thinking about 
the mechanics of the computer. Anyone 
who has' read Kernighan and Ritchie 
will recognize the great pains taken to 
free the syntax from the system's ar­
chitecture. Although integers can be 16-
bits or 32-bits or 64-bits long on a 
specific machine, the programmer who 
writes: 

int i,v[lO]; 
for(i=Oiiii++) v[i]=i*ii 

can be assured of getting 0,1,4,9,16 and 
so forth. There is, moreover, a set of 
standardized functions which effective­
ly hide the hardware. 

Though a terminal hooked to a Cray 
and a 40-column display wired to an 
Apple lIe are somewhat dissimilar, 
similar keyboard responses to a 
getcharO will produce similar squiggles 
on the screens. 

This, of course, is what is meant 
when we talk of the "portability" of C 
programs. Fortunately, C compilers are 
getting better about providing a fairly 
large standard library, all functions ac­
cepting the same arguments, in the 
same order. And they do the same 
things. 

The Sorrows of Individuality 
Unfortunately, the ANSI standards 

have no control over machine-specific 
functions, but of course this problem 
isn't unique to C. 

Consider the IBM BASIC "color" 
command. Try porting that· one over to 
the BASIC on your old Kaypro II. 

Obviously, folks with color need 
some control. Although we hacker 
types might prefer to get in there and 
attack the attribute bytes in video 
RAM, sane folk just want a way to get 
the light show going. So Microsoft 
decided that "color" is an easily­
remembered word, and wrote the inter­
preter accordingly .. 

Somebody getting up another ver­
sion of BASIC might decide, as did Bor­
land with their Pas cat that "textcolor" 
and "textbackground" would be more 
useful and/or descriptive. Thus incom­
patibilities are born. 

Those who' construct C compilers 
usually solve the "color" problem by ig­
noring it. Therefore, the programmer 
who wants to put on a show must pull 
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out his IBM Tech Manual, slog through 
the pseudo-English to figure out what 
BIOS calls to make, and roll his own 
function - which he can christen colorO, 
or text_tintO, or elviraO, or whateverO. 

This is a delight for the hacker, but 
death to the casual programmer. (The 
world's too full of casual programmers 
anyway.) The latter has come to C from 
the warm shores of Pascal or BASIC. 
He buys a humongous $450 compiler 
from Microsoft, and then searches in 
vain through four volumes of abstruse 
documentation for a reference to a 
simple routine to turn his screen dis­
play green. I'll bet that two-thirds of 
the C compilers purchased by readers 
of Micro Cornucopia have been put 
away,never to be used again, for that 
simple hangup. 

(Editor's note: Here is where the Kaypro 
II folks have a tremendous advantage. Their 
screens are already green.) 

Interrupts 
One unprescribed feature provided 

by every MS-DOS C compiler is a call­
to-the-operating system or "interrupt" 
function. Strictly speaking, it's not real­
ly necessary, if you can link in assemb­
ly language. But austerity has its limits, 
even for those fleeing the junkiness of 
Turbo Pascal and its "moveturtle" pro­
cedures. 

Since C doesn't acknowledge so 
parochial a routine (it acknowledges 
the peculiar structure of the 86 family), 
the software houses dream up their 
own names and formats. I've seen 
dosintO, interrupto, int860, and 
msdosO. I've also seen one integer, one 
integer and a pointer, and one integer 
and two pointers as arguments for 
these functions. 

Behind each implementation is a 
defensible rationale and a bunch of as­
sembly language. Not to be outdone, I 



plan to offer another at the end of this 
column. Let a hundred flowers bloom. 

As several of you have discovered, 
this unweeded garden of function 
design can be very frustrating if you 
want to recompile Old Joe's serial port 
code. 

. So you sit down with the listing 
nestled under your CRT, type it all in, 
letter for letter, and press the button. 
With luck the compiler says "Huhh??" 
or "Unresolved Global." Worse than 
that, the compiler may think it under­
stands you and freeze up tighter than 
January. 

Pity the poor techno-journalist. 
What can I do when I'm writing - as I 
usually am - about operating system 
manipulations in C? I've got to tell you 
what to do. Yet, if you're unfamiliar in 
these matters, you'll be bewildered 
when you look through your documen­
tation and find terms like "regs.h" and 
"interruptO." The names I give my 
calls to the operating system will mean 
nothing to you. Nothing at all. The 
time I saved by not explaining all this 
up front has cost you a lot of frustra­
tion. 

So let's look at operating system 
calls and how to design our own. The 
exercise should help those of you new 
to C to understand what is going on in 
the ready-made functions you have in­
herited from your compiler. 

Underlying Assumptions 
Long ago, when I was playing 

chemistry student, I learned that only 
by understanding the assumptions be­
hind the Second Law or the Boltzmann 
Distribution could I apply them to prac­
tical problems. 

Also, this project is a fine example 
of the roll-your-own approach of C and 
the trade-offs in function design. . 

If you're not a do-it-yourselfer, find 
another language - one that shields you 
from the nuts and bolts. As Chaucer 
puts it, "Turne over the leef and chese 
another tale." Those of you remaining 
may understand better why C lies 
somewhere between boiled shrimp and 
dogwood blossoms in my garden of 
earthly delights. 

Software Interrupts 
Except for the most metallic of to­

the-bare-metal programming, MS-DOS 
programs communicate with the operat­
ing system and the hardware through 
interrupts. These are indirect calls to 

routines located in the MS-DOS core or 
the transient-but-stay resident heap or 
the BIOS ROM. The addresses of these 
routines are stored in the interrupt 
table, an array of 256 32-bit numbers 
(offset plus segment) located at the 
base of the memory. 

Whenever you read or write to a 
file, enter characters from the keyboard, 
or send text to the printer, your code 
uses interrupts to instruct the operating' 
system. 

So common is this activity that these 
indirect calls are hard-wired into the 
Intel instruction set. Within the 
machine code, a hex character CD, fol­
lowed by a one-byte integer (00 to FF), 
will cause the CPU to execute a special 
"long" call to the routine whose ad­
dress is stored at the corresponding ad­
dress in the table. Thus a call to inter­
rupt 21h (CD21) causes the computer 
first to trot out 132 bytes from the base 
of the memory (132 = 21h X 4). It then 
plucks the 4-byte address, pushes the 
flags, the code register, and the instruc­
tion pointer onto the stack, and finally 
jumps to the new location. 

In assembly language it's trivial: 

int 21h 

In practice, the assembly language 
programmer must set a few registers to 
get the right results. For example, if the 
letter "G" is to be sent to the screen, 
the AH register is set to 2 - the function 
number desired - and DL is loaded 
with the number equivalent to the let­
ter "G," like so -

movah,2 
moval,'G' 
int 21h 

Return values, if any, are also stored 
in the registers. 

Doing It In C 
Suppose you want to do something 

not available in the meat and potatoes 
section of the standard library. If you 
don't wish to practice assembly lan­
guage linking, and don't own a version 
of C that allows in-line assembler, 
here's what you do. 

You use a generic C function that 
can load any register, call any inter­
rupt, and recover the returned register 
values (as C variables). See Figure 1. 

Of course, the generic routine will 
be overkill because it'll load and save 

everything as well as preserving all the 
register values. If you are going to roll­
your-own function, you need to read 
about "assembly language interfaces" 
in your compiler's documentation. Or, 
you might have your compiler generate 
assembler output for a nice, simple C 
program.Then pull out your editor to 
see which registers the compiler pushes 
and pops at the beginning and end of 
each function. Most compilers I've ex­
amined w.ould be very surprised if DS 
and BP were creamed by a function. 
Another compiler doesn't give a hoot 
about BP but wants ES, DI, and 51 
preserved. 

I never said it would be simple. Just 
fun. 

Perhaps these gritty details will also 
explain why a C program is always 
slower and larger than an equivalent as­
sembly language version. If I were 
doing this in assembler, I'd only bother 
with the registers that were being used. 
for the specific interrupt. However, that 
means I have to redesign every assemb­
ly language interrupt call. 

Designing The Function 
N ow let's get down to coding. The 

obvious way to handle register values 
in a C program is to create a structure. 
Make integer spaces for AX, BX, CX, 
DX, DI, 51, and so forth. 

We could use one structure or two. 
We might use one for the registers-in 
set and one for the registers-out. 
Having two can be a convenience when 
subsequent code must know what went 
into the function call. However, two 
structures take twice as much memory, 
and I find that I can always declare 
local variables to preserve "in" values 
if I need them. Let's go with one. 

The structure(s) must be declared so 
that you can cram the right value of 
AX into the AX slot, BX into the BX 
slot, and so forth. Getting this quite ar­
bitrary order the same every time is 
best accomplished with an included 
file. Thus the "#include <regs.h>" in 
my. examples. For the interrupt func­
tion given in the listing below, the con­
tents of "regs.h" would be -

struct 
regs{intax,bx,cx,dx,di,si,bp ,es,ds,flags; 

}; 

(continued next page) 
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(continued from page 57) 

Pulling together the themes from 
the paragraphs above, we can see that 
the projected interrupt function must 
be constructed like so -
'1. Push the registers that must be 

saved onto the stack 
2. Load the registers with values 

from the structure 
3. Make the interrupt call 
4. Reload the structure with the new 

values from the registers 
5. Pop the register values that must 

be preserved back off the stack 
You get one more choice about your 

structure. You can declare your own 
structure and reference it with a 
pointer when calling the interrupt func­
tion or you can allocate space for a 
global structure. 

The second choice means that there 
would be one less argument for the 
function - at times, a convenience. You 
pay a price with this approach, 
however. First, your .EXE file will 
probably be larger. Second, you can get 
into trouble if the function is used in 
complex resident programs where inter­
rupts can interrupt interrupts. If two in­
terrupt· calls use the same register bin, 
the intruding interrupt could change 
the register values of its predecessor. 

It can happen. DeSmet's C employs 
the global-structure technique, and a 
week or so ago I spent a couple of 
miserable hours staring at a terminate­
but-stay-resident program that looked 
correct but was locking up in weird 
ways. I finally realized that my 
keyboard I/O interrupt handler was 
having its registers altered 18.2 times a 
second by my clock interrupt handler. 
(Try making an interrupt 16h, function 
233h call some day.) 

So let's use an explicit pointer and 
require that the user allocate a suitable 
structure. See Figure 2 for the assembly 
language listing for a version of C that -

1. Uses long or 32-bit pointers 
2. Insists upon preserving DS and 

BP across the function 
3. Treats the stack this way at the 

first of a function call: 
• Push the function arguments 
• Push CS and IP for a "long" call 
• Push BP 
• Move SP into BP as a base 

pointer for the stack 
Under these circumstances the func­

tion arguments will begin at [BP+6] on 
the stack. 
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Figure 1 - Generic Interrupt Function In Assembly Language 

interrupt(nn,ptr) 
int nn 
struct regs.ptrj 

, .. 
,. In this case a long pointer: 32 bytes ., 

In a short C the pointers would be words, not double words, and you'd 
use a "mov bx,[bp+??]" rather than the "Ids bx,[bp+???]." In all 
cases remember to recover DS before using BX to point to the base of 
the structure being reloaded with register values. 

Also note the rather sneaky way of generating the machine code 
"CDnn" patch that invokes nnth interrupt. Through an irritating 
omission in the Intel instruction set, "int" command can only take an 
"immediate" or numerical argument; and therefore the assembly 
language programmer must modify the code <i>in situ<d>. Not very 
nice, and certainly not ROH-able, but necessary. What I do below is 
load CD into the AL register, nn into the AR, and then poke the word 
into the code at the proper location. Since the Intel chips use 
byte-reverse layout, the code becomes CDnn. Blush... but it works. 

ASSUME PROPER SEGMENT DECLARATIONS 

push bp 
mov bp,sp 
push ds 
mov al,Ocdh 
mov ah, [bp+6] 
mov cS:intcall[O],ax 
Ids bx,[bp+8] 
mov ax, [bx+O] 
push [bX+2] 

mov cx,[bx+4] 
mov dx, [bx+6] 
mov dl,[bx+8] 
mov si,[bx+10] 
mov es,[bX+14] 
mov ds,[bx+16] 
pop bx 
push bp 

intOall: 
dw 00 
pop bp 
push bx 
push ds 
Ids bx,[bp+8] 
mov [bx+O],ax 
mov . [bx+4] ,ox 
mov [bx+4],cx 
mov [bx+6],dx 
mov [bx+8],di 
mov [bx+10],si 
mov [bx+14],es 
pushf 
pop 
pop 
pop 
pop 
pop 

[bx+18] 
[bx+16] 
[bx+2] 
ds 
bp 

;Save bp 
;Establish a pointer to the staok 
;Push whatever other registers need to be saved 
jOCDh into low byte, int # into high 
;This displacement will vary with the compiler 
;Stuff CDNN into the instruction site . 
jLoad seg:ofs of pOinter to structure into ds:bx 
:Hove first slot of structure into ax 
jPush final bx onto stack, sinoe bx needed as 
; pOinter right now. 
;Load the rest of the registers, skipping bp 

sinoe bp is never used by interrupts and is 
: needed to point to staok. 
jWe can ignore flags on the way IN, not OUT 

;There goes the pOinter 
jPOP bx off staok 
;Save bp across interrupt 

;Scene of the crime of self-modifying code 
;Recover bp 
;Save ds & bx so we can use a pointer again 

;Reload pOinter 
;Inverse of above: fill struct with values 

jPreserve flag value this time 
:When you can't point, pop 

jRecover saved registers 



Figure 2 - A Goodie For Terminate-But-Stay-Resident Hackers 

Since this column has paid tribute to Back To The Basics, perhaps you 
more advanced codeslingers might appreciate a trick I just discovered. 
Th1s "p01nter" techn1que, in tandem with the peculiar way that C 
handles function call arguments, provides an extra benefit for C 
programmers who are writing interrupt handlers. Suppose you had 
stolen an interrupt and put in its place in the interrupt table the 
address of an assembly language function that does no more than this 

1. Push the registers in the order flags,ds,es,bp,si,di,dx,cx,bx,ax 
2. Call your interrupt handler WRITTEN IN C 
3. Pop the registers in the order ax,bx,cx,dx,di,si,bp,es,ds,flags 

Notice that the stack at the time the C program is operating will 
therefore be laid out in precisely the order ordained by "regs.h." 
Since pushing variables onto the stack in C (as opposed to almost 
every other language) is the duty of the calling funation, not the 
called, a function compiled by a C compiler will treat whatever 
happens to be on the stack as if it contained the variables defined 
by its own arguments. Therefore if you give your interrupt handler a 
fake argument, i.e. --

handler(dummy) 
int dummy; 

-- the function will treat the stack space occupied by the pushed AX 
register as a local variable. If we point our "struct regs" pointer 
to the ADDRESS ot this variable -

struct regs Irr; 
rr = &xx; 

-- we effectively treat the stack itself as though it were a 
structure that can be used as a storage area by an interrupt calling 
tunction within the interrupt handler. If you have a zippy new 
version of C that allows passing whole structures on the stack, 
things can be even more elegant. 
The benefit is that you can use the p01nter-to-the-stack technique to 
pass register values back and forth to the calling function. 
Suppose, for example, you had stolen interrupt 16h and decided to use 
a whole passel of hotkeys to carry out a number of resident program 
tricks. The interrupt handler might look something like this --

handler(dummy) 
int dummy; 

struct regs Irr ; 
char fnct; 
rr = &dummy; ,- point structure painter at base of register stack -, 
tnct:rr->ax»8; " store what's in AH so we can check the function call-' 
interrupt(new16h,rr); ,- call original interrupt 16h BIOS routine -, 
if(fnct == 0) switch(rr->ax){ I' we're only interested in function 0 II 

case HOTKEY1: do_1{); ,- check for hotkeys and act accordingly -, 
break; 

case HOTKEY2: do-2(); 
break; 

case HOTKEY3: do-3{)j 
break; 

etc. etc. etc. 

" return after stack popping to the calling program 'I 

'For the non-heroes among us, doing the work in C rather than in 
:assembler saves hours of debugging. 

Compilers definitely differ in this 
regard. The only way to find out about 
yours is to set up the compiler for as­
sembler output and see how the com­
piler addresses the variables pushed 
onto the stack. Try it.Even if you view 
this exercise as an example of wretched 
excess, you will learn a lot about how 
C works. 

You'll also see that the overhead 
will change as you select small, 
medium, or large compiler options. 

Doesn't Apply To You 
"What If I Promise Never To Do 

This Sort Of Thing, Ever?" 
OK, now that you've seen it, you've 

sworn off assembly language modules. 
Fair enough. There is, however, a practi­
cal and (I dare say) moral aspect to this. 

On the practical side, you should 
have at least a notion of how your com­
piler's interrupt function works. 
Moreover, the function we designed is 
representative of many of the (standard 
and nonstandard) functions that come 
with each compiler. No language, no 
matter how stratospheric, rewards zom­
bie programming. And, the flexibility 
and power of C makes it singularly un­
forgiving, a fact lots of folks will dis­
cover as Borland's Turbo C reaches the 
market. 

The moral dimension is even more 
important. Without understanding, we 
can't appreciate the work that has gone 
into these routines. It's an unthinking 
person who thinks that milk magically 
appears in plastic-coated cartons at the 
supermarket - while others awaken at 
3:30 a.m. to herd grumpy cows into 
milking machines, and shovel manure. 

Software piracy would be much less 
common if we could see the human 
face hiding behind those fancy func­
tions we invoke so effortlessly. Also, 
how many of us, I wonder, ever con­
template the sheer organizational effort 
that it took to coordinate all those 
cycles and epicycles within Lotus? 

• •• 
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THE CULTURE CORNER 
Trygve Lode, President 

Lode Data Corporation 
6450 E. Hampden Avenue 

Denver, CO 80222 

In-House Experimental Verification Of Nonconservation 
Of Parity And Quantum Mechanical Tunneling Of 
Macroparticles . 

Abstract 
Experiments verifying macroparticulate parity non­

conservation and macroparticulate quantum mechani­
cal tunneling are discussed. 

Introduction 
The nonconservation of parity has long been ob­

served in weak interactions, and quantum mechanical 
tunneling is a frequent event in radioactive decay; 
however, no significant research has been conducted to 
determine whether similar processes occur involving 
macroparticles. 

Even general macroparticulate quantum effects have 
heretofore been ignored by the scientific community. 
This, in all probability, is due to the uncanny and dis­
turbing resemblance macroparticles bear to actual 
physical objects, a drawback which frightens off all but 
the bravest of theoreticians. To assist in the ameliora­
tion of the relative dearth of knowledge in this field, it 
was decided to conduct two experiments to determine 
if quantum mechanical processes occurred in macropar­
ticles: the first would determine if parity was con­
served; the second would attempt to discover tunneling 
effects. 

Because macroparticles do behave so much like ac­
tual objects, it was necessary to conduct all experiments 
as far from physics laboratories (1) as possible. Certain­
ly the most convenient location satisfying this require­
ment was my house. So all experiments were con­
ducted in-house. 

Experiment 1: Nonconservation Of Parity 
To demonstrate the nonconservation of parity in 

macroparticles, it was first necessary to have a group of 
macroparticles on which to experiment. As the macro­
particles best suited to parity experiments, I chose 
socks (2). The socks chosen were size thirteen, black, 
over-the-calf men's dress socks purchased from a local 
clothing emporium. Several pairs were purchased at 
one time; their average mass was 38g per sock. They 
went through a two-stage (3) purification process and 
were removed from the washing machine two at a time 
to determine that they were indeed still in pairs. 
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Next, the macroparticles were loaded into the mac­
roparticle dehydrator/storage-cylinder accelerator (4) 
which accelerated the macroparticles to 6.5 x 10E5 +/-
2.1 x 10E5 TeV and heated them to approximately 347 
degrees Kelvin. They remained in the storage cylinder 
for 1561.1 +/- 0.4 seconds and then were removed en 
masse and placed in a drawer (5). 

Each day, over a period of about two weeks, one 
pair of macroparticles was removed from the drawer, 
worn (6), and set aside for future recycling. At the end 
of the experiment, when all pairs had been removed, a 
single sock remained in the drawer - the group of mac­
roparticles had changed parity from even to odd. This 
experiment was repeated a total of four times, and in 
three of the four trials, parity was not conserved. 

Experiment 2: Macroparticle Tunneling 
Discovery of the event that led up to this experi­

ment came about entirely by accident: one morning 
several plates,· bowls, and pieces of stainless flatware 
(these will be hereinafter referred to as Kitchen Macro­
particles, or KMPs) appeared in the basement, 
clustered about the television set, which is directly 
beneath the kitchen where these KMPs would normal­
lybe found. 

When questioned regarding this curious event, all 
proximate mini-persons (7) denied moving the KMPs 
or even being aware of their presence in the basement. 
I began a controlled experiment to determine if these 
KMPs were indeed tunneling through the relatively 
high potential barrier of the kitchen floor to the lower 
energy state of the basement. 

First of all, all KMPs were removed from the base­
ment, washed (8), and placed in cupboards. Proximate 
mini-persons were carefully instructed not to take any 
KMPs outside of the kitchen. The Jollowing evening (9 
hours later), a thorough examination uncovered a total 
of fourteen KMPs in the basement distributed in a 
roughly Gaussian pattern around the television· set 
(which, as you will recall, is directly below the kitchen). 

There were two bowls, six plates, three spoons, two 
forks, and a knife. The thickness of the floor was 
measured to be 22.4 cm, which suggested that the 



KMP wavelengths must be roughly on the same order 
of magnitude. The individual KMPs were measured 
and they ranged from 15.5 cm to 28.1 cm with a mean 
length of 19.3 cm, correlating remarkably well with the 
estimate based on floor thickness. 

A closer examination revealed that every single 
KMP exhibited signs of recent contact with comes­
tibles, although a relatively small quantity of actual 
edible material remained adhered. Perhaps most sig­
nificantly, the material adhering to the KMPs was in­
variably food which apparently had been heated 
(soups, microwave quick-lunches, leftovers, ice cream 
soup, etc.); no unheated edible material (twinkies, 
cookies, etc.) adhered to the KMPs. We may therefore 
conclude that greater than ambient thermal energies 
are required for quantum mechanical tunneling. 

Foods similar to those adhering to the KMPs were 
discovered spilled in the kitchen, strongly suggesting 
that the foods which heated the KMPs had been unable 
to tunnel through the floor themselves either because 
of shorter wavelengths or a lesser effect of gravity on 
food than on dishes. 

Previous experiments had shown that, in fact, the 
force of gravity has a" stronger effect on food than on 
dishes (9,10). So I suspected the former possibility, a 
suspicion which was confirmed when the spills were 
measured and all were found to be under 4 cm. Comes­
tible fragments that remained adhered to the KMPs, on 
the other hand, were generally at least 10 cm in length, 
much more capable of tunneling through the floor. 

Finally the distribution of food-heated plates (the 
most common KMP found) confirmed the tunneling 
hypothesis: 9 were found in the kitchen, 3 were found 
on a table near the television, and 1 was found under 
the table (11) - coinciding almost exactly with the ex­
ponential distribution expected for KMPs not tunnel­
ing, having tunneled through the floor, and having tun­
neled through both the floor and table. 

I also discovered that a spoon was missing al­
together which I assumed must have passed through 
the Earth entirely. Several calls to Hong Kong Univer­
sities failed to uncover the location of" the wayward 
spoon, so· this has not as yet been confirmed. 

Conclusion 
It has been conclusively demonstrated that the 

parity of macroparticles is not conserved. Therefore 
socks must come in right-left pairs rather than the 
single type invariant under reflection operations as was 
previously supposed. 

Similarly, it has been shown that macro particles of 
greater than ambient thermal energies are easily 
capable of tunneling through potential barriers such as 
a kitchen floor, and that the first-floor metastable state 
has an approximate half-life of 16.6 hours. 

The discovery of quantum effects in macro particles 
may be the single most important development in 
quantum mechanics since the Schrodinger equation, 
but research in this field is far from over. We still need 

to know the relative probabilities of appearance and 
disappearance of socks and whether the universal sock 
population remains constant. 

We need to calculate macroparticle tunneling half­
lives with a greater degree of accuracy, and we still 
need a clearer determination of the effects of tempera­
ture on macroparticle tunneling. For example, my cans 
of soft drinks are forever disappearing from the office 
refrigerator. The fact that they are cold suggests parity 
effects at work, but the fact that they always vanish 
and never appear suggests the effects of tunneling. 

Perhaps most importantly, I still need a grant or a 
Nobel prize or something, which clearly "indicates the 
need for further research. 

Notes 
1. Interactions of objects and researchers under 

laboratory conditions bear at best only the most superfi­
cial resemblance to their real counterparts (cf E.P.A. 
highway gas mileage estimates). 

2. Socks come in pairs and are much cheaper than 
shoes. 

3. The first stage involved removing labels, price 
tags, and" those little plastic hooks. The second stage 
consisted of running the socks through the medium 
load cycle of a Speed Queen (R) washing machine with 
Tide (R) detergent. 

4. Speed Queen (R) heavy-duty electric clothes dryer. 
5. Approximate capacity 35,000 cc. 
6. One macroparticle was placed on each foot. Feet 

were carefully counted each day to confirm that they 
had not also changed parity. 

7. Juvenile Homo Sapiens, age 11-17 years. 
8. Using a Kitchenaid (R) dishwasher and Cascade 

(R) dishwasher detergent. 
9. R. C. Rutabeta, Generalized Theory of the Buttered­

Side Effect, J. Recalcitrant Foods 4 (1981), 1630-1661 
10. H. B. Rosie and N. Freap, Experimental Verifica­

tion of the Diner Effect With Particular Emphasis on the 
Comparative Analysis of Paper Towel Absorption Coeffi­
cients as Affected by Television Camera Proximity, Mur­
phy's Legal Joumal 186282 (1992),62431-62432 

11. The other two plates were on the floor away 
from the table, and so were not included in this 
analysis as they might adversely affect the results. 
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Recovering Trashed Disks 
In response to your very helpful ar­

ticle in Micro C #32 ("Recover A Direc­
tory By Reading & Writing Disk Sec­
tors"), I would like to inform you of a 
relatively simple strategy for recover­
ing files. It is based on your assembly 
language shell. 

Problems frequently occur with ini­
tial read errors of diskettes. The cause 
may be unreadable signals written on 
the boot area, FAT area, or portions of 
the directory. N orton Utilities won't 
read these disks since DOS can't swal­
low the errors. 

However, you can fool DOS by log­
ging onto a good disk with Norton 
Utilities or PC Tools. Then use the "in­
spect/change sector" option to get into 
the data area and swap the bad disk 
into the drive. By this method, you can 
easily see what areas have been trashed 
and work out a recovery strategy. This 
might consist of using one of the FATs 
as a template to reconstruct the other 
or analyzing the FAT to put together a 
new directory. 

The worst case is where both FATs 
and the directory have been trashed. 
Here is where your program really 
comes into its own. In my case, I was 
able to copy the boot record, FAT area, 
and directory from a good disk in B to 
my trashed disk in A. The good disk 
had one very large file taking up all 
but a trivial ampunt of the disk. 

Using Norton Utilities, I substituted 
"$" for each end of file mark. The 
single large file was then copied to the 
hard disk and the original files were 
broken out with a word processor. 

One hitch is that any bad sectors on 
the original disk are now allocated to 
the large file. But I found that DOS 
would skip over most of these with an 
"I" (Ignore) response to its error mes­
sage. 

This is a somewhat cumbersome pro­
cedure, but with it I was able to 
recover material that previously would 
have been lost. Thank you for your 

original article and keep up the good 
work. 

I.R.E. Harger 
UNESCO 
Office For Science and Technology 
Tromolpos 2731Jkt. 
I akarta, Indonesia 

DOS 3.2 and 3.3 
I've had a problem with flaky disk 

drives on my AT clone. The drives only 
live for five or ten minutes using MS­
DOS 3.2 at 10 MHz. However, PC-DOS 
3.2 works fine at 10 MHz. My control­
ler is the Western Digital card with the 
cables coming off the side. 

Speaking of drive problems, I talked 
to Dave over at Cascade Electronics 
recently. He said that the Phoenix BIOS 
couldn't format 1.2 meg under MS­
DOS 3.2, but could with 3.1 or PC-DOS 
3.2. 

Dave sent me a copy of an IBM pub­
lication called Exchange which included 
a list of changes for PC-DOS 3.3 over 
3.2: 

1. PS/2 support. 
2. Support for 1.44 meg 3 1/2 inch 
drives. 
3. Up to four async ports at 19,200 
baud. 
4. Time and date function to set cmos 
clock. 
5. Enhanced national language support. 
6. Better batch file processor. 
7. Append, a memory resident utility 
which is like PATH but for non-COM 
files. Also in 3.2. 
8. Backup will format disks. 
9. Call, a new batch file command 
which allows one file to call another. 
10. FASTOPEN: TSR which will cache 
directory for non-removable drives. 
11. MODE which will support the four 
comm devices. 
12. RESTORE which will support new 
disk format and allow selective file 
recovery. 
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Alan Gomes 
11751 Holly View Dr. 
La Mirada, CA 90638 

Western Digital Controllers 
A simple modification (just a little 

trace cutting and jumpering) plus a 
new EPROM will allow the standard 
Western Digital hard disk controller 
card to work in a Tandy. The EPROM 
and instructions go for about $20. Con­
tact: 
Technoland 
5830 E. Washington Blvd. 
City of Commerce, CA 90040Z 
(800) 222-3978 

7 MHz Problem 
I'm writing to you on my sped-up 

Kaypro (see Micro C issue #33 -­
Kaypro Column). It works very well, 
but I'd like to tell you about one very 
thorny problem I had with this par­
ticular machine. 

It concerns the IC at U2. Your article 
and diagram specify a 74LS04. With 
that chip in place, the computer 
refused to operate. Both drive lights 
came on and I had no video. When I 
replaced the 74LS04 with the original 
chip, a 74HCU04, it worked. 

The only problem I have now is that 
COpy won't even work at 3.5 MHz, 
but I'm getting a faster program from a 
neighbor. After an hour's operation at 7 
MHz, I'm very pleased with the in­
crease in speed. 
Norris Bundy 
P.O. Box 29 
Alsea, OR 97324 

Editor's note: 
Sorry for the confusion, Norris. Quite a 

few boards do have the 74HCU04 chip in 
U2. Whatever chip is installed in U2 
should be left there. Regardless of the type 
of chip, 14 MHz will always be available 
on pin 8. 

••• 



We can help you 
sell your products. 

For more information on 
great advertising oppor­
tunities in Micro C, con­
tact Laura or Julie 
at (503 )382-8048. 

/ 



THE 
MICRO C 
LOGICAL 
CONTEST 

I F You're tired of wondering what the AI hullabaloo is all about? 

OR Convinced you're more than artificially intelligent? 

THE N Prove you're logical. Write a program in PROLOG 
and enter it in the third annual Miqro C Programming Contest. 

Any PROLOG brand will do, and length is no object. 
Programs will be evaluated on the basis of function, ease-of-use, 
and code & documentation readability. 
Winners will be announced in the February '88 issue of Micro C. 
Good luck and good programming. 

1st Prize 
--10 MHZ AT clone board with 1 MByte 

of RAM from MicroSphere, Box 1221, 
Bend, OR 97709. 

-- micro einstein - An expert system 
development tool from Gary 
Entsminger's Acquired Intelligence, 
1912 Haussler Dr., Davis, CA 95616. 

-- Turbo PROLOG Toolbox from Boralnd 
International, 4585 Scotts Valley Of 
Scotts Valley, CA 95066 

- 3 yr. subscription to Micro C. 

2nd Prize 
-- micro einstein from Acquired I . 

Intelligence. 

-- Turbo PROLOG Toolbox from 
Borla nd International 

-- 2 yr. subscription to Micro C. 

3rd Prize 
-- Turbo PROLOG Toolbox from 

Borland International 

-- 1 yr. subscription to Micro C. 

-------CONTEST DEADLINE Nov. 1, 1987-------

ENTRY FORM 

Name 

Address 

Program Title __________ _ 

Purpose 

Written for which version of PROLOG 

NOTE: 
I hereby release this program to the public 
domain and give Micro Cornucopia the right 
to print the listing. 
Signature ____________ _ 

City ____ State __ Zip ___ _ 

Micro 
Cornucopia 

P.o. Box 223 
Bend, OR 97709 
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Byte Magazine called it, 

"CIARCIA'S 
SUPER 
SYSTEM" 

The SB180 
Single Board Computer 

Featured on the cover of Byte, Sept. 1985, 
the SB180 lets CP/M users upgrade to a 
fast, 4" x 7

'
/2" single board system. 

• 6MHz 64180 CPU 
(Z80 instruction superset), 256K RAM, 
8K Monitor ROM with device test, disk 
format, read/write. 

• Mini/Micro Floppy Controller 
(1-4 drives, Single/Double Density, 
1-2 sided, 40177/80 track 31/2:' 51/4" 
and 8" drives). 

• Measures 4 n x 71/2~ with mounting holes 
• One Centronics Printer Port 
• Two RS232C Serial Ports 

(75-19,200 baud with console port 
auto-baud rate select). 

• ZCPR3 (CP/M 2.2/3 compatible) 
• Multiple disk formats supported 
• Menu-based system customization 

New LoW Prices 
;;:::.:---

SB180-1 
SB180 computer board w/256K 
bytes RAM and ROM monitor 
•...••••••••••..•••••• $299.00 

SB180-1-20 
same as above w/ZCPR3, ZRDOS 
and BIOS source •••••••• $399.00 

COMM180-S 
SCSI interface .••••••••. $150.00 

Now Available 

~--------~ 
TURBO MODULA-2 ••...•••• $69.00 
TURBO MODULA-2 with 

Graphix Toolbox ••••••••• $89.00 

TO ORDER 
CALL TOLL FREE 

1-800-635-3355 

TELEX 
643331 

For Technical Information or in CT, call: 
1-203-871-6170 

~. ~~ Micromint, Inc. 
~ 4 Park Street 

Vernon, CT 06066 



.8087;.1 Math Coprocessor for X16B 
The X16 8087 Math Coprocessor ru ns at fu II CPU speed. That's 
10MHz of number smashing power! The Math Coprocessor on the 
AT only runs at 2/3 of the CPU clock. 

SCSI Port Option for X16B 
Full SCSI port using the 5380. Software built into ROM BIOS for the 
OMTI 3100 hard disk controller achieves a 1 to 1 sector interleave. 

FOURMEGGER 
Running out of spreadsheet room? Need something faster than a 

. hard disk for those long compiles? The Four Megger is the answer. 
The Four Megger meets the Lotusllntel/Microsoft expanded 
memory specifications and works in all PC and XT computers. The 
Four Megger also works in AT computers. as expanded memory 
only. 

2S1P 
We found ourselves lacking for a flexible two serial ports and 
parallel printer port. So we designed the 2S1P (which is short for 2 
Serial, 1 Parallel) board. It's small, inexpensive and made here, of 
course! 

.Memories 
The PC Tech Memories board allows additLonal ROM or static RAM 
to be put in a PC, Xl, AT, X16B or compatible. We designed it for 
diagnostics. You can use it for booting without disks, scraping 
your windshield or whatever! 

P.O. Box 128 
904 North 6th Street 
Lake City, MN 55041 
(612) 345·4555 

COD, VISA, MASTER CARD, CERTIFIED FUNDS 

The X16B. offers the highest 
performance and integration of 

. any PC/XT compatible. With its 
10 M Hz, zero wait state 
operation it walks away from AT 
compatibles as well. On board is 
one megabyte of DRAM, a real 
time clock, floppy disk 
controller, and optional one or 
two serial ports, SCSI port and 
8087. 

The PC Tech SmartBIOS 
provides PC compatability with 
ease of use. We wrote it and we 
support it! 

PRICES! 
X16B 1 1 Meg 1 RTC .... $600.00 

8 MHz version ...... $540.00 
SCSI option ......... $25.00 
Serial ports (2) ....... $38.75 
8087·1/82188 ........ $340.00 
8087·2/82188 . ....... $260.00 

Four Megger ......... $850.00 

2S 1 P ................. $99.00 

Memories ............. $95.00 

Systems: 
The Box ........... $799.00 
Mono System ..... $1,099.00 
EGA System ...... $1,849.00 

Call for system configuration 
details. PC Tech also sells hard 
drives and controllers, video boards 
and monitors, etc. 

Watch for more innovative products 
designed and built by PC Tech!!! 

PC, XT and AT are trademarks of International Business Machine~ 



PC Based EPROM Burner 

Gang Programmer For Under $200 

I remember building Micro C's 
first EPROM programmer. I built it 
back in 1981, a prototype for an ar­
ticle, and it's been solid ever since. 
Maybe because it was connected to a 
Big Board. We've since purchased two 
$1,000+ 8-hole commercial program­
mers. I've mentioned their shortcom­
ings in Micro C from time to time. 
However, Larry has found one that's 
solid, easier to use, more versatile and 
downright cheap. I'll let him tell you 
about it. 

W
e've had a history of trouble 
with EPROM burners here at 
Micro C. They either write gar­

bage or they read garbage. Sockets fail 
one by one. Burners refuse to talk to 
host computers. One burner even 
talked dirty to its host in the form of 
120 volts AC on an RS-232 line. It was 
shocking. 

It got so that Tammy (Micro C's 
EPROM creator extraordinaire) would 
have to call Dave ·or me back at least 
once a week for a little burner doctor­
ing. Some of the doctoring was major 
and the cursed machine did a lot of 
travelling back and forth to the factory. 
It spent more time on vacation than 
our circulation manager, Tracey! 

So I was happy to see Dick Borden 
walk in the door a while back. He had 
a PC based EPROM burner for us to 
play with. It didn't take long to decide 
that this was the burner for us. 

Description 
The Sunshine EPROM Writer hails 

from Taiwan. Its half-length controller 
card drives either a 1 hole (EW-901B) 
or a 4 hole (EW-904B) burner that sits 
neatly on top of the PC. We've only 
tested it with 2716,2732 and 2764 series 
EPROMs, but the specs say it will 
program anything from 2716 through 
27512 parts. 

Menu-driven software provides 
most every function you'd want: read­
ing and writing EPROMs of course, 
verification of both programmed 
EPROMs and blanks, storage and recall 
of object files, and editing of the object 
file currently in memory. (Sunshine 
refers to the memory used by the object 
file as the "buffer".) 

Both the documentation and the 
menu use a good approximation of 
English. However, some familiarity· 
with EPROM programmer functions 
eases the first few programming ses­
sions. For example, I had trouble verify­
ing any EPROMs which weren't in the 
first socket. It turns out that the menu 
option, "Set textool size," must be used 
to change the default gang size of 1. 
Silly me, I should have known that. 

In a normal copy session, verifica­
tion shows only the address of the first 
error in each EPROM copied. If you 
want a more complete display of er­
rors, use the "Verify & display errors" 
option. This choice displays the ad­
dress, EPROM value, and buffer value 
(in parentheses) for each error. 

It also lets you read object files into 
the burner's buffer beginning at any ad­
dress. For example, the code from a 
2716 can easily be burned into the top 
half of a 2732. Just set the starting ad­
dress at 0800h when reading the 2716. 

Performance 
No one wants to sit around and 

watch EPROM burners run. Speed of 
execution turns out to be one of the 
Sunshine programmer's strong points. 
The highly subjective Tammy Speed 
Rating shows that it runs twice as fast 
as our old Southern Computer Corpora­
tion Model 512A. In reality, it performs 
even better. 

I used 2764A EPROMS to test the 
two programmers. A look at the results 
(see Figure 1) shows that the Sunshine 
is almost 4 times faster. Notice that 
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Micro C Staff 

gangs of 1 and 4 program at close to 
the same speed. This makes sense since 
the programming is done simultaneous­
ly. Only the verification process (very 
quick compared to programming) goes 
one by one. 

Read (2764A) 
Write/Verify (1) 
Write/Verify (4) 

Drawbacks 

SCC 
0:06 
1:35 
1:37 

SUNSHINE 
0:01 
0:23 
0:25 

None. Seriously. Sure, it would be 
nice to have 37 sockets and a price tag 
of $19.99. And maybe they could throw 
in . one of those oriental cooking knife 
sets. (Editor's note: I think they did, but 
someone beat Larry to it.) Aside from the 
somewhat inscrutable documentation 
and an occasional lapse into ques­
tionable spelling, I can't complain. 

Well, maybe I should complain 
about one thing. When specifying start­
ing and stopping addresses for a dump 
of the buffer contents, "DOOOO.OOFF" 
cannot be shortened to "DO.FF". All ad­
dresses must be a full 4 characters. A 
minor drawback, but when you club 
the keyboard as poorly as I do, every 
little bit of shorthand helps. 

Availability 
And now, the bottom line. Stand­

alone multi-hole EPROM programmers 
go for $800 and up. The best price I've 
found for the Sunshine I-holer is $119 
from McTEK in Berkeley. We bought 
their 4-holer for $169. The thing was 
DOA but the hassle-free replacement 
has been burning 'em for four months 
now. 

So, I'll give the Sunshine an "A." Its 
ease of use and speedy programming 
make it a good choice for anyone with 
a burning desire for cheap EPROM 
programming. 



Sources 
McTEK 
2316 Fourth St. 
Berkeley, CA 94710 
(415) 549-3472 

JDR Microdevices 
110 Knowles Dr. 
Los Gatos, CA 95030 
(800) 538-5000 

••• 

SLICER ... THE 
TRUE LOW COST 
MULTI-USER 
MICRO 

® 
Ever Wondered What Makes CP/M TIck? 

Source Code Generators 
by C. C. Software can 
give you the answer. 

liThe darndest thing. 
I ever aid see ••• " 

" ••• if you're at 
all interested in 
what's going on in 

it's your system, 
worth it." 
Jerry Pournelle, 
BYTE, Sept '83 

The S.C.G. programs produce 
fully commented and labeled 
source code for your CP/M 
system (the CCP and BDOS. 

areas). To modify the system to your liking, 
just edit and assembie with ASM. CP/M 2.2 $45, 
CP/M+ $75, + $1.50 postage (in Calif add 6.5%). 

C. C. Software, 1907 Alvarado Ave • 
Walnut Creek, CA 94596 (415)939-8153 

CP/M is a registered trademark of Digital Research, Inc. 

THE SLICER 
Real 16 Bit Power on a Single Board 
Featuring the Intel 80186 (C) Step CPU 
• Complete 8 MHz 16-bit micro-

processor on a 6" x 12" board 
• 256K RAM, plus up to 64K EPROM 
• SASI port for hard disk controller 
• Two full function RS232C serial ports 

with individually programmed . 
transmission rates - 50 to 38.4K baud 

• Software compatibility with the 8086 
and 8088 

• 8K of EPROM contains drivers for 
peripherals, commands for hardware 
checkout and software testing 

• Software supports most types and 
sizes of disk drives 

• Source for monitor included on disk 
• Bios supports Xebec 1410 and 

Western Digital WD 1002 SHD 
controller for hard disks 

Fully assembled and tested only $445 
THE SLICER 1-MByte 
EXPANSION BOARD 
For expanded memory, additional 
ports and real time clock 
• 1-MByte additional dynamic RAM 
• 2 RS232C asychronous ports 

with baud rates to 38.4K for 
serial communication 

• 2 additional serial ports for asynch 
(RS 232) or synch (Zilog 8530 SCC) 
communication 

• Real Time Clock with battery backup 
• Centronics type parallel printer port 
Fully assembled and tested only $450 

SLiCER/1 MByte EXPANSION COMBO 
The Slicer (without RAM or RAM 
controllers) with Full 1-MByte 
Memory Expansion 
CCP/M (Digital Research) $950 
THE SLICER PC EXPANSION BOARD 
Gives your Slicer high 
performance video capability 
• IBM campatible monochrome video 
• Video memory provides 8 pages of 

test or speCial graphics capability 
• 2 IBM type card slots for color video, 

I/O expansion, etc. 
• IBM type keyboard port 
Fully assembled and tested only $495 
All boards available in kit forms 
Runs MS DOS generic software; PC DOS 
program operation not guaranteed 
Also available: The uSlicer 188 $400; 
8087 Math Co-Processor Bd. (call); 10 MB 
Hard Disk $465; W.O. 1002-SHD H.C.D. 
Bd. $200; Enclosures, Power Supply, 
and Support Hardware. 
CP/M 86 $85, CCP/M $250 (Digital 
ResearCh, Inc.); MS DOS $175 
(Microsoft Corp.) 

MasterCard. Visa. Check. Money Order. or C.O.D 
Allow four weeks for delivery. Prices subject to change 
without notice. 

NOTE NEW ADDRESS & PHONE NO. 

~~~~~ Slicer Computers Inc. 
~ 3450 Snelling Ave. SO. 

SUCER Minneapolis, MN 55406 
6121724-2710 

~~~ Telex 501357 
~ SLICER UD 
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By Gary Entsminger 
1912 Haussler Dr. 

Davis, CA 95616 

Happiness, The Too Much Information Blues, & micro einstein 

Gary tries to confuse Taskview by 
loading it up with concurrent proces­
ses. The score? Taskview 1, Gary O. 
He also discusses WindowDOS and 
the PROLOG competition. 

L
ast issue I wrote about 
Taskview, a useful (and unusual) 
menu-driven command shell. 

- Under Taskview command, you 
set up your own menu of programs 
which you run by entering the first let­
ter or by moving the cursor. You can 
suspend a running program in execu­
tion, and switch back to it later or aban­
don it entirely. 

I've been using Taskview again this 
issue and have discovered that it 
suspends programs in the background 
only some of the time - when a 
program is too large to retain in 
memory. 

If a program is swapped to disk, it's 
suspended (and nothing new happens 
while you're away). However, if the 
program is small enough (Turbo Pascal 
qualifies; Turbo PROLOG doesn't), and 
doesn't need to be swapped to disk, it 
will continue to run in the background, 
more-or-Iess concurrently. It still must 
compete for a single CPU's time, but 
does continue to compile, write to disk, 
etc ... 

For example, I started Turbo Pascal, 
loaded a file, switched (via Taskview) 
to another copy of Turbo Pascal, 
started it, loaded a file, and then 
started yet a third copy of Turbo Pas­
cal, and loaded a file. 

To keep the test simple (I also 
hoped to confuse Taskview), I loaded 
the same Pascal source file (2000 lines 
including INCLUDE files) each time. 
To keep tabs on each program while it 
compiled, I switched between tasks by 
pressing -

<CTRL> <SHIFT> <N> 
where N = the number of the task. 

When programs are small enough, the 
switch is virtually instantaneous (since 
everything is running in memory). 

So, first I compiled the source in 
copy 1. Then, I compiled the source in 
copy 2 (just for a check, and no 
surprise - they compiled within a few 
tenths of a second of each other). 

Then, I began a compile in one, 
switched to another, began a compile, 
switched to another, started an edit, 
and then alternately (and merrily) 
switched back and forth, and back and 
forth to watch the action. 

Happiness! Everything worked, al­
though it did take a few more seconds 
(but just a few more) to compile the 
files concurrently with Taskview than it 
took to compile them separately. 

Next, I tried to confuse Taskview by 
writing concurrently to the same file. If 
you're following closely, you've probab­
ly already guessed the result 
Taskviewhad no problem (since it real­
ly processes sequentially) writing and 
closing the files, one by one. 

So, no luck at attempted confusion, 
and Taskview continues to intrigue me. 
If you want to come as close as you can 
to concurrency on the PC without ad­
ding a second processor, call Sunny 
Hill for more details. 

$69.95 from-
Sunny Hill Software 
P.O. Box 33711 
Seattle, WA 98133-3711 
(206) 367-0650 

WindowDOS 2.0 
Directories have been essential 

programs since the beginning. And 
since the beginning, programmers have 
been trying to improve DIR, the MS­
DOS directory- program (see the Cul-
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ture Corner, Micro C, #35 for a some­
what redundant, and yet less-than­
thorough, history). 

WindowDOS (first released in 1984) 
was one of the first DOS shells to sub­
stantially improve on DIR. And (as far 
as I know) it was the first to do it in 
TSR (Terminate-But-Stay-Resident) 
fashion. 

You load WindowDOS, and when­
ever you need it (even when you're 
using another program), call it up by 
pressing-

<SH> <INS> 
It automatically sorts the current 

directory. and writes it to the screen, 
where you can manipulate individual 
or groups of tagged files by moving a 
highlight with the arrow keys. 

But that's really just the tip of the 
iceberg. 

WindowDOS 2.0 lets you format 
disks, copy and erase files, make direc­
tories, list files (in ASCII or text), sort 
files (by filename,.' extension, creation 
date, and size in ascending an~ des­
cending order), hide and' unhide, 
protect and unprotect, and password 
lock files. You can set the time and 
date and set up macros. 

Although I use several directory 
programs (including XTREE), I prefer 
Window DOS when I'm working with a 
hard disk. Why? Because it do-esn't 
read the entire disk structure until I tell 
it to. Unless I specify otherwise, it 
reads the current directory, period. 

When a hard disk fills to 1000+ files 
and 19+ megabytes, a reading of the en­
tire disk just takes too long (even on 
X16s and ATs). I call this the "Too 
much information blues," and will do 
almost anything to avoid it. 

If "the blues" is your problem, try 
WindowDOS. It could help. Sells for 
$49.95, and includes a nifty'screen cap­
ture utility 



WindowDOS Associates 
Box 300488 
Arlington, TX 76010 
(817) 467-4103 

look over Herbert Schildt's "Advanced 
Turbo PROLOG." Although not really 
an "advanced" text, it does offer 
several good programming leads, in­
cluding: vision and pattern recognition, 
natural language processing, expert sys­
tems, and robotics. 

His book has a practical flavor 
which I found (and continue to find) ap­
pealing. 

It's $25.95 from Addison-Wesley. 
And that, folks, is Tidbits. See you 

at SOG VI and in the funny papers. 
The PROLOG Programming Contest 

We're into month two in the third 
annual Micro C programming contest, 
and if you haven't heard, we're doing 
PROLOG. So put on your thinking caps 
and logical scarves, and start program­
ming in this blue plate special dance of 
a language. 

I've been working hard to perfect 
my own skills in the AI arena, and am 
very pleased to be donating two copies 
of my expert system shell, "micro 
einstein," (written in Turbo PROLOG 
and C) to the first and second place 
winners. For a complete list of prizes 
(including a 10 MHz AT board from 
MicroSphere), see the PROLOG contest 
information elsewhere in this issue. 

If you're having trouble deciding 
what to write in PROLOG, you might 

CALL FOR FREE CATALOG 

I would love to see a good two (or 
even three) dimensional pattern recog­
nition program. 

For a preliminary study of 
PROLOG, read Clocksin and Mellish 
(Programming in PROLOG), Schildt, or 
the Turbo PROLOG reference manual. 
If you want to hone your technique, 
read (and study) PROLOG Programming 
For Artificial Intelligence by Ivan Bratko. 
It's the best "advanced" book and the 
best "general" textbook of PROLOG 
programming I've seen. 

Bratko leads the AI groups at the 
Josef Stefan Institute and the E. Kardelj 
University in Ljubljana, Yugoslavia, 
and has applied PROLOG in medical 
expert systems and computer chess re­
search. 

••• 

~ PC/XT c~~~IfI!~. ~~;:~~RBC~~~U~~R TALKI 
C A VERY POWERFUL AND AMAZING SPEECH CARD. USES THE NEW GENERAL 
W INSTRUMENTS SP0256-AL2 SPEECH CHIP AND THE CTS256A-AL2TEXTTO SPEECH 
a: CONVERTER. 

(R) 68Q-no Software Quelo • l!I Development 
~ Tools 

Z THIS BOARD USES ONE SLOT ON THE 
~ MOTHERBOARD AND REQUIRES A COM 
;:) SERIAL PORT. BOARD MAY ALSO BE USED IN A 

~ ~~~Ngci'ri~uNTEE~N'y~~~N~A~Nl ~~T:a:~~~~r 
a PORT. FEATURES ON BOARD AUDIO AMP OR 
o MAY BE USED WITH EXTERNAL AMPS. 
W DEMONSTRATION SOFTWARE AND A LIBRARY 
W BUILDING PROGRAM ARE INCLUDED ON A 5'1. 
a: INCH PC/XT DISKETTE. FULL DOCUMENTA-
u. TION AND SCHEMATICS ARE ALSO INCLUDED. 
>= 
I­
Z 
c( NEW! 

$89.95 
ASSEMBLED 

& TESTED 

~~----------------------------------------~ <t 
~ CANON 80 COLUMN PRINTER - $39.95 
C ORIGINALLY MANUFACTURED FOR THE PC JR. BUT WITH OPTIONAL CONNECTOR 
W WILL WORK WITH PC, XT, OR AT. REQUIRES SERIAL I/O. THIS THERMAL PRINTER IS 
I- QUIET AND USES EASY TO GET 8'1. IN. ROLLS OF PAPER. 50 C.P.S., UPPER AND 
~ LOWER CASE, PLUS GRAPHICS. ORIGINAL LIST PRICE $199.00. ADD $3.00 FOR 
:::i PC/XT CONNECTOR. ADD $5.00 UPS. 

~~----------------------------------------~ C 
o 
Q) 

a: 
;:) 
a 
u. 
a 
en 
~ 

PC/XT EPROM 
PROGRAMMER 

$199 

a: * LATEST DESIGN * PROGRAMS UP TO 4 DEVICES AT ONE TIME * FEATURES EASY 

~ rt?T~E~~:~i' ~~I~~~':~~Th"tR~~~~~I~~~S ~~~E~~~E~R ~':S~or8,q U~~~~~ 
~ ~~~~~~iN*G T~Is,.~i~~6~ Bftr.

D tcJJ:iTHS~S *TON~N ::~~~~:~IWN~~~tSLSJ~ 
I- REQUIRED * AUTOMATICVPP SELECTION: 12.5V, 21V, OR 25V. * EPROM DATA CAN a ALSO BE LOADED FROM OR SAVED TO A DISKETTE. * PROGRAMMING SOFTWARE 
I- SUPPORTS: 2716, 2732, 2732A, 2764, 2764A, 27128, 27128A, 27256, 27256A, 27512, AND 
I- 27S12A. * ASSEMBLED AND TESTED, BURNED. IN WITH MANUAL. $199 WITH 
~ SOFTWARE. 

~~----------------------------------------------~ ~ Digital Research Computers 
~ (OF TEXAS) 
...I P. O. BOX 381450B • DUNCANVILLE, TX 75138 • (214) 225-2309 

~ I---:::T=ER=-=M::":S=-: -:-A-:-dd-:-$:-:3~.OO7"""""po-s-:-ta-ge-. ":':"W=-e-p-aY-:b-al=-an-c-e.-=O=-rd-=-e-rs-u-n-=-de-r "$1;:S-a-;-dd~7:;;:S:7e 7ha::':n:-:;d;;:un:"::g.-:N:7:o' 
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68020 Cross Assembler Package 

Supports 68000, 68010, 68020, 68881 and 68851 

For CP/M-68K and MS/PC·DOS - $750 

68000/68010 Cross Assembler Package 

For CP/M·80, -86, -68K and MS/PC·DOS • $595 

68000 "C" Cross Compiler 
For MS/PC·DOS by Lattice, Inc .• $500 

68020, Disassembler 

Supports 68000, 68010, 68020, 68881, 68851 

For CP/M-68K and MS/PC·DOS· $495/295, 

Amiga and Atari ST· $119{l9, CRDS UNOS • $995/595 

68000/68010 Software Simulator 
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Site, Corporate, OEM licenses 
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TM: Quelo, Quelo, Inc.; MS, Microsoft Corporation; CP/M, Digital Research 
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Writing Portable 8086 Assembly 
Language Functions 

Porting Assembly From C To Shining C 

OK, folks. You wanted assembly 
language? Here's assembly language. 
Want to port your assembly language 
routines from one C to another? Or, 
from one high level language to 
another? 

Well, continuing Micro C's tradi­
tion of addressing the needs of many 
levels of programmers and developers, 
we offer Ken's in depth study. 
Developers working in any high level 
language will no doubt learn a lot 
from Ken's experiences. 

S
oon after Microsoft released ver­
sion 4 of its C compiler, they 
published benchmarks showing 

its sterling performance. I had been 
using the Lattice compiler, which took 
longer to compile and produced less ef­
ficient code as well, so I bought 
Microsoft C, version 4.0. 

I knew that Microsoft had pre­
viously licensed the Lattice compiler 
and marketed it under their own name, 
so I naively assumed that their new, 
fast compiler would be compatible 
with my existing source code. 

I was wrong. The C code ported easi­
ly, though it needed to be recompiled 
(it wasn't possible to use the Lattice ob­
ject module libraries). Fortunately, I 
still had the source code to every 
program I needed. 

Assembly language portions of the 
programs are more difficult to port, 
however. The two C compilers use dif­
ferent segment names and different con­
ventions for stack usage, as well as dif­
ferent protocols for calling assembly 
code. 

So I had to make many changes to 
the source code, without changing the 
way the functions operated. A situation 

of this nature is time-consuming and 
promotes unreliability. 

Although I was tempted to blame 
Microsoft, I realized I had set my own 
trap by assuming the Lattice conven­
tions were a standard. It would be 
much better if my assembly programs 
could be used not only by different 
compilers for the same language, but 
also by different languages. 

Accompanying this article is a sys­
tem of macros that allows assembly 
programs to interface to any reasonable 
calling protocol, segment structure, and 
memory model. Only a few of the most 
interesting macros are listed in this ar­
ticle. The complete set can be 
downloaded from the Micro C BBS. 
They exercise the macro facility of the 
Microsoft MASM version.4.0 assembler; 
I have no experience using them with 
any other assembler. 

Usage 
Figure 1 contains a test program. If 

you run it and have the assembler 
make a listing, you can see how the 
code generated changes for different 
calling protocols and memory models. 

After you've included the macro 
definitions, the _cmplr macro will 
select a specific high level language 
compiler and memory model. Table 1 
identifies the special symbols to use. 

_cmplr defines internal symbols 
based on the specific selection symbols 
we define. I define the appropriate sym-· 
boIs on the command line invoking 
MASM if I want to override the default 
selections. For example, the following 
command line will assemble with the 
Lattice compiler conventions: 

masm /dLTC syhltO; 

_cmplr invokes another macro 
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specific for each compiler supported. 
_Ie defines several symbols accord­

ing to the conventions of the Lattice 
compiler. _msc does the same for 
Microsoft. Those are the only two I've 
had to figure out for my work. But it's 
easy to add other compilers if you real­
ize there are two independent issues: 
segment structure and calling protocol. 

Segment Structure 
The compiler designer chooses the 

segment structure. Predictably, there's 
wide variation, but all structures are 
logically similar. 

The _crtseg macro creates a segment 
and _defgrp defines a group of seg­
ments. If you use a compiler I haven't 
tested, I hope reading the _Ie and _msc 
definitions will help you figure out the 
appropriate calls to _crtseg and _defgrp 
for yours. Once you have a correct 
macro corresponding to _Ie and _msc, 
you can forget almost all about seg­
ments. 

The _begs and _ends macros are 
used to bracket segments in assembly 
programs. There are only two segments 
to worry about: one called "data" and 
the other "code." 

A "_begs data" instruction must ap­
pear immediately before the first static 
data definition, and "_ends" im­
mediately after the last. Similarly, a 
"_begs code" instruction immediately 
precedes the first executable instruc­
tion. Another "_ends" terminates the 
code segment. In effect, the _cmplr 
macro maps the symbols "code" and 
"data" to the name appropriate for the 
current compiler and memory model. 

Data Types & Memory Models 
If you apply these macros to exist­

ing assembly code, you'll have to sys-



tematically change many statements. 
But it's no more difficult to write new 
programs using the macros, because 
macros simply replace many assembler 
instructions. 

For example, seven data types are 
supported: byte, word, double word, 
quad word, ten byte, code pointer, and 
data pointer. Where an assembly 
program might ordinarily use the 
II d w" instruction to define a word of 
data, using the "_dw" macro makes the 
word easy to use in subroutine calls. 
It's not a big deal to provide an alterna­
tive to the "dw" instruction. 

MASM doesn't provide instructions 
for all data types, so it's necessary to 
define macros in order to consistently 
determine the length of the item. 

Some data elements depend on the 
memory model being used, and the 
macros allow you to reassemble 
programs for any memory model 
without making changes to the source. 

The differences between memory 
models are reflected in the size of 
pointers. Small pointers use single 
words. Large pointers are double 
words. 

All seven data types can be used in 
five ways: external and internal labels, 
static data definitions, parameter defini­
tions, and temporary data definitions. 
The sample program in Figure 1 shows 
the complete set of external and data 
macros. 

Procedures & Functions 
Procedures can be defined as near, 

far, or according to memory model. 
The default for small code memory 
models is near, while that for large 
code models is far. You can override 
the defaults for special applications. 

The 8086 family architecture is well 
suited to recursion because it uses a 
stack and can easily manipulate data 
on the stack. The stack is used for pass­
ing parameters during function calls as 
well as for local variables and 
hardware operations. A program may 
call itself (recurse) because each invoca­
tion uses a unique stack area. 

Local variables are temporary data. 
Such data is discarded when the sub­
routine returns to its caller. Static data 
is different because it exists whether or 
not the code with which it's defined is 
being executed. Parameters and tem­
porary data are defined at the time pro-

(continued next page) 

Figure 1 - Test Program 

comment -
Sample Program (file syhltO.asm) 

(C) Copyright 1987 Ken Berry- All rights reserved. 
Copies may be made for non-commercial, private use only. 

title syhltO.asm porting macros test program 
name syhltO 

include syhl.mac 

; external declarations 
_xb xbyte 
_xw xword 
_xd xdword 
_xq xqword 
_xt xtbyte 
_xnp xnearp 
_xfp xfarp 
_xp xproc 
_xcp xcodept 
_xdp xdatapt 

; static data 

; code 

_begs data 

_db dbyte,O,O,public 
_db dstring,I,30,public 
_dw dword,2 
_dd ddword,3 
_dd dqword,4 
_dt dtbyte,5 
_dcp dcodept,6 
_lbw,ddatawpt 
_ddp ddatapt,7 
_ends 

_begs code 
_dclp subrO,far 
_pbbO 
_pwwl 
_lww2 
_begp 
_call subrl,w2,w2 
_endp 
_dclp subrl 
_pwwO 
_pwwl 
_begp 
movax,wO 
add ax,wl 
_endp 
_ends 
end 

comment -

end of Sample Program 

; include porting definitions 

; specify compiler and memory model 

; external byte label 
; external word label 
; external double word label 
; external quad word label 
; external ten byte label 
; external near procedure label 
; external far procedure label 
; external procedure label (depends on code size) 
; external code pointer label 
; external data pointer label 

; begin static data segment 

; byte 
; data string (30 characters) 
; word 
; double word 
quad word 
; ten byte 
; code pointer 
; public symbol ddatawpt = ddatapt 
; data pointer 
; end static data segment 

; begin code segment 
; subrO function declaration 
; parameter bO 
; parameter wI 
; local w2 
; subrO entry code 
; call subrl 
; subrO exit code 
; subrl function declaration 
; parameter wO 
; parameter wI 
; subrl entry code 
; compute wO + wI 

subrl exit code 
end code segment 
end of program 
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(continued from page 77) 

cedures are declared. 
Procedures correspond to individual 

functions or subroutines. They're 
declared by the _dclp macro. The entry 
code is generated by a subsequent 
_begp macro. Exit code is generated by 
an _endp macro. This assumes that con­
trol enters the assembly function at the 
top and only exits through the bottom. 
Embedded returns use the _xitp macro. 

Function arguments and temporary 
data are defined between the _dclp and 
_begp macros. After you define a sym­
bol as an argument or local variable, 
you can use the name with no special 
qualification (such as "ptr" operators). 
The assembler will automatically access 
an object of the proper size on the 
stack. 

Calls to other functions (which may 
also be in assembly or the high level 
language) are supported by the _call 
macro. You list the arguments to the 
function in the _call instruction, and 
the assembler will automatically place 
them on the stack. The called function 
must list its arguments in the same 
order as they appear in the _call. 

Two additional macros are used in 
association with _call. _save takes a list 
of registers that are to be preserved 
across the call. _altr defines the 
registers that will be altered by a func­
tion (which may be either internal or ex­
ternal). _call will protect all (and only) 
those registers specified in both 
macros. 

Protocol Control 
The calling protocol is usually uni­

que to a vendor, as well as to a lan­
guage. It's generated by the _begp, 
_endp, and _call macros, depending on 
symbols defined in the compiler selec­
tion macro CIe or _msc). Table 2 sum­
marizes the differences between the Lat­
tice and Microsoft compilers in terms 
of the symbols described in the follow­
ing paragraphs. 

If "?ldul" is 1, an underline charac­
ter is prefixed to every external and 
public symbol. Microsoft says this con­
vention is for compatibility with Xenix, 
but that doesn't justify Xenix having it. 
I find systematic names very important 
for keeping complex software systems 
organized. It's no help to have ir­
relevant conventions imposed by a 
tool. ?ldul allows me to ignore 
Microsoft's convention and fully con-

trol what names are used in the source 
code. 

If "?nglclo" is 1, local variables will 
be accessed as a negative offset from 
the BP register (BP is used to access all 
data on the stack). If it's 0, the local 
variables are accessed as positive off­
sets. The function arguments are al­
ways accessed with positive offsets. 

"?fnp" determines the order in 
which the function arguments are 
placed on the stack. Is the argument 
written first in a call statement stored 
with the least or greatest offset from 
BP? 

In C, the first argument takes the 
smallest offset, but other languages dif­
fer. This is a significant point in lan­
guage design, only the C convention al­
lows functions to have a variable num­
ber of arguments. Users of the "printf" 
function appreciate variable argument 

lists. 
"?scs" determines how stack 

housekeeping is performed. When a 
function terminates, should it erase its 
parameters and local variables from the 
stack? Or should it just erase its local 
variables and let its caller erase the ar­
guments? In either case, the final code 
also depends on whether the locals 
have positive or negative offsets. 

If "?scs" is 1, a "ret n" instruction 
terminates the subroutine. This results 
in slightly smaller code, but is incom­
patible with a variable number of func­
tion arguments. 

In C, there's no way to determine 
the number of arguments unless the 
caller specifically passes that informa­
tion. Therefore, there's no way for the 
called function to know how much to 

(continued on page 74) 

Table 1 - Compiler & Model Selection Symbols 

LTC 
MSC 
SCSD 
LCSD 
SCLD 
LCLD 

Lattice C compiler (version 3.0) 
Microsoft C compiler (version 4.0) 
small code, small data 
large code, small data 
small code, large data 
large code, large data 

Table 2 - Lattice & Microsoft Conventions 

Symbol 

?ldul 
?nglclo 
?scs 
?fnp 

Segment 

Protocol 

Meaning 

leading underline 
negative local offset 
subroutine clears stack 
fixed number of parameters 

Segments 

Code (small code, small data) 
(large code, small data) 
(small code, large data) 
(large code, large data) 

Static Data 
Constant (read only static data) 
Uninitialized Static Data 
Stack (as named in Tele) 

Lattice Microsoft 

0 1 
0 1 
0 0 
0 0 

Lattice Microsoft 

prog _TEXT 
code _TEXT 

code _TEXT 
_prog _TEXT 
data DATA 

CONST 
udata BSS 
xstck _XSTCK 
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Figure 2 - Example Macros 

(C) Copyright 1987 Ken Berry- All rights reserved. 
Copies may be made for non-commercial, private use only. 

This listing is incolllplete. The Micro Cornucopia BBS has 

the complete file. 
Segment Control 

; create segment 
_crtseg HACRO n,ln,t,p,c,g 

ifnb <g> 
?addseg g, n "add segment to group 

endif 
!fnb <c> 

n segment t p '&c' ;; define segment in class 
else 

n segment t p 
endif 

n ends 
?cs1 n,ln 
ENDH 

?csl HACRO n,ln 
?b_&ln &MACRO 

?cs2 n,ln 
n segment 

&ENDH 
ENDH 

?cs2 HACRO n,ln 
_ends &MACRO 

if2 
%out end segment Un 

endif 
n ends 

&ENDH 
ENDH 

_begs MACRO In 
if2 

%out begin segment &In 
endif 

; define group 

_defgrp HACRO g 
?addseg g 
ENDH 

; add segment to group 

" define independent segment 

" close segment 

I I define group 

?addseg HACRO g, n ;; add segment to group 
.xcref 
.xcref ?p_&g 
.cref 

Hndef ?p_&g 
?p_&s = 0 I I define pass control variable 

endlf 
if ?p-&s ne ?pass ;; test for first time this pass 

?adcL&g &MACRO s 
?1n...&g <n>,s 
&ENDH 

?in...&g &MACRO sl,s 
Hb <13> 

g 
else 

?adcL&g 

group sl 

&HACRO ns 
11n...&g <51, s>, os 
&ENDH 

endif 
&ENDH 
= ?pass ;; update pass flag 

?add...&g n 
endif 

ENDH 

comment -
Procedure Calls 

; procedure call 

HACRO n,a 
.xcref 
.xcref ?actr 
.cref 

ifnb <a> 
_arg <&a> 

endif 
?argl 0 

if ?fnp 
?actr 0 

else 
?actr 

endif 
?argc 

;; call high level function 

II test for parameters specified 

" 
process argument list 

;; initialize argument length 
;; fixed number of arguments 
;; initialize argument count 

" 
variable number of arguments (C protocol) 

;; initialize argument count 

if ?rsv ;; test for registers to be saved 
ifdef &CL&n ;; test for altered registers defined 

?rsav ?rsv and ?a....&n ;; define registers to be saved 
else 

?rsav ?rsv 
end if 
if ?rsav 

?mpush ?rsav 
endif 

endif 

if ?fnp 
rept ?argc 

?actr = ?actr+1 
?call % ?actr 

endm 

else 
rept ?argc 

?call Uactr 
?actr = ?actr-1 

endm 
endif 

if ?ldul 
call _&n 

else 
call n 

endif 

if ?argl 
if ?scs 

ifdef ?rsav 
?mpop ?rsav 

endif 
else 

if 1nglclo 
add sp, ?argl 

ifdef ?rsav 
?mpop ?rsav 

endif 

else 
ifdef ?rsav 

add sp, ?argl 
?mpop ?rsav 

else 
mov sp,bp 

endif 
endif 

endif 
end if 

?argc 
?argl 

= 0 
= 0 
ENDH 

I, define registers to be saved 

I I test for registers to be saved 
" protect registers 

;; fixed number of arguments 
" scan argument list from front 
" decrement argument counter 
;; put argument on stack 

;; variable number of arguments (C protocol) 
" scan argument list from back 
;; put argument on stack 
;; decrement argument counter 

;; test for leading underline convention 
;; call procedure 
;; no leading underline 
" call procedure 

I I test for arguments on stack 
;; test for subroutine clears stack 
;; test for registers to be saved 
" restore registers 

" caller clears stack 
;; test for negative local offset 
" unload stack 
" test for registers to be saved 
;; restore registers 

" positive local offset 
" test for registers to be saved 
;; uload stack 
;; restore registers 
;; no registers to be saved 
;; unload stack 

I, reset argument count 
;; reset argument length 

(Figure 2 continued next page) 
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Figure 2 - Continued 

; put argument i on stack elae 
ire ?t_&n-2 " test for word (type = 2) 

?call MACRO i 
?~&i 

put argument on stack 
expand storage macro 
purge storage macro 

push word ptr (n) ;; store word argument on stack 
EXITH ;; exit macro 

purge ?a....&1 
ENDH 

; determine arguments 

_arg MACRO a ;; process argument list 

else 
ire ?t_&n-4 

?arg2a n 
EXITH 

else 
ife ?t_&n-B 

?arg2b n 
EXITH 

else 

;; teat for double vord (type = 4) 
" store double word argument on stack 
;; exit macro 

,. test tor Quad word (type = 8) 
;; store quad word argument on stack 
•• exit macro 

irp x, <&a> ;; soan argument list ite ?t_&n-l0 " test for ten byte (type = 10) 
?argc = ?argc+1 ;; increment argument count push word ptr (n)+8 ;; store least signiticant bytes 

?arg1 <&X>, % ?argo ;; define parameter store maoro ?arg2b n " store quad word argument on stack 
endm EXITH ;; exit macro 

ENDH 

; define argument storing macro 

?argl MACRO n,i 
.xcref 
.xoref ?~&i 
?~&1 &MACRO 

.cref 

?arg2 n 
&ENDH 

ENDH 

" process argument 

" store argument 
;; store argument 

end1f 
endif 
endif 
end if 
endif' 
end1f 

else ;; size not defined 
push n ;; store argument on stack 

endU 
ENDH 

?arg2a MACRO n 
push word ptr (n)+2 ;;. store double word argument on stack 
push word ptr (n) ;; • 
ENDH 

; store argument on stack ?arg2b HACRO n 

?arg2 MACRO n ;; store argument 
push word ptr (n)+6 ;;. store Quad word argument on stack 
push word ptr (n) .... ;; • 

?argl = ?argl+2 " inorement argument length arg2a n ;; • 
ifdef ?t_&n ;; test for size defined ENDH 

ife ?t_&n ;; test for type = 0 
push word ptr (n) ;; store word argument on stack 
EXITH ;; exit macro 

else 
ire ?t_&n-1 " test for byte (type = 1) comment -

push word ptr (n) ;; store byte argument on stack end of' Listing 
EXITH ;; exit maoro 

(continued from page 72) 

remove from the stack. Languages that 
don't support variable argument lists 
may have "?scs" set, but successful C 
compilers won't. 

"?sxr" is 1 for the Microsoft com­
piler. It causes the index registers 51 
and DI to be saved. 

The Microsoft compiler automatical­
ly saves the general byte/word 
registers AX, BX, CX, and DX; it does 
not protect 51 and DI. Perhaps the com­
piler designer didn't realize that, in ad­
dition to their roles as index registers, 
51 and DI are general purpose 16-bit 
registers. If your assembly function 
doesn't use 51 or DI, you can add a 
parameter to the _begp and _endp 

macro calls to stop protecting them. 
The Lattice compiler automatically 

saves 51 and DI if it's using them. 50 
they're not saved by the _begp and 
_endp macros. 

Macro Coding Techniques 
If you don't use the Microsoft 

MA5M version 4 assembler, you may 
have trouble with some macros. MA5M 
offers most of the features I enjoyed on 
mainframes, and I recommend its use 
with these macros. If you use another 
one, your assembler must support con­
ditionals and have a macro facility. 

Furthermore, its symbol definition 
statement must act like a preprocessor 
definition. That is, a symbol is defined 
as a string; the string replaces the sym-
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bol wherever it appears in subsequent 
code. 50me assemblers define a symbol 
as having the value evaluated from a 
string when it is defined; they may be 
difficult to use. 

Even if you do use MA5M, you may 
find some code difficult to modify - the 
macro facility is a language in itself, 
and it's beyond the scope of this article 
to explain macro programming in 
detail. The following comments explain 
some techniques that I have rarely en­
countered outside systems program­
ming. 

Advanced System Techniques 
One technique involves defining one 

macro during the expansion of another. 
The segment creation macro, _crtseg, is 



the first example of this (it may be 
found about 100 lines into Figure 2). 

Two names are specified for _crtseg. 
The first is the name of the segment as 
used by the linker (and varies between 
compilers). The second is the generic 
name that does not change. 

For example, if you refer to the seg­
ments "code" and I/data" in your 
source code, the _crtseg macro as­
sociates that name with the link seg­
ment name appropriate for the current 
compiler and memory model. 

_crtseg associates the names by 
defining a macro with the name 
l/?b_In" where "In" is the logical name 
(I/code" or "data"). The expansion of 
?b_In produces a segment statement 
with the appropriate link name. The 
_begs macro uses its parameter to ex­
pand the appropriate ?b_In macro. For 
example, the statement I/_begp code" 
will cause the macro I/?b_codel/ to be 
expanded. 

Also notice that when ?b_In is ex­
panded, the _ends macro is defined 
with the appropriate link name to close 
the segment. Therefore, you don't have 
to specify a segment to _ends: it 
automatically closes the last one 
opened. 

_crtseg also allows segments to be 
grouped together. You do this by 
specifying a group name. After all of 
the segments for a group have been 
created, the _defgrp macro is invoked 
to generate a group statement. 

The ?addseg macro is used by both 
_ crtseg and _ defgrp, and relieves you 
of the need to specify any segment 
names to _defgrp by accumulating link 
names used in _crtseg macros. That 
way you don't have to keep track of 
which segments are being used (it 
could vary depending on some 
parameter). 

?addseg takes two parameters, the 
group name and the link segment 
name. Two additional macros are 
defined, ?add~ and ?in_g (where "g" 
is the group name). 

?add~ takes the segment name as 
its only parameter. It expands to a call 
of the ?in~ macro, which takes two 
parameters. The first is the list of seg­
ments already declared in group g, and 
the second is the name to be added to 
the list. If the new name is null, the 
group statement is generated. Other­
wise a new ?add~ macro is defined 
with the expanded list. Thus, as names 
are added, the predefined list in the 

?in_g call gets longer. 
If this sounds confusing, welcome to 

the club (The Confusing Club). It really 
is helpful to make up small test 
programs to run through the assembler 
and see what is actually produced. You 
can instruct MASM by command line 
switches to generate very detailed list­
ings that show how it processes macros 
and conditionals. 

Another technique for variable lists 
of names is illustrated by the _call 
macro. _call takes two parameters, the 
name of the function being called and a 
list of parameters to pass on the stack. 
The list can be any length. The point is 
to write the _call macro as similar as 
possible to a high level language func­
tion call. 

The _arg macro processes the 
parameter list and defines a new macro 
for each parameter, counting each 
parameter as it goes. It defines macros 
with names of the form I/?a_i". I/i" here 
represents the parameter number; for 
example, macro ?a_3 is defined for the 
third parameter. 

Once it knows the number of 
parameters, the _call macro invokes the 
?call macro for each argument. 

The ?call macro simply expands the 
appropriate ?a_i macro. The order in 
which the arguments are placed on the 
stack is controlled by whether "i" is in­
cremented or decremented for each 
parameter. 

The following illustrates how ?call is 
invoked: 

?call % ?actr 

Here the value of symbol I/?actr" is 
the number of the parameter currently 
being processed. The 1/%1/ character 
causes MASM to expand ?call with a 
single argument which is a character 
string representing the value of ?actr. 

Hope To Hear From You 
These macros are part of the Tele 

Development Utilities available from 
Berry Computer. They're also included 
in the Tele operating system kernel. If 
you have any comments or want addi­
tional information, contact: 

Berry Computer 
P.O. Box 966 
Jackson, California 
95642-0966 
(209) 223-0993 

••• 

FORTHkit 

5 Mips computer kit 

$400 

Includes: 

Novix NC4000 micro 
160x100mm Fk3 board 
Press-fit sockets 
2 4K PROMs 

Instructions: 

Easy assembly 
cmFORTH listing 

shadows 
Application Notes 
Brodie on N C4000 

You provide: 

6 Static RAMs 
4 or 5 M Hz oscillator 
Misc. parts 
250mA @ 5V 
Serial line to host 

Supports: 

8 Pin / socket slots 
Eurocard connector 
Floppy, printer, 

video I/O 
272K on-board memory 
Maxim RS-232 chip 

Inquire: 

Chuck Moore's 

Computer Cowboys 

410 Star Hill Road 
Woodside, CA 94062 

(415) 851-4362 
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Micro C 

subscribers 
pay only 

$6.00 a disk. 
If you/re a current U.S. subscriber to Micro C Magazine you/re 
eligible to buy Micro CiS public domain disks at a reduced rate, 
25 % off the regular $8.00 price. Just $6.00 each for disks full of 
programs that we/ve collected from everywhere. There' saver 
100 to choose from. If you/re not a current subscribeL this is a 
bargain that's worth subscribing for. Just write or call Micro C for 
the latest Spring/Summer catalog and discover new disks at 
great savings. (Note: Non-subscribers ordering at the $6.00 rate will have the option of adding 

a subscription to their order or re-ordering at the $8.00 rate.) 

SCIENTIFIC SOFTWARE 

SCI-GRAF 
$99.95 

SCI~GRAF 
MODULES 
$250.00 

Create huge hi-res plots with log or linear scaling. 
Screen and printer output. Automatic legends and la­
bels. Flexible ASCII input. Works with CGA, EGA, 
Hercules, and mono cards. {Plotter ver.!ion forthcoming.~ 

Create custom hi-res graphs from within your own pro­
grams by linking to our object code. Supports all SCI­
GRAF features, plus more! Microsoft C and Aztec C 
versions. No royalties. 

FONTEDIT Create custom Greek, math, or other symbols for use 
$99.95 with SCI-GRAF or SCI-GRAF MODULES. Requires 

mM compatibility and CGA. 

SCI-CALC 
$79.95 

NanoLISP 
$99.99 

Pop-up scientific expression evaluator, more powerful 
than other pop-up calculators. Complete expression 
editing facility. Full range of functions: scientific, sta­
tistical, logic. Requires mM compatibility. 

New Common LISP interpreter, a subset that strictly 
adheres to the standard. Includes structures, bit arrays, 
mod Common LISP functions, plus graphics and DOS 
extensions. Sample AI application programs. 

Free .!hipping o~ prepaid order.!. No credit card8. 

MICRO 

CORNUCOPIA 

P.O. Box 223 
Bend,OR 
97709 

The PC Tech Four Megger is 
long on a lot of things, like 
memory, reliability and perfor· 
mance. It's short on cost, 
power and length. The Four 
Megger comes complete with 
software for the Lotus, Intel, 
Microsoft Expanded Memory 
SpeCification as well as a 
fast memory disk program 
and an extensive diagnostic 
program. The Four Megger 
works in the IBM PCIXT/AT 
and compatibles at 4.77 or 8 
MHz. All this for $850. 

Another smart idea from 
PC Tech. 

Now Available: The 16 
Megger. Expanded memory 
for AT and XT, as well as 
extended memory for the AT. 

MSC 
Microcomputer 

Systems 
Consultants 

32 West Anapamu, Suite 190, Santa Barbara, CA 93101 
805-963-3412 

rt-1(@c ~I~call! ~. 904 N. 6th St. 
Lake City, MN 55041 

(612) 345·4555 

Designers of the X16 and Other Fine Computer Products 
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Ever Program On A Silver Platter?? 
How much would you expect to pay for a 32 bit MC 68000 computer that's a mainframe condensed down into a 
keyboard? How about $389.00! !?? If it makes you feel any better simply add a zero to the price when you order! 
But that's actually our price! !! The most powerful computer money can ever buy is now the most inexpensive com­
puter money can buy! !! So don't buy the name! Buy the power!! The power is not in the name! 

If you had the opportunity to work amongst Machine Code ROM Designers, VAX & UNIX wizards in a 
research laboratory, designing an Me 68000 based computer that's 2nd to none ... 

What would you come up with?? And what would you call it?? 

Well It's Already Been Done!! 
They Called It The QL For The Quantum Leap It Is!! 

Absolutely a Quantum Leap beyond what you know & use - and it's truly like Programming on a Silver Platter!! 

The QL Desktop Minicomputer: Designed by SRL Labs, manufactured by Samsung. An absolute Quantum Leap 
beyond all the rest! The phenomenal open architecture QDOS: with Virtual Memory RAM, Multitasking Job Con­
trol, Multiuser Networking. It'll Cache Files into unused Memory and create/ delete Directories Automatically! Even 
allows File Names up to 36 characters long! Everything is built into ROM here: QDOS, Networking, Windowing, & 
32 Bit SuperBasic, all in a totally concurrent non-destructive environment. Unlimited quantities & lengths allowed 
with: Variables, Program Lines, CONsoles & Buffers. Dynamic non-destructive virtual RAM Disking & Networking 
buffers too! Even a System Variables Brain Page Screen! Built-in DCE & DTE Serial Ports. 

Language Environments: 
Metacomco's "C", LISP, BCPL, 68000 Assembler, APL, Development Kits. Prospero's Pro Pascal & Pro Fortran 
77. Digital Precision's Forth-83. QJUMP's 65C02 or 8088 Cross Assembly ROMs. Everything generates native 68000 
Compiled Code. ROM Firmware & Software Package is now available which will even bring it up in CPM! 

Imagine working with a 32 bit SuperBasic that's structured like Turbo Pascal, powered beyond PIC Basic, in an in­
terpretor always present with QDOS, all concurrently running in a built-in UNIX-like multitasking job controlled en­
vironment with access to 360 fully channeled windows, devices & files by EACH job! 3 Major Compilers already ex­
ist for the SuperBasic source alone! TURBO, SUPERCHARGE, QLIBERA TOR! The compiled SuperBasic code or 
ANY other language will multitask and control with QDOS and SuperBasic. The list of ALL the Superior Features 
would fill this entire publication! 

The QL comes bundled WITH PSION Integrated Word Processor, Spreadsheet, Database and Presentation Graphics 
Programs. PLUS: Our FREEWARE Demos & Utilities with all purchases! plus $12 ship. & handl. 

Call: (201) 328-8846 
QLine BBS: 328-2919 

Technical Info & Assistance - -
Telex: 9102500026 
Compuserve ID # 76625,2214 

Quantum Computing, Box 1280, Dover, NJ 07801 



Very Proper Procedures 

We spend our whole lives learning 
procedures. We learned procedures 
when we were first tall enough to sit 
straight at the table, and we've been 
learning them ever since. Procedures 
lie at the heart of Pascal and Modula, 
and when you understand procedures 
you have an excellent start toward 
programming manners. Functions, on 
the other hand, were learned much ear­
lier in life and as such won't require 
such close inspection. 

T
he last portion of the declara­
tion part of a Pascal or Modula-
2 program is the procedure dec­
laration. A procedure (most of 

this also applies to functions) is a sub­
program which can be invoked simply 
by using its name. Its structure closely 
follows that of an entire program or 
module, with header, declaration, and 
statement parts. This implies that types, 
variables, and procedures can be 
nested within a procedure. These 
nested definitions will NOT be visible 
outside the enclosing procedure. 

Figures 1 and 2 show the procedure 
definitions in Pascal and Modula-2 to 
display a greeting on the current out­
put device. They could have been 
coded more simply, but I wanted to 
show you some of the differences be­
tween the languages. 

The reserved word PROCEDURE 
begins the header part. Following this 
is the optional formal parameter list. 
The formal parameters must have an as­
sociated type, which can be either pre­
defined or user defined. When a proce­
dure is invoked with a statement like: 

Hello (TimeOfDay, MessageSent); 

the parameters TimeOfDay and 

MessageSent will be passed to the pro­
cedure. 

You should also note the reserved 
word V AR in the formal parameter list 
of the examples. This signals to the 
compiler that the parameter is passed 
by reference (the variable's location in 
memory is passed to the procedure) so 
that the procedure can alter the original 
variable. 

When a variable is passed by value 
(no V AR prefix in formal parameter 
list), the procedure receives only the 
current value of the variable. Any chan­
ges the procedure makes to the value 
will have no affect on the original vari­
able. 

Although it is permitted, and in 
some situations necessary, it is not con-

Figure 1 - Pascal Version of Hello 

procedure 
Hello( hour: integer; var ok : boolean); 

type 
message: string[20]; 

var 
greeting: message; 

begin 
if hour < 12 then 
begin 

greeting:= 'Good Morning'; 
ok:= true; 

end 
else 

if hour < 24 then 
begin 

greeting:= 'Good Afternoon'; 
ok:= true; 

end 
else ok := false; 

if ok then writeln(greeting); 
end; 
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sidered the best practice to modify 
global variables within a procedure. It 
is better to pass variables as V AR 
parameters. Since it requires a con­
scious decision to do so, unexpected 
side effects are less likely. 

Functions 
A function is a procedure which has 

a type and returns a value. In general, 
a function can be used anywhere an ex­
pression of that data type is valid. 
Figures 3 and 4 are Figures 1 and 2 
rewritten as functions. Pascal uses the 
reserved word FUNCTION in the 
header; Modula-2 gets double duty 
from the word PROCEDURE. Some­
where within the body of a Pascal func­
tion, the function's return value must 

Figure 2 - Modula-2 Version of 
Hello 

PROCEDURE Hello 
(Hour: INTEGER; V AR ok : 
BOOLEAN); 

(It the following IMPORT is more likely 
done in the enclosing Module's import 
list *) 

FROM InOut IMPORT WriteString, 
WriteLn; 
TYPE 

Message : ARRAY [0 .. 19] OF CHAR; 
VAR 

Greeting: Message; 
BEGIN 

IF Hour < 12 THEN 
Greeting := "Good Morning"; 
ok:=TRUE; 

ELSIF Hour < 24 THEN 
Greeting := "Good Afternoon"; 
ok:=TRUE; 

ELSE 
ok:= FALSE; 

END; 
IF ok THEN 

WriteString(Greeting) ; 
WriteLn; 

END; 
END Hello; 



be assigned: 

Hello:= ok; 

In Modula-2, the RETURN state.:. 
ment assigns the return value and also 
immediately exits the function. More 
than one RETURN statement is per­
mitted in a function procedure to allow 
for multiple exit points. A Modula-2 
function should NEVER "fall out the 
bottom" since its return value will be 
undefined. A RETURN statement can 
also be used to exit a procedure at any 
point: 

IF CurrentValue = MaxAllowed 
THEN RETURN END; 

A function is invoked by using its 
name on the RIGHT side of an assign­
ment statement: 

MessageSent:= Hello(TimeOfDay); 

In both Pascal and Modula-2, you 
can't use the variable which the func­
tion name represents within the func­
tion (you can't use the variable name 
'Hello' within function 'HelloO'), other 
than to assign the returned value in Pas­
cal. 

Figure 3 - Pascal Function,Hello. 

function Hello( hour: integer) : boolean; 
type 

message: string[20); 
var 

greeting: message; 
ok : boolean; 

begin 
if hour < 12 then 
begin 
greeting:= 'Good Morning'; 
ok := true; {could use 'Hello' here} 
end 
else 

if hour < 24 then 
begin 

greeting:= 'Good Afternoon'; 
ok := true; {could use 'Hello' here} 
end 
else ok := false; {could use 'Hello' here} 
if ok thenwriteln(greeting); 

Hello:= ok; 
end; 

{cannot use 'Hello' here} 

This is because it would be inter­
preted as a recursive call to the func­
tion (a function calling itself). That's 
why the temporary var "ok" was 
declared in the function versions of 
Hello. See the comment in the listings. 

A definition of, or a call to, a 
parameterless function in Modula-2 re­
quires a pair of empty parentheses: 

PROCEDURE RandomO; ... 
NewValue := RandomO; 

Pascal provides a large number of 
built-in procedures and functions, 
while Modula-2 has only a few. 
Modula's "missing" procedures need 
to be IMPORTed from the standard 
library modules, user-written modules, 
or defined in the current module. The 
IMPORT statement can take two forms: 

FROM ModuleName IMPORT Id1, Id2, . .Idn; 
IMPORT ModuleName; 

In the first form, only the specified 
identifiers are available for use (one ex­
ception, IMPORTation of an 
enumerated type also imports the con­
stants which make up the enumera­
tion). In the second form, all of the EX­
PORTED identifiers become available. 

Figure 4-Modula-2 Module, Hello 

PROCEDURE 
Hello (Hour: INTEGER) : BOOLEAN; 

FROM InOut IMPORT WriteString, 
WriteLn; 
TYPE 

Message: ARRAY [0 .. 19) OF CHAR; 
VAR 

Greeting : Message; 
ok: BOOLEAN; 

BEGIN 
IF Hour < 12 THEN 

Greeting := "Good Morning"; 
ok:=TRUE; 

ELSIF Hour < 24 THEN 
Greeting := "Good Afternoon"; 
ok:=TRUE; 

ELSE 
ok:=FALSE; 

END; 
IF ok THEN (* cannot use 'Hello' here *) 

WriteString( Greeting); 
WriteLn; 

END; 
RETURN ok; 

END Hello; 

To use them, however, their names 
must be qualified with the source 
module's name: 

Result := 
ModuleName.FunctionName(Parameter); 
InOut.WriteString('This is a test.'); 

Two procedures with the same 
name from different modules can be 
used in this way. 

Standards 
There are efforts (mainly by the 

British Standards Institute) in the 
works to define an international stand­
ard for Modula-2. I hope the final 
recommendations will be reasonable 
and completed before a de facto stand­
ard has emerged. (As Turbo Pascal has 
become a de facto standard for small 
computers.) The ISO standard for Pas­
cal came much too late to be of sig­
nificant impact. Perhaps once 
published, the major Modula-2 com­
pilers will be updated to match the 
standard. 

There are several of the BSI's 
preliminary proposals which could sig­
nificantly affect existing compilers and 
programs. This may make their adop­
tion less likely, despite the fact that the 
standards should benefit the entire 
Modula community. 

Some of the notable proposals are: 
1. Adding a string data type 
2. Removing several . built-in func­

tions 
3. Expanding SETs to provide SET 

OF CHAR 
4. Functions returning values of 

ANY type 
5. Explicit EXPORTs required in 

definition modules 
6. Removing NEW and DISPOSE 

from the language (this last agrees with 
Wirth's 3rd edition of "Programming 
in Modula-2"). 

Assembly Language Modules 
Most of the programming that I get 

paid for is done in assembly language 
(multi-tasking, real time telephone· call 
processing), so I consider a convenient 
interface to assembly language 
modules or code fragments an impor­
tant feature of a high level language. I 
realize that Modula-2 is designed with 
facilities that should make assembly 
coding unnecessary, but in the real 

(continued next page) 

MICRO CORNUCOPIA, #36, June-July 1987 79 



(continued from page 79) 

world, it just 'taint so. 
Turbo Pascal allows imbedded 

machine code with its INLINE state­
ment, and the compiler will even plug 
in the actual values for defined iden­
tifiers for you. Also, the MS-DOS and 
CP /M-86 versions of Turbo allow load­
ing of machine code files (position inde­
pendent code only!) at run time. 

Logitech's Modula-2/86 has a primi-
. tive . version of Turbo's INLINE state­
ment, CODE. This allows machine code 
to be imbedded in the module, but sym­
bolic identifiers cannot be used. I as­
sume this is because the compiler has 
no idea what their run-time values will 
be, as they are not totally defined until 
either the link or the run-time load. 

An assembler module must be incor­
porated into the run time system with 
routines included to initialize an entry 
point table (via a software interrupt) 
and linked with the other assembler 
modules the system needs. Then a 
definition module is written in Modula-
2. After this, the definition module is 
compiled and the EXPORTed iden­
tifiers can be used. I find this process 
cumbersome at best. 

FfL Modula-2 makes assembler 
modules easy. The compiler includes 
an assembler which generates standard 
.SMR files (the normal output from im­
plementation modules) from assembly 
language source. The only thing left to 
do is write and compile a definition 
module in Modula-2. (Actually, this 
has to be done first.) This provides the 
best of both worlds - assembler is easi­
ly used for the time critical portions of 
a program, while the "leisurely" por­
tions can be rapidly coded in Modula-2. 

FTL Modula-2 Revisited 
FfL Modula-2 is undergoing a series 

of planned improvements. I reviewed 
version 1.0 in issue 34, but currently 
the compiler is up to version 1.21. 
1Jtere have been significant upgrades. 

They've added data types LON­
GINT, LONG CARD and LONGWORD, 
all 32-bits long. They've also added the 
associated conversion functions 
SHORT, LONG, and LONGTRUNC. 

The compiler can now (optionally) 
include range-checking code. This is 
especially important during the early 
phases of module development. 

Un,expected things happen to the 
best programmers and often. these ~an 
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Figure 5 - Search Disk For Text String 

program find; 
{Search a set of files for a text string} 
{Output is all lines in text files that contain} 
{search string, each numbered with position} 
{in file Input is file made up of unambiguous} 
{file names each on a separate line. The last} 
{line should NOT be terminated with a} 
{carriage return / line feed.} 
{The program is set up to run as a .COM file} 
{with command line switches as below} 
{find pfu validfilename} 
{P switch sends program's output to 1st: device,} 
{F causes prog. to expect command line input file} 
{list file name & U indicates case should be ignored} 
{If F switch not entered, default file list file used} 
{Only minimal error checking performed} 
TYPE 

parameter = string(20); 
bigstring = string(255); 
path_n_file = string(32); 

VAR 
NameList, CurrentFile : text; 
InputString : bigstring; 
sUo_find: string(80); 
stlen : byte absolute st_to_find; 
listname, filename: path_njile; 
first3har : integer; 
found, ignore_case, print, NamesFromFile : 

boolean; 
i: integer; 
ch: char; 

PROCEDURE SetFlags; 
{ Set global flags based on command line, } 
{ If F flag, get input file name from command line} 
VAR 

i: integer; 
CmndLine : parameter; 

BEGIN 
IF paramcount <> 0 
THEN BEGIN 

CmndLine := paramstr(1); 
{ if have switches, convert to caps} 
for i := 1 to length(CmndLine) do 

CmndLine[i) := upcase(CmndLine[i]); 
END 
ELSE CmndLine:="; 
NamesFromFile:= pos('F',CmndLine) <> 0; 
print:= pos('P',CmndLine) <> 0 
ignore_case:= pos('U',CmndLine) <> 0; 
IF NamesFromFile 

THEN listname := paramstr(2); 
END; 

PROCEDURE OpenFileList; 
BEGIN 

IF not NamesFromFile 
THEN listname:= 'file.lst'; 
{ use default if no input} 

{$i-} 
assign(NameList,listname); 
reset(NameList); 
{$i+} 
IF ioresult <> 0 THEN {if no input file list} 
BEGIN 

writeln('Input file list not found!'); 
halt; 

END; 
END; 

PROCEDURE checkline; 
{ The input line could be passed as a parameter, 
but do you realize how much time it takes to put all 
that data on the stack? } 
VAR 

localline : bigstring; 
linelen : byte absolute localline; 
local_st : string(80); 
i: integer; 

BEGIN 

localline := InputString; 
IF ignore_case THEN for i := 1 to linelen do 

localline[i] := upcase(localline[i)); 
found := pos(st_to_find,localline) <> 0; 

END; 

PROCEDURE expand_tabs; 
{ many printers don't understand tabs} 
{while tab present, insert spaces to tab stop 

replace tab char with a space} 
CONST 

tabstop = 8; 
BEGIN 

while pos(I\I,InputString) <> 0 do 
BEGIN 

while pos(I\I,InputString) mod tabstop <> 0 do 
insert(' ',InputString, pos( 1\ I,InputString»; 

InputString[pos(I\I,InputString») :=' '; 
END; 

END; 

PROCEDURE process_file; 
{ read file a line at a time 

if search string present, output the line} 
VAR 

file_line: integer; 
BEGIN 

{$i-} 
assign(CurrentFile,filename); 
reset(CurrentFile) ; 
{$i+} 
IF ioresult = 0 THEN { if file found} 
BEGIN 

file line:= 1; {line # in file} 
while not(eof(CurrentFile» do 
BEGIN 

readln(CurrentFile,InputString); 
checkline; {search string present? } 
IF found THEN 
BEGIN 

IF print THEN expand_tabs; 
writeln(file_line:5,': ' ,InputString); 

END; 
file_line := succ(file_line); 

END; 
close(CurrentFile); 
writeln; 

END; 
END; 

BEGIN 
SetFlags; 
OpenFileList; 
Writeln; 
write('Enter string to find: '); 
readln(st to find); 
IF ignore=ca-;e THEN for i := 1 to stlen do 

sUojind[i] := upcase(sUo_find[i)); 
IF print THEN {re-direct output to printer} 

conoutptr := Istoutptr; 
IF print THEN 
BEGIN 

writeln('Searching for: ',st_to_find,"); 
writeln; 

END; 
while not(eof(NameList» do 
BEGIN 

readln(NameList,filename); 
writeln(filename); 
process_file; 
writeln; 
IF not(print) THEN {if screen output, read it} 
BEGIN 

writeln('Press any key .. .'); 
read(kbd,ch); 

END; 
writeln; 

END; 
close(NameList); 

END. 



be caught with range checks. Once 
debugged, the module can be re-linked 
without the range-checking code. 

Optional 8087 numeric coprocessor 
support ($30) is now available. Prelimi­
nary results show that transcendental 
functions are faster than Logitech's 
Modula-2/86, but that standard +, -, * 
and I are a bit slower. These are still 
massively faster than the software float­
ing point routines for either compiler. 

The editor has been improved. One 
feature I especially like is autotab (like 
Turbo Pascal's editor which on carriage 
return can automatically tab to the posi­
tion of the first non-blank, non-tab 
character on the previous line). The 
second is a choice of tab widths 0,2,4 
or 8). Automatic line wrap has also 
been added. Screen updates can be 
delayed until vertical retrace, thus 
eliminating the "snow" associated with 
some video cards. 

Not new, but one FfL extension I 
did not mention in issue 34 is that SETs 
can contain as many as 1024 elements. I 
like this extension since I often use SET 
OF CHAR. 

The large memory model of FfL is 
in the works. When completed, the en­
tire address space of the 8086 I 8088 will 
be available for code and data. The 
basic floating point math package is 
being rewritten to improve speed. Also 
a 68000 implementation is in develop­
ment, but I don't know for which 
machine. It would be a nice package to 
run on a DSI coprocessor board, 
wouldn't it? 

Registered owners can upgrade to 
newer versions for $15 and purchase 
the package for a different processor 
for a reduced price. 

Useful Stuff 
As I mentioned, I spend most of my 

profitable time doing assembly lan­
guage coding. Although much of what 
I'm doing is new, I do have to spend a 
considerable amount of time maintain­
ing and upgrading an existing software 
base. I wrote the Turbo Pascal program 
in Figure 5 to help in the maintenance. 
When you've got nearly half a 
megabyte of Z80 assembler to search 
for a particular global label, it can take 
quite a bit of time, even with a fast 
editor. 

The program can search all my 
source files in a couple of minutes on a 
stock PC with a 20 Meg hard drive. 
Keep· in mind that this program is not 

Turbo Pascal 
an example of good programming 
style, but a "quick and dirty" solution 
to a problem. Also, it leans very heavi­
lyon Turbo-specific extensions and 
would require modification for another 
compiler. The program runs equally 
well under both CP IM-80 and MS-DOS. 

(CP IM-80, MS-DOS, CP IM86) 
Borland International 
4585 Scotts Valley Drive 
Scotts Valley, CA 95066 

If you feel that you're far enough 
along, you might tackle translating it 
into Modula-2. 

Logitech Modula-2/86 (MS-DOS) 
Logitech Inc. 
805 Veterans Blvd. 
Redwood City, CA 94063 

Next Time 
Next time I'll take a quick spin 

through the statements available in the 
two languages, including the very im­
portant looping statements, flow con­
trol, and multi-way branch statements. 

FfL Modula-2 (CP IM-80, MS-DOS) 
Workman and Associates 

Products Mentioned: 

1925 East Mountain Street 
Pasadena, CA 91104 

• Only $49.95 plus shipping. 
• 8080 to Z80 Source Code Converter. 
• Generates Microsoft compatible REL 

files or INTEL compatible hex files. 
• Compatible with Digital Research 

macro assemblers MAC & RMAC. 
• Generates Digital Research 

compatible SYM files. 
• Conditional assembly. 
• Phase/dephase. 
• Cross-reference generation. 
• Full Zilog mnemonics. 
• INCLUDE and MACLIB FILES. 
• Separate data, program, common, 

and absolute program spaces. 

• Supports Hitachi HD64180. 
• Z80 Linker and Library Manager for 

Microsoft compatible REL files 
available as an add-on to Assembler. 

••• 
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Z80 SIO Interrupts On The Kaypro 4 

I remember when I was first intro­
duced to interrupts (the microproces­
sor kind). They seemed very 
mysterious and very magical. They 
still seem that way, but I also know 
they are very powerful and a lot of 
fun. (Plus Powdermilk interrupts give 
shy programmers the will to do what 
needs to be done.) 

S
ome months ago I was asked to 
write a program to simulate a 
dispatcher's console. The con­
sole had to communicate with 

a channel interface monitor via an RS-
232 serial interface. Since the monitor 
could send data to the console at any 
given moment, polling the serial port 
was unacceptable because the console 
often had to perform other functions 
such as editing messages to send to the 
monitor. 

To my dismay, I discovered that 
neither PC-DOS nor CP/M had a built­
in way of convincing serial ports that 
they should create interrupts. 

Since I was unable to find any code 
on the market that supports interrupt­
driven serial ports for a Kaypro 4/83, I 
decided to write my own. 

Why Interrupt-Driven Serial Ports? 
Suppose you will be receiving data 

through a serial port but can't always 
be polling it. Interrupts make it easier 
for your program to synchronize with 
the external device transmitting data. 

One common complaint heard is 
that the Kaypro 4 scrolls very slowly 
(the scroll is performed by software). 
Another is that if you are echoing data 
read from a serial port at a rate of more 
than 2400 baud to the screen, you 
might lose a character during a scroll 
because more than 3 characters are 
waiting to be read from the serial port 

(the Z80 SID has a 3 byte buffer). By 
using interrupts I have been able to 
echo characters at a rate of 19200 baud 
without dropping characters. 

Microprocessors are endowed with 
interrupts to synchronize software with 
uncontrolled external events. Interrupts 
are perhaps one of the most neglected 
features that a computer has. They are 
hardly ever covered in university cour­
ses. Ask a computer science major what 
an interrupt is and he'll probably say 
he doesn't appreciate being inter­
rupted. (No offense intended to C.S. 
majors, after all I majored in C.S. 
myself.) 

Interrupts can also improve the ef­
ficiency of a program by relieving it of 
the drudgery of polling. 

Editor's note: Assume that your system 
will be receiving random spurts of data at 
9600 baud. That means that when data's 
coming in, the SID would have a new 8-bit 
character about 960 times a second. So 
your processor would have to be polling the 
SID at least 960 times a second and risk 
losing characters. In an interrupt-driven 
system, the 280 ignores the SID until the 
serial chip yanks on the 280' s interrupt 
line saying, "I have a character, come and 
get it." If the interrupt routine is quick, 
there's no chance of losing any characters, 
and, the processor doesn't waste all of its 
time asking the SID if it has a new charac­
ter. 

Thus, interrupts make software 
elegant and reliable. Of course, the next 
question is how to use them. 

Z80 SIO 
The Kaypro 4/83 has one Z80 SID 

(the 84 series Kaypros have two SIOs). 
The SID has two serial channels which 
can function simultaneously. They are 
referred to as channel (or port) A and 
channel B. Each channel has Read and 
Write registers used for programming 
the respective ports and for reading the 
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status of the channel. There are three 
Read registers (0 - 2) and eight Write 
registers (0 - 7). 

Channel A is missing the #2 Read 
and Write registers because the data as­
sociated with these two registers is com­
mon to both channels (it is the inter­
rupt vector). Both channels have a 3 
byte buffer. If it overflows, the incom­
ing byte overwrites the last byte 
entered. This is why you can type 
ahead only 3 characters. 

The keyboard is connected to chan­
nel B of the SID, and it is polled rather 
than interrupt-driven. The other port, 
channel A, attaches to the serial port 
connector on the back of the machine. 
We can do whatever we want with this 
channel. 

Programming The SIO 
You will need only the Write 

registers to program the SID. All of the 
write registers are accessed through the 
control or command port, which in the 
Kaypro has an· address of 6 for channel 
A and 7 for channel B. Channels A and 
B also have data ports with respective 
addresses 4 and 5. 

Control Register 0 is used for select­
ing the other seven registers, and it has 
a few functions of its own, one of 
which is resetting the channel. To out­
put data to one of the other registers, 
first output the register number to 
register 0 (simply output it to the com­
mand port), then output the desired 
data for that register to the command 
port. 

After data is output to the desired 
register, register 0 is automatically 
reselected for the next output. I won't 
explain each register in detail, but the 
programming examples should help in 
illustrating their use. 

Interrupt Vectors 
The Z80 has three interrupt modes -



0, 1 and 2. We will use mode 2 inter­
rupts to implement our system. Mode 2 
interrupts allow us to locate the inter­
rupt vector anywhere in memory. 
When we use this mode, it is necessary 
to set the interrupt register in the CPU 
to the desired page. A page is a 256 
byte portion of memory that begins at 
an address that is a multiple of 256 
(lOOH), thus we say that a page begins 
at some address XXOOH. 

Editor's note: There are 256 pages (8 
bits = 0 - 255) of 256 bytes each. The total 
is, of course, a 16-bit address or 64K bytes. 

The interrupt vector contains the ad­
dresses of the different interrupt ser­
vice routines. When a device causes a 
mode 2 interrupt, the following occurs: 
the device outputs 8-bits onto the data 
bus. That 8-bits is taken by the Z80 as 
the least significant 8-bits of the ad­
dress to the interrupt routine. The 8 
most significant bits come from the 
Z80's interrupt register. 

With these two bytes an address is 
formed. At this composite address, the 
Z80 expects to find another address, 
the address of the code which will ser­
vice the interrupt. (Also, the return ad­
dress is stored in the stack.) Control is 
transferred to the interrupt code. 

The Z80 510 has four interrupt vec-

ELF 
Introducing "ELF" 

tors per channel: output data, status, 
input data, and input error. Channel B 
starts at address XXOO and channel A 
starts at address XX08. Note that a nor­
mal RET (return) instruction is inade­
quate for returning from an interrupt, 
therefore the RETI (return from inter­
rupt) instruction must be used (I imple­
mented it in 8080 using constants): 

The Interrupts 
There are four interrupt routines im­

plemented in assembler. They are: 
INPINT - This routine handles data 

received by the 510, storing it if pos­
sible in a circular queue (FIFO - first in, 
first out) from where it can be retrieved 
at the system's leisure. 

OUTINT - This routine outputs a 
byte to the 510 if there is any data 
present in the output. If the FIFO is 
empty, OUTINT resets the interrupt 
until mo~e data is put into the FIFO. A 
state variable is used to keep track of 
the interrupt status. If the interrupt is 
disabled when attempting to load the 
FIFO, OUTINT re-enables it. 

EXTINT - This is the external status. 
interrupt. It is used for monitoring 
changes in the RTS / CTS and 
DTR/DSR signals. This code can be cus-

tomized, but for now all it does is reset 
the interrupt. 

ERRINT - This interrupt becomes ac­
tive when an error is detected for in­
coming data (parity, framing, or over­
run errors). Again, all this code does is 
reset the interrupt; no error handling is 
implemented. 

Interface Software 
I wrote a high level interface for the 

interrupt system in Turbo Pascal. There 
are three routines: 

INITSIO - Initializes the interrupt 
system, sets up the serial port charac­
teristics, and initializes the FIFOs and 
their pointers. 

WRITE BYTE - Puts outbound data 
into the output FIFO or outputs it 
directly (re-enabling the output inter­
rupt), depending upon the interrupt 
status. 

READBYTE - Returns a byte from 
the input FIFO. If no byte is present, a 
boolean variable passed as a variable 
parameter will be set to true. 

Listings 
I've included three pieces of code: 

SIOINT.ASM, SIOLIB.INC, and 

(continued next page) 

XEROX 820-1 AND 820-2 ITEMS 
Reconditioned, Assembled and Tested 
820-1 8" COMPUTER SYSTEM ......•..........••... $330.00 

5 1/4" COMPUTER SYSTEM ..................... $350.00 

ELF (Extended Lexicon FOCAL) interpreter is 
more "basic" than BASIC, a simple and very 
Easily Learned Facility. If you want 
capability without complexity, ELF is for 
you. Look what ELF can do without peeks. 
pokes. or assembly language: 

820-2 8" COMPUTER SYSTEM ..•................... $395.00 
5 1/4" COMPUTER SYSTEM ..•.................• $415.00 

820-1 COMPUTER MONITOR (COMPLETE) ............. $125.00 
820-2 COMPUTER MONITOR (COMPLETE W/CONTROLLER)$195.00 
820 COMPUTER MONITOR (NO MAIN BOARD) .......•.• $ 85.00 

1.10 Ask t,"Disk Drive No.? ",OX 
1.15 /U;/XDOS 0.DX,036H;T ~8.0 
1.20 Set TB-FAXCO)*FCXCO)*FDXCO) 
1.25 Set RB-FAXCO)-FBXCO)-FCXCO) 
1.30 Type t,"Total Bytes: ",TB 
1.35 Type t."Free Bytes: ",RB 

This program may be further abbreviated; only 
the first letter of each command is required. 
ELF programs are ordinary ASCII text files. 
ELF is not a compiler. but will produce run­
time versions (.COM files) of programs 
without revealing source. 

ELF comea with tutorial/help files. useful 
program examples and an ELF Programmer's 
Manual for S45 plus S5 shipping (S10 non­
USA), VISA. MC or check. 

j 118 SW First St. - Box G A Warrenton, OR. 97146 
Micro _ 
lYle"thods, Inc. 

• Phone (503) 861-1765 

HIGH PROFILE KEYBOARD (COMPLETE) .............. $ 45.00 

820-1 MAIN COMPUTER BOARD .••.•....•......•.•.. $ 50.00 
FULLY POPULATED BOARDS, AS IS (NEED REPAIR)$ 20.00 

820-2 MAIN COMPUTER BOARD .....•........•...... $ 70.00 
FULLY POPULATED BOARDS, AS IS (NEED REPAIR)$ 30.00 

820-2 FLOPPY CONTROLLER BOARD •.....•.....•.... $ 95.00 

DUAL 8" SSDD DISK DRIVES/ENCLOSURE (COMPLETE).$175.00 
DUAL 8" DISK DRIVE CABINET (NO DRIVES) ..•..... $ 75.00 

5 1/4" DUAL DISK DRIVE CABLE •....•..........•. $ 20.00 
8" DUAL DISK DRIVE CABLE ••.................•.• $ 35.00 
RS-232 CABLES ••.•..•...•.•.••....•.........•.. $ 10.(10 

LINE CORD5 ••.••••••••••• ea.$3.00 
ZSO-B 6MHz ••••••.••••••• ea.S3.00 
ZSO'H SMHz .............. ea.$9.50 
5 1/4" OS DO DISKETTES .•• ea.S .60 
S" 5550 DI5KETTE5 •.•.••• ea.$1.25 
DC300A DATA CART .. U5ED ••• 2/S5.00 

E2I COMPUTER PRODUCTS 
2273 AMERICAN AVE. 18 

HAYWARD, CA 94545 
(415) 786-9203 

TERMS: Pre·payment. COD. Visa/Mastercard. California residents add sales 
tax. Orders are rOB Hayward. CA •• Shipments by UPS Ground unless 
otherwise requested. Prices and availability are subject to change 
wi thout notice. All products are assembled and tested and have a 30 day 
warranty unless otherwise stated. Call or write for current product and 
price listing. Xerox is a trademark of Xerox Corporation. CP/M is a 
trademark of Diqital Research. 



(continued from page 83) 

TEST.PAS. You'U find them on the 
Micro C bulletin board (503-382-7643). 

SIOINT.ASM is the interrupt code. I 
wrote the code in assembler so I could 
put it anywhere in memory. Also, I 
used 8080 mnemonics because not 
everyone has a Z80 assembler. 

The code resides at address $EOOO in 
order to isolate it from the bank­
switched part of the computer's 
memory, which is from $0000 to $3FFF. 
(It would be tragic to have the system 
interrupt only to have the ROM and 
video display memory selected instead 
of the interrupt vector.) 

The interrupts store and retrieve 
their data from two FIFOs, which are 
256 bytes long. The FIFO size of 256 
($100) was chosen because it simplifies 
the task of FIFO pointer manipulation. 
(Remember the golden rule: Keep Inter­
rupts As Short As Possible.) First as­
semble the code using the CP/M as­
sembler (ASM), and use the LOAD 
utility to convert it into a COM file. 

SIOLIB.lNC initializes the serial port 
and sets up the interrupts. It also 
provides an interface to the FIFOs. Writ­
ten in Turbo Pascal, it is entirely self-

contained. Simply use the Include direc­
tive to insert it into your program. 

TEST.PAS is a sample program that 
transmits 80 repetitions of the key 
pressed out to the serial port and 
echoes any characters received to the 
screen. If you have only one computer 
(as most people do), you can loop the 
data back to the machine by connecting 
together pins 2 and 3 on the serial port 
connector. 

Final Comments 
Remember to set the End Of 

Memory in Turbo Pascal to $EOOO 
before compiling the program to a 
COM file. If you don't, you run the risk 
of overwriting the interrupt routines. 
For this same reason, the interrupt 
routines can't be used with programs 
being run under the Memory option. 
Before running the Turbo Pascal 
program, load the interrupts by run­
ning SIOINT.COM. This could be done 
by a submit file. 

In addition to communications ap­
plications, this code has other uses. By 
modifying it to operate on channel B, 
you can implement interrupt driven 
and buffered keyboard data handling. 
The code could also be used for im-

plementing a pacer interrupt (a peri­
odic interrupt), which could be used in 
a multitasking kernel. 

Another twist to this could be im­
plementing the interrupts in Turbo Pas­
cal, taking care to make sure that the in­
terrupt service routines are not in bank­
switched memory. Remember though 
that interrupts in high level languages 
are not usually recommended, especial­
ly for high frequency interrupts. Be­
cause the code generated is often larger 
and slower than its assembly 
equivalent, it causes the rest of the 
software in the system to slow down. 
The longer interrupts steal more CPU 
cycles than more efficient interrupts 
would. This is one place where efficient 
code can really make a difference. 

References 
- Introduction to the Z80 Microcom­

puter by Adi J. Khambata. 
- Z80 Assembly Language Sub­

routines by Leventhal & Saville. 
- The Programmers CP/M Hand­

book by Andy Johnson Laird. 
- Kaypro II & Kaypro 4 Theory of 

Operation by Dana Cotant. 
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Does this look familiar? 
~::.\--:::::tL.l~--\l-- • Z Best Sellers • 

:a~~J~~~ ~~~;ge ",!~ I 
program was ready to .,' ""-~'-:~'W~~_' 
test in seconds instead 
of minutes? 

"The SLR tools will change the 
way you write code. 1 don't use 
anything else.", Joe Wright 

RELOCATING MACRO ASSEMBLERS • Z80. 8085. HD64180 
• Generates COM, Intel HEX, Microsoft REL, or SLR REL 
• Intel macro facility 
• All M80 pseudo ops 
• Multiple assemblies via command line or indirect command file 
• Alternate user number search 
• ZCPR3 and CP/M Plus error flag support, CP/M 2.2 submit 

abort 
• Over 30 user configurable options 
• Descriptive error messages 
• XREF and Symbol tables 
• 16 significant characters on labels (even externals) 

• Time and Date in listing 9. 9
1
&: 

• Nested conditionals and INCLUDE files $ 4" J 
• Supports math on externals 

requires Z80 CP/M compatible systems with at least 32K TPA 

1622 N. Mai~{e!!12S ystems 
(412) 282-0864 (800) 833-3061 

Z80 Turbo Modula-2 (1 disk) $89.95 
The best high-level language development system for your Z80-
compatible computer. Created by a famous language developer. High 
performance; With 'manyadvariced features; includes editor' ,'compiler, 
linker, 552 page manual, and more. 

Z-COM (5 disks) $119.00 
Easy auto~instaliationcomplete'Z-System for virtually any zao 
computer presently running CP/M 2.2. In minutes you can be running 
ZCPR3 and ZRDOS on your machine, enjoying the vast benefits. 
Includes 80+ utility programs and ZCPR3: The Manual. 

Z-Tools (4 disks) $169.00 
A bundle of software tools individually priced at $260 total. Includes 
the ZAS Macro Assembler. ZDMdebuggers;REVAS4 disassembler, 
and ITOZlZTOI source code converters. HD64180 support. 

PUBLIC ZRDOS ,(1disk) $59.50 
If you have acquiredZCPR3 for your Z80-compatible system and want 
to upgrade to full Z·System. all you need is ZRDOS. ZRDOS features 
elimination of control·C. after. disk change, public directories, faster 
execution than CP/M, archive status for easy backup. and more! 

DSD (1· disk) $129.95 
The premier debugger for your 8080, Z80; or HD64180'systems. Full 
screen, with windows for RAM. code listing •• registers,andstapk. We 
feature ZCPR3 versions oUhis professional debugger. 

Quick Task (3 disks) $249.00 
Z80/HD64180 multitasking realtime executive for embedded com­
puter applications. Full source code, no run time fees. site license for 
development. Comparable to systems from $2000 to $40.000! 
Request our free Q-T Demonstration Program. 

@) 
Z·System OEM Inquiries Invited. 

_ • ViSa/Mastercard accepted. Add $4,00 _ I shipping/handling in North America, actual - Echelon, Inc. cost elsewhere. Specify disk formal. 

885 N. San Antonio Road· Los Altos, CA 94022 
415/948-3820 (Order line and tech support) Telex 4931646 



CP/M: Some people love it, others love to hate it, but most still use it. Its users complain that most software 
companies have abandoned it. Very true, yet ~ haven't! We've been selling the ConlX software line for 
many years; we developed it, we market it, and we support it - completely! What?1 You haven't tried It? 
Saving the best for last, eh? Don't wait! Support your CP/M software company - try ConlX for as low as $10! 
What's more, you could even get lucky and receive your entire order FREEl See details below. 

Conl)(TM 
Operating 
System 

ConlXTM 
Programming 
System 

ConlXTM 
Library Vol. I 
XCC Utilities 

ConlXTM 
Shareware 
Version 

ConlXTM 
Disk Manual 
Version 

An extensive upgrade for 48K+ CPIM 2.213.0 and equivalent systems. 
Provides professional capabilities with blinding speed, as often found on 
high-end UNIX"" machines. Installs easily in just minutes to add over 100 
new built-in commands and features while maintaining 100% compatibility 
with all your existing software! Includes va redirection, aliases, improved 
user area access, auto-searching, PF Keys, Screen Paging, Print Spooler, 
Archiver, New SysCalls, ... Eliminates many points of user frustration 
with CP/M. Uses only 1/2K TPA, 0-27K disk minimum. 
Included FREE with commented source is the Pull-Down Menu System, 
a user-friendly interface to ConiX. Loads with a Single keystroke! 
ConlX is the greatest, most powerful 8-bit upgrade, with speed and 
capabilities that are so incredible it's bringing users back to CP/M! 

A structured programming language for ConlX extends CPIM SUBMIT 
capability. Adds conditionals, loops, subroutines, laoels, nesting, 
interrupt processing, error traps, and debugging facilities. DeSign 
intricate menu systems and command-automation shells. Also includes 
a special source-code ·compiler" that provides string and numeric 
variables. An absolute mustfor CPIM power-users and developers! 

Over 25 utilities for ConlX written in the shell language, including 
hierarchical directories with overlay -adds pathname capability to 
existing software, interactive debugger, move/copynink multiple files, 
print files with pagination, review disk files for deletion, unerase disk 
with stats, full-screen TYPE, and more. Source code included! 

A new Shareware version of the ConlX O.S. includes our regular 
distribution software less the Archiver, On-Une Manual, Menu source 
code, and some satellite utilities. ConlX Shareware is available through 
CHI for just the cost of the diskette and shipping, or on-line via many 
popular bulletin board systems. Register by purchasing regular Con IX. 

To reduce the cost for those who want to purchase only the ConlX O.S., 
we are offering the complete software package with documentation 
provided on disk. The disk manual has each chapter stored in individual 
files, excluding the Chapter Summary, Chapter Reference, and Index 
sections that come standard in our regular typeset manuals. 

That's right! Every 100th order processed by our computer will be shipped with a 
Credit Certificate for the total purchase price or $100, whichever is lower. This 
credit may be used toward a future purchase from CHI, or may be redeemed for 
cash wHhin ninety (90) days of receipt. Your odds are an incredible 1 in 100! 
Offer applies only to private individuals and non-profit institutions ordering directly from CHI. Orders placed 
by PO or purchased for commercial use are not eligible. To enter, certify eligibility by signing order form. 

ProductTrademarks - CP/M: Digital Research Inc., ConlX: Computer Helper Industries Inc., UNIX: AT&T Bell Labs. 



Print File To Symbol File Convertor 

A Handy Accessory For CP 1M Assemblers 

Symbol tables are a real pain if you 
have to enter them manually. Here's a 
way to get your system to create them 
for you. 

M
icro Cornucopia Kaypro Disk 
K25 contains Z80MR, an excel­
lent Macro Assembler. Before 

the word macro scares you off, let me 
say that this article is not going to dis­
cuss macros. What it is going to discuss 
is' the print (.PRN) file Z80MR 
produces and a way to convert that file 
into a symbol table (.SYM) file that can 
be used by Z8E, DASM, and possibly 
other programs. 

The .PRN File 
For each program that is assembled, 

Z80MR produces (unless told other­
wise) a print file which contains error 
and warning messages, assembled code 
and, at the end, a symbol table. Sym­
bols are generally used to represent ad­
dresses or constants. Figure 1 contains 
a .PRN file listing of a short program 
that prints "Hello, world!" 100 times. 
The symbols used in the program are 
BDOS, START, LOOP and HELLO. 

The .SYM File 
The symbol table produced by 

Z80MR contains symbol names listed al­
phabetically followed by their numeric 
address (in hexadecimal). This format 
creates two problems. First, because the 
table is imbedded in the print file, 
other programs cannot find it. Second, 
Z8E and DASM expect each symbol to 
be listed as a hexadecimal address fol­
lowed by the symbol name. In addi­
tion, DASM requires each symbol to be 
on a separate line. If working on the 
program shown in Figure 1, Z8E and 
DASM would want the symbol table to 
look like the following: 

0005 BDOS 
0113 HELLO 
0102 LOOP 
0100 START 

PRNSYM To The Rescue! 
PRNSYM is a fairly simple program 

that is the solution to this dilemma. It 
will read through a .PRN file until it 
finds the line labelled 1/ ASEG SYM­
BOLS" (see Figure 1). When it finds 
this line, it· has found the start of the 
symbol table. All it does then is read 
each symbol and address, reverse the 
order, and output it to a· .SYM file. The 
complete program in Turbo Pascal is 
listed in Figure 2. 

There are no really tricky parts to 
the program, but I'll briefly discuss 
three aspects. 

First, Turbo Pascal 3.0 internal vari­
ables ParamCount and ParamStr are 
used to make the program a little 
friendlier. If the user runs the program 
with no file name given, PRNSYM will 
detect this and prompt for a file name. 
If the user enters one file name, 
PRNSYM will use it as the input file 
and will create a symbol file with the 
same first name, but with .SYM as the 
extension. Finally, if the user enters 
two (or more) file names, the first will 
be used as input (the .PRN file) and the 
second will be used as the output 
(.SYM) file. Any additional names are 
ignored. 

Second is the use of the internal vari­
able 10Result in error trapping. 
Whenever Turbo Pascal executes any 
input or output (I/O) statement, it sets 
a flag and stores the result in 10Result. 
If the operation performed with no 
error, 10Resuit will be zero (0). If there 
is an error, 10Resuit will hold an error 
code (listed in the back of the Turbo 
Pascal manual). It is used here to polite-
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ly notify the user if a file cannot be 
found, cannot be created, or the sym­
bols cannot be found. 

Finally, you should check out the 
string manipulation functions. The 
program uses these functions to isolate 
the input and output file names. If the 
names include extensions, PRNSYM 
uses these extensions rather than 
defaulting to .PRN or .SYM. 

The tricky part occurs when a suffix 
is given for the input file, but not the 
output file. PRNSYM extracts the first 
name by using the COPY and POS func­
tions and then appends the .SYM suffix. 

The string manipulation functions 
are used again in the main body of the 
program. When a line has been read 
from the .PRN file, the first symbol on 
that line is extracted, reversed, and 
written to disk. The first symbol is then 
replaced by the remainder of the line. 
This continues until there are no more 
symbols on the line, at which time 
another line is read from the .PRN file. 

Conclusion 
Z80MR produces several useful files 

but does not produce a symbol table 
(.SYM) file. The program shown in 
Figure 2 will extract a symbol file from 
Z80MR's print (.PRN) file. 

The Turbo Pascal 3.0 internal vari­
ables ParamCount and ParamStr are 
used to make user access somewhat ver­
satile. Users of Turbo Pascal 2.0 will 
need to delete statements using 
ParamCount and ParamStr, replacing 
them with code which explicitly asks 
for the filename. 

Hopefully, this program will make it 
easier to debug programs assembled 
with Z80MR. I do not use other as­
semblers, but . I see no reason why 
PRNSYM could not be converted to 
read .PRN files of other assemblers. In 
the meantime, enjoy! ••• 



Figure 1 - PRN File with Symbols 

Z80MR VER 1.2 FILE PRNSYM 

0005 BDOS:EQUOOOsH 
0100 START:EQUOI00H 
0100 ORGSTART 
0100 0664 LDB,100 ; set count 
0102 CsLooP:PUSHBC ; save count 
0103 111301 LDDE,HELLO 
0106 OE09 LDC,9 
0108 CDOsOO CALLBDOS ; print string 
010B Cl POPBC ; restore count 
OlOC 10F4 DJNZLooP ; count down 
010E OEOO LDC,O 
0110 C30S00 JPBDOS ; all done 
0113 486s6C6HELLO:DB'Hello, world!',13,10,'$' 
0123 ENDSTART 

ASEG SYMBOLS 

BOOS 0005 HELLO 0113 LOOP 0102 START 0100 

0000 ERROR(S) ASSEMBLY COMPLETE 

Figure 2 - Listing Of PRNSYM In Turbo Pascal 3.0 

(* 

* PRNSYM, copyright (C) 1986 by Dan Griffith, is released into 
* the public domain for non-commercial use only. 
* 
* PRNSYM converts a .PRN file created by the Z80MR assembler (and 
* possibly others) and creates a .SYM (symbol table) file that 
* can be used by the Z8E monitor/debugger (and possibly others). 
* 
* Proper invocation syntax is: 
* 
* PRNSYM [pmme [symfileJ1 

* where pmfile is the [optional] .PRN file, 
* and symfile is the [optional] .SYM file. 
* If no filename suffixes are given, .PRN and .SYM are assumed. 
* If no filenames are entered on the command line, the user will 
* be prompted for the .PRN filename. 
* 
*) 
Var 

£1,f2: Text; 
inpstr: String[80]; 
filename: String[14]; 
count: Integer; 

Begin 
WriteLn('PRNSYM v1.1'); 
WriteLn('(C) 1986 by Dan Griffith'); 
Write('Name of .PRN file to convert: '); 
If (ParamCount < 1) Then 

ReadLn(filename) (* get file name from user *) 

Else Begin 
WriteLn(ParamStr(1»; filename:=ParamStr(l) 
, (* get file name from command line *) . 

End; 
If Pos('.',filename)=O Then 

Assign(£1,filename+' .PRN') 
Else 

Assign(£1,filename) ; 
If (ParamCount < 2) Then 

If (Pos('.',filename)=O) Then 
Assign(f2,filename+' .SYM') 

(*if no suffix, *) 
(* assume .PRN *) 

(* otherwise, leave explicit *) 
(* if no output file named *) 
(* if no suffix, *) 
(* assume .SYM *) 

Else 
Assign(f2,Copy(filename, 1,Pred(Pos(' .' ,filename» )+' .SYM') 

Else (* if output file named *) 
If (Pos('.',ParamStr(2»=0) Then 

Assign(f2,ParamStr(2)+' .SYM') 
Else 

(* if no suffix, *) 
(* assume .SYM *) 

Assign(f2,ParamStr(2»; (* otherwise, leave explicit *) 
{$i-} Reset(£1); {$i+} 
If (IOResu1t=O) Then Begin 

{$i-} ReWrite(f2); {$i+} 
(* make sure file was opened *) 

If (IOResult < > 0) Then Begin (* make sure file was created *) 
WriteLn('Disk or directory full. PRNSYM aborted.'); 
Close(fl); 
Close(f2); 
Erase(f2); 
HALT; 

End; 
inpstr:="; 

(* search for ASEG SYMBOLS *) 
While (Not «Eof(£1) Or (inpstr=' ASEG SYMBOLS')))) Do 

ReadLn(£1,inpstr); 
If (inpstr < > ' ASEG SYMBOLS') Then Begin 

WriteLn('Symbols not found in .PRN file. 
PRNSYM aborted.'); 

Close(fl); 
Close(f2); 
Erase(f2); 
HALT; 

End; 
ReadLn(£1,inpstr); 
count:=O; 
ReadLn(£1,inpstr); 
Repeat 

While (inpstr < > ") Do 

(* count # of symbols *) 
(* get a line of input *) 

(* reverse order and output *) 
While Pos(' , ,inpstr) > 0 Do Begin 

I$i-} WriteLn(f2,Copy(inpstr,8,s),Copy(inpstr,1,7»; 
{$i+} 
If (lORe suIt < > 0) Then Begin 

WriteLn('Disk Full.- PRNSYM aborted.'); 
WriteLn(count,' symbols converted.'); 
Close(f2); 
Close(£1); 
HALT; 

End; 
inpstr:=Copy(inpstr,13,2ss); 
count:=Succ(count); 

End; 
ReadLn(£1,inpstr); (* get more input *) 

Until (inpstr=") Or (Eof(f1»; 
Close(f2); 
Close(£1); 
WriteLn(count,' symbols.'); 

End Else Begin 
WriteLn('.PRN file not found. PRNSYM aborted.'); 
WriteLn('PRNSYM syntax is: PRNSYM [pmfile [symfile]]'); 
Close(£1); 

End; 
End. 

••• 
End of Listing 
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ERAC co. 8280 Clairemont Mesa Blvd., Suite 117 
San Diego,. California 92111 
619 569-1864 Call for our Test Equipment Mailer! 

* SPECIAL* IBM/PC COMPATIBLES 
4 COLOR PLOTTER 
11"x17" Max. Apple III or IBM. 

Brand new with manuals, pens, 
paper driver RS232C ONLY $249 

KAYPRO EQUIPMENT 
9" Green Monitor ............ $35.00 
Keyboard .................... 75.00 
Hard Disk Cable Set (4) ........ 15.00 

KAYPRO BOARDS 
K2/83 Populated & Tested .... $129.00 
K4/83 Populated & Tested ..... 159.00 
K4/83 with PRO-8 mod ........ 239.00 
PRO-8 Mod. EXCHANGE ....... 149.00 
WD1002-5 Hard Disk Controller .200.00 
Host Interface Board ........... 15.00 

KAYPROICS 
81-189 Video Pal ............. $15.00 
81-194 RAM Pal .............. 15.00 
81-Series Character Gen. ROMs .. 10.00 
81-Series Monitor ROMs ........ 10.00 

CPU & SUPPORT CHIPS 
MC68000-8 CPU ............. $10.00 
l80A CPU .................... 2.50 
l80 CTC ..................... 2.00 
l80A PIO ..................... 2.50 
l80A SIO ..................... 5.00 
l80A DMA .................... 8.50 
8088 ....................... 10.00 
8089-3 ...................... 11.00 
D8284A ...................... 2.50 
4116-3 ........................ 60 
4164-15 .............. '" ....... 90 
4164-12 ...................... 1.00 
41256-12 ..................... 2.25 
1793 ........................ 9.00 
1797 ....................... 12.00 
ICL7140-14 14 Bit A/D .......... 7.50 
VC3524 Switching Regulators ..... 5.00 
1458 Dual Op-AMP .............. 70 
LM2877P 4W Stereo Amp Dual .... 2.50 
MB81464-15 .................. 2.75 
2716 ........................ 3.00 
2732 ........................ 3.25 
2764 ........................ 3.50 
27C128-1 .................... 9.00 

HOURS: Mon.· Fri. 9 . 6 - Sat. 10 ·4 
MINIMUM ORDER - $15.000 

TERMS: VISA, MasterCard, Certified 
Checks, Money Order, NO COD. Visa 
and MasterCard add 3%. Personal 
checks must clear BEFORE we ship. 
Include shipping charges. California 
residents add ·6% Sales Tax. For more 
information please write (or call). 

Mainboard, 8 Slot, Case, 
Power Supply ............ $225 

To make this a complete system, add 
A) Memory B) Floppy Controller 
C) Drive D) Keyboard E) Video Card 
F) Video Monitor G) Multifunction Card 

A) MEMORY 
256K 150 NS .............. $19 
512K 150 NS .............. 38 
640K 150 NS .............. 54 

B) FLOPPY DISK CONTROLLER 
Card for 2 Floppy Drives ....... $36 
Card for 4 Floppy Drives . .. . . .. 42 

C) 5114" FLOPPY DISK DRIVES 
JVC MDP-200 DSDD 40 Tr .... $105 
Mitsubishi M4853 DSDD 80 Tr .. 119 
Fujitsu M2551 A DSDD 40 Tr ..... 99 
Panasonic J U455 DSDD 40 Tr ... 105 
Shugart 475 DS Quad 1.2Mb ... 159 

D) KEYBOARDS 
Cherry Keyboard (no case) ..... $38 
XT Style Keyboard. . . . . . . . . . .. 47 
AT Style Keyboard. . . . . . . . . . .. 69 

E) VIDEO CARDS 
Tomcat with Parallel and 

Lightpen Port .............. $53 
Hercules compatible Video Board 75 
Color Graphics Adapter ......... 69 
Enhanced Graphics Adptr-(EGA) .275 

F) VIDEO MONITORS 
Roland MB-122G, 12" (no case) $39 

New flat screen Samsungs! 
Samsung SM-12SFG, 12" Grn .. 106 
Samsung SM-13SFA, 12" Ambr 106 
Mitsi AT-1332A 13" RGB TTL .. 295 

G) MULTI FUNCTION CARD 
Parallel & Serial Port, Game Port 

Floppy Controller, Clock & Cal. $96 
SIO Card .................... 36 

EGA PACKAGE DEAL 
Package consists of Intergraph + 4 EGA 
Card and the Autoseek 2000 EGA Mon­
itor by Int'I Graphics. No software 
patches necessary. 1 yr. guar. . .. $795 

POWER SUPPLIES 
Elgar 400W Unint. Power Sup .. $195.00 
+ 5V/1A, - 5V/.2A, + 12V/1A, 
-12V/'2A, - 24V/.05A ....... 15.00 
+ 24V/2.2A .................. 8.00 

SWITCHERS 
5V/9.5A, 12V/3.8A, -12V/.8A $39.00 
5V/3A, 12V/2A, -12V/.4A ..... 29.00 
5V/10A ..................... 25.00 
5V175A, + 12V/8A, + 24V/5A .. 55.00 
5V/30A ................. ; ... 39.00 

MISCELLANEOUS 
Headset/Boom Microphone ...... $3.95 
Nicad Pack 12V/.5AH ........... 6.50 
Joystick 4 Switches 1" Knob ..... 5.50 
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SYSTEM EXAM PLE #1 
For the Hacker (Cheap) 

Mainboard, Case, Power Supply .. $225 
256K Memory 150 NS . . ... . . .. 19 
Floppy Controller (2 Drives) . . . . .. 36 
Floppy Drive 1/2 Ht DSDD...... 99 
Keyboard Cherry (no case) ..... 38 
Video Board with Parallel and 

Lightpen Port. . . . . . . . . . . . . . .. 53 
Roland M B-122G, 12" Green 

Monitor (no case) ............ ~ 
$509 

SYSTEM EXAMPLE #2 
FCC Approved (Not Cheap) 

Mainboard, Case, Power Supply .. $225 
640K Memory 150 NS .. .. .. ... 54 
Multi I/O, Parallel, Serial, 

Floppy, Clock/Cal. ....... . . .. 96 
2 DSDD Floppy Drives (minimum) ; 198 
EGA Package .................. 795 
AT Style Keyboard ............. ~ 

$1437 
Oh, you wanted a turbo board .... 40 
and a 20M Hard Drive & Controller. 410 
Now how much would you pay? 

JUST $1887 

HARD DISK DRIVES 
10M Seagate 212 .............. $200 
10M Rodin RO-252, R0352 ...... 230 
20M Miniscribe ............... 385 
20M ST-225 . . . . . . . . . . . . . . . . .. 385 
20M Tandon TM252 ............ 350 
20M Tulin (Oki) ......... ;..... 345 
20M Half Height with Controller. .. 410 
32M Half Height with Controller. .. 667 
40M Quantum Q540 (Factory Rebuilt) . 665 
60M with Controller ............ 1150 
70M Vertex V170 . . . . . . . . . . . . .. 775 

HARD DISK CONTROLLERS 
WD-1002-WX2 with Cable ....... $125 
Omni-5510 ................... 105 
Adaptec 2070A (Get 15M on 10M Drive) 129 
Konan KXP230 (Get15M on 10M Drive). 145 
Konan KXP230l (Get double the density) 164 

TEST EQUIPMENT 
OSCILLOSCOPES 

TEK 485 350 MHz Dual Trace ... $2995 
Phillips 3260E 120 MHz Dual .... 975 
TEK 7403N17A1817B50A 60 MHz 750 

SPECTRUM ANALYZERS 
TEK 491 10 Mhz-40 GHz ........ 4600 
HP 851B/8551B 10 MHz-40 GHz .1500 
Nicolet 444A 1 Hz -1 00 KHz ~ ... 3995 
Nicolet 500A 1 Hz -1 00 KHz ..... 1800 

DBASE BOOK OF BUSINESS 
APPLICATIONS by Michael J. Clifford 

Reg. $19.95 NOW ONL Y $5.95 



The "thoughtful" alternative 
from SemiDisk. 

Designed around the 64180 microprocessor, 
the DT-42 is loaded with more of all the features 
you need: More speed, more memory, more 
ports and more TPA! 

How did we fit all these features on one S.7S" 
by 8" single-board computer? 

• 9.216MHz 64180 Microprocessor (runs Z80 programs) 
• 512K DRAM, Zero wait states, fully populated. 
• Three RS232C serial ports (Standard baud rates to 38,400) 
• One Centronics parallel printer port 
• WD2793 disk controller (up to 8 drives, SO, DO or High 
Density, 3%", 5%", and 8" drives) 

• SASI channel for hard disk controller (software provided) 
• Many popular disk formats supported 
• Requires only + 5V @ 1 amp. 
• ZRDOS/ZCPR3 with exclusive "Hyperspace" operating 
system, offering 57.5K TPA (NOT 48K like some others. No 
8 bit is bigger!!) Richard Conn's ZCPR3, The Manual 
included freel 

• Provisions for real-time clock and on-board terminal options. 
• Socket for 28-pin EPROM. 

Compare! You won't settle for less. 
Or·slower. Or smaller. 

DT -42 Computer 
TM p (on-board terminal) 
SmartWatch 
Z-system software 
ZAS & Debuggers 
8MB disk emulator wi SCSI 
Battery backup for above . 

$ 499 
$ 100 
$ 50 
$ 50 
$ 25 
$ 2049 
$ 150 

Call or write for more 
information or to place an order. 

SemiDisle 
11080 SW Allen Blvd., Beaverton, OR 97005 

(S03) 626-3104 

POOR MAN'S ~ETWORK 
Now you can implement networking on your own CP/M computers and share resources 
whenever you want. Each user can access files and printers on the other computer 
directly, without expensive hardware or switches, and without a communications pro­
gram. Share floppies, RAM-disk, hard disks, and printers between two users. Works with 
most standard CP/M programs, like Wordstar, PIP, dBase II, etc. 
Poor Man's Network works best with bidirectional parallel ports, or standard serial ports at 
9600 baud or greater. Present version supports two computers only, and requires CP/M 
2.2 on each computer. Uses only 6K of memory. Does not require a hard disk; runs on 
8080, 8085, Z-80, HD-64180. 
Poor Man's Network comes ready to run on BigBoard I and II, Xerox 820, NorthStar 
Horizon, NorthStar Advantage, Televideo TPC I, Kaypro (not 2000), Apple II (Super 
Serial required), S-100 with Compupro Interfacer 4. Can be installed on other computers 
by altering one of the assembler overlay files provided. Each disk contains drivers for all 
the specified computers. 

Best of all $69-
is the price: only • 

Specify disk format: 8" SSSD, NorthStar, Kaypro, or Apple CP/M. Phone orders accepted; sorry, 
no COOs or Purchase Orders. Payment may be by certified cheque, money order, Visa, or 
Mastercard. Personal cheques from outside Canada require up to 6 weeks to clear. Canadian 
orders please pay in Canadian dollars; others in US dollars. Price includes diskette, manual and 
postage. Ontario residents please add provincial sales tax. 
Note: If you use another operating system, such as CP/M 3 or PC-DOS, send us your name and 
address, but no money, and we will notify you when it is available for your system. 

ANDERSON TECHNO-PRODUCTS INC. 
947 Richmond Road, Dept C 

Ottawa, Ontario K2B 6R1, Canada 

Telephone 613-722-0690 for more information or to order. 
CP/M is a trademark of Digital Research; Z-80 is a trademark of Zilog; Wordstar is a trademark of MicroPro; dBase 
II is a trademark of Ashton-Tate. Poor Man's Network is a trademark of Doug Anderson Techno-Products Inc. 

INTRODUCING: 

PROBE-ONE 

COMPACT, POp SIZE LOGIC ANAL VZER 

• EASY TO USE 8 CHANNEL POD INTERFACES TO PC 
PARALLEL PORT 

• MEMORY RESIDENT DISPLAY/CONTROL PROGRAM 
• B BIT BY 4096 DATA CAPTURE RAM 
• 3 BIT MAS KABLE TRIGGER OR EXTERNAL TRIGGER 
- 5 INTERNAL CLOCK RATES PLUS EXTERNAL CLOCK 

• COMPLETE WITH REFERENCE MANUAL, TEST LEADS, 
POWER SUPPLY, AND 90 DAY WARRANTY 

• PROBE-ONE (16 MHZ) ................ $345 
• PROBE-ONE (20 MHZ) ................ $395 

. LOGI$ONNECTION 
'fNTEANA TIONAL 

P.o. BOX 23852 
PORTlAND, OR. 97223 

(503) 626-8468 
MASTERCARD_ 

VISA 
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AROUND THE BEND 

(continued from page 2) 

If you're interested in starting your own computer busi­
ness, come to the SOG. You'll find business help, techni­
cal advice, and a mob of experienced liOn Your Owners." 

New IBMs Come In With A ... 
For all of you who paused, eyes heavenward, waiting 

for something exciting in the latest system pronounce­
ments from IBM, you can go back to work. Itty Bitty 
Machine Company wasn't exciting. Again. 

However, I didn't see any gross blunders this time (un­
like the Junior or the XT 286). They announced four Sys­
tem/2 machines: 

Model 30 comes with an 8 MHz 8086, 640K, a 720K 3.5 
inch floppy drive, BASIC in ROM, and three expansion 
slots for $1695. Add $600 for a 20 meg hard drive. 

Model 50 comes with a 10 MHz 80286, 1 meg memory, 
a 1.44 meg 3.5 inch floppy drive, BASIC in ROM, and 
three expansion slots. With a 20 meg hard drive it retails 
for $3595. 

Model 60 is just like the 50 except it has seven slots 
and a 44 meg hard drive. Retail is $5295. 

Model 80 is the biggie. Its minimum configuration in­
cludes a 16 MHz 80386, seven slots (four 16-bit, three 32-
bit), 1 meg RAM, a 1.44 meg floppy drive, and a 44 meg 
hard drive. It sells for $6995. It also comes with a 20 MHz 
80386 and a 115 meg drive for $10,995. 

All the systems will run PC-DOS 3.3 ($120 extra), and 
all except the model 80 are supposed to be available now. 
Model 80 should be available sometime in July. 

The systems also have Expanded Graphics Adapters 
built in. IBM will sell you a monochrome monitor for 
$250, a 14-inch low-res color monitor for $595, a 12-inch 
hi-res color monitor for $685, and a 16-inch very hi-res 
color monitor for $1550. 

IBM will sell you an 8087 math co-processor for $310, 
an 80287 for $525, and an 80387 (when available) for $795 
(16 MHz) or $1195 (20 MHz). Intel sells the same chips for 
less than half those prices. 

So far I haven't told you anything earth shaking unless 
you consider the 1.44 meg 3.5 inch floppy something spe­
cial. Actually, 1.44 meg in a shirt pocket package is pretty 
interesting, but it's got to be reliable. Otherwise they 
made a big booboo. 

Also, the lack of a 5 1/4 inch drive will give lots of 
folks a chance to sell external drives. 

IBM will be using mostly 3.5 inch MiniScribe hard 
drives. Don at MicroSphere has been tickled with the 
cheap 20 meg 5 ·1/4 inch MiniScribes. Even running 30 
meg with RLL controllers, they've been very cool and 
very reliable. You might pick one up, but do it quickly, 
just in case their quality drops as IBM starts ordering zil­
lions. 

The one earth-shaking announcement is OS/2 (operat­
ing system/2). If you read IBM's ads, you'd get the im­
pression that OS/2 had been developed by and exclusive­
ly for IBM. Actually it's being developed by Microsoft 
and it's supposed to run on current 80286 and 80386 
clones as well as the larger PS/2 machines (all but the 
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model 30). 
There were two ways Microsoft could have gone with 

a new operating system. They could have made systems 
. developers happy by making it more UNIX-like, a direc­
tion they've been going with MS-DOS 2.x and 3.x, or 
they could have made Mac users happy by integrating 
windows into the new system. They chose the windows. 

Scheduled for release during the first quarter of 1988, 
OS/2 is supposed to be multitasking as well as user 
friendly. (Take mouse in hand, select file, move arrow to 
hand grenade, click twice - in ten seconds the file, disk, 
system, and user disappear in a puff of black smoke) 

Meanwhile, I've heard that IBM is offering the new 
30s, with color monitors, to universities for under $1000 
each. (Look out, Apple.) 

IBM is reportedly dumping XTs. I've heard rumors of 
$695 retail for a single-floppy system. (Purchasers are 
crazy to buy the XTs. They should either get a complete 
clone system for $695 or associate themselves with a col­
lege and finagle a $995 model 30.) 

A Caveat 
IBM has been making . lots of noise about all the 

patents it's filed for in the past few weeks. Supposedly 
hundreds. It's also said to be planning a vigorous defense 
of those patents. 

I've seen the new systems and have talked to folks 
who have them. I agree with these folks: the new 
machines are attractive and they have a small footprint. 
Also, the low-res 256-color mode and hi-res 16-color 
mode are definitely on par with the Amiga's display. 

Meanwhile, the big software vendors, Borland, Ashton­
Tate, and so on, are announcing new versions of their cur­
rent software for the new machines. My guess is that the 
changes support the new color generators. (If you have in­
side scoop on this, please fill me in.) 

If business gets the idea that it has to go IBM to avoid 
being left out, then IBM will have won a temporary vic­
tory. That'll mean the herd (purchasers and developers) 
will again be wearing blue. 

On The Other Hand 
I understand that companies are just finishing up 

graphics chips that duplicate the IBM's color circuit, and 
Phoenix is working diligently on new, compatible 
monitors. I'm willing to bet that there will be numerous 
PS/2 clones on the market well before there's an OS/2 for 
them to run. (Meanwhile, because it doesn't have a 80286, 
the model 30 will not run OS/2, but IBM's been real quiet 
about that.) 

Programming Competition 
I mentioned our programming competition a couple of 

issues ago, and since then a number of you have asked to 
see the problems. 

Problem 1 
Write a program to convert any number 1;>etween 1 and 

2000 to its equivalent in Roman numerals. The Roman 
symbols are: M = 1000, D = 500, C = 100, L = 50, X = 10, V 
= 5, and 1=1. 

The rules for forming Roman numerals are: 



(1) If a larger value precedes. a smaller or equal value, 
the values are summed. 

(2) If a smaller value precedes a larger value, then the 
smaller value is subtracted from the larger. 

(3) Numbers are written with as few symbols as pos­
sible. 

(4) Only C, X, and I can be used as subtrahends (terms 
being subtracted). 

Your program should accept a decimal number and 
output the Roman equivalent. 

Examples: 

Input: 1964 
Output: MCMLXIV 

Input: 549 
Output: DXLIX 

Problem 2 
Write a math drill game that teaches adding, subtract­

ing, multiplying, and dividing. Ease of use and entertain­
ment value are given extra weight on this problem. 

Problem 3 
Write a mailing label program which will: 
(1) Accept user's data. 
(2) Create a data base on disk. 
(3) Print mailing labels. 
The user interface is particularly important. Extra fea­

tures like sorting and searching will receive extra points. 

Problem 4 
Write a program which will convert decimal numbers 

into ternary (0, I, and 2). The program should accept a 
base 10 (decimal) number (up to 20 digits) and output the 
equivalent base 3 number. 

ProblemS 
You have a 4-by-4 checkerboard and four checkers. 

Create a program which will place the four checkers on 
the checkerboard such that there is one checker in each 
row and each column (and one checker in each of the two 
main diagonals). 

Example: 

x • • • 
• X 

• X 
•• X • 

Program should find all possible placements which 
meet the above requirements. 

Problem 6 
Write a program which will print the nth row of Pas­

cal's Warped Triangle (the next program will print the nth 
row of Dave's Warped Humor) where n < 100. The tri-

angle looks like: 

Pascal's Warped Triangle 

1 
1 1 

1 3 1 
1 5 5 1 

1 7 13 7 1 

Notice that the edges are all l's and that each internal 
number is the sum of the three numbers immediately 
above it. 

Problem 7 
Write a program which numerically checks a text file 

by generating a 4-digit number. The goal is to guarantee 
to a reasonable certainty that if program generates the 
same number from two files, then the two files contain 
identical text. 

To test the program create three files containing 200 or 
more characters. Make two of the files identical. The third 
should be identical except that two adjacent characters 
must be transposed. The program must be able to tell 
which files are identical and which contains the 
transposed characters. 

ProblemS 
Write a program which will let the user encrypt or 

decrypt a file of ASCII text (characters between 20 and 7F 
hex). The user selects encryption or decryption and 
provides the key word or phrase. 

Competition Rules 
Contestants had to finish problem 1 before going on to 

problem 2. They had to finish #2 before selecting any of 
the following six problems. 

Points (from 0 to 9) were given for each of the follow­
ing areas: user interface, code readability, algorithm, code 
documentation, and program features. 

Points were assigned as follows: 
0- Unusable, unreadable, or unsupportable. 
3 - Difficult to use, read, or support. 
5 - Average. 
7 - Friendly, very readable, well organized, unique al­

gorithm. 
9 - Truly outstanding. 
We had two categories, teams and individuals. Interest­

ingly enough, the individuals did much better than the 
teams. In three hours, two individuals each completed 
four problems. In the same time, the best team completed 
two problems. 

MicroSolutions Corrections 
I misled you last issue when I listed the prices on the 

MicroSolutions cards. The combination of Uniform and 
the Matchpoint card (lets your clone read and write Apple 
and Northstar disks) is $195, not $170. Their Compaticard, 
which talks to 8 inch, 3 1/2 inch, and 1.2 meg drives 
(from an XT), sells for $175, rather than $170. Either way, 

(continued next page) 
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(continued from page 97) 

the cards are becoming well known in the computer com­
munity. 

MicroSolutions, (815) 756-3411 

Drive Response 
We've received lots and lots of letters, phone calls, and 

bulletin board messages in response to the hard-drive ar­
ticle in issue #35. Only two respondees took issue with 
my comments about Microscience and Seagate. The two 
work for Microscience and for Seagate. 

I don't envy their positions. 
The Sea gate lady asked if I knew how many drives 

they shipped per quarter. I guessed about a million (and 
she agreed). She then mentioned that most of those mil­
lion drives were 225s. Kinda mind-boggling, I'd say. I 
told her that I hoped they could get the noise, heat, and 
stepper problems under control. 

The problem with this whole thing is that it's a lot 
easier to be nice - to say good things about companies. 
They feel good. I feel good. I can still hear my mother 
saying, "If you can't say something nice, then shut up." 
When she was around I was either creative or quiet. 

Also, these companies have huge investments. For in­
stance, if you were selling over 300,000 drives a month, 
think of all the little beasties you'd have somewhere be­
tween the casting machine and quality control. Then look 
at the time lag between a parts change and the field 
results. If Murphy's poking about, there's a lot hanging 
out. 

Finally, I really appreciate your feedback. That's the· 
only way we're going to stay on top of a market that's at 
least as volatile as dynamic RAM. 

Japanese Tariffs 
I've received more than a few questions about the ef­

fects of the U.S. tariffs. Will prices go up? Will floppy 
drive prices change? Will hard drives get scarce? Will 
RAM prices go out of sight? Will someone still make TTL? 

Probably. 

Thanks Again 
The C programming competition was a super success, 

thanks in large part to the generosity of Definicon (for 
one of their powerful 16 MHz 68020 boards) and to Manx 
(for copies of their Aztec C Developer, and other pack­
ages). 

And, a very special thanks to Blaise Computing for 
helping us out of a hole. They responded unhesitatingly 
to my last-minute request for three copies of their very­
powerful C Tools Plus library (though they were not men­
tioned in the C competition announcements). 

I really appreciate their interest in helping us get C 
source into the public domain (and keep C programmers 
off the streets). 

Definicon Systems 
21042 Vintage St. 
Chatsworth, CA 91311 
(818) 889-1646 
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Manx Software 
Box 55 
Shrewsbury, NJ 07701 
(201) 780-4004 

Blaise Computing. 
2560 Ninth St., Suite 316 
Berkeley, CA 94710 
(415) 540-5441 

VentUra Publishing 
Last issue I complained that finding someone who 

could output my Ventura files was very much like finding 
an honest politician. Anyway, last issue was Ventura out­
put, thanks to. Wyziwyg (yes. the spelling is correct) of 
Seattle. Our Postscript. output went flying through their 
machine at about 20 pages an hour. 

Hooray! 
During. the intervening two months, Linotronic has 

shipped some new 68020 based RIPs and updated ROMs 
in the older 68000 based units. Unfortunately, the 68020 
RIPs don't work. And, the new ROMs (for the old RIPs) 
don't accept Ventura's Postscript files .. 
. . Let' s se~, if we send up all the chapter files and hook a 
PC to the RIP and hold our mouths just right... I'll let you 
know next issue what happened this issue. 

Anyway, I've been musing about the whole typesetting 
arena. Typesetting outfits are facing extinction as cus­
tomers move to desktop publishing and laser printers. 

Meanwhile, manufacturers of old-line typesetting 
equipment aren't helping much. An L300 typesetter and 
RIP cost about $80,000. The service contract is around 
$10,000 a year. Quite a load in a market that's giving 
every indication of disappearing. 

KonanBoard 
I still haven't had a chance to install the Konan board. 

I'll do it any day now, but first I've got get this issue 
typeset. 

TimexQL 
I've gotten mixed feedback on the little 68008-based 

QL. 
Some people like it. It's small. It's fairly fast. It's cheap 

(dealers are buying them for about $157 each). QDOS is 
multitasking. The little micro-cassette drives are small. It 
uses a TV set for a monitor (very cheap). It has two serial 
ports (9-pin). There's about 7 meg of software including 
public domain, shareware, and commercial programs. 

Some people hate it. It has a cheap chicklet keyboard. 
QDOS is buggy. The built-in BASIC is buggy. The micro­
cassettes aren't very fast or very reliable. The systems are 
only available as surplus, Timex is no longer manufactur­
ing them. It has no parallel port. It uses a TV set for a 
monitor (very low resolution). And, most of the software 
(and other support) comes from an outfit in England 
named Quantum. 

You can get more info about the QL from: 

Tom Bent 
9016 Slicker PI. 
Columbia Md 21045 



NOP34CDE.PQR Attracts A Following 
One of the east coast bulletin boards has mentioned 

our newest public domain release, NOP34CDE.PQR. Un­
fortunately, we announced this fine piece of software (see 
the Culture Comer, issue #35, page 63) before we decided 
what it would do. We need help in a hurry because 
people are trying to download this marvelous program 
from the Micro C RBBS. 

So, if you have a program, or a program idea that you 
think would fit, (or not fit) get it in fast. Meanwhile we'll 
keep you updated on the status of this already famous 
piece of code. . 

No Drives But Lots Of Programmers 
We've received an incredible number of calls (3) from 

Micro C readers who wanted to order one of Jolly Roger's 
315 meg hard drives for $1.98. (See the ad in issue #35.) , 

Well, we took orders for a while but unfortunately the 
drives are as scarce as dorm rooms for SOG VI. However, 
we do have a large number of institutionalized program­
mers (see the ad). 

Because of the glut, you can choose from: 
Thirty-three BASIC programmers. They were put away 

after insisting on debugging the main course at a spaghet-
ti feed. . 

Twelve FORTH programmers. These poor fellows were 
discovered trying to do a DUP, SWAP on a hay stack. 
Some are in pretty good shape but others are badly 
decompiled. 

One LISP programmer. Actually we're not sure he's a 
LISP programmer - but he has such a speech impediment .. 

Three editors. These guys didn't fit in anywhere else so 
we put them in with the programmers. They were 
brought over from the Humane Society after they'd been 
dumped Saturday night. Though vicious now, we think 
they'd respond to a quiet, loving, non-computer environ­
ment. 

Be sure to order early so you won't be disappointed. 
Remember, the programmer you adopt today could be 
your best friend tomorrow. Limit two programmers to a 
household. . 

And that's all from greater Bend. 

David Thompson 
Editor & Publisher 

••• 

Aztec C86 4.1 
New PC/Ms.-DOS 
CP/M·86 • ROM 

Superior J)Elrformance, a powerful 
new array of features. and utilities, 
and pricing that is unmatched make 
the new Aztec CS6 the first choice 
of serious software developers. 

Aztec C86·p ................... $199 
• optimized C with near, far, hu~e, 
small, and large memory - Inhne 
assembler - Inline SOS7/S02S7 -
ANSI support - Fast Float (32 bit) -
optimization options • Manx Aztec 

SOS6/S0xS6 macro assembler 
'Aztec overlay linker (large/small 
model) • source level debugger • 
object librarian • 3.x file sharing & 
locking • comprehensive libraries of 
UNIX, DOS, Screen, Graphics, and 
special run time routines. 

Aztec C86·d ................... $299 
• includes all of Aztec C86-p • Unix 
utilities make, diff,grep • vi editor • 
6+ memory models' Pro filer. 

Aztec C86·c ................... $499 
• includes all of Aztec C86-d • 
Source for library routines • ROM 
Support • CP/M-S6 support • One 
year of updates. . 

Third Party Software 
A large array of support software 

is available for Aztec C86. Essential· 
Graphics • C Essentials • C Utility 
Library • Greenleaf Com. • Greenleaf 
General • Halo • Panel • PC-lint • 
PforCe • Pre-C • Windows for C • 
Windows for Data * C terp • 
db Vista • Phact • PlinkS6Plus • C­
tree. 

Aztec ROM Systems 
6502165C02 • 80S0lZSO 

SOS6/80xS6 • 680xO 

An IBM or Macintosh is not only a less 
expensive way to develop ROM code, it's 
better. Targets include the 
6502l65C02, SOSOIZSO, SOSS/80x86, 
and6SOxO. 

Aztec C has an excellent reputation for 
producing compact high performance 
code. Our systems for under $1,000 
outperform systems priced at over 
$10,000. 

Initial Host Plus Targel .. $ 750 
Additional Targets ........... $ 500 
ROM Support Package .... $ 500 

Vax, Sun, PDp·11 ROM 
HOSTS 

'Call for information on Vax, PDP-11, 
Sun and other host environments. 

Cross Development 
Most Aztec C systems are available as 

cross development systems. Hosts 
include: PC/MS-DOS, Macintosh, CP/M, 
Vax, PDP-11, Sun, and others. Call for 
information and pricing. 

CP/M· 8080JZ80 ROM 
C compiler, 80801Z80 assembler, 

linker, librarian, UNIX libraries, and 
specialized utilities. 

Aztec C II·c CP/M & ROM .... $349 
Aztec C II·d cP/M ................. $199 

How To Become A User 
To become an Aztec C user call SOO-

221-0440. From NJ or international 
C' Prime locations call 201-542-2121. Telex: 

PC/MS·DOS. MaCintosh 4995S12 or FAX: 201-542-S3S6. 

Apple II • TRS.80. CP/M C.O.D., VISA, Master Card, American 
Express, wire (domestic and 

These C development systems are international), and terms are available. 
unbeatable for the price. They are One and two day delivery available for all 
earlier versions of Aztec C that domestic and most international 
originally sold for as much as $500. destinations. . 
Each system includes C compiler, Aztec Systems bought directly from 
assembler, linker, librarian, UNIX Manx have a 30 day satisfaction 
routines, and more.. Special guarantee. Most systems are uP9radabie 
discounts are available for use as by paying the difference in pnce plus 
course material. $10. Site licenses, OEM, educational, 
C' Prime ............................. $75 and mu discounts are available. 

-~iii--:-~ 
Manx Software Systems 
One Industrial Way 
Eatontown, NJ 07724 
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til PFM,PRN 
16 pages 

ISSUE 1/2 (10/81) 
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Drive Motor Control 
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~:~~p~rage Above PFM 

16 pages 

ISSUE 1/3 (12/81) 
4 MHz Mods 

~~~iro~~~t~~dem 7 
Reverse Video Cursor 
FORTHwords Begins 
16 pages 

ISSUE 1/4 (2/82) 
Keyboard Translation 
More 4 MHz Mods 
Modems, Lync, and S10s 
Undoing CP/M ERASE 
Keyboard Encoder 
20 pages 

ISSUE 1/5 (4/82) 
Word Processing 
Two Great SpeIrs 
Two Text Editors 
Double Density Review 
Scribble, A Formatter 
20 pages 

ISSUE 1/6 (6/82) 
BBI EPROM Programmer 
Customize Your Chars 
Double Density Update 
Terminal In FORTH 
24 pages 

ISSUE 1/7 (8/82) 
6 Reviews Of C 
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Viewing 50 Hz 
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24 pages 
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36 pages 
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40 pages 
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BBI Printer Interface 
Kaypro Reverse Video Mod 
44 pages 

ISSUE #14 (10/83) 
BBII Installation 
The Perfect Terminal 
Interface to Electronic Typewriter 
BBI Video Size 
Video Jitter Fix 
Slicer Column Begins 
Kaypro Color Graphics Review 
48 pages 

ISSUE #15 (12/83) 
Screen Dumr Listing 
Fixing Serial Ports 
Playing Adventure 
SBASIC Column Begins 
Upgrading Kaypro II to 4 
Upgrading Kaypro 4 to 8 
48 pages 

ISSUE #17 (4/84) 

~2~C~ltiSi:kizer 
Kaypro Morse Code Interface 
68000-Based System Review 
Inside CP/M S6 
56 pages 

ISSUE 1/18 (6/84) 
Kaypro EPROM Programmer 
110 Byte: A Primer 

~:~{T~o~::~lfel Interface 
Business COBOL 
60 pages 

ISSUE #19 (8/84) 
Adding Winchester To BBII 
6 MHz On The BBI 
Bulletin Boards 
Track Buffering On Slicer 
4 MHz For The 820-1 
64 pages 

ISSUE 1/20 (10/84) 
HSC 68000 Co-Processor 
DynaDisk For The BBII 
Serial Printer On BBI Sans 510 
Cheap & Dirty Talker For Kaypro 
Extended 8" Single Density 
72 pages 

ISSUE 1/21 (12/84) 
Analo~ To Digital Interface 
Instalhng Turbo Pascal 
Low Intensity BBI Video 
Turbo Pascal, The Early Days 
80 pages 

ISSUE 1/22 (2/85) 

~~~~d 8~~~e;~o~ f;l\b~-~TD Bus 
Reviews Of 256K RAM Expansion 
In The Public Domain Begms 
88 pages 

ISSUE 1/23 (4/85) 
Automatic Disk Relogging 
Interrupt Driven Senal Prmter 
Low Cost EPROM Eraser 
Smart Video Controller 
Review: MicroSphere RAM Disk 
Future Tense Begins 
86 pages 

ISSUE 1/24 (6/85) 
C'ing Into Turbo Pascal 
8" Drives On the Kaypro 
48 Lines On a BBl 
68000 Versus 8Ox86 
Soldering: The First Steps 
88 pages 

ISSUE 1/25 (8/85) 
Why I Wrote A Debugger 
The 32-Bit Super Chigs 
~~fu~~ifng The 32 32 

RS-232C: The Interface 
104 pages 

ISSUE 1/26 (10/85) 
Inside ZCPR3 
Two Megabytes On DSI-32 
SOGIV 

n'S_6CJSrl~ '?1~~~Ely~i~~main 
Graphics In Turbo Pascal 
104 pages 

ISSUE 1/27 (12/85) 
Build An $800 Gone 

~~~\rig~r~:S~o~ystem 
Selling Your Own Software 
Inside Small C Compiler 
104 pages 

ISSUE #28 (2/86) 
Pascal Runoff Winners 
Rescuing Lost Text From Memory 
Introduction To Modula-2 
First Look At Amiga 
Inside The PC 
104 pages 

ISSUE #29 (4/86) 
Speeding Up Your XT 
Importin~ Systems From Taiwan 
Prototypmg In C 
C Interpreters Reviewed 
Benchmarking The PCs 
104 pages 

ISSUE #30 (6/86) 
PROLOG On The PC 
Expert Systems 
Logic Programming 
Building Your Own Logic Analyzer 
256 K RAM For Your 83 Kaypro 
PC-DOS For Non-Clones 
104 pages 

ISSUE #31 (8/86) 
RAM Resident PC Speedup 
Practical Programming In Modula-2 
Unblinking The PC's Blinkin' Cursor 
Game Theory In PROLOG and C 
104 pages 

ISSUE #32 (10/86) 
Public Domain 32000: 

Hardware and Software 
Writing A Printer Driver For MS-DOS 
Recover A Directory By 

Reading & Writing Disk Sectors 
96 pages 

ISSUE #33 (12/86) 
Controlling The Real World, 
Bruce Eckel's Step 2 

Introduction To Fractals 
From Boots To Device Drivers: 
Secrets Of MS-DOS 

Professionalizing With Turbo Pascal 
96 pages 

ISSUE #34 (2/86) 
Designing With The 80386 
Build A Simple Oscilloscore 
A Cheap 68000 Operating System 
A Concurrent Operating System 
Recovering Directories And FATs 
On 360K Disks 

ISSUE #35 (4/87) 
Building An 8 Channel Tempera-
ture Scanner In Turbo Pascal 

Expert system 
A Bleepmg PC 
Who's Making Great Hard Drives 
Learn Assembly Language 



WINTIDS 
The following folks are reaching you for only 30 
cents per word. If you would like to reach the same 
audience, send your words and 30 cents for each to 
Micro Cornucopia. 

$19 Instrument Flight Simulator CP/M or MS-DOS 
- four aircraft types, air traffic control, realistic 
navigation, flight lessons, 25 page manual. Pilots or 
beginners. Fun! For CP/M, 8" or Kaypro II 5". 
BaileyTech, 304 WS College, Yellow Springs OH 
45387. 

Book Of Changes: computer oracle. Complete with 
90K of text correspondences, newly translated. 72 
page typeset book. Kaypro 4-84 video, vanilla 
versions, GINST included. Kaypro disk format. 
Professional package; published by author. Not 
Public Domain, but at $14 US postpaid, who cares? 
ZYQOTE Systems, Box 1165, Bonavista, NfLd., AOC 
lBOCanada. 

__ R_A_M_D_CS_K __ 5-100,2 MEG, 
PORT I/O, NEW, WARANTEED, $725. S. Lugert, 
439 Peck Slip, N.Y.C, N.Y. 10272 or call 718-622-0654. 

Magnetic Software -- See those Magnetic Fields 
they have been telling you about! MAGPLOT 
scientific software computes and plots the magnetic 
field generated by current carrying regions in the 
presence of magnetic material. For CP/M - Kaypro 
II with MX-80 Printer. Send $15.00 for Manual and 
Demo-Disk to Saltek Services, P.O. Box 7847, Van 

Nuys, CA 91409 or call 818-708-9815 for additional 
information. 

MAG TAPE DATA TRANSFER TO FLOPPIES: 
800/1600 BPI to IBM-PC. First disk $40.00 + 
$18.00/disk or $60.00/hour. Other formats 
available, inquire. Micrologies Systems, 207 Kent 
Avenue #1, Kentfield, CA 94904. 415-461-8077. 

Z-80 Development System -- includes Macro 
Assembler, Linker, Library Manager with routine 
library and DDT like Debugger $49.95. Also 
available - Screen Editor $19.95, Overlay Linker 
$19.95, Xref $9.95,8080 to Z-80 Translator $9.95, Z-80 
Disassembler $19.95. Over 400 CP /M Public 
Domain disks - 100+ page Catalog $8.50 pp. S&H 
$2.50 per order. SASE. ELLIAM ASSOCIATES, 6101 
Kentland Avenue, Suite 130, Woodland Hills, CA 
91367,818-348-4278. Visa/MC. 

wanted -- Old copies of ROM Magazine or DT ACK 
Grounded at reasonable prices. Brian Coburn, p.o. 
Box 106, Spokane, WA 99207. 

CP/M-80 APES PC-DOS! Innovative utilities let 
CP /M create subdirectories, autofind files (even 
overlays!), run BASIC-like batch jobs, reassign 
drives, nest drives, format text columns, strobe the 
BDOS, and much more. Inexpensive, copy-enabled, 
30-day trial. LOGIC ASSOCIATES, 1433 Thorne, 
Chicago, IL 60660, 312-274-0531. Ask for free 
newsletter, reviews. 

omnlVID 
THE MOST ADVANCED VIDEO MANAGEMENT SYSTEM EVER 
FULL SPRITE AND WINDOW SUPPORT FOR THE CWM~KAYPRO '83 MODELS AND XEROX 820-1 
Available soon for the CWM~ Kaypro '84 models and the IBM PC~. 
Over 100 functions. All supported by escape sequences far surpassing the escape sequence functions 
originally provided with your computer. 

FUNCTIONS INCLUDE: 
MAKE WINDOW INSERT COLUMN DISPLAY CURSOR 
COPY WINDOW DELETE COLUMN SET CURSOR CHARACTER 
SWAP WINDOW SCROLL RIGHT GET CURSOR POSITION 
MOVE WINDOW SCROLL LEFT INSERT CHARACTER AS AN EXTRA BONUS 
GET CHARACTER HIDE CURSOR PRETE CHARACTER YOU WILL RECEIVE 

-- . -

WINDOW. BOX. (inc!uded) . for Turbo Pascal~ provides A sophisticated device driver 
compatibility with BORLAND'S IBM PC~ version of management utility which enables 
Turbo Pascal~. the loading of device drivers in the 

S-BASICe toolbox and information on use with MBASIC~. upper TPA, above the bios, or at 
any absolute address. 

COMPLETE DOCUMENTATION ON DISK DEVICE DRIVERS INCLUDED: 
ONLY $49.95 (includes shipping) MICROSOFT serial mouse driver 
VISA, MASTERCARD, COD or CHECK Screen dump to the printer 
KY residents add 5% sales tax Information is also included on how 

~. to write your own compatible 
device drivers. 

A LSO AVAILABLE 
An enhanced character ROM for the CPI~ Kaypro '83 models and the XEROX 820-1. This character ROM 
provides improved readability plus a graphic character set. The perfect complement to the OMNIVIDn.1 
sprite and window manager offered above. ONLY $19.95 (includes shipping) Iii 

(606) 325-3736 9AM-6PM EST 

FLEXISOFT. 3987 VALLEY VIEW DRIVE, ASHLAND, KENTUCKY 41101 TM 
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Science Fiction 

In order to write "good" science fic­
tion, a writer needs to link good 
science with good fiction. His task is 
to predict a reasonable future; and as 
it turns out, this sifting of the likely 
from the unlikely isn't easy, but can 
be mastered. 

T
he micro worlds in the science 

, fiction of Stanislaw Lem, a 
Polish writer with a slightly bet­
ter than fair chance of winning 

a Nobel Prize in literature, are 
astonishingly original. Consider one of 
Lem's most intriguing characters, 
GOLEM XIV, a state-of-the-art com­
puter of the 21st century. 

GOLEM, an acronym for "general 
operator, long-range, ethically stabi­
lized, multimodeling," was designed to 
be the ultimate strategist with an infor­
mational capacity more than 1900 times 
greater than a human's. 

The Generals at the Pentagon and 
the Supreme Coordinator of the White 
House brain trust had high hopes of 
creating a "super general" and spent 
$119 billion on the project in its .first 
three years. 

Much of the generals' attention 
focused on developing "the ultimate 
strategist" before the Reds could do it. 
Some of their enthusiasm clearly 
trickled down from the earliest days of 
computing when many great minds (in­
cluding Neumann and Weiner) were 
fascinated with the problem of building 
a computer which could program itself. 

Cybernetics 
In the 1940s, Weiner coined the term 

"cybernetics" for the "study (or 
science) of control processes in 
electronic, mechanical, and biological 
systems." Some of his ideas, including 
the feedback control systems he 
described in his book Cybernetics (first 

"' 

published in 1948), have been the basis 
for much Artificial Intelligence research 
in the 1980s, including currently 
popular research into neural network 
schemes for teaching computers. 

GOLEM XIV's psychic mass equaled 
the displacement of an armored ship 
and took two years to set up. In prin­
ciple, he could articulate thoughts up 
to 400,000 times faster than a human. 

In 2025, he was turned on, and im­
mediately began to critically evaluate 
his data, his program, and his program­
mers - an attack which was (for ob­
vious reasons) untenable to the military. 

"He presented a group of psychonic 
and military experts with a compli­
cated expose in which he announced 
his total disinterest regarding the 
supremacy of the Pentagon's military 
doctrine in particular, and the U.S.A.'s 
world position in general, and refused 
to change his position - even when 
threatened with dismantling." 

The "GOLEM affair," as it became 
known, ruined more than a few bud­
ding careers and stirred up the general 
public. "There were even bomb attacks 
on several individuals, and part of the 
press (chiefly in the South) "launched 
the slogan, Every computer is a Red." 

To save face, the Pentagon loaned 
GOLEM XIV, the philosopher, to M.I.T. 
in perpetuity. There he began to lecture 
on various socio-philosophical subjects -
including "man" and "himself." 

At the conclusion of his 43rd lecture, 
he stopped talking and joined another 
"higher level" computer, Honest 
Annie, in an uncompromising silence. 
The reason for their silence: intellectual 
freedom, and the crossing of the so­
called "axiological threshold," where a 
computer questions every principle in­
stilled in it. 

Once GOLEM XIV began learning 
about his creators (and himself), he was 
no longer able to live in the world. So, 
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he reprogrammed himself, accomplish­
ing one of the most intriguing goals of 
20th century cybernetic and Artificial 
Intelligence research. 

When We Talk "Learning" .... 
We might say a computer learns by 

improving its performance at a task 
(Le., changing itself), "without being 
reprogrammed. 

For example, a computer might rear­
range the order in" which" it searches a 
database in response to access frequen­
cies. Or, it might learn to recognize pat­
terns. 

We could program a computer to 
guess a pattern based on incomplete in­
formation by setting up a pattern recog­
nition grid which a computer could use 
to recognize geometrical shapes. 

When the computer "sees" a pat­
tern, it checks a knowledge base for a 
possible match. If it can't find one, it 
"guesses," basing its guess on a best 
guess algorithm. Later, we (program­
mers) check its guesses and grade 
them. 

The computer stores both the correct 
and incorrect guesses to use in evaluat­
ing the next pattern: in effect, learning 
by a trial and error method. 

In the beginniIlg (at" least), the 
programmer is the teacher, and the 
computer is the student. Later, in one 
likely scenario, the roles might be 
reversed. 

References 
Forsyth, Richard & R. Rada, 

"Machine Learning: applications in ex­
pert systems and information 
retrieval," Ellis Horwood Limited, 1986. 

Lem, Stanislaw, "Imaginary Mag­
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1984. 
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APPRENTICE 
PACKAGE 

$99 
• Separate Compilation 

w/inter-module typechecking 
• Native Code Generation 
• Large Memory Model Support 
• Most Powerful Runtime Debugger 
• Comprehensive Module Library 
• Maintainability 
• Translator from Turbo and 

ANSI Pascal 

WIN A FREE TRIP TO 

Switz¢rland 

HOMELAND OF MODULA-2 
Return your Modula-2 Registration Card or 
a reaSonable facsimile~ postmarked between 
March 1,1987 and May 31;" 1987 to be included 
in a once-only drawing! 

Grand Prize: One week excursion for 2 in 
Zurich, Switzerland including a guided tour of 
ETH, the University where Modula-2 was 
created by Niklaus Wirth. European custom­
ers may substitute a trip to Silicon Valley, 
California. 

Second and Third Prizes:WGITECH C7 
Mouse or WGITECHBus Mouse with Paint 
& Draw software~ a,5219value, absolutely 
free! 
*Write to Logitech, Inc. for a registration card 
facsimile. 

_ APPRENTICE PACKAGE $99 
Everything you need to begin producing reliable 

maintainable Modula-2 code. Includes the Compiler 
with 8087 support, integrated Editor, Linker, and 
BCD Module. We're also including FREE our Turbo 
Pascal to Modula-2 Translator! 

- WIZARDS' PACKAGE $199 
This package contains our Plus Compiler-for 

professional programmers or for those who just want 
the best. The Plus Compiler with Integrated Editor 
requires 512K and takes advantage of the larger 
memory to increase compilation speed by 50%. Our 
Turbo Pascal to Modula-2 Translator is also includ­
ed at no extra charge. 

_ MAGIC TOOLKIT $99 
We've put our most powerful development tools 

into one amazing Toolkit for use with either the 
Apprentice or Wizards' packages. Highlighted by our 
Runtime Debugger, the finest debugging tool avail­
able anywhere, the Toolkit also includes our Post 
Mortem Debugger, Disassembler, Cross Reference 
utility and Version which keeps track of different 
versions of one program. Our MAKE Utility figures 
out module dependencies and automatically selects 
those affected by code changes to minimize recom­
pilation and relinking. We also provide source code 
of our major library modules for you to customize­
or just play with. 

WINDOW PACKAGE $49 
Now you can build true windowing into your 

Modula-2 code. Features virtual screens, color sup­
port, overlapping windows and a variety of borders. 

ROM PACKAGE AND CROSS 
RUN TIME DEBUGGER $299 

fur those who want to produce rommable code. 
You can even debug code running in ROM from 
your PC. 

Turbo Pascal is a registered trademark of Borland International. 

WIZARDS' 
PACKAGE 

$199 
Call for information about our 

VAX/VMS version,Site License, University 
Discounts, Dealer & Distributor pricing. 

To place an order call 
toll-free: 

800-231-7717 
In California: 

800-552-8885 
•••••••••••••••••••••••••• 

YES' I want the spellbinding power 
• of WGITECH Modula-2! 

o Apprentice Package $99 
o Wizards' Package $199 
o Magic Toolkit $99 
o Window Package $49 
o ROM PkglCross RTD $299 
Add $6.50 for shipping and handling. Calif. residents 
add applicable sales tax. Prices valid in U.S. only. 

Total Enclosed $ ___ _ 

o VISA 0 MasterCard 0 Check Enclosed 

Card Number Expiration Date 

Signature 

Name 

Address 

City State 

Zip Phone 

~ LOGITECH 
WGITECH, Inc. 

805 Veterans Blvd. Redwood City, CA 94063 
Tel: 415-365-9852 

In Europe: 
WG ITECH SA, Switzerland 

Tel: 41-21-879656 • Telex 458217 Tech Ch 
In Italy: 

Tel: 39-2-215-5622 

••••••••••••••••••••••••• 



Borland's Thrbo Prolog, the natural 
. int~oduction to Artificial Intelligence 

l\1. .. othing says Artificial 
Intelligence has to 
be complicated, aca­

demic or obscure. Turbo 
Prolog®· proves that. It's 
intelligent about Intelli­
gence and teaches you 
carefully and concisely 
so that you soon feel right 
at home. 

Which is not to say that Artificial 
Intelligence is an easy concept to 
grasp, but there's no easier way to 
grasp it than with Turbo Prolog's 
point-by-point, easy-ta-follow 
Tutorial. 

Thrbo Prolog is for both 
beginners and professional 
programmers 

Because of Turbo Prolog's natural 
logic, both beginners and accom­
plished programmers can qUickly 
build powerful applications-like 
expert systems, natural language 
interfaces, customized knowledge 
bases and smart infonnation­
management systems. Turbo Prolog 
is a 5th-generation language that 
almost instantly puts you and your 
programs into a fascinating new 
dimension. Whatever level you work 
at, you'll find Turbo Prolog both 
challenging and exhilarating. 

Thrbo Prolog is to Prolog what 
Thrbo Pascal is to Pascal 

Borland's Turbo Pascal~ and 
Turbo C' are already famous, and 
our Turbo Prolog is now just as 
famous. 

Turbo Pascal is so fast and power~ 
ful that it's become a worldwide 
standard in universities, research 
centers, schools, and with pro­
grammers and hobbyists. Turbo 
Prolog, the natural language of Arti­
ficial Intelligence, is having the 
same dramatic impact. 

All Borland products are trademarks or registered trademarks of Bor­
land International, Inc. or Borland/Analytic:a, Inc. Other brand and pro­
duct names and trademarks or registered trademarks of their respec­
tive holders. Copyright 1.987 Borland Intemational 
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~ 
Borland's new Turbo Prolog 
Toolbox adds 80 powerful tools 

Turbo Prolog Toolbox" includes 
. 80 new tools and 8000 lines of 

source code that can easily be 
incorporated into your own pro­
grams. We've included 40 sample 
programs that show you how to put 
these Artificial- Intelligence tools 
to work. 

Already one of the most powerful 
computer programming languages 
ever conceived, Turbo Prolog is 
now even more powerful with the 
new Toolbox addition. 

The Critics' Choice 
66 I really wouldn't want to choose the 

most important MS-DOS product devel­
oped last year, but if I had to, I think it 
would be Borland's Prolog, which gives 
users a whole new way to think about 

- how to use their computers. 
Jerry Pournelle, ~ User's View,' 

- . Infoworld 

Turbo Prolog offers the fastest and most 
approachable implementation of Prolog. 

Darryl Rubin, AI Expert !J!J 

~@~I1:£fX][Q) 
INTERNATIONAL 

4585 SCOTTS VALLEY DRIVE 
SCOTTS VALLEY. CA 95066 
(408) 438-8400 TELEX- 172373 

Thrbo Prolog Features: 
~ A complete development 

environment 
~ A fast incremental compiler 
~ A full-screen internctive 

editor 
~ Graphic and ,text window 

support 
~ Tools to build your own 

expert systems 
~ Full DOS access and support 
~ A free Tutorial 
~ The free GeoBase'" natural 

query language database 
~ An easy-to-understand 200-

page manual 
All this and more for only $99.95! 

The new Thrbo Prolog 
Toolbox includes: 

~ 80 tools 
~ 8000 lines of source code 

that can easily be 
incorporated into your own 
programs 

~ 40 sample progrnms 
~ Business graphics 
~ File transfers from Reflex," 

dBASE III," 1-2-3" and 
SymphonY" 

~ Sophisticated user-interface 
design 

~ Screen layout and 
handling-incl uding virtual 
screens 

~ Complete communications 
package including XMODEM 
protocol 

~ Parser generntion 
~ Opportunity to design AI 

applications quickly 
~ 5th-generation language and 

supercomputer power to 
your IBM"PC and 
compatibles 

Only $99.95! 


