





























































































































































































































































































































































































































































































































Using Office Commands

5 Point to the Number of copies: field and type
the number of copies you want printed.

6 When you are ready to print, press <Enter> or
point to the [OK] icon at the bottom of the
form and press <Bl>.

You see the message filename queued for printing on the
message line (filename is the name of your file).

Printing the Screen Display

You can print the entire screen display from the UNIX
PC console, if you have a dot-matrix printer attached
to it. This command cannot be executed from a remote
terminal logged into the UNIX PC.

To print your console screen's contents:

o Press and hold <Shift>, and then press
<Print>.

A message is displayed that asks you to wait until
printing can begin. The screen display is then added
to the print queue. As soon as the wait message is
removed from the screen, you can continue working, even
though printing may not have begun.

Note

Screen prints are sent to the first dot-
matrix printer set up in the Printer
Setup form, rather than the Default
Printer. To send the screen print to a
different dot-matrix printer, remove all
configured dot-matrix printers from the
Printer Setup form; then configure the
desired printer (serial or parallel)
before configuring any others.
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Refresh Command

The Refresh command is used primarily for redisplaying
the screen of a remote workstation after a message or
stray characters have disturbed the screen display. If
the Refresh command is executed from the local
workstation, the contents of the current window are
redisplayed.

To execute the Refresh command:
o Press <Rfrsh>, or
o Select |Refresh| from the Commands menu, or
o Press <Esc> <r> <f> in sequence.
The contents of the screen (remote workstation) or
current window (local workstation) are redisplayed.
Rename Command
The Rename command changes the names of existing
folders and files. When you rename a folder or file,
you must give it a new name not already used in the
folder that contains it. You should give each folder

and file a unique name that reflects its contents.

You can use either of these methods to enter the Rename
command :

o Press [RENAME].

o Select |Rename| from the Commands menu.
For more information on the various methods of entering
commands, see '"Selecting Objects and Entering Commands"
in this section.
To rename a folder or file:

1 Open or resume the object or folder

containing the folder or file you want to

rename.

2 Point to the folder or file you want to
rename.
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3 Press [RENAME] or select |Rename| from the
Commands menu.

You see this window:

New name for example:

[0K]

The form displays the name of the file you
are renaming. In the illustration above, the
name of the file being renamed is example.

4 Type a new name for the folder or file.

5 Press <Enter>.

The folder or file is renamed.

Run Command

The Run command initiates the execution of programs
that are contained in executable files. Run is the
default command for programs and executable files.

You can use either of these methods to enter the Run
command :

o Point to the executable file and press <Bl>
or <Enter>.

o Select |Run| from the Commands menu.
For more information on the various methods of entering
commands, see "Selecting Objects and Entering Commands"
in this section.

To run a program contained in an executable file:

1 Open or resume the folder containing the
program or exXecutable file you want to run.
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2 Point to the name of the program or
executable file you want to run.

3 Press <Enter> or select |Run| from the
Commands menu.

The program in the executable file begins running.

Security Command

The Security command lets you control access to your
Filecabinet, folders, and files.

You can gain access to a file in three ways and to a
folder in two:

Access Description

Read permission The file or folder can be
examined (read, copied,
searched) by those who have
access.

Write permission The file or the contents of a
folder can be modified by those
who have access.

Run permission A file can be run (executed) by
those who have access. (Does
not apply to folders.)

You can determine whether your Filecabinet, folders,
and files have private, public, or group access.

Private access means that only the owner of the files
has permission to read, write, or run the designated
files.

Public access means that all users have permission to
read, write, or run the designated files.

CGroup access, available with some application packages,
allows you to set up groups having access to the same
files. (If you don't have the applications that allow
you to create groups, group access functions the same
as public access.)
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You can set access permissions for your Filecabinet,
for each folder, or for each file. For instance, if

you have a file that has public read permission and

the file,

, all users can examine or copy
but only the owner can modify it.

You can use either of these methods to enter the
Security command:

o

o

Press [SECURITY].

Select |[Security| from the Commands menu.

For more information on the various methods of entering

commands,

Commands"

see the "Selecting Objects and Entering
chapter in this section.

To change the security permissions of a file or folder:

1

Open or resume the object or folder
containing the file or folder for which you
want to change the security permissions.

Point to the file or folder you want to
change.

Press [SECURITY] or select |Security| from
the Commands menu.

You see the Security form that displays the
settings currently in effect for the folder
or file. For example, if you log in as tutor
and select the example file, the form looks
like this:

Ouner:
Read permissions: Public

Write permissions: Private
Run permissions: Can't run

{0K]
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4 Change as many of the fields as you want.
The individual fields are described below.

For each field, you can press <B3> or <Mark>
to display each of the choices in succession,
or you can press <B2>, <Cmd>, or <Opts> to
select from a menu of the choices.

5 When you are finished changing the form,
press <Enter>.

The fields in the Security form are explained below.

Owner: The owner of the files you create and store in
the Office is normally the user name you used to log
in. For example, if you log in as tutor, the files and
folders you see are owned by tutor. You can use this
field to assign a file or folder to a different owner.

Normally, you will not assign ownership of a file to
another user. You will need to do this, however, for
files you are giving to another user.

The choices for this field are as follows, if you have
not set up any user names on your system:

*i| Security
Security| Ouner
Ouner: i adn

bin
Read permissiony daemon
Write permission| install
Run permissiony 1p
nuucp
root

oo

uucp
uucpadn

Most of these owners are programs responsible for your
system software and need not concern you.
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Caution

Be careful when changing the owner of a
file or folder. 1If you change the owner
of a file or folder to an owner other
than the current user name or to an
owner corresponding to a login you
cannot enter, you may not be able to
make changes to the file or folder, and
vyou will no longer be able to use the
Security command to change the owner
selection back to the original.

Read permissions: You can use this field to determine
if the contents of your files and folders can be
opened, viewed, or copied by others. This command is
useful to prevent unauthorized users from viewing
confidential or sensitive information. The three types
of access for read permissions are:

¢}

Private--Access to the file or folder is
restricted to its owner, typically your user
name, so that only you can open it and see
its contents or make a copy of it. You must
be logged in with the user name shown under
Owner: to view its contents or to copy it.

Note

If a file's read permission is private,
it is also print-protected. Change its
permission to public and print it; then
change its read permission back to
private.

Public--All users of your UNIX PC system can
open and view the contents of the file or
folder and copy its contents.

Group--All users of a group you have set up
can open and view the contents of the file or
folder and copy its contents. Groups can be
created only if you have installed certain
applications that support group access.
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Note

If you don't have any applications sup-
porting group access, group access
functions the same as public access.

You can use this field to determine

if the contents of your files can be edited and if a

user can add or delete files from your folders. This
is useful to prevent unauthorized users from changing
important data. The three types of access for write

permissions are:

(o]

Write-protected--No user, including the
owner, can edit the file or create or copy
files into the folders. However, the owner
can still delete the file or folder.

Private--Only the owner of the file or folder
can make changes to its contents. If its
read permission is public, other users can
modify this file by copying it first. Then
the other user becomes the owner of the
copied file.

Public--All users of your UNIX PC system can
make changes to the file or folder.

Group--All users of a group you have set up
can open and view the contents of the file or
folder and copy its contents. Groups can be
created only if you have installed certain
applications that support group access.

Note
If you don't have any applications sup-
Y

porting group access, group access
functions the same as public access.
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You can use this field to determine
whether programs (executable files) stored in your

Filecabinet can be run (executed) by other users. This
command is useful to Keep unauthorized users from
running your programs. The three types of access for

run permissions are:

o Can't run--The file or folder is not an
executable program. This choice should be
selected for all folders and for files
containing data or text. It does not appear
in the Security form for folders.

o Private--Only the owner of the executable
file can run it.

o Public--All users of your UNIX PC system can
run the executable file.

o Croup--All users of a group you have set up
can open and view the contents of the file or
folder and/or copy its contents. Groups can
be created only if you have installed certain
applications that support group access.

Note

If you don't have any applications sup-
porting group access, group access
functions the same as public access.

Show Layout Command

The Show Layout command (same as the Layout command)
shows the organization of the folders contained in the
file system, beginning with the Filecabinet or current
folder. If this command is executed from the Office,
the layout of the Filecabinet is displayed. If the
command is executed on an object or folder that does
not contain any other folders, you see The current
folder contains only files message. The Show Layout
command is available both from the screen keys (SHOW
LAYOUT) and from the Commands menu (Layout).

For more information on the Layout command, see 'Layout
Command" in this chapter.
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Shutdown Command

The Shutdown command must be entered before you turn
off the power to the UNIX PC. This command can be
executed only from the Commands menu on the UNIX PC
console. It cannot be executed from a remote terminal.

Cautions
Do not turn off the power without

Failure to enter the Shutdown command
before turning the power off can result
in loss of data or damage to your hard
disk.

D Ff 1} ) ki
sure that all users except the user on
the console are logged off and that no

Otherwise, work in progress may be lost
or destroyed.
To enter the Shutdown command:

1 Make sure all remote users are logged off.

2 Select |Shutdown| from the Commands menu.
If other users are on the system, or if there
is incoming or outgoing mail, you see a
warning message. Press <Enter> to continue.

You see a confirmation message requiring you
to respond.

3 Press <Enter> to continue.

If other users are logged in, they will
receive a broadcast message informing them to
log off. The system then waits for one
minute.
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You will briefly see the following message: IF YOU
PLAN ON MOVING OR SHIPPING THE UNIX PC, PLEASE REBOOT
THE DIAGNOSTICS DISK TO PARK THE DISK HEADS. This
message means to insert the Diagnostics floppy disk;
then press the reset button to display the Diagnostics
menu. After choosing the Park Disk Heads selection,
you can safely move or ship the UNIX PC to a new
location.

y 3 k_t] Jisk ] 3 1 i £ oi
fo) i . It is not
necessary to park the disk heads every time you shut

down the system.

When the shutdown procedure is complete, you see the
following message. Do not turn off the power until vou
see the following message:

Ready to power off or reset the machine.
Press RETURN to reboot

You can safely turn the power off now. To continue
using the UNIX PC, press the Return key to restart

(reboot) the system; rebooting can take five to ten
minutes.

me an

The Time command displays the system date and time,
which is for use on remote workstations. It is
selectable only from the Commands menu.

To display the date and time:

1 Select |Time| from the Commands menu.
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You see a Time window similar to the
following:

Fri Hay 38, 9:18 am

Touch ENTER to continue

2 Press <Enter> to remove the window from the
screen.
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You can customize some of the UNIX PC Office features
and operations by using the Preferences object in the
Office window. Some applications also provide
preferences that let you customize the application.
See your application manuals for details.

The entire workstation can be set up in several ways so
that all users are affected. See the Managing the UNIX
PC section of this manual for details.

Preferences Summary

All of the features and functions you can customize
using the Preferences object are listed below. These
features are described in detail at the end of this
chapter.

Office Preferences
i Displays of Office object and
folder contents can be in any of three formats: the
name of each object followed by its description; the
name alone; or the long form, which includes the name,
description, date of last change, and size.

olde r: The ordef in which Office object
and folder contents are displayed can be any of six
sequences: alphabetical, most recent, least recent,

largest item first, smallest item first, and
alphabetical by type.

Standard window size: Certain displays use a default
window size. You can determine the number of rows and
columns in the standard window.
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W. 2: You can choose the interval in
which the Wastebasket is emptied. All previously
deleted files contained in the Wastebasket are
automatically removed from the system. The Wastebasket
is emptied following a login. So, if your selected
interval is Daily, your Wastebasket is automatically
emptied after you log in every day. The four cleanup
interval selections are Never, Daily, Weekly, or
Monthly. 1If you keep the Never selection, you must
remember to open your Wastebasket periodically and
delete files from it manually.

Note

The following read, write, and run
permissions affect all folders and files
that you create after you change the
preferences settings. Any folders and
files you created prior to the
preferences change may not have the same
permissions. Use the Security command
to see and, if you like, change the
current permission for any folder or

file.
Read permissions: You can use this field to control
whether other users can view or copy folders and files
belonging to the current user name. Two read

permission settings can be used: Private and Public.
Write permissions: You can use this field to control
whether other users can update or modify files and
folders belonging to the current user name. Three
write permission settings can be used: Private,
Public, and Write protected.

issi You can use this field to control
whether other users can run executable files belonging
to the current user name. Three run permission
settings can be used: Private, Public, and Can't run.
All text files should have permissions set to Can't
run.
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1ti- i ?2: You can use this field to create an
Office object called Other Users. The Other Users
object allows you to work with the Offices,
Filecabinets, folders, and files of other users of the
system along with the Filecabinet, folders, and files
of your own user login. Two selections can be used for
this field: Yes and No. Yes causes Other Users to be
added to your Office.
1 You can turn off display of the
Command menu so that no menu appears when you press the
Cmd key. This field is useful if you know what the
commands are and want to type them as rapidly as
possible. It speeds response time when you are working
from a remote terminal.

Turn screen off after: You can set up automatic

blanking of your screen after a specified time interval
of no keyboard or mouse input. Your time interval can
be any number of minutes from 1 through 59. If you set
this field to 0, the screen never blanks automatically.

Default editor: This selection displays the editor you
use automatically when working with standard files.

The default editor originally supplied with the system
is ed, a UNIX line editor. The pathname for ed is
/bin/ed. If you have installed another editor--for
instance, vi-- you may want to use it as the default
editor. If so, type the pathname to the editor in this
field. The pathname for vi is /usr/bin/vi.

Default shell: This selection appears if you have been
assigned expert status. Expert status displays UNIX
System in your Office window and allows you to access
the UNIX operating system from your Office. For more
information on expert status, see "Adding New Users" in
the "Updating the UNIX PC'" chapter in the Managing the
UNIX PC section of this manual. When you select UNIX
System, you will be using the default shell shown in
this field. The pathname for the UNIX System V shell
is /bin/sh. The pathname for the Korn shell is
/bin/ksh (available with the optional Development Set
software) .
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Application Preferences

Some applications have preference settings. Your
applications manuals describe these settings.
Displavi the Pref M

To change any of the user preferences, display the
Preferences menu, choose the type of preferences you
want to change, and then fill out a form.

To display the Preferences menu:

1 Resume the Office window, if it is not the
active window.

2 Point to |Preferences| and press <Enter>.
3 You see the following Preferences menu. Your

menu may contain additional choices if you
have installed optional software:

@ﬂffice of tutor

Adninistration
Clipboard
Filecabhinet
Floppydisk
Eﬂiﬂiéiﬂﬂﬂﬂg
Printers
Hastebasket

&3]

Preferences
X]

23]

4 Point to the type of preferences you want to
change and press <Enter>.

o . the Offi Pref

Choosing the Office selection of the Preferences menu
displays a form that allows you to customize the way

the UNIX PC Office is presented on your screen. The

following procedure shows you how to change any field
in this form.
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To change the Office preferences:

1 Point to |Office| in the Preferences menu and
press <Enter>, displaying the form below,
which shows the default values of the
settings:

[Fs] Preferences

(ffice preferences
Folder display type:
Folder display order: Alphabetical
Standard window rous: 12 columns: 75
Empty Hastebasket? Never
Read permissions: Public
Write permissions: Private
Run pernissions: Public
Hulti-user items? No
Display command menu? Yes
Turn screen off after B minutes
Default editor: /bin/ed

[OKY

2 Move the highlight to the field you want to
change. .

You can use the arrow keys, the Tab key, the
Next and Prev keys, or the Return key to move
the highlight. You can also move the mouse
pointer and press the Bl mouse button to move
the highlight to the desired field.

3 Select the desired preference setting.

The message line explains the possible
entries for each field.

If the message line prompts you to select an
entry, you can select the preference settings
from a menu by pressing the Cmd or Opts key
or the B2 mouse button. You can also step
through possible preference settings by
pressing the Mark key or the B3 mouse button.

If the message line prompts you to enter a
response, type your new entry.
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4 Continue pointing to fields and changing the
entries until all the fields display the
choices you want.

5 When you have finished changing the form,
press <Enter> to execute the changes on the
Office preferences form. You see the
Preferences menu again.

6 Press <Exit> or <Cancl> to remove the
Preferences menu from the screen.

Office Preferences Fields

The following paragraphs describe the choices for each
Office preference field.

Folder display type:

scri i is the default. When you open any
folder or the Filecabinet, Wastebasket, Floppydisk, or
Clipboard, the list of folders and files is shown, with
each folder and file name followed by a description of
that folder or file. For example, the entry for a file
folder named myfolder is displayed as myfolder - File
folder.

In this form, the name of each folder and
file is followed by its description, the date it was
created or last changed, and its size in characters.

In this format, your folder windows 1list
only folder and file names; the description of each
folder and file type is not shown.

Folder display order:

Alphabetical is the default entry. Objects within a
folder are listed in alphabetical order. Any names
beginning with capital letters are displayed first.

Most recent: Objects are displayed in order from the
most to the least recently created or changed.

Least recent: Objects are displayed in order from the
least to the most recently created or changed.

3-102



Changing User Preferences

Largest first: Objects are displayed in order from
largest to smallest.

Smallest first: Objects are displayed in order from
smallest to largest.

Alphabetical by type All objects of the same type are
grouped together and alphabetized within each group.
For example, all file folders are displayed in
alphabetical order, then all standard files in
alphabetical order, and so on.

Standard window rows: The default entry is 12. The
standard window height is 12 rows. You can enter any
new value from 5 through 18.

Standard window columns: The default entry is 75. The
standard window width is 75 columns. You can enter any
new value from 20 through 76.

Empty Wastebasket?

Never is the default entry. The Wastebasket is never
emptied automatically.

Daily: The Wastebasket is emptied automatically after
you log in each day.

Weekly: All objects that have been in the Wastebasket
for more than 7 days are deleted automatically after
you log in.

Monthly: All objects that have been in the Wastebasket
for more than 1 month are deleted automatically after
you log in.

Permissions: Note that new values in the permission
preferences affect only those files and folders created
after the new values are assigned. You can use the
Security command to check and change permissions for
specific files or folders.

Read permissions:
Private: Only someone logged in under your user name

can read or copy your files or search through your
folders.
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CGroup: Any member of the group you have set up can
read or copy any files and search any folders.

Public is the default entry. Any user who can log in
can read or copy any files and search any folders.

Write permissions:

Write protected: Folders and files cannot be updated
or changed by anyone, including yourself, until the
write-protection is removed. A write-protected file
can be deleted unless the folder that contains it is
also write-protected.

Private is the default entry. Only someone logged in
under your user name can edit your files or create or
copy entries into your folders.

Croup: Any member of the group you have set up can
edit your files or create or copy entries into your
folders.

Public: Other users can update any of your folders or
files. You should assign Public write permission on a
file-by-file basis to files and folders to be shared
and modified by other users.

Run permissions:
Can't run: A file is not executable. Data, text
files, and folders are not executable: can't run

permission is always assigned to them by default.

Private: Your executable files can be run only by
someone logged in under your user name.

Group: Any member of the group you have set up can run
your executable files.

Public is the default entry. Anyone can run your
executable files.
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Multi-user items?

No is the default entry. The Other Users object does
not appear in your Office window. See "Working with
Other Users'" in this section.

Yes: The Other Users object appears in your Office
window, so you can access other users' Offices from
your own Office window.

Note

Groups can be created only if you have
installed specific applications that
support group access. If you do not
have any applications that support group
access, group access functions as public
access.

Command menu:

Yes is the default entry. Every time you press the Cmd
key or the B2 mouse button, you see the Commands menu.

No: You do not see the Commands menu when you press
the Cmd key or the B2 mouse button. Instead, you see
the Enter command: prompt. Select No only if you are
familiar with typing Office commands.

Turn screen off: To set up automatic blanking of your
screen, type a number from 1 through 59. This number
specifies the number of elapsed minutes before your
screen goes blank when there is no input. If you do
not want the screen to blank automatically, specify 0
minutes. You prolong the life of your screen by
blanking it when you're not using it. As soon as you
press any kKey or move the mouse, the screen display is
restored. Note that this field sets automatic blanking
for all console users on the system, not for individual
user logins.

3-105



Changing User Preferences

Default editor: This selection displays the editor you
automatically use when working with standard files.

The default editor originally supplied with the system
is ed, a UNIX line editor. If you have installed
another editor--for instance, vi--you may want to use
it as the default editor. If so, type the pathname to
the editor in this field. The pathname to the ed
editor is /bin/ed. The pathname to the vi editor is

/usr/bin/vi.

Default shell: This selection appears if you have been
assigned expert status. Expert status displays UNIX
System in your Office window and allows you to access
UNIX from your Office. When you select UNIX System,
you use the default shell shown in this field. For
more information on Expert and Normal status, see
"Maintaining the UNIX PC" in the Managing the UNIX PC
section of this manual.

The system is shipped with the UNIX System V shell.

The pathname for this shell is /bin/sh. If you have
installed the Development software floppy set, the Korn
shell is available through the pathname /bin/ksh.
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You use floppy disks to copy and move information to

and from your hard disk.

For example, you use floppy

disks when you install new software on your UNIX PC and
when you make backup copies of information for
safekeeping.

The following procedures show you how to:

o

o

Handle floppy disks

Use the Floppydisk object in the Office

Display the contents of a UNIX PC floppy disk

Copy entire UNIX PC floppy disks

Copy selected folders and files
floppy disk

Move selected folders and files
floppy disk

Format a UNIX PC floppy disk
Repair a damaged UNIX PC floppy
Format an MS-DOS floppy disk

Read files from and write files
floppy disks

on a UNIX PC

on a UNIX PC

disk

on MS-DOS

For information on backing up and restoring files on

your hard disk,

see '""Maintaining the UNIX PC" in the

Managing the UNIX PC section of this manual.
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Handling F1 Disl

The following procedures are recommended for handling
and storing floppy disks:

(o]

Handle floppy disks by the protective jacket.
Do not touch the magnetic surface that shows
through the jacket.

Keep contaminants such as food, liquids, and
dust away from floppy disks.

If a floppy disk becomes soiled, do not use
it! If you do, the contaminant may be spread
to the drive and then passed on to clean
disks.

Keep magnets away from floppy disks, because
they can erase your data. Your telephone
receiver has a magnet in it. Telephones
should never be placed on or close to disks.
Paper clips kept in magnetic holders can
become magnetized and should not be used near
disks.

Avoid high temperatures, outside the normal
office range. The inside of your car, for
example, can easily become too hot for a
floppy disk.

Floppy disks are flexible, but they should
not be deliberately bent or creased.

Do not put heavy weights on floppy disks or
keep them in stacks or under pressure. Do
not use paper clips or rubber bands on them.

Use only one label per floppy disk. If you
need to change labels, peel the old label off
first. Use a soft felt-tip pen to write on
the label, because a ball-point pen or a
pencil can make dents in the disk surface.

Return the floppy disk to its protective
sleeve as soon as you are finished using it.
Store disks upright when not in use.
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To insert a floppy disk in the floppy disk drive:

1

2

Make sure the power is on.

Remove the keyboard from the keyboard storage
pad to expose the floppy disk drive.

Press the lever on the right side of the disk
drive up and to the right, as indicated by
the arrows on the drive.

Position the floppy disk label side up with
the write-protect notch or protective tape to
your left.

Gently insert the floppy disk into the disk
drive until it stops.

Latch the drive shut by pressing the lever
down and to your left so that it locks into
the vertical position.
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After you have inserted the floppy disk, you can

proceed with your software operation.
disk is in use,

disk drive is 1lit.

Caution
Never raise the lever or remove the

light is on. Doing so can cause data on
the floppy disk to be lost or destroyed.

Re . the F1 Disl

To remove a floppy disk from the drive:

1

Make sure the software operation that was

using the floppy disk drive is finished and

that the light on the disk drive is off.

Press the lever on the right side of the
drive up and to the right.

Pull the floppy disk out of the drive and
return it to its storage envelope.

Note

If you raise the lever on the floppy
disk drive before a software operation
is complete, a warning window appears
within a few seconds. If you see this
window, reinsert the same floppy disk,
lower the lever, and press the Enter
key. Do not raise the lever again until
the software operation is finished and
the red light turns off.
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The F1 Jisk Object

The UNIX PC allows you to work with two types of floppy
disks: floppy disks that have file systems designed
for use with the UNIX PC and floppy disks that have
file systems designed for use with an MS-DOS operating
system. This section describes how to use both types
of floppy disks.

The Floppydisk object in the Office allows you to
display the contents of a UNIX PC floppy disk, copy
UNIX PC floppy disks, format UNIX PC floppy disks, and
repair damaged UNIX PC floppy disks. It also allows
you to format, read from, and write out to MS-DOS
floppy disks.

Floppy disks provide a convenient way to store files,
folders, and programs away from your UNIX PC. You may
want to do this for several reasons:

o You may want to keep separate backup copies
of important files or data by copying these
files from your Filecabinet onto a floppy
disk.

o You may want to lock up confidential data or
files to prevent unauthorized persons from
using them on your system.

You can move these files from your
Filecabinet onto a floppy disk, or you can
create these files and work with them on a
floppy disk, removing the floppy disk when
you are finished.

o You may want to copy or move data or files
from one UNIX PC to another.

Often, the easiest way to move data or files
between two computers is to copy files from
the Filecabinet onto a floppy disk on the
first UNIX PC, move the floppy disk to a
second UNIX PC, and then copy them from the
floppy disk into the Filecabinet on the
second computer.
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o You may want to copy or move files between an
MS-DOS computer and the UNIX PC.

You can read from or write onto most MS-DOS
floppy disks. To use the MS-DOS data files
with your UNIX PC, you must have equivalent
applications installed on both computers or
create a program to translate the data.

When you open the Floppydisk object from the Office,
you see the following window, which displays all of the
Floppydisk selections:

%y 0ffice of tutor

Adninistration -Display Floppy Contents]
Clipboard Floppy Disk Copy

Filecabinet Floppy Disk Format

D Floppy Disk Repair
Preferences MSDOS Disk Format
Printers MSDOS Disk Read
Hastebasket MSDOS Disk Write

X 23]

To open the Floppydisk object:
1 Resume the Office window.
2 Highlight |Floppydisk]|.

3. Press <Enter> or <Bl>.

Displaying the Contents of the Floppy Disk

To see what is contained on a UNIX PC floppy disk, you
must insert a formatted floppy disk into the floppy
disk drive and choose the Display Floppy Contents
selection. You cannot use this selection to display
the contents of an MS-DOS floppy disk or a UNIX PC
Backup floppy disk. You use the Format Floppy Disk
selection to format a new UNIX PC floppy disk.
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To display the contents of a UNIX PC floppy disk:

1

2

4

Point to |Floppydisk| in the Office window.
Press <B1> or <Enter>.
Your Floppydisk menu is displayed.

Point to |Display Floppy Contents]|.

*s] 0ffice of tutor [7] “?_;] Floppy

Adninistration -Display Floppy Contents|
Clipboard Floppy Disk Copy
Filecabinet Floppy Disk Format

np Floppy Disk Repair
Preferences MSDOS Disk Format

Printers MSDOS Disk Read
Wastebasket MSDOS Disk Write

&

Press <Enter> or <Bl>.

You see the following message window:

[
Insert floppy disk
Touch ENTER to continue

or CANCL to stop.
Touch HELP for more information

Insert a floppy disk that has been formatted
for the UNIX PC into the floppy disk drive
and press the lever down, as described at the
beginning of this chapter.

Press <Enter>.
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The files and folders contained on the floppy disk are
displayed in a window that is very similar to the
Filecabinet window. If no files or folders are on the
floppy disk, you will see Empty folder.

You can open and use any of these folders and files in
the same way that you open them from the Filecabinet
window. You can copy and move files and folders
between your Filecabinet and your Floppydisk. You can
delete files and folders from your Floppydisk and
recover them from the Wastebasket. See "Using Office
Commands" in this section for detailed descriptions of
these procedures.

If you attempt to open a folder or file and receive the
Access denial message, the folder or file was created
and modified by another user under a user name
different from the one you are currently using. Use
the Security command to change ownership of the file to
your user name and then open the file. See '"Using
Office Commands' in this section for more information
on the Security command.

When you are displaying the contents of a floppy disk,
the red light on the floppy disk drive is on. When the
red light is on, do not raise the lever or attempt to
A% i . If you do so, you can lose

data from the floppy disk. If you suspect you may have
lost data or otherwise damaged the files contained on a
floppy disk, see "Repairing Floppy Disks'" later in this
chapter.

When you have finished using the floppy disk, you must
close the Floppydisk menu before you can turn the latch
and remove the floppy disk from the drive.

To close the Floppydisk menu:

1 Close all windows you have opened from the
Floppydisk or from any folders it contains.

2 Resume the Floppydisk menu.

3 Press <Exit> or point to the [X] icon and
press <Bl1l>.

You see the message: It is now safe to remove the
floppy disk.
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If you have left open any folders or files that are
stored on the floppy disk, these windows remain on the
screen. You will be prompted to close these windows
before you can remove the floppy disk from the drive.

Before you remove the floppy dlsk from the drive or
1ift the drive lever, yo W ight
is off. Be very careful to do this; otherwise, you may
damage data on your floppy disk.

Note

To avoid accidental damage to a floppy disk
from a remote system, never leave floppy
disks in the floppy disk drive after you are
through using them.

Copyi Entire F1 Disl

The Floppy Disk Copy selection copies the entire
contents of one floppy disk onto another formatted
floppy disk. You cannot specify individual folders or
files to copy. For information on how to copy selected
folders and files, see "Copying or Moving Folders and
Files to the Floppydisk" in this chapter.

Only floppy disks that have been formatted to work with
the UNIX PC can be copied with this procedure. You can

You cannot use this selection to duplicate MS-DOS
disks.

The floppy disk that contains the files you want to
copy 1is called the source diskette; the formatted
floppy disk that you are copying to is called the
target diskette Be sure your target disks are
formatted before you begin the floppy disk copy
procedure. Also, be sure your target disks do not
contain any files you want to keep. The Floppy Disk
Copy selection copies over any existing files on the
target disk.

To copy the entire contents of one floppy disk onto
another:

1 Point to |Floppydisk| in the Office window.

2 Press <Enter> or <Bl>.
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You see the following window:

[5.] 0fFice of tutor [2]

Adninistration Display Floppy Contents
Clipboard ~Flo Disk Co
Filecabinet Floppy Disk Fornat
Floppy Disk Repair
Preferences MSDOS Disk Format
Printers MSDOS Disk Read
Hastebasket MSDOS Disk Hrite

X &)

Point to |Floppy Disk Copy] .

Press <Enter> or <Bl>.

You see a message asking you to insert the
source diskette.

Insert the source diskette (the floppy disk
that contains the files you want to copy) .

Press <Enter> or <Bl>.

The UNIX PC copies the contents of the source
diskette into a temporary storage area on the
hard disk. When the copy is completed, you

see a message asking you to insert the target
diskette.

Remove the source diskette and insert the
target diskette (the floppy disk you want to
copy onto) .

Press <Enter> or <Bl>.

The UNIX PC copies the files from the
temporary storage area onto the target floppy
disk. When the copy is completed, you are
asked if you want to make another copy of the
files in the temporary storage area.
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9 Type y if you want to make another copy:
type n if you do not want to make another
copy .

10 Remove the target diskette from the floppy
disk drive.

, respond to the next

message by inserting a formatted target floppy disk and
pressing the Enter key or the Bl mouse button.

, the floppy disk
copy procedure is completed.
C s Movi Fold 1 Fil t F1 Disl
You can copy or move selected folders and files to a
UNIX PC floppy disk. You may want to do this for
safekeeping or for security reasons.
For information on how to handle floppy disks and
insert them into the drive, see "Handling Floppy Disks"
at the beginning of this chapter.
To copy or move folders or files onto a floppy disk:
1 Open or resume the Filecabinet or the folder
that contains the folders or files you want

to copy or move.

2 Select the folders or files you want to copy
or move.

3 Select the.Copy or Move command.
The message Open destination folder and touch
PASTE appears. The Floppydisk is the
destination.

4 Resume the Office window.

5 Point to |Floppydisk| and press <Enter> or
<B1>.

You see the Floppydisk menu.

3-117



Using Floppy Disks

6 Point to |Display Floppy Contents|.

[Fal Office of tutor Floppy

fdministration -Display Flo Contents|
Clipboard Floppy Disk Copy
Filecabinet Floppy Disk Format

p Floppy Disk Repair
Preferences MSDOS Disk Format
Printers MSDOS Disk Read
Hastebasket | MSDOS Disk Hrite

&)

7 Press <Enter> or <Bl>.
The Insert floppy disk message is displayed.

8 Insert a formatted floppy disk into the

floppy disk drive and then press <Enter> or
<B1>.

A w1ndow showing the contents of the floppy
disk is displayed.

9 Select the Paste command.

The selected folders and files are copied or moved to
the floppy disk, and their names will appear in the
Floppydisk menu.

A UNIX PC floppy disk has a limited capacity. You
should not copy or move a large amount of data to it at
one time. It is safe to copy or move data one or two
files at a time, unless the files are very large. If a
file is too large to fit on one disk, separate it into
two files and save it on two floppy disks.

If you see the message Error in writing (filename) to
floppydisk, this usually means that the floppy disk
does not have enough space to hold the file. Note the
name of the file and try again to copy or move it to a
different floppy disk. If you are attempting to copy
or move one extremely large file to a blank floppy disk
and you receive the Error in writing (filename) to
floppydisk message, you will have to split the large
file into two or more smaller files.
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To remove the floppy disk from the drive, you must
first close all the open Floppydisk folders and files.
Then close the Floppydisk menu, so that the red light
on the drive is off and the message It is now safe to
remove the Floppy disk appears.

c . Movi Fold 1 Fil £ F1 Disk

You can copy or move folders and files from a UNIX PC
floppy disk into your Filecabinet or a folder.

To copy or move folders and files from a floppy disk:
1 Resume the Office window.

2 Point to |Floppydisk| and press <Enter> or
<Bl>.

The Floppydisk menu is displayed.

3 Point to |[Display Floppy Contents]|.

-Display Flo Contents|
Floppy Disk Copy
Floppy Disk Format
Floppy Disk Repair

MSDOS Disk Format
MSDOS Disk Read
MSDOS Disk Write

4 Press <Enter> or <Bl>.
The Insert floppy disk window is displayed.

5 Insert the floppy disk containing the folders
and files you want to copy or move and press
<Enter> or <Bl>.

The Floppydisk menu is displayed.

6 Select the folders and files you want to copy
or move.

3-119



Using Floppy Disks

7 Select the Copy or Move command.

The message Open destination folder and touch
PASTE appears.

8 Open or resume the folder in which you want
to place the copied files.

9 Select the Paste command.

The selected folders and files are copied or moved to
the destination window, and their names will appear in
the destination window.

To remove the floppy disk from the drive, you must
first close all Floppydisk folders and files. Then
close the Floppydisk menu, so that the red light on the
drive is off and the message It is now safe to remove
the Floppy disk appears.

E tting UNIX PC_F1 Disl

Before you can use a new floppy disk with the UNIX PC,
you must format it. Formatting a floppy disk means
preparing it to accept the information you want to
store on it. Once formatted for the UNIX PC, the
floppy disk is usable for its lifetime without
reformatting. Because formatting a floppy disk erases
whatever is contained on it, be careful not to format

The following procedure shows you how to format a
floppy disk to be used with the UNIX PC. If you want
to format a floppy disk to be used on an MS-DOS system,
see "Formatting MS-DOS Floppy Disks" in this chapter.
To format a UNIX PC floppy disk:

1 Point to |Floppydisk| in the Office window.

2 Press <Enter> or <Bl>.

The Floppydisk menu is displayed.
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3 Point to |Floppy Disk Format]|.

Display Floppy Contents

Floppy Disk Cop
| R-Flo Disk Format

Floppy Disk Repair
HSDOS Disk Format
HSD0S Disk Read
MSDOS Disk Hrite

4 Press <Enter> or <Bl>.

You see the following window:

Confirn

Please insert the floppy disk for
formatting.

WARNING: this will erase whatever is
currently on the floppy disk!

Touch ENTER to continue
or CANCL to stop.

5 1Insert a blank floppy disk or one that can be
overwritten.

6 Press <Enter> or <Bl>.
The UNIX PC formats the floppy disk and
notifies you when it has completed the format
procedure.
7 Press <Enter>.
You can now choose the Floppy Disk Format selection

again to format another disk or press the Exit key to
return to the Office window.
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R iring F1 Disk

You can repair a UNIX PC floppy disk that has a damaged
file system by using the Floppy Disk Repair function.
Use this selection if you display the contents of a
floppy disk and receive the message: The previous
operation on this floppy disk was incomplete. If you
receive this message, close the display window and make
sure you have inserted a UNIX PC floppy disk. This
function is used only for floppy disks that have damage
Lo the files contained on the disks. it is not for
floppy disks that have been physically damaged. Floppy
disks that have been physically damaged should be
thrown away.

If a floppy disk's file system is damaged, you may lose
some files when it is repaired. However, if you do not
repair a damaged file system, and then you add or
remove any files from the floppy disk, you will
probably lose more data. Repairing a damaged file
system helps prevent future loss of data. This
function also works only for floppy disks formatted for
use with the UNIX PC. It does not work for MS-DOS-
formatted floppy disks, nor does it work for Backup
floppy disks.

To repair a UNIX PC floppy disk:
1 Point to |Floppydisk| in the Office window.
2 Press <Enter>.
The Floppydisk menu is displayed.

3 Point to |Floppy Disk Repair| and press
<Enter>.

A Confirm window requests that you insert the
damaged floppy disk.

4 Insert the UNIX PC floppy disk you want to
repair and press <Enter>.

You see the message: Floppy disk files are
being checked. Please Stand by...

After the floppy disk file system is
repaired, you see the Floppydisk menu again.

5 Press <Exit> to return to the Office.
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Even though you have successfully repaired the floppy
disk's damaged file system, you still may have lost
some of the data that was stored on the floppy disk.
Before putting the floppy disk away, you should
display its contents and check your files.

E tti MS-DOS_F1 Dis)
You can format floppy disks to be used with an MS-DOS
system. You may want to use this selection before
using the MS-DOS Disk Write selection.
To format an MS-DOS disk:

1 Point to |Floppydisk| in the Office window.

2 Press <Enter> or <Bl>.

The Floppydisk menu is displayed.

3 Point to |MSDOS Disk Format] .

Display Floppy Contents
Floppy Disk Copy
Floppy Disk Format

| Floppy Disk Repair

-HMSDOS Disk Fornat|

I MSDOS Disk Read
MSDOS Disk Write

4 Press <Enter>.
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You see the following message:

Confirn

MS-DOS Disk Format.
Please insert diskette.

Touch ENTER to continue
or CANCL to stop.

5 Insert a blank floppy disk and press <Enter>.

You see the following message:

Formatting 8 sectors/track, 320 kbytes/disk.
Format in progress, please wait...

This formatting takes a few minutes as several surface
check passes are completed. You will be notified when
the disk is formatted. Press the Enter key to return
to the Floppydisk menu.

adin -DOS 1

If you have data or source files on an MS-DOS floppy
disk, you can examine the directory of the MS-DOS disk
and copy any of the files into your UNIX PC
Filecabinet. This function is useful only if the MS-
DOS files were created with an MS-DOS application for
which an equivalent UNIX application is installed on
your UNIX PC. 1If you do not have an equivalent
application installed on your UNIX PC, you may need to
create a program that translates MS-DOS data or source
files into a format understood by the UNIX PC.

E bl b Fi] 1 1d ; L £ MS-
)OS environment to the UNIX PC environment using this
function.
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Caution

Do not attempt to move or reshape the MS-
DOS window or perform other tasks while
it is active--wait until after you have
closed the MS-DOS Floppydisk menu

window.

To read the directory of an MS-DOS floppy disk:

1

2

6

Point to |Floppydisk| in the Office window.
Press <Enter>.
The Floppydisk menu appears.

Point to |MSDOS Disk Read].

[Fs) 0fFice of tutor (7] Floppy l
I
Administration | Display Floppy Contents
Clipboard Floppy Disk Copy
Filecabinet Floppy Disk Format
-Floppydisk Floppy Disk Repair
Preferences MSDOS Disk Format
Printers -1MSDOS Disk Read
Hastebasket MSDOS Disk Write
x] B

Press <Enter>.

Insert the MS-DOS disk into the floppy disk
drive.

Press <Enter>.

The directory (list of files) for the MS-DOS disk

appears.

Five new screen keys with the following

labels are displayed: the OPEN, CLOSE, COPY, EXIT, and
FULLDISP screen Kkeys.

To see an
directory:

[e]

expanded version (full display) of the MS-DOS

Select [FULLDISP].
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After selecting FULLDISP, you see the WIDEDISP screen
key. To see a wide display of the MS-DOS directory:

o Select [WIDEDISP].
To view the contents of a file in the MS-DOS directory:

o Point to the name of the file and select
[OPEN] .

If the contents of the MS-DOS file take more than one
screen, use the space bar to view the next screen. You
can use the Ctrl-S key combination to pause the
scrolling and the Ctrl-Q key combination to start it
again. This function should be used only to verify a
file's contents, not to examine the information in
detail. You can use Shift-Exit key combination to
return to the MS-DOS Disk Read window.

To copy a file from the MS-DOS floppy disk directory
into your Filecabinet:

1 Point to the name of the file you want to
copy.

2 Select [COPY].

You see a window that displays a default file
name for the copied MS-DOS file. You can use
the supplied default file name or enter one
of your own. Keep the following in mind when
naming this copied file:

o If you select the default file name, the
file is copied into your Filecabinet. If
you want to move it to another folder, you
can do so later using the standard Move
command procedure. See the '"Using Office
Commands" chapter in this section for more
information on the Move command.
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o If you want to specify a folder location
for this file, you must supply the
pathname, including the folder name and
the new file name. For example, to copy
the file into a folder named Data with a
new file name of file.msdos, you must
enter Data/file.msdos in the Copy to:
field of the MS-DOS file name menu. For
more information on using pathnames, see
"Advanced Command Entry" in the "Selecting
Objects and Entering Commands" chapter of
this section.

o If the file you want to copy is a data
file to be used by an application
installed on the UNIX PC, then it is
necessary to append a suffix to the end of
the file name. This suffix identifies the
file type to the UNIX PC and allows the
UNIX PC to invoke the correct application
when the file is opened. See Appendix B
for a list of the suffixes for each type
of object supplied with the UNIX PC soft-
ware. To find out the suffixes for files
used by other software, see the manual
supplied with that software.

3 Press <Enter>.
You are notified when the copy is complete.

You can now continue following the previous
procedure to copy more files. Or you can
exit from the MS-DOS Disk Read selection.

4 Press [EXIT] or [CLOSE] to exit the MS-DOS
Disk Read selection.

5 Remove the floppy disk.

The copied files are displayed when you open the
destination Filecabinet or folder. Remember, if you
have copied a data file, you must have included the
appropriate suffix to use the data file with an
installed UNIX PC application. If your Filecabinet or
folder display shows the copied files as standard
files, you must Rename the file to include the
appropriate suffix. See the "Using Office Commands"
chapter of this section for more information on the
Rename command. ’
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Note

You cannot edit an MS-DOS file on the
floppy disk. To edit an MS-DOS file,
follow the procedure for copying a file
from the MS-DOS disk into your
Filecabinet. This procedure is
described earlier in this section.

Writi to MS-DOS F1 Disl
The MSDOS Disk Write selection allows you to write
files from the UNIX PC and change their format so that
they can be used with an MS-DOS system. To use this
function, you must have a floppy disk formatted for MS-
DOS. Use the MSDOS Disk Format selection described
earlier in this chapter to format an MS-DOS disk.
To write UNIX PC files onto an MS-DOS disk:

1 Point to |Floppydisk| in the Office window.

2 Press <Enter>.

The Floppydisk menu appears.

3 Point to |MSDOS Disk Write].

[Fs] 0ffice of tutor Floppy K]

Adninistration Display Floppy Contents J
Clipboard Floppy Disk Copy

Filecabinet Floppy Disk Format
Floppy Disk Repair

Preferences MSDOS Disk Format

Printers | MSDOS DBisk Read

Hastebasket | W-1SD0S Disk MWrite]

X &

4 Press <Enter>.
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You see the following Confirm window:

MS-DOS Disk Write.
Please insert MS-DOS diskette.

Touch ENTER to continue
or CANCL to stop.

5 1Insert an MS-DOS-formatted floppy disk.
6 Press any key.

You see this MS-DOS file writer form:

[=s] uSDOS file write

Unix file nane |
M8-DOS file name

MS-DOS file ext DoC

The form requests the name of the UNIX PC
file that you want to copy onto the MS-DOS
floppy disk. You must give the complete
pathname, below the Filecabinet, to this
file.

For example, if you are going to copy the
file myfile, located in the folder Notes in
your Filecabinet, you would type
Notes/myfile.

7 Type the UNIX pathname and press <Return>.
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8 Type an MS-DOS file name and press <Return>.

10

The file name must be acceptable for an MS-
DOS file (consult your MS-DOS documentation) .

The MS-DOS file ext field supplies a default
extension for the copied file (.DOC). If you
want another extension for this copied file,
type another extension. MS-DOS accepts no
more than three characters for a file name
extension.

Press <Enter> to use .DOC as your file name
extension, or type a new file name extension
and press <Enter>.

Your UNIX file is copied onto the MS-DOS-
formatted floppy disk in the floppy disk
drive. When the copy is completed, you see
the following message:

Confirn

Hrite successfully completed.
Write more files 7

Touch ENTER to continue
or CANCL to stop.

Press <Enter> if you want to copy another
UNIX file onto the MS-DOS disk; otherwise,
press <Cancl> to return to the Floppydisk
menu.
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This chapter shows you how to use the printer commands
found in the Printers object of every Office. The
following procedures show you how to:

o Open the Printers object

o Check the print queue

o Cancel print jobs

o Restart a printer

o Set up a printer

Opening the Printers Object

The Printers object is displayed in the Office of every
user login. To open the Printers object:

1 Point to |Printers].
2 Press <Enter>.

The following Printers menu is displayed:

55| 0ffice of tutor [Fs] Printers

Adninistration
Clipboard Printer Restart
Filecabinet Printer Setup
Floppydisk
Preferences
Wastebasket

X
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Checking the Printer Queue
You can send several screen prints and files to the
printer in succession. The printer queue is a list of
these jobs in the order they will print. You can check
this list to see what is waiting to print.
To check the printer queue:

1 Resume the Office window.

2 Point to |Printers].

3 Press <B1l> or <Enter>.

The following Printers menu is displayed:

E] Office of tutor Printel‘s
Administration
Clipboard Printer Restart
Filecabinet Printer Setup
Floppydisk
Preferences
Wastebasket

X 23

4 Point to |Printer Queue
5 Press <Enter>.
The Printer queue status window is displayed.

For example, if you have a document waiting,
the display would look something like this:

- 1. Inagen-1962
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Vol n

If no print jobs are printing or waiting to
be printed, the Printer queue status window
is empty.

When you finish viewing the display, press
<Exit>.

O

You can use the Printer queue status display to cancel
any job that is waiting to print.

To cancel print jobs:

1

5

Point to |Printers| from the Office and press
<Enter>.

Point to |Printer Queue| and press <Enter>.
Point to the print job you want to cancel.

If you want to cancel several print jobs,
point to each and press <B3> or <Mark>.

Press <Enter> or <Bl>.
A confirm message is displayed.

Press <Enter> or <Bl>.

The item(s) are removed from the queue, and the printer
stops printing in a few moments.

Note

If you cancel a graphics print job (for
example, a screen print) in the middle
of printing, you must reset The printer
to exit graphic print mode. To do this,
turn the printer's power switch off and
then on again.
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Rest £i the Print
If you attempt to print when your printer is not
attached, you hear a beep and see the [!!] displayed on
the status line. Use the mouse pointer to point to the
[!!] and then press the left mouse button to display
the system error message. The message informs you that
the printer cannot be accessed and that you must check
the power and the cable connection and restart the
printer.
To restart a printer:

1 Resume the Office window.

2 Point to |Printers].

3 Press <Enter> or <Bl>.

You see the Printers window.

4 Point to |Printer Restart].

AT ol )| 2] Printers

Adninistration Printer Queue

Clipboard
Filecabinet Printer Setup
Floppydisk
Preferences
Wastebasket

X] &

5 Press <Enter> or <Bl>.

This command restarts the printer connected to your
UNIX PC, and you see the message: The printer is now
reset. The print job that was queued starts to print
or, if no print job was queued, the printer is ready to
print.
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Setting U int

To conmnect a printer to your system, you must tell the
system the name of the printer you are connecting. You
must also indicate whether the printer is serial or
parallel. Parallel printers connect to the printer
port, labeled Printer; serial printers connect to RS-
232 ports. Check your printer manual to determine
whether your printer is serial or parallel. For
information on specific printers, see Appendix D of
this manual.

Note

Setting up a printer temporarily halts
the printing of any other printer
connected to your system. You may want
to check the print queue before setting
up another printer. To check the print
queue, see "Checking the Printer Queue"
in this chapter.

The Printer Setup task can be selected from the
Administration menu in the Office of the install login
or from the Printers object in the Office of every user
login. The following procedures show you how to use
Printer Setup from the Printers object. (To set up a
printer in Administration, see the "Setting Up the UNIX
PC" chapter of the Managing the UNIX PC section in this
manual.)

To set up a printer:
1 Resume the Office.
2 Point to |Printers| and press <Enter>.

The Printers menu appears.
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3 Point to |Printer Setup]|.

Printers

Printer Queue
Printer Restart

-Printer Setu

4 Press <Enter>.

You see the Printer Setup form:

[Fy Printer Setup

Serial: Port @ Name [i}I3 Speed 9660
Port 1 Name NONE Speed 9600
Port 2 Name NONE Speed 9600
Port 3 Name NONE Speed 9600
Port 4 Name NONE Speed 9688
Port 5 Name NONE Speed 9600
Port 6 Name NONE Speed 9600

Parallel: Name NONE

Renote Computer 1: Name NONE
Printer Name NONE

Remote Computer 2: Nane NONE
Printer Name NONE
Default Printer Type: NONE

LK}

5 Use the appropriate procedure(s), from the
"Serial Printer Setup,'" "Parallel Printer
Setup, " and '"Remote Printer Setup"
discussions that follow this procedure, to
set up the type(s) of printer you want to
use, then continue to Step 6 of this
procedure to complete the printer setup.
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10

11

When you have entered the appropriate serial,
parallel, and remote printer information,
point to the Default Printer Type: field,
which specifies the default printer to be one
of the printer types previously set up. For
example, if you enter Serial in this field,
the Print command sends your files to the
printer displayed in the Serial: Port 0
field, unless specified otherwise in the
Print form.

You must enter a printer type in this field,
even if you have only one printer set up.

Press <Cmd> to display the default printer
selections.

Point to the type of printer you want to make
your default printer.

Press <Enter>.
The selected printer type is displayed in the
Default Printer Type: field.

Note
If, at a later date, you change the
default printer, be sure the new default
printer is properly set up.
Press <Enter>.
If a message tells you to reenter the printer
name, you have set up more than one field
with the same printer name. Change one of
the field names and then press <Enter>.
A warning message reminds you that all
current printing is temporarily halted until

this setup procedure is complete.

Press <Enter>.
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Serial Printer Setup

Use the following procedures to fill in the Serial:
field in the Printer Setup form:

1

Point to the field for the serial port number
to which you want the printer attached. For
example, if you want to set up a serial
printer on the RS-232 expansion port 3, point
to the Serial: Port 3 field.

The Port 0 field corresponds to the built-in
RS-232 port on your UNIX PC. The Port 1
through Port 6 fields correspond to the RS-
232 expansion ports; if you use one of these
ports, make sure you have an RS-232 expansion
board installed at that port. To determine
which port number you should use, refer to
"Setting Up Expansion Ports" in the "Setting
Up the UNIX PC" chapter in the Managing the
UNIX PC section of this guide.

Press <Cmd> to display the available serial
printer names.

Point to the name of the serial printer you
want to set up and press <Enter>.

If the name of the printer you want to set up
is not displaved, point to |Other| and press

<Enter>.

The name of the serial printer you selected
appears in the Serial: Name field for the RS-
232 port you selected.

Note

If you configure a serial printer and
the RS-232 port you chose is currently
configured for some other device, a
confirm message appears to remind you
that you are removing the current setup.
Press the Enter key to continue setting
up the port, or press the Cancl key to
leave the port set up as it is.
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Move to the Speed field for the serial
printer.

Press <Mark> until you see the appropriate
line speed (baud rate).

To set up additional serial printers, repeat
steps 1 through 5 above for each.

Parallel Printer Setup

Use the following procedures to fill in the Parallel:
field in the Printer Setup form:

1 Point to the Parallel: Name field.

2

Press <Cmd> to display the available parallel
printers.

Point to the name of the printer you want to
set up and press <Enter>.

If the name of the printer you want to set up
is not displayed, point to |Other| and press

<Enter>.

The name of the printer you have selected
appears in the Parallel: Name field.

Remote Printer Setup

Use the following procedures to fill in the Remote
Printer field in the Printer Setup form:

1

2

Point to the Remote Computer 1: Name field.

Press <Cmd> to display the remote computer
names known to your system. If you have
already used Mail Setup to identify some
remote systems, a list of these known system
names appears. If you have not yet set up
any remote computer names through Mail Setup,
you must do so before attempting to use
remote printing. See "Setting Up Mail" in
the "Updating the UNIX PC" chapter in the
Managing the UNIX PC section of this manual
for Mail Setup procedures.
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Point to the name of the remote computer you
want to use and press <Enter>.

Press <Return> to point to the Printer Name
field.

Type the name of the remote printer.

You may have to get this information from the
person in charge of the remote computer
attached to the remote printer.

If you want to set up a second remote
printer, press <Return> to point to the
Remote Computer 2: Name field, and then
repeat steps 2 through 5 above.
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This chapter discusses the multiuser capabilities of
the UNIX PC and the Other Users object of the Office
window. It describes how to set up your Preferences
form to display other users in the Office, and how to
use the Other Users object to gain access to the
Filecabinet, folders, and files of other users of the
system.

The Other Users Object

The Other Users object allows you to access the
Filecabinet, folders, and files of other users of the
system without logging out and logging back in under
another user name.

The Other Users object appears in the Office window
only if you have set up the Preferences form to display
it. The Other Users object appears automatically in
the Office window after you type y in the Multi-user
items? field of the Preferences form and press the
Enter key.

Fri May 38, 108:23 am

5] 0ffice of tutor

Filecabinet of tutor
0ffice of install
Office of tutor

Administration
Clipboard
Filecabinet
Floppydisk
Preferences

Printers
Kastebasket

- SECURIT PREV NERT FIND SHOK
WINDOW @ WINDOM LAYOUT
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Opening the Other Users Object

After you have changed the Preferences form to display
the Other Users object, you can open it and view a list
of all users of the system.

To open the Other Users object:

1 Point to |Other Users| in the Office window.

Office of tutor ‘\

Administration
Clipboard
Filecabinet
Floppydisk
Preferences
Printers
Wastebasket

2 Press <Enter> or <Bl>.

You see an Others window similar to the one
shown below that displays the list of
available user names.

[]t.hers
~Filecabinet of installl

Filecabinet of tutor

Office of install
0ffice of tutor
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Usi ol U ' Offi

Many times you need to use folders or files that reside
in the Filecabinet of another user's Office. For
example, you may need to copy someone else's
spreadsheet information into a document you are
preparing or you may be working with another user on a
project that shares the same folder. For whatever
reason, as long as the folders and files belonging to
another user have public permission, you can view,
copy. move and even delete them without having to log
out and log in with a different user name.

All Office commands work in other users' Offices just
as they do in your own Office. For more information on
the Office commands, see the "Using Office Commands'
chapter in this section.
To use another user's Office:

1 Point to |Other Users| in the Office window.

2 Press <Enter> or <Bl>.

A window containing a list of the available
user logins is displayed.

3 Point to the Filecabinet or Office you want
to display.

4 Press <Enter> or <Bl>.

If the selected Filecabinet is not protected by private
permissions, it is opened.

If the selected Office is not protected by a password,
it is opened.
Note
For security, each user name on the

system should be protected by a
password.
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If you see the message: Can't read Filecabinet, the
Filecabinet you are trying to open has been assigned
private read permissions and can be accessed only from
that user's Office. If you know the password to the
Office containing the desired Filecabinet, open the
Office and then open the Filecabinet from the other
user's Office window.

If you open the Office of another user, that Office is
displayed over your initial Office window. You can
move between the Offices by using the mouse to click on
the desired Office or (if one of the Offices is
completely covered by the other Office) by using the
Window Manager menu to select the hidden Office. You
can also move one of the Offices to a different
position on the screen.

Other Users' Protections

Other users can protect the contents of their own
Offices by assigning passwords to their Offices. You
must know the password to open a password-protected
Office. Users can also set the permissions on their
Filecabinets, folders, or individual files to allow
public or private access.

If a Filecabinet is set for private access only, you
cannot use its folders or files without first opening
the other user's Office. Once you have gained access
to another user's Office, you can display any object
that has private access permissions.

A suggestion might be to set files and folders you want
to share with other users as public read permission and
private write permission. This enables users to read
and copy contents of your files and folders, but they
cannot modify the original copy unless they know your
password.

If you have gained access to a folder owned by another
user through that user's Filecabinet and not his or her
Office, and if it has private write permission, you
will not be able to move, create, or modify a file in
this folder, or copy a file into it, even if you are
able to open the file for editing. You should use the
Security command on the folder before opening it to see
the permissions the other user has set on the folder.
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If the other user's folder has write-protected
permission, you cannot create, move, or copy anything
into the folder even if you have gained access to the
folder through the user's Office.

In either situation, you can copy the desired item from
the other user's folder into your Filecabinet.

Using P -Protected Offi

If you are attempting to open another user's password-
protected Office, you see the Password: prompt after
you select the other user's Office.

To open a password-protected Office:
1 Type the other user's password.
2 Press <Return>.

If you type an incorrect password in response to the
Password: prompt, you see the message Sorry before the
prompt is removed and the Office window is resumed.

Exiti . otl U ' Offi

When you are through using the Office or Filecabinet of
another user, you should exit from the other user's
Office or Filecabinet.

If you have opened only a Filecabinet of another user,
without opening the other user's Office, you need only
close any open folders or files belonging to the other
user's Filecabinet. Then press the Exit kKey or use the
[X] icon to leave the other user's Filecabinet and
return to your own Office.

If you have opened the Office of another user, you need
to close any open folders or files belonging to the
other user's Office. Then press the Exit key or use
the [X] icon to log out of the other user's Office.
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To exit from another user's Filecabinet:

The other
screen,

1

Close all folders and files opened from the

other user's Filecabinet.

Press <Exit> or point to the [X] icon and
press <Bl>.

user's Filecabinet is removed from your

and your Office becomes the active window.

To exit from another user's Office:

1

3

Close all folders or files opened from the
other user's Office.

Press <Exit> or point to the [X] icon and
press <Bl>.

You see the message: Do you wish to Logout?

Press <Enter> to log out.

The other user's Office is removed from your screen,
and your Office becomes the current window.

Note

If you try to exit from the first Office
you opened before exiting from an Office
that was opened later, you see the
message: Please close all open files
before trying to logout. Press the
Enter key and then log out from the last
Office you opened.

You must exit from other Offices in the
reverse order from which you opened
them.
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4 Managing the UNIX PC

This section of the UNIX PC Owner's Manual covers how
to set up and update your system and how to maintain
your UNIX PC.

To use the procedures described in this section, your
UNIX PC hardware and system software must be installed.

installation is not complete.

This section contains the following chapters:

[e]

"Summary Chart" lists the functions you
perform to set up, update, and maintain the
UNIX PC.

"The System Administrator'" discusses the role
of the person who manages system tasks and
the two Administration menus available for
such management.

"Setting Up the UNIX PC" covers setup of your
RS-232 ports, modems, and printers.

"Updating the UNIX PC" covers installing
software, setting up mail, adding and
removing user logins, changing passwords, and
changing the system date and time.

"Maintaining the UNIX PC" covers displaying
system information, backing up and restoring
files, and running diagnostics.







Summary Chart

The following summary below lists the functions you
perform to set up, update, and maintain the UNIX PC.
The functions are available through the Administration
menu of any user login or the Administration menu of
the install login. They are arranged by alphabetical
order of function title.

The other chapters in this section are organized
according to general category of function, such as
setting up the UNIX PC, as opposed to alphabetical
order. Use this chart to locate Administration topics
in the chapters that follow.

Administration Summary Chart

Function Purpose Page

Change root password Changes or removes 4-79
root password
(available only from
install Administra-
tion menu) .

Changing Password Changes or removes 4-76
passwords.
Date and Time Changes system date 4-81

and time (available
only from install
Administration menu) .

Diagnostics Floppy Provides instructions 4-99
for running hardware
diagnostic tests
(available only from
install Administra-
tion menu) .
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Administration Summary Chart (Continued)

Function

Purpose

Page

Disk Backup

Makes floppy disk
copies of hard disk
files for backup
purposes.

4-88

Disk Restore

Copies files from
backup floppy disks
onto the hard disk.

Install Software
From Floppy

Installs application
software (programs)
from floppy disk.

4-55

Install Software Sent
by Electronic Mail

Installs software
from mail.

Mail Setup

Sets up the UNIX PC
to exchange mail
with another computer.

Modem Setup

Configures the built-
in modem for inter-
national standards
(available only from
Hardware Setup in the
install Administration
menu) .

Printer Setup

Sets up a printer on
an RS-232 or parallel
port (available from
Hardware Setup in the
install Administration
menu or Printers in
the Office of any user
login) .

Remove Installed
Software

Removes installed
software.
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Administration Summary Chart (Continued)

Function

Purpose

Page

RS232 Setup

Sets up an RS-232
port to connect to
different devices
such as another
computer, a modem, or
a terminal (available
only from Hardware
Setup in the install
Administration menu) .

4-11

RS-232
Expansion Setup

Sets up an RS-232
expansion port to
connect to different
devices such as
another computer, a
modem, or a terminal
(available only from
Hardware Setup in the
install Administra-
tion menu) .

Set Up Font

Changes the font of
characters on the
screen (available only
from Software Setup

in the install
Administration menu) .

Set Up Loadable
Device Drivers

Loads device driver
software (available
only from Software
Setup in the install
Administration menu) .

Show Installed
Software

Displays a list of
installed software.
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Administration Summary Chart (Continued)

deletes user login
information (avail-
able only from the
install Administra-
tion menu) .

Function Purpose Page

System Information Displays system 4-87
information.

User Logins Adds, changes, or 4-67




The System Administrator

Most of the procedures describing how to set up your
UNIX PC are usually performed by a person designated as
the system administrator. A UNIX PC system
administrator does not necessarily have to be a UNIX
expert or even an experienced computer system manager.
In many cases, UNIX PC system administration is
accomplished by a computer user who is interested in
learning more about the UNIX PC and managing the system
tasks with which others do not want to be concerned.

In fact, the UNIX PC makes it easy for a new computer
user to manage a multiuser computer system by using the
same simple methods for selecting commands and
functions used for any Office task.

The UNIX PC separates the administration tasks into two
Administration menus: an Administration menu available

from the Office of any user and the Administration menu
available from the Office of install.

The Administrati M

The Administration menu available from the Office of
any user login contains selections associated with
common user maintenance tasks such as changing your own
password or backing up and restoring folders and files
on the hard disk. Other tasks include installing and
removing software, setting up mail connections, and
displaying system information. These tasks are used
frequently by most users. The following Administration
menu displays these tasks:

[Fs] Office of joyce [7] Adninistration
-Changing Passuord

Clipboard Disk Backup
Filecabinet Disk Restore
Floppydisk Hail Setup
Preferences Softuare Setup
Printers System Information
Telephone [

UNIX System
Wastebasket




The System Administrator

e Administration Menu i ogil
Additional administration tasks are available when you
log in using the install user name. The Administratior
menu of the install login contains all the selections
found in the Administration menu of any user login,
Plus selections associated with the management of the
total multiuser environment. These include changing
the root password, setting the system date and time,
diagnosing hardware problems, setting up the UNIX PC
hardware connections, and adding authorized users to
the UNIX PC system.

The Administration menu of the install login contains
the following selections:

[Fs] 0fFice of install [7|[AI IR Gty

Clipboard Changing Password
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIK Systen Harduare Setup
Kastebasket Mail Setup
Softuare Setup
Systen Information

User Logins




Setting Up the UNIX PC

This chapter shows you how to complete the setup of
your UNIX PC. This chapter discusses the setup tasks
in roughly the order you would follow during the
initial setup of the UNIX PC, as follows:

o Setting up the RS-232 ports

o Setting up the built-in modem for
international standards

o Setting up printers

o Configuring loadable device drivers
With the exception of printer setup, the tasks
discussed in this chapter are available only from the
Administration menu of the install login. Printer
setup is also available from the Office of any user.
For information on mail setup, how to install
additional software, and how to add other users, see
the next chapter, "Updating the UNIX PC."

Usin e j 1

To display the Administration menu of the install
login, you must log in as install.

1 At the Please login: prompt, type install.
If you need help logging out, see "Logout
Command" in the "Using Office Commands"
chapter of the Working with the Office
section.

2 Press <Return>.

If you see the Password: prompt, type the
password and then press <Return>.

The Office of install appears.
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3 Point to |Administration].

[s] 0ffice of install

Clipboard
Filecabinet
Floppydisk

Preferences
Printers

UNIX System
Kastebasket

4 Press <Enter>.

You see the following Administration menu:

[Fs] 0ffice of install [7[EIEEEatg

-Aduinistration| [-Change root passuord
Clipboard Changing Passuord
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX Systen Hardware Setup
Wastebasket Mail Setup

Softuare Setup
lz] E_; System Information

User Logins

(X] BJ

in S—-23 cti

The RS-232 port on the back of your workstation base
can be used to connect your workstation to an external
modem, a serial printer (see "Setting Up the Printer"
in this chapter), a terminal, or another computer. You
also have the option of connecting a plotter or other
type of device to the RS-232 port if you have installed
the software to support its use (see "Loading Device
Drivers'" later in this chapter).




Setting Up the UNIX PC

For information on setting up an expansion port, see
"Setting Up Expansion Ports'" in this chapter.

Before you can use the RS-232 port, you must:

o Make the physical connection using a cable
with RS-232 connectors.

o Set up (configure) your system to recognize
the type of connection you are making.

Refer to the appropriate equipment operator's manual
for cable connections. A null modem (or crossed
send/receive) cable is required when you are connecting
two pieces of equipment (such as two UNIX PCs or a
terminal and a UNIX PC) without an external modem. For
more information on null modem cables, see Appendix D.

To set up an RS-232 port:

1 Point to |Administration| in the Office of
install.

2 Press <Enter> to display the Administration
menu.

3 Point to |Hardware Setup].

[s] 0ffice of install @ﬂdministration
Change root password
Clipboard Changing Passuord
Filecahinet Date and Tine
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX Systen
Wastebasket Mail Setup
Softuare Setup
E System Information

User Logins

4 Press <Enter>.

The Hardware menu appears.
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5 Point to |RS232 Setup].

Hodem Setup
Printer Setup

-R8232 Setup
Telephone Setup

6 Press <Enter>.

The Connect to RS232 Device form appears as
shown below: :

Device Type: INONE

Device Speed: 9600 baud

7 Press <Cmd> for a menu of device types.

The Device Types menu appears as shown below:

Device Types

tupes

[s] Connec

TERMINAL
COMPUTER
OTHER
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10

11

12

The following list explains the device types:

NONE Default entry that appears if
nothing is set up on the RS-232
port. NONE is also used to remove
a configured device.

MODEM ' Connects an external modem to the
RS-232 port.

TERMINAL Connects a terminal to the RS-232

port.

COMPUTER Connects another computer to the RS-
232 port.

OTHER Connects another device, such as a

plotter, to the RS-232 port.

Note
Use the Printer Setup selection in the
Hardware menu to configure a serial
printer on the RS-232 port.
Point to the desired device type.
Press <Enter>.
Press <Return>.
The highlight moves to the Device Speed:
field. The correct device speed entry
depends on the device type you are
connecting. ©See the device instruction

manual for more information.

Press <Mark> until the correct baud rate
(line speed) appears.

Press <Enter>.
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13

14

15

If you are configuring a terminal, an
information message tells you the RS-232 port
is set up. Press <Enter> to continue
working.

If you are configuring a modem, go to step
14. If you are configuring a computer, go to
step 15. If you are using the Other
selection, go to step 16.

If you are connecting a modem, the Connect to
Modem form requests the name of the modem, as
shown below:

[F] Connect to Moden

Moden Name:
[0K]

o Press <Mark> until you see the type of
modem you want to use, and then press
<Enter>.

An information message tells you the RS-
232 port is set up.

o Press <Enter> to continue working.

If you are connecting a computer, a form
requesting the type of calls appears. If you
are receiving calls only, select HOST only.
If you are making but not receiving calls,
select CALLER only.
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Caution

The UNIX PC RS-232 port cannot be
configured as both a host and a caller
at the same time. When two computers
are connected, one must be designated as
the '"caller" and the other as the
"host." Connecting two host computers
via the RS5-232 ports causes erratic
behavior on both machines.

o Press <Mark> until you see the appropriate
entry.

o Press <Enter>.

An information message tells you the RS-
232 port is set up.

o Press <Enter> to continue working.

If you are using the Other selection to
configure a special device, a form requesting
the device name and type of connection
appears. In most cases, you will select
CALLER only if the device receives output
only from the UNIX PC. Refer to the manual
for the device you are configuring for more
information.

Setting Up E ion Port

When you install expansion boards containing RS-232
ports and the accompanying RS-232 Expansion software, a
new selection is added to the Hardware Setup menu.

This new selection is RS-232 Expansion Setup. You must
use this selection and choose the expansion port number
to be configured before configuring the expansion port.

To set up

1

an expansion port:

Point to |Administration| in the Office of
install.

Press <Enter>.

You see the Administration menu.




Setting Up the UNIX PC

3 Point to |Hardware Setup].

[s] Adninistration

Change root passwuord
Changing Passuord
Date and Time
Diagnostics Floppy
Disk Backup
Disk Restore
Mail Setup
Softuare Setup
System Information
User Logins

4 Press <Enter>.
You see the Hardware menu.

5 Point to |RS232 Expansion Setup]|.

([Fs] Harduare
|

Modem Setup

Printer Setup
-RS232 Expansion Setuy

RS232 Setup
Telephone Setup

6 Press <Enter>.
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You see the Port Selection menu, from which
you select the number of the expansion port
you are configuring. The Port Selection menu
contains entries only for the expansion ports
installed on the UNIX PC. So if two
expansion ports are installed, the Port
Selection menu contains two items:

Port 2

The expansion port number is based on the
expansion slot you used to install your
expansion board. Expansion RS-232 slots are
numbered 1 through 6 from left to right (when
you are looking at the rear of the UNIX PC),
depending on the number of expansion RS-232
ports you have installed.

When you are looking at the rear of your UNIX
PC to determine the port number:

[} d)o not count the DTE RS-232 port that is
above the expansion slots. This port is

not an expansion port.

o Do not count RAM expansion boards that do
not contain RS-232 ports.
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The first
connector from the left is port number 1
(regardless of which expansion slot
contains the ports), the second connector
from the left is port number 2, and so on,
as shown below:

=llw

Line 1 Ling 2 Phone

Printgr DTE R$232

Port 1 Port 2 Port 3 Port 4 Port 5 Port 6

7 Point to the desired expansion port number
and press <Enter>.

You see the Connect to RS232 Device form.

[F) Connect to RS232 Device

Device Type: NONE
Device Speed: 9600 baud

[OK]

8 Press <Cmd> for a menu of device types.
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The Device Types menu appears as shown below:

The following list explains the device types:

NONE

MODEM

TERMINAL

COMPUTER

Default entry. Appears if nothing
is set up on the RS-232 port. Also
used to remove a configured device.

Connects an external modem to the
RS-232 port.

Connects a terminal to the RS-232
port.

Connects another computer to the RS-
232 port.

Connects other devices such as a
plotter to the RS-232 port.

Note

Use the Printer Setup selection in the
Hardware menu to configure a serial
printer on the RS-232 port.

9 Point to the desired device type.

10

Press <Enter>.
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11

12

13

14

15

Press <Return>.

The highlight moves to the Device Speed:
field. The correct device speed entry
depends on the device type you are
connecting. See the device instruction
manual for more information.

Press <Mark> until the correct baud rate
(1ine speed) appears.

Press <Enter>.

If you are configuring a terminal, an
information message tells you the RS-232 port
is now set up.

If you are configuring a modem, go to step
15. If you are configuring a computer, go to
step 16. If you are using the Other
selection, go to step 17.

If you are connecting a modem, the Connect to
Modem form requests the name of the modem, as
shown below:

[Fs] Cannect. to Hoden

Connect to Modem

Hoden Name:
[1[§]

o Press <Mark> until you see the modem type
you want to use, and then press <Enter>.

An information message tells you the RS-
232 port is set up.

o Press <Enter>.
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16

17

If you are connecting a computer, a form
requesting the type of calls appears. If you
are receiving calls only, select HOST only.
If you are making but not receiving calls,
select CALLER only.

Caution

The UNIX PC RS-232 port cannot be
configured as both a host and a caller
at the same time. When two computers
are connected, one must be designated as
the '"caller" and the other as the
"host." Connecting two host computers
via the RS-232 ports causes erratic
behavior on both machines.

o Press <Mark> until you see the appropriate
entry.

o Press <Enter>.

An information message tells you the RS-
232 port is set up.

o Press <Enter> to continue working.

If you are using the Other selection to
configure a special device, a form requesting
the device name and type of connection
appears. In most cases, you will choose
CALLER only if the device receives output
only from the UNIX PC. Refer to the manual
for the device you are configuring for more
information.
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Setti U Print

To connect a printer to your system, you must tell the
system the name of the printer you are connecting. You
must also indicate whether it is a serial or a parallel
printer. Parallel printers connect to the printer
port, labeled Printer; serial printers connect to RS-
232 ports. Check your printer manual to determine
whether the printer is serial or parallel. For more
information on individual printer types, see Appendix D
of this manual.

Printer Setup is available through the Administration
of install or through Printers in the Office of any
user.

Note

Setting up a printer temporarily halts
the printing of any other printer
connected to your system. You may want
to check the printer queue before
setting up another printer (see
"Checking the Printer Queue'" in the
Using Printers section). For
information on printer setup, see
"Setting Up a Printer" and "Print
Command" in the '"Using Office Commands"
chapter of the Working with the Office
section.

To set up a printer:

1 Point to |Administration| in the Office of
install.

2 Press <Enter>.

You see the Administration window.
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Point to |Hardware Setup]|.

Adninistration

Change root passuord
Changing Password
Date and Tinme
Diagnostics Floppy
Disk Backup
Disk Restore
Hail Setup
Softuare Setup
Systen Information
User Logins

Press <Enter>.
You see the Hardware menu.

Point to |Printer Setup].

Harduare

Moden Setup

RS232 Expansion Setup
R8232 Setup
Telephone Setup

6 Press <Enter>.
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You see this Printer Setup form:

[Fy) Printer Setup

Port 1 Name NONE
Port 2 Name NONE
Port 3 Name NONE
Port 4 Name NONE
Port 5 Name NONE
Port 6 Name NONE

Parallel: Name NONE
Renote Computer 1: Nane

Printer Name
Remote Computer 2: Nane

Printer Nane

Default Printer Type:

{0K]

Refer to the "Using Printers" chapter in the Working
with the Office section for information about
completing the Printer Setup form.

Serial: Port 8 Hame

NONE
NONE
NONE
NONE

NONE

You can use the Modem Setup feature to configure the
built-in modem to comply with international standards.
You can configure the modem to operate in either Bell

212 or CCITT mode.

The mode settings you specify are saved in a
configuration file. Once you change the settings,
reboot the system to initialize the built-in modem to

the appropriate settings.

To set up the built-in modem for international

standards:

1 Log in as install

2 Point to |Administration|

Speed
Speed
Speed
Speed
Speed
Speed
Speed

and press <Enter>.

The Administration menu appears.
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3 Point to |Hardware Setup| and press <Enter>.

You see the Hardware menu:

Harduare

-Hoden Setu
Printer Setup

RS232 Expansion Setup
RS232 Setup
Telephone Setup

4 Select |Modem Setup| from the Hardware menu.

You see this Modem Information form:

[Fs] Configuration of the Hoden
Moden Information

Is the International modem Answer tone in effect?

Is the International modem guard tone in effect? NO

(9]

5 First, answer the question Is the
International modem Answer tone in effect?

If you are outside the United States or
Canada, or are calling outside the U.S. or
Canada, press <Mark> until YES appears.

If you are calling inside the U.S. or Canada,
from within the U.S. or Canada, keep NO
selected.
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6 Press <Return> to move the cursor to the
question Is the International modem guard
tone in effect?

To set the 1807 Hz guard tone compatible with
the CCITT V.22 specification, press <Mark>
until YES appears.

To set the modem for Bell 212 mode, keep NO
selected.

7 Press <Enter> to save your selections.
8 Close the Administration windows.

9 Perform a system shutdown and press <Enter>
to reboot the system and initialize the new
modem settings. See "Using Office Commands"
in the Working with the Office section of
this guide for information about performing a
system shutdown.

Loading Devi r

When you install a hardware device that uses device
drivers, you must choose between having the device
driver software load into your system every time you
turn the system on or having the device driver software
load only when you select it.

The Set Up Loadable Device Drivers selection allows you
to choose when you want to load a particular device
driver. This selection is available only from the
Administration menu of the install login.

Caution

‘Do not attempt to change the Loadable
Device Drivers configuration unless you
have hardware technical experience or
technical help. Changes can cause
serious damage to the UNIX PC. Refer to
the manual supplied with the device
driver for more detailed information.
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To load a device driver:

1 Point to |Administration| in the Office of
install.

2 Press <Enter>.
The Administration menu appears.

3 Point to |Software Setup].

5y Office of install Adninistration

Change root password
Clipboard Changing Passuord
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore

UNI¥ System Hardware Setup

Hastebasket Mail Setup
Systen Information

User Logins

4 Press <Enter>.
The Software menu appears.

5 Point to |Set Up Loadable Device Drivers

Install Software from Floppy
Install Softuare sent by Electronic Mail
Remove Installed Software

Set Up Font
-Set Up Loadable Device Drivers|

Show Installed Software

6 Press <Enter>.
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You see a menu of available loadable device
drivers:

l@loadable Device Driver Interface

NAME DEUNAME STRTUS BOOTUP

-Systen VU 1PC lipc Loaded YES
Window Driver wind Loaded
RS232 Expansion cnb YES

7 Point to the device driver you want to load.
8 Press <Cmd>.

You see this Loadable Device Driver Commands
menu :

Loadable Device Driver Comnmands
- INSTALL DRIVER

REMOVE DRIVER

9 Select the desired option and press <Enter>.
A confirmation window appears.

10 Press <Enter> to return to the Loadable
Device Driver Interface menu.

To display detailed information about a
device driver, highlight the desired driver
and press <Enter>.
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You see the Device Drivers window, which
displays information about the driver, as
shown below:

Device Drivers

Device name : lipc

1D 01

Block -1

Char -1

Line -1

Size :8x7000

Addr :0x3680080
Flags :ALLOC BOUND

Touch ENTER to continue

11 Press <Exit> to return to the Software menu.

After Setting Up the UNIX PC

After you set up your UNIX PC, you will probably want
to customize it to your specifications. You may want
to install some of the application software you have
purchased. Or you may want to add some users and
change some passwords.

The next chapter of this section, '"Updating the UNIX
PC," shows you how to:

o Set up mail information
o Install additional software

o Set up a new font to change the appearance of
characters on your screen

o Add authorized system users
o Change passwords

o Change the system date and time
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The third chapter of this section, "Maintaining the
UNIX PC," shows you how to:

(o}

o}

Display system information
Back up files from your hard disk
Restore files to your hard disk

Use the Diagnostics floppy disk
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This chapter shows you how to update the UNIX PC by
setting up the system for communications, installing
software, adding and removing user logins, changing
passwords, and changing the system date and time. Some
of the tasks discussed in this chapter are executed
only from the Administration menu of the install login;
others are executed from the Administration menu of any
login. The procedures covered in this section are:

o Setting up mail information for
communications

o Installiné software from floppy disks

o Installing software from Electronic Mail
o Displaying installed software

o Removing installed software

o Setting up a new font |

o Adding and removing use} logins

o Using passwords

o Changing the system date and time

Setting Up Mail

Mail Setup is used for more than just setting up
Electronic Mail. You use the Mail Setup option to set
up your system to use printers attached to remote
computers.: Read the following mail setup procedures
even if you have not purchased Electronic Mail
software.
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To exchange electronic mail or files with another
computer and to print your files on a printer attached
to another computer, you and the person in charge of
the other computer must set up and exchange the
following information:

o0 The communication method to be used, and your
telephone numbers, if appropriate

0 A unique name for your computer (until you
enter a different name, the name of your
computer is UNIXPC)

o An optional mail password

o Information about the computer receiving your
mail (information you receive from the person
in charge of the other computer)

To enter mail setup information, you can use the
Administration menu in the Office of any user name.

Note that if you want to communicate with another
computer with your UNIX PC functioning as a terminal,
you must have the Asynchronous Terminal Emulation (ATE)
software, or another communications package, installed.
Refer to "Installing Software' later in this chapter
for instructions. For complete information about
Terminal Emulation, see the AT&T UNIX PC Terminal

Setting Up the Communication Line

When you communicate with another computer, you can use
any of several connection methods:

o Connect a telephone line to the Line 1 or
Line 2 port on the back panel of your
computer (refer to the AT&T UNIX PC Telephone
Mgnagg:_ﬂsgr_g_ﬁulgg for more information

about connecting telephone lines).

o Connect a telephone line to an external modem
connected to an RS-232 port.

o Connect a null modem (crossed) cable from one
of your RS-232 ports directly to another
computer or network.
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If you plan to use the telephone lines for
communications, you must install the Telephone Manager

software. Refer to the AT&T UNIX PC Telephone Manager
User's Guide for installation procedures.

When you are connecting directly through an RS-232
port, one computer must be configured as the caller and
the other as the host. Refer to the appropriate
procedures in the "Setting Up the UNIX PC" chapter for
RS-232 setup.

Setting Up Your Computer Name and Password

You must give your computer a unique name so it can be
distinguished from any other computers connected to it.
If you want, you can restrict electronic communications
by providing an electronic mail password.

You must give your computer's unique name to those in
charge of other systems with whom you want to
communicate. If you change your computer name, don't
forget to notify those who communicate with you.

Note

Although you can use longer names, only
the first six characters will be used by
electronic communications. Therefore,
it is a good idea to make the first six
characters of the computer name as
unique as possible.

To change the computer name:

1 Point to |Administration| in any Office.

2 Press <Enter>.

You see the Administration menu.
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3 Point to |Mail Setup]|.

5 Dffice of install (7] LLIO ARt
Change root password
Clipboard Changing Passuord
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX System Hardware Setup
Kastebasket
. Softuare Setup
System Information

X]

User Logins

4 Press <Enter>.

The Mail menu appears, as shown below:

-Electronic Hail Name of this systen

Electronic Mail Names of other systems

5 Select |Electronic Mail Name of this system]|.

4-34
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10

Press <Enter>.

You see this form requesting your computer
name :

(s} Setting Electronic Mail name

Setting El ic Mail

Name of computer:
Should electronic mail have a password?

[0K]

Type the new unique computer name and press.
<Return> to move the cursor to the next
field.

If vou want to enter a password, press <Mark>
until YES appears in this field, and then
continue to step 9.

I1f vou do not want to.enter a password, press
<Mark> until NO appears, and then skip to
step 11. :

Press <Enter>.

If you entered YES in the password field, an
information message tells you to enter a new
password.- Press <Enter> and then continue to
step 10.

Type the new password and press <Return>.
Notice that characters do not appear on the:
screen as you type.

You are asked to enter the password once more
to ensure against typing errors. If you make
an error, press <Return> and begin again.
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Note

Remember this password! You must tell
other persons communicating with you
what password to use.

11 Press <Enter>.

A message displays the name of the system and
tells you to notify other persons with whom
you communicate.

12 Press <Enter>.

To change the password, repeat steps 5 through 8 and 11
above, making sure that NO appears in the password
field (step 8). A message informs you that the
password is removed. Then repeat steps 5 through 12,
this time with YES in the password field (step 8), and
enter the new password.

Setting Up Information about Other Systems

If you want to communicate with other computer systems,
you must provide information about each. For example,
if you want to print files on a printer attached to
another computer, you must enter information about that
computer so your UNIX PC knows where to send the files.
For UNIX users, this action allows uucp exchange as
well.

You must provide certain setup information about each
receiving computer. Once you provide this information,
an entry for that computer appears in the Mail Setup
menu. The following paragraphs describe how to set up
and edit information about receiving computers and how
to delete an entry from the Mail Setup menu.
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Addi R i c ;

To add a new receiving computer to the Mail Setup menu:

1

Point to |Administration| in any Office
window.

Press <Enter>.
You see the Administration menu.

Point to |Mail Setup].

*J 0Ffice of install (7[RIt EGL
Change root password
Clipboard Changing Password
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIR System Harduare Setup
Kastebasket -lail Setu
Softuare Setup
System Information
User Logins

Press <Enter>.
You see the Mail menu.

Point to |Electronic Mail Names of other
systems| .

[ Hail
E1

ectronic Mail Name of this system
~Electronic Hail Nanes of other systens

6 Press <Enter>.
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You see the Mail Setup menu. The menu lists
an entry for each receiving computer you have
set up. Each entry shows the receiving
computer's system name, the connection
device, and the telephone number (if there is
one). If you have not entered setup
information for any receiving computer, the
Mail Setup menu is empty.

Press the [CREATE] screen key to display the

Edit Mail Entry form, which requests
information about the receiving computer.

[Fy Edit Mail Entry

Edit Mail E

Systen name: brinbl
Hail login: uucp

Mail password:

Connection: phi
Speed: 300
Telephone number: 7?7777
Transnission days: All Days
Transnission times:All Times

{0K]

Complete the Edit Mail Entry form to set up
mail information about the receiving
computer. Then press <Enter> to save the
entry. If you press <Exit> after completing
the form, the entry is not saved.

See "The Edit Mail Entry Form" below for
information about each field in the form.
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Tt Edit Mail E E
Complete the Edit Mail Entry form as you would any
other form:

o Use the Return key and the arrow keys to move
the cursor in the form.

o Use the Mark key to select an option for a
field.

o For fill-in fields, type information directly
in the field.

o When you complete the form, press the Enter
key to save your information. If you press
the Exit key after completing the form, the
information you entered is not saved.

The following paragraphs describe each fleld in the
Edit Mail Entry form, shown below:

[Fs] Edit Mail Entry

Edit Mail E

System name:
Mail login: uucp

Mail password:

Connection: phi
Speed: 1280
Telephone number:
Transmission days: A1l Days
Transnission times:fAl1l Times

{0K]

System name:

This field specifies the name of the receiving computer
you want to set up. Get the system name from the
person in charge of the receiving computer. The name
can be up to six characters.
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Mail login:

This field specifies the Electronic Mail login name.

i If the receiving
computer uses a nonstandard mail login, you can create
a special login. Once you create a special mail login,
it appears as an option for this field.

Note

You should never use any login name
other than nuucp or uucp without express
instructions from the person in charge
of the receiving computer or from your
technical representative.

To create a nonstandard mail login:

1 Press <Mark> until you see Special.

2 Press <Creat>.

A warning message appears to make sure you
want to enter a nonstandard mail login.

3 Press <Enter> to display the Mail Login Entry
form.

Hail Login Entry

i1 Login E

Non-standard Mail login:
[0K]

4 Type the special mail login, which can
consist of up to eight alphanumeric (plus
underscore) characters. Then press <Enter>.
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This field specifies the receiving computer's
Electronic Mail password, if one exists. If the
receiving computer does not use a mail password, leave
this field blank. Otherwise, get the password from the
person in charge of the receiving computer.

ggmggz j on;

This field specifies the type of connection you want to
use. Some connections include tty000 for the RS-232
port, tty00l1l through tty006 for the six RS-232
expansion ports, and phO0 and phl for telephone lines.
Your system may have fewer or more options, depending
on the software you have installed.

Some systems provide multiple connection types. In
such a case, you can create a separate entry for each
connection type, so there can be more than one entry
for a single UNIX PC. Electronic Mail first tries the
connection that appears first in the Mail Setup menu;
if that connection is busy, Electronic Mail tries the
next. connection.

In some cases, Mail Setup does not recognize a device.
If the device you want to use does not appear as an
option for this field, you can specify a special
nonstandard connection. To do so:

1 Press <Creat>.

A warning message appears to makKe sure that
you want to enter a special device.
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2 Press <Enter> to display the Device Entry
form.

[Fs] Device Entry

Uninstalled device:
{0K]

3 Type the name of the device, using any

character except space. Then press <Enter>.

That device now appears as an option for this

field.

Speed:

This field determines the baud rate. The internal
telephone ports support 300 baud and 1200 baud, with
1200 baud being the default speed. The RS-232 ports
support speeds from 150 baud to 9600 baud, with 9600
being the default speed. The STARLAN and Ethernet
networks support their own baud rates, specified by
selecting Network.

In some cases, a device uses a speed not given as an
option for this field. If the device you are using
requires a speed not provided in the field, you can
enter a special nonstandard speed. . To do so:

1 Press <Creat>.

A warning message appears to make sure you
want to enter a special speed.
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2 Press <Enter> to display the Speed Entry
form.

T
ﬁi

Speed Entry

Speed Entry

Non-standard speed:
[OK]

3 Type the speed you want to use, using any
characters except space. Then press <Enter>.

The new speed now appears as an option for
this field.

Telephone number:

This field specifies a data telephone number for
connections that use a dialing system. If the device

you selected does not use a dialing system, leave this
field blank.

The data telephone number can consist of numeric
characters, dialcode names (described later in this
chapter, under "Dialcodes"), and any of the following
special characters, which let you access telephone
switches found in business telephone systems:
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Character Function

Pause for dial tone

I+ 2
———

, Pause 2 seconds

Pause 10 seconds

-

} Switch flash

B »

} Hang up or disconnect

- No action

Transmission days:

This field determines the days of the week your system
can transmit mail to the other system.

The standard options are All Days, Work Days (Monday
through Friday), Weekends (Saturday, Sunday), and
Never. Use the Never option if you want only to
receive mail, not send it.

You can also create your own special combination of
transmit days:

1l Press <Creat>.
A warning message appears to make sure you

want to create a special group of
transmission days.
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Press <Enter> to display the Transmission
Days form.

[s] Transnission Days

Transmission days:
[0K]

Using the abbreviations shown below, type
days you want to set up as transmit days.

Abl iati D
Any All days of the week
Nvr Never
Wk Monday through Eriday
Su Sunday
Mo Monday
Tu Tuesday
We Wednesday
Th Thursday
Fr Friday
Sa Saturday

the

If you use conflicting abbreviations (such as

Nvr and Any) or multiple references, Mail
Setup uses the options in the order they
appear in the list above.

Press <Enter>.

The new combination of transmit days now
appears as an option for this field.




Updating the UNIX PC

T s £ .

This field determines the range of time your system can
transmit mail to the other system.

The standard options are All Times, Working Hours (9:00
AM through 5:00 PM), Nights (5:00 PM through 9:00 AM),
and Late Nights (9:00 PM through 5:00 AM) .

You can also create a special nonstandard range of
transmission hours: :

1 Press <Creat>.:

A warning message appears to make sure you
want to create a special time range.

2 Press <Enter> to display the Time Entry form.

Entry

Line Entry

Transmission tines:
[0K]

3 Type the hours you want to set up as the
transmission time range. Use the 24-hour
format, and separate the start and end times
with a hyphen (-), as shown in this example:

0300-1300 (from 3:00 AM to 1:00 PM).
4 Press <Enter>.

The new range  of transmission hours now appears as an
option for this field.
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Dialcodes

Mail Setup lets you create dialcodes, which contain
numbers, Electronic Mail special dialing characters,
and other dialcode names. (For a list of Electronic
Mail special dialing characters, see the description of
the Telephone number: field under "The Edit Mail Entry
Form" above.)

Use dialcodes to avoid retyping frequently dialed
numbers, such as access codes, long distance service
codes, and overseas access codes. The use of dialcodes
also saves disk storage space.

When you create a dialcode, it is listed as an entry in
the Dialcodes menu. The following paragraphs describe
how to create, edit, and delete dialcode entries.

To create a dialcode:

1 Point to |Administration| in any Office
window.

2 Press <Enter>.
You see the Administration menu.

3 Point to [Mail Setup|.

"] Office of install [7IRLEIETETITsaa0
Change root password
Clipboard Changing Password
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX System Harduare Setup
Hastebasket

Software Setup
System Information

User Logins

4 Press <Enter>.

You see the Mail menu.
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10

11

12

Point to |Electronic Mail Names of other
systems| .

Press <Enter>.

You see the Mail Setup menu.

Press the [DIAL CODES] screen key.

You see the Dialcodes menu, which lists all
existing dialcodes. If you have not created
any dialcodes, the menu is empty.

Press the [CREATE] screen key.

You see this Dialcode Entry/Edit form:

[Fs] Dialcode Entry/Edit

Dialcode name:
Dialcode number:

Type the name of the dialcode. Dialcode
names can consist of up to 38 letters.

Press <Return> to move the cursor to the
Dialcode number: field.

Type the dialing sequence for the dialcode.
You can use numbers, Electronic Mail special
dialing characters, and other dialcode names.
For a list of Electronic Mail special dialing
characters, see the description of the
Telephone number: field under "The Edit Mail
Entry Form'" above.

Press <Enter> to save the dialcode entry. If
you press <Exit>, the dialcode entry is not
saved.
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To edit an existing dialcode entry:

1 Point to |Administration| in any Office
window.

2 Press <Enter>.
You see the Administration menu.

3 Point to |Mail Setup]|.

E][lffice of install

Change root password
Clipboard Changing Password
Filecabinet { Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers I Disk Restore
UNIX System i Hardware Setup
Hastebasket (@-Mail Setup

I Softuare Setup
System Information

User Logins

4 Press <Enter>.
You see the Mail menu.

5 Point to |Electronic Mail Names of other
systems| .

6 Press <Enter>.
You see the Mail Setup menu.

7 Press the [DIAL CODES] screen key.
You see the Dialcodes menu, which lists all
existing dialcodes. If you have not created

any dialcodes, the menu is empty.

8 Point to the entry you want to edit and press
the [EDIT] screen key.
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You see the Dialcode Entry/Edit form.

[Fs] Dialcode Entry/Edit

Dialcode name:
Dialcode number:

9 Edit the dialcode name or number and press
<Enter> to save the changes.

To delete a dialcode entry:

1 Point to |Administration| in any Office
window.

2 Press <Enter>.
You see the Administration menu.

3 Point to |[Mail Setup]|.

[Fs) OFFice of install (2 Adninistration
Change root password
Clipboard Changing Password
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX System Harduare Setup
Hastebasket -Mail Setu
Softuare Setup
System Information

User Logins

4 Press <Enter>.

You see the Mail menu.

4-50
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Point to |Electronic Mail Names of other
systems| .

Press <Enter>.

You see the Mail Setup menu.

Press the [DIAL CODES] screen key.

You see the Dialcodes menu, which lists all
existing dialcodes. If you have not created

any dialcodes, the menu is empty.

Point to the item you want to delete and
press the [DELETE] screen key.

You see the Confirm Deletion form.

Make sure the answer is Yes, and then press
<Enter>.

You see the Dialcodes menu. Notice that the dialcode
has been deleted.

Editi Mail Set Ent

To edit the information about a receiving computer
already listed in the Mail Setup menu:

1

Point to |Administration]| in any Office
window.

Press <Enter>.

You see the Administration menu.
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Point to |Mail Setup].

] 0ffice of install <y Adninistration

Change root password
Clipboard Changing Password
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX System Harduare Setup
Hastebasket -Mail Setu

Softuare Setup
System Information

User Logins

FQ

Press <Enter>.
You see the Mail menu.

Point to |[Electronic Mail Names of other
systems| .

Press <Enter>.

You see the Mail Setup menu. The menu lists
an entry for each receiving computer you set
up. Each entry shows the receiving
computer's system name, the connection
device, and the phone number (if there is
one). If you have not entered setup
information for any receiving computer, the
Mail Setup menu is empty.

Point to the entry you want to edit.
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8 Press the [EDIT] screen key to display the

1Q

Edit Mail Entry form, which shows the
existing Mail Setup information for the
highlighted entry.

[Fs] Edit Mail Entry

Edit Mail E
Systen name:

Mail login: uucp

Mail passuword:

Connection: phl

Speed: 1200

Telephone number:
Transnission days: All Days
Transmission times:All Times

LOK]

Edit the information in the form as needed.
Refer to the procedures above, under "The
Edit Mail Entry Form" for information about
each field.

Press <Enter> to save the changes.

Delet] Receiving C

To delete a receiving computer from the Mail Setup

menu:

Point to |Administration| in any Office
window.

Press <Enter>.

You see the Administration menu.
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3 Point to [Mail Setup]|.

s 0ffice of install Adninistration

Change root password
Clipboard Changing Passuord
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX System Harduare Setup
Hastebasket -Mail Setup

Softuare Setup
System Information

User Logins

4 Press <Enter>.
You see the Mail menu.

5 Point to |Electronic Mail Names of other
systems| .

6 Press <Enter>.

You see the Mail Setup menu. Each entry
shows the receiving computer's system name,
the connection device, and the phone number
(if there is one). If you have not entered
setup information for any receiving computer,
the Mail Setup menu is empty.

7 Move the cursor to highlight the entry you
want to delete.

8 Press the [DELETE] screen key.
You see the Confirm Deletion window.

9 Make sure the answer Yes appears in the form,
and then press <Enter>.

You see the Mail Setup menu again. Notice that the
entry has been deleted.
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Installi Sof ¢ Fl Disl

You can install additional software by loading floppy
disks and using the Software Setup selection of the
Administration menu. The Software Setup selection is
available from the Administration menu of any user.

To install software:

1

Point to |Administration| in any Office
window.

Press <Enter>.

The Administration menu appears.
Point to |[Software Setup].

Press <Enter>.

The Software menu appears.

Point to |Install Software from Eloppy] .

Softuare

-Install Softuare from Flo
Install Software sent by Electronic Mail

Renove Installed Software
Show Installed Softuare

Press <Enter>.

You are prompted to insert the first floppy
disk.

Insert the first floppy disk and press
<Enter>.

A message informs you that the system is
checking for a size file that determines the
amount of disk space required by the
application.
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10

If the size file is found, the message

Install in progress appears as the software
is installed. Skip to step 9.

, yYou see the
Install form shown below. Continue on to
step 8.

Humber of diskettes:

[0K]

Type the number of floppy disks in the set of
disks containing the software, and then press
<Enter>.

The message Install in progress appears as
the software is installed.

You are notified when to remove the first
floppy disk and insert the next one (if the
set contains more than one floppy disk).

After inserting the next floppy disk, press
<Return> as you are prompted.

Continue removing and inserting floppy disks
in sequence until the software package is
installed.

You are notified when to remove the last floppy disk.
The system continues the installation process.

Depending on the software you are installing, you may
be asked specific questions about the program. Refer

to the appropriate application manual if you need
assistance.

You are notified when the software is installed.
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Note

Most errors (disks out of order, disk
not inserted properly, and so on) are
caught, and you are prompted to take
corrective action. If you have
consistent problems with the same floppy
disk, the problem is likely to be the
floppy disk itself. 1In this case,
contact the software manufacturer.

Installi Soft £ Elect i¢ Mail
Certain software can be sent through the communication
lines. 1If you receive software in this manner, you can
install it by using the Install Software sent by
Electronic Mail selection in your Administration menu.

To install the software sent from Electronic Mail:

1 Point to |Administration| in the Office of
any user.

2 Press <Enter>.

The Administration menu appears.
3 Point to |Software Setup|.
4 Press <Enter>.

The Software menu is displayed.
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5 Point to [Install Software sent by Electronic
Mail].

: Install Software from Flopp
-Install Softuare sent by Electronic Wail

Remove Installed Softuare
Shou Installed Softuare

6 Press <Enter>.
The spool/uucppublic window is displayed.

7 Point to the name of the software you want to
install, and then press <Enter>.

The message Install in progress appears as the software
is being installed. The system continues the
installation process.

Depending on the software you are installing, you may
be asked specific questions about the program.

You are notified when the installation is complete.

Displayi Li f Installed Sof

When you install software, whether from floppy disks or
from Electronic Mail, the UNIX PC keeps a record of the
packages you have installed. You can check to see
which packages have already been installed on your
system.

You can look at the list of installed software from the
Administration menu of the Office of any login.

To view a list of installed software:

1 Point to |Administration| in the Office of
any user name.
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emov.

Press <Enter>.

The Administration menu appears.

Point to |Software Setup| and press <Enter>.
The Software menu appears.

Point to |[Show Installed Software

Install Software from Floppy
Install Software sent by Electronic Mail ~

Remove Installed Softuare

-Shou Installed Softuare

Press <Enter>.

You see a list of software packages already
installed on your system. If none are
installed, a message informs you.

Press <Enter> to return to the Software menu.

You can remove software that has been installed on your

system.
To remove

1

software:

Point to |Administration| in the Office of
any user name.

Press <Enter>.
The Administration menu appears.
Point to |Software Setup| and press <Enter>.

The Software menu appears.




Updating the UNIX PC

4 Point to |Remove Installed Software
5 Press <Enter>.

You see a list of installed software
packages.

6 Point to the software package you want to
remove.

7 Press <Enter>.

As with the installation, the removal process depends
on the individual software application.

A message appears telling you the package you specified
has been removed.

Setting Up a Different Font

The Set Up Font selection, available from the
Administration menu of install, lets you assign
different fonts to windows and application programs.
You assign a different font by selecting the font and
the system slot into which the font is installed.

There are 16 system slots: slots 0 through 7, which
become the default fonts for new windows, and slots 8
through 15, which can be used in application programs.
The font assigned to slot 0 is the system font. The
font loaded into slot 0 becomes the Default system font
in the Font Name menu.

Caution

Unless you are programming applications,
and want different programs to use
different fonts, do not change the Slot
number field. Change the font for slot
0 only.

U ] 12-point f in slot 0.
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The following table lists and describes some of the
available fonts. More fonts may be available,
depending on the application programs you have
installed. In the table, each 1l2-point font is marked
by an asterisk, and a sample is provided for each.

Font Descriptions

Font Description
BLD. ft Basic line drawing (VT-100)
ELD. ft Extended line drawing (VI-100)
*FANCY.I.E.12A Fancy italic 12-point font
ABC#
abc

FANCY.I.E.18.A Fancy italic 18-point font

FANCY.I.E.24.A Fancy italic 24-point font

*FANCY.R.E.12.A Fancy Roman 12-point font

ABCH
abc

FANCY.R.E.18.A Fancy Roman 18-point font

FANCY.R.E.24.A Fancy Roman 24-point font
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Font Descriptions (Continued)

Font

Description

*PLAIN.I.E.12.A

Plain italic 12-point font

LT
[

PLAIN.I.E.18.A

Plain italic 18-point font

PLAIN.I.E.24.A

Plain italic 24-point font

*PLAIN.R.E.12.A

Sans serif l1l2-point font

@& D
oo

PLAIN.R.E.18.A

Sans serif 18-point font

PLAIN.R.E.24.A

Sans serif 24-point font

ROMC. ft Read-only memory character set
(BCTS13)
ROMG. ft Read-only memory graphics set
(BCT513)
SCLD. ft Special character line drawing
(VT-100)
*UK. ft United Kingdom character set
ABCE
abec
VBM. ft Video text mosaic character set

(BCT513)
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Font Descriptions (Continued)

Font Description

monitor.8. ft Mnemonic for data communication

control bytes

mosaic.8.ft Graphics set

special.8. ft Mathematical symbols, commercial

abbreviations, border designs

*system.8.ft Standard 1l2-point sans serif
font
ABCH
abc
*system.r.8.ft Other 12-point sans serif font
ABCH
abec

* This is a 1l2-point font and can be installed in
slot O.

To set up

1

Note

You can edit font files. Font assign-
ments are stored in the /etc/.fontload
file. If you change a font, be sure to
make a copy of the font file first. See
the descriptions of cfont (1) and font
(4) in the AT&T UNIX PC UNIX System V
User's Manual.

a font:

Select |Administration| from the Office of
install and press <Enter>.
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You see the Administration menu.

2 Select |Software Setup| and press <Enter>.
You see the Software menu.

3 Select |[Set Up Font| and press <Enter>.

You see a Font Setup menu, similar to the
menu shown below:

[s] Font Setup

Font Name Default system font
Slot nunmber S8lot @ (inheritable)

[0K]

4 Press <Cmd> to display the Font Name menu,
which shows the available fonts. Your menu
will be similar to the menu below:

Font Name Menu

-Default system font]
BLD.Pt

-m
D
=Zzo
23
-
o

LILE.12.A
.1.E.18.A
.1.E.24.A
.R.E.12.A
.R.E.18.R
-R.E.24.R
.1LE.12.8
.I1.E.18.A
.1.E.24.A
.R.E.11.A
.R.E.12.8
.R.E.18.A
.R.E.24.A

ROMC. ft
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10

Select the font you want to use and press
<Enter>,.

Do not use a graphics font for a text
application; likewise, do not use a text font
for a graphics application. Use only a 12-
point font in slot 0.

Press <Return> to move the cursor to the Slot
number field.

Press <Cmd> to display a list of available
slots.

Select the slot number into which you want
the font installed. Unless you are
programming applications and want each
application to use a different font, use slot

Press <Enter> to save the change.

A confirm message appears to make sure you
want to install the font into the slot.

Press <Enter>.

If you installed a new font in slot 0, you
should now check that you have installed the
correct font:

o Select |Set Up Font| from the Software
menu and press <Enter> to display the Font
Setup menu; the characters in the menu use
the new font.

o If the menu contents are garbled, proceed
immediately to the steps given below,
under "Restoring the Default System Font."

con 00! ike you

think they should, repeat steps 5, 9, and

10 above, selecting the correct font.

If you changed the font for slot 0, only new windows
that you open use the new font. You can log out and
then log in again to change the screen keys and all
windows to the new font. If you want to change the
font for the status line as well, shut down and reboot
the system.

4-65
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Restoring the Default System Font
If you install a new font in slot 0 and then see
garbled characters when you check the Font Name menu:

1 Press <Enter> from the Font Setup menu.

2 Press <Enter> again for each of the two
windows that look like Confirm windows (even
if you cannot read the garbled contents).

3 Close all other active windows until the
Office is the only active window on your
screen.

4 Press <Cmd> to display the Office Commands
menu (which may contain garbled characters).

5 Type sh and press <Enter> to perform a system

shutdown. (When the shutdown is complete,
your system will use the default system font
again.)

6 Press <Enter> for both windows that appear
(even if the characters are garbled).

7 Press <Return> to respond to the message in
the upper-left corner of the screen. This
action reboots your system.

ddi ew

To use the system, you must first log in--that is, type
a name recognized by the system as an authorized user.
You must add a new user login to the system so a new
user can log in.

To add a new user, you follow a procedure starting from
the Administration menu of the install login. You must
log in as install before attempting to add users.

You can change user login information once you have
entered it, or you can remove the information so the
user is no longer recognized by the system and
therefore cannot log in.
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All user logins are listed in the User Login menu.
Once users are added to the list, they should protect
the files in their own user area by adding a password
to their login. Users control their own passwords:
they create the passwords and can change or remove
passwords at any time by using the Administration menu
in their own Offices. For more information about
passwords, see "Adding or Changing a Password" in this
chapter.

Users are of two types: normal and expert. Expert
users have access to UNIX through the UNIX System
selection that appears in the Office window. Normal
users do not have direct access to UNIX and do not see
the UNIX System selection in the Office window.

To add a new user:

1 Point to |Administration| in the Office of
install.

2 Press <Enter>.
The Administration menu appears.

3 Point to |User Logins]|.

[Fs] 0ffice of install
-Aduinistrationl

(7]

[~y Adninistration

Change root password
Clipboard Changing Password
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore

UNIR System Harduare Setup
Hastebasket Mail Setup

Softuare Setup
X =

Séstem Information

4 Press <Enter>.
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The User Login Interface menu and the screen
keys shown below appear:

UGICE 1: IDLE DATA 2 Mon June 2, 2:43 pn
[Fs] Office of install [?|[s] Adninistration

~Adninistration|

Change root password
E;ipboagd Changing Passuord
i . 2

(315 User Login Interface

EXPERT SPACE LAST LOGIN

-tutor Tutorial Jun 2 B6
i install Administration Login Yes Jun 2 86
Joyce C. YES NER

joyce

R

5 Press [ADD USER].

You see this ADD USER form:

Login Nane : NENNEENR

User Name :

Expert ? : No

[OK]

6 Type the name the new user will use to log
into the system.
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10

11

Press <Return>.
The highlight moves to the User Name field.

Type the user's full name (up to 24
characters) and press <Return>.

The highlight moves to the Expert? field. No
indicates the user has no UNIX System
selection in the Office menu (normal status).

If the user should have the UNIX System
selection in the Office menu (expert status),
press <Mark> until Yes appears.

Press <Enter>.

The ADD USER form is removed from the screen.
If the name you typed is the name of a
deleted user whose files still exist, you are
notified, and you must press the <Enter> key
to continue. You see the User Login menu.
Notice that the new user login information is
now listed in the menu.

Press <Exit> to return to the Administration
menu.

Displaying User Login Information

You can display user login information from the
Administration of install. The User Information screen
includes the following information:

o]

[e]

The user's login name and user name
The user's directory

The shell the user uses

The user id and group id

Whether the user is an expert

Whether the user has a password
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o When the user was created and the date the
user last logged in

o How much disk space the user takes up
To display user login information:

1 Point to |Administration| in the Office of
install.

2 Press <Enter>.
The Administration menu appears.

3 Point to |User Logins| and press <Enter>.
The User Login Interface menu appears.

4 Point to the user name for which you want to
display information.

5 Press <Enter>.

You see an information window similar to the
following:

[Fs] User Infornation

Login Name : install
User name : Administration Login
User dir : /u/install

User shell :
User 1D HB U} Group ID : 188
Expert user: Y Passuord 7 : N

Create date: Jul 28 85
Last login : Jun
Disk usage : 8K

Touch ENTER to continue

6 Press <Enter> to return to the User Login
Inter face menu.

7 Press <Exit> to return to the Administration
menu.
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Updating the Status of Users

You can change user login information such as user
status (normal or expert) or user name.

To change user login information:

1 Point to |Administration| in the Office of
install.

2 Press <Enter>.
The Administration menu appears.

3 Point to |User Logins]|.

y| 0ffice of install Adninistration

______.__Tq

Change root password
Clipboard Changing Password
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX System Harduare Setup
Hastebasket Mail Setup

Softuare Setup
b ClcerLogte S

4 Press <Enter>.
The User Login Interface menu appears.

5 Point to the name of the user for whom you
are changing information.

6 Press [CHANGE USER].
The Change Login Information form appears.

7 Press <Return> to move to the field you want
to change.

8 Type the new information.
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9 Press <Enter>.

The Change Login Information form is removed
from the screen and the User Login form
appears again.

10 Press <Exit> to return to the Administration
menu.

R - U Logi

When a user should no longer be recognized by the
system as an authorized user, delete the user name from
the User Login menu. This deletion prevents the user
from logging into the system, but it does not
automatically delete the user's files. You can choose
to leave the user's files where they are, move them to
another user's Filecabinet, or delete them.

Press the Exit key anytime before completing the Delete
User command to cancel the command.

To remove a user login:

1 Point to |Administration| in the Office of
install.

2 Press <Enter>.
The Administration menu appears.

3 Point to |User Logins]|.

(B E ) Adninistration

Change root password
Clipboard Changing Password
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
UNIX System Harduare Setup
Wastebasket Wail Setup

Softuare Setup
(x]

SEstem Information
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Press <Enter>.
The User Login Interface form appears.

Point to the name of the user you want to
remove.

Press [DELETE USER].
You see a Confirm window.

Press <Enter> to verify that you want to
delete this user.

A window prompts you to select what to do
with the user's files.

Press <Mark> until you see the action you
want to take on the user's files. The
following list describes each option:

Move lets you move the user's files to
another user's Filecabinet. The files are
stored in a folder named after the deleted
user's login name. If the deleted user's
login name is the same as a filename in the
recipient's Filecabinet, you are prompted to
specify a new folder name.

Delete lets you delete the user's files.

Nothing lets you keep the user's files where
they are. The files still exist in the
deleted user's directory, but you must use
UNIX to access them. The deleted user's
Filecabinet no longer exists.

Press <Enter>.

in step 8,
you see the User Login menu again. Notice
that the deleted user's entry is shaded. The
next time the menu appears, the entry will
not be listed.

I1f vyou selected Move in step 8, another

window requests the name of the user who will
inherit the files; continue on to step 10.




Updating the UNIX PC

10 If you are moving the deleted user's files,
type the recipient user's name and press
<Enter>.

If the deleted user's login name is the same
as an existing file or folder in the
recipient's Filecabinet, you are prompted to
type a new folder name, under which the files
will be stored. Type a new folder name and
press <Enter>.

You see the User Login menu again. Notice that the
user's entry is shaded, and del'd appears next to the

user name. The next time the menu appears, the entry
will not be listed.

Computing User Space

You can determine how much of the available hard disk
space each user login uses.

To compute user space:

1 Point to |Administration| in the Office of
install.

2 Press <Enter>.
The Administration menu appears.

3 Point to |User Loginsj|.

[Fs] 0ffice of install Adninistration
Change root password

Clipboard Changing Passuord
Filecabinet Date and Time
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore

UNIR Systen Harduare Setup
Hastebasket 1 Mail Setup
Softuare Setup

X Séstem Information
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4 Press <Enter>.
The User Login Interface menu appears.
5 Press [COMPUTE SPACE].

A Confirm message window informs you that
Calculating disk space takes 1-2 minutes.

6 Press <Enter> to continue.

The system calculates user space for all user
names and displays the number of bytes used
by each user name on the system.

7 Press <Exit> to return to the Administration
menu.

Using Passwords

You use passwords to restrict access to user logins and
the install login. A password also protects access to
the UNIX root (or superuser) login. If you installed
the UNIX system software, you are aware of the password
you assigned to the root login during the installation
procedure. These passwords make it more difficult for
unauthorized users to damage or view your user files or
system files.

Protecting the install Login

It is recommended that you add a password to protect
the install login because it is the only login that
permits access to the extended Administration menu.
The Administration menu of the install login contains
many selections that could disrupt other users of the
system if these selections were accidentally changed or
deleted. Once protected with a password, the
Administration menu of the install login is available
only to those who need to use it. Follow the
procedures for adding a password to create the login
password.
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Adding or Changing a Password

To add or change a password to any user name (including
the install login), you can use the Administration menu
of the Office for that user name. To add or change the
password for the root login, you must use the
Administration of install. See "Changing the Root
Password" in this chapter to change the root password.
To add or change a password:

1 Select |Administration| in the Office of the
user name you want to password protect.

2 Press <Enter>.
The Administration menu appears.

3 Point to |Changing Password].

Adninistration

-Changing Passuord|
Disk Backup

Disk Restore

Mail Setup
Softuare Setup
System Information

4 Press <Enter>.
The Changing Password menu appears.

5 Point to |Change Password].

@ Changing Passuerd
-Change Passuord

Remove Passuord
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6 Press <Enter>.

You see this Confirm window:

You will now be prompted to type a
new p d. The p rd will not
appear on the screen as you type it,

for security reasons.

Touch ENTER to continue
or CANCL to stop.

7 Press <Enter>.
8 Type your new password and press <Return>.

Use any characters except @, backspace, or
control characters. The system recognizes up
to a maximum of eight characters. (Your
typed password does not appear on the screen
for security purposes.) Do not type a
password that is too hard to remember.

Note
You must type the same password twice to
protect against typing errors. If you
make an error, you see this message:
They don't match; try again.
9 Retype your password.

10 Press <Return>.

After you type the password twice, the Administration
menu appears again.

The next time you log in, you must use your new
password. Do not forget your password!
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Removing a Password
To remove a password:

1 Point to }|Administration| in the Office of
the user name that contains the password you
want to remove.

2 Press <Enter>.

The Administration menu appears.

3 Point to |Changing Password] .

[Fs] 0ffice of joyce Adninistration -
-Changing Passuord|
Clipboard Disk Backup
Filecabinet | Disk Restore
Floppydisk Mail Setup
Preferences i Softuare Setup
Printers System Information
Telephone
UNIX System
Wastebasket

4 Press <Enter>.
The Changing Password menu appears.

5 Point to |Remove Password].

[ Changing Passuord

|

Change Passuord >
Crenoic Pascuo N |
I

23]

6 Press <Enter>.

You see this message: Your password is now
removed.
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7 Press <Enter>.

You see the Administration menu again.

Changing the Root Password

The UNIX root login is protected by a password. If you
installed the UNIX system software, you are aware of
the password you assigned to the root login during the
installation procedure. It is very important to keep
the root login protected by a password, but you may
decide that you want to change the password from the
one you assigned during the installation procedure.

The root password is changed just like any other
password, except that the Change root password
selection appears only in the Administration menu of
the Office of install.

To change the root password:

1 Point to |[Administration| in the Office of
install.

2 Press <Enter>.
3 Point to |Change root password].
4 Press <Enter>.
The Changing Password menu appears.

5 Point to |Change Passwordj].

[s) 0ffice of install [7][:] Aduinistration
C}ipboax;d Dhangins ?assuord
i 7 f=te and Time
[31[":] Changing Passuord anostics Floppy
Pr Backup
%3 @-Change Passuord Restore

Te]] Remove Password duare Setup

Setup

Ka ware Setup
(X E en Information
User Logins
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6 Press <Enter>.

You see the following Confirm window:

[E Confirn

You will now be prompted to type a
neW p rd. The p d will not
appear on the screen as you type it,
for security reasons.

Touch ENTER to continue
or CANCL to stop.

I

7 Press <Enter>.

8 Type the new root password and press
<Return>.

Use any characters except @, backspace, or
control characters. The system recognizes a
maximum of eight characters. (For security
purposes, your typed password does not appear
on the screen.) Do not type a password that
is too hard to remember.

Note
You must type the same password twice to
protect against typing errors. If you
make an error, you see this message:
They don't match; try again.
9 Retype your password.

10 Press <Return>.

After you type the password twice, the Administration
menu appears again.

The next time you log in, you must use your new
password. Do not forget vour password!
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c . he System Dat 1 Ti

The UNIX PC displays the date and time in the status
line at the top of the screen. When you install the
system software, you may need to reset the date and
time.

You can use the Administration menu in the Office of
install to change the system date and time. When you
set the date and time, you can choose from 24 time
zones and 2 date display formats (American and
European) . This feature is useful for calculating
times for time-conscious applications such as
Electronic Mail or Telephone Manager.

Also, you can set the daylight savings feature to
accommodate daylight savings changes automatically if
your area of the country uses daylight savings.

To set the system date and time:

1 Point to |Administration| in the Office of
install.

2 Press <Enter>.
The Administration menu appears.

3 Point to |Date and Time|.

[Fs] 0fFice of install [Fs] Adninistration
Change root password
Clipboard Changing Passuord
Filecabinet
Floppydisk Diagnostics Floppy
Preferences Disk Backup
Printers Disk Restore
Telephone Harduare Setup
UNIX System Hail Setug
Wastebasket Softuare Setup

System Information
User logins

4 Press <Enter>.
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You see a Set Date and Time form, similar to
the following:

Entex\ changes to systen date and tine @

Set Date and Time
Date NmrN2 |, 1986
Tine 4 :01
A or PH PN
Time Zone pacific { 8)

Is Daylight Savings Time EVER used? NO
Date display format American

3]

5 To change the month, press <Cmd>, select the
abbreviation for the current month, and press
<Enter>.

6 Press <Return>.

The highlight moves to the day field.

7 To change the day, press <Cmd>, select the
current day, and press <Enter>.

8 Press <Return>.
The highlight moves to the year field.

9 To change the year, press <Cmd>, select the
year, and press <Enter>.

10 Press <Return>.

The highlight moves to the hour field.
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To set the time:

1 Type the current hour, and then press
<Return>.

The highlight moves to the minutes field.

2 Type the minute (allow a minute or so for
processing), and then press <Return>.

The highlight moves to the AM or PM field.
To set morning or evening:

1 To change to morning or evening, press
<Mark>.

2 Press <Return>.

The highlight moves to the Time Zone field.

To change the time zone:

1 Press <Cmd> to see the list of 24 time zones,
based on Greenwich Mean Time: 4 North
American time zones and 20 time zones
lettered A through T for the other continents
based on their proximity to Greenwich,
England.

eastern ( 9)
central { 6)
mountain{ ?)
-pacific ( 8)
zoneA ( 9)
zoneB  { 18)
zoneC  ( 11)
zoneD  (-12)
zoneE  (-11)
zoneF  (-18)
zoneG { -9)
zoneH ( -8)
zonel { -7}
zoned ( -6)
zoneK  {

(

(
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Each of the lettered zones is assigned a
number, some preceded by a minus sign (-).

Zones preceded by a minus sign are east of
Greenwich, England. Other zones are west of
Greenwich, England. Check an atlas to
determine time zones outside the continental
United States.

Point to the time zone you want to use, and
then press <Enter>.

Press <Return>.

The highlight moves to the Is Daylight
Savings Time EVER used? field.

To set daylight savings time:

1

If your area of the country sets the time
ahead one hour in the Spring and back an hour
in the Fall, you should select |YES| for
daylight savings.

Press <Mark> until you see YES.
Press <Return>.

The highlight moves to the Date display
Format field.

To set the date display format:

(o]

Press <Mark> to select American (Wed Apr 16)
or European (Wed 16 Apr).

When you are satisfied with the values entered in the
complete the following steps:

form,

1

Press <Enter>.

The New Date and Time form appears. Check
the displayed date and time before
confirming.

Press <Enter> again to confirm.
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The Date and Time window is removed from the screen and
the Administration menu appears.

Note

If you changed the time zone or the date
display format, the change does not
occur until after the next system
shutdown and reboot. At that time, it
may be necessary to reset the hours and
minutes fields to reflect the change in

time zone.
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This chapter shows you how to perform tasks associated
with regular maintenance of the UNIX PC. Procedures in
this chapter show you how to:

o Display system information

o Back up your files from the hard disk

o Restore your files to the hard disk

o Use the Diagnostics floppy disk

Displaying System Information

System information such as your system name, software
version number, amount of available disk space,
hardware setup information, date of last backup, and
the users logged into the system is displayed in the
System Information window. You may find this window
handy for a quick look at system status before you
update the system.

The System Information window is available from the
Administration menu of any user login.

To display system information:

1 Point to |Administration| in the Office of
any user name.

2 Press <Enter>.

The Administration menu appears.
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3 Point to [System Information].

[Fs] Adninistration

Changing Password
Disk Backup
Disk Restore

Mail Setup

Softuare Setup
-Systen Infornation|

4 Press <Enter>.

You see a System Information window, similar
to the following:

Systen Information

-Systen Name: UNIKPC
Version: 3.5

Disk Space Free: 78% or 28893k
On R8232 Port: Nothing

On R8232 Port 801: Nothing

On RS232 Port B882: Nothing

On Parallel Port: HNothing

Last Backup: Never

Menory: 16024k

----- USERS LOGGED ON -----
install

----- SOFTHARE INSTALLED ---—-

The following list explains the information
displayed:

System Name Shows the name you have given
the system to identify it from
other computers when sending
mail. (See "Setting Up Mail"
in this section.)
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Version

Disk Space

Free

On RS232 Port

On RS232
Port 00n

On Parallel
Port

Last Backup

Memory

USERS

LOGGED ON

SOETWARE
INSTALLED

Shows the version (release)
number of the UNIX PC system
software you are currently
running.

Shows the amount of free disk
space on the hard disk in both
percent and number of bytes.
If the Display Floppy Contents
menu is open, the available
space on the floppy disk is
also presented.

Shows what, if anything, is
currently connected to your RS-
232 port.

Shows what, if anything, is
currently connected to an RS-
232 expansion port. The n
represents the port number.

Shows the name of the
printer, if any, that is
currently connected to the
printer port.

Shows the most recent date and
time you performed a complete
backup.

Shows the amount of RAM
installed (including expansion
board memory) .

Shows login names of users
logged into the system at
current time.

Shows the names of
application programs
currently installed. Use
scroll icons to display
information not immediately
shown.

Press <Enter> or <Exit> to return to the
Administration menu.
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Backing Up Y Hard Disk Fil

To maintain your system on a regular basis, you should
set up a schedule for doing backups (making floppy disk
copies of the files on your hard disk). Backing up
your system on a regular basis is a good safety
precaution against an unexpected system failure or
operator error. Although a system failure is extremely
unlikely, if one should occur you can restore your
files using the latest backup floppy disks.

The Disk Backup selection is available from the
Administration menu of every user name. You can use
the Disk Backup selection to back up all files (system
and user), only files updated since the last backup, or
a single user's files. Once the backup is complete,
the Disk Backup lets you verify the contents of each
floppy disk.

When you select the type of backup you want to perform,
a message informs you of the approximate number of

floppy disks you will need. Make sure you have enough
5 174-inch £ jisks (doub] ded. double-densi

48 tracks per inch., soft-sectored) that have been
formatted on the UNIX PC. For information on
formatting UNIX PC floppy disks, see '"Using Floppy
Disks" in the Working with the Office section of this
manual .

Note

If you run out of formatted floppy disks
during the backup procedure, you must
stop the backup, format more floppy
disks, and then start the backup from
the beginning.

Backup Types

Backups are of three types:

o Complete backup

o Partial backup

o Back up one user
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Complete Backup

A complete backup copies all the files you have
created, as well as all system files installed or
created following the initial installation of the
Foundation Set. This type of backup generally requires
a large number of floppy disks, depending on the system
age and the number of applications installed. When you
select Complete Backup from the Backup menu, a message
informs you of the approximate number of floppy disks
required.

You should do a complete backup after the initial
system configuration and after every time you update
your system software. This action gives you a set of
floppy disks containing your latest system software and
many of your user files. It also establishes the
starting point for any subsequent partial backups.

Partial Backup

A partial backup copies only those files modified or
created since the last complete backup was performed.
These tend to be much smaller backups and can be
scheduled more frequently. When you select Partial
Backup from the Backup menu, a message informs you of
the approximate number of floppy disks required.

You should perform a partial backup at least every
week. This way, if you should experience a system
failure, you could restore your last complete backup
and your last partial backup, losing no more than one
week's work. It is necessary to save only the most
recent partial backup.

Back Up One User

This selection backs up all files belonging to a user
that you select. This selection could be referred to
as '"backing up the Filecabinet," because it copies only
the files and folders in the Filecabinet of the
selected user. This backup selection should be done
frequently. 1In fact, all users should use this
selection daily to back up their own files.
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The floppy disks used in these backup

Note

operations are usable only by the

Restore function; they are not usable

from the Office window.

Using the Disk Backup Selection

All backups are started from the Administration menu.
You are informed of the number of disks required
(floppy disks can store approximately 1/3 of a
megabyte) for the type of backup you are performing.

To perform a backup:

1 Point to |Administration|

any user name.

2 Press <Enter>.

The Administration menu appears.

3 Point to |Disk Backup].

[Fs] 0fFice of joyce

@

[] Adninistration

-Aduinistration|
Clipboard
Filecabinet
Floppydisk
Preferences
Printers
Telephone
UNIX Systen
Wastebasket

Disk Restore

Mail Setup
Softuare Setup
System Information

Changing Password
-Disk Backu

23]

4 Press <Enter>.

in the Office of
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You see the following Backup menu:

-Conplete Backup - has not been done yet.

Partial Backup - hac not been done yet.
Backup one user

Point to the type of backup you want to
perform (see '"Backup Types" above for an
explanation of the three types).

Press <Enter>.

, a User menu
appears. Point to the user name, and then
press <Enter>.

, an
information message tells you the approximate
number of floppy disks required. If you do
not have enough floppy disks on hand, press
the Cancl key and format more floppy disks.

A Confirm message informs you to insert a
formatted floppy disk.

Insert a formatted floppy disk and press
<Enter>.

The UNIX PC informs you when you need to
remove a floppy disk and insert another one.

When you remove a floppy disk, attach a label
containing the subject, date, and number of
the floppy disk (the first floppy disk is
number 1 and so on). Store the floppy disk
in its protective envelope. If you write on
a label already attached to the floppy disk,
use only a felt-tip or nylon-tip pen. A ball
point or pencil can damage data.
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10

11

Note

If you should a problem with the floppy
disk, you must start the backup
procedure from the beginning. Remove
and discard the damaged floppy disk.
Begin the backup again.

Press <Enter> after inserting each floppy
disk.

When the backup is complete, you are prompted
to remove the last floppy disk. Then the
following prompt appears to let you verify
the data on the floppy disks: Do you wish to
check the data on the floppy disk(s)?

If you want to verify the data on the floppy
backup disks, continue on to step 10.

If you do not want to verify the floppy
backup disks, press <Cancl>. You see a
confirmation that the backup is complete.

To verify the data on the backup floppy
disks, press <Enter>.

You are prompted to insert the floppy backup
disks one by one, starting with the first in
the set.

When the last floppy backup disk has been
checked, a confirmation message tells you
that the backup is complete.

Remove the last floppy béckup disk and press
<Enter>.




Maintaining the UNIX PC

Restoring Fil to Y Hard Dis]

If you want to restore an earlier version of a file
from floppy disk to your hard disk, use the Disk
Restore selection from the Administration menu of any
user login. You can use only those floppy disks
created with the backup procedure to restore files to
your hard disk.

The type of backup floppy disks you use is determined
by the types of files you want to restore. For
example, if you want to restore only files in one user
area, use the files on a user backup floppy disk; if
you want to restore recently modified files, use the
files from the last partial backup set; and if you want
to restore all your files, start with the Foundation

Set, followed by your last complete backup floppy set,
and then the latest partial backup set.

Realize, of course, that the changes made since your
last backup are not stored on the floppy disks; they
cannot be recovered from backup files.
Restore Types
Restore methods are of four types:

o RESTORE All

o RESTORE by UNIX Name

o SHOW and RESTORE Folders

o SHOW and RESTORE Files

Note

The SHOW and RESTORE Folders selection
does not restore the Phone Directory
files (which contains your directory
entries if you have Telephone Manager
software installed). To restore the
Phone Directory file, use RESTORE All or
SHOW and RESTORE Files.
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RESTORE All: Copies all files on the floppy disk set
to the UNIX PC hard disk. RESTORE ALL restores all the
files on a complete backup set, all the files on a
partial backup set, or all the files on a user backup
set.

RESTORE by UNIX Name: Restores the files (on any type
of backup floppy set) you specify by typing the full
UNIX pathname of each file.

SHOW and RESTORE Folders: Restores folders you specify
by selecting them from a list.

SHOW and RESTORE Files: . files you specify by selecting
them from a list.

Restoring Files

The Disk Restore selection is available from the
Administration menu of the Office of any user login.
You can restore only those files contained on backup
floppy sets.

To restore files:

1 Point to |Administration| in the Office of
any user login.

2 Press <Enter>.

The Administration menu appears.
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3 Point to |Disk Restore].

[F] Adninistration

Changing Passuord

Disk Backup

Mail Setup
Softuare Setup
Systen Information

4 Press <Enter>.

You see the following Restore menu:

Restore

/B-RESTORE 011

RESTORE by UNIX Name
SHOW and RESTORE Folders
SHON and RESTORE Files

5 Point to the type of restore you want to use
(see "Restore Types'" above for an
explanation) .

6 Press <Enter>.

The Confirm message window informs you to
insert a floppy disk.

7 Insert the backup floppy disk containing
files you want to restore. (If you have more
than one backup floppy disk, insert the
floppy disks one at a time, in numerical
order.)

8 Press <Enter>.




Maintaining the UNIX PC

9

10

11

12

If you select any choice other than RESTORE

All perform the appropriate procedure below:

o RESTORE by UNIX Name

Type the complete UNIX pathname of the

files you want to restore. Type one file

name in each field, pressing <Return> to
move to the next field.

When you have entered all your file names

or you have filled the screen, press
<Enter>.

0o SHOW and RESTORE Folders

Point to the desired folder and press
<Enter>.

For more than one folder, point to the
first folder and press <Mark>; point to
the next folder and press <Mark>. When
you have marked all the folders to be
restored, press <Enter>.

o SHOW and RESTORE Files

Point to the desired file and press
<Enter>.

For more than one file, point to the file

and press <Mark>; point to the next file

and press <Mark>. When you have marked
all the files to be restored, press
<Enter>.

When the restore procedure is complete, a

message informs you that it is safe to remove

the floppy disk.

Remove the floppy disk and insert the next
one, if any.

Press <Enter>.

Continue with the above procedure until you
have restored your files.
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Per forming Di tic Test

When your system has a problem, you may be able to
determine whether the problem is caused by the software
or the hardware by running hardware diagnostic tests.
If the problem concerns hardware, the diagnostic tests
will tell you. If the diagnostic tests run
successfully, then the software is probably at fault.
Consult your service representative when you cannot
resolve the problemn. ’

You can have the system perform diagnostics to test
hardware functions by selecting tests from a menu. The
Diagnostics Floppy selection is available only from the
Administration menu of the Office of install. Hardware
diagnostic tests can be run only by rebooting the
system (the menu selection provides information only).

Caution
Refer to the AT&T UNIX® PC Service
Manual for complete information on
per forming diagnostic tests to avoid
destroying files.

To learn about diagnostic tests:

1 Select |Administration| in the Office of
install.

2 Press <Enter>.

The Administration menu appears.
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3 Point to |Diagnostics Floppy| .

[Fs] 0Ffice of install i Administration (20
Change root passuord
Clipboard Changing Password
Filecabinet Date and Tinme
Floppydisk
Preferences Disk Backup
Printers Disk Restore
Telephone Harduare Setup
UNIX Systen Mail Setup
Hastebasket Softuare Setup
System Information

X User Logins
X £

4 Press <Enter>.

A message window tells you that you should
insert the Diagnostics disk, shut down the
system, and press the reset button to display
the Diagnostics menu.

5 Press <Enter> to continue.
Note that diagnostic tests are not actually performed

until you follow the procedures indicated in the
previous message window.
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A Summarizing the System Software File List

This appendix contains a summary of the UNIX System V

facilities available on the UNIX PC.

follow are pointers to the
User's Manual. ThHe number in parentheses below the
lefthand column heading of each list indicates the
section of the manual in which the listed items are

described.

Additional columns in the lists provide a quick

The lists that

reference for distinguishing between items included
with the purchase of the UNIX PC Foundation Set and
items supplied in optional software packages.

This appendix has the following sections,
to the AT&T UNTX PC UNIX System V User's Manual:

corresponding

Section Contents Page
1M and 1 Shell commands and standard A-2,
application programs available A-3
for the UNIX PC
7 Manual pages for UNIX special A-3
files
2 UNIX system calls A-8
3 All the system subroutines A-9
provided with the UNIX PC
4 File formats used on the UNIX PC A-10
5 Miscellaneous facilities A-10
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Commands
and
Application
Programs
(1M)

UNIX Utilities

Found
Set

Document
Prep.

Enhanced
Editor

Develop.
Set

accept
bcopy
chroot
clri
cron
devnm
df
dismount
fsck
fsdb
getty
init

iv
killall
login
lpadmin
lpmove
1psched
lpshut
masterupd
mkfs
mknod
mount
ncheck
rc
reject
reboot
rmchg
setmnt
setuname
setgetty
shutdown
telinit
umount
uuclean
uusub
wall
whodo

XXX XMXEXXXXMXX XXXXX

X XX

XXX XXX XXX

X XX
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UNIX Utilities

Special Found.

Files

(7)

Set

Document
Prep.

Enhanced
Editor

Develop.
Set

drivers
err
escape
gd
kbd

1p

mem
null
phone
termio
tty

KR XXX XUXKXXNX

Commands
and
Application
Programs

(1)

UNIX Utilities

Found.| Document

Set

Prep.

Enhanced
Editor

Develop.
Set

Encrypt
Package

300
4014
450
adb
admin
ar

as
asa

async_mail].

awk
banner
basename
bc
bdiff
bfs
cal
cancel
cat

cb

cc

cd

cdc
cflow

X XK XXX

® %

X
X
X

XX X X
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Commands
and
Application
Programs

(1)

(continued)

UNIX Utilities

Found.
Set

Document
Prep.

Enhanced
Editor

Develop.
Set

Encrypt
Package

cfont
checkcw
checkeqg
checkmm
chgrp
chmod
chown
cmp
cmpdt
col
comb
comm

cp

cpio
<pp
crypt
csplit
cu

cut

cw
cxref
date

dc

dd
delta
deroff
diff
diff3
di £ fmk
dircmp
dirname
disable
dismount
du
dump
echo

ed
egrep
enable
env

X x X XX X XXX

X X X

X x XX

X x

X X

X XX
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Commands
and

Application

Programs

(1)

(continued)

UNIX Utilities

Found.
Set

Document
Prep.

Enhanced
Editor

Develop.
Set

Encrypt
Package

eqn
expr
factor
false
fc
file
find
get
getopt
getterm
greek
grep
head
hp
hyphen
id
ipcrm
ipcs
join
kill
ksh
lddrv
14
lex
line
lint
1n
logname
lorder
1p
lpstat
1s
m4
mail
make
makekey
mc68k
mesg
message
mkdir
mm
mmt

KX XX X

X X

X XXX

X XXX

X X X

X X




Summarizing the System Software File List

Commands
and
Application
Programs

(1)

(continued)

UNIX Utilities

Found.
Set

Document
Prep.

Enhanced
Editor

Develop.
Set

Encrypt
Package

more
mv
mvt
negn
newform
newgrp
nice
nl

nm
nohup
nroff
od
osdd
pack
page
passwd
paste
path
pcat
pdpll
pr
prof
prs
ps
ptx
pwd
red
regcmp
rm
rmail
rmdir
rmdel
rsh
sact
sccsdiff
scrset
sdb
sdiff
sed

sh
shform

XX XX

»

KX XX XXKX

b

XX X

X X X

X X

X %

X X
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Commands
and
Application
Programs

(1)

(continued)

UNIX Utilities

Found.
Set

Document
Prep.

Enhanced
Editor

Develop.
Set

Encrypt
Package

size
sleep
sort
spell
split
strip
stty
su

sum
sync
tabs
tail
tar
tbl

tc

tee
test
time
touch
tr
true
tset
tsort
ttyx
u370x
u3bx
uaupd
umask
umodem
uname
unget
uniqg
units
unpack
uucp
uuname
uupick
uustat
uuto
uux

KX XX X XXX

XXX XXX X

XX KK

%

XXX X XXX

XX XX




Summarizing

the System Software File List

Commands UNIX Utilities
and
Application | Found.| Document|Enhanced | Develop. | Encrypt
Programs Set Prep. Editor Set Package
(1)
(continued)
val X
vax x
vc x
vi X X
wait X
wC x
what x
who x
write bl
xargs x
yacc b
System Calls
(2)
access getpid pipe stime
acct getuid plock syslocal
alarm joctl profil sync
brk kill ptrace time
chdir link read times
chmod locking semctl ulimit
chown lseek semget umask
chroot mknod semop umount
close mount setpgrp uname
creat msgctl setuid unlink
dup msgget shmctl ustat
exec msgop shmget utime
exit nice shmop wait
fcntl open signal write
fork pause stat
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Subroutines
(3)

a64l getpass scanf
abort getpent setbuf
abs getpw setjmp
acos getpwent sin
asin gets sinh
assert getut sleep
atan hsearch sputl
atana2 hypot sqgrt
atof 13tol ssignal
bessel ldahread stdio
bsearch ldclose stdipc
clock ldfhread string
conv ldlread strtol
cos ldlseek swab
cosh ldohseek system
crypt ldopen tam
ctermid ldrseek tan
ctime ldshread tanh
ctype ldsseek tmpfile
curses ldtbindex tmpnam
cuserid ldtbread track
dial ldtbseek trig
drand48 log tsearch
ecvt loglo0 ttyname
end logname ttyslot
eprintf lsearch ungetc
erf malloc wind
exp matherr wrastop
fclose memory

ferror menu

floor message

fopen mktemp

form monitor

fread nlist

frexp paste

fseek perror

ftw popen

gamma pow

getarg printf

getc putc

getcwd putpwent

getenv puts

getgrent gsort

getlogin rand

getopt regcmp
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File Formats

(4)

a.out

adf

ar
checklist
core

cpio

dir
filehdr
font

fs

fspec
gettydefs
group
inittab
inode
issue

ldfon
linenum
master
mnttab
passwd
plot
pnch
profile
reloc
sccsfile
scnhdr
shlib
syms

ua

utmp

Miscellaneous Facilities

(5)

ascii
environ
egnchar
fontl
greek
man

mm
mptx
regexp
stat
term
termcap

types
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B Identifying Foundation Set File Name Suffixes

Special files are identified to the system software on
the UNIX PC by appending a special suffix to the file
name. For example, the sample file, example, is
identified to the system as a sample file by the suffix
-hlp. Its full name is example.hlp.

Normally, you need not be concerned with these
suffixes. The suffix must be included with the file
name, however, if you refer to the file by typing its
pathname. If you list the contents of a folder using
the UNIX System V shell, you see the suffix appended to
the file name in this listing.

The length of the file name, including suffix, cannot
exceed 14 characters.

The following table lists the suffixes used with
objects included with the UNIX PC. As you install new
applications, each file associated with the application
will have an identifying suffix. Consult the manual
that accompanies the application for these suffixes.

Object Type Suffix = Example
Executable file none myprogram
File folder none practice
Standard file none newfilename
Sample file .hlp example.hlp
Installable file +IN applic+IN
Clipboard file :C clip:C







C Accessing the UNIX System and the System V Shell

If you are familiar with the UNIX operating system and
the System V shell, you can run single shell commands
from the Office environment and create a window on a
System V shell (or other default shell, as specified
under Preferences in the Office). This appendix
describes the procedures for performing these
functions.

If you want the UNIX System object in your Office, you
must use the User Login Interface form to change the
Expert? field to Yes. Nonexpert users do not have the
UNIX System object in their Offices. See '"Adding New
Users" in the Managing the UNIX PC section of this
manual for information on expert and nonexpert status.

All examples below assume the System V shell is the
default shell.

Openi Wind the System V_Shell

You can open a window on the System V shell in two
ways:

o Select |UNIX System| in the Office.

This action creates a UNIX System window in
which the shell is running and displays the
prompt §. The current directory is
/u/username/Filecabinet (where username is
your user name) .

o From the Office, Filecabinet, any folder,
Wastebasket, or Administration window, type
!sh and press <Enter> or <Return>.

This action creates a UNIX System window in
which the shell is running and displays the
prompt $. The current directory is the
directory from which the command was issued.
(A folder in the Office is a UNIX directory.)
For example, if the active window is
Filecabinet/practice, the current directory
is /u/username/Filecabinet/practice (where
username is your user name) .

Cc-1
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To exit from a UNIX System window:

o Press <Return>, and then press <Ctrl>-<D>.
Press <Enter> also, if prompted.

To execute a single shell command and return to the
window from which it was issued:

1 From the Office, Filecabinet, any folder,
Wastebasket, or Administration window, type
'cmdname (where cmdname is the command you
want to execute).

2 Press <Enter> or <Return>.

A UNIX System window opens, displaying the
results of your command. When the command
has completed, the system displays the
message Press ENTER to continue on the
message line at the bottom of the screen.

3 Press <Enter> to close the window and return
to the window that was active when you typed
the command.

For example, if you type this command:
'1s -1

and press the Return key, a UNIX System window is
created and the contents of the current directory are
listed. When you have finished viewing the list, press
the Enter key to close the window.

For further information about the UNIX operating system
and its implementation on the UNIX PC, consult the AT&T

UNIX PC UNIX System V User's Manual.




Accessing the UNIX System and the System V Shell

Opening Di tories by Patl

The file management capabilities provided in your
Filecabinet can be used elsewhere in the UNIX file
system. To open a directory outside of the
Filecabinet, begin from the Office, Filecabinet,
Administration, or any folder window. Type the
complete pathname of the directory and press the Return
key or the Enter key. The directory will open in a
window, listing its contents in menu form. For
example, to open the /u directory, type: /u and press
the Enter key. All user names stored under /u
(initially tutor and install) are listed in the menu.

From this point, you can use Office commands such as
FIND, SHOW LAYOUT, and so forth on the contents of the
window.

Note
Never move or delete any UNIX System

files or directories displayed this way;
you may damage your software by doing so.







D Connecting Printers to the UNIX PC

The AT&T UNIX PC supports a variety of draft and letter-
quality printers. This appendix gives information on
printer settings and how to connect supported printers
to the UNIX PC. In general, the printer settings
should not require any changes by the user.

After connecting your printers to the UNIX PC, use the
Administration menu in the Office of install to inform
the software about the printers. See "Setting up
Printers" in the Managing the UNIX PC section for more
information.

If you need more information to connect your printer,
or a model of printer not described here, you may want
to contact your technical services representative.

Caution

Do not attempt to use two of the same
type of printer on the UNIX PC. For
example, do not connect an AT&T 455
printer on both the RS-232 and Parallel
ports. The software can handle only one
of each type of printer connected to the
UNIX PC.




Conmnecting Printers to the UNIX PC

Printer Name: ATT 455 Parallel Printer
Cable: Centronics--Male-to-Female
UNIX PC Printer setup--name: Parallel ATT455

Printer switch settings recommended for use with UNIX
PC:

Ten-position switch:

1 2 3 4 5 6 7 8 9 10
open close open open open open open open open open

Front panel switch:

1 2 3 4 5 6 7
SW1 open open close open - - - -
SW2 close open open open - = - -
SW3 open open open open close close open open

Printer Name: ATT 455 Serial Printer
Cable: Null Modem--Male-to-Female
UNIX PC Printer setup--name: Serial ATT455

Printer switch settings recommended for use with UNIX
PC:

Ten-position switch:

1 2 3 4 5 6 7 8 9 10
open close close close close close close close open close

Front panel switch:

1 2 3 4 5
SW1 open open close open - - - =
SW2 close open open open - - - -
SW3 open open open open close close open open




Connecting Printers to the UNIX PC

Printer Name: ATT 457 Parallel Printer
Cable: Centronics--Male-to-Female
UNIX PC Printer setup--name: Parallel ATT457

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5
SW1 open close close close - - - -
SW2 close open open open open open open open

Printer Name: ATT 458 Serial Printer
Cable: Null Modem--Male-to-Male
UNIX PC Printer setup--name: Serial ATT458

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5 6 7 8
SW1 open close close close - - - -
SW2 close open open close open close close close
SW3 open close close close open open open open
SW4 open close open close close close close open




Connecting Printers to the UNIX PC

Printer Name: ATT 470 Parallel Printer
Cable: Centronics--Male-to-Male
UNIX PC Printer setup--name: Parallel ATT470

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 S5 6 7 8
SW1 open close open open close close open open
SwW2 close open open close open close close open
SW3 close open close open - - - -

Printer Name: ATT 471 Parallel Printer
Cable: Centronics--Male-to-Male
UNIX PC Printer setup--name: Parallel ATT471

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5 6 7 8
SW1 open close open open close close open open
SwW2 close open open close open close close open
SW3 close open close open - - - -

Printer Name: - ATT 473 Parallel Printer
Cable: Centronics--Male-to-Male

UNIX PC Printer setup--name: Parallel ATT4733

1 2 3 4 5 6 7 8
SW1 close close open close close open open close
SW2 open close open close open open open open
SW3 open close open close - - - -




Conmnecting Printers to the UNIX PC

Printer Name: ATT 474 Parallel Printer
Cable: Centronics--Male-to-Male
UNIX PC Printer setup--name: Parallel ATT474

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5 6 7 8
SW1 close close open close close open open close
SwW2 open close open close open open open open
SW3 open close open close - - - -

Printer Name: ATT 475 Serial Printer
Cable: Null Modem--Male-to-Male
UNIX PC Printer setup--name: Serial ATT475

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 S 6 7 8
SW1 open close open open close close open open
SW2 close open open close open close close open

SW21 open open open close open close open close
SW22 open open open open - - - -
SW23 close open open open close open - -
SW24 open close close open open close open close




Conmnecting Printers to the UNIX PC

Printer Name: ATT 476 Serial Printer
Cable: Null Modem--Male-to-Male
UNIX PC Printer setup--name: Serial ATT476

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5 6 7 8
SW1 open close open open close close open open
SW2 close open open close open close close open
SW21 open open open close open close open close
SW22 open open open open - - - -
SW23 close open open open close open - -
SW24 open close close open open close open close

Printer Name: Epson FX80 Parallel Printer
Cable: Centronics--Male-to-Male
UNIX PC Printer setup--name: Parallel Epson

Printer switch settings:

1 2 3 4 5 6 7 8
SW1 off off off off off on on on
SW2 off on on off - - - -




Connecting Printers to the UNIX PC

Printer Name: Epson FX80 Serial Printer

Cable: RS232 Null Modem--Male-to-Male

UNIX PC Printer setup--name: Serial Epson

Printer switch settings recommended for use with UNIX

PC:

1 2 3 4 5 6
SW1 off off off off off on
SW2 off on on off - -

Printer Name: HP7470A Plotter--Serial
Cable: RS232 Null Modem--Male-to-Male
UNIX PC GSS Driver setup--Plotter type:
Plotter switch settings:

S2 S1 Y Us A3 B4 B3
0 0 0 1 0 1 0

Printer Name: HP7475A Plotter--Serial
Cable: RS232 Null Modem--Male-to-Male
UNIX PC GSS Driver setup--Plotter type:

S2 S1 Y Us A3 B4 B3
0 0 0 1 0 1 0

7 8
on on
HP7470A
B2 B1
1 0
HP7475A
B2 B1
1 0




Conmnecting Printers to the UNIX PC

Printer Name: HP Laserjet Serial Printer
Cable: Null Modem--Male-to-Male

UNIX PC Printer setup--name: Serial HPLaserjet
Printer switch settings:

1 2 3 4 5 6 7 8
SW1 off on off on off off off on

Printer Name: HP Thinkjet Parallel Printer
Cable: Centronics--Male-to-Male
UNIX PC Printer setup--name: Parallel HPThinkjet

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5 6 7 8
SW1 down down down down up up down down

Printer Name: HP Thinkjet Serial Printer
Cable: Null Modem--Male-to-Male
UNIX PC Printer setup--name: Serial HPThinkjet

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5 6 7 8
SW1 down down down down up up down down




Conmnecting Printers to the UNIX PC

Printer Name: Microline 92 Serial Printer
Cable: Null Modem--Male-to-Male
UNIX PC Printer setup--name: Serial Okidata 92

Printer switch settings recommended for use with UNIX
PC:

Operator's panel:

1 2 3 4 5 6 7 8
SW1 off on off off on on off on

Super speed board switches:

1 2 3 4 5 6 7 8
SW1 on on off off off on off on
SW2 off on on on off on off off

Printer Name: NEC 2050 Spinwriter Parallel Printer
Cable: Centronics--Male-to-Male

UNIX PC Printer setup--name: Parallel AT&T455 or
Parallel NEC2050

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5 6 7 8
SW1 off off off on off off off off
SW2 off off on off off off on off




Connecting Printers to the UNIX PC

Printer Name: NEC 3550 Spinwriter Parallel Printer
Cable: Centronics--Male-to-Male
UNIX PC Printer setup--name: AT&T455 or NEC3550

Printer switch settings:

1 2 3 4 5 6 7 8
SW1 off on on on on off off off
SW2 off off off on on off off off
SW3 on off off on off on on off

Printer Name: Omni 855 (TI) Parallel Printer
Cable: Centronics--Male-to-Male
UNIX PC Printer setup--name: Omni855

Printer switch settings recommended for use with UNIX
PC:

1 2 3 4 5 6 7 8
SW1 on on off on on on on on

Printer Name: Omni 855 (TI) Serial Printer

Cable: Centronics--Male-to-Male

UNIX PC Printer setup--name: Omni855

Printer switch settings recommended for use with UNIX

PC:

SW1 on on off on on on off off




E Recovering from a Full System Disk

If you have less than 5 percent of available disk
space, you will see the following message:

Out of Space

Warning: Your hard disk is almost out of space.
Please go to the Wastebasket and delete some
files, or move some files to a floppy disk.

Although the message informs you to move some files to
floppy disks to free some disk space, you may
experience some difficulty if your disk is completely
full. Please try the following procedures before
contacting your computer dealer or AT&T Account
Representative.

To recover from a full system disk:

1 Delete the files in your Wastebasket and in
other users' Wastebaskets.

2 Move some files from your system disk to
floppy disks.

If you still can't move files to a floppy disk:

1 Reboot the system (this action deletes
temporary files and creates more free space).

2 Move files from system disk to floppy disks.
If neither of these procedures solve your problem:
o Contact your authorized computer dealer or,

if purchased directly from AT&T Information
Systems, your AT&T Account Representative.







F Using UNIX Mail

If you don't have an electronic mail application
installed, you can send and receive messages by using
the UNIX system mail command. This command lets you
read text files only; for more information about
sending other types of files through the UNIX system,
refer to the AT&T UNIX PC UNIX System V User's Manual.

Note

You must be an expert user to send mail
by using the UNIX system mail command.
If you are not an expert user, refer to
the "Adding New Users'" chapter in the
Managing the UNIX PC section of this
guide for instructions on how to change
your status. You need not be an expert
user to receive mail.

To send mail:

1

Select |UNIX System| from the Office, and
then press <Enter>.

If vou are sending mail to a user on your
system, type mail userlogin (where userlogin
in that user's login name) .

system, type mail sysname!userlogin (where
sysname is the system name of the computer
and userlogin is the user's login on the
remote system, as set up through Mail Setup
in Administration). Refer to the "Updating
the UNIX PC" chapter in the Managing the UNIX
PC section of this guide for mail setup
instructions.

Press <Return>.
Type your message and then press <Return>.

Note that once you press <return> you cannot
go back and edit the message.

Press <CTRL>-<D> to send the message.




Using UNIX Mail

To read mail:

1

To delete
message:

(o]

Point to the mail icon and press <Bl> or
press <Msg>; or from the UNIX window, type
mail and press <Return>.

You see the message on the screen. If
another message is waiting, or if any
previous messages have been sent and not

deleted, a question mark appears below the
message.

To read another message, press <Return>.
Messages are displayed in last-received to
first-received order.

When all the messages have been displayed,
the regular UNIX system prompt ($ or, if you
are in root, #) appears below the message.

Press <Return> to display the Office.

If you want to display the Office before
looking at all the mail messages, press
<Ctrl>-<D> twice.

the current message and display the next

Press <d> and then press <Return>.

To put unread mail back in the mail file and stop
reading mail:

o

Press <g> and then press <Return>.

To display the current message on the screen again:

o

Press <p> and then press <Return>.

To save the current message in a file:

o

Press <s>, type the name of the file in which
to save the message, and then press <Return>.
For example, if you want to save a message
about sales in a file named Sales, press <s>,
then type Sales, then press <Return>.




Glossary







Glossary

action keys

active window

Administration

application

ASCII

Named keys on the left and right
sides of the keyboard that perform
various Office and application
commands .

The window you are currently using.
This window is displayed over other
windows and has a highlighted border.

Application Data Format - a file
format that supports data interchange
between different applications.

Refer to the AT&T UNIX® PC UNIX
System V User's Manual for more
details about ADF file format.

Commands used to set up, maintain,
and update the computer system's
hardware and software configuration;
such as installing new software
packages, backing up and restoring
files, adding user logins, and
updating passwords.

Software designed to perform a
particular kind of work. For
example, you use the Word Processor
application to create and edit
documents you want to print.

American Standard Code for
Information Interchange - a standard
file format with no formatting codes.
This format allows data to be
transmitted between computers and
other electronic devices in a form
easily recognized and translated.




Glossary

backup

baud rate

boldface

character

Clipboard

Close

command

communication
1line

computer

A spare copy of data or software you
keep in case the original is damaged
or lost.

The rate at which data is transmitted
over communication lines. Typical
rates are 300, 1200, and 9600 bits
per second.

Contraction of the words binary
digit. A bit is represented by a
binary number system (0's and 1's),
and is the smallest unit of
information used by a computer.

Heavy printing to distinguish it from
other type.

A letter, number, or symbol.

An Office object you use for
temporary storage, especially for
moving or copying information from
one file to another.

A command that removes a window from
the screen.

An instruction that tells the
computer to perform a function or
carry out an activity.

The physical means of connecting one
location to another for transmitting
and receiving data.

A machine that processes information
by accepting data, performing
operations on the data, and supplying
the results of these operations.




Glossary

configuration

Copy

Create

cursor

data

data bits

data calls

default

delete

disk

The way the computer is set up to
allow for particular uses or
situations. For example, you
configure the UNIX PC to work with
your particular model of printer.

A command you use to duplicate
information.

A command you use to make new files
and file folders.

A mark that shows where the next
action will be taken or the next
character will be displayed on the
screen.

Facts, numbers, letters, and symbols
that a computer can process.

A string of bits that represents a
character. Eight bits make up one
byte, or one character.

Calls made using a modem or the RS-
232 port. Data is transmitted
through communication lines.

A value the computer uses if you do
not specify a value.

To remove, erase, or discard data.

Circular magnetic medium used to
store data and programs. This term
can refer to a floppy (flexible) disk
or a hard disk.




Glossary

disk drive

edit

emulate

error message

field

file

Filecabinet

file folder

A device that reads and writes
information on a disk. The disk in a
floppy disk drive can be removed and
replaced; a hard disk drive is sealed
and its disk cannot be removed.

To make changes, including additions
and deletions, to the format or
content of data.

The ability to imitate the functions
of another system and thereby be
compatible with programs that expect
those functions. The UNIX PC's
display screen emulates a VT-100
terminal during data communications,
for example.

A response from a program indicating
that a problem has arisen or
something unexpected has happened
that requires your attention.

An area in a form that you fill in
with your choice or response. For
example, you fill in a file name
field with the name of a file.

A collection of data organized as a
unit and identified by a name. All
of the work you store in the computer
is kept in files.

An Office object in which you can
store work, including files and
folders.

A named container used to store files
and other folders.




Glossary

floppy disk

form

format

function keys

icon

install

log in

log out

menu

Removable, flexible, plastic medium
used with the floppy disk drive to
store data and programs.

A display that provides blanks for

you to fill in to give the computer
information it needs to complete a

task.

(1) To prepare a new floppy disk to
use with the UNIX PC.

(2) The way the data appears on your
screen or printed copy.

The top row of keys, F1 through F8,
that perform the commands displayed
on the screen keys.

A symbol you can select with the
mouse to perform a function or
command.

To set up the hardware and software
of a computer so it can be used.
Installing often includes customizing
the system for a particular situation
or user.

To type your user name into a
computer to identify yourself so you
can gain access to your files.

To exit from the Office when you have
finished working.

A list of selectable items displayed
by a program. As in a restaurant,
you must choose something from the
menu before anything else happens.




Glossary

modem

mouse

parity check

password

pathname

Contraction of the words modulator-
demodulator. A device that encodes
and decodes data transmitted over
communication lines.

A device that moves a pointer on the
screen as you move it along the
surface of your desk. The mouse has
three buttons that give you access to
various computer functions. The left
button, Bl, is the Enter key; the
middle button, B2, displays the
Commands menu for the current menu or
form; the right button, B3, marks
items to be acted upon.

A means of checking whether data
transmitted through telephone lines
or an RS-232 cable is garbled during
transmission. The UNIX PC offers an
even- or odd-parity check in which
garbled characters are displayed as
small squares when a parity check is
displayed as received.

A word or series of characters you
type to gain access to a computer
system after responding to the login
prompt.

A means of identifying a file by
including the names of the folders
that must be opened to reach it from
the Filecabinet. The names of the
folders are separated by slashes (/).
For example, the pathname of the file
myfile, stored in the practice
folder, is practice/myfile.




Glossary

point

port

Preferences

print

printer

program

remote mail

To select an object, command, or
field for action by highlighting it.
There are several ways to point: by
moving the mouse, pressing the arrow
keys, or typing the name or first few
characters of an item. You can
select several items by pointing to
each and pressing the B3 mouse button
or the Mark key.

A place where data enters and exits
from the computer. For example, data
is sent to a printer through the
printer port on the back of the UNIX
PC.

The settings used to customize
various options in the Office and in
applications such as the Word
Processor, Personal Calendar, Mail,
Telephone Manager, and so on.

To make a paper copy of a document.

An output device that transfers
information stored in or received by
the computer onto paper as a
permanent or hard copy.

A set of step-by-step instructions
that tells a computer how to do a
particular task.

Mail being sent to another computer
connected by cable or local area
network, or a telephone line
configured as a data line.




Glossary

remote terminal

Resume

RS-232

Save

screen

screen keys

scroll

A communications device, such as a
display screen and keyboard, you can
use to enter data into and access
data from a computer system.

A command that makes a suspended
window active.

The number given to a standard that
governs the signals used in devices
that electronically transmit strings
of data. Data calls and Electronic
Mail can be transmitted through the
RS-232 port on the UNIX PC.

A command to preserve information by
storing it in a file on a disk.

The UNIX PC's workstation display.

The commands displayed at the bottom
of the screen. Use these commands by
pointing with the mouse or pressing a
corresponding function key, F1
through F8.

An action that causes the window
contents to move up or down, right or
left, allowing you to display
information not visible when a window
is first opened. To scroll, point
with the mouse to the scroll icons
(arrows) in the lower-right window
border and press the Bl mouse button.




Glossary

select

software

status line

Suspend

system

system
administration

system
administrator

tape

To point to an object, command, or
field for action by highlighting it.
There are several ways to select: by
moving the mouse, pressing the arrow
keys, or typing the name or first few
characters of an item. You can
select several items by pointing to
each and pressing the B3 mouse button
or the Mark key.

Computer programs that have been
stored on a disk or other medium.

An area at the top of the screen

- reserved for information about the

current state of the computer and its
activities.

A command that makes the current
window inactive, so you can use a
different window or give window
management commands.

A general term for a computer and its
software and data.

The maintenance tasks required to
keep the UNIX PC system current and
in good working order, such as making
backup copies of files and installing
new software packages.

The user who logs in with the
install login. This user has access
to all programs and functions of the
UNIX PC.

Magnetic medium used to store copies
of your data and programs.




Glossary

tape drive

target

telecommuni-
cations

terminal

user name

value

Wastebasket

window

A device that reads and writes
information to and from a tape. The
tape cartridge can be inserted and
removed from the tape drive.

A means by which the UNIX PC can send
mail to an alternative computer.

A means of exchanging information
electronically over a distance, as
through a telephone line.

A communications device, such as a
display screen and keyboard, you can
use to enter data into and access
data from a computer system.

The name you type to log into a
computer to identify yourself so you
gain access to your files.

Information, often a number, that is
entered into a field.

An Office object that serves as a
receptacle for discarded information.
You can retrieve information that has
been consigned to the Wastebasket, or
discard it permanently.

A section of the screen surrounded by
a border containing a portion of your
work, or information necessary to
perform your work. Windows are used
to separate many tasks you may be
working on at the same time.




Glossary

write-protect

write-protect
notch

To protect a tape or floppy disk from
having data erased accidentally.

The rectangular cutout on one edge of
a floppy disk. If this notch is
covered with special tape that comes
with the disk, new information cannot
be written on the disk. In this way,
data on the floppy disk is protected
from alteration.
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print jobs from the queue 3-133
several folders and files 3-64
device
drivers 4-26
speed 4-20
types 4-19
diagnostic tests 4-99
Diagnostics
Floppy 3-95, 4-99
menu 3-95
DIAL CODES screen key 4-48
Dialcode Entry/Edit form 4-48, 4-50
dialcodes 4-47
creating 4-47
deleting 4-50
editing 4-49
Dialcodes menu 4-48
disk
errors 4-57
space 4-89
Disk
Backup 4-90, 4-92
Restore 4-95, 4-96
display screen 1-2
adjusting 2-9
positioning 2-10
displaying
installed software 4-58
system information 4-87
the command menu 3-99
the contents of a floppy disk 3-112
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D (continued)

displaying (continued)
the Preferences menu 3-100
the system date and time 3-95
user login information 4-70
Dlete key 3-63
dot-matrix printer 3-85
DTE RS-232 port 4-17
duplicating files and folders 3-57

E

ed 3-99
Edit Mail Entry form 4-39, 4-51
Connection field 4-41
displaying 4-38
Mail login field 4-40
Mail password field 4-41
Speed field 4-42
System name field 4-39
Telephone number field 4-43
Transmission days field 4-44
Transmission times field 4-46
editing
a dialcode 4-49
a mail setup entry 4-51
font files 4-63
ELD.ft 4-61
electronic mail 4-31, F-1
icon 3-11
login name 4-40
emptying the Wastebasket 3-98
entering commands
advanced method 3-48
by using action keys 3-43
by using forms 3-46
by using pathnames 3-50
by using screen keys 3-43
for several objects 3-45, 3-53
from 0 Serial Printer D-7
error message 3-20
European date display format 4-84
executable file 3-19, 3-87
executing
a command from the System V shell C-2
forms 3-47
programs in executable files 3-87
exit icon 3-22

I-6
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E (continuéd)

Exit key 3-75
EXIT screen key 3-127
exiting
from other user's Filecabinets 3-146
from other user's Offices 3-145
expansion ports 4-17
expert
status 3-99
user 4-69
extended line drawing font 4-61

E

FANCY I1.3.24.A 4-61
fancy

italic font 4-61

roman font 4-61
FANCY.I.E.12.A 4-61
FANCY.I.E.18.A 4-61
FANCY I.3.24.A 4-61
FANCY.R.E.12.A 4-61
FANCY.R.E.18.A 4-61
FANCY.R.E.24.A 4-61
feedback from commands 3-44
file 3-15

access 3-88

naming restrictions 3-17

formats A-10

types 3-68
Filecabinet object 3-14

Find
command 3-65
key 3-66

Find form 3-66
Age field 3-70
Mame field 3-68
Owner field 3-69
Size field 3-69
Type field 3-68
FIND screen key 3-66
floppy disk 1-5
closing 3-114
copying 3-115
copying files and folders from 3-119
copying files and folders to 3-117
disk drive 1-5, 3-109
displaying contents 3-112
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F (continued)

floppy disk (continued)
formatted 3-112
formatting a UNIX PC floppy disk 3-120
handling 3-108
inserting 3-109
installing software from 4-55
moving files and folders from 3-119
moving files and folders to 3-117
naming restrictions 3-17
removing 3-110
repairing 3-122
uses 3-111
Floppy Disk Copy 3-115
Floppydisk 3-14, 3-111
folder
naming restrictions 3-17
organization 3-72
folder display order 3-97
alphabetical 3-81
largest first 3-81
least recent first 3-81
most recent first 3-81
smallest first 3-81
folder display type 3-97
long form 3-81
name and description 3-81
name-only form 3-81
font
descriptions 4-61
files 4-63
Font
Name menu 4-64
Setup menu 4-64
formatting
a UNIX PC floppy disk 3-120
an MS-DOS floppy disk 3-123
forms
caneling selections 3-47
executing 3-47
fill-in fields 3-46
filling in 3-46
selection fields 3-46
Foundation Set file name suffixes B-1
FULLDISP screen key 3-125
function keys 2-12
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G

getting help 3-71
Getting Started 2-3
Glossary G-1

graphics set font 4-63
group access 3-88

H

handling floppy disks 3-108
hard disk 1-3

backup 4-90

space 4-74, 4-89, E-1
hardware diagnostic tests 4-99
Help

command 3-71

icon 3-22

key 3-71
highlighted border 3-27
host computer 4-21
HOST only 4-21
How to Proceed 1ii
HP Laserjet Serial Printer D-8
HP Thinkjet Parallel Printer D-8
HP Thinkjet Serial Printer D-8
HP7470A Plotter--Serial D-7
HP7475A Plotter--Serial D-7

I, J

icon 3-22
increasing screen brightness 2-9
inserting floppy disks 3-109
install login 2-7
installed software 4-58
displaying 4-58
removing 4-59
installing
software 2-1
software from electronic mail 4-57
software from floppy disk 4-55
international
modem answer tone 4-25
modem guard tone 4-26
standards 4-24
Introducing the AT&T UNIX PC 1-1
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K

keeping a deleted user's files 4-73
key indicator lights 2-13
keyboard 1-4, 2-11
action keys 2-12
cursor movement keys 2-12
features 2-13
function keys 2-12
labeling 2-13
layout 2-12
letter and number keys 2-12-
numeric pad keys 2-12
storage pad 2-11
summary chart 2-14
Korn shell 3-99

L

last backup 4-89

Layout command 3-72

left mouse button 2-20

letter and number keys 2-12

list of print jobs 3-132

Loadable Device Driver Commands menu
loading device drivers 4-26
locating files and folders 3-65

logging
out 2-22
in 2-7
out 3-74
login

information 4-66
names of users logged on 4-89
prompt 2-7

Logout command 3-74

M

mail
jcon 3-20
login 4-40
password 4-41
setup entry 4-51

4-28
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M (continued)

Mail

Login Entry form 4-40

menu 4-34

Setup 4-31, 4-34, 4-38
Maintaining the UNIX PC 4-87
Managing the UNIX PC 4-1
mathematical symbols font 4-63
memory on your system 4-89
message

confirm 3-20

error 3-20

line 3-12, 3-44

mail icon 3-20

system message icon 3-20

working icon 3-19
Microline 92 Serial Printer D-9
middle mouse button 2-20
miscellaneous facilities A-10
Modem

Information form 4-25

Profile 3-18

Setup 4-24
modem types 4-20
monitor.8.ft 4-63
more information 3-71
mosaic.8.ft 4-63
mouse 1-3, 2-19

Bl button 1-7, 2-20

B2 button 1-7, 2-20

B3 button 1-7, 2-20

pointer 1-3, 2-19

Move
command 3-76
key 3-77
moving

a deleted user's files 4-73

a folder 3-77

between windows 3-79

files and folders 3-76

files and folders from floppy disk 3-119
files and folders from the Wastebasket 3-78
files to another folder 3-77

files and folders to floppy disk 3-117
windows 3-31
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M

(continued)

MS-DOS floppy disk 3-111

formatting 3-123
reading 3-124
writing to 3-128

multi-user items 3-99, 3-141

N

naming restrictions
NEC 2050 Spinwriter
NEC 3550 Spinwriter

Next Window command 3-79

NEXT WINDOW screen key

nonstandard

baud rate 4-42
connection device 4-41
mail login 4-40

speed 4-42
transmission days 4-44
transmission time range

normal user 4-69

Num Lock key 2-12, 2-13
numeric pad keys 2-12
nuucp 4-40

o)

objects
Administration 3-14
Clipboard 3-14
creating 3-61
Filecabinet 3-14
Floppydisk 3-14
in the Office 3-14
opening 3-39
Other Users 3-14
Preferences 3-14
Printers 3-15
select 3-35
special 3-18
UNIX System 3-15
Wastebasket 3-15

Office

command line 3-12
commands 3-5
cursor 3-36

3-29,

3-79

for files and folders
Parallel Printer
Parallel Printer

D-9
D-10

3-17

I-12
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O (continued)

Office (continued)
display 3-9
message line 3-12
objects 3-14
screen keys 3-3, 3-12
status line 3-11
window 3-13
work area 3-12
Office commands
Cleanup 3-55
Close 3-56
Copy 3-57
Create 3-61
Delete 3-63
Find 3-65
Help 3-71
Logout 3-74
Layout 3-72
Move 3-76
Next Window 3-79
Open 3-79
Organize 3-80
Paste 3-82
Previous Window 3-83
Print 3-83
Refresh 3-86
Rename 3-86
Run 3-87
Security 3-88
Show Layout 3-93
Shutdown 3-94
Time 3-95
Office objects 1-6
Office Preferences
changing 3-100
Command menu 3-105
Default editor 3-99, 3-106
Default shell 3-99, 3-106
Display command menu 3-99
Empty Wastebasket? 3-98, 3-103
fields 3-102
Folder display order 3-97, 3-102
Folder display type 3-97, 3-102
Multi-user items? 3-99, 3-105
Permissions 3-103
Read permissions 3-98
Run permissions 3-98
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0 (continued)

Office Preferences (continued)
Standard window size 3-97, 3-103
Turn screen off after 3-99, 3-105
Write permissions 3-98

Office screen display 3-10

Omni 855 (TI) Parallel Printer D-10

Omni 855 (TI) Serial Printer D-10

Open command 3-79

OPEN screen key 3-126

opening
a window on the System V shell C-1
directories by pathname C_3
folders from the Layout window 3-73
objects 3-39, 3-79
the Printers object 3-131
windows 3-23

Organize
command 3-80
form 3-82

ORGANIZE screen key 3-81

Other
Useful Manuals 1ii
Users object 3-14, 3-99, 3-141
user's protections 3-144

Others window 3-142

Owners menu 3-69

P, Q

parallel printer 3-134, 3-139
parking the disk heads 3-95
partial backup 4-91
password 2-8, 3-144, 4-34, 4-75

adding 4-76

changing 4-76

removing 4-78
password-protected Offices 3-145
Paste command 3-82
PASTE screen key 3-58, 3-77, 3-82
pathnames 3-51, C-3
performing a system shutdown 2-24
placing moved or copied files into new location
plain italic font 4-62
PLAIN.I.E.12.A 4-62
PLAIN.I.E.18.A 4-62
PLAIN.I.E.24.A 4-62

I-14
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P, Q (continued)

PLAIN.R.E.12.A 4-62
PLAIN.R.E.18.A 4-62
PLAIN.R.E.24.A 4-62
Port Selection menu 4-17
positioning the screen 2-10
power

off 3-94

on 2-3

switch 2-3
Preferences

menu 3-100

object 3-14

summary 3-97
PREV WINDOW screen key 3-29, 3-83
Previous Window command 3-83
Print

command 3-83

form 3-84

key 3-84
print jobs

cancel 3-133

list 3-132

view 3-132
printer

connected to printer port 4-89

connections D-1

parallel 3-134, 3-139

remote 3-139

serial 3-134, 3-138

queue 3-132
Printer

menu 3-131

object 3-15

gueue status window 3-132

Restart selection 3-134
Printer Setup 3-134, 4-22

form 4-24

parallel 3-139

remote 3-139

serial 3-138
printing

a standard file 3-84

an application file 3-83

the screen display 3-85
private access 3-88
problems 4-99
Profiles folder 3-18
protecting user logins 4-75




Index

P, Q (continued)

protections 3-144
public access 3-88

R

RAM

expansion boards 4-17

installed on your system 4-89
Read permissions 3-91, 3-92, 3-98
reading an MS-DOS floppy disk 3-124
read-only

memory character set font 4-62

memory graphics set font 4-62
receiving computer 4-36

adding 4-37

deleting 4-51

information about 4-38
receiving mail messages F-1
Recovering from a Full System Disk E-1
redisplaying the screen or current window 3-86
Refresh command 3-86
remote

computer 3-140

printer 3-139
removing

a floppy disk 3-110

a password 4-78

installed software 4-59

the keyboard from the storage pad 2-11

user logins 4-72
‘Rename command 3-86
RENAME screen key 3-86
repairing a floppy disk 3-122
repeating keys 2-13
reshaping a window 3-32
restarting the printer 3-134
Restore menu 4-97
restore types 4-95

RESTORE All 4-96

RESTORE by UNIX Name 4-96

SHOW and RESTORE Files 4-96

SHOW and RESTORE Folders 4-96
restoring

files 4-95

the default system font 4-66
restricting access to user logins 4-75
resuming windows 3-28, 3-83
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R (continued)

retrieving accidental deletions

right mouse button 2-20

ROMC.ft 4-62

ROMG.ft 4-62

root login 4-75

RS-232
expansion ports 4-17
port 3-134, 3-138
Profile 3-19

Run
command 3-87
permissions 3-88, 3-93,

S

sample file 3-19
sans serif font 4-62
SCLD.ft 4-62
sCreen brightness 2-9
decreasing 2-23
screen keys 3-12
ADD USER 4-68
CHANGE USER 4-71
CLOSE 3-127
COMPUTE SPACE 4-75
COPY 3-126
DELETE USER 4-73
DIAL CODES 4-48
EXIT 3-127
FIND 3-66
FULLDISP 3-125
illustration 3-10
NEXT WINDOW 3-79
OPEN 3-126
ORGANIZE 3-81
PASTE 3-77, 3-82, 3=57
PREV WINDOW 3-83
RENAME 3-86
SECURITY 3-89
SHOW LAYOUT 3-72
TABLE OF CONTENTS 3-71
WIDEDISP 3-126
screen prints 3-85
scroll icons 3-22
scrolling
chart 3-26
window contents 3-25

3-98

3-63
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S (continued)

searching for files and folders 3-65
security 3-144
Security command 3-88
Security form 3-89
Owner field 3-89
Read permissions field 3-90
SECURITY screen key 3-89
selecting objects
by using arrow keys 3-37
by using the mouse 3-36
typing the oject name 3-38
sending software through communication lines
serial
port 3-138
printer 3-134, 3-138
Set Date and Time form 4-82
setting the system date and time 4-81
setting up
a font 4-63
a printer 3-134, 4-22
an RS-232 cable 4-32
information about other systems 4-36
loadable device drivers 4-26
mail 4-31
telephone lines 4-32
the built-in modem 4-24
the communcation line for mail 4-32
the UNIX PC 2-1
your computer name and password 4-33
Show Layout command 3-93
SHOW LAYOUT screen key 3-72
showing
application programs installed 4-89
installed software 4-58
Shutdown command 2-24, 3-94
size file 4-56
software
installed 4-89
version 3-115
Software Setup 4-55
source disk 3-115
special
characters line drawing font 4-62
dialing characters 4-43
special objects 3-18
executable file 3-19
Modem Profile 3-18
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S (continued)

special objects (continued)
RS-232 Profile 3-19
sample file 3-19
special.8.ft 4-63
Speed Entry form 4-43
spool/uucppublic window 4-58
standard )
sans serif font 4-63
window size 3-97
status line 3-11
date and time 3-11
electronic mail icon 3-11
illustration 3-10
system message icon 3-12
telephone status 3-11
window manager icon 3-11
status of user
expert 4-69
normal 4-69
updating 4-71
subroutines A-9
suffixes B-1
Summary Chart 4-3
Office commands 3-5
screen key 3-4
suspending windows 3-28
system
administrator 4-7
date and time 3-95, 4-81
information 4-87
management 4-7
message icon 3-11, 3-20
name 4-88
shutdown 2-24
slots for fonts 4-60
software files A-1
system.8.ft 4-63
system.r.8.ft 4-63

T

TABLE OF CONTENTS screen key 3-71
target disk 3-115
telephone
lines 1-1, 4-32
status 3-11
testing at power up 2-4
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T (continued)

Time
command 3-95
Entry form 4-46
window 3-96
time zones 4-83
times your system can transmit mail 4-46
transmission day abbreviations 4-45
Transmission Days form 4-45
turning on the UNIX PC 2-3
tutor login 2-7
Types menu 3-68
typing
commands 3-49
commands for several objects 3-53
commands on the command line C-2

U

UK.ft 4-62
United Kingdom character set font 4-62
UNIX mail F-1
UNIX PC
as communications center 1-1
features 1-1
keyboard 2-12
Office 1-6
turning on 2-3
workstation 1-2
UNIX System C-1
UNIX System object 3-15, 3-99, 4-67
UNIX System V facilities A-1
UNIX System V operating system 1-1
UNIX System V shell 3-99
UNIX utilites A-2
Updating the UNIX PC 4-31
user
backup 4-91
directory 4-69
login information 4-69
login name 4-69
name 2-7, 4-69
password 4-69
removing 4-72
shell 4-69




Index

U (continued)

user (continued)
space 4-74
status 4-69, 4-70
User
Information window 4-70
Login Interface menu 4-68
Login menu 4-67
users 4-67
expert 4-67
normal 4-67
logged on 4-89
using
other user's Offices 3-143
password-protected Offices 3-145
pathnames 3-50
printers 3-131
printers attached to remote computers
the keyboard 2-11
the mouse 2-19
the UNIX PC 2-1
UNIX Mail F-1
uucp 4-40

v

VBM. ft 4-62

verifying backup data 4-94
version 4-89

vi 3-99

video text mosaic character set font 4-62

W, X, Y, Z

Wastebasket

deleting files and folders 3-64

object 3-15, 3-63, 3-78
WIDEDISP screen key 3-126
window

active 3-27

borders 3-22

closing 3-24

commands 3-32

label 3-22

manager icon 3-12

move icon 3-22
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W, X, Y, Z (continued)

window (continued)
opening 3-23
resume 3-28
scrolling contents 3-25
shape icon 3-22
suspend 3-28
Windows menu 3-30
work area 3-12
illustration 3-10
working
icon 3-19
with Other Users 3-141
with the Office 3-1
workstation 1-2
Write permission 3-88, 3-98

writing to an MS-DOS floppy disk

3-128




