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LIMITED WARRANTY

CORVUS SYSTEMS, Inc. warrants all its products (other than
software which is sold "AS IS") for a period of 180 days from the
date of purchase from any authorized Corvus Systems dealer.
Should the product fail to be in good working order at any time
during this period, Corvus Systems will, at its "Ption, repair orreplace this product at no additional charge except as set forth
below. Repairs will be performed and non-functioning parts
replaced either with new or reconditioned parts to make the
product function according to the company standards and _specifications. All replaced parts become the property of Corvus
systems. Inc. This limited warranty does not include service to
repair damage to the product resulting from accident, disaster,
misuse, abuse or modifications that are unapproved by Corvus
S y s t e m s .

Limited Warranty service may be obtained by delivering the
product during the 180 day warranty period to Corvus Systems with
proof of purchase date. YOU MUST CONTACT CORVUS CUSTOMER SERVICE
TO OBTAIN A "RETURN MERCHANDISE AUTHORIZATION" PRIOR TO RETURNING
THE PRODUCT. THE RMA (RETURN MERCHANDISE AUTHORIZATION) NUMBER
ISSUED BY CORVUS CUSTOMER SERVICE MUST APPEAR ON THE EXTERIOR OF
THE SHIPPING CONTAINER. ONLY ORIGINAL OR EQUIVALENT SHIPPING
MATERIALS MUST BE USED. If this product is delivered by mail, you
agree to insure the product or assume the risk of loss or damage
in transit, to prepay shipping charges to the warranty service
locat ion and to use the or ig inal shipping container. Contact
Corvus Systems or write to the Corvus Systems Service Center,
2100 CORVUS Drive, San Jose, CA, 95124 prior to shipping
e q u i p m e n t .

ALL EXPRESS AND IMPLIED WARRANTIES FOR THIS PRODUCT,
INCLUDING THE WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO A PERIOD OF 180
DAYS FROM DATE OF PURCHASE, AND NO WARRANTIES, WHETHER EXPRESS OR
IMPLIED, WILL APPLY AFTER THIS PERIOD. SOME STATES DO NOT ALLOW
LIMITATIONS ON HOW LONG AN IMPLIED WARRANTY LASTS, SO THE ABOVE
L I M I TAT I O N S M AY N O T A P P LY TO Y O U .

IF THIS PRODUCT IS NOT IN GOOD WORKING ORDER AS WARRANTED
ABOVE, YOUR SOLE REMEDY SHALL BE REPAIR OR REPLACEMENT AS
PROVIDED ABOVE. IN NO EVENT WILL CORVUS SYSTEMS BE LIABLE TO YOU
FOR ANY DAMAGES, INCLUDING ANY LOST PROFITS, LOST SAVINGS OR
OTHER INCIDENTAL OR CONSEQUENTIAL DAMAGES ARISING OUT OF THE USE
OF OR INABILITY TO USE SUCH PRODUCT, EVEN IF CORVUS SYSTEMS OR AN
AUTHORIZED CORVUS SYSTEMS DEALER HAS BEEN ADVISED OF THE POSSIBI
LITY OF SUCH DAMAGES, OR FOR ANY CLAIM BY ANY OTHER PARTY.

SOME STATES DO NOT ALLOW THE EXCLUSION OR LIMITATION OF
INCIDENTAL OR CONSEQUENTIAL DAMAGES FOR CONSUMER PRODUCTS, SO THE
ABOVE L IMITATIONS OR EXCLUSIONS MAY NOT APPLY TO YOU.

THIS WARRANTY GIVES YOU SPECIF IC LEGAL R IGHTS, AND YOU MAY
ALSO HAVE OTHER RIGHTS WHICH MAY VARY FROM STATE TO STATE.
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FCC WARNING

Itiis equipment has been tested with a Class A computing
device and has been found to comply with Pact 15 of FCC
Rules. Operation in a residential area may cause
unacceptable interference to radio and TV reception
requiring the operator to take whatever steps are
necessary to correct the interference.

N O T I C E

Corvus Systems, Inc. reserves the right to make changes in the
product described in this manual at any time without notice.
Revised manuals will be published as needed and may be purchased
f r o m a u t h o r i z e d C o r v u s S y s t e m s d e a l e r s .

This manual is copyrighted. All rights are reserved. This
document may not in whole or in part be copied, photocopied,
reproduced, translated or reduced to any electronic medium or
machine readable form without prior consent, in writ ing, from;

C o r v u s S y s t e m s , I n c .
2 1 0 0 C o r v u s D r i v e
S a n J o s e , C A . 9 5 1 2 4

Te l e p h o n e : ( 4 0 8 ) 5 5 9 - 7 0 0 0
T E L E X : 2 7 8 9 7 6

C o p y r i g h t ( c ) 1 9 8 4 b y C o r v u s S y s t e m s , I n c .

Corvus Systems (TM), Corvus Concept (TM), Transporter (TM),
Oraninet (TM), LogiCalc (TM), EdWord (TM), Constellation (R),
a n d M i r r o r ( R ) a r e t r a d e m a r k s o f C o r v u s S y s t e m s , I n c .

Corvus Systems owns U.S. Patent 4,380,047 for the Mirror backup
i n t e r f a c e s y s t e m .
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T A B L E O F
C O N T E N T S

B o w t o O s e t h i s G u i d e .

S e t t i n g t h e S w i t c h e s .

M e r g i n g t h e U s e r T a b l e s 5

U p d a t i n g t h e B o o t P i l e s .

U t i l i t y S e r v e r s 1 3

E x i s t i n g C o m p u t e r s

N e w C o m p u t e r s .
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BOH TO OSE I
T H I S G U I D E t

This guide explains how to update an existing Omninet (TM)
local area network using Constel lat ion II software to accept
more than one disk server and disk system or OmniDrive (TM)
m a s s s t o r a g e s y s t e m .

Adding another disk server and disk system or OmniDrive
means having multiple servers on the network. Both systems
have disk servers; the disk system needs an external disk
server to communicate on the network and OmniDrive has its
s e r v e r b u i l t i n .

Throughout this guide the term server refers to either the
c o m b i n a t i o n o f a d i s k s e r v e r a n d d i s k s y s t e m o r a n
O m n i D r i v e .

Adding multiple servers to a network with one computer type
requires checking the Omninet address, setting the bias
switch and merging user tables. Updating a network with
more than one computer type requires the above procedures
plus matching the boot files. Adding a new computer type as
w e l l a s a d d i t i o n a l s e r v e r s i n v o l v e s a l l t h e a b o v e
procedures, but matching the boot files may require several
e x t r a s t e p s .

F i rst finish the system generat ion guide for the part icular
computer and operating system being used, then turn to this
g u i d e .

S t a r t a t t h e s e c t i o n " S e t t i n g t h e S w i t c h e s " t o c h e c k t h e
O m n i n e t a d d r e s s e s a n d s e t t h e b i a s s w i t c h e s p r o p e r l y.

All users will go to the section "Merging the User Tables"
to create matching user tables. The tables of users in the
C O R V U S v o l u m e s o n a l l s e r v e r s o n t h e n e t w o r k m u s t b e
i d e n t i c a l f o r u s e r s t o b o o t .

U s e r s a d d i n g a n e w s e r v e r t o a n e t w o r k w i t h u t i l i t y s e r v e r s
or more than one computer type also will go to the section
"Updat ing the Boot Fi les." Each ut i l i ty server or computet

C o r v u s S y s t e m s 7 1 0 0 - 0 5 6 9 2
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type/ with several exceptions, has its own boot file in the
CORVUS vo lume. The types o f boo t fi les in the COBVUS
v o l u m e s o n a l l s e r v e r s o n t h e n e t w o r k m u s t b e i d e n t i c a l .

G o r v u s S y s t e m s 7 1 0 0 - 0 5 6 9 2
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Before connecting the new server to the network, make sure
all servers have unique addresses and their bias switches
are set properly. The first server on the network must have
the bias on, and all other servers roust have the bias off.
Follow the steps below to check the addresses and set the
b i a s p r o p e r l y .

1 . L o c a t e t h e s w i t c h e s o n t h e
d i s k s e r v e r o r O n n i D r i v e .

R e m o v e t h e c o v e r o f t h e d i s k s e r v e r t o r e v e a l t h e
s w i t c h e s . F o r i n s t r u c t i o n s , s e e t h e i n s t a l l a t i o n g u i d e
u s e d t o s e t u p t h e d i s k s e r v e r . T h e O m n i D r i v e s w i t c h e s
a r e v i s i b l e o n t h e b a c k o f t h e d r i v e .

m k i
r

iiooonooii ^
IIOOOIJOOIIS^
•IIHHII*

[nil! [J riiiuou
r n „ . . D n I 0

C o r v u s S y s t e m s 7 1 0 0 - 0 5 6 S 2
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2 . C h e c k t h e O n n i n e t
a d d c e s B .

The first six switches are used for the Omninet address,
switches 7 and 8 are not used for the address. The
first server on the network may have been set to address
0, but additional servers roust have their own addresses.
Make sure each server has a unique address. For a disk
server, use the chart labeled "Disk Server Addresses and
Switch Settings." For an OmniDrive, use the chart
labeled "OroniDrive Addresses and Switch Settings. Be
s u r e t o u s e t h e r i g h t c h a r t .
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3 . C h e c k t h e b i a s s w i t c h
o n t h e fi r s t s e r v e r .

O n a d i s k s e r v e r , s w i t c h 7 i s t h e b i a s s w i t c h . I f a
d i s k s e r v e r w a s t h e fi r s t s e r v e r o n t h e n e t w o r k , m a k e
s u r e i t s s w i t c h 7 i s s e t O N t o s e t t h e b i a s o n .

O n a n O m n i D r i v e , s w i t c h 8 i s t h e b i a s s w i t c h . I f a n
O m n i D r i v e w a s t h e fi r s t s e r v e r o n t h e n e t w o r k , m a k e s u r e
i t s s w i t c h a i s s e t D O W N t o s e t t h e b i a s o n .
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4 . C h e c k t h e b i a s s w i t c h
o n t h e n e w s e r v e r .

If a disk server was just added to the network, make
sure switch 7 is set OFF to set the bias off. All
addit ional servers should have the bias off.

If an OmniDrive was just added to the network, make sure
swi tch 8 is set UP to set the b ias off . A l l addi t ional
s e r v e r s s h o u l d h a v e t h e b i a s o f f .

G o t o t h e n e x t s e c t i o n , " M e r g i n g t h e U s e r Ta b l e s , " t o
c r e a t e m a t c h i n g u s e r t a b l e s .
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Merging user tables requires complete control of the
n e t w o r k . M a k e s u r e t h a t n o o n e i s t r y i n g t o u s e t h e n e t w o r k
when fol lowing the steps below. Turn off al l exist ing mass
s t o r a g e s y s t e m s .

Connec t t he new sys tem jus t gene ra ted , and the new compu te r,
i f any, to the ex is t ing network. Fol low the appropr iate
steps in the setup instructions for the system and the
i n s t a l l a t i o n g u i d e f o r t h e c o m p u t e r .

U s e t h i s s e c t i o n t o m e r g e t h e u s e r t a b l e s . M a k e s u r e t h e
n e w s e r v e r i s t u r n e d o n a n d t h e e x i s t i n g s e r v e r s a r e l e f t
t u r n e d o f f u n t i l i n s t r u c t e d t o t u r n t h e m o n .

1 . L o g o n a s
s y s t e a a a n a g e r .

Log on a t the compute r used to genera te the new sys tem
j u s t c o n n e c t e d . T h e s y s t e m m a n a g e r ' s l o g - o n n a m e a n d
p a s s w o r d a r e i n t h e s y s t e m m a n a g e r g u i d e f o r t h e
c o m p u t e t . I f t h e s c r e e n d o e s n ' t a l r e a d y d i s p l a y t h e
C o n s t e l l a t i o n I I m a i n m e n u , e n t e r C o n s t e l l a t i o n I I .

2 . T u r n o n t h e
e x i s t i n g s e r v e r s .

A f t e r t u r n i n g t h e s e r v e r s o n , w a i t u n t i l o n l y t h e r e d
i n d i c a t o r l i g h t l a b e l e d R E A D Y i s l i t o n a l l d r i v e s
b e f o r e p e r f o r m i n q t h e n e x t s t e p .

3 . S e l e c t t h e
d r i v e a a n a g e n e n t o p t i o n

P r e s s D

T h e s c r e e n d i s p l a v s t h e d r i v e m a n a g e m e n t m a i n m e n u .
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4 . S e l e c t t h e
n e w s e r v e r .

T h e s c r e e n d i s p l a y i s s i m i l a r t o :

C O R V U S U T I L I T Y [ x . x x l D S
S e l e c t D r i v e D r i v e

E n t e r d r i v e i n f o r m a t i o n :

V a l i d s e r v e r s a r e : S E R V E R O , S E R V E R l
E n t e r s e r v e r n a m e : I S E R V E R O ]

Type the server name, drive name and password for the
new server and press (RETURN].

The sc reen d isp lays the d r i ve management ma in menu

5 . S e l e c t t h e
u s e r m a n a g e r .

The sc reen d isp lays the user manager ma in menu.

6 . S e l e c t t h e m e r g e
u s e r t a b l e s o p t i o n .

P r e s s M

A f t e r a m o m e n t , t h e s c r e e n d i s p l a y i s s i m i l a r t o :
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User Manager I x . xx ) DS SERVERl
M e r g e U s e r Ta b l e s D r i v e D R I V E l
P r e s s < B R E A K > t o t e r m i n a t e m e r g e .
Looking at server SERVERO
U s e r A P C P M U S E R a d d e d
U s e r A P D O S U S E R a d d e d
U s e r A P M G R a d d e d
U s e r A P PA S U S E R a d d e d
U s e r S E R V E R l a d d e d
A l l s e r v e r s u p d a t e d .

P r e s s < S P A C E > t o c o n t i n u e

The program automatically checks all the servers on the
n e t w o r k a n d d i s p l a y s a s i m i l a r l i s t f o r e a c h . A c c e p t
the suggested responses until all servers are updated.

Press [SPACEJ, then return to the drive management main
m e n u .

R e p e a t t h e s t e p s
f o r a n e x i s t i n g s e r v e r .

Repeat steps 4 through 6 above, selecting an existing
s e r v e r i n s t e p 4 . I t i s n e c e s s a r y t o r e p e a t t h e
procedure only once, no matter how many servers or
computer types existed previously, because the existing
u s e r t a b l e s h a d t o m a t c h f o r t h e n e t w o r k t o w o r k .

8 . E x i t
C o n s t e l l a t i o n I I .

W h e n fi n i s h e d m e r g i n g t h e u s e r t a b l e s , e x i t
C o n s t e l l a t i o n I I c o m p l e t e l y .

U s e r s a d d i n g t h e n e w s e r v e r t o a n e t w o r k t h a t o n l y h a s
o n e c o m p u t e r t y p e a n d n o u t i l i t y s e r v e r s a r e d o n e . G o
t o t h e a p p r o p r i a t e s y s t e m m a n a g e r g u i d e t o c r e a t e u s e r s
a n d v o l u m e s a n d g r a n t a c c e s s .

U s e r s a d d i n g t h e n e w s e r v e r t o a n e t w o r k t h a t h a s
u t i l i t y s e r v e r s o r m o r e t h a n o n e c o m p u t e r t y p e m u s t g o
t o t h e n e x t s e c t i o n , " U p d a t i n g t h e B o o t F i l e s . "

C o r v u s S y s t e m s 7 1 0 0 - 0 5 6 S 2
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This page in tent ional ly le f t b lank.
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Updating boot files requires complete control of the
n e t w o r k . M a k e s u r e t h a t n o o n e i s t r y i n g t o u s e t h e n e t w o r k
w h e n f o l l o w i n g t h e s t e p s b e l o w.

Users adding the new server to a network that has utility
servers must first go to the subsect ion "Ut i l i ty Servers."

Users adding the new server to a network that has more than
one computer type must also complete the subsection "Existing
C o m p u t e r s . "

Users add ing the new server and a new compute r t ype to an
existing network of one or more computer types must also
complete the subsection "New Computers."

U T I L I T Y S E R V E R S

F o l l o w t h e s t e p s b e l o w t o a d d t h e u t i l i t y s e r v e r b o o t
fi l e s t o t h e n e w s e r v e r .

1 . T u r n o f f t h e
n e w s e r v e r .

T u r n o f f t h e s y s t e m j u s t g e n e r a t e d .

2 . L o g o n a s
s y s t e m m a n a g e r .

L o g o n a t t h e c o m p u t e r u s e d t o e s t a b l i s h u t i l i t y
s e r v e r s e r v i c e i n i t i a l l y .

I f t h e s c r e e n d o e s n ' t a l r e a d y d i s p l a y t h e
C o n s t e l l a t i o n I I m a i n m e n u , e n t e r t h e C o n s t e l l a t i o n
I I p r o g r a m .
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3 . T u r n o n t h e
n e w s e r v e r .

Af ter turning the server on, wai t unt i l only the
dr ive 's red indicator l ight labeled READY is l i t
b e f o r e p e r f o r m i n g t h e n e x t s t e p .

4 . S e l e c t t h e
d r i v e B a n a g e n e n t o p t i o n .

P r e s s D

The screen displays the drive management main menu.

5 . S e l e c t t h e
s e r v e r .

P r e s s S

Type the server name, drive name and password for
the server and p ress (RETURN! .

6 . S e l e c t t h e
b o o t n a n a g e r .

P r e s s B

Some computers may unmount a volume and require
pressing [SPACE] before continuing the program.
The sc reen d i sp lays the boo t manager ma in menu :
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Boo t Manage r [ x . xx j DS SERVERl
M a i n M e n u D r i v e D R I V E l

A - A d d b o o t fi l e
R - R e m o v e b o o t fi l e
L - L i s t b o o t fi l e s

H - H e l p
E - E x i t

P l e a s e s e l e c t a n o p t i o n :

7 , S e l e c t a d d
a b o o t fi l e .

P r e s s A

T h e s c r e e n d i s p l a y s :

B o o t M a n a g e r [ x . x x ]
A d d a b o o t fi l e

D S S E R V E R O
D r i v e D R I V E l

E n t e r b o o t fi l e c h a r a c t e r i s t i c s :
S o u r c e fi l e n a m e :

8 . E n t e r t h e
b o o t fi l e n a m e .

T h e f o l l o w i n g c h a r t s h o w s t h e u t i l i t y s e r v e r t y p e s
a n d b o o t fi l e n a m e s :

u t i l i t y S e r v e r T v o e P i l e N a m e

P r i n t e r S e r v e r B O O T . P R I N T S R V

P u t t h e u t i l i t y s e r v e r d i s k e t t e i n t h e d i s k e t t e
drive of the computer in use. On a Corvus Concept (TM)
personal workstation, type the name using the format
" / d i s k e t t e n a m e / fi l e n a m e " t o s p e c i f y t h e s o u r c e fi l e
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name and p ress (RETURN] , On a l l o t he r compu te r s ,
t y p e t h e n a m e u s i n g t h e f o r m a t
" d i s k e t t e n a m e i fi l e n a m e " a n d p r e s s ( R E T U R N ) .

T h e s c r e e n d i s p l a y i s s i m i l a r t o :

C o m p u t e r t y p e :

S e l e c t f r o m :

A p p l e 2
C o n c e p t
C o n c e p t 2
I B M P C
P r i n t s r v
T I P C

9 . E n t e r t h e
u t i l i t y s e r v e r t y p e .

Type the cor rec t name and press (RETURN).

T h e s c r e e n d i s p l a y i s s i m i l a r t o :

O K t o a d d b o o t fi l e B O O T . P r i n t s r v ( Y / N ) ? ( Y )

1 0 . A d d t h e
b o o t fi l e .

P r e s s ( R E T U R N )

T h e s c r e e n d i s p l a y i s s i m i l a r t o :

C o r v u s S y s t e m s 7 1 0 0 - 0 5 6 S 2
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Mounting volume CORVUS on unit 20

C o p y i n g fi l e
2 b l o c k s w r i t t e n t o fi l e B O O T . P r i n t s r v

U p d a t e a l l s e r v e r s ? l Y j

A l l e x i s t i n g s e r v e r s m u s t h a v e t h e p r o p e r fi l e s f o r
t h e n e t w o r k t o f u n c t i o n . U p d a t e a l l s e r v e r s t o
e n s u r e t h a t t h e fi l e i s o n a l l s e r v e r s .

P r e s s ( R E T U R N ]

O n c e a l l s e r v e r s a r e u p d a t e d , p r e s s [ S PA C E ] t w i c e ,
t h e n e x i t C o n s t e l l a t i o n I I .

1 1 . R e p e a t t h e s t e p s
f o r a l l t y p e s .

R e p e a t s t e p s 1 t h r o u g h 11 f o r e a c h d i f f e r e n t
u t i l i t y s e r v e r t y p e o n t h e n e t w o r k .

Users w i th on ly one compute r t ype and one o r more
u t i l i t y s e r v e r s a r e d o n e o n c e t h e u t i l i t y s e r v e r
b o o t fi l e s h a v e b e e n a d d e d . G o t o t h e a p p r o p r i a t e
sys tem manager gu ide to c rea te users and vo lumes and
g r a n t a c c e s s .

U s e r s w i t h m o r e t h a n o n e c o m p u t e r t y p e a n d t h o s e
hav ing added a new compu te r t ype o the r t han t he
Z e n i t h Z - 1 0 0 ( T M ) o r t h e D E C R a i n b o w 1 0 0 ( T M ) , m u s t
g o t o t h e n e x t s e c t i o n , " E x i s t i n g C o m p u t e r s , " o n c e
a l l u t i l i t y s e r v e r b o o t fi l e s h a v e b e e n a d d e d .

D E C R a i n b o w 1 0 0 i s a t r a d e m a r k o f D i g i t a l E q u i p m e n t
C o r p o r a t i o n .

Z e n i t h Z ~ 1 0 0 i s a t r a d e m a r k o f Z e n i t h D a t a S y s t e m s .
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Users having added a new computer type to a network
currently using only the Zenith Z-100 or the DEC
Rainbow 100 must skip to the subsection "New
Computers" to add the new boot file to the existing
s e r v e r s .

E X I S T I N G C O M P U T E R S

Follow the steps below to add all the existing boot
files to the new server. The procedure described in
t h i s s e c t i o n w i l l b e r e p e a t e d f o r e a c h c o m p u t e r t y p e ,
except the Zenith Z-100 and the DEC Rainbow 100, on the
network. The Rainbow 100 and the Z-100 do not use boot
fi l e s .

1 . T u r n o f f t h e
n e w s e r v e r .

T u r n o f f t h e s y s t e m j u s t g e n e r a t e d .

2 . L o g o n a s
s y s t e m m a n a g e r .

Log on at a computer that already works with the
n e t w o r k .

I f t h e s c r e e n d o e s n ' t a l r e a d y d i s p l a y t h e
C o n s t e l l a t i o n I I m a i n m e n u , e n t e r t h e C o n s t e l l a t i o n
I I p r o g r a m .

3 . T u r n o n t h e
n e w s e r v e r .

Turn on the system just generated. After turning
t h e s e r v e r o n , w a i t u n t i l o n l y t h e d r i v e ' s r e d
i n d i c a t o r l i g h t l a b e l e d R E A D Y i s l i t b e f o r e
p e r f o r m i n g t h e n e x t s t e p .

4 . S e l e c t t h e
d r i v e m a n a g e m e n t o p t i o n .

P r e s s D

The screen displays the drive management main menu.

C o r v u s S y s t e m s 7 1 0 0 - 0 6 6 9 2
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5 . S e l e c t t h e
n e w s e r v e r .

P r e s s S

Type the server name, drive name and password for
the new server and press (RETURN).

6 . S e l e c t t h e
b o o t n a n a g e r .

P r e s s B

Some computers may unmount a volume and require
pressing (SPACE) before continuing the program.
The sc reen d i sp lays the boo t manager ma in menu :

B o o t M a n a g e r ( x . x x ) D S S E R V E R l
M a i n M e n u D r i v e D R I V E l

A - A d d b o o t fi l e
R - R e m o v e b o o t fi l e
L - L i s t b o o t fi l e s

H - H e l p
E - E x i t

P l e a s e s e l e c t a n o p t i o n :

7 . S e l e c t a d d
a b o o t fi l e .

P r e s s A

T h e s c r e e n d i s p l a y s :

C o r v u s S y s t e m s 7 1 0 0 - 0 5 6 9 2
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B o o t M a n a g e r ( x . x x j
A d d a b o o t fi l e

D S S E R V E R O
D r i v e D R I V E l

E n t e r b o o t fi l e c h a r a c t e r i s t i c s :
S o u r c e fi l e n a m e :

8 . E n t e r t h e
b o o t fi l e n a m e .

T h e f o l l o w i n g c h a r t s h o w s t h e v a r i o u s c o m p u t e r
t y p e s a n d b o o t fi l e n a m e s :

C o r v u s C o n c e p t
A p p l e I I
C o r v u s C o n c e p t +
I B M P C
T I P r o f e s s i o n a l

fi l e N a m e

B O O T . C O N C E P T
B 0 0 T . A P P L E 2
B 0 0 T . C 0 N C E P T 2
B O O T . I B M P C
B O O T . T I P C

Type the file name for the computer currently being
used and press (RETURN].

T h e s c r e e n d i s p l a y i s s i m i l a r t o :

C o m p u t e r t y p e :

S e l e c t f r o m :

A p p l e 2
C o n c e p t
C o n c e p t 2
I B M P C
P r i n t s r v
T I P C

9 . E n t e r t h e
c o m p u t e r t y p e .

Type the correct name and press (RETURN).
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T h e s c r e e n d i s p l a y i s s i m i l a r t o :

O K t o a d d b o o t fi l e B O O T. C o n c e p t ( Y / N ) l Y ]

1 0 . A d d t h e
b o o t fi l e .

P r e s s [ R E T U R N ]

T h e s c r e e n d i s p l a y i s s i m i l a r t o :

Mounting volume CORVUS on unit 20

C o p y i n g fi l e
1 0 b l o c k s w r i t t e n t o fi l e B O O T . C o n c e p t

U p d a t e a l l s e r v e r s ? [ Y J

A l l e x i s t i n g s e r v e r s r o u s t h a v e t h e p r o p e r fi l e s f o r
t h e n e t w o r k t o f u n c t i o n . U p d a t e a l l s e r v e r s t o
e n s u r e t h a t t h e fi l e i s o n a l l s e r v e r s .

P r e s s ( R E T U R N ]

O n c e a l l s e r v e r s a r e u p d a t e d , p r e s s [ S PA C E ] t w i c e *
t h e n e x i t C o n s t e l l a t i o n I I .

1 1 . R e p e a t t h e s t e p s
f o r a l l t y p e s .

R e p e a t s t e p s 1 t h r o u g h 11 f o r e v e r y d i f f e r e n t
e x i s t i n g c o m p u t e r t y p e o n t h e n e t w o r k , e x c e p t t h e
H R r R a l n h n w 1 0 0 a n d Z e n i t h Z - 1 0 0 .

I f the new sys tem was genera ted us ing a new
computer type o ther than the DEC Ra inbow 100 or
Z e n i t h Z - 1 0 0 , g o t o t h e n e x t s u b s e c t i o n , " N e w
C o m p u t e r s , " o n c e a l l e x i s t i n g b o o t fi l e s m a t c h .



M u l t i p l e S e r v e r U p d a t e G u i d e 2 2

O t h e r w i s e , g o t o t h e a p p r o p r i a t e s y s t e m m a n a g e r
g u i d e t o c r e a t e u s e r s a n d v o l u m e s a n d g r a n t a c c e s s .

N E M C O M P D T E R S

Comp le te t he s teps be low to add t he new compu te r ' s boo t
fi l e t o t h e e x i s t i n g s e r v e r s .

1 . T u r n o f f t h e
e x i s t i n g s e r v e r s .

T u r n o f f a l l t h e e x i s t i n g s e r v e r s , b u t l e a v e t h e n e w
s e r v e r o n .

2 . L o g o n a s
s y s t e m m a n a g e r .

L o g o n a t t h e n e w c o m p u t e r .

I f t h e s c r e e n d o e s n ' t a l r e a d y d i s p l a y t h e
C o n s t e l l a t i o n I I m a i n m e n u , e n t e r t h e C o n s t e l l a t i o n
I I p r o g r a m .

3 . T u r n o n t h e
e x i s t i n g s e r v e r s .

T u r n o n a l l t h e e x i s t i n g s e r v e r s . A f t e r t u r n i n g t h e
s e r v e r s o n , w a i t u n t i l o n l y t h e r e d i n d i c a t o r l i g h t
l a b e l e d R E A D Y i s l i t o n a l l t h e d r i v e s b e f o r e
p e r f o r m i n g t h e n e x t s t e p .

4 . S e l e c t t h e
d r i v e m a n a g e m e n t o p t i o n .

The sc reen d isp lays the d r i ve management ma in menu .



5 . S e l e c t o n e o f
t h e e x i s t i n g s e r v e r s .

P r e s s S

IVpc the se rve r name, d r i ve name and password fo r
one o f t he ex i s t i ng se r ve rs and p ress (RETURNJ .

6 . S e l e c t t h e
b o o t a a n a g e r .

P r e s s B

Some computers may unmount a volume and require
p r e s s i n g ( S PA C E ] b e f o r e c o n t i n u i n g t h e p r o g r a m .

T h e s c r e e n d i s p l a y s t h e b o o t m a n a g e r m a i n m e n u :

B o o t M a n a g e r [ x . x x ]
M a i n M e n u

D S S E R V E R l
D r i v e D R I V E l

A - A d d b o o t fi l e
R - R e m o v e b o o t fi l e
L - L i s t b o o t fi l e s

H - H e l p
R - R v i l -

P l e a s e s e l e c t a n o p t i o n :

7 . S e l e c t a d d
a b o o t fi l e .

P r e s s A

T h e s c r e e n d i s p l a y s :
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B o o t M a n a g e r ( x . x x j D S S E R V E R O
A d d a b o o t fi l e D r i v e D R I V E l

E n t e r b o o t fi l e c h a r a c t e r i s t i c s ;
s o u r c e fi l e n a m e :

8 . E n t e r t h e
b o o t fi l e n a m e .

T h e f o l l o w i n g c h a r t
t y p e s a n d b o o t fi l e

C o m p u t e r T y p e

C o r v u s C o n c e p t
A p p l e I I
C o r v u s C o n c e p t +
I B M P C
T I P r o f e s s i o n a l

s h o w s t h e v a r i o u s c o m p u t e r
n a m e s :

F i l e N a m e

B O O T . C O N C E P T
B 0 0 T . A P P L E 2
B 0 0 T . C 0 N C E P T 2
B O O T . I B M P C
B O O T . T I P C

Ty p e t h e fi l e n a m e f o r t h e c o m p u t e r c u r r e n t l y b e i n g
used and press [RETURN].

T h e s c r e e n d i s p l a y i s s i m i l a r t o :

C o m p u t e r t y p e :

S e l e c t f r o m :
A p p l e 2
C o n c e p t
C o n c e p t 2
I B M P C
P r i n t s r v
T T P r

9 . E n t e r t h e
c o m p u t e r t y p e .

T y p e t h e c o r r e c t n a m e a n d p r e s s [ R E T U R N ] .
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T h e s c r e e n d i s p l a y i s s i m i l a r t o ;

O K t o a d d b o o t fi l e B 0 0 T. A p p l e 2 ? ( Y / N ) ( Y J

—

1111111111
I11111111i111111111111

11111111111111111i11
1

1

1 0 . A d d t h e
b o o t fi l e .

P r e s s ( R B T U R N ]

T h e s c r e e n d i s p l a y i s s i m i l a r t o :

Mounting volume CORVUS on unit 20

C o p y i n g fi l e
1 0 b l o c k s w r i t t e n t o fi l e B 0 0 T. A p p l e 2

U p d a t e a l l s e r v e r s ? [ Y J

A l l e x i s t i n g s e r v e r s m u s t h a v e t h e p r o p e r fi l e s f o r
t h e n e t w o r k t o f u n c t i o n . U p d a t e a l l s e r v e r s t o
e n s u r e t h a t t h e fi l e i s o n a l l s e r v e r s .

P r e s s [ R E T U R N ]

O n c e a l l s e r v e r s a r e u p d a t e d , p r e s s [ S PA C E ] t w i c e .
t h e n e x i t C o n s t e l l a t i o n I I .

G o t o t h e a p p r o p r i a t e s y s t e m m a n a g e r g u i d e t o c r e a t e
v o l u m e s a n d u s e r s a n d g r a n t a c c e s s .
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