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This manual describes the command protocols used by Corvus
mass storage systems. It covers the disk commands and the
Omninet protocols used to send those commands. It also describes
how to use the various features provided by the commands.

It is meant to be used in conjunction with the following manuals:

Omninet General Technical Information,
Corvus P/N 7100-02040

Constellation Software General Technical Information,
Corvus P/N 7100-05944-01

Omninet Protocol Book

Conventions

Hexadecimal values are suffixed with an h. For example,
FFh, 02h.

When not otherwise qualified, a sector is 512 bytes. A
block is always 512 bytes.

All program examples are given in psuedo-Pascal and are not
necessarily syntactically correct. The examples are meant to
serve as guidelines to you in implementing your own programs.

In command and table descriptions, 1lsb means least
significant byte or least significant bit, depending on
context. Similarly, msb means most significant byte or most
significant bit.
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The TYPE column used in describing commands, protocols, and
tables has the following meanings:

Type

BYTE
WORD

FWRD

ADR3

FAD3

DADR

BSTR

NSTR

FLAG

ARRY

Meaning

An unsigned 8 bit value.

An unsigned 16

An unsigned 16
a byte-flipped

An unsigned 24

An unsigned 24
a byte-flipped

bit value;

bit value;

WORD.
bit value;

bit value;
ADR3.

msb, lsb format.

1sb, msb format;

msb..lsb format.

1sb..msb format;

A 3-byte field, called Disk address;
interpretation is shown in Chapter 1, section
titled Logical sector address decoding.

A string of 1 or more characters, padded on the
right with blanks (20h).

A string of 1 or more characters, padded on the
right with NULs (00h).

A byte with bits numbered 7..0; msb..lsb format.

An array of 1 or more BYTEs.
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Chapter 1: Controller functions E[} Utuif‘fu

Corvus currently supports three mass storage devices: the
Revision B/H Series drives, Omnidrive, and The Bank. Each of
these devices may be attached to a Corvus network. The Rev B/H
drives may be attached to a Corvus multiplexer, or through a disk
server to Omninet. Omnidrive and The Bank have built-in Omninet
interfaces. -

Although these devices have very different hardware
characteristics, the software interface to each is very similar.
For example, one software disk driver can interface to all these
devices.

This chapter describes the functions supported by Corvus mass
storage devices. Each section describes the function and lists
the relevant commands. Where needed, additional explanatory text
follows.

The commands are described as a string of bytes to be sent to
the device, and a string of bytes that is the expected reply. 1In
the case of an error, normally only one byte is received, which
is the disk error code. Disk error codes are summarized in
Appendix B.

Chapter 2 describes the Omninet protocols used to send the
commands.
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Controller functions

Command Result
Command name Code:Modifier Length Length

Read/Write Commands:

Read Sector (256 bytes) 02h 4 257
Write Sector (256 bytes) 03h 260 1
Read Sector (128 bytes) 12h 4 - 129
Read Sector (256 bytes) 22h 4 257
Read Sector (512 bytes) 32h 4 513
Read Sector (1024 bytes-Bank) 42h 4 1025
Write Sector (128 bytes) 13h 132 1
Write Sector (256 bytes) 23h 260 1
Write Sector (512 bytes) 33h 516 1l
Write Sector (1024 bytes-Bank) 43h 1028 1
Record Write (Bank) 16h 2 1

Semaphore Commands:

Semaphore Lock OBh:01h 10 12
Semaphore Unlock OBh:11h 10 12
Semaphore Initialize 1Ah:10h 5 1
Semaphore Status 1Ah:41h 5 257

Pipe Commands:

Pipe Read 1Ah:20h 5 516
Pipe Write 1Ah:21h 517 12
Pipe Close 1Ah:40h 5 12
Pipe Status 1 1Ah:41h 5 513
Pipe Status 2 1Ah:41h 5 513
Pipe Status 0 1Ah:41h 5 1025
Pipe Open Write 1Bh:80h 10 12
Pipe Area Initialize 1Bh:AOh 10 12
Pipe Open Read 1Bh:COh 10 12

Active User Table Commands:

AddActive 34h:03h 18 2
DeleteActiveUsr (Rev B/H) 34h:00h 18 2
DeleteActiveNumber (Omnidrive) 34h:00h 18 2
DeleteActiveUsr (Omnidrive) 34h:01h 18 2
FindActive 34h:05h 18 17
ReadTempBlock C4h 2 513
WriteTempBlock B4h 514 1

Figure 1.1: Summary of Disk Commands by PFunction
(continued on next page ... )
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Command name

Miscellaneous Commands:

Boot

Read Boot Block

Get Drive Parameters
Park heads (Rev H)
Park heads (Omnidrive)
Echo (Omnidrive,Bank)

Put Drive in Prep Mode:
Prep Mode Select
Prep Mode Commands:

Reset Drive

Format Drive (Rev B/H)
Format Drive (Omnidrive)
Fill Drive (Omnidrive)
Format Tape (Bank)
Reformat Track (Bank)
Verify (Rev B/H,Omnidrive)
Non-destructive Verify (Bank)
Destructive Verify (Bank)
Read Corvus Firmware
Write Corvus Firmware

Code:Modifier

14h
44h
10h
llh
80h
F4h

llh

00h
0lh
0lh
81lh
0lh
0lh
07h
07h
07h
32h
33h

:01h
:02h

:02h
:01h

514
513

514

w
=
BN OWH WH

(8]
b=

Controller functions

Command Result
Length Length

513
513
- 129

513

N b et

variable
10
10
513
1

Figure 1.1: Summary of Disk Commands by Function (cont.)
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Read-write commands

1.1 Read-write commands

Five sets of read-write commands are supported, each set
specifying a different sector size. Data can be read or written
in sectors of 128 bytes, 256 bytes, 512 bytes, or 1024 bytes.
There are two sets of commands that support 256 byte sectors;
they are identical.

The Rev B/H controller and the Omnidrive controller use a
physical sector size of 512 bytes. When a host sends a write of
a sector size other than 512 bytes to the drive, the controller
first reads the entire physical sector, overlays the written
data onto the appropriate chunk of the physical sector, and then
writes the physical sector. It is therefore recommended that
hosts, where possible, use a write command of 512 bytes to
minimize overhead when writing to the drive.

The Bank physical sector size is 1024 bytes. When a host
sends a write of a sector size other than 1024 bytes to the Bank,
the data is buffered until the whole sector is received; then the

~data is written to the media. 1If any other commands are received

before this buffer is full, or if another sector is to be written
to, the controller performs as described above; that is, it reads
the whole physical sector, overlays the written data onto the
appropriate chunks of the physical sector, and then writes the
physical sector. It is therefore recommended that hosts, where
possible, use a write command of 1024 bytes to minimize overhead
when writing to the Bank.

The fact that the Bank buffers write commands has one other
ramification: the controller always returns 0 as the disk result
code, indicating a successful write. When it comes time for the
Bank to actually write the sector and an error is encountered, no
error status is reported to the host.

The read function always reads the whole physical sector and
returns the appropriate chunk of data. Unlike the write mode, no
performance penalty is paid when using any particular sector
size,

All of the read-write commands decribed below use a three

byte sector number as the disk address. The interpretation of
sector number is described in the next section.

Mass Storage Systems GTI 1-4



Read-write commands

Command Name: Read a sector (256 byte sector)

Command Length: 4 bytes
Result Length: 257 bytes

- ————— ] ————— —— ——— t—————— — i~ - G ———— —— W ——— — —— —_———— ———— -~ - —

0/1 | BYTE | command code - 2h
1/ 3 | DADR | sector number
Result

G - —————————— o~ —— ———————————— ——————— G G- G —— G ———— ————————
- ——— ————— — ———————— — —— ———— - ———— ———— —— T — — G ————— ——————t— —— ———o———
- - —— - —————— o G- ——— o ———— — — —— ————————— - — — —— —— — - —— ————

- ————— ——————————— ——_——— ———— —— ————— ——— ———— - " G g - — - S — - G ———

Command Name: Write a sector (256 byte sector)

Command Length: 260 bytes
Result Length: 1 byte

Command

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————

- ———————————————— — - G — - —— — G - — — G NS G GEA GNv W G G G G S G G — —— ——————— -
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Read-write commands

Command Name: Read a sector (128 byte sector)

Command Length: 4 bytes
Result Length: 129 bytes

Command

e s . G ———— " G —— ——————————— ——— ——————————— ——t—— ———{—_— ——————

0/1 | BYTE | command code - 12h
1 /3 | DADR | sector number
Result

Command Name: Write a sector (128 byte sector)

Command Length: 132 bytes
Result Length: 1 byte

Command

Mass Storage Systems GTI 1-6




Read-write commands

Command Name: Read a sector (256 byte sector)

Command Length: 4 bytes
Result Length: 257 bytes

Command

" . G ————————————— ——— ——— ————— O - ——————_—— S ———— — —— ————— - —

0/1 | BYTE | command code - 22h
1/ 3 | DADR | sector number
Result

o —_—— ———— ————— - — T {— O~ — — ——— — — ——————————————— g~ G—— — — ———— — ——— - -
- ———————— —— ———— —— — — —— ——————————————— G ———— — ——————- —————t— -
- ———————— ——————— ——— . —— ————— — ——— - ————— —— - —— ———— ——— — ———— -

Command Name: Write a sector (256 byte sector)

Command Length: 260 bytes
Result Length: 1 byte

- ——— ——— - — - —— - — —— G G . GhS TS G GEe SES G G G GRS G GEn E— —— —— — G ——— — G —— - —— —_———

Mass Storage Systems GTI 1-7



Read-write commands

Command Name: Read a sector (512 byte sector)

Command Length: 4 bytes
Result Length: 513 bytes
Command

0/1 | BYTE | command code - 32h
1/3 | DADR | sector number
Result

e — ——————— ————— ———— —————— ————_t————————————————— ——t—_——t——— G- ——
- ——— ————————— — — ————— ———_—————_—— - — O ———— t———————————_———————— =~ -
- ————————————— - ——————— ——————— ————— — —————————————— G ——— ——————

Command Name: Write a sector (512 byte sector)

Command Length: 516 bytes
Result Length: 1 byte

Mass Storage Systems GTI 1-8



Read-write commands

Command Name: Read a sector (1024 byte sector) (Bank only)

Command Length: 4 bytes
Result Length: 1025 bytes

Command

0/1 | BYTE | command code - 42h
1 /3 | DADR | sector number
Result

- . - ———— —— ——————— - ——— ————— Y~ — ——————— G > W W, SES S W S G W G S = = - ——
- ———— — ——— —— —— — ————————__ - - ———————— — — T ——— - —— — — _— ———————— -
- ——————— - ———— —— - ————————————— ——— —— — —— ————— —————— — ——————— — -

- — - —— ——— —— - ———— ———— — —_ —————— —— ————————————— — — ——————— ————— -

Command Name: Write a sector (1024 byte sector) (Bank only)

Command Length: 1028 bytes
Result Length: 1 byte

Command

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————

1.2 Logical sector address decoding
On the Rev B/H drives, the three byte sector number specified

in a read or write command is decoded into a 4-bit drive number
and a 20-bit address. The decoding is described below:
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Read-write commands

byte 1 byte 2 byte 3
d 1sb msb

Byte 1, upper nibble, is the most significant nibble
of the address.

Byte 1, lower nibble, is the drive number.

Byte 2 is the least significant byte of the address.

Byte 3 is the middle byte of the address.

Thus to write to drive 1, address 02D348h, the host should
send to the controller these bytes:

21h, 48h, D3h

A 20-bit address allows the controller to address
approximately 1 million sectors per drive, or 512MB using 512
byte sectors. Virtual drives can be used to extend the
addressing capabilities of the Rev B/H controller; see the
section titled Virtual drive table later in this chapter.

For Omnidrive and The Bank, the three byte sector number is
treated as a 24-bit address; all three bytes are used to indicate
the address. The Omnidrive and Bank controllers can thus address
16 times more data than the Rev B/H controller, or approximately
8 gigabytes using 512 byte sectors. The three byte address is
decoded as follows:

byte 1 byte 2 byte 3
d 1sb msb

Byte 1, upper nibble, is bits 17-20 of the address.

Byte 1, lower nibble, is decremented by 1, and becomes
bits 21-24 of the address.

Byte 2 is the least significant byte of the address.

Byte 3 is the middle byte of the address.

Thus to write to an address, say 32D348h, the host should
send to the controller these bytes:

24h, 48h, D3h

The controller flips the nibbles in byte d, subtracts 10h
from the result and uses this value as the most significant byte
of the address. Byte 2 is used as the least significant byte and
byte 3 the middle byte.

Note that for addresses of 20 bits or less, the two
addressing schemes are equivalent. For example, to write to
drive 1, address 2D348h, the host sends these bytes:

21h, 48h, D3h

Mass Storage Systems GTI 1-10



Read-write commands

The address specified in the Read-Write commands is a sector
address, where the size of the sector is specified by the
command. For example, to read block 8 of the device, any of
the following commands can be used:

Command string Meaning

02h, 01h, 10h, O0Oh sector 16 (256-byte sector)
12h, 0l1h, 20h, 0Oh sector 32 (128-byte sector)
22h, 01h, 10h, 0Oh sector 16 (256-byte sector)
32h, 0l1h, 08h, 0Oh sector 8 (512-byte sector)

42h, 0l1h, 04h, O0Oh sector 4 (1024-byte sector; Bank only)

1.3 Write verify option

The Omnidrive provides the option of specifying
write-verify or non-write-verify. If the write-verify option is
chosen, the controller, after each write to the media, performs
a read operation of that sector to verify that the sector can be
read with a correct CRC. If the non-write-verify option is
specified, there is no read after write.

The tradeoff is between performance and reliability. The
write-verify costs at least an extra revolution of the disk but
it verifies that the data is recorded properly on the media. The
other provides higher performance without the assurance of data
integrity.

The option is represented by one byte in the firmware area.
The standard firmware release has this byte set to
non-write-verify. The option can be changed using the Corvus
diagnostic program.

Rev B/H drives always use write-verify. The Bank always uses
non-write-verify.

1.4 Past tracks (Bank only)

A Bank tape can be configured to use fast-track or
non-fast-track mode. In fast-track mode, a read completes much

faster than in non-fast-track mode. However, a write takes much
longer in fast-track mode than in non-fast-track mode.

Fast-track mode is therefore recommended for applications which
require heavy look-up of data, but little or no modification of
the data.

In fast-track mode, the first 16 tracks of the user data area
(4MB) are redundantly recorded. For a 200MB tape, the controller
records each sector of data 8 times, once on each of 8 tracks;
each succeeding track has the data skewed 1/8 around the tape
loop. For a 100MB tape, the controller records each sector of

Mass Storage Systems GTI 1-11
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Read-write commands

data 4 times on 4 tracks; each succeeding track has the data
skewed 1/4 around the tape loop.

When a sector is read, the controller determines where
on the track its head is, and reads from the closest sector.
Thus, the average read access time is 1/8 (or 1/4) that of the
non-fast-track mode.

There are two types of write to the fast tracks area: normal
write and record write. For normal write, the controller updates
all the redundant sectors in one pass. Thus, it takes an entire
revolution to complete one write. For record write, the host can
specify the redundant sector to be written. The sector specified
is used for all succeeding Write commands, until the next Record
Write command is received. This feature allows the host to write
to a whole track, then repeat the process for the redundant
tracks.

To turn record write on or off, use the Record Write command.

Command Name: Turn on Record Write (Bank only)

Command Length: 2 bytes
Result Length: 1 byte

Command

o ———————— ————— - ———— ———————_—— - ————— ———— ————— — ————————— ————

0/1 | BYTE | command code - 16h
1 /1 | BYTE | sector number*
Result

* For a 200MB tape, valid sector numbers are 80h-87h, specifying
sector 0 through 7; for a 100MB tape, valid sector numbers are
80h-83h, specifying sector 0 through 3.

Mass Storage Systems GTI 1-12



Read-write commands

Command Name: Turn off Record Write (Bank only)

Command Length: 2 bytes
Result Length: 1 byte

o ——————————————— — - — - ———— - ————————_—— ———— ——— ————_t— ——————

0/1 | BYTE | command code - 16h
1 /1 | BYTE | 00h
Result

- ———— ———————_——_——— —————————_——— —— ———————————_——————————————

0 /1 | BYTE | disk result

When using normal write, updating 100 sectors requires 100
tape revolutions, one for each sector write. When updating many
consecutive sectors, it may be faster to use record write. Let's
assume you want to update sectors 100 to 199 on a 200MB tape.

You first issue a Record Write command for redundant sector 0
(80h), and then 100 sector write commands, one for each sector
100 to 199. Depending on the interleaving, this should take only
1 tape revolution. Next you issue a Record Write command for
redundant sector 1 (8l1lh), and then the same 100 sector write
commands. Repeat this sequence for redundant sectors 2 through
7, and you should complete the update in only 8 tape revolutions,
as opposed to the 100 revolutions used in normal write.

1.5 Semaphores

Semaphores provide an indivisible test and set operation for
use by application programs. See chapter 5 for examples of how
to use semaphores.

The semaphore commands are listed below:

Semaphore Lock
Semaphore Unlock

Initialize Semaphore Table
Semaphore Status

Any host can, at any time, request to lock a semaphore. 1If
the specified semaphore is not already locked, the controller
locks the semaphore. If a semaphore is already locked, the
application program using the semaphores can continue to poll the
semaphore table by resending the Lock command until the desired
semaphore is no longer locked.

Mass Storage Systems GTI 1-13



Semaphores

The Semaphore Unlock command always unlocks the semaphore.

The status of the semaphore prior to each operation is also
returned to provide for a full test-set or test-clear operation.

A semaphore can be any 8-byte name, except for 8 bytes of 20h
(ASCII space character). There is no limit on the number of
semaphores that may exist in a given application or network;
however, only 32 semaphores may be locked at any one time (on
each server).

Two semaphores are equivalent only if each character in the
name is exactly the same. For example, semaphore 'CORVUS1ll' is
different than semaphore 'corvusll', which is different than
'Corvusll'. The characters do not have to be printing
characters; eight bytes of 10h (ASCII LF character) is a legal
semaphore name,

Omnidrive and The Bank support a wild card character in
semaphore names. The character 00h (ASCII NUL character) matches
any other character in semaphore lock and unlock operations.

The Initialize Semaphore Table command clears the semaphore
table, which is equivalent to unlocking all the semaphores. The
semaphore table can be initialized by any processor, but this
should only be performed on system-wide initialization or for
recovery from error conditions.

The Semaphore Status command returns the semaphore table,
which can then be examined to see which semaphores are locked.

Mass Storage Systems GTI 1-14
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Command Name: Semaphore lock

Command Length: 10 bytes
Result Length: 12 bytes

Command

0/1 | BYTE | command code - OBh

1 /1 | BYTE | 0lh

2/ 8 | ARRY | semaphore name
Result

- — —————— — — ————— ——— Y — T — G- S ————— —— — ———— — — - G_- G S — G —————— -

0/1 | BYTE | disk result
1 /1 | BYTE | semaphore result
2 /10 | ARRY | unused (no meaning)
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Command Name: Semaphore unlock

Command Length: 10 bytes
Result Length: 12 bytes

Command

0/1 | BYTE | command code - OBh

1/ 2 | BYTE | 11lh

2/ 8 | ARRY | semaphore name
Result

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————

Command Name: 1Initialize semaphore table

Command Length: 5 bytes
Result Length: 1 byte

e - —————— ———————— ————— - ————— —————————— — -~ ———————————— —————-—

0/1 | BYTE | command code - 1lAh

1/1 | BYTE | 10h

2/ 3 | ARRY | don't care - use 00h
Result

Mass Storage Systems GTI 1-16
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Command Name: Semaphore status

Command Length: 5 bytes
Result Length: 257 bytes

0/1 | BYTE | command code - lAh

1 /1 | BYTE | 41lh

2/1 | BYTE | 03h

3/ 2 | ARRY | don't care - use 00h
Result

S — ——————————— — —————— — G —— —— ————————— - ———— — - - —— ———— - —— - - —
- ——————— - — ———————— —_——————— ———— — —— - G G- G G- ————— - ——— —t— ——
- —— - — —— - —— ——— —— T ——— - ————— ——————— T — — T ——— ————— - —— - t— ————

0 Oh Semaphore Not Set/no error
128 80h Semaphore Set

253 FDh Semaphore table full
254 FEh Error on semaphore table read/write
255 FFh Semaphore not found

Implementation details for semaphores

The semaphores are implemented using a lookup table

containing an 8-byte entry for each of the 32 possible
semaphores. A used entry in the table indicates that the

semaphore is locked. Unused table entries are represented by 8
bytes of 20h (ASCII space character).

When a Lock command is received, the controller searches the
table for a matching entry. If one is found, a Semaphore Set
status (80h) is returned. Otherwise, the semaphore is written
over the first empty entry, and a status of Semaphore Not Set
(0) is returned.

Mass Storage Systems GTI 1-17
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Semaphores

When an Unlock command is received, the controller searches
the table for a matching entry. If one is found, it is
overwritten with blanks, and a status of Semaphore Set (80h) is

returned. Otherwise, a status of Semaphore Not Set (0) is
returned.

The format of the semaphore table is shown below. See
Appendix A for the location of the semaphore table.

Table layout Entry layout
to—mm + byte 0 te=( tmmmmmmmm +
|semaphore #1 | | | lst byte |
o + | +- -+
|semaphore #2 |<======—-e—w- + | 2nd byte |
e ——— + | +- -+
I I | I I
= = ] = =
I I I I I
trmrm e + | +- -+
|semaphore #31| | | 7th byte |
tommm + | +- -+
|semaphore #32] | | 8th byte |
tomm e + byte 255 +==( t=m—mm——m e +

For Rev B/H drives, the semaphore table is initialized to
blanks only when the firmware is rewritten or when an Initialize
Semaphore Table command is received. For Omnidrives and Banks,
the semaphore table is initialized at power up or when an
Initialize Semaphore Table command is received.

Performance considerations when using semaphores

For Rev B/H drives, a semaphore operation causes 2 disk
reads, and 0 or 1 disk writes. First the semaphore block must be
read from the firmware area. If the Lock or Unlock is
successful, then the semaphore table must be written back to the
disk. Finally, the dispatcher code must be reloaded from the
firmware area.

For Omnidrives and Banks, a semaphore operation causes no
disk I1/0, as the semaphore table is maintained in the controller
RAM. The table is not saved when the device is powered off.

1.6 Pipes

Pipes provide synchronized access to a reserved area of the
disk. Any computer can use the pipes commands to read or write
data to the pipes area at any time, and not worry about
conflicting with another computer's read or write to the pipes
area. See chapter 6 for examples of how to use pipes.
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The pipe commands are listed below:

Pipe Open for Write

Pipe Open for Read

Pipe Write

Pipe Read

Pipe Close

Pipe Purge

Pipe Status o
Pipe Area Initialize

The pipes area must be initialized before any other pipe
commands are used.

The Pipe Area Initialize command specifies the pipe area
starting block number and the length in number of blocks. Note
that the block size is 512 bytes for the Bank as well as the
Omnidrive and Rev B/H drives. The pipes area must be entirely
within the first 32k blocks of the tape or disk; the starting
block number plus the number of blocks must be less than 32k.
The Pipe Area Initialize command does not actually write
anything to the pipes area, other than the pipes tables.

The normal sequence of events in using the pipes area is as
follows:

One host opens the pipe for write. It then uses Pipe Write
commands to write blocks to the pipe. When it has written all
the data, it uses the Pipe Close command to close the pipe.

Later on, either the same host or some other host issues a
Pipe Open for Read command. It uses Pipe Read commands to read
data from the pipe. When done reading, it issues a Pipe Close
command. If the pipe is empty (i.e., all of the data has been
read), it is deleted. 1If data is still remaining, the host can
open the pipe again later to finish reading the data.

Each time a pipe is opened for write, a new pipe is created.
When a Pipe Open for Read command is received, the lowest
numbered closed pipe with the specified name is opened.

The Pipe Purge command can be used to purge any unwanted
pipes.

The Pipe Status command is used to view the state of the
internally managed pipe tables.
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Command Name: Pipe Open for Write

Command Length: 10 bytes
Result Length: 12 bytes

Command

T o ————————————————————————— —— - —————— ——— ] — ———— ———— —_——— = ———

0/ 1 | BYTE | command code - 1Bh
1 /1 | BYTE | 80h
2/ 8 | BSTR | pipe name

Result

- ————— ————————————————— ————_—————————————————_— ————————————

—— ——————————— ————— —————— — -~ —— — — —————— — —————— — — ——————————— —

0/ 1 | BYTE | disk result
1/ 1 | BYIE | pipe resamt
2/ 1 | BYTE | pipe number (1-62)
'3 /1 | FLAG | pipe state - see below
"4/ 8 | ARRY | unused (no meaning)
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Command Name: Pipe Open for Read

Command Length: 10 bytes
Result Length: 12 bytes

Command

0/1 | BYTE | command code - 1Bh
1 /1 | BYTE | COh
2/ 8 | BSTR | pipe name

Result

0/1 | BYTE | disk result
171 | BYE | pipe resale
" 2/1 | BYIE | pipe number (1-62)
3/ 1 | FLAG | pipe state - see below
4/8 | ARRY | wnused (no meaning)
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Command Name: Pipe Read

Command Length: 5 bytes
Result Length: 516 bytes

Command

0/1 | BYTE | command code - lAh

1 /1 | BYTE | 20h

2 /1 | BYTE | pipe number

3/ 2 | FWRD | data length - 00h, 02h (512 bytes)
Result

0/1 | BYTE | disk result
1 /1 | BYTE | pipe result
2/ 2 | FWRD | number of bytes read - 00h, 02h (512 bytes)

- ——————— —— — ——— — ——— - G G = - I G G G ———— — — G —— - ——————
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Command Name: Pipe Write

Command Length: 517 bytes
Result Length: 12 bytes

Command

T G —————— - ————————— —— ———— — ———— — —————_————— - G ——————— - ——— - ——

0 /1 | BYTE | command code - 1lAh _
171 By |2 T
2 /1 | BYrE | pipe mumber
"3/ 2 | FWRD | data length - 00h, 02h (512 bytes)

- - ——— ————————— — —————— T~ — - ————— - —— ———— - - ———— — ———————— - ——t—— {— -

. - ————— —— —— ——— —— — ——— — G — G G G- G S Gme M G G G e e . Gh- G - ———— ———

e - —— ——— —————— ————— — ————— ] — ———— f— — S f———— ———— - ———— -~ —— ——— ——— -

0/1 | BYTE | disk result
1/1 | BYIE | pipe resuit
27/ 2 | FWRD | number of bytes written - 00h, 02h (512 bytes)
4/8 | ARRY | wused (no meaming)
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Command Name: Pipe Close, Pipe Purge

Command Length: 5 bytes
Result Length: 2 bytes

Command

0/1 | BYTE | command code - lAh
1 /1 | BYTE | 40h
2 /1 | BYTE | pipe number
3 /1 | BYTE | FEh - close write
| | FDh - close read
I | 00h - purge
4 /1 | BYTE | don't care - use 00h
Result

- ————————————————— ——— — ——— - ——— ———— — ————— - —— ———— —————— - — -
e - ————————— o~ —————— ————— G ——————— — t— ——— —— t—— — — ——————— ———————
- ——— ———— — ——— ————— ——————— t— ———— — ——————— —_—— —— —— ——— — — S ————— -
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Command Name: Pipe Status

Command Length: 5 bytes
Result Length: 513 bytes

O —————— —— O —————— —— — ———————— —— - —————— — -~ —_——————— — —— ———— -

0/1 | BYTE | command code - 1lAh
171 yevee oo T
2/1 | BYIE | Olh - Pipe Name table
| | 02h - Pipe Pointer table
372 | ARRY | don't care - wse 0Om
Result

-  ——————— — —————— ————————— ————— ————— _— ———— — —— —— ——— ——— — — —— -
- ————— - ——— —_——— ————— ——————————— —— —————— —— — ————— ————— ———— -
- ————————— - ———— ———————— — —— —————— _— G —————————— ———————— - ——
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Command Name: Pipe Status

Command Length: 5 bytes
Result Length: 1025 bytes

Command

0/1 | BYTE | command code - 1lAh

1 /1 | BYTE | 41h

2 /1 | BYTE | 00h

3/ 2 | ARRY | don't care - use 00h
Result

This is the only command which returns more than 530 bytes. 1If

you are using a general purpose command buffer for sending device

commands, you may wish to use the version of the Pipe Status

command which returns either the Pipe Name table or the Pipe

ﬁointer table, so that you do not have to declare a 1025-byte
uffer.
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Command Name: Pipe Area Initialize

Command Length: 10 bytes

Result Length: 2 bytes

Command

Offset/Len| Type | Description
0/1 |BYIE | command code - 18h

171 ey | aom T

"2 /2 | FWRD | starting block number

"4/ 2 | FWRD | length in blocks

6 /4 | ARRY | don't care - use OOh

Result

Offset/Len| Type | Description

"0 /1 | BYIE | disk result

171 | ByE | pipe resuit

Starting block number + Length in blocks must be less than 32k.

Pipe state flag (returned on Pipe Open)

10
11
12
13
14
15

OFh

Meaning

l=contains data / O=empty
l=open for read

l=open for write

Meaning

No error.

Tried to read an empty pipe.
Pipe not open for read or write.
Tried to write to a full pipe.
Tried to open an open pipe.

Pipe does not exist.

Pipe buffer full.

Illegal pipe command.

Pipes area not initialized.
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Implementation details for pipes

Internally, the pipes area is managed by two tables: a Pipe
Name Table and a Pipe Pointer Table. These tables are stored in
different areas on the various disk devices; see appendix A. The
host can retrieve these tables by sending a Pipe Status command.

The Pipe Name Table contains 64 entries of 8 bytes each. The
first and last names in the table are reserved for system use,
The first name is WOOFWOOF and the last name is FOOWFOOW. An
entry of all blanks (20h) indicates an unused entry.

The format of the Pipe Name Table is shown below:

pipe number 0 | WOOFWOOF |
pipe number 1
pipe number 62| |

pipe number 63| FOOWFOOW |

The Pipe Pointer Table also contains space for 64 entries of
8 bytes each, each entry being formatted as shown below:

Rev B/H Omnidrive/Bank

o + ettt L +
| pipe number | byte 0 | pipe number |
e + et +
| starting (msb) | byte 1 | starting (0) |
+- -+ +- -+
| byte | | block (msb) |
+- -+ +- -+
| address (1sb) | | address (1sb) |
o + o +
| ending (msb) | byte 4 | ending (0)y |
+- -+ +- -+
| byte ] | block (msb) |
+- -+ +- -+
| address (1sb) | | address (1sb) |
tomm e + o ———— e +
| pipe state | byte 7 | pipe state |
R et e + et L L LT e +

While the format of the Pipe Pointer table on the disk is
different for the Rev B/H drives than it is for Omnidrive and
Bank, the table returned by the Pipe Status command always has
the Rev B/H format. That is, the Omnidrive and Bank convert the
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disk format to the Rev B/H format for the Pipe Status command.

Pipe number (byte 0) is an index into the Pipe Name Table. A
pipe number of 0 indicates the first entry in the Pipe Name
Table, and a pipe number of 63 indicates the last entry in the
Pipe Name table.

Entries in the Pipe Pointer Table are ordered by starting
address. Unlike the Pipe Name table, where unused entries are
interspersed with used entries, all of the unused entries in the
Pipe Pointer table occur at the end of the table. The entry with
pipe number 63 marks the end of the used entries.

For the Rev B/H drives, the starting and ending byte
addresses are absolute disk byte addresses. Each should be
divided by 512 to get an absolute block address.

The Pibe State is a flag which is interpreted as shown below:

bit # Meaning

bit 7 l=contains data / O=empty
bit 1 l=open for read

bit 0 l=open for write

The first entry in the Pipe Pointer Table always looks like
the following, which corresponds to the WOOFWOOF entry in the
Pipe Name Table:

Rev B/H Omnidrive/Bank
o —————— + tmm—————————————— +
| pipe number = 0 | byte 0 | pipe number = 0 |
o + tmm— e ——————— +
| starting byte | byte 1 | starting block |
+=- -+ +- -+
| address of pipes | | address of pipes |
+= -+ +- , -+
| area | | area |
tmmm e + o ——————————— +
| starting byte | byte 4 | same as bytes |
+- + +- +
| address of pipes | | 1 through 3 |
+- -+ +=- -+
| area + 1024 | | |
tmm—— e + Fomm e ———————— +
| pipe state = 80h | byte 7 | pipe state = 80h |
tmm—————————————— + fmm e ————————— +
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The last entry in the Pipe Pointer Table always looks 1like
the following, which corresponds to the FOOWFOOW entry in the
Pipe Name Table):

Rev B/H omnidrive/Bank
i + fommm e +
| pipe number = 63 | byte 0 | pipe number = 63 |
Fomm e + dom e +
| ending byte | byte 1 | ending block o
+- -+ +- -+
| address of pipes | | address of pipes |
+- -+ +- -+
| area | | area |
Fommm e + Rt +
| same as bytes | byte 4 | same as bytes |
+- + +- +
| 1 through 3 | | 1 through 3 I
+- -+ +- -+
I I ! !
R e + tmmm e +
| pipe state = 80h | byte 7 | pipe state = 80h |
e et L + o e +

Whenever a Pipe Area Initialize command is received, the
pipes tables are initialized with the entries for pipes 0 and
63 shown above, and all other entries unused. The pipes area can
be deleted by rewriting the firmware.
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The following example shows a typical state of the pipe
tables. It shows 3 existing pipes, two called PRINTER and one
called FASTLP. :

Pipe Pointer table offset Pipe Name table
T + o +
| entry for pipe 0 I 0 | WOOFWOOF |
o + Fomm e +
| entry for pipe 1 | 1 | PRINTER | --
et + e +
| entry for pipe 6 | 2 | FASTLP |
e + e e T +
| entry for pipe 2 | 3 | blanks |
e e + ettt +
| entry for pipe 63 | 4 | blanks |
o + ettt e +
| 0's | 5 | blanks |
o + o +
| 0's | 6 | PRINTER |
e TR + e +
l I I |
| I I I
e + o +
| 0's | 63 | FOOWFOOW |
e e + et e +

Individual pipe disk space allocation

The pipes area consists of used space and holes (unused
space). There are two kinds of holes:

Active hole -- a contiguous area of unused pipe space
bounded on the low address end by an open for writing pipe.

open for
writing
pipe

active the open pipe in front of the hole
hole can grow into this region.

—_————

N— 4 —— 4 ——
n— +
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Inactive hole -- a contiguous area of unused pipe space
bounded on the low address end by the end of a closed
pipe or the end of an open for reading pipe.

tomm e +

| open for |

| reading or | o
| closed pipe |

R T +

| inactive | the pipe in front of the hole
| hole | cannot grow.
e +

I pipe

New pipe allocations are made by examining all the holes in
the pipe area. The allocator looks for the larger of: (1) the
largest inactive hole or (2) half the size of the largest active
hole. A new pipe starts at the beginning of an inactive hole or
at the midpoint of an active hole. All pipes grow in the same
direction, by increasing address.

When an open for writing pipe hits the end of a hole (that
is, it bumps into an existing pipe), the error code, tried to
write to a full pipe (0Ah), is returned. This can happen even if
there is space remaining in other holes.

Performance considerations when using pipes

On a Rev B/H drive, a Pipe Write results in 2 disk reads, and
2 disk writes. First, the pipes code is overlayed into the
controller RAM; then the data is written and the Pipe Pointer
Table rewritten; finally, the dispatcher code is reloaded. A
Pipe Read is similar, only there are 3 disk reads and 1 disk
write. Since the controller code is located in the firmware
area, and the pipes area is in the user area of the drive, a pipe
operation can cause considerable head movement.

For Omnidrives and Banks, the pipes controller code is loaded
at power-on time, and does not have to be swapped in and out.
Also, the Pipe Name Table and the Pipe Pointer Table are located
in the firmware area. For the Omnidrive, the tables are written
back to the drive only when a pipe is closed, so a Pipe Read is 1
disk read operation, and a Pipe Write is 1 disk write operation.
For the Bank, the pipe tables are only written to the media when
the Bank is ready to turn off the motor (see section titled

Changing Bank tapes later in this chapter).
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1.7 Active User Table

The Active User Table is used by Corvus applications software
to keep track of the active devices on the network. At any
given time, it should contain a list of those users who are
connected to the network. See the section titled Active user
table in Chapter 2 for more explanation.

The Bank does not support the Active User Table.
There are six commands supported:

AddActive

DeleteActiveUsr

DeleteActiveNumber (Omnidrive only)
FindActive

ReadTempBlock

WriteTempBlock

The AddActive command adds a user to the table. The host
specifies the user name, the Omninet address, and the device
type. See Appendix B for a list of device types.

The DeleteActiveUsr command deletes a user from the table.
Note that the command code for DeleteActiveUsr is different
for the Rev B/H drives than it is for the Omnidrive.

The DeleteActiveNumber command deletes all users with the
specified Omninet address from the table (Omnidrive only).

The FindActive command returns the Omninet address and the
device type of the user with the specified name.

The ReadTempBlock command can be used to read the entire

Active User Table, and the WriteTempBlock can be used to
initialize the Active User Table.
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‘Command Name: Add Active

Command Length: 18 bytes
Result Length: 2 bytes

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————

- . G G —— = G G - ——— —— ————————————— — — — —— - ——— — —— ——— —— - G ——t—————

12 /1 | BYTE | host Omninet address
13 /1 | BYTE | host device type

14 / 4 | ARRY | unused - use 0's
Result

- —— — - ———————— —— - — ———————— — - ———— —_— —— ——— —— ———— —— ——— ———— -
s - ——— — ——— ——— — ———— —————— G —— — - ——— —— . — . ———— — ————————— —— T~ —— -
e - ————— —————————————————————————_— O ———— —————————— - ——— -

- — ——————— t— ———————————— —————— o~ —— — —————— (—— — —— ————— ————————

Mass Storage Systems GTI 1-34



Active user table

Command Name: Delete Active User (Rev B/H drives only)

Command Length: 18 bytes
Result Length: 2 bytes

Command

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————

- ————————————— —_—————— —— —_——]— — ——————— — - Gw— G G - —— ——————
- ————————— — - ————— — —————————t———— O~ - G~ {——— ————————— ——— -~ ———— -
- ——————— —~— ——— ———— — — —— G - ————— —~ ———— - — —— — —— - —— — - ———————— -
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@ Command Name: Delete Active User (Omnidrive only)
Command Length: 18 bytes
Result Length: 2 bytes
Command

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
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Command Name: Delete Active Number (Omnidrive only)

Command Length: 18 bytes

Result Length: 2 bytes

Command

Offset/Len| Type | Description -
0/ 1 | BYIE | command code - 34n

171 Usve|oon T

e e ——— ———— ———— {— — — - S - — - ——————— - — —— —— T~~~ — G —— ——— ————————— -

12 /1 | BYTE | host Omninet address
13 / 5 | ARRY | unused - use 0's
Result

T — ———— - —————————_—— ———— —— ———————_———————— ———————————————— -
- - —————— — - ———— 1~ ——— —————————— ——————_—— - ——— o ——— ——t—— ——— - -
T —— — —— ——— —— —— —— —————— ——— - —_—————_— -~ ———_—— - ———— —— G —— G Gh" Ghe = —————— G

Mass Storage Systems GTI 1-37



Active user table

Command Name: Find Active

Command Length: 18 bytes
Result Length: 17 bytes

Command

0/ 1 | BYTE | disk result
1/ 1 | BYIE | first byte of name, or table result
"2/ 9 | BSIR | remaining bytes of name
11 /1 | BYTE | host Omninet address
12 /1 | BYTE | host device type
13 /4 | ARRY | wnusea

- o ————— ——— G — o~ ——————— — ———— - —— —— ———— G - ————— — —— G ——————— - — -
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Command Name: Read Temp Block

Command Length: 2 bytes
Result Length: 513 bytes

Command

- . - —————— ———— - — — —— G~ —— G ——— - ——— G G t— ————— —— G - = Gm— -
T . ————— — ——— ——— - — ———— — ——————— —— ——— G ———— G G T ——— — ——————

1 /1 | BYTE | block number - 0 to 6 for Rev B/H,
| | 0 to 3 for Omnidrive

- ——— — — ——— —————— T ——— ———————— G ———— — - - G ——— - ———— — — — ————

- —— ————————— — - — ——— — - ——— ———— ——— - — - —— — ———— — - _— —— -~ O —— ————————
T o G G ——— — ——————————- — ————_——(—— ——(— — — T ——— —— - ———— - — - — - — - — ——
S —————— —— - —— T~ —————— ——— - —— —— G G G —— - G G ————— ———————— -

Command Name: Write Temp Block

Command Length: 514 bytes
Result Length: 1 bytes

- - —————— ——————————— — ——— - ——— — —— — ——— ——— - — —— — — — — ———— - —— -~
- — - G G —————— ——— ——————— ——— — —— ——— - —— — —— - ———— —— G ———— — — ——— ———

1 /1 | BYTE | block number - 0 to 6 for Rev B/H,
| | 0 to 3 for Omnidrive
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Table results

Value Meaning
0 Ok.
1 No room to add.
2 Duplicate name.
3 User not found.

Implementation details for the Active User Table

The Active User Table implementation is similar to
semaphores, in that an unused entry is indicated by blanks. When
an AddActive command is received, the controller searches the
table for an entry with a matching name. If one is found, the
entry is overwritten with the new data, and a table result of
duplicate name (2) is returned. If no matching entry is found,
the first entry with blanks is overwritten with the specified
data, and a status of Ok (0) is returned.

For DelectActiveUsr, the first entry with a matching name is
overwritten with blanks. For DeleteActiveNumber, all entries
with matching Omninet addresses are overwritten with blanks.

The table consists of four blocks, located in the firmware

area. The blocks are numbered 0 to 3. Each table entry is 16
bytes long, as shown below:
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Active user table

e T + block 0

| entry #1 |

o +

| | Entry layout

= = t==( Fmmmmm e +

| | | | name | byte
e + | +- -+

| entry #32 | | | | --

tom e + block 1 | = =

| entry #33 I | | l

R + | +- -+

I | I | | byte
= = (mmm——m e + e +

= = | |Omninet address| byte
| | | temmm +

Fom e + block 3 | | device type | byte
| entry #97 | | e +

Fomm e + | | unused | byte
l l I = (0's) =

= = | l ' byte
| | R e +
et +

| entry #128 |

tomm e ———————— +

Omninet address is 0 to 63. Device types are listed in

Appendix B.

The normal initialization of the Active User table is

described in the section titled AcEjve “ng tab%ﬁ
The table can also be initialize y rewriting

by issuing Write Temp Block commands.
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1.8 Booting

There are two commands which provide a boot function. The
purpose of these commands is to provide a machine independent
means of booting a host computer.

The first boot command, called the Boot command (1l4h),
was Corvus' first attempt to provide a boot function. The Boot
command was not flexible enough, so a second boot command, the
Read Boot Block command (44h), was added.

The first Boot command is used by Corvus to support Apple II
computers and Corvus Concept computers. The Read Boot Block
command is used to support all other computers. Each computer is
assigned a computer number by Corvus. See Appendix B for a list
of the currently assigned computer numbers.

Both boot commands return a block of 512 bytes to the host
computer. This block normally contains boot code for the
computer, but can be used for whatever the particular computer
requires.

In order to use the boot commands, an application program
must be written which sets up the data structures used by the
boot commands. Corvus provides such an application program,
called BOOTMGR, with its Constellation II software. Refer to

the manual titled Constellation Software General Technical
Information for more information on how Corvus software uses the
boot commands.

Command Name: Boot

Command Length: 2 bytes
Result Length: 513 bytes

0/1 | BYTE | command code - 1l4h
1 /1 | BYTE | boot block number (0-7)
Result

- —— —— —— — G —————— - G G G- G G D - ——— — - - Gh- G G —— G G — = - ——————
G e e - e Ga Gar = ——— G Gh- S G . G —— — T —— o5 G- G- . G- - ———— — — ——— G —— —— -
- ——————— ———— G — G — — ————— O G T G S G G G G- G ————— ———— - G- —— - —
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Command Name: Read Boot Block

Command Length: 3 bytes
Result Length: 513 bytes

T G G G - S ———— —— - —_——— ——— > G G- G G —— G ——————— - — - ———— - " G - ——————

0/1 | BYTE | command code - 44h
1 /1 | BYTE | computer number (See Appendix B)
2 /1 | BYTE | block number

Result

- ——— ————— — ————— —— {—— —————————— ——— - —— —————— ———— - —— ————— ———————
- —————————— —— — - ———— ——— t— — ——— - ———— Y ———————— — —— —————————————

- ————————————— — — ————— - —— - G ——— —— — T ———————— - ———— —— -~ ————— o

1l / 512 | BYTE | contents of block

* If the disk result = FFh, the block could not be found.
Implementation details

For the Boot command, the boot blocks are located in the
firmware area (see Appendix A for exact locations). Blocks 0
through 3 contain 6502 code for the Apple I1I, and blocks 4
through 7 contain 68000 code for the Corvus Concept. These
blocks are included in the firmware files distributed by Corvus.

For the Read Boot Block command, the following data
structures are used:

Block 8, bytes 36 - 39 contain the absolute block address of
the Corvus volume. The Boot Table is located 6 blocks past this
location. The format of the Boot Table is described below:
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Table format

R ettt +

| entry #0 | block 0

tommrm e + Entry format

| | +o( dmmmmmm e +

= = | | address (msb) | byte 0
| | (=== + +- -+
P + I | address (1sb | byte 1
| entry #127 I +=< Fmmmmmmmmmm e eeet

R ittt T +

| entry #128 | block 1

tomm e +

I l

I I

R ettt +

| entry #255 |

e e L L +

The address is a relative block address which is added to
the Boot Table address. The result is the block number of the
Oth block of boot code. The block number specified in the Read
Boot Block command is added to this result to get the absolute
block address of the data to be returned. Thus, the block
address of the data returned is computed as follows:

Boot Table address + boot code address + boot block #
(contents of block 8, (from Boot Table) (from Read Boot
bytes 36-39, + 6) Block command)

1.9 Drive parameters

The Get Drive Parameters command can be used by application
programs to find out the user-accessible size of the drive
(device capacity) and other device specific information.

The format given differs slightly from that used for other
commands: the first page shows the information that is returned
from all devices and the second page shows the device specific
information.
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Command Name: Get drive parameters

Command Length: 2 bytes
Result Length: 129 bytes

Command

0/1 | BYTE | command code - 10h
1 /1 | BYTE | drive number (starts at 1)
Result

33 /1 | BYTE | ROM version |
34 /4 | ARRY | track information (see below)
38 /3 | FAD3 | capacity in 512 byte blocks
41 /16 | ARRY | unused (no meaning)
57/ 1 | BYTE | interleave factor
77U ARRY | Table information (see below)

58 / 12 | | MUX parameters

70 / 6 | | pipes information

76 / 14 | | virtual drive table

90 / 16 | | LSI-11 information
106 / 1 | BYTE | physical drive number
107 / 3 | FAD3 | capacity of physical drive
110/ 1T aure 1 acive tvpe ses below
III—;-E-—-T-;;;;_I—;;;;-;;;;rm;tZo;—;;;e-ggigw; --------
117 / 2 | WORD | media id (see below)
119 / 1 | BYTE | maximum number of bad tracks (see below)
120 / 8 | ARRY | unused (mo meaning)
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The table below shows the meanings of the status bytes that
are different for the various device types.

- —— ———————————— —————————————————————— ————————————————_——_——— - ———_———————{— -

Offset/Len| Type | Rev B/H Drives | Omnidrive | Bank
35 /1 | BYTE | sectors/track | sectors/track | sectors/track
------------------------------------------------------ | (1lsb,msb)
36 / 1 | BYTE | tracks/cylinder | tracks/cylinder|
37 / 2 | FWRD | cylinders/drive | cylinders/drive| tracks/tape
58 / 12 | ARRY | MUX parameters | unused | unused
70 2 | FWRD | pipe name tbl ptr | pipe area ptr | pipe area ptr
72 2 | FWRD | pipe pointer tbl | pipe area size | pipe area size
l |  ptr ! |
74 2 | FWRD | pipe area size | unused | unused
76 14 | ARRY | Virtual drive tbl | unused | unused
90 8 | ARRY | LSI-11 VDO table | unused | unused
98 8 | ARRY | LSI-11 spared tbl | unused | unused
110 / 1 | BYTE | unused | drive type | drive type (82H)
111 / 3 | FAD3 | unused | unused |*tape life (% of
| | | |  minutes)
114 / 2 | FWRD | unused | unused | start/stop count
ll6e / 1 | FLAG | unused | unused | fast track flag
| | | | (=1 fast tracks or
117 / 2 | WORD | unused | media id | media id
119 / 2 | BYTE | unused | max # of bad | reserved
I | | tracks |

* The tape life is specified at 500 hours and 2000 start/stops
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1.10 Parking the heads

Rev B drives do not require parking of heads.

The Rev H and Omnidrives provide a firmware command that
allows a host to instruct a drive to park its heads in a landing
zone or cylinder. This command is used in preparing the drive
for shipping.

The landing (or parking) cylinder is a reserved cylinder for
Rev H drives; for Omnidrives, the landing cylinder is specified
in the disk parameter block of each drive. Some drives
automatically park the heads during power off; the landing
cylinder in this case is specified as OFFFFh. No actual movement
of the heads is performed when a park command is sent to one of
these drives.

The park command only positions the heads over the landing
cylinder; it does not turn off the motor. When the drive is
parked, it is offline to the network, and no host can communicate
with it. The drive stays parked until it is reset.

Command Name: Park the heads (Rev H Drive ONLY)

Command Length: 514 bytes
Result Length: 1 bytes

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————

D —————— — G — —— T — T G- G G GRS G G G G S SN NS A G - G G G - — - W —— G — — — - G-~ —
- — - G — . . S . - G G, W G S G G G G G G S G G G —— — > W CED G G G S G - G ———— G- G — —— —— -

This is really a special Prep block.
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Command Name: Park the heads (Omnidrive ONLY)

Command Length: 1 byte
Result Length: 1 byte

- —— — — ——— —————————— —— — —————— ——— - ————— —— — S —— ———— ————{——

e — — ——— — ——— - ———————— — G —— — —— ——_————————————_—— ——— ———— —— - a— o o=
- — e - —— — — —— — ———— ——————— (— ———— - — — - — — - — — — ————— ——— ———————— ——_—

- ————— —— - —— —— — —— — - ————— —————— - — ——— ——————— -~ — —————— ——_—a——t—

1.11 Changing Bank tapes or powering off the Bank

The Bank tape is continuously looping. While the motor is
on, the tape cannot be removed. If the tape is not accessed for
about 1 minute 15 seconds, the Bank goes into a "shut down" mode.
The controller flushes tape information back to the firmware
area, seeks to track 0, then turns off the motor. At this point,
the tape can be removed.

There is a reset switch on the Bank which can be used to
force the "shut down" sequence. However, this switch should
only be used when absolutely necessary.

1.12 Checking drive interface
The Echo command can be used to check the interface to the

drive. The host sends 512 bytes to the drive, and expects to
get the same 512 bytes back.
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Command Name: Echo (Omnidrive/Bank ONLY)

Command Length: 513 bytes
Result Length: 513 bytes

Command

- - —————— — —— —— — — ———— — ——— — — ————— - —— . —— " G G- ————— — - ——— —— G — -
- — ——— —— — G- — = — — — —— ———— - —— ———————— — ——— — —— S ——— G — ——————— ——— ——— —t—
T . - Gne S ——— - —— —— ——— G ——————— — ————— — G ——— . —————— — G G - ———— —— ——a——

. . — ——————— — - — - — —— — G U — G ————— G ——————— — ——— ——————— ———— ——— -~ - —
G e G e . ———— ——— ——— ——— - ———— ————— - T - —— — —— ———— ———————_——— - —— ———
e ———— ——— T ——— — —— - ————— —— —— — G - —— -~ ————— t————————— -~ - — -~

o —————— —— ———— — ————— — - ——_— -~ ——— ———————— o ———— -~ — - ———— ———— -~

1.13 Prep mode

The host can put the drive into prep mode by sending a prep
command with 512 bytes of executable controller code. The
controller loads this code over the RAM-resident dispatcher whose
function is to interpret the command bytes sent to the
controller. Thus in effect, the prep block can be considered as
a specialized dispatcher. Some applications requiring direct
control of the hardware can utilize this feature (e.g., burn-in
program). The standard prep block shipped by Corvus supports the
following functions:

format the drive or tape

verify the drive (Rev B/H, Omnidrives only)
read from the firmware area

write to the firmware area

£ill the drive with a pattern (Omnidrive only)

reformat a track (Bank only)
destructive verify a track (Bank only)
non-destructive verify a track (Bank only)

All prep blocks should support a reset function in order to
take the drive out of prep mode and back to the normal mode.
This is done through a reset command (command code = 00h) in prep
mode. Also, when the controller is put in prep mode, the front
panel LED's are set as a visual indication of this mode. For Rev
B/H drives, the FLT and RDY lights are turned off and the BSY
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light is turned on. For Omnidrives and Banks, the opposite is
true; i.e., the FLT and RDY lights are turned on and the BSY
light is turned off.

Rev B/H drives can use only one prep block at a time (maximum
512 bytes of code). Omnidrives and Banks, however, use a maximum
of 4 prep blocks (2K of code). The first prep command puts the
drive into prep mode. Any additional prep command blocks are
loaded after the previous block. After the fourth block has been
received, any additional block is overlayed over the fourth one.

Prep blocks are hardware dependent. Prep blocks for Rev B/H
drives contain Z80 code, whereas prep blocks for Omnidrives and
Banks contain 6801 code.

Command Name: Put drive in prep mode

Command Length: 514 bytes
Result Length: 1 byte

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————

e - ———— ———————— —— T~ ——— ———— — G ———— - —— —— - —— —————— —— -~ ————-————_— — -

- — —————————— T —— ——— G — — —— —— G ——————— - - G ————— ——— G — — —— -
>  ——————————— — — - — - — ———— - - ——— —— ——— = ————— —— ————— - —— - ———— -
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Command Name: Reset drive (take drive out of prep mode)

. Command Length: 1 bytes
Result Length: 1 byte

Command

- - — — ———————— —— — ——— — —————— ————— - ———— ————— G - G ————t———————
G s ————— — ——— — — Y — — — ——— — — Y — — ——— ————— — —— - —— - —————————

1.14 Format drive (Rev B/H, Omnidrive)

In prep mode using the Corvus prep block, the host can send a
format command to the controller. The controller lays down on
the media the sector format, and the data fields are filled with
whatever is specified by the Format command. Omnidrives use the
pattern FFFFh.

A Format command destroys ALL information on the drive,
including the firmware itself. The spared track table, the
virtual drive table, and the pipes tables, as well as the polling
parameters, interleave factor, read after write flag, etc., are
all destroyed by Format. You would not normally format a drive
until this information is written down, so that it may be
manually restored after formatting.

For Rev B/H drives, the controller refuses the Format
command if the Format switch (beneath the front panel LED's,
second from right) is set to the left. You must set this switch
to the right in order to format the drive.

Drives shipped from Corvus have been formatted, burned-in,

bad tracks logged in the spare table, and the firmware written,
If you must format the drive, you should always verify the drive

after formatting, and spare any bad tracks found. See the
section titled Verify, later in this chapter, for more
information.
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Command Name: Format drive (Rev B/H drives ONLY)
(drive in prep mode)

Command Length: n bytes
Result Length: 1 byte
Command

- ————————— ——— - ——{—— ——— ——_—————————— —— ————————————— — ———— ——
e - — —— — —— T~ ———— - — ————————_————— o — ——— ——— ———— —————— ——————————
- - ——————— —————— ]~ t————————t— —— ———— ——— t— f— — — — — —————————————

S G ——— ————— ——————— — ——— T —————— —— T G G ——— —— G GES i G—— G G — G ——————

- —————————— ——— ———— ————f— ————  ——— — ————————— At ——_—————————————

The Corvus diagnostic programs send 513 bytes and use pattern
76h or E5h.

Command Name: Format drive (Omnidrives ONLY)
(drive in prep mode)

Command Length: 1 byte
Result Length: 1 byte
Command

——— - - ——— —— —— —— —— —— ——— - Gmn S G G S—n G G e e SN G G GEn NS G SER G G G G N G G G Gu S - -

—— o ——————— — — —— ———— ———— - — —— —— — — — ———— G — G- G T —— — — G = == ————
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Command Name: Fill the drive (Omnidrives ONLY)
(drive in prep mode)

Command Length: 3 bytes
Result Length: 1 byte
Command

0/1 | BYTE | command code - 8lh
1/ 2 | WORD | fill pattern
Result

- - —— - ————————— - —— {———— —————— - — ———— -~ —————— ————— t———————
- —————— —— ——— — — ————— — — G — O_- - ——— o GhS G- —— . ———— —— — T —— ———— —— ]—— o~ t—

————————————— —————t— ——— ——{———— {— ]—— —— ———— g —— — - ————— ————_———— —_—

Note: The recommended fill pattern is B6D%h.

1.15 Format tape (Bank)

In prep mode using the Corvus prep blocks, the host can send
a tape format command to the Bank. With this command, the host
specifies whether fast tracks are to be used, the tape type
(100MB or 200MB), and the interleave factor to be used.

The interleave factor must be an odd number between 1 and 31.
The controller automatically increases by 1 any specified even
interleave. Any interleave greater than 31 is set to 31.

After receiving the format command (full tape format only),
the controller sends back a success status immediately to
acknowledge that the format command has been received. It then
turns off interrupts, thus taking the Bank offline. During this
time, no devices can communiate with the Bank. After formatting
the media, the controller fills the tape with a pattern (B6DSh).
It then attempts to verify the tape by reading all sectors. Any
bad sectors are spared automatically. The results of the format
are written to firmware block 2.

Any tracks reported as bad have more than 4 bad sectors, and
should not be used. If any bad tracks are reported, the tape
should either be discarded, or dummy volumes allocated over the
bad tracks. See the section titled Physical versus logical

addressing later in this chapter for more information on mapping
track numbers to block addresses.
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The prep block also allows the host to send a command to
reformat one track. The tape is assumed to have been formatted,
so the controller uses the current interleave and tape
parameters. This feature is provided in case one track has
read-write problems and needs to be reformatted.

The command to reformat one track returns the number of bad
sectors on the track. 1If the number of bad sectors is greater
than 4, the track is bad. You should use the Get Drive--
Parameters command to check the tape life. Tapes are rated for
500 hours and 2000 start-stops. If either of these numbers is
exceeded, the tape should be discarded. Otherwise, you should
allocate a dummy volume over the bad track. See the section

titled pPhysical version logical addressing later in this chapter

for information on mapping track numbers to block addresses.
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Command Name: Format tape (Bank ONLY)
(Bank in prep mode)

Command Length:
Result Length:

8 bytes
1 byte

0/1 | BYTE | command code - 0lh
1,1 (s om0
273 | ARRY | unused - use 0's
5 /1 | FLAG | fast track flag (Olh = fast tracks on)
"6 /1 | BYIE | tape size (Olh = 200MB; 00h = 100MB)
771 | BYIE | interleave factor (odd number 1 to 31)
Result
Offset/Len| Type | Descriptiom
0 /1 | BYmE | resae

> — —————————— — - ——— — ——— — -~ — —— — — ———— ——— —— —— - — —— - _——————— ——" —— —

An even interleave factor is automatically increased by 1.
Interleave greater than 31 is set to 31.

The results are recorded in firmware block 2 in the following

format:

Offset/Len| Type | Description
0/1 | BYTE | result
1 /1 | BYTE | bad track count (=n)

. —— — — T —— —— — - — - G GRS Ghn . G - G S —— - — — — . ——— ——— -~ —— — T — G - ———— = —
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Command Name: Reformat one track (Bank ONLY)
(Bank in prep mode)

Command Length: 8 bytes
Result Length: 2 bytes
Command

0/1 | BYTE | command code - 0lh

l1/1 | BYTE | 02h

2/ 2 | FWRD | track number to format

4 / 3 | ARRY | unused - use 0's
Result

Track number range is 0-100. The firmware track (track 1)
contains sparing information for the whole tape; if this track
is reformatted, the sparing information for the rest of the tape
will be lost.

1.16 Media verify (CRC)

The verify command is a prep mode command. For Rev B/H
drives, the verify is performed as follows: The controller reads
each sector on the disk. 1If it is unable to read a particular
sector, it tries again to read the sector. If it can read the
sector within 10 retries, it reports a soft error. If it cannot
read the sector, it rewrites the sector with the data it read,
which is probably bad, and reports a bad sector.

For Omnidrives, each sector is read only once, and a hard
error is reported if the sector is bad. The sector is not
rewritten.

Marginal sectors may be reported on one execution of the
Verify command, yet not show up on the next. Any sector which is
ever reported as bad should be spared. Each media has a maximum
number of tracks that may be spared. If the Verify command
reports more than this number, the media is bad, and should not
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be used.

A list of spared tracks should be maintained on paper near
the drive. Then if it is ever necessary to reformat the drive or
rewrite the entire firmware area, the appropriate tracks can be
respared.

A list of bad sectors is returned to the host. The sector
numbers are physical sector numbers, and are converted to_ track
numbers with the following algorithm:

track # = [ (cylinder #) * (number of heads) ] + (head #)

Note that those sectors which are already spared may be
reported as bad.

For the Bank, the prep block provides two verify features: a
non-destructive verify and a destructive verify. These commands
work on one track at a time. The non-destructive track verify
reads all the sectors on the specified track and reports the
number of bad sectors found and the sector numbers of the first
four bad sectors. The destructive verify fills the track with
the input pattern (2 bytes) first and then verifies the track as
described for non-destructive verify.

See the section titled Physical versus logical addressins

later in this chapter for information on mapping track numbers to
block addresses.
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Command Name: Verify drive (Omnidrive, Rev B/H ONLY)
(Drive in prep mode)

Command Length: 1 byte
Result Length: 2+4*n bytes

Command

- ———— — —_—— ————_——— — — ———— T —————— —— ———— ———— —— —— — G ——— —————
- ———————————— ———— —— = - " (> - ————— ————————— —————— —————_t— ——— -

0/ 1 | BYTE | result
"1 /1 | BYIE | number of bad sectors
2/ 4 | BRRY | head, cylinder, sector of lst bad sector
"6 /4 | ARRY | head, cylinder, sector of 2nd bad sector

n*4-2 / 4 | ARRY | head, cylinder, sector of nth bad sector

Offset/Len| Type | Description

0/1 | BYTE | head number
1/ 2 | FWRD | cylinder number
3/1 | BYTE | sector number
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Command Name: Non-destructive track verify (Bank ONLY)
(Bank in prep mode)

Command Length: 6 bytes

Result Length: 10 bytes

Command

Offset/Len| Type | Description -
0/ 1 | BYIE | command code - 07h
171 iewe o T
272 | FWRD | track number
4/ 2 | ARRY | wnused - wse 0's
Result

s —— ——— - — — ——————— - — ——— - —————— —— - ————— —— - ——————— — - ————— —— -

0/1 | BYTE | result

1/1 | BYTE | number of bad sectors

2/ 2 | WORD | sector number of lst bad sector
8 / 2 | WORD | sector number of 4th bad sector

The sector number is interpreted as msb = head number and 1lsb
= sector number. Since there are 256 sectors per section, this
value is also an absolute sector number.
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Command Name: Destructive track verify (Bank ONLY)
(Bank in prep mode)

Command Length: 6 bytes
Result Length: 10 bytes
Command

S G G S - —_— — ——— . —_——— ————— ————— ————— — ——— — ———— ——— ——————————— -~ o=

. — —————— — — T~ —— .. O —— ———————————————— ———— - —— — ——————————— -

0/1 | BYTE | command code - 07h

1 /1 | BYTE | 0lh

2/ 2 | FWRD | track number

4 / 2 | WORD | £ill pattern
Result

> - ————— ——— — —— — — —————— - ——_———— " ——— - —— . _————— ——— - ——— G~ ————— o=

0/ 1 | BYTE | result

1 /1 | BYTE | number of bad sectors

2/ 2 | WORD | sector number of lst bad sector
8 / 2 | WORD | sector number of 4th bad sector

o ——— ————— — G —— —. - G—— — — ———— ——————— ———————————————————————— - —

The recommended fill pattern is B6D9h.

1.17 Track sparing

When the drive is formatted, it is filled with a pattern. A
burn-in can then be performed to find the marginal tracks. These
can be recorded in the firmware track sparing block to make them
invisible.

Each type of mechanism has a different number of spared
tracks allowed. This number is returned by the Get Drive
Parameters command to let the host know the maximum number of
tracks it can spare out. Rev B drives allow 7 spared tracks; Rev
H drives allow 31 spared tracks; Omnidrives allow from 7 to 64
spared tracks, depending on the drive type (see Appendix A).

Internally, the spared tracks are recorded in the firmware

area; see Appendix A for a complete description of the spared
track table. You should also maintain a list of the spared
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tracks on a piece of paper near the drive, so that if the
firmware is ever overwritten you can respare the proper tracks.

Tracks are spared by updating the firmware blocks containing
the spared track table. The Corvus Diagnostic program provides
this capability.

For Banks, when a tape is formatted, it is also verified and
all the bad sectors are logged in the firmware area. Each track
has four sectors reserved for use as spared tracks.

Since only four sectors are reserved, any track with five or
more bad sectors should not be used. The firmware has no
capability to skip these tracks. Therefore it is recommended
that the tape be discarded or dummy volumes be located over this
track. A dummy Constellation volume can be allocated to this
track to skip it. See the next section for information on
converting sector numbers to block numbers.

1.18 Physical versus logical addressing

The physical layout of each media is shown below.

Rev B/H Omnidrives Bank
Firmware tracks 0 - (m-1) tracks 0 - 3 track 1
User area tracks m - n tracks 4 - n tracks 2 - z
Unused tracks n+l - z tracks n+l - z
where m = (# of heads/drive) * 2 (see Appendix A)
z = total number of tracks -1
X = maximum number of spared tracks allowed

n =2z - x + number of tracks currently spared

The unused area is used up as tracks are spared.
Track 0 on the Bank is reserved for a landing area.

For Rev B/H drives and Omnidrives, the drive is viewed as a
series of consecutive physical tracks, where a track is
identified by a head numger and a cylinder number (head number
varies fastest). Logical tracks are mapped onto the physical
tracks one-to-one, skipping over spared tracks and the firmware
area. A typical layout of a hypothetical drive is shown below.
This example assumes a 4 track firmware area, 120 tracks total,
with 16 maximum spared tracks allowed. The drive has 4 heads and
20 sectors per track. Two tracks, tracks 34 and 67, are spared:
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Physical Head, Cyl Logical

e + B ettt +
© | track 0 | 0,0 | firmware area |
firmware area = = = =
v | track 3 | 3,0 I |
e i + fommmm e +
“ | track 4 | 0,1 | track ©0 |

| e et Lt L + e s +
| | track 5 | 1,1 | track 1 I
| track 33 | 1,8 | track 29 |
Fomm e + e +
user | track 34 | 2,8 | spared track |
area o + R +
| track 35 | 3,8 | track 30 |
e + tmmmm e +
| I | |
tomm e + tmmmm e +
| track 67 | 3,16 | spared track |
| D ettt + e e D +
I - = - 3
v | track 103 | 3,25 | track 97 |
o + e +
“ | track 104 | 0,26 | track 98 |
reserved toemm e + Fommm e +
for spared | track 105 | 1,26 | track 99 ]
tracks = = tom—mm +
v | track 119 | 3,29 = unused =
e ettt + et +

When a track is spared, the user data following the spared
track is still there, but is no longer accessible, since the data
is now located at a different logical address.

The algorithm for converting block numbers to physical sector
numbers would be as shown below, if it were not for the firmware
area and spared tracks. The real algorithm is explained
immediately following the simplified form.

sector # = (block #) modulo (sectors per track)

track # = (block #) div (sectors per track)
head $ = (track #) modulo (number of heads)
cylinder # = (track #) div (number of heads)

Note that the track number is a temporary result and is not a
directly addressable entity in the drive; a given block is
addressed physically by sector number, head number and cylinder
number.

The real algorithm for converting block numbers to physical
sector numbers is shown below:
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sector # = (block #) modulo (sectors per track)

logical track # = (block #) div (sectors per track)

physical' track # = (logical track #) plus (firmware
area offset)

physical track # = (physical' track #) plus (one for
every spared track preceding).

head # = (physical track #) modulo (number of heads)

cylinder # = (physical track #) div (number of heads)

Continuing with the example given above, let's convert block
number 1308 to a physical sector address.

sector # = 1308 mod 20 = 8

logical track # = 1308 div 20 = 65

physical' track # =65 + 4 = 69
Tracks 34 and 67 are spared, so add 2

physical track # = 69 + 2 = 71

head # = 71 mod 4 =1

cylinder # = 71 div 4 = 17

Alternatively, suppose you have run the Verify Drive command,
and it reported a bad track at head 2, cylinder 12, sector 10.
You want to compute the range of blocks that the bad sector lies
within. You must apply the above algorithm in reverse:

pPhysical track # = 2 + (12*4) = 50
Track 34 is already spared, so subtract 1

physical track #'= 50 - 1 = 49
logical track # = 49 - 4 = 45
starting sector # = 45 * 20 = 900
ending sector # = 900 + 20 -1 = 919

Thus, the bad sector lies somewhere between sector 900 and
sector 919. You must apply the interleave factor (see next
section) to determine exactly which sector is bad.

For Banks, the tape is viewed as a series of tracks numbered
0 to 100. Each track consists of a number of sections; a 200MB
tape has 8 sections per track, while a 100MB tape has 4 sections
per track. Each section contains 256 sectors, and a sector

contains 1024 bytes. On a Bank tape, each track has four sectors
reserved for sparing, so a given block number always falls within

the same track. The track number of the track in which a given
block is located is computed as follows:

sector # = (block #) div 2
logical track # (sector %) div (sectors per track)
physical track # logical track # + 2

To compute which blocks lie within a given track, use the
following algorithm:
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blocks per track
starting block #
ending block #

(sectors per track - 4) * 2
(track # = 2 ) * (blocks per track)
(starting block #) + (blocks per track) -1

Thus, if track 17 is reported as bad (more that 4 bad sectors)
by the Track Verify command, you compute the bad blocks as
follows (assuming a 200MB tape):

blocks per track = (2048 - 4) * 2 = 4090 -
starting block # = (17-2) * 4090 = 81350
ending block # = 81350 + 4090 - 1 = 85439

In order to "spare" the track, you should allocate an unused
volume starting at block 81350 that is 4090 blocks in length.

1.19 Interleave

Interleaving provides a way of improving disk performance on
reading sequential sectors. The interleave factor specifies the
distance between logical sectors within a given track. For
example, if we assume 20 sectors per track, an interleave factor
of 1 specifies that the sectors are numbered logically 1 to 20.
An interleave factor of 2 specifies that the sectors are numbered
l, 11, 2, 12, ..., 10, 20. An interleave factor of 5 specifies
that the sectors are numbered 1, 5, 9, 13, 17, 2, 6, 10, 14, 18,
3 ...

As you can see, the interleave factor specifies how far apart
sequential sectors are located. If the interleave factor is
optimal, a sequential read operation is able to read more than
one sector per disk revolution. Note that different interleave
factors are optimal for different applications. You will have to
decide if changing the interleave factor will significantly
enhance the speed of one application without penalizing other
users of the drive.

The interleave is specified in the drive information block of
the firmware area. When the firmware is first updated, it uses
the standard interleave specified in the firmware file. Legal
values are given below:

min max default
Rev B/H 1 19 9
Omnidrive 1 17 9
Bank 1l 31 11

Interleave for the Bank must be odd.

'If the media has information recorded, a change of interleave
effectively scrambles the information. Changing the interleave
back to the o0ld value restores all information. When the
interleave is changed, the sparing information is preserved since
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it is physical track information. Also, the firmware blocks are
not interleaved.

The interleave is changed by updating the firmware block
containing it. This capability is provided in the Corvus
Diagnostic program.

1.20 Read-write firmware area --

Each mass storage device has a designated firmware area which
is not accessible to normal read-write commands, and is not
counted in reporting the usable blocks on the drive. To access
this area, the host must put the drive in prep mode and send
firmware read-write commands. There is no interleaving performed
on the firmware area, nor may this area have any bad sectors.

For Rev B/H drives, the firmware file currently consists of
40 blocks. (Some old firmware files were 60 blocks.) The
firmware file occupies the first 2 tracks of cylinder 0; a
duplicate firmware file is located in the first 2 tracks of
cylinder 1. The remaining tracks of the first 2 cylinders are
unused. The user area starts at cylinder 2.

The read-write firmware commands require a head and sector as
the address, rather than a block number. Firmware blocks 0 - 19
are head 0, sectors 0 - 19, and blocks 20 - 39 are head 1,
sectors 0 - 19.

For Omnidrives, the firmware file consists of 36 blocks, thus
occupying two entire tracks. A total of four tracks are reserved
on the media so that a duplicate copy of the firmware can be
maintained. The user area starts at track 4.

The firmware blocks are numbered from 0 to 35. The
read-write firmware commands require a block number as the
address. Note that this is different from the Rev B/H drives
where a physical head and sector are specified instead.

For the Bank, track 1 of the tape has the first 38 sectors
designated as the firmware area; only the first 512 bytes of each
physical sector are used. The first three sectors contain

identical information and are called the boot blocks (triple
redundancy for safety). The firmware blocks are numbered 0 to

35, and a block number is used as the address for the firmware
read-write commands.

Mass Storage Systems GTI 1-65



Read-write firmware

Command Name: Read a block of Corvus firmware (Rev B/H ONLY)
(Drive in prep mode)

Command Length: 2 bytes

Result Length: 513 bytes

Command

Offset/Len| Type | Description

0 /1 | BYTE | command code - 320
1/1 | BYIE | head (3 bits), sector (5 bits)

Result

Command Name: Write a block of Corvus firmware (Rev B/H ONLY)
(Drive in prep mode)

Command Length: 514 bytes
Result Length: 1 byte

Command

. - — G G G —_—— . GEe Gue Gun S N G G G G G CE N GE GE G G G S G SR D G G G G . . —— G — —— G — -t ——
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Command Name: Read a block of Corvus firmware (Omnidrive/Bank)
(Drive in prep mode)

Command Length: 2 bytes
Result Length: 513 bytes

Command

0/1 | BYTE | command code - 32h
1 /1 | BYTE | block number
Result

- —————— —————— ——— —— — = ———_————————— — ——— Gu" Gme W - S —— —————— —————————
- —————————— — —— ———— — — ———— ——— S ————— —— G —————— ——————————————
T ———————— — ——— - — - —— ——— ———— G ————— — — G —— ———— — o —_—— ————_— = ———

Command Name: Write a block of Corvus firmware (Omnidrive/Bank)
(Drive in prep mode)

Command Length: 514 bytes
Result Length: 1 byte

——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
——————————————————————————————————————————————————————————
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1.21 Virtual drive table (Rev B/H drives)

The Virtual Drive Table was implemented to avoid rewriting
drivers which had a 16MB addressing limitation.

The controller maintains a table of virtual drives in the
firmware area. This 14 byte table provides for the definition of
up to 7 virtual (logical) drives per physical drive. The format
for the virtual drive table is shown below: -

| track offset (lsb)|
+- of 1st virtual -+
| drive (msb) |

| track offset (1lsb) |
+- of 2nd virtual -+

| drive (msb) |
o ————————————— +
| . I
+- . -+
f . |
e ——————————— +

| track offset (1lsb) |
+- of 7th wvirtual -+
| drive (msb) |

An entry with a track offset equal to FFFFh indicates the
absence of the corresponding virtual drive.

The track offset is a logical track number, and is simply
multiplied by the number of sectors per track to obtain a block
offset. When a drive number is specified in a Read-Write
command, the controller examines its virtual drive table. If an
entry exists for that drive, the track offset is multiplied by 20
(ghe number of sectors per track), and the result is added to the
address.

For instance, on a 20MB Rev B drive, which has a user
capacity of 38460 blocks, the Constellation I Apple software
creates a virtual drive table with 0 as the entry for the first
drive, and 947 as the entry for the second drive. Virtual drive
1 consists of blocks 0 to 18939, and virtual drive 2 consists of
blocks 18940 (20*947) to 38459.

The controller does not check whether an address exceeds the
capacity of a virtual drive. I.e., if virtual drive 2 starts at
track 100 (address 2000 on a Rev B/H drive), then block 2010 can
be addressed as drive 1, block 2010, or as drive 2, block 10.
This allows hosts that do not need the artificial disk division
to share the same disk with those that do.
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The Virtual Drive Table is updated by editing the firmware
block containing it. The Corvus Diagnostic program provides
this capability.

The settings used by Corvus for Apple II Constellation I
systems are listed below:

Total Drive 2 Drive 1 Drive 2

Drive blocks offset blocks blocks --
Rev B 20MB 38460

DOS only 976 19520 18940

Pascal/Basics 947 18940 19520
Rev H 20MB 35960

DOS only 911 18220 17640

Pascal/Basics 896 17920 17940

1.22 Constellation parameters

The Constellation parameters are used when a Rev B/H drive
is connected to a master MUX, and the MUX switch (second from
left under the front panel LED's) is set to the right. The
parameters specify what kind of host is connected to each slot in
the MUX; a host cannot communicate with the drive if this table

is not set up properly. Note that the table must be set up
BEFORE the MUX is installed.

The format of the table is shown below:

R +
Ivalue for slot 1| byte 0
e +
Ivalue for slot 2]
R et +
| I
| |
R e T +
Ivalue for slot 8| byte 7
et +
| poll param 1 | byte 8
R et +
| poll param 2 | byte 9
tom e +
| poll param 3 | byte 10
Fom e +
| poll param 4 | byte 11
o +
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The slots on the MUX are numbered as shown below:

oo~y Wn
HD W

X
where the flat cable connects at X. o

Valid slot values are shown below:

Values Meaning
0 Nothing
1 MUX
2 LSI-11
128 Computer

Each slot value is set to 1 (MUX) by default. It is
possible to have a computer connected to a slot with a value of
l; and it is possible to have a MUX connected to a slot with a
value of 128; however, this is not recommended because
performance of the network suffers.

The meaning of each polling parameter is given below:

poll param 1l: Time scale factor for timing out on a
host. This is the total time the MUX
will stay at one slot, regardless of the
number of transactions completed. This
prevents a user from hogging the network.

poll param 2: Time scale factor for timing out on a
potential host. This determines how
long the multiplexer waits for the first
request at a particular slot,

poll param 3: The maximum number of transactions that
will be accepted from a host before the
multiplexer switches to the next slot.
poll param 4: unused
The default values for the polling parameters are:
poll param 1l: 180
poll param 2: 16

poll param 3: 32
poll param 4: 0
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The Constellation parameters are updated by editing the
firmware block containing them. The Corvus Diagnostic program
provides this capability.
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Chapter 2: Omninet protocols CORFIDERTIAL

This chapter describes the Omninet functions of the
Omnidrive, Bank, and disk server for Rev B/H drives. It
describes how disk commands are sent over Cmninet.

A brief review of the Omninet General Technical Information
Manual, chapter 3, will help you understand the material
presented here. 1In that manual, the Omninet command vectors used
to send and receive messages are described. The two commands
that are relevant to this discussion are repeated below:

Send Message
Command vector

. e G G ——— —— — —— ] YT, - - —— A T - ———— —— - —— —— — G —— ————————

0/1 | BYTE | Command code = 40h
173 | ADR3 | Result record address
"4/ 1 | BYIE | Destination socket
"5 /3 | ADR3 | Data address
"8/2 | womrD | pata length
10 /1 | BYTE | User control length
11 /1 | BYTE | Destinmation host

- ——————— — ——————————— — ———_— - — - ———— - - ——— — ———— - — — - - — t——— - ——-—

0/1 | BYTE | Return code - values are:
| | 00-7Fh - message sent successfully
| | 80h - message not acknowledged
| | 81lh - message too long
| | 82h - message sent to unitialized socket
| | 83h - control length mismatch
| | 84h - invalid socket number
| | 85h - invalid destination address
l1/3 | BYTE | Unused
4 / n | ARRY | User control information

. - —— T ——— T —— G G - I G G G G G S G G G G G G S G G G G S G S G - — ————
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Setup Receive Message
Command vector

- ——— ————————————— - ————— ——— —— ——— ——— _——_—— _————————————————— ——

T G — — — — - - ——— — — —— ———— ——— - — ———— - — — o~ _—————————— ————— —————— -

0/1 | BYTE | Command code = FOh
1/3 | ADR3 | Result record address
4 /1 | BYIE | socket number
5 /3 | ADR3 | pata address
8/ 2 | WORD | Data length
10 /1 | BYTE | User control length

T — ——————— —————— — — — T —— —— — ————— —— o G G —————— — ——— o ———————

0 /1 | BYTE | Return code - values are:
| | FFh - initial value (set by user)
| | FEh - socket set up succesfully
| | 84h - invalid socket number
| | 85h - socket already set up
| | 00h - message received
1 /1 | BYTE | Source host
2/ 2 | WORD | Data length
4 / n | ARRY | User control information

Any message exchange on Omninet consists of setting up a
receive socket with a Setup Receive command, sending the message
with a Send command, and waiting for the reply to be received.
You always need at least 4 buffers for this task:

1) a command vector

2) a data buffer

3) a result record for the Setup Receive message,
4) a result record for the Send message.

You can use two separate command vectors: one for Setup Receive
and one for Send, but you don't have to. You can also use
separate data buffers. You MUST use separate result records.

The disk servers on Omninet currently provide two functions:

the execution of disk commands, and a name service. In the
future, they and other servers, developed by Corvus or other
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software developers, will provide many more services. 1In order
for a server to distinguish which service is being requested,
Corvus has defined a message format which includes a protocol
identifier (protocol ID) as the first 2 bytes of each message.
This protocol ID identifies what type of service is being
requested or provided. For more information on protocol 1IDs,
refer to the Omninet Protocol Book.

2.1 Constellation Disk Server Protocols

The Disk Server Protocol is used to exchange commands and
data between Corvus disk devices on Omninet and the host
computers which they support. The disk commands were defined in
Chapter 1. The Disk Server Protocol defines the format of
Omninet messages which contain disk commands, data, and control
information. It also describes the mechanism for exchanging
those messages. 1In general, the Disk Server Protocol is a two
way conversation between a client and a server. The server is
usually a Corvus disk device and the client is usually a personal
computer., It is possible for a personal computer to run a
program which enables it to act as a Corvus disk device. Corvus
OmniShare for the IBM-PC, and Corvus DisketteShare for the
Apple II, are two examples of such a program.

The Disk Server Protocol is a transaction based protocol; in
other words, for each message sent, a reply is expected.
There are two basic types of transactions: short commands and
long commands. Short commands (4 bytes or less) involve the
exchange of two messages, while long commands require four
messages to complete a transaction. A disk read is a short
command and a disk write is a long command.

The general message exchange for data transfer is shown in
Figure 2.1. For a short command, the Disk Request message
contains the first four or fewer bytes of the command, and the
Results message contains the results of the command. For a long
command, the Disk Regquest message contains the first four bytes
of the command. After sending the Disk Reguest message, the host
waits for a Go message from the server. After receiving the Go
message, the host sends the remaining bytes of the command with a
Last message. The server finally sends the results of the
command with the Results message.
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Short command Long command
Client Server Client Server
Disk Request Disk Request
O e e e e > Rt ity >
Results Go
D o ettt o {mm—mmmmmmm ——————— o
Last
R it e >
Results
Dt et o

FPigure 2.1: Message exchange for Disk Server Protocol

There are two versions of Disk Server Protocol: old and new.
These are described in detail in sections 2.2 and 2.3. The new
protocol follows the protocol guidelines established in the
Omninet Protocol Book, supports more operations than the old, and

uses different sockets. The operations supported are listed
below:

old new originator

Disk request (send disk command) X X client
Last (remainder of disk command) X X client
Abort request X client
Go X X server
Results (of disk command) X X server
Cancel request p 4 server
Restart request X server

An example is probably in order. Let's look at the process
of sending both a short and long command. This example uses the
0ld Disk Server protocol. You may wish to refer ahead to
section 2.2 for further explanation of the message contents,

Example of a short command:
We will use the Read a Sector (512-byte sector) command to
read sector 0 from drive 1 on server 1. Recall that this

command is 4 bytes long: command code is 32h, and the sector
address is 01lh, 00h, O0Oh.
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First, we must issue a Setup Receive command to the

transporter. The fields mark
indicated data upon receipt o

Command vector

T + +
|command code = FOh | |
e et e +
| result ===+
+= -+
| record I
+= -+
| address |
e ———————————— +
|socket number = BOh |
e ————————————— +
| user j——-+
+- -+ |
| data l l
+= -+ |
| address | |
T +
| user data 02h | |
+- -+ +
| length = 512 00h |
tmm e ——————————————— +
|[control len = 03h |
e +

Mass Storage Systems GTI

ed with - will contain the

f the Results message.
Receive Result Record

------ P e ettt e e
| return code = FFh |
ettt L L L L Dt bt +
| - (source address) |
Fommm e +
| = (user data |
+- -+
| = 1length) |

——m e —————————— -

| = (user control |
+- -+
| = information) |
+= -+
I |
e +
User data buffer

------ Stm—mmm e
| = (512 bytes of |
+- -+
| = data) |
| - |
e ———— +
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When the return code field in the Receive Result Record
changes to FEh, the socket has been successfully set up. We
can now proceed to send the Disk Request message.

Command vector Send Result Record
e + e ———— Stemmm e +
|command code = 40h | | | return code = FFh |
e + | o e +
| result [=—-+ | unused |
+- -+ +- -- -+
| record | | |
+= -+ += -+
| address | | |
e ———— + e —————————————— +——
|socket number = BOh | | send length 00h |
e —————————— + +- -+
| user | ===+ | length = 4 04h |
+- L -4 | B ettt e +
| data | ] | receive 02h |
+- -+ | += -+
| address | | | length = 512 00h |
e + | B ettt +
| user data 00h | |
+- -+ |
| length = 4 04h | | User data buffer
tmm + tomm——— Ptmm e +
|control len = 04h | | read 32h |
g Sy + += -+
|destination = 0lh | | command 0lh |
tmm e ——————————————— + +- -+
| 00h |
+= -+
| 00h |
B e ettt +
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When the return code field of the Send Result Record changes
to less than 80h, the message has been successfully sent.

Now you must wait for the return code field of the Receive
Result Record to change to 00h, indicating that a message has
been received. If there are no errors, the Receive Result
Record and the User Data Buffer will look like this:

Receive Result Record

B e ————t
| return code = 00h |
Bt +
| source addr = 0lh |
Fmm e +
| user data 02h |
+- -+
| length = 512 00h |
e ———————————— -
| length of 02h |
+=- -+
| response=513 0lh |
tmm e +
| disk rslt 00h |
e +

Example of a long command:

We will use the Write a Sector (512-byte sector) to write
sector 0 to drive 1 on server 1. Recall that this command is
516 bytes long: command code is 33h, and the sector address
is 01h, 00h, 00h, followed by 512 bytes of data.
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First, we must set up a socket to recevie the Go message. The
fields marked with - will contain the indicated data upon

receipt of the Go message.

Command vector

tmm e +
|command code = FOh |
et STETEPPPEE R +
| result | ===+
+- -+
| record |
+= -+
| address |
i +
|socket number = BOh |
e ——————————— +
| user | ===+
+= -+
| data |
+=- -+
| address I
tm e +
| user data 00h |
+=- -+
| length = 2 02h |
tmm— e ——————— +
|control len = 00h |
Ty Sy +
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Receive Result Record

Smmmm e +
| return code = FFh |
ittt et +
| - (source address) |
e e e L L L s +
| = (user data |
+- -+
| = length) |
tommm e +

P ittt Il Dt bl Dt T +
| = (2 bytes of data)|
+- -+
| - !
l I
e it +
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Sending a long command

When the return code field in the Receive Result Record
changes to FEh, the socket has been successfully set up.
can now proceed to send the Disk Request message.

Command vector

B T S ——— +
|command code = 40h |
T TS S —— +
| result

+- -+
| record |
+- -+
| address |
e —————— e ————— +
|socket number = BOh |
T ——— +
|  user

+- -+
| data |
+- -+
| address |
T T R ———— +
| user data 00h |
+- -+
| length = 4 04h |
o +
|control len = 04h |
T S ——— +
|destination = 0lh |
e ————————— +
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Send Result Record

tmm———— D R +

| | return code = FFh

| tmmmmmmm e

| ===+ | unused
+- - -4
I
+- -+
|
R Sttt L T +

| send 02h
+- -+

| | length = 516 02h
+ ————————————————————

| | receive 00h

| +- -+

| | length = 0 00h

| TR

|

] User data buffer

tm————— D T et
| 1st four 33h
+= -+
| bytes of 0lh
+- -+
| write 00h
+- -+
| command 00h
g

We



Sending a long command

When the return code field of the Send Result Record changes
to less than 80h, the message has been successfully sent.

Now you must wait for the return code field of the Receive
Result Record to change to 00h, indicating that a message has
been received. 1If there are no errors, the Receive Result
Record and the User Data Buffer will look like this:

Receive Result Record

R T +
| return code = O00h |
e +
| source addr = O01lh |
tmm— +
| user data 00h |
+- -+
| length = 2 02h |
e +

e T +
| 'G!' 47h |
+- -+
| 'O’ 4Fh |
I \ I
o +
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After the Go message has been

Sending a long command

recevied, we are ready to send

the Last message, but first we must set up to receive the

Results message.

There will be no user data received, since

the Write command returns only a disk return code, but we
will specify a data buffer anyway.

Command vector

et et + +
|command code = FOh | |
trmm e e + |
| result ===+
+- -+
| record |
+- -+
| address |
T +
|socket number = BOh |
i +
| user | ==+
+- -+ |
| data I |
+- -+ |
| address | |
e L P r e e e + |
| user data 02h | |
+- -+ +
| length = 512 00h |
tmm +
fcontrol len = 03h |
tmm e ————————————— +
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Receive Result Record

------ D R e
| return code = _FFh |
o e +
{ - (source address) |
e +
| = (user data |
+- -+
| = 1length) |

——fr———— e ———————— .
| = (user control |
+- -+
| = information) |
+- -+
I I
o —————— +

User data buffer

—————— D ittt
I I
+- -+
I I
| |
Fmm e ————— +
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When the return code field in the Receive Result Record

changes to FEh, the socket has been successfully set up.
can now proceed to send the Last message.

socket number is AOh.

Command vector

tmm e + +
|command code = 40h | |
e G +
| result | ===+
+- -+
| record |
+- -+
| address |
tmm e ———————— +
|socket number = AOh |
B +
| user | ===+
+= -+ |
| data | +
+- -+
| address |
e +
| user data 02h |
+= -+
| length = 512 00h |
tmm e +
|control len = 00h |
tomm e +
|destination = 0lh |
tmm e —————————— +
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Sending a long command

We
Note that the
Send Result Record
------ Stmm e
| return code = FFh |
o ————————————— e +
| unused |
+- -+
I |
+- -4+
| |
o +
User data buffer
------ D e e
| 512 bytes of data |
+- -+
] to be written ]
| |
Rt ittt +
2-12
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Sending a long command

When the return code field of the Send Result Record changes
to less than 80h, the message has been successfully sent.

Now you must wait for the return code field of the Receive
Result Record to change to 00h, indicating that a message has
been received. If there are no errors, the Receive Result
Record and the User Data Buffer will look like this:

Receive Result Record

e it
| return code = 00h |
e +
| source addr = 0lh |
B T ettt +
| user data 00h |
+- -+
| length = 0 00h |
—— e - - —— - - - ———— - o ———— +_-
| length of 00h |
+= -+
| response=1 0lh |
tomm +
| disk rslt 00h |
B TS ——— +

+
l
+- -+
I
l
+

For the example above, the sequence of message exchange using
the new protocol would be exactly the same; only the contents of
the User Control and the User Data buffers and the socket usage
would differ.

As you can see from the above example, the disk server
protocol uses the transporter's message splitting feature. The
disk server protocol always knows what packet is expected next,
s0 it can specify the user's buffer when it sets up a receive.
The control information always goes to a separate data area
managed by the driver. This feature cuts down on the amount of
data movement that must take place, by putting the command
results directly into the user's buffer.

The concept of short and long commands is used because of
limited buffer space in the disk server. The disk server is
capable of queuing one request for each network device. When it
is ready for the Last portion of the disk command, it sends the
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Go message. The disk server emulates the Constellation
multiplexer in that once the server services a particular host,
it accepts up to 32 commands before going on to the next host.
See Chapter 3 for more information on disk server service times.

The Omnidrive and Bank controllers support both the o0ld and
the new protocols, while the disk server for Rev B/H drives
supports only the o0ld protocol. All the hosts on the network are
treated separately, i.e. the Omnidrive and Bank can support one
protocol for one host and a different protocol for another host.
The protocol to be used is derived from the type of Omninet
message format received by the controller. It will be used for
only that command.

2.2 01d Constellation Disk Server Protocol
(The 01d Disk Server Protocol was written before the idea of

protocol IDs was finalized; therefore it does not abide by the
current protocol guidelines.)
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Name: Disk request Protocol ID: -
User Control Length: 4 Message Type: -
User Data Length: 4 or less Socket Usage: BOh

User Control Format:

Field Name |Offset/Len| Type | Description

M | 0/ 2 | WORD | Number of bytes in command.
| If M>4, then this is a long
| | | command.
N | 2/ 2 | WORD | Maximum number of return bytes,

I | | excluding the disk return code.

- ———————————————————————— ———————————————— — - S Sme - - G- Gw> G G G ———

Field Name |Offset/Len| Type | Description

DATA | 0/ n | - | First 4 or fewer bytes of
| | disk command.

——— ———<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>