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Use this card as a guide to locate the printer features and values you want.
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FEED =
Set-Up menu

Press                   to select feature

Enter

( available when
Envelope feeder 

option is installed )

( available when
LCIT option
is installed )

( available when
LCIT option
is installed )

( available when
LCIT option
is installed )

Printer Menus

Press this KEY     To...


Enter

scroll through the values available.

move down a  level.

scroll back through the menu values.

move up a level.


select the feature or value displayed.

TM

EK-D5100-RC

indicates that the value displayed is selected. 

 



Feeders

Set-UpSet-Up

Feeders

Manual feed

Off Front

Internal LCIT Front Envelope Front & Int Int & LCIT All

Default feeder Envelope sizeFront tray size

4.125 x 9.5 A5 C5 DL 3.875 x 7.5

Letter A4 Legal ExecutiveA5 B5C5 DL Halfletter 2 / 3   A4 7 x 94.125 x 9.5

Set-up menu

    QUICK  REFERENCE  CARD

DEClaser 5100

to PostScript menu

FEED = 

SIZE  =

MANUAL = ENV =

( available when
LCIT option
is installed )

( available when
Envelope feeder 

option is installed )

( available when
LCIT option
is installed )

( available when
LCIT option
is installed )

( available when
Envelope feeder 
option is installed )

3.875 x 7.5

Manual timeout

TIME =

60 seconds infinite set by host 20 seconds40 seconds

Press                 to select value

Enter

TM



e

Set-Up

TM

Allow ResetDECimagePage protectResolution

PostScript

offLegal Ltr /  A4

normal brighter darker hi  contrast lo  contrast set  by  host

60  seconds infinite set  by  host 20  seconds40 seconds

Print errorsAllow reset Wait timeout

enabled disabled enabled disabled

Enable Adjust

off on

300 x 300 600 x 300600 x 600 1200 x 600 1200 x 1200

    QUICK  REFERENCE  CARD

DEClaser 5100

to PCL menu

PostScript

RES = WAIT =

RESET = PRINT =PROTECT =

DECimage =

ENA = ADJ =

( available when
High resolution

option is installed )

( available when
High resolution

option is installed )

PS:

Press                 to select value

Enter

 



Set-Up

TM

P C L

off Ltr /  A4

... 9991    thru ...

portrait landscape Roman - 8

300 x 300 600 x 300600 x 600 1200 x 600 1200 x 1200

Page protect Copies Orientation Form  length Font  source Font  number Pitch Point  size Symbol  set

5...thru...12860

left right soft font internal 0  thru... ... 999

10 0.44 thru... ... 99.99

12 4.0  thru... ... 99.75

    QUICK  REFERENCE  CARD

DEClaser 5100

to Communications menu

( please turn page )

P C L

PCL:

ORIEN =PROTECT =

COPIES =

FORM LENGTH =

SOURC =

RES =

SIZE =

PITCH =

NUMBER =

Resolution

( Available Symbol Sets
are displayed here )

Letter A4 Legal Executive

SIZE  =

A5 B5C5 DL 4.125 x 9.5 3.875 x 7.5

Legal

Page size

( available when
High resolution

option is installed )

( available when
High resolution

option is installed )

SET =

Press                 to select value

Enter

 



Communications

Set-Up

Communications

Parallel LocalTalk

Interpreter

spacenone odd even

XON / XOFF 1 - way XON DTR / DSR

PCL Automatic

10 seconds

ModeInterpreterI / O timeout

2-way 1284 Centronics

21

( please turn page )

Network

    QUICK  REFERENCE  CARD

DEClaser 5100

COMM :

Serial

to Miscellaneous menu

MODE =

TIME =

INT =

SER :

I / O timeout Mode Baud rate Parity Flow control Robust  XON DTR polarity Stop bits

LOC :

Interpreter I / O timeout

INT =

PostScript

TIME =

Interpreter I / O timeout

NET :PAR :

INT =

TIME =

15 minutes60 seconds 10 seconds

PCLAutomatic PostScript10 seconds

PCL AutomaticPostScript

INT =

PCL AutomaticPostScript

10 seconds

EIA - 232 EIA - 422

MODE =

TIME =

300  thru... ...57600

BAUD =

PARITY =

mark

FLOW =

off  on

DTR =

high low

ROBUST XON  = STOP BITS =

( available when
Network interface 
option is installed )

Data bits

87

DATA BITS =

15 minutes60 seconds

15 minutes60 seconds

15 minutes60 seconds

TM

Press                 to select value

Enter



Do  start  page

Miscellaneous

yes no

Feeders

Do jam 
recovery

Print  density Power  saver Set-up menu
lock

Display
language

7 1  thru ..15

yesno

2  hours 4  hours Off30  min

disabled enabled

EnglishFrançais Deutsch Italiano Espanol

Miscellaneous    QUICK  REFERENCE  CARD

DEClaser 5100

START PAGE =

RECOVER JAM =

DENSITY =

SAVER =

LOCK =

LANG =

Nederlands
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Set-Up

TM

Press                 to select value

Enter

PostScript P C L Communications

  


