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IBM BASIC OPERATING SYSTEM/360 SPECIFICATIONS: REPORT PROGRAM GENERATOR (8K DISK) 

RPG operates; under control of the Basic 
Operating System/360. The Basic Operating 
System provides the RPG compiler with input 
and output services. Object programs gen
erated by the RPG compiler also operate 
under opera t:ing- system control and depend 
on it for si.milar services. 

RPG supports the minimum configuration 
required by the Basic Operating System. 
The Decimal Arithmetic feature is required 
for RPG. 

COMPATIBILI'I'Y OF BASIC OPERATING SYSTEW360 
RPG WITH MODEL 20 RPG OR WITH SYSTEW360 
BASI C PROGR,~lMMING SUPPORT RPG 

The RPG SOUI:ce language is upward
compatible. The Basic Operating System/360 
Report Progl:am Generator can compile a 
Model 20 RPG~ source program, or a Basic 
Programming Support RPG source program that 
adheres to its language specifications. 
The object program will produce equivalent 
results, if the same input/output 
facilities exist. 

• The File Description Specification 
sheet of the Basic Operating System/360 
RPG may require additional information 
(record length and overflow 
indicators). 

• The cont:rol card of the Model 20 RPG or 
Basic Programming Support RPG programs 
must be modified before the object 
program can be generated by the Basic 
Operating System/360 RPG. 

FUNCTION OF RPG 

When RPG is used, the IBM System/360 
actually pel:forms two separate functions: 

1. Program-·generating, and 

2. Data processing. 

In progralm-generating, program specif i
cations are defined by the user to produce 
machine-lan9uage instructions. Storage 
areas are automatically assigned, constants 
or other reference factors are included, 
and linkages to routines are produced for 
checking, for input/output operations, and 
for other functions. 

In data processing, the machine-language 
instructions <created in the first 
function) are combined with the user input
data files, and both are processed through 
the system to produce the desired reports 
or output files. 

USING RPG 

The preparation of a report by RPG consists 
of the general operations illustrated in 
Figure 1 and described as follows: 

1. The programmer must evaluate the report 
requirements to determine the format of 
the input files and the appearance of 
the finished report. For example, he 
must know what fields in the input 
files are to be used, what kind of 
calculations are to take place, the 
location of the data in the output 
records, and the number and the kind of 
totals that must be accumulated. More 
specific information regarding the 
evaluation of report requirements is 
described in Problem De!ini~ioll' 

2. After the programmer has evaluated the 
requirements of the report, he provides 
the same information to the RPG 
program. 

He must describe his input (recorj 
layout, fields used, etc.) by making 
entries on an Input Specification 
sheet. 

He must state what processing is to 
be done (add, subtract, multiply) by 
entries on a Calculation Specification 
sheet. 

He must state how the finished 
report is to look (printing positions, 
carriage control, etc.) by making 
entries on the output-Format Specifi
cation sheet. 

He must describe all files used by 
the object program (input files, output 
files, table files, etc.> by making 
entries on the File Description Speci
fication sheet. 

3. After the specifications have been 
written on the appropriate forms, cards 
are keypunched with the data from the 
forms. 
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Figure 1. Producing Reports Using the RPG 
Program 

4. These punched cards (called a source 
deck) are combined with the RPG Proc
essor control card and the Basic Oper
ating System/360 Job Control state
ments. The source deck and the control 
cards are supplied to an input device 
and are processed under control of the 
Basic Operating System. At the end of 
this processing run (known as a gener
ating or compiling run), a program 
capable of preparing the report speci
fied by the programmer has been pro
duced. This program (known as an 
object program) contains all of the 
computer instructions and linkages to 
the Control System necessary to prepare 
the desired report. 

5. The input files can then be read into 
the system, and processing of the pro
gram will begin. This is known as the 
object run. 

6 

At the end of the object run, the 
report has been prepared and any other 
functions, such as file updating, are 
completed. Through facilities provided 
by the Basic Operating System, the 
object program can be retained for 
later runs without recompilation. 

MACHINE FEATURES REQUIRED 

PROGRAM GENERATION 

1. 8K bytes of main storage 

2. One of the following: 

IBM 1442 Card Read-Punch 

IBM 2540 Card Read-punch 

3. One of the following: 

IBM 1403 Printer 

IBM 1404 Printer (continuous forms 
operation only> 

IBM 1443 Printer 

4. IBM 2311 Disk storage Drive 

5. Standard Instruction Set 

6. Decimal Arithmetic Feature 

OBJECT PROGRAM EXECUTION 

1. 8K bytes of main storage 

2. I/O units as requested by the specifi
cations 

3. Standard Instruction Set 

4. Decimal Arithmetic Feature 

5. IBM 2311 Disk Storage Drive 

ADDITIONAL MACHINE FEATURES SUPPORTED 

PROGRAM GENERATION 

1. 16K, 32K, or 64K bytes of main storage. 

2. One IBM 2400-series Magnetic Tape Unit 
(7- or 9-track) (for source program 
input only). 

OBJECT PROGRAM EXECUTION 

1. 16K, 32K, or 64K bytes of main storage. 

2. IBM 2311 Disk Storage Drive 



3. IBM 2400-series Magnetic Tape Unit (7-
or 9-track). If a 7-track tape unit is 
used, the Data Conversion feature is 
required. 

For usage of tape units at either com
pile time or object time, refer to ~ndix 
tl of the programmer's guide publication 
listed on the front cover of this publica
tion. 
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FUNDAMENTALS OF RPG PROGRAMMING 

This section introduces some of the basic 
RPG functions. These functions are consid
ered basic because they are probably used 
in the most typical reports produced by 
RPG, and because they depend on a single 
sequential input file only. They are also 
related to the functions commonly performed 
with conventional punched-card equipment. 

Although RPG programs can process files 
contained on magnetic tape or direct-access 
storage devices, only card-input files are 
used for this introduction to RPG. Pro
grammers familiar with the basic concepts 
of RPG may omit this section and concen
trate on the detailed specifications des
criptions contained in the section RPG 
Specification Sheets of this publication. 

Because of the numerous fields on the 
five specification sheets, it may appear 
that writing RPG specifications is a diffi
cult task. However, few programs use all 
the specifications, and some may require 
entries on only one or two lines of the 
sheets. 

At the end of the discussion of basic 
RPG functions, a simple file-to-file list
ing application is used to illustrate how 
the specification sheets are related. 

FUNCTIONS DESCRIBED 

Fourteen of the most basic RPG functions 
are described in this section: 

1. Describing a record and its fields to 
the system. 

2. Adding and subtracting (crossfooting). 

3. Detail printing. 

4. Establishing control fields. 
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5. Total calculations. 

6. Detail and total printing. 

7. Group printing. 

8. Group indication. 

9. Overflow printing. 

10. Testing for zero, plus and minus 
balance. 

11. Using field indicators. 

12. Comparing. 

13. Multiplying and dividing. 

14. Sequence-checking. 

DESCRIBING A RECORD AND ITS FIELDS TO THE 
SYSTEM 

Entries on the Input Specification sheet 
describe the data records and the fields to 
be read into the system. 

Problem 

A detail labor file contains card records 
as shown in Figure 2. Three fields (A, B, 
and C) are to be read from each card into 
main storage. Field A is contained in 
columns 46-50; Field B is contained in 
columns 56-60; and Field C is contained in 
columns 66-70 of each record. The file 
that contains the records and the fields 
within each record are described on the 
Input Specification sheet. 



/ 

/ c c 
E:MP EMPLOYEE 0 FIELD FIELD FIELD 0 

DIV DEPT D D NO. NAME A B C E E 

0000 0000 000000 00000000000000 000000 00000000000 00000 00000 00000 00000 00000 0000000000 
1234 5878 91011121314 1516171819202122232425262729 2930313233~ 3536373839404142434445 f4e47494950 5152535455 5657515960 6162636465 6667686970 11121314151811181980 

1111 1111 111111 11111111111111 111111 11111111111 11111 11111 11111 11111 11111 1111111111 

2 222 2 222 222222 22222222222222 222222 22222222222 22222 22222 22222 22222 2 2 2 2 2 2222222222 

3 333 3 3 3 3 333333 33333333333333 333333 33333333333 33333 3 3 3 3 3 33 333 33 3 3 3 3 333 3 3333333333 

4 444 44 4 4 444444 44444444444444 444444 44444444444 44444 44 44 4 44444 44444 44444 4444444444 

5 5 5 5 5 5 5 5 555555 55555555555555 555555 55555555555 555 5 5 55555 5555 5 55 5 5 5 5 5 5 5 5 5555555555 

& 6 fi6 6 666 666666 66666666666666 666666 66666661666 66666 66666 66666 66666 6 666 6 6666666666 

7717 1777 777777 77777777777777 777777 7?777777777 77 77 7 77 77 7 77717 77777 77 77 7 7777777777 

8 8 8 8 8 8 88 888888 88888888888888 888888 88888888888 8888 8 88 888 888 8 8 8 B B B 8 8 8 8 8 8 8888888888 

99999999999999999999999999999999999999999999999999999999999999999999999999999999 
I 2 3 4 I~~ ~~B~ 1011 121314 15 Ie 11 181920 212223242526 21 28 29 30 3132333' 35 36 31 38 39 40 It 4243 44 45 46 4149 49 50 51 52 53 54 5l 56 515159 60 61 62 63 64 6l1'6 6168 6910 11721314151611 1Po 1980 

• Figure 2. Input Cards for Detail Labor File 

Each card. that contains fields A, B, and 
C is identified by two distinct attributes. 
They must cClntain a digit 5 ill column 35 
and no ii-zone in column so. When these 
two conditions exist in the card record, 
the record i.s valid (that is, it contains 
fields A, B. and C). 

SPECIFICATIONS 

The entries on the Input Specification 
sheet (Figure 3) that apply tn this problem 
a.re circled and identif ied by numbers to 

reference the fields in text. The remain
ing fields on the form are described later. 

1. Each file of cards must be given a 
name. In this example the input deck 
of cards represents a detail labor file 
(Figure 2). A file name can be used to 
describe only ~ file. 

2. If several types of cards exist in a 
file, each card must be identified by 
its particular card code. In this 
example, each card read by the system 
must contain a 5-punch in colUmn 35 and 
no ii-zone (minus) punch in column SO. 
These identifying codes are placed in 

---------------------------------------------------------.----------------------------------~ 

II,., INTERNATIONAL BUSINESS MACHINIES CORPORATION 

REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS 
IBM System/360 

OOto ____ _ 

IProgram _______________ _ 

Programmer ________________ __ 1IIIIj 12 

PallO CD 
Record Identification Codes Field 

1 2 3 Location 

~ ~ Field Name 
~ ;S 

Un. Filename 
j 

:§ 

! g Position Position Position From To .P. ] .! 
II .. 

~~~ ~e ~ 
~ oX e:; 

1 
.. 

J I ] ~ i ~ 11 1 1 j 11 ·0 

~s~ ~St5 ~~ t! u u u ~ 

3 4 5 .y IU "115 16 18 "" ~, .. H " 6 7,,_ "JU 132 1',,34 35 36 37 38 40 _, 42'~ ..... 5 46 47 48 _9 50 51 52 53 54 55 56 57 58 59 60 61 

~ 1 ~ I PE TL A:B (jR ,4 A. 114 35 D5 a¢ NZ- 1211 I 
lla i~ I '-I' i 46 sl¢ IdJ F LDA 
j~ I ~ 12''" 

I 

~(~ I 56 6igj 12 F LDB 
.f~ I J" ' ... l"-J 66 i71¢ '3 F LiDC 

o 5 I i 
0 6 I 

I ~~\ 1 
0 7 I ~ 

• Figure 3. Input Specification Sheet 

j 
] 
~ 

Form X24·33-'O 
Printed In U. S. A. 

7576 77 7879 80 

Program 
Identification II III I I 

Field 
Indicators 

Sterling 
Zero Sign 

Plus Minus or Position 
Blank 

6364 6566 67 68 6970 71 72 73 74 
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the fields called Record Identification 
Codes (columns 21-41 of the form). 
These fields provide for three iden
tifying codes; however. more codes can 
be indicated (see Record Identification 
Codes) • 

In this example the card codes are 
specified by writing a ~ in Character 
and a 35 in Position for the first 
code; and by writing an 80 in Position 
and a minus in Character, and an N in 
Not for the second code. The field on 
the form called C/Z/D indicates how the 
card column containing the card code is 
to be compared: D = digit portion 
only, Z = zone portion only, or C = all 
portions of the card column. 

After all the identification codes 
are established, the programmer assigns 
a two-digit number (from 01 to 99) to 
the card type identified. This code, 
known as a resulting indicator (columns 
19-20 of the form), is used to refer to 
this specific card type on other speci
fication sheets. Using this code redu
ces the number of entries required on 
other specification forms, as will be 
seen later. 

3. If the input card is to be selected 
into a stacker (other than the one into 
which it would normally be selected), 
the stacker number is written in Stack
er Select (Column 42). 

4. Each field of the card to be read must 
be defined as shown on the lines fol
lowing the record-identification line. 
The specifications shown in this exam
ple locate the data from the input 
record and place it in fields A, Band 
C (FLOA, FLDB, and FLOC) in three sep
arate locations in main storage. 

• 10 

Once the card columns of the field 
have been specified and the appropriate 
field name has been defined for the 
field, other references to this field 
are made by using its field name, rath
er than writing down the specific card 
colUmns each time. 

Although the input illustrated in 
Figure 3 is simplified. the entries 
shown will cause the contents of fields 
A, B, and C from the card to be read 
into the system during the processing 
of the object program. Calculations to 
be made from the input data are written 
on the Calculation Specification sheet. 

ADDITION AND SUBTRACTION 

Problem 

In this problem, fields A, B, and C from 
the previous example are used to calculate 
a new field, Field D. The calculation 
A + B - C = D is to be performed. This 
operation is sometimes referred to as 
crossfooting. The form required for this 
operation is the Calculation Specification 
sheet. 

Specifications 

Figure 4 shows the required entries using 
the fields from the previous example. The 
first line of the Calculation Specification 
sheet tells the object program to add the 
contents of FLOB to the contents of FLDA 
and place the result in FLOD. 

1. The 14 in Indicators defines the card 
type for which the calculations are to 
be performed, as assigned on the Input 
Specification sheet in Res~1ti~~i~ 
cato~ (Figure 3). 

2. The card columns for FLDA and FLOB were 
defined by entries in columns 46-47 and 
50-51 on the input forms and need not 
be specified again. The names assigned 
in columns 53-56 will be used to refer 
to the fields. 

3. The result field FLDO is defined for 
the program by merely writing the name 
FLOD in Result Field (columns 43-48) 
and indicating in FielQ_Le~th (columns 
49-51) the number of positions that 
must be set aside for this field in the 
object program~ Just as in the case of 
FLDA and FLOB, which were defined on 
the input form l the name FLDD can now 
be used in other calculation operations 
or used in defining output specifi
cations. 

Note: The result of A + B is not 
placed back into FLOA. To do this 
would destroy the original contents 
of FLOA. In this example it is 
necessary to save the original value 
of FLDA so that it can be printed on 
an output report. 

The second line in Figure 4 causes 
the object program to subtract the 
contents of FLOC from the result just 
previously attained in FLOD, and to 
store the new result back into FLOO . 



IB'4 INTERNATIONAL BUSINESS M~,CHINES CORPORATION 

REPORT PROGRAM GENERATOR CALCULATION SPECIFICATIONS 
IBM Systenn/360 

Dato ____ ~ 

Program 

Programme, I I I I I I I 
, 2 

Pago CD 
~&' Indicators 

Resulting 
g~ Indicators 

~TT 0 Zero 

~ ] 
Plu. Minus 

Field 2- Blank 
Llno 

~ 1 Factor 1 Operation Factor 2 Result Field 
Length "0 Compare 

E 
And And 

~ High Low ~ U Equal 

~ ~ ~ 
1>2 1 <2 1=2 

3 ~ 5 6 1 8 II 70 I>rr 13 1~ 15 16 8 19 20 21 22 23 24 25 26 27 28 2930 31 32 3334353 7 38 39 40 41 43 H 45 ~6 47 48 49 50 51 52 54 55 56 57 58 596< 

[i1 [{bc 1·4- FL DA ADD FL IDls 
$l fmc 14- FL DtJ Is U B Fit DC 
o 3 C fo-' .... 

o .. c ~, J2 o , c ~r' I~ 
• A r I I I I 

• Figure 4. Calculation Specification Sheet 

DECIMAL POINT LOCATION: In operations 
.involving lliumbers containing decimal posi
tions. the number of decimal positions in 
each of the! fields is frequently not the 
same. Whelll the nu~r of decimal positions 
is not the same in both factors in an 
arithmetic operation, shifting the factors 
to aliqn the decimal point is usually 
required. 

RPG autolmatically shifts the factors. 
The prograumer must indicate the number of 

" decimal pos;itions contained in each factor 
I "Q.. used in calculations, and the number of 

'::\'" ...)... decimal pos;itions required in the result. 
~~~~ ~ a field is to have arithmetic operations 

(, ~ ~.perfQrmed aln it. the aecima~ positions must 
c., ~ ~ De specifield. A zero is cO eo for no deci-
~ <:l lnal posit; (lmS (see Fi!ure .4 j ~ ASsume that 
~ I the fields in Figure have decimal posi

tions as illldicated under Decimal Position 
(column 52) in the following example: 

r------'--T----------T------, I Field I Decimal I Field I 
I From I 'I'o I Positions I Name 1 
~----+--.--+---------+-------~ 
I 46, !H) I 0 I FLDA I 
I 56 I 6,0 I 2 I FLDB I 
I 66 I '1' 0 I 3 1 FLOC I L ___ --L ___ . __ .L __________ L _______ J 

A set of: values for these fields might 
appear to t~he program as follows: 

FL DD 183 I 
FL DD I 

! 
I,I'~ I 
I'~ I 

I I I 

r-------.------------T-----------T--------, I 1 Decimal 1 Contained I Actual 1 
1 Field 1 Positions 1 In Cards I value 1 
~-------+------------+-----------+--------~ I A I 0 I 00126 I 12'. 1 
1 B I 2 I Gl123 I 11.23 1 
I C I 3 I 04264 1 4.2641 L _______ .L ____________ .L ___________ .L ________ J 

The programmer must indicate the number 
of decimal positions required in the 
result. 

The calculation A + B - C = D would 
.result in the values being shifted like 
this: 

126.000 = A 
+11.230 = B 
137.230 
- 4.264 = C 
132.966 = D 

(The result field has three decimal 
positions). 

The result 132.966 is stored as the 
value of the field called Q. Entering the 
decimal positions on the input sheet and 
the calculation sheet enables the factors 
to be shifted automatically. 

DETAIL PRINTING 

Detail printing is the printing of informa
tion obtained from each record as it is 
read. 

BOS/360 RPG CaR Disk) 11 



INTERNATIONAL BUSINESS MACHINES CORPORATION Form X24·3352 
Prlnleil In U. S. A. 

REPORT PROGRAM GENERATOR OUTPUT-FORMAT SPECIFICATIONS 
IBM System/360 

0010 ___ _ 

Program __________ _ 

Programmer __________ _ 

Spac. Skip 
Output 

Indicators B_ 

J 1 1 
Field = e 

~ ~ Lin. a. Filename Name t: II . l~ 
! li! ~ £- ~ l of l « !! l! I r ! 

3 4 5 6 . .u " .0 ., . . 920 2122 23 ~i'!'~6127b 29.30' 31 3233304 353637 3839 

¢111~ oD AI L I)1Rl p!.rD 211 I 1'fI. III i i . ! 

i 

f'J.! ¢o I I '-r-~ i j ! F1L!OI/: 2 1 
if! 1.1 0 (1) I i' I I i FiLD'8! 2 
l~il4 0 r I Ii i FI(D:C! Z: 

~!5 0 I ! I I I i FiLJDiD\ l i 

0\6, 0 I I i I i i ' ! i 

0171 0 I ! I I ! I I ! ! r., 
0: 81 0 I i 

I i ! ; i ilW , 
- .1 - I , : I 

, I I 

• Figure 5. output-Format Specification Sheet 

End 
Po. Ilion 

In Oulpul 

Record 

40 41 4243 

, 

:4:"-
! 14;8 

1516 
; 16 16 
i 

, 

! ! 

! ! 

, 

~ 
:!! 
.! 
] 
1 

12 

Page rn 

Constant or Edit Word 

7.5 76 77 7879 80 

Id:~~~i~~~on I I I I I I I 

Sterling 
Sign 

Position 

44 45 4647 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 
, 

I i i I I I I I I I I I I I 

! 
, 

! i 
I ; I I I I : I 

i ! I I 
! i I : ! i i : : I : I i ! i I I i 
I i I i 

[ I I 
I I I I i I I : I ! i I 

; I I I ! ! ! I I I I I ! I I I 
! i I 

i : i I I ! I ; : I I I ! ! I 

! i I I I I I I I ! : i : I 
i ! I I i I I I I I I I I i I I 
I ; I , I I I I I I I i , I I I I I 

Problem stored in FLDA (00126) is printed as 
126.) 

This problem illustrates how input fields 
FLDA. FLDB, and FLOC, and the calculated 
result, FLDD, can be specified for listing. 

Specifications 

Figure 5 shows the output specifications 
required. The numbers in the following 
list refer to items circled in Figure 5. 

1. The output listing must be assigned its 
own specific file name. In this exam
ple it has been called DAILYRPT. 

The Q in Type H/D/T indicates that 
the line being printed is a detail 
line. That is, it contains information 
from the record just read. (The other 
possible entries, ~ and !, indicating 
heading lines and total lines, are 
described later.) 

The 1 in Space After provides a 
double-spaced listing. (There is one 
blank line after each printed line.) 

2. The 14 in Output Indicators identifies 
the input record type to be printed. 

3. Each field to be printed must be speci
fied under the heading Field Name. The 
! in Zero Suppress means that zeros to 
the left of significant digits are not 
printed. (For example, the value 

12 

The printing positions for data to 
be printed on the output report are 
specified in End Position in Output 
Record (Columns 40-43). The programmer 
has to indicate only the last printing 
position of each field (low-order or 
rightmost position). The length of 
each f.ield has already been established 
for the program as part of the input 
specifications, or established in the 
result field of the calculations speci
fications. 

When preparing a simple listing such as 
the one in this example, the programmer 
would probably select printing positions of 
the output unit based upon the number of 
positions in each field plus a number of 
positions as spaces between fields. 

More elaborate reports are laid out on a 
printer form in advance of the program 
writing function. Usually this indicates 
both the location on the form where data is 
to be printed and the source of the data 
(the card columns of the input data or the 
names of data fields developed in the 
program). This is normally a function of 
job definition, a subject that is discussed 
later under Problem Definition. 

Figures 3, 4, and 5 illustrate how to 
read data into the system, how calculations 
can be performed upon the data, and how the 
original data and the data developed in the 
program can be printed. The examples so 
far have shown the items necessary to pre-



pare a report. A significant item not yet 
described is how to specify a control 
field .. 

CONTROL FIELDS 

A control field is a field containing 
information to be compared from record to 
record. }II control break occurs when the 
information in the control field changes .. 
A control level establishes the relative 
importance! of the control fields. 

Problem 

This example shows how to specify three 
levels of control. 

Specifications 

Figure 6 shows the input data from Figure 3 
with the addition of the appropriate con
trol data and employee name (the items 
inside the circle). In this example there 
are three levels of totals: the lowest 
level is employee number (EMPNO), the next 
is department (DEPT), and the highest level 
is division (DIVSON). These levels are 
designated Li, L2, and L3, respectively. 

(Because as many as nine levels of totals 
are possible in RPG, the common terms of 
minor, intermediate, and m~jor totals are 
inadequate.) 

To designate a control field and to 
establish a level of control, enter the 
card columns of the field in Field Loca
tion, enter an appropriate name in Field 
Name, and enter the correct control level 
TI:1," L2, • L9) in £Q!!trQ!.~~vel. 

In the example (Figure 2 and 6) the 
sequence of the control fields (left to 
right) in the card is the same as the 
sequence of the control levels. The con
trol fields, however, could have been in 
any location on the card, and the specifi
cations for them could have been in any 
sequence on the form, as illustrated in the 
following example. 

The reading of the employee-name field 
(fifth line of the sheet) is also included 
as part of this example, but it is not 
related to controls. It is shown here to 
indicate another aspect of the decimal
positions colUmn of the Input Specification 
sheet. When a numeric field is specified 
in ~ield Lo£atio~, any digit (0 to 9) 
placed in Decimal Position causes zone 
punches in all positions of the field 
(except the units position) to be removed. 

Therefore, when an alphabetic field is 
specified, Decimal Positio~ should be left 
blank to permit the zone punches of the 
alphabetic field to be read into the sys
tem. 
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Field 
Location 

From To 
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.i Field Name 
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~ 

Program 
Identification II II I I I 

Field 
Indicators 

Sterling 
Z.ro Sign 

Plus Minus or Position 
Blank 

40 42 44 45 4647 48,49.50 51 52 53 54 55 56,57 58 5.?~ 61~ ~64 65,66 61,68 69 10 11 12 13,14 

2 I! i ': I ,:; , !! i ! i! 

I I 
: 14,0 ~ 6~ Il FLOl}; I ! 
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, 
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I : I I i 
l 

1 
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• Figure 6. Specifying Control Levels on the Input Sheet 
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• Figure'7. Specifying Control Levels on the Calculation Sheet 

TOTAL CALCULATIONS 

Total calculations are performed after a 
specified control break has occurred. When 
a control break occurs, special operations 
are normally performed before processing 
the record that caused the control break. 
These operations are called total opera
tions. 

Problem 

This example illustrates how totals can be 
accumulated at each control level. 

Specifications 

Figure 7 contains the data shown in Figure 
4. The additional information for this 
example is circled. During processing of 
the object program, lines 1 and 2 cause the 
operation A + B - C = D. The third line 
adds the result, contained in FLOD, from 
each detail card to a field called TOTE. 
Therefore, TOTE is the accumulated amount 
for each employee group. The first three 
specification lines are performed in the 
object program each time a detail card is 
read (see Figure 7, Indicator 14). 

When the level-l (Ll) control break 
occurs (a card from the next employee group 
has been sensed), specification-line 4 adds 

14 

the total of TOTE accumulated from each 
detail card into a field called TOTF. TOTF 
is use-'" to accumulate the total employee 
group for each department. 

When the level-2 control break occurs, 
TOTF is added into TOTG. 

When the level-3 control break occurs, 
TOTG (which represents the accumulated 
amounts for each division) is added into 
FINTOT. 

Accumulating totals at each control
break level is normally done when the 
corresponding totals are printed on an 
output report. 

Note: In System/360 RPG (as in IBM 
punched-card data processing eqUipment) 
a control break at one level forces 
control breaks for all lower levels. 

DETAIL AND TOTAL PRINTING 

Problem 

This example shows the specifications nec
essary to print the three controlling 
fields, the name, the accumulated amount in 
field 0, the three accumulated totals, and 
the final total at the end of the object
program report. 
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• Figure 8. Speciflcat.ions on t.he Out.put.-Format. Sheet 

SpecificatjLons 

Figure 8 illust.rat.es t.he specificat.ions 
required f()r t.he report. shown in Figure 9. 
The followlng numbers refer t.o the items 
circled in Figure 8: 

I-' 
1 -'+-! 1 I 

I I 1 
I i 

! I 
! 

I 

.-- --I-' '-I--

- -c-

I 
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DIVSON NAME 

l D~T EMt'NO 1 
0112 0246 011426 SMITH 
0112 0246 011426 SMITH 
0112 0246 011426 SMITH 
0112 0246 011426 SMITH 

0112 0246 011428 JONES 
0112 0246 011428 JONES 
0112 0246 011428 JONES 
0112 0246 011428 JONES 

0112 0246 001430 BROWN 
0112 0246 001430 BROWN 
0112 0246 001430 BROWN 
0112 0246 001430 BROWN 

0112 0310 011296 GREEN 
0112 0310 011296 GREEN 
0112 0310 011296 GREEN 
01120310 011296 GREEN 

0112 0310 011298 BLAND 
0112 0310 011298 BLAND 

101 .... ------- FLDD 
100 
102 
101 

404 ..... --------- TOTE 

120 
122 
123 
121 

486 

100 
103 
102 
104 

409 

1299 .... ------ TOTF 

121 
120 
144 
102 

487 

98 
86 

184 

671 

1970 .... ------ TOTG 

0114 0069 001262 ADAMS 146 
0114 0069 001262 ADAMS 237 
0114 0069 001262 ADAMS 184 
0114 0069 001262 ADAMS 197 

764 

0114 0069 001278 JAMES 182 
0114 0069 001278 JAMES 176 
0114 0069 001278 JAMES 160 
0114 0069 001278 JAMES 164 

682 

1446 

1446 

3416 .... 1------ FINTOT 

Figure 9. Detailed Printed Report 

1. This information is similar to the 
specifications in the previous example 
in Figure 5. 

2. The data fields DIVSON. DEPT, EMPNO, 
NAME, and FLDD, are specified for 
printing. 

3. The specifications to print the total 
for the first control level shown on 
lines 7 and 8 are: 

16 

a. The ~ in H/D/T (column 15) indicates 
that the line is a total line. A 
total line is an operation caused by 

4. 

a control break. The input record 
that causes the control break cannot 
contribute data to the accumulated 
totals or to the total line. Totals 
accumulated before a control break 
are printed. 

b. A 1 in Space After <column 18) pro
vides two blank lines after each 
printed line 'to make the report 
easler to read. 

c. The Ll in Output Indicators (columns 
23-24) indicates that the line is to 
be printed only on a level-1 control 
break. 

d. The field to be printed (TOTE) is 
indicated under Field Name (columns 
32-.37). 

e. The! in Zero Suppress (column 38) 
indicates that zeros to the left of 
significant digits are not to be 
printed. 

f. The B in Blank After (column 39) 
causes the main-storage positions 
containing field TOTE to be set to 
zeros after the total is printed. 
This is done so the total for one 
group is not added to the total of 
the previous group. 

The specifications to print the 
second and third control levels are 
essentially the same as those for 
the first level. 

The specifications for printing the 
final total contain the code LR (Last 
Record) in Output Indicators (Columns 
23-24). In this example, the indicator 
LR is turned on automatically by the 
program when the last card of a file 
has been sensed. This indicator is 
used to cause the final total to be 
printed. 

GROUP PRINTING 

In group-printing operations only one line 
is printed for each group of detail cards. 
This line usually contains the control 
fields and the totals of the quantity 
fields. 

An example of a group-printed report is 
shown in Figure 10. 



trol change. The fields OIVSON and DEPT 
0112 0246 011426 SMITH 404 are printed only when there is a control 
0112 0246 011428 JONES 486 change for the division and department 0112 0246 0114:l0 BROWN 409 

1299 fields, respectively. 
0112 0310 011296 GREEN 487 
0112 0310 011298 BLAND 184 

671 
1970 

0114 0069 001262 ADAMS 764 
0114 0069 001278 JAMES 682 

1446 
1446 
3416 

Figure 10. Group-:Printed Report 

The detail-prin'ted report specification 
in Figure 8 could be altered to provide a 
group-printed report as illustrated by the 
specifications in :l"igure 11. 

GROUP INDICATION 

In group-indication operations each detail 
card is processed; however" only the con
trol fields that identify the specific 
detail card are printed. An example of a 
group-indication report is illustrated in 
Figure 12. In this example the employee 
name and number are printed for each con-
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3 ii~ ~ ~ ~ ; ;0 11 ~ ;I~I~ 16 17,; 1920 21 22 23 ~ ; 262728 2930 31 323334 35 36 37 38394041 42 43 44 45 4647 484950 51525354 55 ~6 ~~- :':I~~YY-'r 6Y~6!~i~~fYl~~ 

,:1:, 0 01 V SON '4 : I I J I I I I 
!jiG 0 i If) E PT 1 irJ I! II--+-+-+-+:--I--f_-+-+-_ 
14;( 0 I I EM P N 0111 I I I! i ~_ _ _ j _ 

5/( 0 IN IJiM E 313 I J[-t---t---t---c-[I +-t--t--T---t----t~--t 
~!( 0 i ITO TIE ~ B ~ 4 ! , 
71G 0 7 1 L 12 I 

8 0 70~F lB ~~ 

112 0 : 1F1IINTOT c Gb 
'3 0 I I I 

• Figure 11. Specifying a Group-Printed Report 
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I 
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! 
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0112 0246 011426 SMITH 

011428 JONES 

001430 BROWN 

0310 011296 GREEN 

011298 BLAND 

0114 0069 001262 ADAMS 

001278 JAMES 

101 
100 
102 
101 

404 

120 
122 
123 
121 

486 

100 
103 
102 
104 

409 

1299 

121 
120 
144 
102 

487 

98 
86 

184 

671 

1970 

146 
237 
184 
197 

764 

182 
176 
160 
164 

682 

1446 

1446 

3416 

Figure 12. Example of a Group-Indication 
Report 

18 

Figure 13 illustrates how the detail
printed report specifications in Figure 11 
could be altered to specify a group
indication report. 
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• FigUre 13. SpecifyinCJ a Group-Indicat.ion Report 

OVERFLOW PRINTING 

Overflow printing, another funct.ion used ,in 
preparing reports, can be performed in RPG. 
Overflow is the se:nsing of channel 12 in 
t.he printer carriage cont.Jrol tape. 

Problem 

This example shows the additional 
specifications necessary to print eight 
column headinCjs at the top of each printed 
form. A headinq-line is a line t.hat con
tains information from an input recct!;'. or 
contains co'nstants. 

Specificat.ions 

Figure 14 illustrates the output specifi
cations required for this operation. The 
numbers in the following list refer to the 
circled items in Figure 14. The File Name 
(columns 7-14) of DAILYRPT is the same; 
adding overflow headings does not change 
it. 
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• Figure 14. Printing Heading Lines 

1. On the first line of the form, the H in 
H/D/T (column 15) indicates that the 
line to be printed is a headin~ line. 

The 2 in Space After (column 18) 
provides a blank line after each print
ed line. 

The 01 in Skip Before (columns 
19-20) causes the form to skip to chan
nel 01 in the carriage control tape. 
This positions the form for printing of 
the overflow heading line. 

The OF in Output Indicators (columns 
23-24) causes the heading line to be 
printed each time there is a form over
flow on the printer. 

On the second line of the form, the 
letters OR indicate a second condition 
can cause-the heading line to print. 
The second condition, indicated by lP 
(first page) in Output Indicators, 
causes the heading line to be printed 
on the first page. This condition is 
necessary to print the heading on the 
first page of the report, because the 
overflow condition does not occur until 
after the first page of the report has 
been printed. 

2. The entries on lines 3-10 of Figure 14 
specify the actual information or con
stants to be printed on the report. 

20 

The actual information is contained 
within single quote signs. 

TESTING FOR ZERO, PLUS, AND MINUS BALANCE 

Specifications are executed in the object 
program in the same sequence in which they 
are written on the specification form 
unless a different seguence has been speci
fied. 

If specifications had to be followed 
sequentially in a fixed pattern, a program 
would follow a single path of operation 
without any possibility of dealing with 
predefined exceptions to the procedure, and 
without the ability to choose a predefined 
alternative to the procedure, based upon 
conditions encountered during the process
ing of the program. 

For example, assume that a program has 
been written containing ten specifications 
that cause a number of operations to be 
performed upon a series of quantities. If 
the first five specifications develop mean
ingless results when processed with quanti
ties of zero, the processing time of the 
object program can be reduced if the first 
five specifications are bypassed whenever 
the quantity to be processed is zero. 



A specification in the RPG program can 
be used to evaluate a quan·tity and, depend
ing upon the value of that quantity, direct 
the program to some other specification. 

Input Specifications 

Three types of tests can be made on the 
Input Specification sheet: 

1. Testing an input field to determine if 
it =ontains a plus value. 

2. Testing an input field to determine if 
it contains a minus value. 

3. Testing an input field to determine if 
it is blank or is punched with zero. 

Calculation Specif:ica"tions 

Three types of tes·ts can be made on the 
Calculation Specif:i.cation sheet: tests to 
determine whether it.he result of a calcula
tion is plus, minus, or zero. 

The program also can compare two fields 
and can test the result to determine if the 
content of one field is greater than, smal
ler than, or equal to that of the other 
field. 

Figure 15 and 16 illustrate a test for a 
zero balance, and Figure 17 shows the 
specifications for a test for a minus 
balance. 

Figure 15 illustrates a typical test of 
the content of an input field. If FLOA 
(line 6) contains zeros, it is unnecessary 
-to perform some of the operations entered 
on the Calculation Specification sheet. To 
make this test, the programmer places a 
number from 01 to 99 in Field 
Indicators: Zero or Blank (columns 69-10). 
In this example the number is 18. If a 
card read into the system contains zeros in 
columns 46-50 (FLDA), indicator 18 is 
turned on. 

TUrning on an indicator means a special 
condition has occurred and the program must 
consider this condition during the process
ing of calculation specifications and/or 
output specifications. This indicator 
condition is no different from baving a 
resulting indicator turned on by a specific 
record identification code from an input 
card. 

For example, the entries circled in 
Figure 16 are the additional specifications 
that bypass the calculation upon detail 
cards if the value in FLDA is zero or 
blank. 
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........... 

BOS/360 RPG (8K Disk) 21 



IB~ 
INTERNATIONAL BUSINESS MACHINES CORPORATION Form X24"3351 

Printed in U. S. A. 
REPORT PROGRAM GENERATOR CALCULATION SPECIFICATIONS 

IBM System/360 
Date ___ _ 

Program ___________ _ 

Programmer ___________ _ 

0: Indicators 
i ~ 1-----.,-----.-----1 

1! 
Q. .2J 

Line I I 
And And 

Factor 1 Operation Factor 2 Result Field 

12 

Pago IT] 
Resulting 
Indicators 

o J: Zero 
:~ ;- Plus Minus BI~fnk 

field ICL.. .;.I----'----L::~ 

l.n9th ~ ~ Compare 

~ ~ High low Equal 
1>21<21=2 

7576777879'80 

Id:~~ii:~~on I I I I I I I 

Comments 

9 "IO!11 12'13'1-4 15:16;17 18 19202122232425262728 293031 323334 353637 383940.(' 4243 44454647 484950 51525354 S5 565758596061626364 6566676869707172 73 74 

Figure 16. Tes~ for a Zero-Balance 

The specifications 14N18 ill Indicators 
(columns 10-14) mean that the calculation 
will be performed 1f indicator 14 is on and 
indicator 18 1s off. (The N in N18 stands 
for Not.) As now writ~en on the Calcula
tion Specification sheet in Figure 16, the 
detail calculations are not performed if 
the value of FLDA from the input card is 
zero (Figure 15). 

The same indicator specification. N18, 
could also be used on the Output-Format 
Specification sheet to prevent the printing 
of detail cards when FLDA is zero (if that 
was a requirement of the program). 

USING RESULTING INDICATORS 

Eroblem 

The calculation specifications in this 
example (see Figure 17) illustrate the use 
of a resulting indicator to test for a 

22 

;, !; 

minus balance. The result of the test can 
be used to bypass some specifications and 
to ~rocess other specifications only when 
the condition tested for is present. 

Specifications 

The specifications for this example are 
shown in Figure 17. The program logic for 
this example is shown in Figure 18. 

Line 1 specifies that FLDB is to be 
added to FLDA and that the result is to be 
placed in FLOD. Line 2 specifies that FLOC 
is to be subtracted from FLOD, that the 
result is to be placed in FLDO, and that 
FLDD is to be tested to determine if the 
result is minus. In this example it is 
assumed that if a minus balance occurs, the 
calculation has no meaning_ Th2refore, if 
the result is minus, two things must be 
accomplished: 



IBM 

OOt8 ___ _ 

Program 

Programmer 

INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERAl'OR CALCULATION SPECIFICATIONS 
IBM System/360 

12 

Page rn 

Form X24·33S1 
Printed in U. S. A. 

75 76 77 7879 80 

Id:~~~i~:~on I I I I I I I 
<i Indicators Resulting 
6 ~ Indicators 

~"'-'IT-- ~-... .2 ::I: Zero 

Line ~ ~ Factor 1 Operation Factor 2 Result Field Field ] ~ Plus Minu. BI~'nk 
to- '0 Length ] ~ Compare 
E ~ And And "u ~ f----.----.---j 

Comments 

.f u ~ ~ High Low Equal 

~r ~'~i: 1>21<21=2 

3 4 5 6 7 8 9'\10'11 1213 14 1~116i17 18 19202122232425262728 293031323334 353637 38394041 4243 44454647 484950 5152535455565758596061626364656667 686970717273 74 

i ~ I~ C 1 11 4- I ! Ij: L D 1/ II D D I F L ida: I I I F[ L DD '7 ¢ : --i- \ i; i! !!! 1 ; 

• Figure 17. Testing for a Minus Condition 

line 1 

Line 2 

CAdd 
A + 8. 
Store in 0 

C Subtract 
0- C. 
Store in j) 

[

Continue 
With 
Other 
Processing 

] 

Yes 

Line 4 

] 
Figure 18. Testing Indicators to Govern 

Proceflsing 

1. The relsult must not be added into field 
TOTE. 

2. The COltltents ()f field FLDD must be 
reset -to zerOf3. (This step might be 
requir1ed if FLDD were used in a subse
quent Istep and the minus balance 
remaining would give incorrect 
result:s. ) 

This is accomplished on the specifi
cation sheet (Figur.e 17) by placing an 
indicator code (1') in Resulting Indica
tors: Minus on specification-line 2. Indi
cator 19 will be turned on for a minus 
condition. 

The function of adding TOTE to FLDD is 
specified on line 3. It is accomplished 
only if there is a no-minus condition 
resulting from the test on line 2. The 
specifications on line 4 cause FLDD to be 
reset to zeros only on a minus condition. 

The 0 in Factor 2 on line 4 is known as 
a literal and is used to set FLOD to zeros. 
This is accomplished by the zero and add 
(Z-AOD) operation. A literal is the actual 
value to be used in a calculation rather 
than the name of the location of the da'ca 
to be use~The remaining specifications 
on the form in Figure 17 are the same as 
those from previous examples. 

By using indicator 19, it is possible to 
suppress detail-card printing when D - C 
results in a minus balance. 

COMPARISON OF TWO FIELDS 

The calculation specifications in this 
example illustrate the ability to compare 
two fields and govern proceSSing according 
to the result of the comparison. rhe com
parison may be tested for a high, low, or 
equal condition. The result of the test 
can then be used to bypass some specifi-
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IBr., INTERNATIONAL BUSINESS MACHINES CORPORATION Form X2~-33S1 

REPORT PROGRAM GENERATOR CALCULATION SPECIFICATIONS 
Printed in -U. S. A. 

IBM System/360 
Dar. 

Program 

I 
Punching I Graphic 

I I I I 1 I- ]-1 12 7576 77 7879 80 

Pago []] ld:~~~i:~~on I I I I I I I In5.ruc:tion Punch 
Programmer 

~. IndIcators 
Resulting 

~- Indicators 

J ,1 
g i Zero 

1 -.:: - Plul Minus or 

! .! Field i ~ Blank 

Un. Factor 1 Operation Factor 2 Result Field l:t Comments 

1 Length Compare 
E 'i ;; .! ox High Low Equal 

! ! '0 1>2 1<2 1=2 
Z 

3 4 5 6 7 8 9 10 11 12 1314 15 16 17 18 1920 21 22 23 24 25 26 27 28 2930 31 32 33 34 35 36 37 38 39 40 41 42 43 ...... ' .. 6 .. 748 49 50 51 52 53 5455 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 

i~ It C FL DIfJ I CO MP FL DB 
14£ c 18 ! MO V£ FL DII 
I~ g c IIV 18 IF L DIl j SUB FL DB 

• Figure 19. Specifying a comparison 

cations or to process other specifications 
only when a particular condition is pre
sent. 

Specifications 

The calculation specifications for this 
example are shown in Figure 19. The pro
gram logic for the example is shown in 
Figure 20. 

Line 1 specifies that FLDA is compared 
to FLDB. If the two fields are equal, 
indicator 18 is turned on, and FLDA is 

Line 1 

Line 1 

Line 3 

Indicator 18 
Is Not On. 

Subtract FIELD B 
From FIELD A. 
Store Resu It 
In SAVE 

No 

18 
IHO LD 11d 2 
SA VE J 1d2 

moved to HOLD Cline 2). If the two fields 
are not equal (line 3), FLOB is subtracted 
from FLDA and the result is placed in SAVE. 

A literal may also be used in a compari
son specification. In the lower half of 
Figure 19, the contents of the input field, 
DATE, are compared against 02-14-64, and 
indicator 19 is turned on if they are 
equal. 

Line 2 

Indicator 18 is On. 

Continue 
With Other 
Processing 

Figure 20. Testing a Comparison 
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MULTIPLICATJ:ON AND DIVISION 

Multiply anel divide operations are easily 
accomplishecl with RPG. Moreover ,two prob
lems associCilted wit.h these funct.ions 
(decimal-point alignment and 
half-adjustlng) are easily specified. 

Problem 

This examplE~ illustrates an invent.ory card 
(Figure 21) that must have the quantity 
multiplied l~ the price to develop a total 
cost on a wE~ekly basis. The price of the 
part is alsc) updated each week, so that the 

/ 

/ Part 
Price Qty 

VjD 
No. Cost 

DOD 00000 o ~I 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 o 010 0 0 0000 000 0 o 0 0 0 0 010 0 
123 45618 911111121314151611181920·212223242521121 211 29po 3132 33343536 37383940 41424344 45 4411~7 46 

111 11111 1111111111111111111 111111 1111 1111 111111111 

222 22222 2222222222222222222 2 2:2 2 2 222 2 22 22 2 2 2 2 2 2~12 2 

333 33 3 3 3 3 ~I 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 33:333 3 3 3 3 3333 3 3 3 3 3 3:3 3 

444 44444 4444444444444444444 441444 4444 4444 444444144 
I 

5 5 5 55555 5 !i 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5J5 5 5 5 5 5 5 5 5 S 5 5 S S S 5 sis 5 
I 

6 6 6 6 6 616 6 66 6 66666 6Ei66666666666666666 6 616 6 6 66 6 6 666 6 
I I 

77777777 7 l' 7 7,7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 i 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7f 7 

88888888 8 II 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 9 8 8.18 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 818 8 

99999999 9 !I 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9J9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 9 919 9 
1 2 3 4 5 • 7 • I 11111 121314151611181920 21 22 23 24 23 28 21 28 29 po 3132 33 34 35 36 37 38 39 40 414243 4445 4~1'141 

L--. 

Figure 21. Inventory Card 

price for the following week reflects the 
average fab~ication costs and scrap losses 
on ~ year-.to-date basis. 

Specifications 

The specifications t.o acco .. plish these 
fUnctions are shown in Figures 22 and 23. 
Figure 22 shows the input specifications 
for all five fields. The programmer must 
be certain of the exact size of each field 
and the number of decimal places within 
each field. The fields in this example 
are: 

YjD 
Use 

O~IOODO 00000000000000000000000000 
495051525354 ~~~M~~~RUM~~~AHronnnu~~n~n~ 
111111 11111111111111111111111111 

222222 22222222222222222222222222 

333333 33333333333333333333333333 

444444 44444444444444444444444444 

S~iS55S 55555555555555555555555555 

6Ei6666 66666666666666656666666666 

777777 77777777777777777777777777 

8888B8 88888888888888888888888888 

999999 9 9 9 9 9 9 9 9 9 9 9 99 9 9 9 9 9 9 9 9 9 9 9 9 9 
4t 511515253 54 ~~~~~~~R~M~.~A"ronnnu~~nn~M 
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IB'4 INTERNATIONAL aUSINESS MACHINES CORI'ORATION Form X24·3350 
'rlnted In U. S. A. REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS 

IBM System/360 
Ooto ____ _ 

Programmer ___________ _ 

Ii 
Uno Filename 

1 

Punching 
In.truction 

Record Identification Codes 
2 3 

J 
! § Position Position Position 

i 
.. 
] ~~j ~o 

I 
I 
! '0 N 0 }~ z'06 

3 4 5 6 7 • 9 10" 12 13 14 15 I' II I' 20 21 22 23 2. 25 26 27 28 2930 31 3233 35 36 37 38 

~ 1 tI NIV EI~ TR Y~R 29 8101 z-
1 I 

3 I 

of I 

5 I , 
I 

o 7 I I 

" . I I I 

• Figure 22. Input Specifications 

r------------T--------------T-------------, 
I I I No. of I 
I I I Decimal I 
I I I Positions I 
I I I------~------I 
I Part Number I xxxxx I None (alpha-I 
I I I betic) I 
I Price I xx.xxx I 3 I 
I Quantity I xxxx. I 0 I 
I Y/D cost I xxxxxx.xx I 2 I 
I Y/D Usage I xxxxxx. I 0 I L ____________ ~ ______________ ~ _____________ J 

As shown in Figure 22, the decimal 
positions of each field are entered under 

Pago OJ 
Field 

Location 

~ ~ 

~ Field Name 

l; J 
:§ 

From To f. 1 1! 
~ to 

~~i ~ 1 j ~ S ~ -'l 
.0.1 42 .4 .5 .a 47 .8 49 50 51 52 53 54 55 56 57 58 59 60 61 

~ 8 .... Pili RTN 
28 32 3lP iR I C£ 
313 36 $IQ UA NTY 
41 48 21Y DC 05T 

49 54 Imly 'D' SF 
I"-

·8 
..!! .: 

] 
~ 

75 76 77 78 79 80 

Program 
Identification I I I I I II 

Field 
Indicators 

Sterling 
Z.ro Sign 

Plul Minus or Position 
Blank 

6364 6566 67 68 6970 71 72 73 74 

Decimal Positions on the Input Specifi
cation sheet. 

The calculation specifications for this 
example are shown in Figure 23. PRICE is 
multiplied by QUANTY and the result is 
placed in a field called COST. The field 
length of COST is specified as 9. The 
result field is to have two decimal posi
tions and to be half-adjusted as specified 
by the ~ in Half-Adjust (column 53). The 
following is an example of the arithmetic 
of this operation, using actual values: 

IBlt1 INTERNATIONAL IUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR CALCULATION SPECIFICATIONS 
IBM System/360 

0010 ____ _ 

"ogram ____________ _ 

P,ogrammor _----' _________ _ 

~I? Indicators g .... 
1 1 1 ! Uno 
.!I 

Factor 1 Factor 2 Operation Result Field 

1 1 
u 

I I I 
3 ~ 5 6 7 • 9 1O " 12 13 I. 1516 17 II 19 20 21 22 23 2. 25 26 27 28 2930 31 32 333. 35 36 37 38 39 .0 .1 42 .3 •• ., .a.7 " 

I't !fJ C 29 PI( IclE lUlu LI1 QU liN Tly CO 1ST 

lfi i¢ C 29 YD CO S7 ViI V YD USE PR 1 CE 
-0 3 C 

• Figure 2.3. Calculation Specifications 

26 

i~ 
l '5 Flold 

1~ length 

~i 

49 50 51 52 53 

92H 
53H 

12 

Pallo OJ 
Resulting 
Indicators 

Zero 
PlUI Minul or 

Blonk 

Compare 

Hlllh low Equal 
1>2 1<2 1=2 

5.55 56 57 58 596q 



Price 
Q\1antit~f 

1.213 
][ 216 
1 278 

1213 
242 6 
262.0Q8 

The result field wa. specified fer two 
decimal pos:ltions: t.herefore, the half
adjust.ment. :ls made t.o t.he digit. B in t.he 
units posit:lon. Half-adjust.ment is always 
made to the position to the right of the 
last positic)n retained as part of the 
result, as jEollows:: 

262.1108 
+ 5 half-adjust 
262.1313 

The result, 262 .. 01, is stored as the 
contents of COST. The position that was 
half-adjustted is dropped. 

The second line of tne Calculation 
Specificatit:>n sheet provirtes the specifi
cations for dividing year-to-date costs by 
year-to-datte usage.. The result is placed 
in a field lealled PRICE. The field length 
of PRICE is specified as 5, with three 
decimal positions. The result is t.o be 
half-adjustled, as I~pecified by the 11 in 
Half-Adjust. An example of the arithmetic 
of this ope:ration, using actual values, 
follows. Ylear-to-d.ate COST divided by 
usage equalis PRICE .. 

(usage) 
1.'3419 (price) 

1296,. 1739.23xx (year-to-date 
cost) 

The result fiel(1 was specified f()r t.hree 
decimal places. Therefore, the half
adjustment is made to the digit 9 in the 
units position. This is the position to 
the right o:f the last position retained as 
part of the resultu as follows: 

1.341' 
~ __ 5 half-adjust 
1.3424 

The result. 1.342, is stored as the 
content.s of PRICE. The position that was 
half-adjusted is dropped. 

SEQUENCE-CHECKING 

Two t.ypes of sequence-checking fUnct.ions 
can be performed with RPG: 

1.. Checking t.he sequence of different 
record-types within a control group. 

2. Checking the sequence of control 
grol1ps. (See the section Using the 
Matching Fields Specificat.ion for 
Sequence-Checking.) 

Sequence-Checking of Different Record rypes 
~it.hin a Cont.rol Group 

The application consists of updat.ing an 
invoice file, which, in this case, contains 
from t.wo t.o four of the following types for 
each part number: 

.------------------T----------------, 
I Card I Code I 
t-------------·----t" ,---------------~ 
~ Master Customer I 5 in col. 78 I 
I Shipped Via I 3 in col. 78 I 
1 Part. Number I 2 in col. 78 I 
Ii Comment.s I 8 in col. 78 I l __________________ ~ _________________ J 

Figure 24 illust.rat.es the specifications 
required to check the sequence of a group 
of four card-types. The numbers on the 
form refer to the following numbers: 
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IBlt1 INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS 
IBM System/360 

Ooto ___ _ 

Pragram ___________ _ 

Programmer __________ _ 

Record Identification Codes 
1 2 3 

! 
Uno Filename 

Z 
S 
] 

&. =8 

i 
Position ~ Position Position 

~ Ji co 
~~ 1 .5 

~ E 
E '"' 1 .e ~& fiS U 

3 4 5 6 7 • 9 10 11 12 13 14 1~6 u..u 1920 2122 n;; 25 26 I'lil 28 2930 31 33 35 36 37 38 

1 I[ INV 01 ,,~ rdJ 11 '211 78 Ci5 
2 I 

j I 

4 I 

§d, 1rJ2 1.0 22 78 C3 
4 ~ I 

d 7 I 

4 8~ I 

(j, I 1'3N 23 78 C2 
I, I 

11 I 

12 I 

13 I ¢4 lNo 2.4 178 08 
Ii- I )~ 1'''' f\. :/ 
§ I ~; I, ....... ~ 

1~ I ~ \lI 
I 

I I I I 

• Figure 24. Input Specifications 

1. The record-identification codes for the 
four cards are specified in the same 
manner as in previous examples. The C 
in C/Z/D indicates that the entire 
character punched in the card is exam
ined to establish the record identifi
ca tion code. 

In the specifications for the last 
card-type (specification-line 13 on the 
form)# a D is written in C/Z/D because 
there is a possibility that some of 
these card-types may have a zone punch. 
The ~ specifies that only the digit 
punches in the card are examined to 
identify the card-type. Thus. zone 
punches that could result in unequal 
comparisons are ignored. 

2. The sequence established for the file 
is determined by the sequence in which 
the specifications for each card-type 
are written on the form and by the 
numbers placed in Seguence. In this 
example, the digits 01, 02, 03, and 04 
are used. The numbers assigned must 
begin with 01 in each file. 

28 

, 
1 
! 

~ I 
N G 
..... J: 
uu 
40 41 

Field 
Location 

From To 

H ., 4647 48 49 50 51 

I i 1 1ra 
17 2~ 
4Q 4fo 

t ~ 

28 31 
6.¢ ~~ 

1 6 
7 1~ 

4~ 46 

1 , 
128 31 
6¢ ~b 

12 

Pogo CD 

.j Field Name ~ 
: 1 

..!J 

1 e 
~ ~ 

Ii 

:i 
t! .. 
I 

52 53 54 55 56 57 58 5960 61 

11 do UINT 
cu ISNO 
AD DRS 

sJ.lir PiER 
LO rill ITN 
IRTE 

PII RT lNo 
iNu MO 'RD 
DE SC 

101 Islr INT 
WIE i~S ilL 
InU lED liT 

1 
.: 

] 
:!I 
;! 

636-

Alphabetic characters under Sequence 
in preceding examples indicate that no 
sequence-checking is to take place. 
Alphabetic specifications must always 
be written before numeric specifi
cations for anyone file. 

These specifications are all that 
are required to cause the object pro
gram to perform a sequence-check of the 
various record-types. If a sequence
check error is detected, the object 
program is halted. 

Two additional specifications, 
Number and Option, are used in these 
types of applications. 

3. If a numeric specification is provided 
in Sequence, a specification must be 
provided in Number. 

On the first two record identification 
lines, the number 1 in Number indicates 
that no more than one record of that type 
must be present in each group. In this 
example, only one master card and no more 



than one :shipped··via card for each invoice 
must be p:resent. If there is more than one 
of either of these cards, the program rec
ognizes a:n error in the input file. 

The le'tter ~ in Number of the specifi
cations flor the last two record-types means 
that multlple card-types for each part 
number may be present. In this case, mul
tiple card.s for part number and comments 
may be priesent. 

The le'tter Q in Option in the specifi
cations mieans that the records are option
al. That is, a record mayor may not be 
present .. 

If the letter 0 was not specified, it 
means that the particular record ~ be 
present. This requirement applies only if 
Sequence has been·specified as numeric. 

CORRELATION OF THE RPG SPECIFICATION SHEETS 

Figure 25 shows a file-to-file sample pro
gram. It illustrates the relationships of 
the RPG specification sheets. (This type 
of report is often called an 80/80 
listing) • 
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IBJt1 INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR FILE DESCRIPTION SPECIFICATIONS 
IBM System/360 

Oat. 

Prol.,~om 

1 1 
Graphic 

1 1 1 I 1 I I j 
12 Punching 

In.truction Punch Pall· CD Programmer 

FII. Typ. Mod. of Proc ... lnll 

File De.Tgnation 
L.nllth of Record 
Add .... FI.ld 

&. End of FII. Record Addr ... Typo ..... W' 

,?: Sequence Typ. 01 pil. i Symbolic 
5 

Name of Line 

I Filename Organization u Device Z 
u;;' File Format 

Ov.rft~.§ 
Device !:1 Label Exit 

.......... = u ... ..... ..... Block Record 0" Q > '" ... Q K.y FI.ld Ii 1 
::::~ E :c ~ L.nllth Lenllth ::::. ~~ Starting ! .9 Location 

3 4 5 6 7 8 9 1011 121314 15 16 1718 1920 21 22.23 24 25 26 27 28 2930 3132 3334 35363738 39 40 41 4243 44 45 46 47 48 49 SO 51 52 53 54 35 56 57 58 59 

1,11 I~ , IN IFUT IPE F 81al 8$ I --c--- RE .4ILJ 42 Sy SR DR 
I~~ I¢ F OU 17P UT 0 V 132 132 : PR IN TE IRS YS LST 
10 3 • ! 

REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS IBJt1 INTERNATIONAL BUSINESS MACHINES CORPORATION 

IBM System/360 
Doto ____ _ 

Program _____________ _ 
12 

Form X24·334' 
Prlnt.d In u. S. A. 

7.5 76 77 7879 80 

Program I I I I I I I Identification 

Extent Exit 
Comments for DAM 

60 61 62 63 64 65 66 67 68 69 70 71 '72 73 H 

Form X24·3350 
Printed In U. S. A. 

7S 76 77 7879 80 

Programmer ____________ _ 

Punching 
In,truction 

Graphic 

Punch I I I I I II j PallO CD Program 
Identification IIIII II 

Record Identification Codes Field Field 

1 2 3 Location Indicators 

j :~ Field 
~ 5 Sterling 

Un. Filename 
i 

Name ~ Zero Sign 

&. Position Position Position _ J g From To f. ] Plu. Minus or Position 
,?: I ·r ;; Q ~ ~~ i ~~ ] .r Blank 

E ~ j] 1 1 .e ] IS~ o~j o~ a ~ II ~ Zuu zu ;5 on ... 
3 4 5 6 7 8 9 1011 121314 15 16 1920 21 22 2324 25 26 272B 2930 31 3233 34 35 36 37 38 39 40 4142 <43 <4<4 045 <46047 ..(8 49 50 !iiI 52 33 54 55 56 57 5B 5960 61 6364 6566 67 68 6970 71 72 73 74 

(~ 11¢ IIINlp ulrl All d 1 I i 

$llfJ I I I " 1 1 ,8 ~ ell RD IN , al 1 I I I I I 

IBJt1 INTERNATIONAL BUSINESS MACHINES CORPORATION Form X24·3352 
Printed In u. S. A. 

REPORT PROGRAM GENERATOR OUTPUT-FORMAT SPECIFICATIONS 
IBM System/360 

Date 

Program 

1 
Punching 

1 
Graphic 

1 
Instruction Punch 

Programmer 

Space Skip 
Output 

Indicators E! 
= §: €1 1 1 

Field 
Lin. &. Filename .eJ Name l G 

.. .l: 
,?: e. ~ G 

i 
~ « 

E &.11 J ~ ~ II .e t!:"& ., ~ 
! '0 ! Z 

3 4 5 6 7 8 9 1011 121314 15 16 1718 1920 2122 2324 25 26 2728 2930 31323334353637 38 39 

l~llg o olulTipluln 1 D 1 1 1 (ilt i I I I I 
!¢~!d 0""111 1 i CIAIRIDiIiN 
'I ~I 91 I I I I I I I I I I I I " I I 

• Figure 25. File-to-File Program 

Assume the contents of an input file are 
to be transferred to another file. In this 
example the input file is a card file, and 
contents of the cards are to be printed. 
Three specifications sheets are required 

30 

1 1 1 1++3 
12 75 76 77 7879 80 

PallO CD II I I I I I Program 
Identification 

End 
'o.ltlon 

g 
Sterling 

In Output ~ Constant or Edit Word Sign 
Record 

) 
Position 

40 41 4243 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 

I I J ! II Ii J I I 1 1 i I I Iii 1 ill I 1 1 
' 181¢ I 1 Iii Ii! r I IIllillll!! i j 1 

I I I I I I I I I I I I I I I I I ! I I ! ! I I I I 

for this program: File Description, Input, 
and Output-Format. 



FILE DESCRIPTION SHEET 

The two files are described on this sheet. 
The card-i:nput file is assigned the name 
INPUT, and the printed output file is named 
OUTPUT. P,age and line sequence numbers are 
entered in columns 1-5. An F in column 6 
indicates 'that each ent.ry is - a File Des
cription entry. ~[,he file names are entered 
in columns 7-14 (Filename). Column 15 
contains a:n I or an 0 to indi cat.e whether 
the file h.as - an input or an output func
tion. 

Column 16 of t.he input file on the File 
Descriptio:n Specification sheet contains a 
! because ~the file described is the primary 
input file for the job, the I in column 17 
indicates 'that the end-of-file condition 
for this f:1le occurs when this file is 
depleted. 

Column 19 contains an E and a V to indi
cate that 1l:he file formats are fixed-length 
and variable-length respectively_ (See 
Variable-~enqth Records.) 

Block l~ength (columns 20-23) is 80 for 
the input :file because each card is a block 
of data. lRecord length (columns 24-27) is 
also 80 fo:[ the input file because each 
card is an unblocked record. For the out
put file the block length and the record 
length is 132, which is the maximum length 
of a printer line~ The program identifi
cation is entered into columns 75-80. 

If the input file was read in by an IBM 
1442 Card lR.ead-Punch, the code in Device 
(columns 40-46) would be READ42. The out
put printelr would have a device code of 
PRINTER. 

The symbolic device codes for the two 
files would be SYSRDR and SYSLST. 

INPUT SPECIFICATION SHEET 

The Input Specification sheet also has the 
program idcentification entered in columns 
75-80 and 1:he page and line numbers in 

columns 1-5. An I in column , of each card 
indicates an Input Specification Entry. 

The filename is again entered into 
columns 7-14. Columns 15-16 contain the 
sequence code AA. Indicator 81, entered 
into columns 19-20, will be on throughout 
the job to show that records from tts asso
ciated file are being processed. The sec
ond line describes the field name CARDIN. 
The field consists of card columns 1-80. 

OUTPUT SPECIFICATION SHEET 

On the Output Format Specification sheet, 
the filename of the output file is entered 
in columns 7-14. The D in column 15 indi
cates that each line printed in this file 
is a detail line. A single space after 
printing is specified by the entry in 
column 18. Indicator 01 from the Input 
Specification sheet is specified in =olumns 
24-25. When indicator 01 is on, a record 
will be printed. 

The second output line has the name of 
the field to be written in the output 
record entered in columns 32-37. Data from 
the field labeled CARDIN will be printed 
(end position of SO) in the output record 
as specified in columns 40-43. 

SUMMARY 

This completes the general description of 
some of the functions that can be performed 
with RPG. Some of the fields of the speci
fications sheets were not explained and 
some additional operations that can be 
performed with RPG remain to be described. 
At this point, the reader should be able to 
determine the scope of the RPG program. 

More specific information about each 
specification sheet is contained under RPG 
Specification Sheets. ---
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PROGRAM LOGIC 

Each objecu program generated by RPG uses 
the same general logic, and for each record 
to be processed the program goes through 
the same general cycle of operations. 
Within that cycle, there are two different 
instances in time when operations specified 
on the Calculation and Output-Format Speci
fication sheets are performed. These 
instances are called detail and total time .. 

For the illustration of this concept, a 
generalized flowchart of an RPG object 
program is shown in Figure 26. 

The following numbers correspond to the 
numbers on Figure 26. A program cycle 
begins with item 1 and continues through 
item 11. Steps 6 and 7 are referred to as 
total time. Steps 11 and 1 are referred to 
as detail time. 

1. Before the first record is read, the 
object program prepares and prints any 
heading information to be printed on 
the first page. After the first record 
has been read, the object program pre
pares and prints any heading and detail 
information which is not conditioned on 
overflow. 

2. The object program tests for any halt 
indicators. If any halt indicators are 
on, the program branches to item 12. 

3. The object program tests for the end
of-file conditions. If the end-of-file 
condition has occurred, the program 
branches to item 13. 
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4. 

5. 

6. 

8. 

The object program then reads an input 
record. 

Starting with line 1 of the Input 
Specification sheet, and with the 
record just read, the object program 
uses the record identification code to 
identify the record. When the iden
tification code matches an entry on the 
input sheet, the object program turns 
on the resulting indicator that has 
been specified for the record. When a 
control-field break occurs, appropriate 
control-level indicators are turned on. 

Next, all total calCUlations are per
formed. (This step is bypassed for the 
initial control break which is caused 
by reading the first input record.) 

Next, all total output lines which are 
not conditioned on overflow are pre
pared and printed. (This step is also 
bypassed for the first control break.) 

The object program tests for the last 
record indicator. If it is on, the 
program branches to item 14. 

The object program tests for an over
flow condition. If an overflow condi
tion has occurred, the program branches 
to item 15. 

10. The data fields contained in the input 
record just read are moved into stor
age. These fields are specified by 
field entries on the Input Specifi
cation sheet. 
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• Figure 26. General Logic Flow of an RPG 
Object Program 

11. Any detail calculations are performed, 
and processing continues wiuh item 1. 

1.2. Program execution stops. 

1.3. The Last-Record indicator (LR) is set 
ON and all control-level indicat.ors 
Ll-L' are set ON. Then the program 
branches to item 6. 

14 .. Program execution stops. 

15. If overflow has occurred, any lines 
conditioned by overflow are printed. 
If no overflow printing has been speci
fied, an automatic skip to channel 1 
occurs. The program then branches to 
item 10. 
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PROBLEM DEFINITION 

The programming examples in the preceding 
section were intended to introduce the 
reader to the use of RPG and were therefore 
kept simple. More complex applications may 
require a thorough analysis of the existing 
or proposed system before program writing. 

This analysis should include a descrip
tion of source data and its format, and how 
this data should be processed to develop 
the report and other necessary output 
information. 

The following types of information must 
be defined before coding the program: 

1. The available data. 

2. The input and output formats to be 
used. 

3. The information required in the input 
and output formats. 

4. The codes to be used to identify the 
various inputs and outputs and their 
elements. 

5. The handling of the various transac
tions and exceptions. 

After all application data has been 
gathered, document it for easy reference 
during the writing of the specification 
forms. One method of documenting an appli
cation is to layout the complete format of 
the report on a printer spacing chart. 
This method also provides a pictorial rep
resentation of the final product. 

PRINTER SPACING CHART 

Before the report specifications are writ
ten, the programmer should have a clear 
picture of what he wants as the final pro
duct. If the report is to be printed, he 
must know the number of fields to be placed 
on each line of the report f the spacing 
between lines, and the positioning of the 
information within each line of the report. 

Although no cards for the source deck 
are punched directly from the entries on 
this chart, the representation serves as a 
guide for completing the specification 
sheets. It plays an important role in 
writing report specifications. If the 
final product is written on magnetic tape 
or direct-access storage devices or if it 
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is punched in cards, the user must know 
where the informat~on is to be located. A 
tape layout chart (Form X21-'011) or a 
direct-access storage-device layout chart 
(Form X24-1711) can be used. 

Layout of Lines and Fields 

The two most important functions of a prin-
ter spacing chart are: 

1. To establish the positions of the data 
to be printed and to indicate the spac~ 
ing between printed lines. 

2. To assign each line an identification 
code representing the type of line. 
Figure 27 shows an example of the prin
ter spacing chart (Form X24-6436). 
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Figure 27. Printe:r Spacing Chart 

The numbers across the top and bottom of 
the spacing chart represent the prinu posi
tions. The numbers down the left side are 
the line numhers. The programmer selects 
the line number and print positions for a 
particular field and makes his natation in 
the selecued positions. 

Headings and other constant informat~on 
are spelled out completely in the print 
positions assigned to them. va~iable 
information is represented by X's and where 
applicable, includes credit symbols, punc
tua~ion, etc. The position in an amount 
field where zero suppression ends is indi
cated by a zero rather than an x. 

Line-Identification (bde 

The line-identification code specifies the 
type of line to be printed. The identifi~ 
cation codes ares H for a heading line, 0 
for a detail line, and T for a total line7 
All lines must be identIfied as belonging 
to one of these categories. 
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RPG SPECIFICATIONS SHEETS 

This section provides detailed explanations 
of each specification field in the five RPG 
codin9 forms. 

CROSS-REFERENCES 

To make this reference manual a more effec
tive learning tool, numerous crossreferen
ces are placed for readers not familiar 
with disk-storage processing and related 
functions. 

Disk storage, table lookup, matching 
field, and chaining field operations and 
related functions are described apart from 
the detailed descriptions of specifications 
for them. 

These general introductory descriptions, 
contained at the back of the manual, are 
intended for the reader as he encounters 
the related specifications for them 
throughout the manual. To facilitate 
locating them in the manual, all cross
references used are listed in the Index. 
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The section Disk Storage Concepts 
provides a general introduction to disk
file organization and processing, including 
terminology associated with these 
functions. Readers not familiar with these 
concepts may wish to review that section 
before beginning with RPG Specification 
Sheets. 

GENERAL INFORMATION 

The forms are listed in the sequence in 
which they are discussed in this publica
tion. 

Input Specifications 
Calculation Specifications 
Output-Format Specifications 
File Description Specifications 
File Extension Specifications 

Figure 28 shows the five specifications 
sheets. 



IB'4 INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR FILE DESCRIPTION SPECIFICATIONS 
IBM System/360 

Form X2.t·3347 
Prlnt.d In U.S. A. 

Program ______________ _ 

pagom Programmllr ___________ " __ _ 

---- r-----'--,-Pl-,e-~-p.--'------r~M~.d~e-.f~P~r.-u~ .. ,n-g---~r-------~~------~~----~---_r-----_, 

*
1_ 

o 2 
, -

o 3 
f--

o 4 
f--o , 
1--

o 6 
f--

o 7 
f--

o B 
f--

~t-

*= -!V -
13 
f--

14 
f--

1 , 
t--

1-

f-

f-~ 

f---' 

~:--:" 

length of Record 
Addr ... FI.ld FII.O •• lgnatlon 

End of Flit R.cord Add"" Typ. $ 

Filenaml9 .... Sequence ~r~~ni!a~:~'n 3 Device ~~~I~:lIc z Name of ~;;e~tA~it Comments 
~ 5 FII. FOlmat ... Overflow Indicator .1 ~ Label Exit 

~ ~ E ~ 'Y:; L.ngth Length ~ ~ ~ ~!~~t:I:~! .9 
0;;' Q >~I: BI.,k J R".rd.. ... Ci ~.Y FI.ld ] 

9 1011 121314 151617 18 19202122232<4252627282930313233343536373839404'4243 4445 .. 11,7 484950515253.54 55 56 57 58 59606162636465666768697071727374 

IB'4 INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR FILE EXTEINSION SPECIFICATIONS 
IBM System/360 

~TTTTlITT 

Form )(24-3348 
Prlnt.d In U.S,A. 

PrograM _____________ _ 

Page m 7~ 76 n 787980 

Programmer _____________ _ 
Program 

Identification IIIIIII 

~' o l 
f-~' 

0;3 
f-!-
o i4 

f-!-' 

~~ 

'I 
f-I 
o 7 
-I 
01 
-j 
o 9 
-I 

, 0 
-I 
'I 

-;-~ 2 : 

-8 

i 14 

1 , 

+ if 

! From Filename To Filename 
Table 
Nome 

Number of Tahle Entries Per Record 

Number of Table Entries 

Per Table Length of Table 

Entry r-'rs 
g~~ 
111 
2. ~ JI 

Table 
Nome 

fAUernoling 
Toblel 

Length of Table 

Entry 

Comments 

9 10 11 12 13 14 1~ 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 7 

I 

INTERNATIONAL BUSINESS MACHINES CORPORATION IEI'4 REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS 

Program _____________ _ 

Programmer ____________ _ 

IBM System/360 

I ~:;.;:;~,~n ffiH I I I I I f-j 
Record Identification Codes Field 

Location 

Page m 

Form X2,f-3350 
Printed In U.S,A. 

Field 
Indicators 

Filename 
~ ~ ~ j Sterling 
§ j Field Nome :ii ~ ;! Sign LIne 

~ 0] Position Position Position .. J € From To l J L! It 1, Plus Minus or PQsltlon 

J Ii f i~l jgJ i~li] 1 J II i BI.nk 

3456 9 10111213141516171819202122232425262728 29303132333435363738394041424344454647484950515253545556575859606162636465666768697071727374 

~~I I I I 

INTERNATIONAL BUSINESS MACHINES CORPORATION s~ 'IB'4 
H~ 

REPORT PROGRAM GENERATCIR CALCULATION SPECIFICATIONS 
IBM System/360 

H" Date -----

~~ Program _____________ _ 

~~ Programmer 

Punching 
Instruction Pogo m 

H~ 
0' 9 

80 
r,F 
~~ 

Resulting 
2:l~;;; Indicators IndIcators 

g" f------\'---------'Jr-------i ~ ~ Plu.!Mlnu.!,Z:;o 
~ ] FI.ld :. 1 Blank 

Line ... 1 Factor 1 Operation Factor 2 Result Field l,ngth] ~ Compare 

Program 
Idenliflcallon 

Form X24·33" 
Printed in U.S.A. 

Comments 

"i
3 

r;r; 
t--

j ~ ~ A1~1 IA1~1 I n t!!h2!ll~2!~~OJ 
9 to 111121131141~5116117 18 1920212223242.5 262728 293031 3233343536,)738394041 4243 44 .015 4647 484950 515253 54 5~ls6 571n 5960616263646566676869707172 13 74 

II I I I I I I I I I I I I I I I I I I I I I I I I I I I I I I 
1 I 
~ .. 

I 
1---< 

--
'--

--

• 1 

o~~ o 3 
t

O 4 

o , ~ 

o 6 ~ 

11"1 INTERN,UIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR OUTPUT-FORMAT SPECIFICATIONS 
IBM System/360 

Prouram -------------

form X24-3352 
P,lnted In U.S.A. 

757677187980 

o 7 , 

r ---=-::: Page m II !I I I I Pronrammer ------------

o • 

o , 1 1 0 

11 

1 2 
l-
13 

l-
I 4 

Une ! 

Output 
Indicators N Eltd 

~ JI--r-+----.-+----.I--.l'----.4 ~:~e i ~ I:·~::U) ~ Constant or Edit Word SI;;~~g 
~ _ .1_ en c( Record ; Position 
~ 1 5: ~: And And e 1 'i 
... .l! 1.., 1 .. ~I I f -0 I ,:s .. .. 

9 1011 121314 15 16 17181920212223124\2526127128 ;9303132133435363738394041424344454647 -484950515253.5455565758596061626364 6566 676869707172 7374 

.-J.-.J- -r-T r, -lJ.... 

Space Skip 

Filename 

• Figure 28. RPG Specification Sheets 

BOS/360 RPG (8R Disk) 37 



INPUT SPECIFICATIONS: This form is used 
to: 

1. Specify the file or files to be read 
into the system. 

2. Identify the different types of records 
contained in each file. 

3. Describe the location of the data 
fields in each record. 

CALCULATION SPECIFICATIONS: This form 
specifies the operations to be performed 
upon the input data and upon data obtained 
as the result of previous calculations. 

OUTPUT-FORMAT SPECIFICATIONS: This form 
specifies: 

1. The kind of output files to be pro
duced: printed reports, summary 
records, etc. 

2. The location of the data fields in the 
output reports and records. 

FILE DESCRIPTION SPECIFICATIONS: This form 
provides additional information about input 
and output files that is not included on 
the input or output sheets. 

FILE EXTENSION SPECIFICATIONS: This form 
provides additional information about files 
used by the object program, such as tables, 
chaining files, and record-address files. 

COMMON FIELDS 

There are five entries that have the same 
function in all five forms. These are 
described first. 

PAGE NUMBER (COLUMNS 1-2) 

Each specification page of the source pro
gram must be numbered. The pages are num
bered beginning with 01 for the file
description form, and continuing in the 
following sequence: 

File Extension 

Input 

Calculation 

output-Format 
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LINE NUMBER (COLUMNS 3-5) 

Each specification line must be identified 
by a line number. The first two digits of 
the line number are preprinted on the form. 
The third position (column 5) is used when, 
after all specifications have been written 
on the form, it becomes necessary to insert 
an additional line between two previously 
written lines. The line to be inserted is 
written following line 15. It is given an 
appropriate number (and subnumber in column 
5). 

The cards must be in numeric sequence by 
columns 1-5 when they are read. by RPG. 
This means that the specification cards for 
a program could be placed in numeric 
sequence (if, for example they were acci
dentally dropped or upset) by sorting or 
arranging them in sequence by page number 
and line number. 

FORM TYPE (COLUMN 6) 

Each form has an appropriate type-code 
preprinted in column 6. This code must be 
punched into all specifications cards. The 
codes are: 

I - Input 

C - Calculation 

o - Output-Format 

F - File Description 

E - File Extension 

COMMENTS (COLUMN 7) 

This feature enables the programmer to 
insert an identifying comment in the speci
fication sheets. This facility can be 
used, for example, to identify the end of 
one section of a program. These comments 
are written on the specification line, 
preceded by an asterisk in column 7. DUr
ing the generation of the object program, 
the asterisk in column 7 identifies the 
comment so that it is not considered a 
specification. 



PROGRAM IDJ!NTIFICATION (COLUMNS 75-80) 

This entry identifies the specification 
cards for is particular program or for a 
specifio s4!ction ,of a large program. 
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INPUT SPECIFICATIONS SHEET 

GENERAL INFORMATION 

The specifications for this sheet are 
divided into two categories as shown in 
Figure 29. 

1. Record Identification (columns 7-42). 
These entries identify the input record 
(by specifying the identifying record 
codes it contains) and specify the 
relationship of the record to other 
records in the file. 

2. Field Description (columns 43-74). 
These entries describe the fields of 
the input record used in the report. 
Each field is described on a separate 
line and is written on the line below 
its corresponding record-identification 
entry. 

RECORD IDENTIFICATION ENTRIES 

FILE NAME (COLUMNS 7-14) 

A file name must be given to each input 
file. The file name must be left-justified 
(that is, it must start in column 7) and it 
must begin with an alphabetic character. 
The file name may be alphameric, but it 
must not contain special characters or 
blanks. The file name may be eight charac
ters or fewer. 

Note 1: In this publication, an alpha~ 
betic character refers to the letters 
A-Z, and the dollar Sign, pound Sign, 
and the at sign ($, *, and Q). 

The file name must be entered only with 
the first record-identification line of the 
appropriate file. 

Note 2: The file name may be eight 
characters long but RPG will utilize 
only the first seven characters for all 
files except indexed-sequential files. 
For indexed-sequential files, only the 
first five characters of the filename 
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areutiJLized in the RPG program. 
TherefoJ:e, it i.s important. that the 
first SEtVen (ox' five) characters pro
vide a unique filename. 

SEQUENCE (COLUMNS 15-16) 

This entry Clesignat.es t.he sequence of input. 
record-typeEI. 

Alphabetic . E~ntries 

If the input: records are not. required to be 
in a predetEtrmined sequence within a con
trol group, or if it is not necessary to 
terminate PJ~ocessing when the input records 
are not in t;lequence. the entry in columns 
15-16 should be a two,;-charact.er alphabetic 
code. 

In FigurE~ 30, the input data records, 
which contaln part numbers and unit number, 
do not appealr in a predetermined sequence 
wi th in a ccmtro1 group_ consequently, 
each input J~ecord-t.ype is assigned an 
alphabetic Gode because the order of proc
essing is not import.ant to the program. 

( Part Number 

( Unit Number 
( Part Number 

( Unit Nunbel' >0-

( Unit Number _ 91 
5 In column 80 (Sequence AA) 

n column 80 (Sequence BB) 

olumn 80 (Sequence AA) I _ 51ne 

Part Number I- 91n eolu mn eo (Sequence BB) 

I- 9 In column 80 (Sequence BB) 

5 In col'lmn 80 ( Sequence AA) 

Record Identi 
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Uno Filename z j 
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• Figure 30. Input Data Records 

Numeric Ent.ries 

If there is more than one record type with
in an input file, the records may appear in 
some predetermined sequence. TO process 
the input data records ina ~redetermined 
sequence, the input records .. are specified 
on the Input specification sheet in the 
same sequence in which t.hey are to be read 
by the object program. For example, assume 
that the input records appear as shown in 
Figure 31. The Name Record is assigned 01 
because it is the first type. The street 
Record is the second type. The street 
Record is assigned 02. The City-State 
Record is assigned 03, and the Item Number 
Record is assigned 04. (In this case. 
there may be several items-number records). 
If the input records do not appear in this 
predetermined sequence, program processing 
stops (information is out of sequence). 
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• Figure 32. Entries for Numeric Sequence 

Figure 32 illustrates the sequence in 
which the records must appear. 

Restrictions 

:~ Fie 
2-

1 
J 
52 53 5 

Numeric entries must consist of two 
digi ts .. 

Q The entries in a predetermined sequence 
must begin with 01 for each file (columns 
15-16 of the input sheet). 
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• The entries in a predetermined sequence 
must be in ascending order in columns 
15-16. 

• Header cards or other cards that are not 
in sequence must be specified on the 
Input Specification sheet before specifi
cations that are to be sequence-checked. 
Enter alphabetic sequence record-types 
first, followed by numeric-sequence 
record-types for each file. 

• A maximum of 99 record-types is allowed. 

NUMBER (COL,UMN 17) 

If a numeric code is assigned under 
Sequence, an entry must also be made in 
Number (column 17). If an alphabetic code 
has been assigned under Sequence, leave 
this columnl blank. 

The entries for Number (column 17) are: 

1 - Only one record of a type may be 
pre~sent in a control group_ 

N - One! or more records of a type may 
be present in a control group. 

Blank - The records do not appear in a 
det,ermined sequence. 

As ShOWIll in Figure 32, there can only be 
one Name RE!Cord, but there can be multiple 
Item Number' Records. 

OPTION (COI,UMN lS) 

This specification is used only with 
numeric-sequenced record-types. If a 
specific rE!cord-type must be present to 
perform an operation, leave this column 
blank. If the presence of a record is 
optional, E!nter the letter 0 in column lS. 

In Figure 32, the 0 (alphabetic) in 
column lS i.ndicates there mayor may not be 
an Item Number for each group. In this 
example, Nairne, Street, and City-State 
records musit be present. 

RESULTING INDICATOR (COLUMNS 19-20) 

The entry in these colUmns is used in con
junction wi.th the next entry Record Iden
tification Codes. This entry serves two 
functions: 

1. It establishes a unique two-digit code 
for each input-record type. 

2. A special indicator is turned on in the 
object program each time the input 
record is present. That is, the object 
program may test for this condition 
during the processing of the calcula
tion and output specifications. 

To understand the first function of this 
entry, assume that an input record is iden
tified by all of the following codes: 

1. An X in column so. 
2. A digit 5 in column 79. 
3. No R in column 7S. 

By assigning one two-digit resulting
indicator code to represent all these 
codes, it is easier to refer to this input 
record during the processing of the 
calculation and output specifications. 

As an example of the second fUnction of 
this entry, resulting indicators may be 
compared to selectors in punched-card 
machines or to internal and external 
switches on electronic data processing 
machines. The use of resulting indicators 
(like the use of selectors and switches) 
permits certain operations to occur only on 
specific conditions. 

In Figure 32, the four record-types have 
been assigned resulting indicators 12, 13, 
14, and 15. When one of the records is 
present, the appropriate resulting indica
tor is turned on, and those specifications 
pertaining to the record are performed. 
Specifications associated with other 
record-types are not performed. 

Resulting indicators are turned on and 
off during the processing of the object 
program, as the various record-types are 
read by the system. However, only one 
resulting indicator (for a record-type) can 
be on at one time. When a resulting indi
cator is turned on, all other resulting 
.indicators are turned off. There is one 
exception to this condition (see Chaining). 

Other indicator conditions that can be 
established in the program are field indi
cators (columns 65-70 of the Input specifi
cation sheet) and resulting indicators 
(columns 54-59 of the Calculation Specifi
cation sheet). These functions are des
cribed later, but one aspect of their use 
is of interest at this time. 

All three types of indicators are 
,assigned a two-digit number from 01-99. 
The indicator codes can be assigned in any 
sequence. For example, four different 
record-types could be assigned codes 40, 
62, 9S, and 02. 
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RECORD-IDENTIFICATION CODES (COLUMNS 21-41) 

These entries provide a way of identifying 
each different record-type used in the 
object program. As mentioned previously, 
once the record-type has been~defined on 
the Input Specification sheet, references 
to the record are made by its'resulting 
indicator. 

These columns provide for the entry of 
one to three identifying codes as indicated 
by the numbers 1, 2, and 3 on the Input 
Specification sheet. It is possible to 
specify more than three codes by using more 
than one line. If only one record-type is 
in the input file, the identification codes 
can be left blank, but a resulting indica
tor and sequence number must still be spec
ified. 

Each of the three sets of entries is the 
same, so only the first set (columns 21-27) 
is described. Each set is divided into 
four categories: 

Position (columns 21-24) 
Not (column 25) 
C/Z/D (column 26) 
Character (column 27) 

Position (Columns 21-24) 

Enter in this column (or columns) the posi
tion in each data record of the character 
that contains the identifying code. The 
position must be right-justified in columns 
21-24, and leading zeros may be omitted. 

Not (Column 25) 

Enter an N in this column if the code des
cribed must not be present in the specified 
record position. otherwise, leave this 
column blank. 

C/Z/D (Column 26) 

The object program identifies the different 
record-types of a program by comparing the 
character written in Character against the 
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codes contained in the records. The entry 
in column 26 specifies whether the object 
program is to compare against the entire 
character (C), against only the zone por
tion (Z), or against only the digit (D). 
Enter a £, ! or Q in column 26. 

ZONE RECORD IDENTIFICATION: Testing a zone 
means that the zone of the character speci
fied in columns 21-24 of the input sheet is 
used to identify the record. The amper
sand, the minus, and the blank are excep
tions. An ampersand will be identified as 
an ii-zone, and a blank will be identified 
as a no-zone. The four common zones are: 

+ 
1. 12-zone or plus zone (0, A-I, and &). 

2. ii-zone or minus zone (0, J-R, and 
minus) • 

3. O-zone (S-Z). 

4. No zone (0-9 and Blank). 

When you use a blank, ampersand, or 
minus in the character portion of a zone 
test, other characters which contain the 
same machine zone (e.g. 1,~, or !, 
respectively) will not satisfy the zone 
test. 

Character (Column 27) 

Enter in this column the identifying char
acter that will be compared to the charac
ter specified in the input record. The 
character used in this column may be any 
letter A-Z, any number 0-9, or any special 
character. 

Examples of Record-Identification Codes 

Examples of record-identification specifi
cations are shown in Figure 33. The expla
nation of each entry is given here. 
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• Figure 33.. Record Identification Codes 

1. This .!!ntry specifies an ii-zone in 
record position 48. Any of the letters 
J-R, c)r the minus sign, could be placed 
in Chclracter because they all contain 
an 11··zone. A Z must be placed in 
column 26 so that only the zone portion 
is ch.!!cked. If a C were placed in this 
column, the object-program would com
pare t.he lett:er ~ against the input
record code instead of a ii-zone. A 
minus could be placed in this field to 
repres:Jent an ii-zone, and an ampersand 
could represent a 12-zone. 

2,. This 4!ntry specifies that no ii-zone 
may bu present in record-position 48. 

3. This entry specifies that the digit 
porti()n of the code is checked. A 
character whose digit portion is 2. must 
be in record-position 62. For example, 

I 
I 

~ ~ 
N a 
'-..c 
UU 

40 41 

ZA 

I I I 
I I I 

Field 
Location 

.§ Fie 

From To l 
1 
'2 
Q 

44 45 4647 48 49 50 51 52535 

I ! 1 

TT I I ! 
i ! I 

I ! 
i 

i I ! 1 
I I I ! ! 

I i i I 
i I I i ! 

• i I : ! I 
i : ; i I 

I I I I 1 

a 5, N, V, or ~ would fulfill this 
requirement. 

4. This entry specifies that the letter 1: 
must be present in record-position 49. 

5. These entries specify that all three 
codes must appear in the same record. 
A ~ must appear in colUmn 16. Column 
40 must not contain the number 5, and 
column 80 must contain a 12-zone. This 
is known as an AND relationship. 

The last example illustrates the way to 
specify more than one code on more than one 
line. If an input record contained five 
different codes, they could be specified as 
shown in Figure 34. This is also known as 
an AND relationship. It implies that the 
card is identified by: 
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• Figure 34. Specifying More Than Three Identification Codes 

1. A 4 in column 16, and 
2. No 5 in column 40, and 
3. An ii-zone in column 80, and 
4. A 2 in column 20, and 
5. A 3 in column 25. 

Additional specification lines can be 
used to specify as many record 
identification codes as required. Each 
additional line must begin with the word 
AND in columns 14-16 and blanks in columns 
17-2 o. 

OR Relationship 

Three types of OR relationships are possi
ble: 

1. One or more record-types have the same 
fields in the same positions of the 
record. (All fields in one record-type 
are in the same relative positions in 
another record-type.) 

2. One or more record-types have the same 
fields, but the fields are in different 
positions of the record. For example: 
unit cost is in positions 21-25 in one 
record-type and in positions 31-35 in 
another record-type. 

3. One or more record-types have different 
fields in the same positions or in 
different positions of the record. For 
example: two record-types with ten 
fields in the same relative positions, 
but with three fields in different 
positions. It is of value to specify 
these record-types in an OR relation
ship only if there are more fields that 
are alike than fields that are unlike. 
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The use of this facility and its advan
tages will be easier to understand 
after the explanation of Records in an 
OR-Relationship. 

Omitting Record Identification 

When input records are to be processed 
alike without regard for their identifying 
codes, columns 21-41 may be left blank; 
however, sequence (columns 15-16) and a 
resulting indicator (columns 19-20) must be 
specified. 

When only certain record-types within a 
group are to be read and processed, they 
must be listed first with their identifying 
record codes. The remaining record-types 
may be bypassed or processed as a group. 
In either case, they are specified as the 
last record-type and they must have a 
resulting indicator s.~.i.e.d-::ro:r._ih.em.. 

'columns 21-41 of the Input Specification 
sheet are left blank. 

Note: If the records are to be 
bypassed, they should not be referred 
to on the calculation or output sheets. 

STACKER SELECT (COLUMN 42), 

If the input record type is from cards that 
are to be stacker-selected, the number of 
the stacker into which the card is to be 
selected is entered in column 42. Leave 
column 42 blank if the cards are to go to 
the normal pocket. 



The stac:::ker po<:kets and their acceptable 
codes are: 

r--------------------------, 
I IBM 1442 I 
I Pocket Code I 
~--------~---------------~ 
I 1 I 1, or blank I 
, :2 I 2 I L. ________ -"" ________________ J 

r----·---------------------, 
I IBM 2540 I 
I Poc]{et Code I 
~---.----------------------~ 
'No~nal I Blank I 
I :l I 1 I 
I :2 J 2 I L ____ • ____ -"" ________________ J 

The stacker-select entry should be made 
on the sain~e line with the record identifi
cation. I:f different records in an OR 
relationship are to be stacker-selected, 
enter the codes on the same line with the 
record ideJrltif ication. ~acker select must 
be s~cifile<L2n. WJ.kb' l.1ne ;1n an QR
relatiO'mrlrrp-!f it i~ 
....--.~~ t$II' ........ 

COMBINED FILES STACKER SELECT 

When there are combined files to be 
stacker-selected, the userean determine 
@he stacker pocket into which the cards 
will fall. The Stacker Select entries 
(column 42 of the Input Specification sheet 
and column 16 of t.he Output-Format S,pecifi
cation she,eQ) must be utilized in one of 
the following ways when using an IBM 1442 
Card Read-Punch: 

1. If stacker po~ket 1 is selected, enter 
1 in the appropriate column of either 
sheet. The remaining entry can be 1 or 
blank. 

2. If etacker pocket 2 is selec:::ted, enter 
1 in the appropriate column of either 
sheet. The remaining entry can be 1, 
1, or blank. 

Note: W,hen there is to be punched 
input and punched output, stacker pock
et 2 always takes precedence; i.e., it 
can never be overridden. 

When an IBM 2540 Card Read-PUnch is 
USGd, and the combined files are to be 
stacker selected, the last entry specified 
always takes precedence. 

FIELD DESCRIPTION ENTRIES 

As mentioned previously, the Input Specifi
cation sheet consists of two categories: 
record identification and field descrip
tion. 

On the record identification portion of 
the Input Specification sheet, one line 
represents the specifications for one 
record-type. On the field-description 
portion of the sheet, one line represents 
the specifications for one field of a 
record. 

The following information concerns the 
individual field descriptions of one 
record-type. Field descriptions are always 
written on the specification line immedi
ately below the specification line that 
identifies the record-type. 

Field description entries describe the 
fields of the input record to be used in 
the report. Each field of the record 
reqUires one line on the Input Specifi
cation sheet. Columns 7-42 of the line 
must be blank. 

PACKED (COLUMN 43) 

Enter a P in this column if the input field 
is in the packed decimal format. other
wise, leave this column blank. 

Note 1: If a P is entered in this 
column and the-input field specified is 
blank, an arithmetic check and an 
abnormal end-of-job will occur. 

Note 2: If the field is in packed 
format, RPG will compute the unpacked 
field length using the following formu
la: 

[(TO Position-FROM Position) *2]-1 

FIELD LOCATION 

Columns 44-51 of the Input Specification 
sheet are used to describe the location of 
each field in the record. The maximum 
field length for a numeric field is 15 
digits. The maximum field length for an 
alphameric field is 256 characters. 
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FROM (COLUMNS ""-47) 

This entry shows the location of the first 
pOsition of the field, that is, the high
order position. The entry in columns 44-47 
is riqht-ju8tifled,and preceding zeros may 
be omitted. 

TO (COLUMNS 48-51) 

This entry shows the location of the last 
position of the field (the low-order 
po8i~ion). The entry in columns 48-51 is 
right-justified, anel precedinq zeros may be 
omitted. In Figure 35, the field DEPT may 
be found in columns 5-8 of the input 
record. 

RECORDS IN AN OR-RELATIONSHIP 

It is possible to specify two different 
record-types (whose fields are in the same 
positions) with one set of specifications. 

In Figure 35 note that OR has been entered 
in columns 14-'15. Thus, two different 
input records have the same field8, but the 
identifying codes are different.. The.OR in 
columns 14-15 indicates that the fields may 
be taken from an input record that has a 5 
in column 35 and no 11-zone in column 80, 
or the field may be taken from an input 
record that has a 6 in column 35. Thus, 
Figure 35 shows the only additional s.peci
fication required to specify both input 
records that are acceptable. 

Note: In this case, it is not neces
sary to enter indicator 14 for the 
second record identification, because 
it has been previously specified. 

It is also possible to specify two 
records in an OR-relationship when the 
field records are not in the same location. 
Using Figure 36, notice in columns 19-20 
that resulting indicator 14 is turned on 
when a 5 is in column 35 and no 11-zone is 
in column 80. Resulting indicator 16 is 
turned on when the input record has a 6 in 
column 35. By specifying an OR
relationship, it is possible to specify 
both record-types with one set of 
specifications .. 

INTERNATIONAL BUSINESS MACHINES CORPORATION Form X24-3350 
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• Figure 35. Specifying Input Fields 
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• Figure 36. Specifying Field Location 

Position 

35363738 

I I ! 

ii' 
! I i 

I ! ! 
! ! 

I : 

In this examplt:!, the field locations are 
not the same in both types. so it is neces
sary to pr()vide a separate resulting indi
cator code for the second record type. The 
second lin~e, columns 14-27, of Figure 36 
indica tes 't.hat there is a second input 
record tha,t is acceptable.. However, FLOC 
(field C) is not located in the same posi
tions in D::>th record-types. so it must be 
specified twice. Each of the two entries 
for FLDC must be related to the appropriate 
record typ~e. ThiB is accomplished by 
entering the resulting indicator code, 
which is taken from columns (63-64). 

Thus, if resulting indicator 14 is on, 
FLOC will lbe taken from positions 66-70 of 
the input record. If resulting indicator 
16 is on, l~LDC will be taken from positions 
61-65 of the input record. 

Specifying record-types in an OR
relation is not limited to only two 
records. As many records as are required 
can be specified as having an OR
relationship. 

DECIMAL POSITION (COLUMN 52) 

An entry in this column serves two 
functions: 

J 
§ i 
40 42 

Field 
Location 

From To 

44 45 4647 48 49 50 51 

! I I 

: i I 
i i i1 4 
! I i5 i 8 
; : 19 I :14 
i Ul5 I 2,8 
! 14jf :5!~ 

I !~,'j6i5 

Field 
Indicators 

;-~ § 
Field Name :ii :ii ~ Zero St~~~g 

] : ~ "e .. 
8 

Plu. Mlnu. or Position 
- .5.5 W Blank 

j 1 ~ ~ 
53 54 55 56 57 58 59 60 61 62 6364 65 66 67 68 69 70 71 72 73 74 

I 
DIVSON I 
DEIP'! i I 
EMPNO ! I 
NA'/'4E 
FLIDAI i i 
FLiD8i! !r 1-- \: j 

F L'P C i II 14 : 
J I i 

il 16 II ! i 
:'1-- 'I I • I i 

I I 

1. It is used by the object program to 
determine the number of decimal posi
tions contained in the numeric field 
which is specified in Field Location. 

2. It causes the field specified in field 
location to have 0-, 11-, or 12-zone 
bits removed from all positions of the 
field except the units position. 

Enter in this column the digit that 
represents the number of decimal positions 
in the input data field. If the data is a 
whole number, enter 0 in this column. An 
entry in this column specifies this field 
is a numeric field. If the field contains 
alphameric data that is to be treated as 
alphameric data, leave this column blank. 

In Figure 36, DIVSON is an alphameric 
field and no entry is made in column 52. 
However, FLDA through FLOC are numeric 
fields but they contain no decimals. A 
zero is entered in column 52 for these 
fields. 

FIELD NAME (COLUMNS 53-58) 

Each field defined must be given a field 
name. Once a name has been assigned to a 
field, other references to it are made by 
using the field name, rather than by using 
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the specific record position each time. 
Thus, the record positions of the input 
fields are not needed when writing the 
calculation and output specifications. 

The field name must begin with an alpha
betic character, and it must start in 
column 53. The field name may be alphamer
ic. 

Two input files may have fields with the 
same field names. A field name is assigned 
only once by RPG. Two input files will use 
the same storage location for fields with 
identical names. This procedure is permis
sible when using RPG, but the programmer 
should be aware that possible errors in 
calculations or output may occur when two 
input files have the same field names. 
This is especially important when chaining 
fields are specified on the Input Specifi
cation sheet .. 

Certain restrictions apply to the selec
tion of field names. The following names 
can only be used in certain instances, and 
cannot be used at any time other than that 
specified. 

1. TAB These three characters 
can only be used as a 
prefix to the name of a 
table. 

2. P AGE This prefix can only be 
used in reference to ~ 
numbering. 

3. A L T SEQ. This name cannot be used 
as a field name. 

4. CON T D _ This name can only be 
used in conjunction with 
the conversion routine. 

5. INn n _ This name can only be 
used as an RLABL ref
erencing an indicator. 

Specifying the Same Data Field as 
Alphameric and Numeric 

If the same field from an input record is 
to be used as both an alphameric and a 
numeric field, the field must be specified 
twice by assigning two different field 
names to the same location in the record. 
If no decimal positions are specified for 
the field, it is considered to be an 
alphameric field. 
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Specifying Constants 

The term constant is frequently used for 
information that is not changed with each 
record. It is usually not altered during 
the object run. Examples of constants are 
date cards, or other data that may be 
changed for each run. The technique to get 
this information to the program is by 
defining a special record type and by 
ass~gning a field name that is not other
wise used. If the constants must be avai
lable before the first data record of a 
file is processed, it may be necessary to 
define an additional file. This technique 
will also permit entering of constants that 
are too large to be specified as literals 
in the source program. 

Figure 37 illustrates field names that 
are easy to read and suggest the function 
of the fields they represent. 
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CONTROL LEVEL (COI,UMNS 59-60) 

As the objE~ct program is processed, a 
change in ell control field causes all proc
essing indicated by this change to be ini
tiated. Columns 59-60 are used to provide 
a convenient and simple method for speci
fying all control functions. 

Up to nine cont~rol levels can be used by 
RPG. TheSE! levels are designated Ll, L2, 
L3, ••• L9. An indi.cator similar to the 
resulting indicator is associated with each 
control-level designation. They are used 
to cont.rol functions specified on the cal
culation and output specification sheets. 
When the field specified in Field Location 
is a contre)l field, its appropriate cont.rol 
level must be specified in columns 59-60. 
Figure 37 shows the entries for three con
trol fields. (The control fields could 
have been l:i.sted on the sheet in any 
sequence.) When more than one file has 
control levels specified, the overall 
length of E~ach control field must be the 
same length for all record types. 

Additional Functions of Control Level 
Spec if icatj~ons 

If a field specified in field location also 
has an entl:y in control level, the object 
program places thEl field into two main 
storage arE~as. One area, known as a 
control-fiE!ld holding area, is used for the 
controllin9 functi.ons of t.he field, and the 
other is used for any other uses of the 
field (such as for printing or for arith
metic calculations>. 

For example, i t~ may be necessary to use 
a field fOJ: controlling functions but with
out considE~ring zone bits in the comparison 
of the record to the next record. If the 
zone bits are not to be used in a compari
son, specify the field as numeric by making 
a decimal entry in column 52. If the zone 
bits are to be used in a comparison, leave 
column 52 blank. In Figure 37, L3 in 
columns 59--60 causes the field DIVNO to be 
placed into storage in one area with zone
bits removed from all positions of the 
field to bE~ used for-control functions and 
to be placE!d in another area with zone bits 
removed from all positions of the field 
except the units position. The RPG program 

automatically performs the operations of 
storing the field twice and performing the 
appropriate zone elimination. No 
additional specifications need be written 
by the programmer. 

SPLIT CONTROL FIELDS: Several fields in an 
input record can be specified as one con
trol field. In the lower half of Figure 
37, three fields, which are not in continu
ous record positions, are specified with 
the same L4 control level. The three 
fields are treated as one control field: 

ICUSNO I ACTNO I REGNO I 

The first field defined on the input 
sheet is placed in the high-order position, 
and the last field is placed in the low
order position. All fields are placed 
according to the sequence in which they are 
defined on the Input Specification sheet. 

USING SPLIT CONTROL FIELDS WITH FIELD 
RECORD RELATION 

Several rules must be observed when split 
control fields (columns 59-60) are 
specified in conjunction with Field-Record 
Relati~ (columns 63-64). ------------

1. For each indicator, the sum of the 
length of the split fields must be 
equal to the length of the combined 
control fields as originally defined 
for a particular control level. In 
Figure 38, the sum of the lengths of 
FLDA and FLDB (L1 for blank indicator) 
must be equal to the sum of the lengths 
of FLDA1 and FLDB1 (Ll for indicator 
01) • 

2. Within the specifications for a qiven 
indicator (in the Field-Record Relation 
columns), the control levels must be in 
ascending sequence. In Figure 38, the 
specifications for indicator 01 are 
entered in ascending sequence (L1, Li, 
and L4). 

3. The split control levels specified with 
no entry in Field-Record Relation 
(blank resulting indicator) must be 
specified first. In Figure 38, the 
fields FLDA-FLDE (blank in columns 
63-64) are entered before the remaining 
entries are specified. 
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• Figure 38. Using Field-Record Relation 

4. The split control fields associated 
with a specific indicator must be spec
ified together. In Figure 38, the 
control levels associated with indica
tor 01 are specified together, and the 
control levels associated with indica
tor 02 are specified together. 

5. Split control fields of the same level 
must not be separated. For example, it 
would be incorrect to place a data 
field between FLDA2 and FLDB2 (both 
L1). However, it is permissible to 
place a data field between different 
control levels. For example, the field 
ORDER is between FLDC (L2) and FLDD 
(L3). 

6. If split control fields of one level in 
one type of record are specified with 
and without field-record relation indi
cators, only the fields conditioned by 
a field-record relation are valid 
whenever the appropriate indicator is 
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on. The control fields without a 
field-record relation are disregarded. 

7. Each split control field must be either 
alphabetic or numeric throughout. 

MATCHING FIELDS OR CHAINING FIELDS (COLUMNS 
61-62) 

These columns are normally used if the 
input consists of more than one file. It 
enables the program to match or chain the 
records of one file with those of another 
file. 



Ma tchinq F iE!lds 

If a field s;pecified in Field Location also 
has an entry in Matching Fields, the field 
is placed into another main storage area 
known as a matching-field holding area. 

Up to three matching fields (designated 
by M1-M3) are allowed. This entry may be 
used to matc:h records in different sequen
tial files. The second sample program at 
the back of this publication uses matching 
fields in a card input file and a tape 
input file t.o govern processing of records. 
A discussion of this use of matching fields 
may be found in Processinq Multiple Input 
Files. 

USING THE MJ!.TCHING FIELDS SPECIFICATION FOR 
SEQUENCE-CHE:CKING: If only one input file 
is specified, fields within the file may be 
sequence-chE!cked by using the matching
fields specification. Up to three fields 
within the file may be checked. A chaining 
file may alSlo be sequence-checked. If the 
chaining fiE!ld is to be sequence-checked, 
it must be defined twice, using two 
different field names. In Figure 39, three 
fields within the input file are to be 
sequence-ChE!cked. The data from the three 
fields will be moved by the RPG program to 
the matchingr-field holding area as shown in 
Figure 40. When the second record has been 
read, it will be moved as shown. The com
pare operation is made on all three fields 
at the same time. M3 is placed in the 
highest-ordE!r position. M1 is placed in 
the low-ordE!r position. 

------------------------------------------~ 
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• Figure 39. USing Matching Fields in a 
Single Input File 
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• Figure 40. Comparing Matching Fields 

In column 18 of the File Description 
Specification sheet the programmer must 
specify if the file is in ascending or 
descending sequence. In Figure 39 assume 
that the file has been specified in ascend
ing sequence. The number 003051008 is 
lower than 005025003. Thus, the file is in 
ascending sequence. 

EXIT TO A TRANSLATE SUBROUTINE 

If the sequence of the matching fields is 
not the same as the collating sequence of 
the System/360, the RPG program can provide 
an automatic exit to an external user sub
routine that translates the sequence of the 
matching fields to the collating sequence 
of the system. 

An entry in the Processor Control Card 
is all that is required to cause the RPG 
program to branch to the subroutine. The 
automatic branch occurs after the input 
card is read in and before the RPG program 
checks the sequence of the matching field. 

The subroutine to translate the matching 
fields must use the predefined label ALT
SEQ. The register conventions for this 
subroutine are the same as those for the 
EXIT operation code. <See Exit to a Sub
routine.} The address of the hold area 
containing the matching fields to be tran
slated will be contained in Register 1. 
The subroutine must place the translated 
fields back into the matching-field holding 
area before it returns control to RPG. 
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The original dat.a fields (to be used for 
con~rollingf print.ing" arit.hmetic calcula
tions, etc4) are not. t.ranslated by the 
subroutine. 

Chainin, Fields 

The use of chaining files is expl&ined in 
the sect.ion'Chaining_ Up ,to·t.hree chaining 
fields are permit.ted in a record. In these 
columns. ent.er the code that identifies the 
chaining field Cl,C2, or C3. 

FIELD-RECORD RELATION (COLUMNS 63-64) 

This specification is used to specify 
records in an OR-relationship when the 
field records are not in the same location. 
Enter in columns 63-64 the appropriate 
resulting indicator which will be on when 
the field is used. An explanation of the 
use of this specification was contained in 
Records in an OR-relationship, and an examr 
pIe of this specification is in Figure 36. 

Using Field-Record Relation with Chaining 
Files 

These columns (63-64) can be used to condi
tion chaining to a specific file. If the 
indicator entered in columns 63-64 is on 
when the chaining technique is used, the 
object program will then get the record 
from the designated file. When this column 
is blank, the chained record will be 
obtained whenever the specified record-type 
is present. 

For example, if MR is entered in Field
Record Relation, the field will be used as 
a chaining field only if the matching 
record indicator is on. 

FIELD INDICATORS (COLUMNS 65-70) 

Entries in columns 65-70 are used to test 
the status of a field when it is read into 
the system. This entry is an indicator 
that will be turned on when the field spec
ified on the line is plus, minus, or zero 
or blank. 
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Plus (columns 65-66) 

A plus condition occuraWhen t.he value of a· 
numeric field is greater than Q. 

Minus (Columns 67-68) 

A minus condition occurs when the value of 
the field is less than O. 

Zero or Blank (Columns 69-70) 

A zero condition occurs if afield contains 
all zeros or all blanks. 

Types of Indicator Codes for Plus, Minus, 
And Zero or Blank 

If-the status of a field is tested so that 
calculation and output speCifications can 
be modified, a two-digit field indicator is 
used in the appropriat.e columns (65-66, 
67-68i or 69-70). These codes, from 01-99, 
can be defined one or more times on the 
Input Specification sheet. If·the same 
indicator is defined on more than one 
specifi~ation, the last 'specification exe
cuted will determine the status of ,that 
indicator .. 

Using Figure 37, if ,the input-field 
BALNCE is a plus number, field-indicator 01 
will be turned on. Indicator 01 will 
remain on until a new BALNCE is read in and 
tested. If FIELD2 is andnus number, 
field-indicator 02 will be turned on. If 
AMl'DUE is zero or blank, field-indicator 03 
will be turned on. 

Note: The indicator that is turned on 
remains on until the next time the 
field is tested by this particular 
specification. 

Note that defining these indicators 
means that they have been entered in 
appropriate columns of the Input Specifi
cation sheet. Using these indicators means 
that they have been specified on the calcu
lation or output sheets and that they are 
tested to determine their status. The 
field indicators will be discussed with the 
output and calculation sheets. 



HALT INDICA'TORS 

Nine additional indicator codes, known as 
halt indicators, can be used in the RPG 
program. These indicators, designated as 
!Il through .H9, halt the processing of the 
object program when error conditions (as 
determined by the programmer) have been 
detected. 'These indicators can also be 
used in calculation and output specifi
cation sheets to control specifications and 
stop processing. For example: the status 
of a field can be tested, and depending 
upon the results of the tests, a halt indi
cator may be set on which will terminate 
the object program. 

If one of these indicators has been 
turned on during the processing of a 
record, the object program is stopped at 
the completion of ·the processing of that 
record. However, processing wi 11 not be 
int.errupted if a halt indicator that has 
been turned on is ·turned off before the 
program attempts to read the next input 
record. 

STERLING (COLUMNS 71-74) 

Enter in these columns the position in the 
record that contains the sign of the Sterl
ing field. If the sign is in the normal 

position, enter an §. in column 74. Leading 
zeros may be omitted. Leave these columns 
blank if the Sterling Specification is not 
used. Additional information on Sterling 
is in the section sterling Routines for the 
Report Program Generator at the end of this 
publication. 

SUMMARY OF INPUT SPECIFICATIONS 

This concludes the description of the input 
specifications. Additional information on 
matching or chaining fields may be found in 
Processing Multi~Insert Files. The 
input specifications listed are used with 
the calculation and output forms. The use 
and fUnction of these specifications may 
become more apparent to the reader after 
the descriptions of the calculation and 
output specifications have been read: 

Resulting Indicator 
Field Name 
Control Level 
Mat.ching FieldS 
Field Indicators. 
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CALCULATION SPECIFICATION SHEET 

This sheet is used to specify the opera
tions to be performed by the object program 
upon the input data and upon data obtained 
as a result of other calculations. Two 
general rules govern the writing of calcu
lation specifications: 

1. Each operation is specified on one line 
of the sheet. Operations must be list
ed in the order in which they are to be 
performed in the object program. 

2. Detail calculations must precede all 
total calculations. Calculations with
in these two groups must be specified 
in the order in which they are to be 
performed on the data. 

The calculation sheet is divided into 
three categories as shown in Figure 41: 

1. When calculations are to be performed. 
These entries (columns 7-17) determine 
when the calculations are to be per
formed and upon what conditions they 
are to be performed. 

2. What kind of calculations are to be 
performed. These entries (columns 
18-53) determine the kind of calcula
tions to be performed, such as add, 
subtract, multiply, etc. These entries 
also supply information about the 
result of the calculation. 

3. What tests are to be made on the 
results of the calculations. These 
entries (columns 54-59) test the 

results of the calculations to modify 
subsequent calculations or output 
specifications. 

WHEN CALCULATIONS ARE TO BE PERFORMED 
(COLUMNS 7-17 

The two specifications in this category are 
control level and indicators. 

CONTROL LEVEL (COLUMNS 7-8) 

Calculations are performed either at detail 
time or total time. These columns (7-8) 
indicate the control level of calculations 
performed at total time. An entry (Ll-L9, 
LO, LR) in these columns determines the 
control level of the calculation specified 
in columns 18-59. 

A control break for a specific control 
level forces all lower control level indi
cators to be turned on. For eX3mple, an L3 
break causes L3, L2, and Ll indicators to 
be turned on. A blank entry specifies that 
the calculation will be performed at detail 
time. 

A test for a control change is made 
after each record is read into the system. 
Total c~lculations are performed after this 
test is made and before the record that 
caused the control change is processed. 
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• Figure 41. Calculation Specification Sheet 
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The entries for this specification are 
the control-level indicators Ll-L9 and the 
indicators LR andLO. A control level 
indicator is turned on by a control break. 
It is on during total time, and it remains 
on for the following detail time, which 
includes both the calculating and the 
printing of the detail record. An entry of 
Ll-L' in these columns is obtained from the 
control Level field on the Input Specifi
cation Sheet, columns 59-60. 

LR (Last Re!cord) Indicator 

This indicator is turned on after the last 
input recoI:'d has been read and calculated, 
and after the appropriate detail records 
are written.. At this time, the control
level indicators Ll through L9 are also 
turned on. 

;LO (Level Z,ero) Indicator 

This indica.tor is always on during the 
processing of the object program. By 
specifying LO, total calculations can be 
performed €!ven though a control break has 
not occurrE!d. This operation would be 
useful in aln application when totals for 
one page of a printed report were to be 
accumulatedl when no control break had 
occurred. 

Using Control Level Specifications 

Figure 42 illustrates six control-break 
specifications. If an object program had 
only detail calculations, this specifi
cation would be left blank. The indicators 
that control detail calculations are speci
fied in columns 9-17. 
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• Figure 42. Using Control Level Specif i
cations 

INDICATORS (COLUMNS 9-17) 

The entries in columns 9-17 indicate the 
conditions that control the calculations 
specified in columns 18-59. From one to 
three indicator codes (considered to be in 
AND relationship) may be specified. The 
AND relationship means that if three indi
cator codes are specified, all three indi
cator conditions must be satisfied before 
the calculation can take place. Enter in 
columns 10-11, 13-14, and 16-17 the indica
tors that must be checked when the calcula
tion is to be performed. If an indicator 
must be off, enter an N in either column 9, 
12, or 15 (whichever is appropriate). 

The specifications used in these columns 
can be arranged into the following categor
ies: 

1. If columns 9-17 and columns 7-8 are 
blank, the calculation specified on the 
line is performed each time a detail 
record is read. 

2. A resulting-indicator code determines 
the particular record type on which the 
calculation is to be performed. This 
calculation will not be performed on 
any other record type. 

3. A field-indicator code controls the 
calculation according to the status of 
an input field. 

4. A resulting-indicator code controls the 
calculation by conditions that occurred 
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on previous calculations. (This fea
ture is shown on the Calculation Speci
fication sheet, columns 54-59, but it 
has not been discussed at this time.) 

5. A control-level indicator, L1-L9, used 
with a particular resulting indicator 
permits the calculation to be performed 
at detail time, but it is performed 
only on the first record of the control 
level specified. 

6. The matching-record indicator code, MR, 
means that the calculation is performed 
only if there is a matching record in a 
second input file. 

7. The"halt indicators H1-H9 are normally 
used to terminate the program or to 
suppress a calculation when an error 
has been detected in the input data or 
on a previous calculation. 

8. The overflow indicators permit the 
calculation to take place only if a 
page overflow has occurred. 

9. All total calculations will be bypassed 
until the first control break has 
occurred. 

In addition, this specification entry 
(columns 9-17) may contain a combination of 
some of the preceding categories. Also, a 
calculation may be controlled by the fact 
that an indicator must not be on. 

Figure 43 shows entries that may be made 
in columns 9-17. The numbers to the right 
of the entries refer to the following list: 
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• Figure 43. Using Indicators 
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1. The first example is a blank entry. 
This means that the calculation is 
performed on every detail record. 

2. In this example, indicator 16 could be 
a resulting indicator for a specific 
record-type. 

3. In this example, indicator 16 could be 
a resulting indicator, and indicator 18 
could be a field indicator, which is 
specified on the Input Specification 
sheet. If indicator 18 is used to test 
an input field for blanks, this entry 
means, in effect, that the calculation 
would be performed if record-type 16 is 
present and the contents of the field 
represented by indicator 18 is not 
blank. 

4. This example is similar to the previous 
example. However, indicator 19 could 
be a resulting indicator, turned on by 
the previous calculation. The calcula
tion specified on this line in columns 
18-59 would not be performed unless 
indicator 19 was also on. 

5. This entry means that the calculation 
is performed at detail time on control
levell, and only if indicator 24 is 
on. 

6. This entry means that the calculation 
is performed only if indicator 16 is on 
and there is a matching record 
condition. For example, when fields 
from detail records are multiplied by a 
factor contained in a master record, 
the program must have a way of insuring 
that the detail record has been matched 
with the appropriate master record. 

7. The entry of Hi prevents the object 
program from performing the calculation 
if an error condition has occurred. 
Note that when an error occurs, the job 
is not terminated until after all proc
eSSing for the record has been complet
ed. This facility is provided so that 
the programmer can prevent the calcula
tion of erroneous data. 

8. This entry means that the calculation 
is performed on the detail cycle fol
lowing an overflow condition. 

KINDS OF CALCULATIONS TO BE PERFORMED 

This section describes the kind of calcula
tions to be performed. These specifi
cations answer the following three ques
tions: 

1. What fields are to be used? 



2. What ils the operation (add, subtract, 
multiply, etc .. )? 

3. What ils done with the result? 

FACTOR 1 (COLUMNS 18-27) 

This s peci:f ication can be afield name or a 
literal. If it is a field name it must 
have been defined on the Input Specifi
cation shetet, or it must have been defined 
in the result field of another calculation. 
The field name must be left-justified, and 
the first character must be either alpha
betic or ~. *, or $. 

Literals 

A literal .is the actual data to be operated 
on, rather than a name representing the 
location o:f data. Literals may be numeric 
or alphabe'tic. Numeric literals may be up 
to ten cha:racters long. Alphameric liter
als may be up to eight characters long. 

NUMERIC LI'rERALS: A numeric literal can 
consist of any cOlnbina tion of the numbers 
0-9. One decimal symbol and/or one plus 
sign or one minus sign may also be used. 

Rules for Forming Numeric Literals: 

1. Blanks must not appear within a numeric 
literal. 

2. The si9n, if present, must be the left
most character. If a literal is 
unsigned, it is treated as a positive 
literal. 

3. The decimal point can appear anywhere 
in the literal. 

4. Numeric literals must not be enclosed 
in quote symbols. 

ALPHAMERIC LITERALS: Any set of consecu
tive characters enclosed in a set of 
single-quote symbols is treated as an 
alphameric literal. Alphameric literals 
may be used for compare operations, but 
they may not be used in computations. 

Rules for Forming Alphameric Literals: 

1. Any character may be used in an alpham
eric literal. Blanks are treated as 
valid characters in the body of the 
literal. 

2. Alphameric literals must be enclosed in 
a set of single-quote symbols. 

3. A single quote symbol may be contained 
within a literal by entering an addi
tional single quote symbol within the 
literal. For example, the literal 
o'clock would be coded as 'o'·clock'. 

Figure 44 illustrates entries for 
Factor 1. 
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• Figure 44. Factor 1 

1. GROSS could be a field name specified 
on the input sheet. 

2. NETAMT could have been specified as the 
result field of the previous calcula
tion. 

3. This numeric literal could be used in 
the program to determine if specific 
fields in the input records were higher 
or lower than this number. The decimal 
position must be indicated (if the 
number is not a whole number) but com
mas must not be used. 

4. Alphameric literals like the one in 
this example can be used to compare 
against a data field in the input 
records to perform certain types of 
calculations, only upon records rep
resenting the month of January. 

The discussion of Factor 1 also applies 
to Factor 2. 

SUMMARY OF FACTOR 1 AND FACTOR 2 

1. Enter either the name or the literal 
that is Factor 1 or Factor 2 in columns 
18-27, or 33-42. 

2. If Factor 1 or Factor 2 contains the 
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name of a field, the field must be 
defined in either: 

a. Columns 53-58 (Field Name) of the 
Input Specification sheet. 

b. Columns 43-48 (Result Field) of the 
Calculation Specification sheet. 

3. A name cannot exceed six characters. 
Special characters and blanks must not 
be used. 

4. A literal cannot exceed ten characters. 

5. Entries in Factor 1 or Factor 2 must be 
left-justified. 

OPERATION (COLUMNS 28-32) 

Entries in these columns specify the opera
tion to be performed" using Factor 1, Factor 
2, and the Result Field. Each operation is 
specified by placing the operation code in 
the operation field (Columns 28-32). 
r------.---------------------------------, 
I Arithmetic Operations Code I 
~---------------------~------------------~ 
I Add. • • • .. ... • • • • ••• • • • • • • .. • .. •• ADD I 
I Zer9 and Add .----.----- ••• -. Z-ADD I 
I Subtract •••••••••••••••••••• SUB I 
I Zero and Subtract ............ Z-SUB I 
I Multiply •••••••••••••••••••• MULT I 
I Divide ••••••••...••••••••••• DIV I 
I Move Remainder •••••••••••••• MVR I L ________________________________________ J 

r-----------------------------------------, I Move Operations Code I 
~-----------------------------------------~ I Move. .• .. • • • • .. • • • • • .. • • .. • • • • .. •• MOVE I 
I Move-Leftmost-Data-Characters MOVEL I 
I Move Low-to-High Zone • .... .... MLHZO I 
I Move High-to-Low Zone ••••••• MHLZO I 
I Move High-to-High Zone ....... MHHZO I 
I Move Low-to-Low Zone •••••••• MLLZO I L _________________________________________ J 

r-----------------------------------------, 
I Testing or Compare Operations Code I 
~-----------------------------.----------~ 
I Compare ...................... COMP I 
I Test Zone .................... TESTZ I L _________________________________________ J 

r-----------------------------------------, 
I Branching and Exit Operations Code I 
~-----------------------------------------~ 
I Branching (or Go To) .......... GOTO I 
I Providing a Label for GOTO TAG I 
I Exit to a Subroutine •••••••• EXIT I 
I RPG Label ••••••••••••••••••• RLABL I 
I User Label .••••••••••••••••• ULABL J L _________________________________________ J 
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r--'-------------------·--------·-------, 
I Turning Indicators t 
I ON or OFF COde I 
.-----------------------------------------~ I Set Indicators On ..... ---- .... SETON I 
I Set Indicators Off •• ' ............ SETOF I l _______________________________________ J 

r------------·----------------------------, 
I Table Operations code I 
~-----------------------------------------~ I Table Lookup ••••• ~~.~ •••• ~ •• LOKUP I l _________________________________________ J 

r-----------------------------------------, I Conversion Routine I 
I Operations Code I 
~-----------------------------------------~ I External Conversion Routine • ,EXTCV I 
I Record Key •••••••••••••••••• KEYCV I L _________________________________________ J 

ARITHMETIC OPERATIONS 

The fields or literals involved in this 
operation may contain numeric characters 
only. All arithmetic operations are per
formed with automatic decimal alignment. 
No arithmetic overflow will be sensed by 
RPG. The length of a field involved in 
arithmetic operations can be up to 15 
digits (this includes decimal alignment 
when necessary). The resulting field 
length after decimal alignment must not be 
greater than 15 digits. 

ADD (ADD) 

This operation causes the contents of the 
field or the literal in Factor 2 to be 
added, algebraically, to the contents of 
the field or literal in Factor 1. The 
result of the operation is placed in the 
result field specified in columns 43-48. 

ZERO AND ADD (Z-ADD) 

This operation causes the result field to 
be set to zeros and then causes the data 
contained in the numeric literal or the 
field in Factor 2 to be placed in the 
result field. Factor 1 is not used in this 
operation. 



SUBTRACT (SUB) 

This operation causes the contents of the 
field or literal in Factor 2 to be sub
tracted, algebraically, from the contents 
of the field or literal in Factor 1. The 
result of t,his operation is placed in the 
result field specified. 

ZERO AND SUBTRACT (Z-SUB) 

This operation causes the negative of the 
number contained in the literal or the 
field in Factor 2 to be placed in the 
result field specified. This operation is 
performed after the result field has been 
set to zeros. Factor 1 is not used in this 
operation. 

MULTIPLY (M;ULT) 

This operation causes the contents of the 
field or literal in Factor 1 to be multi
plied algebraically by the contents of the 
field or the literal in Factor 2. The 
result of this operation is placed in the 
result field specified. 

DIVIDE (DIV) 

This operation causes the contents of the 
field or literal in Factor 1 to be divided 
by the contents of the field or literal in 
Factor 2. The result of this operation 
(quotient) is placed in the specified 
result field. The contents of the field or 
the literal in Factor 2 cannot be zero. If 
Factor 2 is zero, a program check and an 
abnormal end-of-job will result. Any 
remainder that results fr.'om this operation 
is lost unless the move-remainder operation 
is specified as the next operation. 

Note: If a move remainder operation 
follows a divide opera'tion, the result 
in the divide operation cannot be half
adjusted. 

In this operation, RPG performs the 
adjustment of fields (divisor and dividend) 
when necessary. The divisor and dividend 
are adjusted by adding zeros to the right 
of the units position of that field. The 
following formula determines whether or not 
field adjustment is necessary: 

A = (Number decimal positions of Result 
Field) + (Number decimal positions 
of Factor 2) - (Number decimal 
positions of Factor 1) 

If A=O, no adjustment takes place. 

If A>O, the dividend will be adjusted. 

If A<O, the divisor will be adjusted. 

The amount of adjustment (the number of 
zeros added to the right of the units 
position) is determined by the absolute 
value of A in the preceding formula. 

MOVE REMAINDER (MVR) 

This operation is used to move the 
remainder from a divide operation to a 
separate field that has been set to zero by 
'the RPG processor. If MVR is used, it must 
follow the divide operation. Figure 45 
shows an example of the MVR operation. The 
remainder is placed in a field named STORE. 
The field that contains the remainder must 
be specified in the result field. 

The value of the remainder can be deter
mined by the following form~la: 

R = Dividend - (Divisor) (Quotient) 

The decimal positions of the remainder 
following the DIV operation are equal to 
the dividend decimal length (adjusted). 

Note: A move remainder operation can 
specify resulting indicators. 

For the MOVE and MOVEL operations, unpacked 
numeric fields may be changed to alphameric 
fields, and packed alphameric fields may be 
changed to numeric fields. To change a 
numer1C field to an alphameric field, Fac
to~ 2 is numeric, and the result field is 
specified as alphameric. To change an 
alphameric field to a numeric field, Factor 
2 is alphameric, and the result field is 
specified as numeric. No decimal alignment 
is performed when a move operation is used. 
When moving an alphameric field to a numer
ic field, a validity check is not performed 
on the sign of the result field. 

NO.!:~: A move operation car:not specify 
resulting indicators. 
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• Figure 45. Using the MVR Operation Code 

MOVE (MOVE) If Factor 2 is longer than the result 

This operation code causes data characters 
(starting at the rightmost position) to be 

moved from the field or literal contained 
in Factor 2 to the rightmost positions of 
the result field. 

If Factor 2 is longer than the result 
field, the excess leftmost positions of 
Factor 2 are not moved. 

If the result field is longer than the 
field specified by Factor 2, the positions 
to the left of the data that is moved 
remain undisturbed. 

Factor 1 is not used in this operation. 

MOVE LEFT (MOVEL) 

This operation code causes (starting at the 
leftmost position) data characters to be 
moved from the field or literal contained 
in Factor 2 to the leftmost positions of 
the result field. 

field, the excess rightmost positions of 
Factor 2 are not moved. 

If the result field is longer than the 
field specified by Factor 2, the positions 
to the right of the data that is moved 
remain undisturbed. When moving data to a 
numeric field, the sign of the result field 
is retained, except when Factor 2 is as 
long or longer than the result field. In 
this case, the sign of Factor 2 is assumed. 

Factor 1 is not referenced in this oper
ation. 

Figure 46 shows a use of this operation 
code. FLDA contains a five-position number 
(10000). FLDB is a four-position field. 
The result of the MOVEL is 1000 in FLDB. 
In this example, the MOVEL operation code 
performs the same function as dividing FLDA 
by 10. 

Resulting 
Indicators 

j~ 1 0 0 0 0 FLDA ..,- Plul MlnUI Zero 

FI.ld l i 
tor 1 Operation Factor 2 Result Field 

Lenllth l:f Compare Comn 
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MOVE HIGH-TO-LOW ZONE (MHLZO) 

This operation moves the zone at the left
most position of Fa.ctor 2 to the rightmost 
position of the result field. Factor 2 can 
only be alphameric. If the zone to be 
moved is located over numeric data, this 
operation can still be perforII\ed: however, 
the numeric field must have been specified 
as an alphameric field on the Input Speci
fication sheet. The result field can be 
numeric or alphameric. A result field 
specified as numeric always contains the 
standard plus or minus zone after this 
operation. Figure 47 illustrates this 
operation. 

Factor 2 Result Field 

R~3 I~ 

Before 1 
Move 

Zone Digit Zone Digit 

0011 

~~~ ~101 I 0011 I '----------'lL----.....l After 
Move 

R-i·23 
Facto,r 2 

12l 
Result Field 

Figure 47. Move High-to-Low Zone Operation 

MOVE LOW-TO-HIGH ZONE (MLHZO) 

This operation moves the zone at the right
most position of Factor 2 to the leftmost 
position of the result field. Factor 2 can 
be numeric or alphameric, but the result 
field must be alphameric. 

MOVE HIGH-TO-HIGH ZONE (MHHZO) 

This operation moves the zone at the left
most position of Factor 2 to the leftmost 
position of the result field. Factor 2 and 
the result field must be alphameric. 

MOVE LOW-TO-LOW ZONE (MLLZO) 

This operation moves the zone at the right
most position of Factor 2 to the rightmost 
position of the result field. Factor 2 and 

the result field are alphameric or numeric. 
A result field specified as numeric always 
contains the standard plus or minus zone 
after this operation. 

Figure 48 illustrates the movement of 
zones for all of the preceding four opera
tion codes. 

High to 
High 

\i9h to low 

\ 

Factor 
2 

I I I Result Field 

Figure 48. Move Zone Operation 

TESTING OR COMPARE OPERATIONS 

COMPARE (COMP) 

This operation causes the contents of the 
field or the literal in Factor 1 to be 
compared against the contents of the field 
or literal in Factor 2. The outcome of 
this operation can be used to turn on an 
indicator that has been specified in 
column~ 54-59 (Result Indicators High, LOW, 
or Equal). These indicators are turned on 
as follows: 

High 

Low 

Equal 

Factor 1 is greater 
than Factor 2. 

Factor 1 is less 
than Factor 2. 

Factor 1 is equal 
to Factor 2. 

This operation is used to make compari
sons to alter or modify subsequent calcula
tions. No result field is specified. 

• The Factor-l and Factor-2 fields are 
aligned according to whether they are 
numeric or alphameric. If numeric 
fields are compared, fields of unequal 
length are aligned to the implied deci
mal point. 

• Missing digits in numeric fields are 
assumed to be zeros. 
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• Figure 49. Using TEST ZONE 

• If alphameric fields are compared, 
fields of unequal length are aligned to 
their leftmost characters. 

• The alphameric compare operation is 
based upon the internal collating 
sequence of the system. 

• For numeric fields, the maximum field 
length is 15 digits. 

BRANCHING AND EXIT OPERATIONS 

This operation code enables the programmer 
to transfer control from the RPG program to 
a user subroutine. Factor 2 contains the 
name of the subroutine. See EXIT to a 
User's Routine for a complete discussion of 
this operation. 

• For alphameric fields of equal length, RPG LABEL (RLABL) 
the maximum field length is 256 charac-
ters. E.oJ:......alphameric fields of unequa~_ 
length, the maximum fIeld len9th-.ls~~ This operation provides the facility for a 

. cl'iaraet:er~ ~--.-.~. 'subroutine, external to the RPG program, to 
-------- reference a field in the RPG program. The 

name of the field to be referenced is 
entered in the result field. 

TEST ZONE (TESTZ) 

This operation is used to test the zone of 
the leftmost position of the alphameric 
field that is entered in the result field. 
(The result field must be alphameric.) If 
the result of the test is a 12-zone (plus), 
the indicator specified in columns 54-55 
will be turned on. If the result of the 
test is an ii-zone (minus), the indicator 
specified in columns 56~57 is turned on. 
Any other zone turns on the indicator spec
ified in columns 58-59. 

Figure 49 shows an example of this oper
ation. When indicator 25 is on, the field 
DATA is tested. If the leftmost position 
has a 12-zone, indicator 01 is turned on. 
If the leftmost position has an ii-zone, 
indicator 02 is turned on. 

If an ampersand is tested, it is consid
ered as a 12-zone. A minus is considered 
an ii-zone. 

Note: When Table Name is specified as 
an RLABL: the address supplied is that 
of the leftmost position of the table 
holding area. 

USER'S LABEL (ULABL) 

This operation enables the RPG program to 
reference a field contained in a user sub
routine. The name of the field to be ref
erenced is entered in the result field. 
The field length must be defined. 

BRANCHING OR GO TO (GOTO) 

The operation code GOTO enables branching 
to occur in the object program. This means 
leaving one point in the program to begin 
operations at some other location in the 
program. The location of the other routine 



is identi,fjLed by at name. This name is 
entered in Factor 2 and the code GOTO is 
entered in Operation (columns 28-31). For 
example, a routine (a group of 
specificatlons) to calculate the employee 
contributi()n to the Federal Insurance Con
tribution ~~ct might be labeled FICA. -
Branching t.o this routine would require 
that Factor 2 of t~he GOTO operation con
tains the name FICA and that the first 
operation in the routine be a TAG opera
tion; that is, an operation that defines 
the name of the routine (refer to descrip
tion of neJct operation code). 

Branching can be performed within detail 
calculations or wi.thin total calculations, 
bu·t not be1:.ween detail and total calcula
tiona:- Brclnching can be forwa,d lskj P~-n9 
over specif ica tii>..ps) ......Q.L,..baskwa,g ..1gQing 
.~_g1L¥.2 .... !~J)~:cl~~.?(l t.~?.!!!, . .ef~YiQual¥. ski pped 
or processE~d). "'(P'or a<1cht.ional l.nforma-
t:~ee !Jsinq the Calculation Specifi
cation sheE~t.) 

PROV ID ING 1\ LABEL FOR GOTO (TAG) 

The operation TAG (columns 28-30) provides 
a name to "ihich the program can branch. 
Enter this name in Factor 1 and the code 
TAG in ope]~ation (columns 28-32). The name 
will be USE!d as Factor 2 of the operation 
code GOTO. If the specifications in the 
TAG routinE~ occur at total time, then the 
TAG operation must~ have LO specified in 
Control Le,rel. If they occur at detail 
time, a control specification is not 
required. 

TURNING INDICATORS ON OR OFF 

SET INDICATORS ON (SETON) 

This operation code causes the indicators 
specified in columns 54-55, 5.6-57, or 58-59 
to be turned on. 

N~t~: The column headings of plus, 
ml.nus, or zero and high, i,ow .. or equal 
have no meaning during this 'operation, 
and should be ignored. Columns 54 
through 59 are used for this operation 
code merely to record three sets of 
indicator codes. 

Specify the first indicator in columns 
54-55, the second indicator in columns 
56-57, and the third indicator in columns 
58-59. One use of this specification is to 
turn on a halt indicator when input records 
are out of sequence. Any RPG indicator may 
be turned on. Figure 50 shows an example 
of this facility. The 01 is an indicator 
that is set on for the first record of a 
sequence. The L3 is a control level that 
occurs with the first record of the 
sequence. If such a situation (L3 and 01) 
does not occur, the halt indicator H1 is 
turned on. 

SET INDICATORS OFF (SETOF) 

This operation code causes the indicators 
specified in columns 54-55, 56-57, or 58-59 
to be turned off. Any RPG indicators may 
be turned off. When an L3 break occurs, 
L1-L3 are turned on. If the user did not 
want L1 on, he could have turned it off by 
using the SETOF operation code. 
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• Figure 50. Using SETON for a Record Out of Sequence 
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TABLE' OPERATIONS 

TABLE LOOKUP (LORUP) 

\ 
This operation codecauses\the~field name 
contained in Factor 1 to be\ used as the 
search argument in a table lookup opera
tion. Factor 2 contains th~ name of the 
taDle to be searched" and th'E! result field 
contains the table from which the associat
ed function will be obtained.' Decimal 
alignment is not performedfot' this opera
tion. (The result 'field may ~e left blank 
if the user wants to determine', if an argu
ment is present in the table, but does not 
require the corresponding. function. " 

CONVERSION ROUTINE OPERATIONS 

EXTERNAL CONVERSION ROUTINES (EXTCV) 

This operation" is used to indicate the 
point in the RPG program where the random 
address conversion routine is to be per
formed. Factor 1 contains the internal RPG 
label as specified in columns 27-32 of the 
File Extension Specification sheet... Factor 
2 must contain the label of the external 
address conversion routine. The result 
field contains the name of the ,field that 
will contain the track address. The track
address length is always eight characters. 

~: All EXTCV operations must be 
specified as the initial entry(s) on 

After the lobkup operation is comp~~ed, the calculation Specification sheet. 
the function ,that is retrieved is placec!'!p Up to 4 of these operations are 
a special holding area within the function "'-........ permitted. 
table. The,/~ of this area is the ~ ''''''''-''''-
as the nam~ of the function table. The , 
retrieved aata remains in this area until REcdRQ KEY (KEYCV) 
the next t,able lookup operation. " .. 

! , 

To util;lze the fUnction in another oper
ation (for example in an arithmetic 
operation)j the name of the function table 
is specified in Factor 1 or Factor 2. In 
this case, the function table name in Fac
tor 1 or Factor 2 refers to the special 
holding area'in the function table. 

To update the function table (for exam
ple, a move operation to replace the old 
function with the new updated function), 
the name of the function table is specified 
in the Result Field. The new function is 
then placed in its proper place in the 
function table. and in the special holding 
area. In this case, the fUnction table 
name in the result field refers to the 
lqcation of the function within the fUnc
tion table and within the special holding 
area. 

After each table lookup operation, the 
retrieved function should be used (or moved 
from the special holding area to another 
location) before the next table lookup 
operation is performed. Each subsequent 
lookup operation overlays the function 
obtained from the previous lookup opera
tion. 

See Using Tables in the Object Program 
for additional information and examples of 
table lookup operations. 
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This oper~ion code establishes the name of 
the field tb~t is to contain the key of the 
disk record. "" (It is used only when records 
are retrieved bsing rt!cord key data .. ) The 
code KEYCV is pl~ced in Operation (columns 
28-32) and the na e of the key field is 
placed in Result F ~ld (columns 43-48). 
The field length and,decimal positions must 
be specified. ,~ 

" 
If the records are r~trieved by key 

field, this operation must follow its EXTCV 
operation. The name of th~ field that will 
contain. the record key cann~& be declared 
in the external conversion rlltine. 

FACTOR 2 (COLUMNS 33-42) 

The discussion of Factor 1 also applies to 
Factor 2. 

RESULT FIELD (COLUMNS 43-48) 

The name of the result field, which is 
entered in these columns, sets up a loca
tion in storage to contain the result of a 
calculation. The name of the result field 
must consist of alphameric characters, or 
Q, #, or $, and must be left-justified. 

The same name can be used several times 
in different calculations if the length of 
the field and the number of decimal posi
tions are the same for all calculations • 
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• Figure 51. Result Field Entry 

Figure 511 shows the result-field entry. 
On the fir13lt line GROSS is multiplied by 
DRATE, and the result field is DISCNT. 
OISCNT is 1::hen used as Factor 2 on the next 
line to calculate the net amount. The same 
result field is then used as Factor 1 on 
the next line to calculate total discount. 

If the r~sult field is alphameric, this 
column mu~~ be left blank. 

HALF-~JUST (COLUMN 53) 

l 
/ 

ThiJil' specification is used to half-adjust, 
orfround, the result field. Enter an H in 

"''',- tlils column if the data in the result field 
'. ~, to be half-adjusted. 

FIELD LENG~~H (COLU~S 49-51) 

This entry speciiies the length of t~~\ /t Half-adjusting is accomplished in the 
result fieJLd. ~he entry must specify tlte / object program by adding a' i to the right 
number of posi t,,ions to be reserved for t,e ,/ of the last position retained in the result 
result fieJLd. /In Figure 51, OISCNT is \; field. 
eight posi1:ionp long. The unpacked lengtH' 
must be sp~!ci~ied. The maximum numeric/\ In Figure 51, DISCNT is half-adjusted. 
field leng1:.h :S.s 15 digits, and the maxim\lm \ 
alphameric fi .. eld length is 256 charact. e.rse This completes the description of the 

/ -' specifications required for determining the 
If the uaroe field name is used for more kind of calculations to be performed. 

than one ccll¢ulation and the field lepgth 
and the nurn~r of decimal positions ~'re the 
same, the jEield-1Emgth specificatiol) need 
not be spec~ified more than once. . 

I. 

DECIMAL POSITION (COLUMN 52) 

An entry in this <::olumn indi dates the num
ber of positiOns to the right of the deci
mal point in the result'tield. An entry 
must be made in this column for all arith
metic operi!ltions if the field has not been 
defined pr~eviously. If the result field 
does not hi!lve any decimal positions, the 
entry must be a O~ A maximum of nine deci
mal positilons can be specified. In Figure 
51 each re:6ult field has two decimal posi
tions. 

RESULTS OF A CALCULATION 

The last category of the Calculation Speci
ficat~on sheet is used to test the results 
of t,\e calculation. 

\ 
RESULTI~G INDICATORS (COLUMNS 54-59) 

\ 
\ 

An entry in columns 54-59 may be used to 
test the value of a result field after the 
completion of an operation. As a result of 
the test, an indicator may be turned on 
that can be used to control subsequent 
operations or to control output operations. 
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A result-field indicator must be specified 
when using a campare or a table-lookup 
operation.If the same indicator is defined 
on more than one specification, the last 
specification executed will determine the 
status of that indicator. 

The entries in columns 54-59 are used in 
five ways: 

1. To determine whether the result of an 
arithmetic operation is plus, minus, or 
zero. 

2. To test the result of a compare opera
tion. 

3. To test the result of a table-lookup 
operation. 

4. With the test-zone operation 

5. With the set-indicators-on and set
indicators-off operations. 

Result Field Indicator (Plus or High) 
Columns 54-55 

Enter in these columns a two-digit 
indicator that will be set on when the 
result field, in an arithmetic operation, 
is a plus number. 

If a compare operation was performed, 
the indicator is set on when Factor 1 is 
higher than Factor 2. 

If a table-lookup operation was per
formed, enter the indicator that will be 
set on when the table argument next higher 
than the search argument is found. 

Result Field Indicator (Minus or Low) 
Columns 56-57 

Enter in these columns a two-digit indica
tor that will be set on when the result 
field, in an arithmetic operation, is a 
minus number. 

If a compare operation was performed, 
enter a two-digit indicator that will be 
set on when Factor 1 is lower than Factor 
2. 

If a table-lookup operation was per
formed, enter a two'-digit indicator that 
will be set on when the table argument next 
lower than the search argument is found. 

In Figure 52, OISCNT is subtracted from 
GROSS and the result is stored in NETAMT. 
If the answer is a minus number, indicator 
10 is set on. If the answer is zero, indi
cator 15 :is set on. 

Result Field Indicator (Zero or Equal) 
Columns 58-5~ 

Enter in these colUmns a tWO-digit indica
tor that will be set on when the result 
field, in an arithmetic operation, is zero. 

If a compare operation was performed, 
enter a two-digit indicator that will be 
set on when Factor 1 is equal to Factor 2. 

If a table-lookup operation was per
formed, enter a two-digit indicator that 
will be set on when the search argument is 
equal to an argument found in the table. 
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1~ C FI CA TAG 
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i~ C 14 4 • ¢¢ SUB YD FI ~A DF lCA 
16 C AD FI CA TAG 
17 ~ c YD FI CA ADD DF lCA YD Fl CA 

18 C (Additional CalculatIons) 

19 C WH TA X TAG 
c (Additional Calculations) 

• Figure 53. Using the Calculation Specification Sheet 

In Figure 52. the literal JANUARY is 
compared agrainst the contents of DATE. If 
the result is equal, indicator 24 is turned 
on .. 

COMMENTS (COLUMNS 60-74) 

These col~lns may be used for comments. 

USING THE CALCULA'I~ION SPECIFICATION SHEET 

Figure 53 lllustrates entries on the Calcu
lation Specification sheet. that are used in 
part of a payroll application. The entries 
on the she~!t are discussed by line number. 

Note: The blank spaces signify that 
additional calculations have been spec
ified, but in this example they have 
been omitted. 

010 

020 

030-050 

H 12 75 76 77 7879 80 

Pago OJ Program WlllJ 
Identification 

Resulting 
Indicators 

g i' Zero 
'':: - Plus Minus or 

81ank 
Field ~ .i Comments 
Length ~~ Compare 

~~ High Low Equal 
1 >2 1<2 1=2 

495051 5253 5455 56 57 5859 60'61 62 63 64 65 66 67 68 69 70 71 72 73 74 

I 
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H i 
62H I 

I 
I 
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02H I 

621-1 I .L ill ! I 
21 2~ 1 • I I I I I , 

I I ' I i 
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1 

I I 
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I I 
i 

I I I ! ! I I I I 

i i i J ' i i i 1 I 
I 

i 

r I I : I I i I i i . i i 
I i I I I : 1 

Explanation 
The program branches '. to GRSPAY 
from some other detail calcula
tion (not shown in this 
example). 

The nUmber of hours the employ
ee worked are compared with the 
literal 40. If the employee 
worked more than 40 hours, 
indicator 20 is turned on. 

If indicator 20 is on, three 
calculations are performed. 
The literal 40 is subtracted 
from the number of hours worked 
and the overtime hours are 
placed in the field OVERHR, 
which is a three-position field 
with one decimal position. 
RATE is multiplied by OVERHR 
and the result is placed in the 
field SAVE, which is a six
position field with two decimal 
positions. SAVE is multiplied 
by the literal 1.5 (which is 
the overtime premium rate) • 
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060 

070 

080 

090 

100 

110 

120 

• 70 

The result is placed back in 
SAVE, and it is half-adjusted. 

RATE is multiplied by 40, and 
the result is stored in GROSS. 
This operation is performed 
whether or not the employee 
worked any overtime. It is not 
performed if the employee has 
worked less than 40 hours. 

GROSS is added to SAVE. 

The program branches to the 
label FICA, if indicator 22 is 
off. 

Additional calculations. 

The operation code TAG provides 
the label FICA. The RPG 
program branches to this label. 

GROSS is multiplied by the 
literal.03 and the result is 
placed in the field DFICA, 
which is a six-position field 
with two decimal positions. 
The result is half-adjusted. 

DFICA is added to YDFICA and 
the result is placed in the 
field HOLD • 

130 

140 

150 

160 

170 

180 

190 

The contents of HOLD are com~ 
pared with the literal 144.00, 
and if HOLD is less than, or 
equal to, 144.00, indicator 21 
is turned on. 

If indicator 21 is on, the 
program branches to the label 
ADFICA. 

YOFICA is subtracted from the 
literal 144.00 and the result 
is placed in DFICA. 

The operation TAG provides the 
label ADFICA to which the pro-· 
gram can branch (either from 
the specification on line 140 
or sequentially from the speci
fication on line 180). 

DFICA is added to YDFICA and 
the result is stored in YDFICA. 

Additional calculations. 

The operation code !AG provides 
the label WHTAX to which the 
RPG program can branch. 



Entries on t~he Output-Format Specification 
sheet specify: 

1. The kind of out.put that will be pro
duced. 

2. The location of the specific data 
fields in the output reports and 
records .. 

The specifications for this sheet can be 
d.ivided into two categories as shown in 
Figure 54: file identification and con
trol, and field description. 

FILE IDENTI]~ICATION: These entries specify 
the output files and the records to be 
wri·tten on t .. he file. 

FIELD DESCRIPTION: These entries indicate 
the position of each field in the output 
record. Each field is written on a separ
ate line of each sheet, and each field is 
written bellOW its corresponding record 
entry. 

FILE IDENTI:FICATION AND CONTROL 

FILE NAME (COLUMNS 7-14) 

A file name is assigned to each output 
file. The file name must be left
justified, and it must begin with an 

OUTPUT-FORMAT SPECIFICATION SHEET 

alphabetic character. The file name may be 
alphameric, but it must not contain special 
characters or blanks. 

When writing the output specifications, 
the file name need only be entered once. 
Enter it on the first line to define the 
file as shown in Figure 55. 

IB~ INTERNATIONAL BUSINESS ~ 

REPORT PROGRAM GENERATOR 0 
IBM Syste 

P~·o9ram ____________ _ 

Em=J Programmer ___________ _ 
Instruction Punch 

Output 
Space 

Indicator. 8: 

Lin. X. Filename ~ j l----r ~ ~:~e l ~ 
~ e. li • I ~ < 

] ! 1 i! i ~"O . An: An: ~ j 
z : z, , Z! 

7 8 9 10 11 12 13 14 15 16 17 18 1920 21 22 23!24 ;25 2612728 29:30 31 3233 34 35 36 37 38 39 

~'!;~ 0 DIAl! LiY,R!PiT H 21¢i1 iolF Head-i;Lin~ --
~,2j 0 ! i I!!:O R liP . I -
~ '3i~ 0 ! I 1:1! i . -.----L_ 
'+J. 0 i I D 1 "2'4' i Detail Line 

V'§1j 0 i! I: i ! .I-r--
D.6a 0 I I' :, IT 12 L1 I Level-I Total 

rG 0 , '. -

, ~a : I , T 22 L,R F'~-' T~t~ 

• Figure 55. Specifying Heading, Detail, and 
Total Lines 

II,., INTERNATIONAL BUSINESS MACHINES CORPor.<It.TlON form X24.3352 
Prlntod In U. S. A. 

Ootl ___ _ 

REPORT PROGRAM GENERATOR OUTPUT-FORMAT SPECIFICATIONS 
IBM System/360 

Program ____ , _________ _ 

Pogo OJ 
PrOgiramm.r 

Space Skip 
Output 

Indicators g End 

j 

I I 
Field = e Po.llion 

e; 
LIne ! FilenClme Jl Name l ~ In Output ~ Constant or Edit Word 

j j ~ j 
l'~ Rocord 

) 1 ~ And And 11 ~ il ~: i £; ! 

7576777879 BO 

Id:~~~i~~~on I I I I I I I 

Sterling 
Sign 

Position 

3 ~ 5 6 7 B 9 1011 121314 15 16 17 18 1920 2122 23 ~. 25 26127'28 29' 30 1 31 32333' 353637 3B39 '0 ., .2.3 •• ., 4647 .S ~9 50 51 52 53 H 55 56 57 58 59 60 61 62 63 64 6566 67 6B 69 70 71 72 73 74 

o ~ 1 I 0 I I I ! 

OJ 2! 0 File Identification'; 
01-3 0 I I 

0 1 4' 0 I ! I Fie Id Description 
0 5 0 : i I j-~ 1 I I I II III 

• Figure 54. Output-Format Specification Sheet 
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TYPE HIDIT (COLUMN 15) 

The entry in this column identifies the 
type of record being specified. The fol
lowing three entries are used for this 
specification: 

H Heading Record 

D Detail Record 

T Total Record 

All heading records for the file must be 
entered first, followed by all detail 
records, and then by all total records (see 
Figure 55, column 15). 

HEADING RECORDS: These records usually 
contain constant information. However, 
they also contain information from input 
records, including the record present at 
the time the output record is produced. 

DETAIL RECORDS: These records have a 
direct relationship to the input record. 
Most data in a detail record comes from the 
input record or from calculations performed 
at detail time. 

TOTAL RECORDS: Operations upon fields from 
the input record are preceded by the test 
for control-field changes, the performance 
of total-time calculations, and the forma
tion of total records. Thus, data from an 
input record that causes a control-field 
change cannot contribute data to total 
records that result from that control 
change. But heading and detail records can 
contain data from the input record. 

STACKER SELECT (COLUMN 16) 

If punched output occurs in the object 
program, a stacker number is entered in 
this column. The cards fall in the stacker 
that is indicated by this column. The 
stacker pockets and their acceptable codes 
are listed below: 

r--~-------------------, 
I IBM 1442 I 
I Pocket Code I 
t---------T------------~ 
I 1 I 1 or blank I 
I 2 I 2 I L ________ ~ ____________ J 

• 72 

r----------------------, 
I IBM 2540 I 
I Pocket Code I 
t----------------------~ I Normal I 1 I 
I 4 I 4 or blank I 
I 8 I 8 I L _________ ~ ____________ J 

Note: When punched output is speci
fied, the last card will not be put out 
automatically. 

For information concerning the stacker 
selection of combined files, refer to the 
section Combined Files Stacker Select. 

SPACE (COLUMNS 17-18) 

This specification (and the next specifi
cation SklE, columns 19-22) is used to 
provide the proper spacing of printed 
reports. 

Note: If the record is to be printed, 
at-least one entry is required in 
columns 17-22. 

Enter in this column the number of lines to 
be spaced before the line is printed. 
Specify zero, one, two, or three spaces 
before printing by placing the entry 0, 1, 
2, or 3 in column 17. 

Space After (Column 18) 

Specify zero, one, two, or three spaces 
after printing by placing the entry 0, 1, 
2, or 3 in column 18. Enter a zero in this 
column to specify no space after printin~. 

SKIP (COLUMNS 19-22) 

This specification provides for the proper 
spacing of reports. It is directly related 
to the function of the printer carriage
control tape. 

~~ip_~gfQ£g_i~Ql~mns_!~=~QL. The 
entries 01-12 cause the printer carriage to 
skip to channels 1 through 12 of the car
riage tape ~gfore the line is printed . 



Skip Af1:.er (Columns 21-22). The entries 
01-12 caUSE~ the printer carriage to skip to 
channels 1 througtl 12 of t.he carriage tape 
after the line is printed. In Figure 55, 
before the heading line is written, the 
form skips to channell. 

Note: The order in which spacing and 
skipping is performed is as follows: 

Skip Before 

SpaCE! Before( 

Skip After 

SpacE~ After 

If both Space After and Skip After are 
specified, only Skip After is per
formed .. 

Overflow Indicator' 

Ca.rriage overflow, causes the setting of 
the indica1:.or as specified by the user in 
the file-description specifications 
(Col umns 33-34). 

When a punch in channel 12 of the con
trol tape is sensE~d the overflow indicator 
is turned on. It remains on for one com
plete processing cycle; it. turns off after 
the headinq and detail lines of the next 
record are printed. Because the overflow 
indicator is on during calculations, it can 
control calculation specifications. 

A test jEor the overflow status is made 
by the objE~ct program immediately before 
~ach line of the report is printed (but 
after any ~pace Before specifications are 
executed). Two conditions can occur at 
this time: 

1. If the overflow indicator is on before 
a detail line is printed, the detail 
line, and any other detail lines whose 
output indicators are on, are printed. 

Any Space After speCifications are 
executed, the next record is read, and 
a test is made to determine if a con
trol break has occurred. If one has 
occurred, all total lines (caus'ed by 
the control break) are printed, and 
then any overflow printing specified is 
performed. 

2. If the overflow indicator is on before 
a total line is printed, all total 
lines, whose output indicators are on, 
are printed, and this is followed by 
any specified overflow printing. 

Automatic Skipping 

If an overflow indicator is not specified 
on the File Description Specification sheet 
for a file (and the Skip or Space columns 
on the Output-Format Specification sheet 
contain an entry) the RPG program provides 
automatic skipping from channel 12 to chan
nel 1 for the object program. 

If an overflow indicator is specified on 
the File Description Specification sheet 
for a file, and none of the records of the 
file are conditioned by overflow on the 
Output-Format Specification sheet, automat
ic skipping will also occur. 

Printing Lines Conditioned by Overflow 

If an oUtplt heading line is coded as in 
the upper half of Figure 56, the heading 
line will print whenever the OF or Ll indi
cator is on. If Ll and OF occur-at the 
same time during processing, the line 
prints twice, thus possibly providing an 
error in the printed report. ro prevent 
this situation the line is coded as shown 
in the lower half of Figure 56. By making 
the condition mutually exclusive, the line 
is not printed twice. 
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• Figure 56. Specifying Output Indicators 

The order in which the object program 
prints lines conditioned by overflow fol
lows: 

1. When overflow occurs during the print
ing of a heading or detail line, the 
object program does not immediately 
print lines conditioned by overflow. 
The program does, however, take note 
that the overflow condition has 
occurred. 

2. All total calculations are executed at 
this time, including the total calcula
tions conditioned on overflow. 

3. Total lines not conditioned by overflow 
are printed. 

4. The object program then tests to see if 
overflow has occurred. 

5. Total lines conditioned by overflow are 
printed. 

6. Heading and detail lines conditioned by 
overflow are printed. 

7. All detail calculations are executed at 
this time, including the detail calcu
lations conditioned on overflow (see 
Figure 26). 
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Note: If an overflow condition has 
been specified, automatic skipping is 
not performed. 

1 

- -
i I I i I I I 
I I I I I 

lr!J!f/J 'A cc OU 'MT' ! i i 
[ I i I I I 

T 1 __ 1 - --

Multiple ~rinters 

With this program, it is possible to use a 
maximum of three output printer files for 
each RPG object program. when producing 
records for more than one printer, the user 
specifies a unique overflow indicator for 
each printer. 

In columns 33-34 of the File Description 
Specification sheet, one of three available 
overflow indicators is entered. rhe line 
on the File Description Specification sheet 
which is used to define the output printer 
file may contain one of these indicators in 
columns 33-34: OA, OF, or OV. 

OUTPur INDICATORS (COLUMNS 23-31) 

This specification may be used for either 
file identification (in this case, at least 
one output indicator must be specified) or 
field description. Entries in this column 
may specify a maximum of three indicators. 
These indicators control: 

1. When the line is to become ~utput, or 

2. When a particular field is to be writ
ten. 

The following information applies only 
to its use in the file identification line. 



If more than one indicator is specified 
on one lim!, all indicators are considered 
in and AND relationship. That is, all 
conditions specified must be satisfied 
before the output condition can be execut
ed. 

If the c)bject program requires that more 
than three indicators be in and AND rela
tionship, the letters AND are entered in 
columns 14--16 of t.he follc)wing line, and 
the additional indicators are specified on 
that line.. If OnE! of the indicators is an 
overflow indicator (OA, OF, or OV), it must 
not appear on the same line as the AND. 

If the C)utput <::ondition is executed in 
an OR- rela t.ionship (one or the other of two 
sets of conditionfl) the letters OR are 
entered in columns 14-15 of the following 
specificat:lon line, and the OR indicators 
are specif:Led on that line. 

Additional spe(::ification lines can spec
ify as many output indicators in either an 
AND or OR :t:'elationship as required by the 
object pro9ram. I~ach additional line must 
begin with AND or OR in column 14. 

Permitted l~ntries for Output Indicators, 
Columns 24--25, 21--28, and/or 30-31 

Enter in these columns: 

1. Result.ing indicators (Columns 19-20 of 

the Input Specification sheet or 
columns 54-59 of the Calculation Speci
fication sheet). 

2. Special indicators (LR, H1, MR, etc). 

3. Field indicators (columns 65-10 of the 
Input specification sheet). 

Note: When an output record is not 
conditioned by any resulting indica
tors, the record is conditioned 00. 

NOT (COLUMNS 23, 26, AND/OR 29) 

If any of the output indicators must be 
off, enter an N in column 23, 26, or 29 
(whichever is appropriate). 

EXAMPLES OF OUTPUT INDICATORS 

Figure 51 shows six examples of output 
indicators used with the output file. The 
numbers to the right refer to the following 
discussion: 
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• Figure 57. Specifying Output Indicators 

1. The control carriage is skipped to 
channel 02 before printing, and the 
heading line is printed only when an 
overflow condition occurs or when the 
1P (first page) indicator is on. 

2. The detail line is printed only if 
indicator 14 is on, and indicators 26, 
28, and 30 are off. Indicators 26, 28, 
and 30 could be field indicators from 
the input specifications, or they could 
be resulting indicators from the calcu
lation specifications. 

3. The detail line is printed if indicator 
40 or 46 is on. 

4. The total line is printed and the con
trol carriage is skipped to channel 2 
before printing only if the level-2 
indicator is on, and the MR indicator 
is off, and H2 is off. The specifi
cation NH2 prevents the object program 
from printing a line if an error condi
tion has occurred. The program does 
not stop until after all processing for 
the record has been completed. This 
feature enables the programmer to pre
vent the printing of erroneous data. 

5. The summary record is printed at the 
level-2 control time, but the MR 
(matching records) indicator must also 
be on. 
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6. A summary card punched at the level-2 
control time is selected into stacker 2 
of an IBM 1442 Card Read-Punch. 

This concludes the description of the 
file-identification specifications. The 
remaining descriptions of the output form 
are concerned with the field-description 
section. 

FIELD DESCRIPTION 

These entries include specifications about: 

1. The control of the individual fields of 
a record, and 

2. The output format of individual fields 
of a record. rhe fields of the record 
are written on the lines below their 
corresponding file entries~~ach field 
is described on a separate line, and no 
entries are permitted in columns 7-22 
of a field-description line. 



OUTPUT INDICATORS (COLUMNS 23-31) 

The same types of indicators used for file 
identification can be used for field des
cription. 'rhe maximum number of indicators 
t.hat can be considE!red in an AND relation
ship is thr~ee; all must be specified on one 
field-description line. 

Figure 58 shows four sets of indicators 
used as output ind:lcators for field
description lines. The numbers to the 

right of the figure correspond to the 
following list. 

1. Four fields are printed from a detail 
record identified by indicator 
44: invoice, amount, customer, and 
s~lesman. The entry Ll causes the 
field, SALESM, to be printed only for 
the first detail record of each control 
group. (Remember that a control level 
indicator remains on during the follow
ing detail calculation and print 
cycle.) 
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• Figure 58. Specifying Field Names 
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In this example. the salesman field 
is group indicated. 

2. The second example illustrates how to 
prevent the printing of just one field 
of a record. The field AMOUNT is 
printed only if indicator 16 is off. 
This indicator might be a resulting 
indicator used to determine if the 
calculated field AMOUNT is zero. 

3. This example selectively prints the 
field headings for an invoice form. 
This specification prints all the head
ing information on the first form, but 
if the information for one customer 
order continues on two or more forms, 
only the customer and invoice fields on 
succeeding forms are printed. 

Printing of the entire line is con
trolled by indicators 04 or OF. In the 
field-description specifications, the 
OF indicator is also used to prevent 
printing of fields ORDER, DATE, and 
SALESM when an overflow condition 
occurs. 

4. The last example illustrates how a 
field can be controlled for printing by 
an AND relationship and an OR relation
ship. 

The field DIVSON is controlled by 
three AND indicators: 16, NH2, and 
NL3. The field AMOUNT is controlled by 
two OR conditions. In the field des
cription line, the OR relationship is 
used by writing the field name twice 
and specifying each appropriate OR 
indicator. The letters OR cannot be 
specified in columns 14-15 of a field
description line. 

FIELD N~ (COLUMNS 32-37) 

This specification identifies each field of 
the record to be written. The fields may 
be listed on the form in any sequence. The 
order in which they appear in the output 
record is determined by the entry in 
columns 40-43. 

Enter in columns 32-37 the name of the 
field that is defined on the line. The 
field name must have been previously 
defined on either the input or calculation 
sheet. If a constant is to be written. it 
is specified in Constant or Edit Word 
(columns 45-70), and Field Name is left 
blank. 

If the value of the field is numeric, 
the sign of the field will appear in the 
units position unless the field is edited, 
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zero suppressed, or the zone of the field 
has been blanked out on the Calculation 
Specification sheet by a numeric literal. 

Examples of field names are given in 
Figure 58. 

ZERO SUPPRESS (COLUMN 38) 

An entry of Z in this column causes zero
suppression of the field in the output 
record. Zero-suppression means that the 
zeros to the left of the significant digits 
in the field are not written on the output 
file. Fields to be zero suppressed must be 
specified as numeric. 

An entry of ! in this column also 
provides another function. Zone bits in 
the units position of a field are removed 
in the output record before the field is 
written. 

If an edit-control word is specified for 
the field, this column must be blank. 

BLANK AFTER (COLUMN 39) 

If a B is entered in this column, the out
put fIeld will be reset to blanks or zeros 
after the field is moved to the output 
area. Alphameric fields are set to blanks, 
and numeric fields are set to zeros. 

This specification has an additional 
feacure. It allows the programmer to pro
vide for resetting field indicators or 
resulting indicators that test for blanks 
or zero. If the output field being reset 
by the blank-after specification, is also 
being tested for zero or blank on the input 
specifications, or for zero on the calcula
tion specifications, the corresponding 
indicator is turned on after the output 
field is reset. If multiple Zero or Blank 
indicators are specified for the-same-¥Ield 
name, only the last indicator specified 
will be turned on by the Blank After speci-
fication. -----------

END POSITION IN OUTPUT RECORD (COLUMNS 
40-43) 

This speCification indicates the exact 
location of the field in the output record. 
In columns 40-43, enter only the position 
in the output record where the rightmost 
(low-order) character of the field is to be 
located. 
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• Figure 59. Positions in Output Record 

Assume that a ten-position amount field 
i8 to be printed in print positions 21 
through 30. The entry in columns 42-43 
would be 30. Columns 40-41 are left blank, 
because the leading zeros may be omitted. 

PACKiD OUTPUT (COLUMN 44) 

Enter a f in this column if the output 
field is tOI appear in the packed decimal 
format. Otherwise. leave this column 
blank. If the output is to be pr~nted, 
leave this colwnn blank. 

P&qe NumbeZ:'ing 

Page numbeZ:'ing is another feature of RPG. 
By placing the word PAGE in columns 32-37 
(Field NamE!) of the output specifications, 
automatic page numbering will be obtained. 
The page entry in Field Name of Figure 59 
ca uses each page of the outpu't to be num-

bered consecutively in print-positions 97 
to 100. The number is always four posi
tions long. However, zero suppression can 
be performed. The page number is increased 
by one before it is printed. 

Page numbering normally begins with the 
number 1, but page numbering can be started 
with any number by preparing a record-type 
that contains the starting page, less 1. 

~n this case the record must be defined 
on the Input Specification sheet with a 
field labeled PAGE (n). (The (n) following 
page is explained in the section Page Num
bering for Multiple Printers.) Figure 60 
:shows an example of this specification. In 
this example the page is initialized from 
:sequence AA of the input sheet. It must be 
numeric (entry in column 52 of the Input 
Specification sheet). On the output sheet 
it is defined as a separate field that will 
print in position 100. If the page number
ing were to begin with the number 500, 499 
would be punched in columns 1-4 of the 
input record that contains the character ~ 
in column ao .. 
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• Figure 60. Page Numbering 

A page number can be reset and a new 
series of page numbers may be started dur
ing the processing of the object program. 
When PAGE appears in the field name of the 
Output-Format Specification sheets, the 
output indicators are used to reset the 
page to number 1. In this case, the indi
cator must be placed in Output Indicators 
on the same line as the field name specifi
cation PAGE (see the L3 indicator in Figure 
59). 

PAGE NUMBERING FOR MULTIPLE PRINTERS 

The individual printer files can initialize 
page numbering. Special page entries 
(PAGE, PAGEl, and PAGE2) can be initialized 
to any count in the same manner as des
cribed. for PAGE. 
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CONSTANT OR EDIT WORD (COLUMNS 45-70) 

Columns 45-70 provide the ability: 

1. To include constants in output records, 
and 

2. To permit editing of numeric fields. 

Constants 

A literal of up to twenty-four alphameric 
characters may be placed in columns 45-70. 
The literal must begin in column 45, and it 
must be enclosed by a set of single quota
tion signs even if it contains only numeric 
characters. The literal beginning in 



column 45 w'i11 be placed on the output 
record as d.efined in End Position in Output 
Record, columns 40-43. 

Rules fellr Forming Alphameric Literals in 
an Output Record: 

1. Any character in the character set may 
be usedl in an alphameric literal. 
Blanks are treated as valid characters. 

2. A1phame!ric literals must be enclosed in 
a set olf single-quote symbols. A sin
gle quote symbol may be contained with
in a literal by entering an additional 
single quote symbol within the literal. 
For exa.mple, the literal 5 0' clock 
would be entered as '5 0" clock' in 
columns; 45-56 of the output-Format 
Specification sheet. 

3. Field Name (Columns 32-37) must be left 
blank \<IIrhen an alphameric literal is 
defined on the line. 

;Edit Words 

An edit wOI:d provides for the punctuation 
of amount fields, including the printing of 
dollar signs, commas, periods, and sign 
status. An edit operation is shown in 
:Figure 61. 

IN STORAGE 

L b , b • b , I • b , b ,0, ' , b, b" & I C ,R L.J"'-Edit Word 

L.9 ,0 1 3,6 ,7 , 9,6,4 , .... ,-------Unedited Data 

I N OUTPUT RECORD 

I-.L-.L' __ 3..L'...:,/...J.._6..,.1._7_....J'Lo..9-.Lo.' _' ..L' _6_J,.,_4.....J,~.L.--..L1 _~ - Edited Data 

:Figure 61. Edit operation 

When an amount' field is to be edited, 
its edit word is placed in columns 45-70 
the line which specifies the field. An 
edit word c:onsists of two parts (the body 
and the st~ltuS) as shown in Figure 62. 

of 

I b b b,b b 0 , b b & C R ''*11 
~.,..-.-' 

Body StaiU6 

Figure 62. Two Parts of an Edit 
Word: Body and status 

The body of the edit word is the portion 
beginning with the leftmost blank, zero, or 
asterisk, and continuing to the right to 
the character that governs the transfer of 
the units position of the data field. 

The status of the edit word is the por
tion continuing to the right from the body 
to the CR (credit), or - (minus) if pre
sent. 

Rules for Forming an Edit Word: 

1. An edit word must be enclosed in a set 
of single-quote symbols. 

2. A blank in the edit word is replaced 
with the character from the correspond
ing position of the data field speci
fied in Field Name. 

3. An ampersand causes a space in the 
edited field. 

4. A zero is used for zero-suppression. 
It is put in the rightmost position 
where zero suppression is to stop. It 
is replaced with the character from the 
corresponding position of the data 
field, unless that character is a zero. 
ColUmn 38 (zero-suppression) must be 
left blank. 

5. An a,sterisk in the body of the control 
word is used for asterisk protection 
and zero suppression. It is put in the 
rightmost position where zero suppres
sion is to stop. It is replaced with 
the character from the. corresponding 
position of the data field unless that 
character is a zero. Each zero that is 
suppressed. is replaced by an asterisk. 

6. A dollar sign in the body of the edit 
word written immediately to the left of 
the zero-suppression code (0) causes 
the insertion of a dollar sign in the 
position to the left of ,the first sig
nificant digit. This is called the 
floating dollar sign. A dollar sign 
that is entered immediately after the 
initial single-quote mark will be 
fixed. That is, it will be printed in 
the same location each time. This is 
called the fixed dollar sign. 
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• Figure 63. Using Constants, Edit Words, and Zero Suppression 

7. The decimal and commas are printed in 
the edited output field in the same 
relative positions they were written in 
the edit word unless they are to the 
left of significant digits. . In that 
case, they are blanked out or replaced 
by an asterisk. 

8. All other characters used in the body 
of the edit word are printed if they 
are to the right of significant digits 
in the data field. If they are to the 
left of high-order significant digits 
in the data word, they are blanked out, 
or if asterisk protection is used, they 
are replaced by an asterisk. 

9. The letters CR or the minus symbol in 
the status portion of the edit word are 
undisturbed if the sign in the data 
field is minus. If the sign is plus, 
or if the value of the field is minus 
zero, they are blanked out. 

10. Asterisks to the right of the status 
portion of the edit word are undis
turbed. They are normally used to 
indicate a specific class of total. 

Figure 63 illustrates the use of con
stants and edit words. The numbers to the 
left correspond to the following list: 

1. The constant 26.75 is in the output 
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record ending in position 96. The 
field-name specification must be blank. 

2. The constant DEPARTMENT TOTAL is con
tained in the output record ending in 
position 96. The field name must be 
blank. 

3. This example illustrates zero
suppression to the left of significant 
digits. The letters CR are written 
because the amount field might be 
minus. 

4. In this example, the floating dollar
sign protection enters the $ to the 
left of the first significant digit. 

5. Asterisk protection enters as many 
asterisks to the left of the first 
significant digit as required to fill 
out the number of positions specified 
in the edit word. 

6. DEPT is a numeric field for which no 
editing or zero suppression is 
specified. The output field will con
tain a zone in the units position. 

7. An edit word containing blanks only 
will suppress all high-order zeros in 
the output field. 

8. The edit word has been specified as one 



digit l.onger than DEPT, with a zero in 
the higrh-order pos ition. This allows 
all zex'os in DEPT to print, but the 
zone of: the units position has been 
stripPE!d. 

9. This line notes the use of zero 
suppreslsion. The output field will 
contain no high-o:t'der zeros as in line 
7. 

STERLING (COLUMNS 71-74). 

Enter in these columns the position in the 
record that will contain the sign of the 
sterling field. Leading zeros may be omit
ted. Enter an S in column 74 if the sign 
is in the normal position. If the Sterling 
specification is not required, leave this 
column blank. Additional information on 
Sterling is in Appendix C: Sterling Rou
tines for the Report Program Generator. 
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FILE DESCRIPTION SPECIFICATION SHEET 

This sheet provides information to RPG 
about: 

1. The input files, defined on the Input 
Specification sheet, from which the 
object program will obtain data 
records. A maximum of three input 
files may be specified, (excluding RAF 
files, table files, and chaining 
files). 

2. The input files used by the object 
program, such as record address files, 
and table files. 

3. The output files are defined on the 
Output-Format Specification sheet on 
which the object program will write 
data records. Each file used by the 
object program will be defined. Each 
line of the File Description Specifi
cation sheet is used to define one 
file. 

MAXIMUM NUMBER OF FILES AVAILABLE 

The maximum number of files that can be 
used in the program is 10. The following 
list defines the maximum number of files 
for the various ~ of files that can be 
used. Any combination of these, up to 10, 
is permitted. 

r-----------------------T----------, 
I I Maximum I 
I Type of File 1 Number I 
~-----------------------+----------
I Primary........... I 1 I 
I Secondary......... I 2 I 
I RAF • • • • • • • • • • • • • • • I 1 I 
I Chained ••••••••••• I 3 I 
I Table ••••••••••••• I 4 I 
I Output I I 
I Printer ••••••••• I 3 I 
I Other Output Units I 9 L _______________________ ~ __________ J 

FILE NAME (COLUMNS 7-14) 

Each file used in the program is identified 
by writing the name of the file in columns 
7-14. File names must be alphameric and 
left-justified (the file name must begin in 
column 7). The file name entered in these 
columns must also be entered on the Input 
Specification sheet (for input data files), 
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on the output-Format Specification sheet 
(for output data ~::es), or on the File 
Extension Specification sheet. 

Note: The filename may be eight char
acters long but RPG will utilize only 
the first seven characters for all 
files except Indexed-Sequential files. 
For Indexed-Sequential files only the 
first five characters of the filename 
will be utilized in the RPG Program. 
';I'herefor~jt is important that:.~hf:L 
first seven (or f1ve) characters pro-
v1de a unique f ITename. .~ 

FILE TYPE (COLUMN 15) 

An entry in this column specifies the ~YE~ 
of file defined on the line of the sheet. 
The following entries are allowed in this 
column: 

Type of 
Entry _File __ 

I Input 

o Output 

Identifies the file as an 
input file (it may be a 
record-address file, table 
file, or a file containing 
input data records). 

Identifies the file as an 
output file (it may be an 
updated table file to be 
written out). 20lumn 39 
must be left blank. 



U 

c 

Updabe Identifies the an 
update file DASD 
An update fi"-:e:"""':t'--"'E:::'::::-:rt:~an 

input and an output file. 
The file is an update file 
if the object program 
alters the data in one or 
more fields of each record 
contained in the file with
out changing: 

1. The nature of the data, 

2. The length of the field 
in which the data is 
found, or 

3. The location of the 
field. 

A chained file may be 
updated at detail time or 
at total time. All other 
DASD'files can only be 
updated at detail time:~ 

combi~e Identifies the f"ile/a~ a 
ombined file. A.,(combined 

f"le is a card fiLe con-
ta ing cards read into the 

m and cprds used for 
"ng. It must reside 

on an Bf1r''1442 Card Read-
Punch, 'e:' an IBM 2540 Card 
Read-~ nc equipped with 
the Bunch- ~ed-Read Special 
Fea~ure. Rea~ing and then 
p~6ching into t'h~" same file 
;jos accompli~ed iritwo 

.'different w ys: 

1. Punching into, t,he' same 
card tha is read. 

2. Punching i~t~ a blank 
trailer qar.p in the 
same f il.~. \ 

I \ 

A cOmbj.:~ed fil~\ differs 
from an u'pdate file because 
in the ,llpdate file the 
input fields are revised or 
updated. 

Figure 64 illustrates two examples of 
File Name ctnd File~ specifications. 

1. Detail cards are read into the system 
in one file, summary cards are punched 
into a separate file (which, in this 
exampIE~, might be the punch feed of an 
IB'M 2 5L~ 0 and might contain blank cards 
only), and the printed report is in a 
third file. 

2. There are two input files in this 
example. The second file (INPUTSEC) 
also contains cards that will be used 

i 

for punching output data; therefore it 
is specified with file-type C. 

IBr., INTERNATIONAL BUSINES 

REPORT PROGRAM GENERATOR 
IBM Sy 

Oat. 

Program 

Programmer 

Punching ~ 
In.truction Punch I 

filo Type Modo of Prot ... lng 

Fil. De.lgnatlon 
Longth of Record 
Addro .. flold 

!. ~nd of filo Record Add, •• 1 Type I 

,?: 
Filename Sequence Type of Filo 

Uno 

o! 
.. Organization ! 

~~ fll. format Overflow Indlcato~ 
::> u 

~ o'Ui c > Block lecord ::: .... c 
::::~ E :c ;.-:; Length Longth .... Starting 

Location I 
3 45 6 78 9 10 11 12 13 ,. 15 16 1718 1920 21 22 23 2425 26 27 28 2930 3132 3334 35 36 37 3~ 

Oil 
• I NP UT ripE i 

1""' F S UM CA RD 0 ! 

or FP RI NlT 
~ -~ 1-'---~ 

0 
+. F r NP UIT PR PE~ 

~---' 

I I 
r2"" Nip SEA 

~rf-+-

• r UT SE CC I 

~ • P RI NT 0 1 
i 

~- . I 

• Figure 64. Specifying File Name and File 
Type 

FILE DESIGNATION (COLUMN 16) 

Column 16 designates the type of input file 
being defined on this line of the File' 
Description Specification sheet. The five 
entries permitted in this column are listed 
here. Detailed explanations of chained 
files, table files, record address files, 
primary files, and secondary files may be 
found in the sections Using Tables and Exit 
Routines in the Object Pro~E~ and Process
~Multiple Input Files. 

If the file is an output file, leave 
this column blank. An entry must be made 
if the file is an input, update, or com
bined file. Enter in column 16 the follow
ing codes: 

Explanation 

P The file defined is a primary file. 

S 

R 

C 

T 

t/ f 
Onlf one primail~.J.le maybe ~', '; , 

----=:~fl.ned;:t-./~ ~MVST ffi~~ 
The file defined is a secondary 
file. 

The file defined is a Record 
Address File which relates to a 
direct access storage file. 

The file defined is a cha~ned file 
(as defined under Chaining). 

The file defined is a table file. 
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END OF FILE (COLUMN 17) 

Enter an ~ in column 17 if the input file 
is a sequential file and it is to be 
checked for an end-of-file condition. For 
one input file, the E entry will cause the 
LR (last record) indIcator to turn on when 
the last record of the file has been proc
essed. 

For multiple input files, the end-of-job 
condition (LR) will occur when all the 
input files (defined on this sheet with an 
E in column 17) have reached the end-of
file. 

If this column is left blank for all 
input files, the end-of-job condition-
occurs when all input files have been proc
essed. 

SEQUENCE (COLUMN 18) 

This entry is normally made if there is 
more than one input file, and the matching
fields specification (columns 61-62 of the 
Input Specification sheet) is used. An 
entry in this colUmn indicates whether the 
matching fields are in ascending or 
descending sequence. 

Enter an A in column 18 if the matching 
fields are in ascending order, or a D if 
the matching fields are in descending 
order. 

Sequence-Checking of Input Files 

If there is only one input file or a chain
ing file in the program, this specification 
may be used to sequence-check fields of the 
file to ensure that the file is in 
sequence. By entering the codes (Ml, M2, 
and M3) in columns 61-62 of the Input 
Specification sheet, sequence-checking with 
respect to these fields occurs. In column 
18 either ~ or £ must be entered to specify 
whether the file is ascending or descend
ing. 

FILE FORMAT (COLUMN 19) 

This column is used to indicate the ~ormat 
of the input or the output records. Enter 
an F in this column if the records are 
fixed-length. Enter a ~ in this column if 
the records are variable in length. For 
more information, see the Variable-Len~h 
Records section. 
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M liUuc1r 
BLOCK LENGTH (COLUMNS 20-23) 

::k -~ 

This specification is used to indicate the 
block length of the input or output 
records. If the input records are 
unblocked, enter the length of the largest 
record in columns 20-23. If the input 
record is blocked, enter the size of the 
largest block. The block length may be 
from 18 to 4096. Leading zeros may be 
omitted. 

RECORD LENGTH (COLUMNS 24-27) 

This specification is used to enter the 
length of the logical records contained in 
the file. If the file contains records 
that are variable in length, enter the 
length of the largest record. (The entry 
must be right-justified.) 

No~~l: If the block length equals the 
record length, RPG will consider the 
file to have unblocked records for both 
fixed-length and variable-length 
records. 

NO~~£: If the block length is g£~~~~! 
th~~ the record length, RPG will con
sider the file to have blocked records 
for both fixed-length and variable
length records. 

MODE OF FILE PROCESSING (COLUMN 
28): DIRECT ACCESS STORAGE DEVICE (DASD) 

This column is used to indicate the method 
or mode by which the file is processed. 
Acceptable entries are listed here. 

L 

R 

Blank 

Enter an L in this column, if a 
segment of the file is to be 
processed. The upper and lower 
limits of the file (to be 
processed) will be supplied, in 
this case, by a Record Address File 
(RAF). The RAF will be supplied by 
the user. 

Enter an R in this column, if the 
user's records are to be processed 
randomly. In this case, the 
records to be processed will be 
obtained by a record-address file 
or a chaining file. 

If no entry is made in this column 
for the file, the entire file will 
be processed sequentially. 



LENGTH OF RECORD AI)DRESS FIELD (COLUMNS 
29-30) 1 REGORD ADDRESS FII~ (RAF) ONLY 

If the file definecl on this line is a 
record-addr~ess file, enter the number of 
positions that each entry in the RAF occu
pies. 

TYPE OF RECORD ADDRESS (COLUMN 31): (DASD 
OR RAF FILE ONLY) 

If the records from a DASD file are to be 
retrieved by using record keys, enter a K 
in this column. The K indicates that the 
file defined on this line will be processed 
by use of the record key. If the records 
are to be retrieved by the record identifi
cation, enter an I in this column. If the 
file specified on-this line is a RAF file, 
a K or an I must be entered in column 31. 
Otherwise,-leave the column blank. 

TYPE OF FIL,E ORGANIZATION (COLUMN 
32) : (DASD ONLY) 

Leave this column blank if the file is 
organized slequentially, or if it is an 
output filE!. ' Enter an .! if the file has an 
indexed-seq[uential organization. Enter a Q 
in this column if the file has direct 
organizaticm. 

Enter a ! in this column, if the file is 
the output from the ADDROUT (Address 
out.put) option of the disk sort program. 
(See IBM BelSic Operating System/360, 

Ionization Type of File Org 
(Col. 32 ) 

Type of Record Addresses 
(Col. 31) 

Sort/Merge Program (8R Disk), Form 
C24-3321, for an explanation of the ADDROUT 
option.) An example of using this option 
is contained in the section of this manual 
entitled Using the ADDROUT Option. 

RULES FOR SPECIFYING MODE OF FILE 
PROCESSING, TYPE OF RECORD ADDRESS, AND 
TYPE OF FILE ORGANIZATION 

1. If a direct access storage device is 
not used in the system, columns 28, 31, 
and 32 are left blank. 

2. If the type of file organization is 
Sequential, then columns 28, 31, and 32 
are again left blank. 

3. If the type of file organization is 
Indexed-Sequential (I in column 32), 
column 31 must contain a K and column 
28 can be either L, R, or blank. 

4. If the type of file organization is 
Direct (0 in column 32), then column 31 
can contain either a K or I, and column 
28 can only contain an R. 

Note: If column 32 contains D and 
column 31 contains ~, multiple tracks 
will be searched by the RPG object 
program. 

Figure 65 illustrates the code combina
tions possible for these three specifi
cations. 

Mode of Processing 
(Col. 28) 

Sequential * (blank) Not appl icable (blank) The entire file between limits will be processed. (blank) 

Indexed - Sequ 

Direct 
(Random) 

.~ntial (I) 

(D) 

Record Key (K) 

Track Address with Record Key,or (K) 
Track Address with Record 
Identification (I) 

*Entries in pare,nthesis indicate actual specifications to be used . 

(The .mtire file will be processed). (blank) 

A segment of the file will be processed. (L) 
The limits to be processed are supplied by a 
Record Address File (RAF). 

The n~cords wi \I be processed random Iy . (R) 
The addresses are supplied: (a) by a RAF file, or 
(b) by the data contained in the chaining field of an 
input record. 

The r,ecords wi II be processed random Iy . (R) 
Conv,ersion is required. The addresses to be converted 
are supplied by a RAF file or by a chaining field. 

• Figure 65. Processing Direct Access Storage Files 
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OVERFLOW INDICATOR (COLUMNS 33-34) 

If the file defined on the line is a prin
ter file and overflow indicators are used, 
enter the overflow indicator associated 
with the file. A maximum of three overflow 
indicators is allowed. The following are 
permissible overflow indicators: 

1. OA 

2. OF 

3. OV 

KEY FIELD STARTING LOCATION (COLUMNS 35-38) 

Enter in these columns the starting loca
tion within the record of the field speci
fied as the Key Field. (Leading zeros may 
be omitted.) This entry is used only if 
the records are blocked records for an 
Indexed-Sequential file. 

E (COLUMN 39) 

If the file defined on the line is a chain
ing file, a table file, or a record-address 
file, enter E in column 39. The E indi
cates that additional information-about the 
file will be coded on the File Extension 
Specification sheet. If the file is 
defined as.an output file (0 in coliIMn 15), 
this COiUl101 15 left blanE: 

DEVICE (COLUMNS 40-46) 

Enter in these columns the input or output 
unit associated with the file. If the 
output file is a printer, enter PRINTER in 
columns 40-46. If the file is an input or 
output file and it is associated with a 

~card Reader or Card Punch unit, enter one 
~ of the following: 

~ READ42 for the IBM 1442 

"\ ~READ40 for the IBM 2540 

If the file is an input or output file 
and it is associated with a tape unit, 
enter TAPE in these columns. If the file 
is associated with a Direct Access Storage 
Device (DASD), enter DISK11 in columns 
40-46. The entry must be left-justified. 
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SYMBOLIC DEVICE (COLUMNS 47-52) 

If the file defined on this line is an 
input or an output file, enter the symbolic 
name of the unit. (For example: SYSIPT in 
47-52). 

Valid entries in these columns are the 
following: 

r----------T------------------------------, 
I Entry I Examples I 
~----------+------------------------------~ 

I 
SYSRDR I Card input. 

I 
SYSLST I Printer. 

I 
SYSIPT I Card or tape input. 

I 
SYSOPT I Card, disk, tape, or prin-

I ter output. , 
SYS001 I Any input or output unit. 
SYS254 I __________ ~ ______________________________ J 

Note 1: Input units containing files 
organized in indexed-sequential or 
random organization must be assigned 
Symbolic Device codes of SYS001-SYS254. 

Note 2: If the logical file extends 
over more than one physical unit, the 
device codes must be adjoining. For 
example, if a logical file is contained 
in three IBM 2311's the device codes 
could be SYS019, SYS020, SYS021. 

LABEL (COLUMN 53) 

The entries for this specification are: 

Blank = No labels exist for the file. 

1. The RPG processor processes no 
labels and makes the first 
data record available. 

2. RPG writes the first record. 

N = The file has nonstandard labels. 

1. For both input and output 
files, RPG always provides for 
an exit to a user's subrou
tine. 

2. The user must provide for the 
checking of header and trailer 
labels. 



S = The file has standard labels only .. 

1.. An elcit is notgi ven for ei th
er all input or output file. 

2,. User standard labels will be 
bypaflsed. 

I 

E =\/rhe file has standard labels and 
'Ulser staridard labels. 

, \ 
! 1... For both input . and output 

\ files RPG provides for an exit 
\ to a user subroutine in which 

\ user standard labels are proc
essed. 

NAME OF Lru3EL EXIT (COLUMNS 54-59) 

Enter in these columBs the name of the 
external rc)utine which will process non
standard Ole user-standard labels. The name 
must consil;t of alphameric characters and 
cannot exc4E!!ed six characters in length. 
(This entry is required only if column 53 
contains N or ~.) 

Note: The re~rister conventions for 
exit to a user routine for label check
ing ar4E!! the same as those specified in 
the section Use of Registers with one 
exceptIon. Regist.er 8 is used as the 
base r4E!!gister, and not register 15. 

EXTENT EXIT FOR DAM (COLUMNS 60-65) 

In IBM Basic Operating System'RPG (aR), 
these columns are not used. 

COWMNS 66-74 

Leave columns 66~74 blank, unless comments 
are entered in these columns. 

ENTRIES ON THE FILE DESCRIPTION 
SPECIFICATION SHEET 

Figure 66 shows several examples of entries 
on the File Description Specification 
sheet. The numbers to the right correspond 
to the explanation that follows. 

1. The E in column 16 indicates the input 
file INPUT is the primary file. The E 
in column 17 indicates that the end-of
job condition will occur when this file 
is depleted. The file is ascending (~ 
in column 18). The block length is 80, 
and each record is 80 characters long. 
The E in column 39 indicates that the 
file-will be referenced on the File 
Extension Specification sheet. This 
file is read in on an IBM 1442 Card 
Read-Punch. The Device code is READ42, 
and the Symbolic Device code is SYSRDR. 

IBr., INTERNATIONAL BUSINESS MACHINES CORPORATION Form 
',In'. 

Ooto ___ _ 

REPORT PROGRAM GENERATOR FII.E DESCRIPTION SPECIFICATIONS 
IBM Systelll/360 

Program ______________ _ 

Programmer ____________ _ 

12 

Pall· rn Program 
Identification 

Un. .! Filename 

Fn. Typo 

PII. Oe.lgnallon 

Mod. of Proco .. lng 

Longth of Record 
Addr ... FI.ld 

End of FII. Record Addr... Type ;;, W' 

Sequ.nce Type of fll. j Symbolic ; Nome of Extent Exit 

~ ~ fll. Formal ~:.:;~:II;:dicalo 5 Device Device !!f Lobel Exit for DAM 

~. ~ C > Block Record.. ... ~ ~ .~ ::8 
:::: ~ E ::c ~ Length Length::' ~ ;::. ~:~~t:i:~ li ..9 

I 

I 
1~ 76 : 

ill 
I 

I 
Comm~ 

3 4 5 6 7 8 9 to 11 12 13 14 15 16 17 18 1920 21 22 2324 25 26 27 28 2930 31 32 33 34 3~ 36 37 38 39 40 41 4243 .. 45 46 47 48 49 ~O ~1 52 ~3 ~4 5~ ~6 ~7 ~8 ~9 60 61 62 63 64 6566 67 68 69 70 

:I-i¢'lNPUT IPEAF 81~ sid EREAD\42 SYSIRDR 1 (1 
"t~PRAFFILE If( F sW> 81~ 81 EREAD:4i~ SYS 1(61 i iJ 2) 
,J'¢'TABFIL IT F 2¢~ 11tl~ EITAPEi Is/yS 06NLASI£XT('3 

~~~:~~~~:~~~~~~ ~ ~~I: ~:~~: ~i :15 ~i;~i~ ~:~;~ f~; '-~t- I(~ t 
~j' I¢ f CAR D R E C C S F 81~ 81¢ REA D~ i 51 y 5'~ I ¢ 2 : I r \.6) 
I$ir ¢ f 0 U T F U T 0 v' 1 3 2 i 3 2 0 F P R 1 NT E R 5 Y 5 L 5 T -U-;--+1 ...... 7~11-+-+---+-+--+-+-+--H 

i:1 _n i O. f I 1-_ - , "-I-- , ""'j'+-+, --r-t---+-, -t-. -+--1--+-+---1---+-+--+ 

• Figure 66. Entries for the File Description Sheet 
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2. The record-address file defined on this 
line has a fixed format (column 19). 
It has a block length of 80. Each 
record is 80 characters long and the 
length of each record-address field is 
8. The E in column 39 indicates that 
the File-Extension Specification sheet 
will be used. The record address file 
is read into the program by an IBM 2540 
Card Read-Punch. The Device code is 
READ40 and the Symbolic Device code is 
SYS001. 

3. The third file defined on this sheet is 
a table file. The T in column 16 
indicates that it is a table file. It 
has a fixed format, a block length of 
200, and a record length of 100. 
Column 39 (E) indicates that it will be 
used on the-File Extension Specifi
cation sheet. The file is read in on 
magnetic tape, therefore the Device 
code is TAPE, and the Symbolic Device 
code is SYS006. The N in column 53 
indicates that there are nonstandard 
labels on the tape. This means that 
the nonstandard labels will be proc
essed by the user's subroutine LABEXT 
(as specified in columns 54-59). 

4. MASTCUST is an input file that will be 
processed under the control of another 
file. It is a chained file (C in 
column 16). It will be processed ran
domly (R in column 28). The record 
addresses that will be referenced by 
the chaining file are record keys (! in 
column 31), and the file is organized 
indexed-sequentially (! in column 32). 
This file is located on a direct access 
storage device and is given the Device 
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code of DISK11 and the Symbolic Device 
code of SYSa08. The S in column 53 
indicates that there are standard 
labels on the disk. 

5. The update file DISKUPDT (Q in column 
15) will be used for input, and it will 
be updated after processing of each 
record has been completed. It is an 
indexed-sequential file, and it will be 
processed randomly. The £ in column 16 
indicates that the file is a chained 
file. In this example, the maximum 
record length is 200 with a maximum 
block length of 400. This file is 
located on a direct access storage 
device and is given the Device code of 
DISK11 and the Symbolic Device code of 
SYS012. The key field starting loca
tion (columns 37-38) is position 15 
within the data record. 

6. The file CARDREC is a combined file 
(column 15). Assume that the file will 
be used as input, and additional infor
mation will be punched in the input 
cards during processing. Therefore, it 
is a Secondary file (Column 16). This 
combined file is read in and punched 
out on an IBM 1442 Card Read~Punch. 
The Device code is specified as READ42 
and the Symbolic Device code as SYS002. 

7. The file OUTPUT is a printed report in 
this example. It is variable in 
length, and the longest record is 132 
characters. The overflow indicator for 
this file is OF (columns 33-34). The 
printed report in this case has a 
Device code of PRINTER and a Symbolic 
Device code of SYSLST. 



Entries made on the File Extension Specifi
cation SheE!t provide information to the RPG 
about such function$ as chaining files, 
tables usecl in the object program, and 
information about record-address files. In 
the sections Using Tables in the Object 
Program ancl Processing Multiple Input 
Files, detCiLiled information and examples 
show how tc> use these functions. A maximum 
of 25 line entries may be made on the File 
Extension Specification sheet. 

The entJ~ies allowed on the File Exten
sion Specification sheet are discussed in 
t.he followlng sect. ions • 

RECORD SEQUENCE (COLUMNS 7-8) 

Chaining Flle 

If the fi14! defined on the line is a chain
ing file, ~!nter the sequence of the file in 
columns 15--16 of t:he Input Specification 
sheet. The file name of the chaining file 
has been entered in columns 7-14 of the 
Input Spec:lfication sheet. 

Record-Addlress File or Table File 

Leave colwnns 70-80 blank if a record
address file or a table file is defined on 
this line. 

NUMBER (CO:LUMNS 9--10) 

Chaining Field 

Enter the number of the chaining field in 
columns 9-:10. The number of the chaining 
field is taken from columns 61-62 of the 
Input Specification sheet .. 

Record-Address File (RAF) or Table File 

Leave columns 9-10 blank if the file 
defined on the line is a record-address 
file or a table file. 

FILE EXTENSION SPECIFICATION SHEET 

FROM FILENAME (COLUMNS 11-18) 

Enter in these columns: 

1. The name of the chaining file, 

2. The name of the RAF, or 

3. The name of the table file as defined 
on the File Description Specification 
sheet. 

Chaining File. This is the file that 
has the data record containing the chaining 
field. The name of the file is taken from 
colUmns 7-14 of the File Description Speci
fication sheet. The entry must be left
justified. 

Record Address File. If the file 
defined on the line is a record-address 
file, enter the name of the RAF file in 
these columns. The entry must be left
justified. 

Table File. Enter the name of the file 
that contains the table if the file defined 
on the line is a table file. This file has 
been defined on the File Description 
Specification sheet. The entry must be 
left-justified. Table files are processed 
in the same order in which they appear on 
the File Extension Specification sheet. 

TO FILENAME (COLUMNS 19-26) 

Chained File Name. If the file is a 
chained file, enter its name. rhe data 
record is obtained from this file. The 
entry must be left-justified. 

RAF File Name. If the From Filename 
entry (columns 11-18) is an-RAF-file, enter 
the name of the file that contains the data 
record to be processed. The entry must be 
left-justified. 

Table File Name. If the From Filename 
entry (columns 11-18) is a table file, 
enter the name of the file to be used as an 
output file after the table has been updat
ed during program execution. Leave this 
column blank if the table file is not to be 
written out. A table can be put out on 
only one device. For additional informa
tion on tables, see Usi~Tables in the 
Object Prog~. The entry must be left
justified. 
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TABLE NAME (COLUMNS 27-32). 

Columns 27-32 contain the name of either 
the table that contains arguments or 
functions. If only one table name 
(argument or function) is read in on one 
device, then it is entered in this column, 
and columns 46-57 are left blank. The name 
must be of the form TABnnn. The entries 
~ may be any alphameric characters. (The 
entry must be left-justified.) 

Direct Organization 

When a file that has direct organization is 
processed under control of a record-address 
file or a chaining file, the entry for 
these columns is the RPG internal label of 
the conversion routine. The concepts of 
chaining and record address files have not 
been discussed at this point in the publi
cation. For a complete discussion of 
chaining, conversion, and record-address 
files, see Processing Multiple Input Files. 

NUMBER OF TABLE ENTRIES PER RECORD (COLUMNS 
33-35) 

Enter in columns 33-35 the maximum number 
of table entries (that is, the number of 
arguments or functions) that are contained 
in each input record. The entry must be 
right-justified. 

NUMBER OF TABLE ENTRIES PER TABLE (COLUMNS 
36-39) 

In these columns, enter the exact number of 
table entries (the number of arguments or 
functions in the table) contained in the 
table. The entry must be right-justified. 

LENGTH OF TABLE ENTRY (COLUMNS 40-42) 

Enter in columns 40-42 the length of each 
table entry. The maximum size of an entry 
is 248 bytes. The entry must be right
justified. 

92 

PACKED (COLUMN 43) 

If the data in the table is in the packed
decimal format, enter P in this column. 
Otherwise, leave this column blank. 

DECIMAL POSITIONS (COLUMN 44) 

If the data contained in the table is 
numeric, enter a zero if there are no deci
mal positions. Enter the number of decimal 
positions (1-9) in this column if the data 
contains decimal positions. If the field 
is alphameric, leave this column blank-. 

SEQUENCE (COLUMN 45) 

If the data contained in the table is in 
ascending sequence, enter an A in this 
column. If the data contained in the table 
is in descending sequence, enter a Q in 
this column. Leave this column blank if 
the data contained in the table is not in 
ascending or descending sequence or if this 
specification is not required. 

Note: The next five specifications 
(columns 46-57) are used only if alter
nating fUnctions and arguments are read 
in on one device. 

TABLE NAME (COLUMNS 46-51) 

If two table names are used, enter the 
second table name in these colUmns. It 
must be of the form TABnnn. This specifi
cation is used only if alternating argu
ments and fUnctions are used. rhe entry 
must be left-justified. 

LENGTH OF TABLE ENTRY (COLUMNS 52-54) 

Enter in these colUmns the length of each 
table entry. The maximum Size of a table 
entry is 248 bytes. The entry must be 
right-justified. 

PACKED (COLUMN 55) 

Enter a P if the data in the table is in 
the packed-decimal format. otherwise, 
leave this column blank. 
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• Figure 67. Entries for the File Extension Sheet 

DECIMAL POSITIONS (COLUMN 56) 

If the data contained in the table is 
numeric, enter a zero if there are no deci
mal positions. Enter the number of decimal 
positions (1-9) in this column if the data 
contains decimal positions. If the field 
is alphameric, leave this column blank. 

SEQUENCE (COLUMN 57) 

If the data contained in the table is in 
ascending sequence, enter an ~ in this 
column. If the data contained in the table 
is in desc€lnding sequence, enter a .Q. in 
this column. Leave this column blank if 
the data cClntained in the table is not in 
ascending or descending sequence or if this 
specification is not required. 

COLUMNS 58-74 

Leave columns 58-74 blank, unless comments 
are entered in these columns. 

ENTRIES ON THE FILE EXTENSION SPECIFICATION 
SHEET 

Figure 67 shows several examples of entries 
that can bE! made on the File Extension 
Specification sheet. The numbers to the 
right of the entries correspond to these 
explanations: 

1. In this example, INPUT is a card file 
containing the record key that will be 
used to process records in the DASD 
file MASTCUST. The file INPUT is the 
chaining file. That is, it is the file 
that links or chains to another file 
(in this case MASTCUST). The field 
contained in INPUT, which is used to 
link the two· files, is the chaining 
fielg. The record sequence of the 
input file is taken from the Input 
Specification sheet. Cl is the number 
of the chaining field. Thus, INPUT is 
chained to MASTCUST by using a field 
defined on the input specifications 
that contains Cl in columns 61-62. A 
complete discussion of chaining may be 
found in the Chaining section. 

2. In this example, RAFFILE is a record
address file that supplies the 
addresses of the records to be proc
essed in the file DISKUPDT. 

3. TABFIL is the name of a table file that 
contains both a table of arguments and 
a table of functions. 

The arguments in the file are iden
tified by the table name of TABARG. 
The argument table is described in 
columns 33-45. There are 10 arguments 
in each record. The number of argu
ments in the table is 150, and each 
argument is 10 characters long. The 
arguments are numeric (column 44). 

The functions in the file are iden
tified by the table name TABFUN. The 
function table is described in columns 
52-57. Each fUnction is 10 characters 
long, and each function is organized in 
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the form: argument-function. There
fore, TABARG was specified first. 

4. This example shows the specification 
for a table file that contains only 
arguments. After the table of argu
ments is updated the table is to be 
written on an output unit (card or 
printer. ) 
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TABFIL is the name of the table 
file. 

NEWTAB is the name given to the 

table file when it is being written on 
the output unit (output operations). 

The arguments in the file are iden
tified by the table name of I'ABREC. 
The argument table is described in 
columns 33-4S~ Ten table entries are 
in each record. The number of table 
entries in the table is 150, and each 
table entry is 10 characters long. The 
data is numeric. TABREC is the name 
used during updating or during a lookup 
operation on the Calculation Specifi
cation sheet. 



USING TABLES AND EXIT ROUTINES IN. THE OBJECT PROGRAM 

This section of the publication contains 
information on: 

1. How to create and use tables, and 

2. How to transfer control from the RPG 
program to a subroutine coded by the 
user, and how 'to return to the RPG 
program. 

USING TABLES IN TH:E OBJECT PROGRAM 

RPG enables the programmer to use tables in 
the object program. A table is nothing 
more than an arrangement of data that is 
searched and used by the object program. 
Tables are loaded into storage by the RPG 
object program before any files are proc
essed. Tables can be loaded from card, 
tape, or disk (consecutive). 

A table may consist of two parts: an 
argument an.d a function. In Figure 68 the 
table consists of part numbers (arguments) 
and prices (functions). If the price of 
part numbel:' 10 is wanted, the table is 
searched until part-number 10 is found. 
The corresponding function of 10 in the 
table is 15d. The 155 represents $1.55, in 
this example. The number used to search 
the table is called the search argument. 
'rhe card flle in Figure 68 contains part 
numbers thalt have been ordered. The cards 
do not cont~ain the prices of the parts. 
The part number is selected from the card 
by the RPG program, the table is searched, 
and the prlce is retrieved and made availa
ble for additional processing. 

(Argument) (Functions) 
Part No. Prices 

4 101 

5 132 

6 075 
7 005 

8 159 

Search Argument is 10 

Figure 68. Using a Table 

DATA CARDS 

Part 
No. 
15 

All entries in a table will be: 

1. Arguments, 
2.. Functions, 
3. Alternating arguments and functions, or 
4. Alternating fUnctions and arguments. 

Figure 69 shows these four possibilities. 
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Arguments 

Argument 1 Argument 2 Argument 3. 

Functions 

Function 1 Function 2 Function 3 

Alternating Arguments and Functions 

~Ar_g_u_m_e_nt __ l ___ Fu_n_c_ti_Q_n_l~ __ A_rg_._2 __ z!Z~_m_~_n_t_N ____ ~_F_u_n_._N __ ~ 
Alternati Functions and Arguments 

Function 1 Argument 1 Fun. 2 Function N Argument N 

Figure 69. Four Types of Tables 

RULES FOR FORMING TABLES 

1. Each unit of table data is called a 
table entry. That is, each argument is 
a table entry, and each function is a 
table entry. 

2. The collection of all arguments is 
assigned a name. The collection of all 
function entries is assigned a name. 
The names must be unique, and the names 
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3. 

of the tables must contain the letters 
TABnnn (nnn may be any alphameric 
entry). In Figure 73 the alternating 
table file called RATETABL is split 
into the collection of arguments 
(TABNUM) and functions (TABRAT). RATE
TABL is the name of the file containing 
the tables. 

Although all the tables may·be loaded 
from the same device, a uni~ue file 
name must be assigned in columns 11-18 
for each line entry on the File Exten
sion Specification sheet. The tables 
will be loaded into storage before the 
object program is processed, and each 
line entry on the File Extension Speci
fication sheet must have: 

a. A unique file name <columns 11-18). 

b. Entries in columns 27-45 if the 
table is only arguments or fUnc
tions. 

c. Entries in columns 27-45 and columns 
46-57 if the table consists of 
alternating arguments and functions. 

Rules for Creating Records Containin~!~bl~ 
Data 

1. Each record must begin with the first 
table entry of that record in position 
1. 

2. All records must have the same number 
of table entries, except the last. In 
Figure 70, the first card in the table 
file has ten table entriea. All subse
quent card records must have ten table 
entries. The second card could not 
contain six; the third could not con
tain seven, for example. 



Arg. Func. Arg. Func. Arg. Func. Arg. Func. Arg. Func. 
11 11 12 12 13 13 14 14 15 15 

--

Arg. Func. Arg. Func. Arg. Func. Arg. Func. Arg. Func. 
6 6 7 7 8 8 9 9 10 10 

Arg. Func. Arg. Func. Arg. Func. Arg. Func. Arg. Func. 
1 1 2 2 3 3 4 4 5 5 

4 10 13· 19 22 28 31 37 40 46 

Figure 70. Table File containing Arguments and Functions 

3. All ent~ries must be continuous in every 
record. In Figure 70, the first entry 
begins in position 1 and the second 
entry begins in position 4. No blanks 
can be contained between the table 
entries. 

4. All ent:ries belonging to a table must 
have the same length. In Figure 70, 
each argument is three positions long 
and each funct.ion is six positions 
long. 

5. When alternati.ng tables are used, each 
record must begin with an entry of the 
same type. Ea.ch record must always 
begin t.l1i th an argument, or each record 
must always be!gin with a fUnction as 
shown in Figure 70. 

6. When alternating tables are used, the 
table entries in each record must not 
be split. Function 3, for example, 
must be in the same record as argument 
3. It is not permissible for a func
tion to appear in a different record 
other than its corresponding argument. 

7. If a table consists of all arguments or 
all functions, an argument or a fUnc
tion must not be split. Assume that 
argument one, argument two, argument 
three, and argument four are contained 
in the first record. No part of argu
ment four could overflow into the sec
ond record. Figure 71 illustrates the 
correct way to specify records contain
ing arguments or functions. 
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Argo Argo Argo Argo Argo Argo Arg. 
15 16 17 18 19 20 21 

Argo Argo Argo Argo Argo Argo Argo 
a 9 10 11 12 13 14 

Argo Argo Argo Argo Argo Argo Argo 
1 2 3 4 5 6 7 

6 11 16 21 26 31 36 

Figure 710 Table File containing All Arguments 

8. The table may be ascending, descending, 
or in no sequence. 

9. The records of a table must be on a 
sequentially organized file. 

10. The table file to be loaded must con
tain the exact number of table eatries 
as specified on the File Extension 
Specification sheet. 

METHODS OF PROCESSING TABLES 

The operation code LOKUP entered on the 
Calculation Specification sheet causes a 
table lookup operation to be performed. 

Factor 1 contains the search argument. 
The search argument may be a literal or a 
field name. 

Note: The length of the data in the 
argument table (table argument) must be 
equal to the length of the search argu
ment. The length includes the decimal 
positions. 

Factor 2 contains the name of the table 
which co~tains the arguments. 
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The result field contains the name of 
the table from which an associated fUnction 
is to be located, if arguments-and func=--
tions are used. The result field may be 
left blank if the user wants to determine 
if an argument is present in the table, but 
does not require the corresponding func
tion. 

Resulting indicators (columns 54-59) 
must always have an entry when the table 
lookup operation is performed. The indica
tors indicate the type of lookup to be 
performed, and the indicators are turned on 
wh@never the condition is satisfied. The 
program may search for the table argument 
next-higher than the search argument, or it 
may search for the table argument next
lower than the search argument, or it may 
search for the table argument equal to the 
search argument. An entry must be made in 
columns 54-59. Combinations of high-equal 
or low-equal searches may be specified by 
placing indicators in the appropriate two 
of the three fields (columns 54-59). 

The lookup operation is performed in 
this way: 

1. The object program takes the field name 
or literal in Factor 1 and searches the 
table indicated by Factor 2. The kind 
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• Figure 72. Using Table Files 

of lookup is determined by the entries 
in the result:lng indicators. 

2. After 'the proper entry from the 
argument table has been found, the 
corresponding function from the fUnc""" 
tion t.able (indicated by the entry in 
the result field) is located, and 
placed in the special holding area of 
the fu:nction table. If the proper 
table ,argument is not found, the indi
cators in columns 54-59 are not turned 
on. 

Other operations may be performed using 
the data just found by the table lookup 
operation. This data is stored in the 
special holding a:rea within the function 
table, and can be retrieved by merely using 
the name of the function table in either 
Factor 1 or Facto:r 2 of an operation. 

Figure 72 illustrates several ways the 
data found h¥ the operation may be used. 
The numbers on the figure correspond to 
this discussion. 

1. Fa.ctor 1 contains the name of a field. 
The field PERCNT contains the search 
argument. The name of the table that 
contains the arguments is TABCST. The 
name of the table tha·t contains the 
corresponding function is TABAMT. The 
program will search for the value in 
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the argument table that is equal to the 
search argument (columns 58-59). 

2. The data found in TABAMT from the pre
vious operation is used as the search 
argument in this example. (TABAMT is 
the name of the table; however, Factor 
1 is the fUnction located in the spe
cial holding area of the table TABAMT). 
The program searches for the value in 
the table TABARG that is equal to the 
search argument (columns 58-59). 

3. In this example, the data obtained from 
the function table TABFUN from the 
previous lookup operation is moved to a 
field called WITHTX. It will be used 
for additional calculations. 

4. In this example, the data found in the 
function and argument tables is updat
ed. The literal +25 is the search 
argument. The table TABFIL is searched 
for +25 <indicated by the entry in 
colUmns 58-59). A new entry for the 
corresponding function of +25 is 
entered in TABLIT. The new fUnction is 
+500; the new argument is +30. 

5. In example 5, a lookup with only one 
argument table turns on indicator 30 if 
SEARCH is equal to an argument in TAB
NUM. If 30 is not on (N30), Hi is 
turned on by the SETON instruction. 
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6. This example illustrates the facility 
for adding to the table. In this exam
ple, the LOKUP operation is conditioned 
on indicator 01. (Indicator 01 is 
turned on when the input file contains 
records with additional table informa
tion. Each record contains the two 
fields, NEWARG and NEWFUN.) To deter
mine the first vacant argument, a field 
of zeros is used as the search argu
ment. (Zeros are used because the 
argument field is numeric. Blanks 
would be used if the argument field had 
been alphabetic.) 

If there is an equal compare, indi
cator 35 is turned on. Since the argu
ment field of the table is vacant, the 
corresponding function field is also 
vacant. (It is the user's 
responsibility to make certain that the 
vacant table entries contain all zeros 
or blanks, depending on whether the 
fields are numeric or alphameric.) The 
new argument (NEWARG) is inserted in 
the TABARG field, and the corresponding 
new function (NEWFUN) is inserted in 
the TABFUN field. 

RETRIEVING UPDATED TABLES 

After a table has been updated, the table 
may be written out for later use. On the 
File Description Specification sheet, the 
programmer enters the name of the file that 
will contain the updated table. The file 
must be defined as an output file. On the 
File Extension Specification sheet, the 
programmer enters the name of the file on 
which the updated table will be written. 
He enters the name of the file in To Filen
ame. The updated table file will be put 
onto the output file after the program has 
reached the end-of-job condition (LR 
condition) • 

The name of the file need not be entered 
on the Output-Format Specification sheet. 
If the updated table is to be put out on a 
printer, no automatic skip to a new page 
will be initiated by the RPG program. 

The output table must have the same 
format as the input table. When using tape 
units as output devices for tables in 
blocked format, each output table file 
requires a separate tape unit. 
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EXAMPLE OF USING TABLES 

Figures 73 and 74 illustrate an input data 
file, the way a table might appear, and the 
entries necessary on the RPG specification 
sheets in a program that uses tables. In 
this example, a card-input file contains 
the number of hours worked by each employee 
(columns 42-44) and the employee's number 
(columns 1-5). The RPG program takes the 
employee number and uses it as the search 
argument to find the salary rate for the 
employee. After the employee's rate has 
been determined, the rate is multiplied by 
the number of hours worked by the employee. 
The result of this operation is the amount 
earned for each employee. 

TABRAT TABRAT 

Argument Argument Argument 

Table Table Table 
Function Function Function 

./ ./ 
/ 

HRS 
EMPNO WKD 
1-5 42-44 

V 
(Input 
Data) 

Figure 73. Using Alternating Arguments and 
Functions 

In this example, the table consists of 
alternating arguments and functions. The 
way the table data might appear is shown in 
Figure 73) The name of the file that con
tains the arguments and fUnctions is RATE
TABL. The collection of arguments is 
called TABNUM (the table number), and the 
collection of fUnctions is called TABRAT 
(table rate). 

Entries on the specification sheets 
follow. 

FILE DESCRIPTION SPECIFICATION SHEET 

The two files are defined on the File Des
cription Specification sheet. The file 
containing the input card records is called 
TIMECARD. It is an input file (! in column 
15); it is the primary file (~ in column 
16); and when the file is depleted, proc
essing is terminated (~ in column 17). The 
records in the file are in ascending order 
(~ in column 18); they are fixed-in-format 



(F in column 19).. Each record has a block 
length of 80 (80 in columns 22-23). and 
each record is 80 characters long (80 in 
columns 26"':27). 

This file is read in on the IBM 2540 
Card Read-Punch, so the Device code is 
READ40, and the s~nbolic Device code is 
given as SYSRDR. 

The table file :Ls defined on the line 
below the card-input file. The name of the 
file (RATET.ABL) is entered in Filename 
(columns 7-14). It is an input file (1 in 
column 15), and the records in the file are 
fixed in format (F in column 19). The file 
has a block length of 80, and each record 
is 80 characters long. The ~ in column 39 
indicates that add:Ltional information about 
t.he file is coded on the File Extension 
specification sheet. 

This file is read i~ on the IBM 1442 
Card Read-punch, and therefore it is 
assigned the Device code of READ42. This 
is the second card reading device on the 
system so it is assigned a Symbolic Device 
code of SYS001 .. 

FILE EXTENSION SPECIFICATION SHEET 

On the File Extension Specification sheet, 
the table file is :further def ined.. The 
name of the file is entered in From Filen
ame (columns 11-18). The collection of 
arguments (TABNUM) is entered in the first 
Table Name (columns 27-32). There are ten 
arguments per record (columns 34-35), and 

there are 1500 entries in the table 
(columns 36-39). Each table entry is five 
positions long (~ in column 42),.od there 
ar sitions (N·in,column 44). 
fhe table is ascen -

The collection of functions is described 
in columns 46-57. The name of the func
tions (TABRAT)is entered in columns 46"':51. 
Each entry in the table is four positions 
long (! in column 54), and there are three 
decimal positions specified (1 in column 
56). The functions are in ascending order. 

INPUT SPECIFICATION SHEET 

The input file (TIMECARD) is described on 
the Input Specifioation sheet. The name of 
the file is entered in columns 7-14. The 
file is assigned a.sequence of AA (columns 
15-16), and resulting indicator 01 is 
turned on whenever an input record is pre
sent for processing. No record identifi
cation codes are specified because every 
record will be processed in the same way. 

Lines 020 and 030 are used to describe 
1:.he locations of the two input fields used 
by the prografu. The employee number is 
located in columns 1-5 of the input record, 
as specified by the entries in Field Loca
tion (columns 47 and 51), and the employee 
number is given the field name EMPNUM. The 
number of hours worked by the employee is 
found in columns 42-44 of the input record, 
as specified by the entries in field loca
tion. The name HRSWKD is assigned to the 
number of hours worked by each employee. 
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CALCULATION SPECIFICATION SHEET 

Three calculation specifications are shown. 
On line 010 I' EMPNUM (employee number) is 
used as Factor 1. The employee number is 
the search clrgument. The operation code 
LORUP which is coded in columns 28-32 caus
es the lookup operation to be performed. 
Factor 2 contains the name of ,the collec
tion of arg1lments (TABNUM) which is
searched by the search argument. The 
result field contains the name of the col
lection of :Eunctions (TABRAT). Thus, this 
operation C4luses the employee number 
(EMPNUM) to be used as the search argument 
for the dat41 contained in TABNUM. The 
result field. is four pOSitions long with 
three decimi!l positions. The 03 entered in 
columns 58-59 indicates that indicator 03 
will be turned on when the search argument 
finds an en'try in the argument table that 
is equal to the search argument. 

The speclfications on line 020 are per
formed when indicator 03 is on. The rate 
for the employee (TABRAT) which has just 
been locateld is multiplied by the number of 
hours worked (HRSWI<D), and the result is 
stored in E.ARNS which is five positions 
long and has two decimal positions. The 
answer is h.alf-adjusted. 

If the search argument does not find an 
equal entry in the argument table 
<indicator 03 is not on), the specifi
cations on line 030 are performed. Columns 
9-11 contain the specification N03. 

The literal +000.00 is then moved to the 
field EARNS, specifying that the employee 
does not have an entry in the table. 

EXIT ~O A USER'S ROUTINE 

GENERAL INFORMATION 

By use of the EXIT operation code on the 
Calculation Specification sheet, RPG pro
vides the facility to transfer control from 
the RPG object program to some subroutine 
that has been coded independently. A sub
routine might be a standard routine (such 
as a state withholding tax) or it might be 
a routine that performs a function not 
easily acco1mplished using RPG (such as a 
square-root computation). The SUbroutine, 
written in the Assemble~ language, is coded 
by the user, and entries made on the calcu
lation shee~t enable the programmer to: 

1. Exit fz'om the RPG program to the sub
routine!, 

2. Execute the subroutine, and 

3. Return to the main program after the 
SUbroutine has performed its function. 
Each subroutine must be assembled as a 
separate modUle. 

HOW TO CODE EXIT 

On the Calculation Specification sheet, the 
EXIT operation can be a conditional opera
tion. 7-8, 9-11, 12-14, or 15-17, the EXIT 
occurs when the designated conditions are 
satisfied. If no indicators are used, the 
EXIT occurs every time the detail calcula
tions are performed. ColUmns 28-31 must 
contain the operation code 'EXIT, and Factor 
2 must contain the label of the user's 
subroutine. 

POSITION OF EXIT IN THE CALCULATION 
SPECIFICATION ENTRIES 

The following results are obtained depend
ing on the location of the EXIT code on the 
Calculation Specification sheet. 
r----------------T------------------------, 
II Calculation I When the EXIT I 
I Entry 1 Will Occur I 
~----------------+------------------------~ 11. First Detail I At the end of the data I 
I 1 routine (after the datal 
II I is extracted from the 1 
I I inpu t record).. I 
I 1-1-- z'J 
12. Last Detail I Immediately before~~ 
II I ...eeadinq-records are 
I 1 written. 
II I 
13. First Total I At the end of the input 
I I routine (after the 
I I record-type has been 
I I determined and the 
I I control-field break has 
I I been tested). 
I I 
14. Last Total I Immediately before the 
1 t total records are writ-
I I ten. 
L~ _______________ .L _____ ~. ___________________ J 

(;ENERAL RULES FOR USING EXIT 

RPG provides the facility for the subrou
tine to test indicators and use fields 
that have been defined in the RPG program. 
RPG also provides the facility for the RPG 
program to use fields that have been 
defined in the subroutine. These two 
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facilities are provided by using the two 
operation codes RLABL and ULABL. 

If the user has defined a field in the 
subroutine, and this field is to be used 
in this RPG program, he must code: 

1. ULABL in the operation-code columns. 

2. The label of the field in Result 
Field. 

3. The length of the field in Field 
Length. 

4. The decimal length in Decimal Posi
tion, if applicable. 

If the user has defined a field in the 
RPG program and this field is to be used 
in the subroutine to which the EXIT will 
occur, he must code: 

1. RLABL~in the operation code. 

2. The label of the field in Result 

Field~~-q ~~"~N ~ 
When executing the subroutine, the user 

may need to reference the resulting indi
cators that are used in the RPG portion of 
this program. To do this, the user must 
code: 

1. RLABL in the operation code columns, 

2. INnn in the result field. The nn 
represents the specific indicator that 
the user wants to test in the subroutine. 
Therefore, if MR was to be tested in the 
SUbroutine, he would code INMR in the 
result field. 

Indicators defined in the subroutine 
cannot be used or referenced in the basic 
operating system RPG program. 

USE OF REGISTERS 

The way in which registers are used by the 
programmer is strictly defined. These 
rules must be followed: 

1. The register that contains the base 
address of the subroutine is register 15. 
The first instruction of the programmer~s 
subroutine must load the base address of 
the subroutine in register 15. 

Note: The base register for an exit 
to a user's subroutine for label 
checking is register 8, and not reg
ister 15. 

~ \~ 
) 

2. When control of the program passes 
from the RPG program to the subrou
tine, the address of the RPG instruc
tion to which the subroutine must 
return is stored in register 14. 

3. The RPG instruction to which the sub
routine returns is the instruction 
that follows the EXIT operation. 

4. If registers are used within the sub
routine, the contents of the registers 
the programmer intends to use must be 
stored before the subroutine is exe
cuted. 

5. Before the subroutine transfers back 
to the RPG program, the registers must 
be restored to their original con
tents. 

6. The general registers available for 
the user's purposes are registers 2, 
8, 9, 10, and 11. Registers 3-7 can 
be used only if no RLABL's are speci
fied in the user's subroutine. The 
remaining registers cannot be used. 

USING INDICATORS AND FIELDS IN THE EXIT 
ROUTINE 

If in the exit subroutine, the user sets 
on, sets off, or tests resulting indica
tors, he must observe the following 
rules: 

1. To set on a resulting indicator, set 
the data located at INnn to the hexa
decimal FO. 

2. To set off a resulting indicator, set 
the data located at INnn to the hexa
decimal 00. 

3. To test resulting indicators: 

a. If on, the data at INnn, will be 
the hexadecimal FO. 

b. If off, the data at INnn will be 
the hexadecimal 00. 

If numeric data from the RP::; object 
program is used in ,the subroutine, it will 
be in the packed-decimal format. If the 
numeric data from the subroutine is sup
plied to the RPG object program, it must 
be in the packed-decimal format. 

Figure 75 shows the coding steps neces
sary to implement the EXIT routine. 
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1. An input file of the name INPUT turns 
on resulting indicator 01 if an X is 
in position 80. 

2. If the field AMOUNT is blank, field 
indicator 02 is turned on. 

3. Whenever indicator 01 is on, the cal
culation specifications entry EXIT 
causes the program to exit to the 
user's subroutine called TAXROUTE. 

The operation preceding EXIT 
defines (and sets off) an indicator 
that can be used in the subroutine. 

4. Within the subroutine, the user wants 
three things: the AMOUNT field, and 
the indicators 02 and 14. RLABL ena
bles the subroutine to reference the 
AMOUNT field, and IN02 enables the 
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subroutine to test indicator 02. IN14 
enables the sUbroutine to utilize 
indicat~r 14 in the subroutine. 

5. In the subroutine, assume there is a 
field (TAXAMT) that the user wants to 
use on the output-format specifi
cations. If the field TAXAMT in the 
sUbroutine is blank, the subroutine 
turns on indicator 14. TAXAMT is 
referenced in the output specifi
cations, and it will not be printed if 
indicator 14 is on. If the user 
chooses, he can use it later in the 
calculation specifications. The entry 
ULABL enables the field TAXAMT to be 
referenced by the RPG program. 

6. On the output sheet, TAXAMT is treated 
as a field. 



This aecttic.n of,t.he manual '18 for readers 
not. fallilicnr wi~h dlsk st.orage operat.ions. 
Zt. containll a general Oe8cription of data 
organlzat.ic)n and x'et.rleval. and defines 
80me of thEa t.erms you may encount.er in 
rela'ted li1~erat.ure. 

,INTRODUCTION AND TBJUUNOLOGY 

The dist.inc:t.ion bett.ween t.wo concept.s is 
important.: fileorqanizat.ion and fl1e 
processing •. 

File Orc(anizat.ion is the met.hod of 
arranging data records on a direcu access 
storage de"ioe. A file is organized dur
ing the de"elopment. st.ages of the applica
tion. 

File Prc)cessinc( is t.he met.ho4 of 
ret.rieving data records from t.he file. 

TO achi4!ve the most. efficient. 'use of 
t.he Syst.ellv'360 component.s,carefully con
sider the ]celatiollship bet.ween how a file 
is organized and how t.o retrieve records 
from it.. ~t'his is particularly important 
when 4esig]ling data files for storage in a 
direct access storage device, such as the 
IBM 2311. 

The method of organizat.ion bes~ suited 
t.o a parti1:::ular file of disk records 
depends up:>n many fact.ors. These fact.ors 
must be analyzed for each file in each 
particular application. Frequent.ly, you 
can use mOl!:'e t.han one method of processing 
on the same file. For example, records 
within a flle might be processed at random 
during an 1llpdatin~J run, and sequent.ially 
during a b:Llling run. 

LOGICAL FI1.E va PHYSICAL UNIT 

It is impo:rtant t.o distingUish batween a 
logical file and the physical unit used t.o 
store t.he :file. A logical file is a group 
of related data records, such as a payroll 
file. 

A ~cal uni~ for storage of dat.a 
records could be iin IBM 2400-series Mag
netic Tape Unit, an IBM 2311 Disk Storage 
Drive. ora.n IBM 2540 Card Read-Punch. 

OISR STORAGE CONCEPTS 

A logical file may occupy part of a 
disk storage drive, an entire disk st.orage 
drive, or moret.han one disk storage 
drive. The locat.ion of the logical file 
in disk st.orageis defined by its lowest. 
and highest ad~esses. This area is t.he 
extent area. One logical file can occupy 
more than one extent area. The extent 
areas do not. have to beadjoinin,C). 

DATA FILES 

Dat.a files are recorded on such media 
as: paper, cards, t.ape, or disk packs. 
Data files consist. of a number of indivi
dual records that. range from a few records 
up t.o thousands or millions of records. 

RECORD 

A record can be defined as a collection of 
informat.ion consist.ing of alphameric 
and/or nonalphameric characters related to 
a common identifier. The common identifi
er is known as a record's control field, 
or key. Usually, one of the fields within 
a record identifies the record. For exam
ple, man number could be t.he key or iden
t.ifier for a payroll record. 

The size or length of records varies 
from file to file, and can be from eigh
teen charact.ers to thousands of charac
ters. 

A single record usually includes one or 
more logical data fields. A data field is 
a sequence of one or more characters which 
is t.reated as a processing unit of infor
mation. An individual data field is nor
mally identified by its location within a 
record. 

The logical structure of records and of 
fields wit.hin records is important in 
high-speed recording media such as magnet
ic tape and disks. This logical structure 
is strongly affected by whether a record 
is of fixed or variable length. 
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FIXED-LENGTH RECORDS 

In fixed-length record files, all records 
are allocated the same number of character 
storage positions. Identical data fields 
are present in every record, whether they 
are used or not. The control field (key) 
is usual] y tBe-'-£-htS-t..-:nJiid presentTn--a:-=... 
record • .----

In many applications, the fixed length 
records would make inefficient use of file 
storage space. For example, a fixed 
record length of 850 positions would waste 
many storage positions, if the average 
record length is 230 positions and the 
minimum length is only 100 positions. 

Situations such as this require the 
development of space-saving techniques 
based on varying the number of storage 
positions allocated to data records. 

VARIABLE-LENGTH RECORDS 

Completely variable-length records are 
sometimes developed for more efficient use 
of storage. In this approach, the data 
portion of the record may be of any 
length, but the key (control field) size 
is constant. A record-length character
count field in each record shows the 
length of a variable-length record. 

BLOCKING RECORDS 

The length of individual data records 
varies with type of data and the applica
tion that requires such data. The format 
of a data record is significant to the 
efficient use of the various storage media 
available on the System/360. One impor
tant element in the design of data records 
involves blocking and deblocking. 
Input/output units (storage media) are 
relatively inefficient when used to record 
short blocks of information. TO increase 
the efficiency of input/output units, data 
records are assembled into blocks of 
records whose sizes are convenient and 
efficient for processing. 

Each physical record on either tape or 
disk requires interrecord gaps. These 
gaps are blank areas used to distinguish 
beginning and ending points of a record. 
If records are blocked before loading onto 
a tape or disk, many of these gaps can be 
eliminated. Variable length blocks are 
permitted in basic operating system RPG. 
The length of a variable-length block is 
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indicated by 'a block-length character
count field present in each block. (See 
Variable-Length Records). 

The Basic Operating system handles the 
blocking and deblocking of records so the 
user need only design the most efficient 
blocking factor for his particular data 
file and equipment specifications. In the 
Basic Operating System, only the'input 
records for Indexed-Sequentially or 
Sequentially organized files can be 
blocked. 

FILE ORGANIZATION 

Data records should be organized and 
stored to facilitate subsequent process
ing. The two types of file organization 
are: sequential and random. 

SEQUENTIAL ORGANIZATION 

The logical sequence of records in this 
file depends upon a significant key 
(control field) appearing in the records. 
To establish a sequentially organized 
file, sort and then store the records in 
key sequence. This provides for records 
with successively higher (or lower) keys 
(control numbers) to have successively 
higher physical address numbers. Cards 
and tape files are always organized in 
this serial manner and usually are consid
ered as one continuous "string" of 
records. Another variation of sequential 
organization is known as !Indexed-Sequen-
tial organization. - '" 

Indexed-Sequential Organization 

In this type of file organization also, 
the sequence of records depends upon a key 
(control) field. The records are stored 
sequentially in the file. This variation 
of file organization differs form Sequen
tial organization in two ways: 

1. The records may be retrieved from the 
file sequentially or in a random 
sequence. 

2. Only records with transaction activity 
need be retrieved. 

These differences occur because 
Indexed-sequential organization uses index 
tables which indicate to the program the 
general location of the records. Thus, 



the prograDI does no~ have to step through 
the file, x'acord aft-errecord, to locat.e a 
spec if ie ret cord. 

The indetx tables (prepared and main
tained by t,he Basic operating System) are 
analogous t,o the index card file in a 
library. If you know the name of a book, 
or the author, you can look in the index 
and find the location of the book in the 
book files. 

For exaDlple, this might be an address 
(Cat.alog Number) of 426.25. You would 
then go to t.he book shelves, and (if it 
was your fi.rst time in the library) start 
at the firs;t row of the book files and 
proceed thx'ough the rows until you found 
the shelf t,hat contained 426.25. Usually, 
each row cClntains a sign to indicate the 
beginning alnd ending numbers of all books 
,in that pax'ticular row. This, as you 
proceed thI:ough the rows, you would com
pare 426.2Si with the numbers posted on 
each row. Assume that one row was labeled 
300.88-550.00. You would then search that 
row for thE! shelf that. cont.ained the book. 
Theshelvesl (like the rows) might also 
contain number ranges to indicate their 
contents. In this case, you would scan 
the shelf numbers unt.il you found some
thing like "424.00-440.96". Then you 
would look at individual book numbers on 
,that shelf until you found "426.25". 

The RPG program uses index tables in 
much the salme way to locate records organ
ized in an Indexed-Sequential file .. 

RANDOM ORGJlNIZATION 

In random file organization, the records 
are generally not stored in the sequence 
of t.heir kE!Ys (control numbers). A ran
domizing formula converts the record key 
to a numerical address (physical address) 
of the stol:age device. The record is 
stored at t:he physical address developed 
by the randomizing formula. In effect, a 
file of re(:ords will be scattered through
out an entJLre disk file. 

fILE PROCESSING 

For the thl:ee methods of file organization 
(sequential, indexed-sequential, and 
random) thE!re are three methods of file 
processing :: 

1. Consecutive processing of sequentially 
organized files~ 

2. Sequential psoqesainq of ind.xe~
sequentially.oJ:'ganizec1 files. 

3. Random processing of indexed
sequentially organized files an4 
randomly organized files. 

CONSECUTIVE PROCESSING 

In consecutive processing of a sequential
ly organized file, every record in a file 
is examined, and each successive record in 
the physical file is processed in order. 
For example, in a card file,the card 
records are processed in the order that 
the cards are fed into the system. The 
14th card in the file could not be proc
essed until aft.er the 13th card had been 
processed. 

SEQUENTIAL PROCESSING 

Sequential processing of an indexed
sequentially organized file has two 
variations. 

1. An entire logioal file is processed. 
For example, the physical unit con
sists of payrol"l records in cylinders 
o to 42 and inventory records in cyl
inders 43 to 99. Only the logioal 
(payroll) file might be processed. 

2. Only a segment of a file is processed. 
For example, a payroll file is to be 
updated with new pay increases. The 
payroll file is in sequence by depart
ment, and each week the pay raises for 
various departments become effective. 
Therefore, on each week's processing, 
only segments of the payroll file are 
updated.. The updating is accomplished 
b¥ reading in a card file that con
tains the limits of the file to be 
processed. One such card record might 
indicate that the records for depart
ments 26-41, are to be updated, anoth
er the records for departments 76-80, 
etc .. 

RANDOM PROCESSING 

In random processing, the sequence of 
procesSing has no relationship to the 
sequence the data is stored in the file. 
The data file could be organized in either 
a random or an indexed sequent.ial order. 
This processing is sometimes called 
dire.ct. 
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Index~d-Se9uential Files 

To find a raridomrecord in an Indexed~ 
Sequential file, an index or series of 
indexes is first scanned to localize the 
area of search by determining the track 
that contains the record. The index is a 
sequential list of the key records (of the 
data) with corresponding track addresses. 
The entire track is then scanned to find 
the individual record to be processed. 
This kind of processing is referred to as 
processing in a random sequence with 
record keys (there is no conversion)_ 

This type of processing is analogous to 
directing someone to a house location. 
-the Martin family lives on Harrison 
street", (a track address), "and their 
house number is 4216" (a key). 

Random Files 

~o find a random record in a random file, 
pomp ute the track address by the same 
randomizing formula used to load the file 
of records. You can make direct access to 
the record. Index tables are not 
required. This kind of processing is 
called processing in a random sequence 
using keys or record identification (10). 
The record identification indicates only 
the location of the record on the track. 
For example, the 2nd, 12th, 18th, etc. 
record on the track. The program makes no 
comparison of key (control field) data 
when a record number is provided. 

This type of processing can also be 
compared to direct:tng someone to a house 
location. "The Martin family lives on 
Harrison Street", (a track address), and 
their house is the 5th house from the 
beginning of the street". (The "5th" is 
the record identification.> 

If random processing is performed with 
key field only, the user supplies track 
address and record key field. The program 
then searches the specified track for the 
record with the corresponding record key. 

If an address is aSSigned to more than 
one record, these dUplicate addresses 
(synonyms) will not be handled by RPG. 

FILE PROCESSING IN RPG 

RPG object programs process the following 
input file organizations: 

1. Sequential. 
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2. Indexed-Sequential. 

3. Direct. 

This applies to update files as well. 
RPG will create sequential output files 
only. 

SEQUENTIAL ORGANIZATION 

RPG objec·t programs process sequential 
files by processing the entire file from 
the beginning to the end. The records may 
be fixed or variable length and blocked or 
unblocked. 

INDEXED SEQUENTIAL ORGANIZATION (DIRECT 
ACCESS STORAGE:OEVICE) 

RPG processes Indexed-Sequential files in 
three ways: 

1. Sequentially, by processing the entire 
file. 

2. Sequentially, by processing between 
the limits of the file. 

3. Randomly, by processing records on the 
file in a random order. 

The records may be fixed-length and 
blocked or unblocked. 

DIRECT FILES (DIRECT ACCESS STORAGE 
DEVICE) 

A direct file will be processed randomly. 
The records must be fixed-length and 
unblocked. The two major sections 
(Processing Single Input Files, and Multi
ple Input Files) describe disk storage 
processing in the RPG program. In these 
sections, processing methods are described 
in detail including specific examples of 
methods and of coding specifications. 



In this sec1tion. the methods of retrieving 
records frOID one ir!put file are discussed. 
Three types of file organization can be 
processed: Sequent:.ial, 
Indexed-Sequential.. and Direct. 

If there is only one input file, it 
must be des:Lgnated as the primary file by 
ent.ering a J~ in column 16 of the File 
Description Specification sheet. 

SEQUENTIAL 4)RGANIZ~ION 

sequential :f i1.,es mZly be considered as 
"tape-like". The records on the file will 
be made avallable jEor processing in the 
same order .in which they are located on 
the medium. The file might be contained 
in cards.. on magnetic tapee or on a DASO. 
The entire file is processed, beginning 
with the first record and continuing until 
the file is depleted. At this point, an 
end-of-file condition occurs, which can be 
interrogated by RPG by specifying an ~ in 
column 17 of the F.ile Description Specifi
cation sheet. In the case of OASD, the 
extent of the file is obtained from the 
operating system. 

Figure 76 shows the coding on the File 
Description Specif.ication sheet necessary 
to process a sequential file. The name of 
the file is MASTERIN. The records are 
fixed in length, and the block length is 
200. Each record is 2QO characters long. 
A blank in column 32 indicates that the 
file is a sequentiisl f i1e. 
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REPORT PROGitAM GENERATOR 
IBM Sys 
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File Designation 

I:nd of File 

Sequence 

Mode of Procestlng 

length of Record 
Address Field 

Record Ad..dreu Type 

Type of File 
Organization 

~ 5 File Format Overflow Indicator 

0;;' Q > Block Record a: ....... ~ 
:::::: ~ E <- ~ length length ~ S g Starting 

location 
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• Figure 76. Coding a Sequential File 

PROCESSING SINGLE INPUT FILES 

INDEXED-SEQUENTIAL ORGANIZATION 

An indexed-sequential file can only be on 
a direct-access-storage device (such as 
disk or drum). For this organization 
method, an index table associated with the 
file contains a recGrd key for every track 
of the file and the number of the track. 
For ascending files, the index table con
tains the highest record key On the track. 
E~or descending files, the index table 
c:ont:ains the lowest record key on the 
track. An I must be entered in column 32. 

For this organization, there are three 
methods of processing: 

1. processing the entire file sequential
ly. 

2. Processing part of the file sequen
tially. 

3. Processing the file randomly. 

PROCESSING THE ENTIRE FILE SEQUENTIALLY 

The object program obtains the limits of 
the file from the operating system, and 
the entire file is processed sequentially 
by record key in ascending or descending 
record-key sequence. ColUmn 28 of the 
File Description Specification sheet must 
be blank. 

PROCESSING PART OF THE FILE SEQUENTIALLY 

If only a part of the entire file is to be 
processed, the object program must be 
supplied with both the low and high keys 
that describe which part of the file will 
be processed. Column 28 must contain !!. 

An auxiliary file is used to supply 
these limits. This file is called a 
Record Adc!iress File (RAF). The RAF does 
not contain data to be processed. It 
contains the record keys (in this case the 
limits) of the data records which will be 
processed. 

The object program obtains the limits 
to be processed from a record contained in 
a RAF and then processes all the data 
between those limits. The object p~ogram 
then reads another record in the RAF, and 
the procedure is continued until the RAF 
is depleted • 
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In Figure 77, the first card of the 
record-address file shows that the object 
program is to process from HENRY to RENER. 
The second card shows that the objec~ 
program is to process from JONES to LANON. 
The third card shows that the third part 
of the file to be processed ranges from 
SMITH to ZELDA. Thus, the data records 
that the program processes are contained 
within these limits. In Figure 77, the 
record keys are customer names. 

Record Address Fi Ie 

Customer File 

Henry Rener 

~:: *~~:: 
I 

Fi Ie is to be processed from 
Henry to Rener. These names 
are the Record Keys • 

• Figure 77. contents of the Record Address 
File 
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The record-address file in this example 
is nothing more than a file which supplies 
limits of the file to be processed. Rules 
for forming record-address files are con
tained in Creating Record Address Files in 
this publicatione 

Figure 78 illustrates the coding 
required on the File Description and File 
Extension Specification sheets when limits 
of an indexed-sequential file are to be 
processed. In Figure 78, on the File 
Description Specification sheet DISKIN is 
the name of the input file. The records 
are fixed-length, and the block length is 
150. Each record is 150 characters long. 
Limits of the file are to be processed as 
indicated by the ~ in column 28. The ~ in 
column 31 indicates that the record key 
will be used to obtain the records from 
the file. 
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• Figure 18. Processing a Part of the Indexed-Sequential File 

The recctrd-address file (RAFLIMIT) is 
also an inl~ut file.. The! in column 16 
indicates i:hat it is a RAF fil-e. It is 
fixed-lengi:hi it has a block length of 80, 
and each rE!cord is 80 characters in 
length. The length of each record address 
field is 5 characters. 

Because the File Extension Specifi
cation sheE!t is required to relate the RAF 
file to thE~ DASD f lle, an E is entered in 
column 39. On the file extension sheet 
the coding illustrates that RAFLIMIT is to 
provide th(!! addresses for DISKIN. 

PROCESSING THEFII~RANDOMLY 

A K in column 31 indicates that record 
keys are m:sed to obtain the records. An 
indexed-sequential file may be processed 
randomly b~{ supplying a RAF. Instead of 
supplying 1t:.he limits (as in the case of 

sequential processing), the RAF contains 
the record key of each record of the file 
to be processed. 

Figures 19 and 80 illustrate the speci
fications for this type of organization. 
In this example, the first record from the 
record-address file is read. The first 
RAF entry ADAMS is used to obtain the data 
record whose record key is ADAMS. The 
record is retrieved and is processed. The 
next entry, CABOT, is then used to find 
the next data record. 
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Record Address File 

Toten 

(Customer File) 
Indexed Sequential File 

Figure 79. Randomly processing an 
Indexed-Sequential File 

DIRECT ORGANIZATION 

A file with direc~ organization must 
reside on a direct access storage device. 
Records are retrieved from this file by 
Using a track address and either a record 
~ey or record identification. 

Direct organization is specified by a Q 
in column 32 of the File Description 
specification sheet. The mode of process
ing is random, and an H in column 28 indi
cates random processing. If the record 
key is used to obtain the records, enter a 
K in column 31. If record ID is used, 
enter an ! in column 31. 

When an RPG program processes an input 
file of this organization, an RAF must be 
supplied. The necessary steps must be 
supplied which convert the data fields 
contained in the RAF to the track address 
and record key or record 10 to be 
retrieved. The conversion routine 
depends, of course,. on the way a data 
field can be converted to the track 
address of the record. 

The conversion routine is unique, 
according to the needs of a particular 
installation, but a conversion routine 
must be provided. To retrieve records 
from the file, some data fields mus~ be 
converted to produce the track address of 
the record. 
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• Figure 80. Processing an Indexed-Sequential File Randomly, Using an RAF File 

114 



Supplying nata to be Converted 

One entry in the RAF is supplied for each 
record to be retrieved. The data supplied 
by the RAF should be such that the track 
address and either record key or record 
identifica1:ion can be derived. Because 
the RAF is not described on the input 
specifications, the entries in the RAF 
will be macle available consecutively in a 
field call.~d CONTO. This field is always 
alphameric

" 
and it: has the record length 

as specifi49d in columns 29-30 of the File 
Description Specification sheet. 

Associatinq a Part:icular Conversion 
Routine wit.h RAF 

The File E:lCtensioIl Specification sheet 
entry des c:r ibing 1:he RAF file contains a 
field name in columns 27-32. This name is 
an RPG int4arnal label linking the file 
extension specification with the corres
ponding Ex~rcv operation on the Calculation 
Specificat10n sheet. It appears there as 
an entry in Factor 1. 

Note: There could be another direct 
organi:zed file in the same object 
prograJrn, for which a different EXTCV 
routine would be necessary. 

The ent:ry of EXTCV in the operation 
field indicates the point in the RPG pro
gram where the random address conversion 
routine is to be performed. Factor 2 must 
contain thle name (or label) of the exter
nal routinle. This external conversion 
routine must follow the Seime conventions 
which are :specified for the EXIT routine. 
See Use of Registers in this publication. 

The result field must contain the name 
(or label) of the field which will contain 
the track .address of the record to be 
retrieved. This 1s the result of the 
conversion. If the record is retrieved by 
key (specified by a ~ in column 31 of the 
File Description Specification sheet), 

KEYCV has to be entered as the operation 
code of the next calculation specifi
cation. 

The result field must contain the name 
(or label) of the field which will contain 
the actual record key used to locate the 
record. The external conversion routine 
is written (in Assembler language) as an 
independent routine that must be combined 
with the generated object program. The 
name of this routine is the label which 
appears as Factor 2 of the EXTCV operation 
on the Calculation Specification sheet. 

Conversion Operation Codes 

The operation codes which follow are used 
in conjunction with the conversion rou
tines. If there are several conversion 
routines in the program, these codes are 
repeated. However, the conversion routine 
(or routines) must be written first on the 
Calculation Specification sheet, preceding 
all other calculations. 

EXTCV. This entry is used to indicate 
that a conversion routine, which is 
external to the RPG language, is sup
plied by the user. 

KEYCV. This entry declares that the name 
specified in the result field will be 
the field that will contain the record 
key of the record. This entry must 
follow the EXTCV entry if the record 
is retrieved by key. 

Figure 81 shows how the calculation 
specifications are coded for an external 
conversion routine. In this case, if the 
records from the disk are retrieved from 
information in a RAF file, each record 
address is contained in a special hold 
area CONTD. The length of this field 
(CONTO) is specified in columns 29-30 in 
the File Description Specification sheet. 
CONTD need not be defined as an RPG Label 
(RLABL) when EXTCV is used, nor do CON
VERT, TRKADR, and KEYFLD • 
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• Figure 81. Specifying a Conversion Routine 

USING THE ADDROUT (ADDRESS OUTPUT) OPTION 

This option could be used to print out a 
DASD file of records in a sequence other 
than the sequence in which the file is 
organized. For example, a payroll file 
that is organized in sequence by man num
ber and department could be printed out in 
sequence by social security number. 

Instead of sorting the entire file by 
social security number, the Disk Sort 
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Program merely sets up a new file. This 
file consists of records containing the 
addresses of the original data records. 
This new file has the effect of being a 
Record Address File. That is, each record 
in this file directs the program to speci
fic disk addresses to obtain the original 
data records in social security number 
sequence. 



IB14 INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR FILE DESCRIj)TION SPECIFICA 
IBM SystelTl/360 

00'. ___ _ 

Program 

P,ogrammer 

File Type 

file Designation 

! 
line 

I 

End of File 

Sequence 
Ime ... 

~~ File Format 
Filenc 

Punching 
Instruction 

Mode of Processing 
Length of Record 
Addre .. Field 

Graphic 

Punch 

Record Addre.. Typo 

Type of File 
Organization 

Overflow Indlcato 

Ii III E8 
, iii 

i Symbolic 
~. 

Device :i u Device 
Ii !!E 

~~ Block Record t:: r:;-::-;-;- 'Oil 
Key Field i j 0'" Q > '" ... Q 

~~ E :c ~ Length Length '::l ~i::4 Starting ~ .9 
Location 

3 4 5 6 7 o 9 10 11 121314 

~{ 
;2-
o 3 

I~ • F llJip 
I~ F P llRIY ~ em F 

15 16 17 18 19 20 21 22 23 

IR£ F 96 
IF AF 24@ 

24 25 26 27 28 2930 3132 3334 35 36 37 38 39 40 41 42 43 44 45 4 47 48 49 50 51 52 53 . 

18 18 IT I E I 181ajR ~ Ill) I 
I I I 
I f f 

IB14 INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR FILE EXTENSION SPECIFICA 1 
IBM System/360 

00.8 ___ _ 

Programmer 

Program _______________ _ f-----t-E I I I I I 
Record Sequence of the Chaining File 

,----._--------j 
Numb .. r of the Chaining Field 

Number of Table Entrittl Per Record 

Number of T,able Entrie. 

Per Table fLength of Table Lengtl 

line t 
~ 

From Filename To Filename 

J 

Table 

Name 

Entry .--r-~ Table 

£ ~ ; Name 

"i ~ i {AI~:b~t:ng 

1 ~! 

Entry 

3 4 5 6 78 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 '0 41 42 43 44 45 4647 48 49 50 51 52 53 : 

I;I.f!(b E 

o ! 2 ~ E i ,! ~ 

01 3 I I f I 
I 

014 ' I 
i I 

• Figure 82~ Using the ADDROUT Option 

Figure 82 illustrates the File Descrip
tion and File Extension Specification 
sheets for a DASD file containing a data 
file and an. Address output (ADDROUT) file. 

ADDRESS OU'rpUT FILE 

The file na.me Filetaq is assigned to the 
ADDROUT file. It is an input file (! in 
column 15), it is an RAF file (R in column 
16) and the! end-of-file condition is det
ermined by this file (~ in column 17). 

The file! format is fixed (F in column 
19) as a requirement of the DIsk Sort 
Program. 

In this example, the block length is 96 
and the record length is 8. 

The length of the Record Address Field 
(columns 29-30) is B. The B bytes are a 
fixed requirement of the Disk Sort Pro
gram. 

The entry I in column 31 is required for 
this operatione It applies not to the 
address output file (FILETAG) itself, but 
to the file (PRIMARY) that is to be re
trieved by the address output file. 

The ! in Type of File Organization 
(column 32) indicates that the file is the 
output of the ADDROUT option of the Disk 
Sort Program. The E in Extension Code 
(column 39) means that a File Extension 
Specification sheet is required. 
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ORIGINAL DATA FILE 

The file name Primary is assigned to the 
original data record file. It is an input 
file (! in column 15). It is a primary 
file (P in column 16), and it is in 
ascendIng sequence (~ in column 18). The 
sequence refers to the sequence in which 
the file is maintained. 

In this example, the file format is 
fixed (K in column 19). The block length 
is 240 and the record length is 80. The 
mode of file processing is random (g in 
column 28). It is random processing 
because the file is processed in sequence 
by social security number, but it is 
organized in sequence by man number and 
depa rtment. 

The entry I must appear in column 31 
regardless of-how the file is organized, 
since the records are retrieved by record 
ID . 
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FILE EXT.ENSION SPECIFICATIONS 

The file extension specifications are used 
to identify, for the RPG program, the 
relationship of these two files. The name 
FILETAG (essentially an RAF) is specified 
in From Filename. The name PRIMARY is 
specified in To Filename because this is 
the file the RAF is linked to. 

Note that Table Name (columns 27-32) is 
left blank. This field would normally 
contain the label of the EXTCV specifi
cation (Factor 1) that links to the exter
nal conversion routine, which converts the 
data in an RAF to an address for a DASD. 
When the ADD ROUT option is used, no data 
conversion is necessary because the data 
in FILETAG is already in disk address 
format. 



Multiple input filE~s may be processed 
using eithelr: the matching record technique 
or chaining.. ThesE~ two concepts are dis
cuss ed here '. 

SEQUENTIAL J~ROCESSING OF MULTIPLE INPUT 
FILES (MATCHING) 

The Matchin9 Field entry, (entered in 
columns 61-62 on the Input Specification 
sheet -- sele Figure 83) determines which 
records of .a secondary file are to be 
processed. Both files are processed 
sequentially. The following rules apply 
to the matching-field entry. 

1.. There can be three matching field 
specification entries (Ml, M2, and M3) 
per record. 

2.. The locations c::>f the matching fields 

PROCESSING MULTIPLE INPUT FILES 

within a record-type of a file must 
remain fixed. 

3. When there is more than one record
type in an input file, the locations 
of the matChing fields in the various 
types need not be the same. 

4. Not all the record-types in a file 
must have a matching field. 

5. If Mi, M2, and M3 are specified in the 
primary file, Ml, M2, and M3 must be 
specified in the secondary files. 
Incorrect results will be obtained if 
the same number of matching fields is 
not specified. For example, Figure 83 
shows three record-types. Record-type 
AA has two matching fields, and 
record-type BB has two matching 
fields. If record-type BB had three 
fields, incorrect results would be 
obtained. Record type CC has no 
matching fields (refer to step 4). 

B08/360 RPG (8K Disk) 119 



II,., INTERNATIONAL BUSINESS MACHINES CORPORATION Form X24.3350 
Printod in U. S. A. REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS 

IBM System/360 
Oote ___ _ 

Program ________ ----

Programmer __________ _ 

Lin. Filename .1 
g] Position 

i f 

Punching 
Instruction 

Record Identification Codes 

.l! Position Position 

~j ~ 
v v V 

~ 
~ 
V 

3 4 5 6 "7 8 9 10 II 12 13 U 15 16 18 19 20 21 22 2324 26 27 28 2930 31 33 35 36 37 38 40 

~ 1 I !p R I MiA R Y A II ¢1 176 D3 T 

I~ j I 

144 I 

14 6 I :T RANis F I L B B 
Ii 7 I 

t} I ! 

11 I i I 

11 I CC 1~3 3~ ex 
13 I 

i 

1§J I i i I I 

6 I I \ i ; , \ 

I I ' I 
j ! 

• Figure 83. Matching Field Entries 

The following example may be used to 
illustrate how the matching field specifi
cation is used in conjunction with primary 
and secondary files. Assume that two 
files (in sequential organization) are 
used as shown in Figure 84. The primary 
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file has records which contain heading and 
rate information. The secondary file 
contains detailed information which sup
plements the primary file. 



045 ( /r(-------.-, 

L l 
~-I~ 

--[,~ 
026 ( jr-(---------. 

C ]-,-
CJ~ 

01 0 !:,-l-(-( ____ -----. 

Primary FilEl 

(Heading and Rate Information) 
File Name: MASTER 

Secondary File 

(Detai I records) 
File Name: DETLABOR 

Figure 84. Two Input Files with Matching Records 

The input specifications required to 
matchthesle records are shown in Figure 
85. 

The specifications M1 and M2 cause each 
detail recI:>rd to be compared against the 

primary filets record that has just been 
read. The fields DIVSON and DETDIV in 
both files are identified by M2; the field 
department (DEPT and DETDEP) in both files 
is identified by Mi. 
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• Figure 85. Specifying Matching Fields 

MATCHING RECORD INDICATOR 

The matching field entries of Ml and M2 
(and also M3) have an associated internal 
indicator MR (Matching Record). This 
indicator, which is similar to a result 
indicator, is used to control functions 
specified on the Calculation and Output
Format Specification sheets. 

The MR indicator is turned on when a 
record of a secondary file matches a 
record of the primary file. It remains on 
during the complete processing of the 
record, and it is turned off when all 
total calculations and printing that may 
be caused for this record are completed. 

If, as in Figure 84, a detail record 
does not have a matching primary record 
(card 035) or if a master record does not 
have a matching detail record (card 025), 
the indicator MR is not turned on. This 
indicator can be used on the calculation 
specifications to prevent calculations 
upon a detail record contained in the 
secondary file. It could also be used on 
the output specifications to select 
unmatched detail cards. 

The matching-fields specification can 
be used even though not all of the record-
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types in the file contain the fields used 
for matching. When these record-types are 
specified on the input sheet, the matching 
fields specification is left blank. This 
indicates to the program that these 
record-types do not need to be checked for 
a matching field. These records are proc
essed immediately after any total opera
tions whose conditions are satisfied. 

MATCHING FIELDS SPECIFIE!:> AS NUMERIC OR 
ALPHAMERIC 

Numeric 

If a field used as a matching record field 
has been specified as a numeric field (an 
entry has been made in Decimal Position), 
all zone-bits in all positions of the 
record are removed before the comparison 
of matching fields is made. 



Alphameric 

If a field used as a matching record field 
has been s]~ecified as an alphameric field 
(blank dec:imal positions) /I no zone-bits 
are removed. from the record before the 
comparison is made. 

SEQUENCE 0:' ASSIGNING MATCHING FIELDS 

One. t.wo, lor three fields can be matched 
in one operation. However, if more than 
one field is matched, the designations of 
Ml,M2, anld M1 must be assigned in the 
same seque.nce in which the fields are to 
be arranged for matching. M3 is assign~ 
to the higbest--order field. Mr-toifhe nex~ 
lower-oraer field, and M1 to the owest 
order n:era. ------
----------

For example, in Figure 85 only two 
fields are matched. M1 is aSSigned to 
DEPT which is the low-order field, and M2 
is assigned DIVSON, which is the high
order field. 

The position in the record of the 
fields to be matched does not have to be 
the same in both files. For example, in 
Figure 85. the field DETDIV is located in 
positions 1-4 of ·the detail records. and 
the field DIVSON .is located in positions 
28-31 of the rate-header records. 

ORDER OF PROCESSING MATCHED RECORDS 

Figure 86 illustrates a primary and a 
secondary file. The records in the two 
files will be processed according to four 
possibilities: . 

1. Whenever there is a matching primary 
record 

Primary Fi Ie 

( 
L 

( 

Indic~t"'Ol (C= 
002 

-------, 
001 r--

006 

004 

004 

~---
/ 

( 
( 

2. Whenever there is a matching secondary 
recGrd 

3. Whenever there is an unmatched primary 
record 

4. Whenever there is an unmatched secon-
dary record. 

In Figure 86, indicator 01 is turned on 
whenever there is a primary record. Indi
cator 02 is turned on whenever there is a 
secondary record. Thus, 

1. A matching primary record will be 
coded 01 and MR. 

2. A matching secondary record will be 
coded 02 and MR. 

3. An unmatched primary record will be 
coded 01 and NMR. 

4. An unmatched secondary record will be 
coded 02 and NMR. 

The order in which the primary file and 
the secondary file are processed is listed 
here. Sample Program Two uses the match
ing field specifications. 
r------------------T-------------------, I Primary File I Secondary File I 
~---------~-------+----------T--------i 
I Matching I I Matching I I 
I Field I I Field I I 
I in the I Proc- I in the I Proc- I 
I Record I essed I Record I essed I 
~----------+-------+----------+--------i 
I 01001 I 1st I 001 I 3rd I 
I 01001 I 2nd I 001 14th I 
I 02002 15th I 002 16th I 
I 03004 19th I 003 17th I 
I 03004 I 10th I 003 18th I 
I 05006 I 12th I 005 I 11th I L __________ ~ _______ L __________ ~ ________ J 

If more than one secondary file is 
specified, the secondary files will be 
processed in the sequence they are speci
fied in the File Description Specification 
sheet. 

Secondary File 

005 

003 

003\ 

oo~ 001 

Indicat or 02 

Figure 86. Order of Processing Matched Records 
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Name 1 

Card Transaction File 
(Chaining File) 

Name 1 AMTPD CUSTNO 
1350 

Name 1 AMTPD CUSTNO 
930 

AMTPD CUSTNO 
1150 

AMTPD CUSTNO 
1250 

AMTPD CUSTNO 
1245 

t 
Customer Number 
(Chaining Field) 

Master Customer File 
(Chained File) 

1245 Name, Address, Etc. 

13

1 
Name, Add",,,, Etc. 

I 
Customer Number 
(Chained Field) 

Figure 87. Using Chaining to Process an Indexed-Sequential File 

RANDOMLY PROCESSING MULTIPLE INPUT FILES 
(CHAINING) 

To understand chaining, assume that a 
sequential input file, as shown in Figure 
87, contains information about transac
tions made with several customers. The 
card file contains the customer's number, 
but it does not contain his name, address, 
or balance. Another file called MASTCUST 
(Master Customer File) contains informa
tion about each customer. The RPG object 
program has the ability to use the second 
file, when preparing a customer report. 

The master customer file has Indexed 
sequential Organization, and it is to be 
processed randomly. The record key in 
each disk record contains the customers' 
numbers. The field in the transaction 
file, which contains the customer's nu~ 
ber, can be used to chain the files 
together. The object program takes the 
customer's number and locates the record 
with the same record key. The additional 
information, such as the customer's name, 
address, balance, etc., is associated with 
each record key. and it is immediately 
available for processing. 
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The field which links or chains a 
record of one file to a record in another 
file is called a chaining field. The 
transaction file (CARDIN) is called the 
chaining file because it links to the 
chained file. The master customer file 
(MASTCUST) is the chained file because it 
is linked to the transaction file. 

Up to three chaining fields may be 
specified for a record. The chaining 
fields are designated by entering Cl, C2, 
or C3 in columns 61-62 of the Input Speci
fication sheet. 

Note: There is no specific relation
ship between levels Cl, C2, or C3 
other than specifying the three possi
bilities for chaining fields. 

Figure 88 illustrates coding used for 
chaining the transaction file CARDIN to 
the customer file MASTCUST. On the File 
Description Specification sheet, the card 
file is considered the primary file. when 
CARDIN is depleted, the program goes to 
the end-of-job routine (~ in column 17). 



-. 

18'4 INYIlNATIONAL IUSINe5S MACHINe! CORPORATION 'DrmX2<4·3347 

REPORT PROGRAM GF.NERATOR FILE DESCRIPTION SPECIFICATIONS 
"Inrld In U.S.A. 

IBM Sy.tem/360 
OOto ____ 

ihOilCIrn ~h". 10,aPh" 
I I fl I I I I 'G~rn 

157677787910 

Id:~~I:~~on ITITDJ ho .... arnrlltlr 
~uctlon:punCh 

,neTy,. Mod. of P,oullh'8 

'11. D •• lgnatlon ~:r~BI~,:,~r'd 

! 
I!ndof.11e Re"cord Add,ell Typo S iii 

hq~ce TYIH·1'1I. ~ Symbolic ~ 
Name of Extent Exit .... Filename Orgonlll;ltlon Deylce Z Comment • J 'j S ,n. Format 

O",Aow I,d".'o J Devlc. !'l Labol Exit for DAM 
:~ <l ...... "_d , .. 'a ~. 1 'g ~ EH ........ ....... ~ >2;::, ~!~~':i:~ 3. , 6 7 a 9 101112131.4 1.516 17 n 19202122 23 24252627 212930 3132 3334 35363738 3940414243 ,404 "' . .4.l 47414950.51:\2 .53:1 .. '556',75159 606162636.0165 66676169707112737" 

f!1~ • clAIRIDillNI I JPIE F I IBI~ I 1811/1 I 1 III E RlEIAloI41461 slvlslRIDIR 11111 
Ifl2I1/J 'IMlAlsITIclulslT [C F 111b11b1~ 1211.611.6 IR I 1<1 ! I 131.1 oIIIsIKll111 IslYlsldll<617 5 I I I I I 
-I,I· 1111111 III II I I I III 111111 11111 11111 

18~ REPORT PROGRAM GENERATOR FILE EXTENSION SPECIFICATIONS 

Pro-gro"' __________ _ 

PrClgramm., ___ . ________ _ 

lIetor~~uenCe~Jinin9file 

Numb., of the Chcllnlng Field 

IBM System/360 

@~:;i:' f¥=1·+--f3+++-j poa-rn 
Numbtr of Tabl. Enlrlel Per Rlcord 

Number of Table Entriel 

LenglhofTabl1 Length of Tabll 

11111 
11111 
11111 

IIUIIII 
11111111 
11111111 

Form X2"·33"a 
Prlnl.d In U,S,A, 

Table Entry Q Table Entry S' 

line ! From Filename To Filename Nome ~ ~ ~ Nome g ~ ~ Comments 

1l~ •. ! "".100"" 1 ~ .. i lo.{ Toblet l. 01 
3456719101112131415161718192021222'1242526127282930313233343536373839>10 .. 14243 ...... 54647484950515253545.5565758.5960616263646.566676869707172737 

.!i~EAIAC,1C!AiRIO:IN MIAisITcuIH, i !, i i: ! 1 I i III! I111 !, i 1J 
.1. I • I ' : i : : ; ~ I I I I : I ! ' I ! I I I I I , !, ,I I I 

IB~ REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS 
IBM System/360 

Program _______ , ____ _ 

Pr~lrlJ"'m.r __________ _ 

Record Identification Codes 

Filename 

Position ~ Q I Position ~ Q I Position ~ Q 

IS~ 1S~ IS 

Field 
Location 

from To 

· .. ··rn 

j Field Name 
of 

Form X2.c·3350 
Prlnt.d In U,S.A. 

7.5 n 7~ 787980 

Id:~~~r(:~o~ ITITDJ 
Field 

Indicators 

Sterling 
Sign 

plus Mlnul or Position 
Blank 

7. 9 1011 1213'" U 1617181920 2122 2320425 262728293031 J:lJJ 34353637383940 424344454647484950 '152535455!16 57 58 5960 616263646566 67 68697071727374 

1 'eA Rioll N AlA ¢1 ad> ex I I 
1 I II ! ! I 75 8dJ eu ST NO c1 
~ i i 7 2¢ NA ME 1 
4 I i! I I 21 .Jib 2A MT PD 
§ I Nt A SiTlcu ST AA rP2. 21¢d> 1- I -j- --t coot~ 

_.-

16 I \1 I 1 6 
17 I I I 7 ~ NA MEi2 -i i 
i! I I I 21 31~Z A LAN C ' I 

C} . I j 3!1 ~.~~ ~ *~I01 ! 

U , I : --L~7 r++' fr ~Rfsj I 
11 I! i i i I i ' 51 ' '~Iol Ai~--: 
11 I I I I 61 ! 65 ST 
13 I i I ' I i I 166 81¢J SJ.lII;pIER I ! , . I I I , I I Ii II I i I 1 ! 1 I! I: 

IBJt1 INTERNATIONAL IUSINfSS MACHINes CORPORATION Form X204-3351 

REPORT PROGRAM GENERATOR CALCULATION SPECIFICATIONS 
Printed In U.S.A 

IBM System/360 
00'. ____ 

P,ogram 

[E'h". I G,oph', I 
I fl I I ±J ,aprn 1576 n 787980 

Inslructlon Id:~~~I::~on ITITDJ Programm.r 
Punch 

I~ Indlcatol" 
Resulting 

-Tr- ii % 
Indicators 

Z,fO 

I ] fl,ld h Plu. Minus Sl~~k 

U" 

i 1 
Factor 1 Operation Factor 2 Relul! Field 

Length 1 ::! Compare Comment. 

n High Low Equal 

} } I 1>2 1<2 1=2 

,. , ., . .,. 1112 1314 1.516 171819202122232-4252627 2829303132 33 3~ 35 36 37 38 39 40 41 42 434445464748 495051 .5'53 5455 5657 5859 606162636465666768697071127374 

Ifltl~ C I ~1- 1~2 alAlLIAINK:r I I I slulsl I AIIIiIT!plol I I I I ~4~t~ JJ I I I 11111111111111 
l«i!I~ c I ,$1 Ifvl~12 111111111 slEI7iow III II'! III II fAt I I 11111111111111 
<lit I c I 111111111 1111 III III II I 1111I I I I I I I I I I I I II II 

• Figure 88. Specifying Chaining 
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The File Extension Specification sheet 
contains the record sequence of the CARDIN 
file and the number of the chaining field. 
On the Input Specification sheet, the two 
files are defined. CUSTNO is the field 
which chains the files. CUSNOl is the key 
field on disk, having a starting location 
of 31 (as denoted in columns 37-38 of the 
File Description Specification sheet). 

When chaining is used, the following 
situation may occur. A chaining record 
(for example, JONES) has no corresponding 
chained record. (JONES is not present in 
the chained file.) such a situation may 
require special action by the program. 

Indicators 01 and 02 are both on when a 
chaining record has a corresponding 
chained record. In this case 01 rep
resents the chaining record, and 02 rep
resents the chained record. When 01 and 
02 are both on, AMPTD is subtracted from 
BALANC. However, if there is no corres
pOQding record in the chaining file 
(01N02), halt indicator Hl is turned on. 
Thus, the possibility of not having a 
corresponding record in the chained file 
is accounted for, and processing will 
terminate when this situation occurs. 

Note: This example illustrates the 
only time that two resulting indica
tors (representing two different 
record types) can be on at the same 
time. 

Figure 89 and 90 show two additional 
uses of chaining. In Figure 89, the card 
file contains two fields which are both 
used as chaining fields (salesman number 
and customer number). The field contain
ing salesman number is chained to a file 
that is organized by salesman number. The 
field containing the customer's number is 
used to chain to the customer file. 
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Chaining 
File 

Salesman Customer 
File File 

Figure 89. Chaining to Two Files 

In Figure 90, the card file is chained 
to the customer file. Within each custom
er record is a field which may be used to 
chain to another file. In this case, each 
record in the customer file contains an 
account number. The account number is 
used to chain to the account file. 

Customer 
File 

Account 
File 

Figure 90. Using a Chained File as a 
Chaining File 

split Chaining Fields 

Several fields that are not in adjoining 
positions in an input record can be speci
fied as one chaining field. The fields 
are specified with the same chaining code 
(Cl for example) on the Input Specifi
cation sheet, and the fields are then used 
as one chaining field. The first field 



defined on t~he input. sheet. is placed in 
t.he high-oreler posi~iont and the last. 
field is plalced in t.he low-order posi~ion. 
The fields alre placed in t.he same sequence 
as they are defined on the Input Specifi
cat.ion sheet~. 

CREATING REC:ORD ADDRESS FILES (RM) 

GENERAL INFORMATION' 

A record-adctress fi.1e is one of the ways 
by which thE~ necessary inf ormation to 
ret.rieve r'e(~ords from nonseq'lential files 
i8 supplied to the RPG program. Two types 
of record-acldress files may be used: 

1. For random proc:essing of a file with 
Indexed"·Sequent.ial organization or a 
file wi 1:.h direct organization. 

2. For sequential processing between 
limits ()f a file with Indexed
Sequential organization. 

Only one RAF may be specified for an 
RPG program.. An RAF is processed 
sequentiall)" and it must be on a file 
wi th sequen1:.ial organization. An RAF is 
described on the file description sheet 
and the f i14! extens ion sheet, but i,t is 
not describ4!d on the input sheet. 

RANDOM PROC]~SSING OF INDEXED OR DIRECT 
ORGANIZATION 

These rules must be followed when creating 
a RAF for random processing: 

1. For an JCndexed Sequential Organiza
t.ion, the field will contain the 
record ](ey. For a direct organiza
tion, eclch entry in the RAF must con
sist of a field to be converted to the 
track address, and either the record 
Key or 1t.he record 10. 

2. The recc)rd addresses must begin in 
position 1 of t:he recol.'d. 

3. The length of the field must be the 
same for all records. The numerio 
fields must always be unpacked. 

4. The number of field entries in a 
recQrd may vary. A blank field, which 
is equal in lengbh to the record
address field, will cause the RPG 
program to read the next record in the 
RAF. 

PROCESSING LIMITS OF AN INDEXED SEQUENTIAL 
ORGANIZATION 

When a RAF is used to indicate what limits 
of an Indexed sequential Organization are 
to be processed, the following rules must 
be observed: 

1. Only two record address entries can be 
in each record. 

2. The record address entry must begin in 
position 1 of the record. The first 
entry indicates the low limit of the 
file to be processed. The second 
entry indicates the upper limit of the 
file. The program will process from 
the lower limit to the upper limit. 

3. The second entry of the record must 
begin in the position immediately 
following the first entry. No blank 
spaces are allowed. 

MULTIPLE FILE PROCESSING 

RPG will process multiple files two ways: 

1. Sequentially - by using the matching 
record technique 

2. Randomly - by using the chaining 
technique 

Figure 91 shows the processing possi
bilities for files which have sequential, 
Indexed Sequential or Direct organization. 
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~ Sequential Organization 
Indexed Sequential Organization Direct Organization 

From (DASD) (DASD) 

Sequential Processing 

Sequential Sequential Processing (Matching) 
Random Processing 

Organ i zation (Matching) or (Chaining) 
Random Processing 

(Chaining) 

a Sequential Processing a 
Indexed-

Sequential Processing 
(Matching) 

Random Processing Sequential or 
Organization ." (Matching) 

Random Processing (Chaining) 

(Chaining) 

Direct (DASD) Random Processing Random Processing 
Organization + -- (Chaining) (Chaining) 

." A Record .Address File may be used to supply the limits (in the case of sequential processing) or the 
actual Record Keys (in the case of random processing). 

a The From File must be specified as sequential. 
+ A Record .Address File is converted to supply the record locations on the DASD. 

Figure 91. Processing MUltiple Input Files 

A sequential organization is processed 
sequen~ially and controls the processing 
of records in: 

1. Another Sequential Organization. Both 
files are processed sequentially, 
using matching records to govern proc
essing. 

2. An Indexed-Sequential Organization. 
If the file is processed sequentially, 
the matching-record technique is used 
to control processing of the Indexed 
Sequential File. If the file is proc
essed randomly, chaining fields in the 
sequential file specify which records 
in the Indexed Sequential Files are to 
be processed. 

3. A Direct Organization. A direct 
organization will be processed random
ly, under control of the sequential 
file. The sequential file will con
tain chaining fields which will be 
converted to the record locations on 
the Direct File. 
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Note: In all three cases, the Sequen
tial Organization will be processed 
sequentially. 

An Indexed-Sequential Organization may 
be processed sequentially or randomly, and 
it controls processing of records in: 

1. A Sequential Organization. The 
records in both files will be proc
essed sequentially, using matching 
records to control processing. 

2. Another Indexed-Sequential Organiza
tion. If the file is processed 
sequentially, matching records are 
used to control processing. (Both 
files are processed sequentially.) If 
the file is processed randomly, chain
ing fields will be used to control 
processing. 



3. A Direc~ Organization. Chaining 
fields in the indexed file are con
verted to supply the record locations 
in the direct file which will be proc
essed. The d,irect. file is processed 
randomly. 

A direct orqan:ization is processed 
randomly and cont.:l:"ols processing of 
records in: 

1. An Indexed-Sequential Organization. 
The indexed file is processed random
ly, and chaining fields in the direct 
file control processing of the indexed 
file. 

In both cases, the direct organiza
tion is processed randomly. 

2. Another Direct Organization. Chaining 
fields contained within the direct 
file are converted to provide the 
location of the records in another 
direct organization. The records in 
both files are processed randomly. 
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RPG SOURCE DECK ARRANGEMENT 

The sourse deck prepared by the programmer 
will be arranged as shown in Figure 92. 
The contents of the basic operating system 
Job Control statements are listed in the 
programmer's guide listed on the front 
cover of this publication. 

File Description 

Basic 
Operating System 
Job Control Statements 

• Figure 92. RPG Source Deck Arrangement in 
the Basic Operating System 
Input Stream 

The order in which the programmer plac
es his source deck is as follows: 

1. Basic Operating System Job control 
Statements 

2. RPG Control Card (Processor control 
Card) 

3. File Description Specifications 

4. File Extension Specifications 

5. Input Specifications 

6. Calculation Specifications 

7. Output-Format Specifications 

8. End-of-File Card 

The contents of the RPG control card 
follow. 
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Processor 
Cont.rol Card 

Column Contents 

1-5 XXXXX 

6 

7-9 

10 

11 

H 

008, 016, 
032, 064 

P, R, 
or blank 

D, B, 
or blank 

Explanation 

Page and Line numbers. 

Identifies the card as a 
header card. 

Size of Generating 
Machine (SK, 16K, 32K, 
or 64K). This entry 
must not exceed the main 
storage capacity. 

Enter a Pif the 
object program deck is 
to be punched in cards 
(Compile-Only option). 
Enter an R if the object 
program is to be written 
in the relocatable 
library (permanently) 
and executed immediately 
following compilation 
(Compile-and-Execute 
option). Leave blank if 
the object program is to 
be written in the relo
catable library 
(temporarily) and exe
cuted immediately fol
lowing compilation 
(Compile-and-E.xecute 
option) • 

Note: RPG does not 
check to determine if 
the phase name has been 
previously cataloged in 
the relocatable library. 
Therefore, if the user 
wishes to recatalogthe 
object program at 
another time, he must 
first delete the pre
vious entry. 

Type of RPG run. 
Punch a D if a listing 
is to be-produced and no 
compilation. Punch a ~ 
if a listing is to be 
bypassed and the compi
lation is to be per
formed. (Bypass Listing 
option). Leave this 
column blank for both a 
listing and a compila
tion. 

12-14 008, 016, Size of Object 



032, 0'" 

1.5-16 Blank 

17 1. ~!, or 
blank 

18 1. ;~, or 
blank 

19 

20 

0, l, 2, 
or blank 

0, 1, 2, 
or blank 

Machine (8K, 16K, 32K, 
or 6"K). 

Leave these columns 
blank. 

If the Sterling Shill
ings Field On Input is 
in the IBM format, punch 
1 in this column. If it 
Is in the BSI format, 
punch~. Otherwise 
leave blank. 

If the Sterling-Pence 
Field on Input is in the 
IBM format, punch 1. If 
it is in the BSI format, 
punch~. Otherwise, 
leave blank, 

If the Sterling-Shill
ings Field on Output is 
in the printer format, 
punch Q. If it is in 
the IBM format, punch 1. 
If it is in the BSI 
format, punch l. Other
wise, leave blank. 

If the Sterling-Pence 
Field on Output is in 
the printer format, 
punch QQ If it is in 
the IBM format, punch 1. 
If it is in the BSI 
format, punch l. Other
wise leave blank. 

21 I or 
blank 

22-25 Blank 

26 A, or 
blank 

27-74 blank 

75-80 XXXXXX 

Inverted Print. If 
numeric literals and 
edit words use the EUro
pean conventions of 
punctuation (commas for 
decimal point and 
vice-versa), enter an I 
in this column. Other-
wise leave blank. 

Leave these columns 
blank. 

Alternate Collating 
Sequence. Enter an ~ in 
this column, if an 
external subroutine is 
used to translate the 
sequence of a matching 
field to the collating 
sequence of the 
System/360. If an 
external translating 
subroutine is not used, 
leave this column blank. 

Leave these columns 
blank. 

Program Identification. 
Enter in these columns 
the program identifi
cation that will appear 
in the object program 
identification field. 
(See Note.) 

Note: Object program identification 
and the sequence number will be 
punched in each card of the object 
program deck. If the user specifies 
the program identification in the RP3 
Processor control card, XXXXnnnn will 
be punched in each card (XXXX = the 
first 4 characters of the program 
identification; nnnn = sequence numbe. 
of the card). If no program identifi· 
cation is specified, RPGOnnnn will be 
punched in each card. 

Although only the first 4 characters 
of the program identification appear
ing in columns 75-80 will be punched 
in the object deck, all 6 characters 
constitute the module name if the 
object program is cataloged in the 
relocatable library • 
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VARIABLE-LENGTH RECORDS 

UNBLOCKED RECORDS 

The format of a variable-length unblocked 
record is as follows: 

r----T----T-------------, 
I BL I RL I DATA RECORD I L ___ ~ ____ ~ _____________ J 

where BL is the block length and RL is the 
record length. Each physical record con
tains one data record and 2 four-character 
fields, one containing the block length 
and one containing the record length. 
Figure 93 illustrates a segment of a file 
of variable-length unblocked records 
(VARUBLK). Data Record 1 contains 53 
characters, has a record length of 51, and 
a block length of 61. However, when spec
ifying these lengths, the user is con
cerned only with the length of the data 
record. The four-character record-length 
field and block-length field are not con
sidered. In the File Description Specifi
cation sheet, the data record length of 
the largest physical record in the file is 
specified for both record length and block 
length. In Figure 95, 100 is specified 
because the largest data record in VARUBLK 
is Data Record 2, which contains 100 char
acters. Figure 96 illustrates the coding 
required in the output-Format Specifi
cation sheet for the variable-length 
unblocked record file VARUBLK. 

Physical Record 
A v 

BL RL Data Record 1 BL RL 
VARUBLK @ 

Figure 93. Variable-Length Unblocked Records 

BLOCKED RECORDS 

The format of a variable-length biocked 
record is as follows: 

r----T----T-----------T----T-----------, 
I BL I RL IDATA RECORD I RL IDATA RECORD I L ___ ~ ____ ~ ___________ ~ ____ ~ ___________ J 

where BL is the block length and RL is the 
record length. A physical record contains 
one or more data records, each having a 
corresponding record-length field. Figure 
94 illustrates one physical record in a 
file of va:E:'iable-length blocked records 
(VARBLK). This physical record contains 
three data records, having lengths of 53, 
100, and 31 characte:rs. (Assume that this 
physical record is the largest in the file 
VARBLK.) The total number of characters 
is 184, which is placed in Block Length 
(columns 20-23) in the File Description 
Specification sheet as illustrated in 
Figure 95. The maximum length of any data 
record within the file is 100, Which 
appears in Record Length (columns 24-21). 
If the filename in Figure 96 were changed 
to VARBLK, the coding illustrated would be 
equally applicable to the blocked file. 

Physical Record Physical Record 
A A.. 

Data Record 2 BL RL Data Record 3 

@ @ 

Physical Record 

/~--------------------------------------~A~----------------------------------------~ 

VARBLK 
BL RL Data Record J RL Data Record 2 RL Data Record 3 

35 

Figure 94. Variable-Length Blocked Records 
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IB"1 INTERNATION 

REPORT PROGRAM GENER 

Oote ____ 

Program Punching 
Instruction 

Programmer 

Fllo Typo Modo of Proco .. lng 

FII. Deslgnat!on 
longth of R .. 
Addre.. Flold 

! 
End of Fllo Record Ad, 

Sequonco ~ 
LIn. 

1 
Filename .. ~ u';;i '110 Format ........ 

::I U .. .... ..... 
E ~ ~ 

Block Rocord ac S~ 0'" 
:::::"A:: longth length ::i 

3 4 5 6 7 8 9 10 II 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 2930 3132 33 34 

I~t o ' VA RU ElL K 0 V 11610 10~ 
!$2-~ , LK 118!4 1~(A 

-1---

VA RB 0 V -r--
o 3 • 

• Figure 95. Example of Block Lengths and 
Record Lengths of Variable
Length Records 

Note: 1iUthin RPG, any reference to 
the reclord length refers to the length 
of the data record. and does not 
include the block-length or the 
record-length fields. This also 
applies when specifying the end posi
tion in the output record. In columns 
40-43 o:f the Output-Format Specifi
cation 'sheet, the position in the data 
record is speclfied without reference 
to the :record-length field. 
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IB"1 

Oote ___ _ 

INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR OUTPUT-FORMAT SPECIFICATIONS 
IBM System/360 

Program __________ _ 
17 

Form X2~·33S2 
Printed in U. S. A. 

757677787980 

Programmer _________ _ Page rn Id:~~7i~:~on I I I I I I I 

line a. Filename 
:: 

Space Skip 
Output 

Indicators 8: End 

I T - Field : §; Position .; 

, I Name i 1! In Output ~ 
j! ~ 1 And And ~ ~ Record ~ 

Constant or Edit Word 
Sterling 

Sign 
Position 

.z ':;( da -C~: i ~\ I ~; , ~ ~ ~ 
3 .4 .5 6 7 B 9 10 11 12 1314 15 16 17 18 1920 2122 23,204;25 26!27:28 29:30' 31 323334 35 3637 3839 "",0 41 4243 44 "5 4647 48 "9 50 5152535'" 55 5657 58 59 60 61 62 6364 656667 68697071 72 7J 74 

'l~ 0 ViA!R U!S'L Ki H '(/)11 i; I Ii! !! i I I I i I! I! I; I Iii I : i 1 

f}11 0 I I I !' 'i ! I !! I ; i I 2~ 'IAiN ' !EIX;A1MP!LIEI S H1o!wr N:GI !VIA Rlr AI' I ! 

rJJ.3:~ 0 iii I! I I! 4B' iBiL E' iL!EiNG:TIH! U NIB:!. 0 CIKIE D: R!EC' 1 J 
i'+~ 0 I i I I i I : 513 I :oRID 5' :, I ; , Iii I I iii i 
f'5t~ 0 I 0 i 1Jl2 !: I I i I I i I ; I ! ! i I ! ! i I 

I I 

'7!¢ 0 I I I ! I I FtELD;l i5'tP: ! iii iii : I 

iJ.1 0 ITO li'A 1M T Z 311 ! I I I ! ' i I ! 

I ! 0 I i I ! 
~1+I~o~++~~~4-~~4-~~4-~~~r+~~1 ' I ' 

i i 0 I i -r+-- - t~- -+--+-+--+-I--+-+ +-+-----<--+-+-+--+-I-+-+-+-+-t--+--t-+-+-t--+-+--t-+-+-+---l 

EU/6~lUMSp Card Electro Number __ 

• Figure 96. Output-Format Specification Sheet for a Variable-Length Unblocked Record File 
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DIAGNOSTICS 

The Basic Operating System RPG diagnostic messages to the programmer appear in the fol
lOwing listing_ The abbreviated specification types appearing within parentheses (FDS, 
FES, IS, CS, and OF) refer to the RPG specification sheet on which the erroneous entries 
were made (~ile ,Qescription, lile Ixtension, Input, £,alculation, and Qutput-~ormat, 
respectti vely) _ 

r--~

I NOTE 
--------------------------------------.----------~------------------------------, 

CAUSE OF ERROR I RESULT , I 
I I 
I 1 , The File TV'~ entry (FDS, column 15) is not 1,0, U, 'I is assumed. 

or C, or is blank. I 
I I 
, 2 The Mode of Processing entry (FDS, column 28) is 

invalid for disk device. 
,Blank is assumed. 

I 
I 

f 
I 

I 3 The Length of Record Address Field entry (FDS, 
columns 29-30) is invalid or is blank. 

108 is assumed. 
I I 
I , 
I 4 The Record Address Type entry (FOS, column 31) is II is assumed. 

5 

6 

not K or I. , 

The File DeSignation entry of I (FDS, column 16) 
requ.ires an entry in Extension Code (FDS, column 
39). 

I 
I§ is assumed. 
i , , 

The File Designation entry (FDS, column 16) is not ~ is assumed. 
P,S.R,C, or T for the input file. 

7 The Overflow Indicator entry stated (FDS, columns Blanks are assumed. 
33-34) is invalid without a printer device. 

8 The File Typ! entry stated (FDS, column 15) is Q is assumed. 
invalid with a printer devioe. 

9 Multiple primary files are stated. Secondary file is assumed. 

10 The Label Indicator entry (FDS, column 53) is not S is assumed. 
N,S,E, or blank for this tape file. I-

I 
11 The Type of File Organization entry (FDS, column IBlank is assumed. 

32) is not I,O,T, or blank. I 
I 

12 The Extension Code entry (FDS, column 39) is not IBlank is assumed. 
blanlk for an output file. I , 

13 The End of File entry (FDS, column 17) is not E orl§ is assumed. 
blank. , 

I 
14 The Sequence entry (FDS, column 18) is not A, 0, I~ is assumed. 

or blank. , , 
15 The File Designation entry (FDS, column 16) is notlBlank is assumed. 

blank for an output file. I 
I 

16 The £ entry in File Type, (FDS, column 15) IREAD42 is assu.med. 
requires a card device entry in Device (FDS, I 
coltlIllIls 40- 46) • , 

I 
17 A RE!cord Address File requires an entry in Exten- f ~ is assumed. 

sioIl Code (FDS, column 39). I 
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18 The File Format entry (FDS, column 19) is not F or y is assumed. 
v. 

19 

20 

The Block Length entry (FDS. columns 20-23) is 
not a numeric entry or is not right-justified. 

The Record Length entry (FDS, columns 24-27) is 
invalid or is not right-justified. 

The entry in 
Record Length 
(FDS, columns 
24-27) is assumed. 

0080 is assumed. 

21 The y entry in File Type (FDS, column 15) requires DISK is assumed. 
a disk device entry in Device (FDS, columns 
40-46) • 

22 An End of File entry (FDS, column 17) and a Blanks are assumed. 
Sequence entry (FDS, column 18) are invalid with a 
printer device. 

23 Columns 28-32 (FDS) are not used with an output Blanks are assumed. 
file. 

24 More than two secondary files are specified. Additional card(s) not 
processed. 

25 The Overflow Indicator entry (FDS. columns 33-34) Blanks are assumed. 
invalid. 

26 The Labels entry (FDS, column 53) is incompatible Blank is assumed. 
with the device specified. 

27 The End of File entry (FDS, column 17) is not Blank is assumed. 
blank for an input file. 

28 The disk device entry in Device (FDS, columns ~ is assumed. 
40-46) requires an S or E entry in Labels (FDS, 
column 53). 

29 The Extension Code entry (FDS, column 39) is not E § is assumed 
or blank for an input file. 

30 I The From Filename entry (FES, columns 11-18) is 
not present or is not left-justified. 

Card not processed. 

31 The From Filename entry (FES, columns 11-18) is Card not processed. 
not defined .. 

32 The From Filename entry (FES, columns 11-18) is ICard not processed. 
improperly defined. 

33 Number of the Chaining Field entry (FES, columns Card not processed. 
9-10) is not Cl, C2, or C3. 

34 The Record Sequence entry (FES, columns 7-8) is Card not processed. 
invalid.. The positions are neither both numeric 
nor both alphabetic. 

35 The To Filename entry (FES, columns 19-26) is not Card not processed. 
present or is not left-justified on RAF or Chain-
ing type specifications. 

36 The To Filename entry (FES, columns 19-26) is not Card not processed. 
defined on RAF or Chaining type specifications. 

37 The To Filename entry (FES, columns 19-26) is Card not processed. 
improperly def ined on RAF or Chaining type speci'-
fications • 
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38 I 
I 
I 

39 I 
I 
1 

40 I 
I 
I 

41 , 
I 
I 

42 I 
I 
I 

43 I 
I 
I 

44 I 
I 
I 

45 I 
I 
I 
I 

46 I 
I 
I 

47 I 
t 
1 

48 I 
I 
I 

49 I 
I 
1 

50 I 
I 
I 

51 I 
I 
I 

52 I 
I 
I 

53 I 
1 

55 I 
I 
I 

56 I 
I 

57 I 
1 
I 
I 

60 I 
I 

61 1 
I 
I 

62 I 
I 
I 
I 

63 I 
I 

Columns 33-57 are not all blank on t.he Chaining 'columns 33 ... 57 are ignored. 
typ4! File E:xtension entry. 

columns 7-1.0 are not all blank on t.he RAJ' t.ype columns 7 .... 10 are ignored. 
Fi14! Extension ent.ry. 

Columns 33-57 are not all blank on the RAF type Columns 33-57 are ignored. 
Fi14! Extension ent.ry. 

Columns 7-10 are not. all blank on the Table type Columns 7-10 are ignored. 
Fi14! Extenslion entry. 

The TO Filename ent.ry (FEB, columns 19-,26) is not Blanks are assumed. 
lef1~-justified on a Table type specifioation. 

The To Filename ent.ry (FES, columns 19-26) is not Blanks are assumed. 
deflned on a Table type specification. 

The To Filename entry (FES, columns 19-,26) is Blanks are assumed. 
impl;operly defined on a Table type specificat.ion. 

The Table Name entry (FES, columns 27-32 and/or Card not processed. 
columns 46-,51) is not present. or is not left-
just~ified. 

The letters·T A B are not present in columns 27-29 Letters I ~! are assumed. 
andilor columns -46"';,48. 

The Number of Table Entries Per Record entry (FES, 010 is assumed. 
columns 33--35) is not numeric. I 

I 
The Number of Table Entries Per Table entry (FES, 10100 is assumed. 
columns 36-39) is not numeric. I 

The Lenqth of Table Entry entry (FES, columns 
40- L~2 and/or columns 52-54) is not numeric. 

I 
100S is assumed. 
I 
t 

The Packed entry (FES, column 43 and/or column 55) I Blank is assumed. 
is not P ox: blank. 1---

The Decimal Pas. entry (FES, column ·44 and/or 
column 56) is not blank or a numeric di.git. 

The Sequence entry (FES, column 45 and/or column 
57) is not A, 0, or blank. 

The FormTy~ entry (FES, column 6) is not E. 

The Name of' Label' Exit entry (FDS, columns 54-59) 
i.s l.nvali.d. ;? 

columns 60-65 (FOS) are not all blank. 

J 
IQ is assumed. 
I 
I 
IBlank is assumed. 
I 
I 
ICard not processed. 
I 
IBlanks are assumed. 
I 
I 
IBlanks are assumed. 
I 

The Name of Label Exit entry (FDS,columns 54-59) IBlanks are assumed. 
mus1: be blank unless the Labels entry (FDS, column I 
53) is N or E. J 

I 
No FtPG Processor Control Card. I 

I 
column 11 of RPG Control Card does not contain D, IBlank is assumed. 
B, or blank or is invali d. I 

I 
The machine size (RPG Control Card, columns 7-9 
andlor columns 12-14) is not 008, 016, 032, or 
064,_ or is inval:i;,d. 

1008 is assumed. 
I 
I 
J 

Columns 17-20 of RPG Control Card contain invalid IBlanks are assumed. 
entries. I 
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64 

65 

Column 21 of RPG Control Card does not contain I 
or blank. 

Column 26 of RPG Control Card does not contain A 
or blank. 

JBlank is assumed 
I 
f 
I 
IBlank is assumed. 
I 
I 

66 Column 10 of the RPG Control Card does not containl~ is assumed. 
P, R, or blank. 1 

I 
67 Columns 70-80 of the RPG COntrol Card is blank or IProgram name SE§Q is assumed. 

invalid. IIf R is specified in column 

71 I The Result Field entry (CS, columns 43-48) is 
required but is not present. 

110, blanks are assumed. 
I 
I •••••• in columns 43-48. 
1015 in columns 49-51, 
IQ in column 52, 
and blank in column 53 
are assumed. 

72 The Result Field entry (CS, columns 43-48) should Blanks are assumed. 
be blank for this operation. 

73 The Factor 1 entry (CS, columns 18-27) is required Literal 1. is assumed. 
but is not present. 

74 The Factor 2 entry (CS, columns 33-42) is required Literal 1. is assumed. 
but is not present. 

75 

76 

77 

The Resulting Indicators entry/entries (CS, 
columns 54-59) is/are invalid. 

The Factor 1 entry (CS, columns 18-27) should be 
blank for this operation. 

The Factor 2 entry (CS, columns 33-42) should be 
blank for this operation. 

78 Column 7 of Control Level (CS, columns 7~8) does 
not contain L or blank. 

79 All Detail calculations must precede all Total 
calculations. 

80 

81 

82 

83 

84 

85 

86 

89 

• 138 

The Factor 1 entry (CS, columns 18-27) is not 
left-justified. 

The Factor 2 entry (CS, columns 33-42) is not 
left-justified. 

The entry in Factor 1 (CS, columns 18-27) is 
improperly stated literal or field name. 

The entry in Factor 2 (CS, columns 33-42) is 
improperly stated literal or field name. 

The Factor 1 entry (CS, columns 18-27) is a 
field name of more than six characters. 

The Factor 2 entry (CS, columns 33-42) is a 
field name of more than six characters. 

an 

an 

The Operation entry (CS, columns 28-32) is not 
present or is invalid. 

The Result Field entry (CS, columns 43-48) is 
invalid. 

00 is assumed. 

Blanks are assumed. 

Blanks are assumed. 

Blank is assumed. 

LO is assumed. 

Literal 1. is assumed. 

Literal 1. is assumed. 

Literal 1. is assumed. 

Literal 1. is assumed. 

The first six characters are 
assumed. 

The first six characters are 
1 assumed. 
I 
IThe MOVE operation code is 
I assumed. 
I 
I •••••• in columns 43-48 
1015 in columns 49-51 
IQ in column 52, 



94 

95 

96 

97 

98 

109 

110 

111 

112 

113 

114 

115 

The Field :Length entry (CS, columns 49-51) is 
neither bl,ank nor numeric, or is not r:ight
justified. 

The Decimal Position entry (CS, column 52) is not 
blank or numeric. 

The Half Adjust entry (CS, column 53) is not H or 
blank. 

A resulting indicator is required for this 
operation. 

The Indica'tors (CS, columns 9-17) entry(s) 
is invalid,. 

Input and/or output specifications are missing or 
are invalid. 

Form Type (column 6) is not I, C, or 0 and column 
7 does not contain *. 

The Filename entry (IS, columns 7-14) is not in 
the filename table. 

The Filename entry (IS, columns 7-14) is not 
correctly defined on the File Description Specifi
cation sheet. 

AND card out of sequence (first in deck, after 
field name, or invalid file type). 

No entries in Record Identification Codes (IS, 
columns 21--41) in card preceding the AND card. 

OR card out of sequence (first in deck t, after 
field name, or invalid file type). 

land blank in column 53 
lare assumed. 
I 
I 
1015 is assumed. 
I 
I 
I 
IQ is assumed. 
I 
I 
I!! is assumed. 

00 in columns 58-59 
are assumed. 

00 in columns 10-11 
is assumed. 

Job is terminated. 

Card not processed. 

Card not processed. 

Card not processed. 

ICard not processed. 

Card not processed. 

Card not processed. 

116 The Filename entry (IS, columns 7-14) is not left- Card not processed. 
justified. 

I 
117 

118 

119 

The entry :in Filename (IS columns 7-14) begins 
with a numeric character. 

Entries in Filename (IS, columns 7-14) and in 
Field Name (IS, columns 53-58) are both present. 

The Sequence entry (IS, columns 15-16) is blank. 

Card not processed. 

The Filename entry is assumed. 

AA is assumed •• 

120 The sequence is descending and alphameric sequence The numeric sequence equal 

121 

122 

123 

124 

is found a:fter numeric sequence. to the previous numeric 
sequence is assumed. 

Descending numeric sequence is found. 

Sequence is numeric and Number entry (IS, column 
17) does not contain ~ or 1. 

Sequence is numeric and the Option entry (IS, 
column 18) is not Q or blank. 

The input :cecord Resulting Indicator entry (IS, 
columns 19·-20) is blank. 

Sequence equal to ~evious 
numeric sequence is assumed. 

N is assumed. 

Q is assumed. 

00 is assumed. 
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125 The Stacker Select entry (IS, column 42) is not 1, Blank is assumed. 
2, or blank. 

126 An invalid input file has been specified. No immediate action taken. 

127 The entry(s) in Position (IS, columns 21-24, Q is assumed. 
28-31, or 35-38) contains a nonnumeric character. 

128 The Not entry (IS, column 25, 32, or 39) is not N N is assumed 
or blank. 

129 The C/Z/D entry (IS, columns 26, 33, or 40) is not £ is assumed. 
C, Z, or D. 

130 Field name type specification out of sequence card not processed. 
(first in deck, after invalid file name, or AND/OR I 
specifications). ~ 

I 
1131 The Field Name entry (IS, columns 53-58) is not ICard not processed. 

left-justified. I 
I 

132 The Field Name entry (IS, columns 53-58) begins ICard not processed. 
with a numeric character. I 

I 
133 The From entry (IS, columns 44-47) and/or the To 10001 is assumed. 

entry (IS, columns 48-51) is blank. I 
I 

134 The From entry (IS, columns 44-47) and/or the To IQ is assumed. 
entry (IS, columns 48-51) contains a non-numeric I 
character. 

135 The input field length (From and To columns 44-51) Field length of ! is assumed. 
I is less than 1. 

136 Packed input field length (From and To, columns 
44-51) is greater than 8. 

Field length of ~ is assumed. 

137 The Packed entry (IS, column 43) is not P or 
blank. 

~ is assumed. 

138 The Decimal Positions entry (IS, colUmn 52) is no't Q is assumed. 
numeric or blank. 

139 The numeric field is greater than 15 bytes in 
length. 

140 The Control Level entry (IS, columns 59-60) does 
not contain an ~ in column 59. 

141 The Control Level entry (IS, columns 59-60) does 
not contain a numeric character in column 60. 

142 Column 61 (IS) does not contain £ or M. 

143 The Matching Fields or Chaining Fields entry (IS, 
columns 61-62) is not numeric. 

)144 The Matching Fields entry (IS, columna 61-62) 
I contains a matching value greater than 3. 
I 
1145 Columns 65-68 (IS) contain numeric indicators for 
I a nonnumeric field. 
1 

Field length of 

~ in column 59 

! is column 60 

M 1s assumed. 

01 is assumed. 

03 is assumed. 

Indicators are 

15 is assumed. 

is assumed. 

is assumed. 

ignored. 

1146 The alphameric field is greater than 256 bytes in Length of 256 is assumed. 
1 length. 
I 
1147 A Sterling field is indicated with a decimal 3 is assumed. 
I position greater than 1 . 
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1148 
I 
I 
I 
1149 
I 
I 
I 
1150 
I 
I 
1151 
11 

1159 
I 
~ 
1160 
~ 
1161 
I 
1162 
I 
~ 
1163 
~ 
1164 
I 
~ 
165 

166 

A sterling :field is indicated without a decimal 
position specified. 

I.Q. is assumed. 

Record iden'tification specification is out of 
order, or no fields are indicated for a given 
record. 

No Decinal. :Position is indicated for a packed 
input field,. 

Column 0 has been indicated. 

A field name beginnlng with TAB is not (i table 
name. 

No immediate action taken. 

.Q. is assumed. 

Column 1. is assumed. 

Card not processed. 

The Form Ty~ entry (Column 6) should be o. Card not processed. 

The specification type cannot be determined. Card not processed. 

The Filename entry (OF, columns 7-14) is invalid, Card not processed. 
not present, or undefined. 

H is assumed. The H/D/T ~entry (OF, column 15) is out elf order. ,-
The Type H/D/T entry (OF, column 15) is not H, 0, I!! is assumed. 
or T. , , 
The output Indicators entry (OF, columns 23-31) islOO is assumed. 
not present in an OR-relationship. 1 , 
The output Indicators entry (OF, columns 23-31) is Card not processed. 
not present in an AND-relationship. 

167 Columns 32-70 (OF) contain entries, but should be Columns 32-70 are ignored. 
blank. 

168 The Field Name entry (OF, columns 32-37) is not card not processed. 

169 
I 
I 
1170 
I 
1171 , 
, , 
J172 
J , 
1173 , 
I 
1174 
) 
I 
1175 
1 
1 
,176 
I 
1 
1177 , 
1 
1178 

left-justified. 

The output Indicators entry (OF, columns 23-25, 
26-28, or 29-31) contain an invalid indicator. 

The OR card or the AND card is out of order. 

Blanks are assumed. 

Card not processed. 

Field type specification, when column 15 is blank, Card not processed. 
is not preceded by a valid record identification 
specification. 

Columns 7-22 (OF) contain entries, but Bhould be 
blank. 

Leading and/or closing quote signs in column 45 
and 70 (OF) are not present. 

The Zero suppress entry (OF, column 38) contains 
an invalid or incorrectly used entry. 

\Columns 7-22 are ignored. 
I , 
INo editing is performed. 
I 
I 
IBlank is assumed. 
I 
I 

The Blank After entry (OF, column 39) contains an IBlank is assumed. 
invalid or incorrectly used entry. ,---

I 
The Packed Field entry (OF, column 44) contains anJBlank is assumed. 
invalid or incorrectly used entry. I 

In the AND-relationship, columns 17-22 (OF) con
tain entries, but should be blank. 

The End Position in Output Record entry (OF, 

J 
IColumns 17-22 are ignored. 
I 
I 
ICard not processed • 
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columns 40-43) is not present, not numeric, or I 
incompatible with literal or edit word. I 

I 
179 The Constant or Edit Word entry (OF, columns ICard not processed. 

45-70) does not contain the required leading I 
and/or closing quote signs. I 

I 
180 The numeric Result Field entry (CS, columns 43-48) ICard not processed. 

has a length greater than 15 bytes. I 
I 

181 Incorrect alphameric or numeric field(s) have beenlCard not processed. 
specified for this Move Zone operation. I 

I 
182 In the Alphameric Compare operation, field lengths Field length of 40 is assumed. 

183 

184 

greater than 40 must be equal. 

The Result Field entry (CS, columns 43-48) con
tains an undefined field name. 

The Field Name entry (IS, columns 53-58, or OF, 
columns 32-37) contains an unreferenced field 
name. 

card not processed. 

No immediate action taken. 

las The Field Name entry (IS, columns 53-58: or OF, No immediate action taken. 
columns 32-37) contains a multidefined field name. 

186 An arithmetic operation is specified in Operation Card not processed. 
(CS, columns 28-32) with an alphameric factor in 
Factor 1 <cs, columns 18-27), Factor 2 (CS, 
columns 33-42), or Result Field (CS, columns 
43-48) • 

187 A Compare operation is specified in Operation (CS, Card not processed. 
columns 28-32) comparing an alphameric field with 

188 

189 
~ 

190 

191 

a numeric field. 

The result field length specified in Field Length No immediate action taken. 
(CS, columns 49-51) may be too small to contain 
the true result. 

The entries in Factor 2 (CS, column 33-42) and Card not processed. 
Result Field (if specified) must be table names 
when the LOKUP operation code is used. 

EXTCV is not followed by the required operation KEYCV card not processed. 
code (KEYCV) or is not specified properly. 

In the TESTZ operation, a numeric field has been Card not processed. 
specified as the entry in Result Field lCS, 
colUmns 43-48). 

192 The label of the TAG operation and the correspond- No immediate action taken. 
ing GOTO are not in Detail or Total calculations. 

193 The Half-Adjust entry (CS, column 53) is incompa-- Half-Adjust entry is ignored. 
tible with the result field decimal length. 

194 The lengths of Factor 1 and Factor 2 are not equal Card not processed. 
1 for the LOKUP operation. J 

1 I 
1195 EXTCV operations must be the first to appear in ICard not processed. 
1 the calculation specifications and no more than 4 I 
1 are allowed. I 
1 I 
1196 The MVR operation is not preceded by DIV opera- IMVR operation is ignored. 
I tion. J 

1 I 
/197 The DIV operation containing an entry in Half= IMVR operation is ignored • 
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I Adjul!,!: (CS, column 53) is followed by an, MVR 
I operntion. 
I 
I 
1198 In the LOKU~ operation, Factor 1 and Factor 2 are Card not processed. 
I not both alphameric or both numeric fields. 
I 
1199 HIGH and LOW resulting indicators are specified LOW indicator is ignored. 
I for 1;.he LO:KtJP operat.ion. 

200 No plcimary file is stated. Job is terminated. 

201 The ~rorm Type entry does not contain F, E, C, or Card not processed. 
I. 

202 The ]~ilenamE~ entry (FDS, columns 7-14) is invalid .. Card not processed. 

I 

203 More than 10 filenames specified. 

204 The lrilename entry (FDS, columns 7-14) i.s not 
refei·enced. -

205 The l3ymboli(: Device entry (FDS, col umns 47- 52) is 
invalid. 

206 The pevice E!ntry (FDS, columns 40-46) is invalid. 

207 The filename entry (FDS, columns 7-14) is multi-
refe:renced. 

208 The :file name is multidefined,. 

212 Unde:fined Resulting Indicator. 

213 Unre:ferenced. Resulting Indicator. 

214 The maximum number of indicators has been exceed
ed. 

219 Unde:fined fleld name. 

220 Convlersion label unreferenced .. 

221 Sum lof Matching Field lengths incompatible with 
othe,r record type (s). 

222 Tabl,e Name multidefined. 

223 Matching field hierarchy violated. 

224 Spli,t Chainlng Fields improperly specified. 

225 Split Control Fields improperly specified. 

226 Spli t Match:Lng Fields are not permitted4' 

221 The .Matching Field lengths are incompatible with 
other record type (s). 

I 
1228 The Control Field lengths are incompatible with 

other record type(s). Ii 
I 
~229 

i 
i 
1230 
I 

The Chaining Field lengths are incompatible with 
other record type(s). 

The sum of the Control Field lengths is greater 
than 256. 

Additional cards not 
processed. 

INo immediate action taken. 
I 
I 
\Job is terminated. 
I 
I 
IJob is terminated. 
I 
INo immediate action taken. 
I 

Card not processed. 

No immediate action taken. 

No immediate action taken. 

Job is terminated. 

No immediate action taken. 

No immediate action taken 

No immediate action taken. 

No immediate action taken. 

INo immediate action taken. 
I 
INo immediate action taken. 
! 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 
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231 

232 

Field area exceeds record size. 

Printer file record is blank in columns 17-22 
(OF). 

JNo immediate action taken. 

Space After of 1 is 
assumed. 

233 The Stacker Select entry (OF, column 16) is inval- No immediate action taken. 
ide 

234 The Space Before entry (OF, column 17) is invalid. Space Before of 1 i~ 
assumed. 

235 The Space After entry (OF, column 18) is invalid. ! is assumed. 

236 The Skip Before entry (OF, columns 19-20) is Blanks are assumed. 
invalid. 

237 The Skip After entry (OF, columns 21-22) is inval- Blanks are assumed. 
ide 

238 

299 

240 

241 

242 

243 

244 

245 

246 

The field to be packed is not numeric. 

The field to be zero-suppressed is not numeric. 

The Sterling option is requested on a nonnumeric 
field. 

Edit word is too small for the field. 

The field to be edited is not numeric. 

Both fixed and floating dollar sign have been 
specified. 

Both CR and = used for CREDIT. 

The output specifications are not present or are 
invalid for this program. 

Page indicators are not numeric. 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 

No immediate action taken. 

Job is terminated. 

No immediate action taken. 

1247 The field length is greater than the field End No immediate action taken. 
1 Position indicates. L ____ ~ ___________________________________________________ ~ ______________________________ J 
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Three complete sample programs are included 
in this sect.ion. 

SAMPLE PROGRAM ONE; 

The input j: ile in the first program con
sists of punched cards. Each card in the 
file contajLns a data record that includes 
from one t() eighty charact.ers of informa
tion. Each data record represents a purc
hase made from thE~ reporting firm by a 
customer. The types of information and the 
card columns in which each appears are 
shown in Flgure 91. Figure 98 gives the 
complete llsting resulting from the proc
essing of 1:.his sample program. 

The lab.~ls assigned to the fields into 
which the object program ~'ill place the 
information are as follows: 

i 

1 
I 

cl 
1 
I 

°1 I D 
EI -:E >-,\ c 

I ~ 8\ Qj 

I I I I Qj ..c 
..c E 

I Unused Customer ~ .!I E ::> 

Name 
::> Z 

0 ~I z 
I ~ ~ 

Qj 
u "~ 1 u E 

I "~ 
11 

"g ~ .! 
::> E 

I .£ -= u V) 

I 
I I 
I I 
I I 

1 
2913031 32 33134 38139 Columns 8 

Figure 97. Input File-Card Format 

~ 
{] 

SAMPLE 'PROGRAMS 

r----------------------~--------l I Field I Label I 
~-----------------------+--------~ 

CUstomer Name NAME I 
I 

Invoice Date - MOnth MONTH I 
I 

Invoice Date - Day DAY I 
I 

Invoice Number INVNO , 
I 

Customer Number CUSTNO I 
I 

CUstomer Location STATE I 
I 

Customer Location CITY I 
I 

Invoice Amount INVAMT I _______________________ ~ ________ J 

To produce an object program capable of 
writing the report shown in Figure 98 (Part 
3), the programmer must prepare a source 
program as shown in Figure 99. The entries 
in the RPG specifications sheet are des
cribed here. 

Unused Invoice 
Amount 

481 
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SYSTEM/3iJO tWS l{fl G KEPORT 

SEQ.NO PG LIN SPECIFICATIONS CllL. 6 - 74 I:"RRfJRS 

00 000 HOOd 008 REPOKT 
1 01 01 FINDlJT IPt: f- BO 80 REAtJ4J SYSIPT 
2 01 02 FOUl PUT 0 F 1 32 132 JF P;(I'HEq,SYSLSr 
~ ')2 010 IINPUT AA )1 1 l-
It 02 J 20 I H 29 NAME 
5 1)2 030 I 30 310M ON Ti-l 
6 J2 040 I 32 3'i O')AY 
7 1)2 050 I 34 -HI 0 I NVNO 
8 !)2 060 I 39 4-~OCUS T\J()L 1 
9 ')2 070 I 4/~ 450STATE 

10 02 080 I It 6 4d OC IT Y 
II :)2 090 I 74 8021NVAMf 
12 03 010 C 01 II~ 1/ t\I-1 T Ai)D lllT AL fUT AL 82 
13 03 020 C 01 1;~VArH A,)D GRPTOT G~nCJr 82 
14 04 010 OOUTPUT H 2)1 IP 
15 ,)4 020 0 OR flF 
16 04 030 tl 'J3 j) A C C 0 U N T S j{;j) 

17 04- 040 0 77 1) E C E I V A t3 L f R E III 
18 04 050 0 Hd ¥{ E G { S T E R@ 
19 04 060 0 H IP 
20 04 070 0 OR DF 
21 04 080 0 75 ,IlCUSTO"1ERCll 
22 04 090 0 tlO llLOCl\ T I UN I:~VUICfaJ 

23 04 100 0 109 H\JVLlICE DATE INVOIC.E,d 
24 04 llO 0 H 2 IP 
25 Oft 120 [I OR OF 
26 04 130 0 It2 ulNLJM BEI{ CUSTO"1b{ @ 

27 04 140 0 (ttl olNAME;ll 
28 04 150 0 7<) ,uSTATE CITY NU M3E~iil 
29 04 160 0 l()f! ,);'1U DAY AMOUNTll 
30 05 OLD 0 0 2 01 
31 05 020 0 CUSTNOl n 
32 as 030 0 NAME ')"0\ 

33 05 040 0 STATE l 59 
34 05 050 a C I r y l 67 
35 05 060 0 INVNO l 79 
36 05 070 0 MUNTH l tl9 
37 05 080 0 DAY Z 97 
38 05 090 0 INVAMT 109 il$ O. @ 
'39 05 100 a T 2 Ll 
40 05 110 a GR PT OT d 109 j)$ o. ill 
4l 05 120 a 110 ,j*al 
42 05 130 a T 2 lR 
43 05 140 a TOTAL 10,} ,])$ o. @ 

44 05 150 a III aJ**@ 

INDICATORS 
IND. B/DIS IND. BlOIS I NO. B/OIS I NO. BlOIS IND. BlOIS I NO. Bf) IS IND • B/DIS 

• :Figure 98. Complete Listing of Sample Program One (Part 1 of 3) 
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ItR 3 221 00 3 222 OA 3 223 OF 3 224 OV 3 225 1P 3 226 LO 3 221 
II 3 228 l2 3 229 L3 3 22A L4 3 22B L5 3 22C L6 3 220 L1 3 22E 
L6 3 22F L9 3 230 LR 3 231 Hl 3 232 01 3 233 

FIELD NAMES 
fIELD BlOIS L T 0 FIELD B/OIS L T D FIELD B/ 01 S L T D FIELD BlOIS L T 0 
NAME 3 234 22 A MONTH 3 24A 2 N 0 DAY 3 24C 2 N 0 INVNO 3 24E 5 N 0 
CUS TNO 3 251 5 N 0 STATE 3 254 2 N 0 CUY 3 256 3 N 0 INVAMT 3 258 7 N 2 
TOTAL 3 25C 8 N 2 GR PTOT 3 261 8 N 2 

LITERAL S 
1I TERAL lEN. TV PE BIOI S LITERAL LEN. TYPE B/OI S 

A C C 0 U N T S R 24 A 3 266 I: C E I V A B L E R E 24 A 3 21E 
REG I S T E R 15 A 3 296 CUSTOMER 8 A 3 2A5 
lOCAl ION INVOICE 22 A 3 2AO INVOICE DATE INVOICE 23 A 3 2C3 
NUMBER CUST OMER 24 A 3 2DA NAME 4 A 3 2F2 
STAlE CITY NUMBER 24 A 3 2F6 MO DAY AMOUNT 21 A 3 30E 
----,--1.-- 12 E 3 323 * 1 A 3 32F 

•• 2 A 3 330 

EXT ENDE D CALC D IA GN a sri C S SEQ. NO. ERRORS 

12 NOTE 188 
13 NOTE 188 

DIAGNOSTIC MESSAGE EXPLANATIONS 

NOTE 188 RESULT FIELD LENGTH, COL. 49-51, MAY BE TOO SMALL TO CONTAIN TRUE ANSWER. 

KEY ADDRESSES OF OBJECT PROGRAM 

NAME OF ROUTl NE HEX ADDRESS NAME OF ROUTINE HEX ADDRESS 

CLOSE FILES a LEA H4:DllNES 086E 
TorAL LINES 087C DETAIL CAles 06F8 
TOrAl CALCS 073A INPUT SPECS 05EO 
CONTROL FLO 0658 LOW FIELD 06A2 
FIl.E SEQ. 1 0.358 FILE SEQ. 2 0460 

CORE S I l~ E 0 F MA CHI N E IN DEC 08000 CORE STORAGE USED IN DEC 02678 

• Figure 98. Complete Listing of Sample Program One (Part 2 of 3) 
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ACCOUN T S R E C E I V A 8 L E REG [ S T E R 

CUSTOMER LOCATION INVOl:E INVOICE DATE INVOICE 
NUMBER ClJSrO:-1ER NA"1E STATE CITY NUMBER MO OAY AMOUNT 

10712 AMALGAMATEO CORP 33 61 11603 lL 10 $ 389.25 

$ 389.25* 

11315 BROWN r4HOLESALE 30 231 L2324 12 28 S 802.08 

Ll315 BROWN WHOLESALE 30 231 99588 12 14 .$ 261 .. 17 

$ 1,063.25* 

11897 FARM IMPLEMENTS 47 17 10901 10 18 .$ 27 .. 63 

$ 27 .. 63* 

18530 BLACK OIL 16 67 ll509 11 8 $ 592.95 

18530 BLACK OIL 16 67 12292 12 23 $ 950.97 

$ 1,543.92* 

20716 LEATHER BELT CO 36 471 12263 12 17 $ 121.75 

$ 121..15* 

29017 GE NE RAL MFG CU 6 63 11615 11 L4 $ 440.12 

29011 GE NERAL MFG CO 6 63 11676 1L 23 .$ 122.22 

$ 1,162.34* 

29054 A-I}-C DIST CO 25 39 9689 9 lL $ 645.40 

29054 A-B-C DIST CO 25 39 11605 11 11 .$ 271.69 

29054 A-B-C DIST CO 25 39 12234 12 14- .$ 559.33 

$ 1,416.42* 

$ 5,784.56** 

• Figure 98. Complete Listing of Sample Program One (Part 3 of 3) 
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IBr., 

Oote _____ _ 

Program 

Programmer 

8. :: 
linD 

! Filename 

INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR FILE DESCRIPTION SPECIFICATIONS 
IBM System/360 

~--,----,--L I I I I I 
fllo Type Modo of P,o, ... lng 

length of Record 
File O •• lgnatlon Add, ... fl.ld 

End of fll. Record Addr ... Type S w 

Sequence Typ. of fil. ! Symbolic 
~ Name of 

.... Organization C1evlce :Z 
~~ fll. Format 

OY.rfl~.~ 
Device e Label Exit 

:::> u .... j "- "- .0 > Black Record Sg K.y fi.ld i 0'" 
~;;: E .< ;.; L.ngth Longth ":l Starting .ii .3 

Location 

,_ X24-""7 
',Int'" In U.S.A. 

75 16 77 7' 79 80 

Id::~i~~~on I I I I I I I 

Extent Exit 
Comments 

for DAM 

3 45 6 78 9 1011 1213 U 15 16 1718 1920 21 22 23 24 25 26 27 28 2930 3132 3334 3S 3637 38 39 40 41 4:! 43 44 45 46 47 48 49 SO 5152 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 

~11q) ,11NlpiulT I IPE 
!21~ , oiu[TlpIU:T I 0 
;f;1 , I I I I . I 

IBr.,; 

DO.I ___ _ 

Program 

Programmer 

Line Filename 

3 4 5 6 7 8 9 10 11 12 13 14 15 16 

F 
F 

I 181Ql I lalq5 I I I i ~i£~iD*I~1 lSh1siliP'T I \ : ! ! 
111312 IWl2 I OIF I I I PRiII/VIIif; I'< D !Y!siLisIT ! ! I 
i I ! 1 ! I I ; ! i I i ! ! I ! / I i ! i ! I i ; I I I 

INTERNATIONAL BUSINESS MACHINE'S CORPORATION 

REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS 

Position 

IBM System/360 

Record Identification Codes 

Position Position 
~ I Q Q 

~,.g N ~ 
U U U U 

IIIIIJ 
Field 

Location 

From To 

.§ Field 
''5 
l. 

1 
~ 

12 

Pall. OJ 

Name ~ 
] 
] 
8 

I I II I I I 1111J 
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FILE DESCRIPTION SPECIFICATION SHEET 

Two files (J~nput and Output) are described 
on this SheE!t. ThE! input file INPUT 
(columns 7-11) is t.he primary file (column 
16).. It causes the end-of-job condition 
when it is depleted (column 17). The input 
records are fixed in length (column 19); 
t.he block l4:!ngth is 80 (columns 22-23) 7 and 
the records are 80 characters in length 
(columns 26-·27). 

The outp1lt file OUTPUT is also defined 
on ·the file description sheet. The format 
is fixed lelrlgth7 the block length is 132 
and the rec4:>rds arE! 132 characters in 
length. Th4e entry OF in columns 33-34 
indicate th41t the Output File defined on 
the line is to cause the overflow condi
tion. 

INPUT SPECIFICATION SHEET 

The input file has a sequence of AA, and if 
column 1 contains the zone of a minus, 
resulting indicator 01 is turned on(as 
indicated by the entries in 19-20, 24, and 
26-27). The locations of the fields which 
contain the input data are defined in 
columns 46-47. The names of the input 
fields are entered in columns 53-58. 
Whenever a new customer is read in, control 
level 1 is turned on (columns 59-10). 

CALCULATION SPECIFICATION SHEET 

The content.s of the field TOTAL are added 
to the cont.ents of the field INVAMT, and 
the result is stored in TOTAL. The result 
:field has a. length of eight positions, and 
two positicms are reserved for the decimal 
portion. 'l'he field GRPTOT is added to 
INVAMr, anal the result is stored in GRPTOT 
which is eight positions long, and has two 
decimal positions. 

OUTPUT-FOR~!AT SPECIFICATION SHEET 

OUTPUT is t:he name of the file to which the 
records defined on the line belong, and 
OUTPUT is E!ntered under Filename on the 
first line of the sheet. In column 15 the 
output tYPE!S H, D, and T are entered to 
designate 1:. he heading, det.ail, and total 
lines. 

The firBt heading line, ACCOUNTS RECEI
VABLE REGISTER, prints either on the first 

page (lP) or overflow conditions (OF). The 
OR entered in columns 14 and 15 of the 
second line allows for printing on the 
first page ~ overflow. The other heading 
lines are to print on these conditions. 

When output indicator 01 is on, the 
field entered in Field Name will print in 
the positions indicated in columns 40-43. 
Zero suppression occurs on CUSTNO, STATE, 
CITY, INVNO, MONTH, and DAY. 

The total lines are to print whenever 
control fields L1 or LR are on. The group 
total GRPTOT prints when L1 is on, and 
after it is printed, the contents of GRPTOT 
are blanked out. The final total is print
ed when the LR (last record) indicator is 
on. 

SAMPLE PROGRAM TWO 

This is similar to the previous program. 
In this example, however, two input files 
are used. The Transaction File is a card 
file with fields as shown in Figure 96 of 
the previous program. Another input file 
(Master Customer File), which is on tape, 
contains information about the firm's cus
tomers (Figure 100). The fields contained 
in the two input files follow: 

Master Customer Fi Ie 
(MASTERIN) 

New Master Customer File 
(MASTEROT) 

Process 
Matched 
Records 

Transaction File 
(TRANSIN) 

Printed 
Report 

Figure 100. Sample Program Two 
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Transaction File 

r----------T-----------T---------, 
I I J Card I 
I Field I Label I Columns I 
.----------+-----------+---------~ 

Code I Minus (-) 1 
I Zone, or 
I Plus (+) 

I Zone 
I 

customer I NAME 8-29 
name I 

I 
Invoice MONTH 30-31 
date 

Invoice DAY 32-33 
date 

Invoice INVNO 34-38 
number 

I 
I Customer CUSTNO 39-43 
I number 
I 
I State STATE 44-45 
I 
I City CITY 46-48 
I 
I Invoice INVAMT 74-80 
I amount L __________ ~ ___________ ~ _________ J 
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Master Customer File 

r----------T-----------T---------, 
I I I Card I 
I Field I Label I Columns I 
~----------+-----------+---------~ 

I 
Customer I MASNUM 1-5 
number I 

I 
customer MASNAM 6-27 
name 

Street MASTRT 28-46 

City MASCTY 47-57 

State MAS TAT 58-62 

Customer MASBAL 63-70 
balance 

Date of PAYDAT 71-76 
last 
payment 

Date of PAYPUR 77-82 
last 
purchase __________ ~ ___________ ~ _________ J 

The program is to process the master 
customer file, using records from the tran
saction file, to produce printed receipts. 
The master file is updated, by producing a 
new master customer file. The coding 
required for this program is shown in Fig
ure 101. 
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FI.LE DESCRIPTION SPECIFICATION SHEET 

The four files are defined on this sheeto 
The two input files TRANSIN and MASTERIN 
are defined, and -the two output files MAST
EROT. which is the updated master file, and 
MASTLIST, which is the printed report, are 
defined on the file description sheet. 
TRANSIN is designated as the secondary file 
because it may no't contain transactions 
involving .!l! the customers on the master 
customer file. TRANSIN is ascending in 
order. It has fi:xed-length records which 
are 80 characters long. The block length 
.is 8 O. 

MASTERIN is the primary file. If the 
transa.ction file does not have a corres
ponding customer number (specified by the 
matching fields specification on the input 
sheet) the master file is processed. Proc
essing continues until all the records in 
the master customer file have been proc
essed (indicated by the E in column 17). 
The input records contained in the master 
customer file are ascending in order, fixed 
in length, and have a block length of 300. 
Each record is 100 characters in length. 

Note: A blank in column 53 indicates 
that there are no labels in the input 
file. 

The file MASTLIST is the printed report. 
The format is variable. The length of the 
.records can be 132. The overflow entry in 
columns 33-34 indicate that the overflow 
condition is to occur on the MASTLIST prin
ter. 

The output file MASTEROT is a tape file 
which contains the updated master customer 
records. The output records are fixed in 
length, and are 100 characters in length. 
The block length is 300. 

Note: A blank in column 53 indicates 
that there are no labels in the output 
file. 

INPUT SPECIFICATION SHEET 

The two input files TRANSIN and MASTERIN 
are defined on the Input Specification 
sheet. 

,TRANSIN: The input records may be obtained 
from three types of cards. Sequence AA has 
been assigned to two types. If card column 
1 contains the zone of a minus, resulting 
indicator 02 is turned on. If card column 
1 contains the zone of a plus, indicator 03 
is turned on. The cards that have a minus 
in qolumn 1 are selected into the 2 pocket 

(Column 42). The locations of the input 
records and their labels are defined in 
columns 46-58 of the sheet. 

The field CUSTNO (customer number) has 
entries in columns 59-60 (Control Level) 
and columns 61-62 (Matching Fields) of the 
Input Specification sheet. Whenever a new 
customer number is read in, control level 1 
eLl) is set on. This condition is tested 
on the output-format specification sheet to 
govern printing of total lines and to pro
duce the updated customer file. The entry 
in matching fields specifies that customer 
number will be used to match another field 
(MASNUM) in the MASTERIN file. 

The fields INVAMT and AMTPD contain 
entries in column 63-64. Entering 02 in 
this column indicates that whenever result
ing indicator 02 is on, the field INVAMT 
will be used for input data. Whenever 03 
is on, the field AMTPD will be used. 

The first card in the transaction file 
is a data card. It is assigned sequence 
BB. Whenever column 1 contains a D, indi
cator 04 is turned on. The date is con
tained in columns 2-5 of the card. 

MASTERIN: The tape input file that con
tains information about the firm's custom
ers is aSSigned sequence AA. The first 
entry under field name defines the entire 
record. This entry (RECORD) is made to 
enable the entire record to be referenced 
on the Output-Format Specification sheet. 
MASNUM corresponds to CUSTNO in the tran
saction file. Whenever a new master number 
is read in, L1 is set. The entry Ml indi
cates that the master number will be 
matched with the customer number in the 
transaction file. 

CALCULATION SPECIFICATION SHEET 

Whenever the matching record indicator MR 
is on and indicator 02 is on, the contents 
of the field INVAMT are added to the MAS
BAL. The result is stored in MASBAL. The 
date is moved to the field PAYDAT. 

Whenever the matching record indicator 
MR is on and indicator 03 is on, AMTPD is 
subtracted from MASBAL, and the result is 
stored in MASBAL. The date is moved to 
PAYPUR. 
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OUTPUT-FORMAT SPECIFICATION SHEET 

The output file MASTEROT is the updated 
tape file. The entries in output indica
tors allow for the following. Whenever 
conditions 01 and NMR are satisfied 
(resulting indicator 01 is on and no match
ing record is present), the entire tape 
input record will be written out on tape. 
This condition results because there was no 
corresponding customer number in the tran
saction file for the master customer num
ber. 

To keep the master customer file com
plete, the old input record is written out 
on the updated tape file when no informa
tion is present in the transaction file. 

If, however, L1 and MR are on, the input 
record is written out on tape. The entire 
record is written, but the fields MASBAL, 
PAYDAT, and PAYPUR contain the new entries 
based on the calculations. By coding the 
entries in this way, the new information 
for MASBAL, PAYDAT, and PAYPUR is entered 
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on the master customer file, but the 
customer's name and address are retained. 

The specifications for the printed 
report are listed under the name of the 
output file MASTLIST. 

SAMPLE PROGRAM THREE 

The third sample program (Figures 102 and 
103) illustrates some of the more complex 
capabilities of PRG. 

1. Processing chained records on a Direct 
Access Storage Device (DASD). 

2. Updating records on a DASD. 

3. Multiple input and output files. 

4. Creating exception records 

5. Providing for processing when a record 
in the chained file is missing. 
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U QI 
e<: 

12 910 1314 1718 21 

/ ,/ 

QI V 
"8 Date Date Card 
U 

Part 
Description 

Ivendor Date 
-BNumbe Number 
U 

12 7 12 910 36 37 4243 48 
CARDIN CAR DOUT 

o.""p!;O" I V."d", ==:J Number 

~=-----.,;:..c.:::__ 36 37'--_4;,;;;2"--_---1,;;.;;...;;...;.0.;;..'--.;;..;...1.________ 125 

INVENTORY LI STI NG 11/26/64 PAGE 

PART NUMBER PART DESCRIPTION MIN BAL OLD BAL IRECEI PTS ISSUES RETURNS NEW BAL 

00101238 HEX NUT 1,000 3,500 100 600 3,000 

00101239 WASHER 2,500 2,000 500 1.000 1.500 BELOW MINIMUM 

00101240 LKWSHR 1,500 3,700 3,500 100 300 BELOW MINIMUM 

00101241 BOLT,6-IN 500 650 50 100 50 650 

00101242 BOlT,8-IN 500 255 100 245 110 BELOW MINIMUM 

o 0 1 0 NO DISK RECORD FOR THIS PART 

PRINTOUT 

• Figure 102 .. Input and Output Formats for Sample Program Three 
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INTERNATIONAL BUSINESS HlACHINES CORPORATION 11r., 
REPORT PROGRAM GENERA TOR FILE DESCRIPTION SPECIFICATIONS 

IBM System/360 
00t8 ____ _ 

Program ______________ _ 

Programmer _____________ _ 

line Filename 

File Typo 

FII. Delignation 

End of Filo 

Sequence 

FII. Format 

Block 
Longth 

Record 
Longth 

Mode of Proeelling 
Longth of Record 
Addrell Field 

Record Addrs" Type w 

..... 0 
" .. .... 

~i;~n~~o~:~on ! Device 
Symbolic 
Device 

] 
.9 

17 

Pogo OJ 

Name of 
label Exit 

Form X24-3347 
Printed in U. S. A. 

757677787980 

Id:~~ii~:~on I I I 1 I I I 

Extent Exit 

for DAM 
Comments 

3 -4 5 6 7 8 9 10 11 12 13 U 15 16 17 18 19 20 21 22 232.4 25 26 27 28 2930 31 3233 34 35 36 37 38 39 40 41 4243 44 45 4647 48 49 SCI 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 

0:' i~ f PiR!I!Nirioiu]r 0 • V t 131211312. O'F PIRiI NiriE',R Sly S L sir ! I ; i I I Iii I I i 
~o~i,~i++~~t~~I~I++jl++44~~;~ I+!i++i~~~+++-' __ r';~.' ~++~I~!~~I, ~++!~!_+I~I~~~i~I_~_,~!~! ~~"~!~:~!~~!~:'~l~!! 

INTERNATIONAL BUSIN~SS MACHINES CORPORATION 11"1 REPORT PROGRAM GENERATOR FILE EXTENSION SPECIFICATIONS 

Ooto ____ _ 

Program ______________ _ 

Programmer ____________ _ 

Line 8. 
~ 
E 

of 

Record Sequence of the Chaining File 

Number of the Chaining Field 

From Filename To Filename 
Table 
Name 

IBM System/360 

Number of Tobie Entries Per Record 

Number of Tobie Entries 

Per Table length of Table 

Entry ---:e 
~i: 
1 ] ~ 
1~1 

Table 
Name 

(Alternating 
Toblel 

17 

Pogo CD 

Length of Table 

Entry --is 
~ S 

iii 
f. ~ J 

Program 
Identification 

Comments 

Form X24-334B-1 
Printed in U. S, A. 

757677787980 

II III I I 

3 .4 5 6 7 a 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 3334 35 36 37 38 39 40 041 42 43 4445 4647 48 49 50 51 52 53 54 55 56 57 5859 60 61 62 63 6465 66 67 68 69 70 71 72 13 74 

INVFIL CONRTN : : 

• Figure 103. Specifications for Sample Program Three (Part 1 of 4) 
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INTERNATIONAL BUSINESS MACHINES CORPORATION 

REPORT PROGRAM GENERATOR INPUT SPECIFICATIONS 
Form X24·33SO 
Printed In U. S. A. 

------
~~-------------------------

,.... .. "'- --------------_._-----

Punching 
Instruction 

IBM System/360 

I II I I I I I 
Graphic 

Pogo OJ 757677787980 

Id:~~~i~:7;on 1'1 1 1 1 1 1 Punch 

Record Identification Codes Field Field 

1 2 3 locqtion Indicators 

.1 :j Field 
[ li j Sterling 

LIM Filename 

~~ 
Name ~ Zero Sign 

1 Position Position Position From To ~ ] 1 Plul Minus or Position ! I j o ~ o ~ l 
co Blank 

~ Ii 0 1 ~ ! :la- ~j S ~j ~ .3 l ~ Vv V V 

3 4 5 , 7 • 9 10" 1213 U 15 16 17 18 19 20 21 22 2324 26 27 28293031 33 35363738 .40.41 404045"'647 48 <9 50 51 52 53 5< 55 56 57 58 5960 61 636.4 6566 67 68 6970 71 72 73 7< 

0 

'. I 

IN VF fL AA .1 1 D2 I ! ! I I I i I I , 
I ! I 

o 2 •• ! : i I I 2- ! 9 PIA RTI I I I ! I 

'. 3' . ! i : ! I i1 <I> 136 DIE 5 Cj 1 i T i i I 

o ... • ! i 137 I 142 ~vlelt-J DioR ! I I : I , 

0 5 •• i I : IS4> i 15 34' Mil iN 1 : r -r I : i 
0 6. ' i I I !514 ! i518 ~olt.llH AiND I ! I I I 
0 7. 'e Afl DIN IS 4'2 11 c* 

, 
! 

I I I ; I 
: ; i I , ! ! ! i i i ! ! I i I i 

0 .. ' i iL i2 i7~ !)IATE! i 
, I I I ! -I iT 

0 ,~ I CG .3 i 11 D1 i : ! i i ! I i I ' ! , 
0.' i ] I j j2 , 19 DiTiL pl"R I cit r I i iT I 

I J~ , ! ! i 
I 

r 
I I ; 111'" 1:3 "'RIEIC P!T:S I I ! I ! ! I I 

I 2' I 1 i ! ! i i i I , ili4 il7 4' liS 5 uleis '\ ! 
1 

! ! 

I 3if • ! ! 
i i I [i i 1118 '211 4> RIEIT UIRIN i 

i 
I 

I 
I 

i : I i , • I I I , 

I i ! I i I i I , 
! 

I i i : i ; 
I I 

INTERNATIONAL BUSINESS MACHINES CORPORATION 18"1 REPORT PROGRAM GENERATOR CALCULATION SPECIFICATIONS 
Form X24-33S1 
Printed in U. S. A. 

IBM System/360 
Date _____ _ 

Program ____________________ _ 

Pogo OJ 757677787980 

Id:~~~i:~~on I I I I I I I Programmer 

~fZ Indicators 
Resulting 

o~ Indicators 

I I 
g ~ Zero 

1 
0";: _ 

Plus Minus or 

! Field ~ ; BIClnk 
Uno 

J 
Factor 1 Operation Factor 2 Result Field 

Length ]i Compare Comments 
E And And 

~~ of High Low Equal 

~ ~ 0 1>2 1<2 1=2 
Z 

3. 5 6 7 8 9 10 11 1213 14 15 16 17 18 1920 21 22 23 2< 25 26 27 28 2930 31 32 3334 3S 36 37 3839 40 ~1 42 434445.464748 495051 5253 5455 5657 5859 60 61 62 63 64 6566 67 68 69 70 71 72 73 74 

o I I~ c CO NR TN I EX TC VA DO CON i TI< KA DR 18 TI III I i: 
o 2 <II C i KE YCv DT LP AR ! ! i ! -W-Lw. : I 

I 
o 3 rP C 1 4'3 ! j!- AD Db NH AND I SA VE Isl4l i j ! ";! I 

o 4 rP C 1 [dl3 SA VE ADD RE CP T5 I SA VE I I 'i'J I 
Idl 3 1 

+-
o ~ q, C 1 SA VE SUS IS SU E5 SA VE I I .Hi I 

o 6 rP c 4>1 4'3 SA VE ADD RE TU RN SI\ ve. ! I i 
o 7 ~ C 1 4>3 SA VE CO MP MIN I I 41+i~~ ! Ii! 

[ I I I--Ut- I ! o • C ! I i I I ! 
f--

• Figure 103. Specifications for Sample Program Three (Part 2 of 4) 
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INTERNATIONAL BUSINESS MACHINES CORPORATION 11"1 REPORT PROGRAM GENERATOR OUTPUT-FORMAT SPECIFICATIONS 
IBM System/360 

Oat. ____ _ 

Progrpm ____________ _ 

Programmer ___________ _ 

Space Skip 
Output 

Indicators 

~l 1 1 Line t Filename 
t: ii j! j ! :;; 

t:", ~ 
~ 01 ~ z 

Punching 
Inltruction 

Field 
Name 

H 
= e 
Ii 
oil -< 

! 1 

12 

Pago CD 

End 
POlition ~ 

In Output ~ Constant or Edit Word 
Record 

1 

Program 
Identification 

Form X24·3352 
Printed in U. S. A. 

757677787980 

1\\\\ \ I 

Sterling 
Sign 

Position 

3 4 5 6 78 9 10" 1213 U 15 16 1718 1920 2122 2324 25 26 2728 2930 .31 3233 34 35 36 37 3839 40 .. 4243 44 -is 46 47 48 49 50 5 T 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 

0 'k,6 0 PR IN TO UT 3<Pl !¢ 2 I I i I 
o 2 ¢ 0 "'OR OF ! I 
01 ~ qI 0 PA G~ Z ~16 I I 
olql 0 ! 813 ' P AG £1' I I I 
o "it 0 5$ 'I NV EN TO Rly IL I ST IN GI' I . 
o 6;' 0 I I I DA rle' (017 

, 
/ / J , \ 

o 7(1 0 IH 2 rbl2 1 I 
0.8 ¢ 0 OR OIP' 
o p ¢ 0 I I 1'9 'P ART NU 1MB E R' I 
, 0; 0 40 'P l4RT D~ 5C RIP TI ON l 

1 !¢ 0 6" 1M lIN BAL OLD B~ L I 

, 2 (J 0 84- 'R EC EI prrs IS su E 5 I 

, 3 ¢ 0 ! 1i02 'R ET UR NS N£lw BlLl :1 I 

, 4 ¢ 0 D 2 !¢1 1~3 
, 5 0 j I ~A RT 17 
l' 0 1 I 

1 Ii IDf" SC 48 
17 0 MIN 5b 

, 
I, 1 I 

I 

18 0 ON HA N'D 66 , i I , 
19 0 R£ cl,c Tls 75 \ , I 

0 

E076510M5P Card Electro Number __ _ 

• Figure 103. Specifications for Sample Program Three (Part 3 of 4) 
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-----------------------------------------------------------------------------------~ 

11r., INTERNATIONAL IUSINESS MACHINES CORPORATION Form X2"·3352 
Prlntod In U. S. A. 

REPORT PROGRAM GENERATOR OUTPUT-FORMAT SPECIFICATIONS 
IBM System/360 

Dalo _____ _ 

Program _____________ _ 

Programmer I I I I I I 
17 

Pago CD 
7576 77 7879 80 

Id:~~~i~~~on I I I I I I I 
Spaco Skip 

Output 
Indicators B_ Erld 

~J 1 1 
Field ::: e POlltion 

g 
Sterling 

Un. ! FilenClme Name l ~ In Output ~ Constant or Edit Word Sign 
~ ~ 

Q..:t: 

§ ~ j 
Jl < RltCl)rd Position 

J !l ~ e ~ 1 
Ji~ 

!! !II!I! 
.:I ~ 1 

3 4 5 6 7 8 9 to 11 12 13 14 15 16 17 18 1920 2122 73124 25 26 27128 29'30' 31 323334353637 3839 40 41 4243 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 

o I '0 ! I Iisjs ulcis 8 14 .\ 
~' 1 I I 1 I , I I 11-

o 2 ~o RIE'iT UiRiN 92 \ , " : ! I 1 I 1 I i 
o 3 0 ! S'A!V EI I 1~2 

, , t4 'I 1 I I 
01 " 

0 1414 I 
I 

! I 1 117 \ 8 EL °IW IMI Nil MU lit' 1 I i I : 
O! 5 41 0 I(j) 5 :. 11,7 ' E XP EO liT E' 1 ! I I j I 
Oj6 .0 D 2 I NcI>l 1413 1 1 1 ...J '--~~+-~ 1 
01 7 41 0 OIT LP AR ti7 , I IT 
0 1814> 0 : 414 \NO 01 Sf< RE' CO RiD. FolR 'TfofjI S ' i I 

°i 9 ~o 1 J4:S ' p AR T' ! 
W-- i - 1 

~o 14> 1 
t- -L r'o- r l--

I 0 CA RO j'U T 04 d>ls 41 14 I I 1 I i 

I 141 0 OR8 14> 1 ~3 ~5 1 
' "c- ---- - f--- r" -1 I- t 

I '1 " 
1 2 410 PA RT J9 I 
1 3 4>0 DE SC 3i6 ' I 

1 " <PO VE NO ,OR 42 ! I i 141 0 
_. --, r-- - 0, I II ' .,' . , 

1 5 DA TE 48 I I' 
iii 

16 4>0 ,415 1 \ E' iN I 

1 7 41 0 4>4 1 '8' ~+t _-j~ ~~+-1 S or NV F j( L 1~1 1413 
-~+---~- '-1-

D 
19 0 SA VE ~8 

+ 
I i I ! 

0 

e076510MSP Card Electro Number __ 

• Figure 103. Specifications for Sample Program Three (Part 4 of 4) 

FILE DESCRIPTION SPECIFICATIONS 

The primary input file, designated by a ~ 
in column 1.6, is on the card reader and is 
labeled CAFlDIN. This card file also acts 
as a transalction file for the updating of 
the inventc)ry records contained on th,e file 
labeled INVFIL. The 0 in column 15 of the 
specificati.on for INVFIL indicates that 
this DASD f:ile will be updated (used for 
both input and output). The file is organ
ized under direct access management, indi
cated by the .Q in column 32, and will be 
processed randomly as specified in column 
28. 

The E in column. 17 of the CARDIN file 
description entry directs the program to 
end execution when the last record of the 
CARDIN filE! has been processed. The E in 
column 39 indicates that. a file-extension 
specification has been coded for the CARDIN 
file. 

The output files are an exception card 
file labeled CARDOUT and the printed tran
saction report labeled PRINTOUT. 

CARDIN and CARDOUT consist of 
SO-character records. INVFIL has a block 
length of 125 characters and a record 
length of 125 characters. Record length 
for PRINTOUT is variable, with a maximum of 
132 characters. 

FILE EXTENSION SPECIFICATIONS 

The file-extension sheet identifies CARDIN 
as the chaining file, indicating that 
record sequence CC contains the chaining 
field C1. INVFIL is the chained file and 
CONRTN is the RPG internal label of the 
specifications on the Calculation Specifi
cation sheet for the external conversion 
routine that processes the chaining field 
to obtain the track address in the DASD 
file. 
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INPUT SPECIFICATIONS 

The input card and DASD files are described 
on the Input Specification sheet. Each 
field that will be used is defined. The C1 
in columns 61-62 of the transaction card 
file designates the field labeled DTLPAR as 
the chaining field. The conversion routine 
CONRTN, indicated on the Calculation Speci
fication sheet, will make the DTLPAR field 
available to the user's external conversion 
routine. 

CALCULATION SPECIFICATIONS 

Two sets of calculation specifications are 
described. After the label CONRTN, the 
operation code EXTCV is used to indicate 
that the conversion routine is to be per
formed. ADDCON is the symbolic address of 
the external conversion routine. Note that 
the address can be up to eight positions 
long. The external routine may be in the 
relocatable library so that it can be auto
matically retrieved by the Basic Operating 
System program. The routine could also be 
punched in cards that follow the RPG cards. 

The operation code KEYCV states that the 
record key can be obtained directly from 
the field DTLPAR. This is the first entry 
on the Calculation Specification sheet. 

The calculations in lines 030-070 
require the presence of matching chaining 
(CARDIN) and chained (INVFIL) records. 
This condition is indicated by the simulta
neous setting of resulting indicators 01 
and 03. The ONHAND field from the INVFIL 
record is reset added to a work area 
(SAVE). Data fields RECPTS and RETURN from 
CARDIN records are added to SAVE; ISSUES 
are subtracted. When each input card for 
an INVFIL record is processed, the result
ing new ONHAND field in SAVE is compared to 
the minimum balance. If ONHAND equals the 
minimum, resulting indicator 05 is set on. 
If ONHAND drops below the minimum, result
ing indicator 04 is set on. 

162 

OUTPUT SPECIFICATIONS 

The PRINTOUT file's heading information can 
be printed under control of either result
ing indicator 02, which is set for the date 
card (the first card in the CARDIN file), 
or overflow (OF).. The OF indicator will 
govern all heading printing after the first 
page. The entry PAGE in line 030 causes 
the page number to be updated automatically 
for each new page. 

The detail line described by the entries 
in lines 150 of Figure 103 (Part 3) through 
050 of Figure 103 (Part 4) requires the 
presence of both the CARDIN and INVFIL 
records (resulting indicators 01 and 03 
on). If resulting indicator 04 is on, the 
words BELOW MINIMUM indicate the stock 
violation. If indicator 05 is on, the 
message EXPEDITE is added. 

The output line described in PRINTOUT 
entries 060-090 is the message printed when 
the error condition of a CARDIN record, and 
no corresponding INVFIL record occurs. 
This condition is identified by resulting 
indicator 01 being off when indicator 03 is 
on .. 

The exception file CARDOUT will have a 
card punched for each transaction that 
results in a below-minimum or at-minimum 
stock level. These cards will contain the 
part number and description, vendor number, 
date, and the E or B code for EXPEDITE or 
BELOW MINIMUM.- Below-minimum cards, iden
tified by the simUltaneous ON settings of 
indicators 01, 03, and 04, will be selected 
to stacker 4. At-minimum cards, with indi
cators 01, 03, and 05 on, will be selected 
into stacker 8. 

Lines 180 and 190 provide for the updat
ing and writing out of the INVFIL records. 
If indicators 01 and 03 are both on, indi
cating that the INVFIL record has been 
updated by a CARDIN transaction, the new 
ONHAND is moved into its INVFIL location 
from the work area SAVE, and the record is 
written. 



APPENDIX A: INDICATOR CHART 

Indicat~ere Specified I Where Used [ Turned On Turned Off Notes 

Resulting IrlCilcator tntemal Output Indicators on This indicator is always Can never be turned 
00 Output Specifications ON OFF 

(Columns 24 - 25, 
27 - 28, 30 - 31) 

Reeultlng II~dlcatol'l Input Specifications Indicators on Calcula- When specified record Before the first record Turning OFF and ON can also 
(01-99) (CoilA'll"' 19-20) tlon Specifications type has been read and is read on the next be accomplished by using 

(Columns 10-11, 13-14, is ready for processing. processing cycle. SETON and SETOF operation 
16-17) codes. 

Output Indicators on 
Output Specifications 
(Columns 24-25, 
27-28, 30-31) 

Calculation Specl- Same as above. Whenever the specified The next time that Same as above 
flcatlons (Columns field status condition this field status is 
5 ..... 55, 56-57, is sotlsfied . to be tested 
58-59) 

Field Indlc:ators Input Specifications Same as above Same as above Same as above Same as above 
(01-99) (CollA'llns 65-66, 

67-68, 69 .. 70) 

Halt IndlQ~tors Input Specifications Same as above Same as above Can only be turned If these indicators remain ON, 
(HI - H9) (eollA'llns 65-66, OFF by SETOF opera- the object program will term-

67-68, 69-70) tion code. See Note. inate before reading the next 
record. 

CAlculation Speci-
fications (Columns 
5 ..... 55, 56-57, 
58-59) 

~. 

Control LAvel l,.ut Specifications Same as above and Whenl the value in a control Before the first record Turning OFF and ON can be 
Indicators (CoilA'll'" 59-60) Calculation Specifl- field changes. All indi- is read on the next accomplished by using SETON 
(Ll - L9) cations (Columns 7-8) cators of the lower levels processing cycle. and SETOF operation codes. 

are also turned 0 N • 

LO Internal Indicators on Calcula- This indicator is always Can never be 
tlons Specifications ON. turned OFF. 
(Columns 10-11, 13-14, 
16-17) 
Output Indicators on Out 
put Specifications (Cols. 

1--. 2.04-25,27-28,30-31) 

LR Intemal Same as above After processing the last Same as above All Control level Indicators 
record of the last file. (11-l9) are also turned ON 

when the lR is turned 0 N. 
1--. 

MR Intemal Same as above When multiple input files Before the first record 
and the matching fields Is read on the next 
spec iflcation are used, th is processing cycle. 
Indicator is turned ON if 
a secondary file record 
matcrnes the primary file 
record. 

~. 

Overflow IrlCiicators File Description Same as above When Chamel 12 of the After the detail and These indicators remain ON for 
OA, OF, OV (CollA'llns 33-34) carrl10ge control"tape is heading records are one complete processing cycle. 

senHld. written. 

IP Intemal Output Indicators on This indicator is ON at the Before the first record This iAdicator is used to govern 
Output Specifications beginning of processing is read. printing of the first page of the 
(Columns 24-25, 27- before any records are report. 
28, 30-31) read. 

4-

All IrlCilcatc)fS specified in columns 69 - 70 of the Input Specification sheet and columns 58 - 59 of the Calculation Specification sheet are ON at the beginning 
of processing before any , .. cords al"(J read. This is always the case except when the operation codes COMP, lOKUP, SETON, and SETOF are specified. 
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APPENDIX B: RPG LOGIC FLOW CHARTS 

Perform Total 
Calculation 
Specifications 

/tIv;)ve Data Fie Ids 
of Record Type 
from Input Area 

Perform Detail 
Calculation 
Specifications 

1. General Logic for RPG Object Program 
with RAF File 

e164 

2. 

Perform Total 
Calculation 
Specifications 

Move Data Fields 
of Record Types 
from Input Area 

Perform Detail 
Calculation 
Specifications 

General Logic for RPG Object Program 
with a Chaining File 



r 
I 
I 
I 
I 
I 
I 
I 

Perform Iotal 
Calculation 
Specificcltions 

~
ove Datel Fields 

of Record Types 
from Input Area 

No 

- ,- - - - -- - - - - -_.- - -- - - - --1 

Perform Conversion 
Routine 

I 
I 
I 
I 
I 
I 
I 

L __ _ _ _ _ ____ _ __ _ _ _ __ __ _________ ___ J 

Perform Detail 
Calculcltion 
Specifications 

3. General Logic for RPG Object Program with Chaining File which Requires Conversion 

• BOS/360 RPG (8K Disk) 165 
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I 
I 
I 
I 
I 
I 
I 

Perform Conversion 
Routine 

Perform Total 
Calculation 
Spec ifications 

MDve Data Fields 
of Record Type 
from Input Area 

Perform Detai I 
Calculation 
Specifications 

-, 
I 
I 
I 
I 
I 
I 
I 
I 

4. General Logic for RPG Object Program 
with RAP File which Requires Conversion 
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Perform Total 
Calculation 
Specifications 

Move Data Fields 
of Record ~ 
from Input Area 

Perform Detail 
Calculation 
Specifications 

5. General Logic forRPG Object Program 
with RAF and Chaining Files 



APPENDIX C: STERLING ROUTINES FOR THE REPORT PROGRAM GENERATOR 

The RPG ste:cling routines furnish users 
wi th a conv1enient and time-saving means of 
handling sberling amounts. The presence of 
sterling fields is indicated to the RPG 
program by additional entries in the input 
and output specifications forms and in the 
control card. The file description, file 
extension, and calculation forms are not 
affected. 

Sterling input information can be rep
resented in two formats: IBM and BSI as 
described in the control card. The RPG 
sterling routines convert the input fields 
into a pence-format field. A pence-format 
field is a sterling amount represented in 
pence. If the output is to be printed, the 
fields are converted with shillings and 
pence printed in two positions each with 
zero suppression in effect in the tens 
position of each field. If the output is 
not printedl, the output is converted to 
either BSI or IBM formats. 

Note BSI or IBM input files of one 
program must use the same code combina
tion throughout. 

INPUT SPECIFICATIONS 

The position of the sign must be specified 
in columns 71-74. Enter an S in column 74, 
if the sign is in the normal-position. If 
t,he pence :field has decimal positions, the 
normal position of the sign is in the 
rightmost decimal position of the pence 
field. If the pence field has no decimal 
positions, the nOI~mal position of the sign 
is in the units position of the pounds 
field. 

Note 1~ One of the digits 0, 1, 2, or 
3 must be entered in column 52, to 
indicat.e the number of required decimal 
positions. 

Note 2: It is not permissible to use 
the same name for both a sterling field 
and a decimal field. 

Note 3: The sign of the field must 
contain a numeric underpunch. 

OUTPUT WHICH IS NOT PRINTED: Sterling 
output fields are specified in the same 
manner as sterling input fields. 

PRINTED OUTPUT: Insert the letter S in 
column 74 of the Output-Format SpecIfi
cation sheet. 

Note 1: Shillings and pence are print
ed in two positions each, with zero 
suppression in effect in the tens posi
tions of each field. 

Note 2: If a field is defined as a 
sterling field in the input but not in 
the output specifications, the output 
will be in pence format. 

Note 3: The rules governing the use of 
edir-control words are the same as 
those for decimal fields. 

The following features are available: 

1. Zero suppression in the pounds field. 

2. Zero suppression in the shillings 
field, if both pound and shilling 
values are zero. 

3. Zero suppression in the pence field, if 
pound, shilling, and penny values are 
zero. 

4. Suppression of zeros preceding signs, 
and suppression of separation marks 
between pounds and shillings, shillings 
and pence, and pence and decimals. 

Note: If column 38 of the ~utput
Format Specification sheet contains ~, 
the entire pounds field will be zero
suppressed. The ten's position of the 
shillings and pence fields will be 
zero-suppressed, and the sign of the 
field will be blanked out. 

CONTROL CARD 

To select the required sterling routines, 
the RPG program needs information regarding 
the input and output formats. This 
information is entered in four columns of 
the RPG processor control card. The 
entries are: 1 for IBM Code, 2 for BSI 
Code. 

CALCULATION SPECIFICATIONS 

While no additional entries are required in 
this form, the user should keep in mind 
that all calculations are done in pence 
format. This must be considered when 
defining the length of result fields or 
when using Factors 1 and 2. 
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Lengths of Pence-Format Fields 

If a pence-format result field is to be 
reconverted into a Format-1 field, the 
highest amount it is permitted to contain 
is 2,399,999,999,999,999. 

POUND STERLING FORMATS 

RPG will support, on the input and output 
fields, two standards for pence and shill
ing portions of sterling fields: IBM or 
BSI. Columns 17-Z0 of the RPG Processor 
Control Card indicate either the IBM or BSI 
formats. The formats for IBM and BSI are 
listed here. 

COLUMN 17 (STERLING-SHILLING FIELD ON 
INPUT) IBM FORMAT: Two positions are 
allowed for the shilling option in the 
input field: 00-19 for 0 to 19 shillings. 

BSI FORMAT: The shilling option in the 
input fields is indicated as listed here: 

1-9 Shillings by a 1-9 punch. 

10 Shillings by a 12-punch. 

11-19 Shillings by a A-I punch. 

COLUMN 18 (STERLING-PENCE FIELD ON INPUT) 
IBM FORMAT: The pence option on the input 
field is as listed here: 

1-9 Pence by a 1-9 punch, 
10 Pence by an ii-punch, 
11 Pence by a 12-punch. 

BSI FORMAT: The pence option on the input 
field is as listed here: 

1-9 Pence by a 1-9 punch, 
10 Pence by a 12-punch, 
11 Pence by an 11-punch. 

COLUMN 19 <STERLING-SHILLINGS FIELD ON 
OUTPUT) IBM FORMAT: Two positions are 
allowed for the shilling option on the 
output field: 

00-19 for 0-19 shillings. 

BSI FORMAT: The shilling option on the 
output field is as listed here: 

1-9 Shillings by a 1-9 punch, 
10 Shillings by a 12-punch, 
11-19 Shillings by A-I punch, 

COLUMN 20 (STERLING-PENCE FIELD ON OUTPUT) 
IBM FORMAT: The pence option on the output 
field is as listed here: 
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1-9 Pence by a 1-9 punch, 
10 Pence by an ii-punch, 
11 Pence by a 12-punch • 

aSI FORMAT: The pence option on the output 
field is as listed here: 

1-9 Pence by a 1-9 punch. 
10 Pence by a 12-punch, 
11 Pence by an 11-punch. 

EDITING OF STERLING FIELDS 

RPG provides for the editing of sterling 
fields, with columns 45-70 of the output
Format Specification sheet containing the 
edit words. Each edit word is composed of 
three portions, or fields: the pounds 
field, the shillings field, and the pence 
field. The RPG program enables the user to 
make use of the following: 

1. Floating and fixed pound signs. 

2. Zero suppression of the pounds, 
shillings, and pence fields, or in any 
combination. 

3. CR and minus (-) symbols. 

4. Asterisk protection. 

5. An ampersand causes the insertion of a 
blank in the edit word. 

Rules for Forming Edit Words for a Sterlin~ 
Field 

1. An edit word must be enclosed by a set 
of single-quote symbols. 

2. At least one separator character, or 
delimiter, must be inserted between the 
pounds and shillings fields and the 
shillings and pence fields. ~~y char
acter can be used as a delimiter except 
an asterisk (*>, a zero (0), a decimal 
point (.), and a comma (,). However, a 
comma is permitted within the pounds 
field, and a decimal point is accepta
ble within the pence field. 

3. Asterisk protection if desired must be 
specified in the pounds field. This 
provides asterisk protection in both 
the pounds field and the shillings 
field. 

4. When specifying the floating pound 
sign, there must be at least Q~~ pounds 
field position preceding the shillings 
field and following the pound sign. 

5. For each field in which zero suppres
sion is desired, it must be specified 
as such. Zero suppression in a field 



occurs only if a zero appears in that 
field. 

6. No constant information can appear in 
an edit word. 

7. The ed.it word must always be at least 1 
positions larger than the input field 
on which the editing is to be per
formed. 

8. The number of blank spaces supplied in 
the pence field of the edit word must 
be 1 greater 'than the number of decimal 
positions specified in column 52 of the 
Input or Calculation Specification 
sheets. 

9. There must always be at least 1 posi
tions allowed for the shillings field 
in ~EY edit word specification. 

10.. When zero suppression is to be per
formed on the pence field, the user may 
wish to have" 'the delimiter blanked out 
if the pence field is zero. To do 
this, the pence sign Cd> must occupy 
the position in the edit word imrnedi-

ately following the two blank positions 
in the pence field. 

The following examples illustrate valid 
edit words for sterling fields. £ denotes 
the pound sign, ~ the shilling sign, and ~ 
the pence sign. The output data to be 
edited is OOS010L. 

Edit Word 

No Editing 

Zero Suppression (No Editing) 

b .£ 0 b / 0 b / 0 b CR 

bb£O&bb&bb

£b b b & b b S b b d -

*bOb/bbSbbd 

b£Ob:bb:bb&.d 

Result of Editing on Printout 

£5/_7/_3CR 

£5 7 3-

**5/*7S_3d 

£5: 7: 3 • d 
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APPENDIX D: CONVERSION ROUTINE OPERATION CODES 

The following list shows the relationship 
between conversion routine operation codes 
and how they are specified. 

r-------T------------T------------T-------------------------T------------------------, 
I I I I I Specifications That I 
I Code I Factor 1 I Factor 2 I Result Field I May Follow This Entry I 
~-------+------------+------------+-------------------------+------------------------~ 
IEXTCV I Reference I Name or I Label of the field I KEYCV I 
I I name I Label of I which will contain the I I 
I I I the user's I track address of the I I 
I I I routine. I record. I I 
~-------+------------+------------+-------------------------+------------------------~ I KEYCV I None I None I Label of the field I Any other RPG I 
I I I J which will contain the I calculations. I 
I I I I key of the record to I I 
I I I I be located. I I L _______ ~ ____________ ~ ____________ ~ _____________________ . ____ ~ ________________________ J 
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ADD (Add) 60 
Addition and Subtraction Example 10,11 
ADDROUT (Address Output) Option, 
Using the 116, 117 
Alphabetic Entries 41, 42 
Alphameric Literals 59 
Alphameric Literals in an Output Record, 

Rules for Forming 81 
Alternate Collating Sequence 131 
Alternating Tables 97 
AND Relationship 45 
Appendix A 163 
Appendix B 164 
Appendix C 167 
Appendix D 170 
Argument ('lIable) 95 
Arithmetic Operations 60 
Arrangement~, RPG Source Deck 130 
Automatic Skipping 73 

Blank After 78 
Block Lengt:h 86 
Blocked ReGords (Variable-Length) 132 
Blocking Re!cords 108, 132 
Branching and Exit. Operations 64 

Calculation Specification Sheet 38,56,69 
Capabili tiE!s of Program 2 
Chaining 124,125,126 
Chaining Fields 54 
Chaining File 91 
Character 44 
Collating Sequence, Alternate 131 
Combined File 85 
Combined Files Stacker Select 47 
Comment,s 38,69 
Conunon Fields on HPG Specification Sheets 

38,39 
COMP (Compare) 63 
Comparison of Two Fields 23,24 
Compatibility with Model 20 and BPS RPG 
Program. 5 

Configuration, System 6 
Consecutive File Processing 109 
Constant or Edit Word 80 
Constants 50,80 
CONTD 115 
Control Card, RPG Processor 130,131 
Control Fields 13 
Control Fields, Split 51 
Control Lev'el 51,56,57 
Conversion of Data Fields 115 
Conversion Routine Operations 66,115,170 
Correlation of RPG Specification Sheets 

29, 30 
C/Z/D 44 

DASD File Processing 110,111,114 
DASD Layout Chart 34 
Data Conversion 115 
Decimal Point Location 11 
Decimal positions 49,67,92,93 
Detail Calculations 56 
Detail Labor File Problem 8,9,10 
Detail Printing 11,12,14 
Detail Records 72,103 

.INDEX 

Detail Time 33 
Device 88 
Dia.gnostic Messages 
Direct Organization 
Disk Storage Concepts 
DIV (Divide) 61 

Edit Words 81,82 

135 
92 

107 

Editing of Sterling Fields 
End of File 86 
End Position in Output Record 
Exit, General Rules for Using 
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Exit, How to Code 103 
Exit Entries, Position of 
Exit Operations 64 

103 

78,79 
103,104 

Exit Routine, Using Indicators and Fields 
in the 104 

Exit to a Translate Subroutine 53 
Exit to a User's Routine 103, 105 
EXTCV (External Conversion Routine) 

66,115,170 
Extent Exit for DAM 

Factor 1 59 
Factor 2 59,66 
Field Description 
Field Indicators 
Field Length 67 
Field Location 47 
Field Name 49,78 

89 

40,47,71,76 
54 

Field Name Restrictions 50 
Field-Record Relation 54 
Field-Record Relation, Using Split Control 
Fields With 51,52 
File Description Specification Sheet 

38,84,89 
File Designation 85 
File Extension Specification Sheet 38,91,93 
File Format 86 
File Identification 71 
File Name 40,71,84,85 
File Type 84,85 
Files, Maximum Number Permitted 
Fixed-Length Records 109 
Form Type 38 
From 48 
From Filename 91 
Function (Table) 95 
Function of RPG 5 
Fundamentals of RPG Programming 

GOTO (Branching or Go To) 64 
Group Indication 18 
Group Printing 16 

Half-Adjust 67 
Halt Indicators 55 
Heading Records 72 

84 

8 

Indexed-Sequential File Organization 108,110 
Indexed-Sequential File Processing 

109,111,113,128 
Indicator Chart 163 
Indicator Codes for Plus, Minus, and Zero, 
or Blank, Types of 54 

Indicators 57,58 
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Indicators and Fields in the Exit Routine, 
Usi~g 104 

Input Files 84,86 
Input Files, Processing Multiple 119 
Input Specification Sheet 38,40 
Inverted Print Option 131 

Key Field Starting Location 88 
KEYCV (Record Key) 66,115 

LO (Level Zero) Indicator 57,163 
Label 88 
Label Exit, Name of 89 
Last Record Indicator (LR) 57,163 
Length of Record Address Field 87 
Length of Table Entry. 92 
Level Zero Indicator I(LO) 57,163 
Limits of an Indexed-Sequential 
Organization, ~rocessin~ 127 

Line Identification Codes 35 
Line Number 38 
Literals, Alphameric 59 
Literals, Numeric 59 
Logic Flow of an RPG Object Program 33 
Logical File VS Physical Unit 107 
LOKUP (Table Lookup) 66 
LR (Last Record) Indicator 57,163 

Machine Features, Required and Supported 
6,7 

Matched Records, Order of processing 123 
Matching Fields 53,119,121,122,123 
Matching Fields or Chaining Fields 52 
Matching Record Indicator (MR) 122 
MHHZO (Move High-to-High Zone) 63 
MHLZO (Move High-to-Low Zone) 63 
Minus 54 
Minus Balance, Testing for 20,21,23 
MLHZO (Move Low-to-High Zone) 63 
MLLZO (Move Low-to-Low Zone) 63 
Mode of File Processing 86,87 
MOVE (Move) 62 
Move Operations 61,62 
MOVEL (Move Left) 62 
MR (Matching, Record) Indicator 122 
MULT (Multiply) 61 
Multiple Printers 74 
Multiplication and Division Example 25 
MVR (Move Remainder) 61 

Name of Label Exit 89 
Nonstandard Labels 88 
Not 44,75 
Number 43,91 
Number of Table Entries Per Record 92 
Number of Table Entries Per Table 92 
Numeric Entries 41,42 
Numeric Literals 59 

Operation 60 
Option 43 
OR Relationship, Records in an 48 
OR Relationship, Types of 46 
Output Indicators 74,75,76,77 
Overflow, printing Lines Conditioned by 

73,74 
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Overflow Indicators 
Overflow Printing 
Output File 84,85 

73,88 
19 

Output-Format Specification Sheet 38,71 

Packed 47,79,92 
Page Numbering 38,79,80 
Plus 54 
Plus Balance, Testing for 20,21 
Position 44 
Pound Sterling Formats 168 
Preface 2 
Printer Spacing Chart 34,35 
Printing Lines Conditioned by Overflow 

73,74 
Problem Definition 34 
Program Capabilities 2 
program Identification 39,131 
Program Logic 32,33 

Random File Organization 109 
Random File Processing 109,110,127 
Record Address File (RAF) 91,111,114,127 
Record Identification Codes 44,45 
Record Key (KEYCV) 66,115 
Record Length 86 
Record Sequence 91 
Records in an OR Relationship 48 
Registers, Use of 104 
Result Field 66,67 
Resulting Indicators 22,43,67,68 
Retrieving Updated Tables 100 
RLABL (RPG Label) 64,104 
RPG Logic Flow Charts 164 
RPG Processor Control Card 130,131 
RPG Programming Fundamentals 8 
RPG Source Deck Arrangement 130 
RPG Specification Sheets 36,37 

Sample Program 1 145 
Sample Program 2 1.51 
Sample Program 3 156 
Sequence 41,86,92,93 

Fields 
108,110 

109,111,128 
65 

Sequence Checking 27,53,86 
Sequence of Assigning Matching 
Sequential File Organization 
Sequential File Processing 
SETOF (Set Indicators Off) 
SETON (Set· Indicators On) 
Skip After 72 
Skip Before 72,73 
Skipping Automatic 73 
Source Deck Arrangement, RPG 
Space After 72,73 
Space Before 72,73 

65 

130 

123 

Specifying the Same Data Field as Alphameric 
and Numeric 50 

Split Chaining Files 
Split Control Fields 
Stacker Select 46,72 

126 
51 

Stacker Select, Combined Files 
Stand~rd Labels 89 
Sterling 55,83 

47 

Sterling Field, Rules for Forming Edit Words 
for a 168 

Sterling Routines for RPG 167 



SUB (Subtract) 61 
Symbolic Device 88 
System Configuration 6 

Table Example, Coding Sheets for 102 
Table File 91 
Table Lookup 66,98 
Table Name 92 
Tables, Methods of Processing 98 
Tables, Retrieving Updated 100 
Tables, Rules for Forming 96 
Tables in the Object Program, Using 96 
Tables Using Alternating Arguments and 
Functions 100 

TAG (providing a Label for GOTO) 65 
Tape Layout Chart 34 
Testing for Zero, Plus, and Minus Balance 

20,21 
Testing or Compare Operations 63 
Testing the Results of a Calculation 67 
TESTZ (Test Zone) 64 
To 48 
To Filename 91 

Total Calculations 14,56 
Total Printing 14 
Total Records 72,103 
Translate Subroutine, Exit to a 53 
Turning Indicators On or Off 65 
Type H/D/T 72 
']~ype of File Organization 87 
Type of Record Address 87 

ULABL (User's Label) 64,104 
Update File 85 
Use of Registers 104 
Using Resulting Indicators 22 
Using RPG 5 

Variable-Length Records 108,132 

:~ -ADD (Zero and Add) 60 
Z-SUB (Zero and Subtract) 61 
Zero Balance, Testing for 20,21,22 
Zero or Blank 54 
Zero Suppress 78 
:~one Record Identification 44 
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READER'S COMMENT FORM 

IBM Basic Operating System/360 
Specifications 
Report Program Generator (8K Disk) 

Form C24-3387-2 

• Your comments, accompanied by answers to the following questions, help us produce better 
publications for your use. If your answer to a question is "No" or requires qualification, 
please expla.in in the space provided below. All comments will be handled on a non-confi
dential basin. Copies of this and other IBM publications can be obtained through IBM 
Branch Offices. 

Yes No 

• Does this publication meet your needs? c:::J CJ 

• Did you find the material: 
Easy to read and understand? c:::J CJ 
Organized for convenient use? c:::J c:::J 
Complete? c:::J c:::J 
Well illustrated? c:::J c:::J 
Written for your technical level? CJ c:::J 

• What is your occupation? _____________________________ _ 

• How do you use this publication? 
As an introduction to the subject? c=J As an instructor in a class? c::::J 
For advanced knowledge of the subject? c=J As a student in a class? c=J 
For information about operating procedures? c::::::J As a reference manual? c=J 

Other ___ . _______________________________________________ __ 

• Please give specific page and line references with your comments when appropriate. 
If you wish a reply, be sure to include your name and address. 

COMMENTS: 

• Thank you for your cooperation. No postage necessary if mailed in the U. S. A. 
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