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The first three sections following the 
Introduction, entitled Supervisor, Job 
Control, and Initial Program Loader (IPL), 
describe the control program for the Disk 
Operating System. These sections are of 
interest to anyone using the system, 
including system analysts, programmers, and 
machine operators. The functions of the 
supervisor are discussed, and the detailed 
Job Control statement formats are given. 
The macro instructions used to communicate 
with the Supervisor are discussed fully in 
the Supervisor and I/O Macros publication 
listed in this Preface. 

The next two sections entitled Linkage 
Editor and Librarian are of particular 
interest ~o persons responsible for 
maintaining the resident system. These 
sections describe the Linkage Editor and 
Librarian programs fully. 

The last section, Problem Determination, 
provides several procedures to follow as 
error recovery aids. 

The appendixes on the diagnostic 
messages have been deleted. For all 
messages and their causes, refer to the 
Operator Communications and Messages manual 
listed in this Preface. 

This edition contains a glossary of new 
terms. 

The publications most closely related to 
this one are: 

IBM System/360 Principles of Operation, 
GA22-6821. 

IBM System/360 Disk Operating System, 
Data Management Concepts, GC24-3427. 

Preface 

IBM system/360 Disk Operating System, 
Supervisor and Input/Output Macro~, 
GC24-5037. 

IBM system/360 Disk and Tape Operating 
Systems, Assembler Specifications, 
GC24-3414. 

IBM System/360 Disk and Tape Operating 
Systems, Concepts and Facilities, 
GC24-5030. 

IBM System/360 Disk Operating system, 
User's Guide: Control Statement 
Techniques, GC20-1685. 

IBM Systern/360 Disk Operating System: 
system Programmer's Guide, GC24-5073. 

IBM System/360 Disk Operating System, 
Operator Communications and Messages, 
GC24-5074. 

The telecommunications ~ublications most 
closely related to this manual are: 

IBM System/360 Disk Operating system£ 
Basic Telecommunications Access Method, 
GC30-5001. 

IBM Systern/360 Disk Operating system, 
QTAM Message Control Program, 
GC30-5004. 

IBM System/360 Disk Operating system, 
Queued Telecommunication Access Method, 
Message Processing Program Services, 
GC30-5003. 
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The IBM System/360 Disk Operating System 
provides operating system capabilities for 
16K and larger $Ystem/360 configurations 
that include one or more IBM 2311 Disk 
storage Drives or IBM 2314 Direct Access 
storage Facilities. Systems above 16K that 
do not require the expanded functions 
provided in the larger operating system 
packages offered by IBM benefit from this 
16K package. The system is disk resident, 
using IBM 2311 or IBM 2314 disk storage for 
online storage of all programs. Depending 
on the requirements of the particular 
application, the system can be expanded to 
include all processing programs that 
perform the various jobs of a particular 
installation, or it can be tailored to a 
minimum system to control a single program. 

Disk Operating System Components 

CONTROL PROGRAM 

The control program is the framework of the 
Disk Operating $Ystem. It prepares and 
controls the execution of all other 
programs. The components of the control 
program are: 

1. SuPervisor. The Supervisor handles all 
input/output operations, interrupt 
conditions, and other functions for all 
problem programs. Part of the 
Supervisor resides in main storage at 
all times. Processing time is divided 
between the Supervisor and the . 
program (s)being executed. This is 
true for the user's programs as well as 
other IBM-supplied components of the 
system. Certain functions of the' 
Supervisor are provided by transient 
routines that remain in disk sbdrage 
until needed and are then loaded into 
main storage for eXecuti~n. 

2. Job Control. Job Control ,runs between 
parts of a job and prepares the system 
for execution of all other programs in 
a batched-job environment. Job Control 
is loaded by the Supervisor from disk 
storage whenever needed. For 
foreground program~ operating in other 
than'batched-job environment, Job 
Control type functions are performed by 
the single program initiator (formerly 
the foreground initiator). 

Introduction 

3. Initial Program Loader (IPL). The IPL 
routine loads the Supervisor into main 
storage when system operation is 
initiated. IPL also processes certain 
control statements. To load IPL from 
dis~ storage, simply select the address 
of the disk drive in the load-unit 
switches on the system console and 
press the load key. 

The control program supervis es all 
input/output functions. Required control 
program input/output units are: 

1. System Residence (SYSRES): system 
res idence unit 

2. System Reader (SYSRDR) : unit used 
Job Control statements 

for 

3. System Input (SYSIPT) : system input 
unit 

4. System Punch (SYSPCH) : system output 
unit 

5. System List (SYSLST) : system printer 
unit 

6. System Communication (SYSLOG): medium 
for operator communication. 

These control program input/output units 
are used by programs operating in either 
the background or batched foreground 
part it ions. 

SYSTEM SERVICE PROGRAMS 

generate the 
the library 
into disk 

The system service programs 
system, create and maintain 
sections, and edit p~ograms 
residence before execution. 
systems can be built that do 
the system service programs. 

Minimum 
not include 

The system service programs are: 

1. Linkage Editor. The Linkage Editor 
edits all programs into an area of the 
resident disk pack. These programs can 
then be permanently placed in the core 
image l~brary of the system, requiring 
only control statements to call them 
for execution, or they can be stored 
temporarily in the core image library, 
executed, and then overlaid by new 
programs. 
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2. Librarian. This is a group of programs 
that maintains and reorganizes the disk 
library areas and provides printed and 
punched output from the libr.aries. 
Three libraries are used. 

a. Core Image Library. All programs 
in the system (IBM-supplied and 
user programs) are loaded from this 
library by the system Loader 
routine of the Supervisor. 

b. Relocatable Library. This library 
stores object modules that can be 
used for subsequent linkage with 
other program modules. A complete 
program of one or more modules can 
be placed in this library. 

c. Source Statement Library. This 
library stores IBM-supplied macro 
definitions and user-defined source 
statement routines (such as macro 
definitions) built to provide 
extended program-assembly 
capability. 

PROCESSING PROGRAMS 

A.ll user programs are run within the Disk 
Operating System environment, using the 
functions of the control program. Minimum 
resident packs may consist of: 

• Only the control program and one or 
more user programs, or 

• The control program and the Linkage 
Editor, with user programs loaded and 
edited from cards or tape into a 
specified area in disk storage, and 
then into main storage for execution. 

A full system may include user's 
programs and the following IBM-supplied 
programs: 

• Langu.age Translators: Assembler, 
COBOL, FORTRAN, RPG, and PL/I (D). 

• sort/Merge. 

• Utilities. 

• Autotest (2311 support only). 

• Problem Determination. 

Note: When the control program opens 
SYSLST assigned to an IBM 1403 printer with 
a Universal Character Set (UCS) feature, a 
mode is set to suppress data checks. If, 
however, the user wishes data checks to be 
allowed, the buffer must be loaded before 
execution of the problem program. 

MULTIPROGRAMMING 

For those systems with main storage equal 
to or in excess of 24K, Disk Operating 
System offers multiprogramming support. 
This support is. referred to as fixed 
parti tioned mul ti programmi ng, becaus e the 
number and size of the partitions are 
fixed, or defined, during system 
generation. The size of the partitions may 
be redefined by the Gonsole operator, 
subsequent to system generation, to meet 
the needs of a specific program to be 
executed. 

Multi tasking 

Multitasking is a type of multiprogramming. 
With mult itasking, it is possibl e to 
perform multiprogramming within anyone or 
all of the partitions: background, 
foreground-one, and foreground-two. For 
multiprogramming users, multitasking 
extends the capabilities of the Pisk 
Operating System to execute twelve programs 
rather than three. (For a complete 
discussion of multitasking, see the 
Supervisor and Input/Output Macros 
publication listed in the Preface,.) 

BaCkground vs Foreground Programs 

There are two types of problem programs in 
multiprogramming: background and 
foreground. Foreground programs may 
operate in either the batched-job mode or 
in the single-program mode. Background 
programs and batched-job foreground 
programs are initiated by Job Control from 
the batched-job input streams. 
Single-program foreground programs are 
initiated by the operator from the 
printer-keyboard. When one program is 
completed, the oper.ator must explicitly 
initiate the next one. 

Background and foreground programs 
initiate and terminate asynchronously from 
each other and are logically independent of 
each other. 
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The system is capab Ie of concurrently 
operating one background program and one .or 
two foreground programs. Priority for CPU 
processing is controlled by the supervisor, 
with foreground programs having priority 
over background programs. All programs 
operate with interrupts enabled. When an 
interrupt occurs, the supervis,or gains 
control, processes the interrupt, and gives 
control to the highest priority program 
that is in a ready state. 'Control is taken 
away from a high priority program when that 
program encounters a condition that 
prevents continuation of processing until a 
specified event has occurred. Control is 
taken away from a lower priority program 
when an event on which a higher priority 
program was waiting has been completed. 
When all programs in the system are 
simultaneously waiting (that is, no program 
can process), the system is placed in the 
wait state enabled for interrupts. 
Interrupts are received and processed by 
the supervisor. When an interrupt 
satisfies a program'· s wait condition, that 
program becomes active and competes with 
other programs for CPU processing time. 

In addition to at least 24K positions of 
main storage, multiprogramming support 
requires the storage protection feature .• 

If the batched-job foreground option is 
selected when the system is generated, many 
types of programs can be run as foreground 
programs. (Specifying the option causes 
the generation of individual communication 
regions for each partition.) However, the 
Linkage Editor and the maintenance 
functions of the Librarian are restricted 
to the background partition. (Refer to the 
Concepts and Facilities publication listed 
in the Preface for the IBM-supplied 
programs that can be run in the foreground 
partition~ ) 

Telecommunications 

Disk Operating System includes telecommuni
cations capability. Two access methods are 
available, Basic Telecommunications Access 
Method (BTAM) and Queued Telecommunications 
Access Method (QTAM). BTAM requi-res at 
least 24K positions of main storage, but 
QTAM requires a minimum main storage capa
city of 64K. 

A BTAM program can be run as either a 
foreground or a background program. 
Normally, i~ is rpn as a foreground-one 
program and thus has the highest priority 
of any program being executed at a 
particular time. 

In a system operating under QTAM, the 
QTAM Message Control Program must be run in 
the foreground-one partition. Up to two 
QTAM Message Processing Programs may be run 
in either foreground or background 
part it ions. 

System Configuration 

This section presents the: 

1. Minimum system configuration required 
to operate the Disk Operating System. 

2. Features in addition to the minimum 
(item 1) that can be sut:ported. 

The system control programs must always 
be present in order to execute any other 
programs. 

MACHINE REQUIREMENTS 

Minimum Features Required 

16K bytes of main storage. 

standard instruction set. see Note 1. 

One I/O channel (either multit:lexor or 
selector). See Note 2. 

One Card Reader (1442, 2501, 2520, or 
2540). See Note 3. 

One Card Punch (1442, 2520, or 2540). See 
Note 3. 

One Printer (1403, 1404, or 1443).. See 
Note 3. 

One 1052 Printer-Keyboard. If used with a 
Model 65 or larger system, this should be 
attached to the multiplexor channel. 

One 2311 Disk storage Drive, or 

One 2314 Direct Access Storage Facility. 

Note 1: Language translators may 
require extended instruction sets .• 

Note 2: Telecommunications require a 
multiplexor channel and at least one 
selector channel. Telecommunication 
devices should not be qn the same 
selector channel as SYSRES. 
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I Optical Reader/Sorter and MICR 
processing requires at least two I/O 
channels. If MICR devices are attached 
to the multiplexor channel, no burst 
mode devices are supported on the 
multiplexor channel. MICRs should be 
attached as the highest priority 
devices on the multiplexor channel. 
Single addressing 1270s, 1275s, 1412s, 
or 1419s are supported on any selector 
channel, but device performance is 
maintained only if a selector channel 
is dedicated to a single MICR device. 
The Dual Address 1275/1419 is not 
attachable to selector channels. 

MICR processing requires either the 
direct control feature or the external 
interrupt feature. 

Note 3: One 7- or 9-track 2400-series 
magnetic tape unit may be substituted 
for this device. (If 7-track tape 
units are used, the data-convert 
feature is required, except when the 
tape unit is substituted for a 
printer. ) 

A disk extent can be substituted for 
this device if 24K bytes of main 
storage are available. 

Additional Features Supported 

Timer feature. 

Simultaneous Read-while-Write Tape Control 
(2404 or 2804). 

Any channel configuration up to one 
multiplexor channel and six selector 
ch'annels. 

Tape switching Unit (2816). 

Storage Protection feature (required for 
multiprogramming). 

Universal Character Set (UCS) feature,. 

Selective Tape Listing Features (1403) for 
continuous paper tapes. 

Dual Address Adapter (1419 or 1275) to 
allow more stacker selection processing. 
Once processing with the Dual Address 
Adapter is established, 1412s and 1419s or 
1270s and 1275s cannot be mixed. 

Additional main storage up to 16,777,216 
bytes. 

Problem programs can request I/O 
operations on the following devices: 

1. 1442 Card Read Punch 

2. 2501 Card Reader 

3. 2520 Card Read Punch 

4. 2540 Card Read Punch 

5. 1403 Printer 

6. 1404 Printer (for continuous forms 
only) 

7. 1443 Printer 

8. 1445 Printer 

9. 1052 printer-Keyboard (for operator 
commu nica ti on) • 

10. 2671 Paper Tape Reader 

11. 1017 Paper Tape Reader with 2826 
Control Unit Modell 

12. 1018 Paper Tape Punch with 2826 Control 
Unit Modell 

13. 2311 Disk Storage Drive 

14. 2314 Direct Access Storage Facility 

15. 2321 Data Cell Drive 

16. 2400-series Magnetic Tape Units 

17. 2495 Tape Cartridge Reader 

18. 1285 Optical Reader (see Note following 
Item 20) 

19. 1287 Optical Reader (see Note following 
Item 20) 

20. 1288 Optical Page Reader 

Note: A combined total of eight 1285 
and/or 1287 Optical Readers and/or 
1288 Optical Page Readers is 
supported by the system. 

21. 1270 Optical Reader/Sorter1 (maximum of 
six inCluding MICR-type devices) ,. 

22. 1275 Optical Reader/Sorter1 (maximum of 
six including MICR-type devices). 

23. 1259 Magnetic Character Reader (maximum 
of one supported by the system) 

1These devices are not available in the 
United States of America .• 
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24. 1412 Magnetic Character Reader (maximum 
number supported depends upon the 
system configuration) 

25. 1419 Magnetic Character Reader (maximum 
number supported depends upon the 
system configuration) 

26. 1419P primary control unit address on 
1275/1419 dual address adapter. 

27. 14195 secondary control unit address on 
1275/1419 dual address adapter. 

28. 7770 and 7772 Audio Response Units 

29. Teleprocessing devices specified in the 
BTAM and QTAM publications referenced 
in the Preface. 

Minimum System Requirements for 
Multiprogramming 

Multiprogramming, using only single program 
initiator facilities requires 24K bytes of 
main storage. Multiprogramming with 
batched-job foreground capability requires 
32K bytes of main storage to support a 
single foreground partition in this mode, 
and 64K bytes to support both foreground 
partitions as batched-job processors. 
since separate system input/output files 
are required for batched-job foreground 
processing, additional disk extents or 
additional input/output devices are 
required. Multiprogramming also requires a 
1052 printer-keyboard. 

ORGANIZATION OF A DOS SYSTEM PACK 

The DOS disk resident system may be on a 
2311 or a 2314 disk pack. Figure 1 shows 
the organization of the pack. 

Control Statement Conventions 

The conventions used in this publication to 
illustrate control statements are as 
follows,. 

1. Uppercase letters and punctuation marks 
(except as described in items 3 through 
5) represent information that must be 
coded exactly as shown. 

-2. Lowercase letters and terms represent 
information that must be supplied by 
the programmer. 

3. Information contained within brackets 
[ ] represents an option that Can be 
included or omitted, depending on the 
requirements of the program. 

4. Options contained within braces { } 
represent alternatives, one of which 
must be chosen. 

5. An ellipsis (a series of three periods) 
indicates that a variable number of 
items may be included. 

6. Underlined elements represent an 
assumed option in the event'a parameter 

'is omitted. 

7. SYSmax represents the highest numbered 
programmer logical unit available for a 
partition. The largest number of 
programmer logical units available in 
the system is 222 (SYSOOO-SYS221) when 
MPS=BJF, and 244 (SYSOOO-SYS243) when 
MPS=YES or MPS=NO at system generation 
time. The value of SYSmax is 
determined by the distribution of the 
programme r logica 1 units among the 
part it ions. 
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r-----------------------------------------T---------------------------------------------, 
~---~:~:----------------------------------t:::::~~~-~~~::::~-~:-::~::~:----------------~ ( 
I IPL Bootstrap Records I Record 1, track 0, cylinder 0 
I System Volume label I Record 3, track 0, cylinder 0 
IUser Volume Label IRecord 4, track 0, cylinder 0 
I system Directory IRecord 1, track 1, cylinder 0 
IIPL Loader Program IRecord 5, track 1, cylinder 0 
I System Work Area IRecord 1, track 2, cylinder 0 
ITransient Directory IRecord 1, track 5, cylinder 0 
IOPEN Routine Directory IRecord 1, track 6, cylinder 0 
ILibrary Routine Directory IRecord 1, track 7, cylinder 0 
IForeground Program Directory IRecord 1, track 8, cylinder 0 
IProblem Program Phase IRecord 1, track 9, cylinder 0 
I Directory I 
ICore Image Directory ITrack 0 of Cylinder 1, on a 2311. Track 10 
I lof Cylinder 0 on a 2314. 
jCore Image Library IBeginning of the first available track 
I I following the core image directory. 
IRelocatable Directory, ITrack 0 of the first available 
I Optional Icylinder following the core image library. 
IRelocatable Library, IBeginning of the first available 
I Optional Itrack following the relocatable directory. 
ISource Statement Directory, ITrack 0 of the first available 
I Optional Icylinder following the previous library. 
Source statement Library, IBeginning of the first available 

Optional track following the source statement 
directory. 

Label Cylinder First full cylinder after the last system 
library. 

Track Provides Storaqe For: 
-0-- Background User Labels 
1 Background. PARSTD Labels 
2 Foreground 2 User Label s 
3 Foreground 2 PARS'ID Labe Is 
4 Foreground 1 User Labels 
5 Foreground. 1 PARS'ID Labels 
6-9, or Standard Labels (2311) 
6-19 Standard Labels ( 2314) 

'Volume Table of Contents Location assigned by the user. 
I (VTOC) L _________________________________________ ~ ____________________________________________ _ 

eFigure 1. Organization of aDOS System Pack 
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The Supervisor is the control program that 
operates with problem programs. Control is 
always given to the active program with the 
highest priority. Priority to programs in 
the system has been assigned as follows: 

1. Supervisor (highest priority). 

2. system operator communication routine. 

3. FOreground-one program. 

4. Foreground-two program. 

5. Background program (lowest priority). 

Part of the Supervisor resides in main 
storage at all times. Certain other 
routines are kept in the core image library 
in the resident disk pack and are called 
into transient areas when needed. The 
functions performed by the Supervisor are: 

• Storage protection (required for 
multiprogramming) 

• Interrupt handling 

• Channel scheduling 

• Device error recovery 

• Collection of tape error statistics by 
volume 

• Error Volume Analysis 

• Error Logging and recovery 

• Operator communication 

• Program retrieva I (fetch or load) 

• End-of-job handling 

• Timer services 

• Checkpoint/Restart 

All functions except certain interrupt 
handling (SVC, I/O, and machine check) are 
available to the problem program by issuing 
macro instructions. The programmer is not 
concerned with machine interrupt 
conditions, since these are handled 
automatically by the supervisor. 

The user can record machine check 
interrupt conditions for use as a customer
engineering diagnostic aid by specifying 
the I/O error logging and machine check 

Supervisor 

recording and recovery options at system 
generation time. 

To process ASCII (American National 
Standard Code for Information Interchange) 
tape files, the ASCII parameter must be 
specified in the SUPVR macro at system 
generation time. The supervisor contains 
translate tables used to convert ASCII to 
EBCDIC (on input) and EBCDIC to ASCII (on 
output). All ASCII tape files are 
processed in the EBCDIC mode. 

The supervisor also contains a 
communications region for holding 
information useful to problem programs and 
to the Supervisor itself. 

The Supervisor is generated from a set 
of source statements by way of an Assembler 
run. 

Main Storage Organization 

The Supervisor occupies the low area of 
main storage. The transient routines are 
called into the transient area (overlaying 
the previous routine in the area) and 
executed when needed. The area occupied by 
the background program begins just past the 
transient area. The background program 
area must be a minimum of 10K bytes. 
(IBM-supplied programs such as the Linkage 
Editor require at least 10K bytes to 
perform their functions. Certain language 
translators may require a background area 
larger than 10K bytes.) Following the 
background program area is the 
foreground-two program area. This area 
must be defined in increments of 2K. 
(Storage protection requires that main 
storage be divided into blocks of 2K 
bytes.) Following the foreground-two 
program area is the foreground-one program 
area. As with the foreground-two area, the 
foreground-one area must be defined in 
increments of 2K. The minimum size of a 
foreground area is OK (zero K)i the maxim~ 
is 510K. Each foreground area operating in 
a batched-job foreground mode requires a 
minimum of 10K bytes. A foreground area 
operating in single program initiation mode 
requires a minimum of 2K bytes. The main 
storage map in Figure 2 shows the 
relationship between the supervisor and the 
problem program areas. 

Each foreground area contains a save 
area (for storing the program name, the old 
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program status word, and registers), a 
label area for storing file-label 
information, and the area for executing the 
problem program. The save area and the 
label area are in the low part of the 
foreground program area. 

In a batch-only system, the transient 
area can have a storage protection key of 0 
or 1, dependent upon 2K boundaries. In a 
multiprogramming environment, the last 500 
bytes can be 0 or 1. 

If the user specifies the physical 
transient area (PTA) overlap feature at 
system Generation time, storage protection 
of the physical transient area is necessary 
to prevent destruction of information 
before the system is finished with it .• 
Since the physical transient area is not 
considered to be part of the Supervisor for 
the purpose of storage protection, the user 
should ensure that it is protected by 
defining his supervisor end (SEND) address 
large enough to include the physical 
transient area. 

I/O UNITS CONTROL TABLES 

The principal components of the I/O Units 
Control Tables are the Logical Unit Blocks 
(LUB) ,Physical unit Blocks (PUB), Job 
Information Blocks (JIB), Tape Error Blocks 
by unit (TEB), and Tape Error Blocks by 
Volume (TEBV). These tables, defined when 
the system is generated, are required for 
channel scheduling, input/output unit 
assignment and control, file protection and 
maintenance of miscellaneous information 
about jobs, such as multiple I/O 
assignments and tape error statistics. 

Each LUB is two bytes and represents one 
logical (symbolic) I/O unit. Each LUB 
references an entry in the PUB. LUBs 
corresponding to logical units are ordered 
according to the logical units they 
represent. For information concerning the 
ordering of LUBs, see Logical Unit Block 
(LUB) and Physical Unit Block (PUB) in the 
Job Control. section. The LUBs are grouped 
into two classes: system logical units and 
programmer logical units. The number of 
programmer logical units is a system 
generation parameter with a maximum of 222. 
(The former maximum is reduced because 
system logical units are defined for 
foreground programs.) 

Supervisor 

Storage 
Protection 
Key: 0 

Transient 
Areas 

Storage 
Protection 
Key: 0 

! 
t 

Background 
Program Area 

Storage 
Protection 
Key: 1 

Minimum Size: 
10K 

l 
t 

Foreground-two 
Program Area 

Storage 
Protection 
Key: 2 

Minimum Size: 
2K for Single 

Programs 
10K for 
Batched-job 
programs 

! 
t 

Foreground-one 
Program Area 

Storage 
Protection 
Key: 3 

Minimum Size: 
2K for Single 

Programs 
10K for 
Batched-job 

Permanent Storage Locations Used by CPU 

Communications Region 

I/O Interruption Routine Channel 
EXCP Routine } 

Start I/O Routine Scheduler 

Storage Protection (required for 
multiprogramming) 

Supervisor Call Routine 
Program Check Routine 
Machine Check Routine 
External Interruption Routine 

Timer Services (optional) 

System Loader (Program FETCH and LOAD) 

Resident Error Processing Routines 

Program Information Block (PIB) 

I/O Units Control Tables 
(LUB/PUB/JIB/TEB/TEBV) 

Open 
Close 
Dump 
Operator Communications 
Checkpoint 
End of Job 
Error Processing Routines 
Attention Routine 

Job Control 

Linkage Editor 

Librarian 

Installation Processing Programs 

Job Control or 

Single Program Initiator 

Installation Processing Programs 

Job Control or 

Single Program Initiator 

Installation Processing Programs 

Each PUB is eight bytes and represents 
one physical I/O unit. Contained in each 
PUB is such information as the channel and 
mi t n wnber s of the device, the 
characteristics of the device, references 
to the channel queue, am indicators used 

Figure 2. Main Storage Organization 
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by the Channel Scheduler, SUpervisor, and 
Job Control. The PUBs are ordered by the 
number of the channel to which the various 
devices are attached. The number of PUBs 
is a system generation parameter with a 
maximum of 255. 

Each JIB is four bytes and contains LUB 
or extent information. The number of JIBs 
is specified by the user in the JIB= 
parameter of the IOTAB macro at system 
generation time. There is a minimum of 5, 
and a maximum of 255 JIBs. 

The JIB contains one of the following: 

• LUB entry of the standard assignment 
when a temporary LUB assignment is 
made. 

• PUB pointer for an alternate LUB 
assignment. 

• Extent information when DASD file 
protection is selected as a supervisor 
generation option. 

Each TEB is six bytes and contains error 
statistics for one magnetic tape unit. The 
number of TEBs is specified by the user in 
the TEB= parameter of the FOPT macro at 
system generation time. 

Each TEBV is 18 bytes and contains error 
statistics for one magnetic tape volume. 
The number of TEBVs is specified by the 
user in the TEBV= parameter of the FOPT 
macro at system generation time. When both 
TEB and TEBV are specified, both must 
speci fy the same number. 

Date 

Mo/Day/Yr 

or 

Day/Mo/Yr 

o 
Q) 

~ 
E 
o 
m e 

a.. 
E 
Q) 

:0 
o 

Q: 
4-
o 

.. 2 
~E 
-Uti 

o 
Q) 

~ 
User Area 

(I nter - or I ntraprogram 
Communication) 

I 

COMMUNICATIONS REGION 

The communications region is a storage area 
within the supervisor region for use by the 
Supervisor and problem programs. The MVCCM 
and COMRG macro instructions are available 
to allow access to the information 
contained in this region. Fields in the 
communications region are addressed 
relative to the first byte of the region. 

If a batched job foreground environment 
is specified at system generation time, 
individual cOmmunications regions are 
defined for each of the three partitions. 
This facility allows each partition to 
modify its respective communications region 
by using the MVCOM macro instruction or to 
access the region by using the COMRG macro 
instruction. 

Figure 3 shows the portion of the 
communications region that contains 
information of interest to the user. For a 
complete layout of the communications 
region, see the system Programmer's Guide, 
listed in the Preface. 

8 bytes Calendar date. SUpplied from 
the system date whenever a JOB 
statement is encoQntered. In 
one of two forms: mm/dd/yy or 
dd/mm/yy where !!!!!1 is month, dd 
is day, and yy is year. The 
calendar date for a partition 
can be temporarily overridden 
by a DATE statement. 

'I 
\ Job Name 

(Entered from 
Job Control) 

E 
Q) 

:0 
o 

Q: 

o ~ 
Q) 

~ 
Qi 
...0 
o 

...J 

E 
o m 
o 

Q: 

E 
Q) 

:0 e 
a.. 

'0 I 
...r: 
0, 
.§ ) 

Bytes 0 7 8 9 10 11 12 22 23 24 31 32 3536 3940 43 44 45{ 
7---------~----~----f_----------------~~~------------~~~~~~~~~--~~--~ 

~~ 

Address of first byte I ......---..-----.....V~~--- ._. __ ... ~ .. _~.J 
supplied in register 
1 by COMRG 

.Figure 3. Communications Region in Supervisor 
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2 bytes 

2 bytes 

Address of first byte of 
problem program area (PPBEG, 
see Note). The problem 
program area follows the 
second part of the supervisor, 
composed of the Logical 
Transient Area, the Physical 
Transient Area, the CE Area 
(if any) and the BG Register 
Save- Area. This is the same 
for all partitions. 

Address of first byte 
following the supervisor area 
(EOSSP, see Note.) If storage 
protect is specified, the 
address is that of the first 
byte with a storage protect 
key of 1. If storage protect 
is not specified, the address 
is that of the first byte of 
the problem program area. 
This is the same for all 
partitions. 

Note: These fields are 
normally reserved for control 
program use. A discussion of 
the relationship of PPBEG, 
EOSSP, and the end of 
supervisor macro instruction 
SEND is given in the System 
Generation and Maintenance 
manual listed in the Preface. 

11 bytes User area (for interprogram or 
intraprogram communications). 
All 11 bytes set to binary 
zero when the control 

1 byte 

8 bytes 

4 bytes 

4 bytes 

sta tement JOB is encountered. 

UPSI (user program switch 
indicators>. Set to binary 
zero when the control 
statement JOB is encountered. 
Initialized by UPSI job 
control statement. 

Job name as found in the JOB 
control statement. 

Address of the uppermost byte 
of the program area. The 
corresponding val ue is 
contained in general register 
2 when the first phase of a 
background or foreground 
program is fetched. 

Address of the uppermost byte 
of a phase placed in the 
problemrprogram area by the 
last FETCH or LOAD. 

4 bytes 

2 bytes 

Highest ending main storage 
address of the phase among all 
phases having the same first 
four characters as the operand 
on the EXEC statement. For 
the background partition only, 
job control builds a phase 
directory of these phases. 
The address value may be 
incorrect if the program loads 
any of these phases above its 
link-edited origin address. 
If the EXEC statement has no 
operand, job control places in 
this location the ending 
address of the program just 
link-edited. 

Length of batched job or 
background program label area. 

Communications Region Macro Instructions 

Macro instructions allow the problem 
program operating in batched job mode to 
access the communications region. A brief 
discussion of these macro instructions 
follows. Details can be found in the 
Supervisor and I/O Macros publication 
listed in the Preface. 

COMRG 

MVCOM 

(Get address of communications 
region.) Allows the problem 
program to address information 
stored in the communications 
region (obtain date, test 
switches, etc). The address of 
the first byte of the region is 
placed in general register 1. 

(Move to communications region.) 
Allows the problem program to 
modify the content of the user 
area and UPS I (bytes 12 through 
23> of the communications region. 
The operand field of the MVCOM 
macro instruction contains three 
operands. The first specifies 
the first communications region 
byte to be modified. The second 
specifies the number of bytes to 
be inserted. The last specifies 
the address (or a register 
containing the address) of the 
~tes to be inserted. 
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Supervisor Functions 

STORAGE PROTECTION 

A storage protection key of 0 is set for 
the supervisor and for all or part of the 
transient areas. A key of 1 is set for the 
background program area. A key of 2 is set 
for the foreground-two program area. A key 
of 3 is set for the foreground-one ~rogram 
area. 

INTERRUPT HANDLING 

An interrupt can he caused by either a 
program instruction or a machine condition. 
The Supervisor automatically handles all 
interrupts so that the programmer need not 
be directly concerned with them. If, 
however, the user wishes to record machine 
check interrupt conditions, he must specify 
this option at system generation time. In 
most cases after an interrupt is handled, 
control returns to the point of interrupt 
as if no break had occurred in the 
instruction sequence. 

I 

There are five kinds of interrupts: 

1. Supervisor call 

2. External 

3. Program check 

4. Machine check 

5. Input/output. 

Figure 4 shows the flow of control 
between the Supervisor and a problem 
program during an interrupt. Control is in 
the problem program initially. An 
interrupt occurs, transferring control to 
the supervisor. The status of the program 
is saved in the program old PSW. Depending 
on the type and reason for the interrupt, 
control is given to an appropriate handling 
routine. Upon completion of the routine, 
the program can be restored to its original 
condition (via the old PSW). Control is 
normally given back to the problem program 
at the point where it was interrupted. The 
user may have control of program check and 
external interrupts. 

Interruption I ~ ____________ __ 

I/O Error 
Cannot be 
Recovered 

PROBLEM 
PROGRAM 

o 

(Problem Program State) 

I 
I 
I SUPERVISOR 
I 
I 

SVC I 
Interruption 

PROGRAM 

OBR Records 
Pertinent Data 

r----~ SD R Records 
Cumulative Error 
Status of I/O Device 

Channel Error, or 
Machine Check 

Optional Damaged 
t----.tPartition(s) 

Canceled 

Default Wait State 
Entered 

(Supervisor State) 

Figure 4. Flow of Control Between supervisor and Problem Program During an Interrupt 
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supervisor Call 

The supervisor call interrupt is caused 
when the SVC instruction is executed. 
Certain macros use the SVC (supervisor 
call) instruction to provide communication 
between the problem program and the 
supervisor. The SVC in each macro has a 
specific interrupt code that indicates to 
the Supervisor which routine is to be 
executed. The macro instructions that 
allow problem programs to have access to 
control functions, some of which are 
transient, via an SVC instruction' are: 

CANCEL 

CHKPT 

CLOSE 

COMRG 

DUMP 

EOJ 

EXCP 

EXIT 

FETCH 

GETlME 

LBREl' 

LOAD 

To cancel all remaining steps of 
a job. 

To cause checkpoints to be taken 
in a problem program. 
(Checkpoints may not be taken in 
batched-job foreground programs 
if a teleprocessing device is in 
operation at the time of the 
CHKPT request.- Programs to 
process ASCII files may not be 
checkpointed. ) 

To close an input/output file. 

To allow the problem program to 
address information stored in the 
communications region (obtain 
date, set switches, etc). 

To get a printout of main storage 
and terminate the problem 
program. 

To indicate the problem program 
is completed. 

(Execute Channel Program) TO 
request an I/O operation to be 
performed by physical IOCS. 

To return to the user's main 
program after the user's handling 
an external or program check 
interrupt. 

To load a program from the core 
image library into main storage 
for execution. 

To obtain the time of day at any 
time during program execution. 

To return from the problem 
program to an OPEN, CLOSE, or 
end-of-volume routine. 

To load into main storage from 
the core image library a phase 
that is not to be executed 
immediately. 

MVCOM 

OPEN 

PDUMP 

SETlME 

STXIT 

WAIT 

To modify the content of the user 
area in the communications 
region. 

To open an input/output file for 
processing. 

To get a printout of main storage 
between specified limits. 

To request the Supervisor to 
interrupt the execution of a 
program after a specified period 
of time has elapsed,. 

To establish a linkage from the 
supervisor to a user routine 
(program check, operator 
communication, or interval timer 
interrupt) or to cancel the use 
of such a routine. 

~o indicate a problem program is 
in a not-ready state, waiting on 
a specified event. 

Each macro instruction generates a 
supervisor call interrupt with a specific 
parameter. The interrupt routine analyzes 
the parameter and gives control to another 
routine for the actual handling of the 
interrupt. 

External Interrupt 

An external interrupt can be caused by the 
timer feature, or by the operator pressing 
the console interrupt key, or by an 
external signal. 

If the proper exits were provided in 
problem programs operating in the 
foreground partitions, the 1052 request key 
can be used to cause an interrupt, through 
access to the problem program communication 
routines. 

If an interrupt-key or timer interrupt 
occurs, control is immediately given back 
to the interrupted program unless the user 
has provided an address of his own routine 
through a STXIT macro instruction. When 
this is the case, control transfers to the 
address specified. 

The timer feature enables the control 
program to provide three functions: 

1. Maintain the time of day which the user 
can reference at any point within the 
execution of the problem program. 

2. Time-stamp the beginning and end of a 
job. This informaticn can be used for 
accounting information and is printed 
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I 

on the devices assigned to SYSLOG and 
SYSLST. 

3. Enable the user to set the timer for a 
specified interval of time and either 
wait on it or to get control at a 
prespecified address after the time 
interval has elapsed. '!be interval 
timer can be used with only one class 
of program (background, foreground-one, 
or foreground-two) at a time. 

If the presence of the timer feature was 
not specified when the system was 
generated, all timer interrupts are ignored 
and cause control to return immediately to 
the interrupted program. 

Five macro instructions are provided for 
use with external interrupts. These macro 
instructions are TEeB, GETIME, SETlME, 
STXIT, and EXIT. Figure 5 shows a typical 
sequence of events following an external 
interrupt. 

TEeB Timer event control block. This 
macro instruction generates a 

Problem Program 

Main Line 
, SJ?<JT IT ,X, Y 

.;..SETlME· n 
Interval Timer 

GETlME 

SETlME 

I 

control block for communicating 
interval timer status to the 
problem program.. TEeB can be 
used in conjunction with the WAIT 
and SETIME macro instructions. 

Get time of day.. This macro 
instruction can be used at any 
point in the execution of a 
problem program to get the time 
of day. The value returned to 
the problem program can be in one 
of three forms, depending upon 
the requirements of the user. 
The time can be in hours, 
minutes, and seconds, or it can 
be a binary integer (in seconds), 
or it can be in units of 1/300 

. seconds. This macro instruction 
is useful only if the timer 
feature is installed and if its 
presence is indicated when the 
system is generated. 

Set interval timer. This macro 
instruction can be used to 
request the supervisor to 

Supervisor 

Causes an Interruption to Supervisor Routine--.. 

I 
I 
I 

Execution Continues 

User's 
Interval Timer ' 
Routine 

to Supervisor ~ 

Timer Interruption 
Handling Routines 

-+--to Timer Routine 

(Problem Program State) (Supervisor State) 

Figure 5. Typical sequence of Events After a Timer Interrupt Due to Use of SETIME 
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STXIT 

EXIT 

interrupt the execution of a 
problem program after a specified 
time limit has elapsed or to 
allow the problem program to wait 
for the time interval to elapse. 
This macro instruction is useful 
only if the timer feature is 
installed and if its presence is 
indicated when the system is 
generated. 

Set linkage to user interrupt 
routine. This macro instruction 
can be used to establish a 
linkage from the supervisor to a 
user routine. It can also be 
used to cancel the linkage to 
such a routine. This macro 
instruction can be used for 
timer, operator communications, 
and program-check interrupts. 

Set exit. This macro instruction 
is used with the STXIT macro 
instruction to return from the 
user's routine to the point of 
interrupt. 

A complete description of these macro 
instructions is supplied in the supervisor 
and I/O Macros publication listed in the 
Preface. 

Program Check 

I When a program check occurs, each program 
can select one of these options: 

1. Abort. The job being executed is 
terminated and a message output on 
SYSLOG and SYSLST describes the cause 
of the termination of a program. 

2. Dump and Abort. This is requested by a 
system generation parameter, or by use 
of the DUMP option in the OPTION 
control statement. In addition to a 
message, all registers and main storage 
are printed on SYSLST. Th~ job is then 
terminated. 

3. Transfer to User Routine. If the 
address of a subrouti ne is supplied by 
the user by way of the STXIT macro 
instruction, the program-check 
interrupt routine branches to that 
subroutine when an appropriate 
interrupt occurs. The user routine can 
determine the cause of the interrupt. 
Return to the point of interrupt is 
possible by the EXIT macro instruction. 
This facility is a system generation 
option. 

4. Program Mask in PSW. The program mask 
bits of the PSW (Program Status Word) 
are initially set to zero. If the user 
wishes to enable a program interrupt, 
he can change this configuration by the 
Set Program Mask (SPM) instruction. 
The program mask bits are reset to zero 
after each job step and after each 
FETCH of a problem program phase. 

Machine Check 

A machine-check interrupt results from a 
machine malfunction. The machine-check 
interrupt places the system in the wait 
state with a unique message code (OS) in 
bytes 0 and 1 of main storage. The SEREP 
program, supplied to IBM customer 
engineers, can then be run. The system can 
be restarted only through an IPL procedure. 

When the machine check recording and 
recovery (MCRR) function is specified, 
these conditions, which formerly prevented 
the system from continuing to process" can 
be overcome. MCRR records and analyzes 
pertinent data, and cancels the damaged 
partition (s) • 

A machine-check interrupt also results 
from an I/O channel failure. The message 
code is is in bytes 0 and 1 of main 
storage. 

Input/Output Interrupts 

An input/output interrupt can be caused by: 

1. I/O completion (Channel End). This is 
the end of transfer of data into or out 
of main storage or completion of a 
control operation. 

2. Device available (Device End). A 
device that was busy or not ready is 
now available for use .• 

3. Control unit available (Control Unit 
End). A control unit that was busy is 
now available for use .• 

4. I/O attention. This results from 
pressing the request key on the 1052. 

When one of these conditions is 
detected, control transfers to the Channel 
Scheduler. (For nonteleprocessing deVices, 
a program-controlled interrupt (PCI) is 
ignored by the Channel Scheduler.) 
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CHANNEL SCHEDULER 

The Channel SCheduler functions are: 

1. Schedule I/O requests on each channel 
(queuing) • 

2. Start input/output operations. 

3. Handle I/O interrupts--normal com
pletion of data transfer, error 
detection, end-of-file detection, 
attention (1052). 

4. Per form error detection and correction. 

5. Detect end-of-job or end-of-job-step 
control statements on SYSRDR and 
SYSIPT. 

6. Monitor DASD channel programs for file 
protection and address continuity for 
disk system input/output. 

7. Optionally provide seek separation for 
DASD channel programs. Any seek that 
causes disk arm movement is separated 
from its channel program and executed 
separately. Channel time during the 
execution of that seek is available for 
scheduling other I/O activity on that 
channel. In a multiprogramming 
environment, this feature has 
particular significance when the 
different partitions have a mix of I/O 
requests for a single channel, and DASD 
devices (such as the 2314 or multiple 
2311s) are on the channel. 

I/O devices in the system/360 are 
attached to channels rather than directly 
to the cpu. A channel provides a path for 
data transfer between the cpu and the I/O 
device and allows I/O operations to be 
overlapped with the cpu processing the I/O 
operations on other channels. '!bat is, 
instructions can be executed simultaneously 
with data movement in one or more 
input/output channels. For instance, at a 
given point in time, one channel may be 
reading data from a Direct Access Storage 
Device (DASO), another channel may be 
writing data on a printer, and a previously 
read record may be being processed. This 
is referred to as read/write/compute 
overlap. 

The two types of channel in this system 
are: selector channels and the multiplexor 
channel. The selector channels allow I/O 
operations for devices on these channels to 
overlap with cpu processing and I/O 
operations on other channels. On the 
multiplexor channel, tape and DASD I/O 
operations cannot overlap with other I/O 
operations on the same channel. On 
System/360 Models 30 and 40, tape and DASD 

devices operating on the multiplexor 
channel must not overlap with processing. 
card, printer and other low-speed (byte 
interleave mode) I/O devices on the 
multiplexor channel can overlap with each 
other, with cpu processing, and with I/O 
operations on other channels. Thus, 
greater throughput can be achieved if 
high-speed devices (tape and DASD) are 
attached to selector channels, and 
low-speed devices (card and printer) are 
attached to the multiplexor channel. 

overlapping I/O ope·rations with cpu 
processing is inherent in the design of the 
machine and the Channel Scheduler .• 
However, achieving maximum overlapping also 
partially depends on the problem program. 
For instance, if overlap is desired in tape 
or DASD operations, the problem program 
should provide for two 1/00 areas (or 
buffers). This allows data to be read 
into, or written from, one I/O area while 
records are being processed in the other 
area. Certain devices, however, have 
buffers built into the device (1403) and 
require only one I/O area in main storage 
to achieve overlap. The use of multiple 
I/O areas and separate work areas is 
discussed more fully in the Data Management 
publication listed in the Preface. 

All requests for I/O operations are 
handled by the Channel Scheduler. When a 
request is received and the affected 
channel and device are not busy, the 
requested operation starts and control 
passes back to the problem program. If the 
channel or device is busy, the request is 
placed at the end of a list (or queue) of 
I/O requests, and the operation is 
performed as soon as all previous requests 
have been handled. (Separate queues are 
maintained for each device.> 

The Channel Scheduler also handles all 
I/O interrupts. If the interrupt indicates 
the normal end of an I/O o~eration (channel 
end and no errors), the Channel Scheduler 
posts completion, and removes the request 
from the queue. It then examines the 
queues for the affected channel or 
subchannel. If the queues are empty, 
control returns to the problem program at 
the point of interrupt. If instead a 
request is pending, the Channel Scheduler 
starts the I/O operation and then returns 
to the problem program. Requests for 
devices for which deVice-end interrupts are 
outstanding cannot be serviced until the 
device end is received. These requests are 
bypassed when the Channel Scheduler is 
selecting an I/O operation to be started. 
As an example, for a 1403 Model N1, channel 
end is received as soon as the buffer is 
completely loaded (about 2ms), but device 
end is not received until completion of the 
print operation (55ms). 
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The Channel Scheduler detects the 
following specific status conditions: 

1. Wrong Length Record (WLR) 

2. Unit Exception 

3 • Channel and device errors. 

Wrong-length record and unit exception 
are treated as normal conditions. They are 
posted to the user's CCB along with the 
other Channel Status Word inf ormation 
(residual count, status bytes, and CCW 
address). The physical IOCS user is 
responsible for checking and handling these 
con di tions. 

·If an error is detected, the Channel 
Scheduler passes control to the appropriate 
device error recovery routine, which takes 
appropriate action: retry, operator 
intervention, notify problem program, or 
terminate job. 

FOr certain devices (1052), the operator 
can initiate an I/O operation. To do so, 
he presses the request key on the device. 
When the Channel Scheduler detects an 
attention status condition, it passes 
control to a message processing routine. 

A problem program can perform I/O 
operations in two ways: 

1. The problem program can issue physical 
I/O macro instructions directly. 

2. The problem program can use logical 
IOCS, which in turn issues the physical 
I/O macro instructions. 

Physical I/O Macro Instructions 

The physical I/O macro instructions are: 

EXCP 

WAIT 

(Execute Channel Program.) This 
macro instruction communicates 
directly with the Channel 
scheduler to request that an I/O 
operation be started. When the 
EXCP macro instruction is used; 
the. problem program must supply 
the appropriate channel program 
consisting of channel command 
words (CCWs). 

This macro instruction suspends 
program operation until an I/O 
operation (referenced in the WAIT 
macro instruction) is complete. 
The problem program must use this 
macro instruction at the point 
where processing cannot proceed 
until the I/O operation is 

CCB 

complete. For instance, a 
problem program may issue the 
EXCP macro instruction to read a 
DASD block. At the. point where 
the program needs the block for 
processing, a WAIT macro 
instruction must be .issued.. The 
instructions generated from this 
macro test a program switch to 
determine if the operation has 
been completed, and give control 
to the Supervisor if it has not 
been completed. The Supervisor 
places the program in the wait 
state until the operation is 
completed, and gives control to a 
ready lower priority program, if 
one exists. The completion of 
the operation causes an I/O 
interrupt to the Channel 
Scheduler. The program is taken 
out of the wait state, the switch 
is set to show the completion, 
and control returns to the 
probl em program .• 

(Command Control Block.) This 
declarative macro instruction 
generates a command control block 
for a channel program to be 
executed. The command control 
block contains information 
required by the Channel scheduler 
to execute the EXCP and WAIT 
macro instructions. The block is 
used to pass inf ormation between 
the problem program and the 
Channel SCheduler, such as 
symbolic I/O unit address, 
channel program address, status 
of the operation, action to be 
taken in the event of an error, 
etc. 

A complete description of these macro 
instructions is supplied in the Supervisor 
and I/O Macros publication listed in the 
Preface. 

DEVICE ERROR RECOVERY 

Each I/O device or class of I/O devices has 
a unique device error recovery routine. 
The appropriate routine is entered from the 
Channel Scheduler upon detection of an 
error.. All these routi nes have one 
function in common. That is, an attempt is 
made to recover from the error. This may 
be by programming (rereading tape) or by 
operator action (2540 not ready). 

If recovery is not possible, the 
following choices are available, where 
applicable. 
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1. An error can be ignored. 

2. 

3. 

The job can be terminated. 

The problem program can take action (an 
exit to a user routine is allowed). 

4. The record in error can be bypassed. 

Depending on the type of error, the type 
of device, and whether logical IOCS is 
used, some Or all of the options are 
available. Choices 3 and 4 are available 
only through logical IOCS. In the absence 
of any other options, only choice 2 is 
available. Tape error statistics by unit 
can be printed on the printer-keyboard, and 
tape error statistics by volume can be 
printed on the printer-keyboard or 
collected on disk (for later transfer to 
tape or printer), if such statistic 
recording was specified when the system was 
generated. Another option is provided at 
system generation time to notify the 
operator by a message on the 
printer-keyboard when a specified number of 

I temporary read or temporary write errors 
has been exceeded on a volume. 

SYSTEM AVAILABILITY AIDS 

The I/O error logging (OBR/SDR), machine 
check recording and recovery (MCRR), and 
IBM 2715 Transmission Control Error 
Recording features increase system 
availability. These features support all 
devices supported by the system. If these 
features are desired, the user specifies 
the options at system generation time. For 
teleprocessing devices, the user must also 
specify the OBR/SDR option in his BTAM or 
QTAM program. (See the DOS QTAM Message 
Control Program and the DOS Basic 
Telecommunications Access Method 
publications listed in the Preface.) The 
features are generated as part of the 
supervisor. The user need only allocate a 
file once for the collection of error 
records. No further intervention is 
required. The error records can be 
displayed by the Environmental Recording, 
Editing, and Printing (EREP) program and 
used as a diagnostic aid. (See the Problem 
Determination section.) certain conditions 
that formerly prevented the system from 
continuing to process can now be overcome 
by using these featUres. These features 
require a system with a minimum of 24K 
bytes of storage. 

I/O Error Logging 

I/O error logging 
to the Supervisor 
system generation 

I The error loggi ng 
features: 

is an additional option 
that can be specified at 
time in the SUPVR macro. 
option includes three 

1. Outboard Recorder (OBR). When an I/O 
error occurs that cannot be retried or 
is not corrected after a standard 
number of retries, OBR records 
pertinent data and stores it in a 
recorder file on the logical unit 
SYSREC (the operand used in ASSGN and 
EXTENT statements). The file name of 
the recorder file is IJSYSRC (the 
operand used in theDLBL statement). 
The information contained in the OBR 
record includes channel unit address, 
device type and characteristics, date 
and time of day, job name or program 
name, channel status word, logical 
unit, first and failing CCWs, and 
volume ID (tape only). OER records are 
not created for conditions that are 
considered to be operator or programmer 
errors such as intervention required, 
command reject, or invalid seek. 

2. statistical Data Recorder (SDR). SDR 
records the cumulative error status of 
an I/O device. The recorder file 
normally contains one SDR'record for 
each I/O device. However,. when 
specifying the I/O error logging 
option, the user. may increase the 
number of SDR records by specifying 
this at system generation time. The 
SDR feature also contains limited error 
recording capabilities for unsupported 
devices. The information contained in 
the SDR record includes channel unit 
address, and device ty~e and 
characteristics. Each SOR record also 
contains 16 two-byte counters, each 
representing an error condition to be 
counted for the device. SOR retains 16 
half-byte counters in main .storage that 
correspond to the error counters in the 
SDR record on the recorder file. 

3. IBM 2715 Transmission.Control Error 
Recorder. IBM 2715 error records are 
recorded in the OBR portion of the 
recorder file. 

When an I/O error occurs, the 
counters in main storage are updated. 
Whenever anyone of the 16 counters in 
main storage ~s filled, the contents of 
all 16 counters are added to the 
counters in the SOR record on the 
recorder file for that device. When 
the Record On Demand (ROD) command is 
given, all counters for all 
nonteleprocessing devices on the 
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recorder file are updated. When an OBR 
record is written onto the recorder 
file, the SOR record on the recorder 
file for the device in error is also 
updated. When the SOR record is 
updated, the main storage counters for 
that device are reset. 

Machine Check Recording and Recovery (MCRR) 

I 
If the MCRR option is specified at system 
generation time in the SUPVR macro, MCRR 
records pertinent data after a machine 
check or a channel inboard error (channel 
control check, interface control check, or 
channel data check) has occurred. MCRR 
analyzes this data and cancels the damaged 
partition or partitions. No attempt is 
made to retry on any error involving this 
function. 

After a channel failure occurs, all 
devices that are active on the channel are 
considered to be damaged. Any partition 
that has an I/O interrupt outstanding on 
these devices is canceled. In some cases, 
it can be determined that the channel 
failure caused damage to a particular 
device. In that case only that partition 
having an I/O interrupt outstanding on the 
damaged device is canceled. 

A CPU machine check causes the 
interrupted partition to be canceled, 
unless the partition was the Supervisor. 
In this case the system enters an 
uninterruptable wait state with a unique 
message code (OS) in bytes 0 and 1 of main 
storage. 

The MCRR function is CPU dependent and 
specific definitions of what constitutes 
channel failures or device failures differ 
for each model. MCRR is only available for 
System/360 Model 30, Model 40, and Model 
50. 

The MCRR record formats differ for 
machine check interruptions and for channel 
inboard errors. Information in the machine 
check record includes record entry type, 
CPU model number, date and time, job name, 
machine check old PSW, and content of 
general registers. Information in the 
channel inboard error record includes 
record entry type, CPU model number, date 
and time, job name, failing CCW, and 
channel status word. 

Recorder File 

A recorder file must be created using the 
file definition statements of the system, 
when either the I/O error logging or the 
MCRR function is specified. The file 
definition statements must be preceded by 
the // OPTION STDLABEL statement to ensure 
that they are retained cn the standard 
label section of the label cylinder on 
SYSRES. 

To create a recorder file: Assign 
SYSREC after IPL but before the first job. 
SYSREC must be assigned to a disk device 
that is always on line, such as the system 
resident disk.. Add the necessary file 
definition statements to the standard label 
deck and build the standard label portion 
6f the label cylinder. Do not include a 
JOB card, until all information applicable 
to SYSREC is supplied,. Instruct the system 
to create the recorder file (SET 
RF=CREATE). This operand in the SET 
command is accepted only by Job Control, so 
that the SET command must be given twice 
(once for date at IPL, and once for 
recorder file after IPL). The file must be 
defined as an extent on an IBM 2311 or 2314 
disk device. Split cylinder cannot be 
used. The recorder file requires a minimum 
of two tracks. 

Once the file is created, no further 
operator intervention is required. On 
subsequent IPLs the system opens the 
recorder file and continues updating it. 

Whenever the system is shut down, the 
operator must issue the Record on Demand 
(ROD) command to ensure that statistical 
data in core storage is recorded on the 
Recorder File,. The command ROD has no 
operand. BTAM and QTAM use their own 
separate methods of updating all disk 
counters during closedown or cancel. 

Recording on the Recording File is 
suppressed when the EREP program is 
executed. 

Figure 6 shows an example of recorder 
file creation. The recorder file begins at 
cylinder 170 and is 43 tracks long. The 
recorder file is created when the // JOB 
NAME card is processed. 
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r----------------------------------------------------------------, 
ADD 

If not in system generation 

SET DATE=04/03/68 
ASSGN 

If not in system generation 

ASSGN SYSREC,X'190' 
SET RF=CREATE 
// OPTION STDLABEL } 
// DLBL IJSYSRC, 'DOS RECORDER FILE' 
// EXTENT SYSREC",,1700,43 
// JOB NAME 

Submit with the 
rest of the 
STDLABEL statements 

Continue with the normal job stream 

-------------___________________________________________________ J 

Figure 6. Example of Recorder File Creation 

Each track on the recorder file can 
contain the following number of error 
records. 

r------------------------j------T------, 
I Type of Error I 2311 I 2314 I 
f---·----T-----------------t------+------f 
I SDR I I 29 I 38 I 
~------+-----------------t------+------f 
I OBR I I 25 I 40 I 
~------+-----------------+------+------~ 
I MCRR I Channel Inboard I I I 
I I Model 30 I 25 I 40 I 
I I Model 40 I 6 I 10 I 
I I Model 50 I 6 I 10 I 
I ~-----------------t------+------~ 
I I cro I I I 
I I Model 30 I 8 I 13 I 
I I Model 40 I 5 I 8 I 
I I Model 50 I 5 I 8 I 
~-~---~+-----------------t------+------~ 
I 2715 I I 25 I 40 I L ______ ~ _________________ ~ _____ ~ _____ _J 

DOS VOLUME STATISTICS 

A major factor affecting the quality of an 
operating system is the condition of the 
vol umes stored on a magnetic medi urn, such 
as tape or disk. Such media are subject to 
contamination from dust, foreign materials, 
fingerprints, and particles of oxide 
coating. 

Because of these environmental factors, 
it is desirable to record the number of 
read and write errors occurring on each 
tape volume. By monitoring the error rate, 

it is possible to ju~ge the condition of a 
volume and to take remedial action against 
environmental contaminants. 

Read and write errors per volume for IBM 
2400 series tape units can be monitored by 
a facility called DOS Volume Statistics. 
This facility has two opticns: Error 
Statistics by Tape Volume (ESTV), and Error 
Volume Analysis (EVA)~ 

Error Statistics by Tape Volume provides 
the user with a set of tape volume error 
data, which includes the time of day the 
errors occurred, the unit on which the 
volume was motint~d, tape density, and other 
statistics necessary to evaluate the data. 

The user has the option of specifying, 
at system gerieration time, whether to 
record the data on the direct access 
storage device. (DASD) or on the console 
typewriter (SYSLOG). If DASD is chosen, 
the data can be retrieved by executing ESTV 
Dump File Program (see Problem 
Determination) • 

Error Volume Analysis produces a message 
to the operator (at the console typewriter) 
when a certain number of temporary read or 
temporary write errors occurs on the tape 
volume'currently in use. 

The user can specify either or both of 
these options when the system is generated. 
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Error statistics by Tape Volume (ESTV) 

ESTV collects data on tape errors by volume 
for any tape volumes used by the system. 
Al though DOS itself does not require it, 
the ESTV program requires that each user 
program contain an OPEN(R) statement if he 
wishes to collect volume statistics. 

Specifying ESTV at system generation 
time causes the system to collect the 
following set of records f or each tape 
volume whenever the volume is in use. 

Volume serial number of standard 
labeled volumes (blank for nonstandard 
and unlabeled volumes). 

Date this set of records was collected. 

Time of day this volume was closed 
(time the record was collected). 

Address of the unit on which the volume 
was mounted and the channel to which 
the unit was attached. 

Number of temporary read errors that 
occurred while the volume was open. 

Number of temporary write errors that 
occurred while the volume was open. 

Number of permanent read errors that 
occurred while the volume was open. 

Number of permanent write errors that 
occurred while the volume was open. 

Number of noise blocks encountered 
(records less than 12 bytes on a read 
operation, or less than 18 bytes on a 
write operation). 

Number of erase gaps (three and 
one-half-inch lengths of erased tape) 
encou ntered. 

Number of cleaner actions (passing the 
record in error back and forth under a 
cleaner blade) taken while trying to 
correct read errors. 

Number of START I/Os issued to the tape 
(does not include SIOs issued for or 
during error recovery). 

Bit density of the volume (in bits per 
inch for 7-track tape, and the 
designation 8/1600 for 9-track tape). 

Block length of each record if the 
volume has fixed-length blocked 
records. When the type of record is 
undefined or variable length, or when 
the program terminates abnormally 
(ABEND), a 0 appears in the space 
allocated for block length. A 0 also 
appears when physical Ioes is being 
used. 

Note 1: The temporary error counter 
is incremented whenever a data check 
error is detected. If the error is 
p~rmanent, the permanent error 
counter is incremented. However, the 
temporary error counter is not 
decre.mented by permanent errors, and 
therefore contains the sum of true 
temporary errors and of permanent 
errors. 

Note 2: The cleaner action counter 
is not incremented during 
read-opposite recovery. 

ESTV OUTPUT MODES: Two modes of operation 
for ESTV are available, Mode 1 and Mode 2. 
They provide two different standard output 
formats. The user selects the desired mode 
(at the time the system is generated) in 
the FOPI' system generation macro,. The mode 
selected determines the method in which the 
collected statistics will be written. 

Mode 1: Mode 1 formats the ESTV records 
and records them on a system direct access 
storage device in a data set named ESTVF.LE. 
ESTVFLE may later be dumped to a tape or . 
printed on the printer attached to the 
system by the system control program ESTVUT 
(see ESTV Dump File Program (ESTVUT) under 
Problem Determination). 

Figure 7 shows the format of the Mode 1 
printout of the ESTV error statistics when 
dumped to the printer by ESTVUT (shown as 
two lines instead of one because of space 
restrictions) : 
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r---------------------------------------------------------, 
I VOLUME TIME CHANNEL TEMP TEMP PERM I 
ISERIAL DATE OF DAY /UNIT READ WRITE READ I 
Ixxxxxx yr/day hr.mn.sc cuu nnn nnn nnn I 
~--------------------------------------------------------~ IPERM NOISE ERASE CLEANER SIOs TAPE BLOCK I 
I WRITE BLOCKS GAPS ACTIONS USAGE DENSITY LENGTH I 
Innn nnn nnn nnn nnnnn nnn nnnnn I L-_________ - ______________________________________________ J 

Figure 7. Format of Mode 1 Printout of ESTV Error Statistics 

The volume serial is the volume accessed 
when the error is recorded if standard 
labeled tapes are used. Otherwise, this 
field is blank. 

The date is given in the form yr/day, 
where: 

~ is a two-digit number representing 
the year (for example, 70 represents 
the year 1970). 

day is a three-digit number 
representing the sequential day (Julian 
day) of the year (for example, 032 
represents February 1). 

The time of day is given in the form 
hr.mn.sc, where: 

hr is a two-digit number representing 
the hour of the day on a 24-hour clock 
(for example., 18 represents 6 p. m.). 

~ is a two-digit number representing 
the number of minutes after the hour. 

§£ designates the number of seconds 
after the minute. 

The channel/unit designation is given in 
the form ~. 

The next four fields give the number of 
errors (type indicated by heading) that 
occurred while the volume was open. 

The next field is a count of the noise 
blocks (blocks of 12 bytes or less for read 
operations, or 18 bytes or less for write 
operations) encountered while the volume 
was open. 

The number of erase gaps while trying to 
wri te on the tape, a nd the number of 
cleaner actions taken, are the next tWo 
fields in the record. 

A count of the START I/Os encountered 
while the volume was in use is the next 
field. 

The tape density, in bits per inch for 
7-track tape, and deSignated 8/1600 for 
9-track tape, is in the next-to-last field. 

Block length (the last column) is the 
length of the blocks when records of 
fixed-length are accessed on the volUme. 
For volumes not having fixed-length 
records, or when the program terminates 
abnormally, a 0 is put into that record 
field. A 0 is also put into that field 
when physical IOCS is being used. 

The headings correspond to the items 
that are collected into the ESTV record. 

Mode 2: Mode 2 prints the ESTV data 
collected at the console typewriter 
(SYSLOG) each time a particular volume is 
ended by CLOSE, EOJ, EOV, or ABEND. When 
Mode 2 is the selected method of writing 
ESTV records, a subset of the Mode 1 ESTV 
record is printed as follows: 

r-----------------------------------------, 
14EOOI xxxxxx cuu TW=nnn TR=nnn NB=nnn I 
I PW=nnn PR=nnn SIO=nnnnn I L ______________________________ - __________ J 

where: 

xxxxxx=serial number of standard label 
volume (blank when nonstandard or unlabeled 
volume is being used). 

cuu=channel/unit address 

TW=nnn Number of temporary write 
errors. 

TR=nnn Number of temporary read errors. 

NB=nnn Number of noise blocks (records 
less than 12 bytes in length on 
a read operation or less than 18 
bytes in length on a write 
operation) .• 

PW=nnn Number of permanent write 
errors .• 

PR=nnn Number of permanent read errors. 

SIO=nnnnn Number of START 1/05. 

Supervisor 29 



After the message is printed, the error 
counters for that volume are reset to zero. 

Note: The temporary error counter is 
incremented whenever a data check error 
is detected. If the error is 
permanent, the permanent error counter 
is incremented. However, the temporary 
error counter is not decremented by 
permanent errors, and therefore 
contains the sum of true temporary 
errors and of permanent errors. 

Error Volume Analysis (EVA) 

specifying EVA at system generation time 
sends a message to the system operator when 
a predetermined number of temporary read 
errors or temporary write errors is 
exceeded on a currently accessed tape 
vol ume. The user must specify (in the FOPT 
system generation macro) the number of 
errors to be reached before the message is 
sent to the console, if EVA is to be in 
effect"" 

EVA can be used with both labeled and 
unlabeled tape volumes. 

The message EVA sends to the console 
contains the number of temporary read 
errors, temporary write errors, and START 
I/Os, the physical unit, and if standard 
labeled tape is used, the volume serial 
number or identification. The message 
format follows: 

r-----------------------------------------, 
14E101 xxxxxx cuu TR=nnn TW=nnn SIO=nnnnn I L _________________________________________ J 

where: 

xxxxxx=serial number of standard label 
volume (blank when nonstandard 
or unlabeled volume is being 
used) • 

cuu=channel/unit address (physical unit) 

TR=nnn 

TW=nnn 

Number of temporary read errors. 

Number of temporary write 
errors. 

SIO=nnnnn Number of START I/Os. 

Either the TR=nnn or TW=nnn field 
contains one more than the predetermined 
error threshold specified in the FOPT 
macro. Reaching the error count when 
notification is sent to the system operator 
does not cause any interruption in the 

execution of the problem program.. When 
using an unlabeled or nonstandard labeled 
tape, the system operator should note the 
volume identification of the volume in use 
when the message is received so he can 
monitor it. 

OPERATOR COMMUNICATION 

Communication with the operator is through 
use of full-text messages issued via the 
IBM 1052 Printer-Keyboard. Two-way 
communication is possible: from the system 
to the operator and from the operator to 
the system. 

The Supervisor permits: 

1. Full-text messages to the operator. 
These messages are either information 
only or indications of required 
operator action. 

2. Operator-initiated instructions to the 
control program. 

3. Communication between the operator and 
the problem program. 

COMMUNICATION TO THE OPERATOR 

The control proqram communicates with the 
operator by issuing messages on SYSLOG., 
normally assiqned to the IBM 1052 
Printer-Keyboard. If no communication with 
the system is required, an I indicator is 
included in the message. If an operator 
action or reply is required, an action 
indicator A or D is included in the 
message. The program issuing the message 
waits until the operator keys in a 
response. 

Each system-to-operator message consists 
of a 2-character program identifier (if 
multiprogramming support is provided), a 
four-character message code, a 
one-character operator action indicator, at 
least one blank, and the message itself .• 
The first character of the message code is 
o for the Supervisor; 1 for Job Control= 2 

I for the Linkage Editor; 3 for the Librarian 
and EREP= 4 for logical IOCS, PDAID, 
DUMPGEN, and ESTV; 5 for PLII (D)= 6 for 
RPG= 1 for Sort/Merge; 8 for the Utilities; 
9 for Autotest= A for the Assembler; B for 
FORTRAN; and C for COBOL. The second, 
third" and fourth characters are the 
message number. The action indicator 
specifies the type of operator action 
required. The message contains all 
information pertaining to the operator's 
decis ion and/or actions. 
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The program identifiers used in 
multiprogramming are as follows. 

Identifier Program 

BG Background program 

Fl Foreground-one program 

F2 Foreground-two program 

AR Attention routine 

SP Supervisor 

When a Supervisor routine such as OPEN 
or device error recovery is operating on 
behalf of a program, any messages it issues 
contain the identifier of that program. 

The action indicators are as follows. 

Indicator Meaning 

A Action: The operator must perform a 
specific manual action 
before continuing. An 
example of this is the 
mounting of a magnetic 
tape, or the readying of an 
I/O device. 

D Decision: The operator must choose 
between alternate courses 
of action. 

I Information: The message does not 
require communication with 
the system. For example, 
this type of message can be 
used to indicate the 
termination of a problem 
program. 

W wait: Used when a condition (such 
as an error on SYSRES) 
occurs that makes it 
impossible to continue 
processing. This indicator 
is not printed on the 
printer-keyboard. Instead, 
a message number is placed 
in byte 0 of main storage. 
The indicator W is placed 
in byte 1 of main storage. 
The Wait state is entered, 
and all interruptions are 
disabled. The only way 
that the system can be 
restarted is through the 
IPL procedure. 

S SEREP: Used when a hardware 
condition occurs that makes 
it impossible to continue 
processing. This indicator 
is not printed on the 
printer-keyboard, but may 
be displayed on the 

, 

console. A 0 in byte 0 of 
main storage indicates a 
machine-check interruption; 
1 indicates an I/O channel 
failure. The indicator S 
is stored in byte 1 of main 
storage. A special 
diagnostic storage display 
program (SEREP: System 
Environmental Recording, 
Editing, and Printing 
Program) supplied by 
customer engineers should 
be used when an S condition 
occurs. Re-IPLing is 
necessary after running 
SEREP. 

Following is an example in mul~iprogram
ming format of a system-to-operator 
message. 

BG 1C10A PLEASE ASSIGN SYSRDR 

The characters BG indicate the back
ground program. The character 1 indicates 
that Job Control issued the message. The 
characters C10 are the message number. The 
character A indicates action is required on 
the part of the operator. (The operator 
must type on the 1052 the assignment for 
SYSRDR.) PLEASE ASSIGN SYSRDR is ·the con
tent of the message. 

COMMUNICATION FROM THE OPERATOR 

The operator may enter information to the 
system via the 1052 Printer-Keyboard in any 
of the follOWing instances. 

1. The operator has pressed the request 
key so that commands can be issued. 

2. The system has requested operator 
response. 

3. The programmer or operator has 
requested operator response with a 
PAUSE statement. 

Once a command is processed, the 
printer-keyboard is unlocked to permit the 
issuing of further messages. Operator-to
system Job Control commands are recognized 
on SYSRDR as well as on SYSLOG. 

Each operator-to-system command consists 
of two parts. The first part is an opera
tion code of from one to eight alphabetic 
characters describing the action to be 
taken. separated from the operation code 
by at least one blank are any necessary 
parameters. The parameters are separated 
by commas. The command ends with an end
of-block (@= Alter Code 5). 
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In order that processing continue, an 
end-of-communications command consisting of 
o.nlY. ® must be given by the ~rator fol
lowing the last command. see UU -- End
of-Communication Command. 

There are three types of operator-to
system commands. 

1. Job Control commands. 

2. Message (ATTN) commands. 

3. Single-program initiation commands. 

Job Control commands maybe issued only 
between job steps of the batched-job 
program. A suspension of processing 
between job steps can be achieved by the 

I programmer using the PAUSE or STOP control 
statement, or by the operator using the 
PAUSE command. When Job Control is ready 
to process these commands, the message 
READY FOR COMMUNICATIONS is printed on the 

I prin.t. er-keyboard. Job Control commands are 
accepted for a foreground partition 
following the ATTN command BATCH. 

ATTN commands may be issued at any time. 
Pressing the request key on the 
printer-keyboard causes the message READY 
FOR COMMUNICATIONS to be printed on the 
printer-keyboard. ATTN commands may then 
be issued. If a partition has an 
outstanding intervention required 
condition, the following message is issued: 

OP60D INTER REQ {BG,F1,F2} cuu 

Single-program initiation commands may 
be issued following the ATTN command START. 
The START command gives control to the 
single-program initiation routines. 

• For a brief description of the Job 
Control and ATTN commands, see Job 
Control Commands and ATTN CommaiidS' 

• For commands for initiating a single 
foreground program, see Single Program 
Initiation. 

• For a complete description, including 
formats, refer to Descriptions and 
Formats of Commands and statements. 

• For a listing of all commands, see 
Appendix C. 

Job COntrol Commands 

The Job Control commands are: 

ALLOC Allocate Main Storage Command. 
Permits the operator to allocate 

ASSGN 

CANCEL 

CLOSE 

DVCDN 

DVCUP 

HOLD 

LISTIO 

LOG 

MAP 

MTC 

NOLOG 

PAUSE 
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main storage among foreground and 
background programs. 

Assign Logical Name Command,. 
Assigns a logical I/O unit to a 
physical device. 

Cancel Job Command. Cancels the 
exec~tion of the current job in 
the partition in which the 
command is given. 

Close Output Unit Command. 
Closes either a system or 
programmer output logical unit 
assigned to a magnetic tape., or a 
system logical unit assigned to a 
2311 or 2314. 

Device Down Command. Informs the 
system that a device is no longer 
physically available for system 
Qperations. 

Device UP Corr-nand. Informs the 
system that a device is available 
for system operations after the 
device has been down. 

Hold Foreground Unit Assignments 
Command. Causes all I/O 
assignments for the single 
program foreground area(s) 
specified to stay in effect from 
one job to the next. 

List I/O Assignment Command. 
Causes the system to print a 
listing of I/O assignments. 

Log Command. Causes the system 
to log columns 1-72 of all Job 
Control statements on SYSLOG 
until a NOLOG command is sensed. 

Map Main Storage COmmand. Causes 
the system to print on SYSLOG the 
areas of main storage allocated 
to programs in a multiprogramming 
environment. 

Magnetic Tape Control Command. 
Controls IBM 2400 series magnetic 
tape operations,. 

Suppress Logging Command. Causes 
the system to suppress the 
logging of all Job COntrol 
statements except JOB, PAUSE, 
ALLOC, MAP, HOLD, RELSE, UNA, 
DVCDN, DVCUP, ., and /&, until a 
LOG command is sens ed. 

Pause Command. Causes Job 
Control processing to pause (in 
the partition which the command 
specifies) at the end of the next 
batched-jOb -job step, or at the 



RELSE 

RESEr 

ROD 

SET 

STOP 

OCS 

UNA 

UNBATCH 

® 

end of the current batched-job 
job. 

Release Foreground Unit 
Assignments at EOJ Command. 
Causes all I/O assignments for 
the foreground area(s) specified 
that are operating in 
single-program mode to be set to 
unassigned at the end of any job 
that is initiated for that area. 

Reset I/O Assignments Command. 
Resets certain I/O assignments to 
the standard assignments. 

Record on Demand Command. Causes 
all SDR counters for all 
nonteleprocessing devices on the 
recorder file on SYSREC to be 
updated from the SDR counters in 
main storage. 

set Value Command. Initializes 
the da te, cloCk, and UP SI 
configuration; specifies the 
number of lines to be printed on 
SYSLST; and specifies the 
remaining disk capacity when 
SYSLST or SYSPCH is assigned to 
disk, and defines to the system 
the status of the recorder file 
on SYSREC used by the I/O error 
logging (OBR/SDR) and machine 
check recording and recovery 
(MCRR) fea tures. 

stop Batched-Job Processing 
Command. can be used in any 
batched-job partition to indicate 
that there are no more 
batched-jobs in that partition to 
execute. 

Load Universial Character Set 
Buffer Command. Causes the 
240-character Universal Character 
Set contained in the core image 
library phase specified by 
phasename to be loaded as buffer 
storage in the IBM 2821 Control 
Unit. 

Immediately Unassign FOreground 
Unit Assignments Command. 
Immediately causes all I/O 
assignments for the single 
program foreground area(s) 
specified to be set to 
unassigned. 

Terminate Batched-Job Processing. 
Terminates batched-job foreground 
processing and releases the 
partition. 

End-of-Communication Command. 
Must be issued whenever the 

operator is finished 
communicating with the system. 

ATTN Commands 

The ATTN commands,are: 

ALLOC 

BATCH 

I CANCEL 

LOG 

MAP 

MSG 

NOLOG 

PAUSE 

START 

TIMER 

® 

Allocate Main storage Command. 
Permits the operator to allocate 
main storage among foreground and 
background programs. 

Start, or Continue Batched-Job 
Operation. Causes batched-job 
operation to start in F2 Or F1, 
or to continue in BG, F2, or Fl. 

Cancel Job Command. Cancels the 
execution of the current job in 
the specified partition. 

Log Command. Causes the system 
to log columns 1-72 of all single 
program initiation commands on 
SYSLOG until a NOLOG command is 
sensed. 

Map Main Storage Command. Causes 
the system to print on SYSLOG the 
areas of main storage allocated 
to programs in a multiprogramming 
environment. 

Transfer Control Command. Gives 
control to a foreground program 
operator communications routine 
previously actiVated by a STXIT 
instruction. 

suppress Logging Command. Causes 
the system to suppress the 
logging of all single program 
initiation commands until a LOG 
command is sensed. 

Pause Command. Causes Job 
Control processing to pause at 
the end of the current program 
job step in the specified 
partition or. optionally. at 
end-of-job of the current 
program. 

Start Processing Command. 
Initiates a foreground program or 
resumes batched-job processing in 
any parti t ion. 

Interval Timer Command. Gives 
interval timer support to the 
partition specified. 

End-of-Communication Command. 
Must be issued whenever the 
operator is finished 
communicating with the system. 
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SINGLE PROORAM INITIATION 

Single program foreground programs are 
initiated l;>y the operator from the 
printer-keyboard assigned to SYSLOG. The 
operator may initiate a single program 
whenever an allocated foreground area does 
not contain a program. 

The operator initiates a single program 
by pressing the request key on the 
printer-keyboard. Control is given to the 
message (ATTN) routine, which reads 
commands from the operator via the 
printer-keyboard. The START command 
(discussed in ATTN Commands> indicates a 
single program is to be initiated. The 
ATTN routine determines if the area 
specified in the START command is allocated 
and does not contain a program. If so, it 
transfers control to the single program 
initiation routine; otherwise, the operator 
is notified that he has given an invalid 
command. 

Th~ single program initiator reads 
subsequent commands req~ired to initiate 
the program. These commands are used 
primarily to specify I/O assignments and 
label information. When an I/O assignment 
is attempted, the following verification is 
made: 

1. The symbolic unit is a valid logical 
unit. 

2 • The symbol ic unit is c ontai ned wi thin 
the number specified for the area when 
the system was generated. 

3. If the symbolic unit is to be assigned 
to a non-DASD, the device is neither in 
use by the other foreground program (if 
applicable>, nor is it assigned to a 
background job either as a standard, 
temporary, or alternate unit. 

Each set of label information is 
incorporated into a label information block 
and written on the system residence pack 
for later retrieval and processing by IOCS. 
A main storage area for label information 
is required under the same conditions as 
for background jobs, and may be calculated 

I and reserved by the initiator as specified 
in the LBLTYP command for self-relocating 
foreground programs. For 
non-self-relocating foreground programs" 

I the label in, formation area is determined at 
link edit time by the LBLTYP statement, 
described in the Job Control section of 
this manuaL. 

When the EXEC command is encountered, 
the single program initiator directs the 
Supervisor to provide loading information 
for the program-to be executed. If the 

program has not been cataloged to the core 
image library of the system, the operator 
is notified so that he may correct the EXEC 
command (for example, the name may have 
been misspelled), or cancel the initiation 
of the program. 

Following receipt of the loading 
information from the Supervisor, the 
initiator checks to determine if a 
self-relocating program is to be loaded,. 
(This is determined by the load address 
being zero.) The single program ,initiator 
directs the program to be loaded following 
the label information area in the 
foreground area. Its entry point is given 
by the supervisor when it is loaded. A 
non-self-relocating program is loaded using 
the information obtained when the program 
was cataloged. Diagnostics for such 
conditions as the program being outside the 
limits of the foreground area,r are issued 
by the supervisor when the program is 
loaded. 

When control is given to the user's 
foreground program, register 2 contains the 
address of the uppermost byte of storage 
available to the program. This value may 
be used to calculate the total storage 
available to the program. A foreground 
program may dynamically determine the 
storage available to it by storing the 
contents of this register for later 
reference. 

A single program is terminated under its 
own control by issuing an EOJ, DUMP, or 
CANCEL macro instruction; or through 
operator action, program error, or certain 
input/output failures. When a single 
program is terminated, the following action 
is taken: 

1. All I/O operations which the program 
has requested are completed. If 
telecommunication device I/O requests 
are outstanding, they are terminated by 
Halt I/O. 

2. Tape error statistics by unit (if 
specified when the system was 
generated) are typed on the 
printer-keyboard for tapes used by the 
program. 

3. Tape error statistics by volume (if 
specified when the system was 
generated), for tape volumes used by 
the program, may be printed on the 
printer keyboard or collected on disk. 

4. DASD extents in use by the program for 
purposes of DASD file protection are 
dequeued. (DASD file protection is an 
option that may be selected when the 
system is generated.) 
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5. All I/O assignments made for the 
program are canceled, unless held 
across jobs by the HOLD command. 
cancellation allows devices to be 
available to subsequent programs. 

This 
made 

6. The operator is notified that the 
program is completed and of the cause 
of termination, if abnormal. The main 
storage used by the program remains 
allocated for the appropriate 
foreground program area. 

7. The program is detached from the 
system" s task selection mechanism. 

Following the completion of a single 
program, the operator may initiate another 
program for the specific area. 

For more information on the SPI see the 
concepts and Facilities publication listed 
in the Preface. 

Single Program Initiation Commands 

I Single program initiation commands ar,e 
submitted following a START command to the 
ATTN routine. They can be submitted 
through the printer-keyboard (SYSLOG), or 
through a card reader (following a READ 
command). Two slashes (//) in columns 1 
and 2 are optional for EXTENT, DLBL, EXEC, 
LBLTYP, and TLBL commands, and are accepted 
by the single program initiator for these 
commands. 

The single program initiation commands 
follow. 

ASSGN 

CANCEL 

DLBL 

EXEC 

EXTENT 

HOLD 

Assign Logical Name Command. 
Assigns a logical I/O unit to a 
physical device. 

Cancel Initiation Command. 
Cancels the initiation of a 
foreground program in the single 
program mode. 

DASD Label Information Command. 
Contains file label information 
for DASD label checking and 
creation. 

Execute Program Command. 
specifies the single program 
foreground program to be 
executed. 

DASD Extent Information Command. 
Defines each area, or extent, of 
a DASD file. 

Hold Foreground Unit Assignments 
Command. Causes all I/O 

LBLTYP 

LISTIO 

LOG 

MAP 

MSG 

NOLOG 

PAUSE 

READ 

RELSE 

TIMER 

TLBL 

assignments for the single 
program foreground area(s) 
specified to stay in effect from 
one job to the next. 

Reserve Storage for Label 
Information Command. Defines the 
amount of nain storage to be 
reserved for processing of tape 
and nonsequential disk file 
labels in the problem program 
area of main storage. 

List I/O Assignment Command. 
Causes the system to print a 
listing of I/O assignments. 

Log Command. Causes the system 
to log columns 1-72 of all single 
program initiation commands on 
SYSLOG until a NOLOG command is 
sensed. 

Map Main Storage Command. Causes 
the system to print on SYSLOG the 
areas of main storage allocated 
to programs in a multiprogramming 
environment. 

Transfer Control Command. Gives 
control to a foreground program 
operator communications routine 
previously activated by a STXIT 
instruction. 

Suppress Logging Command. Causes 
the system to suppress the 
logging of all single program 
initiation commands until a LOG 
command is sensed. 

Pause Command. Causes Job 
Control processing to pause at 
the end of the current 
batched-job job step, or at the 
end of the current batched-job 
job. 

Specify Reader Command. 
Specifies a card reader from 
which further single program 
initiation commands are to be 
read. 

Release Foreground Unit 
Assignments at EOJ Command. 
Causes all I/O assignments for 
the single program foreground 
area(s) specified to be set to 
unassigned at, the end of any job 
that is initiated for that area. 

Interval Timer Command.. Gives 
interval timer support to the 
partition specified. 

Tape Label Information Command. 
Contains file label information 
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DCS 

UNA 

® 

for tape label checking and 
writing. 

Load Universal Character set 
Buffer Command. Causes the 
240-character Universal Character 
Set contained in the core image 
library phase specified by 
phasename to be loaded as ~uffer 
storage in the IBM 2821 Control 
Unit. 

Immediately Unassign Foreground 
Unit Assignments Command. 
Immediately causes all I/O 
assignments for the foreground 
area(s} specified to be set to 
unassigned. 

End-of-Communication Command. 
Causes input reading to switch 
back to the device specified in 
the READ command. 

Programming support will continue for 
the following initiation commands provided 
in previous versions of the system. Two 
Slashes (//) in columns 1 and 2 are 
optional for these commands and are 
accepted by the single program initiator 
for them • 

DLAB 

TPLAB 

VOL 

XTENT 

. DASD Label Information Command. 
Contains file label information 
for DASD label checking and 
creation. 

Tape Label Information Command. 
Contains file label information 
for tape label checking and 
writing. 

Volume Information Command. Used 
when a set of label information 
for a magnetic tape file or a 
DASD file is specified. (It is 
not required with the current 
DLBL, EXTENT, or TLBL commands.) 

DASD Extent Information Command. 
Defines each area, or extent, of 
a DASD file. It is used in 
conjunction with the VOL, DLAB 
commands. 

SYSTEM OPERATION WITHOUT A 1052 

Multiprogramming requires a 
printer-keyboard. A batched-job 
environment, however, may be made 
operational when a 1052 is not available on 
the system, by assigning SYSLOG to a 

printer. Messages to the operator are 
printed on SYSLOG, after which an assumed ~ 
operator response, where applicable, is ~ 
taken.. In most cases, the assumed response 
results in the termination of the job. 
There is no communication from the 
operator, except for I/O device error 
routines which require operator-stored 
response in low main storage. In such 
cases, the message is printed on the 
printer assigned to SYSLOG and the device 
error routines wait until the operator 
stores his response and presses the console 
interrupt key. PAUSE statements in the Job 
Control input stream are ignored. 

In addition to the requirement that 
SYSLOG be assigned to a printer, SYSRDR and 
SYSIPT must each be assigned to a card 
reader (which may be the same card reader), 
SYSPCH must be assigned to a card punch, 
and SYSLST must be assigned to a printer. 
If SYSLOG and SYSLST are assigned to the 
same printer, system-to-operator messages 
may be embedded within user output. 

When no 1052 is available, total 
throughput in the individual installation 
suffers, due to the frequent cancellation 
of jobs resulting from errors, such as 
incorrect job setup, I/O assignments, etc. 
In many instances, such errors could be 
corrected by the operator via the 1052. 

SYSTEM LOADER 

The System Loader is a permanently core
resident routine in the Supervisor. It 
loads all programs run in the Disk 
Operating System environment, with the 
exception of the core-resident supervisor 
itself. Programs are loaded into main 
storage from the core image library. 

FETCH Macro Instruction 

This macro instruction has the format: 

r------.-----.----------------------------, 
I lOper-I I 
I Name lationl Operand I 
~------+-----+----------------------------~ 
I [name] I FETCH I {PhaSename} f{,entryname}l I 
I I I (1) L' (O) J I L ______ J. _____ J. ____________ ~ ______________ _.I 

The FETCH macro instruction loads the 
phase specified in the first parameter. 
The phase name can be 1-8 characters long,. 
Control is passed to the address specified 
by the second operand. If the second 
operand is not specified, control is passed 
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to the entry point determined at 
linkage-edit time. 

The parameters may be specified in 
either symbolic or register notation. When 
register notation is used for phasename, 
the register must be preloaded with the 
address of an eight-byte field that 
contains the phasename as alphameric 
characters. If necessary, the phasename 
should be padded with blanks. 

If ordinary register notation is used 
for entryname, the absolute address of the 
entry point of the phase should not be 
preloaded into register 1. If, instead, a 
symbolic name is used for entryname, the 
macro expansion results in a V-type address 
constant. The entryname does not have to 
be identified by an EXTRN statement. 

LOAD Macro Instruction 

This macro instruction has the format: 

r------T-----T----------------------------, 
I lOper-I I 
I Name lationl Operand I 
~------+-----+----------------------------~ 
I [name] ILOAD I {Phasename} [{,lOadaddr}] I 
I I I (1) , (0) I L ______ ~ _____ L ___________________________ _J 

The LOAD macro instruction is used when 
a phase is to be loaded into main storage, 
but not executed immediately. It can be 
used to load tables and reference material. 
The LOAD macro instruction loads the phase 
specified in the first parameter and 
returns control to the calling phase. The 
phasename can be 1-8 characters long. The 
user should code his LOAD in a place where 
it cannot be overlaid by the new phase. 

After execution of the macro, the entry 
pOint address of the called phase is 
returned in register 1 to the programmer. 
This entry point address is determined at 
linkage-edit time. 

If an optional address parameter is 
provided, the load-point address specified 
to the linkage editor is overridden, and 
the phase is loaded at the address 
specified. The address used must be 
outside the supervisor area. When an 
overriding address is given, the entry 
point address is relocated and returned in 
register 1. None of the other addresses in 
the phase are relocated. 

The parameters may be specified in 
either symbolic or register notation. When 
register notation is used for phasename, 
the register must be preloaded with the 

address of an eight-byte field that 
contains the phasename. If necessary, the 
phasename should be left-justified and 
padded with blanks. If ordinary register 
notation is used for loadaddr, the 
parameter should not be preloaded into 
register 1. 

CHECKPOINT/RESTART 

When a background program or a batched job 
foreground program is expected to run for 
an extended period of time, prOVision may 
be made for taking checkpoint records 
periodically during the run. The records 
contain the status of the job and system at 
the time the records are written. Thus, 
they restart at some midway point rather 
than at the beginning of the entire job, if 
processing must be terminated for any 
reason before the normal end of job. Any 
programmer logical unit (SYSOOO-SYSmax) 
assigned to tape, 2311, or 2314, can be 
used for recording checkpoints if the 
proper file definitions have been made and 
the correct label staterr.ents have been 
submitted. 

For example, some malfunction such as a 
power failure may occur and cause such an 
interruption. If checkpoint records are 
written periodically, operation can be 
restarted using a set of checkpoint records 
written before the interruption. 
Therefore, the records contain everything 
needed to reinitialize the system when 
processing is restarted. 

The Disk Operating System includes 
routines to take checkpoint records and to 
restart a job at a given checkpoint. The 
checkpoint and restart routines are 
included in the core image library when the 
system is generated. The CHKPT routine is 
executed in the transient area. The 
checkpoint routine is called in response to 
a CHKPT macro instruction in the problem 
program. The restart routine is called by 
Job Control when it reads a RSTRT control 
statement. When a program is restarted" 
the user must reset any STXIT macro 
instructions that are desired. 
Checkpoint/restart does not save or restore 
floating-point registers. 

Only background programs or batched-job 
foreground programs may be checkpointed. 
Programs processing ASCII may not be 
checkpointed. Checkpoint records are 
written on a 2311 or 2314 DASD or on 
magnetic tape. Each checkpoint is uniquely 
identified. When restarting, the RSTRT 
control statement specifies which 
checkpoint is to be loaded. If multireel 
files are being used, the operator must be 

Supervisor 37 



aware of which reels were being processed 
when the checkpoint was taken. 

Multitasking users should only issue the 
CHKPT macro in the main task with no 
subtasks attached. In addition, no tracks 
on any DASD should be in the hold state. A 
multitasking abnormal termination routine 
should not contain a CHKPT macro. 
Checkpoints shoul-d be taken when a program 
is running successfully, not when it is 
canceling. 

Checkpointed programs must be restarted 
in the same partition in which they were 
checkpointed. . 

Checkpoint records written by Version 1 
of DOS are not acceptable to subsequent 
versions of the system. However, if the 
checkpoint records are embedded on magnetic 
tape, they will be bypassed by the current 
versions of DOS. 

It is possible to increase partition 
allocation between the time the checkpoint 
is taken and the time the program is 
restarted if the starting address of the 
partition remains unchanged. 

A detailed explanation of the CHKPT 
macro instruction is found in the 
supervisor and I/O Macros publication 
listed in the Preface. 

The restart facility is described in the 
Job Control section of this publication. 

NORMAL AND ABNORMAL END-OF-JOB HANDLING 

When a background program Or batched-job 
foreground program reaches the normal end 
of a job step, issuing the EOJ macro 
instruction causes the supervisor to fetch 
Job Control to begin processing the control 
statements for the next job or job step. 

A special routine of the supervisor can ~ 
provide a printout of main storage in the ' ' 
event of some abnormal end-of-job-step 
situation. This routine is fetched into 
the transient area if DUMP is specified as 
a standard option at system generation time 
or when DUMP is specified in the OPTION 
control statement. The dump routine prints 
the contents of the registers, the 
supervisor area, and the partition that 
called it. For background programs, the 
printout is on SYSLST. SYSLS~ can be 
assigned to a printer, a magnetic tape 
unit, or a disk unit. 

For foreground programs, the printout is 
also on SYSLST. However, foreground 
programs operating in single program mode 
require that SYSLST be assigned to a 
p~inter. SYSLST can be assigned to a 
printer, a disk unit, or to a magnetic tape 
unit for batched-job foreground programs. 
The dump routine provides, in the event of 
an abnormal termination of the job, a 
printout of the Supervisor area, the 
appropriate foreground area, and the 
program registers. If SYSLST is not 
assigned to a printer for single foreground 
programs, or to a printer, a disk unit, or 
a non-file-protected magnetic tape unit for 
batched-job foreground programs; any 
printout specified by DUMP or PDUMP in the ~ 
problem program is suppressed. , 

When a magnetic tape unit is used" the 
storage print routine does not reposition 
the tape before writing. When the routine 
is completed, a tapemark is written and the 
tape is repositioned before the tapemark. 
When an end-of-reel condition is detected, 
the system automatically provides 
end-of-reel procedures, closing the current 
volume and opening a new volume. The 
procedure is identical to that outlined in 
the section CLOSE system Tape output Files. 
Records written on SYSLST are 121 bytes in 
length, the first byte being an ASA control 
character. 
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The Job Control program provides job-to-job 
transition for background programs and for 
batched-job foreground programs (if the 
option has been specified at system 
generation time) within the Disk operating 
system. It is also called into main 
storage to prepare each job step to be run. 
(One or more programs can be executed 
within a single job. Each such execution 
is called a job step.) It performs its 
functions between job ste ps and is not 
present while a problem program is being 
executed. Job Control is called by: 

• The Initial Program Loader, to process 
the first job after an IPL procedure. 

• The supervisor, at normal end of a job 
step, or at an abnormal end of job. 

A macro instruction, EOJ, is provided to 
call ,Job Control at normal end of a job 
step. 

Single program foreground. programs are I 
initiated by the operator from the 
printer-keyboard. Therefore, each 
execution of a single program is a separate 
job. 

Job Control 

PREPARE PROGRAMS FOR EXECUTION 

All background programs run in the system 
are loaded from the core image library in 
the resident disk pack. If a program has 
been previously cataloged (see Linkage 
Editor), Job Control constructs a phase 
directory in the resident disk pack and 
directs the system loader to load that 
program for execution. If the program is 
stored temporarily in the core image 
library, Job Control constructs a phase 
directory of that program from entries in 
the core image directory and then transfers 
to the system loader to load it for 
execution . 

The phase directory for a cataloged 
program includes an entry for each program 
phase whose name has the same first four 
characters as the name in the EXEC control 
statement. 

A foreground program directory contains 
an entry for each foreground phase whose 
name starts with FGP. 

All foreground programs run in the 
system are loaded from the core image 

Job Control Functions I 
library. Thus, they will be link edited 
and cataloged to the library by the Linkage 
Editor. 

Job Control performs various functions on 
the basis of information provided in job 
control statements. These functions are: 

1. Prepare programs for execution. 

2. Assign device addresses to symbolic 
names. 

3 • set up fields in the communications 
region. 

4. Edit and store volume and file label 
information. 

5. Prepare for restarting of checkpointed 
programs. 

Job Control clears the current partition 
area in main storage (except the first 150 
bytes) to binary zero between job steps. 

The single program initiation routine 
performs for single programs functions 
similar to those performed by Job Control 
for batched-job programs. 

SYMBOLIC INPUT/OUTPUT ASSIGNMENT 

Job Control is responsible for assigning 
physical I/O units. Programs do not 
reference I/O devices by their actual 
physical addresses, but rather by symbolic 
names. The ability to reference an I/O 
device by a symbolic name rather than a 
physical address provides advantages to 
both programmers and machine operators. 
The symbolic name of a device is chosen by 
the programmer from a fixed set of symbolic 
names. He can write a program that is 
dependent only on the device type and not 
on the actual device address. At execution 
time, the operator' or programmer determines 
the actual physical device to be assigned 
to a given symbolic name. He communicates 
this to Job Control by a control statement 
(ASSGN). Job Control associates the 
physical device with the symbolic name by 
which it is referenced. 

A fixed set of symbolic names is used to 
reference I/O devices. No other names can 
be used. They are: 
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SYSRDR 

SYSIPT 

SYSPCH 

SYSLST 

SYSLOG 

SYSLNK 

SYSRES 

SYSRLB 

SYSSLB 

SYSREC 

SYSOOO-SYSmax 

Card reader, magnetic tape 
unit, or disk extent used 
for Job Control statements. 

Card reader, magnetic tape 
unit, or disk extent used 
as the input unit for 
programs. 

Card punch, magnetic tape 
unit, or disk extent used 
as the main unit for 
punched output. 

Printer, magnetic tape 
unit, or disk extent used 
as the main unit for 
printed output. 

Printer-keyboard used for 
operator messages and to 
log Job Control statements. 
Can also be assigned to a 
printer if not in 
multiprogramming 
environme nt. 

Disk extent used as input 
to the Linkage Editor. 

System residence area on a 
disk drive. 

Disk extent used for a 
private relocatable 
library. 

Disk extent used for a 
private source statement 
library. 

Disk extent used to store 
error records collected by 
the I/O error 1099in9 
(OBR/SDR) and machine check 
recording and recovery 
(MCRR) functi ons. 

All other units in the 
system. 

Whenever a system logical unit (SYSRDR, 
SYSIPT, SYSLST, SYSPCH) is assigned to an 
extent of disk storage, the assignment must 
be permanent. Temporary assignments (via 
the // ASSGN statement or the ASSGN command 

I 

with theTEM, P option) are not permitted. A 
logical unit for a system output file 
cannot be assigned to a device that is 
assigned to another logical unit. 

The first ten of these symbolic names, 
termed system logical units, are used by 
the system control program and system 
service programs. Of these ten units, user 
batched-job programs may also use SYSIPT 

I and SYSRDR for input, SYSLST and SYSPCH for 
appropriate output, and SYSLOG for operator 
communication. Normally, SYSRDR and SYSIPT 
both refer to the same device. Any 
additional devices in the system .• termed 
programmer logica 1 units" are referred to 
by names ranging consecutively from SYSOOO 
to SYSmax, with SYSOOO to SYS009 being the 
minimum provided in any system. Programmer 
logical units are defined at system 
generation time for each class of program 
(background, foreground-one, and 
foreground-two) to be run in the system. 
For example, in a multiprogramming 
environment, a unique SYSOOO is defined for 
each class of program, a unique SYSOOl is 
defined for each class of ~rogram, etc. 
The combined number of programmer logical 

I 

units defined for the system may not exceed 
222 (SYSOOO-SYS221) when MPS=BJF, and 244 
(SYSOOO-SYS243) when MPS=YES or MPS=NO. 

For the convenience of the user, two 
additional names are defined for batched
job program assignments. These names are 
valid parameters to Job Control only via 
the ASSGN, CLOSE, VOL, EXTENT, and XTENT 
statements described in Descriptions and 
Formats of Commands and statements. 
Reference within a program (such as in the 
CCB or a DTF) or in a LISTIO or MTC command 
must name the particular logical unit to be 
used (SYSLST or SYSPCH, SYSRDR or SYSIPT). 
The additional names are: 

SYSIN 

SYSOUT 

Name that can be used when 
SYSRDR and SYSIPT are assigned 
to the same card reader, 
magnetic tape unit, or disk 
extent. In the first two 
cases, it may be either, a 
temporary or a permanent 
assignment. This name ~ be 
used when SYSRDR and SYSIPT are 
assigned to the same disk 
extent, and may be only a 
permanent assignment. 

Name that must be used when 
SYSPCH and SYSLST are assigned 
to the same magnetic tape unit. 
It may be only a permanent 
assignment. Separate file 
operation is reestablished by 
submitting a permanent 
assignment for either SYSLST or 
SYSPCH to a unit not currently 
in use by the combined file. A 
CLOSE command may be us ed to 
perform this function. 

A tape or disk extent to be used as 
SYSIN can be prepared by using the 
IBM-supplied utility macros. Likewise, the 
IBM-supplied tape to printer/punch utility 
macros can be assembled, and used to convert 
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SYSOUT output into printed and punched card 
output. Examples of these two functions 
are shown in Disk Operating System and Tape 
Operating System Utility Macros 
Specifications, GC24-5042. 

With the exception of SYSLNK, SYSRLB, 
and SYSSLB, batched-job foreground programs 
can reference any system logical unit. If 
a foreground -program is in the single 
initiated program mode of operation, only 
SYSIPT, SYSRDR, SYSPCH, and/or SYSLST can 
be referred to. When used, these units 
must be assigned to unit record devices. 

Logical Unit Block (LUB) and Physical Unit 
Block (PUB) 

At system generation time when a supervisor 
is assembled, a device table is set up with 
an entry for each of the symbolic names 
that will be used in the system. Each 
entry is called a logical unit block (LUB). 
Figure 8 shows the format of the device 
table for the background partition. 
similar tables are set up for each of the 
foreground partitions as required. The 

SYSRDR SYSIPT SYSPCH SYSLST SYSLOG SYSLNK 

Pointer 
to PUB 

Pointer 
to Job 
Information 
Block 

1-4--- 2 bytes -I 
eFigure 8. Sequence of LUBs in Device Table 

Error Retry Pointer to 
Counter or Tape Error 

Channel Unit Pointer to Block 
Channel (both TEB 
Queue and TEBV) 

Figure 9. Format of PUB Entry 

sequence of the tables is background, 
foreground-two, foreground-one. The length 
of the table depends on the number of 
devices specified at system generation 
time,. The system LUBs and the first ten 
programmer LUBs are always present. 

A physical unit block (PUB) can be 
associated with each LUB. Figure 9 shows 
the format of a PUB. The PUBs are ordered 
by priority within the channel to which the 
various devices are attached. 

Normally, each symbolic name is assigned 
a physical device address at the time the 
supervisor is assembled. In some cases, a 
single device may be assigned to two or 
more symbolic names. An installation ~an 
make specific assignments at system 
generation time and establish these as 
conventions to be followed by all 
programmers. By following the conventions" 
most background jobs can be submitted for 
execution with no ASSGN control statements. 
Figure 10, for example, shows a typical 
system configuration. The following 
conventions might be established for the 
installation's own background programs and 
for IBM-supplied programs. 

1. Control statement input is read from 
SYSRDR. This device is normally 

SYSOOO-
SYSRES SYSSLB SYSRLB SYSUSE SYSREC SYSmax 

Device 
Options 

Channel Job 
Device Type Scheduler Control 

(Tape Set Flags Flags 
Mode, etc.) 
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assigned to the same physical unit as 
SYSIPT. Most of the system programs 
(language translators, etc) and user 
programs normally are read from SYSIPT. 
Thus, when SYSRDR and SYSIPT refer to 
the same device, SYSIN can be used. 

2. Card output is punched on SYSPCH. 

3. Printed output is on SYSLST. 

4. A 1052 is assigned to SYSLOG. 

5. The two disk drives are addressed as 
SYSRES, SYSLNK, SYS001, SYS002, and 
SYS003. SYSLNK is used as input to the 
Linkage Editor. SYS001, SYS002, and 
SYS003 are used by the language 
translators as work files. Language 
translators also can output on SYSLNK 
for subsequent input to the linkage 
editor. 

6. The two tape units are addressed as 
SYS004 and SYS005. 

The initial device assignments present 
after each IPL procedur.e are those made 
when the system is generated plus any 
changes introduced at IPL time. 

Once the supervisor is loaded into main 
storage, reassignments made by the operator 
on the 1052 become permanent modifications 
to the existing system assignments unless 
the operator specifies temporary 
assignment. Reassignments made by the 
programmer are reinitialized to the 
original assignments at the completion of a 
job. 

SET UP COMMUNICATIONS REGION 

Job Control takes the following information 
from control statements and places it in 
the communications region: 

1. Job Name. Taken from the JOB 
statement. This field can be used by 
the problem program for accounting 
purposes. 

2. 

3. 

Job Date. Taken from the DATE 
statement processed at the beginning of 
a job. It can be used h¥ the problem 
program to da te output re ports. If the 
DATE statement is not used, the system 
uses the date supplied by the operator 
at IPL time via the SET command. 

User Program Switch Indicators. Taken 
from the UPSI statenent. The bit 

1403 

r;;:r 
~ 

SYSRDR, SYSIPT, (SYSIN), SYSPCH ~ 

SYSLST 

SYSLOG 

SYSRES, SYSOO1, SYSOO2 

~ SYSLNK, SYSOO3 

~ SYS004 

~ SYSOO5 

Figure 10. Example of Symbolic Device 
Assignment 

pattern in this byte can be used as 
switch indicators to specify program 
options. 

EDIT AND STORE LABEL INFORMATION 

All volume and file label processing is 
done during problem program execution,. 
However, label inforIration to be checked 
against is read from label statements by 

I Job Control or SPI and stored in the 
resident pack for subsequent processing,. 
The label area occupies one cylinder and is 
allocated in the following manner: 
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Track Content 

o Background program temporary 
(USRLABEL) label information 

1 Background program standard 
(PARSTD) labe 1 i nf ormati on 

2 Foreground-two temporary 
(USRLABEL) label information 

3 Foreground-two standard (PARSTD) 
label information 

4 Foreground-one temporary 
(USRLABEL) label information 

5 Foreground-one standard (PARSTD) 
label information 

6-n Standard (STDLABEL) label 
information for any partition~ 
n is 9 for 2311; 19 for 2314~ 

Each partition has certain tracks 
allotted for temporary (USRLABEL) label 
information (tracks 0, 2, and 4) and for 
standard (PARSTD) label information (tracks 
1, 3, and 5). Tracks 6-9 (or 6-19) are for 
standard (STDLABEL) label information for 
any partition. 

The fraction of the total area available 
on each track that is used by each type of 
file identification statement is about as 
follows : 

r------------------------T------r-------, 
I 1 2311 1 2314 1 
r------------------------+------+------~ 
IFor each tape label 1 1/20 1 1/30 I 
I 1 I 1 
1 For each seq uen tia 1 DASD I 1 I 
I extent I 1/18 I 1/27 1 
I I 1 I 
IFor nonsequential DASD I I I 
Iper file 1 1/20 1 1/29 1 
I . 1 1 I 
1 + per extent I 1 1 1 1 
I 120 x 7129 x 111 L ________________________ ~ ______ ~ _______ J 

Label blocks composed of information 
from DLBL and EXTENT, or TLBL statements 
are written on tracks 0, 2, or 4 (depending 
on the partition in which they are 
submitted) when: 

• The DLBL and EXTENT, or TLBL statements 
are preceded by // OPl'ION USRLABEL, qr 

• The DLBL and EXTENT, or TLBL statements 
are not preceded by // OPTION PARSTD or 
by // OPTION STDLABEL~ 

I 
Standard label information submitted 

with OPTION STDLABEL or PARSTD is carried 
from job to job until overwritten~ 

A complete description of the Job 
Control statements DLBL, EXTENT, OPTION, 
and TLBL is contained in the section 
Descriptions and Formats of Commands and 
Statements ~ 

Each set of temporary label information 
submitted within a job or job step is 
written in the appropriate temporary label 
information area~ This information is not 
carried from job to job~ Unless 
overwritten by a succeeding job step, any 
label information submitted at the 
beginning of a job can be used by a 
subsequent job step. For example, if a job 
consists of three job steps, label 
information submitted at the beginning of 
the first job step can be used by the 
second and third job steps of the job. 
However, label information submitted at the 
beginning of the second job step would 
destroy the label inforrration written at 
the beginning of the first job step. 

Label blocks composed of infor.mation 
from DLBL and EXTENT, or TLEL statements 
are written on tracks 1, 3, or 5 (depending 
on the partition in which they are 
submitted) when: 

• The DLBL and EXTENT, or TLBL statements 
are preceded by // OPTION PARSTD. 

The facility of establishing standard 
label information for each partition 
(PARSTD) provides for different files for 
each partition with the same filename (DTF 
name) for all partitions. For example, 
system input/output requires separate files 
for each partition, but the file names must 
be IJSYSIN, IJSYSPH, and IJSYSLS for all 
partitions. Another use of the partition 
standard facility is to free the STDLABEL 
area for passing label infor.mation to 
partitions operating in the single program 
initiation mode. 

Trac k 1 of the labe I cy linder can be 
used to establish extent information for 
the system logical unit SYSLNK, and the 
system component work files SYS001, SYS002, 
and SYS003. This eliminates the necessity 
of submitting DLBL and EXTENT statements 
each time a compilation or linkage editing 
function is perfor.med. 

Each time DLBL and EXTENT, or TLBL 
statements are submitted following 
// OPl'ION PARSTD, tracks 1, 3, and 5 
(depending on the partition in which they 
are submitted) of the label infor.mation 
cylinder are overwritten. This facility is 
available to the user for any tape or DASD 
files. 

Label blocks composed of informat ion 
from DLBL and EXTENT, or TLBL statements 
are written on tracks 6-9 (or 6-19) when: 
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I • The DLBL and EXTENT, or TLBL statements 
are preceded by // OPTION STDLABEL in a 
background job. 

Each time DLBL and EXTENT, or TLBL 
statements are submitted following 
/ / OPT ION STDLABEL, trac ks 6- 9 (or 6-19) of 
the label information cylinder are 
overwritten. This facility is available to 
the user for any tape or DASD files. 

I All DASD and tape file identification 
statements can be submitted under both 
OPTION STDLABEL and OPTION PARSTD. 

The logical IOCS OPEN routines search 
the temporary user label area (USRLABEL), 
followed by the partition standard label 
area (PARSTD), followed by the standard 
label area (STDLABEL), in that order. 

Self-relocating programs can use tape 
and nonsequential disk standard labels if a 
LBLTYP command or statement is submitted or 
if a DS statement at the beginning of the 
program reserves an equivalent number of 
bytes. Neither the LBLTYP command nor 
statement is required for sequential disk 
standard label processing. 

The formats of the label information 
statements are discussed in the section 
Descriptions and Formats of Commands and 

I Statements. See the Data Management 
Concepts publication listed in the Preface 
for a complete discussion of volume and 
file labels. 

RESTARTING PROGRAMS FROM CHECKPOINT 

Job Control prepares the system for 
restarting from a checkpoint by loading the 
restart program which repositions tape 
drives, reinitializes the communications 
region, and stores the information from the 
RSTRT statement. The restart program 
handles the actual restarting of the 
problem program. 

Job Control Statements 

GENERAL CONTROL STATEMENT FORMAT 

Certain rules must be followed when filling 
out control statements. Job Control 
statements conform to these rules. 

1. Name. Two slashes (//) identify the 
statement as a control statement. They 
must be in columns 1 and 2. At least 
one blank immediately follows the 

second slash. Exception: The 
end-of-job statement contains /& in ( 
columns 1 and 2, the end-of-data-file 
statement contains /* in columns 1 and 
2, and the comment statement contains * 
in column 1 and blank in column 2,. 

2. Operation,. This describes the type of 
control statement (the operation to be 
performed). It can be up to eight 
characters long. At least one blank 
follows its last character. 

3. Operand. This may be blank or may 
contain one or more entries separated 
by commas. The last term ~ be 
followed by a blank, unless its last 
character is in column 71. Any blank 
within the operand fields, except for 
fie~ds contained within apostrophes, is 
considered an end-of-operand 
indication. No further processing of 
that card occurs. 

All control statements are essentially 
free form. Information starts in column 1 
and cannot extend past colUmn 71. 
Continuation cards are not recognized by 
Job Control. For the exception to this 
rule, see the descriptions of the DLAB and 
TPLAB statements. 

Job Control normally reads from the 
device identified by the symbolic name 
SYSRDR. However, Job Control statements 
can also be entered through SYSLOG. A 
brief description of the Job COntrol 
statements follows. For a complete 
description, including formats, refer to 
the section Descriptions and For.mats of 
Commands and statements. A listing of all 
statements is shown in Appendix D. 

ASSGN statement: Used at execution time to 
assign a specific device address to the 
symbolic unit name used. 

CLOSE Statement: Closes either a system or 
a programmer logical unit assigned to tape. 

DATE Statement: Contains a date that is 
put in the communication region. 

DLBL statement: Contains file label 
information for DASD label checking and 
creation. 

EXEC Statement: Indicates the end of 
job-control statements for a job step;, and 
that execution of a program is to begin. 

EXTENT Statement: Defines each area, or 
extent, of a DASD file .. 

JOB Statement: Indicates the beginning of 
control information for a job. 
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LBLTYP statement: Defines the amount of 
main storage to be reserved at link-edit 
time for processing of tape and 
nonsequential DASD file labels in the· 
problem program area of main storage. 

LISTIO Statement: Used to get a listing of 
I/O assignments. 

MTC statement: Controls operations on 
logical uni·ts assigned to IBM 2400 series 
magnetic tapes. 

OPTION Statement: Specifies one or more of 
the Job Control options. 

PAUSE Statement: causes pause immediately 
after processing this statement. 

RESET Statement: Resets I/O assignments to 
the standard assignments. 

RSTRT Statement: Restarts a checkpointed 

Any statement other than these is 
recognized as an error. A message is 
issued so that the programmer or operator 
can correct the statement in error. Some 
of the errors recognized are: 

• Invalid symbolic unit name. 

• No space reserved in LUB table for a 
symbolic uni t. 

• Invalid device type. 

• Invalid length of field. 

• Invalid character. 

• Missing /& statement. 

• A volume (VOL) statement does not 
precede a label (DLAB or TPLAB) 
statement. 

program. • An EXTENT statement does not immediately 

TLBL Statement: Contains file label 
information for tape label checking and 
writing. 

UPSI Statement (User Program Switch 
Indicators): Allows the user to set 
program switches that can be tested much 
the same as sense switches or lights used 
on other machines. 

/* Statement: Indicates the end of a data 
file or the end of a job step. 

/& Statement: Indicates the end of a job. 

* Statement: Job Control comments 
statement. 

Programming support continues for the 
following Job Control statements provided 
in previous versions of the system. 

DLAB Statement: Contains file label 
information for DASD label checking and 
creation. 

TPLAB statement: Contains file label 
information for tape label checking and 
writing. 

VOL Statement: Used when a set of label 
information for a magnetic tape file or a 
DASD file is specified. It is not required 
with the current DLBL, EXTENT, or TLBL 
statements. 

XTENT Statement: Defines each area, or 
extent, of a DASD file. It is used in 
conjunction with the VOL, DLAB statements. 

follow its associated DASD label (DLBL) 
statement. 

Whenever an invalid statement is 
indicated, the statement must be reissued 
to be effective. For example, if an OPTION 
LINK is encountered without a SYSLNK 
assignment, the OPTION statement must be 
reentered after assigning SYSLNK. 

SEQUENCE OF CONTROL STATEMENTS 

The Job Control statements for a specific 
job always begin with a JOB statement and 
end with a /& (end of job) statement. A 
specific job consists of one or more job 
steps. Each job step is initiated by an 
EXEC statement. Preceding the EXEC 
statement are any job control statements 
necessary to prepare for the execution of 
the specific job step_ The only limitation 
on the sequence of statements preceding the 
EXEC statement is that discussed for the 
label information statements. The 
following statements can precede the EXEC 
statement for a job step. 

ASSGN 
CLOSE 
RESET 
DATE 
UPSI 
LBLTYP 
DLBL 
EXTENT 
TLBL 
LISTIO 
MTC 
OPTION 
PAUSE 

* 
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The label statements must be in the 
order: 

DLBL 
EXTENT (one for each area of file in 

volume) 

and must precede the EXEC statement to 
which they apply. If the TLBL statement is 
used, it must precede the EXEC statement to 
which it applies. 

The LBLTYP statement is used at Linkage 
Editor time and must precede the // EXEC 
LNKEDT statement with the exception of 
self-relocating batched job programs, for 
which it is insteqd submitted immediately 
preceding the // EXEC statement for the 
program. 

DESCRIPTIONS AND FORMATS OF COMMANDS AND 
STATEMENTS 

This section contains descriptions and 
formats of the Job Control commands and 
statements, single-program initiation 
commands, and ATTN routine commands. These 
commands and statements are arranged in 
alphabetic order. Each command or 
statement includes an irrlication, on the 
line immediately under the format, of the 
programs or routines that accept it. These 
programs or routines are identified as 
follows: 

Job Control - JC 
Single-Program Initiator - SPI 
Attention routines - AR 

Figure 12 contains the commands and 
statements grouped by function and also 
indicates the programs or routines that 
accept them •. 

Job Control statements, with the 
exception of /*, /&, and *, contain two 
slashes (//) in columns 1 and 2 to identify 
them. Job Control commands, ATTN commands, 
and single-program initiation commands are 
not preceded by the two slash~s. The two 
slashes are optional for the DLBL, EXTENT, 
TLBL, VOL, XTENT, DLAB, and TPLAB 
single-program initiation commands and are 
accepted by the single-program initiator 
for these commands only. The two slashes 
are followed by at least one blank space, 
followed by the operation code. The 
operation code is followed b¥ at least one 
blank space, followed by the required 
parameters of the operand. These' 
parameters are separated from each other by 
connnas. The last parameter must be 
followed by a blank, unless its last 
character is in column 71. 

Job Control commands, ATTN commands, and 
single-program initiation commands contain ~ 
the operation code, at least one blank ~ 
space, and then the required parameters. 
The parameters are separated by commas. 
The operation code usually begins in column 
1 of the command, but this is not an 
absolute necessity. 

Usage of Statements and Commands 

Job Control statements, normally entered by 
the programmer, are used for batched-job 

I programs only. They are usually coded as 
part of the input job stream and are 
entered through SYSRDR. . 

Commands (Job Control, Attention, and 
Single Program Initiation) are normally 
entered by the operator. 

• Job Control commands are for batch 
processing in a .multiprogramming 
environment. They are issued between 
jobs or job steps and are entered 
through SYSRDR or SYSLCG.. 

• Attention commands can be issued at any 
time by pressing the request key on the 
1052 printer-keyboard.. Some of these 
commands can be issued only in a 
multiprogramming environment,. 

• Single-Program Initiation commands may 
only be issued in a multiprogramming 
environment fallowing the Attention 
command START [F1or F2]. 

ALLOC -- Allocate Main Storage 

The ALLOC command permits the operator to 
allocate main storage among foreground and 
background programs. When used in the 
attention routine, ALLOC cannot reduce the 
background area at any time. The number of 
bytes to be .allocated for one or both 
foreground areas is specified in 2R (2048 
bytes) increments. If only one foreground 
area is referenced, it is assumed that the 
amount of storage allocated to the other is 
not to cpange .• 

ALLOC 
{ 

F1=nK [, F2=nK]} 
F2=nK [,Fl=nKl 

. . 

Accepted by JC and AR. 

The value ~ must be an even integer. 
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The following considerations apply to 
storage allocation among foreground and 
background programs: 

1. The areas are always contiguous. No 
gaps are permitted between allocated 
areas. 

2. The maximum siz e of a foreground area 
is 5l0K. This restriction does not 
apply to background programs. 

3. TO delete a foreground area from the 
system, an ALLOC command must be given 
spec ifying an area of OK (zero 10. 

4. If storage allocation was specified 
when the system was generated, the IPL 
routine determines the size of main 
storage and allocates the specified 
foreground areas downward from high 
main storage. 

Storage is not allocated when: 

1. The allocation would cause a decrease 
in the storage allocated to an active 
foreground program. 

2. The allocation would result in the 
relocation of an active foreground 
program. 

3a. A job control allocation would reduce 
the background area [or foreground 
area(s) while operating in the batched 
foreground mode] to less than 10K 
bytes • 

b. An ATTN allocation would reduce the 
background area, which is always 
cons idered active when allocating 
storage from the ATTN routine. 

ASSGN -- Assign Loqica INane 

The ASSGN command or statement assigns a 
logical I/O unit to a physical device. All 
device assignments made for single-program 
foreground programs are canceled either by 
another ASSGN to the same unit or at the 
end of each program, unle ss held across 
jobs by the HOLD command. Except for DASD 
devices, a program cannot be assigned a 
device assigned to a program in another 
partition. 

ASSGN SYSxxx,address B:i~;s'B 

Accept ed by SP I. 

// ASSGN SYSXxx,address [{:~;s'}] 

Accepted by JC. 

ASSGN SYSxxx ,address B: ~;s '}] [, TEMP] 

Accepted by JC. 

The job control staterrent (II ASSGN) is 
temporary. It remains in effect only until 
the next change in assignment or until the 
end of job whichever occurs first.. The jol:: 
control command (ASSGN) is permanent. It 
remains in effect or restor.able until the 
next permanent assignment, the DVCDN 
command, or re-IPL of the system, whichever 
occurs first. A CLOSE to a system logical 
unit on disk (2311 or 2314) also removes a 
permanent assignment. See al so the TE1'!P 
override of a permanent ASSGN. 

A t the c ompleti on of a job, a t empor ary 
assignment is automatically restored to the 
permanent assignment for the logical unit. 

The entries in the operand field 
represent the following. 

SYSxxx The symbolic unit name. It can l::e 
one of the following. 

For Job Control: 

SYSRDR 
SYSIPT 
SYSIN 
SYSPCH 
SYSLST 
SYSOUT 
SYSLNK 
SYSLOG 
SYSSLB 
SYSRLB 
SYSREC 
SYSOOo-Sysmax 

When SYSOUT is assigned, the 
magnetic tape device must not be 
the permanent assignment of either 
SYSLST or SYSPCH. Before 
assigning a tape drive to a system 
output unit (SYSOUT, SYSLST, 
SYSPCH), all previous assignments 
of this tape dr ive to any system 
input units and to any programmer 
units (input or output) must be 
unassigned. SYSLNK is restricted 
to background partitions. It is 
not possible to change the 
assignment of SYSLOG while a 
foreground partition is active. 
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For single-program initiation: 

SYSRDR 
SYSIPr 
SYSLST 
SYSPCH 
SYSOOO- SYSrnax 

Note: The system units must be 
assigned to unit record devices. 

address Can be expressed as X'cuu', UA, or 
IGN 

X'ss' 

X'cuu' Indicates the channel and 
uni t number (in 
hexadecimal> • 

c = 0 for multiplexor 
channel, 1-6 for 
selector channels 1-6 

uu = 00 to FE (0 to 254) in 
hexadecimal 

UA Indicates the logica 1 unit 
is to be unassigned. Any 
operation attempted on this 
device causes the 
cancelation of the job. 

IGN Indicates the logical unit 
is to be unassigned and 
tha tall prOJ ram references 
to the logical device are 
to be ignored. For files 
processed by logical IceS, 
however, the OPEN to the 
file is ignored and the 
IGNORE i rrlicator is set on 
in the DTF table. (See 
OPEN (R) Macro in the 
Supervisor and Input/Output 
Macros publication referred 
to in the Preface.) All 
I/O commands issued to the 
file are ignored. The IGN 
option is not valid for 
SYSRDR, SYSIPT, and SYSIN. 

Device specifications (used to 
specify mode settings for 1-track 
and 9-track tapes). If X'ss' is 
not specified at system generation 
time or at IPL time, the system 
assumes X'90' for 1-track tapes 
and X'CO' for 9-track tapes. CO 
is the normal reset mode for a 
9-track tape unit and specifies 
the maximum byte density for that 
device. C8 is an alternate mode 
setting for 9-track dual density 
tapes only. 
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The standard mode is entered in 
the PUB table at system generation ( 
or at IPL time. If the mode 
setting (different from, or the 
same as, the standard mode) is 
specified in a tem~orary ASSGN 
statement, it becomes the current 
mode setting and is entered as 
such in the PUB table. When the 
current job ends, the standard 
mode is restored in the PUB table. 
The mode specification in a 
permanent ASSuN becomes the 
standard mode. If the X'ss" 
parameter is not specified for a 
job, the mode is the same as the 
standard mode. 

The specifications are: 

Bytes 
per 

.§.§ Inch 

10 200 
20 200 
28 200 
30 200 
38 200 
50 556 
60 556 
68 556 
10 556 
18 556 
90 800 
AO 800 
A8 800 
BO 800 
B8 800 
CO 800 
CO 1600 
CO 1600 
C8 800 

Trans-
late Convert 

Parity Feature Feature 

odd off on 
even off off 
even on off 
odd off off 
odd on off 
odd off on 
even off off 
even on off 
odd off off 
odd on off 
odd off on 
even off off 

. even on off 
odd off off 
odd on off 
single density 9-track 
single density 9-track 
dual density 9-track 
dual density 9-track 

Note: The first 15 entries in 
this table are valid only for 
1-track tape. The last four 
entries are valid only for 9-track 
tape. 

In order to read a 1-track tape 
backwards, the user must first 
create the tape file with the data 
convert feature off. 

Also, under certain conditions, 
the user must be responsible for 
setting the mode of the tape to te 
processed. When using PIOCS with 
dual density tape units,. a mode 
set must be issued if a mode is 
desired other than the one in 
which the tape was previously 

( 

written. The user should position ( 
the tape at LOAD POINT and issue a 
SET MODE command" followed by a 
WRITE command. 



ALT 

TEMP 

Indicates an alternate magnetic 
tape unit that is used when the 
capacity of the original 
assignment is reached. The 
specifications for the alternate 
uni t are the same as those of the 
original unit. The 
characteristics of the alternate 
unit must be the same as those of 
the original unit. '!he original 
assignment and an alternate 
assignment must both be permanent 
or temporary assignments. 
Multiple alternates can be 
assigned to a symbolic unit. When 
SYSIPT is assigned to a magnetic 
tape device, the file may not be 
multivolume. 

Indicates the assignment for the 
logical unit will be destroyed 
either by another ASSGN to the 
same unit or by the next JOB 
statement. Unless this option is 
taken, the assignment made is 
carried from job to job. 

BATCH -- start or Continue Batched-Job 
Operation 

The BATCH command causes batched-job 
operation to start in F2 or Fl, or to 
continue in BG, Fl, or F2. The BATCH 
command is invalid unless the BJF option is 
specified at system generation time. If 
the specified partition is available, Job 
Control reads the operator's next command 
from SYSLOG. When the operator desires to 
give control to another command input 
device, he makes an assignment to SYSRDR or 
SYSIN, followed by the end-of-communication 
( ®) indication. 

If the specified partition has been 
temporarily halted by a STOP command, it is 
made active. If the partition is in 
operation, it continues, and message 

lPlnD AREA NOT AVAILABLE 

is issued to the operator. In either 
instance, attention routine communication 
with the operator terminates following the 
BATCH command. 

BATCH {fl} 
Accepted by AR. 

If the operand is omitted, BG is 
assumed. 

CANCEL -- Cancel Job Command 

The CANCEL command, when used as a Jpb 
Control command or as a SPI command, 
cancels the execution of the current job in 
the partition in which the command is 
given. When given in a single-program 
foreground program, it resets all ~revious 
single-program initiation commands and 
returns control to the Supervisor. 

When used as an ATTN command, it cancels 
the execution of the current program in the 
specified partition. 

CANCEL blank 

Accepted by JC and SPI. 

Accepted by AR. 

BG Indica tes the background job is 
to be canceled. 

Fl Indicates the foreground-one 
job is to be canceled .• 

F2 Indicates the foreground-two 
job is to be canceled. 

I 

If one of these operands is specified .• 
the ATTN routines accept additional 
commands by issuing another read to SYSLOG. 
However., if the operand field is blank, the 
ATTN routines assume the background job is 
to be canceled. " 
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CLOSE -- Close Output Unit 

The CLOSE command is used to close either a 
system or programmer output logical unit 
assigned to a magnetic tape, or a system 
logical ~nit assigned to a 2311 or a 2314. 
The CLOSE statement is used to close either 
a system or programmer logical unit 
assigned to ta~e. It applies only to 
temporarily assigned logical units. The 
logical unit can optionally be reassigned 
to another device, unassigned, or, in the 
case of a magnetic tape file, switched to 
an alternate unit. When SYSxxx is a system 
logical unit (SYSLST, SYSPCH, etc), one of 
the optional parameters must be specified. 
When closing a programmer logical unit 
(SYSOOO-SYSmax), no optional parameter need 
be specified. When none is specified, the 
programmer logical unit is closed and the 
assignment remains unchanged. Closing a 
magnetic tape unit consists of writing a 
tapemark, an EOV trailer record, two 
tapernarks, and rewinding and unloading the 
tape. The trailer record contains no block 
count, and later access by logical IOCS may 
result in a 41310 message, which can be 
ignored. For a complete description of 
opening and closing system input/output 
units, see System I/O Operations. 

CLOSE SYSxxx , UA [l'X'CUU'[,X'SS')!] 

,IGN 
,ALT 

Accepted by JC. 

rl' X' cuu' [, X ' s s' ] lJ 
/ / CLOSE SYSxxx ~ : ~~ ) 

Accepted by JC. 

SYSxxx 

X'cuu' 

For the CLOSE command only: 
For 2311 or 2314: SYSIN, SYSRDR, 
SYSIPT, SYSPCH, or SYSLST 

For both the statement and the 
command: For magnetic 
tape: SYSPCH, SYSLST, SYSOUT, or 
SYSOOO-SYSmax 

Specifies that after the logical 
unit is closed, it will be 
assigned to the channel and unit 
specified. £ is the channel 
number (0-6) and uu is the unit 
number OO-FE (0-254) in 
hex adecimal. In the case 0 f a 
system logical unit, the new unit 
will be opened if it is either a 

X'ss' 

UA 

IGN 

ALT 

disk or a magnetic tape at load 
point. 

Device specification for mode 
settings on 7-track and 9-track 
tape.. The specifications are 
shown in ASSGN -- Assign Logical 
Name. If X'ss' is not specified, 
the mode settings remain 
unchanged. 

Specifies that the logical unit is 
to be closed and unassigned. 

Specifies that the logical unit is 
to be closed and unassigned with 
the ignore option. This operand 
is invalid for SYSRDR, SYSIPT, or 
SYSIN. 

Specifies that the logical unit is 
to be closed and an alternate unit 
is to be opened and us ed.. This 
operand is valid only for system 
output logical units (SYSPCH, 
SYSLST, or SYSOUT) currently 
assigned to a magnetic tape unit. 

DATE Statement 

This statement contains a date that is put 
in the communication region. It is in one 
of the following formats: 

// DATE mm/dd/yy 

// DATE dd/rom/yy 

Accepted by JC. 

mm = Month (01 to 12) 

dd = Day (01 to 31) 

yy = Year (00 to 99) 

When the DATE statement is used, it 
applies only to the current job being 
execut ed. Job Control does not check the 
operand except for a length of eight 
characters. If no DATE statement is used, 
Job Control supp~ies the date given in the 
last SET command. 
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DLAB -- DASD Label Information 

The DASD-Iabel statement or command 
(completed in a continuation statement or 
command) contains file label information 
for DASD-Iabel checking and creation. This 
statement or command must immediately 
follow a volume (VOL) statement or command. 

/ / DLAB 'label fields 1- 3 " C 
xxxx, yyddd , yyddd , , systemcode' [ , type] 

Accepted by JC. 

[//] DLAB 'label fields 1-3' C 
xxxx,yyddd,yyddd, 'systemood~'[,type] 

Accept ed by SF I • 

'label fields 1-3' 

c 

xxxx 

The first three fields of the 
Format 1 DASD file label are 
contained just as they appear in 
the label. This is a 51-byte 
character string, contained within 
apostrophes and followed by a 
comma. The entire 51-byte field 
must be contained in the first of 
the two statements. Column 12 
must contain a continuation 
character. The columns between 
the comma and the continuation 
character must be blank. The 
Format 1 label is shown in 
Appendix A. Fields 1-3 are: 

File Name. 44-byte alphameric 
including file 10 and, if used, 
generation number and ver.sion 
number of generation. 

Format Identifier. i-byte, 
EBCDIC 1. 

File seria I NUlTiber. 6 -byte 
alphameric, must be the same as 
the volume serial number in the 
volume label of the fir.st or only 
pack of the file. 

Continuation punch in column 12. 

Volume sequence Number. This 
4-digi t EBCDIC numbe r is the 
EBCDIC equivalent of the 2-byte 
binary volume sequence number in 
field 4 of the Format 1 label. 
This number must begin in column 
16 of the continuation statement. 
Columns 1-15 are blank. 

yyddd,yyddd 
The File Creation Date, followed 

by the File Expiration Date .• 
These two 5-digit numbers are the 
EBCDIC equivalent of the 3-byte 
discontinuous binary dates in 
fields 5 and 6 of the Format 1 
label. yy is the year (OO-99), 
and ddd is the day of the year 
(OOl-366) • 

, systemcode' 

type 

Sy~tem Code is a 13-character 
string, within apostrophes. For 
an output file, it is written in 
field 8 of the Format 1 label. It 
is ignored when used for an input 
file,. This field is not used by 
the Oisk Operating System label 
processing routines, but is 
essential in order for the files 
to be processable by the Operating 
System. It is recommended that 
this field be left blank.. 

This is a two- or three-character 
field indicating the type of file, 
as follows: 

So for Sequential Disk or for 
DTFPH with MOUNTED=SINGLE 

DA for Direct Access or for 
D~FPH with MOUNTED=ALL 

ISC for Indexed sequential using 
Load Create 

ISE for Indexed Sequential using 
Load Extension, Add, or Retrieve 

If this operand is omitted, SO is 
assumed. 

DLBL -- DASD Label Information 

This command or staterrent replaces t he VOL 
and DLAB command or statement combination 
used in previous versions of the system. 
It contains fil e label inforrna tion for DASD 
label checking and creation. (Programming 
support for the previous VOL, DLAB, and 
XTENT combinations will be continued.) 

// DLBL filename, 
['file-ID'J,[dateJ, [codes] 

Accepted by JC. 

[//] DLBL filename,['file-IO'], 
[dateJ, [codesJ . 

Accepted by S PI • 
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filename 

, file-IO' 

date 

codes 

This can be from one to seven 
alphameric characters, the first 
of which must be alphabetic. This 
filename is identical to the 
symbolic name of the program IYl'F 
that identifies the file. 

The name associated with the file 
on the volume. This can be from 
one to 44 bytes of alphameric 
data, contained within 
apostrophes, including file-ID and 
if used, generation nunber and 
version number of generation. If 
fewer than 44 characters are used, 
the field is left-justified and 
padded with blanks., If this 
operand is omitted, filename is 
used. 

This can be from one to six 
characters indicating either the 
retention period of the file in 
the format d through dddd 
(0-9999), or the absol ute 
expiration date of the file in the 
format yy/ddd (75/032). If 00/000 
is specified, the expir.ation date 
is treated as an omitted operand. 
ddd can also be specified as one 
to three digits. If this operand 
is omitted, a 7 day retention 
period is assumed. If this 
operand is present on an input 
file, it is ignored. 

This is a two- or three-character 
field indicating the type of file 
label, as follows: 

SD foI:' Sequential Disk or for 
DTFPH with MOUNTED=SINGLE 

OA for Direct Access or for DTFPH 
with MOUNTED=ALL 

ISC for Indexed Sequential using 
Load Create 

ISE for Inde xed se que nti a 1 us i ng 
Load Extension, Add, or Retrieve 

If this operand is omitted, SD is 
assumed. 

For output files, the current date is 
used as the creation date and DOS/360 VER 3 
is used as the system code. 

No continuation statements or commands 
are supported for DLBL. 

I 
A comma must be inserted for each 

missing operand if any of the operands 
following filename are used. 

DVCDN -- Device Down 

The DVCDN command informs the system that a 
device is no longer physically available 
for system operations. If a temporary 
assignment was made to the device specified 
in the command, the symbolic unit(s) for 
the device is unassigned when the command 
is accepted. If a standard assignment was 
made to the device, the symbolic unit(s) 
for the device is unassigned as a standard 
device. 

If the unit is a DASD device, attempt to 
close any system I/O units currently 
a ssigned to it. The DVCON command 
unassigns these units without closing them. 
If a DVCDN command is issued with a system 
I/O unit assigned to the DASD device" 
closing the file or reassigning it to a 
DASD dev ice will be impossible,. If an 
alternate assignment was made for the 
device specified, the alternate is removed. 
This command utili zes the logical transient 
area, and blocks out operator communication 
functions until it is completed. 

DVCDN X' cuu' 

Accepted by JC. 

The entry X'cuu' is expressed in 
hexadecimal form, where c is the channel 
number (0-6) and uu is the unit number, 
OO-FE (0-254) in hexadecimal. 

DVCUP -- Device Up: The DVCUP command 
informs the system that a device is 
available for system operations after the 
device has been down. An ASSGN command 
must be used to reassign this device. 

DVCUP X'cuu' 

Accepted by JC. 

The entry X'cuu' is expressed in 
hexadecimal form, where.£ is the channel 
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number (0-6) and uu is the unit number, 
OO-FE (0-254) in hexadecimal. 

EXEC -- Execute Program: The EXEC command 
or statement indicates the end of control 
information for a job step and that 
execution of a program is to start. It 
must be the last command or statement 
processed before a job step is executed. 

The EXEC command specifies the 
single-program foreground program to be 
executed. The program must be cataloged in 
the core image library of the system. The 
EXEC command terminates the single-program 
initiation routines, and causes the 
specified program to be loaded into main 
storage. 

[//] EXEC progname 

Accept ed by SP I. 

// EXEC [progname] 

Accepted by JC. 

progname Represents the name of the 
program ~n the core image library 
to be executed. The program name 
corresponds to the phase name of 
the first (or only) Phase of the 
program in the library. The 
program name can be one to eight 
alphameric characters. 

If the progra-m to be executed has just 
been processed by the Linkage Editor, the 
operand of the EXEC statement is blank. 
(This format is not valid for foreground 
programs. ) 

When control is given to a sin gle 
program or to a fetched phase, general 
register 2 contains the address of the 
uppermost byte of storage available to the 
program. 

EXTENT -- DASD Extent Information: The 
EXTENT corrma.nd or statement defines each 
area, or extent, of a DASD file. One or 
more EXTENT commands or statements must 
follow each DLBL command or statement 
except for single volume input files for 
Sequential Disk on either a 2311 or a 2314, 
for which the DEVADDR parameter has been 
specified in the DTF table. 

This command or statene nt replaces the 
XTENT command or statement used in previous 

versions of the system. (Programming 
support for XTENT continues.) 

[//] EXTENT [symbolic-unit], 
(serial-number], [type], 
[sequence-number], 
[relative-track], 
[number-of-tracks] , 
[s pli t -cy Ii nder-t rack] , 
[B=bins] 

Accepted by SPI. 

/ / EXTENT [symbolic-unit], 
[serial-number], [type], 
[sequence-number]. 
[relative-track], 
[number-of-tracks] , 
[spli t-cylinder-track], 
[B=bins] 

Accepted by JC. 

symbolic unit 
A six-character field indicating 
the symbolic unit (SYSxxx) of the 
volume for which this extent is 
effective. If this operand is 
omitted, the symbolic unit of the 
preceding EXTENT, if any, is used. 
If this operand is omitted on the 
first or only EXTENT command or 
statement, the symbolic unit 
specified in the OTF is 'assumed. 
A symbolic unit included in the 
extent information for SD or DA 
files, however, overrides the 
DTF OEVAOOR=SYS nnn s peci ficat ion. 
(This operand is not required for 
an IJSYSxx filename, where xx is 
IN, PH, IS, LN, RS, SL, or RL, or 
for a file defined with the DTF 
DEVADDR=SYSnnn.) If SYSROR or 
SYSIPT is assigned, this operand 
must be included. 

In multivolume SO and OA files, 
each different symbolic unit must 
be assigned to a separate physical 
device. For OA files, the extent 
statements must be in ascending 
order. 

s erial number 
From one to six characters 
indicating the vol une serial 
number of the volume for which 
this extent is effective,. If 
fewer than six characters are 
used" the field is right-justified 
and padded with zeros. 

If this operand is omitted, the 
volume serial number of the 
preceding EXTENT is used. 
Therefore, when a multivolume file 
is being processed, the volume 
serial number of the first volume 
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type 

is assumed for the entire file, 
unless the user specifies this 
field for the first extent of each 
following volume. If no serial 
number was provided in the EXTENT 
command or statement, the serial 
number is not checked and it is 
the user's responsibility if files 
are destroyed because the wrong 
volume was mounted. 

One character indicating the type 
of the extent, as follows: 

1 - data area (no split cylinder) 

2 - independent overflow area (for 
indexed seque nti al fi Ie) 

4 - index area (for indexed 
sequentia 1 file) 

8 - data area (split cylinder, for 
SD fil es only) 

If this o~raoo is omitted, 
type 1 is assumed. 

sequence number 
One to three characters containing 
a decimal number from 0 to 255 
indicating the sequence number of 
this extent within a multiextent 
file. Extent sequence 0 is used 
for the master iooex of an indexed 
sequential file. If the master 
index is not used, the first 
extent of an indexed sequential 
file has the sequence number 1. 
The extent sequence number for all 
other types of files begins with 
O. If this operand is omitted for 
the first extent of ISFMS files, 
the extent is not accepted,. For 
SD or DA files, this operand is 
not required. 

relative track 
One to five characters indicating 
the sequential number of the 
t·rack, relative to ze~o, where the 
data extent is to begin. If this 
field is omitted on an ISFMS file, 
the extent is not accepted. This 
field is not required fbr so input 
files (the extents from the file 
labels are used). This field must 
be specified for DA input files. 

Formulas for converting actual 
to relative track (RT) and 
relative track to actual for the 
DASO devices follow. 

Actual· to Relative 

2311 

2314 

2321 

10 x cylinder number + 
track number = RT ~ 

20 x cylinder number + 
track number = RT 

1000 x subcell number + 100 
x strip number + 20 x 
cylinder number + track 
number = RT 

Relative to Actual 

2311 

2314 

2321 

Rr = quotient is cylinder, 
10 remainder is track 

RT = quotient is cylinder r, 

20 renainder is track 

..JiL = quotient is subcell, 
1000 remainderl 

remainderl = 
100 

remainder2 = 
20 

quotient is 
strip, 
remainder 2 

quotient is 
cylinder, re
mainder is 
track 

Example: Track 5, cylinder 150 on 4 
a 2311 = 1505 in relative track. ~ 

number of tracks 
One to five characters indicating 
the number of track s to be 
allotted to the file. For SO 
input, this field may be omitted. 
For the indexed sequential file, 
the number of tracks for prime 
data must be a multiple of 10 for 
2311, and 20 for 2314. The number 
of tracks for a split cylinder 
file must be a multiple of the 
number of cylinders specified for 
the file and the number of tracks 
per cylinder specified. 

split cylinder track 
One or two characters, from 0-19, 
indicating the upper track number 
for the split cylinder in SO 
files. 

bins One or two characters identifying 
the 2321 bin for which the extent 
was created, or on which the 
extent is currently located. If 
the field is one character, the 
creating bin is assumed to be 
zero. There is no need to specify 
a creating bin for SD or ISFMS 
files. I f this operand is ~ 
omitted, bin zero is assumed for ~ 
both bins. If the operand is 
included and positional operands 
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are omitted, only one comma is 
required preceding the key-word 
operand. (One comma for each 
omitted positional operand is 
acceptable, but not necessary.) 

HOLD -- Hold Foreground Unit Assignments 

The HOLD command causes all I/O assignments 
for the single program foreground area(s) 
specified to stay in effect from one job to 
the next. 

HOLD {F1 [, F2] } 
F2[ ,F1] 

Accepted by SPI and JC. 

If only one foreground area is 
referenced, it is assumed that the I/O 
assignments for the other are not to be 
held. 

Unless this command is used, all I/O 
assignments are unassigned upon termination 
of a foreground program operating in 
single-program initiation mode. 

Any assignments made in initiating a job 
to run in an area whose assignments are to 
be held, override the previous assignment 
to the logical unit specified. 

If DASD file protection has been 
specified as a supervisor generation 
option, use of the HOLD command may result 
in an expansion of the Job Infonnation 
Block (JIB) table to a point where it is 
impossible to initiate jobs in the 
partitions involved. The DASD file protect 
function uses the JIB table to store 
information concerning the DASD extents 
(used by the OPEN macro) along with other 
information for the job. When the HOLD 
command is used, assignments and JIB 
information are held across jobs. When the 
JIB table becomes loaded with extent 
information, an attempt to initiate 
additional jobs in the partition results in 
the error message indicating that no more 
JIBs are available. It is possible to 
circumvent this situation by limiting or 
avoiding use of.. the HOLD command for DASD 
devices (used by the foreground partitions) 
when the DASD file protect option has been 
specified. 

JOB Stat ement 

This statement indicates the beginning of 
control information for a job. The JOB 
sta tement is in the follCMing format. 

// JOB jobname 

Accepted by JC. 

jobname The name of the job. Must be 
one to eight alphameric 
characters. When a job is 
restarted, the jobname must be 
identical to that used when the 
checkpoint was taken. Any user 
comments can appear on tbe JOB 
statement following the jobname 
(through colUmn 72). If the 
timer feature is present, the 
time of day appears in columns 
73-80 when the JOB statement is 
pri nted on SYSLST. The time of 
day is printed in columns 1-8 on 
the next line of SYSLOG. 

LBLTYF -- Reserve Storage for Label 
Information 

The LBLTYF statement defines the amount of 
main storage to be reserved at link edit 

I time or at execution tin:e (for 
self-relocating programs) for processing of 
tape and nonsequential disk file labels in 
the problem area of main storage. It 
applies to both background and foreground 
programs. It is to be submitted preceding 
the // EXEC LNKEDT statement, with the 
exception of self-relocating programs, for 
which it is instead subrrdtted preceding the 
// EXEC statement for the program. 

The LBLTYP command defines storage to be 
reserved by SPI for self-relocating 
programs. The operator submits the LBLTYP 
command preceding the EXEC command. 

[//] LBLTYP {T.APE[(nn)]} 
NSD(nn) 

Accept ed by S PI. 

// LBLTYF {TAPE[(nn)]} 
NSD(nn) 

Accepted by JC. 

TAPE[(nn)] Used only if tape files 
requiring label information are 
to be processed, and no 
nonsequential DASD files are to 
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NSD(nn) 

be processed. nn is optional, 
and is present only for future 
expansion (it is ignored by Job 
Control) • 

Used if any nonsequential DASD 
files are to be processed 
regardless of other type files 
to be used. nn specifies the 
largest number of extents to be 
used for a single file. 

The amount of storage that must be 
reserved for label information is: 

1 •. For standard tape labels (any number): 
80 bytes. 

2. For sequential DASD and DTFPH 
MOUNTED=SINGLE: 0 bytes. 

3. For DTFIS, DTFDA, and DTFPH 
MOUNTED=ALL: 84 bytes plus 20 bytes 
per extent. 

The area reserved is that required by 
the file with the largest requirement. 
This area is used during OPEN. 

LISTIO -- List I/O Assignment 

The LISTIO command or statement causes 
the system to print a listing of ·1/0 
assignments. The listing appears on a 
SYSLOG (command) or SYSLST (statement). 

LIST 10 

SYS 
PROG 
F1 
F2 
ALL 
SYSxxx 
UNITS 
DOWN 
UA 
X'cuu' 

Accepted by JC. 

LIST 10 1. fll ALL~ 
Accepted by SPI. 

SYS 
PROG 
F1 
F2 

// LISTIO ALL 
SYSxxx 
UNITS 
DOWN 
UA 
X'cuu' 

Accepted by JC. 

SYS Lists the physical units assigned 
to all system logical units. 

PROG 

F1 

F2 

ALL 

SYSxxx 

UNITS 

DOWN 

UA 

X"cuu' 

Lists the physical units assigned 
to all background programmer 
logical units .• 

Lists the physical units assigned 
to all foreground-one logical 
units. 

Lists the physical units assigned 
to all foreground-two logical 
units. 

Lists the physical units assigned 
to all logical units .• 

Lists the physical units assigned 
to the logical unit specified. 
The assignment is given for the 
partition from which the command 
is given,. 

Lists the logical 'uni ts assigned 
to all physical units. 

Lists all physical units specified 
as inoperative. 

Lists all physical units not 
currently assigned to a logical 
unit .• 

Lists the logical units assigned 
to the physical unit specified. 

Physical units are listed with current 
device specification for magnetic tape 
units. Logical units are listed with 
ownership (background, foreground-one., or 
foreground-two), when applicable.. If a 
unit has a standard assignment in one mode 
and a temporary assignment in another mode, 
the CMNT column identifies the type of 
assignment for each indicated mode. An 
example of a listing produced by the LISTIO 
SYS command is shown in Figure 11. All 
channel and unit numbers are represented in 
hexadecimal. 
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r-----------------------------------------, 
BG LISTIO SYS 
BG 
BG 
BG 
BG 
BG 
BG 
BG 
BG 
BG 
BG 
BG 
BG 
BG 
BG 
BG 

I/O UNIT 

SYSRDR 
SYSIPT 
SYSPCH 
SYSLST 
SYSLCX; 
SYSLNK 
SYSRES 
SYSSLB 
SYSRLB 
SYSREC 

***Background*** 

CMNT CHNL 

o 
o 
o 
o 
o 
l 
1 
1 
1 
1 

UNIT 

oc 
OC 
OD 
OE 
1F 
90 
91 
92 
92 
92 

MODE 

---------------------------______________ J 

.Figure 11. Example of LISTIO SYS Output 

LOG -- Log Command 

I The LOG job control command causes the 
system to log, on SYSLOG, columns 1-72 of 
all Job Control commands and statements 
occurring in the batched-job partition in 
which the LOG is issued. When issued as a 
single program initiation command, it 
causes logging of all single program 

I initiation commands. The AR LOG affects 
all the partitions. The LOG function is 
effective until a MOLOG command for the 
partition involved is sensed. 

LOG blank 

Accepted by JC, AR, and SPI. 

The operand field is ignored by the 
system. 

MAP -- Map Main Storage 

The MAP command causes the system to print 
on SYSLOG the areas of main storage 
allocated to programs in a multiprogramming 
environment. It indicates which program(s) 
is being executed and which has access to 
the interval timer. 

MAP blank I 

Accepted by JC, AR, and SPI. 

The map of main storage ~roduced is in 
the follOWing format. 

r-----------------------------------------, 
I SP upper limit I 
I BG size upper limit name I 
I F2 size upper limit name I 
I Fl T size upper limit name I L _________________________________________ J 

Field 1 Field 2 Field 3 Field 4 

The fields indicate the following: 

Field 1 (area identification) 

SP - Supervisor 

BG - Background area 

F2 - Foreground-two area 

F1 - Foreground-one area 

T - Shows which program has interval 
timer support 

Field 2 (si~e of area allocated) 

The number of bytes allocated to the 
area in main storage. The size is 
printed in multiples of 2K, where 2K 
is equal to 2048 bytes. For the 
background area, this represents the 
number of full 2K blocks. For 
example: if the area is 11.2K, the 
map indicates 10K. 

Field 3 (area upper limit of main storage) 

The highest storage address allocated 
to the corresponding area is printed 
in decimal. 

Field 4 (user name) 

BG - Background job name 

F2 - Foreground-two program name 

Fi - Foreground-one program name 

When NO NAME is specified for BG, or 
when the name field is blank for F2 or 
Fi, no active program is being 
executed in the area. However, in any 
batched-job partition NO NAME is 
specified when no job card is entered, 
but the program is active. 
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MSG -- Transfer Control 

The MSG command transfers control to a 
single foreground program operator 
communications routine previously activated 
by a STXIT instruction. 

l~SG {;~} 

Accepted by AR and SPI. 

F1 Us ed to request a foreground-one 
program STXIT routine. 

F2 Used to request a foreground-two 
program STXIT routine. 

If the specified program has established 
no operator communication linkage, a 
message is printed on the printer-keyboard 
informing the operator of this condition. 

MTC -- Magnetic Tape Control 

The MTC command or statement controls IBM 
2400 series magnetic tape operations-. The 
first operand speci fies the operation to be 
performed. . 

MTC opcode, {XI c uu· }[, nn] 
SYSxxx 

Accepted by JC. 

// MTC opcode,SYSxxx[,nnl 

Accepted by JC. 

The first operand can be: 

r------T------------------------------, 
I Opcodel Meaning I 
~------+-------------------~---------~ 

BSF I Backspace one file so tape is 
Ipositioned for reading the 
Itapemark preceding the file 
I backspaced. 

BSR I Backspace record. 
ERG IErase gap (write blank tape). 
FSF IThe tape is positioned beyond 

I the tapemark following the 
Ifile spaced over. 

FSR I Forward space record. 
RUN IRewind and unload tape. 
REW I Rewind tape. 
WTM I Write tapemark. ______ L ______ -----__________________ _ 

I The second operand, SYSxxx, represents 
any assigned logical unit. 

X'cuu' is the channel and unit in 
hexadecimal where c is the channel number 
(0-6) and uu is the unit number, OO-FE 
(0-254). -

The optional third entry, nn, is a 
decimal number (01-99) representing the 
number of times the specified operation is 
to be perf armed. 

NOLOG -- Suppress Logging 

The NOLOG command terminates the listing, 
on SYSLOG, of Job Control commands and 

I statements (except JOB, PAUSE, STOP, AILOC, 
MAP, HOLD, RELSE, UN~, DVCDN, DVCUP, *, and 
/&) that occur in the batched-job partition 
in which the NOLOG is issued. When issued 
as a single program initiation command, it 
terminates logging of single program 
initiation commands. The NOLOG function is 
effective until a LOG command for the 
partition involved is sensed. 

NOLOG blank 

Accepted by JC, AR, and SPI. 

The operand field is ignored by the 
system. 

OPTION St atement 

This statement specifies one or more of the 
Job Control options. The format of the 
OPTION statement is: 

// OPTION option1 [;,option2, ••• 1 

Accepted by JC. 

The options that can appear in the 
operand field follow.. Selected options can 
be in any order. Options are reset to the 
standards established at system generation 
time upon encountering a JOE or a / & 
statement. 

LOG Causes the listing of columns 1-80 
of all control statements on 
SYSLST. Control statements are 
not listed ~ntil a LOG option is 
encountered. . Once a LOG option 
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NOLOG 

I DUMP 

NO DUMP 

LINK 

NOLINK 

DECK 

NODECK 

LIST 

NOLIST 

LISTX 

statement is read, logging 
continues from job-step to 
job-step until a NOLOG option is 
encountered or until either the 
JOB or /& control statement is 
encountered. 

Suppresses the listing of all 
control statements on SYSLST until 
a LOG option is encountered. 

Causes a dump of the registers and 
main storage to be output on 
SYSLST, if assigned, in the case 
of an abnorna I program end (such 
as program check). 

Suppresses the DUMP option. 

Indicates that the object module 
is to be linkage-edited. When the 
LINK option is used, the output of 
the language translators is 
writt en on SYSLNK. The LINK 
option must always precede an 
EXEC LNKEDT statement in the input 
stream. (CATAL also causes the 
LINK option to be set.) LINK is 
not accepted by JOB Control 
operating in a foreground 
partition. 

Suppresses the LINK option. The 
language translators can also 
suppress the LINK option if the 
problem program contains an error 
that would preclude the successful 
execution of the problem program. 

Causes language translators to 
output object modules on SYSPCH. 
If LINK is specified, the DECK 
option is ignored, except by the 
PL/I (D) compiler, the FORTRAN IV 
compiler, the Assembler variant 
requiring 14K bytes of main 
storage, and the F Assembler. 

Suppresses the DECK opti on. 

Causes language translators to 
write the source module listing on 
SYSLST •. Also, causes the 
Assembler to write the hexadecimal 
object module listing and causes 
the Assembler and FORTRAN to write 
a summary of all errors in the 
source program. All are written 
on SYSLST. 

Suppresses the LIST option. 

Causes the COBOL compiler to 
output a PROCEDURE DIVISION MAP on 
SYSLST. Causes the PL/I (D) 
compiler to output the object 
module on SYSLST. 

NOLISTX Suppresses the LISTX option. 

SYM Causes the Assembler to output the 
symbol table on SYSPCH, the 

NOSYM 

XREF 

NOXREF 

I ERRS 

NOERRS 

CATAL 

STDLABEL 

PL/I (D) compiler to output the 
symbol table on SYSLST, the COBOL 
com~iler to output a DATA DIVISICN 
map on SYSIST. 

Suppresses the SYM option. 

Causes the Assembler to write the 
symbolic cross-reference list on 
SYSLST. 

suppresses the XREF option. 

Causes the FORTRAN, COBOL, and 
PL/I (D) compilers to summarize 
all errors in the source program 
on SYSLST. 

Suppresses the ERRS option. 

Causes the cataloging of a phase 
or program in the core image 
library at the com~letion of a 
Linkage Editor run. CATAL also 
causes the LINK o~tion to be set. 
CATAL is not accepted by Job 
Control operating in a batched-job 
foreground environment. 

Causes all DASD or tape labels 
submitted after this pOint to be 
written at the beginning of the 
standard label track. Reset to 
USRLABEL option at end-of-job or 
end-of-job step. All file 
definition statements submitted 
after this option are available to 
any program in any area until 
another set of standard file 
definition statements is 
submi tted. STDLABEL is not 
accepted by Job Control operating 
in a batched-job foreground 
environment. All file definition 
statements following OPTION 
STDLABEL are included in the 
standard file definition set until 
one of the following occurs: 

1. End-of-job step. 
2. End-of-job. 
3. OPTION USRLABEL is specified .• 
4. OPTION PARSTD is specified. 

OPTION STDLABEL followed by a /& 
clears the standard label track. 

USRLABEL Causes all DASD or tape labels 
suJ::mitted after this pOint to be 
written at the beginning of the 
user label track. 

PARSTD Cause~ all DASD or tape labels 
submitted after this point to be 
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48C 

WI:" i tten a t the begi nni ng of the 
parti tion standard label track. 
Reset to USRLABEL option at 
end-of-job or end of job step. 
All file definition statements 
submitted after this option are 
available to any program in the 
current partition until another 
set of partition standard file 
def ini tion state Ire nts is 
submitted. All file definition 
statements submitted after OPTION 
PARSTD are included in the 
standard file definition set until 
one of the following occurs: 

1. End-of-job step. 
2. End-of-job. 
3. OPTION USRLABEL is specified. 
4. OPTION STDLABEL is specified. 

OPTION PARSTD followed by a /& 
clears the partition standard 
label track. 

For a given filename, the sequence 
of search for label information 
during an OPEN is the USRLABEL 
area, followed by the PARSTD area, 
followed by the STDLABEL area. 

Specifies the 48-character set on 
SYSIPT (for PL/I (D». 

Specifies the 60-character set on 
SYSIPT (for PL/I (D». 

The options specified in the OPTION 
statement remain in effect until a contrary 
option is encountered or until a JOB 
control statement is read. In the latter 
case, the options are reset to the standard 
that was established when the system was 
originally generated. 

Any assignment for SYSLNK after the 
occurrence of the OPTION statement cancels 
the LINK and CATAL options. These two 
options are also canceled after each 
occurrence of an EXEC statement with a 
blank operand. 

Note: The LOG and NOLOG control 
statements defined for Basic 
Programming Support and the Basic 
Operating System are recognized by Job 
Control as equivalent to the LOG and 
NOLOG options. 

The PAUSE Job Control command causes a 
pause at the end of the current job step. 
The PAUSE Job Control statement causes a 
pause immediately after processing this 
statement. At the time, the 
printer-keyboard is unlocked for message 
i~ut. The end-of-communication indication 
( ®) causes processing to continue. The 
PAUSE statement or command is always 
printed on SYSLOG. If no 1052 is 
available, the PAUSE statement or command 
is ignored. 

The PAUSE SPI command causes Job Control 
processing to pause at the end of the 
current batched-job job step or at the end 
of the current batched-job job. 

// PAUSE [any user comment] 

Accepted by JC. 

PAUSE [any user comment] 

Accepted by JC and SPI. 

The PAUSE A~TN corrmand normally causes 
Job Control processing to pause at the end 
of the current job step in the partition 
specified. Use of the optional operand 
causes Job Control processing to pause at 
end-of-job in the partition specified,. 

PAUSE un!. EOJl 

Accepted by AR. 

If the first operand is omitted, BG is 
assumed. The EOJ operand must be preceded 
by a BG, Fl, or F2 operand. 

READ -- Specify Reader 

The READ command specifies a card reader 
from which further single-program 
initiation commands are to be read. The 
device specified must not be assigned to 
any other program. 

READ X'cuu' 

Accepted by SPI. 
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The entry x'cuu' is expressed in 
hexadecimal form, where c is the channel 
number (0-6) and uu is the unit number, 
OO-FE (0-254) in hexadecimal. 

RELSE -- Release Foreground Unit 
Assignments at EOJ 

The RELSE command causes all I/O 
assignments for the single-program 
foreground area(s) specified to be set to 
unassigned at the end of any job that is 
initiated for that area. 

RELSE {F1l, F2]} 
F2 l ,F1] 

Accepted by JC and SPI. 

If only one foreground area is 
referenced, the I/O assignments for the 
other are unaffected. 

RELSE command terminates a previous 
HOLD. Subsequent assignments are not held. 

To immediately unassign a foreground 
area currently inactive, both the RELSE and 
UNA commands must be used. 

RESET -- Reset I/O Assignments 

The RESET command or statement resets 
certain I/O assignments to the standard 
assignments in partition in which 

I submitted. The standard assignments are 
those specified when the system is 
generated, plus any modifications made by 
the operator via an ASSGN command without 
the TEMP option. 

When the physical device affected by 
RESET is a magnetic tape drive, the current 
mode set in the PUB table is set to the 
standard mode set for the device. The 
standard mode set is established at IPL 
time and is modified by a permanent ASSGN 
with an X'ss' parameter. 

RESET PROG 
{

SYS 1 
ALL 
SYSxxx 

Accepted by JC. 

/ / RESET PROG 
{

SYS 1 
ALL 
SYSxxx 

Accepted by JC. 

SYS 

PROG 

ALL 

SYSxxx 

-Resets all system logical units to 
their standard assignments. 

Resets all programmer logical 
units to their standard 
assignments. 

Resets all logical units to their 
standard assignments. 

Resets the logical unit specified 
to its standard assignment. SYSIN 
or SYSOUT cannot be specified. 

ROD -- Record on Demand 

The ROD command updates all SDR counters 
for all nonteleprocessing devices on the 
recorder file on SYSREC from the SDR 
counters in main storage. The command must 
not be issued until all partitions in an 
MPS environment have completed. The ROD 
command has no operand. 

ROD blank 

Accepted by JC. 

RSTRT -- Restart Checkpointed Program 

A restart facility is available for 
checkpointed programs. A programmer can 
use the CHKPT macro instruction in his 
program to cause checkpoint records to be 
written. The maximum checkpoint that can 
be taken is decimal 9999. This allows 
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enough information to be stored so that 
program execution can be restarted at a 
specified point. The checkpointed 
information includes the registers, 
tape-positioning information, a dump of 
main storage, and a restart address. 

The restart facility allows the 
pzogrammer to continue execution of an 
interrupted job at a point other than the 
beginning. The procedure is to submit a 
group of job control statements including 
restart (RSTRT) statement. 

// RSTRT SYSxxx,nnnn[ ,filename] 

Accepted by JC. 

SYSxxx symbolic unit name of the device 
on which the checkpoint records 
are stored. This unit must have 
been previously assigned. 

nnnn Identification of the checkpoint 
record to be used for restarting. 
This serial numher is four 
characters., It corresponds to the 
checkpoint identification used 
when the checkpoint was taken. 
The serial number is supplied by 
the checkpoint routine. 

filename Symbolic name of the 2311 or 2314 
disk checkpoint file to be used 
for restarting. It must be 
identical to the filename of the 
DTFPH to describe the disk 
checkpoint file and the fifth 
parameter of the CHKPT macro 
instruction. This operand applies 
only when specifying a 2311 or 
2314 disk as the checkpoint file. 

See the Supervisor and I/O Macros 
publication listed in the Preface for 
further details on the CHKPT macro 
instruction. 

When a checkpoint is taken, the 
completed checkpoint is noted on SYSLOG. 
Restarting can be done from any checkpoint 
record, not just the last. The jobname 
specified in the JOB statement must be 
identical to the jobname used when the 
checkpoint was taken. The proper I/O 
device assignments must precede the RSTRT 
control statement. 

Assignment of input/output devices to 
symbolic unit names may vary from the 
initial assignment. Assignments are made 
for restarting jobs in the same manner as 
assignments are made for normal jobs. 

SET -- set Value 

The SET command initializes the date, 
clock, UPSI configuration, specifies the 
number of lines to be printed on SYSLST, 
specifies the remaining disk capacity when 
SYSLST or SYSPCH is assigned to disk, and 
defines to the system the status of the 
recorder file on S1SREC used by the I/O 
error logging (OBR/SDR) and machine check 
recording and recovery (MCRR) features. 
The SET card should precede the JOB card in 
job control sequence. 

SET [DATE=nl] [,CLOCK=n21 [,UPSI=n31 
[, LINECI'=n4 1 [,RCLST=nS] [,RCPCH=n6] 
[,RF=n71 

Accepted by JC. 

DATE=nl sets the system date permanently 
to the specified value. The 
system date in the communications 
region of each partition is reset 
to reflect the new value. This 
subsequently resets the JOB date 
whe n a new job is run. nl has one 
of the following formats: 

mm/dd/yy 
dd/min/yy 

~ specifies the month; dd 
specifies the day; yy specifies 
the year,. The format to be used 
is the format that was selected 
when the system was generated. 

CLOCK=n2 Sets the system clock to the 
specified value. n2 has the 
following format: 

hh/min/ss 

hh specifies hours (00-23); 
~ specifies minutes (00-59); 
~ specifies seconds (00-59). 

UPSI=n3 Sets the bit configuration of the 
UPSI byte in the communications 
region. n3 consists of one to 
eight digits, either 0, 1, or X. 
Positions containing 0 are set to 
0; positions containing 1 are set 
to 1; positions containing X are 
unchanged. Unspecified rightmost 
positions are assumed to be X. 

LINECT=n4 
Sets the standard number of lines 
to be printed on each page of 
SYSLST. n4 is an integer between 
30 and 99. 

RCLST=nS nS is a decimal number indicating 
the mi Dimum numbe r of records 
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rema1n1ng to be written on SYSLST 
when assigned to disk before a 
warning is issued to the operator 
that the capacity of the extent is 
near. It may be any decimal 
number from 100 through 65535. 

Note: This warning is given only 
betWeen jobs, and if the extent 
limits are to be exceeded before 
the next end-of-job step, this 
next job is terminated. 

If no value is given, the system 
sets RCLST equal to the value 
specified in the SYSFIL parameter 
when the system was generated. If 
no value was specified, the system 
sets RCLST equal to 1000. 

RCPCH=n6 n6 is a decimal number indicating 
the minimum number of records 
remaining to be written on SYSPCH 
when assigned to disk before a 
warning is issued to the operator 
that the capacity of the extent is 
riear. It may be any decimal 
number from 100 through 65535. 

Note: This warning is given only 
betWeen jobs, am if "the extent 
limits are to be exceeded before 
the next end-of-job step, this 
next job is terminated. 

If no value is given, the system 
sets RCPCB equal to the value 
specified in the SYSFIL parameter 
when the system was generated. If 
no value was specified, the system 
sets RCPCH equal to 1000. 

CREATE 
I 
RF={~~S } 

Defines to the system the status 
of the recorder file (IJSYSRC) on 
SYSREC used by the I/O error 
logging (OBR/SDR) and machine 
check recording and reeovery 
(MCRR) features. 

YES Indicates that an active 
recorder file exists on 
the system and can be 
opened as an input file. 
The open takes place when 
the first JOB card is 
encountered. 

NO indicates that no 
recording is to be done on 
the recorder file.. OBR, 
SDR and MCRR features are 
suppressed, and the system 
enters the wait state with 
a unique message code (OS) 
in bytes 0 and 1 of main 

storage when a machine 
check occurs. 

CREATE Instructs the system to 
create a recorder file 
when the first JOB card is 
encountered. 

START -- Start Background or Foreground 
Processing 

The START command can be used to initiate a 
single-program foreground ~rogram or to 
resume batched-job processing in any 
partition. 

STARr {~} 
Accepted by AR. 

BG Causes Job Control to read the 
n"ext control statement from 
SYSLOG. The START BG command is 
effective only if a STOP command 
was issued previously .• 

Fl or F2 Specifies either that a single 
foreground program is to be 
initiated in the partition, or 
that a batched-job foreground 
program that has been stopped by a 
STOP command is to be restarted. 

In the first instance., the single 
program initiation routines are 
given control. Commands that may 
be issued following the START 
command are indicated in the 
section Single Program Initiation. 
If the specified foreground area 
is either being used by a program 
or has no area allocated to it, a 
message is printed on the 
printer-keyboard informing the 
operator of the condition. 

STOP -- Stop Batched-Job Processing 

The STOP command can be used in a 
multiprogramming environnent to indicate 
that there are no more batched jobs to be 

Job Control 63 



executed in the partition in which the 
command is given. 

STOP blank 

A-ccepted by JC. 

This command removes the batched job 
from the system' s ta sk se lecti on mechanism. 
Job Control remains in the partition and is 
available without reinitialization. If no 
program is being executed in another 
partition, the system is placed in the wait 
state. Either the START or the BATCH 
commands may be used to resume processing 
in the specified partition. 

Note: In a multiprogramming environment 
it may be advisable to use a STOP 
command instead of a PAUSE command. The 
PA-USE command issues a read to SYSLOG, 
tying up the 1052 until the operator 
responds. 

TIMER -- Interval Timer 

The TIMER command gives interval timer 
support to the partition specified. 

A-ccepted by AR and SPI. 

If interval timer support is already 
allocated to the partition specified, the 
command is ignored. (This may be as a 
result of the timer option specified when 
the system was generated, or a previous 
TIMER comma.nd.) If the interval timer was 
allocated to a different program and that 
program has an existing STXIT or SETIME 
linkage established, a message is printed 
on the printer-keyboard. If the command is 
accepted, the timer is set to the maximum 
interval. A subsequent STXIT or SETIME 
instruction issued by the program 
previously having access to the timer 
causes the cancelation of that program. 
Once established, timer support remains 
with an area from program to program until 
changed by a TIMER command. 

TLBL -- Tape Label Information 

This command or statement replaces the VOL 
and TPLAB command or statement combination 
used in previous versions of the system. 
It contains file label infcrmation for tape 
label checking and writing. (Programming 
support for the previous VOL and TPLAB 
combinations continues.) The TLBL command 
or statement may be used with both EBCDIC 
and ASCII files. For ASCII file 
processing, the fourth and fifth operands 
are called set identifier and file section 
number, respectively. 

// TLBL filename,['file-ID'],[date], 

[{
file-serial-number (Note 1)}] 
set-identifier (Note 2) 

(Note 1) \ t [lvolume-sequence-number ] 

file-section-number (Note 2)\ ' 
[~ile-sequence-number], 
[generation-number], 
[version-number] 

Accepted by JC. 

[//] TLBL filename,['file-ID'],[dateJ, 

[{
file-serial-number (Note 1)}] , 
set-identifier (Note 2) 

[lVOI urne- sequence-n umber I] 
(Note 1) , 

file-section-number (Note 2) 
[file-sequence-numberJ, 
[generation-number], 
[version-number] 

Accepted by SPI. 

Note 1: 
Note 2: 

filename 

'file-ID' 

date 

For EBCDIC files. 
For ASCII files. 

This can be from one to seven 
alphameric characters, the first 
of which must be alphabetic.. This 
filename is identical to the 
symbolic name of the program DTF 
that identifies the file. 

One to 17 alphameric characters, 
contained within a~ostropes, 
indicating the name associated 
wi th the fi Ie on the volume. This 
operand may contain embedded 
blanks. On output files, if this 
operand is omitted, "filename" is 
used. On input files, if the 
operand is omitted, no checking 
will be done. 

Four to six numeric characters, in 
the format yy/ddd (75/032), 
indicating the expiration date of 
the file for output, or the 
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creation date for input. (The day 
of the year may have from one to 
three characters.) For output 
files, a one- to four-character 
retention period (d through dddd, 
0-9999) may be specified. If this 
operand is omitted, a 0 day 
retention period is assumed for 
output files. For input files, no 
checking is done if this operand 
is omitted or if a retention 
period is specified. For output 
files, the current date is used as 
the creation date. 

file serial number or set identifier 
One to six alphameric characters 
indicating the volume serial 
number of the first (or only) reel 
of the file. All six characters 
must be specified for ASCII files. 
For EBCDIC files, if fewer than 
six characters are specified, the 
field is right justified and 
padded with zeros. If this 
operand is omitted on output, the 
volume serial number of the first 
(or only) reel of the file is 
used. If the operand is omitted 
on input, no checkiDJ is done. 

volume sequence number or 
file section number 

One to four numeric characters in 
ascending order for each volume of 
a multiple volume file. This 
number is incremented 
automatically by OPEN/CLOSE 
routines as required. If this 
operand is omitted on output, 
BCD 0001 is used. If omitted on 
input, no checkiDJ is done. 

file sequence number 
One to four numeric characters in 
ascending order for each file of a 
IIIlltiple file volume. This number 
is incremented automatically by 
OPEN/CLOSE routines as required. 
If omitted on output, BCD 0001 is 
used. If omitted on input, no 
checking is done. 

generation number 
One to four numeric characters 
that modify the file ID. If 
omitted on output, BCD 0001 is 
used. If omitted on input, no 
checking is done. 

version number 
One or two numeric characters that 
modify the generation number. If 
omitted on output, BCD 01 is used 
for EBCDIC files, and BCD 00 for 
ASCII files. If omitted on input, 
no checking is done. 

Additional fields of the standard tape 
file label are filled with default options 
for output files, with DOS/TOS/360~ used 
as the system code. 

TPLAB Tape Label Information 

I This command or statement, which can be 
used for both EBCDIC and ASCII files, 
contains file label information for tape 
label checking and writiDJ. It must 
immediately follow a volume (VOL) command 
or statement. The TPLAB command or 
statement contains an image of a portion of 
the standard tape file label. The format 
and content of this label are presented in 
Appendix B. Label fields 3-10 are always 
included just as they appear in the label. 
These are the only fields used for label 
checking. The additional fields (11-13) 
can be included, if desired. If specified 
for an output file, they are written in the 
corresponding fields of the output label. 
They are ignored when used for an input 
file. These fields are never used by the 
IBM System/360 Disk Operating System 
label-processing routines. 

/ / TPLAB {'label fields 3-10'} 
'label fields 3-13' 

Accepted by JC. 

[//] TPLAB {'label fields 3-10") 
'label fields 3-13' f 

Accepted by SPI. 

'label fields 3-10' 
This is a 49-byte character 
string, included within 
apostrophes (8-5 ~unch), identical 
to positions 5-53 of the tape file 
label. These fields can be 
included in one line. 

'label fields 3-13' 
This is a 69-byte character 
string, included within 
apostrophes (8-5 ~unch), identical 
to positions 5-73 of the tape file 
label. These fields are too long 
to be included on a single line,. 
The charqcter string must extend 
.into column 71, a continuation 
character (any character) is 
present in column 72, and the 
character string is completed on 
the next line.. The continuation 
line starts in column 16. 
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UCS -- Load Universal Character Set Buffer 

The UCS command causes the 240-character 
Universal Character set contained in the 
core image library phase specified by 
phasename to be loaded as buffer storage in 
the IBM 2821 Control Unit. The 240 EBCDIC 
characters correspond to the 240 print 
positions on 140'3 chains am trains. A 
character sent to the printer for printing 
is matched against the characters in the 
UCS buffer. When a match occurs, the 
corresponding chain/train character is 
printed in the print-line position that the 
output character occupied. Thus, the user, 
through the UCS buffer and the many 
chains/trains available, can adapt his 1403 
Printer to many variable printing 
applications. 

The logical unit must be assigned to an 
IBM 1403 Printer with the UCS feature. It 
is the user's responsibility to assemble, 
linkage edit, and catalog his UCS buffer 
phases into the core image library, and to 
mount the new chain or train before the UCS 
command is executed. The UCS command is 
not logged on SYSLST. (For more 
information on the UCS command, see the DOS 
User's Guide: Control Statement Techniques 
publication listed in the Preface.) 

UCS SYSxxx,phasename [,FOLD] [,BLOCK] 
[, NULMSG] 

Accepted by JC and SPI. 

SYSxxx 

phasename 

FOLD 

BLOCK 

NULMSG 

The name of the logical unit 
assigned to a 1403 UCS printer to 
be loaded. 

The symbolic name of the core 
image library phase, containing the 
240 EBCDIC characters to be 
loaded, followed by an 
80-character verification message. 
Each phase may have any valid 
phasename. 

Signifies that the buffer is to be 
loaded with the f oldi nq operation 
code in the CCW to permit printing 
either uppercase or lowercase bit 
configurations. 

Signifies that the 2821 latch is 
to be set to inhibit data checks 
generated by the 1403 UCS printer 
because of print line character 
mismatches with the UCS buffer. 

Signifies that the 80-character 
verification message is not to be 
printed on the 1403 after the 
buffer is loaded. If this 

parameter is not specified after 
the UCS buffer has been loaded, 
the program skips to channell, 
issues a print of the last 80 
characters in the phase specified 
by the first parameter, and again 
skips to channell. This is to 
identifY the phase, if the 
phasename is incorI;:orated in the 
verification message. If the 
user's chain/train can be 
identified by a unique character, 
this message can also be used to 
verify that the mounted chain or 
train is compatible with the UCS 
buffer contents, by including this 
unique character in the 
verification message. 

The UCS phase format is: 

r--------------T----------------, 
I 240-character 180-character I 
IUCS buffer loadlverification I 
I I message I L _______________ L _______________ -J 

UNA -- Immediately Unassign Foreground Unit 
Assignments Command 

The UNA command immediately causes all I/O 
assignments for the single program 
foreground area(s) specified to be set to 
una ssigned. 

UNA {Fl[,F2]} 
F2 [ ,F1] 

Accepted by JC and SPI. 

The foreground area specified must be 
currently inactive. This command is used 
to free physical units currently ass igned 
to a foreground area under the HOLD 
comma nd. A pre vi ous HOLD f or the area 
remains in effect, and any future 
assignments in the area are held. To 
immediately unassign logical units in the 
area and prevent future assignments from 
being held, both the UNA and RELSE commands 
must be used. 

UNBATCH -- Terminate Batched-Job Processing 

The UNBATCH command causes batched-job 
foreground processing to be terminated and 
the partition to be released. UNBATCH is 
accepted only when no job is in process in 
the partition and only from SYSLOG. The 
operator can gain command of the 1052 
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printer-keyboard following a PAUSE or STOP 
command or a PAUSE statement. All tape or 
disk system I/O files must have been 
closed. Following the UNBATCH command, the 
attention routine accepts BATCH or START 
commands for the affected partition. 
UNBATCH permits storage allocation for the 
partition to be reduced, and also performs 
the functions that are automatically 
provided when a program called by the 
single program initiator goes to 
end-of-job. This commarrl is valid only for 
foreground partitions, and when the BJF 
option is specified. 

UNBATCH blank 

Accepted by JC. 

UPSI -- Set User Program Switch Indicators 

This statement allows the user to set 
program switches that can be tested much 
the same as sense switches or lights used 
on other machines. The UP SI statemen t ha s 
the following format. 

/ / UPS I nnnnnnnn 

Accepted by JC. 

The operand consists of one to eight 
characters of 0, 1, or X. Positions 
containing 0 are set to o. Positions 
containing 1 are set to 1. Positions 
containing X are unchanged. Unspecified 
rightmost positions are assumed to be X. 

Job Control clears the UPSI byte to 
zeros before reading control statements for 
each job. When Job Control reads the UPSI 
statement, it sets or ignores the bits of 
the UPSI byte in the communication region. 
Left to right in the UPSI statement, the 
digits correspond to bits 0 through 7 in 
the UPS I byte. Any combi nati on of the 
eight bits can be tested by problem 
programs at execution time. 

VOL -- Volume Information 

The VOL command or statement is used when 
standard labels for a DASD or tape file are 
checked unless the DLBL or TLBL commands or 
statements are used. A VOL command or 
statement must be used for each file on a 
multifile volume (when the DLAB or TPLAB 
commands or statements are used). The VOL, 
TPLAB or VOL, DLAB, XTENT commands or 
statements must appear in that order and 

must immediately precede the EXEC command 
or statement to which they apply .• 

// VOL SYSXxx,filename 

Accepted by JC. 

[//] VOL SYSxxx,filename 

Accepted by SPI. 

SYSxxx 

filename 

Symbolic unit name (present for 
compatibility with the Tape 
Operating System). The symbolic 
unit name is taken from the XTENT 
command or statement. 

This can be from one to seven 
alphameric characters, the first 
of which must be alphabetic. This 
filename is identical to the 
symbolic name of the program DTF 
that identifies the file. 

XTENT -- DASD Extent Information 

The XTENT command or statement defines each 
area, or extent, of a DASD file. One or 
more XTENT commands or statements must 
fOllow each DLAE coron-and or statement .• 

// XTENT type,sequence,lower,upper, 
'serial no.',SYSxxx[,B2] 

Accepted by JC. 

[//] XTENT type,sequence,lower,upper, 
.1 serial no.', SYSxxx[ ,B 2] 

Accepted by SPI. 

type Extent Type. 1 or 3 columns, 
containing: 

1 = data area (no split 
cylinder) 

2 = overflow area (for indexed 
sequential file) 

4 = index area (for indexed 
sequential file) 

128 data area (split cylinder). 
If type 128 is specified, 
the lower head is assumed to 
be H~H2H2 in lower, and the 
upper head H~H2H2 in upper. 
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sequence 

lower 

upper 

Extent seguence Number. 1-3 
columns, containing a decimal 
number from 0 to 255, indicating 
the sequence number of this extent 
within a multiextent file. Extent 
sequence 0 is used for the master 
index of an indexed sequential 
file. If the master index is not 
used, the first extent of an 
indexed sequential file has 
sequence number 1. The extent 
sequence for all other types of 
files begins with O. 

Lower Limit of Extent. 9 columns, 
containing the lowest address of 
the extent in the form 
B1C1C1C2C2C2H1H2H21 where: 

ini tia lly assig ned cell 
number. 

o for 2311 and 2314 
o to 9 for 2321 

Subcell number. 

00 for 2311 and 2314 
00 to 19 for 2321 

000 to 199 for 
2311 and 2314 

strip number: 

000 to 009 for 
2321 

H1 = head block position. 

o for 2311 and 2314 
o to 4 for 2321 

00 to 09 for 2311 
00 to 19 for 2321 or 2314 

Although a part of the address 
(such as B1 or C2 C2 C2 ) can be 
zero, a lower exte nt of a 11 zeros 
is invalid. 

Note: The last 4 strips of 
subcell 19 are reserved for 
alternate tracks for 2321. 

Upper Limit of Extent. 9 columns 
containing the highest address of 
the extent" in the same form as 
the lower limit. 

'serial no.' 
Volume Serial Number. This is a 
6-byte alphameric character 
string, contained within 
apostrophes. The number is the 
same as in the volume label 
(volume serial number) and the 
Format 1 label (file serial 
number) • 

SYSxxx This is the symbolic address of 
the DMJD drive. 

B2 Currently assigned cell number. 

o for 2311 and 2314 
0-9 for 2321 

This field is optional. If 
missing, Job Control assigns 
B2 =B1 • 

@ -- End-of-Communication 

The end-of-communication command must be 
issued whenever the operator is finished 
communicating with the system. It causes 
the communication routine to return control 
to the mainline job. 

Note: CANCEL (without an operand) , 
BATCH, and S~RT corrmands automatically 
terminate ATTN communication. 

When single program initiation commands 
are entering through a card reader as the 
result of a READ command, and an invalid 
command is encountered, an error message 
prints on the printer-keyboard. Further 
single program initiation commands can then 
be read from the printer-keyboard. The 
end-of-communication command causes input 
reading to switch back to the device 
specified in the READ command. 

® blank 

Accepted by JC, AR, and SPI. 

(i) is the end-of-block character, 
alter code 5. 
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/* -- End of Data File 

This statement must be the last statement 
of each input data file on SYSRDR and 
SYSIPT. 

/* ignored 

Accepted by JC. 

Columns 1 and 2 contain a slash (/) and 
an asterisk (*). Column 3 must be blank. 
/* causes the channel scheduler to post the 
end-of-file indicator in the user's CCB. 
Logical IOCS also recognizes /* when a card 
reader is assigned to the symbolic units 
SYSOOO-SYSmax. 

/& -- End of Job 

'fhis statement must be the last statement 
of each job. 

1& ignored 

Accepted by JC. 

Columns 1 and 2 contain a slash and an 
ampersand (12-punch). Column 3 must be 
blank. Upon occurrence of /&, the channel 
scheduler posts an end-of-file indicator in 
the user's CCB. If the user attempts to 
read past the 1& on SYSRDR or SYSIPT, the 
job is terminated. Any comments can begin 
in column 14 and are printed at end-of-job. 

The end-of-job statement is printed on 
SYSLOG and SYSLST in the following format: 

Columns 1-3 contain EOJ, columns 5-12 the 
job name, columns 14-72 blanks or any user 
comments. If the timer feature is present, 
print positions 73-98 of SYSLST contain the 
time of day and the job duration in the 
following format: 

hh.mm.ss,DURATION hh.mm.ss 

It is printed in the same format, 
occupying 26 positions, on the line 
following the end-of-job statement on 
SYSLOG. 

End-of-job information is not printed on 
SYSLST if II OPTION NOLOG has been 
specified. (The NOLOG statement itself is 
logged on SYSLST). 

* -- Comne nts 

This statement can be used as a Job Control 
comments statement. 

* any user comments 

Accepted by JC. 

Column 1 contains an asterisk •. Column 2 
is blank. The remainder of the statement 
(through column 72) contains any user 
comments. The content of the comment 
statement is printed on SYSLOG. If 
followed by a PAUSE statement., the 
statement can be used to request operator 
action. 
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r--------------------r--------T------------------, 
I I I Accepted by I 
I Type of Command I Nane .-----T------T-----~ 
lor Statement I I JC I SPI I AR I 
~--------------------+--------+-----+------+-----~ 
,Job Identification I JOB I X, I , 
, I / & 'X I NS, , 
~--------------------+--------+-----+------+-----~ 
,File Definition I DLAB 'X , X I , 
, I DLBL I X , X I I 
I I EXTENT I X I X I I 
I I TLBL 'X , X I I 
I I T PLAB I X I X, , 
, I VOL I X I X I I 
I I XTENT I X I X I I 
I I /* I X I NS I I 
~--------------------+--------+-----+---~---+-----~ 
I Pass Information I * 'X I I I 
I to Op era tor I I I I I 
~-------------------+--------+-----+------+-----~ 
I Pass Information I DATE I X I I I 
I to Program I LBLTYP I X , X I I 
I I OPT ION I N 1, I , 
I ,UPSI 'X I , I 
~--------------------+--------+-----+------+-----~ 
IJob Stream Control I BATCH I I ,N2 I 

I
' I CANCEL I X I X I X I 
, I PAUSE I X I X I X I 
I I READ I 'X, , 
I I START I I ,N3 I 
I I STOP I X I I I 
I I UNBATCHI N4 I I I 
~--------------------+--------+-----+------+-----~ 

II Setting System I ALLOC I X I I X , 
I Parameters I SET 'X I , I 
I ,TINER, I X I X I 
~--------------------+--------+-----+------+-----~ 
I Operator I LOG 'X I X 'X , 
I Communications I MSG I I N3 I N3 I 
I I NCLOG 'X , X 'X , 
, I ® I X , X I X I L ____________________ ~ ________ ~ _____ ~ ______ 4 _____ J 

.Figure 12. Commands and Statements by Function 
(Part 1 of 2) 
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r-------------------~--------T------------------l 
I I I Accepted by I 
I Type of Command I Nane r----T-----I-----~ 
lor Statement I I JC I SPI I AR I 
~--------------------+--------+-----+------+-----~ 
Control of I/O ASSGN X X 
System CLOSE X 

DVCDN X 
DVCUP X 
HOLD N3 X 
LISTIO X X 
MAP X X X I 
MTC X 
RELSE N3 X 
RESET X 
ROD X 
UCS X X 
UNA N3 X 

~--------------------+--------+-----+------+-----~ 
I Execution of I EXEC I X I X I I 
I Program I RSTRT I X I I I 
~--------------------~--------~-----~------~-----~ 
I 
I Notes : 

I N1 - OPTION LINK, OPTION STDLABEL, and OPTION 
CATAL are available only in the background 
partition. 

N2 - Valid oniy if the batched-job foreground 
option has been specified during system 
genera tion. 

N3 - Valid only for MFS. 
N4 - Valid only in a batched-job foreground 

partition. 
N5 - The Single Program Initiator does not 

recognize these statements. The Supervisor 
posts an end-of-file in the user's CCB when 
they are read onSYSIPT and cancels any 
program that reads past /,. L ________________________________________________ J 

.Figure 12. Commands and Statements by Function 
(Part 2 of 2) 

,SYSTEM I/O OPERATIONS 

This section describes the: 

• Opening and closing of magnetic tape 
and disk devices when assigned to 
system logical units. 

• Opening and closing of magnetic tape 
and disk devices when assigned to three 
programmer logical units (SYS001 -
SYS003) • 

The IBM-supplied utility macros can be 
used to prepare magnetic tapes or disk 
extents to be used as SYSRDR, SYSIPT, 
and/or SYSIN. They may also be used to 
convert SYSPCH and SYSLST output on disk or 
tape, and SYSOUT output on tape into 
printed and/or punched card output. 

SYSRDR records must be 80 characters in 
length, SYSLST records are 121 characters, 
and SYSPCH records 81 characters in length. 
Job Control accepts either 80- or 
81-character records from SYSIPT, unless 
SYSIPT is assigned to a 2314. (Only 
80-character records are acceptable from 
SYSIPT assigned to a 2314.) ThUS, object 
modules produced when SYSPCH was assigned 
to a magnetic tape or to a 2311 disk extent 
can be read by Job Control as Linkage 
Editor input when the tape or disk extent 
is later assigned to SYSIPT. The first 
character of the SYSIST and SYSPCB records 
is assuned to be an ASA carriage control or 
stacker selection character. SYSIPT, 
SYSRDR, SYSPCH, and SYSLST records assigned 
to DASD have no keys, and record lengths 
are the sane as stated. When SYSIPT is 
assigned to a magnetic tape device, the 
file cannot be multivolume. 
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OPEN System Tape Files 

When the system logical unit SYSRDR, 
SYSIPT, SYSPCH, or SYSLST is assigned, Job 
Control checks to determine whether the 
device assignment is to a magnetic tape 
device positioned at load point. If so, 
Job Control performs an OPEN that: 

1. Accepts a leading tapemark for input or 
output. 

2. Accepts a completely unlabeled tape 
(other than blank tape) for input. 
Nonstandard labels are not recognized. 

3. Accepts any label set starting with 
VOLl (including user labels) for input. 

4. Accepts a valid IBM-standard label set 
(including user labels) having a past 
expiration date for output. 

5. Rejects all other volumes and gives the 
operator the option of either accepting 
the invalid label (IGNORE) or mounting 
an acceptable volume and replying 
NEWTAP. 

All tapes mounted on single density 
9-track drives (800 bpi or 1600 bpi) must 
be written in the same density that the 
drives can read or write. 

CLOSE System Tape output Files 

When SYSPCH, SYSLST, or the combined output 
file, SYSOUT, is assigned to magnetic tape, 
the system processes any end-of-volume 
condition that may occur. The system 
provides the following functions: 

1. Closes the affected file(s) and rewinds 
ahd unloads the reel. A tapemark, an 
EOV trailer record, and two tapemarks 
are written before the rewind. 

2. Provides automatic volume switching; or 
if alternates are not specified, 
provides the ability to change tape 
reels. 

3. ~r ints a message on SYSLOG informing 
the operator of an end-of-volume . 
condition on either SYSLST, SYSPCH, or 
SYSOUT. 

4. Opens the new or alternate tape volume. 

If an alternate unit was not assigned, 
or if all assigned alternate s were 
currently active as other system files, a 
message prints on SYSLOG requesting the 
opera tor to mount a new ree 1. '!he system 

automatically continues when the device is 
readied. 

If a tape reel (alternate drive or the 
same drive) cannot be opened; a mess age is 
printed on SYSLOG. The operator can either 
mount a new reel or use the current reel. 

System Disk Input and Output Files 

In systems with at least 24K positions of 
main storage, the system logical units 
SYSRDR, SYSIPT, SYSIN, SYSLST and/or SYSPCH 
can be assigned to an extent of 2311 or 
2314 disk storage. 

I f both SYSRDR and SYSIPT are to be 
assigned to disk, they must be assigned to 
the same e~tent and be referred to as 
SYSIN. SYSLST and SYSPCH must be assigned 
to separate extents. Thus, SYSOUT cannot 
be used to refer to a combined 
SYSLST/SYSPCH on 2311 or 2314 disk. 

The assignment of system logical units 
to extents of disk storage must be 
permanent. The operator ASSGN command must 
be used instead of the programmer statement 
(// ASSGN). Tempoxary assignments (via the 
// ASSGN statement) to other device types 
are permitted.. Thus, a job not in the 
input job stream on disk could be run by 
causing a pause at the end of the current 
job, temporarily assigning SYSRDR to a card 
reader or a magnetic tape uni t, and running 
the job. At completion, the assignment for 
SYSRDR reverts to the disk assignment. 

The system generation parameter SYSFIL 
is required to allow assignment of system 
logical units to a disk,. It provides for 
warning the operator when SYSPCH and SYSLST 
files on disk reach a certain (specified or 
assumed) capacity. (See SET command in the 
Job Control Commands section.) 

Note: This warning is given only 
between jobs, and if the extent limits 
are to be exceeded before the next 
end-of-job step, this next job is 
terminated. 

Assigning System Files to Disk 

System input and output files are assigned 
to disk by providing a set of DLBL and 
EXTENT statements and then submitting a 
permanent ASSGN Command. The set of DLBL 
and EXTENT statements preceding the ASSGN 
command must contain only one EXTENT 
statement. 
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The filename in the OLBL statement 
(which will be associated with the SYSxxx 
entry from the accompanying EXTENT 
statement) must be one of the following: 

IJSYSIN for SYSRDR, SYSIPr, or the 
combined SYSROR/SYSIPT file SYSIN 

IJSYSPH for SYSPCH 

IJSYSLS for SYSLST 

IJSYSRC for SYSREC 

Note,: A combined SYSPCH/SYSLST file 
(SYSOUT) may not be assigned to disk. 

In the OLBL statement, the codes operand 
must specify SO (or blank, which means SO) 
to indicate sequentia 1 OASO file type. 

In the EXTENT statement, the ~ 
operand may be 1 (data area, no split 
cylinder) or 8 (data area, split cylinder). 
There is no unique requirenent for the 
remaining operands of the EXTENT statement. 

The ASSGN command must be one of the 
following: 

1. ASSGN SYSIN,X'cuu' (for a combined 
SYSRDR/SYSIPr file). 

2. ASSGN SYSRDR, X' cuu' (for SYSRDR only). 

3. ASSGN SYSIPT,X'cuu' (for SYSIPT only). 

4. ASSGN SYSPCH, X'cuu' (for SYSPCH). 

5. ASSGN SYSL ST, X' cuu • (for SYSLST). 

6. ASSGN SYSREC, X'cuu' (for SYSREC). 

Note: All must be permanent 
assignments. 

OPEN system Disk Files 

Upon encountering a system input or output 
assignment to 2311 or 2314 Job Control 
performs these functions: 

1. Rejects the assignment if it is not 
permanent. 

2. Rejects the assignment if a previous 
assignment to 2311 or 2314 fbr the same 
logical unit still exists (has not been 
closed). Also, because SYSRDR and 
SYSIPT must be a single combined file 
if both are on disk, one cannot be 
assigned to disk if an assignment to 
disk for the other (or both) already 
exists. 

3. OPENs the file. If input, the labels 
are checked. If output, DASD labels 
are written. Also, information is 
placed into the Supervisor for the 
problem program OPEN, and for 
monitoring of file operations by 
physical IOCS. 

4. If the OPEN is unsuccessful, Job 
Control unassigns the unit and requests 
further operator commands. 

CLOSE System Disk Files 

System logical units assigned to disk must 
be closed "by the operator. The operator 
CLOSE command must be used to specify a 
system input or output file which has been 
previously assigned to a 2311 or 2314. The 
optional second parameter (X·cuu') of the 

I CLOSE command can be used (instead of an 
ASSGN command) to unassign the system 
logical unit or to assign it to a physical 
device. The system notifies the operator 
that a CLOSE is required when the limit of 
the file has been exhausted. If a program 
attempts to read or write beyond the limits 
of the file, the program will be terminated 
and the file must be closed. 

The CLOSE function: 

Writes a file mark if the file is an 
output file. 

2. Resets the I/O control table in the 
Supervisor to indicate that the file no 
longer exists. 

3. Reassigns the logical unit to the value 
of the second operand of the CLOSE 
command. 

CONTROL STATEMENT EFFECT ON I/O UNITS 

Certain control statements in the Job 
Control input stream affect the use of 
system I/O units by Job Control. These 
stat ements are: 

// JOB 
This statement must be the first 
statement of the job. When the JOB 
statement is encountered, the content of 
the statement is printed on SYSLOG and 
SYSIST. The first JOB card causes the 
SYSREC, file to be opened if the I/O 
error logging and the machine check 
recording and recovery options have been 
specified. All I/O assignments are 
reset to the standards established when 
the system was generated, plus any 
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/& 

modifications that may have been made by 
the operator at IPL time and between 
jobs and job steps. If SYSLST is 
assigned to a printer, it is first 
skipped to a new page. If SYSLST is 
assigned to a magnetic tape or disk a 
carriage eject character is prefixed to 
the card image, .which is then written on 
tape. 

When Job Control encounters /& on SYSRDR 
during normal operation, the standard 
assignment for SYSIPT becomes effective 
and SYSIPT is checked for an end-of-file 
condition. If the standard assignments 
for SYSRDR and SYSIPT are not to the 
same device, SYSIPT is advanced to the 
next /& statement. The end-of-job 
statement is written on SYSLOG and the 
last line of SYSLST. (The end-of-job 
information is not printed on SYSLST if 
// NOLOG or // OPTION NOLOG has been 
spec ified. ) 

In the event of an abnormal termination, 
Job Control advances SYSRDR and SYSIPT to 
the next /&, and proceeds, only if a // JOB 
statement was provided. 

Beware of omitting /&, because 
protection of one job from errors in the 
preceding job cannot then be guaranteed. 
The // JOB statement is required in all 
cases. 

Job Control has no responsibility for 
the arrangement of output on any file, 
except that connected with control 
statements. Such items as page ejection 
and line count must be managed by the 
individual processing program. The first 
line printed on SYSLST must be preceded by 
a line skip or a page eject. Otherwise, an 
overprint may result. 

WORK FILES USED BY SYSTEM COMPONENTS 

I The system logical unit SYSLNK and the four 
programmer logical units SYS001, SYS002, 
SYS003, and SYS004 are used as work files 
by the various system components (Linkage 
Editor, Librarian, Language Translators, 
etc). SYSLNK is always assigned to a 
single area (extent) in 2311 or 2314 disk 
storage. SYS001, SYS002, SYS003, and 
SYS004 can be assigned to either disk or 
tape. 

Disk Work Files 

The programmer must provide ASSGN, DLBL, 
and EXTENT information for each file 
CSYSLNK and SYS001-SYS004) to be used by 
the system components. The only time the 
ASSGNs are not necessary is if, at IPL 
time, the logical units are permanently 
assigned to speci fic physical devices, and 
all jobs use those particular assigns.. The 
information is used for the OPEN and CLOSE 
routines when called by the system 
components. SYSLNK is opened and closed by 
Job Control and the various system 
components when OPTION LINK or CATAL is 
specified. SYS001, SYS002, SYS003, and 
SYS004 are opened and closed by each 
component that uses these files as work 
files. The filenames for SYSLNK and 
SYS001-SYS004 on the DLBL statement are 
I JSYSLN, IJSYS01, IJSYS02, IJSYS03, and 
IJSYSO 4 respectively .• 

For convenience, these label information 
statements may be stored on the standard 
label information track so that they need 
not be submitted with each job. See the 
section Job Control: Edit and Store Label 
Information. 

DASD file protection does not fully 
protect work files with expired labels in a 
multiprogramming environrr.ent, as follows: 
OPEN treats files with expired labels the 
same, whether or not they are in use. 
Thus, a foreground program may open and 
write in an area on disk that overlaps on a 
background program's work file (with 
expired labels), even if the background 
program is still using the file. 
protection can be achieved by creating an 
unexpired label for work files, by the use 
of an expiration date such as 99/365. 
These work files can be used by subsequent 
jobs, because: 

• The CLOSE used by the assembler and 
compilers erases the references to them 
from their respective VTOCs • 

• They are not maintained from job to job 
by the system so that no check for 
equal file ID is made when a work file 
of this type is created. 

The following additional precautions m~ 
be taken by the user to provide additional 
protection for his DASD work files. 

1. Use of a unique volume serial number on 
all DASD vol urnes. 

2. Identification of .temporary files and 
of partition usage in the file ID label 
field. 
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3. Use of unique extent limi. ts for work 
files in each partition. 

Tape WOrk Files 

I The work files SYS001, SYS002, SYS003, and 
SYS004 are opened and closed by each system 
component that uses them. The'programmer 
does not provide label information for 

I 

these tape work files. 

JOB CONTROL STATEMENT EXAMPLE 

Figure 13 is an example of job control 
statement input (SYSRDR=SYSIPT) required to 
perform a series of background program job 
steps in an installation using unlabeled 
magnetic tape. In the discussion that 
follows, each pOint corresponds to the 
number at the left of the two slashes in 
the job control statements. The PHASE, 
INCLUDE, and ENTRY statements are Linkage 
Editor control statements. These 
statements are described in detail in the 
section Linkaqe Editor. They are included 
in this discussion to present a more 
meaningful example. 

1. 

2. 

3. 

JOB statement for the series of job 
steps to be performed. 

ASSGN statements required for the job 
steps. It is assumed that the label 
information for SYSLNK has been stored 
and that the assignments differ from 
those specified when the system was 
generated. The new assignments are 
carried through for the entire job and 
are reassigned at the end of the job to 
the standards estab lished at system 
generation time. 

OPTION statement specifying that the 
output of the Basic FORTRAN cdmpilation 
and Assembler assembly will be written 
on SYSLNK for subsequent linkage 
editing and that the dump option will 
be exercised in the event of an 
abnormal end of job. 

4. EXEC statement for a Basic FORTRAN 
compilation, followed by the Basic 
FORTRAN source deck and the 
end-of-data-file indicator (/*). 

5. EXEC statement for an assembly, 
followed by the source deck and the 
end-of-data-file indicator. 

6. EXEC statement for the Linkage Editor. 
The Linkage Editor edits the combined 
Basic FORTRAN and Assembler object 

programs on SYSLNK and writes the 
edited program temporarily in the core 
image library. 

7. EXEC statement for the linkage-edited 
object program in the core image 
library. The input data for the 
execution is followed by the 
end-of-data-file indicator. 

8. PAUSE statement that requests operator 
action. 

9. OPTION statement specifying that the 
no-dump option be exercised. The link 
option must be included to enable a new 
linkage-edit. (An EXEC statement with 
a blank operand suppre,sses the LIN:K 
option. ) 

10. INCLUDE statements for modules in the 
relocatable library that are to be 
inclUded with the object deck on 
SYSIPT. A blank operand indicates that 
the program to be included follows on 
SYSIPT. The reSUlting program is 
edited and written in the core image 
library. 

11. EXEC statement for the program to be 
executed. The data for the execution 
is followed by the end-of-data-file 
indicator. 

12. PAUSE stateJtlent that requests operator 
action. 

13. End-of-job indicator. All symbolic 
unit assignments are reset to the 
standards established when the system 
was generated. 

14. JOB statement for the next job. 
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1 I I JOB 

r ASSGN 
2 ASSGN 

L 
ASSGN 
ASSGN 

3 II OPTION 

EXAMPLE1 

SYSLNK,X'1911 
SYS001,X '180' 
SYS002,X'181I 
SY S003, X I 182 I 

L1NK,DUMP 

r II EXEC FORTRAN 
4 (FORTRAN Source Deck) 
L 1* 

r I I EXEC ASSEMBLY 
5 (Assembler Source Deck) 
L 1* 

6 II EXEC LNKEDT 

r II EXEC 
7 (Data for User Object Program) 
L 1* 

8 1& 

9 II PAUSE 

10 II JOB 

11 II OPTION 

SAVE SYS001, MOUNT SCRATCH TAPE 

EXAMPLE2 

NODUMP, LINK 

r 
PHASE PHNAM,ORIGIN 
INCLUDE SORT 
INCLUDE SINE 

12 INCLUDE 

l 
(Object Deck to be Included) 
1* 

ENTRY 
II EXEC LNKEDT 

r II EXEC 
13 (Data for User Object Program) 

L 1* 

14 II PAUSE 

15 1& 

SAVE SYS002 

16 I I JOB NEXT 

.Figure 13. Job Control statement Example 
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Operation of the Disk Operating system is 
initiated through an initial program load 
(IPL) procedure from the resident disk 
pack. "The operator places the resident 
disk pack on a drive, selects the address 
of that drive in the load uni t switches, 
and presses the load key. This causes the 
first record on track 0 to be read into 
main storage bytes 0-23. The information 
read in consists of an IPL PSW and two 
CCWs, which in turn cause the reading and 
loading of the IPL. 

Operating in the supervisor state, IPL 
reads the supervisor nucleus into low main 
storage. If a read error is sensed while 
reading the supervisor nucleus, the wait 
state is entered and an error code is set 
in the first word of main storage. The IPL 
procedure must then be restarted. 

After successfully reading in the 
supervisor nucleus, IPL performs these 
ope rat ions • 

1. Sets the LUB table entry for SYSRES to 
point to the PUB entry of the channel 
and unit number of the resident drive. 

2. Places the processing unit in the wait 
state with all interruptions enabled. 
When the wait state is entered, the 
operator decides whether a 1052 or a 
card reader will be used to communicate 
with the system. If a 1052, the 
request key is pressed: if a card 
reader that is not assigned as SYSRDR 
at system generation time, it is 
brought to the ready state: if a card 
reader that is assigned as SYSRDR at 
system generation tine, the interrupt 
key On the console is pressed. 

3. Changes the PUB configuration. if 
indicated, by adding or deleting a 
device. When a device is deleted, all 
references to it are removed. A device 
may be added only if additional space 
was made available in the PUB table. 
This is specified as a system 
generation parameter. If a tape is to 
be added, there must also be enough 
space for an associated Tape Error 
Block (TEB) if TEBs are specified as a 
system generation parameter. 

TO add a device to the PUB table, a 
control statement, read by the 
communication device (1052 or card reader), 
in the following format is required. 

Initial Program Loader (IPL) 

r---------~----------------------------_, I Operation I Operand I 
.---------+------------------------------~ I ADD I X' cuu" [(k) ], devicetype [, X' ss'] I L _________ L ______________________________ J 

where: 

X'cuu' channel and unit numbers. 

k = S if the device is to be 
switchable (the device is 
physically attached to two 
adjacent channels). The 
designated channel is the 
lower of the two channels. If 
the device is not switchable, 
k = 0-255, indicating the 
priority of the device, with 0 
indicating the highest 
priority. If k is not given, 
the assumed priority is 255. 

devicetype = actual device (2400T·9, 1443, 
etc). See device codes in 
Figure 14. 

X'ss' = device specifications (see 
ASSGN Statement). If absent,. 
the following values are 
assigned: 

X'CO' for 9-track tapes 
X'90' for 7-track tapes 
X" 00' for nontapes 

X'OO', X'Ol', X'02', and X'03' 
are invalid as X'ss' for 
magnetic tape. 

This parameter specifies 
SADxxx (Set ADdress) 
requirements for IBM 2702 
lines: 

X'OO' for SADO 
X'Ol' for SADl 
X, 02' for SAD2 
X'03' for SAD3 

This information is not 
accepted on the ASSGN 
statements. 
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X'ss' is required for 1210, 
1215, 1412, 1419, and 1419P 
device types. It specifies 
the external interrupt bit in 
the old PSW, which is used by 
this device to indicate "read 
complete". The specifications 
are: 

X'Ol' PSW bit 31 
X'02' PSW bit 30 
X'04' PSW bit 29 
X'08' PSW bit 28 
X'10' PSW bit 21 
X'20' psw bit 26 

The X'ss' parameter specifies whether or 
not the error correction 
feature is present on an IBM 
1018 Paper Tape Punch with 
2826 Control Unit Modell. 
These specifications are: 

X'OO' no error correction 
feature 

X'Ol' error correction 
feature 

To delete a device from the PUB table, a 
control statement, read by the 
communication device (1052 or card reader), 
in the following format is required. 

r----------r------------------------------, 
I Operation I Operand I 
t----------+-----------------------------~ 
I DEL I X'cuu' I L __ --______ L _____________________________ -J 

where cuu is the channel and unit numbers 
of the device to be deleted. 

Not e: ADD and DEL statements are issued 
only at I PL time. 

The only communication reguired at IPL 
time is the date and, if the timer is 
present, the time of day. It must follow 
any ADD or DEL statements. It is entered 
via the communication device (1052 or card 
reader) and is in the following format. 

r-----------~----------------------------_, 
I Operation I operand I 
.-----------+-----------------------------~ 
I SET I DATE=value1l,CLOCR=value21 I L ___________ .L ___________________________ ._J 

valuel 

value2 

Has one of the following 
formats. 

mm/dd/yy 
dd/mm/yy 

.!!!!!! specifies the month; dd 
specifies the day; ~ 
specifies the year. The 
format to be used is the 
forrroat that was selected 
when the system was 
generated. 

Has the fcllowing format. 

hh/JIm/ss 

hh specifies hours; .!!!!!! 
specifies minutes; 22 
specifies seconds. The 
CLOCR parameter is 
required only if timer 
support was indicated at 
system generation time. 

After completing these operations, IPL 

I loads the Job Control program into the 
background, which begins processing the 
control statements for the first job. 
Control statements are present on the 
device assigned to SYSRDR. 

If the operator wishes to change any 

I symbolic unit assignments for the 
background, ASSGN statements or commands 
are entered via the communication device 
(1052 or card reader). The ASSGN 

I statements or commands are as described in 
Descriptions and Formats of Commands and 
Statements. 
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Card Code Actual Device Device Type Card Code Actual Device Device Type 

2400T9 Nine Track Magnetic Tapes 2701 2701 Data Adapter Unit 
(2400 Series) 

Tapes 2702 2702 Transmission Control Unit 
2400T7 Seven Track Magnetic Tapes 

(2400 Series) 2703 2703 Transmission Control Unit Teleprocessing Lines 

2495TC 2495 Tape Cartridge Reader T ape Cartridge Reader 2703 System/360 Model 25 with the 
Integrated Communications 

1442N1 1442N 1 Card Read Punch Attachment and its Synchronous 
Card Readers - Punches Data Adapter 

2520B1 2520B1 Card Read Punch 
2671 2671 Paper Tape Reader 

2501 2501 Card Reader 
Card Readers 1017 1017 Paper Tape Reader with 

2540R 2540 Card Reader 2826 Control Unit, Modell Paper Tape Readers 

2540P 2540 Card Punch 1007TP 1017 Paper Tape Reader with 
2826 Control Unit, Model 2 

2520B2 2520B2 Card Punch 
Card Punches 1018 1018 Paper Tape Punch with 

1442N2 1442N2 Card Punch 2826 Control Unit, Modell 
Paper Tape Punches 

2520B3 2520B3 Card Punch 1018TP 1018 Paper Tape Punch with 
2826 Control Unit, Model 2 

1403 1403 Printer 
7770 7770 Audio Response Unit 

1403U 1403 Printer with UCS Feature Audio Response Unit 
7772 7772 Audio Response Unit 

1404 1404 Printer Printers 
1285 1285 Optical Reader 

1443 1443 Printer 
1287 1287 Optical Reader Optical Readers 

1445 1445 Printer 
1288 1288 Optical Page Reader 

1050A 1052 Printer - Keyboard 1050 Control Unit 
1412 1412 Magnetic Character Reader 

UNSP Unsupported Device Unsupported. No 
Burst Mode on Multi- 1419 Single Address Adapter 1419 Mag-
plexor Channel metic Character Reader, 1259 

UNSPB Unsupported Device Unsupported with 
Burst Mode on Multi-

Magnetic Character Reader or MICR -
1270/1275 0 pti ca I Reader/Sorter Magnetic Ink 

Character 
plexor Channel 1419P Primary Address, Dual Address Recognition 

Adapter 1419 Magnetic Devices and 
2260 2260 or 2265 Display Station Display Unit 
(Local) 

Character Reader or 1275 Optical 
Optical Reader/Sorter Reader/Sorters 

2260 A 1053 attached to a 2848. 1419S Primary Address, Dual Address 
(Local) The mode operand must be Printer Adapter 1419 Magnetic 

entered as X'OI' Character Reader or 1275 
Optical Reader/Sorter 

2311 2311 Disk Storage Drive DASD 

2314 2314 Direct Access Storage Facility DASD 

2321 2321 Data Cell Drive DASD 

.Figure 14. Device Code Entries for Device Type Parameter in ADD 
Statement 
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Linkage Editor 

All programs executed in the Di sk Operating 
System environment must be edited by the 
Linkage Editor. The Linkage Editor reads 
the relocatable output of the language 
translators and edits it into executable, 
nonrelocatable programs in the core image 
library. The linkage editor performs on 
one program at a time; that is, it cannot 
linkage edit a series of programs 
concurrently. Once a program is edited, it 
can be executed immediately, or it can be 
cataloged as a permanent entry in the core 
image library. When a program has been 
cataloged in the core image library., the 
Linkage Editor is no longer required for 
that program. The program is run as a 
distinct job step and is loaded directly 
from the resident pack by the System 
Loader. 

The extent of the editing function per
formed depends on the structure of the 
input program. The simplest case is that 
of a single-module program. The Linkage 
Editor has only to edit the program, 
creating a single phase entry in the core 
image format. This corresponds to the 
first diagram in Figure 15. 

In more complex situations, the 
operation may involve linking together and 
relocating multiple-control sections from 
separate assemblies to produce a number of 
separate phases (see the last diagram in 
Figure 15). The Linkage Editor resolves 
all linkages (symbolic reference) between 
segments of the program and relocates the 
phases to load at specified main~storage 
locations. 

To facilitate writing and testing large 
programs, assembled program modules 
cataloged in the relocatable library can be 
combined with other modules from SYSIPT 
(card, tape, or disk). 

Note: A supervisor cannot be cataloged 
into the core image library when 
multiprogramming is in progress. 

Stages of Program Development 

The term program could be confused with 
several things. The progra1llIller codes sets 
of source statements that may be a complete 
program or part of a program. These source 
statements are then compiled or assembled 
into a relocatable machine-language program 
which, in turn, must be edited into an 

executable program, and may be combined 
with other programs. Consequently, it is 
convenient to refer to each stage of 
program development by a particular name. 

A set of source statements that is 
processed by a language translator 

I 
(Assembler, COBOL, FORrRAN, RPG, or 
PL/I (D», is referred to as a source 
module. 

The output of a language translator is 
referred to as an object module. All 
object ~odules must be further processed by 
the Linkage Editor before they can be 
executed in the system. Each element in 
the relocatable library is called a module. 
These relocatable modules each consist of a 
single object module. 

The output of the Linkage Editor 
consists of one or more program phases in 
the core image library. A phase is in 
executable, nonrelocatable, core image 
form. Each separate phase is loaded by the 
system Loader in response to a FETCH or 
LOAD macro. 

Structure of a Program 

Source Module 

A source module is input to a lan<Juage 
translator and consists of definitions for 
one or more control sections. When the 
source module is translated, the output 
(object module) consists of one or more 
defined control sections. Each control 
section is a block of code assigned to 
contiguous main-storage locations. The 
input for building a phase (a section of a 
program loaded as a single ove.rlay) ~ 
consist of one or more complete control 
sections. 

Object Module 

An object module is the output of a 
complete language translator run. It 
consists of the dictionaries and text of 
one or more control sections. The 
dictionaries contain the information 
necessary for the Linkage Editor to resolve 
cross references between different object 
modules. The text consists of the actual 
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instructions and data fields of the object 
module. The program cards produced by the 
language translators (as disti nct from the 
Linkage Editor control statements discussed 
in the Linkaqe Editor section) have an 
identifier field in columns 1-4 that 
indicates the content of the card. The 
following card types., except REP cards, are 
produced by the language translators: 

Identification 

ESD 

TXT 
RLD 

REP 

END 

Contents or Meaning 

External Symbol 
Dictionary 

Text 
Relocation List 

Dictionary 
Replacement to Text 

made by the 
programmer 

End of a Module 

REP cards, when reqUired, appear after 
the TXT cards or after the RLO cards and 
before the END card. They are produced by 
the programmer. The format of each of 
these card types is shown in Appendix E. 

ESO (External Symbol Dictionary): The 
external symbol dictionary contains all the 
symbol and storage assignments for an 
object module. For example, it contains 
all symbols defined in this modUle that are 
referred to by some other module. It can 
contain all symbols referred to by this 
module that are defined in some other 
module. 

The six classifications of the ESD 
record recognized by the Linkage Editor 
are: 

1. SO (Section Definition): Specifies the 
symbolic name, the assembled origin, 
and the length of the control section. 
So is generated by a named START or 
named CSECT in a source module. 

LO/LR (Label Definition/Label 
Reference) : Defines a label that may 
be used by any other separately 
assembled module as an entry point, a 
data label, etc. The LD specifies the 
assembled address of the external label 
and a pointer to the section definition 
item (in this module) that describes 
the control section containing the 
external label. LD is generated by 
ENTRY in a source module. The ID is 
termed LR when the entry is matched to 
an ER entry. 

3. ER (External Reference): Refers to 
control sections and external labels 
defined in other separately assembled 
modules. ER is generated by EXTRN or a 
V-type address constant in a source 
module. 

SINGLE OBJECT MODULE -- SINGLE PHASE 

PHASE PROGA, * 
ESD MODA 

TXT CS A 

REP (optional) 

RLD MODA 

END 

ENTRY 

SINGLE OBJECT MODULE -- MULTIPLE PHASE 

PHASE PROGA1, * 
INCLUDE ,(CS A,CS B) 

PHA SE PROG A2, * 
INCLUDE ,(CS C) 

ESD MODA 

TXT CS A 

TXT CS B 

TXT CS C 

REP (optional) 

RLD MODA 

END 

ENTRY 

MULTIPLE OBJECT MODULE -- SINGLE PHASE 

PHASE PROGA, * 
ESD MODA 

TXT CS A 

TXT CS B 

REP (optional) 

RLD MODA 

END 

ESD MODB 

TXT CS C 

REP (optional) 

RLD MODB 

END 

ENTRY 

PHASE PROGA 

CS A 

PHASE PROGA 1 

CS's A + B 

PHASE PROGA2 

CS C 

PHASE PR()GA 

CS'sA+B+C 

MULTIPLE OBJECT MODULE -- MULTIPLE PHASE 

PHASE PROGA1, * 
ESD MODA 

TXT CS A 

TXT CS B 

TXT CS C 

REP (optional) 

RLD MODA 

END 

PHASE PROGA2,* 

ESD MODB 

TXT CS D 

TXT CS E 

REP (optional) 

RLD MODB 

END 

ENTRY 

PHASE PROGA 1 

CS's A + B + C 

PHASE PROGA 2 

CS's D + E 

Figure 15. Linkage Editor Input and Output 
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4. WX is generated by WXTRN (Weak External 
Reference). WXTRN has a function 
similar to EXTRN. The difference is 
that WXTRN suppresses AUTOLINK for the 
symbols identified by WXTRN. When a 
WXTRN is encountered, it is converted 
to a regUlar EXTRN, subtype NOAUTO. 

5. PC (Private Code): Refers to control 
sections tha tare unnaned in an 
a ssembl y. Pri va te code is a special 
type of section definition containing 
the assembled origin and the control 
section length. The name field is 
filled with blank characters. PC is 
generated by an unnamed START or 
unnamed CSECT in a source module. 

6. CM (COMMON): Indicates the amount of 
main storage that must be allocated by 
this module for a COMMON area to be 
shared between phases. CM is generated 
by COM in a source module. 

TXT (Text): The program that is eventually 
loaded into storage for execution is 
contained within the TXT cards. The text 
card contains the assembled origin of the 
instructions or data inc luded in the card, 
and also the count of the number of bytes 
contained in the card. This card includes 
a reference to the control section in which 
this information occurs that allows the 
relocation factor involved to be applied. 
TXT information will be modified as 
required ny RLD information. 

RLD(Relocation List Dictionary) : The 
relocation list dictionary cards identify 
portions of the TXT that must be modified 
due to relocation. They provide 
information necessary to perform the 
relocation. RLD cards are generated by 
relocatable address constants in a source 
module. 

&~D (End of Module): The END card 
_ indicates end of module to the Linkage 
Editor. The END card may supply a transfer 
address. It may also contain the control 
section length, which was not previously 
specified in the ESD section definition or 
private code. 

REP (User Replace Card): The REP card 
allows replacement (substitution) of new 
text for portions of assembled text. Each 
REP card contains the assembled address of 
the first byte to be replaced, the 
identification of the control section to 
which it refers, and may contain from 2 to 
22 bytes of text. The text is substituted, 

byte for byte, for the original text, 
beginning at the address specified. The 
address, the control section reference, and 
the new text must be stated in hexadecimal. 
The REP card must be placed within the 
module that it modifies. 

Program Phase 

A program phase, the output of the Linkage 
Editor, is that section of a Frogram that 
is loaded as a single overlay with a si~gle 
FETCH or LOAD by the System Loader. 
Programs may consist of many phases, the 
first fetched by Job Control, and each of 
the rest by a preceding program phase~ 
Successive phases of a nultiphase program 
are often called overlays. 

The input for building a single phase 
consists of the text from one or more 
complete control sections. When building a 
phase, the Linkage Editor constructs 
composite ESD and composite PHASE data, 
known as the control dictionary, and a 
composite' RLD from each of the modules that 
make up the phase. These comFosite 
dictionaries are used to resolve all 
linkages between different control sect ions 
as if they had been assembled as one 
mod ule. Each c ontro 1 secti on within the 
phase is relocated as necessary, and. the 
entire phase is assigned a contiguous area 
of main storage. All relocatable address 
constants are modified to contain the 
relocated value of their symbols,. The 
Linkage Editor always ensures that each 
phase or control section begins on a 
double-word boundary. 

Each phase is constructed by building 
the text in the core image format.. Thus, a 
phase may consist of one or more blocks of 
contiguous core image locations. Backward 
origin within a phase may cause slower 
operation of the Linkage Editor. 

Types of Linkage Editor Runs 

The Linkage Editor is run as a distinct job 
step. Because of this fact, it is meaning
ful to classify it as one of the system 
service programs. The Linkage Editor 
function is performed as a job step in 
three kinds of operations (Figure 16)~ 
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1 1 
OPTION CATAL 1 1 

PHASE PROGA 1 1 
t--------INCLUDE -------..-1-1 .... -----EXEC PROGA ------.~I 

ENTRY 1 I 
EXEC LNKEDT 

LOAD AND EXECUTE 

I 
1 1 OPTION LINK 
~i ·------EXEC ASSEMBL Y------+1. I PHASE 

ASSEMBLE AND EXECUTE 

Source 
Module 

1 

i I~wm 
~I'---------------ENTRY 
I EXEC LNKEDT 

EXEC 

Core 
Storage 
Execution 

1 1 

I OPTION LINK 1 

1 PHASE : 
... 1 • ___________________ EXEC ASSEMBLY .1 
I ENTRY ----------------------'1 

EXEC LNKEDT 
EXEC 

Figure 16. Three Types of Linkage Editor Operations 

Core 
Storage 
Execution 

1. Catalog Programs in Core Image Library. library instead of, or in addition to, 
those modules from the card reader, 
tape unit, or disk extent assigned to 
SYSIPT. This is accom~lished by 
~ncluding the name of the module to be 
included in the operand of an INCLUDE 
statement. After the object modules 

1 

1 

I 
1 

.1 

The Linkage Editor function is 
performed immediately preceding the 
operation that catalogs programs into 
the core image library. By specifying 
the CATAL option, the Linkage Editor 
not only edits the programs, but also 
catalogs them permanently in the core 
image library. Figure 16 (first 
diagram) shows the sequence of events 
when this oper~tion is performed. The 
input for the LNKEDT function could 
include modules from the system or 
private (if assigned) relocatable 
library instead of, or in addition to, 
those modules from the card reader, 
tape unit, or disk extent assigned to 
SYSIPT. This is accomplished by 
including the name of the module to be 
included in an INCLUDE statement. 

ha ve been edited and placed in the core 
image library, the program is executed. 
The blank operand in the EXEC control 
statement indicates that the program 
just linkage-edited and temporarily 
stored in the core image library is to 
be executed. 

2. Load-and-Execute. Figure 16 (second 
diagram) shows the sequence of events 
when this operation is performed. 
Specifying-OPTION LINK causes Job 
Control to open SYSLNK and allows Job 
Control to place the object module(s) 
and Linkage Editor control statements 
on SYSLNK •. Just as with the catalog 
operation, the input can consist of 
object modules from the system or 
private (if assigned) relocatable 

3. Assemble- or Compile-and-Execute. 
Source modules can be assembled or 
compiled and then executed in a single 
sequence of job steps. In order to do 
this, the language translator is 
directed to output the object module 
directly in SYSLNK. This is done by 
using the LINK option in the OPTION 
control statement. Upon, completion of 
this output operation, the Linkage 
Editor function is performed. The 
program is linkage edited and 
temporarily stored in the core image 
library. Figure 16 (third diagram) 
shows the sequence of events when this 
operation is performed. 
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Linkage Editor Control Statements 

In addition to the program cards previously 
listed, object modules used as input for 
the Linkage Editor include Linkage Editor 
control statements. There are four kinds 
of thes e control statements. 

PHASE 

INCLUDE 

ENTRY 

ACTION 

Indicates the beginning of a 
phase. It gives the name of the 
phase and the main-storage 
address where it is to be 
loaded. It may also cancel the 
Automatic Library Lookup 
(AUTOLINK) feature. 

Signals that an object module is 
to be included. A blank operand 
indicates to Job COntrol that 
the mod ule is on SYSIPT. 
INCLUDE statements with blank 
operands are recognized only on 
SYSRDR. Each series of 
relocatable modules on SYSIPT 
must be termi nated by a / * 
control statement. The first 
optional entry in the operand 
indicates that a module by that 
name is to be included from the 
relocatable library. The second 
optional operand indicates that 
only selected control sections 
are to be included from a 
module. 

Provides an optional transfer 
address for the first phase. 

Specifies options to be taken. 

The first (or only) object module input 
for the Linkage Editor should include a 
PHASE control statement before the first 
ESD item. If no PHASE statement is used, 
or if the PHASE statement is in error, the 
Linkage Editor will construct a dummy 
statement. This will allow the user to 
test the program; however, the program with 
the dummy PHASE statement cannot be 
cataloged in the core image library. The 
last (or only) object module may optionally 
be followed by an ENTRY control statement. 
The rules governing placement of INCLUDE 
and other PHASE control statements are 
discussed under Control Statement 
Placement. 

Sources of Input 

Input for the Linkage Editor always begins 
from the area in disk assigned to SYSLNK. 
Object module input to the Linkage Editor 
can be: 

1. Output from the language translator 
programs immediately after a 
compilation or assembly (SYSLNK). 

2. From the card reader, tape unit, or 
disk extent assigned to SYSIPT. 

3. From SYSIPT and from the relocatable 
library. 

4. From the relocatable library. 

In the first case, the LINK option of 
the OPTION control statement indicates to 
Job Control and to language translators 
that the output resulting from an assembly 
or compilation will be written directly on 
SYSLNK. 

In the second case, an INCLUDE statement 
with a blank operand indicates to Job 
Control that the input on SYSIPT up to the 
/* statement is to be copied on SYSLNK. 

In the third case, an INCLUDE statement 
with a blank operand indicates to Job 
Control the presence of input on SYSIPT. 
An INCLUDE statement with an entry in the 
operand indicates that a module in the 
relocatable library is to be included in 
the program phase by the Linkage Editor. 

In the fourth case, an INCLUDE statement 
with an entry in the operand indicates that 
a module in the relocatable library is to 
be included in the program phase. Modules 
in the relocatable library can also contain 
INCLUDE statements. 

General Control Statement Format 

The Linkage Editor control statements are 
similar in format to statements processed 
by the Assembler. The operation field must 
be preceded by one or more blanks. The 
operation field must begin to the right of 
column 1 and must be separated from the 
operand field by at least one blank 
position. The operand field is terminated 
by the first blank position. It cannot 
extend past column 71. 

Control Statement Placement 

When preparinq multiple-object modules in a 
single Linkage Editor run, the single ENTRY 
statement should follow the last object 
module. The ACTION statement(s) must be 
the first record(s) encountered in the 
input stream; otherwise, they are ignored. 
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PHASE and INCLUDE statements may be 
present on SYSRDR, SYSIPT, or in the 
relocatable library. Figure 17 shows the 
possible placement of the PHASE and INCLUDE 
statements. 

INCLUDE STATEMENT 

before first PHASE ------1~ ... 

statement 

after first PHASE 
statement 

ESD 

TXT 

RLD 

REP 

END 

PHASE STA TEME NT 

before first ESD 

before next PHASE statement....... after END and before 

after last PHASE statement-----. ~ ENTRY or next ESD 

ENTRY (or next ESD) 

Note: INCLUDE statements within modules in the relocatable 
library must precede the ESD statement for the module. 

Figure 17. Placement of PHASE and INCLUDE 
Statements 

PHASE STATEMENT 

The PHASE statement must precede the first 
object module of each phase processed by 
the Linkage Editor. Under no circumstances 
can a PHASE statement occur within a 
control section. There can be several 
control sections within a phase. When 
several PHASE statements appear before an 
object module, each of the statements must 
be followed by at least one INCLUDE 
statement. Any object module not preceded 
by a PHASE statement will be included in 
the current phase. 

This statement provides the Linkage 
Editor with a phase name and an origin 
point for the phase. The phase name is 
used to catalog the phase in the core image 
library. This name is used in a FETCH or 
LOAD macro to retrieve the phase for 
execution. The PHASE statement is in the 
following format. 

r-----T---------T-------------------------, 
IName I Operation I Operand I 
~-----+---------+-------------------------~ 
I blank I PHASE I name,origin[,NOAUTO] I L _____ ~ _________ ~ ________________________ J 

The name field is blank. The operation 
field contains PHASE. Entries in the 
operand field must be separated by commas. 
The entries in the operand field represent 
the following. 

name Symbolic name of the phase. One to 
eight alphameric characters are used 
as the phase name. Mul tiphase 
programs should have phase names of 
five to eight alphameric characters. 
The first four characters of each 
phase within a multiphase background 
program should be the same, but 
should not be identical to the first 
four characters of other phases in 
the core image library. Under this 
c ondi ti on, or if a dollar sign ($) 

is used as the first character of a 
phase name, bytes 40-43 of the 
communication region will not 
contain an accurate indication of 
the uppermost byte used when loading 
problem program phases. An asterisk 
cannot be used as the first 
character of a phase name. 

origin Specifies the load address of the 
phase. If COMMON is used, the 
length of the largest COMMON is 
added to every phase origin, even if 
the origin is given as an absolute 
value. The load address can be in 
one of six forms: 

1. symbol [(phase)] [±relocationl 
2. * [±relocationl 
3. S[+relocationl 
4. ROOT 
5. +displacement 
6. F+address 

The elements that make up the six 
forms that specify the origin 
Signify the following. 

1. symbol: May be a previously 
defined phase name, a previously 
defined control section, or a 
previously defined external 
label (the operand of an ENTRY 
source statement). 

(phase): If symbol is a 
previously defined control 
section or a previously defined 
external label that appears in 
more than one phase, phase (in 
parentheses) directs the Linkage 
Editor to the phase in which the 
origin name is to be found. The 
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phase name must have been 
defined previously. 

relocation: Indicates the 
origin of the phase currently 
being processed will be set 
relative to the symbol by a 
relocation ter~ consisting of a 
+ or a - im~diately followed by 
a hexadecimal number X'hhhhhh' 
of one to six digits, a decimal 
number dddddddd of one to eight 
digits, or nK, where K=1024. 

2. *: Indicates the Linkage Editor 
phase location counter. It will 
cause the Linkage Editor to 
assign the next main-storage 
location (with forced 
double-word alignment) as an 
origin for the next phase. In 
the case of the first PHASE 
statemeht, ~t signifies the 
first double-word address after 
the end of the Supervisor, the 
label block area (if any), and 
the area assigned to the COMMON 
pool (if any). Refer also to 
ACTION Statement, Fl and F2 
operands. 

relocation: Indicates 
relocation of the phase as 
described in ~tem 1. 

3. S: Indicates the origin is to 
be made at the end of the 
Supervisor, the label block area 
(if any), and the area assigned 
to the COMMON pool (if any). 
Refer also t~ ACTION Statement, 
Fl and F2 operands. 

relocation: Indicates 
relocation of the phase as 
described in item 1, although 
negative relocation is invalid 
for s-type. 

4. ROOT: Causes the Linkage Editor 
to a ssume the phase that follOW's 
as a root phase that will always 
be resident in main storage 
while the program is peing 
executed,. The mai n- storage 
address assigned to this phase 
is the first double-word address 
after the end of. the supervisor, 
the label block area (if any), 
and the area assigned to the 
COMMON pool (if any). Only the 
first PHASE statement is 
permitt ed to spe~ify ROOT. Any 
quali tati ve information (phase 
or relocation> is ignored when 
ROOT is speGified. If a control 
section appears in the root 
phase,' other occurrences of the 
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same control section are ignored 
and all references are resolved 
to the control section in the 
root. Control sections are not 
duplicated within the same 
phase. If any subsequent phase 
overlays any part of the ROOT 
phase, a warning diagnostic is 
displayed on SYSLST if ACTION 
MAP is specified. Refer also to 
AcTION Statement, Fl and F2 
operands. 

5. +displacement: Allows the 
origin point (loading address) 
to be set at a specified 
location. The origin point is 
an absolute address, relative to 
zero. displacement is a 
hexadecimal number X'hhhhhh' of 
one to six digits, a decimal 
number dddddddd of one to eight 
digits, or nK, where K=1024. A 
displacement of zero (+0) would 
be used to denote a self 
relocating program. If COM~CN 
is used, the COMMON start 
address is resolved to the end 
of supervisor address. 

6. F: Indicates a foreground 
program is being linkage edited 
and an area is to be reserved at 
the beginning of the foreground 
area for the program name, a 
register save area, and label 
information,. F should never be 
used for self relocating 
programs. If COMMON is used, 
t:.he COMMON start address is 
resolved to the first 
double-word boundary after the 
reserved area at the beginning 
of, the area specified by the F + 
displacement in the PHASE card. 

+address: The positive absolute 
mai n storage address of the 
foreground area in which the 
linkage-edited program is to be 
executed. It may be specified 
by a hexadecimal number ' 
~'hhhhhh' of four to six digits, 
or' a decimal number dddddddd of 
five to eight digits" or in the 
form nnnnK, where n is two to 
four digits and K=1024. For 
example, an address may be 
speCified as +32K or +X'8000' or 
+32768. The origin of the phase 
is on the first double-word 
boundary after the sum of 
address, the adjustment for the 
save area requirements, the 
label area and the length of the 
COMMON area if applicable. 



NOAUTO Indicates that the Automatic Library 
Look-up (AUTOLINK) feature is 
suppressed for both the private 
relocatable library and the system 
relocatable library. AUTOLINK 
collects each unresolved external 
reference from the phase. It then 
searches the private relocatable 
library (if SYSRLB has been 
assigned) and then the system 
relocatable library for a cataloged 
object module with the same name as 
each unresolved external reference. 
When a match is found, the module in 
the private relocatable library, or 
in the system relocatable library is 
edited into the phase. The AUTOLINK 
retrieved module must have an entry 
pOint matching the external 
reference in order to resolve its 
address. Unresolved external 
references are processed 
sequentially in alphameric order. 
Object-module cross references with 
labels identical to library 
object-module entry-point labels are 
erroneous. The use Qf NOA UTO as the 
last operand in a PHASE statement 
causes the AUTO LINK process to be 
suppressed ·for that phase only. 
(Also see ACTION statement.) 

some examples of PHASE statements 
follow. 

PHASE PHNAME,*+504 

This causes loading to start 504 bytes 
past the end of the previous phase, .. 

PHASE PHNAME3,PHNAME2 

This causes loading to start- in the same 
pOint where the loading of the phase by the 
name PHNA.ME2 started. 

PHASE P HNAME, ROOT 

This causes loading to start after the 
end of the Supervisor, the label block area 
(if any) and the COMMON pool '(if any) in 
the problem program area. When the PHASE 
statement contains a ROOT origin, this 
PHASE statement must be the first PHASE 
statement read qy the Linkage Editor. 
Otherwise, it. is treated as a symbol. 

PHASE PHNAME, CSECT1(PHNA~.&E2) 

This causes loading to start at the 
point where CSECTl was loaded. CSECT1, the 
named control section" must have appeared 
in the phase named PHNAME2. 

PHASE PHNAME,F+X' 6000' 

This causes loading to st&rt at 24K plus 
the length of the save area and label area. 

PHASE PHNAME,F+32K 

This causes loading to start at 32K plus 
the length of the save area and label area. 

PHASE PHNAME1,F+30K 
PHASE PHNAME2,* 
PHASE PHNAME3~PHNAME2 

The first phase (PHNAME1) of the 
preceding series is loaded starting at 30K 
plus the length of the save area and label 
area. The second phase (PHNAME2) of the 
series is loaded at the end of PHNAME1. 
The third phase (PHNAME3) is loaded at the 
same address as was PHNAME2, i.e., at the 
end of PHNAME1 .. 

Note: In each of the preceding 
e~mples, if the origin address supplied 
is not on a double-word boundary, the 
Linkage Editor' automatically increments 
to the next double-word boundary. 

The Linkage Editor allows the inclusion 
of the same control section within each of 
several phases. If a control section 
appears in a ROOT phase, it will not appear 
in any other phase. A duplicate control 
section within the same phase will be 
ignored. 

As external references occur in a phase, 
they are resolved preferentially with the 
entry pOint within the ROOT phase (if any), 
or the last previ ous occurrence of this 
entry pOint. For example, the coding 

A START 

DC V(B) 

B CSECT 

END 
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I when used as a module in two phases 
produces 

I 
I 
I 
I 

r---------~--------, 
I I 

A I A I 
I I 

~V(B) I 

B~ B \ 
I I 
I I 
I I 
I I 
I I 

Whereas the coding 

A START 

B CSECT 

A CSECT 

DC Y(B) 

B CSECT 

END 

when used as a module in two phases 
produces 

I 
I 
I 
I 

r---------L
---------, 

I I 
A I A I 

I I 

V(B) 

~V(B) /'i V(B) 

BIB I 
I I 
I 1 
I I 
I f 
I I 

This method of coding redefines the 
sequence of ESD information to allow valid 
cross reference by the Linkage Editor. 

When linkage editing in the AUTOLINK 
mode, this is also true except for the case 
of privileged external references. 
Privileged external references are, by 
definition, those external references whose 
labels begin with the letters IJ. In this 
case, if the resolution is not possible 
within the current phase or ROOT phase, the 
AUTOLINK function is performed on this 
external reference at the end of the phase. 
The other previously defined phases are not 
examined for possible resolution. If' 
NOAUTO is specified, the IJ prefix is not 
privileged. If the IJ module is not 
defined in the relocatable library, the 
address cpnstant referencing this label 
will not be resolved. 

INCLUDE STATEMENT 

This statement is used to indicate that an 
object module is to be included for editing 
by the Linkage Editor,. It has two optional 
operands. When both operands are used, 
they must be in the prescribed order. When 
the first operand is omitted and the second 
operand is used, a comma must precede the 
second operand. The first operand 
indicates that the input is in the 
relocatable library. The second operand 
indicates that the input is in submodular 
strl.X:ture. The names appearing in the 
namelist (second operand) are the names of 
selected control sections from which a 
phase is to be constructed. 

If both operands are omitted, the object 
module to be included is assumed to be on 
SYSIPT. Job Control copies it onto SYSLNK. 

If the first operand is present, the 
object module is assumed to be in either 
the'private or the system relocatable 
library. The Linkage Editer first searches 
the private relocatable library (if SYSRLB 
has been assigned) and then the system 
relocatable library for the module. The 
module name must be the same as that used 
when the module was cataloged in the 
library. Including modules from the 
r~locatable libraries permits the 
programmer to include standard subroutines 
in his program at linkage-edit time. 

If the first operand is omitted and the 
second operand is present" the object 
module to be included is assumed to be in 
the input stream (SYSLNK). The Linkage 
Editor reads the object module and extracts 
the control section(s) indicated by the 
second operand of the INCLUDE. 
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Note: If this option is elected, the 
module must be preceded by an INCLUDE 
statement with a blank operand in order 
for Job Control to place the module on 
SYSLNK. 

If both operands are present, the object 
module is read from the relocatable library 
and the indicated control section(s) are 
extracted. 

The placement of the INCLUDE statement 
determines the position of the module in 
the program phase. An in::luded module (in 
the relocatable library) can be preceded by 
one or more addi tiona I INCLUDE statements. 

The format of the INCLUDE statement is: 
r-----T---------r-------------------------, 
IName I Operation I Operand I 
~-----+---------+------------------------~ 
I blank I INCLUDE I [module name] [,(namelist)] I L _____ ~ _________ ~ ________________________ _J 

modulename 

(namelist) 

Symbolic name of the module, 
a s used whe n cataloged in the 
relocatable library. It 
consists of one to eight 
alphameric characters. 

Ca uses the Linkage Editor to 
construct a phase from only 
the control sections 
specified. The namelist is 
in the follOwing format. 

(csname1,csname2, ••• ) 

Entries within the 
parentheses are the names of 
the control sections that 
will be used to constitute a 
phase. When the namelist 
option is used and only 
selected control sections are 
included in a {ilase, a 
submodular phase is created. 
The counterpart of a 
submodular phase is a normal 
phase. A normal phase 
contains all control sections 
of one or more object 
modules. It is possible to 
include within the same phase 
an object module(s) without 
the namelist option and an 
object module(s) specifying 
the namelist option. The 
total number of control 
sections in a namelist cannot 
exceed five; however, any 
number of INCLUDE statements 
can be used. 

Modules in the relocatable library can 
be nested by using INCLUDE statements up to 

a depth of five (level of six). Modules 
included by INCLUDE statements read from 
SYSRDR are referred to as being in the 
first level. Modules included by 
statements in the first level are at the 
second level. This is illustrated in 
Figure 16. Modules included by statements 
in the second level are at the third level, 
and so on up to six levels. 

Stibmodular Structure 

When several control secticns are compiled 
toget her in one obj ect mod ule, it is 
sometimes desirable to break them up into 
several phases at linkage-edit time. This 
is done by using a PHASE statement followed 
by an INCLUDE statement with the namelist 
option. For example, the sequence 

PHASE 
INCLUDE 
PHASE 
INCLUDE 
PHASE 
INCLUDE 

PHNAME1,* 
, (CSECT1,CSECT3) 
PHNAME2,* 
, (CSECT2,CSECT5) 
PHNAME3,PHNAME2 
, (CSECT4,CSECT6) 

causes the Linkage Editor to structure the 
next module composed of CSECT1-CSECT6 in 
three overlays as shown: 

PHNAMEl 

I 
I 
ICSECT1 
I 
I 
I 
ICSEcr3 

r------ --------------~ 
I I 
I CSECT2 I CSECT4 
I I 

PH NAME 2 I P HNAME3 I 
I I 
I CSECTS I CSECT6 
I I 
I I 

The absence of the first o~erand in the 
INCLUDE statement indicates that the 
control sections are to be incorporated 
from the next succeeding module in the 
input stream. 

The preceding sequence of PHASE and 
INCLUDE statements may be read by Job 
Control onto SYSLNK in one of two ways: 

• If the PHASE and INCLUDE statements are 
on SYSRDR; an INCWDE statement with a 
blank operand must follow the sequence 
to read the module (on SYSIPT) 
containing CSEcrl-CSECT6 onto SYSLNK. 
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• If the PHASE and INCLUDE statements are 
on SYSIPT (immediately preceding the 
module), an INCLUDE statement with a 
blank operand on SYSRDR directs Job 
Control to read everything onto SYSLNK 
from SYSIPT down to the /* statement. 

PHASE and INCLUDE statements can also be 
in the relocatable library. This implies 
that submodular phases can be constructed 
from modules in the relocatable library. 
If PHASE and INCLUDE statements come from 
the relocatable library (via an INCLUDE 
MODNAME), then the control sections for 
that module are in the relocatable library. 
In this structure, the required control 
sections (in the relocatable library) 
immediately follow the last INCLUDE 
statement. For example, the sequence 

PHASE 
INCLUDE 
PHASE 
INCLUDE 
PHASE 
INCLUDE 

PH-NAME 1, * 
MODNAME1, (CSECTl ,CSECT3) 
PHNAME2, * 
MODNAME1, (CSECT2,CSECT5) 
PHNAME3 , PHNAME2 
MODNAME1,(CSECT4,CSECT6) 

causes the Linkage Editor to structure the 
next module (cataloged in the relocatable 
library under MODNAME1) composed of 
CSECT1--CSECT6 into the same three overlays 
as shown in the preceding example. 

If MODNAMEl contains an INCLUDE 
statement, the Linkage Editor interprets 
this to mean that the module to be included 
should also be searched f or the control 
sections requested in the namelist. For 
example, in the relocatable library if 
MODNAMEl contains 

INCLUDE MODNAME2 
CSECT3 
CSECT5 
CSECT6 

and in the relocatable library MODNAME2 
contains 

CSECTl 
CSECT2 
CSECT4 

upon encountering an 

INCLUDE MODNAME1,(CSECT1,CSECT3) 

statement, the Linkage Editor goes to 
MODNAME1 and finds INCLUDE MODNAME2. 
Linkage Editor then goes to MODNAME2 and 
extracts CSECT1 and returns to MODNAMEl and 
extracts CSECT3. 

A nonsubmodular INCLUDE statement may be 
placed before or after a submodUlar INCLUDE 
statement. This results in the addition of 
the included module into the phase at the 
point the INCLUDE statement is encountered. 

For example, if MOD1 contains CSECT4 and 
CSECT5, the sequence 

PHASE 
INCLUDE 
INCLUDE 

PHNAME1,* 
, (CSECT1,CSECT3) 
MOD1 

results in the following structure: 

PHNAME1 CSECTl 
CSECT3 
CSEer4 
CSECTS 

while the sequence 

PHASE 
INCLUDE 
INCLUDE 

PHNAME1,* 
MOD1 
, (CSECT1,CSECT3) 

results in the following s'tructure: 

PHNAME1 CSECT4 
CSEer5 
CSECTl 
CSEer3 

Note: Both of the following statements 
produce the same resul t. 

INCLUDE , (CSECT1,CSECT3) 

INCLUDE , (CSECT3,CSECT1) 

That is, CSECT1 and CSECT3 are in storage 
in that sequence. This is because the 
Linkage Editor extracts control sections in 
the order in which they appear in the input 
stream, not as they are ordered in the 
name list. In order to have CSECT3 
physically located ahead of CSECT1 in 
storage, two INCLUDEs must be used: 

INCLUDE , (CSECT3) 

INCLUDE , (CS Eerl) 

As no diagnostic is given if a control 
section, specified in the namelist, is not 
present in the indicated module, the user 
can inspect the MAP supplied by the Linkage 
Editor to determine if the proper control 
sections are in the correct phases. 

!NTRY STATEMENl' 

Every program, as input, for the Linkage 
Editor, is terminated by an ENTRY 
statement. Its format is: 
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r-------T-----------r--------------, 
I Name I Operation I Operand I 
~-------t-----------+--------------~ I blank I ENTRY I [e ntrypoi ntl I L _______ 4 ___________ ~ ______________ J 

entrypoint Symbolic name of an entry 
point. It must be the name of 
a CSECT or a label definition 
(source ENTRY) defined in the 
first phase. This address is 
used as the transfer address 
to the first {ilase in the 
program. If the operand field 
is blank, the Linkage Editor' 
will use as a transfer address 
the first significant address 
provided in an END record 
encountered during the 
generation of the first phase. 
If no such operand is found on 
the END card, the transfer 
address will be the load 
address .of the first phase,. 

It is necessary to supply the ENTRY 
statement only if the user wishes to 
provide a specific entry point. Job 
Control writes an ENTRY statement with a 
blank operand on SYSLNK when EXEC LNKEDT is 
read to ensure that an ENTRY statement will 
be present to halt linkage editing. 

ACTION STATEMENT 

This statement is used to indicate Linkage 
Editor options. When used, the statement 
must be the first Linkage Editor record(s) 
in the input stream. Its format is: 

r-------~----------T---------------------, I Name I Operation I Operand I 
r-------t-----------+---------------------~ 
I I I CLEAR I 
I I I MAP I 
I blank I ACTION I NOMAP I 
I I I NOAUTO I 
I I I CANCEL I 
I I I F1 I 
I I I F2 I L-______ 4 ___________ 4 _____________________ J 

I CLEAR 

MAP 

Indicates that the unused portion 
of the core image library will be 
set to binary zero before the 
beginning of the Linkage Editor 
function. CLEAR is a time 
consuming function. It should be 
used only if it is necessary to 
fill area s defi ned by DS statements 
with zeros. 

Indicates that SYSLST is available 
for diagnostic messages. In 
addition, a main storage map is 

output on SYSLST. The map contains 
every entry within each CSECT and 
every CS ECT within each phase .• 

NOMAP Indicates that SYSLST is not 
available when performing the 
linkage-edit function. Mapping of 
main storage is not performed and 
all Linkage Editor error 
diagnostics are listed on the 
printer-keyboard (SYSLOG). 

NOAUTO Indicates the AUTOLINK ~unction is 
to be suppressed during the linkage 
editing of the entire program. 
AUTOLINK will be suppressed for 
both the private and the system 
relocatable libraries. 

Note: When a WX is 
encountered, it is treated in 
the same manner as an EXTRN, 
NOAUTO. 

CANCEL Causes an automatic cancellation of 
the job if any of the errors 21001 
through 21701 occur. If this 
option is not specified" the job 
continues. 

F1 Causes the end-of-Supervisor 
F2 address used in Linkage Editcr 

calculations to be set to the 
beginning of the partition 
specified, plus the length of the 
label area and of the save area. 
The end of supervisor address in 
the communication region is not 
changed. 

Use of the F1 and F2 operands 
facilitates linkage editing of 
progr ams to be run in the 
foreground areas. Programs that 
have a phase origin of S (or *, for 
the first phase of a program) can 
be origined to the proper 
foreground area by the use of these 
operands. One of these operands is 
required when blank COMMON is used 
in a foreground partition or when 
the ROOT specification is used as 
the phase origin for a program to 
be run in the foreground areas (see 
the section PHASE Statement). 

Use of the ACTION F1 (or F2) 
statement in a multiprogramming 
environment requires that the 
partition be allocated. If these 
operands are used in a 
non-multiprogramming environment, 
they are ignored,. 

An example of the use of the ACTION 
F1 statement follows 
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Assume a 64K machine with: 

8K supervisor 
24K Background area 
16K Foreground 2 area 
16K Foreground 1 area. 

The statement PHASE PHASE1,S causes 
PHASEl to be origined at 8K (the 
end of the Supervisor area). 

The sequence 

ACTION F1 
PHASE PHASE1,S 

causes PHASE1 to be origined at 48K 
(the beginning of the Foregxound 1 
area) plus the length of the 
foreground save area. 

An ACTION statement flagged as invalid 
(as the result of an invalid operand, etc) 
causes all subsequent ACTION statements 
submitted during the job to be ignored. 

The ACTION statement is not required. 
If the MAP option is specified, SYSLST must 
be assigned. If the statement is not used 
and SYSLST is assigned, MAP is assumed and 
a map of main storage am any error 
diagnostics are output on SYSLST. If the 
statement is not used am sYSLST is not 
assigned, NOMAP is assumed. 

The following information is contained 
in the map of main storage. 

1. The name of each phase, the lowest and 
highest main storage locations of each 
phase, and the hexadecimal disk address 
where the phase begins in the core 
image library. 

2. An indication if the phase is a ROOT 
phase, or if a phase overlays the ROOT 
phase in any way (designated by 
OVEROOT) • 

3. The length of COMMON, if appropriate. 

4. The names of all CSECTs belonging to a 
phase, the address where each CSECT is 
loaded, and the relocation factor of 
each CSECT. 

5. All defined entry pOints wi thin a 
CSECT. If an entry point is 
unreferenced, it is flagged with an 
aster isk (* ) • 

6. The names of all external references 
that are unresolved. 

7. The transfer (execute) addres.s of each 
phase. 

8. warning messages are printed if: the 
ROOT phase bas been overlaid; a 
possible invalid entry point 
duplication occurred; the ENTRY or END 
statement contained an invalid 
(undefined) transfer label; at least 
one control section bad a length of 
zero; the assembled origin on an RLD 
statement was outside the limits of the 
phase; or, an address constant could 
not be resolved. These messages mayor 
may not ~ndicate actual programming 
errors. The user will not be aware of 
these warnings if NOMAP is operational. 

The difference between specifying NOAUTO 
in a PHASE statement and s~ecifying ACTION 
NOAUTO. The NOAUTO operand in a PHASE 
statement indicates to the Linkage Editor 
that AUTOLINK is to be suppressed for that 
phase only. If an entire ~rogram requires 
NOAUTO, then specifying ACTION NOAUTO 
cancels AUTOLINK during the linkage editing 
of the entire program, thereby eliminating 
the necessity of specifying NOAUTO in each 
PHASE statement. 

Figure 18 shows a map of main storage 
and a diagnostic listing produced on SYSLST 
as a result of SYSLST being assigned and 
ACTION NOMAP not specified. 

For the line numbers referred to in the 
following discussion, see the "Disk Linkage 
Editor Diagnostic of Input" portion of 
Figure 18. 

1. Line 1 (ACTION TAKEN). MAP and CLEAR 
have been specified on separate ACTION 
cards. Had NOAUTO been s~ecified, it 
would also appear on this line. 

2. Lines 4, 7, 10, and 13. Error 21411 
(duplicated ESID number) is printed 
four times because the submodular 
structure of the phase demanded four 
passes over the same module. As the 
Linkage Editor processes in its own 
input area, the record printed may not 
have identical information to the 
original input record. Lines 10 and 13 
differ in content from lines 4 and 7 
for this reason. 

3.. Lines 11 and 12. Line 11 is printed 
when the statement is read by the 
Linkage Editor. Line 12, error 21311 
indicating that the requested module is 
not in the relocatable library, is 
printed after tbe error is detected. 

4. Line 16. This is an example of an 
error detected in a TXT statement .• 
Error 21441 indicates the ESID number 
FOFl is invalid. (It should be binary 
01. ) 
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5. Line 17. Indicates the AUTOLINK 
feature was used for relocatable 
library module inc lusion in the phase 
named above it. 

6. Line 19. An example of a valid REP 
statement. 

7. Lines 20 and 21. An example of an 
invalid REP statement. Line 20 is 
printed when the statement is read by 
the Linkage Editor. Line 21, error 
21021 indicating an invalid operand in 
the statement, is printed after the 
error is detected. 

When a module is included from the 
relocatable library, it is not possible to 
guarantee that the sequence identification 
printed in columns 8-15 is that of the 
record printed. This occurs because the 
MAINT librarian program reblocks the 
content of the cards to a more compressed 
fonnat. 

For the line numbers referred to in the 
following discussion, see the RMapR portion 
of Figure 18. 

1. Line 2 (COMMON). The entry under 
REL-FR contains the length instead of 
the relocation factor in the case of 
ESD-type COMMON. 

2. Lines 5 and 9 (referring to 
UNREFERENCED SYMBOLS). These ENTRY 
labels (POINT2 and POINT3) are not 
referenced as an external symbol, that 
is, by no correspoming EXTRN 
statement. 

3. Lines 17 and 18. The se labels 
indicate EXTRN references that cannot 
be matched with a corresponding entry 
point. In such a case, * ENTRY 
ESD-types may be the corresponding, 
but misspelled, point. In the 
submodular structure, CSECTs not 
specified in any name list appear as 
EXTRNs. The labels can also indicate 
unreferenced EXTRN·s. 

4. Lines 3, 6, 7, 11, and 15. All phase 
origins (entries under LOCORE) are 
incremented by the Ie ngth of COMMON. 

5. Line 19. Warning message. When this 
message appears, OVEROOT is printed to 
the left of the name of the phase 
(PHASE3) that overlays the ROOT phase. 

6. 

7. 

8. 

10. 

Line 20. warning message. An entry 
label appeared at least twice in the 
input stream. At the time of the 
second (or more) occurrence, it was 
not possible to validate it as being a 
true duplication of the previous 
occurrence. The most common reason 
for this message is in submodular 
structure with (source) ENTRY labels 
defined before the CSECT in which the 
entry point appears .• 

Line 21. An overriding transfer label 
in the ENTRY statement was not defined 
within the first phase, or a transfer 
label was not defined in an END 
statement in its module. 

Line 22. Warning message. The COBOL, 
FORTRAN, RPG, and PLII (D) compilers 
do not supply all of the information 
required by the Linkage Editor in the 
ESD records. Specifically, the 
control section length is provided in 
the END record. If a control section 
defined in the ESD information has a 
length of zero, it normally indicates 
the length will appear in the END 
record. It is possible for the user 
to generate zero-length control 
sections through the Assembler. Such 
a condition produces this message. 
This is not an invalid condition if it 
is not the last control section that 
is of zero length. If the last 
control section is of zero length, the 
length is implied to be in the END 
record and is an error condition if 
not present. 

Line 23. These address constants 
correspond to the EXTRNs shown in 
lines 17 and 18. 

Line 24. Address constants had load 
addresses outside the limits of the 
phase in which they occurred. This 
normally occurs if the control section 
length is incorrectly defined in tpe 
input. 
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JOB EXAMPLE DISK LINKAGE EDITOR DIAGNOSTIC Of INPUT 

ACTION TAKEN 
LIST 
LIST 

MAP CLEAR 
PHASE PHASE1,ROCT,NOAUTU 

I~CluCE ,(NAMEONEl 

21411 EX1 00C2 ESD 404040 001C 0002 POINT3 

LIST 
L1 ST 

PHASE PHASE2,*.NOAUTO 
INCLUDt ,(NAMEFOURl 

21411 EXl 0002 ESD 404040 0010 0002 POINT3 

LIST 
LIST 

PHASE PHASE3,PHASE1+73,NOAUTO 
INCLUDE , (NAMETWO,NAMTHREEl 

21411 EXI 0002 ESD 404G40 CC10 0002 PCINT3 

LIST INCLUDE Rt:LplOO 

21311 IfIlCLUCE RELMOO 

21411 EX1 C002 ESD 404040 0010 0002 POINT3 

LIST PHASE PHASE~,+16500 
LIST I~CLUCE RElMODUL 

1 000244 000003 NAMETWO 2 ff0130 OOOOCA NAMTHRFE 0 090200 OOOOAR 

1 000244 000003 NAMETWO 2 f~0130 OOOOCA NAMTHREE 0 000200 0000A8 

1 000244 000007 NAMETwO 0 000130 001898 NAMTHREE 0 000200 0000A8 

1 000244 000003 NAMETwO 0 000130 001928 NAMTHREE 0 000200 0000A8 

21441 KEl 0015 TxT 00425C 0038 ~OFI 1A361A56 46DOE254 4130EflE D500EF1E E5fA417C E2869201 EFIE0630 9509EF10 4770E286 

11 ST 
L ISl 
LIST 
liST 

AUTCLI~K AuTOMOD2 
PHASE PHASE5,+X'25BA',NOAUTO 

REP OC401b 0034130.C03A.47FO,C30E 
REP OC40CC 003D20E, 

PATCH ASSEMBLY ERRORS 

21021 KEP V040CO C3FO 0003 D2CcFCCS 6B404040 40404040 40404040 40404040 40404040 40404040 40404040 40404040 

LIST ENTxY INVALIU TRANSFER LABEL 
-

PHASE XfR-AD LOCORE HICORE OSK-AD ESD TYPE LABEL LOADED REL-FR 

COMMON COM 001800 0000C8 

ROOT PHASEl 0018C8 0018C8 0019F7 13 2 2 CSECT NAME ONE 0018C8 OC18C8 
ENTRY POINTl 0018CC 

• ENTRY POINT2 001930 

PHASE2 0019FB OO19f8 001A87 13 3 CSECT NAMEFOUR 0019F8 OC1750 

OVERcaT PHASf:3 0019E8 001918 001B1F 13 3 2 eSECT NAMETWO 001918 0017E8 

CSECT NAMTHREE 0019E8 oe17ES 

• ENTRY PO I Nn 00LA2C 

CSECT NAMEFOUR 00LA90 OC17E8 

PHASE4 00431\0 004140 0059A3 13 4 1 CSECT AUTOMODl 004140 003A98 
ENTRY AUTOENT 0042DO 

CSECT 0043A8 OC3EF8 

CSECT AUTOMOD2 0043CO 0003CO 

PHASE5 00268t1 002688 002767 13 6 1 CSEC T 0024F8 -001808 

CSECT NAMES 0024F8 -001B08 

• UNRffEKEI'4CED SY~BOLS EXTRN PONT2 
EXTRN POINT4 

ROOT STiotUCTURE OVERLAID BY SUCCEEDING PHASE 

PDSSISLE INVALID ENTRY POINT DUPLICATION IN INPUT 

INVALID TR.6NSFEK LABEL ON END OR ENTRY STATEMENT IGNORED 

cc~tRCl SECTICNS LF ZERU LENGTH IN INPUT 

002 UNR~SOlVtC ADCRESS CO~STANTS 

003 ADDRESS CC~STANTS ouTSIDE LIMITS OF PHASE 

Figure 18. Map of Main Storage 
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PHASE ENTRY POINT 

The Linkage Editor stores with each phase 
the absolute entry pOint of that phase .• 
These entry points are as follows. 

1. For the first phase, the entry point 
specified in the ENTRY statement is 
used. If no entry paint is specified, 
the first significant entry address 
taken from an END statement encountered 
in the construct ion of the fi.rst phase 
is used. 

2. For submodular phases, the entry paint 
specified in the END record is used if 
the CSECT that contains this entry 
point was specified in the namelist. 
If an external label is the entry point 
defined b¥ the END record, it must be 
previously defined and will be used for 
all phases constructed from this 
module. If no entry paint is 
specified, the beginning address of 
each phase is used. 

3. For all phases, the entry address (if 
any) specified in the first END record 
encountered in the construction of the 
f>hase is used. 

SELF-RELOCATING PROGRAMS 

A system with multiprogramming has the 
capability of executing self-relocating I 
programs. A self-relocating program is one 
that can be executed at any location in 
main storage. A program that is 
self-relocating must initialize its address 
constants, including Channel Command Words 
(CCWs), at execution time. 

The IBM-supplied logical IOCS access 
methods are self-relocating. All 
self-relocating programs that use logical 
IOes must use the OPENR macro to obtain DTF 
table address relocation. The CLOSER macro 
must be used when previously opened files 
are being deactivated. 

Although self-relocating programs are 
somewhat more difficult to program, the 
advantages may compensate for the extra 
programming effort, particularly in a 
system having two foreground areas. Some 
advantages are: 

1. The operator need not be aware of the 
origin address established by the 
Linkage Editor to partition main 
storage correctly. 

2. The program may be executed in any of 
the three area s .• 

3. Three copies of the same program may be 
executed simultaneously. 

Self-relocating programs must be 
assigned an origin of location zero when 
they are linkage edited. The program 
initiator recognizes that a program being 
loaded is self-relocating by virtue of the 
zero address. The program is entered for 
execution at the entry pOint specified at 
linkage edit time by relocating this entry 
point by the address at which the program 
is loaded. For example, a program to be 
loaded at X'4000' with an entry point of 
X'SO' is entered at storage location 
X' 4050' • 

Note: A COMMON area cannot be used in 
a-5elf-relocating program. 

Because self-relocating programs must be 
assigned to origin at location zero when 
linkage edited, multiphase programs should 
use the LOAD macro instruction rather than 
the FETCH macro instruction, with the 
register specifying the load address .• 
Control is given to the loaded phase by 
branching to the contents of register 1 
(ENTRY point). The user should code his 
loading mechanism in a place where it is 
not overlaid by a new phase. 

Note: A self-relocating program with a 
zero address linkage edit origin cannot 
be initiated by the EXEC statement in a 
batched-job foreground (no MPS) system. 

FGP PROGRAMS 

For more rapid retrieval of multiphase or 
frequently used foreground programs, each 
phase can be given the prefix FGP as the 
first three characters of the program name. 
Phases with this prefix are cataloged into 
a separate FGP subdirectory on the resident 
pack. (The capacity of the directory is 
144 phases.) When one of these phases is 
fetched, this subdirectory is searched 
before the core image directory. 

The link-edit-and-go mode of operation 
cannot be used if the FGP program is 
already cataloged on the system because the 
FGP subdirectory is searched before the 
core image directory. A new phase, 
therefore, cannot be accessed until the 
catalog function is completed because the 
FGP subdirectory is not updated until 
end-of-job is reached. 
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LINKAGE EDITOR INPUT RESTRICTIONS 

In a background area of 10K, the Linkage 
Editor can process at least 30 phases in a 
program, 221 unique ESD items in a program, 
and 27 ESIO items in a module. 

A unique ESO item is defined as being an 
occurrence in the control dictionary. All 
symbols that appear in the MAP are unique 
occurrences. A symbol that occurs several 
times in the input stream is normally 
incorporated into a unique ESP item. 
However, if the same symbol occurs in 
different phases (e.g., control sections), 
each resolved occurrence of the symbol 
within a different phase is a unique ESD 
item. 

The number of ESIO items is the number 
of ESO items within a module not counting 
the LD (source ENTRY) type. 

An RLD item is related to the address 
constants within a phase. An address 
constant can have one or more RLD items, 
each item corresponding to a symbol in the 
relocatable expression of an address 
constant. For example, A(X + Y) is an 
address constant of two relocatable 
expressions that will have two RLO items. 

A combination of the preceding values 
can be accommodated by the Linkage Editor 
in accordance with the fpllowing formulas. 

This formula can be used for determining 
the maximum number of PHASE, ESD, and ESID 
items that can be processed in the control 
dictionary of a 16K system. 

16(x + y) + 3z $ 4000 

where x total number of PHASE statements, 
not to exceed 120 

y = total number of unique ESD items 
z = total number of ESIO items per 

module. 

'A. background area greater than 10K but 
less than 14K does not change this formula. 
Ho wever, if the bac kground prog ram area is 
greater than 14K, the Linkage Editor uses 
additional storage to increase the 
dictionary area. The value 4000 in the 
formula for a background area greater than 
14K increases linearly to a value of 33,500 
at a background area of 40K. 

In a background area greater than 10K, 
the additional main storage is used to 
produce faster linkage-edit times and 
accommodate a greater number of 
combinations of the preceding values in 
accordance ~ith the above formulas. 

The maximum number of phases that can be 
processed by the Linkage Editor at anyone ( 
time is 120. The maximum number of bytes 
per phase is 440,640. 

LINKAGE EDITOR JOB SETUP 

When performing a linkage edit function, 
the following system and programmer logical 
units are used. SYSRDR and SYSIPT may 
contain input for the Linkage Editor. This 
input is written onto SYSLNK by Job 
Control. 

Unit 
SYSROR 

SYSIPT 
SYSLST 
SYSLOG 
SYSLNK 
SYS001 

Function 
Control statement input (via Job 
Control) 
Module input 
Programmer messages and listings 
operator messages 
Input to the Linkage Editor 
Workfile 

In normal operations, all preceding 
logical units must be assigned. In a 
unique circumstance (when all modules to be 
linkage edited are in the relocatable 
library), SYSIPT would not need to be 
assigned. 

A linkage edit job is set up in the 
following manner. ~ 

Control statement Remarks 

// JOB Required only if this is 
the first job step of a 
job. 

// ASSGN Required only if device 
assignments are to 
differ from the system 
standard assignments. 
units that can be 
assigned are SYSRDR, 
SYSIPT, SYSLST, SYSLNK, 
and SYS001. 

// OPTION OPTION statement must 
follow the ASSGN 
statement (if any) for 
SYSLNK. 

ACTION Optional ACTION 

PHASE 
INCLUDE 

sta temen t (wi th 
appropriate operand) 
must precede the first 
Linkage Editor control 
statement. 

As many PHASE and 
INCLUDE stat ements as 
are required are used to 
construct phases from ~ 
the modules input to the , 
Linkage Editor. 

96 DOS System Control and System Service Programs 



ENTRY 

// LBLTYP 

/ / EXEC LNKEDT 

/& 

Optional statement to 
provide a transfer 
address for the first 
phase. 

LBLTYP statement (if 
required) to define the 
amount of main storage 
to be reserved at 
linkage-edit time for 
processing of tape or 
nonsequential DASD file 
labels in the problem 
pro gr am ar ea 0 f rna in 
storage. 

EXEC statement to call 
the Linkage Editor. from 
the core image library. 
Job Control creates an 
ENTRY statement on 
SYSLNK to ensure its 
presence to halt linkage 
editing. 

End-of-job statement. 

When linkage editing multiple object 
modules into one program phase, make sure 
that the linkage editor selects the 
intended entry point. Either specify or 
place the main control section first in the 
linkage editor input, or use a linkage 
edi tor ENTRY statement with the name of the 
main control section as the entry-point 
operand. 

Example of Linkage Editor Input and 
Output 
The program shown in Figure 19 illustrates 
the rules governing input for the Linkage 

Editor and shows the output obtained. 
Though this example is somewhat more 
complex than the normal program, by 
following the flow of the input, one can 
find practically every situation that may 
arise. 

The leftmost block shows control 
statements being read by Job Control from 
SYSRDR. The next block is read by Job 
Control from SYSIPT and contains an object 
module (module 1) and a source module to be 
assembled. The next block shows the output 
from Job Control on SYSLNK, which is the 
input to the Linkage Editor. The next two 
blocks represent two levels in the 
relocatable library. The rightmost block 
shows the output phases as they appear in 
the temporary portion of the core image 
library after the execution of the Linkage 
Editor function. A detailed sequence of 
events follows. 

Linkage Editor control statements are 
read by Job Control from SYSRDR and are 
copied on SYSLNK until an INCLUDE statement 
with a blank first operand is read. This 
statement is not copied on SYSLNK. 
Instead, Job Control copies the Ir.odule on 
SYSIPT onto SYSLNK until a /* statement is 
read. Job Control then reads from SYSRDR. 
~n assembly is executed and its output is 
wri tten directly on SYSLNK. (It is assumed 
that LINK was specified in an OPTION 
statement preceding the Linkage Editor 
control statements.) Job Control then 
writes the ENTRY statement with a transfer 
label for CS A on SYSLNK and issues a fetch 
for the Linkage Editor,. 
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SYSRDR SYSIPT SYSLNK 

PHASE PHASE 1 ESD module 1 PHASE PHASE1 

-INCLUDE MOD2 TXT CS E INCLUDE MOD2 

i Relocatable Library 
Level 1 Level 2 

- INCLUDE MOD3 ESD module 3 

I rCore Image Library, 
PHASE] 

CS A 

PHASE PHASE2 TXT CS F 

INCLUDE TXT CS E (cont) 

EXEC ASSEMBLY RLD module] 

ENTRY label CS A END module 1 

PHASE PHASE2 

\ 
INCLUDE MOD4 ~TXTCSA 

ESD module 1 ESD module 2 TXT CS B 

TXT CS E TXT CS D ~ OlD mod,'. 3 

TXT CS F RLD module 2 END module 3 

CS B 

CSC 

CS D 

PHASE2 

EXEC LNKEDT INCLUDE MOD5 TXT CS E (cont) END module 2 _ INCLUDE,(C) CS E 
-----------

/* RLD module 1 ESD module 5 ESD module 4 CS E (cont) 
A 

Assembler 
Source Deck 
(CS H) 

END module 1 V TXT CS G TXT CS C 

INCLUDE MOD5 RLD module 5 TXT CS C1 

CS F 

CS G 

/* ESD Assembler I----- END module 5 RLD module 4 CS H 

TXT CS H END module 4 

RLD Assembler 

END Assembler I 
ENTRY label CS A 

I+----Read by' Job Control---.4--i, --Read by Linkage Editor----+i .. 1 L J 
I-___________________ Input -----------------------.{.. Output 

Figure 19. Example of Linkage Editor Input and output 

The Linkage Editor reads from SYSLNK and 
starts to create a program. An INCLUDE 
statement with a nonblank first entry in 
the operand field signals the Linkage 
Editor to access the relocatable library. 
This is the first level of an INCLUDE. In 
the first level of the relocatable library, 
the Linkage Editor reads an INCLUDE (for 
the second level) and performs this 
incl usion. As no INCLUDE is present in the 
second level, control is returned to the 
calling input level. This process is 
repeated for the next INCLUDE. Note that 
the namelist specifies only CS C is wanted. 

After the inclusion of the module at the 
first level, control is returned to SYSLNK 

where a new phase is encountered. The 
control sections are read from SYSLNK and 
added to PHASE2 until the next INCLUDE is 
read. At this time, the Linkage Editor 
again accesses the relocatable library, 
performs the inclusion of MOD5 into PHASE2, 
and continues reading input from SYSLNK. 
processing continues until the ENTRY 
statement is reached. 

The split control section 
(CS E) is assigned a contiguous area of 

main stor age. 
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This section describes the set of programs 
that maintain, service, and copy the 
libraries of the Disk Operating System. 
This set of programs is collectively 
referred to as the Librar ian. 

The system residence (SYSRES) can 
contain three separate and distinct 
libraries: 

1. Core image library 

2. Relocatable library 

3. Source statement library. 

The core image library is required for 
each disk-resident system. The other two 
libraries, the relocatable library and the 
source statement library, are not required 
for operating a system. 

CORE IMAGE LIBRARY 

The core image library contains any number 
of programs. Each program is made up of 
one or more separate phases. Hence, each 
phase may either be a single program, or an 
overlay of a multiphase program. The size 
and number of programs in the core image 
library are the factors that determine the 
amount of space that need be allocated to 
the library. 

All programs in the core image library 
are edited to run with the resident 
supervisor. Each program phase is assigned 
a fixed location in main storage. The 
programs in the core image library include 
system programs, other IBM programs such as 

I Assembler, RPG, COBOL, FORTRAN, PL/I (D), 
and sort programs, and user programs. 

Associated with the core image library 
is a core image directory. The directory 
contains a unique descriptive entry for 
each phase in the core image library. Each 
entry includes the name of the Ihase, the 
starting disk address of the phase in the 
core image library, the number of records 
necessary to contain the phase, the number 
of bytes in the last record, the starting 
address in main storage where the phase 
will be loaded, and its entry paint. The 
entries in the core image directory are 
used to locate and retrieve phases from the 
core image liprary. 

Librarian 

Phases in the core image library and 
entries in the core image directory are in 
the order in which they were cataloged. 

RELOCATABLE LIBRARY 

The relocatable library contains any number 
of modules. Each module is a complete 
object deck in relocatable format. The 
size and number of modules in the 
relocatable library are the factors that 
det ermine the amount 0 f space tha t need be 
allocated to the library. 

The purpose of the relocatable library 
is to allow the user to maintain frequently 
used routines in residence and combine them 
with other modules without requiring 
recompi lati on. The routines from the 
relocatable library are edited in the core 
image library by the Linkage Editor. 

Associated with the relocatable library 
is a relocatable directory. The directory 
contains a unique descriptive entry for 
each module in the relocatable library. 
Each entry includes the name of the module, 
the starting disk address of the module in 
the relocatable library, the number of 
records required to contain the module, the 
change level of the module, and the number 
of bytes in the last record. The entries 
in the relocatable directory are used to 
locate and retrieve modules in the 
relocatable library. 

Modules in the relocatable library and 
entries in the relocatable directory are in 
the order in which they were cataloged. 

Private relocatable libraries and system 
relocatable libraries are supported. (See 
the section Private Libraries.) 

SOURCE STATEMENT LIBRARY 

The source statement I ibrary contains any 
number of books. Each book in the source 
statement library is made up of a sequence 
of source language staterrents. The size 
and number of books in the source statement 
library are the factors that determine the 
amount of space that need be allocated to 
the library. 
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The purpose of the source statement 
library is to provide an extension of the 
functions of a macro library. If a source 
program contains a macro instruction, the 
macro definition in the source statement 
library corresponding to the macro 
instruction is generated in the source 
program. If the source program contains a 
COpy statement, the specific language 
translator ~ill compile a book from the 
so urce statement library into the source 
program. 

Each book in the source statement 
library is classified as belonging to a 
specific sublibrary. Sublibraries are 
currently defined for two programming 
languages (Assembler and COBOL) in the 
system. Classifying books by a sublibrary 
prefix all~s a program written in COBOL to 
have the same name as a program written in 
Assembler. 

Card images are stored in compressed 
form within the library. In the compressed 
format, all blanks are eliminated. When a 
book is retrieved, the card images are 
expanded to their original 80-character 
format. 

Associated with the source statement 
library is a source statement directory. 
The directory contains a unique descriptive 
entry for each book in the source statement 
library. Each entry includes the name of 
the book, the starting disk address of the 
book in the source statenent library, the 
humber of records required to contain the 
book, the change leve 1 of the book, and an 
indication of the requirement for change 
level verification before updates. The 
entries in the source statement directory 
are used to loca te and retrieve books in 
the source statement library. 

Books in the source statement library 
q.nd entries in the source statement 
di rect·ory are in the order in which they 
were cataloged. 

Private source statement lib~ries and 
system source statement libraries are 
supported. (See the section Private 
Libraries. ) 

DISK STORAGE SPACE REQUIRED FOR LIBRARIES 
A."iD DIRECTORIES 

The relative location of each of the 
library and directory areas is fixed. The 
amount of space allocated to each is 
determined by the user,. Each library are a 
consists of one or more complete disk 
cylinders. Each directory area consists of 
one or more complete disk tracks. Each 

directory occupies the first track(s) of 
the first cylinder allocated to its 
respective library. 

On the 2311, the core image directory 
starts on track 0 of cylinder 1 because the 
system material requires 10 full tracks of 
cylinder o. The core image library starts 
on the track following the last track of 
the core image directory and fills the 
number of cylinders specified. 

On the 2314, the core image directory 
starts on track 10 of cylinder 0 because 
the system material takes up the first 10 
tracks of cylinder O. The core image 
library starts on the track following the 
last track of the core image directory, 
completing cylinder 0 if any available 
tracks remain, and then fills the number of 
cylinders specified for the library. 

The difference between the 2311 and the 
2314 is that on the 2314, the last 10 
tracks of cylinder 0 are added to the core 
image library. If 3 cylinders are 
specified for the core image library on the 
2314, the library will be cn the last 10 
tracks of cylinder 0 and the following 3 
complete cylinders. 

Beginning with the core image directory 
and library, the sequence of areas is: 

1. Core image directory and library 
(required) 

2. Relocatable directory and library 
(optional) 

3. Source statement directory and library 
(optional) • 

If the relocatable library is not used, 
the source statement 1 ibrary immediately 
follows the core image library. If neither 
the relocatable library nor the source 
statement library is used, the label 
control card area (volume information area) 
immediately follows the core image library. 

In each of the formulas contained in 
this section, the formula on the left 
applies to the 2311. The formula on the 
right applies to the 2314. If the formula 
applies equally to the 2311 and the 2314, 
it is given only once. 

Core Image Directory Size 

Each track allocated to the core image 
directory can contain entries for 144 
phases on the 2311 (or 270 phases on the 
2314) with the exception of the last track, 
which can contain only 143 (or 269) 
entries. Thus, the number of tracks (T ) 
required f or the core in-age di rectory is: 
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T = P+l 
D 144 

TD = P+l 
270 

where P = total number of phases in the 
core image library. The value of TD is 
rounded to the next higher integer 1f a 
remainder results. 

COre Image Library Size 

Each track allocated to the core image 
library contains two fixed-length blocks on 
the 2311 (or 4 fixed-length blocks on the 
2314). Each block contains a maximum of 
1728 (or 1688) b¥tes of instructions or 
data. The core image library contains 
exactly the same information as is loaded 
into main storage for execution. Each 
phase is written beginning in a new block. 
The number of tracks required for the core 
image library can be calculated as follows. 

1. Determine the number of blocks (Bn) 
required for a phase: 

Bn = L 
1728 

Bn = L 
1688 

where L = total number of bytes in the 
phase. The value Bn is rounded to the 
next higher integer. 

2. Determine the total number of blocks 
(B t ) required for all phases in the 
core image library: 

3. 

B t = B~ + B2 + B3 + ••• + En 

Determine the number of tracks (TL) 
required to hold all phases in the core 
image library: 

4. Determine the number of cylinders (e) 
required to hold the core image library 
and core image directory: 

e = Tp+TL 
10 

e = DL!:!L 
20 

The value e is rounded to the next 
higher integer if a remai nder results. 

Relocatable Directory Size 

Each track allocated to the relocatable 
directory can contain entries for 180 
modules on the 2311 (or 340 modules on the 
2314) with the exception of the first 
track, which can contain only 175 (or 335) 

entries, and the last track, which can 
contain only 179 (or 339) entries. Thus 
the number of tracks (TO) required for the 
relocatable directory is: 

TO = m+6 
180 

= m+6 
340 

where m = total number of modules in the 
relocatable library. The value TO is 
rounded to the next higher integer if a 
remainder results. 

Relocatable Library Size 

Each track allocated to the relocatable 
library contains 9 fixed-length blocks for 
the 2311 (or 16 fixed length blocks for the 
2314). Each block is 322 bytes long. A 
number of factors affect the packing of 
information in these blocks. The factors 
include the following variables: 

1. The number of separate control 
sections. 

2. The use of OS (define storage) 
statements, which reserve storage that 
mayor may not be utilized for data 
constants defined in the program.. 

3. Alteration of ~he location counter 
during assembly (use of OEG 
statements) • 

The following calculations approxima.te 
fairly accurately the I ibrary area required 
for typical programs .• 

1.. Determine the number of blocks (Bc 1 
required for all cards or statements 
except the actual program text. Assume 
a separate block for each card of the 
following types: 

a,. PHASE 

b. INCLUDE 

c. REP 

d. END 

e,. SYM 

f. ENTRY 

Let Bc = total number of cards of the 
above types. 

2. Determine the number of blocks (Be) 
required for ESD and RLD cards. Assume 
a separate block for every two ESD or 
RLD cards. 
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3. 

4. 

Determine the number of blocks (Bi) 
required for the actual instructions or 
data in the TXT cards. Assume an 
average of 200 bytes of text in each 
block. (A maximum per block, for 
contiguously assigned text, is 264 
bytes per block.) Thus, 

Bi = total bytes of text in TXT cards 
200 

Determine the total number of blocks 
(Bn) required for a module in the 
relocatable library: 

en = Be + B i + Be 

5. Determine the total number of blocks 
(B t ) required to hold all of the 
modules in the library: 

6. Determine the number of tracks (TL) 
required for the r~locatable library: 

T = Bt 
L 16 

The value TL is rounded to the next 
higher integer if a remainder results. 

7. Determine the number of cylinders (C) 
required to hold the relocatable 
library and relocatable directory: 

C = 1:D...±.!J... 
10 

The value C is rounded to the next 
higher integer if a remainder results. 

Source statement Directory Size 

Each track allocated to the source 
statement directory can contain entries for 
160 books on the 2311 (or 270 Qooks on the 
2314) with the exception of the first track 
which can contain only 155 (or 265) 
entries, and the last track, which can 
contain only 159 (or 269) entries. The 
n umber of tracks (TD) required for the 
source statement directory will be: 

where B = total number of books in the 
source statement library. The value TD is 
rounded to the next higher integer if a 
remainder results. 

Source Statement Library Size 

Each track allocated to the source 
statement library contains sixteen 
fixed-length blocks for the 2311 (or 27 
fixed-length blocks for the 2314). Each 
block contains a maximuIr of 160 bytes of 
source statement information,. The source 
statements coded by the user are compressed 
before writing them out in the source 
statement library. This compression is 
performed by eliminating all blanks in each 
source statement,. Several count bytes 
indicating the number of blanks eliminated 
are added to each statement before writing 
it in the source statement library. The 
number of tracks required for the source 
sta tement library can be calculated as 
follows. 

1. Determine the number of statements (N) 
used to define a book,. 

2. Determine the average compressed 
statement length (Ls) in the book. The 
compressed statement length 
approximately equals: 

Ls = (Li. + 1) + (L2 + l)+ ••• +(Ln + 1)+3 

where each Ln = number of bytes in each ~ 
word of the source sta temen t,. ~ 

3. Determine the number of blocks (Bn) 
needed to hold the book: 

4. 

5. 

6. 

Bn = N(hl 
160 

The value Bn is rounded to the next 
higher integer if a remainder results. 

Determine the total number of blocks 
(Bt) required to hold all of the books 
in the library: 

Bt = Bi. + B2 + B3 + ••• + Bn 

Determine the number of tracks (TL) 
required to hold all of the books in 
the source statement library: 

= Bt 
16 

The value T L is rounded to the next 
higher integer if a remainder results. 

Determine the number of cylinders (C) 
required to hold the source statement 
library and source statement directory: 

C = !.D+TL 
10 

c = TO+TL 
20 
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The value C is rounded to the next 
higher integer if a remainder results. 

Librarian Functions 

The Librarian programs perform three major 
functions: 

1. Maintenance 
2. Service 
3. Copy. 

Maintenance functions add, delete, or 
rename components of the three libraries, 
condense directories and libraries, and 
reallocate directory and library extents. 
The MAINT program is the maintenance 
program for all three libraries of the 
system. 

Service functions translate information 
from a particular library to printed 
(displayed) or punched output. Information 
in a library directory can also be 
displayed. The CSERV program is the 
service program for the core image library. 
The SSERV program is the service program 
for the source statement library. The 
RSERV program is the service program for 
the relocatable library.. '!be DSERV program 
is the service program for the directories. 

If private libraries are used, the 
maintenance and service functions apply 
only to the assigned private library. 

The copy function is used to either 
completely or selectively: 

1. copy the disk on which the system 
resides. 

2. Create private libraries. 

3. Merge phases, modules, or books from 
one core image, relocatable, or source 
statement library to another core 
image, relocatable, or source statement 
library respectively (system or 
private) • 

The CORGZ program is the program for the 
copy function. 

Librarian functions are performed 
through use of control statements. The 
control statements are: 

1. A JOB control statement. 

2. A number of ASSGN control statements 
that may be required to change the 
assignment of actual input/output 
devices. 

3. An EXEC control statement requesting a 
particular librarian prograrn.. 

4. Librarian specification statements 
describing various functions to be 
performed. 

5. A /* control statement. 

6. A /& control statement. 

The JOB, ASSGN, /*, and /& control 
statements are the same as those described 
in the Job Control section. The operand 
field of the EXEC control statement is 
described in this section. The other 
statements pertain to the Librarian and are 
described in this section. 

Librarian functions can be performed 
separately, or in certain combinations as 
described in the following sections. All 
Job Control statement information is read 
from the device assigned (in the ASSGN 
statements) to SYSRDR. Librarian control 
statement information and input data is 
read from the device assigned to SYSLNK or 
SYSIPT. For the librarian functions, 
SYSIPT and SYSRDR are usually assigned to 
the same physical input/output device, 
SYSIN .• 

Note: If SYSIPT is assigned to disk, 
the device type must be the same as 
SYSRES. 

Figure 20 is a table of all maintenance 
functions. Figure 21 is a table of all 
service functions. Figure 22 is a table of 
the copy function. In all these figures, 
input is shown on SYSIN. 
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Function Unit 

Catalog Core Image 
Library 

Compilel 
Assemble 
and 
Catalog 

Relocatable 
Library 

Source 
Statement 
Library 

Relocatable 
Library 

Element Control Statements Required 

Phase II JOB jobname 
II OPTION CATAL 

Module 

Book 

Module 

(Linkage Editor control statements) 
II EXEC LNKEDT 
1& 

II JOB jobname 
II EXEC MAINT 

1* 
1& 

CATALR modulename[,v.m] 
(module to be cataloged) 

II JOB jobname 
II EXEC MAINT 

1* 
1& 

CATALS sublib.bookname[,v.m[,C]] 
(book to be cataloged) 

Using a tape file for SYSPCH/SYSIPT with temporary assignments 

II JOB jobname 
II ASSGN SYSPCH,X'cuu' 

CATALR modulename[,v.m] 
~HASE name,origin[,NOAUTO] 

I I EXEC COBOL 

source deck 

1* 
II CLOSE SYSPCH,X'cuu' 
II PAUSE -- RELOAD TAPE SYSPCH WAS ASSIGNED TO 
II ASSGN SYSIPT,X'cuu' 
II EXEC MAINT 
1& 

To compilelassemble more than one program and catalog all of them 
into the relocatable library, use the same setup except that the 
compilationlassembly control cards (CATALR through 1* inclusive) 
for each program follow the 1* of the preceding program. 
II CLOSE through 1& follow the 1* of the last program. 

Using a DASD file for SYSPCH/SYSIPT. (Must always be a 
permanent assignment.) 

II 
II 
II 

II 

1* 

JOB jobname 
DLBL balance of information required for SYSPCH file 
EXTENT balance of information required for SYSPCH file 
ASSGN SYSPCH,X'cuu i 

CATALR modulename[,v.m] 
PHASE name,origin[,NOAUTO] 
EXEC COBOL 

source deck 

II PAUSE -- CLOSE AND REASSIGN SYSPCH FROM LOG 
II DLBL balance of information required for SYSIPT file 
II EXTENT balance of information required for SYSIPT file 

ASSGN SYSIPT,X'cuu' 
II EXEC MAINT 
1& 

The 'file-ID' in the DLBL statements must be the same in both sets. 

To compilelassemble more than one program and catalog all of them 
into the relocatable library, use the same setup except that the 
compilationlassembly control cards (CATALR through 1* inclusive) 
for each program follow the 1* of the preceding program. 
II PAUSE through 1& follow the 1* of the last program. 

Figure 20. Maintenance Functions (Part 1 of 3) 
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Function Unit Element Control Statements Required 

Delete Core Image Phase II JOB jobname 
Library II EXEC MAINT 

DELETe phasel[,phase2, ... ] 
1* 
1& 

Program II JOB jobname 
II EXEC MAINT 

DELETC progl.ALL[,prog2.ALL, ••• ] 
1* 
1& 

Relocatable Module II JOB jobname 
Library II EXEC MAINT 

DELETR modulel[,module2, ••• ] 
1* 
1& 

Program II JOB jobname 
II EXEC MAINT 

DELETR progl.ALL[,prog2.ALL, ••. ] 
1* 
1& 

Library II JOB jobname 
II EXEC MAINT 

DELETR ALL 
1* 
1& 

Source Book II JOB jobname 
Statement II EXEC MAINT 
Library DELETS sublib.bookl[,sublib.book2, ..• ] 

1* 
1& 

Sub- II JOB jobname 
library II EXEC MAINT 

DELETS sublib.ALL 
1* 
1& 

Library II JOB jobname 
II EXEC MAINT 

DELETS ALL 
1* 
1& 

Rename Core Image Phase II JOB jobname 
Library II EXEC MAINT 

RENAMC oldname,newname[,oldnarne,newname, ••. ] 
1* 
1& 

Relocatable Module II JOB jobname 
Library II EXEC MAINT 

RENAMR oldname,newnarne[,oldname,newname, •.• ] 
1* 
1& 

Source Book II JOB jobname 
Statement II EXEC MAINT 
Library RENAMS sublib.oldnarne,sublib.newname[,sublib.oldname,sublib. 

newname, ••• ] 
1* 
1& 

Figure 20. Maintenance Functions (Part 2 of 3) 
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Function Unit 

Update Source 
Statement 
Library 

Condense Core Image 
Library 

Relocatable 
Library 

Source 
Statement 
Library 

Libraries 

Set Libraries 
Parameter 
for 
Automatic 
Condense 

Reallo
cg.tion 

System 

Element Control Statements Required 

Book II JOB jobname 
II EXEC MAINT 

Library 

Library 

UPDATE sublib.bookname,[s.bookl], [v.m], [nn] 
) ADD, ) DEL, or ) REP statements as required 

with source statements to be added 
) END [v.m[ ,C]] 
1* 
1& 

II JOB jobname 
II EXEC MAINT 

CONDS CL 
1* 
1& 

II JOB jobname 
II EXEC MAINT 

CONDS RL 
1* 
1& 

Library II JOB jobname 
II EXEC MAl NT 

CONDS SL 

All 

Any or 
All 

Library 

1* 
1& 

II JOB jobname 
II EXEC MAINT 

1* 
1& 

CONDS CL,RL,SL 

II JOB jobname 
I I EXEC MAINT 

1* 
1& 

CONDL lib=nnnnn [, lib=nnnnn [, lib=nnnnn] ] 

Notes: Values to be substituted for lib: 

II 
II 
II 
II 

1* 
1& 

CL -- Core image library --
RL -- Relocatable library 
SL -- Source statement library 

Values to be substituted for nnnnn: 
One to five decimal digits, with a 
maximum value of 65536. 

JOB jobname 
DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE',date,code 
EXTENT SYSRES,balance of extent information 
EXEC MAINT 
ALLOC id=cylin(tracks) [,id=cylin(tracks) , ... ] 

Notes: Values to be substituted for id: 
CL -- Core image library --
RL -- Relocatable library 
SL -- Source statement library 

Values to be substituted for cylin and tracks: 
Any integer 

Figure 20. Maintenance Functions (Part 3 of 3) 
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Function Unit Element Control Statements Required 

Display Core Image Phase II JOB jobname 
Library II EXEC CSERV 

DSPLY phasel[,phase2, ••• ] 
1* 
1& 

Program II JOB jobname 
II EXEC CSERV 

DSPLY progl.ALL[,prog2.ALL, ••• ] 
1* 
1& 

Library II JOB jobname 
II EXEC CSERV 

DSPLY ALL 
1* 
1& 

Directory II JOB jobname 
II EXEC DSERV 

DSPLY CD 
1* 
1& 

Relocatable Module II JOB jobname 
Library II EXEC RSERV 

DSPLY modulel[,module2, .•• ] 
1* 
1& 

Program II JOB jobname 
II EXEC RSERV 

DSPLY progl.ALL[,prog2.ALL, .•. ] 
1* 
1& 

Library II JOB jobname 
II EXEC RSERV 

DSPLY ALL 
1* 
1& 

Directory II JOB jobname 
II EXEC DSERV 

DSPLY RD 
1* 
1& 

Source Book II JOB jobname 
Statement II EXEC SSERV 
Library DSPLY sublib.bookl[,sublib.book2, ••. ] 

1* 
1& 

Sub- II JOB jobname 
library II EXEC SSERV 

DSPLY sublibl.ALL[,sublib2.ALL, .•• ] 
1* 
1& 

Library II JOB jobname 
II EXEC SSERV 

DSPLY ALL 
1* 
1& 

Directory II JOB jobname 
II EXEC DSERV 

DSPLY SD 
1* 
1& 

Figure 21. service Functions (Pa:r:t 1 of 3) 
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Function Unit Element Control Statements Required 

Display Transient Directory II JOB jobname 
Directory II EXEC DSERV 

DSPLY TD 
1* 
1& 

System Directory II JOB jobname 
Directory II EXEC DSERV 

1* 
1& 

Directories All II JOB jobname 
II EXEC DSERV 

DSPLY ALL 
1* 
1& 

Punch Core Image Phase II JOB jobname 
Library II EXEC CSERV 

PUNCH phasel[,phase2, ••• ] 
1* 
1& 

Program II JOB jobname 
II EXEC CSERV 

PUNCH progl.ALL[,prog2.ALL, ••• ] 
1* 
1& 

Library II JOB jobname 
II EXEC CSERV 

PUNCH ALL 
1* 
1& 

Relocatable Module II JOB jobname 
Library II EXEC RSERV 

PUNCH modulel[,module2, •.. ] 
1* 
1& 

Program II JOB job name 
II EXEC RSERV 

PUNCH progl.ALL[,prog2.ALL, .•• ] 
1* 
1& 

Library II JOB jobname 
II EXEC RSERV 

PUNCH ALL 
1* 
1& 

Source Book II JOB jobname 
Statement II EXEC SSERV 
Library PUNCH sublib.bookl[,sublib.book2, ••• ] [,CMPRSD] 

1* 
1& 

Sub- II JOB jobname 
library II EXEC SSERV 

PUNCH sublibl.ALL[,sublib2.ALL, ••. ] [,CMPRSD] 
1* 
1& 

Library II JOB jobname 
II EXEC SSERV 

PUNCH ALL [,CMPRSD] 
1* 
1& 

Figure 21. Service Functions (Part 2 of 3) 

108 DOS System Control and system Service Programs 



Function Unit Element Control Statements Required 

Display Core Image Phase II JOB jobname 
and Punch Library II EXEC CSERV 

DSPCH phasel[,phase2, ••• ] 
1* 
1& 

Program II JOB jobname 
II EXEC CSERV 

DSPCH progl.ALL[,prog2.ALL, ••• ] 
1* 
1& 

Library II JOB jobname 
II EXEC CSERV 

DSPCH ALL 
1* 
1& 

Relocatable Module II JOB jobname 
Library 1/ EXEC RSERV 

DSPCH modulel[,module2, ••• ] 
1* 
1& 

Program II JOB jobname 
II EXEC RSERV 

DSPCH progl.ALL[,prog2.ALL, ••• ] 
1* 
1& 

Library II JOB jobname 
II EXEC RSERV 

DSPCH ALL 
1* 
1& 

Source Book II JOB jobname 
Stateruent II EXEC SSERV 
Library DSPCH sublib.bookl[,sublib.book2, ••• ] [,CMPRSD] 

1* 
1& 

Sub- II JOB jobname 
library II EXEC SSERV 

DSPCH sublibl.ALL[,sublib2.ALL, ••• ] [,CMPRSD] 
1* 
1& 

Library II JOB jobname 
II EXEC SSERV 

DSPCH ALL [,CMPRSD] 
1* 
1& 

Figure 21. Service Functions (Part 3 of 3) 

Librarian 109 



Function Unit Element Control Statements Required 

Copy Core Image Phase II JOB jobname 
( 

Library II ASSGN SYSOO2,X'cuu' 
II DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE' ,date,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

ALLOC id=cylin(tracks) [,id=cylin(tracks) , .•. ] 

* PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYC phasel[,phase2, •.• ] 

1* 
1& 

Program II JOB jobname 
II ASSGN SYSOO2,X'cuu' 
II DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE' ,date,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

ALLOC id=cylin(tracks) [,id=cylin(tracks) , ..• ] 

* PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYC progl.ALL[,prog2.ALL, ..• ] 

1* 
1& 

Library II JOB jobname 
II ASSGN SYSOO2,X'cuu' 
II DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE' ,date,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

ALLOC id=cylin(tracks) [,id=cylin(tracks) , ... ] 

* PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYC ALL 

1* 
1& 

Relocatable Module II JOB jobname 
Library II ASSGN SYSOO2,X'cuu' 

II DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE' ,date,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

ALLOC id=cylin(tracks) [,id=cylin(tracks) , .•• ] 

* PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYR modulel[,module2, ..• ] 

1* 
1& 

Program II JOB jobname 
II ASSGN SYSOO2,X'cuu' 
II DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE' ,date,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

ALLOC id=cylin(tracks) [,id=cylin(tracks) , .•• ] 

* PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYR progl.ALL[,prog2.ALL, ..• ] 

1* 
1& 

Library II JOB jobname 
II ASSGN SYSOO2,X'cuu' 
II DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE',date,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

ALLOC id=cylin(tracks) [,id=cylin(tracks) , •.. ] 

* PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYR ALL 

1* 
1& 

Figure 22. Copy Function (Part 1 of 4) 
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Function 

Copy 

Unit 

Source 
Statement 
Library 

Libraries 

Definition 
of a 
Private 
Relocatable 
Library 

Definition 
of a 
Private 
Source 
Statement 
Library 

Element 

Book 

Sub-
library 

Library 

All 

II 
II 
II 
II 
II 

* 
1* 
1& 

II 
II 
II 
II 
II 

* 
1* 
1& 

II 
II 
II 
II 
II 

* 

1* 
1& 

Control Statements Required 

JOB jobname 
ASSGN SYS002,X'cuu' 
DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE' ,date,code 
EXTENT SYS002,balance of extent information 
EXEC CORGZ 
ALLOC id=cylin(tracks) [,id=cylin(tracks) , .•. ] 
PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYS sublib.bookl[,sublib.book2, .•. ] 

JOB jobname 
ASSGN SYS002,X'cuu' 
DLBL IJSYSRS, 'DOS SYSTEM RESIDENCE FILE',date,code 
EXTENT SYS002,balance of extent information 
EXEC CORGZ 
ALLOC id=cylin(tracks) [,id=cylin(tracks) , ... ] 
PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYS sublibl.ALL[,sublib2.ALL, ... ] 

JOB jobname 
ASSGN SYS002,X'cuu' 
PLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILEt,date,code 
EXTENT SYS002,balance of extent information 
EXEC CORGZ 
ALLOC id=cylin(tracks) [,id=cylin(tracks) , ... ] 
PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 
COPYS ALL 

II JOB jobname 
1/ ASSGN SYS002,X'cuu' 
II DLBL IJSYSRS,'DOS SYSTEM RESIDENCE FILE',date,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

ALLOC id=cylin(tracks) [,id=cylin(tracks) , ..• ] 
* PRECEDING ALLOC STATEMENT REQUIRED IF NEW LIMITS TO BE ESTABLISHED 

COPY ALL 
1* 
1& 

II JOB jobname 
II ASSGN SYSRLB,X'cuu' 
II DLBL IJSYSRL,'user identification of private library' ,date,code 
II EXTENT SYSRLB,balance of extent information 
II EXEC CORGZ 

1* 
1& 

NEWVOL RL=cylin(tracks) 

The private library can be updated with either a MAINT or 
a copy 'MERGE' function. 

II JOB jobname 
1/ ASSGN SYSSLB,X'cuu' 
/1 DLBL IJSYSSL,'user identification of private library' ,date,code 
II EXTENT SYSSLB,balance of extent information 
II EXEC CORGZ 

/* 
1& 

NEWVOL SL=cylin(tracks) 

The private library can be updated with either a MAINT or a 
copy 'MERGE' function. 

Figure 22. Copy FUnction (Part 2 of 4) 
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Function 

Copy 

Unit Element 

Definition 
and 
Creation of 
a Private 
Relocatable 
Library 

Definition 
and 
Creation of 
a Private 
Source 
Statement 
Library 

Merge Sys
tem Resi
dence To 
New System 
Residence 

Merge New 
System 
Residence 
to System 
Residence 

Merge Sys
tem Resi
dence to 
Private 
Libraries 

Merge New 
System 
Residence 
to Private 
Libraries 

Control Statements Required 

II JOB jobname 
II ASSGN SYSRLB,X'cuu' 
II DLBL IJSYSRL,'user identification of private 
II EXTENT SYSRLB,balance of extent information 
II EXEC CORGZ 

library',date,code 

1* 
1& 

NEWVOL RL=cylin(tracks) 
COPYR operands 

The private library can be updated with either a MAINT or a copy 
'MERGE' function. 

II JOB jobname 
II ASSGN SYSSLB,X'cuu' 
II DLBL IJSYSSL,'user identification of private librarY',date,code 
II EXTENT SYSSLB, balance of extent information 
II EXEC CORGZ 

1* 
1& 

NEWVOL SL=cylin(tracks) 
COPYS operands 

The private library can be updated with either a MAINT or a copy 
, MERGE' . function. 

II JOB jobname 
II ASSGN (statements as required) 
I I DLBL IJSYSRS, 'NEW SYSTEM RESIDENCE' ,date ,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

1* 
1& 

MERGE RES,NRS 
COPY statements (COPYC, COPYR, COPYS, COPY) 

as required 

II JOB jobname 
II ASSGN (statements as required) 
II DLBL ~JSYSRS,'NEW SYSTEM RESIDENCE',date,code 
II EXTENT SYS002,balance of extent information 
II EXEC CORGZ 

1* 
1& 

MERGE NRS, RES 
COpy statements (COPYC, COPYR, COPYS, COPY) 

as required 

II JOB jobname 
II ASSGN (statements as required) 
II DLBL IJSYSRL,'PRIVATE RELOCATABLE LIBRARY' ,date,code 
II EXTENTSYSRLB,balance of extent information 
II DLBL ISYSSL,'PRIVATE SOURCE STATEMENT LIBRARY',date,code 
II EXTENT SYSSLB,balance of extent information 
II EXEC CORGZ 

1* 
1& 

MERGE RES, PRY 
COpy statements (COPYR, COPYS) as required 

II JOB jobname 
II ASSGN (statements as required) 
II DLBL IJSYSRS,'NEW SYSTEM RESIDENCE',date,code 
II EXTENT SYS002,balance of extent information 
II DLBL IJSYSRL,'PRIVATE RELOCATABLE LIBRARY' ,date,code 
II EXTENT SYSRLB,balance of extent information 
II DLBL IJSYSSL,'PRIVATE SOURCE STATEMENT LIBRARY',date,code 
II EXTENT SYSSLB,balance of extent information 
II EXEC CORGZ 

1* 
1& 

MERGE NRS ,PRY 
COpy statements (COPYR, COPYS) as required 

Figure 22. Copy FUnction (Part 3 of 4) 
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I 

Function 

Copy 

unit 

Merge Pri
vate Li
braries to 
System 
Residence 

Merge Pri
vate Li
braries to 
New System 
Residence 

Merge Pri
vate Li
braries to 
Private 
Libraries 

Element Control Statements Required 

II JOB jobname 
II ASSGN (statements as required) 
II DLBL IJSYSPR,'PRIVATE RELOCATABLE LIBRARY' ,date,code 
II EXTENT SYSOOl,balance of extent information 
II DLBL IJSYSPS,'PRIVATE SOURCE STATEMENT LIBRARY',date,code 
II EXTENT SYSOOO,balance of extent information 
II EXEC CORGZ 

1* 
1& 

MERGE PRV, RES 
COpy statements (COPYR, COPYS) as required 

II JOB jobname 
II ASSGN (statements as required) 
II DLBL IJSYSRS,'NEW SYSTEM RESIDENCE' ,date,code 
II EXTENT SYS002,balance of extent information 
II DLBL IJSYSPR,'PRIVATE RELOCATABLE LIBRARY',date,code 
II EXTENT SYSOOl,balance of extent information 
II DLBL IJSYSPS,'PRIVATE SOURCE STATEMENT LIBRARY',date,code 
II EXTENT SYSOOO,balance of extent information 
II EXEC CORGZ 

1* 
1& 

MERGE PRV,NRS 
COPY statements (COPYR, COPYS) as required 

II JOB jobname 
II ASSGN (statements as required) 
II DLBL IJSYSRL,'PRIVATE RELOCATABLE LIBRARY',date,code 
II EXTENT SYSRLB,balance of extent information 
II DLBL IJSYSPR,'SECOND PRIVATE RELOCATABLE LIBRARY',date,code 
II EXTENT SYSOOl,balance of extent information 
II DLBL IJSYSSL,'PRIVATE SOURCE STATEMENT LIBRARY',date,code 
II EXTENT SYSSLB,balance of extent information 
II DLBL IJSYSPS,'SECOND PRIVATE SOURCE STATEMENT LIBRARY', 

date,code 
II EXTENT SYSOOO,balance of extent information 
II EXEC CORGZ 

1* 
1& 

MERGE PRV, PRV 
COpy statements (COPYR, COPYS) as required 

To define the private library in the same job step, precede 
MERGE with NEWVOL statement. 

~------~----------~------------------------------------------------------------------------------~ 
.Figure 22. Copy Function (Part 4 of 4) 

MAINTENANCE FUNCTIONS 

The set of maintenance functions contains 
six subsets: 

1. Catalog 
2. Delete 
3. Rename 
4. Condense 
5. Realloca te 
6. Update 

The catalog function adds a phase to the 
core image library, adds a module to the 
relocatable library, or adds a book to the 
source statement library. If control 
statements and books or modules to be 
cataloged are read from the same device, 
the control statement must precede its 
associated book or module. 

Programs to be cataloged in the core 
image library must first be edited by the 
Linkage Editor. Input for the Linkage 
Editor can be from SYSIPT;, from the 
relocatable library, or directly from the 
language translator if the CATAL option is 
specified in the OPTION statement. See the 
Linkage Editor section for a description of 
Linkage Editor functions that are performed 
prior to the catalog function for the core 
image library. 

The delete function deletes an entry 
from a directory that corresponds to a 
phase, module, or book in a library. The 
phase, module, or book in the appropriate 
library is not removed; however, as far as 
the system is concerned, the phase, module, 
or book no longer exists. In addition, 
entire programs can be deleted from the 
core image library and the relocatable 
library. 
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The rename function renames an existinq 
phase, module, or book in the appropriate
library and directory. 

The condense function eliminates 
vacancies between elements in a library. 
The condense function is used whenever a 
number of vacancies have accumulated within 
a library, resulting from deletions. 

The reallocation function redefines the 
sizes of the libraries am the library 
directories. The reallocation function can 
be used to increase, decrease, eliminate, 
or add specific areas of the disk-resident 
system. Each library reallocated is 
automatically condensed. Any nunber of 
areas can be reallocated within a single 
run. 

The update function updates statements 
within a book of a source statement 
library. One or more source statements may 
be added to, deleted from, or replaced in a 
book in the library without the necessity 
of replacing the entire book. The function 
also provides the following additional 
facilities: 

1. Resequencing statements within a book 
in the source statement library. 

2. Changing the change level (v.m) of the 
book. 

3. Adding or removing the change level 
verification requirement. 

4. Copying a book with optional retention 
of the old book with a new name (for 
backup purposes). 

When the /& statement is processed at 
the completion of a maintenance function, 
the system directory is displayed on 
SYSLST. 

Note: In order to re-create the 
transient directory, a /& statement 
must conclude all maintenance functions 
affecting the core image library. 

Condense and/or reallocation functions 
cannot be performed while a foreground 
program is being executed. This is because 
the library directories do not accurately 
reflect the content of the corresponding 
library at various times during these 
functions. The control program ignores any 
request for the ATTN routine when a 
condense and/or reallocation function is 
being performed .• 

SERVICE FUNCTIONS 

The set of service functions contains three 
subsets: 

1. Display 
2. Punch 
3. Display and punch. 

The disk-resident system can display 
and/or punch phases in the core image 
library, modules in the relocatable 
library, and books in the source statement 
library. In addition, all system 
directories can be displayed. 

Whenever a requested service function 
provides punched-card output, the output is 
on the device assigned to SYSPCH. Whenever 
~ requested service function provides 
printed output, the output is on the device 
assigned to SYSLST. 

COpy FUNCTION 

The copy function copies the disk resident 
system selectively or completely. A 
complete copy can be used to obtain backup 
if the original system is inadvertently 
destroyed. A selective co~y can be used to 
reduce a complete system to a system that 
is designed to perform a specific purpose. 
The copy function is also used to define 
pri va te libraries and to copy mC'dules and 
books into them from the SYSRES relocatable 
and source statement libraries. The MERGE 
control statement allows selective or 
complete transfer between libraries, 
private or resident, without generating 
punched output and recataloging. The 
libraries can be created in the same job 
step as MERGE or in a previous job. The 
result is less complicated job streams, 
less operator intervention, and shorter job 
run time. System generation and 
maintenance is simplified since library 
routines can be copied directly from one 
version of the system to a subsequent 
version. 

GENERAL CONTROL STATEMENl' FORMAT 

The librarian control statements are 
similar in format to statements processed 
by the Assembler. The operation field must 
be preceded by one or more blanks.. The 
operation field must begin to the right of 
column 1 and must be separated from the 
operand field by at least one blank 
position. The operand field is terminated 
by the first blank position. It cannot 
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extend past column 71. Continuation 
statements are not recognized. 

Librarian Functions: Core Image 
Library 
This section describes the maintenance 
functions that relate to the core image 
library. The copy function for the core 
image library is discussed in the section 
entitled Copy FUnctions. 

CORE IMAGE LIBRARY: MAINTENANCE FUNCTIONS 

To request a maintenance function, other 
than the catalog function, for the core 
image library, use the following EXEC 
control statement. 

// EXEC MAINT 

One or more of the maintenance functions 
(delete, rename, condense, set condense 
limit, or reallocate) can be requested 
within a single run. Any nwnber of 
programs within the core image library can 
be acted upon in this run. Further, one or 
more of the maintenance functions (catalog, 
delete, rename, condense, set condense 
limit, or reallocate) for either of the 
other two libraries (relocatabl e or source 
statement), in addition to the update 
function for the source statement library, 
can be requested within this run; the same 
MAINT program maintains all three of the 
libraries. 

If a maintenance operation concerns a 
phase contained in the transient directory 
(consisting of phases with a $$ prefix), 
the library routine directory (consisting 
of phases with a $ prefix), or the FGP 
directory (consisting of phases with a FGP 
prefix), these subdirectories are not 
updated until the /i statement is read. 

Catalog 

The catalog function adds a phase to the 
core image library. The CATAL option in 
the Job Control OPTION statement indicates 
that the Linkage Editor function will 
catalog the phase as a permanent phase in 
the core image library. 

Each phase that is cataloged in the core 
image library derives its name from the 
PHASE control statement. 

If a phase in the core image library is 
to be replaced by a new phase having the 
same name, only the catalog function need 
be used because the delete function is 
implied. 

Up to 120 phases can be cataloged in the 
core image library within a single run. 

For the catalog function for the core 
image library, SYSRDR must be assigned to a 
card reader, a tape unit, or a disk unit .• 
SYSLNK must be assigned to a disk unit. 
SYSOOl must be assigned to a tape or disk 
unit. SYSLST must be assigned to a print
er, a tape unit, or a disk unit, and SYSLOG 
must be assigned to a printer-keyboard. 

Control statement input for the catalog 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSRDR, SYSLNK, SYS001, 
SYSLST, and SYSLOG. The ASSGN 
statements are followed by 

3. The OPTION control statement;, with 
CATAL specified in the operand field, 
followed by 

4. The appropriate Linkage Editor control 
statements (PHASE, INCLUDE, and ENTRY), 
followed by 

5. The LBLTYP control statement, if 
needed, followed by 

6. The EXEC LNKEDT control statement, 
followed by 

7. Any job control statement. 

Delete 

The delete function removes references to 
specific phases or programs of the core 
image library. Any nwnber of phases or 
programs can be deleted during a single 
run. The phases or programs are not 
physically deleted from the library; 
rather, the entry in the core image 
directory describing the phase or program 
is deleted. Programs and phases can be 
physically removed frorr. the library (after 
the delete function has removed the entry 
from the directory) by performing a 
condense function. See the subsection 
entitled Condense. 
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The DELETC control statement in one of 
the following formats is used to delete 
phases or programs from the core image 
library. 

DELETC phasenamel [ , phase name2 , ••• ] 

DELETC prog1.ALL[,prog2.ALL, ••• 1 

In the first format, the entry in the 
operation field is DELETC. phasename in 
the operand field represents thename(s) of 
the phase(s) to be deleted. The name of 
the phase may .be a maximum of eight 
characters. Entries in the oper.and field 
must be separated by commas. 

In the second format, ~ refers to the 
first four characters of the program name. 
(All phases within a program have the same 
first four characters. Therefore, the 
first four characters of each program 
within the library should be unique.) The 
four characters are followed by a period 
and ALL. 

Any number of DELETC control statements 
can be used for the core image library 
within a single run. 

For the delete function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG must be assigned to the 
printer-keyboard. 

Control statement input for the delete 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOO. The ASSGN statements are 
followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The DELETC control statement(s), 
followed by 

5. The /* control statement if other job 
steps are to follow, or 

6. The / & control statement, which is the 
last control statement of the job. 

Rename 

The rename function changes the name of a 
phase in the core image library to another 
name .• 

Use the RENAMC control statement to 
achieve the rename function. If, on the 
rename function, the new name is already in 
the directory or an old name is not in the 
directory, an error message is issued. On 
a valid pair of operands, the new name 
simply replaces the old name in the 
directory. In either case, a check is then 
made for more operands on the card. As 
soon as the statement is processed, the 
system recognizes only the new phase name. 
The RENM<IC statement is in the following 
format. 

RENAMe oldname, newname [,oldname,newname ,. ,.] 

The operation field contains RENAMC. 
The operand field entries, oldname and 
newname, represent the old Phase name and 
the new phase name. The two entries in the 
operand field must be separated by a comma. 
The names in the operand field may be a 
maximum of eight characters. 

Any number of RENAMe control statements 
can be used for the core image library 
within a single run. 

For the rename function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG must be assigned to the 
printer-keyboard. 

Control statement input for the rename 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The RENAMe control statement(s), 
followed by 

5. The /* control statement if other job 
steps are to follow, or 

6. The /& control statenent, which is the 
last control statement of the job. 
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Condense 

The condense function eliminates vacancies, 
resulting from delete or catalog functions, 
between programs in the core image library. 
The condense function is used whenever a 
number of vacancies have accumulated within 
the library. 

The CONeS control statement, in the 
following format, is used to condense the 
core image library. 

CONDS CL 

The operation field contains CONDS. The 
operand field contains CL. The relocatable 
library and/or the source statement library 
can also be condensed in this run. If this 
is desired, the entry RL (for the 
relocatable library) and SL (for the source 
statement library) can appear in the 
operand field. Multiple entries in the 
operand field are separated by commas. 

For the condense function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG must be assigned to the 
printer-keyboard. 

Control statement input for the condense 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The CONDS control statement, followed 
by 

5. The /* control statement if other job 
steps are to follow, or 

6. The /f, control statenent, which is the 
last control statement of the job. 

CORE IMAGE LIBRARY: SERVICE FUNCTIONS 

To request a service function for the core 
image library, use the following EXEC 
control statement. 

/ / EXEC CSERV 

One or more of the three service 
functions can be requested within a single 
run. Punched output is sequenced in 
columns 77 through 80.. The first card 
punched for each phase is sequenced zero. 
Any number of phases within the core image 
library can be acted upon in this run. 

Display 

The display function produces a printout of 
a phase in tIle core image library.. Any 
number of phases can be displayed within a 
single run. The printed output consists of 
a header and the phase,. 

The printed header contains the phase 
name and the length of the phase in number 
of bytes. 

The printed output of the phase contains 
a three-byte hexadecimal load address of 
the first byte in the line, followed by 48 
bytes of text displayed in hexadecimal. 

The DSPLY control statement in one of 
the following formats is used to display 
phases in the core image library. 

DSPLY phase1[,phase2, ••• 1 

DSPLY prog1.ALL [, prog2 .AL:4, .••• ] 

DSPLY ALL 

The first format is used if only 
specific phases are to be disJ;layed. The 
entry in the operation field is DSPLY. 
phase in the operand field represents the 
name of the phase to be displayed. If more 
than one phase is to be displayed, the 
phase nanes are separated by commas. Phase 
names must be from one to eight characters 
long. 

The second format is used when an entire 
program is to be displayed. The entry in 
the operation field is DSPLY. In the 
operand field, EfQg refers to the first 
four characters of the phase names making 
up a program. (All phases of a multiphase 
program should have the same first four 
characters.) The four characters are 
followed by a period and ALL. 

The third format is used if the entire 
core image library is to be displayed. The 
entry in the operation field is DSPLY.. The 
entry in the operand field is ALL,. 

It is possible to use all three types of 
operands together in a single control 
statement. 
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For the display function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit. 
SYSLOG must be assigned to a 
printer-keyboard. 

Control statement input for the display 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC CSERV control statement, 
followed by 

4. The DSPLY control statement(s), 
followed by 

5. The /* control st,a tene nt if other job 
steps are to follow, or 

6. The /& control statement, which is the 
last control statement of the job .. 

The punch function converts a phase in the 
core image library into a punched-card 
output deck. 

Any number of phases in the core image 
library can be punched within a single run 
unless SYSPCH is assigned to a disk or tape 
unit (for subsequent use as SYSIPT to a 
link edit job step). In this case a 
maximum of 120 phases can be punched. The 
punched-card output is acceptable as input 
to the Linkage Editor for recataloging to 
the core image library. Phases punched 
from the core image library are not 
relocatable. ThUS, when catqloged to the 
core image library, they origin in main 
storage at the same address as when they 
were originally linkage edited. 

The following cards are contained in the 
phase decks punched from the core image 
library. 

1. PHASE card: contains the phase name 
and the beginning load address. 

2. ESD card: SD type; contains the phase 
name, the length of the phase, and the 
beginning load address. 

3. TXT cards: contain the loading address 
of the first byte in the card, the 
number of bytes of text punched in the 
card (usually 56, except for the last 
card), the identification number of the 
control section (always 0001) 
containing the text, and the actual 
text. 

4. END card: contains the transfer 
address, and signifies the end of the 
phase. 

Because phases are not relocatable, no 
RLD cards are punched. 

To facilitate recataloging of the 
phase(s), a /* card will be the last card 
of any punched output of a CSERV job step. 
If SYSIPT and SYSPCH are assigned to the 
same device (1442 or 2520), the end-of-file 
indicator (/*) from SYSIPT is selected to 
stacker 2. 

The PUNCH control statement in one of 
the following formats is used to convert 
phases in the core image library to 
punched-card output. 

PUNCH phasel[,phase2, ••• 1 

PUNCH progl.ALL[,prog2.ALL, ••• 1 

PUNCH ALL 

The first format is used if only 
specific phases are to be punched,. The 
entry in the operation field is PUNCH. The 
entry in the operand field, phas ei 
represents the name of the phase to be 
punched. If more than one ph as e is to be 
punched, the phase names are separated by 
commas. Phase names must be from one to 
eight characters long. 

The second format is used when an entire 
program is to be punched. The entry in the 
operation field is PUNCH.. In the operand 
field, ~ refers to the first four 
characters of the phase names making up a 
program. (All phases of a multiphase 
program should have the same first four 
characters.) The four characters are 
followed by a period and ALL. 

The third format is used if the entire 
core i'mage library is to be punched. The 
entry in the operation field is PUNCH,. The 
entry in the operand field is ALL. 

When SYSPCH is assigned to a tape or 
disk unit, each card image is preceded by a 
stacker-select character. 

For the punch function, SYSIN must be 
assigned to a card reader" a tape unit, or 
a disk unit. SYSPCH must be assigned to a 
card punch, a tape unit, or a disk unit,. 
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SYSLST must be assigned to a printer, a 
tape unit, or a disk unit and SYSLOG must 
be assigned to a printer-keyboard. 

Control statement input for the punch 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statenent, followed by 

2. The ASSGN control statenents, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSPCH, SYSLST, 
and SYSLOG. The ASSGN statanents are 
followed by 

3. The EXEC CSERV control statement, 
followed by 

4. The PUNCH control statement(s), 
followed by 

5. The /* control statement, followed by 

6. Control statements for a succeeding job 
step, or 

7. The /& control statement, which is the 
last control statement of the job. 

Whenever an IBM 1442 or 2520 Card Read 
Punch is assigned to SYSIN and also to 
SYSPCH, enough blank cards for punching the 
module must follow each PUNCH control 
statement. This prevents erroneously 
punching the cards of a following job step. 
Extra cards are automatically bypassed. 

Display and Punch 

The display-and-punch function combines the 
separate operations of the display function 
and the punch function. The output of the 
dis play- and- punch funct ion is iden tical to 
that described in the two preceding 
subsections. Any number of phases in the 
core image library can be displayed and 
punched within a single run. 

The DSPCH control statement is used to 
convert phases in the core image library to 
printed and punched-card output. The DSPCH 
control statement is in one of the 
following formats. 

DSPCH phase1 [, phase2, ••• ] 

DSPCH prog1.ALL[,prog2.ALL, ••• ] 

DSPCH ALL 

The first format is used if only 
specific phases are to be displayed and 
punched. The entry in the operation field 

is DSPCH. The entry in the operand field., 
phase, represents the name of the phase to 
be displayed and punched. If more than one 
phase is to be displayed and purched, the 
phase names are separated by commas. Phase 
names must be from one to eight characters 
long. 

The second format is used when an entire 
program is to be displayed and punched. 
The entry in the· operation field is DSPCH. 
In the operand field, Ef2g refers to the 
first four characters of the names of the 
phas es making up the progr am. (All phases 
of a multiphase program should have the 
same first four characters.) The four 
characters are followed by a period and 
ALL. 

The third format is used if the entire 
core image library is to be displayed and 
punched. The entry in the operation field 
is DSPCH. The entry in the operand field 
is ALL. 

When SYSPCH is assigned to a tape or 
disk unit, each card image is preceded by a 
stacker-select character. 

For the display and punch function, 
SYSIN must be assigned to a card reader, a 
tape unit, or a disk unit. SYSLST must be 
ass igned to a printer, a tape unit., or a 
disk unit.. SYSPCH must be assigned to a 
card punch, a tape unit, or a disk unit .• 
SYSLOG must be assigned to a 
print er-keyboard. 

Control statement input for the 
display-and-punch function, read from the 
properly assigned device (usually SYSIN), 
is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, SYSPCH, 
and SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC CSERV control statement, 
followed by 

4. The DSPCH control statement(s), 
followed by 

5. The /* control statement, followed by 

6. Control statements for a succeeding job 
step, or 

7. The /& control statement, which is the 
last control statement of the job. 

Whenever an IBM 1442 or 2520 Card Read 
PUnch is assigned to SYSIN and also to 
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SYSPCH, enough blank cards for punching the 
module must follow each DSPCH control 
statement. This prevents erroneously 
punching the cards of a following job step. 
Extra cards are automatically bypassed. 

Librarian Functions: Relocatable 
Library 
This section describes the ma1ntenance and 
service fUnctions that relate to the 
relocatable library. The copy function for 
the relocatable library is discussed in the 
Copy Functions section. 

RELOCATABLE LIBRARY: MAINTENANCE FUNCTIONS 

To request a maintenance function for the 
relocatable library, use the following EXEC 
control statement. 

// EXEC MAINT 

One or more of the maintenance functions 
(catalog, delete, rename, condense,' set 
condense limit, or reallocate) ~n:-be 
requested within a single run. Any number 
of modules within the relocatable library 
can be acted upon in this run. Further, 
one or more of the maintepance functions 
for either of the other two libraries (core 
image or source statement) can be requested 
within this run, for the same MAINT program 
maintains all three libraries. The 
maintenance function for private libraries 
is discussed in the section Private 
Libraries. 

Catalog 

The catalog function adds a module to the 
relocatable library; Input for the catalog 
function is from the device assigned to 
SYSIPT. A module in the relocatable 
library is the output of a complete 
language translator run. 

A module added to the relocatable 
library is removed by using the delete 
function. 

The catalog function implies a delete 
function. ThUS, if a module exists in the 
relocatable library with the same name as a 
module to be cataloged, the module in the 
relocatable library is deleted,. 

The CATALR control statement is required 
to add a module to the relocatable library. 
The CATALR control statement is read from 

the device assigned to SYSIPT and is in the 
following format,. 

CATALR modulename[ ,v.m] 

The operation field contains CATALR. 
The entry in the operand field, modulename, 
is the name by which the module will be 
known to the control system. The 
modulename is one to eight characters, the 
first of which must not be an asterisk. 

The optional entry in the operand field, 
v.m, specifies the change level at which 
the module is to be cataloged,. y may be 
any decimal number from 0-127. ill may be 
any decimal number from 0-255. If this 
operand is omitted, a change level of 0.0 
is assumed. 

A change level can be assigned only when 
a module is cataloged. The change level is 
displa yed and punched by the service 
functions. 

The statements composing the input for a 
module are described in the Linkage Editor 
section. The statements are: 

1. PHASE 
2. INCLUDE control statement (if 

appropriate) 
3. ESD 
4. TXT 
5. RLD 
6. REP 
7. END 
8. ENTRY 

These statements are read from the 
device assigned to SYS IPl'. All input is 
diagnosed by the Linkage Editor. The 
CATALR statement is recognized but ignored 
by the Linkage Editor. The END statement 
indicates end of module. 

The ENTRY statement can only be used in 
a module that contains only Linkage Editor 
'control statements and an END statement. 
The ENTRY statement IUUSt be the last 
control statement in the module" preceding 
the END $tatement. 

Normally, modules in the relocatable 
library are, output from a language 
translator. However, the user can 
construct an artificial module of Linkage 
Editor control statements, referred to as a 
calling module. The following example 
illustrates a valid calling module: 
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PHASE PHNAMl, ROar 
INCLUDE MODULE1 
PHASE PHNAM2,* 
INCLUDE MODULE2 
PHASE PHNAM3,PHNAM2 

ENTRY CSECTNME 
END 

Operands in INCLUDE statements refer to 
modules in the relocatable library. If, 
for example, the preceding calling module 
is cataloged by the name BIGPROG, all 
modules referred to in BIGPROG can be 
linkage edited by using the following 
control statements: 

/ / OPl'ION CATAL 
INCLUDE BIGPROG 

// EXEC LNKEDr 

A calling module may consist only of 
INCLUDE statements. In this case, the 
PHASE statements would precede the included 
modules. 

A ninth statement, SYM, can be in the 
Linkage Editor input. When recognized, 
however, it is b¥passed by the Linkage 
Editor. (The SYM statement identifies the 
symbol table output by the Assembler as a 
result of specifying SYM in the OPTION 
statement. The symbol table may be used 
for Autotest processing.) 

For the catalog function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG nust be ass igned to a prin ter 
keyboard. If SYSIN is assigned to a tape 
unit, the MAINT program assumes that the 
tape is positioned to the first input 
record. The tape is not rewound at the end 
of job. 

Control statement input for the catalog 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOO. The ASSGN statements are 
followed b¥ 

3. The EXEC MAINT control statement, 
followed by 

4. The CATALR control statement( s), 
followed by 

5. The module to be cataloged, followed by 

6. The /* control statement if other job 
steps are to follow, or 

7. The /& control statement, which is the 
last control statement of the job. 

Any number of modules can be cataloged 
in a single run. Each module must 
immediately follow its res~ective CATALR 
control statement. 

An additional capability of the system 
permits a user to assemble or compile a 
program and to catalog it to the system 
relocatable, or private relocatable, 
library in one continuous rlm. The user 
inserts a CATALR statement in his job 
control input stream preceding the 
assent>ler/compiler execute statement. The 
CATALR statement will be written on the 
SYSPCH file (on tape or DASD) ahead of the 
assembler/compiler output. The user then 
reassiqns the SYSPCH file as SYSIPT and 
executes the MAINT program to perform the 
cataloq function. The out~ut of the 
assembly/compilation (on tape or DASD) may 
be cataloged immediately or it may be 
cataloged at some later time. It can also 
be held after cataloging as backup of the 
ass embly /compilation .• 

Note: This facility is not available 
for RPG and PL/I (D> compilations or 
for IBM 2314 applications. 

Delete 

The delete function deletes references to 
specific modules in the relocatable 
library. Any number of modules may be 
deleted during a single run. The modules 
are not physically deleted from the 
library; rather, the entry in the 
relocatable directory describing the module 
is deleted. Modules can be physically 
removed from the library (after the delete 
function has removed the entry from the 
directory) by performing a condense 
function. see the subsection entitled 
Condense. 

The DELETR control statement in one of 
the following formats is used to delete a 
module from the relocatable library. 

DELETR modname l,modname, ••• ] 

DELETR progl.ALL l,prog2.ALL, ••.• ] 

DELETR ALL 

The first format is used when a specific 
module is to be deleted. The entry in the 
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operation field is DELETR. The entry in 
the operand field, mod name , is the name of 
the module to be deleted. If more than one 
module is to be deleted, the module names 
are separated by a comma. rnodname is one 
to eight characters, the first of which 
must not be an asterisk. 

The second format is used when an entire 
program is to be deleted. The entry in the 
operation field is DELETR. In the operand 
field, ~ refers to the first three 
characters of the modules used to build the 
program. (All IBM-supplied modules in the 
relocatable library making up a program 
have the same first three characters, such 
as IJQ for the Assembler and IJS for 
COBOL.) The three characters are followed 
by a period and ALL. 

The third format is used if the entire 
library is to be deleted. The entry in the 
operation field is DELETR. The entry in 
the operand field is ALL. When this 
function is performed, the system status 
record is reset to show that all library 
blocks are now a vai lab Ie to the system. 
Therefore, it is unnecessary to perform a 
condense function after a DELETR ALL has 
been performed. 

A.ny number of DELETR control statements 
can be us ed for the relocatabl e 1 ibrar y 
wi thin a s ingl e run. 

For the delete function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG must be assigned to the 
printer-keyboard. 

Note: Use the first format to delete 
the DIMOD. The second format causes 
the CPMOD to be deleted. This results 
in job termination. 

Control statement input for the delete 
function, read from the properly aSSigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC MAIN'!' control statanent, 
followed by 

4. The DELETR control statement( s), 
followed by 

5. The /* control statement if other job 
steps are to follow, or 

6. The /& control statement, which is the 
last control statement of the jab.. 

Rename 

The rename function changes the name of a 
module in the relocatable library to 
another name. 

Use the RENAMR control statement to 
achieve the rename function. If, on the 
rename function, the new name is already in 
the directory or an old name is not in the 
directory, an error message is issued. On 
a valid pair of operands, the new name 
simply replaces the old name in the 
directory. In either case, a check is then 
made for more operands on the card. As 
soon as the statement is processed, the 
system recognizes only the new module name. 
The RENAMR statement is in the following 
format: 

RENAMR oldname, newname [,oldname,newname,. ,.] 

The operation field contains RENAMR. 
The entries in the operand field, oldname 
and newname, represent the old module-name 
and the new module-name" respectively, and 
are separated by a comma. oldnarne and 
newname are one to eight characters, the 
first of which must not be an asterisk. 

Any number of RENAMR control statements 
can be used for the relocatable library 
within a single run. 

For the rename function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG must be assigned to the 
printer-keyboard. 

Control statement input for the rename 
function, read from the prc~erly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The RENAMR control statementCs), 
followed by 

5. The /* control statement if other job 
steps are to follow, or 
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6. The / & control statement, which is the 
last control statement of the job. 

Condense 

The condense function eliminates vacancies, 
resulting from delete or catalog functions, 
between modules in the relocatable library. 
The condense function is used whenever a 
number of vacancies have accumulated within 
the library. 

The CONDS control statement, in the 
following format, is used to condense the 
relocatable library. 

CONDS RL 

The operation field contains CONDS. The 
operand field contains RL. 

Fbr the condense function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a qisk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG must be assigned to the 
printer-keyboard. 

Control statement input for the condense 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The CONDS control statement, followed 
by 

5. The /* control statement if other job 
steps are to follow, or 

6. The /& control statement, which is the 
last control statement of the job. 

RELOCATABLE LI:BRARY: SERVICE FUNCTIONS 

To request a service function for the 
relocatable library, use the following EXEC 
control statement. 

/ / EXEC RSERV 

one or more of the three service 
functions can be requested within a single 
run. Any number of modules within the 
relocatable library can be acted upon in 
this run. Punched output is sequenced in 
columns 77 through 80. The first card 
punched for each module is sequenced zero. 
The service fUnction for private libraries 
is. discussed in the section Private 
Libraries. 

Display 

The display function produces a printout of 
a module in the relocatable library. Any 
number of mod~les can be displayed within a 
single run. The pri9ted output consists of 
a header and the module. 

Contained in th~ printed header is the 
module name and the nuwber of records 
needed to contain the module. 

The printed output of the module is 
represented by hexadecimal characters and 
EBCDIC, depending on the type of record and 
the information ~ontained within the 
record. The fields of the printed output 
correspond to the card columns of the 
output cards shown in Appendix E. 

The DSPLY control statement in one of 
the following formats is used to display 
modules in the relocatable library. 

DSPLY module1[,module2, ••• 1 

DSPLY prog1.ALL[,prog2.ALL, ••• ] 

DSPLY ALL 

The first format is used if only 
specific modules are to be displayed. The 
entry in the operation field is DSPLY. 
module in the operand field represents the 
name of the module to be displayed. If 
more than one module is to be displayed, 
the module names are separated by commas. 
Module names must be from one to eight 
characters long. 

The second format is used when an entire 
program is to be displayed. Th~ entry in 
the operation field is DSPLY. In the 
operand field, ~ refers to the first 
three characters of the modules used to 
build the program. (All IEM-supplied 
modules in the relocatable library making 
up a program hav~ the same first three 
characters, such as IJQ for the Assembler 
and IJS for COBOL.) The three characters 
are followed by a period and ALL. 

The third format is used if the ent ire 
relocatable library is to be displayed. 
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The entry in the operation field is DSPLY. 
The entry in the operand field is ALL. 

For the display function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
prin·ter, a tape unit, or a disk unit. SYS
LOG must be assigned to a printer-keyboard. 

Control statement input for the display 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC RSERV control statement, 
followed by 

4. The DSPLY control statement{s), 
followed by 

5. The /* control statement if other job 
steps are to follow, or 

6. The /& control statenent, which is the 
last control statement of the job. 

The punch function converts a module in the 
relocatable library into a punched-card 
output deck. 

Any number of modules in the relocatable 
library can be punched within a single run. 
The punched-card output is acceptable to 
every function that uses relocatable 
modules as input. Each module punched is 
preceded by a CATALR statenent. The last 
card punched is a /* statement. 

The PUNCH control statement in one of 
the following formats is used to convert 
modules in the relocatable library to 
punched-card output. 

PUNCH mod ule1 [, module2, ••• ] 

PUNCH prog1.ALL[,prog2.ALL, ••• ] 

PUNCH ALL 

The first format is used if only 
specific modules are to be punched. The 
entry in the operation field is PUNCH. The 
entry in the operand field, module, 
represents the name of the module to be 
punched. If more than one module is to be 

punched, the module names are separated by 
commas. Module names must be from one to 
eight characters long. 

The second format is used when an entire 
program is to be punched. The entry in the 
operation field is PUNCH. In the operand 
field, EfQg refers to the first three 
characters of the modules used to build the' 
program.' (All IBM-supplied modnles in the 
relocatable library making up a program 
have the same first three characters, such 
as IJQ for the Assembler and IJS for 
COBOL.) The three characters are followed 
by a period and ALL. 

The third format is used if the entire 
reloca~a~le library is to be punched. The 
entry l.n the operation field is PUNCH.. The 
entry in the operand field is ALL .• 

When SYSPCH is assigned to a tape or 
disk unit, each card image is preceded ~ a 
stacker-select character. 

FOr the punch function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSPCH must be assigned to a 
card punch, a tape unit, or a disk unit. 
SYSLST must be assigned to a printer, a 
tape unit, or a disk unit, and SYSLOG must 
be assigned to a printer-keyboard. 

Control statement input for the punch 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSPCH. SYSLST, 
and SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC RSERV control statement,. 
followed by 

4. The PUNCH control statement{s), 
followed by 

5. The /* control statenent, if other job 
steps are to follow, or 

6. The /& control statement, which is the 
last control statement of the job. 

Whenever an IBM 1442 or 2520 Card Read 
Punch is assigned to SYSIN and also to 
SYSPCH, enough blank cards for punching the 
module must follow each FUNCH control 
statement. '!his prevents erroneously 
punching the cards of a following job step. 
Extra cards are automatically bypassed. 
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Display and Punch 

The display-and-punch function combines the 
separate operations of the display function 
and the punch function. The output of the 
dis play-and- punch funct ion is iden tical to 
that described in the two preceding 
subsections. Any number of modules in the 
relocatable library may be displayed and 
punched within a single run. The last card 
punched is a /* statement. 

The DSPCH control statement is used to 
convert modules in the relocatable library 
to printed and punched-card output. The 
DSPCH control stat ement is in one 0 f the 
following formats. 

DSPCH module 1 £, module 2, ••• ] 

DSPCH prog1.ALL[,prog2.ALL, ••• ] 

DSPCH ALL 

The first format is used if only 
specific modules are to be displayed and 
punched. The entry in the operation field 
is DSPCH. The entry in the operand field, 
module, represents the name of the module 
to be displayed and punched. If more than 
one module is to be displayed and punched, 
the module names are separated by commas. 
Module names must be from om to eight 
characters long. 

The second format is used when an entire 
program is to be displayed and punched. 
The entry in the operation field is DSPCH. 
In the operand field, ~ refers to the 
first three characters of the modules used 
to build the program. (All IBM-supplied 
modules in the relocatable library making 
up a program have the same first three 
characters, such as IJQ for the Assembler 
and IJS for COBOL.) The three characters 
are followed by a period am ALL. 

The third format is used if the entire 
relocatable library is to be displayed and 
punched. The entry in the operation field 
is DSPCH. The entry in the operand field 
is ALL. 

When SYSPCH is assigned to a tape or 
disk unit, each card image is preceded by a 
stacker-select character. 

Fbr the display and punch function, 
SYSIN must be assigned to a card reader, a 
tape unit, or a disk unit. SYSLST must be 
aSSigned to a printer, a tape unit, or a 
disk unit. SYSPCH must be assigned to a 
card punch, a tape unit, or a disk unit. 
SYSLOG must be assigned to a 
printer-keyboard. 

Control statement input for the display
and-punch function, read from the properly 
assigned device (usually SYSIN), is: 

1. The JOB control statement, followed h¥ 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, SYSPCH, 
and SYSLOG. The ASSGN statements are 
followed h¥ 

3. The EXEC RSERV control statement, 
followed by 

4. The DSPCH control statement(s), 
followed by 

5. The /* control statement, if other jot 
steps are to follow, or 

6. The /& control statement, which is the 
last control statement of the job. 

Whenever an IBM 1442 or 2520 Card Read 
Punch is assigned to SYSIN and also to 
SYSPCH, enough blank cards for punching the 
module must follow each DSPCH control 
statement. This prevents erroneously 
punching the cards of a following job step. 
Extra cards are automatically bypassed. 

Librarian Functions: Source Statement 
Library 

This section describes the maintenance and 
service functions that relate to the source 
statement library. The c0I=Y function for 
the source statement I ibrary is discussed 
in the Copy Function section. 

SOURCE STATEMENT LIBRARY: MAINTENANCE 
FUNCTIONS 

To request a maintenance function for the 
source statement library, use the following 
EXEC control statement. 

// EXEC MAINT 

One or more of the maintenance functions 
(catalog, delete, rename, condense, update, 
set condense limit, or reallocate) can be 
requested within a single run.. Any number 
of books within the source statement 
library can be acted upon in this run. 
FUrther, one Or more of the maintenance 
functions for either of the other two 
libraries (core image or relocatable) can 
be requested within this run; the same 
MAINT program maintains all three 
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libraries. The maintenance function for 
private libraries is discussed in the 
section Private Libraries. 

Catalog 

The catalog function adds a book to a 
sublibrary of the source statement library. 
Card input for the catalog function is from 
the device assigned to SYSIPT. Books to be 
cataloged in the source statement library 
can be in any order. Any number of books 
can be added wi thin a si ng Ie run. 

A book added to a sub library of the 
source statement library is removed by 
using the delete function. 

The catalog function implies a delete 
function. Thus, if a book exists in a 
sublibrary with the same name as a book to 
be cataloged, the module in the sublibrary 
is deleted. 

The CATALS control statement is required 
to add a book to a sublibrary of the source 
statement library. It is read from the 
device ass igned to SYSIPr and is in the 
following format. 

CATALS sublib..bookname [,v.m[ ,C]] 

The operation field contains CATALS. 
The qualifier sublib in the operand field 
represents the sublibrary to which the book 
is to be cataloged and can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, 
#, $, and ~), representing source 
statement sublibraries. 

The sublib qualifier is required. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the book. 

bookname in the operand field represents 
the name of the book to be cataloged. The 
bookname is one to eight alphameric 
characters, the first of which must be 
alphabetic. 

The first optional entry in the operand 
field, v.m, specifies the change level at 
which the book is to be cataloged. y may 
be any decimal number from 0-127. !!! may be 
any decimal number from 0-255. If this 
operand is omitted, a change level of 0.0 
is assumed. The change level is displayed 
and punched by the service functions. 

The second optional entry in the operand 
field, C, indicates that change level 
verification is required before updates are 

I 

accepted for this book, providing the v.m 
operand is present on the update card (see 
UPDATE librarian control statement). This 
requirement is reflected in the DSERV 
output by a C appearing in the column 
headed LEV CHK (level check). 

Books that are to be cataloged in a 
sublibrary of the source statement library 
must be preceded and followed by special 
statements indicating the beginning and the 
end of a book. 

Macro definitions that are to be 
cataloged in the Assembler sublibrary are 
preceded by the MACRO statement and are 
followed by the MEND statement. MACRO is 
the standard macro definition header 
statement; MEND is the standard macro 
definition trailer statement. 

When books to be retrieved by the 
Assembler COPY staterrent are to be 
cataloged to the Assembler sublibrary, the 
Assembler END statement should not be 
included in the book. (Assembler does not 
recognize END statements from the source 
statement library.) 

Books other than macro definitions that 
are to be cataloged in the source statement 
library are preceded and followed by a 
BKEND statement. A BREND statement must 
precede each book, and a BKEND statement 
must follow each book. If desired, the 
BKEND statement may precede and follow a 
macro definition (in addition to the MACRO 
and MEND statements). This is desirable 
when the options provided in the BKEND 
statement are required. The statement is 
in the following format. 

BKEND [sub.book], lSEQNCE], [COtmt], [CMPRSD] 

The entry in the operation field is 
BKEND. All operand entries are optional. 
When used, the entries must be in the 
prescribed order, and need appear only in 
the BKEND statement preceding the book to 
be cataloged. The first entry in the 
operand field, sub.book, is identical to 
the operand of the CATALS control 
statement. If the second operand, SEQNCE'I 
is specified, columns 76 to 80 of the card 
images making up the book are checked for 
ascending sequence numbers. The count 
operand specifies the number of card images 
in the book. When used, the card input is 
counted, beginning with the preceding BKEND 
statement and including the following BKEND 
statement. If an error is detected in 
either the sequence checking or the card 
count, an error message is printed. The 
error can be corrected, and the book can be 
recataloged. The CMPRSD operand indicates 
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that the book to be cataloged in the 
library is in the compressed format, output 
as a result of specifying CMPRSD when 
performing a PUNCH or DSPCH service 
function. 

For the catalog function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSIPT must be assigned to a 
card reader, a tape unit, or a disk unit. 
SYSLST must be assigned to a printer, a 
tape unit, or a disk unit, and SYSLOG must 
be assigned to a printer-keyboard. 

Control statement and card image input, 
read from the properly assigned device 
(usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements if the 
current assignments are not those 
required. The ASSGN stat em en ts that 
can be used are SYSIN, SYSIPT, SYSLST, 
and SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The CATALS control statement(s), 
followed by 

5. The BKEND statement, and/or the macro 
header statement if the book is a macro 
definition, followed by 

6. The book to be cataloged, followed by 

1. The BKEND statement, and/or the MEN) 
trailer statement if the book is a 
macro definition. If a BKEND statement 
precedes a book, one must also follow 
it; foll~ed by 

8. The /* control statement if other job 
steps are to follow, or 

9. The /& control staterrent, which is the 
last control statement of the job. 

Any number of books may be cataloged in 
a single run. Each book must imnediately 
follow its respective CATALS control 
statement. 

Delete 

The delete function removes references to 
specific books in a sublibrary of the 
source statement library. The function can 
also delete an entire sublibrary or an 
entire library. Any number of books can be 
deleted during a single run. The books are 

not phys ically del eted from the sublibrary; 
rather, the entry in the source statement 
directory describing the book is deleted. 
Books can be physica lly removed from the 
library (after the delete function has 
removed the entry from the directory) by 
performing a condense function. See the 
subsection entitled Condense. 

The DELETS control statement is used to 
del et e books from the source sta tement 
library. The control statement is in one 
of the following formats .• 

DELETS sublib.book1[,sublib.book2, ••• 1 

DELETS sub! ib .ALL 

DELETS ALL 

The first format is used if only 
specific books are to be deleted. The 
entry in the operation field is DELETS. 
The qualifier sublib in the oFerand field 
represents the sublibrary containing the 
book to be deleted and can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z., 
#, $, and i), representing source 
statement sublibraries .• 

The sublib qualifier is required.. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the book. 

book in the operand field represents the 
name of the book in the sublibrary to be 
deleted. If more than one book is to be 
deleted, the entries must be separated by 
commas. If books to be deleted are in the 
same sublibrary, subsequent book names need 
not be qualified.. (The Librarian assumes 
that nonqualified books are in the last 
sublibrary specified .• ) The name of the 
book can be of any length; however, a 
maximum of the first eight characters is 
us ed to locate and delete the book. 
Continuation statements are not recognized. 

The second format is used if an entire 
sublibrary is to be deleted. The entry in 
the operation field is DELETS. The first 
entry in the operand field is the name of 
the sub library to be deleted. The 
qualifier sublib represents the sublibrary 
containing the book to be deleted and can 
be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 
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Any alphameric character (0-9, A-Z, #, 
$, and al), representing source statement 
sublibraries. 

The sublib qualifier is required. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the sublibrary. 

The second entry in the operand field is 
ALL. The t~o entries must be separated by 
a period. 

The third format is used if the entire 
source statement library is to be deleted. 
The entry in the operation field is DELETS. 
The entry in the operand field is ALL. 
When this function is performed, the system 
status record is reset to show that all 
library blocks are now available to the 
system. Therefore, it is unnecessary to 
perform a condense after a DELETS ALL has 
been performed. 

Fbr the delete function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG nust be assigned to the 
printer-keyboard. 

Control statement input for the delete 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC MAIN'!' control statement, 
followed by 

4. The DELETS control statement(s), 
followed by 

5. The /* control statement if other job 
steps are to follow, or 

6. The / & control statement, which is the 
last control statement of the job. 

Rename 

The rename function changes the name of a 
book in the source statement library to 
another name. 

I Use the RENAMS control statement to 
achieve the rename function. If, on the 
rename function, the new name is already in 

the directory or an old name is not in the /,* 
directory, an error message is issued,. On ~ 
a valid pair of operands, the new name 
simply replaces the old name in the 
directory. In either case, a check is then 
made for more operands on the card. As 
SOOft as the statement is processed, the 
system recognizes only the new book name. 
The RENAMS statement is in the following 
format. 

RENAMS sublib.oldname, sublib.newname 

[,sublib. oldname ,sublib •. newname, ••• ] 

The operation field contains RENA~S. 
The qualifier sublib in the operand field 
represents the sublibrary containing the 
book to be renamed and can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, #, 
$, and ~), representing source statement 
sub libraries. 

The sublib qualifier is required. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the sublibrary. 

oldname and newname represent the old 
book-name and the new book-name. If 
sublibrary is specified for the newname, it 
must be the same as for the oldname. 
Otherwise, an error message is issued,. If 
omitted, the name is assumed to be the same 
as for the oldname. The entries in the 
operand field must be separated by commas. 
The names in the operand field can be of 
any length; however, only a maximum of the 
first eight characters is used by the 
system to locate and rename the book. 

The DOS Assemblers flag any reference to 
a macro in the source statement library as 
an UNDEFINED OPERATION CODE if the 
cataloged name of the macro is not 
identical to the operation code in the 
macro prototype statement. The Assemblers 
locate macros in the source statement 
library by the cataloged name, but 
thereafter use the operation code of the 
macro prototype statement for 
i dent if icat ion. 

Any number of RENAMS control statements 
can be used for the source statement 
library within a single run. 

For the rename function, SYSIN must be 
a ssigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSIDG must be assigned to the 
printer-ke yboard. 
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Control statement input for the rename 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The RENAMS control statement(s), 
followed by 

5. The /* control statenent if other job 
steps are to follow, or 

6. The /& control statenent, which is the 
last control statement of the job. 

Update 

The update function updates properly 
identified statements within a book of a 
source statement library. Statements are 
identified in the identification field, 
columns 73-80, which is fixed in format as: 

Columns 73-76. 

Columns 77-80 

Program identification 
(constant throughout 
the book). 

sequence number of the 
statement within the 
book 

One or more source st at em en ts may be 
added to, deleted from, or replaced in a 
book in the library without the necessity 
of replacing the entire book. The function 
also provides these facilities: 

1. Resequencing statements within a book 
in the source statement library. 

2. Changing the change level (v. m) of the 
book. 

3 • Adding or removing the change level 
requirement. 

4. Copying a book with optional retention 
of the old book with a new name (for 
backup purposes). 

The UPDATE control statement has the 
foliowing format: 

UPDATE sublib.bookname, [s.book11,[v.ml,[nnl 

The operation field contains UPDATE. 

sublib in the operand field represents 
the sublibrary that contains the book to be 
updated. It may be any of the characters 
A-Z, 0-9, $, a, or #. 

bookname represents the book that is to 
be updated in the sublibrary. 

s.book1 in the operand field provides a 
temporary update option. The old book is 
renamed s.book1 and the updated book is 
named sublib.bookname. s indicates the 
sublibrary that contairis-the old, renamed 
book. It may be one of the characters A-Z, 
0-9, $, a, or #. If this operand is not 
specified, the old book is deleted. 

~ represents the change level of the 
book to be updated. y may be any decimal 
number from 0-127. ~may be any decimal 
number from 0-255. This operand must be 
present if change level verification is to 
be done, and it must correspond to the 
change level in the book's directory entry. 
If the change level is verified, the change 
level in the book's directory entry is 
increased by 1 for verification of the next 
update. If m is at its maximum value and 
an update is processed, m is reset to 0 and 
the value of y is increased by 1,. 

If both v and m are at their maximum 
values and an update is processed, both y 
and ill are reset to zeros. If the directory 
entry specifies that change level 
verification is not required before 
updating, the change level operand in the 
statement is ignored. gse of the optional 
entry C in the CATALS control statement at 
the time the,book is cataloged to the 
library determines if cnange level 
verification is required before updating. 

nn, in the operand field represents the 
resequenc~ng status required for the 
upda te ~ l!!! may be a one- or two-character 
decimal nuIt)ber from 1-10" or it may be the 
word NO. If ~ is a decimal number, it 
represents the increrrent that will be used 
in resequencing the statements in the book. 
If nn is NC, the statements will not be 
~esequenced. If ill! is not sPecified, the 
statements will be resequenced with an 
increment of 1. When a book is 
resequenced, the sequence nunber of the 
first statement is 0000. 

The UPDATE control statement is follcwed 
by ADD, DEL (delete), and/or REP (replace) 
control statements as required. Each ADD 
or REP statement is followed by source 
statements that are to be added to the 
book. The update section is terminated by 
an END statement. The ADD, DEL, REP, and 
END statements are identified as update 
control statements by a right parenthesis 
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in the first position (column 1 in card 
format). The second position is blank. 
This is a variation from the general 
librarian control statenent format, but it 
clearly identifies these control statements 
as part of the update function. 

ADD Statement: The ADD statement is used 
for the addition of source statements to a 
book. The format is: 

) ADD seq-no 

ADD indicates that source statements 
following this statement are to be added to 
the book. 

seg-no represents ,the sequence number of 
the statement in the book a.fter which the 
new statements are to be added. It may be 
any decimal number from one to four 
characters in length. 

DEL Statement: The DEL statement causes 
the deletion of source statements from the 
book. The format is: 

) DEL first-seq-no[,last-seq-no] 

DEL indicates that statements are to be 
deleted from the book. 

first-seg-no and last-seg-no represent 
the sequence numbers of the first and last 
statements of a section to be deleted. 
Each number may be a decimal number from 
one to four characters in length. If 
last-seg-no is not specified, the statement 
represented by first-seg-no is the only 
statement deleted. 

REP statemerit: The REP statement is used 
when replacement of source statements in a 
book is required. The format is: 

) REP first-seq-no[,last-seq-no] 

REP indicates that source statements 
following this statement are to replace 
existing statements in a book. 

first-seg-no and last-seg-no represent 
the sequence numbers of the first and last 
sta tements of a section to be replaced. 
Each number may be a decimal number from 
one to four characters inc length. Any 
nunber of new statements can be added to a 
book when a section -is replaced. (The 
Ii umber of statements added need not equal 
the number of statements being replaced.) 

sequence number 9999 is the highest 
number acceptable for a statement to be 
updated. If the book is so large that 
statement sequence numbers have wrapped 
around (progressed from 9998, 9999, to 
0000, 0001), it will not be possible to 
update statements 0000 and 0001. 

END Statement: This statement indicates 
the end of an update to a book. The format 
is: 

) END [v. m[ ,C]) 

END indicates the end of updates to a 
book. 

The ~ operand provides another means 
of explicitly setting the change level of a 
book in the library. (The other way is 
through the use of the y!.!!! operand in the 
CATALS statement.) y may be any decimal 
number from 0-127. ~ may be any decimal 
number from 0-255. 

£ indicates that change level 
verification is required before any 
subsequent updates to this book. 

If ~ is specified and ~ is omitted, 
the book does not require change level 
verification before a subsequent update. 
This feature removes a previously specified 
verification requirement for a particular 
book. 

If both optional operands are omitted, 
the change level in the book's directory 
entry is increased, as the result of the 
update, and the verification requirement 
remains unchanged. 

UPDATE FUnction Invalid Operand Defaults 

UPDATE statement: 

1. If the first or second operand is 
invalid, the statement is flagged" the 
book is not updated, and the remaining 
control statements are checked for 
validity. 

2. If change level verification is 
required and the wrong change level is 
specified, the statement is flagged, 
the book is not updated, and the 
remaining control statements are 
checked for validity. 

3. If the resequencing operand is invalid, 
resequencing is done in increments of 
1. 

ADD, DEL, or REP Statements: 

1. If there is an invalid operation or 
operand in an ADD, DEL, or REP 
statement, the statenent is flagged, 
the book is not updated, and the 
remaining control statements are 
checked for validity.. All options of 
the UPDATE and END statements are 
ignored. 
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2. The second operand must be greater than 
the first operand in a DEL or REP 
statement. If not, the statement is 
considered invalid, it is flagged, the 
book is not updated, and the remaining 
control statements are checked for 
validity. If a second operand is 
present on an ADD statement, it is 
flagged as an invalid operand and 
ignored. The book is updated and 
normal processing continues. All 
options of the UPDATE and END 
statements are ignored. 

3. All updating to a book between an 
UPDATE statement and an END statement 
must be in ascending sequential order 
of statement sequence numbers. The 
first operand of a DEL or REP statement 
must be greater than the last operand 
of the preceding control statement. 
The operand of an ADD statement must be 
equal to or greater than the last 
operand of the preceding control 
statement. Consecutive ADD statements 
must not have the sane operand. If 
these conditions are not met, the 
default is the same as for items 1 and 
2. 

END Statement: If the first operand of the 
END statement is invalid, the statement is 
flagged, both operands are ignored, and the 
book is updated as though no operands were 
present. If the second operand is invalid, 
the statement is flagged, the operand is 
ignored, and the book is updated as though 
the second operand were not specified. 

Out-of-Seguence Updates: If the source 
statements to be added to a book are not in 
sequence, or do not contain sequence 
numbers, the book is updated and a message 
indicating the error appears following the 
END statement. If the resequencing option 
has been specified in the UPDATE statement, 
the book is sequenced by the specified 
value and subsequent updating is possible. 
If the resequencing opt ion is not 
specified, the book is resequenced in 

increments of 1 and subsequent upduting 
will be possible. If the resequencing 
option NO is specified, the book will not 
be in sequence and subsequent updating may 
not be possible. 

For the update function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit., and 
SYSLOG must be assigned to the 
printer-keyboard. 

Control statement input for the update 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement, followed by 

2. The ASSGN statements, if the current 
assignments are not those required. 
The ASSGN statements that can be used 
are SYSIN, SYSLST, and SYSLOG. The 
ASSGN statements are followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The UPDATE control statement, followed 
by 

5. ) ADD, ) DEL, or ) REP statements with 
appropriate source statements, followed 
by 

6. ) END statement, followed by 

7. The /* control statement, if other job 
steps are to follow, or 

8. The /& control statenent, which is the 
last control statement of the job. 

UPDATE FUnction - Activity Log: The UPDATE 
function provides a log, on SYSLST, of all 
update activity to books in the source 
statement library. The log indicates the 
operation performed and all operands of the 
update control statements. It also shows 
the contents of the source statements 
affected, including the old program 
identification and sequence number, the new 
program identification and sequence number, 
and the update activity involved. Figures 
23 and 24 show examples of an UPDATE job 
stream and an UPDATE activity log 
respectively. 
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r-----------------------------------------, 
/ / JOB UPDATE 
/ / EXEC MAINT 
UPDATE A.TESTCASE 
) REP 0032 
OPTNFND CLC o (l,REGG) ,BLANKS 
) REP 0039,0044 
OPTNCHK CLC o (5,REGG) ,=C'PUNCH' 

PUNCH BE 
CLC 

) ADD 0052 
PUNCH MVI 

B 

0(5 ,REGG) ,=C' DSPCH i 

SWITCH,C'X' 
CHKOPND 

) DEL 
) END 
/& 

0134,0135 

________________________________________ -J 

Figure 23. Example of an UPDATE Job stream 

UPDATE .A. TEST.CAS E 

REP 0032 
OPTNfND CLI 
o PT.N.F ND CLC 

REP '0039,0044 
(JPT.NCHK CLC 

BNE 
MVI 
B 

CHKDSP CLC 
BNE 

OPTNCHK CLC 
BE 
CLC 

) ADD 0052 

O(REGG), C· • 
O(l,REGG),BLANKS 

0(5,REGG),PUNCHOP 
CHKOSP 
SWITCH,C'X' 
CHKOPND 
O(5.REGG),DSPCHUP 
MSGLOG 
O(5,REGG),=C'PUNCH ' 
PUNCH 
0(5.REGG).=C'DSPCH • 

B MSGLOG 
PUNCH MV} SWITCH,C'X' 

B CHKOPND 

.DEL 0134,0135 
DSP.CHOP DC C'DSPCH' 
PUN.CHOP DC C~PUNCH' 

END 

Figure 24. Example of an UPDATE Activity Log 

If no resequencing has been specified, 
only the old ID and sequence numbers of the 
sta tements involved are indicated. 

Condense 

The condense function eliminates vacancies, 
resulting from delete or catalog functions, 
between books in the source statement 
library. The condense function is used 
whenever a number of vacancies have 
accumulated within the library. 

The CONDS control statement, in the 
following format, is used to condense the 
source statement library. 

A4530032 
A4530032 

A4530039 
A453.0040 
A4530041 
A4530042 
A4530043 
A4530044 
A4530039 
A4530040 
A4530041 

A4530052 
A4530053 
A4530054 

A4530134 
A4530135 

A4530027 

A4530034 
A4530035 
A4530036 

A4530044 
A4?30045 
A4530046 

CONDS SL 

REPLACEMENT 

REPLACEMENT 
REPLACE~ENT 
REPLACEMENT 

RESEQUENCED 
ADD 
ADD 

DELETE 
DELETE 

The operation field contains CONDS.. The 
operand field contains SL. 

For the condense function, SYSIN must te 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit., and 
SYSLOG must be assigned to the 
printer-keyboard. 

Control statement input for the condense 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control statement" followed by 
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2. The ASSGN statements, if the current 
assignments are not those required. 
The ASSGN statements that can be used 
are SYSI N, SYSIST, aId SYSLOG. The 
ASSGN statements are followed by 

3. The EXEC MAINT control statement, 
followed by 

4. The CONDS control statement, followed 
by 

5. The /* control statement if other job 
steps are to follow, or 

6. The / & control statement, which is the 
last control statenent of the job. 

SOURCE STATEMENT LIBRARY: SERVICE 
FUNCTIONS 

To request a service fUnction for the 
source statement library, use the following 
EXEC control statement. 

// EXEC SSERV 

One or more 0 f the three service 
functions can be requested wi thin a single 
run. Any number 0 f books within the s OIlrce 
statement library can be acted upon in this 
run. Punched output is sequenced in 
columns 77 through 80. The first card 
punched for each module is sequenced zero. 
The service function for private libraries 
is discussed in the section Private 
Libraries. 

Display 

The display function produces a printout of 
a book in the source statement library. 
Any number of books can be displayed within 
a single run. 

Books are displayed in the card image 
format. Each book is preceded and followed 
by a BKEND statement. 

The DSPLY control statement in one of 
the following forma ts is used to display 
books in the source statement library. 

DSPLY sublib.bookl [, sublib.book2, • , •• ] 

DSPLY sublibl.ALL[,sublib2.ALL, ••• ] 

DSPLY ALL 

The first format is used if only 
specific books are to be displayed. The 
entry in the operation field is DSPLY. The 

qualifier sublib in the operand field 
represents the sublibrary containing the 
book to be displayed and can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, 
#, $, and /i», representing source 
statement sublibraries. 

book in the operand field represents the 
name of the book in the sublibrary to be 
displayed. If more than one book is to be 
displayed, the entries must be separated l:y 
commas. If books to be displayed are in 
the same sublibrary, subsequent book names 
need not be qualified. (The Librarian 
assumes that nonqualified books are in the 
last sublibrary specified. If a sublibrary 
is never specified, the Librarian assumes 
the book is in the Assembler sublibrary.) 
The names of the books in the operand field 
can be from one to eight characters in 
length. Continuation statements are not 
recogniz ed. 

The second format is used if an entire 
sublibrary is to be displayed. The entry 
in the operation field is DSPLY. The first 
entry in the operand field is the name of 
the sublibrary to be displayed. The 
qualifier sublib can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, #,' 
$, and ~), representing source 
statement sublibraries. 

The sublib qualifier is required. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the sublibrary. 

The second entry in the operand field is 
ALL. The two entries must be s eparat ed by 
a period. 

The third format is used if the entire 
source statement library is to be 
displayed. The entry in the operation 
field is DSPLY. The entry in the operand 
field is ALL. 

For the display function, SYSIN must be 
a ssigned to a card reader., a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tap~ unit, or a disk unit. 
SYSLOGmust be assigned to a 
printer-keyboard. 

Control statement input for the display 
function, read from the properly assigned 
device (usually SYSIN), is: 
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1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSL<:X;. The ASSGN statements are 
followed by 

3. The EXEC SSERV control statement, 
followed by 

4. The DSPLY control statement(s), 
followed by 

5. The /* control statement if other job 
steps are to follow, or 

6. The / & control statement, which is the 
last control statement of the job. 

The punch function converts a book in the 
source statement library into a 
punched-card output deck. The resulting 
punched-card deck consists of card images 
of the book in the library. If the option
al operand, CMPRSD, is specified, the card 
images are punched in the compressed form 
in which they are stored in the l-ibrary. 
Each book is preceded by CATALS and BKEND 
statements and followed by a BKEND 
statement. The last book punched is 
followed by a BKEND statement and a /* 
statement. 

Any number of books in the source 
statement library can be punched within a 
single run. 

The PUNCH control statement in one of 
the following formats is used to convert 
books in the source statement library to 
punched-card output .• 

PUNCH sub. book1 [ , sub .book2 , ••• ] [, CMPRSDl 

PUNCH sub1.ALL[,sub2.ALL, ••• ] [,CMPRSD] 

PUNCH ALL[,CMPRSD] 

The first format is used if only 
specific books are to be punched. The 
entry in the operation field is PUNCH. The 
qualifier sub in the operand field 
represents the sublibrary containing the 
book to be punched and can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, 
#, $, and ~), representing source 
statement sublibraries. 

book in the operand field represents the 
name of the book in the sublibrary to be ( 
punched,. The entry CMPRSD is used if the i 

books are to be punched in the compressed 
form in which they are stored in the 
library. When this option is elected, the 
cards are punched in the first seventy-one 
columns. If more than one book is to be 
punched, the entries must be separated by 
commas. If books to be punched are in the 
same sublibrary, subsequent book names need 
not be qualified. (The Librarian assumes 
that nonqualified books are in the last 
sublibrary specified. If a sublibrary is 
never specified, the Librarian assumes the 
book is in the Assembler sublibrary.) The 
names of the books in· the operand field can 
be from one to eight characters long. 
Continuation statements are not recognized. 

The second format is used if an entire 
sublibrary is to be punched. The entry in 
the operation field is PUNCH. The first 
entry in the operand field is the name of 
the sublibrary to be punched. The 
qualifier sub can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, 
#, $, and ~), representing source 
statement sublibraries. 

The sublib qualifier is required. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the sublibrary. 

The second entry in the operand field is 
ALL. The entry CMPRSO is used if the books 
are to be punched in the compressed format. 
A /* statement will always be punched at 
the end of the output. When SYSPCH is 
assigned to a tape unit or disk unit, each 
card image is preceded by a stacker-select 
character. 

The third format is used if the entire 
source statement library is to be punched. 
The entry in the operation field is PUNCH. 
The entry in the operand field is ALL. The 
entry CMPRSD is used if the books are to be 
punched in the compressed format. A /* 
statement is always punched at the end of 
the output. 

For the punch function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSPCH must be assigned to a 
card punch, a tape unit., or a disk uqit. 
SYSLST must be assigned to a printer, a 
tape unit, or a disk unit, and SYSLOG must 
be ass igned to a printer-keyboard,. 
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Control statement input for the punch 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB control stateIrent, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSPCH, SYSLST, 
and SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC SSERV control statement, 
followed by 

4. The PUNCH control statement(s), 
followed by 

5. The /* control statement, if other job 
steps are to follow, or 

6. The /& control statement, which is the 
last control statement of the job. 

Whenever an IBM 1442 or 2520 Card Read 
Punch is assigned to SYSRDR and also to 
SYSPCH, enough blank cards for punching the 
book must follow each PUNCH control 
statement. This prevents erroneously 
punching the cards of a following job step. 
Extra cards are automatically bypassed. 

Display and Punch 

The display-and-punch function combines the 
separate operations of the display function 
and the punch function. The output of the 
display-and-punch function is identical to 
that described in the two preceding 
subsections. Any number of books in the 
source statement library can be displayed 
and punched wi thin a single run. 

The DSPCH control statement in one of 
the following formats is used to convert 
books in the source statement library to 
printed and punched-card output. 

DSPCH sub.book1[,sub.book2, ••• 1[,CMPRSDl 

DSPCH sub1.ALL[sub2.ALL, ••• 1[,CMPRSDl 

DSPCH ALL[ ,CMPRSDl 

The first format is used if only 
specific books are to be displayed and 
punched. The entry in the operation field 
is DSPCH. The qualifier sub in the operand 
field represents the sublibrary containing 
the book to be displayed and punched and 
Call be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, 
#, $, and @), representing source 
statement sublibraries. 

book in the operand field represents the 
name of the book in the sublibrary to be 
displayed and punched. The entry CMPRSD is 
used if the books are to be punched in the 
compress ed format, but pr in ted in the 
original card image format. If more than 
one book is to be displayed and punched, 
t.he entries must be separated by commas. 
If books to be displayed and punched are in 
the same sublibrary, subsequent book names 
need not be qualified. (The Librarian 
assumes that nonqualified books are in the 
last sublibrary specified. If a sublibrary 
is never specified, the Librarian assumes 
the book is in the Assembler sublibrary.) 
The names of the books in the operand field 
can be from one to eight characters long. 
Continuation statements are not recognized. 
A /* statement will be punched at the end 
of the output .• 

The second format is used if an entire 
sublibrary is to be displayed and punched. 
The entry in the operation field is DSPCH. 
The first entry in the operand field is the 
name of the sublibrary to be displayed and 
punched. The qualifier sub can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, 
#, $, and @), representing source 
statement sublibraries. 

The sublib qualifier is required. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the sublibrary. 

The second entry in the operand field is 
ALL. The entry CMPRSD is used if the books 
are to be punched in the compressed format. 
When SYSPCH is assigned to a tape or disk 
unit, each card image is preceded by a 
stacker-select character. 

The third format is used if the entire 
source statement library is to be displayed 
and punched. The entry in the operation 
field is DSPCH. The entry in the operand 
field is ALL. The entry CMPRSD is used if 
the books are to be punched in the 
compressed format,. 

For the display and punch function, 
SYSIN must be assigned to a card read·.ar, a 
tape unit, or a disk unit. SYSLST must be 
assigned to a printer, a tape unit, or a 
disk unit. SYSPCH must be assigned to a 
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card punch, a tape unit, or a disk unit. 
SYSLOG must be assigned to a 
printer-keyboard. 

Control statement input for the 
display-and-punch function, read from the 
properly assigned device (usua~ly SYSIN), 
is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, SYSPCH, 
and SYSLOG. The ASSGN statements are 
followed by 

3. The EXEC SSERV control statement, 
followed by 

4. The DSPCH control statemeat(s), 
followed by 

5. The /* control statement, if other job 
steps are to follow, or 

6. The /& control statement, which is the 
last control statement of the job. 

Whenever an IBM 1442 or 2520 Card Read 
Punch is assigned to SYSIN and also to 
SYSPCH, enough blank cards for punching the 
book must follow each DSPCH control 
statement. This prevents erroneously 
punching the cards of a following job step. 
Extra cards are automatically bypassed. 

Librarian Functions: Directories 

This section describes the display service 
fUnction that relates to the five 
director ies. The copy functi on for these 
directories are discussed in the section 
CoPY Function. 

To request the display service function 
for a directory (core image directory, 
relocatable directory, source statement 
directory, transient directory, or system 
directory), use the following EXEC control 
statement. 

/ / EXEC DSER V 

The display function prints the status 
of the directories defined f or the system. 
Any number of directories can be displayed 
within a single run,. No directory is 
displayed more than once in the same job 
step. The system directory is 
unconditionally displayed. 

Each printed line contains one entry in t 
the directory. All fields in the directory (j 
are headed by the title DEC (decimal) or 
HEX (hexadecimal) ,. 

Each printed directory is preceded by a 
header that contains the name of the 
directory in EBCDIC characters. 

The DSPLY control statement in the 
following format is used to display 
specific directories or all directories. 

DSPLY dir1[, dir2, ••• J 

DSPLY ALL 

The fir~t format is used if only 
specific directories are to be displayed. 
The entry in the operation field is DSPLY. 
The entry in the operand field, dir, 
repres ents the name of the directory to be 
displayed. It can be: 

1. TO f or the transient di rectory. The 
transient directory shows the routines 
processed in the transient area and 
some frequently used library routines. 

2. CD for the core image directory. 

3. RD for the relocatable directory. 

4. SD for the source statement directory. 

If more than one directory is to be 
displayed, the symbols for the directories 
must be separated by a comma and can be in 
any order. 

The second format is used if all five 
directories are to be displayed. The entry 
in the operation field is DSPLY. The entry 
in the operand field is ALL. In the 
absence of DSPLY, only a system directory 
is displayed. No more than one display of 
each directory is provided during each 
execution of DSERV. 

For the display function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit. 
SYSLOG must be assigned to a 
printer-keyboard. 

Control statement input for the display 
function, read from the properly assigned 
device (usually SYS IN), is: 

1,. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN" SYSLST, and 
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SYSLOG. The ASSGN statements are 
foilowed by 

3. The EXEC DSERV control statement, 
followed by 

4. The DSPLY control statement, followed 
by 

S. The /* control statement if other job 
steps are to follow, or 

6. The /& control statement, which is the 
last control statement of the job. 

Reallocation Function 

The reallocation function redefines the 
number of tracks and cylinders allotted to 
a 2311 or 2314 disk resident system. 

Any number of libraries or directories 
can be reallocated within a single run. 
The reallocation function can be used to 
increase, decrease, eliminate, or add 

I specified area s in the disk resident 
system. Each area that is reallocated is 
automatically condensed. The EXEC control 
statement required to perform a 
reallocation function is in the following 
format. Note that any other maintenance 
function (catalog, delete, or rename) for 
the three libraries may be performed in 
this run. 

// EXEC MAINT 

Associated with the EXEC statement for 
the reallocation function is the ALLOC 
control statement. The ALLOC control 
statement is in the following format. 

ALLOC id=cylin(track} [,id=cylin(track), ••• ] 

The operation field contains ALLOC. The 
entry, id, in the operand field refers to 
the specific library and directory being 
reallocated and can be one of the following 
entries. 

CL for the core image library 
and directory 

RL for the relocatable library 
and directory 

SL for the source statement library 
and directory. 

The entry, cylin., in the operand field 
refers to the number of cylinders that 
contain the specified library. The entry, 
track, is enclosed within parentheses and 
refers to the number of tracks that contain 
the specified library directory. The 
tracks allocated to the directozy are 
contained in the cylinders allocated to the 

library. The keyword operands are 
separated by a comma if more than one 
operand is present. For maximum 
effiCiency, all requested operands should 
be entered on one statement. 

When reallocation is being performed, 
only the areas being changed in the 
resident disk pack need be specified.. To 
delete the relocatable library and/or the 
source statement library from SYSRES, 
allocations of RL=O(O) and/or SL=O(O) can 
be used. The respective library must first 
be cleared by deleting all entries. 
Consider this example: 

ALLOC CL=16(1},SL=4(1} 

In this example, the core image library 
would contain 16 cylinders and the core 
image directory would be in the first track 
of the first cylinder allocated to the 
library. The source statement library 
would contain 4 cylinders and the source 
statement directory would be in the first 
track of the first cylinder allocated to 
the library. 

When increasing the size of a library, 
enough space must be left for the libraries 
that follow so that the ending cylinder 
address of the last library is not greater 
than 198. If enough space is unavailable 
for the following libraries, one or more of 
these libraries must be reduced in size to 
compensate for the increase. 

As an example, the SYSRES library space 
was originally allocated as 

CL=90(S),RL=40(2),SL=60(3} 

An attempt to reallocate only the core 
image library to 120 cylinders would fail, 
because cylinder 198 would be exceeded. To 
a void this, the combined sizes of the 
relocatable and source statement libraries 
can be reduced by 22 cylinders so as not to 
exceed the limit. Thus, the ALLOC 
statement could read: 

ALLOC CL=120(7),RL=30(2),SL=48(3) 

For the reallocation function, SYSIN 
must be aSSigned to a card reader, a tape 
uni t, or a disk unit.. SYSLST must be 
assigned to a printer, a tape unit, or a 
disk unit, and SYSLOG must be assigned to a 
printer-keyboard. 

If message 4n44A comes up due to a 
change in the label set when reallocating 
SYSRES, type DELETE on SYSLOG. The job 
will continue using new extents. 

When executing the reallocation function 
of MAINT, a file must be defined for 
IJSYSRS on SYSRES via DLBL and EXTENT 
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control statements. The label information 
needed for this file is the same as for the 
IJSYSRS file of the copy disk function (see 
Copy FUnction), except that the symbolic 
unit is SYSRES instead of SYS002. 

The lower extent for this file must be 
cylinder 0, track 1, and the upper extent 
must inc I ude the labe Icy Ii nde r. The labe I 
cylinder is one cylinder reserved for label 
information, and is located on the cylinder 
immediately following the last library of 

I the system. The total allocation must 
include cylinder 0, all defined system 
libraries, and the label cylinder. 

COntrol statement input for the 
reallocation function, read from the 
properly assigned device (usually SYSIN), 
is: 

1. The JOB control statement, followed by 

2. The ASSGN control statements, if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYSLST, and 
SYSLOG. The ASSGN statements are 
followed by 

3. DLBL and EXTENT statements for the disk 
residence, followed by 

4. The EXEC MAINT control statement, 
followed by 

5. The ALLOC control statement, followed 
by 

6. The /* control statement if other job 
steps are to follow, or 

1. The /& control statement, which is the 
last control statement of the job. 

Copy Function 

The copy function performs the following 
operations, individually or in combination: 

1. Defines and/or creates a new system 
pack. 

2. Defines and/or creates private 
libraries. 

3. Transfers phases, modules, or books 
between any assigned libraries. 

The number of tracks and cylinders 
allocated to libraries and/or directories 
of the new system pack can be defined. The 
device number of the disk pack on which the 
disk resident system is to be copied is 
assigned to SYS002. It cannot have the 

same physical unit address as SYSRES but 
must be the same type of DASD. The SYS002 
extent is completely overwritten with the 
new system. 

To request a copy function, the 
following Job Control statement is 
required: 

// EXEC CORGZ 

Associated with the EXEC statement are 
three independent copy control statements 
and four COpy statements. The three 
independent copy control statements are: 

1. ALLOC statement (see the section 
Reallocation Function). Defines any or 
all libraries on a new system resident 
pack. If this statement, or any 
individual library allocations are 
missing, the respective allocations of 
SYSRES are used. To avoid using SYSRES 
allocations, use zero allocations,. For 
example, if the relocatable library is 
not to be defined, use ALLOC RI.=O(O). 

When new limi ts for any of the three 
libraries are being established, re-IPL 
in order to have the correct new 
address of the label cylinder in the 
communications region in the 
supervisor. 

2. NEWVOL statement (see the section 
Creation of Private Libraries). 
Defines private libraries. 

3,. MERGE statement (see the section 
Library Merge Function). Transfers 
data between libraries that were 
defined, or defined and created 
previously. 

Note: The lac k of a NEWVOL or MERGE 
statement indicates the creation of a 
new system residence file. 

The COPYC control statement is us ed to 
specify the phases or programs in the core 
image library that are to be copied. It is 
in one of the following formats. 

COPYC phasell,phase2, ••• J 

COPYC progl.ALL l, prog2.ALL, •• '. ] 

COPYC ALL 

The first format is used when specific 
phases are to be copied. The entry in the 
operation field is COPYC. The entry, 
phase, in the operand field represents the 
name(s) of the phase(s) to be copied. 
Entries in the operand field must be 
separated by commas. 
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The second format is used when specific 
programs are to be copied. The entry in 
the operation field is COPYC. The entry, 
prog.ALL, in the operand field represents 
the name of the program to be copied. EEQg 
is the first four characters of the program 
name. (All phases within a program have 
the same first four characters.) ~ is 
followed by a period and ALL. Entries in 
the operand field must be separated by 
commas. 

The third format is used to copy the 
complete core image library. The entry in 
the operation field is COPYC. The entry in 
the operand field is ALL. 

The COPYR control statenent is used to 
specify the modules in the relocatable 
library that are to be copied. It is in 
one of the following formats. 

COPYR module1[,module2, ••• J 

COPYR prog1.ALL[,prog2.ALL, ••• 1 

COPYR ALL 

The first format is used when specific 
modules are to be copied. The entry in the 
operand field is COP YR. The entry, module, 
in the operand field represents the name(s) 
of the module(s) to be copied. Entries in 
the operand field must be separated by 
commas. 

The second fonnat is used when specific 
programs are to be copied. The entry in 
the operation field is COPYR. The entry, 
~, in the operand field represents the 
name of the program to be copied. .J2!:Qg is 
the first three characters of the program 
name. (All modules within an IBM-supplied 
program have the same first three 

I 
characters, such as IJB for the Supervisor 
an.d IJK for PL/I (D).) ~ is followed by 
a period and ALL. Entries in the operand 
field must be separated by commas. 

The third format is used to copy the 
complete relocatable library. '!he entry in 
the operation field is COFYR. The entry in 
the operand field is ALL. 

The COPYS control statement is used to 
specify the books in the source statement 
Ii brary t hat are to be cop ied. I t is in 
one of the following formats. 

COPYS sublib.book1 [,sublib.book2, ••• 1 

COPYS sublib1.ALL [,sublib2 • ALL, •.•• 1 

COPYS ALL 

The first format is used when specific 
books are to be copied,. The entry in the 
operation field is COPYS. The q~alifier 

sublib in the operand field represents the 
name of the sub-library containing the book 
and can be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, 
#, $, and ~), representing source 
statement sublibraries. 

The sublib qualifier is required. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the book. 

book represents the name(s) of the 
book(s) to be copied. 

The second format is used when an entire 
sublibrary is to be copied. The entry in 
the operation field is COPYS. The entry, 
sublib, in the operand field represents the 
name of the sublibrary to be copied and can 
be: 

A for the Assembler sublibrary 

C for the COBOL sublibrary 

Any alphameric character (0-9, A-Z, 
#, $, and ~), representing source 
statement sublibraries. 

The sublib qualifier is required. If 
omitted, the operand will be flagged as 
invalid and no processing will be done on 
the sUblibrary. The qualifier sublib is 
followed by a period and ALL. 

The third format is used to copy the 
complete source statement library. The 
entry in the operation field is COPYS. The 
entry in the operand field is ALL. 

The COpy control statement copies the 
complete system, but can only be used when 
SYSRES contains all three libraries. It is 
in the following format: 

COpy ALL 

The entry in the operation field is 
COpy. The entry in the operand field is 
ALL. 

Any number of elements of a particular 
library can be specified in one control 
statement. Continuation statemen tsc..re not 
valid. All entries in the operand field 
must be separated by commas. Each library 
that is to be selectively copied requires a 
separate group of control statements. 

The following functions are performed 

I automatically by the CORGZ program, except 
when MERGE or NEWVOL statements are used 
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r-------------------------------------------------------------------------------, 
1 I 
1 1 
1// JOB COPY 1 
1// ASSGN SYS002,X'191' I 
1// DLBL IJSYSRS, 'DOS SYSTEM RESIDENCE FILE',99/365,SD I 
1// EXTENT SYS002,111111,1,000,00001,1219 1 
1// EXEC CORGZ I 
I ALLOC CL=60(10),RL=30(10),SL=30(10) I 
1 COpy ALL 1 
1/* 1 
l/i I L-______________________________________________________________________________ J 

Figure 25. Example of a Valid Job setup for the copy Function 

I (see Library Merge FUnction and Private 
Libraries) • 

• All programs essential to a rn1D1mum 
system will be copied in a system copy. 
These programs are all logical and 
physical transients, IPL, Supervisor, 
Job Control, and Linkage Editor. 

• The partition and system standard 
labels are copied from the SYSRES label 
cylinder to the label cylinder on 
SYS002. 

When executing the copy disk (CORGZ) 
function, a file must be defined for 
IJSYSRS on SYS002 via DLBL and EXTENT 
control statements. The filename on the 
DLBL statement must be IJSYSRS. The file 
identification portion of the DLBL 
statement can be as shown in the example of 
the copy function. 

The lower extent for this file must be 
cylinder zero, track one, and the upper 
extent must include the label cylinder. 
The label cylinder is one cylinder reserved 
for label information, and is located on 
the cylinder immediately following the last 
library of the system. The total 
allocation must include cylinder 0, all 
defined system libraries, and the label 
cylinder. 

Figure 25 shows an example of a valid 
jOb setup for the copy function. 

For the copy function, SYSIN must be 
assigned to a card reader, a tape unit, or 
a disk unit. SYS002 must be aSSigned to a 
disk unit. SYSLST must be assigned to a 
printer, a tape unit, or a disk unit, and 
SYSLOG must be assigned to a printer 
keyboard. 

Control statement input for the copy 
function, read from the properly assigned 
device (usually SYSIN), is: 

1. The JOB <?ontrol statement, followed by 

2. The ASSGN control statements" if the 
current assignments are not those 
required. The ASSGN statements that 
can be used are SYSIN, SYS002, SYSLST, 
and SYSLOG. The ASSGN statements are 
followed by 

3. DLBL and EXTENT statements for the disk 
pack on which the system residence is 
to be copied, followed by 

4. The EXEC CORGZ control statement, 
followed by 

5. The ALLOC control statement, if 
required, followed by 

6. The COpy control statement(s), followed 
by 

7. The /* control statenent if other jobs 
are to follow,. or 

8. The /i control statement" which is the 
last control statement of the job. 

Library Merge Function 

The MERGE function copies the contents of 
one core image, relocatable, or source 
statement library to another core image, 
relocatable, or source statement library 
respectively. If the phase, module, or 
book being copied already exists in the 
library being updated, the resident phase, 
module, or book becomes inaccessible 
because its directory entry is deleted. 
Any phase, module, or book being copied is 
added to the library at the next available 
entry point. Its directory entry is added 
at the directory's next available entry 
point,. 
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The control statement indicates the type 
of library (resident or private) involved 
and the direction in which the data will 
move. It has the following format: 

MERGE from,to 

The operation field contains tJ1ERGE. The 
operand field entry from represents the 
file from which data will be copied. from 
can be one of these: 

RES system residence file on SYSRES. 

NRS Modified, or duplicate system 
residence file on SYS002 (New 
Se~idence). -

PRV Private relocatable library on 
SYS001 and/or a private source 
sta tement library on SYSOOO. 

The operand field entry to indicates the 
file to which library data will be 
transferred. to can be one of these: 

RES 

NRS 

PRV 

system residence file on SYSRES. 

Modified, or duplicate system 
residence file on SYS002 (New 
Be2idence). -

Private relocatable library on 
SYSRLB and/or private source 
statement library on SYSSLB. 

The MERGE statement is followed by 
appropriate copy statements (COPYC, COPYR, 
COPYS) that indicate the phases, modules, 
or books to be transferred. 

All copy statements following a MERGE 
statement apply to that function until 
another MERGE, NEWVOL, or ALLOC statement 
is encountered. 

Note 1: If the COPYC ALL statement is 
used, the Supervisor and transient 
phases are also transferred to the 
receiving system resident file. The 
supervisor and transients previously 
contained on the receiving SYSRES disk 
pack are deleted. No indication of 
this deletion is given, and it is the 
user's responsibility to ensure that 
the receiving system is abl e to 
continue operating. 

Note 2: The lack of a NEWVOL or MERGE 
statement indicates the creation of a 
new system residence file. 

Transfer of Library Data between Libraries 

Library data can be transferred between 
libraries as shown in the sections Core 
Image Library, Relocatable Library, and 
Source Statement Library. 

CORE ~~GE LIBRARY: Selected phases, or 
the entire library, can be transferred (in 
either direction) between the core image 
library of the system residence file on 
SYSRES and the core image library of 
another system residence file on SYS002. 
The user must ascertain that the receiving 
system has the abi lity to execute the 
phase(s) being copied. 

RELOCATABLE LIBRARY: Selected modules, or 
the entire library, can be transferred (in 
either directiori) between: 

1. The relocatable library of the system 
residence file on SYSRES and the 
relocatable library of another system 
residence file on SYS002. 

2. A private relocatable library and the 
relocatable library of the system 
residence file on SYSRES. 

3. A private relocatable library and the 
relocatable library of a system 
residence file on SYS002. 

4. TWo private relocatable libraries,. 

SOURCE STATEMENT LIBRARY: Selected books, 
or the entire library, can be transferred 
(in either direction) between: 

1. The source statement library of the 
system residence file on SYSRES and the 
source statement library of another 
system residence file on SYS002. 

2. A private source statement library and 
the source staterrent library of the 
system residence file on SYSRES. 

3. A private source statement library and 
the source staterrent library of a 
system residence file on SYS002. 

4. Two private source statement libraries. 
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MERGE Considerations 

File definitions (through DLBL and EXTENT 
statements) must be made before the MERGE 
control statement is used. When defining 
files, remember: 

1. When merging to, or from, a modified or 
duplicate system residence file, the 
modified or duplicate file name must be 
IJSYSRS, the logica 1 unit must be 
SYS002, and the file ID must be 
identical to the ID supplied when the 
file was created. 

2. When merging to a private reiocatable 
library file, the file name must be 
IJSYSRL, the logical unit must. be 
SYSRLB, and the file IP must be 
identical to the ID supplied when the 
file was created. 

3. When merging from a private relocatable 
library file, the file name must be 
I JS YSPR, the logica 1 unit must be 
SYS001, and the file ID must be 
identical to the ID supplied when the 
file was created. 

4. When merging to a private source 
statement library file, the file name 
must be IJSYSSL, the logical unit must 
be SYSSLE, and the file ID must be 
identical to the ID supplied when the 
file was created. 

5. When merging from a private source 
statement library file, the file name 
must be IJSYSPS, the logical unit must 
be SYSOOO and the file ID must be 
identical to the ID supplied when the 
file was created. 

Figure 26 shows the flle name, logical 
unit, and direction of transfer for each of 
the MERGE operations. Any combination of 
the indicated operations can be performed 
in one job step. 

Diagnostic messages for erroneous 
assignments, file definitions, etc, are 
provided on SYSLST. Figure 27 is an 
example of a job set up to use the MERGE 
function. 

r------T-------T------~------~-------, 

I r----------------T-------~---:---~---~---L---~---+---~---+---~---~ 
I File Name IIJSYSRSIIJSYSRSIIJSYSRLIIJSYSPRIIJSYSSLIIJSYSB$I 
I Logical Unit ISYSRES ISYS002 ISYSRLB ISYSOOl ISYSSLB ISYSOOO I 
~----------------+-------+-------+-------t-------+-------+-------~ 
I I I I 
I Merge RES to NRS I from to I I 
I I I I 
IMerge NRS to RES I to from I I 
I I I I 
jl-1erge RES to PRV I from to I to I 
I I I I 
I Merge NRS to PRV I from to I to I 
I I I I 
IMerge PRV to RES I to from I t from 
I I I I 
I Merge PRV to NRS I to from I I from 
I I I I 
I Merge PRV to PRV I to from I to I from L ________________ ~ _______ L _______ ~ _______ L _______ ~ _______ ~ _______ J 

.Figure 26. Direction of Transfer for Merge Operations 
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r----------------------------------------------------------------------, 
I I 
I Assume two disk drives with addresses of 190 and 191. I 
~---------------------------------------------------------------------f 

// JOB EXAMPLE 
// ASSGN SYSRLB,X'191' 
// ASSGN SYSSLB,X'191' 
// ASSGN SYSOOO,X'190' 
// ASSGN SYS001, X '190' 
// ASSGN SYSOO2,X'191' 

r--
Note 1 // DLBL IJSYSRL,'PRIVATE RL',99/365 

I // EXTENT SYSRLB,111111,1,0,1500,100 
L--

r--
Note 2 // DLBL IJSYSSL,' PRIVATE SL' ,99/365 

I // EXTENT SYSSLB,111111,1,0,1600,100 
L--

r--
Note 3 // DLBL IJSYSPR, 'PRIVATE RL TEST',99/365 

I // EXTENT SYS001,111111,1,0,1300,100 
L--

r--
Note 4 // DLBL I JSYSPS ,. PRIVATE SL TEST' ,99/365 

I // EXTENT SYSOOO,111111,1,0,1400,100 
L--

r--
Note 5 // DLBL IJSYSRS,'SYSTEM RESIDENCE',99/365 

I // EXTENT SYS002,111111,1,0,1,170 
L--

// EXEC CORGZ 

r-- NEWVOL RL=10(2),SL=10(2) 
Note 6 COPYR ALL 

L-- COPYS ALL 

r-- MERGE PRV,PRV 
Note 7 COFYR ALL 

L-- COPYS ALL 

r-- MERGE NRS,PRV 
Note 8 COFYR ALL 

L-- COPYS ALL 

/* 
/& ______________________________________________________________________ J 

.Figure 21. Example of Job Set Up to Use the MERGE Function (Part 1 of 2) 
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r----------------------------------------------------------------------, 
Note 1: File definition statements for a private relocatable 

library file which will be created and updated. 

Note 2: File definition statements for a private source statement 
library file which will be created and updated. 

Note 3: File definition statements for a private relocatable 
library file from which modules will be copied. 

Note 4: File definition statements for a private source statement 
library file from which books will be copied. 

Note 5: File definition statements for a modified, or duplicate 
system residence file from which modules and books will be 
copied. 

1 
I 

Note 6: Creates private relocatable and source statement libraries 
on SYSRLB and SYSSLB, and copies the relocatable and 
source statement libraries from the system residence file 
on SYSRES into them. 

I Note 7: 
I 
I 
I 
I 
I Note 8: 
I 
I 

Merges all modules and books from private relocatable and 
source statement 1 ibrar ies on SYSOO 1 and SYSOOO into the 
appropriate private libraries created on SYSRLE and 
SYSSLB. 

Merges all modules and books from the relocatable and 
source statement 1 ibraries of a modified, or duplicate 
system residence file on SYS002 into private libraries 

I created on SYSRLB and SYSSLB. L ______________________________________________________________________ J 

Figure 27. Example of Job Set Up to Use the MERGE Function (Part 2 of 2) 

Punch Service Function: Special 
Considerations 

All librarian control statements are read 
from SYSIPT, rather than from SYSRDR as in 
previous versions of the system~ This 
eliminates the problem of switching job 
streams from SYSRDR to SYSIPT and vice 
versa. Thus, the special librarian control 
statements IPTCTRL and RDRCTRL are no 
longer required. Existing job streams that 
include these statements must be changed. 

The special librarian control statements 
are handled as follows. 

IPTCTRL is detected by Job Control and is 
flagged as an invalid entry. 

RDRCTRL is treated as /* (end of data 
file) and control given to Job Control. 

Records on SYSIPT for the MAINT program 
can be either 80 or 81 characters in 
length, unless SYSIPl' is assigned to an IBM 
2314. (Records on a 2314 disk extent must 
be 80 characters in length.) Thus, punched 
output from RSERV and SSERV, when SYSPCH' is 
assigned to a magnetic tape unit or an mM 

2311 disk extent" can be used as input to 
MAl NT. 

Condense Maintenance Function: 
Special Considerations 

The condense maintenance function can be 
performed automatically at the end of a 
catalog or delete maintenance fUnction 
under the control of an installation 
specified parameter. The parameter is 
stored in the system directory. It 
indicates that when the number of blocks 
available in the corresponding library is 
less than the number specified by the 
parameter, the condense function is 
performed for that library. The system 
interrogates the parameter at the 
completion of each maintenance function for 
the library. If a condense function is to 
be performed, a message is printed on the 
printer-keyboard (SYSLOG) to in£orm the 
operator that the library is to be 
condensed. If multiprogramming is in 
progress and the core image library should 
be condensed, the automatic condense 
function will be suppressed. 
(Multiprogramming ~~s no effect on a 
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condense function for either the 
relocatable or source statement library.) 

The CONOL control statement (as opposed 
to the CONDS control statement for a 
user-specified condense function) informs 
the MAINT librarian program that a 
parameter to specify an automatic condense 
is to be set. The CONDL control statement 
is in the following format. 

CONDL lib=nnnnn[,lib=nnnnn[,lib=nnnnn]] 

The entry in the operation field is CONDL. 
In the operand field, the entry lib is CL 
for the core image library, RL for the 
relocatable library, and SL for the source 
statement library. The entry nnnnn 
represents the number of blocks specified 
for the specific library and is from one to 
fi ve decimal digits. T he max im un value of 
nnnnn is 65536. Each track of the core 
image library contains 2 blocks on the 2311 
(or 4 blocks on the 2314), each track of 
the relocatable library contains 9 blocks 
on the 2311 (or 16 blocks on the 2314), and 
each track of the source statement library 
contains 16 blocks on the 2311 (or 27 
blocks on the 2314). 

If 0 (zero) is specified for nnnnn, an 
automatic condense will not be performed 
for the specific library. If the number of 
blocks specified exceeds the number of 
blocks allocated for the library, a 
condense is performed each time deleted 
blocks appear in the library at the end of 
a maintenance function. When the system is 
copied onto another pack, the condense 
limit on SYSRES is also copied. 

The automatic condense of the core image 
library is bypassed when a new supervisor 
is cataloged. 

The condense limits will be displayed 
with the system status on a DSERV and at 
the end of a maintenance job. 

The control statement input to establish 
a value for an automatic condense is the 
same as that for a user-specified condense. 
See any of the subsections enti tIed 
Condense for a description of the control 
statement input. 

Private Libraries 

Private libraries are desirable in the 
system to permit some libraries to be 
located on a disk pack other than the one 
used as SYSRES. The copy function defines 
and/or creates private libraries using the 
NEWVOL and COpy statements. '!he MERGE 
statement transfers modules and books to 
and from private libraries. 

Private libraries are supported for the 
relocatable library and for the source 
statement library on both 2311 and 2314 
disk storage. However, the following 
restrictions apply: 

1. The private library must be on the same 
type of DASD as SYSRES. 

2. Reference is made tc a private 
relocatable library only if SYSRLB is 
assigned. If SYSRLB is assigned, the 
system relocatable library cannot be 
changed. 

3. Reference is made to a private source 
statement library only if SYSSLB is 
assigned. If SYSSLB is assigned, the 
system source statement library cannot 
be changed. 

4. Private libraries cannct be 
reallocated. 

5. Private source statement libraries are 
not supported under the DOS D 
Assembler, 10K variant. 

An unlimited number of private libraries 
is possible. However, each must be 
distinguished by a unique file 
identification in the DLBL statement for 
the library. No more than o~e private 
relocatable and one private source 
statement library may be assigned at one 
time. 

The only system service programs that 
can access the system libraries when SYSRLB 
and SYSSLB are assigned are the Linkage 
Editor and the two Librarian functions, 
copy and maintenance reallccate. 

The following language components 
support private source statement libraries: 

DOS 14K D Assembler 
DOS F Assembl er 
COBOL-D. 

These language components first search 
the private source stateroent library 
(SYSSLB), if assigned, until the desired 
book is found. If not found, or if no 
private source statement library is 
assigned, the system source statement 
library is searched until either the 
desired book is found or the end of the 
system source statement librazy is reached. 

The DOS 10K D Assembler does not support 
private source statement 1 ibraries and 
searches only the system source statement 
library for the desired book. 
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CREATION OF PRIVATE LIBRARIES 

The COpy program is used for the creation 
of private libraries. SYSRLB must be 
assigned if a private relocatable library 
is required. SYSSLB must be assigned if a 
pri vate source statement library is 
required. I 

When creating a private library using 
CORGZ, a file must be defined for IJSYSRL 
on SYSRLB and/or IJSYSSL on SYSSLB. 
IJSYSRL and IJSYSSL are the respective file 
names used in the creation of private 
relocatable and source statement libraries. 

Creation of a private library is 
requested h¥ the NEWVOL librarian control 
statement. Its format follows. 

NEWVOL id=cylin (trac k) [ ,id=cyli n (track)] 

id 

cylin 

track 

Indicates the specific library and 
directory to be cr.eated and can 
be: 

RL for a private relocatable 
library and directory 

SL for a private source 
statement library and 
directory. 

Indicates the number of cylinders 
that will contain the specified 
library. 

Indicates the number of tracks 
that will contain the specified 
library directory. The tracks 
allocated to the directory are 
contained within the cylinders 
alloca ted to the library. The 
difference between the n umber of 
cylinders for the library and the 
number of tracks for the library 
directory has to be at least 5 
tracks. 

The COpy program also provides the 
ability to copy all or part of the system 
relocatable and/or system source statement 
library into its respective private 
library. If this facility is to be used, 
it must be employed in the same job step in 
which the private library is created. This 
is done by inserting COPYR and/or OOPYS 
statements immediately behind the NEWVOL 
statementCs) in the job stream. 

To define and create a private library 
from an existing private library, the MERGE 
statement must be used between the NEWVOL 

and the COPYR and/or COPYS statements. 
Below is an example of the sequence of 
steps. 

r-----------------------------------------, 
I // EXEC CORGZ I 
I NEWVOL RL=10(2),SL?10(1) I 
I MERGE PRV,PRV I 
I COPYR ALL I 
I COPYS ALL I 
I /* I 
I /& I L ________________________________________ ~ 

The following precautions should be 
observed. 

1. When a NEWVOL statement and a COPYR 
and/or a COPYS statement are both 
present, the NEWVOL statement must 
precede the COPYR or COPYS statement. 

2. The creation of a new system residence 
file and creation of private libraries 
cannot both be done in the same job 
step. 

3. For each job, label cards for the 
private libraries containing the same 
information as at creation time must be 
submitted. 

MAINTENANCE AND SERVICE OF PRIVATE 
LIBRARIES 

The following maintenance functions may be 
performed on a private library. 

1. Catalog 
2. Delete 
3. Rename 
4. Condense 
5. Condense limit 
6. Update 

All private library maintenance and 
service functions are the same as system 
library functions. SYSRLB and SYSSLB must 
be assigned for the private relocatable 
library and for the private source 
statement library, respectively. 

Private libraries must have been 
previously created, and must be unassigned 
in order to perform maintenance and service 
on system libraries. 

Diagnostics are printed only on SYSLST, 
with the exception of disaster errors from 
the condense and allocation functions. 
Disaster messages also appear on SYSLOG. 
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Problem determination is a process or 
procedure for determining the cause of an 
error. Some DOS facilities (such as I/O 
Error Logging, MCRR, and the DUMP option of 
job control) are problem determination 
tools. DOS Problem Determination 
recommends a specific procedure to follow 
when an error condition occurs. These 
recommendations are in the Operator 
Communications and Messages publication 
listed in the Preface. 

Some programs recommended for error 
analysis are: 

• Problem Determination Serviceability 
Aids (PDAID). 

• Environment Record Editing and Printing 
Program (EREP). 

• Error Statistics by Tape Volume Utility 
Programs (ESTVUT, ESTVFMT). 

Another facility for problem 
determination is the DUMPGEN program. This 
program allows the user to generate a 
stand-alone program, tailored to his 
requirements, for displayiBJ the contents 
of main storage when processing under DOS 
cannot continue. 

Problem Determination Serviceability 
Aids (PDAID) 

PDAIDs provide the option to trace one of 
the following specified events occurring 
during the operation of a program: 

• Fetching or loading of other programs 
(F/L Trace). 

• Input/Output activity (I/O Trace). 

• Supervisor calls (SVCs); that is, 
communications between the contr-ol 
program and the problem program (GSVC 
trace) • 

Tracing consists of recording pertinent 
data when the event occurs. This data can 
be used for error analysis. 

Tracing can be limited to recording the 
events of the problem program, the 
supervisor, or both. 

Problem Determination 

Fetch/Load Trace 

The Fetch/Load trace function records 
information about phases and transients as 
they are called from the core image library 
under the control of DOS. When a fetch or 
a load is issued, causing a svc 1, 2" 3, or 
4, the data recorded is: 

• Location of the SVC. 

• Program interrupt key. 

• SVC number. 

• Phase or transient name. 

• Load address of the phase. 

• Entry address of the ph as e. 

At times, SVCs 5, 6, 11, and 14 branch 
directly into the supervisor fetch or load 
routine. The fetch or load (SVCs 1- 4) is 
recorded. However, the calling address and 
the SVC values for SVCS 5, 6, 11, and 14 
are not indicated in the actual fetch or 
load trace record. 

GSVC Trace 

The generalized SVC trace function records 
SVC interrupts as they occur. All SVCs, or 
a selected group of SVCs, can be traced. 
The data recorded by the SVc trace function 
is: 

• SVC old PSW. 

• Task identification. 

• Last three bytes of register o. 

• Contents of register 1. 

When PTO=YES in the FOPT macro at system 
generation time, the SVCS issued when the 
physical transient area is busy are not 
traced. 

Input/output Trace 

The I/O trace function records I/O device 
activity. The data recorded by the I/O 
trace function can be for all I/O devices, 
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or for a selected group. When an I/O 
interrupt occurs the data recorded is: 

• I/O old PSW. 

• csw. 

When the CSW is stored in response to a 
SIO instruction issued by the DOS 
supervisor, the data recorded is: 

• Device address. 

• CCB address. 

• CSW. 

Initiation of PDAID 

PDAIDs are executed by using standard DOS 
JOD Control language from either SYSLOG or 
SYSIPT. The statement 

/ / EXEC PDAID 

causes the main phase, PDAID, to be .loaded 
at the address of the initiating partition. 
Control is given to PDAID for further 
specifications to indicate the type of 
trace to be performed. PDAID issues the 
following message to the operator on 
SYSLOG: 

4P10D POAID= 

The operator must respond to this 
message with one of the following: 

FT Specifies a fetch/load trace is to be 
performed. (See Note.) 

GT Specifies a GSVC trace is to be 
performed. (See Note.) 

IT Specifies an I/O trace is to be 
performed. (See Note .• ) 

XX Terminates the POAID presently running. 

® Indicates PDAID control statements are 
to be entered through SYSIPT. 

Note: When FT, GT, or IT are 
specified, additional PDAID control 
statements must be given by the 
operator through SYSLOG,. Figure 28 
shows the PDAID control statements in 
the sequence they must be used. 

• The ® response is valid for SYSLOG 
and cannot be used as a SYSIPT operand. 

• Multiple operands or operator responses 
to PDAID control staterrents for traces 
with a variable number of functions 
(such as ignoring SVCs) are not 
allowed. Repeat each parameter with 
each variable. Repeat each message 
until either the maximum number of 
variables is reached or a @ response is 
given. 

• GO terminates the PDAID control 
statements. With SYSLOG input, GO is a 
valid response (Figure 28). With 
SYSIPT input, GO must be the last 
parameter for the POAID control 
statements and must have no operand 
associated with it. 

148 DOS System Control and System service Programs 

( 



SYSLOG/SYSIPT 
Message Parameter 

SYSLOG !SYSIPT 
Response 0 perand 

Meaning Default 

PDAID= 

!~l 
FT Fetch/Load Trace None, the 
GT GSVC Trace function 
IT I/O Trace continues. 
XX Terminate present PDAID function. 

® Additional PDAID control input through SYSIPT • 

OUTPUT DEVICE= r" 1 
Specify the hexadecimal channel and unit number of either a Core -Wrap 

¥CO"' 
magnetic tape unit or a printer for the output device of the mode. 
PDAID. 

TRACE PARTITION= 

[!il] 
SP Supervisor Trace all 
BG Background partitions 

(Valid for Fetch/ F2 Foreground 2 and the 
Load and G SVC Fl Foreground 1 supervisor. 
Trace .) 

IGNORE DEVICE= 

Di"",}] 
Specify the hexadecimal channel and unit number of the device Trace all 
to be ignored by the I/O trace. A maximum of 3 may be devices. 
specified. 

TRACE DEVICE= 

[{i""'}] 
Specify the hexadecimal channel and unit number of the device Trace all 
to be traced by the I/O trace. A maximum of 3 may be devices. 
specified. 

IGNORE SVC= 

[{~o}] 
Specify the hexadecimal SVC number to be ignored by the GSVC Trace all 
trace. A maximum of 6 may be specified. SVCs. 

TRACE SVC= 

[{~}] 
Specify the hexadecimal SVC number to be traced by the GSVC Trace all 
trace. A maximum of 6 may be specified. SVCs. 

GO GO GO must be the last parameter for SYSIPT input. None 
{Valid SYSIPT (Valid SYSLOG 
parameter) response) 

.Figure 28. PDAID Control statements 

System Consideration for PDAIDs 

The following ~ be performed before the 
execution of PDAIDs. 

• During system generation, specify 
CE=800 in the FOPT macro of the 
installation tailored supervisor. 

Note: Up to 10,240 bytes can be 
specified to increase the size of the 
save area for the core-wrap mode. 

• catalog the main phase (PDAID) in 
either absolute or self-relocating form 
to the core image library before 
execution. 

If data provided by PDAIDs is recorded 
on magnetic tape, use the PDLIST program to 
make the data readable. Thus, catalog 
either the absolute or self-relocating 
version of PDLIST to the core image library 
before execution • 

CATALOGING PDAID AND PDLIST: All the PDAID 
programs are self-relocating for 
initialization in any partition (4R or 
greater) of a muLtiprogramming system.. The 
main phase,PDAID, and PDLIST are in the 
relocatable library so they can be 
cataloged for the system in which they are 
used. All other phases are in the core 
image library .• 
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The following job stream catalogs PDAID 
to the core image library for operation in 
a batched-job system: 

// JOB 
/ / OPTION CATAL 

PHASE PDAID, S 
INCLUDE IJBPDAID 

/* 
/ / EXEC LNKEDT 
/& 

The following job stream catalogs PDLIST 
to the core image library for operation in 
a batched-job system: 

// JOB 
/ / OPTION CATAL 

PHASE PDLIST, S 
INCLUDE IJBPDIST 

/* 
/ / EXEC LNKEDT 
/& 

The following job stream catalogs PDAID 
to the core image library for operation in 
a multiprogramming system: 

// JOB 
// OPTION CATAL 

PHASE PDAID,+O 
INCLUDE IJBPDLST 

/* 
/ / EXEC LNKEDT 
/& 

The following job stream catalogs PDLIST 
to the core image library f or operation in 
a multiprogramming system: 

// JOB 
// OPTION CATAL 

PHASE PDLIST,+O 
INCLUDE IJBPDLST 

/* 
/ / EXEC LNKEDT 
/& 

CORE WRAP MODE: The core wrap mode is the 
default if no output device is selected. 
This process records the events in the area 
of main storage reserved by the CE 
parameter of the FOPT macro. If the core 
wrap mode is selected, the user must 
display the contents of main storage by 
either a dump program, or manually from the 
operating panel of the CPU. 

When the core wrap mode is selected and 
CE=800, a maximum of 39 entries .can be 

recorded for the Fetch/Load and I/O traces, 
and 32 entries for the GSVC Trace. 

Figure 29 shows the method for recording 
Fetch/Load, I/O, and SVC events. When the 
maximum number of entries for the function 
is reached, new entries are entered by 
overlaying the original entries starting at 
the first position of save area. 

Start·of Save Area 

~t2' tio ~ '!9 __ E~t.2' ~o..: ~ __ E~':t . 12 Entry No. 13 
Sa~e Area- -Save Area Save Area Sav 

Position 1 Position 2 

Entry No. 14 Entry No. 15 
SOve-A~e~ - - -Sa~eArea- -
Position 14 Position 15 

~nlrt ~o..:. 2J __ E!::t2' ~o...: ~8_ 
Save Area Save Area 
Position 27 Position 28 

Position 13 

Entry No. 26 
-S~v; Area- --

Position 26 

~nt~ 0 .~8_ J=n..!rl ~o_. ~?. 
Save ea Save Area 
Posi 38 Position 39 

End of Save Area __ _ 

.Figure 29. Core Wrap Method for 
Fetch/Load, I/O and GSVC Traces 

Core Wrap Mode Data Location: To find the 
location of the data saved by core wrap 
mode, locate the CEAREA. The address of 
the CEAREA is +136 bytes (X'88') from the 
address of the communications region 
extension (BGXTNSN) and. is a four byte 
address. 

With the F/L, I/O, and GSVC traces, 
three pointers locate the trace data: 

SLOT1 Address of the beginning of the 
save area. 

NEXT Address where the next entry 
should be placed. NEXT contains 
unchecked new data, which is 
either the last entry of the save 
area or the most recent data of an 
event not being traced. When the 
most recent data is the case, 
ignore the entry. 

WRAPADR Address of the end of the save 
area. 

The location of the pointers for the 
fetch/load trace is CEAREA + 176 (X'BO W

), 

the location of the I/O trace pointers is 
CEAREA + 208 (X'CO W), and the location of 
the GSVC trace pointers is CEAREA + 228 
(X'E4'). Figures 30, 31, and 32 show the 
formats for the entries of the save area. 
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r---------------------------------------------------------------, 
1 When an F/L event occurs, the phase name, supervisor call, 1 
1 address of the supervisor call, program interrupt key, load 1 
1 address, and entry address are stored for each fetch or load, 1 
I as follows: I 
1 r-----------------r-----T---------T-----T-------T-----------, 1 
I I Phase I I Calling I I Load I Entry I I 
I I Name I SVC I Address I P IK I Address I Address I I 
I ~-----------------+-----+---------+-----+-------+-----------~ I 
I I xxxxxxxxxxxxxxxx I xx I xxxxxx I xx I xxxxxx I xxxxxxxx I I I L ________________ ~ _____ L _________ L _____ L ______ ~ __________ _J I 
L ______________________________________________________________ J 

eFigure 30. F /L Trace Entry in Core Wrap Mode 

r-----------------------------------------, 
I When an I/O interrupt occurs, the I/O I 
I old PSW and the CSW are stored, as I 
I follows: 1 
I r-----------------r-------------------, I 
1 11/0 Old PSW I CSW I I 
I r----------------~+------------------__t I 
I Ixxxxxxxxxxxxxxxx I xxxxxxxxxxxxxxxx I I I L _________________ ~ ___________________ J I 

.-----------------------------------------~ 
When the CSW stored condition occurs 
after SIO, the device address, the CCB 
address, and the CSW are stored, as 
follows: 
r-------T---------T------------------, 
IChannel I I I 
I Unit I CCB I I 
IAddress IAddress ICSW I 
~--------+---------+------------------~ 
100000xxxlxxxxxxxx Ixxxxxxxxxxxxxxxx ! L ________ L _________ L _________________ _J 

The CSW stored condition can be detected 
by checking the PSW portion of an entry 
in the core-dump and determine if the 
system mask byte contains an X'OO'. If 
the system mask byte is not X' 00', the 
I/O event was an interruption. ________________________________________ _J 

eFigure 31. I/O Trace Entry for Core Wrap 
Mode 

Printing PDAID Data 

When the PDAID function uses a printer for 
its output device, or the PDLIST program 
prints the output of a tape unit, the data 
printed out is identical. However, if a 
tape unit is selected for the output device 
of a PDAID function., then use the PDLIST 
program to make the data readable. 

r-----------------------------------------, 
When a SVC interrupt occurs, the SVC old 
PSW., task ID, register 0 and register 1 
are stored as follows: 
r----------T----T--------T---------. 
I ITasklLast 3 1 1 
I 110 IBytes ofl I 
ISVC old PSW! I Reg a IRegister 11 

~----------+----+--------+---------~ 
Ixxxxxxxx I x I xxx Ixxxx I L ___________ ~ ____ ~ ________ ~ _________ _J 

t 
I 
I 
I 
I 
PIK value L ________________________________________ _J 

eFigure 32. GSVC Trace Entry for Core Wrap 
Mode 

PDLIST is initiated by the command: 

// EXEC PDLIST 

PDLIST then prints the contents of the 
tape reel mounted on SYS005 (which can be 
the output of more than one PDAID function) 
or SYSLST. See Figures 33, 34, and 35 for 
samples of the printed record for each 
PDAID .• 
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~$BCLOS~ 2 ~-OOl F68
1 

Pl L-OOl E30 E-OOl E30 

l'~dress L Load Address 

PIK 0 = All Bound 
1 = BG 
2 = F2 
3 = Fl 
4 = Attention Routine 
5 = Quiesce I/O 
6 = Supervisor 

~Call Address (This is taken from the 
SVC old PSWi therefore, it is 
actually 2 bytes past the calling 
address. ) 

~Value of the Supervisor Call 
1 - Fetch Phase 
2 - Fetch B-transient 
3 - Fetch A-transient 
4 - Load Phase 
5 - Modify Supervisor Communica-

tions Region 
6 - Cancel Problem Program 
B - Return from B-transient 
E - Cancel Job 

'---.... Phase Name 

$$BCLOSE*l2 C-OOl F68 Pl L-OOl E30 E-OOl E30 

Indicates that at least one F/L event 
following this event has been lost because 
of an overflow condition. 

oFigure 33. sample Output for F/L Trace 

PSW 
CSW 

F F 1 5l!0 0 

0 

C 8lQl~~Oe:~ ~n:t::C:i:: :::r:: 
L.:::: PGM Mask 

ILC,CC 
Dev ice Address 

"'--.... Machine State (AMWP) 
STG KEY 

I/O Interrupt, System Mask 

CSW 

PSW 11TO:OE:or648, 0000000008000000 
.... -~.~CCB Address 

• Channel and Unit Address 
Always X'OO' 

CSW stored condition 

CSW 

PSW*FE07,00,OC,8. O:OOOC 1 000355808000000 

IT II' . · PG~~::cstruction Address 
ILC,CC 

Device Address 
Machine State (AMWP) 

STG KEY 
I/O Interrupt, Systems Mask 

Indicates that at least one I/O event 
following this entry has been lost be
cause of an overflow condition. 

.Figure 34. sample Output for I/O Trace 
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psw-° ~04 00~51L 0-:::.0:054 l-AE000054 N-OO T-OO 

L Instruction Address 

Program Mask 

ILC,CC 

'------- Interruption Code 

'-------- Machine State (AMWP) 

'--------- Key 

Reg. 1 

'--------- I/O Interrupt, Systems Mask 

"'----------- Lost Event Indicator 

1 LTOSkID. 
SVC NO 

If an * is printed for the P, it indicates that at least one 
GSVC event following this event has been lost because of 
an overflow condition • 

• Figure 35. Sample Output for GSVC Trace 

PDAID Usage 

The following job stream is an example of 
how to execute PDAIDs from SYSIPT. For 
each job step, a different trace is 
performed. 

// JOB 
/ / EXEC PDAID 

PDAID=IT 

/* 

OUTPUT DEVICE=OOE 
IGNORE DEVICE=X'180' 
GO 

// EXEC USRPROG1 
/* 
/ / EXEC PDAID 

PDAID=XX,GO 
/* 
// EXEC PDAID 

/* 

PDAID=FT,OUTPUT DEVICE=180,TRACE 
PARTITI ON=S P ,GO 

/ / EXEC USRPROG2 
/* 
/ / EXEC PDAID 

PDAID=XX, GO 
/* 
// EXEC PDAID 

PDAID=GT,OUTPUT DEVICE=X"180' ,GO 
/* 
/ / EXEC USRPROG3 
/* 
/ / EXEC PDAl 0 

PDAID=XX, GO 
/* 
// ASSGN SYS005,X'180' 
// MTC REW,SYS005 

I / / EXEC PDLIST 
/* 
/& 

Environmental Recording, E'diting, and 
Printing Program (EREP) 

The EREP program edits and prints data that 
has been stored in the recorder file by the 
I/O error logging and MCRR functions. 

The EREP program is run as a 10l< problem 
program using standard job control 
language. However, if IBM 2115 errors are 
encountered, only errors occurring on the 
first 60 area statiOn/device combinations 
are summar iz ed • I f more than 60 
combinations are present, errors are 
summarized by area station only, and only 
for a maximum of 60 area stations. If EREP 
is run in a 12K or larger -partition, the 
limit becomes 100 area statiOn/device 
combinations. ~henever the user needs the 
environment data, EREP can be executed from 
the printer-keyboard by typing a control 
statement in the following format: 

// EXEC EREP 

EREP does not require nor use any 
control statements or commands during its 
execution. The only devices used by EREP 
are SYSREC (input) and SYSLST (output). 
The user can link-edit EREP to run in any 
partition. 
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EREP displays SDR records first (in the 
order of their appearance on disk) followed 
by OBR records (grouped by device address). 
Then channel inboard records are displayed, 
followed by CPU machine check records. 
Each of these groups is displayed on a 
first-in first-out basis. The record 
counters are reset to zero after each SDR 
record is processed. OBR and MCRR records 
are reset by EREP only if CLEAR is 
specified in the I/O error logging or MCRR 
operands at system generation time. None 
of these records is reset if an erDJr 
occurs while EREP is processing any OBR or 
MCRR record. Information in the recorder 
file is eliminated by rebuilding the 
recorder file. While the EREP program is 
operating, recording to the recorder file 
is suppressed. 

EREP displays IBM 2715 error records 
from the SYSREC file in the order of their 
appearance ~ithin each type, such as: disk 
adapter error, 2790 adapter error, MPX 
adapter error, etc. If area station errors 
are recorded, they are written to SYSLST 
both in order of occurrence and in summary 
(by area station/device). 

If the EREP program is canceled for any 
reason: 

• SDR records printed are reset·to zero. 
Those not printed are not reset. 
Execute EREP again to print them. 

• If the cancel occurs before all OBR, 
MCRR, and IBM 2715 transmi ssion control 
error records are printed, execute EREP 
again to print them. 

Error Statistics by Tape Volume Utility 
Programs 

ESTV Dump File Program (ESTVUT) 

When DOS is generated, the user has the 
option of requesting the collection of 
error statistics by tape volume (ESTV). 
This ESTVdata can be printed on the system 
console, or stored on a direct access 
storage device. If it is stored, a dump 
file program must be used to process the 
data from the disk. The ESTV Dunp File 
Program (ESTVUT) is for this purpose. 

ESTVUT PROCESSING FUNCTIONS: ESTVUT gives 
the user five options to process the error 
statistics collected and stored on disk by 
the FSTV program. The system operator 
specifies the processing method at the 
start of execution of the ESTVUT program. 

To do this, be responds to messages sent to 
him by the program. The five options are: 

1. 

2. 

4. 

ESTVUT dumps the data from the disk 
file to a printer and clears the disk 
file. 

ESTVUT dumps the data from the disk 
file to a printer and leaves the disk 
file as it was. More records can be 
added to the disk and a later dump 
taken of the entire file, including 
the added records. 

ESTVUT dumps the disk file to a 
magnetic tape and clears the disk 
file. This option includes dumping 
any statistics from a previous tape 
(obtained by this processing method) 
and then dumping the new data from the 
disk file to the new tape. This 
collects all error statistics on one 
tape. 

ESTVUT dumps the collective tape file 
resulting from option 3 back to the 
original tape. This allows the user 
to keep his error volume statistics on 
a particular tape volume rather than 
on a new tape each time the file is 
dumped. 

5. ESTVUT dumps the tape file that 
results from either o~tion 3 or 4 to a 
printer • 

CONTROL CARDS NECESSARY TO RUN ESTVUT: 
ESTVUT can be executed from either a card 
reader or from the console typewriter. An 
operator must be at the console, however, 
to answer system inquiries as described in 
Running ESTVUT. An exampl e of the job 
control statements (either on cards or 
typed on the console) required for 
executing any of the ESTVUT o~ions is: 

// JOB ESTVDUMP 
// ASSGN SYS004,X'191' 
/ / ASSGN SYS005" X'183' 
// ASSGN SYS006,X'184' 

1// ASSGN SYSLST,X'OOE' 
/ / TLBL TAPEIN 
// TLBL TAPEOUT,'VOLUME STATISTICS',70/365 
/ / LBLTYP TAPE 
/ / EXEC ESTVUT 
/* 
/& 

These job control statements permit 
execution of any of the Dump File program 
options. When a disk-to-printer option is 
used, the LBLTYP and TLBL statements and 
the ASSGN statements for tape drives are 
not required. When a tape-to-printer 
option is used, the DLBL, EXTENT" and disk 
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ASSGN statements are not required. 
However, the entire set of job control 
statements can be entered for any 
execution. Only the information required 
by the particular option chosen is used. 

SYMBOLIC UNIT ASSIGNMENTS: The addresses 
of the specific input/output devices used 
by ESTVUT must be assigned to symbolic unit 
names (SYSxxx). Do this with ASSGN 
statements at the time the job is executed, 
or with permanent a ssignne nts that are made 
before this run. For example, SYSLST may 
have been permanently assigned to the 
printer. If this is the case, an ASSGN for 
SYSLST does not have to be included in the 
job control for ESTVUT. 

Tape Assiqnments: The xxx of the symbolic 
mit names for tape files must be 005 for 
input tape and 006 for output tape. 

Disk Assignment: For the disk file, the 
xxx of the symbolic unit name must 
ordinarily be 004, although a different 
logical unit may be us ed if the EXTENT 
information is in agreenent. The logical 
unit must be assigned to the same device to 
which SYSREC is assigned. 

LABEL INFORMATION: Before ESTVUT can be 
executed, label information for the disk 
file must be included as standard label 
information. Label information for any 
tape files to be processed can be included 
either as standard label information or 
\ri th the job a s temporary label 
information. 

Disk File: The first operand of the disk 
file DLBL statement must be ESTVFLE. 

The second operand, the file 
identifications, is optional. 

Tape Files: The first operand of an input 
tape TLBL must be TAPEIN. TAPEOUT is the 
required operand for output tape file 
TLBLs. 

The second operand is selected by the 
user. 

For additional information about the 
operands that can be included, and their 
purposes, see Job Control Statements. 

A LBLTYP for tape is required only if 
the program is executed in the background 
partition, uses tapes, and has been 

cataloged as self-relocating (+0 on the 
PHASE card). This statement reserves space 
for processing standard label information. 

RUNNING ESTVUT: When the ESTVUT program 
begins execution, a message is sent to the 
console to notify the operator that the 
program has begun. The text of the message 
is: 

4R01I * ESTV DUMP UTILITY * 
This is an information message only and 

regpires no response. 

Immediately following this notification, 
another message is printed at the console. 
It requests the operator ·to specify the 
form of input being used fer the current 
run of the program. The text of the 
message is: 

4R02A INPUT= 

The operator must respond to this 
message by keying in the designation of the 
input file. This· must be 2311, 2314, or 
TAPE. In the event that a mistake is made 
in replying to this message, the system 
prints another message to the operator 
reminding him of the only valid responses 
to the query for input file designation. 
The text of this message is: 

4R03I INCORRECT INPUT - OPTIONS ARE 
2311, 2314, TAPE 

The system then prints the request for 
input form again. The operator types the 
appropriate reply. 

After the input form is accepted by the 
program, the operator is asked to specify 
the output method. The text of this 
message is: 

4R04A OUTPUT= 

The operator has a choice of three 
responses: PRC, PRNC, and. TAPE. If the 
error statistics are to be sent to a 
printer and the file is to be cleared, the 
response must be PRC. If the printer is to 
be the output device and the file is to 
remain as it is, the reply must be PRNC. 
The operator types TAPE when the output is 
to go to tape. In the event of an error in 
entering the output method, the operator is 
sent another message specifying the only 
valid responses. The text of this message 
is: 

4R05I INCORRECT OUTPUT - OPTIONS 
ARE PRC, PRNC, TAPE 
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The system then prints the request for 
output method again. The operator types 
the appropriate reply. 

Note: When dumping the disk to a 
printer, both PRC and PRNC are valid 
responses to the request for output 
method. The option to clear is not 
applicable when the tape is dumped to a 
printer. The tape remains as it was 
before execution of the program. Every 
time the disk file is dumped to tape 
the file is cleared. 

When the program completes its run, a 
message is printed on the console to 
indicate to the operator that the program 
has completed execution. When the disk 
file is the input device and the output 
method specifies clearing the file to 
zeros, the text of the message is: 

4R06I FILE DUMPED AND CLEARED 

In all other cases, including the 
tape-to-printer option, the text of the 
message is: 

4R07I FILE DUMPED 

DUMPING FROM DISK '10 TAPE: The option that 
dumps from disk to tape allows the user to 
keep one file on tape for volume statistics 
and to update that file each time the disk 
file is dumped. Two standard label tapes 
are used for dumping from disk to tape. 
One of the tapes is an input tape that can 
have volume statistics on it from a 
previous ESTVUT execution. The second is 
an output tape to which is dumped any 
previous statistics on the input tape and 
then the statistics from the disk file. 

If this is the first tine the disk file 
is dumped to tape, statistics are dumped to 
the output tape. A labeled tape that does 
not contain previous volume statistics must 
be mounted as the input tape. '!his tape is 
necess ary, though ESTV does not dump 
statistics to or from this tape on this run 
through t he program. The vol ume statistic s 
are written from the disk to the output 
tape. 

The user who wishes to Keep all of his 
error data on one tape then makes this tape 
(which has just collected the statistics 
from disk, or any tape containing 
previously collected error statistics) the 
input tape. Any tape not previ ous ly used 
to collect error statistics is mounted as 
the output tape. The standard header label 
information for the input tape reel is 
printed on the console so the operator can 

verify that the correct ta~e is mounted as ( 
the input tape. The program first copies ' 
the input tape to the output tape,. and then 
the disk file is dumped to the output tape. 

At this point, the output tape contains 
the statistics from the input tape plus the 
statistics from the disk file. The 
following message, asking the operator if 
the output tape is to be dumped back to the 
input tape, is now printed at the console. 

4R09D DUMP OUTPUT TAPE BACR TO 
INPUT TAPE? (YES,NO) 

1ft he operator repl ies NO, the job ends 
and the complete volume statistics are on a 
new tape. If the operator replies YES, the 
output tape is dumped back to the input 
tape, which can now be used as an updated 
master tape. The other tape can be used as 
a backup ta.p€, or as an intermediate work 
tape. 

The operator may choose to dump the 
output tape to another tape at some other 
time. To do this, he executes ESTVUT and 
replies TAPE for both input and output 
devices. In this case, the input tape 
(TAPEIN) is dumped to the output tape 
(TAPIDUT) • 

CONTENTS AND FORMAT OF PRINTED OUTPUT: 
When the operator specifies a printer as 
the output device, the collected error 
statistics are formatted and printed as 
indicated in ESTV Output Modes: Mode 1. 
Each page of output contains 50 lines of 
data. The las·t page of data printed has 
one of three messages printed below the 
last line of data. The message printed 
depends on which option of the ESTVUT 
program is executed. The alternative 
messages are: 

ESTV DISK FILE DUMPED BUT NOT 
CLEARED TO ZEROS 

ESTV DISK FILE DUMPED AND 
CLEARED TO ZEROS 

ESTV TAPE FILE DUMPED 

CATALOGING ESTVUT: ESTVUT is made up of 
three modules that must be cataloged into 
the core image library. They are the main 
routine (ESTVUT), the printer routine 
(ESTVPR), and the magnetic tape routine 
(ESTVMr). The module names that must be 
used in the INCLUDE cards for these 
routines are as follows. 
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ESTVUT - Use IJBESTUT 

ESTVPR - Use IJBESTPR 

ESTVMT - Use IJBESTMT 

An example of the job c on1:rol required 
to catalog the modules into the core image 
library follows. 

// JOB CATALOG 
/ / OPTION CATAL 

PHASE ESTVUT, +0 
INcr.. ODE IJBESTUT 
PHASE ESTVPR, +0 

. IN CL UDE IJBESTPR 
PHASE ESTVMr, +0 
INcr.. UDE IJBESTMT 

/ / EXEC LNKEDT 
/& 

The PHASE cards must have +0 
displacement as the origin point for the 
program to be self-relocating. Only the 
modules required for the desired option 
need be cataloged. 

IJBESTUT is required for all 
options. 

IJBESTPR is required if output is to 
the printer. ' 

IJBESTMT is required if output is 
a tape. 

Batched-Job SYstem Cataloging: Batched-job 
systems cannot recognize self-relocating 
programs. To make the ESTVUT modules 
usable in these systems, the PHASE cards of 
the job control statements must have an § 
in place of the + O. An exampl e 0 f the job 
control statements required for batch-only 
systems follows. . , 

// JOB CATALOG' 
/ / OPrION CATAL 

PHASE ESTVUT,S 
INCLUDE IJBESTUT 
PHASE ESTVPR, S 
INCLUDE IJaESTPR 
PHASE :J!:STVMT, S 
I NCLUDE I JBESTMl' 

/ / LBLTYP TAP E 
// EXEC LNKEDT 
/& 

ESTV Format Data Set Program (ESTVFMr) 

A system control program is available which 
must be the first program executed after 
the first initial program load (IPL) after 

the system is generated, if error 
statistics by tape volume are to be 
collected by the system on a disk.. It must 
also be executed whenever new label 
information"is entered into the system for 
the file. This is required in order to 
update information in the volume table of 
contents (VTOC). This program, ESTVFMT, 
opens the ESTV data set (ESTVFLE) on the 
disk file, enabling it to collect this 
system Qutpqt, by putting the label 
information in the disk's volume table of 
contents. The data set must be on SYSREC. 

The following steps regarding the 
ESTVFMT program must be performed to 
prepare the disk file to receive the 
collected statistics: 

1. Specify TEBV=DASD at system generation 
time, and include ESTVFLE definition 
statements in the standard label 
section of the label cylinder on 
SYSRES. Ordinarily, SYSREC and SYS004 
must be assigned to the same device .• 
However, the user is not restricted to 
SYS004, but may select another logical 
unit if the EXTENr in forma tion is in 
agreement, and if SYSREC and the 
logical unit assignments are to the 
same device. The label information 
for ESTVFLE must be included as 
standard label information to make the 
file accessible to the ESTV programs. 
This is done with the following 
statements. 

/ / OPrION STDLABEL 

// DLBL ESTVFLE,'ERROR STAT BY TAPE 
VOLDME',99/365,SD 

// EXTENT 
SYS004,nnnnnn,1,1,nnnn,nnnn 

2. Catalog ESTVFMT into the core image 
library wi th the name IJBESTFM. This 
is done with the following statements. 

/ / JOB CATALOG 
// OPl'ION CATAL 

INCL UDE IJBESTFM 
/ / EXEC LNKEDl' 
/& 

3. Execute ESTVFMT immediately after the 
first IPL after system generation, or 
whenever new label information is 
entered for the file. The operator 
does this at;th~ console keyboard by 
typing: . . 

,., 

/ / EXEC ESTVFMr 
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When ESTVFMT completes its fun~tions, a 
message is printed at the keyboard. The 
text of this information only message is: 

4ROOI ESTV FILE INITLZD, ENTRY IN 
VTOC 

No response is required to This message. 

Stand-Alone Dump (DUMPGEN) 

OUMPGEN produces a stand-alone dump program 
tailored to system requirements. This 
stand-alone dump can display the contents 
of main storage from a mi nimum of 8K bytes 
to a maximum of 16384K bytes. 

When the stand-alone dump is executed, 
the original contents of bytes 0- 23 and the 
504 bytes required by stand-alone are 
destroyed. If information in either of 
these areas is needed, manually display it 
on the oper ational panel of the CPU and 
record it. 

Executing DUMPGEN 

DUMPGEN is in the relocatable library and 
must be cataloged to the core image library 
before it can be executed. The following 
job stream catalogs OUMPGEN to the core 
image library: 

// JOB 
// OPTION CATAL 

INCLUDE IJBDMPGN 
/ / EXE;C LNKEDT 
/* 
/& 

OUMPGEN must be executed in the background 
partition by the command: 

// EXEC DUMPGEN 

OUMPGEN then reads its control 
statements from SYSIPr. Code the t\«) types 
of control statements, ASSGN or OPTN, as 
follows: 

1. The first 9 columns must be blank. 

2. The operation (ASSGN or OPTN) must 
start in column 10. 

3. The operand(s) must start in column 16. 

ASSGN statement: ASSGN defines the output 
device for the stand-alorie dump. The 
format of the ASSGN statement is: 

r-----------r-----------------------------, 
I ,Operation I Operands I 
r-----------+----------------------------~ I ASSGN I SYSLST ,X' cuu' I L ___________ L _____________________________ J 

SYSLST Is the only valid logical unit 
assignmen~ for stand-alone dump. 

x' cuu' Must define the address of the 
SYSLST printer. If the ASSGN 
statement is omitted, the X'OOE' is 
assumed. 

OPTN Statement: OPl'N defines the upper 
limit of main storage to be displayed" the 
type of printer control, number of' card 
decks, and the load address for the 
stand-alone dump. The format of the OPTN 
statement is: 

r-----------r-----------------------------, I Operation I Operand I 
, r-----------+----------------------------~ 
I I I CORE= nnnnnK \ I I OPTN I NOINTR I 
I I I~R I 
I I OECKS=nnnnnnnn I 
I I LOADADR= O'nnnnnnnn' I, 
I I Xl xxxxxx' / I L-__________ ~ ___________________________ _J 

CORE Defines the area of main storage to 
be displayed by the stand-alone 
dump. nnnnnK can be any number 
from 8K to 16384K in increments of 
2K. An odd specification (for 
example, 9K) is rounded high to the 
next even number (in the example, 
10K is assumed). 

NOINTR Produces a stand-alone dump program 
which, . when loaded, prints out the 
contents of main storage on the 
SYSLST printer. 

INTR Produces a stand-alone dump program 
which, when loaded, enters the WAIT 
state. Either press the INTE~UP~ 
button on the CPU operating panel 
to print the output on X" OOE", or 
first press the STOP button and 
then the STARr button of the 
printer desired for the output 
device. 

OECI<S Specifies the number of card decks 
desired for the stand-alone dump 
program. nnnnnnnn may be any 
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decimal number from 1 to 
99,999,999. A blank card separates 
each deck' produced. If DECRS is 
omitted, then 1 deck is produced. 

LOADADR Specifies the load address of 
stand-alone dump. Any valid main 
storage address of the CPU for 
which the program is intended can 
be entered from 128 to 16,766,712. 
However, if the load address is not 
aligned to a double word, then the 
specified address is rounded high 
to the next double word. The 
specified address is checked for 
validity. 

The control statements may be specified 
in any order or amount. However, the 
following rules apply: 

1. The last statement of a duplicate 
operation that is processed overrides 
all previous statements of the same 
operation with similar operands (that 
is, if NOINTR is preceded by INTR, then 
the NOINl'R functions are provided in 
the stand-alone dump program that is 
generated) • 

NOTE: CORE and LOADADR are considered 
similar functions. Thus, the one that 
is processed last determines the amount 
of main storage to be displayed and the 
load address of the Stand-Alone Dump. 

2. Decimal operands can contain leading 
zeros. 

3. A dump program using the OPTN LOADADR 
statement displays the entire main 
storage, whUe the OPTN CORE statement 
displays the entire main storage up to 
the beginning of the dump program. 

4. Only one operation per control 
statement is allowed. 

5. One or more blanks nust follow the 
operand if comments ,are desired. 

6. DUMPGEN requires either the OPTN CORE 
or LOADADR statements to get the 
address where the dump is to be loaded. 
All other statements may be omitt,ed, 
and, if so, DUMPGEN produces one 
stand-alone dump card deck with the 
NOINl'R option and a printer aSSignment 
of X' OOE' • 

DU~PGEN Messages 

Messages are issued when an error is made 
in the control staten:ents for DUMPGEN. All 
errors can be corrected through SYSLOG. 
The messages are discussed in the Operator 
Communications and Messages publication 
listed in the Preface. 
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Fonnat Length Length Indicators Indicator Number 

Fonnot 1: This format is common to all doto files on Direct Access Storage Devices. 

FIELD 

1. 

NAME AND LENGTH 

FILE NAME 
44 bytes, olphameric 
EBCDIC 

DESCRI PTiON 

This field serves as the key portion of 
the fHe labe I. 

Each file must have a unique file name. 
Duplication of file names will cause 
retrieval errors. The file name can 
consist of three sections: 

1. File 10 is an alphameric name 
assigned by the user and identifies 
the file. Can be 1-35 bytes if 
generation and version numbers 
are used, or 1-44 bytes if they 
are not used. 

2. Generation Number. If used, this 
field is separated from File 10 by a 
period. It has the format Gnnnn, where 
G identifies the field as the generation 
number and nnnn (in decimal) identifies 
the generation of the file. 

3. Version Number of Generation. 
If used, this section immediately follows 
the generation number and hos the format 
Vnn, where V identifies the field as the 
version of generation number and nn 
(in decimal) identifies the version of 
generation of the file. 

FIELD NAME AND LENGTH DESCRIPTION 

Note: The Disk Operating System 
compares the entire field 
against the file name given in 
the DLAB card. The generation 
and version numbers are treated 
differently by Operating 
System/360. 

The remaining fields comprise the DATA portion of the file label: 

2. 

3. 

4. 

5. 

FORMAT IDENTIFIER 
1 byte, EBCDIC numeric 

FILE SERIAL NUMBER 
6 bytes, alphameric EBCDIC 

VOLUME SEGUE NCE 
NUMBER 2 bytes, binary 

CREATION DATE 
3 bytes, discontinuous binary 

1 = Format 1 

Uniquely identifies a file/volume 
relationship. It is identical to the 
Volume Serial Number of the first 
or only volume of a multivolume file. 

Indicates the order of a volume relative 
to the first volume on which the data 
file resides. 

Indicates the year and the day of the 
year the file was created. It is of 
the form YDD, where Y signifies the 
year (0-99) and DO the day of the 
year (1-366). 
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FIELD NAME AND LENGTH DESCRIPTION FIELD NAME AND LENGTH DESCRIPTION 

I.Q 

~ 6. EXPIRATION DATE Indicates the year and the day of the 12. OPTION CODES Bits within this field indicate various 
CD 3 bytes, discontinuous binary year the file may be deleted. The 1 byte options used in building the file. 
W form of this field is identical to that 
0\ of Field 5. Bit 

7A. EXTENT COUNT Contains a count of the number of 0=0 
CIl 1 byte extents for this file on this volume. 1 = Reserved 
6r If user labels are used, the count does 2 = Maste~ index present (lSFMS) 

= not include the user label track. This 3 = Independent overflow present (lSFMS) Po 
~ field is maintained by the Disk Operat- 4 = Cylinder overflow present (lSFMS) 
11 ing System programs. 5 = Reserved 
Po 6 Used by 0/5. 

~ 7 Used by 0/5. 
7B. BYTES USED IN LAST BLOCK Used by 0/5. 

~ OF DIRECTORY 
1 byte, binary 13. BLOCK LENGTH Indicates the block length for fixed 

t'Ij 2 bytes, binary length records or maximum block size 
~. 

In for variable length blocks. 
7C. SPARE Reserved 

~ 
1 byte 

14. RECORD LENGTH Indicates the record length for fixed 
tr 2 bytes, binary length records or the maximum record 
CD 8 • SYSTEM CODE Uniquely identifies the programming length for variable length records. .... 
en 13 bytes system. The character codes that can 

" be used in this field are limited to 
Ioz;I 0-9, A-Z, or blanks. 15. KEY LENGTH Indicates the length of the key 
0 I byte, binary portion of the data records in the 
11 file. S 
~ 9. RESERVED Reserved 
r+ 7 bytes 

~ 16. KEY LOCATION Indicates the high order position of 
2 bytes, binary the data record. 

"d 
10. FILE TYPE The contents of this field uniquely identify 

III 2 bytes the type of data fi Ie: 
11 17. DATA SET INDICATORS Bits within this field are used to 
rt Hex 4000 = Consecutive organization 1 byte indicate the following: 
t\,) 

0 
Hex 2000 = Direct-access organization Bit 

HI 
Hex 8000 = Indexed -sequential organi- 0 If on, indicates that this is the 

W zation last volume on which this file - normally resides. 
Hex 0200 = Library organization 

1 -7: 0 for DOS 
Hex 0000 = Organization not defined in Used by 0/5. 

the fi Ie label. 

18. SECONDARY ALLOCATION Used by 0/5. 
11. RECORD FORMAT Used by 0/5. 4 bytes, binary 

1 byte 

~ 19. LAST RECORD POINTER Used by 0/5. 
"0 5 bytes, discontinuous binary 
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11 20. SPARE . Reserved 23 • LOWER LIMIT The cylinder and the track address 

8 ct> 2 bytes 4 bytes, discontinuous binary specifying the starting point (lower 
til W limit) of this extent component. 

0'\ This field has the format CCHH. til . 
"< 21. EXTENT TYPE INDICATOR Indicates the type of extent with which 
(/) 1 byte the following fields are associated: 
rt til 24. UPPER LIMIT The cyl inder and the track address ct> rt a § HEX CODE 4 bytes specifying the ending point (upper 

limit) of this extent component. 
(') c.. 00 Next three fields do not indicate This field has the format CCHH. 0 III 

~ 11 any extent. 
c.. 25-28. ADDITIONAL EXTENT These fields have the same format 11 

01 Prime data area (Indexed Se- 10 bytes as the fields 21 - 24 above. 0 ~ I-' quential); or Consecutive area, 
til etc., (i .e., the extent containing III t:J 

::s the user's data records.) 29 - 32. ADDITIONAL EXTENT These fields have the same format 
~ fot:j 10 bytes as the fields 21-24 above. 

til ~ 02 Overflow area of an Indexed 
"< ct> Sequential file. 
(/) 33. POINTER TO NEXT FILE LABEl The address (format CCHHR) of a rt f;; 
m 04 Cylinder index or master index WITHIN THIS LABEL SET continuation label if needed to 

tr area of an Indexed Sequential 5 bytes, discontinuous binary further describe the file. If field 
ct> file. 10 indicates Indexed Sequential til I-' 

ct> CIl organization, this field points to 
11 .. 40 User label track area. a Format 2 file label within this < label set. Otherwise, it points to .... 

~ 0 80 Shared cylinder indicator. a Format 3 file label, and then only 
ct> 11 if the file contains more than three 

ttl ~ extent segments. This field contains 
11 rt 22. EXTENT SEQUENCE NUMBER Indicates the extent sequence in a all binary zeros if no additional file 
0 

\Q j-oII 1 byte, binary multi-extent file. label is pointed to. 
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Volume IFile 

File Identifier 

The IBM standard tape file label format and contents are as follows: 

FIELD 

1. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

NAME AND LENGTH 

LABEL IDENTIFIER 
3 bytes, EBCDIC 

FILE LABEL NUMBER 
1 byte, EBCDIC 

FILE IDENTIFIER 
17 bytes, EBCDIC 

FILE SERIAL NUMBER 
6 bytes, EBCDIC 

VOLUME SEQUENCE 
NUMBER 4 bytes 

FILE SEQUENCE NUMBER 
4 bytes 

GENERATION NUMBER 
4 bytes 

VERSION NUMBER OF 
GENERATION 2 bytes 

DESCRIPTION 

identifies the type of label 
HDR = Header -- beginning of a data 

file 
EOF = End of File -- end of a set of 

data 
EOV = End of Volume -- end of the 

physical reel 

always a 1 

uniquely identifies the entire file, 
may contain only printable characters. 

uniquely identifies a file/volume 
relationship. This field is identical 
to the Volume Serial Number in the 
volume label of the first or only 
volume of a multi-volume file or a 
multi-file set. This field will normally 
be numeric (000001 to 999999) but may 
contain any six alphameric characters. 

indicates the order of a volume in a 
given file or multi-file set. This 
number must be numeric (0000 - 9999). 
Multiple volumes of an output file 
will be numbered in consecutive 
sequence. 

assigns numeric sequence to a file 
within a multi-file set. 

numerically identifies the various 
editions of the file 

idicates the version of a generation 
of a fife 

7 8 

Creanon 
Date 

9 

Version- Number 
of Generation 

FIELD 

9. 

10. 

11. 

12. 

13. 

14. 

Expiration 
Date 

Block 
Count 

12 

NAME AND LENGTH 

CREATION DATE 
6 bytes 

EXPIRATION DATE 
6 bytes 

FILE SECURITY 
I byte 

BLOCK COUNT 
6 bytes 

SYSTEM CODE 
13 bytes 

RESERVED 
7 bytes 

13 

System Code Reserved 

DESCRIPTION 

indicates the year and the day of the 
year that the file was created: 

Position Code Meaning 

1 blank none 
2-3 00-99 Year 
4-6 001 -366 Day of Year 

(e.g., January 31, 1965 would be 
entered as 65031). 

indicates the year and the day of the 
year when the file may become a 
scratch tape. The format of. this field 
is identical to Field 9. On a multi
file reel, processed sequentially, all 
files are considered to expire on the 
same day. 

indicates security status of the file. 
0= no security protection 
1 == security protection. Additional 

identification of the file is 
required before it can be 
processed. 

indicates the number of data blocks 
written on the file from the last 
header label to the first trailer label, 
exclusive of tape marks. Count does 
not include checkpoint records. This 
field is used in trai ler labels. 

uniquely identifies the programming 
system. 

Reserved. Should be recorded as 
blanks • 
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File Label Number 

4 5 6 

File File 
Fi Ie Identifier Set Identifier 

The ANSI standard tape file label format and contents are as follows: 

FIELD 

1. 

2. 

3. 

4. 

5. 

6. 

7. 

NAME AND LENGTH 

LABEL IDENTIFIER 
3 bytes, ASCII 

FILE LABEL NUMBER 
1 byte, ASCII 

FILE IDENTIFIER 
17 bytes, ASCII 

SET IDENTIFIER 
6 bytes, ASCII 

FILE SECTION NUMBER 
4 bytes 

FILE SEQUENCE NUMBER 
4 bytes 

GENERATION NUMBER 
4 bytes 

DESCRIPTION 

Identifies the type of label. 
HDR = Header -- beginning of a data file. 
EOF = End of File -- end of a set of data. 
EOV = End of Volume -- end of the 

physical reel. 

Indicates the' sequence of this label 
within a label group (HDR, EOF, EOV). 
DOS supports File Labell only and 
ignores subsequent numbers .. 

Identifies the entire file. 
May be any character except a quote ('). 

Identifies the volume/file relationship. 
Generally, this field is identical to the 
volume serial number from the VOL label 
or the first or only volume of the logical 
file. 

Indicates the order of a volume in a given 
file or multifile set. (The first file 'must 
be numbered 0001.) 

Assigns numeric sequence to a file 
within a multifile set. (The first file 
must be numbered 0001.) 

Numerically identifies this edition of 
the file. (Must be numerical or blank.) 

Version Number 
Accessibil ity 

13 

FIELD NAME AND LENGTH 

a. VERSION NUMBER OF 
GENERATION 2 bytes 

9. CREATION DATE 
6 bytes 

10. EXPIRATION DATE 
6 bytes 

11. ACCESSIBILITY 
1 byte 

12. BLOCK COUNT 
6 bytes 

13. SYSTEM CODE· 
13 bytes 

14. RESERVED 
7 bytes 

14 

DESCRIPTION 

Reserved for 
ANSI 

Indicates this version of the generation in 
field 7. (Must be numerical or blank.) 

Indicates the year and the day of ,the year 
that this file was created (jzS'yyddd) 
where 

jzS' = blank 
yy = year (00 - 99) 

ddd = day (001 - 366) 

Indicates the year and the day of the year 
that this file may become a scratch tape. 
Same format as above (Field 9). 

Indicates the accessibility protection of the 
file. 

Space = no accessibi I ity protection. 
Nonspace = accessibi I ity protection. 

Indicates the number of data blocks (physical 
records) wril!ten for this logical file. 

Name of programming system. 

Reserved for future use a requ ired by AN SI 
(American National Standards Institute, Inc.) . 
Should be recorded as spaces. 



Appendix C: Operator-to-System Commands 

Operation Operand Remarks 

ALLOC {Fl=nK [,F2=nK]} Allocates foreground program areas 
F2=nK [,Fl=nK] Value of n is an even number 

ASSGN SYSxxx,address B:~~;s'~ [,TEMP] SYSxxx: can be SYSRDR 
SYSIPT 
SYSIN 
SYSLST 
SYSPCH 
SYSOUT 
SYSLOG 
SYSLNK 
SYSRLB 
SYSSLB 
SYSREC 
SYSOOO-SYSmax 

address: can be XI cuu I, UA, or IGN 

XICUU I : c=0-6 
uu=00-FE(0-254) in hex 

UA: unassign 

IGN: unassign and ignore 

X I ss I: used for magnetic tape only 

Bytes Trans-
per late Convert 

ss Inch Parity Feature Feature 
- --
10 200 odd off on 
20 200 even off off 
28 200 even on off 
30 200 odd off off 
38 200 odd on off 
50 556 odd off on 
60 556 even off off 
68 556 even on off 
70 556 odd off off 
78 556 odd on off 
90 800 odd off on 
AO 800 even off off 
AS 800 even on off 
BO 800 odd off off 
BS 800 odd on off 
CO SOO single density 9 track tape 
CO 1600 single density 9 track tape 
CO 1600 dual density 9 track tape 
CS SOO dual density 9 track tape 

ALT: specifies alternate unit 

TEMP: assignment for logical unit will be destroyed 
by next JOB statement 

CANCEL blank Cancels execution of current job 

[r' cuu' [,X' SS' ll] SYSxxx: for 2311 or 2314 - SYSIN 
CLOSE SYSxxx ,UA SYSRDR 

,IGN SYSIPT 
,ALT SYSPCH 

SYSLST 

for magnetic tape -
SYSPCH 
SYSLST 
SYSOUT 
SYSOOO-SYSmax 

XICUU I , XI 5S I, UA, IGN, ALT: values as described in 
ASSGN command 

Figure 39. Job Control Commands (Part 1 of 3) 
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Operation Operand Remarks 

DVCDN X'cuu' X'cuu' : c = 0-6 
uu = OO-FE (0-254) in hex 

DVCUP X'cuu' X'cuu' : c = 0-6 
uu = OO-FE (0-254) in hex 

HOLD {Fl[,F2]} Causes assignments for foreground logical units to be 
F2 [,Fl] held across jobs. 

/SYS Causes listing of specified I/O assignments. 
PROG 
Fl 
F2 
ALL > LISTIO SYSxxx 

I UNITS 
DOWN 
UA 
X'cuu' 

LOG blank Causes logging of job control statements and single 
program initiation commands on SYSLOG. 

MAP blank Causes a map of areas in main storage to be printed 
on SYSLOG. 

MTC opcode, {X' cuu' } [, nn] opcode: BSF, BSR, ERG, FSF, FSR, RUN, REW, or WTM 
SYSxxx 

X'cuu' : c = 0-6 
uu = OO-FE (0-254) in hex 

SYSxxx: any logical unit 

nn: decimal number (01-99) 

NOLOG blank Suppresses logging of job control statements and 
single program initiation commands on SYSLOG. 

PAUSE [any user comment] Causes pause at end of current job step. 

RELSE {Fl[,F2]} Causes single program logical units to be unassigned 
F2 [,Fl] at EOJ. 

f
YS 

J 

Resets specified I/O device assignments 
PROG 

RESET ALL 
SYSxxx 

ROD blank Causes all SDR counters for all non teleprocessing 
devices on the recorder file on SYSREC to be updated 
from the SDR counters in main storage. 

Figure 39. Job Control Commands (Part 2 of 3) 
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Operation 

SET 

STOP 

UCS 

~A 

UNBATCH 

® 

Operand 

[DATE=valuel] [,CLOCK=value2] 
[,UPSI=value3] [,LINECT=value4] 
[,RCLST=value5] [,RCPCH=value6] 
[,RF=value7] 

blank 

SYSxxx,phasename[,FOLD] 
[,BLOCK] [,NULMSG] 

{
Fl[,F2]} 
F2[,Fl] 

blank 

blank 

Remarks 

valuel: in one of the following formats 

mm/dd/yy or dd/mm/yy 

mm: month (01-12) 
dd: day (01-31) 
yy: year (00-99) 

value2: in the following format 

hh/mm/ss 

hh: hours (00-23) 
mm: minutes (00-59) 
ss: seconds (00-59) 

value3: 0, 1, or X 

value4: standard number of lines for output on each 
page of SYSLST 

value5: decimal number indicating minimum number of 
SYSLST disk records remaining to be written 
before operator warning 

value6: decimal number indicating minimum number of 
SYSPCH disk records remaining to be written 
before operator warning 

value7: defines to the system the status of the 
recorder file (IJSYSRC) on SYSREC used by 
the I/O error logging (OBR/SDR) and machine 
check recording and recovery (MCRR) features. 

RF ={YES - File Exists 
NO - File does not Exist 
CREATE - Create a File 

stops batched-job program processing 

Causes the 240-character universal character set 
contained in the core image library phase specified 
by phasename to be loaded as buffer storage in the 
IBM 2821 Control unit. SYSxxx must be assigned to a 
1403 Printer with the UCS feature. 

Causes immediate unassignment of foreground logical 
units. 

Terminates batched-job foreground processing 

® is alter code 5 

.Figure 39. Job Control Commands (Part 3 of 3) 
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Operation Operand Remarks 

ALLOC {Fl=nK [,F2=nK]} Allocates foreground program areas 
F2=nK [, Fl=nK] Value of n is an even number 

un Start, or continue batched-job operation 
BATCH 

no Cancels execution of current job in specified area 
CANCEL 

LOG blank Causes logging of job control statements and single 
program initiation commands on SYSLOG 

MAP blank Causes a map of areas in main storage to be printed 
on SYSLOG 

MSG {~~} Transfers control to foreground program message routine 

NOLOG blank Suppresses logging of job control statements and 
single program initiation commands on SYSLOG 

m} [,EOJ] 
Causes pause at end of current job step or at end of 

PAUSE job 

no Initiates a single program foreground program or 
START resumes batched-job operations 

fin Cavses interval timer support to be given to the 
TIMER partition specified 

® blank ® is alter code 5 

.Figure 40. ATTN Commands 
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Operation 

ASSGN 

CANCEL 

OLAB 

Operand 

SYSxxx, address [{; ~~s'}] 

blank 

'label fields 1-3', 
xxxx,yyddd,yyddd, 'system code' 
[,type] 

Remarks 

SYSxxx: can be SYSROR, SYSIPT, SYSLST, SYSPCH, 
SYSOOl-SYSmax 

address: can be X'cuu' or IGN 

X'cuu': c = 0-6 
uu = OO-FE (0-254) in hex 

VA: unassign 

IGN: unassign and ignore 

X'ss': used for magnetic tape only 

Bytes Trans-
per late Convert 

ss Inch Parity Feature Feature -

10 200 odd off on 
20 200 even off off 
28 200 even on off 
30 200 odd off off 
38 200 odd on off 
50 556 odd off on 
60 556 even off off 
68 556 even on off 
70 556 odd off off 
78 556 odd on off 
90 800 odd off on 
AO 800 even off off 
A8 800 even on off 
BO 800 odd off off 
B8 800 odd on off 
CO 800 single density 9 track tape 
CO 1600 sinqle density 9 track tape 
CO 1600 dual density 9 track tape 
C8 800 dual density 9 track tape 

ALT: specifies alternate unit 

Cancels initiation of current program 

'label fields 1-3': first three fields of Format 1 
OASO file label. Is a 51-byte 
character string, contained within 
apostrophes and followed by a 
comma. Entire 51-byte field must 
be contained in the first of the 
two commands. A continuation 
character is in column 72. Field 
1 is the file name (44-byte alpha
meric); field 2 is the format 
identifier (I-byte numeric); field 
3 is the file serial number 
(6-byte alphameric). 

xxxx: volume sequence number (4-digit numeric). Must 
begin in column 16 of the continuation command. 
Columns 1-15 are blank. 

yyddd,yyddd: file creation date followed by file expi
ration date. Each is 5-digit numeric. 

'system code': not required. When used, a l3-character 
string, within apostrophes. 

type: SO, OA, ISC, or ISE. If omitted, SO· is assumed. 

Figure 41. Single Program Initiation Commands (Part 1 of 4) 
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Operation Operand Remarks 

DLBL filename, [' file-ID'], [date], filename: one to seven alphameric characters, the first 
[codes] of which must be alphabetic 

'file-ID' : one to forty-four alphameric characters 

date: one to six characters (yy/ddd) 

codes: two or three alphabetic characters 

EXEC progname progname: one to eight alphameric characters, the first 
of which must be alphabetic 

EXTENT [symbolic unit], [serial number], symbolic unit: six alphameric characters 
[type], [sequence number], 
[relative track] , [number of serial number: one to six alphameric characters 
tracks], [split cylinder track], 
[B=bins] type: one numeric character 

sequence number: one to three numeric characters 

relative track: one to five numeric characters 

number of tracks: one to five numeric characters 

split cylinder track: one or two numeric characters 

bins: one or two numeric characters 

HOLD {Fl[,F2]} Causes assignments for foreground logical units to be held 
F2 [,Fl] across jobs. 

LBLTYP {TAPE [ (nn) ]} TAPE: Used when tape files requiring label information 
NSD(nn) are to be processed and no nonsequential disk files 

are to be processed. 

(nn) : Optional and is present only for future expansion. 
(It is ignored by Job Control.) 

NSD: Nonsequential disk files are to be processed. 

(nn) : Largest number of extents per single file. 

LISTIO mJ Causes listing of specified I/O assignments on SYSLOG. 

LOG blank Causes logging of job control statements and single 
program initiation commands on SYSLOG. 

MAP blank Causes a map of areas in main storage to be printed 
on SYSLOG. 

MSG {~~} Transfers control to single program message routine. 

NOLOG blank Suppresses logging of job control statements and single 
program initiation commands on SYSLOG. 

PAUSE [any operator comments] Causes pause at end of current batched-job job step or at 
end of current batched-job job. 

READ X'cuu' X'cuu' : c = 0-6 
uu = OO-FE (0-254 ) in hex 

Note: Device must be a card reader. 

RELSE {Fl [,F2]} Causes single program logical units to be unassigned 
F2[,Fl] at EOJ. 

TIMER un Causes interval timer support to be given to the 
specified partition . 

• Figure 41. Single Program Initiation Commands (Part 2 of 4) 
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Operation 

TLBL 

TPLAB 

TPLAB 

UCS 

UNA 

VOL 

eFigure 41. 

Operand 

filename, ['file-ID'],[date], 
[file serial number],[volume 
sequence number],[file sequence 
number], [generation number], 
[version number] 
Note: for ASCII file processin~ 
the fourth and fifth operands 
are called set identifier and 
file section number/respectively 

'label fields 3-10' 

'label fields 3-10 label fields 
11-13 ' 

SYSxxx,phasename[,FOLD] 
[,BLOCK] [,NULMSG] 

{
Fl[ ,F2J} 
F2 [,Fl] 

SYSnnn,filename 

Remarks 

filename: one to seven alphameric characters, the first 
of which must be alphabetic 

'file-ID': one to seventeen alphameric characters 

date: four to six characters (yy/ddd) 

{

[file serial number (EBCDIC): one to six alPhameriC} 
characters] 
[set identifier (ASCII): six alphameric characters] 

{
[volume sequence number (EBCDIC)]} one to four numeric 
[file section number (ASCII)] characters 

file sequence number: one to four numeric characters 

generation number: one to four numeric characters 

version number: one or two numeric characters 

'label fields 3-10': indicated fields of the standard tape 
file label for either EBCDIC or ASCII 
files. A 49-byte character string, 
contained within apostrophes. 

'label fields 3-10: same as above 

label fields 11-13': 20-character direct continuation of 
the same character string begun with 
fields 3-10 (no blanks, apostrophes, 
or commas separating). A continuation 
character must be present in column 72. 

Causes the 240-character universal character set contained 
in the core image library phase specified by phasename to 
be loaded as buffer storage in the IBM 2821 Control unit. 
SYSxxx must be assigned to a 1403 Printer with the UCS 
feature. 

Causes immediate unassignment of foreground logical units. 

SYSnnn: can be SYSOOO, SYS001, ... 

filename: one to seven alphameric characters, the first of 
which must be alphabetic 

Single Program Initiation Commands (Part 3 of 4) 
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Operation Operand 

XTENT type,sequence,lower,upper, 
'serial nO.',SYSxxx[,B2 ] 

® blank 

Remarks 

type: 1 for data area (no split cylinder) 
2 for overflow area (for indexed sequential file) 
4 for index area (for indexed sequential file) 

128 for data area (split cylinder) 

sequence: sequence number of extent within 
multi-extent file. Can be 0-255. 

lower: lower limit of extent in the form 
BICICIC2C2C2HIH2H2 where: 

B = 1 0 for 2311 or 2314; 0-9 for 2321 

CIC l = 00 for 2311 or 2314; 00-19 for 

C
2

C
2

C
2 

= 000-199 for 2311 or 2314; 
000-009 for 2321 

H = 
1 

0 for 2311 or 2314; 0-4 for 2321 

H2H2 = 00-09 for 2311; 00-19 for 2321 

Note that the last 4 strips of subcell 19 are 
for alternate tracks for 2321. 

2321 

or 2314 

reserved 

upper: upper limit of extent in the same form as for 
lower limit. 

'serial no.': 6-alphameric-character volume serial 
number contained within apostrophes 

SYSxxx: can be SYSOOO-SYSmax 

B
2

: 0 for 2311 or 2314; 0-9 for 2321 

® is alter code 5 

.Figure 41. Single Program 1ni tiation Commands (Part 4 of 4) 

172 DOS System Control and System Service Programs 



Appendix D: Job Control Statements 

Name Operation Operand Remarks 

II ASSGN SYSxxx,address [{:~;s I}] SYSxxx: can be SYSRDR 
SYSIPT 
SYSIN 
SYSPCH 
SYSLST 
SYSOUT 
SYSLOG 
SYSLNK 
SYSRLB 
SYSSLB 
SYSOOO-SYSmax 

address: can be XICUU I , UA, or IGN 

Xl cuu l : C = 0-6 
uu = OO-FE (0-254) in hex 

UA: unassign 

IGN: unassign and ignore 

Xl ss I: used for magnetic tape only 

Bytes Translate convert 
ss l2er Inch parit:t Feature Feature 

10 200 odd off on 
20 200 even off off 
28 200 even on off 

~ 30 200 odd off off 
38 200 odd on off 
50 556 odd off on 
60 556 even off off 
68 556 even on off 
70 556 odd off off 
78 556 odd on off 
90 800 odd off on 
AO 800 even off off 
A8 800 even on off 
BO 800 odd off off 
B8 800 odd on off 
CO 800 single density 9 track tape 
co 1600 single density 9 track tape 
co 1600 dual density 9 track tape 
C8 800 dual density 9 track tape 

ALT: specifies alternate unit 

[{X' cuu· [,X' ss O}] SYSxxx: for magnetic tape -
II CLOSE SYSxxx , UA SYSPCH 

,IGN SYSLST 
,ALT SYSOUT 

SYSOOO-SYSmax 

Xlcuu' , XISSI, UA, IGN, ALT: values as described in 
ASSGN command 

II DATE rom/dd/yy rom: month (01-12) 
or dd: day (01-31) 

dd/rom/yy yy: year (00-99) 

Figure 42. Job Control statements (Part 1 of 4) 
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Name Operation Operand 

II DLAB 'label fields 1-3' 
xxxx,yyddd,yyddd, 
'system code' [,type] 

Remarks 

C 'label fields 1-3': first three fields of Format 1 DASD 
file label. Is a 51-byte character 
string, contained within apostrophes 
and followed by a comma. Entire 
51-byte field must be contained in 
the first of the two statements. 
Field 1 is the file name (44-byte 
alphameric); field 2 is the format 
identifier (!-byte numeric); field 3 
is the file serial number (6-byte 
alphameric) • 

C: any nonblank character in column 72 

xxxx: volume sequence number (4-digit numeric). Must 
begin in column 16 of the continuation statement. 
Columns 1-15 are blank. 

yyddd,yyddd: file creation date followed by file 
expiration date. Each is 5-digit numeric. 

'system code': not required. When used, a 13-character 
string, within apostrophes. 

type: SD, DA, ISC, or ISE. If omitted, SD is assumed. 

II DLBL filename, ['file-ID'], [date], 
[codes] 

filename: one to seven alphameric characters, the first 
of which must be alphabetic 

II EXEC 

II EXTENT 

II JOB 

II LBLTYP 

[progname] 

[symbolic unit], [serial 
number], [type],[sequence 
number], [relative track], 
[number of tracks], [split 
cylinder track], [B=bins] 

jobname 

{
TAPE [ (nn) ]} 
NSD (nn) 

'file-ID': one to forty-four alphameric characters 

date: one to six characters (yy/ddd) 

codes: two or three alphabetic characters 

progname: one to eight alphameric characters. Used 
only if the program is in the core image 
library. 

symbolic unit: six alphameric characters 

serial number: one to six alphameric characters 

type: one numeric character 

sequence number: one to three numeric characters 

relative track: one to five numeric characters 

number of tracks: one to five numeric characters 

split cylinder track: one or two numeric characters 

bins: one or two numeric characters 

jobname: one to eight alphameric characters. 

TAPE: used when tape files requiring label information 
are to be processed and no nonsequential disk 
files are to be processed. 

(nn): optional and is present only for future expansion 
(it is ignored by Job Control) 

NSD: nonsequential disk files are to be processed 

(nn): largest number of extents per single file 

eFigure 42. Job Control Statements (Part 2 of 4) 
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Name Operation 

II LISTIO 

II MTC 

II OPTION 

II PAUSE 

II RESET 

II RSTRT 

/SYS 
PROG 
Fl 
F2 
ALL 
SYSxxx I> 
UNITS 
DOWN 
U1\ 

"XI cuu I / 

Operand 

opcode,SYSxxx[,nn] 

optionl[,option2, ••• ) 

[comments] 

{
SYS l' PROG 

~~xxx 
SYSxxx,nnnn[,filename] 

Remarks 

Causes listing of 1/0 assignments on SYSLST 

opcode:' BSF, BSR, ERG, FSF, FSR, REW, RUN, or WTM 

SYSxxx: any logical unit 

nn: decimal number (01-99) 

option: can be any of the following 

LOG 
NOLOG 
DUMP 

NODUMP 
LINK 

NOLINK 
DECK 
NODECK 
LIST 

NOLIST 
LISTX 

NOLISTX 
SYM 
NOSYM 
XREF 

NOXREF 
ERRS 

NOERRS 
CATAL 

STDLABEL 

USRLl\BEL 

PARSTD 

48C 
60C 

Log control statements on SYSLST 
Suppress LOG option 
Dump· registers and main storage on 
SYSLST in the case of abnormal pro
gram end 
Suppress DUMP option 
Write output of language translator 
on SYSLNK for linkage editing 
Suppress LINK oPtion 
Output object module on SYSPCH 
Suppress DECK option 
Output listing of source module on 
SYSLST . 
Suppress LIST option 
Output listing of object module on 
SYSLST 
Suppress LISTX option 
Punch symbol deck on SYSPCH 
Suppress SYM option 
Output symbolic cross-reference list 
on SYSLST 
Suppress XREF option 
Output listing of all errors in 
source program on SYSLST 
Suppress ERRS option 
Catalog program or phase in core 
image library after completion of 
Linkage Editor run 
Causes all DASD or tape labels to be 
written on the standard label track 
Causes all DASD or tape labels to be 
written on the user label track 
Causes all DASD or tape labels to be 
written on the partition standard 
label track 
48-character set 
60-character set 

Causes pause immediately after processing this statement. 
PAUSE statement is always printed on 1052 (SYSLOG). 
If no 1052 is available, the statement is ignored. 

Resets 1/0 device assignments 

SYSxxx: symbolic unit name of the device on which 
the checkpoint records are stored. Can 
be SYSOOO-SYSmax. 

nnnn: four character identification of the check
point record to be used for restarting 

filename: symbolic name of the DASD file to be 
used for restarting 

.Figure 42. Job Control Statements (Part 3 of 4) 
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Name Operation 

II TLBL 

II TPLAB 

II TPLAB 

II UPSI 

II VOL 

II XTENT 

1* ignored 

1& ignored 

* 

• Figure 42. 

Operand Remarks 

filename,['file-ID'J,[dateJ, filename: 
[file serial numberJ,[volume 

one to seven alphameric characters, the first 
of Which must be alphabetic 

sequence numberJ,[file 
sequence number],[generation 'file-ID': one to seventeen alphameric characters 
number], [version numberJ 
Note: For ASCII file 
processing the fourth and 

date: one to six characters (yy/ddd) 

fifth operands are called {[file serial number (EBCDIC): one to six alPhameriC} 
set identifier and file characters] 
section number, respectively. [set identifier (ASCII): six alphameric characters] 

'label fields 3-10' 

'label fields 3-10 C label 
fields 11-13' 

nnnnnnnn 

SYSxxx,filename 

type, sequence, lower, 
upper,'serial no.' , 
SYSxxx[ ,B 2 J 

ignored 

ignored 

{
[volume sequence number (EBCDIC)]} one to four numeric 
[file section number (ASCII)] characters 

file sequence number: one to four numeric characters 

generation number: one to four numeric characters 

version number: one to two numeric characters 

'label fields 3-10': Indicated fields of the standard 
tape file label for either EBCDIC or ASCII 
files. A 49-byte character string, 
contained within apostrophes. 

'label fields 3-10: same as above 

C: Any nonblank character in column 72 

label fields 11-13': 20-character direct continuation 
of the same character string 
begun with fields 3-10 (no blanks, 
apostrophes, or commas separating) 

n: 0, 1, or X 

SYSxxx: can be SYSOOO-SYSmax 

filename: one to seven alphameric characters, the first 
of which must be alphabetic 

type: 1 for data area (no split cylinder) 
2 for overflow area (for indexed sequential file) 
4 for index area (for inde.Xed sequential file) 

128 for data area (split cylinder) 

sequence: sequence number of extent within multiextent 
file. Can be 0 to 255. 

lower: lower limit of extent in the form 
BICICIC2C2C2HIH2H2 where: 

Bl = 0 for 2311 or 2314; 0-9 for 2321 

CIC l = 00 for 2311 or 2314; 00-19 for 2321 

= 000-199 for 2311 or 2314; 
000-009 for 2321 

Hl = 0 for 2311 or 2314; 0-4 for 2321 

H2H2 = 00-09 for 2311; 00-19 for 2321 or 2314 

Note that the last 4 strips of sub cell 19 are reserved 
for alternate tracks for 2321. 

upper: upper limit of extent in the same form as for 
lower limit. 

'serial no.': 6-alphameric-character volume serial 
number contained within apostrophes. 

SYSxxx: can be SYSOOO-SYSmax 

B2 : 0 for 2311 or 2314; 0-9 for 2321 

Columns 1 and 2 are the only columns checked. 

Columns 1 and 2 are the only columns checked. 

comments Column 2 must be blank • 

Job Control Statements (Part 4 of 4) 
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Appendix E: Format of Language Translator Output Cards 
and the User Replace Card 

Format of the ESD Card 

card 
Columns 

1 

2 - 4 

11 - 12 

15 - 16 

17 - 72 

73 - 80 

Multiple punch (12-2-~. 
Identifies this as a loader card. 

ESD -- External Symbol Dictionary 
card. 

Number of bytes dE information 
contained in this card. 

External symbol identification 
number (ESID) of the first SO, 
PC, CM or ER on thi s card. 
Relates the SO, PC, CM or ER to a 
particular control section. 

variable information. 
8 positions - Name 
1 position - Type code hex 

'00', '01'1, '02', '04', '05', 
or 'OAt to indicate SO, LO, 
ER, PC, CM, or WX, 
respectively. 

3 positions - Assembled origin 
1 position - Blank 
3 positions - Length, if an 

SO-type, CM-type, or a 
PC-type. If an LD-type, this 
field contains the external 
symbol identification number 
(ESIo) of the SO containing 
the label. 

May be used by the programmer for 
identification. 

Format of the TXT Card 

Card 
Col llI.-nns 

1 

2 - 4 

6 - 8 

11 - 12 

Multiple punch (12-2-9). 
Identifies this as a loader card. 

TXT -- Text card. 

Assembled origin (address of 
first byte to be loaded from this 
card) • 

Number of bytes of text to be 
loaded. 

15 - 16 

17 - 72 

73 - 80 

External symbol identification 
number (ESIo) of the control 
section (SO or PC) containing the 
text. 

Up to 56 bytes of text -- data or 
instructions to be loaded. 

May be used for program 
identification. 

Format of the RLD Card 

Card 
Columns 

1 

2 - 4 

11 - 12 

17 - 72 

Multiple punch (12-2-9). 
Identifies this as a loader card. 

RLo -- Relocation List Dictionary 
card. 

Number of bytes of information 
contained in this card. 

Variable information (multiple 
items) • 

a. Two positions - (relocation 
identifier) pointer to the 
EsrD number of the ESD item 
on which the relocation 
factor of the contents of 
the address constant is 
dependent. 

b. Two positions - (position 
identifier) pointer to the 
ESro number of the ESD item 
on which the position of 
the address constant is 
dependent. 

c. One position - flag 
indicating type of 
constant, as follows: 

Bits 
0-2 ignored 

3 o - a nonbranch type load 
constant 

1 - a branch type load 
constant 

4-5 00 - load constant length 
= 1 byte 

01 - load constant length 
= 2 bytes 
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73 - 80 

6 

7 

10 - load constant length 
= 3 bytes 

11 - load constant length 
= 4 bytes 

o - relocation factor is 
to be added 

1 - relocation factor is 
to be subtracted 

o - Next load constant has 
different Rand P 
identifiers; therefore, 
both Rand P must be 
present. 

1 - Next load constant has 
the same R and P 
identifiers; therefore 
they are both omitted. 

Five significant bits of this 
byte are expanded in the RSERV 
printout. 

d. Three positions - assembled 
origin of load constant. 

May be used for program 
identifica tion. 

Format of the END Card 

Card 
Columns 

1 

2 - 4 

6 - 8 

15 - 16 

Multiple punch (12-2-9). 
Identifies this as a loader card. 

END 

Assembled or~g~n of the label 
supplied to the Assembler in the 
END card (optional). 

ESID number of the control 
section to which this END card 
refers (only if 6-8 present). 

17 - 22 

29 - 32 

73 - 80 

Symbolic label supplied to the 
Assembler if this label was not 
defined within the assembly. 

Control section length (if not 
specified in last SD or PC). 

Not used. 

Format of the REP (User Replace) 
Card 

Card 
Columns 

1 

2 - 4 

5 - 6 

7 - 12 

13 

14 - 16 

17 - 70 

71 - 72 

73 - 80 

Multiple punch (12-2-9). 
Identifies this as a loader card. 

REP -- Replace text card. 

Blank. 

Assembled address of the first 
byte to be replaced 
(hexadecimal). Must be right 
justified with leading zeros if 
needed to fill the field. 

Blank. 

External symbol identification 
number (ESID) of the control 
section (SO) containing the text 
(hexadecimal). Must be right 
justified with leading zeros if 
needed to fill the field. 

From 1 to 11 4-digit hexadecimal 
fields separated by commas, each 
replacing two bytes. A blank 
indicates the end of information 
in this card. 

Blank. 

May be used for program 
identification. 
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For a more complete list of data processing 
terms, refer to IBM Data Processing 
Techniques, A Data Processing Glossary, 
GC20-1699. 

ANSI (American National Standards 
Institute, Inc.) Label Format: The tape 
file format used when the label is written 
in the ASCII mode. 

ASCII (American National Standard Code for 
Information Interchange): A 128-character, 
7-bit code. The high-order bit in the 
system/360 a-bit environment is zero. 

core wrap mode: The method of operation 
that records the events of a trace in the 
area of main storage reserved by the CE 
parameter of the FOPT macro. It is the 
default process when no output device for 
the trace has been specified. The contents 
can be displayed by either a dump program 
or manually from the console. 

DOS Volume statistics: A facility that 
moni tors and records the numbe r of 
temporary read and write errors on 
currently accessed tape volumes. This 
facility has two options, Error Statistics 
by Tape Volume (ESTV) and Error Volume 
Analysis (EVA). 

EREP (Environmental Recording, Editing, and 
Printing): A program that edits and prints 
data that has been stored in the recorder 
file by the I/O error logging and Machine 
Check Recording and Recovery (MCRR) 
functions. 

ESTV (Error statistics by Tape Volume) : 
One of the tVlO options of the DOS Volume 
statistics. With ESTV support, the system 
collects data on tape errors by volume for 
any tape volumes used by the system. 

EVA (Error Volume Analysis): One of the 
two options of the DOS Volume Statistics. 
With this option, the system issues a 
message to the operator when a number of 
temporary read or write errors (specified 
by the user at system generation time) has 
been exceeded on a currently accessed tape 
volume. 

file section number: For ASCII files, the 
number indicates the order of a volume in a 
given file or multifile set. The first 
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file must be numbered 0001. The ASCII file 
section number is equivalent to the EBCDIC 
volume sequence number. 

F/L Trace (Fetch/Load Trace): A program 
that records information atout phases and 
transients as they are called from the core 
image library. It records the number and 
location of the SVC, the program interrupt 
key, and the name, load, and entry 
addresses of the phase or transient. 

GSVC Trace (Generalized Su~ervisor Calls 
Trace): A program that records SVC 
interrupts as they occur. Allor a 
selected grou~ of SVCs can be traced. The 
SVC old PSW, the task identification, the 
last three bytes of register 0, and the 
contents of register 1 are recorded. 

I/O Trace (Input/Output Trace): A program 
that records I/O device activity for all or 
a selected group of I/O devices. The data 
recorded is the I/O old PSW and the CSW. 

PDAID (Problem Deterninaticn Aids): 
Programs that trace a specified event when 
it occurs during the operation of a 
program. The traces provided are I/O 
Trace, F/L Trace, and GSVC Trace. 

problem determination: A ~rocedure or 
process (provided by IBM) that the user can 
follow after an error message to determine 
the cause of that error. (See PDAID) 

stand-alone dump: A program that displays 
the contents of main storage from a minimum 
of 8K bytes to a maximum of 16384K bytes. 
It helps to determine the cause of an 
error. 

trace: 1. To record a series of events as 
they occur. 

2. The record of a series of 
events. 

WXTRN (Weak External Reference): A 
reference to control sections and external 
labels defined in other ser-arately 
assembled modules. 

WX: One of the classifications of the ESD 
record recognized by the linkage editor. 
It is generated by WXTRN. 
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Indexes to systems reference library 
manuals are consolidated in the publication 
IBM System/360 Disk Operating System Master 
Index, GC24-5063. For additional 
information about any subject listed below, 
refer to other publications listed for the 
same subject in the Master Index. 

(*) - comments statement 45,69 
(/&) - end-of-job statement 45;69,74 
(/*) - end-of-data file statement 45,69, 

84 

A (Action) 31 
abnormal end-of-job handling 38 
ABORT 22 
action indicators, error messages 31 
ACTION statement 84-96 

CANCEL 91 
CLEAR 91 
F1 91 
F2 91 
MAP 91 
NOAUTO 91 
NOMAP 91 

activity log, update function 131 
ADD statement (librarian) 130 
ADD 

at IPL 77 
librarian 130 

ALLOC 
allocate main storage command 

46 
control statement. 137,138 

32,33, 

Am. Nat. Std. Code for Info. Interchange 
(ASCII) 15 

American National Standards Institute, Inc. 
(ANSI) 164 

ANSI (American National Standards Institute, 
Inc.) 164 

appendixes 
A. standard DASD file labels, format 1 

160-162 
B. standard tape file labels 163-164 
C. operator to system commands 

165-172 
D. job control statements 173-176 
E. language translator, user replace 

card 177 
ASCII (Am. Nat. Std. Code for Info. 

Interchange) 15 
assemble-and-execute operation 83 
ASSGN statement 

job control 96,44-47 
problem determination 158 

ASSGN 
assign logical name command 32,35,47 
statement 44,47 

as~igning system files to disk 72 

ATTN commands 33,168 
ATTN routine commands 

ALLOC 46 
ASSGN 47 
~ end-of-communication 68 
BATCH 49 
CANCEL 49 
LOG 57 
MAP 57 
MSG 58 
NOLOG 58 
START 63 
TIMER 64 

Index 

AUTOLINK (automatic library look-up) 87 
automatic condense limit 146 
automatic library look-up (AUTOLINK) 87 
availability 

facilities 25 
system aids 25 

® - end-of-communication command 33,36, 
68,148 

background partition 10 
~inimum size 15 

background programs 10 
background vs foreground programs 10 
BATCH command 33,49 
batched-job 

foreground 10 
system cataloging of ESTVUT 157 

BKEND statement 126 
book 133-139 
bookname 126 
BTAM 11 

calling module 121 
CANCEL 20 

cancel initiation command 35,49 
cancel job command 49,32-35 

catalog 
batched-job only, ESTV 157 
core image library 115 
POAID 149 
PDLIST 149 
programs in core image library 83 
relocatable library 120 
source statement library 126 

cataloging ESTVUT 157 
CATALR 120 
CATALS 126 
CCB (command control block) 23 
CCW (channel command word) 24,95 
channel command word (CCW) 24,95 
channel status word (CSW) 24 
channel 

command word (CCW) 24,95 
failure 26 
multiplexor 23 
requirements, MICR 12 
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channe 1 ( CONT • ) 
requirements, optical reader/sorter 

12 
requirements, telecommunications 11 
scheduler 23 
selector 23 

checkpoint/restart 37 
checkpoint, restarting programs from 44 
CHKPT 19 
CLOSE 20 

close 9utput unit command 32,50 
close 

system disk files 73 
system tape output files 72 

CLOSER macro 95 
CM-common 82,85 
C~RSD operand (librarian) 135 
code 

device 79 
private 82 

COM 82 
command 

ALLOC (allocate main storage) 46, 
32-33 

ASSGN (assign logical name) 47,32-35 
@, end of communica:tion 68,33-35 
BATCH (batched-job) 33,49 
CANCEL (cancel job) 49,32-35 
CLOSE (close output unit) 32,50 
DLAB 36,51 
DLBL 51 
DLBL (DASD label information) 35 
DVCDN (device dowri) 32,52 
DVCUP (device up) 32,52 
EXEC (execute program) 35,53 
EXTENT (DASD-extent information) 35, 

53 
HOLD (foreground unit assignments) 

32,35,55 
LBLTYP (storage for label information) 

35,55 
LISTIO (list I/O assignments) 32,35 
LOG 57,32-35 
MAP (map main storage) 57,32-35 
MSG (transfer control) 58,33-35 
MTC (magnetic tape control) 32,58 
NOLOG (suppress logging) 58,32-35 
PAUSE 60,32-35 
READ (specify reader) 35.,60 
RELSE (release foreground unit assign) 

33,35,61 
RESET (reset I/O assignments) 33,61 
ROO (record on demand) 33,61 
SET (set value) 33,62 
START (foreground and batched-job) 

33,63 
$TOP (stop hatched-job processing) 

33,63 
TIMER (interval timer) 64,33-35 
TLBL 64 
TLBL (tape label information) 35 
TPLAB 36,65 
ues (load universal character set) 

66,33-35 

command (CONT • ) 
UNA (unassign foreground units) 

33-35 
UNBATCH (terminate batched-job) 

66 
VOL 
XTENT 

commands 

36,67 
36,67 

ATTN 33,168 . 
foreground initiation 169,33-35 

66, 

job control 165,32-46 
operator to system 31,165-172 
single program initiation 169,33-35 

common (CM) 82-86 
COMMON area allocation 82-87 
communication to the operator 
communications region 15,17 

30 

foreground batched-job environmt 
macros 19 
modification 18 
setting up 42 

compile~and-execute operation 
COMRG 18 

83 

condense limit, automatic 
condense 

145 

core image library 117 
relocatable library 123 
source statement library 
special considerations 

CONDL statement 145 
CONDS statement 117-132 
considerations 

condense 144 
POAlD 149 
punch 144 

control programs 
IPL 9,77 
job control 
supervisor 

control statement 
job control 
librarian 

9,15 

9,39 
9,15 
format 

44 
114 

control statement 
conventions 13 
effect on I/O units 73 
placement, linkage editor 

control 

132 
144 

84 

cards necessary to run ESTVUT 
dictionary 82 

155 

functions, macros for access 
PDAID, statements 148 
section 82 

20 

sequence of statements 45 
statement format, librarian 114 
supervisor and problem program 20 

conventions, control statement 13 
copy 

control statements 138 
core image library 138 
functions 138,103-114,138-140 
private libraries 146 
relocatable library 139 
source statement library 139 

COPYC 138 

17 
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COPYC (CONT.) 
ALL statement 139 

COPYR 139 
COPYS 139 
core image directory 99 

size 100 
core image library 10,115 

catalog 115 
condense 117 
copy 138 
delete 115 
display 117 
display and punch 119 
maintenance 115 
maintenance functions 115 
punch 118 
reallocation 137 
rename 116 
service 117 
size 101 
transfer of data 141 

core wrap mode 150 
data location 150 

CORGZ 138 
CPU machine check 26 
creation of 

file 52 
private libraries 146 
recorder file 26 

CSECT-control section 82-95 
CSERV program 103,117 
CSW (channel status word) 24 
current mode 48 

D (Decision) 31 
DASD file 

data 

identification statements 43 
labels, format 1 160 
protection 17,22 

core wrap mode, location 150 
PDAID printing 151 

date statement 44,50 

DEL s ta temen t 
at IPL 78 
librarian 130 

delete 
core image library 115 
relocatable library 122 
source statement library 127 

DELETR 122 
DELETS 127 
description and format of job control 

statements 46 
device assignment 39 
device error recovery 24 
device 

code entries in ADD 79 
specifications 48 
symbqlic assignment 42 
unit record 41 

devices supported for I/O operations 12 
directories 

foreground 39,95 
formula for S1ze 100 
librarian functions 136 
phase 18,39 

directory 
core image 99 
relocatable 99 
source statement 100 

disk assignment required for ESTVUT 155 
disk files 

closing system 73 
opening system 73 

Disk Operating System components 9 
disk space required for libraries and 

directories 100 
disk storage 

directories 100 
libraries 100 

disk work files 74 
display and punch 

core image library 119 
relocatable library 125 
source statement library 135 

display program (EREP) 153 
display 

DLAB 

core image library 117 
relocatable library 123 
source statement library 133 

DASD label information command 36,51 
statement 45,51 

DLBL 
command 35,51 
statement 44,51 

DOS system pack 13 
DOS volume statistics 27 
DSERV program 103,136 
DUMP 20,38 
dump and abort 22 
DUMPGEN (stand-alone dump) 158 
dumping from disk to tape, ESTVUT 

DVCDN - device down command 
DVCUP - device up command 

EBCDIC 15 

32,52 
32,52 

156 

edit and store label information 42 
END statement (librarian) 131 
end-of-communication command ® 33,35 
END 

card 118,120 
end of module 82,178 
librarian 130 

ENTRY card 120 
ENTRY statement 84-96 
environmental recording, editing, printing 

prog (EREP) 153 
EOJ 20 
ER - external reference 81 
EREP (environmental recording, editing, 

printing prog) 153 

Index 183 



EREP record display 154 
error logging, I/O 25 
error recovery 24 

device 24 
error statistics by tape volume (ESTV) 27 
error volume analysis (EVA) 27 
ESD (external symbol dictionary) 81,177 
ESD card 118,120 
ESTV (error statistics by tape volume) 27 
ESTV (error statistics by tape volume) 

154 
ESTV dump file program 

ESTVUT 27 
ESTV format data set program (ESTVFMT) 

157 
ESTV output modes 28 
ESTVFLE (ESTV data set) 28 
ESTVFMT, ESTV format data set program 157 
ESTVMT, ESTV magnetic tape routine 157 
ESTVPR, ESTV printer routine 157 
ESTVUT 

cataloging 156 
control cards 155 
dumping from disk to tape 156 
ESTV dump file program 27,154 
label information required 155 
main routine 157 
messages required 155,156 
processing functions 154 
responses to messages 155,156 
running the program 154,156 
symbolic unit assignments 155 

EVA (error volume analysis) 27-30 
EVA message 27,30 
EXCP 20,24 
EXEC 

execute program command 
statement 44,53 

35,53 

EXIT 20,22 
EXTENT 

command 35,53 
statement 44,53 

external interrupt 19 
external reference (ER) 81 
external symbol dictionary (ESD) 
EXTRN 81 

F/L (fetch/load) trace 147 
factor, relocation 82,177 
feature 

convert 48 
translate 48 

features supported 11 
additional 12 
availability aids 25 
I/O 11 
minimum 11 

FETCH macro instruction 20,36 
fetch/load (F/L) trace 147 
FGP programs 95 
file identification 

DASD statements 43 
description 43 

81,177 

file identification (CONT.) 
job control 44 
linkage editor 

file labels 
standard DASD 
standard tape 

file-ID 52 
file 

84,96 

160 
163,164 

codes 52 
creation date 52 
DASD identification 42 
date 52 
File-ID 52 
filename 51 
IJBESTMT 157 
IJBESTPR 157 
IJBESTUT 157 
IJSYSPR 142 
IJSYSPS 142 
IJSYSRC 25 
IJSYSRL 142 
IJSYSRS 142 
IJSYSSL 142 
new residence 142 

74 

54 

protection 17,22 
protection, DASD 
recorder 26 
sequence number 
serial number 
standard DASD 
standard tape 
system code 

53 
labels 
labels 
52 

type 54 
filename 52 

160-162 
163-164 

fixed partitioned multiprogramming 
FOPT macro 28,30 

10 

foreground initiation commands 
foreground partition 10 

169,33-35 

minimum size 15 
foreground programs 10 

single program initiation 
format 

CATALR 120 
CATALS 126 
CONDS 117-133 
DELETC 116 
DELETR 121 
DELETS 127 
DSPCH 119,125 
DSPLY 117-123,133-135 
general control statement 

35 

114 
job control statements 44 
language translator output cards 
LUB entry 41 
PUB entry 41 
PUNCH 134,118-124 
RENAMC 116 
RENAMR 122 
RENAMS 128 
UPDATE 129 
user REPLACE (rep) card 

function 
catalog 121-125 
commands and statements 

178 

70,71 

177 
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function (CONT.) 
condense 117 
condense, special considerations 144 
copy 138,103-114 
delete 121-127 
display 117-133 
display and punch 135,119-124 
librarian 103 
maintenance 103-113 
maintenance, core image 115 
maintenance, relocatable 120 
maintenance, source statement 126 
merge 140 
punch 118-124 
punch, special considerations 144 
reallocation 137 
rename 116-128 
service 103-114 
service, core image 117 
service, relocatable 123 
service, source statement 133 
stand-alone dump 158 
update 129 
update activity log 131 

functions 
channel scheduler 23 
job control 39 
supervisor 19 

generalized supervisor calls (GSVC) trace 
147 

GETIME 20 
glossary of new terms 179 
GSVC (generalized supervisor calls) trace 

147 

HOLD - hold foreground unit assignments 
command 32,55 

I (Information) 31 
I/O (input/output) trace 147 
I/O error logging 25 
I/O units control tables 16 
I/O units 

I/O 

SYSIPT 9 
SYSLOG 9 
SYSLST 9 
SYSPCH 9 
SYSRDR 9 
SYSRES 9 

control tables 16 
devices 12 
error logging (OBR/SDR) 25 
interrupt 22 
linkage editor 81 

IBM 2715 records 154 
identification, source statement 

statement 126 
IJBESTMT, module name for ESTVMT 

library 

157 

IJBESTPR, module name for ESTVPR 157 
IJBESTUT, module name for ESTVUT 157 
IJSYSPR 142 
IJSYSPS 142 
IJSYSRC 25 
IJSYSRL 142 
IJSYSRS 138,142 
IJSYSSL 142 
INCLUDE card 120 
INCLUDE statement 84-96 
indicator 

Action (A) 31 
Decision (D) 31 
Information (I) 31 
SEREP (S) 31 
Wait (W) 31 

initial program loader (IPL) 9,77 
initiating single-program foreground 

programs 10 
input to catalog 121 
input/output (I/O) trace 147 
input/output error logging (OBR/SDR) 
input/output interrupt 19,22 
input/output units 9,12 
input/output units control tables 16 
interrupt 

external 19 
handling 19 
input/output 19,22 
machine check 19,22 
program check 19,22 
supervisor call 19 
supervisor processing of 11 

IOCS 
logical 25,95 
physical 24 

IPL (initial program loader) 9,77 
IPL statement 

ADD 77 
DEL 78 
SET 78 

JC (job control) 39 
JIB (job information block) 
job control (JC) 39 
job control commands 

ALLOC 46 
ASSGN 47 
~, end of communication 
CLOSE 50 
DLAB 51 
DLBL 51 
DVCDN 52 
DVCUP 52 
EXEC 53 
EXTENT 53 
HOLD 55 
LBLTYP 55 
LISTIO 56 
LOG 57 
MAP 57 
MTC 58 
NOLOG 58 

17 

68 

25 
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job control commands (CONT. ) 
PAUSE 60 
RELSE 61 
RESET 61 
ROD 61 
SET 62 
STOP 64 
TLBL 64 
TPLAB 65 
UCS 66 
UNA 66 
UNBATCH 67 
VOL 67 
XTENT 67 

job control statement 
*-comments 45,69 
/& 45,69 
/* 45,69 
ASSGN 96,44-47 
CLOSE 44,50 
DATE 44,50 
DLAB 45,51 
DLBL 44,51 
EXEC 97,44-52 
EXTENT 44,53 
JOB 96,44-55 
LBLTYP 97,45-55 
LISTIO 45,56 
MTC 45,58 
OPTION 96,45-58 
PAUSE 45,60 
RESET 45,61 
RSTRT 45,61 
TLBL 45,64 
TPLAB 45,65 
UPSI 45,67 
VOL 45,67 
XTENT 45,67 

job control 9,39 
commands 32,165 
commands, description and format 46 
functions 39 
statement example 75,76 
statements 44,173 
statements description and format 46 

job date 42 
job information block (JIB) 17 
job name 42 
JOB statement 55,74 

label area in foreground partition 15 
label cylinder 42 
label definition (LD) 81 
label information required for ESTVUT 155 
label reference (LR) 81 
label 

information, edit and store 42 
processing 43 

labels 
standard DASD file 160-162 
standard tape file 163-164 

la~guage translator, format of output cards 
177 

language translator 10 

output card formats 177 
LBLTYP command 35,55 
LBLTYP statement 45,97 
LBRET 20 
LD-label definition 81 
LD/LR-label definition and reference 81 
librarian functions 103 

core image library 115 
directories 136 
relocatable librar¥ 120 
source statement l~brary 125 

librarian 10,99 
control statement format 114 
reallocation 137 

libraries 
formulas for size 100 
private 145 

library 10 
core image 99 
r·e loca table 99 
source statement 99 

link edit job, example of setup 96 
linkage editor statement 

/* 84 
ACTION 84-96 
ENTRY 84 
INCLUDE 84-96 
PHASE 84-96 

linkage edi t.or 9 ,80 
control statement format and placement 

84 
core requirements 15 
in autolink 87 
input and output 80 
input and output, example of 97 
input restrictions 96 
job setup 96 
map 94 
operations 83 
runs, types of 82 

LISTIO 
list I/O assignment command 56,32-35 
statement 45,56 

LOAP 20 
LOAD macro instruction 37 
load-and-execute operation 83 
location, core wrap mode 150 
LOG - log command 57,32-35 
logical unit block (LUB) 16,41 
logical units 

programmer 40,13-16 
system 16,40 

LR-label reference 82 
LUB (logical unit block) 16,41 
LUB entry, format 41 

machine check interrupt 
machine check recording 

25,26 
machine requirements 
MACRO statement 126 
macro 

CANCEL 20 

19,22 
ana ___ very (MCRR) 

11 
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macro (CONT.) 
CCB 24 
CHKPT 20 
CLOSE 20 
CLOSER 95 
communications region 
COMRG 18,20 
DUMP 20,38 
EOJ 20 
EXCP 20 
EXIT 20,22 
external interrupts 
FETCH 20,36 
FOPT 28,30 
GETIME 20 
LBRET 20 
LOAD 20,37 
logical IOCS 
MACRO 126 
MEND 126 
MVCOM 20 
OPEN 20 
OPENR 95 
PDUMP 20,38 
physical IOCS 
SETIME 20 
STXIT 20,22 
supervisor 20 
TECB 21 
WAIT 20 

25,95 

24 

18 

21 

macros for use,with external interrupt 
main storage 

allocation 32 
availability aids 
backg;J:'ound 15 
batched-job 15 
common 82 

25 

disk operating system 
foreground 15 
linkage editor 15 

11,13 
map 94 
multiprogramming 
multitasking 11 
organization 15,16 
SPI 15 
telecommunications 11 

9 

MAINT program 144,103-115 
maintenance functions 104-113 

catalog 113 
condense 113 
core image library 
delete 113 
reallocate 113 
relocatable library 
rename 113 

115 

120 

source statement library 
update 113 

maintenance of private libraries 
MAP - map main storage command 
MAP example 94 

125 

146 
57,32-35 

21 

MCRR (machime check recording and recovery) 
26 

MCRR (machine check recording and recovery) 
25 

MCRR records 154 
MEND statement 126 
merge considerations 141 
merge function 140 

direction of transfer 142 
sample job setup 143 

MERGE statement 114,138,141 
merge 

functions 141-144 
message 

ATTN commands 
DUMPGEN 159 
ESTV 155 
EVA 27,29 

33,168 

155,156 
12 

messages provided by ESTVUT 
MICR processing requirements 
minimum system configuration 
minimum system requirements for 

multiprogramming 13 
minimum 

11 

~eatures required 11 
multiprogramming system requirem(1:lnts 

13 
system configuration 

mode 1 ESTV printout format 
mode 2 ESTV printout format 
mode 

ASCII 15 

11 
28 
29 

assemble-or compile-and-execute 
batched-job 10 
catalog 83 
core wrap 150 
current 48 
EBCDIC 15 
ESTV output 28 
F/L trace entry 
GSVC trace entry 
I/O trace entry 
load and execute 
single program 
standard 48 

151 
151 

151 
83 

10 

83 

module names for ~STV modules 
MSG - transfer control command 
MTC 

157 
58,33-35 

magnetic tape control command 32,58 
statement 45,58 

multiplexor chann~l 23 
multiprogramming' 10 

background vs foreground 10 
minimum system requirements 13,36 
multitasking 10 
storage protection 15 
telecommunications 11 

multitasking 10 
MVCOM 18,20 

newname 128 
NEWVOL statement 138,146 
NOAUTO-no automatic library +ook-up 87 
NOLOG - suppress logging command 58, 

32-35 
normal and abnormal end-of-job handling 

38 
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NRS (new system residence file) 141 

object module 80 
OBR (outboard recorder) 25 
OBR records 154 
old PSW 19 
oldname 127,128 
OPEN 20 
open 

system disk files 
system tape files 

OPENR macro 95 
operand 

73 
72 

book 126-128,133-139 
CMPRSD 135 
CORE, OPTN 158 
DECK, OPTN 158 
INTR, OPTN 158 
LOADADR, OPTN 158 
NOINTR, OPTN 158 
NRS 141 ;142 
PRV 141,142 
RES 141,142 
s .book1 129 
sublib 126-129,133-139 
v.m 129 

operator communication 31 
operator to system commands 32,165-172 
optical reader/sorter requirements 12 
OPTION statement 43-58 

CATAL 59,115-121 
DECK 59 
DUMP 59 
ERRS 59 
LINK 59 
LIST 59 
LISTX 59 

59 
59 
59 
59 
59 

59 
59 ' 

LOG 58 
NODECK 
NODUMP 
NOERRS 
NOLINK 
NOLIST 
NOLISTX 
NOLOG 
NOSYM 
NOXREF 
PARSTD 
STDLABEL 
SYM 59 
USRLABEL 
XREF 59 
48C 60 
60C 60 

59 
59 
59 

59 

59 

OPTN statement 158 
OPTN 

CORE 158 
DECK 158 
INTR 158 
LOADADR 159 
NOINTR 158 

organization of DOS system pack 13 
organization 

DOS·~ystem pack 13,14 

organization (CONT.) 
main storage 15,16 

outboard recorder (OBR) 25 
output modes, ESTV 28 
overlap, read/write/compute 23 
overlays,. phases of multiphase program 82 

PARSTD 43,59 
partition 

background 
background 
foreground 

PAU~E . 

10 
vs foreground 

10 

command 60,32-35 
statement 45,60 

PC-private code 82 

10 

PDAID (problem determination serviceability 
aids) 147-149 

PDAID 147-149 
F/L trace 
GSVC trace 
I/O trace 
initiation 
PDLIST 149 

147 
147 

147 
148 

printing of data 151 
system considerations 
usage 153 

PDLIST 149 
POUMP 20,38 

149 

permanent error counter (ESTV) 
PHASE card 118-120 
phase directory 18,39 
phase entry point 95 
PHASE statement 84-96 

displacement 86 
foreground 86 
name 85 
origin 85 
relocation 
ROOT 86 

86 

27 

24 
16 

physical I/O macro instructions 
physical transient area overlap 
physical unit block (PUB) 16,41 
prepare programs for execution 39 
printing POAIO data 151 
printout format 

ESTV mode 1 28 
ESTV mode 2 29 

priority for CPU processing 
:-rivate code (PC) 82 
private libraries 

definitiop and creation 
maintenance 146 

11 

145 

use and restrictions 145 
problem determination serviceability aids 

(POAID) 147-149 
problem determination 

OUMPGEN 158 
EREP 153 
ESTVFMT 157 
ESTVUT 154 
F/L trace 147 
GSVC trace 147 
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problem determination (CONT.) 
I/O trace 147 
PDAID 147-153 
PDLIST 149 
serviceability aids (PDAID) 147 

processing functions, ESTVUT 28 
processing programs 10 
program check interrupt 19 
program mask in PSW 22 
program 

Assembler 10 
Autotest 10 
background vs foreground 10 
batched-job 10 
BTAM 11 
catalog 115-126 
CATALR 120 
CATALS 126 
COBOL 10 
condense 116-132 
CONDS 117-132 
control 9 
CORGZ 138 
CSERV 103,117-119 
definition 80 
delete 115-127 
DELETR 121 
DELETS 127 
display 117-123,133-136 
display and punch 119-135 
DSERV 103,136 
DSPCH 119-135 
DSPLY 117-136 
DUMPGEN 158 
EREP 153 
ESTV 28,154 
FGP 95 
fixed partitioned 10 
FORTRAN 10 
identifiers used in multiprogramming 

31 
IPL 9,77 
job control 9,39 
librarian 10,99 
linkage editor 9,80 
MAINT 137,103-125 
multiprogramming 10 
PDAID 147 
phase 80-95 
PL/I (D) 10 
problem determination 10,147 
processing 10 
punch 134,118-124 
QTAM 11 
QTAM message control 11 
RENAMC 116 
rename 116-128 
RENAMR 122 
RENAMS 128 
RPG 10 
RSERV 103,123 
SEREP 31 
single program foreground 10 
single program initiator 10 

program (CONT.) 
Sort/Merge 10 
SSERV 103 
supervisor 9,15 
system service 9 
update 129 
user 10 
Utilities 10 

programmer logical units 40,13-16 
PRV (private relocatable library) 141 
PSW 19 
PTA overlap feature 16 
PUB (physical unit block) 16,41 
PUB e~try, format 41 
punch 

core image library 118 
relocatable 124 
relocatable library 124 
source statement library 134 
special considerations 144 

QTAM 11 
queue 23 

READ command 35,60 
read/write/compute overlap 23 
reallocation function (librarian) 137 
record on demand (ROD) command 61,25-33 
recorder file 25 
records collected by ESTV 28 
records 

IBM 2715 154 
MCRR 154 
OBR 154 
SDR 154 

relocatable directory 99 
size 101 

relocatable library 10,99 
catalog 120 
condense 123 
copy 139 
delete 121 
display 123 
display and punch 125 
maintenance 120 
maintenance functions 120 
punch 124 
reallocation 137 
rename 122 
service functions 123 
size 101 
transfer of data 141 

relocation factor 82,177 
RELSE - release foreground unit assignments 

at EOJ 61,32-35 
RENAMC 116 
rename 

core image library 116 
relocatable 122 
relocatable library 122 
source statement library 128 

RENAMR 122 
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RENAMS 129 
REP statement (librarian) 130 
REP, user replace card 82,177 
requirements 

channel, MICR 12 
machine 11 
main storage for multiprogramming 13 
MICR processing 12 
minimum features 11 
minimum system 36 
multiprogramming 14 
optical reader/sorter 12 
telecommunications 11 

RES (system residence file) 141 
resequencing (single statement library 

statements) 128 
RESET 

reset I/O assignments command 33 
statement 45,61 

responses to ESTVUT mess~ges 155,156 
restart 37 
restarting programs from checkpoint 44 
restrictions, linkage editor input 96 
RLD (relocation list dictionary) 177 
RLD card 120 
RLD-relocation list dictionary 82 
ROD (record on demand) command 32,61, 

25-33 
ROOT 86 
routines 

supervisor 15 
transient 15 

RSERV program 103,123 
RSTRT statement 45,61 
running ESTVUT 155 
runs, linkage editor 82 

S (SEREP) 31 
s.book1 operand 129 
sample output for F/L trace 152 
sample output for GSVC trace 153 
sample output for I/O trace 152 
save area in foreground partition 15 
SD-section definition 81 
section definition (SD) 81 
selector channel 23 
self-relocating programs 95 

sequence of job control statements 45 
SEREP program 31 
service functions 114,103-109 

core image library 117 
relocatable library 123 
source statement library 133 

serviceability aids 
EREP 153 
error statistics (ESTV) 154 
I/O error logging (OBR/SDR) 25 
machine check recording recovery 26 
problem determination (PDAID) 147 

serviceability facilities 25 
SET - set value command 32,33,62 

set up communications region 42 
SET, at IPL 78 
SETIME 20,21 
single program initiation 10 
single program initiation (SPI) commands 

33 
single program initiation commands 35, 

169 
single program initiator 9 
source module 80 
source statement directory 100 

size 102 
source statement library 10,99 

catalog 125 
copy 139 
delete 127 
display 133 
display and punch 135 
maintenance functions 125 
punch 134 
reallocation 137 
rename 128 
service functions 133 
size 102 
transfer of data 141 
update 129 

sources of linkage editor input 84 
SPI commands 35 

ASSGN 47 
~ end-of-communication 68 
DLAB 50 
DLBL 51 
EXEC 53 
EXTENT 53 
HOLD 55 
LBLTYP 55 
LISTIO 56 
LOG 57 
MAP 57 
MSG 58 
NOLOG 58 
PAUSE 60 
READ 60 
RELSE 61 
TIMER 64 
TLBL 64 
TPLAB 65 
UCS 66 
UNA 67 
VOL 67 
XTENT 67 

SRD records 154 
SSERV program 103,133 
stages of program development 80 
stand-alone dump (DUMPGEN) 158 
standard DASD file labels, format 1 160 
standard mode 48 
standard tape file labels 163-164 
standard tape labels 

ANSI 164 
IBM 163 

START command 33,63 
statement identification (source statement 

library) 129 
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statement 
*-comments 45,69 
/& (job control) 45,69 
/& (linkage editor) 97 
/* (job control) 45,69 
ACTION 84-96 
ADD 77,130 
ALLOC 137 
ASSGN 44,158 
ASSGN (job control) 96,44-47 
ASSGN (problem determination) 158 
~ end-of-communication 148 
BKEND 126 
CLOSE 44,50 
CONDL 145 
CONDS 117,123,132 
conventions 14 
COPYC 138 
COPYR 139 
COPYS 139 
CSERV 103,117 
DATE 44,50 
DEL 78,130 
DELETC 116 
DELETR 121 
DLAB 45,51 
DLBL 44,51 
DSERV 103 
DSPCH 135,119-125 
DSPLY 117-136,13~-136 
END 130 
ENTRY 84-96 
EREP 153 
EXEC 44,97,44-52 
EXTENT 44,53 
general, librarian 114 
INCLUDE 84-96 
input to catalog 121 
JOB 96,44-55 
job control 44,75,173 
LBLTYP 97,45-55 
LISTIO 45,56 
MACRO 126 
MEND 126 
MERGE 114,138 
MTC 45,58 
NEWVOL 138,146 
OPTION 58,96 
OPTN 158 
PAUSE 45,60 
PDAID 149 , 1 53 
PDLIST 150 
PHASE 85,84-96 
PUNCH 118,124,134 
RENAMC 116 
RENAMR 121 
RESET 45,61 
RSERV 103 
RSTRT 45,61 
sequence 45 
SET 78 
SSERV 103 
TLBL 45,64 
TPLAB 45,65 

statement (CONT.) 
trailer 126 
UPDATE 129 
UPSI 45,67 
VOL 45,67 
XTENT 45,67 

statistical data recorder (SDR) 25 
status 

channel and device errors 24 
unit exception 24 
wrong length record (WLR) 24 

STDLABEL 43,59 
STOP - stop background processing Qommand 

33,63 
storage protection 15,16 
storage protection 

key 18 
multiprogramming 15 
transient area 16 

structure of a program 80 
STXIT 20,22 
sublib 133-139 
sublib (sublibrary) 126-129 
sublibrary 100,133-139 
sublibrary (sublib) 126-129 
submodu1ar structure 89 
supervisor call (SVC) 20 
supervisor call interrupt 19 
supervisor 9,15 

communications region 15 
functions 15,18 
generation 15 
interrupt 20 

SVC (supervisor call) 20 
SVC interrupt 20 
symbolic device assignment 39-42 
symbolic unit assignments, ESTVUT 155 
SYSFIL 73 
SYSIN 40,73 
SYSIPT 40 
SYSIPT 73 

definition 9 
SYSLNK 40,75 
SYSLOG 40 

definition 9 
SYSLST 40,73 

definition 9 
SYSMAX (program logical unit) 40 
SYSMAX (programmer logical unit) 13 
SYSOUT 40,73 
SYSPCH 73 
SYSPCH 40 

definition 9 
SYSRDR 40,73 

definition 9 
SYSREC 25,40,73 
SY-SRES 99 
SYSRES 40 

definition 9 
SYSRLB 40,146 
SYSSLB 40,146 
system availability aids 25 
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system configuration 11 
system considerations for PDAID 149 
system logical units 16 
system service programs 9 

librarian 10,99 
linkage editor 9,80 
problem determination 10,147 

system 
cataloging batched-job only, ESTV 

157 
disk input and output file's 72 
I/O operations 71 
loader 36 
logical units 40 
operation without an IBM 1052 36 
PDAID, considerations 150 
to operator messages 31 

SYSOOO 142 
SYS001 75,142 
SYS002 75,141,142 
SYS003 75 

tables 
ASCII 15 
I/O units control 16 

tape assignments required for ESTVUT 
tape error block by unit (TEB) 17 
tape error block by volume (TEBV) 17 
tape error data (ESTV) 27 
tape file, ASCII 15 
tape files, opening system 72 
tape modes 48 
tape output files, closing system 7·2 
tape work files 75 
TEB (tape error block by unit) 17 
TEBV (tape error block by volume) 17 
TECB 21 
telecommunications 11 
temporary error counter (ESTV) 27 
TIMER - interval timer command 33-35 
timer feature 20 
TIMER-INTERVAL, timer command 64 
TLBL 

command 35,64 
statement 45 

TPLAB 
statement 45,65 

155 

tape label information command 36,65 
trace 

F/L 147,151 
GSVC 147-,.151 
I/O 147,151 

trailer statement 126 
transfer of library data 141 
transfer to user routine 22 
transient routines 15 
translator, language 10 
TXT (text) card 177,118-120 

explanation 82 
types o~ linkage editor runs 82 

UCS - load universal character set buffer j(,I'~, 
command 33,35,61 

UCS, Universal Character Set 33 
UNA - unassign foreground unit assignments 

command 33,36,66 
UNBATCH command 33,66 
uninterruptable wait state 31 
universal character set (UCS) 10,33 
UPDATE function 

activity log 131 
invalid operand defaults 130 

UPDATE 
activity log 131 
ADD 130 
control statement 129 
DEL 130 
function defaults 130 
out of sequence 131 
REP 130 
source statement library 129 
statement 130 

UPSI byte, communications region 17,18 
UPSI 62 

statement 45,67 
USC - load universal character set 

command 36 
buffer 

user replace (REP) card 82,177 
USRLABEL 43,59 

v.m operand 129 
VOL 

statement 45,67 
volume information command 

volume statistics, DOS 27 

W (Wait) 31 
WAIT 20,24 
weak external reference 

WX 82 
WXTRN 82 

work files 74 
disk, file protection of 74 

WX-weak external reference 82 
WXTRN-weak external reference 82 

XTENT 

36,67 

DASD extent information command 
67 

statement 45 
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