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ENTRY POINTS 
FROM I ENTER THIS MAP 
-------+----------------------MAP I ENTRY PAGE STEP 
NUMBER POINT NUI IBER NUMBER 
-------+----------------------2570 A l 001 

2570 LS 1 007 
2570 OS 2 019 
2570 RP 3 025 
2570 TR 2 020 
2571 A l 001 
2574 A l 001 

001 
!ENTRY POINT Al 
SEE IF THERE IS ONLY ONE Ill STORAGE CARD 
INSTALLED. 
IS THERE ONLY ONE STORAGE CARD INSTALLED ON 
THE PROCESSING UNIT? 
y N 

002 
THERE IS MORE THAN ONE Ill STORAGE CARD 
INSTALLED. 
- POWER OFF THE PROCESSING UNIT. 
- UNSEAT All THE STORAGE CARDISl BUT ONE 
- b0 1NOT UNSEAT THE STORAGE CARD NEXT TO THE 

PROCESSHlG UNIT. 
- POWER ON THE PROCESSING UNIT. 
- RUN THE SYSTEM TO THE ORIGINAL POINT OF 

FAILURE. 
DOES THE SYSTEM FAIL? 
y N 

003 
AN UNSEATED STORAGE CARD IS SUSPECT. 
SEE IF THE STORAGE CARDlSl UNSEATED IS THE 
SAME AS THE STORAGE CARD SEATED. 
IS A STORAGE CARD UNSEATED THE SAME AS THE 
STORAGE CARD THAT IS SEATED? 
y N 

I 004 
GO TO PAGE 26 STEP 019, I ENTRY POINT s. 

605 
- POWER OFF THE PROCESSING UNIT. 
- SWAP AN UNSEATED STORAGE CARO WITH THE 

SEATED STORAGE CARD. 
- PUT THIS CARD TO otlE SIDE. 
- POWER ON THE PROCESSING UNIT. 
- RUN THE SYSTEM TO THE ORIGINAL POINT OF 

FAILURE. 
DOES THE SYSTEM FAIL? 

N 

006 
- SEE IF ALL UNSEATED STORAGE CARDS ARE 

TESTED. 
~R~ ALL UNSEATED STORAGE CARDS TESTED? 

007 
I ENTRY POINT LS l 
- POWER OFF THE PROCESSING UNIT. 
- S~IAP AN UNSEATED STORAGE CARO WITH 

THE SEATED STORAGE CARD. 
- PUT THIS CARD TO ONE SIDE. 
- POUER ON THE PROCESSING UNIT. 
- RUN THE SYSTEM TO THE ORIGINAL POINT 

OF FAILURE. 
DOES THE SYSTEM FAIL? 
y N 
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- SEE IF ALL UNSEATED STORAGE CARDS 
ARE TESTED. 

ARE ALL UNSEATED STORAGE CARDS 
TESTED? 

YI i&9To PAGE 1, STEP 001, 
ENTRY POINT LS. 

10 
THE PROBLEM IS CORRECTED. 

TA~ SEATED STORAGE CARD IS BAD. 
- VERIFY THE REPAIR. 

12 
THE PROBLEM IS CORRECTED. 

13 
THE SEATED STORAGE CARD IS SUSPECT. 
- VERIFY THE REPAIR. 
~b ~8 ~~~~I~fo, 
ENTRY POIHT TR. 

14 
THERE IS ONLY ONE STORAGE CARD SEATED AND 
THE FAILURE IS ON THE SYSTEM. 
- SEE IF THE STOP.AGE CARD!S) UNSEATED IS THE 

SANE AS THE STORAGE CARD SEATED. 
IS THE STORAGE CARD!S) UNSEATED THE SAME AS 
THE STORAGE CARD SEATED? 

Yl iA5To STEP 019, 
ENTRY POINT OS. 

16 
- POWER OFF THE PROCESSING UNIT. 
- EXCHANGE THE UNSEATED STORAGE CARD WITH 

THE SEATED STORAGE CARD. 
- POWER ON THE PROCESSING UNIT. 
- RUN THE SYSTEM TO THE ORIGINAL POINT OF 

FAILURE. 
DO~S THE SYSTEM FAIL? 

017 
THE UNSEATED STORAGE CARD IS SUSPECT. 
- VERIFY THE REPAIR. 
€b ~8 ~~~~I~~O, 
ENTRY POHlT TR. 

18 
GO TO STEP 020, ENTRY POINT TR. 

19 
C EtlTRY POINT OS l 
- POWER OFF THE PROCESSING UNIT. 
- EXCHANGE THE STORAGE CARD WITH A KNOWN GOOD 

STORAGE CARD. 
- POWER ON THE PROCESSING UNIT. 
- RUN THE SYSTEM TO THE ORIGINAL POINT OF THE 

FAILURE. 
DOES THE SYSTEM RUN O.K? 

N 

020 
!ENTRY POINT TR) 
- SEE IF A RELOCATION TRANSLATOR OR ADDRESS 

EXPANSION CARD IS INSTALLED. 
IS A RELOCATION TRANSLATOR OR ADDRESS 
~X~ANSION CARD INSTALLED? 

021 
GO TO PAGE 3i STEP 025, 
ENTRY POINT t<P. 
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- SEE IF THE RELOCATION TRANSLATOR OR 
ADDRESS EXPANSION CARD HAS BEEN EXCHANGED 
PREVIOUSLY. 

HAS A RELiCATION TRANSLATOR OR ADDRESS 
~X~ANSION C RD BEEN EXCHANGED? 

f~iAN~i&~C~I~BNIST~~~~~~f~R OR ADDRESS 

- POWER OFF THE ~ROCESSING UNIT. 
- e~~8REA~~EC~~~Ef~~ lIF INSTALLED> ON THE 
- i~5~~~~EEX~~~SI~~Lgl~~~ON TRANSLATOR OR 
- POWER ON THE PROCESSING UNIT. 

IISNTHE FAILURE THE SAME? 

024 
- EXCHANGE THE BAD RELOCATION TRANSLATOR 

OR ADDRESS EXPANSION CARD. 
- VERIFY THE REPAIR. 

l~~TRY POINT RP> 
- INSPECT THE CARD CONNECTORlS} AND THE 

BOARD PINS. 
AR~ THE CONNECTORCS) AND PINS GOOD? I ~·e,Rx•r "'' R•••xR. 
-2~EE IF THE PROCESSING UNIT CARDS HAVE 

BEEN EXCHANGED PREVIOUSLY. 

~~~AANGl~' PROCESSING UNIT CARD BEEN 

¥~t STORAGE IS CORRECT. 
- POWER OFF THE PROCESSING UNIT. 
- EXCHANGE THE FOLLOWING: 

l. ADDRESS CARD 
2. ROS CARD 
3. DATA CARD 

- ENSURE JUMPERS CIF INSTALLED> 
CARDS, ARE CORRECT. 

- POWER ON THE PROCESSING UNIT. 
IS THE FAILURE THE SAME? 

ly i2~ROCESSING UNIT CARD WAS BAD. 
- VERIFY THE REPAIR. 

T~¥s MAY BE A CHANNEL PROBLEM. 
GO TO NAP 0070, ENTRY POINT A. 

G~1TO MAP 0070, ENTRY POINT A. 
32 

GO TO STEP 025, ENTRY POINT RP. 

~~ STORAGE CARD WAS BAD. 
- VERIFY THE REPAIR. 

ON THE 
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