




































































Double-click this icon 

1 · *S 

f£§d 

3 1 \2 Floppy A: 

5 1\4 Floppy B: 

Disk Drive C: 

AudioCDD: 

Network Drive E: 

Control Panel 

Printers 
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To do this 

View the contents of a disk in your computer's 
3.5-inch drive, if there is one. 

View the contents of a disk in your computer's 
5.25-inch drive, if there is one. 

the contents of your computer's hard disk. 

View the contents of a compact disc in your 
computer's CD-ROM drive, if there is one. 

View the contents of a network drive, if your 
computer is connected to one. 

Change the settings for your computer. 

Set up printers and view information about your 
printers and the documents you print. 

When you double-click a disk-drive icon in My Computer, you see the 
following window. 

3li Floppy (A:) Floppy (8:) 

Ei N etlog. txt 
EJ Ntdetect.com 

pagefile.sys 

[I Scandisk.log 
Setuplog.old 

[I Setuplog.txt· 
to Excel 

1!i Sms.ini 
sms_time.dat 
S uhdlog. --­
Suhdlog.dat 

[M switch.bmp 
System.1st 
W95undo. dat 

3. Double-click any of these icons to start a program, see the contents of a folder, 
or view information in a file. 
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This icon Represents 

A folder, which can contain files and other folders. Your directories 
appear as folders. 

A shared folder. You set up shared folders so that other people on a 
network can use the folder's contents. 

A file, the basic unit of storage in Windows NT. The documents you 
use and create are files, and so are the programs you use. Different 
files are represented by different icons. If the file type does not have a 
specific icon associated with it, then this standard icon will be used to 
represent your document. 

A document that was created with WordPad, the text editor that is 
included with Windows NT. 

To view your computer's contents using Windows NT Explorer 
1. Click the Start button, point to Programs, and then click Windows NT 

Explorer. 

A double-paned window appears. The left side of the window lists all the 
names and icons of the disk drives on your computer, as well as files and 
folders. The right side of the window displays the contents of any item you 
click.on the left, along with its icon. 

2. Double-click the icon of a document or program that you want to open. The 
contents appear in the right window. 

n objeet(sL. '-i . • • >d55.9MB (Dfak free space: 55~MB) .· 

'fist~;{ l@~~xp!ori~ifrC:\ ·· . " •·"· "'··rn~·"· 

~ Bootsect.dos 
El Command. com 
~Command.dos 
~ Config. bak 
~Config.dos 
~ Config. sys 
~ Dblspace.bin 
~Detlog.old 
@) D etlog. txt 
~ Drvspace.bin 
~lo.dos 
~lo.sys 
~Msdos.··· 
~Msdos.bak 
~Msdos.dos 
~ Msdos.sys 
@) Netlogtxt 
El N tdetect. com 
~Ntldr 

~ pagefile.sys 
[fi paint.bmp 
@) Scandisk.log 
~ Setuplog.old 
@ Seluplog.lxl 
~Shortcut to Excel 
@) Sms.ini 
~ sms_time.dat 
~Suhdlog.··· 
~ Suhdlog.dat 
[fi switchbmp 
~ Syslem.1 st 
~ W95undo.d~t 
@) W95undo.ini 

-.fi 4:33 p 
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Using Your Mouse to Work Efficiently 
This section shows you how you can use your mouse to quickly accomplish 
common actions and speed up your work. Notice that your mouse has two 
buttons, a left button and a right button. You select an item by clicking it-to 
click, quickly press and release the left mouse button (called left-click) or the 
right mouse button (called right-click). 

Here are some actions that you perform using your mouse: 

Move Items You can move an item by pointing to it, pressing and holding down 
the left or right mouse button, and then dragging.the item to another location. 

Create Shortcuts You can open a file or folder directly from your desktop or from 
the Start menu by creating a shortcut icon that represents a link to a document, 
folder, disk drive, computer or printer. 

Get Help You can get help on any item on your screen by clicking the What's 
This? button and then clicking the item you would like more information on. 

Complete Common Tasks You can right-click any item on your screen and a task 
menu will appear, listing common tasks that can be performed on that item. Click 
a task to activate it. 
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Organizing Files and Folders 
This section shows you some basic procedures for organizing files and folders on 
your computer so that they are easier to work with. The following procedures use 
My Computer, but you can also use Windows NT Explorer to do these tasks. 

To create a new folder 
1. Double-click My Computer, and then double-click the drive or folder in 

which you want to place the new folder. 

2. On the File menu, point to New, and then click Folder. 

scrndmp 
win32app 
Winraid 
Boot.bak 

....,.,..,"""""',.,,,...,..,,,,..._.;..__,"1ff config. dos 

~ntldr 
[Mswitch 

CJ F-prot 
CJ Ms 
CJ nscrndmp 
CJ Technet 
CJwin950 
~ Autoexec. bak f 
@]boot 
[Mexplor 
!£paint 

3. Type the name of the new folder, and then press ENTER. 

CJApsetup 
CJ Excel 
CJlview 
CJ New Folder 
CJ Schdplus 
CJ Viewer 
CJWinnt35 
~boot.---
[!] Config. bak 
E:lNtdetect 
[!] sms_time.dat 

CJAti 
CJ Exchange 
CJ Mailing List 
CJ New Folder (2) 
~scrndmp 
CJ win32app 
CJWinraid 
~Boot.bak 
[!] Config. dos 
~ntldr 
[Mswitch 

CJ Bin 
CJ F-prot 
CJ Ms 
CJ nscrndmp 
CJ Technet 
CJ win950 
~ Autoexec. bak 
@]boot 
[Mexplor 
!£paint 
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To move or copy a file or folder 
1. Double-click My Computer. Find the file or folder you want to move or copy, 

and then click it. 

CJ Mailing List 

CJ Ms 
CJ F·prot CJ Msmail b:;;J scrndmp 

~n~rfuiat • ~1~;,~1illt~Iiii1:r;:~,~f :,;;,ilii1:f Li~iEt2;:;qEr.&1 
CJ I view · file f diJ Ytew l:!elp 

[] [] 

2. Click Edit. To move the file, click Cut. To make a copy of the file, click 
Copy .. 

3. Open the folder where you want to place the file, click Edit, and then click 
Paste. 
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To delete a file or folder 
1. Double-click My Computer. Find the file or folder you want to delete, and 

then click it. 

2. On the File menu, click Delete. 

To copy a file to a floppy disk 
1. Double-click My Computer. Find the file or folder you want to copy, and 

then click it. 

2. On the File menu, point to Send To, and then click the drive where you want 
to copy the file or folder. 
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Using Drag and Drop to Move Information 
Sometimes the quickest way to move and copy information is to drag it from one 
place to another by using your mouse. You can move or copy files and folders to 
another folder or disk drive. 

To move or copy by dragging 
1. In Explorer, open the folder that contains the file or folder you want to move 

or copy. 

2. Press down the right mouse button and keep the button pressed down as you 
drag the icon to the folder where you want to move or copy it. Then release the 
mouse button. 

3. Click Move Here or Copy Here. 
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Installing Softwar~ Programs 
.It's easy to install software onto your computer using Windows NT. You can add 
and remove programs with the Add/Remove Programs utility in Control Panel. 

To install programs 
1. Click the Start button, point to Settings, and then click Control Panel. 

Console Date/Time 

G -Internet Keyboard Modems 

~ ~ 
= p 

Mouse Multimedia Network PC Card Ports 
[PCM CIA) 

~ • ~ ~ ~ i' 

. 

Printers Regional SCSI Adapters Server Services 

~ 
Settings 

~ !'fS ~ 
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2. Double-click Add/Remove Programs. 

3. The Add/Remove programs Properties dialog box appears. Follow the 
instructions on your screen. 

Customizing Your Computing Environment 
There are many ways in which you can customize Windows NT to suit your 
needs. For example, you can change the way your computer screen physically 
looks by changing screen colors and backgrounds. You can also change the way 
your keyboard and mouse work. And you can create shortcuts to frequently-used 
files and programs, which will then open automatically when you start your 
computer or click the shortcut icon. 

Personalizing Your Desktop 
You can personalize your desktop by changing screen colors and backgrounds. 
These changes are made using Control Panel. 
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To change the way your screen looks 
1. Click the Start button, point to Settings, and then click Control Panel. 

Add/Remove Console Date/Time 
Programs • i!9 ~ 

Fonts Internet Ke_yboard Modems .; ~ = p 
Mouse Multimedia Network PC Card Ports 

(PCM CIA) 

~ ~ ~ ~ 
Printers Regional SCSI Adapters Server Services 

~ 
Settings 

~ ~ (;] 

2. Double-click the Display icon. 

3. To see more settings, click the tabs at the top of the Display Properties dialog 
box. 
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Opening Frequently-Used Programs and Documents Quickly 
If there are programs and documents that you use frequently, you can create a 
shortcut to open the program or document quickly. Once created, the shortcut 
appears as an icon. The shortcut icon has a small arrow in.its lower-left comer. 

A shortcut lets you open a file or folder from a more convenient location. For 
example, directly from your desktop or from the Start menu, or automatically at 
Startup. You can open any object-including folders, disk drives, other 
computers, or printers-using a shortcut. 

A shortcut does not change a file's location. It can point to a file or resource on 
your computer or on a network server. A shortcut can even represent a paragraph 
in a document. You can have multiple shortcuts to the same object and you can 
copy and delete shortcuts. Note that when you delete a shortcut it does not affect 
the original object. 

Opening a Document Directly from Your Desktop 
You can open a file or folder directly from your desktop. For example, if you 
write a letter to David every day, you can place a shortcut icon to that file on the 
Windows NT desktop. You can then open the document directly from your 
desktop by double-clicking the "Letter to David" icon. 

To open a document directly from your desktop 
1. In My Computer, locate the item you want to copy onto your desktop. 

2. Use the right mouse button to drag the item to the desktop. You can see that 
you are moving the icon because there is an arrow pointing to it as it moves. 
Release the mouse button when the item is directly on the desktop. 
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3. A menu appears when you release the mouse button. Left"'.click Create 
Shortcut(s) Here. 

4. The shortcut icon appears on your desktop. You can now open the Letter To 
David file directly from your desktop. 

Opening a Program Automatically 
It is convenient to have the programs that you use most often open automatically 
when you start Windows NT. To do this, create a shortcut to the program in your 
Startup folder. 

To open a program automatically when you start Windows NT 
1. From the Start menu the Find command, and click Files or Folders. 

2. Type the name of the file, program, or folder you want to create a shortcut to, 
and then right-click it. 
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3. Click Create Shortcut. 

4. A message appears asking if you would like to create a shortcut on the 
desktop. Click Yes. 

The shortcut appears on your desktop. 
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5. Using the Find command, locate the Startup folder on your computer. 

6. Double-click Startup to view the Startup window. 

rt:A"lcioso'ii1 schedule+ 
L..QJf!9.~ .. J Reminders 
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7. Drag the shortcut from the desktop into the Startup window and release the 
mouse. Your program will now begin automatically at Startup. 

Opening a Document Directly from the Start Menu 
You can create a shortcut that will enable you to open a document directly from 
the Start menu. Your shortcut icon will appear at the top of the menu. 

To open a document directly from the Start menu 
• In My Computer or Explorer, right-click the document you want," and drag it 

onto the Start button. The icon will appear at the top of the Start menu, and 
you can open it by clicking it. 

Changing the Way Windows NT Works and Looks 
To change the way Windows NT works and looks, use the icons in Control 
Panel. These icons represent options, including network and sound capabilities, 
for configuring your computer. The icons in Control Panel will vary, depending 
on the devices you installed on your computer. 
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To view Control Panel 
• Click the Start button, point to Settings, and then click Control Panel. 

The following table shows many of the icons likely to appear on your screen, and 
explains ·their uses: 

Choose 

fl 
lijp 
~ 
~ 

~ 

Accessibility· 
Options 

Add/Remove 
Programs 

Console 

Dateffime 

Devices 

Display 

Fonts 

Keyboard 

Modems 

Mouse 

Multimedia 

Network 

PC Card 
(PCM CIA) 

To 

Change your computer screen, mouse, keyboard features, 
and sound to make Windows NT more accessible for 
people with disabilities. 

Install and remove software automatically, and add or 
remove installed components in Windows NT. 

Change the appearance of your MS-DOS screen by 
changing screen colors, screen size and position, fonts, 
cursor size, and more. 

Change the system date, time, and time zone. 

Start, stop, and configure the st~rtup type for device drivers. 

Change the appearance of your screen by changing screen 
colors, fonts, the appearance and size of windows, 
background design, icons, and other ·visuals. 

Add or remove screen, vector, TrueType, and Type 1 fonts. 
Some printer fonts are installed automatically when you 
install a printer. Other printer fonts must be installed using 
a font installation program provided by the font 
manufacturer: 

Adjust the keyboard delay and repeat rate, and add 
keyboard symbols that are exclusive to other languages. 

Add modems using the Add Modem wizard, a step-by-step 
modem setup program. 

Customize elements such as speed and button functions for 
your pointing device. 

Adjust audio, video, CD (music), and MIDI, and add or 
remove multimedia devices. 

Configure network adapter cards, network services and 
protocols, and join a workgroup or a domain. 

Display resources used by any PC cards, if you have these 
devices. 

(continued) 
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To 

Set parameters for, and add and remove serial 
communications ports. 

Add and remove printers and remove, control, and create 
share access to printers using the Add Printer wizard, a 
step-by-step printer setup program. 

Change sort dates, time, currency, and numbers to reflect 
regional standards. 

Display adapters and devices connected to your computer. 

Display user and share information. 

Start, stop, pause, or continue the services available on the 
computer, and configure startup options. 

Assign sounds to system and application events, and tum on 
or off the warning beep and system sounds. 

Specify the default operat~ng system for startup, change 
user enyironment variables, and define paging file size. 

Display, add, and remove tape devices. 

Display, add, and remove telephony drivers. Change 
telephony properties. Adjust telephony conditions 
depending on whether your computer is docked or 
undocked. 

Create settings for Uninterrupted Power Supply. 





CHAPTER 3 

Learning the More 
Advanced Features 

This section covers those tasks that you may want to use to keep your computer 
performing optimally. 

Backing Up Your Data Files 
You can protect the data on your computer from accidental loss or hardware 
failures by using the Backup tool. Backup enables you to easily copy programs, 
disks, and data onto a tape drive for preservation. Backup also makes it easy for 
you to archive data for legal or historical purposes and to safely remove older, 
unused files from your hard disk. 
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Note Before you can back up your files, you must first install a tape drive, using 
the Tape Devices option in Control Panel. 

To open Backup 
1. Click the Start button, point to Programs, and then Administrative Tools. 

2. Click Backup. 

From this window you can select files to back up, check the status of your 
backup, and set various options. 
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Using Administrative Tools 
Windows NT comes with several tools that help you administer your computer. 
To use these tools, click the Start button, point to Programs, and then point to 
the Administrative Tools (Common) menu. To use any of the administrative 
tools, you must be logged on with administrative privileges. · 

The following table shows the Administrative Tools (Common) for Windows 
NT Server. 

Tool 

~ 

• 
~ 

Administrative 
Wizards 

Backup 

Disk 
Administrator 

Event Viewer 

License 
Manager 

Migration Tool 
for NetWare 

Network Client 
Administrator 

Performance 
Monitor 

Function 

The administrative wizards help you complete specific 
tasks easily. You can use these wizards to add new user 
accounts, set security on files or folders, share folders, 
create new and modify existing user groups, and check 
to see if installed software is licensed. 

Backup is a tool used to back up information to your 
local tape drive. Backing up your computer protects 
your data from accidental loss. 

Disk Administrator is a tool for managing disk 
resources. Use Disk Administrator to make changes to 
your hard disk or to partition an additional hard disk. 

In Windows NT, an event is any significant occurrence 
in the system or in a program that requires you to be 
notified. Event Viewer notifies you and/or puts the event 

·in a log. 

License Manager manages and tracks licenses for 
products on network servers in an organization. It 
provides a centralized view of Per Seat and Per Server 
licenses and manages the purchasing or deleting of 
licenses. 

The Windows NT Migration Tool for NetWare enables 
you to migrate NetWare servers to computers running 
Windows NT Server. The Migration Tool transfers user 
and group accounts, volumes, folders, and files. 

Use the Network Client Administrator to install or 
update network client workstations. 

Performance Monitor is a tool for monitoring the 
performance of your computer or other computers on a 
network. 

(continued) 



·Tool 

~ 
~ 
~ 

Remote Access 
Admin 

_Server Manager 

System Policy 
Editor 

User Manager 
forDomafos 

Windows NT 
Diagnostics 

Configuring DCOM Applications 
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Function 

Use the Remote Access Admin to control the Remote 
Access server, view users, set user account permissions, 
and monitor Remote Access traffic. 

Server Manager displays a list of workstations and 
servers in your domain. 

Syst~m Policy Editor enables you to control the user- . 
definable settings in Windows NT and Windows 95 user 
profiles, as well as system configuration settings. You 
can use the System Policy Editor to change desktop 
settings and restrict what users can do from their 
desktops. 

User Manager for Domains enables you to establish, 
delete, or disable domain user accounts. You can also 
set security polides and add user accounts to groups. 

Windows NT Diagnostics displays information about 
your computer's resources. 

Distributed component object model (DCOM) is a mechanism that enables you to 
run distributed application~ across multiple computers in your network. A 
distributed applic;ation consists of multiple processes that cooperate to accomplish 
a task. These processes may run on one or more computers. The DCOM 
Configuration tool can be used to configure 32-bit COM and DCOM applications~ 

You can use DCOM to start an application on another computer or to transfer 
processing tasks to another computer with more appropriate resources. You can 
also use DCOM to transparently connect and distribute applications that support 
the ActiveX™ platform. 
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To configure an application to use DCOM 
1.· Click the Start button, and then click Run. 

2. Type dcomcnfg. 

···Type the name of a' progra~, folde{o; dobu~ent:arid . 
Windows will open it. for you: ·· . : . · · 

k:. ::.·, 
F: ·ape~· 1m .. , .... , ..... 
11 
·- · .· · .• ~.TR!~~1c: .. s~~~.~tm;;~~s·~;;~~'.:·.~··:'.~:····· i;.:' . . . 

If OK : I; : . : t~b~1·: :. rn )irowse::. I 

From this screen, you can select the DCOM application you want to configure, set 
who has permission to start and access the application, and specify such properties 
as the location where the application will run. 
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CHAPTER 4 

Learning Networking Basics 

After you connect your computer to a network, you can share files, printers, and 
electronic mail with other computers. This chapter helps you to set up a network, 
and introduces some common network uses. 

Setting Up Your Computer to Use a Network 
Most computers are set up to use a network during installation. If you did not set 
up your computer to use a network during installation, you can set it up now using 
the Network tool in Control Panel. 

Note Be sure your network hardware components (network adapter, network 
card, cables, and other devices) are correctly installed before setting up network 
software. 
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To set up your computer to use a network 
1. Click the Start button point to Settings, and then click Control Panel. 

Accessibility Add/Remove Console Date/Time Devices 
Options P~s G iii ., 

('" 
Display Fonts Internet Keyboard Modems 

~ mt ~ = p 
Mouse Multimedia ~ PC Card Ports 

~ • ~ [PCM CIA) 

~ ~ 
Printers Regional SCSI Adapters Server Services 

~~ 
Settin s 

~ ~ ~ 
Sounds System Tape Devices Telephony UPS 

2. Double-click Network. 

3. The Setup wizard will appear on your screen. Follow the instructions on this 
wizard to set up your computer to use a network. 

Changing Your Network Software or Hardware 
There may be times when you may need to change or add new network software 
or hardware, including services, protocols, binding, and network adapter cards. 
You use the Network tool in Control Panel to make these changes. 
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To change your network software or hardware 
1. Click the Start button, point to Settings, and then click Control Panel. 

2. Double-click the Network icon. 

The Network dialog box contains a series of tabs that you click to make 
changes: 

• Identification displays the computer name and domain that were assigned 
to your computer during Setup. 

• Services lists the Network Services that you are currently using. 

• Protocols lists the Protocols that you are using. 

• Adapters lists the network adapter cards that are in your computer. 

• The Bindings tab, an advanced feature of Windows NT, allows you to 
enable and disable bindings, and to rearrange the order for existing 
bindings. 

3. To add a new component: 

Select the appropriate tab, and click Add. 

4. To update or upgrade an existing component's driver: 

Select the appropriate tab, and click Update. You will be prompted to insert a 
disk with the new driver on it. 

Connecting to Computers on Your Network 
To see files and directories on computers on your network or domain, double­
click the Network Neighborhood icon on your desktop. 

The first icon on the list is Entire Network. 

Double-click this icon to see all of the Network providers or other domains and 
networks that are on your entire network. The entire network is determined by 
your system administrator. 
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Sharing Your Files and Folders with Other Network 
Users 

You can share files and folders with other people on the network. 

To share a file or folder 
1. Locate the folder you want to share, and then click it 

· 2. On the File menu, click Sharing. If Sharing is not on the menu, you need to 
install the Windows NT networking software. 

3; In the Sharing tab of Properties dialog box, click the options you want, and 
type a Share Name and comments. 

4. To limit access to the shared folder, click the Permissions button. 

Other people are now able to .view the contents of your shared folder. 
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Connecting to Printers on Your Network 
To connect to a printer on your network or setup a printer attached to a computer, 
use the Add Printer wizard, a step-by-step printer setup program. You can 
designate the printer that you would like to connect to by entering the printer's 
path, or you can browse for a printer in Network Neighborhood and then double­
click its icon to set it up. 

To set up a printer on your network 
1. Click the Start button, point to Settings, and then click Printers. 

2. Double-click Add Printer. 

The Add Printer Wizard appears. 

3. Follow the instructions on your screen. 
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When you finish this procedure, the icon for your printer appears in the 
Printers folder. Your pririter is ready for you to use. 

1iJ 
Add Printer \\PRINT01 ... 

. 265/2437 

Sharing Your Printer 
You can share any printers connected to your computer with other people on your 
network. 

To share your printer 
1. Click the Start button, point to Settings, and then click Printers. 

2. In the Printers window, click the printer you want to share. 
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3. On the File menu, click Sharing. 

Owner 

Properties ... 
Qocument Defaults. •. 

4. In the Printer Properties dialog box, click the options you want. 

Viewing Network Drives with Windows NT Explorer 
You can use Explorer to see what is on the network drives that you are connected 
to. Explorer gives you a view of the network's contents in a hierarchy, or tree. 
You can view the contents of any network drives you are connected to, as well as 
any drives and folders on your computer. 
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To see what's on your network 
1. Click the Start button, point to Programs, and then click Windows NT 

Explorer. The network drives appear in the left window. 

Desktop 
-:- ···~ My Computer 
i ~ a 3Ji Floppy (A: J 

i 1tl8 5~ Floppy (B:] 
i it.Ja Practice41 (C:) 
j it.J··@ exchange on 'backhoe2' (D: 

l r:::~!:~~!~IDJ!{afl 
f -~ Network N.eighborhood 
!· .... ~ Recycle Bin 
L..eJ My Briefcase 

0Tosue 
0Venpract 
0Winzip 
0Yong 
~Aa17026c 
~Art_trk.xls 
~ Artlist2. xis 
~Artorder 
ifJBboard3 
~Bko.ft3 
~Bkojan96 
~ Bluenum.fh3 
~ Bluenumb.fh3 
~ Chicart. xis 

~Chris.fh3 
~ Circles.fh3 ' 
~Compnent.a 
~Drawinglw 
~Edk29 
~ Exchge1.ft3 
~Forms? 
~Gv19feb 
~lndexbts 
~ls_rules 
~ls_rules 
~Mar15_96.x 
~ Meetings.sc 
l;jMeta . 

2. Click a drive, and view the contents in the right window. 

Using Dial-Up Networking 
With Dial-Up Networking, you can use a modem to access shared resources such 
as files or printers on another network. 

To use Dial-Up Networking 
1. Double-click My Computer, and then click the Dial-Up Networking icon. 

2. Follow the instructions on the screen. 
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Connecting to the Internet 
Using the Internet, you can gain access to, provide, and exchange an almost 
limitless array of information. 

Before you can connect to the Internet, verify that you have access to the Internet. 
If you are already on a network, check with your network administrator to see if 
you already have access to an Internet gateway. Otherwise, you need to choose an 
Internet Service Provider. An Internet Service Provider is a company that enables 
remote user access to the Internet. 

Windows NT lets you connect to an Internet Service Provider or other online 
service over a phone line or Integrated Services Digital Network (ISDN) line. 

There are two ways you can connect to the Internet: 

• using Point to Point Protocol (PPP) 

• using Serial Line Internet Protocol (SLIP) 

The most popular method is PPP. 

Before you connect to the Internet, you m~ed the following items: 

• Amodem 

• Dial-Up Networking installed on your computer, and a user account with 
Remote Access Service (RAS) permissions if you are part of a corporate 
domain 

• The TCP/IP protocol installed and enabled for the RAS Internet phone book 
entry 

• An account with a PPP provider 

To connect to the Internet 
1. In the Dial-Up Networking dialog box, click New. 

2. In the Basic tab, type a name for your entry-for example, Internet. 
Type the phone number to your Internet Provider and select a modem to use. 

3. In the Server tab, select the TCP/IP protocol. 

4. Click OK, ai:id then click Dial. 
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Browsing the Network with Microsoft Internet Explorer 
You can use Microsoft Internet Explorer to easily navigate and access information 
on the World Wide Web or your company's intranet. Just as Microsoft Excel® is a 
tool for spreadsheets and calculations, Internet Explorer is a tool for using the 
Web~ When you installed Windows NT, you had the option of installing 
Microsoft Internet Explorer directly onto your desktop. 

To use Microsoft Internet Explorer 
• Double-click the Internet Explorer icon. 

Using the Internet Information Server 
The Micro'soft Internet Information Server is a network file and application server 
that transmits information in Hypertext Markup Language (HTML) pages through 
the Hypertext Transport Protocol (HTTP). With the World Wide Web (WWW) 
service, you can offer an endless variety of services. For example, you can: 

• Publish a "home page" on the Internet for your business, featuring a 
newsletter, sales information, or employment opportunities. 

• Publish a catalog and take orders from customers. 

• Publish interactive programs. 

• Provide your remote sales force easy access to your sales database. 

• Use an order-tracking database. 

• Publish an employee handbook. 

You can configure and administer Internet Information Server through the Internet 
Service Manager tool. 

To access Internet Service Manager 
• Click the Start button, point to Programs, then Microsoft Internet Server, 

and then Internet Service Manager. 

The documentation for Internet InfoI'.lllation Server is installed automatically and 
is in HTML format. 

To find the product documentation 
• Click the Start button, point to Programs, then Microsoft Internet Server, 

and then Product Documentation. 

The documentation has been opt~mized for viewing through Internet Explorer, · 
which you can install from the Windows NT compact disc. 
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CHAPTER 5 

Beginning Installation 

This section describes Windows NT Setup, the program used to install 
Windows NT on your computer. Installing a new operating system can involve 
many choices, and Setup is designed to guide you through these choices as 
smoothly as possible. 

Installing Windows NT consists of three main steps: 

1 Preparing to Run Setup 
Check all hardware against the Windows NT Hardware Compatibility List as well 
as the System Requirements table. In addition, make sure you have all necessary 
materials at hand for your installation. Use the worksheet included in this book to 
organize the information and resources you need. 

2 Running Setup 
Start Setup according to the instructions for your computer. Then follow all 
instructions on your screen, typing in the necessary information as Setup asks you 
to do so. During this phase, Setup restarts your computer as needed in order to copy 
and process the Setup files. 

3 Finishing Setup and Starting Windows NT 
After you have given Setup all the information it needs, it fully installs your 
operating system and then restarts your computer. Windows NT Workstation is now 
ready to use. 

55 
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What You Should Know Before Running Setup 
Use the following checklist to organize your information before running Setup. 

D Have you read the Windows NT Server readme files? 

If possible, read the file Setup.txt on your compact disc for late-breaking 
information pertaining to hardware and configuration. After you finish installing, 
read the file Readme.doc for any new information not included in this book. 

D If possible, have you backed up all of the files currently on your computer to 
either a network share or a tape storage device? 

D Have you checked all of your hardware (network adapter cards, video drivers, 
sound cards, CD-ROM drives, etc.) against the Windows NT Hardware Compatibility 
List? A copy of this list is included in your package. 

Up-to-date versions are available on: 

• the World Wide Web at 
http://www. m icrosoft.com/ntserver/hcl/hclintro. htm 

• Microsoft's FTP server at 
ftp://microsoft.com/bussys/winnVwinnt_docs/hcl 

Important Microsoft only supports hardware that appears on the Windows NT 
Hardware Compatibility List for use with Windows NT. If.any piece of your hardware 
does not appear on this list, your installation might not be successful. 

D Do you have all the device driver disks and configuration settings for your third-party 
hardware? 

D Do you have ready a formatted disk for the Emergency Repair Disk (ERD)? 

Make sure to use a 3.5-inch 1.44 megabyte (MB) disk for the ERD. Label it 
"Emergency Repair Disk" and set it aside until Setup asks you to insert it. 

Note Although the ERD is optional for running Windows NT, Microsoft strongly 
recommends that you create one during installation and update it every time you make 
changes to your configuration, such as restructuring partitions, adding new disk 
controllers and other software, or installing new applications. 

D Do you have your Windows NT Server compact disc? 

-or-

D Do you have network access to the Windows NT Server files? 
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Please record the following information here: 

Product ID: 
(20 digit number that appears on the inside back cover of this book) 

or CD Key: 
(10 digit number that appears on the CD case) 

Previous operating system (if any): 

Windows 95 cannot be upgraded to Windows NT 4.0. If your computer is running 
Windows 95, you must install Windows NT 4.0 in a separate directory, and your 
computer will dual-boot. For more information, see "Choosing a Directory for the 
Windows NT Server Files" later in this chapter. 

If you will be using this computer on a network: 

Computer name: 

Workgroup/domain name: 

IP address: 

(if your network does not have a DHCP server) 
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System Requirements 
The following table describes the system requirements for Windows NT Server. 

Category 

Hardware 

Memory 

Optional 
components 

Requirement 

32-bit x86-based microprocessor (such as Intel 80486/25 or higher), 
Intel Pentium, or supported RISC-based microprocessor such as the 
MIPS R4x00™, Digital Alpha Systems, or PowerPC™. 

VGA, or higher resolution, monitor 

One or more hard disks, with 124 MB minimum free disk space on the 
partition that will contain the Windows NT Server system files (158 MB 
minimum for RISC-based computers) 

For x86-based computers, a high density 3.5-inch disk drive plus a CD­
ROM drive (for computers with only a 5.25-inch drive, you can only 
install Windows NT Server over the network) 

For any computer not installing over a network, a CD-ROM drive 

12-MB RAM minimum for x86-based systems; 16 MB recommended 

16-MB RAM minimum for RISC-based systems 

Mouse or other pointing device 

One or more network adapter cards, if you want to use Windows NT 
Server with a network 

Windows NT Server supports computers with up to four microprocessors. Support 
for additional microprocessors is available from your computer manufacturer. 

Starting Setup 
The procedure for starting Setup varies slightly according to: 

• your computer platform (Intel x86-based or RISC-based) 

• how you gain access to the Setup files (from the boot media or over a network) 
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The procedures described here pertain to both Intel x86-based and RISC-based 
computers. If your computer is RISC-based, notice the special instructions in 
some of the steps. 

Note If you are installing Windows NT on a portable computer with a Personal 
Computer Memory Card International Association (PCMCIA) port and you want 
Setup to configure a device connected to that port, you must insert the device and 
start or restart your computer before running Setup. Make sure that any device 
you use is approved on the Windows NT Hardware Compatibility List. For ways 
of finding this list, see "What You Should Know Before Running Setup" earlier in 
this chapter. 

The Setup disks included with your package (labeled "Setup Boot Disk," "Setup 
Disk 2," and "Setup Disk 3") are required if you are installing Windows NT for 
the first time on an Intel x86-based computer. If you are installing over a network 
and do not have your package at hand, the Setup disks are created during Setup 
when you use the winnt or winnt32 command. Also, the Setup disks let you start 
Windows NT at a later time when it might not be able to start on its own due to a 
system error. You can use the Setup disks together with the Emergency Repair 
Disk, as described in Help, to recover your system when it is unable to start. 

If your computer's BIOS supports the El Tori to Bootable CD-ROM (no-emulation 
mode) format, you can skip over using the Setup disks during a new installation of 
Windows NT 4.0 and start Setup directly from the Windows NT Server compact 
disc. 

If you are installing on a RISC-based computer, this is the appropriate method for 
starting Setup as well. Check the documentation for your computer to learn 
whether this option is available to you. 

~ To install Windows NT Server on your computer using the Setup disks 
and/or the Windows NT Server compact disc 

1. With your computer turned off, insert the disk labeled "Windows NT Setup 
Boot Disk" into drive A of your computer. 

Or, if your computer's BIOS supports the El Torito Bootable CD-ROM (no­
emulation mode) format, insert the Windows NT Server 4.0 compact disc with 
your computer turned off. 

2. Tum on your computer. 

If you are installing on an Intel x86-based computer, Setup will start 
automatically. 
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If you are installing on a RISC-based computer, follow these additional steps: 

3. At the ARC screen, choose Run A Program from the menu. 

4. At the prompt, type cd:\system\setupldr and press ENTER, where system is the 
directory name matching your system type: MIPS, PPC (for PowerPC 
computers), or ALPHA. 

For some RISC-based computers, you might need to supply a full device name 
instead of typing cd:. See your computer documentation for more information. 

Once Setup is started, follow the instructions on the screen. Refer to the 
appropriate sections in this book when you need assistance. 

~ To install Windows NT Server 4.0 using a network connection to the Setup 
files on a remote server 

1. Using your existing operating system or a MS-DOS disk, establish your 
connection to the share containing the Setup files. 

2. If your computer is currently running a previous version of Windows NT, type 
winnt32 at the command prompt. For all other installations, type winnt. 

Setup begins with a brief welcoming screen asking you the process by which you 
want to proceed with installation. If you are installing Windows NT Server 4.0 on 
your machine for the first time, press ENTER to begin the Setup process. 

On this and the other opening Setup screens, Help is available by pressing Fl. 

These Help screens contain useful background information and suggestions to 
follow while running Setup. 

If you are continuing an earlier failed attempt to install Windows NT, certain 
repair options are available by pressing R. For guidance in using these screens, 
refer to the available Help by pressing Fl. 

You can cancel Setup entirely at any point on these screens by pressing F3. 
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Configuring a Mass Storage Device 
Next, Setup scans your computer to detect the mass storage devices, such as CD­
ROM drives and SCSI adapters. Hard disks are not included in this scan. 

Note Setup automatically detects all integrated device electronics (IDE) and 
enhanced small device interface (ESDI) drives. These drives are not displayed on 
this screen. 

S=Specify Additional Deuice EHTER=Continue FJ=Exit 

Setup lists all the mass storage devices it finds. You can accept this list, or you 
can choose to add to it if you have a disk with device drivers from the 
manufacturer of your device. You can also wait and install additional mass 
storage devices after Setup is complete. 

If any of your mass storage devices were not detected, press s to install them at 
this time. 

Tip To install additional mass storage devices after Setup is complete, click the 
Start button, point to Settings, and then click Control Panel. Double-click the 
SCSI Adapters icon. For information, see Help. 
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Verifying Your Hardware 
Next, Setup displays the list of hardware and software components it finds on 
your computer. 

'' Set~~. h~s, det~r'iiiined. that your 'co111put~~. contains 
'and.software .co111ponents. · 

Standard PC 
UGA or· Collipatible 
KL AT,; or Enhanced J<eyboard us ' . .. ' 
Microsoft Serial Mouse 

,, 'w -~ ••'< <_,_. ~,.,., -~., 

changes:'. The aboue list 111atches 

ENTER= Select FJ-Exit 

Use the UP ARROW and DOWN ARROW keys to move to a setting on the list that 
needs to be changed. Then, press ENTER to see alternatives for that item. 

Configuring the Disk Partitions 
Disk space on your hard drive(s) is divided into usable areas called partitions. 
Before it can install Windows NT, Setup must know the appropriate disk partition 
for installing the system files . 

.. ~1irill~~;:,~f Sei;-~~~:Set~~,', : 

: '.f~~ l~~f below ~to·~;~ ~~i~i~~g pari:itio~~' 
creating ne\ol partitions. · ·· · · · ·· 

.. Use :~i;,· lJP, a'nd·'DOWN ARRO~I :keys' to lllove· the highl,ight. to an: 
·in: ,the list. · .~ · ·· · · • 

,: ·.~,. ·:~ 

:::}'~:c~~~~e:a<~·~.~~iti~ri· i~··~h·e· ~tiP<.\~titi~ti~d..s11~c~;press C. 

< • iJ'1r.s·~~ifwind~~~ ~1 .. ~;.··ih~·hi~hitflht~d ~~i<t1t1tln 
'()i• unpartitioned,space~ press ENTER;· 

ENTER= Install D=De lete Pal"tit ion Fi =Help FJ =Exit 
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A disk partition can be any size from 1 MB to the entire hard disk. But the 
partition where you store Windows NT files must be on a permanent hard disk 
and must have enough unused disk space to hold all the files. Refer to the section 
"System Requirements" earlier in this chapter to double-check that your computer 
has adequate disk space for installing the Windows NT files. 

The system partition is the partition that has the hardware-specific files needed to 
load Windows NT. On an x86-based computer, Windows NT looks for certain 
files in the root directory of drive C (Disk 0) when you start your computer. This 
partition must be formatted with either the NT File System (NTFS) or the File 
Allocation (FAT) file system in order for Windows NT to start. It must be 
formatted with the FAT file system if you want to run both Windows NT and 
MS-DOS or if you are dual-booting with Windows 95. For more information, see 
the next section, "Choosing a File System for the Windows NT Partition." 

Tip A RISC-based computer can have several system partitions that are 
configurable by the manufacturer's configuration program, and each system 
partition must be formatted for the FAT file system. If you want to use NTFS, you 
need to create at least one FAT system partition of at least 2 MB plus a second 
partition large enough to contain all the files you want to protect with NTFS. For 
information about setting up more than one system partition on a RISC-based 
computer, see your hardware documentation. 

If you are installing Windows NT on a mirrored partition, you must disable 
mirroring before running Setup and then reestablish mirroring after installation is 
complete. 

Caution If your hard disk contains stripe sets, volume sets, or mirrors, these 
elements appear on the Setup screen as "Windows NT Fault Tolerance." Be 
careful not to delete any of these elements. Also, do not delete partitions that 
contain data you want to keep. 

Use the following guidelines when making decisions about your hard disk 
partitions. 

If you will use only the Windows NT Server operating system: 

• On a new x86-based computer, make a single partition and format it with 
NTFS, as described in the following section, "Choosing a File System for the 
Windows NT Partition." 

• On an existing system containing files you want to keep, maintain all existing 
partitions. You can install the Windows NT Server files on any partition with 
sufficient free space: 124 MB for x86-based machines, or 158 MB for RISC­
based computers. 
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If you plan to use another operating system, such as MS-DOS or Windows 95, in 
addition to Windows NT: 

• To run both MS-DOS and Windows NT on the same computer, you must first 
install MS-DOS. Installing it later might overwrite the boot sector on the hard 
disk, making it impossible to start Windows NT without using the Emergency 
Repair Disk. 

• Make sure the system partition (for example, drive C) is formatted as FAT. For 
example, if you already have MS-DOS installed and want to keep it, preserve 
the system partition and keep the file system as FAT, as described in the 
following section, "Choosing a File System for the Windows NT Partition." 
You can install the Windows NT files on any uncompressed partition with 
sufficient free space, as listed in the section "System Requirements" earlier in 
this chapter. 

Important You cannot install Windows NT on a compressed drive created 
with any utility other than NTFS compression. 

• To use NTFS and have access to another operating system, you must have at 
least two disk partitions. Format drive C with a file system that Windows NT 
and your other operating system can use, such as FAT. Format the other 
partition for NTFS. You can place the Windows NT files on any 
uncompressed (or NTFS-compressed) partition with sufficient free space. 

If you are installing Windows NT on a computer currently configured to start 
either OS/2 or MS-DOS using the boot command, Windows NT Setup sets up 
your system so that you can run Windows NT or whichever of the two operating 
systems (MS-DOS or OS/2) you last started before running Windows NT Setup. 

If you have OS/2 Boot Manager installed on your computer and want to continue 
to use it after Windows NT Server installation is complete, you need to re-enable 
it. After Setup is complete, click the Start button and point to Programs and then 
Administrative Tools. Click Disk Administrator. Select the OS/2 Boot Manager 
partition, and then select Mark Active from the Partition menu. 
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Choosing a File System for the Windows NT Partition 
Once you have selected a partition for installing Windows NT, you must instruct 
Setup which file system, NTFS or FAT, to use with the partition. Make sure you 
know all the considerations when choosing one file system over another. 

, .• ,. ' ·. ' < <· .. • . . ..•. 
'select the• type ~£ file''sy~te111: you· want• on·. this. p:U.tition 
fi-0111. tJie Unt he low~ · Use the UP and. DOWN ARROW keys to ii.(11.le the highlight 
to the selection; y~u t~ant·. ,Ulen press ENTER:· · · · 

EHTER=Continue ESC=Cancel 

Use the following information when choosing to format or convert the partition 
where the Windows NT files will be installed: 

• For an unformatted partition, you can choose to format it with either the NTFS 
or FAT file system. Choose the FAT option if you want to access files on that 
partition when running Windows NT, MS-DOS, Windows 95, or OS/2 on this 
computer. Choose the NTFS option if you want to take advantage of the 
features in NTFS. 

• For an existing partition, the default option keeps the current file system intact, 
preserving all existing files on that partition. 

You might choose to convert an existing partition to NTFS so as to make use of 
Windows NT security. This option preserves existing files, but only Windows NT 
has access to files on that partition. 
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Or, you might instead choose to reformat an existing partition to either the NTFS 
or FAT file system, which erases all existing files on that partition. If you choose 
to reformat the partition as NTFS, only Windows NT will have access to files 
created on that partition. 

Note After running Setup, you can convert file systems from FAT to NTFS. If 
you want to convert an NTFS partition to FAT, you must first back up all the 
files, reformat the partition (which erases all files), and then restore the files from 
the backup version. You must also back up data before repartitioning a hard disk. 
For more information on this process, see the Microsoft Windows NT Server 
Resource Kit Version 4.0. 

The following table summarizes the main criteria for choosing a file system for a 
Windows NT partition. 

Windows NT File Systems 

Security 

Activity log 

File sizes 

File compression 

Operating 
system 
compatibility 

MS-DOS data 
sharing 

NTFS Considerations 

Supports complete Windows NT 
security, so you can specify who is 
allowed various kinds of access to 
a file or directory. 

Keeps a log of activities to restore 
the disk in the event of power 
failure or other problems. 

Maximum file size is 4 GB to 64 
GB, depending on the size of your 
clusters. 

Supports flexible per-file 
compression. 

Recognized only by Windows NT. 
When the computer is running 
another operating system (such as 
MS-DOS or OS/2), that operating 
system cannot access files on an 
NTFS partition on the same 
computer. 

Cannot share data with MS-DOS 
on the same partition. 

FAT Considerations 

Files are not protected by the 
security features of 
Windows NT. 

FAT file systems do not keep a 
log. 

Maximum file size is 4 GB. 

File compression is not 
supported. 

Allows access to files when 
your computer is running 
another operating system, such 
as MS-DOS or OS/2. 

Enables you to share data with 
MS-DOS on the same partition. 
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Choosing a Directory for the Windows NT Server Files 
After Setup accepts your partition and file system choices, it displays the name of 
the directory where it will install the Windows NT files. You can accept the 
directory that Setup suggests or type the name of the directory you prefer. For 
most installations, the proposed directory is appropriate. 

FJ=Exit ENTER=Upgrade H=New Uersion 

Setup displays a special screen if it detects one or more of the following operating 
systems on your computer: 

• Windows NT (versions 3.1, 3.5, or 3.51) 

• Windows 95 

• Windows 3.x 

In such a case, your decision to install in the directory Setup has chosen or to 
specify a new directory should be based on the following considerations: 

• Do you want Setup to migrate the registry settings from your existing 
operating system? 

• Do you want the ability to choose among your operating systems every time 
you start your computer? 

Note If your computer is running Windows 95, it is not possible to install the 
Windows NT 4.0 files in the same directory. You must specify a new directory. 
Your Windows 95 settings will not be migrated, and you will need to reinstall 
your applications under Windows NT. 
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Use the following chart to decide which directory option is best for your 
installation. 

Previous Operating System Migrates settings? Supports multiple-
and Installation Directory boot? 

Windows NT 
Same directory Yes No 
New directory No Yes 

Windows95 
Same directory NIA NIA 
New directory No Yes 

Windows3.x 
Same directory Yes Yes 
New directory No Yes 



CHAPTER 6 

Gathering Information About 
Your Computer 

69 

When all options have been decided on the first several Setup screens, Setup 
copies all of the appropriate files to your computer and then tells you it is ready to 
restart. 

ENTER=Resta~t Cofflpute~ 
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Once this restart takes place, you will be in the next portion of Setup, called the 
Windows NT Setup wizard. Screens in this portion look different from the ones 
you have seen thus far, but they perform a similar purpose: to customize your 
installation of Windows NT. 

During the Setup wizard, you have the ability to skip among screens using the 
Back and Next buttons. This allows you to change information entered on 
previous screens in case you discover that the information you entered was not 
appropriate. 



Chapter 6 Gathering Information About Your Computer 71 

Choosing a Setup Type 
Setup offers four types of installation: Typical, Portable, Compact, and Custom. 

• Typical Setup is the easiest way to install Windows NT Server and is 
recommended for most standard installations. Typical Setup asks you the 
minimum number of questions and installs all optional Windows NT Server 
components, such as Windows Messaging and HyperTerminal. Wherever 
possible, Typical Setup automatically configures the settings for your 
hardware and other components. 
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• Portable Setup installs options that are useful for portable computers. 

• Compact Setup is designed for computers where disk space is at a premium. 
No optional components are installed. 

• Custom Setup is designed for experienced users who want or need more 
control over how Windows NT Server is installed on their computers. 

Note Windows NT Setup lets you choose a basic video display mode for running 
Setup. At the end of Setup, you have the opportunity to configure and test the 
actual video display mode to be used with Windows NT. For information, see 
"Setting the Time and Configuring the Video Display" in Chapter 8, "Finishing 
Installation." 

To change the keyboard or mouse configuration after Setup is complete, point to 
Settings on the Start menu and click Control Panel. For more information, see 
Help. 

Entering Your Personal Information 
The next few screens of the Setup Wizard ask for information that will uniquely 
identify your computer. 
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Supply the following information: 

• A user name and company name that Windows NT will use to identify you for 
various operations. You must type a response in order for Setup to continue. 

• The licensing mode you want to use for this server. Choose "Per Seat" if you 
have multiple servers and the total number of Client Access Licenses across all 
servers is equal to or greater than the number of computers on your network. 
For all other environments, choose "Per Server." 

If you are unsure which mode to use, choose "Per Server" since you are legally 
permitted to change once from Per Server to Per Seat at no cost. For more 
information about licensing modes, see Help, or see the Concepts and 
Planning book. 

• A Product Identification number or CD Key, which a Microsoft technical 
support representative can use to identify your system. This dialog box might 
not appear if you are installing Windows NT Server from the network, 
depending on the requirements at your site. 

The Product Identification number, if you have one, can be found on the inside 
back cover of this book as well as on your registration card. The CD Key, if 
you have one, is printed on your CD case. 

You must type a response in order for Setup to continue. After Setup is 
complete, you can see this Product ID number by pointing to Settings on the 
Start menu, clicking Control Panel, and then double-clicking the System 
icon. 

• A name that will identify your computer on the network. This name must be 15 
characters or fewer and must not be the same as any other computer name, 
domain name, or workgroup name on the network. You can invent a computer 
name, or ask your network administrator if a specific name has been assigned 
to your computer. If you need to change the computer name after Setup is 
complete, double-click the Network icon in Control Panel 

For Custom Setup, a dialog box asks you to select optional tasks to be performed, 
including installing optional components such as accessories and games, or setting 
up locally connected printers. 
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Choosing the Server Type 
Setup allows three choices for the type of server it will install: primary domain 
controller, backup domain controller, or stand-alone server. 

A primary domain controller (PDC)is a server that tracks changes made to 
accounts of all computers on a domain. It is the only computer to receive these 
changes directly, and therefore it serves as the account administrator for your 
domain. A domain has only one PDC. 

A backup domain controller (BDC) is a server that maintains a copy of the PDC 
directory database. This c'opy is synchronized periodically and automatically with 
the PDC. BDCs also authenticate user logon operations and can be promoted to 
function as PDCs as needed. Multiple BDCs can exist on a domain. 

A stand-alone se-rver is a server that serves as neither a PDC or BDC. 

, For more information on domain planning, see Help, or see the Concepts and 
Planning book. , 
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Setting the Administrator Account Password 
Setup creates a default account, called the Administrator account, which grants 
administrative privileges for managing the overall configuration of your 
computer, such as managing security policies and working with user accounts. 
The Administrator account is intended for use by the person who manages this 
computer. On this screen in the Setup Wizard, you can specify a password for the 
Administrator account, or leave the screen blank to indicate no password for the 
account. 

i~~1tn~fi!\~~~1~~~~1~r:::rtJEij;::rr:iTh:·t::,:.:~m1,;t1f1i~rrrtI!Ithi)!'::·~~:1::~tt1:':Jri1 

· Adri.inistratarAccaunt 
, . .. . . . . ·.. .. : . ~ •. ~ . , . ' 

: Pl~se 6l'lter,; password ol 14 6har<iclers ot !Sss to us~fot the ·· 
~~f~t~~~~~d~~~.Reented!ie $ame p,;ssword in the 

· The Adm~istiat~r acc~unt allowima~~~ ac6esi to ~~r • • · 
.. coinpi.tter's resources.· Therefore the administrator password is . 
. an impottarit piece ol information which you should gUard 

carefuUy. • . 

. Note: Take sp~ieil ·C<l!e to· r~m~er the p~~swordyo•u : .•. .• . '. 
· supply. It fa recommended thatyou wriie the pasW.iord down : .. ; · 

and store ilin a safe place. · · 

If you choose not to join a domain, this account is the one you will use initially to 
manage your computer after Setup is complete. See "Joining a Workgroup or 
Domain" in Chapter 7, "Connecting to the Network." 

This account is built in to your computer once Setup is complete, and is a member 
of the built-in Administrators group in User Manager. It cannot be removed 
from that group. For information on using User Manager, see Help, or see the 
Concepts and Planning book. 
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To set a password for the Administrator account, type a password of 14 characters 
or less in the first box, then retype the same password in the second box to 
confirm your choice. Take special care to remember the password you supply. 

Note Some Intel Pentium-based computers have a faulty module for performing 
floating-point division. These computers will sometimes give inaccurate results 
when dividing certain very specific values. If Setup detects that you are installing 
Windows NT on such a computer, the next screen you see gives you the option of 
working around this fault. 

This workaround turns off your computer's floating-point module and lets 
Windows NT perform these floating-point operations instead. Choosing this 
option will slow these operations considerably. However, if you plan to use 
programs which make extensive use of floating-point math, this option may be 
desirable. 

Creating the Emergency Repair Disk 
The Setup Wizard next gives you the option of creating an Emergency Repair 
Disk. This disk can be used to save the current system settings and restore your 
computer if files become damaged. 
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Microsoft strongly recommends that you create the Emergency Repair Disk 
during Setup and update it or create a new disk every time you make a significant 
change to your hardware or software setup, such as changing your partition 
structure, changing device drivers or other hardware, or installing new 
applications. Repair information is saved on your hard disk even if you do not 
create an Emergency Repair Disk. However, in many cases, system errors will not 
allow you to have access to this information at the time you need it. 

Note Using the Emergency Repair Disk to recover from a system error requires 
having your three Setup disks at hand, unless your computer's BIOS supports the 
El Torito Bootable CD-ROM (no-emulation mode) format (see your computer's 
documentation). If you do not have the Setup disks that came with your package 
and you chose to override creating them when starting Setup, you will need to 
create them after installation is complete in order to use the Emergency Repair 
Disk. For more information, see Help. 

For information on using the Emergency Repair Disk to restore damaged files and 
on creating an Emergency Repair Disk after Setup is complete, see the Microsoft 
Windows NT Server Resource Kit. 

Note You may experience difficulty creating the Emergency Repair Disk if drive 
A of your computer is a 2.88 MB drive and your disk is formatted to 2.88 MB. If 
you experience problems, supply a disk formatted for 1.44 MB. 

To create an Emergency Repair Disk, choose the Yes option on this screen. You 
will be prompted to insert the disk at a later point during Setup. 
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Selecting Optional Components 
Windows NT includes a variety of components which you have the option of 
installing during Setup. These components include Windows Messaging, 
multimedia, games, and other accessories. You can choose to let Setup install the 
most common components, or specify that you will choose which components 
you want. 

If you choose to select your own components, Setup displ~ys a list from which to 
make your selections. Click the check box next to each item to select or clear your 
choice. To learn more about a feature before selecting it, click the text or icon 
next to the check box and read the description in.the box on the right side of the 
screen. 
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When you have finished with this screen, Setup reports that it is ready to install 
networking on your computer. If you need to review or change any of the 
information you previously entered, you must click Back to go to the appropriate 
screen(s) and you can only do so now. 

Click Next when you are ready to continue. 
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CHAPTER 7 

Connecting to the Network 

This section relates information about configuring your computer to use the 
networking features of Windows NT. If you are not installing these features, 
Setup automatically skips the screens shown in this chapter and jumps to the end 
of installation. See the next chapter, "Finishing Installation," for more 
information. 

Your first network Setup choice is to indicate the type or types of network, if any, 
in which your computer will participate. 
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Check the Remote access to the network option if you will use a modem to 
connect to the network. 

For all other network connection types, check the Wired to the network option. 
You can check both options if both scenarios apply to your computer. If you do 
not want access to a network, select the Do not connect this computer to a 
network at this time option. You can install or modify your network connections 
after Setup is complete by double-clicking Network in Control Panel. 
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Installing the Internet Information Server 
Next, Setup asks if your computer will be used as a server on the Internet. 

The tool for identifying your computer as an Internet server is called the 
Microsoft Internet Information Server (IIS). 

If you already have the necessary Internet or intranet connection, you can accept 
all of the default settings during Setup and then add your Hypertext Markup 
Language (HTML) content files to the \Wwwroot directory. Your files will be 
immediately available to users. The default Setup configurations are suitable for 
many publishing scenarios without any further modifications. 

For more information about configuring and using the Internet Information 
Server, see the IIS online product documentation after Setup is complete. 

~ To install Internet Information Server 

• Check the option on this screen. 

The IIS files will be installed during a later portion of Setup. 

Note You can install Internet Information Server at any time after Setup by 
running Inetstp.exe directly from the \Inetsrv directory in the directory matching 
the name for your platform (for example, 1386) on your Windows NT compact 
disc. 



Chapter 7 Connecting to the Network 83 

Detecting and Selecting Network Adapters 
If your computer is wired directly to a network, the next step is to identify the 
network adapter(s) in your computer. 

Setup uses an automated method of detecting adapters, but if you plan to use a 
type other than what is detected, you must do both of the following: 

1. Check the Windows NT Hardware Compatibility List to verify whether your 
adapter will work successfully with Windows NT. For ways of finding this list, 
see "What You Should Know Before Running Setup" in Chapter 5, 
"Beginning Installation." 

2. Have the adapter manufacturer's disk handy for loading the appropriate driver 
files. 

When you click Start Search, Setup checks for network adapter cards in your 
computer and displays the first network adapter it finds. Click Find Next to 
search for additional adapters. 

Setup cannot recognize some types of network adapters, and as a result one or 
more of your adapters might not be detected and added to the list. If Setup cannot 
identify your adapter, or if you have the disk from the manufacturer of an 
additional adapter you wish to install, click Select from list ... and click the name 
of the adapter you want to install. 
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If you do not know the name and model of your adapter, use one of the following 
methods to find it out: 

• Ask your network administrator 

• Check your network adapter documentation 

• Run a hardware query tool 

You can install additional adapters after running Setup by double-clicking the 
Network icon in Control Panel. 

Configuring Network Adapters 
Depending on the manufacturer of your network adapter, Setup might display an 
Adapter Card Setup dialog box, letting you select the correct IRQ number, I/O 
base port address, memory buffer address, and other settings. For many adapters, 
these settings are configured automatically. In these cases, we recommend that 
you accept the manufacturer's proposed settings. 

Note Make sure to double-check all adapter settings before continuing with 
Setup. If your network adapter is set improperly, Windows NT won't be able to 
run network services. 

If you are an experienced user and know that you need to change adapter settings, 
see the documentation for your network adapter or ask your network administrator 
for the correct values. 

Selecting Network Protocols 
Next, Setup asks you to select one or more network protocols to install. 
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Protocols are the software that enable the exchange of information among 
computers. Common network protocols include the following: 

• TCP/IP. This suite of networking protocols provides communication across 
interconnected networks. Choose this option if your computer is on an 
interconnected network with diverse hardware and operating systems, or if you 
want to communicate with non-Microsoft systems such as UNIX. TCP/IP is 
required for Internet communications. 

• NWLink IPX/SPX Compatible Transport. For many sites, this is the standard 
network protocol. It supports routing, and it can support NetWare client-server 
applications, where NetWare-aware, Sockets-based applications communicate 
with IPX/SPX Sockets-based applications. Choose this option if your 
computer is connected to or communicates with a NetWare network. 

• NetBEUI. This protocol is usually used in small, department-size, local area 
networks of 1 to 200 clients. It can use Token Ring source routing as its only 
method of routing. Choose this option if your network uses NetBEUI as a 
transport protocol. 

NetBEUI is selected automatically if you install Remote Access Service and 
do not configure a network adapter card. 

Caution You must select NetBEUI if your computer communicates with other 
computers on an existing Microsoft network that uses NetBEUI for Windows NT 
3 .1 or later, Windows for Workgroups 3.11, or LAN Manager 2.x. 

If you do not install NetBEUI and your network requires it, your computer will 
not be able to communicate with other computers on your network. 

If you are unsure about which network protocol to choose, accept the default or 
ask your network administrator. After Setup is complete, you can add or remove 
any transports for your system by double-clicking the Network icon in Control 
Panel. 
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Selecting Network Services 
The Network Services dialog box appears after you configure the first network 
adapter so that you can install additional supporting software. 

If you choose to install additional network components, you might be asked to 
insert additional disks supplied by the component manufacturer. 

Confirming Your Network Component Settings 
Setup is now ready to copy the necessary files for installing your network options 
and start the network. If you want to make any changes to your network choices, 
click the Back button to do so now. 

Click the Next button to begin installing the networking components. 
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While Setup is copying the needed files to your computer, dialog boxes might 
appear for the various adapters, protocols, and services you have chosen to install. 
Accept the default values in each dialog box or type the settings required for your 
computer. 

If you are installing Internet Information Server, be sure to register the IP address 
provided by your Internet service provider (ISP) unless the ISP uses DHCP to 
assign the address to you automatically. 

Adjusting the Network Bindings 
Next, Setup lets you adjust your network bindings. 

Network bindings are the series of paths that enable communication among the 
network service~, protocols, and adapters in your computer. In some cases, you 
can adjust the bindings on your computer to increase the performance of certain 
network services among multiple network adapters. 

Warning Do not attempt to change the binding settings unless you are an 
experienced network administrator familiar with the requirements of your network 
software. 

To adjust the bindings for a network service, double-click the service name and 
click the adapter or protocol to which it is connected. Then, click the Enable and 
Disable buttons to allow or disallow communications along the selected path. 

By default, Setup displays all bindings as they are associated with the network 
services. To change the view on this screen, click the drop-down menu arrow and 
choose All protocols or All adapters. 
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Joining a Workgroup or Domain 
Next, Setup displays the Domain Settings dialog box. 

In Windows NT, a workgroup is a collection of computers that appears, for 
convenience, under the same workgroup name when you browse network 
resources. Belonging to a common workgroup is a way for coworkers to quickly 
find each other's computers on the network. When you browse the network, the 
names of all the computers in your workgroup appear first in the browsing 
directory. 

Any computer can join any single workgroup. You can join an existing 
workgroup or create a new one simply by typing a workgroup name. 
Windows NT Setup will accept almost any workgroup name you choose, 
including the default WORKGROUP. The only workgroup name you cannot use 
is the name you gave to your computer, as described in "Entering Your Personal 
Information" in Chapter 6, "Gathering Information About Your Computer." 

A domain is a collection of computers defined by the administrator of a 
Windows NT Server network. A domain provides the same convenience for 
network browsing and also provides access to the centralized user accounts and 
group accounts maintained by the domain administrator. 

Unlike a workgroup, a domain must already exist for you to join it. Joining a 
domain usually requires that the domain administrator add an account for your 
computer to the domain. If the administrator has given you the correct privileges, 
however, you can create your computer account during installation. Check with 
your administrator to see how. your account will be created. 
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If you do not know the domain name for your computer and you want to finish 
running Setup without this information, you can select the W orkgroup option 
and then type any workgroup name. After running Setup, you can join a domain 
or change the workgroup name by double-clicking the Network icon in Control 
Panel. 

Note If you have recently removed an older version of Windows NT Server and 
are reinstalling on a computer that previously belonged to a domain, you must ask 
your network administrator to delete your machine account and create a new one. 
Otherwise, you will not be able to log on to the domain after the reinstallation. 

You cannot change the machine account when you are upgrading your original 
Windows NT Server installation. 

The Domain Settings dialog box can be used in two ways, depending on your 
network configuration: 

• If the network started successfully, you can specify whether this computer is a 
member of a workgroup or a member of a Windows NT Server domain. 

• If the network did not start, you are given a chance to reconfigure the network 
and attempt to start it again. If the network still does not start, you can accept 
or change the default Workgroup entry in this dialog box, and then click OK 
to continue Setup. This sets up a temporary workgroup to which your 
computer can belong. 

At this point in Setup, dialog boxes might appear for the various adapters, 
protocols, and services you have chosen to install. Accept the default values in 
each dialog box or type the settings required for your computer. 
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Finishing Installation 

Setup is now ready to finish your installation. 

Before Setup can reboot and start your new operating system, however, it needs 
you to review and approve a few settings for the new operating system. 

91 
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Setting the Time and Configuring the Video Display 
The first screen shows the Date and Time utility. Adjust these settings for your 
local time and time zone. 

Next, the Display utility appears so that you can configure your video display. Be 
sure to test your display before clicking OK. 

The display settings can be changed after Setup is complete by using the Display 
icon in Control Panel. For information, see Help after Windows NT has been 
successfully installed. 
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Starting Windows NT Server 
After you complete the last screen of the Setup Wizard, Setup is ready to 
complete the final installation tasks. 

t> To complete Setup and start Windows NT Server 

1. When the Setup Wizard is finished and a message asks you to restart your 
computer, remove any disks from the floppy disk drives and choose the 
Reboot button. 

2. A boot loader menu appears. If you have a dual or multiple boot, the 
Windows NT installation you just completed is highlighted at the top of the 
list. Press ENTER. 

3. When the Begin Logan message appears, press CTRL+ALT+DEL to log on. 

4. In the Logon Information dialog box, type and confirm your password, and 
then click OK. If your computer is already a member of a domain, you must 
choose a domain in the From ... box in order to log on. 

Caution For an x86-based computer, the following files are copied to the root 
directory on drive C: BOOT.IN!, BOOTSECT.DOS (if another operating system 
is on your computer), NTLDR, and NTDETECT.COM. Also, if you have a SCSI 
disk that is not visible from MS-DOS (that is, not seen by the BIOS), the 
NTBOOTDD.SYS file is copied. These files should never be deleted because 
your system will not start without them. 

For a RISC-based computer, HAL.DLL and OSLOADER.EXE are copied to the 
\OS\ WINNT directory on your system partition. These files should never be 
deleted. 

Note that these files are all read-only, hidden system files. If any of these files is 
missing on your system, you can use the Emergency Repair Disk to restore them. 
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APPENDIX A 

Windows NT Setup 
Troubleshooting 

This Troubleshooting Guide describes how to overcome problems installing 
Windows NT 4.0. 

Using the Hardware Compatibility List 

97 

The Windows NT Hardware Compatibility List (HCL) is a compilation of systems 
and hardware which have been extensively tested with Windows NT for stability 
and compatibility. It is the guide used by Microsoft Product Support Services for 
determining whether or not a given system is supported for use with 
Windows NT. If you experience problems during your installation of 
Windows NT, your first step in troubleshooting should be to verify all of your 
computer's hardware components against this list. 

Up-to-date versions of the HCL are available on: 

• the World Wide Web at http://www.microsoft.com/ntserver/hcl/hclintro.htm 

• Microsoft's FTP server at ftp://microsoft.com/bussys/winnt/winnt_docs/hcl 
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Hardware Configuration 
Prior to installing Windows NT, you should record configuration information, 
including memory addresses and interrupt request (IRQ) settings on all adapters in 
your computer. Windows NT, as opposed to MS-DOS, does not install properly if 
adapters share IRQ settings. During Setup, when Windows NT detects your 
adapter card, it is often unable to detect the correct memory address or IRQ 
settings. Use the following table to determine the information you will need: 

Adapter 

Video 

Network 

SCSI Controller 

Mouse 

1/0 Port 

Sound Card 

External Modem 

Internal Modem 

Required information 

Adapter or chipset type 

IRQ, 1/0 address, DMA (if used) connector type (BNC, twisted 
pair, etc.) 

Adapter model or chipset, IRQ, and bus type 

Mouse type, port (COMl, COM2, bus, or PS/2) 

IRQ, 1/0 address, DMA (if used) for each 1/0 port 

IRQ, 1/0 address, DMA 

Port connections (COMl, COM2, etc.) 

Port connections or IRQ and 1/0 address (for non-standard 
configurations) 

Note Windows NT currently does not support the following controller and BIOS 
enhancements: 

• 32-bit Basic Input/Output System (BIOS) switch 

• Enhanced Drive Access 

• Multiple Block Addressing or Rapid Integrated Device Electronics (IDE) 

• Write Back Cache on disk controllers 

• Power Management features 
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Frequently Asked Questions about Windows NT 4.0 
Setup 

This section lists the most common questions raised while running Setup. If you 
have encountered a problem, check here to see if your issue is explained. 

Setup fails with the error message, "Setup did not find any mass storage devices on 
your computer." 
-or-
After I remove the third Setup disk and my computer restarts, a screen appears with 
the message, "STOP: Ox0000007b Inaccessible Boot Device" and Setup stops there. 
-or-
After I remove the third Setup disk and my computer restarts, a screen appears with 
the location "Ox4,0,0,0" and Setup stops there. 

What can I do? 
Make sure all hard disks are getting power and are properly connected to your 
computer. Then check the following: 

1. Scan each drive for viruses. If the Master Boot Record is infected, 
Windows NT may not see the hard drive properly. Use a commercial scan 
program in addition to MS Virus scan. Even if the drive is formatted as NT 
File System (NTFS), the Master Boot Record can become infected. 

2. If the hard drive uses a small computer system interface (SCSI), check the 
following: 

• Is there a valid boot sector on the drive? 

• Are all SCSI devices properly terminated? 

If you are using a passive terminator, upgrade to an active terminator. 

• Is the BIOS on the boot (initiating) SCSI adapter enabled? 

• Are the BIOSs on all non-initiating SCSI adapters disabled? 

When the BIOS on a non-initiating SCSI adapter is enabled, it can fail at 
startup and/or interfere with hardware interrupt 13 calls to the initiating 
hard drive controller, resulting in the inability to start your computer as 
well as random hangs during installation. 

• Is the SCSI ID for your boot drive set at zero? 

• Have all your cables been checked for problems? 

• Does your SCSI configuration comply with the appropriate standards? 

For the appropriate SCSI configuration standards, see your hardware 
manufacturer. Check the HCL for notes regarding SCSI adapters and 
any limitations with specific adapters. 
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3. If the hard drive uses an enhanced integrated device electronics interface 
(EIDE), check the following: 

• Verify that the system drive is the first drive on the first integrated 
device electronics (IDE) controller on the motherboard. 

• In the system BIOS, verify that file I/O and/or disk access are set to 
standard. Most computers ship with access set to either 32-bit or 
enhanced access. 

4. If the drive uses an IDE or an enhanced small device interface (ESDI), 
check the following: 

• Verify that the controller is functional in a different computer, if 
possible. 

• If the drive is larger than 1024 cylinders, make certain you are using a 
supported disk configuration utility. 

• Verify that the drive is jumpered correctly for master, slave, or single 
drive. 

During the restart into the Setup wizard, the error message "NTOSKRNL.EXE is 
missing or corrupt" appears. · 

If you are installing to a drive other than C: and the primary drive is FAT, edit 
your BOOT.IN! file and change the partition information by doing the 
following: 

1. At an MS-DOS or OS/2 command prompt, type: ATTRIB -S -R 
C:\BOOT.INI 
This will remove the Read Only and System File attributes from the 
BOOT.IN! file. 

2. Edit the BOOT.IN! file and change the Windows NT line to read as 
follows: 

multi(0)disk(x)rdisk(0)partition(y)\winnt="Windows NT on ?:" 

where x is the drive number, y is the partition number, and ? is the drive 
letter where Windows NT resides. This will change the partition number 
for Windows NT. 



Appendix A Windows NT Setup Troubleshooting 101 

During the restart from the character-based mode of Setup into the Setup wizard, an 
error message reading "HAL.DLL is missing or corrupt" appears. 
-or-
When I install Windows NT on a multi-processor computer, the following error 
message appears: "HAL: Bad APIC version. HAL: This HAL.DLL requires an MPS 
version 1.1 system. Replace HAL.DLL with the correct HAL for this system. The 
system is halting." 

What's wrong? 
The incorrect hardware abstraction layer (HAL) is being loaded. To solve this 
problem, use the following steps: 

1. Restart Setup. 

2. As soon as the message "Windows NT is examining your hardware 
configuration appears," press F5. This displays a screen with various 
computer types listed. 

3. Choose your computer type from the list. For example, if you are using an 
Intel Pentium-based computer with a single processor, choose "Standard 
PC." 

If your computer type does not appear on the list, select "Other" and insert 
the disk containing your computer manufacturer-supplied HAL. 

4. Type ENTER to continue with Setup. 

The mass storage device I used with Windows NT 3.51 is not available on 
Windows NT 4.0. 

What can I do? 
If the driver was on the Windows NT installation disk previously, check the 
files Readme.doc and Setup.txt on your Windows NT 4.0 compact disc to see 
if the driver is now located in the retired drivers directory. Full installation 
instructions are located in that directory. 

If you received the driver directly from a third-party vendor, contact the 
vendor to request drivers for Windows NT 4.0. 

When I use my SoundBlaster card, I can't play music CDs if I have the CD port 
configured with the mass storage driver. 
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What's wrong? 
On more recent SoundBlaster cards;· the multi port capabilities may not be 
recognized. Call Creative Labs for information about updated drivers. 

My driver for audio/video/mass storage/netcard is not included in Windows NT 4.0. 

What should I do? 
Contact your device manufacturer for the updated drivers. 

The partition where I am installing Windows NT is currently part of a mirrored set 
with another partition. 

What should I do before I run Setup? 
If you are installing Windows NT on a mirrored partition, you must disable 
mirroring before running Setup and then reestablish mirroring after installation 
is complete. 

What is Windows NT doing during the first part of Setup? 
During the first part of Setup (referred to as character-based Setup), Windows 
NT examines your system architecture for foundation-level information and 
drivers. This information includes: 

• CPU type (x86, MIPS, ALPHA, or PPC) 

• Motherboard type (PCI, VESA, MCA, EISA, or ISA) 

• Hard Drive Controllers 

• File Systems 

• Free Space on Hard Drives 

• Memory 

Windows NT looks for any devices that must be initialized at system startup in 
order for your computer to run. Windows NT also constructs a "mini" version 
of Windows NT, which is used to reboot your computer into the Setup wizard 
(the graphical user interface mode portion of Setup). In order for the Setup 
wizard to run smoothly, the information you give during the character-based 
mode of Setup must be accurate and complete. 

While running Setup, my computer stops and displays a long message beginning 
with the word "STOP." 
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What happened? 
Text mode STOP Messages are used to identify and debug hardware and 
software problems that occur while loading or running Windows NT. When a 
mission-critical operating system fails, it is preferable to generate an obvious 
error message, such as the STOP screen, rather than to simply fail in an 
"invisible" manner and possibly corrupt data. A STOP screen consists of a 
STOP message, the text translation, the addresses of the violating call, and the 
drivers loaded at the time of the STOP screen. STOP screens give you and a 
Product Support Services engineer the necessary information to locate and 
identify problem areas. 

My computer supports booting directly from the CD-ROM drive. When I try to boot 
from the Windows NT 4.0 compact disc, however, nothing happens. 

What's wrong? 
In order to boot directly from the Windows NT 4.0 compact disc, your 
computer's BIOS must support the El Torito Bootable CD-ROM (no­
emulation mode) format. Check with your computer manufacturer if you are 
unsure whether your BIOS has this feature. 
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Microsoft is committed to making its products and services easier for everyone to 
use. This section provides information about the following products and services, 
which make Microsoft Windows NT Server more accessible for people with 
disabilities: 

• Microsoft support services for people who are deaf or hard-of-hearing 

• Features in Windows NT that make using Windows NT easier for people with 
motion or hearing disabilities 

• Setting up Windows NT for individuals who require third-party accessibility 
utilities 

• Keyboard layouts designed for people who type with one hand or a wand 

• Getting information about other products and services for people with 
disabilities 

Support Services for Individuals Who are Deaf or Hard-of-Hearing 
Through a text telephone (TT/TDD) service, Microsoft provides users who are 
deaf or hard-of-hearing with complete access to Microsoft's product and customer 
support services. 

You can call the following numbers Monday through Friday, excluding holidays. 
You can contact the Microsoft Sales and Information Center on a text telephone 
by dialing (800) 892-5234 between 6:30 AM. and 5:30 P.M. Pacific time. For 
technical assistance in the United States, you can contact the Microsoft Support 
Network on a text telephone at (206) 635-4948 between 6:00 AM. and 6:00 P.M. 

Pacific time. In Canada, dial (905) 568-9641between8:00 A.M. and 8:00 P.M. 

Eastern time. Microsoft's product support services are subject to Microsoft's 
prices, terms, and conditions in place at the time the service is used. 
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Windows NT Accessibility Features 
Windows NT includes several accessibility features that provide users who are 
movement or hearing disabled with better access to computers that run 
Windows NT. These features enable you to change your display, mouse, and 
keyboard features, as well as use sound to help you use Windows most 
effectively. 

For example, if you have trouble using a mouse, you can use the MouseKeys 
feature, which enables you to use the numeric keypad to move the mouse pointer. 

To find these features, double-click the Accessibility Options icon in Control 
Panel. For a more detailed list of procedures, look up "accessibility" in the Help 
Index. 

Accessibility Options Shortcut Keys 
To use Accessibility Options shortcut keys, the shortcut keys must be enabled. 
For more information, look up "accessibility" in the Help Index. 

To 

Toggle StickyKeys on and off 

Toggle FilterKeys on and off 

Toggle ToggleKeys on and off 

Toggle MouseKeys on and off 

Contrast on and off 

Press 

SHIFf 5 times 

RIGHT SHIFf for 8 seconds 

NUMLOCK for 5 seconds 

LEFf ALT+ LEFf SHIFf + NUMLOCK 

LEFf ALT+ LEFf SHIFf +PRINT SCREEN 

Setting up Windows NT for Individuals Who Require Third-party 
Accessibility Utilities 

It is not possible to run the Windows NT installation program in standard mode 
concurrently with third-party accessibility utilities such as screen readers or 
screen magnifiers. Users who require accessibility utilities such as these can use 
the installation program's Unattended Setup mode from a command line. The 
Unattended Setup mode installs Windows NT without requiring any user 
interaction. It can also be used to install an accessibility utility automatically at 
the same time. For complete instructions, see the file ACCSETUP.TXT on your 
installation disk. 
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Customizing Windows NT 
There are many ways you can adjust the appearance and performance of 
Windows NT, your mouse, and your keyboard to suit varying vision and motor 
abilities without requiring any additional software or hardware. Application note 
WW1279 describes the specific methods. 

If you have a modem, you can download application notes from the following 
network services: 

• CompuServe® 

• GEnie™ 

• Microsoft OnLine 

• Microsoft Download Service (MSDL), which you can call at (206) 936-6735 
any time except between 1:00 AM. and 2:30 AM. Pacific time. Use the 
following communications settings: 

For this setting 

Baud rate 

Parity 

Data bits 

Stop bits 

Specify 

1200,2400,or9600 

None 

8 

1 

• Various user-group bulletin boards (such as the bulletin-board services on the 
Association of PC User Groups network) 

Keyboard Layouts for Single-Handed Users 
Microsoft distributes Dvorak keyboard layouts that make the most frequently 
typed characters on a keyboard more accessible to people who have difficulty 
using the standard "QWERTY" layout. There are three Dvorak layouts: one for 
two-handed users, one for people who type with their left hand only, and one for 
people who type with their right hand only. The left-handed or right-handed 
keyboard layouts can also be used by people who type with a single finger or a 
wand. You do not need to purchase any special equipment to use these features. 

Microsoft Windows NT already supports the two-handed Dvorak layout, which 
can be useful for coping with or avoiding types of repetitive-motion injuries 
associated with typing. For a detailed list of procedures, look up "Dvorak" in the 
Help Index. 
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Documentation in Alternative Formats 
People who have difficulty reading or handling printed documentation can obtain 
most Microsoft publications from Recording for the Blind, Inc. Recording for the 
Blind distributes these documents to registered, eligible members of their 
distribution service, either on audio cassettes or on floppy disks. More than 
80,000 titles are available, including Microsoft product documentation and books 
from Microsoft Press. You can contact Recording for the Blind at the following 
address or phone numbers: 

Recording for the Blind, Inc. 
20 Roszel Road 
Princeton, NJ 08540 

Telephone: (609) 452-0606 
Fax: (609) 987-8116 

More Information for People with Disabilities 
For more information about Microsoft products and services for people with 
disabilities, contact: 

Microsoft Sales Information Center 
One Microsoft Way 
Redmond, WA 98052-6399 

Voice telephone: (800) 426-9400 
Text telephone: (800) 892-5234 
Fax: (206) 635-6100 

The Trace R&D Center at the University of Wisconsin-Madison produces a book 
and a compact disc that describe products that help people with disabilities use 
computers. The book, titled Trace Resource Book, provides descriptions and 
photographs of about 2,000 products. The compact disc, titled CO-NET CD, 
provides a database of more than 18,000 products and other information for 
people with disabilities. It is issued twice a year. To obtain these directories, 
contact: 

Trace R&D Center 
S-151 Waisman Center 
1500 Highland Avenue 
Madison, WI 53705-2280 

Voice telephone (608) 263-2309 
Text telephone: (608) 263-5408 
Fax (608) 262-8848 

For general information and recommendations about how computers can help 
specific individuals, consult a trained evaluator who can best match the 
individual's needs with the available solutions. An assistive technology program 
in your area will provide referrals to programs and services that are available to 
you. To locate the assistive technology program nearest you, you can contact: 

National Information System (NIS) 
Center for Developmental Disabilities 
Benson Bldg. 
University of South Carolina 
Columbia, SC 29208 

Voice/text telephone: (803) 777-4435 
Fax: (803) 777-6058 



Index 

A 
Accessibility options, Control Panel icon 36 
Accounts, joining a workgroup or domain 88-89 
Adapters, network 

detecting and selecting 83-84 
troubleshooting configuration 98 

Add/Remove Programs icon, installing software 28-29, 36 
Addresses 

configuring network adapters during Setup 84 
IP address registration for Internet Information Server 87 
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Add/Remove Programs, installing software 28-29 
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Emergency Repair Disk (ERD) 76-77 
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D 
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customizing 29-30 
new features 14-17 
opening files directly 31-32 
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configuring during Setup 61 
troubleshooting missing drivers 101-102 
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description 50 
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starting Setup 58-60 
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customizing desktop 29-30, 36 
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Drivers 
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Drives 
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network 
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troubleshooting 
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E 
EIDE drives, troubleshooting boot device problems 99-100 
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creating 76-77 
restoring important files 93 

Emptying Recycle Bin 15 
Event Viewer, monitoring events 40 
Events, NTFS vs. FAT file systems 66 
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advantages and disadvantages 66 
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NTOSKRNL.EXE missing or corrupt 100 

File Manager replaced 16 
File systems 

FAT 
advantages and disadvantages 66 
installing Windows NT 65-66 
NTOSKRNL.EXE missing or corrupt 100 

HPFS, installing Windows NT 65-66 
NTFS 

Files 

advantages and disadvantages 66 
installing Windows NT 65-66 
permitting access to other operating systems 64 

backing up data 39 
closing 17, 18-19 
copied during Setup 93 
copying 

to floppy disk 26 
using drag and drop 27 
with My Computer 25 

deleting 
Recycle Bin icon 15 
using My Computer 26 

managing with Windows NT Explorer 16 
moving 

using mouse 23 
using My Computer 25 

My Computer icons 21 
NTFS vs. FAT file systems 66 
opening 

directly from Start menu 35 
frequently used 31-35 
Programs menu 18-19 

shared See Sharing, files and folders 
synchronizing with Briefcase 15 
viewing computer contents 20-22 

Find command, Start menu 16 
Find tab, Help 14 
Floating-point module, Windows NT workaround 76 
Floppy disk, copying files or folders to 26 

Folders 
copying 

using drag and drop 27 
with My Computer 25 

creating 24 
deleting with My Computer 26 

Index 111 

managing with Windows NT Explorer 16 
moving with My Computer 25 
My Computer icons 21 
NTFS vs. FAT file systems 66 
shared See Sharing, files and folders 
Startup, opening programs automatically 32-35 
Windows NT installation directory 67-68 

Fonts, Control Panel icon 36 
Formatting partitions 65-66 
Frequently asked questions about Windows NT 4.0 

Setup 99-103 
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Getting help 
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during Setup· 60 
logging on to Windows NT 10 
methods 11-14 

HAL.DLL missing or corrupt 101 
Hard disks See Drives 
Hardware 

HAL.DLL missing or corrupt 101 
Hardware Compatibility List 97 
network, upgrading 44-45 
troubleshooting 

boot device problems 99-100 
configuration 98 

updating Emergency Repair Disk (ERD) 76-77 
verifying during Setup 62 

Help command, Start menu 16 
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during Setup 60 
logging on to Windows NT 10 
methods 11-14 

Home pages, Internet Information Server overview 52 
HPFS file system, installing Windows NT 65-66 
HTML files 

installing Internet Information Server 82 
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Hypertext Transport Protocol (HTTP) 52 
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1/0 base port address 
configuring network adapters during Setup 84 
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Control Panel, overview 35-37 
new features 14-17 
shortcuts See Shortcuts 
viewing computer contents 20-22 

IDE controllers, troubleshooting boot device problems 99-
100 
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Installing 
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installing optional components 78 
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directory for Windows NT files 67-68 
network protocols 84-85 
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Administrator account password 75-76 
time 92 

specifying computer name 73 
specifying licensing mode 73 
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starting 

Setup 58-60 
Windows NT 93 

steps listed 55 
STOP messages, troubleshooting 102 
system requirements 58 
using multiple operating systems 64 
verifying hardware 62 
with Windows 95 67-68 

Integrated Services Digital Network (ISDN) 51 
Internet 

connecting to 51 
Internet Service Providers 51 
selecting TCP/IP network protocols 85 
Windows NT Hardware Compatibility List location 97 

Internet Explorer 
browsing the Internet 52 
introduced 15 
viewing Internet Information Server product 

documentation 52 
Internet Information Server 

accessing Internet Service Manager 52 
installing 82 
IP address registration 87 
overview 52 
product documentation 52 

IP address registration for Internet Information Server 87 
IPX/SPX Compatible Transport, network protocol 85 
IRQ number 

configuring network adapters during Setup 84 
troubleshooting configuration 98 

ISDN lines 51 

J 
Joining a workgroup or domain 88-89 

I< 
Keyboard, Control Panel icon 36 

L 
Laptop computers, starting Setup 59 
Left-click 37 
License Manager 40 
Licensing mode, specifying during Setup 73 
Local time, setting 92 
Log files, NTFS vs. FAT file systems 66 
Logging off 11 
Logging on to Windows NT 9-11 
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configuring during Setup 61 
troubleshooting 99-100 
troubleshooting missing drivers 101-102 

Maximize button 17 
Memory buffer address 

configuring network adapters during Setup 84 
troubleshooting configuration 98 

Microsoft Internet Explorer See Internet Explorer 
Migrating from Windows 95 67-68 
Migration Tool for NetWare 40 
Minimize button 17 
Mirror sets, caution when installing Windows NT 63 
Mirrored partitions, running Setup 63, 102 
Modems 

connecting to the Internet 51 
Control Panel icon 36 
troubleshooting configuration 98 

Mouse 
Control Panel icon 36 
moving or copying files 27 
troubleshooting configuration 98 
using efficiently 23 

Moving items 
using mouse 23 
with My Computer 25 

MS-DOS 
disk partitions shared with Windows NT 64 
opening MS-DOS windows 16 
Windows NT installation directory 67-68 
Windows NT Setup considerations 64 

Multimedia, Control Panel icon 36 
Multiple operating systems 67-68 
My Briefcase icon 15 
My Computer icon 

introduced 14 
viewing computer contents 20 
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NetBEUI protocol, selecting during Windows NT 

installation 85 
NctWare 

Migration tool 40 
selecting network protocols 85 
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bindings, adjusting 87 
configuring DCOM applications 41-42 
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connecting to 

computers 45 
network printers 47-48 
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connections, configuring during Setup 81 
Control Panel icon 36 
Dial-Up Networking 

connecting to the Internet 51 
description 50 

Internet access See Internet 
joining a workgroup or domain 88-89 
protocols, selecting 84-85 
services, selecting 86 
setting up computer 43-45 
upgrading software or hardware 44-45 

Network adapters 
setting up Windows NT 83-84 
troubleshooting configuration 98 

Network cards See Network adapters 
Network Client Administrator 40 
Network drives 

My Computer icons 20 
viewing 49-50 

Network Neighborhood icon 15, 45 
New features in Windows NT 3-5, 14-17 
NTFS file system 

advantages and disadvantages 66 
converting FAT and NTFS partitions 66 
installing Windows NT 65-66 
permitting access to other operating systems 64 

NTOSKRNL.EXE missing or corrupt 100 
NWLink IPX/SPX Compatible Transport, network 

protocol 85 
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Opening 
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directly from Start menu 35 
Programs menu 18-19 
using shortcuts 31-35 
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Printers dialog box 17 

Operating systems 
file systems See File systems 
NTFS and access to other operating systems 64 
NTOSKRNL.EXE missing or corrupt 100 
using multiple operating systems 64, 67-68 
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configuring during Setup 62-'-64 
file systems See File systems 
formatting 65-66 
mirrored 63, 102 
system partitions 63 
troubleshooting missing or corrupt 

NTOSKRNL.EXE 100 
Password 

logging on to Windows NT 10 
setting for Administrator account 75-76 

PC Card (PCMCIA), Control Panel icon 36 
Per Server or Per Seat licensing mode 73 
Performance Monitor 40 
Portable computers, starting Setup 59 
Portable Setup 72 
Ports 

Control Panel icon 36 
troubleshooting configuration 98 

PPP (Point to Point Protocol) 51 
Primary domain controller (PDC) 7 4 
Print Manager replaced 17 
Printers icon 

connecting to network printers 4 7-48 
Control Panel icon 36 
description 17 
sharing printers 48-49 
viewing printers 20 

Problems See Troubleshooting 
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Program groups, finding 16 
Program Manager replaced 16 
Programs 

backing up 39 
configuring DCOM applications 41-42 
installing software 28-29 
opening 

directly from Start menu 35 
frequently used 31-35 
Programs menu 18-19 

Start menu 11 
viewing computer contents 20-22 
Windows NT workaround for faulty floating-point 

module 76 
Programs command, Start menu 16 
Protecting data, backing up files 39 
Protocols, network, selecting during Setup 84-85 
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See also Troubleshooting 
about Windows NT 4.0 Setup, frequently asked 99-103 
getting help J 0, 11-14, 60 
logging on to Windows NT 10 

Quitting Windows NT 11 

R 
Reboot button, starting Windows NT 93 
Recycle Bin icon 15 
Regional Settings, Control Panel icon 36 
Remote Access Admin 41 · 
Remote access to the network, Setup option 81 
Right-click 37 
RISC-based computers 

formatting partitions for file systems 65-66 
important files copied during Setup 93 
running Setup 59 
system partitions 63 

Run command, Start menu 
description 17 
introduced 16 
opening and closing programs 19 

s 
SCSI Adapters . . .. 

configuring mass storage devices during Setup 61 
Control Panel icon 37 

SCSI drives, troubleshooting 98-100 
Security, NTFS vs. FAT file systems 66 
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network adapters 83-84 
network protocols 84-85 
network services 86 
optional components to install 78 

Send To command, copying files or folders to floppy disk 26 
Server Manager 41 
Server, Control Panel icon 37 
Servers 

backup domain controller (BDC) 74 
Internet See Internet Information Server 
primary domain controller (PDC) 74 
stand-alone 74 
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Settings command 

overview of Control Panel icons 35-37 
Start menu 16 
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files and folders 46 
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printers 48-49 

Shortcuts 
creating 

overview 31-35 
with mouse 23 

opening frequently used files and programs 
quickly 31-35 

Shut Down command, Start menu 16 
Shutting down the computer 11 
SLIP (Serial Line Internet Protocol) 51 
Software 

installing programs 28-29 
network, upgrading 44-45 
updating Emergency Repair Disk (ERD) 76-77 

Sound cards, troubleshooting 102 
Sounds, Control Panel icon 37 
Space, disk, emptying Recycle Bin 15 
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Start button 

description 11, 15-16 
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viewing 15 
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programs, automatically 32-35 
Setup 58-60 
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logging on 9-11 
opening programs automatically 32-35 
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STOP messages, troubleshooting 102 
Stopping Setup 60 
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tasks, using taskbar or ALT+ TAB 17 
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System requirements 58 
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Tape Devices, Control Panel icon 37, 39 
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TCP/IP protocol 
Internet access requirements 51 
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overview 40-41 
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viruses 99-100 
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UPS, Control Panel icon 37 
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User name, logging on to Windows NT 10 
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Viewing 

computer contents 20-22 
drives 20 
network drives 49-50 

Viruses, troubleshooting 99-100 
Volume sets, caution when installing Windows NT 63 
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