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About This Manual

The manual is divided into these major parts:

® Part I, Installation

® Part II, Tutorial

® Part III, Printer Setup

® Part IV, Printer Software Commands

® Part V, Maintenance and Troubleshooting

® Appendices

Part II, Tutorial, will acquaint you with the many features
of your laser printer and help you start printing. Included
in the Tutorial are explanations of the printer keypad and
the different terms that are used throughout this manual.
If you are new to laser printers, you will want to read this
section throroughly (after installing the printer) before you
go on to any other part of the manual.
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Proprietary Statements
and Notices

Proprietary Statement

The digitally encoded software included with the QMS SmartWriter
80+ laser printer is ©Copyrighted 1986 by QMS, Inc., All Rights
Reserved. This software may not be reproduced, modified, dis-
played, transferred, or copied in any form or in any manner or
on any media, in whole or in part, without the express written
permission of QMS, Inc.

Copyright Notice

This manual is ©Copyrighted 1986, 1987 by QMS, Inc. All Rights
Reserved. This manual may not be copied in whole or in part, nor
transferred to any other media or language, without the express
written permission of QMS, Inc.

Manual Notice

QMS, Inc. reserves the righi 10 make changes to this manual and
to the equipment described herein without notice. Considerable
effort has been made to insure that this manual is free of inaccu-
racies and omissions. However, QMS makes no warranty of any
kind including, but not limited to, any implied warranties of mer-
chantability and fitness for a particular purpose with regard to this
manual. QMS assumes no responsibility for, or liability for, errors
contained in this manual or for incidental, special, or consequential
damages arising out of the furnishing of this manual, or the use of
this manual in operating the equipment, or in connection with the
performance of the equipment when so operated.
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Approvals

Electronics Emissions

This printer complies with the Electronics Emissions Requirements
of the West-German Federal Minister for Postal and Telecommu-
nication Technology regulation:

VFG. 1046/1984

This printer complies with the Electronics Emissions Requirements
of the European Economic Council directive:

82/499/EEC

NOTE: A SHIELDED CABLE IS REQUIRED TO COMPLY
WITH VFG 1046, 82/499/EEC.

Safety

This printer is certified as a Class 1 laser product under the U.S.
Department of Health and Human Services (DHHS) Radiation Per-
formance Standard according to the Radiation Control for Health
and Safety Act of 1968. This means that the printer does not
produce hazardous laser radiation.

Since radiation emitted inside the printer is completely confined
within protective housings and external covers, the laserbeam can-
not escape from the machine during any phase of user operation.
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Warning

This equipment generates, uses, and can radiate radio frequency
energy and if not installedand used in accordance with the Instruc-
tion Manual may cause interference to radio communications. It
has been tested and found to comply with the limits for a Class A
computing device pursuant to Subpart J of Part 15 of FCC rules,
which are designed to provide reasonable protection against such
interference when operated in a commercial environment. Op-
eration of this equipment in a residential area is likely to cause
interference in which case the user at his own expense will be
required to take whatever measures may be required to correct the
interference.

CAUTION:To prevent electrical shock, do not remove the
top cover of your laser printer. No user-serviceable parts
are inside. Any servicing should be referred to a qualified
technician.
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Notice

Your QMS Smarthter 80+ printer emulates Diablo® 630,
Qume Sprmt HP LaserJet PLUS , and ONE of the
following: Epson FX-80 or IBM® Proprinter®.

If your SmartWriter 80+ emulates Epson FX-80, all refer-
ences to the Proprinter Emulation in this user’s guide will
NOT be applicable and should be ignored. Conversely,
if your SmartWriter 80+ emulates the IBM Proprinter, ali
references to Epson Emulation will NOT be applicable
and should likewise be ignored.
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Part I
Installation

Introduction

This section of the manual will guide you through the in-
stallation of your QMS laser printer. Follow the numbered
instructions on the next five pages in sequence. Skipping

steps or performing steps out of sequence may cause prob-
lems.
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A Installation

1

Lift green lever and raise
top half of printer.

5
Close printer.

2

Locate two flags be-
neath the green Fixing
Assembly Cover and pull
firmly towards rear of
printer to remove. Dis-
card spacers after re-
moval.

3
Open Print Cartridge
Door.

Install Print Cartridge
here. Follow instruc-
tions packed with Print
Cartridge. Be sure to
close Print Cartridge
Door after installing
cartridge.

Installation




8
Attach Manual Feed Tray

to nubs on rear of printer.

Tray must be tilted
slightly to fit over nubs.

9

Fit nubs on Output
Stacker Tray into holes
on front of printer.

7

Move printer to selected
location. Lift using han-
dles (front and rear).

6

Select a suitable loca-
tion for the printer. Be
sure to allow enough
space to open printer,
replace Print Cartridge,
remove Paper Cassette,
and to access the Man-
ual Feed area of the
printer. Refer to Printer
Specifications in
Appendix G.

_—

11

outlet.

Connect Power Cord to

10

Connect Printer Inter-
face Cable (not included)
to printer and computer.
Cable may be purchased
from dealer. Refer to
Part Il of manual for in-
structions on interface
setup.

Installation
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15

Turn on printer.

iz

Set > . .zmst dar to

ths papoe C. At

using (sizas are moidsd

into bottom of Paper
! Cassette).

| F U

14
Insert Paper Cassette
into printer.

13

Fill Paper Cassette with
approximately 100 sheets
of ordinary office copier
paper. Fit paper under
the clips in the Paper
Cassette. Side of pa-
per to be printed should
be face down.

14 Installation



ONLINE  FORM FEED OPTION DISPLAY WINDOW

(ams Egﬁﬂ] DDDM

! 1 !
MANUAL FEED TEST GROUP TOGGLE

16

Printer performs self-
test.

@ms 00 DOOEA)

17

Printer warms-up.

@Ms 00 O

18

Printer prints a Status
Summary Sheet. Never
sond data to the printer
until after the status
summary sheet has
printed.

Installation
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19
Printer idle. Ready to
receive data.

L 000

20
Push ONLINE key.

21
Push TEST key.

23

Printer idle. Press the
ONLINE key and printer
is ready to receive data.

22

Printer prints samples
of each “Defined Font”
listed on Status Sum-
mary Sheet.

|

=~ )~
J

]

|

Installation



B Adjusting Print Contrast

19

Print Density
Adjustment Dial

Moving the dial towards
darker print will affect
darkness very slightly.
Keeping the dial set for
darker print will shorten
PRINTER MECHANICAL TEST BUTTON the life of the Print Car-

tridge.

Test Button

Depressing the Test Button prints a test of the printer’s
mechanical function.

Installation 1-7







Part II
Tutorial

Introduction

Your laser printer offers many adaptable features. Most
of these features provide a variety of settings so that you
can customize your printer to meet your requirements.

This Tutorial will introduce you to the following basic
features, explain their purpose, and tell you how they may
be changed:

Paper Size

Manual/Automatic Feed

Page Orientation

Page Margins

°
®

®

®

® Emulation Modes
® Fonts

® Copy Count

® Form feed

®

Dual Interface

In the section called The Keypad, the Tutorial introduces
you to the printer’s keypad. It points out the keys and
display window of the keypad and explains their functions.

Making Changes explains when to change a printer fea-
ture. It also discusses the two methods for making a
change.

[y
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The following sections of the Tutorial describe the most
common features of the printer. They point out:

1. What each feature does.

2. Which feature settings will be in effect if no changes
are made.

P

3. How to change settings.

4. Where to look in this user’s guide for more informa-
tion if it is needed.

Things You Need To Know... covers routine maintenance
as well as some common problems and their solutions.

A The Keypad

The keypad of your printer has four function keys, three
printer setup keys, and a two-digit display window. (See
Figure 1.) The function keys are used in the normal oper-
ation of the printer. The printer setup keys are used only .
to change the settings of the printer. The display window |
displays status and error messages during normal opera-
tion and other information when the printer setup keys are
being used.

ONLINE FORM FEED GROuUP TOGGLE

@ms 000 OO0 )

MANUAL FEED TEST OPTION  DISPLAY WINDOW

Figure 1: The Printer Keypad
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A.1 Function Keys

The four Function keys are: ONLINE, MANUAL FEED,
FORM FEED, and TEST. Their purposes are as follows:

]
—t
—
V4

B

Tutorial

The ONLINE key takes the printer on-line (in
communication with the computer) or off-line.
When the green indicator light is on, the printer
is on-line.

The MANUAL FEED key switches the printer
from automatic (cassette) paper feed to manual
feed. When the green indicator light is on, the
paper may be hand fed from the manual feed
tray. This key works only if the printer is off-
line. (See Section C.)

The FORM FEED key causes the printer to print
a partial page. (See Section 1.) This key works
only if the printer is off-line.

The TEST key prints a sample page of each of
the printer’s resident character sets. The printer
must be off-line for this key to work.



A.2 Printer Setup Keys

The three printer setup keys are: GROUP, OPTION, and
TOGGLE. Their purposes are as follows:

called Groups, each represented by a letter or
number. The GROUP key calls up each Group
and displays it as the left digit of the Display
Window.

To use the Group key place the printer off-
line. Press the Group key. The letter of the
first Group will appear in the display window.
As you continue to press the Group key, the
left digit of the display will show each of the
Groups in sequence. If your printer has the Ep-
son option, the order of Groups is: A, C, d,
E,L,Pq,0,1,2,3,45,6,7,8,and 9. If
your printer has the Proprinter option the order
of Groups is A, C,d, i, L,P,q,0, 1, 2, 3, 4,
5,6, 7,8, and 9. (The “d”, “i”, and “q” are
lowercase.)

n The printer features are divided into categories

Groups have sub-categories called Options. To
’? use the OPTION key, first follow the procedure
° to select the proper Group. Then press the op-
TioN key. The right digit of the display window
will change to the next Option number (“17).
As you continue to press the oPTION key, the
right digit of the display will show each of the
Options. The number of Options will vary ac-
cording to the Group. The sequence of Option
numbers is 0 through 9 and may extend into
alphabetic characters.

2-4 Tutorial



/1

) L/

Group Option
Figure 2: Display Window

The TOGGLE key is the “on/off” switch for the -
Options. An Option will be either on or off.
If the Option is off, pressing the TOGGLE key
will turn it on. If the Option is on, it will turn
it off.

The TOGGLE key has a green lighted indica-
tor. This indicator is lighted when the Option
appearing in the display window is on.

B Making Changes

The printer comes from the factory with each feature set
in a default setting. This default setting remains in effect
unless you change it. As you read about each feature
decide if the default If you prefer to change the setting,
carefully follow the directions to make the change.

There are two ways to change a selection: with the Key-
pad or a software command. The changes illustrated in
this Tutorial are made with the Keypad. If you wish to
make the changes through software commands refer to the
referenced portions of the user’s guide.

This Tutorial will show you the proper step-by-step se-
quence to press the GROUP, OPTION, and TOGGLE keys
to change the settings for several common features. All
setting changes except “current font” (Section H.2.I) re-
main in effect after the printer is powered off.

Tutorial 2-5



The “0” Option is used to store setting changes. When the
TOGGLE key is pressed with the “0” Option of any Group in
the display window, all setting changes are put into effect
and a status summary sheet is printed.

The illustrations in the following section show you what
you see as you follow the step-by-step procedure. The
display window illustrations show the display which oc-
curs after each change. The indicator lights on the ONLINE,
MANUAL FEED, and TOGGLE keys are shown white if they are
lighted and black if they are not.

L1 '
ONLINE

Light is ON. Light is OFF.

Figure 3: Indicator Lights

NOTE FOR LASERJET EMULATION MODE
USERS: When the printer is in LaserJet Emulation Mode,
it ignores all settings made through the keypad affecting
page description (i.e., current font, page margins, page
size, page orientation, and number of copies).

2-6 Tutorial
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C Paper Size

The first step in setting up the printer is to select the paper
size. The paper sizes you may use with your printer are
listed on the status summary sheet.

The printer uses the paper size setting to compute the
area on which it can print. This print area affects the page
margins that are set in the printer. You must specify the
paper size to insure the page margins are correct.

C.1 The Default: Letter

If you wish to use letter size (8.5x11”, 216x279mm) pa-
per, the printer is properly set.

C.2 Changing Paper Size

If you want to print on paper other than letter size, you
will need to purchase the paper cassette for that size from
your dealer. You must also change the paper size setting
in your printer. The following example illustrates how to
change to A4 size (210x297mm, 8.3x11.7”).

Tutorial 2-7



Do This: This Will Result: Meaning:
L]
1. Press " Off-line
2. Press m until: Group 1
3. Press ? antil: Option 4
®
4. P 0] 4 Off
. Press | O 7 ption
/u
3. Press ') until: Option 5
[
4. P O Option 5 Off
. Press | O ption
“a
5. Press '? until: Option 6
[
6. P O 0 6 Off
. Press | U tion
“a b
2-8 Tutorial



Do This: This Will Result: Meaning:

7. Press n

Ready to
save changes

See sequence Changes
8. Press % below: saved.

Status
Summary —
Sheet

To change to any other size or for more detailed instruc-
tions for making this change, see:

Paper Size (Keypad)

Part III Section K.3 Group 1 Options 4-6

You may also make this change through a software com-
mand. For the instructions for using this method see:

Part IV Section D  Paper Size (Software)
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D Paper Source

Your printer can print automatically from the paper cas-
sette or manually from the manual feed tray. For nor-
mal printing use the automatic feed. Envelopes or other
special forms (such as sheets of self-adhesive labels and
transparencies) must be inserted by hand from the manual
feed tray at the rear of the printer (Figure 3).

]
—— - - ' D>
S 9|
A 7
Manuai
Feed
Paper Cassette Tray

Figure 4: Paper Sources
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D.1 The Default: Automatic Paper Feed

The default setting for the paper source is automatic paper
feed. If you do not wish to use the manual feed function,
the printer is properly set.

D.2 Selecting Manual Feed

To set the printer for manual feed:

Do This: This Will Result: Meaning:

L]
1. Press L

L
L |
2. Press @y Set for manual feed
L | I [

Off-line

3. Press -y ,% On-line

Once the printer is set for manual feed use the following

procedure. (Be sure you insert the paper with the side to
be printed facing up.)
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Do This: This Will Result: Meaning:

Send data to the Feed Paper
printer.
Align paper with Feed mechanism
tray guide. will pull sheet
into printer.
Printer Active
Feed Paper

To return the printer to automatic paper feed, reverse the
procedure for selecting manual feed. The lighted indica-
tor in the MANUAL FEED key will go out signifying that the
printer is set for automatic paper feed.

You may also make this change through a software com-
mand. For the instructions for using this method see:

Part IV Section D  Paper Source (Software)

NOTE: Paper source is a part of the page description that
may not be changed once page description is complete. See
“Form Feed Command” (Section J).
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E Page Orientation

Page orientation refers to the direction that text is printed
on the page. Your printer can print in two page orienta-
tions: portrait and landscape. In the portrait orientation
the text is parallel to the short dimension of the page. This
user’s guide is printed in portrait. In landscape the text is
parallel to the long dimension of the page.

Top Top
1. 1

e ——

1%"

Landscape

172"

Portrait

Figure 5: Page Orientation

E.1 Selecting a Page Orientation
Your choice of page orientation depends upon what you
intend to print. For letters and most documents, portrait is

the preferred orientation. For wide tables or spread sheets,
landscape may be needed.

E.2 The Default: Portrait Orientation

The default page orientation is portrait. If you will be
printing letters, reports, or most other documents, your
printer is properly set.
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E.3 Selecting Landscape Orientation

If you wish to print spreadsheets or other documents in
the Landscape Orientation, follow this procedure:

Do This: This Will Result: Meaning:
L]
1. Press _% Off-line
2. Press until: Group 1
3. Press ? until: Option 9
®
O
4. Pr i
€SS A Option 9 On
5. Press m Ready to
- save changes
Se
6. Press | U € sequence Changes
A below: saved%

Status
Summary —
Sheet

—
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For more detailed instructions for making this change, see:

Page Orientation (Keypad)

Part III Section K.2 Group 1 Option 9

You may also make this change through a software com-
mand. For the instructions for using this method see:

Part IV Section C  Page Orientation (Software)

F  Page Margins

Page margins can be set in the printer but may also be
set by the software package you are using. Page margins
set using a software package will take precedence over the
margins set in the printer.

There is also a limit of approximately 3mm (0.1”)
at the top of the page, 6mm (0.25”°) at the left and
bottom of the page, and 9mm (0.3”’) at the right of
the page where no characters may be printed. This
limit, imposed by the printing mechanism, must be
taken into account when specifying page margins.

F.1 Default Margins

The printer’s default page margins are 0 cm for the top,
bottom, left and right margins. If you wish to use your
software package to set the margins, your printer is prop-
erly set.
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F.2 Setting Page Margins

To set the left page margin to 2,54 cm (17):

Do This: This Will Result: Meaning:

1. Press ﬁ . Off-line
?
®

1 L r
2. Press until: Group 4
. Option 3 On

=i
|

3. Press Option 3

4. Press D/

5. Press

ol
N

Ready to
save changes

See sequence

6. P
ress below:

L =

Changes
saved.

Status
— Summary —
Sheet
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To set the right page margin to 2,54 cm (17):

Do This: This Will Result: Meaning:
1. Press _% Off-line
2. Press m until: Group 4
3. Press ’P until: Option 7
®
L]
4. Press | O Option 5 On
“a
5. Press m Ready to
v save changes
6. Press D/ See sequence  Changes
[ ] } below: saved.

Status
b — Suminary —
Sheet

_%

To select any other setting or for more detailed instructions

for making this change, see:

Page Margins (Keypad)

Part IIT Section N Group 4 Options 1-F

Tutorial
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G Emulation Modes

Your laser printer is designed to respond to many of the
same programs and commands as these line printers: Qume
Sprint, the Diablo 630, the HP LaserJet and either the Ep-
son FX-80, or IBM Proprinter depending to the model
purchased. The laser printer can emulate (imitate) any
one of these printers. To select an emulation mode is
to specify the printer that you wish your laser printer to
imitate.

G.1 Selecting an Emulation Mode

You might choose an emulation mode because of previous
use of one of the emulated printers. Or, it could be based
on a preference for the features of one emulation.

G.2 The Default: Epson Emulation OR
Proprinter Emulation

The default emulation for your printer is either Epson
or Proprinter. If you do not change this setting in your
printer, it will carry out the commands and features of
either an Epson FX-80 or IBM Proprinter (depending on
the model). If you are currently using a word process-
ing package or other software designed to work with the
default emulation of your printer, it is ready to print.

G.3 Selecting Another Emulation

If your word processing package is set up for a Diablo,
Qume or LaserJet printer, or if you prefer one of these em-
ulations or the ANSI command mode, you should change
the emulation mode setting.

2-18 Tutorial



To select ANSI command mode do the following:

Do This: This Will Result: Meaning:
1. Press _% Off-line
2. Press | §F§ |until: Group 1
i1
3. Press ’P until: Option 2
®
L]
4. Press D/ O Option 2 Off
u [_]
5. Press Ready to
save changes

See sequence

. Pr
6 css below:

Changes
saved.
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To select Diablo emulation do the following:

Do This: This Will Result: Meaning:
1. Pr Off-li
. Press _% -line
2. Press m until: Group 1
3. Press ’P until: Option 1
®
L1
4. Press | Option 1 On
“a b
5. Press ? until: Option 2
[ ]
6. P O 0] 2
. Press ption 2 Off
al
7. Press n Ready to
L save changes
8 - See sequence
. Press | Changes
/l below: saved.
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To select Qume emulation do the following:

Do This: This Will Result: Meaning:
_% Off-1
1. Press -line
2. Press ﬁ until: Group 1
3. Press ? until: Option 1
[ ]
O 0 0]
4. Press | U tion 1 On
“a “a b
5. Press m Ready to
w save changes
See sequence C
6. Press |0 hanges
A below: saved.

L Status
— Summary —
Sheet
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To select LaserJet emulation do the following:

Do This: This Will Result: Meaning:
L
1. Press El Off-line
2. Press ., until: Group 1
i
3. Press ? until: Option 2
®
L
4. Press | ] Option 2 Off
“u
5. Press ? until: Option 3
6. Press Option 3 On
Ready to
save changes
See sequence Changes
below: saved.

Status
— Summary —
Sheet

—
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For more detailed instructions for making this change, see
the following section of the user’s guide:

Emulation Mode (Keypad)

Part IIT Section K.1  Group 1 Options 1, 2, and 3

You may also make this change through a software com-
mand. The instructions for using this method are located
in the following place in this user’s guide:

Part IV Section F  Emulation Mode (Software)

Be sure to make any necessary changes to your software
setup so it matches the emulation you have chosen. You
will find this information in the instructions for your soft-
ware package. It is usually listed under “Printer Configu-
ration” or a similar heading.

G.4 Selecting Emulation Features

Once an emulation mode has been selected, the default
features of that emulation are in effect. These features can
be changed to meet your requirements. (See Appendices
D-H of this user’s guide for a detailed description of the
features and commands of each emulation.)

For instructions for making these changes, see the follow-
ing sections of the user’s guide:

ANSI Command Mode Features

Part III Section B Group A Options 1 to 9
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Diablo Emulation Features

Part III Section D Group D Options 1 to 6

Epson Emulation Features

Part III Section E  Group E Options 1 to A

Proprinter Emulation Features

Part III Section F Group I Options 1to §

Qume Emulation Features

Part III Section I Group Q Options 1 to 6
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H Fonts

A font is a set of characters in a particular style and size.

style Style Style

SlZQ Size size

Figure 6: Font Style and Size

H.1 The Default Fonts

Two fonts are pre-set as default fonts (one for portrait
and one for landscape orientation). These default fonts
are shown in reverse type on the status summary sheet.
If you do not specify a different font, the printer will
automatically print in the default font for the orientation
it is in. If you do not wish to select a different font, the
printer is properly set.

H.2 Selecting a Font

Fonts may be selected two ways: by changing the current
font, or by changing the power-up fonts.
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H.2.1 Changing the Current Font

The font may be changed at any time during the operation
of the printer. The fonts you may use are listed on the
status summary sheet. (Each font may be used in any
emulation.) If you change fonts, the new font will become
the current font. The current font will be in effect until
the printer is powered off.

Because of the number of possible settings, please see
the following section of Printer Setup for instructions for
changing the current font:

Changing Fonts (Keypad)

Part III Section C Group C Options 1-5
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You may also make this change through a software com-
mand. For the instructions for using this method see:

Part IV Section B Selecting a Font (Software)

H.2.2 Changing Power-Up Fonts

The printer powers up in the default font of each orienta-
tion (portrait or landscape). The printer will print in these
fonts until a new current font is specified. Each default
font (portrait and landscape) can be changed so that the
printer powers up in whichever font you specify.

NOTE: When the printer is in the factory default setting
(either Epson or Proprinter emulation depending on the
model you ordered), it selects the Pica font (font number
382 or 385) regardless of the font specified as the power-
up font. If the printer is powered-up in Diablo or Qume
Emulation Mode and then switched to Epson or Proprinter
Emulation Mode, it will automatically select the Pica font
and ignore the power-up font.

See Part IIl Section E.6 (Group E Option A) or Part 11I
Section F.5 (Group I Option 5) for printer set-up informa-
tion that allows a font already in use to override the Pica
font when either Epson or Proprinter Emulation Mode is
accessed.

To change the power-up landscape font see the following
section of the user’s guide:

Changing Power-Up Landscape Font (Keypad)

Part III Section G Group L Options 1-5
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To change the Power-Up Portrait Font see the following
section of the user’s guide:

Changing Power-Up Portrait Font (Keypad)

Part III Section H Group P Options 1-5

H.3 Download Fonts

Download fonts are fonts which are stored outside of the
printer (usually on floppy diskette) and are loaded into the
printer’s memory when needed. Your dealer can assist
you with purchasing downloadable fonts. Downloading
of fonts may only be done when the printer is in ANSI
command mode, Epson Emulation Mode, Proprinter Em-
ulation Mode, or HP LaserJet Emulation Mode. Refer to
the ANSI X3.64 Programming Language Manual or the
applicable appendix at the back of this manual for more
information.

H.4 Optional Font Cartridge

Additional fonts may be accessed by your printer through
optional font cartridges. Refer to Appendix A for more
information on the use and installation of font cartridges.

I Copy Count

Copy count is the number of copies of a single job that
the printer will print. The copy count may be set from 1
to 99 using the keypad or to as many as 5000 by using
the software command.
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I.1 The Default: Single Copies

The default copy count is one. If you want to print one
copy of any file, the printer is properly set.

1.2 Changing the Copy Count
Because of the number of possible settings, please see

the following section of Printer Setup for instructions for
changing the copy count:

Copy Count (Keypad)

Part III Section L Group 2 Options 1-9

Part III Section M Group 3 Options 1-9

You may also make this change through a software com-
mand. The instructions for using this method are located
in the following place in this user’s guide:

Part IV Section E  Copy Count (Software)

1.3  Copy Count Reset

The Copy Count may be reset to one with the following
procedure:

Copy Count Reset (Keypad)

Part III Section J.1 Group 0 Option 1
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You may also make this change through a software com-
mand. The instructions for using this method are located
in the following place in this user’s guide:

Part IV Section E  Copy Count (Software)

J Form Feed Command

Your laser printer is a “page printer” (instead of a “line”
printer). A page printer gathers in all the data that is sent
from the computer and stores it in an area called “page
description memory.” When the printer senses that this
area is full, it prints the data. Once the printer senses
that this area is full, no changes to the “description”
of the page can be made (i.e., current font, paper
source, orientation, etc.).

If the data sent to the printer does not fill up the page de-
scription memory, the printer will show P A in its display
window and will wait until one of the following happens:

® More data is received and the page description mem-
ory is filled.

® A command signal to print whatever is stored in page
description memory is received.

The command signal to print whatever is stored in page
description memory is the form feed command. If your
word processor or software package does not attach a form
feed command to the end of every file, the last page of
some files may not be ejected from the printer (not enough
data to fill page description memory). If you do not eject
this data from the memory area, it will be printed on the
first page of the next file you send.

If the printer has not received the form feed command,
changes to the page description memory may be made.
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J.1 Sending the Form Feed

To send the form feed command through the printer key-
pad:

Do This: This Will Result:

-
i. Press __>

2. Press T Page will eject.

L1 L]

3. Press _% _>

K Dual Interface

Your laser printer supports both parallel and serial inter-
facing. The computer and printer communicate through
the interface. If the proper interface is not established
between computer and printer, there can be no communi-
cation.

K.1 The Default: Parallel Interface

The printer’s default interface is Parallel. If you wish to
use a parallel interface, your printer is properly set.
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K.2 Specifying Serial Interfacing

If you wish to use a serial interface, you will need to make
the following changes:

Do This: This Will Result: Meaning:
1. P _% Off-li
. Press -line
2. Press m until: Group 5
3. Press ? until: Option 1
L]
4. P O O
. Press | UJ ption 1 On
“a
5. Press m Ready to
“ save changes
6. P i = See sequence Changes
ress % below: saved.

L

—
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To ensure that computer and printer protocols match, and
for more detailed instructions for making this change, see:

Interface Options

Part III Section P Serial Interface Options
Part III Section Q Parallel Interface Options

L Using Software Commands

Software commands are commands to the printer that you
type at your computer keyboard and transmit to the printer
just as you would send a file for printing. Since you
transmit software commands to the printer over the same
line as print data, the printer needs a signal that tells it,
“This is a command.” Your laser printer uses the “<ESC>”
code (decimal code 27) as this signal.

Do not confuse <ESC> with the Esc key on your computer
keyboard. Transmitting an <ESC> code to the printer can
pose problems on many computer systems. You may wish
to refer to your computer’s documentation for any special
instructions for transmitting “low-value” codes. If your
computer does not allow transmission of an <ESC> code,
you may set your laser printer to use the “tilde” character
() as the signal for software commands.

L.1 The Default: <ESC>

If you do not need to transmit software commands from
your computer or if you intend to use <ESC> (decimal
code 27), you do not need to make any changes to the
printer.
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L.2 Substituting Tilde

If you want to set the printer to substitute ~ as the signal
to the printer for software commands, do this.

Do This: This Will Result: Meaning:
L
1. Press __> Off-line
2. Press m Group 1
3. Press ? Option A
[ ]
4. P o Option AO
. Press ption n
a
5. Press ﬂ Ready to
- save changes
6. Press | See sequence Changes
[ ] below: saved.

Status
— Summary —
Sheet
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After making this change, transmitting a tilde () to the
printer will signal the printer to interpret the data following
the tilde as a software command.

For more detailed instructions about making this change,
see:

Embedding <ESC>

Part III Section K.5 Group 1 Option A

You may also make this change through a software com-
mand. For the instructions for using this method see:

Part IV Section H Redefining Characters

M Things You Need To Know...

After you have successfully set up your printer, there are
a few things you need to know. Read through each topic
and look up the referenced sections when necessary.

M.1 When to Replace the Print Cartridge.

The print cartridge has a color-coded indicator that shows
through a window in the right door of the printer. As
the print cartridge is used the color changes from green
to yellow to red. When the indicator begins to show
red, the print cartridge will print about 1,000 more pages.
When printing begins to appear faint, a new print cartridge
should be installed.
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For more information see the following section in Part V,
Maintenance and Troubleshooting:

Part V Section A  Print Cartridge

M.2 Paper Jam

Paper jams, though infrequent, may occur. A paper jam
is indicated in the display window as a PJ. Paper jams
may be cleared by opening the upper half of the printer
and removing any jammed paper from four main areas:
(1) the manual feed area; (2) the cassette feed area; (3) the
separation/feeder area; and (4) the fixing delivery area.
After clearing the jam close the printer and it will resume
printing.

For complete information and illustrations see the follow-
ing section in Part V, Maintenance and Troubleshooting:

Part V Section I  Paper Jams

M.3 Print Quality

Print Quality problems can often be corrected by rotat-
ing the print cartridge or installing a new print cartridge.
Other problems may require cleaning the corona wires or
installing a new fixing assembly cleaner. Only a few sit-
uations will require a service call.
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For complete information see the following section in Part
V, Maintenance and Troubleshooting:

Part V Section G.3  Print Quality

M.4 Status and Error Codes

Errors and other conditions are indicated by a two-digit
error code or status code appearing in the keypad display
window or on the diagnostic page. The display window
codes usually represent either normal operating conditions
(“data being received”, “printer idle”, etc.) or less harmful
errors (such as “paper jam” or “paper out”). A diagnostic
page is printed when the printer senses a more serious
condition.

For a complete listing of error codes and status codes see
the following section in Part V, Maintenance and Trou-
bleshooting:

Part V Section G.1  Error Codes

Part V Section G.2  Status Codes
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N For More Information...

The remainder of this user’s guide and reference manual
contains more detailed information about the features of
your printer and how to utilize them.

Part Ill, Printer Setup gives more information about se-
lecting features with the keypad and provides a complete
listing of Groups and Options.

Part IV, Printer Software Commands presents complete
instructions for changing printer features with commands
sent to the printer from your computer.

Part V, Maintenance and Troubleshooting explains main-
tenance tasks which you can perform. The troubleshoot-
ing section lists status codes, error codes, and diagnostic
messages. It also discusses common print quality prob-
lems and their solutions.

Appendix A, Font Information describes fonts and font
commands. It also provides tables which give character
locations and widths.

Appendix B, Conversion Tables lists hex, decimal, octal
and binary equivalents of ASCII characters.

Appendix C, Printer Setup is a summary of the Groups and
Options used to configure the printer. These are explained
in detail in Part I11.

Appendix D, Diablo Emulation Mode presents a complete
description of the Diablo Emulation Mode. It lists sup-
ported and unsupported commands and offers a complete
explanation of each feature.

Appendix E, Epson Emulation Mode provides a complete

- description of the Epson Emulation Mode. It lists sup-
ported and unsupported commands and gives a complete
explanation of each feature.
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Appendix F, Proprinter Emulation Mode presents a com-
plete description of the Proprinter Emulation Mode. It
lists supported and unsupported commands and offers a
complete explanation of each feature.

Appendix G, Qume Emulation Mode gives a complete de-
scription of the Qume Emulation Mode. It lists supported
and unsupported commands and presents a complete ex-
planation of each feature.

Appendix H, Printer Specifications outlines specifications
for the printer’s optical system, printing system, interface,
system memory, and others.

The Glossary lists key terms and gives their definitions.
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Part III

Printer Setup

Introduction

Printer Setup means customizing the printer to meet your
particular printing needs. Printer Setup is performed through
the printer’s keypad.

In Part III you will find:

1. A description of the Group, OPTION, and TOGGLE keys
and the display window.

2. Step-by step instructions for making printer setup
changes.

3. An explanation of all features that can be changed.

The features you can use to customize your printer are ex-
plained in the order the Groups and Options appear in the
display window of the printer. However, a cross-reference
is provided on the next few pages that groups these feature
into the following task categories:

Paper Handling Features
Printer Emulation Features
Printer Interface Features
Diagnostic Features

Font Handling Features
Printer Resets

Miscellaneous Features
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3-2

Paper Handling Features
FEATURE GROUP

o

Blank Pages, Suppressing
Number of Copies

Page Margins
Left Margin
Right Margin
Top Margin
Bottom Margin

Page Orientation

Paper Size

— BN BN AR WS

Printer Emulation Features
FEATURE GROUP

Diablo Emulation Features
Character Spacing
Carriage Returns
Line Feeds
Proportional Spacing

Emulation Mode, Selecting

Epson Emulation Features
Default Font
Default Print Quality
Int’l Characters
Carriage Returns
Zeros w/slash
Active Font

mmoEOooOooom -390 000

OPTION(S)

7
1 through 9
1 through 9

1,234
5,6,7.8
9,AB,C
D,EF

9

4,5,6

OPTION(S)

1,2

3

4

6
1,2,3

o A A
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(Emulation Features, cont.)
Proprinter Emulation Features 1
Carriage Return I
Character Set I
Pica Mode Font 1
Printing Zeros I
Qume Emulation Features Q
Character Spacing Q
Line Spacing Q
Carriage Returns Q

Q

Q

Auto Carriage Return/Line
Feed

Proportional Spacing

Printer Interface Features
FEATURE GROUP

Eighth Bit
Interface Type
Parallel Interface Features
Printer Error
Set Printer Error
Set Fault Bit
Off-line on Error
Busy on Off-line
Data Flow Control

NN NN NN N

Printer Setup
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OPTION(S)

9,A
1
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(Interface Features, cont.)

FEATURE GROUP  OPTION(S)
Serial Interface Features 6

Bit Rate 6 6,7,8,9
Data Bits 6 5

DTR 6 A
Parity 6 1,2,3
RTS 6 B

Stop Bits 6 4
XON/XOFF 6 C

Diagnostic Features

FEATURE GROUP  OPTION(S)
Diagnostic Features 9
Debugger 9 D
Diagnostic Page 9 E
Debugger Mode 9 F
Hex Dump 0 3

Font Handling Features

FEATURE GROUP  OPTION(S)
Changing Fonts C 1,2,34,5
Power-Up Landscape Font L 1,2,34,5
Power-Up Portrait Font P 1,2,34,5
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Printer Resets
FEATURE

Cancel Printing
Number of Copies
Printer Setup Reset
Translation Tables

Warm Restart

Miscellaneous Features
FEATURE

Form Feed/Carriage Return
Input Buffer
On-line/Off-line
Printer Alignment

Horizontal

Vertical
Status Summary, Suppressing
Substituting Tilde for <ESC>

Printer Setup

GROUP

(el oo ol

GROUP

- O 00 00 00 W W

OPTION(S)

R N - R I

OPTION(S)

4
3,4,5,6,7,8
2

1,2,34
5,6,7.8
8

A
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A

Groups

The available printer features are categorized into Groups:

3-6

® GROUP A — ANSI Command Mode Options
® GROUP C - Changing Fonts

® GROUP d - Diablo Emulation Options

® GROUP E - Epson Emulation Options

® GROUP i — Proprinter Emulation Options

® GROUP L - Select Power-Up Landscape Font
® GROUP P - Select Power-Up Portrait Font

® GROUP q — Qume Emulation Options

® GROUP 0 — System Function Options

® GROUP 1 - Selecting Emulation Mode, Page Size,
and Page Orientation

® GROUP 2 — Number of Copies (1 to 9 copies)

® GROUP 3 — Number of Copies (Multiples of 10)
® GROUP 4 - Page Margin Settings

® GROUP 5 — Common Interface Options

® GROUP 6 — Serial Interface Options

® GROUP 7 — Parallel Interface Options

® GROUP 8 — Printer Alignment

® GROUP 9 - Diagnostics Options
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A.1 Options

Each Group has many Options. These Options work alone
or sometimes in conjunction with other Options to control
a certain feature of the printer. For example, page margins
are controlled by four Options working together. Page
orientation is controlled by only one Option.

A.2 Printer Setup Keys

The three printer setup keys are: GROUP, OPTION, and
TOGGLE. Their purposes are as follows:

1

[

Printer Setup

The printer features are divided into categories
called Groups, each represented by a letter or
number. The GROUP key calls up each Group
and displays it as the left digit of the Display
Window.

To use the Grour key place the printer off-
line. Press the Grour key. The letter of the
first Group will appear in the display window.
As you continue to press the Group key, the
left digit of the display will show each of the
Groups in sequence. If your printer has the Ep-
son option, the order of Groups is: A, C, d,
E,L,P,q0,1,2,3,4,5,6,7,8, and 9. If
your printer has the Proprinter option the order
of Groups is A, C,d, 1, L, P, q, 0, 1, 2, 3, 4,
5, 6,7, 8, and 9. (The “d”, “i”, and “q” are
lowercase.)
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Groups have sub-categories called Options. To
? use the OPTION key, first follow the procedure
° to select the proper Group. Then press the op-
TioN key. The right digit of the display window
will change to the next Option number (“17).
As you continue to press the OpPTION key, the
right digit of the display will show each of the
Options. The number of Options will vary ac-
cording to the Group. The sequence of Option
numbers is 0 through 9 and may extend into
alphabetic characters.

The TOGGLE key is the “on/off” switch for the
O Options. An Option will be either on or off.
A If the Option is off, pressing the TOGGLE key
will turn it on. If the Option is on, it will turn
it off. Once you press the key, the Option is
changed. Do not press the TOGGLE key unless
you are certain of the change it will cause. The
TOoGGLE key has a green lighted indicator. This
indicator is lighted when the Option appearing
in the display window is on.

A.3 Option 0

Option O is the first Option displayed in every Group. This
Option has a special function.

After making all the changes to customize your printer,
use Option 0 of any Group to save the changes. Pressing
TOGGLE whenever a zero is showing in the right half of the
display window stores the current setting of all the Options
into memory and executes a ‘“warm restart”. A warm
restart is the equivalent of powering the printer off/on. (A
warm restart will not delete any download fonts that are
stored in the printer.) A status summary sheet will print
out after the warm restart is completed.

3-8 Printer Setup



A4 How To Change a Printer Feature

To change the setting of a printer feature, carefully follow
this procedure:

1. Take the printer off-line.
2. Press GROUP to select the desired Group.

3. After the desired Group is showing in the left half
of the display window, press OPTION to select the
desired Option.

4. Note the setting (on/off) of the Option as indicated
by the light in TOGGLE. (The light is on if the Option
is on.)

5. If you wish to change the setting of the displayed
Option, press TOGGLE. The light in the TOGGLE
key will change immediately. Never press TOGGLE
unless you are certain of the change it will cause.

6. Continue using GROUP, OPTION, and TOGGLE to
change any printer features.

7. After you have made all desired changes, press GROUP
to display any Option 0.

8. When a “0” is showing in the right half of the display
window, press TOGGLE to store all settings (includ-
ing those settings you just changed) into memory.
The printer will print out a status summary sheet.

9. Check the section of the status summary sheet la-
belled “Enabled Options™ to make sure all your changes
were saved. Options that are not listed under “En-
abled Options™ are disabled (off).
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A.5 Example: Changing Page Orientation

As an example of how to make changes to a printer fea-
ture, let’s change the page orientation from portrait to
landscape. Page orientation is controlled by Group 1 Op-
tion 9.

L
In the following example, __> means the light in ON-

LINE is on. means the light in the key is off.

ACTION RESULT MEANING

L1
Press _> Printer is off-line.

Press

Continued on next page.
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Press

Press

Press

Press

ACTION

fP

t

“a

until

RESULT

MEANING

Group 1 Option 9.

Turns Option 9 on.

Setup Option 0.

Executes warm restart.

When the status summary sheet prints out, notice that
“LANDSCAPE” is printed in reverse type. Now, use this
same procedure to change the orientation back to portrait.

Printer Setup
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B ANSI Command Mode Op-
tions (Group A)
The Options in Group A only affect the printer when it is
in ANSI Command Mode.

Toggle Option 0 of ‘any Group to save changes to
Printer Setup.

+= Factory setting

B.1 Options 1 and 2 - Units for Status
Summary Sheet

Group A Options 1 and 2 work together to tell the printer
the units of measure to use when describing page margins
on the status summary sheet.

Dots Decipoints
GROUP | OPTION TOGGLE GROUP OPTION TOGGLE
A 1 off A 1 on

A 2 off A 2 off

Centimetres Inchest

GROUP OPTION TOGGLE GROUP OPTION TOGGLE
A 1 off A 1 on
A 2 on A 2 on

(300 dots = 1” or 2,54cm)

B.2 Option 3 — ANSI Character Spacing

This controls the default character spacing that the printer
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uses if no character spacing is specified. “Font spacing”
means the printer uses the spacing of the current font.

Font Spacingt Proportional
GROUP | OPTION | TOGGLE GROUP | OPTION TOGGLE
A 3 on A 3 off

B.3 Options 4 and 5 - Line Spacing

These Options work together to set the default line spacing
value (expressed as lines per inch or Ipi) that the printer
uses if no line spacing is specified. “Font spacing” means
the printer uses the line spacing of the current font.

Font Spacing 4 Ipi

GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
A 4 off A 4 on
A 5 off A 4 off

6 Ipit 8 Ipi

GROUP OPTION TOGGLE GROUP OPTION TOGGLE
A 4 off A 4 on
A 5 on A 5 on

B.4 Option 6 — Line Overflows

This Option controls how the printer will handle lines that
are too long to fit inside the right margin.

Print Data Past Margint Absorb Data Past Margin
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
A 6 off A 6 on
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B.5 Option 7 - Carriage Returns

Option 7 determines how the printer will respond to Car-
riage Return (<CR >) characters that are received when in
ANSI Command Mode.

<CR>t <CR><LF>
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
A 7 off A 7 on

B.6 Option 8 — Line Feeds

Option 8 determines how the printer will respond to Line
Feed (<LF>) characters that are received when in ANSI
Command Mode.

<LF>t <LF><CR>
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
A 8 off A 8 on

B.7 Option 9 -~ Double-spaced Lines

This Option controls whether lines will be single or double-
spaced when the print is in ANSI Command Mode.

Singlet Double
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
A 9 off A 9 on
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C Changing Fonts (Group C)

Changing from one font (typeface) to another is a task
that will probably be performed frequently. The procedure
for using the keypad (Group C Setup Options) to change
fonts is slightly different from that for other Printer Setup
Options.

IMPORTANT: Do not use the warm restart when
changing fonts.

C.1 Font Numbers

The fonts that are available in the printer are listed nu-
merically on the status summary sheet. When using the
keypad and the Group C Options to change fonts, how-
ever, the font number must be converted to a five-digit
number. This is done by adding enough zeros to the front
of the number shown on the status summary sheet to make
it a five-digit number.

This font number: Converts to this number:

382 00382
380 00380
10 00010
7504 07504
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C.2 Procedure

Here is an example of using the keypad and the Group
C Options to change to Font 7504. Use this example as
a guide when changing to the particular font you wish to
use. This same procedure is also valid for the Group L
and Group P Options. NOTE: GROUP, OPTION, and
TOGGLE function differently for the Group C, Group
L, and Group P Options.

ACTION RESULT MEANING

Press Printer is off-line.

L]
__%
Press ﬁ until
?
°

Group C.

Press Group C Option 1.

The Option num-

# ber is now shown

" in the left half of
the window. The
first digit of the
font number is shown
in the right half.

L |
Press [%
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ACTION

p
Press —
[
Press f/
|

Press ?
®

Press ‘_/
B

Press Ly
=]

Printer Setup

until

RESULT

MEANING

Since the first digit
of our font number
(07504) is a zero,
we continue with Op-
tion 2.

Now we select the
second digit.

The second digit is
7.

This “locks in” 7 as
the second digit of
the font number and
we continue with Op-
tion 3.

Third digit.



ACTION RESULT MEANING

Press ? until

Third digit is 5.

Press 5 is locked in and
we continue with Op-

tion 4.

Fourth digit is O.

Press [%

A
€SS J

[ ]

Lock in O as fourth
digit and continue
with Option 5.

Press Fifth digit.
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ACTION RESULT MEANING

Press ’P until

Press

Fifth digit is 4.

Lock in 4 as fifth
digit. End of proce-

dure. Do not pysh
TOGGLE while CO]
is displayed.

Press —% Printer is back on-
line.

C.3 Font Selection and the Option 0
Warm Restart

Notice that the procedure for changing fonts does not in-
clude an Option 0 warm restart. The warm restart is
not necessary when changing fonts. Performing a warm
restart after changing fonts would reset the font choice to
the font specified as the factory setting.
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C.4 Automatic Font Selection

If you do not specify a particular font, the printer is de-
signed to select one automatically. The font that the printer
would select in such a case depends on the current emula-
tion mode. If the printer is in Diablo or Qume emulation
mode, it is designed to select either the power-up portrait
font (Group P Options) or the power-up landscape font
(Group L Options) depending on which page orientation
is being used.

If you are using Epson emulation mode, the printer is
designed to select the “Epson Pica” font (font number 382)
regardless of the font specified by the Group P or Group
L Options. If you are using Proprinter emulation mode,
the printer is designed to select the “Proprinter Pica” font
(font number 385) regardless of the font specified by the
Group P or Group L Options.

If you use the Group C Options while in Diablo or Qume
emulation mode and then switch the printer to Epson emu-
lation mode, the printer is designed to automatically select
the “Epson Pica” font and ignore the font you were using.

(NOTE: Group E Option A allows you to prevent the
printer from selecting the Pica font when Epson emulation
mode is accessed. Group I Option 5 allows you to prevent
the printer from selecting the Pica font when Proprinter
emulation mode is accessed.)

D Diablo Emulation Options
(Group D)

The Options in Group D only affect the printer when it is
in Diablo emulation mode.

Toggle Option 0 of any Group to save changes to
Printer Setup.

t= Factory setting
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D.1 Options 1 and 2 - Diablo Character
Spacing

Group D Options 1 and 2 work together to control charac-
ter spacing (expressed as characters per inch or cpi) when
the printer is in Diablo emulation mode and no character
spacing is specified by the Diablo Horizontal Motion In-
dex (HMI) command. (See also Group D Option 6.)

Proportional 10 cpi ¢

GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
D 1 off D 1 on
D 2 off D 2 off

12 cpi 15 cpi

GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
D 1 off D 1 on
D 2 on D 2 on

D.2 Option 3 — Carriage Returns

Option 3 determines how the printer will respond to Car-
riage Return (<CR>) characters that are received when in
Diablo emulation mode.

<CR>¢ <CR><LF>
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
D 3 off D 3 on

If Option 3 is on, the result simulates a typewriter carriage
return.
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D.3 Option 4 - Line Feeds

Option 4 determines how the printer will respond to Line
Feed (<LF>) characters that are received when in Diablo
emulation mode.

<LF>t <LF><LF>
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
D 4 off D 4 on

If Option 4 is on, the result is double spaced lines.

D.4 Option 5 — Upper Case/Lower Case

When this Option is on and the printer is in Diablo emu-
lation, all characters “a” through “z” are converted to the
upper case (capitalized) version of the character. Leave
the Option off if you want upper and lower case characters
determined by your files.

Normal Printing?t All Upper Case
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
D 5 off D 5 on

D.5 Option 6 — Select Character Spacing

This Option lets you select either the Diablo emulation
character spacing (specified by Group D Options 1 and
2) or the character spacing “built into” whatever font you
are using. If no character spacing is specified through the
Diablo HMI command and Option 6 is off, the printer will
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use the character spacing set through Options 1 and 2. If
Option 6 is on, the printer will use the character spacing
of the font in use. (Refer to the status summary sheet for
the character spacing of the fonts.)

Use Diablo Spacingt Use Font Spacing
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
D 6 off D 6 on

E Eé)son Emulation Options
(Group E)

The Group E Options control the printer during Epson
Emulation Mode.

NOTE: These Options will apply only if your printer
emulates the Epson FX-80. If it does not emulate Ep-
son, see the Options listed under Group I — Proprinter
Emulation Mode.

The printer must be in Epson Emulation Mode before
these Options will take effect. See Group 1 Options 1,
2 and 3 for instructions for selecting Epson Emulation
Mode.

Toggle Option 0 of any Group to save changes to
Printer Setup.

t= Factory setting
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E.1 Option 1 — Epson Print Mode

Option 1 allows you to select the character spacing (“pitch”)
of the default printing mode. Depending on the setting of
this Option, the laser printer prints in either Pica format
(10 characters per inch) or Compressed format (17 charac-
ters per inch) whenever you do not select a specific font.

LN

Pica Format (10 cpi) t Compressed Format (17 ¢pi)
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
E 1 off E 1 on

E.2 Option 2 - Pica Print Quality

This Option allows you to control print darkness during
Pica format printing.

Normalt Emphasized
GROUP | OPTION | TOGGLE GROUP | OPTION TOGGLE
E 2 off E 2 on
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E.3 Oﬁtions 3 through 5 - International
Character Sets

This Option allows you to select international character
sets when in Epson emulation mode.

US.A. t France

GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
E 3 on E 3 off
E 4 on E 4 on
E 5 on E 5 on

Germany United Kingdom

GROUP OPTION TOGGLE GROUP | OPTION TOGGLE
E 3 on E 3 off
E 4 off E 4 off
E 5 on E 5 on

Denmark Sweden

GROUP OPTION TOGGLE GROUP | OPTION TOGGLE
E 3 on E 3 off
E 4 on E 4 on
E 5 off E 5 off

Italy Spain

GROUP OPTION TOGGLE GROUP | OPTION TOGGLE
E 3 on E 3 off
E 4 off E 4 off
E 5 off E 5 off
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E.4 Option 6 — Carriage Returns

This Option controls how the printer will respond to car-
riage return (<CR>) characters when in Epson emulation
mode.

<CR>t <CR><LF>
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
E 6 off E 6 on

If Option 6 is on, the result simulates a typewriter carriage
return.

E.5 Option 9 - Printing Zeros

When in Epson emulation mode, this Option allows you
to specify the printing of zeros with or without slashes.

No Slashest Slashes
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
E 7 off E 7 on

E.6 Option A — Changing Epson Default
Font

This Option allows you to prevent the printer from se-
lecting the “Epson Pica Font” (font 382) whenever Epson
emulation mode is accessed. If this Option is on, the font
in use before accessing Epson emulation mode will remain
in effect after accessing Epson emulation.

Pica Font t Current Font
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
E A off E A on
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F  Proprinter Emulation Op-
tions (Group I)

The Group I Options control the printer during Proprinter
Emulation Mode.

NOTE: These Options will apply only if your printer
emulates the IBM Proprinter. If it does not emulate
Proprinter , see the Options listed under Group E -
Epson Emulation Mode.

The printer must be in Proprinter Emulation Mode
before these Options will take effect. See Group 1 Op-
tions 1 and 2 for instructions for selecting Proprinter
Emulation Mode.

Toggle Option 0 of any Group to save changes to
Printer Setup.

+= Factory setti

n
F.1 Option lg-— Printing Zeros

When in Proprinter Emulation Mode, this Option allows
you to specify the printing of zeros with or without slashes.

No Slashest Slashes
GROUP | OPTION TOGGLE GROUP | OPTION | TOGGLE
I 1 off 1 1 on

F.2 Option 2 - Automatic Line Feed

This Option controls the interpretation of the carriage re-
turn (<CR>) character when in Proprinter Emulation Mode.

<CR>t <CR><LF>
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
I 2 off 1 2 on
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F.3 Option 3 - Character Set

This Option selects Character Set 1 or Character Set 2.

Set 1% Set 2
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
I 3 off I 3 on

F.4 Option 4 — Carriage Returns

This Option determines whether an automatic Carriage
Return is placed after each Line Feed, Vertical Tab, and
<ESGC>J.

No Auto <CR>t Auto <CR>
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
1 4 off I 4 on

F.5 Option 5§ - Pica Default Font

This Option allows the Current Font to remain in effect
whenever Proprinter Pica Mode is entered.

Use Pica Fontt Use Current Font
GROUP | OPTION | TOGGLE GROUP | OPTION TOGGLE
I 5 off 1 5 on
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G Selecti;;zg Power-Up Land-
scape Font (Group L)

This Group lets you specify the landscape font that the
laser printer chooses whenever it is switched to land-
scape orientation. After you use these Group L Options to
choose a default landscape font, you can use the Group C
Options to temporarily choose a different landscape font
(if one is available in the printer’s memory). The range of
valid font numbers and the process for selecting a power-
up landscape font is the same as that for Group C except
that you use Group L.

NOTE: You must use the Option 0 to store the selected
power-up landscape font into memory.

H Selectigg Power-Up Portrait
Font (Group P)

This Group lets you specify the portrait font that the laser
printer chooses whenever it is switched to portrait orien-
tation. After you use these Group P Options to choose
a default portrait font, you can use the Group C Options
to temporarily choose a different portrait font (if one is
available in the printer’s memory).The range of valid font
numbers and the process for selecting a power-up portrait
font is the same as that for Group C except that you use
Group P.

NOTE: You must use the Option 0 to store the selected
power-up portrait font into memory.
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I ume Emulation Options (Group

)

The Group Q Options only take effect when the printer is
in Qume emulation mode.

Toggle Option 0 of any Group to save changes to

Printer Setup.

t= Factory setting

I.1 Options 1 and 2 — Qume Character

Spacing

Group Q Options 1 and 2 work together to control charac-
ter spacing (expressed as characters per inch or cpi) when
the printer is in Qume emulation mode and no character
spacing is specified by the Qume Horizontal Motion Index

(HMI) command. (See also Group Q Option 6.)

Proportional 10 cpi ¢

GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
Q 1 off Q 1 on
Q 2 off Q 2 off

12 cpi 15 cpi

GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
Q 1 off Q 1 on
Q 2 on Q 2 on

1.2  Option 3 — Line Spacing

This Option allows you to specify the line spacing (ex-
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pressed as lines per inch or Ipi) when the printer is in
Qume emulation mode.

6 Ipi t 8 Ipi
GROUP OPTION | TOGGLE GROUP | OPTION TOGGLE
Q 3 off Q 3 on

Six lines per inch is standard for most of the fonts in your
printer. Use 8 lines per inch for smaller fonts.

Using the Vertical Motion Index (VMI) command in Qume
emulation mode will allow you to more closely match the
line spacing to the font in use.

I.3 Option 4 — Carriage Return

This Option controls how the printer responds to Carriage
Return (<CR>) characters it receives while in Qume emu-
lation mode.

<CR>t <CR><LF>
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
Q 4 off Q 4 on

If Option 4 is on, the result simulates a “typewriter” car-
riage return.

I4 Option 5 - Automatic Carriage Re-
turn/Line Feed

This Option controls the action which the printer will take
when it reaches the right margin. Some word processors
insert a carriage return and line feed at the right margin.
When this Option is on, files which already have carriage
returns and line feeds will not print properly because the
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printer will also insert extra ones of its own. If this Option
is off, files which do not have carriage returns and line
feeds will overprint on one line.

No Auto <CR><LF>t Auto <CR><LF>
,
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE ’L\
Q 5 off Q 5 on

1.5 Option 6 — Select Character Spacing

This Option lets you select either the Qume emulation
character spacing (specified by Group Q Options 1 and
2) or the character spacing “built into” whatever font you
are using. If no character spacing is specified through the
Qume HMI command and Option 6 is off, the printer will
use the character spacing set through Options 1 and 2. If
Option 6 is on, the printer will use the character spacing
of the font in use. (Refer to the status summary sheet for
the character spacing of the fonts.)

Use Qume Spacingt Use Font Spacing
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
Q 6 off Q 6 on

J 3{stem Function Options (Group

This Group controls some of the basic operation capabil-
ities of the printer.

Toggle Option 0 of any Group to save changes to
Printer Setup.

= Factory setting (
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J.1 Option 1 - Copy Count Reset

This Option allows you to interrupt the printing of multiple
copies and reset the number of copies to one. This Option
takes effect immediately; there is no on or off as with
other Options. Use the following procedure:

ACTION

Press

Press

Press

Press

Press

RESULT

Yh G0 ] (=] [

Printer Setup

Display blinks.

_%

MEANING

Printer is off-line.

Group 0 Option 0

Group 0 Option 1

Number of copies is
reset to one.

Printer is back on-
line.
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J.2 Option 2 - Cancel Printing

This Option lets you cancel a print job. This Option takes
effect immediately; there is no on or off as with other
Options. Use the following procedure:

Press

Press

Press

Press

Press

3-34

ACTION

RESULT

MEANING

Printer is off-line. Print-
ing will continue un-

til the page descrip-
tion memory area is
clear.

Group 0 Option 0

Group 0 Option 2

Buffer is cleared.

Printer is back on-
line.
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J.3 Option 3 — Hex Dump

This Option is used to put the printer into hex dump
mode — a diagnostic mode that allows you to examine
the exact data being received by the printer. When in
hex dump mode, the printer prints the hex values of the
data it receives. All characters’ values, inciuding control
characters, are printed. This is useful for determining ex-
actly what characters the printer is actually receiving. Hex
dump data prints on the left side of the page. Matching
print data appears on the right side of the page. Control
characters (values less than hex 20) and any unprintable
characters appear on the right side as periods. To exit
the hex dump mode, turn this Option off and toggie any
Option 0.

Normal Operationt Hex Dump Mode
GROUP | OPTION TOGGLE GROUP | OPTION TOGGLE
0 3 off 0 3 on

J4 Option 4 — Form Feed/Carriage Re-
turn

This Option controls how the printer interprets Form Feed
(<FF>) characters that are followed by Carriage Return
(<CR>) characters. If carriage returns following form feeds
are ignored, printing will start at the top margin.

<FF><CR>t <FF>
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
0 4 off 0 4 on
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J.5 Option 5 — Printer Setup Reset

When this Option is used, all Options will be returned
to their factory settings (indicated by “t”). This Option
takes effect immediately; there is no on or off as with
other Options. Use the following procedure:

Press

Press

Press

Press

Press
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ACTION

LA o) =] L

RESULT

Display blinks.

L
_5_

MEANING

Printer is off-line.

Group 0 Option 0

Group 0 Option 5

All Options are reset
to factory settings.

Printer is back on-
line.
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J.6 Option 6 — Reset Translation Tables

This Option concerns the software command that redefines
the translation tables (explained in Part IV). It determines
whether or not the Command and Font translation tables
will be reset when a new emulation mode is entered or a
warm restart (Option 0) is performed.

Reset Tablest Do Not Reset Tables
GROUP OPTION TOGGLE GROUP | OPTION TOGGLE
0 6 off 0 6 on

J.7  Option 7 — Suppress Blank Pages

This Option is used to prevent the printer from ejecting
blank sheets of paper. If this Option is on, the printer
will not eject a page when it receives a Form Feed (<FF>)
command unless it has stored some data since the last

page-end.
Print Blank Pagest Do Not Print Blank Pages
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
0 7 off 0 7 on
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J.8 Option 8 — Suppress Status Summary
Sheet

This Option allows you to prevent a status summary sheet
from printing after a warm restart. If this Option is on, the
status summary sheet will print only when you turn your
printer on or when a printer software command orders it
(see Part IV).

Print Status Alwayst

Only at Power-Up

GROUP

OPTION

TOGGLE

GROUP | OPTION | TOGGLE

0

8

off

0 8 on

3-38

Printer Setup



J.9 Option 9 - Immediate Command
Translation Table Reset

This Option initiates an immediate reset of the Command
translation table (explained in Part IV). To reset the table
to its factory setting values, follow this procedure:

ACTION RESULT MEANING

L
Press _%P Printer is off-line.
Press m Group 0 Option 0
Press ? Group 0 Option 9

®

L]

Press —/ Command translation
e table is reset to fac-

tory settings. Printer
is returned to on-
line.
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J.10 Option A — Immediate Font Transla-
tion Table Reset

This Option initiates an immediate reset of the Font trans-
lation table (explained in Part IV). To reset the table to its
factory setting values, follow this procedure:

ACTION RESULT MEANING
P Pri is off-li
ress ___> inter is off-line.
Press m Group 0 Option 0
Press ’P Group 0 Option A
[ ]
L
Press ‘V Font translation ta-
] ble is reset to fac-

tory settings. Printer
is returned to on-
line.
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K Selecting Emulation Mode
and Pafe Size/Orientation
Group 1)

Group 1 Options allow you to select emulation mode, pa-
per size, and page orientation.

Toggle Option 0 of any Group to save changes to
Printer Setup.

+= Factory setting }= Factory setting for Epson model.

K.1 Options 1, 2, and 3 - Emulation
ode

These Options let you specify the printer emulation mode.

Proprinter Emulationt Epson Emulation}
GROUP OPTION TOGGLE GROUP | OPTION TOGGLE
1 1 off 1 1 off
1 2 on 1 2 on
1 3 off 1 3 off

Diablo Emulation Qume Emulation
GROUP OPTION TOGGLE GROUP | OPTION TOGGLE
1 1 on 1 1 on
1 2 off 1 2 on
1 3 off 1 3 off
ANSI Command Mode HP LaserJet Emulation
GROUP OPTION TOGGLE GROUP | OPTION TOGGLE
1 1 off 1 1 off
i 2 off 1 2 off
1 3 off 1 3 on
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K.2 Options 4 through 6 — Paper Size

Always specify the paper size that you are using in the
printer. If the paper size is not specified, the printer
will not be able to compute page margins correctly. The
choices of paper size are: A4 (Europe), 8.3x 11.7 inches
(210x297mm); B5 (Europe), 7.2x10.1 inches
(182x257mm); Legal (USA), 8.5x14 inches (216x356mm);
Letter (USA), 8.5x11 inches (216x279mm); and Mini,
3.9%5.5 inches (100x 140mm).

A4 BS
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
1 4 off 1 4 on
1 5 off 1 5 off
1 6 off 1 6 off
Legal Lettert
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
1 4 off 1 4 on
1 5 on 1 5 on
1 6 off 1 6 off
Mini
GROUP | OPTION | TOGGLE
1 4 off
1 5 off
1 6 on
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0.3 Options 3, 4, 5, 6, 7 — Print Buffer

Options 3, 4, 5, 6 and 7 work together to tell your printer
the number of input data bytes that it can hold at one time
before it must stop receiving data. This is called specify-
ing the size of the “print buffer”. There are a variety of
selections for these option in order to meet most applica-
tion requirements. Generally, the larger the print buffer is,
the faster your data is printed and the sooner your com-
puter is free to do other things. The range is from 132
bytes to 432K (432 times 1024) bytes in size.

NOTE: The print buffer shares its memory area with
download fonts and overlays, and the size of the print
buffer will affect the amount of bytes that are available
for downloading fonts and overlays. If, after using these
options to increase the size of the print buffer, you receive
a Diagnostic Page with the code 15 printed under “Status
Messages,” it will mean that the increase in buffer size
threatens to destroy some portion of memory already used
by a download font or overlay. At this point you will have
four choices:

1. Do not increase the size of the print buffer.

2. Check the latest status summary sheet and use the in-
formation on the number of bytes available for down-
load to determine how much larger to make the print
buffer.

3. Use a software command to selectively delete down-
load fonts or overlays from the download area of
memory.

4. Power-off/power-on the printer to clear the download

area and then use options 3 through 7 to enlarge the
print buffer.
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(In the following table, D = off, E = on.)

Option Option Option Option Option Results
3 4 5 6 7 In

132 bytes
256 bytes
512 bytes
1K
4K
8K
16 K
32K
48 K
64 K
80 K
96 K
112K
128 K
144 K
160K
176 K
192K
208 K
224 K
240 K
256 K
272K
288 K
304 K
320K
336 K
352K
368 K
384 K
400 K
432 K

mUNUUmUOUmOomnmoOmUgUnomoOUmOUmoo0mOmomomomU
OmUUNmmUOUnmOUU0UnonoU0mnm0O0 oo omolbmmoU
cHcECNoRvEvEvEvR-RelclclvlvRvivlcRoNoleoRvBvivEvEcRelolclvlelviv)
cHcEoReoReNeNcEoRvEvEvEvEvEvEvEvECReRcRoclcRCcReRcEvEvEvEvRvvRvRv)
cleleReRcEcEcEcEcEcRoRBcRcRelcNeRolBolvBvEvEvEviviviviivivielv RvRv)
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N.4 Options D through F — Bottom Mar-

gin

Options D, E, and F work together to set the bottom mar-
gin. To determine the setting, measure from the bottom
edge of the paper to the place where you want the margin
to be. Then select the bottom margin listed below that is
closest to your measurement.

t off
on
off
on
off
on
off
on

Printer Setup

OPTIONS

E

off
off
on
on
off
off
on
on

F

off
off
off
off
on
on
on
on

0.00”
0.25”
0.50”
0.75”
1.00”
1.25”
1.50”
1.75”

BOTTOM
MARGIN

0,00 cm
0,64 cm
1,27 cm
1,91 cm
2,54 cm
3,18 cm
3,81 cm
4,45 cm
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O Common Interface Options
(Group 5)

The Options of this Group provide limited control of the
printer for specifications that are common to both parallel
(Centronics type) and serial (RS-232) interfaces.

Toggle Option 0 of any Group to save changes to
Printer Setup.

t= Factory setting

0.1 Option 1 — Interface Type

This Option allow you to specify the type of interface you
are using with the printer. If the proper interface is not
established between computer and printer, there can be no
communication.

Centronics Parallelt RS-232 Serial
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
S 1 off S 1 on

0.2 Option 2 — Online/Offline

This Option allows you to control whether the printer
powers-up off-line or on-line. When off-line, the printer is
under your control. If you want to change printer features
whenever you turn the printer on, Option 2 should be off.
If you do not need to make changes, Option 2 should be
on.

Power-up Off-line Power-up On-linet
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
d 2 oft S 2 on
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N.2 Options § through 8 — Right Margin

Options 5, 6, 7, and 8 work together to set the right margin.
To determine the setting, measure from the right edge of
the paper to the place where you want the margin to be.
Then select the right margin listed below that is closest to
your measurement.

OPTIONS RIGHT
5 6 7 8 MARGIN
t off off off off 0.00” 0,00 cm
on off off off 0.25” 0,64 cm
off on off off 0.50” 1,27 cm
on on off off 0.75” 1,91 cm
off off on off 1.00” 2,54 cm
on off on off 1.25” 3,18 cm
off on on off 1.50” 3,81 cm
on on on off 1.75” 4,45 cm
off off off on 2.00” 5,08 cm
on off off on 2.25” 5,72 cm
off on off on 2.50” 6,35 cm
on on off on 2.75” 6,90 cm
off off on on 3.00” 7,62 cm
on off on on 3.25” 8,26 cm
off on on on 3.50” 8,89 cm
on on on on 3.75” 9,53 cm
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N.3 Options 9 through C - Top Margin

Options 9, A, B, and C work together to set the top margin.
To determine the setting, measure from the top edge of the
paper to the place where you want the margin to be. Then
select the top margin listed below that is closest to your

measurement.

off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on

OPTIONS
A B
off off
off off
on off
on off
off on
off on
on on
on on
off off
off off
on off
on off
off on
off on

on
on

on
on

off
off
off
off
off
off
off
off
on
on
on
on
on
on
on
on

0.00”
0.25”
0.50”
0.75”
1.00”
1.257
1.50”
1.75”
2.00”
2.25”
2.50”
2.75
3.00”
3.25
3.50”
3.75”

TOP
MARGIN

0,00 cm
0,64 cm
1,27 cm
1,91 cm
2,54 cm
3,18 cm
3,81 cm
4,45 cm
5,08 cm
5,72 cm
6,35 cm
6,90 cm
7,62 cm
8,26 cm
8,89 cm
9,53 cm
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M  Number of Copies (multi-
ples of 10 — Group 3)

The Group 3 Options work in conjunction with Group 2
Options to set the printer for up to 99 copies per page.
The status of Group 2 will affect these Options.

Toggle Option 0 of any Group to save changes to
Printer Setup.

M.1 Options 1 through 9 - Number of
Copies

Options 1 through 9 control the number of copies (in mul-
tiples of ten) that the printer will print per page. If Option
3 is on and the other Options in this Group are off, thirty
copies per page will be printed. If Group 2 Option 7, for
example, is also on, 37 copies will be printed.

M.2 Copy Count Examples

28 Copies 99 Copies

GROUP OPTION TOGGLE GROUP OPTION TOGGLE
2 8 on 2 9 on
3 2 on 3 9 on

40 Copies 4 copies

GROUP OPTION TOGGLE GROUP OPTION TOGGLE
2 all off 2 4 on
3 4 on 3 all off

Only one Option in Groups 2 and 3 may be on at one time.
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N 5)age Margin Settings (Group

The Group 4 Options provide limited control of the printer
for the page margin settings.

Toggle Option 0 of any Group to save changes to
Printer Setup.

t= Factory setting

N.1 Options 1 through 4 — Left Margin

Options 1, 2, 3, and 4 work together to set the left margin.
To determine the setting, measure from the left edge of
the paper to the place where you want the margin to be.
Then select the left margin listed below that is closest to
your measurement.

OPTIONS LEFT
1 2 3 4 MARGIN
t off off off off 0.00” 0,00 cm
on off off off 0.25” 0,64 cm
off on off off 0.50” 1,27 ecm
on on off off 0.75” 1,91 cm
off off on off 1.00” 2,54 cm
on off on off 1.25” 3,18 cm
off on on off 1.50” 3,81 cm
on on on off 1.75” 4,45 cm
off off off on 2.00” 5,08 cm
on off off on 2.25” 5,72 cm
off on off on 2.50” 6,35 cm
on on off on 2.75” 6,90 cm
off off on on 3.00” 7,62 cm
on off on on 3.25” 8,26 cm
off on on on 3.50” 8,89 cm
on on on on 3.75” 9,53 cm
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K.3 Delay Before Form Feed

These Options specify how long the printer will wait be-
fore ejecting the last page of a file in order to clear data
from its memory.

No Form Feed Wait 15 seconds
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
1 7 off 1 7 on
1 8 off 1 8 off
Wait 30 seconds Wait 60 secondst
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
1 7 off 1 7 on
1 8 on 1 8 on

K.4 Option 9 — Page Orientation

This Option controls whether words and characters will
read across the narrow dimension of the page (portrait
orientation) or across the longer dimension of the page
(landscape orientation). NOTE: Changing to landscape
orientation limits the choice of fonts and changes the ref-
erence point from which page margins are measured.

Portrait t Landscape
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
1 9 off 1 9 on
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K.5 Option A - Embedding the Escape
Character

If your software package does not allow you to embed the
<ESC> character this option tells the printer to act on the
tilde (~) character as if it were the <ESC> character.

~zat ~=<ESC>
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
1 A off 1 A on

L Number of Copies (I to 9
copies — Group 2)

The Group 2 Options allow you to specify the number
of copies for each printed page. These Options work in
conjunction with the Group 3 Options.

Toggle Option 0 of any Group to save changes to
Printer Setup.

L.1 Options 1 to 9 — Number of Copies

Options 1 through 9 control the number of copies that the
printer will print per page. For example, if Option 1 is
on and the other Options in this Group are off, the printer
will print one copy per page. If Option 7 is on and the
other Options in this Group are off, seven copies will be
printed.
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0.4 Option 8 — Print Buffer Magnification

Option 8 gives you the capability of multiplying by two
the print buffer size selected through options 3, 4, 5, and
6. With option 8 on, the maximum print buffer size is
825K bytes.

Print Buffer As-Ist Print Buffer Size 2X
GROUP | OPTION { TOGGLE GROUP | OPTION | TOGGLE
5 8 off 5 8 on

0.5 Options 9 and A - 8th Bit

Options 9 and A allow you to tell the printer how to handle
the 8th bit. These Options are especially important if
you are using your printer for graphics applications. (See
Epson or Proprinter emulation mode.)

Pass Bit 8 Unchangedt Bit8§ =1

GROUP OPTION TOGGLE GROUP OPTION TOGGLE
5 9 off 5 9 off
5 A off 5 A on

Strip Bit 8 Reverse Value of Bit 8

GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
5 9 on 5 9 off
5 A off 5 A on
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P .g)erial Interface Options (Group

The Group 6 Options provide limited control of the printer
for interface specifications that apply to serial interfaces
only.

Toggle Option 0 of any Group to save changes to
Printer Setup.

t= Factory setting

P.1 Option 1 - Parity Checking

This Option tells the printer whether or not to perform
parity checking (a type of error checking) on the data it
receives. Set this Option according to the same setting on
your computer.

No Parity Checkingt Parity Checking -
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
6 1 off 6 1 on
P
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P.2 Options 2 and 3 - Parity Type

If Option 1 is on, these Options specify the type of parity
checking that printer should perform on the data it re-
ceives. Set this Option according to the same setting on
your computer.

Odd Parityt

Even Parity

GROUP OPTION TOGGLE GROUP OPTION TOGGLE
6 2 off 6 2 on
6 3 off 6 3 off
Mark Parity Space Parity
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
6 2 off 6 2 on
6 3 on 6 3 on
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P.3 Option 4 - Stop Bits

This Option alerts the printer to the number of stop bits
in the data it will receive from your computer. Set this
option according to the same setting on your computer.

One Stop Bit} Two Stop Bits
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
6 4 off 6 4 on

P4 Option 5§ - Data Bits

This Option alerts the printer to the number of data bits per
byte it will receive from your computer. Set this Option
according to the same setting on your computer.

Eight Data Bitst Seven Data Bits
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
6 5 off 6 5 on
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P.5 Options 6, 7, 8, and 9 — Bit Rate

These Options work together to tell the printer the bit rate
for data transmitted by your computer. Set these Options
according to the same setting on your computer.

Option 6
off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on

Option 7
off
off
on
on
off
off
on
on
off
off
on
on
off
off
on
on

Option 8

off
off
off
off
on
on
on
on
off
off
off
off
on
on
on
on

P.6 Option A - DTR

Option 9

off
off
off
off
off
off
off
off
on
on
on
on
on
on
on
on

Bit Rate
(bits per second)
9600
50
75
110
134.58
150
300
600
1200
1800
2400
3600
4800
7200
9600
19200

This Option tells the printer whether or not to use DTR
(Data Terminal Ready) data flow control. Set this Option
according to the same setting on your computer.

Do Not Use DTR Use DTRt
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
6 A off 6 A on
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P.7 Option B - RTS

This Option tells the printer whether or no to use RTS
(Request to Send) data flow control. Set this Options
according to the same setting on your computer.

Do Not Use RTSt Use RTS
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
6 B off 6 B on

P.8 Option C - XON/XOFF

This Option tells the printer whether or not to use XON/XOFF
data flow control. Set this Option according to the same
setting on your computer.

Do Not Use XON/XOFF Use XON/XOFFt
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
6 C off 6 C on
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Q Parallel Interface Options
(Group 7)

The Group 7 Options provide limited control of the printer
for interface specifications that apply to parallel interfaces

only.

Toggle Option 0 of any Group to save changes to
Printer Setup.

t= Factory setting

Q.1 Option 1 - Printer Error

This Option allows you to specify whether or not the
printer will “go busy” when there is a printer error. Your
computer should have a similar feature. Be sure the set-
tings match.

Do Not “Go Busy”t

“Go Busy”

GROUP OPTION TOGGLE GROUP OPTION TOGGLE
7 1 off 7 1 on
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Q.2 Option 2 — Set Printer Error

This Option lets you specify whether or not the printer
will “set the printer error bit” when there is a printer error.
This setting should match the setting on your computer.

Do Not “Set Printer Error”t “Set Printer Error”
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
7 2 off 7 2 on

Q.3 Option 3 — Set Fault Bit

This Option allows you to specify whether or not the
printer will “set the fault bit” when there is a printer error.
This setting should match the setting on your computer.

Do Not “Set Fault Bit”t “Set Fault Bit”
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
7 3 off 7 3 on
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Q.4 Option 4 — Off-Line on Error

This Option lets you specify whether or not the printer will
“go off-line” when there is a printer error. This setting
should match the setting on your computer.

Do Not “Go Off-line”t “Go Off-line”
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
7 4 off 7 4 on

Q.5 Option 5 — Busy on Off-Line

Option 5 allows you to tell the printer whether or not to
“go busy” when the printer is taken off-line. “Enabling”
this Option is especially useful if your computer is an IBM
PC. Data can be lost because the PC continues sending
data unless a “busy signal” is sent by the printer. Match
the specification your computer uses.

Do Not “Go Busy”t “Go Busy”
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
7 5 off 7 5 on

Q.6 Option 6 — Data Flow Control

Option 6 is used to tell the printer when to use the “busy
bit” to control the data flow from the Host (computer). If
Option 5 is on, this Option should also be on.

Do Not Use “Busy Bit”t Use “Busy Bit”
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
7 6 off 7 6 on
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R Printer Alignment (Group 8)

The Group 8 Options provide limited control for aligning
the printer’s zero reference point. The zero reference point
is the point on the page from which the printer makes its
printing measurements. This should normally be the top
left corner of the page.

Toggle Option 0 of any Group to save changes to

Printer Setup.

t= Factory setting

R.1 Options 1 through 4 - Horizontal

Alignment

Options 1, 2, 3, and 4 move the zero reference point a
specified horizontal distance from the left edge of the page.

off
on
t  off
on
off
on
off
on
off
on
off
on
off
on
off
on
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OPTIONS
2 3
off off
off off
on off
on off
off on
off on
on on
on on
off off
off off
on off
on off
off on
off on

on
on

on
on

off
off
off
off
off
off
off
off
on
on
on
on
on
on
on
on

Horizontal Distance

0.00”
0.05”
0.10”
0.15”
0.20”
0.277
0.32”
0.37”
0.43”
0.48”
0.53”
0.59”
0.64”
0.69”
0.75”
0.80”

0,00 cm
0,127 cm
0,254 cm
0,381 cm
0,508 cm
0,69 cm
0,813 cm
0,94 cm
1,09 cm
1,22 cm
1,35 cm
1,5 cm
1,63 cm
1,75 cm
191 cm
2,03 cm
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R.2 Options 5 through 8 — Vertical Align-
ment

Options 5, 6, 7, and 8 move the zero reference point a
specified vertical distance from the top edge of the page.

OPTIONS Horizontal Distance
5 6 7 8

off off off off 0.00” 0,00 cm
on off off off 005" 0,127 cm
t off on off off 010° 0,254 cm
on on off off 015" 0,381 cm
off off on off 020" 0,508 cm
on off on off 027 0,69 cm
off on on off 032" 0813cm
on on on off 037" 0,94 cm
off off off on 043" 1,09 cm
on off off on 0.48” 1,22 cm
off on off on 053" 1,35 cm
on on off on 059 1,5 cm
off off on on 0.64” 1,63 cm
on off on on 0.69” 1,75 cm
off on on on 0.75” 191 cm
on on on on 0.80” 2,03 cm

S g)iagnostic Options (Group

The Group 9 Options are used for factory di%gnostics and
for limited control of the optional Paper Plus™ sheet feeder
if ordered. If you are using the Paper Plus sheet feeder,
refer to its Operator’s Manual for instructions on setting
Options 1 through C. Group 9 Options D, E, and F are for
diagnostic use only. You should not alter the settings
of these Options unless instructed to do so by a QMS
representative.

Toggle Option 0 of any Group to save changes to
Printer Setup.

t= Factory setting
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S.1 Option D — Debugger

This Option is used to tell the printer whether or not to
scan the debugger address space for fonts.

Do Not Scan ¢t Scan
GROUP OPTION TOGGLE GROUP OPTION TOGGLE
9 D off 9 D on

S.2 Option E - Diagnostic Page

This Option is used to print a “diagnostic page” showing
the last error that caused the printer to stop printing.

Do Not Printt Print
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
9 E off 9 E on

S.3 Option F — Enter Debugger Mode

This Option should be on if, when the debugger is in-
stalled, the debugger needs to be initialized on power-up.

Initialize Onlyt Initialize at Power-Up
GROUP | OPTION | TOGGLE GROUP | OPTION | TOGGLE
9 F off 9 F on
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Part IV

Printer Software
Commands

Introduction

Printer software commands are an alternative to the
printer keypad for controlling some printer functions. By
using these commands you can by-pass the printer’s key-
pad when you wish to change fonts, emulation mode, page
orientation, paper source, paper size, or number of copies.
Some of the software commands explained here have no
equivalent keypad sequence (such as “Redefining Transla-
tion Tables™).

Each of these commands begins with an “ESCape” — a
special character that tells the printer “a command fol-
lows.” Do not confuse the ESCape character with the

key on your computer keyboard. The ESCape
character cannot usually be “sent” to the printer by just
pressing a key on the computer’s keyboard.

The examples in this section illustrate how to send the soft-
ware commands to the printer using BASIC. If you use
your word processor or applications package exclusively,
you will use a different method when sending commands
to the printer. Refer to your software package’s instruc-
tions for using the ESCape character. Your laser printer
also provides a method for substituting the “tilde” charac-
ter (*) as the special character signalling the beginning of
a software command. Refer to Part III of this manual for
information on using Group 1 Option A.
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A Command Diagrams

A diagram accompanies each command to illustrate how
the command would be used in BASIC. There are various
parts to each diagram with which you need to be familiar.

LPRINT CHRS$ (27) ;" [n;;n,x"

LPRINT A BASIC command to print data on the printer.

CHRS$ (27) The BASIC command that issues a decimal
value 27 for the ESCape character.

wow Quotation marks enclose a string of characters
that is to be sent to the printer “as is”.

[ A left bracket is always the first character in the
command string.

n;;n; Numeric parameters separated by semi-colons
are used to specify the action you wish the
printer to take. (Semi-colons must be included
where they appear in the command diagrams.)

r x u s These are examples of the command terminator.
The terminator is the last character before the
closed quotation marks. Any “space” imme-
diately preceding the terminator must also be
included if it appears in the command diagram.

Remember that the following examples of the Printer Soft-
ware Commands are illustrated using the BASIC program-
ming language. If you are using an applications package,
refer to its instructions for “embedding” ESCape charac-
ters.
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B Changing Fonts/Overlays

B.1 Command Diagram

LPRINT CHRS (27) ;" [rlxl;nz;nas"

FONT NUMBER l

PORTRAIT !

LANDSCAPE 0 = DELETE FONT OR
OVERLAY

1 = SELECT FONT OR
OVERLAY (DEFAULT)

2 = DELETE ALLFONTS
AND OVERLAYS

3 = DELETEONLY FONTS
IN SELECTED ORI-
ENTATION

oy
L}

B.2 Using the Command

This software command allows you to change fonts, select
a pre-defined overlay from the printer’s memory, to delete
a particular downloaded font or overlay from the printer’s
memory, or to delete only downloaded fonts in a particular
orientation.

® Omitting n, causes the power-up default font in the
current page orientation to be selected.

® If n; is omitted and “overlay” is selected in n,, the
printer ignores the entire command.

® QOverlays can only be defined through the ANSI com-
mand mode. See the ANSI X3.64 Programming Man-
ual.

® Only downloaded fonts and overlays may be deleted.

® Any font selected using this software command re-
mains in effect until you select another font or until
you do a printer reset. This command will override
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the default Epson Pica font that would normally be
activated as soon as Epson emulation mode is en-
tered.

® The n, parameter does not change the page orienta-
tion. The n, parameter lets the printer know which
orientation you are choosing. Omitting the n, pa-
rameter would automatically specify the current ori-
entation.

® If you use this command to change to a font that has a
different orientation from the one in which the printer
is operating (e.g., landscape when the printer is oper-
ating in portrait), the printer does not change fonts. It
saves that font number request and, when you switch
the printer to the other page orientation, then selects
the font. (Note: If the font number you select does
not exist in the orientation that you specified, the
command is ignored and the power-up default font
is selected.)

® Invalid values in any of the command parameters will
cause the command to be ignored. The range of valid
values for n; is 0 to 37627.

B.3 Examples

LPRINT CHRS$ (27);"[380;0;1s" Selects font 380 in por-
trait orientation.

LPRINT CHRS$ (27);"[382;0;1s" Selects font 382 in por-
trait orientation.

LPRINT CHR$ (27);"[7504;1;1s" Selects font 7504 in
landscape orientation.
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C Changing Page Orientation

C.1 Command Diagram

LPRINT CHRS (27); " [n,p"

PORTRAIT ORIENTATION
LANDSCAPE ORIENTATION

-
ui

C.2 Using the Command

This software command allows you to select either portrait
or landscape page orientation.

® Changing page orientation affects the fonts that are
available for use. Only portrait fonts (see the status
summary sheet) may be used in portrait orientation
and only landscape fonts may be used in landscape
orientation.

® Changing page orientation also changes the reference
point from which page margins are measured. Al-
ways check and reset the page margins (if necessary)
after changing page orientation.
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C.3 Examples
LPRINT CHRS$ (27):"[0p" Selects portrait orientation.
LPRINT CHRS$ (27);"[1p" Selects landscape orientation.

D Selecting Paper Feed and
Paper Size

D.1 Command Diagram

LPRINT CHRS (27) ;" [n;; nax"

AUTO FEED (DEFAULT) ’__]

MANUAL FEED

-
"won

A4

BS

LEGAL

LETTER (DEFAULT)
MINI

HWN=O
nununn

D.2 Using the Command

This command allows you to specify manual feed or au-
tomatic paper feed and also the size of paper being used.

® Paper size must be specified in order for page margins
to be set correctly.

® With automatic paper feed you must use a paper cas-
sette that matches the paper size you are using.
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® When the printer is in manual feed mode, the indica-
tor in the MANUAL _FEED will light and the display
window will show

D.3 Examples

LPRINT CHRS$ (27);"[0;3x" Selects automatic paper feed
and letter paper size.

LPRINT CHR$ (27);"[0;0x" Selects automatic paper feed
and A4 paper size.

LPRINT CHRS (27);"[1;4x" Selects manual feed and mini
paper size.

E Selecting Number of Copies

E.1 Command Diagram

LPRINT CHRS (27) ;" [n,u"

[NUMBER OF coPIES]
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E.2 Using the Command

This command lets you to tell the printer to print more
than one copy per job. The number of copies may be set
at any value between one and 5000.

® The copy count set using this command remains in
effect until a new copy count command is sent, a
warm restart (Option 0) is performed, or until power
is turned off.

® A value of 0 or omitting a value for n; selects one
copy (default).

® Values greater than 5000 cause the command to be
ignored.

E.3 Examples

LPRINT CHR$ (27);"[10u” Sets copy count to 10.

LPRINT CHRS$ (27) ;" [5050u" Command is ignored due
to invalid parameter.

LPRINT CHRS$ (27) ;" [u" Sets copy count to 1 (default).
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F  Selecting Emulation Mode

F.1 Command Diagram

LPRINT CHRS; "[n,;; n,r"

0 = DO NOT CHANGE MODE (DEFAULT)

1 = ANSI

2 = DIABLO 630 0 = RESET (DEFAULT)
3 = EPSON FX80 1 = NORESET

4 = QUME SPRINT

5 =

9 =

HP LASERJET
RETURN TO LAST SELECTED MODE

o

F.2 Using the Command

The printer always operates in one of its emulation modes:
Diablo, Qume, HP LaserJet, ANSI command, or Pro-
printer/Epson (depending on the model). Through this
software command you tell the printer which mode you
want it to use.

® If you type O for n, the printer resets the current font,
page margins, horizontal and vertical tab settings, and
the character and line spacing to their power-up con-
ditions. The printer also resets its horizontal position
to the left margin. Vertical position is not affected.

® If you write your own programs, you may find the
“99” value for n; useful for switching between two
modes. For example, if you first select HP LaserJet
Emulation Mode and then select ANSI Command
Mode, use the “99” to exit ANSI and return to HP
LaserJet emulation. You may find this useful for
incorporating certain features of one emulation (such
as the “quadding” found in ANSI Command Mode)
into programs written for a different emulation mode.
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F.3 Examples

LPRINT CHRS$ (27);"[2;0x" puts the printer in Diablo
Emulation Mode and resets printer to power-up conditions
(see above).

LPRINT CHRS$ (27); [5;1r" puts the printer in HP Laser-
Jet Emulation Mode and does not reset printer.

G Extended Printer Control Com-
mand

G.1 Command Diagram

LPRINT CHRS$ (27);"[n, r"

PAUSE PRINTER

HEX DUMP MODE

PRINT STATUS SUMMARY SHEET
PRINT FONT TEST PAGES

W -0
wuwanan

G.2 Using the Command

This command causes the printer to pause, enter hex dump
mode, print the status summary sheet, or to print the font
test pages without using the printer keypad.

command, the display window will show A

® When the printer executes a pause as directed by this
pause command is useful for changing to a ! !ierent

4-10 Software Commands



type of paper or for inserting dividers between print
jobs. To exit a pause, press the ONLINE key twice.

® Hex dump mode is a diagnostic mode that allows
you to examine the exact data being received by the
printer. Hex dump mode has its own page margins
that automatically take effect. When the printer is
placed in hex dump mode, the hex values of all char-
acters are printed in groups of 32 pairs on the left side
of the page. The printable characters associated with
these 32 hex values will be printed on the right side
of the page. Unprintable characters (those with hex
values lower than 20) will appear on the right side
as “periods.” To exit hex dump mode, power the
printer off/on or perform a warm restart (Option 0).

® The “space” before the command terminator must be
included.

® Invalid values for the parameter will cause the com-
mand to be ignored.

G.3 Examples
LPRINT CHRS$ (27);"[0 r" Pauses the printer.
LPRINT CHR$ (27);"[1 r" Printer enters hex dump mode.

LPRINT CHRS (27);"[2 x" Prints out the status sum-
mary sheet.

LPRINT CHRS$ (27);"[3 r" Prints the font test pages.
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H Redefining Translation Ta-
bles

H.1 Command Diagram

LPRINT CHRS$ (27);"[n;;ny; %6 ~"

0 = COMMAND TRANSLATION TABLE l

1 = FONT TRANSLATION TABLE

REDEFINE SELECTED TABLE
RESET SELECTED TABLE TO
ZPRAM SETTINGS

STORE CURRENT SETTINGS OF
SELECTED TABLE INTO ZPRAM
= STORE CURRENT SETTINGS OF
BOTH TABLES INTO ZPRAM UF 70 THREE PAIRS OF

DECIMAL VALUES

- O

[~
n

H.2 Using the Command

WARNING: This feature of your QMS printer is de-
signed for advanced users. Study these instructions
carefully before using the command.

The “translation tables’ act as “switchboards” that pass the
decimal codes received from your computer to the area in
the printer that makes up the page for printing. Most of the
time you want the decimal codes that the computer sends
to be relayed exactly as they are to the printing area. For
example, if your computer sends the decimal code 65 (A),
you probably want the printer to print an A. In this case
the translation tables pass the decimal code 65 along as a
decimal code 65.

However, you may have instances where you need to print
a character or transmit a control character (a value lower
than decimal 20) that your computer will not accommo-
date. Your laser printer provides the two translation tables
for these occurences. You should use the command
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translation table when you wish to transmit a control
character to the printer. Use the font translation ta-
ble when you wish to print a special character that is
beyond the normal range of your computer keyboard.

H.3 Changmg the Command Translation
Table

If your computer will not transmit control characters to the
printer, you can change the command translation table to
assign a control character to any decimal code you desire.
For example, you could assign the Form Feed charac-
ter (decimal code 12) to the backslash character (decimal
code 92) or to any other decimal code you choose. (When
reassigning characters you should choose characters that
you do not normally need during printing.)

To make this change to the command translation table,
you would send this command:

LPRINT CHRS$ (27);"[0;0;92;12 ~"

Important Considerations:

® Once you modify the command translation table, it
will affect all emulation modes.

® Modifications to the command translation table affect
all fonts.

® Jf two or more people are using the same printer,

all users need to be aware of modified translation
tables.
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H.4 Changing the Font Translation Table

If you want the printer to print a character that does not ap-
pear on your computer keyboard, you can change the font
translation table to assign that character to another char-
acter that does appear on your keyboard. For example,
you could assign d (decimal code 228 in any font hav-
ing a QMS-Multilingual character set) to the left bracket
character (decimal code 91) or to any other character you
choose. (When reassigning characters you should choose
characters that you do not normally need during printing.)

To make this change to the font translation table, you
would send this command:

LPRINT CHRS$ (27);"[1;0;91;228 ~*©
Important Considerations:

® When the printer is in Epson or Proprinter emulation
mode, the Font translation table is ignored. Any
modifications to the translation table will not affect
Jonts selected during Epson or Proprinter emulation
mode.

® Modifications to the font translation table affect all
fonts selected during any other mode except Epson
and Proprinter emulation modes. All fonts, however,
do not have the same characters in the same loca-
tions. Refer to the tables in Appendix A for the cor-
rect locations of all characters in the resident fonts.

® [f two or more people are using the same printer,

all users need to be aware of modified translation
tables.
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H.S Resetting Translation Tables

Knowing how to reset the translation tables to their factory
default values is helpful if you lose track of which deci-
mal values have been reassigned. Whenever n; = 1, the
table specified in n, is reset to its ZPRAM (zero-power
random access memory) settings. If you have not pre-
viously stored the table(s) into ZPRAM, the translation
tables will be reset to factory default values (decimal val-
ues O - 255) whenever the printer is powered off/on or
whenever a warm restart is performed (Option 0). If you
have previously stored the table(s) into ZPRAM and you
wish to restore them to factory settings (0-255), you must
perform a “Printer Setup Reset”. This is a printer key-
pad procedure and is described in Part III of this manual.
A printer setup reset will reset all printer setup options
(including page margins, default fonts, interface settings,
etc.) to the factory settings. After performing the printer
setup reset, you may use any of the following to reset the
translation tables:

® Group O Option 9 to reset the command translation
table.

® Group 0 Option A to reset the font translation table.

CAUTION: In plot or graphics mode, reassigned charac-
ters may cause problems (depending upon what characters
have been reassigned). Plot mode is only affected by the
command translation table. Do a reset of the command
translation table before sending plot or graphics mode data
to the printer.

H.6 Decimal Values

Parameters x; through x; are “paired” parameters and
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must always be used in pairs.

The printer will take the value in x; and “change” it to
the value in x,. If a decimal 66 (upper case B) is in

x; and a decimal 67 (upper case C) is in x,, the printer |
would change BAT to CAT. When BAT was received by |
the printer, the decimal 66 (B) was changed to a decimal

67 (C). This same “switching” occurs for whatever values
you place in the pairs x3; x4 and x5 ; xq.

WARNING: When redefining the command transla-
tion table, never enter 27 in x;, xs, or xs. This
would have serious consequences for your printer or
software.

Valid values for the three paired parameters are the deci-
mal values O through 255.

H.7 Examples

LPRINT CHRS (27);"[0;0;94:10 ~" redefines the com-
mand translation table and causes the printer to interpret /
every 4 it receives from the computer as the control char- \
acter <LF> (Line Feed).

LPRINT CHRS (27):"[0;2 ~" stores the command trans-
lation table (and any changes to it that are in effect) into
the printer’s ZPRAM. Whenever the printer is turned on,
the ZPRAM initializes the printer.

LPRINT CHRS$ (27):"[1:;0:;91;228;93;235 ~"redefines
the font translation table and causes the printer to interpret
every left bracket character it receives from the computer
as d and every right bracket character as é.
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Part V

Maintenance and
Troubleshooting

Introduction

Maintenance and Troubleshooting gives the “why,”
“when,” and “how’ of basic maintenance. Routine mainte-
nance of your printer helps insure consistent, high-quality
printing. The Troubleshooting portion tells you what to
do about possible operating problems, error codes in the
display window and print quality problems.

In Part V you will find:

1. Basic maintenance YOU can do and how to do it.
2. Step-by-Step instructions for clearing a paper jam.

3. Lists of the codes that may appear in the display
window and what they mean.

4. An explanation of the contents and importance of a
diagnostic page.

5. A discussion of print quality problems and how they
may be corrected.

The instructions in Part V will refer to parts of the printer
and will assume that you know how to raise the upper
half of the printer, open the right side door and remove
or insert a print cartridge. This information is explained
with illustrations in Part I, Installation.
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A  Print Cartridge

Because the printer uses a dry toner print cartridge, toner
is never added. When the old print cartridge is used up,
remove the entire cartridge and install a new one.

A.1 When to Replace the Print Cartridge

The print cartridge has a color-coded indicator that shows
through a window in the right door of the printer. This
indicator, which is green on a new cartridge, changes from
green to yellow to red as the cartridge is used. Another
print cartridge should be ordered when the indicator be-
gins to show red. At this time about 2,000 copies have
been printed with about 1,000 more copies remaining. See
Figure 1 for a comparison of indicator color and number
of copies printed.

Printing Capacity Number of Meaning
Indicator prints (approx.)
G T Y 1,700
4
A new EP cartridge
Y —R] 2,000 should be ordered.
Y —V
R 2,800
——
R 3,000 Replace the EP cartridge.
G: Green
R: Red
Y: Yellow

Figure 1: Cartridge-Life Indicator
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White stripes and faint areas on the printed page mean the
toner in the print cartridge is low or that it needs to be
redistributed. (See Section G.3). If faint areas occur after
the color indicator turns red, it is best to install a new
print cartridge.

A.2 How to Replace the Print Cartridge

1. To access the print cartridge, open the right side door
of the printer as explained in Part 1, Installation.

2. Remove the old print cartridge and discard it. Hold
the cartridge as level as possible in order to avoid
spilling toner.

3. Distribute the toner in the new print cartridge by
holding it horizontally and rotating it at 45-degree
angles several times.

4. Insert the print cartridge and pull the black tab to
remove the sealing tapes. For details, cautions and
illustrations, see the instructions included with the
print cartridge.

5. Replace the fixing assembly cleaner (see Section B).
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B Fixing Assembly Cleaner

The fixing assembly cleaner is a long plastic stick with
a felt pad along its length. This pad is used to keep the
fixing roller clean. It should be replaced whenever the
print cartridge is replaced.

B.1 Replacing the Fixing Assembly Cleaner

1. Raise the upper half of the printer. Lift the green
fixing assembly cover using the extended lip on the
right front.

2. The fixing assembly cleaner is in a groove in the
cover. Grasp the cleaner by the green felt-covered
extension and slide it out. Throw the old cleaner
away. Avoid touching the felt which covers the stick.

3. For details, cautions and illustrations, see the instruc-
tions included with the print cartridge.

4. Clean the fixing roller as described in Section B.2.
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B.2 Cleaning the Fixing Roller

The fixing roller is located under the fixing assembly
cover. Because toner collects across the top of the roller,
it should be cleaned when replacing the fixing assembly
cleaner. This area may be hot if the printer has been
recently used.

1. Turn the power switch off.

2. Clean the fixing roller with a damp (not wet) cloth
after the printer has cooled down.

3. Close the fixing assembly cover before lowering the
upper half of the printer.

C Corona Wires

There are two wires which require cleaning from time
to time, the primary corona wire and the transfer corona
wire.

C.1 Cleaning the Primary Corona Wire

1. Lift up the upper half of the printer, open the right
door, and remove the print cartridge. Locate the wire
cleaner stored inside the printer toward the right front.
(See Part 1.)

2. The primary corona wire is located in the top side of
the print cartridge and is labeled “Corona Wire.” A
thin plastic shield protects the wire.
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3. Insert the wire cleaner into the long slot of the print
cartridge (Figure 2). The plastic shield gives way to
allow the wire cleaner to reach the primary corona
wire inside.

4. Move the wire cleaner back and forth to clean the
primary corona wire.

Figure 2: Cleaning the Primary Corona Wire
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C.2 Cleaning the Transfer Corona Wire

1. The transfer corona wire is located in the lower half
of the printer. This very fine wire is hard to see
against the chrome background.

2. Use a cotton swab (provided with the print cartridge)
to gently clean the transfer corona wire (Figure 3).
It may be helpful to dip the swab in alcohol if there
is a stubborn spot on the wire.

3. After cleaning, close the upper half of the printer.

Figure 3: Cleaning the Transfer Corona Wire
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D Cleaning the Transfer Guide

The transfer guide is the brass-colored area toward the
back of the inside the printer. Paper dust collects in this
area.

1. Raise the upper half of the printer.

2. Moisten a cloth and wipe the transfer guide clean
(Figure 4).

Figure 4: Cleaning the Transfer Guide
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E The Separation Belt

The separation belt is a thin plastic strip that has a plastic
loop on one end and a metal loop on the other. This
belt helps guide paper through your printer. It should be
cleaned occasionally.

E.1 Cleaning the Separation Belt

When a black line appears on the right edge of the printed
page, the separation belt probably needs to be cleaned.

1. Raise the upper half of the printer. Locate the sepa-
ration belt using Figure 5 as a guide.

2. If there is any residue on the belt, clean it with a
cotton swab or soft cloth.

E.2 Replacing the Separation Belt

The separation belt lasts for about 50,000 pages. If the
belt breaks, there is a spare belt located beside the wire
cleaner. You can replace it as follows:

1. Open loop A on the separation belt with a screw-
driver (Figure 5).

2. Remove the old belt by sliding loop A from its hanger
and unhooking loop B from the spring suspender.

3. Hang loop A of the new belt from the right side of
the upper transfer guide. The indentation on the belt
should be on the right.
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Separation Transfer
Roll

Pinch oller
Roller
Spring @—Hanger
Suspender S AN Loon A
l?“ ~o oop

Figure 5: The Separation Belt

4. Pass the separation belt over the transfer roller and
under the separation pinch roller (Figure 5).

5. Hook loop B to the underside of the spring suspen-
sion side of the spring suspender.
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F  Clearing a Paper Jam

Paper in the printer passes through four main areas (Figure
12.8): (1) the manual feed area, (2) the cassette feed area,

(3) the separation/feeder area, and (4) the fixing/delivery
area.

Fixing/Delivery  Separation/Feeder Manual Feed
Area Area Area

1/

Cassette
Feed
Area

Figure 6: Paper Path

Maintenance and Troubleshooting 5-11



When a paper jam occurs, a PJ appears in the printer’s
display window (see “Error Codes” Section G.I). Fre-
quent jams in any area indicate that the area should be
checked and either repaired or cleaned. Clear paper jams
as follows:

1. Open the upper half of the printer.

2. Remove any jammed paper from the separation/feeder
area (Figure 7).

Separation/Feeder
Area

Figure 7: Separation/Feeder Area
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4. If the paper jam has not been cleared, as a last resort
check for the jam under the green fixing assembly
cover (Figure 9). Be careful; it may be hot.

Figure 9: The Fixing Assembly Area

Close the upper half of the printer after the paper jam is
cleared. The page that was being printed when the jam
occurred will be reprinted.
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G Troubleshooting

This section deals with problems and their solutions. It
includes error codes, status codes, the diagnostic page,

and print quality.

G.1 Status Codes

Status codes that may appear in the display window:

Code Meaning Explanation

dA Download A font or overlay has been down-
Active loaded, the printer is active.

dF Download A downloaded font or overlay is
Font being received.

di Download Downloading completed. The
Idle printer is idle.

PA Printer Data has been received, or printer
Active has data that has not been printed.

Pi Printer Idle Printer is ready to receive data.

PU Power-Up Self-Tests in Progress.

up User Pause Software-initiated pause.

8.8. Display  Engine testin progress (at power-
Window up) .
Test
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G.2 Error Codes

Code

Meaning

Explanation

CE

Controller Er-
ror

The printer's controller has stopped function-
ing. Turn the printer off and back on again.
The printer will print a diagnostic page for the
error. If the problem reoccurs, contact your
dealer/distributor.

co

Cartridge Out

There is no print cartridge installed in the printer.

FE

Font Error

There are no fonts available for printing. Turn the
printer off and back on in order to get a diagnostic
page of the error.

IE

Interface Er-
ror

There is a problem with the interface protocols
(see Part Il Sections O, P, and Q). The interface
characteristics for your printer and computer must
match.

PE

Printer Er-
ror

There is a problem in the print engine. Contact
your dealer/ distributor.

PC

Page Size
Error

(LaserJet Emulation Mode only.) The page size
selected through the LaserJet Emulation Mode
Page Length command does not match the paper
cassette installed in the printer. This error code
flashes alternately with one of these codes for
the paper size requested: L (letter), LL (legal),
A4 (A4), b5 (B5). Install the correct size paper
cassette or turn the printer off and back on again
and send the correct Page Length command.

PJ

Paper Jam

Paper jam. Refer to Section F.

PO

Paper Out

There is no paper in the paper cassette, the pa-
per cassette is not installed, or manual feed is
selected.
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G.3 The Diagnostic Page

The diagnostic page indicates problems and their solu-
tions. Below is a list of the diagnostic numbers and the
corresponding error.

Diagnostic Messages

1 | Errors were encountered while scanning resident
prom.

2 | Errors were encountered while scanning cartridge
prom.

3 | No portrait fonts were observed during system
initialization.

4 | No landscape fonts were observed during system
initialization.

5 | An interface error currently exists in the system.

The default landscape font was not observed dur-
ing system initialization.

7 | The default portrait font was not observed during
system initialization.

Download font errors encountered.

Download overlay errors encountered.

10 | Font download memory exceeded.

11 | Invalid cartridge header encountered while scan-
ning cartridge.

12 | Incomplete page due to sequence queue overflow.

13 | Incomplete page due to maximum sequences €x-
ceeded.

14 | Maximum number of fonts exceeded.
15 | Ring buffer size error (see Part III Section O.3)
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G.4 Print Quality Problems

Below are listed several print quality problems with pos-
sible solutions. Try the solutions in the sequence given.
If the solutions listed do not solve the problem, place a
service call.

® White or Light Lines

\

1. Remove the print cartridge and rotate it as you
do before installing a new cartridge. This redis-
tributes the toner inside the print cartridge.

2. Install a new print cartridge.
® Light Image (entire page)

1. Increase the print density by using the print den-
sity adjustment dial on the left side of the printer.

2. Remove the print cartridge and rotate it as you
would when installing a new cartridge. This re-
distributes the toner inside the print cartridge.

3. If the cartridge indicator is red, install a new  \
print cartridge. If it is not red, make sure the
sealing tapes are properly removed from the car-
tridge.

® Dark Image (entire page)

1. Decrease the print density by using the print den-
sity adjustment dial on the left side of the printer.

2. Remove the print cartridge and rotate it as you
would when installing a new cartridge. This re-
distributes the toner inside the print cartridge.

3. Install a new print cartridge.
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® Blank Print

1. Increase the print density by using the print den-
sity adjustment dial on the left side of the printer.

2. Remove the print cartridge and rotate it as you
do before installing a new cartridge. This redis-
tributes the toner inside the print cartridge.

3. If the cartridge indicator is red, replace the car-
tridge. If it is not red, make sure the sealing
tapes are properly removed from the cartridge.

4. Place a service call (see the end of this section).
® Black Image (entire page)

1. Remove the print cartridge and rotate it as you
would when installing a new cartridge. This re-
distributes the toner inside the print cartridge.

2. Install a new print cartridge.

® Stain Along Right Edge of Page

1. Clean the separation belt (see Section E.I).
2. Install a new print cartridge.

@ Stains On Back of Page

1. Clean the area around the manual paper feed slot
at the rear of the printer with a damp cloth. Dry
the area.

2. Clean the corona wires and the surrounding area
(see Section C.I). Emphasize cleaning the un-
derside of the print cartridge.

3. Inspect the fixing assemply cleaner. If it is dirty,
replace it (see Section B.I).
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® Dark Vertical Lines (in direction of paper feed)

1. Inspect the fixing assembly cleaner. If it is dirty,
replace it (see Section B.1).

2. Install a new print cartridge.

® Sharp Horizontal Black Lines (across feed direc-
tion)

1. Place a service call.
® Blurred Horizontal Stripes

1. Remove the print cartridge and rotate it as you
do before installing a new cartridge. This redis-
tributes the toner inside the print cartridge.

2. Install a new print cartridge.
@ Blurred Vertical Stripes

1. Clean the primary corona wire (see Section C.1).
2. Install a new print cartridge.

® White Horizontal Shapes on a Black Print
1. Replace the paper in the printer with dry paper.
® White Vertical Lines on a Black Page

1. Remove the print cartridge and rotate it as you
would when installing a new cartridge. This re-
distributes the toner inside the print cartridge.

2. If the cartridge indicator is red, install a new
cartridge. If it is not red, inspect the fixing as-
sembly cleaner. Replace a dirty fixing assembly
cleaner (see Section B.I).
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Appendix A
Font Information

A What Is a Font?

Each QMS laser printer font is a particular character set
in a particular style, a particular size and orientation. Each
font is also assigned a name and font number.

Table A.1 lists the standard fonts in your laser printer.

l # ! NAME SIZE l CHAR. SET I BYTES I ORIENT.
7504 | Courier 10cpi, 12pt HP Roman 8 | 26981 | Portrait
7504 | Courier 10cpi, 12pt HP Roman 8 | 25617 | Landscape

941 | Q-Format 16.6¢pi, 8.5pt | HP Roman 8 14481 | Portrait
1104 | Q-Roman Med. Prop., 10pt QMS-ML 25044 | Portrait
1144 | Q-Roman Med. It. | Prop., 10pt QMS-ML 26628 | Portrait

824 | Hamilton Med. Prop., 10pt QMS-ML 27272 | Porirait
3104 | Hamil. Med. It Prop., 10pt QMS-ML 29156 | Portrait
7505 | Letter Gothic 12cpi QMS-ML 34138 | Portrait
7505 | Letter Gothic 12cpt QMS-ML 34138 | Landscape
7525 | Letter Gothic It 12cpi QMS-ML 35022 | Portrait
7506 | Prestige Elite 12cpi QMS-ML 29606 | Portrait
7506 | Prestige Elite 12cpi QMS-ML 29606 | Landscape
7526 | Prestige Elite It. 12¢pi QMS-ML 30374 | Portrait

958 | Q-Format 17.6¢pi, 5pt QMS-ML 17100 | Landscape

950 | Q-Format 16pt QMS-ML 46040 | Portrait

942 | Q-Format 13cpi, 8pt QMS-ML 18160 | Landscape

Table A.1 Standard Fonts
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In addition to these fonts, your printer has three other fonts
available in its memory depending on the printer option
(Epson or Proprinter) that you ordered.

Table A.2 lists the fonts included in printers with the Pro-
printer option:

r# ‘ NAME l SIZE ‘ CHAR. SET l BYTES i ORIENT. l

383 | Compressed | 17.6¢pi | Proprinter 23716 | Portrait
384 | Elite 12¢pi Proprinter 30992 | Portrait
385 | Pica 10cpi Proprinter 32488 | Portrait

Table A.2 Proprinter Fonts

Table A.3 lists the fonts included in printers with the Ep-
son option:

[ # I NAME | SIZE ] CHAR. SET I BYTES I ORIENT.J
380 | Compressed | 17.6cpi | Epson 22026 | Portrait
381 | Elite 12cpi Epson 32362 | Portrait
382 | Pica 10cpi Epson 32580 | Portrait

Table A.3 Epson Fonts

A.1 Character Set

A character set is the group of characters that can be
printed when using a particular font. Each member (char-
acter) of a character set has a unique “location” expressed
as a hexadecimal number.
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In the preceding tables you found four different character
set that the QMS laser printer fonts use: HP Roman 8,
QMS-ML, Proprinter, and Epson. Tables A.4, A.5, A.6,
and A.7 illustrate the character sets and the hexadecimal
location of each member of the sets.

0

1

ASCIl LAYOUT

FIRST HEX. CHARACTER

5

6

7

8 9ABC

HP ROMAN 8 CHARACTER SET

NUL

DLE

SP

P

P

SOH

DCl1

STX

DC2

ETX

DC3

EOT

DC4

ENQ

NAK

SEC

HEX ACK

SYN

CHAR
BEL

BS

LF

SUB

vT

ECS

FF

FS

GS

SO

H

M M g0 WP © 0N GO WON - O

SI

us

DEL

Font Information
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Table A.5 QMS-Multilingual Character Set
QMS Multilingual Character Set

Standard ASCII Code Table

0 1 2 3 4 5 7 8 9 A B C D E F
T

ol |ML|oe|se |0 | @]| P p | § |pcs|NBsp AlDb|la|¢d
1| [sorfper| t |1 [A]|Q q|sfeut] , | £|A|N|&|a
5| |5 |pe2 2/ B[R r|Y([pu2| ¢ | P |A[O|d]|0
3| [Ex|psl # 13| C|s s|afsts|£| " |A[O|a]|s
4| [EoT|oce| s[4 |D|T t | D |ccH| = AlO]alsd
5| |eveiNvak| % | 5 | E | U u {MeLimw | ¥ [ u|A| O] 4|0
6| [ax|sw|&|6|F |V visalseal | |1 &E£|O0]|=]o0
7 BEL |ETB| ' 711G |W w |ESA|EPA| § ClE| ¢ |
g| | B |eanf (| 8 | H | X x |HIs| f LIE| @G| e|o
of |¥r M|y 9|1 Y ylwm|R|O| "' |E|U|é |
NREEREIR Iz z |vis|G || *|E|U|eé |
B EsC| + K| [ { D] £ | «|»|E|[C e
C FF | Fs <| L |\ | jeu|st|~ ||l |U|i|u
D R|G| -] =|M]] } | R |osc|sHY f|ylily
g | || rs >| N | " ~ss2|eM|® | % | T |B|i|D
gl |wofu| /|20 pEL|ss3fapc| — | | T | B |1 ]y

If your computer system cannot access characters in the
Hex 80 to Hex FF locations, you may use a special Printer
Software Command to redefine the font translation table
and place specific characters into the Hex 20 to Hex 7E
range. See Part IV, Section H, for the details of using this
command. NOTE: This command may only be used with

fonts having the QMS-ML character set.

A4
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Table A.7 Proprinter Character Set

IBM P.C. GRAPHICS LAYOUT

FIRST HEX. CHARACTER
0123456789 ABCOD

0 splO]@ | P| . |p|c|e]|a Ll oa =
1 ' 1 A Q|lafq|lula i Lt F *
2 2|8 |RrR|blr|ele]o AR E
3 v #|3|lc|s|c|s|alolall]lt <
4 [+ |a|ls|alo|rt|alejalolald]|-]:¢
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Table A.6 Epson Character Set
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A.2  Style

Style refers to the design of the characters in the font. The
name of the font reflects the style of the font. Hamilton
Medium and Hamilton Medium Italic are two different
fonts that have the same style (Hamilton). As you gain
experience with the fonts in your QMS laser printer, you
will recognize names and styles of fonts.

A.3 Size

The size of the fonts in your QMS laser printer is measured
in points and in cpi (characters per inch). A “point” is
approximately 1/72nd inch and measures the height of the
font. This measurement is actually the distance from the
bottom of a character such as “y”’ that descends below the
line to the top of a character such as “k” that is taller than
the other characters. The number of characters per inch
gives the width of the characters in a font (narrower fonts

have a higher cpi number).

Some fonts are “proportional” fonts. These allot space to
characters based on the width of the character. In a pro-
portional font, the character “m” is given more space than
the character “i”. Proportional fonts, therefore, cannot be
categorized in terms of a “fixed” number of characters per
inch.

A.4 Orientation

Orientation is the direction in which characters appear on
the page after the page is printed. This page is an ex-
ample of text printed in portrait orientation. Landscape
orientation places the text on the page perpendicular to
what you are reading now. If this page had been printed
in landscape orientation, you would have to turn the page
so that the left edge was at the top before you could read
it.
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The orientation of a font actually refers to the printer’s
orientation. In order to use a portrait font, the printer must
be set to portrait orientation and vice versa for landscape
fonts.

If a landscape font is selected while the printer is in por-
trait orientation, the printer would not change the font that
it was using. However, that landscape font selection would
be stored in memory and, after the printer was set to land-
scape orientation, would be recalled. The same is true for
a portrait font selected while the printer is set to landscape
orientation.

B Selecting a Font

“Selecting a font” means choosing a font and causing the
printer to use it for printing your file. You can select a font
by using the printer keypad or by sending special escape
sequences from your computer.

B.1 Keypad Font Selection

The keypad of your laser printer provides three different
ways of selecting a font for printing: the Group C Op-
tions which select a font that stays current only until the
next font selection or the next warm restart; the Group
P Options which select a default font for printing during
portrait page orientation; and the Group L Options which
select a default font for printing during landscape page
orientation.

If you use the printer keypad to select a font, you will enter
the font number digit by digit until all five digits of the font
number have been locked into the printer’s memory. Part
III of this manual contains step-by-step instructions for
using the printer keypad to select a font. The procedure
of selecting a font through the keypad is identical in all
three Groups.
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NOTE: When entering Epson or Proprinter emulation mode,
the default font automatically becomes the Pica font (382
in Epson and 385 in Proprinter) regardless of the settings
of Group C, P, or L. There is an Option in both Group E
(Epson Emulation Options) and Group I (Proprinter Emu-
lation Options) that may be set to override this automatic
selection of the Pica font. Refer to Part III of this manual
for details.

Whenever the printer is in LaserJet emulation mode the
settings of Groups C, P, and L are ignored. Courier (font
7504, portrait orientation) is the default font for LaserJet
emulation mode. Changing to a different font while in
LaserJet emulation mode may only be done through spe-
cial LaserJet font selection escape sequences or through
the Printer Software Command to change fonts (see Sec-
tion B.2).

B.2 Escape Sequence Font Selection

An “escape sequence” is a command to the printer that
begins with the <ESC> command. This character is rep-
resented by the hexadecimal code 1B, the binary number
00011011, the octal code 33 or the decimal code 27. Com-
puters and software packages differ in the ways that they
transmit an <ESC> command to a printer. You should find
out how your system transmits these codes before trying
to work with the escape sequences in this manual. NOTE:
There is no connection between <ESC> and the Esc key
on your computer keyboard.

You can select a font at any time with this printer software
command:

<ESC>{font number;X;1s
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Font number is the number (found on the status summary
sheet) assigned to the font you wish to select. X is O if
the font you wish to select is for portrait orientation or 1
if the font is for landscape corientation. This information
is also found on the status summary sheet.

Example — If your computer allows you to send es-
cape sequences to a printer by using the BASIC command
LPRINT and you wish to use the escape sequence method
to select “Prestige Elite”, use this BASIC command:

LPRINT CHRS (27);"[7506;0;1s"

In this example, CHRS (27) is the BASIC method of send-
ing a decimal code that represents a command instead
of a printable character. Decimal code 27 is the <ESC>
command. Prestige Elite is a portrait font and the font
number assigned to it is 7506. Once you select a font, the
printer continues to use it for printing until you send an-
other command to change fonts. The command to change
fonts could be another software command selecting a dif-
ferent font or a printer keypad font selection. Turning
the printer off or resetting the printer also causes a “font
change” (i.e., it selects the default font).

NOTE: Epson, Proprinter, and LaserJet emulation modes
have other escape sequences that select fonts. Refer to the
sections of this manual covering these emulation modes
for details.
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B.3 Additional Fonts

In addition to the standard fonts in your QMS laser printer
you may use fonts from the optional font cartridges or you
may ‘“‘download” (copy) fonts that you may have stored in
your computer.

The font cartridges plug into the slot on the front panel of
the laser printer (Figure A.1). As soon as a font cartridge
is installed in this slot, the fonts it contains can be selected
just like the standard fonts. (NOTE: The printer must be
off-line before the font cartridge is inserted.)

Figure A.1. Optional Font Cartridge

You may wish to purchase downloadable fonts from other
sources or create your fonts. There are special commands
available to you in the ANSI programming language that
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download or create fonts. See the ANSI X3.64 Program-
ming Manual for more information.

NOTE: The printer’s memory can store 64 fonts at one
time (standard and download) depending on the number of
“bytes available” for fonts and overlays. The charts at the
beginning of this appendix and the status summary sheet
list the number of bytes that each font uses in memory and
the total available number of bytes. If either the maximum
number of fonts or the total available number of bytes is
exceeded, no more fonts or overlays will be accepted into
memory.

You may purchase download fonts from other computer
software sources. To download fonts to the printer means
transmitting data from your computer that includes “bit-
maps” for a character set. The printer stores the data in its
memory as a font. A font number is included in the data
that you transmit from your computer. Once stored in the
printer’s memory, the font may be recalled by issuing a
font selection command for that font number.

You may also create your own download fonts. Com-
mands in the ANSI command mode, Epson, Proprinter,
and LaserJet emulation modes are used as “font headers”
(data that alerts the printer to a download font transmis-
sion and assigns a font number). Refer to the Epson,
Proprinter, and LaserJet sections of this manual or to the
ANSI X3.64 Programming Manual for more information.

B.4 Using Multiple Cartridges

The printer’s ANSI command mode provides a command
that allows the copying of a font cartridge’s contents into
the printer’s memory (depending on the space in mem-
ory available for fonts). Once a font cartridge’s contents
are copied into memory, the cartridge may be removed
and another cartridge inserted in the font cartridge slot.
You may continue copying font cartridges into memory
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until the available memory is exhausted or the maximum
number of fonts in memory is reached.

C Character Widths

Each character in the fonts has a certain width. The
character width is expressed in “dots” (300 dots = 1” or
2,54cm). In the following fonts, the character widths are
the same for all characters in the font.

Font Number Character Width

383 17
384 25
385 30
941 18
942 23
950 43
958 18
7504 30
7505 25
7506 25

The tables on the following pages list the character widths
for those fonts whose characters have different widths.
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Appendix B
Conversion Table

ASCIl CONVERSION TABLE
ASCIl HEX DECIMAL OCTAL BINARY
orr B
NUL 00 (] 00 0000 0000
SOH 01 1 01 0000 0001
STX 02 2 02 0000 0010
ETX 03 3 03 0000 0011
EQT 04 4 04 0000 0100
ENQ 0s 5 0s 0000 0101
ACK 08 8 08 0000 0110
BEL 07 7 07 0000 0111
BS 08 8 10 0000 1000
HT 08 ] " 0000 1001
LF OA 10 12 0000 1010
vt os 1" 13 0000 1011
FF oc 12 14 0000 1100
CR (]} 13 18 0000 1101
S0 OE 14 18 0000 1110
s1 oF 15 17 0000 1111
DLE 10 18 20 0001 0000
DC1 1 17 21 0001 0001
pC2 12 18 22 0001 0010
nc3 13 19 23 0001 0011
DC4 14 20 24 0001 0100
NAK 18 21 2s 0001 0101
SYN 18 22 28 0001 0110
ETB 17 23 27 0001 0111
CAN 18 24 30 0001 1000
EM 18 25 31 0001 1001
sus 12 28 32 0001 1010
ESC 18 27 33 0001 1011
FS 1c 28 34 0001 1100
GS 10 2¢ 35 0001 1101
RS 1E 30 38 0001 1110
us 1¥ 31 37 0001 1111
sp 20 32 40 0010 0000
1 21 33 41 0010 0001
- 22 34 42 0010 0010
* 23 3s 43 0010 0011
H 24 38 44 0010 0100
% 25 37 4s 0010 0101
& 26 38 48 0010 0110
4 27 38 47 0010 0111
( 28 40 50 0010 1000
) 29 a1 51 0010 1001
s 2A 42 52 0010 1010

(Continued on the next page)
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ASCIll CONVERSION TABLE

ASCII HEX DECIMAL OCTAL BINARY
o s (kL]

+ 28 43 83 0010 1011
' 2¢ 44 84 0010 1100
- 20 45 55 0010 1101
. 2€ 48 58 0010 1110
/ 2F 47 57 0010 1111
o 30 48 80 0011 0000
1 31 48 é1 0011 0001
2 32 50 82 0011 0010
3 33 51 83 0011 0011
4 34 52 84 0011 0100
L] kL] 53 88 0011 0101
8 38 54 (1] 0G11 0110
7 37 L1 87 0011 0111
8 38 58 70 0011 1000
8 38 87 71 0011 1001
: 3A 58 72 0011 1010
H 3e 59 73 0011 1011
< 3C 60 74 0011 1100
= 3D 81 7% 0011 1101
> 3E 82 78 0011 1110
? 3F 83 77 0011 1111
* 40 84 100 0100 0000
A 41 68 101 0100 0001
B 42 68 102 0100 0010
c 43 87 103 0100 0011
] 44 88 104 0100 0100
E 45 88 108 0100 0101
F 48 70 108 010G 0110
G 47 71 107 0100 Q111
H 48 72 110 0100 1000
1 49 73 111 0100 1001
J 4A 74 112 0100 1010
K 48 78 113 0100 1011
L 4C 78 114 0100 1100
M 4D 77 118 0100 1101
N 4E 78 118 0100 1110
0 4F 78 17 0100 1111
P 50 80 120 0101 0000
Q S1 81 121 0101 0001
R 52 82 122 0101 0010
S 53 83 123 0101 0011
T 54 84 124 0101 0100
u L1 83 125 0101 0101

(Continued on the next page)
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ASCIl CONVERSION TABLE

ASCll HEX DECIMAL OCTAL BINARY
o B L)
v 56 88 128 0101 0110
w 57 87 127 0101 0111
X 58 88 130 0101 1000
Y 59 89 131 0101 1001
z SA 80 132 0101 1010
[ 58 81 133 0101 1011
BACKSLASH 5C 92 134 0101 1100
1 sD 83 138 0101 1101
- SE 94 138 0101 1110
- SF 95 137 0101 1111
ACCENT 80 88 140 0110 0000
a 81 97 141 0110 0001
b 82 88 142 0110 0010
c 83 89 143 0110 0011
d 84 100 144 0110 0100
e 8s 101 148 0110 0101
f 88 102 148 0110 0110
g 87 103 147 0110 0111
h 1] 104 150 0110 1000
1 1] 108 151 0110 1001
i 8A 108 152 0110 1010
K (1] 107 153 0110 1011
1 8C 108 154 0110 1100
" 1] 109 158 0110 1101
n 8E 110 156 0110 1110
) 8F 1 157 0110 1111
p 70 112 180 0111 0000
qQ 71 113 161 0111 0001
r 72 114 182 0111 0010
s 73 118 183 0111 0011
t 74 118 164 0111 0100
u 78 117 168 0111 0101
v 78 118 168 0111 0110
w 77 118 187 0111 0111
x 78 120 170 0111 1000
y 79 121 17 0111 1001
z 74 122 172 0111 1010
. 78 123 173 0111 1011
' 7€ 124 174 0111 1100
X 70 125 178 0111 1101
~ 7€ 128 178 0111 1110
DEL 7F 127 177 0111 1111
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ASCIl CONVERSION TABLE

ASCli* HEX DECIMAL OCTAL BINARY

or Bl [LBEL]
80 128 200 1000 0000
81 128 201 1000 0001
82 130 202 1006 0010
83 131 203 1000 0011
84 132 204 1000 0100
8s 133 208 1000 0101
88 134 208 1000 0110
87 138 207 1000 0111
a8 138 210 1000 1000
88 137 an 1000 1001
8A 138 212 1000 1010
88 138 213 1000 1011
8c 140 214 1000 1100
8D 141 218 1000 1101
8E 142 218 1000 1110
8F 143 217 1000 1111
80 144 220 1001 0000
91 148 221 1001 0001
92 148 222 1001 0010
93 147 223 1001 0011
94 148 224 1001 0100
98 149 228 1001 0101
98 180 228 1001 0110
97 181 227 1001 0111
88 152 230 1001 1000
99 183 231 1001 1001
8A 154 232 1001 1010
88 188 233 1001 1011
8C 158 234 1001 1100
80 187 238 1001 1101
SE 188 238 1001 1110
SF 158 237 1001 1111
AQ 180 240 1010 0000
Al 161 241 1010 G001
A2 182 242 1010 0010
A3 183 243 1010 0011
A4 164 244 1010 0100
AS 168 248 1010 0101
A8 188 248 1010 0110
A7 187 247 1010 0111
A8 168 250 1010 1000
A8 168 251 1010 1001
AA 170 252 1010 1010

® The ASCH vaiue varles

B4
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ASCIll CONVERSION TABLE

ASClI* HEX DECIMAL OCTAL BINARY

o B R
1] 214 328 1101 0110
D7 218 327 1101 0111
08 218 330 1101 1000
Dg 217 331 1101 1001
DA 218 332 1101 1010
o8 218 333 1101 1011
] 220 334 1101 1100
DD 221 338 1101 1101
DE 222 338 1101 1110
DF 223 337 1101 1111
EQ 224 340 1110 0000
E1 218 341 1110 0001
E2 228 342 1110 0010
E3 227 343 1110 0011
E4 228 344 1110 0100
ES 229 348 1110 0101
ES 230 346 1110 0110
E7 231 342 1110 0111
E8 232 350 1110 1000
EQ 233 351 1110 1001
EA 234 352 1110 1010
EB 238 353 1110 1011
EC 238 354 1110 1100
ED 237 358 1110 1101
EE 238 358 1110 1110
EF 238 357 1110 1111
FO 240 380 1111 0000
F1 241 381 1111 0001
F2 242 362 1111 0010
F3 243 383 1111 0011
F4 244 364 1111 0100
FS 245 368 1111 0101
Fe8 248 366 1111 0110
F? 247 387 1111 0111
F8 248 370 1111 1000
F8 249 an 1111 1001
FA 250 372 1111 1010
FB 251 373 1111 1011
FC 252 374 1111 1100
FD 253 378 1111 1101
FE 254 376 1111 1110
FF 258 377 1T 1

® The ASCll value varles
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ASCIil CONVERSION TABLE

ASClix HEX DECIMAL OCTAL BINARY

o1 2820
AB 171 253 1010 1011
AC 172 254 1010 1100
AD 173 258 1010 1101
AE 174 286 1010 1110
AF 178 as7 1010 1111
BO 178 280 1011 0000
B1 177 281 1011 0001
B2 178 282 1011 0010
B3 179 283 1011 0011
B4 180 284 1011 0100
BS 181 268 1011 0101
1] 182 288 1011 0110
B7 183 287 1011 0111
B8 184 270 1011 1000
Bg 188 271 1011 1001
BA 188 272 1011 1010
BB 187 273 1011 1011
BC 188 274 1011 1100
BD 188 278 1011 1101
.14 180 278 1011 1110
BE 181 277 1011 1111
co 182 300 1100 0000
(4] 183 301 1100 0001
c2 184 302 1100 0010
c3 188 303 1100 0011
c4 188 304 1100 0100
cs 187 308 1100 0101
ce 188 308 1100 0110
c? 189 307 1100 0111
cs 200 310 1100 1000
ce 201 311 1100 1001
CA 202 312 1100 1010
cs 203 313 1100 1011
cc 204 314 1100 1100
co 208 318 1100 1101
CE 208 318 1100 1110
Cr 207 317 1100 1111
Do 208 320 1101 0C00
D1 208 321 1101 0001
D2 210 322 1101 0010
D3 211 323 1101 0011
D4 212 324 1101 0100
DS 213 328 1101 0101

* The ASCH value varies

(Continued on the next page)
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Appendix C

Printer Setup

Summary of Printer Setup

Options

The following pages summarize the groups and options
used to configure the printer. The set of Printer Setup
Options is comprised of the following:

Group A Options
Group C Options
Group D Options
Group E Options
Group I Options

Group L Options
Group P Options
Group Q Options
Group 0 Options
Group 1 Options
Group 2 Options
Group 3 Options
Group 4 Options
Group 5 Options
Group 6 Options
Group 7 Options
Group 8 Options
Group 9 Options

ANSI| Command Mode
Change Current Font

Diablo Emulation Mode
Epson Emulation Mode
Proprinter Emulation Mode
Change Default Landscape Font
Change Default Portrait Font
Qume Emulation Mode
System Functions

Page Settings

Copy Count (1-9)

Copy Count (multiples of 10)
Margin Settings

Common Interface Options
Serial Interface Options
Parallel Interface Options
Alignment Margin Settings
Factory Options

Factory default settings are noted with an *
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Group A - ANSI Emulation Options

1 2 Unit of Measure to be used
disabled disabled Unit of Measure is in dots
enabled disabled Unit of Measure is in decipoints
disabled enabled  Unit of Measure is in centimeters
*enabled enabled  Unit of Measure is in inches

3 ANSI Character Spacing
*enabled  Fixed spacing from font
disabled  Proportional spacing from font

4 5 Line Spacing
disabled disabled Font Fixed Line Spacing
enabled disabled 4 lines per inch
*disabled enabled 6 lines per inch
enabled enabled 8 lines per inch

6 Print Line Overflows
*disabled Print data extending past right margin
enabled Absorb data that extends past right margin

7 Carriage Returns
*disabled  Carriage Return only
enabled Carriage Return plus Line Feed

8 Line Feeds
*disabled Line Feed only
enabled Line Feed plus Carriage Return

9 Line Feeds
*disabled Line Feed only
enabled 2 Line Feeds
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Group C - Change Current Font

This Group is used to select a new font. Each of the five
options are used to enter a digit of the desired font number.

Ten thousands digit of new font number
Thousands digit of new font number
Hundreds digit of new font number
Tens digit of new font number

Units digit of new font number

G WN =

Group D - Diablo Emulation Op-
tions

1 2 Proportional/Fixed Character Spacing
off off Proportional Character Spacing
*on off 10 cpi Fixed Character Spacing
off on 12 cpi Fixed Character Spacing
on on 15 cpi Fixed Character Spacing

3 Carriage Returns
*off Carriage Return only
on  Carriage Return plus Line Feed

4 Line Feeds
*off Line Feed = Line Feed
on Line Feed = Double Line Feed

5 Upper Case/Lower Case
*off  No characters are altered for printing.
on Lower case characters “a” through “z" print in upper case.
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Group D Options (cont.)

‘off

on

Font Table Proportional Spacing

Use the Font Table for character spacing

when in proportional spacing

Do not use Font Table for character spacing /
when in proportional spacing

Group E - Epson Emulation Op-

tions

1 Epson Print Mode

*off  Pica printing on

on Compressed Format on

2 Pica Print Quality

*off Normal pica printing on

on  Emphasized pica printing on

3 4 5 International Character Sets

*on on on USA. /

off on on France \

on off on Germany

off off on England

on on off Denmark

off on off Sweden

on off off Italy

off off off Spain

6 Carriage Returns

*off Carriage Return = Carriage Return

on  Carriage Return = Carriage Return + Line Feed

7 Printing Zeros

*off  Print zeros without slashes

on Print zeros with slashes

8 Pica Default Font

*off Carriage Return = Use default Pica font as Pica Mode font

on  Use the Current font as the Pica Mode font
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Group I - Proprinter Emulation
Options

1
*off
on

*off
on

*off
on

*off

on

*off

on

Printing Zeros
Print zeros without slashes.
Print zeros with slashes.

Auto Carriage Return
No auto carriage return after line feed.
Auto carriage return after line feed.

Character Set
Select character set 1.
Select character set 2.

Auto Carriage Return
No automatic carriage return after
line feed, vertical tab, or <ESC>J
Automatic carriage return after
line feed, vertical tab, or <ESC>J

Pica Mode Font

Use the default Pica Mode font as the
default when entering Proprinter emulation.
Use the current font as the default font
when entering Proprinter emulation.

Group L - Change Default Land-
scape Font

GTHhWN -

Appendix C

Ten thousands digit of new font number

Thousands digit of new font number
Hundreds digit of new font number
Tens digit of new font number

Units digit of new font number
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Group P - Change Default Por-
trait Font

G & WN =

Ten thousands digit of new font number
Thousands digit of new font number
Hundreds digit of new font number
Tens digit of new font number

Units digit of new font number

Grou - Qume Emulation
Modep ¢ ¢

*off
on

*off
on

C-6

2 Proportional/Fixed Spacing
off  Proportional character spacing
off 10 cpi fixed character spacing
on 12 cpi fixed character spacing
on 15 cpi fixed character spacing

Line Spacing
6 lines per inch
8 lines per inch

Carriage Returns
Carriage Return = Carriage Return
Carriage Return = Carriage Return + Line Feed
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Group Q Options (cont.)

'off
on

6
*off

on

Automatic Carriage Return/Line Feed
No automatic carriage return/line feed at right margin
Perform automatic carriage return/line feed at right margin

Font Table Proportional Spacing

Use Font Table for character spacing when in
proportional spacing

Do not use Font Table for character spacing when in
proportional spacing

Group 0 - System Function Op-
tions

1
toggle

2
toggle

3
*off
on

4
*off
on

5
toggle

Appendix C

Copy Count Reset

Abort the current copy count sequence and reset to zero

Clear Print Buffer
Clear Print Buffer

Hex Dump
Normal operation
Hex dump mode operation

Form Feed/Carriage Return
Form Feed + Carriage Return = Form Feed + Carriage Return
Form Feed + Carriage Return = Form Feed

Printer Setup Reset
Re-initialize options to factory settings



Group 0 Options (cont.)
Reset Command/Font Translation Tables

Reset Command and Font Translation Tables when entering
new emulation mode or after warm boot

'off

on

toggle

A
toggle

Do not reset Command and Font Translation Tables

Suppress Blank Pages
Form Feed always ejects page
Form Feed does not eject page if print buffer is empty

Suppress Status Summary Sheet
Print Status Summary Sheet at warm boot
Do not print Status Summary Sheet at warm boot

Immediate Command Table Reset

Reset Command Translation Table

Immediate Font Table Reset
Reset Font Translation Table

Group 1 - Emulation Mode and
Page Size/Orientation

1
off
on
*off
*off
on
off

2
off
off
on
on
on
off

3
off
off
off
off
off
on

Select Emulation Mode
ANSI| Command Mode

Diablo Emulation Mode
Proprinter Emulation Mode
Epson Emulation Mode

Qume Emulation Mode

Laserjet Emulation Mode
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Group 1 Optlons (cont.)

'off
on
off
on
off

*off
on

Group 2

off
off
on
on
off

8
off
off
on
on

off
off
off
off
on

Paper Size
A4 paper size
B5 paper size
Legal page size
Letter page size
Mini page size

Delay before Form Feed
No Form Feed

Delay 15 seconds before Form Feed
Delay 30 seconds before Form Feed
Delay 60 seconds before Form Feed

Page Orientation at Power-Up
Portrait Page Orientation
Landscape Page Orientation

ESC Character
Tilde = Tilde
Tilde = ESC

Copies)

OCONOGTHEWN =

Appendix C

Copy Count (1

Print 1 copy of each page + Group 3 setting

Print 2 copies of each page + Group 3 setting
Print 3 copies of each page + Group 3 setting
Print 4 copies of each page + Group 3 setting
Print 5 copies of each page + Group 3 setting
Print 6 copies of each page + Group 3 setting
Print 7 copies of each page + Group 3 setting
Print 8 copies of each page + Group 3 setting
Print 9 copies of each page + Group 3 setting

c9



Gro

of 1

zég 3 - Copy Count (Multiples

1  Print 10 copies of each page + Group 2 setting

2  Print 20 copies of each page + Group 2 setting

3  Print 30 copies of each page + Group 2 setting

4  Print 40 copies of each page + Group 2 setting

5  Print 50 copies of each page + Group 2 setting

6  Print 60 copies of each page + Group 2 setting

7  Print 70 copies of each page + Group 2 setting

8 Print 80 copies of each page + Group 2 setting

9  Print 90 copies of each page + Group 2 setting
Group 4 - Power-Up Page Mar-
gin Settings

1 2 3 4 Left Margin

*off off off off 000" 0,00cm

on off off off 025" 064cm

off on off off 050" 1,27cm

on on off off 0.75* 191cm

off off on off 1.00" 254cm

on off on off 125" 3,18cm

of on on off 150" 3,81cm

on on on off 175" 445cm

off off off on 200" 5,08cm

on off off on 225" 572cm

off on off on 250" 635cm

on on off on 275" 690cm

off off on on 3.00" 762cm

on off on on 325" 826cm

of on on on 350" 889cm

on on on on 375" 953cm
C-10 Appendix C



Group 4 Optlons (cont.)
Right Margin

"off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on

*off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on

Appendix C

6

off
off
on
on
off
off
on
on
off
off
on
on
off
off
on
on

A
off
off
on
on
off
off
on
on
off
off
on
on
off
off
on
on

off
off
off
off
on
on
on
on
off
off
off
off
on
on
on
on

B
off
off
off
off
on
on
on
on
off
off
off
off
on
on
on
on

8

off
off
off
off
off
off
off
off
on
on
on
on
on
on
on
on

C
off
off
off
off
off
off
off
off
on
on
on
on
on
on
on
on

0.00" 0,00 cm
0.25" 0,64cm
0.50" 1,27 cm
0.75" 1,91 cm
1.00" 2,54 cm
1.25" 3,18 cm
1.50" 3,81 cm
175" 4,45cm
2.00" 5,08 cm
225" 572cm
250" 6,35cm
2.75" 6,90cm
3.00" 7.62cm
3.25" 8,26 cm
3.50" 8,89cm
3.75" 9,53 cm
Top Margin
0.00" 0,00 cm
0.25" 0,64 cm
050" 1,27 cm
0.75" 191 cm
1.00" 2,54 cm
1.256" 3,18 cm
1.50" 3,81 cm
1.75" 4,45cm
2.00" 5,08 cm
225" 572cm
2.50" 6,35¢cm
2.75" 6,90 cm
3.00" 762cm
3.25" 8,26 cm
3.50" 8,89 cm
3.75" 9,53 cm
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Group 4 Optlons (cont.)

'off
on
off
on
off
on
off
on

E
off
off
on
on
off
off
on
on

off
off
off
off
on
on
on
on

Bottom Margin
0.00" 0,00 cm
0.25" 0,64 cm
0.50" 1,27 ecm
0.75" 1,91 cm
1.00" 2,54 cm
1.25" 3,18 cm
1.50" 3,81 cm
1.75" 4,45 cm

Group 5 - Common Interface
Options

1
*off
on

C-12

Interface Selected
Parallel (Centronics) interface selected
RS232 Serial interface selected

Select on-line/off-line power-up
Power up off-line
Power up on-line
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Group 5 Option
3 4 5 6

off
on
off
on
off
*on
off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on
off
on

8
*off
on

Appendix C

off
off
on
on
off
off
on
on
off
off
on
on
off
off
on
on
off
off
on
on
off
off
on
on
off
off
on
on
off
off
on
on

off
off
off
off
on
on
on
on
off
off
off
off
on
on
on
on
off
off
off
off
on
on
on
on
off
off
off
off
on
on
on
on

off
off
off
off
off
off
off
off
on
on
on
on
on
on
on
on
off
off
off
off
off
off
off
off
on
on
on
on
on
on
on
on

S (cont.)

7 Set Buffer Size
off 132 bytes
off 256 bytes
off 512 bytes
off 1k

off 4k

off 8k

off 16k

off 32k

off 48k

off 64k

off 80k

off 96k

off 112k

off 128k

off 144k

off 160k

on 176k

on 192k

on 208k

on 224k

on 240k

on 256k

on 272k

on 288k

on 304k

on 320k

on 336k

on 352k

on 368k

on 384k

on 400k

on 432k

Increase Buffer Size
Multiply Buffer Size setting x 1
Multiply Buffer Size setting x 2
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Group 5 Options (cont.)

9 A
*off  off
off on
on off
on on

Bit 8 Status

Pass bit 8 unchanged
Strip bit 8 on input

Give bit 8 a value of "1"
Reverse the value of bit 8

Group 6 - Serial Interface Op-

tions

1 Parity Checking
*off No parity checking performed
on  Perform parity checking

2 3
*off  off

on off

off on

on on
C-14

Type of Parity Checking
Odd parity checking

Even parity checking

Mark parity checking

Space parity checking

Appendix C



Group 6 Options (cont.)

*off
on

5
*off
on

off
on
off
on
off
on
off
on
off
on
*off
on
off
on
off
on

Stop Bits
One stop bit
Two stop bits

Data Bits
Eight data bits
Seven data bits

7 8 9 BitRate/Second
off off off 9600
off off off 50

on off off 75

on off off 110
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