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Section 74.3 

GRID VARIATIONS 

The First Reader introduced the basic methods of 
preparing a grid and plotting on it. This section 
presents other features of the system that provide 
greatly increased flexibility for a variety of 
applications. 

The first part of this section presents some of the 
external control subprograms that can be used with 
GRIDIV to obtain variations of the basic grid. 
Among these is a routine which alters the margin 
specifications, perm itting the display of more than 
one grid on a frame, or the combination of a graph 
with printed information. 

The second part of this section describes how 
GRID 1 V and the basic plotting subprograms can be 
used to produce log and sem i-log graphs. This is 
made possible by a single routine. that can alter 
the scale mode in either or both directions. 

Two other routines, LINRV and Nq)NLNV, are intro­
duced briefly. Since the understanding of their 
operation depends upon a knowledge of scaling and 
conversion, which will be discussed in Section 74.4, 
a more detailed discussion of these two subpro­
grams has been deferred to Section 74.5, Further 
Aspects of Grid Construction. 

The information on the basic linear GRIDIV is not 
repeated here. The programmer should be familiar 
with the First Reader before studying this material. 

GRID 1 V CONTROLS 

Certain features of the basic linear GRIDIV can be 
altered by subprograms that control its internal 
Qperation. The subprograms can be classified as 
"set" and "retrieve" routines since they permit 
information to be set by the programmer and 
retrieved during execution of GRID 1 V. 

The routines that furnish values different from 
those normally employed by GRIDIV are: 

SETMIV, which allows the programmer to 
make nonstandard margin assign­
ments. The companion routine 
called by GRIDIV to retrieve margin 
values is SETM0V. 

SETCIV, which makes it possible to provide 
extra space for grid line labels. The 
companion routine is SETC0V. 

Routines that furnish indicators recognized by 
GRIDIV as signals to execute alternate branches 
are: 

H¢LDIV, which assists in holding margins 
from graph to graph. HOLDq)V is 
called to retrieve the indicators. 

SMXYV, which enables the programmer to 
select log or semi-log mode of 
operation. The companion routine is 
MSXYV. These two routines are 
described under "Log and Semi-log 
Plotting, " page 74. 30. 21. 

Grid Margin Variation: SETMIV, SETMq)V 

As discussed in the First Reader, GRIDIV normally 
reserves a strip, 24 raster counts in width, at the 
top, left, and bottom of the grid, for the display of 
titles. For the many applications which require 
spec ial margin widths, the subprogram SETMIV 
can be called to change the basic specifications. 

One obvious application of SETMIV is to provide 
margin space for multiple lines of printed titles and 
headings. In addition, and perhaps even more 
important, SETMIV makes it possible to display 
more than one graph on a frame, or to display a 
graph with its accompanying text. 

The standard GRIDIV margin specifications can be 
altered by the statement: 

CALL SETMIV (MTL, MTR, MTB, MTT) 

Each argument is an integer which specifies, 
in raster counts, the width of one area to be 
reserved for a margin. 

MTL Width of area for left margin. 
MTR Width of area for right margin. 
MTB Width of area for bottom margin. 
MTT Width of area for top margin. 

GRID 1 V does not necessarily use these exact values 
for the upper and lower limits of X and Y. It guar­
antees that the reserved space will not be over­
lapped,assigning additional space if required for 
label margins. After the total margin space has 
been reserved, the remaining area will be used for 
the grid. 
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CALL SETMl.V ( 24. 0, 712, 28) 

C.L~ GRID1V (2, 0.0, 50.0, 10000.0, 40000.0, 1.0, 2000., 5, 5, 10, 5, 2, 5) 

CALL sEnuv ( 24, 0, 368, 3711 
CALL GRID1V ( 2, 0.0, 50.0, 100.0, 400.0, 1.0, 20.0, 5, 5, 1·0, 5, 2, 3) 

5 

e 

I 

• ID eo 40 .a 
CALL SETMIY I '4, 0, 24, 115) 

CALL GRIDf\, ( I, 0.0, '0.0, LO, ".0, 1.0, 0.2. " " 10, 5, 2, tJ r 

Figure 3-a o 
THREE GRAPHS ON ONE FRAME 
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If SETMIV is never called, GRID 1 V will use the 
values 24, 0, 24, 24 as MTL, MTR, MTB, and 
MTT, respectively. To return to a standard grid 
after the margins have been altered, restore the 
standard margin values by 

CALL SETMIV (24., 0, 24, ~4) 

The current values of MTL, MTR, MTB, and MTT 
can be retrieved by using the statement 

CALL SETM~V (MTLL, MTRL, MTBL, MTTL) 

where the arguments are variables (never constants) 
to which SETM~V is to assign the current margin 
values. SETM~V was designed for use by GRID1V 
to retrieve current margin values; the programmer 
~ill rarely have reason to call it. 

Examples 

Figure 3-a shows three grids with the SETMIV and 
GRIDl V call statements used to produce them. The 

grid at the bottom was the first one displayed; a 1 
was used as the first argument of the first GRIDTV 
statement executed, in order to change the film 
frame. The other two GRIDl V statements include 
a ! as the first argument, to inhibit the film 
advance. 

Note particularly the variation in the raster loca­
tions assigned by GRIDlV to XL in each of the 
grids. This effect is caused primarily by the dif­
ferences in the specification of NY (the last argu­
m:mt), which gives the number of characters to be 
displayed in the labels of horizontal lines. In each 
case, NY has been assigned a value just large 
enough to satisfy the needs of the grid. For the 
bottom grid, NY = 1; for the middle grid, NY = 3; 
and for the top grid, NY = 5. Since margin space 
was reserved for labels of different lengths, the 
positions of the left limits, and of the correspond­
ing values of X, vary noticeably. Such a nonalign­
ment is often of no importance, but if it does mat­
ter, the programmer may have to make special 
provisions to force alignment. 
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Figure 3-b is a similar illustration, except that 
NY = 5 on all three grids, permitting the left limits 
to be in line. If XL, NX, and NY are equal from 

grid to grid, the desired alignment will usually be 
achieved. 

.J IUO-" L 
020 010 

CALL SETMIV ( 24, 0, 712, 28) 

CALL GRIDtV (2, 0.0, 50.0, 10000.0, 40000.0, 1.0, 2DOO., 5, 5, 10, 5, 2, 5 ) 

CALL SETMI II ( 2", 0, 368, 311) 

CALL GRIOIV ( 2, 0.0, 50.0, 100.0, .t00.0, 1.0, 20.0.1 5, 5, 10, 5, 2, 5) 

1.-~.~~~~~-L~~I~O~~~~~-L~~,~,~~~~~-L~~.~o~~~~~-L~~.~,~~~~~~-L~., 
CALL ,E'MIV , I., 0, '4, 7iS) 

CALL tI.OIY ( S, 0.0, 'O.P, 1.0, ".0, 1.0, D.', " I, 10. 5, It 5) r 

Figure 3-b 

GRAPH SHOWING FORCED ALIGNMENT OF LEFT LIMITS 

o 

o 
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Figure 3-c shows that four graphs may be practical 
on a single frame. The SETMIV statements used to 
produce the margins for each grid are shown. It is 

obvious that only one eALL GRIDIV was allowed to 
advance the film. 

.J 
CALL SETMIV , 24, 534, 536, 24 I 

0 
0 .. 

,2 

CAL.L 5[TMI V , ''', 55 •• 24, 'I' , 

4 

,uo- •• L 
021 016 CALL SETM(V , 531, 22. ",. r. ) 

'rT~~rr~~rr~~rr~~rr~~rrrT~ 

0 
.0 ." • 4 .. 

~tDt±jj:tttijj.~lttjjj:ttijj.~.ttjj:tttjjj.,. 

CALL sEntrv { 531. 22. lU, 55. I r 
Figure 3-c 

FOUR GRAPHS ON ONE FRAME 
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Combining a Graph and Printed Information on One 
Frame 

Figure 3-d shows an additional exercise combining 
the use of SETMIV, SCQjUTV, and LQjCSTV. It is 
assumed that the values of Y to be plotted are 
stored in DATA; the values DATA(1) through 
DATA(5) are to be printed in column 1, DATA(6) 

through DATA(10) in column 2, etc. 

SETMIV is called to enlarge the top margin to allow 
for more than one line of printing, and to leave 
about half the frame free at the bottom for tabular 
data. SCQjUTV is used to print the table, and also 
the comment "y = 8190.00 AT X = 15.5" on the 
graph itself . 

..J 'UPH AND PRINTED IN'''''NATION COMBINED ON ONE 'RANE IUD-" L 
au DR' 

IIDDD 

eaDO 

'" 

o 

NOTE •• THIS EXERCISE SHOWS FURTHER WAYS IN WHICH SCOUTV PRINT/N' AND LOCST. MAY IE UsED 

'" " " 

5. 

1125.00 

7196.25 

7268.21 

7340.89 

7414.30 

" 
oil " 

10. 

7488."5 

7563.33 

7638.96 

7115.35 

7792.51 

" 
~ 

.~ " " " 

15. 

7870.43 

7949.1' 

8028.63 

8108.91 

8190.00 

Figure 3-d 

" 
= 190.00 

~T =15 5 

" " 

20. 

8271.90 

835'.62 

8'38.17 

8522.55 

8607.78 

" " 

GRAPH AND PRINTED INFORMATION ON ONE FRAME 

" 

25. 

8695.85 

8780.79 

8868.60 

8957.29 

9046.86 

.0. 

r 

o 

o 
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In the following list of statements used for Figure 
3-d, note the use of NXV, NYV, and LQjCSTV to 

set the comment on the graph in the proper 
position. 

CALL SCOUTV 
CALL SETMIV (24.0.550.48) 
CALL GRIDIV(1.0.0.30.0.6000.0.12000.0.1.0. 400.0.5.5. 5.10.3.5) 
X=0.5 
DO 1660 I = 1 .25 
CALL POINTV (X.DATAeJ).I) 

1660 X=X+l.0 
NXL=NXV(15.5) +19 
NYL=NYVeDATA(15» -3 
CALL LOCSTV (NXL.NYL.O) 
WRITE OUTPUT TAPE 16.1700. DATAeI5) 

1700 FORMATe 3H+Y= F8.2 / 10H AT X=15.5 ) 
CALL LOCSTV (118.450.0) 
DO 1750 J= 1.5 
WRITE OUTPUT TAPE 16.1740.DATA(J).DATACJ+5).DATA(J+I0).DATA(J+15). 

IDATA(J+20) 
1740 FORMATCIH 8X .F8.2.12X.F8.2.12X.F8.2.12x.F8.2. 12~,F8.2 ) 
1750 CONTINUE 

Another exercise in the use of SCQjUTV to print 
tabular data appears in Figure 2-d. 
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Providing for Special Label Characters: SETCIV, 
SETC"V 

GRID 1 V computes the starting location of each 
label, taking into consideration the size of the 
characters used. If the labels are to be placed 
outside the grid, GRID 1 V assigns space for them, 
again taking the character size into consideration. 
Normally, labeling is done in Charactron charac­
ters (via LAB LV) . If the programmer substitutes 
a non-system labeling routine for LAB LV , it may 
be necessary to furnish adjusted character dimen­
sions to GRID1V. 

To state the dimensions of nonstandard label 
characters, use 

CALL SETCIV (IW, IH) 

IW An integer which specifies, in raster 
counts, the allowance needed for the 
width of each label character. 

IH An integer which specifies, in ras­
ter counts, the allowance for the 
height of a label character. 

If SETCIV is never called, the indicator table con­
tains IW = 8 and IH = 10. Obviously, if it is called, 
the arguments ID:ISt be compatible with the size of 
the characters employed by the LABLV subprogram 
used. 

GRIDJ V retrieves the values of the indicators by 
using: 

CALL SETCqjV (IWL, IHL) 

The width will be retrieved from the table and 
stored in the fixed point variable location IWL, and 
the height will be Similarly stored in IHL. (The 
arguments must not be constants.) Note that 
GRIDIV uses this information to control the space 
that will be reserved for labels; it does not control 
the ~ of the label characters themselves in any 
way. 

Holding Margins from Graph to Graph: HqjLDIV, 
HqJLDQN 

For a large graph, it may be necessary for the pro­
grammer to display segments of the graph in sep­
arate frames, and join the segments "tile fashion" 
to form the complete plot. If the graphs are to 

have the same scale, certain equalities should 
exist. 

1. The range of X in each segment should be 
equal, and the range of Y should be equal. 
In other words, the quantity (XR - XL) 
should be the same in each segment, and, 
similarly, the quantity (YT - YB). 

2. The dimensions of the scaled area should be 
the same from segment to segment; that is, 
the dimensions of the space between mar­
gins should be equal. 

The programmer can easily provide for equality in 
the ranges of X and Y, but he cannot so readily 
ensure equality in the scaled areas. Since GRIDIV 
computes label margins (and, therefore, total 
margins) to suit the needs of each graph, the 
dimensions of the scaled area may vary. 

One method that will usually give equality of 
scaled areas is to specify the option that forces 
labels to be placed outside the grid, and to always 
request the same number of label characters (NX, 
NY) for each segment. If this is not practical, a 
"holding" feature is provided. 

GRID 1 V can be instructed to hold the label margin 
spaces used for the preceding grid and use them in 
computing total marg.ins for the next grid. The 
statement to be used is 

CALL H~LDIV (NH) 

If NH f 0, the label margins from the pre­
ceding grid will be used again. If NH = 0 
(as is the case if HqjLDIV is never called), 
label margins will be computed in the nor­
mal manner. 

The status of this indicator is tested in GRID 1 V by 
using 

CALL HqjLDqjV (NHL) 

The value of the indicator will be retrieved 
and stored in the location named in the 
argument. 

The "hold" may be released by executing the 
statement 

CALL H~LDIV (0) 



::)' : , ' 

\~....: 

o 



, . 

c:-

() 

NORI'H AMERICAN AVIATION, INC. 

8-20-64 ENGINEER'S COMPUTING MANUAL 74.30.21 

LOG AND SEMI- LOG PLOTTING 

The examples in the S-C 4020 First Reader used 
only linear scaling and conversion. The modal 
subroutine SMXYV can be used to alter the scaling 
mode such that scaling and conversions will be 
made in the logarithmic mode. 

The call statement for establishing the logarithmic 
mode is: 

CALL SMXYV (MX, MY) 

where MX and MY are scale mode indicators that 
designate whether the logarithmic or linear mode 
is to be used: 

If MX I- 0, MY f 0 Log in X, log in Y 

MX! 0, MY = 0 Log in X, iinear in Y 

MX = 0, MY! 0 Linear in X, log in Y 

MX = 0, MY = 0 Linear in both X and Y (to 
restore linear mode) 

At the beginning of each job, M X and MY are zero, 
so that linear scaling and conversion result if 
SMXYV is never called. 

If the programmer wants to generate a log or semi­
log plot, he must call SMXYV to set the logarith­
mic mode before using any S-C 4020 subroutines 
that involve scaling or conversion. 

Once the log-log or semi-log mode has been set by 
SMXYV and the scale factors have been established, 
the function statements NXV and NYV can be used 
to convert data coordinates into raster coordinates, 
in the same manner as shown in the First Reader 
for linear scaling (page 74. 10. 25) . 

The contents of the scale mode indicators may be 
retrieved by using the following statement: 

CALL MSXYV (MXL, MYL) 

The indicator for the X scale mode will be 
stored in MXL, and for the Y scale mode in 
MYL. 

GRID1 V uses this statement to determine what scale 
mode has been selected by the programmer. 

Restrictions on Logarithmic Mode 

In general, once SMXYV has been called, the pro-

I 

I 

grammer can use any of the routines introduced in 
the First Reader to generate a logarithmic display. 
(One exception: DXDYV should not be used to 
generate arguments for GRID1V in the direction in 
which logarithmic scaling is being used.) 

However, some of the GRID 1 V arguments are 
restricted in the logarithmic mode. Following is a 
list of the 13 arguments, with notations as to the 
arguments affected if the mode is logarithmic in 
the direction affected by each. 

CALL GRID1V (L, XL, XR, YB, YT, DX, 
DY, ±N, ±M, ±I, ±J, ±NX, 
±NY) 

L Controls film advance; see page 
74.10.05. 

XL, XR Left and right limits of the grid. 
May not be negative or zero. 

YB, YT Bottom and top limits of the grid. 
May not be negative or zero. 

DX, DY Should be set to 1. O. If greater, 
only the cycle lines will be dis­
played. If less, no lines will be 
drawn. 

N,M Will be ignored; however, an 
argument must be present. A 
negative sign on N or M will force 
the grid to be square. 

I, J Will be ignored; however, an 
argument must be present. 

NX, NY Number of characters to be 
displayed in the labels; see page 
74.10.05. 

. Generally, line labels will be placed only at the 
cycle lines. If, however, the grid spans less than 
one complete cycle, each grid line will be labeled. 

No more than 10 log cycles are permitted in the 
GRID 1 V system. . 

Examples 

Figure 3-e illustrates a plot that is logarithmic in 
both the X and Y directions. Note the arguments 
for SMXYV and GRID1V in the coding. 

Figure 3-f illustrates a semi-log grid, with plotting 
of the data used in figure 3-e. 
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E> 

ID a 

.. 

'0 

I 

CALL SNWYV ( S, t ) 
CALL ~IDtY ( I, 1.0, to.o, 1.0; 1000.0, 1.0, 1.0, " I, I, ., 2, , ) 

POINTS PLOTTED 8'1" USING CALL POINTY ( X,V, t ) IN A LOOP 

Figure 3-e 

LOGARITHMIC GRID 

CALL SMXVV (1.1) 

~ 

~ 

CALL GRIDIV(I.I.0.10.0.1.0.1000.0.1.0.1.0.1.1.1.1.2.4 
X=I.0 
DO 2000 1=1.18 
y= 5.0*X**3.0 
CALL POINTV (X.V.l) 

2000 X=X+0.5 

10-15-63 

."a-eo L 
00' 00' 

t----

I D 

c 

I 

i 
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CALL ''''XlV ( 0, S ) 

CALL OxOyli' ( 1, 1.0, 20.0, OX, H, I, NX, 12.0, IERR ) 

'ALL GArosv' ( s, s.O, 20.0, LO, 10000.0, OX, 1.0, H, 1, 1, t, NX, 5 ) 

Figure 3-f 

SEMI- LOG GRID 

" 

74.30.23 

.no-•• L 
0'" 0'" 

II 

r 

This plot is linear in the X direction and logarithmic in the Y direction, initiated by a CALL SMXYV (0,1). 
Note the use of DXDYV for the linear dire«tion only, and the effect on the GRIDIV arguments for each 
direction. 

CALL SMXYV (0.1) 
CALL DXDYV (1.1.0,20.0 .DX,N.I.NX.12.0. IERR) 
CALL GRIDIV (1.1.0.20.0.1.0.1UOOO.0.DX.l.0.N.l.l.l.NX.5) 
X=l.O 
DO 2090 K=1.37 
Y= 5.0*X**3.0 
CALL POINTV (X.y.l) 

2090 X=X+0.5 
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The data points could have been connected by lines 
in either of the preceding examples. The following 
coding shows how this could have been done for 
Figure 3-e. (Note that the procedure is the same 
as that shown on page 74.10.25 for linear mode.) 

x = 1.0 

Y = 5.0*X**3.0 

D<t$ 2000 K = 2, 18 

X2 = X + 5.0 

Y2 = 5.0*X2**3.0 

NX1 = NXV(X) 

NX2 = NXV(X2) 

NY1 = NYV(Y) 

NY2 = NYV(Y2) 

CALL LINEV (NX1, NY1, NX2, NY2) 

X =Y2 

2000 Y = Y2 

L'ibels in Scientific Notation 

Labels in scientific notation can be obtained on a 
logarithmic grid, in the way shown for linear grids 
on page 74.10.24. Figures 3-g and 3-h demonstrate 
that positive values of NX and NY will result in 
fixed point labels, while negative values will pro­
duce scientific labels. 

For scientific labels of logarithmic grids, it is 
only necessary to use -lor - 2 for the specifica­
tion, because labels will normally be powers of 10, 
written as lx10±xx or 1.0XlO±xx. 

c 

o 
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'~-~.--'---" . . __ -r---~ , 

ID~====t=~==+=tj~ttt=====t===t=±=±=t±±i±=====±===t=±=±=tj~ 
1-.. 

I 
10 100 1000 

Figure 3-g 

LOG GRAPH WITH F1XED POINT LABELS 

CALL SMXYV (1, 1) 

CALL GRID1V (1, 1.0, 1000.0, 1.0, 1000.0, 1.0, 1.0, 1, 1, 1, 1, 4, 4) 

_____ r---r--r-- .-.--' - _"----'1"----
"- -,-". . --',,---- ---------- - ---,-.. .. ,-

I 

_. 

I 

s .. oxso·OO ! I 
S .0110.00 I,OXIO' OI 

r 
Figure 3-h 

LOG GRAPHS WITH SCIENTIFIC LABELS 

CALL SMXYV (1, 1) 

CALL GRIDlV (1, L 0, 1000.0, 1.0, 1000.0, 1.0, 1.0, 1, 1, 1, 1, -2, -2) 

Note that the use of -2 is adequate for scientific labels of log grids because all the labels will be of the type 
"1.0XIO±xx. " 
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<'I I"=,, 

-' 

CALL FRAII£V 

CALL XICALV I 41.11 •• '.D. 'D. f •• I 

CALL LUMY ( •• 51St 51., .00, .5.0. ".0. I.', 't f. 'f • » 

'D TD 

III 

CALL SMXYV ( 0, U 

CALL VSCALV ( 1.0, SO.D r 20, 575 ) 

CALL NONLNY ( 2, 520, 550, 102', 1.0, 10.0, 1.0, I, 1, I, • ) 

r 

Figure 3-i 

EXAMPLES OF N~NLNV AND LINRV OUTPUT 

o 
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ADDITIONAL MODULES FOR SPECIAL GRIDS: 
LINRV, NC)NLNV 

The modules LINRV and N~NLNV, which are used 
at a lower level by GRIDIV, can be employed by 
the programmer as building blocks for the creation 
of unusual grids. The top half of Figure 3- i shows 
how LINRV might produce only the vertical portion 
of a linear grid. It can also produce only the hori­
zontal portion of a linear grid. 

The bottom half of Figure 3- i illustrates the hori­
zontal portion of a log grid displayed by N~NLNV . 
If desired, just the vertical grid lines can be drawn. 

These modules are particularly helpful in the 
following situations: 

1. The programmer needs a standard grid in 
one dimension and a grid of his own design 
in the other dimension. 

2. The programmer must control the length of 
the grid lines. 

A special advantage is the fact that DXDYV may be 
used with LINRV in much the same way as it is 
used with GRID 1 V. 

Since additional knowledge of scaling routines is 
needed before the programmer attempts to use 
LINRV and N~NLNV, the particulars of the latter 
subprograms has been deferred to Section 74.5, 
which follows the section on Scaling and Conversion. 
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Section 74.4 

SCALING AND CONVERSION 

In earlier sections, scaling and conversion prob­
lems have been considered principally in connec­
tion with higher-level routines. However, much 
of the actual computation is done in lower-level 
modules. This section describes these and some 
associated modules that provide additional tools 
for some scaling and conversion problems. 

The descriptions may also be useful in clarifying 
the operation of higher-level routines. For ex­
ample, GRIDIV uses XSCALV, YSCALV as a 
lower-level routine to do scaling. Consequently, 
the comments in this section concerning scaling 
and conversion equations, scale factors, and 
retrieving and resetting scale factors also apply 
when the programmer uses GRID1V to control 
scaling. 

Methods of operation in both the linear and non­
linear modes are also discussed. The nonlinear 
mode built into the system is the logarithmic mode, 
but the possibility of substitution of other nonlinear 
modes is mentioned. 

BASIC SCALING SUBPROGRAMS: XSCALV, 
YSCALV 

XSCALV, YSCALV will compute the scale factors 
for a specified display and store them in an internal 
table for later use by those functions which convert 
data. The calling statements are: 

CALL XSCALV (XL, XR, ML, MR) 

CALLYSCALV (YB, YT, MB, MT) 

XL, XR 

ML, MR 

YB, YT 

MB, MT 

Floating point values of X 
for the leftmost and right..; 
most limits of the scaled 
plotting area. 

The amount of margin space 
to be reserved to the left 
and right of the scaled area, 
expressed in raster counts 
(fixed point integers). 

Floating point values of Y 
for the bottom and top limits 
of the scaled plotting area. 

The amount of margin space 
to be reserved below and 
above the scaled area, ex­
pressed in raster counts 
(fixed point integers). 

XSCALV, YSCALV contains a test for nonlinear 
mode. If this mode is indicated, XL, XR and/or 
YB, YT will be transformed before the scale 
factors are computed by the basic scaling equa­
tions. (The indicators and the tranformation will 
be discussed on page 74.40.07. ) 

Example 

Figure 4-a illustrates the relationship of the argu­
ments. The margin specifications are: ML::= 170, 
MR::: 192, MB::: 340, MT ::: 128. 

MT 

ML MR 

MB 

Figure 4-a 

XSCALV will assign XL to raster location IX ::: 
170, and XR to raster location IX ::= 831 (i. e. , 
1023 - 192). YSCALV will assign YB to raster 
location IY ::= 340, and YT to raster location IY ::: 
895 (i. e., 1023 - 128). The scaled area will then 
be the rectangle from IX ::: 170 to IX ::: 831, and 
from IY ::: 340 to IY ::= 895. 

Basic Equations for Computing Scale Factors 

In the following equations, "Al' and "B" represent 
the scale factors computed and stored by XSCALV, 
and "C" and "D" are the factors computed and 
stored by YSCALV. (Since the computation is done 
in floating point arithmetic, the floating point vari­
able names FML, FMR, FMB, and FMT are used 
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Figure 4-b 

This graph illustrates how error testing of the 
results of NXV ,NYV can be used to by-pass plot­
ting of points that are off- scale. NXV and NYV 
were used to convert the points along the curve 
into raster positions, and LINEV was employed to 

connect the points. Since the results of NXV and 
NYV were tested for zeros, and plotting was by­
passed whenever a point was off-scale, the curve 
stopped at the top and right limits of the scaled 
area (outlined). The pertinent statements are: 

CALL GRIDIV (1,0.0.175.0,-0.95.0.95.175.0.0.95 .1.1.1,1.3.3 ) 
X=-2.0 
DO 4348 1=1.92 
Y=SINDF(X) 
IX=NXV(X) 
IY=NYV(Y) 
IF(I-l) 4344.4344.4340 

4340 IF (IX*IXO*IY*IYO) 4344.4344.4342 
4342 CALL LINEV (IXO.IYO.IX.IY) 
4344 IxO=IX 

lyO=IY 
4348 X=X+2.0 

o 

o 



C" 
, ' 

C"" 
" 

NORTH AMERICAN AVIATION, INC. 

10-15-63 ENGINEER'S COMPUTING MANUAL 74.40.03 

to represent the floating point equivalents of the 
margin values ML, MR, MB, and MT.) 

A = (1023. - FMR) - FML 
XR - XL 

B = FML - A*XL 

C = (1023. - FMT) - FMB 
YT -YB 

D = FMB - C*YB 

CONVERSION OF DATA: NXV, NYV, lXV, IYV 

Four function subprograms, NXV, NYV, lXV, and 
IYV, are provided to convert data coordinates into 
raster coordinates. The argument for each of the 
functions must be a floating point quantity; the result 
will be an integer quantity. (This means that the 
mode configuration of the functions is "floating 
argument, fixed function, " as specified on page 
60.23.07 0 ) 

The following FORTRAN statements show how these 
functions may be used to convert data coordinates 
X (or Y) into raster coordinates IX (or IY): 

IX = NXV(X} 

IY = NYV(Y} 

IX= IXV(X) 

IY = IYV(Y} 

These four functions are similar in that theY all 
convert data by means of the basic equations for 
data conversion discussed below. They are 
dissimilar in the way they handle off-scale data 
(that is, data which falls outside the limits XL" 
XR or YB, YT.) 

The functions NXV and NYV check for off-scale 
data values. The result IX (or IY} will be set to 
zero if the argument X (or Y) is outside the limits 
that were used to establish the scale. In addition, 
an error indication is set, as discussed' on page 
74.40.09. 

The functions !XV and IYV do not test for off-scale 
data values. The resulting position can be outside 
the plotting area, or even outside the frame, but 
the value will be properly scaled relative to the 
plotting area. (However, no test is made for the 
possibility that the result is greater than 131071; 
integer bits above the 17th will be lost.) 

The two examples shown in Figures 4-b and 4-c 
illustrate how the differences between NXV, NYV 
and IXV, IYV may affect plotting. 

All four functions test for nonlinear mode. If 
indicated, X (or Y) will be transformed before 
it is converted by one of the basic conversion 
equations. 

Basic Equations for Data Conversion 

The following equations show how the conversion 
functions convert data coordinates X and Y into 
raster coordinates IX and IY: 

IX = A*X + B 

IY = C*Y + D 

The scale factors A, B, C, and D are those de­
rived from the equations at the beginning of this 
page. 

Generally speaking, the programmer should use 
the conversion functions rather than writing state­
ments of his own containing these equations. The 
functions offer the following advantages: 

a. They have direct access to the internal 
table in which the scale factors A, B, 
C, and Dare storedo 

b. They check the scale mode, and use a 
nonlinear conversion if that mode is 
indicated. (See page 74.40.07.) 

c. NXV, NYV contains a test for off-scale 
points. 

If it is ever necessary to use these equations 
directly, the programmer can retrieve the scale 
factors (A, B, t, D) by employing the routine 
SCLSAV (page 74.40.05). 

The Inverse of Conversion: UXV, UYV 

The functions UXV, UYV allow the programmer 
to obtain the coordinates of a specified raster 
location in terms of his data. The following state­
ments show how these functions may be used: 

X = UXV(IX) 

Y = UYV(IY) 

Although UXV, UYV represent the inverse of IX = 
IXV(X)andIY= IYV(Y), the results are approximate 
(because truncation occurs in the lXV and IYV 
functions) • 
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USE OF NXY. NVY, IXY, IVY WITHOUT ERROR TESTING 

.95r-___________________________ ~~~------~~----------------~~----~~~-----------------_, 

175 

-.95 ~--------------------------------------4_------------~----------------------------------~ 

Figure 4-c 

Two sine curves are shown, one plotted after using 
NXV, NYV to do the conversion, and the other 
after IXV, IYV were used. As in Figure 4-b, 
LINEV was used to connect the points. NO ERROR 
TESTS WERE M..ADE. 

The lower curve shows the line going to zero when 
off- scale values were encountered by NXV, NYV. 
Note that this curve drops to the bottom of the 
frame (IY = 0 ) when values that were off- scale in 
Y were encountered. Also note that the off-scale 
initial and last values of X caused the curve to 

start and end at the left edge of the frame (IX = 0). 

The higher curve was drawn after IXV, IYV were 
used to convert the points. The curve continued 
past the boundaries of the scaled area when off­
scale values were encountered. (When IXV, IYV 
are used, the programmer must decide what action 
should be taken when the result of IXV and/or IYV 
is < 0 or > 1023.) 

The following statements were used for the figure 
above: 

CALL GRIDIV(2,0.0,175.0,-0.95.0.95,175.0,0.95,1.1,1,1,3,3 ) 
X=-2.0 
DO 4500 1=1.92 
Y=SINDF(X) 
IF(I-l) 4480.4480,4470 

4470 CALL LINEV (NXVex), NYV(Y). NXV(XO), NYV(YO) ) 
4480 XO=X 

YO=Y 
4500 X=X+2.0 

C CURVE USING IXV.IYV 
X=-2.0 
DO 4590 1=1.92 
Y= SINDF(X)+.20 
IF(I-l) 4570,4570,4560 

4560 CALL LINEV (IXV(X),IYV(y),IXV(XO),IYVCYO) 
4570 XO=X 

YO=Y 
4590 X=X+2.0 

o 

o 

o 
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NOTE 

UXV, UYV CANNOT BE USED 
IN THE NONLINEAR MODE. 

The equations used by UXV, UYV are the inverse 
of the equations for data conversion: 

X=IX-B 
A 

y=IY-D 
C 

(The computation is performed in floating point 
arithmetic. ) 

RETRIEVAL OF SCALING INFORMATION: SCLSAV 

The subroutine SCLSAV will retrieve scale factors 
and other scaling information from an internal 
table and store them in an array named by the pro­
grammer. Although SCLSAV makes scaling infor­
mation available for special-purpose conversions, 
certain limit tests, etc.. its principal value is that 
it permits saving scaling information from one 
chain link to another. During one chain link, the 
array containing this information can be stored in 
C~MM~N. When a new link is entered, another 
routine (RESCLV, page 74.40.05) can be called to 
restore the scaling information in the internal 
table, where it is accessible to NXV, NYV, IXV, 
or IYV. (Note that the latter routines communicate 
with the internal table; they cannot use the array 
named by the programmer.) 

The calling statement to retrieve the scaling 
information is: 

CALL SCLSA V(R) 

R The name of a ten-cell array, named 
and dimensioned by the programmer· 

The storage locations in the block of cells, R, are 
assigned as follows: 

R(lO) 
R(9) 
R(8) 
R(7) 
R(6) 
R(5) 
R(4) 
R(3) 
R(2) 
R(l) 

Minimum IY 
\Minimum IX 
'Maximum IY 
Maximum IX 
D 
B 
C 
A 

Scale factors 
(Page 74.40. 03) 

Scale mode indicator for Y 
Scale mode indicator for X 

Resetting Scaling Information: RESCLV 

If the scaling information has been stored in 
C~MM~N by SC LSA V, it can be reset into the 
internal table when a new chain link is entered. 
The statement is: 

CALL RESCLV(R) 

where R is the ten-cell array described under 
SCLSAV. 
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NONLINEAR SCALING AND CONVERSION 

The only nonlinear capability built into the system 
is logarithmic scale mode, introduced in Section 
74.3 in connection with log grids. However, the 
system design allows the programmer to incorpor­
ate some special nonlinear scale mode, by the 
substitution of one module of his own. For this 
reason, the more inclusive term, "nonlinear," is 
used in the following discussion, instead of 
"logarithmic. " 

Linear-Nonlinear Scale Mode Indicators: SMXYV, 
MSXYV 

The .subprogram SMXYV allows the programmer to 
set scale mode indicators; it must be called if non­
linear scaling is desired. These indicators are tes­
ted within other subprograms (GRID1V, lXV, IYV, 
NXV, NYV, XSCALV, YSCALV). If nonlinear mode 
is indicated, additional steps will be taken to han­
dle the selected mode. (The programmer may also 
retrieve these indicators, using the subprogram 
MSXYV.) 

The statement which sets the scale mode indicators 
is: 

CALL SMXYV (MX, MY) 

MX;afO,MY#O 

MXiO,MY=O 

MX=O,MY!O 

MX=O,MY=O 

X nonlinear, Y 
nonlinear 

X nonlinear, Y 
linear 

X linear, Y nonlinear 

X linear, Y linear 

To reset the indicators for linear-linear, use CALL 
SMXYV ( 0, 0) . If SMXYV is never called, the 
scale mode will be linear in X and in Y, and the 
internal scale mode indicators will be set as if 
CALL SMXYV ( 0,0) had been executed. 

For chain jobs, note that the values of MX and MY 
do not carryover from link to link. If a scale 
mode other than linear-linear is desired, it will be 
necessary to restate the SMXYV statement in each 
chain link. 

FAP subprograms use two other references in 
connection with these indicators, causing the names 
(XXXX) and (YYYY) to appear on the load map. 

The following statement will retrieve the scale 
mode indicators for testing: 

CALL MSXYV (MXL, MYL) 

MXL, MYL Locations in which the quanti­
ties furnished as arguments in 
the last SMXYV statement will 
be stored. 

Nonlinear Transformation: XMqjDV, YM(j}DV 

The scaling and conversion equations shown on 
page 74.40.03 not only apply to the linear mode, 
but also can be adapted to the nonlinear mode if 
transformed arguments are used. The functions 
XM(2JDV, YM(2JDV are provided to perform such 
transformation; they can be used in statements of 
the following type: 

XPRIME = XM~DV(X) 

YPRIME = YM(j}DV(Y) 

The scaling and conversion subprograms (XSCALV, 
YSCALV, lXV, IYV, NXV, NYV) test the scale 
mode indicators to see if they have been set to non­
linear mode (by a CALL SMXYV) . If nonlinear 
mode is indicated, each of these subprograms will 
use XM~DV (or YM(j}DV) to perform a nonlinear 
transformation on X (or Y) before the remainder of 
the scaling or conversion takes place. Since the 
XM(j}DV, YMQjDV functions in the system compute 
the log of X or Y, the system nonlinear mode is 
synonymous with log mode. 

For a problem requiring special nonlinear transfor­
mation, the programmer can substitute subprograms 
of his own named XM(j}DV and YM(j}DV, with one 
argument and one result. Also, since the system 
XM(j}DV and YM(j}DV are physically contained in one 
subprogram, both must be replaced if a substitution is . 
made for either. Obviously, such substitute functions 
must meet the nonlinear scaling and conversion 
requirements of the entire program (or chain link), 
since they will replace the system functions. 

System subprograms that use XM(j}DV and YMQjDV 
(either directly or indirectly) are: GRIDIV, lXV, 
IYV, LINRV, N~NLNV, NXV, NYV, XSCALV, 
YSCALV, APL~TV, P(j}INTV. 

WARNING: GRID1V WAS DESIGNED ONLY 
FOR THE LINEAR, LOG, AND 
SEMI-LOG OPTIONS. SUBSTITU­
TION OF A SPECIAL TRANSFOR­
MA TION FUNCTION IS DISCOUR­
AGED WHENEVER GRIDIV IS 
BEING USED IN THE NONLINEAR 
MODE. 



() 



c 

NORTH AMERICAN AVIATION, INC. 

8-20-64 ENGINEER'S COMPUTING MANUAL 74.40.09 

OFF-SCALE ERROR DETECTION 

Whenever there is a possibility that off:-scale data 
points might be encountered, error tests should be 
made by the programmer. For example, APL<iSTV 
sets an error indicator which should be tested. A 
zero result from NXV or NYV nearly always indi­
cates an error; a test should be made for this 
condition. 

There are additional situations which demand 
special error detection procedures. For one thing, 
if no left and! or bottom margin space is reserved, 
the conversion of XL and/or YB can produce a 
legitimate zero result from NXV, NYV. More 
important, the programmer may be using NXV or 
NYV indirectly, via other modules, and thus be 
unable to test the results. For these reasons, 
additional subprograms are provided for detailed 
analysis of conversion errors resulting from off­
scale points. 

Keep in mind that the special procedures which fol­
low are designed for unusual situations, in which 
normal error testing does not suffice. 

Set Conversion Error Indicators: SCERRV 

'l'wo internal cells are used by NXV and NYV to 
store indications of successful or unsuccessful data 
conversion. The subroutine SCERRV allows the 
programmer to assign two cells which NXV, NYV 
will use in place of the internal error cells. In 
this way, the programmer can name error indica­
tor locations that are accessible to his program. 
The call statement is: 

CALL SCERRV (KX, KY) 

When NXV converts a quantity successfully, it will 
place a "0" in KX; when unsuccessful, it will store 
a "1" in KX. NYV will use the cell KY in the same 
way. The cells named will be used in each subse­
quent execution of NXV, NYV (including execution 
via other subprograms) until new cells are named 
by another call to SCERRV (or the internal cells 
are reset at the beginning of a new link of a chain 
job). If possible, tests of these error cells should 
be made as soon after execution of NXV, NYV as 
possible, to avoid any possibility that they might be 
altered by subsequent executions of NXV, NYV. 

The following practical examples show how SCERRV 
can provide error indicator cells in connection with 
P<iSINTV. Since P<iSINTV uses NXV and NYV only 
once, the named error cells will still contain indi­
cations of off- scale errors when control is returned 
from P<iSINTV to the calling program. (The exam­
ples assume that the scale factors have already been 
established. ) 

Example 1 

CALL SCERRV (KX, KY) 

D<iS 300 I = 1, N 

CALL P(HNTV (X, Y, NS) 

I IF (KX) 700, 200, 700 

200 IF (KY) 700, 300, 700 

300 C<iSNTlNUE 

700 CALL DUMP 

Example 2 

CALL SCERRV (KX, KY) 

M1=0 

M2=O 

D<iS 300 I = 1, N 

CALL P<iSINTV (X, Y, NS) 

M1 = M1 + KX 

300 M2 = M2 + KY 

Test for non­
zero KX and/or 
KY 

Dump when an 
off- scale point 
is encountered 

In example 2, M1 and M2 will contain the total num­
ber of points that are off- scale. The contents of 
these locations may be printed out at the end of the 
job or after all points have been plotted on each 
frame. 
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saVinI and Resetting Error Indicator Cells: 
SERS V, SERREV 

As has been pointed out, the locations assigned by 
SCERRV will be used as error indicator cells until 
new ones are named (or a new link of a chain job is 
loaded). As a result, subsequent executions of 
NXV, NYV, whether on the same level or on a 
lower or higher one, will alter the contents of the 
error cells (setting them to 1 for an unsuccessful 
conversion or to.Q for a successful conversion). 

Two problems can occur. The obvious one is that 
indications of error may be masked by a subse­
quent execution of NXV, NYV. This can usually 
be avoided if the programmer completes error 
tests before there is any pOSSibility that the con­
tents of the error cells might be changed. 

The less obvious problem is that the error cells 
named in one level of a program will not be 
accessible for error testing in other levels unless 
special action is taken. One way to solve this 
problem is to carry the error cell names in the 
call statements of the subprograms, not always a 
desirable solution. 

The modules SERSA V and SERREV, used in con­
junction with SCERRV, offer a convenient means 
for avoiding these problems in multi-level jobs. 
The call statements are: 

CALL SERSAV (L(tjCX, L~CY) 

This subprogram saves, in L~CX and WCY, 
the locations of the cells,that are currently 
being used for off-scale indicators. 

CALL SERREV (L~CX, WCY) 

This subroutine resets the off-scale error cell 
locations that were saved by SERSA V. 

The arguments, L~CX and L~CY, must be;varia­
ble names (either fixed or floating pOint) which are 
not used for any other purpose between the execu­
tion of SERSA V and of SERRE V . 

Page 74.40. 11 shows how the programmer can use 
these modules to insure that errors occurring in a 
subprogram will not mask out errors indicated but 
not yet tested in a main program. 

o 
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Main Program Subprogram 

CALL SCERRV (LXI, LYl) 

Names two error indicator cells. 

IX NXV(X) 

IY NYV(Y) 

Etror indications will be set in LXI, LYI. 

CALLsuBR------------------------------~.--SUBR 

CALL SERSAV (L~CX, LqjCY) 

CALL SCERRV (LX2, LY2) 

IX NXV(X) 

IY NYV(Y) 

74.40.11 

Error indications will be set in LX2, LY2. 

Test LX2, LY2 for error indications. 

CALL SERREV (L~CX, V~CY) 

Resets error cells LXI, LYl, using the 
information stored in L~CX, L~CY by 
SERSAV. 

LXI, LYI will again be used as the --..------------ RETURN 
error indicator cells. 
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Section 74.5 

FURTHER ASPECTS OF GRID CONSTRUCTION 

OPERATIONAL DETAILS OF GRIDIV 

GRID 1 V is, in many respects, an executive routine. 
It examines the information furnished by the argu­
ment list and by certain external subprograms, 
makes decisions based on this information, and 
then calls other subprograms to advance the film, 
compute scale factors, generate the grid, etc. 

Initially, GRIDIV uses ST~PTV to ensure that the 
typewriter mode is "off," BRITEV to ensure that 
the bright intensity mode is "on," and FRAMEV to 
advance the film and affix the job number and frame 
count (unless an option is used that inhibits this). 

GRIDIV then checks certain internal locations to 
obtain basic information, by calling the following 
subprograms: 

SETM~V (Retrieves margin assignments. 
The programmer may have changed 
the standard specifications by a 
CALL SETMIV, page 74. 30. 01.) 

SETC()V (Retrieves character size specifica­
tions that programmer may have 
changed by a CALL SETCIV, page 
74.30.09.) 

MSXYV (Determines linear or nonlinear 
mode. Indicators may have been set 
to nonlinear by a CALL SMXYV, 
page 74. 30. 21.) 

H~LD~V (Determines whether margin specifi­
cations were held over from preced­
ing graph. Indicator may have been 
specified by a CALL H~LDIV, page 
74.30.09.) 

Computations are made to determine the raster 
poSitions to be used as grid boundaries. ERRLNV 
and/or ERRNLV are called to check the boundaries 
and the data limits to see if a grid can be produced 
from this information. (See GRID1V Error Pro­
cedure, page 74.50.02.) Finally, XSCALV and 
YSCALV are called to compute scale factors, and 
LINRV (in the linear mode) and/or N~NLNV (in 
the logarithmic mode) are called to generate the 
grid. (LINRV and N~NLNV are described on page 
74.50.21.) 

Determining Grid Boundary Positions 

GRIDI V sets aside the margin space specified by a 
prior call to SETMIV (or the standard margin space 
if SETMIV has not been called). With the exception 
of the small area in the upper right corner used for 
frame identification, GRID 1 V does no writing in 
these basic margins. 

Then GRIDIV tests to see if labels are to be placed 
(or may extend) outside the grid area. Space 
required for such labels is computed, taking into 
consideration the type of label (fixed point or scien­
tific), the number of label characters specified in 
GRID 1 V arguments plus space for a sign, and the 
height and width of the label characters. 

If any space is needed for lab~ls at the left, right, 
bottom, or top of the grid, it is added to the basic 
margins (specified by SETMIV table), to produce 
the total margins. (H~LDIV, discussed on page 
74. 30. 09, can alter this procedure by causing label 
spaces "held" from a previous grid to be added 
when computing the total margins.) 

If the option for a square grid is spec ified, the 
right, or top, total margin will be adjusted so the 
remaining area will be square. 

If the total margins and the grid limits (XL, XR, 
YV, and YT) meet certain error tests, they are 
used as arguments of XSCALV and YSCALV in . 
computing the scale factors required for generating 
the grid and plotting on it. 

Since so many items influence the margin assign­
ments, the grid boundaries will rarely fall at the 
exact raster pOSitions that the programmer might 
have estimated. If the precise raster positions of 
the boundaries are required in a program, they 
should be derived by converting the limits into ras­
ter counts. For example: 

IXL = NXV(XL) 

IXR = NXV(XR) (The right total margin is 
1023 - IXR.) 

IYB = NYV(YB) 

IYT = NXV(YT) (The top total margin is 1023 -
IYT.) 
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GRID1V Error Procedure CALLERMRKV 

Even if bad input data is used, GRID1V will attempt 
to produce a grid. The philosophy is that some 
useful information may be reyealed, even if the 
grid is inaccurate. 

An error mark from GRID 1 V may indicate that one 
or more of the following errors has been found. 

The grid limits and total margins are tested by 
lower-level subprograms, ERRLNV (for linear 
mode) and/or ERRNLV (for log mode). If these 
tests show that a grid cannot be produced from the 
given information, some data values are manufac­
tured so that the program can continue. The manu­
factured quantities are used only internally; data 
values in the main program will not be affected. 
(Since ERRLNV and ERRNLV are meant to be used 
only by GRID1V, the call statements are not given.) 

When artificial quantities are used, an error 
mark (/ / / / / /) is placed in the upper right corner 
of the frame by ERMRKV. Although ERMRKV was 
designed for use by GRID1V, the programmer can 
place this mark on the frame if he uses the 
statement, 

-' SPECIAL 61110 .. EXAMPLES 

HIOI V ERROII HAMDL I"' 

P • 

.. 

t. 

• •• u II u 14 .. 
CALL MID'" I St 10.0, 10.0, 0.0, '.0, O.t, 0.1, 5, 5, 10, SO, 2, I ) 

Figure 5-a 

1. Equal values have been specified for grid 
limits; that is, XL = XR and/or YB = YT. 
See Figure 5-a. 

2. The specified margins are too wide. In 
other words, MR + ML > 1023, and/or 
MB + MT > 1023. See Figure 5-b. 

3. In a linear grid the specified values of DX 
and/ or DY would result in grid lines spaced 
closer than 3 raster counts. 

4. In a log grid the value of one or more of the 
limits is either zero or negative. 

5. In the log mode there are more than 10 
cycles in either the X or Y direction. 

usa ... L 
004 OU 

IIINlHN 

II lP 11 .1 aD 

r 

,0' \ ' 

CALL GRID1V (1,~, 10.0,0.0, 8.0, 0.1, 0.1, 5, 5, 10, 10, 2, 2). d a value of 20.0 in place of XR, 0 
The second and third arguments, XL and XR, are equal.f GtID1V P~:~~~omputed on the basis ofthe ' • 
and put an error mark in the upper right corner. Scale ac ors wou 
adjusted grid limits. 
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sPECIAL HIDU [UMI'L[s 

HIDn EnOll HANDLIN' 

o 

CALL IEYMrV ( .00 •• 00, 48, ... ) 
CALL GRrDIY ( ., 0.0, SO.O, 0.0, SO.O, t,O. t.O, 5, S, SO, to, I, I » 

r 
Figure 5-b 

CALL SETMIV (600, 600, 48, 48) 

CALL GRID1V (1, 0.0, 10.0, 0.0, 10.0, 1.0, 1.0, 5, 5, 10, 10, 2, 2) 

Since (MTL + MTR) > 1023, GRID1V manufactured new margin values. This permitted some scale factors 
to be computed, and allowed the program to proceed. Although this grid is largely meaningless, it reveals 
the type of error that occurred. 
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tD II aD 
CALL SIUD1Y ( I, 7.5, 32.5, '.0, '1.0, 1.0, 2.', 5, 2, 5, 4, 2, 2 ) 

Figure 5-c 

(Example 1) 

a. 

CALL GRID1V (1, 7.5, 32.5, 8,0, 31.0, 1.0,2~5, 5, 2, 5, 4, 2, 2) 

.. 
CALL ... 1.1_ , I,· ' •• 11, .... 0, ".0, ".0, 1.0. 1.0, ., " 10, 10, " I ) 

Figure 5-d 

(Example 2) 

•• 

CALL GRID1V (2, 25.0, 45.0, 25.0, 35.0, 1.0, 1.0, 5, 5, 10, 10, 2, 2) 

'D 

10-15-63 
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Examples of GRID1V Characteristics 

Certain special characteristics of the grid generated 
by GRID1 V are shown in the following examples. 
The argument names used are the same as those in 
the discussion of GRID1V in the First Reader, 
Section 74.1. 

Example 1 

During construction of a linear grid, vertical lines 
are displayed at intervals "stepped off" from 
X = 0 in DX increments until the maximum limit of 
the grid is exceeded. Then they are "stepped off" 
from X = 0 in the negative direction until the mini­
mum limit of the grid is passed. Similarly, hori­
zontal lines are "stepped off" from Y =0 in DY 
increments. Because of this method of construc­
tion, lines will be generated at the grid limits only 
if XL and XR are integer multiples of DX, and~ 
YB aQ,d YT are integer multiples of DY. Figure· 
5-c shows a grid without lines at the grid limits for 
this reason. 

Absence of lines along the border of a grid does not 
indicate an error. If border lines are preferred, 
the programmer can provide for them by specifying 
that the GRIDIV arguments XL and XR (or YB and 
YT) are integer multiples of DX (or DY). 

Example 2 

Vertical lines to be emphasized are "stepped off" 
from X = 0 by increments of N·DX, and vertical 
lines to be labeled are "stepped off" by increments 
of I·DX. Similarly, horizontal lines to be empha­
sized are "stepped off" from Y = 0 by increments 
of M·DY, and those to be labeled by increments of 
J . DY. This procedure means that labels and/or 
emphasized lines will not necessarily occur at the 
grid limits. Lines at XL and XR will be empha­
sized only if XL and XR are integer multiples of 
N ·DX, and labeled only if XL and XR are integer 
multiples of I·DX. In the same way, lines at YB 
and YT will be emphasized only if YB and YT are 
integer multiples of M· DY, and labeled only if they 
are integer multiples of J . DY . 

This method of determining the positions of line 
labels is responsible for the absence of labels on 
the limit lines in Figure 5-d. Notice in the exam­
ple that the labels for vertical grid lines are ade­
quate; there is no real need to provide labels on the 
lines at XL and XR. However, the labels for the 
horizontal lines in this illustration are not adequate; 
they demonstrate another factor to be considered in 
planning for line labels. To be meaningful, labels 
should appear on at least two lines. In the example, 
the use of J = 5, instead of J = 10, would cause 
labeling of the lines at Y = 25.0, 30.0, and 35.0, 
giving a scale that can be read easily. 
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SPECIAL CAiEI An-Eeu" ••• 110 LAIELI 

• 

• 

• 

I 

• -.. -'0 -.0 -10 • ,. 
CALL CiRIDIV ( I, -'8.98'9 I 99.9999 , 0.0, 9.9999, ".0, 1.0, 5, 2, 5, 2, 2, I ) 

Figure 5-e 

(Example 3) 

• • eo eo 

CALL GRID1V (1, -99.9999, 99.9999, 0.0, 9.9999, 4.0, 1.0, 5, 2, 5, 2, 2, 1) 

CALL ... osV' , If -0.7, 100.0, -'.0, Uu,.O, '.0, SO.O, 5, ., SO, 4, I, S) 

Figure 5-f 

(Example 4) 

CALLGRID1V(2, -0.7,100.0, -3.0, 100.0, 2.0,10.0,5,2,10,4,3,3) 

10-15-63 
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Example 3 

Under certain conditions, GRID1V purposely omits 
labels. Figure 5-e shows how this can happen. 
The limits of X used for the grid were - 99.9999 and 
99.9999, and the limits of Y were 0.0 and 9.9999. 
During scaling, these limits were rounded, causing 
them tobe treated as -100.0,100.0 and 0.0,10.0. 

This process caused the decimal scales of the grid 
limits to be larger than the initial limits, i. e., the 
values of NX and NY specified by the programmer 
were not compatible with the new limits. To avoid 
erroneous labeling, label values will not be dis­
played if the rounding process causes the decimal 
scale to be larger than the initial value. 

The system does not adequately provide for all 
problems of this type. Such complications can be 
avoided if the programmer considers the rounded 
values of XL and XR, and YB and YT, when 
spec ifying NX and NY. 

Example 4 

When X = 0 (and/or Y = 0) lies within the grid lim­
its, and I tand/or J) is positive, GRID IV places 
labels along the X = 0 (or Y = 0 line. If there 
isn't enough space for the label between X '" 0 and 
the left limit of the grid (or between Y = 0 and the 
bottom of the grid), GRID1V will provide space 
outside the grid area for labels, just as if negative 
values of I (and/or J) had been specified. An illu­
stration is shown in Figure 5-f. 

Example 5 

The number of label characters, NX (or NY), spec­
ified for fixed point labels should satisfy the lar­
gest and smallest label values to be displayed. 
Normally, the quantity should be the sum of: 
(1) the decimal scale of the largest value of X (or 
Y), (2) the number of fractional positions required 
in the smallest value, and (3) one more pOSition to 
provide for the decimal point, if required. The 
total quantity may not exceed 6 (or 7 if the decimal 
point is included). 

Figure 5-g illustrates how trouble can occur when 
NX and/or NY are not specified properly. Note 
that the values of NX = 1 and NY = 1 are adequate 
for the largest values of X and Y, but do not allow 
for the fractional values required in some of the 
labels. In this example, 3 should have been used 
for the values of NX and NY , in the top graph. 

For some applications, it may be advantageous to 
specify values of NX and/or NY less than the deci­
mal scale of the largest label value. In the middle 
grid of Figure 5-g, the two low-order positions in 
the labels have been dropped intentionally, by using 
values of NX and NY that are less than the decimal 
scales of the lar gest values of X and Y. In this 
case, the resulting graph has been effectively 
rescaled. 

This procedure must be used with care. In the 
bottom grid, Figure 5-g, the values of NX and NY 
are so small that the increment between labeled 
lines is not reflected in the labels that are displayed. 
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'uarHER HID LABEL CONSIDERATIONS 

o 

• o o , 
CALL GRIDS" ( s .. 0.0, 5.0, 0.0, 2.0, 0.1, D.t, 5, 5, 5, " I, 1 ) 

100 

• 0 

• 0 

, 

.0 

'0 eo '0 .0 10 .0 10 

CALL GRID!V ( " 1000.0, 20000.0, 1200.0, 10000.0, 200.0, ",00.0, " 5, " " 3, , ) 

• 
, • 10 10 Il II 

CALL "'IDlY' I. '00.0. UoD.D. D.O. 'OoD.D. I,D. 100,0. 5. 5. 10. 5. I, I ) 

Figure 5-g 

(Example 5) 

, 

II 

CALL GRID IV (1,0.0,5.0,0.0,2.0,0.1,0.1,5,5,5,5,1,1) 

4 

'0 

• 

00 

" 

10-15-63 

1110-" L 
0.4 0 .. 

• 

... 

II 

r 

CALL GRIDIV (2, 1000.0, 10000.0, 1200.0, 10000.0, 200.0, 400.0, 5, 5, 5, 5)" 3, 3) 

CALL GRID1V (2, 900.0, 1300.0, 0.0, 2000.0, 5.0, 100.0, 5, 5, 10, 5, 2, 1) 

o 

o 
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.J 

.D 

.D 

7D 

D - 4D -811 -110 -IDD 
CALL OXDyV C t. D.O. -505.0, Dx, H, r. NX, a.o, J£RR ) 
CALL DXDyV ( .I, .S.5, 14.0. Qy, 14, J, NY, 8.0, IERR ) 

-140 -leD 

CALL .IDIY « S, 0.0, -505.0,_ .S.5, 14.0, ox, DY, N, N, I, J, N)(, NY ) 

-uO -nD 

1110-" L 
au . au 

'D~-+--+--4--4-~~~--~-+--+--4--4--4--4---~~--~-r--+--+--+--i--;-~r--r--T 

• -IDD -10' 
CALL DlDyY , I, o.a, -la'.D, 01, N, ., NI, la.D, IIU J 
CALL DlDy' , I, .... , ... 0, Dy, II, J, NY, 10.0, lEU J 
CALL "litH' I, '.a, -'01.0, ".f, 14.0, 01, DY, N, II, ., J, NI, NY J 

-to. 

Figure 5-h 

(Example 6) 

-.OD 

r 

74.50.09 

This frame shows the influence upon the grid of the density factor used by DXDYV. For the case at the top 
of the figure, a density factor of 8.0 was specified as the 8th argument of DXDYV. A larger factor, 20.0, 
caused DXDYV to derive values of DX and DY such that the grid at the bottom is less dense. 
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BUILDING SPECIAL GRIDS: LINRV, NI,tjNLNV 

Two of the lower-level modules employed by 
GRID 1 V are useful as building blocks for building 
special grids. LINRV may be used to generate 
only the vertical portion or only the horizontal 
portion of a linear grid. N~NLNV can generate 
only the vertical or only the horizontal portion of a 
log grid. 

In addttion to generating the vertical and horizontal 
portions of a grid in separate operations, these 
modules offer other special capabilities: 

1. The programmer can control the length of 
the grid lines. For example, the grid lines 
can be as short as "time tics. " 

2. The programmer can exert greater control 
over the position of line labels by specifying 
of a label reference location. 

3. Selected grid lines can be emphasized and/ 
or labeled in the same way as with GRID1V. 

4. nXDYV can be used with LINRV in much the 
same way it is used with GRID1V. 

Certain subprograms must be executed prior to the 
use of LINRV or N~NLNV. The frame must have 
been advanced, and XSCALV and/or YSCALV must 
have established scale factors. If a change in scale 
mode is required, SMXYV must have been called. 

The call statement for using LINRV to generate a 
vertical grid is 

CALL LINRV (1, LYREFR, IYMIN, IYMAX, 
XL, XR, nx, N, I,±NX, IW) 

For a horizontal grid, the statement is 

CALL LINRV (2, LXREFR, IXMIN, IXMAX, 
YB, YT, nY, M, J, ±NY, IH) 

LYREFR 
LXREFR 

Label reference locations. 
For a vertical grid; LYREFR 
is the Y raster coordinate 
that will be used to pOSition 
the labels of the vertical grid 
lines. The X raster coordi­
nate will vary, and will be 
computed by the subprogram. 

For a horizontal grid, 
LXREFR is the X raster 
coordinate that will be used 
to pOSition the labels of the 
horizontal grid lines. The Y 

IYMIN, IYMAX 
IXMIN, IXMAX 

IW,IH 

raster coordinates will vary, 
and will be computed by the 
subprogram. 

The character dimensions, 
IW and IH (below), should be 
considered in assigning 
LYREFR and LXREFR. For 
example, LYREFR should be 
chosen to allow at least one 
character height (IH) below 
the origin of vertical grid 
lines (IYMIN). LXREFR 
should be a raster position 
that is at least IW* (NY + 1) 
raster counts to the left of the 
origin of the horizontal grid 
lines (IXMIN). In both instan­
ces, some additional space 
should be added to prevent 
overlapping. 

If scientific labels are selec­
ted (-NX and/or -NY), pro­
vision must be made for 7 
additional label characters in 
the computation of LXREFR. 
About 5 raster counts extra 
must be added to LYREFR to 
allow for the raised 
exponent. 

NOTE: IW*(NY + 1) allows 
space for a sign. 

Raster positions that deter­
mine the origin and end of 
each ane. For a vertical 
grid, these integers are ras­
ter counts in the Y direction. 
For a horizontal grid, these 
integers are raster counts in 
the X direction. 
The dimension to be allowed 
for each label character: IW 
for the width, and IH for the 
height. Since LINRV uses 
LAB LV to display the labels, 
and since the system LABLV 
uses Charactron characters, 
the dimensions should be IW = 
8 and m = 10. (If the stan­
dard values have not been 
altered, these values can be 
obtained by calling SETCI,tjV.) 

The remainder of the arguments have the same 
definitions given for these terms in the discussion 
of GRID 1 V, page 74. 10. 04 .. 
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The vertical portion of a log grid can be generated 
by the statement 

CALL N~NLNV (1, LYREFR, IYMIN, IYMAX, 
XL, XR, DX, N, I, NX, IW) 

For a horizontal log grid, the statement is 

CALL N~NLNV (2, LXREFR, IXMIN, IXMAX, 
YB, YT, DY, M, J, NY, IH) 

The arguments XL, XR, DX, N, I, NX, and YB, 
YT, DY, M, J, NY have the same definitions (and 
restrictions) given for these terms in the discussion 
of GRID1V for the log mode, page 74.30.21. The 
remaining arguments have the definitions given for 
LINRV. 

Figures 5-m and 5-n show examples of portions of 
grids created by LINRV and N~NLNV, respectively. 
Figure 5-0 shows a practical application of LINRV. 

;r~, 
.~. 

o 
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CALL ,. ... n 
CALL XSCAlV I CI.D •• '.D. te .... , 

74.50.23 

• __ L ... . .. 

CALL L'.' ( S, 51'. ,." _, .'.D, ••.•. I.'. I, ., I, • » 

.. .. DO DO 

.. 
'D 

CALL YSCAL" , 1 •• 0, .5 .. 0, 'D, 575 » 
CALL LU." ( I, ,.a, '50, 10 •• , 15.0, .5.0. 2.5, 2, 4, 2, 12 ) 

.D 

ID 

ID 

Figure 5:-m 

CALLFRAMEV 

CALL XSCALV (45.0, 95.0, 50, 544) 

CALL LINRV (1, 515, 535, 900, 45.0, 95.0, 2.5, 2, 4, 2, 8) 

CALL YSCALV (15.0, 65.0, 20, 575) 

CALL LINRV (2, 520, 550, 1023, 15.0, 65.0, 2.5, 2, 4, 2, 12) 

r 
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CALL FIIAIII:V 

CALL SM""V ( I, 0/ 

CALL XSCALV ( ID.D, IDD.D. 'D, , •• / 

.... _ .. L 
.U .U 

CALL NONL.N~ ( t., '1., ., ••• 00. 10.0, .oa.G. S.D. I, ., I, • J 

ID IDD 

ID 

ULL S"XVV ( 0, 1) 

CALL yaCALY ( 1.0, tD.O. 10, 575 ) 

CALL IIIONLNY ( 1'. I,D. !lID. 10'1, t .0, to.D. I. O. I, I, I, • ) 

Figure 5-n 

CALL FRAMEV 

CALL SMXYV (1', 0) 

CALL XSCALV (10.0, 100.0, 50, 544) 

CALL NONLNV (1, 515, 535, 900, 10.0, 100.0, 1.0, 1, 1, 3, 8) 

CALL SMXYV (0, 1) 

CALL YSCALV (1.0, 10.0, 20, 575) 

CALL NONLNV (2, 520, 550, 1023, 1.0, 10.0, 1.0, 1, 1, 2, 8) 

r 

o 

c 
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1<-1 1<-2 K-3 1<-. "-5 __ K_-_&_ ~_.. r-._,,_-e_-+-__ . ~~ __ ~O __ _ 

GtIOUND 
START TAXI 

T .... E-<FF HI-ALT i 
""'INT. I eLI" CRUISE i 

HI-ALT DESCEND MEC-ALT Lo-ALT I ... _ 
PEN. LAND CRUIsE PEN. i ALEttT 

~---~----L---~---~----L----~-------~-.----- __________ ~ 
AC G£N£RATOit T':-TALS 

'----'----_._--------------_ .. _- .---. r 
Figure 5-0 

The programmer did not want a grid in the X direction,. but took advantage of LINRV (and DXDYV) to produce 
and label reference points in the Y direction. 
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Section 74. 6 

FUBTHER ASPECTS OF PRlNTlNG 

This section supplements the information on print­
ing, plotting, and labeling presented in the First 
Beader and the material in Section 74. 2 on special 
printing. 

The first part contains some considerations in the 
selection and placement of individual Charactron 
characters. Next, some of the characteristics of 
the typewriter mode are listed, and comments upon 
their influence on the output of certain printing and 
labeling subprograms are given. Additional sub­
routines for use in conjunction with the typewriter 
mode are presented. These include ST~PTV and 
RESETV, which can turn off the typewriter mode, 
as well as special forms of PRINTV, BRITEV, 
and FAINT V , which provide for use of the "cur­
rent point" feature of this mode. 

Two modules are described that are useful build­
ing blocks for the creation of special printing and 
labeling routines. H~LLV makes it possible to 
pick out the Nth character code from an array of 
BCD characters or from a Hollerith argument. 
Given a floating point quantity, BNBCDV will 
obtain the six most significant figures (in BCD 
form) and the decimal scale of the quantity. 

Details on vector character construction and use 
are given in the last part of this section. The 
material will enable the programmer to make up a 
pattern for a special character or to make up 
tables of patterns. 
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DET AILS OF CHARACTRON CHARACTERS 

When a Charactron character is plotted or printed 
at a specified coordinate, it will lie in a rectangle 
that is centered on the specified coordinate. This 
rectangle is approximately 6 raster counts wide by 
9 raster counts high (not counting space for separa­
tion of characters). 

The "plotting dot" will be the Charactron charac­
ter most frequently used to plot a point. Since it 
is centered within its character rectangle, it will 
be displayed exactly on the specified coordinate. 
Any of the Charactron characters may be used, 

however, to mark a point. The best ones for this 
purpose are those which are symmetrical; for 
example, 0, +, X, etc. 

Experimentation has shown that the degree and 
period can also serve as plotting dots if allowances 
are made for the fact that they are off center, To 
center the degree, use IX + 3 and IY - 2 (or IY - 3). 
To center the period, use IY + 3 (or IY + 4) and IX 
(or IX - 1). These characters will be positioned 
with reasonable accuracy, although not so accur­
ately as the plotting dot. 
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TYPEWRITER MODE CONSIDERATIONS 

The typewriter mode, a ''built-in'' feature of the 
S-C 4020, has the following characteristics: 

1. Charactron characters are displayed. 

2. Once positioned and started in the type­
writer mode, the S-C 4020 prints charac­
ter after character ~ automatically spacing 
8 raster counts to the right as each 
character is printed. 

3. The commands for the typewriter mode 
(except for those that start and stop typing) 
are simply the 6-character BCD words to 
be typed, transmitted without alteration. 
This mode, therefore, is very economical 
of 7090-7094 time, and the length of the 
tape used for words in the typewriter mode 
is held to a minimum. Since the S-C 4020 
can display 6 characters per command, this 
mode is also economical of S-C 4020 time. 

4. When a line of typing reaches the right edge 
of the frame, an automatic carriage return 
takes place. Typing halts at this point and 
resumes at the left edge of the frame, 16 
raster counts be low the preceding line. 

5. If typing reaches the bottom of the frame, a 
return to the top of the frame occurs auto­
matically. No automatic film advance takes 
place, so it is possible for typing to overlay 
previously displayed information. 

6. Three of the 64 Charactron characters 
serve special purposes when they are 
encountered in the words of the text being 
typed. 

42 (Decimal) A carriage return (described 
in item 4) will occur when 
this character is encountered. 

10 (Decimal) "Stop type. " A return is 
made to the plotting mode. 
Any characters remaining in 
the word will be ignored. 
The next word on tape will be 
interpreted by the S-C 4020 
in the standard (plotting) 
mode. 

46 (Decimal) "Reset" is executed. This 
means that typing is stopped, 
the plotting mode is restored, 
the film is advanced, and the 
bright intensity mode is 
turned on. Any characters 

remaining in the word will 
be ignored. The next word 
on tape will be interpreted 
in the standard (plotting) 
mode. 

Because 42, 10, and 46 are used for these 
special purposes, the characters a , . 
(plotting dot), and", are unavailable in the 
typewriter mode. 

7. Typing may be started at either a specified 
point or at the "current point. " The 
"current point" is defined as the point 
specified by the last operation performed; 
i. e ., either the last point plotted or typed, 
or the origin of the last vector or axis 
drawn. 

System Subprograms and the Typewriter Mode 

The subprograms PRINTV and LAB LV , and the 
SCc}UTV system, make use of the typewriter mode. 
Therefore, the output of these subprograms will be 
influenced by the characteristics of this mode. 

Since it was not practical to require the program­
mer to insert a "stop type" code, other methods of 
of stopping typing are used. PRINTV and LABLV 
insert the "stop type" code after the specified N 
characters. The SCqjUTV system inserts the code 
in accordance with the Fc}RMA T statement used. 

It should be apparent that an incompatibility would 
occur if a "stop type" or "reset" code were 
encountered within the text being typed by PRINTV, 
LAB LV , or SCc}UTV. Any information following 
the special code would not be interpreted as 
typewriter output. 

If PRINTV, LAB LV , or SCc}UTV printing encoun­
ters a "carriage return" character or the right 
edge of the frame, a carriage return will be made. 
This would interfere with the normal line advance 
provided in the SCc}UTV system. It can be used to 
advantage, however, with PRINTV. 

Except for the method used to stop typing, PRINT V 
can be considered a basic typewriter mode routine. 
It is a suitable lower-level module for other Char­
actron character typing routines; in fact, it is used 
in this way by LAB LV . 

"Stop Type" Routines: STc}PTV, RESETV 

It is remotely possible that some unusual use of the 
subroutines or of the S-C 4020 could cause the type­
writer mode to be in effect when the standard 
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(plotting) mode is needed. Two subroutines are 
provided which ensure that the typewriter mode is 
no longer on. 

CALL ST<;3PTV 

Turns off the typewriter mode. This has no 
effect on the mode if the typewriter mode is 
already off. However, since this statement 
writes a word on tape, it should be used 
with discretion. 

GRID1V uses STc;.}PTV to ensure that the 
plotting mode is in effect at the start of a 
new grid display. 

CALL RESETV or CALL RESETV (NF) 

Turns off the typewriter mode, advances 
the film and establishes the bright intensity 
mode. When this statement has either no 
argument or a zero argument, the job num­
ber and frame count are placed at the upper 
right corner of the frame. This display is 
inhibited if the argument NF> O. 

SETTING THE CURRENT POINT 

The current point feature of the typewriter mode 
can be utilized if a special form of PRINTV is 

employed. Typing may be started at the last point 
plotted or printed, or at the origin of the last vec­
tor or axis line drawn, by giving one of the follow­
ing statements: 

CALL PRINT V (N, BCDTXT) 

CALL PRINTV (-N, nH-------) 

Except for the use of the current point instead of 
specified coordinates, this alternate form of 
PRINTV functions in the usual manner. (See pagf 
74.10. 21. ) 

If the programmer wants to set a new current 
point, he may plot or print a blank at a specified 
pOSition. Another method" which includes both 
setting the current point and establishing the 
"Brite" or "Faint" mode, is by one of the 
following statements: 

CALL BRITEV (NX, NY) 

CALL F AINTV (NX, NY) 

NX, NY The raster coordinates which 
will be set as the current point. 

Only a blank will be plotted at NX, NY by either of 
these stat em ents. 

o 

o 

o 
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SPECIAL PRINTING AND LABELING AIDS 

H~LLV and BNBCDV were designed as lower-level 
modules for the system printing and labeling sub­
programs. However, they can be called directly, 
and can sometimes be useful building blocks for 
the programmer's character printing and labeling 
subprograms. 

Isolating One Character from a BCD Array: 
H()LLV 

H~LLV selects the Nth BCD character from BCD 
words that are either contained in a one-dimensional 
FORTRAN array or given as a Hollerith argument, 
and stores the numerical equivalent of the selected 
character in a speCified location. PLQjTV or 
VCHARV can then be used to display the character. 
The call statement is one of the following: 

CALL H0LLV (N, BCDTXT, NS) 

CALL H0LLV (-N, nH-------, NS) 

±N The position of the desired 
character within the block of 
BCD characters, counting from 
1. If the block of characters 
is a FORTRAN array, N should 
be positive. If the BCD char­
acters are in a Hollerith argu­
ment, the sign of N should be 
negative. 

BCDTXT A one-dimensional FORTRAN 
array that contains the BCD 
characters. 

nH------- A Hollerith argument. 

NS The name of a location in which 
the numerical equivalent of the 
selected character will be 
stored. For example, if the 
Nth BCD character is R, the 
stored result will be the same 
as if the statement "NS = 41" 
had been used. 

A practical example of HI;)LLV usage is illustrated 

by the way APRNTV uses it. The latter sub -
program loops through a sequence of BCD charac­
ters, using H0LLV to select a character and 
PL0TV to print it. APRNTV then advances the 
print pOSition and returns to the beginning of the 
loop for the next character. 

Obtaining BCD Equivalent of a Floating Point 
Number: BNBCDV 

BNBCDV is used by LABLV as a lower-level mod­
ule to obtain the BCD equivalent of the floating 
point number displayed in the label. Since it 
converts a floating point number so as to yield the 
six most significant digits and the decimal scale, it 
can be useful also in programs that do not involve 
the S-C 4020. The call statement is: 

CALL BNBCDV (D, BCDWD, NDS) 

D Floating point number to be 
converted into BCD. 

BCDWO Location in which the 6-
character (rounded) BCD equiv­
alent will be stored. 

NDS Location in which the dec imal 
scale (number of digits to the 
left of the decimal point) will be 
stored. 

The sign of D is ignored, and must be handled 
separately by the programmer. 

Examples 

D = 12.345678 

The BCD equivalent of 123457 will be 
placed in BCDWD and the decimal scale of 
2 will be stored in NDS. 

D ::; - .01234567 

The BCD equivalent of 123457 will be 
placed in BCDWD, and the decimal scale 
of -1 in NDS. 



1· 
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VECTOR CHARACTER CONSTRUCTION AND USE 

In a preceding section, page 74.20.35, the tables 
of vector characters which are available in the 
system were presented. This section explains how 
vector characters are generated and how the pro­
grammer can create additional characters to be 
displayed by VCHARV and RITE2V. 

Vector Character Formation 

Given the proper specifications, VCHARV will 
generate any design that can be constructed by 
joining points on an 8 x 8 lattice with straight lines. 
A coordinate system in width (W) and height (H) is 
used to refer to positions on the lattice. Patterns 
are specified by giving coordinates of the positions 
on the lattice that are to be connected by vectors. 
As shown on the diagram, the W and H coordinates 
each can have values from 0 to 7. 

H 
t 
7 
6 
5 ••••• 
4 
3 
2 
1 
o X. 

(ILX,ILY)~ 
W--..01234567 

LVH 

ILX, ILY are the coordinates used by VCHARV to 
position the character. LVW, LVH represent the 
distances (expressed in raster counts) from one 
lattice position to an adjacent position. 

Character Size 

The size of a character (or other design) depends 
upon the amount of space between adjacent positions 
on the lattice. The number of raster counts be­
tween positions may be specified by calling the sub­
program CHSIZV (page 74. 20. 25). The arguments 
LVW and LVH indicate the desired number of ras­
ter counts between positions in width and height, 
respectively. If CHSIZV is never called, the 

values LVW = LVH = 3 raster counts will be used. 

Although it is possible to assign a value as s.mall 
as 1 to LVW and/or LVH, this is not practical for 
the-majority of characters. The upper limit de­
pends upon the particular character, and upon the 
restriction that no vectors in the pattern may 
exceed the resultant of 63 counts in the direction 
W, and 63 counts in the direction H. For example, 
if a particular pattern requires joining a position 
on the bottom row of the lattice with one on the top 
row, the maximum permissible value of·L VB i"l 9, 
since 9 (raster counts) multiplied by 7 (lattice 
intervals) = 63 counts. 

To draw these two vectors: 

The maximum permissible LVW, LVH = 9 counts 

To draw these two vectors: 

The maximum permissible LVW, LVH = 63 counts 

Character Orientation and Placement: VCHARV 

VCHARV permits a selection of four possible ori­
entations, illustrated on page 74. 60. 34. It rotates 
a character into the selected orientation by the way 
in which it applies the increments L VW and L VH . 

The following table shows the direction of applica­
tion of LVW and LVH for the four orientations. 
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Orientation Selection Directions in Which Increments are Applied 

K LVW LVH 

90 (Upright) 

180 

Positive in X Positive in Y 

Positive in Y Negative in X 

270 Negative in X Negative in Y 

o (or 360) Negative in Y Positive in X 

To prevent characters from overlapping the edge of the frame, the orientation and the specifica.tions of 
the position coordinates (ILX, ILY) must be considered. The following table shows the restrictions 
upon ILX, ILY for each of the four orientations. In the table, N.is one less than the number of lattice 
positions in width used by the character, a.nd M is one less than the number, in height. 

K ILX ILY 

90 (Upright) 

180 

o :=; ILX <:: 1023 - N*LVW o ::s ILY ~ 1023 - M"LVH 

M*LVH <:: ILX :s; 1023 o ::s ILY <: 1023 - N*LVW 

270 N*LVW :5 ILX :s; 1023 M*LVH s ILY <: 1023 

o (or 360) o <: ILX <: 1023 - M*IVH N*LVW === ILY <: 1023 

Pattern Specification 

A pattern specifies the points on the lattice to be 
joined by vectors. The pattern consists of a 
sequence of lattice coordinates arranged in the 
order W1, W2, H1, H2, W3, W4, H3, H4, ••• , 
etc, where (W1, H1) and (W2, H2) are the coordi­
nates of the end points of the first vector in the 
character, (W3, H3), and (W4, H4) are coordinates 
of the end points of the second vector, etc. The 
end of a pattern is signaled by the presence of at 
least 12 consecutive zero bits. 

Since values of W and H will not be larger than 7, 
the values can be packed into 7090/94 words, 
allotting 3 bits per value. As many words as are 
needed to include all coordinates may be used. 
The character T appears on the lattice as follows: 

7 
6 
5 •• • •• 
4 ••• 
3 •• •• 
2 ••• 
1 •• • •. 
OX· ••• 

(ILX, ILY) ~ 0 1 2 3 4 5 6 7 

The instructions for this pattern could be read in as 
the single octal word: 

PATRN1 

o 4662206 o o o 0 

Wl W2 H1 H2 W3 W4 H3 H4 (End of pattern) 

The pattern for M requires more than one word. It 
could be read in as an octal array, with a dimen­
sion of 2, in order to a,ppear in storage in pr~per 
FORTRAN array order. 

7 
6 
5 
4 
3 
2 

••• 

1 ••• 
~~ ... 

(ILX,ILY) ~ 
01234567 

The instructions for this pattern, in octal, are: 

o 

o 
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PATRN2(1) 

000602632436 

WI W2 HI H2 W3 W4 H3 I14 W5 W6 H5 H6 

PATRN2(2) 

440600000000 

W7 W8 H7 H8 (End of Pattern) 

The preceding examples make use of only a 5 x 7 
portion of the 8 x 8 lattice, as do all the characters 
in TABL1V, TABL2V, and TABL3V. (Exception: 
The $ sign extends to the t~p row, using a 5 x 8 
portion of the lattice.) 

Furnishing a Single Pattern to VCHARV 

A special form of VCHARV allows a single pattern 
to be furnished as a FORTRAN array. The follow­
ing call statement may be used: 

CALL VCHARV (K, NT, ILX, ILY, 0, A, 0) 

A A one-dimensional array in which the 
pattern must be stored. The fifth and 
seventh arguments must be zero. The 
remainder of the arguments are as 
described on page 74. 20. 31 "A" 
must not be named on an "F" card. 

* FAP 
C~UNT 25 
ENTRY TABL9V 

Table Structure 

If the programmer has need for a number of spec­
ial characters not in the system tables, he can 
build a table, in the F AP language, similar to 
TABL1V, TABL2V, and TABL3V. ~s with these 
three, he must use an "F" card carrying the 
table name. 

Normally, the ECM does not carry infor­
mation involving the FAP language, and 
there is no intention to teach it here. 
Programmers who are familiar with this 
language will find the following information 
helpful in constructing such tables. Those 
who are not acquainted with it should draw 
up the specifications for the characters 
they need, and contact their computing 
coordinator for assistance in the actual 
programming . 

Since the number of words in each pattern varies, 
a list of entries is employed in the search for a 
specific character pattern. The location T ABL V + 1 
must contain, in its address, the location of the-
list of entries. Each table is compiled as if it were 
a F AP subprogram for FORTRAN use. Storage is 
FORTRAN-array type, i. e., descending storage 
for the table and for each individual pattern within 
it. Note that each individual character ends with 
12 zeros. For the statement "VFD N/M, N/M," 
etc, N is the number of bits allotted to M, which 
in turn is the quantity to be used for W (or H). 
(The patterns illustrated are the numeric charac­
ters 0 through 5.) 

VFD 9/12, 9/14, 18/0 
9/0, 9/3, 9/5, 9/8 ENTR9V VFD 

N5 

N4 

N3 

VFD 3/0, 3/0, 3/4, 3/6, 3/0, 3/4, 3/6, 3/6, 12/0 
VFD 3/4, 3/4, 3/1, 3/3, 3/4, 3/3, 3/3, 3/4, 3/3, 3/0, 3/4, 3/4 
VFD 3/0, 3/1, 3/1, 3/0, 3/1, 3/3, 6/0, 3/3, 3/4, 3/0, 3/1 
VFD 3/0, 3/4, 3/2, 3/2, 24/0 
VFD 3/2, 3/4, 6/0, 3/3, 3/3, 3/0, 3/6, 3/3, 3/0, 3/6, 3/2 
VFD 3/3, 3/1, 3/6, 3/6, 3/1, 3/0, 3/6, 3/5, 12/0 
VFD 3/3, 3/4, 3/3, 3/4, 3/4, 3/4, 3/4, 3/5, 3/4, 3/3, 3/5, 3/6 
VFD 3/4, 3/4, 3/1, 3/2, 3/4, 3/3, 3/2, 3/3, 3/3, 3/2, 3/3, 3/3 
VFD 3/0, 3/1, 3/1, 3/0, 3/1, 3/3, 6/0, 3/3, 3/4, 3/0, 3/1 
PZE 0 

N2 
VFD 3/4, 3/4, 3/5, 3/4, 3/4, 3/0, 3/4, 3/0, 3/0, 3/4, 6/0 
VFD 3/0, 3/1, 3/5, 3/6, 3/1, 3/3, 3/6, 3/6, 3/3, 3/4, 3/6, 3/5 
PZE 0 

N1 

TABL9V 

VFD 3/1, 3/3, 6/0, 3/2, 3/2, 3/0, 3/6, 3/1, 3/2, 3/5, 3/6 
VFD 3/3, 3/2, 3/0, 3/0, 3/2, 3/1, 3/0, 3/1, 12/0 
VFD 3/3, 3/4, 3/6, 3/5, 3/4, 3/4, 3/5, 3/1, 3/4, 3/3, 3/1, 3/0 
VFD 3/1, 3/1, 3/1, 3/5, 3/1, 3/2, 3/5, 3/6, 3/2, 3/3, 3/6, 3/6 
PZE ENTR9V 
END 
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WRITING MORE THAN ONE VECTOR CHARAC­
TER: RITE2V 

If only one character is to be dis,played, VCHARV 
is suitable, but for several characters, RITE2V 
can be employed more easily. Since RITE2V uses 
VCHARV to generate characters, much of the pre­
ceding discussion applies. However, unlike 
VCHARV, which uses the lower left corner of the 
lattice as its position reference point, RITE2V 
uses the center of the 5 x 7 portion of the 8 x 8 
lattice. 

Character Orientation and Placement: RITE2V 

The following diagrams show the relation between 
the character lattice as it is used in RITE2V and in 
VCHARV. The 5 x 7 lattice is shown superimposed 
upon the maximum 8 x 8 lattice. The asterisk ind­
icates the reference point (IX, IY) as used by 
RITE2V, while the X indicates the reference 
point (!LX, ILY) as used by VCHARV. 

K = 90 K = 0 or 360 

(One more LVH increment must be considered for 
the $ sign.) 

The character space size and row size to be used 
by RITE2V depend upon the character size and the 
space requirea to prevent overlapping of charac­
ters. Since the characters in the tables normally 
used by RITE2V are based on a 5 x 7 lattice, the 
character size is, usually, 4*LVW by 6*LVH. (For 
the $ sign, it is 4*LVWby 7*LVH.) Also, since 
LVW = LVH = 3, the character size is 12 by 18, 
unless changed by CHSIZV. The standard quanti­
ties ISPACE and IR~W used by RITE2V are 18 and 
24, respectively, allowing sufficient space to pre­
vent overlapping of characters. 

On page 74. 20. 25, the description of RITSTV shows 
how the programmer may redefine ISPACE, IR~W, 
and also may name a table other than TABLIV 
(which is normally used). The table named may be 
one of the alternate ones provided by the system 
(TABL2V, TABL3V), or one of the programmer's 
own design. 

Furnishing a Single Pattern to RITE2V 

An alternate form of RITSTV allows the program-

o 

mer to furnish a single character pattern in an :~ 
array. The call statement is~ V 

K = 180 K = 270 

Since the center is used as the character refer­
ence point by RITE2V, and since a 5 x 7 lattice is 
normally used, the restrictions upon the pOSition 
coordinates differ slightly from those shown in the 
table for VCHARV on page 74.60.32. The 
restrictions are: 

K IX 

CALL RITSTV (ISPACE, IR~W, A, 0) 

A A FORTRAN array in which the program­
mer has stored one character pattern. 
"A" must not be named on an "F" card. 

The last argument must be zero, to indicate to the 
subprogram that A is not a table. ISPACE and 
IR~W are as defined on page 74. 20. 25. 

As shown on page 74.60.33, VCHARV can also be 
employed to generate a single character from a 
pattern supplied as an array. Although VCHARV is 
more economical of machine time, the programmer 
may find it less awkward to use RITSTV to insert a 
character into printed information being written by 
RITE2V. 

lY 

90 2*LVW :5 IX :S 1023 - 2*LVW 3*LVH :5lY :S 1023 - 3*LVH 

180 3*LVH :5 IX :S 1023 - 3*LVH 2*LVW :SlY s 1023 - 2*LVW 

270 2*LVW ::::;; IX :S 1023 - 2*LVW 3*LVH ==1Y::::;; 1023 - 3*LVH 

o (or 360) 3*LVH == IX s 1023 - 3*LVH 2*LVW :s; IY :5 1023 - 2*LVW 

0 
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TRANSMISSION OF COMMANDS 

The (PL~T) subroutine and an entry point within it, 
(CLEAN, are the only entries provided by the sys­
tem that transmit commands to the output tape. 
Since these entries can only be utilized by subpro­
grams in the FAP language, they are normally 
used directly only by systems programmers. How­
ever, some of the characteristics itemized below 
may be of interest to others. 

1. An S-C 4020 command can be transported 
to the S-C 4020 output tape by (logically) 
putting the command in the accumulator and 
using the FAP instruction: 

TSX (PL~T), 4 

When (PL~T) is entered, the word in the 
accumulator must be in the exact format 
recognized as a command by the S-C 4020. 

2. If a command must be followed by an end-of­
record gap, the subprogram must use 
(CLEAN to write it. This entry is called by 
the instruction: 

TSX (CLEAN, 4 

3. (PL~T) includes (and supervises) two output 
tape buffers. Each buffer accommodates 
167 words. (This buffer size allows the 
tape records to be within the length that can 
be accepted by the NAA microwave 
equipment.) If (CLEAN is called, it will 
write the current (useful) contents of the 

buffer on tape and write an write an end-of­
record gap; the buffer usage will be 
alternated . 

4. The NAA convention is to treat the lower 
left corner of the raster as the (0,0) coord­
inate, and the upper right corner as the 
(1023,1023) coordinate. The machine com­
mands must use the raster coordinate sys­
tem built into the S-C 4020, with the (0,0) 
point in the upper left corner and the 
(1023,1023) point in the lower right corner. 
In the system subprograms at NAA, one of 
the final steps taken to prepare an S-C 4020 
command for transm ission is to subtract 
the Y raster coordinate from 1023, thus 
converting the NAA raster orientation to 
S-C 4020 specifications. 

5. When the first S-C 4020 command in a job is 
sent to (PL~T) for transmission, it will be 
held up automatically while (PL~T) trans­
mits the ID frame. Currently, (PL~T) 
selects both cameras prior to the ID frame 
commands, and selects the 9-inch camera 
only following the ID frame transmittal. 

6. During writing of the ID frame, (PL~T) 
communicates with several cells in the NAA 
monitor area in order to obtain identifica­
tion information derived from the Account 
card. These locations are (TES), (CTJB), 
(CTES), (J~BN), and (IDCD). 

After the ID frames have been written, the 
area containing the instructions for writing 
them is reassigned as part of the buffer 
area. 
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S-C 4020 Call Statement Summary 

THE FOLLOWING LIST OF S-C 4020 SYSTEM SUBPROGRAMS IS INTENDED AS A QUICK 
REFERENCE. THE SUBPROGRAMS ARE GRDUPED ACCORDING TO THEIR FUNCTIONS. 
THE CALL STATEMENTS ARE SHOWN BUT NO DETAILS ARE GIVEN. ARGUMENTS THAT 
REPRESENT OUTPUT FROM THE SUBPROGRAM ARE UNDERL I NED .• 

CLASc:. SUB-CLASS CALL AND FUNCTION STATEMENTS 

CAMERA SELECT CALL CAMRAV (NCAM) 

FRAME ADVANCE ADVANCE CALL FRAMEV OR CALL FRAMEV (NF) 

RESET CALL RESETV OR CALL RESET V (NFl 

COUNT FRAMES CALL NOFRV (N9. N351 - -
GRIDIV CONTROL MARGIN SET CALL SETMIV (MTL • MTR • MTB • MTT ) 

74.90.21 

PAGES 

74.10.01 

74.10.03 

74.60.03 

74.10.04 

74.30.01 

MARGIN RETRIEVE CALL SETMOV (MTLL. MTRL. MTBL. MTTL I 74.30.01 - - - -
LABEL CHARACTER 

SIZE SET CALL SETCIV (hl.IHI 74.30.09 

SIZE RETRIEVE CALL SETCOV ( I WL. I HL I 74.30.09 --
SET HOLD CALL HOLDIV (NH ) 74.30.09 

RETRIEVE HOLD CALL HOLDOV (NHL) 74.30.09 - : 

ALSO SEE SCALE MODE SELECTION 

I 

SCALE MODE SET CALL SMXYV (MX • MY I I 74.30.21.74.40.07 

RETRIEVE CALL MSXYV (MXL. MYLI 74.30.21.74.40.07 - -
FIND ARGUMENTS X-DIRECTION CALL DXDYV(I.XL.XR.DX.N.I.NX.DC.IERRI 74.10.13.74.50.09 
FOR GRIDIV ---- -

Y-DIRECTION CALL DXDYV(2.YB.YT.DY.M.~.NY.DC.IERR) 74.10.13.74.50.09 -_._- -
GRID.CONSTRUC;T BASIC CALL GRIDI V (L.XL.XR.YB.YT.DX.DY. 74.10.04. 

±N.±M.±I.±~.±NX.±NY) 74.30.21. 
SEE FOOTNOTE 74.50.01 

VERTICAL LINEAR CALL LINRV ( 1 • LYREFR. IYMIN. IYf\IIAX. 74.50.21. 
XL.XR.DX.N.l.±NX.IWI 74.30.27 

HORIZ. LINEAR CALL LINRV (2. LXREFR, IXMIN. IXMAX. 74.50.21. 
YB.YT.DY.M.~.±NY. IH) 74.30.27 
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LOG VERTICAL CALL NONLNV ( 1 • LYREFR. IYMIN. IYMAX. 74.50.21. 
XL.XR.DX.N.I.±NX.IW) 74.30.27 

SEE FOOTNOTE o 
LOG HORIZONTAL CALL NONLNV (2. LXREFR. IXMIN. IXMAX. 74.50.21. 

YB.YT.DY.M.~.±NY.IH) 74.30.27 
SEE FOOTNOTE 

SCALE FACTORS COMPUTE FOR X CALL XSCALV (XL. XR. ML. MR ) 74.40.01 

COMPUTE FOR Y CALL YSCALV (YB. YT. MB. MT ) 74.40.01 

SAVE FACTORS CALL SCLSAV (R) 74.40.05 

RESET FACTORS CALL RESCLV (R) 74.40.05 -
CONVERSION WITH INDICATION NXV(X) 74.40.03 
WITH/WITHOUT 
ERROR INDICATE WITH I NO ICATlON NYV(Y) 74.40.03 

WITHOUT IXV(X) 74.40.03 

WITHOUT IYV(Y) 74.40.03 

ALSO SEE POINTV • APLOTV 

INVERSE OF UXV ( I X) 74.40.03 
CONVERSION 

UYV ( IY) 74.40.03 

CAN ONLY BE USED IN LINEAR MODE 

TRANSFORMATION XMOOV(X) 74.40.07 

YMODV(YI 74.40.07 

OFF-SCALE ERROR INDICATOR CELLS CALL SCERRV (KX.KY) 74.40.09 --INDICATORS 

SAVE CELL LOC. CALL SERSAV (KSX.I<SY) 74.40.10 --
RESET LOCATIONS CALL SERREV (KSX.KSY) 74.40.10 

INTENSITY BRIGHT CALL BRITEV OR CALL BRITEV ( 1 X. IY) 74.10.13. 
LATTER ALSO SETS CURRENT POINT .74.60.04 

FAINT CALL FAINTV OR CALL FAINTV ( IX. IY) 74.10.13. 
LATTER ALSO SETS CURRENT POINT 74.60.04 

POINT PLOTTING SINGLE POINT CALL POINTV (X. Y. ±NS) 74.10.19 

SPECIAL FORM CALL POINTV ( I X. IY. ±NS. ANY) 74.10.19 

ARRAyS OF DATA CALL APLOTV (±NK.XARRAY.YARRAY.~X.~Y. 74.10.15 
±NC. MARKPT. IERR) 

LOWEST FORM. CALL PLOTV ( I X. IY. NS) 74.10.19 
o 
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LINES VECTOR LINES CALL LINEV ( IXI. I Y I • IX2. IY2 I 74.10.25 

AXIS VERTICAL CALL YAXISV ( IX. I Y) 74.10.25 

AXiS HORIZONTAL CALL XAXISV (IX.IY) 74.10.25 

LABELS CHARACTRON CHAR CALL LABLV (D.IX.ly.±NCHAR.NT.NDMAX) 74.10.23 

ALSO SEE BNBCDV AND HOLLV 74.60.11 

PRINTING AND ONE CHARACTKON CALL PLOTV (IX.ly.NS ) 74.10.19 
RELATED SUBRS. 

MULTIPLE CALL PRINTV ( ±N. BCDTXT. IX. I Y) 74.10.21 

SPECIAL SPACING CALL APRNTV (INCRX.INCRY.±N.BCDTXT. 74.10.21.74.20.41. 
I X. IY) 74.20.36 

AS PRINTER CALL SCOUT V 74.20.02 

SPECIAL FOR,\II CALL SCOUTV (L1 NE1 ) 74.20.07 

SPECIAL FORM CALL SCOUTV (LINE1. INC ) 74.20.07 

SET SCOUTV LOC. CALL LOCSTV (IX.Iy.IS) 74.20.11 

SAVE LOCATIONS CALL LOCSAV (ISX.ISYI 74.20.15 --
WRITE IN VECTOR CALL RITE2v (IX,ly.LIMIT.K.NT.NTOTAL. 74.20.21. 

CHARACTERS NTH.BCDTXT.NLAST) 74.60.34 

SET UP RITE2V CALL RITSTV (ISPACE.IROW.TABL V ) 74.20.25.74.60.34 

SPECIAL FORM CALL RITSTV ( I SPACE, IROW. A. 0) 74.60.34 

RETRIEVE LOC. CALL RITXYV (LX.LY) 74.20.25 --
ONE VECTOR CHAR CALL VCHARV (K.NT.ILX.ILy.NS.TABL VI 74.20.31.74.60.31 

SPECIAL FORM CALL VCHARV (K.NT.ILX,ILy.O.A.O) 74.60.31 

FORM OVERLAy CALL FORMV 74.20.51 

ERROR MARK CALL ERMRK\( 74.50.02 

OTHER S-C4020 SUBR. NAMES THAT MAY APPEAR ON THE LOAD MAP ARE 

ERRLNV (PAGE 74.50.02). ERRNLV (PAGE 74.50.02) 
(SCRTV. (CTAPE. (5TH). 
(4020). (BUMP. (YTOP). 

(CNTV) • 
(YREG) , 

(P •• 1). 
(XXXX). 

(P •• 2). (P •• 3) (P •• 4). (PLOT). (CLEAN. 
(YYYY). (SMXV). (SMYV), STOPV 

AND SOME THAT ARE NOT S-C 4020 SUBRS. • BUT ARE CALLED BY THEM 

(lOS). (SDL), (WRS). (WTCIf (RCHlt (TES). (WER), (CT..JB)e 
(CTES). (..JOBN). (IDCD). (TCO). (IOH). (LOUT). (WDCT) 

** FOOTNOTE: IN LOG MODE CERTAIN RE­
STRICTIONS APPLY TO DX.DY.N.M.I • ..J 
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ALPHABETICAL INDEX. S-C 4020 TABLES AND SUBPROGRAMS 

(WITH CALLING SEQUENCESJ 

NAME 

APLOTV 

APRNTV 

CALL APRNTV (INCRX.lNCRV.N.6COTXT.IX .• IV) 
CALL APRNTV (INCRX.INCRV.-N.NH------.IX.IVJ 

PRINTING ON SLOPES 
EXAMPLE OF USE FOR SPECIAL SPACING 

BNBCOV 

CALL BNBCOV (O.BCOWO.NDSJ 

BRITEV 

CALL BRITEV 
CALL BRITEV (NX.NY) 

USE TO SET CURRENT POINT 

CAMRAV 

CALL CAMRAV eN) 

CHARACTRON CHARACTERS. TABLE OF 

CHSIZV 

CALL CHSIZV (LVW.LVHJ 

ADDITIONAL OETAILS 

(CLEAN 

DXDYV 

CALL DXDVV (I.XL.XR.DX.N.I.NX.OC.1ERR) 
CALL OXOYV (2.YB.VT.OY.M.~.NY.DC.IERR) 

DENSITY FACTOR, ILLUSTRATION OF 
NOT USABLE IN LOG MODE 

ERMRKV 

CALL ERMRKV 

ERRLNV 

ERRNLV 

FA I NTV 

CALL FAINTV 
CALL FAINTV (IX.IY) 

• USE TO SET CURRENT POINT 

PAGE NO. 

74.10.15 

74.10.21 

74.20.41 
74.20.36 

74.60.11 

74.10.13 

74.10.13 
74.60.04 

74.60.04 

74.10.01 

74.20.25 

74.60.31 

74.90.11 

74.10.13 

74.50.09 
74.30.21 

74.50.02 

74.50.02 

74.50.02 

74.10.13 

74.10.13 
74.60.04 

74.60.04 

74.99.01 
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FORMV 

CALL FORMV 

FRAMEV 

CALL FRAMEV 
CALL FRAMEV (N) 

EFFECT ON SCOUTV 

GRIDIV 

LOGARITHMIC MODE 
OPERATIONAL DETAILS OF 
SEE ALSO SETMIV.SETCIV.HOLDIV.SMXVV 

HOLD IV 

CALL HOLDIV CNHt 

HOLDOV 

CALL HOLDOV C NHL t 

HOLLV 

IXV 

IYV 

CALL HOLLV (N.BCDTXT.NS) 
CALL HOLLV (-N.NH-------.NS) 

IX • IXVOO 

IV • IYVCV) 

LABLV 

CALL LABLV CD.IX.JY,NCHAR.NT.NDMAX) 

USE OF TYPEWRITER MODE 

LINEV 

CALL LINEV (IXl.IV1.IX2.IV2) 

LINRV 

CALL LINRV (l.LYREFR.IVMIN.IYMAX.XL.XR.DX.N.I.NX.IW) 
CALL LINRV C2.LXREFR.IXMIN.IXMAX.VB.VT.DV.M.J.NV.IH) 

PRELIMINARY INFORMATION 

LOCSAV 

CALL LOCSAV CISX.ISY) 

LOCSTV 

CALL LOCSTV (lx.IV,IB) 

ADDITIONAL ILLUSTRATION 

74.20.51 

74.10.03 

74.20.02 

74.10.04 

74.30.21 
74.50.01 

74.30.09 

74.60.11 

74.40.03 

74.40.03 

74.10.23 

74.60.03 

74.10.25 

74.50.21 

74.30.27 

74.20.15 

74.20.11 

74.30.06 

8-20-64 

o 

o 
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MSXYY 74.30.21 

CALL MSXYV (MXL,MYL) 

ADDITIONAL DETAILS 74.40.07 

NOFRV 74.10.04 

CALL NOFRY (N9,N35) 

NONLNY 74.50.21 

CALL NONLNY Cl,LVREFR,IYMIN,IVMAX.XL.XR.DX,N,l.NX,lW) 
CALL NONLNY '2,LXREFR,IXMIN'IXMAX.VB.YT.DY.M.~.NY.IH) 

PRELIMINARV INFORMATION 

NXY 
IX • NXVCXJ 

NVY 

IY • NYVCY) 

PREL I M 1 NARy I NFORMA T ION 

(PLOTJ 

PLOTV 

CALL PLOTV (IX.IY,NS) 

POINTY 

CALL POINTV (X,V,NS) 
CALL POINTY C I X. I V , NS , ANY) 

PRINTY 

CALL PRINTY (N.BCDTXT,IX.IYJ 
CALL PRINTY (-N,NH------.IX.IY) 
CALL PRINTY CN.BCDTXT) 
CALL PRINTY CN.NH------) 

USE OF TYPEWRITER MODE 
UTILIZATION OF CURRENT POINT 

RESCLY 

CALL RESCLY (R) 

RESETY 

CALL RESETY 
CALL RESETY (NF) 

RITE2Y 

74.30.27 
74.10.25 

74,40.03 

74.40.03 
74.10,25 

74,10.25 

74,90.11 

74.10.19 

74.10.19 

74.10.21 

74.60.04 
74.60.04 

74.60.03 
74.60,04 

74.40.05 

74,60.03 

74.20.21 

CALL RITE2Y (IX.IV,LIMIT,K.INT,NTOTAL,NTH.BCDTXT,NLAST) 
CALL RITE2Y (IX,IV.LIMIT.K.INT,NTOTAL,-NTH,NH-------,NLASTJ 

ADDITIONAL DETAILS, RESTRICTIONS 
EFFECT OF LIMIT 

74.60.34 
74,20,23 

74.99.03 
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RITSTV 

CALL RITSTV (ISPACE.IROw.TABL-V) 
CALL RITSTV CISPACE.IROW.A.O) 

FURNISHING SINGLE PATTERN 

RITXVV 

CALL RITXVV (LX.LV) 

SCERRV 

CALL SCERRV CKX.KVJ 

SCLSAV 

CALL SCLSAV CRt 

SCOUTV 

CALL SCOUTV 
CALL SCOUTV CLlNE1) 
CALL SCOUT V (LJNEl.INC) 

GRAPH ANO PRINTED INFORMATION ON ONE FRAME 
USE OF TVPEWRITER MODE 

SERREV 

CALL SERREV CLOCX.LOCV) 

SERSAV 

CALL SERSAV (LOCX.LOCV) 

SETCIV 

CALL SETCIV CIW.IH) 

SETCOV 

CALL SETCOV CIWL.IHL) 

SETMIV 

CALL SETMIV CMTL.MTR.MTB.MTT) 

SETMOV 

CALL SETMOV CMTLL.MTRL.MTBL.MTTL) 

SMXVV 

AODITIONAL OETAILS 

STOP TV 

CALL STOP TV 

TABL-V 

UXV 

x • UXVCIXJ 

74.20.25 

74.20.25 
74.60.34 

74.60.34 

74.40.09 

74.40.05 

74.20.02 

74.20.02 
74.20.07 
74.20.07 

74.30.06 
74.60.03 

74.40.10 

74.30.09 

74.30.09 

74.30.01 

74.30.01 

74.40.07 

74.60.03 

74.20.35 

74.40.03 

8-20 .. 64 
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UYV 

v .. UYV([V' 

VCHARV 

CALL VCHARV (K,NT,ILX.ILV.NS.TABL-V' 
CALL VCHARV CK.NT.JLX.ILV,O.A.O) 

ADDITIONAL DETAILS 

VECTOR CHARACTERS 

SYSTEM TABLES OF 
SEE ALSO RITE2V,VCHARV,CHSI2v.RITSTV 

XAXISV 

CALL XAXISV (IX.IV) 
XMODV 

XPRJME • XMODV(X) 

XSCALV 

CALL XSCALV (XL.XR.ML.MR) 

(XXXX) 

VAXISV 

CALL VAXISV (IX,IV) 

VMODV 

VPRIME .. YMODVCY) 

YSCALV 

(YVVYJ 

74.40.03 

74.20.31 

74.20.31 
74.60.33 

74.60,31 

74,60,31 

74,20,35 

74,40,01 

74.40,07 

74,10,25 

74.40,07 

74.40,01 

74,40,07 

74.99.05 
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EDPM AUXILIARY OPERATIONS REQUEST 

Frequently it is desirable to perform operations that do not require any computer time; these auxiliary 
operations include keypunching, reproduction of decks, sorting, listing, etc. A properly completed EDPM 
Auxiliary Operations Request (114-A-7, revised 2-64) should accompany all such jobs. Each operation is 
requested by marking a corresponding box placed on the left side of the page; the order in which the work 
is to be done can be specified by placing numbers in these boxes. 

The form is two-part - the card-size second part is used as a return mailer. See page 90.20.22. 

If special instructions are necessary, they can be written on the reverse side of the page. If the same type 
of special instructions is used frequently, a slip may be dittoed and stapled to the back of the form. The 
vocabulary of such special instructions should correspond to that used on the front of the form. 

An illustration of this form appears on the following page. An explanation of the several parts of the 
form follows. 

EDPM AUXILIARY OPERATIONS REQUEST 

JOB NUMBER 

PRIORITY NAME DEPT. GROUP DATE SUBMITTED 

TYPE 

FACILITY BLDG. FLOOR PHONE TIME SUBMITTED 
SIGNATURE 

Item Meaning When Must It Be Filled In? Reference 

Job Number Unique identification Always. P.90.10.02 
of job. 

Priority Self-explanatory. As applicable. 

Programmer f s 
Mailing Address 

Name I Dept. 
Self - explanatory. Always. Group 

Phone 

Facility I Bldg. Self-explanatory. As needed to insure correct 
Floor mailing. 

Date Submitted Self -explanatory. Always. 

Time Submitted Self -explanatory. As desired. 

Note that a unique job number should be used for identification purposes, even though job numbers used for 
auxiliary work will not appear on any statistical reports. (The costs of auxiliary work are usually charged 
to a pool; they are prorated and included in the charges made for major computer time.) 
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I EOPM AUX1LIAR:YOPEti-Tl9NS. REQfJE$T o 
EOPM AUXILIARY OPERATIONS REQUEST 

JOB NUMBER ~OUP OATE SUBMITTED 

PRIORITY NAME DEPT. GROUP DATE SUBMITTED 

t-aNr TIME ~UeMITTED 

TYPE 

FACILITY BLDG. FL.OOR PHONE TIME SUBMITTED 
SIGNATURE TIME IOV, 

BOX DATE TIME BY 

Received DEFERRED 
DATE TIME BY 

Keypunched REASON 

Verified 
Complete 

0 KEYPUNCH Sheets 

0 SEE ADDITIONAL INSTRUCTIONS ON REVERSE SIDE 

0 SEE ADDITIONAL INSTRUCTIONS ATTACHED 

[ ] REMARKS: 
I 

DECKS TO BE USED: Keypunch 
I 

From} I 
I 

(Show Deck Numbe,) Enclosed I files I 

INDICA TE THE ORDER IN WHICH WORK IS TO BE DONE BY NUMBERING THE SQUARES 

INDICATE CHOICE OF SPECIFICATIONS BY PUTTING X'S IN THE CIRCLES 

STANDARD OPERATIONS 

I 
ADDITIONAL SPECIFICATIONS 

(When non-standard) 

0 REPRODUCE Times, Deck No. I Leave Col. blank 

0 PUNCH Identification, , in I Columns through 
reproduced deck. (Cols. 73-77 Standard) 

0 PUNCH Sequence Number 73 
80 I Starti ng with I I I I I I I I I 

n 81 Increment I I I I I I I I 

0 INTERPRET Deck(s) No. I (Cols. 1-52 and 73-80 Standard) 

0 SORT Separately Deck No. Columns through 
Deck No. 0 Sort all cards (together) 

(Numeric sort on Cols. 73-80 Standard) 0 Sort alphanumerically 

0 MERGE 
Deck No. into Deck No. Columns through 

SECONDARY PRIMARY 

0 Duplicates allowed 
(Standard: numeric merge, columns 73-80, duplicates 
removed from primary deck) 0 Flag Duplicates 

0 SEQUENCE CHECK Deck No. Columns through 

(Standard: numeric sequence check, columns 73-80, 0 Duplicates allowed 
duplicates flagged) 

0 LIST o Single Space o Double Space DECK NO. 

0 ENTER into production status, Deck 
c 

FORM 1 t4-" .. 7 REV. 2·e#. .. 
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BOX DATE TIME BY 

Received DEFERRED 
DATE TIME BY 

Keypunched REASON 

Verified 
Complete 

The above portion of the form is reserved for the use of the EDPM group to record the progress of the job 
and to explain any reason which may cause deferment. 

D KEYPUNCH Sheets 

D SEE ADDITIONAL INSTRUCTIONS ON REVERSE SIDE 

D SEE ADDITIONAL INSTRUCTIONS ATIACHED 

o REMARKS: 

DECKS TO BE USED: Keypunch ___ _ 

(Show Deck Number) Enclosed 

Item Meaning 

Keypunch Sheets Self - explanatory. --
See Additional Instructions Self -explanatory. 

On Reverse Side 

See Additional Instructions When a special form or 
Attached page must be attached 

because this form will 
not cover the situation. 

Remarks: Self -explanatory. 

Decks To Be Used: Self -explanatory. 

From t 
files ~ 

When Must It Be Filled In? 

Whenever keypunching required. 

As needed. 

As needed. Attach the additional 
instruction sheet with a staple. 

As needed for brief additional 
information. 

Always, unless the request is for 
keypunching only. 

Reference 

The major portion of the form contains instructions for auxiliary operations other than keypunching. The 
order in which the work is to be done is indicated by numbering the squares. 

Certain operations are considered standard; they appear on the left side of the sheet, following the square 
boxes. To indicate standard operations, number the boxes and fill in the blanks on the left side of the sheet. 

If nonstandard operations are desired, the boxes are numbered, but additional specifications are given 
on the right side of the form by filling in the blanks and/or putting "Xts" in the circles. It is also per­
missible, on the nonstandard side, to include additional information or a note to "See REMARKS Above. " 
(This is not to imply that lengthy notes in microscopic handwriting will be accepted - if· the job is that 
complicated, the instructions should be put on the back of the form or on an attached sheet.) 
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TYPICAL JOB REQUEST 

FOR FmST WORK DONE ON A PROGRAM o 
EDPM AUXILIARY OPERATIONS REQUEST 

3Jf7/ - pI 
JOB NUMBER W. flA Ill:. 3-1-/.S"' .:l.9/ (') 7~ 

PRIORITY NAME DEPT. GROUP DATE SUBMIT·TED 

TYPE L. A. ).. -/S" ;l. RJ/:Jz.. 3: 0 t> ;0/'1 
FACILITY BLDG. 

SIGNATURE 
FLOOR PHONE TIME SUBMITTED 

BOX OATE TIME BY 

Received DEFERRED 
DATE TIME BY 

Keypunched REASON 

Verified 
Complete 

[I] KEYPUNCH .. 1:1.. Sheets 

0 SEE ADDITIONAL INSTRUCTIONS ON REVERSE SIDE 

0 SEE ADDITIONAL INSTRUCTIONS ATIACHED 

[ ] REMARKS' 
1 

DECKS TO BE USED: S-T ,'S- I 

From} Keypunch I 
I 

(Show Deck Number) Enclosed I files I 

INDICATE THE ORDER IN WHICH WORK IS TO BE DONE BY NUMBERING THE SQUARES 

INDICATE CHOICE OF SPECIFICATIONS BY PUTTING x's IN THE CIRCLES 

STANDARD OPERATIONS I ADDITIONAL SPECIFICATIONS 
(When non-standard) 

() 

0 REPRODUCE Times, Deck No. I Leave Col. blank 

0 PUNCH Identifi cation, , in I Columns through 
reproduced deck. (Col s. 73~77 Standard) 

0 PUNCH Sequence Number 73 
80 I Starting with I I I I I I I I I 

73 80 
Increment I I I I I I I I I 

~ INTERPRET Deck(s) No. ST 715 I (Cols. 1-52 and 73-80 Stondard) 

III SORT Separately Deck No. ST ,'IS" Columns through 
Deck No. 0 Sort all cards (together) 

(Numeric sort on Cols. 73-80 Standard) 0 Sort alphanumerically 

0 MERGE 
Deck No. into Deck No. Columns through 

SECONDARY PRIMARY 

0 Duplicates allowed 
(Standard: numeric merge, columns 73-80, duplicates 

0 removed from primary deck) Flag Duplicates 

~ SEQUENCE CHECK Deck No. sr 7"1£ Columns through 

(Standard: numeric sequence check, columns 73-80, 0 Dupl icates allowed 
duplicates flagged) 

[1] LIST 5T 71$'" o Single Space ~ Double Space DECK NO. 

() 
0 ENTER into production status, Deck 

FORM 1 ' .... A .. 7 REV. 2-14 



NORTH AMERtCAN -AVIATION, INC. 

4-29-65 ENGINEER'S COMPUTING MANUAL 90.20.25 

C' D REPRODUCE ___ Times, Deck No. Leave Col. blank 

c 

The required number of copies of the specified deck will be punched. If certain columns are to be left blank, 
that fact should be noted on the right-hand side. 

D PUNCH Identification, _________ , in 
reproduced deck. (Cols. 73-77 Standard) 

Columns ________ _ through _____ _ 

The deck will be identified as specified; the standard program deck identification consists of five alpha­
numeric characters punched in columns 73-77. Provision is made for identification punching in other 
columns, if desired, on the right side of the sheet. 

D PUNCH Sequence Number 73 80 

Starting with ... 1 --'-----J~L--.L_-'--...L.-....I......._'I 
73 80 
I I Increment 

The first sequence number desired should be written in the top spaces. Note that if an identification has 
been punched in columns 73-77, only columns 78-80 should be filled with the desired sequence number. 
The increment to be used should be specified in the bottom spaces. 

D INTERPRET Oeck(s) No. ________ _ 
(Cals. 1-52 and 73-80 Standard) 

When a deck is interpreted, the information punched in card columns 1 through 52 (or 1-50 on some 
interpreters) and 73 through 80 is printed at the top of the card. For binary decks, only columns 73 
through 80 can be interpreted, 

o SORT Separately Deck No. ____________ _ Columns _______ _ through ______ _ 
Deck No. _________ _ o Sort all cards (together) 

(Numeric sort on Cols. 73-80 Standard) o Sort alphanumerically 

The standard sort is numeric on columns 73-80. Provision is made for sorting decks separately or 
together. If the "Sort all cards (together)" circle is X'd, it will be assumed to refer to all decks 
listed under "Decks to be used" at the top of the form, unless specific deck numbers are listed in this 
box on the left. (If, for example, two decks out of a possible three are to be sorted together, the 
numbers of the two to be sorted may be listed on the left side and the "Sort all cards (together)" circle 
can be X'd. In this case, the word "Separately" on the left side may be crossed out to emphasize 
exactly what is desired.) 

When an alphanumeric sort is requested, numeric characters will appear after alphabetic (e. g., "0" 
will follow "Z"). If special characters (*, (, =, etc.) are encountered, they will be interspersed among 
the alphabetic characters according to the zone punch contained on the card. 
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EDPM AUXILIARY OPERATIONS REQUEST 

3J./1J - 1/3 
JOB NUMBER 

/AI /lA/a. tit/ tJ7z.. "3 -IS" - ~S" 
PRIORITY NAME DEPT. GROUP DATE SUBMITTED 

TYPE /... A. .2. - If :J.. ?~~2. 9:~s- 11M 
FACILITY BL.pG. 

SIGNATURE 
FLOOR PHONE TIME SUBMITTED 

BOX DATE TIME BY 

Received DEFERRED 
DATE TIME BY 

Keypunched REASON 

Verified 
Complete 

[[] KEYPUNCH J...I? Sheets 

0 SEE ADDITIONAL INSTRUCTIONS ON REVERSE SIDE 

0 SEE ADDITIONAL INSTRUCTIONS ATTACHED 

l ] REMARKS· , 
DECKS TO BE USED: Keypunch CIJIi.Il I 

From} I 
I 

(Show Deck Number) Enclosed 5T l1.£ I files I 

INDICATE THe ORDER IN WHICH WORK IS TO BE DONE BY NUMBERING THE SQUARES 

INDICATE CHOICE OF SPECIFICATIONS BY PUTTING x's IN THE CIRCLES 

STANDARD OPERATIONS I ADDITIONAL SPECIFICATIONS 
(When non·standard) 

0 REPRODUCE Times, Deck No. I Leave Col. 

0 PUNCH Identification, , in I Columns through 
reproduced deck. (Col s. 73-77 Standard) 

0 PUNCH Sequence Number 73 
BO I Starting with I I I I I I I I I 

73 By Increment I I I I I I I I 

I2J INTERPRET Deck(s) No. erNUl. I (Cols. 1-52 and 73-80 Standard) 

[:1] SORT Separately Deck No. C()I(R Columns through 
Deck No. 0 Sort all cards (together) 

(Numeric sort on Cols. 73-80 Standard) 0 Sort alphanumerically 

[1J MERGE 
Deck No. CPRA into Deck No. ST 7f5' Columns through 

SECONDARY PRIMARY 

0 Duplicates allowed 
(Standard: numeric merge, columns 73-80, duplicates 
removed from primary deck) 0 Flag Duplicates 

0 SEQUENCE CHECK Deck No. Columns through 

(Standard: numeric sequence check, columns 73-80, 0 Duplicates allowed 
duplicates flagged) 

111 LIST 5T 71..5 o Single Space ~Double Space DECK NO .. 

0 ENTER into production status, Deck 

FORM"4-" .. 7 REV. 2-154 

Request for auxiliary operations to be done in preparation 
for writing a variation on an existing program. 

blank 

4-29-65 

o 
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(:: 0 MERGE 
Deck No. ___ _ into Deck No. ___ _ 

SECONDARY PRIMARY 

(Standard: numeric merge, columns 73-80, duplicates 

removed from primary deck) 

Columns ________ through ______ _ 

o Duplicates allowed 

o Flag Duplicates 

Merging is done on the collator; it is a slightly more complicated operation than sorting. The advantage 
of merging over sorting is that erroneous cards in the "primary" deck can be replaced by corrected cards 
from the "secondary" deck. In the standard operation, two decks are merged numerically on columns 73-80; 
the rest of the card columns are ignored. 

Both primary and secondary decks should be in the sequence desired before merging is begun; i. e., the 
programmer has the responsibility for specifying that each be sorted, if necessary. 

For example, an enclosed deck contains a number of incorrect cards. Keypunched sheets are included to 
produce a deck containing one card for each incorrect one in the enclosed deck; each correct card carries 
the same number in columns 73-80 as the corresponding incorrect card in the enclosed deck. Additional 
cards may also be included in the keypunching. The enclosed deck is known to be in sort; the EDPM 
Auxiliary Operations Request is marked to specify that the keypunched cards are to be sorted before 
merging is done. 

The instructions for merging should designate the keypunched deck as the "Secondary" deck and 
the enclosed deck as the "Primary" deck. If columns 73-80 on a card in the "Secondary" deck 
correspond exactly to the same columns on a card in the "Primary" deck, the card from the 
"Primary" deck will be removed. At the conclusion of the merging operation, the ~orrected deck 
will be in sort on the columns merged. 

Note that merging does not check for duplicates within decks. If necessary, this may be done by sequence 
checking the decks before merging. However, following the merging operation, the EDPM Group will always 
sequence check the merged deck without special request. The standard procedure is to flag any duplicates 
found at that time. 

In the nonstandard specifications on the right, columns other than 73-80 can pe specified. If the "Duplicates 
allowed" circle alone is checked, the merging will be done without removal of duplicates from the primary 
deck and the duplicates will not be flagged when the deck is sequence checked. If both "Duplicates allowed" 
and "Flag duplicates" are X'd, the duplicates will not be removed during merging, but they will be flagged. 
Note that checking the "Flag duplicates" circle alone is not necessary, since this will be done during the 
sequence checking after merging without special request. 

o SEQUENCE CHECK Deck No. - _____ _ 

(Standard: numeric sequence check, columns 73-80, 

dupl i cates flagged) 

Columns _______ _ through ______ _ 

o Duplicates allowed 

As noted, the standard sequence check is numeric on columns 73-80; duplicates will be flagged. If sequence 
checking is requested, it implies that the deck has been previously sorted - this operation is an insurance 
that the sort was correct. It should be kept in mind that keypunched cards are not necessarily in proper 
sequence when they reach this stage of operations even though the sheets were in sequence when submitted; 
be sure to specify sorting of the cards before sequence checking. 

C) If the requester checks the circle marked "Duplicates allowed", the duplicates will not be flagged and will 
not be removed. Note that "Duplicates" refers only to the contents of the specified columns to be sequence 
checked; the rest of the card is ignored. 
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o LlST_-=-:::-=-:-:-:-:-=--__ _ 
DECK NO. o Single Space o Double Space 

Decks in source or symbolic language, or data decks, will be listed, either single or double spaced 
according to the circle marked. 

o ENTER into production status, Deck 

When the requester indicates that the deck submitted is to be processed for production status, the EDPM 
group will: 

1. Reproduce the deck indicated, columns 1 through 72. 

2. Identify the deck with the identification specified, which should consist of the unique group 
identification and deck number as explained on page 90.90.01. 

3. File in the EDPM files. The original deck or deCks will be returned to the requester. 

4. Reproduce copies of the file deck as needed to meet the demand.' 

If the deck includes a main program, ask your EDPM Group whether they require a $DATA (or *DATA) 
card filed at the end of the deck. 

o 


