


























































































































































































































































































































































































Troubleshooting 

For information on formatting your disk, refer to 
section 6.3 of this manual, and to your �§�.�y�~�~�~�m� �M�~�!�!�=� 
agement and Support Guide . 

. "IT. 5.3.2 Tape Errors.· 

1 .. If percent signs (%) have been displayed and the· File-Save 
process does "not continue after you respond to the 
n(c)ontinue or .(Q)uit" message, you may have a bad spot on 

" '.. . the' tape •. Mount another tape and retry t:heFile-Save. 

2. You may have "lost an interrupt during the File-Save. Press 
the tape drive's ON/OFF LINE button twice. 

11.5.3.3 Checking a Tape For Parity Errors 

You may use the following procedure to determine if a tape 
has parity errors before using it to back up your data (see 
Sections 7 and 8 for backup and restore methods). 

This procedure involves doing a selective restore on an 
<·accoJ.int and file.thatdoes . not exist. This forces·· the system 

to read all o'f'the tape ( s) �~�.�.� thereby checking the tape ( s)f or 
parity errors. Parity errors are signalled by percent (%) 
signs on your terminal. 

1. Mount Reel #1 of your File-Save tape (or the tape you will 
use for backup): Make sure the tape is on-line. 

2. At TCL, type: 

LOGTO SYSPROG and press RETURN. 

Then press RETURN again to go to TCL. At TCL, type: 

T-ATT n and press RETURN. 

Replace "n" with the number of the tape drive on which the 
tape is mounted. Then, at TCL, type: 

I' . SEL-RESTORE SYSPROG-PL *. :. and press RETURN. 

You will be prompted: 

Account name on tape? 

Type a name that you know does not exist on the tape. For 
example, type TEST-ACCOUNT and press RETURN. Next, you will 
see the following prompt: 

Filename on tape? 
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Troubleshooting 

Again, type a name that does not exist on the tape. For 
example, type TEST-FILE ana-preSSlRETURN: 

'3. ,The system will begin reading the tape for the account and 
filenames you entered. If the tape is one reel of a,., 

, ,.~i,I':} -,.mul tiple-reel set~., ,then you will be "prompted to. enter ~eel~. c1 
' ... ;", ~;;- #2, then Reel #3', etc. ,'until all· reels have been mounted."'" 

Of course, the system will not find the account and file 
names so, when all reels have been mounted, you will see 
the message: 

o items restored 

~'~<If you see percent (%)signs on the terminal at any point 
during this procedure, then your tape(s) contains parity 
errors, and should not be used. If the entire procedure 
runs without displaying percent (%) signs, then your 
tape(s~does-not contain parity errors, and may be used to 
back up your data. 

11.5.3.4 Lock Errors 

',,_ ,.' ;.,;;~:i ... :,:I_f .the. .. total, system -ii.s;,not:;hung,and if there· a.re.nodisk·:~:;*ii' 
"'--'ortape errors i." then:"thehang was probably caused by .. \0 

locks. Use th~ WHAT, WHERE, or LIST-LOCKS verbs to 
determine if you have a lock problem. Also, if you are on 

(~ 

\ 

C' 

a release prior to 130 and you press CTRL BREAK and the 
.address:is 4.8.xxx, then you. pave. a lock problem. If you.· 
are on release .130 or.laterand .you press. CTRL .BREAIC.and· 
.the address is 667.xxx/then you have a lock problem •.. ' . 

. · .. ;·· .. ;;.::p~i;~.:lThe'. File-Save ·process .. LOCKS' a-gro'up whil'e~ it-is 'being-"':':~~~ 
saved. If a BASIC program leaves a lock on that group set, . 
or if the LOCK table is full, then the File-Save process 
will definitely hang. End out of the BASIC program, and 
call Ultimate. 

NOTE: If you try to clear the locks, subsequent updates 
may contain errors. 

·Ifthe LOCK table continually becomes full, have your ap­
plication software vendor.check- your ·,programs·to make sure '.' 
each process is releasing. the LOCKS being set. 
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Troubleshooting 

11.6 Printer Problems 

, The following are possible causes and' solutions for printer . 
. ~~;;\;:f~~~~rOblems. If you need assistance, call the Ultimate support .'"' 

Group • 

. .. ;;, :~l •. Is ,'the printeron-:line?'Make.sure:the: ,ON-LINE button ,is,' 
lit. 

, :2. Is the p'rinterloa(ied with paper? 

.'" 3 ~ Are you assigned to the" correct printer?, At_, TCL" type·'':~~ 
'-SP-ASSIGN l' 'and pr'ess RETURN to' 'det~rinine to"which printer.' }, 

" you are assigned. Type SP-LISTLPl'R and press RETURN for a 
listing of printers installed on your system. 

4. Is the printer connected to the CPU or to a port? 

5. Has this printer ever worked before? If not, it may not 
have been installed correctly. Check the printer's cabling 
and switch settings. Refer to Appendix D for options and 
switch settings of printers supported by Ultimate. 

, "6. Was this printer' recently added' to your system? If yes,' 
see section 10 on Adding Equipment. 

,7. Is there sufficient voltage for the printer? Insufficient 
. ?' ' 'voltage can cause the printer to stop in the middle ,o,f a.':, ,)," 

'job or not print at· all. If all the lightson,'the ;printer";~$?;!i'ii" 
remain solid and the printer cannot be :'taken,'off-line,,": 
~hen the printer's:power-cord should be put,on,another 

';circui t. ' . . 
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11.7 System Errors 

Follow the instructions in section 9.1.4 to LIST-SYSTEM­
l'''t~~ERRORS. If you don't have a copy of the System Errors Listing 

_ ,Explanation, enter Y at the prompt .to print a" copy. If system 
_" .; 'errors'-are ~isted, -refer to that document for 'information on".';., 

,- the errors. 
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Troubleshooting 

11.8 Mismatches 

A mismatch occurs when the check-sum of the actual frame on 
"the ,,:disk doesn't match the predetermined check-sum item in 
theERRMSG file. 

,i., ,,~v Use the'following steps' to get a list " of your system's 
mismatches. 

:- " ·1 •. Log to SYSPROG,then press RETURN to go to TCL •. 

2. At the TCL (» .prompt, ·.type:,-. 

'. '; ';:<i' '-vERIFY-SYSTEM and press RETURN. 

The following screen is a sample of what might be 
displayed. 

'--: .' 

I I 
I >VERIFY-SYSTEM I 
I ·034F7BE .F89EI 
I 103 OD49 OD39 I 
I 308 0200 E49l I 
I [342] ***Ultimate system software does not verify!*** I 

. I There are 3 frames with mismatches. I 
I .' L . . ~. ." -~ .--------------------~------.-,--~--... -------------~---------------~~~1~~~~ . 

. ',,'.'" ;,;,~::,.r~iJ:'her following:.are . possible \causes and solutions for mismatch <':"i~~ 
. problems. -

1. Are you booting the system with the wrong release tape? If 
you are, reboot with the correct tape, or upgrade to the 
new release. 

2. Was your operating system properly upgraded? If the 
mismatches accompanied an upgrade, you should go over your 
upgrade ~nstructions to see if you,followed them 

, correctly. If you f.inda' mistake, all' or' part. of ,the> 
upgrade procedure may need to be repeated.' .. 

3. Did you add or delete any ABS frames? Either the frames or 
their checksum(s) may need to be reloaded in the ERRMSG 
file. 

4. Do you have a hardware failure? Mismatches that occur 
consistently and cannot be attributed to software are 
probably hardware related. 

operations and Maintenance Page 11 14 



Troubleshooting 

If your mismatch was not caused by booting the system with 
the wrong release tape, or by problems during the upgrade 
procedure, you should :WARMSTOP the system. Then follow the 
procedure in section 6.2 to Coldstart the system. Run the 
VERIFY-SYSTEM procedure again. If the system still does· not 
verify~ call Ultimate. . 
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11.9 Traps 

Traps are a set of fixed locations used by the CPU to display 
"";J"1;!ii\;'~spedific STATUS words when certain hardware error conditions 

, occur, or when special software instructions are executed. 

When .a"trap message 'is displayed, always write down all Data 
in the message .. This data/is vital to correcting the problem. 
Then call the Ultimate Support Group. 

"NOTE: Always call the Ultimate Support Group first, even if 
" ,-' you . suspeot, ,a "hardware problem • Normally ,you should 
,:,:,nqt call Honeywell. to replace hardware. You may only 
': :"c:a11Honeywell directly' i! Y2.}:!~~ £er!~i~ that the 

problem is caused by hardware. 
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( 1.1..1.0 Debugger for the 1.400 Series Systems 

, ' 

( 

The panel is a debugging feature that will allow trouble­
shooting of the 1400 Series' problems. 

When a message is displayed,always write down all -data in 
the message. This data is vital to correcting the problem. 
Then call the Ultimate Support Group. 

NOTE: Always call the Ultimate Support Group, first, even if 
,'you suspect a ha~dwareproblem.,NormallYi'";,you;·:should 

.' " . ,not call Honeywell to replace, hardware . You mayonly', 
"", 'call Honeywell directly !! y~}!~~~ £er~~in that the 

problem is caused by hardware. 
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11.11 HPP Errors 

HPP errors do not apply to the 1400 Series systems. 
" ~HPP 'errors maybe generated; when the' High. Performance Pro ... 

'" ,;:>cessor (HPP) isi,nteractirig _ with memory or with the CPU.' ,;' c -. f . '. " ,.. ' 
,When an HPP message is displayed, always write down .all data' 
.~in the ~;ssage. This data is vital to correcting your 

problem. 

.' .... ,.;.:' 
c" i. ';: 

'HPP errors' are displayed, via. the remote panel.~:·~he 'remote.·}~t~~ 
._ "_".panel proces,sor is ,a:t'roublesh'ooting aic;i -to-help: diagnose ':;';'4\, 

-", <' -'problems.- ,The panel simulates some of the functions of a full"" 

i 

, control panel on the Honeywell Level-6 or DPS 6 computers. 

I 

The remote panel is invoked under certain error conditions. 
When invoked, all normal processing is suspended as though 
the STEP button on a full control panel were pressed. The 
following screen is an example of what may be displayed. 

/ HPP Error S002 @ XXXXX 
/ 
/ TSA @ S2C 
/ 

./ TSA = XXXX XXXX xxxx XXXX XXXX xxxxxxxx xxxx 
/ 
/ Dregs (1-7) XXXX XXXXXXXX xxxx XXXX XXXX xxxx 

/ 
/ 
/ 
/ 
/ 
/ 

'/ 
/ 

/ 
-""::'I'Bregs(1~7),XXXXX XXXXX xxxxx xXXXX XXXXXXXXXX XXXXX " 

/ . 
.. J<.~' 

/ 
/ V-regs (0-7) XXXXX XXXXX XXXXX XXXXX XXXXX XXXXX XXXXX xxxxx 
/ 
/ V-regs (S-lS) XXXXX XXXXX XXXXX XXXXX XXXXX XXXXX XXXXX xxxxx 
/ 
/ PCTR = XXXX LINK = xxxx WREQ = xxxx 
/ 
/ ADDRA = XXXXX ADDRB = XXXXX ADRP = XXXXX SYND = XXXXX 
/ 
/ 

If an HPP error occurs in your system, the Xs shown above 
will be replaced by numbers. write down the numbers, and 
leave them displayed on your screen. Then call the Ultimate 
Support Group. 
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Troubleshooting 

11.12 Power Failures 

There are many different causes of power failures. The 
~~~ .. ~1ollowing are possible causes and solutions. If you need 

. assistance, call the Ultimate Support Group. . 

Occasional power fluctu,ations may ·cause your system to hang. 
Constant system hangs 'caused by power fluctuations can cause 

.extreme damage to both hardware. (for example, boards going 
bad) and software (for example, data corruption and GFEs) • 

. If power is a .constant·problem .in·your business.eIlvironment, 
.id~ntify the ty~es of 'power probl~ms you are 'having, and 
install an appropriate device to correct the problem. Avail­
able devices include power conditioners, uninterruptable 
power supplies, and battery backup units. 

11.12.1 Power Failure Recoveries 

The most critical step in recovering from a power failure is 
to make sure memory is flushed to disk. If your system is 
equipped with a. battery backup unit, then the system should '. 

>fl.ush .. metnory'·andexec:ute . an· auto-war~start when' power is • ~::::,~ 
i.< . returned. If your' system is not equipped with this device,":'~':::; 

. then you must perform a Coldstart (see f?ection 6 ~ 2). If you· 
do not perform a Coldstart, you will have a greater proba­
bility of Group Format Errors. 

Power Conditioners 

,Power condi tioners·- "are.-' designed to '.prevent - the ... most common .,'~~ 
:,:-formsof.· electrical"disturbances(noise. and-surges') -,froin: _;:;1~~ 
reaching your computer.' These disturbances account for 95 ' . 
percent of the electrical problems affecting computers. 

Although a power conditioner does not regulate, it will 
provide a degree of "ride-through." That is, in the case of 
momentary power dips that cause the lights to flicker, the 
power conditioner will maintain voltage to the system and 
prevent a power failure • 

. \ See your site Preparation Guide for ·more information on power 
conditioners. 

Uninterruptable Power Supply (UPS) 

The primary purpose of the UPS is to maintain power to the 
system if the main power source fails. Its batteries, from 
which the system draws power, can keep a system up from 10 
minutes to over an hour •. If power is restarted within that 
time, the system should execute an auto-warms tart , meaning 
that it will bring itself back up. 
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Although the UPS does provide isolation from certain types of 
power disturbances, it does not provide total protection. The 

".UPS is primarily for systems' in areas subj ect to frequent or 
":::"';~;'i~';:~"';7i+'Pr~lO:nged power losses • 

• If youhave:apower.faiiure and you do not have a UPS ,or if 
,,-<~' ,·;~~::,the :UPS~did ,not auto~warmstart~. then perform aColdstart to .. ' 

reduce t~~ possibility of data corruption • .See section 6.2 
for instructions on theColdstartprocedure • 

. Battery Backup 

,NOTE: 'l'l1is,:is ~not"available',on ·1400 ,!Seriessystems~ "'":;',, 

If your system is equipped with a battery backup and a power 
'. -'failure occurs, the battery will provide power to memory for 

approximately 30 minutes. If power is restarted within that 
time, the system should execute an auto-warms tart , meaning 
that it will bring itself back up. 

NOTE: For all Honeywell systems except those with System 
. Control Facility (SCF), the panel security key must be ..... 

. ·,,:,."'::':in,the,'LOCKposition ,for .. theB~ttery· Bac~up unit· to:Si:t: 
'~7' work • Turn . the.keycounterclockwl.se t'o LOCK the panel. >"-"::;;; 

. (Note that the key must be in the UNLOCK position to ' 
boot the system.) . .' 

. If you have 'a power failure and you do not have a battery., 
,J backup/. or if the battery backup did. not.auto-warmstart, then',' "'. 

perform a Coldstart~toreducethe.;pb~sibility of data' 
.. ,.corruption • . See section_ 6.2 for :instructions ,on the Coldstart·> 

-' ·'·;:,.procedure.· .- . . .- . '. ., .... " 
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11.13 Creating a Memory Dump on 6000 and 7000 Series 
systems. 

!;;~;":;;}{OTE: Refer to section 11.13.3 if you have a 1400 Series 
system. 

-'~,Ifan Ultimate Technical·Support· Representative asks- you' to . 
send a In'J!1.0ry dump, then. follow this procedure to dump the' 
contents of your system's memory to tape. 

The methods for creating a memory dump vary for different . 
. systems • ·Follow the method that applies to your system.. :::.. .. 

NOTE: It is not possible to create a memory dump on a 6000, 
6200, or other system with only cartridge tape 
capability. 

11.13.1 System With Fu11 Control Panel 

1. Mount a tape (with a write ring attached) on tape drive 0, 
and put it on-line • 

. 2 •. Unlo'ckth~e ·panel",:.(t'lJ.rnthe·· panel security ,key ,'clockwise) ~ ,Y~[~t 
. Then' press the' -following-buttons' on the panel. . 

. (STEP) 
(CLEAR) 

S 
CLR 
EO (On the panel keypad) 

Then press: 

C ':(CHANGE) 
(STEP) S 

OOSIC (On the panel keypad) 

The panel's LED should display the following: 

EO OOSlC 

Then press the following two buttons. 

R (READY) 
E (EXECUTE) 

3. The contents of memory should now be dumped to the tape. 
This process will simultaneously flush memory to disk. 

If the tape does not move, then repeat Step 2. If the tape 
still does not move, then press the following two buttons 
to simply flush memory in your system. Then call Ultimate. 

S (STEP) 
CLR (CLEAR) 
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R (READY) 
E (EXECUTE) 

;4 .:Once memory has been dumped to tape, unload and remove the 
'tape. Then turn the panel security key counterclockwise, 
,back to the lock position. 

5. Send th~ tape to the ,following address '(please do not send 
a memory dump until you have spoken with someone from 
Ultimate Technical Support): 

~'The Ultimate Corp. 
",7 l. 7 ,Ridgedale Avenue 
East Hanover, NJ 07936 

Attn: Memory Dumps 

1l..13.2 6400 System With SCF and Reel Tape Drive 

1. Mount a tape (with a write ring attached) on tape drive 0, 
and put it on-line. 

2. On the keyboard of the console terminal, press the 
following keys. 

ESC ESC # # # and press RETURN. 

(Press the ESC key twice, press the # key three times, and 
then press RETURN.) 

,-This will put the SCF console into maintenance mode. 

,-'? ";"'>.3 • On-the ,SCF:conso1e,'press . the ,following buttons. 

H 
A 

S 
EO 
M 
OOBIC 
G 
X 

(HALT) 
(SHIFT 6 to clear) 
(SELECT) 
(select the EO register) 
(MODIFY) 
(enter 00B1C into the selected register) 
(GO) 
(EXECUTE) 

4. The contents of memory should now be dumped to the tape. 
This process will simultaneously flush memory, to disk. If 
the tape does not move, then press the following buttons. 

H 
A 

G 
X 

(HALT) 
(SHIFT 6 to clear) 
(GO) 
(EXECUTE) 

5. Once memory has been dumped to tape, unload and remove the 
tape. 
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6. Send the tape to the following address (please do not send 
a memory dump until you have spoken with someone from 
Ultimate Technical support): ' 

The Ultimate Corp. 
717 Ridgedale Avenue 

East Hanover, NJ 07936 
Attn: Memory Dumps 

11.13.3 1400 Series Systems 

", !' ,1. -'Insert'a-l/4" tape "(with a write ring attached) into the 
tape drive. Raise the tape lever to the vertical position 
to put the tape on line. 

I 

2. Make sure you are in the 1400 system facility panel. If 
you are not, pressing the STANDBY button will enter you 
into the panel. 

3. Enter FD to flush the memory to the disk. 

·The following screen will be displayed. 

I ULT1400 Virtual Memory Flushed 
I 

4. Enter FT to flush the memory to the tape. 

The following screen will be displayed. 

I 
I ULT1400 Memory Address XOOOXXXXX 
I 

5. Once the memory has been flushed, lower. ,the-tape ,lever to 
the horizontal position and remove the cartridge from the 
tape drive. 

6. Send the tape to the following address (please do not send 
a memory dump until you have spoken with someone from 
Ultimate Technical Support): 
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The Ultimate Corp. 
717 Ridgedale Avenue 

East Hanover, NJ 07936 
Attn: Memory Dumps 

operations and Maintenance Page 11 24 



ULTIMATE SITE LOG 

SYSTEM NUMBER -

Date Reported by Repaired by , Time Reported Start Time Stop Time 

Symptom/Problem "",-

( 

Solution 



Troubleshooting 

NOTES 
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Abort 

Glossary 

APPENDIX A: GLOSSARY 

A system error identified by an abort error 
message. 

", Ace ,File _ An' accounting history file that keeps'track'}:; 
'of the time and date of each logon, ,and the 
location of each terminal. This file should 
be cleared periodically. 

Account-Restore A method of restoring files from a single 
,~account, ,rather than restoring:the,entire i ,':'" 

, ", system. An account-restore may be done from' 

Account-Save 

a file-save or account-save tape. 

A method of backing up files from a partic­
ular account, rather than backing up the 
entire system. 

ALL-UPDATE-SAVE A backup method that allows you to save only 
those file groups that have been changed 
since the last File-Save. To restore the 

~~system'from'this backup method, only the 
most recent full File-Save tape and the most 
recent ALL-UPDATE-SAVE tape are required. 

Alternate Track A record of tracks that have been assigned 
Table .' alternates because of excessive errors .. , .; -, ,-' 

Backups 

Battery 
Backup unit 
(BBU) 

Binary-Restore 

Binary-save 

Boot 

Boot options 

Baud Rate 

Tapes or disks containing copies of your 
"files .. Backups ,a.re '"used to restore' your 
filesin.case they become lost 'or destroyed. 

A unit that will provide power to memory for 
approximately 30 minutes in the event of a 
power failure. If power is restarted within 
that time, the system will bring itself back 
up. 

A method of restoring files backed up with 
the binary save method. 

An alternate, but notrecommended,method of,' 
backing up your files. This method saves all 
files as is, and does not check for errors. 

To initialize or start up a system after it 
has been powered up. 

A series of choices for different types of 
booting. See System Startup Options. 

Speed of transmission. 
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Charge units 

i-·:'.>';':')'~.\~~;CMD.Dri ve 

Glossary 

Numbers that represent computer usage. 

Cartridge Modulo Disc. The smaller of two 
,. drive types" it holds 67 megabytes of data.' 
A 13, megabyte removable disc' cartridge must 

,he in the drive to ,be able to use the 67 mb 
fixed' disc. TheCMD disk is not used by the 

,.operating system. It is, used as a back-up 
drive • 

. Coldstart·· .. ".:,."A ,procedure·used. :t,o·load·.the. MONITOR code 
." : <into .memory; and allvirtu'al system software 

< 'from the SYS-GEN onto your system. This 
method does not load your files. A Coldstart 
is normally required if your system fails, 
or if any maintenance has been performed on 
your system. 

Connect Time Amount of time spent on the computer. 

Diagnostics Used primarily to format disks, and may also 
,.Monitor :.:' ~ .... ~ .;~:.,·be i.used by experienced or ,support personnel '-·_,'t't'· 

.... to diagnose problems. 

File':'Restore 

File-Save 

File-Stats 

Group Format 
Errors (GFEs) 

Hang 

HPP Errors 

Line-Printer 
Pages 

Used to perform a complete restore of system 
files and customer files. The restore is 

"' done from the most. recent· file-save. 

Used to back;··up~your entire' system. ' This', 
... ' ,<procedure is' recommended daily. -.',;~ 

statistics about your files, generated after 
each file-save. This report will indicate 
any Group Format Errors (GFEs) present in 
your system. 

An error condition that indicates errors in 
the format of a virtual storage frame of a' 
file. If your system contains GFEs, call 
Ultimate immediately. 

An error condition 'caused by~ariousrea­
sons, usually characterized by one or more 
lines (or the total system) appearing to 
"freeze." 

An error condition that normally appears on 
the Remote Panel processor. 

The number of pages printed during each log­
on session. 
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(-
Offline 
Monitor 

Glossary 

Used to make disk-to-disk copies. 

,,::,pART-UPDATE-SAVE A backup method that allows you to save only 
those file, groups that have been changed-

, ,-:< ',' < -since the ,last Update-Save or File-Save~ To , 
". '",-restore 'the 'system from this backup 'method, ,'," 

" "the most recent full File-Save tape and 
every 'subsequent 'PART-UPDATE-SAVE tape are " 
required • 

Power 
Condi tione'r 

. A unit, designed to ,prevent common electrical:,,;';:':'. 
, .. !'~,"',.:::disttirbancesfrom -reaching your oomputer.' -~,,~.>. 

Print Overflow 
Table (POVF) 

A pool of available space that contains 
portions of the file area not allocated to 
the files. 

Remote Panel 

, Selective -
, Restore 

SMD Drive '-

A troubleshooting aid designed to help 
diagnose problems. The remote panel is 
invoked under certain error conditions. 

,'~'~:.;,;;,A ,method of restoring individual files or 
, ' i,·-.:items ,from a file-save or account-save tape 

or disk. 

Storage Modulo Disc. It.holds 256 megabytes 
,; of data. It is a standalone:1:lnitthat holds::< ; . .;-,~ 

a 10-platter removable disc ~ack. ,.,:.: 

System startup ",A series :.o.£·,choicesfor different types '~"t'-.g(;~.:',;~,~t.,,; 
Options .;.:,bootirig .";See ,B6otopti'ons. ' . 

T-DUMP 

T-LOAD 

Transaction 
Logger 

Traps 

Uninterruptable 
Power Supply 

A method of copying single files or indi­
vidual items from disk to tape. 

A method of restoring files or items that 
have been T-DUMPed. 

A backup method that records disk file 
updates on magnetic tape as the updates are 
made. In the " event of a system failure, the 
tape 'can be' used '.in-- conj unctio'n with' a :C,'-;' ":'. 

File-Save tape to restore all files to their 
state at the time of the failure. 

A set of fixed locations used by the CPU to 
display specific STATUS words when certain 
hardware error conditions occur, or when 
special software instructions are executed. 

A unit that can maintain power to your sys­
tem for 10 minutes to an hour in the event 
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(UPS) 

:\ Update-Save 

util 

utilities 
Monitor 

. Warms tart 

Warms top 

Glossary 

of a power failure. If power is restarted 
within that time, the system will bring 

. itself back up • 

. .. ,"A backup. method that allows you to save ·only.".· 
<.those file .. groups' that have been' :changed·:·, 

since the last File-Save. .. 

See utilities Monitor. 

Used for. Binary-Saves and .Restores. 

Used to restart a system that was brought 
down in a controlled manner, and resumes 
program execution. Is normally used on a 
system that was Warmstopped. 

Used to bring the system down in a control­
led manner, insuring data integrity. A 
system that was Warmstopped may be Warm­
started. 

Operations and Maintenance Page A 4 
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Panel Layouts 

ABPENDIX B: PANEL LAYOUTS 

The next few pageJ;: contain illustrations of your hardware, 
including control, 4isk drive, and tape drive panels. 

Figure 

1 

2 

3 

4 

4A 

5 

6 

7 

8 

9 

10 

11 

Description 

.Full Control Panel 

Basic Control Panel 

EMD Drive 

FSD Drive 

FSD Drive Control Panel 

SMD Drive 

CMD Drive 

Tape Drive 

GCR Tape Drive 

1400 Series System 

·1400 Series System Control Panel 

GCR Tape Drive Panel (For use with 
1400 Series systems) 

Operations and Mainuenance Rev 2.2 Page B 1 
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With Front Door Closed ,:\' With Front Doo~ Open .,' 

Honeywell POWER 

r--f~R 
, . OFF 

", 

Eight-Inch Module Disk:(EMD) 
, ; ; 

Figure 3;,:" 
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Device Select Indicator 

Logic Address Plug 

Ready Indicator 

Start Button 

Fault Indicator 

Fault Clear Button 

Write Protect Indicator 

Write Protect Button 

Filter Cover 

. FIXED STORAGE DEV.ICE (FSD) , , 

. " 

":."i 
~~~. 

Figure 4 
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FSD DRIVE OPERATION CONTROL PANEL 

DEVICE SELECT --1=i~~=j~ll 
INDICATOR o ... ___ LOGIC ADDRESS 

~---~ PLUG 

READY INDICATOR 

I:TART' ..... t+I ___ START BUTTON 

FAULT INDICATOR 

I;AULT1·1 FAULT CLEAR 
BUTTON 

WRITE PROTECT 

I P::;: I INDICATOR 

Logic Address Plug! 
Select Indicator 

START Button! 
READY Indicator .' 

FAULT Clear Button! 
FAULT Indicator 

WRITE PROTECT 
BUTTON 

Establishes the logical address of the device. When the select 
light is lit, it indicates activity from the controller. Each device 
must have a different plug number (numbers 0 through 3 are 
supplied with the unit). A single drive subsystem must use 
Plug 0 only. 

Press the START button to power up the unit. The READY 
'",:indicatorflashes until the drive is powered up. Then it'remains 

lit. Press the START button again to power down the drive. 
The READY indicator will flash until the unitis powered down. 

The FAULT indicator lights if a fault exists within the disk drive. 
It is turned off by pressing the FAULT clear button, by a fault 
clear command, or by powering up the disk drive. 

Press the WRT PRT button to prevent data from being written 
to the disk. The WRITE PROTECT indicator will light. Press 

" "'-.-¥-

WRITE PROTECT Button! 
WRITE PROTECT 
Indicator the button again to disable write protection, allowing data (.(' .. -

to be written to disk. '-

Figure 4A 
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Disc Pack Access Door 

START READY CHECK PROTECT 

e e e e 

Door Latch 

4-+0- Control Panel 

(Storage) 
Door Latch 

~ 

SMD DISC DRIVE 
Figure 5 
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Tape Head 
Covers 

TAPE DRIVE 

tlJ°· 
N F 

F 

ControIPanel~. DDDDDDD D 

••• " .. 

Vacuum Column 
Door Latch 

Figure 7 
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Tape 
Drive 

C Tape Drive 
Locking 
Lever 

1400 Series System 

Figure 9 
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GCR TAPE DRIVE PANEL 

ALPHANUMERIC DISPLAY 

e (9 @ @ e (} 0(7) 
r 

eNLOA~ (ONLlN~ Q\l I 
LOAD WRTEN DENSllY ADRS 

REWIND TEST SELECT SELECT POWER 
OFF 0 

(1 ) (2) (3) (4) (5) (6) 
(8) 

DESCRIPTION FUNCTION 

POWER The power switch (8) turns the tape drive on and off. The 
power indicator (7) remains lit as long as the unit is 
powered on. 

.' LOAD REWIND 

UNLOAD 

ONLINE 

WRTENTEST 

'·Thee -Load!Rewind switch (1) starts t~e roadoperation~pf 
a newly Inserted tape. It also rewinds a tape that IS 
loaded and off BOT. The display flashes "LOADING" until 
the tape is at BOT, then it will remain lit until taken off 
BOT . 

. The Unload switch(2) unloads a tape from any point 
providing the tape unit is off-line. The display flashes 
"UNLOAD'G" during an unload operation. 

The On-line switch (3) places the tape drive on-line if 
off-line and vice-versa. The display shows "ONLINE" if 
the tape drive is on-line. The tape drive must be off-line 
to respond to the other switches. 

The Write Enable/Test indicator (4) is lit when a tape 
with a write ring installed is loaded in the tape drive. 
This switch is used to place the unit in a diagnostic 
mode. 

DENSITY SELECT The Density switch (5) is used to select between 1600 
bpi and 6250 bpi, for writing, at load point. 3200 bpi is 
not supported. The tape drive will select the proper 
density during read operations without being pre-set. 

ADRS SELECT The Address Select switch (6) is not used and will not 
function. 

ALPHANUMERIC The Alphanumeric Display is an eight character display 
DISPLAY that provides information to the operator. 

Figure 11 



CRT Configurations 

APPENDIX C: CRT CONFIGURATIONS 

. NOTE: Refer to the Site Preparation Guide for information 
on Interface Cable S~ecifications • 

. ADDS 2020 TERMINAL ----
The ADDS 2020 . terminal: has ,the·following.general· features:~;, 

1. 80 or 132 column mode 
2. Programmable.functionkeys 

'. 3. Bi-directionalauxport 

-'This ·terminal operates in the Viewpoint mode, with a term 
type of K for releases 180 and later, and with a term type of 
V for releases prior to 180. 

SETUP MODE 

To enter the setup mode, press and hold the SHIFT key and 
press the SETUP key. A menu of options will be displayed. 
Use the arrow keys and the ENTER key to get to the option you 

, wish to change. 

, NOTE: The following settings are recommended by Ultimate •.. 
Other options may be set later via software. Refer to 
YDur ADDS 2020 manual for the correct escape 
sequences. 

COMM 

MODE 
PARITY 
DATA BITS 
X-ON/X-OFF 
TERMINATOR 

AUX 

PRINTER 
PARITY 
STOP BITS 
AUX ECHO 

KEYBOARD 

CASE SELECT 
KEY CLICK 
MENUS 

FDX 
NONE 
8 
DC1/DC3 
US/CR 

SERIAL 
SPACE 

·1 
NO 

BAUD RATE 
PARITY CHECK 
STOP BITS 
PACE 

BAUD RATE 
PARITY CHECK 
X-ON/X-OFF 
PACE 

UPPER/LOWER SPACE CHAR 
NO MARGIN BELL 
U.S. KEYBOARD 

Operations and Maintenance 

- ---, ._----- - --- -,-------------

9600 
NO 
1 
00 

9600 
NO 

., DC1/DC3 
00 

NON DESTRUCTIVE 
NO 
U.S. 

Page C 
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SCREEN 

SCREEN TIMEOUT 
AUTO SCROLL 
CURSOR HOME 

-_'" CURSOR 
- FORE/BACK .-

DISPLAY TEST 

MODE 

TERMINAL 
-,PROGRAM KEYS 

TABS 

CRT Configurations 

YES 
YES 
UPPER LEFT 
BLOCK 
WHT/BLK 
YES 

AUTO WRAP 
SCROLL 
COLUMNS 
CURSOR-BLINK 
PROTECT 

VIEWPOINT -MODE 
USER DEPENDENT*-

YES 
JUMP 
80 
YES 
HLFINT ~, 

ENHANCED 

User defined for applications. No Ultimate setting. 

FUNCTION 

Function keys 1-6 and shifted 1-6 are not to be changed. All 
other function keys are USER definable. 

BELL 

User defined. No Ultimate setting. 

(-- OPTIONS 

Not changeable. Hardware set. 

,NOTE: ' " "In, the· MODE setup ,the ,program keys 'option may be 
changed to Terminal Dependent if you wish to' have 
the function keys revert to the default codes at 
power up. If the program keys are not to be 
changed, the User Dependent option should be used. 

ADDED PRINT @(-n) FUNCTIONS 

The following PRINT @(-n) have been added for the ADDS 2020. 

@(-70) = 80 column screen display 
@(-71) = 132 column screen display 

Operations and Maintenance Page C 
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CRT Configurations 

VIEWPOINT/60 TERMINAL 

SWITCH SETTINGS 

··To. ,set up the 'Viewpoint/60 terminal, you must 'first enter its 
:····::!:;..;setup ~mode; by· pressing. :t:;he 'S~:rFT-HOME, keys •. The. 'STATUS . line _ 
" -.," ::will' ·,then be displayed. on . the .bottom of the terminal ~ ':""', '. . 

Example of status line: 

" Bankl . Bank 2 . Bank 3 Bank 4 . 

. . ~ .. ,' ;SETU,P ... l=OlllOl11 ·/2=11010001'· ;·3=00000000 "4=00000000. VP/60' 

The cursor will be set to bank 1. To move the cursor you 
must use the cursor control arrows. The UP ARROW will change 
the status to 1. The LINE-FEED (DOWN ARROW) will change the 
status to O. After a selection is made, you must move the 
cursor to the right or left with the cursor control arrows. 

To leave the SET-UP mode, press the HOME key to save your new 
options. Press the (ESC) ape 'key to exit from the SET-UP mode 
without saving new options. . ;-.;, 

The settings for'eacl:l swi tchbankappear on the next ,two .. ~. 
pages. 

; NOTE: settings with an asterisk (*) next to .them are' 'the .' .• ~. 
recommended settings. 

NOTE: 0 = OFF 
1 = ON 

Operations and Maintenance 
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CRT Configurations 

Bank number 1 

1 
1 Switch p.ositions 1 through ,4~ .are'for the EIA PORT 
1 Switch positions 5 through 8 are .for the AUX PORT 
1 

1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 

Baud Rates 

110 
150 
300 

1200 
1800 
2400 
4800 
9600* 

19200 

Bit Settings 

0000 
0001 
0010 
0011 
0100 
0101 
0110 
0111* 
1000 

1 
c " I·. ~ 

1 " 

1 
I 
I 
I 
I 
I 
I 
1 

I 
1 
1 

I 
1 
I 

----------------------------------------------------------------- ~ 

Bank number 2 

-----'----------------------------------------------------------,----

position Function Selection 
... Choice Choice 

1 Setting 2 Setting 

1 Duplex Half 0 Full 1* 
2 Video Presentation Drk Lht 0 Lht Drk 1* 
3 Video Highlight Half 0* Full 1 
4 Auto Scroll Disable 0 Enable 1* 
5 Auto Line Feed Disable 0* Enable 1 
6 Display Parity err. Disable 0* Enable 1 
7 Parity High Bit Odd 00 Mark 10 
8 Parity Low Bit ·,,·Even ~01**' .. Space 11 

** If you have a DEC 1000/2000 system and are on Rev 110 
later, the terminals should be set for SPACE parity. 

Operations and Maintenance Page C 
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CRT Configurations 

Bank number 3 

, . , ~ .. 

~.,~: :'::J~'",","''''-f~'~-~-~";",,;,--~-.-.--,,;,-':,, .. ----.-~,-.---------~.~----~--------~..;,~-----.~-'--~-4 
I 

<-

I Position Function 
I 

.1 
I 
I 

. I,· 
I 
I 
I 
I 
I 
I 
I 
I 

I 
2 
3 
4 

5,6 

7,8 

Choice 
I 

Screen Refresh Rate 60Hz .. 
Cursor Suppress' . Visual· 

.. Cursor Format 1 Block 
Cursor Format 2 Blink 
Character Case Upper 

Line Terminator 
Lower 
Cr 
Cr ETX 

Selection 

Setting 

0* 
0* 
0* 
0* 

00* 
01 
00* 
01 

Choice 
2 Setting 

. 50Hz· .. . ·1 
Suppressed 1 
Underline 1 
Steady 1 
Up Only 10 

11 
Cr EOT 10 
No Term. 11 

-~--------------------------------------------------------------- ~ 
I 
I 
1 Bank number 4. should be. left at .. all . zeroes. 
I-
I 

\. 

____________________ ..... __ ... _____ . ______________ • _________ " ___________ . __ . . :~.: .. ;J'. 

The Viewpoint/60 controls the communication flow to the 
AUX-PORT by using X/ON-X/OFF and data terminal ready (DTR, 
pin 20) from the. printer. When the terminal's AUX-PORT 
detects DTR dropped by the printer, it will then send an 
X/OFF character to the system. This will stop data from going 
to the printer and overrunning its buffer. When DTR is 
raised, then the terminal sends an X/ON signal to the 
computer and then the computer continues sending data. 

Operations and Maintenance Page C 
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CRT Configurations 

VIEWPOINT/60+ TERMINAL 

SETUP MODE 

To enter the setup mode, press and hold the SHIFT and HOME 
, ,',' ,keys "then release both. The following menu will appec:r. 

MAIN SETUP MENU 

PLEASE ,SELECT ONE OF THE FOLLOWING 

"C" - adjust contrast 
"F" - program function keys 
"T" - set tab stops 
"PH - select parameters 
"D" - install default values 
"I" - install power up values 
"E" - exit setup menu 

I 
I 
I 
I 
l'p 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

-------------------------~---------------------------------------

Enter C to adjust the contrast of the screen. The following 
menu will appear: 

-----------------------------------------------~-----------------

NORMAL 

ARROW UP 
ARROW DOWN 
HOME 
RESET 

CONTRAST 

- increase contrast 
- decrease contrast 
- save contrast 
- abort 

HALFINTENSITY NORMAL I REVERSE I IREVERSE HALF I 
I INTENSITY I 

Press the UP ARROW to increase intensity. Press the DOWN 
ARROW to decrease intensity, and press HOME to save it and 
return to the MAIN SETUP MENU. Press RESET to return to the 
MAIN SETUP MENU. 

To program the function keys, enter F at the MAIN SETUP MENU. 

Operations and Maintenance Page C 6 



CRT Configurations 

The following screen will appear: 

".iFUNCTION KEYS 

OPERATING 'KEYS 

ARROWS - cursor movement 
Fn - function key to. edit 
RESET' -' abort 
ENTER - exit & updat:e .. . ' 

. :' ~ . 

HOME - exit, update & save for 
power up 

EDITING Fx 

DESTINATION LINK 

x x 

DESTINATION 

0 
1 
2 
3 

= AUX 
= 
= 
=. 

LOCAL 
EIA 
LOCAL &EIA 

LINK 
KEY 

Fx 

, '-'-' ---~--------------------

I 
I 
I 
I 
I 
I 
I 
I 
I 
I' } 
1 

'1 
1 

.~-----------'-------.----.---------- ... -.~------------~ _____________ ... :~I,~.~ • 

. Enter the key you want,to edit. It should appear in the 
. heading EDITING Fx ...Then enter the. characters that you want· ";,~: 

:.-:~·,;;".-,,;;;t:he. ~ f~nctio~ key·;to··~.represent ~:·.>U.sethe ARROWS to move from <y~~~ 
ed1t1ng l1ne ,to DESTINATION i to LINK, or LINK KEY. .' 
DESTINATION is the' port to which the terminal is going to 
send the function key values (ex. O=AUX , 2=EIA, EIA is to 
the system). LINK allows you to link one function key to 
another. 

Tab stops are not recognized by the system and it is' 
recommended that you do not use them. 

To . change "parameters, ... enter P.· .The ,following" menu will ," .':~,." 
appear: 

Operations and Maintenance Page C 7 
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CRT configurations 

PARAMETERS 

F Duplex 
7 EIAbaud rate =·9600 
7 AUX baud rate = 9600 
1 Parity Type = EVEN ** see note 
0 Line terminator 
0 Language 
0 Case select 
Y Parity check 
Y X-ONjX-OFF 
N Refresh rate 50Hz 
N Key click 
Y Cursor blink 
Y Cursor block 2nd PAGE xxxxxxxxx 
N Cursor suppress 
N Cursor home upper left OPERATING KEYS 
N Half intensity background 
Y Dark background 
Y Auto scroll ARROWS - cursor movement 
N Auto line feed RESET - abort 
N Tagged attributes ENTER - exit & update 
N Regent 40 mode HOME - exit & update & 

save for power up 

.The ARROW keys will move you to.eachparameter. As you reach 
.. eachparameter, the. optionsfo-r that parameter will appear on 
the upper right side of the screen. If you wish to ch~nge 

. one, just move to that parameter and enter the option. The 
HOME key will save all the parameters once they are set, so 
you do not have to reset them. 

** On DEC-based systems, parity should be set to SPACE = 0 

Operations and Maintenance Page C 
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CRT Configurations 

VIEWPOINT PLUS TERMINALS 

Terminal features and operating parameters are selected via 
·"·;,,,thekeyboard and are stored in a non-volatile memory • This .' 

allows the terminal to be turned off and on ,while retaining' 
, ' ~. ,.;,;,the ~electedoptions. ' 

SETUP;MODE 

To enter the setup mode press and hold the CTRL and TAB keys, _ . 
, 'then release 'both. The following' menu will appear. 

-----------------------------------------------------------------" 
I 
I 
I 
I 1 Terminal mode 
I 8 Baud rate 
I 1 Parity 
I N Display parity error 
I Y Full duplex 
I Y Auto scroll , 
I N Auto line feed 
I N Light background,' 
I N Underline cursor 
I N Blinking cursor 

',1' N Keyclick .,,' 
I N Bellon 73rd column ' , 
I N 50 Hz operatiON 

SETUP MENU 

MODES 
o = Al 
1 = A2 
2 = 3A 
3 = 3A+ 

BAUD ,RATES 
o = 110 
1 = 150 

,2 = 300 
3 .= 600· 
4 = 1200 

,5 =1800 

PARITY 
o = Odd 
1 = Even 
2 = Marking 
3 = Spacing 

LANGUAGE SELECTION 
0 = united states 
1 = . France 
2 = Germany/Switz. 
3 .-. Sweden/Finland 
4 - Denmark/Norway' 
5 = Spain/Portugal 
6 = united 

" 'I 
." 

, 

I .0 Language 
., 1 N 'Keycap option'" 6= 2400 

·;:.7 = 4800 
8 = 9600 
'9 = 19200 

Kingdom 
:'. A,~41, 

I: NDisable CTRL~Z (3A/3A+) 
I N Space advance (3A only) 

ICursor up/dn select I 
IEnter paramo change I 
I HOME saves/ exi t ' , 
IESC exit without , 
Isaving changes I 
ICTRL-UP & DOWN to I 
Ichange contrast I 

I N Programmable funct. keys 
I 
I 
I 
I 
I 
I 
I 

.Tochange a parameter, move the cursor up or down to the 
parameter and enter your option. If you want the changes to 
take effect for the duration of one session, press the ENTER 
key. The options will only be used until you power off the 
terminal. To save the options, press the HOME key. The ESC 
key is for exiting the setup menu without resetting the 
options. The CTRL-UP & DOWN keys are used for adjusting the 
contrast of the terminal. 
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1 
8 
3 
N 
Y 
Y 
N 
N 
Y 
N 
N 
Y 
N 
0 
N 
N 
0 
N 
0 

CRT configurations 

VIEWPOINT 1010 TERMINAL 

This terminal operates in the viewpoint mode with a term type 
of V . 

... ·INTERFACE CABLE 

Refer to the specifications in the Site Preparation Guide. 
Theaux port is configured as an IBM PC compatible parallel 
printer port. 

SETUP MODE 

To enter the setup mode, press and hold the CONTROL and F1 
keys, then release both. The following menu will appear on 
the screen. The settings below are recommended by Ultimate. 

SETUP MENU 

MODES PARITY PRINT LOCAL 
Term mode O=Al O=ODD O=INHIBIT 
Baud 1 A2 1 EVEN 1 CR/LF 
Parity 2 3A 2 MRK 2 CR 
Display parity 3 3A+ 3 SPC 3 NONE 
Full dup 
Auto scroll SCRN FORMAT LANGUAGE 
Auto line feed O=Normal O=US 
Light background * '. 1 SS/24 LINES 1 FR 
Line cursor * 2'JS/25 LINES 2 GEP/SWS 
Blink cursor * 3 SWE/FIN 
Keyclick * BAUD 4 DEN/NOR 
CRT' saver 'c·* . '. 0 110 5 SPN/POR 
50 Hz 1 150 6 UK 
Language 2 300 
Disable CTRL-Z(3A/+ONLY) 3 600 
Space advance(3A ONLY) 4 1200 
Screen format 5 1800 
XON/XOFF 6 2400 UP/DOWN TO SELECT 
Print local 7 4800 HOME - EXITS & SAVES 

8 9600 ESC - EXITS NO SAVE 
9 19200 

* Set to User preference. 

Operations and Maintenance Page C 10 
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WYSE WY-50 TERMINAL 

The WYSE terminal has a screen width of 80 or 132 columns, 
'~""and<split screen capabilities. Terminal features and 
",operating parameters are .' selected via the keyboardandare.: ... 

1 c<J';'stored i~.:a:cnon..;volatileinemory ;"This' a:llows~ .:theterminal. to,T"~, 
,"be turned off and on w~ileretaining the selected options .'. ,':"'. 

SETUP MODE 

. : ·To enter the, setup mode, press the SHIFT and· SETUP keys, then~''';;;~' 
.release both. A status line .should. appear at ,the top and·,,, 
bottom·of the screen. 

Example: 

Top of screen: 

Cursor-keys: select fields SPACE: changes FUNCT: F-Keys ESC: 
Default 

Bottom of screen: 

.. HANDSHAKE=NONE SCREEN=80 CURSOR=BLOCK BLINK?=ON MODE=FDX.,,,", 

This is level one of ,five levels. All parameter fields are 
dim, except the far left field in the bottom row,which is 

,,:._ ' .. ,'normal intensity.:N:ormal intensity,. indicates the active·:?: . ',!,/;: 

field. Changes may be made to active fields •. 

" , . Press the SPACEBAR ,to change the ,parameter in the active'" :~':,' 
-~,~:~;">':',:1::':£field:··'Press·;.thEfRIGHT::'.ARROW·key't6,activatethe·.next,field!~;::(.·· 

'. -to the right, and, press the LEFT ARROW key to activate' the' 
next field to the left. The UP ARROW key moves the fields up 
one level and the DOWN ARROW key moves the fields down one 
level. 

Settings for each field level appear on the next few pages. 

NOTE: An asterisk (*) indicates the recommended setting. If 
·,there is no asterisk, set the option at your 

preference. . 
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CRT Configurations 

(' Field level 1 
c~ ________________________________________________________________ _ 

HANDSHAKE = NONE SCREEN = 80 
MODE =FDX 

PARAMETER 

Handshake 
(protocol) 

Screen 
(column/color) 

Cursor 

Blink? 

Mode 

Operations and Maintenance 

CURSOR = BLOCK 

SELECTIONS 

* None (default) 
X-on X-off 
DTR 
Both (X-on/off 

* 80 (default) 
132 
80 Rev 
132 Rev 

Block (default) 
Line 

On (default) 
Off 

* FDX (default) 
Block 
HDX 
H-BLK 

BLINK? = ON 

and DTR) 

I 
I 
I 
I 

" ·~I 
I 
I 
I 
I 
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CRT Configurations 

Field level 2 . 

. '-' , '."""';::.,~ ... --.~.---------------------------------------.----------------------
1 

. J 
·DATAiIT~8--STOP BIT=i PARITY ~IT=NONE 'MODEM PORT BAUD 

RATE=9600 

c PARAMETER 

DATA BIT, 

STOP BIT 

PARITY BIT 

-,Modem Port Baud .Rate 

··SELECTIONS 

-* ,,8 (DEFAULT) 
7 

* 1 (DEFAULT) 
2 

* None (default) 
Odd 
Even 
Mark 

9600 (default) -r ., 
1 ":"' . -----------------.--------.--~------.---------------------------~-~~'.;::.,;~::i~~ 

Field Level 3 

. -----------------------------------------------------------------
1 1 
1 1 
1 1 
1 BLK END=US/CR AUTO NL=ON CR=CR AUTO SCRL=ON AUX BAUD RATE= 1 
1 9600 1 
1 1 
1 PARAMETER SELECTION 1 
1 1 
1 BLK END * US/CR (default) 'I 
1 CRLF/ETX 1 
1 1 
1 AUTO NL .* ON (default) 1 
1 Off 1 
1 1 
1 CR * CR (default) 1 
1 CR,LF 1 
1 1 
1 AUTO SCRL * On (default) 1 
1 Off 1 
1 1 
1 AUX BAUD R 9600 1 
1 1 
----------------------------------------------------------------- If 

'--.- . 
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(' 
Field Level 4 

1~, 
:'---~---'---------------------'------------------------------------- . 

~~ 

I I 
I SCRL=JUMP STATUS=ON S.SAVER=OFF PROT=DIM TEST=OFF I 
I I 
I PARAMETER SELECTION I 
I I 
I SCRL * .·Jump (default) I 
I (scrolling type) . SM-1 I 
I SM-2 I 
I SM-3 I 
I SM-4 I 
I SM-8 I 
I I 
I STATUS * On (default) I 
I Off I 
I I 
I S.SAVER Off (default) I 
I (shuts off screen) On I 
I I 
I PROT Dim (default) I 
I (display protect attribute) Rev I 

(~ 
I Norm I 
I I 
I TEST * Off (default) I 
I (self test) On I 
I I 
I I 
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Field Level 5 

CRT configurations 

1 
1 

I· KEYS?=US/UK. RET/ENTER=CR/CR· COMPATIBLE MODE=WY50 ENHANCE= OFF 1 
1 

PARAMETER 

KEYS? 
(require special ROMs) 

RET/ENTER 

COMPATIBLE MODE 

SELECTION 1 
1 
1 * 

* 

US/UK (default) 
German 
French 
spanish 
Danish 

CR/CR (default) 
CRLF/TAB 

I·· '''" 
1 
1 
1 
1 
1 
1 
1 

WY50 (default) 1 
TVI910 1 

1 TVI920 1 
1 TVI925 1 
1 * ADDSVP 1 
1 HZ1500 1 

1 1 
1 ENHANCE -Off (default) 1 . 

~I (ADDS-VP, HZ1500.CODE) * On I' 
1 1 
I. 1 
-';;.~'--------:.--------,~-.----~'';'--------------------------~-------'----~---l~t~~~, 

NOTE: The KEY CLICK status is also saved with the setup. 
The KEY CLICK may be turned on or off by pressing and 
holding the SHIFT and ENTER keys, then releasing 
both. 

SAVE SETUP CHANGES 

Press and hold the SHIFT and SETUP keys, and release both. .k 

The top row should look Tike the . example below ,',.with-,nsave;i:~Dii;'A; 
changes for power-on?" flashing on and off. 

Example: 

Save changes for power-on? Y:yes (no F-keys) A:F-keys also 
others: no 

If you press Y, all changes except those made to the function 
keys are saved for the next power-on. If you press A, all 
changes are saved. If you press any key other than Y or A, 
the terminal will operate with the current parameter changes, 
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but will not save them when power is turned off. 

After you make your selections, the screen will go blank for 
" ',.a. second and then return to its operating mode. 

WYSE-60 TERMINAL 

The WYSE 60 terminal has the following general features: 

1. 80 or 132 column mode 
2. 24 or 42 lines per screen 
3. Programmable function keys 
4. Bi-direc.tiona1auxport.which can be,used as a modem 

port to another system 

This terminal operates in a WYSE-60 mode, instead of a 
compatible mode. This may cause a problem with programs that 
have hard-coded screen functions. To eliminate this problem, 
use the Ultimate @ Function Negative Values for these 
features (i.e. PRINT @(-l) TO CLEAR SCREEN). Refer to the 
next page, and the. "BASIC Statements and Functions" section 
of your BASIC manual for a list of @ functions. 

SETUP MODE 

To enter the setup mode, press and hold the SHIFT and SETUP 
keys. A menu of screen options will be displayed. Select the 
option you ,wish to change by using . the ·.function keys across .. 
the top of the keyboard. 

NOTE: The following settings are recommended by Ultimate. 
", 'OtheroptionslUay be set later via software~ See your 

WYSE-60 manual for escape sequences. 

Fl DISPLAY 

COLUMNS =8 0 
LINES=24 
PAGE LENGTH= 

1xLINES 
ATTRIBUTE=CHAR 

F2 GENERAL 

PERSONALITY=WY60 
COMM MODE=FULL 

DUPLEX 
DATA/PRINTER= 

MODEM/AUX 
MARGIN BELL=OFF 

STATUS LINE=STANDARD 
SCRL=JUMP 
CURSOR=BLINK BLOCK 

TVI955=NO SPACE 

ENHANCE=ON 

END OF LINE WRAP=ON 

TEST=OFF 
LABELS=ON 

Operations and Maintenance 

BACKGROUND=DARK 
SCRN SAVER=ON 
MONITOR=OFF 

FONT LOAD=ON 

SEND ACK=ON 

PAGE EDIT=OFF 
SAVE LABELS=ON 

Page C 16 



CRT Configurations 

F3 KEYBOARD 

KEY CLICK=ON . 
···.··r;:~·JJ:~~TuRN=CR 

" XMT LIMIT=NONE 
" ""0WYSEWORD=OFF 

F4 MODEM 

KEY LOCK=REV 
ENTER=CR 

.. FKEY LIMIT=NONE 
:.LANGUAGE=US .. ' 

:.BAUD ·RATE=9600.··DATA.BIT=8· 

PARITY=NONE .. ..' STOPBIT=l 

F5 AUX 

BAUD RATE=9600 DATA BIT=8 

PARITY=NONE STOP BIT=l 

F6 IBM 

NULL=ON SENDPAGE=LINE 

F7 ASCII 

BLOCKEND=US/CR .AUTO SCRL=ON 
. VP60 BLK END=NONE, AUTO .PAGE=OFF 

KEY REPEAT=ON 
. CORNER KEY=HOLD 

·'BREAK=250ms 

. 'R tv HANDS HA K E=·· .. ',-., 
X-ON/X-OFF 

",X M T HAN D.S H.AK E = .. -.:~; 

X-ON/X-OFF 
XPC HANDSHAKE=ON 

RCV HANDSHAKE= 
X-ON/X-OFF 
XMT HANDSHAKE= 
X-ON/X-OFF 
XPC HANDSHAKE=ON 

WPRT INTENSITY=DIM . " . 

WPRT REVERSE=OFF" 
.< ,: RCVD ,CR=CR .. ' ". ;'; .. .;': . ~ 

.. -~ :" ,':' 

.. 'WPRT UNDERLINE=OFF" ""i~' 

F8 (FUNCTION KEYS) and F9 (FUNCTION KEY LABELS) are 
user-defined ..The settings above are recommended by Ultimate. 
Your software house or dealer may suggest other settings, 
depending on your application. 

ADDED PRINT @(-N) FUNCTIONS 

.. Thefollowing PRINT @ (-n), have 'been added for the WYSE-60: 

@(-70) = 80 column screen display 
@(-71) = 132 column screen display 
@(-72) = 24 line mode 
@(-73) = 42 line mode 

HONEYWELL-BASED CHI RON SYSTEMS 

The following information is for Chiron systems with the SCF 
PORT o. These systems include the Honeywell-based 6200 and 
6400. The 6000 systems will run with the Wyse terminals if 
the CPU has a part number greater than BXCSS11A-009 (this 
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information should be available from Honeywell). All 6000 
systems shipped recently will have the correct cpu. 

·'/".':;:;HANDSHAKE = NONE 
DATA BIT = 7 
STOP BIT = 1 
PARITY = EVEN 
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WYSE-85 TERMINAL 

SETUP 
"q,,~.~-

" 'The set-up mode is entered by 'pressing , the SET"';UP key'~' 
.:,~- . '·;,locateddnthe. upper left, hand"Qorner'of the>keyboard. " ", ;, '·':!.c'.;f"}'t. 

~., - . ," 

~ Upon entering the settip mode, ~status line shouldappear~': 
both at the top and bottom of the screen. The status line at. 
the· top left corner of ,the screen displays the name of· the, ",,' 
set-up level currently being monitored. The rest of this ~.~ 

.; . status- line displays,.the-.valid-keyboard, responses,.,followed ,,;~;:~.:. 
,by the action taken when that key 'is entered. In all levels, ',; 

, ·the keyboard responses are single key commands. 

Example: 

The status line for the DIRECTORY level (1st level) is: 

LEVEL NAME SETUP-Exit ENTER-Select < > New field A v New 
level 

., .. , Press· the SETUP key to' exit,. the set-up mode. 

Press the ENTER key to select the . nextpara.l'ileter in ,the' 
,active field. The active field, is displayed in reverse -video 
on the bottom status line. 

" Press. the LEFT-ARROW or the 'RIGHT-ARROW keys to change'~the::';' 
active field. 

- . ,,;;- •. ~,r~';:Press;the;;Up:"-ARROW,;ia:nd:':riOWN"'ARROW keys to select the ilextarid-i~;~~~~ 
. -previous 'levels, respe'ctively.' 

The status line at the bottom of the screen displays the 
'parameters that can be monitored in this level. 

NOTE: This terminal will not send a control underscore to 
the system because the terminal that it emulates does 
not send that character • 
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SETTING UP THE WYSE-85 ON REV 150 AND ABOVE -- --- -- --- --- ---
'If you are on Rev ,150 or above, the Wyse-85 terminal may be 
set up by entering TERM-INITfrom TCL on SYSPROG. You will be 

, ,,·:-prompted ,for the terminal' type, ,which is "Y" for this -";1, 
terminal.' After using, this ,utility,:three parameters must'be 
set up from the keyboard set-up mode. They are Handshake, Xmt 
limit and Fkeylimit. Follow the steps below to set up these 
parameters. 

" 1. Press the SET-UP, key to enter the set-up mode. ,--- ,-:' ,.- .;-, .. ..,., X '~~ 

2.·Press the DOWN-ARROW key until you reach the 
Communications-2 level. 

3. The active field will be the HANDSHAKE field. 

4. Press the ENTER key until this field changes to <Both>. 

5. Press the LEFT-ARROW to change the active field to XMT 
LIMIT. 

- 6. Press the ENTER.· key- until this field changes to <150 cps> ~ --,-;.c~·~ 

7. Press the DOWN-ARROW until you reach the Send level. 

" 8. Press the RIGHT-ARROW to' change the acti va . field 'to Fkeyr~ ':;' 
XMT. 

.9. Press the ENTER. key ,until, .this field changes _to <150 cps>.-

10. Press the SET-UP key to return to the Directory level. 

11. Press the RIGHT-ARROW to select the SAVE field. 

12. Press the ENTER key to save all changes into memory. 
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SETTING UP THE WYSE-85 MANUALLY FOR ALL RELEASES 

;!.':hj'c<,?ji)~Below' is a list of the proper setups for each of. the setup , 
levels. 

',LEVEL ,NAME: DISPLAY~l 
Columns: 80 ',controls:Interpret ,'Autowrap:ON '. Scroll':Jump 
Screen:Dark Rows:24 

LEVEL NAME:DISPLAY-2': 
CUrsor: Blinking ',;Block "CRT Saver: ON Width Chanqe Clear:OFF_~~,"l'w" 
status Line: ON ' 

LEVEL NAME: GENERAL-l 
Mode:VT200 7 bit Pound:# Fkey Lock:OFF Feature Lock:OFF 
Newline:OFF Local:OFF 

LEVEL NAME: GENERAL-2 
Keypad:Numeric Cursor Keys:Normal Transfer ", Term: Cursor 
Test:OFF 

LEVEL NAME: COMMONICATIONS-l 
,,'Transmit:9600 'Receive: 9600 , Data, 'Bits: 8 'Parity:None· Parity 

Check:OFF Echo:OFF 

LEVEL NAME: COMMUNICATIONS-2 
'.' ,r ,',!,,: Handshake: Both stop .Bits:l Port:EIA data,"Disconnect:2sec,~t::~,,;.)~~~j 

'.,F .... ~,'!·· ',' 

Limit:l50 cps ' 

LEVEL NAME: PRINTER-l , 
<:Z~~~Speed:9.6 OO>Datac,Bib,:i: S'Parity: None :stopBi ts: 1 Handshake: Both "~~;. 

Terminator: None 

LEVEL NAME: PRINTER-l 
Print:Full Screen Print:ASCII Print Mode:Normal PR 
Receive: OFF 

LEVEL NAME: KEYBOARD-l 
Lock:Caps Keyrepeat:ON Keyclick:OFF Marqin bell:OFF Warning 
Bell:ON Break:ON 

LEVEL NAME: KEYBOARD-2 
Answerback:OFF Compose:ON X:BS/DEL Keyboard:N. American 
Keys:Typewriter 

LEVEL NAME: SEND 
Fkeys:Remote Fkey Xmt:l50 cps Send:All Send Area: Full Screen 
Send Term: None 
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NOTE: 

JUMPERS 

Printer Configurations 

APPENDIX D: PRINTER CONFIGURATIONS 

Refer to the site Preparation Guide for information 
on Interface Cable Specifications. 

··DATACOMM BOARD 

···The' following jumpers are required on the Data Comm board of··· 
a .Printronix printer ~with a .. ·serial- -interfage. -,.This ".jumper.. ~ 
scheme supports X-ONjX-OFF protocol. 

Location A-I0 

Location B-3 

Location C-9 

HYBRID CURRENT LOOP DISABLE jumpered 

BIT 8 (PI to GND) and (DATA to E2) jumpered 

REQ TO SEND - BSY 
DTR - BSY 
DATA TRANSMIT - TOB 
REVERSE CHANNEL - NBSY 

jumpered 
jumpered 
jumpered 
jumpered 

. Location C-l1BAUDRATE SELECT - (9. 6k jumpered) 
or appropriate baud rate 

Location F-4 PARITY ENABLE - jumpered 
128 -.jumpered 

(remove for LSI 
systems) 

256 - jumpered 
512 - jumpered 

Location H-I0' ·,BAFL. ·:HYS -j'umpered 

Location K-4 PROGRAM X-MIT CHARACTER 

ON-ACK OFF-NACK 

8 - jumpered 8 - jumpered 
1 - open 1 - open 
7 - jumpered 7 - jumpered 
2 - jumpered 2 - open 
6 - jumpered 6 - jumpered 
3 jumpered 3 jumpered 
5 - open 5 - open 
4 - jumpered 4 - jumpered 

A-I0 HYBRID CURRENT E5 
LOOP DISABLE 

B-3 BIT 8 El . 
PI 

\ 
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(connect) 
/ \4., GND · GND · DATA 
\ 

(connect)" 
/ 

E2 

. ·C-9 REQ TO SEND - BSY IONL 
BSY · · NBSY 

'DTR - BSY BSY 
• · NBSY 

NTO · · TOB 
DATA TRANSMIT - TOB TOB 

· NTO 
REVERSE CHANNEL - NBSY NBSY 

· BSY 

.. ' C-11 ,'BAUD RATE SELECT - 9. 6K EXT :," 

· 75 
150 · 300 
600 · 

". ~. · 1.2k 
2.4k · · 4.8k 
9.6k • 

· 19.2k 

F-4 PARITY PARITY. .--.ENABLE(remove 
64 for LSI) 
128 

8 · BITS 
256 
512 
ODD 
PARITY 

i 

H-10 BAFL - HYS HYS · \ 
(connect) 

/ 

· NO HYS 

K-4 PROGRAM X-MIT ON-ACK OFF-NACK 
CHARACTER 8 8 . --. 

1 . 1 . If 
'I.(, 
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Operations and Maintenance 

.~~- ----------------

7 
2 
6 
3 
5 • 
4 

7 
2 • 
6 
3 
5 • 
4 
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DEC LETTERPRINTER 210 

.. '~.-;.i:T.heLetterprinter 210 is a dot-matrix serial printer with 
/logic-seeking ,'bidirectional .print.It can print at a. ,maxim~m 

,,,.''::;l,speed.of .. 240 charactersls'econd in 'D'raft Quality Mode, and at 
, .. -4'0 cha'rac,ters/second in ,Letter Qual i ty Mode. The 

.' Letterprinter '210 can be'used'onthe entire Ultimate product 
line. ' . 

. SWITCH SETTINGS 

. switch banks· are located, 'at the back of the • printer,' along 
the bottom. ~There are two banks of switches. They must be 
set before powering on the printer. Following are the 
standard switch settings for Ultimate systems. 

ULTIMATE PC 

Switch Bank A 

1 OFF 
2 OFF 
3 OFF 
4 OFF 
5 ON 
6 ON 
7 ON 
8 ON 

DEC AND HONEYWELL SYSTEMS 

Switch Bank A 

1 OFF 
2 OFF 
3 OFF 
4 OFF 
5 ON 
6 ON 
7 ON 
8 OFF 

Operations and Maintenance 

switch Bank B ---
I ON 
2 OFF 
3 ON 
4 ON 
5 OFF 
6 OFF 
7 ON 
8 OFF 

switch Bank B 

1 ON 
2 OFF 
3 ON 
4 ON 
5 OFF 
6 OFF 
7 ON 
8 OFF 
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switch Bank A 

.• ~Speed Control Line 

2 Mode:tn Control 

3/4 Paper Fault 

5 End of Transmission 

6 XON/XOFF 

7 Error Processing 

8 store Features· 

SWITCH BANK B 

BAUD RATE 
50 
7.5 

110 
134.5 
150 
200 
300 
600 

1200 
1800 
2400 
4800 
7200 
9600 

1 
OFF 

ON 
OFF ... 

ON 
OFF 

ON 
OFF 

ON 
OFF 

ON 
OFF 

ON 
OFF 

ON 

2 
OFF 
OFF 

··ON 
ON 

OFF 
OFF 

ON 
ON 

OFF 
OFF 

ON 
ON 

OFF 
OFF 

Operations and Maintenance 

OFF 
.ON 

Restraint mode 
Speed Control mode 

OFF 
ON 

No Modem Control 
Modem Control 

XOFF Sent 
Break Sent 

.. Drop DTR 

OFF/OFF 
ON/OFF 
OFF/ON 
ON/ON ·Do Not Connect 

OFF Disconnect on EOT 
ON Ignore EOT 

OFF Disable XON/XOFF 
ON Enable XON/XOFF 

OFF Print Substitute Char. 
ON Print as Received 

·Move off, then on,to store 
. settings in memory. 

3 
OFF 
OFF 
OFF 
OFF 

ON 
ON 
ON 
ON 

OFF 
OFF 
OFF 
OFF 

ON 
ON 

4 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 

ON 
ON 
ON 
ON 
ON 
ON 

5 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
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IGP-10 BOARD 

The Intelligent Graphics Processor (IGP-10) is an optional 
j~j;board that is used with the P-Series Printronix printers. It 

can be used ,in a serial printer, where it takes the place of 
the data comm:board, or in a parallel printer; where' it 
occupies the- empty slot. The IGP board allows you to· design 
and print forms, lo~os, seven types ofbar"cbdes, and 
alphanumeric data." The IGP board allows compressed print of 
10,13, 15,and 17 characters per inch and expanded print of 
1 to 99 times the standard size. The IGP board has vertical 
line spacing of 6, ·8, 9, or 10 lines per inch."" The. reverse:,·, 
print command causes the printer to print white-on-black, and 
works with "standard and expanded characters, logos, and 
forms. The reverse print command does not work with bar codes 
or compressed print. 

The jumpers on the A and B logic boards must be changed 
before the IGP board is installed. Refer to the configuration 
for Printronix A and B Logic Boards in the beginning of this 
appendix for the correct jumpering. The following is a list 
of the switch settings for the IGP-10 board. 

SERIAL SWITCH SETTINGS 

Switch B2 

Sw # Open/Closed 

1 Closed 
2 Closed 
.3 " ,Open. 
4 Open 
5 Open 
6 Open 
7 Open 
8 Open 

Switch B3 

Sw # Open/Closed 

Function 

Enable DTR 
. Enable RTS 

• c' ",.,;Control Character" Selection 
Control Character Selection 
N/A 
Select P-Series Control Codes 
N/A 
Forms Length Selector Option 

Function 

(CTRL C) 
(CTRL C) 

, .. 

1 Open/Closed Serial Interface/Parallel Interface '+ - t·'&~c>, 
2 Closed 
3 Open 

4 Open 

5 Open 
6 Open 
7 Open 
8 Open 

Select Internal Baud Rate Clock 
External Clock (Ignored, Internal Clock 
Used) 
External Timing (Ignored, Internal Clock 
Used) 
N/A 
N/A 
N/A 
N/A 
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switch Dl 

Sw # Open/Closed 

l· Closed 
2 Open 
3 Closed 
4 Closed 

Printer Configurations 

Function 

,Baud Rate * 9600 Baud 
Baud Rate *" " 
Baud Rate *" " 
Baud Rate *" " 

5 Open/Closed Select 8Bit Interface (open/DEC, 
closed/Honeywell) 

6 Open Even Parity, 
7 Open/Closed Enable/Disable Par i ty( open/DEC,. 

closed/Honeywell) 
8 Closed 

switch D2 

Sw # Open/Closed 

1 Open 
2 Open 
3 Open 
4 Open ,;', 

2 stop Bits 

Function 

High True Logic (DTR/RTS) 
Enable Sense of Data Bit 8 
High True (data strobe) 

:Enable Sense of PI Line 
5 
6 

Open 
Open 

CR will not cause Paper Advance 
Auto-Line Feed Disable 

7 Open Test 
8 Open N/A 

Parallel Switch Settings 

;.$witch B2 
switch B3 
Switch Dl 
Switch D2 

l-8.open 
1 closed, 2-8 open 
1-7 open, 8 closed 
1-8 closed 

Serial/Parallel Interface Jumpers 

Jumper location A9 for Serial Interface 
Jumper location Ala for Parallel Interface 
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,.,-

* Alternate Baud Rates ~-
,- :'- ,;;;"::.":~~t';;:.:Baud Rate Sw 1 Sw 2 Sw 3 Sw 4 

. 5Ch c ',. "Closed ..Open .- ,Open Open !I"" 

75 - Open Closed Open Open 
110 Closed Closed Open Open 
134.5 Open Open Closed Open' 
150 Closed Open . Closed Open 
300 Open Closed . Closed Open 
600 - Closed "Closed -Closed Open ""'" . " O'~ ,J. ~ .• :::'" 

-.1200 Open -Open . Open ,Closed 
. '1800 Closed Open Open Closed 

2000 Open Closed Open Closed 
2400 Closed Closed Open Closed 
4800 Open Open Closed Closed 
9600 Closed Open Closed Closed 
19.2K Open Closed Closed Closed 
38.4K . Closed Closed Closed Closed 
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NEC 3500 LETTER QUALITY PRINTER 

SWITCH SETTINGS 

The following switch settings should be used :for the .NEC 3500. ,.: 
.35cps'printer •. The.switch settings 'are Iodated on the, logic .... ~~. 
board inside the rear 'of the printer. There are three sets, of 
8 dip switches each. 'The diagram below shows the order of 
these switches. 

NOTE: 

SW3 

.', .1 00001000 

o = OFF 
1 = ON 

SWl 

11010110 

SW2 

00000011 

The following is a description of each switch setting. 

SW1 

1 SPEED 
2 SPEED 
3 LOCAL LF 
4 AUTO CR 
5 PARITY ENABLE/DISABLE 

ON 
ON 
OFF 
ON 

(1200 BAUD) 

OFF for DEC systems ,ON for- .. , 

• < .•. ,; .'i6:'.PARITY EVEN/ODD' 
'HONEYWELL 
ON 

{' 

7 X/ON 
8 CUT SHEET GUIDE 

SW2 

1 10/12/15 CPI DEFAULT 
2 
3 LF/FF 
4 PAPER OUT DETECT 
5 8/6 LPI DEFAULT 
6 PS/STD DEFAULT 
7 TEST 
8 REMOTE/LOCAL DEFAULT 

SW3 

1 NOT USED 
2 " " 3 " " 
4 " " 5 DATA SET READY 

Operations and Maintenance 

ON 
OFF 

OFF 
OFF 
OFF (FF) 
OFF 
OFF 
OFF 
ON 
ON 

OFF 
OFF 
OFF 
OFF 
ON 
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6 DTR=RVC 
7 RVC=-12 
8 HAMMER DISABLE 

Printer Configurations 

ON 
OFF 
OFF 
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NEC 5500 SPINWRITER 

SWITCH SETTINGS 

NOTE: ON is the UP position and OFF .. is the DOWN position. 
The n*n indicates the normal switch settings for use 

.. 'wi th ULTIMATE systems. -

Printer Interface Logic Board 

" 'The printer cover must be removed.'The switches are located 
on the board in the rear of the printer. Only the first 4 
switches are set: 

SW. 

1 
2 
3 
4 

ON 

Keyboard Enabled (KSR) 
* Driver Lock Normal 
Carrier Detect Enabled 
Hammer Driver Enabled 

Printer Control Panel Board 

OFF 

* Keyboard Disabled (RD) 
Driver Lock 
* Carrier Detect Disabled 
* Hammer Driver Disabled 

To .locate the switch,lift the printer lid and look behind .. 
the Front Panel Cover on the top left side. 

SW. ON OFF 

1 

2 
-3 

4 
5 
6 
7 
8 

Auto Carriage Return 

* Clear Individual Tab stops 
Break Enabled· 

* XON/XOFF Protocol 
Reverse Channel High 
RESERVED ... MUST BE OFF 
* ON Baud Rate See Table 1 
* ON Baud Rate See Table 1 

* Auto Carriage Return 
Disabled 
Clear All Tab stops 
* Console Interrupt 
Enabled 
ETX/ACK Protocol 
* Reverse Channel Low 
* RESERVED ... MUST BE OFF 

Front Panel Rocker Switch Settings 

TEST Down 
DUPLEX Full 

SPEED High 
PARITY .Even - Honeywell Systems '. 

Mark - DEC-based Systems 

The balance of the rocker switches are set according to 
individual specifications. 
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TABLE 1 

7 8 L M H -, 

OFF OFF 110 150 300 
-OFF .ON· 110 200 300 
ON OFF 110 300 600 
ON ON 110 300 1200 

Switches 7 and S on the Panel Control Board- set- the baud . ~-":" 
rates that can 'be'$electedby~the -Panel Rocker switch, 
labeled L M H. 
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PRINTRONIX A AND B LOGIC BOARDS 

JUMPERS 

The following jumpers are.required on the Printronix printer 
, " to properly interface with the Ultimate systems. 

IMPORTANT!!! I 
I 

On the "A" logic board of all model printers, chip location .1 ~ 
"3A" must contain a1Kohm resistor pack, and· location"2A"l' 
must be left empty. I 

I 

Printer Speed Logic Bd. Chip Loc. Jumper Comments 

P-150 A-2 8K 4-11 Note 1 
8K 5-10 Note 1 
9K 7-8 

:9K .2-13 Note 2 

A-4 See A-2 

A-6 ,.see A-2 

B-5 8K 4-11 Note 2 
9K 4-11 

B-7 8K 6-9 
8K 4-11 Note 2 
9K 3-12 
9K 7-8 

B-9 See B-7 

P-300 A-1 8K 4-11 Note 1 
8K 5-10 Note 1 & 3 
9K 2-13 Note 2 

A-2 See A-1 

A-4 8K 4-11 Note 1 
8K 5-10 Note 1 & 3 
9K 2-13 Note 2 
9K 4-11 

A-6 See A-4 
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Printer Configurations 

Printer Speed Logic Bd. Chip Loc. Jumper Comments 
Pins 

'~, 

P-300 B-4 8K 6-9 
8K 4-11 Note 2 

B-5 8K 6-9 
8K 4-11 Note 2 
9K 6-9 

B-7 8K 6-9 
8K 4-11 Note 2 
9K 4-11 
9K 6-9 
9K 7-8 

B-9 8K 6-9 
8K 4-11 Note 2 
9K 4-11 
9K 6-9 
9K 7-8 Note 4 

, . P-600 A-4 8K 4-11 Note' 1 
8K 5-10 Note 1 & 3 
8K 1-14 Note 5 
9K 2-13 Note 2 

A-6 See A-4 

B-7 8K 4-11 Note 2 
8K 5-10 
8K 6-9 
9K 4-11 
9K 6-9 

B-9 See B-7 

Note 1 Remove if using IGP board 
Note 2 Install if using IGP board 
Note 3 Release 10 only 
Note 4 Install if using A-1 through A-5 logics 
Note 5 Phase Fire printer only 
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Printer Configurations 

PRINTRONIX MVP 

C' The MVP printer is a dot matrix line printer with 5 printing 
"","',:\modes.. The printing modes are Correspondence Print at 10 

characters/inch, Data Processing Print atlD 
, . , .. ,characters/inch, 'Compressed Print at 1'2.5 characters/inch,", 

Condensed Print at 16. 7 'characters/inch, and Plot Mode.· , 

-. Of:..: 

CONFIGURATION OPTIONS 

The following are the standard internal settings for the MVP 
.'j Printronix printer' on Ultimate systems. For a description of 

each switch setting, consult the MVP Printer manual. You can 
select 'the, printer configuration options shown below with 
the ADDR and DATA panel switches located directly on the 
right front of the printer. You must raise the front cover 
to see these switches. Also note the digital display to the 
left of the panel. 

To change the parameters, follow these steps: 

1. Insure that the RDY light is blinking. (If not, press the 
RDY'switch). 

2. Press the 2nd-Func key. 

3. Increment the left side of the digital,display'by pressing 
.' ... ' the ADDR switch (the left counter "will ',increment rapidlY)r~"" 

stop at the desired selection. 

4. When the desired configuration parameter is reached, place 
'>"'Jthe.,o'printer,.into configuration mode by holding the DATA 
"key and quickly pressing and releasing the MODE key. 

5. Step through the right side of the digital counter by 
pressing the DATA key. Once the desired selection is 
reached, press the 2nd-FUNC key. 

20.1 21.0 22.0 23.0 24.0 25.0 26.0 27.0 28.0 29.0 
30.0 31.0 32.0 33.0 34.0 35.0 36.0 37.0 38.0 39.0 
40.0 4'1.0 42.0 43.0 " 44.0 45.0 46.0 47.,0 48.0 49.0 
50.1 51.0 52.0 53.0 54.0 55.0 56.0 57.0 58.0 59.0 
60.1 61. 0 62.0 63.1 64.0 65.0 66.0 67.0 ,68.0 69.0 
70.1 71. 0 72.9 73.0 74.0 75.0 76.1 77.0 78.2 79.1 
80.0 81. 0 82.17 83.19 84.11 85.0 86.C 87.8 88.1 89.0 
90.0 91.0 92.0 93.0 94.0 95.0 96.0 97.0 98.0 99.0 
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Printer Configurations 

Below is a brief description of the major switch settings. 

Feature 

Programming standard 
:Perforation skip 
Forms length 
(power on) 
Interface type 
Baud rate 
Word length 

xmit polarity 
. Request to send 
Clear to send 
Data set ready 
Reverse channel 
Data terminal ready 
XON level 
XOFF level 

options 

20.1 
·50.1 

52.0 

70.1 
71.0 
72.1 

.72.9 
73.0 
74.0 
75.0 
76.1 
77.0 
78.2 
79.1 
80.0 

Comments 

P-series 
Disable perf. skip 
Enable 11 inches 

"RS232 with XON/XOFF 
9600 baud (see note) 

,7 bits even parity 
(DEC only) 7 bits no parity 
Normal 
On if buffer not full 
Disable 
On to receive 
Disable 
Always on 
25% of buffer 
75% of buffer 

To print a configuration sheet: 

-I. 'Ensure the ROY light is .blinking.· 

2. Press the 2nd-Func key. 

-"', 3 • Press the ADDRkey;until thefirst\,two digits are zeros ~. 
L 

4. Press the DATA key until the last digit is a one. The 
display should now show 00.1 

5. Press "the 2nd-Func key. The printer should now start 
printing a configuration sheet. 
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Printer configurations 

PRINTRONIX COMPRESS PRINT MODE 

There are two methods of achieving compressed print on the 
Printronix printers. They are the installation of a A7-BIO 
logic board combination or the installation of an'IGP board. 
Each method has distinct advantages. .:-_c 

A7-BIO LOGIC BOARDS 

The A7-B10 logic board combination has printing of 10, 13.3 
or 16.7 characters per inch. The character size is software­
selectable, with a swi tchfor defaul tsetup'.For example ,i;E~c~~,J 

,the switch is set at 10 and you software-select 16.7 
characters/inch, the printer will return to 10 
characters/inch when done with your job. The A7-B10 
combination also has a Draft Mode. This will allow the 300 to 
print at 400 lines per minute, and the 600 at 800 lines per 
minute, although the print quality is not as good. 

IGP-10 BOARD 

The use of an IGP-10 board is another way of achieving 
compressed 'print. This board will work on ,a parallel or, ,j,d'J"f 
serial printer. 'In, a' parallel' printer, it goes 'in"theemptY:~;}~;~~ 
card slot . ,In the serial printer, it replaces the data comm 
board. This board features 10, 13.3, 15 or 17 characters per 
inch, bar code, reverse printing, and enlarged print from a 
maximum of i.9 • 9 inches ,decreas ing in 1/ 1 0 ·irich '; increments~ 
This :is totally software-selectable, with no default switch 
settings. 
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Index 

INDEX 

1/2" reel tapes 
1/4" cartridge tapes 
1400 series, creating memory dump 
1400 series, debugger 
1400 series, diagnostics monitor 
1400 series, powering 'off 
1400 series, powering on 
1400 series, tape drives 

4-7 
4-7 

11-23 
.11-17 

6-30 
3-3 
2-3 
4-7 

11-20 6000 and 7000 series, creating memory dump 
6000 and 7000 series, diagnostics monitor 
6000 and 7000 series, powering off 

6-9~:;:!t; 

3-1 
6000 and 7000 series, powering on 
:WARMSTOP 5-2, 5-5, 5-7, 6-2, 6-30, 
Aborts 
ACC file 
ACC file, clearing 
Account-Restore 
Account-Restore, summary 
Account-Save 
Account-Save, summary 

·.,Accounting history file .. " 
Adding equipment' """ " 
Adding equipment, summary 
Adding ports 
ALL-UPDATE-SAVE 
ALL';"UPDATE-SAVE, restoring from 
ALL-UPDATE-SAVE, summary 
Alternate track table 
Alternate tracks, assigning 

.·Ampersands 
Assigning alternate tracks 
Backing up 
Backup tapes, labeling 
Backup tapes, organizing 
Backup tapes, rotating 
Basic control panel, booting 
Basic control panel, initializing 
Battery backup unit (BBU) 
Baud rate 
Binary-Restore 
Binary-Restore, summary 
Binary-save 
Binary-Save, summary 
Boot 
Boot options 
Booting 
Calling Ultimate 
cartridge Module 
Cartridge tapes, 
Cartridge tapes, 
Charge units 

support 
Disk 
loading 
unloading 

Operations and Maintenance Rev 2.2 

2-1 
7-10, 7-14, 8-18, 

11-6, 
1-3, 

A-4 
A-I 
A-1 
9-7 

7-10, 

8-10, A-1 
8-16, 8-17 

7-7, A-I 
7-9 

1-3, A-I 
10-1 

. 10-1 
10-1 

7-22, A-I 
"8-27 
7-24 

11-9, A-1 
11-9 
11-8 
11-9 

5-3, 
5-3, 

11-18, 

7-1 
7-1 
7-1 
7-2 
B-3 
B-3 
A-I 
A-1 

8-18, A-I 

6-1, 

8-21 
7-10, A-I 

7-13 
6-3, A-I 
6-1, A-I 

5-1 
11-3 

4-1 
4-7 
4-7 

1-4, A-2 

Page I 1 



Index 

Checking tape for parity errors 
Check-sum 
Cleaning GCR tape heads 
Cleaning tape drive 
Clear ACC file 

, CMD drive 
CMD drive, 
CMD drive, 
CMD drive, 

cycling down 
cycling up 
installing disk pack 
removing disk pack 

11-10 
9-2 

4-5, 9-5 
4-5, 9-6 

9-7 
2-1, 3-2, 4-1, 9-5, A-2, B-8 

3'-2, 4-3 
4-3 
4-4 
4-4 CMD drive, 

Coldstart' 
.Coldstart, summary 

5-2, 5-3, 5-7, 6-1, 6-3, 11-6, 11-18, A-2 
6-8 

7-15 
1-4, A-2 

CONFIG " 
Connect time 
Creating memory dumps 
CRT configurations 
Daily maintenance 
Data, restoring 
Debugger, 1400 series 

11-20 
C-l 
9-1 
8-1 

11-17 
Diagnostics monitor, 1400 series 
Diagnos~ics monitor, 6000 and 7000 series 
Disk drive procedures 

6-30 
6-1, 6-9, A-2 

4-1 
2-1 

9-3, 11-9 
6-9, 6-18, 9-8 

6-28, 6-29 

"Disk drive, cycling up 
Disk errors' 
Disk, formatting 
Disk, formatting, summary 
Disk, reformatting 
Disk-to-disk copy 
Disk-to-disk copy, summary 
D-RDLBL 
Dumping memory to tape 

·DX files and pointers 
Eight-Inch Module Drive (EMD) 
EMD drive, powering off 
EMD drive, powering on 
Equipment, adding 
Equipment, adding, summary 
Equipment, checking 
FCC Warning 

6-9, 6-18, 11-8 
7-14 
7-19 
7-15 

11-20, 11-23 
7-28 

4-1 
3-1, 4-1 
3-1, 4-1 

10-1 
10-1 

1-1 

File-Restore 6-2, 6-30, 8-1, 
P-4 

9-7, A-2 
8-27 
8-38 

8-9 

File-Restore with update/transaction tapes 
File-Restore with update/transaction tapes, summary 
File-Restore, summary 
File-Save 

summary 
weekly 
incremental 

File-Save, 
File-Save, 
File-Save, 
File-Stats 
File-stats, checking 
Fixed Storage Device 
Formatting a disk 
Formatting a disk, summary 
FSD drive 

Operations and Maintenance Rev 2.2 

7-3, 9-1, 11-5, 11-8, A-2 
7-6 
9-6 

7-22 
9-1, A-2 

9-1 
4-1 

6-9, 6-18, 9-8 
6-28, 6-29 

2-1, 4-1, B-5, B-6 
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FSD drive, power~ng off 
FSD drive, power~ng on 
Full control panel, booting 

Index 

Full control panel, initializing 
GCR tape heads, cleaning 

.. Getting started Checklist 
, Group Format Errors 

Hangs, during File-Save 
Hangs, system 
Hangs, terminal 
HPP errors 
Incremental File-Saves 

3-1, 4-1, B-5, B-6 
3-1, 4-1, B-5, B-6 

5-1, B-2 
5-1., B-2 

4-5, 9-5, B-IO 
1-1.2 

6-2, 9-1, 11-4, 1.1-lS, A-2 
ll-S 

ll-S, A-2 
11.-S 

II-IS, A-2 
7-22 

Incremental File-saves, restoring from 
Incremental File-Saves, restoring from, summary 
Initializing 

S-27 
S-3S 

5-1. 
7-1 

1-4, A-2 
Labeling backup tapes 
Line-printer pages 
LINK-WS 
List-system-errors 
Loading Ultiword 
Loading WP 
Locks 

11-6 
9-3, 11-9, 11-13 

1-4 
1-4 

ll-S, 11-11 
.. ,Log, .. troubleshooting,_ . 

Maintenance 
Maintenance, 
Maintenance, 
Maintenance, 
Maintenance, 
Maintenance, 
Memory dump, 
Memory dump, 

11-1., 1.1.-23 
9-1. . 

daily 
monthly 
semi-monthly 
summary 
weekly 
creating for 1400 systems 

·9-1. 
9-7 
9-S 
:9-S 
9-6 

creating for 6000.and 7000 systems 
1.1.-23 
11-20 
11-14 .. Mismatches 

Monthly maintenance 
Offline monitor 
Organizing backup tapes 
Parity errors, checking for 
PART-UPDATE-SAVE 
PART-UPDATE-SAVE, 
PART-UPDATE-SAVE, 
PART-UPDATE-SAVE, 
Percent signs 
Ports, adding 

restoring from 
restoring from, summary 
summary 

POVF 
Power conditioners 
Power failures 
Powering off 
Powering on 
Print overflow table 
Printer problems 
Printers 
Printers, baud rate 
Printers, configurations 
printers, location 
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6-2, 6-30, A-3 

7-1 
11-10 

7-22, 7-25, A-3 
S-27 
S-3S' 
7-27 

11-10 
10-1. 

9-4, A-3 
1.1.-1.9, A-3 

11-19 
3-1 
2-1. 

9-4, A-3 
11.-12 

1-2 
1-3 
D-l 
1-2 
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Index 

Reallocation modulo and separation 
Reel tapes, loading 
Reel tapes, unloading 

··Reformatting disk 
Remote panel 
Restoring data 

3-1, 7-11, 7-15, 8-18, 

8-5 
4-7 
4-8 

11-9 
11-19, A-3 

Restoring from incremental file-saves 
Restoring from incremental file-saves, summary 
Restoring from transaction logger 

8-1 
8-27 
8-38 
8-27 
8-38 
8-27 

Restoring from transaction logger, summary 
Restoring from update-saves 
Restoring from update-saves, summary .8-38 

7-2 
5-5 
5-5 

Rotating backup tapes 
SCF, booting 
SCF, initializing 
Sel-Restore 
Selective-Restore 
Selective-Restore, summary 
Semi-monthly maintenance 
SET-BAUD verb 
site log 
SMD drive 

.SMD drive,·.cycling down 
SMD drive, cycling up 
SMD drive, installing disk pack 
SMD drive, removing disk pack 
SP-ASSIGN 

Disk 

8-24 
8-24, A-3 

8-26 
9-8 
1-2 

11-25 
2-1, 3-2, 4-1, 9-5, A-3, B-7 

·3-2, 4-2 
4-2 
4-2 
4-3 

1-2, 11-10 
1-3, 11-10 

4-1 
SP-LISTLPTR 
Storage Module 
System control 
System control 
System errors 

facility, booting 
facility, initializing 

5-5 
5-5 

System errors, listing 
System hangs 
System Startup Options 
T-DUMP 
T-DUMP, summary 
T-LOAD 
T-LOAD, summary 
Tape, checking for parity 
Tape, dumping memory to 
Tape drive procedures 
Tape drive, cleaning 
Tape drive, loading 
Tape drive, unloading 
Tape errors 
Tape handling 
Tape heads, cleaning 
Tape heads, cleaning GCR 
Terminal hangs 
Terminals 
Terminals, baud rate 
Terminals, configurations 

errors 
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11-8 
6-1, A-3 

7-20, A-3 
7-21 

8-22, A-3 
8-23 

11-10 
11-20, 11-23 

4-4, B-9, B-10 
4-5, 9-5 
2-2, 4-4 
3-2, 4-4 

11-10 
4-5 

4-5, 9-6 
4-5, 9-5 
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Terminals, location 
Transaction, definition 
Transaction logger 

Index 

~""0_},t(,~;'l'ran$action logger, restoring from 
-Transaction logger, restoring from, summary 

.. '. ~Transactionlogger ,summary . . 
.... -. Transaction . logger , . with. update-saves 

Transaction logging session 
Transaction session tape set 
Traps 
Troubleshooting 
.Troubleshooting -log .-~, . 

,Troubleshooting, general 
: "Ultimate Support, calling 

Ultiword, loading 
Uninterruptable power supply (UPS) 
Update-Saves 
Update-Saves, restoring from 
Update-Saves, restoring from, summary 
Update-Saves, summary 
Update-Saves, with transaction logger 
utilities monitor 
,Verify-system 
:-,.Warmstart. '<: ,', :~: _"". , 5-2, 5~3, ,5-7 ,6-2 , 
Warmstartfrom options menu 
Warmstart from options menu"summary 
Warms tart from TCL 

'Warmstartfrom TCL, summary 
Warmstart, summary' 
Weekly maintenance 
WHO verb 

'. :-', .. :·.workspace '. 
WP, loading 
WREN tape drives 
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7-28 

7-28, A-3 
8-27 
8-38 
7-32 

'7-33 
7-28 
7-28 

11-16, A-3 
11-1 

11-1, -11-25 
.11-1 
11-3 

1-4 
11-19, A-3 

7-22, A-4 
8-27 
8-38 

7-24, 7-27 
7-33 

6-2, 6-30, A-4 
9-2,11-14 

:6-3011-4' A-4 , , '.' ., 
o. -'0' '6-30 .. 

"" ....... ;: 6-32 
6-31 

"6-33 
6-32,6-33 

9-6 
1-2 

11-6 
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*.* * T E C H TIP * * * 

ID: COMM-12 

DIST: DLR 
.... 

RE: HAYES SMARTMODEM. 1200 

DATE: 07/10/86 

This Tech Tip explains how the Hayes Smartmodem 1200 may be used with 
Ultimate systems. 

The Hayes Smartmodem 1200 is an auto-dial modem that can be used to 
auto-dial either ¥rom the keyboard o¥ a CRT or through so¥~wa~e on. a 
computer system. It is capable o¥ detecting the baud rat~being 

used. and thus does not reQ.uire a modem baud rate setting.. However. 
it is capable only o¥ 300 and 1200 baud. 

SWITCH SETTINGS 

To use the Hayes Smartmodem 1200. the ¥ollowing switch settings are 
reQ.uired. The switches can be accessed by rem6ving the ¥ront cover 
o¥ the modem. where the red indicator lights are located. Note that 
the older style Hayes Smartmodems have only 8 switches. On those 
modems. only the ¥irst 8 switches apply. 

Switch 

1 
2 
3 
4 
:; 
6 
7 
8 
9 

10 

UP=ON 
DOWN=OFF 

1: 2 I 3 4::; 6 I 7 8 I 9 10 
!DOWN!DOWN! UP !DOWN! UP !DOWN! UP IDOWN: UP UP 

direction 

down 
down 
up . .:. 
down 
up­
down 
up 
down 
up 
up 

Function 

Forces DTR high 
Does not send command results out 
Results will not be sent to computer 
Does not echo commands to computer 
Automatically answers incoming calls 
Forces carrier detect true 
Setting ¥~r connection to R~l jack 
Enables command recognition 
Compatible with Bell 103/212a modems 
Modem reset when turned on 

When hooking up this modem directly to a Honeywell-based Ultimate. 
Switch 1 should be UP. to allow DTR to be raised and lowered to 
insure disconnection when using UltiLink communications. Also. the 
modem will only read switches optioned upon power on. Orice the modem 
is optioned. it must be powered o¥¥ and then on. 
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CABLING ~ 

When hooking up a Hayes Smartmodem 1200 to an Ultimate system, use a ~ 
modem cable as noted on Page 1 of Tech Tip CRT-2 (the "W03" cable). 
When using this modem on a g[I, you must use the following cabling 
specification: -

CRT MODEM 

1 --------------------------------- ~ 
2 --------------------------------- 2 
3 --------------------------------- 3 
4 --I 
5 --I 

6 --------------------------------- 6 
7 --------------------------------- 7 
8 --------------------------------- 8 
13--------------------------------- 13 
15--------------------------------- 15 17--------------------------------- 17 
20--------------------------------- 20 
22--------------------------------- 22 

OPERATIONAL COMMANDS 

Below is a condensed list of some of the commands you 
the Hayes Smartmodem 1200. For more information, refe~ 

Smartmodem 1200 documentation. 

may use wi t.hr" 
to the Hayes '-

AT Puts the modem at attention to 
commands must be preceded with 
command. 

r e c e i vet hen ext comma n d . All 
this command, except the +++ 

AI 

D 

+++ 

0 

L1 

M 

Repeat the last command 
when you're attempting to 
doesn't connect. 

entered. This command is very useful 
auto-dial and the line is busy or 

Auto-dial the following numb er. 

Switch from on-"l ine to command mode. 

Switch from command to on-line mode. 

Sets the speaker to low volume. 

Toggles the speaker on and off. 
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Tech Tip COMM-12 Page 3 o~ 3 

P Indicates a ~ulse (~otary) phone. A "T" or "PH must p~ecede all 
phone numbers. 

T Indicates a touch-tone phone. A "T" o~ "P" must precede all 
phone numbers. 

Z This is the so~twa~e ~eset command. 

H This is a toggle that enables or disables the phone jack, 
enables o~ disables the line jack. 

HO Disconnect command. 

, A comma indicates a delay (see example below). 

Example o~ auto-dial sequence 

ATDT(,8876069 

and 

This command begins with AT ~or attention. The D means to auto-dial 
the ~ollowing number. The T indicates that a touch-tone phone will be 
used. In this example, a 9 must ~irst be entered to dial out o~ the 
building, so the 9 is ~ollowed by a comma. The comma speci~ies a 
delay so that the 9 has time to acquire an outside line. Then the 
numbe~ to be dialed (8876069) is entered. 

Example o~ disconnect sequence 

+++ATHO 

The +++ means to switch to command ~ode, the AT means "attention, a 
command is coming," and then the command to disconnect (HO) ~ollows. 

Note that when using the +++ command, you should pause ~o~ . 3 Seconds 
before issuing the next command. 

Fo~ mo~e in~o~mation on other Hayes Smartmodem ~eatures, ~e~e~ to the 
Hayes Sma~tmodem documentation. 



:(': 
'\..j 


