


























































































































































































































































































































































































































































































































Installing a New Version of the Ultimate Operating System 

Update/transaction tapes (Y/N)? N 
Saving Monitor 
Linking workspace for line 0 

date time Logon please: 

«< Welcome to the Ultimate Computer System »> 
«< Copyright date The Ultimate Corp. »> 
«< time Release XX Rev XXX X date »> 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Press RETURN. 

The following screen 1S displayed. 

date time Logon please: 

«< Welcome to the Ultimate Computer System »> 
«< Copyright date The Ultimate Corp. »> 
«< time Release XX Rev XX date »> 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL works paces 

X additional task workspaces initialized 

time date 

Time = 

NOTE: If your system has an external clock, you are not 
prompted for the time and date. 

Enter the time in military format (HH:MM:SS) and press 
RETURN. 
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Installing a New Version of the Ultimate Operating System 

For example, enter 5 PM as 17: 00: 00. The following 
screen is displayed. 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL works paces 

X additional task workspaces initiali~ed 

time date 

Time = 17:00:00 
17:00:00 date 
Date = 

Enter the date In the following format: MM/DD/YY. Then 
press RETURN. 

For example, enter February 3, 1987 as 02/03/87. The 
following screen is displayed. 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL works paces 

X additional task workspaces initialized 

time date 

Time = 17:00:00 
17:00:00 date 
Date = 02/03/87 
17:00:00 03 FEB 1987 

The system will display several messages. If there 
are any error messages, call your Ultimate dealer or 
Ultimate Technical Support (see Section 13.2). 
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Installing a New Version of the Ultimate Operating System 

The following screen lS displayed. 

date time Logon please: 

4. You may now log on. 

Go on to Section 14.1.1.4, "Restoring Application 
Accounts (One Hard Disk System)," to restore your 
accounts, files, and data. 
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Installing a New Version of the Ultimate Operating System 

SUMMARY OF INSTALLING THE ULTIMATE PC/OS 
(ONE HARD DISK SYSTEM) 

1. At the C> prompt, type UT and press RETURN. 

2. Enter F to select File-Restore. 

3. If you have a tape drive, enter F and press RETURN to 
indicate that you will be using an ABS and Files diskette. 
(Do not load this diskette now.) 

4. Load the Cold Load Section diskette In drive A:. Then 
press RETURN. 

5. Enter your system serial number. 

6. Unload the Cold Load Section diskette, and load the ABS 
and Files disk #1 in drive A:. Then press RETURN. 

7. At the "Mount DATA tape" prompt, press RETURN. 

8. At the "Is this the right tape (Y /N) ?" prompt, check the 
diskette label to verify that the diskette in drive A: is 
the ABS and Files Disk #1. Then type Y and press RETURN. 

9. Continue mounting the ABS and Files diskettes as prompted. 
When all the diskettes have been loaded, enter Nand 
press RETURN at the "Update/transaction tapes (Y/N)?" 
prompt. 

10. Press RETURN at "This is the Cold-Start Procedure." 

11. If your system does not have an external clock, enter 
the time in military format (HH:MM:SS) and press RETURN. 
Then enter the date (MM/DD/YY) and press RETURN. 

12. You may now log on. 
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Installing a New Version of the Ultimate Operating System 

14.1.1.4 RESTORING APPLICATION ACCOUNTS (ONE HARD DISK 
SYSTEM) 

In this section, you will restore your application accounts, 
which includes all your software and data. Use these in­
structions for all one hard disk systems. 

1. Log on to the SYSPROG account. Then press RETURN aga1n to 
go to TCL. 

2. Load the first diskette of your File-Save in drive A:, or 
load the first File-Save tape in the tape drive. 

3. If you are using a tape, type: 

T-ATT 0 and press RETURN. 

If you are uS1ng a diskette, type: 

T-ATT C and press RETURN. Then type: 

T-REW and press RETURN. 

4. There are two methods for restoring your accounts: the 
ACCOUNT-RESTORE method and the ALL-ACCOUNT-RESTORE 
method. The ALL-ACCOUNT-RESTORE will not work if your 
File-Save was not made from the File-Save proc supplied 
by The Ultimate Corp. If it was made from any other 
source, you must use the ACCOUNT-RESTORE command. 

NOTE: You must use File-Save tapes or diskettes. 
Update-Save tapes or diskettes will not work. 

If you are using the ALL-ACCOUNT-RESTORE method, go to 
Step 5. If you are using the ACCOUNT-RESTORE method, go 
to Step 6. 

5. ALL-ACCOUNT-RESTORE method 

a. At TCL, type: 

RUN DICT SYSPROG-PL ALL-ACCOUNT-RESTORE 

and press RETURN. 

The following screen 1S displayed. 
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Installing a New Version of the Ultimate Operating System 

>RUN DICT SYSPROG-PL ALL-ACCOUNT-RESTORE 

This program restores all accounts from the FILE-SAVE 
tape that are not already on the system. 

THIS PROGRAM ONLY ACCEPTS FILE-SAVE TAPES MADE FROM: 
- THE FILE-SAVE PROC SUPPLIED BY THE ULTIMATE CORP 
- OR SELECTION 1 (File-save) IN THE SYSPROG MENU SUPPLIED 

BY THE ULTIMATE CORP 
AND ONLY RUNS ON TAPE DRIVE ZERO (0). 

WARNING - THIS PROGRAM WILL NOT WORK WITH TAPES MADE FROM 
ANY OTHER SOURCES. 

Enter (Y)es to continue or <CR> to END: 

NOTE: You may use your tape or diskette drive for this 
procedure. 

Type Y and press RETURN to continue with the ALL­
ACCOUNT-SAVE. 

This program will now restore all application 
accounts not already on the system. When it is 
finished, go to Step 7. 

6. ACCOUNT-RESTORE method 

a. At TeL, type: 

ACCOUNT-RESTORE accountname and press RETURN. 

The following screen is displayed. 

>ACCOUNT-RESTORE accountname 

Account name on tape: 

b. Enter the name of the account from which you are 
restoring, and press RETURN. 
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NOTE: You must enter the exact name under which the 
account was originally saved. 

The following screen is displayed. 

>ACCOUNT-RESTORE accountname 

Account name on tape: 

Password(s) (YIN)? 

Enter Y and press RETURN to restore the account with a 
password, or enter N and press RETURN to restore the 
account without a password. 

c. When the account has been restored, the TCL prompt (» 
is displayed. 

d. Repeat this procedure until you have restored each 
application account not on the system. When you are 
finished, go on to Step 7. 

7. Make sure you are logged on to the SYSPROG account and at 
TCL. Then type: 

RUN DICT SYSPROG-PL UPG.NEWAC and press RETURN. 

This program displays the names of all the 
application accounts to be upgraded. When all the 
names have been displayed, the following message 
is displayed. 

(C)ontinue or (Q)uit? 

Enter C to continue. 

This program upgrades the Master Dictionary of each 
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Installing a New Version of the Ultimate Operating System 

application account displayed. 

8. Use the following steps to load Ultiword (the WP account): 

NOTE: If Ultiword was not on your system before the 
upgrade, do not use - these instructions. Instead, 
follow the instructions is Section 5, "Loading 
UltiWord." 

a. Load the diskette labeled "UltiWord and Upgrade" ln 
drive A:. 

b. Log on to the SYSPROG account. 

c. Enter 8 and press RETURN to select Load WP Account 
From SYS-GEN Diskette. 

9. Use the following steps to load the UltiLink account: 

a. Load the diskette labeled "UltiLink Asynchronous 
Communications" in drive A:. 

b. Log on to the SYSPROG account. 

c. Enter 9 and pres s RETURN to se lect Load Ul tiLink 
Account From SYS-GEN Diskette. 

You are now finished with the Method 1 upgrade 
procedure, and may begin using your system agaln. 
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14.1.2 INSTALLING A NEW VERSION OF THE ULTIMATE OPERATING 
SYSTEM ON A TWO HARD DISK SYSTEM 

Use these instructions only if you have a two hard disk 
system. (If you have a one hard disk system, follow the in­
structions in Section 14.1.1.) 

The first step to installing a new version of the Ultimate 
Operating System is to prepare the Ultimate partition of your 
hard disks. The instructions you should follow depend on the 
type of hardware you have. If you have an IBM XT (or 
compatible) or an Ultimate 110 PC, follow the instructions in 
the next section (Section 14.1.2.1). If you have an IBM AT 
(or compatible) skip to the instructions in Section 14.1.2.2. 

14.1.2.1 PREPARING THE ULTIMATE PARTITION ON YOUR IBM XT OR 
ULTIMATE 110 PC (TWO HARD DISK SYSTEM) 

In this section, you will prepare the Ultimate partition on 
your IBM XT (or compatible), or Ultimate 110 PC system. If 
you ·have an IBM AT (or compatible), do not use these in­
structions. Instead, go on to the instructions in Section 
14.1.2.2, "Preparing the Ultimate Partition on Your IBM AT 
(Two Hard Disk System)." 

1. Make sure everyone 1S logged off the system. 

2. Do a full File-Save. 

You will need this File-Save to restore your own 
accounts later in this procedure. See Section 8.2 for 
instructions on performing a File-Save. 

3. From TCL, type: 

LOGTO SYSPROG and press RETURN. 

Then press RETURN again to go to TCL. 

4. Now type: 

: WARMS TOP and press RETURN. 

5. When the :WARMSTOP process is complete, load the diskette 
labeled "UT.EXE and utilities" in drive A:. 

6. At the C> prompt, type: 

COPY A:*.* C: and press RETURN. 

When copying is complete, a screen similar to the 
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Installing a New Version of the Ultimate Operating System 

following is displayed. 

C>COpy A:*.* C: 
A:UT.EXE 
A:BADSECT.EXE 
A:CLEARUC.EXE 
A:DEUPART.EXE 

4 File(s) copied 

C> 

7. At the C> prompt, type: 

CLEARUC and press RETURN. 

This command starts the disk preparation utilities. 

The following screen is displayed. 

C>CLEARUC 
BEGINNING ULTIMATE CYLINDER = XXX 
ENDING ULTIMATE CYLINDER = XXX 
CYLINDER = XXX 

CLEARUC FINISHED 

C> 

Go on to the instructions in Section 14.1.2.3, 
"Installing the Ultimate PC/OS (Two Hard Disk 
System)." 
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SUMMARY OF PREPARING TaE ULTIMATE PARTITION ON YOUR IBM XT 
OR ULTIMATE 110 PC (ONE HARD DISK SYSTEM) 

1. Make sure everyone lS logged off the system. 

2. Do a full File-Save. 

3. Logto SYSPROG and go to TCL. Then type :WARMSTOP and 
press RETURN. 

4. When the:WARMSTOP process is complete, load the diskette 
labeled "UT.EXE and Utilities" In drive A:. 

5. At the C> prompt, type COPY A:*.* C: and press RETURN. 

6. At the C> prompt, type CLEARUC and press RETURN. 
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Installing a New Version of the Ultimate Operating System 

14.1.2.2 PREPARING THE ULTIMATE PARTITION ON YOUR IBM AT (TWO 
HARD DISK SYSTEM) 

If you have an IBM AT (or compatible) computer, you must use 
Ultimate's BADSECT Utility to prepare the Ultimate partitions 
on your hard disks. 

By using the BADSECT Utility, the Ultimate PC/OS can use 
certain tracks that were flagged as bad by the manufacturer. 
To use these tracks, the utility builds an alternate track 
table in the first two cylinders of the Ultimate partition. 
BADSECT first resets these tracks, and then checks them along 
with the rest of the Ultimate partition. The BADSECT utility 
is only available on IBM ATs (and compatibles) with 20 and 33 
megabyte drives, as of Revision PCI05 and later (kernel 200). 

Use the following steps to prepare the Ultimate partitions of 
your IBM AT (or compatible) two hard disk system. 

1. Make sure everyone lS logged off the system. 

2. Do a full File-Save. 

You will need this File-Save to restore your own 
accounts later in this procedure. See Section 8.2 for 
instructions on performing a File-Save. 

3. From TCL, type: 

LOGTO SYSPROG and press RETURN. 

Then press RETURN again to go to TCL. 

4. Now type: 

: WARMS TOP and press RETURN. 

5. When the :WARMSTOP process is complete, load the diskette 
labeled "UT.EXE and utilities" in drive A:. 

6. At the C> prompt, type: 

COPY A:*.* C: and press RETURN. 

When copying is complete, a screen similar to the 
following is displayed. 
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C>COPY A:*.* C: 
A:UT.EXE 
A:BADSECT.EXE 
A:CLEARUC.EXE 
A:DEUPART.EXE 

4 File(s) copied 

C> 

7. At the C> prompt, type: 

BADSECT and press RETURN. 

A screen similar to the following 1S displayed. 

THIS PROGRAM IS AN ADJUNCT TO THE ULTIMATE OPERATING SYSTEM. 

THE FUNCTION OF THIS PROGRAM IS TO PRODUCE A "BAD SECTOR TABLE". 
IT HAS BEEN TESTED ONLY ON IBM-AT'S WITH TYPE 2 
AND TYPE 3 (20 & 33 MEGABYTE) DISKS. 
THIS IS THE VERSION OF 12-4-85 FOR REV 200 & UP. 

THIS PROGRAM DESTROYS THE DATA IN THE ULTIMATE PARTITION!!! 

SELECT DISK DRIVE "C:" OR "D:" «CR> OR Dj: 

Press RETURN to accept drive C:. 

The following prompt is displayed. 

DO NOT RESET INTERLEAVE AND ERROR TABLES (AGREE = <CR>, 
RESET = R): 

Press RETURN. 
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The following prompt lS displayed. 

DO NOT CREATE PERMANENT ULTIMATE PARTITION ENTRY (AGREE=<CR>, 
CREATE = C): 

NOTE: Ultimate recommends that you do not create a 
permanent Ultimate partition entry. By not-making the 
partition permanent, you avoid having to delete it if 
you later want to change the partition size. 

If you do not want to create the entry, press RETURN. 

To create the entry, enter C and press RETURN. 

If you create the entry, you make a permanent 
partition entry for Ultimate in the FDISK partition 
table. The entry appears as "U". For instructions on 
displaying the partition table, see Section 4.4. 

If you later wish to remove the entry, you can use 
the DEUPART.EXE Utility. For instructions, refer to 
Section 4.3. 

8. The utility now goes through two passes on the hard disk. 
The first pass formats and tests the disk. The second pass 
builds the bad sector table. 

When the C> prompt appears, type: 

CLEARUC and press RETURN. 

The following screen lS displayed. 

C>CLEARUC 
BEGINNING ULTIMATE CYLINDER = 20 
ENDING ULTIMATE CYLINDER = XXX 
CYLINDER = XXX 

CLEARUC FINISHED 

C> 
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9. At the C> prompt, type: 

BADSECT and press RETURN. 

A screen similar to the following lS displayed. 

THIS PROGRAM IS AN ADJUNCT TO THE ULTIMATE OPERATING SYSTEM. 

THE FUNCTION OF THIS PROGRAM IS TO PRODUCE A "BAD SECTOR TABLE". 
IT HAS BEEN TESTED ONLY ON IBM-AT'S WITH TYPE 2 
AND TYPE 3 (20 & 33 MEGABYTE) DISKS. 
THIS IS THE VERSION OF 12-4-85 FOR REV 200 & UP. 

THIS PROGRAM DESTROYS THE DATA IN THE ULTIMATE PARTITION!!! 

SELECT DISK DRIVE "C:" OR "0:" «CR> OR D): 

Enter D and press RETURN to select drive 0:. 

The following prompt lS displayed. 

DO NOT RESET INTERLEAVE AND ERROR TABLES (AGREE = <CR>, 
RESET = R): 

Press RETURN. 

The following prompt lS displayed. 

DO NOT CREATE PERMANENT ULTIMATE PARTITION ENTRY (AGREE=<CR>, 
CREATE = C): 

NOTE: Ultimate recommends that you do not create a 
permanent Ultimate partition entry. By not-making the 

PC Operations and Maintenance Page 14 30 

f~. 
:. 

L/ 



(' 

(~~/ 

,/ 

"",-,--- ----------

Installing a New Version of the Ultimate Operating System 

If 

To 

partition permanent, you avoid having to delete it if 
you later want to change the partition Slze. 

you do not want to create the entry, press RETURN. 

create the entry, enter C and press RETURN. 

If you create the entry, you make a permanent 
partition entry for Ultimate in the FDISK partition 
table. The entry appears as "U". For instructions on 
displaying the partition table, see Section 4.4. 

If you later wish to remove the entry, you can use 
the DEUPART. EXE utility. For instructions, refer to 
Section 4.3. 

10. The utility now goes through two passes on the hard disk. 
The first pass formats and tests the disk. The second 
pass builds the bad sector table. 

Go on to the instructions 
"Installing the Ultimate 
System) • " 

PC Operations and Maintenance 

in Section 14.1.2.3, 
PC/OS (Two Hard Disk 
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SUMMARY OF PREPARING THE ULTIMATE PARTITION ON YOUR IBM AT 
(TWO HARD DISK SYSTEM) 

1. Make sure everyone 1S logged off the system. 

2. Do a full File-Save. 

3. Logto SYSPROG and go to TCL. Then type :WARMSTOP and 
press RETURN. 

4. When the :WARMSTOP process is complete, load the diskette 
labeled "UT.EXE and utilities" in drive A:. 

5. At the C> prompt, type COPY A:*.* C: and press RETURN. 

6. At the C> prompt, type BADSECT and press RETURN. 

7. Press RETURN to select drive C:. 

8. At the "DO NOT RESET INTERLEAVE AND ERROR TABLES (AGREE = 
<CR>, RESE'I' = R" prompt, press RETURN. 

9. At the "DO NOT CREATE PERMANENT ULTIMATE PARTITION ENTRY 
(AGREE=<CR>, CREATE = C)" prompt, either press RETURN, 
or type C and press RETURN to create. (Ultimate 
recommends that you do not create a permanent partition 
entry. ) 

10. At the C> prompt, type CLEARUC and press RETURN. 

11. At the C> prompt, type BADSECT and press RETURN. 

12. Enter D and press RETURN to select drive 0:. 

13. At the "DO NOT RESET INTERLEAVE AND ERROR TABLES (AGREE = 
<CR>, RESET = R" prompt, press RETURN. 

14. At the "DO NOT CREATE PERMANENT ULTIMATE PARTITION ENTRY 
(AGREE=<CR>, CREATE = C)" prompt, either press RETURN, 
or type C and press RETURN to create. (Ultimate 
recommends that you do not create a permanent partition 
entry. ) 
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14.1.2.3 INSTALLING THE ULTIMATE PC/OS (TWO HARD DISK 
SYSTEM) 

Use these instructions to install the new version of the 
Ultimate Operating System on your two hard disk system. These 
instructions apply to all two hard disk systems (IBM XT, IBM 
AT, and Ultimate 110 PC). 

1. At the C> prompt, type: 

UT and press RETURN. 

The following screen lS displayed. 

C>UT 

UT LOADED AT X'XXXXX' 

This is the Ultimate Operating System 
Copyright (c) The Ultimate Corp. 1985 

Enter Option: 

------------------------~----------------------------------------

Enter F to select File-Restore. 

The following screen is displayed. 

This is the Ultimate Operating System 
Copyright (c) The Ultimate Corp. 1985 

Enter Option: F 
MEMORY SIZE = XXX KB 

USE DISK D: FOR ULTIMATE? (Y OR N): 

Enter Y and press RETURN. 
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The following screen is displayed. 

USE DISK D: FOR ULTIMATE? (Y OR N):Y 

USING DISKS C: AND D: 
02 COMM LINES 

LOAD ABS [AND FILES] FROM (T)APE OR (F)LOPPY 
Insert COLD section floppy 
Press <CR> when ready 

NOTE: If your system does not have a tape drive, the "LOAD 
ABS [AND FILES] FROM (T) APE OR (F) LOPPY" prompt is 
not displayed on your screen. If you do have a tape 
drive, enter F and press RETURN to indicate that you 
are going to use an ABS and Files diskette. (Do not 
load the diskette now.) You are then prompted to 
"Insert COLD section floppy." 

Load the diskette labeled "Cold Load Section" in drive A:. 
Then press RETURN. 

The following screen is displayed. 

Disc cartridge attached Block size: 500 

System serial # is presently ..... . 

Enter system serial # or <CR> to accept 

Enter your system serial number and press RETURN. 

For example, enter PA1234 and press RETURN. If the 
serial number shown is correct, press RETURN to 
accept it. 

Your system serial number is assigned to you by 
Ultimate. If you do not have one, please call 
Ultimate's Administration department to get one. 

The following screen is displayed. 
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Disc cartridge attached Block Slze: 500 

System serial # is presently ..... . 

Enter system serial # or <CR> to accept PA1234 

System serial # is presently PA1234 

Enter system serial # or <CR> to accept 

Press RETURN if the number is correct. 

You may re-enter the correct number if you made a 
mistake. Press RETURN after you enter the correct 
number. 

The following screen is displayed. 

System serial # is presently PA1234 

Enter system serial # or <CR> to accept 

Mount ABS tape and enter number of files to skip, if any: 

2. Unload the "Cold Load Section" diskette, and load the 
diskette labeled "ABS and Files Disk #1" in drive A:. Then 
press RETURN. 

The following screen 1S displayed. 

PC Operations and Maintenance Page 14 35 



Installing a New Version of the Ultimate Operating System 

Mount ABS tape and enter number of files to skip, if any: 

xx-xxx 
XXXX-XXX 
XXXX-XXX 
XXXX-XXX 
XXXX-XXX 

Spooler started 

Mount DATA tape and press RETURN 

Press RETURN. 

CAUTION: Do not change the diskette at this time. 

The following screen is displayed. 

Mount ABS tape and enter number of files to skip, if any: 

xx-xxx 
XXXX-XXX 
XXXX-XXX 
XXXX-XXX 
XXXX-XXX 

Spooler started 

Mount DATA tape and press RETURN 
L OlF4 time date DATA PC FILES R10*PCl13 
Seq# of this data tape: 0 0 0 0 
Is this the right tape (YIN)? 

Check the diskette label to verify that the diskette in 
drive A: is the ABS and Files Disk #1. (If you are not 
sure how to check the diskette label, refer to the topic 
System Sequencing Information under the heading "Update 
Save Procedures" in the System Management and Support 
Guide.) ------ ---------- --- -------

PC Operations and Maintenance Page 14 36 



( 

Installing a New Version of the Ultimate Operating System 

Then type: 

Y and press RETURN. 

The File-Restore will now begin. Each filename on the 
diskette is listed on your screen. The following 
screen is a sample of what is displayed. 

Mount DATA tape and press RETURN 
L 01F4 time date DATA PC FILES R10*PC113 
Seq# of this data tape: a a a 0 
Is this the right tape (Y/N)?Y 

SYSTEM 3521,11,1 
SYSTEM-ERRORS 3568,1,1 

SYSTEM-ERRORS 3569,1,1 
SYSTEM-ERRORS 3570,29,1 

BLOCK-CONVERT 3599,19,1 
Mount reel #2 
Label : 11 FEB 1987 DATA BLOCK-CONVERT PC FILES R10*PC113 

(C)ontinue/(Q)uit? 

Unload the first ABS and Files diskette. Then load the 
diskette labeled "ABS and Files Disk #2." When you are 
ready, enter C to continue. 

You will continue to be prompted at the end of each 
diskette to mount the next "reel" (diskette). 

3. When all the diskettes have been loaded, the following 
screen is displayed. 

Update/transaction tapes (Y/N)? 

Enter N and press RETURN. 

The following screen 1S displayed. 
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-----------------------------------------------------------------

Update/transaction tapes (Y/N)? N 
Saving Monitor 
Linking workspace for line 0 

date time Logon please: 

«< Welcome to the Ultimate Computer System »> 
«< Copyright date The Ultimate Corp. »> 
«< time Release XX Rev XXX X date »> 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Press RETURN. 

The following screen lS displayed. 

date time Logon please: 

«< Welcome to the Ultimate Computer System »> 
«< Copyright date The Ultimate Corp. »> 
«< time Release XX Rev XX date »> 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL works paces 

X additional task works paces initialized 

time date 

Time = 

NOTE: If your system has an external clock, you are not 
prompted for the time and date. 

Enter the time in military format (HH:MM:SS) and press 
RETURN. 
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For example, enter 5 PM as 17: 00: 00. The following 
screen is displayed. 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL works paces 

X additional task workspaces initialized 

time date 

Time = 17:00:00 
17:00:00 Date 
Date = 

Enter the date ln the following format: MM/DD/YY. Then 
press RETURN. 

For example, enter February 3, 1987 as 02/03/87. The 
following screen is displayed. 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL workspaces 

X additional task workspaces initialized 

time date 

Time = 17:00:00 
17:00:00 date 
Date = 02/03/87 
17:00:00 03 FEB 1987 

The system will display several messages. If there 
are any error messages, call your Ultimate dealer or 
Ultimate Technical Support (see section 13.2). 

PC Operations and Maintenance Page 14 39 



Installing a New Version of the Ultimate Operating System 

The following screen lS displayed. 

date time Logon please: 

4. You may now log on. 

Go on to Section 14.1.2.4, "Restoring Application 
Accounts (Two Hard Disk System)," to restore your 
accounts, files, and data. 
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SUMMARY OF INSTALLING THE ULTIMATE PC/OS 
(TWO HARD DISK SYSTEM) 

1. At the C> prompt, type UT and press RETURN. 

2. Enter F to select File-Restore. 

3. At the "USE DISK D: FOR ULTIMATE?" prompt, enter Y and 
press RETURN. 

4. If you have a tape drive, enter F and press RETURN to 
indicate that you will be using an ABS and Files diskette. 
(Do not load this diskette now.) 

5. Load the Cold Load Section diskette in drive A:. Then 
press RETURN. 

6. Enter your system serial number. 

7. Unload the Cold Load Section diskette, and load the ABS 
and Files Disk #1 in drive A:. Then press RETURN. 

8. At the "Mount DATA tape" prompt, press RETURN. 

9. At the "Is this the right tape (Y /N)?" prompt, check the 
diskette label to verify that the diskette in drive A: is 
the ABS and Files Disk #1. Then type Y and press RETURN. 

10. Continue mounting the ABS and Files diskettes as 
prompted. When all the diskettes have been loaded, enter 
N and press RETURN at the "Update/transaction tapes 
(Y/N)?" prompt. 

11. Press RETURN at "This is the Cold-Start Procedure." 

12. If your system does not have an external clock, enter the 
time in military format (HH:MM:SS) and press RETURN. Then 
enter the date (MM/DD/YY) and press RETURN. 

13. You may now log on. 
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14.1.2.4 RESTORING APPLICATION ACCOUNTS (TWO HARD DISK 
SYSTEM) 

In this section, you will restore your application accounts, 
which includes all your software and data. Use these in­
structions for all two hard disk systems. 

1. Log on to the SYSPROG account. Then press RETURN aga1n to 
go to TCL. 

2. Load the first diskette of your File-Save in drive A:, or 
load the first File-Save tape in the tape drive. 

3. If you are using a tape, type: 

T-ATT 0 and press RETURN. 

If you are using a diskette, type: 

T-ATT C and press RETURN. Then type: 

T-REW and press RETURN. 

4. There are two methods for restoring your accounts: the 
ACCOUNT-RESTORE method and the ALL-ACCOUNT-RESTORE 
method. The ALL-ACCOUNT-RESTORE will not work if your 
File-Save was not made from the File-Save proc supplied 
by The Ultimate Corp. If it was made from any other 
source, you must use the ACCOUNT-RESTORE command. 

NOTE: You must use File-Save tapes or diskettes. 
Update-Save tapes or diskettes will not work. 

If you are using the ALL-ACCOUNT-RESTORE method, go to 
Step 5. If you are using the ACCOUNT-RESTORE method, go 
to Step 6. 

5. ALL-ACCOUNT-RESTORE method 

a. At TCL, type: 

RUN DICT SYSPROG-PL ALL-ACCOUNT-RESTORE 

and press RETURN. 

The following screen 1S displayed. 
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>RUN DICT SYSPROG-PL ALL-ACCOUNT-RESTORE 

This program restores all accounts from the FILE-SAVE 
tape that are not already on the system. 

THIS PROGRAM ONLY ACCEPTS FILE-SAVE TAPES MADE FROM: 
- THE FILE-SAVE PROC SUPPLIED BY THE ULTIMATE CORP 
- OR SELECTION 1 (File-save) IN THE SYSPROG MENU SUPPLIED 

BY THE ULTIMATE CORP 
AND ONLY RUNS ON TAPE DRIVE ZERO (0). 

WARNING - THIS PROGRAM WILL NOT WORK WITH TAPES MADE FROM 
ANY OTHER SOURCES. 

Enter (Y)es to continue or <CR> to END: 

6. 

NOTE: You may use your tape or diskette drive for this 
procedure. 

Type Y and press RETURN to continue with the ALL­
ACCOUNT-SAVE. 

This program will now restore all application 
accounts not already on the system. When it ls 
finished, go to Step 7. 

ACCOUNT-RESTORE method 

a. At TCL, type: 

ACCOUNT-RESTORE accountname and press RETURN. 

The following screen is displayed. 

>ACCOUNT-RESTORE accountname 

Account name on tape: 

b. Enter the name of the account from which you are 
restoring, and press RETURN. 
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NOTE: You must enter the exact name under which the 
account was originally saved. 

The following screen is displayed. 

-----------------------------------------------------------------

>ACCOUNT-RESTORE accoUntname 

Account name on tape: 

Password(s) (YIN)? 

Enter Y and press RETURN to restore the account with a 
password, or enter N and press RETURN to restore the 
account without a password. 

c. When the account has been restored, the TCL prompt (» 
is displayed. 

d. Repeat this procedure until you have restored each 
application account not on the system. When you are 
finished, go on to Step 7. 

7. Make sure you are logged on to the SYSPROG account and at 
TCL. Then type: 

RUN DICT SYSPROG-PL UPG.NEWAC and press RETURN. 

This program displays the names of all the 
application accounts to be upgraded. When all the 
names have been displayed, the following message 
is displayed. 

(C)ontinue or (Q)uit? 

Enter C to continue. 

This program upgrades the Master Dictionary of each 
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application account displayed. 

8. Use the following steps to load Ultiword (the WP account): 

NOTE: If Ultiword was not on your system before the 
upgrade, do not use-these instructions. Instead, 
follow the instructions is Section 5, "Loading 
UltiWord." 

a. Load the diskette labeled "Ultiword and Upgrade" ln 
drive A:. 

b. Log on to the SYSPROG account. 

c. Enter 8 and press RETURN to select Load WP Account 
From SYS-GEN Diskette. 

9. Use the following steps to load the UltiLink account: 

a. Load the diskette labeled "UltiLink Asynchronous 
Communications" in drive A:. 

b. Log on to the SYSPROG account. 

c. Enter 9 and press RETURN to select Load UltiLink 
Account From SYS-GEN Diskette. 

You are now finished with the Method 1 upgrade 
procedure, and may begin using your system again. 
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14.2 METHOD 3: SELECTIVE UPGRADE 

1. Make sure everyone is logged off the system. 

2. Do a full File-Save. See Section 8.2 for instructions. 

This step is important in ensuring that you will 
be able to recover your files in the event of a 
mishap during the upgrade. Ultimate strongly 
recommends that you take the time to do this now. 
Otherwise, you may spend hours trying to recover 
your files later. 

3. Make sure all users are logged off the system. To do so, 
go to the the main monitor (line 0,), and at TCL (», type: 

LOGTO SYSPROG and press RETURN. 

Then press RETURN again to go to TCL. Type: 

LISTU and press RETURN. 

The main monitor (line 0) should be the only terminal 
logged on. If other users are logged on, make sure 
they log off before you continue. 

4. Make sure there is no diskette in drive A:. Also, complete 
the printing of any current spool files. (Refer to the 
Syste!!! Ma~~ment ~nd ~~E£rt Guid~ if you need infor­
mation on how to spool the files to tape or diskette.) Be 
sure to complete this step before proceeding to the next 
step. 

5. At TCL (», type: 

:WARMSTOP and press RETURN. 

6. When the :WARMSTOP process is complete, load the diskette 
labeled "UT.EXE and Utilities" in drive A:. 

7. At the C> prompt, type: 

COpy A:UT.EXE C: and press RETURN. 

The following screen is displayed. 
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C>COPY A:UT.EXE C: 
1 File(s) copied 

C> 

Then type: 

UT and press RETURN. 

The following screen 1S displayed. 

C>UT 

UT LOADED AT X'XXXXX' 

This is the Ultimate Operating System 
Copyright (c) The Ultimate Corp. 1985 

Enter Option: 

Enter C to select Coldstart. 

The following screen is displayed. 

Enter Option: C 
MEMORY SIZE = XXX KB 

USING DISK C: 
02 COMM LINES 

LOAD ABS [AND FILES] FROM (T)APE OR (F)LOPPY 
Insert COLD section floppy 
Press <CR> when ready 

-----------------------------------------------------------------
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NOTE: If your system does not have a tape drive, the 
"LOAD ABS [AND FILES] FROM (T)APE OR (F)LOPPY" 
prompt is not displayed on your screen. If you do 
have a tape drive, enter F and press RETURN to 
indicate that you will be using an ABS and Files 
diskette. (Do not load the diskette now.) You are 
then prompted to "Insert COLD section floppy." 

Load your Coldload diskette In drive A:. Then press 
RETURN. 

The following screen is displayed. 

Disc cartridge attached Block size: 500 

System serial # is presently ..... . 

Enter system serial # or <CR> to accept 

Enter your system serial number and press RETURN. 

For example, enter PA1234 and press RETURN. If the 
serial number shown lS correct, press RETURN to 
accept it. 

Your system serial number is assigned to you by 
Ultimate. If you do not have one, please call 
Ultimate's Administration department to get one. 

The following screen is displayed. 
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Disc cartridge attached Block size: 500 

System serial # is presently ..... . 

Enter system serial # or <CR> to accept PA1234 

System serial # is presently PA1234 

Enter system serial # or <CR> to accept 

Press RETURN if the number is correct. 

You may re-enter the correct number if you made a 
mistake. Press RETURN after you enter the correct 
number. 

The following screen 1S displayed. 

System serial # is presently PA1234 

Enter system serial # or <CR> to accept 

Mount ABS tape and enter number of files to skip, if any: 

Unload your Coldload diskette from drive A:, and load the 
diskette labeled "ABS and Files Disk #1." Then press 
RETURN. 

The following screen 1S displayed. 
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Mount ABS tape and enter number of files to skip, if any: 

xx-xxx 
XXXX-XXX 
XXXX-XXX 
xxxx-xxx 
XXXX-XXX 

Spooler started 
Linking workspace for line a 

date time Logon Please: 

«< Welcome to the Ultimate Computer System »> 
«< Copyright date The Ultimate Corp. »> 
«< time Release xx Rev xxx date »> 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Press RETURN. 

The following screen lS displayed. 

date time Logon Please: 

«< Welcome to the Ultimate Computer System »> 
«< Copyright date The Ultimate Corp. »> 
«< time Release xx Rev XXX date »> 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL workspaces 

X additional task workspaces initialized 

time date 

Time = 

NOTE: If your system has an external clock, you are not 
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asked for the time or date. 

Enter the time in military format (HH:MM:SS) and press 
RETURN. 

For example, enter 5PM as 17:00:00. The following 
screen is displayed. 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL works paces 

X additional task workspaces initialized 

time date 

Time = 17:00:00 
17:00:00 date 
Date = 

Enter the date In the following format: MM/DD/YY. Then 
press RETURN. 

For example, enter February 3, 1987 as 02/03/87. The 
following screen is displayed. 

This is the Cold-Start Procedure 
Enter <CR> to continue 

Linking secondary TCL workspaces 

X additional task workspaces initialized 

time date 

Time = 17:00:00 
17:00:00 date 
Date = 02/03/87 
17:00:00 03 FEB 1987 
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After the system displays several messages, the 
following screen is displayed. 

NOTE: The system software ~il! not verify at this 
point. 

date time Logon please: 

8. Load the diskette labeled "UltiWord and Upgrade" ln drive 
A: • 

9. Log on to the SYSPROG account, and go to TCL. 

10. Now type: 

T-ATT C and press RETURN. Then type: 

T-REW and press RETURN. 

11. Type T-FWO 1 and press RETURN. 

The following screen is displayed. 

>T-FWD 1 
Block size: 500 

End of file 

> 

Enter T-SPACE 2 and press RETURN. 

12. When the TCL prompt appears, type: 

T-LOAD MD (0 and press RETURN. 

NOTE: Make sure you enter the letter 0, not the number 
zero. 
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The following screen is displayed. 

>T-LOAD MD (0 
Block size: 500 

1 UPGRADE 
1 item(s) loaded 

> 

Enter UPGRADE and press RETURN. 

The following screen is displayed. 

> UPGRADE 

Mount Diskette Labeled "Ultiword and Upgrade" and PRESS RETURN 

Press RETURN. 

A series of system messages will now appear on your 
screen. 

Then the following prompt 1S displayed. 

(C)ontinue or (Q)uit? 

Enter C to continue. 

The system now upgrades the Master Dictionary of each 
user account displayed. 

When the upgrade is complete, the following screen is 
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displayed. 

*** UPDATE COMPLETE *** 

UPGRADE COMPLETED AT time date 

> 

You are now finished with the Method 3 upgrade procedure, 
and may begin using your system again. 
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: WARMS TOP 

Abort 

Glossary 

APPENDIX A: GLOSSARY 

A utility used to bring the system down in a 
controlled manner, ensuring data integrity. 
A system that was WARMSTOPped may be Warm­
started. 

A system error identified by an abort error 
message. 

ACC File An accounting history file that keeps track 
of the time and date of each logon, and the 
location of each terminal. This file should 
be cleared periodically. 

Account-Restore A method of restoring files from a single 
account, rather than restoring the entire 
system. An Account-Restore may be done from 
a File-Save or Account-Save tape or 
diskette. 

Account-Save A method of backing up files from a partic­
ular account, rather than backing up the 
entire system. 

ALL-UPDATE-SAVE A backup method that allows you to save only 
those file groups that have been changed 
since the last File-Save. To restore the 
system from this backup method, only the 
most recent full File-Save tape or diskette 
and the most recent ALL-UPDATE-SAVE tape or 
diskette are required. 

Alternate Track 
Table 

BADSECT utility 

Backups 

Baud Rate 

Boot 

Charge units 

PC Operatioris and 

A record of tracks that have been assigned 
alternates because of excessive errors. This 
table is created by the BADSECT utility. 

A utility that builds an alternate track 
table in the first two sectors of the 
Ultimate partition. This utility is also 
capable of resetting and using certain bad 
tracks on the hard disk. 

Tapes or diskettes containing copies of your 
files. Backups are used to restore your 
files ln case they become lost or destroyed. 

Speed of transmission. 

A procedure to initialize or start up a 
system after it has been powered up. 

Numbers that represent computer usage. 
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Colds tart 

Connect Time 

FDISK utility 

File-Restore 

File-Save 

File-Stats 

Format 

FORMAT 

Frame 

Group Format 
Errors (GFEs) 

Glossary 

A procedure used to load the MONITOR code 
into memory, and all virtual system software 
from the ABS and Files Disk #1 onto your 
system. This method does not load your 
files. A Colds tart is normally required if 
your system fails, or if any maintenance has 
been performed on your system. 

Amount of time spent on the computer. 

A utility used to partition the hard disk 
into logical sections, so several operating 
systems may use portions of the media with­
out destroying the data in the adjacent 
operating systems. 

A procedure used to perform a complete 
restore of system files and customer files. 
The restore is done from the most recent 
File-Save. 

A procedure used to back up your entire 
system. Ultimate recommends that you use 
this procedure or another backup procedure 
every day. 

Statistics about your files, generated after 
each File-Save. This report indicates any 
Group Format Errors (GFEs) present in your 
system. 

An unchanging "template" recorded on a hard 
disk or diskette that divides the disk into 
a large number of storage locations, each 
having a unique identifying number. 

This command is used to check the fixed 
disks or diskettes for track errors. It also 
constructs a File Allocation Table and a 
default or root directory. 

A group of 512 bytes on disk. A frame is the 
basic storage unit for all data, programs, 
software, and the operating system. 

An error condition that indicates errors in 
the format of a virtual storage frame of a 
file. If your system contains GFEs, call 
Ultimate immediately (see Section 13.2). 
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Hang 

Line-Printer 
Pages 

Partition 

PART-UPDATE-SAVE 

Power 
Conditioner 

Print Overflow 
Table (POVF) 

Selective­
Restore 

T-DUMP 

T-LOAD 

Uninterruptable 
Power Supply 
(UPS) 

Unterminated 
Cable 

Update-Save 

Glossary 

An error condition caused by various rea­
sons, usually characterized by one or more 
lines (or the total system) appearing to 
"freeze." 

The number of pages printed during each log­
on session. 

A logical division In the hard disk. 
Partitioning the disk allows multiple 
operating systems to be placed on the fixed 
disk without overlapping data and program 
areas. 

A backup method that allows you to save only 
those file groups that have been changed 
since the last Update-Save or File-Save. To 
restore the system from this backup method, 
the most recent full File-Save tape or 
diskette and every subsequent PART-UPDATE 
SAVE tape or diskette are required. 

A unit designed to prevent common electrical 
disturbances from reaching your computer. 

A pool of available space that contains 
portions of the file area not allocated to 
the files. 

A method of restoring individual files or 
items from a File-Save or Account-Save tape 
or diskette. 

A method of copying single files or indi­
vidual items from disk to tape or diskette. 

A method of restoring files or items that 
have been T-DUMPed. 

A unit that can maintain 
tern for 10 minutes to an 
of a power failure. If 
within that time, the 
itself back up. 

power to your sys­
hour in the event 
power is restarted 
system will bring 

Cable that is connected to the communication 
port of the system, but leads to no device. 

A backup method that allows you to save only 
those file groups that have been changed 
since the last File-Save. 
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Glossary 

A procedure used to restart a system that 
was brought down in a controlled manner, and 
to resume program execution. Is normally 
used on a system that was :WARMSTOPped. 
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CRT Configurations 

APPENDIX B: CRT CONFIGURATIONS 

ADDS 2020 TERMINAL 

The ADDS 2020 terminal has the following general features: 

1. 80 or 132 column mode 
2. Programmable function keys 
3. Bi-directional auxiliary port 

This terminal operates in the Viewpoint mode, with term type 
K for Revision 180 and later, and term type V for Revisions 
prior to 180. 

SETUP MODE 

To enter the setup mode, 
then pres s the SETUP key. 
Use the arrow keys and the 
wish to change. 

press and hold the SHIFT key and 
A menu of options is displayed. 

ENTER key to get to the option you 

NOTE: The following settings are recommended by Ultimate. 
Other options may be set later via software. Refer to 
your ADDS 2020 manual for the correct escape 
sequences. 

COMMUNICATIONS 

MODE 
PARITY 
DATA BITS 
X-ON/X-OFF 
TERMINATOR 

AUXILIARY 

PRINTER 
PARITY 
STOP BITS 
AUX ECHO 

KEYBOARD 

CASE SELECT 
KEY CLICK 
MENUS 

PC Operations 

FDX 
NONE 
8 
DC1/DC3 
US/CR 

SERIAL 
SPACE 
1 
NO 

UPPER/LOWER 
NO 
U.S. 

and Maintenance 

BAUD RATE 
PARITY CHECK 
STOP BITS 
PACE 

BAUD RATE 
PARITY CHECK 
X-ON/X-OFF 
PACE 

SPACE CHAR 
MARGIN BELL 
KEYBOARD 

9600 
NO 
1 
00 

9600 
NO 
DC1/DC3 
00 

NON DESTRUCTIVE 
NO 
U.S. 
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SCREEN 

SCREEN TIMEOUT 
AUTO SCROLL 
CURSOR HOME 
CURSOR 
FORE/BACK 
DISPLAY TEST 

MODE 

TERMINAL 
PROGRAM KEYS 

TABS 

CRT Configurations 

YES 
YES 
UPPER LEFT 
BLOCK 
WHT/BLK 
YES 

VIEWPOINT 

AUTO WRAP 
SCROLL 
COLUMNS 
CURSOR BLINK 
PROTECT 

MODE 
USER DEPENDENT* 

YES 
JUMP 
80 
YES 
HLFINT 

ENHANCED 

User defined for applications. No Ultimate setting. 

FUNCTION 

Function keys 1-6 and shifted 1-6 are not to be changed. All 
other function keys are USER definable. 

BELL 

User defined. No Ultimate setting. 

OPTIONS 

Not changeable. Hardware set. 

NOTE: In the MODE setup, the program keys option may be 
changed to Terminal Dependent if you wish to have the 
function keys revert to the default codes at power 
up. If the program keys are not to be changed, the 
User Dependent option should be used. 

ADDED PRINT @(-n) FUNCTIONS 

The following PRINT @(-n) have been added for the ADDS 2020. 

@(-70) = 80 column screen display 
@(-71) = 132 column screen display 
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ADDS VIEWPOINT/60 TERMINAL 

SWITCH SETTINGS 

To set up the Viewpoint/60 terminal, you must first enter its 
setup mode by pressing the SHIFT key and the HOME key. The 
STATUS line is then displayed on the bottom of the terminal. 

Example of status line: 

Bank 1 Bank 2 Bank 3 Bank 4 

SETUP 1=01110111 2=11010001 3=00000000 4=00000000 VP/60 

The cursor is set to bank 1. To move the cursor, you must 
use the cursor control arrows. The UP ARROW will change the 
status to 1. The LINE-FEED (DOWN ARROW) will change the 
status to O. After a selection is made, you must move the 
cursor to the right or left with the cursor control arrows. 

To leave the SET-UP mode, press the HOME key to save your new 
options. Press the ESC to exit from the SET-UP mode without 
saving the new options. 

The settings for each switch bank appear on the next two 
pages. 

NOTE: Settings wi th an asterisk (*) are the recommended 
settings. 

NOTE: o = OFF 
1 = ON 
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Bank number 1 

Switch positions 1 through 4 are for the EIA PORT 
Switch positions 5 through 8 are for the AUX PORT 

Bank number 2 

Baud Rates 

110 
150 
300 

1200 
1800 
2400 
4800 
9600* 

19200 

position Function 

Bit Settings 

0000 
0001 
0010 
0011 
0100 
0101 
0110 
0111* 
1000 

Selection 
Choice Choice 

1 Setting 2 Setting 

1 Duplex Half a Full 1* 
2 Video Presentation Drk Lht a Lht Drk 1* 
3 Video Highlight Half 0* Full 1 
4 Auto Scroll Disable a Enable 1* 
5 Auto Line Feed Disable 0* Enable 1 
6 Display Parity err.Disable 0* Enable 1 
7 Parity High Bit Odd 00 Mark 10 
8 Parity Low Bit Even 01 Space 11 
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Bank number 3 

position Function 
Choice 

1 

1 Screen Refresh Rate 60Hz 
2 Cursor Suppress Visual 
3 Cursor Format 1 Block 
4 Cursor Format 2 Blink 

5,6 Character Case Upper 
Lower 

7,8 Line Terminator Cr 
Cr ETX 

Bank number 4 

Should be left at all zeros. 

Selection 
Choice 

Setting 2 Setting 

0* 50Hz 1 
0* Suppressed 1 
0* Underline 1 
0* Steady 1 

00* Up Only 10 
01 11 
00* Cr EOT 10 
01 No Term. 11 

( The Viewpoint/60 controls the communication flow to the 
AUX-PORT by using X/ON-X/OFF and data terminal ready (DTR, 
pin 20) from the printer. When the terminal's AUX-PORT 
detects DTR dropped by the printer, it will send an X/OFF 
character to the system. This will stop data from going to 
the printer and overflowing its buffer. When DTR is raised, 
the terminal sends an X/ON signal to the computer and the 
computer continues sending data. 
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ADDS VIEWPOINT/60+ TERMINAL 

SETUP MODE 

To enter the setup mode, press and hold the SHIFT key, and 
then press the HOME key. The following menu is displayed. 

MAIN SETUP MENU 

==== PLEASE SELECT ONE OF THE FOLLOWING 

"C" - adjust contrast 
"F" - program function keys 
"T" - set tab stops 
"PH - select parameters 
"0" - install default values 
"I" - install power up values 
"E" - exit setup menu 

Enter C to adjust the contrast of the screen. The following 
menu is displayed. 

NORMAL 

ARROW UP 
ARROW DOWN 
HOME 
RESET 

CONTRAST 

- increase contrast 
- decrease contrast 
- save contrast 
- abort 

HALF INTENSITY NORMAL I REVERSE I REVERSE HALF 
INTENSITY 

Press the UP ARROW to increase intensity, or press the DOWN 
ARROW to decrease intensity. Then press HOME to save it and 
return to the MAIN SETUP MENU. Press RESET to return to the 

PC Operations and Maintenance Page B 

,I ----" 

6 



( 

( 

CRT Configurations 

MAIN SETUP MENU. 

To program the function keys, enter F at the MAIN SETUP MENU. 
The following screen is displayed. 

FUNCTION KEYS 

OPERATING KEYS 

ARROWS 
Fn 
RESET 
ENTER 
HOME 

- cursor movement 
- function key to edit 
- abort 
- exit & update 
- exit, update & save for 

power up 

EDITING Fx 

DESTINATION LINK 

x x 

DESTINATION 

0 = 
1 = 
2 = 
3 = 

AUX 
LOCAL 
EIA 
LOCAL & 

LINK 
KEY 

Fx 

EIA 

Enter the key you want to edit. It should appear in the 
heading EDITING Fx. Then enter the characters you want the 
function key to represent. Use the ARROWS to move from the 
editing line to DESTINATION, LINK, or LINK KEY. DESTINATION 
is the port to which the terminal is going to send the 
function key values (ex. O=AUX, 2=EIA, EIA is to the system). 
LINK allows you to link one function key to another. 

Tab stops are not recognized by the system, and it is 
recommended that you do not use them. 

To change parameters, enter P. The following menu 1S dis­
played. 
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PARAMETERS 

F Duplex 
7 EIA baud rate = 9600 
7 AUX baud rate = 9600 
1 Parity Type = EVEN 
o Line terminator 
o Language 
o Case select 
Y Parity check 
Y X-ON/X-OFF 
N Refresh rate 50Hz 
N Key click 
Y Cursor blink 
Y Cursor block 
N Cursor suppress 
N Cursor horne upper left 
N Half intensity background 
Y Dark background 
Y Auto scroll 
N Auto line feed 
N Tagged attributes 
N Regent 40 mode 

2nd PAGE xxxxxxxxx 

OPERATING KEYS 

ARROWS 
RESET 
ENTER 
HOME 

- cursor movement 
- abort 
- exit & update 
- exit & update & 

save for power up 

The ARROW keys will move you to each parameter. As you reach 
each parameter, the options for that parameter will appear on 
the upper right side of the screen. If you wish to change 
one, just move to that parameter and enter the option. The 
HOME key will save all the parameters once they are set, so 
you do not have to reset them. 

PC Operations and Maintenance Page B 8 

c 

o 



(-

( 

CRT Configurations 

ADDS VIEWPOINT COLOR TERMINAL 

The ADDS Viewpoint Color terminal is a high-resolution color 
terminal that emulates Viewpoint/60. This allows you to add 
the dimension of color without any software modifications. 

There are no switches for selecting the terminal features and 
operating parameters. All options are selected via the 
keyboard and are stored in a non-volatile memory. This allows 
the terminal to be turned off and on while retaining the 
selected options. 

SETUP MODE 

To enter the setup mode, press and hold the SHIFT key and 
press the home key, then release both. A status line should 
appear at the bottom of the screen. 

For example: 

SETUP 1=01110111 
VP/COLOR 

2=11010011 3=00010000 4=00100001 

The 1= means BANK 1, 2= means BANK 2, etc. The cursor 1S 

sitting over the first bit in the first bank. The bit is 
changed to a 1 or 0 by using the UP ARROW key for 1 and the 
DOWN ARROW or RETURN for O. The RIGHT ARROW key moves the 
cursor to the next selection and the LEFT ARROW key moves the 
cursor back a selection. After all selections have been made, 
press the HOME key and the new options are saved. If no 
changes have been made, or you want to exit the setup mode, 
press the ESC key. Pressing ESC will not save any changes. 

NOTE: The asterisk (*) denotes the setting to be used. If 
there is no asterisk, you may set the option to your 
preference. 
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BANK 1 

Switches 1,2,3, and 4 are for the EIA PORT baud rate settings. 

Switches 5,6,7, and 8 are for the AUX PORT baud rate settings. 

NOTE: The auxiliary port settings~ are for Print Local 
functions only. Refer to your terminal's manual for 
CPU controlled auxiliary port baud rates. 
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BANK 3 

Position Function Option 0 Option 1 

1 Screen Refresh Rate *60Hz 50Hz 
2 Cursor Suppress *Visual Suppress 
3 Reserved *N/A N/A 
4 Cursor Format Blink Steady 

5/6 Character Case *00 Upper/Lower 01 Lower/Upper 
10 Up Only 11 N/A 

7/8 Line Terminator *00 CR 01 CR ETX 
10 CR EaT 11 No Terminal 

BANK 4 

position Function Option 0 Option 1 

1 Extended Palette Disable Enable 
2 Cursor Horne Disable Enable 
3 Keyclick Disable Enable 
7 Regent 40 Compo *Disable Enable 
8 CRT Auto Off Disable Enable 

('~-- 4/5/6 Foreign Language *000 English 001 Ger/Swiss/Dan/Nor 
010 Swed/Fin 111 Port/Span 
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ADDS VIEWPOINT PLUS TERMINAL 

Terminal features and operating parameters are selected via 
the keyboard and are stored in a non-volatile memory. This 
allows the terminal to be turned off and on while retaining 
the selected options. 

SETUP MODE 

To enter the setup mode, press and hold the CTRL key, then 
press the TAB key twice, then release the CTRL key. The 
following menu is displayed. 

SETUP MENU 

MODES PARITY PRINT LOCAL STATUS 
Terminal Mode 0 = Al 0 = Odd 0 = Print inhibit 
Main baud rate 1 = A2 1 = Even 1 = CR/LF 
Aux baud rate 2 = 3A 2 = Mark. 2 = CR Only 
Parity 3 = 3A+ 3 = Spac. 3 = None 
Display parity error 
Full duplex SCREEN FORMAT LANGUAGE SELECTION 
Auto scroll 0 = Normal 0 = U.S. 
Auto line feed 1 = SS/24 Lines 1 = France 
Light background 2 = JS/25 Lines 2 = Germany/Switz 
Underline cursor 3 = Sweden/Finld 
Blinking cursor 4 = Denmark/Norwy 
Keyclick BAUD RATE 5 Spain/Portugl 
Screen saver 0 = 110 6 = U.K. 
50 Hz operation 1 = 150 
Language 2 = 300 Cursor UP & Down for 
Keycap option 3 = 600 select. 
Disable CTRL-Z (3A/3A+) 4 = 1200 Enter parameter changes 
Space advance (3A Only) 5 = 1800 Horne saves change/exit 
Screen format 6 = 2400 ESC exit without saving 
Xon/Xoff 7 = 4800 changes 
Print local status 8 = 9600 CTRL-up & Down change 
Programmable funct. keys 9 = 19200 contrast. 

To change a parameter, move the cursor up or down to the 
parameter and enter your option. If you want the changes to 
take effect for the duration of one session, press the ENTER 
key. The options will only be used until you power off the_ 
terminal. To save the options for each time you power on, 
press the HOME key. To exit from the setup menu without 
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resetting the options, press the ESC key. Use the CTRL-UP and 
CTRL-OOWN keys to adjust the contrast of the terminal. 
Terminal features and operating parameters are selected via 
the keyboard and are stored in a non-volatile memory. This 
allows the terminal to be turned off and on while retaining 
the selected options. 
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ADDS VIEWPOINT (VDT) TERMINAL 

The following switch settings are required on ADDS Viewpoint 
(VDT) terminals when using the Ultimate Operating System. The 
switches are located at the rear of the terminal. 

NOTE: 

SWITCH # 

o = on 
1 = off 

1,2,3 Baud rate 

4 Auto Scroll 

5 Auto Line Feed 

6 Line Mode 

7,8 Parity 

* 
* 
* 

** 

** 

** 

** 

** 

SETTINGS 

Old style 

000 110 baud 
001 150 
010 300 
011 1200 " 
LOO 2400 " 
101 4800 " 
110 9600 " 
111 19200 " 

0 - disabled 
1 - enabled 

0 - disabled 
1 - enabled 

0 - half duplex 
1 - full duplex 

00 odd 
01 even 
10 marking 
11 spacing 

New style 

000 110 baud 
* 001 300 " 
* 010 1200 " 
* 011 1800 " 

100 2400 " 
101 4800 " 
110 9600 " 
111 19200 " 

* = There is no easy way to determine if you are 
working with an "Old style" or "New style" VDT. 
The difference between the two is that one 
supports 150 baud and the other supports 1800 
baud. 

** = standard settings 
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If the deflection board for the terminal needs to be 
replaced, please check the model of the monitor. On the 
monitor you will see an A or PH5 in the middle of the back of 
the monitor. An A means you have a Hiatachi and a PH5 means 
you have an Amperex. Check the chart below to see what part 
number the terminal can use. The part number on the 
deflection board is on the back of the board and has the word 
ADDS in front of it. 

Part number Monitor tYEe 

123-285 Rev J Both * 

123-251 Rev B Amperex 

128-285 Rev K Hiatachi 
128-285 Rev F Hiatachi 
123-285 Rev P Hiatachi 

* Any board with Jumpers works with both monitors 
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VOLKER-CRAIG TERMINAL 

The following switch settings are required on Volker-Craig 
terminals when using the Ultimate Operating System. The 
switches are located at the rear of the terminal. 

Left Switch Block (SW 1) Right Switch Block (SW 2) 
-----------------------------------------------~----------------

1 down 
2 up 
3 down 

ADM-3A mode 
underscore cursor 
flashing cursor 

baud rate set for 9600 baud 
for both receive (left 4 SWs) 
and transmit (right 4 SWs) 

4 up 
5 up 
6 up 
7 up 
8 down 

NOTE: 

SEE CHART BELOW: 

110 baud 
300 baud 

1200 baud 
2400 baud 
4800 baud 
9600 baud 

0010 
0101 
0111 
1001 
1011 
1101 

NOTE: 0 = OFF (up) 
1 = ON (down) 

Keyboard switches FULL (upper right) and CAP LOCK 
(lower left) should both be pressed. 

To set the terminal characteristics for a Volker-Craig CRT 
terminal on a single line, set the term type to U. During a 
Coldstart, if a Volker-Craig CRT is on line 0, a SET-TERM U 
is executed, which sets all lines to the the Volker-Craig's 
terminal characteristics. 
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WYSE WY-50 TERMINAL 

The WYSE terminal has a screen width of 80 or 132 columns, 
and split screen capabilities. Terminal features and 
operating parameters are selected via the keyboard and are 
stored in a non-volatile memory. This allows the terminal to 
be turned off and on while retaining the selected options. 

SETUP MODE 

To enter the setup mode, press and hold the SHIFT key, and 
then press the SETUP key. A status line should appear at the 
top and bottom of the screen. 

For example: 

Top of screen: 

Cursor-keys: select fields SPACE: changes FUNCT: F-Keys ESC: 
Default 

Bottom of screen: 

HANDSHAKE=NONE SCREEN=80 CURSOR=BLOCK BLINK?=ON MODE=FDX 

This is level one of five levels. All parameter fields are 
dim, except the far left field in the bottom row, which is 
normal intensity. Normal intensity indicates the active 
field. Changes may be made to active fields. 

Press the SPACEBAR to change the parameter in the active 
field. Press the RIGHT ARROW key to activate the next field 
to the right, and press the LEFT ARROW key to activate the 
next field to the left. The UP ARROW key moves the fields up 
one level and the DOWN ARROW key moves the fields down one 
level. 

Settings for each field level appear on the next few pages. 

NOTE: An asterisk (*) indicates the recommended setting. If 
there is no asterisk, set the option at your pre­
ference. 

PC Operations and Maintenance Page B 17 



CRT Configurations 

Field level 1 

HANDSHAKE = NONE SCREEN = 80 CURSOR = BLOCK BLINK? = ON 
MODE = FDX 

PARAMETER 

Handshake 
(protocol) 

Screen 
(column/color) 

Cursor 

Blink? 

Mode 

Field level 2 

SELECTIONS 

* 

* 

* 

None (default) 
X-on X-off 
DTR 
Both (X-on/off and DTR) 

80 (default) 
132 
80 Rev 
132 Rev 

Block (default) 
Line 

On (default) 
Off 

FDX (default) 
Block 
HDX 
H-BLK 

DATA BIT=8 STOP BIT=l PARITY BIT=NONE MODEM PORT BAUD 
RATE=9600 

PARAMETER 

DATA BIT 

STOP BIT 

PARITY BIT 

Modem Port Baud Rate 

PC Operations and Maintenance 

SELECTIONS 

* 

* 

* 

* 

8 (DEFAULT) 
7 

1 (DEFAULT) 
2 

None (default) 
Odd 
Even 
Mark 

9600 (default) 
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Field Level 3 

BLK END=US / CR AUTO NL=ON CR=CR AUTO SCRL=ON AUX BAUD RATE= 
9600 

PARAMETER 

BLK END 

AUTO NL 

CR 

AUTO SCRL 

AUX BAUD R 

Field Level 4 

SELECTION 

* US/CR (default) 
CRLF/ETX 

* ON (default) 
Off 

* CR (default) 
CR,LF 

* On (default) 
Off 

9600 

SCRL=JUMP STATUS=ON S.SAVER=OFF PROT=DIM TEST=OFF 

PARAMETER SELECTION 

SCRL * Jump (default) 
(scrolling type) SM-1 

SM-2 
SM-3 
SM-4 
SM-8 

STATUS * On (default) 
Off 

S.SAVER Off (default) 
(shuts off screen) On 

PROT Dim (default) 
(display protect attribute) Rev 

Norm 

TEST * Off (default) 
(self test) On 
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Field LevelS 

KEYS?=US/UK RET/ENTER=CR/CR COMPATIBLE MODE=WY50 ENHANCE= OFF 

NOTE: 

PARAMETER SELECTION 

KEYS? * US/UK (default) 
(require special ROMs) German 

French 
Spanish 
Danish 

RET/ENTER * CR/CR (default) 
CRLF/TAB 

COMPATIBLE MODE WY50 (default) 
TVI910 
TVI920 
TVI925 

* ADDSVP 
HZ1500 

ENHANCE Off (default) 
(ADDS-VP, HZ1500 CODE) * On 

The KEY CLICK status is also saved with the setup. 
The KEY CLICK may be turned on or off by pressing and 
holding the SHIFT key, and then pressing the ENTER 
key. 

SAVE SETUP CHANGES 

Press and hold the SHIFT key, and then press the SETUP key. 
The top row should appear as follows, with "Save changes for 
power-on?" flashing on and off. 

Save changes for power-on? Y:yes (no F-keys) A:F-keys also 
others:no 

If you press Y, all changes except those made to the function 
keys are saved for the next power-on. If you press A, all 
changes are saved. If you press any key other than Y or A, 
the terminal will operate with the current parameter changes, 
but will not save them when power is turned off. The screen 
will return to its operating mode. 
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WYSE-85 TERMINAL 

SETUP 

The setup mode is entered by pressing the SET-UP key, which 
is located in the upper left-hand corner of the keyboard. 

Once in the set-up mode, a status lines appear at the top and 
bottom of the screen. The status line in the top left corner 
of the screen displays the name of the set-up level currently 
being monitored. The rest of this status line displays the 
valid keyboard responses, followed by the action taken when 
that key is entered. In all levels, the keyboard responses 
are single key commands. 

Example: 

The status line for the DIRECTORY level (1st level) is: 

LEVEL NAME SETUP-Exit ENTER-Select < > New field A v New 
level 

Press the SETUP key to exit the set-up mode. 

Press the ENTER key to select the next parameter in the 
active field. The active field is displayed in reverse video 
on the bottom status line. 

Press the LEFT-ARROW or the RIGHT-ARROW keys to change the 
active field. 

Press the UP-ARROW and DOWN-ARROW keys to select the next and 
previous levels, respectively. 

The status line at the bottom of the screen displays the 
parameters that can be monitored ln this level. 

NOTE: This terminal will not send a control underscore to 
the system because the terminal it emulates does not 
send that character. 

SETTING UP THE WYSE-85 ON REVISION PCl12 AND ABOVE 

If you are on Revision 150 or above, the Wyse-85 terminal may 
be set up by entering TERM-INIT from TCL on SYSPROG. You will 
be prompted for the terminal type, which is "Y" for this 
terminal. After using this utility, three parameters must be 
set up from the keyboard set-up mode. They are Handshake, Xmt 
limit and Fkey limit. Follow the steps below to set up these 
parameters. 
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1. Press the SET-UP key to enter the set-up mode. 

2. Press the DOWN-ARROW key until you reach the 
Communications-2 level. 

3. The active field is the HANDSHAKE field. 

4. Press the ENTER key until this field changes to <Both>. 

5. Press the LEFT-ARROW to change the active field to XMT 
LIMIT. 

6. Press the ENTER key until this field changes to <150 cps>. 

7. Press the DOWN-ARROW until you reach the Send level. 

8. Press the RIGHT-ARROW to change the active field to Fkey 
XMT. 

9. Press the ENTER key until this field changes to <150 cps>. 

10. Press the SET-UP key to return to the Directory level. 

11. Press the RIGHT-ARROW to select the SAVE field. 

12. Press the ENTER key to save all changes into memory. 

SETTING UP THE WYSE-85 MANUALLY FOR ALL RELEASES 

Below is a list of the proper setups for each of the setup 
levels. 

LEVEL NAME: DISPLAY-1 
Columns:80 Controls:Interpret Autowrap:ON Scroll:Jump 
Screen:Dark Rows:24 

LEVEL NAME: DISPLAY-2 
Cursor: Blinking Block CRT Saver:ON width Change Clear:OFF 
Status Line:ON 

LEVEL NAME: GENERAL-1 
Mode:VT200 7 bit Pound:# Fkey Lock:OFF Feature Lock:OFF 
Newline:OFF Local:OFF 

LEVEL NAME: GENERAL-2 
Keypad:Numeric Cursor Keys :Normal Transfer Term:Cursor 
Test:OFF 

LEVEL NAME: COMMUNICATIONS-1 
Transmit: 9600 Receive:9600 Data Bits:8 Parity:None Parity 
Check:OFF Echo:OFF 
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LEVEL NAME: COMMUNICATIONS-2 
Handshake:Both Stop Bits:l Port:EIA data Disconnect:2 sec Xmt 
Limit:150 cps 

LEVEL NAME: PRINTER-l 
Speed:9600 Data Bits:8 Parity:None Stop Bits:l Handshake:Both 
Terminator:None 

LEVEL NAME: PRINTER-l 
Print:Full Screen Print:ASCII Print Mode:Normal PR 
Receive:OFF 

LEVEL NAME: KEYBOARD-l 
Lock:Caps Keyrepeat:ON Keyclick:OFF Margin bell:OFF Warning 
Bell:ON Break:ON 

LEVEL NAME: KEYBOARD-2 
Answerback:OFF Compose:ON X:BS/DEL Keyboard:N. American 
Keys:Typewriter 

LEVEL NAME: SEND 
Fkeys:Remote Fkey Xmt:150 cps Send:All Send Area: Full Screen 
Send Term: None 
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APPENDIX C: PRINTER CONFIGURATIONS 

DEC LETTERPRINTER 210 

The Letterprinter 210 is a dot-matrix serial printer with 
logic-seeking, bi-directional print. It can print at a 
maximum speed of 240 characters per second in Draft Quality 
Mode, and at 40 characters per second in Letter Quality 
Mode. The Letterprinter 210 can be used on the entire 
Ultimate product line. 

SWITCH SETTINGS 

Switch banks are located at the back of the printer, along 
the bottom. There are two banks of switches. They must be 
set before powering on the printer. The following are the 
standard switch settings for Ultimate systems. 

ULTIMATE PC 

Switch Bank A Switch Bank B 

1 OFF 1 ON 
2 OFF 2 OFF 
3 OFF 3 ON 
4 OFF 4 ON 
5 ON 5 OFF 
6 ON 6 OFF 
7 ON 7 ON 
8 ON 8 OFF 
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Switch Bank A 

1 Speed Control Line 

2 Modem Control 

3/4 Paper Fault 

5 End of Transmission 

6 XON/XOFF 

7 Error Processing 

8 Store Features 

Switch Bank B 

BAUD RATE 1 2 
50 OFF OFF 
75 ON OFF 

110 OFF ON 
134.5 ON ON 
150 OFF OFF 
200 ON OFF 
300 OFF ON 
600 ON ON 

1200 OFF OFF 
1800 ON OFF 
2400 OFF ON 
4800 ON ON 
7200 OFF OFF 
9600 ON OFF 

OFF Restraint mode 
ON Speed Control mode 

OFF No Modem Control 
ON Modem Control 

OFF/OFF 
ON/OFF 
OFF/ON 
ON/ON 

XOFF Sent 
Break Sent 
Drop DTR 
Do Not Connect 

OFF 
ON 

OFF 
ON 

OFF 
ON 

Disconnect on EOT 
Ignore EOT 

Disable XON/XOFF 
Enable XON/XOFF 

Print Substitute Char. 
Print as Received 

Move off, then on, to store 
settings in memory. 

3 4 5 
OFF OFF OFF 
OFF OFF OFF 
OFF OFF OFF 
OFF OFF OFF 

ON OFF OFF 
ON OFF OFF 
ON OFF OFF 
ON OFF OFF 

OFF ON OFF 
OFF ON OFF 
OFF ON OFF 
OFF ON OFF 

ON ON OFF 
ON ON OFF 
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DEC LETTERPRINTER 100 

SWITCH SETTINGS 

There are two sets of internal switches that have to be set. 
To locate the switches, open the top cover and move the 
printhead to the right side of the printer. The switches are 
located on the bottom plate where the printhead was. 

There are three styles of switches used in the printers: two 
types of rocker switches and one slide switch. Refer to the 
Letterprinter 100 Operators Guide to identify which type your 
printer has before changing any features. To set a rocker 
switch, press the side of the switch that corresponds to the 
desired option. To set a slide switch, push the switch tab to 
the side that corresponds to the desired option. Note that 
switch A is on your left and switch B is on your right. Now 
set the switches according to the following list. (For other 
settings, refer to the guide supplied by your printer's 
manufacturer. ) 

NOTE: L= left R right 

Switch A 

Segment Option Feature Comments 
1 L Baud Rate set for 9600 
2 R Baud Rate set for 9600 
3 L Baud Rate set for 9600 
4 L Baud Rate set for 9600 
5 R Baud Rate set for 9600 
6 R Parity set for space 
7 R Parity set for space 
8 R Data Bits 7 data bits 

Switch B 

Segment Option Feature Comments 
1 R Restraint Mode buffer full on 
2 R Modem Control no control 
3 R Paper Fault paper out 
4 *1 Paper Fault 
5 R Auto Disconnect off 
6 L XON/XOFF on 
7 L Receiver Error on 
8 L Store Features on *2 

*1 Set to L if paper feed is from bottom. NOTE: You must have 
the paper out lever engaged to detect paper out. Set to R 
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if paper feed is from back of printer. 

*2 When the switches are set, move this switch from right to 
left. This will store the selectable features in user 
permanent memory. 

Once you have set the switches, close the top cover, tUrn on 
the power, press the CLEAR FAULT key, place the ON-LINE/OFF 
key in the off (down) position, and then press the SELF TEST 
key. This will print the status message. Verify the status 
message with the options listed below, and then press the 
SELF TEST key and the ON-LINE/OFF key. This will put the 
printer back online. 

BAUD RATE SELECTIONS 

Switch A 

Baud Rate Switch Settings 
1 2 3 4 5 

50 R R R R R 
75 L R R R R 
110 R L R R R 
134.5 L L R R R 
150 R R L R R 
200 L R L R R 
300 R L L R R 
600 L L L R R 
1200 R R R L R 
1800 L R R L R 
2400 R L R L R 
4800 L L R L R 
7200 R R L L R 
9600 L R L L R 
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DEC LETTERPRINTER 50 

The DIGITAL LA50 printer lS an 80-column, dot matrix, serial 
printer. 

SWITCH SETTINGS 

There are two sets of internal switches for the LA50 printer. 
The switches are located inside the printer, on the bottom 
metal plate. It may be necessary to move the print head to 
the left to access the switches. The following are the 
standard switch settings for Ultimate systems. The standard 
switch settings are for 4800 baud and X-ON/X-OFF protocol. 

For Ultimate PC Systems 

SWITCH ONE (SW1) 
876 5 4 3 2 1: 

: OPEN : OPEN : OPEN OPEN : OPEN : OPEN : OPEN : OPEN ----------------------------------------------

SWITCH TWO (SW2) 
8 7 654 3 2 1 

: OPEN :CLOSED:CLOSED:CLOSED:CLOSED: OPEN : OPEN OPEN 

SWITCH ONE (SW1) 

BAUD RATE 1 2 3 
--------- ------ ------ ------

4800 OPEN OPEN OPEN 
2400 OPEN CLOSED OPEN 
1200 OPEN CLOSED CLOSED 

600 CLOSED OPEN OPEN 
300 CLOSED OPEN CLOSED 
200 CLOSED CLOSED OPEN 
110 CLOSED CLOSED CLOSED 

X-ON/X-OFF 6 
---------- ------

ENABLED OPEN 
DISABLED CLOSED 
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SWITCH TWO (SW2) 

DATA FORMAT 4 5 6 
------------------ ------ ------ ------
7 BITS, ODD PARITY OPEN CLOSED CLOSED 
7 BITS, EVEN PARITY CLOSED CLOSED CLOSED 
8 BITS, ODD PARITY OPEN CLOSED OPEN 
8 BITS, EVEN PARITY CLOSED CLOSED OPEN 
8 BITS, NO PARITY OPEN OPEN OPEN 

USING ULTIPLOT 

This printer is compatible with UltiPlot when used as a 
system printer. The Ultiplot device type is LA100. If using 
the LA50, you must scale down the size of the UltiPlot chart, 
because the LA100 prints 132 columns and the LA50 only prints 
80 columns. The LA50 printer will not work with UltiPlot when 
used as a slave printer. 
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EPSON FX-286 PRINTER 

The Epson FX-286 1S an impact dot matrix, parallel printer, 
which interfaces with a PC or a parallel auxiliary port on a 
CRT. It has selectable fonts, which include a near-letter­
quality mode, and is capable of 200 characters per second. 

POWER ON 

The switch 1S located on the left side of the printer. 

SWITCH SETTINGS 

There are two banks of switches that are located under the 
access cover on the right side of the printer. 

The following are the recommended settings for Ultimate. 

Switch Bank 1 

Switch 
No. 

1 

2 

3 

4 

5 

6 

7 

8 

ON 

Condensed 

o slashed 

Inactive 

*Epson 

Emphasized 

*ON 

*ON 

*ON 

OFF 

*pica 

*0 

*Active 

IBM 

*Standard 

Off 

Off 

Off 

PC Operations and Maintenance 

FUNCTION 

Print Mode 

Zero Character 

Paper-out-sensor 

Printer mode 

Print mode 

Internal character set 

Internal character set 

Internal character set 
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Switch Bank 2 

Switch 
No. 

1 

2 

3 

4 

ON 

*Active 

Active 

ON 

CR & line 
feed 

OFF 

Inactive 

*Inactive 

*OFF 

*CR only 

FUNCTION 

Printer select 

Cut sheet feeder 

Skip-over­
perforation 

Automatic line 
feed 

USING THE CONTROL PANEL 

The control panel has three buttons, and each button has two 
functions. 

A. Functions that are active only when the printer is 
ONLINE are the blue panel functions: 

*ONLINE 
*NLQ - Near letter quality 
*DRAFT - Selects draft typestyle 

B. Functions that are active only when the printer is 
OFFLINE are the yellow panel functions: 

*OFFLINE 
*FORM FEED - Advances to top of form 
*LINE FEED - Advances paper 1 line at a time 

RUNNING THE SELF TEST 

with power off, hold down the draft button while you turn the 
power switch on. The self test will start printing the full 
character set in draft mode. The self test continues until 
you shut the power off or the paper-out sensor is triggered. 
To print the self test in NLQ mode, press the NLQ button when 
you switch the power on. 
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SELECTING VARIOUS TYPESTYLES USING SELECTYPE 

The SelecType feature can produce 9 special typestyles and 
skip-over-perforation. 

1. Condensed Mode 
2. Double-width 
3. Elite 
4. Emphasized 
5. Italic 
6. Double-strike 
7. Underline 
8. Superscript 
9. Subscript 
10. Skip-over-perforation 

To turn Selectype on: 

1. The printer should be ONLINE. 

2. Press both the OFFLINE and FORM FEED buttons at the same 
time. 

3. The printer should be in SelecType Mode. If it is, it will 
beep, the Ready light will go off, and the Online light 
will be flashing. 

After turning SelecType on, follow these steps to select a 
typestyle: 

1. Choose the typestyle you want. 

2. Press the OFFLINE button the number of times indicated in 
the mode column. Be sure the printer beeps each time you 
press the OFFLINE button. 

3. Press the FORM FEED button to set the typestyle. 

4. Press the LINE FEED button to turn SelecType off. The 
control panel returns to its normal functions but the 
printer is offline. 

5. Press the OFFLINE button and you are ready to print. 

NOTE: The Printer is initialized when it is turned on. Any 
previous settings are erased and the printer is reset 
to its default or preset settings. 
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HONEYWELL L12ICQ AND L32ICQ PRINTERS 

The L121CQ is an 80-column, dot matrix, parallel printer and 
the L321CQ is a 132-column, dot matrix, parallel printer. 
Both printers are used on the Ultimate PC and print at 150 
characters per second with logic seeking, bi-directional 
print. 

SWITCH SETTINGS 

Switch banks are located on the bottom of the inside of the 
printer. They can be accessed by lifting the cover. 

NOTE: The asterisk ( * ) denotes the switch settings used 
with the Ultimate system. 

Switch Bank 1 

OPTION ON OFF 

1 DOWN LOAD OPTION NONE *DOWN LOAD 
2 INTERNATIONAL SEE TABLE 1 *SEE TABLE 1 
3 CHARACTER SEE TABLE 1 *SEE TABLE 1 
4 SETS SEE TABLE 1 *SEE TABLE 1 

Switch Bank 2 

OPTION ON OFF 

1 EPSON/IBM MODE *IBM EPSON 
2 IBM CHARACTER SET *SET 2 SET 1 
3 ALWAYS ON *UNDEFINED 
4 AUTO LINE FEED AUTO LF *NO AUTO LF 
5 FORMS LENGTH 12 INCHES *11 INCHES 
6 VERTICAL SPACING 8 LPI *6 LPI 
7 SELECT PRINT DENSITY SEE TABLE 2 *SEE TABLE 2 
8 SELECT PRINT DENSITY SEE TABLE 2 *SEE TABLE 2 
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Printer Configurations 

TABLE 1 

CHARACTER SET SW 2 SW 3 SW 4 

USA - IBM COMPATIBLE OFF OFF OFF 
FRANCE OFF OFF ON 
GERMANY OFF ON OFF 
UNITED KINGDOM OFF ON ON 
DENMARK ON OFF OFF 
SWEDEN ON OFF ON 
ITALY ON ON OFF 
SPAIN ON ON ON 

TABLE 2 

PRINT DENSITY SW 7 SW 8 

NORMAL OFF OFF 
EMPHASIZED OFF ON 
CORRESPONDENCE QUALITY ON OFF 
COMPRESSED ON ON 

To test the printer, hold the form-feed button down while 
turning on the power to the printer. A test pattern should 
now print. To stop the test, press the "CQ" button. 
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NEC 3500 LETTER QUALITY PRINTER 

SWITCH SETTINGS 

The following switch settings should be used for the NEC 3500 
35 characters per second printer. The switch settings are 
located on the logic board inside the rear of the printer. 
There are three sets of 8 dip switches each. The diagram 
below shows the order of these switches. 

NOTE: 

SW3 

00001000 

o = OFF 
1 = ON 

SW1 

11010110 

SW2 

00000011 

The following 1S a description of each switch setting. 

SW1 

1 SPEED ON (1200 BAUD) 
2 SPEED ON 
3 LOCAL LF OFF 
4 AUTO CR ON 
5 PARITY ENABLE/DISABLE OFF 
6 PARITY EVEN/ODD ON 
7 X/ON ON 
8 CUT SHEET GUIDE OFF 

SW2 

1 10/12/15 CPI DEFAULT OFF 
2 OFF 
3 LF/FF OFF (FF) 
4 PAPER OUT DETECT OFF 
5 8/6 LPI DEFAULT OFF 
6 PS/STD DEFAULT OFF 
7 TEST ON 
8 REMOTE/LOCAL DEFAULT ON 
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SW3 
i (-

I NOT USED OFF 
2 OFF 
3 " " OFF 
4 " " OFF 
5 DATA SET READY ON 
6 DTR=RVC ON 
7 RVC=-12 OFF 
8 HAMMER DISABLE OFF 

c\ 
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NEC 5500 SPINWRITER 

SWITCH SETTINGS 

NOTE: ON is the UP position and OFF is the DOWN position. 
The "*" indicates the normal switch settings for use 
with ULTIMATE systems. 

Printer Interface Logic Board 

The printer cover must be removed. The switches are located 
on the board in the rear of the printer. Only the first four 
switches are set: 

SW. 

1 
2 
3 
4 

ON 

Keyboard Enabled (KSR) 
* Driver Lock Normal 
Carrier Detect Enabled 
Hammer Driver Enabled 

Printer Control Panel Board 

OFF 

* Keyboard Disabled (RD) 
Driver Lock 
* Carrier Detect Disabled 
* Hammer Driver Disabled 

To locate the switch, lift the printer lid and look behind 
the front panel cover on the top left side. 

SW. ON OFF 

1 Auto Carriage Return * Auto Carriage Return 
Disabled 

2 * Clear Individual Tab Stops Clear All Tab Stops 
3 Break Enabled * Con sol e I n t err u p t 

Enabled 
4 * XON/xOFF Protocol ETX/ACK Protocol 
5 Reverse Channel High * Reverse Channel Low 
6 RESERVED ... MUST BE OFF * RESERVED ... MUST BE OFF 
7 * ON Baud Rate See Table 1 
8 * ON Baud Rate See Table 1 

Front Panel Rocker Switch Settings 

TEST 
DUPLEX 

Down 
Full 

SPEED 
PARITY 

High 
Even 

The rest of the rocker switches are set according to 
individual specifications. 
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7 8 
OFF OFF 
OFF ON 
ON OFF 
ON ON 

Switches 7 and 
rates that can 
labeled L M H. 

Printer Configurations 

TABLE 1 

L M H 
110 150 300 
110 200 300 
110 300 600 
110 300 1200 

8 on the panel control board set the baud 
be selected by the panel rocker switch, 
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PANASONIC MD 1091 

The Panasonic MD 1091 is an 80-column, dot matrix, parallel 
printer. lt prints 120 characters per second, and is used on 
the Ultimate pc. 

SW1TCH SETTINGS 

Switch banks are located on the bottom of the inside of the 
printer, below the print assembly. They can be accessed by 
lifting the coVer. 

TESTING THE PRINTER 

Switch Settings 

on == closed 
off == open 

1. Press the LF control panel button as you tUrn on the 
printer power switch. 

2. The printer will beep a few times, and then print out a 
test pattern. After it prints three or more lines, turn 
off the power to the printer. 

3. Compare the printed pattern to the one In your Panasonic 
Printer manual. 
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Hardware Configurations 

APPENDIX D: HARDWARE CONFIGURATIONS 

1.1 HARDWARE SPECIFICATIONS 

The Ultimate PC 110, IBM XT (and compatible), and IBM AT (and 
compatible) are supported by the Ultimate PC/OS. Listed below 
are the hardware specifications for those systems. The 
Ultimate 110 PC and IBM XT also support an 8087 mathematics 
co-processor chip which the Ultimate PC/OS recognizes when 
doing a Coldstart. 

Table D.1 Hardware Specifications 

IBM AT PC 

DISKS 20, 33 MEG 
(2 maximum) 

ELECTRIC 
SPECS. 

FLOPPY 
DRIVES 

MEMORY 

110-115 VAC 
50/60 HZ 

360K/1. 2MEG 

256K-512K 

MICRO- 80286 
PROCESSOR 
Address Bus 16 bit 
Data Bus 16 bit 

PC Operations and Maintenance 

IBM XT PC 

10, 15 MEG 

110-115 VAC 
50/60 HZ 

360K 

256K-512K 

8086 

16 bit 
8 bit 

ULTIMATE 110 PC 

10, 15 MEG 

115 VAC 
47/63 HZ 

360K 

256K-512K 

8086 

16 bit 
8 bit 
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1.2 HARDWARE SUPPORTED BY ULTIMATE 

The following is a list of the hardware supported by 
Ultimate. 

1.2.1 DISK DRIVES 

5 1/4 Inch 

10 Meg: 306 Cylinders, 4 Heads 
15 Meg: 306 Cylinders, 6 Heads 
20 Meg: 615 Cylinders, 4 Heads 
33 Meg: 615 Cylinders, 6 Heads 

Each track has 17 sectors of 512 bytes. 

1.2.2 DISKETTE DRIVES 

360K Floppy Diskette Drives 

40 tracks, 9 sectors per track 
The Ultimate PC/OS stores approximately 332,200 bytes on the 
diskette used in this type of drive. 
(IBM AT and IBM XT) 

Quad-density Diskette Drives 

80 tracks, 15 sectors per track 
The Ultimate PC/OS stores approximately 
the diskette used in this type of drive. 
(IBM AT only) 

1,147,000 bytes on 

Quad-density (or 1.2 Megabyte) floppy disk drives can be used 
on IBM AT hardware. This drive allows approximately four 
times the amount of data to be stored on one diskette. 

The following are the requirements for using the quad-density 
disk drive: 

a. You must have an IBM AT with a floppy drive that supports 
the quad-density feature. 

b. Your IBM AT must be on DOS 3.0 or higher. 

c. Your IBM AT must be on Ultimate PC/OS Revision 103PC or 
higher. 

NOTE: Only an odd number of the PC/OS Revision will 
load on the IBM AT (for example, PCl13). 
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Hardware Configurations 

d. Use a quad-density diskette of high quality, because the 
Ultimate PC/OS cannot handle any bad spots on the 
diskette. 

1.2.3 MONITORS, PRINTERS, AND TERMINALS 

Monitors 

Monochrome Text 
Monochrome Graphics 
Color Graphics 

1.2.4 TAPE DRIVES 

Printers 

DEC LA210 
DEC LA100 
DEC LA50 
Epson FX-286 
Honeywell L32ICQ 

(132-column) 
Honeywell L12ICQ 

(80-column) 
NEC 5500 Spinwriter 
NEC 3500 Letter 
Quality Printer 

Panasonic MD 1091 

Terminals 

ADDS 2020 
ADDS Viewpoint/60 
ADDS Viewpoint/60+ 
ADDS Viewpoint Color 
ADDS Viewpoint Plus 
ADDS Viewpoint (VDT) 
Volker-Craig 
Wyse-50 
Wyse-85 

The Ultimate 110, the IBM AT, and the IBM XT hardware can all 
use the Alloy ITS-100+ tape controller, which supports a 
Cipher 1/2" 9 Track Microstreamer Tape Drive. 
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1.3 FORMATTING DISKETTES 

Formatting 360K Diskettes 

Use the following instructions to format your 360K diskettes. 

1. Load the DOS diskette in drive A:. Th€n type: 

FORMAT A:/4 and press RETURN. 

The following are samples of the DOS format screen 
for DOS 3.1. (Your screens may be different.) 

A>FORMAT A:/4 
Insert new diskette for drive A: 
and strike ENTER when ready 

2. Unload the DOS diskette, and load the 360K diskette you 
want to format. Then press RETURN to begin formatting. 

When the system has finished formatting the diskette, 
a screen similar to the following is displayed. 

Formatting .•• Formatting complete 

362496 bytes total disk space 
362496 bytes available on disk 

Format another (YIN)? 

3. To format another. 360K diskette, load the next diskette in 
drive A:. Then enter Y and press RETURN. You are again 
prompted to "Insert new diskette in drive A: and strike 
ENTER when ready." Press RETURN to begin the formatting 
process. 

If you do not want to format another diskette, enter Nand 
press RETURN. You are returned to the A> prompt. 
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Formatting Quad-Density Diskettes 

Use the following instructions to format your quad-density 
diskettes. 

1. Load the DOS diskette in drive A:. Then type: 

FORMAT A: and press RETURN. 

The following are samples of the DOS format screen 
for DOS 3.1. (Your screens may be different.) 

A>FORMAT A: 
Insert new diskette for drive A: 
and strike ENTER when ready 

2. Unload the DOS diskette, and load the quad-density 
dlskette -you -want-to-format. Then press RETURN to begin 
formatting. 

When the system has finished formatting the diskette, 
a screen similar to the following is displayed. 

Formatting ... Formatting complete 

362496 bytes total disk space 
362496 bytes available on disk 

Format another (YIN)? 

3. To format another quad-density diskette, load the next 
diskette in drive A:. Then enter Y and press RETURN. You 
are again prompted to "Insert new diskette in drive A: and 
strike ENTER when ready." Press RETURN to begin the 
formatting process. 

If you do not want to format another diskette, enter Nand 
press RETURN. You are returned to the A> prompt. 
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1.4 ULTIMATE PC 110 SYSTEM BOARD SWITCH SETTINGS 

The switch settings are located inside the PC on the left 
side of the floppy drive. They tell the system how much 
memory is available and what type of monitor you are using. 
They must be set before power up of the PC, or unpredictable 
results will occur. The switch bank towards the front of the 
unit is switch bank U131. 

Switch Bank U131 Setting:s 

Total System Memory 

SWITCH 128K 192K 256K 320K 384K 448K 512K or more 
1 
2 
3 
4 
5-8 

Switch Bank 

SWITCH 
1 
2 
3 
4 

on 
off 
on 
on 

Ul06 

on on on on 
on off on off 
off off on on 
on on off off 

*** ALWAYS OFF *** 

Settings 

ALL SYSTEM UNITS 
off 
on 
off 
off 

Type Of Monitor Used 

on on 
on off 
off off 
off off 

MONO. TEXT 
5 off 

COLOR OR MONO. GRAPHICS 
on 

6 off off 

Number Of Diskette Drives Installed 

1 
7 on 
8 on 

2 
off 
on 

3 
on 
off 

PC Operations and Maintenance 
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1.5 CRT CABLE 

The Ultimate PC los supports two additional serial devices, 
which may be either printers or terminals. The devices can be 
connected to the PC serial port(s) by using a cable with an 
RS232 interface and with the following wiring specifications. 

CRT (male) CPU (male) 

1 ------------------------------- 1 shield 

2 ------------------------------- 3 palr 1 (one wire) 

3 ------------------------------- 2 palr 2 (one wire) 

7 ------------------------------- 7 2nd Wlre from pair 1 

4 & 5 ------------------------------- 8 \ 
palr 3 

8 ------------------------------- 4 & 5 I 

6 ------------------------------- 20 \ 
palr 4 

20 ------------------------------- 6 / 

Figure D.l CRT Wiring Specifications 

The cable (Belden 9504 or equivalent) consists of four 
twisted pairs of #24 stranded gauge wire. Around these four 
pairs is a foil shield, which has a bare wire wrapped around 
it. The bare wire is used for the ground connection to pin 1 
on both ends of the cable. 

If you are using a serial card with a 9-pin serial port, you 
will need a 9-pin to 25-pin adapter. Below is the 
configuration for that adapter. 
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.-----------, 
\5 4 3 2 1/ 
\9 8 7 6/ 

View from external face of 9-pin connector 

Figure D.2 Connector Layout 

Wiring Specifications 

Ultimate recommends that you use the following 9-pin to 
25-pin conversion cable. 

25-pin Connector 9-pin Connector 

8 T r--
3 2 
2 3 
20 4 
7 5 
6 6 
4 7 
5 8 
22 9 

'---

Figure D.3 Recommended Conversion Cable Pin Layout 

The converSlon cable should be approximately one foot long. 
It also should be hooked to a standard Ultimate CRT cable. 
This must be done because the conversion cable shield is not 
grounded. 

When attaching nearby devices, you may also use the following 
conversion cable. This cable does not have a grounded shield 
Wlre. 

PC Operations and Maintenance Page 0 

c 

8 o 



(, 

Hardware Configurations 

25-pin Connector 9-Pin Connector 

4&5 jumpered T r-
2 2 
3 3 
6 4 
7 5 
20 6 
8 7 
8 8 
22 9 

'---

Figure D.4 Alternate Conversion Cable Pin Layout 

9-pin Connector Definitions 

1 = Carrier Detect 
2 = Received Data 
3 = Transmitted Data 
4 = Data Terminal Ready 
5 = Signal Ground 
6 = Data Set Ready 
7 = Request to Send 
8 = Clear to Send 
9 = Ring Indicator 

25-pin Connector Definitions 

2 = Transmitted Data 
3 = Received Data 
4 = Request to Send 
5 = Clear to Send 
6 = Data Set Ready 
7 = Signal Ground 
8 = Carrier Detect 
20 = Data Terminal Ready 
22 = Ring Indicator 
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Serial/Parallel Port 

There are two 4-pin jumpers located at the bottom left corner 
of the serial/parallel adapter~board. They can be pulled up 
and reversed to change the address of the po~t. The serial 
ports 1 and 2 are addressed at locations 3F8 and 2F8, 
respectively. The parallel ports are addressed at 378 and 
278. The diagram below shows that the serial jumper is 
located on top of the parallel jumper. Each can be 
individually addressed for port 1 or port 2. 

PORT 1 PORT 2 
========================================= 

SERIAL 

PARALLEL ~ 

Figure D.5 Jumper Locations 
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1.6 TAPE CONTROLLER 

The Alloy ITS-100+ tape controller is an intelligent 
interface that allows a Cipher Microstream 9-track tape 
transport to communicate with the Ultimate PC. 

Switch Bank 1 

SB1 dip switches are used to define the 1/0 addressing. The 
address must be on a 4 byte boundary and must not exceed 03FC 
hexadecimal. 

addr 
0000 
0010 
0100 
0100 
0200 
0210 

* 0300 
0310 

1 
on 
on 
on 
on 
off 
off 
off 
off 

2 3 4 5 6 7 
on on on on on on 
on on on on off on 
off on on on on on 
off on on on off on 
on on on on on on 
on on on on off on 
off on on on on on 
off on on on off on 

on=Closed 
off=Open 

*=Recommended address 

8 
on 
on 
on 
on 
on 
on 
on 
on 

Figure D.6 Settings For Switch Bank 1 

Switch Bank 2 

SB2 dip switches are used to define the tape drive compati­
bility mode of the tape controller. It is the switch bank 
with 4 dip switches. The required compatibility mode is 
Cipher F880. 
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Jumpers 

Jumper 
Jumper 

on=Closed 
off=Open 

Figure 0.7 Settings For Switch Bank 2 

ES TO E6 Installed 
E4 TO ES Removed 

Installation 

.Insert the ribbon cables, with red stripe up, into the 50-pin 
connectors. Make sure the cable leading to connection P1 on 
the tape unit is connected to the 50-pin connector closest to 
the back of the PC. Also make sure the cable leading to 
connection P1 on the tape unit is connected to the 50-pin 
connector closest to the front of the PC. The cable 
connection on connection P1 and P2 should have the red stripe 
to the right. 
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1.7 COLOR CONTROLS 

On terminals and PC monitors that support color, -30 to -51 
are used for predefined background and foreground color 
combinations. If the color CRT is capable of controlling the 
background and foreground separately, -52 to -66 allow such 
control. The PC monitor must be using a terminal type of P to 
support the color controls. To change your terminal type, go 
to TCL and type: 

TERM P and press RETURN. 

To change the color on your monitor, go to TCL. Then, for 
example, enter COLOR 43 and press RETURN. This command 
changes the color on your monitor to a blue background with a 
magenta foreground. 

To change the color 
enter PRINT @(-43) 
changes the color on 
magenta foreground. 

for BASIC, go to TCL. Then, for example, 
and press RETURN. This command also 

your monitor to a blue background with a 

For all the color choices, see the following table. 
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Table D.2 Color Settings 

Color Values Background Foreground 

@(-30) BLACK CYAN 
@(-31) BLACK RED 
@(-32) BLACK BLUE 
@(-33) BLACK GREEN 
@(-34) BLACK MAGENTA 
@(-35) BLACK YELLOW 
@(-36) BLACK WHITE 
@(-37) BLUE RED 
@(-38) BLUE GREEN 
@(-39) BLUE WHITE 
@(-40) BLUE YELLOW 
@(-41) BLUE RED 
@(-42) BLUE CYAN 
@(-43) BLUE MAGENTA 
@(-44) WHITE RED 
@(-45) WHITE GREEN 
@(-46) WHITE BLUE 
@(-47) WHITE CYAN 
@(-48) WHITE MAGENTA 
@(-49) WHITE BLACK 
@(-50) RED WHITE 
@(-51) RED GREEN 
@(-52) PRIOR BROWN 
@(-53) PRIOR WHITE 
@(-54) PRIOR RED 
@(-55) PRIOR MAGENTA 
@(-56) PRIOR YELLOW 
@(-57) PRIOR GREEN 
@(-58) PRIOR CYAN 
@(-59) PRIOR BLUE 
@(-60) BROWN PRIOR 
@(-61) WHITE PRIOR 
@(-62) BLACK PRIOR 
@(-63) RED PRIOR 
@(-64) BLUE PRIOR 
@(-65) CYAN PRIOR 
@(-66) MAGENTA PRIOR 
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Storing Diskettes 

APPENDIX E: STORING DISKETTES 

Because diskettes are delicate and sensitive, you should 
observe the following rules when you are handling or storing 
them: 

Keep diskettes in their protective envelopes when you 
are not using them. 

Do not touch the exposed part of the diskette. 

Do not bend diskettes. 

Never place anything heavy on top of a diskett'e. 

Do not set diskettes on magnetic devices, such as 
television sets, electric motors, and computer 
terminals. 

Store diskettes in an environment that is never warmer 
than 80 degrees or colder than 40 degrees Fahrenheit. 

Keep diskettes away from sources of moisture and 
humidity. 

Keep diskettes away from dust, smoke, and other particle 
matter. 
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1.2 Megabyte diskette drives 
360K diskette drives 

Index 

INDEX 

:WARMSTOP 3-2, 7-2, 7-3, 7-11, 
Aborts 
ACC file, clearing 
Account-Restore 
ACCOUNT-RESTORE command 9-13, 9-16, 14-21, 
Account-Restore from File-Saves or Account-Saves 
Account-Restore from File-Saves or Account-Saves, 

summary 
Account-Restore from Update-Saves 
Account-Restore from Update-Saves, summary 
Account-Save 
ACCOUNT-SAVE command 
Account-Save, summary 
Adding communications boards 
Adding disk drive 
Adding equipment 
Adding equipment, summary 
Adding memory 
Adding parallel printer adapter 
Adding ports 

D-2 
D-2 

7-15 
13-6 
10-6 
9-13 

14-23 
9-13 

9-15 
9-16 
9-21 

8-7 
8-7 

8-10 
11-1 
11-1 
11-1 
11-3 
11-1 
11-2 
11-1 
11-1 
11-2 

Adding serial devices 
Adding tape drive 
ALL-ACCOUNT-RESTORE command 
ALL-UPDATE-SAVE 
ALL-UPDATE-SAVE, summary 
Ampersands 

14-20, 14-42 
8-13 
8-16 

Application accounts, restoring 
Asynchronous communications 
Backing up 
Backup tapes or diskettes, labeling 
Backup tapes or diskettes, organizing 
Backup tapes or diskettes, rotating 

13-8, 13-19 
14-20, 14-42 

12-1 
8-1 
8-1 
8-1 
8-2 

4-23, 14-8 Bad sector table 
BADSECT utility 
Booting 
Cable, conversion 
Cable, CRT 

4-21, 4-60, 13-9, 13-19, 14-6, 14-27 
7-1 
D-8 
D-7 

Calculating overflow 
Calling Ultimate Technical Support 
Calling your Ultimate dealer 
Check-sum 
Checking tapes and diskettes for parity errors 
Checklist, getting started 
Clear ACC file 
CLEARUC command 
CLEARUC utility 
Coldstart 
Coldstart, summary 

4-23, 4-62, 14-4, 14-8, 
13-9, 13-10, 

7-1, 7-3, 13-7, 
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Index 

Color controls 
Communications boards, adding 
Configuration requirements 
Configurations, CRT 
Configurations, hardware 
Configurations, printer 
Controls, color 
COUNT command 

D-13 
11-1 

1-1 
B-1 
D-l 
C-l 

D-13 
13-5 

Creating Ultimate and DOS partitions (one hard disk), 
summary 4-16 

Creating Ultimate and DOS partitions (two hard disks), 
summary 

CRT configurations 
CRT problems 
Daily maintenance 
Data, restoring 
Deleting DOS partition 
Deleting partitions (one hard disk), summary 
Deleting partitions (two hard disk), summary 
Deleting permanent Ultimate partition entry 
DEUPART command 
DEUPART.EXE utility 
Disk drive, adding 
Disk drives 
Disk errors 
Disk, partitioning 
Diskette drives 
Diskette drives, 1.2 megabyte 
Diskette drives, 360K 
Diskette drives, quad-density 
Diskette errors 
Diskettes, formatting 
Diskettes, storing 
Displaying partition data 
Dollar signs 
DOS diagnostics 
DOS partition, deleting 
DOS partition, preparing 
DOS, installing 
DOS, leaving it 

4-54 
B-1 

13-16 
10-1 

9-1 
4-4, 4-34 

4-4, 4-34, 
4-4, 4-34, 
4-4, 4-34, 

4-8 
4-41 
4-74 
4-74 
4-74 
11-1 

D-2 
13-9 

4-9, 4-42 
D-2 
D-2 
D-2 
D-2 

13-12 
D-4 
E-l 

4-75 
13-12, 13-20 

4-4, 
4-17, 
4-17, 

13-21 
4-34 
4-55 
4-55 
7-14 
7-15 
11-1 
11-3 

DOS, returning to 
Equipment, adding 
Equipment, adding, summary 
Equipment, checking 
Errors while installing Ultimate PC/OS 

6-1 
13-19 

P-l 
4-5, 4-9, 4-35, 4-42 

4-61, 4-75, 14-8, 14-29 

FCC Warning 
FDISK 
FDISK partition table 
File statistics report 

4-22, 

File-Restore 7-2, 7-10, 
File-Restore from SYS-GEN diskettes 
File-Restore from update tapes or diskettes, 
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READER COMMENT FORM 

Ultimate welcomes your comments. If you find a problem or error in this manual, or can suggest 
an improvement, please comr:1ete this form. Please attach additional sheets, if necessary. 

Name of Manual: 

Document No.: Date: 

COInments 



FROM: 

Name: Title: .......-....--....-.... ____ --

Company: __________________ -~ System Number: _____ _ 

Address: 

City: State: __ _ Zip: ___ _ 

Fold and tape. Please do not staple. 

TJ-IE ULTIMATE CORP. 
717 Ridgedale Avenue 
East Hanover, NJ 07936 
Attn: Documentation Manager 

Fold and tape. Please do not staple. 

Place 
Stamp 
Here 
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Ultimate Technical Support Bug/Suggestion FornI 

Bug Key Priority Date Received 

For Ultimate Use Only 

Category Affected: Systems, Applications, Other 

Release Affected 
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._-_ •.......... _---
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Attn: Quality Assurance 
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