SE7000 osmarec:
DATA RECORDER

® 7,14,28, 32, and 42 track
configurations

® Simple tape loading
Rugged construction

® Direct to 2MHz

® FM to 500kHz

® HDDR to 4.5Mbps
per track

® Integral calibrator with
signal monitoring

@ Eight tape speeds
120ips - 15/16ips

@® 5000 hour - 5 year
wideband head warranty

® All-speed data electronics

® Transport sequencing

® TTL remote/status with
IEEE488 and RS232
options

® 95V - 130V, 190V - 250V
AC operation

@ Optional 20V - 39V
DC operation

® Optional programmable
shuttle

SE7000 Series is a family of compact, precision portable data recorders designed for both field and laboratory
applications.

Model availability covers a comprehensive range of Wideband, Intermediate Band, direct, FM and digital recording
requirements. For Instrumentation applications, SE7000 offers compatibility with IRIG Standards to ensure reliable
data interchange and provide an important reference for performance verification.

SE7000 High Density Digital recording systems, using Penny & Giles’ range of HDDR formatters, offer a versatile
capability to accommodate almost any requirement for high-rate or low-rate data, in serial or parallel format, with
the advantages of increased recording time, adjustment-free operation and excellent data integrity.

Extensive world-wide operational experience, coupled with a programme of continuing development, supports
SE7000 Series’ unbeatable reputation as a product which is reliable, rugged, easy to use, needs minimal
maintenance, and which offers a level of performance normally associated with larger laboratory recording
systems.
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