




















































































































































































































































































































encountered on the input line, except for the stack 
window, which is always on the right-hand side. 

The D window shows data in any of the display formats. 
The window continues to show the same address until 
another display command is used. The output of the 
Display Record command is not shown in this window. 
Duplicate lines are not suppressed for windowed data. 
When RUN.COM is used to enter Periscope, the display 
address is set to DS:100. 

Up to four data windows may be used, with each window 
showing a different range and using a different display 
format. For example, if you want to set up three data 
windows with lengths of 4 lines, 2 lines, and 6 lines, 
respectively, enter '/W D:4 D:2 D:6'. To change the 
active data window, use the /D command. If the start 
address of a data window matches a symbol, the symbol 
name is displayed in the separator line at the end of the 
window. After a display command is used, the PgDn, 
PgUp, PadPlus, and PadMinus keys may be used to browse 
forward and backward through memory. 

The R window shows register and flag information. The 
length is fixed at two lines. The effective address of any 
memory reads or writes is shown in the separator line 
following this window. 

The S window is vertical, on the right-hand side of the 
screen. The length of the stack window is equal to the 
total number of lines contained in the other types of 
windows-a stack window cannot exist without other 
windows! An arrow in the left margin of the window 
indicates the current value of BP. Since the stack window 
can overlay the output of the byte and register display, 
you may turn the stack window on and off using the Alt­
S key. If you choose not to use a stack window, you can 
always view the stack using DW SS:SP. Note that the 
stack is read from the upper right-hand corner of the 
screen downwards. 

The U window shows disassembled instructions. The 
address used initially for the disassembly defaults to 
CS:IP and is reset to CS:IP each time a G, J, R, or T 
command is used. Any area of memory can be 
disassembled by using the U command with the desired 
address. The disassembly window shows the current 
instruction in reverse colors. The current high-level 
source line and/or procedure labels are also shown in 
reverse. Some window colors may cause the reverse color 
to be invisible. For example, color 7E on a monochrome 
EGA causes the reverse bar to be invisible. When tracing, 
Periscope minimizes the regeneration of the disassembly 
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window and just moves the reverse video bounce bar 
when possible. After any command other than a display 
command has been used, the PgDn, PgUp, PadPlus, and 
PadMinus keys may be used to browse forward and 
backward through memorY. 

In the separator line following the disassembly window, 
the current location is shown. For DOS 2.x, the message 
'In DOS' is shown if the current CS is less than AOOOH. 
otherwise the message 'In BIOS' is shown. For DOS 3.x. 
Periscope uses the DOS memory allocation blocks to get 
the actural program name when possible. Two caveats-the 
lookup is based on CS only and 'In RUN.COM' will be 
shown when in a program loaded by RUN.COM. 

The V window is used to view a text file. After 
establishing a View window. the View command uses the 
space reserved by the window. See the description of the 
View command for more information. 

The byte parameter defines the length of the window in 
hex. If no length is specified. a default is used. The 
maximum length for anyone window and the total area 
that can be windowed is four lines less than the screen 
length. including a separator line following each window. 
When a length specification is used. at least one space 
must follow the number. If you're using 43-line mode. the 
windows can get quite large. Since the windows are 
regenerated after each command. large windows can slow 
Periscope's response time. 

The default and minimum number of lines for each of the 
five window types are: 

Default Minimum 

Data 
Register 
Stack (Total 
Unasm 
View 

4 1 
2 2 
of other windows) 
4 4 
4 1 

The colors of the windows can be individually set, using 
a hex number from 1 to FF (the numbering scheme is the 
same as that used by the IC installation option described 
in Chapter VI.). To set the colors, append the hex number 
to the line length. separated by a '.'. For example. 
Periscope's 'standard' window setting is I W D:4.74 R.4 7 
S.71 U:8.17. which sets a four line data window with 
color 74 (red on white); a register window with color 47 
(white on red); a vertical stack window with color 71 
(blue on white); and an eight-line disassembly window 
with color 17 (white on blue). The current instruction is 
shown in reverse (blue on white). This default window 
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setting is available by pressing Ctrl-FI0. If you're using 
a monochrome monitor, try using Ctrl-F9 instead. 

If you want to turn off all windowing, enter' IW' with no 
arguments. 

Examples: 

'/W D:8 R'-Window data in the first 8 lines of the 
screen, followed by two lines of register information. A 
total of 12 lines are used for windows, including the two 
separator lines. 

'I W SRU'-Window register information in the first two 
lines of the screen, followed by four lines of 
disassembly. A total of 11 lines are used for windows, 
including separator lines, so the specified stack window 
is 11 lines long. 

Command: Option X (exit to DOS) 

Syntax: IX 

Description: Exit to DOS, presuming DOS is not busy and 
memory has been freed. 

This command requires DOS 3.00 or later. DOS must not be 
busy and memory must have been freed using DOS 
function call 4AH. No arguments are allowed. To return to 
Periscope, enter 'EXIT' at the DOS prompt. During the exit, 
don't execute RUN. COM , PS.COM, or change the state of 
the system (e.g. change monitors). 

Example: 

'/X'-Assuming memory has been freed and that DOS is not 
busy, this command exits Periscope and displays the DOS 
prompt. When you're ready to return to Periscope, enter 
'EXIT' at the DOS prompt. 
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VIII-RUNning Your Program 

• Loading Your Program With RUN 

Use the program RUN.COM to load COM or EXE files and 
enter Periscope. (Periscope must be installed.) For help, 
enter 'RUN ?' when the DOS prompt is displayed. 

RUN can also be used to load data files or no file at all. 
If no file is loaded, the first instruction is set to INT 
20H, the DOS return, to prevent accidental execution of 
meaningless data. If a data file is loaded, be sure to 
use the QR command to quit Periscope and return to DOS. 
Using QC or G(o) would have unpredictable results. 

RUN is started by entering 'RUN filename.ext command­
line' at the DOS prompt, where filename.ext is the path, 
file name, and extension (EXE, COM or other) of the file 
to be loaded. The command line is the same one used 
when the program is started from DOS. RUN adjusts the 
FCBs and command line in the PSP to look like the target 
program had been started directly from DOS. 

RUN resets Periscope's display address to the PSP 
segment at offset IOOH. It also clears some of 
Periscope's tables, including the software trace buffer, 
source file buffer, screen buffers, record definition table, 
and symbol table. If any breakpoints are set, they are 
disabled to avoid possible interference with the current 
program being debugged. 

If a file is specified, the specified directory is searched 
for a file of the form filename.DEF. If this file is found, 
it is presumed to be a record definition file. If it is not 
found, the file PS.DEF is used if available. The DEF file 
is then used to load Periscope's record, alias, and 
keyboard definition tables. If a DEF file is not found, the 
record and alias definitions are cleared, but any keyboard 
definitions are not cleared. To set the Periscope path, 
enter 'SET PS=xxx', where xxx is the path required to 
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find the DEF file. If an error is found in the DEF file, the 
record definition table will be partially loaded. See 
Chapter IX for more information. 

If the file extension is COM or EXE, the specified 
directory is searched for a file of the form 
'filename.PSS'. If this file is found, it is used instead of 
the MAP file for the program's symbols. If the PSS file is 
not found, the directory is searched for a file of the form 
filename.MAP. This file is then used to load Periscope's 
symbol table with address and line references. If a MAP 
file is not found, the symbol table is cleared. If an error 
is found in the MAP file, the symbol table is partially 
loaded. If you're using the IBM/Microsoft linker, either 
the MAP file or a PSS file may be used. Other linkers 
must use a PSS file. See Chapter IX for more information. 

RUN then relocates itself upward and reads the target 
program into memory, beginning at RUN's original location, 
and performs any segment relocation required by EXE 
files. Registers BX and CX are set to the size in bytes of 
the target file. Other registers are set according to the 
rules for loading COM and EXE files (see the DOS manual). 

Starting with DOS 3.00, the drive, path, and filename of 
the loaded program is stored at the end of the 
environment space. Since RUN does not use the EXEC 
function to load programs, this area shows RUN.COM as 
the loaded program rather than the target program. The 
environment space is of variable length and is followed 
by DOS's memory allocation blocks, so it is not safe for 
anything but DOS to modify the environment. If your 
program uses this information, consider loading it 
normally and then loading symbols using the 'LS' 
command or SYMLOAD.COM (see Chapter IX). 

Note: RUN.COM has an option that can be used to have 
the DOS EXEC function load your program. This option 
should be used if you experience problems using RUN. 
When the EXEC option is used, the program is loaded 
approximately 7KB higher in memory than otherwise, but 
the program name in the environment space is correct. To 
use the EXEC function, add '/X' immediately after RUN. 
For example, enter 'RUN/X FTOC.EXE'. If an EXEC error 
occurs, error 82 is displayed. This error usually indicates 
a bad path name. 

Your program is loaded exactly where it would be if DOS 
were to load it under the same conditions. This feature 
allows RUN to be used to load memory-resident programs. 
Until RUN is used again, the record definition, alias, 
keyboard definition, and symbol tables are preserved. 
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Finally, control is passed to the resident portion of 
Periscope. When you've finished debugging your program, 
you can exit Periscope in one of three ways-use a Go 
with no breakpoints set, use the QC command to quit 
Periscope and continue execution, or use the QR command 
to quit Periscope and return to DOS. If you use the last 
option, be sure that all output files are closed and that 
any interrupt vectors your program has modified have 
been reset to their original values. 
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IX-U sing The Periscope Utili ties 

• CLEARNMI.COM-A memory-resident program that 
ensures NMI is available 

• CONFIG.COM-Configures Periscope for your system 

• INT.COM-Display. save. and compare the interrupt 
vectors 

• PS3TEST .COM-Used to test the Periscope III breakpoint 
and trace buffer functions 

• PSKEY.COM-Sets hotkey(s} used to activate Periscope 

• PSTEST .COM-Used to test the memory on the 
Periscope I and III boards 

• PUBLIC.COM-Generates public statements for assembler 
programs 

• RS.COM-Used to verify and size record. alias. and key 
definitions 

• SYMLOAD.COM-Loads Periscope's symbol tables from 
within your program 

• SYSLOAD.SY5-Loads COM files at CONFIG.SYS time. 
allowing you to debug device drivers 

• TS.COM-Verify and size MAP files and generate PSS 
files from the output of various linkers 

• USEREXIT.ASM and USEREXIT.COM-A sample program to 
perform user exits and user breakpoints from Periscope 

Periscope supports DOS 2.00 pathnames for all file 110. 
Programs that perform file I/O accept command lines 
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contammg any legal DOS pathname. Note that a pathname 
must be terminated by a carriage return (end of command 
line), a space, or a slash. 

CLEARNMLCOM 

Despite the name, the non-maskable interrupt (NMI) used 
by the break-out switch can indeed be masked out. Since 
the NMI signal travels through two ports going from the 
expansion bus to the CPU, these ports can disable the 
break-out switch. The memory-resident utility program 
CLEARNMI.COM attaches to the user timer interrupt (lCH) 
and clears these two ports once a second. To use it, 
load CLEARNMI anytime-preferably from your AUTOEXEC 
file. The only installation option is /Q, which should be 
used only if the /Q installation option is used with 
PS.COM to indicate a hybrid machine. 

This program can be installed multiple times, but each 
install allocates more memory and does not clear the 
effects of the previous install. 

CONFIG.COM 

This program is used to configure Periscope for your 
system. To run this program, boot the system so that no 
memory-resident programs or device drivers are installed. 
(You may omit this boot step with no memory-resident 
programs or device drivers installed only if you're using 
an IBM or Compaq system.) Place the Periscope 
distribution disk in drive A: and enter ·CONFIG'. To use a 
di sk drive other than A:, enter the drive on the command 
line. The program then shows a full-screen display (see 
Chapter II) that prompts you to answer four questions. 

The first field is for the Model of Periscope to be used. 
Enter the number corresponding to the Model desired. 
Note: To run Model I and Model III, you'll need the 
appropriate Periscope board installed. Models II and II-X 
do not require any hardware. If you're planning to run 
Model I without the board, you can either configure it as 
a Model II or you can use the IN installation option at 
run time (see Chapter VI). 

The second field indicates the target drive. Normally, in 
a hard disk system, this would be drive C:. Any legal 
drive id from A: through Z: may be used. If the 
subdirectory \PERI\ does not exist on the target drive, it 
is created. You can copy the Periscope files to another 
directory later if you like. 
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The third field indicates whether the ancillary files are 
copied from the distribution disk to the target disk. A 
reply of 'N' causes only PS.COM to be written to the 
target drive. 

The fourth field indicates the mIntmum command length 
that is added to the circular command buffer. The default 
value of zero may be changed to any value from one to 
nine. If you choose a value of two, commands up to two 
characters in length are not added to the circular buffer. 

After entering your responses to the four prompts, press 
FlO to configure Periscope. Note any warning or error 
messages displayed as the configuration occurs. If you 
get a message of the form 'Segment for interrupt xxH is 
not FOOOH-Use IV option for this interrupt', be sure that 
these IV installation option(s) are used each time PS.COM 
is run. (See Chapter VI.) 

If CONFIG.COM finds that an interrupt vector does not have 
the expected entry point, it will patch the entry point in 
PS.COM, unless the system is an IBM or Compaq computer. 
To force patching of an IBM or Compaq system, enter 
'CONFIG 0' from the DOS prompt. To suppress patching of 
a known 100% compatible system, use 'CONFIG 1'. 
Generally, you should not have to suppress or force 
patching if you've followed the instructions above. 

INT.COM 

This program is used to display, save, or compare the 
interrupt vectors. The three usage modes are: 

INT <filename> IW-save the current interrupt vectors to 
a file. 

INT [<filename> ID xx yy}-display the previously-saved 
interrupt vectors from a file (if no filename is present, 
the current vectors are displayed). The optional numbers 
xx and yy indicate the range of vectors to be displayed. 

INT <filename> IC-compare a previously saved file with 
the current interrupt vectors. 

To see the interrupt vectors used by a resident program, 
save the current vectors using the IW option, load the 
program in question, and then compare the current vectors 
with the saved vectors using the IC option. 

For example, to see the interrupts used by CLEARNMI.COM, 
do the following: 
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Enter 'INT CLEAR/ W' to save the current interrupt vectors. 
Load CLEARNMI from DOS. Enter 'INT CLEAR/C' to compare 
the current interrupt vectors with the values saved in the 
file CLEAR. You can also display the saved vectors using 
'INT CLEAR/D'. 

PS3TEST .COM 

This utility program is used to perform breakpoint and 
trace buffer tests on the Periscope III board. (PSTEST /3 
is used to test the Periscope III protected memory-see 
PSTEST.COM later in this chapter for more information.) 

The options available for PS3TEST are: 

IB-Test the break-out switch 
IC:nnnn-Run tests multiple times, where nnnn is a hex 
number from 0 to FFFF 
ID-Run DMA test using a DOS disk in drive A 
IE-Set error exit mode, activating Periscope if an error 
is found 
II-Set inverted mode, suppressing error messages 
IM:nnnn-Use protected memory segment other than 
DOOOH 
IP:nnn-Use write protect port other than 300H 
IS-Set silent mode, showing only error messages 
IV-Set verbose mode, placing each message on a 
separate line 
IW-Write the contents of the hardware trace buffer to 
the file PSBUF.DAT 

PS3TEST performs many different tests to validate the 
correct operation of a Periscope III board. If no errors 
occur, the message 'No errors detected' is displayed. 
During the test of 8-bit memory, the program uses a 
section of the monochrome screen as a scratch pad-don't 
worry about the characters that flash across the end of 
the fifth line. 

If an error occurs, a message with possible sub-errors IS 

displayed and the next test is begun. If you get any 
errors, please check the following items before calling 
Tech Support. 

• Is the computer an IBM PC, XT, AT or 100% compatible 
machine? This means no zero wait-state machines, no 
systems with 'turbo' processor cards, and no 80386-based 
systems. Many machines that are compatible at the 
software level are not compatible at the hardware level. 
Known incompatible machines include the IBM XT/286, the 
IBM System/2 machines, the Compaq 8086 and 80386 
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Deskpros, the AT&T 6300 and 6300 Plus, the Sperry PC 
and IT, and the Zenith Z248. 

• Check the placement of the umbilical socket and cable. 
Make sure that the socket is correctly installed and 
firmly seated. Make sure that the cable is plugged in to 
the four-position connector near the mounting bracket . 

• Check the settings of the DIP switches. If they've been 
changed from the standard settings, be sure to specify 
the appropriate '1M' and/or '/P' options . 

• What speed is the system running? If the CPU speed is 
less than or equal to 8 MHz, the standard Periscope III 
board should suffice. If you're running between 8 MHz 
and 10 MHz, you need the high-speed (10 MHz) board. If 
you're running faster than 10 MHz, slow the system down 
and run PS3TEST again. 

If the board has previously worked in this machine, call 
Tech Support for help. Otherwise, please test the board 1ll 

a known compatible system (IBM PC, XT, AT or Compaq 
8088 or 80286 system) before calling Tech Support. 

PSKEY.COM 

PSKEY.COM is a memory-resident utility program that is 
used to set hot keys. It replaces the I J and I K 
installation options available in previous versions of 
Periscope. plus it lets you select your own hot key 
combination to activate Periscope. The options available 
are: 

P Use Shift-PrtSc to activate Periscope (via INT 5) 
S - Use Sys Req to activate Periscope (via INT 15H) 
3 - Use INT 3 instead of INT 2 to activate Periscope 
A - Alt (combined with other shift keys) 
C - Ctrl (combined with other shift keys) 
L - Left shift (combined with other shift keys) 
R - Right shift (combined with other shift keys) 
I - Insert (combined with other shift keys-must be first 
key pressed if used!) 

For example, PSKEY LRS would activate Periscope when 
the Sys Req key is pressed or when the Left and Right 
shift keys are simultaneously pressed. 

Note: If you have configured Periscope as Model II-X, the 
3 option must be used. This is necessary because Model 
II-X does not support INT 2 (NMI). If the 3 option is not 
used, PSKEY will beep, indicating that it was not able to 
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activate Periscope via INT 2. Unless you need to use 
NMI, configure Periscope as Model II. If the 3 option is 
used, you'll need to modify IP after a stop.,...-use R IP IP+I 
to skip over the INT 3 instruction. 

When using the P or S keys, Periscope comes up in the 
keyboard handler, far away from your code. On the other 
hand, since the shift key combinations 'back-end' the 
keyboard interrupt, a single Trace command puts you into 
the code that was interrupted by the key press! The shift 
key combinations can be defined as needed to avoid 
conflicts with other memory-resident programs. 

This program can use interrupts 2 or 3, 5, 9 and ISH, 
depending on the command line options. It can be 
installed multiple times per DOS session, but each install 
allocates more memory and does not clear the effects of 
the previous install. 

If PSKEY cannot find Periscope via interrupts 2 or 3 when 
the hot keys are pressed, it beeps the speaker and does 
not invoke Periscope. Since PSKEY is loaded into normal 
memory and is dependent on hardware interrupts being 
enabled, use the break-out switch for maximum 
dependability. 

PSTEST.COM 

This program is used to perform memory tests of the 
Periscope I and III protected memory. The options 
available are: 

IG-Test original Periscope I board with 16K of memory 
II-Test Periscope I board with 56K of memory (default) 
13-Test Periscope III board with 64K of memory 
IC:nnnn-Run tests multiple (nnnn) times, where nnnn IS 

a hex number from 0 to FFFFH 
IM:nnnn-Use protected memory segment other than 
DOOOH 
IP:nnn-Use write protect port other than 300H 

The memory tests performed are: writing zeroes; writing 
FF; writing a rotating bit pattern; continuous copying of a 
repeating pattern; and a memory write-protect test. Note 
that the memory tests overwrite the contents of the 
protected memory. Be sure to use the IN installation 
option with PS.COM if Periscope is installed to prevent a 
conflict. 

If an error occurs during the test, seven or eight columns 
of numbers are displayed. Each column reflects the 
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number of failures for the corresponding memory chip (Ul 
thru U7 for the /1 option. Ul thru U8 for the /0 option. 
and U29 thru U32 and U38 thru U41 for the /3 option). If 
you notice errors for a single IC. check the chip to be 
sure it is firmly seated in its socket and has no bent 
pins. If the memory passes the test. the display is 
overwritten by the next test to conserve space on the 
display. If the memory fails. the error messages are not 
overwritten. 

PUBLIC.COM 

This program is used to generate public statements for 
assembler programs. With Periscope. the more publics you 
have. the more symbols you have. and the more symbols 
you have. the easier it is to debug your program I To run 
this program. enter 'PUBLIC filename' from the DOS prompt. 
If no extension is specified. ASM is assumed. The 
program reads your source and writes a file of public 
statements to the file filename.PUB. You can then include 
or merge this file into your program. 

The options available are: 

Ie - do not generate code references (PROC. LABEL. or 
near labels) 
ID - do not generate data references (DB. DD. DW. DQ. 
and DT) 
IE - do not generate equate references (EQU or =) 
/I - generate references found inside conditional 
statements (IF. IFE ..• ) 
IL - force the public definitions to lower case 
IU - force the public definitions to upper case 

For help. enter 'PUBLIC ?'. The program generates public 
statements for all data variables and procedures. subject 
to the rules below. 

If the multi-line COMMENT statement is used. it must be 
the first word found in the source line. Nothing is 
generated for a name that starts with the numbers zero 
through nine. Any public statements generated for equates 
are absolute references and are not relocated in memory. 

The source line is skipped if the first word found in the 
line is PUBLIC. EXTRN. END. ASSUME. ORG. INCLUDE, EVEN, 
NAME. TITLE. SUBTTL. PAGE. ELSE. WIDTH. %OUT. NOT. OR. 
AND. XOR. or MASK. A public statement is generated for 
the first word in a line if the first word ends in a colon 
or if the second word found in a line is DB. DD. DW. DQ. 
DT. PROC. LABEL. EQU. or =. When a STRUC definition is 
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encountered, no publics are generated until an ENDS is 
found. 

PUBLIC recognizes macros and conditional statements-any 
items found inside these types of statements are ignored. 
Since these items can be nested. the program keeps track 
of the nesting level and generates public statements only 
when the nesting level is zero. The following items 
increment the nesting level-MACRO. IFDEF. IFIDN. IFDIF. 
REPT. IRPC. IFNB, IRP, IFE. IFB. IFI. IF2. IF. and IFNDEF. 
ENDIF and ENDM decrement the nesting level. 

PUBLIC does not suppress EQU statements that refer to 
memory (e.g .• xxx EQU [BP+2])-use the IE option or 
IF IENDIF statements to suppress these. 

RS.COM 

This program is used to verify and size a record 
definition file. It reads a DEF file containing record. 
alias. and keyboard definitions and displays the number 
of definitions found and the total record table size 
required for the file. These definitions are loaded by 
RUN.COM to provide support for Periscope's DR command. 
keyboard assignment using the Ctrl-Fn keys. and 
commands that use the aliases. 

To run this program. enter 'RS progname' from the DOS 
prompt. The file extension is presumed to be DEF. The 
DEF file is presumed to be in the same format as the 
sample file PS.DEF. Use the size shown by RS.COM for the 
PS.COM /R installation option. For help enter 'RS ?'. 

A section of the PS.DEF file is shown below. 

\f1=k;dr cs:0 .psp; 
\f2=dr cs:5c .fcb; 
\FCB File Control Block 
Drive,b,1 Drive 0=default, 1=A, 2=B, etc. 
File,b,a File name 
Ext,b,3 File extension 
Block l,w.2 Current block number 
Rec Size,w,2 Logical record size 
File Size,d,4 File size 
Date,w,2 Date of last update 
Res.,+,a Reserved for DOS 
Rec l,b,1 Current relative record number 
ReI Rec l,d,4 Relative record number from beginning of file 

The first two lines of this file contain keyboard 
definitions for function keys FI and F2. While in 
Periscope, these keyboard definitions may be called by 
pressing Ctrl and Fn at the same time. The keyboard 
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definition must contain a back-slash, the function key 
number, an equal sign, and the desired keystrokes. No 
spaces are allowed until after the equal sign. If you 
want multiple commands, use a semi-colon to separate 
the commands. If you want the command to be executed 
immediately, place a semi-colon at the end of the line. 
No comments are allowed on keyboard definition lines. 
The maximum length of a keyboard definition's text is 64 
characters for each of the ten function keys. 

The third line of the file starts a record definition. The 
record name is limited to 16 characters and must be 
preceded by a back-slash. No embedded spaces are 
allowed in the record name. 

Until another back-slash is found at the start of a line 
or the end of the file is reached, each of the following 
lines defines a field within the record. Each of the lines 
contains a field name, a field type, and a field length, 
separated by commas. The field name may be up to 10 
characters long and may have embedded spaces. The field 
type may be any of the display formats, except E 
(effective address). The field length is the total number 
of bytes required by the field. This number is in 
hexadecimal notation. 

If long real formatting is used, the length must be a 
multiple of eight. If double word or short real formatting 
is used, the length must be a multiple of four. If word, 
integer, or number formatting is used, the length must be 
a multiple of two. The length of anyone field and the 
total length of the record may be from one to FFFFH. 
Each field line may be commented using a semi-colon 
preceding the comments. A field type of + skips over the 
indicated number of bytes without displaying anything. 

There are five different aliases currently supported by 
Periscope. An alias is a two-character mnemonic that 
represents a name of up to 16 characters. An alias may 
be entered as a line in a DEF file (see FTOC.DEF for 
definitions of MP and MX) or may be entered using the EA 
command (see Chapter VII). 

The supported aliases are: 

MP-The module path name for source-level debugging 
MX-The module extension for source-level debugging 
Xl-The command executed on entry to Periscope 
X2-The command executed after each Periscope command 
X3-The command executed on exit from Periscope 
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Note: An invalid command entered as alias Xl, X2, or X3 
can cause Periscope to issue an unexpected error 
message. 

SYMLOAD.COM 

This program is used to load Periscope's symbol tables 
from within your program. This approach can be used 
when your program manages overlays or is not loaded by 
RUN.COM. The LS command may also be used to load 
symbol s on the fly. 

SYMLOAD is a memory-resident routine that is run once 
per DOS session (it can be rerun if needed). It attaches 
itself to an interrupt vector so your program can access 
it as desired. The default interrupt used by SYMLOAD is 
67H, but this can be changed if needed. SYMLOAD uses 
DOS calls to read a symbol file, so DOS must not be busy 
for SYMLOAD to work. 

To install SYMLOAD, enter 'SYMLOAD /I:nn', where nn is 
the interrUpt number to be used to access SYMLOAD. Be 
sure that Periscope has already been installed, since it 
is required for SYMLOAD to work. The /I:nn command-line 
entry is needed only when SYMLOAD is to use an interrupt 
other than 67H. If you do specify an interrupt, be sure 
that the interrupt is not already used by another program. 

Once SYMLOAD has been installed. it may be accessed 
from your program by performing the appropriate interrupt. 
The registers used on entry are: 

BX-The value of your program's PSP segment. If your 
program is an EXE file. add IOH to the PSP segment. The 
symbols' segments will be relocated relative to the value 
passed in this register. 

CL-If this register is a binary 1. the new symbols are 
added to the end of the existing symbol table. otherwise 
the symbol table is cleared and the new symbols are 
loaded. 

DS:DX-Points to a PSS file name in ASCIIZ format. An 
extension of PSS is required. For example, to load 
C:SAMPLE.PSS, DS:DX would point to the string 
C:SAMPLE.PSS followed by a binary zero. See the 
description of the program TS.COM for information on 
creating a PSS file. 

On return. register AH contains the status of the 
operation. Register AL is used to return additional error 
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information if a read error occurred. The possible values 
of AH are: 

o-Successful symbol table load 
I-Error reading PSS file (DOS error returned in AL) 
2-Periscope symbol table too small for PSS file 
3-Logical error in PSS file 
4-Periscope is not installed 
5-Logical error in symbol table 

If the status returned is zero, the symbol table has been 
loaded successfully. Note that all addresses are relocated 
relative to the segment address passed in register BX, 
except for absolute references and for symbols whose 
segment was already in the range of FOOOH to FFFFH. 

By setting register CL to I, you can load mUltiple symbol 
tables. One PSS file is loaded into the symbol table per 
subroutine call, but the register setting can be used to 
append the new symbols to the end of the symbol table. 

SYSLOAD.SYS 

SYSLOAD.SYS is a utility program written by Bob Smith. 
Bob has licensed us to distribute this powerful program 
with Periscope. It allows you to load any of the .COM 
programs in the Periscope package as a device driver. By 
being able to load PS.COM and RUN.COM as device drivers, 
you can greatly ease the debugging of your own device 
drivers. To use SYSLOAD, place a line of the form 
'device=sysload.sys <arguments>' in the CONFIG.SYS file. 
The arguments field may be one or more of the following: 

'/C=c:command.com' is an optional argument that 
specifies the location of the command processor in case 
the resident program needs it. This text is used as the 
argument to COMSPEC in the pseudo-environment created 
when calling the program to be loaded. Note that the full 
drive, path, filename, and extension of the command 
processor must be specified. This argument is not 
required by any of the programs in the Periscope 
package. 

'II' is an optional argument that generates an INT 3 to 
activate Periscope just before jumping to the specified 
program. 

'/Q' is an optional argument that sets quiet mode and 
displays serious error messages only. This option is 
useful when loading a transient program. 
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'/P=c:filename.ext argl arg2 ...• is required and must 
appear last. It specifies the drive. path. and file name of 
the program to be loaded. followed by the arguments the 
program needs. Be sure to specify the full file extension 
although only .COM programs can be handled at present. 
Note that the part of DOS which loads device drivers also 
converts all characters to upper case. Thus case 
sensitive arguments cannot be passed to the program. 

To load Periscope via SYSLOAD.SYS. use a line similar to 
'device = sysload.sys Ip=c:\peri\ps.com It:8 Ic:17 la If' 
in CONFIG.SYS. 

TS.COM 

This program is used to verify and size a MAP file and 
optionally generate a Periscope symbol file. It reads a 
MAP file as produced by the linker and displays 
informational messages and the total symbol table size 
required for the file. 

To run this program. enter 'TS progname' from the DOS 
prompt. The file extension is presumed to be MAP. The 
MAP file is presumed to be in the same format as the 
sample file FTOC.MAP. Use the size shown by TS.COM for 
the IT installation option. For help. enter 'TS ?'. 

The options available are: 

Ie - Read a DeSmet .MAP file as produced by CWare's C 
compiler 
ID - Read a LINK86 .SYM file as produced by Digital 
Research's LINK86 
IFx - Filter a single leading character x from public 
symbols 
1M - Read an Aztec .SYM file as produced by Manx's C 
compiler 
IP - Read a PLINK .MAP file as produced by Phoenix's 
PLINK 
IQ - Read a PLINK .EXE file as produced by Phoenix's 
PLINK 
IS - Write a Periscope .PSS symbol file 

Microsoft and IBM have made some subtle changes in the 
format of the MAP file from time to time. If you encounter 
problems reading a MAP file. please contact us as soon 
as possible. 

To generate address references in the MAP file. you'll 
need to specify both a MAP file and the 1M option at 
link time. Entries are generated in the MAP file for names 
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defined as PUBLIC by your compiler or assembler. For ASM 
programs, a PUBLIC statement is used to generate an 
address reference in the MAP file. For C programs, 
variables defined outside the MAIN and external 
references to other modules will generate address 
references in the MAP file. For Pascal programs, variables 
defined as PUBLIC and external references to other 
modules will generate address references in the MAP file. 

Only the first 16 characters of a public name are used by 
Periscope. Any characters beyond the 16-character limit 
are discarded. The programs TS.COM and RUN.COM read the 
first group of address entries in the MAP file-the one 
sorted by name. Any absolute references found in the MAP 
file are included, but are not relocated to the program's 
location. 

To generate line references in the MAP file, you'll need 
to specify a MAP file and the ILI option at link time. Not 
all compilers support the line number option. The ones 
that are known to support this option are: Computer 
Innovations C, IBM C, IBM Pascal, Lattice C, Mark 
Williams C, Microsoft C, Microsoft Pascal, and Microsoft 
FORTRAN. (Using TMAP-part of tDebugPlus by TurboPower 
Software, you can do source-level debugging of compiled 
Turbo Pascal programs.) Recent versions of the linker put 
the module name in the line number section of the MAP 
file. If this information is available, Periscope extracts 
up to 12 characters of a module name and extension for 
use with the MP and MX aliases. See Chapter V for more 
information. 

The line references generated by TS.COM and RUN.COM 
have a single-character alphabetic prefix, followed by the 
actual line number. The alphabetic prefix starts at A and 
is incremented for each module found in the MAP file. For 
example, line 10 of the first module is referenced as 
AlO, and line 20 in the second module is referenced as 
B20. The first 26 modules are referred to as A through Z. 
Subsequent modules are referred to as AA through AZ, BA 
through BZ, etc. 

If you have some symbols that you don't want to see, 
edit the MAP file and insert braces as desired to turn off 
symbol generation. A left brace (0 turns symbol 
generation off, and a right brace ()) turns it back on. Be 
careful when saving the MAP file-don't let any TABs or 
high bits into the file. 

Large MAP files are relatively slow to load, since 
RUN.COM must extract the symbols each time the 
corresponding program is executed. To reduce the load 
time for large symbol tables, enter 'TS progname/S' to 
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analyze the MAP file and create a file of the form 
progname.PSS that is a memory image of the symbol table 
for the program. 

When RUN is executed. it first looks for the PSS file. If 
the PSS file is found. it is used for the symbol table. If 
no PSS file is found. the MAP file is used. Be careful-if 
you have created a PSS file and then re-link the program 
without creating a new PSS file. the old PSS file will be 
used. It's a good idea to create the new PSS file from 
the batch file used to compile and link your program. 

If the PSS file is too big to fit in the space allocated by 
Periscope. no symbols will be loaded. This is in contrast 
to the MAP file, where the symbol table may be partially 
loaded before an error occurs. 

Periscope supports Digital Research's LINK86 (version 1.3) 
and Phoenix's PLINK (version l.4x). Since RUN knows 
nothing about the formats used by these two linkers. 
TS.COM must be used to generate a PSS file for both of 
them. 

For LINK86. enter 'TS progname/D/S'. The ID option tells 
TS that the input file was generated by DRI's linker. The 
presumed input file extension for this option is SYM. not 
MAP! The IS option tells TS to write the PSS file to disk. 
for later use by RUN. At link time. be sure to specify a 
SYM file. Line numbers are not available as symbols for 
LINK86. 

For PLINK. enter 'TS progname/P/S'. The IP option tells 
TS that the input file was generated by Phoenix's linker. 
The presumed input file extension for this option is MAP. 
The IS option tells TS to write the PSS file to disk. for 
later use by RUN. At link time. be sure to specify a MAP 
file and the G report (all symbol information is read from 
the G report). This method can be used starting with 
PLINK 1.30. but does not support line numbers. 

To get all possible symbols with PLINK. enter 'TS 
progname/Q/S'. The IQ option tells TS to use the EXE file 
for all symbols. The IS option tells TS to write the PSS 
file to disk. for later use by RUN. At link time. be sure 
to specify 'SYMTABLE' as a linker directive. This method 
can be used starting with PLINK 1.40. 

TS.COM also supports the CWare (DeSmet) and the Manx 
(Aztec) C compilers. Use the IC option to read a CWare 
MAP file. The CS segment is set to zero and the DS 
segment is set to FODOR. You'll need to use the 
Periscope IS command to relocate DS symbols to the 
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appropriate location. To read a Manx SYM file. just use 
the I M option. 

The 'filter' option is used to filter out a single leading 
character from symbol names. For example. Microsoft C 
uses leading underscores on public symbols. If you use 
'IF '. TS.COM will remove the first leading underscore 
found on each symbol. 

USEREXIT .ASM and USEREXIT .COM 

This sample program illustrates Periscope's ability to 
perform user-written code. User-written code can be used 
to perform breakpoint tests (see the BU command) and 
user exits (see the /U command). 

The user-written code is installed as a memory-resident 
program using an available interrupt from 60H to FFH. 
The program must be installed before PS.COM is run. Also. 
the PS.COM installation option /I:nn must be used. where 
nn is the interrupt vector used to access the user-written 
code. A signature of 'PS' must be present in the resident 
routine in the word preceding the interrupt entry point. 

The registers used on entry are: 

AH-Contains the breakpoint test number of one to eight 
or the user exit number of nine to FFH. 

AL-Always zero. 

DS:SI-Points to Periscope's data area (see the file 
USEREXIT.ASM for the layout of the table). This table 
contains the values of various variables used by 
Periscope. Any changes to the variables in this table are 
passed back to Periscope. 

ES:BX-Points to a user service routine in Periscope. This 
routine is accessed via a far call. Register AH is used 
to indicate the function desired. When using this routine. 
all registers are preserved. The functions available are: 

• AH=l-Display nul-terminated string starting at DS:SI. 
This function uses the standard Periscope display handler 
to display a string on the screen. The maximum length of 
the string is 83 characters. including a carriage return. 
line feed. and nul. The string must end with a nul 
(binary zero)! 

Your suggestions for additional routines are welcomed. 
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On return from a user breakpoint, register AL should be 
set to a binary one to indicate a hit. Any other value 
indicates that no breakpoint is to be taken. 

On return from a user exit, register AL indicates whether 
the exit code has set a command to be executed by 
Periscope. If AL equals 2, Periscope reads the command 
line passed back from the user exit. The command line 
must start with a semi-colon and end with a carriage 
return. A user exit may use BIOS functions as desired. 
Periscope assumes any screen output is done via the 
user service described above-the cursor is no longer 
moved to the bottom of the screen on return from a user 
exit. 

Do not attempt to perform DOS functions from user-written 
code-DOS may be busy! You do not need to preserve the 
values of any registers other than SS and SP on return to 
Periscope. If your routine needs more than 32 words of 
stack space, switch to an internal stack, but be sure to 
switch back to the original stack before returning. 

To install USEREXIT.COM, run the program from DOS. Then 
install PS.COM using the installation option /1:60. When 
Periscope is active, try using BU 1 and then GT to get to 
a point where DOS is not busy. Try IU 9 as an example 
ofa user exit modifying the command line. If you have 
an 8087 or an 80287, try IU 87 to display the numeric 
processor status. 
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Debugging Theory 

The 8086 processor family provides two built-in functions 
that aid the debugging process. These are the breakpoint 
and single-step capabilities. 

The breakpoint capability uses a special single-byte code 
to indicate that a breakpoint is to be taken. This opcode 
causes the system to perform an Interrupt 3 when the 
first byte of an instruction equals CCH. This is the 
facility used by the Go command in Periscope. for both 
the temporary and sticky code breakpoints. 
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When Periscope sets a code breakpoint, the original byte 
is saved in an internal table and a CCH is inserted in 
its place. For this reason, it is not possible to set a 
code breakpoint in ROM or other unmodifiable memory. 

When the breakpoint is taken, Periscope is entered 
through a special entry point. The use of this entry point 
signals Periscope to reverse out any code breakpoints 
that are currently set and then decrement the instruction 
pointer {IP) by one to show the correct instruction. 

If an unexpected instruction contains a CCH in the first 
byte, Periscope is unable to reset the instruction to its 
prior value and will disassemble the instruction as INT 3. 
You will need to manually alter the byte or modify the IP 
register to continue execution of the program being 
debugged. 

Single-step is the other type of 8086 breakpoint. It is 
set by modifying the trap flag to indicate that every 
instruction should be trapped. If this flag is set, the 
system performs an Interrupt 1 before the execution of 
each instruction, allowing you to single-step through a 
program. The trap flag is used by Periscope for the GA, 
GT, J, and T commands. 

If an instruction outside Periscope clears the trap flag, it 
causes any tracing currently underway to be turned off. If 
an instruction external to Periscope sets the trap flag 
unexpectedly, Peri scope ignore sit. 

Since Periscope cannot be used to trace itself, it is not 
possible for it to trace the execution of Interrupts 1, 2, 
or 3 or any other interrupts that point to Periscope. 

Some programs may use Interrupts I, 2, or 3 for their 
own purposes. Periscope normally refreshes these vectors 
each time it is activated, but you can override this 
refresh procedure. Call Tech Support at 404/256-3372 for 
more infolmation. 

NMI Use 

All models of Periscope except Periscope II-X make use 
of Interrupt 2, the non-maskable interrupt (NMI). This 
interrupt is used by the break-out switch to gain control 
of the system and enter Periscope. Some systems do not 
support the use of NMI, since it is either not available 
on the system bus or is used by some other system 
function. 
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Three computers that don't support NMI on the bus are 
the Tandy 1000, Cordata PC, and the IBM Convertible. The 
most common use of NMI is to emulate a 6845 CRT 
controller on some of the non-standard display adapters. 
For example, EGAs made by Paradise Systems, Quadram, 
and Video 7 allow emulation of various display modes. 
This is achieved using software that is activated via an 
NMI. Other boards by Paradise Systems and Sigma Designs 
also use NMI. Luckily, the use of NMI by most of these 
boards can be turned off so that there is no conflict with 
Periscope's break-out switch. 

Generally, you can load Periscope after the emulation 
code is loaded, or disable the emulation. If the device 
reasserts NMI periodically, you may have problems using 
the break-out switch. If you're programming the CMOS RAM 
on an AT, configure Periscope as Model II-X so Periscope 
won't use port 70H. 

If you're using a Compaq Deskpro 386, note that the 
original version of the CEMM device driver intercepts INT 
2 (NMI) during its execution. If you press the break-out 
switch during this period, the driver displays a message 
that says "Press any key to reboot". Compaq is working 
on a solution to this problem. 

CPU Differences 

If an 8087 is used with interrupts enabled, an error will 
cause an NMI. Since Periscope uses the NMI, the 
debugger screen is displayed. Since the 8087 may 
interrupt the 8088 at any point, CS:IP may contain any 
value. The 80287 does not use the NMI, so an error will 
not invoke Periscope. 

Many PCs and XTs have an early version of the 8088 CPU 
that has a serious bug. This version can be identified by 
the copyright date of 1978 shown on the chip. The defect 
in these CPUs is that the instruction after an instruction 
that changes the stack segment is not protected from 
being interrupted. The defined method for changing the 
stack is to change the stack segment and then 
immediately change the stack pointer. If this process is 
interrupted, the stack may be in no man's land-the 
beginning of a system hang. The fix is to get the later 
chip-identified by copyright dates of 1978 and 1981. At 
install time, Periscope checks for a defective 8088-if 
one is found, Error 65 is displayed. 

On a correctly functioning 8088, any instruction that 
modifies any of the segment registers protects the next 
instruction from being interrupted. This is a bit of 
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overkill, since changes to DS, ES, and CS do not need 
the protection that stack changes require. This is why 
you'll notice that Periscope skips instructions while 
tracing through an instruction that modifies a segment 
register-the instruction was actually executed, but it was 
invisible to Periscope. Be careful not to use Periscope's 
Go command to stop in the middle of a stack changeover, 
since this can cause the same problem as the defective 
8088. 

The NEC V20 and the 80C88 go even further than the 
8088-they also protect the instruction after a read of the 
segment registers, except for POP instructions. For 
example, the V20 protects the instruction after MOV AX,ES, 
while the 8088 does not. 

On the 80286, the instruction protection for changes to 
segment registers applies only to the stack 
segment-instructions that change DS, ES, or CS do not 
protect the next instruction. Still, be careful not to use 
the Go command to stop in the middle of a stack change. 

For the 80286, Periscope may be used in real (8086) 
mode only. The exception interrupts 6 (invalid opcode) 
and ODH (segment overrun) are intercepted by Periscope 
with CS:IP pointing to the offending instruction. If the 
code segment of these interrupts points to memory below 
PS.COM when it is installed, no change is made to the 
interrupt since it is already in use. Avoid use of 
hardware interrupt IRQ 5 (INT ODH) on an AT for such 
things as a mouse, since a segment overrun that occurs 
when this interrupt does not point to Periscope will hang 
your system. If you get an exception interrupt, chances 
are good that the system is severely corrupted-a reboot 
is generally recommended. 

DOS Notes 

If you're using DOS 2.00 or 2.10, you should be aware of 
bugs in DOS that can cause problems. The bugs involve 
improper changes to DOS's stack where the SP register is 
modified before the SS register. This can cause problems 
when the break-out switch is pressed at just the right 
time or when you attempt to trace through DOS. PC Tech 
Journal published the patch for DOS 2.10 in the November 
1984 issue. The same principles apply to DOS 2.00, 
although the addresses are different. If possible, use a 
later version of DOS-the bugs are fixed in DOS 3.00. 

Under some versions of DOS (e.g., 3.10), DOS decides 
whether a program is an EXE based on the first two bytes 
in the file, not the file extension. This can cause 
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problems with RUN.COM, since it assumes that a file with 
a .COM extension is really a COM file. If the extension is 
.EXE, RUN confirms that the first two bytes indicate an 
EXE file. 

If you're using DOS 3.2, note that DOS modifies INT 2 
(NMI) after CONFIG.SYS time. To prevent the modification 
of INT 2, patch IBMBIO.COM at offset BODH. 

So that Periscope can perform file I/O safely, it checks 
the undocumented, but reliable, in-DOS flag. This byte 
contains zero if DOS is not busy. Periscope also checks 
to see that interrupts are enabled, to be sure that DOS 
was interrupted at a safe point. The location of the in­
DOS flag can be found by performing INT 21H with 
AH=34H. ES:BX returns the address of the flag. If you 
want to perform file I/O and Periscope is telling you that 
DOS is busy, get CS:IP back to your code and try again. 
Do not attempt to modify the in-DOS flag or the interrupt 
flag in order to fool Periscope-you can get a garbled 
disk directory very easily. To make DOS not busy, you 
can use the user breakpoint in the sample program 
USEREXIT.ASM (See Chapter IX for more information). 

Starting with DOS 3.20, Interrupts I, 2, and 3 are changed 
by DOS on a short boot. This can complicate matters if 
you're trying to use the break-out switch across a short 
boot. You'll need to patch DOS or better yet, reset the 
vectors to point to Periscope. 

Debugging Techniques 

While Periscope is active, the BIOS interrupt vectors it 
uses are reset to point to BIOS unless the /V installation 
option was used. To access some memory-resident 
programs while Periscope is active, you may have to use 
some of these options. For example, a program that 
displays the time may use interrupt lCH. Unless you 
specify /V:IC when PS.COM is run, the clock program 
won't be active when Periscope is. Be aware that each 
/V option used reduces Periscope's dependability, since 
the interrupt vector is left pointing to RAM that can be 
corrupted. If you're having problems running some 
software with Periscope, check the interrupt vectors using 
INT.COM (see Chapter IX) and see the known conflicts in 
the description of the /V installation option (Chapter VI). 

Avoid debugging with ill-behaved resident programs in the 
system. While you can debug with these types of 
programs in the system, they can often muddy the 
waters-making it much harder for you to see just what 
your program is doing. 
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When you press the break-out switch to stop the 
execution of a program, chances are very good that you'll 
stop the machine in either BIOS or DOS. If you want to 
get back to your program, use the Go command to execute 
to a known point in your program. If that's not possible, 
try using the Register breakpoint. Enter 'BA ", to clear 
any breakpoints currently set. If you know your program's 
Code Segment, enter 'BR CS EQ nnnn' to set a Register 
breakpoint when CS equals the desired value. If you 
aren't sure, use 'BR CS NE CS' to set a breakpoint when 
the Code Segment changes from its current value. Then 
enter 'GT' to continue execution with the Register 
breakpoint set. This will usually get you back to the 
program, or at least from BIOS to DOS or vice-versa. If 
you're debugging a program that has line numbers as 
symbols, use the BL breakpoint to get back to your code. 

To repetitively trace an instruction, enter the Go command 
once and then repeat it using F4. For example, if you 
want to watch the execution of the instruction at offset 
ll0H, enter 'G 110' and press return. Then press F4 to 
repeat the Go instruction as many times as desired. 

To debug a memory-resident program, use RUN to load the 
prog-ram and its symbol table. The program will be loaded 
in the same location as if it were run directly from the 
DOS prompt. Enter 'G' to install the program and return to 
the DOS prompt. Until RUN is used to load another 
program, the symbol table will remain available-ready for 
you at a push of the break-out button! 

If you're programming in assembler, use the PUBLIC 
program described in Chapter IX to get symbolic access 
to as much of your program as possible. The more 
symbols you use, the easier it is to debug your 
programs. 

Microsoft compilers can place data (pseudo-code) after 
interrupts 34H through 3DH to emulate the 8087 numeric 
processor. When disassembled by Periscope, the data 
following the interrupt causes the disassembly to be 
garbled. To prevent execution of data, the Jump command 
traces interrupts in the range from 34H to 3DH. 

If you're programming in C using a compiler by Computer 
Innovations, CWare, IBM, Lattice, Manx, Mark Williams, or 
Microsoft, you can get debugging information such as line 
numbers and address references in your MAP file by using 
compile-time options provided with these compilers. By 
defining variables outside the MAIN, you can cause 
address r"eferences to be generated for program variables. 
At link time, be sure to specify a MAP file and the /Ll 
and/or /M options for full symbol support. No source-
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level support is available for the CWare or Manx 
compilers. 

If you're programming in Microsoft BASIC. FORTRAN. or 
Pascal. the addresses in the MAP file that reference data 
variables will be incorrect. These compilers generate 
false segments for DGROUP data. The actual segment used 
depends on the amount of memory available at run time. 
To correct the false segments. do the following: 

• Use RUN to load the program. then execute the program 
until DS is modified. The best method is to go to the 
first line in the source program. using the symbol for the 
line number. The value of DS at this point is the correct 
segment . 

• Display a known data symbol using the Display 
command. The segment associated with the symbol is the 
invalid segment . 

• Enter' IS xxx x yyyy' where xxxx is the invalid (old) 
segment and yyyy is the correct (new) segment. This will 
change all occurrences of segment xxxx in the symbol 
table to yyyy. 

Note: This problem is corrected in version 3.3 of 
Microsoft Pascal and FORTRAN. 

If you're calling assembly-language subroutines from a 
high-level language. Periscope can be used to trace 
through the execution of the subroutine to verify that it 
is operating correctly. If the subroutine is linked to a 
compiled program, simply use G SUBNAME, where SUBNAME 
is the name of the subroutine. If the subroutine is being 
called from an interpretive language such as BASIC. 
modify the subroutine so that the first byte contains CCH. 
Then when the subroutine is executed. the breakpoint 
(CCH) will activate Periscope. At that point, you can 
modify the instruction to be a NOP (no operation) by 
using E CS:IP 90 or skip to the next instruction by using 
R IP IP+1. 

Avoid debugging packed EXE files-you'll have to trace 
through the header before your program is unpacked and 
available. If you must debug a packed EXE, use RUN to 
load the program. use G to start execution. press the 
break-out switch, and then start debugging. 

If the debugger screen is garbled. use K or KI to clear 
the screen or initialize the screen, respectively. 
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Debugging Device Drivers And Non-DOS Programs 

If you're debugging device drivers, see the description of 
SYSLOAD.SYS in Chapter IX. This utility lets you load 
Periscope or any other COM file at CONFIG.SYS time. 

For non-DOS or pre-DOS programs, install Periscope 
normally, then press the break-out switch to get into the 
debugger. Then enter 'QS' to perform a short boot. This 
technique can be used to cross-boot into another 
operating system, a non-DOS environment such as a self­
contained program, or back into DOS. 

The short boot performs an INT 19H, and leaves NMI (INT 
2) intact, except when DOS 3.20 is used (see DOS Notes 
above). If you are debugging non-DOS or pre-DOS 
programs, you can use the break-out switch after a short 
boot to get back into Periscope. If the timing is critical, 
embed an INT 2 or INT 3 in the code itself. 

Periscope I and III use RAM external to the Periscope 
board when the protected memory overflows. When 
performing a short boot, be aware that any external 
tables are no longer an extension of DOS and may be 
used by another program or garbled during the boot 
process. For best results, use either the /Z installation 
option to suppress external tables or use the /L 
installation option to place the external tables in the 
middle of memory. 

+ For Periscope II and II-X, all code and data areas are 
in normal RAM and the /Z installation option is not 
available-use the /L installation option instead. 

Debugging Hardware Interrupts 

To debug hardware interrupts, the code should be in RAM 
so that you can set code breakpoints in the interrupt 
service code. Periscope's T, GA, or GT commands will not 
trace into hardware interrupts such as the Timer tick (IRQ 
0) and the Keyboard (IRQ 1), so you must set a code 
breakpoint in the service code to be able to stop in the 
interrupt code. Once stopped, you can trace through the 
code as desired. 

+For serious hardware interrupt work, you need Periscope 
III to be able to see just what happens when your code 
runs. 

If Periscope must issue a non-specific End of Interrupt 
(EO!) to clear interrupts, a message of the form 'EOI 

10-8 Technical Notes 



issued for IRQ x' is displayed, where x is zero for the 
timer and one for the keyboard, respectively. The EOI is 
one of the few things that Periscope cannot undo when 
control is returned to your program, so you may want to 
use a semaphore mechanism to keep your code from being 
re-entered while being debugged. 

On AT-class machines, EO! is used for IRQ 0 and 1 only, 
but on a PC-class machine, Periscope may issue an E01 
for any IRQ level. 

Periscope Internals 

Periscope uses Interrupts 1 (single-step), 2 (NMI), and 3 
(breakpoint). If the system is an AT-class machine, 
Periscope may also intercept Interrupts 6 (invalid opcode) 
and DH (segment wrap-around). Interrupts 5, 9, and ISH 
can be used by the PSKEY.COM program (see Chapter IX). 

The data fields used by Periscope are located at the 
beginning of the protected memory. The record definition 
PSDATA in the file PS.DEF contains the most useful of 
these data fields. The source file contains comments 
describing the various fields in the record definition. To 
display Periscope's data area assuming the default 
memory address of DOOO:OOOO, enter 'DR DOOO:O PSDATA'. 

+ For Periscope II and II-X, enter 'DR xxxx:lOO PSDATA', 
where xxxx is the starting segment for Periscope's 
tables. (The segment used by INT 3.) 

The Periscope I Board 

The current board (Rev 2) uses 56K of memory and two 
consecutive I/O ports. The memory is configured as seven 
chips of 8K-by-8 static RAM, with a cycle time of 150 NS 
or less. The starting address of the memory is switch­
selectable to any 64K boundary. The starting I/O port is 
switch-selectable to any 4-byte boundary. The board 
draws approximately 2 watts of power. See Chapter III for 
information on the switch settings. The original 16K board 
(Rev 1), where the memory is configured as 8 chips of 
2K-by-8 static RAM, cannot be used with software after 
version 2.1x. 

The memory is write-enabled when the value DBH is 
output to the first of the two ports. Any other value 
output to this port write-protects the memory. When the 
break-out switch is pressed, an NMI is generated. 
Periscope detects that the switch was pressed by 
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checking the high bit read from the second I/O port. If 
this bit is on, the switch was pressed, otherwise the 
switch was not pressed. To clear the switch and NMI, 
output any value to the second port. Clear the switch and 
NMI near the end of your program using the code shown 
below. 

mov dX,301h 
out dX,al 
in al,61h 
jmp short $+2 
mov ah,30h 
or al,ah 
out 61h,al 
jmp short $+2 
not ah 
and al,ah 
out 61h,al 

assumes Periscope port is 300h 
clear the break-out switch - any value in al is ok 
enable nmi 
delay for 286 
use 30h if pc or xt, 0ch if at 

delay for 286 

The Periscope III Board 

The current board (Rev 1) uses 64K of memory and four 
consecutive I/O ports. The memory is configured as eight 
chips of dynamic RAM, with a cycle time of 150 NS or 
less. The starting address of the memory is switch­
selectable to any 64K boundary. The starting I/O port is 
switch-selectable to any 4-byte boundary. The board 
draws approximately 7 watts of power. See Chapter III for 
information on the switch settings. 

Since the Periscope III board does not latch NMI, the 
first two lines of code shown above may be omitted when 
clearing NMI. 

The IBM Enhanced Graphics Adapter 

The /V:I0 installation option is no longer needed if an 
EGA is present. Since the EGA uses memory from AOOO:O 
through COOO:3FFF, don't try to use this range of memory 
as protected memory when an EGA is present. 

Periscope supports the EGA's new video modes, including 
those using segments other than BOOOH and B800H. For 
single-monitor systems, a maximum of 32K of the screen 
buffer is saved and restored by Periscope. If you're using 
the new graphics modes of the EGA, you'll need a dual­
monitor system to save the full graphics image. 

If you plan to use the EGA's extended palette capabilities 
on a single-monitor system, be sure to use the extended 
save area (via SAVE PTR as described in the EGA BIOS 
listing). This RAM data area is updated when the palette 
or overscan is set, allowing Periscope to restore the 
original palette when returning to your program. There are 
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two problems with using this save area, however. First, 
the save /restore of the palette registers is incredibly 
slow. Second, the overscan or border color is not saved 
in a consistent location. If you use the 'set overscan' 
function (INT lOH, AH=lOH, AL=l), the color is saved in 
a different location than if you use the 'set all palettes 
and overscan' function (INT lOH, AH=lOH, AL=2). For use 
with Periscope, the latter call should be used. The best 
bet for using an EGA is to have a two-monitor system. If 
you use a single-monitor system, remember that the 
maximum screen size that can be saved and restored by 
Periscope is 32K. 

Periscope has limited support of the EGA's 43-line mode. 
See the description of the /43 installation option in 
Chapter VI. 
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XI-Using Periscope III 

• Introduction to Periscope III 

• Capabilities 

• Compatibility And Other Caveats 

• Hardware Breakpoint Examples 

Introduction to Periscope III 

Periscope III is a powerful hardware-assisted debugger 
for use in IBM PC, XT, and AT-class machines. Its 
commands are a superset of the normal Periscope 
commands, so it provides both the capabilities of 
existing models of Periscope plus its own special 
hardware capabilities. 

The Periscope III board monitors the system bus, 
watching for user-specified breakpoints to occur while 
the test program is running at full speed. These 
breakpoints can be set on memory reads and writes, code 
prefetch, I/O port reads and writes, DMA activity, and 
may be further qualified by data values and/or a pass 
counter. When the board detects that a breakpoint has 
been reached, it generates an NMI which activates the 
resident Periscope software. 

The board requires a full-length slot. If it is installed in 
an AT-class machine, the slot must be a 16-bit slot. An 
umbilical socket is provided that must be installed in the 
8087 or 80287 socket. (This umbilical socket does not 
preempt the use of a numeric processor.) Periscope III 
works on the IBM PC, XT, and AT, and the Compaq 8088 
and 80286 machines at processor speeds up to 8MHz. 
(Note: a 10MHz version is also available.) Machines that 
the board does not support are the IBM XT/286, the IBM 
System/2 series, the Compaq 8086 Deskpro, the Compaq 
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80386 Deskpro, the AT&T 6300 and 6300 Plus, systems 
using an add-in 'turbo' card, and zero wait-state 
machines. 

Capa bili ties 

The Periscope III board has three major modules: 

• Protected program memory 
• Hardware breakpoints 
• Real-time trace buffer 

The protected program memory is 64KB of write­
protected RAM. This memory is like the protected memory 
in Periscope I; it is used for Periscope's code and data. 
As much of Periscope's tables as will fit are located in 
this memory. Any tables that do not fit in the protected 
memory are located as low as possible in DOS memory. 
The protected memory is normally addressed at segment 
DOOOH, but can be moved to another address if needed. If 
there is a conflict with other memory in the system, 
Periscope's program memory can be disabled via jumper 
J3. (When the shunt block connects the top two pins of 
J3, the program memory is disabled; when it connects the 
lower two pins of J3, the memory is enabled.) 

The hardware breakpoints available include: 

• Memory access (read, write, DMA, code prefetch) 
• I/O Port access (in or out) 
• Data values and/or data bit mask (on the high and/or 
low bus) 
• Pass counter 

Memory breakpoints can be set on up to 16 ranges from 
0000:0000 to FOOO:FFFFH. For an AT-class machine, 
breakpoints can also be set on memory ranges beyond the 
first megabyte. The qualifiers available for memory 
breakpoints include memory read, memory write, DMA, and 
code prefetch. The memory breakpoints are bit-mapped 
(using 128KB of local memory on the Periscope III 
board)-allowing every byte in the first megabyte to be 
individually addressed. 

Port breakpoints can be set on up to 16 ranges from zero 
to FFFFH, although the ports fully supported by the PC 
are from zero to 3FFH. The qualifiers available for port 
breakpoints include I/O read and I/O write. The port 
breakpoints are bit-mapped, allowing every port in the 
64K range to be individually addressed. 
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Data breakpoints can be set on the low (8-bit) bus and 
on the high (16-bit) bus if an AT-class machine is used. 
Data breakpoints are used to qualify a memory or port 
breakpoint-no breakpoints are possible on data values 
only. Data breakpoints can be set on up to 16 ranges 
from zerq to FFH. A bit mask may be also be used to 
indicate desired data values. Bit values of zero, one, or 
'don't care' are all supported. 

The pass counter is used to interrupt the executing 
program after the indicated number of breakpoints has 
occurred. The default pass count is I, which causes an 
interrupt on the first breakpoint. The value of the pass 
counter may be from one to FFFFH. If the memory, port 
and/ or data values found on the current bus cycle would 
cause a breakpoint, the internal pass counter is 
decremented. When the pass counter reaches zero, an 
interrupt is generated. 

The real-time trace buffer is a circular buffer that 
captures up to 8,192 (8K) bus events. Each bus event 
'record' is 48 bits wide, which includes the 20- to 24-
bit bus address, 8- or 16-bit data for the bus cycle, bus 
status bits (I/O read, I/O write, memory read, memory 
write, code prefetch, and DMA), and an external probe bit. 
(When the two pins of jumper J2 are connected, the 
'Probe' indicator is shown in the trace buffer.) The buffer 
can be displayed in three formats-a raw dump that shows 
the address, data, and status information for each cycle, 
a disassembly mode that uses the prefetch cycles found 
in the buffer to show only instructions, and a 
combination of the above two, which shows a mix of 
instructions and the data accesses performed by the 
instruction stream. 

Once the Periscope software is loaded, the buffer is 
updated after each bus cycle, even if you're not 
debugging. This means that you can press the break-out 
switch any time to see what's been happening. Also, if 
you should ever get an exception interrupt, just look in 
the trace buffer to see where things went awry. 

A breakpoint option is available to stop program 
execution when the trace buffer is filled, allowing you to 
examine the execution flow of a program starting at a 
known point and stopping after 8,192 bus events have 
occurred. Also, a selective trace capability is available 
that lets you capture just trigger events in the trace 
buffer - useful when you need to capture multiple 
widely-spaced events in real-time. 

The trace buffer can be set to show the events leading 
up to a breakpoint in three different methods: up to 8K 
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events before the breakpoint; up to 4K events before the 
breakpoint and 4K events after the breakpoint; or 8K 
events after the breakpoint. For real-time applications, 
these capabilities are extremely valuable, since you can 
see how your program got where it did plus where it 
went afterwards! 

Using the above breakpoints, it is possible to trap 
complex events. For example, if you need to watch for 
the fifth time the character '%' is displayed anywhere on 
the monochrome display, set a breakpoint for: memory 
writes to the screen (BOOO:OOOO to BOOO:OFFF); data 
equaling the percent sign; and the pass counter equal to 
five. 

Since some conditions are not visible from the system 
bus, we've implemented a hardware / software combination 
breakpoint in Periscope III. Using this capability, you can 
execute at full speed until a hardware breakpoint is 
reached, then drop into software to evaluate a condition. 
If the software condition gives a 'hit', Periscope's screen 
is displayed, otherwise full speed execution continues. 
For example, if your program is zapping low memory, set 
a memory breakpoint to trap any writes to the desired 
range. This breakpoint alone will probably get some false 
hits, since DOS and other programs could be legitimately 
writing into the specified range. If you set a software 
test that the code segment must be equal to your 
program's code segment, then all writes other than those 
done by your code are filtered out. This technique runs 
your program at something less than 100% full speed, but 
since the software is activated only when there's a 
hardware hit, the effective speed is rarely less than 99%. 
See the description of the GM command in Chapter VII for 
more information. 

Compatibility And Other Caveats 

When designing a product as complex as Periscope III, 
some tradeoffs are required. To make the board work on 
both PC- and AT-class machines, the board has to get 
the majority of its signals from the system bus. The only 
signal used by the board that is not available on the bus 
is the line that indicates whether a memory read is an 
instruction fetch. This signal is the one picked up by the 
umbilical socket from the numeric processor (using pin 26 
on the 8087 and pin three on the 80287). Accessing 
signals from the bus works fine as long as the bus is 
used per IBM's design. Some computers, notably the 8086 
and 80386 Deskpros and the AT&T 6300 and 6300 Plus, 
have a non-standard bus or don't put all signals on the 
bus, and therefore do not work with Periscope III. 

11-4 Using Periscope III 



Periscope III is necessarily more sensitive to the bus 
structure than other add-in cards since its job in life is 
to monitor bus transactions-if some of these transactions 
are not present on the bus or are othetwise different from 
the IBM standard. Periscope III cannot work properly. 

One area to watch is the setting of data breakpoints. If 
you use a PC-class machine. just remember that all data 
breakpoints use low. or 8-bit memory. If you use an AT­
class machine. things are much more complicated. 

An AT-class machine has both 8-bit and 16-bit memory. 
Eight-bit memory includes such things as display 
adapters. the protected memory in Periscope. and other 
cards that work in PC-class machines as well as AT­
class machines. For these devices. all memory access is 
via the low or 8-bit bus. a byte at a time. 

The other memory in an AT-class machine. including all 
DOS memory and ROM BIOS. is 16 bits wide. This memory 
can be accessed either a byte or a word at a time. How 
it is accessed affects how the data appears on the bus. 
The most efficient method is to access a word at an 
even address. This will read two bytes in one bus cycle. 
with the low (even) byte appearing in the low bus and 
the high (odd) byte appearing in the high bus. 

If a word is accessed starting at an odd address. the 
read or write is split into two bus cycles. with the first 
cycle accessing the low (odd) byte on the high bus and 
the second cycle accessing the high (even) byte on the 
low bus. If a byte is accessed starting at an odd 
address. the high bus is used. If an even-addressed byte 
is accessed. the low bus is used. 

Just remember this: 8-bit accesses are always on the 
low bus. For 16-bit accesses. even addresses are on the 
low bus and odd addresses are on the high bus. 

The table below shows the possible permutations: 

Environment Low bus High bus 
----------------
PC or XT X 
AT a-bit memory X 
AT 16-bit memory 

even byte X 
even word LO HI 
odd byte X 
odd word HI(2) LO(1) 

On an AT-class machine. a breakpoint set at an odd 
address in 16-bit memory causes Periscope to issue the 
message 'Warning - Odd low address may cause missed 
breakpoint'. since a word access of the preceding (even) 
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word would not indicate the affected address! You can 
safely ignore this warning when you're sure that access 
will start at the odd address-otherwise you should adjust 
the breakpoint address to the next lower even address. 

To determine which memory in an AT-class machine is 8-
bit and which is 16-bit. Periscope tests memory at 4KB 
intervals at install time and builds a control table 
containing this information. Unfortunately. it is not 
possible to test the I/O ports-Periscope must assume 
that all I/O ports are 8-bit devices. 

When a byte access is made to an odd address in 16-bit 
memory, the low data bus will usually contain data from 
the previous bus cycle. 

There is a phenomenon called 'breakpoint overrun' that 
occurs with all hardware breakpoint devices. Between the 
time a breakpoint is detected and the time the processor 
is stopped with an NMI, one or more instructions are 
executed. When looking in the traceback buffer with the 
'HR' or 'HS' commands. the last bus cycle shown is the 
one that caused the interrupt to occur. The 'HT' and 'HU' 
commands show the instructions being executed or about 
to be executed when the breakpoint occurred. In any 
event, expect that several instructions will have been 
executed since the breakpoint occurred. For this reason. 
it is pointless to set a hardware breakpoint watching for 
an instruction that overwrites the NMI vector - use 
Periscope's BM command for this job. 

Note: Don't reboot the system using Ctrl-Alt-Del when the 
board is armed (i.e .• a GH or a GM command is in 
use)-if a breakpoint occurs during the boot, your system 
may hang. Go into PS and use any exit other than GH or 
GM to disarm the board. 

Hardware Breakpoint Examples 

• To break in BIOS, use 'HM * FOOO:xxxx Ll X;GH'. where 
xxxx is the desired IP in ROM. This will trap on a 
prefetch of the specified location-usually stopping when 
the instruction is about to be executed . 

• To trap set cursor calls. use 'HM 0:10*4 L3 R;BR AH 
EQ 1 ;GM'. This traps access to the video interrupt (INT 
10H) and then tests register AH. If the register is equal 
to one, Periscope's screen is displayed, otherwise full­
speed execution resumes. 
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• To trap writes to interrupt vectors by your program, use 
'HM 0:0 0:3FF W;BR CS EQ CS;GM'. If you use IBM's VDISK 
on an AT-class machine, avoid breakpoints on memory 
from 0:380 to 0:3FF since this range is used as the 
stack while the machine returns from protected mode. 

• If you suspect your program is underflowing its stack, 
use 'HM SS:O L3 W;GH' to trap writes to the bottom of 
the stack, assuming that the lower bound of the stack is 
at SS:O. 

• If you use Microsoft Windows ramdisk on an AT-class 
machine, set a breakpoint on reads of memory beyond the 
first megabyte using 'HC * Ml TC' and 'HM 0:0 1000:0 
R'. Then enter 'GH' and do a DIR of the ramdisk. 
Periscope will show a very interesting code sequence in 
the center of the trace buffer. 

• To debug across a short boot, arm the Periscope III 
board with GH and then restore all BIOS vectors (8, 9, 
10, 15, 16, 17, lC) to ROM and issue an 'INT 19'. 
Assuming NMI is left pointing to Periscope and Periscope 
is not corrupted by the boot, the breakpoint will re­
activate Periscope. 

• To monitor interrupt usage, enter 'HM * 0:0 3FF RW' 
and then 'GH ;HS' . 
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Appendix A-Error Messages 

• Error Messages 

The error messages generated by programs in this 
package are numbered. Each program has been assigned a 
range of numbers for easy cross-reference. The error 
numbers and corresponding programs are: 

01 through 39-resident portion of Periscope (PS.COM) 
40 through 69-transient or installation portion of 
Periscope (PS.COM) 
70 through 89-RUN.COM 
90 through 99-RS.COM 
100 through 109-TS.COM 
110 through 119-INSTALL.COM 
120 through 129-PUBLIC.COM 
130 through 139-SYMLOAD.COM 
140 through 149-INT.COM 
150 through 159-PSKEY.COM 
160 through 189-PSTEST.COM 
190 through 199-SYSLOAD.SYS 
200 through 229-PS3TEST.COM 

A list of the possible error messages and an explanation 
of each follows: 

01 Invalid command 
An unknown debugger command was entered. Enter '?' to 
display the commands available. 

02 Invalid/missing address 
An address was expected, but was not found or was 
found to be invalid. The address may be entered as a 
symbol (optionally preceded by a period) or a one- to 
four-digit segment, a colon, and a one- to four-digit 
offset. A register name may be substituted for the 
segment or offset. 
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The segment and colon may be omitted from most 
commands. The offset must be present for all commands 
requiring an address. 

03 Missing segment 
Some commands that modify memory (Enter, Fill, and 
Move) require an explicit segment to reduce the chance 
of accidental memory modifications. Enter the segment as 
a number or register, or use a symbol for the address. 

04 Invalid/missing length 
The length argument was not found or was found to be 
invalid. If entered as 'L nnnn', the number nnnn must be 
greater than zero. If entered as an offset, the number 
must be greater than or equal to the first offset. If 
entered as a symbol, the symbol's segment must equal 
the first segment entered and the symbol's offset must be 
greater than or equal to the first offset. 

Note that the length argument is optional for the Display 
and Unassemble commands. The default length for these 
commands is SOH and 20H bytes respectively. 

05 Unexpected input 
After completion of a command, an unexpected entry was 
found. If multiple commands are desired, place a semi­
colon between the commands. 

06 Missing list 
No list was found for the Fill or Search commands. These 
commands require a byte / string list. 

07 Missing quote 
The trailing single or double quote was not found for a 
list. 

08 Missing operator 
If the Hex arithmetic command was used, this error 
indicates the absence of an arithmetic operator between 
the two numbers. The valid operators are: +, - * and /. 

If the EA command was used, the alias name must be 
exactly two characters, followed by the one- to 16-
character alias, or followed by nothing to clear the alias. 

If the Byte breakpoint (BB), Register breakpoint (BR), or 
Word breakpoint (BW) command was used, this error 
indicates the absence of a test. The valid tests are: LT, 
LE, EQ, NE, GE, and GT, in upper or lower case. 
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If the Line breakpoint (BL) or eXit breakpoint (BX) 
command was used, this error indicates the absence of a 
plus or minus sign to enable or disable the breakpoint. 

If the BM, BP, HD, HM, or HP commands were used, this 
error indicates the absence of an operator after the 
range. For example, BP 300 303 is missing the In/Out 
operator. 

09 Number is not decimal 
The number entered when the translate decimal (XD) 
command is used must be in decimal format, with no 
punctuation. 

10 Invalid/missing number 
A required number was not found or was found to be 
invalid. The number must be from one to four hex digits 
or a valid register name. For some commands, the number 
is limited to two hex digits or the 8-bit registers. If part 
of a list, the number must be one or two digits and a 
register name cannot be used. 

11 Invalid/missing register 
The register name must be AX, BX, CX, DX, SP, BP, SI, DI, 
DS, ES, SS, CS, or IP. The 8-bit registers AH, AL, BH, BL, 
CH, CL, DH, and DL may also be used. The register name 
may be in upper or lower case. 

If this error occurs from the in-line assembler, it may 
mean that the register specified does not fit the 
instruction or is illegal (e.g., PUSH AL or POP CS). 

12 Invalid flag 
The valid flag names are OV, NV, DN, UP, EI, DI, NG, PL, 
ZR, NZ, AC, NA, PE, PO, CY, and NC, in upper or lower 
case. 

13 Too many breakpoints 
Too many breakpoints are set for the command. See 
Chapter VII for the limits for the command used. 

14 Invalid sub-function 
For commands using sub-functions, the sub-function must 
be entered immediately after the function. Enter '?' to 
display the commands available. 

15 Cannot trace INT 3 
An attempt was made to trace interrupt 3 using Periscope. 
This interrupt is off-limits, since, it points to Periscope 
and any attempts to have Periscope trace itself would 
result in total confusion. 
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16 Cannot modify memory 
An attempt was made to set a Code breakpoint in memory 
that could not be modified. The memory is not present, IS 
read-only (ROM), or was not correctly updated with the 
CCH code needed for a Code breakpoint. 

17 Second address/port less than first 
The second address or port number used with the BM, BP, 
HM, or HP commands was less than the first number. 
Enter an address or port number greater than or equal to 
the first. 

For commands reqUIrIng a range, the second offset was 
found to be less than the first offset. For example, the 
command D 0:100 SO is invalid, since SO is less than 
100. 

18 Unknown symbol 
An unknown symbol was referenced. The symbol may be 
preceded by a period and must be followed by a delimiter 
such as a space, carriage return, or semi-colon. The 
maximum symbol length is 16 characters. Lower case 
input is converted to upper case before the symbol or 
record definition table (if DR is used) is searched. 

Line number symbols are of the form Xnn, where X is the 
module prefix (A for the first module in the link map, B 
for the second, etc.) and nn is the decimal line number. 
The line number does not have leading zeroes. For 
example, .A1 may be a valid line number, but .AOI is 
not. Note: Use a leading period if a symbol name could 
be interpreted as a hex number. 

To display the symbol names and addresses from the 
symbol table, use FS. To display the record definition 
table, use F7. 

19 Table full or invalid 
The record or symbol table was found to have a logical 
error or is completely full. Try using an undefined record 
or symbol in a display statement. If this error occurs, 
the table has a logical error, otherwise the table is full. 

If the table is invalid, chances are good that it has been 
garbled. For the symbol table, use the LS command to 
clear and reload symbols. 

20 DOS busy 
DOS function calls are used by the Load, Name, View, 
Unassemble Source, Write, Echo and DOS exit commands. 
Since DOS is not re-entrant, Periscope tests to be sure 
that DOS is available (not busy). This is done by 
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checking a flag set by DOS 2.00 and later versions. This 
flag must be zero, interrupts must be enabled, and the 
interrupt vector must equal its saved address for 
Periscope to allow DOS functions. If you receive this 
message, use the Go command to get back to your 
program's code and try the DOS function again. If you're 
in DOS, execute RUN.COM and try the DOS function again. 
For the LA and W A commands, Interrupt vectors 25 and 26 
must contain the same address as when PS.COM or 
RUN.COM was run. 

21 Not enough memory 
Insufficient memory is available to perform the Load or 
eXit to DOS command. Periscope checks the amount of 
memory to be sure enough memory is available for disk 
I/O. 

22 Invalid drive 
One of the drive names specified in the Name command is 
invalid. Register AL or AH is set to FFH if the first or 
second file name, respectively, had an invalid drive 
identifier. 

23 Cannot open file 
Periscope was unable to open a file for input or output. 
If you're loading a file into memory, check the name as 
specified to the Name command. If you're writing a file, 
check that the filename is legal, the file is not a read­
only file, and room exists in the directory for the file. 
This error can also occur if too many files are open. 

24 Incorrect window specification 
The parameters specified with the / W option were found 
to be in error. The window specification may contain the 
tokens D, R, S, U and V in any order, in upper or lower 
case. If a number is entered, it must be of the form 
X:nn, where X is the token, and nn is the number of 
lines desired. For the R token, the number is ignored and 
presumed to be two. A number must be followed by a 
space, a slash (indicating the start of another 
installation option), a carriage return, or a period and a 
color setting in the format cc. The total number of 
windowed lines, including a separator line for each 
window, must be 21 or less. The minimum size of the U 
window is four lines. If 43-line mode is used, the 
window sizes may be 18 lines longer than for 25-line 
mode. 

25 Read/write error 
A fatal error occurred when reading or wrItIng a file or 
absolute sectors. Check the disk and filename and retry 
the command. 
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26 Function not available 
This error indicates that the desired command IS not 
available. 

This error can occur under several conditions: when an IR 
command is used and no IS command has been previously 
used to save the interrupt vectors; when a RR command 
is used and no RS command has been previously used to 
save the registers; when a TB, TR, or TU command is 
used and IB:O was used when PS.COM was installed; 
when a UB, US or V command is used and IE:O was used 
when PS.COM was installed; when LS is used and IT:O 
was used when PS.COM was installed; or when a BD or /U 
command is used and no II:nn was used when PS.COM 
was installed. 

27 Unknown mnemonic 
An unknown mnemonic was specified to the in-line 
assembler. The assembler knows the mnemonics for the 
8086, 8087, 8088, 80186, 80286, and 80287 processors. 
For the 80286, only the real-mode opcodes are supported. 
Check the mnemonic and try again. Prefixes other than 
segment overrides must be on a separate line preceding 
the instruction they affect. 

28 B. W. D. Q or T pointer needed 
An ambiguous instruction was specified to the in-line 
assembler. Some instructions, such as MOV [SIJ,I, require 
a width indicator of byte or word. The instruction would 
be entered as MOV B [SI],1 or MOV W [SI],I, respectively. 
Note that Periscope's disassemble command shows the B 
as byte ptr and the W as word ptr. 

8087/80287 instructions may require a width indicator of 
D, Q, or T for double word, quad word, or ten byte 
respectively. 

29 Invalid memory reference 
An instruction that incorrectly references memory was 
specified to the in-line assembler. Check the register(s) 
and offset specified in the instruction to be sure that the 
memory reference is legal. For example, MOV AX,[DXJ is 
not legal, but MOV AX,[BXJ is legal. 

30 Invalid argument(s) 
There are too many or too few arguments for the 
mnemonic specified. Check the number of arguments and 
try again. Note that the 80286 mUltiply immediate 
instruction must always be entered in the three-argument 
format. 

31 Line symbol not found 
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For the JL command, the current instruction (CS:IP) must 
be a line symbol. If you're not currently at a source 
line, use the Go command or the BL breakpoint to get to 
the next source-code line and then use the JL command. 

32 PSP not found 
The Name command was not able to locate the PSP. This 
error can be ignored if you need to read or write a file 
with the LF or WF commands. If you are trying to format 
the PSP, use RUN to re-enter Periscope. 

33 Cannot write echo file 
A file error has occurred while writing the echo file. 

34 DOS 3.0 or later required 
The IX command requires DOS 3.0 or later to be able to 
retrieve the PSP. 

3S COM SPEC not found 
The IX command was unable to find the COM SPEC 
parameter in the environment block. DOS may be 
garbled-reboot and try again. 

36 DE mode set 
A D command was entered after a DE command. Use a 
sub-function to change the display mode. 

37 Range conflicts with Periscope 
The range specified by an HM command crosses into 
Periscope's memory. Specify another range that does not 
interfere with Periscope. 

40 Number must be 1 to 4 hex digits (0-9. A-F) 
All numbers associated with Periscope installation options 
are in hex format for consistency. For the IB, IC, IE, /I, 
IR, IS, IT, and IV options, the number must be one or 
two hex digits. 

41 Not enough memory 
Insufficient memory is available to install Periscope. 
Check the amount of available memory using CHKDSK. Boot 
the system or reduce the space Periscope requires in RAM 
by adjusting the installation options. 

42 Invalid installation option 
An unexpected entry was found in the installation 
options. To display the valid installation options, enter 
"PS ?' from the DOS prompt, or use PS IE to install 
Periscope. 

43 Interrupt must be OaH. 09H. 10H. ISH. l6H. l7H. or 
lCH 
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The IV option specified an interrupt number other than 
the ones listed above. 

44 Unable to modify protected memory 
Periscope was not able to install itself in the protected 
memory. Check the port setting on the board and the port 
number specified with the IP installation option, if any. 
Also, check that you're not using a 16K board. More 
memory is now required! If the problem persists, run 
PSTEST.COM (see Chapter IX). 

45 Unable to protect memory 
After protecting the memory on the board, Periscope was 
able to modify the supposedly protected memory. Check 
the memory setting on the board and the memory address 
specified with the 1M installation option, if any. Also, 
check that you're not using a 16K board. More memory is 
now required! If the problem persists, run PSTEST.COM 
(see Chapter IX). 

46 Copy of program in protected memory is invalid 
The copy of Periscope in the protected memory does not 
agree with the temporary copy in RAM. Check that the 
memory board is properly seated in the expansion slot 
and that the chips on the board are properly seated in 
their sockets. Also, check that you're not using a 16K 
board. More memory is now required! If the problem 
persists, run PSTEST.COM (see Chapter IX). 

47 Screen size must be from 0 to 20H (32) KB 
The size of the program's screen specified with the IS 
option must be from zero to 20H K. Note that the number 
is in hex! 

48 Symbol table size must be from 0 to 3FH (63) KB 
The size of the symbol table specified with the IT option 
must be from zero to 3FH K. Note that the number is in 
hex! 

49 DOS 2.00 or later required 
Periscope requires DOS 2.00 or later. 

50 Record table size must be from 0 to 20H (32) KB 
The size of the record definition table specified with the 
IR option must be from zero to 20H K. Note that the 
number is in hex! 

51 IQ option invalid for this system 
The IQ option can be used only on a PC- or XT -class 
machine with an 80286 CPU. 

52 Unable to read Help or Comment file 
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An error occurred reading PSHELP.TXT or PSINT.TXT. 
Restore these files from your backup disk. 

53 Port number must be from lOOH to 3FCH 
The port number specified with the IP option must be 
from 100H to 3FCH. Note that the number is in hex! 

54 Memory specification conflicts with memory used by 
DOS 
The memory address specified with the 1M option 
conflicts with DOS memory. Use a higher address. outside 
the range of DOS memory. 

55 Color attribute must be from OlH to FFH and 
foreground color must not equal background color 
The number specified with the IC or I W option indicates 
a color combination that will display nothing. i.e .• the 
foreground and background colors are the same. Choose 
another color and remember that the number is in hex! 

56 Incorrect window specification 
See the explanation of Error 24. above. 

57 Unable to read response file 
An error occurred when PS.COM tried to read the response 
file. Check the file name and try again. Note that any 
installation options entered after the response file name 
are ignored. For example. PS Ic:17 @c:std sets the color 
attribute to 17H and then reads the rest of the options 
from the file c:std. If you use PS @c:std Ic:17. the color 
attribute is not used. 

58 Trace buffer size must be from 0 to 3FH (63) KB 
The size of the software trace buffer specified with the 
IB option must be from zero to 3FH K. Note that the 
number is in hex! 

59 Invalid user interrupt vector 
The user interrupt vector specified with the II option 
must be from 60H to FFH. The interrupt handler must be 
already installed using the specified interrupt. Periscope 
checks for the presence of the interrupt handler by 
reading memory at the interrupt's segment and offset. The 
word prior to the interrupt entry point must equal 'PS'. 
See the sample program. USEREXIT.ASM. for more 
information. 

60 Load segment for Periscope tables must be from xxxx 
to yyyy 
The load segment as specified with the IL option must 
be greater than the current value of the PSP plus lOH 
paragraphs. The load segment must also be less than the 
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top of memory minus lOOOH paragraphs. If the PSP is 
COOH and the top of memory is 5000H, then the allowable 
range for the load segment is ClOH through 4000H. 

61 Source buffer size must be from 0 to 10H (16) KB 
The size of the source buffer specified with the IE 
option must be from zero to lOH K. Note that the number 
is in hex! 

62 Unable to write response file 
Periscope is unable to write the response file on the 
default drive. Check the disk and try again. 

63 Periscope not configured-run CONFIG.COM 
Periscope must be configured before it can be run in your 
system. See Chapter II. 

64 Unable to use 43-line mode 
An Enhanced Graphics Adapter is required for 43-line 
mode. If the EGA is driving a color display, the Enhanced 
Color Display is also required. 

65 Defective CPU (stack change was interrupted). 
Replace ASAP! 
The 8088 CPU in your system is an early version of the 
chip that does not protect the instruction after the stack 
segment is modified. This defect can cause problems 
when tracing through DOS, using a numeric processor, and 
when using Periscope. The CPU should be replaced as 
soon as possible. 

66 Incorrect software for hardware 
An attempt was made to run the Periscope I software on 
the Periscope III board or vice-versa. The Periscope I 
software may be run without the Periscope I board in the 
system, but it may not be run on the Periscope III board. 
The Periscope III software requires that the Periscope III 
board be in the system. 

67 Unable to read trace buffer 
Periscope was unable to read the hardware trace buffer. 
Check the items listed under the description of the utility 
program PS3TEST.COM and try again. This error may also 
occur if a parity error occurs as memory in the first 
megabyte is read by Periscope. 

70 File not found 
RUN was not able to find the specified file. Check the 
file name and restart RUN. 

71 EXE Header not found 
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A file with an extension of EXE was specified, but the 
header record identifying the file as a valid EXE file was 
not found. Regenerate the EXE file and restart RUN. 

72 Unable to read xxxxxxxxxxx 
An error occurred reading the indicated file. Check to be 
sure the· disk is ready and that the file size shown by 
DIR indicates the true file size. 

73 Not enough memory 
Insufficient memory is available for RUN to load the 
desired program. Check the amount of available memory 
using CHKDSK and re-boot as needed. 

74 Periscope Version x.xx not installed 
RUN cannot run without the corresponding version of 
Periscope installed. Install the correct version of 
Periscope and restart RUN. 

75 Periscope not installed correctly 
RUN was unable to modify the protected memory. Reload 
Periscope and try again. 

76 Format error in MAP file 
A MAP file was found for a COM or EXE file, but RUN was 
unable to load it correctly. Check the format of the MAP 
file and the size required for the MAP file using TS.COM. 
The MAP file must be in the format as produced by 
LINK-some editors may cause subtle reformatting of the 
file. 

77 Unable to load DEF file 
A DEF file was found for a COM or EXE file, but RUN was 
unable to load it correctly. Check the format of the DEF 
file and the size required for the DEF file using RS.COM. 

If the space required by the DEF file is greater than the 
record table size, as much of the DEF file is loaded into 
the record table as possible. Use F7 to see the records 
that were loaded. Note that the last record will usually 
be only partially defined. 

78 PSS file larger than symbol table-no symbols loaded 
An error occurred when RUN attempted to load the PSS file 
into the symbol table. Usually the PSS file is larger than 
the space reserved for the symbol table when Periscope 
was installed. If this is the case, restart Periscope with 
a larger symbol table, otherwise check the file and try 
again. 

79 Logical error in symbol table 
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A logical error was found in the symbol table during final 
processing. If a PSS file is used, regenerate it and try 
again. If a MAP file is used, please report the error 
immediately. 

80 MAP/PSS file date/time is prior to program's 
date/time 
This warning message indicates that the date/time stamp 
on the program file is more than three minutes later than 
that of the MAP or PSS file. This is to be expected if the 
program file has been patched. Otherwise, it indicates 
that an obsolete MAP or PSS file is being used. Proceed 
with caution! 

81 MAP file larger than symbol table-some symbols 
loaded 
The space required by the MAP file is greater than the 
symbol table size. As much of the MAP file is loaded 
into the symbol table as possible. Use F8 to see the 
symbols that were loaded. To correct the problem, 
reinstall Periscope with a larger symbol table. 

90 DEF file not found 
RS.COM was not able to find a file of the specified name 
with an extension of DEF. 

91 Unable to read DEF file 
An error occurred reading the DEF file. Check the drive 
and file and try again. 

92 Line xxxxx of DEF file is not in correct format 
The DEF file is not in the format expected. The line 
number indicates the line in the DEF file where the error 
occurred. Check the format of the DEF file as defined in 
the description of RS.COM in Chapter IX. 

93 Not enough memory 
Insufficient memory is available for RS.COM to load the 
DEF file. Check the amount of available memory using 
CHKDSK and re-boot as needed. 

94 DOS 2.00 or later required 
Periscope requires DOS 2.00 or later. 

100 MAP file not found 
TS.COM was not able to find a file of the specified name 
with an extension of MAP. If the options so indicate, a 
SYM or EXE file is used instead of a MAP file. 

101 Unable to read xxx file 
An error occurred reading the MAP, SYM, or EXE file. 
Regenerate the file and try again. 
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102 Line xxxxx of xxx file is not in correct format 
The MAP, SYM, or EXE file is not in the format expected. 
The line number indicates the line in the MAP file where 
the error occurred. 

If you've used a text editor to modify the MAP file, be 
sure to save it in its original format-with no embedded 
tab characters or high bits set. The format as produced 
by the linker may have changed-try using another version 
of LINK. If this is the problem, please advise us of the 
situation as soon as possible. 

103 Not enough memory 
Insufficient memory is available for TS.COM to load the 
MAP file. Check the amount of available memory using 
CHKDSK and re-boot as needed. 

104 Unable to write PSS file 
A disk error occurred when TS attempted to write the PSS 
file. Check the disk and try again. 

105 DOS 2.00 or later required 
Periscope requires DOS 2.00 or later. 

106 Unknown PLINK symtable type-x 
TS.COM encountered an unknown record type in the symbol 
table at the end of the PLINK file. Please notify us 
immediately if you encounter this error. 

107 Symbol table overflow at line xxxxx 
The compressed symbol table is too large. Use a text 
editor to modify the MAP file. You can either delete lines 
from the MAP file or comment them using braces, where { 
begins commenting and } ends it. 

108 Invalid option 
An invalid command-line option was used. Enter 'TS ?' to 
display the valid options. 

110 Unable to read PS.PGM or PSH.PGM 
An error occurred reading the file PS.PGM or PSH.PGM. 
Check the disk and file and try again. 

111 Interrupt 1CH does not point to an IRET instruction 
Interrupt lCH does not point to an IRET instruction. Check 
to make sure that no device drivers or memory-resident 
programs are installed and reboot the system as needed. 
If this does not clear up the problem, please call 
technical support at 404/256-3372 for assistance. 

112 DOS 2.00 or later required 
Periscope requires DOS 2.00 or later. 
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113 Wrong version of Periscope 
The versions of CONFIG.COM and PS.PGM do not agree. Use 
the same version of both programs and try again. 

114 Unable to write file 
An error occurred when CONFIG.COM attempted to write a 
file on the target disk. Check the disk and try again. 

115 File too large 
An internal error has occurred. Reboot and try again. If 
the problem persists, please notify us. 

116 Unable to read file 
An error occurred when CONFIG.COM attempted to read a 
file from the distribution disk. Make sure the disk is a 
diskcopy of the original distribution disk and try again. 

120 DOS 2.00 or later required 
Periscope requires DOS 2.00 or later. 

121 File not found 
The PUBLIC program was not able to find a file of the 
specified name. If no extension is specified, ASM is 
used. If an extension is specified, it is used. 

122 Not enough memory 
Insufficient memory is available for PUBLIC.COM to load 
the program file. Check the amount of available memory 
using CHKDSK and re-boot as needed. 

123 Unable to read program file 
An error occurred reading the input file. Check the file 
and try again. 

124 Unable to write .PUB file 
A disk error occurred when PUBLIC attempted to write the 
output file. Check the disk and try again. 

125 Invalid option 
An invalid command-line option was used. Enter 'PUBLIC 
?' to display the valid options. 

130 Periscope Version x.xx not installed 
SYMLOAD cannot run without the corresponding version of 
Periscope installed. Install the correct version of 
Periscope and restart SYMLOAD. 

131 Invalid option 
The only valid command-line option for SYMLOAD is 
'/I:nn' where nn is the interrupt vector to be used by 
SYMLOAD. The hex number must be from zero to FF. 
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140 File not found 
INT.COM was unable to read the specified file. Check the 
file name and try again. 

141 Unable to read or write file 
An error occurred reading or writing the indicated file. 
Check the disk and try again. 

142 DOS 2.00 or later required 
Periscope requires DOS 2.00 or later. 

143 Invalid option 
An invalid command-line option was used. Enter 'INT ?' to 
display the valid options. 

150 No hotkeys set 
No hotkeys were specified. Enter 'PSKEY ?' to display the 
possible hotkeys. 

160 Invalid option 
An invalid command line option was used. Enter 'PSTEST 
?' to display the valid options. 

161 Zero test failed 
PSTEST was unable to write zeroes to the protected 
memory. If all memory chips fail, check the memory and 
port switch settings. If one or two chips fail, check the 
indicated memory chips. 

162 Foxfox test failed 
PSTEST was unable to write FFH to the protected memory. 
If all memory chips fail, check the memory and port 
switch settings. If one or two chips fail, check the 
indicated memory chips. 

163 Rotate test failed 
PSTEST was unable to write a rotating bit pattern to the 
protected memory. If all memory chips fail, check the 
memory and port switch settings. If one or two chips 
fail, check the indicated memory chips. 

164 Write protect failed 
PSTEST was unable to write protect the memory. Check 
the port switch settings. 

165 Copy test failed 
PSTEST was unable to copy a block of memory to the 
protected memory. If all memory chips fail, check the 
memory and port switch settings. If one or two chips 
fail, check the indicated memory chips. 
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190 Program terminated without resident request 
The program specified by the IP option did not terminate 
and stay resident. This is a warning message that can be 
suppressed with the IQ option. 

191 Unable to read file 
The file specified with the IP option cannot be read. 

192 Invalid option 
An invalid command-line option was found in 
SYSLOAD.SYS. Check the options used with the description 
of SYSLOAD.SYS in Chapter IX. 

200 Invalid option 
An invalid command-line option was used. Enter 'PS3TEST 
?' to display the valid options. 

201 Unable to write PSBUF.DAT 
An error occurred writing the hardware trace buffer to 
disk. Check the disk and command-line options used and 
try again. 

202 through 225 
These errors indicate a potentially serious diagnostic 
failure. Check the items listed under the description of 
the utility program PS3TEST.COM and try again. If any 
errors persist. call Tech Support for assistance. 
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$ (here) 'parameter 7-7 
? (see help command) 
143 option 6-2 
ID command 7-95 
IE command 7-95 
IN command 7-96 
IR command 7-96 
IS command 7-97 
IT command 7-98 
IU command 7-99 
/W command 7-99 
IX command 7-102 
8086 CPU family 6-6, 10-1 

thru 10-4, 11-1, 11-2 
8087. 80287 numeric 

processors 3-6, 3-9, 3-
10,3-11,10-3,11-1 
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10 

{ } (braces) parameter 7-11 
+.- .... 1 parameters 7-11 

A 
address parameter 7-8 
alias 7-4, 9-9 
alias parameter 5-3 (see 

also enter alias 
command) 

Alt-Fl thru Alt-FIO keys 7-
6 

Alt-S key 7-6 
alternate monitor 6-3 
arithmetic operator 

parameter 7-8 
ASM programs 9-7 
assemble command (A) 7-13 
assemble then unassemble 

command (AU) 7-14 
assembler tutorial (see 

chapter IV) 
Aztec C 9-12, 9-14 

B 
backing up 2-1 
backspace key 7-3 
BASIC programs 10-7 

BIOS 6-7, 6-8, 11-6 
boot option 7-1 
break-out switch viii, 1-2, 

2-2, 3-6 thru 3-9, 3-10, 
3-11, 7-1 

breakpoint all command 
(BA) 7-15 

breakpoint on byte 
command (BB) 7-15 

breakpoint on code 
command (BC) 7-16 

breakpoint on exit command 
(BX) 7-23 

breakpoint on interrupt 
command (BI) 7-17 

breakpoint on line command 
(BL) 7-18 

breakpoint on memory 
command (BM) 7-18 

breakpoint on port command 
(BP) 7-19 

breakpoint on register 
command (BR) 7-20 

breakpoint on user test 
command (BU) 7-21 

breakpoint on word 
command (BW) 7-22 

breakpoint overrun 11-6 
bre akpoints 7 -11, 11 -2 thru 

11-7 
byte parameter 7-8 

C 
C programs 9-12 thru 9-15 
C tutorial (see chapter V) 
call tracing 7-5 
clear screen (see klear 

command) 
CLEARNMI.COM 2-2, 9-2 
code breakpoints 7-1, 7-11 
code pre fetch 7-50, 7-54, 

7-56, 7-57. 7-59, 7-60, 
11-2 

code timing 7-3 
color 6-3 
color-graphics adapter 6-7 
COM files 8-1, 8-2 
command parameters 7-7 

thru 7-11 
commands 7-11 thru 7-102 
compare command (C) 7-24 
Computer Innovations 9-13, 

10-6 
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CONFIG.COM 2-1, 2-2, 9-2 
configuring Periscope (see 

CONFIG.COM) 
conflicts, memory 3-1 
conflicts, port 3-1 
continue option 7-2 
copy (see move command) 
Ctrl-Brealz key 7-6 
Ctrl-End key 7-3 
Ctrl-FI thru Ctrl-FIO keys 

7-6 
Ctrl-Left key 7-3 
Ctrl-pgDn key 7-3 
Ctrl-PgUp key 7-3 
Ctrl-PrtSc key 7-6 
Ctrl-Right key 7-3 
Ctrl-S key 7-6 
CWare (see DeSmet) 

D 
data breakpoints 7-49, 11-5 
debug option 7-2 
debugging techniques 10-5 

tbru 10-7 
debugging theory 10-1 
decimal number parameter 

7-8 
DEF file 7-5,8-1,9-8 tbm 

9-10 
Del key 7-3 
DeSmet 9-12, 9-14 
device drivers 9-11, 10-8 
Digital Research 9-14 
DIP switches 3-2 tbru 3-5 
disassemble (see 

unassemble) 
disk drive parameter (see 

dri ve parameter) 
display ASCII command (DA) 

7-26 
display ASCIIZ command 

(DZ) 7-33 
display byte command (DB) 

7-26 
display current format 

command (D) 7-25 
display double word 

command (DW) 7-27 
display effective address 

command (DE) 7-28 
display hardware trace 

buffer 7-52 tbru 7-60 

X-2 Index 

display integer command 
(DI) 7-29 

display long real command 
(DL) 7-29 

display number command 
(DN) 7-30 

display record command 
(DR) 7-30 

display short real command 
(DS) 7-32 

display word command (DW) 
7-33 

DMA 11-2 
DOS 8-2, 9-1,10-4 
DOS EDIT 7-3 
down arrow key 7-3 
dri ve parameter 7-8 

E 
effective address 7-28, 7-

73, 7-74 
End key 7-3 
Enhanced Graphics Adapter 

6-4, 6-7, 10-10 
enter command (E) 7-35 
enter alias command (EA) 

5-3, 7-36 
enter symbol command (ES) 

7-36 
EO! 10-8 
errors A-1 tbru A-16 
Esc key 7-3 
exception interrupt 7-1, 7-

2, 10-4 
EXE files 8-1, 8-2 

F 
FI thru FlO function keys 

7-3 tbru 7-6 
FCC Compliance vi 
fill command (F) 7-38 
flag(s) 7-8, 7-73 tbTU 7-75 
flag parameter 7-8 
FTOC.C 2-2, 5-1 
FTOC.DEF 2-2, 5-1 
FTOC.EXE 2-2,5-1 
FTOC.MAP 2-2, 5-1 
FORTRAN programs 9-13 
function parameter 7-8 



G 
go conunand (G) 7-39 
go equal conunand (GE) 7-

40 
go using all conunand (GA) 

7-40 
go using monitor conunand 

(GM) 7-41 
go using hardware conunand 

(GH) 7-41 
go using trace conunand 

(GT) 7--43 
guarantee v 

H 
hardware breakpoints 7-11, 

7-12,7-46 thru 7-52, 11-
1 thru 11-3, 11-6, 11-7 

hardware breakpoints all 
conunand (HA) 7-46 

hardware bit breakpoint 
conunand (HB) 7-46 

hardware controls conunand 
(HC) 7-47 

hardware data breakpoint 
conunand (HD) 7-49 

hardware interrupts 10-4, 
10-8 

hardware memory breakpoint 
conunand (HM) 7-50 

hardware port breakpoint 
conunand (HP) 7-51 

(display) hardware trace 
buffer in raw mode 
conunand (HR) 7-52 

(display) hardware trace 
buffer single entry 
conunand (HS) 7-55 

(display) hardware trace 
buffer in trace mode 
conunand (HT) 7-56 

(display) hardware trace 
buffer in unasm mode 
conunand (HU) 7-58 

hardware write conunand 
(HW) 7-60 

help conunand (?) 6-4, 7-45 
hex arithmetic conunand (H) 

7-45 
Home key 7-3 
hot keys 9-5 

I 
IBM 9-13 
input conunand (I) 7-62 
Ins key 7-3 
installation options 6-1 

thru 6-10 
INT.COM 2-2, 9-3 
interrupt conunents (see 

PSINT.TXT) 
interrupt restore conunand 

(IR) 7-62 
interrupt save conunand (IS) 

7-62 
interrupts 6-7, 9-3, 10-8 
IRQ 0 10-8 
IRQ 1 10-8 

J 
jump conunand (J) 7-64 
jump line conunand (JL) 7-

64 

K 
keyboard usage 7-3 thru 7-

7 
klear conunand (K) 7-66 
klear and initialize 

conunand (KI) 7-66 

L 
Lattice 9-13 
left arrow key 7-3 
length parameter 7-8 
line number, program 9-12 

thru 9-14 
LINK86 9-14 
linker 8-2 
list parameter 7-9 
load absolute sectors 

conunand (LA) 7-67 
load file conunand (LF) 7-

67 
load symbols conunand (LS) 

7-68 
long boot option 7-2 

M 
Manx (see Aztec) 
MAP file 9-12 thru 9-14 
MP alias 5-3, 7-8, 9-9 
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MX alias 5-3, 7-8, 9-9 
Mark Williams 9-13 
memory board (see 

Periscope) 
memory, protected 3-1,6-5, 

6-6, 9-6, 11-2 
Microsoft 9-13, 11-7 
monitor, alternate (see 

alternate monitor) 
monitor breakpoints 7-1,7-

11,7-12 
move command (M) 7-69 
multiple commands 7-7 

N 
name command (N) 7-70 
name parameter 7-9 
non-maskable interrupt 

(NMI) 2-2, 3-8, 9-2, 10-2, 
10-3, 10-8 

number parameter 7-9 

o 
O. parameter 7-11 
offset parameter 7-9 
output command (0) 7-71 

p 
PSP (see Program Segment 

Prefix) 
PadMinus key 7-6 
PadPlus key 7-6 
parameters (see command 

parameters) 
parity error 3-6,3-9,7-1, 

7-2 
Pascal programs 9-13 
pass counter 7-47, 11-2, 

11-3 
Periscope 

description 1-3 thru 1-5 
internals 10-9 
model I viii, 9-2 
model I board 1-2, 3-1 
thru 3-6, 9-2, 10-9 
model I differences 3-1, 
6-4 
model II viii, 7-1, 9-2 
model II differences x, 
1-3, 1-5, 3-1, 6-2, 6-6, 
6-8, 7-1, 10-8, 10-9 
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model II switch 3-6 thru 
3-9 
model II-X ix, 9-2, 9-4 
model II-X differences 1-
3, 1-5, 3-1, 6-2, 6-6, 6-
8, 10-8, 10-9 
model III ix, 9-2, 11-1 
thru 11-8 
model III board 1-2, 3-1 
thru 3-5, 3-9 thru 3-11, 
9-2, 10-10, 11-1, 11-2, 
11-4 
model III differences 1-
6, 3-1, 6-3, 6-4, 10-8 

PgDn key 7-6 
PgUp key 7-7 
Phoenix 9-12, 9-14 
PLINK 9-12, 9-14 
port parameter 7-9 
ports, memory protect 3-1 

thru 3-3, 6-6 
Program Segment Prefix 

(PSP) 4-2,7-31,8-1 
PS.COM 6-1 thru 6-10 
PS.DEF 2-3, 4-1, 10-9 
PS.PGM 2-3 
PS3TEST.COM 2-3, 9-4 
PSDEMO.COM 2-3 
PSH.PGM 2-3 
PSHELP. TXT 2-3 
PSHELP2.TXT 2-3 
PSINT.TXT 2-3, 6-5 
PSKEY.COM 2-3, 9-4 
PSS file 8-2, 9-12 thru 9-

14 
PSTEST.COM 2-3, 9-6 
PUBLIC.COM 2-3, 9-7 

Q 
quick-reference card 1-2 
quit command (Q) 7-72 
quit options 7-1, 7-2 

R 
range parameter 7-9 
READ.ME file 2-3 
real-time trace buffer 7-42, 

7 -55, 11 -2 thru 11 -4, 
also see HR, HS, HT, and 
HU commands 

record definitions (see DEF 
file) 



register conunand (R) 7-73 
thru 7-75 

register parameter 7-9 
register restore conunand 

(RR) 7-75 
register save conunand (RS) 

7-76 
registration vii, 1-1 
response file 6-10 
return to DOS option 7-2 
right arrow key 7-3 
RS.COM 2-4, 5-2, 9-8 
RUN.COM 2-4,4-2,8-1, 8-2 

s 
S. parameter 7-11 
SAMPLE.ASM/ .COM/ .MAP 

files 2-4, 4-1 
sample programs 4-1, 5-1 
screen swap 7-4 
search conunand (S) 7-77 
search for address 

reference conunand (SA) 
7-77 

search for calls conunand 
(SC) 7-78 

search then display 
conunand (SD) 7-78 

search for return address 
conunand (SR) 7-79 

search for unassembly 
match conunand (SU) 7-80 

sectors parameter 7-9 
segment parameter 7-10 
semi-colon key 7-7 
Shift-PrtSc key 7-7, 9-5 
short boot option 7-2 
sticky breakpoints 7-11 
string parameter 7-10 
sub-function parameter 7-

10 
Submarine (see Periscope 

model I board) 
SWI 3-2, 3-3 
SW2 3-2 thru 3-5 
switch, DIP (see DIP 

switch) 
switch, break-out (see 

break-out switch) 
SYM file 9-12 
symbol(s) 1-5,5-2,6-7,7-

5, 7-10, 9-12 thru 9-14 
symbol parameter 7-10 

symbol table (see 
SYMLOAD.COM and TS.COM) 

SYMLOAD.COM 2-4, 9-10 
Sys Req key 9-5 
SYSLOAD.SYS 2-4, 9-11 
system requirements 1-6 

T 
tDebugPLUS 9-13 
technical support vii, 1-1 
test parameter 7-10 
timing, high-resolution (see 

code timing) 
trace back conunand (TB) 

7-81 
trace buffer (hardware) 11-

2 thru 11-4, also see HR, 
HS, HT, and HU commands 

trace buffer (software) 6-3 
trace conunand (T) 7-81 
trace registers conunand 

(TR) 7-81 
trace unassembly conunand 

(TU) 7-81 
translate address conunand 

(XA) 7-94 
translate decimal number 

conunand (XD) 7-94 
translate hex number 

conunand (X) 7-94 
TS.COM 2-4, 9-12 thru 9-15 
Turbo Pascal 9-13 
TurboPower Software 9-13 
tutorials 

u 

assembler 4-1 thru 4-6 
'C' 5-1 thru 5-4 

umbilical socket 1-2, 11-1 
unassemble conunand (U) 7-

84 
unassemble ASM conunand 

(UA) 7-86 
unassemble both ASM and 

source conunand (UB) 7-
86 

unassemble source 
conunand (US) 7-87 

up arrow key 7-3 
updates vii 
upgrades vii 
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user exit 6-5 (also see IU 
command) 

USEREXIT.ASM/.COM 2-4, 9-
15 

V 
view file command (V) 7-89 
view source file command 

(VS) 7-90 

w 
warranties v 
windows 6-8, 7-99 
write absolute sectors 

command (WA) 7-91 
write file command (WF) 7-

91 
write-protected memory 3-1 
write symbols command 

(WS) 7-92 

X 
Xl alias 7-8, 9-9 
X2 alias 7-8, 9-9 
X3 alias 7-8, 9-9 
xlate (see translate) 
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