
















































hook-up wire and straplocks 
antenna and litz wire Belden 

KITS-HOOK-UP WIRE ON RACKS 

Specify Trade 
Number 8800 
for Rack only 

Rand D Labs ... 
Engineers .. . 
Servicemen .. . 
Hobbyists 

Each kit contains an assortment of Hook-Up Wire colors and types plus 
a portable metal dispenser rack for workbench or wall mounting. The 
dispenser rack provides a complete, compact, and convenient wire de­
partment for every working area. 

•••••• . . . . . • Typ"e of 
Wire 

8818 8 25' 20 solid, cellulose 1, 2, 3, 4, 5, 6, 
acetate (8941-25) 9, 10 

8819 5 100' 20 solid, cellulose 2,5,6,9, 10 
acetate (8941-100) 

8820 8 25' 20 straHded, cellulose 1,2,3,4, 5,6 
acetate (8943-25) 9, 10 

8821 5 100' 20 stranded, cellulose 2,5, 6, 9, 10 
acetate (8943-1 00) 

8822 10 25' 20 solid, Type MW I, 2, 3; 4, 5, 6, 
vinyl (8529-25) 7,8,9, 10 

8823 5 100' 20 solid, Type MW 2,5, 6, 9, 10 
vinyl (8529-1 00) 

8824 8 25' 20 stranded, Type MW I, 2, 3, 4, 5, 6, 
vinyl (8523-25) 9, 10 

8825 5 100' 20 stranded, MIL-W- 9, 14, 15, 16, 
168780 vinyl (8507- 17 
100) 

8826 5 100' 22 stranded, MIL-W- 9, 14, 15, 16, 
168780 vinyl (8508- 17 
100) 

8827 5 100' 22 stranded, MIL-W- 2, 5, 6, 9, 10 
168780 vinyl-nylon 
(8518-100) 

See opposite column for color coding. 

tt Belden Trademark- Reg. U.S. Pat. Off. 

GENERAL-PURPOSE HOOK-UP WIRES 
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Tinned copper, cellulose acetate wrap, cellulose acetate braid lac­
quered. 
Norn. d-c Insulation Resistance-200 megohms/ ft. Norn. Breakdown 
Valtage-1000. 

• •• Stock 
Colors 

. -8941 20(Solid) .072 1,2,3,4,5,6,9, 10 25 
2,4,5,6,9, 10 100, 1000 

8943 20(10x30) .076 1,2,3,4,5,6,9, 10 25 
2,4,5,6,9, 10 100 
2,4,5,6, 10 1000 

8945 18(Solid) .080 2,4,5,6,9, 10 100 
10 1000 

8947 18(16x30) .087 2,4,5,6,9, 10 100 
10 1000 

8942 16(26x30) .099 2, 10 100, 1000 

8938 14(41x30) .115 2, 10 100. 

STOCK COLORS 
First color in stripe combination is body color and second 
or third colors are stripes (White/ Black/ Red) 

1 Brown 7 Violet (purple) 13 Dark Blue 
2 Red 8 Gray (slate) 
3 Orange 9 White 

14 White/ Black 
15 White/ Red 

4 Yellow I 0 Black 
5 Green 11 Tan 

16 White/ Green 
17 White/ Yellow 

6 Light Blue 12 Pink 

ANTENNA WIRE 

Stranded bare copper. 

- AWG t & 
(Stranding) 

16(7x24) 

Nom. Standard 
0.0. Spool 

(Inch) l engths in ft 

.060 50, 75, 100 8002 
8000 14(7x22) .076 50, 75, 100, 1000 

Copper, HF Formvar insulated. 

8009 
8008 

14(Solid) 

12(Solid) 

.067 100,200, 500 

.084 100, 200,500 

INDOOR ANTENNA WIRE 

Tinned copper, chrome vinyl insulated. - -- Ins ulation Nom. 
Thickne ss 0 .0 . 

(Inch) (Inc h ) 

8014 I 25(13x36l .010 .044 25,500 

LITZ WIRE 

' Copper, Celenamel tt insulated, nylon wrap. 

- . Stranding 

8817 5x44 -I .008 I 

Stan o r 

Spool 
l e ngths in ft 

100 

25 



I 
1/4 Pound Spool 

Approx. 
Trade Length 

Number (Feet) 

14 

16 

18 

20 

magnet wire 
mobile communications cable 
for marine and automotive 

BELDEN AMEL tt 
hi.fr'f·1•1·1• 

Approx. 
Trade Length 

Number (Feet) 

8047 40 

8048 63 

8049 100 

8050 160 

15 .2 

19.1 

23 .9 

29.9 

Nylclad magnet wire combines the mast desirable features of Formvor 
with the well-known toughness ond solvent resistance of Nylon enamel. 

For difficult ond exacting windings, these plus values may represent the 
difference between low and high rejections. 

Nylclad will out-perform all other A.l.E.E., Class A, film-coated wires with 
respect lo: ( 1) ability to withstand winding ob use and forming operations; 
(2) resistance lo the solvent action of insulating varnishes and all types of 
thinners; (3) resistance to softening at elevated temperatures; 
(4) solvent crazing; (5) windability. 

NYLCLADtt 
1/2 Pound Spool 1 Pound Spool 

Approx. 
Size Trade Length Trade 

Approx . 
Length 
(Feet) 

Turns per 
Linear 
Inch 

Turns per 
Square 

Inch 
Number (Feet) Number 

231 14 8059 40 8073 80 14 .9 222 

365 16 8060 63 8074 126 18.6 346 ---
571 18 8061 100 8075 199 23.2 538 

---
894 20 8062 157 8076 315 28.9 835 ---

22 

24 

26 

28 8040 

30 8041 

32 8042 

34 8043 

36 8044 

38 8045 

40 8046 

510 

807 

1257 

2030 

3200 

5070 

8050 

8051 

8052 

8053 

8054 

8 

8 

8 

8 

055 

056 

057 
058 

J 

254 37.4 1399 

404 46.9 2200 

645 59.0 3481 

1020 73 .8 5446 

1615 92.2 8501 

2515 114.0 12996 

4060 144.0 20736 

6400 180.0 32400 

225.0 50625 

290.0 84100 

PRIMARY WIRE-MARINE .AND AUTO 

8685 

8684 

8683 

8682 

8681 

8680 

16 (19x29) 

14 (19x27) 

12 (19x25) 

10 (19x23) 

8 (19x21) 

6(37x21) 

S.A.E. TYPE G.P.T. 

Bare copper, vinyl insulated. 

.023 . 102 Black 100 

.023 .117 Green 100 

.026 .142 Red 100 

.031 .175 White 100 

.037 .219 Chrome 100 

.043 .290 Chrome 100 

22 8063 250 8077 501 36.0 1296 ---
24 8064 396 8078 793 44.7 1998 

26 8065 630 8079 1260 55.7 3102 ---
28 8066 995 8080 1990 69.4 4816 

30 8067 1570 8081 3140 86.2 7430 

32 8068 2440 8082 4880 106.0 11236 

34 8069 3930 8083 7860 133.0 17689 

36 8070 6200 8084 12400 167.0 27889 

38 8071 9700 8085 19400 206.0 42436 

40 8072 16050 8086 32100 263 .0 69169 

DUPLEX PRIMARY WIRE 

Tinned copper, vinyl insulated, 
conductors parallel, chrome 
vinyl jacket. 

Standard Spools: 100 and 500 feet 

--·-· . . . . .. 
8677 16 (19x29) .032 .022 .164 x .276 Brn, Red 

8675 14 (l 9x27) .037 .022 .189x.326 Brn, Red 

8673 12 (l 9x25) .040 .022 .213x.384 Brn Red 
NEW 
8678 10 (19x23) .040 .025 .243 x .436 Brn, Red 

3 & 4 CONDUCTOR PARALLEL 
BONDED PRIMARY WIRE 

7 MM IGNITION WIRE 

Tinned Copperweld, POLYSIL tt 
clear plastic insulation. 

i==ii·i·iiiiiiiiE~~= Bare copper, vinyl insulated. Standard Spool: 100 feet .......... • . Insulation 
AWG & Thickness 

(Stranding) (Inch) 

8475 

8476 

26 

16-3 .023 . 102x · Wht/ Brn 100,500 
19x29 .295 Red 

16-4 .023 .102x Wht/ Brn 100,500 
19x29 .400 Yel / Grn 

Conforms to SAE ond Outboard Industries 
Association Color Coding for boat trailers. 

8666 20 (7x28) .121 .278 Clear 

tt Be/den Trademark- Reg. U.S. Pat. Off. 



cable finder Belden 

No. of Conductors 8 Condr. 
-- - -

CONDUCTOR SIZE Belden Page • ----·· ····· .II ...... .. .. :- ·· 11··· •.... · .. . :- .. · .. . . ... . . . . . . No . No . 

25 AWG or Smaller 8430 12 

I-
Shielded 8429 12 8419 12 

8416 12 
8640 3& 5 8434 4 8642 5 

24AWG 8782 8 

- -Shielded 8413 10 8406 10 
8420 10 

22AWG 8481 8 8443 8&9 8741 7 8445 9 8742 8 8447* 9 8757 7 
8740 7&8 8794 9 8444 9 8446* 9 8488 15 
8442 8 8701 8 8494 11 8448* 9 
8285 14 
8781 8 

I- I- 1- I-
8390 3 8391 4 8392 4 

Shielded 8422 10 8735 4 _ , 
8437 3 
8441 J 
8738 J 
8436 3 8731 4 
8739 3 
8737 3 
8450 3 8771 4 8723 4 8767 6 
8451 3 8733 5 8777 6 
8761 3 

20AWG 8205 8 8464 14&15 8455 * 12 8725 6 
8275 14 8484 15 8485 15 
8230 14 8463 14&15 
8225 14 
8226 14 
8222 15 

-Shielded 8412 10 8421 10 8424 4&10 8425 10 8426 10 8427 10 8418 10 
8758 J 8403 10 8404 4&10 8405 10 
8227 15 
8414 10 
8759 3 
8762 3 8772 4 

18AWG 8462 12 8453 12 8454 12 8465 9 8690 7 8467 9 
8888 12 8483# 8 
8452 12 8493# 8 THE CABLE FINDER CHART 
8478 12 8487# 8 Match the desired " Number of Conductors" column with the required 
8460 3&8 "Conductor Size" to find the applicable Belden Trade Number and 
8461 8 its catalog page. 
8235 14 
8482# 8 Within the box, the color coding signifies: White: No Shield; 
8492# 8 Orange: Braided Copper Shield; Lt. Tan: Spiraled Tinned Copper 
8486# 8 Shield; Tan: Patented BELDFOIL Shield. 

I- I-
Shielded 8428 10 For cables with more than 8 conductors, see Multiple pair and 

8208 J unpaired unshielded cables on pages 5, 7 & 9, Multiple pair indi-
8209 J vidually shie lded an pages 4, 5 & 6. For cables combining shielded 

I~ I~ 
8791 4 

and unshielded conductors, see Special Sound and Audio cables and 
3 

Coin operated phonograph cables on page 5. 
8760 3 8770 4 

16AWG 8470 8 8475 8 & 26 8476 26 8621 9 
8471 8 8719 3 8620 9 
8472 12 
8677 26 

Shielded r-!??!.. J 8407 4 & 10 
8780 3 

14AWG 8473 8 8720 3 8627 9 
8474 12 8628 9 
8675 26 

*2 Conductors a re 18 AWG 

# 19 AWG 

D Unshie lded • Braid Shield Spira l Shield Beldfoil Shield 

27 

I 

J 
I 

I 
I 

-

I 



I'" 

Belden index by catalog number 

·-·-·-·-·-·-·-· 
8000 25 8209 3 8327 20 *8466 9 8537 21 *8622 9 8754 7 8870 18 
8002 25 8210 15 8328 20 8467 9 8538 21 *8623 9 8755 7 *8873 15 
8008 25 8211 18 8329 20 *8468 9 8541 23 *8624 9 8756 7 8874 15 
8009 25 8212 18 8330 20 8469 9 854 2 23 *8627 9 8757 7 8875 15 
8011 24 8213 18 *8390 3 8470 8 8543 23 *8628 9 8758 3 8878 12 

8012 24 8214 17 *8391 4 8471 8 8544 23 *8629 9 8759 3 8879 12 
8013 24 8215 18 *8392 4 8472 12 8545 23 8640 3&5 8760 3 8880 21 
8014 25 8216 16 8401 10 8473 8 8546 23 8642 5 8761 3 8881 21 
8018 15 8217 18 8403 10 8474 12 8547 23 8660 24 8762 3 8882 21 
8019 24 8222 15 8404 4&10 8475 8 &26 8548 23 8661 24 8763 5 8883 21 

8020 24 8225 14 8405 10 8476 26 8549 23 8662 24 8764 6 8884 21 
8021 24 8226 14 8406 10 8478 12 8550 23 8663 24 8765 6 8885 24 
8022 24 8227 15 8407 &10 8481 8 8551 23 8666 26 8766 6 8886 21 t 8023 24 8230 14 8409 11 8482 8 8552 23 8668 24 8767 6 8887 21 
8024 24 8232 18 8410 10 8483 8 8553 23 8669 24 8768 6 8888 12 
8025 24 
8026 24 8233 18 8411 10 8484 15 8554 23 8670 24 8769 6 8889 15 
8027 24 8235 14 8412 10 8485 15 8555 23 8671 24 8770 4 *8890 12 
8040 26 8237 16 8413 10 8486 8 8556 23 8672 24 8771 4 8892 21 
8041 26 8238 16 8414 10 8487 8 8557 23 8673 26 8772 4 8893 21 
8042 26 8239 16 8415 11 8488 15 8558 23 8674 24 8773 6 8894 21 
8043 26 
8044 26 8240 16 8416 12 8491 11 8559 23 8675 26 8774 6 8895 15 
8045 26 8241 16 8417 12 8492 8 8561 22 8676 24 8775 6 8896 21 
8046 26 8242 16 8418 10 8493 8 8 562 22 8677 26 8776 6 8897 12 
8047 26 *8243 16 8419 12 8494 11 8563 22 *8678 26 8777 6 8898 12 
8048 26 8245 16 8420 10 8495 11 8564 22 8680 26 8778 6 8899 12 

8049 26 8254 16 8421 12 8497 11 8565 22 8681 26 8779 3 8916 24 
8050 26 *8255 16 8422 10 8498 11 8566 22 8682 26 8780 3 8917 24 
8051 26 8257 16 8423 10 8499 11 8567 22 8683 26 8781 8 8918 24 
8052 26 *8258 16 8424 4&10 8500 19 8568 22 8684 26 8782 8 8919 24 
8053 26 8259 16 8425 10 8501 19 8569 22 8685 26 8783 5 8920 24 

8054 26 8261 16 8426 10 8502 19 8570 22 *8690 7 8784 5 8933 24 
8055 26 8262 16 8427 10 8503 19 8571 22 *8691 7 8786 5 8934 24 
8056 26 8263 16 8428 10 8504 19 8572 22 *8692 7 8787 5 8935 24 
8057 26 8264 16 8429 12 8505 19 8574 22 8700 6 8788 5 8936 24 
8058 26 *8265 17 8430 12 8506 19 8701 8 8789 3 8937 24 

8059 26 *8266 17 8431 12 8507 19 8575 22 *8719 3 8790 3 
8060 26 8267 17 8434 4 8508 19 8576 22 *8720 3 8791 4 8938 25 
8061 26 *8268 17 8436 3 8509 19 8577 22 8722 4 8794 9 8941 25 
8062 26 *8269 17 8437 3 8510 19 8578 22 8723 4 8800 25 8942 25 
8063 26 *8270 17 8441 3 8511 19 8579 22 8724 4 8817 25 8943 25 

8064 26 8275 14 8442 8 8512 19 8580 23 *8725 6 8818 25 8945 25 
8065 26 *8279 13 8443 8&9 8513 19 8581 23 *8726 4 8819 25 8947 25 
8066 26 8280 13 8444 9 8514 19 8582 23 *8727 4 8820 25 8950 20 
8067 26 8281 13 8445 9 8515 19 8583 23 8731 4 8821 25 8951 20 
8068 26 8282 13 8446 9 8516 19 8584 n 8732 4 8822 25 8952 20 

8069 26 8283 13 8447 9 8517 19 8585 23 8733 5 8823 25 8953 20 
8070 26 8284 13 8448 9 8518 19 8586 23 8734 5 8824 25 8954 20 
8071 26 8285 14 8449 9 8519 19 8587 23 8735 4 8825 25 8955 20 
8072 26 *8299 13 8450 3 8520 21 8588 23 8737 3 8826 25 8956 20 
8073 26 8300 20 8451 3 8521 21 8589 22 8738 3 8827 25 8957 20 

8074 26 8301 20 8452 12 8522 21 8590 22 8739 3 8850 23 8958 20 
8075 26 8302 20 8453 12 8523 21 8591 22 8740 7&8 8851 23 8959 20 
8076 26 8303 20 8454 12 8524 21 8594 19 8741 7 8852 23 8960 20 
8077 26 8304 20 8455 12 8525 21 8595 19 8742 7 8853 23 8961 20 
8078 26 8305 20 8456 9 8527 21 8596 19 8743 7 8854 23 8963 20 

8079 26 8306 20 8457 9 8528 21 8597 19 8744 7 8855 23 8964 20 
8080 26 8307 20 *8458 9 8529 21 8598 19 8745 7 8858 22 8965 20 
8081 26 8308 20 *8459 9 8530 21 8599 19 8746 7 8859 22 8966 20 
8082 26 8309 20 8460 3&8 8531 21 8601 11 8747 7 8860 22 8967 20 
8083 26 8310 20 8461 8 8532 21 8602 11 8748 7 8861 22 8968 20 

8084 26 8322 20 8462 12 8533 21 8603 11 8749 7 8862 22 8969 20 
8085 26 8323 20 *8463 14&15 8534 21 8604 11 8750 7 8863 22 8970 20 
8086 26 8324 20 8464 14&15 8535 21 *8620 9 8751 7 8868 18 8971 20 
8205 8 8325 20 8465 9 8536 21 *8621 9 8753 7 8869 18 
8208 3 8326 20 

*NEW ITEM 

864- AEO- G PRINTED IN U.S.A. 


