






























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































UNITED TECHNICAL LABQRA TORIES �L�~�;�I�~�:�~�~� �l�~�~�~�~�~�~�:�:�D�'� 
M 0 R R 1ST 0 W N, N. J. JUMBO HEAVY DUTY TEST PRODS • MINI-PROD TEST LEADS 

INSTRUCTIONS 
ON �R�E�V�E�R�S�~� SIDE 

OF WRAPPER 

PRICE 
$2.95 

Type S 

Type H 
PRICE 
$2.50 

TYPE B-' 

PRICE 
40c each 

In boxes of 10 
�~� red, 5 black 

TEST LEAD 
ASSORTMENT 

MINI.PROD 
CONNECTORS 

AS 
TERMINALS. 

LENGTHS 
6" 

11" 
18" 
24" 
30" 

PLASTIC 707 "Spray-On" 

Copyright by U. C. P., Inc. 

• REDUCE CORONA 
• INSULATE PARTS 
• PROTECTS METALS 
• PREVENTS ELECTRICAL 

LEAKAGE 

PROTEQTIVE and INSULATING 
COATING. USE on TV antennas 
and �l�e�a�d�~�i�n� connections, on masts, 
guy wires, turnbuckles, to elimi­
nate deterioration and corrosion. 
All high voltage components of TV 
receivers; high voltage terminals, 
rectifiers, coils, condensers, to re­
duce corona losses. All bright metal 
work to preserve polish. Stops tar­
nish an.d rust. Keeps home and 
automotive metal ware looking 
brand new. All marine installations 
of radio and electronic gear, and 
metalware subject to salt air. 

$1.25 per 12 0%. can 

Net 

KLIPZON Type S Shielded Leads provide a reliable 
means of piping audio or radio frequencies in laboratory 
or service work. Di-electric of air and poly-ethylene is 
proportioned to provide unusually low capacity and loss 
even at U.H.F. while retaining strength, durability and 
flexibility of the lead. Complete shielding of leads elimi­
nates stray pickups, feed back and other undesirable 
coupling effects. Lead length is 3 fL, O.D. approximately 
9/32", total capacity only 25 mm£. Provided with black 
Mini-prod Connectors at each end of lead for complete 
grounding of shield and red Mini-prods for connecting 
to circuit or instrument. 

KLIPZON Type H Jumbo Heavy Duty Test Prods and 
Leads are designed to make the self-holding feature 
available for large sized wires, lugs and terminals. The 
oversized self-holding points clip onto conductors up to 

#4 B&S Ga. and grip test point until pulled off. 
Points are needle sharp to pierce insulation, 
fungus and wrappings, and protected with in­

sulating sleeves to prevent shorting to adjacent wires. 
Handles unscrew for easy renewal of leads by soldering 
to internal lug. Spade type terminals are provided for 
ease of connection to meters or other equipment. Pro­
vided with 4 ft. lacquered poly-ethylene rayon leads, 
equivalent to #18 B&S Ga. (16 strands #30 B&S Ga. 
copper wire.) 

KLIPZON Type H-l Test Prod Handles of wear resis· 
tant plastic with heavy duty self-holding points, the 
same as provided with Type H Jumbo Test Leads. Point 
unscrews from handle, for attachment of leads to in· 
ternal soldering lug. Hole in handle accommodates up 
to .220" dia. wire. Designed for those who wish to wire 
up their own test prods. 

Every electronics laboratory, service shop and produc· 
tion line needs a supply of these handy KLIPZON Type 
B-1 leads. Each lead is equipped with two Type B Mini· 
Prod Connectors, which may be used as a miniature 
prod or clip. Points are protected by insulating sleeves 
to prevent shorting to adjacent wires. Sleeves are easily 
removable so that point may be inserted into pin jacks, 
binding posts and tube sockets. Needle sharp points 
readily make contact with inner conductors by piercing 
insulation. Lead wire is super·flexible, rubber covered 
(41 strands, #34 B&S Ga. copper) in red or black 6, 12, 
18, 24 and 30 inch lengths. Solderless connector in 
handle makes renewal of leads easy. 

PATTERN 
GENERATOR 

Simple • Efficient • Accurate 
for a Steady Non.Shifting 

Vertical and Horizontal 
Test Pattern 

Modulates Signal Generator 
for Overall TV Alignment. 
Tests Video Linearity and 

Picture Performance Directly. 
Makes horizontal and vertical 
linearity, width, height and 
centering tests. Checks relative 
gain of video stages; isolates 
defects in video amplifier. Tests 
performance of kinescope 
directly. Checks overall image 
reproduction when used to mod­
ulate TV signal generator. Uses 
sync impulse of receiver to in­
sure steady cross bar pattern. 
No removal of chassis neces­
sary; special leads connect to 
tube pins. 

$29.50 
Complete with 
Shielded Leads 

Radio's Master - 18th Edition 
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PROMPT DELIVERY USING OUR LARGE STOCKS 
OF STANDARD TERMINALS AND BAKELITE I.i~~~~rr. 

TO JAN SPECS. 

TURRET 

TERMINALS ~~~~~~~~~~~~~~~~~~~~~~~~ 

MINIATURE 
TERMINAL 

Actual Size Shown SHAFT & DIAL LOCKS 

i , 
, ' 

No.1503 No.1507 

3 t No. 1700 No. 1702 
No: 1705 Np. 1703 

No.1S06 No.1501 

BRACKETS & BUSHINGS 

No. 1547 

No. 1564 

PLUGS & JACKS 

~~ 
No. 452 No. 475 

~ (t);::J 
No. 552 No. 575 

No. 1214 

EXTRUDED TERMINALS 
Ad"a' S;'. Shawn 'VJ 

No. 1222 J ~ J No. 1276 
No. 1202 No. 1268 

n,'".' V 
No. 1535' 

No. 1266 

SCREW TERMINALS 
Actual Size Shown 

No. 1209 No. 1 277 

Actual Size Shown 

~ ~ 
No.1502 No.1522 

iT f 
No.1508 No.1555 

DIODE MOUNTS 

Radio's Master -18th Edition Copyright by U. C.P.,lnc •• 
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We are Leaders in the manufac­
ture of TEST LEADS, PROBES, 
TOOLS and RADIO HARDWARE. 
Our Products are sold by the 
leading Radio and Electronic Job­
bers throughout the United States. 

IS ULITt tJ ~,. ',y"Co 
NEWYORKI13, N. Y. • 

. 11111 ~ 

We are constantly developing 
NEW and BETTER PRODUCTS. 
Our SPECIAL SERVICE DIVISION 
will cooperate with you on new 
designs relating to Miniature or 
Industrial Applications. 

STANDARDIZED TEST LEADS STREAMLINE TEST LEADS 
NEEDLE POINT PRODS SOLDERLESS TIP PRODS 

1901 

Cat. No. 1901 Streamline Test Leads 
Cat. No. 2377 Cat. No. 2375 Cat. No. 1900 Streamline Guard Test Leads 

INDUSTRIAL TEST LEADS 
SOlDERLESS TIP PRODS 

Cat. No. 2001 
With Lug 

Cat. No. 2002 

ulated Solderless Ends 

HY-VOLTAGE TEST LEADS 
INSULATED FOR 10,000 VOlTS 

STANDARD PHONE TIPS 

~ Cat. No. 1600 --= > Cat. No 1601 

STREAMLINE PHONE TIPS 

SOLDERLESS PHONE TIPS 

CoPYl"iUIlt by U. C. P .. /J/c. 

TV INDICA TOR 

=C ~ 
e- MINIATUR;~ 

ECONOMY PROBE 

~! ~ 

STANDAR DIZED 
TEST PROD HANDLES 

~!!!~!!!!!!!!t 
Cat. No. 1840 

Cat. No. 1850 

Cat. No. 1860 

SLIM PROBE 1============1111 

e ~~ 
INDUSTRIAL PROBE 

MICROPHONE 
CONNECTOR 

OPEN CIRCUH 
MALE CHASSIS 

CONNECTOR 

Cat. No. 509 

STREAMLINE 
INSULATED PHONE TIPS 

; @ 

Cat. No. 1615 Jr. Streamline Red 
Cat. No. 1616 Jr. Streamline Black 

-=&bl.t 

Cat. No. 1617 Sr. Streamline Red 
Cat. No. 1618 Sr. Streamline Black 

SOLDERLESS 
INSULATED PHONE TIPS 

~ 
Cat. No. 1660 Jr. Solderles5 Red 
Cat. No. 1661 Jr. Solderless Black 

~ 
Cat. No. 1670 

No. 

INDUSTRIAL TEST PRODS 

" . 
Cat. No. 1880 

~2Z· 

Cat. No. 1890 

HY-VOLTAGE TEST PRODS 

=4 
Cat. No. 1800 Red Bakelife 
Cat. No. 1801 Black Bakelite 

MIDGET ALIGNING TOOL 

1 .... :---2+"----1 
Cat. No. 3327 

BONE FIBER SCREW DRIVER 

> < 

Cat. No. 3300 

HEX ALIGNING DRIVER 

lII!!!!!!!!!!!!!!!S:J L t;; ; B cO 
I. A----J! T 

B C 
%" v.. " 
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JAN HARDWARE MANUFACTURING CO., INC. 
FLUSHING 58, N. Y. 

Specialists in Design and Manufacture of Electronic Hardware 

OFFSET EXTENSION SHAFT COUPLER 

JAN'S 

NEW DESIGN! 

This extremely durable nylon 

insulated coupling is used for 

joining two parallel drive 

shafts, offset from each other. 

Couplings for wide angle 

applications also 

available. 

The 'JAN Offset Extension Shaft Coupler secures firmly to thq drive shaft through a plated brass insert and two set screws. 
For use with ¥.i" diameter coupling shaft (not supplied), of any desired length, which is keyed to the couplers by zinc 
plated steel pins, supplied by JAN. Nylon insulation withstands extremes of humidity and temperature (from -75 0 C. to 
+120· C.). Use of this new component eliminates backlash and costly flexible shafting, in coupling from front panel to remote 
control, such as potentiometer, selector switch, or other rotating device. 

Cat No. AP15299 ........ ............................................... . ........ List Price $.69 

JAN PRODUCTS 

MEET ALL GOVERNMENT 

JYlATERIAL AND FINISH 

SPECIFICATIONS. 

CERTIFICATION SUPPLIED. 

Radio's Master - 18th Edition 
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JACK COVER 

These sturdy Jack Covers are made of steel and finished in black wrinkle enamel, 

after bonderizing for rust protection. Used to keep out dust and moisture, in 

addition to preventing inadvertent disturbance of control settings. Fits on jack 

or panel bushing of %" diameter. Supplied complete with stainless steel spring­

loaded cover, pin, and neoprene pad. 

.. .... List Price $.48 

CATHODE-RAY TUBE BEZEL 
FOR 

FLAT OR CURVED FACE CRT 
• Intended for mounting in a 6" diam· 

eter panel opening, in front of any 5" 
cathode-ray tube. 

• Cast aluminum bezel, with black paint 
finish over anodized surface. 

• Green plastic calibrated scale, engraved 
horizontally and vertically. 

• Buna-S black synthetic rubber gasket. 
• Supplied with four flat head, steel, nickel 

plated screws. 
Cat. Na.CPI3549·1, curved face CRT. 

Cat. No. CP13549·2. flat face CRT. 
List Price $8.35 

PANEL BEARING AND SHAFT ASSEMBLY 

This versatile Panel Bearing and Shaft Assembly is used for control of a remote 
component. Passivated stainless steel shaft is ¥.i" diameter, with one end flatted 
for attaching to control knob by set screws. Supplied completely assembled with 
two retaining rings, jam nut with lock washer, and brass, nickel plated, panel 
bearing. Fits all metal panels up to 3/16" thickness; mounts in 13/32" diameter 
panel hole. 

C.at. No. AP15350 
Cat. No. AP15350·1 
Cat. No. AP15350·2 
Cat. No. AP15350·3 

Panel Bearing Assembly only ..... , ............. ................................. List Price $.26 
1·5116" shaft length ..... .. ....... List Price $.35 
3" shaft length '" ................................. List Priee $.40 
6" shaft length ..................................................................................... List Priee $.48 

Copyright by U. C. P., Inc. 
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JAN HARDWARE MANUFACTURING CO., IN:C.-
FLUSHING 58, N. Y. 

Specialists in Design and Manufacture of Electronic Hardware 

a new 
, 

concept. 
- VOLT AGE BREAKDOWN GREATER 

THAN 15 KV. 

-FITS STANDARD SLOTTED POTEN­

TIOMETERS. 

- WITHSTANDS HIGH TORQUE LOAD. 

- RUGGED. 
Patent applied for 

INSULATED COUPLING ASSEMBLY 
This coupling permits chassis or panel adjustment of high.voltage controls, without danger 6f,/llectrical shock to operating 
personnel. Stainless steel shaft and tip are molded into a single unit, melamine· to· metal, completely vibration and shock-proof. 
Operates with ease over an ambient temperature range from -75 0 C. to +175 0 c. Supplied complete with nickel plated hard· 
ware. Shaft mates screwdriver slot of all standard potentiometers (lis" shaft length), without further machining. 

Cat. No. AK5079-Shaft length extension 'Is" beyand locking type mounting bushing , .. " ...... ".""." .. "" .... " ... "List Price $1.80 
Cat. No. AK5164-Shaft length extension 'Is" beyond plain type mounting bushing ................................. " .. List Price $1.55 

Other shaft lengths available! 

BUSHING EXTENDER 
This special Bushing Extender permits staggered mounting of components (having 
;-4" diameter shafts) behind a panel. Potentiometers or other electrical parts can 
be located in close proximity on a panel, without interference of one case against 
another. Supplied in nickel plated brass, as shown in illustration to the right, 
in six different sizes' 

Extension 
Cat. No. Behind Panel 

"8" 
AK5075-1 5/a" 
AK5075-2 5/s l ' 

AK5075-3 5/a"1 

I 
AK5075-4 3/4 11 

AK5075-5 21/4" 
AK5075-6 1'/s" 

CATHODE-RAY TUBE BEZEL 
CAMERA MOUNT FLANGE 

FOR 
FLAT OR CURVED FACE CRT 

• Intended for mounting in a 6" diam· 
eter panel opening, in front of any 5" 
cathode·ray tube. 

• Protruding flange designed to accommo­
date camera and projection lens. 

• Cast aluminum with black paint finish 
over anodized surface. 

• Green plastic calibrated scale, engraved 
horizontally and vertically. 

• Buna·S black synthetic rubber gasket. 
• Supplied with four flat head, steel, nickel 

plated screws. 
Cat. No. CP13584-1. curved face CRT. 

Cat. No. CP13584-2. flat face CRT. 
List Price $8.90 

Bushing Length 
"A" 

'l's" 
1/4 " 

3/16" 
'/4 " 
1/4 " 
1/4" 

SHAFT LOCK 

List Price -----
$.40 
$.40 
$.40 
$.40 
$.65 
$.65 

This shaft lock securely holds in position the shaft of volume controls, capacitors, 

switches, etc., which are ~" in diameter. Body and lock nut of nickel plated 

brass. Supplied with nickel plated steel lock washer. Body and lock nut are avail­

able in stainless steel on special order. 

Cat. No. AK5100 ........... ". . ........................... " ................•..... List Price $.41 

Copyright by U. C. P., Inc. 

TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 

AU JAN PRODUCTS MEET 

THE MOST RIGID MIUT ARY 

SPECIFICA nONS. 

INDIVIDUAL SPECIALTIES 

ENGINEERED TO YOUR 

REQUIREME,I'nS. 

Radio's Master - 18tb,Editi.o,n. 
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(HAS. O. ( LarsoltJ] CO. - STERLING/ILl. 

Quantities of 
Larson Wire Goods Used on 

Antenna Installations 

0 ~ 

~ :J) 

Radio's Master - 18th Edition 
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Sold Exclusively 
Through Jobbers 

EYE BOLTS LAG SCREW THREAD No. ll-Zinc Coated 

Stock 
No. 
EL 1 
EL 2 
EL 3 
EL 4 
TEL 1 

Wire Size 
and Length 

Overall 
~4"x3%" 
1'." X 4" 
2/s"x41h" 
iw,"x 5%," 
#3 x 5" 

LD. 
Eye 

%" 
'Is" 
%" 

1" 

g' " " 
Packed 1 Dozen in Box. Order by Gross and Stock Number. 

Length 
of Thread 

1 11. " ,4 

1%" 
1%" 
214" 
1%" 

SCREW EYES-LARGE EYE-Zinc Coated 

Wire Length Length LD. Length 
Size Overall of Stem Eye of Thread 
000 3%" 2f,," 1%" 1%" 

0 2%" 1 9 " 1< P" 6 114" 
2%" If.' 23" 

';3'2' 1%" 
4 2 I~" 11k" ~~" H-I! 
6 ll~" 3J-" 

'32 
,Cl" 

"" 
%," 

Lbs. Per 
Gross 

8.00 
18.00 
27.00 
43.00 
14.25 

Lbs. Per 
Gross 

27.00 
14.50 

9.25 
6.00 
3.i5 

Size 000 to 4 packed y,. Gross in Box. Size 6 packed % Gross in Box. Order by Gross. 

Dia. 
Wire 

5 " Ttf 

0/8 " 

PORCH SWING HOOKS No. 222-Zinc Coated 

Length 
Overall 

3%" 
414" 

LD. 
Hook 

Length 
of Thread 

l%fl 

2 'A." 

Packed 1 Dozen in Box. Order by Gross and Size. 

SCREW HOOKS-CEILlNG-Zinc Coated 

Wire Length I.D. Length 
Size Overall Hook of Thread 

0 4U" 1 %" 1 5k" 
2 4i." 1 'g1-g" 1%" 
3 4 %" ~ 1" 

li::i 1%" 
4 3%" 29 " S:l 1%" 
6 3%." 'P" " 1'%" 

Lbs. Per 
Gross 
14.00 
23.00 

Lbs. Per 
Gross 

21.00 
14.00 
11.00 

8.50 
5.50 

Size 0 to 5 packed y,. Gross in Box. Size 6 packed % Gross in Box. Order by Gross 

LARGE WROUGHT SCREW HOOKS No. 322-Zinc Coated 

Length Length 
Wire Overall LD. of Lbs. Per 
Size Inches Hook Thread Gross 

%" 4'4" 13 " .' . 1 14" 12.00 
5 " 4%" 0/8 " 1%:" 21.00 TO 

%" 4%" l},i' 1%" 31.90 

io" 5%," lIlts" 214" 46.00 

Packed 1 Dozen in Box. Order by Gross and Size. 

TOOL HOLDER-No. TH 321-Zinc Coated 

Patent Pend.ing 

3 Part Set-each part 12" long-weight per set 1%, Ibs. Holds large 

assortment of hand tools-many in use at radio and television repair 

shops. Also good item for Home craftsman. 

Packed One Set in Colorful Box. 12 Sets in C"l'tQu. 

Copyright by U. C. P., Inc, 



(HAS. O. fLarsoiiJ] (0. - STERLING, ILL. 

CASH IN ON THE BIG TV BUYING! 
Stock the Larson Wire Goods for the Ever-Increasing Demand. 
All Larson Wire Goods are Zinc Coated, Weather Proofed Finish. 

Sold Exclusively 
Through Jobbers 

TV Guy Wire Eye Bolts were especially designed for leakproof application on all roofs. 
Simply fill the cup with roofing compound before using. 

TV GUY WIRE EYE BOLTS-Zinc Coated-With 3" Diameter Shield 
Diameter Wire .268 - Machine Thread .'1. x 18 

Stock 
No. 

Diameter and LD. Length Weight Patent Pending 
O.A. Length Eye of Thread Per Gross 

TE5F 
TE5H 

·lli x 10" 
-fir x 12" 

%" 
%," 

3\i" H.oO Lb5. 

3 111" 4;;.00 J ... hs. 

Packed 1 Dozen in Box. Order by Gross and Stock Number. 

TV GUY WIRE LAG SCREW EYE BOLT-No. SEL-l111-Zinc Coated 
With 3" Diameter Shield - Diameter Wire .268 

Weight and 
O.A. Length 

1\x3%" 
16 X 5" 

LD. 
Eye 

Packed 1 Dozen in Box. Order by Gross and Size. 

Length 
of Thread 

1%" 
lYz" 

Weight 
Per Gross 
28.00 Lbs. 
31.25 Lb •. 

"U" BOLTS WITH CLAMPS FOR TELEVISION ANTENNA WORK-Zinc Coated 

Width Weight 
Stock Pipe Wire Outside Between Per 

No. Size Dia. Length Legs Hundred 
TC3 1" 1,4 " 3" 1%" 18.75 Lb •. 
TC4 1" '4" 4" 1%" 21.25 Lb •. 

Packed lOin Box Assembled with Clamp. Order by Hundred and Stock Number. 

"U" BOLTS No.1 OJ-Zinc Coated 

Width Lbs. 
Stock Pipe Wire Outside Between Per 
No. Size Dia. Length Legs Doz. 

A-'4" Yz-'Ji" 14" 2%" 1%" 1.31 
TA-\i" 1" %," 3" 1%" 1.50 
TV-'4" 1" 14" 4" 1%" 1. i8 
A-!." 1" fir" 2%" 1%." 2.03 
B 5" -n 11;4" iG" 3" 1 %," 2.31 
C-!." 1 Yz" 1;;6"" 3" 2" 2.37 
D-!." 2" i1;" 3%') 2 Yz" 3.00 
A-o/s" 1 '4" 3/S " 3I,41f I%," 3.37 

Packed 1 Dozen Bolts in Box with Square Xuts and Flat Straps. Order by Dozen and Stock Number. 

TURNBUCKLES-Only Zinc Coated Turnbuckles Stocked 

Eye Hook Hook Lbs. 
and Wire and and Take Length Length Per 
Eye Size Eye Hook Up Closed Open Doz. 
No. No. No. 

EE 11 p:" 
;12 HE 21 HH 31 1 t;4," 3%" 4 'Ji" .875 

EE 12 ' " HE 22 HH 32 1%" 3%" 5%" 1.25 16 

1m 13 ' .. l;?)" HE 23 HH 33 1%" 4%" 6%" 1.50 
EE 14 14-" HE 24 HH 34 2%" 5%" 7%," 2.0U 
EE 15 i5 " 10 HE 25 HH 35 2%" 6 %," 9%" 4.00 
EE 16 %" HE 26 HH 36 3" 7 %," 10%" 6.00 
EE 17 %" HE 27 6" 10'Ji" 16 '4" 13.00 

Packed 1 Dozen in Box. Order by Dozen. 

Copyright oy U. C. P., Inc. 
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"Q U lET R 0 L E" 
Th.e origina/~ most 
reliable LUBRICANT 

i······ . . . . · . : . · . · . · .. !I .• 

".. ;.". _,S . . 

CLEANER! 

Cat. Min. Min. Distr. Net 
Size No. Order Re-order Resale Price 

20z. 10-2 24 24 $1.69 

40z. 10-3 16 8 2.54 

8 oz. 10-4 8 6 5.07 

Save on Gross Lot Purchase - Small Size 

Cat. Distr. Resale 
Size No. 

2 oz. 10-2 

Your guarantee for quieting noisy television and radio 
controls, switches and other moving parts is QUIETROLE. 
• .• Here is the original, most reliable lubricant-cleaner on 
the market today ••• developed after years of research. 

QUIETROLE COMPANY 
SPARTANBURG, S. C. 

Net Price 

$1.69 

"Radio's Master - 18th Edition Net Copyright by U. C. P .. Inc 
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SILENCER VOLUME CONTROL and 
CONTACT RESTORER 

Check These Features! 

• Far superior to temporary carbon tetrachloride. 

• One drop of Silencer instantly eliminates all noise indefinitely. 

• Cleans, restores volume controls, band switches, push button assem-
blies, tuners, etc. 

• Never changes capacities. 

• Never harms insulation or precious metals. 

• Not an oil that changes capacities and gums controls. 

• Prevents corrosion and oxidation. 

• Tested, approved and used exclusively by well known television manu­
facturers, telephone companies, thousands of repairmen - sold by 
hundreds of jobbers. 

• Remember Silencer is Unconditionally Guaranteed. If you are dissatis­
fied, your jobber is authorized to refund your money at once. 

3 FULL 
OZ. $1 00 NET including dropper 

Copyright by U. C. P. Inc., 

STA-CLEAR 
A CLEAR 
PICTURE ALWAYS 

Check These Features! 
• Sta-Clear cleans and de-staticizes in one operation. 
• Sta-Clear will not allow static-attracted dust to cloud television tubes 

and masks. 
• Sta-Clear never discolors glass or plastic. 
• Sta-Clear never evaporates. 
• Sta-Clear is harmless and safe on all materials. 
• Sta-Clear is non-inflammable. 
• Sta-Clear gives you 150 applications. 
• For filters, translucent screens, sound-effect records, phonograph 

records, and all plastic materials, including automobile seat covers. 
All engineers are agreed that picture tubes and masks cloud up swiftly 
due to the ionized dust particles always floating in the air, and are drawn 
quickly onto the picture tube and mask because of static created by the 
operation of the television set. 
STA-CLEAR, when wiped on picture tubes and masks, neutralizes this 
charge indefinitely and keeps your picture tube and mask free from dust. 

SAVE TIME! SAVE MONEY! SAVE LABOR! 
Safe - Harmless - Economical - Good for 150 Applications 

$1 00 NET 4 Fluid Ounces 

ILLINOIS RESEARCH LABORATORIES 
CHICAGO 2, ILLINOIS 

(Manufacfured by an organization of chemists) 

Net Radio's Master - 18th Edition 
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KNOBS FROM STOCK MOLDS 
For All Types of Instruments and Apparatus ••• Low Cost ••• Immediate Delivery 

ROGAN BROTHERS • Compression Molders and Branders of Plastics • 8023 N. Monticello, Skokie, III. 

TYPE RB-Sl TYPE RB-211 

TYPE RB-131 

TYPE RB-141 TYPES RB-8S and 80 

TYP.E RB-171 TYPE RB-41 

WIDE SELECTION OF SHAPES AND SIZES 

Shown above, are but a few of the many Rogan plastic knobs 

available to you from our regular stock molds. These are sup­

plied without tool charge, resulting in considerable savings in 
cost, faster delivery. Choice of a wide selection of sizes, 

shapes and colors. Molded of phenolic or urea thermosetting 

materials, which will not soften, warp, or scratch easily. 

Heat resisting materials can be used so knobs can withstand 

350-400 0 F. continuous heat. Most knobs supplied with %" 
shaft hole and set screws. Special shaft hole sizes and means 
of fastening can be supplied to specifications at nominal cost. 

Radio's Master - 18th E,lItioa 
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TYPE RB-301 TYPE RB-31 

KNOBS CAN BE BRANDED, AS REQUIRED 

Rogan's famous "deep relief" branding process, applied 
after molding, provides sharp perfect marking at low cost. 

Any type marking, graduations or numerals can be branded 
on blank knobs to fit your requirements. Rogan knobs are 

available in black, brown or walnut, when molded of phenolic 
materials; and in all light pastel colors when molded of urea 

materials. Whatever your knob requirements may be, Rogan 

is equipped to supply you faster, better, more economically. 
The complete line of Rogan knobs with specifications is 
shawn in the new Rogan catalog. Write for your copy now. 

Copyright by U. C. P .. Inc. 



K.NOBS FROM STOCK MOLDS 
No Tool Charge ... No Tooling Wait • . • Wide Range of Styles, Sizes and Colors 

ROGAN BROTHERS • 

RB·l000·2 

RB.l000·5 

RB·l000·8 

Copyright by U. C. P., Inc. 

Compression Molders and Branders 01 Plastics • 

Combination Knobs Save Time, Money 

Illustration at left shows RB·l000 escutcheon com· 
bined with RB·31 pointer knob, which rotates 
insi'Cie the RB·l000. Available from stock molds. in 
matching or contrasting colors. Illustrations below, 
show a few of the stock markings available. 
These marking dies are already made up, no tool 
charge, no tooling wait. By using Rogan com~ 

bonation knobs and branding them with these 
ready-made dies you save time and money. 
Special morkings can also be supplied. Write for 
complete catalog. 

RB·l000·3 

RB·l000-6 

RB-l000·9 

8023 N. Monticello, Skokie, III. 

RB-l0CO-l 

RB·l000-4 

RB.l000·7 

RB·l 000·1 0 
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Harry Davies Molding CO.~I 
- MolcJers of Plastics -

1428 NORTH WELLS STREET. CHICAGO 10, III. 

ELECTRONIC INSTRUMENT KNOBS 

Part No. Knob Dia. Skirt Dia. 
4104 Piau 11/2" 
4106 P/s" 1'/2" 
4108 15/8" 2·1/16" 
41Q9 23/a" 3" 
Skirts available with or without 

indicator line filled 

Part No. 
4100 
4101 
4102 
4103 

No. 5149 - Rec­
tangular f 0 u (h 
tuning knob. Push 
on, self-locating. 
Height 51/64" 

Knob Die. 
lVe" 
P/a" 
15/a" 
23/a" 

No. 5149·A-Oval 
touch tuning knob. 
Push on, self-Io(a~ 
ting. Height 13/ 
16" - 1-1/32'. 

Part No. Knob. Dia. Skirt Dia. 
4104 11/s" 11/2" 
4106 Pia" 11/2" 
4108 15/a" 2-1/16" 
4109 23/all 3" 
Branding stamps constructed to 

your specification 

ACTUAL SIZE 

Pointers available on 
Pointer lengths 5/all 

34" 
7/8" 

1-1/16" 

the four sizes 
1-3/16" 
1'14" 
1-9/16" 

shown 

Specify pointer lengths when ordering. 
Furnished with white vinylite pointers only. 

No. 1475 (no pointer) 
Height 1/2". Diameter 1/1 

No. 1470 with pointer-indica­
tor I lined or unlined 

Height V2". Diameter 1" 

Entire 4100 Series 
Available with 
either '4" molded 
hole or 1,4" brass 
insert 

No. 1400 

ACTUAL SIZE 

No_ 2500-Height 
%". Diam. %/1. 
Set screw, spring, 
knurl-hole mount· 
ing. 

No. 2600-Height 
%". Diam. Tfa". 
Set strew, spring, 
knurl~hole mount .. 
ing. 

No. 1400 (with pointer) 
Heiglit 13/32" 

Diomeler 11/16" 

No. 1450 (no pointer) 

No. 2710-Height 
1/2". Diam. %". 
Metal • faced· .r 
plain insert. Fe .. 
male thread avail .. 
able 8-32, 10-32 
and 10-24. 

No. 1450 

No. 5140 
Dia. IVa". Hgt. ~a" 
Set screw I knurl­
hole mounting. 

WRITE FOR COMPLETE CATALOG HARRY DAVIES MOLDING CO. 
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H a rr Davies Molding Co. 
1 4 

- Molders of Plastics -
NORTH WELLS STREET. CHICAGO 10, III. 

No. 1700 

No. 1780 No. 1800 
Ht. 19/32". Diam. 
3,4" Set screw, 
spring or knurled 
hole mounting. 

No. 1750 
Touch tuning. Push 
.on, self.locating. 

No. 1770 
Binding Post and Switch 
knob. No. 6-32 and 
No. 8-32 brass inserts. 
Also studs. Dia. 31/64" . 
Height '12", 5/8 ", %", 
1'8". 

Touch Tuning. Dia. 1/2". 
Height 1", 1'/8", 
1-7/32", 1'}'a". 

Plain or recessed tops. 
Dia. 7/16". Heights 
from 111 to 13/s/l. Also 
studs in various lengths. 

No. 2150 
Streamlined bar knob. 
length 11/4". Height 

9/16". 

No. 2300 
Zephyr bar knob. 19th. 
1'14". Height 5/8". Hex 
or D-Type set screw, 
metal insert, knurl~ 
hole mounting. 

ACTUAL SIZE 

Knobs shown are only part 

of our stock on hand. Our 

• t 0 c k molds are inter­

changeable and meet most 

requirements with only 

minor tooling variations_ 

let us quote on your speci­

fications. 

No. 2100 
Length overall 2'12". Hght. 5/8". 
Dia. 3.4/1, Molded hole or brass 
insert, set screw mounting. 

No. 2350 

Zephyr bar knob 
length 2". Height 5/a". '/4" molded 
hole, metal insert set screw mounting. 

No. 2100-P 
length-overall 2-13/16". Height 5/a". 
Die. 3M(/. Metal insert and pointer, set 
screw mounting. 

No. 2110 
19th-overall 15/8". Hght. 19/32". 
Dia. %". 1/4" molded hole, metal 
insert, knurled hole mounting. 

No. 2110-P 
19th-overall 1-15/1&". Height 
19/32", Dia. 3,4". Metal insert and 
metal pointer. %" sheaft hole. 

ACTUAL SIZE 

No. 3009 
Dia. 1V2". Height %". '14" molded 
hole, metal insert. 

No. 3008 
Dio. P;"". Height 3M". V4" molded 
hole, metal insert. 

BRANCH OFFICES: Baltimore, New York, Milwaukee, Boston, Philadelphia, 
Fort Wayne, Buffalo, Los Angele •. 

FOREIGN OFFICE: Toronto, Canada. 

Copyright by U. C. P., I"c. 

No. 3000 
Dia. 13;"". Hght. 3;"", 1", 1'14" 
and 1112', 1~1I molded hole, metal 
insert. 

No. 2965 
Dio. ""'a/l. Height from 1/2" to 11/8". 
1/4" molded hole, metal insert, 
knurl hole or spring mounting. 

. 
WRITE FOR COMPLETE CATALOG 
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PACKAGED WIRING SYSTEMS 

WIRE BENCHES WITH APPROVED BY 
UNDERWRITERS 

LABORATORIES. INC. 

The Pierceway Packaged Wiring System 
shown here assembled is the 4-loot, 6-outlet 
system with back·feed section in center. 

For more convenient and 

of portable power tools • 

END THIS "TRAFFIC JAM" 

With an outlet approximately every 8 inches. 
Pierceway eliminates overloads at the plug-in 
point. 

Here is the quick, easy, economical way to get 
all the outlets you need for efficient use of port­
able power tools and appliances. With 2 outlets 
in each section of Pierceway plastic duct, you 
get an outlet approximately every 8 inches. 
Pierceway Packaged Wiring Systems are 
complete and ready to install, with copper 
conductors built in as an integral part of each 
section. These systems are easy to assemble 
and install-all you need is a screwdriver. 
Pierceway Packaged Wiring Systems are avail­
able in both 2-wire and 3-wire systems, with a 
choice of end-feed or back-feed connection. 
Service is brought into feed section by non­
metallic cable through any standard angle or 
straight 112-inch coupler. 
Pierceway systems are packaged in 3 lengths: 
4-foot system with 6 outlets; 6-foot, 8-inch sys­
tem with 10 outlets; 9-foot, 4-inch system with 
14 outlets. 
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efficient use 

• • 

FOR LARGER INSTALLATIONS 

With relatively few parts. Pierceway systems can be 
assembled into many types and any size of electrical 
circuit. They provide an exceptionally flexible installa­
tion-if necessary. a Pierceway system can easily and 
quickly be taken apart and reassembled to meet any 
change in electrical distribution requirements. All parts 
are 100'7'0 salvable. 
Pierceway systems can be provided for voltages of 125 
and 250: for all types of 2-wire and 3-wire circuits: for 
single-phase or 3-phase systems. and for A.C. and D.C. 
circuits. Made in bus capa.cities of 10, 15. 20. 30. 45 and 
60 amperes. Available with outlets for 2-wire or 3-wire 
cord caps: with outlet capacities of 10. 15 ant! 20 
amperes: with standard 2-wire or 3-wire polarized 
receptacles; with Pierceway Twist-Lock or Twist-Tite 
receptacles. and with adequate grounding facilities. 

CLIFTON CONDUIT CO. (Tennessee) Inc. 
Pierceway Division 

1278 ORGILL AVENUE, MEMPHIS 6, TENN. 

Representatives in Principal Cities 

Copyright by U. C. P .• Inc. 
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y-AN GEEF BROS. INC. 
DIVISION OF Joh.ns-Manville 

7800 Woodlawn Ave._ Chicago 19, III. 

NARROW WIDTH FRICTION TAPE 
- Here is the handy size for radia 
and electrical appliance repair shops, 
electrical contractors and industrial 
users. The tape comes in a conven& 

ient % inch width roll, handy for 
small work. 

widths Y2, I, 11,4, 1 Y2, 2, 3, 4 inches 
and wider. 

DUTCH BRAND FRICTION TAPE­
An "extra service" tape that has long 
life, extra strength and is easy to 
use. One layer resists up to 2000 volts. 
Combined with DUTCH BRAND 
Rubber Insulating Tape it produces SPECIAL WIDTH FRICTION TAPE 

- Available in special widths for 
special applications .•. supplied in 

highest dielectric resistance. Individually boxed and packed in 
attractive display carton. Each No. 8 roll contains 68 ft. of tape. 

RUBBER INSULATING TAPE - For perfect insulation, it fuses instantly without heat. 
It has an extra high dielectric strength - resists up to lBOO volts through a single thick­
ness. It is strong, durable and non·corrosive to electrical conductors. Assures positive 
insulation for high tension lines and other spots where highest dielectric resistance is needed. 

PLASTIC ELECTRICAL TAPE 
MASTER SHOP PACKAGE 

This tape is thin and is used in 
places where space is limited. It 
has 150% stretch, high dielectric 
resistance, resists weather, water, 
oils, acids and corrosive chemi­
cals. Because of its thinness and 
great stretch it conforms readily 
to irregular surfaces. Package 
contains 5 rolls 3/4 inch by 
44 feet each. 

.010 PLASTIC has the general 
characteristics of regular Plastic 
except it is heavier for heavy 
duty work such as winding heavy 
cables, heavy electrical harness 
and for use in tape winding 
machines. 

PLASTIC ELECTRICAL TAPE 
COUNTER DISPLAY CARTON 
DUTCH BRAND PLASTIC is also 
available in an a~ point. 
of-sale display carton containing 
two dozen consumer size rolls 
Y2 inch by 150 inches. A conyen· 
ient size for small repair jobs. 

DUTCH BRAND PLASTIC 
TAPE TOOL KIT ROLLS 

This is a handy and convenient 
size roll for the home workshop 
or repair trade. It has met trade 
favor wherever displayed. 
DUTCH BRAND Plastic Tape has 
many uses around the home and 
is widely used by tradesmen for 
professional work. Rolls are 3/4 
inch by 20 feet long. It is avail· 
able in attractive display that 
suggests many uses. 

DUTCH BRAND 
"DB"* WIRE CONNECTORS 
Solderless • Vibration Proof 
Weather Proof • long Skirt 

protection. They are U. l. listed. Add 
"DB" Wire Connectors to your next 
DUTCH BRAND tape order. 

"08" Wire Connectors are now avail­
able for the convenience of the many 
customers who buy and use the well 
known DUTCH BRAND electrical tapes. 
Those who use wire connectors for 
many installations "'ill find that 
"DB's" are a quality product. 

They are available in four standard 
sizes to meet all needs. They resist 
pull·out and vibration ... are weather­
proaf and are molded with the nee· 
essary length to give full insulation 

'''DB'' Stands for DUTCH BRAND. 

DUTCH BRAND CAULKING 
AND SEALING COMPOUND 

Here is a light colored, non-staining 
plastic material that will not crack or 
dry out. It comes in 3/16" cords, easy 
to press in place by hand. It is used 
to caulk holes or cracks ... stopping 
leaks and keeping out dust and cold 
drafts. It molds to irregular shapes 
and forms and adheres to any dry 
surface. 
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........................................ __ ....... 

'RICES 
Prices of manufacturers and suppliers' products listed in RAJ:) lOIS 

MASTER are subject at all times to change without notice -- they 

should not be considered final. 

Get quick on-the-spot quotations from your distributor who subsioribes 

to our perpetual up-to-the-minute PRICING SERVICE. 

Official Pricing Sysl'el n of 
radio - electronic - tele­

vision parts ondeql! til ment. 
Supported by the indust!')": dis­
tributors, monufocturen; and 
their sales representativ I! i . 

• 
Loose-leaf, flexible I ii:nder. 
(ontains over 11 00 ;poges • 

• 
Published by 

UNITED CATALOG PUBLISHEI~ INC. 
106·11 0 Lafayeffe Strellll 

New York 13, N. Y. 

DELIVER'I 
Delivery is often dependent on the availability of raw m',:rterici\,s. 

So check with your distributor for delivery information. 



Thank YOU! 

When writing for additional 

information or when ordering 

from sources of supply listed 

in this book, please mention 

RADIO'S MASTER 
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